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Résumé en français :

Composants à puits quantiques Ge/SiGe pour la modulation, la détection et l'émission de lumière La photonique silicium est un domaine en pleine expansion depuis quelques années. A terme, l'intégration de l'optique et de l'électronique sur les mêmes circuits doit permettre une augmentation des performances des circuits intégrés. Les télécommunications optiques également bénéficieront du développement de solution bas coût et haute performance pour les liens optiques rapides. Les composants optoélectroniques à base de silicium sont les points clefs pour le développement de ces circuits intégrés photoniques. Malgré les démonstrations récentes de modulateur silicium, photodétecteur germanium, et la réalisation de sources optiques utilisant des matériaux III-V reportés sur silicium, l'intégration de ces différents éléments sur un même circuit électronique est difficile, à cause des différents matériaux et technologies utilisés pour chaque bloc de base. De plus les modulateurs optiques silicium à large bande passante optique nécessitent des régions actives de plus de un millimètre de long, présentant une consommation électrique importante. Finalement, une source optique efficace en silicium est toujours le Saint Graal des chercheurs du domaine.

Dans ce contexte, cette thèse est consacrée à l'étude des propriétés optiques et optoélectroniques autour de la bande interdite directe et à température ambiante des structures à puits quantiques Ge/SiGe. Dans un premier temps, les propriétés de modulation optique sont étudiées, permettant ensuite le développement d'un modulateur optique rapide et à faible puissance électrique, basé sur l'Effet Stark Confiné Quantiquement (ESCQ) dans les puits quantiques Ge/SiGe. Puis les propriétés de photodétection et d'émission de lumière à température ambiante sont étudiées, dans le but d'utiliser ces structures comme brique de base pour l'ensemble des composants optoélectroniques formant un lien optique.

La croissance des structures Ge/SiGe a été réalisée par G. Isella et D. Chrastina du laboratoire Laboratory for Epitaxial Nanostructures on Silicon and Spintronics (L-NESS), Politecnico di Milano, en Italie. En raison du désaccord de maille entre le silicium et le xi germanium, la croissance directe de germanium sur silicium crée des dislocations. Un moyen de les éviter consiste à utiliser une couche tampon graduelle en SiGe permettant de passer très progressivement du silicium à un alliage à forte concentration en germanium (typiquement 90 %) tout en restant relaxé (sans contraintes). La structure à puits quantiques germanium peut ensuite être réalisée sur cette couche supérieure, avec une concentration de dislocations minimales. Dans cette thèse, les structures sont réalisées par une épitaxie originale de type « Low Energy Plasma Enhanced Chemical Vapour Deposition » (LEPECVD).

Les échantillons réalisés sont constituées de la manière suivante : sur un substrat de silicium, une couche tampon graduelle de 13 µm d'épaisseur est épitaxiée, avec une concentration de germanium augmentant linéairement avec un gradient de 7%/µm, allant du Si au Si 0.1 Ge 0.9 . Ensuite une couche de 2 µm d'épaisseur est déposée sur la couche graduelle, formant un substrat virtuel relaxé, sur lequel il est possible de faire croître des hétérostructures à forte concentration en germanium et de très bonne qualité cristalline. Pour intégrer les multipuits dans une diode pin, une couche Si 0.1 Ge 0.9 de 500 nm dopé au bore est utilisée pour obtenir un contact p, suivi d'une couche intrinsèque de 50 nm et de l'empilement des multipuits. Finalement une couche de 50 nm de Si 0.1 Ge 0.9 non dopé suivi d'une couche de 100 nm de Si 0.1 Ge 0.9 dopé au phosphore sont ajoutées pour le contact n.

Après réception des structures épitaxiées, j'ai fabriqué l'ensemble des dispositifs de tests en salle blanche (CTU/IEF Minerve). L'ensemble des techniques de fabrication ne sont pas reportées dans ce résumé mais figurent dans le manuscrit complet. Puis j'ai caractérisé les échantillons et les principaux résultats expérimentaux obtenus concernant la modulation, la photodétection et l'émission de lumière dans les structures à puits quantiques Ge/SiGe sont résumés ci-dessous.

Modulateur optique par Effet Stark Confinement Quantiquement dans les structures à puits quantiques Ge/SiGe

Dans cette thèse, les caractéristiques de modulation optique des structures à puits quantiques Ge/SiGe sont étudiées dans trois configurations différentes : des diodes à illumination par la surface, des guides d'onde planaire de 100 µm de large, et des diodes en guide d'onde de largeur 3 µm fonctionnant à haute fréquence. Les diodes à illumination par la surface sont les premières structures que nous avons utilisées pour vérifier la présence et xii étudier l'ESCQ dans nos structures. Ensuite l'ESCQ a été étudié dans le cas où la lumière se propage parallèlement aux plans des puits quantiques, grâce aux structures à guides d'onde planaires. Enfin un guide d'onde de 3 µm de large et de 90 µm de long comportant des électrodes coplanaires hyperfréquences a été fabriqué et caractérisé pour démontrer un modulateur optique compact et rapide.

Mesures de l'ESCQ dans des diodes pin à puits quantiques Ge/SiGe à illumination par la surface

Pour ces premières démonstrations nous avons utilisé une diode pin à illumination par la surface (figure 1a), de grande surface (1 × 1 mm²) afin de pouvoir directement comparer les résultats obtenus avec la référence 1. La région à multipuits à proprement parler est formée de 50 périodes comprenant chacune un puits de germanium de 10 nm et une barrière de 15 nm de Si 0.15 Ge 0.85 . La concentration moyenne de germanium dans les multipuits est ainsi égale à celle du substrat virtuel (90 %), permettant ainsi d'obtenir une compensation des contraintes dans la structure. photographie en coupe prise par un microscope électronique à balayage Nous avons caractérisé ces structures en comparant les spectres de photocourant et de transmission optique. La fraction de lumière absorbée par les puits quantiques en fonction de la longueur d'onde et du champ électrique appliqué est reportée sur la figure 2a. A 0 V un pic d'absorption est clairement visible à 1410 nm, lié à la transition excitonique entre le premier xiii niveau électronique de la bande de conduction et le premier niveau de trous lourds de la bande de valence au point  (centre de la zone de Brillouin), suivi d'une brusque diminution du coefficient d'absorption lié à la bande interdite directe de la structure à multipuits. La demilargeur à mi-hauteur du pic d'absorption excitonique a été mesurée à 6 meV, ce qui est significativement plus faible que les 8 meV reportés dans une précédente étude [1] alors que le nombre total de puits quantiques est supérieur (50 dans notre cas contre 10 dans la référence 1). Cette mesure indique la très bonne qualité et l'uniformité des multipuits.

Lorsqu'une tension inverse est appliquée aux bornes de la diode, un champ électrique apparaît dans la région intrinsèque donc au niveau des multipuits quantiques, et les deux caractéristiques de l'ESCQ sont visibles : décalage vers les hautes longueurs d'onde du bord de bande d'absorption, et diminution du pic d'absorption excitonique (figure 2a). Pour nous assurer que les mesures n'étaient pas perturbées par d'éventuels effets thermiques nous avons effectué des mesures différentielles de transmission en appliquant sur la diode une tension sinusoïdale à 1 kHz et en envoyant le signal optique modulé en sortie de la structure à puits 

Modulateur optique haute fréquence à électroabsorption à base de puits quantiques Ge/SiGe

Dans cette partie, les performances en rapidité des structures à puits quantiques Ge/SiGe sont étudiées, pour évaluer leur potentiel dans les futurs circuits intégrés. Pour réaliser des composants haute fréquence, la capacité équivalente à la diode pin polarisée en inverse doit être réduite, ce qui peut être obtenu principalement par une réduction de sa xviii surface. Pour cela nous avons fabriqué des diodes en guide d'onde de 3µm de large, 90 µm de long pour obtenir un modulateur optique à puits quantiques. Le dispositif fabriqué est représenté schématiquement sur la figure 6. Celle-ci intègre une électrode coplanaire pour la caractérisation à haute fréquence. que pour les plus petites la limitation de la bande passante vient de mécanismes intrinsèques liés à la dynamique des porteurs dans les puits Ge/SiGe [11].

xxiii En résumé, les phodiodes pin à puits quantiques Ge/SiGe à illumination par la surface ont démontré une courant d'obscurité faible de 200 mA/cm 2 et une grande bande passante, compatible avec des transmissions de données à 40 Gbit/s. Une augmentation de la sensibilité autour de la transition excitonique HH1-c1 due au confinement quantique dans les puits a été clairement observée.Enfin, le compromis sensibilité / bande passante pourra être amélioré par l'utilisation d'une configuration guide d'onde [START_REF] Vivien | Metalsemiconductor-metal Ge photodetectors integrated in silicon waveguides[END_REF]10], qui fait l'objet du chapitre suivant.

Photodétecteur à puits quantiques Ge/SiGe en guide d'onde

Les photodétecteurs en guide d'onde présentent de nombreux intérêts, parmi lesquels la différentiation de la longueur d'absorption et du chemin de collection des porteurs, ce qui permet l'obtention de photodétecteurs avec une plus grande sensibilité que les photodiodes à éclairement par la surface, tout en maintenant de bonnes performances fréquentielles [12]. Le La rapidité de fonctionnement des photodétecteurs a été évaluée par la mesure du diagramme de l'oeil électrique à 10G/s en sortie du photodétecteur, à la longueur d'onde de 1420 nm. Un pattern de longueur 2 On the other hand, the silicon photonic promises [10] of chip scale electronic-photonic integration based on complementary metal oxide semiconductor (CMOS) fabrication process are hardly fulfilled [11]. It is challenging to efficiently employ the present Si Photonic technology at the chip scale. For light modulation technology, wideband Si modulators typically consume high energy due to the large size of Mach-Zehnder interferometer (MZI) [12]; while, Si modulator based on resonator structures generally have a narrow working wavelength and require considerable additional energy for precise tuning. Other innovative low energy and compact Si modulators based on photonic crystal and electro-optics polymer still show a rather high insertion loss, high temperature sensitivity, and/or limited operation bandwidth. For laser technology, the III-V on Si heterogeneous/hybrid integration approaches employed for present Si-based lasers are expected to entail costly implementation at the chip scale. In fact, at the moment, an efficient and reliable electrically-pumped laser monolithically integrated on Si still remains the most challenging component [5,13]. Regarding integration issues, the use of three different materials in a photonic link (III-V material grown or bonded on silicon for optical sources, silicon for carrier depletion-based modulators, and germanium (Ge) for photodetectors) also complicates the technology and makes the cost-effective promise of silicon photonics rather challenging [11]. Therefore, silicon photonics need a new breaking concept in order to meet the promised and required performances [14] especially for the chip scale optical interconnect applications.

The first aim of this thesis is to develop a high performance and low energy siliconcompatible electro-absorption modulator based on quantum-confined Stark effect from Ge/SiGe multiple quantum wells (MQWs). The second aim is to investigate the use of the same Ge/SiGe MQW devices (i.e. the same epitaxial growth and fabrication process) for light detection and emission functionalities with a view to developing all main active photonic devices from Ge/SiGe MQWs. Potentially, it could pave the way for a new photonic platform based on Ge/SiGe MQWs that could be fabricated within Si-CMOS technology in a cost effective manner, allowing the realization of the photonic-electronic integration vision [15].

Optics for interconnect

For more than fifty years, electronic IC based on Si has met with a great success.

Today, electronic IC has been employed in almost every electronic device including the computer. This development has been enabled mainly by the continuous shrinkage of devices' size, leading to progressively improved computation speeds, higher integration capability, and drastically lowering cost [16]. To illustrate, Fig. 1.1 shows a typical schematic cross section of electronic IC in which billions of CMOS transistors are employed for data computing along with passive metal interconnects for data transmission, signaling, and clocking [17]. With this configuration, it can be seen that when more and more transistors are shrunk and integrated within the same surface area, higher speed and functionality can be obtained from the CMOS chip.

As the transistor's size continues to be smaller, the aforementioned benefits of device shrinkage and higher integration become much less evident especially at the global interconnect level. At smaller device's size, the global interconnects cannot retain the downscaling benefit, because while its cross section needs to be reduced according to denser devices per unit area, its total length is almost the same according to the chip size itself. This leads to an exponential growth in resistance-capacitance (RC) delay due to an unavoidable increased resistance and capacitance from the metal wires. In other words, the increasing bandwidth of reducing transistor's size and denser integration will be beneficial only as long as the required bandwidth does not exceed that of metal interconnects, in which its data carrying capacity does not increase with reduced size [18]. Additionally, the skin-depth effect further worsens wire resistance at higher frequency [14,[START_REF] Miller | Optical Interconnects to Silicon[END_REF]. Fig. 1.2 shows report from International Technology Roadmap for Semiconductors (ITRS) [17] predicting gate and interconnect delays versus technology node. While gate delay and local interconnect (Metal 1) delay tend to decrease in proportion to the feature size, the global interconnect exhibits drastically higher delay. Although repeaters can be employed to mitigate the delay, they consume significant power and chip area. IC doubles approximately every eighteen months [16] will probably continue for many years to come. Each transistor will continue to get smaller, faster, cheaper, and less energy consuming. However, the interconnect bottleneck of metal is seriously predicted to become a performance wall of the IC within five to ten years, and make the Moore's law irrelevant [START_REF] Wood | Shining a light on the chip-interconnect bottleneck[END_REF].

It won't matter how fast transistors are if the data flow between them is restricted. Silicon photonic links are regarded as a prime candidate to solve the interconnect bottleneck problems [START_REF] Wood | Shining a light on the chip-interconnect bottleneck[END_REF][START_REF] Trader | Without Silicon Photonics, Moore's Law Won't Matter[END_REF][23]. Moreover, power dissipation from dense network of metal interconnects also leads to considerable heating problem in metal interconnect systems. Total length of metal interconnect within today Si microprocessor of 1 square inch has already reached 20 kilometers [17]. Obviously, such a highly dense metal wire has created a lot of heating due to the current flows. In fact, in 2005, it was the first time in thirty five year history of computer electronic IC that its clock speed cannot be increased mainly because of the enormous power dissipation created by the passive metal interconnects [START_REF] Muller | A sound barrier for silicon?[END_REF]. Due to scaling and heating problems, on-chip metal interconnect will become a bottleneck limiting the performance of CMOS chip, called "interconnect bottleneck", and it has been firmly predicted by ITRS that in the long term new design or solutions such as 3D IC or optical interconnects are needed to overcome the delay, power, and also bandwidth limitations of metal interconnects [17].

At the moment, manufacturers are utilizing multiple processor cores on a single chip to enhance the processor performance instead of increasing the clock frequency [START_REF]Intel® Multi-Core Technology[END_REF]. Since its commercial adaptation in 2006, numbers of cores in multicore processors have now been continuously increasing up to several 10 cores with an expectation to even reach 1000 cores or more in the future. Nevertheless, the increased performance at increased number of cores would be reached only if the inherent scaling problems and exponentially increasing programming complexity at higher numbers of cores are tackled. Thanks to much higher bandwidth and a potential to have an inexpensive broadcast mechanism, optical interconnect is also considered as a viable option to overcome these problems of electrical interconnects currently employed for the communication among different cores [START_REF] Miller | ATAC: A Many core Processor with On-Chip Optical Network[END_REF].

Silicon-based photonics

Since its inception in the transatlantic telecommunications between USA, UK, and

France in 1988, optical fiber has nowadays replaced all of the electronic wires for long-haul telecommunication systems [15]. Regarding information transmission, optics offer several advantages over electronics including mainly: [START_REF] Miller | Physical Reasons for Optical Interconnection[END_REF][START_REF] Miller | Rationale and Challenges for Optical Interconnects to Electronic Chips[END_REF] (1) Optics provides much higher bandwidth than electronics due to the lack of resistance-capacitance (RC) delay and the ability to simultaneously transmit multiple wavelengths within the same optical fiber, called the wavelength-division multiplexing (WDM) technique, and (2) Optical fibers have a very low loss, leading to much less power dissipation due to heating effect than the electronic wires, which are lossy and need a considerable level of currents to be guided within the wires.

Obviously, the superior characteristics of optical data transmission have contributed critically to the worldwide rapid growth of the internet through submarine optical communication systems [START_REF] Koffman | Growth of the Internet[END_REF].

Besides long-haul trans-ocean telecommunications, at present optics has been increasingly deployed in intermediate distance telecommunication networks like metropolitan area networks (up to 50 km), campus networks (~1 km), local-area networks (~100 m), and fiber-to-the-home (FTTH) applications as shown in Fig. 1.3(a) [30,31]. One of the main hurdles preventing the use of optics at shorter distance scales is the cost of optical components which are significantly higher than the electronic devices [10,[START_REF] Reed | Silicon Photonics: The State of the Art[END_REF]. Nevertheless, the comprehensive adaptation of optics has been expected due to the aggressive growth of data traffic resulting from the widespread and increasingly heavy use of the internet [START_REF]Photonics -The key technology for tomorrow's computers and entertainment electronics[END_REF]. As a result, the integration of silicon photonics components into an integrated chip using CMOS platform has been pursued by several companies with a view to obtaining the performances of optics at the price of electronics. For server clusters and data storage center applications, Luxtera and Kotura have already made commercially available silicon photonics-based 100 Gigabit (Gb) optical transceivers [START_REF] Loh | Selective epitaxial germanium on silicon-on-insulator high speed photodetectors using low-temperature ultrathin Si 0.8 Ge 0.2 buffer[END_REF][START_REF] Vivien | Metalsemiconductor-metal Ge photodetectors integrated in silicon waveguides[END_REF]. Intel has demonstrated end-toend silicon photonics integrated link at 50 Gb/s using a single optical fiber [START_REF] Paniccia | Integrating silicon photonics[END_REF]35]. IBM has included VCSEL-based optical interconnects in its 10 PetaFlop supercomputer: Blue Waters [START_REF] Vlasov | CMOS integrated nanophotonics: enabling technology for exascale computer Systems[END_REF][START_REF] Offrein | Silicon Photonics Packaging Requirements[END_REF]. Generally, these photonic integrated chips consist mainly of III-V lasers integrated on silicon [START_REF] Fang | Electrically pumped hybrid AlGaInAs silicon evanescent laser[END_REF][START_REF] Morthier | Overview of the EU FP7-project HISTORIC[END_REF][START_REF] Van Campenhout | Electrically pumped InPbased micro disk lasers integrated with a nanophotonic silicon-on-insulator waveguide circuit[END_REF][START_REF] Mandorlo | Mode Density Reduction and Coupling in Microdisk LASERs Processed on a 200-mm CMOS Pilot Line[END_REF][START_REF] Lamponi | Lowthreshold heterogeneously integrated InP/SOI lasers with a double adiabatic taper coupler[END_REF][START_REF] Chu | Compact, lower-power-consumption wavelength tunable laser fabricated with silicon photonic-wire waveguide micro-ring resonators[END_REF], silicon optical modulator [START_REF] Xu | Micrometre-scale silicon electroopticModulator[END_REF][START_REF] Green | Ultra-compact, low RF power, 10 Gb/s silicon Mach-Zehnder modulator[END_REF][START_REF] Liao | 40 Gbit/s silicon optical modulator for high speed applications[END_REF][START_REF] Marris-Morini | Low loss and high speed silicon optical modulator based on a lateral carrier depletion structure[END_REF][START_REF] Ziebell | 40 Gbit/s low-loss silicon optical modulator based on a pipin diode[END_REF][START_REF] Brimont | High speed silicon electro-optical modulators enhanced via slow light propagation[END_REF][START_REF] Gardes | 40 Gb/s silicon photonics modulator for TE and TM polarisations[END_REF][START_REF] Thomson | High contrast 40 Gbit/s optical modulation in silicon[END_REF][START_REF] Feng | High speed carrier-depletion modulators with 1.4V-cm V πL integrated on 0.25μm silicon-on-insulator waveguides[END_REF][START_REF] Liow | Silicon modulators an germanium photodetectors on SOI: monolithic integration, compatibility and performance optimization[END_REF][START_REF] Watts | Lowvoltage, compact, depletion-mode, silicon Mach Zehnder modulator[END_REF][START_REF] Yu | Doping Geometries for 40G Carrier-Depletion-Based Silicon Optical Modulators[END_REF][START_REF] Alloatti | 42.7 Gbit/s electro-optic modulator in silicon technology[END_REF], and fully integrated Ge detector [START_REF] Yin | 31 GHz Ge n-i-p waveguide photodetectors on Silicon-on-Insulator substrate[END_REF][START_REF] Vivien | 42 GHz p.i.n Germanium photodetector integrated in a silicon-on-insulator waveguide[END_REF][START_REF] Ahn | High performance, waveguide integrated Ge photodetectors[END_REF][START_REF] Jutzi | Ge-on-Si Vertical Incidence Photodiodes with 39-GHz Bandwidth[END_REF][START_REF] Liao | 36 GHz submicron silicon waveguide germanium photodetector[END_REF][START_REF] Assefa | CMOS-integrated high-speed MSM germanium waveguide photodetector[END_REF][START_REF] Wang | Low-voltage high-speed (18GHz/1V) evanescentcoupled thin-film-Ge lateral PIN photodetectors integrated on Si waveguide[END_REF][START_REF] Chen | Ultra-low capacitance and high speed germanium photodetectors on silicon[END_REF][START_REF] Vivien | Zero-bias 40Gbit/s germanium waveguide photodetector on silicon[END_REF].

These provide the necessary active building blocks typically required in an optical interconnect system as shown in Fig. 1.4 [START_REF] Kuo | Germanium-Silicon electroabsorption modulators[END_REF]. An optical interconnect system for waveguide approach normally consists of a laser to provide optical signal, a modulator to transfer information from the electrical signal into an optical signal, a waveguide to direct the optical signal, and a detector to convert the optical signal back to an electrical signal. Moreover, it should be noted that a directly modulated laser can also be used to convert electrical information into optical one without using an optical modulator.

Figure 1.4: An optical interconnect system [START_REF] Kuo | Germanium-Silicon electroabsorption modulators[END_REF] On the other hand, the use of optical interconnects at the chip-scale data transmission are also being actively investigated. The projected applications are chip-to-chip (interchip)

and on-chip (intrachip) interconnects [14,31,[START_REF] Miller | Optical interconnects to electronic chips[END_REF] as shown in Fig. 1.3(b) [31]. However, to be competitive with the electrical interconnects at the chip scale, optical interconnects have to meet several aggressive requirements in terms of power consumption, data density, and preferably monolithic integration of optical components in silicon [14,[START_REF] Miller | Optical interconnects to electronic chips[END_REF][START_REF] Wada | A new approach of electronics and photonics convergence on Si CMOS platform: How to reduce device diversity of photonics for integration[END_REF].

In term of power consumption, to be a viable solution at the chip scale, it has been predicted that a total energy consumption of an inter chip optical interconnect system should be as less as 100 fJ/bit [14]. Therefore, the energy consumption of optical output devices such as modulator and laser should be as less as 10 fJ/bit so that there is enough energy for every function like driver, receiver, and possibly timing circuits. Obviously, this is unobtainable with the present technology of silicon-photonic based optoelectronic devices. To illustrate, typical energy consumption of a wideband silicon optical modulator is 5,000 fJ/bit [START_REF] Gardes | 40 Gb/s silicon photonics modulator for TE and TM polarisations[END_REF][START_REF] Thomson | High contrast 40 Gbit/s optical modulation in silicon[END_REF] due to the large size and high driving voltages of the device. Although silicon modulator's footprint can be drastically decreased by the use of a resonant structure [START_REF] Xu | Micrometre-scale silicon electroopticModulator[END_REF][START_REF] Brimont | High speed silicon electro-optical modulators enhanced via slow light propagation[END_REF], the device has a limited operation wavelength, and a high sensitivity to temperature change, making its operation more difficult.

In term of monolithic integration, efficient monolithic light source on Si remains the most challenging component in silicon photonic community. Lasers based on heterogeneous or hybrid integration by die or wafer bonding of III-V material on Si [START_REF] Fang | Electrically pumped hybrid AlGaInAs silicon evanescent laser[END_REF][START_REF] Morthier | Overview of the EU FP7-project HISTORIC[END_REF][START_REF] Van Campenhout | Electrically pumped InPbased micro disk lasers integrated with a nanophotonic silicon-on-insulator waveguide circuit[END_REF][START_REF] Mandorlo | Mode Density Reduction and Coupling in Microdisk LASERs Processed on a 200-mm CMOS Pilot Line[END_REF][START_REF] Lamponi | Lowthreshold heterogeneously integrated InP/SOI lasers with a double adiabatic taper coupler[END_REF][START_REF] Chu | Compact, lower-power-consumption wavelength tunable laser fabricated with silicon photonic-wire waveguide micro-ring resonators[END_REF], and the direct growth of III-V material quantum well or quantum dot on Si using SiGe or Ge buffer [START_REF] Groenert | Monolithic integration of room-temperature cw GaAs/AlGaAs lasers on Si substrates via relaxed graded GeSi buffer layers[END_REF][START_REF] Liu | Long-wavelength InAs/GaAs quantum-dot laser diode monolithically grown on Ge substrate[END_REF] have been impressively demonstrated. Nevertheless, using III-V compounds in CMOS process provide a particular challenge as they also act as dopants in Si. Moreover, previous complete lifetime trials of continuous wave (CW) operation from the GaAs/AlGaAs quantum well lasers growth on SiGe buffer on Si was shown severely degraded device lifetime of as low as 4 hours due to unavoidable defects in the materials [13]. InGaAs QW nanopillar optically-pump laser directly grown on Si has also recently shown [START_REF] Chen | Nanolasers grown on silicon[END_REF]; however, it is still challenging to obtain an efficient electrically pump laser due to the employed pillar configuration. As a result, a reliable monolithic laser on Si appears to be the ultimate goal to be fulfilled, and up to now hybrid integration of III-V material on Si is the most advanced option. In fact, it is worth noting that an off-chip light source could possibly be more

preferable over an integrated one in certain applications due to on-chip heat dissipation issues.

Interestingly, recent development based on tensile strained Ge grown on Si from MIT and the University of Tokyo [START_REF] Ishikawa | Strain-induced enhancement of near-infrared absorption in Ge epitaxial layers grown on Si substrate[END_REF] has shown to be a promising option to realize a complete chip scale optical interconnects on Si. This leads to recent demonstrations of various innovative Ge-on-Si photonic devices working around C and L band telecommunication wavelength including GeSi electro-absorption (EA) modulator [START_REF] Liu | Waveguide-integrated, ultralow-energy GeSi electro-absorption modulators[END_REF] based on Franz-Keldysh effect (FKE) [START_REF] Jongthammanurak | Large electro-optic effect in tensile strained Ge-on-Si films[END_REF], wideband Ge photodetector [START_REF] Ahn | High performance, waveguide integrated Ge photodetectors[END_REF], and optically and electrically pumped Ge laser on Si [START_REF] Liu | Tensilestrained, n-type Ge as a gain medium for monolithic laser integration on Si[END_REF][START_REF] Liu | Ge-on-Si laser operating at room temperature[END_REF][START_REF] Camacho-Aguilera | An electrically pumped germanium laser[END_REF]. Some of these devices have potential to meet performance, power consumption, and monolithic integration requirements of chip scale optical interconnect in the future. Additionally, the works on light emission from tensile strained bulk Ge have spurred various teams to expand the investigations and favorable characteristics of Ge as light emitting diodes have been reported [START_REF] Cheng | Room temperature 1.6 μm electroluminescence from Ge light emitting diode on Si substrate[END_REF][START_REF] Cheng | Competitiveness between direct and indirect radiative transitions of Ge[END_REF][START_REF] Cheng | Cavity-enhanced direct band electroluminescence near 1550 nm from germanium microdisk resonator diode on silicon[END_REF][START_REF] De Kersauson | Direct and indirect band gap room temperature electroluminescence of Ge diodes[END_REF]. However, the recent impressive demonstration of the first electrically-pumped Ge laser has indicated that the device tended to require fairly high levels of injection currents to obtain a lasing effect. This poses a challenge to practically employ such device for low-energy consumption application.

For light modulation, a typical EA modulator based on FKE from bulk Ge has been reported to have around 8-10 dB extinction ratio at 1600 nm using a reverse bias voltage between 0 and 4 V for a device with an active area of less than 45 µm 2 , with a corresponding insertion loss of 5-10 dB and ~100 fJ/bit dynamic energy consumption [START_REF] Feng | 30GHz Ge electro-absorption modulator integrated with 3μm silicon-on-insulator waveguide[END_REF][START_REF] Lim | Novel evanescent-coupled germanium electro-absorption modulator featuring monolithic integration with germanium p-i-n photodetector[END_REF]. Typical absorption characteristics from bulk Ge on Si at different bias voltages due to Franz-Keldysh effect are shown in Fig. 1.5. Moreover, using Ge 0.9925 Si 0.0075 on Si, GeSi modulator demonstrates 8 dB extinction ratio between a reverse bias voltage of 4 and 7 V at 1550 nm for a device with 30 µm 2 active area and 50 fJ/bit energy consumption [START_REF] Liu | Waveguide-integrated, ultralow-energy GeSi electro-absorption modulators[END_REF]. In 2011, Oracle, Lawrence Semiconductor Research Lab, and Kotura [START_REF] Luo | Experimental studies of the Franz-Keldysh effect in CVD grown GeSiepi on SOI[END_REF] studied FKE spectra from 3μm thick Si 0.006 Ge 0.994 grown on Si(100) wafers. The FKE spectra of Si 0.006 Ge 0.994 are given in Fig. 1.6.

The sharp raise of direct gap absorption band edge is degraded as expected when integrated onto Silicon, or when alloyed with dilute Si for blue shifting to the C-band operation. (b)

Figure 1.6: Franz-Keldysh effect spectra from 3μm thick Si 0.006 Ge 0.994 grown on Si(100) wafers [START_REF] Luo | Experimental studies of the Franz-Keldysh effect in CVD grown GeSiepi on SOI[END_REF].

The use of bulk Ge for light modulation based on FKE has shown two main limitations. Firstly, the operating wavelength will be limited to material band gap energy.

Although small amount of Si in Ge was used to tune the operating wavelength of Ge, the modulation efficiency was proven to be degraded. Moreover, it is unlikely that bulk Ge can be used as an efficient optical modulator at a shorter telecommunication wavelength of 1.3 µm as exceedingly high absorption loss could be expected. Secondly, swing bias voltages of considerably higher than 1 V are required in order to obtain a sufficiently high modulation depth from bulk Ge modulator based on FKE. Devices with required swing bias voltage of higher than 1 V will be complicated to be integrated with a Si electronic chip. Both of these limitations could potentially be overcome by using an optical modulator based on quantumconfined Stark effect (QCSE) of Ge MQWs [START_REF] Schaevitz | Electroabsorption machanisms in Germanium quantum well material[END_REF]. Essentially, the benefits of quantum well structures result from its discrete energy levels and thanks to the quantum confinement effect [START_REF] Miller | Band-edge electroabsorption in quantum well structures: the quantum-confined Stark effect[END_REF]. For optical modulator applications, this leads to a sharp rise of this absorption edge; hence, a large variation of absorption coefficients with a relatively small amount of applied electric fields is possible. Additionally for light emission, quantum well structures give a more favorable density of states in the active layers, allowing population inversion to be achieved with a lower electron-hole density. Fig. 1.9 shows typical experimental absorption spectra of III-V based quantum well system at different electrical fields [START_REF] Weiner | Strong polarization sensitive electroabsorption in GaAs AlGaAs QW waveguide[END_REF]. Two characteristics of QCSE, i.e. red shift of the absorption spectra and reduction of the excitonic absorption peaks were obtained. It is also worth mentioning that III-V semiconductors in quantum well structures are conventionally the materials of choices to realize high performance photonic devices including vertical cavity surface emitting laser (VCSEL) [START_REF] Iga | Surface emitting semiconductor lasers[END_REF][START_REF] Jewell | Low-threshold electrically pumped vertical-cavity surface-emitting microlasers[END_REF], quantum well modulators integrated with quantum well lasers [START_REF] Steinmann | Improved behavior of monolithically integrated laser/modulator by modified identical active layer structure[END_REF][START_REF] Kobayashi | Design and Fabrication of 10-/40-Gb/s, Uncooled Electroabsorption Modulator Integrated DFB Laser With Butt-Joint Structure[END_REF], and high performance EA modulator [START_REF] Fukano | Design and Fabrication of Low-Driving-Voltage Electroabsorption Modulators Operating at 40 Gb/s[END_REF]. Furthermore, as the quantum well materials are used in the laser and modulator parts, quantum well detectors are becoming increasingly important in photonic integrated circuits (PICs) in order to have the same material for all optoelectronic devices [START_REF] Bowers | High-speed photodetectors[END_REF][START_REF] Larsson | Tunable superlattice pin photodetectors: Characteristics, theory, and applications[END_REF].

Figure 1.9: Absorption spectra of GaAs/AlGaAs quantum well system at electrical field of 1.6x10 4 V/cm, 10 5 V/cm, 1.3x10 5 V/cm, and 1.8x10 5 V/cm [START_REF] Weiner | Strong polarization sensitive electroabsorption in GaAs AlGaAs QW waveguide[END_REF]. From equation 1.1, using higher Si concentration in the barriers results in the barrier with higher direct-band gap energy than that of Ge QWs; hence, a potential well at Ge directgap transition can be formed. The thickness of Ge well should be thin enough (< 25 nm) to preserve the quantum confinement effect, and the barrier thickness and Si composition should be large enough to prevent tunneling of carrier wavefunction between the two adjacent QWs. Furthermore, in order to grow Ge/SiGe MQWs on Si, Ge-rich SiGe relaxed buffer with the same Ge concentration as that in Ge MQWs, was employed. As a result, the MQW structure is strain balanced, preventing the strain to be accumulated and allows the growth of MQW structures with a high number of Ge quantum well period on Si. To explain, as shown in Fig. 1.14, on Ge-rich SiGe relaxed buffer, Ge well is under compressive strain relative to the relaxed buffer. To compensate, Ge-rich SiGe barrier (with lower Ge concentration than that of relaxed buffer) is chosen so that the barrier will be under tensile strain relative to the relaxed buffer. Additionally, the thickness ratio between Ge well and SiGe barrier is needed to be selected to achieve the aimed weighted average of Ge concentration in the MQWs region.
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With this configuration, QWs with type I alignment (the bottom of the conduction band and the top of the valence band is in the same material) can be expected at the direct-gap transition as in Fig. 1.15 [START_REF] Kuo | Germanium-Silicon electroabsorption modulators[END_REF] which is the origin of strong QCSE from the Ge QWs sandwiched by Gerich SiGe barriers.

Significantly, due to the compressive strain in the well, the heavy hole becomes the top most valence band for the Ge wells (Fig. 

Ge/SiGe multiple quantum wells: state of the art

After the discovery of strong QCSE at room temperature from Ge/Si 0.15 Ge 0.85 MQWs grown on a silicon substrate by reduced pressure chemical vapor deposition (RPCVD) in 2005 [START_REF] Kuo | Strong quantum-confined Stark effect in a germanium quantum-well structures on silicon[END_REF], several experimental works regarding its modulation and detection properties were reported using the same growth technique. In 2006, Kuo et al. [START_REF] Kuo | Quantum-confined stark effect in Ge/SiGe quantum wells on Si for optical modulators[END_REF] presented the possibility of applying the Ge/Si 0.15 Ge 0.85 MQWs at the telecommunications wavelength of 1.55 µm. The quantum confinement and the compressive strain in Ge wells shift the direct-gap absorption edge of Ge from 0.8 eV (1.55 µm) to 0.88 eV (1.4 µm). The authors demonstrate that the absorption edge can be shifted back to the C-band range by heating the quantum well structures to 90°C comparable to the working temperature of silicon chips. 12.5 nm thick Ge wells and 5 nm thick Si 0.175 Ge 0.825 barriers are employed in order to decrease the effect of quantum confinement and the compressive strain in the Ge well. In In summary, Ge/SiGe MQWs have opened the way to efficiently harness the directgap properties of Ge, which is a silicon compatible semiconductor. The first aim of the thesis is to investigate the light modulation performance at room temperature of Ge/SiGe MQWs based on QCSE with an emphasis on a waveguide configuration for photonic IC application.

Moreover, light detection and emission properties at room temperature of the Ge/SiGe MQWs will be also investigated with a view to employing the same structure as a ubiquitous photonic building block towards electronic-photonic integration, revolutionizing the chip scale photonic integrated circuits. cleanroom dedicated mainly to group IV materials at Université Paris-Sud XI.

Ge multiple quantum wells grown by LEPECVD

LEPECVD aims to tackle the need of Ge rich Si x Ge filament, which acts as the plasma source, is heated by a high current so that electrons are emitted through thermoionic process. Argon gas is passed from the plasma source into the growth chamber. As a negative voltage (20-30 V) is applied to the filament while the chamber wall and anode ring are kept grounded, a direct current arc discharge (30-50 A) is then sustained between the tantalum filament and the growth chamber. The anode ring is employed with a view to stabilizing the discharge. Magnetic fields, created by coils placed outside the growth chamber, are used to focus, defocus, and deviate the plasma onto the substrate.

Precursor gases are introduced via the gas inlet below the substrate. The process gases of SiH 4

and GeH 4 are used for the growth of SiGe. PH 3 and B 2 H 6 diluted in Ar are used for n and p doping respectively. A carrier gas, H 2 , is employed to dilute the precursor gases and/or to tune the surface mobility of absorbed atoms. Thanks to the highly-reactive environment at the surface of substrate surrounded by the plasma, the material can be deposited quickly onto the substrate. These characteristics give LEPECVD system the ability to control the growth rate by varying the plasma intensity and the amount of the precursor gases. Moreover, the growth rate was found to be independent of the substrate temperature in a wide range, and almost linearly dependent on plasma intensity, confirming that the deposition is plasma driven. The epitaxial steps are as follows: On a 100 mm Si(001) substrate, a 13 µm thick Si 1-x Ge x graded buffer was deposited with linearly increasing Ge concentration y at a rate of 7%/µm from Si to Si 0.1 Ge 0.9 . Then, 2 µm of Si 0.1 Ge 0.9 was grown on the top of the graded layer, forming a fully relaxed virtual substrate (VS) on which high quality Ge rich heterostructures could be grown. Subsequently, a 500 nm boron-doped Si 0.1 Ge 0.9 layer was grown to serve as a p-type contact. The epitaxial steps from the graded buffer to the p-type layer were conducted with a high growth rate of 5 -10 nms -1 for maximum efficiency. Next for optimum layer and interface control, a low rate growth of ~0.3 nms -1 was used to deposit a 50 nm Si 0.1 Ge 0.9 spacer, the MQWs, and a 50 nm Si 0.1 Ge 0.9 cap layer. The MQWs itself consisted of ten, twenty, or fifty 10 nm Ge quantum wells (QWs) sandwiched between 15 nm Si 0.15 Ge 0.85 barriers. Finally, a 100 nm phosphorus-doped Si 0.1 Ge 0.9 n-type contact was grown in an alternative reactor to avoid cross-contamination. Cross section of epitaxy steps and a typical x-ray diffraction ω -2θ scan are shown in Fig. 2.2 and 2.3 respectively. 
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Fabrication of Ge quantum well optoelectronic devices

To study the possibility to use Ge QW structures for different optoelectronic functionalities, I developed and fabricated various kinds of optoelectronic devices. Different

Ge quantum well devices had to be studied in order to observe both the intrinsic material properties from surfaced-illuminated structures and the device performances in a waveguide configuration for applications in photonic IC. 

DC surface illuminated p-i-n diode fabrication

At the beginning, simple vertical p-i-n diodes as shown in The DC surface illuminated p-i-n diodes were realized by two lithography steps for mesa etching and metal evaporation. Simplified process flow including both lithography steps is given in Fig 2 .6. The detailed procedure can be read from section 2.2.2, in which similar procedures were used in mesa etching and metallization. In brief, firstly the mesa was defined using UV lithography (MJB4) with i-line photoresist and a subsequent dry etching to pattern the structure onto the wafer. A dummy wafer was employed to ensure that the etching stopped within the p-typed layer to obtain a p-i-n diode. Then the lift off technique was employed for metallization, using an image reversal resist from MicroChemicals [128]. The photoresist patterning consisted of a lithography step with classical alignment procedure, then a reverse bake, a flooding exposure (a lithography without photomask), and photoresist development, which will be explained in detail in section 2.2.2. Subsequently, 20 nm of Chromium (Cr) and 200 nm of gold (Au) were deposited by E-beam evaporation technique (Plassys Modele MEB 550S) following by an acetone lift-off. Au is served as a conducting layer for the on-wafer probing and Cr is served as an adhesive material between Au and Si 0.1 Ge 0.9 surface. For all devices used in this thesis, CMOS compatible metal like Al could be used as well. Indeed, every high speed devices described in the next section was realized by using Al for metallization. Next, (3) a proper baking was needed to remove the absorbed H 2 O molecules on the sample surface. (4) A 500 nm thick positive photoresist was then spinned on the sample surface in the order of 3000 -4000 round per minutes (rpm). The choice of photoresist and spin speed are different in each fabrication step depending on the require feature size to be patterned, surface topology of the sample, the nature of the process to be subsequently performed etc. (5) A softbake step was required in order to decrease the remaining solvent in the coated photoresist. This will prevent the photoresist from contaminating and/or sticking to the mask.

Mesa patterning

Moreover, the soft bake will also help prevent too much creation of N 2 during the exposure which will result in a possible foaming of the photoresist. ( 6) For the exposure step, an i-line photoresist was patterned by a UV lithograghy machine (MJB4 from SUSS MicroTec), which is specially designed for small substrate sample typically used in academic research. The exposure dose and gap were selected according to different types of photoresist and needed resolution of each fabrication steps. For the mesa patterning step, a prevacuum contact was typically used in order to obtain devices with as exact dimension as possible to the designed values. (7) The exposed area of the photoresist was then become soluble in a developer. A development time was needed to be optimized so that all of the exposed photoresist can be completely removed, but the unexposed area of photoresist remains on the sample. [START_REF] Loh | Selective epitaxial germanium on silicon-on-insulator high speed photodetectors using low-temperature ultrathin Si 0.8 Ge 0.2 buffer[END_REF] The sample was checked under optical microscope to ensure that the photoresist was developed according to the intended structure and dimensions. (9) A dry etching was done with SF 6 plasma to define the mesa. This is a critical step; it is necessary to verify that the etching stops within the p-type region and preferably with as thick as possible remaining p layer to ensure a p-i-n diode with a low serial resistance. (10) A dummy sample, which was etched at the same time as the real sample, was inspected under scanning electron microscope (SEM) to ensure a good etching quality. (11) The photoresist was removed using acetone and isopropanol. 

Mesa isolation

The second major step is to isolate each mesa by dry etching down to the relaxed buffer layer. This is used to electrically separate each mesa and avoid a possible parasitic capacitance between the p layer and the coplanar electrode. If we avoid performing such etching, the parasitic capacitance would be included in the high frequency characterization of the diode, which would prevent us from obtaining the accurate information on the high speed performance of the materials. As shown in Fig. 2.10, (1) the sample with patterned mesas from the first step was prepared by a proper surface cleaning and baking. (2) A positive photoresist, thicker than that used in the first step in order to well cover the mesas, was spinned on the sample surface. (3) A softbake step was done to decrease the remaining solvent in the coated photoresist. (4) An alignment between the glass photomask with a Cr layer of the aimed pattern and the mesa was performed using a standard mask aligner thanks to specific alignement marks and the photoresist was then exposed by UV light. After the development process (5) in which the exposed area of photoresist was removed, (6) the sample was inspected under the optical microscope to verify the obtainment of the aimed pattern. ( 7) Then, dry etching with SF 6 plasma was performed to remove the p-type layer between each mesa. (8) Finally, the photoresist was removed using acetone and isopropanol. 

Deposition and patterning of SiO 2 /Si 3 N 4 insulation stack

The third major step is described in Fig. 2 

Metallization

The forth major step is metallization as described in Fig. 2.12. To accommodate the metal lift-off process, a thick image reversal photoresist was selected in order to have a good undercut profile for efficient metal lift-off. (1) The process started with cleaning and baking the surface of the sample. (2) The image reversal photoresist was spinned on the sample at a predetermined spin speed and duration and (3) a softbake was done to reduce the remaining solvent in the photoresist. ( 4) An alignment with the photomask with a Cr layer of the desired contact pattern was performed. After this step, the photoresist still acts as a typical positive photoresist of which the exposed area will be soluble in the developer. However, as an image reversal photoresist is used, the exposed area of the photoresist will finally remain on the sample and the unexposed area will be finally removed and the deposited metal will take the pattern of the photomask. To explain, (5) after the exposure, the sample was left at 40°C in order to outgas N 2 which was generated during the exposure and (6) a reversal bake was performed at a much higher temperature in order to crosslinks the exposed area; hence, making it permanently insoluble in the developer. The unexposed area of the photoresist was still photoactive. ). A good deposition angle was needed in order to ensure that the metal was well deposited not only on the sample surface but also on the side wall of the diode, to connect the top contact metal to its probing area for on-wafer characterization. (12) A metal lift-off process was done with acetone and isopropanol.

Fig 2 .12: The processing procedure of the metallization step.

Deep etching (optional)

The fifth optional major step of deep etching is described in Fig. 2.13. This step is designed to facilitate the characterization of 30 -300 µm long waveguide devices which are too short to be handled by a conventional approach of cleaving and polishing. Therefore, a deep etching of 90 -100 µm is required in order to bring the lensed fiber to the input facet of the waveguide device. To perform the etching, 5-6 µm thick photoresist is preferred; it is thick enough to protect the sample through the whole deep etching process, and not thicker than the alignment tolerance of this fabrication step. Therefore, double layers of 2. Wafer Dicing Saw). ( 12) Finally, the photoresist was stripped using acetone and isopropanol. 

Conclusion

This The fabrication process and the dimensions of the diode are given in the section 2.2.1.

Device configurations

Optical transmission measurements were used to directly observe the absorption spectra of the Ge/SiGe MQWs at different reverse bias voltages. Photocurrent measurements gave the information on the corresponding photo-generated carriers at each reverse bias voltage. Finally, Differential transmission measurements were used to confirm that there was no thermal effect contributing to the observed red shift of the absorption spectra at different reverse bias voltages, assuring that possible quasi-static shifts due to thermal effects were eliminated.

Optical transmission measurements

Optical transmission measurements allow direct observation of the absorption spectra at different bias voltages of the Ge/SiGe MQWs. The optical output spectra were collected by an optical power meter placed at the device output. The characterization setup of the optical transmission measurement for surfaced-illuminated Ge/SiGe MQWs diode is shown in Fig.

3.1.

Light from a tunable laser was focused on the top surface of the diode using an objective lens and an afocal system which focused and collimated light of approximately 100 µm diameter spot size onto surface illuminated diodes of a 1 mm diameter square mesa size. A separate visible light source (not included in the figure) was also used to confirm that the input light was correctly focused on the sample top surface. A lens was placed after the diode in order to focus transmitted light into the photodetector. Moreover, to observe the absorption spectra at different reverse bias voltages, a DC reverse bias was applied to the diode by using two DC electrical probes. An optical microscope was employed to enable the alignment of the sample, the probing system, and the input light. The measurement data at different wavelengths at each reverse bias voltage were collected by a computer using LABVIEW software. where 0 I is the incident optical power on the top surface of the sample with correction of light reflection. Consequently, the experimentally measured optical power of light passing through the MQWs and the SiGe buffer and Si substrate can be expressed as
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where A is the substrate absorption. In the same manner, the measured transmitted optical power of light passing through the reference area near the diode can be expressed as
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The absorption spectra at different reverse bias voltages obtained from the transmission measurements of a surfaced illuminated p-i-n diode of Ge/SiGe MQWs with 50 QW periods are reported in Fig. 3.3. The absorption edge is shifted from the 0.8 eV of bulk Ge due to both the confinement effect in the QWs and the strain between the Ge QWs and the virtual substrate. Without bias voltage a clear exciton peak at room temperature is observed around 0.88 eV, which can be attributed to the transition between the heavy hole of the first valence band and the first electronic state at Γ (HH1-c Γ1). The half-width at half maximum (HWHM) of the exciton peak is about 5.6 meV, which is significantly less than the 8 meV reported in Ref. [START_REF] Iga | Surface emitting semiconductor lasers[END_REF] conduction states in a Ge QW without and with electric field. With applied electric field, the potential profile of the QW system is tilted and the separation energy between the conduction and valence allowed energy level is decreased. The absorption then happens at lower energy (longer wavelength). Moreover, electron and hole wavefunctions are pull to the opposite site of the quantum well system by the electric field. This reduces the wavefunction overlaps between the electron and hole states and hence the absorption peak due to the Coulomb attraction between electron-hole pairs. Additionally, as shown in Fig 3 .3, with an electric field of 1×10 4 V/cm (2V reverse bias), the device exhibits only a small shift in absorption spectra, which is in agreement with the QCSE observed in III-V materials [131], indicating that an electric field larger than 10 4 V/cm is required to observe QCSE. With electric field, the potential profile of the QW system is tilted and the electron and hole wave functions are pulled towards opposite sides of the QWs. These result in the Stark (red) shift of the absorption spectra and the reduction of the exciton related absorption peak.

From the transmission measurements of Ge/SiGe MQWs with 50 QW periods, QCSE is clearly demonstrated. Nevertheless, the required bias voltages of 6 -8 V to obtain a significant shift of the absorption spectra are considerably higher than those of 0.5 -3 V available in the present CMOS IC [132]. Therefore, Ge/SiGe MQWs with a number of QW periods reduced to 20 and 10 were also comparatively measured as shown in Fig 3 .5. This was to demonstrate that a significant shift of the absorption spectra can also be obtained at lower reverse bias voltages by using devices with thinner active region, enabling higher electric field at the lower values of reverse bias voltages. 

Photocurrent measurements

Photocurrent measurements have been performed to confirm the previous results from optical transmission measurements. This method consists of collecting photo-generated carriers, and hence is sensitive only to the absorption of the active region (in the intrinsic region of the PIN diode). Therefore unlike the transmission measurement, background losses due to the substrate and buffer layers are excluded from the experiments. The characterization setup of the photocurrent measurement for surfaced-illuminated Ge/SiGe MQWs diode is shown in Fig. 3.6. Light from a tunable laser was focused on to the top surface of the diode, to which a DC reverse bias was applied by using two electrical probes. A chopper was added to modulate the input light at 1 kHz, which was also used as the reference for the lock-in amplifier employed to extract the photocurrent signal from the dark current signal. A computer with LabVIEW was used to control the tunable laser and the lock-in amplifier for wavelength scanning and data acquisition. The number of photons absorbed by the MQWs can be written as hv I /



. Therefore, by assuming that one electron is generated for every absorbed photon, the number of generated electron can be written as: The absorption spectra deduced from the photocurrent measurements for reverse bias voltages larger than 4 V are well comparable with those obtained from the transmission measurements in terms of both fraction of light absorbed per well values and HH1-c Γ1 exciton peak positions, as shown in Fig. 3.7, indicating reliable measurements and also reaffirming the existence of a significant QCSE at room temperature from the Ge/SiGe MQWs grown by LEPECVD. In addition, it is clear from the photocurrent measurements that the photogenerated carriers cannot be fully collected at bias lower than 2 V; this means that the intrinsic region is not fully depleted at these reverse bias voltages. This can be related to the absorption spectra obtained from transmission measurements from which only a very small shift in absorption spectra is observed with the application of a 2 V bias. 

Differential transmission measurements

In the optical transmission and photocurrent measurements, two characteristics of QCSE, the Stark (red) shift of the absorption spectra and the reduction of the exciton related absorption peak were clearly observed from the Ge/SiGe MQWs using constant DC reverse bias voltages of 0, 2, 4, 6, and 8 V. Finally, a differential transmission measurement was used to confirm that there was no thermal effect contributing to the previous measurements. To obtain the differential transmission spectra shown in Fig 3 .8, 1 kHz sinusoidal reverse bias from 0 to 4 V, 0 to 6 V, or 0 to 8 V was applied to the diode and a lock-in amplifier was used to measure the amplitude of the modulated optical transmission as a function of light wavelength. Using this method, possible quasi-static shifts due to thermal effects were eliminated. Referring to Fig. 3.3 of the absorption spectra from the optical transmission measurements, the maximum changes in the fraction of light absorbed per well between 0 and 4 V, 0 and 6 V, and 0 and 8 V are found to be 0.70 × 10 -3 , 1.72 × 10 -3 , and 2.24 × 10 -3 at 1416, 1419, and 1422 nm, respectively. These wavelength values are well matched with the peak positions of the differential transmission spectra obtained by AC bias voltage measurements shown in Fig. 3.9, indicating that there was no thermal contribution to the observed red shifts of absorption spectra. Figure 3.9: Differential transmission as a function of wavelength and photon energy using 1 kHz sinusoidal bias from 0 to 4 V, 0 to 6 V, and 0 to 8 V. Therefore, QCSE from Ge/SiGe MQWs was experimentally observed using optical transmission, photocurrent, and differential transmission measurements at room temperature.

These results confirm the existence and good performance of QCSE from Ge/SiGe MQWs grown by LEPECVD technique from L-NESS laboratory, Politecnico di Milano. The characteristics of the absorption spectra at different reverse bias voltages are consistent using two measurement techniques: optical transmission measurement and photocurrent measurement. A differential transmission measurement was used to confirm that there was no thermal effect contributing to the observed red shift of observed QCSE.

QCSE measurements from Ge/SiGe MQWs planar waveguides for TE and TM polarization light

In the previous section, QCSE was investigated from surface illuminated Ge/SiGe MQW p-i-n diodes using three different measurements, confirming the existence of significant QCSE in our materials. Nevertheless, for integrated circuit applications it is preferable to operate in a waveguide configuration. Therefore, in this section QCSE with light propagating parallel to the plane of the QWs is investigated from Ge/SiGe MQW planar waveguides embedded in p-i-n diodes. These allow us to assess both TE and TM polarization dependence characteristics of the QCSE and the modulation efficiency of Ge/SiGe MQWs in a waveguide structure.

To investigate the absorption spectra of Ge/SiGe MQWs in waveguide configurations at different reverse bias voltages, I fabricated 100-μm-wide planar waveguides with 10 and 20 QW period embedded in p-i-n diodes. The fabrication procedure consisted of mesa etching, Transmission measurements were performed at room temperature with a spectral resolution of 0.13 nm. In all measurements, a tunable laser emitting light from 1340 to 1430 nm or 1390 to 1540 nm was used. The taper-lensed fiber was positioned to inject light where there was no top metal to avoid optical loss as shown in Fig. 3.10(b). The position of the input fiber was optimized by photocurrent measurements in order to maximize the overlap between the optical beam and the MQW region. The coupling losses was dissociated from the absorption in the MQWs using the fact that the coupling losses can be considered as constant while the absorption in the MQWs depends on wavelength. The measured transmission was then normalized so that zero absorption was obtained at 1540 nm, the longest wavelength of the measurements. Indeed, separate photocurrent measurements allowed us to evaluate that the absorption in this planar waveguide is lower than 1 dB at 1540 nm [134]. Therefore, although this method of coupling loss subtraction was somewhat imprecise, the precision of the deduced absorption level in the MQWs should be better than 1 dB.

In the following sections, the experimental results obtained from 100-µm-wide Ge/SiGe MQW planar waveguide using the above characterization setup and techniques will be reported. First, the polarization dependence of the HH1-cΓ1 and LH1-cΓ1 transition will be presented from the Ge/SiGe MQWs with 10 QW periods. Subsequently, modulation efficiency of the Ge/SiGe MQWs around its HH1-cΓ1 transition, the spectral range giving an efficient EA effect with limited insertion loss, will be reported from the Ge/SiGe MQWs with 20 QW periods.

Polarization dependence of quantum-confined Stark effect in Ge/SiGe quantum well planar waveguides

The selection rules for interband transition in a QW system are shown in the Tab. 
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). For a plane wave propagating along the QW plan (y direction in Fig 3 .10), electric field vector can only oscillate in the x or z direction. For electric field in x direction, the selection rule is the same as the previous case of perpendicular propagating light, due to the fact that electric field vector is parallel to the QW plan in both cases. However, for electric field in z direction, only light hole related transition is allowed with higher values of the transition matrix elements
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). The schematics of the band diagram showing allowed and forbidden transitions in a QW system is also given in Fig 3 .13. These predicted selection rules of QW systems were experimentally demonstrated in III-V QW systems [111] and partially observed in Ge QW systems using prism-shaped structures [129]. The first experiment in this section aims to fully prove these selection rules in the Ge QW systems using a waveguide configuration. To quantitatively compare the measured absorption spectra with the theory, a semiempirical line shape model explained in Ref. 137 was employed to determine the relative oscillator strengths of the excitonic HH1-cΓ1 and LH1-cΓ1 transitions in both polarizations obtained from the measurements. In this fitting method, the absorption spectra are described as the sum of Gaussian excitons and continuum absorption using the following equation
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The first (reps. second) term of Eq. 3.13 is a Gaussian function representing the absorption,  , of heavy (resp. light) hole related transition at different frequency,  . Significantly, it can be observed that the light modulation was significantly enhanced for TM polarization incident light at the LH1-cΓ1 transition. At the same electric field, while light modulation of around 5 dB could be obtained for TE polarization using HH1-cΓ1 transition, light modulation of about 15 dB was achieved for TM polarization using LH1-cΓ1 transition. This is consistent with the theoretical prediction that the second excitonic transition (LH1-c1) was expected to have stronger absorption modulation than HH1-c1 transition [138].

This large modulation is enabled due to the fact that with TM polarization incident light only LH1-c1 transition is allowed with enhanced oscillator strength; therefore, strong light modulation at the excitonic transition of LH1-c1 can be obtained as in Fig 3.16(b). With a proper design to maximize the interaction between the optical mode and the active region, this feature could be beneficial for the realization of an ultra-low energy electro-absorption modulator for chip scale optical interconnects, in which device's compactness and energy efficiency are highly desirable.

QCSE for optical modulation in planar waveguides

To be effectively used as a waveguide EA modulator, the Ge/SiGe MQW structures must demonstrate the ability to operate with high extinction ratio (ER) and low insertion loss (IL), despite the indirect gap absorption. Therefore, optical modulation characteristics were investigated in Ge/SiGe MQWs planar waveguides around their HH1-cΓ1 transition (spectral range giving an efficient EA effect with limited insertion loss in TE polarization).

I fabricated and characterized 100-µm wide Ge/SiGe MQW planar waveguides with 20 QW periods and 34 and 64 µm length. 20 QWs were used in order to increase the overlap between the optical mode and the MQWs in the waveguide structure containing a 2 µm thick relaxed buffer. 34 and 64 µm long devices were used to reduce device's IL, although higher ER can be expected with longer Ge/SiGe MQW waveguides.

The absorption spectra of a 34 μm long waveguide at different reverse bias voltages obtained are reported in Fig. 3.17 for TE polarization incident light. By increasing the reverse bias voltages, the red shift of the absorption spectra and the reduction of the exciton related absorption peak are clearly observed. The energy shift of the absorption edge according to the perpendicularly applied electric field is reported in the inset of Fig. 3.17. This shift is consistent with the theoretical calculation of the HH1-cΓ1 transition in Ge/SiGe QWs from In Fig. 3.18, the extinction ratio between 0 and 6 V reverse bias and the IL at 0 V reverse bias are presented for TE polarization. As expected, the ER and IL of the 64 μm long device are higher than those of the 34 μm device. The 64 μm long waveguide has an ER larger than 5 dB for a wide spectral range (between 1413 and 1439 nm), and a maximal value of 10 dB between 1420 and 1427 nm. In addition 5 dB ER is achieved simultaneously with

IL lower than 4 dB for 11 nm wide spectral range (between 1428 and 1439 nm).

For the 34 μm long device, an ER larger than 5 dB is obtained for wavelength from 1415 to 1431 nm.

For the 14-nm-wide spectral range (between 1417 and 1431 nm), 5 dB ER is achieved

simultaneously with an IL lower than 4 dB. In conclusion, the first demonstration of room temperature QCSE in Ge/SiGe MQWs with light propagating parallel to the plane of the Ge/SiGe MQWs waveguide embedded in pi-n diodes was presented. The device exhibits strong polarization dependence in good agreement with theory. In addition, a wide working regime with high extinction ratio and low insertion loss can be identified for TE polarization incident light.

High speed performance of Ge/SiGe MQW electro-absorption modulator

In the previous sections QCSE was demonstrated from surfaced illuminated and planar waveguide devices. This allowed us to observe DC performances of the Ge/SiGe MQWs. In this section, high frequency performance of the Ge/SiGe MQWs is investigated to evaluate their potentiality for future photonic IC. To achieve high speed devices, the equivalent capacitance of the reverse biased pin diode has to be reduced, which can be mainly achieved by a reduction of its surface. Therefore, I proceed to fabricate and characterize a 3 µm wide Ge/SiGe waveguide. In addition, a coplanar electrode has been designed in order to apply the RF electrical signal along the 90 µm long device.

The fabrication procedure of the waveguide is thoroughly presented in the chapter 2.

The schematic and SEM views are presented in The measured absorption spectra of the waveguide at different reverse bias voltages are reported in Fig. 3.20(a). The wavelength separation of around 3 nm between each transmission peaks was consistent with the free spectral range of Fabry-Perot cavity induced by both input and output facets of the waveguide. The absorption edge was around 0.88 eV corresponding to the previous measurements. By increasing the reverse bias voltages, red shift of the absorption spectra was observed. Nevertheless, the absorption reduction at the excitonic transition wavelength when increasing the reverse bias voltages cannot be observed as in the case of surface-illuminated device in section 3.1 or shorter waveguide in section 3.2. This was explained to be due to the long absorption length of the waveguide configuration and will be discussed in detail in the next chapter of light detection properties from Ge/SiGe MQWs in section 4.1.2. From Fig. 3.20(b), an extinction ratio (ER) higher than 6 dB for a spectral range as wide as 20 nm (between 1425 and 1446 nm) was obtained, with a maximal ER value of around 10 dB achieved between 1433 and 1442 nm for a reverse bias of 5 V and between 1433 and 1437 nm for a reverse bias of 4 V; this is comparable to an EA modulator based on III-V semiconductors with similar device geometry and applied electric field Significantly, low energy consumption is one of the main requirement of optical interconnects to be competitive with copper wires for the chip scale applications. For example, it has been suggested that to effectively replace copper wire, optical output devices with an energy consumption of less than 100 fJ/bit will be required by 2020 [14]. For our modulator, the dynamic energy consumption was calculated using the formula of energy/bit = 1/4CV pp 2 [START_REF] Feng | 30GHz Ge electro-absorption modulator integrated with 3μm silicon-on-insulator waveguide[END_REF] in which C is the junction capacitance and V pp is the peak-to-peak bias voltage between the "off" and "on" states.

From S 11 parameter measurements and by using Advanced Design System (ADS) simulation tool, the device capacitance was deduced to be 62 fF from the reverse bias voltage of 1 to 5 V, which also indicating that the intrinsic region was effectively depleted at the reverse bias of 1 V. This capacitance value is also consistent with the calculation using a parallel plate capacitor model of C=ƐA/d, where Ɛ is the Ge dielectric constant of 16, A is the surface area of the diode of 3 x 90 µm, and d is the intrinsic region thickness of 615 nm.

Therefore, the dynamic energy consumption per bit of this waveguide EA modulator is estimated to be 16 fJ/bit for a voltage swing of 1 V (between 3 and 4 V biases.) For higher voltage swing of 2 V (between 3 and 5 V biases), and 4 V (between 0 and 4 V biases), the dynamic energy consumption is estimated to be 62 and 248 fJ/bit. For much higher voltage swing of 5 V (between 0 and 5 V biases), energy consumption of 388 fJ/bit is obtained. These values are very competitive compared to silicon MZI modulators [START_REF] Ziebell | 40 Gbit/s low-loss silicon optical modulator based on a pipin diode[END_REF][START_REF] Gardes | 40 Gb/s silicon photonics modulator for TE and TM polarisations[END_REF][START_REF] Thomson | High contrast 40 Gbit/s optical modulation in silicon[END_REF], and of the same order of magnitude as demonstrated bulk Ge modulators [START_REF] Liu | Waveguide-integrated, ultralow-energy GeSi electro-absorption modulators[END_REF][START_REF] Feng | 30GHz Ge electro-absorption modulator integrated with 3μm silicon-on-insulator waveguide[END_REF][START_REF] Lim | Novel evanescent-coupled germanium electro-absorption modulator featuring monolithic integration with germanium p-i-n photodetector[END_REF]. Furthermore, the energy consumption of Ge/SiGe MQW modulators could be further reduced by simply using devices with smaller width and/or shorter length. In the last option, good modulation performances can still be obtained by increasing the overlap factor between the optical mode and the active region, for example by optimizing the thickness of the relaxed buffer and the doped layers.

Additionally, it is worth mentioning that dark leakage and photogenerated current during the "on" and "off" states also contribute to the energy dissipation of the EA modulator. In our devices, as to be shown in the chapter 4, relatively low dark leakage current values of 200 mA/cm² at -1 V bias were measured with a flat increase in reverse current up to a bias of -8

V; therefore, this power dissipation is not expected to contribute dominantly in our structures.

Photogenerated currents depend on the input power level and operating conditions and were not included in the calculation.

Conclusion

This chapter reports on the experimental investigation and development of high performance Ge MQW EA modulator based on QCSE. The characterization setup and experimental results on the modulation properties and performance of the Ge/SiGe MQWs are thoroughly presented. The modulation properties of the Ge/SiGe MQWs were investigated from square surface-illuminated diodes, 100 µm wide planar waveguide diodes, and a 3 µm wide and 90 µm long Ge/SiGe MQWs waveguide embedded in coplanar electrodes. The significant room temperature QCSE from the Ge/SiGe MQWs growth by LEPECVD was verified. Electro-absorption performance was assessed from Ge/SiGe MQWs waveguide for both TE and TM polarizations. Finally, high speed modulation performance was also demonstrated up to 23 GHz. With only 12% overlap factor between the optical mode and the MQW active region, the Ge/SiGe MQWs exhibited a wide spectral range with an ER greater than 9 dB and with an estimated energy consumption of as low as 108 fJ per bit. By improving the overlap factor between the optical mode and the Ge/SiGe MQW region, smaller devices with even lower energy consumption and comparable ER can be expected.

These results are then very promising for the demonstration of high performances, compact and low power optical modulator based on Ge/SiGe MQW for silicon photonics.

In addition, as it could be beneficial if the same photonic structures can be employed for different functionalities in terms of manufacture cost and process integration, the next chapter will investigate light detection and emission properties from the same Ge/SiGe MQW structures.

Chapter 4. Light detection and emission characteristics of Ge/SiGe MQWs

Considering the results I achieved using Ge/SiGe MQW structures for light modulation shown in chapter 3, I then investigated the same Ge/SiGe MQWs to realize high speed photodetector and light emitter based on the quantum confined direct gap transition of the Ge QWs. As for optical modulator, the tested photodetector and light emitter were fabricated using the fabrication process presented in chapter 2.

For light detection, this chapter experimentally reports on the DC and high speed detection characteristics of photodetectors in surface-illuminated and waveguide configurations at room temperature. In both cases, dark currents and optical responsivities are reported. From surface-illuminated vertical p-i-n diodes, intrinsic detection bandwidths are studied at various diode diameters and reverse bias voltages. For waveguide photodetectors, high speed operation up to 10 Gb/s is demonstrated simultaneously with high optical responsivity.

Then, light emission properties of the Ge/SiGe MQWs are investigated from edge emitting p-i-n diodes. For the first time, room temperature direct gap electroluminescence (EL) from Ge/Si 0.15 Ge 0.85 MQWs is experimentally demonstrated. The dependences of the EL intensity on the injection current and temperature are measured. The Varshni coefficient is used to calculate the temperature variation, based on the experimentally observed red shift of the EL spectra. Significantly, EL spectra of the Ge direct-gap transition exhibits better efficiency at higher temperature, due to carrier promotion from L to  valley because of the heating effect. Moreover, the direct-gap EL from Ge/SiGe MQWs is shown to be transverseelectric (TE) polarized, confirming that the EL originates from recombination with the HH state. These results confirm that the direct-gap transition of Ge/SiGe MQWs can electrically emit light at room temperature and hence could be considered as one of the candidates for monolithically integrated light sources on the Si platform.

High speed light detection from Ge/SiGe MQWs

The ability to use the same materials for both light modulation and detection is beneficial. Significantly, it decreases the fabrication complexity as the same process can be used for both optical functionalities. Moreover, it can be envisioned that Ge/SiGe MQW 

Surface-illuminated Ge/SiGe MQW photodiodes

Practically, photodiodes with surface-illuminated configuration are useful for freespace or fiber-optic coupling applications. Moreover, due to its easy optical coupling conditions, it is widely employed to evaluate physical properties of new optoelectronic materials and functionalities [START_REF] Jutzi | Ge-on-Si Vertical Incidence Photodiodes with 39-GHz Bandwidth[END_REF][START_REF] Jongthammanurak | Large electro-optic effect in tensile strained Ge-on-Si films[END_REF][START_REF] Luo | Experimental studies of the Franz-Keldysh effect in CVD grown GeSiepi on SOI[END_REF]. This section reports on dark currents, optical responsivities, and optical bandwidths at room temperature of the surface-illuminated Ge/SiGe MQW photodiodes. The devices were fabricated using the procedures described in Additionally for comparison with bulk Ge, the obtained responsivities of around 0.03-0.05 A/W are comparable to that of around 0.035 A/W reported from a number of high performance surface-illuminated bulk Ge photodiodes with similar total Ge thickness [START_REF] Jutzi | Ge-on-Si Vertical Incidence Photodiodes with 39-GHz Bandwidth[END_REF]142]. It should be noted that the optical responsivity of a surface-illuminated photodiode can be further improved by optimizing the number of Ge QWs. In other words, the thickness of the absorbing layer has to be well-chosen: a sufficiently thick absorbing layer is required to obtain high optical responsivities, while a short spacing between the top and bottom contacts is preferred in order to achieve good high speed detection performance. This bandwidth/responsivity trade-off can be overcome by using a waveguide configuration and it will be shown in the next section.

Significantly, from I-V characteristics of 50 µm diameter photodiode with illumination at a wavelength of 1405 nm (Fig. 4.5), a peak in light absorption due to the quantum confinement effect can be clearly observed at -1 V, which is compatible with the optical responsivity reported in Fig 4 .4. Therefore, from the Ge/SiGe MQW photodiodes, the highest photo-generated currents can be obtained with the bias voltage of only -1 V thanks to the excitonic enhancement between the HH1 and c1 transition in the Ge/SiGe MQWs. This feature could be beneficial in the short scale optical interconnect applications in which low energy consumption is highly desirable. The next section investigates detection characteristics of Ge/SiGe MQW waveguide photodetector, with a view to achieving Ge/SiGe MQW photodetectors that demonstrates high optical responsivities simultaneously with a good high speed performance.

Ge/SiGe MQW waveguide photodetector

Waveguide photodetectors are advantageous for many reasons. First, they enable easy integrated with other photonic or optoelectronic components on photonic IC. Moreover, waveguide structures naturally increase the absorption length and dissociate it from the carrier collection paths [7]. As a result, it allows a photodetector with higher optical responsivities than that with surface-illuminated structures while maintaining a good high speed performance. This section reports the dark currents, optical responsivities, and high speed performance of waveguide Ge/SiGe MQW photodiodes at room temperature. The device employs exactly the same configuration as that used for the waveguide EA modulator in section 3.3. Also, the waveguide photodetectors were fabricated by using the same procedure as waveguide modulator described in section 2.2.2 including the deep etching step. The detail cross section of the fabricated waveguide photodiode is also given here in Fig. In Fig. 4.12, the optical responsivity as a function of the reverse bias voltage and wavelength is reported. The responsivity was retrieved by dividing the photocurrent by the input optical power. The input optical power was corrected by the coupling loss between the input fiber and the Ge/SiGe MQW waveguide, which included the mode mismatch and the reflection loss and were estimated to be 6 dB (25% coupling efficiency) from a similar Ge/SiGe MQW waveguide [115]. The responsivity reached 0.8 A/W under -3 V at a wavelength of 1411 nm (around 0.88 eV), which corresponded to the excitonic HH1-c1 transition. This value of 0.8 A/W is close to the theoretical limit of 1.13 A/W for Ge photodetectors at 1.4 µm with 100% quantum efficiency. The Stark (red) shift of the reponsivity spectra was clearly observed in Fig 4 .12, but with large increase in the responsivities with increased reverse bias at longer wavelength. The increased responsivities under higher reverse bias were observed in a number of previously-published works on III-V MQW waveguides [144][145][146] with no clear explanation provided yet.

To understand these phenomena and to compare the measured responsivity values with the theoretical ones, we developed a theoretical model to calculate theoretically the photodiode responsivity. Firstly, mode calculations were performed using a film mode matching complex solver (Fimmwave software). Although the presence of Al metal on top of the waveguide could be responsible for absorption loss, optical loss of the first TE mode due to this metallic region (refractive index of Al =1.23+j13.2) was calculated to be only 1.4 cm -1 , thanks to a low overlap of the optical mode with the metallic region of 10 -3 %. This loss can then be assumed negligible in comparison to the absorption in the MQW region. Assuming the scattering and radiation losses in the waveguide are negligible in comparison with the absorption loss, the responsivity (assuming 100% quantum efficiency) can be expressed as:

) The calculated reponsivities shown in Fig. 4.13 indicated that the spectra shapes are strongly modified when the absorption length increases. At short length (500 nm), the calculated responsivities spectra are close to the surface illuminated measurements while at longer absorption length (50-100 µm), the values of the calculated responsivities as a function of the reverse bias voltage become rather constant at the wavelength of 1390-1405 nm, and increase according to the increasing reverse bias voltages at longer wavelength. This is well consistent with the experimental results from our 80 µm-long waveguide. Therefore, we demonstrate that the increase in the responsivities with increased reverse bias at longer wavelength in Fig. 4.12 is due to the long absorption length of the waveguide configuration.
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Indeed, as the generated current, I,is proportional to -exp(-L), the photocurrent spectra is nm respectively. In all cases a reverse bias of -3V was used. The vertical axis of (a) is 45µW/div and of (b-e) is 1 mV/div; the horizontal axis is 50 ps/div. 10 Gb/s operation can be obtained with the 20 µm waveguide photodetector at both wavelengths with the same bias voltage. Obviously, the generated electrical signal from the 80 µm waveguide was stronger than that from the 20 µm waveguide, and the generated electrical signal at 1405 nm was higher than that at 1420 nm, which was consistent with the photocurrent response reported in Fig. 4.12. Furthermore, it can be noticed that the on-off level difference of the modulator optical output of around 180 µW (~ 213 and 33 µW for ON and OFF levels) at 1405 nm in Fig. 4.15(a) results in an on-off level difference of the voltage at the output of the 80 µm photodetector of around 2 mV at -3 V as in Fig. 4. 15(b). This corresponds to a photocurrent difference of 40 µA, which is consistent with the optical responsivity of 0.8 A/W at 1405 nm at -3 V. Additionally, it should be noted that the level of the recorded electrical signal from the photodetector is not very strong (µW), which is simply due to the absence of optical amplifiers in our experimental setup.

To conclude section 4.1.2, light detection characteristics of Ge/SiGe MQWs in waveguide configuration were experimentally studied. The waveguide photodetector employs the same configuration as the waveguide EA modulator in section 3.3. The waveguide photodetector exhibited the same level of dark current density as that obtained with the surface-illuminated one. Contrary to the case of surface-illuminated structures, it was shown that using waveguide structures allows us to have a photodetector with high optical responsivities and good high speed performance at the same time. Optical responsivitiy as high as 0.8 A/W was demonstrated simultaneously with 10 Gb/s transmission data rate.

In the next section, light generation behaviors of the same Ge/SiGe MQWs will be reported using electrical injection. respectively. From the shift of the EL peak with the current and by using Varshni coefficient for the direct gap of Ge [152] and assuming that confinement and strain effects of QW structure do not depend on temperature, a temperature increase of approximately 36°C for the higher injection current was estimated. To explain, the Varshni coefficient relate the dependence of semiconductor band gaps on temperature by
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Where  and  are fitting parameters, which are characteristics of a given material. For Ge,  is 5.82x10 -4 and  is 296 [152]. T is temperature in Kelvin (K), and   T E g is the gap energy at different temperatures. From the Varshni coefficients ( and  ), comparing to the lowest injected current of 2.3 mA/cm 2 it could be estimated that the device temperature increased for 6 K, 14 K, 25 K and 36 K at the current injections of 3.1 mA/cm 2 , 4.1 mA/cm 2 , 5.3 mA/cm 2 , and 7.0 mA/cm 2 , respectively. was seen as a function of injected current, as in tensile strained n-doped Ge [START_REF] Cheng | Room temperature 1.6 μm electroluminescence from Ge light emitting diode on Si substrate[END_REF] where it was attributed to the thermal promotion of carriers from L to . The same reasoning can be used to explain the behaviors of our Ge/SiGe MQWs. Indeed, the measured values showed a good comparison with the curve obtained by the equation:
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where J is the current density, T is the temperature for each value of the current density, estimated from the Varshni coefficient method, E L is the energy difference between and L, k is the Boltzmann constant, and A is a proportionality constant. Taking into account strain and confinement effects, the energy difference between  and L was found to be E L 180 meV [119] in our sample. E L in Ge QWs is higher than that in bulk Ge of 140 meV because the compressive strain raises the bottom of the conduction band at  valley faster than at that at L valley. Equation 4.3 shows that EL is proportional to both the injection currents and the carrier statistics between  and L valleys, which depends on the temperature. The agreement between measurements and modeling indicated that the superlinear behavior of EL as a function of injected current can indeed be attributed to the thermal promotion of carrier from L to . Additionally, this thermal promotion of electrons from L to was confirmed by a measurement on the dependence of the EL spectra on temperature at a fixed current density.

This was achieved through externally controlling the temperature of a 300 µm long waveguide device. As shown in the Fig. 4.20, EL spectra at direct gap exhibited better efficiency at higher temperature. A factor of two is obtained between 20 °C and 50°C, which was consistent with the above equation and the value of E L . These results were also in good agreement with PL measurement of a similar Ge/SiGe MQWs in Ref. 119 which also observed the promotion of carriers from L to due to the heating effect. Red shift of EL spectra in Fig. 4.20 was observed as expected due to the band gap shrinkage with higher temperature.

Moreover, as it has been shown that only TE polarized light (electric field parallel to the QWs plane) can be absorbed by the HH1-c1 transition in Ge/SiGe QW structures, thanks to dipole selection rules in QW structures, the polarization of the EL from the Ge/SiGe MQWs was also investigated here. The polarization of the EL was measured by the use of an optical polarizer, which can be adjusted to transmit either TE or TM polarized light, placed between the output facet of the waveguide and the detector, which was checked to have similar sensitivity for both polarizations. As shown in Fig. 4.21, no EL signal was observed in TM polarization at every injection current. Furthermore, the EL spectra in TE polarization were consistent with the EL spectra obtained with no optical polarizer at every injection current; any difference in the EL intensity level was due to the polarizer losses. These results indicated that the EL spectra were fully TE polarized, confirming that the EL originated from recombination with a HH state. 

Conclusion

In conclusion, light detection and emission characteristics of the Ge/SiGe MQWs were studied. Good high speed performance was obtained for both surface-illuminated and waveguide photodetectors and an enhancement in optical responsivities using waveguide devices was successfully shown. Capability of the Ge/SiGe heterostructures to work at a bandwidth compatible with 40 Gb/s data transmission was firstly demonstrated. For light emission, the EL characteristics of the Ge/SiGe MQW waveguides were studied for the first time. At room temperature, EL signal was successfully measured confirming that the directgap excitonic HH1-c1 transition can electrically emit light at room temperature. The EL is more efficient at higher temperature due to the thermal promotion of electrons from L to valleysDue to the selection rules of the QW structure, the EL from the Ge/SiGe MQWs was shown to have a pure TE polarization behavior. These results show that Ge/SiGe MQWs could be a candidate for to realize a monolithically integrated light source on the Si platform.

Chapter 5 will summarize the PhD thesis and suggests possible future research direction to be done in this topic.

Chapter 5. Conclusions and perspectives

General conclusions

This thesis is devoted to study electro-optic properties at room temperature of Ge/SiGe MQWs for silicon-compatible photonic integrated circuit applications.

The first aim of the thesis was to investigate material modulation properties and then develop a high speed and low energy silicon-compatible electro-absorption modulator based on quantum-confined Stark effect from Ge/SiGe MQWs system. Later, light detection and emission properties at room temperature of the Ge/SiGe MQWs were also investigated with a view to potentially employing them as a ubiquitous photonic building block for future electronic-photonic integration. To achieve these objectives, I performed extensive hands-on cleanroom fabrication of several optoelectronic devices and experimental investigations regarding the DC and RF electro-optical characteristics of the fabricated devices which I designed. Moreover, simple theoretical models were employed to describe various experimentally-obtained optoelectronic properties of the Ge/SiGe MQWs.

Through collaboration, the Ge/SiGe MQW epitaxial samples were obtained from Dr.

Giovanni Isella, Dr. Daniel Chrastina, and Jacopo Frigerio at L-NESS laboratory, Politecnico di Milano, Italy. The device fabrication was developed and performed at the in-house 1000 m 2 cleanroom at IEF, Université Paris-Sud and summarized in chapter 2. For DC p-i-n diodes, the developed fabrication processes are described in the section 2.2.1. DC surface illuminated p-i-n diodes were fabricated using first optical lithography followed by dry etching gas and second optical lithography followed by metallization of Cr and Au. For high speed optoelectronic device fabrication, the fabrication process consisted of five optical lithography steps: mesa etching, mesa isolation, SiO 2 /Si 3 N 4 insulation layer deposition and patterning, metallization, and 90 µm deep etching as described in the section 2.2.2. Moreover, as the ability to use the same materials for both light modulation and detection can be desirable, light detection performance using the same Ge/SiGe MQWs was investigated in Section 4.1 of chapter 4. I studied detection characteristics of Ge/SiGe MQWs in both surface-illuminated and waveguide configurations. Surface-illuminated diodes were firstly employed to evaluate physical properties due to its easy optical coupling conditions.

Later, Ge/SiGe MQW waveguide photodetectors were developed to assess its performance for integrated optic applications. From both kinds of photodetectors, main characteristics including dark currents, optical responsivities, and high speed performance were investigated.

For the surface-illuminated detector, the enhancement in optical detection due to the quantum confinement of the excitonic HH1-c1 transition was clearly observed. room temperature. The measured EL signal had a superlinear dependence on the level of current injections due to the thermal promotion from L to valleys. As a result, it was demonstrated that the EL was more efficient at higher temperaturePolarization properties of the emitted light were also studied to confirm that the EL originated from recombination with a HH state.

Perspectives and future works

Regarding future works, although it can be envisioned from the experimental results that Ge/SiGe MQWs could be useful for light modulation, detection, and emission applications on silicon platforms, there are a number of necessary further investigation and improvement to be performed in order to well understand optical characteristics, demonstrate and improve device performance for various possible applications of the Ge/SiGe MQWs for Si photonics-electronics integrated circuits. 

Operating wavelength

Generally, bandgap properties of semiconductor materials can be tuned by the use of external strain through the dielectric layers or the choice of buffer layer. Therefore, considering that strain-compensated Ge/Si 0. 15 In details, the MQWs were grown on Si (001) substrate using Si 

Light emission efficiency

Efficient electrically-pump laser monolithically integrated on Si has been one of the ultimate goals in semiconductor research for many years. This thesis confirmed that excitonic direct-gap transition of high quality Ge QWs can electrically emit light at room temperature and light emission enhancement due to the quantum confinement was observed through electrical injections. In the next step, it is important to improve its quantum efficiency in order to possibly realize an efficient light source. The effect of additional strain and/or n-doping to occupy the L valleys should be studied to conclude on the possibilities of using Ge/SiGe MQW as a reliable and efficient light source material on Si platform.

Direct growth of Ge/SiGe MQWs on Si and waveguide integration with SOI platform

It is particularly challenging to integrate Ge/SiGe MQWs grown on a thick graded buffer in the presently well-established silicon-on-insulator (SOI) platforms for siliconcompatible photonic IC. Direct growth of high quality Ge/SiGe MQWs on Si with thin buffer would be more desirable for efficient integration with SOI waveguide. Also, growing the 

Ge/SiGe MQWs on SiGe waveguide

Besides silicon-on-insulator waveguide, Ge-rich SiGe waveguide could be a potential candidate to alleviate 4% lattice mismatch between Si and Ge, which poses a serious challenge of developing efficient photonic integrated circuits based on Ge optoelectronic devices on Si. As the lattice mismatch will be significantly decreased between the Ge-rich SiGe waveguide and the active device, higher quality of Ge-based optoelectronic devices could be expected with thinner and less sophisticated buffer layers. As shown in Fig 5 .2, optical absorption at room temperature of Ge-rich SiGe can be chosen to be sufficiently low around the photon energy of 0.8 eV corresponding to popular telecommunications wavelength of 1550 nm. For instance, Si 0.15 Ge 0.85 material would have less than 1 cm -1 absorption loss at at wavelengths larger than 1400 nm, which is the working wavelength of Ge/Si 0.1 Ge 0.9

MQWs. This Si 0.15 Ge 0.85 can then be used as a relatively low loss (~5 dB/cm) optical waveguide, with a low lattice mismatch to Ge/Si 0.15 Ge 0.85 MQWs. 

Figure 1 :

 1 Figure 1 : Diode pin à puits quantiques Ge/SiGe à illumination par la surface pour la démonstration de l'Effet Stark Confiné Quantiquement (a) : schéma en coupe (b) :

Ge/

  SiGe sur une détection synchrone. Les résultats sont présentés sur la figure 2b. Pour chaque amplitude de la tension sinusoïdale appliquée, l'amplitude de la transmission optique à 1 kHz présente deux maxima en longueur d'onde, dont les positions coïncident avec les longueurs d'onde pour lesquelles la variation de la transmission est la plus grande d'après les mesures statiques de la figure 2a. Ce résultat indique donc qu'il n'y a pas de contribution thermique aux mesures statiques.

Figure 2 :

 2 Figure 2 : Spectres d'absorption en fonction de la tension appliquée (a) mesure statique ; (b) amplitude de la transmission à 1kHz mesurée par détection synchrone

Figure 3 :Figure 4 :Figure 5 :

 345 Figure 3 : Diode pin à puits quantiques Ge/SiGe à éclairement latéral (a) : schéma de principe du composant (b) : schéma en coupe de la structure

Figure 6 :

 6 Figure 6 : Vue schématique du modulateur à puits quantiques Ge/SiGe de largeur 3 µm et de longueur 90 µm.

Figure 7 :

 7 Figure 7 : (a) Spectre d'absorption du modulateurde largeur 3 µm et de longueur 90 µm, en fonction de la longueur d'onde et de l'énergie des photons, pour des tensions inverses de 0, 2, 3, 4 et 5V. (b) Taux d'extinction pour ne variation de tension de 1 V (entre 3 and 4 V) et de 2 V (entre 3 et 5 V).

Figure 8 : 2 . 2 . 1

 8221 Figure 8 : Réponse optique normalisée en fonction de la fréquence, pour une tension statique inverse de 4.5 V.

Figure 9 :Figure 10 :

 910 Figure 9 : (a) Vue schématique en coupe de la diode pin à puits quantiques Ge/SiGe à illumination par la surface. Des diodes de diamètres 12, 16, 20, 30, et 50 µm ont été fabriquées (b) Vue au microscope électronique à balayage d'une photodiode à éclairement par la surface.

Figure 11 :

 11 Figure 11 : (a) Réponse optique normalisée des photodiodes de différents diamètre pour une tension de -4V. (b) Réponse optique normalisée de la photodiode de diamètre 12 µm pour différentes tensions inverses.

  composant fabriqué utilise la même configuration que le modulateur à électroabsorption décrit dans le chapitre 1.3. Une vue schématique en coupe du composant est présentée sur la figure 12. Les guides fabriqués sont de largeur 3 µm et de longueurs 20 ou 80 µm.
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 1213 Figure 12 : Vue schématique en coupe et photographie au microscope optique d'un photodétecteur à puits quantiques Ge/SiGe.

Figure 14 :

 14 Figure 14 : Spectre de sensibilité optique du photodétecteur Ge/SiGe en guide d'onde, à différentes tension de polarisation.

Figure 15 :

 15 Figure 15 : Diagramme de l'oeil électrique à 10 Gbit/s en sortie du photodétecteur à puits quantiques Ge/SiGe à la longueur d'onde de 1420 nm.

Figure 16 :

 16 Figure 16 : Spectres d'électroluminescence à température ambiante des diodes de 80 et 300 µm de long en fonction du courant injecté. Le pic visible dans les spectres autour de 1420 nm correspond à la transition excitonique HH1-c1.

Figure 17 :Figure 18 :

 1718 Figure 17: Intensité du pic d'EL (transition HH1-c1) en fonction de la densité de courant, pour la diode de longueur 300 µm

Figure 1 . 1 :

 11 Figure 1.1: Schematic view of a typical cross section of a CMOS chip[17] 

Figure 1 . 2 :

 12 Figure 1.2: Gate, metal 1, and global interconnect delays versus feature size from 2007 ITRS[17] 

Figure 1 . 3 :

 13 Figure 1.3: (a) The use of optics and electronics in today telecommunication networks [30] (b) Distance and interconnect types in today telecommunication networks [31]

Figure 1 . 5 :

 15 Figure 1.5: Typical transmission characteristics from bulk Ge on Si at different bias voltages due to Franz-Keldysh effect from Ref. (a) 82 and (b) 83.
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 1718 Figure 1.7: (a) Electron and hole energy levels and wavefunctions in a quantum well system (b) Comparison of typical absorption spectra obtained from a material in quantum well structure and in bulk (homogeneous) forms [87].

1 . 3 Figure 1 .

 131 Figure 1.10: (a) The Ge/SiGe multiple quantum wells p-i-n diode structure. (b) Effective absorption coefficient at different reverse bias voltages [96].

Figure 1 . 11 :

 111 Figure 1.11: Simplified Energy band diagrams for (a) GaAs (b) Si (c) Ge [66].

Figure 1 . 12 :

 112 Figure 1.12: Bulk absorption coefficient as a function of the photon energy and wavelength for widely-used semiconductors at room temperature [107].

Figure 1 . 13 :

 113 Figure 1.13: Band gap of bulk Si 1-x Ge x compound with varied Ge content x. [108, 109]

  1.15) which allows stronger Stark shift of directgap transition from Ge wells thanks to the heavier effective mass. Furthermore, SiGe barrier with Ge concentration not less than 0.85 still has the global minima of the conduction band at the L valley like Ge; therefore, Type I alignment is also obtained at the L valleys with a weak confinement as shown in Fig.1.15. This enable an easy sweeping out of photo-generated carriers after scattering from to L valleys[START_REF] Kuo | Germanium-Silicon electroabsorption modulators[END_REF] 110], and helps prevent carrier saturation effect which is a performance-limiting factor in III-V QWs[111].

Figure 1 . 14 :

 114 Figure 1.14: Schematic band diagrams of compressively strained Ge well and tensile strained Ge-rich SiGe barrier [66]. The valence band has a heavy-hole (HH) character for compressive strain, and a light-hole (LH) character for tensile strain.

Figure 1 .

 1 Figure 1.15: Schematic view of the band alignment (not to scale) of the Ge/SiGe quantum well structure, with compressive strain Ge well and tensile strainGe-rich SiGe barriers on a relaxed SiGe buffer[START_REF] Kuo | Germanium-Silicon electroabsorption modulators[END_REF].

  Fig 1.16(a), at the reverse bias voltage of 0.5 V, it is obvious that operating at higher temperature shifts the absorption edge toward longer wavelength. In Fig 1.16(b), at 90°C the absorption edge is shifted from approximately 1,500 nm to 1,560 nm by applying reverse bias voltage from 0 to 2 V. The maximum effective absorption coefficient change is 2,703 cm -1 at 1,538nm with bias voltage of 1.5 V.

Figure 1 .

 1 Figure 1.16: (a) Effective absorption coefficient of Ge/SiGe quantum wells at three temperatures with the use of 0.5 V reverse bias voltage [97]. (b) Effective absorption coefficient of Ge/SiGe under each reverse bias voltage at 90 • C [97].

Figure 1 .

 1 Figure 1.17: side-entry Ge quantum-well electroabsorption modulator on SOI substrate [112]

Chapter 2 .

 2 Ge/SiGe quantum well epitaxial growth and optoelectronic device fabrication This chapter summarizes the epitaxial growth and fabrication techniques used to fabricate optoelectronic devices for my PhD thesis. Active photonic devices with different configurations were fabricated to investigate modulation, detection, and emission properties of the Ge/SiGe multiple quantum wells (MQWs). Through collaboration, the Ge/SiGe MQW structures were obtained from G. Isella and D. Chrastina at the Laboratory for Epitaxial Nanostructures on Silicon and Spintronics (L-NESS), Politecnico di Milano, Italy using a Low-Energy Plasma-Enhanced Chemical Vapour Deposition (LEPECVD) technique. Then, I fully developed the technology process flows and fabricated the devices at the nanocenter Centrale de Technologie Universitaire (CTU) -IEF/MINERVE, which is an in-house 1000 m 2

Fig. 2 .

 2 Fig. 2.1 shows a schematic view of the LEPECVD system [109, 127]. A tantalum

Figure 2 . 1 :

 21 Figure 2.1: Schematic view of the LEPECVD system [figure taken from 109]

Figure 2 .

 2 Figure 2.2: (a) Cross section of epitaxy steps for the Ge/SiGe MQWs used in this thesis,and SEM images of Ge/SiGe MQWs with (b) 20, and (c) 50 periods of Ge quantum wells.

Figure 2 .

 2 Figure 2.3: X-ray diffraction ω -2θ scan through the (004) reflection. The Si substrate (004) peak is clearly visible. The peak spacing gives a superlattice period of 26.2 nm, closed to the norminal values of 25 nm of 10 nm Ge wll and 15 nm Si 0.15 Ge 0.85 barriers. The Ge content of the VS was found to be 89.99%, and the position of the zeroth order peak indicates an average composition of the MQW structure of 90.50%.

Fig. 2 .

 2 4 shows the schematic view of 4 different device configurations that I proposed, fabricated, and characterized during my PhD thesis. In section 2.2.1 fabrication steps of the DC surface illuminated p-i-n diode (Fig 2.3(a)) are reported; while, fabrication steps of the high speed devices and the planar waveguide (Fig 2.4(b), (c), and (d)) are reported in section 2.2.2.

Figure 2 . 4 :

 24 Figure 2.4: Schematic views of optoelectronic devices fabricated in this work: (a) DC surface illuminated p-i-n diode; (b) high frequency surface illuminated diode with coplanar electrode; (c) DC diode in planar waveguide structure; and (d) high frequency 3 µm wide waveguide diode with coplanar electrode.

  Fig 2.4 (a) were developed in order to verify the existence of the QCSE from Ge/SiGe MQWs grown by LEPECVD, which is the first step before investigating its rapidity and other photonic functionalities. The mesa is a square with side width of either 600, 800, or 1000 µm. The top contact was designed to facilitate the characterization with vertically coupled light. A microscope image of a fabricated vertical p-i-n diode is shown in Fig. 2.5.

Figure 2 . 5 :

 25 Figure 2.5: optical microscope image of a 600 µm square surface illuminated p-i-n diode.

Figure 2 . 6 :

 26 Figure 2.6: Process flow used to fabricate a DC surface illuminated p-i-n diode.

2. 2 . 2

 22 High speed surface-illuminated and waveguide optoelectronic device fabrication This section will thoroughly cover the fabrication procedures utilized for the realization of three different optoelectronic devices: high speed waveguide p-i-n diode, high speed surface illuminated p-i-n diode, and DC planar waveguide p-i-n diode. All of the devices are fabricated on the same wafer. Therefore, the devices were designed to use the same fabrication procedure, consisting of 4 main lithography steps for mesa etching, mesa isolation etching, Si 3 N 4 /SiO 2 insulation layer patterning, and metallization and an optional fifth lithography step for deep etching of waveguide devices as shown in the Fig 2.7. Fig 2.8 shows SEM image of three different optoelectronic devices fabricated on the same wafer with the same fabrication procedures.

Figure 2 . 7 :

 27 Figure 2.7: Simplified process flow used to fabricate high speed waveguide p-i-n diode, high speed surface illuminated p-i-n diode, and/or DC planar waveguide p-i-n diode.

Figure 2 . 8 :

 28 Figure 2.8: SEM images of (a) three different configurations of fabricated optoelectronic devices designed to use the same fabrication steps, and close-up images of high speed (b) waveguide, and (c) surface illuminated p-i-n diode with coplanar electrode, and (d) DC planar waveguide.

Fig 2 . 9

 29 Fig 2.9 describes the processing procedure employed for the mesa patterning. To begin with, (1) a sample piece of around 2 cm square was cleaved from 100 mm Si wafer on which Ge/SiGe MQWs epitaxy was done at L-NESS laboratory, Como, Italy. Then, (2) a surface cleaning was conducted using acetone and isopropanol. It should be noted that the standard piranha cleaning consisting of sulfuric acid and hydrogen peroxide (H 2 SO 4 and H 2 O 2 ) widely used with Si technology cannot be employed here as they quickly etch Ge and Ge-rich SiGe.

Fig 2 . 9 :

 29 Fig 2.9: The processing procedure of the mesa patterning step.

Fig 2 . 10 :

 210 Fig 2.10: The processing procedure of the mesa isolation step.

. 11 .( 6 )

 116 photoresist that was exposed to the UV light.(7) The developed sample was then inspected under an optical microscope to ensure that both top and bottom contact vias were successfully developed on the photoresist. This is another critical step as the size of the top and bottom contact vias are considerably different. The developing rates are not the same between them; therefore, a compromised development time is necessary to be found.[START_REF] Loh | Selective epitaxial germanium on silicon-on-insulator high speed photodetectors using low-temperature ultrathin Si 0.8 Ge 0.2 buffer[END_REF] In order to open the insulation stack for both top and bottom contacts, CF 4 plasma was used to etch Si 3 N 4 layers with reactive ion etching (RIE) machine (Advanced Vacuum Vision). (9) A wet etching using BHF solution was employed so as to remove the remaining SiO 2 layer. A dry etching was avoided to retain a good crystalline quality of the p and n layers.(10) The sample was inspected under an optical microscope to ensure that SiO 2 and Si 3 N 4 layers were successfully removed from the top and bottom contact vias.(11) The photoresist was stripped using acetone and isopropanol.

Fig 2 . 11 :

 211 Fig 2.11: The processing procedure for thedeposition and patterning of the SiO 2 /Si 3 N 4 insulation stack.

( 7 )

 7 photoresist had an undercut profile.(10) Just before the metallization step, the sample was cleaned by a diluted HF solution in order to remove GeO 2 potentially oxidized on the surface.(11) 1 µm of Al were deposited by E-beam evaporation technique (Plassys Modele MEB 550S). A good deposition angle was needed in order to ensure that the metal was well

  photo active compounds within the photoresist; hence, reducing the development rate. In these processes, as the first layer of photoresist has to undergo two softbake steps, it is important to have a compromised temperature and duration of the softbake process.(6) The first aligment and exposure step was performed using approximately half of the necessary exposure time to avoid bubbling of the photoresist due to too much N 2 generated in the double layers of thick photoresist.(7) The sample was developed with approximately half of the necessary development time.[START_REF] Loh | Selective epitaxial germanium on silicon-on-insulator high speed photodetectors using low-temperature ultrathin Si 0.8 Ge 0.2 buffer[END_REF] The second aligment and exposure step was performed with the remaining of the required exposure time. It should be noted that as the alignment tolerance of this particular fabrication step of 5-6 µm is not critical; therefore, this method of two exposure and development steps does not importantly affect the outcome of the device configuration.[START_REF] Vivien | Metalsemiconductor-metal Ge photodetectors integrated in silicon waveguides[END_REF] The sample was developed for the remaining development time.(10) The Bosch process[10], consisting of alternating cycles of isotropic etching by SF 6 and C 4 F 8 polymer deposition, was employed for the deep etching procedure (STSInductively Coupled Plasma (ICP) etcher).(11) The sample was diced using a wafer dicing machine (Disco 341

Fig 2 . 13 :

 213 Fig 2.13: The processing procedure of the deep etching step.

Chapter 3 .Finally, a 3

 33 chapter summarizes the epitaxy and fabrication procedures employed in this thesis. The first section explains the LEPECVD technique and the expitaxy steps used to grow the Ge/SiGe MQW structures which is done by G. Isella and D. Chrastina from Laboratory for Epitaxial Nanostructures on Silicon and Spintronics (L-NESS). In the following sections, I thoroughly present the fabrication steps that I developed and performed for both DC surface illuminated p-i-n diode and the high speed surface illuminated and waveguide p-i-n devices. Significant amount of time and several tests were used to stabilize the presented fabrication process. The next chapter will focus on the characterization setup and experimental results on the Ge/SiGe MQWs modulation characteristics of the fabricated devices. Modulation properties are measured and reported from the DC surface illuminated p-i-n diode, DC planar waveguide p-i-n diode, and high speed waveguide p-i-n diode. Light modulation by QCSE from Ge/SiGe MQWs In this chapter, experimental investigations and developments of high performance Ge MQW EA modulators based on QCSE will be presented. Various characterization techniques and experimental demonstrations on the modulation properties of Ge/SiGe MQWs will be reported. To investigate the modulation characteristics of Ge/SiGe MQWs, I characterized three different device configurations including DC surface illuminated, DC planar waveguide, and RF 3 µm wide waveguide diodes, which I fabricated in the previous chapter. At the beginning of this work QCSE was not demonstrated in the Ge/SiGe MQW structures grown by LEPECVD techniques from L-NESS laboratory, Politecnico di Milano. In fact at that time, only the research team from Stanford University managed to experimentally demonstrate QCSE from Ge/SiGe MQWs at room temperature. Therefore to begin our investigation, firstly we decided to fabricate large square surface-illuminated diodes to verify and characterize room temperature QCSE in our Ge/SiGe MQW samples. Three different experiments, including optical transmission, differential optical transmission, and photocurrent measurements, were employed to confirm significant QCSE from the structures. Next, we proceeded to investigate modulation properties of Ge/SiGe MQWs in waveguide configurations which are more relevant to integrated optic applications. QCSE with light propagating parallel to the plane of the QWs was investigated from 100 µm width planar waveguide devices. As shown in chapter 1, all of the previous works on Ge/SiGe MQWs were focused on surface illuminated devices or prism-shaped structures [129]. Nevertheless, The absorption and modulation characteristics of Ge MQWs when light propagates parallel to the QW planes as in waveguide configuration are different from those when light propagates perpendicular to the QW planes as in the surface illuminated devices.Indeed, the difference in the interaction lengths (typically around a micrometer in surface illuminated structure and around 10 to 100 µm in waveguide configuration) as well as the optical overlap factors (typically 100% in surface illuminated structure and smaller in waveguide configuration) indicates that the absorption and modulation characteristics obtained from the surface illumination characterization are not necessarily applicable in a waveguide configuration. In addition, characterization of QCSE from Ge/SiGe MQWs in a waveguide configuration allows us to assess EA of Ge/SiGe MQWs with both TE and TM polarization incident light. This can be observed only from waveguide devices in which light with electric field vector parallel (transverse-electric mode, TE) and perpendicular (transverse-magnetic mode, TM) to the plane of QWs are accessible. On the opposite, for the surface illuminated configuration the electric field vector is always parallel to the plane of QWs. µm wide and 90 µm long Ge/SiGe MQWs waveguide embedded in coplanar electrodes was fabricated and characterized in order to measure its high speed modulation performance. The potential of using EA effect from the Ge/SiGe MQWs for a waveguide modulator in electronics-photonics IC was assessed by both DC and RF measurements. Tab. 3.1 summarizes device configurations, characterization methods, and principal optical modulation properties reported from each device.

  photocurrent measurements at different bias voltages
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 31 Figure 3.1: Schematic view of the optical transmission measurement employed for surface-illuminated Ge/SiGe MQW p-i-n diode.

  out of MQWs region.

SI:

  Output optical power at the position with MQWs. R I : Output optical power at the reference position.

Figure 3 . 2 :

 32 Figure 3.2: Optical powers at the input and output of the sample from the optical transmission measurement of a surface illuminated diode.

  despite the fact that 50 QWs are employed in this measurement instead of 10 in Ref. 96. This indicates the good quality of the Ge/SiGe MQWs grown by LEPECVD, which enabling a fast growth of Si x Ge 1-x graded buffer on which high quality Ge/SiGe MQWs can be deposited. With increasing reverse bias voltages, two main characteristics of QCSE are observed: the Stark (red) shift of the absorption spectra and the reduction of the exciton related absorption peak. Fig 3.4 describes energy levels and wavefunctions for valence and
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 3334 Figure 3.3: Fraction of light absorbed per well as a function of wavelength and photon energy for different electrical fields obtained from optical transmission measurement of a surfaced illuminated p-i-n diode of Ge/SiGe MQWs with 50 QW periods.

Fig 3 . 5

 35 Fig 3.5 (a) and (b) show the measured absorption spectra in term of the fraction of light absorbed per well at different reverse bias voltages for the Ge/SiGe MQWs with QW periods of 20 and 10 respectively. Comparing to the case of 50 period Ge/SiGe MQWs, a stronger shift of the absorption spectra was obtained at the same values of reverse bias voltages. For example, with 50 period Ge/SiGe MQWs to obtain around 10 nm shift of the absorption band edge, a reverse bias voltage of 8 V was required. However, it take only 4 and 2 V for 20 and 10 period Ge/SiGe MQWs in order to approximately obtain the same shift of the absorption spectra. This confirms that Ge/SiGe MQWs has the potentials to operate at low reverse bias voltages, compatible with the available voltage in the modern CMOS integrated circuits. Moreover, thanks to a sharp absorption band edge obtained from the quantum confinement effect, it can be seen that a good modulation performance could be expected with a reverse bias voltage of 2 V (Fig 3.5 (b)). The quantitative modulation performance of the Ge/SiGe MQWs will be further investigated with waveguide structure devices in the following sections.

Figure 3 . 5 :

 35 Figure 3.5: Fraction of light absorbed per well as a function of wavelength and photon energy for different electrical fields obtained from optical transmission measurements of a surfaced illuminated p-i-n diode of Ge/SiGe MQWs with (a) 20 QW periods for reverse bias voltages of 0, 2, 4, 6, and 8 V corresponding to electric fields of approximately 0, 2.2, 4.4, 6.6, and 8.8 x 10 4 V/cm and (b) 10 QW periods for reverse bias voltages of 0, 2, 4, and 6 V corresponding to electric fields of approximately 0, 3.6, 7.3, and 11 x 10 4 V/cm.

Figure 3 . 6 :

 36 Figure 3.6: Schematic view of the photocurrent measurement employed for surface-illuminated Ge/SiGe MQWs p-i-n diode.

Figure 3 . 7 :

 37 Figure 3.7: Fraction of light absorbed per well as a function of wavelength and photon energy for different electrical fields obtained from the photocurrent measurement of a surface illuminated p-i-n diode of Ge/SiGe MQWs with 50 QW periods.

Figure 3 . 8 :

 38 Figure 3.8: Schematic view of the differential transmission measurement employed for surface-illuminated Ge/SiGe MQWs p-i-n diode.

Fig 3 .

 3 10(a) shows a schematic view of a fabricated Ge/SiGe MQW planar waveguide. A few tens of nanometers of SiO 2 served as a passivation layer on the left and right walls of the waveguide to reduce leakage current. 600 nm of Al was evaporated and lifted off for both p and n contacts. The top contact covered only part of the waveguide ridge to minimize absorption from the metal. As the waveguide lengths were 34 and 64 μm, a deep etching of 90 μm was performed to bring the input fiber and output objective to the input and output facets of the waveguides as partly shown inFig 3.10(b). In this configuration, light is guided in the 3 (10 QWs) or 3.2 (20 QWs)-μm-thick planar waveguide comprising the MQW structure and the relaxed Si 0.1 Ge 0.9 buffer, due to the refractive index variation in the graded buffer.Fig 3.11 shows the plot of the first three optical modes calculated by a complex effective index mode solver.

Figure 3 .

 3 Figure 3.10: (a) Schematic view of the fabricated Ge/SiGe MQW planar waveguides. (b) Optical microscope view of the device with an input fiber injecting light into the waveguide. (c) Cross section of the planar waveguides.

Figure 3 .

 3 Figure 3.11: (a) Refractive index profiles in vertical direction of the planar waveguide used in the optical modes calculation. From 0 to 10 μm: Si substrate (3.5). From 10 to 23 μm: a linear increase of refractive index from Si (3.5) to Si 0.1 Ge 0.9 (4.2) (according to Ge refractive index of 4.3 [133]). From 23 to around 26 μm: a constant refractive index of 4.2 for 2 μm Si 0.1 Ge 0.9 relaxed buffer and Ge/SiGe p-i-n structures having the same Ge concentration of Si 0.1 Ge 0.9 relaxed buffer. (b) Optical intensity profile of the first mode obtained from calculation at the wavelength of 1.4 μm.

Figure 3 . 12 :

 312 Figure 3.12: Schematic view of the transmission measurement employed for Ge/SiGe MQWs waveguides embedded in p-i-n diodes.

  3.2, summarizing the values of transitions matrix elements at the  point for light propagating along and perpendicular to the QW plan obtained from quantum mechanical calculations [135]. The transition matrix element determines the transition strength between two energy levels [136]. From Tab. 3.2, for a plane wave propagating perpendicular to the QW plan (z direction in Fig 3.10), electric field vector can only oscillate in the x or y direction. Both heavy hole (HHn-cΓn) and light hole (LHn-cΓn) transitions are allowed, and the heavy hole related transition is stronger than the light hole related transition. The former has a higher transition matrix element value (

Figure 3 .

 3 Figure 3.13: (a) Polarization dependence light absorption in QW systems for light propagating along the QW plan with electric field vector (a) parallel and (b) perpendicular to the QW plan.

Fig. 3 .Figure 3 . 14 : 2  2 .

 331422 Fig.3.14 presents the measured absorption spectra at 0 V for incident light with TE (electric field in x direction) and TM (magnetic field in x direction and electric field mainly in z direction) polarizations. The spectra were measured from a 114-µm-long Ge/Si 0.15 Ge 0.85 MQW waveguide with 10 QWs. Light was injected and propagated parallel to the QW plane (y direction). The measurement was performed using 2 tunable lasers from 1340 to 1430 nm and 1390 to 1540 nm. The latter covers the HH1-cΓ1 transition of the Ge/SiGe MQWs; while, the former covers its LH1-cΓ1 transition. For TE polarization incident light, the absorption edge is shifted from the 0.8 eV of bulk Ge due to both the confinement effect in the QWs and the strain between the Ge QWs and the virtual substrate as also observed from the surface illuminated device in section 3.1.1. A clear exciton peak observed around 0.886 eV is attributed to the HH1-cΓ1 transition, while the exciton peak associated with the LH1-cΓ1 transition is observed at a higher energy of around 0.91 eV. With TM polarization incident light, only LH1-c  1 transition is observed. The LH1-c  1 transition is greatly enhanced consistent with its highest absolute values of transition matrix elements (see Tab. 3.2.)



  the energy and HWHM in eV of the heavy (light) hole absorption peak obtained from measurement results. For the third term, it describes a continuum absorption above the band edge. is electron hole reduced mass and  is material dielectric constant. h  , l  , and c  are constants obtained via a semi-empirical fitting with the measured absorption spectra.To explain the fitting procedure, the measured absorption spectra in Fig.3.14 in dB were translated into absorption coefficients, α, considering that absorbed light in dB equal to the overlap factor between guided optical mode and the Ge/SiGe MQWs region of 10% and L is the device length of 114 µm. The absorption due to the 2 µm thick relax buffer and the indirect-gap absorption of Ge was removed from the measurement results assuming that it linearly increase with respect to the photon energy. The values of HWHM for each exciton width used in the calculation were determined from the low energy side of the measured absorption spectra, which are 5.7 meV and 3 meV for the excitonic transitions for TE and TM polarization incident light respectively. The fitting curves in comparison with the experimental results for both TE and TM polarizations are shown in Fig 3.15(a) and (b). Tab. 3.3 summarizes the oscillator strength ratio of the excitonic HH1-cΓ1 and LH1-cΓ1 transitions obtained from the semi-empirical line shape model of the measured absorption spectra in comparison with the theoretical values and the previous experiments on GaAs QWs for both TE and TM polarizations. From Fig 3.15(a) and (b), the absorption peak ratio between HH1-cΓ1 and LH1-cΓ1 transitions for TE polarization incident light is ~ 0.526. The absorption peak ratio of LH1-cΓ1 transition for TM polarization incident light over HH1-cΓ1 transition for TE polarization incident light is ~ 1.63. Our values of Ge QWs are similar with the previous experiment on III-V QWs; hence, the experiment demonstrated that direct-gap transition of Ge QWs exhibit strong polarization dependence as strong as that of III-V based QWs. Any discrepancies from the theory are due to the valence-band mixing in the exciton wave function [111].
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 33316 Figure 3.15: A semi-empirical line shape model to determine the relative oscillator strengths of the excitonic HH1-cΓ1 and LH1-cΓ1 transitions obtained from the measurements for (a) TE polarization and (b) TM polarization incident light. The absorption spectra are described as the sum of Gaussian excitons and continuum absorption spectra.
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 317 Figure 3.17: Light absorption of the 34 μm long Ge/SiGe MQW planar waveguide of 20 QWs obtained from optical transmission measurements for different electric fields as a function of wavelength and photon energy for TE polarization incident light. In the inset, the energy shift of the absorption edge as a function of electric field.

Figure 3 . 18 :

 318 Figure 3.18: Modulation performances of the 34-and 64-μm-long Ge/SiGe MQW planar waveguides. Extinction ratio between 0 and 6 V reverse bias and the insertion loss at 0 V for TE polarization.

Fig 3 .

 3 Fig. 3.19(c).

  [144]. From Fig3.20(c) with a voltage swing of 2 V between 2 and 4 V and between 3 and 5 V, an ER higher than 6 dB was obtained for 14 nm from 1426 to 1439 nm and for 12 nm from 1433 to 1444 nm respectively. Moreover, fromFig 3.20(d) with a voltage swing of 1 V between 3 and 4 V, an ER higher than 6 dB was obtained from 1433 to 1437 nm. As seen inFig 3.20(a), the absorption loss at 0 V of the Ge/SiGe waveguide used in this work was around 5.5 -12 dB in the wavelength range between 1433 and 1444 nm. This absorption loss could be decreased by optimizing the light confinement in the MQW region. Indeed the overlap of the first optical mode with the MQW region is only 12 %, and part of the optical loss also comes from the overlap between the optical mode and the 2 µm thick Si 0.1 Ge 0.9 relaxed buffer and the doped region, as shown in Fig.3.19(c). With an optimized optical overlap in the QW region, it was theoretically predicted that a waveguide device as short as 20 µm would be enough to obtain a sufficiently high ER (~ 5 dB) from Ge/SiGe MQWs with low optical loss (~ 3 dB)[139].

Figure 3 .

 3 Figure 3.19: (a) Schematic view and (b) scanning electron microscope (SEM) images of the fabricated device; (c) The fundamental optical mode of the waveguide; (d) Detailed cross section of the fabricated diode.
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 3321322 Figure 3.20: (a) Absorption spectra of 3 µm wide 90 μm long Ge/SiGe MQW waveguide as a function of wavelength and photon energy for reverse bias voltages of 0, 2, 3, 4, and 5 V.Extinction ratio of the waveguide (b) between 0 and 3, 4, 5 V (c) for a voltage swing of 2 V between 2 and 4 V and 3 and 5 V and (d) for a voltage swing of 1 V between 3 and 4 V.

  optoelectronic devices with varied optimum QW thickness values for light modulation and detection can be deposited at the same time, thanks to the local loading effect of different growth window sizes [140]. This section reports detection characteristics including dark currents, optical responsivities, and high speed performance of Ge/SiGe MQWs at room temperature in both surfaced-illuminated and waveguide configurations. The Ge/SiGe MQW thickness and composition are the same as those used in the development of high speed EA modulator in chapter 3.

section 2 . 2 .

 22 2 without the use of the deep etching step. The detail cross section, optical microscope view, and SEM image of the fabricated photodiode are given in Fig. 4.1(a), (b), and (c), respectively. The schematic view of the fabricated devices can also be seen in chapter 2 (Fig. 2.3(b)). Light was vertically injected on the top surface of the photodiode with different diameters of 12, 16, 20, 30, and 50 µm. As shown in Fig 4.1(b), the p-i-n diode was embedded in a coplanar electrode to facilitate high speed electro-optical characterization.

Figure 4 . 1 :Figure 4 . 2 :

 4142 Figure 4.1: (a) Cross section of the Ge/SiGe MQW surface-illuminated p-i-n photodiode. The mesa diameters are 12, 16, 20, 30, and 50 µm. The doping concentration is ~ 1x10 18 cm -3 for both p-and n-type contacts. Light was vertically injected on to the diode top surface. (b) Optical microscope and (c) SEM views of a fabricated surface-illuminated p-i-n photodiode.

Figure 4 . 3 :

 43 Figure 4.3: Dark currents (without illumination) as a function of reverse bias voltage for the Ge/SiGe MQW photodiodes with various mesa diameters.

Figure 4 . 4 :

 44 Figure 4.4: The optical responsivities as a function of reverse bias voltage and light wavelength.

Figure 4 . 5 :

 45 Figure 4.5: I-V characteristics with and without illumination at 1405 nm

Figure 4 . 6 :

 46 Figure 4.6: Diagram of the system for measuring small-signal frequency response of the Ge/SiGe MQW surface-illuminated photodiodes.

Figure 4 . 7 :

 47 Figure 4.7: (a) Normalized optical response of the Ge/SiGe MQWs photodiode at -4 V bias with different mesa diameter. The optical bandwidths were measured to be 4.2, 11.7, 16, 21.2, and 26 GHz for photodiodes with mesa diameter of 50 µm, 30 µm, 20 µm, 16 µm, and 12 µm, respectively. (b) Normalized optical responses of the 12 µm photodiodeat different bias voltages. The measured optical bandwidth was larger than 30GHz at a reverse bias of -7 V. (c) The measured optical bandwidth as a function of reverse bias and mesa diameter.

4 . 8 .

 48 Fig. 2.7(b)). The waveguide is 3 µm wide and 20 or 80 µm long. Light was injected into the input facet of the waveguide photodetector as shown in the inset of Fig 4.8. A coplanar electrode was employed to enable high speed characterizations of the waveguide photodetector.

Figure 4 . 8 :

 48 Figure 4.8: Schematic view showing cross section of Ge/SiGe MQW waveguide photodetector. In the inset, optical microscope view of a waveguide photodetector. Length of the waveguide photodetector is either 20 or 80 µm.

Figure 4 . 9 :Fig. 4 .

 494 Figure 4.9: Diagram of the system for measuring I-V characteristics from the waveguide Ge/SiGe MQW photodetector.

Figure 4 . 10 :

 410 Figure 4.10: Dark currents (without illumination) as a function of reverse bias voltage from waveguide Ge/SiGe MQW photodetectors.

Figure 4 .

 4 Figure 4.11: I-V characteristics under different reverse bias voltages of the 80 µm long waveguide photodetector with and without illumination at a wavelength of 1405 nm for two values of input optical power.

Figure 4 . 12 :

 412 Figure 4.12: Optical responsivity spectra at different reverse bias voltages.

  representative of the material absorption spectra (I  ) only if the absorption length (L) is short enough. Moreover, from calculation in Fig 4.13(b) and (c), maximum responsivity of around 1 A/W was obtained at 1405 nm for 80 µm long waveguide. The lower experimental responsivity of 0.8 A/W obtained from the measurement is potentially due to the assumption on scattering and radiation losses and on the exact value of the absorption coefficient and coupling loss. Additionally, calculation with a much higher overlap factor showed that there would be no significant increase in the responsivity, indicating that 80 µm is long enough to absorb almost all light.

Figure 4 . 13 :

 413 Figure 4.13: Calculated responsivity of Ge/SiGe MQWs as a function of absorption length of (a) 0.5µm, (b) 50µm, and (c) 100µm using Eq. 4.1, and Ge/SiGe MQW absorption coefficients from Ref. 96.

Figure 4 . 14 :

 414 Figure 4.14: Diagram of the system for measuring eye diagram of the Ge/SiGe MQW waveguide photodetector at 10 Gb/s.

Fig 4 .

 4 Fig 4.15: (a) 10 Gb/s optical output at 1405 nm of a commercial LiNbO 3 modulator, detected by the optical input of the oscilloscope. (b-e) 10 Gb/s electrical outputs of the Ge/SiGe MQW waveguide photodetectors for 80 µm long photodetector at wavelengths of (b) 1405 and (c) 1420 respectively, and for 20µm long photodetector at wavelengths of (d) 1405 and (e) 1420

Fig 4 .

 4 Fig 4.15(a) presents 10 Gb/s optical signal of the commercial LiNbO 3 modulator at 1405 nm, detected by the optical input of the oscilloscope. This signal was used to inject into the waveguide photodetector. The electrical response of the photodetector with different lengths and wavelengths is shown in Fig 4.15(b-e). Open eye diagrams presented in Fig. 4.15(b) and (c) demonstrate 10 Gb/s operation of the 80 µm waveguide photodetector under -3 V bias at the wavelength of 1405 and 1420 nm respectively. Also, from Fig. 4.15(d) and (e)
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 2 Room temperature direct-gap electroluminescence from Ge/SiGeMQWsAs briefly discussed in chapter 1, bulk Ge has recently emerged[START_REF] Liu | Tensilestrained, n-type Ge as a gain medium for monolithic laser integration on Si[END_REF][START_REF] Liu | Ge-on-Si laser operating at room temperature[END_REF][START_REF] Camacho-Aguilera | An electrically pumped germanium laser[END_REF] as an interesting candidate for future electrically-pumped light source around the telecommunication wavelength range (≥ 1.55 µm) monolithically integrated on silicon. This is, in fact, one of the ultimate goals in semiconductor research[5, 147]. Despite being an indirect gap material, optical gain around telecommunication wavelength has been demonstrated from Ge direct-gap transition[148, 149]. The "quasi" direct-gap nature of Ge due to the small (approximately140 meV) energy difference between its direct and indirect conduction band minima at room temperature makes it possible to exploit Ge direct-gap transition rather efficiently as referred in chapter 1. Moreover, the direct optical transition in Ge is a very fast process with a radiative recombination rate five orders of magnitude higher than the one of the indirect transition[150]. Therefore, as the direct-gap emission in Ge should be as efficient as that of direct-gap III-V materials, research efforts have been put to achieve population inversion at center of the the Brillouin zone (point) of Ge. Tensile strain to further reduce the energy difference between conduction band minima at  and L points and n-doping to fill the indirect L valleys forcing the injected electrons to occupy the higher energy states in direct gap  and indirect gap L valleys have been used recently[75-77, 148, 149].QW structures are one of the most employed structures to enhance light emitting performance of conventional photonic devices based on III-V materials[START_REF] Iga | Surface emitting semiconductor lasers[END_REF][START_REF] Jewell | Low-threshold electrically pumped vertical-cavity surface-emitting microlasers[END_REF][START_REF] Steinmann | Improved behavior of monolithically integrated laser/modulator by modified identical active layer structure[END_REF][START_REF] Kobayashi | Design and Fabrication of 10-/40-Gb/s, Uncooled Electroabsorption Modulator Integrated DFB Laser With Butt-Joint Structure[END_REF]. This is due to favorable density of states in the QWs which allows lower current density to obtain population inversion. Selection rules in QW structures also allow material engineering to achieve gain either from TE or TM polarization light [151]. Therefore, it is interesting to study light emitting properties of Ge/SiGe MQWs. This section reports on the first experimental demonstration of room temperature direct gap electroluminescence (EL) from a Ge/Si 0.15 Ge 0.85 MQWs. 3 µm wide and 80 or 300 µm long edge emitting p-i-n diodes were used. Light emission of the excitonic HH1-c1 transition was studied at different current injections and temperatures in order to understand the related physical mechanisms. Polarization properties of the emitted light were also studied to confirm that the EL originates from recombination with a HH state. The tested devices of 3 µm wide and 80 or 300 µm long waveguides have the same configurations, fabrication steps, and epitaxial growth as those of waveguide EA modulator and photodetector shown in the section 3.3 and 4.1.2, respectively. The optical microscope image, the cross section, and typical I-V characteristics of the devices can be seen in the Fig 4.8 and 4.10.

Fig 4 . 16 :

 416 Fig 4.16: Diagram of the measurement system of room temperature electroluminescence of Ge/SiGe MQWs.

Fig 4 .

 4 Fig 4.17: (a) Room temperature EL spectra of the 80 µm long Ge/SiGe MQW diode as a function of injection currents. In the inset, the band diagram of the Ge/SiGe MQWs (energies not to scale): c1 and cL1 are the energies of the lowest confined QW states in the conduction band at  and L valleys, respectively, and HH1 and LH1 are the lowest confined QW states in the valence bands, associated with the heavy and light holes, respectively. A clear peak in the EL was seen at around 1420 nm corresponding to the excitonic HH1-c1 transition. (b) Comparison between EL spectra from 80 and 300 µm long Ge/SiGe MQW diodes at three values of injection current.

Fig. 4 .

 4 Fig.4.17(a) shows the measured room temperature EL spectra from the Ge/SiGe MQW diode, without any temperature stabilization. The measured EL peaks cover and are consistent with the spectral region of the HH1-c1 PL peak at room temperature from the absorption spectra of the same Ge/SiGe MQW structures reported in this thesis. A clear excitonic HH1-c1 transition was observed in the EL spectra. An increase in the EL intensity with increasing injection currents was obtained, indicating that the measured optical signal was due to the injected electrons. At low injection current, there was a broad peak in the EL at around 0.88 eV, shifted from the 0.80 eV of bulk Ge due to both the confinement effect in the QWs and the strain between the Ge QWs and the virtual buffer as observed in all previous modulation and detection investigations. Fig.4.17(b) shows EL spectra from 80 and 300 µm long edge emitting diode at given values of injection currents. An increase in EL intensity by factor of approximately 3.5 was consistently observed at every current density, corresponding well to the increase in diode length. As well, this indicated that the detected EL spectra originated from the Ge/SiGe MQW devices.

Fig. 4 .

 4 Fig. 4.18: EL peak wavelength (excitonic HH1-c1 transition) as a function of current density.

Fig. 4 .

 4 Fig. 4.19: EL peak intensity (excitonic HH1-c1 transition) as a function of current density.

Fig. 4 .

 4 Fig. 4.20: EL spectra at different temperatures and constant currentdensity of 1.3 kA/cm 2 from a 300 µm long waveguide.

Fig. 4 .

 4 Fig. 4.21: EL spectra from 80 µm long diode for different injection currents obtained with and without an optical polarizer between the output facet of the waveguide and the detector. EL spectra in TE polarization were consistent with the EL spectra obtained with no optical polarizer. No EL was observed in TM polarization.

For device characterization, chapter 3

 3 reports characterization setup and experimental results on the electro-absorption properties and performance of the Ge/SiGe MQWs based on quantum-confined Stark effect. Firstly, various DC electro-optic characterizations were performed to verify the existence of the QCSE from Ge/SiGe MQWs grown by LEPECVD, which was the first step before investigating its rapidity and other photonic functionalities. As shown in section 3.1, QCSE from Ge/SiGe MQWs was experimentally observed using optical transmission, photocurrent, and differential transmission measurements at room temperature.One of the primary aims was to investigate light modulation properties of the Ge/SiGe MQWs in waveguide configurations as usually preferred in integrated optics. As shown in section 3.2, the first demonstration of room temperature QCSE in Ge/SiGe MQWs with light propagating parallel to the plane of the Ge/SiGe MQWs waveguide was experimentally achieved using 100 µm wide planar waveguides. The strong polarization dependence of QCSE from Ge/SiGe MQWs was successfully shown for the first time. The waveguide configuration allowed the electro-absorption performance to be assessed with both TE and TM polarizations.Subsequently, I proceeded to experimentally investigate modulation properties and high speed performance of a 3 µm wide and 90 µm long Ge/SiGe MQWs waveguide embedded in coplanar electrodes. High speed modulation performance from Ge/SiGe MQWs was firstly demonstrated upto 23 GHz. The Ge/SiGe MQWs exhibited a wide spectral range with ER greater than 9 dB with the use of only 90 µm long device with an estimated energy consumption of as low as 108 fJ per bit. Interestingly, this rather impressive modulation performance was obtained with only 12% overlap factor between the optical mode and the MQW active region, opening an opportunity to have further significant improvement in its performance with optimized structures.

  The photodiodes were shown to have a relatively low dark current of around 200 mA/cm 2 . It was also shown that Ge/SiGe MQW photodiode with high speed performance very close to the fundamental carrier transit time limitation can be obtained. An optical bandwidth compatible with 40 Gb/s data transmission was demonstrated for the first time from Ge/SiGe MQWs. For the waveguide photodetectors, similar dark current values were obtained. An enhancement in optical responsivitiy values were achieved because waveguide structures naturally increase the absorption length and dissociate it from the carrier collection paths to maintain good high speed performance. 10 Gb/s detection was demonstrated from the waveguide photodetectors at high values of optical responsivity. Finally, in section 4.2, I studied light emitting properties of the Ge/SiGe MQWs. The first experimental demonstration of room temperature direct gap electroluminescence (EL) from Ge/SiGe MQWs was reported. The EL characteristics of the Ge/SiGe MQW waveguide were successfully measured. Light emission enhancement due to quantum confinement at Ge direct-gap excitonic HH1-c1 transition was demonstrated through electrical injections at
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 21 Optimized Ge/SiGe MQW waveguide for high performances electroabsorption modulator and photodetectorIt was shown in chapter 3 (Fig 3.19) that only 12 % of the optical mode was overlap with the MQW region in the waveguide structure under investigation. By improving the overlap factor between the optical mode and the Ge/SiGe MQW region, smaller devices with even lower energy consumption and comparable ER could be expected. This could be obtained by optimizing the thickness of the relaxed buffer, spacer, and p and n doping regions. Moreover the number of quantum wells should be further reduced in order to obtain large change in absorption coefficients with lower bias voltage.It is also worth mentioning that due to the contradictory requirements between low insertion loss of an optical modulator and high optical responsivity of a photodetector, it can be observed from chapter 4 (Fig 4.12) that the optimal operating wavelength of the waveguide modulator (1430 -1450 nm) and waveguide photodetector (< 1430 nm) is slightly different at the same level of bias voltage. Among several options, selective growth of Ge/SiGe MQWs into different growth window sizes can be used to simultaneously deposit Ge/SiGe MQWs that optimally modulate, detect, and generate light at the same wavelength region thanks to the local loading effect of different growth window sizes[140].

  Ge 0.85 MQWs has optimum working wavelength at room temperature around 1.4-1.45 µm, it is interesting to investigate the use of Ge/SiGe MQWs at near-by popular telecommunication wavelength of 1.31 µm and 1.55 µm. In the later part of this PhD works, I have proposed a strain-balanced design of 10 nm thick Ge well and 15 nm thick Si 0.35 Ge 0.65 barriers on relaxed Si 0.21 Ge 0.79 virtual substrate to obtain strong QCSE around 1.31 µm. Diode fabrication and measurement were performed by Mohamed-Said Rouifed, a PhD student, with whom I have been working during the third year of my PhD works and which I trained on clean-room fabrication and characterization set-up.

Figure 5 . 1 :

 51 Figure 5.1: Light absorption at different bias voltages from surfaced-illuminated diode based on the proposed strain-balanced Ge/Si 0.35 Ge 0.65 MQWs. (Figure credited to M.S. Rouifed)

Ge/

  SiGe MQWs into a selective area on patterned silicon substrate has been recently shown to be one of the possible approaches to realize the objective [153]. J. Frigerio, a PhD student at L-NESS laboratory, has been working on the development of direct growth of high quality Ge/SiGe MQWs on unpatterned Si substrate. A high quality Ge/SiGe MQWs with estimated dislocation density of 10 7 cm -2 and less than 1 nm surface roughness have been obtained on Si with only 380 nm thick of buffer layer using cyclic annealing technique. P-i-n diodes fabricated by M. S. Rouifed and myself from various Ge/SiGe MQW wafers based on the developed thin buffer have shown good IV characteristics. Absorption spectra obtained from photocurrent measurement show a clear excitonic transition and QCSE at different reverse bias. These results pave the way toward the development of waveguide-integrated Ge/SiGe MQWs on silicon-on-insulator platform, which is commonly used in silicon photonic industry.

Figure 5 . 2 :

 52 Figure 5.2: Intrinsic optical absorption spectra of Ge-rich SiGe alloys at 296°K. [154]

Figure 5 . 3 :

 53 Figure 5.3: A schematic view of the fabricated optical link consisting a Si 0.2 Ge 0.8 waveguideintegrated Ge/Si 0.15 Ge 0.85 MQWs modulator and detector. The evanescent optical coupling between the waveguide and the MQWs is enabled by the use of an optical taper to decrease light reflection.

Figure 5 . 4 :

 54 Figure 5.4: An optical microscope view of (a) a fabricated optical link consisting of a Ge/Si 0.1 Ge 0.85 MQWs optical modulator connected with a Ge/Si 0.1 Ge 0.85 MQWs photodetector through Si 0.2 Ge 0.8 waveguide, and individual Si 0.2 Ge 0.8 waveguide-integrated (b) optical modulator and (c) photodetector.

  

  

  

  

  

  

  

  

  

  

. Electroluminescence à température ambiante des structures à puits quantiques Ge/SiGe

  

	En conclusion, le photodétecteur en configuration guide d'onde présente un faible
	courant d'obscurité, de même densité que les photodiodes à illumination par la surface.
	Contrairement aux structures à illumination par la surface, l'utilisation d'une structure guide
	d'onde nous a permis d'obtenir un photodétecteur présentant simultanément une grande
	sensibilité optique et de bonnes performances fréquentielles. Une sensibilité optique de 0.8
	A/W a été obtenue simultanément à un taux de transmission de 10 Gb/s.
	3Les propriétés d'émission de lumière dans les structures à puits quantiques Ge/SiGe
	ont été étudiées dans des diodes pin à illumination par la tranche. Pour la première fois
	l'électroluminescence (EL) autour de la bande interdite directe de ces structures a été
	démontrée et étudiée. Les mesures ont été faites dans la même gamme spectrale que celle
	utilisée pour le modulateur et le photodétecteur, et l'émission de lumière autour de la
	transition excitonique HH1-c1 a été étudiée pour différents courants électriques injectés dans
	la diode, et différentes températures, dans le but de comprendre les phénomènes physiques
	mis en oeuvre. La polarisation de la lumière émise a également été étudiée, pour confirmer
	l'origine de l'EL
	Le spectre d'EL est enregistré avec un spectromètre (Jobin Yvoni HR320) couplé à un
	détecteur InGaAs refroidit à l'azote. La lumière émise par des guides d'onde est collectée par
	la tranche du guide grâce à un objectif. L'injection électrique est réalisée par un pulse de
	tension, à 1kHz et 30% de « duty cycle ».
	10 -1 provenant d'un générateur PRBS (Pseudo-Random Bit
	Sequence) est utilisé pour alimenter électriquement un modulateur optique commercial au
	niobate de lithium. Le signal optique à 10 Gbit/s issu du modulateur est ensuite couplé dans le
	photodétecteur. Une tension électrique constante est appliquée sur le photodétecteur, de
	manière à collecter efficacement les porteurs photo-générés. Le photocourant est ensuite
	collecté par une sonde RF fonctionnant jusque 40 GHz, et enregistré sur l'entrée électrique
	d'un oscilloscope présentant une impédance d'entrée de 50 Ω. Un diagramme de l'oeil ouvert
	est obtenu à 10 Gbit/s sous une tension inverse de -3 V et à la longueur d'onde de 1420 nm
	(figure 15).
	xxvi
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Spectre d'EL obtenu avec et sans polariseur optique entre la facette de sortie du guide

  2 , pour la diode de 300 µm de long et le détecteur. En polarisation TM, il n'y a pas d'EL.

	constante de Boltzmann et A un coefficient de proportionnalité. En prenant en compte les recombinaison de porteurs mettant en jeu un état de trous lourds (HH). La différence de
	effets liés à la contrainte et au confinement quantique, la différence d'énergie entre les états niveau entre les mesures sans polariseur et avec le polariseur en position TE sont dues aux Chapter 1. Introduction
	et L, ∆E L , est estimée à 180 meV dans notre échantillon [17]. Le comportement pertes optiques du polariseur.
	superlinéaire de l'intensité d'électroluminescence en fonction du courant injecté a pu ainsi Silicon-based photonic components have exhibited a truly remarkable development for
	the past ten years. Passive control of light using compact Silicon (Si) waveguides has been être attribué à l'excitation thermique des électrons leur permettant de passer du minimum de la bande de conduction (L) au minimum local correspondant à la bande interdite directe (). 4. Conclusion impressively developed since early 2000s [1-3]. For active control of light, the announcement
	Cette augmentation de l'intensité d'électroluminescence de la transition HH1-c1 en fonction Le but de cette thèse a été d'étudier en détail les propriétés optiques et of the first gigahertz (GHz) silicon modulator by Intel in 2004 [4] can be regarded as the
	de la température a été confirmée par une mesure des spectres d'electroluminescence à densité optoélectroniques des structures à puits quantiques Gemanium/Silicon-Germanium (Ge/SiGe) milestone toward the development of active building blocks used in nowadays Si-based
	de courant constante, et à différentes températures imposées extérieurement à l'aide d'un pour la modulation, la photodétection et l'émission de lumière. J'ai ainsi réalisé le premier optoelectronic integrated circuits (IC) including silicon modulators, germanium
	peltier. (figure 18). Entre 20 et 50°C l'intensité d'électroluminescence est doublée, ce qui modulateur optique à électroabsorption à puits quantiques Ge/SiGe, en configuration guide photodetectors, and III-V lasers on silicon [5-7]. These developments are now resulting in
	correspond avec l'équation ci-dessus.Ces résultats sont également cohérents avec les mesures d'onde, et présentant simultanément une grande rapidité et une faible puissance consommée. commercially-available Si-based 100 Gigabit (Gb) optical transceiver chip, which already
	de photoluminescence dans une structure similaire (référence 16), dans lesquelles l'excitation Concernant la photodétection, j'ai montré que des photodiodes rapides pouvaient être become one of the premier options for data communication in server clusters or data storage
	thermiques des porteurs de L vers a été également observée. obtenues à la fois pour des structures à illumination par la surface et en configuration guide centers, considered high-volume markets [8, 9].
	d'onde. Une bande passante compatible avec des transmissions de données à 40 Gbit/s a ainsi
	pu être démontrée pour la première fois. Enfin pour l'émission de lumière, j'ai réalisé les
	premières caractérisations d'électroluminescence (EL° à température ambiante, autour de la
	bande interdite directe (transition excitonique HH1-c1). Une augmentation de l'efficacité
	d'EL à plus grande température a pu être expliqué par l'excitation thermique des porteurs des
	vallées L vers En raison des règles de sélection dans les structures à puits quantiques
	Ge/SiGe, une polarisation TE de la lumière émise a été constatée. Finalement l'ensemble des
	résultats obtenus durant cette thèse montrent que les structures à puits quantiques Ge/SiGe
	sont un candidat de choix pour l'intégration monolithique de l'ensemble des composants
	optoélectroniques sur la plateforme silicium.
	Sur la figure 16 on peut constater un décalage vers les hautes longueurs d'onde du Figure 19 : Finalement les mesures d'absorption dans les structures à multi-puits quantiques
	spectre d'EL, lors de l'augmentation du courant électrique, dû à l'échauffement de Ge/SiGe en configuration guidée nous ayant montré que seule la lumière polarisée TE (champ
	l'échantillon, créant une réduction de la bande interdite. L'intensité du pic d'EL (transition électrique parallèle au plan des puits quantiques) est absorbé par la transition HH1-c1 [18],
	HH1-c1) en fonction du courant injecté pour le guide de 300 µm de long est reportée sur la nous avons étudié la polarisation de l'électroluminescence mesurée. Pour cela nous avons
	figure 17. Les valeurs mesurées suivent la loi A×J×exp(-∆E L /kT), où J est la densité de utilisé un polariseur en espace libre entre la sortie de l'échantillon et l'entrée du détecteur. En
	courant, T la température pour chaque valeur de densité de courant, estimée par la méthode ajustant le polariseur sur les polarisations TE ou TM nous avons pu constater que la lumière
	des coefficients de Varshni,∆E L est la différence d'énergie entre les états et L, k est la émise est effectivement polarisée TE (figure 19), confirmant que l'EL provient de la
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  Ge/SiGe MQWs with 10 nm thick Ge well and 15 nm thick Si 0.15 Ge 0.85 barriers with different number of periods(10, 20, and 50) grown on 4 inch Si wafers by LEPECVD system were obtained from L-NESS. As the lattice parameter of Ge is 4.2% larger than that of Si, Si 1-x Ge x relaxed buffer is required to grow Ge/SiGe MQWs on Si. The 10 nm well and 15 nm barrier thickness are used so as to have the weighted average of Ge concentration within the MQWs equal to that of Si 0.1 Ge 0.9 buffer. As a result, the MQW structure is strain balanced, preventing the strain to be accumulated and allows the growth of MQW structures with high number of Ge QWs. Benefits of Ge/Si 0.15 Ge 0.85 MQWs used for the first investigation are also discussed in chapter 1.

Table 3 .

 3 

1. Summary of device configurations, characterization techniques, and measured optical modulation properties reported in this chapter.

  Si 3 N 4 and/or SiO 2 deposition and patterning, metallization, and 90 µm deep etching as thoroughly explained in the section 2.2.2.1, 2.2.2.3, 2.2.2.4, and 2.2.2.5 respectively.

Table 3 .

 3 2. Selection rules for interband transitions obtained from the absolute values of the transition matrix elements at the  point[135]. z is the direction perpendicular to the QW plan; x and y are the direction parallel to the QW plan as in Fig 3.10. E x , E y , and E z are electric fields oscillate in the x, y, and z directions respectively.

	Propagation direction	Direction of electric field component as in Fig 3.10. E x E y E z	Type of transitions
	z direction	2 	2 	impossible	n HHn  c 
	y direction	2 	impossible	forbidden	n HHn  c 
	z direction	6 	6 	impossible	n LHn  c 
	y direction	6 	impossible	6 2	n LHn  c 

  .1)Where I is photocurrent, P is incident optical power,  is coupling efficiency, is Ge/Si 0.15 Ge 0.85 MQWs absorption coefficient,  is overlap factor in the QW region, L is device length, q is elementary charge,  is wavelength, h is the Planck constant, and c is speed of light. The overlap factor of the first TE mode with the MQW region was calculated to be 12% as previously discussed in the section 3.3. The values of Ge/Si 0.15 Ge 0.85 MQWs absorption coefficient used in the calculation are as reported in Ref.96. 

  1-y Ge y graded buffer from Si to Si 0.21 Ge 0.79 . Then 2µm of Si 0.21 Ge 0.79 relaxed virtual substrate was grown. The active regions consisted of a 500nm boron-doped Si 0.21 Ge 0.79 layer, a 50 nm Si 0.21 Ge 0.79 spacer, 20 periods of 10 nm Ge well and 15nm Si 0.35 Ge 0.65 barrier, a 50nm Si 0.21 Ge 0.79 cap layer, and 100 nm phosphorus-doped Si 0.21 Ge 0.79 n-type layer. The typical QCSE at 1.3 µm achieved through photocurrent measurements is shown in Fig 5.1. The blue shift of the absorption spectra to 1.3 µm is due to the fact that Ge QWs is under higher compressive strain by using Si 0.21 Ge 0.79 relaxed buffer. The Ge/Si 0.35 Ge 0.65 MQWs was designed to have the same Ge concentration as that in the relaxed buffer; hence, a high quality strain-balanced MQWs can be grown.
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