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INTRODUCTION

Although significant improvements have been achieved in mitigating road traffic fatalities, frontal impacts play a predominant role in the frequency of road traffic fatalities as they account for up to 46% of the mortality [START_REF] Klanner | Status report and future development of the euro ncap program[END_REF]. This impact configuration often causes bony fractures mainly in the thoracic region. In particular, several studies have reported that elderly people are susceptible to sustain sternum and rib fractures, thereby, leading to high mortality and morbidity rates [START_REF] Lafont | Vieillissement et gravite des atteintes lesionnelles des victimes d'accident de la circulation routiere: Ageing and injury severity among road traffic accident victims[END_REF][START_REF] Ndiaye | Thorax vulnerability of female car users reported by the road accident field[END_REF]).

Yet, age is a global parameter, strongly linked to corpulence and it seems important to define their influence on intrinsic parameters explaining thorax mechanical response in dynamic loading: properties of biological tissues (bone, cartilage), costo-vertebral and costo-chondral joint stiffness and joint limits, thorax morphotypes (spine curvature, rib angle).

Work schedule n° 2 "Thorax vulnerability of elderly car users" project was conducted at Ifsttar in partnership with Toyota Motor Europe. It aimed to quantify the influence of age on thorax mechanical response and its consequences on injury mechanisms in frontal impacts.

For that, two steps were defined:

First, to identify the age specificities on thorax mechanical response by performing a in vivo parametric study Secondly, to show the ability of personalized FE human body model to predict increased injury risk.

First objective of the thesis is to develop and implement an in vivo test protocol to analyse the link between subject intrinsic parameters (gender, age, corpulence, morphology of the thorax)

and thorax mechanical response under belt loading. This analysis should answer the following questions:

What are the parameters explaining the thorax mechanical response during an anteroposterior loading?

What is the influence of age genders and BMI on these parameters?

In addition, there are no injury assessment tools accounting for differences in anatomical features and biological material properties that are observed between adults and elderly.

Compare to ATD, human numerical models have the potential to predict local physical variables that can be related to injury. Moreover, they offer a large potential of customization in term of geometry, material and joint properties. Nevertheless, the choice of the level of customization and its sensibility to predict thoracic injury risk is still a scientific obstacle.

Thus, the second objective of the thesis is to use customize FE models to do the same analysis in the injurious domain. For that, first step aims at implementing a geometrical personalisation process in order to adapt the geometry and the posture of a human FE model to various cases. Second is based on simulations in the injurious domain to isolate the role of geometrical parameters possibly linked to the thorax mechanical response under dynamic loading and their role in severity.

In Chapter 1, after some anatomical description of the thorax, thoracic injury mechanisms are summarized. Then, a state of the art of thorax mechanical response in antero-posterior loading and thoracic injury criteria is presented. Their limitations to account for differences in anatomical features and material properties between adults and elderly were listed. Finally, the benefit of in vivo experiments to enlarge the limited amount of available response data and the potential of personalized numerical model to predict personalize risk injury were also presented.

Chapter 2 presents first the in vivo protocol for the analysis of thorax mechanical response under belt loading carried out on adults of various anthropometries and age. Then, the influence of age and overweight on thorax mechanical response is analyzed.

Chapter 3 describes the methodology used to personalize the geometry and posture of the THUMS model using external landmarks and anthropometric dimensions taken on volunteers.

The process was assessed on one subject by comparing computed thorax geometry and IRM data and on other subjects by comparing anthropometric dimensions.

Chapter 4 provides the analysis of simulations of personalized models of six specific subjects. First, a validation of the models under a low pulse is presented. Then, simulations of more severe pulse are used to compare different levels of personalization in the injury risk.

CHAPTER I -STATE OF THE ART

Anatomy of the human thorax

The human thorax is the upper part trunk between the neck and the abdomen. The thoracic region is bounded above by the shoulder girdle and the first pair of ribs, posteriorly by the thoracic spine and the posterior arch of the ribs, laterally by the ribs and anteriorly by the sterno-costal plastron.

The thoracic segment consists of:

the bony structure of the thorax or ribcage which protects the viscera contained therein, the musculature and the skin which constitute the outer shell of this segment, the intra-thoracic viscera (heart, lungs, vessels ...).

Ribcage

The ribcage is formed by the sternum, twelve pairs of ribs with cartilage and twelve thoracic vertebrae (Fig. 1). The main role of the rib cage is to maintain and protect vital organs and visceral structures. The ribs are posteriorly attached to the thoracic vertebrae. Anteriorly, the upper seven pairs of ribs are directly fixed to sternum by the mean of an elastic cartilage, the costal cartilage. The 8 th , 9 th and 10 th pairs of ribs join indirectly the sternum with the costal cartilages of the ribs above. The two last (11 th and 12 th ) pairs of ribs, called floating ribs, are attached to the posterior abdominal wall muscles.

Sternum

The sternum is a symmetrical long flat bony plate where the ribs are attached. Although it is fused, the sternum consists of three main parts: manubrium, body of sternum and xiphoid process. The sternal angle is located at the point where the body joins the manubrium. While manubrium and the body are constituted of bone, the xiphoid process is cartilaginous for youth, but more or less ossified for the adult.

Costal cartilages

The costal cartilages are bars of hyaline cartilage that connect ribs 1-10 to the sternum (either directly for the true ribs or indirectly for the false ribs). The junction between costal cartilage and rib is termed the costo-chondral junction. All costo-chondral junctions are hyaline cartilage joints which firmly bind the rib to the cartilage via continuity of the perichondium (the fibrous outer layer of the cartilage) with the periosteum (the fibrous outer layer of the rib bone). No relative motion occurs between the rib and the cartilage at the costo-chondral junction (Moore and Dalley 1999). The junctions between costal cartilage and sternum are called the sterno-costal junctions. The sterno-costal junction of the first rib consists of a primary cartilaginous joint which do not allow motion between the cartilage and the manubrium [START_REF] Forman | The structural characteristics of the costal cartilage: The roles of calcification and the perichondrium, and the representation of the costal cartilage in finite element models of the human body[END_REF]. The sterno-costal junctions of the second through seventh ribs consist of synovial joints which allow some relative rotation between the cartilage and the sternum during respiration (Moore and Dalley 1999).

During the inspiration, the elevation of ribs leads the costal cartilages to undergo a movement of rotation relatively to the sternum (chondrosternal joint) and torsion around their longitudinal axis. The energy expended on the inspiration is stored by the cartilages thanks to their elastic deformation. At the time of muscle relaxation, the cartilages via their elasticity take part in the return of thorax to its initial position [START_REF] Kapandji | Anatomie fonctionnelle[END_REF].

The costal cartilages contribute very materially to the elasticity of the walls of the thorax especially the perichondrium, that surrounds the costal cartilage [START_REF] Forman | The structural characteristics of the costal cartilage: The roles of calcification and the perichondrium, and the representation of the costal cartilage in finite element models of the human body[END_REF].

Limited studies have investigated the material properties of the costal cartilage. [START_REF] Yamada | Strength of Biological Materials[END_REF] provided a Young's moduli of costal cartilage of 26 MPa often used in simulation [START_REF] Yamada | Strength of Biological Materials[END_REF]. Nevertheless, Yamada found a strain-softening in tension and a greater stiffness in compression, contrary to nearly all other data available on the mechanical behaviors of hyaline cartilages [START_REF] Forman | The structural characteristics of the costal cartilage: The roles of calcification and the perichondrium, and the representation of the costal cartilage in finite element models of the human body[END_REF]. These differences are likely due to a difference in test methods, and it is difficult to resolve these differences due to the absence of a test method description in Yamada reference [START_REF] Forman | The structural characteristics of the costal cartilage: The roles of calcification and the perichondrium, and the representation of the costal cartilage in finite element models of the human body[END_REF].

Rib anatomy

The rib is described as elastic flat and long bone with two faces (internal / external) and two edges (top / bottom), and with three curvatures in space:

A curvature along the faces: a medially concave curvature with two bends which are called posterior angle (costal angle) and anterior angle.

A curvature along the edges: it gives the appearance of an S-shape with a back end and one end rose ventral plunging.

A curvature along the axis: it corresponds to the torsion on the rib, and explains that the side of the dorsal segment of the rib is directed downward and backward, while that of the ventral segment is oriented upward and forward.

The rib consists of three parts:

The posterior or vertebral extremity: it consists of a head, a neck and a tuberosity. The head is composed of two facet joints that come to articulate with the thoracic vertebrae.

The tubercle is protruding rib back; its articular surface meets the articular surface of the transverse process of thoracic vertebra of same number.

The body is the main part of the rib that takes origin in the tubercle, follows the direction of the neck on a short ride, then bent inwards, forming the costal angle. The body is flattened from within.

The ventral or anterior extremity: it consists of an excavation that receives the outer end of costal cartilage (costo-chondral junction). The body of the rib is made of highly vascular trabecular (or "spongy") bone (with interstitial bone marrow), surrounded by a thin outer layer of dense cortical bone (Fig. 3). It was found that the distribution of cortical bone was non-uniform and the geometry of cross section very variable as showed in Fig. 3 [START_REF] Mohr | Geometry of human ribs pertinent to orthopedic chest-wall reconstruction[END_REF].

a) Cross-sectional view of rib body from a μCT scan [START_REF] Forman | The structural characteristics of the costal cartilage: The roles of calcification and the perichondrium, and the representation of the costal cartilage in finite element models of the human body[END_REF] b) Variation of rib cross-section along the longitudinal axis [START_REF] Mohr | Geometry of human ribs pertinent to orthopedic chest-wall reconstruction[END_REF]. MPa [START_REF] Burstein | Aging of bone tissue: mechanical properties. The Journal of bone and joint surgery[END_REF][START_REF] Yamada | Strength of Biological Materials[END_REF]. The behaviour of compact bone is different in tension and compression. Although it has a lower modulus of elasticity in compression than in tension, the ultimate stress and strain at failure are greater for a bone subjected to compression [START_REF] Cowin | Bone Biomechanics Handbooks[END_REF]. This observation suggests that the breaking of the compact bone is determined by its ability to withstand tensile loading [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF]. Some material properties of the cortical bone are given in Table 1.

Table 1. Material properties of the cortical bone [START_REF] Yamada | Strength of Biological Materials[END_REF]. Trabecular bone is composed of bone (or trabeculae) and marrow. Its structure has an important role in terms of damping due to the bone marrow that contains therein [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF]. It is heterogeneous, viscoelastic and anisotropic. The tranbecular bone may be considered as a material having an elastic phase, a phase of compaction in compression and a damage phase in tension. Its mechanical behaviour is very sensitive to the shear rate: the modulus of elasticity increases with the strain rate [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF]. Density also plays an important role on the behaviour [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF]). Young's modulus varies from 1.4 to 9800

MPa and the failure stress varies from 0.2 to 25 MPa [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF].

Thoracic vertebrae

Thoracic vertebrae known also as dorsal vertebrae compose the middle segment of the vertebral column, between the cervical vertebrae and the lumbar vertebrae. They are each composed of a vertebral body, two transverse apophyses and a spinous process (Fig. 4). The twelve thoracic bones and their transverse processes have surfaces that articulate with the ribs.

Laterally, the vertebral bodies contain, mostly two facet joints, each of which constitutes half of an articular surface for articulation with the head of a rib. Some rotation can occur between the thoracic vertebrae, but their connection with the rib cage prevents much flexion or other excursion. In this manuscript, we designate the thoracic vertebrae with the letter T followed by the number of the vertebra: for example T7 symbolizes the thoracic vertebra number 7. 

Costovertebral joints

On each level of the thoracic spine, a pair of ribs articulates with the vertebrae by two joints:

the costovertebral joint between the rib head and the intervertebral disc and the vertebral bodies.

the costo-transverse joint between the rib tubercle and the transverse process of the underlying vertebra.

Kapandji hypothesizes that the costovertebral joint, on the one hand, and the costo-transverse joint, on the other hand, are mechanically linked [START_REF] Kapandji | Anatomie fonctionnelle[END_REF]. Their combined movement during breathing is a rotation around a common axis passing through the center of each of these two joints (Fig. 5). For the lower ribs, this axis is closer to the sagittal plane (a), consequently the thoracic cavity space increases along the transversal axis during rib elevation. For the upper ribs, the axis coincides with the frontal plane (b) which increasing the thoracic cavity space along the anterior-posterior direction. In the case of a frontal quasi-static loading of the ribcage, it has been showed that this axis of rotation migrates to remain parallel to the direction imposed [START_REF] Eckert | Costovertebral joint behaviour during frontal loading of the thoracic cage[END_REF].

During inspiration, the elevation of the ribs implies the rotational movement of the costal cartilage relatively to the sternum (chondro-sternal joint) and torsion about the longitudinal axis. The costal cartilage stores potential energy due to the inspiration and releases it, to return to its original position during expiration.

Fig. 5.

Rib's axes of rotations [START_REF] Kapandji | Anatomie fonctionnelle[END_REF]. 

Viscera

The ribcage protects vital organs from injuries involved in respiration and blood circulation.

Thoracic cavity can be divided into three cavities:

the right and the left outer cavities contain the lungs. Each lung is surrounded by a thin membrane called visceral pleura. The entire volume of the rib cage is covered by another thin membrane, the parietal pleura.

the center cavity, called mediastinum, contains the heart, the esophagus, the trachea and large vessels. 

Thoracic trauma in frontal impact

Abbreviated Injury Scale (AIS)

Traumatic injuries referencing and severity are performed with the Abbreviated Injury Scale (AIS). The AIS was developed to provide to researchers a simple numerical method for ranking and comparing injuries by severity and to standardize the terminology describing the lesions.The values of AIS quantify injuries and not their consequences. AIS can be used as an intrinsic ²evaluation of the severity of the injury and not as a measure of disability that may result.

At the end of this section, Table 3 provides an overview of different injuries and their according AIS.

Accidentology

Various parts of the vehicle interior (like the steering wheel, safety belt, or the dashboard) can be in contact with the thorax in frontal collisions. In these conditions, sharp impact to the thorax is rare, occurring only due to obstacles inside or when the occupant is ejected from the vehicle. Consequently, most thorax injuries caused by contact mechanisms are caused by blunt impact.

Statistics showed that thoracic injuries were the main source of serious casualties of elderly ones [START_REF] Lafont | Vieillissement et gravite des atteintes lesionnelles des victimes d'accident de la circulation routiere: Ageing and injury severity among road traffic accident victims[END_REF]. Considering AIS≥2 thoracic injuries in the elderly population, it was observed that it was mainly rib and sternum fractures as showed in Fig. 8 ( [START_REF] Ndiaye | Thorax vulnerability of female car users reported by the road accident field[END_REF].

Fig. 8. Type of thoracic injuries AIS≥2 by genders and age [START_REF] Ndiaye | Thorax vulnerability of female car users reported by the road accident field[END_REF].

It is well established that tolerance of the human thorax under dynamic loading decreases as age increases [START_REF] Zhou | Age effects on thoracic injury tolerance[END_REF]. Using, the published data of PMHS tests under 3-point belt, the injury severity of each age group was assessed by the mean number of thoracic fractures normalized by the value of the 20-29 age group. Under same loading conditions, the injury severity increases substantially as age increases. From these results, it was assumed that the number of rib fractures increases linearly by approximately 0.33 rib fracture per year based on age at the time of death [START_REF] Petitjean | Thoracic injury criterion for frontal crash applicable to all restraint systems[END_REF]. By using the number of fractured ribs of the young group as a standard, Table 2 synthetises the recommended reduction ratios at the injury level of AIS3.

Table 2. Thoracic tolerance reduction ratio with age at the injury level of AIS3 [START_REF] Zhou | Age effects on thoracic injury tolerance[END_REF]. Three different injury mechanisms can be occurred when the thorax is injured in blunt impact: compression, viscous loading and inertia loading of the internal organs. Furthermore any combination of these three basic phenomena can occur [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF].

Age range

The resulting injuries can be categorized as skeletal injuries and soft tissue injuries. Most often the thoracic wall and the lung are injured together with rib fractures, sternum fractures and pleura ruptures. American epidemiological studies have highlighted that internal thoracic vital organ injuries are relatively infrequent in 3-point belt restrained victims in frontal collisions [START_REF] Yoganandan | Thoracic deformation contours in a frontal impact[END_REF].

Thoracic injuries mechanisms

Rib fractures

The rib fracture is the complete rupture of one or more ribs. The fracture can be closed if the skin and the soft tissue overlaying the fracture remain intact or open if the chest wall is perforated by sharp edges of broken ribs. In less serious cases, the rib fracture is self-healing and causes localized pain, discomfort during breathing and sleeping.

However, when the chest wall is perforated by sharp edges of broken ribs, life threatening complications may appear. In particular, when multi rib fractures occurred, a portion of the chest wall is released from the entire skeleton. These phenomena called flail chest makes it difficult to expel the air out of the lung.

Generally, sagittal loading of the ribcage is more likely to cause single rib fracture, while lateral impact more often results in multi rib fractures. Rib fracture occurs at the maximum point of curvature or at the location where a force is applied. As the ribs have a stronger curvature in the lateral part with less soft tissues that cover the ribs, lateral fractures are more usual.

The site of lateral rib fractures depends on the shape of the impacting body (Fig. 9).

According to PMHS studies [START_REF] Melvin | Occupant injury assessment criteria[END_REF][START_REF] Stalnaker | Human chest impact protection criteria[END_REF], the number of rib fractures depends on the magnitude of rib deflection rather than on the rate of deflection.

However, due to the viscous nature of the thorax, the maximal force depends on the loading rate. Maximal force appears to be related to the number of rib fractures for a given loading rate.

Fig. 9. Site of rib fractures depending on impact surface shape [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF]. 

Lung injuries

The most frequent lung injuries are lung contusions. Lung contusions appeared with excessive thorax compression. This often happens with combination with flail chest but can occur without any rib fracture. Unlike bone fractures, lung contusion is rate-dependent (Fung and Yen, 1984). At high velocities, a shock wave is transmitted to the lung tissue and can cause microscopic ruptures of vessels.

However, the laceration and lung perforation traumatisms caused by fractured ribs are more critical to life [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF]. This may result in a pneumothorax or a hemothorax. The pneumothorax is an abnormal presence of air in the pleural cavity which is due to the perforations of the pleura and the lung producing a loss of air from the lung tissue to the pleural cavity. During the inspiration, the pleural cavity fills with air whereas during the expiration, the laceration in the lung tissue is compressed preventing the air in the pleural cavity to be expelled. Therefore, the lung progressively deflates. The hemothorax is an accumulation of blood in the pleural cavity due to bleeding injuries in the thorax, e.g.

lacerations of blood vessels running between the intercostal muscle layers in each intercostal space. As blood is incompressible, the volume in which the lung can expand is reduced.

Other injuries

The space between the sternum and the thoracic vertebrae is particularly minimal, thus the compression of the anterior chest wall can cause the direct traumatic impact of the sternum with internal anatomical components or the displacement and the possible tearing of the mediastinum structures. A significant thorax deceleration results in a difference in kinetic energy between the mediastinum components which is responsible for shearing, tearing or impact of the organ tissues [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF].

In case of frontal collision implying thoracic impact, the heart can be subjected to several injuries including contusion and laceration (Fig. 10). Contusions appear with heart crushing on the anterior face of the sternum. The lacerations of the pericardial sac, which enclosed the heart, are caused by broken part of the bony structure. Likewise, the perforation of the heart can arise in case of high thoracic compression magnitude. Another life threatening complication due to a thoracic impact at high velocity is a disorder of the heart electric conduction bringing about a cardiac fibrillation or even a cardiac arrest [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF].

Furthermore, major thoracic blood vessels like the aorta can be injured. Rupture and laceration are the most likely mechanisms resulting front blunt impact trauma to the thorax.

of the estimated harm [START_REF] Cavanaugh | The biomechanics of thoracic trauma[END_REF]. It should be noticed that the majority of the victims sustaining an aortic trauma die at the scene of the accident.

Fig. 10. Compression of the heart [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF].

The most vulnerable aortic region is located at the junction of the aortic arch and the descending thoracic aorta [START_REF] Creasy | Overview of traumatic injury of the thoracic aorta[END_REF]. The rupture or the light fissure of this anatomical part occurs either from the traction or the shearing generated between a movable group composed by the heart and the aortic arch, and the immovable descending portion of the aorta which is joined to the thoracic wall, or simply due to the direct compression over the vertebral column. An excessive sudden increase of the intraluminal pressure is also a possible injury mechanism.

Table 3. AIS rating for skeletal and soft tissue thoracic injuries [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF]. Human Surrogates (PMHS) using blunt hub impactor tests [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Lobdell | Impact response of the human thorax[END_REF][START_REF] Nahum | Cadaver skeletal response to blunt thoracic impact[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]. These blunt impact tests were representative simulations of the impact from the steering wheel to an unrestrained occupant (due to the low rates of seatbelt use in the 1960's and 1970's).

AIS

PMHS were subjected to dynamic, antero-posterior blunt loading of the thorax, involving a 15 cm diameter circular rigid impactor [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF]. The impact was accomplished by an impacting mass travelling at constant velocity (4.3 m/s -10 m/s) in the horizontal direction and striking the thorax of an upright-seated surrogate (Fig. 11).

Fig. 11. Thoracic mechanical responses on PMHS using impactor [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Nahum | Cadaver skeletal response to blunt thoracic impact[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF].

Corridors were formed by bounding the individual force-deflection responses at several impact velocities in order to illustrate the rate-related changes in thorax behaviour [START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]. These corridor responses were used for the validation standard Hybrid III dummies (Schneider et al., 1989).

Compression tests

Several authors carried out series of PMHS positioned supine on a table and subjected to a seatbelt-like loading as described in Fig. 12 [START_REF] Cesari | Behaviour of human surrogates thorax under belt loading[END_REF][START_REF] Kent | Thoracic response to dynamic, non-impact loading from a hub, distributed belt, diagonal belt, and double diagonal belts[END_REF][START_REF] Kuppa | An experimental analysis of thoracic deflection response to belt loading[END_REF]. The analysis of thoracic deflection showed that the most extensive deformations is situated at the point 8 which is on a relatively soft part of the thorax, as well as at the point 1 which is more deflected than the two other points on the sternum. Moreover, these results strongly support the fact that the lower region of the human thorax is more compliant than the upper region, because of changes in the overall geometry and individual rib geometry.

Fig. 12. Supine belt loading setup and instrumentation [START_REF] Cesari | Behaviour of human surrogates thorax under belt loading[END_REF].

In compression tests, the thorax is loaded between the table and the belt. The advantage of this protocol is to provide a fixed reference plane in the analysis of the thorax deformation.

The authors support the idea that the interactions between the ribs and the table have a negligible effect on the thoracic deflection. The main limitation of the compression tests is the possible restriction of rib rotation due to the supine position. This could virtually increase the thoracic stiffness due to constraints in costovertebral joints. In this test configuration, the subject is put in a different situation than that of a belted car occupant in a frontal collision where the belt loading is only due to the occupant inertia.

Sled tests

In sled test, forward motion of the subject is stopped by the belt like in real-world crashes (Fig. 13). In the 1990's, sled tests were carried out on PMHS in order to quantify thoracic deformations in simulated frontal impacts with several kinds of restraint system [START_REF] Crandall | A comparison of two and three point belt restraint systems[END_REF][START_REF] Kallieris | On the synergism of the driver air bag and the 3-point belt in frontal collisions[END_REF][START_REF] Kallieris | The performance of active and passive driver restraint systems in simulated frontal collisions[END_REF][START_REF] Yoganandan | Thoracic biomechanics with air bag restraint[END_REF][START_REF] Yoganandan | Thoracic deformation contours in a frontal impact[END_REF]. Fig. 14 illustrates the typical belt force-time histories obtained during sled tests in which the subject was restrained by a standard 3-point belt [START_REF] Kallieris | The performance of active and passive driver restraint systems in simulated frontal collisions[END_REF][START_REF] Yoganandan | Thoracic deformation contours in a frontal impact[END_REF]. In addition, the pattern of thoracic deformation contours obtained from Chestband indicated considerable local compressions of the thorax at the belt path (Fig.

14).

Fig. 13. Sled tests on PMHS with belt restraint system in a real world crash environment [START_REF] Kuppa | An experimental analysis of thoracic deflection response to belt loading[END_REF].

Fig. 14. Typical force-time histories (left, center) and chest contours (right) of a driver restrained by belt or airbag in frontal impact [START_REF] Kallieris | The performance of active and passive driver restraint systems in simulated frontal collisions[END_REF][START_REF] Yoganandan | Thoracic deformation contours in a frontal impact[END_REF].

In this configuration, the most common thorax injuries were fractures, especially rib fractures.

The thoracic injury severity seems to be influenced by the age of the occupant, the impact severity and the restraint condition. The type of restraint system used causes specific patterns of rib fractures, whereas the number of rib fractures seems to vary depending on both the subject's age and the impact velocity (Fig. 15).

Fig. 15.

Examples of injury pattern in sled tests by using 3-point belt and airbag [START_REF] Kallieris | The performance of active and passive driver restraint systems in simulated frontal collisions[END_REF].

Influence of loading conditions

Although blunt impact tests allowed the increase in the understanding of the thorax behavior, the current automotive environment is different than the environment when the hub impact tests were being conducted. In particular, injuries from belt or air bag loading are becoming more important as their uses are standard in recent vehicles (Kent et al., 2003).

Kent et al. conducted several PMHS tests, with different protocols [START_REF] Kent | Thoracic response to dynamic, non-impact loading from a hub, distributed belt, diagonal belt, and double diagonal belts[END_REF]. The human cadavers were subjected to four loading conditions on the anterior thorax (single belt loading, double belt loading, distributed loading and hub loading). He demonstrated that the calculated effective stiffness of the thorax is strongly dependent on the load distribution. The distributed loading condition generates the highest effective stiffness whereas the hub load generates a lower effective stiffness than the other conditions. Fig. 16. Force at 20% chest deflection for a 50th male as a function of loaded area [START_REF] Kent | Thoracic response to dynamic, non-impact loading from a hub, distributed belt, diagonal belt, and double diagonal belts[END_REF].

The force required to generate an injurious level of deflection is strongly dependent on the load distribution on the thorax [START_REF] Kent | Thoracic response to dynamic, non-impact loading from a hub, distributed belt, diagonal belt, and double diagonal belts[END_REF]. Thus, corridors defined using impactors should not be used to assess thorax mechanical response under belt loading.

Thoracic injury assessment based on dummy responses

Anthropomorphic test devices (ATD), commonly termed crash test dummies are mechanical surrogates of the human body that simulate its dimensions, weight proportions and joints [START_REF] Mertz | Anthropomorphic test devices[END_REF]. They are used in the field of transport safety to assess the injury risk and thus to assess the effectiveness of various restrains systems and car designs. ATD are instrumented with transducers that measure accelerations, deformations and loads of main body parts.

These measurements are analyzed to compute specific injury criteria that are link to injury risk.

Anthropomorphic test devices

ATD are classified according to size, age, sex and impact direction. The midsize adult male dummy is the most utilized size in automotive restrain testing. It approximates the median height and weight of the 50 th percentile adult male population. The height and weights of the small female and large male adult dummies are approximately those of the North American 5 th percentile female and the North American 95 th percentile male respectively. Key dimensions and weights for various sizes of dummies are given in Table 4.

Table 4. Key dimensions and weights for various sizes of dummies [START_REF] Nahum | Accidental injury: biomechanics and prevention[END_REF]. The first crash test dummy used by the domestic automobile industry for restraint was Sierra Sam, a 95 th percentile adult male dummy that was developed by Sierra Engineering in 1949 for ejection seat testing by the U.S. Air Force [START_REF] Mertz | Anthropomorphic test devices[END_REF]. The most used of the early frontal impact dummies was the Hybrid II midsize adult male dummy, developed by General Motors in 1972 to assess 3-point belt systems. In addition to midsize male, small adult female and large adult male were developed. Hybrid II dummy family was known to have lack in head and neck biofidelity and had little instrumentation [START_REF] Nahum | Accidental injury: biomechanics and prevention[END_REF].

Key dimensions and weights

Infants

Hybrid III dummy family was developed to improve the biofidelity and instrumentation drawbacks of the Hybrid II family [START_REF] Mertz | Anthropomorphic test devices[END_REF]. These dummies consist of a small adult (5 th percentile) female adult, a midsize adult (50 th percentile) male dummy, a large adult (95 th percentile) male dummy and a 3-year-old and a 6-year-old child dummy. The midsize male dummy which made its first appearance in 1976, is the standard crash test dummy in frontal impact. Hybrid III are limited in their biofidelity and in their application type. Indeed, the Hybrid III chest is two times stiffer than the thorax of PMHS (Cesari and Bouquet, 1994). In addition, the Hybrid III dummy does not adequately assess the risk thoracic lesion [START_REF] Foret-Bruno | Thoracic injury risk in frontal car crashes with occupant restrained with belt load limiter[END_REF]. It comes in contradiction with the accidentology in the evaluation of the restraint belt with force limiter 4 kN and airbag (Petitjean et al., 2002). Similarly, crash test dummies which are extremely simplified depiction of human anatomy cannot take into account physiology.

Hybrid IIIs are designed to research the effects of frontal impacts, and are less valuable in assessing the effects of other sorts of impacts, such as side impacts. The SID (Side Impact Dummy) family of test dummies has been designed to measure rib, spine, and internal organ effects in side collisions. An international consortium was established to oversee the development of a universal side impact dummy termed WorldSID [START_REF] Moss | Anthropometry for worldsid, a worldharmonized midsize male side impact crash dummy[END_REF].

The successor of Hybrid III dummy, THOR (Test device for Human Occupant Restraint) has been developed to become the successor of Hybrid III dummy. This development program, undertaken by GESAC Inc. in 1995 and oversee by National Highway Traffic Safety Administration (NHTSA), resulted in the design and development of an advanced frontal crash test dummy that incorporates improved biofidelity and significantly expanded instrumentation [START_REF] Shams | Development of thor nt: Enhancement of thor alpha-the nhtsa advanced frontal dummy[END_REF]. Other companies had recently started developing their own version of the THOR dummy.

Thoracic injury criteria

An injury criterion is defined as a physical parameter (acceleration, force, penetration) or a function of several physical parameters which correlates well with the injury severity of a body region for a specific type of lesion. Injury criteria are measurable engineering parameters which have the highest injury predictive ability among all others.

Injury risk curves are used to define the injury risk for a given human body response. They are mostly based on data from tests using animals, Post Mortem Human Surrogates (PMHS) or human volunteers. Examples of risk curves are shown in Fig. 17. The injury criterion is presented along the horizontal axis, while the injury risk is presented along the vertical axis. It should be noted that depending on the shape (which is related to the mathematical method used) of the risk curve, a small difference for the injury criterion value could result in large differences for the injury risk.

A protection criterion is defined as a threshold value of the criterion which is associated with a chosen percentage of the risk of sustaining injury.

In the following part, the thorax injury criteria used in automotive regulations are described, along with the emerging criteria proposed for future standards. A synthesis is given in Table 5.

Fig. 17. Examples of injury risk curves for different severities.

Acceleration

In the U.S., the earliest chest injury criterion to enter a crash test regulation which was specified in the Federal Motor Vehicle Safety Standards (FMVSS) 208 was the whole body deceleration tolerance criterion. Mertz and Gadd recommended that the peak chest acceleration measured at the mass centre of the chest does not exceed the value of 60 g for acceleration pulses of 100 ms and shorter, in order to avoid severe thorax injuries [START_REF] Mertz | Thoracic tolerance to whole-body deceleration[END_REF]. Nowadays, the FMVSS 208 injury criteria specify that the 3-ms clip value of resultant chest acceleration at the gravity centre of the upper thorax of the Hybrid III dummy should be limited to 60 g in 48-km/h frontal impact tests against a rigid barrier.

Force

Foret-Bruno studied the possible relationship between the risk of injury and the force applied by the belt to the shoulder [START_REF] Foret-Bruno | Thoracic injury risk in frontal car crashes with occupant restrained with belt load limiter[END_REF]. They examined the statistics of 256 car accidents in frontal impact including the textile load limiters and 6 kN limiters. The analysis of the limiter value in relation to the occupant injuries led to the thoracic injury risk curves according to age as function of the shoulder belt force (Fig. 18). In addition, a statistical model was developed from these injury risk curve correlating the risk of severe injury (AIS3+) with the effort in the shoulder and the age:

Equation I-1

Compression criterion

Chest compression C is defined as the chest deformation divided by the initial thickness of the thorax. Analysing blunt impact tests, Kroell concluded that the maximum chest compression correlated well with AIS [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF]. The following relationship was established:

Equation I-2
Compressions of 30% and 40% correspond respectively to a thorax injury rated AIS2 and AIS4. A compression of 40% represents 92 mm of chest deflection on a 50th percentile male thorax (229 mm) likely cause multiple skeletal injury, especially flail chest (Fig. 19). A tolerated maximum compression of 33% corresponding to a 50% probability of an AIS≥3 thoracic injury was extrapolated in the 50th percentile male Hybrid III dummy to be a maximum allowable sternal deflection of 75 mm (represented for a 45 year old male in blunt frontal impact). Mertz developed thoracic injury risk curves, for AIS≥3 thoracic injury on the basis of the sternal deflection responses of the Hybrid III 50th adult male dummy restrained by a 3-point belt load system [START_REF] Mertz | Hybrid III sternal deflection association with thoracic injury severities of occupants restrained with force limiting belts biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF].

Fig. 19. Risk of thoracic injuries as a function of sternal deflection for a midsize adult male (left) and as a function of Hybrid III sternal deflection (right) [START_REF] Mertz | Hybrid III sternal deflection association with thoracic injury severities of occupants restrained with force limiting belts biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF].

In FMVSS 208, the deflection of the sternum relative to the spine measured by the central rotary potentiometer in the 50th percentile Hybrid III male dummy cannot exceed 75 mm during the specified crash tests. Afterwards, Mertz suggested that the threshold value of 75 mm was maintained for airbag loading, but the 50 mm of sternum deflection (22 % of chest compression) should be recommended as the limit for shoulder belt loading [START_REF] Mertz | Hybrid III sternal deflection association with thoracic injury severities of occupants restrained with force limiting belts biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF]. The European and Canadian frontal impact regulations accepted this limit, but the U.S.

automotive regulations continued with 75 mm of sternal deflection (33% of chest compression) regardless of the restraint system used.

Viscous criterion

Since the vital organs contained in the mediastinum are soft tissues, the understanding of their injury mechanisms is critical to the improvement of occupant protection systems. On the basis of 123 frontal impact experiments on anaesthetized rabbits, Lau and Viano proposed the concept of Viscous Criterion for predicting thoracic soft tissue injury [START_REF] Lau | The viscous criterion-bases and applications of an injury severity index for soft tissues[END_REF].

A viscous response was defined by a time dependent function formed by the product of the instantaneous velocity of deformation, V(t), and the instantaneous compression, C(t), defined as the chest deformation divided by the initial thickness of the thorax. According to the authors, the viscous response peak [VC] max , occurs generally earlier than the maximum compression and seems to happen at about the same time as the initiation of skeletal damage.

This maximum value of the time function is consequently considered as a potential biomechanical index of injury and is called Viscous criterion.

The injury risk curve associated with [VC] max , was developed by carrying out a probity analysis of the thoracic AIS values and the corresponding [VC] max . A frontal impact producing a [VC] max of 1.3 m/s had consequently a 50% chance of causing a thoracic AIS≥4 injury severity (Fig. 20). The threshold level of 1 m/s which corresponds to a 25% probability of AIS≥4 has often been chosen as a human chest tolerance threshold in vehicle regulations.

Fig. 20. Risk curve for AIS≥4 chest injury based on

Viscous Criterion for blunt frontal impact [START_REF] Lau | The viscous criterion-bases and applications of an injury severity index for soft tissues[END_REF].

Viscous criterion is a good indicator of soft tissue injury for chest deformation velocities ranging from 3 to 30 m/s [START_REF] Lau | The viscous criterion-bases and applications of an injury severity index for soft tissues[END_REF]. Below 3 m/s, the influence of impact velocity on soft tissue gradually diminishes. In this case, the soft tissue injuries are essentially induced by crushing of the tissue. In consequence, the prediction capability of VC is diminished and the compression criterion becomes a better indicator of soft tissue injury risk and tolerance to rib cage damage. When the velocity of deformation approaches 30 m/s, the impact velocity becomes a predominant factor in determining injury outcome. In conditions of high-velocity impact exposures with very little chest deformation, the blast injury begins to occur first in the lung, then to other hollow organs.

In Hybrid III dummy, the viscous response is computed from the chest internal deflection sensor. However, the proposed human tolerance was derived from cadaver data which measured the antero-posterior deformation externally. A scaling factor is applied from the VC values given by the sensor to achieve the external VC values by using the following relationship:

Equation I-3

Combined Thoracic Index

The Combined Thoracic Index (CTI) represents an injury criterion in frontal impact combining compression and acceleration criteria [START_REF] Eppinger | Development of improved injury criteria for the assessment of advanced automotive restraint systems-ii[END_REF][START_REF] Kleinberger | Development of improved injury criteria for the assessment of advanced automotive restraint systems[END_REF]. It is defined as the evaluated 3ms value from the 3-ms clip value of T1 acceleration and the maximum normalized chest deflection

Equation I-4
where is the maximum value of spinal acceleration, is the maximum value of the dummy deflection, and and are equal to 90 g and 103 mm respectively.

The CTI was developed based on cadavers tests and correlated with the probability of an AIS≥3 injury. To date, the CTI was included in FMVSS 208 even if several car manufacturers preferred to maintain the current criteria which limit the chest acceleration and the chest deflection independently [START_REF] Eppinger | Development of improved injury criteria for the assessment of advanced automotive restraint systems-ii[END_REF].

Thoracic deflection

The thoracic deflection is a criterion used by the ES-2re dummy and the worldSID dummy to evaluate the protection level for side impacts [START_REF] Cavanaugh | Injury and response of the thorax in side impact cadaveric tests[END_REF]. The relevance of thoracic deflection as an independent thorax injury criterion was evaluated in different loading conditions including frontal impacts [START_REF] Song | Evaluation of thoracic deflection as an injury criterion for side impact using a finite elements thorax model[END_REF]. In this study, simulations with a modified HUMOS FE human body model was validated versus a database constructed on PMHS tests literature review covering different impact directions (frontal, lateral and oblique), different loading configurations (impactor, belt and airbag) and different injury levels (number of fractured ribs). The antero-lateral deflection seems representing better the deformation shape of the thorax. Since this variation does not significantly change from one loading to another, thoracic deflection can be considered as a relevant indicator of ribcage damage level.

Combined Deflection

Some authors proposed a new thoracic injury criterion which should be valid in all thorax restraint configurations [START_REF] Song | Injury criteria[END_REF]. Various injury criteria were tested on different Table 5. Frontal impact criteria and tolerances for the thorax [START_REF] Schmitt | Trauma biomechanics: accidental injury in traffic and sports[END_REF].

Tolerance level

Injury level Reference Force: 3.3. kN to sternum minor injury [START_REF] Foret-Bruno | Thoracic injury risk in frontal car crashes with occupant restrained with belt load limiter[END_REF][START_REF] Foret-Bruno | Comparison of thoracic injury risk in frontal car crashes for occupant restrained without belt load limiters and those restrained with 6 kn and 4 kn belt load limiters[END_REF] 

Potential of in-vivo experiments for thorax mechanical response assessment

Most of the studies on thorax injuries are based on PMHS tests. The drawback with the use of PMHS as experimental subjects is the differences in dynamic response characteristics with the living humans. These differences which have been observed between the PMHS sled tests and the field accident data may be attributed to several factors that are listed below.

Influence of physiology

In crashworthiness, more than half of the driver may be tensing prior to impact [START_REF] Kent | The role of muscle tensing on the force-deflection response of the thorax and a reassessment of frontal impact thoracic biofidelity corridors[END_REF]. Some series of human volunteer tests were carried out in the 1970's and the 1980's, in order to quantify the influence of the muscle tensing on the force-deflection response of the thorax. These studies show an increase of thorax stiffness in tensed state. The increasing of thorax stiffness varies in different studies, its effect decreases at higher compression. Pig tests show that the peak force increases with muscle tensing for chest deflection levels up to about 20%, after which the peak force changes negligibly when the muscles are tensed [START_REF] Kent | The role of muscle tensing on the force-deflection response of the thorax and a reassessment of frontal impact thoracic biofidelity corridors[END_REF].

Compression tests were carried out with 10 volunteers (L' Abbe et al., 1982;[START_REF] Backaitis | Chest deflection characteristics of volunteers and hybrid iii dummies[END_REF]. In relaxed state, the largest amplitude occurred at mid-sternum location (40 mm). In tensed state, largest amplitude was registered at mid-sternum location (35 mm).

Recently, a total of 10 low-speed frontal sled tests (5.0g, 9.7kph) were performed with 5 male human volunteers similar to the 50th percentile male, in a driver configuration [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF]. Volunteers were asked to adopt a relaxed state in one test and a braced state in the other tests. Mid-sternum compressions were computed using a chestband placed at the nipple level. Bracing have significant effect on thorax mechanical response (Fig. 22).

Fig. 22.

Chest compression during relaxed (left) and braced (right) conditions [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF]. 

Influence of age

The PMHS population used in sled test differs from the real-world population at risk because most of the PMHS used in the studies were over fifty years-old whereas the mean age of the driving population is thirty years. Similarly, crash test dummies as mechanical devices do not have versions according to age groups. About age-related changes occurred in the thorax, the degeneration of human ribs and soft tissues is an important factor which modified significantly thorax mechanical response.

Rib and soft tissues mechanical properties modifications

It was assumed that proportion of cortical bone in rib cross-section and the moduli of both cortical and trabecular bone decrease by 20% from age 20 to age 90 [START_REF] Kent | Thoracic response to dynamic, non-impact loading from a hub, distributed belt, diagonal belt, and double diagonal belts[END_REF][START_REF] Stein | Rib structure and bending strength: an autopsy study[END_REF]. A decrease in bone density is observed at the age between 30 and 40 because the metabolism is unable to maintain a positive balance between the removal of old bone and the replacement of new one. Furthermore, the change in porosity seems to play a greater role in the reduction in strength than the change in mineral content [START_REF] Mccalden | Age-related changes in the tensile properties of cortical bone. The relative importance of changes in porosity, mineralization, and microstructure. The Journal of bone and joint surgery[END_REF]. After 55 years old, the decrease in bone density becomes more pronounced, and increases significantly between age of 60 to 70 [START_REF] Zhou | Age effects on thoracic injury tolerance[END_REF].

These changes result in a greater reduction in ability of the bone to absorb the impact energy than the static strength and elastic modulus changes [START_REF] Burstein | Aging of bone tissue: mechanical properties. The Journal of bone and joint surgery[END_REF].

The progressive calcification of the costal cartilage may tend to increase the global thoracic stiffness and consequently decrease the chest deflection tolerance. The mechanical properties of some typical soft tissues decrease with aging [START_REF] Yamada | Strength of Biological Materials[END_REF] especially costal cartilage strength are show in Fig. 23. Fig. 23. Ratios for age changes in the ultimate tensile strength of soft tissues [START_REF] Yamada | Strength of Biological Materials[END_REF].

The effects of age on the modulus of the thoracic soft tissues and organs are not as well documented as for bone. The reduction of ultimate tensile strength of human arterial tissues in the longitudinal direction is about 20% between the young adult group and elderly group [START_REF] Yamada | Strength of Biological Materials[END_REF]. On the other hand, the coronary artery wall is twice stiffer for age 70 than age 20 due to collagen reinforcement of the arterial wall [START_REF] Bass | Material properties for modeling traumatic aortic rupture[END_REF].

Ribcage structural modifications

Studies suggested that the slope of ribs in the sagittal plane decreases with ageing (Gayzik et al., 2008;Kent et al., 2005;Kent et al., 2003). A significant association between the angle of the ribs and age was identified, with the ribs become perpendicular to the spine as age increased (Fig. 24).

Fig. 24.

Age-related change in rib slope (Gayzik et al., 2008;Kent et al., 2003).

It was assumed that according to the rib orientation, the applied force causes rib deformations and rotations at various degrees (Kent et al., 2005). Specifically, for an individual with "vertical" rib cage, typically a young subject, an antero-posterior loading produces joint ribs rotations and bone deformation. Whereas, for individual with "horizontal" rib cage, typically an ageing subject, the load force acts straight in the plane of the ribs and imply primarily bony deformation. Thus, the increase in angle between ribs and spine results in an increase in the structural stiffness and a reduction of thoracic deflection tolerance. This phenomenon is illustrated in Fig. 25. A link was found between the initial slope and the amount of rotation and deformations [START_REF] Vezin | Structural characterization of human rib cage behavior under dynamic loading[END_REF].

Fig. 25. Illustration of mechanism by

which increased rib angle increases thoracic stiffness while decreasing chest deflection tolerance (Kent et al., 2005). 

Influence of corpulence

Some authors found a correlation between Body Mass Index (BMI) and the thorax shape [START_REF] Berthet | Assessment and analysis of the human rib lateral slopes[END_REF]Gayzik et al., 2008). BMI was associated with increased risk of mortality and increased risk of severe injury with a predominant occurrence for rib fractures and pulmonary contusions [START_REF] Boulanger | Body habitus as a predictor of injury pattern after blunt trauma[END_REF][START_REF] Mock | The relationship between body weight and risk of death and serious injury in motor vehicle crashes[END_REF], Shankuan et al. 2006).

Obese subjects were linked to unfavorable kinematics (greater head and pelvis excursion) and may be linked to higher chest compression (Forman et al., 2009).

In the vast majority of developed countries, the prevalence of overweight and obesity in older adult population is very high (Gutierrez-Fisac et al., 2004). The association between BMI and fatality rate did not change significantly with age. Yet, the role of obesity, age, for crash fatality is not clearly known.

Moreover, the existing mechanical dummies represent only the population through 3 sizes (50th percentile male, 5 th percentile female and 95th percentile male). These sizes were based on anthropometric charts extract from the North American population which can slightly differ in other countries [START_REF] De Onis | Anthropometric reference data for international use: recommendations from a world health organization expert committee[END_REF]. Therefore, the crash test dummies produce important shortcomings with respect to a real crash situation.

Potential of numerical human models for personalize injury risk prediction

Introduction

Numerical human models have been developed to produce biofidelic predictions of human response in crash and to improve the understanding of human impact response and injury mechanisms [START_REF] Yang | Development of numerical models for injury biomechanics research: a review of 50 years of publications in the stapp car crash conference[END_REF]. Limited by technology, earlier mathematical models tended to simplify the system using a set of differential equations.

In the 1970's, Lobdell et al. developed a spring-dashpot-mass model of the thorax describing its behavior in frontal impact [START_REF] Lobdell | Impact response of the human thorax[END_REF]. The model was tuned to match the low and high velocity corridors determined experimentally in blunt frontal impact [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Lobdell | Impact response of the human thorax[END_REF]. With this model, they attempted to assign the inertial, elastic and viscous characteristics of the load-deflection response obtained from blunt impact tests. Due to inherent limitations, lumped mass modeling can only predict the gross motion of the human thorax in one direction. They are unable to simulate detailed anatomical structures of the thorax or complex loading conditions.

Advances in computing simulations allow the development of many sophisticated models and numerical methods. Their primary benefit is the ability to provide detailed insight into impact response at the tissue level, depending on the level of detail in the model, and to identify the importance of different tissues in terms of response and the potential for injury. At the organ/tissue level, trauma is associated with stress, deformation, strain rate, and wave phenomena. Numerical methods include specific computer codes written to solve a series of dynamics equations. The explicit finite element method is the most commonly used numerical method in impact crash biomechanics.

The finite element method (FEM) is a numerical approach used to solve partial differential equations. It is an approximation to the original problem, where a volume is discretized into smaller sub volumes termed elements with a prescribed mass distribution and material behavior. FEM can deal with complex geometry, nonlinear materials, collision and contact, material damage, and failure. The explicit formulation is used to simulate dynamic problems like frontal crashes. In this formulation, the equations are solved at discrete time increments (time step) using a central difference integration scheme. The base time step is determined from the Courant condition, the time required for a stress wave to cross an element in the model. Time step must be sufficiently small (order of nanoseconds to microseconds) to avoid divergence of the solution. Thus, explicit formulation requires many computation cycles over very small time increments but benefits of a faster processor, or the use of multiple processors. Nevertheless, it should be noted that verification tests based on relevant experimental tests are essential for any model to ensure that the assumptions are reasonable.

In the future, human FE models are called to play an important role in the development and validation of safety solutions through the use of virtual testing. This advanced approach requires more efficient, complex and biofidelic human substitutes. It implies to develop a global human body model simulating the response of a human being and predicting injuries in all impact cases (frontal, rear, side). Since all road users need to be correctly protected by the safety devices during a collision, it is necessary to develop personalized models which represent all the population in corpulence and in age. 

FE models

In the 70's, the first 3D finite element models of the thorax appear [START_REF] Chen | Finite element dynamic structural model of the human thorax for chest impact response and injury studies[END_REF][START_REF] Roberts | Global geometric characteristics of typical human ribs[END_REF][START_REF] Sundaram | Finite element analysis of the human thorax[END_REF]. The rib cage was represented by beam elements and the overall geometry is based on direct measurements made by the authors on a human thorax. Elastic material properties were applied on bone and cartilage and were taken from [START_REF] Yamada | Strength of Biological Materials[END_REF]. These models were not validated with PMHS tests, but demonstrated the feasibility of a 3D representation of the thorax in different type of loading (first static, then dynamic).

Plank and Eppinger (1989) developed a model with the individual ribs modeled and the internal organs considered as a lumped viscoelastic whole solid. This model was verify with PMHS tests and used for restraint system investigations. Huang (1994) developed a thoracic model with representations of the internal organs, validated with PMHS tests. [START_REF] Shah | Development of a computer model to predict aortic rupture due to impact loading[END_REF] implements blood circulation to evaluate aortic injury in crash scenarios. A detailed description of recent human body model developments is provided in Table 9.

The level of detail in thorax and human body models has increased over due to the availability of detailed anatomical information and increased computing power [START_REF] Yang | Development of numerical models for injury biomechanics research: a review of 50 years of publications in the stapp car crash conference[END_REF].

Significant advances have also been made in terms of material constitutive models (viscoelastic, viscoplastic), their implementation in finite element codes, and the required data to validate them.

At present, several whole body and detailed thorax models exist including: the Total Human Model for Safety (THUMS) [START_REF] Kimpara | Development of a small female fem model[END_REF][START_REF] Iwamoto | Development of a finite element model of the human shoulder[END_REF], the Wayne State University torso model [START_REF] Zhao | Development of a human body finite element model for restraint system r&d applications[END_REF], the Johns Hopkins University model [START_REF] Roberts | Modeling the effect of nonpenetrating ballistic impact as a means of detecting behind-armor blunt trauma[END_REF], L3 Communications thorax model [START_REF] Shen | Characterizing the interaction among bullet, body armor, and human and surrogate targets[END_REF], the ESI Group H-model (Haug et al., 2004) and the Human Model for Safety (HUMOS) [START_REF] Robin | Humos: Human model for safety-a joint effort towards the development of refined human like car occupant models[END_REF][START_REF] Vezin | Development of a set of numerical human models for safety[END_REF]. Many of the current models contain more than 100K elements, with corresponding element sizes below 5 mm.

Existing personalized FE models

Models of adult extreme anthropometries

In FE model, model geometry is available from different sources including online databases such the Visible Human Project or directly developed from CT scans. In general, these methods provide surfaces and are converted to volumes. Thus, specific models of different populations were developed.

A finite element model of a small female (AF05, 152cm, 46.4kg) has been developed by scaling down the mid-size adult male model of THUMS [START_REF] Kimpara | Development of a small female fem model[END_REF][START_REF] Kimpara | Development of a three-dimensional finite element chest model for the 5 (th) percentile female[END_REF]. The anthropometrical data was obtained from AF05 data defined at the University of Michigan [START_REF] Schneider | Development of anthropometrically based design specifications for an advanced adult anthropomorphic dummy family[END_REF]. This model was a combination of the small female Total HUman Model for Safety (THUMS-AF05) [START_REF] Kimpara | Development of a small female fem model[END_REF] and the Wayne State University Human Thoracic Model [START_REF] Shah | Development of a computer model to predict aortic rupture due to impact loading[END_REF]. The model incorporated geometrical genders differences, such as location of the internal organs and structure of the bony skeleton and biomechanical differences of the ribs due to gender. Detailed description of the model is available in Table 9. This model was validated against a series of PMHS experiments on the small female [START_REF] Kroell | Impact tolerance and response of the human thorax ii[END_REF][START_REF] Nahum | Deflection of the human thorax under sternal impact[END_REF][START_REF] Talantikite | Human thorax behaviour for side impact-influence of impact mass and velocities[END_REF][START_REF] Viano | Biomechanical responses and injuries in blunt lateral impact[END_REF][START_REF] Wilhelm | A biomechanical assessment of female body armor[END_REF]. Results predicted by the model were well-matched to these experimental data for a range of impact speeds and impactor masses. However, this model still needs validation in sled tests, more representative of real world distributed loading.

In the EC funded HUMOS2 project, methods allowing the personalization in geometry and posture were developed to create the small female and the large male models (a) from the HUMOS 50 th percentile male model (Fig. 26; [START_REF] Vezin | Development of a set of numerical human models for safety[END_REF]. They include a scaling tool enabling to derive from the original geometry through mesh control points and statistical relationships between external and internal dimensions. These control points were established from geometric data collected on standing and sitting human volunteers (b) with a low dose bi-plane X ray system but also directly measured on isolated bone parts (c). 

Elderly thoracic model

An elderly thoracic model based on the THUMS mid-sized adult male model was validated in four table-top loading conditions [START_REF] Tamura | Elderly human thoracic fe model development and validation[END_REF]. Material properties of the cortical rib in an elderly male were determined based on experimental test data [START_REF] Stitzel | Defining regional variation in the material properties of human rib cortical bone and its effect on fracture prediction[END_REF]. The material property of the cortical rib used this model was summarized in Table 7. By adjusting the material properties of the anterior, lateral and superior part of the cortical ribs to account for aging, the predicted force-deflection characteristics by the model matched the PMHS responses for distributed, hub, single and double diagonal belt loading conditions. Recently, two human thorax FE models for evaluating thoracic skeletal injuries on adult and elderly were developed from H-model [START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF]. The rib cage geometries were generated based on the medical CT images and the literature (Gayzik et al., 2008). The material properties of the rib, costal cartilage were estimated based on the literature, and for the sternum, the material property of the rib was used. Table 8 described material parameters used in this study. The models were validated against isolated rib bending test and chest impact tests from the literature. However, these models still need further validation in at the ribcage model and ultimately in sled tests. et al., 2010). The geometry of the thorax and the parameters of the material models of long bones, ribs, skin, flesh and intercostal musles were modified to match those of 35 and 75 yr using literature [START_REF] Yamada | Strength of Biological Materials[END_REF][START_REF] Mohr | Geometry of human ribs pertinent to orthopedic chest-wall reconstruction[END_REF][START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF]. The isolated rib of the age-dependent models was validated against human rib specimens and whole rib tests, under tensile, 3-point bending, and front loading, with and without modeled fracture. In addition, the resulting three age-dependent models were validated against published thoracic pendulum impact, rigid bar abdominal impact, sled impacts and isolated ribcage frontal loading tests.

The responses of the models, in general, were within the cadaveric response corridors. When compared to peak responses from individual cadavers similar in size and age to the agedependent models, some responses were within one standard deviation of the test data. All the other responses, but one, were within two standard deviations.

Table 9. Overview of recent thorax FE model from [START_REF] Charpail | Analyse du comportement mécanique des côtes humaines en dynamique[END_REF][START_REF] Yang | Development of numerical models for injury biomechanics research: a review of 50 years of publications in the stapp car crash conference[END_REF])

Reference

Size and model

Elements

Material properties

Validation [START_REF] Plank | Computed dynamic response of the human thorax from a finite element model[END_REF] Model used in frontal impact with impactor according to Kroll et al. (1971 and[START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF] Response in force-deflection corridors of [START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]. [START_REF] Plank | An improved finite element model of the human thorax[END_REF] 50th percentile man Ribcage based on anatomical sections bricks (8 nodes) (code DYNA3D)

Response does not longer fit to corridors of [START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF], because the thorax is more compliant than the previous due to geometry change [START_REF] Plank | An improved finite element model of the human thorax[END_REF] The soft tissues are more differentiated: Different properties to the internal organs / intercostal muscles / abdominal muscles / muscle dorsal. Bones retain the same properties.

The answer is in the corridor defined by [START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF].

( et al., 1971;Bouquet et al., 1994;[START_REF] Viano | Biomechanical responses and injuries in blunt lateral impact[END_REF] and belt [START_REF] Cesari | Behaviour of human surrogates thorax under belt loading[END_REF] The model is validated from PMHS tests with impactor (frontal and lateral) [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]) [START_REF] Shah | Development of a computer model to predict aortic rupture due to impact loading[END_REF] 50th Validation using pendulum tests in frontal and lateral [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Viano | Biomechanical responses and injuries in blunt lateral impact[END_REF] and belt [START_REF] Cesari | Behaviour of human surrogates thorax under belt loading[END_REF]) [START_REF] Kimpara | Development of a three-dimensional finite element chest model for the 5 (th) percentile female[END_REF] 5th Frontal, lateral, oblique pendulum impacts on small female Ballistic breast impact on small female [START_REF] Kroell | Impact tolerance and response of the human thorax ii[END_REF][START_REF] Nahum | Deflection of the human thorax under sternal impact[END_REF][START_REF] Talantikite | Human thorax behaviour for side impact-influence of impact mass and velocities[END_REF][START_REF] Viano | Biomechanical responses and injuries in blunt lateral impact[END_REF][START_REF] Wilhelm | A biomechanical assessment of female body armor[END_REF].

Chapter 

Conclusion

Statistics show that in France thoracic injuries are a main cause of death among victims of car frontal collisions and the main source of serious casualties of elderly occupants. Moreover, if we focus on moderate injuries sustained by the elderly population, rib and sternum fractures are mainly observed.

First studies on Post Mortem Human Surrogates (PMHS) focused on generating thoracic force-deflection corridors using a hub-impact test condition. These corridors were used in the development of frontal impact dummies. However, force-deflection corridors of the thorax were found to be strongly dependent on the load distribution, and particularly on the anatomical area that supports the load. Thorax mechanical response depends strongly on the geometrical characteristics of the ribcage and on its biological material properties. Authors agree that the deformation of the rib cage under an antero-posterior loading is divided into rib rotation relative to the vertebrae and sternum, and rib deflection. More accurately, it is assumed that according to the rib orientation, the applied force causes rib deformations and rotations at various degrees. Specifically, for an individual with a "vertical" rib cage, an applied antero-posterior load produces rotations of the rib joints and bone deformation whereas, for individual with a "horizontal" rib cage, the load force acts straight in the plane of the ribs and implies primarily bone deformation. A link was found between the initial rib slope and the amount of rotation and deformation. Thus, it seems that geometrical characteristics of the ribcage may predispose ribs to fracturing.

In addition, it was well established that tolerance of the human thorax under dynamic loading decreases as age increases. Physiological phenomena of ageing could be described as the combination of mechanical and structural modifications associated with a decrease of the chest deflection tolerance. The elastic modulus and the tensile strength of human bones decreased with age. Similarly, a decrease in the tensile strength of hyaline rib cartilage and cortical thickness in the rib sections was observed. The age-related changes in thorax shape were also studied and authors assumed that the ribs became more horizontal with age and the slope of ribs in sagittal plane decreased with age. Yet, some authors also found a correlation between BMI and the thorax shape. Body Mass Index (BMI) was associated with increased risk of mortality and increased risk of severe injury with a predominant occurrence for rib fractures and pulmonary contusions. Obese subjects were linked to unfavorable kinematics (greater head and pelvis excursion) and may be linked to higher chest compression. In the vast Currently, the role of geometrical parameters possibly linked to the thorax mechanical response under dynamic loading is not clearly understood and isolated. In particular, the assessment of influence of age and overweight on these parameters is missing.

In addition, there are no injury assessment tools accounting for differences in anatomical features and material properties between adults and elderly. Crash tests dummies differ significantly from the real human body and are only available for a limited set of body sizes.

Moreover, the criteria used have been defined from PMHS tests. PMHS have significant differences in dynamic response characteristics with the living humans and their age and corpulence variability are limited too.

Human body models offer some promising advantages including the prediction of injury mechanisms and injury criteria and a large potential of customization. Nevertheless, the choice of the level of customization and its sensibility to predict thoracic injury risk is still a scientific obstacle.

In addition, there are still few amounts of experimental data that can be used to validate these personalized models in real-world loading.

In this context, it seems necessary to perform experiments with adults of various anthropometries and age to understand thorax mechanical response and then to use customize FE models to do the same analysis in the injurious domain.

Chapter 2 presents first the in vivo protocol for the analysis of thorax mechanical response under belt loading carried out on adults of various anthropometries and age. Then, the influence of age and overweight on thorax mechanical response is analysed.

Chapter 3 describes the methodology used to personalize the geometry and posture of the THUMS model using external landmarks and anthropometric dimensions taken on volunteers. The process was assessed on one subject by comparing computed thorax geometry and MRI data and on other subjects by comparing anthropometric dimensions.

Chapter 4 provides the analysis of simulations of personalized models of six specific subjects. First, a validation of the models under a low pulse is presented. Then, simulations of more severe pulse are used to compare different levels of personalization in the injury risk.

CHAPTER II -IN VIVO ANALYSIS OF THORAX MECHANICAL RESPONSE UNDER BELT LOADING 1. Introduction

In the present chapter, we present the analysis of thoracic mechanical response under belt loading of adults of various anthropometries and age subjected to a low deceleration pulse. In particular, the influence of age and overweight (BMI≥25kg/m²) on thoracic mechanical response will be assessed.

Materials and methods

This in vivo protocol was reviewed and approved by the French ethical committee Comité de Protection des Personnes Sud-Est II at Lyon in February 2011.

Test device

The sled configuration is based upon a standard sedan car environment of a front passenger restrained by a 3-point belt (Fig. 27). Posterior support consisted of a belt band tensed between the two backseat rods. Weight is added to the sled according to the weight of the subject (up to 110 kg) in order to maintain a constant sled mass (640 kg).

The propelling system of the sled is chosen to allow low impact velocities with a good repeatability in pulses and to limit the maximum impact speed; it is made of two rubber bands of diameter 20 mm mounted on each side of the sled.

The sled is pulled rearward by an electrical winch until reaching a length of the two rubber bands so that a desired impact speed is reached.

The stopping system uses the energy of deformation of an elastomeric tube penetrated by a spear to dissipate the kinetic energy of the sled. Elastomeric tubes are conserved in a fridge when not used to maintain their characteriscs. 

Definition of the deceleration pulse

Two public crash simulators were investigated for establishing the pulse used in the protocol.

The longitudinal deceleration of each device was recorded by using an uniaxial accelerometer mounted on it. The deceleration of the first public crash simulator (Autochoc, owned by the French insurer MACIF) reached a peak of 0.97 ± 0.38 g with a pulse duration of 200 ms and an impact speed of 5 km/h. The deceleration of the second one (Testochoc, owned by the French Road Safety) reached a peak of 9.98 ± 0.44 g with a pulse duration of 45 ms and an impact speed of 7 km/h.

Several tube configurations were applied to replicate a pulse between the two pulses with 3.8 g peak and 120 ms duration. This pulse was found similar to the one applied in a recent study on children [START_REF] Arbogast | Comparison of kinematic responses of the head and spine for children and adults in low-speed frontal sled tests[END_REF].

The sled is pulled rearward by an electrical winch until reaching 165% of the two rubber bands' initial length so that an impact speed of 8 km/h is reached. One elastomeric tube (hardness 95 SHA) and a 46.5 mm diameter spear are needed to stop the sled at a maximum deceleration of 4 g and during 120 ms. Deceleration pulses are shown in Fig. 28.

More details are available in Appendix 1.

Fig. 28.

Comparison of sled pulses applied in vivo. 

Tested volunteers

Conventional instrumentation

The longitudinal deceleration of the sled was recorded by a sled-mounted uniaxial accelerometer.

Load cells were installed on the external and internal ends of the shoulder belt (respectively FB3 and FB4) and on the lap belt (FB6). Maximum value of FB3 and FB4 are noted FB3 max and FB4 max respectively.

Reaction forces were measured by 1-axis load cells placed under each footrest and under the seat pan.

Data were acquired at 20 kHz from -3 s to 2 s after the shock and filtered using CFC Butterworth filters according to the standard norm SAE J211.

Three markers were placed on the pillar close to seat belt external anchorage points, in order to follow sled displacement.

3D trajectories of body markers

Markers definition

Body markers were placed on volunteer at anatomical landmarks (Fig. 30). The subjects were asked to wear light shirt and bra (for women) to facilitate their placement. Markers were placed on the following location: 

Video recording and reconstruction

Four high speed cameras were positioned around the sled for recording the position of markers placed on subjects and sled at 1000 frames per second (Fig. 31). 6 projectors of 10kW were used to light the scene. Time zero was given by a flash visible by all cameras and synchronized with the data acquisition system. The position of each landmark for all cameras was extracted in pixel using MotionTrack® (Vannier Photelec, France). The three dimensional coordinates of the subjects markers were computed using the Direct Linear Transformation method also called stereovision [START_REF] Abdel-Aziz | Direct linear transformation from comparator coordinates into object space coordinates in close-range photogrammetry[END_REF]. This method can reconstruct the 3D coordinates (x, y, z) of a point using the 2D coordinates (u, v) collected on two cameras or more (Fig. 32).

For each point, each camera introduces a system of two equations (below) to eleven coefficients (also called DLT coefficients) corresponding to the camera position, orientation, and focal length:

Equation II-1
The calculation of these coefficients requires a calibration procedure using an object with a known geometry. Six known markers (6x2 equations) on the object are necessary to calculate the eleven calibration coefficients of each camera. The use of more markers in the object introduces a redundancy that increases the method accuracy. The object used in the tests included 17 spherical markers encompassing a volume of 800x500x400 mm3 (Fig. 33). It was positioned in the motion space of the markers of the chest subject during shock. The 3D position of each sphere was measured in a laboratory coordinate system with a standard deviation accuracy of ± 50 μm using an articulated measuring arm FaroArm®. The object was filmed simultaneously by the four cameras. DLT was applied between (u,v) image coordinates system and (x,y,z) laboratory coordinates system in order to calculate the DLT coefficients for each camera. Then, the determination of the position (x,y,z) of any landmark in the laboratory coordinates system implied the images of two cameras (u,v) and was resolved for each frame by the redundant system below:

Equation II-2
Accuracy of the optical method was assessed in Appendix 1. 3D trajectories were filtered at CFC-60 Butterworth.

Trajectories interpolation

Anatomical landmarks were obstructed from view during some frames during the test, and thus, the 3D reconstruction by stereovision was not possible during these frames. In these cases, two methods were investigated to estimate the missing part of the marker trajectory.

First method was a time-based interpolation, based upon cubic interpolation of the anterior and posterior frames available. Second method was a geometrical-based interpolation, based on dual-kriging method [START_REF] Krige | A statistical approach to some basic mine valuation problems on the witwatersrand[END_REF] using other landmarks available at the same frame.

The two methods were assessed on a known mid-sternum (STER_M_003) trajectory during which 30 successive frames were deliberately hidden. The reconstructed MS trajectories were directly used in the computation of mid-sternum deflection. Fig. 34 shows the comparison of the sternal deflections computed from the reference mid-sternum (STER_M_003) trajectory and from the interpolated ones. The second method appeared more suitable since numerous successive frames interpolation could be applied without loss of the deflection peak pattern. 

Mid-sternum deflection and compression

The mid sternal deflection D was calculated as the distance variation between markers placed at mid-sternum (STER_M_003) and the 7 th thoracic vertebra spinous process of the subject (SPINE_TV07_M_001). The initial zero of deflection was defined as the mid-sternum thickness measured after reaching 5% of the maximum value of external shoulder belt load (see mid-sternum thickness in Table 10). Mid-sternum compression C was defined as the ratio of the mid sternal deflection to the mid-sternum thickness. Maximum values of D and C are noted D max and C max respectively.

Resulting shoulder belt load

Resulting shoulder belt force FRes is defined in Equation II-3 as a combination of the external shoulder belt load FB3, the internal shoulder belt load FB4 and the angle made by the belt α calculated using the extreme markers of the belt. This parameter FRes was already used in a recent study [START_REF] Eickhoff | Optimization of seat belt bucke motion for reducing chest deflection, using rib eye sensors[END_REF]. A time-interpolation of FB3 and FB4 was performed 

Force-deflection corridor

Force-deflection curves of each volunteer were built using F Res and mid-sternum deflection D.

Force versus deflection response corridors were generated using the two-dimensional standard deviation ellipse [START_REF] Shaw | Oblique and lateral impact response of the pmhs thorax[END_REF]. At each point in time, the mean force can be plotted versus the mean deflection. At each point the two-dimensional standard deviation ellipse can also be plotted using Equation II-4. The result is Mean force versus deflection curve and a graphical representation of the two-dimensional variance at each point. In addition a spring-dashpot-model of the thorax was identified on the force-deflection curves. The model is of the following form:

Equation II-5
where K and μ are respectively the linear stiffness and the damping extract from the model; and are the mid-sternum deflection and the rate of mid-sternum deflection respectively.

FRes was considered as reference and the differential equation above was resolved with a Runge-Kutta method. K and μ were optimized for each test to minimize the difference between calculated mid-sternum deflection and the experimental one. A least-square errors criterion J was used for the optimisation:

Equation II-6
where t 0 and t end correspond to the time when .

Statistics

The statistical analysis was carried out on thoracic mechanical response quantities (Table 11) In addition, a principal component analysis (PCA) was applied on a reduced dataset extract from in-vivo experiments. This dataset is constituted of variables (C max , K, and so on) and observations (subjects). Prior to the treatment, dataset were standardized as the variables were in different units.

with
PCA is an orthogonal linear transformation that transforms the data to a new coordinate system. The coordinates of this new coordinate system, termed the principal components are sorted according to the greatest variance (that is, accounts for as much of the variability in the data as possible). In many situations, the first few principal components are able to represent a large percentage of the variability in the variables.

We selected a number of principal components so that the cumulative variance was up to 80 %. Thus, each principal component will be constructed from linear combinations of the variables. For each principal component, the most contributory variables, i.e. with the highest coefficients, are the "marker variables" of the component and give sense to it.

PCA also projects the observations towards the new coordinate system defined by the selected principal components. 2-D plots are used to examine the observations onto the selected principal components.

Agglomerative hierarchical clustering method (AHC) was applied on the PCA dataset. AHC uses a "bottom up" approach: it begins by placing each observation in a separate cluster and then combining clusters based on their distance from each other. The Euclidian distance procedure was used for measuring the distance between two items because it is invariant against transformations of the coordinates. The process continues until the desired number of clusters is formed. The Ward's method also termed Ward's minimum variance criterion was used to agglomerate clusters by minimizing the total within-cluster variance. Ward's method always gives the best clustering results with PCA-data and Euclidian distance. 

Results

Definition of an individual thoracic mechanical response

Comparison with literature

The pulse applied in the present study is similar to the one applied on 5 men close to 50 th percentile subjected to sled test [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF]. In this study, volunteers were asked to adopt a relaxed state in one test and a braced state in the other. As bracing effect have significant effect on thoracic mechanical response obtained by [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF] we selected only their corridor of thoracic mechanical response corresponding to the relaxed state.

From our side, we selected 3 men No significant difference were found in FB4 max , FB6 max between overweight subjects (BMI≥25 kg/m², n=11) and normal ones (BMI<25 kg/m², n=19). Mean FB3 max was significantly higher (p=0.03) for overweight subjects than for the subjects in the normal group. Mean FRes max was significantly higher (p<0.02) for overweight subjects than for the subjects in the normal group. Maximum resultant shoulder load peak FRes max of the overweight volunteers was higher by about 30% than the normal ones.

No significant difference were found in FB4 max , FB6 max between older subjects (Age≥40 yr, n=12) and young ones (Age<40 yr, n=18). Mean FB3 max and FRes max were significantly higher (p=0.047; p<0.02) for older subjects than for young group. Maximum resultant shoulder load peak FRes max of the older volunteers was higher by about 25% than the young ones.

Mid-sternum compressions

Time histories of mid-sternum compressions for BMI and aged groups are shown in Fig. 44.

Boxplots of maximum mid-sternum deflection peak D max and compression peak C max are shown in Fig. 46.

There are no significant differences between overweight subjects (BMI≥25 kg/m², n=11) and normal subjects (BMI<25 kg/m², n=19) in D max (p=0.31) nor C max (p=0.57).

There are no significant differences between older subjects (Age≥40 yr, n=12) and young subjects (Age<40 yr, n=18) in D max (p=0.11) Mean C max was significantly different for young subjects than for older group (p<0.01); C max for the older volunteers was lower by about 27% than the young ones. Mean ΔCC was significantly higher for overweight subjects than for normal subjects (p=0.03). Thus, maximum cranio-caudal excursion for the overweight volunteers was higher by about 40% than the normal ones. There are no significant differences between overweight subjects and normal ones in maximum antero-posterior excursion ΔAP (p=0.058), in relative antero-posterior excursion %AP (p=0.61) and relative cranio-caudal excursion %CC (p=0.21).

There are no significant differences between young subjects and older subjects in ΔAP (p=0.73), in ΔCC (p=0.07), in relative antero-posterior excursion %AP (p=0.29) and relative cranio-caudal excursion %CC (p=0.22). No significant difference was found between older and young subjects in effective stiffness ES (p=0.13), dynamic stiffness DS (p=0.06), and damping μ (p=0.12). Mean linear stiffness K is significantly different between young subjects are older subjects (p=0.04). Linear stiffness for the older volunteers is higher by about 60% than the young ones. As illustrated in Fig. 51, typical thoracic mechanical responses for age group are mainly lead by model parameters.

In addition, K, μ parameters seem influenced by age and BMI as shows in Fig. 52. In this figure, K and μ are displayed crossed age and BMI according to the respective age and BMI groups. The coefficient of determination R 2 for linear regression is displayed when correlation was found significant (p<0.05). There is a link (R²=0.28, p< 0.02) between K and age for BMI<25 group while not for the overweighed. In addition, there is a link (R²=0.28; p=0.05) between μ and age for BMI≥25 group while not for the lower BMI. Principal component analysis (PCA) was applied on the dataset displayed in The first three principal components and markers variables are:

Definition of thoracic mechanical response groups

Principal Component Analysis (PCA)

Principal Component #1: C max (>0), %AP (>0) and μ (<0). Considering the coefficients of the markers variables, the first principal component can be defined as a viscous response, strongly opposed to a response with a large relative antero-posterior excursion.

Principal Component #2: %CC (>0), K (>0). This second component can be defined as a stiffness response, associated with a response with a large relative cranio-caudal axis excursion. 

Cluster analysis

Agglomerative hierarchical clustering method (AHC) was applied on the observations dataset projected into the first three principal components. In Fig. 56, the dendogram shows the sequence of joins that were made between clusters. The numbers along the horizontal axis represent the ID of the subjects. The links between objects are represented as upside-down Ushaped lines. The height of the U indicates the distance between the objects.

The general shape of the dendogram suggests to gather the volunteers into five groups:

Group #1: 862, 806, 551, 128, 247, 771, 118, 484.

Group #2: 582, 620, 375, 329, 225.

Group #3: 135,573,733,981,635,741,438,431.

Group #4: 951, 607, 101, 948, 200, 869.

Group #5: 657, 442, 370. Group #2 contains 5 subjects that tend to have low amount of relative cranio-caudal excursion (negative values along Principal Component # 3). Typical subjects are tall men with normal corpulence.

Group #3 contains 9 subjects that tend to have strong viscous effect in thoracic mechanical

response (high values of μ).

There is no clear trend in the profile of the typical subjects.

Group #4 contains 8 subjects that tend to have higher midsternal compression and have lower thoracic stiffness (negative values along Principal Component # 2). Typical subjects are young with normal corpulence.

Group #5 contains 3 subjects that tend to have higher midsternal compression peak with higher relative sternal excursion both antero-posterior and craniocaudal axis (positive values along Principal Component # 1). In addition they tend to have lower thoracic stiffness.

Typical subjects are young with overweigh.

862 ' 806' 551' 128' 247' 771' 118' 484' 582' 620' 375' 329' 225' 135' 573' 733' 981' 635' 741' 438' 431' 951' 607' 101' 948' 200' 869' 957' 442' 370 Group#4 and Group #5 are very similar. Both groups subjects are young people with similar thoracic behaviour: (low thoracic stiffness and high midsternal compression), even if there are some difference between them in the amount of relative sternal excursion in the saggital plane. Group #2 and Group #3 are less similar with higher difference in the amount of viscous effect in thoracic behaviour. Group #1 is clearly the most outlier group with very stiff thorax from women, over 40 year's old and normal corpulence. Thoracic mechanical responses obtained in the present protocol are similar to those obtained in sled tests [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF]. The variability of thoracic mechanical response is higher in the present study than in literature where only 50 th percentile males were considered.
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Overweight volunteers' group shows significantly a higher cranio-caudal mid-sternal excursion than the subjects in the normal group. Increased soft tissues artefacts due to increased superficial tissue depth may partly cause the increase in ΔCC observed for overweight subjects. In addition, no significant difference was found in C max for overweight group in the present study. Finally, there may be a trend that overweight volunteers have a higher viscous effect in thoracic behaviour (higher μ-values).

Over 40 years-old group shows significantly a lower midsternal compression C max than younger compression. In addition, thoracic stiffness (higher K-values) was significantly higher for 40-years old group. The higher K value was especially observed for older women with no overweight while the lower K values were found for older people with high BMI. In addition, older people with high BMI seemed to have higher viscous thoracic behaviour than young group than older subjects with no overweight. Young subjects were more compliant (lower K-values) than the others especially the thin ones. Contrary to the older people, there was no trend in viscous effect in thoracic behaviour for young people with high BMI.

Nevertheless, the question of whether these thoracic mechanical differences between volunteers have implications on thoracic injury risk is still open. Thus, the second objective of the thesis is to provide answers by performing the same analysis in the injurious simulations using customize FE models. Chapter 3 describes the methodology used to implementing a geometrical personalisation process in order to adapt the geometry and the posture of a human 

CHAPTER III -GEOMETRICAL PERSONALIZATION OF HUMAN FE MODEL

Introduction

In the present chapter, we present the methodology used to personalize the geometry and the posture of the THUMS model using external landmarks and anthropometric dimensions taken on volunteers. The process is assessed on one subject by comparing computed thoracic geometry and MRI data and on two subjects by comparing anthropometric dimensions.

Materials and methods

Human body model

General description

The human body model used was the 50th percentile male THUMS (v3.0, Toyota Central R&D Labs Inc., Nagakute, Aichi, Japan). The THUMS model represents an adult mid-sized male (175cm, 77kg, 30's 40's) in occupant position with respect to anatomical geometry and biomechanical properties such as bone stiffness and skin flexibility [START_REF] Kimpara | Development of a small female fem model[END_REF].

Fig. 58 illustrates the main features of THUMS.

Detailed description of the thorax

The model structure and the total number (T.N.) of elements of the THUMS'thorax are described in Fig. 59. As for the entire model, the cortical bone of the rib and sternum was modeled using shells made of isotropic elastic plastic material. The trabecular bone and costal cartilage were modeled as isotropic elastic plastic material using solid elements.

Internal organs, abdomen, flesh and fat were modeled as viscoelastic material using solid elements. Internal organs are not separated but merged in "bags". An improved version of THUMS including individual organs was developed but was validated only for PAM-CRASH® [START_REF] Kimpara | Development of a small female fem model[END_REF]. The skin was modeled as elastic material using shell elements. Muscles and tendons were modeled as tension-only elastic material using bar elements. Each articular joint was modeled anatomically by bone-to-bone contacts. Each ligament was modeled as tension-only elastic material using membrane or bar elements.

Material properties were taken from [START_REF] Yamada | Strength of Biological Materials[END_REF]. 

Biofidelity

Validation and development of the THUMS model have been carried out by improving its model predictions from PMHS tests. The THUMS thorax was validated with frontal pendulum impacts [START_REF] Oshita | Development of a finite element model of the human body[END_REF]. The THUMS cervical spine was validated in flexion extension with frontal and rear end loadings [START_REF] Chawla | Validation of the cervical spine model in thums[END_REF].

The whole-body kinematics was validated with frontal sled tests for different impact velocity (48 km/h, 29 km/h) and restraint conditions (with/without airbag and pretensioned and load limited belt system) [START_REF] Pipkorn | Validation of a human body model for frontal crash and its use for chest injury prediction[END_REF]. The main responses were considered well predicted by THUMS with respect to peak value, time of peak and curve shape [START_REF] Pipkorn | Validation of a human body model for frontal crash and its use for chest injury prediction[END_REF]. It indicates that the THUMS model can be used for comparative studies and trend analysis.

Geometrical personalization process

Overview

The geometrical personalization of THUMS is performed using a method based on the Radial Basis Function (RBF; [START_REF] Buhmann | Radial basis functions[END_REF]. This interpolation method is widely spread to personalize FE meshes using control points [START_REF] Bertrand | External and internal geometry of european adults[END_REF][START_REF] Besnault | Morphometric study of the human pelvis[END_REF]Serre et al., 2006;[START_REF] Vezin | Structural characterization of human rib cage behavior under dynamic loading[END_REF]. RBF method allows the personalization of the shape of an initial cloud of nodes towards a new geometry and requires only the coordinates of some control points of the initial geometry and of the new geometry.

The ability of RBF method to generate models of isolated ribcages from direct bony landmarks has been demonstrated [START_REF] Vezin | Structural characterization of human rib cage behavior under dynamic loading[END_REF]. During HUMOS2 project, a statistical relationship between anthropometry dimensions were used to create the small female and the large male models from HUMOS2 50 th percentile male FE model [START_REF] Bertrand | External and internal geometry of european adults[END_REF]Serre et al., 2006).

Our purpose is to modify the initial mesh of THUMS 50 th percentile male FE model, using RBF, towards the geometry and the posture of the volunteers tested in Chapter 2. Geometry and posture of the volunteers are defined by a set of thoracic palpable points, some anthropometry dimensions and 2D control points from lateral view taken on volunteer during sled tests.

From these data on geometry and posture, control points must be defined to reproduce geometry and posture, to ensure good mesh homogeneity of the model.

Added to thoracic palpable points and 2D view palpable points, virtual control points were created all over the surface of the mesh. All these virtual control points also termed target surface nodes were used to personalize the whole body of THUMS using RBF.

Thus, the geometrical personalization of THUMS model was divided into three steps:

Step 1: Generation of initial surface nodes

Step 2: Generation of target surface nodes

Step 3: Mesh personalization using target surface nodes

The whole process is presented in Fig. 60. Fig. 60. Synthesis of the personalization process.

Step 1: Generation of initial surface nodes

THUMS is divided according to its body parts as described in Fig. 61. Left and right limbs were separated. For each body part, nodes are translated to a local coordinates system.

Definitions of local coordinates system are available in Appendix 5.

For each body part, a local cylindrical system is defined as shown in Fig. 62a. Then, each body part is numerically sliced in 10 slices along its longitudinal axis. In each slice, surface nodes defined as nodes with radial distance above 90% of the maximum radial distance r max found in local slice, are extracted. The extraction process for the 5 th slice of the left forearm is illustrated in Fig. 62b. Around 1400 surface nodes were extracted on the whole body using this method. Table 18 describes their repartition among all body parts. 

2.2.3

Step 2: Generation of target surface nodes

2.2.3.a Thoracic target surface nodes

Target geometry of each volunteer's ribcage was defined from a reasonable number of thoracic anatomical landmarks quite easy to get on both genders and on both corpulent and thin subjects.

42 thoracic palpable anatomical landmarks were identified. These landmarks are shown in Fig. 64 and defined in Table 43. Their 3D-coordinates were extracted using Vicon® system and expressed in a fixed reference linked to the Vicon® room. Then, the 3D-coordinates of the thoracic anatomical landmarks obtained on volunteer were expressed in the thoracic local coordinate system (Appendix 2).

In order to "clean" this set of landmarks, the Z thorax coordinate of the following thoracic anatomical landmarks (CV_M_007, TV_M_001:TV_M_012) was set to 0. Similarly, X thorax -Y thorax -Z thorax coordinates of the left thoracic anatomical landmarks (Z thorax <0) and of the right thoracic anatomical landmarks (Z thorax >0) were modified so that similar landmarks of both side were symmetrical wrt the saggital plane.

These 42 anatomical landmarks were identified on 50 th percentile male THUMS mesh. As thoracic anatomical points were not easy to locate on the mesh, three set of candidate nodes were selected on mesh according to their location: nodes on skin, nodes on bone, nodes on bone and skin. Definition of thoracic sets is available in Appendix 1 (Table 44).

To increase the definition of the ribcage target geometry, thoracic target surface nodes were added to the thoracic anatomical landmark set. Thoracic target surface nodes were deformed by RBF method using 42 thoracic anatomical landmarks acquired on thorax volunteer and on 50th percentile male THUMS geometry (Fig. 63). 

2.2.3.b Other body part target surface nodes

For other body parts, target surface nodes are created from initial surface nodes by homothety based on the length and largest circumference of each body part. This process is illustrated on the left arm in Fig. 65.

50 external anthropometric measurements were acquired on volunteer using conventional anthropometric tools (bracket, sliding calliper, meter tape). These external anthropometric measurements are defined in Appendix 2. For this step of the personalization, 13 of these external measurements are used (Table 19). These 13 pertinent external measurements were also identified on 50th percentile male THUMS mesh. In the local cylindrical reference, 3D

coordinates of the target surface nodes of the body part were transformed by homothety to fit the length (longitudinal axis) and circumference ( ) measured on volunteer. For the specific case of the head, head target surface nodes were transformed according to fit the width, the depth and the height of the head.

As the distances between the body parts has changed due to previous scaling, the distances between the local coordinate systems were modified to fit the length of the limb applied in 2.2.2.b. These lateral anatomical landmarks are illustrated in Fig. 66 and defined in Erreur ! Source du renvoi introuvable.. At the initial time of the shock, 2D-coordinates of the lateral anatomical landmarks were extracted using MotionTrack® (Vannier Photelec) and expressed in x-z plane linked to the laboratory reference.

Volunteer's body was divided in 12 segments similar to the THUMS segmentation (2.2.1):

Head, Thorax, Arm (L&R), Forearm (L&R), Thigh (L&R), Leg (L&R), Foot (L&R). Relative angles of each segment were computed from the previous segment wrt the following linkage:

Head → Thorax.
Upper extremities: Forearm → Arm, Arm → Thorax.

Lower extremities: Foot → Leg, Leg → Thigh, Thigh → Thorax.

Relative angles on the right extremities were assumed to be identical to those of the left extremities. In addition, these 17 lateral anatomical landmarks were also identified on the 50 th percentile male THUMS mesh. Relative angles of each body part were computed from the previous body part wrt the same linkage.

For each body part, target surface nodes were rotated to match the relative angles computed previously (Fig. 67). Rotated target surface nodes were all merged in thoracic local coordinate system. Then, rotated target surface nodes were translated in the THUMS coordinate system and were rotated to fit the angle of the seatback (25°). 

Step 3: Mesh personalization using target surface nodes

Finally the interpolation of the entire mesh was performed by RBF using the target surface nodes as control points (Fig. 68). Prior to the interpolation, 15% of both initial and target surface nodes are removed in order to avoid excessive mesh distorsion. Nodes removed correspond to the most extreme slices along the longitudinal axis of the body part and to the nodes needed in the definition of body part coordinates system. 

Software

Personalization process was performed using scripts written in Matlab (R2007b, The MathWorks Inc., Natick, MA, USA). Cores of RBF scripts were already written by Raphaël

Dumas [START_REF] Dumas | Soft tissue artifact compensation by linear 3d interpolation and approximation methods[END_REF].The host machine was a bi-core Intel Core2Duo, on

Windows XP. LS-PREPOST (v3.0, LSTC, Livermore, CA, USA) was also used to display the whole body model and to check the geometry.

Each personalization was performed in 20 min.

Assessment of the geometrical personalization process

The geometrical personalization process was assessed using two volunteers (man, 33 yearsold, 185 cm, 86 kg; woman, 40 years-old, 1m61, 54 kg). For each subject, 3 geometrically personalized THUMS model were computed using the three set of candidate's nodes as thoracic anatomical landmarks defined in 2.2.2.a.

First, the influence of these candidate nodes as thoracic palpable points was assessed on the thoracic of the woman by comparing the personalized mesh with known reference geometry obtained by magnetic resonance imaging (MRI). Then, the assessment was performed on the whole body of both subjects by comparing the personalized mesh with anthropometric dimensions and mesh quality criteria.

Assessment of the thoracic geometrical personalization

Methods

The personalized thoracic for the woman subject was geometrically compared to a known reference geometry built thanks to MRI scans (Fig. 69).

The MRI-scans of her thoracic were performed in a standing posture in the context of a previous study [START_REF] Beillas | The effects of posture and subject-to-subject variations on the position, shape and volume of abdominal and thoracic organs[END_REF].

As woman volunteer was standing, the arms over the shoulders during MRI-scans, the geometrical comparison was limited to the thorax and the upper part of the abdomen. The geometrical comparison is performed in the thoracic local coordinates frame (Appendix 5).

An "average distance", S, is calculated between personalized thorax mesh and the reference geometry as the mean of the distance d i found for each point of the reference geometry (~50000 points) to the closest point of the personalized thorax mesh (~35000 nodes) according to their location (sternum, ribcage, spine, mediastinum, abdomen, skin, whole thorax).

A d i -value of 0 would mean that a point of the MRI-scan fits exactly a node of the personalized mesh of the woman. 

Results

3 geometrically personalized THUMS model obtained using the three different candidate nodes as thoracic palpable points were computed for the woman subject. Each personalized thorax mesh of the woman was geometrically compared to the thorax MRI scan. Table 20 gives the mean distance S for the three different candidate nodes according to thorax parts.

Lower values of mean distance S correspond to the most similar geometrically personalized to MRI-scan. In most of the case, the thoracic skin set gives the best results. 

Assessment of the whole body geometrical personalization

Methods

Personalized model anthropometry dimensions for both subjects were compared to their anthropometry dimensions measured in vivo. In total, 15 thoracic dimensions and 17 general anthropometrical ones (including weight) were considered.

Mesh quality of each personalized body model was also evaluated using the "Element

Quality" module included in LS-Prepost. Recommended value by the software was used in the limit for each criterion.

Results

The following tables give results of different set of candidate nodes as thoracic palpable points for different criterion: global anthropometries (Table 22), thoracic anthropometries (Table 23), weight (Table 24) and mesh quality (Table 25).

The set of candidate nodes as thoracic palpable points which optimized most both global and thoracic anthropometries is the thoracic skin set. With this set, the mean thoracic anthropometry difference between the volunteers and their respective personalized THUMS was below 4 % where it is 6% wrt standard THUMS for man volunteer and 21% for the woman volunteer. The mean body anthropometry difference was below 3% (standard THUMS: 5% for man volunteer, 13% for women volunteer). Similarly, mean weight difference was below 4% for both volunteers with this set.

It must be noticed that most of the time thoracic bone set implies massive difference with the anthropometry dimensions, in particular thoracic anthropometry and weight.

Finally, all personalized meshes tend to have a worse mesh quality than the initial one: about 1360 ± 366 additional elements violated the limitations for personalized meshes.

Nevertheless, thoracic skin set and thoracic bone&skin set tend to have better score than thoracic bone set.

In conclusion, the selected set of thoracic palpable points for personalization is the thoracic skin set. Nodes definition is proposed in Table 21. 

Discussion

In this chapter, RBF method was applied to personalize THUMS model in posture and anthropometry with focus on thorax geometry, from in-vivo data. The process was validated by checking the mesh quality and comparing personalized model versus volunteer anthropometry and MRI-scans.

Although in-vivo data were too poor as control points for the personalization of THUMS, the geometrical personalization process using virtual control points permitted to handle both the thorax posture and the geometry personalization of the model without re-meshing. Moreover, this process permitted to keep a good mesh quality and THUMS characteristics (articular joint, ligament). Thus, as in-vivo data necessary for the geometrical personalization process are easy to obtain, this method is very efficient and very promising.

However, the resulting model is always more or less close to the initial geometry. In particular, genders difference cannot be reproduced. This could be corrected if the initial geometry used is the small female Total HUman Model for Safety [START_REF] Kimpara | Development of a small female fem model[END_REF].

Moreover, pathological deformities of the thorax (pectus excavatum, pectus carinatum, pouter pigeon breast) and of the spine (lordosis, kyphosis) may not be reproduced in the current state of the process as thoracic anatomical landmarks are "cleaned" prior to the process. Deactivate the cleaning should deal with thorax and spine deformities but could imply large local mesh distortions and therefore additional post-processing work. However, an interesting alternative would be to increase the number of anatomical points in particular on the bone allowing for a better accuracy and therefore greater personalization power.

In Chapter 4, the personalization will be applied on specific subjects showing various anthropometries.

CHAPTER IV -INJURY RISK ON VULNERABLE INDIVIDUALS WITH PERSONALIZED HUMAN BODY FINITE ELEMENT MODELS 1. Introduction

In the present chapter, we provide the analysis of simulations using personalized THUMS models of six specific subjects. First, a validation of the models under a low pulse is presented. Then, simulations of more severe pulses are analysed to compare different levels of personalization on injury risk assessment.

Material and methods

Geometrically personalized FE models of human body

50 th percentile male THUMS model was personalized in geometry using the method described in Chapter 3. Six geometric personalized models were created according to six volunteers.

They are shown in Fig. 71 and volunteers' anthropometries are available in 

Material properties personalization considering aging

Material properties of the geometrically personalized models THUMS 948 and THUMS 118 were modified to correspond to the changes in bone material properties due to aging. Thus, material properties of cortical bone, trabecular bone, and cartilage for both rib and sternum and cortical thickness were decreased to correspond to an old subject.

Ito et al. developed adult (35 yr) and elderly (75 yr) human thorax FE models from H-model for evaluating thoracic skeletal injuries [START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF]. Elderly material properties of the thoracic bones were estimated by applying the aging functions proposed for the femur bone Obese (BMI>30) [START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF]. Cortical thickness of the elderly model was directly estimated on the basis of literature [START_REF] Mohr | Geometry of human ribs pertinent to orthopedic chest-wall reconstruction[END_REF].

Since H-model and THUMS material properties of the ribcage are both based on elasticplastic formulation, the ratios applied by Ito to modify the yield stress, yield strain, ultimate strain , ultimate stress for their elderly model were reproduced on our personalized models.

Extracted ratios are available in Table 28 and material properties of the aged THUMS model in Table 29.

In the same way, cortical thickness ratio of rib and sternum are extracted from the ones applied by Ito et al. Cortical thickness used for aged THUMS models are available in Table 30.

Thus, different versions of THUMS 948 and THUMS 118 are developed according to the level of material personalization applied: 31. 

Solver and software

The solver used is LS-DYNA (mpp971sR3.2.1, LSTC, Livermore, CA, USA). The host machine is a multi-core Intel Xeon64, on Linux Red Hat 4. The pre and post processor used are LS-PREPOST (v3.0, LSTC, Livermore, CA, USA) and scripts written in Matlab (R2007b,

The MathWorks Inc., Natick, MA, USA).

Sled configuration

The personalized THUMS models are positioned in a generic interior vehicle model representative of a sled test configuration, under action of gravity. The models were restrained by 3-point belt system with retractor pretensioner and load limiter representative of a mid-size sedan car. The footrest, seat and knee bolster are modeled as rigid bodies and adjusted to be in contact with the personalized THUMS at the beginning of the simulation, according to the volunteer adjustments during in vivo experiments. In addition the belt shape was deformed according to the thorax shape using RBF [START_REF] Buhmann | Radial basis functions[END_REF]. 

Simulation matrix

The six geometrically personalized models and the initial THUMS model were subjected to the low-speed sled test (IV8). The six geometrically personalized models correspond to six different volunteers subjected to in-vivo sled tests (Chapter 2). No material properties personalization was applied for low-speed simulations.

At high speed, the 6 geometrically personalized models and the initial THUMS model were subjected to high speed sled test (IV40). For 4 models (957,370,442,806) and the initial THUMS, no material properties personalization was applied. A progressive material propreries personalization was applied for 948 and 118 models. 

Model Pulse S0-1 AM50 IV8 S0-2 AM50 IJ40 S1-1 957 v 1.0 IV8 S1-2 957 v 1.0 IJ40 S2-1 370 v 1.0 IV8 S2-2 370 v 1.0 IJ40 S3-1 442 v 1.0 IV8 S3-2 442 v 1.0 IJ40 S4-1 806 v 1.0 IV8 S4-2 806 v 1.0 IJ40 S5-1 118 v 1.0 IV8 S5-2 118 v 1.0 IJ40 S5-3 118 v 1.1 IJ40 S5-4 118 v 1.2 IJ40 S5-5 118 v 1.3 IJ40 S6-1 948 v 1.0 IV8 S6-2 948 v 1.0 IJ40 S6-3 948 v 1.1 IJ40 S6-4 948 v 1.2 IJ40 S6-5 948 v 1.3 IJ40

Measurements

Thoracic excursions were measured at the 1 st thoracic vertebral position (T1), at the 7 th thoracic vertebral position (T7) and at the 4 th lumbar vertebral position of the model (L4).

They are reported as relative displacements from the sled along its longitudinal axis (x-sled).

The chest deflections were measured at mid-sternum and at four additional points taken directly on cartilage (Fig. 75). Two mid-sternum deflections were measured. The first one was measured using nodes taken on skin and the other directly on the bony structure of the sternum and the 7 th thoracic vertebral spinous process. Midsternum deflection measured on skin corresponds to the one measured in vivo sled tests (Chapter 2). The multi-point deflections were measured directly on both side of the ribcage, at 5 cm to the sternum, on the cartilage of the 4 th rib and between the 6 th and the 7 th rib. They are reported in an axisdirection parallel to the midsternum deflection.

Chest compressions were defined as the respective chest deflections divided by the initial thickness of the thorax measured on skin at midsternum level.

Similarly to Lau and Viano, a viscous response was defined by a time dependent function formed by the product of the instantaneous velocity of midsternum deflection measured on bone, and the instantaneous compression, defined as the midsternum deflection measured on bone divided by the initial thickness of the thorax measured on skin at midsternum level. The viscous response peak [VC] max similar to the Viscous Criterion was computed consequently.

This criterion is used to address the effect of velocity of deformation [START_REF] Lau | The viscous criterion-bases and applications of an injury severity index for soft tissues[END_REF].

Contact forces between the human body model and the vehicle interior model (seat, backseat, footrest) and belt loads were computed in the binary outputs. Force-deflection curves were built using resultant shoulder belt force FRes (see Chapter 2) and mid-sternum deflection.

Outputs were computed for each millisecond of the simulation and a global output (d3plot)

was printed each 10 milliseconds. 

Rib injury assessment

The ribs elements erased by the model were used to locate and quantify the number of fractured ribs (NFR) as shown in Fig. 76. An estimate torso AIS (TOAIS) was computed according to the number of fractured ribs and their location (Table 33). "Flail chest" is defined as three or more consecutive ribs fractured in more than one side. Costal cartilage fracture or tear is coded separately according the side which is injured. Table 33. Computation of Torso Abbreviated Injury Scale (TOAIS) according to the number of fractured ribs and their location (AIS 2005). 

Area

Responses of geometrically personalized models at low speed

To use the geometrically personalized models as efficient prediction tool, it is important to validate it under dynamic conditions. Simulations outputs from geometrically personalized models were compared to outputs from initial model and to in-vivo sled test data. Results of these comparisons are synthetized in Table 34.

The comparison of the model-predicted and measured maximum relative excursions at different positions (T1, T7, L4) shows that in general, similar relative excursions were obtained between numerical and experimental even if they tend to be lower for the personalized models compared to the volunteer data. As expected, no bone fracture was observed for all models at low speed. e) A young mid-height man with high BMI (948).

f) An elderly mid-height man with high BMI (118). e) A young mid-height man with high BMI (948).

f) An elderly mid-height man with high BMI (118). e) A young mid-height man with high BMI (948).

f) An elderly mid-height man with high BMI (118). "Volunteer 118" "Thums AM50 (soft)" "Thums AM50 (bone)" "Thums 118 (skin)" "Thums 118 (bone)" a) A young small woman with mid BMI (957).

b) A young mid-height woman with high BMI (370).

c) A young mid-height man with high BMI (442).

d) A young tall man with mid BMI (806).

e) A young mid-height man with high BMI (948).

f) An elderly mid-height man with high BMI (118). 

Influence of personalization levels on thoracic injury risk prediction 4.1 Influence of geometrical personalization

Simulations maximal outputs from the four geometrically personalized models are available in Table 35 and illustrated in Fig. 84. Table 36 synthetizes The recess of the curves that appears after 4000 N corresponds to the action of the load limiter. The load limiter permits to limit the effect of thorax inertia on loading and thus the belt loads variability as observed in Table 35.

Fig. 86 shows the Von Mises stress distribution at maximum bony midsternal deflection time for the four geometrically personalized models. Stress concentration was observed at the left part of the rib cage and on sternum as expected for this configuration of belt loading.

Nevertheless, stress distribution is quite variable between geometrically personalized models. Thus, stresses are concentrated on sternum for THUMS 957 v1.0 while stresses are concentrated on ribs for THUMS 370 v1.0. These differences may be due to the difference in thorax shape. In addition, maximum midsternal deflection occurs at different times for the different geometrical personalized models (between 60 ms and 90 ms).

The number of rib fractures and their location also vary greatly among models. Thums 806 v1.0 is clearly the model most injured among all others counting the number or fractured ribs (14 ribs). In addition, as three or more consecutive ribs are fractured in both sides for this model, a bilateral flail chest is counted (TOAIS=5). An explanation for this phenomenon is due to the fact that the volunteer 806 has relatively heavy torso (28 kg on personalized model) because of his height (1.96 m). Thus, the thorax may self-charge more easily despite the opposing action of the force limiter. This hypothesis may be confirmed by the fact that model THUMS 370 v1.0 whose associate volunteer also has a heavy thorax (26 kg on personalized model), also suffered higher damage (8 ribs fractured).

In addition, some outputs seem to be correlated to the number of fractured ribs (NFR). In Fig.

87

, the number of fractured ribs is displayed crossed upper right chest compression, Vcmax and midsternal deflection measured on bone. There is a link (R²=0.97, p< 0.01) between the upper right chest compression and the number of fractured ribs. Similarly, there is a link (R²=0.78; p=0.05) between the midsternal deflection measured on bone and NFR. These correlations imply that excessive rib injuries observed for extreme anthropometries (806 & 370) may be linked to higher crushing effect on ribcage especially on the side that bears the load (upper right). In addition, there is a link (R²=0.82; p=0.03) between [VC] max and the number of fractured ribs. This correlation implies that excessive rib injuries observed for extreme anthropometries may be also associated with higher effect of velocity of deformation. Table 39 synthetized the location of rib fractures and the number of elements erased for the personalized models considering aging. The number of fractured ribs increases as the model get personalized considering aging. The number of fractured ribs slightly increased (≈1 fractured rib) when cortical thickness is personalized (v 1.1) and fractured ribs may occur slightly before. There is a significant increase of fractured ribs (≈5) when material properties of rib are personalized (v 1.2) and fractured ribs occur 7 ms before. The number of fractured ribs slightly increased (≈2 fractured rib) when material properties of the cartilage are finally personalized (v 1.3). As expected, a significant increase of the number of deleted cartilage elements is observed. It should be noted that for both personalized models (948 & 118), at least a flail chest with more than 5 ribs is counted when material properties of cortical bone and trabecular were modified (v1.2 and more).

In addition, there is no significant link between simulated outputs and NFR. 

Discussion

In this chapter, geometrically personalized models of six specific subjects of various anthropometries and age were developed from THUMS, based on vivo data and the geometrical personalization process described in Chapter 3.

A validation of the six geometrically personalized models was performed against in vivo sled tests at low speed. The comparison was carried out for belt loads, mid-sternum, chest excursions and thoracic force deflection curves. Similar maximum peak and time histories were obtained between personalized models and experiments. Nevertheless, this comparison is qualitative and it could be improved by using an objective rating method as proposed by (Hovenga et al., 2005).

The influence of geometrical personalization on thoracic injury risk prediction was evaluated at high speed on four geometrically personalized models of various anthropometries. Thoracic mechanical response was found sensitive to these various anthropometries. Extreme anthropometries (obese or tall subject) were found to be the most substantially injured relatively to other anthropometries. A higher crushing effect on ribcage and a higher effect of velocity of deformation may imply the excessive rib injuries observed for extreme anthropometries. Nevertheless, other simulations with different anthropometries are needed to confirm this tendancy.

The influence of material property modifications related to the effect of aging on thoracic injury risk prediction was evaluated at high speed on two geometrically personalized models of similar anthropometries and thorax morphotypes. Thus, cortical thickness, material properties of cortical bone, trabecular bone, and cartilage were progressively decreased to correspond to an old subject. The simulations indicated that changes in bone material parameters could substantially affect the FE model predictions of rib fractures. The number of fractured ribs was found more sensitive to changes in bone material properties (cortical and trabecular) than in cortical thickness decreasing.

Nevertheless, the influence of cortical thickness on thoracic injury risk prediction may be underestimated in our study. In initial THUMS model, ribs are modeled with cortical shell elements with constant thickness (1 mm). While real cortical thickness distributions may vary differently along the rib with aging, the assignment of a constant cortical thickness in the rib models limits this study. Cortical shell elements with variable thickness reflected more the local thickness variations in the rib cortical, and therefore may provide more sensitive predictions of rib structural responses when their thicknesses are modified.

In this study, material properties of cortical and trabecular bone were modified at the same time. Thus, the influence of each part of the rib structure is not clear. Nevertheless, it was found that for bending test on isolated ribs, variations in trabecular bone properties produced negligible influence on model results [START_REF] Li | Influence of mesh density, cortical thickness and material properties on human rib fracture prediction[END_REF]. So a lesser influence of material properties of trabecular bone is expected in high speed sled tests.

It was assumed that according to the rib orientation, the applied force causes rib deformations and rotations at various degrees (Kent et al. 2005). Thus, when rib deformations are majority, i.e. when the load force acts straight in the plane of the ribs, an increased structural stiffness and a decreased thoracic deflection tolerance are expected. The influence of costovertebral joint properties on thoracic injury risk prediction could be an interesting point to focus on since it may modify the amount of rib rotation and rib deformations. On THUMS, as each articular joint was modeled anatomically by bone-to-bone contacts, the personalization of joints would imply to re-mesh locally the joint bones and to change their contact properties.

The number of fractured ribs obtained in simulations seemed overestimated considering the recorder amount of chest compression and VC max . According to Kent and Patrie, 50% risk of probability of more than six rib fractures occurs at 33% chest compression for a 70-year-old, but at 43% for a 30-year-old [START_REF] Kent | Chest deflection tolerance to blunt anterior loading is sensitive to age but not load distribution[END_REF]. Similarly, according to Lau and Viano, 25% risk of probability of AIS≥4 occurs at VC max = 1.0 m/s [START_REF] Lau | The viscous criterion-bases and applications of an injury severity index for soft tissues[END_REF].

Differences in chest compression and VC max may due to the way to define chest deflection and compression. In our study, due to in vivo experiment limitations, chest compression was defined from the relative displacement of the midsternum to the 7 th vertebrae, easy to get on volunteer using the scapular tip but this tends to underestimate chest deflection, chest compression and consequently VC max . In Mroz et al. study, the chest deflection was defined as the posterior displacement of the sternum relative in the x-direction of a local coordinate system rigidly connected to the 10th thoracic vertebrae [START_REF] Mroz | Comparison of hybrid iii and human body models in evaluating thoracic response for various seat belt and airbag loading conditions[END_REF].

Thus, it seems that THUMS tends to overestimate the number of fractured ribs [START_REF] Mroz | Comparison of hybrid iii and human body models in evaluating thoracic response for various seat belt and airbag loading conditions[END_REF][START_REF] Pipkorn | Validation of a human body model for frontal crash and its use for chest injury prediction[END_REF]. However, we consider that the increased risk of injury highlighted in this study for different level of personalization is still valid as it was defined relatively to baseline simulations.

CONCLUSION

In the context presented in introduction, a literature analysis related to the knowledge of thorax anatomy and its injury mechanisms is performed. Then, a summary of the biomechanical tests performed on thorax and a summary of the existing thoracic injury criteria is presented. It led to the conclusion that a thoracic injury assessment tool accounting for differences in anatomical features and biological material properties that are observed between adults and elderly was needed. From that state of the art, it appeared that personalized models which represent all the population in corpulence and in age could be useful as thoracic injury assessment tools.

To develop such models is needed. First, experimental data are needed to validate the personalized models in real-world conditions. And also, a choice of the level of personalization of the model must be made and the sensibility of the model response to this personalization must be assessed to predict thoracic injury risk.

To answer these questions, we performed in vivo sled tests involving adults of various anthropometries and age to understand thoracic mechanical response and we developed and used customized FE models to carry out the same analysis in the injurious domain. The statistical analysis of the experiments on 30 subjects showed that:

The thoracic stiffness was significantly higher for 40-years old group especially for older women with no overweight, less for older people with high BMI

The young subjects were more compliant (lower K-values) than the others especially the thin ones.

The overweight volunteers' group seems to have a higher viscous thoracic behavior than the subjects in the normal group especially older people with high BMI.

These results suggest that both age and overweight have an influence on thoracic mechanical response.

In vivo experiments bring needed data and but present some limitations:

The number of available subjects and especially over 40-years-old subject was limited. A larger amount of subjects, especially elderly would allow to perform a finer analysis of the results concerning the role of age, and BMI in thoracic mechanical response variability. In Although most representative of a real crash situation, sled tests have the disadvantage of not being able to control the force applied by the belt on the thorax. Thus, thorax is selfloaded by its own inertia which limits comparison of thoracic mechanical behavior.

Compression tests as proposed by Cesari and Bouquet 1990 allow to control the force applied by the belt on the thorax. Nevertheless, this protocol implies that the subject is in supine position, which is less representative of a real crash situation where spine excursion is not limited.

In our study, volunteers were subjected to one low-speed pulse, defined from two public crash simulators and similar to other pulses used in literature. In a next protocol involving in vivo sled tests, using different set of pulses should allow to check the relevance of spring-dashpot-model parameters K, μ at different initial speed. However, the different pulses must be sufficiently severe to study thoracic mechanical response without presenting a risk to the volunteers.

The kinematics of landmarks additionally placed to the left and right side of chest and on the inferior contour of the ribcage have not been exploited in our analysis because of soft tissue artifacts. Increased superficial tissue depthtissue and arm excursions obstruct the visual field of the camera. In a next protocol, a solution would be to integrate a chestband device to get contours of both sides of the thorax. Additional cameras covering the scene could also help and the use of optoelectronical system as VICON® instead of standard high speed camera would be interesting [START_REF] Arbogast | Comparison of kinematic responses of the head and spine for children and adults in low-speed frontal sled tests[END_REF][START_REF] Lopez-Valdes | Analysis of spinal motion and loads during frontal impacts. comparison between pmhs and atd[END_REF][START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF].

Nevertheless, the question of whether these thoracic mechanical differences between volunteers have implications on thoracic injury risk was to be studied numerically. To use customized FE models for simulation in the injurious domain, the initial mesh of THUMS 50 th percentile male FE model was modified using RBF, towards the geometry and the posture of the volunteers tested in vivo. The geometrical personalization process was validated by checking the mesh quality and comparing personalized model versus volunteer anthropometry and MRI-scans for one subject. From this validation, it appeared that:

The geometrical personalization process using virtual control points allows both the thorax posture and the geometry personalization of the model without re-meshing.

This process permits to keep a good mesh quality and other FE features.

Concerning the personalization of the FE model, the limitations of our work are the following:

For the material property personalization considering aging, the fact that cortical thickness is constant in THUMS limits the potential of cortical thickness personalization. Using a FE model with variable cortical thickness along the rib would permit to go beyond this limitation. Nevertheless, in vivo data of cortical thickness variation along the rib are very limited, especially for young subjects. The development of ultrasound methods for rib cortical bone assessment should fill this lack [START_REF] Tran | Non-invasive assessment of human ribs mechanical properties[END_REF].

The personalization of costovertebral joint properties on thoracic injury risk prediction could be an interesting point to focus on since it may modify the amount of rib rotation and rib deformations. On THUMS, as each articular joint was modeled anatomically by bone-to-bone contacts, the personalization of joints would imply to change their properties (contact, ligaments). Nevertheless, in vivo data on ribcage mobility must be acquired for the personalization of joints. The Elderly project in which has been this thesis conducted also includes ribcage mobility. The volunteers tested during in vivo sled tests are also subjected to a protocol of breathing movement recording. It would be interesting to exploit these data in this goal.

After personalization, the resulted model is always more or less close to the initial geometry (male, 50 th percentile) in term of shape. In particular, genders difference and pathological deformities of the thorax cannot be reproduced. A solution would be to increase the number of thoracic palpable landmarks allowing for a better accuracy.

Another solution would be to use numerous anatomical points acquired for MRI-scans or EOS ultra-low dose scans instead of thoracic anatomical points (Humbert et al., 2009).

These scans have significant accuracy but these in vivo methods are expensive and difficult to implement on a large population. An alternate option could be to use specific initial mesh more representative of the target population. Thus, using an initial female mesh would be more suitable for the building of female personalized FE models.

Hence, geometrical personalization process was applied on six specific subjects of various anthropometries and age subjected to in vivo sled tests. A validation of the six geometrical models was performed against in vivo sled tests at low speed. The calculated thoracic responses were similar to the experimental results at low speed.

From the prediction of injury risk, it appeared that:

Extreme anthropometries (obese or tall subject) were found to be the most substantially injured relatively to other anthropometries.

Changes in either various anthropometries or bone material parameters could substantially affect the FE model predictions of rib fractures.

Considering the personalization with aging, the number of fractured ribs was more sensitive to changes in bone material property than cortical thickness.

Thus, this work puts forward the potential of personalized models as improved thoracic injury assessment tools. Personalized model should also include multi-scale personalization:

geometrical material properties updating since both affect thoracic injury outcome.

Concerning the simulations, the limitations are:

The number of personalized models especially considering aging was very limited. A parametric study including a larger amount of personalized models with various anthropometries and different levels of personalization considering aging would allow to explore more finely the role of different levels of personalization on thoracic injury risk assessment.

Personalized FE models were subjected to a unique high-speed pulse, defined from literature. Using different set of high-speed pulses should allow to study the evolution of thoracic injury risk for different severities and levels of personalization investigated.

To conclude, when considering previous works dealing with the thorax some progresses have 

A1.4. Discussion

It appeared that while the severity of Autochoc was too low to observe any effect on subject thorax, Testochoc pulse was felt too severe by the two volunteers. Finally, Ifsttar device was selected to replicate a pulse between Autochoc and Testochoc pulses with 3.75 g peak and 120 ms duration. This pulse was found similar to the one of a recent study [START_REF] Arbogast | Comparison of kinematic responses of the head and spine for children and adults in low-speed frontal sled tests[END_REF].

The total sled mass (including subject) was kept constant whatever subject mass by adding or removing weights attached to the sled. A good repeatability of the pulse (3.75 ± 0.27 g) was obtained.

Intrinsic error of stereovision (0.31 ± 0.56 mm) was judged acceptable compared to the volunteer lowest maximum sternal deflection (14.6 mm, 6%). Deflection measurements in this study consisted of soft tissue and bone deflections. It also included the error by soft tissue movements. Unfortunately, this error could neither be quantified nor corrected. Lopez-Valdes evaluated it between 15 and 20% in tests performed at 40 km/h with PMHS [START_REF] Lopez-Valdes | Optical measurement of 6-dof kinematics of internal body structures during frontal impact restraint loading[END_REF]. At 8 km/h, a smaller error could be expected. 

«

  Pour guérir quelque chose qui ne marche pas ou qui fait trop de bruit, il faut et il suffit de taper dessus avec quelque chose qui marche mieux ou qui fait plus de bruit. » Les Shadoks « Toute certitude est par essence contradictoire avec la philosophie de la recherche. » Pierre Joliot
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 6 Fig. 6. Intercostal muscles (Gray, 1918).
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 7 Fig. 7. Anatomy of pleural cavity and mediastinum (Gray, 1918).
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 18 Fig. 18. Probability of AIS≥3 thoracic injury versus age and shoulder belt load (Foret-Bruno et al., 1998).

  directions of impact (0°, 60° and 90°), different loading types (impactor, belt and harness, airbag, sled with belt-only restraint and sled with combined belt and airbag restraint), investigating different loading severities (sub-injury to numerous rib fractures) with a FE human body model based on HUMOS model. The Combined Deflection D c defined below was judged the most relevant by the authors: on the simulation and : the characteristic length.
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 211 Fig. 21. Illustration of the Combined deflection on a deformed thorax (Song et al., 2010).
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Fig. 26 .

 26 Fig. 26. Overview of the HUMOS2 scaling tool (Vezin and Verriest, 2005).

  50th percentile man Modelization of ribs, sternum, vertebrae, discs, cartilage, ligaments, muscles and internal organs solid at 8 nodes (code DYNA3D) Organs / muscles: viscoelastic Bone / ligament / cartilage: elastic rib / sternum / spine: E = 12304 MPa = 0.3, ρ = 4790 kg.m-3 cartilage / ligaments: E = 12 MPa, ν = 0.42, ρ = 2770 kg.m-3.

  GPa = 0.3, ρ = 2000 kg.m-3 Rib (trabecular) E = 98.8 MPa = 0.3, ρ = 1000 kg.m-3 Cartilage: E = 22.7 MPa = 0.35, ρ = 2000 kg.m-3 Frontal and lateral pendulum tests (Ruan et al., 2003) kg.m-3, K= 9.6 GPa, G0 = 4.4 GPa, G∞ = 1.8 GPa Sternum ρ = 2000 kg.m-3, K= 9.6 GPa, G0 = 4.4 GPa, G∞ = 2.3 MPa Cartilage : ρ = 1500 kg.m-3, K= 53 MPa, G0 = 9 MPa, G∞= 96 kPa

  86 GPa = 0.3, ρ = 2000 kg.m-3 Rib (trabecular) E = 40 MPa = 0.45, ρ = 1000 kg.m-3 Cartilage: E = 49 MPa = 0.4, ρ = 2000 kg.m-3
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 1 State of the art David POULARD/ Thèse de Mécanique/ Université Claude Bernard Lyon1 Page 65 sur 213 majority of developed countries, the prevalence of overweight and obesity in older adult population is very high. Thus, in order to study the variability of the population in age, anthropometry and for both gender, in vivo experiments seem necessary. Except early in-vivo experimental studies which brought knowledge on the human body tolerance, most of them were used to analyze the physiology influence on the body response to dynamic loading -muscle tone or to assess the response of specific populations such as children for non-injurious levels.

Fig. 27 .

 27 Fig. 27. Sled configuration based upon a standard sedan car environment of a front passenger restrained by a 3-point belt.

Fig. 29 .

 29 Fig. 29. Distribution of tested subjects compared to the initial targets based upon anthropometry charts (Jürgens et al., 1990).
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Fig. 30 .

 30 Fig. 30. Landmarks spread over volunteer during belt loading.

Fig. 31 .

 31 Fig. 31. Overview of camera location and field of view.

Fig. 32 .

 32 Fig. 32.Reconstruction of an object in space from the images taken by several cameras. Adapted from[START_REF] Compigne | Non-injurious and injurious impact response of the human shoulder tree-dimensional analysis of kinematics and determination of injury threshold[END_REF].

Fig. 33 .

 33 Fig. 33. Calibration of the sled scene with the calibration object.

Fig. 34 .Fig. 35 .

 3435 Fig. 34. Comparison of different methods of interpolations of mid-sternum landmark trajectory for the computation of mid-sternum deflection.Time (ms) Midsternal deflection (mm) 12 10 8 6 6 4 2 0 -2 50 100 150 200 250

Fig. 36 .

 36 Fig. 36. Computation of the resulting shoulder belt load FRes (adapted from Eickhoff et al., 2011).

Fig. 37 .Fig. 38 .

 3738 Fig. 37. Standard deviation ellipse on force-deflection curve (adapted from[START_REF] Shaw | Oblique and lateral impact response of the pmhs thorax[END_REF].

  the package Statistical Toolbox of Matlab. Numerical values were given as mean ± standard deviation (SD). Age and BMI groups were compared with permutation Student ttest. Comparisons were considered as significant for p < 0.05. vivo analysis of thorax mechanical response under belt loading David POULARD/ Thèse de Mécanique/ Université Claude Bernard Lyon1 Page 79 sur 213

  (ID: 329, 128, 375) close to 50th percentile (age: 51 ± 12.5 yo; height: 1.76 ± 0.05 m, weight: 74.3 ±0.58 kg) and we developed a corridor of midsternum compression. Our 50 th percentile male corridor was compared to the corridor obtained by Kemper in Fig.39. Mean midsternal compression peak C max was similar in both studies (7.4% vs. 8%) even if mid-sternum compressions in the present study rose and dropped slower due to the difference in deceleration pulse characteristics, (4 g, 8 kph vs. 5 g, 9.7 kph).

Fig. 39 .

 39 Fig. 39. Comparison of mid-sternum compression corridors for 50th percentile male from the present study (n=3) and Kemper et al. (2011; n=5).

Fig

  Maximum belt loads, for each group, are presented in Fig.45. As expected, maximum belt loads were linked to maximum subjects weights. The maximum reaction forces also increase with subject mass.

Fig. 40 .

 40 Fig. 40. Time history of the external shoulder belt force FB3 for age group and BMI group.

Fig. 41 .

 41 Fig. 41. Time history of the lower shoulder belt force FB4 for age group and BMI group.

Fig. 42 .

 42 Fig. 42. Time history of the lap belt force FB6 for age group and BMI group.

Fig. 43 .Fig. 44 .

 4344 Fig. 43. Time history of the resultant shoulder belt force FRes for age group and BMI.

Fig. 45 .

 45 Fig. 45. Maximum belt loads for different age and BMI groups.

Fig. 46 .

 46 Fig. 46. Maximum compression for different age and BMI groups.

  3.3.3 Mid-sternal trajectories in sagittal planeGenerally, mid-sternal landmark tends to move along the posterior direction and along the cranial direction during the shock. Relative trajectories of mid-sternal in saggital plane for the different age and BMI groups are shown in Fig. 47. Boxplots of maximum antero-posterior excursions ΔAP and craniocaudal excursion ΔCC and relative ones %AP and %CC are shown in Fig. 48.

Fig. 47 .

 47 Fig. 47. Comparison of sternal relative trajectories in sagittal plane for age and BMI group.

Fig. 48 .

 48 Fig. 48. Maximum sagittal excursion for different age and BMI groups.

  Fig. 49 shows the relationship between the resultant shoulder belt load FRes and the midsternum deflection D for different age and BMI groups. Boxplots of thoracic stiffnesses and model parameters are shown in Fig. 50. Fig. 51 shows typical force-deflection curves. WhileFRes was calculated as the average curve for each group, mid sternal deflection was computed from the mathematical model using the associated average K, μ parameters.

( a )Fig. 49 .

 a49 Fig. 49. Thoracic force-deflection curve for different age and BMI groups.

Fig. 50 .

 50 Fig. 50. Maximum force-deflection characteristics for different age and BMI groups.

Fig. 51 .

 51 Fig. 51. Thoracic force-deflection curve computed from model parameters for different age and BMI groups.

Fig. 52 .

 52 Fig. 52. Correlation of K,μ parameters with age and BMI. The coefficient of determination R 2 for linear regression was displayed when correlation was found significant (p<0.05).

Fig. 53

 53 Fig.53showed the percent variance explained by each principal component (axis) obtained by PCA. The individual percent variance is defined as the individual variance divided by the total variance. Individual percent variability is represented in descending order by bars, and the cumulative percent variability is represented by the line. Only the first 95% of the cumulative distribution is displayed. The first three principal components explain over 80% of the total variability in the standardized ratings, so that it seems reasonable to reduce the PCA dimensions to these three principal components.

Fig. 53 .

 53 Fig. 53. Pareto chart of the percent variability explained by each principal component from PCA.

Fig. 54 .Fig. 55 .

 5455 Fig.54displays both the observations and the variables projected onto the first three principal components. Each of the five variables is represented in this plot by a vector, and the direction and length of the vector indicates how each variable contributes to the principal components in the plot. For example, we have seen that the first principal component, represented in this left plot by the horizontal axis, has positive coefficients for the markers variables C max , %AP, and negative coefficient for μ. That corresponds to vectors directed into the top and bottom halves of the plot, respectively. This indicates that this component distinguishes between subjects that have high values for the first set of variables and low for the second, and subjects that have the opposite.

  Fig.57showed the observations projected onto the first three principal components according to these five groups. Table 15, Table 17, Table 16 describe the AHC groups according to

Fig. 56 .

 56 Fig. 56. Dendrogram illustrating the arrangement of the clusters produced by AHC.

Fig. 57 .

 57 Fig. 57. AHC group factor maps for the first three principal components.
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 2 In vivo analysis of thorax mechanical response under belt loading David POULARD/ Thèse de Mécanique/ Université Claude Bernard Lyon1 Page 101 sur 213 FE model to various cases. Chapter 4 provides the analysis of simulations simulations in the injurious domain to isolate the role of geometrical parameters possibly linked to the thoracic mechanical response under dynamic loading and their role in severity.

Fig. 58 .

 58 Fig. 58. THUMS features (Toyota Central R&D Labs Inc.).

Fig. 59 .

 59 Fig. 59. Thorax and spine mesh (Toyota Central R&D Labs Inc.).

Fig. 61 .

 61 Fig. 61. Segmentation of the 50th percentile male THUMS model.

Fig. 63 .

 63 Fig. 63. Personalization of thoracic surface points by RBF with the 42 thoracic anatomical points.

Fig. 65 .

 65 Fig. 65. Personalization of left arm surface points by homothety with limb length and circumference.
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Fig. 67 .

 67 Fig. 67. Rotation of target surface nodes according to volunteer's posture.

Fig. 66 .-

 66 Fig. 66. Definition of lateral anatomical landmarks used for posture personalization.

Fig. 68 .

 68 Fig. 68. Mesh interpolation by RBF using surface nodes.

Fig. 69 .

 69 Fig. 69. MRI-scans used for the assessment of the thoracic geometrical personalization.

Fig. 70

 70 Fig. 70 shows the distance d i found for each of the 4000 skin points of the reference geometry MRI-scan to the closest point of the personalized thorax mesh. d i -values are not homogeneous. Highest d i -values (worst fit) are concentrated on the arms, on breast and on the posterior part of the pelvis. The position of the volunteer (pelvis in standing position, arm over the shoulders) can explain d i -values for these respective parts. Bad fit for the breast is more likely to be linked to the intrinsic anatomic differences between both genders. As the initial geometry is based on a man, these anatomic differences cannot be reproduced. Finally as CT-scan were performed 3 years ago (2009), the geometry of the volunteer could have changed during this period.

Fig. 70 .

 70 Fig. 70. View of the distance d i found for skin point of the reference geometry CT-scan to the closest point of the personalized thorax mesh using thoracic skin set.

  number was added in order to code their level of personalization: v 1.0.: geometrical personalization only v 1.1. and more: geometrical and material properties personalization. Four geometrically personalized models represent young volunteers with various anthropometries (height, corpulence): a small woman with mid BMI (957) a mid-height woman with high BMI (370), a mid-height man with high BMI (442), a tall man with mid BMI (806). No changes have been made in their material properties (v 1.0). a) A young small woman with mid BMI (957). b) A young mid-height woman with high BMI (370). c) A young mid-height man with high BMI (442). d) A young tall man with mid BMI (806). e) A young mid-height man with high BMI (948). f) An elderly mid-height man with high BMI (118).

Fig. 71 .Fig. 72 .

 7172 Fig. 71. Six geometrically personalized FE models.

  3.: Cartilage, Cortical, Trabecular and Thickness personalization Levels of material property personalization and associated versions of personalized THUMS models are synthetized in Table

Fig. 73 .

 73 Fig. 73. Generic interior vehicle model with a personalized THUMS human body model.

Fig. 74 .

 74 Fig. 74. Low speed (gray) and high speed (black) pulses used for the sled test simulations.

Fig. 75 .

 75 Fig. 75. Definition of the points used for chest deflection measurement during simulation.

Fig. 76 .

 76 Fig. 76. Prediction of bone fractures in simulation.
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  Comparisons of the belt loads time histories between the model and the test data are illustrated in Fig. 77, Fig. 78, Fig. 79 and Fig. 80. Similar curves were obtained between the responses of geometrically personalized models and real subjects.

Fig. 81 and

 81 Fig. 81 and Fig. 82 compare the model-predicted and measured histories of mid-sternum deflections and compression. In general, similar deflections were obtained between midsternum deflection measured on ribcage of geometrically personalized models and midsternum deflection measured on volunteer at low speed. Little variability was obtained for mid-sternal deflection measured on ribcage of geometrically personalized models. A significant difference was obtained between the mid-sternum deflection measured on skin model and the mid-sternum deflection measured directly on bony structure of the model.

FB6

  young mid-height woman with high BMI (370). c) A young mid-height man with high BMI (442).d) A young tall man with mid BMI (806).e) A young mid-height man with high BMI (948).f) An elderly mid-height man with high BMI (118).

Fig. 77 .

 77 Fig. 77. Comparisons of external shoulder belt load FB3 between geometrically personalized models and in-vivo sled tests at low speed (4 g, 8 km/h).

  e) A young mid-height man with high BMI (948).

f)

  An elderly mid-height man with high BMI (118).

Fig. 78 .

 78 Fig. 78. Comparisons of internal shoulder belt load FB4 between geometrically personalized models and in-vivo sled tests (4 g, 8 km/h).

Fig. 79 .

 79 Fig. 79. Comparisons of the lap shoulder belt load FB6 between geometrically personalized models and in-vivo sled tests (4 g, 8 km/h).

Fig. 80 .

 80 Fig. 80. Comparisons of the resultant shoulder belt load FRes between geometrically personalized models and in-vivo sled tests (4 g, 8 km/h).

Fig. 81 .

 81 Fig. 81. Comparisons of mid-sternum deflections between geometrically personalized models and invivo sled tests (4 g, 8 km/h).

Fig. 82 .

 82 Fig. 82. Comparisons of mid-sternum compression between geometrically personalized models and invivo sled tests (4 g, 8 km/h).

Fig. 83 .

 83 Fig. 83. Comparisons of the thoracic forces-deflection responses between geometrically personalized models and volunteers (4 g, 8 km/h).

  Fig. 85.
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Fig. 84 .

 84 Fig. 84. Maximum outputs for different geometrically personalized models.

9 a)Fig. 85 .Fig. 86 .Table 37 .Fig. 87 .

 985863787 Fig. 85. Force-deflection obtained for geometrically personalized models at high speed (IJ40).

Fig. 90

 90 Fig. 90 shows the Von Mises contour at maximum bony midsternal deflection time for the personalized models considering aging. Stress concentration was observed at the left part of the rib cage and on sternum as expected for this configuration of belt loading. There is no clear difference between THUMS v1.0 (geometrical personalization only) and THUMS v1.1 (Cortical thickness decreasing) neither in the amount and nor in the location of Von Mises stress. There is a significant difference in the amount of Von Mises stress when material properties of cortical bone and trabecular are modified (v1.2 and more). Nevertheless, there is no clear difference between THUMS v1.2 (material properties of cortical and trabecular updated) and THUMS v1.3 (material properties of cartilage updated) neither in the amount and nor in the location of Von Mises stress.

Fig. 88 .

 88 Fig. 88. Maximum outputs for different personalized models considering aging.

Fig. 89 .

 89 Fig. 89. Force-deflection obtained for personalized models considering aging at high speed (13 g, 40 km/h).

Fig. 90 .Table 40 .Chapter 4 -

 90404 Fig. 90. Von Mises stress contour obtained for personalized models considering aging in high speed sled tests at maximum bony midsternal deflection time (upper: cortical, lower: cartilage & trabecular).

Forman
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Fig. 94 .

 94 Fig. 94. Mean deceleration pulses of the three devices.

Fig. 95 .

 95 Fig. 95. HIII AM50 (black) and HIII AF 05 (grey) sternal deflection measured by internal dummy sensor (solid lines) and stereovision (dotted lines).

Fig. 96 .

 96 Fig. 96. Thorax mechanical responses of two volunteers (S01 in grey, S03 in black) overlayed with Dummy ones. (thick lines)

Fig. 97 .

 97 Fig. 97. Side view of spine kinematics of S01 (left) and S03 (right) subjects relative to the sled. 2D trajectory of T8 is shown in black line.
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  The line connecting the midpoint between Xiphoidus Process and T8 and the midpoint between Incisura Jugulais and C7, pointing upward. Z thorax : The line perpendicular to the plane formed by IJ, C7, and the midpoint between PX and T8, pointing to the right.X thorax : The common line perpendicular to the Z thorax -and Y thorax -axis, pointing forwards. The origin coincident with the center of the head of humerus X arm The line connecting the middle of the two epicondyles and the center of the head of humerus, pointing upward. Y arm : The line connecting the most medial point of the medial epicondyle and the center of the head of humerus, pointing to the right. The line connecting the ulnar styloid process top and the olecranon rostrum top.

:

  The line connecting the point of the most cranial of the olecranon posterior face and the center of the head of humerus, pointing to the right. Page 189 sur 213 origin coincident with the most lateral of the greater trochanter X thigh : The line connecting the epicondyle lateral top and the most lateral of the greater trochanter. Y thigh : The line connecting the epicondyle medial top and the center of the most lateral of the greater trochanter.

:::

  The common line perpendicular to the X thigh -and Y thigh -axis, pointing forwards. The origin coincident with the most caudal point of the medial condyle (on the medial edge) X leg The line connecting the median of the point most lateral of the tibial articular surface posterior edge and the point most lateral of the tibial articular surface anterior edge crossing the medial face of the medial malleolus and the most caudal point of the medial condyle (on the medial edge) Y leg : The line connecting the tibial tuberosity top and the most caudal point of the medial condyle (on the medial edge).

::

  The origin coincident with the median of the point most lateral of the tibial articular surface posterior edge and the point most lateral of the tibial articular surface anterior edge crossing the medial face of the medial malleolus X foot : The line connecting the most distal point of the tibial sole (on the foot skin) and O The line connecting the most anterior point of the foot (on the skin) and O foot .
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Injury severity Skeletal injury Soft tissue injury

  

	3			
	1	Minor	1 rib fracture	Contusion of bronchus
	2	Moderate	2-3 rib fractures Sternum fracture	Partial thickness bronchus tear
	3	Serious	4 or more rib fracture on one side 2-3 rib fractures with hemo/pneumothorax	Lung contusion Minor heart contusion
			Flail chest	
			4 or more rib fractures on each	Bilateral lung laceration
	4	Severe	side	Minor aortic laceration
			4 or more rib fractures with	Major heart contusion
			hemo/pneumothorax	
				Major aortic laceration
	5	Critical	Bilateral flail chest	Lung laceration with tension
				pneumothorax
	6	Untreatable		Aortic laceration with haemorrhage not confined to mediastinum

. Thorax mechanical response during frontal loading 3.1 Blunt impact tests

  

	Numerous tests with different configurations were conducted in laboratory on PMHS to
	assess thorax biomechanical response in frontal impacts. First understanding of thoracic
	biomechanical response to antero-posterior loading was assessed in the past on Post Mortem
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Children Adults (percentile) 6 mo 12 mo 18 mo 3 yr 6 yr 5 th female 50th male 95 th male

  

	Dimensions (mm)								
	Erect sitting height	439	480	505	546	635	812	907	970
	Buttocks to knee	170	198	221	284	381	521	589	638
	Knee to floor	125	155	173	221	358	464	544	594
	Shoulder to elbow	130	150	160	193	234	305	366	381
	Elbow to fingertip	175	198	213	254	310	399	465	503
	Standing height	671	747	813	953	1168	1510	1751	1873
	Weights (kg)								
	Head	2.11	2.49	2.72	3.05	3.48	3.68	4.54	4.96
	Neck	0.29	0.34	0.35	0.43	0.41	0.81	1.54	2.04
	Torso	3.04	4.38	5.22	6.61	10.76	24.14	40.23	53.00
	Upper extremity	0.85	1.18	1.31	1.79	1.98	4.67	8.53	10.94
	Lower extremity	1.53	1.31	1.60	2.63	4.28	13.52	23.36	31.79
	Total weight	7.82	9.70	11.20	14.51	20.91	46.82	78.20	102.73
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Table 6 .

 6 Volunteer studies on thorax mechanical response in antero-posterior loading.

	Reference	Methodology	Objective	Limitations
	(Armstrong et al., 1968)	30 US Air Force Personnel on sled test 8-20 km/h, 3-15g	Influence of subject restraint on kinetic subject absorption	Experienced volunteers No chest deflection data High peak pulses
		7 human volunteers		
	(Lobdell et al., 1973)	subjected to static hub loading (11% chest	Chest deflection	Loading conditions
		deflection)		
		1 human volunteer		
	(Patrick, 1981)	impacted at 2.4 m/s with a 10 kg padded hub impactor (18% chest	Chest deflection	Unique volunteer Impactor loading type
		deflection)		
		11 volunteers		
	(Tsitlik et al., 1983)	Quasi-static loading of the sternum with a rubber	Chest deflection	Loading conditions
		plate (48 x 64 mm)		
		Volunteers dynamically		
	(Backaitis and St-Laurent, 1986)	loaded by diagonal belts Belt load 2.8-3.2 kN (14 % chest deflection, 35	Volunteer vs. dummy chest response	Higher stiffness from back restrained
		mm)		
	(Arbogast et al., 2009)	5 male volunteers on sled test in front crash conditions 8 km/h, 4 g	Child difference of neck and head response	No thorax study Focused on child
	(Kemper et al. 2011)	5 male volunteers in front crash conditions 10 km/h, 5 g	Effects of bracing on chest compression	Volunteer close to 50th percentile No data on belt forces

Table 7 .

 7 Material property of the cortical rib in an elderly thoracic model based on the 50th percentile male THUMS[START_REF] Tamura | Elderly human thoracic fe model development and validation[END_REF].

		σ y (MPa)	ε y	YM (GPa)	Etan (GPa)	ε p	ε max
	Anterior part	121.6	0.0145	8.394	3.792	0.0055	0.020
	Lateral part	135.3	0.0111	12.211	4.610	0.0089	0.020
	Posterior part	112.9	0.0103	10.998	6.332	0.0097	0.020
	σ						

y : yield stress, ε y : yield strain, YM: Young's modulus, Etan: plastic hardening modulus, ε p : plastic strain, ε max : ultimate strain.

Table 8 .

 8 Material property of the ribcage for adult and elderly model[START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF]. : yield stress, ε y : yield strain, σ max : ultimate stress, ε max : ultimate strain.Similarly to Ito et al., two human thorax FE models for evaluating thoracic skeletal injuries on adult (35 yr) and elderly (75 yo) were developed from Ford Human Body Model (FHBM) -an FE model which approximates the geometry and mass of a mid-sized male (El-Jawahri

			Cortical bone		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	64.1	0.0246	79.9	0.0246
	Elderly (70 yo)	54.0	0.0212	68.3	0.0212
		Trabecular bone		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	-	-	3.31	0.0696
	Elderly (70 yo)	-	-	1.25	0.0776
			Cartilage		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	-	-	9.41	0.018
	Elderly (70 yo)	-	-	7.16	0.0139
	σ				

y

Table 10 .

 10 Anthropometric characteristics of volunteers subjected to sled tests.

	2.00						
	1.90						
	1.80						
	1.70						
	1.60						
	1.50						
	1.40						
	1.30						
	1.20						
	40	60	80	100	120		
	ID	Gender	Age (yo)	Height (m)	Weight (kg)	BMI (kg/m²)	Midsternal thickness (mm)
	582	M	21	1.90	64	17.8	
	951	F	22	1.78	57	18.0	
	101	M	18	1.67	50	18.1	
	771	F	23	1.54	45	18.7	
	135	M	20	1.88	68	19.2	
	200	F	22	1.74	58	19.3	
	607	M	32	1.64	57	21.1	
	862	F	41	1.61	58	22.2	
	375	M	63	1.81	74	22.6	
	438	M	39	1.70	66	22.9	
	484	F	45	1.61	60	22.9	
	806	M	21	1.96	88	23.1	
	869	M	19	1.67	64	23.1	
	733	M	34	1.97	92	23.6	
	635	F	28	1.56	58	23.8	
	225	M	32	1.85	83	24.2	
	957	F	23	1.55	58	24.5	
	551	F	50	1.61	64	24.7	
	329	M	38	1.73	74	24.8	
	128	M	52	1.73	75	25.1	
	247	F	56	1.67	71	25.5	
	948	M	25	1.69	73	25.6	
	620	M	64	1.71	79	27.0	
	118	M	65	1.67	75	27.0	
	981	F	54	1.66	74	27.1	
	573	F	63	1.59	69	27.3	
	741	M	58	1.92	102	27.7	
	442	M	35	1.75	86	28.0	
	370	F	20	1.70	90	31.1	
	431	M	56	1.72	101	34.1	

12. Chapter 2 -In vivo analysis of thorax mechanical response under belt loading David

  Two sled tests were performed for each volunteer. The force-deflection responses obtained in these two successive tests were found significantly different. The results of the test for which

the highest D max was measured, was only considered. Thoracic mechanical characteristics for each volunteer are synthetized in Table 11. Mean values for different age and BMI groups are synthetized in Table POULARD/ Thèse de Mécanique/ Université Claude Bernard Lyon1 Page 80 sur 213

Table 12 .

 12 Thoracic mechanical characteristics dataset from in vivo sled tests: different age and BMI groups.

	4.7 5.6% 2.4% 26053 54412 16681 1325
	10.9

In vivo analysis of thorax mechanical response under belt loading David

  

												Chapter 2 -							
	Non overweight subjects (BMI < 25 kg/m², n=19)	1211 13.7 203 6.80% 22.5 17.2 11.30% 8.60% 26330 68656 31800 1175	324 3.8 23 2.00% 7 6.9 4.10% 3.50% 15494 29824 21411 586	0.27 0.28 0.11 0.29 0.31 0.40 0.36 0.41 0.59 0.43 0.67 0.50	Overweight subjects (BMI≥25 kg/m², n=11)	1527 16 241 6.70% 29 24 12.10% 10.00% 27132 73315 29642 1416	329 5.3 18 2.20% 11.1 8.7 4.50% 3.60% 13392 39867 18759 1162	0.22 0.33 0.07 0.33 0.38 0.36 0.37 0.36 0.49 0.54 0.63 0.82	Young subjects (Age <40 yr, n=18)	1201 15.6 206 7.60% 25.3 17.5 12.20% 8.40% 23353 60892 24666 1071	345 5.2 25 2.20% 11.3 8.2 4.90% 3.60% 12336 29069 15155 646	0.29 0.33 0.12 0.29 0.45 0.47 0.40 0.43 0.53 0.48 0.61 0.60	Older subjects (Age ≥ 40 yr, n=12)	1514 13 232 5.60% 24.1 23 10.60% 10.10% 31530 84573 40522 1552	292 2.4 25 0.90% 4.7 7.2 2.70% 3.30% 16654 35231 23527 1015	0.19 0.18 0.11 0.16 0.20 0.31 0.25 0.33 0.53 0.42 0.58 0.65	All subjects (n=30)	1327 14.5 216 6.80% 24.8 19.7 11.60% 9.10% 26624 70364 31008 1263	356 4.5 28 2.00% 9.1 8.2 4.20% 3.50% 14526 33247 20174 832	0.27 0.31 0.13 0.29 0.37 0.42 0.36 0.38 0.55 0.47 0.65 0.66	737 8.6 159 3.70% 9.5 4.7 5.60% 2.10% 7295 21600 7773 245	1980 26.5 264 12.00% 56.5 37.7 21.90% 14.70% 67632 154143 93060 3914
		1015	171	0.17		1248	307	0.25		1002	158	0.16		1248	299	0.24		1100	252	0.23	709	1995
		585	140	0.24		770	158	0.21		592	161	0.27		744	145	0.19		653	170	0.26	337	1148
		667	172	0.26		700	181	0.26		668	189	0.28		695	151	0.22		679	173	0.25	396	986
		949	204	0.21		1015	262	0.26		1007	240	0.24		922	198	0.21		973	225	0.23	659	1588
		Mean 942	SD 223	c v 0.24		Mean 1114	SD 187	c v 0.17		Mean 939	SD 215	c v 0.23		Mean 1103	SD 208	c v 0.19		Mean 1005	SD 224	c v 0.22	Min 560	Max 1580
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3 Comparison of thoracic mechanical response from different age and BMI groups

  

	3.3.1 Seat belt loads
	Time histories of the seat belt for each age and BMI group are shown in

Table 13 .

 13 Fromthis dataset, only five variables intrinsically linked to volunteers were studied: C max , %AP, %CC, K, μ. As described in Materials & Methods part, data were standardized before PCA treatment.

Table 13 .

 13 Reduced thoracic mechanical dataset used for PCA and ACH.

	ID	C max (%)	%AP	%CC	K (N/m)	μ (Ns/m)
		5.3%	5.6%	2.4%	16681	1325
		8.8%	19.4%	6.2%	7773	1385
		8.6%	12.5%	5.3%	12709	373
		7.9%	13.0%	10.2%	36628	546
		6.1%	6.0%	11.4%	31461	2241
		7.0%	16.9%	6.5%	15146	1181
		10.0%	14.0%	8.4%	13910	326
		5.4%	9.9%	11.9%	38044	913
		5.9%	7.4%	7.8%	43390	977
		3.7%	8.9%	10.4%	56753	2431
		5.2%	17.1%	13.3%	93060	830
		6.5%	11.1%	10.7%	46416	1000
		7.3%	9.8%	4.9%	20396	872
		5.5%	8.0%	7.7%	9351	1969
		7.2%	8.6%	11.1%	11183	1481
		5.1%	7.7%	3.8%	51430	1137
		12.0%	17.4%	14.7%	20635	656
		6.6%	9.9%	11.8%	41466	1695
		5.5%	10.7%	4.3%	37761	991
		6.1%	9.1%	11.9%	52276	245
		4.8%	11.4%	12.1%	61773	1038
		10.4%	9.6%	8.1%	24689	593
		6.3%	9.3%	2.1%	15893	1421
		7.2%	13.0%	10.1%	29488	730
		5.2%	8.9%	5.8%	28740	1948
		5.0%	12.2%	13.5%	17667	2524
		5.4%	7.0%	9.6%	7773	3914
		10.3%	21.9%	14.6%	17628	362
		8.9%	18.9%	11.3%	13442	403
		3.9%	11.6%	11.1%	56689	2393

  Table 14 contains the principal component coefficients (loadings) of the variables. For each component, the underlined values correspond to the highest loadings of each principal component and are termed the "marker variables". A different sign between two "marker variables" of a principal component highlights an antagonist action between them. Markers variables give sense to the principal component and permit to differentiate amongst the different types of subjects.

Table 14 .

 14 The principal component coefficient for each variable obtained using PCA. Markers variables are underlined.

	Principal Component #

Table 15 ,

 15 Table 17, Table 16 describe the AHC groups according to anthropometries, age and BMI groups and "markers variables".

Table 15 .

 15 AHC group description according to age, genders and BMI groups

		Man	Woman	BMI<25	BMI≥25	Age<40	Age≥40
	Group # 1	38% (3/8)	63% (5/8)	63% (5/8)	38% (3/8)	25% (2/8)	75% (6/8)
	Group # 2	100% (5/5)	0% (0/5)	80% (4/5)	20% (1/5)	60% (3/5)	40% (2/5)
	Group # 3	63% (5/8)	38% (3/8)	50% (4/8)	50% (4/8)	50% (4/8)	50% (4/8)
	Group # 4	67% (4/6)	33% (2/6)	83% (5/6)	17% (1/6) 100% (6/6)	0% (0/6)
	Group # 5	33% (1/3)	67% (2/3)	33% (1/3)	67% (2/3) 100% (3/3)	0% (0/3)

Table 16 .

 16 AHC group description according to anthropometries.

		Age	BMI	Height	Weight
		Group	Group	Group	Group	Group	Group	Group	Group
		Mean	SD	Mean	SD	Mean	SD	Mean	SD
	Group # 1	47.1	10.4	23.7	2.5	1.68	0.13	67.0	13.1
	Group # 2	43.6	19.2	23.3	3.4	1.80	0.08	74.8	7.1
	Group # 3	44.0	15.8	25.7	4.4	1.75	0.15	78.8	17.1
	Group # 4	23.0	5.1	20.9	3.0	1.70	0.05	59.8	7.8
	Group # 5	26.0	7.9	27.9	3.3	1.67	0.10	78.0	17.4
	Overall	38	16.3	24	3.8	1.72	0.12	71.1	14.3

Table 17 .

 17 AHC group description according to markers variables.

		Markers	Group Mean Overall mean Group SD Overall SD	p
		C max	6.2%	6.8%	1.1%	2.0%	0.46
		%AP	11.8%	11.6%	2.6%	4.2%	0.87
	Group # 1	%CC K μ Principal Component #1	11.5% 49894 875 0.03	9.1% 31008 1263 0.00	1.1% 20093 422 0.56	3.5% 20174 832 1.49	0.07 0.02 0.21 0.96
		Principal Component #2	1.20	0.00	1.02	1.18	0.01
		Principal Component #3	-0.38	0.00	0.47	0.94	0.27
		C max	5.6%	6.8%	0.5%	2.0%	0.22
		%AP	8.1%	11.6%	1.9%	4.2%	0.08
	Group # 2	%CC K μ Principal Component #1	4.1% 33031 1170 -1.04	9.1% 31008 1263 0.00	2.3% 16041 198 0.39	3.5% 20174 832 1.49	0.00 0.83 0.81 0.13
		Principal Component #2	-0.88	0.00	0.93	1.18	0.12
		Principal Component #3	-1.06	0.00	0.33	0.94	0.02
		C max	5.3%	6.8%	1.1%	2.0%	0.05
		%AP	8.9%	11.6%	2.1%	4.2%	0.09
	Group # 3	%CC K μ Principal Component #1	10.1% 27452 2363 -1.36	9.1% 31008 1263 0.00	2.4% 20023 713 0.72	3.5% 20174 832 1.49	0.47 0.66 0.00 0.02
		Principal Component #2	-0.02	0.00	1.00	1.18	0.97
		Principal Component #3	0.98	0.00	0.86	0.94	0.01
		C max	8.7%	6.8%	1.4%	2.0%	0.04
		%AP	13.7%	11.6%	3.9%	4.2%	0.26
	Group # 4	%CC K μ Principal Component #1	6.6% 15771 788 1.15	9.1% 31008 1263 0.00	1.4% 5969 434 0.68	3.5% 20174 832 1.49	0.10 0.05 0.19 0.07
		Principal Component #2	-1.04	0.00	0.26	1.18	0.04
		Principal Component #3	-0.29	0.00	0.52	0.94	0.47
		C max	10.4%	6.8%	1.6%	2.0%	0.01
		%AP	19.4%	11.6%	2.3%	4.2%	0.00
	Group # 5	%CC K μ Principal Component #1	13.5% 17235 474 2.98	9.1% 31008 1263 0.00	1.9% 3613 159 0.50	3.5% 20174 832 1.49	0.04 0.07 0.12 0.00
		Principal Component #2	0.41	0.00	0.38	1.18	0.56
		Principal Component #3	0.76	0.00	0.35	0.94	0.18

Table 18 .

 18 Surface nodes extracted for each body part

		Head Thorax Arm Forearm Thigh	Leg	Foot	Total
	Extracted nodes	89	262	120	103	97	108	91	1389

Table 19 .

 19 External anthropometric measurements used in the personalization process.Posture of each volunteer was defined using rigid body segmentation and 17 lateral anatomical landmarks placed on the left side of the volunteer during in vivo sled tests.

	Code	Description
	ANTH_26a	Glabella -occiput lenght
	ANTH_26b	Skull height auricular height (porion -vertex)
	ANTH_26c	Head width
	ANTH_19	Arm lenght (acromion -elbow)
	ANTH_44	Arm upper circumference (superior third)
	ANTH_18	Ulna length
	ANTH_50	Greatest forearm circumference
	ANTH_06 -ANTH_07	Greater trochanter top -Knee articular interline spacing
	ANTH_36	Thigh upper circumference (superior third)
	ANTH_07 -ANTH_43	Knee articular interline spacing -Internal malleolus bottom
	ANTH_39	Greatest calf circumference
	ANTH_42	Greatest foot lenght
	ANTH_43	Greatest foot width
	2.2.3.c Posture personalization	

Table 20 .

 20 Results of woman personalized models with different candidate nodes as thoracic palpable points compared to MRI-scans.

			S-Score (♀-THUMS →MRI-scan)
	Location	Thoracic skin set	Thoracic bone set	Thoracic bone & skin set
	sternum	4.9 ± 2.1 mm	5.9 ± 3.3 mm	5.8 ± 2.7 mm
	ribcage	5.3 ± 3.2 mm	6.0 ± 3.5 mm	5.4 ± 2.9 mm
	spine	5.0 ± 4.3 mm	5.0 ± 3.9 mm	5.3 ± 3.2 mm
	mediastinum	6.1 ± 3.1 mm	7.0 ± 3.3 mm	6.1 ± 2.9 mm
	abdomen	8.4 ± 5.6 mm	13.4 ± 12.0 mm	8.8 ± 5.8 mm
	skin	20.2 ± 17.5 mm	23.5 ± 23.9 mm	21.6 ± 18.7 mm
	Total	8.8 ± 9.6 mm	11.0 ± 13.1 mm	9.0 ± 10.1 mm

Table 22 .

 22 Results of man and woman personalization for different combination candidate nodes as thoracic palpable points on global anthropometry dimensions.

	THUMS Personalized with thoracic set below	Thoracic skin set Thoracic bone set Thoracic bone & skin set	Relative Relative Relative Relative Relative Relative	difference (♀) difference (♂) difference (♀) difference (♂) difference (♀) difference (♂)	0.1% -0.4% 0.1% -0.4% 0.1% -0.4%	-0.4% 0.6% -0.4% 0.8% -0.5% 0.9%	0.0% 0.0% 0.0% 0.0% 0.0% 0.0%	-0.6% 2.7% 0.8% 3.8% 1.0% 2.9%	0.2% -0.5% 0.1% -0.5% 0.1% -0.3%	7.5% 10.9% 8.7% 13.5% 7.8% 12.5%	-4.9% -3.8% -5.0% -3.7% -5.2% -3.4%	2.3% 1.8% 2.7% 2.0% 2.2% 1.7%	-5.6% -4.8% -5.4% -4.7% -5.6% -4.8%	0.3% 0.1% 0.3% -0.1% 0.3% 0.0%	0.4% 4.7% 2.6% 7.6% 1.8% 5.8%	-8.0% -2.9% -7.0% -1.2% -7.4% -1.8%	-4.4% -4.6% -4.1% -4.3% -4.2% -4.6%	-6.6% -6.9% -6.3% -6.2% -6.7% -6.2%	-2.3% -1.2% -1.9% -0.7% -2.3% -1.2%	-1.2% 0.4% -0.2% 1.5% -1.2% 0.4%	-1.0% -1.0% -1.0% -1.0% -1.0% -1.0%	2.7% 2.8% 2.7% 3.0% 2.8% 2.8%
	THUMS 50th	Relative Relative	difference (♀) difference (♂)	11.6% 4.8%	9.7% 9.7%	10.6% 0.3%	10.6% 1.9%	29.5% -7.8%	46.1% 4.7%	9.4% 1.6%	28.6% 4.3%	21.1% -0.9%	4.3% -5.6%	3.9% -8.6%	5.2% -5.1%	-4.6% -15.8%	6.6% -8.3%	4.8% -8.9%	3.6% -0.7%	20.1% -0.3%	13.6% 5.3%
	Reference	values	♂ Code Description ♀	197 ANTH_26a Glabella -occiput lenght (mm) 185	220 ANTH_26b Skull height auricular height (mm) 220	162 ANTH_26c Head width (mm) 147	380 ANTH_19 Arm lenght (acromion -elbow) (mm) 350	330 ANTH_44 Arm upper circumference (mm) 235	300 ANTH_49 Arm bottom circumference (mm) 215	280 ANTH_18 Ulna length (mm) 260	265 ANTH_50 Greatest forearm circumference (mm) 215	165 ANTH_51 Smallest forearm circumference (mm) 135	420 380 ANTH_06 -ANTH_07 Femur length (mm)	580 510 ANTH_36 Thigh upper circumference (mm)	460 415 ANTH_37 Thigh bottom circumference (mm)	470 415 ANTH_07 -ANTH_43 Tibia length (mm)	395 340 ANTH_39 Greatest calf circumference (mm)	230 200 ANTH_40 Smallest ankle circumference (mm)	96 92 Greatest foot width (mm) ANTH_42	271 225 Greatest foot lenght (mm) ANTH_43	Total (mean absolute difference)

Table 23 .

 23 Results of man and woman personalization for different combination candidate nodes as thoracic palpable points on thoracic anthropometry dimensions.

	THUMS Personalized with thoracic set below	Thoracic skin set Thoracic bone set Thoracic bone & skin set	Relative Relative Relative Relative Relative Relative	difference (♀) difference (♂) difference (♀) difference (♂) difference (♀) difference (♂)	-5.3% 1.3% -1.1% 7.0% -5.6% 1.4%	-4.3% -6.6% -6.4% -6.0% -11.6% -10.5%	1.7% 6.0% 16.4% 18.5% 9.2% 11.8%	3.8% 6.2% 15.8% 12.8% 7.8% 6.3%	-4.0% -2.5% 1.6% 3.8% -7.6% -2.5%	-1.7% -4.9% -9.9% -2.0% -15.7% -7.9%	5.5% 1.7% 9.9% 5.4% 5.7% 1.7%	5.8% 5.1% 39.5% 31.4% 10.6% 7.1%	2.6% 3.6% 34.2% 31.9% 5.4% 5.5%	-3.4% 2.2% 34.0% 29.1% -0.4% 4.1%	-0.2% 3.8% -54.7% 9.3% -6.5% 6.4%	-3.5% -0.6% -37.6% -1.0% 1.1% -2.7%	-5.7% -1.4% 6.7% 11.8% -8.5% -0.7%	-6.0% -3.7% 0.0% 8.0% -11.2% -3.1%	-5.5% -6.6% 12.0% 7.6% -4.4% -5.9%	3.9% 3.8% 18.7% 12.4% 7.4% 5.2%
	THUMS 50th	Relative Relative	difference (♀) difference (♂)	10.5% -3.4%	8.4% -15.0%	32.0% 6.6%	29.8% 1.4%	14.0% -6.9%	2.9% -12.1%	20.3% -4.4%	39.5% 0.2%	31.0% -2.1%	28.5% -2.6%	23.2% -7.6%	35.6% 4.0%	12.8% -6.0%	8.7% -8.1%	18.4% -11.2%	21.0% 6.1%
	Reference	values	Code Description ♀ ♂	ANTH_15 Bi-acromial width (mm) 327 374	RAM_15 Bi-deltoïd width (mm) 400 510	ANTH_20 Thoracic axillary width (mm) 282 349	ANTH_23 Thoracic sub-sternal width (mm) 264 338	ANTH_30 Abdominal width (mm) 267 327	ANTH_08 Iliac bi-crest width (mm) 280 328	ANTH_09 Bi-trochanter width (mm) 310 390	ANTH_21 Thoracic axillary thickness (mm) 158 220	ANTH_33 Abdominal thickness (mm) 180 241	ANTH_24 Thoracic sub-sternal thickness (mm) 176 232	ANTH_46 Sternum length (mm) 180 240	ANTH_47 Xiphoid angle (°) 79 103	ANTH_25 Thoracic sub-sternal circumference (mm) 800 960	870 1030 ANTH_22 Thoracic axillary circumference (mm)	720 960 ANTH_31 Abdominal circumference (mm)	Total (mean absolute difference)

Table 24 .

 24 Results of man and woman personalization for different combination candidate nodes as thoracic palpable points on weight.

Table 25 .

 25 Results of man and woman personalization for different combination candidate nodes as thoracic palpable points on mesh quality.

	Thoracic bone& skin set	#Violated (%) ♂ #Violated (%) ♀	2812 (3.8%) 2930 (4.0%)	4154 (5.6%) 1847 (2.5%)	671 (0.9%) 647 (0.9%)	15255 (20.6%) 15136 (20.4%)	1699 (2.3%) 1686 (2.3%)	2227 (3.0%) 2278 (3.1%)	2643 (3.6%) 2822 (3.8%)	271 (0.4%) 250 (0.3%)	148 (0.2%) 144 (0.2%)	889 (1.2%) 867 (1.2%)	4803 (6.5%) 4821 (6.5%)	2816 (3.8%) 2993 (4.0%)	4329 (5.8%) 6157 (8.3%)	2983 (4.0%) 2963 (4.0%)	358 (0.5%) 700 (0.9%)	27778 (37.5%)
	Thoracic bone set	#Violated (%) ♀ #Violated (%) ♂	2954 (4.0%) 2816 (3.8%)	2471 (3.3%) 4940 (6.7%)	674 (0.9%) 723 (1.0%)	15555 (21.0%) 15661 (21.1%)	1896 (2.6%) 1925 (2.6%)	2426 (3.3%) 2394 (3.2%)	2711 (3.7%) 2661 (3.6%)	300 (0.4%) 308 (0.4%)	224 (0.3%) 223 (0.3%)	946 (1.3%) 965 (1.3%)	5098 (6.9%) 5124 (6.9%)	3025 (4.1%) 2831 (3.8%)	5925 (8.0%) 4249 (5.7%)	2935 (4.0%) 2934 (4.0%)	639 (0.9%) 378 (0.5%)	28166 (38.0%) 28213 (38.1%)
	Thoracic skin set	#Violated (%) ♀ #Violated (%) ♂	2885 (3.9%) 2816 (3.8%)	1858 (2.5%) 3929 (5.3%)	678 (0.9%) 680 (0.9%)	15064 (20.3%) 15248 (20.6%)	1656 (2.2%) 1711 (2.3%)	2185 (2.9%) 2244 (3.0%)	2789 (3.7%) 2608 (3.5%)	247 (0.3%) 255 (0.3%)	165 (0.2%) 162 (0.2%)	774 (1.0%) 904 (1.2%)	4809 (6.5%) 4881 (6.6%)	2966 (4.0%) 2824 (3.8%)	6245 (8.4%) 4488 (6.0%)	2940 (4.0%) 2921 (3.9%)	683 (0.9%) 370 (0.5%)	27681 (37.4%) 27376 (36.9%)
	THUMS 50th	#Violated (%)	2822 (3.8%)	2801 (3.8%)	717 (0.9%)	14772 (19.9%)	1312 (1.8%)	1828 (2.5%)	2501 (3.4%)	192 (0.3%)	120 (0.16%)	561 (0.8%)	4388 (5.9%)	2808 (3.8%)	4731 (6.4%)	3469 (4.7%)	275 (0.4%)	26405 (35.6%)
		Quality Name Limit value	1 Min side length	25 Max side length	10 Aspect Ratio	10 Warpage	45 Min Quad Angle	135 Max Quad Angle	30 Min Tria Angle	120 Max Tria Angle	0.7 Taper	45 Skew	0.6 Jacobian	1 Char. length	5 Area	88 Feature angle	1.00E-06 TimeStep	Total of failed (%)
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Table 26 .

 26 Allvolunteers were included for the sled test experiments described in Chapter 2.

Table 26 .

 26 Anthropometric characteristics of volunteers subjected to THUMS personalization process.

	ID	Gender	Age (yo)	Height (m)	Weight (kg)	BMI (kg/m²)
	806	M	21	1.96	88	23.1
	957	F	23	1.55	58	24.5
	442	M	35	1.75	86	28.0
	370	F	20	1.70	90	31.1
	948	M	25	1.69	73	25.6
	118	M	65	1.67	75	27.0
	Personalized models are identified by the volunteers' identification number. A version

Table 27 .

 27 Thoracic anthropometries of volunteer 948 and 118

	Code	Thoracic dimensions	Volunteer 118
	ANTH_15	Bi-acromial width (mm)	384
	RAM_15	Bi-deltoïd width (mm)	448
	ANTH_20	Thoracic axillary width (mm)	334
	ANTH_23	Thoracic sub-sternal width (mm)	324
	ANTH_30	Abdominal width (mm)	343
	ANTH_08	Iliac bi-crest width (mm)	316
	ANTH_09	Bi-trochanter width (mm)	337
	ANTH_21	Thoracic axillary thickness (mm)	223
	ANTH_33	Abdominal thickness (mm)	236
	ANTH_24	Thoracic sub-sternal thickness (mm)	271
	ANTH_46	Sternum length (mm)	195
	ANTH_47	Xiphoid angle (°)	103
	ANTH_25	Thoracic sub-sternal circumference (mm)	946
	ANTH_22	Thoracic axillary circumference (mm)	970
	ANTH_31	Abdominal circumference (mm)	1010

Table 28 .

 28 Ratio for personalization of material properties according to age from[START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF].

			Cortical bone		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	64.1	0.025	79.9	0.025
	Elderly (70 yo)	54	0.021	68.3	0.021
	Ratio elderly/adult	0.842	0.862	0.855	0.862
			Trabecular bone		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	-	-	3.31	0.070
	Elderly (70 yo)	-	-	1.25	0.078
	Ratio elderly/adult			0.378	1.115
			Cartilage		
		σ y (MPa)	ε y	σ max (MPa)	ε max
	Adult (35 yo)	-	-	9.41	1.8%
	Elderly (70 yo)	-	-	7.16	1.4%
	Ratio elderly/adult			0.761	0.772
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Table 32

 32 synthetizes the different simulations.

Table 32 .

 32 Simulation tests matrix

	Num

Table 34 .

 34 Thoracic mechanical characteristics obtained on geometrically personalized models and volunteers at low-speed (4g, 8km/h).

	max [N]
	FB4
	max [N]
	FB3
	#ID

Table 35 .

 35 Thoracic mechanical characteristics dataset obtained on geometrically personalized models at high-speed (13g, 40km/h).

Num Model Maximum belt loads peaks [N] Chest Deflection [mm] FB3 max FB4 max FB6 max FRes max Skin Bone

  

	Max	34.9	29.1	44.5	35.5	38.6	36.6 ±	5.7									
	Lower	Right	25.7	11.5	32.6	30.9	12.9	22.7 ±	10.0		TOAIS	3	4	3	3	5	3.6 ± 0.
	Lower	Left	34.9	20.4	44.5	35.5	28.7	32.7 ±	9.0		NFR	7	7	8	6	14	8.4 ±	3.2
	Upper	Right	15.0	11.2	15.3	14.4	20.2	15.3 ±	3.4	VC max	[m/s]	0.189	0.158	0.212	0.180	0.259	0.200 ±	0.038
	Upper	Left	5492 5393 26.8 20.4 28.3	5375 5139 17.1 16.2 29.1	5987 5086 21.3 18.0 35.7	5917 5619 23.7 17.4 32.6	5482 5181 27.8 24.7 38.6	5650 ± 5284 ± 23.3 ± 4.3 19.4 ± 3.4 32.9 ± 4.5 280 221	Chest Compression [%]	Upper Upper Lower Lower Max Left Right Left Right	12.4% 6.6% 15.3% 11.3% 15.3%	17.0% 6.6% 11.9% 6.7% 17.0%	15.5% 6.7% 19.4% 14.2% 19.4%	12.7% 5.6% 13.8% 12.0% 13.8%	17.5% 9.1% 13.0% 5.8% 17.5%	15.0 ± 6.9 ± 14.7 ± 10 ± 3.6% 16.6 ±	2.4% 1.3% 2.9% 2.1%
			4477	3920	4243	4386	4367	4278 ±	217			Bone	8.9%	9.5%	7.8%	6.8%	11.2%	8.8 ±	1.7%
			4983	4950	4963	5071	4830	4959 ± 87				Skin	11.8%	10.0%	9.3%	9.2%	12.6%	10.8 ±	2.0%
			S0-2 THUMS AM50 v1.0	S1-2 THUMS 957 v1.0	S2-2 THUMS 370 v1.0	S3-2 THUMS 442 v1.0	S4-2 THUMS 806 v1.0	Mean ± SD		Num Model	S0-2 THUMS AM50 v1.0	S1-2 THUMS 957 v1.0	S2-2 THUMS 370 v1.0	S3-2 THUMS 442 v1.0	S4-2 THUMS 806 v1.0	Mean ± SD

Chest Deflection (mm)

  

				Skin	Bone	Upper Left	Upper Right	Lower Left	Lower Right	Max
														THUMS 118	v1.3
														THUMS 118	v1.2
														THUMS 118	v1.1
														THUMS 118	v1.0
														THUMS 948	v1.3
														THUMS 948	v1.2
														THUMS 948	v1.1
														THUMS 948	v1.0
	25%		20%			15%						10%		5%	0%
				Chest Compression (%)
				Skin	Bone	Upper Left	Upper Right	Lower Left	Lower Right	Max
														THUMS 118	v1.3
														THUMS 118	v1.2
														THUMS 118	v1.1
														THUMS 118	v1.0
														THUMS 948	v1.3
														THUMS 948	v1.2
														THUMS 948	v1.1
														THUMS 948	v1.0
	45	40	35	30		25			20			15	10	5	0
						FB3max	FB4max	FB6max	FResmax
														THUMS 118	v1.3
														THUMS 118	v1.2
														THUMS 118	v1.1
														THUMS 118	v1.0
														THUMS 948	v1.3
														THUMS 948	v1.2
														THUMS 948	v1.1
														THUMS 948	v1.0
	6000	5000		4000	3000 Belt Load (N)	2000	1000	0	0.25	0.2	0.15	0.1	0.05	0

Table 38 .

 38 Thoracic mechanical characteristics dataset obtained on personalized models considering aging at high-speed (13g, 40km/h).

Num Model Maximum belt loads peaks [N] Chest Deflection [mm] FB3 max FB4 max FB6 max FRes max Skin Bone

  

	Max	34.3	35.7	34.3	35.9	35.1 ±	0.9	38.6	39.9	39.3	39.1	39.2 ±	0.5									
	Lower Lower	Left Right	28.4 34.3	28.0 35.7	30.1 34.3	27.9 35.9	28.6 ± 1 35.1 ± 0.9	20.9 23.7	22.2 24.5	25.3 25.6	24.6 25.4	23.2 ± 24.8 ± 0.9 2.1		NFR TOAIS	6 3	7 3	13 4	14 4	10.0 ± 3.5 ± 0.6 4.1	4 3	6 3	10 4	13 5	8.3 ± 3.8 ± 1.0 4.0
	Upper a) THUMS 948 v1.0. Right 16.2 15.8 16.8	16.2	16.2 ± b) THUMS 948 v1.1. 0.4 13.0 14.1 14.3 12.3 13.4 ± 0.9	VC max	[m/s] c) THUMS 948 v1.2. 0.1833 0.1755 0.1664 0.2158 0.185 ± 0.022	0.1898	0.1846 d) THUMS 948 v1.3. 0.1716 0.1833 0.008 0.182 ±
	Upper a) THUMS 118 v1.0. Left 5220 4953 25.3 15.0 27.5 5159 5036 26.0 15.5 27.6 5166 4996 25.6 15.7 29.1	5241 4916 23.9 15.2 27.8	5196 ± 4975 ± 25.2 ± 0.9 15.3 ± 0.3 28 ± 0.8 40 52 b) THUMS 118 v1.1. 4638 5294 28.6 15.4 38.6 4720 5459 29.3 15.6 39.9 4635 5488 29.4 15.6 39.3 4654 5496 31.6 15.6 39.1 4662 ± 40 5434 ± 95 29.7 ± 1.3 15.6 ± 0.1 39.2 ± 0.5	Chest Compression [%]	Lower Max Right Upper Left Lower Left Upper Right c) THUMS 118 v1.2. 14.5% 14.5% 15.0% 15.0% 14.4% 14.4% 15.1% 15.1% 14.7 ± 0.4% 14.7 ± 0.4% 11.6% 12.0% 11.6% 11.8% 12.2% 12.6% 11.7% 11.7% 11.8 ± 0.3% 12.0 ± 0.4% 6.8% 6.6% 7.1% 6.8% 6.8 ± 0.2%	10.0% 16.2% 16.2% 8.8% 5.5%	10.3% 16.8% 16.8% 9.3% 5.9% d) THUMS 118 v1.3. 10.8% 16.5% 10.7% 16.4% 10.4 ± 0.4% 16.5 ± 0.2% 16.5% 10.6% 16.4% 10.3% 16.5 ± 0.2% 9.8 ± 0.9% 6.0% 5.2% 5.6 ± 0.4%
			5110 4014	5076 3907	5076 4028	5057 3924	5080 ± 22 3968 ± 61	4950 3799	4921 3848	4954 3964	4964 3814	4947 ± 18 3856 ± 75			Skin Bone	10.7% 6.3%	10.9% 6.5%	10.8% 6.6%	10.0% 6.4%	10.6 ± 6.5 ±	0.4% 0.1%	12.0% 6.5%	12.3% 6.6%	12.4% 6.6%	13.3% 6.6%	12.5 ± 6.5 ±	0.5% 0.0%
			THUMS 948 v1.0	THUMS 948 v1.1	THUMS 948 v1.2	THUMS 948 v1.3	Mean ± SD	THUMS 118 v1.0	THUMS 118 v1.1	THUMS 118 v1.2	THUMS 118 v1.3	Mean ± SD		Model	THUMS 948 v1.0	THUMS 948 v1.1	THUMS 948 v1.2	THUMS 948 v1.3	Mean ± SD	THUMS 118 v1.0	THUMS 118 v1.1	THUMS 118 v1.2	THUMS 118 v1.3	Mean ± SD
			S5-2	S5-3	S5-4	S5-5			S6-2	S6-3	S6-4	S6-5				Num	S5-2	S5-3	S5-4	S5-5			S6-2	S6-3	S6-4	S6-5

  Thèse de Mécanique/ Université Claude Bernard Lyon1 Page 154 sur 213 addition, tested older subjects were not representative of their age group in term of bone quality since they were recruited if only if they have no osteopenia (total femoral and lumbar Tscore>-1). In a next protocol, this criterion should be reassessed in order to include elderly easily.

Conclusion
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Yes No Yes No Thums-118 v1.1 Yes No Yes No No Yes Yes No Thums-118 v1.

Table 21. Optimum set candidate nodes as thoracic palpable points. Code Thoracic skin set Code Thoracic skin set CV_M_007 mid(8713006 -8713013) CLAV_R_004 mid(8984957 -8984954) TV_M_001 mid(8713013 -8983045) Code Cortical thickness (mm) Sternum thickness (mm) Thickness-1 0.70 1.00 Thickness-2 0.60 0.86 Table 31. Level of material property personalization and associated versions of personalized THUMS models. Publications Poulard D., Bermond F, Bruyere K., and Compigne S., 2012. In-vivo analysis of thorax mechanical response under belt loading: the role of BMI in thorax stiffness. Journal of Biomechanics. Accepted.

A non-injurious low deceleration protocol was defined for which two public crash simulators were tested and Ifsttar sled was modified. From the sled tests tri-dimensional sternal deflection was measured on Hybrid III 50th and 5th percentiles using stereovision and preliminary thorax force-deflection curves were obtained on two volunteers. This appendix is based on the article submitted to IRCOBI 2011 [START_REF] Poulard | In-vivo test protocol for analysis of thorax response under belt loading[END_REF].

A1.2. Methods

A1.2.1. Test devices

Three shock devices were investigated for establishing the protocol: two public crash simulators and a laboratory sled. The first public crash simulator, named Autochoc, is designed to simulate an emergency braking on dry pavement at 5 km/h (Fig. 91) and has been used by French insurer MACIF since 1998. The second public crash simulator, named Testochoc, is designed to raise awareness towards seatbelt use. It is a two-seated sled sliding on a horizontal raceway up to 6 km/h frequently used by French Road Safety in public events and in schools (Fig. 92).

Ifsttar shock sled simulates a standard sedan car environment of a front passenger restrained by a 3-point belt (Fig. 93). The propelling system of Ifsttar sled was modified to allow low impact velocities with a good repeatability in pulses and to limit the maximum impact speed (12 km/h). Two rubber bands (Sandows®) of diameter 20 mm were mounted on each side of the sled. The sled was pulled rearward by an electrical winch until reaching 165% of the two rubber bands' initial length. An impact speed of 8 km/h was obtained. The stopping system uses the energy of deformation of an elastomeric tube penetrated by a spear to dissipate the Appendix David POULARD/ Thèse de Mécanique/ Université Claude Bernard Lyon1

Page 174 sur 213 kinetic energy of the sled. In this case, only one tube (hardness 95 SHA, 46.5 mm diameter spear) was needed to stop the sled at a maximum deceleration of 3.8 g and during 120 ms.

Subjects and Test matrix

Volunteer's main characteristics are listed as identifier code, gender, age, height, weigth and , woman, 36 yo, 162 cm, 54 kg, 20.5 ; S02 , man, 21 yo, 175 cm, 75 kg, 24.5 ; S03, man, 47, 177 cm, 64 kg, 20.4).

Ten and eight tests using volunteers (S01 and S02) were performed on Autochoc and Testochoc respectively. Five and seven tests were performed on Hybrid III 50th percentile male (HIII AM50) and Hybrid III 5th percentile female (HIII AF05) respectively to check repeatability of the pulse and accuracy of the stereovision. Four sled tests were performed on volunteers (S01 and S03) to evaluate measurement sensitivity.

A1.2.2. Instrumentation

All data were acquired at 10 kHz and filtered using CFC Butterworth filters according to the standard norm SAE J211.

A1.2.2.1. Sled

The longitudinal deceleration of each device was recorded by using an uniaxial accelerometer mounted on it. Belt webbing load cells were installed on the shoulder belt, above subject's and dummie's shoulder, and on the external lap belt side. Additional measurements were performed on Ifsttar sled: reaction forces were measured by 1-axis load cells placed under each footrest and under the seat pan. Three markers were placed on the pillar where seat belt external anchorage points were mounted in order to follow sled displacement.

A1.2.2.2. Subjects

Markers were placed on volunteers' chest at anatomical landmarks: on sternum at jugular notch, sternal angle, xiphoid process, on spinous process of 7th cervical vertebra, 2nd, 4th, 6th, 8th, 10th and 12th thoracic vertebrae. As the thorax was partially hidden by the shoulder belt, markers were also placed on the shoulder belt in particular at sternum level for deflection measurement.

A1.2.2.3. Dummies

Markers were placed on dummy sternum, spine box and shoulder belt in addition to dummy standard channels.

A1.2.3. Cameras

Four high speed cameras were positioned around the sled for recording at 1000 fps the position of markers placed on subjects, dummies and sled. Time zero was given by a flash visible by all cameras and synchronised with the data acquisition system. After the tests, the scene was calibrated by using a calibration object and the three dimensional coordinates of the subjects and dummies markers were computed using the Direct Linear Transformation (stereovision) method [8]. 3D trajectories were filtered at CFC-60 Butterworth. Spatial interpolation of 3D coordinates was performed by using vertebra neighbour markers in the case of missing vertebra markers.

A1.2.4. Data analysis

On volunteers and dummies, the sternal deflection was calculated as the distance variation between belt markers placed at the mid-sternum location and the 8th thoracic vertebra spinous process for subjects or equivalent height on spine for dummies. Force-deflection curves were drawn using shoulder belt force and sternum deflection. In dummy tests with Hybrid III, the sternum deflection was also measured by the chest potentiometer of the dummy and compared with the deflection obtained by the stereovision in order to assess its accuracy. Note that the markers were placed at the dummy sensor measurement position and the check was performed without the dummy jacket.

A1.3. Results

A1.3.1. Test devices severity and repeatability

The deceleration of the Autochoc reached a peak of 0.97 ± 0.38 g (2 SD) with a pulse duration of 200 ms. Testochoc deceleration reached a peak of 9.98 ± 0.44 g with a pulse duration of 45 ms. Ifsttar sled deceleration reached a peak of 3.75 ± 0.27 g for a pulse duration of 120 ms (Fig. 94).

A1.3.2. Stereovision accuracy

Maximum sternal deflections, without dummy jacket, computed by stereovision were 4.85 ± 0.39 mm for HIII AM50 and 3.14 ± 0.43 mm for HIII AF05. At the same time, sternal deflections measured by dummy chest potentiometer were to 4.66 ± 1.03 mm and 2.66 ± 0.75 mm on HIII AM50 and HIII AF05 respectively. The Mean deflection difference across time was 0.31 ± 0.56 mm between stereovision and dummy internal deflection sensor (Fig. 95).

The maximum difference was 1.22 mm. 

A1.3.3. Dummy and volunteer readings

A1.3.3.2. Spine trajectories and excursion

Spine's landmark trajectories are shown in Fig. 97 in the x-z plane of the sled. The maximum of X-axis excursion for the T8 landmark was 84.3 ± 4.8 mm for S01 and 80.5 ± 1.3 mm for S03. Similarly the maximum of Z-axis excursion for the T8 landmark was 83.8 ± 3.6 mm and 33.4 ± 2.2 mm for S01 and S03 respectively.

A1.3.3.3. Sternal deflection

On volunteers, the maximum sternal deflections were 25.6 ± 4.5 mm for S01 and 16.6 ± 5.3 mm for S03 (Fig. 96). S03 and S01 thoraces exhibited different deflection-force response.

S03 initial slope was two times stiffer than S01. Furthermore, S03 sternal deflection decreased almost right after maximum shoulder belt force was reached while S01 sternal deflection continued to increase under maximum shoulder belt load. 

A2.2. Geometrical personalization

Table 43. Definition of the thorax anatomical landmarks acquired on thorax volunteer for geometrical personalization process. The objective of this appendix is to briefly introduce RBF in the context of geometrical personalization. This appendix is based on the lecture given by Raphaël Dumas, in the M.Sc.

Code

of Biomechanics at the University of Lyon and on its article [START_REF] Dumas | Soft tissue artifact compensation by linear 3d interpolation and approximation methods[END_REF].

A4.2. Context

The Radial Basis Functions (RBF) are used as many different methods for determining the correspondence between points in two meshes, by convention between the initial and the target mesh. To determine correspondences, it is necessary to find the geometrical spatial transformation applied to the initial mesh so that it aligns with the target mesh.

Transformations that preserve the distance between all nodes in the mesh are termed rigidbody transformations. They are equivalent to a change from one Cartesian system of coordinates to another one which differs by shift and rotation. Transformations that allow for a global change of scale and shear are referred to as affine transformations.

In contrast, nonrigid transformations as RBF convert straight lines to curves. There are many different nonrigid transformation models. In general, they can be divided into two categories: physical based models and function representations. The physical models in general, are derived from the theory of continuum mechanics. Function representations, as RBF, originate from interpolation and approximation theory.

A comprehensive and quantitative review of spatial transformations models is available in (Holden, 2008). 

A4.3. Theoretical background

For each coordinate , , of a control point p from the initial mesh i to the final mesh j, RBF corresponds to the linear decomposition on a basis of m functions of the Euclidean distances between the control point and some centers ( plus a linear polynomial :

where are chosen functions, are called the centers of these functions and are their respective weights. The centers can be arbitrarily fixed but are more generally selected out of the points of the cluster [START_REF] Buhmann | Radial basis functions[END_REF]. The number m of the functions of the basis is dependent on these selected centers and therefore . The chosen function can be the same or different for each center. Thus, a RBF is a weighed sum of translations of a radially symmetric basic function augmented by a polynomial term.

Given a selected basis of functions (with their corresponding centers), the coefficients a and w can be found altogether by resolving a system of linear equations for the n points of the cluster ( ):

and where the elements (p, f) of the matrix are .

The result for A and W is dependent on the chosen basis of functions. These functions and their corresponding centers can be selected by the user or by minimizing a cost function that including the interpolation errors and a controlled smoothing effect [START_REF] Dumas | Soft tissue artifact compensation by linear 3d interpolation and approximation methods[END_REF]. In a context of geometrical personalization, it was chosen to use the minimum cost function because an arbitrary choice of functions can generate large errors for RBF in mesh regions with a low landmark density (Holden, 2008). No smoothing effect was applied since we want to impose that RBF fit exactly the control points coordinates. The initial values of A were computed using least squared methods and the initial residual that will be minimized was the residual from the least squared methods.

The coefficients of the linear polynomial represent geometrical information (translation , rotation , homothety and stretch ) can be computed from the coefficients of A using a Single Value Decomposition (SVD): 

A5.2.2. Les lésions thoraciques

Dans le cadre des accidents automobiles, les blessures thoraciques sont fréquentes : le thorax apparaît comme étant la région anatomique la plus touchée en cas de choc frontal [START_REF] Lafont | Vieillissement et gravite des atteintes lesionnelles des victimes d'accident de la circulation routiere: Ageing and injury severity among road traffic accident victims[END_REF]. Dans ce contexte, la blessure du thorax la plus fréquente est la fracture de côte particulièrement pour les personnes âgées [START_REF] Ndiaye | Thorax vulnerability of female car users reported by the road accident field[END_REF].

A5.2.3. Réponse mécanique du thorax en chargement antéro-postérieur et critères de tolérance

Des essais expérimentaux ont permis de lieux connaître sa réponse au choc du thorax en chargement antéro-postérieur. Les premières études, réalisées sur sujets anatomiques, avaient pour objectif de développer des corridors force-déflection du thorax à l'aide d'impacteurs [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF][START_REF] Lobdell | Impact response of the human thorax[END_REF][START_REF] Nahum | Cadaver skeletal response to blunt thoracic impact[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]. . Ces corridors ont été utilisés pour le développement des mannequins de choc et la définition de critère tolérance.

Fig. 101. Réponses mécaniques du thorax évaluées sur impacteurs [START_REF] Kroell | Impact tolerance and response of the human thorax. biomechanics of impact injury and injury tolerances of the thorax-shoulder complex[END_REF] ; [START_REF] Nahum | Cadaver skeletal response to blunt thoracic impact[END_REF][START_REF] Neathery | Analysis of chest impact response data and scaled performance recommendations[END_REF]. Cependant, les corridors force-déflection du thorax ont été jugés fortement dépendants de la répartition de la charge, en particulier sur la zone anatomique qui la supporte (Kent et al., 2003).

De plus, la réponse mécanique du thorax dépend fortement des caractéristiques géométriques de la cage thoracique et des propriétés de ses matériaux biologiques. Des auteurs s'accordent que la déformation de la cage thoracique sous un chargement antérieur-postérieur est divisée en rotation et déformation des côtes (Kent et al., 2005). Plus précisément, on suppose que, conformément à l'orientation thoracique, la force appliquée provoque des déformations de côtes et des rotations à des degrés divers. Ainsi, pour un individu avec une cage thoracique "verticale", un chargement antéro-postérieur produit à la fois des rotations et des déformations de côtes alors que pour un individu avec une cage thoracique "horizontale", la force agit directement dans le plan des côtes et implique principalement de la déformation. Ainsi, il semble que les caractéristiques géométriques de la cage thoracique peuvent prédisposer les fractures de côtes.

A5.2.4. Influence de l'âge sur la tolérance thoracique

Il est bien établi que la tolérance du thorax humain sous chargement dynamique diminue à mesure que l'âge augmente [START_REF] Zhou | Age effects on thoracic injury tolerance[END_REF]. Les phénomènes physiologiques liés au vieillissement pourraient être décrits comme la combinaison de modifications mécaniques et structuraux associés à une diminution de la tolérance à la déformation thoracique. Le module élastique et la résistance à la rupture des os humains diminuent avec le vieillissement [START_REF] Burstein | Aging of bone tissue: mechanical properties. The Journal of bone and joint surgery[END_REF]. De même, une diminution de la résistance à la rupture du cartilage hyalin costal et de l'épaisseur corticale dans les sections de côtes a été observée [START_REF] Yamada | Strength of Biological Materials[END_REF].

Les changements liés à l'âge dans la forme du thorax ont également été étudiés et des auteurs ont supposé que les côtes deviennent plus horizontales avec l'âge et l'inclinaison des côtes dans le plan sagittal diminue avec l'âge. 

A5.2.5. Potentiel des modèles éléments finis personnalisés du corps humain comme outils améliorés de prédiction de blessures

Les modèles éléments finis du corps humain ont été développées dans le but d'aider le développement de dispositifs de protection pour les usagers automobiles. Les modèles éléments finis existants [START_REF] Robin | Humos: Human model for safety-a joint effort towards the development of refined human like car occupant models[END_REF][START_REF] Kimpara | Development of a small female fem model[END_REF]Haug et al., 2004 ;[START_REF] Zhao | Development of a human body finite element model for restraint system r&d applications[END_REF][START_REF] Shen | Characterizing the interaction among bullet, body armor, and human and surrogate targets[END_REF] sont validés par rapport aux essais expérimentaux existants mais ont l'inconvénient de représenter un homme moyen (50 ème percentile).

Des modèles représentant des anthropométries extrêmes [START_REF] Kimpara | Development of a small female fem model[END_REF][START_REF] Vezin | Development of a set of numerical human models for safety[END_REF] ou des personnes âgées [START_REF] Kimpara | Development of a three-dimensional finite element chest model for the 5 (th) percentile female[END_REF][START_REF] Dokko | Development of human lower limb and pelvis fe models for adult and the elderly[END_REF] 

A5.3.2. Résultats

Les réponses mécaniques obtenues dans ce protocole sont similaires à ceux obtenus dans la littérature [START_REF] Kemper | Effects of pre-impact bracing on chest compression of human occupants in low-speed frontal sled tests[END_REF]. La variabilité de la réponse mécanique thoracique est plus Ce processus de personnalisation s'est divisé en une partie personnalisation géométrique et un vieillissement de la cage thoracique.
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A5.4. Personnalisation géométrique d'un modèle humain numérique

Dans ce chapitre, nous présentons la méthodologie utilisée pour personnaliser la géométrie et la posture du modèle THUMS en utilisant des marqueurs externes pris sur le thorax et des mesures anthropométriques pris sur volontaires et sa posture. Le processus a été évalué sur un 862' 806' 551' 128' 247' 771' 118' 484' 582' 620' 375' 329' 225' 135' 573' 733' 981' 635' 741' 438' 431' 951' 607' 101' 948' 200' 869' 957' 442' 370 

A5.4.1. Matériel et méthodes

La personnalisation géométrique du modèle THUMS a été effectuée en utilisant la méthode Radial Basis Function (RBF; [START_REF] Buhmann | Radial basis functions[END_REF] qui est fréquemment utilisée dans la littérature pour personnaliser des modèles EF avec des points de contrôle [START_REF] Bertrand | External and internal geometry of european adults[END_REF][START_REF] Besnault | Morphometric study of the human pelvis[END_REF]Serre et al., 2006;[START_REF] Vezin | Structural characterization of human rib cage behavior under dynamic loading[END_REF].

Dans notre cas, la création de ces points de contrôle à la fois sur la géométrie initiale 

A5.4.2. Résultats

Ce processus de personnalisation géométrique a été évalué premièrement sur le thorax en comparant le modèle personnalisé d'une femme et des IRM réalisées dans le cadre d'une étude précédente [START_REF] Beillas | The effects of posture and subject-to-subject variations on the position, shape and volume of abdominal and thoracic organs[END_REF]Lafont et al. 2010). Une distance moyenne noeuds à noeuds entre le modèle personnalisé et l'IRM appelée S-Score a été définie pour quantifier leur similitude. Le tableau ci-contre rapporte le S-Score obtenus pour différents modèles selon les noeuds candidats utilisés comme marqueurs palpables thoraciques. Les noeuds candidats pris sur la peau donnent les meilleurs résultats.

Table 46. Résultats des modèles personnalisés géométriquement pour différents jeux de noeuds comme marqueurs palpable thoraciques comparés aux IRMs.

S-Score (♀-THUMS →MRI-scan) Location

Peau Os Combinaison sternum 4.9 ± 2.1 mm 5.9 ± 3.3 mm 5.8 ± 2.7 mm ribcage 5.3 ± 3.2 mm 6.0 ± 3.5 mm 5.4 ± 2.9 mm spine 5.0 ± 4.3 mm 5.0 ± 3.9 mm 5.3 ± 3.2 mm mediastinum 6.1 ± 3.1 mm 7.0 ± 3.3 mm 6.1 ± 2.9 mm abdomen 8.4 ± 5.6 mm 13.4 ± 12.0 mm 8.8 ± 5.8 mm skin 20.2 ± 17.5 mm 23.5 ± 23.9 mm 21.6 ± 18.7 mm Total 8.8 ± 9.6 mm 11.0 ± 13.1 mm 9.0 ± 10.1 mm Ce processus a été évalué en deuxième sur deux sujets en comparant des mesures anthropométriques et l'évolution de la qualité du maillage.

Le tableau ci-contre rapporte les différences relatives entre les mesures anthropométriques mesurées in vivo et sur les modèles éléments finis. On remarque un réel apport de la personnalisation géométrique par rapport au maillage initial.

Toutefois, parmi les modèles personnalisées, les modèles générées à partir de marqueurs palpables pris directement sur l'os n'ont pas été satisfaisant.

Bien que les données in vivo soient très limitées, le processus de personnalisation géométrique permet de gérer la posture et la géométrie sans remaillage. De plus ce processus permet de conserver une bonne qualité de maillage et les caractéristiques du modèle (liaisons articulaires, ligaments). Comme les données in vivo utilisées peuvent être obtenues de manière aisée, ce processus est très efficace et très prometteur.

A5.5. Risque de blessures thoraciques sur personnes vulnérables avec des modèles éléments finis personnalisés

Dans ce chapitre, nous présentons l'analyse de simulations avec des six modèles personnalisées. Premièrement, les modèles personnalisés ont été soumis à un pulse similaire aux essais invivo et leur réponse comparée à celle des volontaires. Ensuite, les modèles ont été soumis à un pulse plus sévère et l'influence du niveau de personnalisation sur le risque de lésion a été évalué.

A5.5.1. Réponse des modèles personnalisés géométriquement soumis à un pulse similaire aux essais invivo

Six modèles personnalisés géométriquement soumis à un pulse similaire aux essais invivo. 

A5.5.3. Influence du vieillissement de la cage thoracique

Après cette analyse sur différents modèles personnalisés géométriquement, nous avons souhaité connaître l'influence d'un vieillissement des matériaux de la cage thoracique sur le risque de fractures.

Nous avons souhaité effectuer ce vieillissement de manière progressive en incorporant séquentiellement une diminution de l'épaisseur cortical [START_REF] Mohr | Geometry of human ribs pertinent to orthopedic chest-wall reconstruction[END_REF] Cette étude devrait permettre de mieux estimer le risque de blessure pour les automobilistes vulnérables. Elle devrait contribuer ainsi à promouvoir les modèles personnalisés du corps humain comme outil avancé d'évaluation du risque de blessures.

INFLUENCE DE L'AGE ET DU MORPHOTYPE SUR LA REPONSE MECANIQUE DU THORAX : ETUDE EXPERIMENTALE IN VIVO ET ANALYSE NUMERIQUE A L'AIDE DE MODELES EF PERSONNALISES DU CORPS HUMAIN

Cette étude aborde le problème de l'aggravation du risque de fractures de côtes chez les automobilistes âgés en choc frontal. L'analyse de la bibliographie fait ressortir que les moyens actuels d'évaluation du risque de fractures ne permettent pas de prendre en compte les différences anatomiques et de propriétés mécaniques du thorax observées chez les personnes âgées. Les modèles éléments finis (EF) personnalisés du corps humain offrent un grand potentiel en tant qu'outil avancé d'évaluation du risque de blessures. Toutefois, des données expérimentales sont nécessaires pour valider ces modèles dans des conditions réalistes. De plus, le choix du niveau de personnalisation et la sensibilité de la réponse du modèle à celle-ci doivent être évaluées.

Des expérimentations in vivo menés sur des volontaires ceinturés en choc léger, de différents âges et anthropométries, ont été réalisées. Ces tests ont permis d'étudier l'influence de l'âge et de la corpulence sur la réponse mécanique du thorax et ont permis l'obtention de corridors nécessaires à la validation de modèles EF personnalisés. La géométrie du modèle numérique THUMS a été adaptée à celle des volontaires et les propriétés mécaniques du thorax ont été modifiées au vu du vieillissement pour effectuer une analyse similaire dans le domaine lésionnel. Les simulations numériques ont mis en évidence un risque accru de fracture de côtes pour certains modèles personnalisés.

Cette étude devrait permettre de mieux estimer le risque de blessure pour les automobilistes vulnérables. Elle devrait contribuer ainsi à promouvoir les modèles personnalisés du corps humain comme outil avancé d'évaluation du risque de blessures.

AGE AND MORPHOTYPE INFLUENCE ON THORACIC MECHANICAL RESPONSE: IN VIVO EXPERIMENTAL STUDY AND NUMERICAL ANALYSIS USING PERSONALIZED HUMAN BODY FE MODELS

This study deals with the topic of increased risk of rib fractures among elderly drivers in frontal impact. The analysis of the literature reveals that actual thorax injury assessment tools do not take into account for the differences in anatomical features and biological material properties observed between adults and elderly. Personalized human body finite element (FE) models have great potential as improved thorax injury assessment tools. However, experimental data are needed to validate these models under real-world conditions. In addition, the choice of the level of personalization of the model and the sensibility of the model response to this personalization must be assessed to predict thoracic injury risk.

In vivo sled tests were performed on belted volunteers of various anthropometries and age. These tests were used to assess the influence of age and corpulence on thorax mechanical response and allowed to obtain corridor responses needed to validate personalized FE models. The geometry of the FE model THUMS was adapted to the volunteers and the thorax material properties were modified considering aging to carry out a similar analysis in the injurious domain. Numerical simulations highlighted an increased risk of rib fractures for specific personalized models.

This study should help to better estimate the injury risk for car occupants. It should contribute to promote personalized human body models as attractive thorax injury assessment tool of vulnerable individuals.
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