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INTRODUCTION

1.1 Background

Importance of innovative design

Companies wish to differentiate offering by design in a relevant, meaningful and valued way. This strategy implies two questions: Where does a core idea around a differentiated, meaningful and valued offering come from? What is its relationship with design?

The first question refers to innovation strategy. Harsh competition has led to increased emphasis on innovation. Managers consider innovation as the main source of differentiation and competitive advantage. Innovation applies ideas and new knowledge to the production of goods and services to improve product quality and process performance. Innovation thus has become to a crucial dimension of business strategy.

The second question mostly concerns design strategy. Currently, design is increasingly recognized by managers as a strategy tool to be responsible for the sustainable competitiveness. Design turns news ideas into practical and attractive propositions for users or customers. With this, companies can develop products and services that truly matter customer's life and thereby improve the business influence. Design not only plays a key role in developing brands [START_REF] Brunner | Do you matter? How great design will make people love your company[END_REF], but also is "one of the primary idea generators for the creation of viable business platforms" [START_REF] Best | Branding and design innovation leadership: What's Next?[END_REF].

With the background of innovation, design can be understood as being the essence of innovation, since design itself always introduces something new. Therefore, it is suggested to build design-driven innovation [START_REF] Brunner | Do you matter? How great design will make people love your company[END_REF]. In other words, innovative design is consider as the means of innovation strategy toward business success.

Context of innovative design: product development and innovation

Through the change of business strategy as discussed above, it actually reflects the change of the relationship between design, product development and innovation. Historically, the three terms are distinguished from the process steps included [START_REF] Marxt | Design, product development, innovation: all the same in the end? A short discussion on terminology[END_REF]. As seen in Figure 1.1(a), design emerges as a discrete functional sub activity, to be integrated at specific stages of the product development process [START_REF] Perks | Characterizing the role of design in new product development: An empirically derived taxonomy[END_REF]. Design activities are classed into four stages: task clarification, conceptual design, embodiment design and detail design [START_REF] Pahl | Engineering design: a systematic approach[END_REF]. Product development includes the generation of product ideas and production. Product innovation mainly focuses on the entire process from preliminary investigation to market introduction. Within the view, design is treated as a downstream step in which designers develops an already idea or concept to attract consumers, rather than play an earlier role in the work of innovation [START_REF] Tim | Design Thinking[END_REF]. Currently, in response to the design-driven innovation, it is suggested that design should be the process leader of product development process [START_REF] Stamm | Managing innovation, design and creativity[END_REF][START_REF] Perks | Characterizing the role of design in new product development: An empirically derived taxonomy[END_REF], as shown in Figure 1.1 (b). It results in the evolution of the relationship between design, product development and innovation. Design in the situation is seen as the main force of innovation. The boundaries of design activities are increasingly extended to product development with considering the whole product life cycle [START_REF] Herbert | The Future of Design Methodology[END_REF]. At the stage of idea generation, designers interact directly with the market in order to get initial product idea or concept. Designers also provide supports or even take participate in the production and market introduction stage. It is obvious that these roles beyond those tasks demanded by traditional design activity. As Marxt and Hacklin said, design, product development and innovation maybe are the same in the end [START_REF] Marxt | Design, product development, innovation: all the same in the end? A short discussion on terminology[END_REF].

Research motivations and issues 1.2.1 Research motivations

As discussed in Section1.1, design is the essential part of the process of product innovation, and has an important role in generating long-term firm success. However, as one of the most distinguished and purposed activities, design does not have any unified for it. In design research, several researchers, from different experiences and observations, have expressed their views on design, such as the problem-solving process [START_REF] Simon | The sciences of the artificial[END_REF], the reflective practices [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF], the decision-making process (Von [START_REF] Stamm | Managing innovation, design and creativity[END_REF], the evolution process between concept and knowledge [START_REF] Hatchuel | A new approach of innovative design: an introduction to CK theory[END_REF] etc.

Although there is no agreement on the answers to design, certain aspects generally can be noted which have a strong bearing on design. According to [START_REF] Simon | The sciences of the artificial[END_REF], design aims at changing existing situations into preferred ones. Firstly it establishes requirements based on human needs, and then transforms them into performance specifications and functions, which are then mapped and converted into a design solution (using creativity, scientific principles and technical knowledge) that can be economically manufactured and produced. Design process thus can be considered as a series of actions and staged gateways that guide and control research and development, which typically include both the technical process (design activities) and non-technical process (organizational activities).

What made some companies, such as BMW, Apple and IDEO, have 'better' design performance than others? Good innovative design does not emerge by accident, but rather as the result of a managed design process [START_REF] Bruce | Managing design as a process[END_REF]. Therefore, the main question "how to design and manage these activities that heavily influence design efficiency and performance?" is of great interest to both individuals and organizations. Different from routine design in which design prototypes with variables and structures do not change, innovative design requires some degree of innovation. It is commonly viewed that innovation requires loose setting, free environment and a lack of strict boundaries. Innovative design thus inclines to focus on how process factors such as flexibility, informality, and feedback influence innovation.

Despite the importance of innovation, the uncertainty caused by innovation present a great challenge to the design team. For an innovative design with market uncertainty and technology uncertainty, the resulting capabilities of the design and the exact means to achieve the expected goal are uncertain. And even greater challenge comes from the changing or emergent information during this process. In such environments, the design team knows these events are possible, but do not know whether they will happen. That is, these cases are applicable in case of "variable" and "foreseen uncertainty" [START_REF] Pich | On uncertainty, ambiguity, and complexity in project management[END_REF]. Moreover, in the case of innovative design, it causes radical expansion or change of product identity, and tries to break away from existing rules and to generate new rules [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. During this process, it applies the creative ideas or creatively applies the existing ideas to create a product, process or service for a customer and market [START_REF] Zhang | Process modeling in innovative design using systems engineering[END_REF]. It is impossible to recognize all relevant influence factors and their functional relationships, even the unexpected emerging events during operation. Innovative design thus may involve unforeseen uncertainty and chaos, even a blend of types.

Without the ability to control these uncertainties, it will lead to different risks of design failure. Thus, a certain amount of process control is also required to secure the effective use of resources and the achievement of design project goals. Meanwhile, it also requires a high level of autonomy and an open environment to encourage innovation. Therefore, as for innovative design, the main question above becomes "Can companies carry out control and provide structures for activities of innovative design while at the same time encouraging more innovation?" That is, companies must weigh the benefits and cost of the integration between control and innovation to ensure that reduce more risks that they create.

A well-managed innovative design process can have the ability to encourage innovation by rapidly adopting new technological and market information, and to embrace environmental turbulence by structuralizing the process. In contrast, a poorly-managed process can severely harm the design result. This thesis is motivated by the commercial importance discussed in Section 1.1 and the operational contradiction. Therefore, this thesis will argue that:

The motivation is necessarily abstract to encompass the content of this thesis. It is analyzed and decomposed further in the following sections.

Research issues and questions

According to the research motivation in the preceding section, the primary goal of this dissertation is a series of useful process models to help designers and managers effectively managing innovative design for balancing innovation and control in a way that constructs

The well-managed innovative design process may be modeled by the systematic method. The models can balance innovation and control, each respectively influencing process creativity and process reliability. te design support is n process. cess as a erarchical an offer a se design terms of ion. This ntrol and innovation. Thus, the main research question of the research issue "management support" is:

 Question 3: How do we model the innovative design process in a systematic method to stand by management support? Many companies prescribe standard, high-level processes that aim to ensure good practices such as proper evaluation and review activities. Such prescriptions highlight the particular perceptive and understanding of this process. Although these documentations have limited utility and cannot be applied into other cases, they are useful in promoting the development of the shared understanding. Hence, as a start point of management support, this dissertation will develop a procedural process model that prescribes the innovative design stages and their process structure to balance control and innovation. So the first two sub-questions of Question 3 are:

 Question 3-1: What design stages should be performed in the procedural level?

 Question 3-2: What structure do we employ in the procedural level to balance control and innovation of innovative design?

Based on the procedural process model, in order to make the schedule and realistic commitment, given a series of goals or objectives, design managers must determine an appropriate way to balance innovation and control, namely appropriate process architecture. Different process architectures mean that companies adopt different paths to reach the expected goal. Hence, this dissertation will propose an adaptive activity-based process model to capture process behaviors of innovative design. It aims to provide a simulation support in which alternative process architectures to balance control and innovation may be explored. This model can be used as the basis of the approach of design process optimization. Therefore, the adaptive activity-based process model focuses on the following sub-question.

 Question 3-3: How do we model and generate alternative process architectures to balance innovation and control?

Research Methodology

Research fields

In order to achieve research objectives and answer research questions in the preceding section, five major research fields are explored in our study, consisting of design, innovation, product development and system theory and systems engineering, as shown in Figure 1. 3 Additionally, systems theory has the potential to provide a trans-disciplinary framework for a simultaneously critical and normative exploration of the relationships between our perceptions and the reality. Instead of focusing on the components, systems approach views the world in terms of irreducibly integrated systems. The attention is drawn to the interacting and integrated systems. Therefore, the methods and concepts of systems theory can offer us the system thinking perspectives and systematic methodology to comprehensively analyze and model innovative design.

Theoretical context: Systems engineering

As illustrated in Figure 1.3, systems engineering, as the basis of process modeling for innovative design, plays the role of theoretical context to connect the four domains above.

Systems engineering, as an effective way to manage complexity and change, has been recognized as a preferred mechanism to establish the agreement for the creation of products or services. The fundamental purposes of systems engineering are to guarantee that the system matches real needs through proper specification of demands, to predict the properties and behavior of the system, and to guarantee them through the design of an appropriate architecture [START_REF] Meinadier | Ingénierie et intégration des systèmes[END_REF].

Additionally, it is also a cooperative and interdisciplinary process for solving problems that aims to ensure a proper compromise between system strategy and constraints (AFIS, 2010). Compliance with the processes and recommendations in the systems engineering standard, designers can develop feasible and cost-effective systems by defining a complete and consistent set of requirements. Besides, systems can satisfy not only the nominal requirements with respect to cost, time and risk constraints, but also each stakeholder.

Finally, Systems engineering has much wider concerns than addressing the product system, and also encompasses social interaction and organizational systems. Any successful product and design are not isolated from its environments. Innovative design needs multi-discipline human's involvement to generate more creative ideas. And it requires addressing all needs of stakeholder, including project and organization.

Therefore, in order to achieve the research goal "developing well-managed innovative design process to balance innovation and control by process modeling", systems engineering provides operational and management standards, methods and models for innovative design.

Research stages and methods

Design research methodology (DRM) is proposed by [START_REF] Blessing | DRM, a Design Research Methodology[END_REF] In this dissertation, we follow the research stages to precede our study. According to the research stages, the section discusses research methods and ideas that are applied in each stage of the research.

• Research clarification: Literature review

In this stage, the research goals are developed and the related theory basis is synthesized by literatures reviews.

In Section 1.2, research issues and questions have been established. In the following study, we firstly attempt to build up a deeper understanding of design in terms of design problem, designer and design process, and then review existing design models. Thirdly, we do so review the literature in the field of innovation, for factors that influence the success of innovative design. Comparing the diverse range of models and modeling approaches with the desired situation of innovative design, we can find advantages and disadvantages of the existing models that support our assumptions, and thereby formulate realistic and worthwhile research goals.

• Descriptive Study I: Definition and analysis + Process description

Having a clear research goals, the descriptive study I stage aims to develop a detailed understanding of innovative design. That is, this stage should focus on the two research issues: "definition and analysis" that respond to Questions 1-1 and 1-2 in Section 1.2.2 ; and "process description" that answer Questions 2-1, 2-2 and 2-3 in Section 1.2.2.

With regard to the first research issue, the relationship between design and innovation is firstly discussed by the theoretical comparison. Their relationship determines how to define innovative design and its desired situation. Then, within the new definition of innovative design, a series of problems about the nature of innovative design is discussed. Such as, what is the innovative design problem? Are there special characteristics that are different from other design? Similarly, what stages should this innovative design process include? What characteristics?

The second crucial research issue of this stage is to describe the innovative design process. The purpose is to make the description detailed enough to determine which elements and process can improve the process performance as efficiently and effectively as possible. Therefore, we construct the descriptive model of innovative design for interpreting these elements and processes in this research stage.

• Prescriptive Study: Management support

The main focus of the prescriptive study is to develop prescriptive models which distill the theories into pragmatic approaches or descriptions of best practice. In short, this stage should realize the third and most important research issue "management support" to balance control and innovation. This research content is divided into three parts. The first part is to study project practices that respectively support innovation and control by literature reviews. However, only by literature reviews, it cannot provide enough insights to consider how to balance innovation and control in practices. Hence, we observe and analyze how these project practices to be applied into a series of innovative design project of an automobile company, and compare these projects to highlight managerial insights about how to balance innovation and control.

Based on these managerial insights, the second part is to develop the prescriptive procedural process model to answer Questions 3-1 and 3-2 in Section 1.2.2. In the project-level, we construct the basic process framework of innovative design based on the Vee model, which builds up a formal process for innovative design; in the operation-level, we develop a circular model that tries to map flexible practices introduced into process elements of innovative design.

However, the procedural process model is too general to guide the detail operation of designers and managers. Therefore, we move down into the activity-level to construct the process architecture of innovative design in the third part. This part attempts to answer Questions 3-3 in Section 1.2.2. Since the assumptions of traditional activity-based techniques and models do not adequately reflect the realities of innovative design (e.g. design activities and their interactions and variable are known a priori; the expected goal can be achieved by these known design activities), we adopt basic ideas of the complex adaptive systems to dynamically develop the activity-based adaptive process model.

 Descriptive Study II: Verification

This descriptive study II discusses how empirical studies can be used to verify the application and impact of the procedural process model and the activity-based model that have been proposed in the prescriptive study.

Since the procedural process model is a general conceptual framework, its verification is to identify whether the procedural model can be used for management support to balance innovation and control, and to evaluate the assumptions behind the model process. To achieve these goals, we apply this procedural model into a series of innovative design project with different performance in an automobile company. By comparing design processes of these projects with the procedural model, we can evaluate that whether the procedural model has the expected effect on management support.

With regard to the adaptive activity-based model, its verification is to identify whether this model can successfully construct the process architecture of innovative design. Hence, we use a discrete-event simulation to construct the process architecture of an innovative design project based on the adaptive process model. By comparing the simulation result with the current design process used by the automobile company, it not only can verify the activity-based adaptive model, but also highlight several related managerial insights.

Thesis structure

This dissertation proceeds in nine chapters, as shown in Figure 1.5. Based on the analysis of design research methodology in the previous section, the research parts are analyzed as follows: the research clarification stage includes Chapters 1-4; Chapter 5 focuses on the descriptive study I; Chapters 6 and 7 correspond to the prescriptive study; Chapter 8 solves the verification problems of the descriptive study II. More details:

In Chapter 1, the research motivation, and research issues and questions are defined, and the research methodology is discussed.

Chapter 2 concerns on the understanding of design in terms of design problem, designer and design process. It indicates that design is a complex human activities, and involves a collection of many different logically connected knowledge and disciplines. And there is no definition that can be widely accepted.

Chapter 3 reviews published models of design and product development based on the level of model abstraction (the design paradigm, the procedural model and the activity-based model). It is argued that design paradigms provide us with the theoretical foundation of process modeling, and there is no single procedural model and activity-based model that can provide an adequate description and prescription of innovative design.

Chapter 4 focuses on the synthesis of innovation. We compare definitions of innovation to identify the commonplaces. Based on these commonplaces, we construct the multi-dimensional classification to characterize innovation and identify key components of innovation. And then we review innovation process models. Finally, we synthesize three aspects of changes for innovation.

In Chapter 5, drawing on the literature review about design and innovation, as well as the theoretical comparison between the both, the definition of innovative design is proposed. Then, the nature of innovative design is analyzed. Finally, the descriptive model of innovative design is developed step by step.

Chapter 6 provides the practical basis of process modeling of innovation design. After analyzing management challenges that the innovative design project faces, we identify project practices that support flexibility and control. Then an empirical study is performed to investigate how to deal with these practices. This study demonstrates that innovation and flexibility can coexist, and provides managerial insights about how to deal with the balance.

Chapter 7 introduces the procedural process model and the activity-based adaptive model of innovative design. The former model is developed in two levels: in the project-level, the basic process framework of innovative design based on the Vee model is developed; in the operation-level, a circular model that maps flexible practices into process elements of innovative design is constructed. The latter model considers innovative design as the complex adaptive system to dynamically construct the process architecture.

Chapter 8 verifies the procedural process model and the activity-based adaptive model by a series of case studies.

In Chapter 9, research contributions and limitations are reviewed, and opportunities for further work are highlighted. 

UNDERSTANDING DESIGN

Overview

People always have designed things. One of the basic characteristics of human being is that they make a range of tools and other artifacts to achieve their purpose [START_REF] Cross | Engineering Design Methods: Strategies for Product Design[END_REF].

Here are some of human activities are characterized as design: architectural design, software design, service design, product design, information system design, engineering design, fashion design, game design etc. Therefore, the nature point to begin any discussion of the term "design" is to state what design is.

Design as one of the most distinguished and purposed activities, while the extensive research undertaken since the 1950s, does not have any unified structure or organization for it. Although there is no single model or explanation that can furnish a perfect definition of design, these researches provide us with the powerful base to understand and explain design. In this chapter, we attempt to review the related research works in the field of design, in which we firstly adopt a unifying design framework and identify fundamental dimensions of design, and then understand and analyze design.

Discuss proceeds as follows. Firstly, the unifying design framework and the fundamental dimensions of design are developed by reviewing definitions of design in Section 2.2. Then, the fundamental dimension of design-the design problem, the designer and the design process-are respectively discussed in Sections 2.3, 2.4 and 2.5.

What is design?

Definition

In a traditional understanding, design is often associated with a person who is involved in both the design and the production of an object. Resulting from the division of work and the need for specialization, the concept began to change. Consequently, two strands of design evolved, respectively "design as art" and "design as engineering" (Von [START_REF] Stamm | Managing innovation, design and creativity[END_REF]. In many fields, the term design still connotes art, such as the fashion design of clothing, interior design of house [START_REF] Maier | Affordance based design: a relational theory for design[END_REF]. In this dissertation, we intend only to emphasize design as engineering, which includes products, machines, structures, and the like. An artist's practicing activities when creating a work of art cannot be considered as our subject.

In current design research, several researchers, from different experiences and observations, have expressed their views on design. Clearly, although design has been performed for many centuries, does not have any unified definition for it. Some of these viewpoints are expressed below:

 Design is reflective conversation with the materials of a design situation [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF].

 Design can be defined as a goal-oriented, constrained, decision-making, exploration and learning activity that operates within a situation that depends on the designer's perception of the situation and results in the description of a future engineering system [START_REF] Gero | The situated function-behaviour-structure framework[END_REF].

 Design can be modeled as the interplay between two interdependent spaces with different structure and logics: the space of concepts (C) and the space of knowledge (K) [START_REF] Hatchuel | A new approach of innovative design: an introduction to CK theory[END_REF].

 Design is the conscious decision-making process by which information (an idea) is transformed into an outcome, be it tangible (product) or intangible (service) [START_REF] Stamm | Managing innovation, design and creativity[END_REF].

 Design is conceiving and giving form to artifacts that solve problems [START_REF] Ulrich | Design: Creation of Artifacts in Society[END_REF].

These definitions of design reflect various viewpoints of these proponents. Some view it as a rational problem-solving process, others as a reflective process or a decision-making process, and still others as an evolving process between knowledge and concept. The rational problem solving approach in design is the combination of practice-based phase models of the design process, a model of the designer as an information processor from the field of cognitive psychology, and some thinking on the nature of the design problem [START_REF] Dorst | Describing design: a comparison of paradigms[END_REF]. The reflective process argues that the design process cannot be simply grasped by any design approach, but that the work of designers much resembles the work of an artist who applies different kinds of methods and knowledge in a flexible manner. In design process, designers observe and interpret what they are 'seeing', and then decide on new actions. The decision theory considers design as a decision-making process [START_REF] Hazelrigg | Systems engineering: An approach to information-based design[END_REF]. Accordingly, if one wants to understand design, one ought to study how best to make decisions, which is the province of several fields of mathematics, particularly the application of utility theory.

Although there is no agreement on the answers to the definition of design, certain aspects generally can be noted which have a strong bearing on design. These include: purpose, constraints, reflection, information process, exploration, function, transformation, situation, and knowledge. Taking account of these key words and trying to integrate and unify the definition, design can be described as:

Unifying design framework

As we discussed above, design refers to different things in different definitions. From engineering design to software design to product design, design objects in these domains vary, and the techniques and methods used by these domains are highly specialized. Therefore, to analyze these perspectives and models, a unifying design framework across these domains is necessary. According to this integrated definition above, design is a problem-solving process through which the needs are transformed into design solutions. Ulrich proposes a unifying design framework to describe this process [START_REF] Ulrich | Design: Creation of Artifacts in Society[END_REF], as shown in Figure 2.1. In this framework design is one part of the problem-solving process beginning with the gap of user experiences, leading a plan for an artifact, and finally resulting in the production of this artifact. The problem-solving process includes the design and the production of the artifact. Hence, in this dissertation, we adopt Ulrich's design framework as the unifying design framework to discuss. [START_REF] Ulrich | Design: Creation of Artifacts in Society[END_REF] As illustrated in Figure 2.1, design transforms a gap into a plan. In this process, it can be decomposed into four steps: sense gap, define problem, explore alternative and select Design is a process of establishing requirements based on needs and dissatisfaction with the current state of artifact, transforming them into performance specification and functions, which are then mapped and converted into design solutions (using creativity, scientific principles and technical knowledge) that can be economically manufactured and produced.

plan. Design begins with the recognition of the gap between the user experience and the current state of artifact. The gap is the motivation of design. Problem definition is to explain this gap by designers. Within a professional design process, problem definition can be expressed in the form of requirement list, design specification or customer needs. Given the problem, designers explore possible alternatives. Because it usually exists several available problem solutions, designers need to perform some sort of evaluation and select from these alternatives. The plan can be represented with drawing, compute model or design documents. Finally, production transforms the plan to an artifact.

Fundamental dimensions

Based on the unifying design framework above, the quality of design outcomes (i.e. plan) is influenced by at least three characteristics of the design process: (1) does the designer sense the gap between the user experience and the current state of artifact? Then does the designer define the problem consistent with the gap? In other words, does the designer understand the design problem? (2) Is the scope of exploration represented in a way that includes possible good design solutions? (3) Does the design find an appropriate and satisfied design solution within the solution space that has been defined? In Ulrich's words, "Did the designer understand this problem, and frame it in a way that exploration could potentially lead to a good solution, find such a solution within the solution space, and deliver an artifact consistent with the plan? " [START_REF] Ulrich | Design: Creation of Artifacts in Society[END_REF] According to the analysis above, to characterize design, three dimensions of design should be described as follows [START_REF] Dorst | Describing design: a comparison of paradigms[END_REF][START_REF] Ullman | A taxonomy for mechanical design[END_REF], as illustrated in Figure 2.2:

 Design problem being solved, as evidenced by what the initial and final design state are.  Designer, that is, who is performing the design (their characteristics and the constraints on them).  Design process itself, focusing on how to transform from the gap between the user experience and the current state of artifact to the design plan.

Two of these three dimensions are often ignored by classical design theories. Classical design theories and methodologies emphasize effectiveness and efficiency of the design process. However, recent empirical studies have proved that the definition of design problem and the designer are also the determinant elements [START_REF] Cross | Expertise in design: an overview[END_REF][START_REF] Dorst | Describing design: a comparison of paradigms[END_REF][START_REF] Ullman | A taxonomy for mechanical design[END_REF][START_REF] Valkenburg | The reflective practice of design teams[END_REF]. So we also should emphasize the "design problem" and "designer" dimensions. The following sections (Sections 2.3, 2.4 and 2.5) present the three dimensions to understand well design in detail. 

Design problem

Design problems range from relatively small component design to the design of large scale system such as automobile and space shuttles. These design problems originate as some form of problem statement provided to the designer by the user (the client, the company management and other stakeholders) [START_REF] Cross | Engineering Design Methods: Strategies for Product Design[END_REF], and vary in their form and contents. For example, it can be expressed in the form of a design brief, a customer needs list and other documents.

Ill-defined problem

Design problems are widely considered as an ill-defined problem [START_REF] Cross | Engineering design methods: strategies for product design[END_REF], in contrast to well-defined or well-structured problem. The well-defined problems have clear goals, and known ways of generating the expected results. In order to characterize design problem in a uniform, we identify the generic characteristics of the ill-defined problem: ambiguity, complexity of problem structure and situated problem.

(1) Ambiguity Ambiguity refers to the lack of clarity or consistency in the formulation of design problems [START_REF] Yan | Toward a better understanding of engineering design models[END_REF].This phenomenon is reflected in several aspects: Firstly, when the problem is initially set, the goals are usually not clear, and many constraints and criteria are unknown. And the design context is often messy and complex, and poorly understood. Thus, there is no definitive formulation of the design problem [START_REF] Cross | Engineering design methods: strategies for product design[END_REF]. In addition, the design problem is not inherently consistent. There exist several conflicts and inconsistency that need to be solved during the design process. Thirdly, the lack of definitive solution also causes the ambiguity of design problems.

When facing ambiguity, the ways of formulating design problems are dependent on the ways of solving it. It is usually possible to perform some steps to improve the initial definition of the problem by gathering information from the clients and research. In Dorst and Cross's words, design problem and design solution evolve together [START_REF] Dorst | Creativity in the design process: co-evolution of problem-solution[END_REF]. The way the solution is conceived influences the way the problem is conceived.

(2) Complexity of problem structure Most design problems involve multiple functional requirements that require multi-disciplinary knowledge. The dependence relationships of requirements and the interactions of various disciplinary knowledge result in the complexity of problem structure. If the object of a design problem is a complex product that involves multiple functions, components, relationships between these components, it exacerbates the complexity.

The kind of complexity would result in two effects for design [START_REF] Yan | Toward a better understanding of engineering design models[END_REF]: Firstly, it is difficult to accurately and comprehensively understand and solve the design problem for designers. For instance, while making decisions on the ways in which components are integrated together to form a coherent whole, it requires knowledge of these component's core concepts, the way in which these components are integrated and linked each other [START_REF] Hobday | Product complexity, innovation and industrial organisation[END_REF]. As a result, designers may not explore enough all possible alternative solutions.

Secondly, even if possible alternative solutions are generated, the quantity of these solutions could greatly raise the coordination problem for designers, especially for an original alternative. Additionally, the larger the number of components, the more difficult the decision choices would be (technology, the technology chosen).

(3) Situated problem Because design problem cannot be clarified at the beginning of the design process, it needs a much deeper restructuration and interpretation by designers in a multistep problem-solving process [START_REF] Dorst | Design problems and design paradoxes[END_REF]. It means that the design process and the very structure of ill-structured problem are determined by actions that designers take. In Schön's words, designers' perceptions on the world outside have very important influences on the world under construction [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF]. Designer observes and interprets what they are 'seeing', and then decide on new actions, instead of simply performing the recommended actions. Furthermore, because design encourages designers to be aware of what they are doing from the perceived design situation and remembered design activities [START_REF] Reymen | A domain-independent descriptive design model and its application to structured reflection on design processes[END_REF], it results in the learning activities and the generation of new knowledge. These activities illustrate that the design problem is seen through the eyes of designers in the current design situation, that is to say, the situated problem-solving.

Category of design problems

A design is strongly influenced by lifestyle, training and experience of designers, and creativity and effort a designer puts into a design varies, depending on the type of design problem [START_REF] Evbuomwan | A survey of design philosophies, models, methods and systems[END_REF]. In the design research, to categorize different design problems has been proven to be useful for both analysis and construction of design tools, methods and techniques. We discuss the variety of design problem in this section.

In the field of engineering design, the classification of design problem is generally related to the design output's distance from the current design's diagram [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF]. Several researchers propose different classifications for design problems (see Table 2.1). The columns are organized to exhibit the closely related design problems. These types are ordered by increasing the level of originality from left to right. Heading that originates from Evbuomwan et al.'s classification (e.g. routine design, redesign and non-routine design) were chosen to describe the level of originality of each design problem.

Table 2.1 The design problem categories

In Table 2.1, it is observed that several authors (e.g. Ullman and Belkadi) distinguish three design types according to the initial state of the design problem. In this case, designers begin with their works with the assumption that the design output is either creative, innovative or routine, and then do their efforts based on this assumption. Gero's classification depends on the state space of potential designs and the value range of design variables. Pahl and Beitz emphasize the novelty of the solution principle and technology to distinguish different types of design problems.

Although these authors use different or similar terms to describe these types, there seems to be a general acceptance of the classification of design problem into routine design, redesign and non-routine design. By synthesizing definitions of these classifications above, three types of design problems can be defined as follows.

(1) Routine design. It represents that the goal and the knowledge of design variables,

Level of originality

Low High

Routine design Redesign Non-routine design [START_REF] Gero | Design prototypes: a knowledge representation schema for design[END_REF] Routine design Innovative design, Creative design [START_REF] Pahl | Engineering design: a systematic approach[END_REF] Variant design, Adaptive design Original design [START_REF] Ullman | The mechanical design process[END_REF] Selection, Configuration Redesign Original [START_REF] Belkadi | Contribution au pilotage des compétences dans les activités de conception : De la modélisation des situations à la caractérisation des compétences[END_REF] Routine Desig Innovative Design, Creative Design design strcuture are known in advance. There exists a design plan with sub-problem decomposition, alternatives and prototypical solutions. Moreover, the autonomy and the creativity are limited. It emphasize that how to choose the best solution from these existing solutions in order to satisfy the new problem in the same context.

(2) Redesign. It consists of two subtypes: variant design and adaptive design. The two types involve the modification of an existing design to satisfy new requirements or improve its performance.

(3) Non-routine design can be termed as original design, and includes innovative design and creative design.

• Innovative design. It still refers to the known product. In this case, the goal and the relative knowledge of the product are known. However, because of new design variables or features, the design plan and the concrete design activities are not determined in advance.

• Creative design. It creates new variables and features by inventing completely new solution principles. There is no similarity to those of the existing design problem and design plan a priori for the problem under consideration. Therefore, knowledge and the design plan are not known. Designers have a larger autonomy to perform their activities and utilize creativity. Modeling, simulation, prototype and experiment are utilized for developing new knowledge.

In reality, it is often not possible to define precisely the boundaries between the three types of design. For example, a complexity product is composed by different sub-systems. One of sub-systems maybe corresponds to innovative design, while another is routine design. Therefore, this should be considered to be only a broad classification.

Designer

We know that designers perceive and interpret design problem differently, depending on individual and group prerequisites and characteristics of the current situation [START_REF] Dorst | Creativity in the design process: co-evolution of problem-solution[END_REF]. Therefore, how do designers think when trying to solve a design problem? This question of design thinking is of great importance for both research and practice in design and related fields.

In the literature, there are several perspectives of research that have focused on different aspects of design thinking. Three perspectives are identified: the normative perspective, the empirical perspective and the design-as-an-art-perspective [START_REF] Stempfle | Thinking in design teams-an analysis of team communication[END_REF]. In order to understand better behaviors and decisions of designers, it is firstly necessary to distinguish main points and disadvantages of these perspectives, and then discuss the way to solve design problems.

The normative perspective is dominated by systematic design methodologists, such as [START_REF] Pahl | Engineering design: a systematic approach[END_REF], [START_REF] Cross | Engineering design methods: strategies for product design[END_REF]. These researchers have proposed a systematic method to support design activity in engineering and product design in order to obtain the optimum result. These works are based on the rational analysis of design tasks and their requirements. This leads to an assumption that design theories and methods are independent of the detailed properties of designers are meant to support. Within this perspective, the designer is an objective reality.

However, the empirical perspective argues that designers rarely follow the methodology described by design methodologists. They criticize that the design methodologies originate from the empirical studies in design. Moreover, these design methodologies accounts of design neglect many of the specific factors and constraints designers need to cope with their dairy work, such as the economic constraints, time pressure and teamwork [START_REF] Stempfle | Thinking in design teams-an analysis of team communication[END_REF].

The last perspective, the design-as-an-art-perspective, argues that designers not only do not strictly perform design activities according to the design methodology, but also apply different kinds of methods in a flexible manner in a process of appreciation, action and re-appreciation, and constantly reflection on the current design tasks and design situation [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF][START_REF] Valkenburg | The reflective practice of design teams[END_REF]. Within this view, the designer is an active person.

Although the three perspectives have contributed to our understanding of design thinking, every perspective has its specific shortcomings. The normative perspective neglects to focus on what the designers actually do, while the empirical perspective is not always theory-based. Although the design-as-an-art-perspective provides a novel way of considering the designer, the related methods are not still clear.

Hence, the successive question to be explored is how designers to solve ill-defined design problems. In an experimental research study, [START_REF] Lawson | Design in mind[END_REF] compares the way in which designers and scientist solved the same problem. He found that designers solve the problem by synthesis (i.e. the solution-focused approach), whereas scientists solve the problem by analysis. Some other researchers suggest that designers tend to use conjectures about solution concepts as means of developing their perceptions of the problem [START_REF] Darke | The primary generator and the design process[END_REF][START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF]. That is so-called "the co-evolution process between design problem and design solution" explained by [START_REF] Dorst | Creativity in the design process: co-evolution of problem-solution[END_REF].

However, the appropriate use of the "solution-focused" approach to design is something that seems to develop with experience [START_REF] Cross | Engineering design methods: strategies for product design[END_REF][START_REF] Stempfle | Thinking in design teams-an analysis of team communication[END_REF]. Thus, experienced designers and novice designers adopt different thinking style and strategies to solve design problems. Experienced designers are able to draw on their knowledge of the previous projects, and they can learn the value of rapid problem exploration through the solution conjecture. In comparison, novice designers can often spend much more time to understand the problem before generating solutions. Another difference between experienced designers and novice designers lies in the strategy of problem exploration. Novice designers prefer to the "depth-first" strategy to a problem, whereas experienced designers pursue the "breadth-first" and the top-down strategy [START_REF] Cross | Engineering design methods: strategies for product design[END_REF] .

Design process

The understanding of design process is very important both to the management of the design project and to aid the improvement of product. Generally, design process is the specific series of events, actions or methods by which a procedure or set of procedures are followed, in order to achieve an intended [START_REF] Best | Design management: Managing design strategy, process and implementation[END_REF]. In this process, it consists of a series of activities and methods which are performed together to meet the requirements or the goals of a problem.

Similar to the definition of design, there also are different views about design process, such as the problem-solving process, the reflective process and the decision process. Based on the paradigm of rational problem-solving, the design process can be considered as a problem-solving process [START_REF] Simon | The sciences of the artificial[END_REF]. While based on the paradigm of reflective practice, design process is a process of situated reflection [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF].

However, as Cross said, these simplifying design paradigms in the past have failed to capture the full complexity of design [START_REF] Cross | Research in design thinking[END_REF]. The general consensus is that there is no best practice design process. The design process varies from product to product and industry to industry. Even though companies are confronted by similar challenges and constraints, they often deal with them differently [START_REF] Clarkson | Design process improvement: a review of current practice[END_REF]. However, there are some commonalities across these processes used, and that these typically consist of four or five distinct stages [START_REF] Best | Design management: Managing design strategy, process and implementation[END_REF]Design Council, 2007). These commonalities are modified and adapted to reflect the problem or user needs [START_REF] Clarkson | Design process improvement: a review of current practice[END_REF]. In this section, we thus firstly identify typical design stages that include the core design activities by synthesizing existing process models. Then we discuss the related characteristics of design process.

Design stage

Literature on design process is vast, but mostly inconclusive. The main debate concerns the activity of defining, developing a process for design. Some authors have performed the comparison of design methodologies and design process models, and then identify the set of design stages. [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF] analyze 23 process models of mechanical design, and identify six main design stages: establishing a need, analysis of task, conceptual design, embodiment design, detailed design, and implementation. By summarizing the work of Howard et al. and considering much more recent process models, [START_REF] Xu | Dynamic knowledge management modeling for the innovation in engineering design[END_REF] synthesizes 42 models and identifies similar set of common design stages. Clarkon and Eckert have generated a comprehensive review of current design practices and methodologies [START_REF] Clarkson | Design process improvement: a review of current practice[END_REF]. Other authors, [START_REF] Kim | New service development process[END_REF], [START_REF] Ogot | Engineering Design: A Practical Guide[END_REF] discuss design stages in the field of service engineering and mechanical engineering. The research group of Prof. Blessing [START_REF] Eisenbart | A framework for comparing design modelling approaches across disciplines[END_REF][START_REF] Gericke | An Analysis of Design Process Models Across Disciplines[END_REF] extends the focus of the comparisons of design models from mainly mechanical engineering and architecture to other design disciplines such as service design, software design and mechatronics, and tries to develop a consensus model of discipline-specific models.

The synthesized result is based on the existing comparisons of process models mentioned above (see Table 2.3). The analysis focuses on the coverage of design process. That is to say, what stages should be addressed in design process. The column heading is based on the comparison of [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF] and is extended to the whole product life cycle by adding the usage and disposal stage (more detail, see Table 2.2). Some findings of the analysis of the life-cycle coverage of these process models are listed in the following:

(1) Most process models cover the core stages of design process, i.e. establishing a need, analysis of task, conceptual design, embodiment design, and detailed design [START_REF] Gericke | An Analysis of Design Process Models Across Disciplines[END_REF]. However, these stages often overlap. For example, it is not easy to formulate a function without already using a conceptual model.

(2) More recent process models emphasize the stage of establishing a need. Different models use different terms to describe the stage, such as discover (Design Council, 2007), the Fuzzy Front End (FFE) [START_REF] Koen | Providing clarity and a common language to the 'Fuzzy Front End[END_REF]. They argue that it is critical to define the nature of the problem that is being addressed through design [START_REF] Rhea | Bringing clarity to the fuzzy front end[END_REF]. Moreover, this stage is one of the most critical, and the one which makes best use of the designer's knowledge and skills.

(3) Following the four major stages is the production stage, which is also included by some process models, explaining what happens when the final design documents are completed. They emphasize that designers provide support or even take participate in the stage of production and market introduction.

(4) The last two stages "usage" and "disposal" are covered by few process models in our comparison. The result is related to our selected models that are mainly from the discipline of mechanical engineering. Gericke and Blessing found the process models of building design, software design, service design and systems engineering cover the two stages [START_REF] Gericke | An Analysis of Design Process Models Across Disciplines[END_REF]. In addition, some process models of eco-design also involve these stages, particularly in the disposal stage [START_REF] Tischner | How to do EcoDesign?: a guide for environmentally and economically sound design[END_REF][START_REF] O'brien | Global manufacturing and the sustainable economy[END_REF]. In this dissertation, uncertainty is associated with making design decisions. When one design choice is selected, one of the problems that designers face is to estimate the consequences [START_REF] Yan | Toward a better understanding of engineering design models[END_REF]. If designers have adequate information about the relationship and nature of activities, the estimation of the consequences has low uncertainty. Conversely, this design choice has high uncertainty. Hence, uncertainty has to do with information. With this, there are four types of uncertainty identified in the design process: variation, foreseen uncertainty, unforeseen uncertainty and chaos [START_REF] De Meyer | Managing project uncertainty: From variation to chaos[END_REF].

• Variation is derived from the small influences and yields a range of value on a particular activity. In this case, mangers and designers can identify the relationship and nature of activities, thus build up a well-defined design process.

• Foreseen uncertainty is identifiable and understood influences that design teams cannot be sure will occur. The foreseen uncertainty can be reduced via the development of several alternative plans.

• Unforeseen uncertainty can't be identified at the start of the design process. So it is difficult to develop an alternative plan to handle the unforeseen case.

• In the situation of chaos, there is no causal relationship between the project's original objects and the final result. The latter two are dealt with the learning and adjustment.

Although each uncertainty type is distinct, a single design process typically encounters some combination of all four. So how to deal with the combination of these uncertainties is a great challenge for managers and designers.

Conclusion

The aim of this chapter is to comprehensively understand and analyze design. In order to achieve this purpose, we firstly introduce the unifying design framework and fundamental dimensions (i.e. design problem, designer and design process) by reviewing definitions of design. Then, we respectively discuss design problem, designer and design process in detail. In summary:

Design problem is widely considered as the ill-define problem. We mainly discuss characteristics of the ill-define problems in term of the ambiguity and the complexity of problem structure and the situated problem, and then synthesize the category of design problems. As for the second dimension "designer", we review three perspectives of design thinking (i.e. the normative perspective, the empirical perspective and the design-as-an-art-perspective design thinking), and identify their advantages and disadvantages. It is argued that the perception and the interpretation of designers for design problems and design solutions depend on individual and group prerequisites and the characteristics of the current situation. With regard to the third dimension "design process", typical design stages are identified by reviewing design process models, and we find that more and more process models emphasize the front end of the design process. Finally, in order to characterize design process in a uniform, we analyze the characteristics of the process architecture of design: iteration and uncertainty.

Through the review of fundamental dimensions of design, we can see that design is the complex human activities, and involves a collection of many different logically connected knowledge and disciplines. We did not reach a state in which there is a coherent tradition of scientific research and practices that is matured enough to embody the theory and the application. But this review provides us with the basement to understand innovative design. For example, what is innovative design? Are there differences between design and innovative design within the three fundamental dimensions? Does innovative design have same characteristics?

After building the comprehensive understanding of design, the next step is to review design models and methods that attempt to describe and explain some aspect of design practices. Thus, the next chapter focuses on the modeling of design.

MODELING OF DESIGN

Overview

Many researchers have proposed models and methods to describe and explain some aspects of design practices. Although these researchers have produced rich knowledge about specific aspects of design since the 1950s, no single model can be generally accepted to describe and explain design. The majority of these process models have a relatively narrow focus, ranging from the design paradigm to the activity-based level in terms of the level of abstraction, or from the generation of design concepts to the management of the design project in terms of focus.

The aim of this chapter is to review existing design models from different views. A classification framework of design modeling is introduced in Section 3.2. The rational problem-solving paradigm and the reflective practices paradigm are analyzed in Section 3.3. Then, the procedural models and the activity-based models are discussed in Sections 3.4 and 3.5. Section 3.6 concludes this chapter.

Classification framework

As discussed in the previous chapter, design is an ill-defined problem. It is difficult to describe well every aspect of design. Thus it is a great challenge to describe the relationships between different design models. Some authors have proposed many classification frameworks to frame the discussion of the literature in terms of discipline, the historical development of form.

In the field of design, the classification framework focuses on descriptive methodological and philosophical frameworks of the engineering design process. Finger and Dixon (1989a;[START_REF] Finger | A review of research in mechanical engineering design. Part I: Descriptive, prescriptive, and computer-based models of design processes[END_REF]) categorize these models into three classes from an engineering design standpoint: descriptive model, prescriptive model and computer-based model. Later, [START_REF] Evbuomwan | A survey of design philosophies, models, methods and systems[END_REF] also adopt the same framework to synthesize design models. [START_REF] Smith | Product development process modeling[END_REF] concentrate on engineering models of product development process and emphasize on quantitative, graphical and formal models, categorizing the papers by modeling framework and objectives such as sequencing and scheduling models, decomposition models, stochastic lead time models, design reviews timing models, and parallelism models. [START_REF] Krishnan | Product development decisions: A review of the literature[END_REF] Activity-based model. A design activity is a subdivision of the design process related to the individual's problem solving process. It is a much finer division than a stage. Thus, activity-based models aim to provide the low-level support, involving the modeling and the analysis of a specific situation which can be operationalized. According to the representation of activity connectivity, we further discuss the task precedence model, the activity dependence model and the dynamic activity model.

Design paradigm

There are two paradigms for design methodology that represents two fundamental views of looking at design, the rational problem-solving paradigm and the reflective practice paradigm [START_REF] Dorst | Comparing paradigms for describing design activity[END_REF]. The rational problem-solving paradigm introduced by Simon has considerable influence on design theories and methodologies ever since. Most works in design theory and methodology still follow the assumption. In the 1980s, researchers adopted a "situated cognition" perspective to propose an absolutely different alternative. As a representative exponent of the views, Schön describes design as the reflection-in-action, adopting the constructionist theory [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF] .

The rational problem-solving paradigm

The introduction of the rational problem-solving paradigm to design, at the start of 1970s by Simon, helps systemize design models and problems, and builds the connection with other problem-solving domains. Meanwhile, this paradigm provides the fundament in design cognitive and design ergonomics [START_REF] Simon | The science of the artificial[END_REF]. Although there are some works are criticized by some researchers, the conceptual frameworks of the rational problem-solving still loom over the design field.

The rational problem solving paradigm addresses more knowledge about all three dimensions of design (design problem, designer and design process). It is the combination of practice-based stage models of the design process, a model of the designer as an information processor from the field of cognitive psychology, and some thinking on the ill-structured of the design problem [START_REF] Dorst | Describing design: a comparison of paradigms[END_REF]. More importantly, it considers the way the three dimensions merge in the design theory (the problem-solving theory). Therefore, Simon's design theory can be characterized by describing how to view the design process, designers and design problem (see Figure 3.2). We will respectively discuss the three dimensions in the following sections. the design process (see Figure 3.5). Within the design process, Archer identifies six types of stage that feature many feedback loops: programming, data collection, analysis, synthesis, development and communication. This design process includes the interaction of the world outside of the design process, such as the needs of clients, the training and experience of designers. The output is the communication of the solution. Moreover, Archer defines design as employing a combination of the intuitive and the cognitive, and therefore attempts to formalize a creative process. As shown in Figure 3.5, this process is divided into three broad processes: analytical, creative and executive. Another typical example of the more common stage-based models is proposed by [START_REF] French | Conceptual Design for Engineers[END_REF]. This model, shown in Figure 3.6, is based on design practices in industry, which consists of four stages: analysis of problem, conceptual design, embodiment design and detailing. These stages and activities involved are typical of the traditional engineering design process. Some much more complex models have been proposed. Perhaps the most well-known of stage-based models was proposed by [START_REF] Pahl | Engineering design: a systematic approach[END_REF] for engineering design. This model emphasizes the fine detail of the numerous tasks and activities which they consider to be most useful strategic guidelines for design. Although adopting different terms, other examples of traditional stage-based models in the literature have converged upon the similar form with the above models. Other examples can be found in the work of [START_REF] Baxter | Product Design: a Practical Guide to Systematic Methods of New Product Development[END_REF], [START_REF] Ullman | The mechanical design process[END_REF] and [START_REF] Dym | Engineering Design: A Project Based Introduction[END_REF] Five of them transform the desired functions of the artifact into design descriptions in sequence. The first step is called formulation step and transforms the functions into its expected behaviors that is expected to perform these functions. Then the expected behaviors are transformed into the structures of the artifact (intended to enable the artifact to exhibit the expected behaviors) by the synthesis step. Thirdly, the actual behaviors of the structure are derived from the structures in the analysis step. After further steps of evaluating the structure for its actual behavior against the expected behavior, if the evaluation is satisfactory, the structure is finally transformed into a design description from which an artifact may be produced. If the evaluation is not satisfactory, the design process returns to the earlier steps in the sequence of five, and this defines three elementary loop-back steps. Five of them transform the desired functions of the artifact into the design descriptions in sequence. And the designer carries out these steps on the basis of knowledge stored in and retrieved by design prototypes.

In the latter paper, [START_REF] Gero | The situated function-behaviour-structure framework[END_REF] extend the FBS model and reconstruct the eight elementary processes by introducing the concept 'situatedness', in which a recursive interrelationship between different environments and a model of constructive memory provides the foundation of reconstruction. Although the FBS model has developed gradually, there are some critiques for the definitions of the key concepts. [START_REF] Dorst | John Gero's Function-Behaviour-Structure model of designing: a critical analysis[END_REF][START_REF] Wynn | Model-based approaches to support process improvement in complex product development[END_REF] identify two problems with the FBS model: the absence of a stable definition of function, and the model's double aim of describing actual design and prescribing improved design. The C-K theory (C: concept; K: knowledge) is proposed by [START_REF] Hatchuel | A new approach of innovative design: an introduction to CK theory[END_REF] to provide a rigorous, unified formal framework for design. Within this model (see Figure 3.9) , design can be modeled as the interplay between two interdependent spaces with different structure and logics: the space of concepts (C) and the space of knowledge (K) [START_REF] Hatchuel | C-K design theory: an advanced formulation[END_REF]. Space K contains all established true propositions. Space C contains "concepts" which are undecidable proposition in K about partially unknown object x. Design proceeds step by step to partition of C-sets until a partitioned "C-set" becomes a "K-set". The double expansion of the C and K spaces is realized by four types of operators: CC, CK, KC, KK.

The C-K theory allows the operationalization of the concept of "expandable rationality", which is claimed to be better adapted to the bounded rationality [START_REF] Hatchuel | Towards design theory and expandable rationality: The unfinished program of Herbert Simon[END_REF]. Moreover, it claims that the C-K theory is a generalization of all usual design theories, especially of those whose underlying paradigm is the rational problem-solving paradigm. Recently, the C-K theory has been discussed and extended by some researchers. [START_REF] Kazakçı | Extending the C-K design theory: A theoretical background for personal design assistants[END_REF] introduce the environment (E) into the C-K theory to build personal design assistant-creative and adaptive design tools. Ben Mahmoud-Jouini et al. (2006) use the C-K theory with classic creativity techniques to build an innovation strategy in a car supplier company. In our opinion, despite many practical applications, this theory needs to further discuss how to operationalize.

Manage-focused model

Manage-focused models advocate approaches to support or improve the design project management as opposed to the design-focused model. These models concern the development of a new business activity around product design, and attempt to understand the interaction between new product and new business [START_REF] Roozenburg | Product design: Fundamentals and methods[END_REF].

In the field of systems engineering, various standard organizations, government agencies and engineering communities have proposed their particular models to construct the system life cycle. The system life cycle models have evolved significantly over the past two decades. When constructing the system life cycle model, there are many organizational factors that can impact which life cycle processes are appropriate for a specific system. In addition, technical factors will also influence the types of life cycle models appropriate for a given system. Thus it is not a single life cycle model that can provide specific guidance for all project situations. [START_REF] Forsberg | Visualizing Project Management: Models and Frameworks for Mastering Complex Systems[END_REF] compare different life cycle models from the standard organization to commercial and government organization, as shown in Figure 2. Although these models are different in details, all life cycle models consist of a series of stages regulated by a set of decision gates which confirm that the system is mature enough to leave one stage and enter another. In addition, these models emphasize three phrases: (1) the conceptual phrase, which is to evaluate new business opportunities and to develop initial system requirements and a feasible design solution; (2) the development phrase, which is to design a system-of-interest so as to be implemented, integrated, verified and validated; and (3) the post-develoment phrase, which includes the production, deployment, operation, and support of the system [START_REF] Deniaud | Eco-design of complex products using systems engineering[END_REF].

With regard to the form of models, various life cycle models, such as the waterfall, spiral, and Vee development models, are useful in defining the start, stop, and activities appropriate to life cycle stages. Here, in order to facilitate the discussion, we adopt the process structuration in terms of organizational dimension to classify these manage-focused models. As far as the organizational dimension concerned, the process structuration consists of (1) the degree of formal segmentation of the temporal progression in stages; and (2) the degree of rigidity of the operation sequence of design activities.

Therefore, based on the definition of process structuration, there are linear, recursive and chaotic system view for the process structure [START_REF] Mccarthy | New Product Development as a Complex Adaptive System of Decisions[END_REF]. These system views provide different insights and descriptive theories about the process structure and behavior of design projects. We will respectively review the three system views in the following sections. 

Discussion

According to the analysis above, procedural models provide the high-level models, emphasizing some aspect of design. Design-focused models mainly focus on the solving the technical problem of design problem, while the manage-focused models emphasize the support for design management. Meanwhile, there are some perspectives for the design-focused and manage-focused models as follows:

(1) There is still no single model agreed to describe design. Most design-focused models have similar concepts and models developed in 1960s or 1970s, which means that these models are the result of the evolution process. The trend of the evolution process illustrates that recent models can satisfy the specific situation but have many similarities. For example, recent process models take project-related or company-related factors into account, but the basic process still can be traced back the similar roots. Additionally, although there are some efforts to explore the nature of design (e.g. C-K theory), but it is not enough.

(2) Most design-focused models still adopt the "isolated views" to consider design. [START_REF] Wynn | Models of designing[END_REF] and Gericke and Blessing (2012) argue that design is not an isolated system, rather is embedded in an ecosystem with multiple interdependencies and interactions. However, most current design-focused models do not refer to other disciplines or other business factors.

(3) The three views (linear, recursive and chaotic views) of manage-based models are not rival but complement each other. The three views provide a complementary hierarchy or ladder of abstraction for interpreting different types of design projects. Each of these models has distinct advantages and disadvantages, suggesting that companies should select the appropriate process model according to their own specific characteristics.

(4) The trend of combing the design-focused model with the manage-focused model is emerging. In the literature of manage-focused model, some researchers in the field of management propose some models that incorporate the design-focused model and the manage-focused model. These models attempt to propose related strategy to deal with the general problems that the design process may encounter (e.g. the uncertainty, the complexity). The trend means that we maybe use the related management method or models to develop a comprehensive model of design.

Activity-based model

Procedural models offer insights into and references to development projects and design projects. However, they are too general to provide operational insights and advices for design managers and designers. Therefore, we move down much more concert level, the activity-based level, to further review design models. Comparing with procedural models, activity-based models could provide the guide to the daily decisions which are made by design managers and designers [START_REF] Wynn | Model-based approaches to support process improvement in complex product development[END_REF].

In the literature, [START_REF] Browning | A survey of activity network-based process models for managing product development projects[END_REF] perform a comprehensive literature review of activity network-based process models in terms of the model purpose, and divides these models into project visualization, project planning, project control, and project development. Based on the work of Browning and Ramasech, Wynn (2007) pays more attention on the model's representation of activity connectivity, and proposes another classification: task precedence model; task dependency model; dynamic task model.

In our opinion, the sequence of activities is governed by the information required and generated by design activities. The relationships of all activities can be represented as an activity-based network, through which it could generate several possible process architectures for design. The sequence of activities has an important influence on the efficiency and effectiveness of the design process. Thus, we adopt the second classification (task precedence model; task dependency model; dynamic task model) as the review framework in the forthcoming sections.

Activity precedence model

Activity precedence models represent the relationship between activities in terms of information precedence [START_REF] Wynn | Model-based approaches to support process improvement in complex product development[END_REF]. This kind of relationship indicates that the sink activity cannot be performed until the source activity has been completed.

Traditional activity-network techniques and models, such as the critical path method (CPM) [START_REF] Kelley | Critical-path planning and scheduling[END_REF] and Program evaluation and review technique (PERT) [START_REF] Malcolm | Application of a Technique for Research and Development Program Evaluation[END_REF], enable to construct a process model with 1) a set of activities 2) precedence relationships 3) the estimation activity duration. As the extension of CPM/PERT, many researchers developed many models to consider more characteristics of the design process. With tools such as the graphical Evaluation and review technique (GERT) [START_REF] Neumann | GERT Networks and the Time-Oriented Evaluation of Projects[END_REF] and its successor Q-GERT (Taylor andMoore 1980, Pritsker andSigal 1983), the notion of identifying one critical path was replaced by a measure of task criticality, and they enable simulation-based analysis of activity networks with feedback loops. Domain-mapping matrices (DMM) are an extension of the DSM which allows modeling of dependencies between dual domains in product development. [START_REF] Danilovic | A formal approach for domain mapping matrices (DMM) to complement design structure matrices (DSM)[END_REF] studies on the product architecture vs. organization, and in 2005, he discusses the DMM and the DSM to enable the systematic identification of interdependencies and relations in a multi-project environment [START_REF] Danilovic | The use of dependence structure matrix and domain mapping matrix in managing uncertainty in multiple project situations[END_REF]. In a recent paper, [START_REF] Danilovic | Managing complex product development projects with design structure matrices and domain mapping matrices[END_REF] studies the application of DMMs to explore connectivity between the process domains of tasks, components and teams.

Dynamic activity model

Most activity-based techniques and models above to construct the process architecture have two assumptions: first, design activities (including interactions and variables) are known a priori [START_REF] Browning | A survey of activity network-based process models for managing product development projects[END_REF]; second, the expected goal can be achieved by these known design activities. However, this is rarely the reality in the design project. In response to the realities of the process (i.e. goal uncertainty, ambiguity and instability in projects), natural and dynamic process models to construct process architectures are proposed in the literature.

The approach "signposting" characterizes design as a series of tasks concerned with the identification, estimation and iterative refinement of key deign and performance parameters [START_REF] Clarkson | Signposting', A Parameter-driven task-based model of the design process[END_REF][START_REF] O'donovan | Simulating design processes to assist design process planning[END_REF][START_REF] Wynn | Applied signposting: a modeling framework to support design process improvement[END_REF]. The selection of design activities are based on the confidence of performance parameters, that is, the levels of quality, maturity or value of design parameters.

The Manufacturing Integration and Design Automation System (MIDAS) [START_REF] Chung | Making process visible: A grammatical approach to managing design processes[END_REF] describes the design process with the local task to represent high-level goals, and the atomic task which represent the individual computer tools. Moreover, the MIDAS defines a process space of all possible activities and their arrangement.

The Adaptive Product Development Process Model (APDP) generates process space (sets of process architecture) based on the available activity modes (alternative design activities), where the availability of certain activity modes depends on the current state of design. Unlike the models above, the state of design account for not only the time and cost but also performance and risk. The APDP model assumes that the process architecture is determined dynamically by the state of the design. The selection of design activities is based on performance parameters, such as technical performance, the levels of quality, maturity or value of design parameters and so on.

Discussion

In sum, the activity-based models propose much more detailed methods for process modeling of innovative design. However, the activity precedence models and the activity dependence models adopt the static view to construct the process architecture of design process. In response to the realities of the innovative design process (i.e. goal uncertainty, ambiguity and instability in projects), these dynamic process models are much practically because they do not require an overview of the process architecture. Therefore, in this dissertation, we mainly focus on dynamic process models.

(1) In general, the dynamic process models provide us with basic elements and frameworks to construct the process architecture of innovative design. It proposes that a complex adaptive system (CAS) framework is able to interpret the innovative design reality, to maintain a fit among designer behaviors, innovation and the design state.

(2) However, the dynamic process models generally focus on the entire product life cycle (i.e. concept, development, production, utilization, support and retirement).

Central targets for the entire process are technical performance, product unit-cost and time-to-market [START_REF] Tatikonda | Successful execution of product development projects: Balancing firmness and flexibility in the innovation process[END_REF]. But the design process is one stage of the product life cycle, where the nature of design activities and the people involved are different from other stages (Zhang et al., 2012a). Thus, to reflect well the reality of innovative design, it needs a much more comprehensive set of targets.

Conclusion

The Chapter highlights that these existing models cover a variety of issues and disciplines, but does not provide an exhaustive list of implementations, and only reflects the focus of this dissertation. In summary:

Firstly, we develop a classification framework of design modeling to organize the review of this area. This classification consists of design paradigm, procedural models and activity-based models ordered by the level of abstraction.

Then we analyze two design paradigms (the rational problem-solving paradigm and the reflective practice paradigm) that provide theoretical foundations and assumptions of design modeling. We argue that two design paradigms differ fundamentally in the way of treating design, but are complementary by focusing on different aspect of design. Hence, it should combine the methods underlying the two paradigms in order to build a comprehensive process model.

Thirdly, we turn attention to the procedural models. Here, the design-focused models and the manage-focused models are reviewed. As for the former one, we discuss the evolution process of design models with the historical views. Comparing traditional design models with these ones of today, it can be observed that the development progression of design theory is an evolutionary process. Moreover, none is agreed to represent all aspects of the design process so far, and most models still adopt the "isolated" view. The review of the manage-focused models focuses on how to improve the effectiveness and efficacy of design or development process. In this aspect, we respectively synthesize manage-focused models in terms of the linear, recursive and chaotic system views, and argue that the three types complement each other. In addition, we also found that recent models are trying to combine the design-focused model with manage-focused model to gain the full-scale description.

Lastly, we move down the activity-level to review the modeling approaches available on the process structure. Here, three types of activity-based model (task precedence model. task dependency model, and dynamic task model) are synthesized. The first two types are based upon the relatively narrow and static view to construct the process architecture, while the dynamic task model could describe and explain better the realities of innovative design.

Through reviewing three different levels of models, this Chapter sets the context for process modeling of innovative design. The review of design paradigms provides us with the theoretical foundation of the modeling of innovative design. The procedural models offer useful insights to help to understand and model innovative design. The activity-based models propose much more detailed methods to construct the process architecture of innovative design.

UNDERSTANDING INNOVATION

Overview

Innovation is not a new phenomenon. Human being seems to have tendency to consider new and better ways of doing things and to apply it into the practice [START_REF] Plessis | The role of knowledge management in innovation[END_REF]. Since Joseph Schumpeter's two famous books, The theory of Economy Development and Capitalism, Socialism, and Democracy at the beginning of the twentieth century, innovation represents the main driving force of economic development [START_REF] Schumpeter | The theory of economic development[END_REF](Schumpeter , 1942)). During the last decade, as the market becomes more dynamic, companies need to innovate in response to the change of customer demands. Innovation has been considered as the major factor of strengthening competitiveness of companies and gain the new opportunity of the new market (OECD, 1997;[START_REF] Tomala | Innovation management: a synthesis of academic and industrial points of view[END_REF]. "Innovate or die" becomes a slogan in modern companies.

Innovation, as the driven force and the ultimate goal of innovative design, also plays a very important role in defining and modeling innovative design. Firstly, the content and the scope of innovation determine the definition and the characteristics of innovative design. As stated before, innovation itself is not a new question, but its place, scope and content have changed and it is now a characteristic of competition [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. These changes necessarily cause the reconsideration of innovative design. Hence, this chapter tries to identify these changes by reviewing key elements of innovation. Secondly, when managers and designers initiate and direct the development of an innovation over time, they need a process theory that explains how and why innovations develop. Although such a process theory may never reach the precision to tell managers and designers exactly what to do and how an innovation will turn out (Van de [START_REF] Van De Ven | Research on the management of innovation: The Minnesota studies[END_REF], it may produce some useful fundamental insights for describing and explaining a board class of processes, sequences, and performance conditions to innovative design. So the second step is to review the related innovation models to identify the process theory of innovation.

Discussion proceeds in five sections. In Section 4.2, we compare definitions of innovation in order to identify key elements and components of innovation design. Section 4.3 constructs the multi-dimensional classification to characterize innovation, and identify key components of innovation. Section 4.4 reviews innovation process models. Section 4.5 synthesizes three aspects of change of innovation based on the brief of summary of innovation.

Definition

Innovation involves a variety of types depending on the company's types, resources, capabilities, strategies and requirements. The form of innovation varies in team, department and professional discipline. Therefore, innovation is of interest to practitioners and researchers across a range of business and management disciplines and is the considerable topic in a variety of domains, such as economic, organization, knowledge, design, and engineering. Several researchers have proposed their definitions from different standpoints, as shown in Table 4.1. ( [START_REF] Kline | An overview of innovation[END_REF] Innovation is the creation and marketing of the new, these gentles, singly and in combination, make the outcome of innovation a highly uncertain process.

(OECD, 1991)

Innovation is an iterative process initiated by the perception of a new market and/or new service opportunity for a technology-based invention which leads to development, production and market tasks striving for the commercial success of the invention. [START_REF] Freeman | The economics of industrial innovation[END_REF] An innovation is accomplished only with the first commercial transaction involving the new product, process system or device. [START_REF] Amabile | Assessing the work environment for creativity[END_REF] Innovation is the successful implementation of creative ideas within an organization. [START_REF] Luecke | Managing creativity and innovation[END_REF] Innovation is understood as the successful introduction of a better thing or method, which is the embodiment, combination, or synthesis of knowledge in original, relevant, valued new products, processes, or services. [START_REF] Galanakis | Innovation process. Make sense using systems thinking[END_REF] the creation of new products, processes, knowledge or services by using new or existing scientific or technological knowledge, which provide a degree of novelty either to the developer, the industrial sector, the nation or the world and succeed in the marketplace. [START_REF] Plessis | The role of knowledge management in innovation[END_REF] Innovation as the creation of new knowledge and ideas to facilitate new business outcomes, aimed at improving internal business process and structures and to create market driven product and services. Innovation encompasses both radical and incremental innovation. [START_REF] Wong | Innovation by Teams in Shanghai, China: Cooperative Goals for Group Confidence and Persistence[END_REF] Innovation is defined as the effective application of new processes and product to the organization [START_REF] Baregheh | Towards a multidisciplinary definition of innovation[END_REF] Innovation is the multi-stage process whereby organizations transform ideas into improved products, service or processes, in order to advance, compete and differentiate themselves successfully in their marketplace. [START_REF] Beswick | The Road to Innovation, Let's Think Beyond[END_REF] The successful exploitation of an idea that adds value to the customer and commercial return for the creator Here, we do not try to define a unified definition of innovation, rather find the key elements of innovation from these definitions to characterize innovation. In summary:

(1) Most definitions highlight the importance of creativity. In Table 4.1, we can observe that the term "new" is the most frequent word within the definitions. As the essential part of innovation [START_REF] Amabile | Assessing the work environment for creativity[END_REF], creativity refers to how to generate more and better ideas, and includes the first introduction of a new innovation and the reintroduction of an improved innovation [START_REF] Ali | Product innovativeness and entry strategy: Impact on cycle time and break-even time[END_REF].

(2) They emphasize the creation of technological invention combined with the market introduction of the invention to end-user through the development, production, and market tasks [START_REF] Abernathy | Innovation: Mapping the winds of creative destruction[END_REF]. Hence, innovation is "the first attempt to carry it out into practice" [START_REF] Fagerberg | Innovation: A Guide to the Literature[END_REF], and includes not only basic and applied research but also development, manufacturing, marketing, distribution, servicing and later product adoption and upgrading.

(3) Although each definition emphasizes the term "new", there is no agreement on what deserves the "innovation". In the literature, "innovativeness" is often considered as being the degree of newness of innovation. Highly innovative product means that it has a higher newness, and reversely the low innovative product seems being familiar to customers. But it immediately raises questions: From whose perspective the newness is considered? What is new?

(4) Many definitions identify different types of innovation, such as product, process or service [START_REF] Baregheh | Towards a multidisciplinary definition of innovation[END_REF]. Because different type of innovation means the different characteristics, an appropriate process and management strategy are needed to manage each type of innovation.

(5) In Table 4.1, most definitions neglect the sources of innovation, and only OCED's definition explains that innovation has two sources (marketing and technology) from which discontinuities originate. Because innovation occurs as the departure of a creative idea, the understanding of "what are the sources of innovation?" is the basic problem.

According to the analysis above, although these definitions originate from different disciplines, there are commonplaces to define innovation (e.g. creativity and the entire process of innovation). Meanwhile, we can also identify key dimensions to comprehensively characterize innovation (e.g. innovativeness, type of innovation and source of innovation). Accordingly, we will characterize innovation according to these key dimensions identified in the following sections.

Characterization of innovation

Through the analysis and the comparison of definitions in the previous section, we have identified commonplaces and key dimensions of innovation. In this section, we try to utilize these elements to characterize innovation in terms of components and the classification of innovation.

Components of innovation

Based on these commonplaces observed above (the first two points in Section 4.2), although it is very difficult to propose a multidisciplinary definition of innovation, we could conclude that innovation consists of two components (Von [START_REF] Stamm | Managing innovation, design and creativity[END_REF]: creativity and implementation. As stated before, innovation is a process from creative ideas, development and production to commercialization. Thus we adopt the term "implementation" to describe the entire process. Implementation concerns how to translate creative ideas into practice, and includes three stages: idea generation, development and commercialization.

Often invention and innovation are used interchangeably. However, an important distinction is made between them, as shown in Figure 4.1 . Invention is the first occurrence of an idea for a new product or process, while innovation is the first attempt to carry it out into practice [START_REF] Fagerberg | Innovation: A Guide to the Literature[END_REF]. Long lags between invention and innovation may have to do with the fact that, in many cases, some or all of the conditions for commercialization may be lacking. There may not be a sufficient need (yet!) or it may be impossible to produce and/or market because some vital inputs or complementary factors are not available. 

Modeling of innovation process

As stated before, companies consider innovation as being the main source of differentiation and competitive advantage. If managers want to develop innovation, it needs a managerial view of why and how innovation emerges, proceeds and grows. It raises a series of questions. For example, what stages does the innovation process include? What is the scope of the activities of these stages and how do project managers organize these activities? How do these activities interact with other unities outside? In other words, it needs a process theory that shapes the ways in which we try to manage innovation [START_REF] Tidd | Managing innovation: Integrating technological, market and organizational change[END_REF].

In the literature, there are plenty of attempts to set up the conceptual model of the innovation process to build the process theory. Here, we compare the existing process models, not an exhaustive list of implementations, to synthesize the state of the art of innovation. Table 4.4 is the synthesized comparison result of these process models. It focuses on the stages of the innovation process. The column heading is based on the stages of the whole product life cycle, including idea generation and assessment, business planning, development, production, commercialization, usage and disposal.

The analysis of Table 4.4 is performed in two dimensions. The first dimension focuses on the coverage of the innovation process by reading Table 4.4 from the right to the left, while the second point is to discover the evolution development of innovation process models by analyzing these models from top to down. More details are discussed in the following sections.

The coverage of the innovation process (1) Common stages of innovation

The columns of Table 4.4 show the coverage of different innovation process models. Although these models adopt different terms to name these stages of the innovation process, there are five common stages, as shown in Figure 4.5 (i.e. idea generation and assessment, business planning, development, production, commercialization). Notably, because this comparison does not include influence factors, such as market, researchers, knowledge, these stages distinguished are depicted in a sequential manner. But there exist lots of iterations and feed loops, even overlaps between these stages. (2) The fuzzy front end Most models emphasize the importance of the early stages of innovation (idea generation and assessment), that is, the "fuzzy front end" stage. It is in the front end where the company formulates the concept of a product to be developed and decides whether or not to invest resources in the further development of the concept.

Additionally, other researchers also prove the importance of the fuzzy front end by a series of empirical studies. [START_REF] Cooper | Screening new products for potential winners[END_REF] argue that "the greatest differences between winners and losers were found in the quality of execution of pre-development activities". [START_REF] Koen | Providing clarity and a common language to the 'Fuzzy Front End[END_REF] also consider the fuzzy front end as being the key-contributing factor for large numbers of really new products introduced each year.

(3) Latter stages of innovation In Table 4.4, few models pay attention to the latter stages of innovation (i.e. the stages after the implementation or commercialization). However, within the latter stages, the lessons learned, experiences and best practices will be accumulated into knowledge bases, or transformed into new impulses to generate more innovation [START_REF] Xu | Dynamic knowledge management modeling for the innovation in engineering design[END_REF].

As we know, knowledge or experience is the core component of innovation [START_REF] Chapman | Continuous innovation, performance and knowledge management: an introduction[END_REF][START_REF] Xu | Macro process of knowledge management for continuous innovation[END_REF]. It is impossible to access to a modern innovative design without the accumulated knowledge. Therefore, in order to achieve the continuous innovation, the mechanism of knowledge management can be seamless integrated into the innovation process. In this perspective, the innovation process should be extended to the stage of usage and disposal. 

The evolution of innovation process models

Looking at the rows of Table 4.4 from the upper to the down, it becomes obvious that the process architecture of innovation is changing over time. We can see that the innovation process model evolves from the linear model, coupling model, interactive model, to systems integration and networking model [START_REF] Rothwell | Towards the fifth-generation innovation process[END_REF].

(1) The linear model In multi-stage process linear model, the technology push and the market pull is the departure point; these motivations then lead to developments, developments to productions and productions to market. Most studies of innovation have now realized that the linear model does not represent the reality of innovation in several ways [START_REF] Kline | An overview of innovation[END_REF][START_REF] Padmore | Modeling systems of innovation: An enterprise-centered view[END_REF]. Firstly, it does not reflect what scientist, inventors and innovators do. It suggests that everything begins with research, where the science is completed and packaged before becoming available for an invention. However, most innovation is finished with available knowledge in the firm. Secondly, there is no feedback path within the development process. The feedback from users and the marketing play a considerable role in the performance measure and the generation of creative ideas. In addition to this, the linear model does not illustrate well learning activities. Innovation is inherently uncertain, therefore involves learning processes [START_REF] Pavitt | Innovation Processes[END_REF].

(2) The coupling model

The linear model is regarded as being the simple picture of complex, interactive innovation. Therefore, more satisfying models are needed in order to better understand innovation. Around the 1970s some authors state explicitly that the successful innovation process is based on "a portfolio of wide-ranging and systematic studies covering many sectors and countries" [START_REF] Cooper | Project newProd: Factors in new product success[END_REF][START_REF] Utterback | The process of innovation in five industries in Europe and Japan[END_REF], and propose a series of coupling models.

The coupling model can be considered as being a logically sequence that is composed of a series of functionally distinct but interacting stages. In view of the coupling model, the whole innovation process is a complex net where intra-organizational and extra-organizational link together with the different in-house functions. Probably, the well-known coupling model is "the chained-linked model" proposed by [START_REF] Kline | An overview of innovation[END_REF]. They argue that a key element in determining the success of innovation is the extent to which companies manage to maintain effective links between phases of the innovative process (OECD, 1997).

However, the coupling model has still some shortages: firstly, it does not explain what drives the engine of innovation and why some companies are better at doing so than others [START_REF] Marinova | Models of innovation[END_REF]; secondly, it does not answer explicitly that how companies learn and obtain knowledge in development process; thirdly, In-house factor and national innovation environment have very considerable impacts on innovation performance. The model just stands top-level and omits relative details.

(3) The interactive model With increasing remarkable competitive performance of Japanese companies in the 1980s, the innovation process model emphasizes the integration and the parallel development to shorten the product life cycle, that is the so-called "interactive model" [START_REF] Rothwell | Towards the fifth-generation innovation process[END_REF]. This model involves the activities of the various companies' department, even the external actor in a parallel rather than sequentially manner, and integrates different functions within the firm, including upstream with key supplier and downstream with demanding and active customers. Nowadays, many leading western companies are striving to master the essential feature of the interactive model.

(4) The systems integration and networking model At the same time, companies have been facing new challenges, including technical advances, intensive customer needs, increasing diversification of the market and increasing world competition [START_REF] Cooper | Product leadership: Creating and launching superior new products[END_REF]. These challenges require that companies emphasize systems integration and extensive networking, flexible and customized response, continuous innovation, and to perform innovation within a given resource constraints.

To address these issues, some researchers propose the systems integration and networking model [START_REF] Rothwell | Towards the fifth-generation innovation process[END_REF], the evolution model and the innovative milieu model [START_REF] Marinova | Models of innovation[END_REF]. The systems integration and networking model includes internal organizational features, strong inter-firm vertical linkages, external horizontal linkages and more radically, the use of a sophisticated electronic toolkit; The evolution model considers that the innovation process is the evolution process between different elements. The innovative milieu model means the innovation cluster, which states that "innovation stems from a creative combination of genetic know-how and specific competencies" and "territorial organization is essential component".

Discussion

The brief summary of innovation shows the emergence of a lot of notions: product/or innovation, process innovation, radical innovation vs. really new innovation vs. incremental innovation, technology pull vs. market push, linear model, coupling model, interactive model and systems integration and networking model. The emergence of all notions reflects that there have been changes in the field of innovation, as illustrated in the following aspects.

(1) Innovation itself is not a new phenomenon, but its scope and content have changed.

For several companies, innovation focuses on a product or service with the constant industrial improvement or the updating technology. In general, these companies aim the well-identified market and constantly improve the known product's performance and functions. In this case, the product or the service has a series of stable "identities" [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. However, today innovation concerns more than the stable "identities". The rapid renewal and the tendency to one-off innovation on the new product make a big difficulty to clarify these identities for designer and customer. Take the mobile phone as an example: the mobile phone manufacturers try to increase the quality and storage capacity to cater to the customer's requirement. However, when Apple Inc. released the smartphone "iPhone" by introducing a series of absolutely original identities in 2007, such as multi-touch screen, it made a significant change to the mobile phone's identities. Moreover, the new identities of mobile phone are continuously proposed every year. Therefore, the start point of innovation is no longer the stable product identity.

As for the source of innovation, most researchers still focus on technology push and marketing pull. More recently, several researchers have emphasized the importance of industrial design for innovation [START_REF] Best | Design management: Managing design strategy, process and implementation[END_REF][START_REF] Dell'era | Design-driven laboratories: organization and strategy of laboratories specialized in the development of radical design-driven innovations[END_REF][START_REF] Utterback | Design-inspired innovation[END_REF][START_REF] Verganti | Design, meanings, and radical innovation: A metamodel and a research agenda[END_REF]. This help identify a new type of innovation, "design-driven innovation" [START_REF] Verganti | Design, meanings, and radical innovation: A metamodel and a research agenda[END_REF], which radically changes the emotional and symbolic content of a product. Are the traditional views of innovation still effective for the "design-driven innovation"?

(2) Emphasizing the repeated, sustainable innovation, rather one-off innovation. Some companies target one-off, radical innovative product or service in order to gain the strong competitive advantage. These products or services break away from the types of products existing in the industry and provides enough profits. However, the hope of acquiring a leading competitive advantage on the basis of blockbuster products or service has shown its limitation in the past [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. In practices, companies target innovative products with a continuous profit-earning capacity in order to finance all the problem failures. It requires that companies should find a way to manage and organize design in order to lead to a continuous innovation to compensate the cost caused by failed projects.

In Table 4.4, some researchers try to look for collective action to manage innovation to get the so called "innovation capability". In this perspective, innovation is no longer a phenomenon, rather the object of the action [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. Until the collective actions become standardized for product innovation, the entire process can improve the productivity of product innovation to achieve sustainable innovation [START_REF] Garcia | A critical look at technological innovation typology and innovativeness terminology: a literature review[END_REF].

(3) Increasing importance of design for innovation An increased focus on product design is evident to varying degrees in industry [START_REF] Luchs | Perspective: The emergence of product design as a field of marketing inquiry[END_REF] .Within industry, some argued that product design plays a key role in developing brands [START_REF] Brunner | Do you matter? How great design will make people love your company[END_REF]. Others argued that, "design is one of the primary idea generators for the creation of viable business platforms" [START_REF] Best | Branding and design innovation leadership: What's Next?[END_REF]. In short, product design is increasing recognized by managers as a strategic tool to be responsible the success of companies.

Conclusion

The main aim of this chapter is to identify the changes of innovation and the process theory of innovation, to support the definition and the understanding of innovative design. This two aims are achieved by four aspects of work. To summarize:

We begin with the review of definitions of innovation. Although it is obvious that these definitions originate from different disciplines, this leads to that fact that are some commonplaces between the various definitions of innovation.

Based on these commonplaces, we identify three key dimensions (e.g.: innovativeness, types of innovation and sources of innovation) to characterize innovation. Then, we further discuss these three dimensions, and divide each dimension into a series of sub-classes (the type of innovation: product, service and process; the innovativeness: radical innovation, really new innovation and incremental innovation; the source of innovation: the technological push and the market pull). Meanwhile, according to the comparison result, we also find common components of innovation: creativity and implementation.

And then we analyze and compare the existing innovation process models. This analysis is performed in two aspects. The first aspect focuses on the coverage of the innovation process, and discusses the role of each stage. The second one analyzes the evolution process of innovation process models from linear model, coupling model, interactive model, to systems integration and networking model, and then synthesizes characteristics of each model. Finally, we synthesize three aspects of change in the innovation field. As we know that innovation is the driving force of innovative design, innovative design needs to be reconsidered be incorporating these changes. Additionally, the review of innovation process models helps to explore the application of the process theory of innovation into innovative design.

ANALYSIS AND REPRESENTATION OF

INNOVATIVE DESIGN

Overview

This chapter is located in the stage of the descriptive study I in Figure 1.4, and attempts to address the two main research issues introduced in Section 1.2.2, i.e. "definition and analysis" and "process description" of innovative design. The discussion of the two issues attempt to build a comprehensive understanding of innovative design, and provides the basis for the management support of innovative design. The research questions for exploring the two research issues were stated in Section 1.2.2.

 Question 1: What is innovative design?

 Question 2: How can we describe the process of innovative design?

With regard to the first question, although there are several definitions of innovative design in the literature, these definitions are still confined in the field of engineering design. According to the analysis in the previous chapters (Chapters 2-4), we found that the scope and content of innovation and design and their relationship have changed. Whether do these changes require a reconsideration of innovative design? If yes, it needs a new definition to reflect these changes. Within the new definition, what characteristics have the innovative design?

As for Question 2, three sub-questions arose from the understanding of innovation and design in Chapters 3 and 4: (1) what are the fundamental processes of innovative design to facilitate understanding the patterns involved in the process? (2) When and where could innovation emerge, proceed and grow during this process? (3) What are the factors affecting the success of innovative design? Discussion of these questions is addressed in the following sections. First, in Section 5.2, a theoretical comparison between design and innovation and their relationship are discussed. Based on the comparison result, we propose the new definition of innovative design. Second, the nature of innovative design is analyzed in terms of innovative design problem and process in Section 5.3. Finally, a descriptive model of innovative design is constructed step by step to address the second research question in Section 5.4.

Comparing innovation and design for defining innovative design

Design and innovation, as the core elements of innovative design, plays a determined role on defining and understanding innovative design. The previous chapters (Chapters 2 and 4) discuss fundamental dimensions of design and innovation and each dimension's characteristics. Although these reviews provide the basis to understand innovative design, the isolated issues are not enough to define innovative design. What is the relationship between design and innovation in innovative design? Is innovation the context of design, or the ultimate goal? The perspective of the relationship between design and innovation has great impact on research trend and technology of innovative design. Therefore, it needs to further consider the relationship between both, and then define innovative design.

In order to identify possible relationships between design and innovation, it firstly needs to distinguish the similarities and differences of both. Through the theoretical comparison between design and innovation, we will explore the possible relationships, and select the most appropriate one as the theoretical context of innovative design. Finally, the definition of innovative design is proposed based on these findings.

The theoretical comparison between design and innovation

As mentioned in Chapter 2, there are three fundamental dimensions (design problem, designer and design process) to characterize design. Here, we also adopt similar dimensions of innovation (innovative problem, innovative process and innovator) to compare design, as shown in Figure 5.1. In terms of the problem characteristic, design and innovation have similar features, such as the ill-defined problem and high uncertainty. These characteristics result in the evolution of the design problem and the design solution, and innovation also requires apparently an evolutionary process of innovative problems to make them gradually more concrete.

However, with regard to the motivation of the problem, some distinctions exist. As stated before, design problems originate from the gap between the user experience and the current state of the artifact. The formulation of design problems is to explain this gap by designers. But innovation can originate from other motivations, such as technology push and market pull. With the technology push, an innovator begins with a new or existing solution and then searches for possible application of that solution.

Even if the design problem and the innovative problem have the same motivation, the two types of problems are still not equivalent. According to the category of design problem in Section 2.2.3, the design problem can be divided into routine design, redesign and non-routine design. In the case of routine and redesign, the goal and the knowledge about design variables, features as well as the structure are known in advance. It means there is not much space for innovation. The non-routine design emphasizes the breakdown of the known design framework. In another aspect, innovation creates value by either improving what already exists (generally associated with the incremental innovation) or developing products, processes, or services that did not previously exist (generally associated with the radical innovation or the really new innovation). Therefore, only the non-routine design can generate a potential innovation into the downstream.

(2) Design process vs. Innovation process According the analysis of the stages of design and innovation in Chapters 2 and 4, the design process is the transformation of information into a tangible outcome, while the innovation process is typically broader in scope than design, including technical design, manufacturing, management, and commercial activities involved in the marketing of a new (or improved) process or piece of equipment. In other words, design is an integral part of the development and the implementation of innovation [START_REF] Stamm | Innovation-What's design got to do with it?[END_REF].

It is noteworthy that the interdependency between design and innovation varies with the category of design problem, as shown in Figure 5.2. The non-routine design involves the creation of new variables and features by inventing completely new working principles. It partly overlaps with the fuzzy end stage of innovation (i.e. idea generation and assessment, and concept development). As far as the redesign and the routine design, they are treated as a downstream step in which designers develop already an idea or concept to attract consumers. Thus, their interdependencies with innovation are smaller than the non-routine design. (3) Designer vs. Innovator Both design and innovation require the designer and the innovator being the ability to look at things differently [START_REF] Thompson | A review of creativity principles applied to engineering design[END_REF], that is to say, creativity. We can see that there is considerable overlap between the designers' skills and what is required of an innovator. But this great overlap does not mean that the designer is equal with the innovator. For example, as we have distinguished the different way of dealing with problems between designers and scientists that in Section 2.4, designers solve the problem by synthesis, while scientists prefer to utilize the analysis. People with adaptive skills are more likely to be dominant in an innovative company, while designers who have the innovative skills and mind are one part of the innovators (von [START_REF] Stamm | Innovation-What's design got to do with it?[END_REF]). Thus, designers can make a valuable contribution to an innovation process, and they can be valuable members of the innovative team.

The relationship between design and innovation

Through the theoretical comparison above, we can see that design and innovation are quite similar endeavors, but there are several distinctions. How to treat these similarities and distinctions determines the relationship between design and innovation. We identify four types of the relationship, as illustrated in Figure 5.5.

(1) Type 1: In the light of goals, both design and innovation try to improve human conditions. In this sense, design and innovation are sort of synonymous.

(2) Type 2: The second type considers design and innovation to be complementary in terms of process scope. As analyzed in Section 4.3.2, the types of innovation consist of product innovation, service innovation and process innovation. The design process is often considered as the core phase or activity for the first two types. Moreover, when the design process is standardized for product innovation and service innovation, design can improve the productivity of product innovation [START_REF] Garcia | A critical look at technological innovation typology and innovativeness terminology: a literature review[END_REF]. So design and innovation share an area of intersection, and at the same time they enlarge areas each other.

(3) Type 3: The most common perspective in the academy is illustrated in the type 3, in which researchers take innovation as the context of design, concerning design how to proceed in the innovative situation. Namely, it discusses the impact of innovation in the design process.

(4) Type 4: Within this type, design as the means of innovation [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. In this perspective, it is no longer a question of how the relevant theory of design be applied into the situation of innovation, but of the relevant theories of design can help understand and practice innovation. Design should be the process leader of the whole innovation process. The first three types described above, the product identities are stable and the underlying technologies are known in advance. Designers have precise and sufficient knowledge for the expected characteristics which will be used in order to design and produce it. Furthermore, targeted customers of design correspond to a well-known market.

However, we have realized that Innovation itself is not new, but its scope and content have changed [START_REF] Damanpour | Research on innovation in organizations: Distinguishing innovation-generating from innovation-adopting organizations[END_REF][START_REF] Le Masson | Strategic management of innovation and design[END_REF]. For numerous companies, innovation in a product or service is achieved by constant industrial improvements or updated technology. In general, these companies tap a well-defined market and keep improving the known product performance and functions. By way of example, take the cellphone market. Before 2001 designers were intent on improving battery life, the quality of sound and the screen, but they did not go beyond the basic cell structure. In other words at that time the cellphone featured a series of stable "identities". However, today's innovation reaches beyond these stable identities. However with consumers rapidly purchasing a new phone and with the introduction of one-off innovations, these identities cannot easily be seen by designers and customers alike [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. In this case, cellphone designers not only try to enhance basic functions, they also devise new hybrids, like laptops and phones. Also, how can radio, music and messages, even digital cameras be added to these devices? As a result product performance, the alternative architecture and functions are not defined in advance and these elements remain open issues. In other words, the starting point of innovation is no longer a stable product identity.

To address these changes, it requires that companies find the way to organize and manage activities in order to achieve the repeated, sustainable innovation. In this perspective, innovation is not a phenomenon but an object of activities. A legitimate question that originates from the point of view is which activities should be involved? Within the type 4, design is seen as the mean of innovation. It means that designers should perform design activities to achieve the repeated and sustainable innovation. Based on the review of design and innovation in the previous chapters, there are several reasons to explain why design can be considered the mean to generate sustainable innovation.

(1) Innovation often involves a large amount of design activities and frequently focuses on characteristic and design-oriented features.

(2) Innovation requires a complex learning process in a context of uncertainty, using a variety of types of knowledge. In addition to this, innovation is the process of making an initial idea more practical and concrete to create value by a lot of participants from different disciplines. These features are common for the design process.

(3) Design originates from the gap between the user experience and the current state of the product. This gap does not require the predefinition of the product identities. In other words, it can explain the dynamic identities of the product at the starting point of design.

(4) Design itself consists of a large set of activities. Although design involves creativity that leads to iteration and feed-loops, it still has a repeated activity framework to generate sustainable innovation. Hence, when the design process has been standardized, the way of managing and organizing design activities could be taken as being the means of innovation.

The evidences above show that design activities could encourage creative behavior, and be taken as the main means to achieve the repeated, sustainable innovation.

Consequently, in our opinion, the type 4 -design as the means of innovationis considered to be the starting point of the definition and the model of innovative design.

Definition of innovative design

In the literature, several researchers in design engineering have proposed definitions of innovative design [START_REF] Evbuomwan | A survey of design philosophies, models, methods and systems[END_REF][START_REF] Gero | Design prototypes: a knowledge representation schema for design[END_REF]. These authors assess the distance between the design framework and its output and it then serves as definition basis [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF]. In other words, these definitions are based on an ex post assessment of product innovativeness. This raises a number of issues: Who will assess this "distance"? The customer or a professional? What is "the good innovative design"? This underlines the fact that the existing definitions cannot fully account for the process characteristics of innovative design. Therefore, new definitions are needed to account for innovative design.

To address changes in the field of innovation and design, consider design as a means of developing innovation. Thus, how the design process is arranged and managed will impact innovation. Hence, in this sense, the definition of innovative design should convey the view of "ex post assessment" to the "process", focusing on a comprehensive process theory which can promote repeated and sustainable innovation. Therefore, based on the "process" view, innovative design can be defined as "a kind of process from the exploration of innovative opportunities to the description of the product to be manufactured. During this process, innovative design endeavors to change the identity of products and breaks away from the existing design framework."

Within the new definition, there are several characteristics that are needed to be pointed out.

(1) The definition adopts the "process" view: innovative design is still considered being a design process, but the boundaries of design activities have been extended to the exploration of innovative opportunities.

(2) This definition is not based on static product identifies that determine the competencies and the products to be designed in advance.

(3) Innovative design concerns not the introduction of new design variables or features into the product to be designed, rather the reconstruction of the entire design framework. In terms of level of innovativeness, it is close to the so-called "creative design" identified in Section 2.3.

The nature of innovative design

This new definition in Section 5.2.3 emphasizes the dynamic product identity, the extension of the scope of design and the value created. The legal question that follows the definition of innovative design is "what is the nature of innovative design?" In accordance with the unifying design framework and fundamental dimensions in Chapter 2, we still analyze the nature of innovative design in terms of design problem and design process in this section.

Innovative design problem

As stated in Section 2.3, design problems vary in their form and contents, and are [START_REF] Wynn | Modelling iteration in engineering design[END_REF]. In this section, we adopt this classification to analyze iteration of every stage of the innovative design process. Table 5.1 shows the synthetic result of iterations. More details are described as follows. 

   Convergence  Refinement  Rework   Negotiation      Repetition 
(1) Exploration plays a key role in the exploration stage, task clarification and concept design, as these stages involve a repeated process to explore alternative product identities, function and solution. Meanwhile, since some explorative works cannot be solved by individuals in the first three stages, it needs the integration of new ideas from different persons who are trained in different disciplines. Thus the negotiation process can also result in an iterative process.

(2) Following the first three stages, the whole design is divided into several work streams to respectively design components in the stage of embodiment design.

During this process, it needs to converge upon a 'satisfying 'design by progressively selecting parameters to meet well-defined performance objectives, and may undergo further refinement to enhance other objectives. Additionally, because emergent new information and conflicts of design parameters, it leads to rework and negotiation. Thus, convergence, refinement, rework and negotiation dominate the stage of embodiment design.

(3) In the stage of detailed design, most design activities may adopt similar operations.

The repetition thus often occurs in this stage. Moreover, the change of design and integration from outside also can result in the occurrence of rework and negotiation.

Descriptive model for interpreting innovative design

In the previous sections, the definition and the analysis of innovative design shows that innovative design involves many variables whose characteristics and interactions are not well understood. Although this analysis can explain well the characteristics of innovative design, it is not sufficient to describe and interpret innovative design for designers or managers.

A design process can be considered as a complex set of integrated efforts. An inappropriate design process not only decreases operational efficiency of design but also increases possibility of failure. In recognition of the value of process models represent, understand, engineer, manage, and improve design process, having a comprehensive understanding of the process of innovative design through a process model is very useful to both individuals and organizations. Therefore, Question 2-"How can we describe the process of innovative design?" -is defined as the main research question in this section.

As analyzed in Chapter 3, traditional, linear models portray the design process as a recommended sequence of activities. It would appear, due to frequent reference and use, that the traditional, linear representations are effective for education and management. Two assumptions of these models should be mentioned [START_REF] Roozenburg | Models of the design process: integrating across the disciplines[END_REF]. First, design should advance from the general and abstract problems to the concrete and particular ones. Secondly, complex problems can be decomposed into a series of sub-problems, for which the sub-solutions are to be easily found.

However, it is evident that these traditional models do not correspond with the realities of innovative design that have been analyzed.

(1) Innovative design is a non-definitive design problem. In the sense of the problem structure, innovative design is more to an evolving process between the design problem and the corresponding design solution [START_REF] Dorst | Creativity in the design process: co-evolution of problem-solution[END_REF].So it is difficult to clarify design problems at the beginning of design.

(2) These linear models cannot make a clear distinction between routine design and innovative design. The traditional models divide the whole process into sequential four stages: task clarification, conceptual design, embodiment design and detail design. However, the boundaries of design activities have been extended to the exploration of innovative opportunities. There is no descriptive model to clearly reflect the creative activities.

(3) These linear representations do not adequately represent either the designer or the environment. These failings result in part from the assumption that the designer is As for the first sub-question, we construct the basic framework of innovative design based on the FBS (Function-Behavior-Structure) model (Section 5.4.1). However, the basic framework is not able to take into consideration the entire innovative design process. Referring to the chained-linked model of innovation, the basic framework is extended by considering the innovation process (Section 5.4.2.1). Because the structure of innovative design is not linear, and inspired by the model of the CPS (Creative Problem Process), we solve the second sub-question by placing the basic framework into a circular form (Section 5.4.2.2). Further, we introduce the designer and the environment space into the model (Section 5.4.3). Section 5.4.4 integrates the two aspects, and finally proposes the descriptive model of innovative design. More details are discussed in the following sections. [START_REF] Gero | Design prototypes: a knowledge representation schema for design[END_REF] proposes his FBS model of design as a theoretical base for understanding design, and as a conceptual basis for computerized tools intended for supporting the designer. According to the FBS model, design consists of eight elementary steps, which are defined in terms of the key concepts of function, behavior and structure. Five of them transform the desired functions of the artifact into the design descriptions in sequence. And the designer carries out these steps on the basis of knowledge stored in and retrieved by design prototypes. [START_REF] Vermaas | On the conceptual framework of John Gero's FBS-model and the prescriptive aims of design methodology[END_REF] identify two problems with the FBS model: the absence of a stable definition of function, and the model's double aims of describing the actual design and prescribing improved design. Because the second problem involves explaining how descriptive and prescriptive modeling could be distinguished and connected, it goes beyond the scope of this paper. So we focus on a solution to treat the first problem. Vermaas and Dorst's solution involves a redefinition of the three basic concepts (Table 5.2), and a reformulation of the eight elementary processes (Table 5.3). These proposals and analyses are considered as useful ones for understanding and developing the FBS model [START_REF] Galle | The ontology of Gero's FBS model of designing[END_REF], particularly in (1) ensuring the stable conceptual framework over time, and (2) a clear separation between the internal concept (purpose) and the non-internal concept (function, behavior and structure).

Constructing the basic framework of innovative design

The new FBS model modified by Vermaas and Dorst has been chosen as constructing the basic framework of innovative design, because: The design intention Function(F) Those physical dispositions of an artefact that contribute to the purpose for which the artefact is designed Behaviour(B)

The physical disposition of the artefact

Structure(S)

The materials of the artefact, the dimensions and geometry of these materials, and their topological relations (1) The new FBS model can be very useful in integrating the design process and the creative process [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF]. The creative process is an integral part of the innovative design. Three creative process elements (analysis, generation and evaluation) can be mapped onto a view of the design process (Table 5.3). Table 5.3 shows that Processes 1, 2, 6, 7, 8 correspond with the generation stage of the creative process, which results in the generation of new function, new behavior or new structure. The representation linking the creative process and design process provides us with a way, by which it is possible to judge whether the design stage properly corresponds to an innovative process. It will enable us to focus on the creative activities that the designer is actually performing.

(2) The new FBS model accords with the system view of innovative design, and it appears to be very appropriate to describe the main characteristics of innovative design. A foundational concept of the FBS model is the concept of "design state". A design state is defined as a representation of all possible states which also can be seen as a representation of all possible solutions at a certain moment in time.

Because the design states are transferred with time, the state-transition reflects directly the evolving process between design problem and design solution in innovative design. Moreover, the transitions of these design states include a series of design activities.

(3) The degree of innovation depends on the distance from the existing design output with the variables and the goals of design, the new FBS model clearly represents these parameters. According to the definitions in Table 5.2, the 'variables' of design can be assigned to the 'behaviour', the 'structure' and the 'function', while the 'goal' of design corresponds to the 'purpose'. The greater the difference between these parameters, the higher the innovation degree.

Therefore, the new FBS model can provide us with a framework to describe the process of innovative design. Based on the definitions and the processes of Table 5.2 and Table 5.3, the basic framework for innovative design is constructed, as showed in Figure 5.9. Although the new FBS model provides us with a framework, it lacks relevant elements necessary to completely describe the entire process system. The reflection is an important concept for design and innovation, by which the designer can interact with the internal and external environments and when appropriate propose new or even innovative solutions. The sources of information for innovation include internal factors, external/commercial factors, education/research establishments, generally available information and other external factors. However, in its current state, the new FBS model can simply focus on the internal innovation of design process, but cannot consider other possible innovation opportunities associated with the external. The next two sections introduce the relevant elements (namely innovation, the designer and the environment space) which are not taken into account in the FBS model, but these elements are essential and necessary. After defining these elements, we consider how to incorporate them into the descriptive model we propose. In the CPS domain, it places these processes on a circle and connects these processes with each other. Moreover, it indicates that all these processes are necessary, but the sequence can be varied. Based on these views and the experiences of consultants, [START_REF] Buijs | Modelling product innovation processes, from linear logic to circular chaos[END_REF] proposes the circular version of the innovation model, as shown in Figure 5.12. All four stages of innovation (product launch and use, product development, strategy formulation and design brief formulation) are executed in the circular style. Leadership, culture, emotion, motivation, risk-taking and passion are the elements of the term "heart". Thus, we rely on the "heart," the competitive environment and the thinking way the innovation team, as a way to start with out of the four stages.

Inspired by these analyses of Buijs, we conclude that the new version of the framework (Figure 5.11) similarly should be adapted as a circular style. Here, we see two reasons for the circular configuration in which we visualize our basic framework.

Firstly, there is not any iteration in the basic framework. Referring to the theories of innovation and the chained-linked model, we have already recognized innovation process is neither smooth nor linear, nor often well-behaved. Iterations and feedbacks are inevitable elements in the process.

Secondly, due to the complexity and the uncertainty of innovative design, it is impossible to finish the tasks we requested of each individual. So innovative design is by necessity compulsory teamwork, and different team members can perform these elementary processes at the same time. In other words, these processes are carried out in a parallel fashion.

Therefore, our conception of a circular model with three layers provides an initial setting, into which we put these elementary processes of the basic framework. Figure 5.13 shows the circular process model. It consists of three layers:

(1) Mapped onto in the middle layer are the nine elementary processes (described by Table 5.3), with the iterations between these processes shown as dotted lines. The yellow parts denote that these processes are creative processes as in Figure 5.11, while the blue ones are not. The solid black lines represent the transformation and comparison between these design states (described by Table 5.2).

(2) In the central layer, we transform the term 'heart' into 'designer', which drives these elementary processes.

(3) The outer layer focuses on the external environment that contains the influencing factors. Through the change of the form, the iterations and the parallel fashion can be well integrated. In the next section, the details regarding the center and outer layers will be discussed. 

Modifying the basic framework by introducing the designer and the environment space

We have configured the basic framework with a circular structure having three layers which shows the process of innovative design. However, there still are some questions: How does the designer drive these elementary processes? What is the external environment? How do the three layers interact with each other? In this section we propose answers to these questions.

Design is a "reflective conversation with the materials of a design situation" [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF]. Through the perception of the design situation and the recollection of experiences, the designer decides on further actions (when to do what). That is to say, the designer should actively respond to their actions rather than simply perform the recommended actions. This means that the interaction between the designer and the external environment determines the design process. Furthermore, the considerations taken into account by the designer have already proven to be useful for improving innovation and design process. For example, it is useful to know which design activities are not able to have a positive effect in achieving the desired goal and which can improve the efficiency of design activities. Similarly, the designer plays a vital role in the development of innovation. Designers apply their skills, perspectives and domain knowledge to the innovation process based on their background and experience. Consequently, designers are generally recognized as an engine that drives the process, and a medium of interaction between different layers.

The environment space is of significance in that it both influences and changes innovative design at particular moments. We define the environment space as a set of the external factors outside the designer. There are four reasons for introducing the environment space into innovative design.

(1) Innovative design should provide a means to partition the concepts and the knowledge in order to be more innovative [START_REF] Hatchuel | C-K design theory: an advanced formulation[END_REF]. It is impossible to acquire or generate new knowledge or concepts without the support of the environment.

(2) The innovativeness of innovative design depends on the stakeholders involved.

The stakeholders evaluate the value and the novelty of an innovative solution by communicating with designers. According to the definition of the "environment space", the stakeholders also should belong to one part of the environment.

(3) The process of innovative design is treated as a system, which evolves by interacting with its environment. These environmental factors, such as organization architecture, organization culture and organization strategy, influence the process of innovative design.

(4) The designer is situated in the environment. The designer perceives and interprets design problems differently as environments change.

Then, a legitimate question that follows from this is how we consider the designer and the environment space together in the circular model. The point can be summarized by the term of reflection-in-action, which views that the entire design process as it proceeds from the designer's perceptions. As we have discussed before, the term reflection-in-action is relevant to the notion of situatedness. [START_REF] Gero | The situated function-behaviour-structure framework[END_REF] describe situatedness as the interaction of the external world, the expected world and the interpreted world (see Figure 5.14). The external world, namely the environment space, is composed is represented as outside of the designer, while the interpreted word and the expected world are built up on the inside of the designer world. The interpreted world refers to sensory experiences, precepts and concepts of the designer. In the expected world, the actions that the designer will perform are imagined. These three worlds are dynamically coupled with each other through three types of processes: interpretation, focusing and action. Although Gero and Kannengiesser reconstruct these elementary processes of the FBS model based on the new framework, the external world is not clearly demarcated. That is to say, which elements does the external world include? According to the definition of the external world, the representations of these elements should be able to describe an external influence on the designer's interpretation, and moreover, these are objective and independent of the designer. Furthermore, because the external world is dynamic with time, it should be seen as a time dependent variable. [START_REF] Reymen | A domain-independent descriptive design model and its application to structured reflection on design processes[END_REF] develop a concept called design situation to model design which defines the state of the combined concepts at a certain point in time.

Here, we adopt the basic framework of the concept "design situation" to describe the external world, including the state of the design context, the state of the stakeholders, the design state and the state of the design process, as showed in Figure 5.15. The definitions of relevant concepts are listed in Table 5.4. 

Design context

It is described by the sets of factors influencing the design state and the design process at a certain time.

An innovation process is an adaptive system which evolves by reacting to its context. Contextual factors are one of the determinants of innovation.

Stakeholder

A party that has an interest in innovative design.

The stakeholders play a key role to evaluate the value and novelty of an innovative solution by communication with the designer.

Design state

It refers to the key concepts of the FBS model, including Purpose Function, Behaviour and Structure

The four state variables are the temporal solutions of design. On the basis of the perceptions of these state variables, the designer makes expected actions. Therefore, according to the definition of the external world, design states are one of parts of the environment.

Design process

It is defined as a series of design activities that have been performed by the designer before the current design state.

The designer learns which activity were not successful from the accomplished design activities, and grounds them on previous knowledge. It can be seen as the external information of the designer.

Having described situatedness and the concrete elements of the external world, we are now able to develop a more detailed framework of innovative design. In Figure 5.16, we show the three worlds of described situatedness, similar to Figure 5.15. Comparing with the initial circular model (Figure 5.10), the central layer "designer" is decomposed into the interpreted world and the expected world, and the middle layer and the outer layers consist of the external world. Through the pertinent definitions of Table 5.4, the design state and the state of the design process are located in the inner part of the external world, while the state of the design context and the state of the stakeholders are put into the outer part. In Figure 5.16, we represent more explicitly the process of innovative design as a dynamic environment, and also clearly depict the influencing elements. 

Integrated descriptive model of innovative design

In the section we will attempt to map these elementary processes of the basic framework onto the situated model of innovative design. That is to say, it combines the Figure 5.13 and Figure 5.16 into an integrated descriptive model, as shown in Figure 5.17.

Figure 5.17 Descriptive model of innovative design

As can be seen in Figure 5.17 , the Ⅲ layer shows the enhanced version of Vermaas and Dorst's model based on the FBS model. The solid lines completely represent the different elementary processes (transformations and comparisons between these design states that are described in Table 5.2) and which can be found listed in Table 5.3. The Vermaas and Dorst' model focuses on the internals of the design process, but does not treat the innovative process, e.g. the process from requirement to purpose.

Another change of the basic framework can be viewed as the adoption of the viewpoint of circularity in the basic framework. Because the complexity and uncertainty of innovative design, these elementary processes are impossible to be performed in sequence rather than in parallel fashion. Moreover, the feed forward loops and feedback loops incorporate the source of innovation. The circularity of these processes has been included in the structure in order to reflect these characteristics of innovation process.

Additionally, the integrated model consists of four layers, in which theⅠand Ⅱ layers respectively correspond to the expected world and the interpreted world of the designer, and the Ⅲ and Ⅳ layers represent the external world of the designer. This is a consequence of introducing the designer and the environment space in order to deal with the designer's interaction process with the external world and within oneself. In practice, the designer takes command of what he is 'seeing' and 'doing' in the design process, and communicates this information to the stakeholders, then makes actions in the current design context. The basic framework in Figure 5.11 is not able to reflect these interactive activities.

Conclusion

The objective of this chapter is to address the two main research issues: the "definition and analysis" and the "process description" of innovative design. Through the discussion of the two issues, we attempt to build up a comprehensive understanding of innovative design, and provide the basis for management support of innovative design. These objectives are realized by two aspects. To summarized:

The first aspect is to answer the question "what is innovative design?" Before defining innovative design, it necessarily requires a better understanding of innovation and design. In previous chapters, we have respectively discussed the fundamental dimensions of design and innovation. But the isolated discussion does not provide the direct answer to the question above.

Hence, we firstly perform a theoretical comparison between design and innovation in terms of design problem vs. innovative problem, designer vs. innovator and design process and innovation process. We found that both are quite similar endeavors, but there are several distinctions. Based on these findings, we then identify four types of the relationships between design and innovation. Considering the changes in the field of innovation and design and the purpose of this thesis, we argue that the type "design as the means of innovation" can reflect these changes and satisfy our purposes. With this, we contribute a new definition of innovative design. Within the new definition and the understanding of innovative design, this chapter contributes a comprehensive analysis of the nature of innovative design in terms of design problem and design process.

The second aspect focuses on the question "how should we describe the process of innovative design?" Based on the analysis of the nature of innovative design, we propose a descriptive model of innovative design. The model reflects the interaction process between the designer, the design process and the outside environment.

Whilst acknowledging that the process of innovative design observed in practice is more chaotic than the current representation suggests, understanding the relationships of the three parts can improve the process of innovative design. The advantage are summarized as follows: The model helps designers to better find the success factors of innovative design, to integrate different aspect of an innovative design situation, to evaluate communication with the external environment. In addition, insight into the Ⅲ layer of the model can reveal which processes may generate creative output. Firms can focus on these processes in order to enhance creative performance and the quality of the product designed.

MANAGEMENT SUPPORT FOR INNOVATIVE DESIGN

Overview

This chapter begins to perform the prescriptive study in Figure 1.4, and addresses the main research issue "management support" outlined in Section 1.2.2. In this thesis, management support is concerned with the balance between control and innovation. In the previous chapter, the discussion of research issues -"process description" and "definition and analysis"-develops a deeper understanding of innovative design. However, it cannot provide enough suggestions about how to achieve the purpose of management support.

As discussed in Chapter 5, innovative design requires the radical expansion or change of the identity of products, and tries to break away from the existing design framework [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. During this process, creative ideas are applied or implemented to arrive at a product, process or service for a customer and market [START_REF] Zhang | Process modeling in innovative design using systems engineering[END_REF]. These characteristics result in high technological and market uncertainty. In turn, the resulting design capabilities and the exact means needed to achieve the expected goal become uncertain. Moreover, during this process, greater challenges arise from the unforeseen uncertainty due to the changing or emerging information about technology or market. In this case, the design team is either unaware of the possible unforeseen uncertainty or deems it unlikely [START_REF] De Meyer | Managing project uncertainty: From variation to chaos[END_REF]. And if it is unable to deal with this unforeseen uncertainty, it is likely to devise a product that will not meet customer requirements.

To handle these uncertainties, design process models have traditionally been control-oriented, emphasizing hierarchical structures and the division of work and responsibilities [START_REF] Smith | Product development process modeling[END_REF][START_REF] Nightingale | The product-process-organisation relationship in complex development projects[END_REF][START_REF] Ahmadi | Structuring product development processes[END_REF][START_REF] Gil | Project risk management and design flexibility: Analysing a case and conditions of complementarity[END_REF][START_REF] Lenfle | Lost Roots: How project management came to emphasize control over flexibility and novelty[END_REF]. Given its frequent reference and use, it seems that this control contributes to adequate on time delivery, cost-effectiveness and technological performance. However, its drawback lies in that it prevents identification and exploration of innovative opportunities in a rapidly changing environment, within which the market and technologies may dramatically shift [START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF][START_REF] Koen | Providing clarity and a common language to the 'Fuzzy Front End[END_REF][START_REF] Salomo | NDP planning activities and innovation performance: The mediating role of process management and the moderating effect of product innovativeness[END_REF]. Thus, many authors have identified project practices (e.g. delaying the concept freeze point, parallel trials and iterative experiments, early experiments involving customer) that enhance flexibility [START_REF] Krishnan | A model-based framework to overlap product development activities[END_REF][START_REF] Thomke | The role of flexibility in the development of new products: An empirical study[END_REF][START_REF] Bhattacharya | Managing new product definition in highly dynamic environments[END_REF][START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF][START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF]. With these practices a design team can respond to the dramatic shift in technology and market by keeping the product concept open till the end of the design phase without suffering heavy penalties.

Thus, the question "the balance between control and innovation" can be transformed into "how to balance control and flexibility" in practical operation. As they represent different domains on the mechanistic/organic spectrum, and seemingly conflict with each other [START_REF] Tatikonda | Successful execution of product development projects: Balancing firmness and flexibility in the innovation process[END_REF], striking an optimal balance between them becomes paramount for innovative design. From a managerial perspective, adopting control and flexibility are contingent upon the rapidly changing environment in which innovative design operates. As discussed before, innovative design not only involves market or technological uncertainty, but also unforeseen uncertainty. As a result, companies should engineer an adequate balance between control practices and flexible practices to manage uncertainty inherent in each specific innovative design.

To address these issues, this chapter aims to:  To define the sources and types of uncertainty that innovative design entails, and identify project practices needed to cope with uncertainties in terms of control and flexibility  To investigate how to achieve the right balance between control and flexibility under different uncertainties by means of a case-study of five completed innovative design projects from an automaker.. Discussion proceeds in four sections. We define the sources and the types of uncertainty of innovative design in Section 6.2, and then analyze the existing literature contribution about control and flexibility in Sections 6.3.1 and 6.3.2. Following the theoretical section, the research design is conducted in terms of research questions, research methodology and empirical findings in Section 6.4. Managerial implications are also analyzed and discussed in Section 6.5.

Management challenges: Uncertainty

Uncertainty is inevitable in most projects. Even experienced managers find it difficult to deal with it. Innovative design often encounters two situations: (i) a company has no prior experience in the design of this product or service; (ii) customers have little experience of this product, thus making it difficult for the designer to accurately define requirements in advance. These situations correspond to two sources of uncertainty, namely, technological uncertainty and market uncertainty. The former is defined as the degree of uncertainty in respect of the design solution that will be needed in a project [START_REF] Maccormack | Managing the sources of uncertainty: matching process and context in software development[END_REF]. The latter refers to the level of uncertainty that exists in the external environment, with regard to determining the requirements that customers have of the resulting product [START_REF] Maccormack | Managing the sources of uncertainty: matching process and context in software development[END_REF].

Furthermore, in terms of type of uncertainty, innovative design faces not only foreseen uncertainties identified and understood at the beginning of this process, but also unforeseen ones that cannot be identified during project planning in a rapidly changing environment [START_REF] Eisenhardt | Accelerating adaptive processes: product innovation in the global computer industry[END_REF][START_REF] Calantone | The effects of environmental turbulence on new product development strategy planning[END_REF][START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF]. As to foreseen uncertainty, the design team can anticipate possible risks, such as technological events (e.g test failure), supply chain events (e.g. a supplier not delivering on time), customer events (e.g. change in customer needs). However, in the case of unforeseen uncertainty, the design team is unable to figure out and articulate relevant events that could impact innovative design and their functional relationships [START_REF] Sommer | Managing Complexity and Unforeseeable Uncertainty in Startup Companies: An Empirical Study[END_REF].

Therefore, innovative design suffers different sources and types of uncertainty. Figure 6.1 depicts a simple view of the issue. On the X-axis is market uncertainty evolving towards unforeseen uncertainty to the right. Here, the existing market breaks down and new ones emerge only slowly. The Y-axis depicts technological uncertainty. Similarly, we move from foreseen technological uncertainty (the design team expects a technological gap and knows how to bridge it) to unforeseen uncertainty (where the design team is unaware of technological gaps and has to conduct experiments in a much more extensive manner).

Figure 6.1 Relationship between different uncertainties and designs

If we map various designs depicted in Figure 6.1, it appears that ZoneⅠcorresponds to routine design (e.g. variant design, adaptive design) with a stable product identity. Innovative design tries to break away from the existing design framework, thereby dramatically expanding or changing the product identity. With these characteristics innovative design suffers unforeseen uncertainty. Thus, Zones II, Ⅲ and Ⅳ stand for different environments of innovative design with unforeseen marker uncertainty, technological uncertainty, and both, respectively.

Typically, ZoneⅠfeatures product improvement using existing technologies, design language and targets relative to the existing market. Technology sources and market needs can be anticipated, studied and communicated about in-house. In a nutshell, mature markets lead to incremental product and process improvement. In this case, innovative opportunities can be identified within the organization [START_REF] Reid | The Fuzzy Front End of new product development for discontinuous innovations: A theoretical model[END_REF].

Zone Ⅱ features highly unstable customer requirements, but the company is fully aware of this and knows how to deal with it. For example, world fashion markets can suddenly change and cause customer requirements to become highly unstable [START_REF] Bessant | Managing innovation beyond the steady state[END_REF]. But the fashion industry has enough resources to set up the flexible innovation management needed to cope with such instabilities.

Zone Ⅲ is stable in terms of market but lacks relevant knowledge or technologies during the design phase. In a well-developed market, a company has to conduct research to bridge the gap about the relevant technologies. For example, in the photo industry, the advent of digital images ushered in a camera revolution. However, since the conditions of research on digital images go beyond most companies' normal experience, it is difficult to foresee the significant technology shifts. These cutting edge shifts could bring about unforeseen uncertainty, and a new condition fostering innovation opportunities.

In Zone Ⅳ, not only is there a shift in customer requirements but it occurs without the company having either the knowledge or technologies to satisfy customer requirements. The smartphone is a good example of this. On the one hand, when it was first introduced to the retail market, customers had little knowledge about it. On the other hand, in terms of technology, the computational power of this device is similar to the performance of laptops, but with a much smaller footprint and power compared to that of a personal computer, the basic knowledge needed to develop a competitive smartphone is modified.

When addressing these different sources and types of uncertainty, adequate structures are needed to manage design activities. With respect to foreseen uncertainty, several alternative plans can be drawn up to alleviate it. However, unforeseen uncertainty makes these plans more difficult to implement because the design team cannot anticipate everything. In the case of unforeseen uncertainty, companies have to rely on much more flexible practices to convert these technological or market uncertainties into innovative opportunities [START_REF] De Meyer | Managing project uncertainty: From variation to chaos[END_REF], thereby increasing the flexibility of innovative design.

Management support

To better understand the mains issue of management support, one needs to consider the identification of project practices that could cope with these uncertainties in terms of control and flexibility.

Control

The current competitive environment urges companies to develop new products in an effective manner to gain a competitive advantage. Meanwhile, today's product design is extremely sophisticated and risky, and in turn requires the structured process to control risk and uncertainty. Researchers and practitioners put every effort into observing the characteristics of the design process and developing models accounting for these features. Of these, the stage-gate method is probably the one which has attracted most attention [START_REF] Cooper | Product leadership: Creating and launching superior new products[END_REF]. The conventional and linear model depicts the process as a recommended sequence of activities. The latter are listed as a series of stages that can be broken down into tasks that convert the requirements for the new product into manufacturing instructions [START_REF] Pahl | Engineering design: a systematic approach[END_REF]. To do so, a review is conducted at each gate at the end of stage to assess the current project status and determine the following actions, thus ensuring the accuracy of deliverables in downstream activities.

As far as control is concerned, two types can be considered: process control and output control [START_REF] Ramaswami | Marketing controls and dysfunctional employee behaviors: A test of traditional and contingency theory postulates[END_REF][START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF].

Process control refers to a series of methods and activities adapted to design tasks; output control focuses on the result obtained relative to outputs goals and criteria. The stage-gate method is the combination of both types. In this paper, six control practices based on these two aspects have been developed. They can be analyzed as follows.

Process control can be represented by process structuration which refers to standardization. It consists of (i) rigorous predefined design activities that should be performed and (ii) a rigorous operation sequence for these activities [START_REF] Biazzo | Flexibility, structuration, and simultaneity in new product development[END_REF]. Thus, a rigorous process structuration means that the design process should follow these predefined activities and their operation sequence.

Output control refers to gate evaluation whose criteria are applied to assess whether the project meets predefined goals or performance standards. Gate evaluation varies in terms of degree of rigor. [START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF] identified the strictness, objectiveness and frequency of control as variables. Thus, we identified three control practices: (i) strict evaluation criteria (ii) objective evaluation criteria and (iii) frequent evaluations. Strictness is meant to ensure that all processes comply with the same criteria regardless of the nature of project. With respect to objectiveness, the evaluation criteria are not interpreted by different project managers and gate evaluators. Frequency emphasizes the number of evaluations within the whole process.

Flexibility

Although field-studies concluded that the stage-gate method with control is conducive to a shorter time-to-market and financial success [START_REF] Clark | Product development performance: Strategy, organization, and management in the world auto industry[END_REF][START_REF] Griffin | PDMA research on new product development practices: updating trends and benchmarking best practices[END_REF][START_REF] Tatikonda | Successful execution of product development projects: Balancing firmness and flexibility in the innovation process[END_REF], there is a growing concern that it may not suitable for all types of product because they tend to ignore the features and behaviors of innovative activities [START_REF] Bhattacharya | Managing new product definition in highly dynamic environments[END_REF][START_REF] Leifer | Radical innovation: How mature companies can outsmart upstarts[END_REF][START_REF] Lenfle | Lost Roots: How project management came to emphasize control over flexibility and novelty[END_REF][START_REF] Mcdermott | Managing radical innovation: an overview of emergent strategy issues[END_REF]. Moreover, some empirical works claim that rigorous process structuration detrimentally impacts project performance resulting in numerous drawbacks, i.e. less flexibility, learning failure, excess red tape and decreased innovativeness [START_REF] Poskela | Management control and strategic renewal in the front End of innovation[END_REF][START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF]. The rigorous gate evaluation also hampers flexibility as it imposes constraints on the process, making designers more deeply committed to specific targets [START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF]. Thus, a legitimate question is as to which project practices support the innovative process in innovative design. Some authors have introduced the "flexibility" concept to match the innovative process fraught with high uncertainty. Flexibility is the ability to cope quickly with the environmental development by adapting to new technology and taking into account market information in order to satisfy the customer's needs with only limited penalty [START_REF] Thomke | The role of flexibility in the development of new products: An empirical study[END_REF][START_REF] Biazzo | Flexibility, structuration, and simultaneity in new product development[END_REF][START_REF] Ryan | An ontological framework for clarifying flexibility-related terminology via literature survey[END_REF]. Previous studies have demonstrated the value of greater flexibility in an innovative process subject to uncertainty, and identified basic flexible practices [START_REF] Krishnan | A model-based framework to overlap product development activities[END_REF][START_REF] Thomke | The role of flexibility in the development of new products: An empirical study[END_REF][START_REF] Bhattacharya | Managing new product definition in highly dynamic environments[END_REF][START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF]. A flexible method contrasts with the stage-gate method that emphasizes "early and sharp" product definition; in this method, uncertainty is not viewed as a risk but as an opportunity.

However, these flexible practices fail to make a distinction between process flexibility (e.g. earlier feedback from technology and customer) and design flexibility (e.g. investment in architectural design). Sometimes, this leads to a misinterpretation of flexible practices [START_REF] Saleh | Flexibility: a multi-disciplinary literature review and a research agenda for designing flexible engineering systems[END_REF]. Design flexibility focuses on the product or system being designed, while process flexibility emphasizes a process mechanism through which uncertainty is better addressed. Furthermore, innovative design corresponds to a number of items being interconnected via a multitude of relations. Figure 6.2 depicts four dimensions of innovative design (i.e. product, process, organization and knowledge) and their relationships [START_REF] Zhang | Modelling in innovative design using systems engineering[END_REF]. Therefore, it is necessary to construct flexible practices from a much wider perspective, not only process flexibility and design flexibility. A thorough review of the literature allows us to identify six flexible practices where flexibility can be enhanced affecting process, product (i.e. design), organization and knowledge. Parallel trials and iterative experiments. Parallel trials refer to several possible solutions tested simultaneously and selecting the best one ex post. This set of options is more likely to lead to the right solutions [START_REF] Sommer | Selectionism and learning in projects with complexity and unforeseeable uncertainty[END_REF]. For example, Toyota's "set-based concurrent engineering" envisions sets of design alternatives, rather than one set only, processed iteratively [START_REF] Ward | The second Toyota paradox: How delaying decisions can make better cars faster[END_REF]. Additionally, iterative experimentations can generate information about how well the product functions from a technical perspective [START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF]. Early feedback from these experiments allows designers to solve the technological problem (e.g. interaction between different product devices or between the product and its operational environment) [START_REF] Mcdermott | Managing radical innovation: an overview of emergent strategy issues[END_REF]. Designers thus integrate information into the product design.

Early experiments involving customer. In addition to early experiments designed to solve a technological problem, experiments involving the customer provide the designer with information on those product features requested by customer [START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF]. Initially, a concept draft is embedded into a prototype [START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF]. It is then tested with the final user to generate information on how well the customer requirements are met.

Delaying concept freeze point. These are highly dynamic markets in which changes occur so quickly and unpredictably that information collected in the initial stage can become obsolete by the end of design [START_REF] Bhattacharya | Managing new product definition in highly dynamic environments[END_REF]. Similarly, in the high technology industry, the advent of new technologies initially leads to a high level of uncertainty. This compounds the difficulties in articulating product specification in the initial stage of design. Delaying the concept freeze point probably permits the inclusion of new information fraught with technological opportunities and emerging customer requirements, thereby enabling product to come close to customer requirements [START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF].

Constructing a modular product architecture. This architecture enables set-based design and mass customization. This in turn allows for a wide range of final products to be offered to customers [START_REF] Gil | Project risk management and design flexibility: Analysing a case and conditions of complementarity[END_REF]. In addition, design modularity accommodates an early integration of the nascent product design and changes in functionalities later in the design process [START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF].

Exploitation of generation knowledge. In a highly dynamic and uncertain environment, basic activities of innovative design consist in learning about new technological solutions and their potential application. Generation knowledge can facilitate these activities, allowing designers to find out an effective experiment strategy to match new pieces of information; it also helps designers integrate new data into the product being designed [START_REF] Maccormack | Developing products on 'internet time': The anatomy of a flexible development process[END_REF][START_REF] Thomke | The role of flexibility in the development of new products: An empirical study[END_REF].

Cross-functional and flat organization structure. As to an innovative product, particularly if it is complex, a designer operating on his own may not have the capabilities to address all issues at hand. So innovative design is by nature a team building activity, and different team members can perform these tasks at the same time. A cross-functional and flat organization structure can provide the resource flexibility. [START_REF] Tatikonda | Successful execution of product development projects: Balancing firmness and flexibility in the innovation process[END_REF]. Moreover, when faced with the changes and requirements of possible creative product architectures, this structure can warrant openness and dynamic communication which in turn will lead to synchronized actions and greater collaboration between the different designers [START_REF] Zhang | Modelling in innovative design using systems engineering[END_REF].

Empirical design

Research questions

As defined in Chapter 5, innovative design tries to change the product identity whilst breaking away from the existing design framework. In this case, companies often do not correctly anticipate technological or market opportunities or the best way to address them. Hence, innovative design is conducted in a dynamic environment. According to this analysis, the uncertainty of innovative design can be defined as follows: (i) the source of uncertainty (market and technological); (ii) the type of uncertainty (foreseen and unforeseen).

In order to deal with these different sources and types of uncertainty, control is required to make the best use of resources and fulfil the design project goals. In this paper, five control practices are defined in respect of process structuration and gate evaluation. These include: (i) rigorous predefined activities (ii) rigorous sequences of activities (iii) strict evaluation criteria (iv) objective evaluation criteria (v) frequent evaluation. Meanwhile, innovative design also requires a high level of autonomy and an open environment to deal with these uncertainties. In the literature cited in the previous section six different practices are described to increase flexibility: (i) parallel trials and iterative experiments (ii) early experiments involving customer (iii) delaying the concept freeze point (iv) constructing a modular product architecture (v) exploitation of generation knowledge (vi) cross-functional and flat organization structure. So engineering the right balance between control and flexibility is a great challenge for the management of innovative design.

Moreover, different types of uncertainty originating from different sources may require different project practices [START_REF] Maccormack | Managing the sources of uncertainty: matching process and context in software development[END_REF][START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF][START_REF] Poskela | Management control and strategic renewal in the front End of innovation[END_REF]. This paper aims to discuss how control and flexibility can be balanced using different sources and types of uncertainty; in particular, the goal is to identify the relationships between different sources and types of uncertainty and specific project practices that support control or flexibility (see Figure 6.3).

Starting from these statements, the main research questions can be formalized as follows:

(1) Do control and flexibility contradict each other in the process of innovative design in the event of uncertainty?

(2) What are the control practices or flexible practices used by innovative design teams in the event of different sources and types of uncertainty?

(3) If the answer to (1) is yes, then how does innovative design combine control practices and flexible practices to address each type and source of uncertainty?  At that time the Chinese market was booming, and customer requirements were also changing quickly. The new innovative products should adapt to the new emerging requirements.
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Five in-depth case studies of innovative design projects were conducted. As listed in Table 6.1, these projects have an exploratory purpose from a technological or market viewpoint, and dealt with different sources and types of uncertainties. For example, Projects 2-4 had to overcome technological difficulties and looked for novel solutions within a high and even unforeseen technological uncertainty environment, while Project 1 was developed with unforeseen market uncertainty. In particular, Project 5 suffered unforeseen uncertainty from market and technological perspective. Thus, these studies endeavored to identify control and flexible practices and investigate different types and sources of uncertainty. 

①

 This project aimed to design the first mini-car with an attractive look and fashionable configuration to cater for fashion-conscious people. Before, there had not been any successful mini-car project in China, and customers had little consumer experience.  After developing a series of automobiles, the design teams expertly handled the existing technologies.  This automobile was launched in June 2003 after a period of about 28 months.

②

 It focuses on the mid-and-high level commercial sedan segment. This market is relatively mature, and customers are familiar with their requirements.  During the design process an 8 percent more fuel efficient new lightweight technology was introduced by the company and the design team was asked to implement it.  This car was launched in July 2005 after approximately 24 months of development. 

④

 It is defined as a family sedan a targeting the young and trendy. This market is also relatively mature, and customer requirements are very clear.  To be more attractive, the design team cooperated with other famous style design teams for the car's exterior and interior. Also, the five-star safety rating was adopted to warrant quality.  This model was launched in September 2009 after approximately 22 months of development.

⑤

 With rising gas prices, future vehicles will be fuel efficient, energy-savers. This project aimed to design an electric car which would be more energy efficient with lower regulated emissions.  As the electric car differs from traditional vehicles in terms of energy savings, energy transformation and control system, the project suffers high technology uncertainty. Moreover, customers also had limited consumer experience.  This model was launched in May 2010 after a period of approximately 20 months. Secondly, the adoption of control practices and flexible practices in each project was investigated. These practices were evaluated on the basis of interviews with the main actors in each project. For more reliability, the preliminary results were checked by researchers in direct collaboration with interviewers. Table 6.2 summarizes data collection per interviews and document studies. The rows stand for project practices that support management control and flexibility respectively, while the right columns list the five cases. The empty circle () means that this case adopts this specific project practice. (2) Technological uncertainty All projects characterized by unforeseen technological uncertainty adopted (i) parallel trials and iterative experiments and (ii) the exploitation of generation knowledge.

Parallel trial and iterative experiment. Indeed, when exploring unknown technological terrain, multiple trials and iterative experiments do provide the best hope of getting a satisfactory solution [START_REF] Sommer | Selectionism and learning in projects with complexity and unforeseeable uncertainty[END_REF], whilst allowing designers to "probe and learn" rather than invest in accurate preliminary analyses. For example, in the development of the electric car, technology standards and solutions were not defined and, therefore, fraught with unforeseen uncertainty. Project 5 simultaneously performed several technological routine for the electric power, because it was still unclear which technology would win. Meanwhile, Project 5 devised an information shared mechanism involving different technological teams, and allowed each technological routine to evolve as new information was obtained from other teams. Finally, all technological routines were merged into the best satisfactory solution (i.e. the belt driven starter generator technology). The project manager in charge of Project 5, stated:

"In this project, targets are not given but originate from a broad desired strategy, and technological details are only hypotheses first and evolve later. At that time, there were several technological routines for electric power. This project is an experimental learning process exploring several technological routines simultaneously. We try to perform targeted experiments to generate knowledge about external technological challenges, emerging device interactions." Exploitation of the generation knowledge. We captured the amount of generation knowledge in each design team of Projects 2-5 by asking project managers to assess the proportion of designers with several generations of experience. In our analysis, we adopted four categories (i.e. no previous experience, one generation of experience, two generations of experience, greater than two generations of experience), as our indicator for generation knowledge. The result is summarized in Table 6.4. It shows that the proportion of designers with greater than two generations of experience exceeds the other categories. Particularly, the design team of Projects 5 is composed of designers with greater than two generations of experience. Additionally, there were many examples of designers having acquired experience in previous projects helping in the rapid identification of information and proposing a new solution. (3) Market uncertainty

In Table 6.3 only two projects face unforeseen market uncertainty. In that case, companies retained (i) early experiments with customer and (ii) cross-functional and flat organization structures.

Early experiment involving customer. When product specifications cannot be defined under unforeseen market uncertainty, innovative design should allow the evolution of customer needs to be tested continually as it rapidly evolves during the design process [START_REF] Buganza | Exploring the relationships between product development and environmental turbulence: the case of mobile TLC services[END_REF]. Thus, Projects 1 and 5 characterized by unforeseen market uncertainty introduced early experiments involving the customer. For example, Project 1 planned continuous experiments and a series of market surveys during the design of the mini-car. The project managers of Project 1 argued that:

"At the time Chinese customers had little consumer experience with the mini-car, so often they could not identify their own needs. As a result, we envisioned different digital prototypes during the concept design phase and trial-produced the corresponding physical prototypes. We then got customer feedback. Moreover, we developed a so-called "fans discussion forum" on the internet in order to accurately and timely get customer feedback."

Cross-functional and flat organization structure. Under unforeseen market uncertainty, the new information constantly provided by markets makes it impossible to define product concepts once and for all from the beginning. While a change of product concept from marketing is being introduced, it has to receive approval from the technical department (i.e. institute of design engineering, manufacture department) which rapidly assesses the feasibility and the time needed to implement it. Conversely, this technical department might submit some current technological trends to the marketing department in way of innovative concepts. The cross-functional and flat organization structure provides the direct link between marketing departments and technological departments, thus facilitating cooperation and communication. For example, this organization structure was retained in Projects 1 and 5.

"In the case of Projects 1 and 5 which differ from standard projects where there is an obvious partition of assignments and roles, the marketing, design and manufacturing departments can work together right from the start and interact directly with each other. Not only does it alleviate coordination issues between different departments, but also facilitate information sharing."

However, under unforeseen technological uncertainty, few projects retained this organization structure. For example, design teams in Projects 2-4 were composed exclusively of experienced designers from the technical departments and did not enroll staff from other functional departments. The manager of Project 2 explained: "This design team composition is preferred, because front-end projects targeting the leading edge technology are developed independently within the technological department. No intensive collaboration with other functions is needed. To alleviate the coordination issue, we adopted the relative unitary team."

Managerial implications

Companies implementing an innovative design project have a practical concern with "balancing control and flexibility. The analysis of empirical findings mentioned in the previous section highlights managerial implications that can alleviate this balance problem.

First of all, according to these findings, all projects studied involving varying degrees of uncertainty followed the structured process (i.e. rigorous predefined activities), but avoided strict gate evaluation (i.e. strict, objective and frequently applied gate review criteria). Based on this, it is argued that by applying stricter, more objective, and frequent gate review criteria, the innovative design project will become less flexible. Thus, companies should refrain from frequently performing strict and objective gate review during this process. In other words, they could put in place slightly more lax project objectives when operating under unforeseen technological and/or market uncertainty. In addition, the result also shows that regardless of the kind of uncertainty suffered, each project still maintains similar control practices. This means that companies can manage many innovative design projects in a broadly similar fashion. Control could be straightforward, using similar control practices in all projects.

Secondly, our empirical findings show that each project opted for not only similar control practices but also at least four flexible practices. Delaying the concept freeze point and constructing a modular product architecture may well be the solution preferred to deal with technological and market uncertainty. But the use of other flexible practices depends on the source of uncertainty. In the event of unforeseen technological uncertainty, companies tend to rely heavily on parallel trials and iterative experiments and the exploitation of generation knowledge. In the case of unforeseen market uncertainty, the early experiment involving customers and a cross-functional and flat organization structure are much more effective.

Based on these results, it is the authors' opinion that process structuration and flexibility are compatible, and can therefore coexist within the process of innovative design. But the strict gate evaluation reinforces the inflexibility of innovative design. This has clear implications in practice. Companies should first diagnose the uncertainty profile of the innovative design project, and then simultaneously adopt adequate control practices and the corresponding flexible practices to cope with uncertainties inherent in innovative design.

However, this managerial implication contrasts with some previous studies [START_REF] Sethi | Stage-gate controls, learning failure, and adverse effect on novel new products[END_REF][START_REF] Koen | Providing clarity and a common language to the 'Fuzzy Front End[END_REF][START_REF] Salomo | NDP planning activities and innovation performance: The mediating role of process management and the moderating effect of product innovativeness[END_REF]. Indeed these authors argue that control practices hamper the identification and exploration of innovative opportunities in the turbulent environment. In our option, the conflicting conclusion may stem from the lack of distinction between innovative design and new product development (NPD). The latter concept encompasses the overall product life cycle, while innovative design involves the definition of product identity and the formulation of design problems corresponding only to one part of the product life cycle. Innovative design emphasizes the expansion and change of product identity needed to identify innovative opportunities, thereby generating product concepts; NPD tries to explore and formulate the design problem based on the well-defined identity of products. To complete these two contents, the flexible process should tackle different uncertainties. But the flexible process should not be considered as the abandonment of process structuration, but rather as the co-presence of problem definition and problem implementation. In these processes, the clear process structuration is maintained. Process structuration still plays a critical part in the success of innovative design. It can ensure that activities deemed critical n are thoroughly accomplished [START_REF] Poskela | Management control and strategic renewal in the front End of innovation[END_REF], and prevent looseness and ambiguity from getting out of control.

In summary, the analysis responds to the three main research questions defined in Section 6.4.1. Process structuration and flexibility can coexist. But the strict gate evaluation conflicts with flexibility. Therefore, the question of "how can control and flexibility be balanced" involves determining the degree to which a formal process can be applied to the project, while allowing for flexibility in the activities to be carried out. Companies should create control at the project-level by devising a formal design process, and allow flexibility at the operation-level by performing a series of flexible practices. The adoption of the corresponding flexible practices depends on the uncertainties encountered during innovative design.

Thus the first managerial insight for process modeling of innovative design is described as follows.

On the other hand, our empirical finding shows that innovative design should adopt appropriate flexible practices according to uncertainties that it faces, which is synthesized by the second managerial insights as follows.

Conclusion

This chapter was to find the best way to achieve an optimal balance between control and flexibility under different uncertainties during innovative design. In other words, the aim was to identify the relationships between different sources and types of uncertainty and particular project practices that support control or flexibility in innovative design. The first finding is that control and flexibility can coexist in this process. Control is achieved through process structuration at the project level, which provides an overall review and control in the entire process and at each level. Flexibility is achieved by a series of flexible practices at the operation-level. These practices promote some degree of autonomy which in turn facilitates innovative work and makes it possible to respond to emerging innovative opportunities. The second finding is about how to adjust practices to achieve an optimal balance between control and flexibility under different uncertainties. Firstly, in terms of control, uncertainty always requires predefined design activities, whilst denying the strict operation sequence of these activities. Secondly, the corresponding flexible practices depend on the source of uncertainty (see Table 6.3). Irrespective of the kind of uncertainty encountered by the innovative design team, the delay of the concept freeze point has to be retained. Along with the common flexible practice, in the event of unforeseen technological uncertainty, innovative design should emphasize the parallel trial and iterative experiment and the exploitation of generation knowledge, while innovative design adopts the early experiment involving customer and the cross-functional and flat organization structure in case of unforeseen market uncertainty .

From an academic point of view, there are some limitations to this study. First, we focused on how to balance of control and flexibility by adopting the various project Managerial insights 1: Innovative design should create control in a project-level in terms of a formal process, and encourage innovation in an operation-level in terms of flexibility.

Managerial insights 2:

In order to develop a general process model, innovative design needs to integrate all flexible practices that deal with the corresponding uncertainties.

practices according to the uncertainties, not addressing other context factors. However, the selection of project practices (management control or flexible practices) depends not only on the source and type of uncertainty, bus also on other factors, such as the project scope, complexity, corporate culture and the attitude and skills of designers and project managers. Therefore, the conditions that impact the choice of project practices need to be further developed. Second, some authors have recently emphasized the importance of industrial design for innovation. This deals with a new type of innovation, so-called 'design-driven', which begins with comprehending subtle and unspoken dynamics in the sociocultural model and radically changes the emotional and symbolic content of a product. It results in a dramatically new design meaning and language. In this case, uncertainty only originates from technology and market. Thus, the issue of balance for 'design-driven' innovation will have to be addressed.

PROCESS MODELING OF INNOVATIVE DESIGN FOR MANAGEMENT SUPPORT

Overview

The previous chapter identifies the relationships between different sources and types of uncertainty and particular project practices that support control or flexibility in the process of innovative design. These findings provide the theoretical and practical suggestions for management support of innovative design. In this chapter, we will further discuss the research issue "management support". That is:

 Question 3: How do we model the innovative design process in a systematic method to stand by management support?

In Chapter 2, design process models are divided into the procedural model and the activity-based model in terms of the degree of abstraction. In the procedural-level, these models attempt to build up the unifying framework and the macro guide for the design process. It decomposes the design process into a series of design stages to structuralize the whole process. Activity-based models are much finer division than the procedural model, which decompose a process into a network of interacted activities to support detailed design planning and schedule. Hence, in accordance with this classification, the process modeling of innovative design also is respectively developed in the procedural level and the activity-based level.

As analyzed in Chapter 6, we conclude that control and flexibility can coexist within innovative design. Control is achieved through the process structuration in the project level, which provides an overall review and process control in the entire process. Flexibility is increased by performing a series of flexible practices in the operation-level, which allows somewhat autonomy to get innovative work done and respond to emerging innovative opportunities, and thereby achieving the purpose of encouraging innovation. Therefore, in the procedural level, we construct the conceptual framework based on managerial insights above, and answer the following two sub-questions: (1) what design stages should be performed in the procedural level? (2) What process structure do we employ in the procedural level to balance control and innovation?

In the activity-based level, in order to make the schedule and realistic commitment, given a series of goals or objectives, design managers must determine appropriate process architecture to balance innovation and control. The activity-based model attempts to capture process behaviors of innovative design, and propose a method of process design to aid managers and designer make decisions.

In order to respond to the questions above, this chapter will proceed in three sections. Section 7.2 develops a procedural process model to balance innovation and control through the structuration of process stage and the integration of flexible practices. Section 7.3 proposes the activity-based model, within which process architecture is progressively constructed by adaptively selecting design activities.

Procedural process model of innovative design

As we analyzed in Chapter 3, the procedural model emphasizes a specific aspect of the design, such as the design-focused model and the manage-focused model. In the case of design-focused model, many academics and practitioners propose different models to describe behaviors and characteristics of design, or prescribe process models or methods to guide design activities. The manage-focused mode prescribes standard, high-level stages that aim to ensure good practices such as proper evaluation and review activities.

Through the review of the recent literature on the two aspects, we find that the trend of combing the design-focused model with manage-focused model is emerging. Some researchers proposed some models that incorporate the design-focused model and the manage-focused model to deal with the general problems that the design process may encounter (e.g. the uncertainty, the complexity). The trend inspires us that we should combine the related management method or models with the design-focused model to develop a comprehensive procedural process model of innovative design.

As stated before, this process model should be developed to respectively reflect control practices and flexible practices in the project-level and the operational-level. The next questions that follow this conclusion are: how to respectively achieve the purpose in the two levels; what support do design-focused models and manage-focused models provide in the two levels?

In order to address these issues above, in this section we firstly discuss the theoretical basis of the procedural model based on the design paradigms in Section 7.2.1, and then develop this model step by step in Section 7.2.2.

Theoretical basis: Combing the rational problem-solving paradigm and the reflective practice paradigm

Design paradigm determines the methodologist's perception of the scope, characteristics and ways of working on design methodology itself (Dorst, 1997, p. 11). As discussed in Section 3.2, we have identified two main design paradigms (i.e. the rational problem-solving paradigm and the reflective practice paradigm) and explored their properties and ability to describe design. The two paradigms differ fundamentally in the way they treat the three fundamental dimensions (designer, design problem and design process) of design. Thus, the question of which design paradigm to use arises at the beginning of the developing the procedural model. Dorst argues that the choice of design paradigm depends on three factors: the research goals, the objects of study, and, most importantly, the kind of design activity (Dorst, 1997, pp. 166-167), and analyze the appropriateness of these paradigms to the three factors above. Based on this analysis result, we identify three factors of the procedural process model, as shown in Table 7.1. 

Brief of the procedural process model

The rational problem solving paradigm

The reflective practice paradigm

Goal

• Formal model 

• General prescriptive method 

Objects

• Design process 

• Designer 

• Design problems  

Subjects

• Subjective of design activities 

• Objective of design activities 

The  indicates that the paradigm is well-suited for this

Looking at the first column from the upper to the down in Table 8.1, there is brief of the procedural process model. The goal of the procedural process model is to prescribe the general process framework of innovative design to balance innovation and control. In this sense, the goal includes the formal model and the general prescriptive method. In Chapter 2, we identified design process, designer and design problem as the fundamental dimensions of design. Hence, to develop a comprehensive model of innovative design, the objects also include the three dimensions. With regard to the subjects, innovative design involves with design activities that are partly subjective and partly objective. For example, conceptual design activities are mainly determined by a series of objective constraints of design environment and subjective interpretation of designers.

In Table 7.1, we can see that these elements of innovative design have different appropriateness of using the paradigm. More details are discussed as following.

(1) Research goal As stated before, the procedural model prescribes the general innovative design process and guides to ensure good practices. In this case, the formal model and the general prescriptive method need the objective interpretation provided by the rational problem solving paradigm.

(2) Research objects

• Design process

Innovative design, in despite of involving something of an art, still has many consistent patterns. In other words, while innovative design seeks to design something innovative, the designer or the design team tends to follow a design pattern.

This conclusion is consistent with some scientific evidences. [START_REF] Griffin | PDMA research on new product development practices: updating trends and benchmarking best practices[END_REF] studies effectiveness of structured product development process, and finds that companies that adopt the structured development process completes complex projects more quickly than those that did not. Try and colleagues studies the effectiveness of the structured problem-solving process in addressing manufacturing problems, and also found that the use of the structured process is associated with both better solutions and faster completion. So the innovative design process requires some repeatable structures based on the rational problem-solving paradigm.

• Designer

As analyzed in Chapter 6, designers actively reflect their actions, not simply performing the recommended actions. Designers perceive and interpret design problem, depending on individual and group prerequisites and characteristics of the current situation [START_REF] Dorst | Creativity in the design process: co-evolution of problem-solution[END_REF].

Recall that the reflective practice paradigm that is analyzed in Section 3.2.2. The paradigm views designers as an engine that drives the whole process. The perspective of designers on design problem and design situation is key elements in the whole process. Designer's knowledge, stakeholder and design context exert an important influence on the construction of the perception [START_REF] Gero | A situated approach to analogy in designing[END_REF]. Therefore, the reflective practice could take into account subjective interpretations of designers.

• Design problem

Innovative design is a problem-solving process for the outside world (increasing turnover and profit, the design of innovative product). In this case, the innovative design project needs to be controlled and the decisions should be justified for the outside world [START_REF] Dorst | Describing design: a comparison of paradigms[END_REF].Therefore, there is an emphasis to objectify and explicitly list the goal space and constraints, to eliminate the implicitness and elements of 'subjective interpretation'. Meanwhile, any interpretation and understanding of design problem should explicitly be made, and then become a subject of discussion between the designer and stakeholders.

On the other hand, innovative design is a creative process with the expansive and the non-definitive design problem. In such a case, the subjective interpretation is only way to understand and make sense of this design problem. So design problem can be explained and described by the rational problem-solving paradigm and the reflective paradigm.

(3) Research subjects, the kind of design activities that is to studied Since different design stages have distinct targets, the kind of design activities varies in design stage. For example, the first four stages (i.e exploration stage, task clarification, concept design and embodiment design) generate new function, new behavior or new structure [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF]. Thus, design activities of these stages are essentially subjective activities, which can be well described by the reflective practice paradigm. But subjective activities could extend over whole design process. In this aspect, the question of which design paradigm to use is changed into the question of which stage and activities of innovative design are suitable for the rational problem-solving paradigm or the reflective practice paradigm.

Based on the analysis above, it is impossible to use a single design paradigm as the theoretical basis for the procedural process model of innovative design. As stated in Section 3.2, although the rational problem-solving paradigm or the reflective practice paradigm describes and explains the fundamental dimensions of design in very a different and quite incompatible way, they are complementary. The properties and limitations of each of the two paradigms are such that they could be used in combination. It means that we should combine the two design paradigms to develop the procedural process model. The next question is how to combine the two paradigms?

Return for a moment to the purpose of management support: to balance innovation and control. As stated before, the balance problem involves determining the degree to which to apply a formal process to innovative design in the project-level, while allowing flexibility to conduct work in the operation level. According to the managerial insights in Chapter 7, control happens via utilization of structured processes, while innovation requires with the l, system gration to ranted for t logic of design is asizes the n-process sessment ecause of schedule uce these Therefore, we construct the basic process framework of innovative design based on the Vee model in the project-level, as shown in Figure 7.1. The left side of the framework depicts the process from the problem definition to the solution generation with a waterfall pattern. Referring to the systematic model of design process [START_REF] Pahl | Engineering design: a systematic approach[END_REF], this process includes task clarification, concept design, system-level design and detail design. When design solutions are constructed, integrated and verified, the right side of this framework is executed. Additionally, the scope of innovative design is extended from the idea generation of product to the description of the product that is to be made (as discussed in Section 5.2.3). We consequently integrate the stage "exploration stage" into the process of innovative design. In summary, we divide the process of innovative design into the eight stages as follows, which features many feedback loops.

At each step, a verification process is invoked, in order to justify the expression of needs, technical requirements, design choices, and to ensure traceability right through the development process. Finally, a validation process is performed to compare technical requirements to performances obtained during in situ tests Exploration stage. The design problem of innovative design is the result of the expansion of product identity by adding unusual and innovative properties [START_REF] Hatchuel | Towards design theory and expandable rationality: The unfinished program of Herbert Simon[END_REF]. Hence, how to expand product identity becomes the start point of innovative design. In accordance with the new concept development model from [START_REF] Koen | Providing clarity and a common language to the 'Fuzzy Front End[END_REF], the exploration stage consists of opportunity identification, opportunity analysis, idea genesis and idea generation. First, it is required to identify the opportunity of expanding or changing product identity in terms of new design meaning and language [START_REF] Verganti | Radical design and technology epiphanies: a new focus for research on design management[END_REF], market need and technology source [START_REF] Burkart | Transforming invention into innovation: the conceptualization stage[END_REF][START_REF] Rothwell | Towards the fifth-generation innovation process[END_REF]. After opportunity identification, the process should pass the phase of opportunity analysis, which translates opportunity identification into special business and technology opportunities and make related assessment, then idea genesis, which develop the opportunity into a concrete idea, finally arrive at the phase of idea selection.

Task clarification. The purpose of task clarification is to collect information about the requirements that should be fulfilled by the product and constraints [START_REF] Pahl | Engineering design: a systematic approach[END_REF]. The activities, needs identification and requirement definition, develop new product identities and customer needs into technology requirements. If new product identities are driven by the technology or the design-driven innovation, it may require design team to identify customer needs and establish target specifications in the form of requirement list to match the given technologies. As for new product identities from market needs, the design team should select appropriate technologies to meet customer needs.

Concept design. This stage mainly includes concept exploration, concept selection and concept testing [START_REF] Ulrich | Product design and development[END_REF]. A flexible process should encompass a mechanism for generating and responding to new information. The need to generate new information requires the exploration of concept space that may address customer needs within the concept exploration. Concept selection is required to explore simultaneously the implications of several product concept decisions by rapid and early experimentation in order to get the earlier feedback on a product's system-level performance. So concept testing should establish intensive links with the target market to verify whether customer needs have been met or not, and assess the market potential of the product.

System-level design and detail design. Our previous empirical study in Chapter 7 shows that the modular product architecture can support an early integration of the emerging product design, and endure new emerging information in the later stage of the design process without a large modification for product architecture. We thus replace the term "embodiment design" identified in Section 6.3 by the "system-level design" to emphasize the importance of the modular product architecture. The goal of system-level design is to identify the modular product architecture and decompose the product into subsystems and these further into components. During detail design, various component designs are performed with a parallel fashion by many design teams that work at once or separately. The main missions of detail design include the complete specification of geometry, materials and tolerance [START_REF] Ulrich | Product design and development[END_REF], and the test in the component-level.

Integration, Verification and Validation:

The three stages mainly focus on the integration and the evaluation of the whole product design. the exploration stage is defined by opportunity identification, opportunity analysis, idea genesis and idea generation. Iterations between these design activities are represented with dotted arrows. This iterative sequence accords with the flexible requirements. Referring to flexible process practices (i.e. parallel trial and iterative experiment, early experiment involving customer and delay concept freeze point), we have already recognized the operation process of innovative design is neither smooth nor linear, nor often well-behaved.

Iterations and feedbacks are inevitable elements in the process. In the central layer, designers are generally recognized as an engine that drives these design activities, and a medium of interaction between different layers. Design is a "reflective conversation with the materials of a design situation" [START_REF] Schön | The reflective practitioner: How professionals think In action[END_REF]. Through the perception of the design situation and the recollection of experiences, designers decide on further actions (when to do what). That is to say, designers should actively respond to their actions rather than simply perform the recommended actions. Furthermore, the considerations taken into account by knowledge flexibility (''generational'' knowledge" of designers) have already proven to be useful for developing the flexibility of innovative design. Designers apply their skills, perspectives and domain knowledge to the innovation process based on their background and experience.

The outer layer focuses on the external environment that contains the influencing factors. Here, we define the external environment as a set of external factors within the organization inside. Innovative design is surrounded and influenced by environment factors that consist of the company's business strategy, risking taking policy, its organization capability, structure and climate, and technology maturity [START_REF] Galanakis | Innovation process. Make sense using systems thinking[END_REF]Koen et Generally, this model provides a useful illustration of structured process of design activities. This Vee-model emphasizes validation and verification to achieve the purpose of control. In addition, the circular configuration is meant to suggest that ideas about design problems are expected to flow circulation and iteration between these design activities. So it provides a certain degree of autonomy and liberty for designers. Designers can construct design problems based on the perception of the situation, and search an innovative solution with a wider scope.

Activity-based adaptive process model of innovative design

In the previous sections, we introduce a procedural process model of innovative design to balance innovation and control. Although this procedural model is still macro-level model, it builds up the common understanding of this process of innovative design, and prescribes main process stages and design activities. Based on this process framework or guide, considering a process as "a set of interrelated or interacting activities which transform inputs into outputs" (IEEE Std 15288 2004), we construct the process architecture of innovative design using an activity-based representation.

Because different process architectures can create varied "recipes" for designing a product or service, alternative process architectures result in different degrees of effectiveness and efficiency. Therefore, modeling and comparing alternative process architectures are one of the main aspects of process improvement. As we have analyzed in Section 3.4, most existing activity-based techniques and models to construct the process architecture have two assumptions: first, design activities (including interactions and variables) are known a priori [START_REF] Browning | A survey of activity network-based process models for managing product development projects[END_REF]; second, the expected goal can be achieved by these known design activities.

However, this is rarely the reality in innovative design. These management challenges, such as high technological and market uncertainties, the emergent information during the design process, even the participant of designers, can explain that the two assumptions are not appropriate for innovative design. Therefore, it is impossible to develop a complete contingency model, and the activity-based model should evolve as the project proceeds. That is, the process architecture of innovative design is constructed dynamically according to the current state of design.

To address these above issues, we introduce an activity-based adaptive process model that views innovative design as a complex adaptive system (CAS). In order to facilitate 'real-time orientations' of this process, at each decision point of the process a set of possible activities is considered depending on the current design situation. We offer the designer the possibility to choose among them by assigning a value to each activity. This value is calculated from expert assessments based on the information created by the design activity that increases the probability of successfully satisfying design targets. So this model progressively constructs the process architecture by adaptively selecting design activities. The activity value, as the selecting criterion to balance innovation and control, is determined by expert evaluations based on the current design situation. More precisely, we use the function of the information that reduces complexity and the corresponding design targets in the light of the current design situation. This process model thus becomes adaptive and promotes innovative design.

Discussion proceeds as follows. Section 7.2.1 discusses basic elements and phenomena of the complex adaptive system, and frames innovative design as a complex adaptive system based on characteristics of innovative design. Section 7.3.2 constructs the framework for this adaptive model and defined its model elements. Section 7.3.3 indicates how the model is progressively built using expert evaluations.

Theoretical basis: Framing innovative design as complex adaptive systems

The concepts and study of the CAS originate from biology science. Researchers have applied the CAS theory to engineering science [START_REF] Holland | Adaptation In Natural And Artificial Systems[END_REF][START_REF] Krothapalli | Design of negotiation protocols for multi-agent manufacturing systems[END_REF], organization theory [START_REF] Anderson | Complexity theory and organization science[END_REF][START_REF] Dooley | Explaining complex organizational dynamics[END_REF][START_REF] Dooley | A complex adaptive systems model of organization change[END_REF], supply networks [START_REF] Choi | Supply networks and complex adaptive systems: control versus emergence[END_REF][START_REF] Pathak | Complexity and adaptivity in supply networks: Building supply network theory using a complex adaptive systems perspective[END_REF]), product design (Chiva-Gomez, 2004) and product development [START_REF] Lévárdy | An adaptive process model to support product development project management[END_REF][START_REF] Mccarthy | New Product Development as a Complex Adaptive System of Decisions[END_REF]. In order to apply the CAS theory to innovative design, this section will discuss basic elements and phenomena of the CAS, and how these basic phenomena appear in the process of innovative design.

A CAS is a complicated system composed of independent but connected elements, named agents, with the adaptive ability to self-organize, and cause the emergence of new system configurations and corresponding levels of order or disorder [START_REF] Holland | Adaptation In Natural And Artificial Systems[END_REF]). The CAS lies in the structure and the connectivity of agents [START_REF] Mccarthy | New Product Development as a Complex Adaptive System of Decisions[END_REF]. An individual agent is adaptive in response to changes in the environment. In accordance with the view of the bounded rationality, agents cannot anticipate the overall system-level consequences of their individual actions. Actions of agents are depicted with "schemata" that determine which action the agent takes, according to its understanding of the environment [START_REF] Anderson | Complexity theory and organization science[END_REF]. The schemata can refer to norms, values, beliefs [START_REF] Choi | Supply networks and complex adaptive systems: control versus emergence[END_REF]. Each agent observes and acts based on local information only, derived from other agents to whom he is connected.

All these characteristics result in the basic phenomena of a CAS, non-linearity, selforganization and emergence and system evolution, which are the basis of adaptability in the CAS. Adaptability, as the ability of a CAS to be changed to fit varied circumstances, is a value variable of system performance [START_REF] Engel | Optimizing system architecture for adaptability[END_REF]. Through the analysis of characteristics of innovative design, these phenomena also can be found in the process of innovative design, as illustrated bellows.

Nonlinearity. CAS lies in the structure and connectivity between agents. Agents are partly connected to and interact with other agents [START_REF] Mccarthy | New Product Development as a Complex Adaptive System of Decisions[END_REF]. CAS behaves in a nonlinear fashion due to this structure and connectivity. For example, greater input changes could lead to small changes in outcome, and vice versa. In other words, CAS is highly sensitive to changes in the environment [START_REF] Choi | Supply networks and complex adaptive systems: control versus emergence[END_REF].

Self-organization and emergence. Agent actions are depicted using "schemata" that determine which action the agent takes, according to local information only derived from other agents to whom the agent is connected [START_REF] Anderson | Complexity theory and organization science[END_REF]. Through the adoption of simple actions individual agents also interacting with other connected agents, produce a system agency and collective behavior that result in self-organization and the emergence of new system configurations [START_REF] Choi | Supply networks and complex adaptive systems: control versus emergence[END_REF]. System evolution. A CAS is a nested and hierarchic system that contains other CASs. The latter change and make others around them change too. Therefore, every aspect of the CAS, such as agent schemata, strength and type of connections between agents, and their fitness functions, change over time [START_REF] Anderson | Complexity theory and organization science[END_REF].. Based on these CAS concepts, we now explore how the process architecture of innovative design is constructed. Findings are summarized in the form of basic model ideas (see Figure 7.4). The process of innovative design is a CAS devised to fit varying circumstances. Within this framework, design activities correspond to CAS agents; design situations correspond to deliverables that connect design activities; the activity value of each activity refers to the "schemata" of the agent. To illustrate this, the upper part of Figure 7.4 shows two levels of abstraction. In the aggregate view, there are four design activities that partly connect to and interact with other activities. The second level with the disaggregate view shows the activity A 4 in greater details with a basic illustration of its schemata (activity value) and potential subsequent activities in design space. According to the current design situation, decisions are needed to select a design activity from the design space based on the activity value. Since iteration is the main characteristic of the innovative design process, the design activity that has been performed before can also be one of the potential design activities in the design space. The activity value is determined by the state of the design situation and the design activity itself. The design activity with the highest activity value, such as potential activity P 2 in Figure 7.4 is selected as next activity A 5 . Thus the activity value lies at the core of self-organization and the emergence of a process architecture. After selecting the design activity, the design situation is changed.

A pattern emerges (i.e., a process architecture of innovative design, as shown in the bottom part of Figure 7.4) from a series of selected activities. These activities respond to feedbacks from the emerging process architecture and continually adapt accordingly. A positive feedback (e.g. the emerging process architecture might generate more innovative results, such as new functions, product behavior and structure), these activities expand on their own, and lead to complex global process choices in an aggregate manner. A. negative feedback (e.g. said architecture prevents the discovery of innovative opportunities), these activities will not be subsequently selected. Eventually, the collective choice of these design activities leads to a stable process architecture of innovative design through a number of adaptive iterations. concepts at a certain moment, namely the product being designed, the design context, the stakeholders and the state of design process at that moment (Zhang et al., 2012a), as shown in Figure 7.6. These elements are discussed as follows. Product being designed refers to the representation of a product under design because the final product itself does not exist yet during this phase. A design process can be regarded as the mapping of the product's initial state space into the expected state through a series of transformations (design activity). Given a description of the expected product's functions and behaviors, designers propose a structural representation of a product that could produce these functions and meet these behaviors. By constantly modifying the representation of a product in the process of being designed, designers finally arrive at the right solution. Therefore, the state transition of innovative design means the change to representation of said product.

Design context is described as the sets of factors impacting the design state and design process at a certain time. Introducing the design context into the design situation can be performed for three reasons. Firstly, innovative design should provide a means of partitioning concepts and knowledge in order to be more innovative [START_REF] Hatchuel | C-K design theory: an advanced formulation[END_REF]. It is impossible to acquire or generate new knowledge or concepts without a supportive environment. Secondly, the process of innovative design evolves by interacting with its environment. Design context factors, such as organization architecture and organization strategy, influence the process of innovative design. Lastly, designers operate within the design context. Designers perceive and interpret design problems differently as and when the design context changes.

Stakeholder indicates one party with an interest in innovative design. This party consists of internal stakeholders (e.g. project manager, designer and senior manager) and external ones (e.g. customer and supplier). [START_REF] Tatikonda | Successful execution of product development projects: Balancing firmness and flexibility in the innovation process[END_REF]. However, the successful execution process does not mean that a new product can be accepted by customers. Whether or not the new product accurately meets changing customer requirements is also the main target of product design [START_REF] Unger Darian | Product development process: improving company response to market pressure, regulation, and changing customer needs[END_REF]. Thus, the chosen "design to" functions that the customers would specify are also the control-related target.

Differing from routine design in which prototypes with variables and structures do not change, innovative design tries to break away from existing design prototypes to generate new ones [START_REF] Le Masson | Strategic management of innovation and design[END_REF]. [START_REF] Gero | Design prototypes: a knowledge representation schema for design[END_REF] proposed three classes of variables (function, behavior, structure) to describe different aspects of a design object. Based on this, we define the innovation targets with respect to the function, behavior and structure of the product [START_REF] Howard | Describing the creative design process by the integration of engineering design and cognitive psychology literature[END_REF]. (2) Correspondences between design stages and design targets Since different design stages exhibit specific targets, the activity value varies according to the design stage. For example, targets at the concept design stage might address the assessment of customer requirements while the verification stage might deal with the cost of prototyping. Before clarifying the design targets of different design stages, it is necessary to describe fully the design stages of innovative design. Using the Function-Behaviour-Structure (FBS) model, we divide the whole process of innovative design into nine elementary processes (see Table 7.3). [START_REF] Gero | Design prototypes: a knowledge representation schema for design[END_REF] proposed the FBS model of design as theoretical basis for understanding design. According to this model, design consists of eight elementary processes e defined in terms of key concepts of function, behaviour and structure. Five of them transform the desired functions of the artefact into the design descriptions in sequence. The first process is called formulation process (process 1) and transforms functions (F) into behaviour (Be) expected to enable the functions. Secondly, the expected behaviour (Be) is transformed by the synthesis process (process 2) into solution structure (S) intended to exhibit this desired behaviour (Be). Then the analysis process (process 3) derives the actual behaviour (Bs) of the artefact from the synthesized structure (S). Fourthly, this actual behaviour (Bs) is evaluated by comparing it with the expected behaviour (Be) in Process 4. If the evaluation result is satisfactory, the design description (D) is documented for manufacturing the artefact with structure (S) (process 5). If not, the design process will return to three elementary loop-back processes (processes 6-8), within which it generates new structure (S'), new expected behaviour (Be') and new function (F'), turning designing into an iterative procedure.

Due to a lack of comprehensive representation of the sources of innovation in the FBS model, Processes 1-8 are restricted to the internal process of innovative design. To better and comprehensively exploit the innovative design process, we add requirements (R ) to the FBS model (Zhang et al., 2012a), to add the exploration process (Process 0). In this process, the designer analyzes the requirements(R), which derive from the technical advance and the market needs, leading to the interpreted functions (F). Then the functions (F) are augmented by the designer's own experience or the firm's accumulated knowledge.

Hence, the whole process of innovative design is extended to the nine elementary processes (processes 0-8). Table 7.3 also shows the relationship between design stages and design targets. The empty circle () denotes dependence of the design stage on the design targets. These processes correspond to different design targets as indicated in the first row of Table 7.3.

The "Innovation" column depicts the design target in accordance with the degree of creativity. The creative process forms an integral part of innovative design. Three creative process elements (analysis, generation and evaluation) can be mapped onto a view of the design process. Processes 0, 1, 2, 6, 7 and 8 correspond to the generation stage of the creative process, resulting in the generation of a new function, a new behavior or a new structure. Hence, these processes should consider the degree of creativity as one of the design targets. The "Function" column represents the design target for the product function. Processes 0 and 8 involve the creation of functions through a transformation of requirements or structures. Whether these functions can meet the requirements or match the structures is the main issue within these processes. Since processes 0 and 1 occur at the initial stage of innovative design, it may not be possible to know whether certain requirements will be met. In that case, the likelihood of fulfilling technical performance may not be assessed. Additionally, processes 3, 4 and 5 focus on analysis activity only, and not on an increase in technical performance. As a result, only processes 2, 6, 7 and 8 should address technical performance in the "technical performance" column. The "unit-cost" column indicates that a product's economic characteristics should be viewed as constraints. A product should be sold at the right price. Hence, the economic aspects should be taken into account whilst design solutions are being produced (i.e. processes 1,2,6,7 and 8). The "duration" column represents the time spent. The expected duration is the key process metrics and objective functions used by most of models. Therefore, to make sure the deadline has not been exceeded, duration should be monitored in every process (processes 0-8). According to information theory, a random variable with a greater probability (uncertainty) contains more information. Hence, one considers the valuation of information embedded in the design as the representation structure for the evaluation of innovation performance. Here, the information content (I innovation ) of innovation performance for a design activity is assessed by calculating the uncertainty of change in the state space of the product being designed.

Let X 1 , X 2 , …, X L be independent, where each X l denotes a new design variable (function, behavior and structure) generated by a design activity, and L is the number of changed design variables. Furthermore, P(X l ) is the probability for X l occurrence, which reflects the degree of creativity of X l . If X l is a new function with the higher degree of novelty, meaning that P(X l ) is smaller. According to the information theory, information for X l , as innovation performance of X l , can be defined as

1 ( ) log ( ( )) innovation l b l I X P X   (3)
Since X l is independent, the information content of innovation performance for a design activity I innovation (X 1 , X 2 , …, X L ) can be defined as

1 2 1 2 1 1 2 ( , ,...., ) ( ) ( )...... ( ) log ( ( ) ( )...... ( )) innovation L L b L I X X X I X I X I X P X P X P X    (4) 
Hence, in the case of innovation performance, information content I i of Equation ( 2) is computed using Equation (4).

The next question is to determine how to generate the value of P(X l ). Since the degree of creativity is related to X l 's distance from the current design paradigm, P(X l ) depends somehow on the particular design problems. Moreover, different ways of generating of X l result in different degrees of creativity. In the absence of further information, the estimate is employed to generate P(X l ) by expert assessment. Designers may rely on various methods such as the Delphi method or the AHP method to estimate the value of P(X l ).

(2) Evaluation of control performances Unlike innovation performance, values of control-related targets listed in Table 7.2 can be estimated early in the design process, as soon as the baseline is built. In addition, the functional requirements and technical performance become more accurate as design progresses. After specifying each target value, the next step is to generate the possible outcomes of this design activity. As designers do not have much information about all possible outcomes for these targets, these potential outcomes can be depicted using the optimistic value, the mostly like value and the pessimistic value forming a triangular probability distribution function (PDF) (Figure 7.9.). The PDF of the design activity illustrates possible outcomes and the relative probability. The actual range determined by the PDF may differ from target value, as shown in Figure 7.9. The overlapping portion shows the probability of successfully satisfying the design targets (shaded area in Figure 7.9.) According to the Figure 7.9, if the actual possible range for a specified target (T i ) is represented p x (T i ) (e,g, the probability density function of the target), probability P i of achieving T i is computed using the following equation:

(5)

Where, G x l and G x u stand for lower and upper values of the target value range. In addition, since the target values of the "product unit-cost" and "duration" items are single numerical values, there is no lower value. Hence, for these two design targets, the probability P i of achieving T i follows Equation ( 6):

( ) ( )

x G i x i i P p T d T    (6)
Then, the information content I i , of Equation ( 2) can be transformed into the following equations according to the design target: shows that how to use the process modeling to support the balance between control and innovation. We developed the procedural process model and the activity-based adaptive model to achieve this purpose. To summarized:

1 log ( ( ) ( )) l x u x G i b x i i G I p T dT    (7) ( ) ( ) u x l x G i x i i G P p T d T  
The procedural process model is constructed by the two levels. In the project level, we construct the formal structured process based on the Vee-model. We identify the main stages of innovative design and each stage's main activities, and place these into the Vee-model, thereby forming the whole process framework. In the operation-level, the multi-layer circular process model is built up to develop flexibility. In this circular process model, it emphasizes the interaction between design activities underlying of each stage, and much more importantly, the interaction process between the designer, the design process and the outside environment.

The procedural process model could be a starting point for developing more effective management methods and tools to be used by companies in practices. These methods and tools have the advantages that creativity activities are performed regularly based on a systematic approach. This should help to reduce the uncertainty of innovative design, to generate more innovative ideas, and to design innovative products more quickly.

However, the current model is still a high-level description for innovative design. Having a portfolio of detailed models and detailing available will help companies and designers to better deal with the process. Therefore, the next step should answer the question "How and at what level should we decompose the high-level model to provide the daily decisions for designers and managers?"

In the second step, we develop an activity-based process model that viewed innovative design as a complex adaptive system. In contrast to conventional process models that predefine the process architecture, we adaptively select design activity by the activity value in the light of the current design situation. Moreover, this model contributes a method to evaluate the activity value of innovative design as a function of the information that reduces complexity. The method is based on the comprehensive understanding of design stages of innovative design and their design targets, and it integrates the evaluation of innovative performance and other design targets to balance innovation and control. 

Results analysis

Through the analysis of the two innovative design projects, it verifies that the procedural process model is effective and appropriate for innovative design from the two aspects. With regard to the first aspect, we focus on the analysis and the comparison of the process stages.

(1) By analyzing the design process of the two projects, although these projects involve with the implementation of innovative design, it still follows a predefined structured process stages (i.e. P0, P1…, and P9 of Figure 8.2 ).

(2) According to Table 8.3, we can see that the main process stages of the procedural process model can cover the design process of the two projects. It means that the process stages defined is appropriate for the process of innovative design.

(3) Table 8.3 also indicates that the integration, verification and validation stages (i.e. the right side of the procedural process model, see Figure 7.3 ) the relationship with the task clarification, conceptual design and system-level design (i.e. the left side of t, see Figure 7.3) by performing the same design process. It can verify that it is necessary to build the connection between the left side and the right side of the procedural process model in Figure 7.3.

As for the second aspect, we concentrate on the verification of the application of flexible practices into the procedural process model. In order to achieve this purpose, we mainly analyze design activities of the first four stages and their flow and data interactions.

(1) According to Table 8.4, we can see that, although Project 1 and Project 2 are conducted by different design team, there is no great difference in activity definition. That is to say, the two projects performed the same design activities.

(2) However, the great differences lie in the interaction of these activities. In the columns, "Flow interaction" and "Data interaction", the number of interactions of Project 2 is less than Project 1 within most activities. Particularly, during the exploration stage and the conceptual design, Project 2 has a larger amount of flow and data interaction. This comparison highlights that iterations and communications are frequent in Project 1. Combing with the argument that Project 1 has better performance than Project 2 in Section 8.1.2, we can conclude that the moderate flow and data interactions are uesful to get the better performance. This conclusion is accordance with what is emphasized by the circular model of the first four stages (exploration stage, task clarification, concept design and system-level design).

Simulation of activity-based adaptive process model

Simulation Framework

Discrete-event simulation is used to construct the process architecture of innovative design based on the adaptive process model. Simulation selects a design activity according to its activity value and the current information available. Each simulation run begins at design situation t(0), with a series of design goals (budgets, duration, product unit-cost) and requirement information.

The simulation framework follows the evaluation steps given in Section 7.3.3.1, as shown in Figure 8.3. At each design situation t(i), simulation first identifies the next design activities available that satisfy both precedence and resource constraints. Because iteration is the basic characteristic of the design process, simulation also supports iterations between design activities. Thus, potential design activities could consist of these previously performed activities. Then the activity value (V a ) of each potential design activity is computed according to the evaluation method discussed in Section 7.3.3.3. The design activity with the highest value is then selected as the next one in the set of design activities. Simulation generates the real values of process and activity variables using a randomly sampled Monte Carlo technique. Duration of the design situation is defined as the shortest activity in the set of design activities. Once the shortest design activity ends, the activity duration and cost, as well as the effects of the work done on the set of design activities, are added to the next design situation. If all remaining design activities are completed or the cumulative time reaches the design duration (termination condition), one simulation run is complete. 

Case description and model inputs

We applied the adaptive process model to simulate the first innovative design project of Section 8.1. The adaptive process model is applied to simulate an innovative design project that primarily intends to design a series of mini-cars for an automaker. Among the set of requirements are an attractive look, trendy configurations, and high quality at a low usage cost. Therefore, innovation should address style design, structure design and engine design to meet the aforementioned requirements while paying attention to product cost. The innovative design project was retained because : (i) this automaker is a new entrant to the Chinese car industry ( the company set up in 1997), there is a lack of existing mature technologies and platforms, and therefore, the new design technology and devices are needed; (ii) this project aimed to design the first mini-car in China. Customers have only limited experience about this product. Therefore, this project suffered the technological and market uncertainties all innovative design projects face.

The Design Structure Matrix (DSM) shown in Figure 8.4 depicts the information network for the main design activities. This matrix was built by consulting the designers and the design documents available in order to figure out the information flow between design activities. Based on the DSM, the design space of each activity was constructed and featured potential design and rework activities. According to the designers interviewed, design targets can be defined as follows: "innovation" target focusing on "behavior" and "structure" parts while "technical performance" target addresses engine and appearance which are the key parameters of the end product; for the "unit-cost" target, the project sets the future sale price range as a design constraint; for the "duration" target, the design budget and deadline were defined in the early phase. The PDF for each potential design activity was refined by conducting interviews with designers and project managers. With respect to weightings in Equation ( 1), these are defined by project managers according to the current design situation, and are allowed to vary dynamically. For example, at the start of the project (i.e. Process 0 in Table 2), as generation has been emphasized, weights ascribed are w innovation =0.35, w function =0.5, and w function =0.15 resp. 

Simulation results and managerial insights

The goal of the adaptive process model is to generate the process architecture of innovative design. Therefore, the outcome of each simulation run is a network of design activities, within which every activity is selected based on its contribution to satisfy design targets. Since the outcome of each simulation run may be different, we opted for the analysis of a batch of 2,500 simulation runs to better evaluate the simulation results. Thus two results and their managerial insights are presented. 
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Simulation result 1: After 2,500 simulation runs, we recorded the most frequent process architecture (109 occurrences), as shown in Figure 8.6. The black line indicates the duration of the design activity, while the red one stands for the iteration of this design activity. Compared with the current design process architecture in the project (see Figure 8.5), the most frequent process architecture shortened the iteration of conceptual design activities by sequencing them. The result was in good agreement with the goal of this project and adaptive model. As one of the goals was to design a new fashionable mini-car, the innovative activities were carried out during the conceptual design phase. This resulted in iterations to explore innovative ideas. Moreover, the activity value is key when it comes to balancing innovation and control, and shortening the iterations. At the engineering design stage (i.e. embodiment), the difference highlighted the shorter duration. Because engineering design is highly mature in the automotive industry and follows a standard and rigid operation process, not many modifications can be introduced in the design space and sequences. For the last two, emphasis was placed on the verification of the overall car and components. Hence, there was little difference between the two process architectures. Managerial insights 1: Simulation results suggest that, even in the case of the design activity following simple rules (i.e. assessment of activity value), the process architecture (Figure 8.6) of innovative design can be generated more effectively than with the current architecture (Figure 8.5). In this process, the entire simulation can lead to the faster emergence of an optimal process architecture of innovative design, without having to micromanage each state transition decision, because each design activity is endowed with known information and simple rules to self-organize the work. Additionally, the process architecture in Figure 8.6.is composed of iterations, resulting in nonlinear behavior of innovative design. This value enables us to understand how simple rules of design activities can generate different aggregated outcomes that affect process adaptability and innovative output using CAS. And it shows that CAS concepts can be used by managers to explore the construct of process architecture of innovative design.

Managerial insights 2:

Relative to other simulation results, the result of Figure 8.6.suggests that the most frequent process architecture necessitates more potential activities in the design space at each decision point. This enables managers and designers to respond the uncertainties suffered by innovative design by creating more alternatives. This aligns well with the CAS characteristics. With CAS , the greater number and variety of agents can increase system adaptability [START_REF] Mccarthy | New Product Development as a Complex Adaptive System of Decisions[END_REF]. Meanwhile, it can also get similar managerial findings using a set-based design from the Toyota product development [START_REF] Ward | The second Toyota paradox: How delaying decisions can make better cars faster[END_REF], showing that this broad set of options makes it more likely to lead to better solutions [START_REF] Sommer | Selectionism and learning in projects with complexity and unforeseeable uncertainty[END_REF].

Managerial insights 3: Figure 8.6 suggests that the most frequent process architecture exhibits the characteristics of front-loaded innovative design, with many explorative iterations occurring early in the process. Early feedback from these explorative iterations allows designers to address the technological problem (e.g. interaction between different product components or product and its operational environment) [START_REF] Mcdermott | Managing radical innovation: an overview of emergent strategy issues[END_REF]. Designers thus factor the information into product design. Hence, it is necessary to plan explorative iterations and allocate adequate resources to support.

Simulation result 2: Figure 8.7 shows the information value profile that increases the probability of successfully satisfying each design target for the most frequent design process architecture. It depicts the change in innovation performance and other control performances. During conceptual design (time<1~6>), assembly design (time <12-14>) and component design (time <15~18>), it appears that innovation performance is much higher than during other stages. This change is in good agreement with the innovation goals of this project that emphasizes the "behavior" and "structure" of the product, thereby resulting in many innovative activities during these stages. 

Conclusion

This chapter discusses the verification of the procedural process model and the activity-based adaptive process model to support a number of process analysis and simulation. To summarize:

Verification of the procedural process model is achieved by the comparison between the models with two innovative design projects in an automobile company. This comparison is performed in two steps. The first step focuses on the verification of the process structuration of the procedural process model. We firstly analyze and identify the main process stages of the two innovative design projects to construct the general design stages, and thereby distinguish its differences from the procedural process model. The second step is to verify the appropriateness of the circular model for innovative design. Within this step, we perform a deeper analysis of design activities of the two projects and their interactions. The comparison between the DSMs of the two projects proves the effectiveness of the circular model.

The activity-based adaptive process model is verified by the discrete-event simulation to construct the process architecture of innovative design. The simulation proceeds with selecting a design activity according to its activity value within the current available information. The simulation results verify the method of process design involved in the activity-based adaptive process model. Moreover, we can find a series of managerial insights that testify the characteristics of innovative design.

CONCLUSION

Research contributions

Innovative design has received a rising interest from the CEOs of corporations to improve or sustain the distinctive competence. However, a good innovative design does not by accident, but rather the result of a managed process. Both individuals and organizations pay more attention on how to design and manage the design process that heavily influences design efficiency and performance.

However, uncertainty caused by innovation causes a great challenge to innovative design. Accordingly, the main question above becomes "Can companies carry out control and provide structures for activities of innovative design while at the same time encouraging more innovation?" In order to respond to this question, we conducted the research in term of definition & analysis, process description and management support, following the design research methodology (DRM) from the description to the prescription. The contributions of this dissertation are reflected in the three aspects. In summary:

(1) Definition and analysis A formal definition of innovative design can contribute to define the scope and content, and explain the nature and essential qualities of innovative design. Moreover, the definition should reflect the progress and the development of the object to be defined. As we analyzed in Chapters 2, 3 and 4, two core elements of innovative design, innovation and design, have largely changed in the last two decades. Different from the traditional view that design is passively sub-process within product development, these new change emphasize the role of leader in the whole product development process. With regard to innovation, the rapid renewal and the tendency to one-off innovation make innovation suffer the dynamic product identifies in the beginning of the design process. Thus, in the basis of the analysis of a broad set of articles addressing innovative design, as well as the theoretical comparison between innovation and control, we proposed a new definition of innovative design to reflect these changes.

Within this definition, the nature of innovative design is analyzed in theoretical. Generally, the design problem is considered as the ill-defined problem. Beyond the ill-defined problem, innovative design emphasizes the radical expansion and the change of the product identities. Thus, the innovative design problem is expansive, rather than stable.

Moreover, since the expansive nature and the evolutionary process between design problem and design solution, it appears to the non-definitive design problem at the start point of the design process.

(2) Process description According to the analysis above, innovative design involves many variables whose characteristics and interactions are not well understood. Meanwhile, the complexity of requirements, design activities, and organization is increasing the difficulty of controlling the process. Although there is a large amount of process models to support and describe design, they often focus on the special dimensions of design (e.g., the management inquiry, the design inquiry), thereby not providing an accurate model to describe innovative design.

In this aspect, we introduced a descriptive model of innovative design. The model reflects the actual process and pattern of innovative design by extending and circularizing the basic framework of innovative design based on the FBS model. Meanwhile, through the identification of creative elementary processes, it locates innovation opportunities in the design process. Finally, we introduced the conception "situatedness" of designers into this model to support a systematic perspective whose focus is on the external and internal factors affecting the success of innovative design.

Although the process of innovative design observed in practice is more chaotic than the current representation suggests, the descriptive model can contribute to better find the successful factors, to integrate different aspect of an innovative design situation, to evaluate communication with the external environment. Moreover, it facilitates focusing on these processes in order to enhance creative performance and the quality of the product designed.

(3) Management support Although innovative design can provide companies with competitive advantage, the relationship between innovative design and company performance is conditional. It is very likely that the impact of innovative design on company performance will vary depending on the management of this process. In this dissertation, another important contribution is to analyze the management challenges and then proposed the systematic process models to deal with the balance between innovation and control.

Since the nature of innovative design (e.g. expansive problem, non-definitive problem etc.) and its interaction with other dimensions, these characteristics result in the great management challenges. We analyzed the market uncertainty and the technology uncertainty that innovative design faces. Each combination of different uncertainties requires the corresponding management strategy.

To deal with these challenges, we identified five practices to support control and six practices to support flexibility by reviewing the literature. However, it seems that control and flexibility conflict, as they represent different directions of management. The achievement of an optimal balance between them is thus one of the greatest challenges for management support.

Although this balance problem is assumed to have an impact on design effectiveness, no empirical research had previously studied. In this dissertation, an extra step has been taken toward perform an empirical study to investigate how to balance control and flexibility in practices. The empirical results have important managerial insights to balance innovation and control. The first insight is that innovative design should create control in a project-level in terms of a formal process, and encourage innovation at an operation-level in terms of flexibility. Secondly, in order to develop a general process model, innovative design needs to integrate all flexible practices that deal with the corresponding uncertainties. The two management insights constitute the theoretical basis of the systematic prescriptive models of innovative design for management support.

Then, the development of the systematic prescriptive models is implemented in the procedural-level and the activity-level. Firstly, the procedural process model prescribes a series of processes and their structure, which contribute to systematically manage and organize the innovative design process to lead to innovation. More detail, the procedural model provides the conceptual framework to balance innovation and control by the structuration of process stages and the integration of flexible practices in the project-level and the operational level.

The activity-based adaptive model attempts to propose a method of process design to aid managers and designer make decisions based on a flexible framework, to guide innovation in design. This model considers innovative design as a complex adaptive system, and thereby progressively constructs the process architecture by adaptively selecting design activities. We proposed the concept "activity value" as the selecting criterion to balance innovation and control, which determined by expert evaluations based on the current design situation. More precisely, we use the function of the information that reduces complexity and the corresponding design metrics in light of the current design situation.

Finally, the procedural process model and the activity-based adaptive model are verified through the comparison and simulation with the automobile industry cases. The verification results reflect that the two models are effective and efficient.

Limitations

There are some special limitations for the descriptive model and the prescriptive model that are respectively developed in the research issues "process description" and "management support". There are:

(1) The descriptive model of innovative design. Although this model describes the interaction between the designer, the elementary processes and the environment, it does not indicate how to happen and interact between three layers, particularly between the elementary processes and the environment. Some researchers have pointed to environmental factors that may affect design activities and design choices. However, what are the environmental factors really? In this model, we don't clearly indicate these factors. In further, it also indicates that these factor how to influence innovative design.

(2) The procedural process model of innovative design. In this dissertation, we proposed the procedural process model to prescribe the innovative design process. To some extent, these models explain that what made some companies, such as BMW, Apple and IDEO, have 'better' design performance than others? However, as stated before, the theoretical basis of the model mainly originates from the managerial insights of the same company in the automobile industry. Hence, to explore the generality of the findings through additional case studies is an opportunity for further research.

(3) The activity-based adaptive model of innovative design. Although this adaptive model provides a new framework and method to dynamically construct the process architecture of innovative design, some improvements will still be needed for the activity-based process model in future. First, the current construction of design space is mainly based on the designer expertise. But we think the choice of different activities in the design space can also be guided by product or process architecture. Secondly, the evaluation of innovation performance is calculated by designers based on the comparison with the existing product. Therefore, the construction of knowledge resource on innovation seems worth a further study.

Opportunities for further research

Based on the current findings and limitations, as well as the emergent research trends, we identify and discuss avenues for further investigation in innovative design studies. In order to move from a piecemeal representation of the structural of the field to a more holistic understanding of our object of analysis, we discuss the further opportunities around five main areas of research, to draw attention to their convergence in comprehensively explaining fundamental elements involved in innovative design, as shown in Figure 9 triggers a series of interesting questions: Are the existing design theories and methods still appropriate for the design of intangible objects? How do we deal with the relationships between intangible parts and tangible parts within the same product?

(2) Innovative design process

As stated in Section 10.2, the procedural process model of innovative design needs to perform additional case studies in other industries to explore the generality of the findings. These observations should be built on the longitudinal, in-depth investigation of social practices and structure in these case studies. These observations try to answer the question of what are design capabilities and where do they come from?

Additionally, as we defined in Section 6.2.3, innovative design is a kind of process from the exploration of innovative opportunities to the description of a product that is to be made. The definition extends the design boundaries to the exploration of innovative opportunities. Although this dissertation builds its relationship with other elements and process stages of innovative design, the process mechanism of this stage is still not clear.

(3) Organizational environment Any design process is highly complex socio-technical process [START_REF] Wynn | Models of designing[END_REF]. The success of product design is not only simply a matter of hiring better designers, giving them a plenty of resources, and involving them early in the development process, but also the way of organizing and managing design resources. The latter ones belong to the organizational environment. In our models, we point to organizational environment that may affect design activities and the outcome of design choices. This study is too general to constitute the detailed analysis of organizational environment.

Hence, there are some interesting organizational elements to be further discussed in this aspect. For example, the design philosophy (company-specific beliefs and principles about appropriate ways of designing products), and the design strategy (the breadth of a portfolio, the degree of innovation).

(4) Designer

In this dissertation, we investigate the role of designers in innovative design. Designers observe and interpret what they are 'seeing', and then decide on new actions, instead of simply performing the recommended actions. Hence, designers have freedom to perceive and interpret design problems based on their abilities and experience. As stated above, design philosophy and design strategy influence design choices. Hence, further study should investigate designers how to coordinate their design solutions with the design philosophy and the design strategy of companies.

(5) Design result Design results refer to how the product to be designed to influence company performance and customer. As we known, the 'good design' does not mean the 'good product'. Only if the good design has been successfully commercialized, the product could strengthen company's competitiveness, thereby improve company performance. Hence, how to integrate product design and commercialization is also the future avenue in this aspect. The integration includes facilitating product appropriateness and adoption.

Consumer research has traditionally focused on the aesthetic aspects of product design, considering product form as the first opportunity for the formation of a customer's impression of a product [START_REF] Ravasi | Product design: a review and research agenda for management studies[END_REF]. However, as stated before, the product is the combination of form and functions. Thus the future study should investigate the consumer response to the product form and the product functions.

ANNEXES Annex 1. Definition and key elements of Systems Engineering

Definition

There are many ways in which to define systems engineering. Some of these definitions are expressed in below  Systems engineering is a discipline that concentrates on the design and application of the whole (system) as distinct from the parts. It involves looking at a problem in its entirety, taking into account all the facets and all the variables and relating the social to the technical aspect.

 Systems engineering is an iterative process of top-down synthesis, development, and operation of a real-world system that satisfies, in a near optimal manner, the full range of requirements for the system [START_REF] Eisner | Essentials of project and systems engineering management[END_REF].

 Systems engineering is an interdisciplinary approach to enable the realization of successful systems. It integrates all the disciplines and specialty groups into a team effort, forming a structured development process that proceeds from concept to operation (INCOSE, 2006).

 The function of systems engineering is to guide the engineering of a complex system [START_REF] Kossiakoff | Systems engineering principles and practice[END_REF].

 Systems engineering is an appropriate combination of theories and tools, carried out through the use of a suitable methodology and set of procedures appropriate for the resolution of real-world problems of large scale and scope [START_REF] Sage | Introduction to systems engineering[END_REF]. The purpose of systems engineering is to organize information and knowledge to provide management and direction to development, production and operation of total systems [START_REF] Sage | Handbook of Systems Engineering and Management[END_REF].

According to these definitions, systems engineering is considered as a profession, a process, a perspective and a combination of methods and theories. For the purpose of this dissertation, we will consider systems engineering as a combination of methods and theories to guide the engineering of innovative design. Some terms in this definition adopted are described further below.

Key elements of systems engineering

According to the definition above, systems engineering is a multidiscipline methods to enable the realization of successful system. The successful system should meet the requirements of its customers, users and other stakeholders, its successful operation in the field and a long, useful operating life [START_REF] Kossiakoff | Systems engineering principles and practice[END_REF]. Some key elements of systems engineering are highlighted in Figure 1 and include: 

 System

The term "system", as in the case of the most common English words, has a very broad meaning. A system is "a set or arrangement of elements [people, product (hardware and software) and process (facilities, equipment, material, and procedures)] that are related" (IEEE Computer Society, 2005b). Another definition of the term "system" is "a combination of interacting elements organized to achieve one or more stated purposes" (IEEE Computer Society, 2005a). The two definitions imply a multiplicity of interacting parts that collectively perform a significant function.

 System engineer

A systems engineer is a person or role who supports this interdisciplinary approach. In particular, the systems engineer often serves to elicit and translate customer needs into specifications that can be realized by the system development team. Moreover, system engineers help to assure the system fit together to accomplish the objectives of the whole.

 System life cycle

In order to enable the realization of successful system, systems engineers should support the system life cycle. The system life cycle is referred to the stepwise evaluation of a new system from concept through development and to production, operation, and ultimate disposal.

 System engineering process As was described above, every system has a life cycle from the time when a need for it is recognized and a feasible technical approach is identified, through its development and introduction into operational use. During the system life cycle, a series of systems engineering activities and related approaches and methods are applied at each step of this cycle. Because the type of work is different from the conceptual design to engineering development and testing, to production and operational use, the role of systems engineering changes. The goal of systems engineering is to control the whole system development process, in order to guarantee the quality of a product or a service, and thus the satisfaction of the customer. Within this framework, systems engineering standards define general reference processes to manage the system from its initial concept to its delivery through its design and its realization. There is no point in defining the specific role of the service in the company or the responsibilities of a person, but the goal is to coordinate all of the engineering activities in order to achieve a common goal.

These standards rely on the idea that certain concepts are common to all projects, whatever the field of activity or the system to be developed [START_REF] Bahill | Re-evaluating systems engineering concepts using systems thinking[END_REF]. By identifying good practices and by ensuring the consistency of engineering activities, the standards help: matching the needs with quality products; anticipating problems and master risks in relation to the project as well as the system and its environment, throughout the whole life cycle; controlling the complexity of large systems and complex products; controlling lead times and deadlines; controlling the costs, by determining at an early stage the all-inclusive cost of the life cycle; ensuring effective coordination of teamwork involving different disciplines and, multiple actors; satisfying all stakeholders; optimizing the global trade-off. Within these standards, by identifying good practices, these systems engineering standards define the interdisciplinary tasks and processes that are required from transforming stakeholder needs, requirements, and constraints to a system solution. The recommended processes described in the standards can be applied to the whole system life cycle including design, development, production, use, support and withdrawal. Meanwhile, they can be also applied in a concurrent, iterative or recursive way to a system and its components.

The systems of interest may be small or large in size, simple or complex, prototypes or industrial series, software, hardware, services or a combination of the latter, depending on the considered sphere of application.

Main standards of system engineering

Since the 1990's, the number of systems engineering standards has grown to guide developers to master the development of complex systems, such as IEEE 1200, ISO 15288, EIA 632. Table 1 illustrates the brief introduction for the three standards. All three ones:

-are international references that are recognized by re-searchers and manufacturers, -cite good practices established over many years, -cover a large part of the system life cycle, -are generic and cover many fields of activities from the medical to the military one through services Although these standards imply many similarities, the three standards cover the different scope and types, as illustrated in Figure 6. As discussed before, IEEE 1220 defines a single process, SEP (systems engineering process), which is divided into eight sub processes. Therefore, IEEE 1220 emphasizes the management and control system development, that is to say the technical process. EIA 632 has a much boarder scope from the conceptual phase to the development phrase, thereby including the technical process and the contract process. ISO 15288 focus on the whole enterprise environment, including the agreement processes, the enterprise processes, and the technical processes. In sum, in terms of the coverage of process types, IEEE 1220 and EIA 632 define one of many possible frameworks for systems definition and management that could be defined with the scope of ISO 15288. Additionally, Figure 7 illustrates the difference on a detail level between different standards. IEEE 1220 implements a narrower set of detail activities than EIA 632 and ISO 15288. Each stage of the system life cycle could be defined in terms of broad purpose and outcomes, and then specific activities of the systems engineering process can be applied for partial fulfillment of each stage. 
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  to help design research to become more effective and efficient. The DRM consists of four stages: Research Clarification, Descriptive Study I, Prescriptive Study and Descriptive Study II, as shown in Figure 1.4.
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 41 Figure 4.1 Components of innovation Creativity, as the driven ability of generating creative ideas, is performed in the course of innovation. It is an inherently individual act and the development of an idea and the implementation where the team is needed.

  Then the next question is about "what are explanatory variables for the sources of innovation?"[START_REF] Becheikh | Lessons from innovation empirical studies in the manufacturing sector: A systematic review of the literature from 1993-2003[END_REF] explain these variables by a systematic review of the literature on innovation from 1993-2003. We summaries and compare these categories and variables in Table4.3.
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  Figure 5.3 and Figure 5.4 list the required traits and requirements for the innovator and the designer (von Stamm, 2004).
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 62 Figure 6.2 Four dimensions of innovative design[START_REF] Zhang | Modelling in innovative design using systems engineering[END_REF] 

③

  SUVs have always been very popular ever since they were introduced in China. The company decided to design this model to gain market share.  Because SUVs use a new platform, irrespective of design (style, engine or structure), new devices and knowledge are needed.  This model was launched in March 2005 and lasted about 28 months
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  exploration stage, not all four stages. Similarly, the other three sub-models also are developed with the same structure.
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  above basic process model and the procedural process model, the analysis details are summarized in Table8.4. This comparison focuses on design activities of the first four stages of the procedural process model. The rows represent the sub-processes or process of the four stages, while the columns indicate the number of activities identified and the number of their flow and data interactions from left to right.
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  . In this dissertation, these research fields provide theoretical methods for the , planning and schedule techniques of PD provide basic frameworks and models to construct the process architecture of innovative design.

					Qian ng ZHANG (201 14), Ph.D thesis
	proce ess modelin ng of innova ative design n. faces; thirdly
					Figure 1	.3 The relat ed research h fields
		Innovative		design, as a a kind of de esign, could d benefit fro om related th heories and	methods
	of de esign, such		as design d definitions	and classif fication, des sign paradig gms, design n process
	mode eling as we ell as creativ vity in desig gn. Althoug gh the desig gn research	is not cons idered as
	the m mature field d yet, the r related rese earch contri ibutes to un nderstand in nnovative d design in
	gene	ral, and pro ovides relat ted method ds and mode els to the p process mod deling of in nnovative
	desig gn. Moreove er, through	the review	in the field	of design, w we could an nalyze the c change of
	the r role of desi ign in innov vation and	product de evelopment.	These obs servations c can lay a
	theor retical basis s of the defi nition and a analysis of i innovative d design.
		Innovation	, as the ult timate goal	and the dr rive force o of the whol le innovativ ve design
	proce ess, plays		a very imp portant role e in definin ng and mo deling inno ovative des sign. The
	conte ent and sco ope of innov vation deter rmine the d definition an nd character ristics of in nnovative
	desig gn. In addit tion, innova ation itself	is not a ne ew phenom enon, its po osition, con ntent and
	scope e have grea atly changed d in the past t two decad des. These c changes nec cessarily res sult in the
	recon nsideration		of innovat tive design. . Moreover r, the proce ess theory o of innovati on could
	gene	rate useful	insights for r describing	and explain ning a board d class of pr rocesses, se equences,
	and p performance e conditions s to innovat tive design.
		Since innov vative desig gn is the ke ey process o of product d developmen nt (PD), mo odels and
	meth hods of PD, , particularl ly new prod duct develop pment, can	be also ad dopted by in nnovative
	desig gn. Firstly, t the fuzzy fr ront end of	PD can con ntribute to t the study of f how to ca apture the
	innov vative opp ortunities d during the	innovative e design p process. Se econdly, un ncertainty
	mana agement of f PD is also	useful to h how to deal l with unce rtainties tha at innovativ ve design

Table 2 .2 Description of design stages Design stage Description

 2 

	Establishing needs	Initiation by the design process by technology improvement, or the identification of a need or a problem
	Task clarification	To clarify the given task in more detail; to collect information about the requirements that have to be fulfilled by the product and the constraints
	Conceptual design	To determine the principle solution that solves the design problem.
	Embodiment design	The working principle is elaborated in the form of preliminary layouts, which are the evaluated to generate a definitive layout.
	Detailed design	Integration of sub-solutions, refinement and finalization of the solution.
	Production	Integration, manufacturing, installation, test, approval, launch of the product
	Use	Operation, monitoring, maintenance of the product
	Disposal	Recycling, disposal, update/evolution of the product

3.1 The clas

  organize their papers around the decision of product development. As the complement of previous works,Browning and Ramasesh 

		eling of design n			Qia	ng ZHANG (201 14), Ph.D thesis s
	(2007 7) use the "procedural model" has a much wider scope than the term "stage-based model". The latter purpose-ba ased framew work to re eview the a activity netw work-based d process
	mode els. one is one part of the former. According to different focuses, we divide procedural models
	In general into the design-focused model and the manage-focused model. views, Ble essing (199 96) distingu uishes stage e-based mo odels, activ ity-based
	mode el and comb bined mode els. She furt ther divides s the model s into the so olution-orie ented and
	the p problem-orie ented. Follo owing the w work of Ble ssing, Wynn n and Clark kson (2005) ) perform
	a com mprehensiv ve literature	review by	characterizi ing process	models as	abstract, pr rocedural
	or an nalytical mo odels, and fu urther as de	sign-focuse ed or project t-focused.
		Based on	the framew work of Bl lessing and d Wynn an nd Clarkson n, our class sification
	fram mework of d design mode eling is pro oposed (see e Figure 3.1 1). These m models are c classified
	into	three main n types bas ed on the	degree of	abstraction : design pa aradigm, pr rocedural
	mode el and activ vity-based	model. Fur rth more, e each type is s decompos sed into a	series of
	sub-t types. More e details are	discussed a as follows.
			Figure		ssification fr ramework of f design mod deling
		Design pa	radigm. Ea ach researc cher propos es the desig gn model i in own spec cial way,
	whic ch based on	unique assu umptions an nd goals. T hese assum mptions and	goals are fo ormed by
	desig gn paradigm ms that defi ine the dom main and th he subject o of research.	Meanwhil e, design
	parad digm implie es the meth hodologist's s perception n of the sco pe, characte eristics and d ways of
	work king of de esign metho odology its self (Dorst , 1997, p.	11). Ther refore, in	order to
	unde erstand well l the nature	of the exis sting design n models, w we should fir irstly analyz ze design
	parad digm. In th his disserta ation, we m mainly disc cuss two d design para adigms: the e rational
	probl lem-solving g paradigm	and the refl lective prac tice paradig gm.
		Procedura al model. P Procedural	models ar re more co oncrete in	nature than n design
	parad digm. Unlik ke the stage e-based mod del that div vides the pr rocess into a a series of	temporal
	stage es, the pro cedural mo odel empha asizes a sp pecific aspe ect of desig gn. Thus,	the term
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	eling of design n 3. Mode eling of design n 3. Mode eling of design n		Qia	ng ZHANG (201 14), Ph.D thesis s ng ZHANG (201 14), Ph.D thesis s
	Design Pro ll-structured problem: il d problem e informatio Design mited by the 3.3.1 1.2 is lim ocess In the clas ssic paper "The struct ture of ill-s structured p   problem" ( king inform mation g activity y Simon,1973 3) nicely 3.3.2 2 The refl lective prac
	expla ain the cha aracteristics	of design	problem, a and gives s some impor rtant conclu usions as
	The rationa solving p al problem -paradigm -ws: The rationa al problem-(1) In his p and "w the red (Dorst paper, he tr well-structur definition of , 2006). ries to set ou Design Pro Designe blem r red problem f the proble In Simon' ut to find th m". If the pr em, the prob 's views, he relation b    roblem-solv blem canno there is between "ill on processo rationality ured or ving effort i ot be consid no real l-structured involves lea dered well-s boundary parad follo digm in the e field of de d problem" view ws. They arg gue that som arning, or between activ vity. tructured the r rational pro oblem-solvi
	well-st tructured pr roblem and d ill-structu ured problem ms. For exa ample, "ev ven if we The reflec ctive practic
	Figure 3.2 regard onent of dif The views o of rational pr roblem-solvi ng paradigm m on three d dimensions o of design chess play ing as a we ell-structure ed problem in the smal ll, by most c criteria it expo fferent view
	3.3.1 1.1 parad digm's vagu Design process: go oal-seeking g informatio n processin g activity must b be regarded as an ill-str ructured pro oblem in the e large" (Sim mon, 1973). . ueness and
	and proce theor Simon and the design essing activ retical step d his collabo n as the p vity. The en ps: (1) the orators ana problem-solv ntire theore e problem-alyze the pr ving proce etical applic -solving pr roblem solv ess, and th cation proce rocess is c ving as the hus design ess can be considered (3) "The g general pro oblem-solvin ng mechan nisms that h have shown information as an inf referred to as a goa n process formation o the two n themselv ves to be l-seeking (2) An ill-constru to solv -structured uction of w ve the ill-stru global prob ell-structure uctured pro blem is the ed problem e set of wel from the il ll-structured l-structured d problems, d problem is But i it provides a an alternativ , and the and p points out th hese shortag s the way analy yze the refle ective pract oblem. 3.3. M More detail ls will be di
	infor rmation pro ocessing act ivity (Newe ell and Sim mon, 1972); efficac cious for han nding large e, albeit app parently wel ll-structured (2) this app proach is a applied to d domains s should be
	desig gn (Simon, extend 1969). dable to ill-s structured do omains with hout any ne eed for intro oducing qua alitatively
	that c Thus, the d contains ma design prob any possible blem can be e arrangeme e understood ents of prob d as a searc blem materi ch problem als, only on ne or a few in the desi new co omponents. " Therefore e, the ill-st tructured de esign proble em means that it is ign space of which imposs sible to enum merate all p possible solu The ref utions. p
	satisf fy problem 3.3.1 Design 1.3 ner: informa criterion (G Greeno and ation proces Simon, 199 98). Thus th he design pro ocess can b be viewed ssor and bou unded ratio onality
	as a s searc probl possi search proc ch the set o lems. Mea cess, in whic of possibilit nwhile, the ch search st ies" and "to e constrain teps are take o narrow th nts on the en towards he set of po goal are u a goal state ossibilities" used to gu e. In this pro is adopted uide the cu ocess, "to Because th he design pr rocess is see en as the go oal-seeking information n processing g activity d to solve opera ating in an objective r reality, Simo on does not t take the h human perc eption into account. utting of This leads to an n assumptio on that desig gn theories and metho ods are inde ependent on n detailed Figure 3 ibilities. Additionall ly, in Simo on's terms, creativity and discov very in the design pro ocess are prope as an erties of de n objective r esigners. Th reality. hus, within t this paradig gm, a design ner is an in nformation p processor 3.3.2 Design 2.1
	descr may to ex expla Ther "Ima elem The probl ribable with play a role xplain creat ained rathe refore, the agination" p ents he is d imaginatio lem-solving hin the boun in the desig tivity in des er simply: process is provides "a dealing with n is the on nded rationa gn process. sign. "Intuit most intuit not only plan to the h, and a lis nly entry t ality perspe The two ter tion is a ge tive leaps search, bu e problem-s st of which to list a pl ective. But h rms "intuitio enuine enou are acts of ut also reli solver, at le of these are lan, yet it he does not on" and "im ugh phenom f recognitio ies on indi ast in the s e related."( doesn't ch t deny that c magination" menon whic on" (Simon ividual rec sense of a l Simon et al hange the n creativity " are used ch can be n, 1999). The beha ration Another im "bounded avior throug nality" is th mportant po rationality" gh "simple a he notion th oint for desi " as a part and constrai at the ration igners in th t of Simon ined, yet inf nality of ind his paradigm 's bigger p formed and dividuals is m is the "bo project tries d decision ru limited by t ounded rati s to explain ules". The " the informa Schön (19 ionality". mate erials of a n human proce ess, but pre "bounded much h more deta ation they cognition. have , the cognit tive limitati ions of thei ir minds, an nd the finit e amount o of time they y have to Within thi list of the make e decisions. . The notio on is refutat tions of all the classic hypothesis s of optima al choice, relate ed factors, f l., 1979). and complemen nts the ratio onality as o optimizatio n. For Sim mon, discov very and cr reative in on na aming and f nature of scien nce, art and design can be describe ed with the bounded ra tionality. W When applyi ng it into cohe rence and th g. the d design proc cess, "Seldo om will it b be feasible t to examine all possibl le designs t to decide Schö ön, Donald A
	whic ch one is, in n some sens se, optimal" " (Simon, 19 999, p. 119 ), because t the problem m-solving maki ing moves a
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	3. Mode eling of design n eling of design n	Qia Qia	ng ZHANG (201 14), Ph.D thesis s ng ZHANG (201 14), Ph.D thesis ng ZHANG (201 14), Ph.D thesis s
	(e.g.	optimizatio on method) ). However r, the reflec ctive practic ce paradigm m does not	consider
	Name ns as an ind e dimension three dependent p Frame parameter, r Mov ve rather as a u Ev valuate uniform to	describe th he design
	proce ess.	
	nant method exist some dological different that it is di ifficult to m merge the e two ones c wo paradigm New move ween the tw erences betw These diffe ms indicate Evaluate two p paradigms i into one. Bu ut it does no ot mean the conflict eac ch other. In fact, two
	not captured bjective and d only by d human lementary ( d are comp f design, an New frame nt aspect of Deci ision s on differen digms focus parad (Dorst, 1997 7; Visser, New move Evalu uate 2002 2). They ar re appropria ate to desc cribe the ac ctivities in different d design stage es. Dorst
	conc	ludes that t the selection n of the des sign paradi gm depend s on three f factors: the	research
	as a repre e design. S ot been wid level (Dors m. In this sec , as shown ce paradigm ctive practic e of the refle design cycle re 3.4 The d m (Dorst, 199 97) s, the objec Figu goals ts of study, and, most importantly y, the kind o of design ac ctivity (Dor rst, 1997, esentative 3.3.2 Design 2.2 er: situated d cognition pp. 1 166-167). S Seen from th his conclusi on, the prem mise of mod deling desig gn process s should be Since this dely used. st, 1997), ction, we perso on. Throug gh the ex xecution o of "experim ments" and d reflectio on in the current 3.4 Procedu ural mode el in Figure thoug influ The reflect ght process uences on th tive paradig s, in which he world und gm is based the human der construc on the con 's perceptio ction. Thus structionist ons on worl , within this view of hu ld outside h s view, the d uman percep have very i designer is a co omprehensiv ve analysis of the de esign proce ess, and th hen we sel lect the ap propriate ption and an active facto ors. important parad digm to dev velop the p process mod del accordi ing to the r results of a analysis of the three
	situa ation/contex xt, designers s actively co onstruct a v view of the	design prob blem and th he design
	situa ation based o on their exp perience. Ho owever, wit thin the ratio onal problem em-solving p paradigm, 3.4.1 1 Design-fo ocused mod del nversation desig recom gners are mmended a considered d as an i information n processo or, and sim mply perf form the Design-foc cused mode el supports the design of better p products by y the applic cation of actions. mode els and me ethods in t he design process. T he history of design is one of constant
	gintion egan to be ta methods be models and m unique prob problem: u lem exploration Design ution. The e 3.3.2 2.3 evolu of design m aken seriou sly in the
	nique ensions of d esign que. Differe entially uniq blem is esse design prob g paradigm Schön argu probl consi atten desig of de lem-solving idered as h ntion to the gners as giv esigners in ues that the handling pr e "problem ven. The for the current m that emp oblems wh setting". I rmulation of situation. A phasizes th hich are "gi In practice, f the design And there i hat the "p iven', the r problems n problem is s no prior t problem-sol reflective p do not pre s determine to determin ent from the lving" is g paradigm pa esent thems ed by the kn ne that whic work k of Bauhau us in the ear rly 20 th cen ntury. The n new design a approach pr roposed by Bauhaus e rational radic cally chang es the attit ude to desi ign, specifi ically indus strial design n. After th at, many generally acade emics and d practition ners propo ose differen nt models to descri ibe behavi iors and ays more chara acteristics o of design, or r prescribe p process mo odels or met thods to gui ide design a activities. selves to ch design persp pective. nowledge The next sectio on will re view some e well-know wn models of design n from a h historical
	solut tion or analy ysis approac ch is the bes st. 3.4.1 Traditio 1.1 onal stage-b based mode el	flective con nversation	with the
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	eling of design n		Qia	ng ZHANG (201 14), Ph.D thesis
		Over the la ast decades s, companie es have acti ively sough ht to adopt	a methodo logy that
	ackn nowledges o other comp peting facto ors within	business. I In practice, , even the	simplest
	desig gn process	is highly c omplex soc cio-technica al process ( (Wynn and	Clarkson,	2005). It
	requi ires that the e design mo odel should	take wider	design and	business ac ctivities into o account,
	such	as the mark ket and the	human reso ource manag gement.
		Based on t these consid derations ab bove, Pugh h (1990) foc cuses on a	concept cal lled total
	desig gn in which h it incorpo rates everyt thing from	the early id dentification n of the ma arket and
	user	needs to th he selling o of a produc	t that meet ts that need d, and propo oses a 'des ign core'
	mode el which co onsists of ac ctivities that t are impera ative for any y design act tivity. Simil larly, this
	point t is highligh hted by Ulri ich and Epp pinge (1995 5), who desc cribe a com mplex produ uct design
	(pass senger aircr raft) that or rganized by y tens of th housands of f persons, a and develo p related
	struc ctured proce ess model.	
	3.4.1 1.2	Design	model of to oday
		It would	appear, du ue to the	frequent r reference a and use, t that the tr raditional
	repre esentations	are effectiv ve for educ cation and	managemen nt. The kin nd of repre sentation
	follo	ws a gener ral systemat tic procedu ure of firstly y analyzing g and under rstanding th he design
	probl lem as muc ch as possib ble, then div viding the p problem into o a series o of sub-probl ems, and
	find	the approp	riate solutio ons for thes se sub-prob blems, final lly combini ing all sub-solutions
	into	a whole so olution. Ho owever, the e procedure e is criticize ed because e it is base d on the
	probl lem-oriente ed rather so olution-orien nted (Cross s, 2001). In n practice,	designers	prefer to
	consi ider design	problems a and solution ns simultan neously. Mo reover, the	level of co omplexity
	that	occurs wi ithin the d design pro ocess is ac ccentuated	by factors s such tec chnology,
	susta ainability, so ocial respon nsibility (D Design Coun ncil, 2007).	It means th hat there m may never
	be an n ideal met thodology p process, an nd requires	the design	process to o meet the	changing
	envir ronment.		
		An exampl le of these	is Cross's	models as	shown in F Figure 3.7	(Cross, 200 01). This
	mode el attempts	to capture t the nature o of the design n process, in n which pro oblems and	solutions
	are d developed to ogether, or	co-evolve ( (Dorst and	Cross, 200 1). Althoug gh it exists	a logical
	relati ionship fro om the prob blem to th he solution,	this mode el represent nts the sym mmetrical,
	comm munication	between pr roblem and	solution, su ub-problem	and sub-sol lution.
		Another w well-known	model is	the Funct tion-Behavi ior-Structure re (FBS) m model of
	desig gning propo osed by Ger ro (1990). T The FBS mo odel is cons sidered as a a theoretical l base for
	unde erstanding d design, and a as a concep ptual basis fo for compute rized tools i intended fo or support
	desig gner. Accor rding the FB BS model,	design con sists of eig ht elementa ary steps, w which are
	defin ned in term s of the key y concepts	of function n, behavior	and structu ure (see Fig gure 3.8).
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Table 4 .1

 4 Definitions of innovation Innovation includes the setting up of a new production function. This covers the case of a new commodity and those of a new form of organization, of the opening up of new markets and so on.

	Authors	Definition
	(Schumpeter, 1934)	

Table 4 .2 W

 4 

					Qiang Z ZHANG (2014),	Ph.D thesis
	ovation are e things that t an organiz zation offer rs, while the e process
	hich these th hings are cr reated and d delivered.
	Word frequen ncy count ba ased on disc ciplines and	attributes
	Disciplin nes			T Type
	ement			Product t, Process, Se ervice, Progra am
	my			Produc t, Process, Se ervice, Techn nical
	tion / Entrepr reneurship		Produc t, Service, Te echnical
	ology/Science e/Engineering g	Produc t, Process, Se ervice, Techn nical
	edge			Produc t, Process, Se ervice, Techn nical
	ting			Produc t, Process, Se ervice
	zation			Produc t, Process, Se ervice
	tiveness			
	83) provide es a check li ist for the d degree of pr roduct innov vation, base ed on six
	uding style	change, p product lin ne extension n, product	improvem ent, new
	p business	and major	innovation. . Olson et a al.(2006) su uggest four	levels of
	w-to-the-wo orld produc ct (product ts that are	new to b both, the	company
	m and the m marketplace		using them m), line exte nsion (prod ducts that ne ew to the
	t not to the	company), , me-too-pro oduct (thos e that are n new to the	company
	marketplace e), and pro oduct modif fication (exi isting produ ucts that ha ave been
	d); Tidd (19 997) make s some observ vations rega arding the d degree of inn novation.
	ls of innov vation he i identified a are (i) incr remental, (i ii) radical	and (iii)
	d Calantone e (2003) arg gue that thi s abundanc e of typolo ogies has re esulted in
	name is us sed for des	cribing diff fferent type s of innova ation and t the same
	lassified in nto different nt typologie es. Then th ey propose e an operat ionalized
	ms of macro o versus mic cro and mar rketing vers sus technolo ogical persp pective in
	re the degre ee of innova ativeness (s see Figure 4 4.3). The m macro-level	concerns
	teristics of p product inn novation to	the market, , industry a and world, w while the
	uses on the	innovativen ness of prod ducts in a p oint of view w of the firm ms. Since
	two forces ( (marketing a and technol logy) from w which disco ontinuities o originate,
	and technol ogical persp pectives m ainly consi der the new wness to th he market
	y. Based on n this typol logy, Garci ia and Cala antone iden ntify three	types of
	ollowing.			

Table 4 .3

 4 The sources and explanatory variables of innovation

	Sources of innovation	Explanatory variables
	(OECD, 1997)	(Padmore et al., 1998)	(Becheikh et al., 2005)
			• Firms' general characteristics
			• Firms' global strategies
			• Firms' structure
	Internal factors	In-house	• Control activities • Firms' culture
			• Management team
			• Functional assets and strategies
		Peers	
	External/commercial factors	Suppliers	• Firm's industry related variables
		Customers	
	Education /research		
	establishments Generally available	Public sector	• Knowledge/technology acquisition • Government and public policies
	information		
	Other external		• Surrounding culture • Firm's regional variables

Table 4 .

 4 4 A comparison of stages of innovation process models
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Task Clar Conceptual D ure 5.6 The

  Different stages have different focuses and objects. In Chapter 2, we have analyzed six types (i.e. exploration, convergence, refinement, negotiation, repetition and rework) of iterations proposed by

	nalysis and re epresentation n of innovativ ve design nalysis and re epresentation n of innovativ ve design nalysis and re epresentation n of innovativ ve design	Qiang Z ZHANG (2014), Qiang Z ZHANG (2014), Qiang Z ZHANG (2014),	Ph.D thesis Ph.D thesis Ph.D thesis
	wide ely consider red as an ill l-defined pr roblem. We 5.3.2 2 Innova ative design n process matte er if a certai in requirem ment already y exists or no identify th he ambiguity y, the comp plexity of ot.
	probl probl new discu lem structu lem". Innov characteris uss the emer ure and th vative desig stics that fu rgent charac e situated gn not only urther exac cteristics of y incorpora problem i cerbate the f innovative in order to ates these c "ill-defined o characteri haracteristic d" problem ize "the il cs, but also m. Here, we ll-defined According to the defin nition of inn novative de esign propos sed in Secti ion 5.2.3, in nnovative More recen ntly, some a authors hav ve emphasiz zed on the i importance of industri al design o emerge desig gn is a proc cess, which proceeds fr rom the exp ploration of innovative opportuniti ies to the for i innovation. This conc cerns a new w type of f innovation n, namely the 'desig gn-driven' e mainly descr ription of a a product th at is to be m made. With h this, innov vative desig gn is still co onsidered innov vation, whi ich begins with the c omprehensi ion of subt tle and uns spoken dyn namics in e design. as be eing a desig gn process, b but the boun undaries of d design activ vities have b been extend ded to the socio ocultural m models and radical cha anges in th he emotion al and sym mbolic cont tent of a
	5.3.1 1.1 whol le product l Expans sive design p problem life cycle, e emphasizing g the explo oration of in nnovative o opportunitie s. In this produ uct (Dell'Er ra and Verg ganti, 2009; Verganti, 2 2008, 2011) ). The desig gn-driven in nnovation
	produ With regar uct improve rd to routin ement using ne design w g existing t with stable technologies e product i s and desig dentities, it n language t typically e, and target persp pective, we e will analy yze the stag ges of the innovative design pro ocess and i iterations resul lts in radica l new desig gn meaning and languag ge (Vergant ti, 2011). involves ts toward betw ween these st tages in this s section. In brief, th he market d demand, the technology y source an d the design gn-driven co onstituted
	exist ting market t. Technolo ogy source 5.3.2 Stages 2.1 of the innov vative desig gn process and marke et need ca n be antici ipated, stud died and the t triggers for r expandin g product identity. T Thus, innov vative desig gn begins with the
	comm organ municated w nization (Re within comp eid and De panies. In th Brentani, 20 his case, inn stage es of design n process lie es in the exp ploration of f innovative e opportunit ties. How t o expand 004). novative op pportunities can be iden ntified in Based on t the analysis s above, the e difference e of innova ative design n from the common explo oration of p product iden ntity (see Fig gure 5.7).
	However, a as defined produ uct identity y becomes t in Section the starting g point of i 5.2.3, inno ovative desi gn tries to nnovative d design. Afte change the e product er this stag ge, it still Market need
	ident tities and to o break the e existing d design fram mework. In follo ws the com mmon stages s of design p process iden ntified in Se Hatchuel's ection 2.5.	view, the	dynamic
	produ unex expa innov uct identiti xpected exp ansive or no vative prop ies and the pansion of n-countable erties" (Hat e concepts, breakdown the initial tchuel, 200 wn of the d l concept" we could " 1). To some design fram (Hatchuel expand the e extent, inn mework are l, 2001). W concept by novative des the results When deali y adding unu sign is an e s of "the ing with expansive desig gn, as shown n in Figure 5.6. usual and explo Hence, inn oration stag novative de ge, task cl sign is an arification, innovative conceptua opportunity l design, e y-driven pr embodiment rocess, and t design an includes nd detail Desi ign-Driven Opport Expa rtunities Identifica ansive Product Id ation for dentity Innovative e Design
	proce ess of initia al concepts.	Innovative T design prob blem is exp ansive, but Technology sour ce	not stable.
	5.3.1 1.2 Exploration Non-def efinitive des ign problem n Stage rification m Fig gure 5.7 Trig ggers of exp panding prod duct identity y
	Dorst and C Cross obser rve that inno ovative desi ign seems to o be a matte er of develo oping and The next st tage is the t task clarific cation. The main missio ons of this t task clarific cation are
	refin analy ning the form ysis, synthe mulation of esis and ev f design prob valuation pr blems and d rocesses be design solut tween prob tions, with blem space Design Embodi Desig iment to co ollect inform mation abou ut the initial l confrontat ion of the d design probl constant ite and soluti eration of on space Detail De esign lem, and to define it gn expli icitly. These e activities r result in a " "goal space" " of the des ign process s in the form m of a list
	(Dor desig rst and Cros gn problem ss, 2001). Th m and desig his descript gn solution, tion of inno , leads to p vative desig presuppose gn, as being that the " g the co-evo "design pro olution of oblem" is Figu stages of in nnovative de esign proces ss of re quirements .
	unkn innov innov appro nown at ever Actually, th vative desi vative prop opriate way ry special p his observat ign, design perties. So, y. Moreover point in desi tion is in ac ners always it is diffi r, designers ign process. ccordance w s expand d cult to ide perceive an . with the exp design conc entify and d nd interpret pansive desi cepts by a define desi the design ign problem adding unu ign problem problem, d m. Within sual and ms in an epending expa stage other this p As discuss and product e, designers r words, wh ed before, identities b s and mana hich inform innovative becomes th agers firstly mation can b design is a he starting p y should kn be initiated an expansiv point of inn now how to to trigger i ve design pr novative de o expand pr innovative o roblem, and esign. Henc roduct iden opportunitie When thes e are under rstood and validated, t they are pla aced under project con ntrol, and d how to thus, , system con ncepts and system spe ecifications are develop ped through h conceptua al design, e, in this embo odiment des sign and det tail design. In these sta ages, these i innovative s solutions ar re created ntities. In by na arrowing do own the set t of possibil lities. Techn nical and ec conomic con nstraints ar e used to es within guide e the reduci ing these po ossibilities. Because th e number o f possibiliti ies is large, there are process? also evaluations s and decisi ons which a are used to guide the p process and select a sat tisfactory
	on in ndividual a as well as g group prere equisites an nd characte ristics of th he current Traditional lly, there ar e two main n innovation n impulses for the inno ovative opp situation portunity: solut tion.
	(Dor add d rst and Cros depend on d ss, 2001). H designers. It Hence, wha t results in t at innovativ the difficult ve propertie ty to clarify s should be a definitive e added and e design pro d how to oblem. mark mark ket demand ket demand d and techno d start by ology sourc analyzing ce (Burkart the custom t and Sayle mer needs, s, 2004; Ro and subs othwell, 19 sequently l 994). The ooks for 5.3.2 Iteratio 2.2 on
	techn nologies and d design lan nguages to s satisfy them m. It requires s a permane ent search in n market, Obviously, these stage es distinguis shed above are not per rformed in a sequentia al manner
	espec cially in a all areas o f customer r dissatisfa action. The as de epicted, wi ithin which h there exis st lots of i iterations a and feedbac technolog gy source d describes cks. Iteratio on is the
	scien ntific and te funda amental cha chnological l advances t that push a aracteristic of innovativ ve design pr new idea in nto a design n process. It t does not rocess just a as in routine e design.

Table 5 .1

 5 The Profile of iterations of innovative design

	Iteration Type	Exploration Stage	Task Clarification	Concept Design	Embodiment Design	Detail Design
	Exploration					

Table 5 .2

 5 Definitions of the key concepts onVermaas and Dorst's view 

	Purpose(P)

Table 5 .4

 5 Relevant definitions and reasons of the external world

	Concept	Definition	Why should it consider these concepts?

Table 6 .1

 6 Brief description of five automobile design projects

	Item	Description

Table 6 .3 F

 6 More and more companies opt for a modular product architecture to reduce costs, enhance the response to customer requirements e.g., MQB(Modular Quer Baukasten)of Volkswagen, EMP2 (Efficient Modular Platform 2)of PSA Peugeot Citroën. In our company, all types of vehicle follow the basic modular product architecture."
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Table 6 .4

 6 Proportion of designers with generation experience in Projects 2-5

	Project 2 Project 3 Project 4 Project 5

Table 7 .1

 7 Appropriateness of using paradigms for research goals, objects and subjects in this dissertation

  When completing detail design, it needs to integrate all subsystem designs or component designs into the whole product

	ocess modelin ng of innovat ive design fo	nt support	Qiang Z ZHANG (2014),	Ph.D thesis
	desig gn accordin ng to the int tegration pla an. The sta ge of verifi ication is pl lanned to m make sure
	that a all system r requirement ts have bee en met. At t the end of t the design p process, the e stage of
	valid dation check ks whether t the whole d design can s atisfy stake holders' req quirements	or not.
	7.2.2 2.2	Constru ucting the fl flexibility of f innovative	design
		In the prev vious section n we constr ruct the basi ic process f framework o of innovativ ve design
	in th he project-le evel shown	in Figure	7.1. In fact t, the proce ess framewo ork is still	a logical
	deve	lopment of f innovative e design. A A design p rocess proc ceeds throu ugh the Ve e model.
	How wever, most		designers d do not follow w these sep arate steps	in the opera ation-level,	and very
	few o of them can n draw strai ghtforward	steps in an ny given pro ocess. More eover, design ners play
	a vita al role in th he developm ment of inno ovation. De signers app ply their skil lls, perspec tives and
	doma ain knowle edge to inn novation pr rocess base d on their	creativity,	thinking s style and
	perso onality (Van n de Ven et	al., 2000).T Therefore, i in order to e encourage i innovation,	it should
	const truct flexibi ility in the o operation-le evel.
		In Section		5.4, we pr ropose the	circular ve ersion of de escriptive m model of in nnovative
	desig gn (see Figu ure 5.17) wi ith three lay yers, within n which thes se nine elem mentary pro cesses of
	the b basic framew work are ex xecuted in th he circular s style. Desig gners are co onsidered as s the core
	elem ment of the t term "heart t" to drive	the implem ment of thes se elementa ary processe es. In the
	outer r layer, the		environme ent contains s the influe nce factors . Through t the circular r form, a
	serie es of flexibl le practices , such as th he iteration	and the pa arallel execu ution, are in ntegrated
	into	this model l. Although h this mod del in Secti ion 5.4 aim ms to descr ribe the pr rocess of
	innov vative desi	gn, the cir cular form	provides a a way to i ntegrate th he flexible	practices
	intro	duced in Se ection 6.3.2 .
		Therefore,		inspired by y this descr riptive mod del of innov vative design gn, we conc clude that
	the f flexible ope eration-leve l process m model likew wise should	be adapted d as a circu ular style.
	This	circular m model with	three layer	s provides	an initial s setting, in w which we	construct
	flexib bility of inn novative des sign. Figure e 7.2 shows	the circular r process m model.
		Mapped on nto in the m middle layer r are the bas sic design a activities of f the first fo our stages
	of in nnovative de esign (explo oration stag ge, task clar rification, co oncept desig gn and syst tem-level
	desig gn, as desc cribed in S Section 7.2 2.2.1). The ese stages	correspond d with the	problem
	defin nition of Fig gure 7.1, an nd accords w with the ge eneration sta age of the c creative pro ocess that
	resul lts in the ge eneration o f new func ction, new b behavior or r new struct ture (Howa ard et al.,
	2008 8). Howeve	r, the desig gn activitie	s of other	design stag ges, such a as detail de esign, are
	perfo ormed in ac ccordance w with design s specificatio ons that spec cified by the he first four	stages of
	innov vative desig gn. Thus the e flexible p process mod del is develo oped in the	first four st tages. As
	can b be seen in F Figure 7.2, e each stage i	s decompos sed into a se eries of acti ivities. For	example,

Design situation Time(i)

  

	ocess modelin ng of innovat ive design fo	nt support	Qiang Z ZHANG (2014),	Ph.D thesis
	7.3.2 2.1	Model l framework k
	We perform m the evolu ution of inno ovative desi ign through h a series of f state-trans itions, as
	show wn in Figur re 7.5. In th his model,	design act ivities corr espond to a agents of t the CAS;
	desig gn situation s correspon nd to deliver rables that c connect des sign activitie es. Accordi ing to the
	curre ent design s situation, de ecisions nee ed to be m ade for sele ecting a des sign activit ty from a
	desig gn space ba	sed on the a activity valu ue at time ( (i). The acti vity value i is determine ed by the
	state	of the des sign situatio on and the	design act tivity itself f. The desig gn activity	with the
	highe est value of f activity va alue, such a as the desig gn activity 2 2 in Figure e 7.5, is cho osen. The
	activ vity value				thus is th he basis of f self-organ nization an nd the eme ergence of f process
	archi itecture. Aft fter perform ming the desi ign activity y chosen, the e design sit tuation is ch hanged at
	time	(i+1). De	sign situati ions and de esign activ ities also e evolve over r the cours se of the
	innov vative desig gn. Eventua ally, the pro ocess archit tecture emer rges from t the series o f activity
	selec ctions. Ther refore, in ord der to const truct the ada aptive proce ess model, i it is the nec cessary to
	the m modeling of f the design n situation,	design act tivity and a activity valu ue. We will l develop
	these e model elem ments in the e following	sections.
							High	Activity va value
							D Design Activity1	V 2
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							D Design Activity N
							Ti ime(i+1)
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			Figu	re 7.5 The m model frame ework of act ivity-network k adaptive p process mod del
	7.3.2 2.2	Desig gn Situation
	Some resea archers have e modeled t the design p process thro ough state-tr ransition m odel. For
	exam mple, the " "Signposting g" model	considers t the confide ence level	(i.e. the e extent of
	satisf fying desig gn specifica ations) of pr roduct para ameters as t the variety	of states ( (Clarkson
	and H Hamilton, 2 2000), while e the APDP P model enc compasses c cost, schedu ule, quality	(Lévárdy
	and B Browning,				2009). How wever, these e definition ns of state a are either m more detaile ed or not
	comp plete for inn novative de sign. In ord der to constr ruct a comp prehensive r representati on of the
	"desi ign situatio on", we ado opt the defi inition of th he design s situation int ntroduced in n Section
	5.4.3 3 (see Figu	re 5.15). w which is de	fined as th he combinat tion of the	state of th he varied

  activities, and delivering adequate output on time, cost and technology performance. So the main control-related targets are technical performance, product unit-cost and time-to-market
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	innov stake desig whic of de adds 7.3.2 carrie activ the A unce requi (201 descr pape Prop activ vative solu eholders wil The state of gner before ch will not h esign activit them to the Design 2.3 A design ac ed out by vity-based m APDP (Lév rtainty to t ires and the 1) specified riptions to s r we summ erties of de vity variable tion by com ll bring abo of design pr reaching th have the eff ties. Design e already ac Activity ctivity is a t designers, models such várdy and the design a e product by d the design study the im marize the esign activi e; (iv) activi mmunicatin ut a change rocess is def he current de fect on the ner gains ex ccumulated transformat causing the h as the Sig Browning, activity. Th y describing n activity as mpact of evo aforementi ity are (i) ity value. T ng with the e in the prod fined as a s esign state. desired goa xperience fr knowledge tion aimed a e change of gnposting m 2009) mo hese models g different a a function olving uncer ioned repre resource co The first thre e designer. duct being d eries of des It is useful al and those rom these c . at reaching t f elements model (Clar odel, associ s qualify th spects of its of uncertain rtainty leve esentations onstraint; (i ee are detai Some new designed, ev sign activiti to know th e likely to im ompleted d the design g to the desi kson and H ate aspects he informati s maturity. R nty levels a ls on the de to depict ii) informat led below, a w requireme ven a redefin ies performe hose design improve the design activ goal at that ign situatio Hamilton, 2 s of produc ion that the Recently, W associated w esign proces the design tion constra and the last ents from nition. ed by the activities e efficacy ities, and desig activ Brow and/o (perf Gries degre Activity va gn activity vity may ha wning et al. or ambiguit formance, r s and Geric ee for subse As discuss alue is a dy in the adap ave differen (2002) def ty; Chase ( isk, schedu cke (2009) d equent activ ed before, t ynamic mea ptive model nt design pe fine the valu 2000) prop ule, cost, for define the v asurable var l. Within di erformances ue as the u poses a met rm, fit, fun value in term riable that s ifferent desi s, that is to useful inform tric consisti nction and t ms of know erves as ba ign situation o say, differ mation that ing of eight timelines ) wledge gener asis for choo ns, the sam rent activity reduces un t types of a to define th eration and i contr ribute to the e achieveme ent of the cu urrent desig gn targets. In n the latter c case, these activities follo ws we desc cribe the bas sic evaluatio on steps of expert evalu uation. osing the me design incre persp ease the pr pectives, in robability o addition to of satisfying the informa g design ta ation conten argets in se nt, such as, everal areas test activity s and from m several Step 1: Est tablishing t the design sp space at tim me (i) y. y values.. The design n space inc cludes a se eries of pot tential desig gn activitie es that desi igners or ncertainty proje ect planners s can anticip pate based o on the curren nt design si tuation. Lév várdy and B Browning attributes Probability ach design targ hieving gets (2009 9) proposed d a method d for develo oping the su uperset of a activities in ncluding all possible he value; activ vity modes based on th he work br reakdown st tructure. A s innovativ ve design in nvolves a influence large e amount of f foreseen a and unfores seen uncert tainties (De e Meyer et al., 2002), it seems vities. the innovat tive design process is described in n terms of mapping Design t  p  impo ossible to li ist all desig gn activities s. The desig gn space sh ould theref fore be kept t open to n A enab le designers s to add acti ivities when n they find n new ones. moment, betw ween design situations t through a se eries of des ign activitie es. Design t targets for a a product on. Many are r represented in terms of f product de escription. The design activity is intended to Step 2: Con nstructing t the set of ta argets for ea ach potenti al design ac ctivity o achieve 000) and the s et of specif fied targets b by mapping g the initial design situa ation to the expected on ne. Thus, 1 t 0 t 2 t f t Time As a basis for evaluati ion, it shou uld first defi ine targets a and specify target valu ue ranges. ct-related e activity Wynn et.al with input ss. In this activity. aint; (iii) t one will the s of ac At th proje infor reach election of According chieving de he start of an ect uncertai rmation pro hes a peak a design act to the analy sign targets n innovative nty, designe oduced by a at the end tivity determ ysis above, s increases o e design pro ers' probab a series of d of the de mines the p as for a suc over time d ocess (t 0 ), d ility of reac design acti esign (t f ). In robability o ccessful inno during the d due to the un ching the ta ivities beco n other wo of achieving ovative pro design proce navailability argets is at omes availab rds by pro g these targe oduct, the pr ess (see Fig y of informa its lowest. able, this pr oducing and ets. Figure 7.7 The profile of the proba ability of ach hieving desig Since e design ta argets vary with the st tage of the e innovative e design pr rocess, thes se targets gn targets shou uld be selec cted accordi ing to the current des sign situatio on. On the one hand, we thus robability defin ne a set of design targ gets in term ms of innova ation and c ontrol. Gen nerally, thes se targets gure 7.7). ation and Probability design Desig y achieving Desi ign A allow w designers to evaluate e the balanc ce between innovation n and contro ol at a give en step in targets gn B the d design proc cess. On the e other, the e whole pro ocess of inn novative de esign can b e broken As more down n into nine elementary y processes s. It will be e helpful to assess the distance se eparating robability d making these e targets fro m the proce ess achievem ment. More e details will l be given in n Section 7 .3.3.2.
	be di iscussed in infor rmation ava Section 7.3 .2.4. ailable, the design activ vity can inc crease the p probability Step 3: Eva aluating the e activity va alue of each h potential design activ of achievin ng design vity
	requi resou tend Resource c irement of urce units an to be inter constraint a each design nd informat rdependent, and informa n activity. E tion which t each one ation constr Each const the activity requires in raint dictate raint indica requires to formation f e the resour ates the num operate. Sin from other rce and inf mber and v nce design design acti formation variety of activities ivities. A targe produ is de proba ets. As show uced by the efined as ability of su wn in Figu e design act the inform uccessfully ure 7.7, dur tivity causes mation prod achieving d ring a desi s a probabil duced by t design targe ign activity lity increase the design y (interval  e ( p  ). Thu activity w t  ), the inf us, the activ which incre Design C C formation When desi ign targets and their value rang es for each h potential design act tivity are vity value eases the defin ned in Step 2, we spec cify the acti ivity value as a logari thmic funct tion of thes se design Time targe ets and the g goal for eac h one. We c combine the ese to arrive e at a numer rical value r related to ets. Fig ure 7.8 Alte ernative prof files of the p probability of f achieving d design targe ets the in nformation created by the activity y at time (i) ). The pract tical evalua ation metho d will be
	The innovativeness of innovative design until there is arried out un cannot be ca gn activity c desig if th cann matte distri to ge (opti one-t e amount o not be perfor Activity var ers here is ibution is em et these va imistic, mos time execut of resource rmed. riable repre s the cost mployed to alues in re st likely an tion. . s in the cu esents the at and duratio depict the c eal time. F nd pessimist urrent situa ttributes nee on of a de cost and du For each de tic) for the s sufficient i ation is not eded to carr esign activi uration of de esign activ expected v information sufficient, ry out the d ity. The tri esign activit ity, three e value of dur n available. the design design activi iangular pr ty since it is estimates a urations and Likewise, Figure 7.7 depicts th he ideal inn novative de esign proces ss where p probability increases 7.3.3 3 Expert e evaluation to adapt th discu ussed in Sec ction 7.3.3.3 3. he model n activity mono proba 7.8 d otonically o ability betw depicts som over time. ween time (t e alternativ However, i t i ) and time e probabilit in practice over the co nds on the c ourse of de current desi esign, the c ign situation change in n. Figure This sectio on presents an expert evaluation to elaborat te the adap ptive design n process Step 4: Sel lecting the m most approp priate desig gn activity e (t i+1 ) depen ty profiles. In designs B and C, th he overall c omposite prese ented in Fig gure 7.5, and d makes it e evolve along g the projec ct progress w with the obj jective to The evalua ation result of Step 3 a allows us to o select the e most adeq quate design n activity ity. What proba ability incr reases more e steadily, b but the cha nge in prob bability ma ay decrease at some balan nce innovat ion and con ntrol. Sectio on 7.3.3.1 in ntroduces th he basic step ps of the ev valuation. with the highest t value in ter rms of num merical value e. robability s difficult interv activ vals. At the vity value, b ese points, but are revis some activ ing (downw vities may c ward) the pr create infor robability ad rmation tha dded by pre at will revea evious activi Secti ion 7.3.3.2 constructs design targ gets of inno ovative desi gn as the b basic eleme ent of the al a high ities (q.v., evalu uation, and Section 7.3 .3.3 specifie es the evalu uate method 7.3.3 Constru 3.2 ucting desig gn targets ds. are given d costs of the upwa creat activ downward-ard-sloped p ted by these vities that ar -sloped por portion of D e activities re used to ex rtion of D Design B in is useful fo xplore sever Design B in n Figure 7. or meeting d ral new pro n Figure 7 8).In the fo design targe duct concep 7.8), or vic ormer case, ets. For exa pts may invo ce versa ( not all inf ample, the n volve a risk o (q.v., the 7.3.3 Evalua 3.1 (1) Definin ng design ta argets tion Steps formation At given s steps in the e design (de ecision nod des), the ob bjective is t to determin ne in the We define design targ ets for inno ovative desi ign in terms s of control and innova ation (for necessary of failure. curre ent design situation, t the activity y which sho ould then b be perform med among a set of more e details see e Table 7.2.) ). In terms o of control, e emphasis is placed on e ensuring acc curacy of
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Table 7 .2

 7 Design targets of innovative design

	Dimension	Description	Design targets
		Design targets regarding a product's technical attributes	
		and compliance with its technological requirements, assessing whether product design is technologically	 Technical performance
		feasible and performs as expected.	
	Control	accordance with the financial resource available. Design targets regarding a product unit-cost and project cost, assessing whether a product is designed in	 Unit-cost
		Design targets regarding project duration, assessing whether a product is designed within the allotted time.	 Duration
		Design targets regarding product functionality, assessing whether product design meets customer requirements.	 Function
	Innovation	Design targets regarding product's innovativeness for customers in terms of function, behavior and structure, assessing whether product design meets innovation requirements.	 Innovation (function, behavior, structure)

Table 7 .3

 7 The corresponding relationship between design stages and design targets

						Design targets
	The nine elementary process of innovative design	Innovation Function Technical performance	Unit cost	Duration
	Process0 R→F		Transformation of customer requirements these requirements into functions expected to contribute to	function  new			
	Process1 F→B e	functions Transformation of these functions into behaviors that are expected to enable the	behavior  new				
	Process2 B e →S	Transformation of the expected behaviors to exhibit the desired behaviors. into a solution structure that is intended	structure  new				
	Process3 S→B s	Derivation of the 'actual' behaviors from the synthesized structures				
	Process4 B s ↔B e	Comparison the behavior derived from structure with the expected behavior				
	Process5 S→D Production of the design description				
	Process6 S→S ' Choice of a new structure	structure  new				
	Process7 S→B e	' Choice of new expected behavior	behavior  new				
	Process8 S→F ' Choice of new functions	function  new				
							structure

R: requirement; F: function; S: structure; B: behavior; B e : expected behaviors; B s : behavior derived from

Table 8 .3

 8 The comparison of process stages

	Stage	Exploration stage	Task clarification	Conceptual design	System-level design	Detail design	Integration Verification Validation
	Case	P0	P1	P2, P3	P4	P5	P4,P6	P2	P1

Table 8 .4

 8 The comparison of design activity

		Item	Activity definitions	Flow interaction Data interaction
			①	②	①	②	①	②
		Opportunity identification	5	9	29	22	1	1
	Exploration	Opportunity analysis	12	12	19	23	5	2
	stage	Idea genesis	16	15	16	12	4	4
		Idea generation	14	14	23	16	2	2
	Task clarification	Needs identification Requirement definition	6 5	6 5	32 7	32 5	2 1	2 1
	Conceptual	Concept exploration	23	23	32	30	9	6

  Other control peformances vary according

	rification and d reflection	Qiang Z ZHANG (2014),	Ph.D thesis
	to th	e characteri istics of eac ch design st tage. For ex xample, the	informatio on value of	technical
	perfo ormance re	aches a pe eak during	middle sta ages. this p points to th he fact tha at design
	activ vities at this s stage con ntribute to	an increase e in technic cal perform mance. Thes se results
	demo onstrate tha at the eval luation met thod of inn novation p erformance e and other r control
	perfo ormances pr roposed in S Section 7.3. .3 can be ap pplied to inn novative des sign.
		Figure 8.7 7 Informatio n value prof file increasin ng the proba ability of sati isfying each	design
				targ get in this sim mulation
		Manageria al insights 4 4: Accordin ng to the sim mulation re sult 2, inno ovation perf formance
	and o other contr	ol performa ances can l lead to an o optimal bal ance at diff fferent stage es in this
	proje ect. This em mpirical resu ult contrast	s with som e previous	studies (Se ethi and Iqb bal, 2008;
	Salom mo et al., 2 2007) in wh hich it seem ms that con ntrol practic ces hampere ed the iden ntification
	and e exploration	of innovat ive opportu unities. In o our option, t the conflict ting conclus sion may
	stem m from the		lack of di istinction b between dif fferent stag ges of inno ovative des sign. For
	exam mple, innova ative design n involves t the definitio on of produ uct identity	and the for rmulation
	of de esign proble em. The fir st one emph hasizes the	expansion	and change e in produc t identity
	to id dentify innov vative oppo ortunities, th hereby gene erating the	product con ncept; the l latter one
	tries	to explore	and formu ulate the de esign probl em based o on the prev viously wel ll-defined
	produ uct identitie es. Since di ifferent desi ign stages h have distinc ct targets, co ompanies sh hould set
	desig gn targets b ased on the e current de esign situati on to achie ve the balan nce needed	between
	contr rol and inno ovation.
		Additionall ly, the infor rmation giv ven in Figur re 8.7 can h help manag gers decide	where to
	inves st in encour raging inno vation (the	area with h higher infor rmation valu lue correspo onding to
	the i innovation		performanc ce) and emp phasizing c control (the e area with	higher inf formation
	value e correspon nding to the e control pe erformance ), thereby a achieving th he balance	between
	innov vation and c control in th his process.

  .1.

	nclusion				Qiang ZH HANG (2014), P h.D thesis
		The five ar rea are desig gn problem ms (what kin nds of proble em that com mpany and d designers
	shou uld solve), i innovative d design proc cess (how d design prob lems are or r should be e solved),
	desig gners (how		designers		solve desig gn problem ms), organiz zational env vironment ( (how the
	organ nizational f factors influ uence the p performance e of innova ative design n) and desi gn result
	(how w the result o of innovativ ve design in nfluence firm m performa nce).
				Figure 9.1 1 The emerg ging areas o of research in n innovative e design
		(1) Innov	ative design n problem
		In this dis	sertation, w we still foll low the his storical pos sition emph hasizing eng gineering
	desig gn (focused d primarily o on product	"function") ). More rec ently, howe ever, researc ch across
	field	s has paid	increasing	attention to o properties	of product t form. The ese studies p point out
	that t the product t form is m more than sim mply conse equential ex xpression of f a function n (Ravasi
	and S Stigliani, 20 012), and pr rovide intere esting quest tions for inn novative de	sign proble m.
		Several au uthors have		focused on n the impor rtance of in ndustrial de esign for in nnovation
	mana agement, an nd propose ed the appli ication of	established	theories o of innovatio on to the
	study y of chang ge in the fo ormal and	symbolic q qualities of f products.	The centre e of this
	persp pective is to o emphasize e product se emantics an nd the notio n of design n as a langua age. This
	helpe ed identify		a new type e of innova ation, "desig gn-driven' i innovation	(Verganti, 2 2008). In
	the c case of desi ign-driven i innovation,	what resou urces do de signers dra aw on? Whe ether can
	the e existing tec chnological	innovation n theories	explain thi is new type e? Whethe er do the
	proce edural proce ess model a and activity--based adap ptive model	proposed in n this thesis s work?
		Additionall ly, in the pa ast two deca ades, the ou utcome of d design has b been extend ding their
	remit t to intangib ble objects,		such as ser rvices, syste ems and env vironment ( (Ravasi and	Stigliani,
	2012 2). Compan nies not on nly produce e manufact ture goods , but have e tries to o offer the
	comb bination of f products		and servic ces as the	innovation n offering	in order t to attract
	custo omers (Sha ankar et al. , 2009). Th he shift fro om tangible e objects to o intangible e objects

Table 1 .

 1 Brief of three standards of systems engineering

	Standard	Name	Organization
	IEEE 1200	Standard for Application and Management of the Systems Engineering Process	Institute of Electrical and Electronics Engineers
	ISO 15288	Systems Engineering-System Life cycle process	Institute of Electrical and Electronics Engineers
	EIA 632	Processes for Engineering a System	Government Electronics and Information Technology Association
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			Qia Qia	ng ZHA ANG ANG
		M Modélisat tion de p processu us de Proces ss Mode nnovativ ve Design n
		con nception using Sy	innovan nte en ut ilisant Engineer ring
			l'Ingé énierie S Système
	Abstra act		
	Résum mé We e develop a	series of p process mod dels to com mprehensivel ly describe	and effecti ively manag ge
	No innovati us développ pons une s érie de mo ive design i in order to a achieve ade dèles de pr rocessus po our décrire e exhaustivem ment et gér rer equate balan nce between n innovation n and contr rol, followin ng
	efficacem ment la c conception the desi ign research h methodo logy (DRM innovante, , en suiva ant la mé éthodologie e de «desi ign researc ch M) from the e descriptio on to the p prescription n. Firstly, w we
	methodo ology » (DR RM : descrip ption-prescr ription). D'a abord, nous introduc ce a descrip ptive model of innovati ive design. This model l reflects the présentons s un modèle e descriptif d de e fundamen ntal process es
	la conce eption inno ovante. Ce of innov vative desig gn to be us seful in und modèle re eflète les p processus fo ondamentau ux qui son t utiles pou ur derstanding the pattern ns involved d in the pro ocess, locat es
	compren ndre les di iffferentes d dimensions innovati ion opportu unities in th he process a and support et étapes ts a systema impliqués atic perspec dans la co onception ctive whose innovante. e focus is th Il he
	permete systéma innovan contrôle innovan contrôle innovan flexibilit empiriqu et un m l'innovat des prati comme aussi de lo atique focali nte. Deuxièm e et la flex nte. Après av e et de flex nts auprès d té peuvent ue, nous dé odèle adapt tion et le co iques flexib un système ocalise les p isé sur fact mement, no xibilité peu voir identifi xibilité, un e d'une société coexister. éveloppons, tatif à base ontrôle par bles au nive e adaptatif c possibilités d teurs intern ous effectuo uvent être ié les pratiq exemple d'é é automobi En se bas pour la co e d'activité la structura eau opératio complexe. I d'innovation nes et extern ons une étu équilibrés ques de proj études de c le est analy sant sûr le onception in . Le premie ation des pro onal. Le sec Il propose a n dans ce pr nes qui infl ude empiri pour gérer ets qui trait cas sur la b ysé. Cet exe s résultats nnovante, un er propose ocessus au ond modèle ainsi une m rocessus, et uencent le que pour é r l'incertitu tent de ces i base de cin emple mont managéria n modèle p le cadre con niveau du p e considère méthode de c t soutien un succès de l étudier la f ude dans la incertitudes nq projets d ntre que le c aux issu de procédurale nceptuel po projet et par la concepti conception n point de vu la conceptio façon dont a conceptio en termes d de conceptio contrôle et e cette étud de processu our équilibr r l'intégratio ion innovan qui constru external l and intern nal factors a affecting the e success o f innovativ e design. S Secondly, w e perform a an ue empirica al study to i investigate how contro ol and flexib bility can be e balanced t to manage u uncertainty in on innovati ive design. A After identi ifying proje ect practices s that cope with these u uncertaintie es in terms of le control and flexibi ility, a case e-study sam mple based on five in nnovative d design proje ects from a an on automot tive compan ny is analyz zed and show ws that con ntrol and fle exibility can n coexist. Based on th he de manager rial insight s of the em mpirical stu udy, we de evelop the p procedural process m odel and th he on activity--based adap ptive mode el of innov vative desig gn. The for rmer one p provides th he conceptu ual la framewo ork to balan nce innovat tion and con ntrol by the e process st tructuration n at the proj ject-level an nd de the integ gration of f flexible pra actices at th he operation n-level. The e latter mod del conside rs innovativ ve us design a as a compl ex adaptive e system, a and thereby y proposes t the method d of proces s design th hat rer dynamic cally constr ructs the pro ocess archit tecture of i nnovative d design. Fina ally, the tw o models a are on uit projects . nte verified by support ting a numb ber of proce ess analysis and simula ation within n three innov vative desig gn
	progress sivement l'a architecture Ke ey words: in nnovative d esign, proce du process sus de la co onception i nnovante. E Enfin, les d deux modèl ess model, i innovation, design, sys stems engin eering	es
	sont vér rifiées en an nalysant un	certain nom mbre de pro ocessus et en n faisant de es simulatio ons au sein d de
	trois pro ojets de conc ception inno ovante.
	M Mots clés: co onception in nnovante, m modélisation n de process sus, innovat tion, concep ption,
	i ingénierie sy ystème
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VERIFICATION AND REFLECTION

8.1 Verification of procedural process model

Verification framework

As discussed in Section 7.2, the procedural process model is respectively developed in the project-level and the operation-level. In the project-level, the Vee-model provides the structured process framework for innovative design. In the operation-level, the circular model with three layers maps the flexible practices into process elements of innovative design. Hence, in order to verify this model, it should consider the effectiveness of this procedural process model in terms of the process structuration and the process flexibility. Starting from these statements, the verification should answer questions as follows:

(1) Is the process structuration of the procedural process model effective and appropriate for innovative design?

(2) Is the circular framework with three layers in the first four stages of the procedural process model effective and appropriate for innovative design?

Since the procedural process model is the conceptual framework of innovative design, it is difficult to apply it into the practice. Here, we compare a series of innovative design project that has been performed with the procedural process model to achieve the verification purpose (see Figure 8.1). The verification process is performed in two parts. The upper part of Figure 8.1 focuses on the verification of the process structuration of this model, while the down part mainly verifies the circular model. 

Annex 2. System engineering method

In the preceding section, the development of a successful system is divided into a series of phases or stages. Although many given problems of each stage are particular to the state of system definition, the system engineering activities employed are basically similar from one phase to the next. These system engineering activities are referred as the "systems engineering process" or "systems engineering method". The systems engineering method can be thought of as the systematic application of scientific methods to the development of a system. Three commercial standards (i.e. IEEE-1220, ISO-15288 and EIA-632) propose their particular systems engineering process.

(1) Figure 3 presents the IEEE-1220 process. This process includes the requirement analysis, the function analysis and the synthesis, as well as a verification or validation step in between. The main control activity concerns on the technical problem and information management.

(2) Figure 4 Presents the ISO-15288 process. This standard presents process for both the system life cycle and systems engineering activities. In this process, it consists of four processes (agreement process, enterprise process, project process and technical process), in which are further decomposed into 25 sub-processes.

(3) The EIA-632 standard presents a collection of 13 processes that are linked together in Figure 5. The 13 processes are classified into five sets: technical management, acquisition and supply, system design, product realization and technical evaluation. Processes within the technical management are continuously performed during the system life cycle, and the technical evaluation commences before a physical product is available. The middle three processes are carried out sequentially with feedback and iterations.