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General introduction

History of optoacoustics (OA) had started in the end of the 19th century from the works of Alexander Graham Bell. This domain of physics is studying the conversion by a medium of light energy (UV, visible and IR ranges) to mechanical energy (acoustic waves). The modern optoacoustics is applied in many different areas (for measuring the properties of materials, for non-destructive testing, for imaging in biology and medicine, etc).

There are plenty different impacts on the material (mechanical, electrical, thermal, etc.) which can create acoustic waves in it if the exposure time is sufficiently small (much less than the characteristic travel time of an acoustic wave in the medium). When the source of acoustic generation is light, we are talking about optoacoustics. The mechanisms of optical excitation of sound (thermoelastic mechanism, electrostriction mechanism, deformation potential mechanism, inverse piezoelectric effect, etc.) and parameters of acoustic field (amplitude, pulse width, pulse shape, directivity pattern, etc.) can be different. They depend on the material chosen for excitation of sound and the parameters of light source. Now the light source is usually a laser because it enables to work in a certain optical spectral range, to reach high electromagnetic energy density and to choose different optical pulse durations. The laser can also be used to detect the acoustic field since acoustic waves can change the optical properties of a material.

There are four main features of optoacoustics compared to other acoustic techniques:

1.

small size of acoustic sources and detectors (several micrometers);

2. contactless operation achievable from a significant distance if necessary (generation and detection of sound in the sample can be carried out remotely);

3. opportunity, by using fs lasers, to generate and detect acoustic pulses with the duration shorter than 10 ps, corresponding frequencies higher than 10 GHz and acoustic wave lengths shorter than hundreds of nanometers;

4. access to imaging of the samples with high sensitivity and high spatial resolution.

The first feature is very important when dealing with small samples (e.g. with a size of a few cubic mm or less). The second feature may be useful when it is very difficult or impossible to reach or to contact the investigated object (extreme temperature of the object, radioactive object, object compressed to high pressures, etc.). The third feature allows investigating the subm  -scale properties of the samples (small cracks and defects, spatial inhomogeneity, thin films and small particles, nanostructures, etc.). Finally, the last feature is currently widely used in biology and medicine when it is necessary to get deep images of objects with high spatial resolution (significantly better than 1 mm).

The depth-profiling solid with a spatial resolution better than few tens of nanometers can be achieved.

In this work all the advantages of optoacoustics are used. Objects under study have dimensions smaller than 10 -3 cubic millimeters, so it is necessary to have a small size of an acoustic generator and detector. The thickness of sample may be about 10 micrometers. Therefore the acoustic pulses for its testing should be very short. Objects, which are studied in this research work, are inside a special mechanical construction (diamond anvil cell) for creating extreme environmental conditions (high pressures and high temperatures); hence acoustic generation and detection must be remote. Finally in this study the opportunity to receive optoacoustic images of transparent substances under pressure with high sensitivity and high spatial resolution will be demonstrated.

This work is devoted to the study of the acoustic properties of materials at high pressure using optoacoustics. Material is divided into four chapters.

The first chapter is the overview of optoacoustics. Initially the general idea of optoacoustics is described. After this, the reader can find a brief history of optoacoustics development. Then several modern laser optoacoustic experiments are reviewed with an accent on possible applications of laser ultrasonics in imaging. At the end of this chapter the goals of the PhD research are formulated.

In the second chapter analytical theory of laser ultrasound in diamond anvil cell is described.

The general solution for laser ultrasound generation via thermo-elastic effect at solid/solid interface is obtained. This theory assumes the use of the scheme "line-source -point-receiver", sub-nanosecond laser pulses and two materials in contact -a transparent substance and an opaque substance (for illustration cases iron/diamond and aluminum/diamond are investigated). Under these conditions the profiles of the longitudinal and shear acoustic waves and the directivity patterns of ultrasound are obtained. The acoustic reflections at the interfaces of transparent substance and of opaque substance are also taken into account. The analysis demonstrates that the ultrasound, generated in the transparent medium due to its heating caused by the thermal conduction process across the interface, can provide important contribution to the total directivity patterns in both media. Using the general theoretical solutions, the directivity patterns for the ultrasound emitted into H 2 O ice in contact with light absorbing iron film are predicted. They are evaluated at different pressures which can be obtained in diamond anvil cell and are favorably compared with available experimental data.

The third chapter is devoted to measurements of the refractive index of transparent media in diamond anvil cell. In general, the determination of the refractive index is direct way to probe the electronic structure of substance because the refractive index expresses the response of the distribution of charges to a perturbing electric field. So the measurements of refractive index are highly important and valuable by themselves. However, to have information about the optical properties of the medium is also of particular importance for the evaluation of acoustic properties of the transparent medium using optoacoustics. In fact, the parameters accessible to optoacoustic measurements could be the combinations of acoustical and optical parameters and, because of this, the knowledge of optical parameters could be required to extract the acoustic parameters. In this work, for example, for the picosecond laser ultrasonics measurements in diamond anvil cell described later in Chapter IV, it is important to know the refractive index and the thickness of a sample. The product of these two parameters is known as the optical thickness of the sample. In Chapter III an interference method for measuring separately the thickness and the refractive index of the transparent sample in diamond anvil cell is used. This interference technique is applied for studying H 2 O ice. The refractive index, the thickness and the volume of H 2 O are measured as a function of pressure. Bending under pressure of the surfaces of the diamond anvil cell, which are in contact with transparent substance, is revealed. 

Chapter I Introduction

In this Chapter, the basic modern applications of laser optoacoustics will be discussed with the emphasis on its imaging applications. The narrative begins with qualitative explanations of the optoacoustic effect. For simplicity the thermo-elastic mechanism for laser-induced generation of the acoustic wave in media with low thermal conductivity is considered. A more rigorous and complete approach for the description of the optoacoustic effect will be presented in Chapter III. Then the main events in the history of the optoacoustics are briefly presented. After this, several modern examples of using optoacoustics are given. In the end of this chapter a list of the goals of the PhD research is given. §I.1. Basic idea of optoacoustics

As it was mentioned earlier (in General introduction) optoacoustic effect is based on the transformation of light energy into mechanical energy of the medium [ 1,2,3,4]. A part of this mechanical energy can propagate in form of the acoustic waves. Mechanisms for converting light into sound can be different and depend on the material and such parameters of laser action as laser pulse wavelength, duration and fluence. For illustration of the optoacoustic effect, let's consider the thermoelasticity mechanism of generation acoustic wave in media with low thermal conductivity. It is extremely important to note that even if we are able to excite in the infinitesimal volume dV the acoustic waves propagating in all the directions, i.e., spherical source in the case of isotropic media, the amplitude of the emitted acoustic wave outside the region of laser-induced heating will be different in different directions of wave propagation depending on the spatial distribution of heat release and the mechanical boundary conditions on the surface of the light absorbing medium. The latter is due to the following feature of optoacoustics: the acoustic waves are not generated on the surface of the sample; the acoustic waves appear beneath the surface. Thus there are two parts/contributions in the photo-generated waves launched in the sample by pulsed laser action. One part of the initially generated waves propagating after the generation directly towards the bulk of the sample, while another part propagates first towards the surface. The latter part reaches the sample surface from inside and is reflected. The reflection coefficient at the boundary of a substance depends on the angle of incidence of the sound wave. Since there are all possible angles of incidence of the sound in a spherical wave incident on the (including even complex pure imaginary angles corresponding to evanescent waves [ θ]), then the acoustic wave reflected from the surface will be not spherical any more in a sense that the amplitude and the phase in the reflected wave depend on the direction of its propagation. Thus the total acoustic field emitted by the volume dV in the bulk of the medium will have two contributions: direct spherical wave whose amplitude does not depend on the direction of propagation and the wave reflected from the boundary, for which amplitude and phase depend on the direction of propagation. (left)). In the opposite case, when the laser beam is extremely narrow while the sample is nearly transparent (weakly absorbing medium), then a cylindrical acoustic wave is created (Fig.

I.2 (right)).

It is also possible to qualitatively understand the form of an acoustic pulse which could be generated in the sample. Let us first consider the situation where the laser pulse duration is much shorter than the time of acoustic wave propagation across the light penetration depth. After the absorption of laser radiation by matter, each element dV creates an acoustic wave. According to equation (I.7) the elements which are deeper from the border create acoustic waves of smaller amplitude. In the case when the generation of sound by infinitely large laser beam occurs near an acoustically rigid boundary the shape of the acoustic pulse will look like one presented in Fig. I. 3 (left). Full profile consists of direct and reflected from the rigid boundaries waves. Note that the reflection coefficient for pressures waves normally incident on the rigid boundary is equal to 1. The leading front profile of the acoustic pulse replicates in the considered case the spatial distribution of the light fluence and of the temperature rise in the medium. The shape of the trailing front is completely symmetrical to that of the leading front. In a general case of the non-instantaneous laser η action, the time profile of the pressure wave will be a convolution of the pressure profile presented in Fig. I. 3 (left) and with the temporal envelope of the laser pulse intensity. Imagine an asymptotic situation which is an opposite to instantaneous laser action: the laser pulse is so long that during the laser action the acoustic waves have enough time to penetrate in the material up to the depths significantly exceeding the light absorption depth. In this case, the optical pulse can be divided into multiple short parts. Each pulse generates an acoustic wave which immediately begins to penetrate in the medium. When the next part of the laser pulse reaches the sample it creates the next acoustic wave, but the first wave had already some time to shift from the generation region. Thus, the acoustic pulse generated by long rectangular laser pulse could be imagined as a long continuous sequence of the individual pulses of the shape presented in Fig. 1.3. (left). It is clear that the profile of the total acoustic pulse will be approximately rectangular and the duration of the acoustic pulse will be approximatively equal to the duration of the laser pulse (see Fig. In the general case of long laser pulses with smooth profiles of laser intensity envelope ) (t I the profile of the acoustic pressure pulse generated near mechanically rigid boundary replicates the profile ) (t I [ 7].

Figure I. 3. (left) The shape of the acoustic pulse which is excited by an "short" laser pulse in media with low thermal conductivity (under rigid boundary conditions). (right) The shape of the acoustic pulse which is excited by a "long" laser pulse (under rigid boundary conditions and negligible light penetration depth).

The above qualitative discussion provides opportunity to list the steps which are commonly followed in solving the problem of the sound generation by lasers: I θ 1. To find the distribution of light energy deposited in the material after laser irradiation. In most cases, this distribution obeys the Beer-Lambert law. But in some cases (for example highly scattering medium) this distribution is more complicated [ 10].

2. To describe how light energy is transformed into pressure (stress) by each element dV of sample which absorbed light. Mechanisms for energy transformation can be different, i.e., not only thermo-elasticity mechanism [ 8,9]. In the general case both the spatial distribution of the photoinduced stresses and their temporal dynamics should be predicted.

3.

To find the solution of the acoustic wave equation with a known spatio-temporal dynamics of laser-induced stresses in the sample. §I.2. History of optoacoustics

I.2.1. Early photoacoustics (1881-1961)

For the first time optoacoustic effect was observed by Alexander Graham Bell in 1880 [ 11]. He noticed the pressure pulsations in a closed gas volume which absorbed modulated light beam. This discovery was shortly confirmed by Tyndall [ 12] and Röntgen [ 13]. Bell proposed to use this effect to study the spectral dependence of light absorption by gases and vapours. However, at the time the studies and applications of optoacoustic effect did not spread widely due to the lack of sufficiently powerful light sources and reliable tools of measuring the acoustic signals.

I.2.2. Laser optoacoustics (1962-now)

Invention of the laser in the early θ0's of the last century, once again aroused significant interest in the optoacoustic effect. The first optoacoustic experiments in liquid medium using a laser as a light source were conducted in the Soviet Union in 19θ3 by Askar'yan, Prokhorov, Chanturiya, and Shipulo [ 14]. Generation of acoustic waves in solids using a laser were performed in the USA by White at the same time [ 1η, 1θ]. Optoacoustics reached a new level of quality with the use of the lasers.

Description of the advances in this area of that time can be found in reviews [ 17,18,19].

One of the first books devoted to laser techniques for the generation and detection of ultrasonic waves in materials is Laser Ultrasonics: Techniques and Applications, which was published in 1990 [ 1]. This book provides a full description of the state of the art in several research fields involving both lasers and ultrasonics. This practical book focuses mainly on the possible applications of the optoacoustic techniques, leaving the studies of the physical mechanisms of optoacoustic transformation aside.

Another well-known book which is devoted to the optoacoustic effect is Laser Optoacoustics [ 7]. This book was published in 1991 (in Russian). The English version of this book was published in 1993. In this book, the basic mechanisms and features of the optoacoustic excitation of sound are considered. Also in the book the basic theoretical/mathematical a p p r o a c h e s f o r t h e a n a l y s i s o f optoacoustic phenomena are presented, the general approach for the analysis of pulse-mode optical excitation of sound is described. Now there exist books and reviews which describe various particular applications of optoacoustics. For example non-destructive testing of physical and mechanical properties of materials via optoacoustic techniques is described in the book Ultrasonic Nondestructive Evaluation:

Engineering and Biological Material Characterization [ 20]. Applications of the optoacoustics for biology and medicine are described in the book Photoacoustic Imaging and Spectroscopy published in 2009 [ 21]. §I.

Modern applications of optoacoustics

In this paragraph several modern optoacoustic experiments are reviewed with an emphasis on possible applications of laser ultrasonics in imaging and in the study of various properties of materials.

I.3.1. Nondestructive testing

Nondestructive testing is a wide group of the practical techniques used in science and industry to evaluate the properties of a material, component or system without causing damage.

The problem of nondestructive testing of composite materials is rather urgent, since defects in structures arising during manufacture and operation of articles can reduce considerably the strength of materials. Therefore, the elaboration of methods for nondestructive evaluation and defectoscopy of composite materials which would make it possible to carry out investigations either at a stage of manufacturing or during operation of the articles is of great importance. The typical damages and defects of the structure of composites are microcracks and pores in the sample, rupture of the fibers and their separation from the binder, and defects such as folds and discontinuities. It is worth mentioning here that the most important task is the confirmation and imaging of the damage, i.e., revealing the existence of the defects and determining their sizes and localization/distribution, while the task of quantitative characterization of the defect physical parameters could be a secondary one.

One of the most widespread methods for nondestructive evaluation is the ultrasonic method.

The ultrasonic diagnostics in most cases is based on investigation of the frequency dependence of the attenuation, scattering or velocity of ultrasonic waves upon their propagation through a specimen [ 22].

The frequency dependence of the attenuation coefficient of the ultrasound in a sufficiently wide spectral range can be used for estimating the characteristic sizes of inhomogeneities of the composite structure [ 23]. The detection of scattered ultrasound is the most developed method of ultrasonic imaging.

For solving the problems of non-destructive evaluation, the use of laser thermo-elastic generation of sound is rather promising [ 1]. Upon thermo-elastic generation of sound in a medium with known thermo-physical and acoustic parameters and at given parameters of the absorbed laser radiation (energy and pulse length), it is possible to obtain high-power wide-band acoustic pulses with known characteristics-the amplitude and duration (or frequency spectrum)-and to use them for the acoustic spectroscopy and imaging of composite materials. Laser pulses of different durations can be used in laser optoacoustic setups for non-destructive testing depending on particular required applications.

In Ref. [ 24], the possibility of applying an optoacoustic technique for the solution of the problems of non-destructive ultrasonic imaging of composite materials is considered. In that case, short acoustic sounding signals (~10ns) had to be used, since effective reflection from a defect occurs only when the pulse length is comparable with the dimensions of the defect. The length of the shortest of the acoustic pulse fronts determines the resolving power of this method of defectoscopy/imaging. Laser ultrasonics based on the use of the nanosecond laser is perfect for the noncontact generation of the required type of the acoustic pulses [ 7,24].

Figure I. 4. Experimental scheme (a) and temporal profiles of OA pulses obtained by a laser optoacoustic technique in graphite-epoxy composite specimens containing a compaction-type defect (b) and an air cavity (c). (a): 1-laser pulse, 2sample under investigation, 3 -wide-band piezoelectric sensor, 4 -a prism transparent to laser radiation, A-the reference

pulse generated upon absorption of a laser pulse in the near-surface layer, B is the pulse passing through the specimen and reflected from its back surface, C is the part of the reference pulse backscattered by the structural inhomogeneities and defects of the composite (or the "structural noise"). The latter occupies the space between the pulses A and B on the time scale and forms a long disordered track/image. Symbol D designates the part of a reference acoustic pulse reflected from the defect of the composite structure and registered by the receiver with a time delay corresponding to the travel time of the ultrasound toward the defect and back [24].

However, the technique developed in Ref. [ 24], which used the laser pulses of 10-12 ns duration for the generation of the acoustic pulses, was not all-optical (Fig The examples presented above demonstrated the typical applications for imaging of laser ultrasonics based on the use of the nanosecond lasers. At the same time optoacoustic technique allows the characterization of thin films with thicknesses from a few tens of Angstroms to greater than 10µ [ 2θ, 27,28,29,30]. For these purposes, laser sources with the duration of the light pulse fs and ps are commonly used (picosecond ultrasonics technique [ 32,33]). A thin-film optical testing methods are described in [ 2θ, 27] for both thickness and sound velocity measurements of transparent films on opaque substrates with laser picosecond acoustics using the optical pump-probe technique. The experimental results in [ 28] are presented for sputtered thin films of silica of thickness from 200 nm up to 2 μm thickness on amorphous germanium substrates. The experimental results in [ 27] Now several picosecond laser ultrasonic technologies are used in industry. For example, the company Rudolph Technologies, Inc. proposes picosecond ultrasonics technologies for thickness measurements of opaque films [START_REF] Grahn | Picosecond ultrasonics[END_REF] and for controlling the bumps [ 30].

In [ 28], using an ultrafast optical pump/probe technique ultrafast, mechanical displacements of the surface of thin opaque films in the 0.1-THz range have been directly observed in the time domain.

An exceptional sensitivity to atomic-scale inhomogeneities by observing an anomalous reflection from a buried film of monolayer order in thickness was demonstrated. In [ 29] a picosecond ultrasonics technique was used to detect interfacial fluorocarbon CFx layers as thin as 0.η nm between aluminum and silicon. This provides means for non-invasive identification of organic/polymeric contaminants at the buried interface and potentially for characterizing interfacial mechanical properties. The experiments reported in [ 28] and [ 29] are the first picosecond laser ultrasonics experiments where the imaging of the highly in-depth localized buried inhomogeneities/defects was achieved by optoacoustic techniques at nanoscale.

In [ 34, 3η] In this experimental opto-acousto-optic technique the transient reflectivity signal, measured at a particular delay time of the probe laser pulse relative to the pump laser pulse, contains extractable information on the acoustical, optical and acousto-optical parameters of the inhomogeneous media in the region of the picosecond acoustic pulse localisation at this particular time instance (see Chapter IV for the details). In the experimental data accumulated in inhomogeneous transparent media [34, 3η] both the amplitude and the frequency of the so-called Brillouin oscillation, which in the case of homogeneous film in Two-dimensional imaging of a crack by nonlinear frequency-mixing photo-acoustic method is reported in [ 37]. The excitation of the thermo-elastic pump wave is realized by a η32 nm wavelength 2W power continuous wave laser (Coherent, Inc., Verdi) intensity modulated at f L . The 100% intensity modulation is achieved by an acoustooptic modulator (AA Opto-Electronics, Inc., Model MQ180) at frequency fL≈1 Hz. The acoustic probe wave is generated by a 800 nm wavelength, 1W power diode laser, 100% intensity modulated at frequency f H ,. The frequency f H , is chosen of 2η kHz, so that it coincides with a resonance frequency of the sample. Both pump and probe laser beams are focused on the same location on the sample surface. The 1/e diameters are 100 and 300 µm for the pump and probe beam, respectively. The signal, detected by an accelerometer of η0 kHz bandwidth, is sent to a spectrum analyzer. All scans are represented with the same amplitude scale. Amplitude difference between two isolines is of 2dB for n=0, 6dB for n=±1, and 5dB for n=±2, ±3. Bottom: Scan section along x for y=3mm (dotted line in middle figures). All scans are represented with the same amplitude scale [37].

The imaging contrast is due to nonlinear photo-thermo-acoustic processes taking place in case of simultaneous excitation by lasers of thermo-elastic and acoustic waves in the vicinity of the cracks.

The images are obtained by scanning of two co-focused laser beams in region of crack location. The first cw laser beam, modulated in intensity at low frequency f L , generates a thermoelastic wave, which 1η is able to strongly periodically modulate the local crack rigidity up to complete closing/opening of the crack. The second cw laser beam, intensity modulated at much higher frequency f H , generates an acoustic wave incident on the breathing crack. The crack rigidity is also influenced by the stationary non-modulated inhomogeneous thermal stresses caused by the stationary heating of the sample by both lasers. The main contribution to imaging contrast comes from the strong dependence of the reflectivity of acoustic waves on the crack rigidity. The modulation of crack rigidity by thermo-elastic wave leads to the parametric modulation of the reflected acoustic waves and the generation in the spectrum of the acoustic field of the side lobes, which are separated from f H by the integer number of f L . Optoacoustic images of a crack with an amplitude dynamics up to 40dB and a spatial resolution better than 100µm, are obtained through the mapping of nonlinear side lobe amplitudes (Fig.I.9).

Picosecond laser ultrasonics has been also recently applied for lateral surface/subsurface imaging [ 38]. [38].

In this research a molecular layer of aminopropyltriethoxysilane is patterned with a focused ion The lateral spatial resolution of this imaging is controlled by focusing of the laser radiation.

I.3.2. Biology and Medicine

Another fast-growing applications of laser optoacoustics are in biology and medicine.

Similarly to the case of the nondestructive testing in biological and medical applications both laser ultrasonics and picosecond laser ultrasonics can be used.

The main physical mechanism responsible for the optoacoustic transformation when using nanosecond optoacoustics is usually the thermoelastic effect [ 7]. A general idea of the photoacoustic imaging can be explained in this case as follows. Laser pulse is absorbed by the sample. This light energy absorption leads to the spatially distributed material heating. After this the ultrasonic wave is generated in the sample due to the thermal expansion. Profile of registered ultrasonic signal in this case (low thermal conductivity) corresponds to the distribution of acoustic sources in the sample [ 7,39,40]. For the case of spatially homogeneous samples this distribution replicates the distribution of laser fluence, as it has been explained above in Section I.1. However if the medium is inhomogeneous then the spatial distribution of the laser-induced acoustic sources will also depend on the spatial distribution of such parameters as light absorption coefficient, thermal expansion coefficient and others. For example, if there is a region inside the sample which absorbs the laser light differently than surroundings then the position of this region and the information on the spatial distribution of light absorption in this region can be obtained by analysing the arrival time and the profile of the detected optoacoustic signals. Thus photoacoustic imaging in this case is the imaging of the laser-induced sources of the acoustic waves.

Optoacoustics as well as other optical methods (optical coherence tomography [ 41] and diffuse optical imaging [ 42]) can be applied to any problem, which requires visualization of an object with different absorption coefficient of light relative to its surroundings. These problems include, for example, the visualization of blood vessels [ 43,44]. Optical diagnostic techniques provide usually higher contrast images compared with X-rays, ultrasound or Magnetic resonance imaging [ 4η, 4θ].

Furthermore, optical methods are non-invasive below a certain threshold and do not have the ionizing effects on the human body. However, optical coherence tomography has a limit in the depth scanning (2-3 mm) for biological samples [ 41], while diffuse optical imaging has a rather low spatial resolution at a depth of several centimeters in the biotissue [ 42]. Optoacoustics combines the advantages of optical diagnostic techniques and diagnostic ultrasound methods. It means that this technique has high contrast of the obtained images and high spatial resolution.

One of the important areas of application of optoacoustics is monitoring of high intensity focused ultrasound (HIFU) therapy of tumors [ 47,48,49]. In HIFU therapy, powerful ultrasonic waves are focused inside the human body. This causes heating and consequent destruction of tissues in the focal region due to the absorption of ultrasound energy [ η0]. Typically, a single region damaged by HIFU has the size about 0.η-1 cm in length and 2-3 mm in cross section. For the destruction of a large mass of tissue the focus of transducer is scanned over the desired area. For monitoring of HIFU therapy measurements of the temperature distribution should be carried out with a time resolution less than 1 sec, also it is necessary to have a spatial resolution of about 1 mm and temperature sensitivity about 1°C [ η1]. To solve the problem of measuring the temperature distribution inside a biological tissue or an organ, an optoacoustic method [ 7] can be potentially used. Usually, the nanosecond range of laser pulses is employed to excite optoacoustic signals in biological tissues. It allows one to operate in the megahertz range of acoustic frequencies, providing a sub-mm spatial resolution. The amplitude and shape of the excited acoustic signal depends on the optical (light absorption and scattering coefficients) and thermophysical properties of the medium under examination and on the laser fluence within it. These characteristics are temperature dependent. Therefore, the amplitude and shape of the excited optoacoustic signal will also depend on the temperature. Because in biological media (media with low thermal conductivity) the speed of ultrasound is usually several orders of magnitude higher than the characteristic speed of heat diffusion, the temperature distribution inside biological tissues can be determined by solving the optoacoustic imaging problem [ η2, η3, η4].

The potential applicability of the optoacoustic method in diagnostics of thermal impact induced by HIFU on biological tissues was apparently first demonstrated in [ 47]. A lesion of sufficiently large size (2η×30 mm), located at a relatively small depth (~1 cm) inside the tissue (porcine liver), was examined. Due to changes in the optical and thermo-physical parameters of the lesion relative to those in the surrounding tissue region, the temporal profile of the optoacoustic signal had a specific feature (local maximum). This feature made it possible to determine the location of the lesion that was exposed to focused ultrasound (Fig. I.11). However, the authors of [ 47] did not consider the dynamics of the temperature impact (only the contrast between the lesion and the surrounding tissue was observed), i.e., features of optoacoustic conversion as functions of tissue transient heating were not studied. In [ ηη, ηθ] the applicability of the optoacoustic method for monitoring temperature during thermal impact on biological tissues was studied experimentally. Tissues under study were chicken breast (as a model of muscle), porcine lard (as a model of fatty tissue) and porcine liver (as a model of richly perfused tissue). The temperature dependences of the amplitude of the OA signals excited in biological tissues were measured in-vitro in the temperature range of 20 -80 °C under the narrow laser beam conditions. Measurements were performed in two regimes: during heating and cooling. Similarities and differences in the behaviour of the dependences in different temperature ranges associated with different structural composition of the samples were obtained. The accuracy of temperature reconstruction from experimental data for the investigated tissue types was evaluated. It is shown that during tissue coagulation its temperature can be determined with an accuracy of about 1 °C. Numerical calculation of optoacoustic signal profiles during HIFU impact was performed with the use of the temperature dependencies measured experimentally for the different detector locations [ η7] for the comparison with experimentally accumulated data. 2D optoacoustic images of the heat release distribution within the model medium for the focal zone of the HIFU source were obtained. It was shown that the temperature dependence of the optoacoustic image amplitude coincides within a constant factor with the measured calibrating dependence. Thus, the possibility of quantitative monitoring of tissue heating during HIFU impact was demonstrated.

A method of focusing high intensity ultrasound by time-reversing the photoacoustic response of an optically selective target in a nonselective background was presented in [ 48]. In [ 49] the creation of a HIFU lesion at the location of an optical absorber, by the use of photoacoustic signals emitted by the absorber and detected on a dual mode transducer array was experimentally demonstrated.

The optoacoustics was also applied to the problem of cancer. The spread of cancer cells between organs is the cause of most cancer deaths [ η8]. Detecting circulating tumour cells-a common marker for the development of metastasis is difficult because ex vivo methods are not sensitive enough owing to limited blood sample volume and in vivo diagnosis is time-consuming as large volumes of blood must be analysed. A way to magnetically capture circulating tumour cells in the bloodstream of mice followed by their rapid photoacoustic detection was demonstrated [ η8]. Magnetic nanoparticles, which were functionalized to target a receptor commonly found in breast cancer cells, bound and captured the circulating tumour cells under a magnet. To improve detection sensitivity and specificity, gold-plated carbon nanotubes conjugated with folic acid were used as a second contrast agent for photoacoustic imaging. This technique could have potential for the early diagnosis of cancer and the prevention of metastasis in humans. Another important area is the diagnosis of human breast cancer at an early stage of development disease. In this problem it is necessary to visualize/image the object with size about 10 mm, located at depths of several centimetres. Optoacoustic method were already used for in vivo imaging of tumors with size 1-2 cm [ η9]. It was demonstrated that this method is a promising, but images for smaller tumors have not been obtained because of an insufficient development of the detection systems.

The optoacoustics is also applied in the studies of the brain. The increasing use of mouse models for human brain disease studies presents an emerging need for a new functional imaging modality. The image of living mouse brain vasculature was made by optoacoustic tomography using The picosecond ultrasonics technique was also applied in biology but, obviously, at completely different spatial scales. For example this technique was used in [START_REF] Ducousso | Evaluation of mechanical properties of fixed bone cells with sub-micrometer thickness by picosecond ultrasonics[END_REF] to investigate the viscoelastic properties of nucleus of fixed single osteoblast progenitor cells adhering on a titanium alloy substrate.

A two-color probing picosecond ultrasonics and a fluorescence visualization setups were developed and combined to allow to distinguish subcomponents inside the cell under investigation. It opens the way for quantitative measurements of the viscoelastic properties of single cells and of their submicrometer thickness. Transverse mechanical properties of cell walls of a single living plant cell were studied in [START_REF] Gadalla | Transverse mechanical properties of cell walls of single living plant cells probed by laser-generated acoustic waves[END_REF] by using laser-generated acoustic waves. Probing the mechanical properties of plant cell wall is crucial to understand tissue dynamics. Remote opto-acoustic probing of single-cell adhesion on metallic surfaces was demonstrated in [START_REF] Ghanem | Remote opto-acoustic probing of single-cell adhesion on metallic surfaces[END_REF]. The measurements in all the above described experiments could be conducted in parallel with lateral displacement of the samples, thus providing 3D or 2D images optoacoustic images. In particular, the images/maps of the distribution of the adhesion strength of the cells along the surface were obtained [START_REF] Ghanem | Remote opto-acoustic probing of single-cell adhesion on metallic surfaces[END_REF][START_REF] Dehoux | Bertrand Audoin Probing single-cell mechanics with picosecond ultrasonics[END_REF].

I.3.3. Material parameters in extreme conditions

Optoacoustics is also widely used to study the acoustic properties of materials. A recent example of application of laser-based surface acoustic waves is the determination in [START_REF] Zerr | Elastic moduli of η-Ta2N3, a tough self-healing material[END_REF] of elastic moduli of dense polycrystalline oxygen bearing -Ta 2 N 3 , a novel hard and tough high-pressure material. Several recently emerged additional applications of picosecond laser ultrasonics at ambient conditions can be cited. The relaxation of coherent acoustic phonon modes with frequencies up to η00GHz in ultrathin free-standing silicon membranes was studied by optoacoustics in [ 7η]. In the paper [ 7θ] complete mechanical measurements of submicron films were performed using the picosecond ultrasonic technique. Young's modulus and Poisson's ratio of any isotropic thin film can be obtained from these type of measurements. Three-dimensional acoustic wave front imaging in anisotropic systems by picosecond acoustics was presented in [START_REF] Zhang | Three-dimensional acoustic wavefront imaging in anisotropic systems by picosecond acoustics[END_REF]. Such experiment allows the determination of the whole set of elastic constants for various experimental conditions. The picosecond photo-acoustics was applied to study amorphous solids i n [ 7 8 ] . A t t h e s a m e t i m e optoacoustics can be used for investigation the acoustic properties of substance in extreme conditions, in particular under extreme pressure, the latter being the major topic/goal of the present PhD thesis.

Knowledge of the pressure-dependences of the sound velocities and elastic moduli of liquids and solids is of extreme importance for a few branches of natural sciences such as condensed matter physics, physics of the Earth, seismology, and planetology, as well as for monitoring of earthquakes, tsunamis or nuclear weapons tests. Laser ultrasonics technique provides opportunity for remote noncontact generation and detection of acoustic waves at high pressures. One of the main tools for creating of high pressure is a diamond anvil cell (DAC) (Fig.I.13) [START_REF] Bassett | Diamond Anvil Cell, 50th Birthday[END_REF].

DAC allows compressing a small (of a sub-millimeter size) piece of material to extreme pressures, which can exceed of η00 GPa [START_REF] Ruoff | The effect of a traped aperture on x-ray diffraction from sample with a pressure gradient: Studies on three samples with a maximum pressure of 560 GPa[END_REF]. The technique had been used to generate pressures existing in the deep planets interior, to synthesize materials and phases not observed under ambient conditions.

A DAC consists of two opposing diamond anvils with a sample compressed between the anvil culets (Fig. I.13 (a)). To contain the sample (for example fluids) between the diamond anvils a gasket is used (foil of ~0.2 mm thickness, Fig. I.13 (b). Standard gasket materials are stiff metals and their alloys, such as stainless steel (e.g. Inconel) rhenium, or tungsten carbide. Pressure may be monitored using a reference material whose behaviour under pressure is known. Common pressure standards include ruby fluorescence [START_REF] Mao | Calibration of the ruby pressure gauge to 800 kbar under quasi-hydrostatic conditions[END_REF], and various structurally simple metals, such as copper or platinum [START_REF] Ray Kinslow | High-velocity impact phenomena[END_REF]. The sample can be viewed through the diamond anvils and illuminated by X-rays and visible light. In Fig.

I.13 (c), the diamond anvil cell "Boehler-Almax Plate DAC" is shown. In this type of the diamond anvil cell, two kinematically-mounted steel plates are elastically deflected with the use of a driving gearbox. Based on the lever principle, the symmetrical deflection of the plates, although very small, is enough to bring into near-contact the diamond anvils (which are mounted in steel plates) and hence to generate the required pressures in the sample space [START_REF] Boehler | New anvil designs in diamond-cells[END_REF]. Small spheres of ruby can be put in DAC with a test substance. After that, the spectra of ruby fluorescence can be measured at different pressures. If we know the position of the maximum in the spectrum R  then we can find pressure P of a substance in DAC with using equation (I.8) [START_REF] Mao | Calibration of the ruby pressure gauge to 800 kbar under quasi-hydrostatic conditions[END_REF]: The laser ultrasonics technique in point-source -point-receiver configuration [START_REF] Audoin | Measurement of stiffness coefficients of anisotropic materials from pointlike generation and detection of acoustic waves[END_REF][START_REF] Castagnede | Thompson Determination of the elastic constants of anisotropic materials using laser generated ultrasonic signals[END_REF], with the use of subnanosecond lasers producing the pulses of about η00 ps duration at 20 KHz repetition frequency for the generation of strongly diffracting acoustic waves, had been demonstrated at high pressures in [START_REF] Chigarev | Laser generation and detection of longitudinal and shear acoustic waves in a diamond anvil cell[END_REF][START_REF] Chigarev | Analysis of ultrasonic echoes induced by pulsed laser action on an iron film in a diamond anvil cell[END_REF]. This technique had been called laser ultrasonics in diamond anvil cell (LU DAC) technique. The technique provides opportunity to determine from the acoustic measurements both the sound velocities and the thickness of the sample, which is about 10-η0 micron thick. The  . Vertical dashed line marks an instance of maximum intensity in the pump laser shot [START_REF] Chigarev | Laser generation and detection of longitudinal and shear acoustic waves in a diamond anvil cell[END_REF].
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For example in [START_REF] Chigarev | Analysis of ultrasonic echoes induced by pulsed laser action on an iron film in a diamond anvil cell[END_REF] a comprehensive description of the propagation and detection of the acoustic head waves in an iron layer inside a DAC under high pressures was presented. Three types of acoustical waves have been detected in LU-DAC experiments: bulk shear and longitudinal waves in iron, skimming waves in diamond and in iron and "mixed" waves. Detection of the head waves provides an opportunity to find the velocities of the bulk acoustic waves skimming along the iron/diamond interface. It is important to distinguish the echoes caused by head waves from the echoes related to bulk acoustic wave propagation in order to accurately determine the longitudinal and shear wave velocities in iron under high pressures. The experimental data demonstrate that the overlap of the head wave echoes with bulk wave echoes can make the analysis of the echoes rather complex and determination of the velocities less precise.

The acoustic frequency band of the point-source -point-receiver LU DAC technique proposed in [START_REF] Chigarev | Laser generation and detection of longitudinal and shear acoustic waves in a diamond anvil cell[END_REF][START_REF] Chigarev | Analysis of ultrasonic echoes induced by pulsed laser action on an iron film in a diamond anvil cell[END_REF] is inevitably limited by the pulse duration of subnanosecond laser at the level of about 1

GHz. That is why in order to access the frequencies up to 10 GHz in wide-band acoustic spectroscopy and to improve the preciseness of sound velocity measurements with the point-source -point-receiver technique, a picosecond laser having pulse duration of about η-10 ps can be used for the generation and for the detection of both longitudinal and shear hypersound at high pressures. The technique of picosecond laser ultrasonics [ 33,32] that uses femtosecond laser pulses of about 100 fs typical duration emitted at about 80 MHz repetition rate, can generate and detect acoustic 2η pulses with the duration as short as a few picoseconds and is known to be a powerful tool for the evaluation at ambient conditions of the elastic properties of films with submicron thickness. This technique will become, perhaps, a unique tool to evaluate the moduli of the materials at extremely high pressures exceeding 100 GPa, when the thickness of the tested samples become of the order of a few micrometers or smaller. In [START_REF] Decremps | Sound Velocity and Absorption Measurements under High Pressure Using Picosecond Ultrasonics in a Diamond Anvil Cell: Application to the Stability Study of AlPdMn[END_REF] a high pressure laser ultrasonics technique combining the diamond anvil cell device with the technique of picosecond laser ultrasonics was pioneered. Such an approach allows to measure sound velocity and attenuation of solids and liquids under pressure of tens to hundreds of GPa. The opportunities of this experimental technique is demonstrated in studies of lattice dynamics and relaxation processes in a metallic single grain of AlPdMn quasicrystal, and in rare gas solids neon and argon (Fig. I.1θ). Also ultrafast picosecond ultrasonic interferometry [ 33,32] with subpicosecond laser pulses was used in [START_REF] Michael | Ultrafast high strain rate acoustic wave measurements at high static pressure in a diamond anvil cell[END_REF] to measure acoustic wave at high static pressure in a diamond anvil cell. First and second echoes of the longitudinal acoustic wave can be detected. The time Δt necessary for traveling from one surface of the sample to the opposite one corresponds to the time difference between the occurrence of these two echoes. Lower trace: same signal but processed through a band block filtering at the frequency of the Brillouin oscillations in the pressure transmitting medium. (right)The imaging method. Produced by the tightly focused laser beam, spherical wave fronts occur in acoustic propagation. Consequently, the radius R(t) of the circles appearing on the surface depends on the sample thickness e 0 and on the length of the acoustic wave front straight propagation e(t) [START_REF] Decremps | Picosecond acoustics method for measuring the thermodynamical properties of solids and liquids at high pressure and high temperature[END_REF].

In [START_REF] Decremps | Picosecond acoustics method for measuring the thermodynamical properties of solids and liquids at high pressure and high temperature[END_REF] picosecond acoustics method was presented for measuring the thermo-dynamical properties of solids and liquids at high pressure and high temperature. This work describes recent improvements in accurate measurements of hypersonic sound velocities of liquids and solids under extreme conditions. To illustrate the capability of this technique, results are given on the pressure and temperature dependence of acoustic properties for three prototypical cases: polycrystal (iron), single- The goals of the PhD research can be summarized as follows:

1) Development of analytical theory of laser ultrasound in the diamond anvil cell which is able to interpret the previously accumulated experimental observations [START_REF] Chigarev | Laser generation and detection of longitudinal and shear acoustic waves in a diamond anvil cell[END_REF][START_REF] Chigarev | Analysis of ultrasonic echoes induced by pulsed laser action on an iron film in a diamond anvil cell[END_REF]. In these studies it was observed that the amplitude of the laser ultrasonic signal depends on the direction of propagation of the sound in the material compacted by diamond anvil cell. This means that the source of sound (which was created by a short laser pulse) has a structured directivity pattern.

Description of the laser generation of the acoustic pulses at the interface of light absorbing and optically transparent media can contribute to a better understanding of laser ultrasonic measurements in a diamond anvil cell. Also, this theory could help to optimize the laser ultrasonic experiments in DAC. The developed analytical theory is presented in Chapter II.

2) Development and building up of an experimental setup for measurement of the refractive indexes and thickness of transparent materials compressed to ultrahigh pressures in a diamond anvil cell, in particular of H 2 O. The refractive index of a material is a fundamentally important property that represents the response of the electronic charge distribution to the disturbance caused by the electric field component of incident electromagnetic radiation [START_REF] Zha | Optical study of H2O ice to 120GPa: Dielectric function, molecular polarizability, and equation of state[END_REF][START_REF] Dewaele | Measurement of refractive index and equation of state in dense He, H2, H2O, and Ne under high pressure in a diamond anvil cell[END_REF]. The thickness of the sample as a function of pressure can be used to calculate the equation of state and bulk modulus. Also knowledge of the refractive index and the thickness of materials as a function of pressure is extremely useful for ultrasonic experiments because their values can be used to calculate the acoustic velocity [ 3η, [START_REF] Chigarev | Laser generation and detection of longitudinal and shear acoustic waves in a diamond anvil cell[END_REF][START_REF] Chigarev | Analysis of ultrasonic echoes induced by pulsed laser action on an iron film in a diamond anvil cell[END_REF][START_REF] Decremps | Sound Velocity and Absorption Measurements under High Pressure Using Picosecond Ultrasonics in a Diamond Anvil Cell: Application to the Stability Study of AlPdMn[END_REF][START_REF] Decremps | Picosecond acoustics method for measuring the thermodynamical properties of solids and liquids at high pressure and high temperature[END_REF]. Realization of this goal is presented in Chapter III.

3) Development and building up of an experimental setup for measurement of acoustic signal in materials compressed to ultrahigh pressures in a diamond anvil cell. The measurements are based on the application of the picosecond ultrasonic interferometry, also called time-domain

Brillouin scattering [ 32,34]. Measurements of the acoustic properties using this technique are Chapter II

Analytical theory of laser ultrasound in diamond anvil cell

In the previous Chapter I, the optoacoustic effect was briefly illustrated. In this chapter the analytical theory for the directivity patterns of ultrasounds emitted from laser-irradiated interface between two isotropic solids (typical situation for the substance in diamond anvil cell) is developed.

This theory can be applied in the future for the dimensional scaling of the laser ultrasonic measurements in a diamond anvil cell, the optimization of these experiments and the interpretation of the experimental results.

In the recent years the application of all-optical non-contact laser ultrasonics (LU) techniques for the evaluation of compressed material properties through high pressure experiments in a diamond anvil cell attracted an increasing number of researchers (see [1-η] and Chapter I, section I.3.3]). In [2,4] the longitudinal and shear acoustic waves were detected in the iron inside diamond anvil cell at different angles of propagating in the so-called line-source -point-detector schema (Fig.

II. 1)

, where the pump maser radiation is focused into a line while probe laser radiation is focused into a spot. In these studies it was observed that the amplitude of the laser ultrasonic signal depends on the direction of propagation of the sound in the material compacted in diamond anvil cell. This means that the source of sound (which was created by a short laser pulse) has a structured directivity pattern. Thus the knowledge of the directivity patterns of acoustical waves, emitted from laser-irradiated interface between transparent materials (e.g. diamond) and light-absorbing materials (e.g. metals), could be useful for scaling and interpretation of the experiments on sound waves propagation in metals and transparent media compressed in a diamond anvil cell.

Earlier, both theoretical and experimental studies of the directivity patterns of laser ultrasound in solids mostly concentrated on the case when laser irradiates a mechanically free surface of a solid half-space [θ-18]. Directivity patterns were evaluated both for the compression/dilatation and for the shear acoustic waves. The profiles of the emitted acoustic pulses were the subject of the analysis both in the case of longitudinal and of shear acoustic waves [10, 11, 1η-1θ].

The investigations of the directivity patterns of laser ultrasound emitted from an interface between an optically transparent and an optically opaque solids have been fueled by the applications of laser ultrasound in high pressure research, which started just a few years ago [1-η]. Recently the directivity patterns of longitudinal and shear acoustic waves emitted by focusing laser radiation at the interface of diamond with aluminum have been simulated for the first time numerically [19].

In the present Chapter the analytical descriptions for the directivity patterns of laser ultrasound, which are valid for arbitrary combinations of transparent and opaque materials are presented. The directivity patterns are derived as particular cases of the known general solution for the acoustic fields generated by laser radiation in layered media [20,21] by accounting for the specific features of the sound generation by thermo-elastic stresses distributed in the volume, which are essential for laser ultrasonics. Also the analytical solutions for the profiles of the longitudinal and shear acoustic pulses emitted in different directions are presented. The derived mathematical formulas provide straight opportunity to predict the acoustic field, which is formed in the diamond anvil cell after photogeneration and several reflections of bulk acoustic waves at the interfaces, relevant for the experiments in diamond anvil cell. Additionally, in this PhD research work, comparison of experimental results [2,4] with the analytical theory is given. §II.1. Generation of acoustic waves by laser

II.1.1. Optoacoustics equations in an isotropic solid

For the analytical theory of laser ultrasound in diamond anvil cell in this Chapter, the thermo elasticity mechanism of generation acoustic wave is assumed. To describe the thermo-elastic generation of the acoustic wave in a solid the well-known equation can be used [22]:

l kl k x t u        2 2 , (II.1)
where  -the density of the medium, k u -the components of the displacement vector of the particles of the medium, index l k, can be )
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 is the stress tensor:
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where kl  is denotes the linearized strain tensor
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 are the velocities of bulk homogeneous compression/dilatation and shear acoustic waves), i  is the laser-induced stress magnitude.

II.1.2. Acoustic potentials

The equations for scalar  and vector   potentials of acoustic displacement (

t l u u u      ,  grad u l   ,    rot u t 
) in 2D rectangular co-ordinates, which can be obtained from (II.1), are
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is the normalized laser-induced stress and  is the single nonzero component of the vector potential. In the case, where the laser-excitation is homogeneous along the y axis,  is the y-component of the vector potential and the Laplace operator in Eq. (II.3) and Eq. (II.4) is
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. The displacement field has only two non-zero components
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where z x e ,  are the unit vector directed along x and z coordinate axes, respectively. The non-zero components of the stress tensor, acting on a surface, which is normal to the z-axis, that can be found using, Eq. (II.2) and Eq. (II.η), are
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Using for the Lamé constants the relations
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and the wave equations Eq.

(II.3) and Eq. (II.4) for the potentials, the stress components in Eq. (II.θ) are presented in the form convenient for the application of the method of integral transforms
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In order to solve the 2D problem of acoustic waves photo-generation, it is possible to use Fourier transforms. §II.

Solution for optoacoustics equations for solid/solid interface

In order to derive an analytical presentation of the directivity patterns of the acoustic waves when the laser radiation is incident from the transparent media "(2)" onto its plane interface with the light-absorbing media "(1)" (Fig. II.2), we use the general solution obtained for the optoacoustic transformation at these type of the interfaces in [21]. We present mathematical formalism for the case of two-dimensional (2D) geometry, which is experimentally realized by focusing laser radiation into a stripe with the length significantly exceeding its width (Fig. II. 2). The generalization of mathematical approach for the case of three-dimensional (3D) geometry, which is experimentally realized by focusing laser radiation into a circular spot, is presented in Appendix A. For definiteness we analyze the directivity patterns of acoustic waves in medium "(1)", because the solutions for the medium "(2)" can be obtained by symmetry principles. 

II.2.1. Solution in the Fourier space

If the origin of the coordinate system is chosen at the interface of media "(1)" and "(2)" and zaxis is perpendicular to the interface and directed toward media "(1)", the solutions for the Fourier spectra of scalar  and vector  acoustic potentials [21], which satisfy the conditions of continuity of the mechanical displacements and stresses at the interface and the conditions of radiation in the far field [22,23,24], are
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(II.9)

The Fourier transforms for the derivation and manipulation of the solutions in Eqs. (II.8) and (II.9) are defined by . ) , ,
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In Eqs. (II.8) and (II.9),  is the cyclic frequency of the laser-induced normalized stress fields

i n 2 , 1
 and of the acoustic fields, x k is the projection of the acoustic wave vectors on the x-axis, which is in the plane of the interface. We remind here that photo-induced thermo-elastic stress tensor i kl  is isotropic in isotropic and cubic solids, i.e.,
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. Note that x-components of the wave vectors are equal for longitudinal and shear waves and also in both media [23,24] (see Fig.
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are the wave numbers of the compression/dilation and shear acoustic waves in medium "1" and "2", with  are the densities. Although solutions (II.8) and (II.9), borrowed from [21], are written for the two-dimensional problem and are well-suited only for the line-source-point-receiver LU-DAC technique [4,η], the extension of the general solution to the three-dimensional case is straightforward (Appendix A).

The solutions in Eqs. (II.8) and (II.9) have a transparent physical sense. They account for the fact that the stresses are induced by laser radiation, in general, in both contacting media. They also account for the fact that thermo-elastic stress in isotropic media can generate only compression/dilatation acoustic waves [22, 2η] 

II.2.2. Reflection and transmission coefficients. Determinant Stoneley.

The reflection and transmission coefficients, which are necessary for using the solution in Eq.

(II.8), can be found in the textbooks [23, 24, 2θ]. In [21] the classical approach of deriving the system of algebraic equations for 11 lt R , 11 ll R and 12 lt T of acoustic potentials was reminded. The resultant system is
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where the compact notations
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 are the second Lame constants (shear moduli). The principal determinant of this system is the so-called

Stoneley determinant [2θ].

The transmission coefficients 21 lt T and 21 ll T necessary for the evaluation of Eq. (II.9) can be obtained either from 12 lt T and 12 ll T in Eq. (II.11), using symmetry considerations [23], or by solving the following system, which in turn can be derived from Eq. (II.11) using symmetry principles
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Thus the general solution for the laser-generated acoustic field in medium "1" in the ( z k x , ,  ) space is complete.

II.2.3. Solution in the real space

To get the description of the emitted acoustic field in ( z x, ,  ) space it is sufficient to apply to Eqs. (II.8) and (II.9) the following inverse Fourier transformation (Eq. (II.10)) over x k :
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To find the directivity pattern of the laser-induced acoustic source it is necessary to evaluate the integral only at large distances from the source, where the phase of the integrand is strongly changing even with small variations of x k . This provides opportunity to approximate the integrals in Eq. (II.13) in the general case by using the method of steepest descent (method of the stationary phase)

[2θ]. The derived dependences of the complex amplitudes of the compression/dilatation and shear cylindrical waves at large distances 
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The solution in Eq. (II.14) has been derived by assuming that 0 



. The solution for negative

frequencies 0   , can be derived using ) , , ( ) , , ( ~* 1 1       r r   and ) , , ( ) , , ( ~* 1 1       r r   , i.e.,
with the application of complex conjugation. It should be also noted, that neither the interface waves (Stoneley waves, if they exist) nor the contribution to far fields from the head waves are included in the solution in Eq. (II.13). They could be evaluated through the analysis of the pole (if it exists) and the branch points of the integrand in Eq. (II.13). However it is worth noting that the head waves, i.e., contributions from branch cut integrals, are asymptotically negligible at large distances, because they diminish in amplitude faster than the bulk waves [2θ, 27]. To proceed to the analysis of the particular possible experimental situations the distribution of the laser-induced stresses in the contacting media should be specified. §II.

Description of the laser-induced thermo-elastic source

The spectrum of the normalized thermo-elastic stress is controlled by the spectrum of the laser- describes the distribution of the absorbed laser energy release in depth controlled by the optical penetration depth and some other physical parameters of the light absorbing medium [22, 2η]. The solution of the thermal conductivity equations, satisfying the conditions of continuity of the temperature and of the heat flux at the interface between the opaque and the transparent media, can be derived by the same method of integral transforms, which has been applied in [21] to derive the solutions in Eqs. (II.8) and (II.9) of the inhomogeneous wave equations. It is sufficient to find the solution in the reciprocal Fourier spaces, where it can be factorized in the following form

induced temperature rise [21, 22] ) , , ( )] 1 /( ) 1 [( ) , , ( ~2 , 1 2 , 1 2 , 1 2 , 1 2 , 1 z x z x i n k k T k k            , (
) ( ) ( ) , , ( ) , , ( ~2 , 1 2 , 1 x z x z x k f k k k k T        . (II.1θ)
The general expressions of the functions ) , , ( 

z x k k   are ). ( ) ) ( ( ) 1 ( ) , , ( , ) ( ) ( ) ( 1 ) , , ( 1 2 2 
2 1 1 2 1 2 2 1 1 2 2 1 2 1 2 1 1                                      W k k k W k k W k k k z z x z z z z x (II.
) ( ) ( ) ( 1 z W x t f Q  
. The common models for the laser pulse intensity envelope, distribution of laser intensity across the focus and distribution of laser intensity in depth of light absorbing medium are
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, respectively where L  is the laser pulse duration at 1/e level, d is the diameter of the focus at 1/e level, I is the absorbed part of the laser intensity incident on the interface and l is the characteristic heating depth, which in metals can depend not only on the penetration depth of laser radiation but also on the penetration depth of the non-equilibrium overheated electrons [28,29,30]. In the Fourier domain the description of the heat release is
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In some particular experimental situations, depending on laser focusing, duration of the laser pulses, penetration depth of the laser radiation and physical properties of the contacting solids, the general theoretical formulas for the temperature rise and thermo-elastic stresses can be significantly GHz. So these experiments can be considered as laser ultrasonics experiments. At ultrasonic frequencies in metals and other good thermal conductors (in diamond, for example) the depth of the zone heated either by penetrating laser radiation or by the transport of the overheated electrons, is thin both thermally and acoustically. In other words, the initially heated depth is much shorter than both thermal and acoustic wavelengths, and the heating can be well approximated by interface-localized heating. From the mathematics point of view for laser ultrasound the relation
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, holds, and consequently the description in Eq. (II.17) simplifies to . ) )( (
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Additionally at ultrasonic frequencies the acoustic wavelengths are longer than the thermal wavelengths. In this case, neglecting the acoustic wave numbers in comparison with the thermal wave

numbers 2 , 1 / D i 
, the solution in Eq. (II. 19) is reduced to 
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Here the compact notation P 1 is introduced for the following combination of physical
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characterises the relative efficiency of laser light transformation into ultrasound in the contacting media in the case of interface absorption of laser radiation.

From the physics point of view the mathematical combinations in the figure brackets in Eqs.

(II.21) and (II.22) describe the directivity of the emission of compression/dilatation and shear acoustic waves, respectively, by laser radiation delta-localized in 2D geometry, i.e., when laser radiation is 4η focused on y-axis. Formally this limiting situation is realized due to
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when the dependence on angles rests only in the terms inside the figure brackets. These terms are the most important parts of the directivity patterns, which are expected to be sensitive to the relative parameters of the materials in contact. So we need to evaluate
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It is worth noting here that our general theory, presented above, describes as limiting cases the mechanically free and the infinitely rigid (immobile) interfaces (see Appendix B).

II.4.2. Directivity patterns for Fe in diamond anvil cell

In th is S ec t ion , in v ie w o f th e perspectives to apply the developed theory to the laser ultrasonics experiments in diamond anvil cell (LUDAC technique [2-η]) we present the theoretical results for laser ultrasound emitted by a thermo-elastic source delta-localized on the interface of diamond, i.e., carbon in the cubic diamond phase denoted as C d , and iron (Fe). Important feature of this interface is that both bulk acoustic velocities in the first of the contacting media (in Fe) are slower than both acoustic velocities in the second of the contacting media (in C d ),

2 2 1 1 l t l t       
. This situation, expected to be typical for practically all the materials in the diamond anvil cell, is qualitatively illustrated in Fig. II.2. As it has been mentioned above, the translation invariance of the system along the x -axis requires the conservation in interaction of the acoustic waves the xcomponents of their wave vectors (see Fig. II.2). Because of this, particular ordering of the acoustic velocities, i.e.,
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, results in particular ordering of the propagation angles of the interacting waves
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and, most significantly, in particular ordering and the number of critical angles, which could play role in the reflection/transmission of the compression/dilatation acoustic waves by the interface. We define here as critical angles those angles of observation, at which one of the acoustic waves interacting at the interface, propagates along the interface [24]. For the angles defined as in Fig. II.2, this definition means, that at angles larger than the critical one the xcomponent of the wave vector for these waves becomes larger than the total wave vector, while the zcomponent becomes imaginary valued. Thus, this wave becomes evanescent and stops to transfer acoustic energy away from the surface. The analysis which follows, demonstrates that critical angles are the characteristic angles in structuring of the directivity patterns of laser ultrasound, although they are not the only angles that could be of importance.

In The reason of this strong difference is in the particularity of laser ultrasound, where the total field of longitudinal waves in Eq. (II.23) emitted from Fe into Fe is due to both direct and reflected waves (see the sum (II.24)), which is due to the compression/dilatation waves initially generated in Fe. At angles smaller than all the critical ones all five acoustic waves coupled by the interface, i.e., the incident on the interface longitudinal wave and four acoustic waves created by the interface, are all propagating, and the latter four waves are transporting the acoustic energy from the interface to the bulk of contacting media. The emission of the shear acoustic waves in the direction normal to the laser-irradiated surface is forbidden by symmetry principles [2η, 32,33]. This explains the growth in amplitude of the emitted shear waves at small angles. ). P in Table II. 1). The characteristic features related to the above discussed three critical angles and the local maximum in amplitude directivity between the third critical angle and 90° are predicted. However, if for different pairs of the contacting materials, the zero in the transmission of the longitudinal waves η2 across the interface with mode conversion takes place at an angle larger than the third critical angle, then the local maximum in the directivity pattern could be between this angle and 90°. 
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In the high pressure laser ultrasonics experiments, the detection is on the surface strongly loaded by diamond, and the detection by the reflectometry can be much more efficient than by the interferometry [2-η]. So it would be more useful to analyze not the displacements, but strains, which are producing the changes in the optical refractive index of the media. In the wave propagating at longitudinal sound velocity the strain, which can be probed by laser radiation, is equal to one half of the relative change of the material volume
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In the wave propagating at shear acoustic velocity, the strain component which can be probed by laser radiation, is From the forms of Eqs. (II.28) and (II.29) it is clear that, when transforming the solutions into the time domain, i.e., by performing the inverse Fourier transform, the dependence of both strain profiles on time can be factorized by the same integral: is the retarded time, while
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, when evaluating normal and shear strains, respectively. The integral in Eq. (II.30) for the description of laser radiation given in Eq.

(II.18) can be calculated analytically. It should not be however forgotten that, when integrating over negative frequencies, the integrand should be modified to provide finally real valued profile. The result of the integration is 
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is the angledependent characteristic duration of the strain pulse and The predictions of the analytical theory have been compared with the recently published results of the numerical evaluation of the directivities patterns in diamond anvil cell by the finite element method [19]. Because in [19] the interface between the aluminum (Al) and the diamond is considered, In particular, numerical investigation in [19] (Fig. II.13) does not predict the dominant lobe in the directivity pattern of the longitudinal waves around  4η°, which is analytically predicted in Fig.

II.14. It should be mentioned here, that we have evaluated the pulse-shape effects, predicted in Section II.η, using the same parameters of the laser radiation as in [19], i.e., η . 0

 L  ns,  η  d m.
We have found (section II.η) that the additional angle-dependent modulation, i.e., due to pulse-shape effects, cannot cut the side lobe predicted in Fig. II.14 for longitudinal waves around  4η°. Thus, our analytical results are in contradiction with the numerical evaluations in [19]. However, we are not considering the predictions obtained in [19] as a strong argument against our analytical theory, because some of the other numerical evaluations in [19] (for example observed experimentally [18].

Figure II. 14. Amplitude directivity patterns of longitudinal and shear ultrasound emitted in aluminum by delta-localized sources, created by laser-irradiation of plane interface between aluminum and diamond.
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Then we compared the results of experimental work [4] with this analytical theory. In [4] the results of laser ultrasonic experiments with iron film inside the diamond anvil cell are described. In experimental setup, the Nd:YAG laser with a pulse width of 0.7η ns and with diameter of a spot on the sample surface ηµm was used for generating acoustic waves in iron film inside the diamond anvil cell.

In this experiment it was possible to change the distance between the source and the detector of the Finally, although indirect, argument in favour of validity of the theory, presented in this Chapter, is the known theoretical prediction [34] for the modification of the directivity pattern of the laser ultrasound emitted in liquid in case, when the surface of the liquid is loaded by a solid plate.

Additional structuring of the directivity pattern, relative to the pattern of laser ultrasound emitted from a mechanically free surface of laser-irradiated liquid, had been predicted [34]. Several lobes in the directivity pattern are theoretically expected [34]. 

Conclusions

In conclusion, in this Chapter the analytical descriptions for the directivity patterns of ultrasound (LU), emitted from the laser-irradiated interface between two isotropic solids was presented. The solutions are valid for arbitrary combinations of transparent and opaque materials. The Measurement of refractive indexes o f t r a n s p a r e n t m a t e r i a l s a t h igh pressures is a quite important area of research [1,2]. In general, determination of refractive index is a direct way to probe electronic structure of the substance of interest because the refractive index expresses the response of the distribution of charges to the perturbing electric field. So measurement of refractive index as a function of pressure is highly important and valuable by itself. However, information about the optical properties of sample materials is also of particular importance for the evaluation of their acoustic properties using optoacoustic techniques. In fact, parameters accessible from optoacoustic measurements could be combinations of acoustical and optical parameters and, because of this, the knowledge of the optical parameters could be required to extract the acoustic parameters. For example, the refractive index under pressure has a clear metrological importance for Brillouin spectroscopy [3] and picosecond laser ultrasonics [4]. In this work the refractive index of water ice and the ice sample thickness were needed in the picosecond laser ultrasonics measurements on this material compressed in a diamond anvil cell (see Chapter IV).

Change of the thickness of a transparent sample in a diamond anvil cell with pressure is also required in laser ultrasonic measurements [η,θ,7]. Usually in a laser ultrasonic experiment the propagation time of sound through a sample is measured [7] but the sample thickness remains unknown. Also, measurement of the sample thickness in a diamond anvil cell on pressure increase allows to control the distance between the anvils and thus to preclude a direct contact of the anvils leading to their failure. Such measurement of the thickness should be performed regularly upon pressure increase. Finally, the thickness of a transparent material in a diamond anvil cell can be used to determine volume of the transparent sample as a function of pressure, denoted as the equation of state, which contains information about the bulk modulus and its first pressure derivative [2].
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In an earlier study [8] refractive index of the transparent mixture of methanol and ethanol in the ratio 4:1 was measured using an optical method where a reference object of known size was used.

This means for the determination of the refractive index of the sample material as function of pressure, the known properties of the reference object were used [8] which have been measured by other methods. For example, the equation of state can be determined from X-ray diffraction measurements of the specific sample volume performed on compression.

The refractive index of H 2 O as a function of pressure was investigated in [1]. For these purposes, the optical method involving use of a reference object was imployed. In [2] measurement of the refractive indexes of transparent materials (H 2 O, He, N 2 ) under pressure in a diamond anvil cell was conducted without using a reference object. Unfortunately, the latter optical method of measurement has been employed only at pressures below 40 GPa. In [2], it is assumed that the transparent sample compressed in diamond anvil cell is plane parallel. However, this assumption is, in general, incorrect (see section III.θ) and could cause significant systematic errors due to curvature of the diamond anvil culets.

In this part of the thesis, an interference method for measuring thickness and refractive index . From these relations, the product nH can be written as:

     2 nH max 2 max 1 (III.2) where max 2 max 1      
. So the product of the refractive index of the material of plate and plate thickness can be obtained from the interference pattern of the reflected broadband light. The refractive index of the material can be obtained if the thickness of the plate can be measured independently. Conversely, if the refractive index is known, then the thickness can be obtained. This is just one opportunity to estimate nH from the interference of a broadband light. More accurate determination of nH can be made by fitting of experimental curve (see section III.2.2) by using equation (III.1).

III.1.2 Interference of broadband light in a diamond anvil cell

To study substances under high pressure a diamond anvil cell technique can be used (see Chapter I). In this technique, a transparent substance is sandwiched between two diamond anvils and is confined on sides by a metal gasket (Fig.

III. 3a).

In this work, interference of a broadband light (as described above) was used to measure the refractive index and sample thickness at high pressures. The interference is occurring due to the fact that the light reflected from the two interfaces of the sample: upper interface diamond/sample, and lower interface sample/diamond. From the analysis of the resulting interference signal the value nH at different pressures can be obtained. Interferometric measurements in a diamond anvil cell provide only the product of the refractive index of the material with its thickness. Independent measurements of the thickness are difficult due to inaccessibility of the material inside the diamond anvil cell. Also, the refractive index at high pressures is known only for a very limited number of substances.

Some ideas how to separate the measurement of the refractive index and of the thickness of the sample compressed in a diamond anvil cell are considered below. -Aspheric achromatic lens. This lens is focusing the broadband light on a sample compressed in the diamond anvil cell with. the same lens is used to collect the interference signal. The lens diameter is -Diamond anvil cell with the studied transparent substance. We used a mechanical ALMAX diamond anvil cell of the type "Boehler-Almax Plate DAC" [10] (see Chapter I and section III.3).

-Compact motorized actuator (TRA Series). It allows to move the diamond anvil cell perpendicular to the optical radiation in the plane of the optical table with the resolution 0,03 µm.

-Monochromator with a CCD camera (shamrock sr-303i). This system allows recording the spectrum of the reflected from the diamond anvil cell broadband light with the resolution of 0,03nm.

-Visualization system. This system consists of an ocular and a flip mirror to redirect light before the monochromator for visual examination of the sample in the diamond anvil cell.

Figure III. 4. The basic scheme of experimental setup for measurement of refractive indexes and thickness of materials compressed to ultrahigh pressures in a diamond anvil cell.

The measurements are based on the appearance of light interference between two nearly parallel surfaces such as a surface of the examined sample and culets of the diamond anvils. The beam of light travels from the source to the beam-splitting cube. After the cube a part of the light beam is redirected towards the diamond anvil cell through the lens. The white light is focused into the diamond anvil cell with a compressed sample by this lens which also is used to collect the interference signal.

The interference signal was projected, through a beam-splitting cube, on the pin hole in the front of the monochromator. The lateral resolution of the system was chosen to be 1 μm (on the sample in the diamond anvil cell). The sample in the diamond anvil cell can be observed through an ocular using a flip mirror. The measurements are performed in the spectral range from η9η nm to θ28 nm. From the interference measurements we determined the product of the sample refraction index and the distance between the corresponding plane surfaces nH . Compact motorized actuator allows moving of the sample with a high precision along the horizontal axis. 

III.2.2. Software developed for controlling the experimental setup

In order to facilitate the experiment and accelerate the measurements, a program controlling the experimental setup was developed. The program was written using the LabVieW software.

The program allows to control and read data from the CCD camera of the monochromator. The controled parameters are the exposure time and the detector temperature. The exposure time defines intensity of the optical signal. The detector temperature defines the noise level of the detector. Typical temperature was -2η°C. The program also reads data (the light spectrum) from the CCD camera with a delay time between reading defined by the exposure time. The collected spectra were averaged in order to obtain a better statistics. A spectrum of light without the diamond anvil cell was used to determine the background which was then removed from the interference signal (background subtraction). Averaged signal without background was processed using the Fast Fourier transform (FFT), the signal frequency determined and recalculated to nH. This was a rough estimate for the nH used subsequently for a more accurate determination of the nH by fitting the equation (I.1) to the interference signal. The position of the fitting on the intensity axis and the amplitude were fixed (chosen from the experimental data) and the nH value varied until the best agreements with the experimental signal was achieved. The procedure for the sample (H 2 O ice) preparation was as follows:

1. preparation of a gasket with a hole for the loading of water, which center should coincide with the center of the diamond culets; The refractive indexes of water and of two solid phases of solid ice (phase VI and VII) were measured as functions of pressure using the above described interference method. The measurements were performed at room temperature. We do not take into account the heating of the sample by light source because we used a low-power broadband light source and also diamond anvils provide a powerful heat sink (the thermal conductivity of diamond is about 1000W/mK). The maximum pressure of these experiments was 31 GPa. Two different methods, described below, have been used to obtain the refractive index of H 2 O as a function of pressure. §III.4. Refractive index of H 2 O as a function of pressure

III.4.1. Using of iron or diamond wedges to get the refractive index of H 2 O

In the first method we used iron-and diamond wedges imbedded in H 2 O to derive refractive index of the H 2 O phases as a function of pressure. This idea is based on the assumption that the reference object in the diamond anvil cell with H 2 O is under hydrostatic pressure or, more precisely, that the shape of the reference object does not change on pressure increase. For example, if the reference object is a linear wedge with sides A and B (Fig. 

Figure III. 8. Illustration of the first method for measuring the refractive index n of the transparent material in the diamond anvil cell employed in this work. The wedge with known parameters is in the diamond anvil cell with H 2 O under pressure (n is unknown, α is known). To obtain the refractive index n of H 2 O the optical thickness measurement is performed at two positions at a certain distance ∆L.

If the wedge is imbedded in H 2 O as shown in Fig. III.8, then the optical thickness measurement can be carried out for the sample material between the wedge and the diamond anvil surface in positions '1' and '2' with the respective values nH 1 and nH 2 measured using the interference method.

At first step, the slope of the wedge should be determined. To do this, the optical thickness measurement can be performed in air when n=1 and hence in position '1' the optical thickness is nH 1 =H 1 and in position '2' nH 2 =H 2 . If the distance between the positions '1' and '2' is ∆L then the variation of the wedge height ∆H=H 2 -H 1 can be obtained directly. Thereafter, the wedge angle can be determined from (∆H/∆L)=tg(α).

Then we can load the water into the sample volume. For measuring the refractive index of the transparent material under pressure it is necessary to know only angle α of the wedge. Measuring the variation in optical thickness n∆H as a function of ∆L we get n(∆H/∆L)=ntg(α). Since tg(α) is already known we obtain n immediately.

To increase the precision of the measurements it would be better to make them at several different distances between '1' and '2'. Typical scan included 10 -1η points between the positions '1' and '2'. Also the advantage of scanning is a high accuracy in determining the change in optical thickness (if we have a gradual shift of the optical beam ∆L). For example, we can choose one of the maxima of the interference signal (see Fig. Here the value m can be find from comparison of max for the neighboring maxima at the same position on the sample . In this case, the relative change in optical thickness can be measured with a high precision. In our experiments the accuracy was estimated to be about 30 nm.

The first experiment to measure the refractive index in the H 2 O sample compressed in the diamond anvil cell was performed using an iron wedge prepared from iron particles by using a misaligned cell: In this cell the diamond anvils were inclined by about 1 degree and then the iron particle was pressed between the anvils. This wedge has an elongated shape (see Fig. 

Figure III. 9. Dependence of the optical depth nH of H 2 O above the wedge as a functions of displacement L (from position 1 to position 2) at different pressures. (Insert) Photograph of the wedge in H 2 O ice filling the gasket hole (top view). Position of the measurements between positions '1'

and '2' is indicated by a yellow arrow. Nevertheless, the refractive indexes of water and of the two solid phases of ice (phase VI and VII) [11,12] were measured as functions of pressure using the interference method. Black squares represent results of a previous work [ 2].

We also carried out a second set of measurements with another diamond wedge for pressures between 0,4 GPa and 23,4 GPa. The results of the two experiments are shown in Fig. III. 12. These results show that starting from η GPa pressure, the refractive index of water as function of pressure obtained by our method is very different from the results of the previous works [2]. Possible reasons for this behaviour are discussed in section III. 7.

III.4.2. Using the equation of state of the diamond to get refractive index

Another method of measuring the refractive index of the transparent material under pressure in a diamond anvil cell was used in [8] where a plane-parallel object was placed in the cell together with a transparent sample substance Fig. III. 13.

Figure III. 13. Illustration of a method of measuring the refractive index of a transparent material in a diamond anvil cell by using a plane-parallel plate. Thickness measurement was carried out in two positions '1' and '2' using the interference method'. The plate thickness h and its change with pressure is known from preliminary measurements.

If the object thickness is almost independent of pressure in the investigated pressure range or if we know the equation of state of the substance (from experiment or theory), then we can find the thickness of the object h at any pressure using the equation given below (eq. III.η). In this case it is sufficient to make two measurements of thickness (by using the interference method) at the position '1'

(the space between the two diamond anvils is filled only with a transparent sample substance) and at the position '2' (a part of the space is occupied by the reference object). Thickness measurement in the position '1' will give the value nH 1 . And the thickness measurement in the position '2' will give the value nH 2 =n(H 1 -h)= nH 1 -nh. Then, from these two measurements applying the known thickness of the object h the refractive index of the transparent medium n can be found as

h nH nH n 2 1   (III.4)
This kind of experiments to measure the refractive index of transparent material in the diamond anvil cell was carried out up to 31 GPa. We used the same samples as described in Section III. When the pressure in the diamond anvil cell is changed the thickness of the wedge A changes too. To determine the thickness of the wedge A' under pressure, we have assumed that the pressure in the diamond anvil cell is hydrostatic (the diamond is so stiff that a small degree of nonhydrostaticity can be neglected) so (A'/A)=(V'/V 0 ) 1/3 where V 0 is the volume of the diamond wedge at zero pressure and V' is volume of wedge the under pressure. We determined V'/V 0 using the Murnaghan's equation of state [13]:

' 0 / 1 0 ' 0 0 1 K P K K V V            (III.η)
where 0 K is the zero pressure bulk modulus of diamond, ' 0 K is the first pressure derivative of the bulk modulus at zero pressure, and P is the pressure in diamond. We used the measured bulk modulus, 0 K = 442 GPa [14,1η] and estimated the value for its first pressure derivative to be '

0 K =4 [1θ].
Using these values we have calculated change in the diamond wedge thickness with pressure.

In the first set of measurements the initial thickness of the wedge A was ~19,3µm and pressure was increased to 31GPa. Thus, using eq. (III.4) we calculated the thickness of the wedge at a pressure of 31GPa A' to be 18,9 µm. In the first approximation, we have neglected the variation in the thickness of the diamond wedge (see section III.7) and assumed it to be 19,3µm at all pressures (A  A'  19,3µm). The same assumption was made in the second set of measurements. In our case we used the possibility to move the diamond anvil cell in the horizontal plane with a high precision using the visualization system and a compact motorized actuator (TRA Series). We recorded the initial and final position of the diamond anvil cell when the sample edge is approached and thus determined the sample diameter. We measured the diameter of our H 2 O samples at all pressures. The area was calculated as S= (π/4)D 2 . The same samples as in the previous sections were To determine the transverse size the visualization system and the ability to precisely move the diamond anvil cell in one direction were applied.

Thus measurement of the transverse size of the transparent sample compressed in a diamond anvil cell is performed using the imaging systems. This value is necessary for calculation of the sample volume under pressure. Also a visual examination of the sample allows to draw conclusions about the state of the sample and about stability of the confining gasket.

III.5.3. Volume of H 2 O and bulk modulus as a function of pressure

The volume of a transparent sample compressed in a diamond anvil cell is given by the expression V=H*S where H is the sample thickness obtained in section III.η. It is important to note that the volume of study consists of two contributions, the contribution from the water (or water ice) and the contribution from the diamond wedge V= V H2O +V wedge . The approximate volume of diamond wedge V wedge  η0000µm 3 . However, as shown in section III.4.2, the wedge volume is almost constant when the pressure changes (changes in the volume of wedge are not more than θ% and the initial volume of the wedge is approximately 10 times smaller than the total initial volume). Thus we can say that the volume change occurs mainly because of the contributions of H 2 O: V(P)=V H2O (P)+V wedge =V H2O (P) ¨+ const. If it is necessary the contribution of the wedge can be taken into consideration by using equation (III.η). Finally we used our experimental system to assess the curvature of diamond anvil culets on compression. In many of optoacoustic experiments in a diamond anvil cell it is assumed that the sample has a plane-parallel top and bottom surfaces [η,θ,7]. In general, at high pressures, this statement is not true. At high pressures, there is a large pressure gradient in diamond anvils [17,18].

Under the influence of the pressure gradients, the diamond anvil culets become curved. The thickness of the sample between the diamond anvils is usually thicker in the anvils centre and thinner on the edges. The sample shape resembles that one of a lens (Fig To study the curvature of diamond culets under pressure, we used the same interference method. We performed thickness measurement from position '1' to position '2' as described in section III.4.1. But in this case, we moved perpendicular to the wedge slope. This means that the wedge thickness did not change between positions '1' and '2'. Since the thickness of the wedge is constant, we could assume that in this direction the wedge has a plane-parallel surface (Fig. III. 19a) and any changes in optical thickness should be due to curvature of the upper anvil culet.

We have performed a few measurements along the wedge surface at different pressures in the H 2 O sample. We found the maximum thickness H 0 in the range from '1' to '2', and then we found the indicates that starting from η GPa the refractive index of water as the function of pressure obtained by 8θ method described in section III.4.1 importantly deviated from the results of the previous work [2].

These differences may be due to several factors.

Firstly, these differences may be due to the fact that the contact between the diamond wedge and the culet of the bottom diamond is not tight. During the sample preparation the water could penetrate between the surfaces of the diamond wedge and the diamond anvil. In this case the wedge can change its position and orientation with increasing pressure. This will lead to a situation that the angle is not constant and changes in an unpredictable manner. So the value tg(α) fluctuates with pressure. However, this appears to be less possible when the water is frozen to ice and compressed to significant pressures since the layer of water between the diamond wedge and the anvil should be thin due to the surface tension of water. Changes in the thickness of this ice layer would be smooth and thus can not explain jumps in the n values at pressures between 10 and 31 GPa.

Another reason for these differences is the process of relaxation of the diamond anvil cell after pressure rises. For example, after increasing load the constant pressure distribution is reached after Also, variations of n above η GPa could be due to minor variations in experimental conditions.

To increase pressure, the diamond anvil cell had to be removed from the experimental setup. It is possible that the angle between the normal of the diamond anvil cell and direction of the incident light is not exactly the same when the cell was returned for the next set of measurements. Perhaps these differences in initial conditions have affected the slope of the curves.

Finally, the differences may be explained by curvature of the two diamond anvil culets on pressure increase (see section III.θ) resulting in the deviation of the shape from that used for the data analysis. This means that the slope of the curves (for example, Fig. III. 9) contains curvature of the anvil culet. In this case the value tg(α) can vary significantly to be recognized in the measured values.

For example, for the measured slope of the wedge tg(α)=0,0423, if the sample is shifted along the inclination of the wedge by 1η µm, the change in height of the wedge will be approximately 0,θ µm.

At the same time we found that at 23 GPa a change in the sample thickness due to the culets curvature can be about 0,13 µm (Fig. III. 19). This means that the error in determining the sample thickness (and consequently of the refraction index) will be about 22 %. In our measurements the displacements of the sample along the wedge slope was about η0 µm for iron wedges and about 30 µm for diamond wedges. This means that the errors can exceed 22 %. This could well explain a smooth and increasing deviation of our n values from previous results as can be recognized in Figure III.12 for the first set of measurements. However, the sudden jumps in the n-values (jumps down and jumps up) can not be explained by the smooth change of curvature of the two diamond anvil culets on pressure increase.

All these assumptions can cause an error in the measuring the refractive index using the interference method. Each of these assumptions can be studied separately. It is also possible that there are other causes of errors. For example, inaccurate determination of the initial optical thickness nH and the interference order m, or inhomogeneous change of optical and mechanical properties of the Pt film deposited on the wedge surface.

Dependence of the refractive index of H 2 O on pressure obtained by the method described in section III.4.2 (Fig. III. 14.) is in a good agreement with previous results [2]. A slight deviation in the refractive index at high pressure can be explained by omitting the thickness change of the wedge A.

The maximum variation of the thickness of the wedge in our experiment is about 2% and the error is systematic. At the same time experiments show that the error of measurement of the refractive index by this method can be around 7 %. This can be explained by the low accuracy in determining the absolute value of nH. In our case, the accuracy of determining the optical thickness is about 0,3 -0,θ µm. This means that the error in determining the refractive index of the given method can be more than10 % if the thickness of the reference object is only a few microns.

Also, during the sample preparation, the water could penetrate between the surfaces of the diamond wedge and the diamond anvil. In this case the value h in eq. III.4 will include the thickness of the reference object and the thickness of the water (or ice) layer between the wedge and the bottom diamond anvil. The thickness of this layer can change with increasing pressure, especially when the surface of diamond culets starts to curve. Thus the error in the determination of the refractive index by this method may be due to an uncertainty in h.

However, the described method of measuring the refractive index overcomes some of the problems of the approach described in Section III.4.1. In this method it is not necessary to perform a scan along a large sample section, it is sufficient to make the optical thickness measurements at only two points which can be very close to each other. Also, the experiment duration decreases and the measurement error is not accumulated due to scanning.

Thus, this second method allows measuring of the refractive index of a transparent medium compressed in a diamond anvil cell to high pressures. This method is quite simple and rapid. If high accuracy in determining the refractive index of the transparent material at high pressure is not required, then this method can be applied.

Both methods have a common limitation: thickness of the transparent sample should be greater In the two types of measurements, we do not take into account the polarization of the incident light. It means we assume that a transparent substance is optically isotropic. Otherwise, a light polarizer can be installed in the experimental set-up. In our measurements we did not take into account the dispersion of the refractive index in the studied spectral region (from η9ηnm to θ30 nm) which suggests that the pressure dependence of the refractive index of H 2 O was measured at the wavelength of θ11 nm.

Dependence of the thicknesses of the two compressed H 2 O samples on pressure were obtained using the interference method (Fig. III. 1η, section III.η.1). From this dependences follows that on compression the sample thicknesses changed by more than 20 µm. At pressures from 0 to η GPa an abrupt fall in the thickness is observed for both cases. This may be explained by phase transitions in the H 2 O sample: Due to crystallization of water in ice VI at 1,1 GPa and a phase transition from ice VI to ice VII at 2,1 GPa [12]. The density of ice VI is 8% higher than the density of water and that of ice VII is 14% higher than the density of ice VI. Thus, the interference method allows an easy and quick method of thickness measurement for a transparent material compressed in a diamond anvil cell. This method was used in the next chapter to determine the average speed of sound in H 2 O at different pressures applying acoustic data.

In section III.η.2 diameter of the H 2 O samples compressed in a DAC was obtained using the visualization system. The curves corresponding to two different samples are different (Fig. III. 17) because the initial conditions for the two samples were not identical. For example, the initial sample thickness was different and position of the sample center with respect to the diamond anvils was not exactly the same. Despite of this the pressure dependences of the sample surface areas show similarities. In the pressure range from 0 to η GPa both measurements show a strong reduction of the sample area on increase of pressure. This could be explained by phase transitions from water to ice VI and from VI to ice VII [12]. Behavior of the curves at around 1η GPa again may be associated with a phase transition in the gasket. For the first measurements set the gasket become to be unstable Thus we have demonstrated that by means of optical measurements in the diamond anvil cell the volume of a transparent substance can be obtained as a function of pressure. This dependence allows us to calculate the isothermal bulk modulus [13] at high pressure, which is an important elastic parameter. However, it is important to bear in mind that the presented results are only estimates.

Accuracy of the determining the volume is about 10 %. In this volume various sample parts are under different pressure conditions due to pressure gradients. For more exact and local study of the equation of state the X-ray diffraction method seems to be more appropriate [20].

Conclusions

We presented here measurement of the refractive index and thickness of H As noted in Chapter I, the sound velocities and elastic moduli of liquids and solids (amorphous or crystalline) at Megabar pressures are of great interest for natural sciences, but quantitively they are known for a limited number of substances and for a limited range of pressures [1,2]. The high-pressure parameters of materials, which can be measured at pressures above 2η GPa in laboratory conditions only using a diamond anvil cell (DAC), can be importantly influenced by the polycrystallinity of the material and the existence of spatial inhomogeneities and texture in polycrystalline aggregates even in the samples of several μm characteristic size [3]. It is well known that the aggregate sound velocity depends on the characteristic dimensions of the individual crystallites, which are elastically anisotropic [4], and that, even a partial alignment of the crystallites in a material, i.e., orientational texture, causes the modification of the measured aggregate sound velocities [η]. Both these factors are preventing precise evaluation of the elastic moduli on the basis of sound velocity measurements and make necessary the development of the experimental methods for the three-dimensional imaging of the microscopic samples in-situ when compressed in a high-pressure apparatus with the goal of characterization both their morphological and orientational/directional texture.

In the past decade significant progress has been achieved in X-ray imaging of isolated objects and multigrain bodies with the spatial resolution better than 100 nm in cases where inhomogeneities have a chemical contrast [θ]. In the cases where grain orientations in polycrystalline bodies are derived from X-ray diffraction, the spatial resolution approaches today submicron level [7,8]. These methods based on the use of synchrotron X-ray radiation have also been applied for examination of samples recovered from high-pressure experiments [9,10]. However, a limited access to the sample compressed in a diamond anvil cell reduces significantly the lateral resolution for in-situ characterisation of polycrystalline samples [11,12]. The resolution degradation in the axial sample direction, i.e., along indepth direction parallel to the load axis of the DAC, is even more dramatic and was expected to be 2 μm or even worse [13]. The nanoscale resolution can be maintained for samples compressed in a DAC only when a small number of grains or an isolated grain are illuminated, or when the sample is chemically and texturally uniform (e.g. single crystal or glass) [14-1θ]. Finally, none of the considered methods provides any independent information on elastic properties of the sample material or individual grains.

In this PhD research work an experimental method which overcomes the above listed phonons in the sample provides information on the velocities of the longitudinal and shear sound [17][18][19]. In laser ultrasonic techniques light is employed not only for the detection of acoustic phonons, like in classic BS, but also for their generation [20,21]. Moreover, the acoustic phonons, monitored inside the sample, are coherent. Laser ultrasonics had been first used in high pressure experiments to increase the photo-elastic scattering of probe light through the generation of monochromatic coherent acoustic waves by laser-induced gratings, i.e., by interference patterns of two pump pulsed laser beams

propagating at an angle. The probe light is predominantly scattered not by the thermal but by the lasergenerated phonons. This laser ultrasonic technique of impulsive stimulated Brillouin scattering (ISBS) [22] had been applied at high pressures to measure velocities of both bulk [23,24] and interface [2η,2θ] acoustic waves. Recently other laser ultrasonic techniques were tested in studies of materials at high pressures in DACs. Picosecond laser ultrasonic technique [27], based on both the generation and the detection of wide-frequency-band coherent acoustic pulses by femtosecond laser pulses was first applied in [28] (see Fig. frequency precisely equal to the Brillouin frequency [30]. Thus, measuring the period/frequency of this time-domain Brillouin oscillation provides information on the velocity of the acoustic wave in the sample. In the collinear scattering geometry of the TDBS experiments [28,[START_REF] Grahn | Picosecond ultrasonics[END_REF] the Brillouin frequency is proportional to the product of sound velocity and of the optical refractive index of the medium at the probe wave length (see Eq. (IV. 1)).

In an inhomogeneous medium the TDBS signal at each time instance contains information on the local parameters of the medium in the spatial position of the laser generated light-scattering acoustic pulse at this time instance. It has been demonstrated earlier, although under ambient conditions, that this effect can be used for the depth-profiling of inhomogeneous transparent media 9η with nanometers scale resolution limited by the spatial length of the laser-generated coherent acoustic pulse [32,33] (see Fig. I. 7 in Chapter I). The in-depth profiles of the sound velocity, of the optical refractive index and of the photo-elasticity with the spatial resolution of η0 nm, which is not limited by the wavelength of acoustic phonon at Brillouin frequency, were determined in the sub-micrometer thick film of low-k nanoporous material by conducting TDBS measurements at several different angles of probe light incidence [32].

Below in this Chapter there is a description of the application of the TDBS technique to the diagnostics of water ice in a DAC at pressures of η7 and 84 GPa revealing the characteristic features of its micro-crystallinity. While the classic, i.e., frequency domain, BS experiments with single crystal H 2 O ice are extremely rare [34,3η] and were reported only at relatively low pressures below 10 GPa, the experiments at higher pressures are conducted on polycrystalline ice [34,3θ-38]. The problems in application of the classic BS of light by thermal phonons in polycrystalline materials and, in particular, in H2O ice are well known [19,3θ-38]. The Brillouin spectral lines are not just importantly broadened [19,3θ] but are split [19,3θ,38] because of the simultaneous contributions to the scattered light from multiple differently oriented crystallites, i.e., elastically anisotropic grains, inside the scattering volume. Detection of the broad Brillouin lines provides opportunity to extract only the orientationaveraged, i.e., so-called aggregate, sound velocities [3θ], while the detection of the split Brillouin peaks requires data collection through a large number of different scattering volumes covering many randomly oriented grains with the goal to establish the maximum and the minimum boundaries of compressional and shear sound velocities [38]. Additional complexity/inconvenience in the experiments with cubic polycrystalline ices arrives from their optical isotropy [39], which makes impossible visualization/characterization of the grain distribution, i.e., of the polycrystalline aggregate texture, by birefringence, which could be very useful in the case of grains without inversion symmetry [34,40]. Indepth spatial resolution in classic BS microscopy [41] applied for three-dimensional imaging [42] exceeds nowadays tens of micrometers.

In this Chapter experimental "visualization" of the texture in the polycrystalline aggregate of 

IV.2.1 Pump and probe optical setup

The experiments on ice compressed in the DAC were performed using a typical pump/probe The probe laser pulse was focused into a circular spot. The pump spot was scanned relative to the probe in vertical lateral direction along the Fe/ice interface perpendicular to the long axis of the ellipse. The scan was achieved using a variation of an angle Δ of incidence of pump beam, provided by the rotation of a dielectric mirror installed on the computer controlled support (M2 in Fig. IV. 3a).

The displacement Δx of the pump beam on the surface of Fe is the following:

        ) / 1 1 ( n h f x
), where f=4 mm is the focusing distance of the objective, h=2.η mm and Value of this arrival time is known to provide information on the acoustic velocity averaged over the path of the coherent acoustic pulse and on the sample thickness [32,33,43,4θ,47]. Further indication of the spatial inhomogeneities could be variations with the delay time of the frequency of Brillouin oscillation [31-33.] For the bulk of the ice X sample this can be revealed by Fourier transform performed inside of an appropriately chosen time window after filtering from the total time-resolved reflectivity signal of the time-varying contribution of thermo-reflectance caused by sample heating [32,33]. This signal processing leads to the TDBS signal which is due to the interaction of the probe light with photo-generated acoustic pulse only ( Performing Fourier transform in a continuously moving smoothed time-window of appropriately chosen duration and taking the frequency of the maximum in the spectra, it is possible to extract the temporal-profile of the dominant Brillouin frequency along the particular path of the coherent acoustic pulse propagation. Changing of the time-window size allows different degrees of averaging along the sound propagation direction. The resolution of such in-depth profiling of the spatially inhomogeneous media using TDBS is known to be limited either by the spatial length of the coherent acoustic pulse or by restrictions introduced by specific signal processing techniques [32,33].

In present experiments the duration of the emitted longitudinal acoustic pulse is controlled by the pump laser pulse duration of 1.9 ps and its width in ice near the opto-acoustic generator is about 30 nm In the polycrystalline ice sample the photo-generated coherent acoustic pulse, which is initially launched normally to the Fe/ice interface and propagates parallel to the direction of the probe laser beam, could be refracted when crossing such plane interfaces between the grains, which are not parallel to the Fe/ice interface. Thus, in general, the coherent acoustic pulse propagates non-collinearly to the probe light. In this case the evaluation of the momentum-conservation triangle composed of the wave vectors of an acoustic phonon and of the incident and of the scattered probe light photons leads to the following solution for the Brillouin frequency B f [32,43].

0 / cos 2    n f B  . (IV.1)
Here  denotes the speed of the acoustic wave along particular direction of its propagation in elastically anisotropic media, 0  is the wavelength of the probe light in vacuum, n is the optical refractive index of the media for the probe light and  is the angle between the propagation directions of the probe light and the sound. In general, three factors in equation (IV. 1), i.e.,  , n and  , could be responsible for different values of the Brillouin frequency, when the coherent acoustic pulse travels along its propagation path. It was estimated theoretically and confirmed by additional experiments that variations of the refractive index are playing negligible role in comparison with those of sound velocity (see Section IV.4) In Section IV.η it will be demonstrated theoretically that variations caused by the acoustic beam refractions could be also neglected in the first approximation. Thus, in the following it can be assumed that the experimentally revealed variations in the Brillouin frequency are due to the variations of the sound velocity only, i.e., that they are dominantly caused by the different orientations of elastically anisotropic grains or groups of grains in the polycrystalline ice aggregate. As an example, assuming in equation (IV.1) 0   and taking the refractive index of the ice from the literature [39] it is straightforward to obtain from the dependence in Fig. 2(c GHz. The maximum amplitude is used for the color scale of the plotted symbols. Thus, the darker the symbol is, the larger is the maximum amplitude of the Brillouin signal, and vice-versa. The estimated from independent XRD measurements characteristic dimension of the individual crystallites in the ice X aggregate at the considered pressures of η7 -84 GPa is 0.4η μm . For this twodimensional XRD patterns of the H 2 O ice VII and ice X samples compressed in a DAC were collected using a monochromatic synchrotron radiation of the beam-line P2.02 (Petra III, HASYLAB, DESY)

[θ0]. The patterns were collected from sample areas of about 1ηx1η μm 2 ; the sample thickness was also about 1η μm. The samples were rotated by about 4 degrees around the vertical axis in order to increase the number of grains in the Bragg diffraction condition. These measurement conditions led to a smooth, without any gaps, distribution of intensity along diffraction rings for all observed hkl reflexes, which suggests a relatively large number of randomly oriented crystallites covering the full solid angle 4π. In order to estimate the smallest number of grains leading to smooth diffraction rings, it was necessary to know the solid angle covered by a single grain under the present experimental conditions. To find it the divergence angle of the X-ray beam, focussed on the sample in a DAC by a compound reflective lenses (CRL) [θ1] was required. The angle was estimated to be about 0.32 mrad using the information available on the web-site of the synchrotron beam-line [θ2]: The CRL had an acceptance of 400 µm, and was located at the distance of 1.2 m from the sample. The effective divergence is, however, larger and approaches about 0.8 mrad due to the fact that the diffracted spot on the 2D detector, located at the distance of η00 mm from the sample, is similar to the detector pixel size of 0.2 mm. Combining the effective divergence with the angle of rotation around the vertical axis the solid angle covered by diffraction from a single grain was estimated to be η.θ•10 -η . Taking into account cubic symmetry of the crystal structure of ice VII and ice X the number of crystallites needed to cover the 4π solid angle by uniform XRD rings was estimated at about 37000. Accounting for the sample volume illuminated with the X-ray beam (s. above) the average size of crystallites in the samples at η7-84 GPa was estimated to be  0. suggests a significant degree of crystallographic ordering in each of the layers but also a significant difference in the average crystallographic orientation of the adjacent ordered layers. This could be considered as a strong indication of the sample texturing parallel to the anvil culets and perpendicular to the direction of the sound pulse propagation. On the other hand, it is impossible to recognise any pattern by shifting of the sample in a lateral direction (Fig. IV. 4a) and 4b)) even though the used step of 1 μm implies a partial overlapping of the examined volumes of the adjacent depth profiles of the BS frequency. This observation excludes the above discussed possibility of the sample texturing parallel to the diamond anvils, at least on the scale of 1 μm, in the lateral directions. The only possible model which could be suggested at the moment is that the sample body contains small mesoscopic groups of oriented crystallites having the shape of discs or lenses. The depth/height of the oriented groups should be comparable with the size of one grain (0.3-0.θ μm) and their lateral dimension/diameter should not significantly exceed 1 μm. That means that such a group contains between 4 and 10 ice crystallites with a preferential mutual ordering. Thus, the measurement with a small time-window of 17 ps could have revealed a some degree of texturing of the present ice sample compressed to 84 GPa at sub-μm scale. However, the size of the ordered/coherent regions is small and does not significantly extend in lateral directions over 1 μm. Note, that characteristic direction of texturing, parallel to the diamond culets, recognised at the large scale in It is worth noting here that the confirmation by the TDBS scattering technique of the sub-μm size of individual crystallites provides us the opportunity to make a general statement that the averaging in the present experiments is not caused just by the large number of crystallites scattering probe light in the tested volume but is also due to the strong diffraction of the light inside the scattered probe beam on its way to the detector. Actually, for the wavelength of the probe light of about 0.44 μm 10η in ice X at 84 GPa, a part of the probe laser beam scattered in a grain with the diameter not exceeding 0.4η μm will diffract at distances shorter than 0.θ μm. The diffraction length was estimated by the ratio of the surface area of the scatterer to the probe laser wavelength in the compressed sample. Consequently, the corrugations of the probe wave front caused by its scattering at the corrugated front of the coherent acoustic pulse propagating simultaneously in multiple crystallites is effectively smoothed by the diffraction at sub-μm scale. Thus, 10θ the detected signal provides information of the phase variation of the smoothed front of the scattered probe light and, consequently, on diffraction-averaged Brillouin frequency. §IV.4. On the role of the induced optical anisotropy In optically anisotropic grains the light experiences double or triple refraction and the optical rays, characterized by different refractive indexes, propagate after refraction with different velocities, which in addition depend on the direction of rays propagation relative to crystallographic axes [48,49].

However the ice phases VII and X examined here are cubic and, thus, optically isotropic. Importantly, there is also an additional and more important factor, specific to microcrystalline samples, which could significantly diminish the maximum effective angles that should be used in the estimates based on equation (IV. 1). In fact, when the acoustic pulse crosses a layer of differently oriented crystallites, distributed laterally, the phase front of the acoustic pulse has a tendency to corrugation, because of the difference in the magnitudes and the directions of the sound velocity in different crystallites. However, this tendency is strongly suppressed by the diffraction phenomena smoothing the amplitude and phase differences between the different parts of the acoustic beam. The shortest 30 nm length of the acoustic pulse, realized in the experiments in the vicinity of the Fe optoacoustic generator (see Appendix C), corresponds to the characteristic acoustic wavelength of 0.2 μm (in ice X at 84 GPa). Consequently the lateral corrugations of the acoustic pulse, which could accumulate in its refraction inside the crystallites with the dimensions below 0.4η μm, are continuously washed out by the diffraction at distances below 1.2 μm. Thus, while the diffraction of the total acoustic beam plays negligible role in the reported experiments, the diffraction inside the acoustic beam supports the propagation of all parts of the beam quasi-collinear to the DAC axis. §IV.6. On the amplitude of the TDBS signal Actually, cubic crystallites of ice being optically isotropic are anisotropic photo-elastically (acousto-optically) [49,η1]. The magnitude of the effective photo-elastic constant, which couples collinearly propagating sound and light, depends on the direction of their propagation inside individual crystallites. Then the amplitude of the TDBS oscillation is expected to be different in the crystallites differently oriented relative to the sample normal. ). The minimum (maximum) value of the Brillouin frequency from the data detected in three different points of the samples was used to determined the minimal (maximal) longitudinal wave velocity, using n extrapolated from [39].

The so-called envelop method [38] was also applied to find C 11 modulus in the experimental samples. For this the minimum value of the Brillouin frequency from the data detected in three different points of the samples was found, and the minimal longitudinal wave velocity was determined, using n extrapolated from [39]. The minimal velocity in cubic crystallites is along the From the experimental geometry used in the present work follows that even when the shortest moving time-window for the Fourier transform of 17 ps is used, the collected TDBS signal and the derived frequency/sound velocity is an average over about η0 grains. This is because the grain size was estimated to be about 0.4η μm, the lateral surface area tested by overlapping probe laser beam and coherent acoustic beam is about 10 μm 2 and the wavelength of the probe laser light when propagating in ice at Mbar pressures is approximately 0.44 μm. Thus, it is difficult to access in the present sample and experiment geometry, at any position in the sample, the extreme sound velocity values, corresponding to the specific directions in a single crystal of ice X. The highest sound velocity observed in the present work by scanning through the sample will be lower than the maximal possible sound velocity in a single crystal ice X (along the <111> direction of a cubic crystal). Similarly, the lowest sound velocity detected here represents the upper bound for the lowest possible sound velocity in a single crystal ice X (along the <100> direction of a cubic crystal). One of the ways to approach the limiting sound velocity values would be to use coarse powder or single crystals as starting samples.

The grains could break on pressure increase due to non-hydrostatic loading or after phase transitions but the fragments could still remain big enough to deliver to the detector the TDBS signals corresponding to individual grains. In the particular case of water, single crystals of ice VI and VII can be easily obtained by a slow compression at about 1 GPa when crossing the melting curve [3η,η3].

Another way involves a significant improvement of the lateral resolution of the experimental set-up below 0.4η μm by application of advanced focusing methods. Combined with the already available high in-depth resolution, the improved lateral resolution would make possible determination of the limit values of sound velocities as well as a 3D-visualization of transparent polycrystalline aggregate microstructure (from grain to grain) at Megabar pressures.

The time-domain BS technique could have other, in addition to improved spatial resolution, advantages in comparison with the classic frequency-domain BS technique. The applicability of classic BS is importantly reduced and even could be impossible in the case when the Brillouin spectral lines of the sample overlap with the Brillouin lines from the diamond anvils or from the pressure transmitting medium [24,η4], which are inevitably simultaneously detected for samples compressed in a DAC. This problem does not exist for the time-domain BS technique because the scattering of light by coherent acoustic phonons takes place in the sample only, well before the photo-generated acoustic pulse reaches the sample/diamond or sample/pressure-medium interface. Moreover, the TDBS allows a direct comparison of sound velocities and/or elastic moduli of two and more different sample materials placed simultaneously in the high-pressure volume of a DAC.

Conclusions

In conclusion, in this Chapter the laser ultrasonic measurements in a diamond anvil cell were presented. The developed here TDBS -based imaging technique provides for each crystallite (or a group of crystallites) in chemically homogeneous transparent aggregate usable information on its orientation (if the material is elastically anisotropic) as well as on the value of the elastic modulus along the direction of the sound propagation. This extends the basis for a successful application of highly developed micromechanical models of solids deformation at Mbar pressure. On long term, such experiments extended to Earth's minerals and high or low temperatures would insure a significant progress in understanding of convection of the Earth's mantle and thus evolution of this and other planets.

The achieved two-dimensional imaging of the polycrystalline aggregate in-depth and in one of the lateral directions indicates the feasibility of three-dimensional imaging of transparent samples compressed in a DAC with previously not accessible resolution of tens of nanometers in-depth. The lateral spatial resolution is controlled by the pump and the probe laser pulses focusing. In perspective, an improved signal processing of such TDBS data should provide opportunity to follow evolution of several Brillouin frequencies in time domain, revealing simultaneous propagation of the coherent acoustic pulse across several mutually disoriented crystallites. In the future, TDBS experiments, conducted both with longitudinal and shear [ηη-η7] coherent acoustic pulses at several different angles of probe light incidence [32,4θ,47] could give access to the determination of the spatial positions, dimensions and orientation, i.e., morphological and orientational texture, of the optical refractive index and of all elastic moduli of the individual grains inside polycrystalline transparent aggregates compressed to Megabar pressures.

Conclusions and perspectives

The present PhD research work was devoted to the use of laser ultrasound in high-pressure physics for investigation of elastic behaviour of matter at ultrahigh pressures. The research was conducted using the recently established technique of laser ultrasonic measurements in a diamond anvil cell which allows investigation of the sound propagation and determination of the acoustic wave velocities at ultrahigh pressures.

Conclusions

In the theoretical part of this PhD thesis the analytical descriptions for the directivity patterns of ultrasound, emitted from the laser-irradiated interface between two isotropic solids, are presented.

The derived solutions are valid for arbitrary combinations of transparent and opaque materials. The directivity patterns are derived by accounting for the specific features of the sound generation, appearing thanks to the thermo-elastic stresses distributed in the volume which are essential for laser ultrasonics. The analytical solutions for the profiles of longitudinal and shear acoustic pulses emitted in different directions are also evaluated. This analytical description has been already successfully applied in interpretation of some earlier existing experimental observations of laser ultrasound in diamond anvil cell.

In the experimental part of this PhD thesis, the picosecond laser ultrasonics measurements in a diamond anvil cell conducted for investigation of the sound propagation and determination of the acoustic wave velocities at ultrahigh pressures are presented. The technique of picosecond ultrasonic interferometry, also called time-domain Brillouin scattering, is applied to depth-profiling of polycrystalline aggregate of H 2 O ice compressed in a diamond anvil cell to Megabar pressures. The characteristic dimensions of elastic inhomogeneities and texturing of polycrystalline ice in the direction, normal to the diamond anvil surfaces, are revealed with sub-micrometer spatial resolution via time-resolved measurements of variations in the propagation velocity of the acoustic pulse travelling in the compressed sample. The developed imaging technique provides for each crystallite (or a group of crystallites) in chemically homogeneous transparent aggregate, usable information on its orientation as well as on the value of the elastic modulus along the direction of the sound propagation. Also this technique was used to measure the acoustic velocities in H 2 O ice up to 84 GPa. from the source, r / 1  , and modifies the profiles of the emitted acoustic pulses. The description of the normal strain in Eq. (II.28) is modified into (A3)
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The dependence of both strain profiles on time can be factorized by the same integral:
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The integral in Eq. (A4), in case, where the description of laser radiation is given in Eq. (II.18), can be calculated analytically. It should not be forgotten, however, that, when integrating over negative frequencies, the integrand should be modified to provide finally real valued profile. The result of the integration is where all the notations are the same as in the 2D case analyzed in Section θ and erf is the error function (probability integral). The evaluated (with the use of E q . ( A η ) ) p r o f i l e s o f t h e compression/dilatation strain pulses in 3D geometry, relevant to the earlier reported experiments in point-source-point-receiver configuration 3,4 , are presented in 12η through the sample. In principle, the non-monotonous changes in the amplitude of the oscillations revealed in TDBS (Fig. IV. 3 (c)) could be caused by beatings/interference between two or more oscillations at different frequencies. Simultaneous detection of several frequencies by TDBS would be expected if, for example, the elastically isotropic opto-acoustic generator, Fe-foil in our case, launches in elastically anisotropic H 2 O ice not only the quasi-longitudinal acoustic pulse, which currently dominates in all our signals, but also one or two quasi-traverse acoustic pulses, propagating at velocities importantly slower than the quasi-longitudinal one and resulting in TDBS signals at very different frequencies. Generation of quasi-shear acoustic pulses by mode conversion of the longitudinal acoustic pulses at the interface between isotropic light absorbing photo-acoustic generator and anisotropic transparent elastic media was earlier reported 2θ , and beatings in the TDBS signals, caused by the interference of the Brillouin oscillations induced by quasi-longitudinal and quasi-shear waves, were observed 2θ-30 . Our experiments currently indicate that either the mode conversion of the longitudinal pulse into quasi-shear pulses at the Fe/ice interface and the mode conversion of quasilongitudinal pulse into quasi-shear pulses at the interfaces between differently oriented crystallites are inefficient or the photo-elastic detection of quasi-shear waves is inefficient, or both. Several frequencies can be potentially found in TDBS signals in optically anisotropic media because of splitting of the probe laser beam in such media into two or three independent beams, which are characterized by different values of the refractive indexes 11 . However, cubic H 2 O ice is optically isotropic and our additional testing measurements have demonstrated that optical anisotropy, induced by possible deviation of mechanical loading of crystallites in DAC from the hydrostatic conditions, is negligibly small (see Fig. GHz, the expected beating period will be η00 ps, i.e., much longer than the time interval where birefringence is observed in this Figure. This is an additional argument in favor of the conclusion that the observed non-monotonous variations of TDBS signal amplitude are not caused by optical anisotropy.
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Finally, the detection of several frequencies could be expected in polycrystalline samples if the photogenerated acoustic pulse and the probe light propagate simultaneously across several differently oriented crystallites. This could be possible not only if the diameters of the acoustic and probe laser beams are importantly larger than the characteristic dimension of the grains in lateral direction, i.e., in the plane parallel to the surface of the photo-generator, but also in the case when they are narrower than the individual grains but propagate along an interface of two grains, which is inclined relative to sound propagation direction, or they propagate along the interface separating larger groups of similarly oriented crystallites. In our experiments reported here the diameters of the acoustic and the probe beams are exceeding the estimated dimensions of the individual crystallites, so the first and the third of the mentioned situations seem to be more relevant. However, in both these cases the situations when the cross section areas of the acoustic pulse in two differently oriented domains of ice are close in magnitude, leading to two oscillations of comparable amplitudes and to possibility of important beatings, are rear. In fact, in the experimental data presented in Fig. IV. η the signal processing has not revealed two frequency peaks of comparable amplitudes along the complete paths of the photogenerated acoustic pulses. The above discussion leads to the conclusion that non-monotonous variations of the TDBS signal amplitude in time are not manifestation of beatings/interference among different frequency components of the signal. They are rather the second, in addition to Brillouin frequency variation, direct manifestation of disorientation of grains or group of grains in our polycrystalline H 2 O sample.

Finally, in the

  fourth chapter the measurements of the acoustic velocity of H 2 O in diamond anvil cell at high pressure are presented. For this purpose we use pump probe technique (picosecond ultrasonic interferometry or time-domain Brillouin scattering technique). The diamond anvil cell filled with water and metallic optoacoustic generator are prepared for these experiments. The acoustic signal laser-generated in Fe optoacoustic transducer and propagating in H 2 O ice is detected optically. The sound velocity is obtained by analyzing the transient optical reflectivity signal. The acoustic properties of H 2 O are evaluated up to 84GPa. Additionally the technique allowed imaging of elastic inhomogeneities and texturing of polycrystalline ice in the direction normal to the diamond anvil surfaces with sub-micrometer spatial resolution via time-resolved measurements of variations in the propagation velocity of the acoustic pulse traveling in the compressed sample. The achieved twodimensional imaging of the polycrystalline ice aggregate in-depth and in one of the lateral directions indicates the feasibility of three-dimensional imaging and quantitative characterization of acoustical, optical and acousto-optical properties of transparent polycrystalline aggregates in diamond anvil cell with tens of nanometers in-depth resolution and lateral spatial resolution controlled by pump laser pulses focusing.
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 123 Figure I. 1. (left) Absorption of light energy by an infinitely small volume of the substance, dXdYdZ dV  . (right) Expansion of an infinitesimal volume caused by its heating and the generation of an acoustic wave in the substance.

Figure I. 2 .

 2 Figure I. 2. (left) Generation of a plane acoustic wave by a wide laser beam in strongly light absorbing medium. (right)Generation of a cylindrical acoustic wave using a narrow laser beam and weakly light absorbing medium.

  I.3. (right)). The slight deviations between the shapes of the acoustic and laser pulses take place at the leading and trailing fronts at the time scale of sound propagation across the heated region, which is assumed to be much shorter than the laser pulse duration, and, thus, are practically negligible and are not presented in Fig. I.3. (right).

  .I.4a). The acoustic pulses backscattered by structural inhomogeneities and defects were registered by a wide-band piezoelectric transducer, which makes it possible to detect acoustic pulses with very high sensitivity in the frequency range from 0.1 to 30MHz. Since the generation and detection of acoustic pulses takes place on the front surface of the specimen, this method allows carrying out nondestructive evaluation with one-sided access to the object under study. The developed method makes it possible to determine the type of defects and the depth of their location by measuring the arrival times of acoustic echoes (Fig.I.4). Thus the detected signal provides an image of the defects distribution in the sample.In [ 2η] a new type of a balanced fiber-optic Sagnac interferometer is presented as a part of an all-optical laser ultrasonic pump-probe system for non-destructive testing and evaluation of aircraft composites.

Figure I. 5 .

 5 Figure I. 5. (left) Main components and operating principle of the all-optical pump probe system for NDT&E of composite materials. A compact, very high repetition-rate (up to 76kHz) fiber laser with transmit head connected to the fiber laser using a 3m fiber bundle (in the left corner) irradiates the sample surface with nanosecond laser pulses, inducing optoacoustic generation; the receive head connected to the fiber-optic balanced Sagnac interferometer with a polarizationmaintaining optical fiber is used for non-contact ultrasound signal detection. (right) Single shot (without signal averaging) A-scan (line) images recorded with Sagnac interferometer (red line) and with contact PVDF detector (blue line) in the region without (a) and with (b) inclusion (brass foil) [25].

  are presented in Fig. I.θ. In [27] it was demonstrated that the propagation time and attenuation of the acoustic pulses in transparent film on a transparent substrate can be monitored through the analysis of the onset and of the amplitude of the Brillouin oscillation induced by the transmission of the picosecond acoustic pulse into the substrate.

Figure I. 6 .

 6 Figure I. 6. (left) (a) Experimental result obtained in a Al/Si3N4/Si sample in picosecond ultrasonics with pump and probe both centered at 804 nm;(b) idem with a probe centered at 402 nm; (c) theoretical simulation of (b). (right) Experimental results obtained in Al/SiO2/Si samples which differ by the SiO2 thickness [(a) 500 nm,(b) 1200 nm]. One should note that both low frequency oscillations have the same period and the different starts of the high frequency oscillations [27].

  nanoscale noncontact depth profiling of mechanical and optical properties of transparent sub-micrometric low-k material film exhibiting inhomogeneities which are distributed in the depth of the film was achieved by picosecond acoustics interferometry (Fig. I.θ).

Figure I. 7 .

 7 Figure I. 7. (a) Pump laser (in red) excites acoustic pulse (in green) of about 10 nm spatial length. This acoustic pulse scatters probe laser pulses, which are measuring the transient optical reflectivity of the sample.(b) Representation of the sub-micrometric inhomogeneities that exist within nanoporous transparent film. The white disks are nanopores. Their dimension varies from the free surface toward the TaN low-k interface. The blue matrix is organo-siloxane medium. The color gradient reads that the deeper (lighter) blue is in the region of higher (smaller) elastic modulus. Some nanopores still contain polymeric porogen (orange edge of pores) that was not completely removed during nanomanufacturing. (c) Depth profiles of the refractive index, n(z), the sound velocity, υ(z), and the normalized photoelastic coefficient, P(z)/P(0) ≈ U(z)/U(0), obtained by opto-acoustic nanometrology [35].

  Fig. I. 8 are constant, vary with the increasing time delay. Thus, from the record of the transient reflectivity signal the in-depth profiles of the material parameters can be extracted. The in-depth resolution of this imaging technique is potentially limited neither by the optical wave length in the media, nor by the acoustic wave length at the Brillouin frequency. As it was mentioned above all-optical laser ultrasonics techniques, being non-contact, provide rather simple opportunities for producing lateral images. In particular, imaging of the sample surface could be achieved by applying acoustic waves propagating along the surface. All-optical monitoring of the nonlinear motion of a surface-breaking crack is reported in [ 3θ]. The experiments were conducted both in the reflection geometry [Fig. I. 8a] and in the transmission geometry [Fig. I. 8b]. A solid-state laser with pulse duration of 0,7η ns, pulse repetition rate of 1 kHz at wavelength of 10θ4 nm is used for the generation of the ultrasound. The incident laser beam is focused into a line with the length of 200 µm and width of 10 µm. A continuous laser at wavelength of η32 nm is used for the detection of the surface acoustic disturbances. The diameter of the probe beam on the surface of the sample is approximately 10 µm, and the distance between the pump and the probe beams is fixed at d≈422 µm. The radiation of a 800 nm wavelength diode laser modulated at frequency of f≈0.0η Hz (square modulation) was focused on the crack in a spot with a radius of approximately a ≈ 80 µm to achieve periodic heating. The optical power of the heating laser varies in the range of 0 to 0.28 W. The distance between the crack and the pump is approximately s≈8η µm. Crack closing is induced by quasi-continuous laser heating, while Rayleigh surface acoustic pulses and bulk longitudinal surface skimming acoustic pulses are also generated and detected by lasers. By exploiting the strong dependence of the acoustic pulses reflection and transmission efficiency on the state-open or closed-of the contacts between the crack faces, the parametric modulation of ultrasonic pulses is achieved. It is observed that bulk acoustic waves skimming along the surface can be more sensitive to crack motion than Rayleigh surface waves (Fig.I.8). Directlyarriving surface skimming longitudinal wave, is marked by "L". The surface skimming longitudinal wave reflected by the crack is marked by "rL". The directly arriving surface Rayleigh wave is "R" and the Rayleigh wave mode-converted by the crack from the skimming longitudinal wave is "rR-L". The latest clearly detectable signal is the surface Rayleigh pulse reflected by the crack ("rR").

Figure I. 8 .

 8 Figure I. 8. (top) Schematic diagram of the experiment. (a) Reflection configuration; (b) transmission configuration.(middle). Experimental results in reflection configuration. (a) Variation of the acoustic pulse profiles with increasing heating power; (b) top view of (a) ; (c) peak-to-peak amplitudes of signals rL, rR-L, and rR as a function of the heating laser power. (down) Experimental results in transmission configuration. (a) Variation of the acoustic pulse profiles with increasing heating power; (b) top view of (a) ; (c) peak-to-peak amplitudes of signals tL, tR-L, and tR as a function of the heating laser power [36].

Figure I. 9 .

 9 Figure I. 9. (top) Schematic representation of the experimental set-up. (a) Optical image of the scanned area with the crack. (b)-(h) Top: Schematic representation of the analyzed spectrum component. Middle: Two dimensional optoacoustic images of the crack achieved by detection of different side-lobes at f H ±nf L . From left to right, the first three nonlinear left side-lobes: n=-3 (b), n=-2(c), n=-1(d), the main peak, at f H (e), and the first three nonlinear right side-lobes for n=1,2,3 (f)-(h).All scans are represented with the same amplitude scale. Amplitude difference between two isolines is of 2dB for n=0, 6dB for n=±1, and 5dB for n=±2, ±3. Bottom: Scan section along x for y=3mm (dotted line in middle figures). All scans are represented with the same amplitude scale[37].

Figure I. 10 .

 10 Figure I. 10. Color-coded area scans of the square with a base-dose multiplier of 300. (d) Damping time with blue regions corresponding to areas where the molecules are removed. (c) Time offset shift of the Brillouin oscillation. Numbers in square brackets denote corresponding APTES layer thicknesses for a sound velocity of 2000m/s in nanometers. (b) Brillouin amplitude normalized to the gold film amplitude. (a) Line profile of the solid green line in (d)[38].

  beam and subsequently covered by a gold film. The gold-polymer-substrate structures are afterwards imaged by ultrafast coherent acoustic phonon spectroscopy in reflection geometry. The lateral structure of the covered polymer layer can be imaged either by determining damping time of the I 1θ vibrational mode of the gold film (Fig. I. 10 (d)) or detecting the onset of the Brillouin oscillations in the substrate in different lateral positions on the surface. Note that both the delay time in the onset of the Brillouin oscillations Fig. I. 10 (c)) and their amplitude Fig. I. 10 (b)) can be applied in this imaging technique providing information on the molecular layers connecting gold and the substrate.

Figure I. 11 .

 11 Figure I.11. (a) Diagram of the OA diagnostics of porcine liver sample containing a thermal lesion. (Insert) the sample cross section. (b) Opto-acoustic image of a porcine liver sample containing a thermal lesion obtained when the laser spot was located over the assumed lesion location [47].

  photoacoustic computed tomography was reported in[ θθ].

Figure I. 12 .

 12 Figure I.12. (left) Full-ring array photoacoustic tomography system. (a) Top view of the full-ring array and the animal head. (b) Side view of the array system and the position of the animal. (right) Non-invasive cortical vascular structural imaging of two mice. (a) and (c): The photoacoustic images obtained at 532-nm wavelength. (b) and (d): Photographs of the cortexes corresponding to (a) and (c). The photographs were taken with the scalps removed after the mouse was euthanized [61].

Figure I. 13 .

 13 Figure I.13. (a) The working part of diamond anvil cell: two diamonds and the gasket with a hole for the sample between them. (b) The sample in the diamond anvil cell. The sample is sandwiched between two diamonds and is constrained by the gasket. There is a ruby inside the sample for measurement of pressure by fluorescence. (c) The image of diamond anvil cell "Boehler-Almax Plate DAC" [83].

Figure I. 14 .

 14 Figure I.14. Ruby fluorescence for pressure measurement. Typical spectra of ruby fluorescence at different pressures. Measurements were made with a ruby in the DAC under pressures 0 GPa, 57 GPa, 84 GPa. Intensity of signals was normalized.

8 )

 8 Transparency of diamond in visible and infrared light allows application of laser radiation for investigation of samples confined in DACs. The techniques based on utilisation of lasers and relevant for the present thesis work are Brillouin spectroscopy and laser ultrasonics. The laser ultrasonics had been first used in high pressure experiments to increase the Brillouin scattering signals through generation of monochromatic coherent acoustic waves by laser-induced gratings, i.e. by interference patterns of two pump laser beams propagating at an angle. The laser ultrasonics technique of impulsive stimulated Brillouin scattering (ISBS) had been applied at high pressures to measure the velocities of both bulk[ 84, 8η] and interface [ 8θ, 87] acoustic waves.

  measurements of the velocities of shear acoustic waves with this technique are not more complicated than the measurements of the longitudinal wave velocities. Both can be obtained simultaneously with the same experimental geometry (Fig. I.1η). The detection of the acoustic waves can be achieved by using a continuous probe laser radiation, fast photodetectors and an oscilloscope.

Figure I. 15 .

 15 Figure I.15. (left) Sketch of the LU experiment in point-source-point receiver configuration and the diagram of the sound rays propagation in the DAC. The following notations are introduced in the sketch: h is the thickness of the layer, d is the distance between the pump and a probe laser beams, x and z are Cartesian coordinates. (right) Raw data for the transient reflectivity change at different separation distances d at pressure of 16.2 GPa. The scales are common for all the curves, which are shifted vertically for clarity. The step of the scan is 7.3 m  . The top signal was measured when d=16 m  . The

Figure I. 16 .

 16 Figure I.16. Change in the reflectivity imaginary part of AlPdMn at 9.7 GPa as a function of the optical probe-pulse time delay. Upper part: experimental schema used to perform picosecond laser acoustics studies at high pressure. The arrow indicates the schematic illustration of generation and detection process for AlPdMn in diamond anvil cell. Insets: left: enlarged part of the first acoustic echo. Center: Brillouin oscillation detected in the pressure transmitting medium where the thermal background has been subtracted. The red line corresponds to the data fit carried out to determine the attenuation. Right: enlarged part of the second acoustic echo[92].

Figure I. 17 .

 17 Figure I.17. (left) The method for the detection of the acoustic echoes. Upper trace: raw reflectivity change as a function of the optical probe-pulse time delay in a single crystal of silicon along the [1 0 0] propagation direction at 7.75 GPa.First and second echoes of the longitudinal acoustic wave can be detected. The time Δt necessary for traveling from one surface of the sample to the opposite one corresponds to the time difference between the occurrence of these two echoes. Lower trace: same signal but processed through a band block filtering at the frequency of the Brillouin oscillations in the pressure transmitting medium. (right)The imaging method. Produced by the tightly focused laser beam, spherical wave fronts occur in acoustic propagation. Consequently, the radius R(t) of the circles appearing on the surface depends on the sample thickness e 0 and on the length of the acoustic wave front straight propagation e(t)[START_REF] Decremps | Picosecond acoustics method for measuring the thermodynamical properties of solids and liquids at high pressure and high temperature[END_REF].

  crystal (silicon) and liquid (mercury) samples. It is shown that such technique also enables the determination of the density as a function of pressure for liquids, of the complete set of elastic constants for single crystals, and of the melting curve for any kind of material. To measure the I 2θ acoustic properties the method of detection acoustic echoes and "imagery method" were used in this work (Fig.I.13). This work demonstrated that picosecond laser ultrasonics can be used in high pressure physics to study the sound velocity as a function of the pressure and temperature in the range one order of magnitude higher than what was previously attainable, the equation of state with a better accuracy than what is usually reached with other techniques (such as X-ray diffraction).High pressure ultrafast acoustic technique clearly opens opportunities to measure thermodynamical and acoustical properties under extreme conditions. Combined with laser heating, thistechnique would also open a way of determining the sound velocity under the thermodynamical conditions of the Earth's core (around 3 millions of atmospheres and θ000 K), but also to determine the nature and way of heat and mass transfer within the interiors of the Earth and terrestrial planets.An important part of this PhD research will be connected with H 2 O. H 2 O is the most abundant fluid on the Earth's surface. It is also present as solid ice subjected to compression and large compression in glaciers. Ice is the major constituent of such giant planets of the solar system as Neptune and Uranus [9η]. Thus, the elastic and thermodynamic properties of water-ices at ultrahigh pressures are the subject of interest not only for physicists and chemists but also for geoscientists and planetologists. At high pressures, water ice is known to form at least thirteen phases, most of which exist at temperatures below 300 K and pressures below 1 GPa (Fig.I.18 [9θ]). H 2 O is a type of molecular solid with triatomic molecules which first solidify on compression. This is the object allowing simple modelling of intramolecular and intermolecular interactions by the theory. Also, in contrast to compounds which are solid at ambient conditions, much less is known about the acoustic, elastic and thermal properties of this solid object, especially at high pressures. There are doubtful conclusions on the existence/nonexistence of some phase transitions in this material such as the transition to ice X.
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 18 Figure I.18. A simplified phase diagram of water and ice[96] 

carried out in H 2 O

 2 up to 84 GPa. In addition laser ultrasound technique in diamond anvil cell can give new information about the acoustic properties of transparent materials: detection of spatial variations of the acoustic properties inside the material compressed in DAC can be achieved. This technique opens the possibility to obtain three-dimensional images of acoustic inhomogeneities of the samples in diamond anvil cell. It can be used to study the formation and evolution of texture in transparent microcrystalline aggregates following the changes in the applied pressure. Detailed description of these experiments and the obtained results is provided in Chapter IV.

Figure II. 1 .

 1 Figure II. 1. (a) line-source -point-detector schema of experiment in [4]. Ray trajectories of acoustic waves in DAC are indicated. (b) Photoacoustic signals at 2.8 GPa measured at different distances. The step of the scan is 7.4µm. The top signal was measured at d= 25µm [4].

Figure II. 2 .

 2 Figure II. 2. Reflection and refraction, with and without mode conversion, of plane compression/dilatation waves at a plane boundary between isotropic media.

  the longitudinal and shear waves, respectively. Although the physical nature of laserinduced stresses in Eqs. (II.8) and (II.9) is not specified yet, below we analyze the case of thermoelastic stresses caused by laser heating of the media. They are normalized on the longitudinal moduli of the corresponding media,

  . In the qualitative illustration of the phenomena under consideration in Fig. II.1, the wave vectors of the compression/dilatation waves excited by thermoelastic sources are marked by D l1,l2 . Those of these waves, which propagate from the interface, contribute to the directivity patterns of laser ultrasound without any additional transformations. Those of these waves, which are directed towards the interface are transformed in reflection/transmission into four waves, both compression/dilatation and shear, which could contribute to directivity patterns of laser ultrasound. In the solution (II.8) for the compression/dilatation waves, i.e., for the scalar potential in the first medium, the first term describes the wave generated in the first medium and propagating in the bulk of the first medium without any interaction with the interface. This wave is denoted in the right-hand-side of Fig. II.2 by D l1 . The second term describes the waves also generated in the first medium, but redirected in the bulk of this medium only after the reflection on the interface ( 11 ll R is the reflectivity coefficient). This wave is denoted in Fig. II.2 by 11 ll R . The third term describes the waves that are generated in the second medium and transmitted into the first medium across the interface ( 21 ll T is the transmission coefficient). This wave is denoted in Fig. II.2 by 21 ll T . In the solution (II.9) for the shear waves, i.e., for the vector potential in the first medium, the first term describes the wave which is generated at the interface due to mode conversion of the compression/dilatation waves, denoted in the left-hand-side of Fig. II.2 by D l1, in reflection from the interface ( 11 lt R is the reflection coefficient with mode conversion). The corresponding shear wave, contributing to the directivity pattern of laser ultrasound is denoted in Fig. II.2 by 11 lt R . The second term describes the generation of the shear waves at the interface due to mode conversion of the compression/dilatation waves, denoted in the left-hand-side of Fig.II.2 by D l2 , in transmission across the interface ( 21 lt T is the transmission coefficient with mode conversion). The corresponding shear wave, contributing to the directivity pattern of laser ultrasound in the first medium is denoted in Fig. II.2 by 21 lt T . The physical nature of the waves contributing to the directivity patterns of laser ultrasound in the second medium (see Fig. II.2) can be understood similarly.

  from their excitation region on the angle of emission  , i.e., the angle between the direction of observation and the z-axis (see Fig. II.2), are
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 1 are the thermal diffusivities and 2 , are the thermal conductivities of the media in contact. It is worth mentioning here that, if future experiments in DAC indicate the importance of thermal boundary resistance at the interface between the diamond and the sample, then the solution of the heat conduction problem with modified interface conditions for temperature field and heat flux, could be still obtained by the same mathematical formalism of integral transforms. The description of the laser-induced stresses presented in Eqs. (II.1η) -(II.17) finalizes the general solution for the ultrasound emission by thermoelastic sources. The specific problems of interest for the practical analysis differ only by the characteristics of the laser induced heat release

  simplified. §II.4. Directivity patterns of laser ultrasound in diamond anvil cell II.4.1. General case and delta-localized sources The boundary between laser ultrasonics and laser hypersonics (picosecond laser ultrasonics) is commonly and qualitatively considered to pass near 1 GHz frequency. For example, in accordance with Eq. (II.18) the spectrum of acoustic waves emitted in the LU-DAC type experiments with subnanosecond laser, with η . 0  L  ns, are limited in frequencies by 3 . 1  f

e

  denote the thermal effusivities of the contacting media. The description of the laser-induced stresses at ultrasonic frequencies, which is derived above in Eqs. (II.1η), (II.1θ) and (II.20), provides opportunity to present the directivity patterns of the laser ultrasound, i.e., Eq. (II.14), in the following form

  physically clear. These factors, which depend on laser focusing, indicate that the higher is the ratio between the laser beam diameter d and the acoustic wavelength 1 ,t l  -the smaller is the emission angle. Or, saying differently, these factors control the transition from a structured directivity pattern in the case of tight focusing of laser radiation ( plane compression/dilatation wave emission in the case of defocused laser irradiation ( the same time these factors, being frequency dependent, also influence the profiles of the emitted ultrasound pulses. As demonstrated in the Appendix A, the solutions (II.23) and (II.24) describe not only the directivity of a delta-localized at the interface line source in the 2D geometry by also the directivity of a delta-localized at the interface point source in the 3D geometry. The similar situation of the absence of difference in the directivity patterns of delta-localized sources in 2D and 3D geometries was earlier noticed for the case of laser action on the mechanically free surface of a solid [1η]. That is why we start the analysis of the directivity patterns in the next Section from the evaluation of the structure of the directivity patterns of delta-localized sources in Eqs. (II.23) and (II.23). The analysis of the role of the frequency-dependent factors in Eqs. (II.21) and (II.22) will be presented later in Section II.η. In the case of the laser action on mechanically free surface of a solid it was noticed [1η] that the profiles of the emitted ultrasound pulses could be different in 2D and in 3D geometries, although we are not aware of any, even theoretical, confirmation of this expectation. In Section II.η we confirm this difference analytically and we also demonstrate that frequency-dependent factors in Eqs. (II.21) and (II.22) provide in 2D and 3D geometries different modulations of the point-source directivity patterns.

  Fig. II. 3 we present the results for longitudinal waves emitted in iron (medium (1)) from its laser-irradiated interface with diamond. The materials parameters, used in the evaluation are listed in Table II. 1. The estimated critical angles are listed in Table II. 2. We present in Fig. II.3 and in some of the following Figures the dependencies on the angle of observation both of the amplitudes and of the phases of the emitted potentials. The knowledge of phase directivity patterns is important for the understanding of some features of the amplitude directivity patterns and is necessary for the evaluation of the emitted acoustic pulse profiles (Section II.η).

Figure II. 3 .

 3 Figure II. 3. Amplitude and phase directivity patterns of longitudinal ultrasound emitted in iron by delta-localized sources, created by laser-irradiation of plane interface between iron and diamond.

Table II. 2 .

 2 The values of acoustic velocities ratios and of the related critical angles, which manifest themselves in the phenomena of reflection and refraction of compression/dilatation waves at the interfaces between iron and diamond and between the aluminum and diamond.The second characteristic feature in the directivity patterns of both amplitudes and phases appears at critical angle  waves in diamond are evanescent and they stop to transport acoustic energy away from the interface.Thus, at angles larger than 2 / 1 t l  , the incident from Fe on the interface acoustic energy does not induce the emission of the acoustic energy flux into diamond (medium (2)). From the physics point of view it would be reasonable to expect that, under these conditions, the emission of acoustic waves in Fe would increase with angle increasing above 2 / 1 t l  . At the same time the emission of the longitudinal waves in Fe should stop at angles above  become evanescent. So the position of the second maximum in the amplitude directivity pattern, which in the middle column of Fig. II.0°, looks reasonable. It is worth noting that the directivities presented in the middle column of Fig. II.3 are very different from the expected directivities of the reflection coefficient 11 ll R , which are presented for comparison in Fig. II.4, and are in accordance with known theoretical predictions [24, 2θ, 31].

Figure II. 4 .

 4 Figure II. 4. Amplitude and phase of the reflection coefficient for the plane longitudinal acoustic wave incident from iron on its interface with diamond.

2 P

 2 (II.23)) and due to crucial role played by the phases of the acoustic waves in this summation. The results presented in the right column in Fig. II.3 demonstrate the contribution to the total longitudinal laser ultrasound signal in Fe of the compression/dilatation waves initially generated in C d .The compression/dilatation waves generated in diamond are incident on the interface as propagating waves and carry energy in the bulk of the diamond after reflection only at the angles smaller than the waves thermo-elastically generated in diamond that are transformed into propagating acoustic waves carrying energy from the interface. At angles larger than the second critical angle shear waves in diamond also become evanescent and the acoustic energy incident on the interface from the diamond side could be transported only into Fe.Both critical angles are clearly manifested in the right column inFig. II.3 in the directivity pattern of the phase. However, in the directivity pattern of the phases an additional feature in the form of a phase jump of 180° is clearly seen at an angle of 24.2° between the two critical angles. This phase shift is a definite fingerprint of the zero in the amplitude directivity pattern. Thus our analysis indicates the existence of an angle at which the evanescent longitudinal waves incident on the interface from the C d side cannot be transformed into propagating longitudinal waves in Fe. It can be seen that this zero in the transmission coefficient 21 ll T suppresses the possible feature related to the second critical angle in the amplitude directivity pattern. The position of the local maximum in the amplitude directivity pattern between the second critical angle and 90° can be explained similar to the case of the middle column in Fig. II.3. The results presented in the left column of Fig. II.3 demonstrate the total longitudinal laser ultrasound signal in Fe which is due to the compression/dilatation waves initially generated both in Fe and in C d . The directivities in the left column are obtained by summation of those in the middle and right columns and accounting for the relative phase of different acoustic contributions. Because the efficiencies of the opto-acoustic conversion in Fe and C d are comparable (see the estimate of the characteristic parameter 1 / in TableII.1) both contacting materials importantly contribute to the resultant directivity pattern. The characteristic features related to the above discussed two critical angles and the local maximum in amplitude directivity between the second critical angle and 90° is predicted. However, it is worth noting that if, for different pairs of contacting materials, the zero in the η0 transmission of the longitudinal waves across the interface without mode conversion takes place at an angle larger than the second critical angle, then the local maximum in the directivity pattern could be between this angle and 90°.In Fig. II.η we present the results of our evaluation of the transversal waves emitted in iron (medium (1)) from its laser-irradiated interface with diamond. The results presented in the middle column in Fig. II.η demonstrate the contribution to the total shear laser ultrasound signal in Fe (Eq.

  most clearly manifests itself in the directivity pattern of the phase. Above this critical angle the shear acoustic waves are emitted in Fe due to the mode conversion in reflection from the interface of the evanescent compression/dilatation waves generated by laser radiation in Fe. Shear waves become the only wave transporting the acoustic energy from the interface. The reasoning, similar to the one devoted above to longitudinal waves directivity patterns, leads to the conclusion that a local maximum in the amplitude directivity pattern, observed in the middle column in Fig. II.η at angles between the largest critical angle and 90°, could be expected theoretically. Additional structuring of the directivity patterns presented in the middle column in Fig. II.η is due to the existence of an angle of 18.8°, at which there is no reflection of the compression/dilatation waves with mode conversion into the shear waves (in Eq. (II.24]. In the directivity pattern of the phases, this angle manifests itself as -180 ° phase jump. It is worth noting here, that the absence of mode conversion of the compression/dilatation waves in η1 reflection from a mechanically free surface is known to take place at the angle of 4η° (Appendix B) [23, 2η]. The results presented in the right column in Fig. II.η show the contribution to the total shear laser ultrasound signal in Fe (Eq. (II.24)), which is due to the compression/dilatation waves initially generated in diamond. They could be interpreted similarly to those in the middle column. Three critical angles clearly manifest themselves in the directivity patterns both of the amplitudes and of the phases. However the directivity patterns for the emission of shear waves in Fe due to the compression/dilatation waves laser-generated in C d (right column in Fig .II.η) are less structured in comparison with those in the middle column, because there is no angle between 0° and 90° where the transmission of the compression/dilatation waves with mode conversion is impossible (in Eq. (II.24) 0 21  lt T

Figure II. 5 .

 5 Figure II. 5. Amplitude and phase directivity patterns of shear ultrasound emitted in iron by delta-localized sources, created by laser-irradiation of plane interface between iron and diamond.

Figure II. 6 .

 6 Figure II. 6. Amplitude and phase directivity patterns of longitudinal ultrasound emitted in diamond by delta-localized sources, created by laser-irradiation of plane interface between iron and diamond.

Figure II. 7 .

 7 Figure II. 7. Amplitude and phase directivity patterns of shear ultrasound emitted in diamond by delta-localized sources, created by laser-irradiation of plane interface between iron and diamond.

  , that, to derive Eqs. (II.28) and (II.29) , we have just substituted Eqs. (II.21) and (II.22) into Eqs. (II.2θ) and (II.27), separated explicitly the amplitudes ) ( diminishing of the signal amplitude characteristic to 2D geometry,

I

  are the modified Bessel functions. The characteristic duration of the strain pulse depends on the time of sound propagation across the and on the propagation direction (on the angle of observation  ). The pulses propagating at larger angles to the surface normal are longer in duration. In Fig. II.8 the profiles of the ηθ compression/dilatation strain pulses in 2D geometry are presented for different phases   possible in Eq. (II.31).

Figure II . 8 .

 8 Figure II .8. Normalized strain profiles for acoustical pulses emitted by focusing 2D Gaussian beam of Gaussian laser pulses on the interface between opaque and transparent media. Profiles are presented for various possible phases of the directivity pattern of delta-localized sources.

Figure II. 9 .

 9 Figure II. 9. Comparison of acoustic strain profiles emitted by Gaussian laser beams and Gaussian laser pulses in 2D and 3D experimental geometries at two particular phases of the directivity pattern of delta-localized sources.

Figure II. 10 .

 10 Figure II. 10. Additional modulations of delta-localized sources directivities, which are caused by finite duration of the laser pulse and finite width of the laser focus, for emission of acoustic strain and acoustic displacements in 2Dgeometry. The modulation functions for compression/dilatation waves are evaluated for nondimensional parameter η9 . 0 /

Figure II. 11 .

 11 Figure II. 11. Additional modulations of delta-localized sources directivities, which are caused by finite duration of the laser pulse and finite width of the laser focus, for acoustic strain (continuous curves) and acoustic displacement (dashed curves) in compression/dilatation wave. The modulation functions are evaluated for few characteristic values non-dimensional parameter d l L l L /

Figure II. 12 ..

 12 Figure II. 12. Additional modulations of delta-localized sources directivities, which are caused by finite duration of the laser pulse and finite width of the laser focus, for acoustic strain (continuous curves) and acoustic displacement (dashed curves) in shear wave. The modulation functions are evaluated for few characteristic values non-dimensional parameter d t L t L /

  the theory has been applied to this combination of the materials. The directivity patterns for the deltalocalized sources, presented in Fig. II.13, are evaluated for the similar material parameters as in [19]. They should be compared with the directivity patterns presented in Fig. θ (c), (d) in [19].

Figure II. 13 .

 13 Figure II. 13. (c) Longitudinal-wave directivity patterns generated in a DAC from[19]. (d) Shear-wave directivity patterns generated in DAC from[19].

  Fig. ηa,b in[19]) are also in contradiction and not only with the results of the analytical theory, but also with the available experimental results. In fact, the numerically evaluated directivity patterns for the emission of the shear acoustic waves from the laser-irradiated mechanically free surface, presented in Fig. θ (b) of in [19], does not contain the second side lobe at large angles exceeding θ0° (see Fig. B.1 of the Appendix B), which is not only well-established by analytical theories results [12, 14, 1η] but has been recently

  Photoacoustic signals in iron film inside the diamond anvil cell at 2.8 GPa measured at different distances between the source and the detector of the acoustic wave (and, respectively, at different emission angles)[4] are presented in Fig. II. 1η (b). Using these data, we determined the amplitude of the longitudinal acoustic wave (area outlined by the red dotted line) as a function of the angle Fig. II. 1η (d). To compare the theoretical results of the directivity pattern for the longitudinal acoustic wave in the iron in Fig. II. 1η (a) with experiment Fig. II. 1η (d) it is necessary to take into account the angle-dependent reflections of the acoustic wave on the rear and front interfaces of iron film with diamond. This is required because after the generation acoustic wave starts propagating inside the iron. After this the wave reaches the rear iron-diamond boundary and is reflected back into iron. When this once reflected wave reaches the front iron-diamond boundary at which the detection is realized and it is again reflected back into iron. This means that the analytical solution for the directivity pattern for the longitudinal acoustic wave in the iron must be multiplied by ) 1 ( 11 11 ll ll R R  Fig. II. 1η(c). From comparison of the curves presented in Fig. II. 1η (c) and Fig. II. 1η (d), it can be concluded that there is agreement between the directivity patterns of the longitudinal laser ultrasound into the iron obtained from the experiment and predicted by the analytic theory.

Figure II. 15 .

 15 Figure II. 15. (a) The theoretical directivity pattern of the laser ultrasound emitted in the iron inside the diamond anvil cell for the longitudinal acoustic wave. (b) Photoacoustic signals in iron film inside the diamond anvil cell at 2.8 GPa measured at different distances between the source and the detector of the acoustic wave [4]. (c) The directivity pattern (a) accounting for the the reflection of sound at the rear and front interfaces of iron film with diamond. (d) The amplitude of the longitudinal acoustic wave from (b) as a function of the angle [4].

the refractive index and thickness of a transparent H 2 O

 2 directivity patterns are derived by accounting for the specific features of the sound generation by the thermo-elastic stresses distributed in the volume, which are essential for laser ultrasonics. The analytical solutions for the profiles of longitudinal and shear acoustic pulses emitted in different directions are also evaluated. The derived mathematical formulas provide straight opportunity to predict the acoustic field, which is formed in the diamond anvil cell (DAC) after photo-generation and several reflections of bulk acoustic waves at the interfaces. The developed theory can be applied in the II θ3 future for the dimensional scaling the LU-DAC experiments, optimization of these experiments (in terms of a choice of the optimal directions/positions for acoustic waves detection) and the interpretation of the experimental results. It has been already successful in interpretation of some earlier existing experimental observations.sample compressed in a diamond anvil cellIn this Chapter III an interference method for measuring the thickness and refractive index of a transparent sample compressed in a diamond anvil cell is used. This interference technique is applied here for studying of H 2 O water and ice. The refractive index, thickness and volume of H 2 O samples are measured as a function of pressure. Bending under pressure of the surfaces of the diamond anvil culets which are in contact with the transparent sample, is revealed.

of the H 2 O

 2 ice sample in a diamond anvil cell is used. The refractive index, the thickness and the volume of the sample are measured on pressure increase. Bending under pressure of the diamond anvil culets, which are in contact with the sample, is revealed. §III.1. Interference technique III.1.1 Optical measurement by using interference technique Let's imagine that a plane-parallel transparent plate ( n -the refractive index of the material, Hthe plate thickness) is irradiated by a broadband light . A part of the light will be reflected from the top surface of the plate, another part of the light from the bottom surface of the plate (Fig. III. 1). The optical path difference between the two reflected beams is 2nH ( nH is the product of these two parameters, denoted as the optical thickness of the sample). These two reflected beams are interfering with each other at the entrance of the spectrometer used to measure the interference intensities.

Figure III. 1 . 2 

 12 Figure III. 1.I Illustration of the interference of the reflected light from a planeparallel transparent plate. The arrow directing downwards represents the incident light. Two arrows directing upwards represent reflected light from the lower and upper plate surfaces. The interference intensity of these reflected beams is defined by the optical path difference 2nH .

Figure III. 2 . 1 

 21 Figure III. 2. The idea of measuring nH from the interference of the reflected broadband light. (a) An idealized spectrum of the incident light having a constant intensity in the wavelength range from to . (b) Spectrum of the light reflected from the two surfaces of a planeparallel plate. Because of the interference effect the initial spectrum (a) is modulated in the intensity. The and are two adjacent wavelengths at which the intensity of the interfering reflected light has maxima.

Figure III. 3 .

 3 Figure III. 3. Illustration for the interference of the reflected light for a transparent sample in a diamond anvil cell. (a) The substance is sandwiched between two diamond anvils and confined by a gasket. The sample is irradiated with a broadband light (arrow downwards). (b) Spectrum of the broadband light source ) ( I . (c) Light reflected from the sample surfaces in a diamond anvil cell. (d) Spectrum of the interfering reflected light.

Figure III. 5 .

 5 Figure III. 5. The photo of the experimental setup

Figure III. 6 .

 6 Figure III. 6. View of the control panel of the LabVieW program for the collection of experimental data.

2. preparation of deionized water 3 .

 3 preparation of the reference object (iron or diamond wedge) 4. placing of the reference object in the center of one of the culets of diamond anvils η. filling with water of the hole in the gasket θ. fixing of the gasket with water on diamond with the reference object 7. adding of ruby particles in the gasket hole filled with water and the reference object 8. closing and pressurizing of the sample volume

Figure III. 7 .

 7 Figure III. 7. (a) ALMAX diamond anvil cell. (b) Diamonds with a Single Bevel [10].

  III. 8), then under pressure the sizes of the wedge will be A' and B'. Because of the hydrostatic pressure in the H 2 O sample the wedge shape remains the same. This means that (A/A') = (B/B') or the angle α (Fig. III. 8) is same at any pressure.

  III. θ). Suppose that for this maximum optical beam is slightly displaced ∆L along the wedge then variation in optical thickness is n∆H. This means that the position of max  will be shifted: the distance between neighbouring maxima in the interference signal) then we can obtain the relative change of the optical thickness n∆H.

  III.9) with the average diameter of about η0 µm. The scanning area between position '1' and '2' is marked by yellow arrow in Fig. III. 9. For this wedge having tg(α)=0,01438 the refractive index of the H 2 O was measured up to θ.7GPa. Above θ.7GPa we observed changes in the wedge shape.

Fig. III. 9

 9 Fig. III. 9 shows the measured dependence of nH on L at different pressures. Here the distance between the positions '1' and '2' was L=η0 μm. This graph shows that the optical thickness of H 2 O varies linearly with the displacement of the sample. The angle of inclination of each curve yields the value n(∆H/∆L)=ntg(α). It can be seen that the angle of inclination of the curves increases with increasing pressure which indicates an increase of the refractive index n of H 2 O and thus of the optical thickness n∆H. It is also seen that at a pressure of θ.7 GPa the wedge shape began to change. This is due to the fact that the pressure in the sample volume is not truly hydrostatic and shear stresses start to act on the iron wedge. Since iron is not sufficiently stiff the shape of the wedge started to change under relatively low shear stresses and determination of the slope of the curve in Fig. III. 9 becomes difficult.

  The pressure dependence of the refractive index of H 2 O, obtained in this experiment to θ.7 GPa, is shown in Fig. III.10. These data are in a reasonable agreement with the earlier results[1,2].

Figure III. 10 .

 10 Figure III. 10. Dependence of the refractive index n of H 2 O on pressure P. These data were obtained from the analysis of the slope of the curves shown in Fig. III. 9. Iron wedge was used as a reference object. The maximum pressure which is achieved in this experiment is 6.7 GPa.

Figure III. 11 .

 11 Figure III. 11. (a) Schematic image of the diamond wedge inside the diamond anvil cell compressed together with H 2 O. The side size of the base are B≈50 µm, the height of the wedge C≈20 µm, the height difference of the wedge A-C≈2 µm. For the reflection of light from the wedge, a platinum film of about 35nm in thickness is deposited on the upper wedge surface. (b) Photograph of the diamond wedge in the diamond anvil cell with water H 2 O (top view). The pressure is 0,4GPa. Diameter of the hole is about 114 µm. At the sample periphery a few rubies used to measure pressure can be recognised.

Figure III. 12 .

 12 Figure III. 12. Dependence of the refractive index n of H 2 O as a function of pressure P using diamond wedge as a reference object. Green triangles are results of the first set of measurements up to 31 GPa. Red circles are results of the second set of measurements to 23.4 GPa. Black squares represent results of a previous work[ 2].

  4.1 where a diamond wedge was loaded together with the sample. The thickness measurements were carried out at all pressures at two points: outside the wedge and close to the wedge edge where its thickness is A (see Fig. III. 11).

Figure III. 14 .

 14 Figure III. 14. Dependence of the refractive index n of H 2 O on pressure P. Green triangles represent the first experiments set up to 31 GPa. Red circles are the second set of measurements up to 23.4 GPa.Black squares represent previous results[ 2]. Our data were obtained using the equations (III.4) and (III.5).

Figure III. 15 .

 15 Figure III. 15. Thickness of the H 2 O layer in the diamond anvil cell as a function of pressure. Optical thickness is obtained from the interference measurements between two diamonds. The refractive index of H 2 O was taken from the experimental results presented in Fig. III.14. Two experiments were carried out. The same samples as in the section III.4.2 were used.

Figure III. 16 .

 16 Figure III. 16. (a) Illustration of the sample size change with pressure: H 2 O with the diamond wedge in the diamond anvil cell. (a) -side view. D is the sample diameter. (b) Photographs of the H 2 O sample in the diamond anvil cell at different pressures (top view).

used (H 2 O

 2 with the diamond wedge). The area of the H 2 O samples as a function of pressure for two experiments is shown in Fig. III. 17.

Figure III. 17 .

 17 Figure III. 17. Transverse area S of our H 2 O samples in the diamond anvil cell at different pressures. Two experiments were carried out. The same samples as in the section III.4.2 were used.To determine the transverse size the visualization system and the ability to precisely move the diamond anvil cell in one direction were applied.

  Fig. III. 18. The initial volume V 0 for first experiment V 0 = 4227η0 µm 3 , for the second experiment V 0 = 4θ040η µm 3 .

Figure III. 18 .

 18 Figure III. 18. The volume of H 2 O with diamond wedge in the diamond anvil cell at different pressures. Two experiments were carried out. The same samples as in the section III.4.2 were used. To determine the volume data obtained for H and S (Fig. III. 15 and Fig. III. 17) were used.

  . III. 19a) instead of a plane-parallel plate (Fig. III. 3a). Since the sample curvature increases with pressure it can introduce errors in the opticoacoustic data.

  thickness deviation from the maximum thickness H-H 0 as a function of the position on the sample. The 8η position of the maximal thickness is identified as zero (center of the curvature). Changes in the thickness of the H 2 O ice layer, H-H 0 , for the 'first' sample caused by the curvature of the surface of the diamond anvil culets as a function of the displacement are shown in Fig. III. 19b for two pressures 23 GPa and 31 GPa.

Figure III. 19 .

 19 Figure III. 19. (a) . Illustration of the measuring the curvature of the diamond anvil culets under pressure. The H 2 O sample with diamond wedge compressed in the diamond anvil cell (side view from the direction parallel to the slope of the wedge). The diamond anvil culets are curved due to the pressure gradient. The measurements of the thickness were accomplished along the direction perpendicular to the slope of the wedge (in the direction where the wedge has a constant thickness). (b) The change in thickness of the H 2 O layer at different positions from the centre of curvature measured for the 'first' sample at 23 and 31 GPa.

Fig

  Fig. III. 19b shows the presence of curvature of surfaces of diamond anvil even at a relatively low pressures of 23 and 31 GPa. Here we do not take into account changes in the refractive index of H 2 O since the pressure gradient is low and does not exceed 2 GPa. As we can see from Fig.III.19 even at a moderate pressure of 23 GPa a lateral shift by 1η µm from the curvature center results in the sample thickness change of ~0,13µm. When pressure is 31 GPa, this value approaches 0,3 µm for the same lateral displacement.

  some relaxation time. Also position of the sample can shift slightly during such relaxation. And the thickness of the H 2 O layer between the diamond anvils perhaps can change during relaxation. If the relaxation time is significantly long then the value nH can change during the scan. This means that the slope of the curves (for example in Fig. III. 9) depends not only on the slope of the wedge but also on the relaxation process in the diamond anvil cell. And again the value tg(α) is not exactly constant.

  than 3 μm. Otherwise, it is almost impossible to detect oscillations in the intensity of reflected light due to interference as shown in Fig. III. 3d. The distance between two neighboring maximum the size of the studied spectral region (for example, the studied spectral region from  ~ to  ~ in Fig. III. 2).

(

  asymmetrically deformed) above 27 GPa. In Fig. III. 1θb the imaged made at 30.9 GPa shows that the gasket has lost a round shape. In such case further increase of pressure was not possible. Data from the section III.η.1 and III.η.3 ware used to calculate the volume of H 2 O as a function of pressure. From Fig. III. 18 it can be seen that the two experimental results are in a good agreement. At pressures between 0 GPa to η GPa a sharp volume decrease is detected due to phase transitions from water to ice VI and from VI to ice VII [12]. Above η GPa the changes in volume of the H 2 O sample are smaller. At about 1η GPa no discontinuous changes similar to those in Fig. III. 1η and Fig. III. 17 could be observed since the equation of state should not depend on phase transitions in the gasket.

  2 O samples at different pressures using interference of a broadband light reflected from surfaces of a sample compressed in a diamond anvil cell. Two different ways of the refractive index measurement are considered. The first method involves the use of a wedge with a known angle. The second method involves the use of a low compressibility of diamond. Refractive index of H 2 O was measured by both methods up to 31 GPa. Reasons for differences of the obtained experimental dependences are discussed. The thickness, area, and volume of H 2 O samples are obtained as functions of pressure. Curvature of the diamond anvil culets under pressure is measured. Chapter IV Investigation of polycrystalline aggregates of H 2 0 ice in diamond anvil cell This chapter is devoted to the use of laser ultrasonic measurements (picosecond laser ultrasonics) in a diamond anvil cell which allow investigation of the sound propagation and determination of the acoustic wave velocities at ultrahigh pressures. Time domain Brillouin scattering was applied to depth-profiling of polycrystalline aggregate of ice compressed in a diamond anvil cell to Megabar pressures. The technique allowed examination of characteristic dimensions of elastic inhomogeneities and texturing of polycrystalline ice in the direction, normal to the diamond anvil surfaces with sub-micrometer spatial resolution via time-resolved measurements of variations in the propagation velocity of the acoustic pulse travelling in the compressed sample. It was applied to measure the acoustic velocities in H 2 O ice up to 84 GPa. The developed imaging technique provides for each crystallite (or a group of crystallites) in chemically homogeneous transparent aggregate usable information on its orientation as well as on the value of the elastic modulus along the direction of the sound propagation.

  limitations and allows in-situ texture examination of transparent samples compressed in DAC to pressures approaching 1 Mbar and provides spatially resolved information (both in lateral and axial directions) about sample elastic behaviour is introduced.§IV.1. Picosecond acoustic interferometry techniqueImportant role for the evaluation of the elastic parameters of the condensed media at high pressures is played by methods which are based on the interaction of laser radiation with acoustical phonons. Application of optical radiation is particularly suited for the DAC technique where both extreme stiffness-hardness, needed to achieve high pressures, and transparency of diamond, needed for optical access to compressed sample, are essential. In classic, i.e., frequency domain, Brillouin scattering (BS) technique the frequency shift of light scattered by thermal (incoherent) acoustic

  I. 12 in Chapter I). Laser ultrasonic technique based on the generation of acoustic pulses by sub-nanosecond laser pulses and their detection by the continuous laser radiation was introduced in[29] (see Fig. I. 12 in Chapter I). In both experimental configurations the spectrum of the detected acoustic pulses extended up to GHz frequencies range. In[28] the transient optical reflectivity signals obtained by the technique of picosecond acoustic interferometry[30], also called time-domain Brillouin scattering (TDBS), were reported for the first time at high pressures. Later this technique has been also realized with picosecond laser pulses instead of femtosecond laser pulses[START_REF] Grahn | Picosecond ultrasonics[END_REF].

Figure IV. 1 .

 1 Figure IV. 1. The illustration of a typical scheme for picosecond acoustic interferometry technique.

Figure IV. 2 .

 2 Figure IV. 2. (a) Transparent spatially homogeneous medium in the diamond anvil cell which is studied using picosecond acoustic interferometry technique. (b) The amplitude of the reflected probe beam is modulated in time in sinusoidal manner for spatially homogeneous medium.

H 2 O

 2 ice by TDBS technique is described. The demonstrated two-dimensional, in-depth and lateral, imaging of texture in cubic, i.e., optically isotropic, ice is mostly due to the contrast provided by the difference in sound wave velocities inside the crystallites, differently oriented relative to the propagation direction of the acoustic and probe laser pulses. When coherent acoustic pulse of the nanometers to sub-micrometers spatial length propagates inside the sample, the Brillouin frequencies corresponding to the particular orientations of the spatial domains, in which the coherent acoustic pulse is currently localized, are resolved in time/space The lateral dimension of the photo-generated acoustic pulse is controlled by pump laser pulse focusing. §IV.2. Experimental setup TDBS is an optical pump -probe technique, where the pump laser pulse generates in a light absorbing opto-acoustic transducer picosecond acoustic pulse which propagates through an optically transparent sample contacting the transducer, while the probe laser pulse monitors the propagation of the acoustic pulse. The probe laser pulse, delayed in time relative to the pump laser pulse, preferentially interacts with those coherent GHz phonons of the acoustic pulse spectrum which satisfy the momentum conservation law in photon-phonon photo-elastic interaction[START_REF] Grahn | Picosecond ultrasonics[END_REF]43].The TDBS experiments on samples compressed in a DAC were conducted using a pump/probe configuration for transient reflectivity optical measurements presented in Fig.IV. 3. 

  configuration for transient reflectivity optical measurements (Fig.IV. 3a) involving a pulsed Ti:Sapphire laser with the following characteristics: 2 W average power, 808 nm wavelength, 2.7 ps FWHM duration of the laser pulses at the repetition rate of 80 MHz. This radiation was divided by a polarizing cube in the pump-and probe beams. The pump laser beam was modulated acousto-optically at frequency 1θ1.1 kHz for the subsequent realization of the synchronous detection of the probe laser radiation scattered by the sample. Then, it was frequency-doubled by 1 cm-long BBO non-linear crystal to obtain 2η mW of 404 nm wavelength light pulses of 1.9 ps duration at FWHM for the generation of coherent acoustic pulses in the Fe-foil near its interface with H 2 2 2 O ice. Computercontrolled optical delay line of two-passage configuration allowed introducing the delays of the probe laser pulses relative to the pump laser pulses in the interval 0-8 ns. The time-delayed probe laser pulses, for time-resolved detection of the BS induced by the coherent acoustic pulse, were at the fundamental wave length 808 nm of the laser. The photo-acoustic signals have been obtained with the steps in time of 1.η ps. Both pump and probe radiation were focused by a η0X-objective lens (numerical aperture 0.η, working distance 10.ηmm on the DAC from the same side and the scattered probe radiation was also gathered from the same side. The system of optical imaging including a webcamera and the source of white light has been installed for the visualization of the laser spots and the surface of the sample in DAC. The pump laser beam was focused on the Fe/ice interface into the elliptical spot, which dimensions, 9 μm in the horizontal and η μm in the vertical directions, are determined at FWHM of the intensity of the image obtained by the camera.

Figure IV. 3 .

 3 Figure IV. 3. Time -domain Brillouin scattering in a diamond anvil cell. (a): Schematic presentation of the experimental setup. (b): Sample in a DAC with qualitative presentation of some of the probe optical rays contributing to the TDBS detection. (c): Transient reflectivity signals detected in the ice samples compressed in a DAC to 57 and 84 GPa as a function of the delay time between the probe-and the pump laser pulses. Arrows indicate the times for the first arrival of the photo-generated acoustic pulse at the interface of ice and diamond anvil.

n=2. 4 IV. 2 . 2

 422 Fig. IV. 3c. Here, the temporal window spans the delay times necessary for a one way propagation of the photo-generated coherent acoustic pulse from the iron opto-acoustic generator to the ice/diamond interface (see Fig. IV. 3b). The arrival times of the acoustic echoes at the ice/diamond interface, marked by arrows in (Fig. IV. 3c), manifest themselves by an abrupt diminishing in the amplitude of the Brillouin oscillation at 880 ps and 1134 ps for 84 GPa and η7 GPa, respectively.

Figure IV. 4 .

 4 Figure IV. 4. Revealing in-depth spatial inhomogeneity of H2O ice X at Megabar pressures. (a): Typical time resolved reflectivity signal in ice compressed in a DAC to 84 GPa. The vertical arrow marks the time of transmission of the lasergenerated acoustic pulse across the interface of ice with diamond. Insert: zoom of the signal in the vicinity of the ice/diamond interface. (b) TDBS signal obtained by filtering from the signal in (a) of the time-varying thermo-reflectance contribution caused by transient heating of the sample. Insert: Fourier spectra of the signal inside two temporal windows, marked by rectangles, demonstrate shift of the Brillouin frequency from 60 GHz up to about 73 GHz, indicating spatial inhomogeneity of the ice sample. For each time -window the obtained frequency value is an average over multiple crystallites in the volume from which the signal is collected. The lateral size of the probed volume is determined by the elliptical intensity correlation function with the axes of 3 m and of 4.5 m FWHM for the pump and probe beams. The cross sectional area of the tested volume can be estimated as 10 m 2 . The axial, i.e., in-depth, dimensions of the probed sample volumes are determined by the duration of the used time-windows and exceed, in this particular case, 3 m. (c): Temporal profile of the Brillouin frequency of the TDBS signal shown in (b). Fourier transform was performed in the rectangular moving temporal window of 100 ps duration corresponding to the in-depth distance of about 1.5 m. (d): Spatial variation of the longitudinal sound velocity obtained from the temporal dependence of the Brillouin frequency shown in (c) using the extrapolated refractive index values of ice[39]. The coordinate in (d) is evaluated by integrating the sound velocity over acoustic propagation time only in a part of the experimental window, which does not include short delay times (shadowed in Fig.IV. 4) where the determination of Brillouin frequency is not enough certain because of imperfect filtering of the thermo reflectance contribution at GHz frequencies. Thus, the distance in (d) should be measured relative to the ice/diamond interface.

  The non-monotonous variations in time of the Brillouin oscillation amplitude before the arrival of the coherent acoustic pulse at the ice/diamond interface which are observable in Figs. IV. 3c, 4a, 4b without any signal processing are a strong indication of the spatial inhomogeneity, i.e., polycrystallinity and texturing, of the samples. They cannot be attributed to the beatings of TDBS signals of different frequencies and are manifestations of texturing in the distribution of both photoelastically (acousto-optically) and elastically anisotropic sub μm grains composing the ice aggregate.

  Fig. IV. 4b). The plots in the insert of Fig. IV. 4b as well as all other FFT plots calculated in this work were clearly dominated by a single strong peak related to the Brillouin frequency of the longitudinal sound wave. The ±10% deviations of the Brillouin frequencies from their average, revealed here (insert in Fig. IV. 4b), clearly indicate the presence of spatial elastic inhomogeneities in the ice sample due to polycrystallinity/texturing.

at 84

 84 GPa (see Appendix C). The observed abrupt changes in the amplitude and frequency of the Brillouin oscillations upon the arrival of the acoustic pulse on the ice/diamond interface (Fig.IV. 4a) indicate that, although this pulse could be broadened by bulk high-frequency absorption and scattering, the duration of the acoustic pulse does not exceed the Brillouin period of about 1η ps corresponding to about 0.23 μm spatial scale at 84 GPa. In this Chapter signal analysis the windows which FWHM exceeds the Brillouin periods are used for the Fourier transforms. Thus, depth-profiling with the same in-depth spatial resolution (controlled by the duration of the moving Fourier transform window) throughout the whole sample thickness is achieved by the simplest signal processing technique. Indepth spatial resolution controlled by the acoustic pulse duration, achievable by advanced methods of signal processing[32,33], is beyond the scope of the present analysis. In Fig. IV. 4 (c) the temporal profile of the Brillouin frequency for the TDBS signal shown in Fig. IV. 4 (b) obtained with the moving rectangular time-window of 100 ps corresponding to the in-depth spatial resolution of about 1.η μm are presented.

  ) the dependence of the acoustic velocity in ice first on time and then on the in-depth coordinate (Fig. IV. 4 (d)).Experimentally observed spatial inhomogeneity of the polycrystalline aggregates of ice X (Fig.IV. 4 (d)) can be deeper characterized in two-dimensional imaging experiments, performing such TDBS measurements in several consecutive spatial positions along a lateral sample coordinate. In Fig.IV. η, in order to reveal large scale inhomogeneities in the ice X aggregate, the Brillouin frequency distribution obtained with the in-depth spatial resolution of about 0.9 μm is presented. The resolution is determined by the half-width at half-maximum of the Hanning temporal window chosen for the Fourier transform.

Figure IV. 5 .

 5 Figure IV. 5. Revealing m-scale texture in polycrystalline H 2 O ice aggregate at Megabar pressures via two dimensional imaging by time-domain Brillouin scattering technique with in-depth spatial resolution of ~0.9 m. (a): TDBS signals in H 2 O ice at 84 GPa, obtained by displacing the sample relative to the co-focused pump and probe laser beams in a lateral direction, i.e., parallel to the ice/diamond interface, by 1 m steps. The spatial in-depth distance of 1 m corresponds here to ~65 ps delay time. (b): Two-dimensional images of the Brillouin frequency magnitude obtained by processing the signals in (a). (c) TDBS signals in H 2 O ice at 57 GPa, obtained by displacing the sample a in lateral direction by 2 m steps. The spatial in-depth distance of 1 m corresponds here to ~75 ps delay time. (d): Two-dimensional images of the Brillouin frequency magnitude obtained by processing the signals in (c). The isometric representation of the TDBS signals and of the temporal dependences allows better recognize their changes with position on the sample. In (b) and (c) the signal amplitude is correlated with the symbols color: the darker is the symbol -the higher is the maximum amplitude of the Brillouin signal, and vice-versa. Image (b) reveals a clear large-scale layering of the ice aggregate at 84 GPa in the direction normal to the diamonds surfaces. The thickness of the layers in this large-scale texture is around 3 -5 m. The image (d) of ice at 57 GPa reveals two regions, with much less pronounced than at 84 GPa in-depth layering, separated laterally. Visually the lateral separation in (d) takes place in the middle of the laterally scanned region. In addition, smaller scale inhomogeneities, with the thickness about 1 m, controlled by the intentionally reduced spatial resolution, are observed at some depth positions at both pressures.

Fig

  Fig. IV. ηb and ηd show the time-resolved profiles of the Brillouin frequency, which will be called hereafter "images", obtained for the ice sample at 84 GPa and η7 GPa, respectively, by its displacing in a lateral direction. The results presented in Fig. IV. η clearly demonstrate the ability of the TDBS technique to reveal texturing of transparent polycrystalline aggregates such as the ice sample under consideration here with the spatial scale better than 1 μm.

  4η µm. In order to check the sensitivity of the TDBS technique to in-depth inhomogeneities at submicrometer scale, the signals were processed in a moving temporal window of 17 ps duration, approximately corresponding to a single period of the Brillouin oscillation at 84 GPa. The expected spatial resolution of about 0.2θ μm is still controlled by the duration of the moving window. Results of the processing of the above shown TDBS signals (Fig. IV ηa) in the delay time interval from 100 ps to 400 ps are presented in Fig. IV. θ where strong variations of the BS frequency (up to ±10 %) and, accordingly, of the longitudinal sound velocity by moving in-depth (corresponds to the delay-time axis) can be recognized. The characteristic spatial scale of these variations is 0.2θ-0.θ μm. Here a relatively large cross section of ~ 10 μm 2 of the opto-acoustically tested volume and a small size of grains of ~0.4η μm should be borne in mind, implying that the recorded BS signal (at any delay time) is averaged in both lateral directions over about η0 individual grains. A large change of the BS frequency by moving in-depth to the next layer of grains (increase or decrease of the delay time by 20-30 ps)

  Fig. IV. ηb) and θc) and at the short scale in Fig. IV. θ, appears to be plausible considering the geometry of the sample and the uniaxial compression of the sample confined in the gasket.

Fig. IV. 6 .

 6 Fig. IV. 6. Revealing sub-m-scale texture in polycrystalline H 2 O ice aggregate at Megabar pressures via two-dimensional imaging by time-domain Brillouin scattering technique with in-depth spatial resolution of ~0.26 m. (a) and (b): Twodimensional depth profiles of the Brillouin frequency in H 2 O ice at 84 GPa, obtained by displacing the sample relative to the pump and probe co-focused laser beams in a lateral direction, i.e., parallel to the ice/diamond interface. The profiles in the figure are measured in six particular positions of laser beams shifted with respect to each other in the same direction by 1 m. The size of the moving time window for the Fourier transform is 17 ps, providing the in-depth spatial resolution of 0.26 m. While the 3D representation in (a) makes clear the spatial order of the measurements, the view in (b) of the same profiles provides a better understanding of both in-depth and lateral structuring. The color code for the measured velocity profiles is the same in both images. The temporal images are presented starting at the 100 ps delay time in order to avoid the region of pulse propagation in the vicinity of the Fe photo-generator where the results are commonly less precise because of non-perfect elimination of the high-amplitude thermo-reflectance contribution from the time-resolved reflectivity data. (c): Superposition of the short-scale texturing revealed in Fig. IV. 6a),b) with the coarse scale texturing revealed in Fig. IV. 5b). The variations of the Brillouin frequency are extracted from the TDBS signal accumulated at 1 m lateral coordinate in Fig. IV. 5b) and 4a),b). The maximum changes of the Brillouin frequency relative to the average level are about 20%.

Fig. IV. 7 .

 7 Fig. IV. 7. Revealing optical anisotropy of the cubic polycrystalline ice aggregate in diamond anvil cell induced by nonhydrostatic loading. (a):Variations of the Brillouin frequency with time delay extracted from TDBS signals presented in (b) which were detected at 50 GPa for the probe light pulses of three different linear polarizations rotated in steps of 60º. Differences in the curves in (a) indicate that polarization-dependent effects are present in the experimental system. However, there could be several physical phenomena contributing to the variation of the Brillouin frequency with the polarization of probe light in (a) (see Appendix D). In particular, stress-induced optical anisotropy of both ice aggregate and of the diamond anvil could be potentially involved. Although currently it is impossible to identify unambiguously the physical reasons of the polarization-dependent effect visible in (a), this experimental test clearly indicates the weakness of the effect since the relative changes of Brillouin frequency do not exceed 2 %. Thus possible variations of the refractive index of ice due to induced optical anisotropy cannot be responsible for the 20% variations in theBrillouin frequency revealed in Figs IV. 4 and 6 and could be neglected when using equation (IV.1) for the estimates of the acoustic velocity.

  The discussion presented in Appendix F indicates that non-monotonous variations of the TDBS signal amplitude in time in the conducted experiments (see Figs. IV 3 (c) and η (a) and (c), for example) is not the manifestation of beatings/interference among different frequency components of the signal but is rather the second, in addition to Brillouin frequency variation in time, direct manifestation of disorientation of grains or groups of grains in the examined polycrystalline H 2 O ice aggregates.

Figure IV. 8 .

 8 Figure IV. 8. Correlation in temporal dynamics of the amplitude and frequency of the TDBS signal in ice X at 84 GPa accompanying the in-depth variations in orientations of crystallites or their groups. (a): Simultaneous presentation, for comparison, of the temporal dynamics of the amplitude (green dashed line) and of the frequency (blue solid line), determined for a Brillouin oscillation signal measured in a particular point of the sample at 84 GPa and shown in (b). The results presented in (a) definitely demonstrate the expected correlation between the variations of the frequency and theamplitude at short sub-µm spatial scale, confirming that the physical origin of both is in the orientational texture of the ice sample. Note that variations of frequency and amplitude are mostly in anti-phase. The correlations between the frequency and the amplitude at larger, i.e., µm, spatial scale are obscured by the influence on the TDBS signal amplitude of absorption/scattering of both the coherent acoustic pulse and the probe light.

.

  photoelastic constant and inverse proportional to the square root of the acoustic velocity, (

Fig. IV. 9 .

 9 Fig. IV. 9. Typical time resolved reflectivity signal in ice compressed in a DAC tp 84 GPa (a) and to η7 GPa (c). (b) and (d): Temporal profiles of the Brillouin frequency of the TDBS signals shown in (a) and (c). Fourier transform was performed in the rectangular moving temporal window of 40 ps duration.

Figure IV. 10 .

 10 Figure IV. 10. The average, minimum and maximum longitudinal wave velocity of H 2 O up to 84 GPa. The average longitudinal wave velocity V was found due to the measurements of the thickness of the sample H and the propagation times of the acoustic pulse through H 2 O at all pressures (see Chapter III and Fig. IV. 9.). The minimum (maximum) value of the Brillouin frequency from the data detected in three different points of the samples was used to determined the minimal (maximal) longitudinal wave velocity, using n extrapolated from[39].

  [100] direction and depends only on C 11 and the density of ice. Taking the values of densities reported in [4η] it found found that C 11 = 480 GPa at 84 GPa and C 11 = 3η0 GPa at η7 GPa in a reasonable agreement with the values of η40 GPa and 3η0 GPa, respectively, extracted by classical BS [3θ]. §IV.8. Discussion and conclusions In this work a high in-depth resolution of about 0.2θ µm in H 2 O ice samples compressed in a DAC to η7 and 84 GPa was obtained. This value is significantly below the estimated average crystallite size in these samples. Apparently, this result can be achieved for any other transparent material compressed in a DAC to similar or higher pressures. No other technique can provide today such a detailed visualisation of a polycrystalline aggregate microstructure of a chemically homogeneous material compressed in a DAC, especially along the axial direction. Even the simplest signal processing, applied in the present work for processing of the TDBS signals, provides access to characterization both of the in-depth dimensions of the micro-crystallites and of the texturing of the polycrystalline ice aggregates at different spatial scales from 0.2θ μm, controlled by signal processing, up to about 10 μm, controlled by the total thickness of the ice layer.

Fig. A. 1 .

 1 The angle-dependent functions, providing modulation of the directivity patterns of laser ultrasound, emitted by delta-localized sources and described by the amplitudes of the solutions in Eqs. (II.23) and (II.24), are presented for the 3D case in Fig. A. 2. They are evaluated for the same parameters of material and laser pulses as in the 2D case in Section II.η.

Figure A. 1 .

 1 Figure A. 1. Normalized strain profiles for acoustical pulses emitted by focusing 3D Gaussian beam of Gaussian laser pulses on the interface between opaque and transparent media. Profiles are presented for various possible phases of the directivity pattern of delta-localized sources.

Figure A. 2 .

 2 Figure A. 2. Additional modulations of delta-localized sources directivities, which are caused by finite duration of the laser pulse and finite width of the laser focus, for emission of acoustic strain and acoustic displacements in 3D geometry. The modulation functions for compression/dilatation waves are evaluated for nondimensional parameter η9 . 0 /

  IV. 7). It is also worth mentioning here that the period of possible beatings in TDBS signal amplitude, when two oscillations at different frequencies, f 1 and f 2 , are contributing to it, is equal to 1/|f 1 -f 2 |. Thus, even if we estimate the difference between frequencies corresponding to ordinary and extraordinary light, |f e -f o |, by double frequency shift detected in Fig. IV. 7, i.e., about 2

  

  

  The first characteristic feature in the directivity patterns of both  the longitudinal acoustic waves in diamond are evanescent and they stop to transport acoustic energy from the interface. The second characteristic feature in the directivity patterns of both

	amplitudes and phases appears at critical angle		t	1	/	l	2		arcsin( 	t	1	/		l	2	)		 2 . 10	. At angles larger than
		t	/ 1 l	2															
	amplitudes and phases appears at critical angle		t	1	/	t	2		arcsin( 	t	1	/		t	2	)		 2 . 14	. At angles larger than
		t	/ 1 t	2	the shear acoustic waves in diamond are evanescent and they stop to transport acoustic energy
	from the interface. Thus, at angles larger than	2  , the incident from Fe on the interface acoustic / 1 t t
	energy does not induce the emission of acoustic waves into diamond (medium (2)). The third critical
	angle	t	1	/	l	1		arcsin(	t	1	/	l	1	)		 8 . 32
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A special part in the PhD thesis is devoted to the description of the experiments undertaken for determining the thickness and the refractive index of the ice in the diamond anvil cell under pressure.

Both of these parameters can be necessary to determine the acoustic velocities via laser ultrasonic experiments in a diamond anvil cell. The measurements of the thickness and of the refractive index are based on broadband interference of light in diamond anvil cell. Two different ways of measuring the refractive index of ice are considered. Refractive index of ice is measured by both methods up to 31 GPa. The thickness, transverse size and the volume of ice as a function of pressure are obtained

Perspectives

The analytical descriptions for the directivity patterns of ultrasound inside a diamond anvil cell provide straight opportunity to predict the acoustic field which is formed in the diamond anvil cell at high pressures. The developed theory can be applied in the future for the dimensional scaling the LU-DAC experiments, optimization of these experiments (in terms of a c h o i c e o f t h e o p t i m a l directions/positions for acoustic waves detection) and the interpretation of the experimental results. It is also possible that this theory can be used for determining phase transitions or creation of new substances under pressure inside the diamond anvil cell. In both these cases, the elastic properties of the material may change dramatically with increasing pressure. Then, the characteristic structures of the directivity patterns of laser ultrasound, related to the elastic properties of material, can also exhibit sudden changes with increasing pressure providing indication of phase transition or creation of new substance.

Laser ultrasonic technique, applied in the experimental part of this PhD research, can be extended to obtain three-dimensional images of acoustic inhomogeneities in transparent material inside a diamond anvil cell. So, this technique opens opportunities for the study of formation and evolution of texture in transparent microcrystalline aggregates on pressure change. This extends the basis for a successful application of highly developed micromechanical models of solids deformation at Mbar pressure. On long term, such experiments extended to Earth's minerals and high or low temperatures would insure a significant progress in understanding of convection of the Earth's mantle and thus evolution of this and other planets.

Appendices Appendix A. Directivity patterns of laser ultrasound emitted from the interface of two solids in the 3D case

The solution for the directivity pattern in the point-source configuration can be derived by an approach which is similar to the one shown in the main text for the 2D case. The spatial Fourier transform along the x-axis in 2D is replaced in the case of 3D and cylindrical symmetry by the Hankel (Fourier-Bessel) transform along the transverse radial coordinate  r in the (x,y) plane. The only modification in the solutions for the acoustic potentials and the temperature field in the reciprocal spaces is the replacement of x k by  k , which is the projection of the wave-vectors on the (x,y) plane. Equation (II.13) is replaced by the inverse Hankel transform over  k , which can be calculated by the method of steepest descent. 1,2 This results in the following form of Eq. (II.14) in the 3D case 

Appendix B. Directivity patterns of laser ultrasound emitted from mechanically free and rigid surfaces

The directivity patterns of laser ultrasound emitted due to laser-irradiation of the mechanically free surface of iron, which are computed as an asymptotic case of the general formulas in Eq. (II.23) and (II. On the one hand the comparison of Fig. B. 1 with the well-documented results existing in the literature for the mechanically free surface, η,θ,7 confirms the validity of our analytical theory in this limiting case. On the other hand the results presented in the right column in Fig. B. 1 clearly illustrate in this simplest case the role played in the structuring of the directivity patterns by the critical angles and the zeros in the transmission/reflection coefficients, which is revealed in Section II.4. The maximum in the directivity of the amplitudes of the shear waves is near the critical angle

, which manifests itself also in the directivity pattern of the phase. Above this critical angle, the shear acoustic waves are emitted in Fe due to the mode conversion in reflection from the interface of the evanescent compression/dilatation waves generated by laser radiation in Fe. Shear waves become the only wave transporting the acoustic energy from the interface. The splitting of the directivity pattern for the amplitudes of the shear waves into two lobes is caused by the absence of mode conversion of the compression/dilatation waves in reflection from a mechanically free surface at the angle of 4η° (

). This zero reflectivity manifests itself as 180 phase jump in the directivity pattern of phase. The directivity patterns of the shear ultrasound emitted from mechanically free surface confirm the following general statement formulated in Section II.4. If the zero in reflection/transmission coefficient for compression/dilatation wave is achieved at angles larger than the largest critical angle, then the local maximum in the amplitude directivity pattern could be achieved between this zero reflection/transmission angle and 90°, and not between the largest critical angle and 90°. 

Figure B. 2. Amplitude and phase directivity patterns for longitudinal and shear ultrasound emitted by delta-localized sources, created by laser-irradiation of interface between and an infinitely rigid transparent solid media.

The directivity patterns of the laser ultrasound emitted due to laser-irradiation of the surface of iron in contact with absolutely rigid medium ( 2 

, which manifests itself also in the directivity pattern of the phase. Above this critical angle shear acoustic waves become the only wave transporting the acoustic energy from the interface. The situation is very similar to the case of mechanically free surface, because the same single critical angle exists in both limiting cases. However in the case of absolutely rigid interface there is no splitting of the directivity pattern for the amplitudes of the shear waves into two lobes, because there is always nonzero mode conversion into shear waves of the compression/dilatation waves in reflection (

Appendix C. On the duration of the photo-generated acoustic pulse and ultimate in-depth spatial resolution of time-domain Brillouin scattering

In depth-profiling of the spatially inhomogeneous media the in-depth spatial resolution of TDBS is known to be limited either by the spatial length of the coherent acoustic pulse or by restrictions introduced by specific signal processing techniques 8,9 . In our experiments the coherent picosecond acoustic pulse is predominantly generated by the thermo-elastic mechanism in the iron foil, because of the negligible energy transport from iron into ice caused by weak thermal diffusivity of ice in comparison with that of iron 10 . As the duration of the picosecond blue pump laser pulse (1.9 ps at FWHM) exceeds the characteristic time of the longitudinal acoustic wave propagation across the region of the absorbed optical energy release in iron, the duration of the photo-generated acoustic pulse is controlled by the duration of the laser pulse 11 . Note that the depth of lattice heating in Fe does not importantly broadened relative to the depth of the blue light penetration, because of the relatively strong coupling of the electrons and the phonons in Fe. Even for the overestimated depth of the energy release zone, 1η nm at FWHM, the time of sound propagation across it with the velocity of m/s Ref. 12 is shorter than the duration of the laser pulse. So the length of the coherent acoustic pulse launched into the ice sample near its interface with the Fe foil is estimated to be of about 30 nm at pressures of the experiment. This provides the best possible in-depth spatial resolution unless the amplitude of the launched pulse is so strong that the nonlinear acoustic effects could lead to weak shock front formation. In the latter case, which is actually not realized in our experiments, the spatial resolution could be controlled by the width of the shock front, which could be shorter than the width of the initially launched acoustic pulse 13,14 . In our linear case the situation is, in a certain sense, opposite to the case of the nonlinear acoustics. Due to the preferential absorption and scattering of high frequency components, the initially launched coherent acoustic pulse is continuously broadening along its propagation path. However, the abrupt variations in the Brillouin oscillations amplitude and frequency observed experimentally by passing the ice/diamond interface (Figs. IV. 3 (c) and 2 (a)) indicate that the acoustic pulse is shorter than the Brillouin period even when arriving at the end of the ice sample. Thus, the duration of the acoustic pulses does not influence the spatial resolution of the images obtained in the present Communication provided the moving time windows are equal to or larger than the Brillouin period.

Appendix D. On the role of the induced optical anisotropy

In optically anisotropic grains the light experiences double or triple refraction and the optical rays, characterized by different refractive indexes, propagate after refraction with different velocities, which in addition depend on the direction of rays propagation relative to crystallographic axes 1η,1θ . However the ices VII and X of our interest here are cubic and, thus, optically isotropic. Consequently, the variations of the refractive index n could be caused in our samples only by anisotropy induced by nonhydrostatic stress component, i.e., due to uniaxial loading 17 . Strong induced anisotropy could potentially cause splitting of the Brillouin frequency peak in TDBS experiments conducted with linearly polarized light 18 . The splitting effect in polarized probe light is replaced by broadening and shift of the Brillouin frequency line in our experiments conducted with circular polarized light. Note that even under uniaxial loading cubic crystals in general become biaxial 1η and exhibit triple refraction. An order-of-magnitude estimates demonstrate that induced optical anisotropy is negligible in our experiments. For example, in the experiments we consider as conducted at 84 GPa, this pressure was measured in the centre of the DAC where the data were accumulated, while at the edge of the ice sample at the distance R=D/2=4η m from the centre the measured pressure was by  P 4 GPa lower. This suggests presence of a uniaxial stress component parallel to the load axis of the DAC which value

, e.g. Ref. 19 where the thickness H of the sample is 13.η m. In the considered case we obtained  t 1 GPa. The characteristic value of the photo-elastic (acoustooptic) parameter P n   / can be estimated from the experimental curve ) (P n n  in Fig. 3 , estimated from the data in Ref. 20 at P=84 GPa for the probe wavelength of 808 nm, this results in The experimentally observed shifts in Brillouin frequency could be attributed to the stress-induced optical anisotropy of cubic ice only under the conditions that only the polarization of the probe light incident on the surface of the ice is changing, when we rotate its polarization outside the DAC. Only in this case the experiments provide direct access to the refractive indexes of the different probe rays in cubic ice with stress-induced anisotropy, because the only variable parameter influencing the detected Brillouin frequency will be the distribution/repartition of probe light among different rays interacting with the acoustic pulse. However, in general, this ideal condition is difficult to achieve because, firstly, the position of light beam incident on the diamond, and consequently on the ice, could be slightly shifted when optical elements are used to rotate its polarization and, secondly, the position of the probe, the shape of the light focus and the polarization of the probe on the ice surface all could be influenced by polarization-dependent optical phenomena in diamond, caused by its natural optical anisotropy and important induced optical anisotropy due to strongly nonuniform stress generated in the uniaxially loaded anvils 21-23 . For example, the shift of the probe focus and modification of its shape on the surface of the ice could cause the shift of the detected Brillouin frequency even in case of negligible induced optical anisotropy of cubic ice if the photo-generated acoustic pulse propagates simultaneously across just two or more crystallites with different sound velocities along acoustic pulse propagation direction. In this case rotation of probe light polarization incident on the DAC could cause the redistribution of the probe light incident on the different parts of the acoustic beam cross section and to possible modification of the Brillouin frequency, because different cross sections of the acoustic beam are propagating with different velocities. It is worth mentioning, that stresses in the diamond anvils cause optical anisotropy of the anvils even close to their symmetry axis. They were reported to result, for example, in distortion/transformation of the initially linearly polarised laser light into elliptical 24 . Although currently we are not able to identify precisely the physical reasons of the polarization-dependent effect reported in 

Appendix E. On the role of the acoustic rays refraction

The following considerations indicate that the dependence of the BS frequency on  cos can be neglected in equation (IV.1) in comparison with the dependence on the sound velocity. When the acoustic wave is incident obliquely from an elastically isotropic medium (1) on its interface with an elastically isotropic medium (2) the direction of the transmitted wave shifts from the direction of the incident wave by a certain angle  . If we denote by 2 , 1

 the sound velocities in the first and the second medium, respectively, then in the case 

), while in the case

It is worth noting that refraction angle relative to the initial propagation direction, accumulated through successive incidence at different angles on multiples interfaces, can't exceed the maximum refraction angle of single scattering. The maximum refraction angle obviously diminishes with diminishing difference between the acoustic velocities in the contacting materials. In the limiting case of small difference of sound velocities, denoting 

In these estimates, for the values of 2 , 1

 we should use the values of the maximum and the minimum values of the direction-dependent sound velocity in the microcrystals. From the experimental data on the elastic moduli of H 2 O ice at 40 GPa presented in Ref. 2η we estimate that the maximum longitudinal velocity (in [111] direction) is about 20% higher than the minimum longitudinal velocity (in [100] direction). This provides 

Appendix F. On the amplitude of the time-domain Brillouin scattering signal

The following considerations indicate the dominant role of the photo-elastic and elastic anisotropy of cubic ice in the experimentally observed variations of the TDBS signal amplitude by propagation

Abstract

Knowledge of pressure-dependences of sound velocities and elastic moduli of liquids and solids at Megabar pressures and evolution of texture of polycrystalline solids on compression is of extreme importance for a few branches of natural sciences such as condensed matter physics, physics of the Earth and planetology, as well as for monitoring and predicting of earthquakes and tsunamis or nuclear weapons test control. This PhD research work is devoted to the use of laser ultrasound in high-pressure physics. The research is done using the recently established technique of laser ultrasonic measurements in a diamond anvil cell which allows investigation of the sound propagation and determination of the acoustic wave velocities at ultrahigh pressures. Time domain Brillouin scattering was applied here to depth-profiling of polycrystalline aggregate of ice compressed in a diamond anvil cell to Megabar pressures. The technique allowed examination of characteristic dimensions of elastic inhomogeneities and texturing of polycrystalline ice in the direction, normal to the diamond anvil surfaces with submicrometer spatial resolution via time-resolved measurements of variations in the propagation velocity of the acoustic pulse travelling in the compressed sample. It was applied to measure the acoustic velocities in H 2 O ice up to 84 GPa. The developed imaging technique provides, for each crystallite (or a group of crystallites) in chemically homogeneous transparent aggregate, usable information on its orientation as well as on the value of the elastic modulus along the direction of the sound propagation. This extends the basis for a successful application of highly developed micromechanical models of solids deformation at Mbar pressure. On long term, such experiments extended to Earth's minerals and high or low temperatures would insure a significant progress in understanding of convection of the Earth's mantle and thus evolution of this and other planets.

Auxiliary experiments to determine the thickness of the ice in the diamond anvil cell and the refractive index of ice under pressure are described. These measurements are based on broadband interference of light in diamond anvil cell. Two different ways of measuring the refractive index of ice are considered. Refractive index of ice was measured by both methods up to 31 GPa. The thickness, transverse size and the volume of ice as function of pressure are obtained.

Analytical description for the directivity patterns of ultrasound, emitted from the laser-irradiated interface between two isotropic solids, is developed. The directivity patterns are derived both in twodimensional and in three-dimensional geometries by accounting for the specific features of the sound generation by the photo-induced mechanical stresses distributed in the volume, essential in the laser ultrasonics. The derived mathematical formulas provide straight opportunity to predict the acoustic field, which is formed in the diamond anvil cell after photo-generation and several reflections of bulk acoustic waves at the interfaces. The developed theory can be applied in the future for the dimensional scaling of the laser ultrasonic measurements in a diamond anvil cell, the optimization of these experiments and the interpretation of the experimental results.

Key words: picosecond laser ultrasonics, high pressure, diamond anvil cell, condensed matter (H 2 O), analytical theory of laser ultrasound in diamond anvil cell, refractive index of transparent media at high pressures, Brillouin oscillations, acoustic properties of H 2 O up to 84 GPa.