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General introduction

Transmitarray antennas are gaining more and more interest for millimeter-wave wireless and radar applications where a high radiation gain is needed. They are based on a thin multi-layer array of transmitting unit-cells focusing/collimating the radiation to/from one or several focal sources by locally tuning the phase of the transmitted signals. Each unit-cell includes at least three functions: receiving, phase shifting and transmitting the signal.

The low fabrication cost, the absence of feed blockage, and the possibility to illuminate the surface with multiple sources, leading to more compact systems, are some of the transmitarray advantages.

Some promising applications are in the field of radar systems, satellite communications and next-generation wireless metropolitan area networks. In many cases, electronic reconfiguration capabilities are required, such as beamforming, beamsteering or polarization switching.

The main objective of this work is to propose and demonstrate the design of electronic reconfigurable transmitarray antennas in Ka-band manufactured with standard PCB technologies.

In Chapter 1, the working principle of transmitarray antennas is explained and compared to traditional phased array reflectarray technologies. The state-of-the-art of reconfigurable designs in different technologies is presented.

In Chapter 2, a hybrid simulation tool for these structures is proposed. It is based on numerical simulations and analytical formulations and allowing the analysis and synthesis of transmitarrays with a reduced computational effort. The sequential rotation technique is implemented and several rotation distributions are considered. A passive transmitarray has been prototyped for the experimental validation.

In Chapter 3, a reconfigurable unit-cell design in Ka-band and working in linear polarization is presented. The p-i-n diodes used in the design are characterized and modelled.

The bias network design and the integration of several bias lines are developed. A sensitivity analysis and oblique incidence angle impact are studied. Measurements in waveguides are carried out in order to validate the design.

In Chapter 4, the design of a reconfigurable 400-elements transmitarray working in cir-
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cular polarization in Ka-band is presented. It is based on the unit-cells of Chapter 3.

A random sequential rotation is applied to the transmitting layer in order to generate a circularly-polarized beam. Measurements in anechoic chamber demonstrate the beam-tilting capabilities of the proposed antenna.

In Chapter 5, the design of a reconfigurable unit-cell in circular polarization in Kaband is presented. Several architectures are investigated and the definition of an ad-hoc characterization setup in waveguide is proposed.

Chapter 1

Introduction

In this chapter, the transmitarray working principle and the comparison with other antenna technologies will be presented. The state-of-the-art on passive and reconfigurable transmitarrays is also reported. Finally, some application fields where this technology could be attractive and the main specifications (frequency, polarization, ...) will be illustrated.

Transmitarray: operating principle

There are many applications, such as in the fields of satellite communications and radars, in which high-gain antennas are needed and advanced beam controls, such as beam-steering and beam-forming, are desired. Most antennas currently used are based on phased arrays and parabolic reflector antennas. Large scanning angles can be obtained with phased arrays but the beam-forming network required is in general very complex and expensive. On the other hand, parabolic reflector antennas require a mechanical beam scanning. From a combination of the two systems, reflectarray antennas were born [START_REF] Huang | Reflectarray antennas[END_REF]. An alternative approach developed in the last years consists in the transmitarray antennas or planar discrete lenses.

A general scheme of a transmitarray antenna is shown in feed blockage area and the possibility to reduce the focal distance to obtain compact systems to mount on mobile platforms, such as aircraft, high-speed trains, etc. Controlling the phase shift given by each unit-cell, the main beam direction and shape can be changed dynamically and the transmitarray becomes reconfigurable. This phase shifting functionality can be implemented in different technologies and a summary of the state-of-the-art is presented in this chapter.

The competing technologies of transmitarrays are phased arrays and reflectarrays. Phased array systems are the most common antennas used in high-end radar applications. Excellent beam scanning capabilities are obtained with the control of the excitation phase and amplitude of each antenna element realized with complex networks, as shown in the scheme of Fig. 1.2(a), which can be implemented in different technologies. The main limitations of phased arrays are related to the design of the feed network. In fact, its complexity results in high losses which usually have to be compensated by amplifiers. In addition, this grade of complexity is directly proportional to the array size and it covers a significant share of the total costs. For electronic reconfigurable designs, high power consumption is another drawback. Quasi optical feeding systems, such as Rotman lenses, reflectarray and transmitarray antennas reduce the losses and complexity of the feeding network, especially for reconfigurable designs. However, phased arrays are still preferred where high performance radiation patterns characteristics are needed. source, a horn antenna for example, as shown in the scheme of Fig. 1.2(b) [START_REF] Huang | Reflectarray antennas[END_REF]. By controlling the phase of the reflected waves locally with each unit-cell, it is possible to obtain the desired main beam direction and/or beam shape. Many designs based on this architecture were proposed in the last years [2,[START_REF] Sorrentino | Recent advances on millimetre wave reconfigurable reflectarrays[END_REF]4,[START_REF] Cheng | Evaluation of a novel topology for mems programmable reflectarray antennas[END_REF][START_REF] Legay | Low loss steerable reflectarray antenna for space application[END_REF][START_REF] Pereira | Four-state dual polarisation unit-cells for reflectarray applications[END_REF][START_REF] Carrasco | X-band reflectarray antenna with switchingbeam using pin diodes and gathered elements[END_REF][START_REF] Robustillo | Design of a contoured-beam reflectarray for a eutelsat european coverage using a stacked-patch element characterized by an artificial neural network[END_REF][START_REF] Bayraktar | Beam switching reflectarray monolithically integrated with rf mems switches[END_REF][START_REF] Carrasco | Design, manufacture and test of a low-cost shaped-beam reflectarray using a single layer of varying-sized printed dipoles[END_REF][START_REF] Florencio | Dual-polarisation reflectarray made of cells with two orthogonal sets of parallel dipoles for bandwidth and crosspolarisation improvement[END_REF][START_REF] Florencio | Reflectarray antennas for dual polarization and broadband telecom satellite applications[END_REF][START_REF] Perez-Palomino | Design and demonstration of an electronically scanned reflectarray antenna at 100 ghz using multiresonant cells based on liquid crystals[END_REF]. However, the feed position introduces a blocking area which may perturb the radiated field in some applications. For this reason, tilted feed positions and sub-reflector systems are developed, similarly for the traditional parabolic reflector antennas, but this source position still limits the possibility of integration. On the other hand, the reflectarray systems facilitate the placement of the control logics for reconfigurable design on the back side of the structure.

Reflectarrays are composed of an array of reflecting unit-cells illuminated by a focal

In terms of complexity, unit-cells for transmitarray applications require more layers and then higher design complexity. However, this increases the degrees of freedom of the structure making easier the introduction of advanced controls on the transmitted waves, such as the polarization. In addition, in transmitarray antennas, the feed source placed on the opposite side of the radiation surface leads to multi source illumination and reduced focal distance possibilities, paving the way to integrate these antennas on vehicles, such as high-speed trains and aircrafts, leading to smart skin systems.

Passive transmitarrays: State-of-the-art

In this section, some examples of passive unit-cell and transmitarray designs proposed in the literature are presented. The main specification is usually to obtain a good transmission with different phase shifts by varying one or more dimensions of the structure. In [START_REF] Lam | Implementation of transmitarray antenna concept by using aperture-coupled microstrip patches[END_REF], a first simple design working in L-band is proposed. It is based on a patch loaded by two stubs printed on the transmitting layer. On the receiving layer, a ground plane with a slot is Figure 1.3: Scheme of unit cell with two ground planes and a delay line. 5 × 5 array designed and measured radiation pattern at 12 GHz [START_REF] De La Torre | Transmitarray for ku band[END_REF]. considered to feed the patch. Different phase shifts can be achieved by using multiple stubs or a multilayer structure.

The solution proposed in [START_REF] De La Torre | Transmitarray for ku band[END_REF][START_REF] De La Torre | Design and prototype of a 12-GHz transmit-array[END_REF] considers one rectangular patch on both sides with two different ground planes in order to obtain a high level of isolation between the receiving and transmitting layers, as shown in Fig. 1 A simpler stacking was considered in [START_REF] Clemente | Design and characterization of 2-bit passive unit-cells and transmit-arrays in x-band[END_REF][START_REF] Kaouach | Design and demonstration of 1-bit and 2-bit transmit-arrays at x-band frequencies[END_REF]. The transmitarrays proposed in these works at X-and V-band frequencies require only two rectangular patches printed on two substrates separated by one ground plane and connected to each other with a via (Fig. 1.4).

The phase shift is obtained by considering different angles of rotation of the transmitting layer patch. In this way, the frequency response of the unit-cell is the same for all the phase states and a high phase resolution can be obtained while generating a circular polarization (Fig. 1.4). This unit-cell has been also studied analytically defining a lumped elements equivalent circuit in order to simplify the design procedure. A 20 × 20 unit-cell array with four different types of unit cells with phase shifts of 0 • , 90 • , 180 • and 270 • (2-bit of phase quantization) is designed and tested in X-band [START_REF] Clemente | Design and characterization of 2-bit passive unit-cells and transmit-arrays in x-band[END_REF]. The structure and the radiation pattern In the solution proposed in [START_REF] Ryan | A broadband transmitarray using double square ring elements[END_REF][START_REF] Ryan | A wideband transmitarray using dual-resonant double square rings[END_REF] at 30 GHz, the resonant element of the unit-cell is formed by two concentric rings printed on a substrate. By using a double ring structure, the double resonant behaviour leads to a wider operational bandwidth. Varying the gap between the two rings or the width of the outer ring, the phase shift can be varied. The whole structure is formed by four different layers, as shown in Fig. 1.5, in order to increase the phase range. Different unit-cells are studied in this work: fixed gap and different ring dimensions, different gap between the rings, ring printed on different substrates and fixed external ring dimensions. After an optimization study, the last solution presents better performances in terms of phase variation (about 80 • ) and then it is chosen to realize a prototype of a 21 × 21 transmitarray. The air gap between the different layers is equal to 0.3 wavelengths (3 mm) in order to maximize the transmission coefficient at the center frequency (30 GHz). The number of layers is chosen as the best trade off between the complexity of the whole structure and the possible phase shifts range. In particular, a range of 270 • of phase shift has been found with four layers. The maximum gain is 28.59 dBi at 30 GHz with a bandwidth of 2.25 GHz (7.5%) and a total radiation efficiency of 42% with the F /D ratio equal to 0.9. The measured radiation pattern is shown in the graphs of Fig. 1.5. The Side Lobes Level (SLL) is about -17 dB. The main drawback of this approach is the limited phase range achieved with a single layer that obliges to cascade several panels to extend it. This aspect limits also a possible implementation of the electronic control of the phase.

The structure proposed in [START_REF] Zainud-Deen | Multilayer dielectric resonator antenna transmitarray for near-field and far-field fixed RFID reader[END_REF] is based on dielectric resonators. The unit-cell designed to show good performance. However, even in this case, multiple layers are required to achieve a wide phase range. Tolerances on the fabrication of the different layers and their alignment limit the scalability to higher frequencies.

The solution proposed in [START_REF] Vorobyov | Iris-based 2-bit waveguide phase shifters and transmit-array for automotive radar applications[END_REF] in W-band for automotive applications is based on standard waveguide sections (WR12) loaded with iris and slot realized on a printed circuit board This functionality can be implemented electronically by switching between different sources placed in the focal plane. However, it is characterized by limited steering capability and high scanning losses. This is mainly due to the increased spillover losses which are proportional to the angle of tilting. Due to the use of waveguide sections, the proposed solution has a significant thickness (about 2 λ 0 at 77 GHz), limiting its application to W-band frequencies.

Passive transmitarrays based on Spatial Elliptic filters (SEFs) have been proposed in [START_REF] Oh | Planar lens using mixed-order spatial elliptic filter[END_REF][START_REF] Oh | Planar beam steerable lens antenna system using non-uniform feed method[END_REF]. The working principle is similar to the spatial low-pass filters. The gap between the different patch layers is narrowed to increase the capacitive coupling. The architecture proposed and the equivalent lumped-element circuit model are shown in Fig. 1.8. The appropriate combination of the different capacitive layers provides the N th-order SEF frequency response. A combination of different-order of spatial filters (called 'mixed-order') is implemented to reduce the required number of metal layers and maintaining a good phase variation. Despite this optimization, several layers are required and only a 3.5% 3-dB bandwidth (1 GHz at 28 GHz) bandwidth is achieved with a phase range of 160 • (Fig. 1.8). 

Reconfigurable transmitarrays: State-of-the-art

To obtain an electronically reconfigurable beam, the phase distribution on the array surface, and then the phase of each unit-cell, must be changed dynamically. This functionality can be implemented with different techniques. The most diffused one is based on the electronic control realized by loading the resonant elements designed on the unit-cell with one or more active devices (e.g. varactor diodes, MEMS switches, p-i-n diodes) on one (or more) layer of the unit-cell. Other approaches are based on the use of tunable materials (ferroelectric, liquid crystals) or by using microfluidic tubes.

The reconfiguration obtained by changing the position of the source (i.e. mechanical steering or switching between different sources in the focal plane) which illuminates a passive transmitarray is not considered here. In fact, only limited scanning capability can be achieved with these systems.

Semiconductor varactor diodes

The solution presented in [START_REF] Lau | A low-cost reconfigurable transmitarray element[END_REF] and [START_REF] Lau | Analysis and characterization of a multipole reconfigurable transmitarray element[END_REF] proposes a multilayer structure with a slot aperture loaded with a varactor diode in the middle layer and a slot-loaded patch with two varactor diodes on the lower and top layers (Fig. 1.9). The structure, working in C band, has been studied by numerical simulations and tested in a waveguide simulator.

The magnitudes and phases of the S parameters with different capacitance loads given by the diodes polarized with different voltage values are shown in the graphs of Fig. 1.9. As the phase of the transmitted wave varies, the transmission bandwidth is shifted in frequency as well due to the variation of the resonant frequencies of the structure. This is typically the behavior which affects this approach and leads to reduced transmission bandwidth for the transmitarray configuration. A 6 × 6 transmitarray based on this unit cell is proposed in [START_REF] Lau | Design and characterization of a 6 x 6 planar reconfigurable transmitarray[END_REF]. The measured radiation patterns on E-and H-planes for the realized prototype with different tilting angles are shown in Fig. 1.10. The maximum gain is 13.0 dBi at broadside Figure 1.9: Section and top view of the reconfigurable active unit cell designed with varactor diodes [START_REF] Lau | Analysis and characterization of a multipole reconfigurable transmitarray element[END_REF]. An alternative solution, referred as Antenna-Filter-Antenna, is based on the use of a RF circuit with a microwave phase shifter implemented in an intermediate layer between the receiving and the transmitting one. An example is proposed in [START_REF] Munoz-Acevedo | Ku band active transmitarray based on microwave phase shifters[END_REF] in X band (12 GHz).

The two radiating layers are formed by stacked rectangular patches separated by 0.7λ. The phase shifters implemented in the intermediate layer, orthogonally placed, are based on reflective circuit (RTPS) with hybrid couplers in microstrip technology tuned with varactor diodes, as shown in the picture of the realized circuit layout in Fig. 1.11. Varying the bias voltage of the diodes between 0 V and 16 V, a phase range of 378 • is achieved. This circuit connects the two radiating layers working in the receiving and transmitting modes. The experimental results show limited tilting capabilities (see Fig. 1.11). This is mainly due to the phase shift control applied to sub-arrays of 2 × 2 unit-cells instead of the single unit-cell.

An extension of the concept of Antenna-Filter-Antenna is proposed in [START_REF] Boccia | Multilayer antenna-filter antenna for beam-steering transmit-array applications[END_REF]. It consists of multiple antenna layers cascaded to form a spatially band-pass filter. Phase agility is achieved by tuning the resonant frequency of each layer. As for the design already presented, three aspects must be taken into account: phase tuning range, maximum losses of the single unit-cell and the needed operational bandwidth. The proposed scheme is based on varactor-loaded slot antennas, shown in Fig. 1.12. The analysis of the single unit-cell is carried out with a full-wave commercial simulation software with periodic boundary conditions and Floquet port excitations. The active devices are included in the model with their equivalent lumped element circuit. With this approach, it is possible to obtain the scattering parameters. The whole structure can be analyzed with a transmission line equivalent model, considering the air gap between two layers as a transmission line with 377 Ohm as characteristic impedance. The prototype and the S parameters are shown in Fig. 1.12. The drawbacks of this solution is the large thickness and the reduced bandwidth as well as the complexity required to handle the varactor diodes mounted on the different panels in the final transmitarray configuration. Similar approaches are proposed in [START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF][START_REF] Lau | Reconfigurable transmitarray design approaches for beamforming applications[END_REF] in C-band. The structure, shown in Fig. 1.13, is formed by several layers: a patch antenna coupled with a differential microstrip transmission line (receiving layer), a ground plane with coupling apertures for the transmission lines, an active microstrip circuit with varactor diodes [START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF]. Finally, the transmitting layer includes another patch antenna with the same dimensions as the first layer. A filter, whose scheme is shown in Fig. 1.13, based on a bridged T topology operating in differential mode is designed on the intermediate layer in microstrip technology: the capacitance of the integrated varactor diodes provides the required phase shift between the receiving and trasmitting layers.

The unit cell is realized and characterized in a standard rectangular waveguide (WR-187).

The measured S parameters exhibit a bandwidth of 100 MHz and the insertion losses are 2.1-4.3 dB around 4.87 GHz. This approach allows to maintain the transmission bandwidth almost unchanged while tuning the phase shift with the varactor diodes, because the receiving/transmitting antenna resonant modes are not perturbed. However, these unitcells require a complex stack with several layers and high insertion losses as well as high realization costs for a narrowband behavior.

In order to extend the bandwidth of the unit-cell, the two planar antennas on the re-ceiving and transmitting layers can be coupled with two stacked patches [START_REF] Lau | Reconfigurable transmitarray design approaches for beamforming applications[END_REF]; in particular, between the lower and the upper patch, printed on a 1.57 mm thick substrate of Duroid 5880, there is an air gap of 1.6 mm, realized with the appropriate spacers. The prototype realized and measured in WR-187 setup presents an insertion loss variation of 1.7-5.2 dB from 4.6 GHz to 5.2 GHz, as shown in Fig. 1.14, with a phase range of 400 • . The greater bandwidth is achieved but higher insertion losses are introduced due to the increased complexity of the architecture.

Figure 1.12: Photograph of the M-A-F-A prototype measured in waveguide. Simulated and measured S-parameters in magnitude and phase [START_REF] Boccia | Multilayer antenna-filter antenna for beam-steering transmit-array applications[END_REF].

A prototype of 6 × 6 element array with the presented unit-cell has been realized and tested in [START_REF] Lau | Reconfigurable transmitarray design approaches for beamforming applications[END_REF]. The measured radiation patterns for the different configurations are shown in In order to overcome the losses introduced by varactor diodes, the possibility to integrate an amplifier in the unit-cell design has been investigated in [START_REF] Pan | An amplifying tunable transmitarray element[END_REF] at 5 GHz. The structure is very similar to the one proposed in [START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF]. The two intermediate layers, which connect the Figure 1.13: Scheme of the single unit cell and picture of the internal layer of the realized array [START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF], [START_REF] Lau | Reconfigurable transmitarray design approaches for beamforming applications[END_REF]. two patch antennas on the receiving and transmitting layers coupled with parasitic patch, are occupied by a variable phase shifter realized with two hybrid junctions in microstrip technology loaded by a varactor diode. An amplifier is included in one of these layers, as shown in Fig. 1.16. The experimental results demonstrate a phase range of 400 • between 4.95 and 5.5 GHz (10.6% of 3-dB fractional bandwidth). A gain of 7.7 dB is obtained thanks to the amplifier. Even if this solution is attractive for the performance in terms of bandwidth and phase range, it has some limitations. First, the proposed design is complex to realize with the standard PCB technology. In fact, the presence of the amplifiers and diodes on an intermediate layer requires truncated substrates for the top and bottom layers which cannot be included in the same fabrication process. This aspect limits the scalability towards higher frequencies. Alignment errors and spurious radiation effects from the hybrid coupler are other drawbacks. Finally, the bias signals required to polarize the diodes and the amplifier increase significantly the power consumption of the structure. 

Ferroelectric varactor diodes

In [START_REF] Sazegar | Beam steering transmitarray using tunable frequency selective surface with integrated ferroelectric varactors[END_REF], a tunable frequency selective surface (FSS) is used as a transmitarray in Ku-band.

The periodic sub-wavelength unit-cells are composed of capacitive and inductive structures creating a bandpass filter for an incident wave. By patterning the capacitive elements on a screen-printed barium-strontium-titanate (BST) thick-film ceramic, the resonant frequency of the FSS is tuned, controlling locally the phase of the transmitted waves (Fig. 1.17). A permittivity varying between BST r = 380 (0 V) and BST r = 275 (120 V), which correspond to a tunability of 28%, has been found. A phase shift range of 360 • is covered only by cascading several FSS panels. 1600 integrated BST varactors are fabricated on a 40 × 40 cm area using a patterning and metallization process. A total of 3200 varactors are integrated in the FSS prototype within only one standard patterning process (Fig. 1.17).

The realized FSS panel gives a maximum phase shift of 121 • at 12 GHz. The corresponding required voltage is changed between 0 V and 120 V. The beam steering capability is proven by far-field measurements in a scanning range of only ±10 • , with a maximum loss of 2.9 dB (Fig. 1.17). For expanding this range, several FSS panels must be cascaded to offer a wider phase shift range. This means that a good tilting capability (±40 • ), which is the main objective of a reconfigurable design and justifies the insertion losses introduced by the surface, can be obtained only by increasing significantly the complexity of the system. Moreover, the bandwidth achieved is quite narrow.

Microfluidics

In [START_REF] Erdil | Reconfigurable nested ring-split ring transmitarray unit cell employing the element rotation method by microfluidics[END_REF], a microfluidics approach to develop a reconfigurable circularly polarized transmi- is between 2-3 dB with a variation in function of the rotations within 1 dB. However, the characterization setup considered in waveguide shows significantly higher losses, even greater than 10 dB. The authors attributed these losses to the excitation condition in waveguide (incidence angle of 42 • in WR-90 at 8.8 GHz), without considering the impact of the waveguide on the circular polarization generated by the unit-cell. An advantage is the zero-power con-sumption in the static mode. However, the time required to reconfigure the transmitarray could be not negligible and limit their application. In addition, the solution proposed in [START_REF] Erdil | Reconfigurable nested ring-split ring transmitarray unit cell employing the element rotation method by microfluidics[END_REF] is characterized by an increased thickness with limited transmission bandwidth and reduced possibility of frequency scaling. Moreover, the transmitarray full configuration design and realization must consider the implementation of a microfluidic network formed by several tubes in order to inject the liquid metal inside each unit-cell. This aspect will lead to higher unit-cell sizes in order to accommodate the different tubes. 

tarray

MMIC

In [START_REF] Chaloun | Active transmitarray submodule for k/ka band satcom applications[END_REF], an architecture of active dual-band transceiver array in Ku/Ka band based on the transmitarray concept has been proposed. The frequency bands for bi-directional data links are from 19.7 GHz to 21.0 GHz for downlink and 29.5 GHz to 30.8 GHz for uplink, respectively. The schematic cross-section of the array architecture is illustrated in Fig. 1.20.

In Ka-band transmit mode (dashed rays), the feed antenna distributes the RF signal by a space-fed arrangement to the dual-band antenna elements where the signal is guided to the multi-functional ICs, which warranties the amplitude and phase adjustments to synthesize the radiation pattern diagram. Subsequently, the modified RF signal is carried to the individual antenna elements on the top side of the array for re-emission of the electromagnetic wave. In the receive mode, the array operates in the same manner as for the transmit case but with orthogonal polarizations for both frequency bands. The IC, with which the phase compensation is achieved, is based on a SiGe BiCMOS chip realized by IHP Microelectronics (IHP SG25 BiCMOS). It includes four transmit and two receive channels with a digital bus interface for serial control of all functions. Each receive channel is formed by a low-noise amplifier (LNA) followed by a vector modulator (VM), and the transmit channel is cascaded with a vector modulator, a driver amplifier (DA) and a power amplifier (PA). The antenna elements on the upper board are connected with the lower one by vertical board-to-board transitions which have been optimized. Each submodule includes two patch antennas for downlink (Ku-band) and four patch antennas for uplink (Ka-band). Even if a dual-band behavior is obtained, the proposed architecture is characterized by several stacked layers increasing the realization cost. Furthermore, the high number of control lines required for the IC would represent a limit for the implementation of large panels.

MEMS switches

There are different solutions of transmitarray unit-cells in the literature based on MEMS active devices. The structure presented in [START_REF] Cheng | Study of 2-bit antenna ndash;filter ndash;antenna elements for reconfigurable millimeter-wave lens arrays[END_REF] In [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF], a reduction of the phase resolution is proposed in X-band. Only two packaged MEMS ohmic switches are mounted directly on a slot-loaded patch antenna on the transmitting layer realized with standard PCB technology. Each switch is modelled with a resistance or a capacitance for the on and off state, respectively. A schematic view of the unit-cell working in X-band is shown in Fig. 1.23. One bias line for each switch is included. Even if this approach could be innovative, the experimental results obtained with a WR-90 waveguide setup (Fig. 1.23) show very poor performances, with a minimum insertion loss of 5.0 dB and a 10-dB return loss bandwidth less than 3%. This is mainly due to the modelling and reliability issues of the switches. 

P-i-n diodes

The authors of [START_REF] Clemente | 1-bit reconfigurable unit cell based on pin diodes for transmit-array applications in x -band[END_REF] proposed the use of two p-i-n diodes mounted directly on the transmitting layer patch antenna. Only two phase states are possible (corresponding to 1 bit of phase In [START_REF] Pan | A dual linearly polarized transmitarray element with 1-bit phase resolution in x-band[END_REF], a design based on the unit-cell presented in [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] in X-band is proposed. The passive patch is replaced with a slot-loaded patch with two p-i-n diodes and two inderdigital capacitors. The unit-cell architecture is shown in Fig. 1.27. The 1-bit phase quantization is maintained and, in addition, the transmitted wave can be vertically or horizontally polarized.

However, poor isolation between the two orthogonal polarizations and limited frequency scaling possibility are the main drawbacks for this architecture. GHz (uplink) [START_REF] Williams | Potential uses of the military ka-band for wideband milsatcom systems[END_REF].

Due to the Faraday rotation effect introduced by the atmosphere in the link between the earth station and the satellite, circular polarization is required in order to avoid any polarization mismatch in the link power budget.

In order to obtain a high throughput, a multi-beam spot coverage has been defined with an appropriate frequency reuse factor of the sub-channels (500-MHz) [START_REF] Feltrin | New frontiers for the mobile satellite interactive services[END_REF]. In addition, the use of both circular polarizations (left-handed, right-handed) to serve adjacent regions led to further improvement of the throughput. In The recommendation ITU S. 456-6 [46] gives the requirements for the earth stations in the FSS service. The radiation masks are defined as follows:

G(ψ) = 32 -25 log (ψ) , ψ min < ψ < 48 • (1.1) G(ψ) = -10, 48 • < ψ < 180 • (1.2)
where ψ min is 1 The recommendation ITU S.580-6 defines the requirements for the earth stations operating on the GSO orbit. One region between 1 • and 20 • in which the gain of the antenna must be below the curve is lower than: The limits defined in the recommendation ITU S.456-6 for the co-polar component is very similar to the limits of FCC 25.209 outside the GSO plane except for the angles greater than 85 • . On the GSO plane, this regulation gives more stringent limits inside the angular region |ψ| < 10 • . The recommendation ITU S.456-6 extends this limit up to 20 • .

G(ψ) = 29 -25 log (ψ) . (1.3)
The recommendation FCC 25.138 [START_REF][END_REF] gives the limits for the earth station on the effective isotropic radiated power (EIRP) spectral density on a channel bandwidth of 40 kHz inside the arc between 3 • and -3 • of the GSO orbit. The masks are defined as follows: 

EIRP (ψ) = -10.5 -10 log(N ), 48.0 • < ψ < 180.0 • (1.7)
where N is the maximum number of simultaneous transmitting co-frequency earth stations in the receiving beam of the satellite. For the TDMA multiplexing, N is equal to 1.

For the cross-polar components, the masks are defined by:

EIRP (ψ) = 8.5 -25 log (ψ) -10 log(N ), 2 • < ψ < 7 • (1.8) EIRP (ψ) = -12.63 -10 log(N ), 7 • < ψ < 9.23 • (1.9)
In all the other directions, the recommendation 

5G heterogeneous networks

Today, cellular and wireless local area networks (WLAN) operate between 800 MHz and 5.8

GHz, but new 60 GHz WLAN products are emerging. The growing market for broadband wireless services has led to a global bandwidth shortage for carriers [START_REF] Rappaport | State of the art in 60-ghz integrated circuits and systems for wireless communications[END_REF][START_REF] Pi | An introduction to millimeter-wave mobile broadband systems[END_REF][START_REF] Rappaport | 38 ghz and 60 ghz angledependent propagation for cellular amp; peer-to-peer wireless communications[END_REF]. Recent works suggest that mobile cellular communications are possible at carrier frequencies of tens of GHz, an order of magnitude greater than today's cellular spectrum bands, where high-gain miniaturized steerable antennas could be used to exploit the smaller wavelength [START_REF] Rappaport | State of the art in 60-ghz integrated circuits and systems for wireless communications[END_REF][START_REF] Pi | An introduction to millimeter-wave mobile broadband systems[END_REF][START_REF] Rappaport | 38 ghz and 60 ghz angledependent propagation for cellular amp; peer-to-peer wireless communications[END_REF][START_REF] Gutierrez | On-chip integrated antenna structures in cmos for 60 ghz wpan systems[END_REF], thus motivating researchers to develop new steerable antenna systems for millimeter wave (mm-wave) frequency bands.

A scheme of the future 5G heterogeneous network architecture is shown in Fig. 1.32. It includes several cells of reduced sizes, called small cells, inside a traditional cell, called macro cell. Inside each small cell, the mm-waves coverage is realized with an access point connected to the macro cell base station with a point-to-point link (backhauling). Transmitarrays can be used to realize the backhauling between each access point and the base station (Fig. 1.32).

A tilting capability of some degrees would be needed for self-alignment functions. They also can find application as access point antennas to serve the mobile terminals. In this case, extensive beam-steering capabilities are needed to cope with the mobility of users.

In first trials, planar phased arrays have been used but it is expected that reconfigurable transmitarray antennas can realize the same function at lower cost and power consumption. professional outdoor race track. Both the stationary and mobile tests were conducted at 28 GHz carrier frequency. While the 5G standard has yet to be defined, 5G networks are expected to offer data transmission rates that are tens, if not hundreds, of times greater than 4G LTE.

Fixed radio links

Transmit-array antennas can be used also in point-to-point fixed radio links, which are frequently used within telecommunications networks, broadcast networks, or local access networks on either a permanent or temporary basis. While these systems essentially use fixed beams, accurate beam-switching functionalities over a narrow angle are desired to perform an automatic beam alignment. Point-to-multipoint (PMP) links are also used within access 

Radar systems

A first basic type of radar is the Pulse-Wave radar operating by generating pulses of radio frequency energy and transmitting them via a directional antenna. When a pulse impinges on an object in its path, a small part of the energy is reflected back to the radar antenna.

The radar receives the reflected pulse if it is strong enough. The object range is given as a function of the round-trip propagation delay between the radar and the target. The direction of the object is the direction of the main beam radiated by the antenna at the time the reflected pulse was received.

These systems require high gain antennas for a good angular resolution, and a narrow pulse width for the best range resolution. Among their applications we find: air traffic control, aeronautical radio navigation, space, environmental monitoring, instrumentations and defence.

Another important radar principle is the Frequency Modulation Continuous-Wave radar (FM-CW). The transmitting signal is a sine wave modulated in frequency. In the receiving mode, the signal is amplified and mixed with the local oscillator to create a beat frequency proportional to the distance from the target. Its range resolution varies with the radar bandwidth. FM-CW radars find applications in through-wall sensing, transit tracking systems and automotive radars.

The specific application of the radar imposes a particular frequency range. In fact, the frequency is a primary parameter for the target recognition (aircrafts, clouds, ...). In Ka-band, the frequency range between 31.8 and 36.0 GHz is used for the radionavigation and radiolocation services. The military services have radars in this band for airborne navigational and mapping radars, airborne terrain following and avoidance radars, aircraft carrier precision approach and landing system radars, cloud measurement radars and vehicle speed detection radars.

Several automotive radar systems operate at millimeter-wave frequencies with different typologies based on the detection range: Short Range Radar (SRR), Medium Range Radar (MRR) and Long Range Radar (LRR). SRR sensors look in all directions around the vehicle at an approximate range of 0-30 meters, with a field of view up to 160 • and operate typically at 24 GHz but 77 GHz can be considered in order to improve the angular and speed resolutions and reduce the antenna sizes [START_REF]Electromagnetic compatibility and radio spectrum matters (erm)[END_REF][START_REF]Electromagnetic compatibility and radio spectrum matters (erm); short range devices; road transport and traffic telematics (rttt); short range radar equipment operating in the 24 ghz range." ETSI standards: www.etsi[END_REF]. Long Range Radar (LRR) sensors require a range up to 200 meters with a narrow (10 • to 20 • ) field of view (FOV). For this reason, they are also known as forward-looking radars. They operate in the 76 -77 GHz band with a bandwidth of 0.5 to 1 GHz in order to achieve a range resolution of around 0.5 m [START_REF]Technical characteristics and test methods for radar equipment operating in the 76 ghz to 77 gh band." ETSI standards: www.etsi[END_REF]. Medium Range Radars (MRR) have been introduced to cover a range between SRR and LRR fields of detection. They typically operate at narrow-band at 24 GHz or ultra-wide-band at 79 GHz.

Conclusions

In this chapter, an introduction to transmitarray antennas is presented. After the description of their working principle, a comparison with reflectarrays and traditional phased arrays is proposed. The state-of-the-art of passive and active transmitarrays based on different technologies and at different frequencies is reviewed. In particular, several example of reconfigurable unit-cells based on the main reconfiguration technologies such as varactor and ferroelectric varactor diodes, microfluidic technology, MEMS switches and p-i-n diodes are presented.

The potential applications of transmitarray antennas, include satellite communications, future 5G cellular networks, point-to-point radio links and radar systems. An overview of all these applications has been presented and some requirements for satellites earth stations and point-to-point communications in Ka-band have been discussed. Radiation masks provided by ITU, FCC and ETSI are also provided.

Today, the main challenges in the domain of reconfigurable transmitarrays are to increase their operating frequency and to improve their performance in terms of efficiency and SLL. Furthermore, transmitarrays working in circular and dual-polarization need to be studied to broaden their field of applications. Improving their integration on mobile platforms by considering reduced focal distances and multi-facets or conformal structures is another important research area.

In the following chapters, we will investigate passive and reconfigurable transmitarrays working in circular polarization in Ka-band. First, a hybrid analytical/numerical method with reduced computational cost will be proposed for the analysis and synthesis of these antennas. Then, a passive unit-cell and several transmitarray designs will be presented in order to experimentally validate this method. Several reconfigurable unit-cells based on p-i-n diodes will be proposed in linear and circular polarization. The design, optimization, fabrication and test of a circularly-polarized reconfigurable transmitarray with 400 unit cells will be presented. Applications to monopulse radar systems will be also investigated. In order to validate the performance numerically, a simple passive transmitarray working in circular polarization is considered. The mutual coupling between different unit-cells in the irregular lattice of the array is taken into account by proper calculation of the embedded radiation pattern. A prototype has been fabricated and tested in anechoic chamber in order to validate the proposed model.

Sequential rotations

Several approaches are investigated in the literature in order to generate circularly-polarized (CP) beams with transmitarray antennas. The first one is to consider CP sources and double linearly-polarized (LP) unit-cells [START_REF] Zhang | Research progress on millimeter wave transmitarray in sklmmw[END_REF][START_REF] Zainud-Deen | Perforated transmitarrayenhanced circularly polarized antennas for high-gain multi-beam radiation[END_REF][START_REF] Plaza | Dual polarized transmitarray lens[END_REF]. In this case, the obtained polarization purity depends directly on the focal source axial ratio (AR) and the polarization discrimination of the unit-cell. This implies the use of expensive focal sources and adds constraints in the unit-cell design. Good results in terms of AR 3-dB bandwidth (about 20%) have been demonstrated in Ku-band by illuminating a transmitarray of unit-cells based on perforated dielectric with a 4 × 4 sequentially-rotated phased array as a focal source [START_REF] Zainud-Deen | Perforated transmitarrayenhanced circularly polarized antennas for high-gain multi-beam radiation[END_REF].
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Figure 2.1: Scheme of a phased four-elements sub-array with sequental rotations (T =4, p=2) (a) and example of a feeding network based on quarter-wavelength impedance transformers and delay lines in microstrip technology (b) [START_REF] Lin | A compact sequential-phase feed using uniform transmission lines for circularly polarized sequential-rotation arrays[END_REF].

A second approach consists in rotating the radiating element of the unit-cells accordingly with the required phase shift [START_REF] Phillion | Lenses for circular polarization using planar arrays of rotated passive elements[END_REF][START_REF] Kaouach | Wideband low-loss linear and circular polarization transmit-arrays in v-band[END_REF]. In [START_REF] Phillion | Lenses for circular polarization using planar arrays of rotated passive elements[END_REF], a 2-dB AR bandwidth of 7% is achieved in X-band by rotating the LP patches both on the receiving and transmitting layers. However, a CP source is required even in this case. In [START_REF] Kaouach | Wideband low-loss linear and circular polarization transmit-arrays in v-band[END_REF], a 2-bit phase quantization is achieved in Ku-band by rotating only the LP patches printed on the transmitting layer and using a simple LP horn as focal source; this configuration leads to a 3-dB AR bandwidth larger than 20%.

In [START_REF] Pfeiffer | Millimeter-wave transmitarrays for wavefront and polarization control[END_REF], a design based on quarter-wave plates is proposed in E-band. In that work, two identical layers with capacitive and inductive behaviors on the two orthogonal axis are placed on the top and bottom of the unit-cell with a period of λ 0 /3.5. A third resonator is realized on the intermediate layer. Five unit-cells with different dimensions have been optimized to obtain the phase compensation. A 3-dB gain bandwidth of 17% with AR under 2.5 dB has been demonstrated experimentally. However, the reduced unit-cell sizes and the irregularity of the generated lattice lead to a limitation of the local periodicity approximation, increasing the complexity of the analysis and its accuracy.

In this work, the application of the sequential rotations to the transmitarrays is proposed. The sequential rotation technique, originally developed for traditional phased arrays [START_REF] Hall | Sequentially rotated arrays with reduced sidelobe levels[END_REF][START_REF] Hall | Feed radiation effects in sequentially rotated microstrip patch arrays[END_REF][START_REF] Smolders | Low side-lobe circularly-polarized phased arrays using a random sequential rotation technique[END_REF][START_REF] Smolders | Random sequential rotation: A new technique for sidelobe control of circularly-polarized phased arrays[END_REF], allows naturally the generation of circularly-polarized beams (even with linearly-polarized unit-cells) with a low axial ratio over a wide band. It allows to obtain the cancellation of the cross polarization components of the radiated fields from each antenna reducing the axial ratio, increasing the cross polarization discrimination, in the main beam direction, as demonstrated in [START_REF] Hall | Application of sequential feeding to wide bandwidth, circularly polarised microstrip patch arrays[END_REF][START_REF] Hall | Design principles of sequentially fed, wide bandwidth, circularly polarised microstrip antennas[END_REF][START_REF] Hall | Sequentially rotated arrays with reduced sidelobe levels[END_REF][START_REF] Hall | Dual polarisation antenna arrays with sequentially rotated feeding[END_REF]. This technique can also be applied to transmitarrays built with circularly-polarized unit-cells in order to further improve the axial ratio bandwidth, otherwise limited to 3-4% in the case of single-layer printed antennas, and maximize the array gain and aperture efficiency. One challenge in the design of phased arrays based on this technique is the complexity of the beam-forming network generating the correct phase excitation of each antenna element accordingly with its rotation angle [START_REF] Hall | Application of sequential feeding to wide bandwidth, circularly polarised microstrip patch arrays[END_REF] (see Fig. 2.1). In contrast, in the case of transmitarrays, the sequential rotations do not introduce any further complexity to the structure design since transmitarray unit-cells are designed to generate multiple phase states. Moreover, the insertion loss and the bandwidth of the single unit-cell are not really affected by the rotation.

In theory, high phase resolution unit-cells are desirable to achieve a high aperture efficiency. Such cells, especially in the case of electronically reconfigurable elements, results in several limitations: higher insertion loss, variation of the frequency response, and complexity. Practically, a relaxed phase resolution may be chosen when the power efficiency and complexity are a primary concern. A 1-bit (180 • phase step) approach enables the design of reconfigurable transmitarrays with good power efficiency, reduced bias network complexity, and large bandwidth, as demonstrated in [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF]. In this chapter, the feasibility of a circularly-polarized 1-bit transmitarray with sequential rotations in view of the realization of an electronically reconfigurable structure is proposed.

Arrays of sequentially-rotated antennas are usually organized in sub-arrays of T elements where the rotation angle applied to the m-th element of the sub-array can be defined as [START_REF] Hall | Design principles of sequentially fed, wide bandwidth, circularly polarised microstrip antennas[END_REF] 

ψ pm = (m -1) pπ T , ( 2.1) 
where p is an integer and m is chosen between 1 and T. The corresponding excitation phase for each element is given by

α pm = (m -1) pπ T . (2.
2)

The values of p and T considered are summarized in Table 2.1. Sub-arrays of two, three or four elements with different angles of rotations and arrangements will be investigated. A subarray of circularly-polarized patch antennas with T = 4 and p = 2 and a simple example of a feed network in microstrip technology used for generating the phase excitations α m are shown in Fig. 2.1. This network is an essential part of the design and could limit the bandwidth of the array and its polarization purity. If it is realized on the top layer (as in the example of Fig. 2.1) the feeding network can be responsible of spurious radiation impacting the axial ratio performance. Only complex designs with several layers avoid the perturbation of the array radiation.

A first order analysis, proposed for the traditional phased array in [START_REF] Hall | Design principles of sequentially fed, wide bandwidth, circularly polarised microstrip antennas[END_REF], can be used to demonstrate the cross polarization cancellation at boresight. A linear array of T elements spaced by a distance d is considered. A sketch for T = 4 of the considered configuration is shown in Fig. 2.2. Considering right-handed circularly polarized unit-cells, the generic electric field radiated by the single radiating element m can be written as

E m (θ, φ) = a(θ, φ) θ + jb(θ, φ) φ, (2.3)
where a and b are the field amplitudes components along θ and φ, respectively. We suppose that all the elements have the same radiation pattern and the feeding amplitude is the same.

In addition, they are aligned on one axis for the sake of simplicity (Fig. 2.2). Considering a cosine function model for the electric field with dependency on only θ, the total electric field radiated by a sub-array of T elements in the cut-plane φ = 0 • is given by

E T (θ, 0) = T m=1 E m (θ, 0) = T m=1 {E mθ (θ, 0) θ + E mφ (θ, 0) φ}e j(ψpm-χpm) , ( 2.4) 
where the electric field components along θ and φ are

E mθ (θ, 0) = a(θ, 0) cos(nα pm ) -jb(θ, 0) sin(nα pm ), (2.5 
)

E mφ (θ, 0) = a(θ, 0) sin(nα pm ) -jb(θ, 0) cos(nα pm ). (2.6)
The phase factor χ pm is

χ pm = (m -1)k 0 d sin(θ), (2.7) 
where k 0 is the free-space propagation constant and d is the distance between the radiating 

ψ m 0, 90 • 0, 60 • , 120 • 0, 120 • , 240 • 0, 45 • , 90 • , 135 • 0, 90 • , 180 • , 270 •
elements. The equation 2.4 can be written at boresight (θ = 0 • ) in the following way

E T (0, 0) = T 2 (a + b)( θ + j φ) + 1 2 (a -b)( θ -j φ) sin(pπ) sin pπ T e j (T -1)pπ T , ( 2.8) 
The second term of the equation 2.8 is

X = 1 2 (a -b) sin(pπ) sin pπ T e j (T -1)pπ T (2.9)
and corresponds to the left-handed circular polarization radiation. It is equal to 0 when p is within 1 and T -1. In this condition, the cross polarization component radiated from the sub-array of T elements is cancelled in the boresight direction.

This analytical approach gives only a first order estimation of the cross polarization cancellation obtained with this technique. The actual radiation pattern of the single element and the mutual coupling must be taken into account in order to estimate correctly the radiation performance. In fact, mutual coupling plays a key role in the radiation performance evaluation and it will be considered in the embedded pattern calculations.

Transmitarray model

The electrical dimensions of transmitarray antennas are quite large and a brute-force approach would require a huge amount of computational resources to simulate accurately all the entire structure. An ad-hoc efficient simulation technique has been successfully developed in previous works and its accuracy has been already confirmed in X- [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF][START_REF] Clemente | Design of ransmitarrays with beamforming/beamtilting capability[END_REF] and V-bands [START_REF] Kaouach | Wideband low-loss linear and circular polarization transmit-arrays in v-band[END_REF][START_REF] Kaouach | Quasi-optical reconfigurable antennas at mm-wave frequencies[END_REF]. This hybrid method is based on full-wave simulations combined with analytical formulations [START_REF] Kaouach | Wideband low-loss linear and circular polarization transmit-arrays in v-band[END_REF] and will be illustrated in this paragraph. Several modifications have been developed in this work:

• Calculation of the optimal phase compensations on the receiving layer;

• Calculation of the transmitarray performances with application of the sequential rotation technique to the transmitting layer;

• Analysis and optimization of several schemes of rotations (Chapters 2 and 4);

• Commutation between the two circular polarizations (LHCP/RHCP) of the main beam (Chapter 4).

Focal source

The focal source has been selected by considering an ideal radiation pattern (gain) H F S (θ m , φ m ), defined as can be observed. This leads to higher spillover radiation and then lower transmitarray efficiency. For this reason, the ATM 34-440-6 waveguide horn was selected for the design. 

H n F S (θ, φ) = n + 1 2π cos n (θ). ( 2 

Unit-cell

The unit-cell, whose dimensions are in general chosen as half-wavelength in free space, is 

Model of the full transmitarray

In the proposed model, the focal source radiation pattern, the unit-cells scattering parameters and their radiation patterns are used as input data of an in-house code which allows computing the radiation performance of the entire array using the standard array theory [START_REF] Clemente | Design of ransmitarrays with beamforming/beamtilting capability[END_REF][START_REF] Kaouach | Quasi-optical reconfigurable antennas at mm-wave frequencies[END_REF]. The incident wave a m 1 associated to the unit-cell m shown in the scheme of Fig. where P 1 is the input power to the focal source, r m is the distance between the center of the unit-cell m and the focal source center, λ is the free-space wavelength. Here we assumed that the focal source has a radiation efficiency of 100%. The radiation pattern H Rx m (θ m , φ m ) associated to the unit-cell m is selected following the phase law required for the compensation of the differential paths. The latter is defined in accordance to the rotation angle ψ m applied to the transmitting layer. A perfect phase compensation is given by

∆φ m = φ m -ψ m , (2.12)
where φ m is the phase of the incident wave a m 1 . Applying a phase quantization of 1 bit, i.e. only two phase states are possible for each unit-cell m, the equation 2.12 becomes

∆φ m = ψ m , (2.13) if |φ m -ψ m | < π 2 , else ∆φ m = ψ m + π. (2.14)
In order to calculate the optimal phase distribution, the waves a m 1 associated to the different unit-cells are calculated and the corresponding unit-cell is selected for each position on the array lattice. On the transmitting layer, the waves b m 2 can be written as

b m 2 = S m 21 a m 1 , (2.15)
where S m 21 is the transmission coefficient calculated numerically by simulating the unitcell m in a periodic environment. The power density S(θ, φ) radiated from the array surface can be calculated as

S(θ, φ) = 1 4πr 2 M m=1 b m 2 e j 2π λ (xm sin θcosφ+ym sin θsinφ) H T x m (θ, φ) 2 , ( 2.16) 
where (x m , y m ) are the coordinates of the m-th unit-cell center, (θ, φ) are the spherical coordinates related to the coordinate system centred on the transmit-array surface and M is the total number of unit-cells in the array. The directivity D(θ, φ) of the antenna is defined as

D(θ, φ) = S(θ, φ) S i (θ, φ) = S(θ, φ) P/4πr 2 = M m=1 b m 2 e j 2π λ (xm sin θcosφ+ym sin θsinφ) H T x m (θ, φ) 2 M m=1 |b m 2 | 2 .
(2.17)

This formulation takes into account the radiation pattern H T x m of the m-th unit-cell transmitting layer, its orientation ψ m and the excitation in magnitude and phase through the vector b m 2 . Considering the efficiency associated to the focal source η F S and the efficiency associated to the spillover losses η SO , which will be defined in the next paragraph, the realized gain of the transmitarray antenna is

G(θ, φ) = η F S η SO M m=1 b m 2 e j 2π λ (xm sin θcosφ+ym sin θsinφ) H T x m (θ, φ) 2 M m=1 |b m 2 | 2 .
(2.18)

The proposed method allows the evaluation of the radiation characteristics of the transmitarray reducing the calculation complexity to the single unit-cell and the focal source.

This powerful and efficient model is very useful in the definition of the gain, side lobe level and bandwidth of a transmitarray antenna. The spillover radiation can be taken into account by full-wave simulation of the whole configuration at the end of the design and optimization process carried out with the proposed model. 

Power budget

Considering the scheme of Fig. 2.8, P 1 is the power given to the focal source of the array and it is fixed to 1 W. The total power radiated from the same antenna (P 2 ) is calculated by integrating the radiation pattern obtained with full-wave simulations. Then, the efficiency of the feed can be defined as

η F S = P 2 P 1 . (2.19)
The power collected from the transmitarray receiving layers P 3 can be calculated as the sum of the incident waves a m 1 :

P 3 = M m=1 |a m 1 | 2 , (2.20)
where M is the total number of unit-cells. The radiated power P 2 from the feed is partly received from the array receiving layer. The difference between P 2 and P 3 is the spillover efficiency defined as

η SO = P 3 P 2 .
(2.21)

The power transmitted to the transmitting layer is given by

P 4 = M m=1 |b m 2 | 2 , ( 2.22) 
The difference between P 4 and P 3 represents the dissipation and reflection losses introduced by the unit-cells. The related efficiency is

η IL = P 4 P 3 . (2.23)
The total efficiency is

η tot = η F S • η SO • η IL .
(2.24)

Passive unit-cell design

The proposed unit-cell is composed of three metal layers printed on two identical substrates Rogers RT/Duroid 6002 (h s = 0.508mm, r = 2.94, tanδ = 0.0012), Fig. 2.9 [START_REF] Corp | [END_REF]. The two substrates are bonded using an Arlon CuClad6700 film (h f = 0.114 mm, r = 2.35, tanδ = 0.0025) [START_REF] Arlon | [END_REF]. A linearly-polarized rectangular patch is realized on the receiving (bottom) layer of the structure. A circularly-polarized square patch with two truncated corners is placed on the transmitting (top) layer. The two patches are connected with a metallized via (diameter d V = 200 µm) through a hole (diameter d h = 700 µm) etched in the ground plane.

All the unit-cell geometrical parameters are defined in Fig. 2.9 and their numerical values are reported in Table 2. For the linearly-polarized side, the broadside gain is 4.85 dBi at 30 GHz and the 3-dB beam-width is 87 • . The cross-polarized component is 25 dB below (Fig. 2.13). The broadside gain is higher than 3.1 dBi between 28.0 and 31 GHz and the cross-polarization discrimination is higher than 25 dB in the same frequency range.

By rotating the rectangular patch on the receiving layer by an angle ψ l = 180 • with respect to the metallic via, a 180 • phase difference is obtained. This 1-bit phase resolution has been selected in order to demonstrate the feasibility of a fully-reconfigurable array with good radiation performances as such a phase quantization can be quite easily implemented in a reconfigurable unit-cell with low losses and large bandwidth, as demonstrated in X band [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF] and as will be demonstrated in Ka band in Chapter 3, enabling dynamic beamsteering/beam-forming. 

Simulation of transmitarrays with several sequential rotation schemes

In this paragraph, the design of a 400-elements transmitarray without rotations based on the unit-cell proposed in the previous section is considered firstly as reference. Then, several sequential rotation schemes are applied and the simulated radiation characteristics are compared. As previously discussed, the performances of the array can be improved by using the sequential rotation technique. We have considered several configurations of sequential rotation given by the combination of p and T values. The results are summarized in Tables 2.4

and 2.5. For T = 2, p = 1, sub-arrays of two patch antennas with 90 • of rotation angles on a chessboard scheme are defined on the transmitting layer (Fig. 2.16b).Over a 10% fractional bandwidth around 30 GHz, a reduction of the maximal axial ratio to 1.25 dB are obtained with 0.5-dB lower gain. The performances in terms of gain, polarization purity and Side-Lobe Level (SLL) for all the designed arrays are reported in Tables 2.4, 2.5. 

Mutual Coupling

The simplest setup used for the unit-cell radiation pattern takes into account the mutual coupling between the elements in a regular lattice (i.e. without considering the rotations of the neighbour unit-cells). Only the transmitting layer of a single unit-cell is simulated and is excited with a lumped port placed in the gap between the via and the ground plane. Proper periodic and radiation conditions are applied at the boundaries to calculate the radiation pattern (Fig. 2.19 a). The directivity calculated in RHCP and LHCP for the φ = 0 • plane are plotted in Fig. 2.21(a, b) (solid bold lines). The radiation pattern calculated in this way is the same in magnitude for each unit-cell of the array as if no rotations were applied. The phase of Fig. 2.21(c) is shifted by ψ l = 180 • for the corresponding 180 • -state unit-cell.

However, rotation of angles ψ c have been considered in the previous paragraph for the improvement of the circular polarization purity. In that case, the irregular lattice generated on the transmitting layer must be taken into account for an accurate embedded pattern calculation. Then, a different setup must be considered in order to increase the accuracy of the proposed model. In fact, the accuracy in the radiation pattern of each individual unitcell is essential to predict correctly the radiation performance of the array [START_REF] Pozar | The active element pattern[END_REF]. Moreover, as already shown for phased array antennas [START_REF] Baggen | Phased array using the sequential rotation principle: analysis of coupling effects[END_REF], the effectiveness of the sequential rotation The proposed new analysis setup for transmitarrays allows to take into account the mutual coupling between neighbours unit-cells in a non-regular arrangement, such as the ones generated with the sequential rotation technique, without significantly affecting the simulation time and allowing a fast and efficient prediction of the radiation performances. The contribution given by the proposed approach is fundamental when the radiating elements are characterized by high levels of coupling, such as in the case of circularly-polarized elements proposed here.

Experimental results

The transmitarray (B) with the sequential rotations designed in the previous section has been manufactured and tested in anechoic chamber (Fig. The 1-dB gain bandwidth is about 10%. The radiation patterns measured at 30 GHz in the horizontal and diagonal cut-planes are plotted in Figs. 2.26, 2.27. The asymmetrical behavior which can be observed on both the simulation and measurement results is due to the mutual coupling. As discussed in the previous paragraph, it has a significant impact on the embedded radiation patterns in terms of AR and it generates the asymmetries. A good agreement between the measurements (solid bold lines) and the numerical results (dashed lines) can be observed in the main beam direction and in the angular region corresponding to the 3-dB beamwidth, which is equal to 7 • , for both the co-and cross-polar components. Moderate discrepancies can be observed for the side lobes inside the angular region between -45 • and +45 • . However, the maximum measured side lobe level (SLL), which is equal to -16.9 dB, -17.0 dB, -17.3 dB in the horizontal, vertical and diagonal planes, respectively, is predicted with a maximum error of 1 dB. Further differences outside this angular range are mainly due to the spillover losses, which are not taken into account in the simulated results presented above. Similar considerations can be done for the radiation patterns at 29, 31 and 32 GHz, shown in Figs. 2.28, 2.29 and 2.30, respectively, in the horizontal plane.

In order to take into account the spillover radiation effects, a full-wave simulation of the 

Conclusions

In this chapter, the design, modelling and characterization of circularly-polarized transmitarrays with sequential rotations in Ka-band are presented. The sequential rotation technique is investigated and applied to transmitarray antennas. Several rotation angles in different schemes have been considered and subarrays of four elements (T = 4) demonstrated a dramatic improvement of the circular polarization generated by the array. In order to validate the numerical results, a passive prototype has been designed.

The unit-cell is formed by a linearly-polarized rectangular patch connected to a CP square patch with truncated corners. Full-wave simulations with Floquet port excitation showed an insertion loss of 0.2 dB at 30 GHz and a 1-dB transmission bandwidth of 10%. A phase resolution of 1 bit is achieved by rotating the linearly-polarized patch in the receiving layer by 180 • .

A 400-elements transmitarray with 2 × 2 rotated sub-arrays based on the proposed unitcell has been designed. An accurate simulation model which takes into account the mutual couplings between the rotated patch antennas has been presented. With this method, the isolated unit cell is simulated with periodic boundary conditions in order to calculate its scattering parameters. Then, sub-arrays of 4 × 4 unit-cells are considered for the embedded pattern calculations taking into account the effects of the rotations in the inter-element mutual coupling estimation. This configuration has been compared with the non-rotated version and a significant improvement in the broadside axial ratio performance has been demonstrated.

The realized prototype has a broadside RHCP gain of 22.8 dBi at 30 GHz with an axial ratio lower than 3 dB between 27.4 and 35 GHz (24.4%). A good agreement with the numerical results has been demonstrated. Finally, full-wave simulations of the full transmitarray successfully validated the measurements and the hybrid simulation results. The small discrepancies found in the radiation patterns calculated with the hybrid tool mainly outside the main beam region are attributed to spillover radiation. A possible improvement of the method of analysis proposed here is considering the spillover radiation in the pattern calculation.

Chapter 3

Reconfigurable unit-cell in

Ka-band

In this chapter, the design of a reconfigurable unit-cell in Ka-band working in linear polarization is presented with the objective of a full transmitarray realization. The 1-bit phase resolution is achieved by integrating two p-i-n diodes in the design. It is inspired from the design developed in [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] in X-band. Among the addressed challenges, there are the highfrequency characterization of the p-i-n diodes, their modelling and integration on the PCB structure, and the design of the bias network with up to ten bias lines in close vicinity of the radiating elements. A sensitivity analysis is also carried out with full-wave simulations.

The experimental setup used for the characterization is presented and measurements results are discussed.

P-i-n diode characterization

P-i-n diodes (MA4AGP907 from M/ACOM [START_REF]MACOM technologies[END_REF]) have been selected as active devices for their low insertion losses and small size (see Fig. are used for the two states, respectively. These values have been found by de-embedding the coplanar test structure shown in Fig. 3.2. In particular, this setup has been studied with full-wave simulations with proper excitation and the diode has been replaced by the equivalent circuits for the two states.

Min.

Max. The experimental value of R ON , which mainly determines the insertion losses, corresponds to the specification of the manufacturer [START_REF]MACOM technologies[END_REF]. The other parameters differ from these specifications, due to different characterization conditions, but are in line with the results obtained earlier at lower frequencies [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF]. The agreement in magnitude and phase for both the forward and reverse states is good (Fig. 3.3). The measured insertion losses are between 1.0 and 2.0 dB in the frequency range of 25.0-35.0 GHz. It is worth to notice that these losses are partly due to the setup considered for the characterization which includes several tapered transitions in coplanar technology on a FR4 substrate. In addition, the characteristic impedance of these sections is not 50

Ohms and then additional losses due to the impedance mismatch with the microwave probes calibrated on 50 Ohms should be considered. For this reason, a simulation in which all the coplanar setup with 50-Ohms lumped-port excitation has been considered. Poor isolation is also observed in the same frequency range. This aspect will be taken into account in the unit-cell design and a phase shifting method independent from the active device isolation will be presented in the next sections.

Unit-cell design

The proposed unit-cell, whose dimensions are 5.1 × 5.1 mm 2 (i.e. half-wavelength in freespace at 29.4 GHz), consists of four metal layers (Fig. 3.5), two identical substrates of Rogers Duroid RT6002 (h s = 508 µm, r = 2.94, tanδ = 0.0012) [START_REF] Corp | [END_REF] and one bonding film of Arlon CuClad 6700 (h f = 114 µm, r = 2.35, tanδ = 0.0025) [START_REF] Arlon | [END_REF]. The receiving layer (Fig. 3.

5(b))

is composed of a rectangular patch loaded by a U-shaped slot, while the transmitting layer (Fig. 3.5(d)) contains a rectangular patch loaded by an O-shaped slot and the two p-i-n diodes.

In the EM simulator, these active devices are modelled as a Gallium-Arsenide block ( r = 12.9, 0.686 × 0.368 × 0.19 mm 3 ) and a lumped-element equivalent circuit extracted from the measurements presented in the previous section. This active patch is connected to the passive one with a metallized via hole (d V = 200 µm) placed at the center of the unit-cell.

A ground plane occupies one of the two intermediate layers. The other inner layer, shown in Fig. 3.5(c), contains the biasing lines. All geometrical dimensions are defined in Fig. 3.5 and reported in Table 3.1.

Bias network

In the proposed unit-cell structure, one p-i-n diode is biased in the forward state with a 10-mA current. The 1.2-V threshold voltage of this diode is sufficient to maintain the other diode, mounted in anti-parallel configuration, in its reverse state. Thus, only one bias line is necessary for each unit-cell, facilitating thereby the layout and routing of the bias network in very large array configurations [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF]. The bias line is 100-µm wide and is connected to the active patch by using two symmetric metallic via connections (d B = 150 µm). Since d B is significantly large compared to the edges ((W l -W g1 )/2 = 0.51 mm, Fig. 3.5) of the transmitting patch and cannot be reduced to lower values when using The simulated return loss is lower than 0.5 dB, and the isolation between both ports is better than 15 dB between 27.0 and 31.0 GHz (Fig. 3.6). Finally, the full unit-cell, with two symmetric bias lines and capacitive loads, was simulated, and the minor impact of the bias lines on its electromagnetic performances was confirmed.
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Numerical results

Scattering parameters

The unit-cell has been simulated using the commercial software Ansys HFSS v.15 [START_REF][END_REF] with periodic boundary conditions and Floquet port excitations to take into account the mutual couplings with the surrounding unit-cells. The full-wave simulations under normal incidence

give the scattering parameters calculated for the two phase states (Fig. Despite the poor isolation of the p-i-n diodes used in the design, the phase shifting function is obtained. This is due to the specific accommodation of these devices on the patch antenna. In fact, the structure can be seen as an antenna charged with two different circuits, one inductive (for the ON state) and one capacitive (for the OFF state), placed symmetrically along its axis in the E-plane. Switching the two states is equivalent to mirroring the loads and the whole patch antenna producing a 180 • constant and broadband phase shift. For this reason, the proposed approach could enable simple and effective unit-cell design even at higher frequencies. 

Radiation Patterns

The simulation setup of Fig. 3.8 is considered for the radiation pattern calculation. It is different from the one proposed in Chapter 2 based on a half-cell excited with a lumped port. In fact, it includes the whole unit-cell structure, excited with a Floquet port on one side and terminated on a radiation boundary on the opposite side. In this way, all the losses can be taken into account when evaluating the realized gain of the unit-cell.

The simulated radiation patterns of the active layer patch antenna are shown at 29.2

GHz in H-plane in Fig. 3.9(a) for the 0 • /180 • states. The realized gain at broadside reaches 4.0 dBi and the 3-dB beam-width is 86 • . As shown in Fig. 3.9(b), the broadside co-polarized realized gain (along x) is between 1.9 and 4.1 dBi between 27.5 and 31 GHz. The cross polarization discrimination is greater than 40 dB within this bandwidth.

The passive layer patch antenna exhibits a realized gain at broadside of 4.1 dBi and it is higher than 1.6 dBi between 27.5 and 31 GHz, as shown in Fig. 3.10(a). The cross polarization discrimination is higher than 50.0 dBi. The 3-dB beam-width is 86 • (Fig. 3.10(b)).

The slight difference between the two radiation characteristics are due to the asymmetries which characterize this architecture, as already discussed for the scattering parameters. 

Oblique incidence

The effect of an oblique incidence is investigated with a proper set of full-wave simulations with periodic boundary conditions. In particular, the Floquet port excitation is maintained on the surfaces in front of and behind the unit-cell and the master/slave periodic conditions have been defined for each incidence angle. In this way, the correct Floquet modes are excited in the structure. Only the unit-cell in the 0 • state is considered in this study. 

Sensitivity analysis

In order to investigate the feasibility of the proposed architecture with standard PCB technologies, a sensitivity simulation study has been carried out. The parameters taken into account are the patch resonant lengths L 1 and L 2 on both layers and the diameter d V of the metallized via. Indeed, an exhaustive parametric study, omitted here for the sake of brevity, including all the variables reported in Table 3.1 and misalignments between layers, has shown that these three parameters have the most important impact on the unit-cell scattering parameters. A variation of ±30 µm, which is a reasonable maximum error for PCB technology, has been selected. The unit-cell in the 0 • -phase state with periodic boundary conditions and normal incidence has been considered. The magnitudes of the scattering parameters are plotted in Fig. 3.13. A variation of ±30 µm of L 1 shifts in frequency the reflection coefficients S 11 and S 22 by about ±50 MHz (Fig. 3.13(a)) and ±100 MHz (Fig. 3.13(c)), respectively.

The same variation on L 2 produces a frequency shift of ±200 MHz (Fig. 3.13(a)) on S 11 and ±300 MHz (Fig. 3.13(c)) on S 22 . The 10-dB return loss bandwidth is reduced by 300 MHz in the worst case (L 1 -30 µm).

A maximum shift of 300 MHz (about 1%) can be observed on the 3-dB transmission band, as shown in Fig. 3.13(b). However, the obtained minimum insertion loss is similar to the nominal case (0.9 dB). A variation of -30 µm in the diameter of the metallized via (d V ), which connects the two patch antennas placed in the center of the unit-cell, produces similar effects as a +30 µm variation of L 2 . In all the considered cases, the frequency behaviour of the proposed structure is preserved with minimum insertion losses and 3-dB transmission bandwidth similar to the nominal design presented in the previous section. 

Characterization setup

The unit-cell has been characterized in a waveguide simulator based on standard WR-28 waveguides (7.112 × 3.556 mm 2 ). It is formed by two coax-to-WR-28 adaptors, two WR-28 straight waveguide sections and two tapered transitions between the rectangular section of the waveguides and the square section of the unit-cell; these transitions have an optimized length of 1.2 mm (λ 0 /8.6) to minimize the impedance mismatch. In particular, we can observe a 500-MHz shift towards lower frequencies. This is mainly due to the oblique incidence of the waves in the waveguide simulator. The equivalent angle is given by the following equation [START_REF] Hannan | Simulation of a phased-array antenna in waveguide[END_REF]:

sin(θ) = λ 0 λ g (3.1)
where λ 0 is the free-space wavelength and λ g is the cut-off guided wavelength. For the fundamental mode (TE10) in rectangular waveguide, it is given by

λ g = 2a (3.2)
where a is the waveguide larger side (a=7.112 mm for the WR-28). At 29 GHz, with the WR-28 standard rectangular waveguide, this ratio gives a value of about 45 • for θ. Indeed, a simulation of the unit-cell with periodic boundary conditions and a 45 

Measurements

The realized prototype of the unit-cell is shown in Fig. 3.17(a, b). The original design is surrounded by two rings (6 × 6 mm 2 and 9 × 9 mm 2 ) of metallized vias with a diameter of 500 µm. These rings associated with the metallic areas in contact with the WR-28 flanges warranty the continuity of the waveguide walls and avoid the propagation of substrate modes outside the unit-cell. Two bias lines, passing through the two rings of vias, and pads for the ground connections are included on the boards, as shown in Fig. 3.17 

Bias lines

In order to use the proposed architecture as a building block of large transmitarrays, the possibility to accomodate more than one bias line inside the unit-cell period must be investigated. 

Rotation of the transmitting patch

The unit-cell considered until now was characterized by two patch antennas, one on the receiving and one on the transmitting layers, which generate a linearly-polarized field aligned in the same direction. In this paragraph, the effects of a rotation on the transmitting layer passive patch is studied. The receiving layer configuration remains unchanged, as well as the configuration of the bias lines.

The simulated scattering parameters in magnitude for the two phase states are reported in the graphs of Fig. 3.26 (a, b). As expected, the performances are very similar to the nominal design without the rotations. This unit-cell, which includes also ten bias lines, has been fabricated and tested in waveguide (Fig. 

Conclusions

In this chapter, an electronically reconfigurable 1-bit unit-cell has been presented for transmitarray applications in Ka-band.

The proposed design is conceived for manufacturing with a standard PCB technology and it is formed by four metallized layers, two substrates and one bonding film. On the transmitting layer, two p-i-n diodes are mounted on a slot-loaded patch antenna. The diodes have been modelled with an equivalent lumped-element circuit for the forward and reverse states. The values of the lumped elements have been defined by fitting the measurements done with microwave probes on a coplanar setup. The unit-cell design includes an RF/DC decoupling circuit formed by two capacitors implemented in microstrip technology. The oblique incidence on both the E-and H-plane has been investigated and shows no major performance change.

The realized prototype has been tested in a WR-28 ad-hoc waveguide simulator. Insertion losses of 1.09 dB and 1.29 dB at 29 GHz have been measured for the 0 • -and 180 • -phase states, respectively, with a 3-dB bandwidth around 11%. A very good agreement with the full-wave simulation has been demonstrated. The effects of additional bias lines and patch antenna rotation of 90 • have been investigated with numerical results and validated with waveguide measurements.

Compared to the 1-bit design presented in [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] at 10 GHz, the proposed unit-cell exhibits minimum insertion losses reduced by about 0.5 dB maintaining similar 3-dB bandwidth. It is one of the lower-loss unit-cell, if compared with the works based on other technologies proposed in the literature. For instance, in [START_REF] Cheng | A programmable lens-array antenna with monolithically integrated mems switches[END_REF], the 2-bit MEMS-based unit-cell has simulated minimum IL between 2.0 and 2.9 dB in Ka-band. In [START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF], the varactor-based unit-cell had an average IL of 3.4 dB in C-band.

The proposed unit-cell architecture will be used for the design of a reconfigurable transmitarray presented in Chapter 4.

Chapter 4

Reconfigurable transmitarrays in Ka-band

In this chapter, the design of reconfigurable transmitarrays based on the unit-cell demonstrated in Chapter 3 is presented. Both linear and circular polarizations are considered.

In the latter case, the sequential rotation technique, already presented in Chapter 2, is applied with different rotation schemes to the transmitting layer which is composed of passive linearly-polarized patch antennas.

Numerical simulations have been used to analyse the performances of the different configurations and select the best one. A prototype of 400-elements working in LH/RH circular polarization has been manufactured and tested in anechoic chamber. The measurement results are discussed.

Transmitarray in linear polarization

A square array of 400 unit-cells is analysed by using the analytical/numerical in-house method proposed in Chapter 2 in order to reduce the computational effort [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] By introducing a proper phase shift [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] in the unit-cell distribution, tilted beams in any cut-plane can be obtained. The phase distribution required to obtain a tilt of -30 

•

Transmitarray in circular polarization

The same linearly-polarized unit-cell used in the previous section can be used to build transmitarrays in circular polarization as well. In this case, a sequential rotation scheme can be applied to the transmitting layer of the transmitarray, as discussed and demonstrated in Chapter 2 (Section 2.4, Figures 2.15-2.16, Tables 2.4-2.5). The negligible effect of the rotations applied to the passive patches on the unit-cell nominal performances has been investigated and discussed with numerical simulations and waveguide measurements in the Chapter 3. The use of a linearly-polarized unit-cell leads to about 3-dB lower gain if compared with an array built with circularly-polarized elements [START_REF] Hall | Application of sequential feeding to wide bandwidth, circularly polarised microstrip patch arrays[END_REF][START_REF] Huang | A technique for an array to generate circular polarization with linearly polarized elements[END_REF]. However, it allows to generate both right-handed or left-handed circular polarizations depending on the phase distribution, which is a very interesting functionality for many systems. 

∆φ m = ψ m , if φ m -ψ m < π, (4.1) ∆φ m = ψ m + π, if φ m -ψ m > π. ( 4 
∆φ m = ψ m , if φ m -ψ m > π, (4.3) ∆φ m = ψ m + π, if φ m -ψ m < π, ( 4 

Random sequential rotations

In order to improve the tilting capabilities of the transmitarray, a random distribution of rotations (Fig. 4.19) has been considered. Four angles of rotation are used, as in the case of the distributions proposed in the previous paragraph.

As studied in [START_REF] Smolders | Low side-lobe circularly-polarized phased arrays using a random sequential rotation technique[END_REF][START_REF] Smolders | Random sequential rotation: A new technique for sidelobe control of circularly-polarized phased arrays[END_REF] for a phased array configuration of printed dipoles, this technique can improve the side lobe level of a sequentially-rotated array of linearly-polarized elements.

The behaviour of this solution is similar to a sparse array arrangement [START_REF] Kerby | Sidelobe level and wideband behavior of arrays of random subarrays[END_REF] with the advantages of a regular lattice. In the case of transmitarrays, the application of this concept is very easy and can be seen as an extension of the regular periodic rotation schemes proposed in Chapter 2 and in the previous section. In fact, the absence of a corporate feed network removes any constraint on the element rotation and leads to a simple implementation of any kind of rotation scheme. 

Cross polarization reduction

The radiation patterns presented in the previous section are obtained with a reference phase of 0 • . At a first order, this parameter has no impact on the radiation performances since only the phase differences between the array elements determine the radiation patterns.

However, it has been demonstrated that the variation of this parameter can have an impact on the cross-polarization levels in the main beam direction due to the differences between the unit-cells [START_REF] Minin | Basic principles of Fresnel Array Antennas[END_REF].

We considered the case of random rotations and a main beam tilted at -40 • in the diagonal plane. The variation of the main beam co-polar gain and the cross-polarization level as a function of the phase offset at 29.0 GHz has been analyzed by calculating the radiation performance for values of phase offset between 0 • and 360 • with a step of 1 • . In general, any parameter, such as the side lobe levels and the 3-dB bandwidth, can be considered studying the impact of the phase offset variation and optimizing the transmitarray configuration. The results are shown in Fig. 4.29. We observe a small variation in the main beam magnitude (< 0.5 dB, black line) and an optimal value of 220 • , where the cross-polarization discrimination is maximized (markers). It is worth to notice that the maximum level of cross polarization The maximum side lobe level (SLL) is -11.9 dB in the φ = 45 • plane.

A significant improvement of the cross polarization levels in the main beam direction is obtained. This technique has been validated numerically. Practically, for each value of main beam direction, an optimal phase offset has been selected spanning between 0 • and 360 • .

The XPD is monitored during the numerical simulations and the optimal value is selected.

In practice, this optimization should be carried out for each desired angle of tilt and the value of phase offset with corresponding phase distribution saved on a database. The embedded control system will have the access to this information for a proper antenna configuration.

Prototype architecture

The array configuration with random sequential rotations, studied in the previous section, has been considered for a prototype realization. First, a bias lines arrangement in the receiving layer has been defined (Figs. The layout obtained for the full array of Figs. 4.35, 4.36 has been manufactured and the 800 p-i-n diodes have been soldered on the receiving layer. In order to select the diodes states of each unit-cell, a positive or a negative current must be applied on each bias line. Four control boards, whose dimensions are 150 × 150 mm 2 [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF] are used, one for each quarter of the transmitarray, which includes 100 unit-cells. Each board is formed by 13 shift registers and 25 4 × 4 switches. Chip resistors are used to obtained ± 10 mA of current on each bias line at the output of the switches. The total power consumption of the p-i-n diodes is about 4.8 W.

The whole system, including the control boards, has a consumption of 20 W, due to the required voltage of the components used on these boards. Additional details on these PCB architecture are given in Appendix B. In order to minimize the possible influence of these circuits on the radiation pattern, they will be placed behind the focal plane and connected to the transmitarray receiving layer with four DC ribbon cables. In order to check the functionality of these control boards and the input program sequence, some tests are carried out with an array of 800 Light Emitting Diodes (LEDs) (Fig. 4.37). In correspondence of each cell of this test structure, two LEDs of different colors are connected, replicating the 

Experimental results

The prototype realized has been tested in anechoic chamber with the setup of Fig. 

Conclusions

In this Chapter, the design, realization and experimental characterization of a 400-elements reconfigurable transmitarray working in circular polarization in Ka-band has been presented.

The design is based on the unit-cell proposed in Chapter 3 in linear polarization.

The sequential rotation technique studied in Chapter 2 has been applied to the passive transmitting layer in order to generate the circular polarization. Several rotation schemes have been considered. Numerical simulations have shown that the regular ones give good results in terms of axial ratio for steering in the two cardinal planes, but generate spurious cross-polarized side lobes when other cut-planes are considered. In the worst case (at 45 • in a diagonal plane), a spurious beam almost at the same gain as the main beam is generated.

In order to avoid this spurious beam, random rotations are applied. The extensive numerical analysis of this configuration has shown good performances in terms of polarization purity in the main beam region without causing any spurious lobe. The effects of the phase reference for the transmitarray distributions has been studied; the cross polarization levels in the main beam direction can be further reduced by changing this parameter. The proposed configuration has been realized and tested in anechoic chamber. A broadside gain of 20.8 dBi in circular polarization is obtained with a XPD of about 25 dB. The LHCP/RHCP switching capability has been demonstrated. In all the tested cases, a good agreement with the simulations and a beam-steering capability of ±60 • ,±50 • ,±40 • have been demonstrated on the horizontal, vertical and diagonal planes, respectively.

Comparing the obtained results with the literature, the proposed configuration is the first one that operates in circular polarization with electronic beam-steering in all the azimuthal planes. It is among the few examples that permit to control also the polarization (LHCP/RHCP) and it is the first one that implements the sequential rotations.

In addition, it exhibits a power efficiency of about 58%. The aperture efficiency is about 10%.

The use of multiple planar sources leads to a dramatic reduction of the focal distance F and then the proposed architecture can be more easily integrated on mobile platforms. Some numerical and experimental results are given in Appendix C. Further studies can include designs with increased phase resolutions in order to improve the aperture efficiency and reduce the Side Lobe Level.

Chapter 5

Reconfigurable circularly-polarized unit-cell in

Ka-band

In Chapters 3 and 4, the circular polarization of the radiated beam has been obtained by using linearly-polarized (LP) reconfigurable unit-cells with the sequential rotation technique. In order to increase the antenna directivity and gain, and then improve the aperture efficiency, one possibility is to generate the circular polarization (CP) directly with each unit-cell. This leads to a 3-dB higher gain if the unit-cell losses are unchanged. However, the capability of switching between LHCP and RHCP is irremediably lost.

With this objective, the design of a reconfigurable unit-cell in Ka-band working in circular polarization is presented in this chapter. Handling the transmission phase shift and generating at the same time a good circular polarization (Axial Ratio < 3 dB) is the main addressed challenge. The proposed architecture works in linear polarization in the receiving layer and the circular polarization is generated on the transmitting layer. A 1-bit phase resolution is considered and achieved by integrating two p-i-n diodes in the design, following the approach proposed in Chapter 3. The required bias network design is discussed in detail. Finally, an ad-hoc characterization setup in waveguide suitable for CP unit-cells is presented.

Unit-cell design

The proposed unit-cell, whose dimensions are 5.1 × 5.1 mm 2 (i.e. half-wavelength in freespace at 29.4 GHz), is designed on the same substrate stack as the linearly-polarized unit-cell described in Chapter 3. There are four metal layers (Fig. 5.1), two identical substrates of 5.1.

Bias network

The two diodes are polarized with a RF/DC decoupling circuit formed by two distributed capacitors in microstrip technology. Their dimensions are the same as for the linearly-polarized unit-cell of the transmitarray presented in Chapter 4. As already analyzed in Chapter 3, these structures allow to obtain a good isolation (> 15 dB) while minimizing the space occupied. In the unit-cell of Chapter 3, the passive patch worked in linear polarization and it is used for the ground connection required for the polarization of the two p-i-n diodes. In particular, two metallized vias were placed on the horizontal axis of the patch antenna (in correspondence of the center of the non-radiating edges) in order to minimize the impact on the electric field of the TM01 fundamental mode. In the architecture proposed here, the passive patch antenna is circularly-polarized and then placing one or more metallized vias directly on this patch without perturbing the two excited orthogonal modes is hardly possible.

In any case, this would increase drastically the sensitivity to the fabrication errors (drilling diameter and misalignments between layers). For these reasons, the ground connection is realized here by using two short-circuited quarter-wavelength stubs connected to the center metallized via (Fig. 5.1(c)). This solution enables the use of the truncated-corners square patch on the transmitting layer and reduces drastically the dependence of the polarization purity to the manufacturer constraints.

Numerical results

Scattering parameters

The unit-cell has been simulated using the commercial software Ansys HFSS v.15 [START_REF][END_REF] with periodic boundary conditions and Floquet port excitations to take into account the mutual couplings to the surrounding unit-cells, as already done in Chapter 3 (Fig. 5.2). The fullwave simulations under normal incidence give the scattering parameters associated to the circular polarization (see Appendix A) calculated for the two phase states (Fig. 5.3). 

Oblique incidence

The effect of an oblique incidence are investigated with a proper set of full-wave simulations with periodic boundary conditions (Fig. 

Sensitivity analysis

In order to investigate the feasibility of the proposed architecture with standard PCB technologies, a sensitivity simulation study has been carried out, similarly to the one done in Chapter 3. Among the parameters taken into account, there are the circularly-polarized patch resonant lengths along x and along y. The corresponding parameters are labelled L 2 (x) and L 2 (y). Furthermore, the U-slot dimensions (L g2 and W g2 ) and width (t 2 ) on the same layer are taken into account. Finally, the resonant length of the receiving layer patch (L 1 ) and the center metallized via diameter (d V ) are considered. Indeed, an exhaustive parametric study, including all the variables reported in Table 5. In all the considered cases, the frequency behaviour of the proposed structure is preserved with a minimum insertion loss and a 3-dB transmission bandwidth similar to the nominal design presented in the previous section. 

Alternative solutions

Some alternative solutions have been considered in order to generate the circular polarization in the transmitting layer. In all cases, the receiving layer structure is the same as considered above, only the geometrical dimensions have been adjusted and optimized. The first design, labelled unit-cell B, is directly derived from the presented unit-cell, labelled here unit-cell A. The truncated-corner square patch is coupled with a parasitic square patch realized on a superstrate of Rogers Duroid RT5880 [START_REF] Corp | [END_REF] (Fig. 5.12). In this case, the performances are shown in Table 5.2. Another Arlon CuCLAD film ( [START_REF] Arlon | [END_REF]) is considered for bonding the new substrate with the RT6002 on the transmitting layer (Fig. 5.12). The minimum insertion losses decrease by about 0.2 dB and a similar RL bandwidth is obtained, if compared to the design A. The AR 3-dB bandwidth becomes 1.5 GHz almost twice the bandwidth of unit-cell A, as summarized in Table 5.2.

Another option investigated in this study is formed by a square patch loaded by an asymmetrical slot coupled with a parasitic square patch (unit-cell C of Fig. 5.12). In this case, the bandwidth of the axial ratio increases up to 2.2 GHz (Table 5.2). Similar results are obtained by considering a rectangular patch coupled with a parasitic patch rotated by 45 axial ratio is obtained. However, the use of the sequential rotation technique increases this bandwidth, as demonstrated in Chapter 2. Therefore, only the first solution is considered for a prototype realization and characterization in waveguide as it is the simplest structure to fabricate. 

Characterization setup

The unit-cell has been characterized in a waveguide simulator based on a standard WR28 waveguide (7.112 × 3.556 mm 2 ) on the receiving layer side (linear polarization) and a square non-standard waveguide on the transmitting layer side (circular polarization). In fact, the generation of the circular polarization in this layer implies the use of a waveguide in which the two orthogonal modes can propagate in the same conditions. Both circular and square waveguide sections have been considered. A square waveguide with a side of 6.5 mm has been selected. In addition, an orthomode transducer (OMT) is needed. An OMT is a three-ports waveguide component which allows to separate and combine the two orthogonal polarizations. One of the three ports must accept the two modes and its section can be square or circular. In general, the other two are connected to rectangular waveguides with propagating TE10 fundamental mode. These functionalities are realized with different architectures and different technologies. In waveguide, turnstile and Boifot junctions are the most used. A commercial OMT with nominal working band between 27.0 and 31.0

GHz fabricated by MM microwave [START_REF] Mm-Microwave | [END_REF] has been considered in the present work. It has two waveguide ports in WR-28 and one circular port with diameter 7.112 mm. With this OMT and a matched load, three two-port measurements can be carried out to characterize the unit-cell. Ad-hoc waveguide adaptors are considered between the unit-cell section and the rectangular standard waveguide and between the unit-cell section and the square waveguide.

The optimized length of both adaptors is 1.2 mm (λ 0 /8.6). Then, the vertical and horizontal components will be measured independently by using a matched load at one of the two ports of the OMT. The junction 1 is formed by the rectangular waveguide and the adaptor to the unit-cell on the receiving side and the junction 2 is formed by the adaptor to the square waveguide, the square waveguide section and the OMT.

Calibration procedure

First, a two-port TRL calibration is performed to de-embed the coaxial adaptors and the WR-28 sections. Considering the setup of Figs. 5.14-5.16, the junction 2 must be deembedded with an ad-hoc procedure. In fact, the square waveguide in which the two orthogonal modes are combined from the OMT makes the characterization of this waveguide section more difficult. The variable short circuit method is considered and performing several 1-port and 2-ports measurements, the following scattering parameters of this junction S J2 can be obtained. 

S J2 =               S J2 1H1H S J2 1H2H 0 0 S J2 2H1H S J2 2H2H 0 0 0 0 S J2 1V 1V S J2 1V 2V 0 0 S J2 2V 1V S J2 2V 2V               (5.1)
The null elements in the previous matrix are due to the hypothesis that the OMT has infinite isolation. More details about the procedure are given in the Appendix D.

Measurement procedure

Once the scattering parameters of the junction J2 are known, the following S parameters must be measured in order to characterize the unit-cell:

S cell =          S cell 2H2H S cell 2H1V S cell 2H2V S cell 1V 2H S cell 1V 1V S cell 1V 2V S cell 2V 2H S cell 2V 1V S cell 2V 2V          (5.2) 
For this purpose, three 2-ports measurements must be carried out, as shown in Figs. 5.14-5.16: In the first measurement (Fig. 5.14), we can define the 2 × 2 matrices associated to the junction 2 and to the unit-cell as

• Measurement V,
S cell meas,V =      S cell 1V 1V S cell 1V 2V S cell 2V 1V S cell 2V 2V      , ( 5.3) 
and

S J2 meas,V =      S J2 1V 1V S J2 1V 2V S J2 2V 1V S J2 2V 2V      . ( 5.4) 
The measured scattering parameters S meas,V are used to calculate the related transmission parameters T meas,V (see Appendix D). Then, the transmission matrix related to the unit-cell T cell meas,V is calculated as

T cell meas,V = T meas,V • (T J2 meas,V ) -1 .
(5.5)

A similar procedure can be defined for the measurement H (Fig. 5.15). For the third measurement (VH) (Fig. 5.16), the unit-cell scattering matrix S J2 meas,V H is defined as

S cell meas,V H =      S cell 2H2H S cell 2H2V S cell 2V 2H S cell 2V 2V      . ( 5.6) 
The transmission matrix related to the unit-cell can be calculated as function of T meas,V H as follows:

T cell meas,V H = T J2 meas,V -1 • (T meas,V H ) • (T meas,H ) -1 . ( 5.7) 
Further details and a numerical validation on the this procedure applied to the proposed unit-cell architecture are given in Appendix D.

Conclusions

In this chapter, an electronically reconfigurable 1-bit circularly-polarized unit-cell has been presented for transmitarray applications in Ka-band.

The phase control is obtained on the receiving layer with the same method proposed in Chapter 3 and based on the use of p-i-n diodes. The generation of the circular polarization is realised on the transmitting layer by considering passive planar antennas of different typologies. In this way, the electronic control of the phase is completely separated from the polarization of the radiated field and then very good polarization purity can be achieved.

In addition, sequential rotations schemes can be easily applied in order to broaden the axial ratio bandwidth.

Different solutions are proposed for the transmitting layer layout. The first one is based on a square patch with truncated corners and loaded by a slot. The ground connection has been realized with quarter-wavelength stubs independent from the patch antenna obtaining a better robustness to the fabrication errors. An axial ratio under 3 dB in a 4% band-width is obtained with insertion losses of about 1 dB. Alternative solutions include square patch with asymmetrical slots and rectangular parasitic patches rotated by 45 • . In that way, larger axial ratio bandwidth can be obtained (up to 8%) at the cost of more complex stacking. However, the sequential rotation technique can be applied to the simplest unitcell in a transmitarray configuration improving significantly the axial ratio performances, as demonstrated in Chapters 2 and 3.

A characterization setup with an ad-hoc calibration procedure based on rectangular and square waveguides and an ortho-mode transducers has been also presented and validated numerically (Appendix D). Prototypes of the proposed unit-cell architecture are under test in the presented waveguide setup at the time when this manuscript is written.

Chapter 6

Radiation pattern synthesis for monopulse radar

In this chapter, the design of a monopulse radar antenna based on a reconfigurable transmitarray is presented. After a general introduction on monopulse radars, two techniques used to generate sum (Σ) and difference (∆) patterns will be presented. The first one is based on the optimization of the phase distributions. The second one is based on the use of multi-source illumination. Both techniques are validated by numerical and experimental results using a linearly-polarized reconfigurable transmitarray working in X-band. The experimental setup used for the characterization is presented and measurements results are discussed in detail.

Radar techniques

The objective of a radar system is to detect and individuate the coordinates of an electromagnetic scatterer (i.e. a target object) in the antenna beam. In this system, the transmitter generates waveforms of electromagnetic radiation at a regular rate. The antenna radiates the transmitter output into space typically in a directional pattern that concentrates most of the power into a major lobe in one or two angular dimensions. The same antenna is in general used for reception. The received signals are converted from radio frequency to intermediate frequency, amplified and filtered and then processed for the information extraction. The antenna receives an echo if the target is in the beam direction. The target distance (range) is estimated by considering the delay between the transmitted pulse and the received echo.

A first way to determine the angular position of a target is to steer the antenna beam and note the pointing direction that gives the maximum echo amplitude. This method is used in many search radars where measurement precision on the order of 1/10B, where B is the beamwidth, is sufficient, but it cannot be used if a higher precision is needed. In addition, it does not support a closed-loop tracking angle, because of the absence of directional or sense information. The need of continuous, accurate angle and range measurements led to the development of tracking radars.

The tracking radar is a radar that automatically keeps the antenna beam axis aligned with the target. Any deviation of the target from the beam axis produces a correction signal (called error signal) for one or each coordinate, approximately proportional to the angular deviation in that coordinate, with a sign that indicates the sense of deviation. Different techniques are used:

• Sequential lobing;

• Monopulse.

In this paragraph, a review of these techniques with their applications is presented.

Sequential lobing

The oldest tracking radar technique is the lobe-switching [91]. The radar beam, instead of pointing directly at the target, points slightly to one side and then to the other one, alternating rapidly. This working principle is shown in Fig. 6.3 for only the elevation angle.

If the target is above or below the axis, the echoes are unequal. If the target is above the crossover axis, the echo on lobe 1 is greater than from lobe 2. The difference between the two signals is positive indicating that the antenna must point at higher elevation. The same operation can be done in both angular coordinates by switching between four beams.

By switching between more beams, mechanically or electronically, a rotation around the tracking axis is realized, resulting in a conical scan (Fig. 6.2). Lobe switching and conical scan are included in the sequential lobing technique.

This technique is used where moderate precision is required. The principal source of error is the fluctuation that occurs in the echoes of most targets. It results in an error due to the target displacement from the antenna axis. Another disadvantage is the limitation imposed on the data rate. This could be a serious limitation especially for targets with high angular acceleration. Furthermore, if the beam switching is realized mechanically (conical scan), the mechanical vibrations introduce an error in the tracking axis. The solution to overcome these problems is the monopulse technique, also called simultaneous lobing.

Monopulse

The earliest description of the monopulse radar technique appeared in [START_REF] Page | Monopulse radar[END_REF]. Two categories of monopulse radars can be individuated:

• amplitude-comparison; • phase comparison.

The first one is similar in concept to lobe switching, but the four receiving beams (for both elevation and azimuth detections) are formed simultaneously by the antenna and the comparison is done between the received signals associated to each beam. A scheme of the working principle is shown in Fig. 6.3. In the first step, we consider the target aligned with the Σ-lobe. When its position changes entering in a lobe of the ∆-pattern, the amplitude of the signal received in the corresponding ∆-channel increases. The phase-comparison is slightly different, but the principle of the simultaneous lobing is preserved. In both cases, the real-time comparison between the signals on the Σ-and ∆-channels is required. Since the angle information is available from every received pulse instead of a sequence of different impulses, the monopulse technique can provide higher data rates than sequential lobing. These systems are ideally free of errors due to the fluctuations between pulses in target echo strength. In practice, due to design and cost constraints, these errors are not null but greatly reduced. These advantages are obtained at the cost of greater equipment complexity and costs. In fact, the system includes multiple receivers, as shown in the scheme of Fig. 6.4, where only a two-quadrant system (detection in only one plane) is considered.

However, most of the tracking radars used today are of the monopulse type. They perform a variety of functions, such as [91]:

• Missile launching and guidance; • Strategic military applications, such as homeland security;

• Space applications, including tracking of space vehicles and satellites;

• Intelligence applications;

• Support applications (instrumentation radars) with accuracy of 1/200 B.

Many monopulse radar antennas alternative to the classical parabolic reflectors have been proposed in the last years such as planar printed phased arrays [START_REF] Lopez | Monopulse networks for series feeding an array antenna[END_REF][START_REF] Yu | A broadband planar monopulse antenna array of c-band[END_REF][START_REF] Wang | A compact single layer monopulse microstrip antenna array[END_REF][START_REF] Wang | A single-channel microstrip electronic tracking antenna array with time sequence phase weighting on sub-array[END_REF], slot arrays in waveguide and in substrate integrated waveguide technology [START_REF] Kinsey | An edge-slotted waveguide array with dual-plane monopulse[END_REF][START_REF] Liu | Substrate integrated waveguide (siw) monopulse slot antenna array[END_REF][START_REF] Cheng | 94 ghz substrate integrated monopulse antenna array[END_REF]. Reflect-arrays [START_REF] Hu | Liquid-crystal-based reflectarray antenna with electronically switchable monopulse patterns[END_REF] and dielectric lens-based systems [START_REF] Schulwitz | A monopulse rotman lens phased array for enhanced angular resolution[END_REF] have been also investigated. In [START_REF] Wang | A compact single layer monopulse microstrip antenna array[END_REF], a phased array of microstrip patch antennas working in Ku band (14 GHz) is proposed for monopulse applications. It includes 4 sub-arrays of 64 elements in a square lattice and a feeding network with hybrid coupler and phase shifter to generate the two kinds of beams required.

In particular, the four subarrays are connected to the four ports of a comparator formed by four 3-dB hybrid junctions and the required phase delays are realized with "snake" microstrip lines. All this network is realized on the same layer of the microstrip patch antenna, making the design difficult because of the mutual coupling. In addition, spurious radiation is generated. In [START_REF] Cheng | 94 ghz substrate integrated monopulse antenna array[END_REF], a similar architecture is proposed in W-band (94 GHz) by using an array of slots in substrate integrated waveguide (SIW) technology. The feeding network and the hybrid coupler are all realized in this technology. Each port is connected to a cascade of two hybrid couplers. A first 90 • phase shift is obtained with a simple SIW waveguide section. The second one is realized with SIW waveguides of different widths.

The fabrication errors generate unbalances in the ∆-lobes magnitude. In [START_REF] Hu | Liquid-crystal-based reflectarray antenna with electronically switchable monopulse patterns[END_REF], a monopulse system based on a dielectric lens is proposed in W band (94 GHz). The lens is illuminated with four sources (CPW slot antennas) and the signals are recombined to obtain a Σ-pattern, a ∆-pattern in elevation and a ∆-pattern in azimuth (four-quadrant system). It allows the integration of the systems only at high frequencies due to the dielectric lens thickness (12 mm in this case). All the systems presented above generate a fixed multi-beam pattern and require an additional rotational mechanism for the target tracking like in the first monopulse radars based on parabolic reflectors. The capability to change electronically the main beam direction leads to a quick detection and improved performance. Some designs have been investigated in the last years.

In [START_REF] Raman | A w-band dielectric-lens-based integrated monopulse radar receiver[END_REF], a Rotman lens is used to obtain a discrete beam steering. A RF-circuit based on p-i-n diodes mounted on the feeding network of the two horn antennas connected after the Rotman lens are used to introduce the 180 • of phase shift required to generate the delta patterns. The antenna works in Ka band (37 GHz) and tilted beams at discrete angles are obtained for both the sum and difference patterns by changing the input port of the Rotman lens up to 60 • . Only one plane can be considered and this limits the application of this architecture to only two-quadrant systems. In addition, continuous beam-scanning cannot be achieved. In [START_REF] Branigan | A low-profile full aperture monopulse antenna assembly[END_REF], a travelling wave antenna architecture is proposed. An array of slot antennas in waveguide technology is used and fed with different input lines. By shifting and recombining these signals, the Σ and ∆ patterns are obtained as already proposed for the planar design in [START_REF] Cheng | 94 ghz substrate integrated monopulse antenna array[END_REF]. The use of this kind of antennas here allow the beam steering by changing the working frequency of the system. However, this functionality is complex to handle because the frequency-dependence of the steering angle must be taken into account in the detection system. Limited steering capabilities can be obtained because of the antenna bandwidth. In [START_REF] Kinsey | Dual-plane monopulse antenna[END_REF], a similar structure is proposed and the steering capability is achieved in frequency in only one plane and with traditional phased-array techniques on the other plane, increasing the system complexity and costs.

Reconfigurable transmitarray in X-band

The unit-cell adopted to implement the electronically reconfigurable transmitarray was proposed and fully characterized in [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF]. The 1-bit unit-cell working principle is similar to the one explained in Chapter 3. Its dimensions are 15 x 15 mm 2 (half-wavelength in free space at 10 GHz). It has been tested in standard WR-90 waveguide setup with ad-hoc adaptors.

The measurements show a minimum insertion loss of 1.8 dB and a bandwidth of 10% [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF].

The described unit-cell is used to build a linearly-polarized 400-elements transmitarray configuration shown in Fig. 6.5 [START_REF] Clemente | 1-bit mems based reconfigurable unit-cell for transmit-array antennas at x-band frequencies[END_REF]. The simulation and measurements of single beams in the horizontal and vertical planes performed in [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF] showed a maximum broadside gain of 22.7 dBi and tilting capabilities ±50 • and ±70 • in the vertical and horizontal planes, respectively.

The possibility to use this antenna in order to generate Σ/∆ patterns for monopulse radar applications has been investigated in this work. With this purpose, two configurations have been considered (Fig. 6.6), namely a single-source and a four-sources configurations which are presented in the following sections. 

Single-source configuration

In order to generate a ∆ pattern with the transmitarray presented in the previous section and already tested for the single-beam (Σ) patterns in [START_REF] Clemente | Wideband 400element electronically reconfigurable transmitarray in x band[END_REF], it is necessary to change the phase synthesis procedure considered in the previous work. In particular, the array surface must be divided in two halves (A, B) in which the phase law can be assigned. The frequency response of the ∆ patterns for both configurations are shown in Fig. 6.12.

∆-lobes within all the bandwidth are obtained and a beam-squint of ±2 • is observed in the 20 • -tilted beam case. The antenna has been also tested with tilted beams up to 40 • in the two cardinal planes. The cross-polarization component is under 30 dB in all the measured configurations. The measured results compared with the simulated ones are reported in Table 6.2, 6.3, 6.4. A good agreement has been obtained between the simulations and the measurements. The discrepancies are partly attributed to the spillover radiation, which is not taken into account in the simulation method, especially for large steering angles. In addition, the null of the ∆ patterns are difficult to measure because high-precision alignment is required. Simultaneous generation of a Σ and a ∆ patterns for receiving both the signal and detect a target on a plane (two-quadrant systems) can be realized by using multi-mode horn antennas for this transmitarray illumination [START_REF] Lee | Design and analysis of a multimode feed horn for a monopulse feed[END_REF]. In this case, the fundamental and 

Four-sources configuration

The second configuration considered is formed by the same array used in the previous section illuminated by four horn antennas with 10 dBi of nominal gain. The setup considered is shown in Fig. 6.6. The focal distance and the distances between the sources have been optimized using the same method of analysis and synthesis illustrated in Chapter 2. The optimization process was reported in [START_REF] Clemente | 1-bit reconfigurable unit cell based on pin diodes for transmit-array applications in x -band[END_REF][START_REF] Palma | Reconfigurable transmit-array antenna with multiple focal sources[END_REF]. The optimal focal distance is F = 119 mm and the distance between the sources is d = 113 mm. The focal distance is reduced by a factor of two as compared to the single-source case, which is a first advantage of this configuration.

The optimal phase distribution at broadside is shown in the inset of Fig. 6.16. With this distribution, a Σ pattern at broadside can be obtained. In order to obtain a ∆ pattern in the horizontal plane, it is sufficient to consider a phase shift of 180 • between the sources 1, 2 and 3, 4. For the vertical plane, the same shift must be maintained between the sources 1, 3 and 2, 4, as summarized in Table 6.1. It is worth to notice that a Σ pattern and two ∆ patterns (one for each cardinal plane) can be simultaneously generated with this configuration (fourquadrant system). The simulation results are shown in Fig. 6.8 for broadside beams in the horizontal plane. The Σ pattern has a maximum gain of 23.5 dBi with SLL of -16.5 dB. They correspond to 0.6-dB higher gain and 0.7-dB higher SLL if compared with the same beam generated with a single source in the configuration illustrated in the previous section. Both the effects are due to the different incident power distribution provided by the multiple focal source illumination [START_REF] Clemente | 1-bit reconfigurable unit cell based on pin diodes for transmit-array applications in x -band[END_REF][START_REF] Palma | Reconfigurable transmit-array antenna with multiple focal sources[END_REF]. Tilted beams can be obtained with proper phase distributions by considering the proper phase delay and maintaining the phase excitations of the four 

Conclusions

This chapter demonstrated the radiation pattern synthesis for monopulse radar applications using a reconfigurable transmitarray at X band. Two configurations have been considered: single source and four sources for the illumination. In the first configuration, the generation of ∆ patterns have been obtained by modifying the calculated phase distributions on the array surface. In particular, two regions are defined on the transmitarray surface in which a phase compensation law is defined. In the latter configuration, Σ/∆ patterns in the two cardinal planes are generated simultaneously by exciting with the correct phases the four sources. In both cases, the beams can be tilted in any cut-plane. The two configurations have been successfully tested in anechoic chamber and a good agreement has been obtained

with tilted beams up to 40 • in the two cardinal planes.

The multisource configuration allows the generation of all the beams required for a fourquadrants systems with electronic beam steering in any cut-plane. These characteristics place the proposed transmitarray at the state-of-the-art among the monopulse systems.

In addition, this configuration can work also in sequential-mode (sequential lobing radar technique). In fact, each focal source can be associated to a different beam which can be steered in any arbitrary direction by selecting the phase distribution on the corresponding transmitarray quadrant. The possibility to function in different radar modes (monopulse, sequential lobing) broaden its field of applications.

The obtained performance can be improved by considering higher resolution phase distributions (2 bits of quantization) and then increasing the efficiency of the whole antenna.

Polarization diversity is often needed in these systems and can be obtained by considering the same antenna architecture with a dual-polarized transmitarray design.

General conclusions

The design, realization and experimental characterization of transmitarray antennas working in Ka-band have been presented. The implementation of electronic beam-steering and the generation of circular polarization have been tackled using standard PCB manufacturing technology and active devices.

In Chapter 1, the transmitarray operational principle has been illustrated and compared to the traditional technologies (phased arrays and reflectarrays). The advantages of different reconfiguration approaches have been discussed while reviewing the designs proposed in the recent literature. Some major fields of applications, such as satellite communications and wireless networks, have been discussed.

In Chapter 2, the hybrid simulation technique used for the analysis and synthesis of transmitarrays has been reported. It is based on numerical simulations and analytical formulations allowing a significant reduction of the computational cost. The sequential rotation technique has been implemented in this tool for the generation of the circular polarization.

Compared to phased arrays, the spatial feeding which characterizes transmitarrays allows to apply this technique without introducing further complexity in the structure. Several rotation distributions have been considered and the radiation performances are compared.

The effects of the mutual coupling among neighbour unit-cells have been also discussed. A passive transmitarray has been realized and the measured results validate the developed methodology.

In Chapter 3, a linearly-polarized reconfigurable unit-cell in Ka-band with 1 bit of phase quantization is presented. The p-i-n diodes included in the design have been characterized where the scattering matrix S is defined by: Its cutoff frequency for the fundamental mode TE10 can be easy calculated and it is 20.8 GHz. Considering 1.9 mm as the height of the equivalent waveguide, the higher modes TE20 and TE01 cut-off frequencies are 41 and 46 GHz, warranting its uni-modal operation in Ka band. The substrate configuration is the same used for the fabrication of the transmitarray unit-cells and described in detail in Chapter 3. A fractal-geometry is used for the slot shape in order to extend the bandwidth without increasing the number of layers [START_REF] Comisso | Theoretical and numerical analysis of the resonant behaviour of the minkowski fractal dipole antenna[END_REF][START_REF] Farahani | A novel approach for bandwidth enhancement of siw-based slot array antenna[END_REF]. It is worth to notice that inserting the null elements in the previous matrix corresponds to the approximation of considering ideal isolation between the orthogonal modes of the OMT. For a real device, this is not true and leads to an error that cannot be de-embedded.

S =               S 11xx S
However, if in the working bandwidth the OMT has high isolation (> 30 dB), the impact of this approximation on the measurements accuracy is limited. With the procedure described above, the scattering parameters of the whole junction J2 S J2 meas,V and the relative transfer matrix T J2 meas,V are known. Then, the three two-ports measurements described in Chapter 5 can be carried out to calculate the scattering parameters of the unit-cell under test.

D.1 Numerical validation

The procedure presented in the previous section has been validated numerically by considering full-wave simulations of the whole measurement setup (Fig. D.4). For this purpose, a simple narrow-band OMT hase been designed and used in the setup. It is formed by a straight section of square waveguide (6.5 × 6.5 mm 2 ) closed on a short circuit and two rectangular WR-28 waveguides placed on the side walls at optimized distances from the short circuit. The full-wave simulations show good performances (return loss higher than 10 dB at all the three ports and isolations between the V and H ports greater than 30 dB) in a bandwidth of 2.6 GHz around 29 GHz. This OMT has been characterized with the short circuit method presented in the previous section and the full setup of 
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 17310 Figure 1: Schéma du principe de fonctionnement des réseaux transmetteurs. Vue 3D, en coupe et section d'une cellule élémentaire.

Figure 2 :Figure 3 :

 23 Figure 2: Paramètres S (a) et schéma (b,c) de la cellule élémentaire reconfigurable developpée en polarisation circulaire en bande Ka. (b) Côté réception et (c) côté transmission. Insert: photographie du système utilisé pour la characterisation en guide d'onde.

Fig. 1 . 1 .

 11 It is formed by a feed, labelled focal source, placed at a distance F, labelled focal distance, which illuminates a first array, labelled receiving layer, working in receiving mode. This array is connected or coupled through a matrix of phase shifters to another one, labelled transmitting layer, working in transmitting mode. The focal distance is selected as a trade-off between spillover losses and illumination tapering in order to maximize the gain. Each unit-cell provides the phase shift required to compensate the differential path r m from the source position and to generate the desired phase distribution (Fig. 1.1). Most of the transmitarrays proposed during the last years are based on a planar technology reducing the cost of fabrication thanks to the standard PCB (Printed Circuit Board) manufacturing process. The main advantages of transmitarray antennas are the absence of

Figure 1 . 1 :

 11 Figure 1.1: Scheme of the working principle of a transmitarray.

Figure 1 . 2 :

 12 Figure 1.2: Scheme of the working principle of phased array (a) and reflectarray (b) antennas.

. 3 .

 3 The intermediate layer includes a delay line in stripline technology connected to the two patches with two metallized vias to realize the required phase shifting function. A photograph of the 5 × 5 array prototype realized at 12 GHz and the measured radiation pattern are shown in Fig. 1.3. Despite the high level of isolation, a double ground plane stacking requires a high number of layers complicating the design. In addition, undesired modes could easily propagate in the intermediate layer between the ground planes (parallel-plate modes).

Figure 1 . 4 :

 14 Figure 1.4: 3D sketch and top view of the unit cell proposed with different angles of rotation. Prototype of the transmitarray with 2-bit unit cells and radiation pattern at 10 GHz [18].

Figure 1 . 5 :

 15 Figure 1.5: Scheme of the transmitarray and different unit-cells studied in [20], [21] based on multi-ring resonators. Simulated and measured radiation patterns at 30 GHz for a four-layer structure based on a concentric double-ring unit cell in E-plane and H-plane.

(

  Fig. 1.7). Four different designs are studied to obtain 2 bits of phase quantization. A 21 × 10 transmit-array based on these unit-cells has been designed with a 10-dBi pyramidal horn as focal source (F = 30 mm). The simulated patterns in both planes show a maximum gain of 25.5 dBi (Fig. 1.7). With an offset configuration, i.e. translating the feed horn along the axis of the E-plane, beam steering capabilities have been obtained (Fig. 1.7).

Figure 1 . 6 :

 16 Figure 1.6: Unit-cell based on dielectric resonator. Simulated radiation patterns in the planes φ = 0 • and φ = 90 • at 5.8 GHz of the transmit-array [22].

Figure 1 . 7 :

 17 Figure 1.7: Unit-cell based on iris in waveguide. Simulated S-parameters in magnitude and phase for all the four unit-cells proposed. Radiation patterns simulated for different offset horn configurations [23].

Figure 1 . 8 :

 18 Figure 1.8: 3D topology and equivalent circuit model of the N th-order SEF only capacitive layers. Simulated magnitude and phase of the transmission coefficient. Sketch of a planar lens based on the Nth-order SEF [24], [25].

Figure 1 . 10 :

 110 Figure 1.10: Realized 6 × 6 transmit-array and measured radiation pattern [28].

Figure 1 . 11 :

 111 Figure 1.11: Scheme of the array based on microwave phase shifters connecting 2 × 2 subarrays; radiation pattern for a broadside beam and beam tilted at 10 • [29].

Fig. 1 .

 1 Fig. 1.15. The maximum gain is 16 dBi in the broadside configuration at 4.7 GHz. A beam tilting of ±50 • on both E-and H-planes has been demonstrated. In addition to the pencil beam configuration, the realized transmit-array has been also tested to generate beams with different shapes, using the projection matrix algorithm. The measured 2D patterns for two-beams, three-beams, rectangular flat-top and donut-shaped configurations are shown in Fig. 1.15.

Figure 1 . 14 :

 114 Figure 1.14: Measured S-parameter of the single unit cell prototype with T-bridged phase shifter and stacked patch[START_REF] Lau | A wideband reconfigurable transmitarray element[END_REF],[START_REF] Lau | Reconfigurable transmitarray design approaches for beamforming applications[END_REF].

Figure 1 . 15 :

 115 Figure 1.15: Measured radiation patterns on the two cardinal planes (a, b) with tilted beams and 2D maps of synthesized shaped beams: two beams (c), three beams (d), fan (e) and a donut (f).

Figure 1 . 16 :

 116 Figure 1.16: Unit-cell based on varactor diodes which include an amplifier. Photograph of the realized prototype and measured scattering parameters with (a) and w/o (b) the amplifier [33].

Figure 1 . 17 :

 117 Figure 1.17: Transmitarray based on ferroelectric varactor diodes. Realized prototype, unitcell frequency response with 0V and 120V of bias voltage and measured radiation patterns [34].

  unit cell is proposed. The unit-cell is formed by two nested split ring slots formed as microfluidic channels that can be filled by fluids. Split regions in the slots are realized by injecting liquid metal into the channels (Fig. 1.18). Beam steering is obtained by implementing rotational phase shifting when moving the liquid metal in the slots. Due to the circular symmetry of the unit cell, the rotation of the element is achieved with the controlled displacement of the liquid metal resulting in a shift of the transmitting phase equal to twice the angle of rotation. The major advantage of this structure is the 0 • -360 • continuous phase shifting capability provided by the displacement of the conductive fluid inside the ring channels. Several passive prototypes working at 8.8 GHz are fabricated on a glass substrate carrying a patterned metal film, and the slot channels are formed by Polydimethylsiloxane (PDMS) (Fig. 1.18). The rotation angle considered are between 0 • and 90 • . The measured scattering parameters in waveguide are shown in Fig. 1.19. The estimated insertion loss

Figure 1 . 18 :FrequencyFigure 1 . 19 :

 118119 Figure 1.18: Reconfigurable unit-cell based on microfluidic split-ring resonators [35].

Figure 1 . 20 :

 120 Figure 1.20: Photograph and layer stackup of the active transmitarray submodule. Simulated and measured radiation patterns at 20 GHz and 30 GHz [36].

Fig. 1 . 22 .

 122 Fig. 1.22. The insertion losses are 4.3 dB and 4.9 dB for the 0 • and 180 • states and 8.2 dB and 9.8 dB for the 90 • and 270 • states. A prototype of 22 × 22 unit cells at 34.8 GHz has been realized and tested. 3420 MEMS switches are integrated in the antenna to obtain a ±40 • tilting capability. The measured radiation patterns are shown in Fig. 1.22. The maximum gain is 9.2 dBi with total losses of 11.2 dB. The high insertion losses, due to the low reliability of the actual MEMS technology, lead to very poor power efficiencies and it is actually the main limiting aspect of this approach.

Figure 1 . 21 :

 121 Figure 1.21: 3D sketch of the A-F-A array, scheme and model of the coupling resonators presented in [37]. Measured radiated pattern in the H-plane for the two arrays designed at 16 GHz and 32 GHz for several scanning angles.

Figure 1 . 22 :

 122 Figure 1.22: Scheme and picture of the unit-cell with stripline resonator and integrated MEMS switches. Measured unit-cell scattering parameters. Measured radiation patterns on E-and H-planes [38].

FrequencyFigure 1 . 23 :

 123 Figure 1.23: 3D sketch of the MEMS devices produced by CEA-LETI and used in the transmitarray unit-cell implementation. Measured scattering parameters in waveguide setup [39].

quantization): 0 •Figure 1 . 24 :

 0124 Figure 1.24: Side view, top view and bottom view of the reconfigurable 1-bit unit cell based on p-i-n diodes [40].

FrequencyFigure 1 . 25 :

 125 Figure 1.25: Simulated and measured S-parameters (magnitudes) in the two phase states in waveguide WR90. Simulated and measured phase difference [40].

Figure 1 . 26 :

 126 Figure 1.26: Measured gain of the transmit-array for the different phase distribution in H-plane [40].

Figure 1 .

 1 Figure 1.27: Unit-cell based on 4 p-i-n diodes with 1 bit of phase quantization and linear polarization control. Measured scattering parameters in waveguide [41].

Figure 1 . 28 :Figure 1 . 29 :

 128129 Figure 1.28: Coverage of the Eutelsat satellite KA-SAT in the ITU region 1 [42].

Fig. 1 .

 1 28, the coverage of the Eutelsat Kasat satellite launched in 2011 for the coverage of the ITU region 1 (Europe, Middle-East and North Africa) is shown with the different spot beams used. At each color corresponds one polarization (LH, RH) and one sub-channel. Several radiation pattern masks are given by the principal standardization and regulation institutions in order to avoid co-channel interference and warranty the appropriate coverage on the different world regions. The International Telecommunication Union (ITU), the Federal Communications Com-mission (FCC) and the European Telecommunications Standard Institute (ETSI) provide the requirements for earth and satellite stations for the different services. In particular, fixed earth stations and earth stations on mobile platforms (ESOMPs) must respect different regulations.

Figure 1 . 30 :

 130 Figure 1.30: Radiation masks provided by ITU S.465-6, S.580-6 [46] and provided by FCC [47] 25.209 for the earth station.

Figure 1 . 31 :

 131 Figure 1.31: Radiation masks provided by FCC 25.138[START_REF][END_REF] for the earth station and by ETSI EN 303 978[START_REF]ETSI standards[END_REF] for the earth stations on mobile platforms (ESOMPs).

  FCC 25.138 gives different limits shown in Fig. 1.31. For ESOMPs, the ETSI recommendation EN 303 978 gives the limits on EIRP for the co-and cross-polar components shown in Fig. 1.31. These limits are the same as the ones defined in the regulation FCC 25.138 within ±3 • on the GSO plane. In other planes, the CHAPTER 1. INTRODUCTION limits are less stringent.

Figure 1 . 32 :

 132 Figure 1.32: Sketch of a heterogeneous wireless network with backhauling channels.

Figure 1 . 33 :

 133 Figure 1.33: Rain attenuation in dB/km across frequency at various rainfall rates. The rain attenuation at 28 GHz has an attenuation of 7 dB/km for a very heavy rainfall of 25 mm/hr. Attenuation caused by atmospheric absorption. It is 0.012 dB over 200 m at 28 GHz and 0.016 dB over 200 m at 38 GHz.

Figure 1 . 34 :

 134 Figure 1.34: Experimental setup and measured path losses at 28 GHz in the experiment carried out at the NYU, US [53].

  Figs.1.36, 1.37. 
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 136 Figure 1.36: Radiation masks provided by ETSI EN 302 217-4-2 [47] for the point-to-point links in the 24-30 GHz band. Antenna classes 2, 3 and 4 are reported.

Figure 1 . 37 :

 137 Figure 1.37: Radiation masks provided by ETSI EN 302 217-4-2 [47] for the point-to-point links in the 30-47 GHz band. Antenna classes 2, 3A and 4 are reported.

  , the design, modelling and measurements of transmitarrays in circular polarization based on the sequential rotation technique are presented. A simulation tool based on a hybrid modelling technique is proposed to accurately predict the radiation performance at low computational cost. Several sequential rotation schemes are considered based on the theory developed for traditional phased array antennas.

Figure 2 . 2 :

 22 Figure 2.2: Scheme of the setup considered in a first-order analysis for T =4.

Figure 2 . 3 :

 23 Figure 2.3: Simulated co-polar radiation pattern of the three horn antennas (Flann 22240-10 (WR-28), ATM 28-440-6 (WR-28) and ATM 34-440-6 (WR-34)) compared with the cosine function.

Table 2 . 2 :

 22 Geometrical dimensions of the horn antennas considered as feed (Fig. 2.3). horn model a b c Flann 22240-10 (WR-28) 11.5 7.2 12.0 ATM 28-440-6 (WR-28) 10.6 7.8 12.7 ATM 34-440-6 (WR-34) 13.5 9.9 15.0

Figure 2 . 4 :

 24 Figure 2.4: Simulated and measured co-polar radiation pattern of a WR34 standard gain horn with 10 dBi of nominal gain in the horizontal (a) and vertical (b) planes.

Figure 2 . 5 :

 25 Figure 2.5: Measured co-polar (a) and cross-polar (b) radiation patterns of a WR34 standard gain horn with 10 dBi of nominal gain in the horizontal plane.

  formed in the model by a first antenna working in receiving mode connected to another one working in transmitting mode separated by at least a ground plane. The connection can be realized in different ways such as a metallized via or coupling slots. Several unit-cells are designed to realize the different phase shifts. The frequency response is optimized for each one by using numerical simulations and considering the whole structure in a periodic lattice. By considering periodic boundary conditions and Floquet port excitations, the scattering parameters S m are calculated for each unit-cell. The radiation pattern (directivity) associated to the receiving and transmitting antennas, H Rx m (θ m , φ m ) and H T x m (θ m , φ m ), are calculated by considering another setup. Only half of the unit-cell is excited with a lumped port excitation. Periodic boundary conditions are maintained on the edges of the unit-cell. A scheme of the unit-cell model is shown in Fig. 2.6.

Figure 2 . 6 :

 26 Figure 2.6: Schematic view of the setup used for the calculation of the unit-cell scattering parameters (a) and (b) radiation patterns.

Figure 2 . 7 :

 27 Figure 2.7: Scheme of the model used for the analysis of transmitarray antennas.

Figure 2 . 8 :

 28 Figure 2.8: Schematic view of the power budget quantities considered in the proposed transmitarray model.

3 .

 3 Fig. 2.11. These parameters are referred to the right-handed circular polarization (RHCP) at port 2 and have been obtained with the correct combination of the two TE and TM orthogonal Floquet modes excited in the structure, as reported in Appendix A. The insertion loss equals 0.2 dB at 30 GHz, and the 1-dB transmission bandwidth spans between 28.5 GHz and 31.4 GHz, which corresponds to a 10% fractional bandwidth. The return loss remains below 10 dB between 28.6 and 31.8 GHz for both receiving (port 1) and transmitting (port 2) layers. Similar scattering parameters are obtained for the different angles of rotations ψ c using the same simulation setup.The radiation patterns of the unit-cell from the receiving and transmitting sides have been calculated by using a lumped port excitation and proper radiation boundary conditions (Figs. 2.6, 2.10). For the circularly-polarized side, the broadside gain in right-handed circular polarization is 4.7 dBi at 30 GHz and the 3-dB beam-width is 86 • on the two principal planes (Fig.2.12). The cross-polarized component is 27 dB below. The broadside gain is higher than 2.7 dBi between 28.0 and 31 GHz and the cross-polarization discrimination is higher than 15 dB between 29.5 and 30.4 GHz.

Figure 2 . 9 :

 29 Figure 2.9: Scheme of the circularly-polarized unit-cell. Receiving and transmitting layers. All the dimensions are listed in Table 2.3.

Figure 2 . 10 :

 210 Figure 2.10: Full-wave simulation setup used to calculate the radiation patterns for the transmitting layer (ψ c = 0 • ). A similar configuration has been considered for the receiving layer side.

Figure 2 . 11 :

 211 Figure 2.11: Scattering parameters magnitudes of the unit-cell simulated with periodic boundary conditions and Floquet port excitations (ψ l = ψ c = 0 • ). A similar behavior is obtained for the different values of ψ c .

Figure 2 . 12 :

 212 Figure 2.12: Radiation pattern at 29.4, 30 and 30.4 GHz (a), broadside realized gains and axial ratio (b) of the unit-cell from transmitting circularly-polarized side.

Figure 2 . 13 :

 213 Figure 2.13: Radiation pattern at 28, 30 and 31 GHz (a) and broadside realized gains (b) of the unit-cell from receiving linearly-polarized side.

The 10 -

 10 dBi standard gain horn antenna in WR-34 manufactured by ATM (ATM 34-440-6, [77]) is used as focal source. The inter-element spacing is 0.5λ 0 (5 mm) at 30 GHz. A focal distance of 60 mm (F/D = 0.6, where D = 100 mm is the size of the antenna panel) is obtained by maximizing the broadside gain (Fig. 2.14). This point corresponds to a trade-off between the spillover losses and tapering losses. For the transmitarray without rotations, a maximum gain in the broadside direction of 24.7 dBi is obtained at 30 GHz. The corresponding axial ratio, which is identical to the AR of the single unit-cell, equals 1.65 dB at 30 GHz with a minimum of 0.35 dB at 29.6 GHz and a 3-dB bandwidth of about 1.5 GHz (5%)(Fig. 2.15).

Figure 2 . 14 :

 214 Figure 2.14: Broadside gain and efficiency of the 400-elements transmitarray without rotations at 30.0 GHz as a function of the focal distance F .

Figure 2 . 15 : 1 (

 2151 Figure 2.15: Axial ratios in the broadside direction for the transmitarray without and with sequential rotation schemes of Fig. 2.16(f),(g),(h).

Figure 2 . 16 :

 216 Figure 2.16: Scheme of sequential rotations applied to the transmitting layer of the transmitarray: without rotations (a); with rotations of 0 • /90 • (b) in a chessboard arrangement; with rotations of 0 • /60 • /120 • (c), 0 • /120 • /240 • (d) in a diagonal arrangement; with rotations of 0 • /45 • /90 • /135 • (e), 0 • /90 • /180 • /270 • (f) in a clockwise arrangement; with rotations of 0 • /90 • /180 • /270 • in two different rotated sub-array arrangements (g, h). The corresponding receiving layers are formed by different arrangements of linearly-polarized patch antennas rotated by ψ l = 0 • ,180 • accordingly with Eqns. 2.13, 2.14.

Figure 2 . 17 :Figure 2 . 18 :

 217218 Figure 2.17: Phase distributions applied to the transmitarray surface with the different schemes of rotations (w/o rotations (a), clockwise (b), 4-element sub-array (c, d) rotations). These schemes correspond to the rotation configurations (a), (f), (g) and (h) of Fig. 2.16, respectively.

  technique is highly sensitive to variations of the single element radiation pattern. This setup, shown in Fig. 2.19(b), is formed by 4 × 4 sub-arrays of sequentially rotated transmitting layer patches, which is the periodicity of the selected arrangement shown in Fig. 2.16(h). Only one patch is fed with a lumped port, as already shown in Fig. 2.10, and all the others are closed on a matched load. Periodic conditions are applied at the boundaries. Four different simulations have been performed for the four different angles of rotations (ψ c ), taking into account the real environment and mutual couplings of each patch antenna, as shown in Fig. 2.20. The obtained directivity is shown in Fig. 2.21 for the different values of ψ c . Asymmetries in the co-polarized pattern (RHCP) and significantly higher cross-polarized levels (LHCP) are the main observed effects if compared with the setup used to calculate the embedded pattern of a transmitarray without rotations. The worst case corresponds to the unit-cell with ψ c = 180 • (solid grey line in Fig. 2.21(b)) for which the cross-polarized gain is 22 dB higher at broadside if compared to the results given by the first simulation setup (black bold line in Fig. 2.21(b)).Moreover, there is an error in the phase difference of the RHCP electric field between the four cells, mainly outside the angular region (-30 • , 30 • ), as shown in Fig.2.21(c). Both of the effects are due to the mutual coupling between the CP antennas in the irregular lattice.With the transmitarray simulation technique and the radiation patterns of the unit-cells in their sub-array environment, an optimal focal distance of 52 mm (F /D = 0.52) at 30 GHz has been found as a best trade-off between spillover loss and illumination tapering.
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 219220 Figure 2.19: Simulation setup considered for the calculation of the embedded pattern of a transmitarray without (a) and with (b) sequential rotations.

Figure 2 . 21 :

 221 Figure 2.21: Embedded pattern of the single unit-cell calculated at 30.0 GHz with the setup shown in Fig. 2.19; Co-polar (a) and cross-polar (b) magnitudes, co-polar phases (c).

Figure 2 .

 2 Figure 2.22: Co-and cross-polarized broadside CP gains for the transmitarray without rotations (A; Fig. 2.16a) and for the transmitarray with sequential rotations (B; Fig. 2.16h). The unit cell embedded patterns have been calculated with the two setups of Fig. 2.19 for the two transmitarrays, respectively.

Figure 2 . 23 :

 223 Figure 2.23: Photograph of the measurement setup in anechoic chamber (a). Photographs of the realized prototype (receiving and transmitting layer) (b) and microscope images of the single unit-cell on the array surface (c).

Figure 2 . 24 :

 224 Figure 2.24: Broadside axial ratio for the transmitarray without rotations (A; Fig. 2.16a) and for the transmitarray with sequential rotations (B; Fig. 2.16h). The unit cell embedded patterns have been calculated with the two setups of Fig. 2.19 for the two transmitarrays, respectively.

Figure 2 . 25 :

 225 Figure 2.25: Simulated and measured axial ratio for the transmitarray with rotations (B; Fig. 2.16h) in the main beam region (15 • ,15 • ) at 28, 30 and 32 GHz.

Figure 2 . 26 :Figure 2 . 27 :

 226227 Figure 2.26: Simulated and measured radiation patterns (co-polar and cross-polar components in circular polarization) in the horizontal plane at 30 GHz.

Figure 2 . 28 :

 228 Figure 2.28: Simulated and measured radiation patterns (co-polar and cross-polar components in circular polarization) in the horizontal plane at 29 GHz.

Figure 2 . 29 :

 229 Figure 2.29: Simulated and measured radiation patterns (co-polar and cross-polar components in circular polarization) in the horizontal plane at 31 GHz.

Figure 2 . 30 :

 230 Figure 2.30: Simulated and measured radiation patterns (co-polar and cross-polar components in circular polarization) in the horizontal plane at 32 GHz.

  3.1). Two-port measurements of their scattering parameters on a coplanar transmission line fabricated on a FR4 substrate have been performed up to 35 GHz with the SOLT (Short-Open-Load-Through) calibration kit Picoprobe CS-9, manufactured by GGB Industries [84] in order to extract their equivalent lumped-element models. The coplanar line dimensions are selected in order to accommodate the diodes and use microwave probes with ground-signal-ground configuration and 350 µm of pitch. The measurement setup used is shown in Fig. 3.2. The measured scattering parameters are reported in Fig. 3.3. In the forward (I bias = 10 mA) and reverse (V bias = 1.2 V) states, the device is modelled with the circuits shown in Fig. 3.4. A series L-R circuit (R ON = 4.2 Ω, L ON = 0.05 nH) and a shunt R-C circuit (R OF F = 300 kΩ, C OF F = 42 fF)

Figure 3 . 1 :

 31 Figure 3.1: Scheme and geometrical dimensions (in millimetres) of the p-i-n diode Flip-chip packaging MA4AGP907 manufactured by M/ACOM technologies [83].

Figure 3 . 2 :

 32 Figure 3.2: Photograph of the setup used for the characterization of the p-i-n diode. It includes: a diode mounted on a coplanar line, two microwave probes (GSG configuration with 350 µm of pitch), a VNA and a DC power supply.

Figure 3 . 3 :

 33 Figure 3.3: Simulated and measured scattering parameters (magnitudes (a, c) and phases (b, d)) of the p-i-n diode in the reverse (a, b) and forward (c, d) states.

Figure 3 . 4 :

 34 Figure 3.4: Equivalent circuit model for a p-i-n diode in the reverse (a) and forward (b) states. R ON = 4.2 Ω, L ON = 0.05 nH, R OF F = 300 kΩ, C OF F = 42 fF.

Figure 3 . 5 :

 35 Figure 3.5: Scheme of the unit-cell architecture. Exploded view (a), receiving layer (b), biasing layer (c) and transmitting layer (d). Details of the model used for the diodes in the full wave simulations are given in the circular inset.

Figure 3 . 6 :

 36 Figure 3.6: Scattering parameters simulated for the RF/DC decoupling circuit formed by a distributed capacitor of area 2.5 × 0.5 mm 2 . Inset: 3D sketch of the simulation setup.

  Fig.3.7(c). This error is mainly due to the non-symmetrical geometry of the passive patch and the relative positions of the two patch antennas. This is also confirmed by the reflection coefficients (Fig.3.7) which are different from the two receiving and transmitting sides.

Figure 3 . 7 :

 37 Figure 3.7: Scattering parameters (magnitude (a) and phases (b)) of the unit-cell simulated with periodic boundary conditions and Floquet port excitation.

Figure 3 . 8 :

 38 Figure 3.8: 3D sketch of the simulation setup used for the radiation pattern calculation. A Floquet port is placed in front of the active patch antenna side. A radiation boundary is placed in front of the active patch side. For the calculation of the radiation pattern from the opposite side these two conditions are inverted.

Figure 3 . 9 :

 39 Figure 3.9: Broadside realized gain (a) and radiation pattern at 28.0, 29.0 and 30.0 GHz (b) in the H-plane of the unit-cell active layer. A Floquet port is placed in front of the passive patch antenna side. A radiation boundary is placed in front of the active patch side.

Figure 3 . 10 :

 310 Figure 3.10: Broadside realized gain (a) and radiation pattern at 28.0, 29.0 and 30.0 GHz (b) in the H-plane of the unit-cell passive layer. A Floquet port is placed in front of the active patch antenna side. A radiation boundary is placed in front of the passive patch side.

  Similar considerations are valid for the other phase state. With angles between 10 • and 40 • in the E-plane, the simulated reflection and transmission coefficients are shown in Fig. 3.11. The reflection coefficient (Fig. 3.11(a)) from the port 1 (active patch) is under -10 dB within the nominal bandwidth for all the incidence angles. This bandwidth is extended by about 900 MHz towards lower frequencies for an incidence of 40 • . Similar considerations are valid for the reflection coefficient on the opposite side (Fig. 3.11(c)). The minimum insertion loss (Fig. 3.11(b)) increases with the angle of incidence but it is always lower than 1.2 dB within the nominal bandwidth (27.5 -31.0 GHz). With angles between 10 • and 40 • in the H-plane, the simulated reflection and transmission coefficients are shown in Fig. 3.12. The reflection coefficient (Fig. 3.12(a)) from the port 1 is under -10 dB within the nominal bandwidth for incidence angles up to 30 • . This bandwidth is extended by about 900 MHz towards lower frequencies for 30 • incidence. With 40 • incidence, the reflection losses are higher with a minimum of 7 dB in the nominal bandwidth. Similar considerations are valid for the reflections on the opposite side (Fig. 3.11(c)). The minimum insertion loss (Fig. 3.11(b)) increases with the angle of incidence and it is lower than 1.7 dB for angles of incidence up to 30 • within the nominal bandwidth. With 40 • , the losses increase significantly but the 3-dB bandwidth is always larger than the nominal bandwidth.
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 311 Figure 3.11: Scattering parameters simulated with different incidence angles in the E-plane: S 11 (a), S 21 (b), S 22 (c).

Figure 3 . 12 :

 312 Figure 3.12: Scattering parameters simulated with different incidence angles in the H-plane: S 11 (a), S 21 (b), S 22 (c).

Figure 3 . 13 :

 313 Figure 3.13: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the unit-cell for different values of L 1 , L 2 and L 3 .

Figure 3 . 14 :

 314 Figure 3.14: Full-wave simulation setup of the unit-cell in waveguide.

Figure 3 . 15 :

 315 Figure 3.15: Simulated and measured scattering parameters magnitudes (0 • state) in WR-28 waveguide: S 11 , S 21 (a) and S 22 (b).

Figure 3 . 16 :

 316 Figure 3.16: Simulated and measured scattering parameters magnitudes (180 • state) in WR-28 waveguide: S 11 , S 21 (a) and S 22 (b). Simulated and measured phase difference between the two states (c).

Figure 3 . 17 :

 317 Figure 3.17: Photograph of the unit-cell prototype (receiving (a) and transmitting (b) layers) and cut-view on the horizontal axis of the structure. Dimensions are given in millimeters.

Figure 3 . 18 :

 318 Figure 3.18: Photograph of the full measurement setup in standard waveguide WR-28 used for the characterization.

Figure 3 . 19 :

 319 Figure 3.19: Scheme of the waveguide setup used to test the unit-cell. Dimensions are given in millimeters.

  (c). Further full-wave simulation studies performed with the complete setup have shown their negligible impact on the frequency response of the unit-cell. This prototype has been tested in the waveguide simulator shown in Figs.3.18, 3.19. In order to de-embed the waveguide sections and coax-to-waveguide adaptors from the unitcell scattering parameters, a TRL calibration with waveguide standards has been performed.The two thin ad-hoc transitions from the WR-28 sections to the square unit-cell sections are not deembedded. Indeed, the unit-cell section (5.1 × 5.1 mm 2 ) does not allow the propagation of the fundamental TE10 mode at 29 GHz (its cut-off frequency is 29.4 GHz) so that the transitions cannot be included in the calibration process. The measured scattering parameters show minimum insertion losses of 1.09 dB and 1.29 dB for the 0 • -and 180 • -states, respectively (Figs. 3.15, 3.16). The absolute 3-dB transmission bandwidth is 27.0-30.2 GHz and 26.7-31.2 GHz in the 0 • -and 180 • -phase states, respectively. The relative 3-dB transmission bandwidth (i.e. with the minimum insertion loss as reference) is 26.8-30.8 GHz and 26.7-32.0 GHz in the 0 • -and 180 • -phase states, respectively. The additional losses of about 0.3 dB, when compared to the simulations, are attributed to the fabrication uncertainties and the neglected adaptor sections during the deembedding process. The measured phase difference between the two transmission states equals 180 • at 28.5 GHz and the maximum error in the transmission bandwidth is 13

First, a simulation

  Fig. 3.21(c) show negligible effects on the frequency response of the unit-cell.

Figure 3 . 20 :

 320 Figure 3.20: Unit-cell with ten bias lines accommodated in the transmitting (a) and biasing (b) layers. Scattering parameters magnitudes for the single unit-cell without and with ten bias lines (c).

Figure 3 . 21 :Figure 3 . 22 :

 321322 Figure 3.21: Simulation setup used to evaluate the effects of the bias lines on the unit-cell frequency response: 3D sketch (a) and transmitting (b). Scattering parameters magnitudes for three unit-cells with bias lines compared to the single unit-cell (c).

Figure 3 . 23 :

 323 Figure 3.23: Measured scattering parameters magnitudes (a, b) and phases (c) of the single unit-cell in waveguide with ten bias lines and a center bias signal connection.

Figure 3 . 24 :

 324 Figure 3.24: Measured scattering parameters magnitudes (a, b) and phases (c) of the single unit-cell in waveguide with ten bias lines and a side bias signal connection.

Figure 3 . 25 :

 325 Figure 3.25: Photographs of the tested unit-cell prototypes with integrated bias lines: center (a, c) and side (b, d) connections.

  3.27). Photographs of the realized prototype are shown in Fig. 3.28. The setup considered for the characterization is similar to the one presented previously except for a rotation of 90 • of the waveguide assembly on one side in order to allow the propagation of the TE10 mode excited from the rotated patch antenna. The measurement results are shown in Fig. 3.26. A good agreement has been found for both the 0 • and 180 • states with the numerical results obtained by considering the waveguide setup of Fig. 3.14. The discrepancies are attributed to the error of alignments between the rotated waveguides. The measured phase response, shown in Fig. 3.26(c), demonstrates the phase shift between the two states.

Figure 3 . 26 :Figure 3 . 27 :

 326327 Figure 3.26: Measured scattering parameters magnitudes (a, b) and phases (c) of the single unit-cell in waveguide with ten bias lines and passive patch rotated by 90 • .

Figure 3 . 28 :

 328 Figure 3.28: Photographs of the tested unit-cell prototypes with integrated bias lines and a 90 • rotation of the passive patch: active (a) and passive (b, d) patch layers.

  . The focal source considered is the one used in Chapter 2 (a standard WR34 waveguide horn with 10 dBi of nominal gain). The optimal focal distance (F = 60 mm, F /D = 0.6, Fig. 4.1) and the corresponding phase distribution shown in Fig. 4.2 have been calculated at 29.0 GHz. This value of F has been selected in order to maximize the broadside gain and it corresponds to a trade-off between the losses due to the spillover and the losses due to the illumination tapering. The maximum broadside gain is 23.8 dBi and the side lobe level (SLL) is better than -19.0 dB on the horizontal plane. The cross-polarization level is under 30 dB at broadside. The simulated frequency response of Fig. 4.3 shows a 1-dB gain bandwidth of about 8.5% (28.0-30.5 GHz). The radiation patterns at 27.4 and 31.0 GHz are shown in Fig. 4.4. 138 CHAPTER 4. RECONFIGURABLE TRANSMITARRAYS IN KA-BAND

Figure 4 . 1 :

 41 Figure 4.1: Simulated broadside gain and directivity of a 400-elements transmitarray based on the unit-cell of Chapter 3 and working in linear polarization.

Figure 4 . 2 :

 42 Figure 4.2: Radiation patterns in the φ = 90 • plane at 29.0 GHz for the co-polar linear polarization of a 400-elements transmitarray formed by the unit-cell design proposed in Chapter 3. Main beam at broadside and at -30 • with the corresponding phase distribution.

Figure 4 . 3 :

 43 Figure 4.3: Frequency response for the broadside beam configuration shown in Fig. 4.2.

Figure 4 . 4 :

 44 Figure 4.4: Radiation patterns in the φ = 90 • plane for the co-polar linear polarization at 27.4, 29.0 and 31.0 GHz of a 400-elements transmitarray formed by the unit-cell design proposed in Chapter 3.

  in the horizontal plane is shown in the inset of Fig. 4.2. The corresponding radiation pattern is shown in the same figure (grey line). The maximum gain is 22.0 dBi and the SLL is -13.3 dB in this configuration. The main radiation characteristics of the antenna with electronic beam steering up to -40 • in the φ = 90 • plane are summarized in Table 4.1. The maximum gain decreases from 23.8 dBi (broadside) to 19.8 dBi (θ 0 = -50 • ) because of the unit-cell gain variation in the same angular range (see Chapter 3).

  schemes in the analysis of passive transmitarrays proposed in Chapter 2.It is worth to notice that the active unit-cell side loaded by p-i-n diodes is placed on the receiving layer and the rotation is applied to the passive unit-cell side (transmitting layer). This leads to a very simple handling of the bias lines in the active unit-cell side since they all remain parallel to each other. The bias lines arrangement inside each unit-cell have been discussed in Chapter 3 and the final array layout is presented Section 4.3.

Figure 4 . 5 :

 45 Figure 4.5: Sequential rotations schemes considered in the transmitting layer: 4 × 4 subarray (a) and clockwise (b) arrangements.

Figure 4 . 6 :

 46 Figure 4.6: Layouts of the receiving and transmitting layers corresponding to the schemes of Fig. 4.5: 4 × 4 sub-array (a) and clockwise (b) arrangements.

. 2 )

 2 The 2D radiation patterns for the co-polar and cross-polar circularly-polarized components are shown in Fig.4.7(b,c) at 29.0 GHz. The maximum broadside gain is 20.8 dBi in right-handed circular polarization with a power efficiency of 58%. The co-polarized side lobes are 20.0 dB below. The left-handed CP component is 28.0 dB below at broadside, as summarized in Table4.2. The antenna power budget is given in Table4.3. However, the use of linearly-polarized unit-cells instead of circularly-polarized ones leads to high crosspolarized side lobes (-10.4 dB at 30 • , Fig. 4.7) in the two cardinal planes (φ = 0 • , φ = 90 • ). In order to improve these performances, the clockwise distribution of Fig. 4.5(b) has been considered. The phase distribution is given in Fig. 4.8(a). A sketch of the receiving and transmitting layers for this configuration is shown in Fig. 4.6(b). The states of the p-i-n diodes mounted on the receiving antenna are calculated accordingly with this phase distribution and the rotation scheme (Fig. 4.5(b)) and the resulting mask is shown in Fig. 4.9(a).

Figure 4 . 7 :

 47 Figure 4.7: Simulated radiation patterns (realized gains in circular polarization) in the φ = 90 • plane (a) and 2D maps (b,c) with the main beam at broadside and the rotation scheme shown in Fig.4.5(a). The calculated optimal phase distribution on the transmitting layer at 29.0 GHz is shown in the inset.

. 4 )Figure 4 . 8 :

 448 Figure 4.8: Phase distributions calculated for the clockwise rotation scheme (Fig. 4.5(a)) with 0 • (a, b), -20 • (c, d) and -40 • (e, f) tilted beams in the φ=90 • plane. Right-handed (a, c, e) and left-handed (b, d, f) circularly-polarized main beams. The receiving layer distributions, realized with the proper states of p-i-n diodes, for the configurations (a) and (b) are shown in Fig. 4.9.
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 49410411412 Figure 4.9: Receiving layer compensation masks for the phase distributions shown in Fig 4.8(a, b).

Figure 4 . 13 :

 413 Figure 4.13: Simulated radiation pattern (realized gain) in the φ = 45 • plane with main beam tilted at -20 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 14 :

 414 Figure 4.14: Simulated radiation patterns (realized gain) in the φ = 45 • plane with main beam tilted at -30 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 15 :

 415 Figure 4.15: Simulated radiation patterns (realized gain) in the φ = 45 • plane with main beam tilted at -40 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 16 :

 416 Figure 4.16: Simulated 2D radiation patterns (realized gain) with main beam tilted at -20 • (a, b), -30 • (c, d), -40 • (e, f) in the φ = 45 • . Co-polar RHCP (a, c, e) and cross-polar LHCP (b, d, f) components.

Figure 4 . 17 :

 417 Figure 4.17: Simulated radiation patterns (realized gain) in the φ = 45 • plane with the main beam tilted at -45 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 .

 4 Figure 4.18: Simulated 2D radiation patterns (realized gain) with the main beam tilted at -40 • in the φ = 20 • plane. Co-(a) and cross-polar (b) components.

Figure 4 . 19 :

 419 Figure 4.19: Random sequential rotation scheme applied to the transmitting layer of the transmitarray.

0°90°180°270°Figure 4 . 20 :

 420 Several random distributions have been generated automatically with a routine inside the analysis code presented in Chapter 2. The best configuration is chosen by considering the maximum broadside gain and the corresponding XPD. The maximum cross-polarized side lobe levels has been also monitored. The best phase distribution calculated for a broadside beam is given in the inset of Fig. 4.20. The radiation patterns in the three principal planes at 29.0 GHz are shown in Fig. 4.20. The gain is 20.8 dBi at broadside with a XPD greater than 35 dB in the main beam direction. The maximum SLL is -18.5 dB, -18.7 dB, -16.9 dB in the φ = 0 • , 45 • , 90 • , respectively. The frequency response is shown in Fig. 4.21. The co-polar gain is greater than 18.0 dBi between 27.5 and 31 GHz, as in the case of a regular clockwise distribution (markers). A minimum cross polarization discrimination of 33.0 dB is maintained in the same bandwidth. The capability to switch the polarization of the main beam is preserved as demonstrated Simulated radiation patterns (realized gain) in the φ = 90 • plane (a) and 2D maps (b,c). Inset: optimal phase distribution.
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 421422423 Figure 4.21: Frequency response of the 400-elements transmitarray with a broadside beam with the clockwise (markers) and random (solid lines) sequential rotation schemes of Fig. 4.5(b) and Fig. 4.19, respectively.
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 424425 Figure 4.25: Simulated radiation patterns (realized gain) in the φ = 45 • plane (a) and 2D maps (b,c) with the main beam tilted at -20 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 26 :

 426 Figure 4.26: Simulated radiation patterns (realized gain) in the φ = 45 • plane (a) and 2D maps (b,c) with the main beam tilted at -30 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 27 :

 427 Figure 4.27: Simulated radiation patterns (realized gain) in the φ = 45 • plane (a) and 2D maps (b,c) with the main beam tilted at -40 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 28 :

 428 Figure 4.28: Simulated radiation patterns (realized gain) in the φ = 20 • plane with the main beam tilted at -40 • in the same azimuthal plane. Inset: optimal phase distribution.

Figure 4 . 29 :

 429 Figure 4.29: Simulated co-polar (black curve) and cross-polar (markers) realized gain in correspondence of the main beam tilted at -40 • in the φ = 45 • plane as a function of the phase offset. Maximum cross-polar gain (gray curve) in all cut-planes as a function of the phase offset.

Figure 4 . 30 :

 430 Figure 4.30: Simulated radiation pattern (realized gain) in the φ = 45 • plane with main beam tilted at -40 • in the same azimuthal plane. Inset: optimal phase distribution with optimized phase offset (220 • ).

  4.31, 4.33) inside a quarter of the transmitarray (10 × 10 unit-cells). Symmetries allow to cover the full array area with the same architecture. The corresponding transmitting layer is shown in Fig. 4.32. Only the passive patch antennas with the random sequential rotation are realized on this layer.

Figure 4 . 31 :

 431 Figure 4.31: Quarter of the final array configuration (10 × 10 unit-cells), view of the receiving layer with 50 bias lines connected to the 2 × 50 pins 1.27-mm SMT connector with 2 × 50 pins.

Figure 4 . 32 :

 432 Figure 4.32: Quarter of the final array configuration (10 × 10 unit-cells), view of the transmitting layer.

Figure 4 . 33 :

 433 Figure 4.33: Quarter of the final array configuration (10 × 10 unit-cells), view of the biasing layer with 50 bias lines arrangement.

Figure 4 . 34 :

 434 Figure 4.34: Bias line arrangement on a half transmitarray row (both the receiving and biasing layers are visible).

Figure 4 . 35 :

 435 Figure 4.35: Scheme of the complete transmitarray prototype (receiving layer).

Figure 4 . 36 :

 436 Figure 4.36: Scheme of the complete transmitarray prototype (transmitting layer).

Figure 4 . 37 :

 437 Figure 4.37: Photograph of the setup used to test the control boards.

Figure 4 . 38 :

 438 Figure 4.38: Photographs of the realized transmitarray prototype in Ka-band.
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 4439 Fig. 4.43 for different frequencies (27.4, 29.0 and 31.0 GHz) in the 3-dB bandwidth. It is under 3 dB in the main beam region in all the cases.

Figure 4 . 40 :

 440 Figure 4.40: Simulated (solid lines) and measured (solid bold lines) realized gains in RHCP and LHCP at broadside and measured broadside axial ratio (markers).

Figure 4 . 41 :

 441 Figure 4.41: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. LHCP beam at broadside (vertical plane).

Figure 4 .

 4 Figure 4.42: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. RHCP beam at broadside (vertical plane).

- 15 -

 15 [START_REF] Florencio | Dual-polarisation reflectarray made of cells with two orthogonal sets of parallel dipoles for bandwidth and crosspolarisation improvement[END_REF].5 -10 -7.5 -5 -2.5 0 2.5 5 7.5 10 12.

Figure 4 . 43 :

 443 Figure 4.43: Simulated and measured axial ratio in the main beam angular region (broadside configuration) at 27.4, 29.0 and 31.0 GHz.

Figure 4 . 44 :

 444 Figure 4.44: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the horizontal plane. LHCP beam at -30 o (horizontal plane).

Figure 4 .

 4 Figure 4.45: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the horizontal plane. RHCP beam at -30 o (horizontal plane).

Figure 4 .

 4 Figure 4.46: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the horizontal plane. LHCP beam at 40 o (horizontal plane).

Figure 4 . 47 :

 447 Figure 4.47: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the horizontal plane. RHCP beam at 40 o (horizontal plane).

Figure 4 . 48 :

 448 Figure 4.48: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. LHCP beam at -30 o (vertical plane).

Figure 4 .

 4 Figure 4.49: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. RHCP beam at -30 o (vertical plane).

Figure 4 . 50 :

 450 Figure 4.50: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. LHCP beam at 40 o (vertical plane).

Figure 4 .

 4 Figure 4.51: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the vertical plane. RHCP beam at 40 o (vertical plane).

Figure 4 .

 4 Figure 4.52: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the diagonal plane. LHCP beam at -20 o (diagonal plane).

Figure 4 . 53 :

 453 Figure 4.53: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the diagonal plane. RHCP beam at -20 o (diagonal plane).
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Figure 4 . 54 :

 454 Figure 4.54: Simulated and measured axial ratio in the main beam angular region (-20 o tilted beam in the diagonal plane) at 27.4, 29.0 and 31.0 GHz.

Figure 4 .

 4 Figure 4.55: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the diagonal plane. LHCP beam at -40 o (diagonal plane).

Figure 4 . 56 :

 456 Figure 4.56: Simulated (solid lines) and measured (solid bold lines) radiation patterns (realized gain) at 29.0 GHz in the diagonal plane. RHCP beam at -40 o (diagonal plane).
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 457458 Figure 4.57: Measured radiation patterns (LHCP realized gain) at 29.0 GHz in the horizontal plane with different steering angles.

Figure 4 . 59 :

 459 Figure 4.59: Measured radiation patterns (LHCP realized gain) at 29.0 GHz in the vertical plane with different steering angles.

Figure 4 . 60 :Figure 4 . 61 :

 460461 Figure 4.60: Measured radiation patterns (RHCP realized gain) at 29.0 GHz in the vertical plane with different steering angles.

- 90 -Figure 4 . 62 :

 90462 Figure 4.62: Measured radiation patterns (RHCP realized gain) at 29.0 GHz in the diagonal plane with different steering angles.

of

  Fig. 5.1(d), contains the biasing lines. All geometrical dimensions are defined in Fig. 5.1 and reported in Table5.1.

Figure 5 . 1 :

 51 Figure 5.1: Scheme of the unit-cell architecture. Exploded view (a), transmitting layer (b), biasing layer (c), receiving layer (d) and cut view (e).

Figure 5 . 2 :Figure 5 . 3 :

 5253 Figure 5.2: Scheme of the HFSS model used to calculate the scattering parameters for the unit-cell of Fig. 5.1.

Figure 5 . 4 :

 54 Figure 5.4: Broadside realized gains, axial ratio (a) and radiation pattern at 28.4, 28.8 and 29.4 GHz (b) of the unit-cell simulated with periodic boundary conditions.

  5.2). Only the unit-cell in the state 0 • is considered in this study. Similar considerations are valid for the other phase state. With angles between 10 • and 40 • in E-plane (considering the receiving layer patch orientation as reference) the simulated reflection and transmission coefficients are shown in Fig. 5.5. The reflection coefficient (Fig. 5.5(a)) from the port 1 (active patch) is under -10 dB within the nominal bandwidth for incidence angles up to 30 • . This bandwidth is extended by about 500 MHz towards lower frequencies in the 40 • case. For the reflection coefficient on the opposite side (Fig. 5.5(c)), the S 22 is under -8 dB for all the incidence angles. As expected, the minimum insertion loss (Fig. 5.5(b)) increases with the angle of incidence but it is always lower than 1.5 dB. The 3-dB bandwidth covers always the nominal frequency band (27.5 -31.0 GHz). With angles between 10 • and 40 • in H-plane (considering the receiving layer patch orientation as reference), the simulated reflection and transmission coefficients are shown in Fig. 5.6. The considerations on the reflection coefficients done for the E-plane oblique incidence are still valid in the H-plane (Fig. 5.6(a, c)). The minimum insertion loss (Fig. 5.5(b)) increases with the angle of incidence but it is lower than 1.6 dB for all the angles of incidence. The 3-dB bandwidth covers the nominal bandwidth up to 30 • . At 40 • , the losses increase significantly between 29.0 and 30.0 GHz and the 3-dB bandwidth is reduced by about 300 MHz.

Figure 5 . 5 :

 55 Figure 5.5: Scattering parameters simulated with different incidence angles in the E-plane: S 11 (a), S 21 (b) and S 22 (c).

Figure 5 . 6 :

 56 Figure 5.6: Scattering parameters simulated with different incidence angles in the H-plane: S 11 (a), S 21 (b) and S 22 (c).

  1 and misalignments between layers, has shown that these three parameters have the most important impact on the unit-cell frequency response. A variation of ±30 µm, which is a reasonable maximum error for PCB technology, has been selected. The unit-cell in the 0 • -phase state with peri-odic boundary conditions and normal incidence has been considered. The magnitudes of the scattering parameters are plotted in Fig.5.7 for L 2 (x) and L 2 (y) variations. A variation of ±30 µm of L 2 along x and y does not have an important effect on the reflection coefficients S 11 and S 22 . Only the variation L 2 (x) + 30µm increases the return loss by about 5 dB from port 1 and 3 dB from port 2 at 29 GHz (Fig. 5.7(a, c)). The variation of ±30µm along x and along y produces a frequency shift of ±100 MHz on S 21 (Fig. 5.7(b)) in the transmission bandwidth, with 0.5-dB increased insertion losses in the case of the +30µm variation. The magnitudes of the scattering parameters are plotted in Fig. 5.8 for L g2 and W g2 variations. There is no significant variation on the reflection coefficients S 11 and S 22 . Only the variation W g2 (x) -30µm degrades the return loss from port 2 (Fig. 5.8(a, c)). The same variation increases the insertion losses by about 0.5 dB, which is the most important effect (Fig. 5.8(b)).A variation of +30 µm of t 2 increases the reflection coefficient S 11 , but the 10-dB bandwidth still covers the nominal bandwidth (Fig.5.9(a)). The same variation on S 22 increases the reflection coefficients which are still below -9 dB (Fig.5.9(c)). The insertion losses are higher with a +30 µm variation (Fig.5.9(b)).Similar considerations for both the reflection and transmission coefficients are valid for the resonant length of the linearly-polarized patch L 1 on the receiving layer (Fig.5.9). Finally, the sensitivity analysis on the center metallized via diameter d V are shown in Fig.5.10.The performances are worse in the case d V + 30µm. In particular, the insertion losses are increased by about 0.5 dB (Fig.5.10). The variation of the broadside axial ratio for the different values of L 2 , L g2 , w g2 , L 1 , t 2 and d V is shown in Fig.5.11. A maximum frequency shift of 500 MHz can be observed with similar bandwidth and minima in all the cases. In addition, it is almost independent from the central via diameter variations.
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 57 Figure 5.7: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the unit-cell for different values of L 2 .

Figure 5 . 8 :

 58 Figure 5.8: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the unit-cell for different values of L g2 and w g2 .

Figure 5 . 9 :

 59 Figure 5.9: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the unit-cell for different values of L 1 and t 2 .

Figure 5 . 10 :

 510 Figure 5.10: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the unit-cell for different values of d V .

Figure 5 . 11 :

 511 Figure 5.11: Simulated broadside axial ratio of the unit-cell Fig. 5.1 for different values of L 2 , L g2 , w g2 , L 1 , t 2 , d V .

Figure 5 . 12 :

 512 Figure 5.12: Scheme of the four unit-cell architectures considered for generating the circular polarization in the transmitting layer. Dimensions are given in millimeters.

Figure 5 . 13 :

 513 Figure 5.13: Simulated scattering parameters magnitudes (S 11 (a), S 21 (b), S 22 (c)) of the different unit-cells shown in Fig. 5.12.

Figure 5 . 14 :

 514 Figure 5.14: Scheme of the waveguide setup for the first measurement in which the scattering parameters associated to the vertical polarization are measured.

Figure 5 . 15 :

 515 Figure 5.15: Scheme of the waveguide setup for the second measurement in which the scattering parameters associated to the horizontal polarization are measured.

Figure 5 . 16 :

 516 Figure 5.16: Scheme of the waveguide setup for the third measurement in which the scattering parameters associated to the transmission between the vertical and horizontal polarization are measured.

  in which the parameters S cell 1V 1V , S cell 1V 2V , S cell 2V 1V , S cell 2V 2V associated to the vertical polarization are extracted (Fig. 5.14); • Measurement H, in which the parameters S J2 1H1H , S J2 1H2H , S J2 2H1H , S J2 2H2H associated to the horizontal polarization are extracted (Fig. 5.15); • Measurement VH, in which the parameters S J2 2H2H , S J2 2H2V , S J2 2V 2H , S J2 2V 2V associated to the horizontal and vertical polarizations are extracted (Fig. 5.16).
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 61 Figure 6.1: 3D sketch of the sequential-lobing tracking radar principle. Only two beams for the tracking in elevation angle are considered for the sake of simplicity.

Figure 6 . 2 :

 62 Figure 6.2: Schemes of the lobes sequentially generated in the sequential-lobing radar. Four beams and conical scan.

Figure 6 . 3 :

 63 Figure 6.3: 3D sketch of the monopulse tracking radar principle. Only two beams for the tracking in elevation angle are considered for the sake of simplicity.

Figure 6 . 4 :

 64 Figure 6.4: Scheme of the receiver needed for a two-quadrant monopulse tracking radar with amplitude comparison.

Figure 6 . 5 :Figure 6 . 6 :

 6566 Figure 6.5: 3D sketch of the reconfigurable transmitarray for monopulse radar applications.

Figure 6 . 7 :Figure 6 . 8 :

 6768 Figure 6.7: Optimized phase distributions for the single-source configuration with main beam direction at broadside (Σ(a), ∆ (b,c) patterns) and tilted at 20 • in the horizontal plane (∆-pattern) (d).

  two higher modes inside the horn antenna used as focal source are exploited. By combining the signal associated to the different modes, signals associated to the Σ and ∆ patterns can be extracted. However, this configuration has not been investigated in detail due to the complexity and high realization costs of this kind of focal antenna.

Figure 6 . 9 :

 69 Figure 6.9: Photograph of the X-band monopulse radar based on a transmitarray antenna architecture in anechoic chamber.

Figure 6 . 10 :

 610 Figure 6.10: Simulated and measured Σ and ∆ radiation patterns at 10 GHz for the single source configuration with a broadside beam.

Figure 6 . 11 :

 611 Figure 6.11: Simulated and measured Σ and ∆ radiation patterns at 10 GHz for the single source configuration with a 20 • tilted beam.

Figure 6 .

 6 Figure 6.12: Measured ∆ radiation patterns for the single source configuration with a broadside beam (a) and a 20 • tilted beam (b) as a function of the frequency.

Figure 6 . 13 :

 613 Figure 6.13: Simulated realized gain as a function of the focal distance F and of the distance between the sources d in the focal plane.

Figure 6 . 14 :

 614 Figure 6.14: Optimized phase distributions for the multisource configurations with a beam direction at broadside (a) and tilted by 20 • (b) in the horizontal plane and 30 • (c), 40 • (d) in the vertical plane.

Figure 6 . 15 :

 615 Figure 6.15: Photograph of the X-band monopulse radar based on a transmitarray antenna architecture in anechoic chamber in the single and four sources configurations.

Figure 6 . 16 :

 616 Figure 6.16: Simulated and measured Σ and ∆ radiation patterns at 10 GHz for the foursources configuration with a broadside beam.

Figure 6 . 17 :Figure 6 . 18 : 0 Figure 6 . 19 :

 6176180619 Figure 6.17: Simulated and measured Σ and ∆ radiation patterns at 10 GHz for the foursources configuration with a 20 • tilted beam.

with microwave probes up to 35 1 )

 351 GHz and an equivalent lumped-element model has been extracted. The bias network realized includes a RF/DC decoupling circuit formed by capacitors in microstrip technology. The integration of several bias lines has been studied for the realization of large transmitarray configurations. A sensitivity analysis and the impact of oblique incidences have been also discussed. The realized prototype has been measured in standard WR-28 waveguide. Ad-hoc adaptors are included to reduce the impedance mismatch. A minimum insertion loss of 1.09 dB has been measured with a 3-dB relative bandwidth of 14.7% at 29.0 GHz. The relation between these two vectors is f = S • e, (A.2)

Figure A. 1 :Figure C. 1 :

 11 Figure A.1: Scheme of incident and emerging waves considered in the scattering parameters evaluation in circular polarization.

Finally, an optimization

  has been carried out through numerical simulations including in the 3D structure the microstrip transition and an end-launch connector of 50 Ω of characteristic impedance (C.2) [111]. The simulated reflection coefficient of Fig. C.3(a) is under -9.0 dB between 28.0 and 30.9 GHz. The broadside gain is 9.4 dBi at 29 GHz (Fig. C.6(b)) with a simulated radiation efficiency of 89%. The cross polarization discrimination is 22 dB at this frequency. A prototype has been fabricated and tested. The measured reflection coefficient shows a frequency shift of about 300 MHz (1%) due to the tolerances of the fabrication process. The measured radiation pattern shows a maximum gain of 9.5 dBi. The measured radiation patterns as a function of frequency are shown in Fig. C.4.

Figure C. 2 :

 2 Figure C.2: 3D sketch (a) and microstrip transition detail (b) for the 2 × 2 array of slot antenna designed in SIW technology.

Figure C. 3 :

 3 Figure C.3: Measured and simulated reflection coefficient (a) and radiation pattern in the vertical plane (E-plane) at 29 GHz (b) for the 2 × 2 array of slot antennas designed in SIW technology.

Figure C. 4 :

 4 Figure C.4: Measured 2D maps of the co-(a) and cross-polarized components (b) for the 2 × 2 array of slot antennas designed in SIW technology.

Figure C. 6 :Figure C. 7 :

 67 Figure C.6: Measured and simulated reflection coefficient (a) and broadside gain (b) for the 4 × 4 array of slot antennas designed in SIW technology.

Figure C. 8 :C. 3 0 Figure C. 10 :

 83010 Figure C.8: Measured 2D maps of the co-(a) and cross-polarized components (b) for the 2 × 2 array of slot antenna designed in SIW technology.
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 111 Figure C.11: Simulated and measured radiation patterns at 29 GHz of the co-and crosspolarized components (normalized gain) for the transmitarray with the 4 × 4 array of slot antennas designed in SIW technology: tilted beams at -20 • (a) and -40 • (b) in the horizontal plane.

Figure D. 2 :Figure D. 3 :We can consider that S adapt 21 = S adapt 12 ,b 1 = S adapt 11 a 1 + S adapt 12 a 2 .b 2 = S adapt 12 a 1

 23211211111222121 Figure D.2: Scheme of junction 2 connected to the adaptor in WR28 (L m =9 mm).
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 25222112211922221122112222312211121112212222222223221122222222122221222222222222223222231122222222222222221122222212 We define the three reflection coefficients Γ 1 , Γ 2 , Γ 3 (magnitude and phase) associated to the three lengths L 1 , L 2 , L 3 . Connecting the first short circuit, we havea 1 = Γ 1 b 1 .The same equation is valid for the other two short circuits by replacing Γ 1 with Γ 2 and Γ 3 . The following three equations associated to the three measurements can be found:S meas1From the solution of the previous system of equation, the scattering parameters of the adaptor can be calculated as:S adapt 11 = Γ 1 (Γ 2 -Γ 3 ), Γ 22 = Γ 2 (Γ 3 -Γ 1 ), Γ 33 = Γ 3 (Γ 1 -Γ 2 ). (D.16)The sign of the scattering parameter S adapt which gives an uncertainty of 180 • for its phase, can be easily determined by considering the length L m of the adaptor.The junction J2 is represented by the scattering matrix:

  )

Figure D. 4 :

 4 Figure D.4: Scheme of simulated waveguide setup. It includes: a simple narrow-band OMT formed by a square waveguide and two orthogonal rectangular WR-28 waveguides, a square waveguide (6.5 × 6.5 mm 2 ), two waveguide adaptors, the unit-cell PCB and a rectangular WR-28 waveguide. Simulated electric-field at 29 GHz.

Figure D. 5 :

 5 Figure D.5: Simulated scattering parameters of the measurements setup in magnitude (a) and phase (b) for the 0 • -state.

  

  

  

  

  

  • , 2 • or 2.5 • if the antenna size D/λ is greater than 50, between 50 and 33.3 or less than 33.3, respectively.

Table 2 .

 2 1: Angles of rotations assigned to the antenna m for different T and p values.

	T	2	3	3	4	4
	p	1	1	2	1	2

  .10) With n = 4, 10 dBi of maximum gain are obtained, as shown in Fig. 2.3. The corresponding beam-width is 65.5 • . Different real focal sources are compared, in particular three standard gain horn antennas manufactured by Flann Microwave [76] and ATM [77]: Flann 22240-10

(WR-28), ATM 28-440-6 (WR-28),

. Their geometrical dimensions are listed in Table

2

.2. Their radiation patterns at 29 GHz in the two cardinal planes have been compared with the ideal cosine function (Fig.

2

.3). The broadside gain is lower for the two horns in WR28 than for the ATM 34-440-6, but higher values of radiation in the angular range between 60 • and 90

Table 2

 2 

		mm		mm
	p	5	d V	0.2
	l l	2.6	d h	0.7
	w l	2.7	h s 0.508
	l c	2.7 x 01 0.45
	t	0.77 x 02	0.4

.3.

Table 2.3: Unit-cell geometrical dimensions.

Table 2 .

 2 4: Simulated radiation characteristics at 30 GHz of a 400-elements transmitarray with the sequential rotation schemes of Fig.2.16. AR and XPD calculated on a 10% fractional bandwidth.

	T	1	2	3	
	p	1	1	1	2
	Rotations ( • )	-	0/90	0/60/120 0/120/240
	Distribution	(a)	(b)	(c)	(d)
	Arrangement	w/o rotations chessboard	diagonal	
	Relative Gain (dB)	-	-0.5	-0.4	-0.4
	Max SLL (φ=0 • , 45 • )(dB)	-21.0,-16.0	-22.0,-20.0 -16.6,-18.6 -19.6,-15.6
	Max AR (dB)	5.0	1.25	0.61	0.75
	Min XPD (dB)	11	23	29	28

• ,180 • accordingly with Eqns. 2.13, 2.14.

Table 2 .

 2 5: Simulated radiation characteristics at 30 GHz of a 400-elements transmitarray with the sequential rotation schemes of Fig.2.16. AR and XPD calculated on a 10% fractional bandwidth.

	T		4		
	p	1		2	
	Rotations ( • )	0/45/90/135		0/90/180/270	
	Distribution	(e)	(f)	(g)	(h)
	Arrangement	clockwise	sub-array I sub-array II
	Relative Gain (dB)	-0.5	-0.5	+0.3	-0.2
	Max SLL (dB)	-16.5,-19.5	-21.5,-18.5 -18.0,-14.0	-19.9,-20.9
	Max AR (dB)	0.7	0.15	0.22	0.3
	Min XPD (dB)	28.5	40	38	

Table 2 .

 2 6: Power budget and radiation characteristics at 30 GHz for the realized prototype with sequential rotation (h) of Fig.2.16.

		Simulation Measurement
	Focal source gain at broadside	11.7 dBi	11.7 dBi
	Broadside directivity (RHCP)	24.8 dBi	-
	Spillover loss	1.4 dB	-
	Broadside gain (RHCP)	23.2 dBi	22.8 dBi
	Power efficiency	69.5%	63.1%
	Broadside XPD	17.0 dB	17.2 dB
	Max SLL (φ = 0 • )	-17.9	-16.9
	Max SLL (φ = 45 • )	-16.5	-17.0
	Max SLL (φ = 90 • )	-18.3	-17.3
	whole transmitarray has been performed using Ansys HFSS with the hybrid integral solver

[START_REF][END_REF]

. The obtained radiation patterns at 30 GHz are shown in Figs. 2.26, 2.27, for the coand cross-polarization components (solid lines). The patterns at 29, 31 and 32 GHz are shown in Figs. 2.28, 2.29 and 2.30, respectively. These results confirm the electromagnetic performance predicted with the hybrid model and provide a better agreement with the measurements at angles beyond 45 • from broadside. Even if they better fit the measurements, it is worth to notice that including the full-wavee simulations of the full array in the design process is actually difficult in terms of simulation time and becomes impossible for larger arrays.

Table 3 .

 3 1: Unit-cell geometrical dimensions of Fig.3.5 in millimetres.

		value		value		value
	p	5.1	L C	2.5	L 2	2.33
	L 1	2.52 W C	0.5	W 2	2.7
	W 1	2.72	d V	0.2	L g 2	1.8
	L g1	1.8	d h	0.7	W g2	1.6
	W g1	1.7	d B	0.15	t 2	0.4
	t 1	0.5	W B	0.1	h s	0.508
					h f	0.114

standard manufacturing techniques, the currents on the patch can be perturbed by these vias; therefore a RF/DC decoupling circuit must be designed in order to avoid a significant part of the RF signal leaking through the bias lines.

Table 3 .

 3 2: Simulated and measured performance in the waveguide setup. The simulation setup of Fig.3.14 has been considered.

		0 •		180 •	
		Simul. (GHz) Meas. (GHz) Simul. (GHz) Meas (GHz)
	S 21 2-dB BW	27.2-29.9	27.3-29.7	27.0-30.1	26.9-30.3
	S 21 3-dB BW	27.0-30.5	27.0-30.2	26.8-30.7	26.7-31.0
	S 11 10-dB BW	27.2-29.3	27.2-29.5	27.0-28.0	26.8-28.0
	S 22 10-dB BW	27.3-29.0	27.4-29.3	27.1-28.5	27.0-28.1

• (π/14) at 26.8 GHz (Fig.

3.16)

. The agreement between the simulated and the measured scattering parameters is very good, as summarized in Table

3

.2.

Table 4 .

 4 1: Radiation characteristics of a 400-elements transmitarray working in linear polarization.

	Angle Directivity (dBi) Gain (dBi) SLL (dB)
	0 •	26.2	23.8	-19.0
	-10 •	25.9	22.8	-16.0
	-20 •	25.0	22.6	-17.2
	-30 •	24.4	22.0	-13.3
	-40 •	23.4	21.0	-13.1
	-50 •	22.8	19.8	-12.3

Table 4 .

 4 2: Radiation characteristics of a 400-elements transmitarray working in RHCP circular polarization with the sequential rotation schemes of Fig 4.5.

	θ 0	φ 0 Rotations Gain (dBi) XPD (dB) Max X-pol. SLL (dB) SLL (dB)
	0 •	90 •	(a)	20.8	28.0	-10.4	-20.0
	0 •	90 •	(b)	20.6	30.0	-24.0	-17.0
	-20 • 90 •	(b)	19.9	28.5	-16.9	-19.6
	-40 • 90 •	(b)	18.1	23.7	-16.1	-20.3
	-20 • 45 •	(b)	20.0	24.6	-15.0	-16.8
	-30 • 45 •	(b)	19.1	23.3	-4.5	-18.7
	-40 • 45 •	(b)	17.6	26.0	-1.6	-14.5
	-45 • 45 •	(b)	17.2	35.4	-0.2	-14.5
	Table 4.3: Power budget and radiation characteristics at 29.0 GHz for the transmitarray
	configurations of Fig. 4.5.				
					Rotations (a) Rotations (b)	
			Focal source gain at broadside	11.7 dBi	11.7 dBi	
			Broadside directivity (RHCP)	23.2 dBi	23.0 dBi	
			Spillover loss	1.5 dB	1.5 dB	
			Broadside gain (RHCP)	20.8 dBi	20.6 dBi	
			Power efficiency	58.7%	58.7%	

Table 4 .

 4 4: Power budget and radiation characteristics at 29.0 GHz for the realized prototype at broadside.

	Simulation Measurement

Table 4 .

 4 5: Simulated and measured radiation characteristics of the tested reconfigurable transmitarray at 29.0 GHz. LHCP beams in the horizontal plane.

	Angle	Gain (dBi)	XPD (dB)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas.
	-60 •	15.2	13.5	36.2	18.5	-12.2	-8.8
	-50 •	18.0	17.3	36.0	25.7	-11.6 -15.5
	-40 •	17.8	18.3	40.0	24.3	-16.6 -12.5
	-30 •	19.1	19.1	40.0	33.5	-14.7 -14.0
	-20 •	19.8	20.1	38.0	24.6	-18.2 -14.3
	-10 •	20.6	19.8	30.0	20.6	-19.0 -14.0
	0 •	20.9	21.0	40.0	22.5	-16.9 -14.8
	10 •	20.1	18.9	37.5	21.3	-16.1 -12.9
	20 •	20.3	19.8	44.3	32.4	-16.8 -12.5
	30 •	19.5	17.3	40.0	41.5	-18.1 -12.6
	40 •	18.1	18.5	30.1	17.1	-16.8 -11.8
	50 •	17.1	18.3	39.1	26.3	-15.1 -16.4
	60 •	15.3	16.4	37.3	23.4	-14.0 -11.4

Table 4 .

 4 6: Simulated and measured radiation characteristics of the tested reconfigurable transmitarray at 29.0 GHz. RHCP beams in the horizontal plane.

	Angle	Gain (dBi)	XPD (dB)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas.
	-60 •	15.2	13.8	35.2	10.8	-12.6	-8.8
	-50 •	17.3	18.0	35.3	19.2	-15.5 -13.0
	-40 •	17.7	17.1	40.0	20.1	-9.9	-12.4
	-30 •	19.1	19.1	42.0	38.3	-17.3 -12.8
	-20 •	19.9	19.4	49.0	42.6	-17.6 -13.0
	-10 •	20.7	19.7	30.0	17.6	-16.3 -14.8
	0 •	20.9	20.8	39.0	24.0	-16.9 -14.8
	10 •	20.0	18.9	39.5	21.1	-16.9 -14.3
	20 •	20.4	19.2	44.2	29.9	-16.9 -15.0
	30 •	19.5	19.2	40.5	22.2	-19.0 -13.2
	40 •	18.2	18.5	30.1	21.5	-17.6 -15.1
	50 •	17.1	17.6	38.0	27.6	-15.3 -14.0
	60 •	15.5	14.0	44.0	16.4	-14.2	-7.6

Table 4 .

 4 7: Simulated and measured radiation characteristics of the tested reconfigurable transmitarray at 29.0 GHz. LHCP beams in the vertical plane.

	Angle	Gain (dBi)	XPD (dB)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas.
	-50 •	17.1	18.3	38.0	19.5	-14.7	-8.6
	-40 •	18.6	18.0	38.0	28.2	-14.4	-9.5

Table 4 .

 4 9: Simulated and measured radiation characteristics of the tested reconfigurable transmitarray at 29.0 GHz. LHCP beams in the diagonal plane.

	Angle	Gain (dBi)	XPD (dB)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas.
	-40 •	17.9	18.3	37.0	43.0	-14.5 -13.0
	-20 •	19.8	19.6	35.0	32.0	-15.4 -14.4
	0 •	20.9	21.0	40.0	22.5	-19.3 -16.2
	20 •	19.9	20.1	29.8	19.0	-17.2 -14.5
	40 •	18.4	18.7	40.0	23.2	-15.4 -11.5

Table 4 .

 4 10: Simulated and measured radiation characteristics of the tested reconfigurable transmitarray at 29.0 GHz. RHCP beams in the diagonal plane.

	Angle	Gain (dBi)	XPD (dB)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas.
	-40 •	17.9	18.3	37.0	43.0	-11.7 -11.9
	-20 •	19.8	19.6	45.0	39.0	-15.6 -11.5
	0 •	20.9	20.8	39.0	24.0	-19.5 -14.5
	20 •	20.0	20.3	31.8	22.0	-17.3 -14.5
	40 •	18.4	18.4	45.0	37.4	-15.2 -14.1

Table 5 .

 5 1: Unit-cell geometrical dimensions in millimetres.

		value		value		value
	p	5.1	L C	2.5	L 2	1.91
	L 1	2.6	W C	0.5	W 2	0.54
	W 1	2.78	d V	0.2	L g 2	1.5
	L g1	1.8	d h	0.7	W g2	1.1
	W g1	1.8	d B	0.15	t 2	0.74
	t 1	0.5	W B	0.1	h s	0.508
					h f	0.114
	Rogers Duroid RT6002 (h s = 508 µm, r = 2.94, tanδ = 0.0012) [78] and one bonding film

  • (unit-cell D, Table5.2). The simulated scattering parameters in a periodic environment for the 0 • phase state are shown in Fig.5.[START_REF] Florencio | Reflectarray antennas for dual polarization and broadband telecom satellite applications[END_REF]. In all the cases, a larger bandwidth in terms of

		A		B			C			D	
											I
	additional bonding film									II
		additional substrate									
											III
	Receiving layer	I	1.8	2.65 1.8	2.63	1.8	2.75 1.7	2.62	1.8	2.75 1.7	2.6
				1.1			1.1			1.2	
	Transmitting layer	II III	1.3	1.95	1.95 2.7	1.1 0.8	2.45	2.45 2.35	1.2	2.5	2.3
				2.7			2.35				

Table 5 .

 5 2: Unit-cells simulated performance in the 0 • state.

		Unit-cell A	Unit-cell B	Unit-cell C	Unit-cell D
	Min. IL	1.08 dB	0.85 dB	1 dB	0.9 dB
	RL bandwidth 27.4-30.7 GHz 27.0-30.5 GHz 26.7-30.0 GHz 27.5-30.0 GHz
	2-dB IL	27.8-30.5 GHz 27.0-30.5 GHz 27.0-30.0 GHz 27.5-29.6 GHz
	3-dB AR	800 MHz	1.5 GHz	2.2 GHz	2.15 GHz

Table 6 .

 6 2: Simulated and measured Σ-radiation pattern characteristics at GHz for the single-source configuration.

			E-plane		H-plane
		Gain (dBi)	SLL (dB)	Gain (dBi)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas. Sim. Meas.
	0	22.9	23.2	-17.2 -19.7 22.9	23.0	-19.4 -18.6
	10 22.2	23.0	-12.8 -12.7 22.3	22.5	-13.8 -11.1
	20 21.8	22.2	-16.8 -15.3 21.8	22.0	-16.5 -15.5
	30 20.7	21.5	-14.9 -15.2 20.6	21.2	-14.0 -14.0
	40 19.4	20.5	-12.7 -13.9 19.5	20.0	-14.5 -12.6

Table 6 .

 6 3: Simulated and measured ∆-radiation pattern characteristics at GHz for the single-source configuration in the E-plane.

					E-plane	
		Gain (dBi)	SLL (dB)	Null depth (dB)
		Sim. Meas. Sim. Meas. Sim.	Meas.
	0	19.1	20.0	-8.3	-11.4 44.0	22.0
	10 20.1	20.3	-9.8	-10.0 20.7	22.0
	20 18.8	19.1	-12.0 -10.3 30.3	22.6
	30 17.8	18.2	-8.9	-9.7	24.4	14.2
	40 17.0	18.3	-7.5	-9.8	22.0	12.7

Table 6 .

 6 4: Simulated and measured ∆-radiation pattern characteristics at GHz for the single-source configuration in the H-plane.

					H-plane		
		Gain (dBi)	SLL (dB)	Null depth (dB)
		Sim. Meas. Sim. Meas. Sim.	Meas.
	0	19.1	19.7	-8.4	-8.9	44.0	28.7
	10 20.3	20.7	-10.3 -11.3 21.9	36.2
	20 18.8	18.9	-12.3 -12.9 30.8	34.1
	30 18.0	18.0	-9.8	-10.5 23.0	18.7
	40 16.9	17.7	-7.4	-7.2	22.9	14.9

Table 6 .

 6 5: Simulated and measured Σ-radiation pattern characteristics at 10 GHz for the four-sources configuration.

			E-plane			H-plane
		Gain (dBi)	SLL (dB)	Gain (dBi)	SLL (dB)
		Sim. Meas. Sim. Meas. Sim. Meas. Sim. Meas.
	0	23.5	23.2	-16.5 -11.7 23.5	23.2	-17.0 -14.4
	10 21.9	21.7	-12.3 -11.5 22.0	21.0	-11.8 -10.9
	20 21.3	21.1	-9.6	-9.9	21.3	20.4	-9.6	-9.3
	30 20.9	21.5	-11.1 -12.0 20.9	20.7	-12.0 -12.2
	40 20.1	20.7	-7.5	-7.0	20.2	20.1	-7.8	-7.8

Table 6 .

 6 6: Simulated and measured ∆-radiation pattern characteristics at 10 GHz for the four-sources configuration in the E-plane.

				E-plane		
		Gain (dBi)	SLL (dB)	Null depth (dB)
		Sim. Meas. Sim. Meas. Sim.	Meas.
	0	19.7	20.1	-12.8	-9.0	55.0	18.0
	10 18.6	18.0	-8.2	-5.8	24.2	21.0
	20 19.0	18.7	-8.0	-6.9	23.0	13.9
	30 17.5	18.8	-5.0	-7.0	17.0	30.0
	40 16.7	17.9	-3.4	-3.8	17.5	15.9

Table 6 .

 6 7: Simulated and measured ∆-radiation pattern characteristics at 10 GHz for the four-sources configuration in the H-plane.

					H-plane	
		Gain (dBi)	SLL (dB)	Null depth (dB)
		Sim. Meas. Sim. Meas. Sim.	Meas.
	0	19.7	19.3	-13.3 -10.6 55.0	22.7
	10 18.7	18.7	-8.4	-7.7	21.4	20.5
	20 18.8	19.1	-7.8	-8.1	15.1	19.0
	30 18.8 17.7.8 -9.0	-7.6	14.3	19.5
	40 16.7	16.5	-3.6	-4.2	17.2	16.0

  11xy S 12xl S 12xr S 11yx S 11yy S 12yl S 12yr S 21lx S 11ly S 22ll S 22rr S 21rx S 11ry S 22rl S 22lr

			
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In Chapter 4, the design of a reconfigurable 400-elements transmitarray working in circular polarization in Ka-band is presented. It is based on the unit-cells of Chapter 3.

A random sequential rotation is applied to the transmitting layer in order to generate a circularly-polarized beam. The possibility to switch between the left and right circular polarization (LHCP/RHCP) is obtained by changing electronically the phase distribution on the transmitarray. The measurements in anechoic chamber have shown a broadside gain of 20.8 dBi and beam-tilting capabilities of ±60 • .

In Chapter 5, the design of a reconfigurable unit-cell working in circular polarization in Ka-band has been presented. Several architectures are investigated and an ad-hoc characterization setup based on a square waveguide and an orthomode transducer has been proposed.

In Chapter 6, the radiation pattern synthesis for monopulse radar applications has been presented. Two strategies are considered. The first one is based on the generation of difference patterns by defining different regions on the transmitarray and applying different phase distributions. The second one is based on the multisource illumination. In particular, with four horn antennas, the simultaneous generation of a sum pattern and two difference patterns on the two cardinal planes has been achieved. The numerical results have been validated experimentally with anechoic chamber measurements in X band.

The results obtained in this Ph.D. thesis lead to several short-and long-term perspectives.

The main short-term objective is increasing the phase resolution of the reconfigurable designs proposed in Chapter 3 and 5. In fact, a 2-bits phase resolution can reduce significantly (about 2 dB) the quantization losses and thereby improve the aperture efficiency. However, this approach is effective only if the higher-resolution architecture does not lead to an increased unit-cell insertion loss. Enhanced controls on the generated beam can be also investigated.

In Chapter 5, the circular polarization switching with a 400-elements configuration has been proposed. The possibility to integrate this functionality on each unit-cell can be explored in order to improve the radiation efficiency.

Among the long-term perspectives, increasing the compactness of the antenna is a relevant objective. A significant reduction of the antenna thickness has been demonstrated in Chapter 6 and Appendix C by using multiple planar focal sources illumination. Multifacets and conformal transmitarrays can be considered to further improve their integration on mobile platforms.

Increasing the working frequency is another long-term perspective. Scaling reconfigurable transmitarrays to V-and E-band will probably require the integration of the unit-cell radiating element and active devices (diodes, MEMS, amplifier, etc.) in a monolithic structure, increasing significantly the complexity and the cost of the system.

Appendix A

Scattering parameters in circular polarization

In this appendix, the definition of the scattering parameters associated to the circular polarization is reported. The proposed formulations are applied to the unit-cells design of Chapters II and V, in which the lineraly-polarized wave incident on the receiving layer is transformed to a circularly-polarized wave generated by the transmitting layer. Then, the scattering matrix S can be expressed as

and their components are given by the following expressions: 

Appendix B

Control boards architecture

The four boards used to control the p-i-n diodes mounted on the transmitarray unit-cells were developed in [START_REF] Clemente | Design of ransmitarrays with beamforming/beamtilting capability[END_REF] and are shown in 

APPENDIX B. CONTROL BOARDS ARCHITECTURE

The generated currents are determined with 100 chip resistors connected in series with the bias lines.

Each control board contains the following components:

• 13 8-bit shift registers (Texas Instruments SN74HC164D);

• 25 4 × 4 switches (Analog Devices ADG1434YRUZ);

• 100 chip resistors of 360 Ω, this value is selected to obtain ±10 mA on each bias line with ± 5V. 

C.1 2 × 2 SIW slot array

First, a single planar source has been designed. Slots array in SIW [START_REF] Bozzi | Review of substrate-integrated waveguide circuits and antennas[END_REF] are selected as a trade-off between the cost, the complexity of the required substrate stacking and the polarization purity. An array of four slots fed with two SIW waveguides and a power splitter in the same technology has been chosen as starting design (C.2). The dimensions of the waveguides, of the slots and the distance between the slot centers and the waveguide end wall are chosen by following the well-known analytical relations proposed in the literature [START_REF] Yan | Simulation and experiment on siw slot array antennas[END_REF][START_REF] Bozzi | Review of substrate-integrated waveguide circuits and antennas[END_REF]. The SIW waveguide is defined by its width w, the metallized via diameter d and their periodicity p. A standard waveguide of width w eq equivalent to the one in SIW of width w can be defined as follows:

with s defined as

C.2 4 × 4 SIW slot array

With the design discussed in the previous paragraph, an array of 16 slots has been designed. 
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