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Glossary

General Introduction

The energy produced by the fission of uranium atoms is exploited in Nuclear Power Plants (NPP) for producing electricity. Particularly in France, around 77% of the total generated electricity is produced in NPP. As the uranium atoms fission takes place, lighter atoms, also called Fission Products (FP) are created. These FP are mostly radioactive and accumulate in the nuclear fuel during the life of the nuclear fuel. The more the nuclear fuel remains in a reactor, the more its burn-up increases (the amount of energy generated per ton of U) and so the concentration of FP increases.

Despite the safety level, accidents may occur in nuclear reactors due to devices malfunction, human errors or external factors such as natural disasters. These accidents may have different consequences, but when an important release of FP into the atmosphere is among them, then it is called a severe accident. Examples of such accidents are the Chernobyl accident in 1986, Ukraine, and the Fukushima Dai-Ichi accident in 2011, Japan. The total amount and characteristics of the radioactive species released into the atmosphere is called the Source Term, which today are estimated using scenario codes. In order to improve these estimations, the behaviour of FP during severe accident must be better understood. Several research programs have been carried out in different countries in order to study the behaviour of FP in these conditions, though many uncertainties still remain.

Among the many FP, barium, caesium, molybdenum and ruthenium present a particular interest, since they may interact among them but also with other FP or even materials present in the reactor, and thus affect their release. Understanding the behaviour of these four FP is the main objective of this work. To this end, two experimental work axes were set up, aiming at reproducing conditions representative of nuclear severe accidents, using both high burn-up irradiated fuel samples and model materials. These model materials are called SIMFUELS and consist in natural UO 2 doped with stable isotopes of FP in concentrations that match a targeted Burn-up. Therefore, SIMFUELS are representative of irradiated nuclear fuels but without their radioactivity. The importance of this kind of materials lies in the possibility of using powerful characterization techniques, such as X-ray Absorption Spectroscopy, which today are unavailable for large samples of irradiated nuclear fuels.

This manuscript is structured in four chapters:

Chapter 1 is dedicated to present the context of this work. The three main Severe Accidents in history are recalled, followed by a bibliographical overview of the main research programs carried out to study the behaviour of FP during nuclear severe accidents. A release mechanism for barium, caesium, molybdenum and ruthenium has been proposed in literature and is also presented. This mechanism, which is based on the results obtained from the different research programs and on thermodynamic estimation, constitutes the main hypothesis of this work. The experimental approach implemented to validate this release mechanism is lastly presented.

Chapter 2 is dedicated to the Irradiated Fuels work axis. The studied samples were representative to an initial state (i.e. normal operation conditions in a Pressurized Water Reactor), to an intermediate state and to an advanced state (i.e. imminent fuel melting) of a nuclear severe accident. The performed annealing tests, characterizations and the obtained results are presented.

Chapter 1: Context of the study 

Chapter One: Context of the Study

Introduction

The fission reaction of heavy atoms such as 235 U and 239 Pu is very exothermic, capable of releasing huge amounts of energy. This phenomenon is exploited in Nuclear Power Plants (NPP) for electricity generation, and it is much extended in countries such as France, where around 77% of the electricity is generated by NPP. In France, all operating reactors are currently Pressurized Water Reactors (PWR), a subtype of Thermal Reactor. As a result of the fission of uranium and plutonium atoms lighter elements are produced, which are called Fission Products (FP).

The energy generated by a nuclear reactor is linked to the burn-up, which units are commonly expressed in Giga Watt day per ton of fuel (GWd.t -1 ). As the burn-up of the fuel increases, so does the amount of FP.

Despite the high degree of control and safety in NPP, they are not exempt from device malfunction, human errors or even natural disasters, which may lead to nuclear incidents or even accidents. When consequences involve a high degradation of the reactor core (melting), associated with the release of FP and other radioactive materials from the reactor core, it is classified as a Severe Accident. These released FP may be transported by air masses or water and thus cover extensive areas. FP affect all living beings due to their radiological effect and may as well act as poisons.

The amount and isotopic composition of the released radioactive material released from the core is called Source Term, and its quantification has been the main objective of several international research programs for more than thirty years. These research programs, summarized in Section 1.2, are classified into two groups, according to their approach: Integral programs studying the response of a whole nuclear core during a severe accident, in a reduced scale; on the other hand, Analytical programs studying the behaviour of FP when submitted to accidental conditions, by means of Separate-Effect Tests (SET). Examples of these are the VERCORS and VERDON programs, conducted by the CEA. As result from all the research programs an extensive database on FP behaviour has been generated. There are, though, remaining uncertainties regarding the behaviour of major FP such as caesium, molybdenum, barium and ruthenium. It has been observed that these FP present a very different behaviour depending on the studied conditions and that they affect the behaviour of other FP and structural materials as well. These uncertainties are presented in Section 1.3, along with the thesis objective.

A mechanism describing the behaviour of the mentioned FP, presented in Section 1.4, has been proposed in (Nicaise, 2004a). This mechanism, which proposes intermediary compounds that are created and destroyed during the accidental sequence, is based on observations done mainly during the VERCORS series program and on thermodynamic calculations. Nevertheless, the proposed intermediate compounds have not been observed experimentally. In order to validate or refute the proposed mechanism, two work axes have been set up. These axes consist in performing annealing treatments in conditions representative of those of a severe accident. Thermodynamic calculations have also been performed for each axis, for a better interpretation of experimental results.

Scientific Background

This section presents the specific context in which the thesis was developed and summarises the experimental work that has been done on nuclear severe accidents research programs. In Section 1.2.1, the INES scale for nuclear events classification, the phenomenology of a typical LOCA type accident (Loss Of Coolant Accident), and the main three nuclear accidents in history are presented (TMI-2, Chernobyl and Fukushima). In Section 1.2.2, Integral and Analytical programs are presented, describing the range of variables studied and the results obtained. The discussion of these results and conclusions on FP behaviour is given in Section 1.2.3.

Severe accidents

Classification

Nuclear events are classified according to the INES scale (International Nuclear and radiological Event Scale) [START_REF] Aiea | INES: Echelle Inernationale des événements Nucléaires (Manuel de l'Utilisateur)[END_REF]. This scale categorizes nuclear events in 8 levels, from 0 to 7, in relation to their consequences. Events of Level 0 are simple deviations from operation conditions, which do not have any importance from a security point of view. Levels 1 to 3 correspond to nuclear incidents, with limited consequences such as contamination or operators exposure to radiation. Levels 4 to 7 correspond to nuclear accidents which involve the release of radioactive materials.

Three factors are considered in order to classify the different nuclear events:

-Impact over population and environment, where the radiation doses on the population surrounding the place where the event takes place and the unexpected release of materials on a big scale are considered.

-Impact on barriers and radiological controls, which concerns events happening inside facilities and which do not have a direct impact over the population or the environment. The unexpected presence of intense radiation sources and the release of important quantities of radioactive substances inside facilities are taken into account.

-Impact on the in-depth defence for events without a direct impact on the population or the environment, but for which the different measures aiming to prevent the accident did not work as expected.

A further description of the INES scale is available in Appendix I.

Progression of a Severe Accident

Usually, severe accidents in PWR start by the more or less progressive loos of the primary fluid, as was the case of TMI-2 and Fukushima accidents. This situation may be triggered by a combination of factors such as natural events, equipment malfunction, human errors, etc. The loss of the primary coolant fluid for a long period of time leads to the heat up of the uncovered fuel rods, due to the decay heat of radioactive species.

Three phases may be distinguished during a Severe Accident triggered by the loss of coolant: the Early in-vessel phase, the Late in-vessel phase and a potential Ex-vessel phase (Sehgal, 2012a(Sehgal, , 2012b(Sehgal, , 2012c)).

The phenomena taking place during the first two phases are:

Early These phenomena do not occur in an ordinate way, but instead they may take place simultaneously in different parts of the reactor vessel. The atmosphere in the vessel and the fuel rods temperature are affected by these phenomena and, with them, the chemical state of the FP residing in the fuel. As it will be demonstrated further in this section, the chemical state affects the rate and the total fraction that may be released out of the fuel during an accident.

In this thesis, we are interested in the early in-vessel phase, since it is when the main release of FP takes place, depending on the atmosphere and temperature conditions. How these two variables are modified by the In-vessel phase phenomena is briefly explained below.

Core uncovery: When the primary fluid is partially lost or any other cooling system stops working, the fuel rods overheat and the remaining fluid starts boiling. The steam produced generates an oxidizing atmosphere.

Metals oxidation: Due to the increased temperature and the oxidizing atmosphere, the zirconium, iron, and other metals present in the cladding and structural materials are oxidized. Oxidation reactions are exothermic and so they induce local increments of temperature. The zirconium oxidation is an auto-catalytic reaction, meaning that once it starts oxidizing, the reaction is accelerated. The oxidation of metals generates H 2 , and thus the atmosphere becomes reducing. Hydrogen tends to accumulate in the higher parts of the vessel or containment, where it may achieve concentrations high enough as to surpass the ignition threshold, leading to possible explosions. These hydrogen explosions are one of the main risks during severe accidents.

Cladding deformation and failure: The many phenomena taking place in different sections of the cladding (heating, oxidation, local hot spots, etc.) and the stresses associated lead to ballooning and rupture. This allows material slumping, sudden release of the FP located in the fuel-cladding gap and the beginning of FP release from the fuel.

Release and transport of FP: Some FP are released as soon as the cladding fails. Initially, the FP trapped in the cladding-fuel gap and the most volatile ones are released. As the accident progresses and temperature keeps increasing, other FP may be released as well. The kinetics and released fractions depend on conditions such as temperature, oxygen potential (which depends on the atmosphere), Burn-up and type of fuel, etc. Once released, FP are transported into the primary circuit and even further into the containment depending on the evolution of the accident. The behaviour of FP in the primary circuit as well as in the containment is very complex due to the many possible reactions that may occur with structural materials.

Liquefaction and melting of core materials -Loss of core geometry: The UO 2 -Zr interaction is of great importance since it affects the mechanical characteristics and consequently the integrity of the fuel rods. UO 2 may form a liquid solution with Zr from the cladding, leading to rods melting at temperatures significantly below the normal fusion temperature of the UO 2 ceramic, which is 3138 K. Dissolution of UO 2 by solid Zr takes place between 1470 and 2030 K, though the process is very slow and requires a good fuel -cladding contact. Melted materials are capable of dissolving other structural materials (such as the components of control rods), resulting in a very complex liquid solution denominated corium. The corium is continuously oxidised, with production of H 2 and grows bigger as it continues to dissolve materials.

Reflooding of a damaged core: The objective of reflooding is to stop the degradation of the core and corium formation. If the degradation is not stopped, the corium may lead to the failure of the reactor vessel, which would have major consequences such as fission products release into the containment and the possibility of Molten Core-Concrete interactions. Despite being a necessity, reflooding a damaged core has some serious risks, such as:

-Enhancement of the oxidation: as soon as metal get in contact with water they are oxidised, producing a temperature escalation and a large peak of H 2 production;

-Additional core damage: debris bed formation due to thermal shock and collapse of upper fuel rods above the core molten pool;

-Large steam production and heat transfer to upper structures;

-Large FP release due to fuel shattering.

Main Severe accidents in history

To this date, there have been three main accidents related to light water reactors: The Three Mile Island accident, which occurred in 1979 in the USA and was classified as Level 5 in the INES scale; The Chernobyl accident in 1986 in Ukraine, classified as level 7 and more recently the Fukushima Daiichi accident in 2011 in Japan, also classified as Level 7.

TMI station consisted on two 900 MW Pressure Water Reactors (PWR), the reactor number two (TMI-2) being the one involved in the accident. This event was triggered by a simple operation incident: a failure in the water supply system of the steam generators. Operators' mistakes and security devices malfunction led to a LOCA type accident. Even though radioactive volatile FP were released into the facility, most of them were retained in the containment so there was a reduced impact on the environment. Six years after the accident it was found that about 45% of the reactor core had melted.

The Chernobyl Plant, named Lenin Nuclear Power Station, consisted of 4 operating RBMK (graphite moderated-Boiling Water Reactors) with a power of 1000 MW each, and two other similar reactors which were under construction by the time of the accident. Ironically, the accident occurred during a test aimed at verifying the response of the reactor to an accident scenario. This test was performed without following the procedures, which led to making wrong decisions. Due to the specific characteristics of the RBMK design, a Reactivity Induced Accident (RIA) took place, in which the power of the reactor rose up to 100 times the nominal value causing the disintegration of the fuel, followed by a steam explosion which blew the top of the reactor, instantaneously releasing to the environment huge amounts of radioactive materials. The Chernobyl accident has been the most severe accident in terms of environmental damage.

The Fukushima Dai-Ichi plant was among the 15 biggest nuclear plants in the world, with a total capacity of 4.7 GW distributed in 6 BWR (Boiling Water Reactors). Units 1 (460 MW), 2 and 3 were running at full power at the moment of the accident, while units 4, 5 (these last four with a capacity of 784 MW) and 6 (1100 MW) were out of service for maintenance. The main cause of the accident was a natural disaster: a magnitude 9 (Richter scale) earthquake cut the off-site power system, triggering the safety emergency shutdown of the reactors and emergency power generators. Almost one hour later, a tsunami produced by the earthquake hits the plant, destroying nearly all the power generation emergency systems and producing a Station BlackOut (SBO, a situation in which there is no power at all). As a consequence, the reactor core of units 1, 2 and 3 was gradually exposed due to the loss of coolant. The environmental consequences were quite important: the release of fission gases into the environment was superior to that of Chernobyl, nearly all the initial inventory of xenon from reactors 1 to 3 was released into the atmosphere. Besides fission gases, significant amounts of volatile FP (such as iodine and caesium), representing around 10% of Chernobyl releases in this category, as well as less volatile ones (such as molybdenum and barium) were released into the atmosphere and also directly to the sea through contaminated water discharges.

These severe accidents, particularly the TMI-2 accident, have promoted many research programs in different countries, all aiming at understanding the response of nuclear reactors and nuclear facilities to severe accidents conditions and to allow an assessment of the Source Term. These research programs and their results are presented and discussed below.

Research Programs and their results

The TMI-2 accident made obvious the need of understanding the behaviour of the large variety of components of a nuclear reactor during severe accidents. This need was reinforced later with the Chernobyl and more recently with the Fukushima accident. Many international research programs were initiated across the world in order to determine how these structural materials and FP behave during such critical conditions, by means of numerous in-pile (integral programs) and out-of-pile (analytical programs) tests. The main objectives of these programs have been to understand the core degradation as a result of interactions between core materials and fuel liquefaction; the relocation behaviour of the core with melt formation leading to partial core blockage, fuel debris beds and molten pools; the hydrogen production by steam-oxidation of core materials with relocation; the influence of core degradation on the release, transport and deposition of FP and aerosols and finally the fragmentation of the degraded core due to cooldown and/or quenching.

Integrals tests include: the Source Term Experiments Project (STEP), the Annular Core Research Reactor (ACRR) Source Term (ST) tests, the Power Burst Facility (PBF) Severe Fuel Damage (SFD) tests, the Full-Length High Temperature (FLHT) tests, the Loss-Of-Fluid Test facility (LOFT) Fission Product (FP) test, and the PHEBUS Fission Product (FP). Regarding Analytical tests, the most representative tests have been the HI (Horizontal Induction) and VI (Vertical Induction) tests conducted at the Oak Ridge National Laboratories (ORNL); the Chalk River Laboratories (CRL) analytical tests; the verification experiments of radionuclides gas/aerosol release (VEGA) program at the Japan Atomic Energy Agency (JAEA); and the HEVA, VERCORS series and VERDON programs carried out at the Commissariat à l'Energie Atomique et aux Energies Alternatives (CEA). The main characteristics of the tests performed in each program, including experimental condition studied and sample characteristics, are summarized in Table 1, adapted from [START_REF] Lewis | Overview of experimental programs on core melt progression and fission product release behaviour[END_REF].

Integral tests recreated whole nuclear reactors at reduced scale, employing different types and sizes of bundles, from four rods to up to 100 rods with rod lengths between 0.15 and 4 m. Nuclear fuels of different burn-up were employed in these tests, from 0 (un-irradiated) up to 47 GWd.t -1 . The effect of system pressure from 0.2 to 8 MPa on bundle degradation was also studied. Steam flows spanned from steam-limited to steam-rich conditions, to determine how such flows affect the oxidation of fuel rods and structural materials, as well as the hydrogen generation. The main heating method employed for these integral tests was fission heating. Structural materials (i.e., Inconel and Zircaloy spacer grids) and absorber materials (i.e., Ag--In--Cd or B 4 C control rods within stainless steel tubes or blades) were also used in the inpile experiments to investigate their effect on the core meltdown progression and aerosol production. Inpile tests provided data on core melt progression and FP release. Examples of these programs are:

-The STEP [START_REF] Baker | Source Term Experiments Project (STEP): A Summary (NP-5753M)[END_REF] experiments, which focused on FP and aerosol chemistry, -The ST tests, which were devoted to study FP and aerosol release from highly irradiated fuel under reducing atmosphere (hydrogen-inert gas mixture), -The SFD tests, which studied the fuel bundle behaviour, hydrogen generation, and the release, transport and deposition of FP, -The FLHT tests, which studied oxidation and hydrogen generation in full-length rods,

-The LOFT FP-2 test [START_REF] Pena | Thermal-Hydraulic Post-Test Analysis of OECD LOFT LP-FP-2 Experiment[END_REF], a relatively large experiment aiming at determining FP transport and the effect of steam supply and reflooding on a severely damaged core assembly, -The PHEBUS FP tests (Schwarz et al., 1999a;[START_REF] Von Der Hardt | The Phebus fission product project[END_REF], which simulated the core, cooling system and containment response to a severe accident, including FP release, transport and long term behaviour within the containment.

Regarding Analytical tests, the ORNL program (HI and VI tests) [START_REF] Lorenz | A summary of ORNL fission products release tests with recommended release rates and diffusion coefficients[END_REF] and CEA (HEVA and VERCORS tests) [START_REF] Ducros | Synthesis of the VERCORS experimental programme: Separate-effect experiments on Fission Product release, in support of the PHEBUS-FP programme[END_REF][START_REF] Leveque | Programme Expérimentale HEVA -Rapport Final[END_REF], were principally designed to investigate FP release from spent fuel under various atmospheric conditions (i.e., hydrogen, steam and air). The VERCORS program investigated also FP release from MOX fuels and debris bed configurations, as well as FP transport in the primary circuit. In addition, the VEGA annealing tests at JAERI investigated oxidation, dissolution and FP release behaviour on PWR, BWR and Mixed Oxide (MOX) fuels at high temperatures, in helium and helium/steam mixtures at pressures of 0.1 and 1.0 MPa [START_REF] Hidaka | Outcome of VEGA Program on Radionuclide Release from Irradiated Fuel under Severe Accident Conditions[END_REF]. The VERDON program (Ferroud-Plattet et al., 2009;[START_REF] Gallais-During | Performance and first results of fission product release and transport provided by the VERDON facility[END_REF], a follow up of the VERCORS one, started at the CEA Cadarache in 2011, and the only ongoing experimental program in the world related to FP behaviour from genuine irradiated fuel. 

Integral tests

STEP

The STEP (Source Term Experiments Project) [START_REF] Baker | Source Term Experiments Project (STEP): A Summary (NP-5753M)[END_REF] was carried out in the TREAT reactor at the Argonne National Laboratory (ANL), USA. Four tests were carried out under steam atmosphere, simulating accidental sequences in PWR and BWR (the total duration of the sequences varied from 20 to 30 min). The test bundle consisted in 4 UO 2 fuel rods, 1 m long, pre-irradiated in the BR3 reactor up to 30-35 GWd.t -1 . An additional control rod made of Ag-In-Cd was included only in the STEP-4 test. The maximal temperatures attained were 2900, 2600, 2200 and 2200 K for tests STEP-1 to 4, respectively. The results of this program, regarding FP behaviour, were obtained from chemical analyses and/or SEM observations and were mainly qualitative, though they were relatively consistent regarding the present knowledge on FP volatility.

ACRR

This program was carried out at the Annular Core Research Reactor, Sandia National Laboratory, USA, with the objective to complete the database generated through the HI/VI analytic program [START_REF] Royl | Contributions from the ACRR inpile experiments to the understanding of key phenomena influencing unprotected loss of flow accident simulations in LMFBRs[END_REF]. Two ST (Source Term) tests were carried out between 1987 and 1988, on fuel bundles consisting of four 15 cm fuel elements, pre-irradiated in the BR3 reactor up to 47 GWd.t -1 . The temperature attained in both tests was 2450 K, maintained for 20 min under a reducing atmosphere (hydrogen and argon). The tests pressure was 0.16 MPa for ST1 and 1.9 MPa for ST2. The released FP were collected in TGTs (Thermal Gradient Tubes) and filters. Releases measured for I and Cs attained 70% and 80%, respectively, which is in good agreement to other programs. On the other hand, a very small released fraction of Te was observed, less than 1%, and a surprisingly high release of Eu, between 15 and 20%. The releases of Ba and Sr were probably equivalent to that of Eu, since similar released fractions were collected for these three FP (Ba, Sr and Eu) in downstream filters. The unusual released fractions may be due to the test conditions, where the cladding was not previously oxidized, leading to a fuel-cladding interaction. The small released fraction of Te may be due to the retention in the corium of a non-volatile chemical form. The elevated released fractions of Sr, Ba and Eu are the result of a strong reducing atmosphere: the molten Zr from the cladding would have penetrated into the fuel, thus reducing these FP oxides.

PBF-SFD

The PBF-SFD (Power Burst Facility -Severe Fuel Damage) program was carried out at the Idaho National Laboratory (INEL), USA, from 1982 to 1985 [START_REF] Petti | Power Burst Facility (PBF) Severe Fuel Damage Test 1-4 Test Results Report[END_REF]. Four transient tests were carried out under steam atmosphere, up to 2800 K with (for tests SFD-ST and SFD 1-1) and without (for tests SFD 1-3 and SFD 1-4) a reflooding stage. The test bundle consisted in 32 UO 2 fuel rods of 1 m long and Inconel grids. Rods were un-irradiated for the first two tests, and pre-irradiated for the other two (from 29 to 42 GWd.t -1 ). The last test included four control rods made of Ag-In-Cd. The melted fraction attained 15 to 18% in each of the four tests. Only fission gases and volatile FP such as I, Cs and sometimes Te were quantified, their significant releases were consistent to the degree of core melting.

FLHT

The FLHT (Full-Length High Temperature Tests) was carried out in the NRU reactor at the Chalk River Laboratory (CRL), Canada, supervised by the US Pacific North-west Laboratory (PNL) (Lanning et al., 1988a[START_REF] Lanning | Coolant Boilaway and Damage Progression Program Data Report: Full-Length High Temperature Experiment[END_REF][START_REF] Lombardo | Coolant Boilaway and Damage Progression Program Data Report: Full-Length High Temperature Experiment[END_REF][START_REF] Rausch | Coolant Boilaway and Damage Progression Program Data Report: Full-Length High Temperature Experiment[END_REF]. Four tests were carried out, with bundles consisting in 3.7 m long PWR UO 2 fuel rods. For the first two tests, FLHT-1 and 2, the bundle consisted in 12 unirradiated fuel rods, while for the two following tests, FLHT 4 and 5, it consisted in 10 un-irradiated and 1 pre-irradiated rods, the latter up to 28 GWd.t -1 . The main findings in this program were related to core degradation phenomena. Nevertheless, some information on FP behaviour was obtained. Particularly for the FLHT-5 test, where the maximum fuel temperature attained was 2500-2600 K, 50% of fission gases were released and volatile FP deposits were found and quantified at the upper part of the fuel rods: 0.7 to 0.9% of iodine and caesium and 0.02% of tellurium.

BTF

The BTF program (Blowdown Tests Facility) was also carried out in the NRU reactor at the Chalk River Laboratory, Canada, using CANDU fuel bundles, some of which had been pre-irradiated up to 5 GWd.t -1 . This facility, rather similar to PHEBUS FP described below, had for objective the study of core degradation phenomena as well as FP release and transport up to a tank which simulated the containment. Many γ-spectrometry detectors and FP sampling systems were installed to that end. Four tests were carried out between 1990 and 1997. In the first of them, BTF-107, a bundle consisting in 3 fuel elements attained a maximal temperature of 2770 K (DeVaal et al., 1992;[START_REF] Macdonald | Proceedings of the Thermal Reactor Safety Meeting[END_REF]. A flow blockage developed during the test due to the relocation of U--Zr--O alloy and the high temperature transient was terminated with a cold water quench. The other three experiments in the BTF program, BTF-104, BTF-105A and BTF-105B, were conducted with single CANDU-sized fuel elements at maximum temperatures of 1800-2200 K in a steam-rich environment (5 g.s -1 steam flow). The BTF-104 experiment provided data on fuel behaviour, and volatile FP release and transport (Kr, Xe, I, Cs, Te and Ba) from a pre-irradiated fuel element at a fuel temperature of about 1800 K (Dickson et al., 1995a(Dickson et al., , 1995b;;[START_REF] Dickson | Third OECD Specialist Meeting on Nuclear Aerosols in Reactor Safety[END_REF]. The primary objectives of the BTF-105A experiment were to obtain data for validation of transient fuel performance codes and to test instrumentation for the BTF-105B experiment [START_REF] Devaal | Proceedings of the Fifth International Conference on CANDU Fuel[END_REF][START_REF] Valliant | Proceedings of the Sixth International Conference on CANDU Fuel[END_REF]. The BTF-105B experiment had thermal hydraulic boundary conditions which were better quantified and was performed to investigate FP release and transport from a pre-irradiated fuel element at a fuel temperature of 2100 K [START_REF] Irish | Proceedings of the Sixth International Conference on CANDU Fuel[END_REF][START_REF] Irish | Proceedings of the 19th Annual Conference of the Canadian Nuclear Society[END_REF].

LOFT-FP

The LOFT-FP (Loss Of Fluid Test Facility-Fission Products) program was carried out at the Idaho National Laboratory (INEL), USA. This facility reproduced a PWR reactor in a 1:50 scale; the main loop included a steam generator, a pressurizer, two primary pumps in parallel configuration. A second loop, connected to a reservoir, allowed the simulation of breaches. Two integral tests were carried out in this facility, aiming to study FP release in complete accident scenarios: The LP-FP1 test, carried out in 1984 simulated a LOCA and LP-FP2 test, carried out in 1985, simulated an accident similar to that of TMI-2, including a late core reflooding stage. For test LP-FP2, the bundle placed in the LOFT reactor consisted of 100 UO 2 fuel rods, 1.7 m long, irradiated up to 0.45 GWd.t -1 and 11 control rods made of Ag-In-Cd. The bundle reflooding was initiated at temperatures between 2100 and 2400 K attaining maximum temperatures between 2800 and 3100 K. The LP-FP2 test, the largest scale test simulating a severe accident performed to this day besides the TMI-2 and Fukushima accidents, provided important results: cladding oxidation and failure, partial melting of the core (15%), debris bed formation, pressure increase and steam and hydrogen generation during reflooding. Regarding FP release, the information obtained was limited due to measuring problems. Small released fractions were expected for volatile FP, but instead important ones were observed: 16% for I and Cs, 12% for Kr, 3% for Te and 9% for Ba. Around 80% of Ba release would have taken place during the reflooding stage, probably due to a temperature increase at the beginning of this stage (exothermic reaction of cladding oxidation) and to the fuel fracturing, leading to a debris bed formation. Finally, posttest examinations demonstrated that iodine had been essentially transported as AgI and caesium as CsOH.

PHEBUS FP

The PHEBUS Fission Product (PHEBUS FP) program objectives were to investigate severe accident phenomena, FP release from the core, FP transport in the primary circuit and FP transport in the containment. This program consisted in five in-pile tests, described in Table 2, in which the phase behaviour of in-vessel core melt degradation was studied over various atmospheric conditions (i.e., oxidizing and reducing) in a temperature range up to 2800 K (Von der [START_REF] Von Der Hardt | The Phebus fission product project[END_REF]. The first two PHEBUS FP experiments were designed to provide information on the differences between the degradation of fresh (FPT-0) and irradiated (FPT-1) fuel rods for a low-pressure transient (0.2 MPa) [START_REF] Bonnin | FPT1 -Preliminary Report[END_REF][START_REF] Hanniet | PHEBUS FPT0 Final Repport, CD Version[END_REF]. Tests FPT-2 and FPT-3, with similar fuel samples and test conditions, were designed in order to provide information on FP interaction with the control rod (Ag-In-Cd for FPT-2 and B 4 C for FPT-3) and pH effect on iodine chemical forms in the containment. The FPT-4 test was performed to investigate semi-volatile FP and actinide release from a UO 2 /ZrO 2 debris bed. Except for FPT-4, each of these tests employed 20 PWR fuel rods, 0.8 m long.

These experiments provided information on core melt progression and materials oxidation with hydrogen production; release of volatile FP from overheated/liquefied fuel and their interaction with structural material aerosols; aerosol depletion in the primary circuit and containment (including iodine re-volatilization phenomena in the containment); and the influence of condensation, pool boiling and containment sprays on the source term (Von der [START_REF] Von Der Hardt | The Phebus fission product project[END_REF]. The data obtained from this program, as well as the VERCORS program, have been extensively used for verification of codes for source term analyses [START_REF] Dubourg | Fission product release in the first two PHEBUS tests FPT0 and FPT1[END_REF][START_REF] Herranz | Experimental interpretation and code validation based on the PHEBUS-FP programme: Lessons learnt from the analysis of the containment scenario of FPT1 and FPT2 tests[END_REF][START_REF] Veshchunov | Mechanistic modelling of urania fuel evolution and fission product migration during irradiation and heating[END_REF]Veshchunov et al., , 2006 The PHEBUS program made some key findings in the behaviour of FP and structural materials during an accidental sequence:

-It highlighted the interactions of the fuel with other materials such as the cladding and control rods, as it was observed that the system would start melting at temperatures below UO 2 or ZrO 2 melting points [START_REF] Hofmann | Current knowledge on core degradation phenomena, a review[END_REF]; -Regarding FP transport, it was observed that the chemical compounds (of Cs and Mo, for example) found in the Reactor Cooling System were different to those assumed.

-It helped improve the ICARE code [START_REF] Chatelard | ASTEC V2 severe accident integral code main features, current V2.0 modelling status, perspectives[END_REF] used by IRSN for cladding oxidation, leading to more accurate estimations of hydrogen production rates for various accidental conditions;

The program also made important contributions to the understanding of gas phase reactions, including the interactions of gaseous iodine with painted surfaces and air-radiolysis products that can be, in many cases, predominant over classical liquid phase reactions. Detailed information on the PHEBUS experimental program may be found in Appendix II.

Analytical tests

As mentioned before, many out-of-pile tests have been conducted at the ORNL (USA), at the CEA (France), at the JAEA (Japan), and at the CRL (Canada). These tests were designed to investigate the release behaviour of FP in high temperature accidents with variable atmospheric conditions. Detailed information on the analytical programs experimental facilities may be found in Appendix II.

ORNL experiments

Program description

The HI and VI programs, detailed in Table 3 and Table 4 respectively, have been carried out at the Oak Ridge National Laboratory, USA [START_REF] Lorenz | A summary of ORNL fission products release tests with recommended release rates and diffusion coefficients[END_REF]. In these tests, UO 2 fuel samples 15-20 cm long (100-200g) in their Zircaloy cladding and irradiated to typical LWR burn-up were used. Fuel samples were heated under atmospheric pressure up to 1700-2700K using induction furnaces, where the time at maximum temperature varied from 2 to 60 min.

The major differences between the VI and HI tests were:

(a) VI tests were oriented vertically while the HI tests were horizontal;

(b) Fuel burn-up in most VI tests were higher than those used in the HI tests;

(c) VI tests temperatures (2300-2700 K) were higher than those of the HI tests (1675-2275 K).

The VI-3, VI-5 and VI-6 tests were performed at maximum test temperatures of approximately 2700 K; the test atmosphere (steam in VI-3, hydrogen in VI-5, hydrogen followed by steam in VI-6, and air and steam in VI-7) was varied so that the influence of the atmosphere on the FP release could be studied.

There were limited on-line measurements of FP release rates (only 137 Cs and 85 Kr, because fuel samples were not re-irradiated prior to tests). Since a segmented furnace tube was used in the tests to allow a rapid heating, the containment of the test environment was not good and there is evidence of oxidation of the graphite susceptor in some tests [START_REF] Lewis | Modelling the release behaviour of cesium during severe fuel degradation[END_REF]. Generally, samples were maintained at the test temperature for short periods of time (about 20 min), which may not have been long enough to see the releases in oxidizing conditions, especially at lower temperatures.

Program results

These tests showed similar release rates for noble gases, Cs and I; however, a difference in transport behaviour was noted for Cs in steam relative to hydrogen. Reactive gaseous forms of Cs predominate in hydrogen conditions, while transportable aerosols were observed in steam conditions. The releases of Te and Sb appear to occur from the UO 2 at release rates similar to those for the volatile FP, but these elements are retained by metallic Zircaloy so their release is delayed until cladding oxidation is nearly complete. Both Eu and Sb showed sensitivity to the oxygen potential at high temperature [START_REF] Lorenz | A summary of ORNL fission products release tests with recommended release rates and diffusion coefficients[END_REF]. Sb release rates were observed to increase in steam conditions relative to hydrogen at higher temperatures while hydrogen-rich conditions caused higher releases of Eu compared with steam environments [START_REF] Lorenz | A summary of ORNL fission products release tests with recommended release rates and diffusion coefficients[END_REF]. 

CEA experiments

Programs description

FP and structural material releases from PWR fuel samples have been studied in out-of-pile experiments at the CEA [START_REF] Ducros | Fission product release under severe accidental conditions: general presentation of the program and synthesis of VERCORS 1-6 results[END_REF][START_REF] Iglesias | Fission product release mechanisms during reactor accident conditions[END_REF][START_REF] Leveque | Programme Expérimentale HEVA -Rapport Final[END_REF][START_REF] Lewis | Modelling the release behaviour of cesium during severe fuel degradation[END_REF]Pontillon et al., 2005b). The HEVA program was conducted between 1983 and 1989, and consisted of 8 tests carried out in a 1900-2370 K temperature range. An induction furnace was used to heat Zircaloy-cladded PWR fuel samples, and gamma spectrometry was used to measure the FP releases from the fuel and transport to different locations in the experimental loop. Aerosols were collected in a heated cascade impactor during each test. The temperature of the impactor varied in the HEVA tests (but not in the VERCORS tests series). Control rod materials were used in the last two tests (HEVA-7 with Ag--In--Cd and fresh fuel and HEVA-8 with Ag-In-Cd and irradiated fuel). Mixtures of steam/H 2 and pure H 2 have been used as the environments for the HEVA tests. The VERCORS program (Pontillon et al., 2010) was an extension of the HEVA tests from 1989 to 1994 using a modified experimental loop and better instrumentation. The fuel sample consisted of three spent PWR pellets with two half pellets of depleted uranium placed at both sides, which were held in place by crimping the cladding so that the fuel specimens were not fully sealed. In most of the more recent tests the fuel specimens were re-irradiated in SILOE or OSIRIS research reactors after a short period of decay following the discharge from the power reactor, in order to recreate the inventory of short-lived FP such as I, Te, Mo, Ba and La. Six tests were carried out in the VERCORS program to study volatile and semi-volatile FP behaviour up to a maximum temperature of 2620 K. Extensive post-test gamma scanning (including gamma tomography) were performed after each test. Test conditions and results from the VERCORS test series are detailed in Table 6.

From 1996 to 2002, the VERCORS HT (High Temperature) and RT (Release of Transuranians) programs, described in Table 7 and Table 8, were carried out to improve the database and to study the release of FP and actinides during the late phase of an accident, with fuel liquefaction [START_REF] Ducros | Synthesis of the VERCORS experimental programme: Separate-effect experiments on Fission Product release, in support of the PHEBUS-FP programme[END_REF]Pontillon et al., 2010;Pontillon andDucros, 2010a, 2010b).

The VERDON program, started in 2011 at the Cadarache centre, has an experimental loop similar to that of the VERCORS HT series, including extensive instrumentation [START_REF] Ducros | Use of gamma spectrometry for measuring fission product releases during a simulated PWR severe accident: application to the VERDON experimental program[END_REF][START_REF] Ferroud-Plattet | CEA VERDON laboratory at Cadarache: new hot cell facilities devoted to studying irradiated fuel behaviour and fission product releases under simulated accident conditions[END_REF]. Samples consist in two re-irradiated fuel pellets together in their original cladding, along with a half depleted UO 2 pellet at each side.

Four tests were performed in the framework of the ISTP (International Source Term Program). The VERDON 1 test ( 

Programs results

Post-test gamma scanning enabled a complete FP mass balance in the VERCORS programs. Nearly total release of volatile species such as Cs, I, Te and Sb was confirmed for tests performed up to around 2600 K, with release kinetics very sensitive to the oxygen potential. However, Te and Sb were observed to be trapped in the unoxidized cladding although the total released fraction from the fuel sample eventually reached that of the other volatile species. Furthermore, their release kinetics were also sensitive to fuel type (UO 2 , MOX) and burn-up. The so-called semi-volatile FP such as Mo, Pd, Tc, Rh and Ba, which chemical forms limit their release to nearly half of that of volatiles, were also sensitive to the atmospheric conditions. Interactions between these FP as well as the sample burn-up affect the release of some of these species. Ba can be trapped by the Zr in the cladding and Mo can react with Cs reducing its volatility. The Mo release was observed to increase in oxidizing conditions (e.g., 92% release in VERCORS 5 versus only 47% in VERCORS 4) while, in contrast, Ba and Rh releases increased in reducing conditions (e.g., 45% and 80% of Rh and Ba, respectively, in VERCORS 4 as compared with only 20% and 55% in VERCORS 5). The so-called low-volatile FP species consisted of Ru, Nb, Sr, Y, La, Ce and Eu, with releases generally between a few and 10%. An increase in sample burn-up was shown to enhance the release of some elements of this group, particularly for Ru and Nd (Pontillon and Ducros, 2010a). Ru releases are also known to be significantly enhanced in air [START_REF] Cox | American Nuclear Society International Topical Meeting on the Safety of Thermal Reactors[END_REF]Pontillon andDucros, 2010a, 2010b). There were no significant releases of Zr, Nd and Pr under the temperature range studied in the VERCORS 1-6 experiments, and so they were classified as non-volatile FP. In the VERCORS 6 test performed with high burn-up fuel, although early fuel collapse and partial liquid corium was observed, there was no significant enhancement in release, where the liquid phase retained a fraction of semi and low-volatile FP.

The RT and HT programs also provided information on the release behaviour of FP: fuel nature influence (UO 2 vs. MOX), effect of the fuel morphology (intact pellets vs. debris fragments), effect of fuel burn-up, impact of absorber materials (Ag, In, Cd and boric oxide) and influence of the environmental sequence of the accident (oxidizing or reducing conditions). In the more severe VERCORS HT and RT test, Nb and La have been observed to be released more readily from the fuel. These tests also provided information on the temperature of fuel collapse, which occurred over a temperature range of 2400-2600K for fuel burn-ups of 47-70 GWd.t -1 ; which is about 500 K below the UO 2 melting temperature. The observed differences may be explained by the stoichiometric change of the fuel samples during the tests and maybe the presence of FP within the fuel matrix (Pontillon et al., 2005b).

Summarizing, the VERCORS series tests have shown that the release kinetics of the volatile species are sensitive to the environment oxygen potential, burn-up and fuel type. The VERDON tests performed so far have confirmed the behaviour observed for FP in terms of volatility and conditions effect. They have also confirmed the MOX fuel effect on FP behaviour, already observed in the VEGA tests, which tends to accelerate the release of volatile FP. 

Conditions

JAEA experiments

Program description

Ten tests have been performed in the VEGA experimental facility from 1999 to 2004, conducted at the JAEA (Japan Atomic Energy Agency) [START_REF] Hidaka | Outcome of VEGA Program on Radionuclide Release from Irradiated Fuel under Severe Accident Conditions[END_REF]. In these tests, the impact of temperature, atmosphere, pressure and fuel type on FP release was investigated. The main characteristic of this program was the possibility of performing annealing test at high pressure (up to 1 MPa) and high temperature (up to 3120 K). A model for FP release under pressure effect was developed from these results [START_REF] Hidaka | Outcome of VEGA Program on Radionuclide Release from Irradiated Fuel under Severe Accident Conditions[END_REF]. Samples were sections of PWR, BWR (both UO 2 ) and ATR (MOX) fuel about 60 mm long with a mass between 40 and 100 g, most of them without cladding. Some samples were re-irradiated during 8 h (VEGA 5) to 26 days (VEGA 6 and 7). Tests conditions and results from the VEGA test series are detailed in Table 9.

Program results

These tests showed that the release of caesium at 1.0 MPa was reduced by about 30% for temperatures below 2773 K, compared with tests at 0.1 MPa. Consequently, caesium releases in high pressure scenarios may be lower than that predicted by current models. Low-volatile species such as Eu, Ru and Ce were deposited close to the sample location but Cs was transported downstream, where it deposited in the TGT (Thermal Gradient Tube) at about 800 K. During the high temperature tests, enhanced Cs release rates observed for temperatures above 2800 K were attributed to fuel frothing and melting (Hidaka et al., 2002a).

The releases from MOX fuels were studied in the VEGA-M1 and M2 tests (Hidaka et al., 2002a(Hidaka et al., , 2002b;;[START_REF] Kudo | Influence of Pressure on Cesium Release from Irradiated Fuel at Temperatures up to 2,773 K[END_REF]. Significant Cs releases were observed at around 1000 K while similar releases were only evident at 1623 K in the UO 2 tests. The variation in Cs release at low temperature is explained by the difference in irradiation history. Despite this difference in the kinetic behaviour, the total Cs releases for both fuel types were similar. In particular, enhanced Cs release rates for temperatures higher that 2800 K observed in UO 2 samples were also evident during the MOX tests. Similar results were also observed for U, Pu, Sr and Mo for UO 2 and MOX fuels. Results of the VEGA tests under flowing steam are consistent with those from other programs [START_REF] Hidaka | Outcome of VEGA Program on Radionuclide Release from Irradiated Fuel under Severe Accident Conditions[END_REF][START_REF] Kudo | Technical Meeting on Severe Accident and Accident Management[END_REF]. Here an increased deviation in UO 2+x stoichiometry resulted in an enhanced release of volatile FP. In the case of Zircaloy-cladded samples, this effect is absent at temperatures above 2030 K, which was attributed to the competing process of UO 2 reduction by molten Zircaloy. Dissolution rates of UO 2 by molten Zircaloy were estimated to be about 1000 times lower in steam than in hydrogen environments.

Conditions

JAEA Tests

VEGA-1 VEGA- 

La - - - - - - 3 - 4 - Mo - - - - - 0.6 - - - 0.3 Sr - - - - - 2 - - - 11 U - - - - - 0.4 - - - 0.1 Pu - - - - - 2.8 - - - 2.1

AECL-CRL experiments

Program description

In this program, conducted at AECL Chalk River Laboratories (Canada) from 1983 to 1992, more than 300 annealing tests were carried out. Fuel specimens with and without cladding of 0.2-1.5 g each, extracted from irradiated fuel elements were submitted to temperatures between 800 to 2350 K in Ar/H 2 , steam and air atmospheres (D. S. Cox et al., 1992;[START_REF] Cox | American Nuclear Society International Topical Meeting on the Safety of Thermal Reactors[END_REF][START_REF] Hunt | Proceedings of the International Conference on CANDU Fuel[END_REF][START_REF] Liu | Proceedings of the 15th Annual Canadian Nuclear Society Conference[END_REF]. Test conditions and FP released fractions of some tests are presented in Table 10.

One of the main features of the AECL program was the possibility of on-line measurement of the oxygen potential in the gas stream, enabling the calculation of the fuel oxidation kinetics (D. S. Cox et al., 1992).

These tests also provided information on FP release from bare UO 2 without any Zircaloy barrier. The role of Zircaloy on FP release has been investigated using fragments of UO 2 enclosed in Zircaloy foil bags, and short segments of Zircaloy-clad fuel elements with end caps fitted at the tops to exclude the surrounding atmosphere from direct contact with the UO 2 .

Program results

It has been shown that the presence of a Zircaloy sheath can either inhibit or delay the release of volatile FP, compared to tests under the same conditions using uncladded UO 2 samples. The delay is primarily associated with the time required to oxidize the Zircaloy cladding, after which the UO 2 oxidation begins, causing enhanced release rates. The release rates of volatile FP from cladded fuel samples after complete cladding oxidation are almost independent of temperature in the range 1670--2140 K [START_REF] Liu | Proceedings of the 15th Annual Canadian Nuclear Society Conference[END_REF]. It has also been demonstrated that releases of volatile FP (Kr, Xe, I, Cs and Te) are relatively low in inert or reducing atmospheres but increase significantly after the cladding oxidation, in oxidizing atmospheres.

In some of the high temperature tests on uncladded fuel samples, large fractions of the UO 2 fuel was volatilized in highly oxidizing environments, leading to the release of low-volatile FP (e.g., Zr, La, Ba, Ce, Pr, Eu) via a "matrix stripping" process, where these products are normally soluble in the UO 2 [START_REF] Liu | Proceedings of the 15th Annual Canadian Nuclear Society Conference[END_REF].

An improved release of low volatile FP, such as Eu and Ba, was observed in hydrogen-rich atmospheres, while steam atmospheres favoured the release of Mo, Ru, Nb, etc.

The major contribution of these tests concerns the influence of the oxygen potential in the release of low-volatile FP, such as ruthenium. For example, as it is observed in Table 10, in the MCE1-6 test in reducing conditions at 2273 K, Ru release was quite low while during the MCE 1-1 test under air atmosphere at 1973 K, Ru was completely released 13 minutes after the air injection. This effect was such that the release of Ru was faster and greater than that of the volatile FP, Cs and I [START_REF] Iglesias | Ruthenium release kinetics from uranium oxides[END_REF][START_REF] Iglesias | Fission product release mechanisms during reactor accident conditions[END_REF]. These tests also made possible to develop models for steam and air oxidation of UO 2 [START_REF] Cox | Proceedings of the International Symposium on High Temperature Oxidation and Sulphidation Process[END_REF][START_REF] Lewis | Modelling the release behaviour of cesium during severe fuel degradation[END_REF]. This classification is rather indicative, since some FP may present a characteristic behaviour corresponding to another category depending on the thermodynamic conditions (temperature, atmosphere) as it will be explained below.

Volatile FP exhibited very high releases both in integral and analytical tests. Indeed, as shown in Table 11, iodine, caesium and noble gases presented a similar behaviour, with releases generally up to 90%. These results are also consistent with the releases observed in the Fukushima accident, where most releases correspond to fission gases and volatile species of Cs and I. Regarding caesium and iodine, it has been observed that their global release is rather equivalent (Pontillon and Ducros, 2010b). Indeed, these FP (like other volatile FP) may be completely released from the fuel if a high enough temperature is reached.

Though certain conditions such as atmosphere and fuel burn-up affect their release kinetics, the final released fraction is independent of these variables. Nevertheless, in some analytical tests such as VERCORS 6 and RT 7 (Pontillon and Ducros, 2010b), integral tests such as PBF SFD and in the TMI-2 accident [START_REF] Hobbins | Fission product release from fuel under severe accident conditions[END_REF], small but significant quantities of caesium (3-10%) remained in the fuel, possibly due to retention in the form of Cs 2 UO 4 or Cs 2 ZrO 3 or even of Cs 2 MoO 4 , as proposed in [START_REF] Ducros | Atmosphere dependence of fission products release: the VERCORS 4 and 5 experiments[END_REF]. The comparable tests, PBF SFD 1-1 and 1-4, indicate that the release is enhanced in high burn-up fuel compared to trace-irradiated fuel possibly due to the presence of grain boundary tunnels that serve as pathways for gaseous release. Enhanced release rates (due to fuel morphology) occur primarily during the initial heat up, while this difference is reduced afterwards (above 2200 K), where releases are then dominated by the dissolution of the fuel by the molten Zircaloy cladding [START_REF] Hobbins | Fission product release from fuel under severe accident conditions[END_REF]. Te releases, between 1% and 83%, seemed to be dependent on the Zircaloy oxidation degree, where large releases occurred when the Zircaloy cladding was nearly completely oxidized. Although tellurium is released from the fuel during heatup, it will chemically react with the Zircaloy cladding and become trapped (De Boer andCordfunke, 1997, 1995;[START_REF] Johnson | Mass spectrometry studies of fission product behavior: I. Fission products released from irradiated LWR fuel[END_REF]. During complete oxidation, there is a production of elemental tellurium and zirconium oxide from ZrTe 2 reaction with oxygen. Te would then react with Sn (also present in the cladding) leading to the release of tellurium. Indeed, a SnTe compound has in fact been observed under accident conditions [START_REF] Collins | Fission Product Tellurium release behaviour under Severe Light Wather Reactor Accident conditions[END_REF]. Only at high oxygen partial pressures, which are above the equilibrium value of Sn/SnO 2 , tellurium can be released in its elemental form. This delayed release behaviour for tellurium has been observed in numerous analytical tests [START_REF] André | Fission product releases in severe light water reactor accident conditions: ORNL/CEA measurements versus calculations[END_REF][START_REF] Hobbins | Fission product release from fuel under severe accident conditions[END_REF][START_REF] Iglesias | Fission product release mechanisms during reactor accident conditions[END_REF][START_REF] Osborne | ORNL studies of fission product release under LWR severe accident conditions[END_REF]. Although Sb like Te is readily released from the fuel during heat up in a severe accident, a lower release is observed since Sb is mostly retained in metallic melts (as it alloys with other metals such as Ni and Ag) [START_REF] Hobbins | Fission product release from fuel under severe accident conditions[END_REF].

Regarding Semi-Volatile FP, barium presented generally low releases of a few percent but could be extensively released, up to 80% in hydrogen atmosphere. In a similar way, molybdenum presented generally released fractions of about 50%, but which increased up to 90% in oxidizing atmospheres. This highlighted the important role that the oxygen potential, dictated by the atmosphere, plays in the release of semi-volatile FP. Indeed, only small releases of Ba were observed in the steam experiments of Table 11, as the atmosphere typically hindered the formation of the more volatile metallic species, favouring instead low volatility oxides and hydroxides [START_REF] Lewis | Low volatile fission-product release and fuel volatilization during severe reactor accident conditions[END_REF]; in fact, releases for these species occurred in the PHEBUS FPT-0 test during the temperature escalation phase when hydrogen generation was at a maximum [START_REF] Hanniet | PHEBUS FPT0 Final Repport, CD Version[END_REF]. This observation is consistent with the integral ACRR ST tests, where higher releases of Ba were observed in reducing environments which would promote higher-volatile metallic forms of these species [START_REF] Allen | Proceedings of the International Conference on Thermal Reactor Safety[END_REF]. These results are also supported by the analytical VI, HEVA and VERCORS annealing tests [START_REF] André | Fission product releases in severe light water reactor accident conditions: ORNL/CEA measurements versus calculations[END_REF][START_REF] Iglesias | Fission product release mechanisms during reactor accident conditions[END_REF][START_REF] Osborne | ORNL studies of fission product release under LWR severe accident conditions[END_REF]. However, there is a remarkable difference for Ba release between PHEBUS FPT-0 and FPT-1 experiment (1%) and the ORNL and VERCORS tests (>40%) [START_REF] Dubourg | A qualitative comparison of barium behaviour in the PHEBUS FPT0 test and analytical tests[END_REF]. This difference may be due to the presence of a significant amount of ZrO 2 in the fuel melt (about 47 mol %) as well as small amounts of Fe oxides which can reduce the volatility of Ba [START_REF] Dubourg | A qualitative comparison of barium behaviour in the PHEBUS FPT0 test and analytical tests[END_REF]. Indeed, it has been demonstrated that barium may interact with the zirconium present in the cladding, leading to the formation of BaZrO 3 . A gamma emission tomography was performed on the fuel rod sample used in the VERCORS 5 tests, presented in Figure 1 (Ducros, 1994a). This tomography (where colour red indicates regions of high Ba γ-emission and therefore high concentration) shows that there was no more Ba in the fuel peripheral area and that 15% of its initial inventory was retained in the cladding (represented by the white circles in this figure). This interaction would also explain the behaviour observed for Ba during analytical tests where un-cladded fuel samples were employed, such as the RT3 test: Barium began to release at low temperatures (about 1700 K) reaching 40% at 2570 K.

Molybdenum also exhibits a strong dependence on the oxygen potential. Indeed, in the VI-3 test under a steam atmosphere the released fraction was around 77% while for the VI-5 test (similar fuel and final temperature) under hydrogen atmosphere the released fraction was around 2%. This tendency was also confirmed through the HEVA and VERCORS series tests. In all the tests of the VERCORS RT and HT where the fuel was melted, the residual distribution of Mo in the corium was always associated with the Ru residual distribution and sometimes located in metallic precipitates, immiscible with the oxide phase of the corium (Pontillon and Ducros, 2010b). Molybdenum may also be associated with caesium, as it has been often observed that a fraction of these two elements precipitated together in areas of the loop close to the emission point of FP in the VERCORS tests (Pontillon and Ducros, 2010b). Rhodium, palladium and technetium showed a similar behaviour to that of barium or molybdenum: Rh releases were greater in reducing conditions while Pd and Tc releases were greater in oxidizing conditions, though their release seems lower under all conditions studied (Pontillon and Ducros, 2010a).

Low-volatile FP releases were generally very low, from 10% to 20% (Pontillon and Ducros, 2010a). Nevertheless, the oxygen potential was also a determining factor. Indeed, releases around 40% of Nb have been observed in very oxidizing conditions and un-cladded fuel, which would imply an interaction of this element with the components of the cladding, and releases of 60% of Eu in very reducing conditions such as in the VI-5 test [START_REF] Osborne | Data summary report for fission products relase test VI-5[END_REF]). Ruthenium's behaviour is also very dependent on the oxygen potential conditions. Though the released fractions of the tests in Table 11 were very low, it has been reported that in very oxidizing conditions ruthenium may form volatile species. Indeed, released fractions of 28% and 65% were observed in VERCORS RT6 and HT2 tests, under steam atmospheres (Pontillon andDucros, 2010a, 2010b) and up to 100% under air atmosphere in the CRL MCE 1-1 and MCE 1-7 tests [START_REF] Iglesias | Fission product release mechanisms during reactor accident conditions[END_REF].

Lastly, Non-volatile FP always exhibited very low releases (below 1%) independently of the oxidizing conditions.

The FP release behaviour observed in analytical and integral tests has been compared and examined, as well as that determined in the TMI-2 core examination. Consistent release behaviour of the volatile (Xe, Kr, I, Cs, Te and Sb), semi-volatile (Mo, Rh, Pd, Tc), low volatile (Ru, Ce, Nb, La, Y, Sr and Eu) and non-volatile (Zr, Pr, and Nd) FP was observed in the analytical experiments at the ORNL, CEA, JAEA and CRL and the various integrals tests. It was observed that the prevailing local atmospheric conditions (i.e., oxygen potential) particularly influence the release characteristics of the semi-volatile and low-volatile FP, in terms of final released fraction, and that of volatile FP, in terms of release kinetics. Moreover, the complex nature of melt progression tends to mask individual release mechanisms as identified in the out-of-pile experiments. A significant enhancement of release due to fuel liquefaction is not typically observed in the separate-effects experiments.

Remaining questions on FP behaviour and thesis objective

The behaviour observed for Cs, Mo, Ba and Ru still presents some peculiar characteristics, yet to be explained. Firstly, caesium release kinetics observed in the VERCORS series exhibits a two-step release: an initial release around the beginning of the oxidation plateau (at 1573 K) which practically stops during this plateau but then continues at the beginning of the high-temperature ramp. This behaviour indicates that the release mechanism is not only diffusive but instead chemical reactions may be involved. Indeed, it has been observed that caesium and molybdenum tend to precipitate together in some regions of the experimental circuit (Pontillon and Ducros, 2010b) though the chemical species remain unknown. A better understanding of caesium behaviour would also help understand the behaviour of iodine, tellurium and molybdenum among other FP, by explaining the co-precipitation observed during the VERCORS program.

Regarding molybdenum, the main uncertainty lies on its chemical behaviour during the accidental sequence since it may react with other FP (i.e. caesium [START_REF] Lewis | 2.20 -Fission Product Chemistry in Oxide Fuels[END_REF]) and also act as an oxygen potential buffer [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF][START_REF] Lewis | 2.20 -Fission Product Chemistry in Oxide Fuels[END_REF], and thus affect the oxidation state of the other FP. In both cases, molybdenum would have an important impact on other FP behaviour and volatility.

The behaviour of barium was not consistent through the integral and analytical tests, contrary to the other FP. A reduced volatility was observed in the integral experiments compared to analytical ones. As stated above, it may be attributed to the presence of iron and zirconium oxides which would react with barium giving non-volatile species such as BaZrO 3 (Ducros, 1994a;[START_REF] Lewis | 2.20 -Fission Product Chemistry in Oxide Fuels[END_REF]. Understanding the release mechanism of barium would improve its release assessment in real accidents which is of major importance, since barium is responsible of up to 25% of the decay heat of the core few days after an accident, due to the 140 Ba/ 140 La couple [START_REF] Baichi | Contribution à l'Etude du Corium d'un Réacteur Nucléaire accidenté: Aspects puissance residuelle et thermodynamique des systèmes U-UO2 et UO2-ZrO2[END_REF].

Finally, ruthenium was classified as a low-volatile FP since generally releases were in the order of a few percent. Nevertheless, it has been observed that in very oxidizing conditions, such as air ingress scenarios, its release is comparable to that of volatile FP, and that the Ru volatile chemical species could remain in the atmosphere of the containment for a long time.

Understanding the mechanisms and the intermediate phases involved in the release of these FP would improve the source term estimation. This would be important from a health and environmental points of view due to the radiological and direct health damage of these FP, particularly of Ba and Ru which act as poisons [START_REF] Bair | Inhalation of radio nuclides and carcinogenesis[END_REF][START_REF] Johnson | Acute barium poisoning with respiratory failure and rhabdomyolysis[END_REF].

Summarizing, there are remaining questions regarding the behaviour of Cs, Ba, Mo and Ru in accidental conditions and further research is required on these FP, in order to improve the accuracy in the source term assessment and the associated impact. The objective of the thesis is, then, to understand the mechanism involved in the release of Ba, Cs, Mo and Ru. A release mechanism has already been proposed in bibliography, based mainly on thermodynamic calculations and some experimental observations. This mechanism, presented below, is the central hypothesis of the thesis.

Hypothetical Release Mechanism

As described above, the release mechanism proposed by (Nicaise, 2004a) is the main hypothesis of this work and is described first in this section, followed by the experimental and theoretical bases. Lastly, the methodology implemented in order to validate or refute the release mechanism is presented.

The mechanism presented here has been proposed in bibliography (Nicaise, 2004a) to describe the release of the mentioned FP: Cs, Mo, Ba and Ru. This mechanism is based on the behaviour observed (in terms of release kinetics and global released fraction) in VERCORS tests, particularly VERCORS 4 and 5. Moderate burn-up irradiated fuel samples (40 GWd.t -1 ) were employed for these tests. The temperature sequence for both tests may be separated into 3 stages: the first one consisting on a temperature ramp up to 673 K followed by a temperature plateau under inert atmosphere; a second one consisting on a ramp up to 1573 K followed by an oxidation plateau under a steam/H 2 (oxidizing) atmosphere and a final temperature ramp followed by a 30 minutes plateau at 2573 K. The atmosphere of the final ramp varied from one test to another, being pure H 2 in VERCORS 4 and pure steam for VERCORS 5.

A special feature of this mechanism is that it considers a different approach for caesium release, taking into account possible reactions with other FP, contrary to the previously accepted mechanisms which considered intra-granular diffusion as the only limiting phenomena. The assumed localization of the considered FP is first presented, taking into consideration the bibliography on chemical state of FP, followed by the interpretation of the results obtained during VERCORS 4 and 5 and finally the proposed mechanism is summarized.

The mechanism proposed by (Nicaise, 2004a) is presented in Figures 2 to 6. These figures represent the initial state and 4 different stages considered for the annealing sequence followed generally in the VERCORS tests.

These stages are:

-During the second temperature ramp (around 1273 K);

-The first release of Cs at the oxidation plateau (at 1573 K);

-The second release of Cs, along with the beginning of release of Mo and Ba during the third temperature ramp; and finally -The release of Ru at the high-temperature plateau (around 2573 K).

Stage 1: Simplified chemical state of the considered FP and their locations in the fuel at the initial temperature (T 0 ) of the accident

The considered phases are:

Cs 2 UO 4 : Precipitates at the grain boundaries, along with CsI.

MoO 2 : Intra-granular precipitates of small size.

Ru: Present in the white inclusions, along with different ruthenium oxides (RuO x , )

BaO: Present in the Perovskite phase along with many other FP. Barium is present in many chemical forms, of which the primary oxide is the simplest one.

Zr: Only the zirconium present in the Zircaloy cladding is considered. A summary of the stages described in the mechanism is presented in Figure 7. 

Experimental bases of the hypothetical evolution

As explained at the begging of this section, the mechanism presented above is mainly based on thermodynamic estimations and some experimental observations done on irradiated fuels and during the VERCORS program. The bases of the mechanism are presented below.

FP initial localization

Caesium is a very volatile and reactive element which has a very low solubility in the UO 2 matrix [START_REF] Kleykamp | The solubility of selected fission products in UO2 and (U,Pu)O2[END_REF]. Characterization by axial gamma-scanning suggests that caesium tends to migrate from the fuel matrix towards the surface, where high concentrations of this element have been detected. The presence of some compounds (i.e., CsI) in the gap is well supported by experimental evidence [START_REF] Gittus | Safety aspects of fuel behaviour during faults and accidents in pressurised water reactors and in liquid sodium cooled fast breeder reactors[END_REF]. Indeed, thermodynamic calculations show that, independently of the oxygen potential, the most stable compound for Cs is always CsI in the [Cs-I-U-Mo-O] system [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. Nevertheless, caesium concentration in the irradiated fuel is about 15 times higher than that of iodine. The remaining caesium is assumed to precipitate under uranate forms, the simplest one being Cs 2 UO 4 [START_REF] Duriez | Zircaloy-4 and M5® high temperature oxidation and nitriding in air[END_REF][START_REF] Kleykamp | The solubility of selected fission products in UO2 and (U,Pu)O2[END_REF]. Another caesium ternary oxide, Cs 2 MoO 4 , may be found in equilibrium with Mo in the ternary Cs-Mo-O system (Ugajin et al., 1996;[START_REF] Walle | Evaluation of the Cs-Mo-I-O and Cs-U-I-O diagrams and determination of iodine and oxygen partial pressure in spent nuclear fuel rods[END_REF], but it is believed to be formed at temperatures higher than the normal operation temperature of a LWR, as it was observed only in Fast Reactors fuel pins [START_REF] Tourasse | Fission product behaviour in phenix fuel pins at high burnup[END_REF]. To simplify the mechanism, it is considered that all caesium is found in the uranate form and located at the fuel grains boundary.

Barium also presents a very limited solubility in the fuel matrix [START_REF] Kleykamp | The solubility of selected fission products in UO2 and (U,Pu)O2[END_REF] and is assumed to form a separate phase with perovskite structure along with many other FP, called "grey phase". This phase may be represented as (Ba,Sr,Cs)(Zr,U,Pu,Mo,RE)O 3 [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF] though no barium precipitates have been observed in a 50 GWd.t -1 UO 2 fuel [START_REF] Thomas | Microstructural analysis of LWR spent fuels at high burnup[END_REF]. This may indicate that barium precipitates in high burn-up fuels or in fuels submitted to temperatures higher than the normal operation temperature of a LWR. In the mechanism, it is assumed that barium is present in grey phase intra-granular precipitates, as BaO.

Molybdenum is easily oxidised to MoO 2 according to the Ellingham diagram, forming nanometric precipitates within the fuel [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. Kleykamp also observed that molybdenum is equally present in metallic inclusions along with ruthenium, technetium, rhodium and palladium (called white inclusions, with a size from 10 to 100 nm) at the grain boundaries and inner surface of the intra-granular gas bubbles. Molybdenum has also been observed in the perovskite phase [START_REF] Tourasse | Fission product behaviour in phenix fuel pins at high burnup[END_REF], but given the very low concentration it will not be taken into consideration further in the mechanism. Therefore, it is assumed that molybdenum is present as MoO 2 precipitates, located within the grains, and as metallic Mo in the white inclusions, located at the grain boundaries.

Ruthenium, as mentioned before, is also found in the white inclusions of which it is the main component (more than 50 at.% of ruthenium) [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. Contrary to molybdenum, strong oxidizing conditions are required in order to oxidize ruthenium (stronger oxidizing conditions than those achieved in most tests). It is then assumed that some Ru oxides are created during irradiation and are located along with the white inclusions.

Interpretation of FP release

The tests grids of tests VERCORS 4 and 5 are presented in Table 12 and the release kinetics of the considered FP in Figure 8 and Figure 9 (Pontillon andDucros, 2010a, 2010b) It has been reported that MoO 2 has singular vaporization properties [START_REF] Giacchetti | Behavior of Molybdenum in Mixed-Oxide Fuel[END_REF][START_REF] Nicoll | The behaviour of single atoms of molybdenum in urania[END_REF][START_REF] Tourasse | Fission product behaviour in phenix fuel pins at high burnup[END_REF]: as a pure solid, thermodynamic data predict that the vaporization at 1 atm should occur at 2800 K, but when present in a nuclear fuel this temperature is drastically reduced to about 1273K. From the analysis of the VERCORS 5 loop components (Pontillon and Ducros, 2010b) it may be deduced that molybdenum is released in two different chemical forms. A first species which condensates quickly, found in the high temperature part of the loop, and a second species which represents about 50% of the total molybdenum, that was fully collected in the impactor of the experimental loop (a multistage collector for trapping aerosols). It is assumed then, that all the MoO 2 would be vaporised in the intergranular porosities around 1273 K and transported through the partially inter-connected porosity (generated by gases migration towards these pores as temperature rises and consequent pressure increase). Some MoO 2 would then react with caesium precipitates located at the grain boundaries, according to Reaction 1.1. A similar mechanism of vaporization/reaction was observed in the Phenix reactor pins [START_REF] Tourasse | Fission product behaviour in phenix fuel pins at high burnup[END_REF], where no Mo was found in the centre of the pellets and caesium molybdates were found at the periphery. In this case MoO 2 is supposed to vaporize from the hot parts of the fuel and then condensate in colder ones, reacting in solid phase with caesium uranates. Beginning of release of Cs:

During the cladding oxidation phase as hydrogen is produced in the fuel-to-cladding gap, the oxygen potential (ΔGO 2 =RTln(PO 2 )) decreases and with it the stability of the caesium uranate (Cs 2 UO 4 ). Considering that the inter-connection of the pores continued, forming channels and allowing FP to be released, the first release of caesium would be explained according to Reaction 1.2.

Cs 2 UO 4)s 2Cs )g +UO 2)s +O 2)g Reaction 1.2

This phase destruction reaction would explain the differences in caesium release kinetics observed in the different tests, where the redox conditions have an important impact. The remaining, unreleased caesium is assumed to be present as Cs 2 MoO 4 .

Second release of Cs, beginning of Mo and Ba release

During the last temperature ramp the behaviour of these FP changes from VERCORS 4 to VERCORS 5, due to the different atmospheres:

For VERCORS 5, under pure steam, Cs 2 MoO 4 is vaporized at about 2200 K leading to some Cs and Mo release. BaO is vaporized at about 2500 K and some of it is released, though half of barium is retained by reaction with the ZrO 2 of the oxidised cladding, giving BaZrO 3 according to Reaction 1.3.

For VERCORS 4, under pure H 2 , Cs 2 MoO 4 is affected by the low oxygen potential coming from fuel reduction; leading to the decomposition of this phase and giving Cs and some Mo release, though some of this released Mo is partially reduced and returns to the metallic phase, according to Reactions 1.4 and 1.5. Also, according to the analysis of the experimental loop components it may be deduced that a small part of Cs 2 MoO 4 may be vaporized and released. There would be then, a competition between the molybdate destruction and its vaporization. In fact, for VERCORS 4, 10% of Mo was collected in the impactor (instead of 50% for VERCORS 5) coming from Cs 2 MoO 4 vaporization. Some BaO would also be retained by the Zr from the cladding, but given the reducing atmosphere it is possible that the cladding is partially reduced and thus limiting the retention, or even that the BaZrO 3 phase is partially destroyed. 

Ruthenium release

Ruthenium release takes place at the high temperature plateau, around 2573 K. The involved reaction is assumed to be the vaporization of the existing ruthenium oxides, according to Reaction 1.6. Release of barium continues due to the destruction of the zirconate, as indicated by Reaction 1.7. Since this reaction would take place in reducing conditions, Ba would be released as Ba (g) .

RuO x(s)  RuO x (g) Reaction 1.6 2BaZrO 3(s) + H 2(g)  2Ba (g) + 2ZrO 2(s) + H 2 O (g) Reaction 1.7
Though the proposed reactions and the localization of the selected FP are based on thermodynamic calculations and some experimental observations, most of the chemical species have not been detected in irradiated nuclear fuel. Such is the case of Cs 2 UO 4 which has never been observed in PWR or in FR fuels (in the latter due probably to the higher operation temperature at which this compound becomes unstable). Cs 2 MoO 4 has not been observed in PWR fuels either, though it has been detected in FR pins. Post-tests examinations of the VERCORS series experimental loop components indicate, though, a co-precipitation of Mo and Cs. Regarding barium, the behaviour observed through the analytical and integral tests would be explained by interactions with the cladding. Indeed, the tomography presented in Figure 1 would indicate so. Nevertheless, the involved intermediary compound, BaZrO 3 , has not been observed yet. Finally, the behaviour of ruthenium in strong oxidizing conditions is attributed to the volatilisation of Ru oxides. The main uncertainty on this element lies in the important released fractions obtained during test such as VERCORS RT 6 and HT 2, where the oxygen potential conditions generated by a steam atmosphere were not as strong as to allow the formation of higher oxides. This would imply that some ruthenium is already in a RuOx form at an early state.

These phases remain hypothetical so, in order to validate or refute this mechanism, which is the objective of this doctoral research, experimental observation have to be performed both at the initial state and at different intermediate stages. To this end, two experimental work axes have been adopted. These axes, presented below, share the same objective which is the identification of the chemical phases produced during irradiation and their evolution in severe accident conditions, but have a different approach.

Methodology

As indicated in the previous section, there are remaining uncertainties regarding the initial localization of the four studied FP (Ba oxide precipitates, Mo and Ru together in metallic inclusions as well as their oxides and Cs 2 UO 4 ) in the nuclear fuel and their evolution (temperatures at which the initial phases are destroyed and other are created) during an accidental sequence. These uncertainties may be overcome by experimental observations. Two work axes were proposed for the thesis, in an attempt to validate or refute the proposed mechanism. The difference between these two axes lies in the type of samples used and the characterization techniques: irradiated fuel samples for the first one, while model materials representative of irradiated fuels, called SIMFUELS, for the second. The model materials axis is complementary to the first one, and was implemented in order to answer remaining question on FP behaviour, that were impossible to answer using irradiated fuels.

On one hand, the use of irradiated fuels is a must since there are two main phenomena, which are a consequence of the irradiation process, which have a major impact on FP behaviour and cannot be reproduced in model materials. These phenomena are:

-The distribution of FP, which is not completely homogeneous from the centre to the periphery of samples. Indeed, since the periphery of the sample is more affected by irradiation, the fission of U atoms is more important in this region than in the rest of the fuel section. This leads a higher FP concentration in the periphery of the sample. Besides, there is a radial temperature gradient in the fuel pellets, which also affects the FP distribution.

-The microstructure of the fuel, which is highly affected by irradiation. Indeed, as explained above, the periphery of the pellet is more affected by irradiation, leading to a higher local burn-up. After many irradiation cycles, a region called High Burn-up Structure is observed in the periphery. This region presents a higher concentration of FP, more and bigger pores than in the rest of the sample and reduced UO 2 grain size.

On the other hand and despite their limitations, model materials present some important advantages:

-The possibility of decoupling thermodynamics from irradiation. Indeed, model materials allow to study the FP chemistry at an "early state", since their state is purely dictated by thermodynamic stability without the impact of irradiation.

-The use of powerful characterization techniques, such as X-ray Absorption Spectroscopy (XAS) using synchrotron radiation, which allows determining accurately FP oxidation state, their local environment and the chemical phase structure.

Intermediate stages of a severe accident were recreated in the two axes, by means of annealing tests under representative conditions, in a similar way to the tests carried out in the VERCORS program. Samples were characterized before and after tests using the available techniques at the LECA-STAR facility and, particularly for model materials, by X-ray Absorption Spectroscopy. A diagram describing how these two axes are articulated is presented in Figure 10. Another important aspect of the thesis are thermodynamic estimations, performed mainly for model materials considering the different annealing tests conditions, in order to facilitate experimental identification of phases. These estimations were done using the FactSage TM software with the SGPS database, provided with the software. Detailed descriptions of the software and of the experimental loops are presented in Appendix IV and Appendix V, respectively.

Chapter 2: Irradiated Fuels

Introduction

As described in the first chapter, the irradiated fuels work axis is the main experimental axis of this doctoral research. The results on Ba, Cs, Mo and Ru behaviour in severe accident conditions are presented in this chapter. Three different samples were studied, corresponding to three stages of a severe accident: an initial state (T 0 -IF sample), that correspond to the normal operation conditions before the accident starts; an intermediate state (IF1500 sample) under reducing atmosphere; and an advanced state of an accident (VERDON-1 sample), where the fuel sample collapse was imminent.

Regarding the release mechanism presented in the first chapter (Nicaise, 2004a), several hypotheses corresponding to three different stages will be studied in this chapter, as indicated in The three irradiated samples considered in this study were prepared from the same father fuel, FX0GAC-E04, which is described first and is followed by the results obtained during the characterization of the three samples. All samples were characterized at the LECA-STAR facility, CEA Cadarache. A brief description of the different characterization techniques used is presented in Appendix VI.

Samples description

As explained above, three irradiated fuel samples were studied in this work axis, representative of different stages of a severe accident: T 0 -IF sample, which is representative of an initial state before the accident starts; IF1500 sample, annealed up to 1773 K under reducing atmosphere and representative of an intermediate stage; and finally the VERDON 1 sample, representative of an advanced stage of a severe accident. These samples, the test conditions to which they were submitted and the characterizations performed are summarized in Table 13, followed by a detailed description of the samples. Firstly the father rod from which all samples were prepared is described, followed by the T 0 -IF, IF1500 and VERDON 1 samples. 

Sample

FX0GAC-E04

The father fuel from which the three samples studied were prepared was irradiated during six cycles in the Gravelines-5 Nuclear Power Plant operated by EDF. Though the mean burn-up of the rod was calculated to be 67.535 GWd.t -1 , the samples were taken from a segment with a local burn-up of 72 GWd.t -1 . The fabrication characteristics of the father rod are presented in Table 14, extracted from [START_REF] Decanis | Résultats de perçages des crayons UO2 ALIX 6 cycles FX0GAC N05[END_REF][START_REF] Martella | ALIX PROGRAM -Non-destructive Examinations of E04 rod (FX0GAC), with M5 cladding, After six irradiation cycles in Gravelines 5 reactor[END_REF].

Rod number 4034

Position in assembly FX0GAC E04

Cladding material M5 Many characterisation analyses were performed on the fuel rod, such as metallographic analyses, SEM, EPMA and SIMS, at the LECA-STAR facility, CEA Cadarache. An optical microscope image from the periphery of a FX0GAC-E04 sample, where the High Burn-up Structure (HBS) region is clearly observed, is presented in Figure 12. As described in chapter one, the HBS is produced at the periphery of high burn-up fuels due to irradiation. The main characteristics of this region are a higher concentration of FP and heavy elements produced by neutron capture of uranium atoms, an elevated porosity and smaller UO 2 grains. Particularly for the E04 fuel, the HBS extends up to 60 µm from the periphery.

Some important characteristics of FX0GAC-E04 that must be mentioned are: the existence of an internal ZrO 2 layer between the cladding and the fuel; and the increased Pu concentration at the periphery (HBS). These two can be observed in the SEM-BSE image and Pu X-ray map in 

IF1500 Sample

This sample, also taken from a FX0GAC-E04 pellet, was submitted to an annealing test consisting in three temperature plateaus, at 573, 1473 and 1773 K, in reducing atmosphere (Ar + 4% H 2 ). The last temperature plateau was maintained for 35 min, in order to achieve a final Cs released fraction of about 47%. The annealing test was carried out in the MERARG experimental loop (Pontillon et al., 2005a) Carrier: He

From -400 kJ.mol -1 (673 K) to -244 kJ.mol -1 (1773 K)

Phase 3

1773 to 1873 K Plateaus every 100°C (10 min) from 2273 K up to the end of sequence

Reducing H 2 O = 0.3 mg.s -1 H 2 = 0.33 mg.s -1
Carrier: He

From -365 kJ.mol -1 (1773 K) to -279 kJ.mol -1 l (2873 K) The release kinetics of Cs and I could be perfectly superposed, and are also quite similar to those of the fission gases. However, the release kinetics of Te and Sb were delayed compared to that of Cs and I.

Each FP belonging to the semi-volatile category presented its own particular behaviour which was, as already observed in previous tests, highly dependent of the atmosphere conditions. Mo release started at the oxidation plateau (1773 K, oxidizing atmosphere) and got up to 40% before stopping by the end of the oxidation plateau. Mo release restarted when the H 2 flux was stopped, around 2673 K. Ba release started later, around 2273 K, and achieved 80% by the end of the test surpassing that of Mo (60% The VERDON 1 sample was recovered after the test and two samples were prepared: Samples A2 and B. These two samples are presented in Figure 20. As observed, the original cladding disappeared and the fuel pellets were clearly degraded after the test, due to which half of one pellet (Sample A2) shattered during recovery. Both samples were prepared in a different way in order to perform different post-test examinations: Sample A2 was metallized in order to improve its conductivity and perform EPMA analyses, while sample B was embedded in an epoxy resin in order to perform a metallographic analysis (optical microscopy) and XRD. Both samples were polished up to half their diameter after embedding. The metallographic analysis and XRD results on sample B and EPMA results on sample A2 are presented later in this chapter. 

Experimental characterization of irradiated fuel samples

An analysis of the behaviour of the four FP of interest (barium, caesium, molybdenum and ruthenium) is presented in this section. Firstly, the characterisation results of the T 0 -IF sample are presented, followed by those of the IF1500 one and finally the VERDON 1 sample. 

T0-IF

Caesium

Caesium localization has been determined through EPMA and SIMS analysis. EPMA analyses, which results are presented in Figure 24, were performed on a sample obtained by fracture of an un-annealed FX0GAC-E04 pellet. As observed in these images, many Cs precipitates were found in the sample, with an Equivalent Circle Diameter (ECD) ranging from 4 to 7 µm. These precipitates disappeared progressively when impacted by the electronic beam. Mo and O X-ray maps were also acquired. No Mo-Cs association was observed and, besides, O X-ray map do not reveal any kind of precipitate. Regarding SIMS analyses, which were performed in three different regions (periphery, half radius and centre) of a polished FX0GAC-E04 and are presented in Figure 25, no Cs precipitates were observed. Nevertheless, it is observed an accumulation of this FP in the fuel cracks, close to the periphery. only observed close to the periphery and in the centre of the pellet, and Mo association, since no other than Mo-Ru-Pd is observed. area in these images. The pores ECD are 0.9 ± 0.6 and 0.7 ± 0.3 µm for the periphery and centre regions, respectively. A partial interconnection of pores is observed as a consequence of the annealing test. Porosity at the centre of the sample is similar to that observed at the mid radius region. 

Periphery Half radius Centre

Barium

Barium distribution in the IF1500 sample was determined through EPMA analyses. Again, three different zones were analysed (periphery, half radius and centre) but only two are presented here (periphery and centre) since results obtained in the centre and half radius of the sample were quite similar. Many Ba-Zr precipitates were observed in the centre of the sample, as presented in Figure 29. Indeed, the superposed X-ray maps of Ba (green) and Zr (red) indicate a clear Ba-Zr association (yellow). Nevertheless, some precipitates containing Zr but no Ba were also observed, as well as precipitates containing Ba but no Zr. The observed precipitates present an ECD of 1.5 ± 0.7 µm. Regarding the periphery of the sample, results are quite interesting. Indeed, Ba and Zr X-ray maps, presented in Figure 30, indicate an important accumulation of Ba right next to the cladding on the fuel's side, coinciding with the internal ZrO 2 layer. At the same time, many Ba and Zr precipitates are observed close to the periphery, though Ba and Zr do not share, mostly, the same location. Ba precipitates close to the periphery present an ECD of 2.1 ± 0.9 µm. 

Molybdenum and Ruthenium

Mo distribution in the IF1500 sample was also determined by EPMA analyses. Many precipitates were observed in the whole sample, but only the results corresponding to the centre and periphery are presented here, in Figures 33 and34, respectively. Mo was found associated to Ru, Rh, Tc and Pd, though many precipitates containing Mo, Ru, Rh and Tc but no Pd were observed, as indicated by the Mo-Pd superposed X-ray maps presented in these figures. Precipitates located at the periphery are twice larger than those at the centre and half radius regions. Indeed, precipitates at the centre of the sample presented an ECD of 1.1 ± 0.6 µm, those at the half radius region an ECD of 1.2 ± 0.4 µm, and those at the periphery an ECD of 2.4 ± 1.5 µm. The only Mo-Ru association observed was that of the white inclusions. 

Fuel micro-structure evolution

The fuel micro-structure evolution was studied thanks to a metallographic analysis performed on VERDON 1 -Sample B. Three main regions were observed, as presented in Figure 35: A predominant dark-grey one of elevated porosity, a light-grey one with moderate porosity; and second light-grey region of low porosity. Many white precipitates were observed in the regions of high and moderate porosity.

Regarding the region of low porosity, no small precipitates were found but instead a few large precipitates with an ECD sometimes superior to 40 µm, as observed in Figure 36. The pores area fraction in the elevated porosity region is almost twice than in the moderate porosity one: 42% (ECD = 4.7 ± 4 µm) vs. 25% (ECD = 3.8 ± 2.9 µm). The precipitates area fraction is almost the same in these two regions (0.5 and 0.4% for the moderate and elevated porosity regions, respectively) though the precipitates ECD is different. Indeed, the metallic precipitates observed in the elevated porosity region presented a mean ECD of 0.8 µm, while those from the moderate porosity region and ECD of 1.1 µm. A similar analysis was performed at the periphery of the sample. Figure 38 presents a SEM-SE image of the periphery along with the corresponding Zr X-ray map. Quantitative analyses were also performed, as indicated by the orange line. U, Zr, O, Pu and Nd quantitative profiles are presented in Figure 39. According to these profiles, Pu concentration in the periphery decreased almost three times compared to the initial state. Indeed, Pu concentration at the fuel periphery in the T 0 -IF sample was 4.3 wt% while it was 1.3 wt% at the periphery of the VERDON 1 sample A2. As it will be explained later, these results would indicate that a cladding-fuel interaction took place during the last phase of the experimental sequence. Due to this interaction, the UO2 at the periphery of the sample melted and penetrated through the cracks, carrying with it the Pu located mainly at the periphery. 

Mo Mo Pd

Barium

Though most barium was released during VERDON 1 test (80% of the initial inventory, according gamma spectroscopy analyses) some precipitates were found in the elevated porosity region (highlighted in green), as observed in the X-ray maps presented in 

Caesium

As presented in Section 2.2.4 where the VERDON 1 sample was described, volatile species such as Cs, I and Xe were completely released from the fuel sample. This was confirmed by EPMA X-ray maps and quantitative analyses, presented in Figures 48 and49, respectively. Indeed, Cs and Xe measured concentrations correspond to the EPMA detection limit. FP or O were present), since only Mo, Ru, Pd and Rh were actually measured. As observed in these quantitative profiles, Ru is the main constituent of these precipitates. Mo concentration varied according to the position of the precipitate in the sample. Indeed, it was observed that Mo concentration in the precipitate located near the centre of the sample was around 25 wt%, while it was around 10 wt% in the one located near the periphery. EPMA analyses performed in the moderate porosity region are presented in Figure 53. These analyses showed that Ru was always associated to Mo, and so its X-ray maps are not presented here. Palladium, on the contrary, was present only in some of them, as observed in the superposed X-ray. Studying the evolution of the fuel micro-structure is of main importance to understand FP release behaviour. Indeed, one of the main hypotheses of the proposed mechanism is the pores interconnection between 1373 and 1673 K. This interconnection would create a path through the fuel, increasing FP release rate. It was observed that porosity indeed increased from one sample to another: it went from 15% to 21.5% (at the periphery), and from 8% to 18% (at the centre), for T 0 -IF and IF1500 samples, respectively. VERDON 1 samples porosity did not show a difference regarding periphery or centre, but instead it depended on the region (high or moderate porosity). So, porosity represented 42% in the elevated porosity region and 25% in the moderate one. Pores size also evolved with temperature. Indeed, their ECD increased from 0.8 ± 0.4 µm to 0.9 ± 0.6 µm at the periphery but decreased from 1.0 ± 0.5 µm to 0.7 ± 0.3 µm at the centre of T 0 -IF and IF1500 samples, respectively. Regarding VERDON 1 samples, pores ECD were 4.7 ± 4 µm at the elevated porosity region and 3.8 ± 2.9 µm at the moderate one. Then, these results would validate the hypothesis of pores' interconnection at high temperatures, creating a path which enhances FP release from the sample.

Particularly for the VERDON 1 samples, quantitative analyses allowed to interpret what happened during the test and why three zones of different porosity exist. According to the pseudo binary ZrO 2 -UO 2 phase diagram presented in Figure 54, extracted from [START_REF] Piluso | The UO2-ZrO2 system at high temperature (T > 2000 K): importance of the meta-stable phases under severe accident conditions[END_REF], an indifferent point (the analogue to liquid-vapour azeotrope) exists at X ZrO2 =0.58 (atomic fraction). According to the U and Zr quantitative profiles, presented in Figure 55, the molar fractions measured at the centre of the region of low porosity were 0.174; 0.178 and 0.637, for U, Zr and O respectively. With these results a Zr/U ratio of 1.02 is obtained, not far from the indifferent point composition. Moreover, its fusion temperature, 2850 K, and the temperature attained by the end of VERDON 1 test, 2884 K, were close enough as to form a liquid solution, thanks to the dissolved FP and a possible oxygen sub-stoichiometry. It is assumed then that ZrO 2 from the cladding diffused into the periphery of the fuel pellets. When a composition matching or close to the indifferent point was attained, the solution melted and penetrated into the pellets through the cracks, carrying the elements normally located in the HBS, such as Pu. 

Barium

According to bibliography [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF], under normal operation conditions and high burn-up (72 GWd.t -1 in our case) barium would be found in oxide precipitates with perovskite structure called the "Grey Phase". This phase is depicted as (Ba, Cs, Sr)(Mo, Pu, Zr, U, RE)O 3 , where RE stands for Rare Earths. As Ba, Zr and U are the main chemical components of this oxide phase, the lattice parameter would range from a=4.39 Å (for BaUO 3 ) to a=4.19 Å (for BaZrO 3 ). The lattice parameter may be further reduced by incorporation of BaMoO 3 , present in oxidizing conditions [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF].

According to [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF], rare earths such as Ce and Y are also present in the grey phase but are only detected in high-burn up fuels. Nevertheless, characterization tests performed on the T 0 -IF sample are opposed to these observations. Indeed, as observed in the ion maps presented in section 2.3.1.2, no precipitates of Ba were observed in the sample, not even in the HBS zone were the local burn-up attained values of 150 GWd.tn -1 . According to [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF], the perovskite phase could be observed in high burn-up fuel or in fuel submitted to high temperatures. Kleykamp performed his observations on FBR fuel pins, where temperature in operation conditions ranges from 873 K (in the periphery of the fuel) to 2273 K (in the fuel pellets centre. The temperature attained in PWR fuels is lower. Indeed, the temperature of the fuel pellets ranges from 623 K in the periphery up to around 1373 K in the centre. However, it is also reported that the maximal Ba solubility in UO 2 is 0.6 at.% (or 0.3 wt.%) at 2273 K [START_REF] Kleykamp | The solubility of selected fission products in UO2 and (U,Pu)O2[END_REF][START_REF] Paschoal | Phase equilibria in the pseudoquaternary barium oxide-uranium dioxide-zirconium dioxide-molybdenum dioxide system[END_REF] Though no Ba precipitates have been observed even at high burn up (periphery of T 0 -IF sample), after the annealing test up to 1773 K (IF1500 sample) many Ba-Zr precipitates were observed in the whole sample. We suppose then that Ba is soluble in the UO 2 matrix even at very high concentrations but this is a metastable state, and Ba precipitates as BaZrO 3 or BaO at high temperatures. Regarding the periphery of the IF1500 sample, an accumulation of Ba was observed at the fuel-cladding interface. Ba precipitates are also observed close to the cladding, but apparently they are not associated with Zr. As presented in Chapter 1, a similar Ba-cladding interaction has already been observed in the post test examinations performed on the VERCORS 5 sample. Indeed, it was observed that 15% of the initial Ba inventory remained in the cladding after the test [START_REF] Ducros | Non-destructive location of Fission Products in a damaged fuel rod section using gamma-emission tomography[END_REF]. Nevertheless, the apparent dissociation of the Ba-Zr precipitates close to the periphery would indicate that the local oxygen potential conditions induced the BaZrO 3 dissociation into BaO or Ba. Ba mobility increased, migrated towards the periphery but was retained by the cladding. In this case, the cladding acted as a physical and not a chemical barrier, considering that the annealing sequence was performed under reducing conditions and so the Zr from the cladding remained metallic. The latter has been confirmed by EPMA observations. The BaZrO 3 dissociation at the periphery but not at centre of the sample would imply a local oxygen potential which was lower than in the rest of the sample. According to the Ellingham diagram presented in Figure 57, extracted from [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF] there is no FP redox couple that would act as an "oxygen pump" inducing a lower oxygen potential. Then, the oxygen potential would have been fixed only by the atmosphere, meaning that if the annealing test had continued for a longer time than the duration of the test, all BaZrO 3 present in the sample would have dissociated. At an advanced state of a severe accident (VERDON 1 post-tests samples) it was observed that, although Ba was released up to 80%, some precipitates were still found in the fuel matrix, but no association with Zr or other FP was observed. The atmosphere during the final stage of the VERDON test was reducing, and BaZrO 3 was dissociated at high temperature with Ba being released under a mobile form (either BaO or Ba). 

Caesium

According to bibliography, Cs should be found in many precipitates, associated with U, O, I, Te, and even in the perovskite phase, (Ba, Cs, Sr)(Mo, Pu, Zr, U, RE)O 3 [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. At the initial state, analysis results seem to be contradictory. Indeed, while no Cs precipitates have been observed through SIMS analyses presented in Figure 25, many ones were observed in the EPMA results presented in Figure 24. This could be due to the preparation of the samples: SIMS observations were performed on a polished sample, while EPMA ones were performed on a fractography. Then, Cs precipitates would have been removed mechanically during the polishing process or due to the temperature increase. Nevertheless, a Cs accumulation is observed in the fuel cracks close to the periphery, which would imply that Cs could be found in more than one chemical form, with high mobility. Since no association with Mo or Te was observed in EPMA results, Cs could be associated with U, O or I, though O X-ray maps did not indicate the presence of precipitates. According to observations done on the IF1500 sample, Cs behaviour would seem quite straight. Whatever the initial association was in normal operation conditions, the respective compound was dissociated and Cs behaved as a gas, explaining the association with Xe both in the periphery and centre of the sample. Cs was completely released at higher temperatures, as observed in the VERDON 1 post-test characterisations.

Molybdenum and Ruthenium

According to the mechanism described in Chapter 1, Mo and Ru are assumed to form metallic precipitates along with Pd, Tc and Rh. Mo could also be found in MoO 2 precipitates. According to bibliography, Mo could also be found in the perovskite phase [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. T 0 -IF sample results confirm the existence of metallic precipitates in the periphery and centre of the fuel. Since both, the IF1500 sample annealing test and the final stage of the VERDON 1 test were performed under reducing atmosphere, little evolution was observed regarding Mo and Ru chemical form. Indeed, the only association observed was Mo-Ru-Rh-Pd-Tc. According to gamma spectrometry measures performed during the VERDON 1 test, around 65% of the initial inventory of Mo was released, while only 1 to 3% of the Ru one. Most of Mo release took place during the oxidizing phase of the VERDON

Conclusion

Results obtained in this Irradiated Fuels work axis have been used to verify and to refute some of the hypothetical chemical phases proposed by the mechanism. Firstly, the existence of Ba precipitates at the normal operation conditions of a PWR reactor has been refuted. Actually, no oxide precipitates corresponding to the perovskite phase, as described in bibliography, have been observed in this high PWR fuel, even at very high burn up (150 GWd.t -1 , at the periphery). It is concluded then that this kind of precipitates only appear at higher temperatures, between 1373 K (temperature at the centre of a fuel pellet under the normal reactor operation conditions) and 1773 K (maximal temperature attained during the Intermediate State test). Regarding Cs, it was observed that some precipitates indeed exist at the initial state, though their chemical form could not be accurately determined, since it is believed that U and O X-ray signals from the fuel matrix masked that of the precipitates (assuming that Cs chemical state was Cs 2 UO 4 ). It was determined, though, that Mo and Te were not associated to Cs. At high temperature these precipitates dissociate and Cs behaves as a gas, diffusing through the open UO 2 matrix porosity in a similar way to Xe. Regarding Mo and Ru, many metallic precipitates were observed at the periphery and in the centre of the sample. These two FP were always associated to Pd, Rh and Tc. Since the annealing test that reproduced an intermediate state of a severe accident and the final stage of the VERDON 1 test were performed under reducing atmosphere, no oxidized species of Mo or Ru were detected. Further investigations on FP behaviour require a complementary approach, since the characterisation techniques available for irradiated fuels enable the determination of their distribution but not of their chemical state. The need of a powerful characterisation technique to obtain the missing information led to the model materials experimental axis. Indeed, X-ray absorption spectroscopy allows not only to determinate FP chemical state but also their local environment, though it is yet unavailable for large irradiated fuel samples. To overcome this, we decided to use model materials doped with stable FP in concentration representative of a desired irradiated fuel burn up. Model materials enable a further study of FP behaviour in severe accident conditions and to validate and refute more hypothetical phases proposed in the release mechanism. These materials, the performed annealing tests, the used characterization techniques and obtained results are presented in the next chapter. 

Chapter 3: Model Materials

Introduction

As explained in Chapter 1, a whole description of FP behaviour (such as oxidation state, chemical phases and solubility) requires characterisation techniques which are not yet available for large irradiated nuclear fuel samples. Model materials, called SIMFUEL, came up as a possible alternative. Indeed, these materials are made from natural UO 2 powder milled with several stable FP in concentrations representative of a desired burn-up and then sintered. The resulting ceramic samples present a microstructure and a FP distribution representative of irradiated fuels (Lucuta, 1991a) but without their radioactivity (except for the inherent natural uranium one). They are easier to handle and allow the use of characterization tools not present in hot laboratories. All the SIMFUEL samples were acquired from the Chalk River Laboratories, Canada. The use of SIMFUELS presents the following advantages:

-The possibility of decoupling thermodynamics/chemistry from irradiation. Indeed, model materials allow to study the FP chemistry at an "early state", without the impact of irradiation.

-The access to Synchrotron radiation based characterization techniques, such as X-ray Absorption Spectroscopy (XAS), which allow to accurately determine FP oxidation state and their local environment, thus allowing to characterize the chemical phases.

-Ease of manipulation, since these samples do not need to be handled in hot laboratories.

The advantages cited above have allowed performing an extensive experimental study of FP behaviour in severe accident conditions. Particularly, the interactions proposed by the release mechanism which are highlighted in Figure 58 were studied, both under reducing and oxidizing conditions. Three different samples sets have been studied: a first set consisting in two SIMFUEL samples of which one was submitted to an annealing test at high temperature and reducing conditions; a second set consisting in five SIMFUEL samples of which four were submitted to annealing tests up to different temperatures also in reducing conditions; and a third set consisting also in five SIMFUEL samples of which four were submitted to annealing tests up to similar temperatures than those of set II but under oxidizing conditions. Every annealing test performed in this axis were carried out at the DURANCE experimental loop, described in Appendix V. This chapter is then organized in three main parts, according to the results obtained in the different sample sets.

Firstly the samples sets and the characterization analyses performed are briefly described in Section 3.2. A thermodynamic analysis of the expected results after each annealing test is presented in Section 3.3. The obtained results on FP behaviour are then presented in Section 3.4, in the following order: samples set I first, then samples set II and finally samples set III. These results are discussed in Section 3.5 and conclusions are made in Section 3.6. 

X-ray Absorption Spectroscopy

Since the X-ray Absorption Spectroscopy (XAS) was the main characterization technique used in SIMFUEL samples, a brief description of its physical principle [START_REF] Newville | Fundamentals of XAFS[END_REF]) and of the interpretation of the obtained results is presented.

XAS description

X-ray Absorption Spectroscopy (XAS) is an element specific characterization method which allows determining electronic properties (density of exited state and oxidation state) of an atom and its local environment (Z, distance, coordination number and disorder). XAS refers to the details of how X-rays are absorbed by an atom at energies near and above the core-level binding energies of that atom. Specifically, XAS is the modulation of an atom's X-ray absorption probability due to the chemical and physical state of the atom. It is based on the photoelectric effect: when X-rays of a particular energy strikes an atom, it may excite core electrons (with a well-defined bidding energy) and as a function of its kinetic energy promote them to an unoccupied orbital (valence state) level and then eject them into the continuum where it will interact with electrons of the surrounding elements.

The representation of the absorption coefficient as a function of the incident energy is called the X-ray absorption spectrum. When the energy of the incident beam matches the binding energy of a core electron and a transition is achieved, there is a sharp rise in the absorption coefficient causing an absorption edge (E 0 ). The X-ray absorption spectrum is typically divided into two regimes: X-ray Absorption Near-Edge Spectroscopy (XANES, -30/+30 eV relative to the absorption edge) and Extended X-ray Absorption Fine-structure Spectroscopy (EXAFS). Though the two have the same physical origin, this distinction is convenient for the interpretation. XANES is strongly sensitive to formal oxidation state and coordination chemistry (e.g., octahedral, tetrahedral coordination) of the absorbing atom, while the EXAFS is used to determine the distances, coordination number, and species of the neighbours of the absorbing atom.

By tuning the incident beam energy to the energy of a particular binding energy of a core atom (levels 1s, 2s, 2p, etc., each one with a defined energy), different absorption edges can be analysed. Therefore, when the energy of the incident beam matches that of the 1s electron, the K-edge is analysed, and when it matches the energy of levels 2s or 2p, the L edge is analysed. L 1 edge corresponds to level 2s, L 2 edge corresponds to level 2p 1/2 and L 3 edge corresponds to level 2p 3/2 2 .

The metallic molybdenum absorption spectrum collected at the K-absorption edge is presented in Figure 59 for illustration. Particularly for Mo 0 , the K absorption edge is located at 20000 eV. The XANES and EXAFS regions are also represented. 

Interpretation of XAS results

Absorption edge, E 0

Mathematically, the position of the absorption edge (E 0 ) is calculated as the first zero crossing of the second derivate of the µ(E) function. The edge energy is affected by the density of empty state of the absorbing atom, which is influenced by the oxidation state: the sharp rise of µ(E) will occur at a higher energy the more positive the oxidation state of the atom is, since it is increasingly difficult to remove an electron from an atom that bears a higher positive charge. The absorption edge energy is then linked to the oxidation state of the absorbing atom: by analysing the energy shift of the absorption edge, the oxidation state of the absorbing atom can be determined.

White line

The rising absorption edge might lead to a very intense peak, which is referred to as the "white line". Formally, for Mo K edge the white line is created due to 1s transitions to 4 or 5d empty states. If all d

XANES EXAFS E 0

White line levels are occupied, then there is no transition and no white line is observed. Nevertheless, in this manuscript the first intense feature observed in XANES spectra is also called white line, despite if the absorbing atoms has its d levels occupied or not, in a way to compare XANES spectra and therefore the first coordination sphere of the analysed elements. Mathematically, the white line position is calculated as the zero crossing of the first derivate of the µ(E) function. The white line of Mo K-edge absorption spectrum is also indicated in Figure 59.

Samples and annealing tests description

As described above three different samples set have been studied. These sets, the annealing tests conditions and the employed characterization techniques are described below. Every annealing test to which were submitted samples from set I, II and III, were carried out in the DURANCE experimental loop. This loop description is available in Appendix V. Further information on how SIMFUEL samples were fabricated is available in Appendices III, and information regarding the characterization methods is available in Appendices VI.

Samples set I

This sample set consisted in two SIMFUEL samples doped with 11 FP: Ba, Ce, La, Mo, Nd, Pd, Rh, Ru, Sr, Zr and Y. Their estimated concentrations, presented in Table 18, match that of an UO 2 fuel irradiated up to 76 GWd.t -1 . The fabrication process of these samples, provided by the Chalk River Laboratories (Canada) is described in Appendix III according to (Lucuta, 1991a).

Samples composition (at.%) 

Annealing test conditions

The annealing sequence, representative of an intermediate state of nuclear severe accident, consisted on a temperature ramp (0.2°C.min -1 ) up to 1973 K, maintained for 1 h under reducing atmosphere (flowing Ar + 4% H 2 ). These conditions were chosen in order to verify the overall behaviour of the FP present in the sample. Therefore, not only the FP of interest were studied but all of them, aiming at evaluating the representativeness of SIMFUEL samples. Particularly, the main aspect to verify was the destruction of the BaZrO 3 phase, as assumed by the release mechanism at around 2100K. Characterization Since this samples set was intended to demonstrate the aptitude of SIMFUEL samples, XAS characterization was performed on most elements present in the sample. Then, K-edge absorption spectra were acquired for Mo, Ru, Y and Zr (from 17000 to 22000 eV), while the L-edge absorption spectra were acquired for U, Nd and Ce (from 5200 to 6300 eV for Nd and Ce, 17000 eV for U). Ba HERDF (High Energy Resolution Fluorescence Detection) XANES spectra were collected at the L3 absorption edge (5247 eV) using a CAS (Crystal Analyser Spectrometer) [START_REF] Llorenz | X-ray absorption spectroscopy investigations on radioactive matter using MARS beamline at SOLEIL synchrotron[END_REF]. A further description of the XAS acquisitions conditions is available in Appendix VI.

Samples sets II and III

Samples studied in sets II and III were SIMFUEL samples (same as set I) implanted with 133 -Samples T 0 -R and T 0 -O, implanted and un-annealed samples representative of the initial state for each set; -Samples R300 and O300, annealed up to 573 K for 3h under reducing and oxidizing conditions, respectively; -Samples R1200 and O1200, annealed up to 573 K for 2 h and then up to 1473 K for 30 min; -Samples R1500 and O1500, annealed at 573 K for 2h, then at 1473 K for 30 min and finally at 1773 K for 15 min; -Samples R1700 and O1700, which were annealed at 1973 K without intermediate temperature plateaus and maintained for 10 min.

The duration of the temperature plateaus at 1773 K and 1973 K (15 and 10 min, respectively) was chosen in order to limit Cs release (a volatile species) so that the intermediary compound could be studied. The oxygen potential (µ O2 ) was calculated using FactSage for each test, considering the composition of the inlet gas. These calculated values are presented in Table 20. 

Samples characterization

Samples from sets II and III were also characterized by SEM-EDS at the CEA Cadarache and by XAS at the MARS beamline, SOLEIL Synchrotron. XANES spectra were collected at the Mo K absorption edge and at the Cs L 3 absorption edge. Particularly for samples T 0 -R and R300 of set II, XANES spectra were also collected using a micro-focused beam (5 x 6µm 2 ) at the Mo K absorption edge.

Thermodynamic Analysis

As described above, thermodynamic estimations have been performed using the FactSage software, described in Appendix IV. A so-called predominance diagram was calculated considering a system composed of Mo, Ba, Cs, Zr, U and O, in a ratio representative of the concentration of the samples presented in The following assumptions can be made from the predominance diagram:

-Sample R300 would be located between zones 1 and 4 and the chemical species in equilibrium would be ZrO 2 , Mo 0 , MoO 2 , Cs 2 MoO 4 , BaZrO 3 and UO 2 -Sample R1200 would be located between zones 1 and 3, and the chemical species in equilibrium would be ZrO 2 , Mo 0 , Cs 2 MoO 4 , BaZrO 3 , UO 2 and Cs 0 present in the gas phase, which means that a partial decomposition of Cs 2 MoO 4 would take place. -Samples R1500 and R1700 are both located in zone 3, meaning that the chemical species would be ZrO 2 , Mo 0 , BaZrO 3 and UO 2 , with Cs released from the samples as Cs 0 .

-Samples O300 and O1200 would be located in zone 5, and the chemical species would be ZrO 2 , MoO 2 , Cs 2 MoO 4 , BaMoO 4 and UO 2 . -Finally, sample O1700 would be located in zone 4 so the chemical species would be ZrO 2 , BaZrO 3 , MoO 2 , Cs 2 MoO 4 and UO 2 .

FP Behaviour

The experimental observations on the FP of interest for this study (Ba, Cs, Mo and Ru) are presented here. Firstly the results from sample set I (the only ones which were not implanted with Cs) are presented, then those from sample set II and finally those from sample set III. A brief analysis of the samples overall evolution after tests is also included for each set.

Sample set I

Fuel micro-structure

SEM-SE images of samples set I before (T 0 sample) and after test (AT sample) are presented in Figure 62. Two main types of precipitates were observed in both samples. On one hand, precipitates containing mainly Ba and Zr and, on the other, precipitates containing mainly Mo and Ru. After the test, white precipitates on the surface and the grain boundaries etching were observed. The latter is quite common in UO 2 ceramics submitted to high temperatures [START_REF] Mott | LXXXVIII. The thermal etching of uranium[END_REF].

Quantitative analyses were performed on the UO 2 matrix of these two samples, results of which are presented in Table 22. According to them, the main FP dissolved in the matrix would be Zr, Ba, La, Ce and Nd. The concentration of these FP was not significantly modified after the annealing test at 1973 K under reducing atmosphere. 

Barium and zirconium

Barium and zirconium X-ray maps are presented in Figure 63. Though not presented here, the same distribution was observed for Sr, Y and Ce. As observed in these images, these FP are always found together. Quantitative analyses performed on these precipitates are presented in Table 23. These results indicate that oxygen and uranium are also present, which indicates that these five FP (Ba, Zr, Ce, Sr and Y) are in oxidized form.

After the test, an increased number of precipitates was observed but also an important reduction in their equivalent circle diameter (ECD) and the area contribution of these precipitates (the percentage of surface occupied by precipitates of the total surface of the analysed field), as presented in Barium HERFD-XANES and zirconium XANES spectra (µ(E)) collected in both samples are presented in Figure 64, along with the BaO, metallic Zr, ZrO 2 and Sm 2 Zr 2 O 7 references spectra. Zr spectra have been shifted vertically for better illustration. The absorption edge (E 0 ) and white line positions of each spectrum are reported in Table 25. [START_REF] Martin | EXAFS study of the structural phase transition in the americium zirconate pyrochlore[END_REF][START_REF] Zhang | Structural distortions and phase transformations in Sm2Zr2O7 pyrochlore at high pressures[END_REF]. This local environment is characteristic of the perovskite structure (ABO 3 ) as well. Indeed, both structures are face-centred cubic, where Zr atoms are surrounded by O in an octahedron configuration. The (Z-O) interatomic distance for BaZrO 3 is 2.09 Å [START_REF] Giannici | Long-Range and Short-Range Structure of Proton-Conducting Y:BaZrO3[END_REF], while for Sm 2 Zr 2 O 7 it is approximately 2.06 Å [START_REF] Xiao | Zirconate pyrochlores under high pressure[END_REF]. These results would support the existence of the BaZrO 3 chemical form.

Molybdenum and ruthenium

Mo and Ru X-ray maps are presented in Figure 65. The composition of these precipitates is presented in Table 26. Two main differences were observed after the annealing test. The first one is the apparition of a second phase, richer in molybdenum. Indeed, according to the quantitative analyses, the average Mo/Ru ratio of precipitates in sample T 0 was equal to 0.76. After the test, most precipitates of size superior to 1.5 µm exhibited a Mo/Ru ratio of 6.0 ± 1.4 (precipitates designed as Mo(Ru)) while the smaller ones a Mo/Ru ratio equal to 1.0 ± 0.0. Nevertheless, most of these latter precipitates exhibited a Ru concentration slightly higher than that of Mo, and so they are designed as Ru(Mo) precipitates. The characteristics of Mo-Ru precipitates before and after test are presented in Table 27. After the annealing test, it was observed that the area contribution of Mo-Ru precipitates increased around 45% and their ECD decreased about 50%. Molybdenum and ruthenium normalized XANES spectra (µ(E)) are presented in Figure 66, along with metallic Mo, MoO 2 , MoO 3 , Ru and RuO 2 reference spectra. Spectra have been shifted vertically for better illustration. The absorption edge (E 0 ) and the white line positions of each spectrum are reported in Table 28. As observed, the Mo K-edge spectra of SIMFUEL samples are modified by the annealing sequence, contrary to the Ru K-edge ones. Indeed, as reported in Table 28, the white line position of Mo XANES is shifted by 1.6 ± 0.8 eV to lower energy after annealing. The second main difference observed after the test is that palladium disappeared almost completely from these precipitates after annealing. Indeed, Pd mean concentration in the T 0 sample is 24.5 at.%, while after the test it was reduced to 0.1 and 0.8 at.% in the Mo(Ru) the Ru(Mo) and precipitates, respectively.

Summary of observations on sample set I

Two main observations have been made in this sample set, where an un-implanted sample was submitted to an annealing test under reducing atmosphere (Ar + 4% H 2 ) up to 1973 K for 1 h:

-The presence of two main types of precipitates: oxide ones containing mainly Ba and Zr, and metallic ones containing mainly Mo and Ru. The oxide character of the Ba-Zr precipitates and the metallic one of the Mo-Ru precipitates was confirmed by XAS analyses. -The BaZrO 3 chemical form was confirmed by XAS analyses. It was observed that the Ba/Zr ratio decreased after an annealing test at 1973 K, for 1 h and under reducing atmosphere. -The separation of the metallic precipitates after being submitted to 1973 K for 1h under reducing atmosphere, into two intermetallics with different composition. These different precipitates are denoted as Mo(Ru), more concentrated in Mo, and Ru(Mo), slightly more concentrated in Ru.

Sample set II

Five SIMFUEL samples have been analysed in this set: sample T 0 -R which was not submitted to any annealing test, and samples R300, R1200, R1500 and R1700, which were annealed at 573, 1473, 1773 and 1973 K, respectively, under reducing atmosphere. All these samples were implanted with Cs before tests.

Fuel micro-structure evolution

SEM-BSE images of samples R300, R1200, R1500 and R1700 are presented in Figure 67. SEM results for sample T 0 -R are similar to those of Sample R300 and so they are not presented here. Little evolution is observed from sample R300 to R1200 and from this one to sample R1500. Nevertheless, sample R1700 exhibits precipitates which are similar in shape and size to those observed in sample AT from set I (also annealed at 1973 K). R300 R1200 R1500 R1700 

Barium and zirconium

Barium and zirconium X-ray maps obtained for samples R300, R1200, R1500 and R1700 (annealed at 573, 1473, 1773 and 1973 K, respectively) are presented in Figure 69. Results obtained for sample T 0 -R are similar to those of sample R300 and so they are not presented here. As observed, Ba and Zr are always associated even at high temperatures. The same distribution was observed for Ce, Sr and Y, in a similar way to set I samples.

Quantitative analyses were performed on these precipitates and the obtained results are presented in Table 30 and Figure 70. The overall evolution observed for these precipitates is resumed in Table 31. It was observed that the initial ECD, area contribution and Ba/Zr ratio in these precipitates decreased after tests. Indeed, the initial ECD of these precipitates decreased from 2.2 to 1.5 µm in sample R1200, 1.3 µm in sample R1500 and 1.7 µm in sample R1700. The total surface occupied by these precipitates also decreased from an initial 1.7% to 0.6% after annealing at 1973 K, as well as the Ba/Zr ratio, presented in Every quantitative results obtained on the metallic precipitates in samples from set II are presented in the binary Mo-Ru system presented in Figure 73, extracted from [START_REF] Gürler | Constitutional studies of molybdenum-ruthenium alloys using ultra-rapidly solidified samples[END_REF]Kleykamp, 1989aKleykamp, , 1988)). Two main phases are observed in this diagram, below 1915°C. These phases are β (bcc structure more concentrated in molybdenum) and ε (hcp structure, slightly more concentrated in Ru). There is also a σ phase (tetragonal structure) between 1915 and 1143°C. As observed, metallic precipitates in samples T 0 -R, R300 and R1200 present a composition similar to the ε phase. Regarding samples R1500 and R1700, the two phases observed correspond to the β and ε phases. These results also indicate that one of the precipitates analysed in sample R1500 presents a composition which correspond to the σ phase, and that many precipitates found in sample R1700 present a Mo concentration which is higher than the β solvus line (limit of solubility of Ru in Mo in the absence of other elements). 

Mo characterization by X-ray Absorption Spectroscopy

XAS analyses have been performed at the Mo K absorption edge (20000 eV) using both macro (300 x 300 µm 2 ) and micro beams (5 x 6 µm 2 ) on this samples set. Macro beam analyses were performed on the five samples of this set, while micro beam ones have only been performed on sample T 0 -R. Results obtained using the micro beam are presented first, followed by those using the macro beam.

Micro-beam XAS

Micro XAS analyses have been performed on three different Mo precipitates in sample T 0 -R, in order to accurately characterize Mo chemical form and compare the results to the average Mo spectrum (collected on sample T 0 -R using a macro beam). The XANES spectra collected on these precipitates (P1, P2 and P3) in sample T 0 -R are presented in Figure 74, along with the T 0 -R average Mo spectrum and the metallic Mo reference spectrum. The E 0 and white line positions of each spectrum are indicated in Table 34. As observed, the XANES spectra of the three precipitates are quite similar to that of the matrix and to the metallic Mo reference as well. There are, though, some important differences between the precipitates and sample matrix spectra compared to metallic Mo spectrum. These differences are:

-The shoulder in the precipitates and sample matrix spectra around the absorption edge position (indicated by the green circle on the metallic Mo reference spectrum);

-An energy shift of the white line and main features position towards higher energy (better illustrated in (Table 34).

-The absence of the first feature after the white line in the precipitates and sample matrix spectra, compared to the metallic Mo reference one (indicated by the orange circle on the metallic Mo spectrum). As observed, the three precipitates present a very similar composition. These results indicate that Mo is mainly metallic, that important quantities of MoO 3 are present and that that there is no MoO 2 .

A brief discussion of these results is required and some assumptions must be made before going further in the study of Mo chemical state in samples from set II, since these estimations are wrong from a thermodynamic point of view. Indeed, according to the Mo -O phase diagram presented in Figure 75, extracted from [START_REF] Zhang | Thermodynamic modeling and first-principles calculations of the Mo-O system[END_REF], there cannot be Mo 0 in equilibrium with MoO 3 . If chemical equilibrium was not attained during the fabrication of the samples, then the three Mo oxidation states (0, 4+ and 6+) could have been present. Considering also that Mo is in metallic state in these precipitates (as indicated by the E 0 position of Mo spectra in these precipitates), it is assumed that the presence of MoO 3 is estimated by the software in an attempt to reproduce the differences observed between the precipitates spectra and the metallic Mo reference spectrum. These differences are attributed to the presence of Ru which is, along with Mo, the main component of these precipitates. Indeed, as described above, most precipitates observed would correspond to the ε phase of the Mo-Ru phase diagram, which presents an hcp structure. Pure metallic molybdenum presents a bcc structure. Then, the presence of Ru would modify the local environment of Mo, and this effect is observed in the precipitates Mo spectra. The precipitates XANES spectra have been used, along with the metallic Mo, MoO 2 , MoO 3 and Cs 2 MoO 4 references spectra, to estimate Mo chemical state in sample T 0 -R (which spectrum was collected using a macro-beam). The linear combination fit results are presented in Table 36. As observed, the overall composition of the sample would be the same as the precipitates: 70% of metallic Mo and 30% of MoO 3 . Besides, the precipitates spectra reproduce quite well the sample one. The linear combination fit results using the precipitates spectra as reference would indicate that metallic Mo and MoO 3 are also present. As explained above, these estimations could be due to the presence of Mo-Ru precipitates with a composition corresponding to the ε, β or even the σ phases. Then, most Mo present in the sample would be metallic, in association to Ru, Pd and Rh in metallic precipitates. Nevertheless, it is observed that MoO 2 would also be present when using T 0 -R P1 spectrum to fit the sample spectrum. MoO 2 would then be present dissolved in the sample matrix. a The reference spectrum was not considered in the linear combination fit.

Sample

Macro-beam XAS

The XANES spectra collected on the five samples of this set, using a macro beam (300 x 300 µm 2 ) are presented in Figure 76, along with three reference compounds: Cs 2 MoO 4 , MoO 2 and metallic Mo.

The absorption edge and white line positions are presented in Table 37. These results show that Mo oxidation state remained invariant after annealing tests. Indeed, the E 0 of every sample spectra is similar to that of metallic Mo, within experimental errors. Nevertheless, the white line positions of samples T 0 -R, R300, R1200 and R1500 present an energy shift to higher energy, of about 4.6 eV, compared to that of the metallic Mo reference. The white line position of sample R1700 spectrum is shifted to lower energy and it is also observed the apparition of some features that are also present in the metallic Mo reference. The latter is better observed in the superposed XANES spectra of samples R1500, R1700 and the Mo metallic reference, presented in Figure 77, where these features are highlighted by green circles. A linear combination fit has been performed in order to determine Mo chemical state. The samples spectra have been used along with the available reference to perform the linear combination fits.

The obtained results are presented in Table 38. Particularly for sample T 0 -R, two different calculations have been performed: one using metallic Mo, MoO 2 , MoO 3 , Cs 2 MoO 4 and the T 0 sample (unannealed, unimplanted SIMFUEL sample from set I), the other one using the same reference spectra but without considering MoO 3 . As observed, the R factors obtained for these two calculations are similar. This would imply that Cs 2 MoO 4 would be created as a consequence of Cs implantation. Sample R300 spectrum is very well reproduced by sample T 0 -R one, and sample R1200 spectrum is also well reproduced by sample R300 spectrum. This would mean that the annealing tests under flowing Ar + 4% H 2 did not produce an important impact on the Mo chemical state. Samples R1500 and R1700 results indicate that there is an important contribution of the metallic contribution to the samples spectra. This is consisting with the quantitative analyses results. Indeed, many precipitates with a concentration corresponding to the β phase, which presents the same structure as metallic Mo (bcc) were observed in these two samples. It is also observed that sample AT spectrum (unimplanted SIMFUEL sample from set I, submitted to 1973 K in reducing atmosphere) reproduces perfectly sample R1700 spectrum, meaning that there is no difference between these two samples. 39. Spectra have been shifted vertically for a better illustration. Although a Cs 0 reference was not available at the time the experience took place, according to [START_REF] Elam | A new atomic database for X-ray spectroscopic calculations[END_REF], the metallic Cs E 0 position is 5012 eV. XANES results show that the E 0 and white line positions of sample R300 Cs spectrum are shifted to higher energies compared to the references. After the annealing tests, these positions are shifted to lower energies and are similar to that of Cs 2 UO 4 and Cs 2 MoO 4 , within experimental errors, which would confirm the oxidation state as Cs +1 . It is also observed that Cs XANES white line intensity in sample R300 is higher than that of the references. The latter is better observed in the superposed XANES spectra of samples R300 and Cs 2 MoO 4 , presented in Figure 81. The characteristics of sample R300 Cs spectrum (E 0 and white line positions and white line intensity) indicate that Cs is in a different chemical state (or electronic configuration) than the available references, and so a linear fit combination was of no use. Samples R1200 and R1500 linear combination fits results using the reference spectra are presented in 

Sample set III

Fuel micro-structure evolution

SEM analyses were performed on samples O300, O1200 and O1700. Results obtained on sample T 0 -O were similar to those of sample O300, and so they are not presented here. A SEM-BSE image of sample O300 is presented in Figure 82. As observed in this image, the annealing test at 573 K under pure argon did not produce a significant impact in the sample. Indeed, results for sample O300 are similar to those of Sample R300, annealed under reducing atmosphere. 42. As previously explained, Cs 0 absorption edge is located at 5012 eV, according to [START_REF] Elam | A new atomic database for X-ray spectroscopic calculations[END_REF]. XANES results show that the E 0 and white line positions of both samples, O300 and O1200 are shifted to higher energies compared to both reference spectra, in a similar way to sample R300 of set II. The white line intensity of these samples is also higher than that of the references. Due to these characteristics linear combination fits could not be performed. Contrary to sample R1200 (annealed at 1473 K in reducing conditions), the E 0 and white line positions of the Cs spectra did not shift to lower energy after the annealing test at 1473 K in oxidizing conditions.

Oxide Precipitates

Barium and zirconium X-ray maps collected on samples T 0 -O, O300, O1200 and O1700 are presented Figure 90. According to these results the oxides precipitates in sample O300 are similar to those observed in R300 sample, though these associations change at 1473 K. Indeed, as observed in these X-ray maps and the quantitative analyses presented in Table 43, only traces of Zr are present, Mo becomes the main component and Ru traces are also detected. The two oxide precipitates described in the fuel micro-structure evolution of these samples differ greatly in their Ba/Mo ratio, as observed in Table 44. The precipitates more concentrated in Mo, designed as OP I, present a Ba/Mo ratio equal to 0.8 while the other, designed as OP II, a Ba/Mo ratio of 0.1. The area contribution and ECD of oxides precipitates also increased significantly from sample O300 to sample O1200. Indeed, while the area contribution and ECD of the oxide precipitates in sample O300 were 0.7% and 1.5 µm, respectively, both type of oxide precipitates observed in sample O1200 present a combined area contribution of 9.2 %, with different ECD: 2.3 µm for OP I precipitates and 3.5 µm for OP II ones. Regarding sample O1700, only one type of oxide precipitates is observed, which present a dendritic shape and cover an important surface of the sample. Indeed, these precipitates represent the 23% of the analysed surface. Besides oxygen, these precipitates are mainly composed of Mo, though Ba and Sr are present but in a significantly lower concentration compared to the observed ones in sample O1200. 

Metallic Precipitates

Mo and Ru distribution in the samples was also determined by SEM-EDS analyses. The acquired X-ray maps for samples T 0 -O, O300, O1200 and O1700 are presented in Figure 91. As previously described, Mo is present in the oxide precipitates along with Ba, Sr and traces of Zr and Ru. Nevertheless, metallic precipitates containing mainly Mo and Ru are still observed. The composition of these precipitates is modified as result of the annealing tests under oxidizing atmosphere, as observed in the quantitative analyses results presented in Table 45. According to these results, Mo concentration in the metallic precipitates is significantly reduced from sample O300 to sample O1200, from 45.2 to 6.1 at.%, while Ru one increased from 52.9 to 91.1 at.%, respectively. After the annealing test at 1973 K under oxidizing conditions (sample O1700) the phase separation of the metallic precipitates is observed, similarly to samples R1500 and R1700, annealed at 1773 K and 1973 K under reducing conditions, respectively. Two types of precipitates are observed, denominated as phases Ru(Mo) (with a Mo/Ru ratio equal to 1) and Mo(Ru) (with a Mo/Ru ratio equal to 4.6). As observed in Table 46, the size and area contribution of the Mo/Ru precipitates decreased from 1.3 µm and 2.2% in sample O300 to 0.8 µm and 1.5% in sample O1200, respectively. This reverts after the annealing test at 1973 K, and the precipitates size and area contribution increase to 1.2 µm and 3.9%, respectively.

Mo Ru In a similar way to samples from set II, quantitative results of each analysed Mo precipitate in these samples has been represented on the Mo-Ru binary phase diagram, in Figure 92. As observed, results obtained on samples T 0 -O, O300 and O1200 indicate that the metallic precipitates present a composition which is consistent with that of the ε phase. The phase separation of the metallic precipitates is observed in sample O1700. Indeed, the Mo/Ru ratio in both type of precipitates are consistent with the ε and β phases ones. Of the precipitates analysed in the O1700 sample, only one presented a composition which would be consistent to the σ phase. 

Mo characterization by X-ray Absorption Spectroscopy

Mo XANES spectra were collected at the K absorption edge (20000 eV) for samples T 0 -O, O300, O1200 and O1700 and four reference compounds: metallic Mo, Cs 2 MoO 4 , MoO 3 and MoO 2 . These spectra are presented in Figure 93 and the corresponding E 0 and white line positions are presented in Table 47. According to these results, an important evolution of the Mo chemical state after tests is observed. Indeed, while T 0 -O sample spectrum presents an absorption edge position similar to that of metallic molybdenum, the other spectra are shifted to higher energy. Samples O300, O1200 and O1700 present an energy shift of their E 0 position of 1.4, 4.3 and 1.2 eV compared to metallic Mo one. At 1473 K (sample O1200) the apparition of a pre-peak at 20008 eV is observed. The E 0 position of sample O1700 is shifted back to lower energy compared to sample O1200. The remaining 39% would correspond to sample O300, which could be attributed to metallic Mo (since, as observed, Mo is mostly metallic in this sample).

Regarding sample O1700, it is observed an important contribution of metallic Mo (39%). This would imply that an important fraction of the oxidized Mo in sample O1200 would have reduced and returned to the metallic precipitates. The latter is in good agreement with SEM-EDS observations. It is also observed a decreased fraction of Mo under the MoO 2 chemical form in sample O1700, compared to sample O1200. a The reference spectrum was not considered in the linear combination fit.

Sample

Summary of observations on sample set III

Important observations have been performed on samples from set III, regarding the behaviour of Mo, Ru and Ba under oxidizing conditions.

-The oxide precipitates composition, which originally contained mainly Ba and Zr, changed above 1473 K in oxidizing conditions. Two different oxide precipitates were observed at 1473 K, of which Mo was the main constituent, followed by Ba and Sr and traces of Zr and Ru. These two types of precipitates presented a very different Ba/Mo ratio: 0.8 in one hand and 0.1 in the other. Only one type of oxide precipitate was observed in sample O1700, in which Mo was also the main constituent but Ba and Sr were also present along with traces of Ru. It was observed that Zr was no longer present. These precipitates covered around 24% of the sample surface. XAS analyses indicate the oxidized Mo in sample O1200 is under the Mo +6 form, while the oxidized Mo in sample O1700 is mainly under the Mo +4 form. -Metallic precipitates were also present in set III samples, with Mo and Ru as the main constituents, even though the annealing tests were performed under oxidizing atmosphere. The composition of these precipitates changed at 1473 K, where a drastic reduction of Mo content was observed. Indeed, most precipitates presented a Ru content superior to 80 at.%. The phase separation of the metallic precipitates is observed at 1973 K, and three different compositions are observed, which are consistent with the β (more concentrated in Mo), σ (an intermediary phase slightly more concentrated in Mo) and the ε phases (slightly more concentrated in Ru). -Cs chemical state could not be identified in samples from set III, due to the absorption edge and white line positions, as well as the white line intensity of the collected spectra. Contrary to samples from set II, the energy shifts and white line intensities did not return to the expected values after the annealing tests at 1473 K, under oxidizing atmosphere.

Discussion

The annealing tests and associated characterizations performed in this work axis have highlighted the complex behaviour of FP in the nuclear fuel when submitted to severe accidents conditions. Firstly, observations performed on samples submitted to reducing conditions will be discussed, followed by the oxidizing tests one.

Tests performed under reducing atmosphere

Annealing tests performed under reducing atmosphere did not produce a major impact on the fuel micro-structure of the samples. Regarding unimplanted samples from set I, the grain boundaries etching is observed, along with the apparition of white precipitates. The UO 2 grain boundaries etching is a common phenomenon in ceramic materials submitted to high temperatures [START_REF] Mott | LXXXVIII. The thermal etching of uranium[END_REF]. Regarding the Cs implanted samples, the grain boundaries etching is already observed even before any annealing tests due to the ion beam effect. According to SEM-EDS quantitative analyses the main FP dissolved in the UO 2 matrix are Sr, Zr, Cs, Ce, La and Nd. According to the thermodynamic analysis, Zr chemical species would be ZrO 2 , which is highly soluble in UO 2 . FP concentration in the UO 2 matrix is not modified after annealing under reducing atmosphere, with the exception of Cs. Indeed, Cs concentration in the samples matrices tends to decrease above 1473 K, which would imply the partial release of this FP.

Barium zirconate destruction

Many Ba precipitates were found in samples set I and II, containing also Ce, Zr, Sr and Y. According to the considered release mechanism and our thermodynamic estimations presented in Section 3, the involved Ba chemical species would be BaZrO 3 . According to XAS results, Ba and Zr spectra confirm the oxidations states Ba +2 and Zr +4 , as well as an octahedral Zr local environment, where Zr atoms are surrounded by six oxygen atoms (similar to that of the perovskite structure). These results would support the BaZrO 3 chemical form. The initial Ba/Zr ratios observed in samples T 0 -R and R300 were 1.0 and 1.8, respectively. This ratio decreased to 0.8 and 1.1 in samples AT and R1700, respectively (both annealed at 1973 K). The size and number of precipitates also decreased. Indeed, these precipitates presented an ECD equal to 2.45 and 2.2 µm for samples T 0 and R300, respectively, which decreased down to 0.83 and 1.7 µm for samples AT and R1700, respectively. Their area contribution also decreased, from 0.64 and 1.7 % in samples T 0 and R300, to 0.29 and 0.60 % in samples AT and R1700, respectively. These results would imply a partial destruction of the involved chemical phase at high temperatures and reducing conditions, in good agreement to the proposed release mechanism, presented in Section 3.1. The XANES spectra collected on samples from set I are not strongly modified by the annealing process: the absorption edge position is similar for both samples within the experimental errors, indicating that Ba and Zr oxidation states do not change after the annealing test. Then, even if the presumed chemical form, BaZrO 3 is partially destroyed and BaO is released, the local structure around Ba and Zr would not change significantly.

Molybdenum -ruthenium phase separation

Regarding Mo and Ru, SEM-EDS analyses indicate the presence of many precipitates in samples set I and II (annealed under the same reducing conditions), which also contained some Rh and Pd. While only one type of precipitates was observed in samples T 0 , R300 and R1200, it was observed the apparition of two other type of precipitates at high temperatures, in samples AT (1973 K), R1500 (1773 K) and R1700 (1973 K). Besides, it was observed that the number of precipitates and their area contribution increased as a function of temperature. Indeed, initially the ECD and area contribution of these precipitates were 1.2 µm and 1.7% respectively in sample R300, which increased up to 1.6 and 4.7% in sample R1700. Though the ECD of these precipitates in sample AT was lower than that of T 0 sample, the number of precipitates increased implying an augmentation of the area contribution, from 1.9% in T 0 sample to 2.7% in AT one. The Mo/Ru ratio of these precipitates was also modified as a consequence of temperature. For tests performed below 1773 K the Mo/Ru ratio remained constant and equal to 0.8 (samples T 0 , R300 and R1200). Once this phase is separated at 1773 K (sample R1500) this ratio is modified: some precipitates present a Mo/Ru ratio equal to 1 while the others a ratio equal to 4.1. This ratio is further modified at higher temperatures. Indeed, at 1973 K the Mo/Ru ratios were 1 and 6.0 for sample AT and 1 and 6.6 for sample R1700. Particularly for sample R1500, a third type of precipitate was observed, which presented a Mo/Ru ratio equal to 1.6.

The quantitative analyses performed on the Mo-Ru precipitates of samples from set II were placed on the Mo-Ru binary phase diagram. The only type of precipitates present below 1773 K would correspond to a ε phase. Above 1773 K three different Mo/Ru ratios were detected among the precipitates. These compositions are consistent with the β (richer in Mo), σ (slightly richer in Mo) and the ε phases (slightly richer in Ru). Most analysed precipitates of sample R1700 presented a composition consistent with the β phase, along with an ECD and area contribution superior to that of the precipitates with a composition similar to the ε phase. These observations would indicate that Mo could have diffused from the bulk of the samples, thus enriching the precipitates located at the surface and that Ru did not diffuse at all or, if it did, lesser than Mo.

According to XAS analyses performed on samples from set I, Mo would be mainly in metallic state, both in T 0 and AT (1973 K) samples. The Mo K-edge spectrum is slightly modified by the annealing process, contrary to the Ru K-edge one. Indeed, the white line position of Mo XANES is shifted by 1.0 ± 0.8 eV to lower energy after the annealing at 1973 K, while Ru spectrum does not change at all. This indicates that the local structure around Mo evolves during annealing, but not the Ru one. Micro beam analyses performed on Mo-Ru precipitates in sample T 0 -R also indicate that Mo is in metallic state. These Mo spectra presented some differences though, compared to the metallic Mo reference. These differences are doubtlessly related to Mo local environment, which is modified by the presence of Ru. Indeed, pure metallic Mo and the β phase of the Mo-Ru binary system present a bcc structure (Kleykamp, 1988), while the ε and σ phases present a hcp (Kleykamp, 1988) and tetragonal [START_REF] Grånäs | Theoretical study of the Mo-Ru sigma phase[END_REF] structures, respectively. Mo spectra is not significantly modified up to 1773 K, but at 1973 K an energy shift of the white line position towards lower energy and the apparition of features on the XANES spectra are observed. These new features are also observed on the pure metallic Mo reference spectrum. This would imply that Mo local environment evolves between 1773 K and 1973 K to become similar to the pure metallic Mo one. Moreover, when the quantitative analyses results are placed on the binary system diagram, some precipitates are even richer in Mo than the β phase in equilibrium with the σ and ε ones. All these results would support the assumption that Mo mobility increases above 1773 K and migrates from the bulk of the sample towards the surface, while Ru remains immobile. This would explain the enrichment of the metallic precipitates over the equilibrium ε/σ/β compositions, the augmentation of the precipitates ECD and their area contribution.

Caesium behaviour

Caesium X-ray maps acquired on samples T 0 -R, R300, R1200, R1500 and R1700 show that this FP is mainly dissolved in the UO 2 matrix, since no precipitates or particular association to other FP were observed. Nevertheless, SIMS analyses which were only performed on sample T 0 -R (right after implantation and without any annealing test), show the existence of Cs precipitates. These precipitates present an ECD of 3.15 µm. The implantation profiles also obtained by SIMS (refer to Appendix III) indicate that most Cs is located around 124 nm underneath the surface of the sample. These different results obtained by SEM-EDS and SIMS analyses could be due to the different interaction spheres of both techniques. Indeed, 15 keV electrons (acceleration tension employed in SEM-EDS analyses) may travel up to 1µm in the sample from the surface, while ion beams (SIMS analyses) penetrations is in the order of nanometres. As it was determined by SIMS profile analyses, most Cs is found 124 nm from the surface. According to thermodynamic estimations, Cs should be found as Cs 2 MoO 4 in samples R300 and R1200, and should have been totally released in samples R1500 and R1700. Though no Cs signal was detected during the XANES acquisition on sample R1700, results show that this FP is still present at 1773 K in reducing conditions (sample R1500). The absorption edge and white line positions of sample R300 Cs XANES spectrum present a shift towards higher energy compared to reference spectra. Higher energy positions of the absorption edge indicate higher oxidation states. Nevertheless, only two oxidation states exist for Cs: 0 and +1, and since Cs is already as Cs +1 both in Cs 2 UO 4 and Cs 2 MoO 4 , the observed absorption edge position for R300 spectrum could be a consequence of Cs implantation. Indeed, it has already been observed that the implantation of elements in a matrix could induce abnormal states [START_REF] Stöcker | Surface-near modifications of SrTiO3 local symmetry due to nitrogen implantation investigated by grazing incidence XANES[END_REF]. Then, by implanting Cs ions in a UO 2 matrix, abnormal states could be produced which affect Cs absorption edge position and the intensity and position of the white line. These states would disappear at high temperatures, which would explain the shift towards lower energies of the absorption edge and white line positions in samples R1200 and R1500. , respectively. Then, these results could mean that if Cs 2 UO 4 was indeed created, it was not due to chemical equilibrium but as a consequence of the implantation itself.

Tests Performed under oxidizing atmosphere

Tests performed under oxidizing atmosphere highlighted the complex interactions that take place between FP. Though no significant evolution was observed from sample T 0 -O to sample O300, many precipitates were observed in samples O1200 and O1700. According to SEM-EDS quantitative analyses, the main FP dissolved in the UO 2 matrix were Sr, Zr, Mo, Cs and Nd. The concentration of these FP was modified after test, particularly for Zr and Mo. Indeed, though their concentration is similar in samples O300 and O1200 (of around 0.4 at.% each), it increases to 0.8 and 0.7 at.% for Zr and Mo, respectively. This would imply a dissolution of Zr and Mo oxidized species in the UO 2 matrix.

Molybdenum -barium in oxide precipitates

The evolution of the oxide precipitates in tests performed under oxidizing atmosphere was quite interesting. Indeed, the main components of these precipitates were initially Ba, Zr, Sr and U, in samples T0-O and O300. Two different oxide precipitates were observed in sample O1200 which differed both in aspect and composition. The main difference of these precipitates was the Mo/Ba ratio: on one hand, some precipitates (designed as OP I) presented a Mo/Ba ratio equal to 0.8 and a mean ECD value of 2.3 µm. These precipitates represented the 4.8% of the sample surface. On the other hand, some precipitates (designed as OP II) presented and Mo/Ba ratio of 0.1 and a mean ECD equal to 3.5 µm. These precipitates represented the 4.6% of the sample surface. Sr and U were still found, but in lower concentration: Sr and U concentration in OP I precipitates was 3.6 and 1.5 at.% respectively, while in OP II precipitates the concentrations were 1.5 and 11 at.%, respectively. Traces of Zr and Ru were observed in these precipitates, as observed in the quantitative analyses.

According to thermodynamic estimations, the chemical species in equilibrium in sample O1200 would be ZrO 2 , MoO 2 , Cs 2 MoO 4 , BaMoO 4 and UO 2 , which is consistent with the experimental observations. Indeed, the initial BaZrO 3 compound would have reacted with oxidized Mo giving ZrO 2 and BaMoO 4 . Then ZrO 2 would have dissolved in the matrix, which would explain why almost no Zr is found in the oxide precipitates and why its concentration in the O1200 sample UO 2 matrix increased. Mo oxidation is clearly observed in the SEM-BSE and SE images presented in Figure 85, where small pores are observed in the metallic precipitates. XAS results of sample O1200 indicate that Mo is mainly oxidized (61%, if considered that the contribution of sample O300 spectrum to the linear combination fit is representative of Mo in the metallic precipitates). Of this oxidized Mo, 60% would be as Mo +6 and the remaining 40% would be as Mo 4+ . These two different oxidation states would explain the existence of the two different oxide precipitates in sample O1200. Indeed, the precipitates containing a Ba/Mo ratio equal to 0.8 would be mainly composed of BaMoO 4 (Mo as Mo +6 ). If the Sr composition is also considered (Ba and Sr are both alkaline earth metals, so they present a similar behaviour), then the (Ba+Sr)/Mo ratio would be equal to 1, meaning that those precipitates are mainly composed of BaMoO 4 and SrMoO 4 . The second type of oxide precipitates observed in sample O1200 would be mainly composed of MoO 2 .

Nevertheless, Ba and Sr were also detected in those precipitates ((Ba+Sr)/Mo ratio equal to 0.2), implying that MoO 2 is capable of dissolving considerable quantities of these FP oxidized species (whether BaMoO 4 and SrMoO 4 or BaO and SrO). XAS analyses using micro beams would be required in order to validate these assumptions.

Another possible explanation would be the demixing of the MoO 3 -(BaMoO 4 -SrMoO 4 ) phase. Indeed, according to the MoO 3 -SrO pseudo binary phase diagram extracted from [START_REF] Zhukovskii | Phase diagram of the molybdenum trioxide-strontium oxide system[END_REF] Only one type of oxide precipitates was observed in sample O1700. These precipitates presented a dendritic shape and covered a quarter of the sample surface. According to quantitative analyses, Mo would be the main constituent of these precipitates, followed by Sr and Ba. The (Ba+Sr)/Mo ratio of these precipitates was calculated to be 0.17, similar to the second type of precipitates observed in sample O1200. According to XAS results obtained in sample O1700, oxidized Mo would be mainly Mo 4+ . This would imply that the oxides precipitates are mainly composed of MoO 2 , with oxidized species of Ba and Sr dissolved. These precipitates would then be similar to the second type of precipitate observed in at 1473 K in oxidizing conditions.

Molybdenum -ruthenium

Quantitative analyses performed on metallic precipitates of the sample annealed at 1473 K t indicate that Ru became the main component. Indeed, every analysed precipitate was constituted of more than 80% of Ru. Mo initially present in these precipitates would had oxidized and reacted with the initial Ba-Zr precipitates, giving place to the oxide precipitates observed in this sample. The phase separation of the metallic precipitates was observed after annealing at 1973 K (sample O1700), in a similar way to samples from set II. According to thermodynamic estimations, the test conditions of sample O1700 would have been close to the Mo/MoO 2 equilibrium. It is considered then that Mo present in the oxides precipitates observed in sample O1700 was partially reduced and went back to the metallic phase. The important presence of Mo in the surface, both in oxide and metallic precipitates would support the assumption of Mo mobility at high temperatures. The existence of three molybdenum oxidation states (0, 4+ and 6+) in samples O1200 and O1700 would imply that chemical equilibrium was not attained during the annealing tests.

Caesium

Similarly to samples from set II, no Cs precipitates or particular associations to other FP were observed through SEM-EDS characterization of samples from set III. Nevertheless, since the implantation conditions of samples set II and III were the same and Cs precipitates were observed trough SIMS analysis performed on sample T 0 -R from set II, similar precipitates are believed to exist at least in T 0 -O sample. According to thermodynamic estimations, only one chemical species, Cs 2 MoO 4 , should be present in these samples. This chemical species would be present even in sample O1700, annealed at 1973 K. Nevertheless, since no Cs signal could be measured in the XAS experiments this would imply that this FP would have been completely released at 1973 K. Cs XANES spectra collected in samples O300 and O1200 present an energy shift of the absorption edge and white line position to higher energy and a more intense white line compared to that of both reference compounds. As in sample R300, this could be attributed to the creation of metastable chemical state as a consequence of the implantation. Contrary to the test performed at 1473 K in reducing conditions (sample R1200), the metastable state did not disappear at 1473 K in oxidizing ones.

Conclusions

The behaviour of Ba, Cs, Mo and Ru in high burn-up simulated UO 2 nuclear fuels, or SIMFUELS, submitted to nuclear severe accident conditions has been studied. Three different samples set were prepared, submitted to different conditions and characterized by SEM-EDS and XAS. Sample set I consisted in two samples, one of which was annealed at 1973 K, containing 11 FP each (Ba, Ce, La, Mo, Nd, Pd, Rh, Ru, Sr, Y and Zr). Sample set II and II consisted in 5 samples each, which contained 12 FP (the latter 11 FP + Cs, implanted by the ion implantation method). Samples of set II were submitted to reducing conditions while those of set III were submitted to oxidizing ones. The conclusions regarding barium, caesium, molybdenum and ruthenium behaviour are presented below.

Barium behaviour

According to the release mechanism presented in Chapter 1, barium would be initially found in micrometric oxide precipitates known as the perovskite phase [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. In our samples, it was indeed observed that Ba was initially present in oxide precipitates which also contained Ce, Sr, Y and Zr. These precipitates, with an average size of about 2 µm, were evenly distributed in samples annealed under reducing conditions. XAS analyses performed on samples from set I indicated that Ba chemical form was indeed BaZrO 3 . This compound was partially destroyed and Ba released in reducing atmosphere at temperatures above 1773 K, as indicated by SEM-EDS results from samples set I and II. This behaviour is in good agreement with the proposed mechanism.

In oxidizing conditions it was observed that BaZrO 3 was also destroyed, with Ba interacting with oxidized Mo to likely form BaMoO 4 . Nevertheless, further experimentations are required to accurately characterize Ba chemical state. Zr was initially also present in these Ba-Mo precipitates (at 1473 K) but then was dissolved, likely as ZrO 2 according to thermodynamic estimations, in the fuel matrix (at 1973 K).

Caesium behaviour

Caesium, being a volatile FP, cannot be added during the SIMFUELS fabrication process since it would be released during the sintering stage. By using the ion implantation method this difficulty was overcome. Studying Cs behaviour was one of the main objectives for samples set II and III. Through SIMS analyses it was observed that Cs precipitates are formed after implantation, though this result could not be supported by SEM-EDS analyses. Indeed, no Cs precipitates were detected in any implanted sample trough SEM-EDS analyses, before or after annealing tests. It has been reported in bibliography that the implantation of ions in a matrix would create metastable oxidation states. This phenomenon was observed in our samples, as indicated by the Cs XANES spectra collected on the sample submitted to 573 K under reducing atmosphere. At higher temperatures and reducing conditions Cs 2 UO 4 is assumed to exist, since all Mo in the sample would be in metallic state. Nevertheless, thermodynamic estimations indicate that the attained oxygen potentials in tests performed for samples from set II were not reducing enough as to induce the formation of Cs 2 UO 4 . Therefore, it is assumed that Cs 2 UO 4 indeed exists in samples annealed under reducing atmosphere, but only as a direct consequence of the ions implantation and not to thermodynamic equilibrium. A Cs metastable state was also observed in samples O300 from set III. This state persisted even in sample O1200, contrary to sample R1200, both annealed at 1473 K. Therefore, Cs behaviour could not be studied in SIMFUEL samples submitted to oxidizing conditions. It is believed, though, that similar metastable states would be created during irradiation in nuclear fuels.

Molybdenum behaviour

Molybdenum was observed to be initially present in metallic precipitates along with Ru, Rh and Pd. These precipitates, known as white inclusions, have already been observed in irradiated fuels [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. When submitted to reducing conditions and high temperatures it was observed a phase separation of the initially homogeneous metallic precipitates into two different phases, which differed in their Mo-Ru ratio. The metallic phase separation is predicted by the Mo-Ru binary diagram system. Three different phases may be found in equilibrium, which are β (richer in Mo, with a bcc crystal structure), σ (slightly richer in Mo, with a tetragonal crystal structure) and ε (slightly richer in Ru, with a hcp crystal structure). A higher Mo mobility was observed at high temperatures, due to which most precipitates observed presented a β composition (sometimes even higher than the β phase solvus composition for the Mo-Ru binary) and increased ECD.

In oxidizing conditions, it was observed that Mo present in the metallic precipitates got oxidized and interacted with Ba and Sr. According to thermodynamic estimations, only BaMoO 4 and MoO 2 should be present in SIMFUEL samples from set III. It was observed though that two different Mo-Ba precipitates coexist at 1473 K, which present an important different in their Mo/Ba-Sr ratios. XAS analyse allowed to assume to that these precipitates are, on one hand, a solid solution of BaMoO 4 and SrMoO 4 (consisting with a (Ba+Sr)/Mo ratio equal to 1) an on the other a solid solution mainly composed of MoO 2 , with dissolved oxidized forms of Ba and Sr (or MoO 3 with dissolved Sr and Ba molybdates). XAS analyses at the Mo and/or Ba absorption edges using a micrometric X-ray beam would be required in order to identify the involved chemical compounds.

Ruthenium behaviour

According to the mechanism Ru would be present mainly in metallic precipitates which also contain Mo. As described for Mo, these precipitates were observed in our samples. XAS analyses confirmed Ru metallic state in samples from set I. As described above, a phase separation of the metallic precipitates occurs between 1473 and 1773 K. Regarding tests performed under oxidizing conditions, traces of Ru were observed to be present in oxide precipitates, in a concentration similar to Zr. The mechanism considers that Ru is released as RuO X even at relatively low temperatures if submitted to an atmosphere oxidizing enough. Nevertheless, quantitative analyses would be required in order to determine if Ru was released from our samples. Finally, it is concluded that SIMFUELS are a good complement to irradiated fuels for studying FP behaviour in severe accident conditions. Indeed, the evolutions observed for Ba, Mo and Ru are quite in good agreement with the proposed mechanism and experimental observation on irradiated fuel samples. Furthermore, their behaviour in oxidizing conditions could be studied. It was observed though that SIMFUEL representativeness to irradiated fuels is reduced at lower temperatures, particularly for Ba and Cs. Indeed, while no Ba precipitates are observed in the irradiated fuel sample representative of an initial state (before the severe accident), many precipitates are observed in SIMFUEL samples. Regarding Cs, the ion implantation method was required in other to study this FP chemistry, since it cannot be added during the samples fabrication process. It was observed though that metastable oxidation states were created through implantation, which are not representative of Cs chemistry, but could be representative of Cs state in irradiated nuclear fuels.

A comparison of the experimental results obtained in the Irradiated Fuels work axis and the model materials one is presented in the next and final chapter. Suggestions on how to improve SIMFUEL samples representativeness are also presented, along with experimental perspectives.

Chapter 4: Discussion

Introduction

In this Chapter the results presented in Chapters 2 and 3 will be compared. Chapter 2 described the irradiated fuels analyses and Chapter 3 the SIMFUELS one. These two research axes have been implemented in order to validate or refute, through experimental observations, the chemical phases proposed to be initially present in an irradiated fuel under normal operation conditions of a PWR nuclear reactor and their evolution during a severe accident initiated by the loss of the primary coolant fluid. These hypothetical phases and their evolution are recalled in Figure 95. The two experimental work axes were meant to be complementary. Indeed, though the samples were different (irradiated fuel samples in one case and model materials representative of irradiated nuclear fuels in the other) the experimental loops and annealing tests performed were similar. Model materials, also known as SIMFUEL, allowed exploring further conditions compared to the irradiated fuels axe. Indeed, while the annealing tests using irradiated fuel samples were performed mainly under reducing atmospheres (flowing Ar + 4% H 2 ), model materials were submitted to both reducing and oxidizing (flowing Ar) conditions. The samples and tests conditions (atmospheres and final temperatures) are summarized in 

Irradiated fuels samples

Sample T 0 -IF was not submitted to any annealing test. This sample is then representative of an initial state, before the severe accident starts. Sample IF1500 was annealed under reducing conditions, the temperature sequence consisting in a first plateau at 573 K which was maintained for 20 min, a second plateau at 1473 K, maintained also for 20 min and a last temperature plateau at 1773 K which was maintained time enough so that Cs release attained around 50% of the initial inventory. The exact duration of this last plateau was 35 min and the total Cs released fraction was measured to be 47%. The VERDON 1 sample followed a quite complex annealing sequence, which reproduced the phenomena observed during a nuclear severe accident triggered by the loss of the primary fluid. The main characteristics of this sequence, which was presented in Chapter 2, were the implementation of a temperature plateau under oxidizing atmosphere (H 2 O/H 2 ) in order to oxidize the cladding (at 1773 K); by the end of this temperature plateau the atmosphere was switched to reducing (H 2 O/H 2 ) until the end of the test, where a temperature of 2873 K was attained. This temperature was maintained only a few seconds since on-line gamma spectrometry observation indicated the imminent sample collapse.

SIMFUEL samples

Samples from set I (T 0 and AT) are SIMFUEL samples doped with 11 FP (Ba, Ce, La, Mo, Nd, Pd, Rh, Ru, Sr, Y and Zr). T 0 sample was not submitted to any kind of annealing sequence while AT one was submitted to a single temperature plateau at 1973 K, which was maintained for 1 h.

Samples from sets II (T 0 -R, R300, R1200, R1500 and R1700) and III (T 0 -O, O300, O1200 and O1700) are SIMFUEL samples similar to those of set I but implanted in Cs. Samples T 0 -R and T 0 -O were not submitted to any annealing samples, and so they are representative of the initial state of an irradiated fuel before the severe accident starts. Samples R300 and O300 were annealed up to 573 K under reducing and oxidizing atmospheres, respectively. These temperatures were maintained for 3 h in an attempt to let the structure relax and arrive to chemical equilibrium after Cs implantation. Indeed, it has been reported in bibliography [START_REF] Richard | Étude par diffraction des rayons X des déformations induites par irradiation/implantation d'ions dans le dioxyde d'uranium[END_REF] that ion implantation (Cs in the case of these samples) leads to atoms displacement which distorts the crystal structures. Given the low temperature attained, these samples may be also considered as representative of an initial state before accidental sequence begins. Samples R1200, R1500, R1700, annealed under reducing atmosphere and samples O1200 and O1700, annealed under oxidizing one, are representative of intermediate states of a nuclear severe accident sequence. These temperatures were chosen in order to check if the chemical phases proposed in the mechanism presented in Figure 95 exist. Samples R1200 and O1200 were annealed up to 573 K and maintained at that temperature for 3h and then up to 1473 K for 30 min. Sample R1500 and was annealed up to 573 K for 3 h, then up to 1473 K for 30 min and finally up to 1773 K for 15 min, under reducing atmosphere. The duration of the plateau at 1773 K, at which Cs is meant to be released, was chosen in order to limit this FP release and study the involved intermediary compound. Finally, samples R1700 and O1700 were annealed up to 1973 K for 10 min under reducing and oxidizing atmosphere, respectively, without any intermediary temperature plateau. This final temperature and its duration were chosen in order to study FP behaviour at high temperature but attempting to limit Cs release.

Characterization methods

Irradiated Fuels

Irradiated fuel samples were characterized at the LECA-STAR facility, Cadarache centre. Characterizations performed include Secondary Ion Mass Spectroscopy (SIMS), Electron Probe Micro Analysis (EPMA), X-ray Diffraction (XRD), Scanning Electron Microscopy (SEM) and Optical Microscopy (OM). Sample T 0 -IF was characterized through SIMS, EPMA, SEM and OM; sample IF1500 was characterized by SEM and EPMA and finally sample VERDON 1 was characterized by XRD, SEM and OM.

SIMFUEL samples

All SIMFUEL samples were characterized by SEM at the Laboratoire Bernard François, Cadarache, and by X-ray Absorption Spectroscopy (XAS) at the MARS beam-line, Soleil Synchrotron. Samples Set I, already described in Chapter 3 were also characterized by XRD but results were not exploited since the uranium diffraction lines masked those of the other chemical phases. Regarding XAS analyses, a total of five analysis campaigns were performed at the MARS beamline with different objectives for each SIMFUEL sample set. Particularly for samples from set I, acquisitions were performed at the K absorption edges of Mo (20000 eV), Ru (22117 eV), Zr (17998 eV) and Y (17038 eV) and at the L3 edges of U (17166 eV) and Ce (5723 eV). Ba L3 HERDF-XANES spectra were collected also at the L3 absorption edge (5247 eV). Regarding samples sets II and III, the Mo K and Cs L3 (5012 eV) absorption edges were analysed.

Experimental results comparison

Five different FP where studied during this work with the objective being to identify their behaviour in irradiated nuclear fuel samples, when submitted to high temperatures and oxidizing and reducing conditions. In this section the results obtained both in the irradiated fuels and model material samples will be compared to the proposed release mechanism and own thermodynamic estimations.

Results will be discussed according to the observed association. Firstly, Ba and Zr interaction is discussed, followed by that of Ba and Mo, then Cs, U and Mo and finally Mo and Ru. Conclusions on FP initial chemical states and their evolution are also made in each sub-section.

Barium and zirconium

According to our thermodynamic estimations Ba and Zr should be present as BaZrO 3 in the range of 573 to 1773 K, in reducing conditions. SIMS and EPMA analyses performed on the irradiated T 0 -IF fuel sample, representative of a nuclear fuel in normal operation conditions of a commercial PWR, did not show although the presence of any Ba or Zr precipitate. It has been reported in bibliography that these precipitates, if they exist, are hard to detect by normal light-optical observations due to its poor contrast with the surrounding fuel, although they have been observed in Fast Reactors fuel pins [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF]. On the contrary, such precipitates were observed on a similar sample which has been submitted to an annealing test up to 1773 K in reducing conditions (IF1500 sample). The latter precipitates were evenly distributed all over the sample, both at the centre and periphery. Particularly, it was observed an accumulation of Ba close to the periphery, at the fuel-cladding interface. Regarding SIMFUEL samples, this Ba-Zr association is already observed in samples from the very beginning, before any annealing test was performed. Besides Ba and Zr, other FP such as Sr, Ce and Y were also observed to be present in these precipitates. XAS analyses performed on samples from set I confirmed the BaZrO 3 chemical form. Indeed, Ba oxidation state and Zr local environment match that of BaZrO 3 . Taking into consideration the following facts regarding our irradiated fuels samples:

-The T 0 -IF irradiated fuel was submitted to six irradiation cycles (the maximum number of cycles to which nuclear fuel are submitted in commercial PWR) attaining a burn-up of 72 GWd.t -1 and so the FP concentration in this sample is the maximal concentration that can be attained; -No Ba precipitates were observed even at the periphery of the fuel were the local burn-up is higher (150 GWd.t -1 in the case of the E04 sample); -Ba precipitates were observed in an irradiated fuel sample after an annealing test at 1773 K, and they were also observed in FR fuel pins [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF], which operate at a higher temperature compared to PWR.

It is assumed then that the UO 2 matrix is capable of dissolving large amounts of Ba but it precipitates when submitted to high temperatures. The precipitation temperature would range from around 1373 K (temperature at the centre of a PWR fuel pellet) and 1773 K (temperature at which these precipitates were observed). The reason why BaZrO 3 precipitates are early observed in SIMFUEL samples is related to their fabrication process: As described in Appendix III, the SIMFUEL samples fabrication process includes a sintering stage at 1923 K under reducing atmosphere. Then, these samples are already submitted to a first annealing sequence at a temperature higher to that of the hypothetical precipitation range, inducing the formation of BaZrO 3 precipitates. Though Ba initial chemical state in SIMFUELS samples is therefore not representative of the initial state observed in irradiated nuclear fuels, these samples allow to study Ba behaviour at high temperatures. Indeed, the reduction of BaZrO 3 precipitates O1700 and Ba/Zr ratio at 1973 K under reducing atmosphere (sample AT from set I) would imply a partial destruction of this phase. XAS analyses demonstrated that Ba oxidation state did not change at the studied temperature, meaning that if the intermediate compound is still present in the sample it would be BaO (with Zr remaining as ZrO 2 ). Observation performed on the VERDON 1 sample would confirm this behaviour. Indeed, it was observed through on-line gamma spectrometry that this FP release started at around 2073 K (reducing atmosphere), attaining a final released fraction of 80% of Ba initial inventory at 2873 K. Only a few Ba precipitates were detected during the post-test examinations performed on this sample, but no longer in association to Zr. The cladding would also play a very important role. Indeed, if Ba reacts with the Zr produced by the fission of U atoms, then it can also react with the Zr from the oxidized cladding. The cladding would then act both as a chemical and a physical barrier, hindering Ba release, as it was observed in the irradiated fuel IF1500 sample. Ba and Zr behaviour in oxidizing conditions could only be studied in SIMFUEL samples during this work. It was observed that the initial phase, BaZrO 3 , interacts with oxidized Mo to form BaMoO 4 at least at 1473 K (sample O1200 from set III). Quantitative analyses performed on the matrix of this sample and on that of the sample annealed at 1973 K also in oxidizing conditions (sample O1700), indicate that Zr would dissolve in the fuel matrix, possibly as ZrO 2 which is highly soluble in UO 2 [START_REF] Piluso | The UO2-ZrO2 system at high temperature (T > 2000 K): importance of the meta-stable phases under severe accident conditions[END_REF]. Zr was no longer found associated to Ba in the oxide precipitates observed in sample O1700. Similar annealing tests on irradiated fuel samples would be required in order to verify this behaviour.

Barium, molybdenum and ruthenium

Barium and molybdenum associations were only observed in SIMFUEL samples submitted to oxidizing conditions. Indeed, two different precipitates containing mainly Ba, Mo and Sr were observed through SEM-EDS analyses performed on sample O1200, submitted to 1473 K. These precipitates differed in shape and composition. On one hand, some precipitates presented a similar Mo to (Ba+Sr) atomic ratio and on the other hand, precipitates presented a Mo concentration five times higher than that of (Ba+Sr). Only one type of oxide precipitate is observed in the sample submitted to 1973 K under oxidizing conditions (sample O1700 from set III), which are similar in shape to those of high-Mo concentration observed at 1473 K. Quantitative analyses performed on these precipitates show a Mo/(Ba+Sr) ratio equal to 5.7 and traces of Ru and Zr. XAS analyses show that, in the sample annealed at 1473 K, oxidized Mo is present under the following chemical forms: MoO 3 , MoO 2 and MoO4 2-. Regarding sample O1700, XAS analyses indicate that no more molybdates are present and the Mo oxidized forms are MoO 2 and MoO 3 . These results lead to make the following conclusion: The precipitates observed in sample O1200, containing a Mo to (Ba+Sr) ratio equal to 1 would be composed of BaMoO 4 and SrMoO 4 (which are predicted by our thermodynamic estimations) while the others would be composed mainly of MoO 2 and MoO 3 , with some dissolved Ba and Sr oxides (or even molybdates). Since only one type of Mo oxide precipitates are observed in the O1700 sample and no more molybdates are present, the chemical form would be MoO 2 and MoO 3 , with dissolved Ba and Sr oxides. XAS analyses using micro-focussed beams are required in order to validate these assumptions.

Caesium, uranium and molybdenum

In order to determinate Cs initial chemical state in irradiated fuels, EPMA and SIMS analyses were performed on the irradiated fuel sample T 0 -IF. Though no precipitates were observed through SIMS analyses, many precipitates were observed through EPMA ones. Mo and U X-ray maps did not show any particular association to Cs. These results imply that, at least in the T 0 -IF sample, Cs 2 MoO 4 (predicted by own thermodynamics estimations) is not created during irradiation. On the contrary, the absence of U-Cs association does not mean that Cs 2 UO 4 is not present. Indeed, since these precipitates are surrounded by UO 2 , the U signal from the matrix would mask that of the U in the Cs 2 UO 4 precipitates. Determining Cs early chemical form was one of the main objectives of the analyses performed on the implanted samples. Many Cs precipitates were observed through SIMS analyses of the T 0 -R sample, though no association to Mo, U or any other FP could be identified. Cs behaviour at higher temperatures was studied both in irradiated fuels and SIMFUEL samples. EPMA analyses performed on the IF1500 irradiated fuel sample (annealed at 1773 K in reducing conditions) showed that Cs and Xe were usually located together. This result would imply that, whatever the initial Cs chemical form was, it was decomposed and Cs behaved as a gas, diffusing through the porosity of the fuel along with Xe. XAS analyses performed both at the Mo K and Cs L 3 absorption edges on implanted SIMFUEL samples annealed in reducing conditions would indicate that Cs is present under the Cs 2 UO 4 , at 1473 and 1773 K in reducing conditions. Nevertheless, this chemical form is believed to have been created as a consequence of ions implantation and not to thermodynamic equilibrium. Indeed, according to thermodynamic estimations Cs 2 UO 4 would only exist at very reducing conditions, which were not attained during annealing tests. Cs abnormal chemical state after implantation persisted in oxidizing conditions, even at 1473 K. No more Cs was detected in SIMFUEL samples submitted to 1973 K and in the VERDON 1 sample.

Molybdenum and ruthenium

Mo and Ru precipitates were observed both in irradiated fuel (along with Tc, Pd and Rh) and in SIMFUEL (along with Pd and Rh) samples. XAS analyses performed on SIMFUEL samples from set I confirmed the metallic state of Mo and Ru. It was observed that the initially homogeneous metallic phase underwent a significant modification at high temperature. Indeed, the separation of this phase was observed at 1773 K and three different metallic phases were created, ones very rich in Mo (more than 80 at.%), other also rich in Mo, but not as much as the first ones (around 65%) and the other with a similar Mo and Ru content (Mo/Ru molar ratio equal to 1). This behaviour is predicted in the Mo-Ru binary phase diagram presented in (Kleykamp, 1989b). Indeed, the observed precipitates correspond to the β (significantly richer in Mo), σ (richer in Mo) and the ε (richer in Ru) phases. It was observed that some precipitates richer in Mo presented a concentration of this FP which was higher to that of the β phase solvus line. The latter observation, along with the increased precipitates ECD and area contributions would imply an improved mobility of Mo at high temperatures, which is higher to that of Ru.

Comparison between experimental results and the release mechanism

In this section the conclusions made through experimental observations will be compared to the hypothetical FP initial states and evolutions proposed in the release mechanism. Firstly, barium initials state and evolution is compared, followed by that of Mo, Cs and finally Ru.

4.4.1. Barium (Nicaise, 2004a) mechanism proposes that Ba is initially found as BaO precipitates. It was observed though that Ba remains dissolved in the UO 2 matrix even at very high burn-ups and precipitates only at high temperatures, between 1373 and 1773 K. Since Ba must be oxidized in order to be dissolved in the matrix (presumably as BaO), the proposed initial state is therefore partially validated.

The mechanism also considers that Ba reacts with Zr (both the FP and the one from the oxidized cladding) to form BaZrO 3 . This Ba-Zr association has been observed in irradiated fuels and XAS analyses performed on SIMFUEL samples have confirmed this chemical state. It is also considered that BaZrO 3 is destroyed at high temperatures in reducing conditions and Ba is released. Observations performed on SIMFUEL samples are also in good agreement with this proposed evolution, and so the Ba evolution in reducing conditions is validated. Furthermore, experimental observations done on SIMFUEL samples have contributed to understand the behaviour of this FP in oxidizing conditions. Indeed, results obtained indicate that a Mo-Ba compound was created under oxidizing atmospheres, presumably BaMoO 4 . This compound was initially considered in the first mechanism proposed by Nicaise in [START_REF] Nicaise | Analysis of accidental sequence tests and interpretation of Fisson Product release: Interdependence of Cs, Mo and Ba release[END_REF] but was later abandoned in further investigations (Nicaise, 2004a). (Nicaise, 2004a) proposed mechanism considers that Mo is initially present under two different chemical forms. In one hand, as metallic precipitates along with Ru, Rh, Pd and Tc. Similar precipitates have been observed both in irradiated fuels and SIMFUELS samples. Furthermore, XAS analyses at the Mo and Ru absorption edges confirmed the metallic state of Mo and Ru. On the other hand, the mechanism considers that Mo is also present as very small precipitates of MoO 2 . XAS analyses performed on SIMFUEL samples representative of an initial state indicate that Mo is only present in metallic state. Nevertheless, the sintering stage of the SIMFUEL fabrication process would not let Mo to be oxidized, which implies a limited representativeness of these samples. Though Mo oxides were not observed in T 0 -IF irradiated fuel sample, they could still be present. Indeed, EPMA and SIMS analyses can only determine FP distribution and not they chemical state. Therefore, MoO 2 could share the same location as the metallic precipitates, due to oxidation of Mo in the surface of these precipitates. Therefore, only the existence of Mo in metallic precipitates as proposed in the mechanism is validated, since MoO 2 has not been observed. The mechanism also considers that oxidized Mo would react with Cs to give Cs 2 MoO 4 around 1300 K. As described above this compound was not observed in the irradiated fuel sample, possibly due to the high temperature of the test (1773 K) at which it is supposed to dissociate. The presence of Cs 2 MoO4 could not be determined by XAS analyses on SIMFUEL samples submitted to oxidizing conditions, since the metastable state created by the ions implantation persisted. The presence of this compound remains uncertain. Finally, it is considered that, under reducing conditions, Mo is released as Mo (g) . During the VERDON 1 test it was observed that Mo started being released during the cladding oxidation stage but stopped when the atmosphere was switched to reducing. Mo started releasing again at higher temperature (above 2500 K) under this reducing atmosphere. Observations performed on the VERDON 1 sample indicate that Mo is only found in metallic inclusions, implying that it was released directly from these precipitates, under the Mo (g) form. Besides, it was observed a significant boost of Mo mobility at high temperatures. This FP could then migrate towards the edges of the fuel pellets and be stripped off by the surrounding atmosphere. Therefore, this evolution proposed in the mechanism is validated. (Nicaise, 2004a) mechanism considers that Cs is initially found in precipitates as Cs 2 UO 4 (besides other chemical compounds which contain Cs which have already been observed experimentally, such as CsI). Though Cs precipitates were observed in the T 0 -IF and implanted SIMFUEL samples, the other FP involved could not be determined. It was observed that at least initially there is no Cs-Mo association in this sample. As already explained for Mo, at around 1000 K the mechanism considers that Cs 2 UO 4 is destroyed and Cs reacts with Mo to give Cs 2 MoO 4 . The presence of this compound could not be verified through XAS analyses performed on SIMFUEL samples. Lastly, the mechanism considers that the destruction of these Cs chemical phases starts at around 1373 K. According to the Cs release profile presented in Chapter 2, obtained through on-line gamma spectrometry during the annealing tests performed on the IF1500 irradiated fuel sample, Cs release started at 1273 K and by 1773 K a total released fraction of 47% was attained. Since an accurate determination of Cs initial state and the intermediate compounds could not be performed, Cs chemistry in UO 2 remains uncertain.

Molybdenum

Caesium

4.4.4. Ruthenium (Nicaise, 2004a) mechanism considers that most Ru is initially present in metallic precipitates along with Mo, Rh, Pd and Tc. It also considers that a small fraction of Ru is found in oxidized form.

Observations performed in the E04 sample allowed to verify the initial distribution Ru-Mo-Pd-Rh-Tc and XAS analyses performed on SIMFUEL samples confirmed the metallic state of Ru. Nevertheless, no Ru oxides were observed to be present in SIMFUEL samples, though the mechanism states that these species would be created as a consequence of irradiation or in very oxidizing conditions. The proposed initial chemical state of Ru is then partially validated. Regarding Ru behaviour in oxidizing conditions at high temperatures, it was observed that traces of this FP were present in the oxide precipitates of SIMFUELS samples of set III which would imply the partial oxidation of this FP. XAS analyses at the Ru K edge would be required to accurately determine Ru chemical state.

Summary of validated and refuted chemical phases

Results obtained in both experimental axes have allowed to validate or refute most hypotheses made in the original (Nicaise, 2004a) release mechanism though some uncertainties still remain (highlighted in green, red, and orange respectively, in Figure 96). As observed, the remaining uncertainties are mainly related to the initial state of FP (highlighted in orange). The main reason for this is that the current characterizations techniques available for irradiated fuels allow determining FP distribution and associations but not their chemical state. Particularly for Ba, it was observed that precipitates of this FP do not exist in an irradiated fuel sample in normal operation conditions, even at very high burn-up (150 GWd.t -1 ). Instead, this FP remains dissolved in the fuel matrix and may precipitate under the effect of temperature, between 1100 and 1773 K. If this FP is dissolved in the matrix, then it is forcefully under an oxidized form, such as BaO. Another main uncertainty is Cs overall behaviour in UO 2 . Indeed, though precipitates of this FP were observed in an irradiated fuel sample, the other FP to which it was associated could not be identified. XAS analysis aiming at determining its evolution as a function of temperature and atmosphere were not conclusive, since a metastable state was created through ion implantation. Regarding Mo and Ru, these FP were always observed together in the irradiated fuel sample, along with Pd, Rh and Tc. If Mo and Ru oxides are present in an irradiated nuclear fuel in normal operation conditions, they could be located next to the metallic precipitates. It must be kept in mind, though, that the mechanism was initially proposed for LWR moderate burn-up irradiated fuels (around 40 GWd.t -1 ), while only high burn-up samples (72 GWd.t -1 for irradiated fuels and 76 GWd.t -1 for SIMFUELS) have been studied in this work. 

Modified release mechanism

Experimental observations done on irradiated fuels and SIMFUEL samples have allowed to propose a new release mechanism, considering both reducing and oxidizing conditions. The mechanism proposed here is based on a VERDON type annealing sequence and considers the same stages considered in the mechanism presented in Chapter 1:

-An initial state, which is an irradiated nuclear fuel in normal operation conditions of a PWR, -An intermediate stage at 1300 K under neutral atmosphere, -An intermediate state between 1400 and 1800 K, under oxidizing atmosphere (oxidation plateau), -A temperature ramp from the oxidation plateau up to around 2600 K, -A high temperature plateau, around 2600 K. Some hypotheses of the original release mechanism, which could not be completely validated, have been incorporated here. These assumptions are the existence of Cs precipitates in the initial state, as Cs 2 MoO 4 , and its retention by reaction with MoO 2 to form Cs 2 MoO 4 .

Initial state

The initial state considered here, represented in Figure 97, is similar to that of the initial mechanism presented in Chapter 1 with the exception of Ba. Indeed, experimental observations demonstrated that Ba can remain dissolved in the matrix even at high concentrations. Therefore, the initial precipitates are Cs 2 UO 4 , MoO 2 , the intermetallic composed of Mo, Ru, Pd, Rh and Tc, known as white inclusions. Though not observed experimentally, Ru oxides are also considered to be present. The volatilization of these oxides, considered to be created during irradiation, would be responsible of the few percent of Ru release observed in analytical tests using irradiated fuel samples in reducing temperature (Pontillon and Ducros, 2010c). 

Oxidation Plateau

This stage, represented in Figure 99, considers a temperature evolution from 1400 to 1800 K under oxidizing atmosphere. This stage is normally implemented in VERDON type tests in order to oxidize the cladding so temperature can still be increased. Otherwise, the cladding could interact with the UO 2 , even from around 1400-1500 K. As observed in the SIMFUEL experimental axis, at 1473 K and under oxidizing temperature Mo oxide precipitates were formed. These precipitates also contained Ba, and according to our thermodynamic estimations the chemical compound would be BaMoO 4 .

Experimental observations demonstrated that Ba precipitates between 1100 and 1773 K, as BaZrO 3 .

The oxidized Zr from the cladding could also react with Ba, and BaZrO 3 would be formed on the fuel side of the cladding. A partial interconnection of the pores was observed after the test in which the irradiated fuel sample was submitted to 1773 K under reducing atmosphere. This interconnection would enable the gaseous species to be released from the fuel. As Mo oxidizes from the metallic precipitates, it would start reacting with BaZrO 3 precipitates to form BaMoO At this point two different scenarios are considered, one in which the atmosphere is switched to reducing, the other in which the atmosphere remains oxidizing.

Reducing atmosphere

In this case it is considered that the atmosphere is switched to reducing right after the oxidation plateau (an atmosphere not reducing enough as to reduce the ZrO 2 from the cladding). In such scenario the existing MoO 2 would be reduced and would return back to the white inclusions. The Cs 2 MoO 4 formed during the oxidation plateau would be partially destroyed but it would also volatilize, leading to the release of both Cs and Mo, under the Cs g and Cs 2 MoO 4)g forms. As observed in tests performed on SIMFUEL samples under reducing atmosphere, BaZrO 3 is partially destroyed in these conditions and Ba is released as BaO )g . The reactions taking place in this stage would be: Reduction of MoO Oxide precipitates (Mo, Ba, Sr) 

Reducing atmosphere

At the high temperature plateau (2600 K and more) under reducing atmosphere, the destruction of BaZrO 3 would continue and Ba would be released as BaO g . Most ZrO 2 produced during the temperature ramp and this stage would dissolve back into the fuel matrix. Mo would be volatilized as Mo g and be released, along with the Ru oxides. The reactions taking place in this stage would be: Destruction of BaZrO 3 , producing BaO )g (or Ba g , depending on the reducing character of the atmosphere) which is released and ZrO 2 which is dissolved in the matrix (along as the ZrO 2 from the oxidized cladding), according to Reactions 4.17 and 4.18: BaZrO 3s  BaO g + ZrO 2)s Reaction 4.17 

Conclusion and Perspectives

Conclusion

In order to study the behaviour of four different FP in irradiated nuclear fuel submitted to nuclear severe accident conditions, two complementary work axes have been implemented. These axes share a similar approach, which is performing annealing tests in conditions representative of nuclear severe accidents in terms of temperature and atmosphere, but differ in the type of samples. The first axis studied the behaviour of FP in irradiated nuclear fuel samples while the second focuses on their behaviour in model materials, representative of irradiated fuels. Though these model materials, known as SIMFUEL, do have some limitations such as the impossibility of reproducing phenomena linked to irradiation (e.g. the high burn-up structure), they allow to perform powerful characterization analyses, yet unavailable for large samples of irradiated fuels. One of such techniques is the X-ray Absorption Spectroscopy, which is element specific and allows identifying the oxidation state and coordination chemistry of an atom. The experimental results obtained in these two axes were compared to a release mechanism proposed in literature, aiming to validate or refute the considered initial chemical states and their evolution.

The original mechanism was modified taking into consideration the results obtained in both work axes, both under reducing and oxidizing conditions. The new mechanism considers the same stages proposed in the original one, which are an initial state (before the severe accident begins) an intermediate state at 1300 K, a temperature ramp followed by an oxidation plateau (from 1400 to 1800 K), a second temperature ramp towards a high temperature plateau (from 1800 to 2600 K) and a final stage which is a high temperature plateau (at 2600 K or more). Two different atmospheres have been considered for these last two stages: reducing (but not as strong as to reduce the oxidized cladding) and oxidizing (but not as strong as to oxidize the UO 2 ). The proposed evolutions are a combination of experimental observations performed on irradiated fuels and SIMFUELS samples, demonstrating that, despite a limited representativeness (particularly to the initial state), model materials are a very good complement to irradiated fuels in the study of FP behaviour in severe accident conditions. Some question remains unanswered yet, regarding mainly to these four FP initial state in irradiated fuel samples. Since the characterization techniques currently available for irradiated nuclear fuels allow determining their distribution and associations, their chemical state cannot be accurately determined. Nevertheless, characterization techniques available for model materials would provide the missing information, though new model materials, with increased representativeness to irradiated fuels, must be developed.

Perspectives

As stated above, some questions remain unanswered regarding FP initial state in irradiated fuel samples and their evolution during a severe accident. The required experimental approach and characterization analyses which would allow answering these questions are presented in this section.

Particularly, the use of model materials samples fabricated through Spark Plasma Sintering (SPS) is discussed, which would allow to reproduce a microstructure similar to the high burn-up structure (HBS) of irradiated nuclear fuels and analyse volatile FP behaviour such as Cs, without performing an ion implantation on samples.

Annealing tests

The experimental approach adopted in this work proved to be adequate to study most FP initial state and evolution, with the exception of Ru behaviour. Indeed, the mechanism states that Ru is released under very oxidizing conditions which could not be studied in the DURANCE experimental loop. Indeed, according the Ellingham diagram presented in [START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF], Ru oxidation would take place at the following oxygen potentials, considering the studied temperatures in the SIMFUEL work axis: -200 kJ.mol O2 -1 at 573 K and -50 kJ.mol O2 -1 at 1473 K. These very oxidizing conditions would require the use of different, more refractory components of the experimental loop, starting with the crucible which is made of metallic Mo and would be completely oxidized in these conditions. Besides, during nuclear severe accidents the atmosphere is usually more oxidizing that the atmosphere studied in this work. Performing annealing tests under such conditions would also allow verifying the behaviour of FP such as Ba and Mo.

Characterization

A better identification of FP chemical phases could be achieved by performing specific XAS analyses. Indeed, the accurate identification of Mo chemical species observed in samples submitted to oxidizing conditions would require micro XAS analyses. Regarding Cs, in order to determine its initial state in SIMFUEL sample EXAFS spectra should be collected. Such experiments would allow determining if Cs is found as Cs 2 UO 4 or Cs 2 MoO 4 after implantation and in annealing tests performed at 573 K. Moreover, a better study of FP behaviour could be carried over by performing in-situ XAS analyses, with samples submitted to high temperatures and atmospheres representative of severe accident conditions. A device which would allow such experiments to be performed has been developed at the CEA Cadarache and is currently on a validation stage. In-situ acquisitions would allow following FP evolution in real time.

Another very interesting option would be to combine XPS (X-ray Photoelectron Spectroscopy) and XAS analyses. These techniques are based on the same principle (excitation of core electrons) and are thus atoms specific and provide information about the local structure and electronic structure around individual atomic sites in a system. Performing such techniques on SIMFUEL samples would allow a very accurate characterisation of FP chemical state. A first XPS test has been performed during this work in order to verify its aptitude to determine FP chemical state in SIMFUEL samples (low concentration, in a UO 2 matrix), at the Plateforme Aquitaine de Caractérisation des Matériaux (PLACAMAT), Bordeaux, France. The results of this analysis were quite satisfactory, since they demonstrated that most FP could be studied through XPS despite the interference of U atoms. Nevertheless, it was also observed that SIMFUEL samples require a special preparation and handling for these analyses, in order to prevent superficial contamination and/or oxidation, which would lead to abnormal results.

Improved samples

As described in Chapter 3, SIMFUEL samples present some limitations regarding their representativeness to irradiated nuclear fuels. This limitation is directly linked to the fabrication process, which includes a sintering stage at 1923 K under pure H 2 . This sintering stage, which constitutes a first annealing test, has two main back draws. Firstly, it prevents the addition of volatile FP oxides during the fabrication process since they would be released at the sintering temperature and, secondly, the resulting chemical phases are not representative of the initial state of FP in irradiated nuclear fuels, as it was observed for barium. Adding volatile species to this kind of samples requires performing ion implantations which, as it has been observed in this work, does not reproduce the exact chemical states observed in irradiated fuels but is useful for studying their behaviour at high temperatures.

The use of a different fabrication process would overcome these limitations. Particularly, the SPS process stands out as a promising alternative. This process consist in submitting UO 2 powder doped in many FP to very intense electric currents, fusing the UO 2 fast enough as to prevent volatile FP from releasing. A first characterization of three different samples, prepared using this process at the Institute of Transuranium Elements (ITU, Karlsruhe, Germany) has been carried out during this work. These three samples consisted in UO 2 doped with Cs 2 UO 4 , Cs 2 MoO 4 and CsI at 1 wt. %, respectively. Through SEM-EDS and XAS analyses it was observed that the volatile species Cs and I remained in the samples and that the obtained UO 2 micro-structure was representative of that of high burn-up fuels. -Impact over population and environment, where the radiation doses on the population surrounding the place where event takes place and the unexpected release of materials on a big scale are considered.

-Impact on barriers and radiological controls, which concerns events happening inside facilities and which do not have a direct impact over the population or the environment. The unexpected presence of intense radiation sources and the release of important quantities of radioactive substances inside facilities are taken into account.

-Impact on the in-depth defence for events without a direct impact on the population or the environment, but for which the different measures aiming to prevent the accident did not work as expected.

A description of the consequences of each level on these three factors is presented in The main Analytical research programs that have been carried out using irradiated nuclear fuels are the HI/VI program in the USA, the CRL program in Canada, the HEVA and VERCORS programs in France and the VEGA program in Japan. All the tests were performed in hot-cells laboratories and are of reduced complexity than integral programs. As mentioned above, only fuel segments were employed which allowed a parametrical approach. Some tests were performed using fuel segments with and without the original cladding and in some cases samples were re-irradiated before tests, in order to recreate the short lived FP.

HI/VI

The HI/VI program [START_REF] Lorenz | A summary of ORNL fission products release tests with recommended release rates and diffusion coefficients[END_REF] In the furnace, FP were collected by means of three sequential devices, each one including: • A temperature gradient tube (TGT) for condensable vapours • A set of glass fibre filters for aerosols.

• Activated carbon cartridges for trapping volatile forms of iodine and fission gases. For tests conducted under a steam atmosphere a condenser and a dryer were placed in order to remove the water before condensing the gases in a dry-ice trap. The temperatures of the fuel rod were measured by bi-chromatic and disappearing filament pyrometers and thermocouples. Hydrogen generated by the oxidation of the Zircaloy cladding was continuously measured during tests, since the VI-1 test. NaI detectors provided online measurement of noble gases condensed in the cold traps ( 85 Kr), 134 Cs and 137 Cs deposited in the TGT and filters. From VI-4 onwards online gamma spectrometry measurement was installed at the bottom and at the top of the fuel, to monitor the possible collapse of the fuel rod. Since re-irradiation of the fuel samples was not performed, the number of measurable PF was limited only to those of long half-life generated in the PWR. Gamma scans before and after the tests were performed on samples in order to characterize the distribution of detectable FP: 125 Sb, 134 Cs, 137 Cs and 154 Eu, as well as 106 Ru, 144 Ce and 110m Ag for tests that employed fuel in a short time after extraction from the reactor. The quantities of iodine deposited on the loop were evaluated by Neutron activation; Sr, Mo, Te, Ba, U and Pu were chemically analysed after rinsing the loop components with acid solutions. From VI-3 onwards, most of these elements were analysed by ICP. Attempts of U and Pu release evaluation were performed by alpha counting. Though these analyses are not as precise as the gamma spectrometry (since they were performed on components and not on the whole loop), they present a good consistency regarding the measurements from the VERCORS tests.

CRL

This program was conducted at the Chalk River Laboratories, Canada, from 1983 to 1992. More than 300 tests were performed, being the main objective to study of FP release under an air atmosphere, since this kind of scenario has a rather high probability of occurrence in the Canadian CANDU reactors [START_REF] Cox | American Nuclear Society International Topical Meeting on the Safety of Thermal Reactors[END_REF]D.S. Cox et al., 1992;[START_REF] Hunt | Proceedings of the International Conference on CANDU Fuel[END_REF][START_REF] Iglesias | Ruthenium release kinetics from uranium oxides[END_REF][START_REF] Liu | Proceedings of the 15th Annual Canadian Nuclear Society Conference[END_REF]. In addition, such scenarios in PWR in severe accidents following the rupture of the lower head, in accidents occurring during fuel assembles recharges, or accidents involving drying of spent fuel pools. Sample Characteristics: Samples were fuel fragments and segments from CANDU or PWR reactors, some of them with a Zircaloy cladding (73% of samples), masses ranging from hundreds of mg to a few grams. Some of the samples had been re-irradiated for several days before the tests. Experimental Loop Characteristics: Experimental device used (called MCE) is shown in Figure 110. Roughly speaking, the test loop is quite similar in principle to that of the VI and VERCORS series: The central element is a resistance furnace placed in a high activity cell, provided with an on-line gamma detector devoted to measure the FP release kinetics. A second detector was employed to monitor the release of fission gases out of the furnace. The main differences with the fore mentioned programs were the type of samples studied and the continuously controlled Oxygen potential (both at the inlet and outlet of the furnace), using specially developed probes at the CRL. 

VEGA

The VEGA program was conducted at the JAEA (Japan Atomic Energy Agency). 10 tests in total were performed from 1999 to 2004 under inert and steam atmospheres. The main feature of this program is the study of FP release and fuel behaviour at high pressure (up to 1 MPa) and temperature (up to 3123 K), being the only program in the world to study such conditions. A model for FP release under pressure effect was developed from these results [START_REF] Hidaka | Outcome of VEGA Program on Radionuclide Release from Irradiated Fuel under Severe Accident Conditions[END_REF]. Sample Characteristics:

The samples were sections of PWR, BWR (both UO 2 ) and ATR (MOX) fuel about 60 mm long with a mass between 40 g and 100 g, most of them without cladding. Some samples were re-irradiated for 8 h at the Nuclear Safety Research Reactor (NSRR) to generate short-life radionuclides. Since the generated short-life radionuclides were insufficient and the duration of re-irradiation at NSRR could not be prolonged, samples were re-irradiated for 26 days at the Japan Research Reactor No. 3 (JRR-3) in the VEGA-6 and VEGA-7 tests.

Experimental Loop Characteristics:

The VEGA experimental loop is presented in Figure 111. It is a highly instrumented loop similar to that of VERCORS HT. It consists mainly of a gas supply system, a high-frequency induction furnace, three sets of thermal gradient tubes (TGTs), aerosol filters, a condenser, a noble gas trap, and a γ-ray measurement system. The fuel specimen set in the tungsten or ThO 2 crucible is inductively heated to 3150 K (max) in inert or oxidizing atmosphere. The ThO 2 crucible was fabricated by rubber pressing and/or centrifugal slip casting technique through a lot of trial and error due to limited experiences. The bottom of the crucible is measured using pyrometers located below the furnace, which are adjusted so that the measured temperature is equal to the fuel temperature within an error of ± 50 K. The facility can be pressurized up to 1.0 MPa between the gas supply system and the valves just after the aerosol filters.  Additional supply of helium designed to protect the furnace susceptor against oxidation by the steam.

 Super-heater designed to preheat the gases to 1073 K before they arrive to the furnace.  Induction furnace which includes (from the outside inwards):

-Two concentric channels whose dynamic leak tightness was guaranteed by a stack of dense zirconia sleeves. Steam and hydrogen flowed through the inner channel containing the sample. The outer channel containing the susceptor was swept by helium at a slight overpressure in relation to the inner channel. The susceptor received the high frequency coupling and dissipated it as thermal energy. -Thermal insulator enveloping the two channels composed of a double envelope of zirconia and porous alumina. -The Quartz tube which set the limits of the furnace area.

-Induction coils around the quartz tube.  Junction area connecting the furnace to the impactor. The inner channel of this junction was made of zirconia.

 Cascade impactor (Andersen Mark II) placed in a resistance furnace at a temperature of 873 K. This impactor was composed of (upstream to downstream):

-A succession of six impaction stages designed to collect the aerosols on the basis of decreasing diameters ranging from about 10 µm to 1 µm. -Two successive batteries of bead beds designed to collect sub-micrometric aerosols.

-A porous filter (grade-3): filtering 99.9% of 0.5 µm residual particles and 98% of 0.2 µm particles.

 Line heated at 573 K.  Additional aerosol filter set at 400 K, used from the VERCORS 4 test onwards (porous filter identical to that of the impactor).

 Water trapping devices composed of a condenser and two driers placed in series. From VERCORS 2 onwards, a derivation from the main line, located between the two driers, made it possible to send a gas sample to a gas phase chromatograph to measure the hydrogen produced during cladding oxidation. At this point, there was also a capacity of 100 cm 3 for the on-line measurement of fission gases by gamma spectrometry.

 Two active charcoal traps assembled in parallel and cooled with liquid nitrogen to guarantee the complete collection of the fission gases. VERCORS RT series:

The main objective for these tests was to improve the measurement precision of the FP released fractions and to extend the "release" database to include both FP that do not emit gamma rays but are important for safety (e.g., 90 Sr), and heavy nuclei (U, Np, Pu, Am and Cm) by means of post-test chemical analysis. In order to reach higher temperature, some components of the loop were modified:

 The furnace was modified:

-The crucible, its supports and the column delimiting the inner channel and the outer channel were made of dense ThO 2 .

-The new column was composed of two series of tubular sleeves in a staggered arrangement to guarantee the dynamic leak tightness between the two channels. -The susceptor was made of tungsten and formed an extractable sheath that supported both the column and the crucible. It made possible to run series of several tests by remote handling with no need for direct human intervention in the cell. -The thermal insulators between the susceptor and the quartz tube were made of porous ThO 2 (inner insulator) and porous ZrO 2 (outer insulator).

 A newly designed aerosol filter was placed in the position of the impactor.

-The connecting tube (junction area linking the furnace to the impactor) was removed to reduce any upstream deposits. -The filter was annular to make it possible to obtain a direct pyrometric view of the fuel from the top. -From test RT5, a video camera was added to this pyrometric view. The camera was an essential tool that was complementary to the on-line gamma spectrometry in sight of the fuel, and it was used to identify the time at which the fuel sample relocated. -The filter was composed of five successive stages of bead beds and a grade-3 Porous disc.

The device was heated to 400 K for the duration of the test. Beyond the filter (and similarly to the previous VERCORS series) the line heated to 400 K led the gases to the steam condenser. Then an unheated line transported them to the online gas measurement (by gamma spectrometry, located between the two driers) and finally to the active charcoal traps for fission gases collection.

VERCORS HT series

In addition to the FP release objective, this loop was used to study FP transport as well as their potential interactions with Ag, In, Cd and B. These elements may be present during a severe accident due to degradation of neutron absorbers. The loop was provided with a thermal gradient tube (TGT) and a may-pack (selective trap for the various chemical forms of iodine). The furnace design was very similar to that of the VERCORS RT loop. The only differences were in terms of the crucible geometry and the presence (for HT2 and HT3) of a series of cups underneath the crucible which were used as supports for the wires of Ag, In and Cd. Another cup containing B oxide was placed at pre-calculated positions so that emissions of its vapours would coincide with those of the FP and, in particular, iodine. A view port was installed in the upper end of the TGT for tests HT2 and HT3, for direct pyrometric viewing and video recording of the fuel. The may-pack was of the same type for all the tests and was identical to that of the PHEBUS program. Beyond the may-pack there was a steam condenser followed by an unheated line transporting the gases to the gaseous phase micro-chromatograph (located between the two driers) and finally to the cooled active-charcoal traps for fission gas collection.

Integral Test

The objective of Integral Test programs were to study not only the release of FP from the reactor core but as well as the transport in the cooling circuits up to the containment and the possible interaction that may take place between the released FP and others materials, such as paintings. These tests were carried out in dedicated facilities that reproduced whole nuclear reactors at reduced scale. The most representative program of this category was the PHEBUS FP program, described below.

PHEBUS FP

The PHEBUS FP program was initiated in 1988 through an agreement between IRSN (at that time IPSN) and the European Commission, represented by its Joint Research Centre. The objective was to study the degradation of real core material, from the early phase of cladding oxidation and hydrogen production up to the late phase of melt progression and molten pool formation. The partnership was rapidly extended to the French utility EDF, the Atomic Energy of Canada Limited (AECL) and the CANDU owners Group (Canada), the US Nuclear Regulatory Commission (NRC), the Nuclear Power Engineering Company (NUPEC, then JNES, now NRA, Japan) the Japanese Atomic Energy Research Institute (now JAEA), the Korea Atomic Energy Research Institute (KAERI), the Swiss Federal Nuclear Safety Inspectorate (HSK now ENSI) and the Paul Scherrer Institute (PSI, Switzerland). After 5 years of design and construction, 5 tests were performed from 1993 to 2004. The PHEBUS facility provided prototypic reactor conditions which allowed the study of basic phenomena governing from core degradation to the late phase (melt pool formation), hydrogen production, FP release and transport, circuit and containment phenomena and iodine chemistry (Schwarz et al., 1999b) [START_REF] Clément | The objectives of the Phébus FP experimental programme and main findings[END_REF].

Experimental Facility

The PHEBUS FP experimental facility is composed of a driver core and its cooling circuit, a pressurized water loop, an injection loop, a test section simulating the core of a Light Water Reactor (LWR), an experimental circuit simulating the primary circuit of a LWR with a cold leg break and containment vessel simulating the containment building of a LWR [START_REF] March | Overview of the facility and experiments performed in Phébus FP[END_REF].

The PHEBUS reactor is of a pool type reactor with a central cavity where the in-pile test section is located. The core is cooled by a forced water flow at atmospheric pressure and at room temperature.

A horizontal section of the experimental bundle as it was designed for the first test (FPT-0) is shown on Previous to the test, the bundle was re-irradiated in the PHEBUS facility during a few days, in order to recreate the short-life FP inventory and to induce irradiation doses large enough to observe radiochemistry effects on the containment.

Radioactive materials exiting the bundle were conveyed through a hot line heated at 970 K to a steam generator simulated by a single inverted U-tube (scaling ratio 1/5000 for the number of tubes) and then to model containment through a cold leg heated at 420 K. The model containment was a 10 m 3 vessel simulating a reactor containment atmosphere, painted wall surfaces and a sump. The given scaling ratio is also valid for the volume of the containment atmosphere, the surface area of the painted condensing surfaces and the interfacial area between the sump and the atmosphere. A diagram of the facility is shown in Figure 117. A considerable amount of on-line and analytical off-line instrumentation was used on each test. The instrumentation is described in detail in [START_REF] March | Overview of the facility and experiments performed in Phébus FP[END_REF]. This facility therefore offers several advantages, compared to the other in-pile facilities, which include: a complete integral design (including a simulated primary circuit and containment vessel); complete instrumentation to assess the temporal and spatial progression of the core melt sequence, including on-line and sequential sampling of solid, liquid and gaseous effluents at various points in the experimental train (e.g., FP, aerosol and iodine speciation sampling); the possibility of conducting the experiment over extended periods of time (at high temperature); and complete pre and post-test examination (including gamma scanning, transmission and emission tomography). According to (Lucuta, 1991b), samples preparation was as follows: high-purity oxides (BaCO 3 , CeO 2 , La 2 O 3 , MoO 3 , SrO, Y 2 O 3 , ZrO 2 , RhO 3 , PdO, RuO 2 , Nd 2 O 3 , 99.999% purity) were dry-mixed with UO 2 powder, and then submitted to high-energy, wet, stirred-ball milling, in order to achieve an uniform dispersion. After spray drying, the oxides mix was submitted to conventional pre-compaction, granulation, pressing and a final sintering stage at 1923 K for 2 hours under flowing hydrogen. Under these conditions, an oxygen potential equal to -500 KJ.mol -1 was attained.

The resulting samples have a density equal to about 97% of theoretical density of UO 2 and fuel grains with a mean size of 12 µm.

In order to study volatile FP behaviour such as Cs, the ion implantation method was adopted. SIMFUELS samples as described above were implanted at the Institute de Physique Nucléaire de Lyon (IPNL, Villeurbanne, France), under the following conditions: 133 Cs implantation at 800 keV, with a dose of 4.5E10 15 atoms.cm -2 . Many Cs implantation profiles have been acquired through SIMS analyses, and are presented in Figure 118. The depths at which the maximal 133 Cs concentration values were observed for each implantation profile are presented in Table 52. 

Cs implantation values

The implantation profile has been estimated considering the implantation conditions presented above, along with the Displacement Per Atoms (DPA) profile (presented in Figure 119). According to these results, Cs concentration is maximal at 155 nm from the surface, with an average 

Cs/UO2

Depth (nm) Implantation profile Average profile DPA

Appendix IV: Thermodynamic estimations

Thermodynamic estimations were performed using the FactSage 6.3 software. FactSage is the product of the fusion of two software packages for computational thermochemistry: F*A*C*T/FACT-Win and ChemSage [START_REF] Bale | FactSage thermochemical software and databases -recent developments[END_REF]. The original F*A*C*T package was designed to simulate the thermochemistry of pyrometallurgical processing. With the migration to the Windows-based FACT-Win and then to FactSage the applications have been expanded to include hydrometallurgy, electrometallurgy, corrosion, glass technology, combustion, ceramics, geology, environmental studies, etc. The database adopted for calculations was the SGPS pure substance database, provided with the software. This database does not consider solid solutions (metallic inclusions for example, which are composed of Mo, Pd, Rh, Ru and Tc) but it is useful for the prediction of the most stable chemical compounds in the studied conditions. The Mo-Cs-U-Ba-Zr-O 2 predominance diagram presented in Chapter 3 was performed using the Phase Diagram mode, considering a FP molar ratio identical to that of the SIMFUEL samples.

6.5. Appendix V: Experimental loops 6.5.1. VERDON The VERDON laboratory [START_REF] Ferroud-Plattet | CEA VERDON laboratory at Cadarache: new hot cell facilities devoted to studying irradiated fuel behaviour and fission product releases under simulated accident conditions[END_REF], located at the LECA-STAR facility, is constituted of 2 high activity cells (C4 and C5) and a glove-box. Cell 4 is dedicated to the sample reception, pre and post-tests gamma scanning and loop elements storage. Cell 5 contains the VERDON experimental loop itself, dedicated to the accidental sequence realisation and on-line γ-spectrometry measurements. The VERDON 1 loop, presented in Figure 120, consists mainly of an induction furnace where the sample is located, a fluid injection system, an aerosols filter, a May-Pack filter for iodine species, a condenser for recovering steam and a final safety filter. The induction furnace presented in Figure 121 is constituted of a coil surrounding a tungsten susceptor tube, which is the heating component of the furnace. A high frequency power supply generates a current in the coil. By electro-magnetic coupling, a current is generated into the susceptor and converted in thermal energy by the Joule effect. The fuel sample located inside the susceptor tube is then heated mostly by thermal radiation. The external part of the furnace is constituted of a quartz tube sealed between two stainless steel bases thanks to two seals. The internal part can be schematically divided into two areas delimited by a ceramic column. This latter is constituted by a double stack of concentric dense ceramics; in the central area where the furnace temperature is the highest, the ceramics are manufactured using hafnium dioxide and at the ends, where the furnace temperature is the lower, they are in zirconium dioxide. The crucible, in which the fuel sample is introduced before the sequence, is located inside this ceramic column together with several cups allowing crucible's supporting and gases flow circulation. The susceptor and a double stack of concentric porous zirconia and hafnia are located outside of the ceramic column and are devoted to furnace insulation. A "susceptor gas" flow constituted of He circulates between the quartz tube and the 

Tests atmospheres

The irradiated fuel sample IF1500, and the SIMFUEL samples AT, R300, R1200, R1500 and R1700 (from sample sets I and II) were submitted to annealing tests under reducing atmosphere. This atmosphere consisted in Ar + 4%H 2 flowing at 60 cm 3 .min -1 .

Samples from set III (O300, O1200 and O1700) were submitted to annealing tests under oxidizing atmosphere, consisting in pure Ar flowing at 60 cm 3 .min -1 . The oxidizing character of this atmosphere lies in the presence of O 2 and other impurities. Argon characteristics are listed in Table 54. 6.6.6. X-ray Absorption Spectroscopy Due to its ability to reveal information at the molecular level such as coordination geometry and oxidation states, X-ray Absorption Spectroscopy (XAS) experiments were performed on every FP of interest in this work: Mo, Cs, Ru, Ba and Zr. The measurements were carried out at the MARS beam-line, SOLEIL synchrotron radiation facility (France) [START_REF] Llorenz | X-ray absorption spectroscopy investigations on radioactive matter using MARS beamline at SOLEIL synchrotron[END_REF]. The main characteristics of a Synchrotron facility are described, followed by the particular of the MARS beam-line, where all XAS experiment of this work have been performed.

Synchrotron

XAS requires an intense and tuneable source of X-rays. Therefore, XAS analyses are performed exclusively in Synchrotron facilities. Synchrotron facilities are usually composed of accelerators aiming at producing electromagnetic radiation by accelerating particles (electrons in this case). A picture of SOLEIL synchrotron and its layout are presented in Figure 127.

Figure 127: SOLEIL Synchrotron

Beamlines

A beamline is an experimental facility in which the light produced in the synchrotron is selected and focused in order to analyze the samples by means of monochromators, mirrors and optical devices. Each beamline has its own energy domain and enables using different techniques (XAS, XRD, etc.). All the XAS analyses of this work have been performed at the MARS beam of SOLEIL Synchrotron [START_REF] Llorenz | X-ray absorption spectroscopy investigations on radioactive matter using MARS beamline at SOLEIL synchrotron[END_REF]. This particular beamline allows performing XAS and High-resolution XRD on radioactive samples.

XAS analyses have been performed under top-up 4030 mA ring mode. The photon energy was scanned from 17.6 to 22.4 keV (Mo, Zr and Ru K-edges) and from 5.0 to 5.4 keV (Ba and Cs L 3 -edges) using a Si(220) double-crystal monochromator (DCM) which allows a mean photon flux of about 2x10 11 ph.s -1 at 17.5 keV. Calibration was done using the K-edge excitation energies of Zr (17998 eV), Mo (20000 eV), Ru (22117 eV) and Ti (4966 eV) metallic foils.

The monochromatic beam was focused to 300 x 300 µm 2 for macro-beam experiments (Horizontal x Vertical Full Width at Half Maximum) and to 5 x 6 µm 2 for micro-beam ones. As FP are diluted elements in a heavy matrix, the fluorescence mode has been adopted. The XAS spectra have been collected with a Vortex-90-EX silicon drift detector.

Samples preparation

Radioactive samples may be analysed at the MARS beamline, but a double confinement is required.

Particularly for the samples analysed in this work, this double confinement consisted in two kapton sheets. An image of a SIMFUEL sample with the first confinement is presented in Figure 128, along with an image of the samples holders. Once the sample is placed in the sample holder, a second kapton sheet is then placed. 

Results analysis

The ATHENA software [START_REF] Ravel | HEPHAESTUS: Data analysis for X-ray absorption spectroscopy using IFEFFIT[END_REF] was used for normalizing XAS spectra oscillations from the raw absorption data and correcting the self-absorption phenomena. Pre-edge removal and normalization was achieved using linear functions. The post-edge line for XANES spectra was taken using the position 30 eV and 150 eV relatively to edge position E 0 . The E 0 values and the white line maximum of each spectrum were taken as the first inflection point and the first zero-crossing of its first derivative.
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The linear combinations fit for Mo were performed in the range (-20, 50) eV from the absorption edge position while those of Cs spectra were performed in the (-10, 30) eV. The self-absorption phenomena in Cs reference spectra was corrected considering an incident beam angle of 20° and exiting beam angle of 4°.

6.6.6.5.

R-Factor

The R-factor calculated by the Athena software is a measure of the quality of the Linear Combination Fit. Its mathematical expression is:

𝑅 -𝐹𝑎𝑐𝑡𝑜𝑟 = ∑(𝑑𝑎𝑡𝑎 -𝑓𝑖𝑡) 2 ∑(𝑑𝑎𝑡𝑎) 2
where the sums are over the data points in the fitting region. The lower the value of the R-factor is for a determined calculation, the better the results is.

Appendix VII: Résumé en Francais

Etude du comportement des Produits de Fission (Ba, Cs, Mo et Ru) dans des combustibles nucléaires irradiés et leurs simulants en situations d'Accidents Graves par Spectroscopie d'Absorption des rayons X, SIMS, DRX et microsonde.

6.7.1. Contexte de l'étude Malgré un niveau de sûreté élevé, des accidents peuvent se produire dans les réacteurs nucléaires à cause de dysfonctionnement des appareils, d'erreurs humaines ou de facteurs extérieurs tels que les catastrophes naturelles. Ces accidents peuvent avoir des conséquences différentes, mais quand une libération importante de produits de fission (PF) dans l'atmosphère est parmi eux, on parle d'accident grave. Des exemples de ces accidents sont l'accident de Tchernobyl en 1986, en Ukraine et l'accident de Fukushima Dai-Ichi en 2011, au Japon. La quantité totale et les caractéristiques des espèces radioactives relâchées dans l'atmosphère est appelé le terme source, qui est aujourd'hui estimé à l'aide des codes scénario. Afin d'améliorer ces estimations, le comportement des PF lors d'un accident grave doit être mieux compris. Bien que plusieurs programmes de recherche, tant analytiques qu'intégraux, aient été menés au niveau international afin d'étudier le comportement des PF dans ces conditions, de nombreuses incertitudes demeurent.

Objectif de la thèse et méthodologie

Un mécanisme de relâchement des PF hors le combustible nucléaire a été proposé par (Nicaise, 2004b) dans une tentative de décrire le comportement de Ba, Cs, Mo et Ru. Ce mécanisme propose un état initial et son évolution au cours d'un traitement thermique du type des essais VERCORS du CEA, qui reproduisent les conditions d'un accident nucléaire grave. Bien que basé principalement sur des estimations thermodynamiques et quelques résultats expérimentaux obtenus lors des différents programmes de recherche, notamment le programme VERCORS, la plupart des phases chimiques proposées dans le mécanisme restent hypothétiques. L'objectif de la thèse est, donc, de valider ou réfuter l'état initial et l'évolution proposés dans le mécanisme. Pour cela, deux axes de travail ont été mis en place dans lesquels des échantillons de combustibles irradiés á fort taux de combustion et des matériaux modèles sont soumis à des traitements thermiques sous atmosphère contrôlée et caractérisés avant et après chaque test. Les matériaux modèles, aussi appelés SIMFUELS, consistent en pastilles d'UO 2 naturel et non irradié, dopé avec 12 PF en concentrations représentatives à des combustibles nucléaires irradiés à 76 GWj.tn -1 . Le principal avantage de ces derniers est l'utilisation de méthodes de spéciation chimique comme la Spectroscopie d'Absorption des rayons X, qui permet de déterminer l'état d'oxydation d'un élément et sa chimie de coordination, mais qui n'est pas aujourd'hui encore disponible pour les combustibles irradiés.

Echantillons analysés

Trois échantillons de combustible irradiés et 11 échantillons SIMFUELS, décrits dans le Tableau 55, ont été étudiés lors des deux axes expérimentaux. Les 11 échantillons SIMFUELS ont été regroupés dans trois groupes, en fonctions des caractéristiques des échantillons et des traitements thermiques réalisés. Ainsi, le groupe I consiste en deux échantillons dopés avec 11 PF (Ba, Ce, La, Mo, Nd, Pd, Rh, Rh, Sr, Tc, Y et Zr, sans Cs), dont un a été soumis à un traitement thermique sous atmosphère réductrice (Ar + 4% H 2 ); le groupe II consiste en cinq échantillons dopés avec 12 PF (les 11 PF mentionnés plus du Cs, implanté par la méthode d'implantation ionique) dont quatre ont aussi subi des traitements thermiques sous Ar + 4% H 2 à des températures de 573, 1473, 1773 et 1973 K; et (Nicaise, 2004b). Le mécanisme considère un état initial (avant que l'accident nucléaire ne commence) puis quatre étapes principales correspondant à 1300 K, entre 1400 et 1700 K, 2100 K et finalement 2600 K. Les hypothèses validées et réfutées sont indiquées en vert et rouge, respectivement, sur ce mécanisme présenté dans la Figure 129. Malgré les traitements thermiques et caractérisation réalisés, quelques hypothèses n'ont pas pu être vérifiées, notamment celles liées à la chimie du Cs et á l'état initial du Mo et du Ru. La principale raison à cela est que l'implantation des ions du Cs a créé des états chimiques métastables et que les techniques de caractérisations actuelles disponibles pour des combustibles irradiés permettent de déterminer la distribution des PF et leurs associations, mais pas leurs états chimiques. Particulièrement pour le Ba, il n'a pas été observé de précipités de ce PF n'existent pas dans un échantillon de combustible irradié dans des conditions normales de fonctionnement, même à très haut taux de combustion (150 GWd.t-1 ). Au contraire, ce FP reste dissous dans la matrice de combustible et peut précipiter sous l'effet de la température, entre 1373 et 1773 K. Si le Ba est dissous dans la matrice, il est alors forcément sous une forme oxydée, tel que BaO. Etat initial L'état initial considéré est similaire à celui du mécanisme proposé par (Nicaise, 2004b) 
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Lors du plateau á haute température (2600K et plus) sous atmosphère réductrice, la destruction de BaZrO 3 continuerait et Ba serait relâché sous la forme BaO g . La plupart du ZrO 2 produit par la destruction du BaZrO 3 serait dissout dans la matrice d'UO 2 . Le Mo serait volatilisé sous la forme Mo )g et relâché, ainsi que les oxydes de Ru (RuO X)g ). Title: Study of Fission Products (Ba, Cs, Mo and Ru) behaviour in irradiated and simulated Nuclear Fuels during Severe Accidents using X-ray Absorption Spectroscopy, SIMS and EPMA Keywords: UO 2 , model materials, nuclear accidents, fission products release, XAS Abstract: The identification of Fission Products (FP) release mechanism from irradiated nuclear fuels during a severe accident is of main importance for the development of codes for the estimation of the source-term (nature and quantity of radionuclides released into the environment). Among the many FP Ba, Cs, Mo and Ru present a particular interest, since they may interact with each other or other elements and thus affect their release. In the framework of this thesis, two work axes have been set up in order to identify, firstly, the chemical phases initially present before the accident and, secondly, their evolution during the accident itself. The experimental approach consisted in reproducing nuclear severe accidents conditions at laboratory scale using both irradiated fuels and model materials (natural UO 2 doped with 12 FP).

Figures List

The advantage of these latter is the possibility of using characterization methods, such as X-ray Absorption Spectroscopy, which are not yet available for irradiated fuels. Three irradiated fuel samples have been studied, representative to an initial state (before the accident), to an intermediate stage (1773 K) and to an advanced stage (2873 K) of a nuclear severe accident. Regarding model materials, many accident sequences have been carried out, from 573 to 1973 K. Experimental results have allowed establishing a new release mechanism, considering both reducing and oxidizing conditions during an accident. These results have also demonstrated the importance of model materials as a complement to irradiated nuclear fuels in the study of nuclear severe accidents.

  to the lower head -Extension of the degradation to the bottom of the vessel (as in TMI-2) leading potentially to the lower head rupture
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 1 Figure 1: γ-emission tomography of the fuel rod extracted from VERCORS 5.
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 4556 Figure 4: Proposed mechanism -Stage 3: second half of temperature ramp, beginning of the oxidation plateau Stage 4: During the high temperature ramp, there is simultaneous release of Ba (as BaO (g) ), Cs and Mo (as Cs 2 MoO 4(g) , Cs (g) and MoO 2(g) ) according to Reactions 1.3 and 1.4. BaO is partially retained due to reaction with the oxidised cladding, according to Reaction 1.3. The atmosphere of the tests has a major impact on the chemical equilibrium of the phase destruction reactions. Indeed, MoO 2 would be reduced and partially retained as metallic Mo, according to Reaction 1.5. BaO (g) + ZrO 2(s)  BaZrO 3(s) Reaction 1.3 Cs 2 MoO 4(s)  2Cs (g) + MoO 2(g) + O 2(g) Reaction 1.4 MoO 2(g)  Mo (s) + O (g) Reaction 1.5
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 7 Figure 7: Simplified release mechanism for Ba, Cs, Mo and Ru

Figure

  Figure 8: VERCORS 4 Released Fractions

Figure 10 :

 10 Figure 10: Representation of work axes

Figure 11 .

 11 These hypotheses are: -The existence of BaO precipitates (perovskite phase); -The existence of Mo/Ru precipitates (white inclusions); -The existence of Cs 2 UO 4 precipitates in a high burn-up irradiated fuel under normal reactor operation conditions; -The pores interconnection and Ba-Zr interaction around 1673 K; and finally -The chemical state of the remaining FP of interest in the fuel, in an advanced stage of a severe accident.

Figure 11 :

 11 Figure 11: Hypothetical phases to be verified in this axis

Figure 13 ,

 13 and in the Pu and Nd concentration profile obtained by EPMA analysis, presented in Figure14. Since elements such as Nd and Pu do not migrate at all in the fuel matrix, their concentration depends directly on the irradiation process, allowing estimating a local burn-up. Regarding the FX0GAC-E04 fuel, a local burn-up equal to 150 GWd.t -1 was estimated in the HBS zone.

Figure 12 :

 12 Figure 12: Fractography of the E04 periphery

Figure

  Figure 15: T 0 -IF sample SEM-SE image

  , described in Appendix V. This sample allowed studying FP behaviour at an intermediate stage of an accident. The annealing sequence and Cs release kinetics are presented in Figure 16. After the annealing test, this sample was embedded in an epoxy resin and polished down to half its diameter. An image of the sample after the 0 presented in Figure 17. IF1500 sample was characterized by EPMA at the LECA-STAR facility.

Figure 16 :Figure

 16 Figure 16: Annealing sequence followed by the IF1500 sample and Cs release

Figure

  Figure 18: VERDON 1 original sample

Figure 20 :

 20 Figure 20: Samples A2 (left) and B (right), prepared from the VERDON 1 sample after test.

  images of the periphery and centre of the T 0 -IF sample are presented in Figure21, extracted from[START_REF] Pujol | FX0GAC/E04/4034, analyse de la porosité à partir d'images acquises au MEB d'un combustible REP UO2 Alix irradié 6 cycles dans Gravelines 5[END_REF]. It was observed that the porosity in the periphery was higher than in the rest of the sample, representing 15% of the total area, with pores size ranging from 0.2 to 2 µm. Porosity decreases towards the half-radius region of the sample, representing only 1.5 to 3.8% of the total area. It increases again in the centre of the sample, representing 8% of the total area, with pores sizes ranging from 1 to 2 µm.
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 2122 Figure 21: SEM-BSE images of the periphery (left) and centre (right) of T 0 -IF sample

Figure

  Figure 24: T 0 -IF sample fractography (left) along with Cs (middle) and O (right) X-Ray maps

  Figure 25: 137 Cs SIMS ion maps from the periphery, half radius and centre of T 0 -IF sample 2.3.1.4. Molybdenum and ruthenium Mo and Ru distribution was determined through SIMS analyses in three different regions (periphery, half radius and centre) of a polished and un-annealed FX0GAC-E04 sample. Results, presented in Figure 26, indicate the presence of many Mo-Ru precipitates in the periphery and centre of the fuel, though no precipitates are observed in the half radius region of the sample. No Mo association other than with Ru and Tc was observed in the sample. EPMA quantitative analyses performed from the periphery to the centre of a polished sample and presented in Figure 27. These results confirm Mo distribution, since precipitates are

  Figure 26: 99 Mo and 102 Ru ion maps from the periphery, half radius and centre of T 0 -IF sample

Figure 28 :

 28 Figure 28: SEM-BSE images from the centre (right) and periphery (left), IF1500 Sample

Figure 29 : 65 Figure 30 :

 296530 Figure 29: Ba (left) and Ba/Zr (right, superposed) X-ray maps, IF1500 Sample centre

FigureFigure 32 :

 32 Figure 31: Cs and Xe X-ray maps, centre of IF1500 sample

FigureFigure 34 :

 34 Figure 33: Mo (left) and Mo/Pd (right) superposed X-ray maps, IF1500 sample centre

Figure 35 :

 35 Figure 35: Sample B OM image. The three zones are observed: a moderate porosity zone, (A), an elevated porosity one (B) and a low porosity one (C)

Figure 36 :

 36 Figure 36: SEM-SE image and Mo, U and Zr X-ray maps, fissure close to the periphery, Sample A2

  Figure 38: SEM-SE image (left) and Zr X-ray map (right), periphery of sample B

Figure 40 :Figure

 40 Figure 40: Zones analysed by XRD, Sample B

Figure 45 .

 45 Nevertheless, Ba was not associated to Zr (precipitates highlighted in orange). No precipitates of Ba or Zr were found in the moderate porosity region, as observed in the X-ray maps presented in Figure46. No Ba precipitates were found either through EPMA quantitative analyses performed in the transversal section of the sample, which presented in Figure47. Indeed, though there are some regions highly concentrated in Zr, no association with Ba was observed.

Figure 45 :Figure

 45 Figure 45: Zr and Ba X-ray maps, Elevated porosity region, Sample B

Figure 48 :Figure 49 :

 4849 Figure 48: SEM-SE image and Cs X-ray map, moderate porosity region, Sample B

Figure 50 :Figure 52 :

 5052 Figure 50: Zone 2 SEM-SE images, Sample A2

Figure 53 :

 53 Figure 53: SEM-Se and Mo-Pd superposed X-ray maps, moderate porosity region, Sample A2

Figure 54 :

 54 Figure 54: UO 2 -ZrO 2 pseudo binary phase diagram from (Piluso et al., 2005)

  , as indicated in the UO 2 -BaO phase diagram presented in Figure 56. EPMA quantitative analyses indicate that Ba concentration at the periphery of the sample (HBS) is 0.6 wt.%.

Figure 56 :

 56 Figure 56: UO 2 -BaO pseudo binary phase diagram extracted from (Paschoal et al., 1987)

Figure 57 :

 57 Figure 57: Ellingham diagram extracted from[START_REF] Kleykamp | The Chemical State of Fission Products in Oxide Fuels[END_REF] 
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Figure 58 :

 58 Figure 58: Hypothetical interactions and phases to be verified in this axis

Figure 59 :

 59 Figure 59: metallic Mo K-edge absorption spectrum

Figure 60 :

 60 Figure 60: Annealing tests performed with samples sets II and III

  Figure 61: Predominance diagram for the Mo-Cs-Ba-Zr-U system

Figure

  Figure 62: SEM images of the samples before (T 0 , left) and after (AT, right) annealing test Element Sample T 0 AT O 68.9 ± 0.5 69.0 ± 0.9 Zr 0.4 ± 0.1 0.3 ± 0.2 Ba 0.2 ± 0.1 0.1 ± 0.1 La 0.3 ± 0.1 0.2 ± 0.2 Ce 0.3 ± 0.0 0.3 ± 0.1 Nd 0.3 ± 0.2 0.4 ± 0.1 U 29.2 ± 0.2 29.4 ± 0.9

Figure

  Figure 64: Ba L 3 -edge (left) HERDF-XANES and Zr K-edge (right) XANES spectra measured on SIMFUEL samples and references

  Figure 65: Mo (left) and Ru (right) X-ray Maps, samples T 0 and AT

Figure 66 :

 66 Figure 66: Mo (left) and Ru (right) K-edge XANES spectra collected on set I samples and references.

Figure 67 :Figure 68 :

 6768 Figure 67: SEM-BSE images of samples R300, R1200, R1500 and R1700, from set IIQuantitative analyses were performed on the samples matrix, which results are presented in Table29 and Figure 68. Only results corresponding to the main FP dissolved in the samples matrix (Sr, Zr, Ce, Cs and Nd) are presented. As observed, FP concentration in the samples matrix is not significantly modified after tests, with the exception of Cs. Indeed, the concentration of this FP decreases after annealing above 1473 K.

Figure 71 ,

 71 which decreased from 1.8 in R300 sample to 1.5 in sample R1200, 1.0 in R1500 and finally 1.1 in sample R1700.

Figure

  Figure 70: Sr, Zr, Ba and U concentration evolution in oxide precipitates of set II samples

Figure 72 :

 72 Figure 72: Mo (left) and Ru (right) X-ray maps, Sample set II

Figure 73 :

 73 Figure 73: Quantitative analyses performed on samples set II metallic precipitates, represented in the Mo -Ru binary phase diagram extracted from (Kleykamp, 1989a).

Figure

  Figure 74: XANES spectra collected on sample T 0 -R matrix and precipitates Mo K-edge Target E 0 (eV) White line (eV) Mo 20000.0 20015.0 T 0 -R 19999.8 20019.5 T 0 -R P1 20000.2 20017.9 T 0 -R P2 20000.0 20019.8 T 0 -R P3 20001.2 20019.0

Figure 75 :

 75 Figure 75: Mo -O phase diagram. According to this diagram, MoO 3 cannot exist in equilibrium with metallic Mo (Zhang et al., 2014)

FigureFigure 77 :

 77 Figure 76: Mo XANES spectra, Sample Set II

Figure 79 :

 79 Figure 79: SEM-BSE images and corresponding Cs X-ray maps, Samples Set IICaesium XANES were acquired at the L 3 absorption edge (5012 eV) for samples R300, R1200 and R1500 and two reference compounds, Cs 2 MoO 4 and Cs 2 UO 4 . No Cs signal was detected in sample R1700, meaning that this FP was no longer present after the annealing test at 1973 K. Indeed, the linear fit combination results performed on the Mo XANES spectrum of sample R1700 indicate that there is virtually no difference between this sample and the unimplanted AT sample from set I. The collected spectra are presented in Figure80and the corresponding E 0 and white lines energy positions are presented in Table39. Spectra have been shifted vertically for a better illustration.

Figure

  Figure 80: Cs XANES spectra, Sample Set II

Figure 82 :

 82 Figure 82: SEM-BSE image of sample O300, sample set III A SEM-BSE and a SEM-SE image of sample O1200 are presented in Figure 83. Two different precipitates, which present a very different morphology (highlighted by the red and green squares on the image), are observed on the surface of this sample. This different morphology is better appreciated in the SEM-BSE and SE images presented in Figure 84. As it will be demonstrated latter, these are oxide precipitates which contain also Ba and Sr. Metallic inclusions were also observed, which present many micrometric pores. SEM-BSE and SE images of these precipitates are presented in Figure 85.

Figure 83 :

 83 Figure 83: SEM-BSE (left) and SEM-SE (right) image of sample O1200, sample set III

Figure 86 :Figure 88 :

 8688 Figure 86: SEM-BSE (left) and SEM-SE (right) images of sample O1700, Samples Set III Quantitative analyses were performed in the matrix of samples T 0 -O, O300, O1200 and O1700. The main FP found present in these samples matrices are Mo, Ce, Sr, Cs, Nd and Zr, and the evolution of their concentration is presented in Table 41 and Figure 87. After the annealing tests it was observed an increased concentration of Zr and Mo in the samples matrix, particularly in sample R1700. On the contrary, Ce, Cs and Sr concentration decreased.

Figure 89 :

 89 Figure 89: Cs XANES spectra collected on samples from set III

Figure 90 :

 90 Figure 90: Ba (left) and Zr (right) X-ray Maps, Sample Set III

Figure 91 :

 91 Figure 91: Mo (left) and Ru (right) X-ray maps collected on samples from set III

Figure 92 :

 92 Figure 92: Quantitative analyses performed on samples set III metallic precipitates, represented in the Mo -Ru binary phase diagram extracted from (Kleykamp, 1989a)

Figure

  Figure 93: Mo XANES spectra, Samples Set III

  and presented in Figure94, above 940 K MoO 3 would be in equilibrium with a solid solution of MoO 3 (SrMoO 4 ). An eutectic point exists at 940 K, below which the solid solution separates into MoO 3 and SrMoO 4 . Considering that Sr and Ba have a similar behaviour, the molar ratio observed in the different precipitates (Ba+Sr)/Mo equal to 1 and (Ba+Sr)/Mo equal to 0.2 would correspond to the phases in equilibrium presented in this phase diagram. Nevertheless, pure oxidized Mo precipitates have not been observed in this sample.

Figure 94 :

 94 Figure 94: MoO 3 -SrO pseudo binary phase diagram extracted from[START_REF] Zhukovskii | Phase diagram of the molybdenum trioxide-strontium oxide system[END_REF] 

Figure 95 :

 95 Figure 95: Hypothetical phases initially present in an irradiated fuel and their evolution during a nuclear severe accident 4.2. Summary of samples and characterizations performed

Figure 96 :

 96 Figure 96: Release mechanism indicating the validated (green), refuted (red) and unanswered hypotheses (orange)

Figure 98 :

 98 Figure 97: Representation of the Initial state, new release mechanism

4 . 2 MoO 2 )

 422 Figure 99: Representation of the oxidation plateau, from 1400 to 1800 K, new release mechanism 4.6.4. Ramp to high temperature plateau

Figure 101 :

 101 Figure 101: Representation of the ramp to high temperature plateau under oxidizing atmosphere, new release mechanism 4.6.5. High temperature plateau 4.6.5.1.Reducing atmosphere

Figure 102 :Figure 103 :

 102103 Figure 102: Representation of the high temperature plateau under reducing atmosphere, new release mechanism 4.6.5.2. Oxidizing atmosphere During the high temperature plateau, under oxidizing atmosphere, Mo and Ru would keep being oxidized from the metallic precipitates and their released would continue. As observed during the VERCORS 5 test presented in Chapter 1, which was performed under oxidizing atmosphere, Ba release started during the high temperature plateau. This could be explained by the volatilization of BaMoO 4 from the oxide precipitates. Then, the reactions taking place during this stage would be: Oxidation of Mo and Ru located in the metallic precipitates, according to Reactions 4.10 and 4.11: Mo )s + 2H 2 O 2MoO 2)g + 2H 2)g Reaction 4.10 Ru s + XH 2 O RuO x)g +H 2)g Reaction 4.11 Volatilization of BaMoO 4 present in the oxide precipitates, according to Reaction 4.19: BaMoO 4)s  BaMoO 4)g Reaction 4.19 This evolution is represented in Figure 103.

Figure 105 :

 105 Figure 105: New release mechanism proposed, last two stages under oxidizing atmosphere

  Nuclear events are classified according to the INES scale (International Nuclear and radiological Event Scale)[START_REF] Aiea | INES: Echelle Inernationale des événements Nucléaires (Manuel de l'Utilisateur)[END_REF]. As indicated in Figure106(adapted from[IRSN]), this scale categorizes nuclear events in 8 levels, from 0 to 7, in relation to their consequences. Events of Level 0 are simple deviations from operation conditions, which do not have any importance from a security point of view. Levels 1 to 3 correspond to nuclear incidents, with limited consequences such as contamination or operators exposure to radiation. Levels 4 to 7 correspond to nuclear accidents which involve the release of radioactive materials. The TMI-2 accident has been classified as level 5, while the Chernobyl and Fukushima Dai-Ichi accidents have been classified as level 7.

Figure 106 :

 106 Figure 106: INES scale Three factors are considered in order to classify the different nuclear events:-Impact over population and environment, where the radiation doses on the population surrounding the place where event takes place and the unexpected release of materials on a big scale are considered.-Impact on barriers and radiological controls, which concerns events happening inside facilities and which do not have a direct impact over the population or the environment. The unexpected presence of intense radiation sources and the release of important quantities of radioactive substances inside facilities are taken into account.-Impact on the in-depth defence for events without a direct impact on the population or the environment, but for which the different measures aiming to prevent the accident did not work as expected. A description of the consequences of each level on these three factors is presented in Table 50, adapted from [IRSN].

  was conducted at Oak Ridge National Laboratory (ORNL) on behalf of the NRC. Initiated in 1981, it continued until 1993. Pioneer in the field, it has long acted as reference The generic name of this program is related to the different furnaces geometries in which the experiments were conducted. Indeed, the first series of tests (6 tests) were performed in an induction furnace in horizontal configuration (Horizontal Induction Series). Then, in order to eliminate problems related to the flow of the fuel sample and deposition of PF on the walls of the furnace, it was placed in a vertical configuration (Vertical Induction Series). A total of 7 tests have been performed in this configuration. Sample Characteristics:A diagram of the fuel samples employed in this program is represented in Figure107. Samples consisted on UO 2 sections of approximately 15 cm long, containing about one hundred grams of oxide. Two Zircaloy plugs were pressed tight on both sides of the samples. Finally, a 1.6 mm diameter hole was drilled into the cladding at mid-height of the sample. This hole constituted a known sealing failure of controlled size, allowing exchange between fluids circulating during the test. Although it did not provide an exchange surface comparable to that of the HEVA/VERCORS samples which had both sides open, it is interesting to note that similar results were obtained on both programs.

Figure 107 :

 107 Figure 107: Sample employed on the VI series.

Figure 109 :

 109 Figure 109: VI Configuration experimental loop.

Figure 110 :

 110 Figure 110: Experimental loop of the CRL series.

FigureFigure 113 :

 113 Figure 111: VEGA experimental loop Experimental Sequence:

Figure 114 :

 114 Figure 114: VERDON 2 sample radiographyExperimental Loop Characteristics: HEVA-VERCORS: Though the initial experimental loop used in the HEVA programme underwent several adaptations and updates to meet the experimental requirements, the loops used for these test are relatively similar. Figure115shows the experimental loop for the VERCORS tests, which components are described below.

Figure 115 :

 115 Figure 115: VERCORS 1-6 experimental loop By following the path of the gases, the following elements may be distinguished:  Supply of steam, hydrogen and helium, composing the injection fluid for the central part of the furnace flowing over the fuel sample.

Figure 116 .

 116 It is a 1/5000 scale of a 900 MW PWR prototype reactor composed of a 20 fuel rods (800 mm fissile length) bundle, surrounded by a ceramic shroud fitted inside the pressure tube. The central position is occupied by an Ag-In-Cd control rod with a stainless steel cladding, inside a Zircaloy guide tube. Two Zircaloy grids with Inconel spacers are located at 220 and 740 mm, respectively from the bottom of the fuel column. The thermal shroud consisted of two concentric, high-density ZrO 2 tubes(Schwarz et al., 1999b).

Figure 116 :

 116 Figure 116: Horizontal section of the PHEBUS PF experimental device.

Figure 117 :

 117 Figure 117: PHEBUS PF experimental facilityThe FPT-4 experiment was different, since it was performed to study the release of low volatile FP and actinides from a pre-fabricated debris bed without trying to simulate a reactor cooling system or a containment vessel. The debris bed was made of irradiated fuel fragments and oxidised Zircaloy cladding shards typical of what was observed in the upper part of the TMI2 reactor pressure vessel. A considerable amount of on-line and analytical off-line instrumentation was used on each test. The instrumentation is described in detail in[START_REF] March | Overview of the facility and experiments performed in Phébus FP[END_REF]. This facility therefore offers several advantages, compared to the other in-pile facilities, which include: a complete integral design (including a simulated primary circuit and containment vessel); complete instrumentation to assess the temporal and spatial progression of the core melt sequence, including on-line and sequential sampling of solid, liquid and gaseous effluents at various points in the experimental train (e.g., FP, aerosol and iodine speciation sampling); the possibility of conducting the experiment over extended periods of time (at high temperature); and complete pre and post-test examination (including gamma scanning, transmission and emission tomography).

  Figure 118: 133 Cs implantation profiles Profile 1 Profile 2 Profile 3 Profile 4 Depth (nm) 124 119 133 120

Figure 120 :

 120 Figure 120: VERDON 1 experimental loop

  Figure 123: MERARG induction furnace 6.5.3. DURANCE The DURANCE experimental loop is very similar to that the MERARG one, based on the same operating principle. The main component of the loop is an induction furnace which can be set into two different configurations. The first one is similar to that of MERARG (crucible placed at the centre of the induction spires) which allows an homogeneous heating of samples, and the second one in which a cooling circuit is added, allowing to generate a temperature gradient from the centre of the sample to the periphery. Tests have been performed using the "MERARG" configuration. A diagram describing the DURANCE experimental loop is presented in Figure 124.

Figure 124 :

 124 Figure 124: DURANCE experimental loop

Figure 126 :

 126 Figure 126: Hot cell where the XRD equipment is placed (left) and the equipment itself (right)

Figure

  Figure 128: SIMFUEL sample in the first confinement barrier 6.6.6.4.Results analysis

Figure 129 :

 129 Figure 129: Hypothèses validées (vert), réfutées (rouge) et restantes (orange) du mécanisme proposé par Nicaise. 6.7.5. Nouveaux mécanismes Le mécanisme original proposé par (Nicaise, 2004b)été modifié à l'aide des résultats obtenus lors des deux axes expérimentaux mis en place dans cette thèse. Deux mécanismes ont été proposés dans ce travail, basés aussi sur un traitement thermique du type VERCORS (une étape initiale et quatre étapes intermédiaires). Le premier mécanisme, présenté dans la Figure 130, est principalement une modification du mécanisme original, qui prend en compte des résultats obtenus lors de l'axe des combustibles irradiés et des résultats obtenus à l'aide d'échantillons SIMFUELS, traités sous atmosphère réductrice. Les deux dernières étapes de ce premier mécanisme se déroulent sous atmosphère réductrice. Le deuxième mécanisme, présenté dans la Figure 131, considère que les deux dernières étapes (á 2100 et 2600 K) ont lieu sous atmosphère oxydante. Les phases hypothétiques qui n'ont pas pu être validées ou réfutées lors de cette thèse, tels que l'état initial du Cs et son évolution et la présence des oxydes du Mo et Ru á l'état initial, ont été reprises dans les deux mécanismes. L'état initial et les interactions qui ont lieu au cours des étapes intermédiaires sont décrites ci-dessous.

Figure 130 :

 130 Figure 130: Nouveau mécanisme dont les deux dernières étapes se développent sous atmosphère réductrice Atmosphère oxydante 2100 K Au cours de cette rampe vers le plateau á haute température, sous atmosphère oxydante, le Mo présent dans les précipités métalliques continue á s'oxyder. Une fraction du Ru, aussi présent dans ces précipités serait également oxydée (en fonction du potentiel d'oxygène). Le Mo serait partiellement relâché sous forme MoO 2 mais serait également dissous dans la phase oxyde. Le Cs 2 MoO 4 serait partiellement détruit mais aussi volatilisé, conduisant à la libération de Mo et Cs sous les formes Cs g , MoO 2)g et Cs 2 MoO 4)g .2600 KPendant le plateau á haute température, sous atmosphère oxydante, les précipités métalliques de Mo et Ru continueraient á être oxydés et relâchés. Le Ba présent dans la phase oxyde sous la forme BaMoO 4 serait relâché, sous les formes BaMoO 4)g ou BaO g .

Figure 131 :

 131 Figure 131: Nouveau mécanisme dont les deux dernières étapes se développent sous atmosphère oxydante. 6.7.6. Conclusions Deux axes expérimentaux ont été mis en place avec l'objectif d'étudier le comportement du Ba, Cs, Mo et Ru lors d'un accident nucléaire grave. Des échantillons d'UO 2 irradié et des matériaux modèles ont été soumis á des conditions représentatives. Bien que ces matériaux modèles, connus sous le nom de SIMFUELS, présentent des limitations vis-à-vis de l'état initial d'un combustible irradié, ils permettent d'étudier le comportement des PF á haute température et sous différentes atmosphères. Les résultats expérimentaux obtenus dans ces deux axes ont été comparés à un mécanisme de relâchement proposé dans par (Nicaise, 2004b), dans le but de valider ou de réfuter les états chimiques initiaux proposés et leur évolution lors d'un essai du type VERCORS. Deux mécanismes ont été proposés, selon le type d'atmosphère lors des deux dernières étapes: réductrice dans un cas et oxydante dans l'autre. Néanmoins, des hypothèses sur certaines formes chimiques et leur évolutions tels que proposés dans le mécanisme original n'ont pas pu être validées. Des traitements thermiques sur des nouveaux types d'échantillons des matériaux modèles, qui permettraient d'étudier la chimie du Cs sont proposés, ainsi que des traitements thermiques sous des atmosphères plus oxydantes que celles étudiées dans cette thèse.

FIGURE 1 : 5 :FIGURE

 15 FIGURE 1: Γ-EMISSION TOMOGRAPHY OF THE FUEL ROD EXTRACTED FROM VERCORS 5. .........................................38 FIGURE 2: PROPOSED MECHANISM -INITIAL STATE ..................................................................................................42 FIGURE 3: PROPOSED MECHANISM -STAGE 2: 1273 K ...............................................................................................42 FIGURE 4: PROPOSED MECHANISM -STAGE 3: SECOND HALF OF TEMPERATURE RAMP, BEGINNING OF THE OXIDATION PLATEAU ........................................................................................................................................43 FIGURE 5: PROPOSED MECHANISM -STAGE 4: RAMP TO HIGH TEMPERATURE PLATEAU. ........................................43 FIGURE 6: PROPOSED MECHANISM -STAGE 5: AT THE HIGH TEMPERATURE PLATEAU. ............................................44 FIGURE 7: SIMPLIFIED RELEASE MECHANISM FOR BA, CS, MO AND RU .....................................................................44 FIGURE 8: VERCORS 4 RELEASED FRACTIONS .............................................................................................................46 FIGURE 9: VERCORS 5 RELEASED FRACTIONS .............................................................................................................47 FIGURE 10: REPRESENTATION OF WORK AXES...........................................................................................................50 FIGURE 11: HYPOTHETICAL PHASES TO BE VERIFIED IN THIS AXIS..............................................................................53 FIGURE 12: FRACTOGRAPHY OF THE E04 PERIPHERY .................................................................................................55 FIGURE 13: SEM-BSE IMAGE (LEFT) OF THE PERIPHERY OF A FX0GAC-E04 SAMPLE AND PU X-RAY MAP (RIGHT) ......55 FIGURE 14: PU AND ND QUANTITATIVE PROFILES, SAMPLE FX0GAC-E04 ..................................................................56 FIGURE 15: T 0 -IF SAMPLE SEM-SE IMAGE ...................................................................................................................56 FIGURE 16: ANNEALING SEQUENCE FOLLOWED BY THE IF1500 SAMPLE AND CS RELEASE .........................................57 FIGURE 17: IF1500 SAMPLE OPTICAL MICROSCOPE IMAGE ........................................................................................57 FIGURE 18: VERDON 1 ORIGINAL SAMPLE .................................................................................................................58 FIGURE 19: FP RELEASE KINETICS IN VERDON 1 .........................................................................................................59 FIGURE 20: SAMPLES A2 (LEFT) AND B (RIGHT), PREPARED FROM THE VERDON 1 SAMPLE AFTER TEST. ...................60 FIGURE 21: SEM-BSE IMAGES OF THE PERIPHERY (LEFT) AND CENTRE (RIGHT) OF T 0 -IF SAMPLE ...............................60 FIGURE 22: BA AND ZR ION MAPS OBTAINED AT THE PERIPHERY, HALF RADIUS AND CENTRE OF THE SAMPLE ........61 FIGURE 23: BA AND ZR CONCENTRATION PROFILES DETERMINED BY EPMA .............................................................61 FIGURE 24: T 0 -IF SAMPLE FRACTOGRAPHY (LEFT) ALONG WITH CS (MIDDLE) AND O (RIGHT) X-RAY MAPS ...............62 FIGURE 25: 137 CS SIMS ION MAPS FROM THE PERIPHERY, HALF RADIUS AND CENTRE OF T 0 -IF SAMPLE ....................62 FIGURE 26: 99 MO AND 102 RU ION MAPS FROM THE PERIPHERY, HALF RADIUS AND CENTRE OF T 0 -IF SAMPLE ...........63 FIGURE 27: MO, RU AND PD CONCENTRATION PROFILES IN T 0 -IF SAMPLE ................................................................63 FIGURE 28: SEM-BSE IMAGES FROM THE CENTRE (RIGHT) AND PERIPHERY (LEFT), IF1500 SAMPLE ..........................64 FIGURE 29: BA (LEFT) AND BA/ZR (RIGHT, SUPERPOSED) X-RAY MAPS, IF1500 SAMPLE CENTRE ...............................64 FIGURE 30: BA (LEFT) AND BA (GREEN) -ZR (RED), SUPERPOSED X-RAY MAPS, IF1500 SAMPLE PERIPHERY ..............65 FIGURE 31: CS AND XE X-RAY MAPS, CENTRE OF IF1500 SAMPLE ..............................................................................65 FIGURE 32: CS AND XE X-RAY MAPS, PERIPHERY OF IF1500 SAMPLE .........................................................................66 FIGURE 33: MO (LEFT) AND MO/PD (RIGHT) SUPERPOSED X-RAY MAPS, IF1500 SAMPLE CENTRE ............................66 FIGURE 34: MO (LEFT) AND MO/PD (RIGHT) SUPERPOSED X-RAY MAPS, IF1500 SAMPLE PERIPHERY .......................67 FIGURE 35: SAMPLE B OM IMAGE. THE THREE ZONES ARE OBSERVED: A MODERATE POROSITY ZONE, (A), AN ELEVATED POROSITY ONE (B) AND A LOW POROSITY ONE (C)...........................................................................68 FIGURE 36: SEM-SE IMAGE AND MO, U AND ZR X-RAY MAPS, FISSURE CLOSE TO THE PERIPHERY, SAMPLE A2 ........69 FIGURE 37: O, U, ZR AND PU QUANTITATIVE ANALYSES COVERING THE THREE POROSITY REGIONS, FROM THE ELEVATED POROSITY ZONE TOWARDS THE LOW POROSITY ONE ......................................................................70 FIGURE 38: SEM-SE IMAGE (LEFT) AND ZR X-RAY MAP (RIGHT), PERIPHERY OF SAMPLE B ........................................71 FIGURE 39: U, ZR, O, PU AND ND CONCENTRATION PROFILES, PERIPHERY OF SAMPLE B ..........................................71 FIGURE 40: ZONES ANALYSED BY XRD, SAMPLE B ......................................................................................................72 FIGURE 41: ZONE 1 DIFFRACTOGRAM, SAMPLE B ......................................................................................................73 FIGURE 42: ZONE 2 DIFFRACTOGRAM, SAMPLE B ......................................................................................................73 FIGURE 43: ZONE 3 DIFFRACTOGRAM, SAMPLE B ......................................................................................................74

FIGURE 127 :

 127 FIGURE 127: SOLEIL SYNCHROTRON ........................................................................................................................ FIGURE 128: SIMFUEL SAMPLE IN THE FIRST CONFINEMENT BARRIER ..................................................................... FIGURE 129: HYPOTHESES VALIDEES (VERT), REFUTEES (ROUGE) ET RESTANTES (ORANGE) DU MECANISME PROPOSE PAR NICAISE. ................................................................................................................................................... FIGURE 130: NOUVEAU MECANISME DONT LES DEUX DERNIERES ETAPES SE DEVELOPPENT SOUS ATMOSPHERE REDUCTRICE .................................................................................................................................................... FIGURE 131: NOUVEAU MECANISME DONT LES DEUX DERNIERES ETAPES SE DEVELOPPENT SOUS ATMOSPHERE OXYDANTE. .....................................................................................................................................................

  

  

  

  

  

  

  

  

  

  

  1.1. Introduction ..............................................................................................................................................13 1.2. Scientific Background ........................................................................................................................ 1.2.1. Severe accidents ........................................................................................................................ 1.2.2. Research Programs and their results ......................................................................................... 1.2.3. Fission products behaviour ........................................................................................................ 1.3. Remaining questions on FP behaviour and thesis objective ............................................................ 1.4. Hypothetical Release Mechanism ..................................................................................................... 1.4.1. Experimental bases of the hypothetical evolution ....................................................................

1.4.2. Methodology .............................................................................................................................

Table 1 : Main characteristics of Integral and Analytical tests and the TMI-2 accident 1.2.2.1.

 1 

		Test or accident	Burn-up (GWd.t -1 )	Control materials	Max Temp. (K)	Steam input (g.s -1 )	Atmosphere	N° rods/length (m)	Heating method	Pressure (MPa)	Reference
		STEP-1-4	31-36	None	2200-2900	Limited	Steam	4/1.0	Fission 0,16-8	(Baker et al., 1988)
		ACRR ST-1, ST-2	47	None	2450	None	Argon/H 2	4/0.15	Fission 0,16-1,9	(Allen et al., 1988)
		PBF SFD-ST	trace	None	2800	Excess (16)	Steam	32/0.9	Fission 6,9	(Knipe et al., 1986)
		PBF SFD 1-1	trace	None	2800	Limited (0,7-1,0) Steam	32/0.9	Fission 6,8	(Martinson et al., 1986)
		PBF SFD 1-3	35-42	None	2800	Limited (0,6-2,4) Steam	28/1.0	Fission 6,85 and 4,7 (Martinson et al., 1989)
		PBF SFD 1-4	29-42	Ag-In-Cd	2800	Limited (0,6-1,3) Steam	28/1.0	Fission 6,95	(Petti et al., 1991)
	tests	FLHT-1 FLHT-2	trace trace	None None		Excess Limited (1,4)	Steam Steam	12/4.0 12/4.0	Fission 1.38 Fission 1.38	(Rausch et al., 1986) (Lombardo et al., 1988)
	Integral	FLHT-4, 5 BTF 104-105A,B-107 trace to 28 None trace to 28 None LOFT FP-2 0,45 Ag-In-Cd + H 3 BO 3	2500 2200-2770 2800	Limited (1,26) Steam Limited (1,23) Steam Excess (180) Steam	12/4.0 3-1/4.0 100/1.7	Fission 1.38 Anneal Decay 1,1	(Lanning et al., 1988a, 1988b) (Dickson and Dickson, 1998) (Carboneau et al., 1989)
		TMI-2	3	Ag-In-Cd + H 3 BO 3	2800	Excess	Steam	36816/4	Decay 5-15	(Broughton et al., 1989)
		FPT-0	trace	Ag-In-Cd	2870	Limited (0,5-3,0) Steam	20/1.5	Fission 0,2	(Hanniet and Repetto, 1999)
		FPT-1	23,4	Ag-In-Cd	2500	Limited (05-2,2) Steam	20/1.5	Fission 0,2	(Bonnin et al., 1997)
		FPT-2	23,4	Ag-In-Cd			Steam	20/1.5	Fission 0,2	(Clément and Zeyen, 2013)
		FPT-3	23,4	B 4 C			Steam	20/1.5	Fission 0,2	(Clément and Zeyen, 2013)
		CORA	None	Ag-In-Cd/B 4 C	≤2200-2700	Variable (2-12) Steam	25-57/1.0	Electric 0,2-1,0	(Hofmann et al., 1997)
		HI 1-6	oct-40	None	1675-2275	(8-500)x10-6	Steam	1/0.15-0.20	Anneal 0.1	(Lorenz and Osborne, 1995)
	tests	VI 1-7 HEVA 1-8	40-47 19,37	None None	200-2700 1900-2370	0-0,021 0-0,10	Steam/H 2 /air 1/0.15-0.20 Steam/H 2 1/0.08	Anneal 0.1 Anneal 0.1	(Lorenz and Osborne, 1995) (Leveque et al., 1991)
	Analytical	VERCORS 1-6 VERDON 1-4 HT 1-3, RT 1-8	38-55 60 (MOX) 72 (UO 2 ) 39-70	None None None/Ag-In-Cd/B 2 O 3 2970-fuel melting Variable 2130-2620 0-0,025 2600-2880 Variable	Steam/H 2 Steam/H 2 Steam/H 2 /air 1/0.08 1/0.08-0.087 Anneal 0.1 1/0.06 Anneal 0.1 Anneal 0.1	(Ducros et al., 2013) (Gallais-During et al., 2014) (Bernard and Gallais-During, 2013) (Pontillon and Ducros, 2010a)
		VEGA 1-8, M1, M2 43-56	None	2770-3120	Variable	Helium/Steam 1/0.020	Anneal 0.1 or 1	(Kudo et al., 2006)

  ).

	Test	Fuel type	Fuel degradation	Primary circuit	Containment	Date
		Fresh Fuel	Melt Progression	FP chemistry and	Aerosol deposition.	
	FPT-0	Pre-irradiated Ag-In-Cd rod	and FP release in steam	deposits in non-condensing	Iodine radiochemistry at	December 1993
			atmosphere	steam generator	pH5	
	FPT-1	23 GWd.t -1 Re-irradiated Ag-In-Cd rod	As FPT-0	As FPT-0	As FPT-0	July 1996
	FPT-2	As FPT-1	As FPT-1 under poor steam conditions	As FPT-1 with effect of boric acid	pH9 evaporating sump	October 2000
					pH5 evaporating	
	FPT-3	As FPT-1 B 4 C rod	As FPT-2	As FPT-0	sump re-combiner	November 2004
					coupons	
	FPT-4	No re-irradiated debris bed 38 GWd.t -1	Low volatile FP and actinide release from UO 2 -ZrO 2 debris bed up to	Integral filters in test device. Post-test analyses on samples		July 1999
			melting			

Table 2 : PHEBUS program test grid.
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Table 3 : HI series test grid

 3 

	Mass a (g)		140.4	103.3	102.3	99.3	102	103	178.7
	Length (mm)		152	152	152	152	152	152	152
	Burn-up (GWd.t	-1 )	40	44	44	47	42	42	40
	Temperature (K)	2020, 2300	b 2300	2000, 2700	b 2440	2000, 2720	b 2310	2025, 2300	b
	Time at T (min)		20, 20	60	20, 20	20	20, 20	60	20, 20
	Atmosphere		Steam	Steam	Steam	H 2	H 2	H 2 + Steam Air + steam
					Element				Released fraction (%)
	85 Kr		46		99.5	94.4	100	75.3	69
	106 Ru				5.01	0	0	<2.8
	125 Sb		33.2	68.1	99.2	6.4	17.9	63.5	52
	129 I			45.3	40	79	86.8	70.2	76.7	42
	134 Cs		63.2	67.2	99.9	95.9	99.9	80.2	71.4
	144 Ce				< 0.2	2
	154 Eu				< 0.01	18.6	57.4	13.7	0.05
	Sr	c					2.7	33.7	5.8	1.2
	Mo	c		43.0	85.6	77	6.9	2.3	12.6	5.3
	Te c					98.8	81.5	63.4
	Ba	c				18.9	29.7	26.8	75.7	32.4	4.1
	U c					0.01	0.03	1.3	0.015	0.001
	Pu	c				0.003	0.005	0.1

a fuel + cladding; b incomplete oxidation of the cladding, fuel prematurely delocalised by dissolution; c approximate values.

Table 4 : VI series test grid
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a fuel + cladding; b test with two phases; c approximate values.

Table 5

 5 details the HEVA test conditions and FP release results.

  [START_REF] Pontillon | International Source Term Program -VERDON-1 test: Fission Product Release from High Burn up UO2 Fuel In Severe Accident Conditions[END_REF], was carried out in September 2011. A 72 GWd.t -1 burnup UO 2 fuel sample was submitted to an annealing sequence similar to the VERCORS RT6 test, with a final stage under reducing atmosphere. The VERDON 2 test[START_REF] Gleizes | International Source Term Program -VERDON-2 test: Fission Product Release and Transport from MOX fuel under air ingress conditions[END_REF] was carried out in June 2012. A 59 GWd.t -1 burn-up MOX fuel sample was submitted to very oxidizing conditions, simulating an airingress scenario. The VERDON 3 test[START_REF] Bernard | International Source Term Program -VERDON-3 test: Fission Product Release from High Burn up MOX fuel in oxidizing conditions[END_REF] was carried out in April 2013.

A MOX fuel sample, irradiated up to around 60 GWd.t -1 was submitted to oxidizing conditions (steam + He) during this test. Regarding VERDON 4, performed in October 2014, a MOX fuel identical to the one used for VERDON 3 has been submitted to reducing conditions.

Table 5 : HEVA test grid
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	Conditions	VERCORS Test VERCORS 1 VERCORS 2 VERCORS 3 VERCORS 4 VERCORS 5 VERCORS 6
	Burn-up (GWd.t -1 )	42.9	38.3	38.3	38.3	38.3	60
	Temperature (K)	2130	2150	2570	2570	2570	2620
	Time at T (min)	17	13	15	30	30	30
	Atmosphere a	H 2 O+H 2	H 2 O+H 2	H 2 O+H 2	H 2	H 2 O	H 2 O+H 2
	Steam flow (g.min -1 )	0.15	1.5	1.5	1.5-0	1.5	1.5
	H 2 flow (g.min -1 )	0.003	0.027	0.03	0.012	0	0.03
	Element			Released fraction (%)		
	Sr				<6	<6	<6
	Y			17			
	Zr				<3	<4	<4
	Nb						0.3
	Mo		15	42	47	92	79
	Ru			0.36	6	6	0.6
	Rh			0.52	45	20	
	Sb	2	7	69	97	98	96
	Te	4	18	76	100	98	97
	I	30	23	70	87	93	97
	Xe	33	23	77	86	87	~100
	Cs	42	30	70	93	93	97
	Ba	4	4	13	80	55	29
	La			<4	<3	<3	<3
	Ce				3	<3	0.2
	Eu			<6	<5	<3	<4
	Np	0.006	0.016	0.4	6	<4	0.3
	U b				~2	~2	
	Pu b				~0.2	~0.2	

a elements from neutron absorbers. DL= Detection Limit.

Table 6 : VERCORS test grid
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	Conditions	RT1	RT2	RT3	VERCORS RT Tests RT4 RT6	RT7	RT8
	Fuel type	UO 2	MOX	Debris	Debris	UO 2	MOX	UO 2
	Burn-up (GWd.t -1 )	47.3	45.6	39	37.6	71.8	43	70
	Temperature (K)	2570	2440	2520	2970	2890	2470	2650
	Atmosphere a	H 2 O + H 2 H 2 O + H 2 Reducing Oxidizing H 2 O + H 2 H 2	He + 10% air
	Steam flow (g.min -1 )	1.5	1.5	0.075	0.876	1.5	1.5-0	
	H 2 flow (g.min -1 )	0.027	0.027	0.075	0.024	0.027	0.012	
	Air flow (g.min -1 )							0.048
	Element				Released fraction (%)		
	Kr	~100	~100	~100	>90	~100	~100	~100
	Sr							
	Y							
	Zr			<2		<2	<2	<2
	Nb			40.3		30.4	3	10.9
	Mo			33.2		100	7	100
	Ru	9	5.4	1.5	7.7	28.1	2	17
	Rh							
	Ag	>90	>97		~100	~100		~100
	Sb	95	77	60-95	89	90	86	84
	Te			100		99.5	99	100
	I			100		100	99	100
	Xe			100		100	~100	100
	Cs	100	100	99.8	96	100	98	100
	Ba			93.9		57.7	64	67.2
	La			12.5		7	3	10.6
	Ce	3.2	<3		2.5	16	14	18
	Eu	1.2	0.3	3.5	0.8	1.7	10	2.6
	N			1.4		10.3	4	2.7
	U	7.8	3.8-4.9	2.3	9.9			
	Pu	0.3	0.1		<0.1			

a Atmosphere at the end of the test; b approximate values.

Table 7 : VERCORS RT test grid
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	a Atmosphere at the end of the test

Table 8 : VERCORS HT test grid
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a Atmosphere at the end of the test

2 VEGA-3 VEGA-4 VEGA-5 VEGA-M1 VEGA-6 VEGA-M2 VEGA-7 VEGA-8

  

	Burn-up (GWd.t	-1 )	47	47	47	47	47	43	56	43	56	56
	Cladding		NO	NO	NO	YES	NO	NO	YES	NO	YES	NO
	Reirradiation		NO	NO	NO	NO	NSRR	NO	JRR-3	NO	JRR-3	NO
	Max T (K)		2773	2773	3123	2773	2900	3123	2773	3123	2773	3123
	Atmosphere		He	He	He	Steam	He	He	Steam	He	Steam	He
	Pressure (MPa)		0.1	1.0	0.1	0.1	1.0	0.1	0.1	1.0	1.0	0.1
	Element						Released fraction (%)				
	137 Cs		86	61	100	93	84	97	93	98	98	97
	125 Sb		89	68	95		67	95	-	96	83	-
	131 I		-	-	-	-	-	-	97	-	96	-
	132 Te		-	-	-	-	-	-	98	-	98	-
	140 Ba		-	-	-	-	7	-	49	-	34	-
	103 Ru		5	0	0	22	0	6	14	3	6	0
	140											

Table 9 : VEGA program test grid and results
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Table 10 : Conditions and results of some CRL tests
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	a Bare fragment of UO 2 ; b Isotope was not present at the time of the test; c Fuel element with zircaloy
	cladding (2-5 cm long)
	1.2.3. Fission products behaviour
	FP behaviour in severe accident conditions has been widely studied through analytical research programs
	such as the French HEVA, VERCORS series and VERDON programs, the Japanese VEGA program, the
	Canadian AECL-CRL program and the ORNL program from the USA; as well as in integral research programs
	such as the PHEBUS FP, STEP, ACRR, LOFT and FLHT programs. These programs recreated the conditions of
	severe accidents in terms of atmosphere and temperatures. Analytical tests were dedicated to single-
	effects analysis on FP behaviour (such as burn-up or oxygen potential effect on the release rates), while the
	more complex Integral tests where dedicated to the study of reduced-scale nuclear facilities response to
	accidental sequences. Some integral and analytical programs experimental results, along with those from
	the TMI-2 accident are summarized in Table 11, extracted from (Lewis et al., 2008).

Table 11: Representative results from PBF, PHEBUS FP, ORNL and VERCORS tests and TMI-2 accident

  

	The results presented above have allowed classifying FP into four categories, according to their volatility:
	-Volatile FP, which include fission gases (Xe and Kr) as well as I, Cs, Te and Sb;
	-Semi-volatile FP, including Mo, Ba, Rh, Pd and Tc;
	-Low-volatile FP including Ru, Ce, Nb, La, Y, Sr and Eu; and finally
	-Non-volatile FP: Zr, Nd and Pr.

Figure 2: Proposed mechanism -Initial state Stage

  2: At about 1273 K MoO 2 precipitates migrate towards the grain boundaries, vaporise and condensate since the temperature is lower in the intergranular porosity than in the fuel. MoO 2 would react with most Cs of the Cs 2 UO 4 , according to

	Cs 2 UO 4	MoO 2	Ru	RuO x	BaO	Zr

Reaction 1.1. Intergranular porosities grow bigger as pressure increases due to fission gases migration and higher temperature. MoO 2)s +Cs 2 UO 4)s Cs 2 MoO 4)s +UO 2)s Reaction 1.1

  

	Cs 2 UO 4	MoO 2	Ru	RuO x	BaO	Zr

Figure 3: Proposed mechanism -Stage 2: 1273 K

  Stage 3: During the oxidation plateau the Cs 2 UO 4 phase would be destroyed, according to

Reaction 1.2. The

  pressure in the intergranular porosity is high enough as to generate a first interconnection of the pores, leading to the first release of caesium as Cs )g . The remaining caesium is found as Cs 2 MoO 4 . The zirconium present in the cladding starts to oxidize, and ZrO 2 is produced.

Cs 2 UO 4)s 2Cs )g +UO 2)s +O 2)g Reaction 1.2

  

	Cs 2 UO 4	MoO 2	Ru	RuO x	BaO	Zr	ZrO 2

  . As explained above, four different stages of the annealing tests were considered in this mechanism, where different reactions of phases destruction/formation are presumed to take place.

	Conditions	Test VERCORS 4	VERCORS 5
	T max (K)	2570	2570
	Atmosphere	H 2	H 2 O
	FP released fraction (%)	
	Cs	93	93
	Ba	80	55
	Ru	6	6
	Mo	47	92
	Fuel Burn-up (GWd.t -1 )	38	38

Table 12 : VERCORS 4 and 5 tests conditions and results
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Table 13 : Summary of samples studied in the Irradiated Fuels work axis
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Table 14 : VERDON 1 Father Rod characteristics
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*Estimated value, based on the nominal fabrication length

Table 15 : VERDON 1 test conditions
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FP behaviour during VERDON 1 was consistent with that of the VERCORS tests series

[START_REF] Gallais-During | Performance and first results of fission product release and transport provided by the VERDON facility[END_REF]

. The release kinetics of FP representative of each category (volatile, semi-volatile, low-volatile and non-volatile) are presented in Figure

19

. Particularly, there was a complete release of volatile FP such as Cs and I, as well as of the fission gases Xe and Kr. Other volatile FP such as Te and Sb were completely released as well.

16. Figure 19: FP release kinetics in VERDON 1

  ). Regarding lowvolatile and non-volatile FP, no releases were measured on-line during the test except for Nb, which attained at final released fraction of around 10%. The global released fraction of Xe, Kr, Zr, Nb, Mo, Ru, Sb, Te, I, Cs, Ba, La, Ce, Nd, Eu and Np are presented in Table

	Element	Released Fraction (%)
	Fission gases a	100
	Ba	70-75
	Ce	0
	Cs	99
	Eu	0
	I	93
	La	0
	Mo	64-65
	Nb	10
	Nd	0
	Np	2
	Ru	1-3
	Sb	76-95
	Te	99
	Zr	0

Table 16 : FP global released fractions during VERDON 1 test.
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a Kr, Xe

Table 17 : Theoretical and estimated lattice parameters (Å) of the phases identified by XRD, Sample B
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Table 18 : FP concentrations in sample set I
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  Cs, at the Insitut de Physique Nucléaire de Lyon. The implantation conditions are available in Appendix III. A SIMS implantation profile, also presented in Appendix III, indicates that most Cs is found 124 nm below the samples surface. The estimated concentration of FP in these SIMFUEL samples is presented in Table19.

					Samples composition (at. %)				
	Ba	Ce	Cs	La	Mo	Sr	Y	Zr	Rh	Pd	Ru	Nd
	0.26 0.61 0.35 0.20 0.51 0.13 0.06 0.60 0.03 0.42 0.64 0.91

Table 19 : FP concentration in Samples Sets II and III Annealing test conditions

 19 Four different annealing tests were performed for each sample set, aiming at studying the intermediate stages of a severe accident proposed by the mechanism, which could not be studied using irradiated fuels. These annealing tests, resumed in Figure60, consisted in different temperature ramps (0.2°C.min -1 ) up to different temperatures(573, 1473, 1773 and 1973 K) under different atmospheres: Reducing (R) for samples set II and Oxidizing (O) for samples set 3. Reducing atmosphere was applied by a constant flow of Ar + 4% H 2 , while oxidizing one was assured by the constant flow of high-purity Ar, containing traces of O 2 . Besides the annealed samples, implanted and un-annealed samples are also available in each set. Therefore, the samples studied in this chapter are:

Table 20 : Calculated oxygen potentials for each annealing test

 20 

Table 19 .

 19 This diagram, which predicts the most stable chemical species in equilibrium as a function of the oxygen potential and temperature, is presented in Figure 61. Seven regions of interest were identified, separated by lines in the diagram. Each line indicates that a chemical reaction takes places. The red one, taken as reference, indicates the Mo/MoO 2 equilibrium. The most stable chemical species for each region are presented in Table21. Each sample is indicated in the predominance diagram, blue corresponds to reducing tests and orange to oxidizing ones. Due to experimental problems sample O1500 could not be exploited, so this sample will not be considered further in the study. It must also be kept in mind that the SGPS database used for these calculations only considers pure compounds and not solid solutions.

5

  ZrO 2 , MoO 2 , Cs 2 MoO 4 , BaMoO 4 , UO 2 6 ZrO 2 , Cs 2 MoO 4 , BaMoO 4 , MoO 3 , UO 2 7 ZrO 2 , Cs 2 MoO 4 , BaMoO 4 , UO 2 + gas(MoO x )

Table 21 : chemical species in equilibrium for each zone

 21 

Table 22 : Main FP dissolved in set I samples UO 2 matrix 97 3.4.1.2.

 22 

Table 24 .

 24 The Ba/Zr ratio decreased by 13% after the test.

	Ba	Zr
	T 0	
	AT	

Figure 63: Ba (left) and Zr (right) X-rays maps collected in samples T 0 (top) and AT (bottom) from set I

  

	Element	Concentration (at.%) T0 AT
	O	66.1 ± 0.7	70.3 ± 7.4
	Sr	2.3 ± 0.3	2.5 ± 1.5
	Y	0.2 ± 0.2	0.1 ± 0.1
	Zr	12.3 ± 1.3	12.8 ± 3.6
	Ba	12.3 ± 1.0	11.1 ± 3.2
	Ce	0.2 ± 0.1	0.0 ± 0.1
	U	6.7 ± 2.3	3.3 ± 0.9
		98	

Table 23 : Oxide precipitates quantitative analysis
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	Sample	Area contribution (%)	ECD (µm)	Ba/Zr ratio
	T 0	0.64	2.45	1.0 ± 0.1
	AT	0.29	0.83	0.87 ± 0.2

Table 24 : Characteristics of oxide precipitates containing Ba and Zr in samples T 0 and AT

 24 

Table 25 : E 0 and white line positions of samples and references spectra collected at the Ba L 3 -edge and Zr K-edge. Incertitude: ± 0.5 for Ba spectra, ± 0.8 for Zr ones

 25 As observed, both Ba and Zr spectra are not strongly modified after the annealing test. The E 0 position is similar for both samples within the experimental errors, indicating that the Ba and Zr oxidation state do not change before and after annealing. Particularly for Zr, spectra indicate a local environment close to that of the pyrochlore Sm 2 Zr 2 O 7

Table 26 : Metallic precipitates chemical composition

 26 

	Sample	Area contribution (%)	ECD (µm)	Mo/Ru ratio
	T 0	1.9	2.4	0.8 ± 0.0
	AT	2.7	1.3	Mo(Ru)=6.0 ± 1.4 Ru(Mo)=1.0 ± 0.0

Table 27 : Characteristics of metallic precipitates, before and after test

 27 

Mo K-edge Ru K-edge

  

	Sample	E 0 (eV)	White line (eV)	Sample	E 0 (eV)	White line (eV)
	Mo	20000.0	20016.1	Ru	22117.0	22134.9
	MoO 2	20004.3	20027.4	RuO 2	22124.3	22140.1
	MoO 3	20004.3	20026.7	-	-	-
	T 0 sample	20001.4	20019.4	T 0 sample	22117.4	22135.9
	AT sample	20000.7	20017.8	AT sample	22117.2	22135.9

Table 28 : Absorption edge (E 0 ) and white line position of samples and references spectra collected at the Mo and Ru K- edges. Experimental incertitude: ± 0.8

 28 

Table 30 : FP concentration in oxide precipitates from set II samples

 30 

Table 31 : Oxide precipitates characteristics in samples from set II Figure 71: Ba/(Zr+Ba) ratio evolution in oxide precipitates of set II samples 106 3.4.2.3. Molybdenum and ruthenium

 31 Molybdenum and ruthenium distribution in the samples was also determined by SEM-EDS analyses. Results, presented in Figure72, indicate the presence of many precipitates all over the samples, composed of Mo, Ru, Rh and Pd. The concentration of these FP in each sample is presented in

Table 32 .

 32 In a similar way to samples from set I, it was observed the separation of the metallic phase into two, Mo(Ru) and Ru(Mo), which present a different Mo/Ru ratio. This phase separation took place between 1473 and 1773 K, since only one type of precipitates was observed in sample R1200. Results also indicate that the Mo/Ru ratio of the Mo(Ru) phase increased around 50% from 1773 K to 1973 K, along with the precipitates size and area contribution. Indeed, as presented in Table33, the Mo/Ru ratio in phase Mo(Ru) was 4.1 in the precipitates of sample R1500, and 6.6 in those of sample R1700, and the precipitates ECD and area contributions increased from 0.9 µm and 1.3% in sample R1500 to 1.6 µm and 4.7% in sample R1700, respectively.

					Sample	
	Element	T 0 -R	R300	R1200	R1500 Ru(Mo) Mo(Ru)	R1700 Ru(Mo) Mo(Ru)
	Mo	44.6 ± 1.0 44.1 ± 0.8 43.0 ± 0.9 49.2 ± 2.7 78.3 ± 6.0 49.6 ± 2.1 82.8 ± 5.8
	Ru	53.4 ± 1.0 54.1 ± 1.1 54.9 ± 0.8 48.9 ± 2.	

Table 32 : FP concentration in metallic precipitates of samples from set II

 32 

	Sample	Area contribution (%)	ECD (µm)	Mo/Ru ratio
	R300	1.7	1.2	0.8 ± 0.0
	R1200	1.9	0.8	0.8 ± 0.1
	R1500	1.3	0.9	Mo(Ru) =4.1 ± 1.2 Ru(Mo) =1.0 ± 0.1
	R1700	4.7	1.6	Mo(Ru) =6.6 ± 5.8 Ru(Mo) =1.0 ± 0.1

Table 33 : Metallic precipitates characteristics, sample Set II

 33 

	Mo

Table 34 : E 0 and white line positions of sample T 0 -R matrix and precipitates XANES spectra. Incertitude: ± 0.8 eV A

 34 linear combination fit has been performed on the precipitates XANES spectra in order to estimate Mo chemical form, using the following references: metallic Mo, MoO 2 , MoO 3 and Cs 2 MoO 4 . The obtained results are presented in Table35. The R-factor presented in this table is a measure of the quality of the fit: the lower the R-factor value is, the better the spectrum was reproduced by the

	µ(E)						
	Norm.					T0-R P3	
						T0-R P2	
						T0-R P1	
						T0-R matrix	
						Mo	
	19980	20000	20020	20040	20060	20080	20100
			Incident Energy (eV)		

Table 35 : Linear combination fit results for sample T 0 -R precipitates

 35 

Table 36 : Linear combination fit results for sample T 0 -R using precipitates XANES spectra. Incertitude: 2%

 36 

		Mo	MoO 2	Reference weight MoO 3 Cs 2 MoO 4 T 0 -R P1 T 0 -R P2 T 0 -R P3	R factor
		0.70	0.00	0.30	0.00	-	-	-	0.00462
	T 0 -R	0.05 0.01	0.09 0.00	0.04 0.02	0.00 0.00	0.82 -	-0.97	--	0.00078 0.00035
		0.09	0.00	0.10	0.00	-	-	0.81	0.00095

Table 39 : Cs absorption edge position and White line position

 39 

, Sample Set II. Incertitude: ± 0.5 eV

Table 40 .

 40 The bests fit results are highlighted in the table.

	Figure 81:

sample R300 and Cs 2 MoO 4 superposed L3 XANES spectra, samples Set II

  

	Sample	Cs 2 UO 4	Reference weight Cs 2 MoO 4 R300	R1200	R factor
	R1200	0.92 0.00	0.08 0.56	-a 0.44	--	0.0060 0.0024
	R1500	0.20 0.00	0.80 0.58	--	-0.42	0.0075 0.0062

Table 40 : Linear combination fit of Cs spectra, sample Set II. Incertitude: 2%

 40 

			Cs2MoO4
			R300
	Norm μ(E)		
	5005	5015 Incident Energy (eV) 5025	5035
	According to these results the main species in sample R1200 would be Cs 2 UO 4 , while Cs 2 MoO 4 would
	be the main one in sample R1500. When including samples R300 and R1200 for fitting samples R1200
	and R1500 respectively, these results indicate that Cs 2 MoO 4 is the main species in both samples.
	Nevertheless, both references XANES spectra are very similar, which indicates that Cs local
	environment is almost the same in both compounds.	

a The reference spectrum was not considered in the linear combination fit.

Table 42 : Cs spectra E 0 and white line positions, samples from set III. Incertitude: ± 0.5 eV Cs L 3 -edge

 42 

	Sample	E 0 (eV)	White line (eV)
	Cs 2 UO 4	5013.7	5015.6
	Cs 2 MoO 4	5014.0	5015.5
	O300	5014.8	5016.3
	O1200	5014.6	5015.8

Table 43 : FP concentration in oxide precipitates, Sample Set III

 43 

	Sample	Surface contribution (%)	ECD (µm)	Ba/Zr ratio	Ba/Mo ratio
	T 0 -O	2.6	2.6	1.2 ± 0.4	63.3 ± 15.3
	O300	1.0	1.4	1.0 ± 0.1	31.8 ± 18.0
	O1200	4.8 4.6	2.3 3.5	84.0 ± 89.8 64.7 ± 0.0	0.8 ± 0.1 0.1 ± 0.0
	O1700	23.0	3.9	36.9 ± 12.0	0.1 ± 0.0

Table 44 : Oxide precipitates characteristics, Sample Set III

 44 

Table 45 : FP concentration in metallic precipitates of samples from set III

 45 

					Sample		
	Element	T 0 -O		O300	O1200	Ru(Mo)	O1700	Mo(Ru)
	Mo	44.7 ± 0.3	45.2 ± 0.8	6.1 ± 3.9	48.9 ± 6.5	80.8 ± 3.7
	Ru	53.2 ± 0.3	52.9 ± 0.8	91.1 ± 4.8	49.1 ± 6.5	18.2 ± 3.6
	Rh	0.0 ± 0.0	0.0 ± 0.0	0.4 ± 1.1	0.0 ± 0.0	0.0 ± 0.0
	Pd	2.2 ± 0.3	1.8 ± 0.2	2.3 ± 0.6	2.0 ± 0.5	1.0 ± 0.2
	Sample	Area contribution (%)	ECD (µm)	Mo/Ru ratio
	T 0 -O			2.1	1.3	0.8 ± 0.0
	O300			2.2	1.3	0.9 ± 0.0
	O1200		1.5	0.8	0.1 ± 0.0
	O1700		3.9	1.2	Mo(Ru) =4.6 ± 1.1 Ru(Mo) =1.0 ± 0.3

Table 46 : Characteristics of the metallic precipitates on samples from set III

 46 

Table 47 : Mo XANES spectra E0 and white line positions, set III samples. Incertitude: ± 0.8 eV A

 47 linear combination fit has been performed in order to estimate Mo chemical state in samples from set III, Mo reference compounds spectra, as well as T 0 -R (implanted, unannealed sample from set II) and AT (unimplanted, annealed at 1973 K sample from set I) samples spectra. The obtained results are presented in Table48. As expected, sample T 0 -O is similar to sample T 0 -R, and sample O300 is similar to sample T 0 -O. Nevertheless, it is also observed an increased contribution of the metallic Mo (8%) and Cs 2 MoO 4 (6%) reference spectra. As described previously for samples from set II and since no MoO 2 is detected, these little contributions could be attributed to the modification of Mo local environment in the metallic precipitates by the presence of Ru. Then, the annealing test at 573 K under oxidizing atmosphere did not produce a major impact on Mo chemical state. Sample O1200 results highlight the evolution of Mo chemical state in oxidizing conditions. As observed, there is an important contribution of the oxidized Mo spectra: 24% of MoO 2 , 10% of MoO 3 and 27% of Cs 2 MoO 4 .
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Table 48 : Samples from set III Mo XANES spectra fit results. Incertitude: 2%

 48 

					Reference weight				
		Mo	MoO 2	MoO 3	Cs 2 MoO 4	T 0 -R T 0 -O O300	O1200	R factor
	T 0 -O	0.00	0.06	0.00	0.00	0.94	-	-	-	0.00049
	O300	0.08	0.00	0.00	0.05	-	0.87	-	-	0.00036
	O1200	0.00	0.24	0.10	0.27	-	-	0.39	-	0.00049
	O1700	0.39	0.19	0.00	0.00	-	-	-	0.41	0.00112

  The XANES spectra of both Cs reference compounds (Cs 2 UO 4 and Cs 2 MoO 4 ) are very similar and so Cs chemical form in our samples cannot be determined directly by the linear combination of the spectra. Nevertheless, Cs XANES spectra in these samples indicate that Cs is present whether as Cs 2 UO 4 or Cs 2 MoO 4 , and since Mo XANES spectra indicate that Mo is mostly metallic in the five samples of set II (all annealed under reducing atmosphere), then Cs would be found as Cs 2 UO 4 . The absence of Cs XANES signal at 1973 K would imply the complete release of this FP from the sample. The latter is also confirmed by SEM-EDS quantitative analyses. According to thermodynamic estimations Cs 2 UO 4 exist at very low oxygen potentials, below -600 kJ/mol O2 at 573 and 1473 K. The oxygen potential attained during the annealing tests of samples R1200 and R1500 were -484 and -480 kJ.mol O2

	-1

Table 49 .

 49 Further information on the experimental loops and tests atmospheres is available in Appendix V.

	Work axis	Sample	Atmosphere	Final Temperature (K)	Time at max temperature (min)
		T 0 -IF	-	-	-
	Irradiated Fuels	IF1500 VERDON 1	Reducing Oxidizing then reducing	1773 2873	35 0
		T 0	-	-	-
		AT	Reducing	1973	60
		T 0 -R	-	-	-
		R300	Reducing	573	180
		R1200	Reducing	1473	30
	Model Materials	R1500	Reducing	1773	15
		R1700	Reducing	1973	10
		T 0 -O	-	-	-
		O300	Oxidizing	573	180
		O1200	Oxidizing	1473	30
		O1700	Oxidizing	1973	10

Table 49 : Summary of samples studied in this work

 49 

8: Cs 2 MoO 4)s  2Cs )g + Mo )s +2O 2)g Reaction 4.7 Cs 2 MoO 4)s Cs 2 MoO 4)g Reaction 4.8

  

	2 , according to Reaction 4.6: 2MoO 2)g + 2H 2)g  Mo )s + 2H 2 O Destruction of Cs Cs g MoO 2 Cs 2 MoO 4	RuO x	Reaction 4.6 WI ZrO 2

2 MoO 4 and volatilization, according to Reactions 4.7 and 4.

4.15 and 4.16: Mo s  Mo g Reaction 4.15 RuO x)s  RuO x)g Reaction 4.16

  Volatilization of Mo and Ru oxides, both present in the metallic precipitates, according to Reactions

Table 50 ,

 50 adapted from [IRSN].

Table 50 : Description of each level defined in the INES scale 6.2. Appendix II: Experimental Research Programs on Fission Products release 6.2.1. Analytical Tests

 50 

6.3. Appendix III: SIMFUEL samples preparation SIMFUEL

  samples were acquired from the Chalk River Laboratories, Canada. Samples contain 11 stable FP: Mo, Ru, Rh, Pd, Ba, Zr, Ce, Sr, Y, La and Nd; in concentrations representative of a 76 GWd.t -1 Burn-up UO 2 irradiated fuel. The concentration of each FP is presented in Table 51.

Table 51 : SIMFUEL samples composition

 51 

Table 52 : Maximal 133

 52 

Figure 119: Estimated implantation Cs implantation profile and DPA FP

  .355 at.%. The maximum value of DPA was estimated to be 35.5, located at 70 nm from the sample surface concentration after implantation was recalculated, and results are presented in Table53. As observed, Cs implantation did not produce an appreciable modification of samples composition regarding the concentration of the other FP.

	Samples Composition (at. %) Mo Sr Y Zr Rh 0.26 0.61 0.20 0.51 0.13 0.06 0.60 0.03 0.42 0.64 0.91 Ba Ce La Pd Ru Nd concentration of 0Samples composition (at. %)
	Ba	Ce	Cs	La	Mo	Sr	Y	Zr	Rh	Pd	Ru	Nd
	0.26 0.61 0.35 0.20 0.51 0.13 0.06 0.60 0.03 0.42 0.64 0.91

Table 53 : FP concentration in samples from Sets II and III Finally

 53 , SIMFUEL samples were cut into quarter discs from 10 mm diameter, 500 µm thick discs.

  le dernier groupe, groupe III, consiste en quatre échantillons similaires à ceux du groupe II mais qui ont subi des traitements thermiques sous des conditions oxydantes (Ar pur) jusqu'à 573, 1473 et 1973 K. 

	Axe de travail	Echantillon	Atmosphère	Température finale (K)	Temps à T max (min)	Caractérisations faites
	Combustibles Irradiés	T 0 -IF IF1500 VERDON 1	-Réductrice Oxydante, Réductrice	-1773 2873	-35 0	MO, SIMS, µsonde MEB, µsonde MO, DRX, µsonde
		T 0	-	-	-	MEB-EDS, SAX
		AT	Réductrice	1773	60	MEB-EDS, SAX
		T 0 -R	-	-	-	MEB-EDS, SAX
		R300	Réductrice	573	180	MEB-EDS, SAX
		R1200	Réductrice	1473	30	MEB-EDS, SAX
	SIMFUELS	R1500	Réductrice	1773	15	MEB-EDS, SAX
		R1700	Réductrice	1973	10	MEB-EDS, SAX
		T 0 -O	-	-	-	MEB-EDS, SAX
		O300	Oxydante	573	180	MEB-EDS, SAX
		O1200	Oxydante	1473	30	MEB-EDS, SAX
		O1700	Oxydante	1973	10	MEB-EDS, SAX

Table 55 : Echantillons étudiés dans les deux axes expérimentaux 6.7.4. Résultats obtenus

 55 Les résultats obtenus lors des deux axes expérimentaux ont permis de valider ou de réfuter la plupart des hypothèses faites dans le mécanisme proposé par

  , à l'exception du baryum. En effet, les observations expérimentales ont démontré que le Ba peut rester dissous dans la matrice, même à des concentrations élevées. Donc, les précipités initiaux sont Cs 2 UO 4 , MoO 2 , RuO X et un alliage métallique composé de Mo, Ru, Pd, Rh et Tc, connu sous le nom des inclusions blanches. 1300 K D'après le mécanisme initial, le MoO 2 devrait se volatiliser à 1300K. Néanmoins, le Mo n'est pas encore relâché car les pores ne sont pas interconnectés. Cette étape, comprise entre 1400 et 1800 K, se développe sous atmosphère oxydante. Comme observé lors des caractérisations faites sur les échantillons SIMFUELS soumis à des traitements thermiques en atmosphère oxydante, des précipités du Mo sous forme oxydée ont été formés á 1473 K. Ces précipités contenaient également du Ba, et en fonction des estimations thermodynamiques et des résultats de Spectroscopie d'Absorption des rayons X (SAX), la forme chimique serait BaMoO 4 . Des observations expérimentales ont démontré que Ba précipite également sous la forme BaZrO 3 , par interaction avec le Zr oxydé (Zr provenant de la gaine ainsi que produit de fission), entre 1373 et 1773 K. L'interconnexion partielle des pores a été observée dans l'échantillon d'UO 2 irradié traité á 1773 K sous atmosphère réductrice (échantillon IF1500). Cette interconnexion permettrait aux espèces gazeuses d'être relâchées hors le combustible. Le Mo présent dans les précipités métalliques serait oxydé et réagirait avec le BaZrO 3 pour former BaMoO 4 . Par rapport au Cs, il est considéré que la forme chimique initiale, Cs 2 UO 4 , est partiellement détruite et le Cs commence à être relâché sous forme gazeuse. Néanmoins, la plupart du Cs réagirait avec le MoO 2 pour donner Cs 2 MoO 4 , espèce moins volatile, en limitant le relâchement de du Cs. Dans ce cas, il est considéré que l'atmosphère devient réductrice après le plateau d'oxydation (néanmoins pas assez réductrice pour réduire le ZrO 2 de la gaine). Dans ce scénario, le MoO 2 existant serait réduit et réintégrerait les précipités métalliques. Le Cs 2 MoO 4 formé lors du plateau d'oxydation serait partiellement détruit mais aussi volatilisé, conduisant à la libération duCs et du Mo sous les formes Cs )g et Cs 2 MoO 4)g . Comme observé dans les traitements thermiques effectués sur des échantillons SIMFUEL sous atmosphère réductrice, le BaZrO 3 est partiellement détruit dans ces conditions et Ba est libérée sous la forme BaO )g .

	Atmosphère Réductrice
	2100 K
	Plateau d'oxydation

annealing sequence, which would imply a release under an oxidized form, MoO

or Cs 2 MoO 4 . The large precipitates observed in the low-porosity region of the samples could be attributed to the presence of a UO 2 -ZrO 2 liquid solution. Indeed, the metallic precipitates mobility was enhanced in the liquid medium allowing them to coalesce forming those large precipitates. This would explain why no small metallic precipitates were observed in this region. The size of the large precipitates enabled to perform quantitative analyses. According to them, Mo concentration in the precipitates located at the centre of the sample was higher than that of precipitates closer to the periphery: 25 and 10 wt%, respectively. This would reinforce the hypothesis of Mo release as Mo (g) . Indeed, the release mechanism during the final phase of the annealing test would have been purely diffusive: Mo, located in the metallic precipitates, passed to gaseous state and diffused through the interconnected pores towards the periphery. Since the pores interconnection is not total, some Mo remained in the metallic precipitates even at the imminent fusion of the fuel pellets. This behaviour is in good agreement with the mechanism presented in Chapter 1.

Acknowledgements

a The reference spectrum was not considered in the linear combination fit.

Caesium

Since Cs was implanted in the samples by the Ion implantation method, SIMS analyses were performed in order to determine its distribution, but only on sample unannealed T 0 -R. Cs ion maps were acquired at the surface of the sample and at the bottom of the crater created after the acquisition of implantation profiles. These images, presented in Figure 78, show that Cs precipitates are indeed created after implantation. These precipitates presented and ECD of 3.15 µm and a area contribution of 1.2%. No particular association of Cs to other FP was detected using this characterization technique. Cs X-ray maps were also collected on samples from set II. These X-ray maps, presented in Figure 79, do not show the presence of any Cs precipitate.

Summary of observations on samples set II

The main observations performed on samples from set II are related to Mo and Cs chemistry:

-Two different molybdenum metallic phases have been observed in samples R1500 and R1700, which differ in their Mo/Ru ratio. The Mo/Ru ratio of the precipitates more concentrated in Mo was further modified at 1973 K. Indeed, this ratio increased 50% from sample R1500 to sample R1700.

-Mo XANES spectra collected using a micro beam on three precipitates of sample T 0 -R were very similar to the Mo spectra collected in the matrix of these samples, using a macro beam. It was observed that Ru, also present in the metallic precipitates, modifies the Mo local structure.

-Mo XANES collected using a macro beam on samples T 0 -0, R300 and R1200 were similar and no annealing test effect was observed. The spectra collected on samples R1500 and R1700 would indicate a more important contribution of metallic Mo, which was attributed to the apparition of precipitates with a composition corresponding to the β phase of the Mo-Ru phase diagram.

- The usual typical annealing treatments performed consisted on several temperature plateaux maintained for a short time under a specific atmosphere that remained the same for the whole test.

The Temperature evolution for the first test, VEGA-1 is shown in Figure 112.

Figure 112: Temperature evolution on VEGA-1 test.

Regarding the tests samples, UO 2 fuel from Japanese PWR were employed for tests 1, 2, 3, 4 and 5.

Test M1 and M2 were conducted employing MOX fuel fabricated in Japan, and irradiated at the Advanced Thermal Reactor (ATR). Tests 6, 7 and 8 were conducted employing UO 2 samples from Japanese BWR.

HEVA-VERCORS

The French research on nuclear severe accidents started with the HEVA program from 1983 to 1989 followed by the VERCORS, VERCORS HT and VERCORS RT from 1989 to 2002, and since 2011 with the VERDON program. All these programs have been conducted by the CEA. The HEVA program, which consisted in 8 test, has permitted to study FP release up to a temperature of 2370 K [START_REF] Leveque | Programme Expérimentale HEVA -Rapport Final[END_REF]. In the VERCORS program (6 tests) temperatures up to 2600 K where achieved, which permitted to increase the FP database with FP of lower volatility. The VERCORS HT (for High Temperature, 3 tests) and VERCORS RT (for Release of Transuranics, 8 tests) permitted, using innovative experimental devices for the time, to reach temperature in the range of fuel fusion (Pontillon et al., 2010). This made possible to study the release of non-volatiles FP and Transuranics, to measure the kinetics of deposition of FP, to better characterize the chemicals forms of iodine and finally to analyse the interaction of FP with structural materials [START_REF] Leveque | Programme Expérimentale HEVA -Rapport Final[END_REF]. "ceramic column" through the porous insulators and along both sides of the susceptor tube. It is maintained in slight over-pressure regarding the experimental gas in order to create a protection of the susceptor tube (in tungsten) against oxidation from the experimental fluid. FP release kinetics are measured thanks to three complementary on-line gamma spectrometry stations and one micro gas chromatograph: One gamma station aimed directly to the fuel sample, allowing to follow qualitatively the remaining FP in the sample; the second gamma station aimed to the aerosol filter, allowing to identify the deposited species; the third gamma station was aimed to the may-pack filter.

MERARG

Irradiated fuel sample FRAG3 was submitted to an annealing test using the MERARG experimental loop, located in Cell 7 at the LECA-STAR facility, CEA Cadarache. The main components of the experimental loop, presented in Figure 122, are an electromagnetic induction furnace where samples are placed, a γ-Spectrometry unit followed downstream by a µ-Gas Chromatograph and a gas container. The main components of this experimental device are: The induction furnace: The furnace is located in the high-activity cell. The irradiated fuel sample is placed in a metallic crucible which is placed at the centre of the induction spires. This crucible acts then as a susceptor, transforming the electromagnetic waves into heat. The sealed chamber of the furnace is constituted by a quartz tube within which the crucible is placed. The carrier gas (Ar + 4% H 2 for IS sample) which assures the atmosphere of the tests circulates constantly through the quartz tube at rather low flow, generally of 60 cm 3 .min -1 . The gamma-spectrometry detector: The on-line gamma detector was directed to the crucible, in order to measure the Cs instantaneous release. A second gamma spectrometry detector, located between the furnace and the glove-box, measures on-line the fission gasses release ( 85 Kr). Glove box and μ-GC: After the furnace the carrier gas is conducted to a glove box where, if necessary according to tests objectives, is analysed by a µ-Gas Chromatograph and is finally collected in a container. A picture of the MERARG furnace is presented in Figure 123. 

Denomination

SIMFUELS

Scanning Electron Microscopy (SEM) was performed using a Philips XL30 FEG instrument, equipped with an EDAX-EDS system allowing us to determinate the distribution and content of FP using Energy Dispersive Xray Spectroscopy (EDS) methods. Acceleration tension was set to 15 kV. The X-ray lines used to analyse the sample are the L1 ones except to uranium and oxygen for which M1 and K1 have been respectively collected. Image analysis was performed using the analySIS pro 5.0 software, from Olympus Soft Imaging Solutions. This software allowed determining the ECD (Equivalent Circle Diameter) of precipitates as well as their area contribution (percentage of the total area that is occupied by precipitates).

Irradiated Fuels:

SEM observations on irradiated fuels samples were performed using a 'Philips' XL30 device on which the WDX 'Microspec' spectrometer has 'home made' shielding. Large field acquisitions were performed thanks to the ADDA 'SIS' system. The AnalySIS software was also used for the exploitation of these results.

Electron Probe Micro Analysis (EPMA)

EPMA analyses on irradiated fuel samples were performed using a shielded CAMECA SX100R device equipped with the 'SAMx' system for acquisition and exploitation of measurements. This device is also located at the LECA-STAR facility. Incident electron beam characteristics were set at 20 kV and 200 nA.

Secondary Ion Mass Spectroscopy (SIMS)

SIMS analyses both on irradiated fuel and SIMFUEL samples were performed at the SIMS device located at the LECA-STAR facility. A "CAMECA" IMS 6f secondary ion mass spectrometer, also installed inside a shielded glove-box cell was used. The key features of this device are presented in [START_REF] Rasser | A new shielded SIMS instrument for analysis of highly radioactive materials[END_REF]. A diagram describing this device is presented in Figure 125. Regarding the experimental conditions, the beam acceleration tension was set to 10 keV with an intensity of 100 nA. Cs implantation profiles in SIMFUEL samples were obtained through the double crater method. This method consists in performing a scanning pulverisation with the probe in a fixed position, over a surface of 200 x 200 µm. Only ions coming from a 60 µm diameter circle centred in the scanned area are measured. The depth of the crater is then measured by SEM in order to determine the implantation depth. 6.6.5. X-Ray Diffraction XRD analyses on the VERDON 1 samples were performed at the LECA-SATR facility, using a special designed device. This equipment is located in a hot cell which allows the analysis of irradiated nuclear fuels. Besides, in order to avoid gamma radiation effects on X-ray detection, a point detector coupled to a graphite monochromator is used. The goniometer is a standard one (Type XRD 3001) from GE-Inspection Technologies Company. A specific focusing device has been designed (using Kb mirrors), allowing a 100 µm diameter µ-X-ray beam. X-rays with two wavelengths (1.5406 and 1.5444 Å) are produced by a conventional copper tube. A picture of the hot cell where the DRX device is placed is presented in Figure 126, along with a picture of the devise itself.