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Introduction

The discovery of the giant magnetoresistance in 1988 is considered as the birth date of a new and dynamic research field called spintronics. The rich physics associated with spin transport has created a breakthrough for the future of nano-electronics. Giant magnetoresistance (GMR)

based sensors have enhanced the data storage density by several orders of magnitude and this trend will continue to be pursued with the oncoming non-volatile magnetic recording randomaccess memories (MRAMs). In the magnetism roadmap, spin-torque oscillators (STOs) are candidates for future generation of spintronic based rf-devices.

The concept of a spin torque oscillator originates with the discovery of the spin transfer torque.

The transfer of spin between a spin-polarized current and the magnetic moments of a ferromagnet can compensate the magnetic damping and thus lead to sustained oscillations of the magnetization. Combined with the magnetoresistive effect, it leads to a device called a spin-torque oscillator that convert a dc-current into voltage oscillations. These new and promising oscilla- In the second part, I investigate the dynamics of a double vortex based STO in the autonomous and non-autonomous regime. The experimental measurements have been performed on hybrid magnetic tunnel junctions that combine a Cu based double vortex spin-valve above a magnetic tunnel junction with a synthetic antiferromagnet (SAF) polarizer as presented in the appendix A. In chapter 3, I demonstrate that the coupled mode dynamics are strongly affected by the vortex core configuration. A better spectral coherence is reported in anti-parallel vortex core configuration (APc) compared to parallel core configuration (Pc). I associate this feature to the dipolar repulsion between the two vortex cores and correlate it to a lower critical current and a higher effective damping in the APc configuration. I thus demonstrate that mode coupling can be used to improve the rf-properties of the vortex gyrotropic mode. In chapter 4, I present the different non-autonomous regimes of a vortex based STO and experimentally investigate the injection locking and the resonant excitation driven by an rf-current. I first demonstrate that the locked state is mainly driven by a strong in-plane Field-like torque in our magnetic tunnel junctions (MTJs), leading to a record thermal stability for a spin-torque oscillator. In this "pure" phase locked state, I prove the absence of phase slips, i.e desynchronization/resynchronization events, that are detrimental for the stability of the spin-torque oscillator. Then I extend my study on the case of a damped oscillator resonantly excited by an rf-current at a fraction of the eigenfrequency. For the first time, a phenomenon of superharmonic resonance in an STO is reported. There, I discuss the origin of the excitation mechanism, either "normal" and/or parametric resonances. In chapter 5, I highlight the limits of the single mode approach in our double vortex based STO. In a regime of strong interaction between the two coupled modes, one can no longer consider that one mode is excited by spin-transfer force while the other is damped. Thus, I show that the mode interaction can lead to exotic new phenomena in STOs, such as "self-resonance" and chaotic behaviors, in both the autonomous and non-autonomous regimes.

In the last part, I propose three different concepts of STO based rf-devices. First, I present in chapter 6 a preliminary study towards the development of an on-chip STO based phase locked loop. I analytically highlight the correlation between the locking process of such a phase locked loop and the one of a modulated STO. In chapter 7, I first theoretically study the spindiode excitation in a vortex based STO. By taking advantage of the large Field-like torque in our MTJs, a new rf detection scheme based on the resonant and reversible expulsion of the vortex core is proposed. This novel detection scheme is shown to be more efficient than the state of the art Schottky diode. Finally, in chapter 8 I show the first experimental observation of the electrical synchronization of two STOs. I study the properties of the synchronized state depending on the relative parameters of each STO and on the phase shift between them. In the best locking conditions, I succeed to observe, as theoretically predicted, a quantitative enhancement of the output power by a factor 4 and of the spectral coherence by a factor 2.

Chapter 1

From spin-polarized current to spin-torque oscillators Furthermore they have a much higher resistivity than the 3d transition metals and a high magnetic anisotropy so that they are more found in the development of permanent magnets.

At the Fermi energy, 3d transition metals have an electronic configuration with two electronic shells: the 4s shell is filled and the 3d shell is partially filled as represented in Fig. 1.1. The 4s shell has as many conduction electrons with an up spin and a down spin. Thus the 4s shell only contributes to the transport properties of the materials and not to its ferromagnetic properties 1 . On the contrary, the 3d is half-filled and the exchange interaction between neighbouring electrons favors the alignment of the spins. At the Fermi level, the reduction of exchange energy associated with two parallel spins is higher than the increase of kinetic energy (Stoner criteria).

This favors the spins to align in one preferential direction and induces an energy splitting of the 3d conduction shell into two sub-shells associated with each direction of spin as represented in Fig. 1.1. At the Fermi level, a 3d transition metal has two different density of states, one for each direction of spin (↑ and ↓) which defines a preferential spin orientation leading to a ferromagnetic ordering. 

2). In Ni alloys, such as

NiFe that we investigate in this work, the 3d ↑ shell is full and only the number of electron with ↓ spin decreases. In the alloy, the increase of net magnetic moment corresponds to the number of ↓ electrons that has been removed. A ferromagnetic alloy with a Fermi level above the 3d ↑ sub-shell can thus be obtained. Thus, the 4s ↑ electrons, more delocalized and responsible of the transport properties (higher DOS at Fermi level), do not scatter through the localized state of the 3d ↑ sub-shell. On the contrary, the 4s ↓ electrons can diffuse through the 3d ↓ sub-shell. This results in different transport properties for the two directions of spin, i.e to a lower resistivity r ↑ for the ↑ electrons than the resistivity r ↓ for ↓ electrons [START_REF] Fert | Two-Current Conduction in Nickel[END_REF].

1.1.2 Giant magnetoresistance (GMR) effect and spin-polarization of the current 1.1.3 Principle of the GMR

The giant magnetoresistance discovered by A. Fert and P. Grünberg [2,3] can easily be described in a two channel model. The effect of magnetoresistance takes place in ferromagnetic / non-magnetic / ferromagnetic multilayers, i.e. in a system called a spin-valve. Two kinds of spin-valves can be distinguished depending on the direction of the injected current, either in the plane (CIP) of the multilayers as it was first observed, or perpendicular to the plane (CPP) of the multilayers.

In this thesis, we focus on the CPP configuration. In the first FM, the electrons with majority spins, i.e with spins parallel to the local magnetization, are less scattered. Then we assume that the spin of electrons is conserved during the transport in the non-magnetic layer. This hypothesis is valid if the NM layer is thinner than the spin diffusion length (mean distance between two collisions leading to a spin flip). Indeed, due to spin-accumulation the current remains spin-polarized in the NM layer over the spin-diffusion length in CPP configuration and not only over the mean free path (mean distance between two diffusive events) as in CIP configuration. In the second FM layer, the transport of electrons is again facilitated for the spins parallel to the local magnetization. Taking into account the transport in the two FM layers, we can model a resistance equivalent to the spin-valve for each magnetic configuration, respectively R P and R AP for parallel (P) or antiparallel (AP) magnetizations in the two ferromagnetic layers as shown in Fig. 1.3.

For two non-collinear ferromagnetic layers, the expression of the spin valve-resistance R depends on the magneto-resistance ratio (GMR) and on the angle θ between the magnetic layers [START_REF] Levy | Electrical conductivity of magnetic multilayered structures[END_REF]:

R = R p 1 + GM R 2 (1 -cos(θ)) with GM R = R AP -R P R P (1.1)
In all metallic spin-valves, the GMR ratio is generally between 1 and 10 % at room temperature with the largest ratio in Heusler alloys [START_REF] Inomata | Large Tunneling Magnetoresistance at Room Temperature Using a Heusler Alloy with the B2 Structure[END_REF]. Much larger ratio up to a few hundred percents are obtained in MTJ junctions [START_REF] Yuasa | Giant room-temperature magnetoresistance in single-crystal Fe/MgO/Fe magnetic tunnel junctions[END_REF] with an insulating non-magnetic spacer. The two current approach does not permit to estimate the current spin-polarization for GMR or MTJ junctions. More complex models have been developed to investigate in more details the spin-polarized transport properties: the Valet-Fert model [START_REF] Valet | Theory of the perpendicular magnetoresistance in magnetic multilayers[END_REF] for GMR spin-valves, the Julliere model [START_REF] Julliere | Tunneling between ferromagnetic films[END_REF] and then the Slonczewski model [START_REF] Slonczewski | Current-driven excitation of magnetic multilayers[END_REF] for MTJ junctions. For a MTJ junction such as will be presented later in this thesis, the Slonczewski model allows to solve the Schrödinger equation for two identical ferromagnetic electrodes, modelled with parabolic and shifted densities of states for the majority and minority spins, and separated by a rectangular potential barrier in the free electrons approximation. By considering that only the -→ k vectors normal to the surface ( -→ k // = 0) participate to the transport of electrons, the tunneling conductance dependency with the magnetization angle between the two electrodes θ is expressed as:

G(θ) = G 0 1 + P 2 ef f cos(θ) with P ef f = k ↑ -k ↓ k ↑ + k ↓ κ 2 -k ↓ k ↑ κ 2 + k ↓ k ↑ (1.2)
The effective spin polarization, P ef f , depends on both the wave vectors of minority k ↑ and majority k ↑ spins in the ferromagnetic electrodes and on the attenuation constant of the wave functions inside the tunnel barrier κ. The attenuation constant κ depends on the height and on the width of the barrier. Thus the spin-polarization is hence not a property of the ferromagnetic metal but of the ferromagnet/insulator bilayer. From these expressions, the TMR ratio can be written as:

T M R = 2P 2 ef f 1 -P 2 ef f (1.3)
The first MTJs were developed with amorphous alumina barriers [START_REF] Miyazaki | Giant magnetic tunneling effect in Fe/Al 2O 3/Fe junction[END_REF][START_REF] Gallagher | Microstructured magnetic tunnel junctions (invited)[END_REF][START_REF] Moodera | Large Magnetoresistance at Room Temperature in Ferromagnetic Thin Film Tunnel Junctions[END_REF]. In 2004, Yuasa et al. [START_REF] Yuasa | Giant room-temperature magnetoresistance in single-crystal Fe/MgO/Fe magnetic tunnel junctions[END_REF] and Parkin et al. [START_REF] Stuart | Giant tunnelling magnetoresistance at room temperature with MgO (100) tunnel barriers[END_REF] respectively demonstrated on epitaxial MgO junctions with Fe and CoFe electrodes that the TMR ratio does not only depend the weight and width of the barrier but also on the crystalline orientation and on the nature of the barrier (epitaxial or amorphous).

The crystalline structure of the barrier introduces a filtering mechanism as predicted by Zhang

and Butler [START_REF] Zhang | Large magnetoresistance in bcc Co/MgO/Co and Fe-Co/MgO/FeCo tunnel junctions[END_REF]. The Bloch states in the ferromagnets couple at the interface with the evanescent states of the insulating layer. Using crystalline MgO barrier, the minority electrons have faster decay rates as their Bloch states are coupled with evanescent wave functions that attenuate much faster in the barrier. Consequently, the effective polarization is higher in crystalline MTJs.

1.1.5 Transfer of spin angular momentum In 1996, J. Slonczewski [START_REF] Slonczewski | Current-driven excitation of magnetic multilayers[END_REF] and L. Berger [START_REF] Berger | Emission of spin waves by a magnetic multilayer traversed by a current[END_REF] introduced the concept of spin-transfer (ST) by demonstrating theoretically that a spin-polarized current can excite spin-waves and even reverse the magnetization of a magnetic layer in a thin FM1/NM/FM2 spin-valve.

In CPP configuration, a dc-current I dc is injected perpendicularly to the structure. The first ferromagnetic layer is thick so that it plays the role of a fixed polarizing layer. The second ferromagnetic layer is thin and thus its magnetization is free and sensitive to the effect of an injected spin-current. The two magnetic layers are separated by a thin non-magnetic metal or an insulator. The magnetization of the two ferromagnetic layers make a small angle θ (see with P i the spin-polarization at the NM/FM2 interface, γ 0 the gyromagnetic ratio, e the elementary charge, g the Landé factor (equal to 2 for an electron), µ B the Bohr magneton, -→ m 1

and -→ m 2 the unit vectors parallel to -→ M 1 and -→ M 2 . It can also be noted that the torque depends on the sign of the current direction. Several studies later confirmed [START_REF] Ion Garate | Nonadiabatic spin-transfer torque in real materials[END_REF][START_REF] Tserkovnyak | Current-induced magnetization dynamics in disordered itinerant ferromagnets[END_REF] that the ST torque is an interfacial phenomenon and that the transverse spin-current component is absorbed over a few atomic planes. If we consider an interface between a ferromagnetic metal and a non-magnetic layer, an incident spin-current -→ I inc is either transmitted

- → I trans or reflected - → I ref .
Locally, the torque exerted on the local spins (or magnetic moment of the free layer) is equal to :

- → τ = - → I trans + - → I ref - - → I inc (1.5)
Again, only the transverse component of the spin-current is absorbed and acts as a torque on the magnetization. Three absorption mechanisms drive the effect of spin transfer:

1. First, the difference between -→ I inc⊥ and -→ I ref ⊥ --→ I trans⊥ leads to a non-zero torque.

2. In the ferromagnetic free layer, the spins precess around the exchange field with a random phase. Above the phase coherence length (around 1 nm), one can consider that -→ I trans⊥ = 0. Thus, the spin transfer torque can be written as

- → τ = - → I inc⊥ + - → I ref ⊥ .
3. In metallic systems, the transmitted and reflected conduction electrons have random phases as represented in Fig. 1.5. Thus their average contribution on all the -→ k vectors is zero. In this case, the torque exerted by a current polarized along p on the local magnetization -→ m is called the Slonczewski torque and it can be described as :

---→ τ Slonc = τ Slonc - → m × ( - → m × - → p ) with τ Slonc = - I dc P γ 2LM s µ 0 e (1.6) 
with M s and L the respective saturation magnetization and thickness of the magnetic layer, µ 0 the vacuum permeability, γ the gyromagnetic ratio and e the electron charge.

In magnetic tunnel junctions, mainly the wave vectors around -→ k = 0 are transfered. The phase coherence of the reflected wave vectors is thus higher and --→ I ref ⊥ is non-zero. This effect gives rise to a second spin transfer torque that acts like a field and is called the Field-like torque:

-→ τ F L = τ F L - → m × - → p (1.7)
with τ F L the Field-like torque efficiency. Its amplitude varies from 0.1-0.4 the Slonczewski efficiency in MTJs [START_REF] Chanthbouala | Vertical-current-induced domain-wall motion in MgObased magnetic tunnel junctions with low current densities[END_REF][START_REF] Kubota | Quantitative measurement of voltage dependence of spin-transfer torque in MgO-based magnetic tunnel junctions[END_REF][START_REF] Jack | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF][START_REF] Wang | Time-resolved measurement of spin-transfer-driven ferromagnetic resonance and spin torque in magnetic tunnel junctions[END_REF]. The origin of this torque remain in debate and different mechanisms have been proposed to explain it such as interlayer exchange coupling [START_REF] Theodonis | Anomalous Bias Dependence of Spin Torque in Magnetic Tunnel Junctions[END_REF] or spin relaxation process [START_REF] Zhang | Large magnetoresistance in bcc Co/MgO/Co and Fe-Co/MgO/FeCo tunnel junctions[END_REF]. In this thesis, we will show that in vortex based systems, the contribution of the Field-like torque can be large compared to the Slonczewski torque due to the different symmetries of the two torques. We will especially highlight the crucial role of the Field-like torque in the non-autonomous regime of a vortex based STO. More recently, new type of spin-torques arising from spin-orbit interactions have been identified (Spin Hall effect, Rashba Edelstein effect). These spin-orbit interactions are intrinsic in magnetic materials with large spin orbit coupling like the 4f rare earths or extrinsic in magnetic materials containing impurities with a high spin-orbit coupling. Recently, they have been rather studied as interfacial effects between a ferromagnetic material and a non magnetic metal with a strong spin-orbit (SO) coupling. The main idea is that a charge current injected in the non-magnetic metal with a SO coupling could lead to the generation of either a pure spin-current or/and a spin-accumulation at the FM/NM inferface. A spin-accumulation and spin-current are not fundamentally decorrelated. However one should consider that the Spin-Hall effect mainly leads to the generation of a spin-current2 (scattering of spin up and down) [START_REF] Zhang | Spin Hall Effect in the Presence of Spin Diffusion[END_REF][START_REF] Demidov | Control of Magnetic Fluctuations by Spin Current[END_REF] while the Rashba effect leads to spin-accumulation through spin-filtering (k filtering at the interface) [START_REF] Mihai Miron | Perpendicular switching of a single ferromagnetic layer induced by in-plane current injection[END_REF][START_REF] Rojas Sánchez | Spin-to-charge conversion using Rashba coupling at the interface between non-magnetic materials[END_REF]. It must be noted that spin-orbit torques in bilayers can be observed only if the conductivity of the NM metal is larger than that of the ferromagnetic layer.

Both a interfacial pure spin current ("Slonczewski like effect") or a spin-accumulation ("Fieldlike effect") will act on the local magnetization and can thus be associated with a spin-orbit torque -→ τ SO . The efficiency of the different spin-orbit torques remains under debate in many of metals with a strong SO [START_REF] Garello | Symmetry and magnitude of spin-orbit torques in ferromagnetic heterostructures[END_REF]. However all the studies agree that the spin-orbit interaction is generally proportional to Z 4 and so focus on metals with a high atomic number Z like Pt, Pd, Ta, Au or W. One main advantage of these spin-orbit torques is that no charge current flows in the ferromagnetic layer which permits to avoid detrimental phenomena like Joule heating.

Magnetization oscillations due to spin-current injection 1.2.1 Magnetization dynamics with the Landau-Lifschitz-Gilbert equation

In a FM1/NM/FM2 trilayer, the spin torques modify the magnetization direction of the free layer -→ m 2 . The dynamics of uniform magnetization (macro-spin model) is described by the phenomenological Landau-Lifschitz-Gilbert equation (LLG) [START_REF] Gilbert | Abstracts of Papers to be Presented at the 1955 Thanksgiving Meeting at the University of Chicago[END_REF] in which the spin torques are included (see also Fig. 1.6):

d -→ m 2 dt = -γ -→ m 2 × - → H ef f + α -→ m 2 × d -→ m 2 dt + τ Slonc -→ m 2 × ( -→ m 2 × - → p ) + τ F L -→ m 2 × - → p (1.8)
The first term describes the magnetization precession around the effective field --→ H ef f that takes into account the contributions of the external field, the anisotropy field and the coupling fields (γ is the electron gyromagnetic ratio). The second term corresponds to the damping term. The last two terms correspond to the Slonczewski and Field-like spin-transfer torque with τ Slonc and τ F L , their relative efficiencies, and p the direction of spin polarization. In our study, we will consider only the "classical" Slonczewski and Field-like torques. From the LLG equation, we can then define the effective damping (in first approximation, we neglect the the Field-like torque and the nonlinear damping term):

α = α + I dc P γ 2LM s µ 0 e (1.9)
We notice that the spin-transfer torque acts as an extra-or anti-damping torque depending on the dc-current sign. When the spin-transfer torque and the damping term cancel each other out, the effective damping term is zero. Depending on the shape of the energy potential, it can either switch the magnetization or trigger sustained oscillations of the magnetization which leads to the concept of spin-torque oscillator.

Principle of the spin-torque oscillator

In spin-valve multilayers (GMR or TMR junctions), sustained oscillations of the magnetization at the eigenfrequency of the excited magnetic free layer can be excited through the spintransfer torques generated by the dc-current. The magnetoresistance (MR) effect converts the oscillations of magnetization in voltage oscillations, which can then be detected using a spectrum analyzer or an high frequency oscilloscope. Thus spin-torque oscillators (STO) convert a dc-current into voltage oscillations at the device terminals as represented in Fig. 1.7.

The main features of a spin-torque oscillator are the following: its frequency, its emitted power, its spectral coherence and its tunability. The frequency of a STO can go from 100 MHz for a magnetic free layer in the vortex configuration up to 70 GHz for perpendicularly magnetized free layer [START_REF] Bonetti | Spin torque oscillator frequency versus magnetic field angle: The prospect of operation beyond 65 GHz[END_REF]. The power is proportional to the square of the voltage and so to the square of the dynamical part of the MR ratio. In magnetic tunnel junctions, the output emitted power can thus reach a few microwatts while the power of GMR based STO remains below 1 nW even for Heusler alloys with large spin polarizations [START_REF] Okura | High-power rf oscillation induced in half-metallic Co2MnSi layer by spin-transfer torque[END_REF]. However in a MTJ the applied voltage, and so the amplitude of oscillations, is limited by the breakdown voltage of MTJs (< 1 V). This restrains the STO frequency tunability that is determined by its amplitude of oscillations as in any nonlinear system. To lower the critical current required to obtain sustained oscillations, the choice of magnetic material is crucial as it determines both the damping parameter and the anisotropy of the system. Generally soft ferromagnetic materials like Co, Fe, Ni and their alloys are used as they have low anisotropies, relatively low damping parameters (α between 0.005-0.03) and also relatively large spin-polarization (P = 0.1 -0.4).

Different families of spin-torque oscillators

The first spin-torque oscillators have been measured in 2003 by Kiselev et al. [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spinpolarized current[END_REF] in confined nanodots with an in-planely magnetized free layer. Then, Rippard et al. [START_REF] Rippard | Direct-Current Induced Dynamics in C o 90 F e 10 / N i 80 F e 20 Point Contacts[END_REF] demonstrated that point contact based STOs with similar magnetic configuration could reach higher frequency of oscillations. These first results were observed in GMR based STOs and the output emitted power was below 1 nW. In 2006, a record 10 nW emitted power was reported for a MTJ based STO [START_REF] Alexey | Spin transfer stimulated microwave emission in MgO magnetic tunnel junctions[END_REF]. Until now, MTJ based STOs have been limited to confined nanodots and to the recent sombrero shape STOs [START_REF] Maehara | Large Emission Power over 2 µW with High Q Factor Obtained from Nanocontact Magnetic-Tunnel-Junction-Based Spin Torque Oscillator[END_REF]. The geometry of point contact, where the free magnetic free is spatially extended, is currently limited in output power as realizing MTJ based nanocontacts is a real challenge.

In these first results, the STOs had an in-plane magnetized free layer. Later on, other types of spin-torque oscillators have been reported like the vortex based STO in 2007 [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF] and the bullet mode STO in 2010 [START_REF] Bonetti | Experimental Evidence of Self-Localized and Propagating Spin Wave Modes in Obliquely Magnetized Current-Driven Nanocontacts[END_REF]. With the stabilization of skyrmions at room temperature [START_REF] Jiang | Blowing magnetic skyrmion bubbles[END_REF],

skyrmion based STOs are anticipated [START_REF] Kim | Breathing modes of confined skyrmions in ultrathin magnetic dots[END_REF] and might present a higher thermal stability than other STOs. Up today, vortex based STOs present the lowest linewidths given that the vortex gyrotropic mode is much lower in energy than the other vortex modes and involves larger magnetic volume than other type of STOs.

In these different families of STOs, one key issue for applications is to avoid the use of magnetic field. In the last few years, different tricks have been proposed to tackle this issue. For STOs with an in-plane free layer, Houssamedine et al. [START_REF] Houssameddine | Spin-torque oscillator using a perpendicular polarizer and a planar free layer[END_REF] and Devolder at al. [START_REF] Devolder | Spin transfer oscillators emitting microwave in zero applied magnetic field[END_REF] respectively proposed to use a perpendicular polarizer or an in-plane polarizer shifted by 90 More generally, one common characteristic of all types of spin-torque oscillators is their strong nonlinear behavior that couples their amplitude of oscillations to their frequency. This nonlinear behavior strongly enhances the STO agility but also leads to a detrimental loss of spectral coherence. Understanding and controlling the non-linear behavior of spin-torque oscillators is thus a crucial concern that can be addressed in the "auto-oscillator model" [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF].

Nonlinear behavior and auto-oscillator framework

To model the STO behavior, Slavin et al. [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] proposed a general formalism that can describe the dynamics of any nonlinear oscillator (STO, voltage control oscillator, pendulum etc). This model, called "the auto-oscillator model", permits to predict the necessary conditions to establish a regime of self-sustained oscillations and to evaluate the effect of thermal noise on the sustained regime. Furthermore, it can also predict the conditions for synchronizing the oscillations with an external periodic signal. In the last few years, different analytical, experimental and micromagnetic studies have demonstrated that the dynamics of STOs can be well described by this theoretical model. In this section, we present the main ingredients of this model that we will use to discuss our experiments in different chapters of the manuscript. In chapter 4, we will adapt this model to the vortex based STO locked with an external current and highlight how the locking process can be precisely tuned through the spin-transfer locking forces.

Auto-oscillator equation

The auto-oscillator model describes in a complex form the dynamics of a single excited mode.

In a STO, the hypothesis of a single mode excited by spin-transfer torque is quite strong as we will see in this manuscript. However this model is widely used as it fits well with the experimental results even when several weakly coupled modes are excited. In this framework, an excited mode is modelled by a variable c(t) = q(t) exp iΦ(t) with q(t) = |c(t)| 2 and Φ(t) = arg[c(t)] its respective power and phase. The mode dynamics are then described by the following equation :

dc dt + iω(|c| 2 )c(t) + [Γ + (q) -Γ -(q)]c(t) = f (t) (1.10)
with ω the oscillator resonance frequency, Γ + the intrinsic damping for energy dissipation, Γ - the negative damping corresponding to the action of the energy source, and f (t) the driving term which model the interaction with external signal or thermal fluctuations. For spin-torque oscillator, the intrinsic positive damping is defined by the Gilbert damping. The negative damping corresponds to the effect of the spin torque and is thus proportional to the applied current I. All the system parameters generally depend on the auto-oscillation power p = |c| 2 so that the spin-torque auto-oscillator is a nonlinear system.

Self-sustained regime

The dynamics of an isolated (f (t) = 0) auto-oscillator equation can be described by its phase Φ(t) and amplitude q(t) dynamics:

     dq dt + 2[Γ + -Γ -]q(t) = 0 dΦ dt q(t) + ω(q) q(t) = 0 (1.11)
This system has a stationary solution c 0 (t) = √ q 0 exp iΦ 0 (t) with a non-zero power if Γ + (0) > Γ -(0). Thus the condition Γ + (0) = Γ -(0) determines the threshold for sustained oscillations (see Fig. 1.8). The stable solution is then determined by the condition Γ + (q 0 ) = Γ -(q 0 ) where the negative damping exactly compensates the positive damping, i.e where the effective damping is equal to zero. Generally, the negative and positive damping respectively increases and decreases with p 0 so that the system has a unique and stable solution.

The stationary power p 0 and the frequency of oscillation ω are expressed as [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF]:

     p 0 = ζ-1 ζ+Q ω = ω 0 + N ζ-1 ζ+Q (1.12)
with ζ = I/I th the dimensionless supercriticality parameter, Q the nonlinear positive damping parameter (Γ + = Γ G (1 + Qp)), ω 0 the oscillator's intrinsic frequency and N = dω/dp the nonlinear frequency shift which links the power to the phase of the oscillator. The stationary power is thus equal to zero at the threshold current and increases with the supercriticality.

One should notice that a modification of power creates a change of the oscillating frequency (see Fig. 1.8).

To determine the stability of this solution, we linearize Eq. 1.11 around p = p 0 . Thus we determine the damping rate Γ p for small power deviations δp:

Γ p = ( dΓ + (p) dp - dΓ -(p) dp )p 0 (1.13)
The stationary solution is thus stable only if

Γ p > 0, i.e dΓ + (p) dp > dΓ -(p)
dp which is the case of a spin-torque oscillator [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF]. For an STO, the damping rate is expressed as:

Γ p = (ζ -1)Γ G (1.14)
with Γ G the linear contribution of the positive damping. One can notice that we find again that Γ p is positive only for ζ > 1, i.e. in the regime of self-sustained oscillations.

Contrary to most oscillators in nature, the nonlinear frequency shift N of a STO is generally large. This means that the phase of a STO is strongly coupled to its amplitude and so that STOs are highly nonlinear oscillators. A relevant parameter to describe the impact of this coupling on the STO dynamics will be the nonlinear dimensionless parameter ν:

ν = N p 0 Γ p (1.15)
In a spin torque oscillator, ν is generally large (ν >> 1). This parameter ν will be particularly crucial to understand the non-autonomous regimes of a STO or the dynamics of a STO under thermal fluctuations as we will see in this manuscript. 

Effect of thermal fluctuations on the auto-oscillator's dynamics

The small size of a spin torque nano-oscillator makes them really sensitive to noise as the energy of the thermal fluctuations are of the same order as the energy of the system at room temperature. In the presence of thermal noise, the auto-oscillator complex variable c(t) is no longer monochromatic. Thus the frequency spectrum of the auto-oscillator is no longer a Dirac peak but has a finite linewidth ∆ω. Generally the thermal noise f b (t) can be considered as a white Gaussian stochastic process.

The linearized equation of motion of the spin-torque oscillator under the influence of noise is expressed as:

     dδq dt + 2πf p δq(t) = 2 √ q 0 g b (t) dδΦ dt + ω ST O (|q| 2 ) = 1 √ q 0 h b (t) (1.16) with g b (t) = Re[f b (t) exp (-iΦ(t))] and h b (t) = Im[f b (t) exp (-iΦ(t))],
and ω ST O the STO frequency. The amplitude dynamics is driven by a retroaction process, due to the retroaction force 2πf p δq(t) with f p = Γ p /π, which is not the case of its phase that diffuses during time.

Thus the oscillator linewidth will mainly be determined by the phase dynamics [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF].

From the fluctuation-dissipation theorem, it is also possible to calculate the diffusion constant ∆f 0 associated with the thermal noise [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF]:

∆f 0 = Γ + (q 0 ) k b T E(q 0 ) (1.17)
with Γ + the intrinsic damping, k b T the thermal energy, E the energy of the system. Given the absence of a phase retroaction, the linewidth of a linear oscillator (ν = 0) is thus directly equal to ∆f 0 . For a nonlinear spin-torque oscillator, the linewidth ∆f strongly depends on the amplitude/phase coupling as demonstrated by J. V. Kim et al. [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF]:

∆f = (1 + ν 2 )∆f 0 (1.18)
The strong impact of the amplitude/phase coupling on the linewidth contributes a lot to the quite poor spectral coherence of STOs.

To analyze more in details the spectral coherence of a STO, one should not only focus on its linewidth but also on the spectral densities of amplitude and phase noises which represent the repartition of power around the oscillating frequency. Indeed depending on the type of rf-applications, the noise requirements are at a different frequency offset, i.e. more or less closer to the oscillator frequency carrier f 0 . By solving the linearized equation of motion of the spin-torque oscillator in the Fourier domain (see Eq. 1.19), we can establish the expressions of the amplitude and phase noise spectral densities:

     S δp = ∆f 0 π 1 f 2 +f 2 p S δΦ = ∆f 0 πf 2 + ν 2 f 2 p f 2 S δp = ∆f 0 πf 2 1 + ν 2 f 2 p f 2 +f 2 p (1.19)
Through time domains measurements, M. Quinsat et al. [START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] and E. Grimaldi et al. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] respectively demonstrated the validity of these equations on uniformely magnetized STOs and vortex based STOs. In Fig. 1.9, we notice that (f p , ∆f 0 and ν) are the three parameters that drive the oscillator response to thermal fluctuations. It can be seen that the amplitude-phase coupling increases by 14 dB (10log(1 + ν 2 )) the phase noise level for frequency offset lower than f p . Controlling and understanding the three parameters, i.e f p , ∆f 0 and ν, that drive the oscillator dynamics is thus a crucial issue to enhance the spectral coherence of a STO. In this perspective, different approaches can be considered: 1. The reduction of the linear linewidth ∆f 0 : Vortex based STOs are particularly promising as their dynamics involve larger oscillations of magnetization than uniformely magnetized STOs, which increase their energy E(q) and reduce ∆f 0 . Vortex based STO thus present lower linewidth than uniformly magnetized STOs (300 kHz [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF] compared to 20 MHz [START_REF] Houssameddine | Spin torque driven excitations in a synthetic antiferromagnet[END_REF] in NiFe based junctions).

2. The development of magnetic materials with lower damping constant α than the generally used NiFe: For example, FeB junctions are particularly promising with a damping constant α two times lower than permalloy (0.005 for FeB [START_REF] Konoto | Effect of MgO Cap Layer on Gilbert Damping of FeB Electrode Layer in MgO-Based Magnetic Tunnel Junctions[END_REF], 0.01 for NiFe junctions).

3. The control of the nonlinear dimensionless parameter ν: A large ν increases the oscillator frequency tunability with current but also increases the oscillator linewidth through the amplitude/phase coupling. A optimal tradeoff between these two requirements is thus be needed. As demonstrated by Houssameddine [START_REF] Houssameddine | Spin torque driven excitations in a synthetic antiferromagnet[END_REF], interlayer mode coupling can be an option to control the oscillator nonlinear behavior. In Chapter 3, we will discuss this option in double vortex based STOs. Vortex based STOs have an intrinsic advantage, compared to other STOs, which is the fact that their frequency tunability with current is decorrelated from their nonlinear behavior. Indeed, thanks to the Oersted field (that modifies the vortex confinement) they can have a high frequency tunability with the dc-current for either large or low N parameter.

Auto-oscillator in the non-autonomous regime

Controlling an oscillator with an external oscillating signal f ext offers multiple options to improve its dynamics. Depending on the type of excitations, the STO is in different nonautonomous regime (injection locking [START_REF] Georges | Impact of the electrical connection of spin transfer nano-oscillators on their synchronization: an analytical study[END_REF][START_REF] Demidov | Synchronization of spin Hall nano-oscillators to Bibliography 190 external microwave signals[END_REF][START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Quinsat | Injection locking of tunnel junction oscillators to a microwave current[END_REF][START_REF] Dussaux | Phase locking of vortex based spin transfer oscillators to a microwave current[END_REF][START_REF] Serpico | Theory of Injection Locking for Large Magnetization Motion in Spin-Transfer Nano-Oscillators[END_REF][START_REF] Carpentieri | Injection locking at zero field in two free layer spin-valves[END_REF][START_REF] Rippard | Injection Locking and Phase Control of Spin Transfer Nano-oscillators[END_REF], mutual synchronization [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF], parametric [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] or resonant excitation [START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF], frequency modulation [START_REF] Martin | Tunability versus deviation sensitivity in a nonlinear vortex oscillator[END_REF][START_REF] Iacocca | Analytical investigation of modulated spin-torque oscillators in the framework of coupled differential equations with variable coefficients[END_REF][START_REF] Muduli | Decoherence and mode-hopping in a magnetic tunnel junction-based spin-torque oscillator[END_REF] etc..).

Similarly to the autonomous regime, experimental and theoretical studies [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Serpico | Theory of Injection Locking for Large Magnetization Motion in Spin-Transfer Nano-Oscillators[END_REF][START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Hamadeh | Origin of Spectral Purity and Tuning Sensitivity in a Spin Transfer Vortex Nano-Oscillator[END_REF][START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF] have reported the strong influence of the oscillator's nonlinear behavior on the non-autonomous regimes (locking bandwidths [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF], spectral coherence [START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF], transient regime [START_REF] Serpico | Theory of Injection Locking for Large Magnetization Motion in Spin-Transfer Nano-Oscillators[END_REF][START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF] among others).

Most of these experimental studies have focused on the non-autonomous regimes driven by oscillating magnetic signal (either generated by a rf-source or a second STO) such as spin-waves [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF][START_REF] Muduli | Decoherence and mode-hopping in a magnetic tunnel junction-based spin-torque oscillator[END_REF][START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF] or dipolar [START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF]/exchange [START_REF] Ruotolo | Phase-locking of magnetic vortices mediated by antivortices[END_REF] interactions. Different parameters have been identified as crucial to control these types of locking mechanism such as the field symmetry [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] and the attenuation length of spin-waves [START_REF] Pufall | Electrical Measurement of Spin-Wave Interactions of Proximate Spin Transfer Nanooscillators[END_REF].

In parallel, most of the possibilities offered by the different spin-transfer torques to lock a STO remain to be explored. In chapters 4 and 7, we will demonstrate that the specific locking process of a vortex based STO involves two different components of spin-transfer torques: the Slonczewski torque and the Field-Like torque. In particular, we will show in chapter 8 that the Field-like torque driven synchronization permits to achieve mutual synchronization of STOs driven by the self-emitted currents. Spin-orbit torques should offer similar perspectives to control the non-autonomous regime of STOs.

Potential spintronics rf-devices based on spin-transfer nano-oscillators

In this section, we present the different technologies that could take advantages of spin torque oscillators. Beyond their small size and low power consumption, STOs are tunable oscillators, compatibles with CMOS technologies and radiation hard [START_REF] Hughes | Radiation Studies of Spin-Transfer Torque Materials and Devices[END_REF].

RF emitters and amplifiers

Frequency tunable oscillators

Within the family of rf-applications, the first application that we think about is the frequency generator. Information and communications technologies face a growing demand on oscillators that can generate rf-signals from a few kHz to hundreds of GHz. The state of the art spin torque oscillators cover a large range of frequencies from 100 MHz to 65 GHz [START_REF] Bonetti | Spin torque oscillator frequency versus magnetic field angle: The prospect of operation beyond 65 GHz[END_REF], and antiferromagnet based STOs are expected to reach the THz [START_REF] Cheng | Terahertz Antiferromagnetic Spin Hall Nano-Oscillator[END_REF]. Depending on the targeted applications, the required characteristics can vary from a highly coherent and stable oscillator like quartz oscillators to a frequency tunable oscillator like a voltage control oscillator (VCO).

The characteristics of STOs fit more with the second family given their nonlinear behavior.

Their high agility combined with their low size and tolerance to radiations are particularly well adapted for rf-applications such as mobile and satellite telecommunications. Indeed, the widely used VCOs consists of RLC resonator with diode varactor. Thus its size is generally above the micrometer and limited by the size of the inductance and the capacitance. The STO has the great advantage to be much smaller (around 100 nm 2 ). Nevertheless their phase noise remains much larger than the conventional VCO (-90 dBC/Hz against -120 dBc/Hz at 1 MHz offset frequency).

One approach is to stabilize the sSTO through a phase locked loop circuit with a quartz as reference oscillator. The STO frequency is divided and its phase continuously compared to the quartz phase. An error signal generates a current feedback to correct the oscillator phase. This option should enhance the oscillator spectral coherence close to the coherence of the quartz oscillator but it will strongly enhance the dimension of the total device. However this type of circuit has its interest for satellite applications which requires radiation hard oscillators like STOs. In Chap. 6, we will present some promising developments towards the integration of STO based phase locked loop in conventional electrical circuits.

Another approach is to take advantage of the large frequency agility of STOs. Indeed, their agility constant is determined by the oscillator effective damping which is about ten times their period of oscillation [START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF][START_REF] Manfrini | Agility of vortex-based nanocontact spin torque oscillators[END_REF], i.e. of only a few nanoseconds. Thus Choi et al. [START_REF] Choi | Spin nano-oscillator-based wireless communication[END_REF] experimentally demonstrated that STOs can transmit information through discrete amplitude changes of their carrier signal with a modulation current, i.e. with "an amplitude-shift keying (ASK)" technique (see Fig. 1.10). In their experiment, they encode the information with a binary signal, i.e a pair of discrete amplitudes, and their encoding rate is about 200 kHz. They anticipate that better STOs [START_REF] Krivorotov | Time-domain measurements of nanomagnet dynamics driven by spintransfer torques[END_REF] could operate at a much faster rate, up to 1.5 GHz, for an estimated 12.5 dB signal to noise ratio. After amplification the encoded signal is emitted with an rf antenna and transmitted over a 1 m distance before being detected by a second antenna.

The detected signal is then demodulated with an envelope detector to recover the initial signal.

These preliminary results are really promising as they used STOs that are far from the current state of the art [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF]. A third option is to synchronize an array of N-STOs to increase the total output emitted power by a factor N 2 and the spectral coherence by a factor N [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF]. However as the number of synchronized STOs increases, the array will loose its agility, except for vortices thanks to the influence of the Oersted field. Thus a precise trade-off is needed between the targeted coherence, power and the agility to evaluate the optimal number of synchronized STOs. Anyway, the synchronization of multiple STOs is expected for more than ten years [START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF] and has not been successful for more than N=4 [START_REF] Ruotolo | Phase-locking of magnetic vortices mediated by antivortices[END_REF] through exchange coupling which is not really suitable for applications. The most promising type of coupling is the electrical synchronization of STOs that had been theoretically largely studied [START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Persson | Phase-locked spin torque oscillators: Impact of device variability and time delay[END_REF][START_REF] Vasil Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Li | Global attractors and the difficulty of synchronizing serial spin-torque oscillators[END_REF] but never experimentally observed until now (see Chap. 8), mainly due to technical (low output power [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF]) and intrinsic (coupling mechanism [START_REF] Persson | Phase-locked spin torque oscillators: Impact of device variability and time delay[END_REF]) limitations.

RF-amplifiers

In 2006, Slavin et al. [START_REF] Slavin | Spin-torque devices[END_REF] proposed the concept of a microwave-frequency selective amplifier based on an array of STOs. Indeed, a damped STO can be resonantly excited by an rf-current or field either around its eigenfrequency f 0 ("normal" resonance [START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Rippard | Injection Locking and Phase Control of Spin Transfer Nano-oscillators[END_REF][START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF]) or twice 2f 0 (parametric resonance [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF][START_REF] Martin | Parametric oscillator based on nonlinear vortex dynamics in low-resistance magnetic tunnel junctions[END_REF]). Thus the STO retransmit a copy of the injected rf-signal but the output power of a single STO need to be strongly enhanced to get an amplified copy.

For an array of N-STOs, locked to the injected rf-current, the power is enhanced by a factor N 2 which is potentially larger than the power of the injected rf-current. Furthermore, the frequency of the device can be tuned by the dc-current. Thus arrays of STOs have all the characteristics required for an rf-amplifier. One should also notice that the parametric phenomenon is well known to act as a low noise amplifier [START_REF] Slavin | Spin-torque devices[END_REF]. The state of the art for microwave detection is the Schottky diode. The diode rectifies the incident rf-signal and sends it to a bypass capacitor that then delivers an amplitude proportional to the input power level (square-law). The sensitivity of the diode can be controlled with a dc-current that changes the functioning point to enhance the conduction. However most of the commercial Schottky diodes work at zero electric field to reduce the power consumption.

The commercial Schottky diode based detector currently uses semiconductor materials (GaAs, Si etc..) which make them really sensitive to thermal fluctuations and radiation. Another limitation is their large size as the detection circuit has to contain a Schottky diode but also an RF choke and a bypass capacitor to return a dc-current and fix the detection bandwidth. In the semi-conductor diode, if positive voltage is applied to the n side, the space charge region around the p-n junction is enlarged, and the resistance is high. For the opposite polarity, the space charge region is shrunk and the resistance is low. In the case of the spin-torque diode, the free-layer magnetization oscillates owing to the current-induced torque. The bottom trace in the right panel of a shows the schematic variation of the product of the current and the change in resistance and its average value that is non-zero. Adapted from [START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF] Thus the small size of spin-torque oscillators and their potential use on a large range of temperature make them promising candidates for rf-detection applications. Indeed Tulapurkar et al. [START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF] demonstrated in 2005 that spin-diode rectification could be observed with a spin-torque oscillator excited by an rf-current. The spin-transfer torque associated with the spin-polarized rf-current makes the magnetic moment oscillate when its frequency is close to the eigenfrequency of the magnetic layer. The generated oscillations of magnetoresistance are proportional to the injected rf-current and either in-phase or out-phase with it. The multiplication of the injected rf-current with the oscillations of magnetoresistance generates a rectified voltage proportional to I 2 rf (see Fig. 1.11). Similarly to the Schottky diode, the spin-diode effect follows a power square law. Recent studies on the out-of-plane modes of uniformely magnetized STOs have reported a maximum effective sensitivity of 12,000 V/W [START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF], exceeding that of semiconductor diode detectors (3,800 V/W [92]).

To go beyond these already record sensitivies, one perspective is to detect with an array of STOs that react at close frequencies. Depending on the circuit geometry (phase shifter) or on the STO configuration (direction of the spin-transfer torques, see Chap. 7), the array can either act as a band-pass or band-stop filter around the central frequency of the array. If N STOs are simultaneously excited by the rf-current, the detected signal is enhanced by a factor N 2 . Moreover, if the N STOs are synchronized, the bandwidth selectivity of the filter is expected to increase by a factor N (see Fig. 1.12) as it is the case for its spectral coherence in the autonomous regime. Another alternative approach to enhance the detection sensitivy is to correlate the detection scheme with a magnetic switching. Indeed, a spin-polarized rf-current can resonantly excite a magnetic layer and induce its switching [START_REF] Jenkins | Spin torque resonant vortex core expulsion for an efficient radio-frequency detection scheme[END_REF]. In such case, the rectified signal will be enhanced as a magnetic switching is associated with a change of resistance scalable with the TMR. In Chap.

7, we report a record effective sensitivity of 40000 V/W in vortex based STOs by resonantly expulsing the vortex core with an rf-current. A similar detection scheme have recently been reported by B. Fang et al. [START_REF] Fang | Giant spin-torque diode sensitivity at low input power in the absence of bias magnetic field[END_REF] on uniformly magnetized STOs.

With this large effective sensitivity, the response of the STO detector is no longer a problem.

A similar detection scheme can thus be used to develop another kind of STO array that cover a large band of frequencies as targeted for mobile telecommunications. Each STO of the array will be patterned to have its own eigenfrequency so that we have multiple detection channels and the size of the circuit remains in the range of the µm 2 . This makes this kind of network particularly suitable and promising for radio frequency telecommunications where a size reduction and larger frequency bands are targeted. or the Bit Patterned Media [START_REF] White | Patterned media: a viable route to 50 Gbit/in2 and up for magnetic recording[END_REF] that could store information bit of around 20-30 nm.

To encode or read so small a bit, data read heads of similar size are necessary. In commercial HDD, the read head consists of highly sensitive magnetic tunnel junctions with a free and fixed layer. As seen in Fig. 1.13, the resistance state of the junction indicates the magnetic state of the magnetic bit below the read head as the free layer switches in the field direction parallel to the bit. This current technology is limited both by the signal to noise ratio as the read head size decreases and by the relaxation time of the free layer which limits the reading rate below 1 Gbit/s. One solution proposed by Toshiba researchers is to develop a 30 nm STO based read head with an oscillating free layer instead of a fixed one. The reading is driven by the stray field of the magnetic bit which acts as a modulating field that modifies the STO frequency. By demodulating the signal, the changes in frequency are converted into a DC voltage signal. The reading rate is therefore determined by the nonlinear behavior of the spin-torque oscillator through its effective relaxation time, i.e its effective damping f p , which is of only a few nanoseconds. Thus such a technology could lead to a reading rate of a few Gbit/s. Nevertheless, the oscillator noise remains currently too large for real applications. Different solutions are currently under investigation to face with this issue such as employing a delay detection method [START_REF] Mizushima | High-data-transfer-rate read heads composed of spin-torque oscillators[END_REF], using the parametric effect and phase locked loop driven STOs [START_REF] Slavin | Spin-torque devices[END_REF] or through the development of new materials.

Figure 1.14: STO read head coupled to an injection locking circuit. The signal from the local reference oscillator locked in a PLL is divided in two part. One is sent to a frequency multiplier to generate a 2f 0 ac-signal isolated with a band-pass filter and that injection locks with the STO read head. The second part is sent to a frequency mixer that allows the detection of the STO signal filtered with a bandpass filter. Adapted from [START_REF] Braganca | Dependence of Nonlinearity and Spectral Linewidth on Bias Current in Large-Angle Spin-Torque Oscillators[END_REF] In Fig. 1.14, we present the principle of the parametrically locked STO read head with a reference signal supplied by a STO stabilized in phase locked loop (PLL) as proposed by Braganca et al. [START_REF] Braganca | Dependence of Nonlinearity and Spectral Linewidth on Bias Current in Large-Angle Spin-Torque Oscillators[END_REF]. The STO read head oscillates at f 0 and can parametrically synchronize with a reference ac-signal emitted at 2f 0 . This reference signal can be a second STO that also oscillates at f 0 and which is stabilized in a phase locked loop. By using a frequency mixer, a signal at 2f 0 is generated and used to lock the first STO. In this locked regime, the STO read head has a much better SNR and its output power is enhanced. Furthermore, Muduli et al.

[100] and Iacocca et al. [START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF] respectively demonstrated experimentally and theoretically the stability of such a regime by studying the modulation regime of a synchronized STO. In the device proposed by HGST researchers [START_REF] Braganca | Dependence of Nonlinearity and Spectral Linewidth on Bias Current in Large-Angle Spin-Torque Oscillators[END_REF], the ac-reference signal and the output signal are decorrelated (one at f 0 , the other at 2f 0 ). The detection scheme is thus performed through the demodulation of the STO read head signal with the reference signal of the second STO (see Fig. 1.14).

Heterodyne and self-homodyne frequency mixers

A heterodyne frequency mixer is a electrical device that can create two new signals (f 1 -f 2 and f 1 + f 2 ) from two input signals (f 1 and f 2 ). The widely used applications with this type of device is the superheterodyne receiver which lowers the frequency of a receiving signal to facilitate its post-process. The frequency is lower by mixing the receiving signal with a second signal generated by a local oscillator. Generally the output signal is filtered with a low pass filter to only keep the lowest frequency. Such detection circuits are widely used to demodulate a signal and recreate a copy of the original signal. Spin torque oscillators have been considered to combine both functions of a heterodyne frequency mixer [START_REF] Georges | Frequency Converter Based on Nanoscale MgO Magnetic Tunnel Junctions[END_REF] and thus to form a self-homodyne frequency mixer. Indeed it is possible to modulate the emitted signal of a STO due to its highly nonlinear behavior. Thus a STO is a local oscillator that can also effectuate a mixing function.

In 2007, A. Yamaguchi et al. [START_REF] Yamaguchi | Self-homodyne rf demodulator using a ferromagnetic nanowire[END_REF] demonstrated that a ferromagnetic nanowire can demodulate the modulated amplitude of a rf signal whose carrier frequency corresponds to the resonant frequency of the nanowire. Spin-torque nano-oscillators are expected to perform a similar function but with much larger demodulating ratio and higher SNR as we mentioned. A STO could replace the envelope detector used in the study of Choi et al. [START_REF] Choi | Spin nano-oscillator-based wireless communication[END_REF] (see Fig. 

Oscillator networks for non-conventional and bio-inspired rf-applications

Besides the constant research for miniaturization, there are various classes of problems related to brain functions like image and voice recognition that computers handle only with complex Boolean algorithms at the cost of a large power consumption. In this section, we expend upon different considered approaches to use STOs in associative memories that can handle non-boolean logic. Non-Boolean methods have been proposed to change the computing paradigm and to mimic the best known non-Boolean system, i.e the human brain. The brain is made up of neurons that are massively interconnected in parallel through synapses to form neural networks. Its properties make the brain much more efficient for recognition/learning and less power consuming than a supercomputer (10 MJ per day compared to 10 5 MJ).

The basic unit of the brain is the neuron, an electrically excitable cell that processes and transmits information (the "neuron doctrin" [START_REF] Fishman | Origins of neuroscience: A history of explorations into brain function. By Stanley Finger[END_REF]). Each neuron has its own function and can only be activated by specific and defined inputs. The neuron activity is defined by "an integrate and fire" model. The neuron potential integrates the received electrical pulses. When the neuron potential overtakes a threshold value, the neuron fires and emits an electrical pulse (or eventually a train of pulses).

The neuron activity is controlled by its external connections through synapses. A synapse is a structure that connects two neurons and controls the transport of neurotransmitters (either electrical or chemical) between them (see Fig. Some synapses connect with a neuron to itself to form an autapse. Depending on the learning inputs, a neural network change its connecting weights and thus adapts its activity. The network activity can be described as an energy function that minimizes to a stable state through the evolution of the network interconnections. It should be noted that the learning process can either be supervised or not depending on the type of network. Indeed, neurons can be modeled as nonlinear oscillators. They adjusts their firing rate depending on the signal of excitation. Thus a network of coupled neurons can synchronize or not depending on the coupling weights mediated through synapses. A network of non-linear spin-torque oscillators can present similar properties. Spin-torque oscillators also have the advantage of presenting intrinsically different ways to tune their coupling weight through their non-linear behavior ν or their frequency detuning. Nevertheless it may be difficult to individually control with precision these parameters in large arrays of oscillators. Another possibility is to tune externally the coupling constant of two STOs. This can be realized in the case of electrically coupled STOs. Indeed we can easily add between them an electrical component that acts like a synapse.

A synapse can be modelled by a memristive device that confers the property of dynamical learning to the total network. A memristive device, also called a memristor, is a non-volatile and multi-state memory that adapts its memory state to the input activity. Such devices represent a promising alternative to the binary information storage. Recently, we demonstrated at CNRS/Thales the concept of a spin-torque memristor [START_REF] Chanthbouala | Vertical-current-induced domain-wall motion in MgObased magnetic tunnel junctions with low current densities[END_REF] that could be combined with STOs to form a neural network as represented in Fig. 1.17. For a system of two STOs coupled through a memristor, the impedance mismatch between the STO and the memristor could thus drive and modify the coupling constant. In such a case, each STO is not only connected to its neighbour but also to itself due to the reflection at the memristor interface.

Other promising architectures of neural networks based on STOs and without memristor devices have also been proposed [START_REF] Bourianoff | Associative Memory Oscillator Array[END_REF]. Generally, the patterns are either store in the phases of the STOs or in the frequency detunings between the different STOs. The difficulties to measure the STO phase and to achieve phase synchronization make the second option more promising for large networks. To stabilize and drive the network, Bourianoff et al. [START_REF] Bourianoff | Associative Memory Oscillator Array[END_REF] proposed for example to use STO based phase locked loops that we will present in Chapter 6. Vortex based spin-torque oscillators :

"From single vortex to double vortices"

For this thesis, we study the dynamics of vortex based STOs in confined nanodots. In this chapter, we present the main properties of the vortex magnetization distribution and describe how external parameters such as field or current can modify this distribution. We describe the dynamics of the lowest mode in energy of a magnetic vortex configuration, i.e the gyrotropic mode of the vortex core, in the framework of the Thiele equation. The gyrotropic mode is generally the only mode observed in vortex based STOs given that it is far in frequency from the other modes and the symmetry of the spin-transfer torque. We thus discuss the different spin transfer forces that can excite self-sustained oscillations of the gyrotropic mode.

Finally, we extend our study to the case of coupled vortices. Indeed, different studies reported [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Houssameddine | Spin torque driven excitations in a synthetic antiferromagnet[END_REF][START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Gusakova | Linewidth reduction in a spin-torque nano-oscillator caused by non-conservative current-induced coupling between magnetic layers[END_REF] that mode coupling could be used to tune the properties of a STO. Here we present the theoretical expectations for a double vortex based STO that we will investigate experimentally in the next chapters. In this system, the coupling between the two vortices leads to an hybridization of the vortex gyrotropic modes. There we highlight that the STO's properties can be controlled by changing the relative configurations (chirality and polarity) of the two vortices.

The magnetic vortex

The magnetization distribution of a ferromagnetic configuration is defined by the balance between magnetostatic, exchange and anisotropic energies. In circular, but not only, ferromagnetic dot, a non-uniform magnetization state can be stable for a certain aspect ratio between the radius and the thickness of the magnetic film. This non-uniformed magnetic state, with zero mean magnetization, is called "magnetic vortex".

2.1.1 Properties of a magnetic vortex The stability diagram of a ferromagnetic nanodot depends on the radius R, on the thickness L and on the exchange length L e = 2A µ 0 M 2 s of the magnetic material (with A the exchange constant) as shown in Fig. 2.1. To stabilize a magnetic vortex, the radius R and the thickness L have to be large to respectively minimize the effect of the exchange energy and to avoid an in-plane magnetization.

In the region of vortex stability, the magnetization distribution is composed of two parts.

A spatially extended region, called the "vortex body", where the magnetization is circular and contained in the disk plane. This planar component of the magnetization is orthoradial (colinear to the border of the disk), minimizing the stray field. In the center of the vortex body is a second region, spacially restricted (about twice the exchange length L E 10 nm), where the magnetization is out of plane and is called the vortex core. A metastable zone, called the corail zone, is represented in red and delimined by full and dot lines.

Extracted from [START_REF] Yu | Magnetic Vortex State Stability, Reversal and Dynamics in Restricted Geometries[END_REF] Two parameters characterize a magnetic vortex: the vortex polarity P, which corresponds to the direction of the vortex core (either up +1 or down -1), and the vortex chirality C, which corresponds to the coiling of the magnetization in the vortex body (either clockwise +1 or anticlockwise -1) Usov et al. [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF] first used the variational method to obtain the magnetization distribution of a centered vortex in a dot. They minimized the exchange energy to obtain the shape of the vortex core, and then the total free energy (i.e exchange, magnetostatic and anisotropy energies) to obtain its size. Supported by micromagnetic simulations, Feldtkeller et al. [START_REF] Feldtkeller | Struktur und Energie von Blochlinien in dünnen ferromagnetischen Schichten[END_REF] demonstrated that the vortex core distribution was more precisely described (see Fig. 2.2) by a

Gaussian distribution (Eq. 2.1). In spherical coordinates, the total magnetization distribution is then written as (see Fig. 2.3): Among the different models presented in Fig. 2.2, the Feldtkeller's model gives the most precise description of the magnetization of the vortex core. A precise description of the magnetic distribution of the vortex core is particularly useful to understand the dynamical properties of a vortex based STO [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Locatelli | Spintronic oscillator, and use thereof in radiofrequency devices[END_REF] given that the core is the main contribution to the effective damping of a magnetic vortex.

           m ρ = 0 m χ = C 1 -cos 2 Θ(ρ) m z = cos Θ(ρ) = P exp -ln2( 2ρ b ) 2

Off-centered vortex

To describe the vortex dynamics, it is necessary to model the magnetization distribution of the vortex when it is out of its equilibrium position. We can assume that the perpendicular magnetization is not affected by the vortex dynamics. However, in a dynamical regime the in-plane magnetization cannot be considered as orthoradial in each point. A model, called the Two Vortex Ansatz (TVA), was proposed to take this deformation into account and to avoid the formation of charge surface at the edges of the cylinder. Two rigid vortices are considered, one at the vortex position -→ X c (ρ c , χ c ) and a second ghost vortex at the position --→ X c * R 2 ρc , χ c . The magnetization distribution -→ m at the coordinates (ρ,χ) can then be described by the angles (Θ,Φ) as: This description will allow us to determine the instantaneous net inplane magnetization (vortex equivalent inplane magnetization) during the vortex oscillations.

           cos Θ( - → r ) = P exp   -ln2 2 -→ r - -→ X b 2   Φ = arg - → r - -→ X c + arg - → r - --→ X c * -π -χ c + C π 2 (2.2)

Net in-plane magnetization of a vortex

Determing the net in-plane magnetization is crucial to understand the characteristics of the signal emitted by a STO. Indeed, the output power of a STO depends on the oscillations of resistance due to the effect of magnetoresistance which is defined by the respective orientations of the polarizer and the free layer. Thus for a vortex based STO with an in-plane fixed polarizer, the dynamics of the net in-plane magnetization directly determine the properties of the emitted signal. In Chap. 4, we will highlight that the phase of a vortex based STO is a crucial parameter for phase locked multiple STOs, and that this parameter is directly proportional to the angle defined by the net in-plane magnetization and the fixed polarizer.

To study the net in-plane magnetization, we thus use the works of K. Y. Guslienko et al. [START_REF] Yu Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF] that demonstrated for small displacements (ρ c < 0.6R) that the net in-plane magnetization can be expressed as:

--→ M // = 2CM s 3R -→ X c × - → e z = 2CM s 3R ρ(sin(χ c ) - → u x -cos(χ c ) - → u y ) (2.3) 
with M s the saturation magnetization,R the dot radius, C the vortex chirality, -→ X c =(ρ,χ c ) the position of the vortex core with ρ the distance of the vortex core from the dot center and χ c the angle defined by ( -→ u x ; --→ 0X c as represented in Fig. 2.3).

Effect of current on the vortex stability

To reach the autonomous regime of a vortex based STO, we need to supply the STO with a dc-current that can also modify the vortex configuration. Indeed, the dc-current generates an orthoradial magnetic field called the Oersted field. Within a dot, its amplitude increases as a function of the distance ρ from the dot center:

-→ H oe = C oe 2πR 2 |I|ρ - → e χ for ρ < R (2.4)
with C oe the chirality of Oersted field defined by the direction of the current I.

The chirality of the Oersted field either stabilizes (if parallel) or destabilizes (if antiparallel) the chirality of the vortex. For large enough dc current, the vortex chirality can be reversed by a dc-current with an Oersted field opposite to its chirality. Experimentally, this will allow us to control the vortex chirality by changing the sign of the applied dc-current. When an in-plane field is applied, the vortex core moves from the center of the dot due to the Zeeman torque so that the vortex aligns its net in-plane magnetization parallel to the field.

In the framework of the two vortex ansatz, this displacement is perpendicular to the field and proportional both to the field and the dot ratio β = L R :

- → X = 5βRC 2πM s - → e z × - → H (2.5)
When the vortex core comes close to the border of the dot (at H an in Fig. 2.4), it becomes unstable and the disk enters the uniformly magnetized configuration. By decreasing the field, the vortex can be nucleate again. However it happens only at a field lower H n than H an . An hysteretic behavior is thus observed in the annihilation/nucleation process of the vortex with a magnetic field. The transition between the uniformed state and the vortex state happens through a metastable state, generally a C state (vortex without a core) as seen in Fig. 2.4.b. A perpendicular field H perp does not modify the equilibrium position of the vortex but its magnetization distribution. In a first approximation, the magnetization in the vortex body linearly goes out of plane as a function of the perpendicular field m z(body) = Hperp Hs .

Thiele formalism: A model equation to describe the vortex dynamics

The Thiele model provides a general analytical approach to describe the translational motion of a magnetic soliton in an infinite environment. A wave which propagates without deformation in a nonlinear and dispersive environment is called a soliton. The Thiele approach is thus consistent with the gyrotropic motion of a vortex in an extensive film. The vortex dynamics is thus described by the following Thiele equation:

- → G × - → X - ∂E ∂ - → X -D( - → X ) - → X + - → F ST T ( - → X ) = - → 0 (2.6)
In a first approach, it is also possible to assume that the gyrotropic mode of a vortex confined in a dot corresponds to the translational motion of the core as shown in Fig. The first term of the Thiele equation is the conservative gyroforce

- → G × d -→ X dt .
The gyrovector is associated to the cross product of magnetization gradients that is non zero only within the vortex core. This force is responsible for the rotational motion of the vortex core around the center of the dot. The expression of the gyroforce is given by:

- → G = -2πP L M s γ - → e z = -P G - → e z (2.7) 
with G = 2πL Ms γ , γ the gyromagnetic ratio and P the polarity of the vortex. The gyrovector tends to increase the vortex core displacement as the vortex speed is increased.

The confinement force

The confinement force derives from the gradient of the potential energy ∂E ∂ -→ X . The potential energy is the sum of the magnetostatic energy and of the Zeeman energy. When the vortex core is shifted from the dot center, the creation of a non-zero net in-plane magnetization increases the magnetostatic energy. Thus the confinement force acts to return the vortex core to the dot center and to lower the total energy of the system. The confinement force expression has been calculated by Gaididei et al. [START_REF] Gaididei | Magnetic vortex dynamics induced by an electrical current[END_REF]:

--→ F ms = κρ - → u ρ = k ms ρ(1 + 1 4 ( ρ c R ) 2 ) - → u ρ with k ms = 10 9 µ 0 M 2 s L 2 R (2.8)
The Zeeman energy contributes to the total confinement in presence of an external field or an external current that generates an Oersted field. The Zeeman term can be expressed as:

-→ F oe = Ck oe Jρ(1 - 1 2 ( ρ c R ) 2 ) - → u ρ with k oe = 0.85µ 0 M s LR (2.9)
with C the vortex chirality relatively to the Oersted field

The damping force

Usov et al. [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF] first established an analytical expression for the damping constant, and showed the large contribution of the vortex core in the relaxation process. Subsequently, A.

Khvalkovskiy et al. [START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF] proposed a new approach, based on the energy dissipation of the vortex dynamics, to calculate the damping term. This model, more accurate than the Thiele formalism, uses the two vortex ansatz (TVA) and permits the description of not only the translational but also circular motions:

D(ρ c ) = 2παL η + η ρ c R 2 M S γ (2.10)
with η = ln(R/2b) -1 4 the linear damping contribution and η = 2/3 the nonlinear damping contribution.

Damped oscillations of the vortex eigenfrequency

From the Thiele equation, we can establish the gyrotropic trajectory of the damped oscillations of a magnetic vortex. In the hypothesis of small amplitudes of oscillations, the vortex core will have a damped circulary trajectory, i.e a spiral trajectory around the equilibrium position.

The sense of gyration of the vortex core is defined by the vortex polarity [START_REF] Yu Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF][START_REF] De Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF]. The eigenfrequency of the gyrotropic mode ω can be expressed, at the first order, as:

ω = κ G = k ms + CJk oe G (2.11)
The eigenfrequency ω is proportional to the aspect ratio of the vortex layer L/R through the first confinement term k ms /G, and to R through the second term associated with the Oersted field generated by the dc-current. The frequency tunability with the dc-current is thus controlled by the Oersted field and not only by the nonlinearities of the system through the amplitude of the gyration radius [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF]. The Oersted field offers here a crucial and interesting way to tune the frequency of vortex based spin-torque oscillators as we will see in the next chapters.

Evolution of the Thiele equation with the perpendicular field

As we have seen in Sec. 2.1.1.4.2, the magnetization distribution of the vortex is modified in presence of a magnetic field. The shape of the energy potential changes and so does the eigenfrequency of the system. G. de Loubens et al. [START_REF] De Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF] demonstrated that the vortex frequency

is expressed as ω(H ⊥ ) = (k ms (H ⊥ )+Jk oe (H ⊥ ))/G(H ⊥ )
with the gyrovector and the confinement terms which respectively decreases and increases as a function of the applied field:

G(H ⊥ ) = G(0)(1 -P cos Θ 0 ) k ms (H ⊥ ) = k ms (0) sin 2 Θ 0 k Oe (H ⊥ ) = k Oe (0) sin Θ 0 (2.12)
with cos Θ 0 = H perp /H s and sin Θ 0 the perpendicular and planar magnetization components.

Then we notice that the vortex frequency increases (decreases) with the applied perpendicular field when the vortex core is parallel (anti-parallel) to the field. The perpendicular field will thus offer another tool to tune the frequency of a vortex based STO.

Spin transfer excitation of vortex based oscillator in confined nanodots

Tsoi et al. [START_REF] Tsoi | Excitation of a Magnetic Multilayer by an Electric Current[END_REF] first shed light on the strong potential of spin currents to excite magnetic modes in thin magnetic films. Here we describe the different spin transfer (ST) forces that can excite the gyrotropic mode of a magnetic vortex. Either resonant or self-oscillating behavior can be observed depending on both the symmetry of the system and on the characteristics of the applied current (rf or ac, spin polarization).

For a spin-polarized current with a perpendicular component:

It has first been demonstrated that a perpendicularly spin polarized current could excite the gyrotropic mode of a magnetic vortex confined in a nanodot through the corresponding Slonczewski ST torque. The threshold current J c needed to establish a sustained regime is then :

J c = αηk ms κ ⊥ -αηk oe with κ ⊥ = a J M s πL γ (2.13)
where a J is the ST torque efficiency, M s is the magnetization saturation, γ the gyromagnetic ratio and L the thickness of the free layer. Depending on the current sign, the ST torque either acts as an extra-or an anti-damping term. Sustained oscillations of the magnetization can be observed only when the condition Jpp z > 0 is fulfilled with J the current flow defined as positive for electron flowing from the vortex free layer to the polarizer, p z the perpendicular polarization of current and p the vortex core direction.

Experimentally vortex based STO excited by a perpendicularly spin-polarized current have first been realized in spin-valves [START_REF] Ivanov | Excitation of spin dynamics by spin-polarized current in vortex state magnetic disks[END_REF][START_REF] Mistral | Current-Driven Vortex Oscillations in Metallic Nanocontacts[END_REF] and then in magnetic tunnel junctions [START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF] with a vortex based magnetic free layer and an in-plane magnetized layer as a polarizer (often the top layer of a synthetic antiferromagnet). In presence of an in-plane polarizer tilted by an out-of-plane field and for a sufficiently large dc-current, a self-oscillating state of the vortex core can be observed.

To avoid the use of magnetic field, it has recently been demonstrated that self-sustained oscillations can be obtained at zero field on similar systems by adding on top of the vortex layer an additional spin-valve with a perpendicularly magnetized layer that directly plays the role of a perpendicular polarizer [START_REF] Dussaux | Large amplitude spin torque vortex oscillations at zero external field using a perpendicular spin polarizer[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF].

Through a uniformly in-plane spin-polarized current:

Contrary to the previous case, we cannot excite sustained oscillations of the vortex core with a uniform dc-current distribution in a system with an ideal in-plane polarizer. For a non-uniform distribution of the dc-current, Martin et al. [START_REF] Martin | Parametric oscillator based on nonlinear vortex dynamics in low-resistance magnetic tunnel junctions[END_REF] demonstrated that sustained oscillations could be observed at zero field but no other groups have reported similar results. Indeed, the ST forces associated to an in-plane polarizer, i.e the Slonczewski and Field-like in-plane ST torques, do not have the required symmetry to maintain the circular trajectory of a gyrotropic motion:

--→ F SL = Λ SL J cos(θ(t)) -→ u χ + sin(θ(t)) - → u ρ the Slonczewski inplane force --→ F F L = Λ F L J sin(θ(t)) -→ u χ -cos(θ(t)) - → u ρ the field-like inplane force (2.14)
with Λ SL = CπM s Lba J p x,y and Λ F L = 2/3CπM s LRa J ξ F L p z the respective efficiency of the two ST torques, b, the diameter of the vortex core, ξ F L the Field-like torque efficiency, p x,y and p z the in-plane and perpendicular spin-polarization, J the current density, -→ u χ and -→ u ρ the polar vectors defined by the position of the vortex core (see Fig. 2.3), and θ(t) the angle determined by the net inplane magnetization relatively to the direction of the inplane polarizer (which is thus the phase of the STO).

The expression of the two torques, Slonczewski and Field-like, depend on the phase of the vortex core and they are respectively oriented along -→ u x and -→ u y . For a circular trajectory and a dc-current, they thus both act like in-plane fields that can only slightly shift the vortex core from the center of the dot.

Nevertheless, in presence of an alternating current applied at the vortex eigenfrequency, the averages of these torques during a period of oscillations are non-zero. In this case, the spin transfer torques do not compensate the damping term but can induce resonant phenomena that are crucial for synchronization and spin-diode effects as we will develop in Chap. 4 and 7.

Through a circularly polarized current:

One original approach to induce a self-sustained gyrotropic motion has been proposed by Khvalkovskiy et al. [START_REF] Khvalkovskiy | Nonuniformity of a planar polarizer for spin-transfer-induced vortex oscillations at zero field[END_REF]. They demonstrated that the Slonczewski force associated with a circularly polarized current could excite the gyrotropic mode of a vortex confined in a nanodot.

In this case, the spin transfer force takes the following form:

---→ F ST T = - a j JM s Lπb γ P CC pol      1 b - → e z × - → X si - → X < b - → e χ si - → X > b (2.15)
The ST force is thus linear at small gyration radii and saturates for orbits larger than the vortex core b.

The spin transfer and damping forces both depend on the vortex polarity so that the vortex core does not influence the conditions of excitation. To observe sustained oscillations, the sign of the ST force, relative to the damping force, must fulfill the condition JCC pol < 0 and is thus determined by the relative orientation of the vortex chirality and of the polarizer circulation, and the current sign JCC pol < 0.

Experimentally Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] demonstrated that sustained oscillations of the gyrotropic mode could be observed with such circular spin polarization in a double vortex based spin-valve nanopillar. Depending on the sign of the applied dc current, one vortex layer is excited by spin transfer while the second one is damped by spin-transfer. A second but negligible ST force arises from the perpendicular polarization of the vortex core [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Sluka | Quenched Slonczewski windmill in spin-torque vortex oscillators[END_REF]. In the first studies, it was considered that one of the two vortices acts as a quasi-static circular polarizer. However, we will see that the coupling between the two vortices plays a crucial role in these systems so that coupled modes can be excited by ST and simultaneously observed in the two vortex layers.

Double vortex based spin transfer nano-oscillators and their characteristics:

Numerous studies [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Ivanov | Excitation of spin dynamics by spin-polarized current in vortex state magnetic disks[END_REF] have shown the high spectral coherence of vortex based STOs, with Q > 1000, compared to other kinds of STNOs. However the key features of single vortex based STOs are still far from rf-applications requirements.

Within the family of vortex oscillators, record quality factor (Q > 15 000 by Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF]) has been reported on double-vortex based STOs at zero applied field. Only recently have similar quality factors (Q > 6400) been reported for a single vortex based STO by Tsunegi et al. [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF] but a magnetic field is still required. In this study, FeB free layers were used instead of NiFe ones in the previous studies on single vortex based STOs. This material has a much lower damping (α=0.005 for FeB compared to 0.01 for NiFe) leading to lower critical current.

Thus, at a same dc-current the energy involved in the gyrotropic mode is higher, and so is the effective damping rate which stabilizes the dynamics of the STO and explains the higher quality factors [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF].

The record quality factors reported in permalloy based double vortex spin-valves cannot be explained by the material parameters. These observations could rely on either the specific ST torques associated to a vortex polarizer or on the effects of mode coupling on the oscillator's dynamics. In this section, we theoretically focus on both these two aspects and how each of them could impact the characteristics of a double vortex based STOs. We consider the case of an asymmetric system where the thicknesses of the two vortex layers differ V(thick)/NM/V(thin).

To illustrate our analytical statements, we take the example of a Py(20nm)/Cu(9nm)/Py(6nm)

double vortex system on which we will present experimental results in Chap. 3.

Spin-transfer behavior in the self-sustained regime

To quantify the precise contribution of both core and body ST forces on the oscillator's dynamics, we follow the approach performed by Sluka et al. [START_REF] Sluka | Quenched Slonczewski windmill in spin-torque vortex oscillators[END_REF], and N. Locatelli [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] and we numerically calculate the expression of each ST force for a vortex core described by the TVA model and a gaussian model for the vortex core.

Spin-transfer force associated to the vortex body

In a double vortex spin-valve, each vortex can be excited by the ST torque associated to the second vortex body if the condition JC thin C thick < 0 (with J > 0 positive for electrons flowing from thin to thick layer) is fulfilled. However for a given current sign, only one vortex layer is excited by ST torque while the other one is damped. The conditions of excitation are summarized in the following table: The integral expression of the spin transfer force associated to the vortex body can be written as:

I>0 I<0 C thin C thick = +1 thin thick C thin C thick = -1 thick thin
- → F ST T -body,thin = -P thin a J JM S L γ C thin C thick f body (ρ c ) - → e χ with f body (ρ c ) = ρ=R ρ=0 χ=2π χ=0 |p (ρ, χ)| dΘ dχ cos 2 (χ )ρ dχ dρ (2.16)
In Fig. 2.6.a, we note that contrary to expectations (Eq. 2.15), the ST force does not saturate at large amplitude radii but still increases with a slower slope. Indeed, the polarization component along -→ e χ in the vortex polarizer body, below the vortex core of the excited vortex, is slightly higher when the gyration radius increases. This nonlinear behavior of the spin transfer force will have an influence on the oscillator relaxation damping rate Γ p presented in Sec. 1.2.4 of Chap 1.

Spin-transfer force associated with the vortex core

The force associated with the vortex core is similar to a perpendicular polarizer located at the center of the dot. This situation is well known in nanocontact based STOs in which Kim et al. [START_REF] Kim | Theory of the power spectrum of spin-torque nanocontact vortex oscillators[END_REF] demonstrated that this force is inversely proportional to the gyration radius ρ. Following this study, we establish a similar analytical expression of such ST force for a vortex core located at the dot center. The profile of this force is precisely described by the following expression and plotted in Fig. 2.6.b :

- → F ST T -core,thin = + a J JM S L γ P thin f core (ρ c ) - → e χ with f core (ρ c ) = 1 ρ c ρ=R ρ=0 χ=2π χ=0 |p z,thick (ρ)| sin 2 Θ(ρ, χ) dΦ dχ ρ dχ dρ (2.17)
Given the 1 ρ dependency, we see in Fig. 2.6.b that this ST force has a negligible impact for large gyration radius. However it is not the case at small gyration orbits which could induce a non negligible effect on the critical current. 

Total spin-transfer for a static vortex polarizer

In a double vortex based STO, the ST torques have thus two components, each of them is either associated to the body or the core of the vortex polarizer. The total ST force depends on both the relative core polarities and chiralities of the system:

- → F ST T = -P a J JM S L γ CC pol f body (ρ c ) -P P pol f core (ρ c ) - → e χ (2.18)
As expected and shown in Fig. 2.6.c, at a large orbit of gyration, the main ST contribution arises from the body of the vortex polarizer. At small intercore distances, the contribution of the vortex core is non-negligible so that the profile of the total ST force strongly depends on the vortex core relative configuration as seen in Fig. 2.6.c. Furthermore the analytical expression of the critical current also depends on the vortex core relative configuration:

J cr = αηκ ms C thin C thick σ + P thick P thin σ z -αηbκ oe (2.19)
with σ and σ z the respective efficiency of the forces associated to the body and the core of the vortex polarizer. From the profile of the total ST force (see Fig. 2.6.c) and Eq. 2.19, we expect a lower critical current for parallel core configuration (Pc) than for antiparallel core configuration (APc). However, the first experimental study by N. Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] have

shown that sustained oscillations of coupled vortices in spin-valves were observed only in the APc configuration. To understand this contradiction, one should notice that we do not consider in this section the magnetic coupling between the two vortices. In the next section, we will demonstrate how the magnetic coupling between each vortex could impact the double vortex dynamics.

Mode coupling in double vortex systems

To explain the physics present in double vortex systems, a deep focus on the origin of the coupling between each vortex is needed. Indeed, the source and the intensity of the coupling can largely impact the characteristics of the gyrotropic modes.

In a double vortex system, the coupling interaction between each vortex can be of two types:

either dipolar or exchange coupling. The total energy of the system can thus be expressed as the following:

W tot = 1 2 k 1 -→ X 1 2 + 1 2 k 1 -→ X 2 2 + W int (2.20)
where --→ X 1,2 the respective position of each vortex and W int the interaction energy that can take different form depending on the coupling properties. Due to the interaction energy, the two gyrotropic modes hybridize and are replaced by two coupled modes with different properties that depend on the coupling interaction. In a spin-valve with two vortices as we study in this thesis, only the dipolar interaction between the two vortices has to be taken into account.

Body-body coupling

Guslienko et al. [START_REF] Yu Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF] first presented a theoretical model for interacting vortices in a FM1/NM/FM2 system with two ferromagnetic vortex layers of different thicknesses. By considering that the net in-plane magnetization is proportional to the vortex core displacement, the Thiele equation for each vortex layer is then expressed as:

-→ G i × -→ X i -k 1,2 -→ X i -αη i G i -→ X i -µ -→ X j = 0 (2.21) with -→ G i , -→ X i and
-→ X j the respective gyrovectors, confinement terms and vortex core positions of each of the two vortices (i,j). The term µ corresponds to the dipolar body-body coupling term between the two coupled vortices.

From the eigenvalues and the eigenvectors of the coupled system, we get access to the hybridized gyrotropic frequencies and to the localization of the two modes in each magnetic vortex layer:

     ω 1,2 = k 1 p 1 G 1 1 + µ k 1 β 1,2 X 1 X 2 1,2 = p 2 G 2 p 1 G 1 β 1,2 with β 1,2 =   -1 - p 2 p 1 G 1 k 2 G 2 k 1 ± 1 - p 2 p 1 G 1 k 2 G 2 k 1 2 + 4p 2 p 1 G 1 µ 2 G 2 k 2 1   (2.22)
with ω 1,2 the frequencies of the coupled modes. For each coupled modes, X 1

X 2 1,2 = ρ 1 ρ 2 1,2
represents the ratios of the mode gyration radii in each vortex layer.

In Fig. 2.7, we represent the theoretical expectations concerning the frequency and the delocalization of the coupled vortex modes in a double vortex Py(6nm)/Cu(9nm)/Py(20nm) spin-valve. Note that we will present experimental results on similar system in Chap 3. We can first notice in Fig. 2.7 that the frequencies of the two coupled modes correspond to the non-interacting gyrotropic frequencies at zero coupling. In this case, each mode is thus present only in one vortex layer. As expected the more the coupling is increased, the more the mode frequencies differ from the non-interacting gyrotropic frequencies. In addition, we notice that the ratio of the gyration radii in each layer ρ 1 /ρ 2 is largely affected by the coupling strength and by the vortex core configuration, either parallel (Pc) or antiparallel (APc). Thus we can quantify the localization of each coupled mode in the two vortex layers. As seen in Fig. < 0) for the other coupled modes.

In a spin-torque oscillator, the ST torque should excite only one vortex layer and thus only the coupled mode mainly associated with this magnetic layer. However we will see in Chap.

3 and 5 that for some conditions, the two degenerated modes are simultaneously excited. In such a case, the trajectory of the two vortices is not circular anymore but each vortex core rotates around their common barycenter that is rotating itself around the center of the dot. In this case, the hypothesis of a static vortex polarizer is no longer valid and can lead to exotic dynamics when the two modes are equally excited as we will develop in Chap. 5. Similarly, the trajectory of the vortex cores can become much more complex in the case of strongly coupled vortices as discussed in Chap. 7. For a system of two weakly coupled vortices in a single dot, we make the hypothesis that the two vortex cores can be modelled by two monodipoles (equivalent to a gaussian core distribution) in the center of each layer. In that case, we can establish the energy of the dipolar interaction between the two vortices:

W int,core-core = µ 0 πP 1 P 2 M s,1 M s,2 L 1 L 2 b 2 1 b 2 2 64ln(2) 2 -ρ 2 c + 2 d spacer + L 1 +L 2 2 2 ρ 2 c + d spacer + L 1 +L 2 2 2 5 2
(2.23)

with b 1 and b 2 the respective diameters of the vortex core for each vortex. In Fig 2 .8, we plot the interaction energy as a function of the intercore distance. We can notice that the core-core interaction is negligible when the intercore distance is higher than 25 nm. Thus the vortex core interaction is generally negligible, compared to the vortex body interaction, in the autooscillating regime. However, below the critical current, when the two vortex core are located close to the dot center, the strong intercore interaction can play a predominant role. Depending on the relative vortex core configuration, the core-core interaction (for parallel chiralities) is either repulsive (for antiparallel vortex cores) and so acts against the dot confinement or attractive (for parallel vortex cores) and reinforces the dot confinement. Thus, it is easier to move the vortex core from the dot center in APc configuration. One should expect that the critical current needed to observe sustained oscillations is potentially either strongly decreased in APc configuration or increased in Pc configuration. It has to be noticed that this conclusion is opposite to what we expect from the different ST contributions but in agreement with the experimental observation of N. Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF].

Micromagnetic simulations performed by A. Khvalkovskiy have even predicted a zero critical current in APc configuration as presented in Fig. 2.9. One should notice that zero critical current are obtained only for a dot diameter larger than 200 nm. This is related with a lower confinement when the dot diameter increases. 

Strong coupling case:

Recently, different studies [START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF][START_REF] Pulecio | Coherence and modality of driven interlayer-coupled magnetic vortices[END_REF] have reported, on Py/Cu/Py based spin-valves with a Cu spacer lower than 5 nm, that the dynamics of coupled vortices is modified in the strong coupling regime. In this strong coupling regime, the inter-layer exchange interaction becomes non-negligible compared to the dipolar interaction and the mode dynamics change.

In this regime, Cherepov et al. [START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF] have thus demonstrated that high frequency azimutal and vibrational modes appear for parallel vortex core configurations and anti-parallel chiralities (see Fig. As for the weak coupling regime, the strong vortex core repulsion acts against the confinement in the APc configuration. In the high coupling regime, F. Boust et al. [START_REF] Boust | Micromagnetic Simulations of Vortex Resonances in Coupled Nanodisks[END_REF] highlighted through In this chapter, we presented the main characteristics of vortex based spin-torque oscillators which have the advantage of presenting a high spectral coherence. Since the first vortex based STO developed in 2007 [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF], different kinds of polarizers, from a perpendicular polarizer to a vortex polarizer, have been proposed to excite a magnetic vortex by spin-transfer torque at zero applied field [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Martin | Parametric oscillator based on nonlinear vortex dynamics in low-resistance magnetic tunnel junctions[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Volker Sluka | Quenched Slonczewski-Windmill in Spin-Torque Vortex-Oscillators[END_REF]. Here, we particularly discussed how mode coupling in a In this chapter, we investigate how coupled vortex modes can impact vortex based spin transfer nano-oscillators. In such a system, spin transfer will give rise to self-sustained oscillations of hybridized gyrotropic modes that depend on the relative configuration of each vortex (core polarity and chirality) as seen in Chap. 2. Thus, it can be considered as being a model system [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] for the study and the improvement of the properties of spin transfer nano-oscillators through collective modes dynamics.

The studied samples are nanopillars made from a multilayer stack containing an in-plane magnetized CoFe/Ru/CoFeB synthetic antiferromagnet (SAF), an MgO barrier and on top of it a NiFe/Cu/NiFe spin-valve (see App. A for more details), where each NiFe layer has a vortex magnetic configuration. The coupled modes (and thus the emitted power) are essentially detected through the vortex dynamics in the NiFe layer adjacent to the MgO barrier layer.

Thus we cannot directly access the dynamics of the two vortex layers. To avoid this issue, we investigate two different systems that give us the opportunity to independently probe the dynamics of the excited and the damped vortex layers, and to report record output emitted powers (0.8 µW ) for permalloy based STOs.

In this study, we demonstrate the strong influence of the relative core polarity configurations on the non-linear mode behavior as well as on the main features of the associated microwave signal e.g. frequency, spectral coherence, critical current, mode localization etc... By investigating the oscillator's dynamics in frequency and time domain measurements, we discuss the evolution of the STO's nonlinear parameters with I dc . Finally, we succeed in demonstrating how the mode coupling offers new perspectives to handle the rf-features of vortex based STOs.

Dynamics of coupled vortices in "Sample A" STOs

The samples A, studied here, consist of a NiFe (20 nm) / Cu (9 nm) / NiFe (8 nm) spin-valve on top of a MgO barrier and a SAF (see Fig.

A.1 in the Appendix A).

Intrinsic properties of coupled modes

In double vortex based STOs, the different configurations of vortex polarities and chiralities considerably increase the number of accessible magnetic configurations (2 3 = 8). Thus we can excite by ST torque one of the 16 coupled modes, each of these coupled modes have different intrinsic properties. The mode coupling between vortices will thus offer us an original way to enhance the limited range of accessible frequencies [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF], or to develop STO based memories [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] or logic gates [START_REF] Kumar | Magnetic Vortex Based Transistor Operations[END_REF]. First, to prepare the two vortices with chiralities parallel to the Oersted field, we apply a large dc-current I dc that generates a sufficient Oersted field to impose the vortex chiralities in both layers. In this configuration, it is anticipated that for a negative current (i.e electrons flowing from thin to thick layer) the ST torque excites the thin top vortex layer and thus the coupled mode dominated by this layer. On the contrary, for parallel polarities and positive I dc , the coupled mode dominated by the bottom thick layer is excited by ST torque. However in our system, the threshold current of the coupled mode mainly located in the thick layer is too high to observe sustained oscillations without damaging the junction barrier. This originates from the width of the thick vortex (20 nm) which enhances the mode energy. Thus, we focus our study on negative dc-currents that will generate spin transfer oscillations of the coupled vortex system along the coupled mode dominated by the thin layer. This mode is expected to have a lower frequency than the one dominated by the thick layer given that eigenfrequencies are proportional to the ratio L/R with L the thickness and R the radius of the vortex layer as seen in Sec. 2.1.2.4 in Chap. 2.

In such a configuration, we observe sustained oscillations for parallel (Pc) or anti-parallel (APc) vortex core polarities. The preparation of the vortex polarities is performed by field cycling, similar to N. Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] who showed that the polarity switching field of the vortex core depends on thickness of the vortex layer. For both cases, as shown in Fig. 3.1.c-d, we detect a peak with a large amplitude and a narrow linewidth at a frequency of 190 MHz, close to the predicted gyrotropic frequency for the isolated thin layer's vortex (197 MHz). We also record a much broader peak (linewidth above 4 MHz) at a higher frequency which is attributed to the thermal excitation of the second coupled mode.

In Fig. 3.1.a (resp. Fig. 3.1.b) we show for anti-parallel (resp. parallel) core polarities, the linear frequency evolution of these two modes as a function of the perpendicular applied field H perp . As expected, the slopes of these modes have the same (resp. opposite) sign for parallel (resp. anti-parallel) core polarities [START_REF] De Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF]. We also note that the best spectral coherence for the for both Pc and APc core configurations at zero applied magnetic field and room temperature.

Several important features can be noticed. Firstly, we find an almost linear dependence of the frequency with I dc . This feature is interesting for frequency modulation using STOs [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF] as it permits an easy control of the STO frequency with a modulating current. Moreover the two df /dI dc slopes are identical and are separated by a constant frequency difference of 20

MHz. Secondly, the output emitted power of the excited mode is about 10 times smaller in the APc core configuration (around 10 nW) compared to Pc case (around 100 nW). Third, the threshold current I c is found to be much lower in the APc configuration (I C-AP = -12 mA and I C-P = -15.6 mA). To understand the different features associated with each coupled mode, we

have developed an analytical model combined with micromagnetic simulations of our double vortex system. 

Analysis of the coupled mode behavior

The large differences of microwave features of the excited modes in the two core configurations can be analyzed using the analytical model developed in Sec. 2.3.2.1 of Chap. 2. By analytically solving the system of coupled Thiele equations, we can extract for both the Pc and APc configurations, the hybridized resonant mode frequencies ω 1,2 as well as the ratio of gyration radii in each layer ρ 1 /ρ 2 = X 1 X 2 . We recall at this stage that neither the ST torque nor the nonlinear contribution of the confining force and the damping force are taken into account to describe the coupled modes.

In Fig. 3.4, we display the evolution of the frequency (Fig. 3.4a) and the ratio of the gyration radii (Fig. 3 directly from the sense of gyration of the vortex thick layer. Indeed we want to emphasize that, even when vortices have opposite core polarities, the two vortex cores are in phase and gyrate in the same direction, thus confirming that the spin transfer torque excites a single coupled mode and not two independent gyrotropic motions. In this configuration, the vortex core of the thick layer follows the dynamics of the vortex in the thin layer and rotates in a direction opposite to its "normal" (defined by its own polarity [START_REF] Yu Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF][START_REF] De Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF]). The frustration of the system can thus explain the low gyration radius in the bottom thick vortex layer in APc configuration.

Coupled modes for chiralities antiparallel to the induced Oersted field

In this section, we present the dynamics of the coupled modes excited by ST torque for chiralities antiparallel to the induced Oersted field. To do so, we first applied a positive I dc to impose similar chiralities in both layers and a high field to impose parallel polarities. We then sweep the current back to a negative current that do not switch the vortex chiralities. We now expect to excite the coupled mode mainly associated to the vortex thin layer but with a lower critical current than for chiralities parallel to the current. Indeed, in this configuration the Oersted field generated by the dc-current acts against the dot confinement and thus reduces the mode energy.

In Fig 3 .6, we report a threshold current of 9.1 mA. This value must be compared to the 16 mA threshold current observed for parallel polarities and chiralities parallel to the dc current (see Fig. 3.4). The mode frequency is also lower in this configuration, around 130 MHz, and slightly decreases with the current as the Oersted field compensates the confinement. The We also notice that the experimental dc-current that triggers the chirality switching has a dispersion of ±0.2 mA. This indicates that the mode excited before the switching is not fully stable. Indeed the vortex configurations with chiralities parallel to the induced Oersted field is energetically more stable. Thus the vortex configurations with chiralities antiparallel are not appropriate for the synchronization experiments where the STO interacts with an external signal.

Nonlinear behavior of mode coupling

Frequency and time domain measurements

To understand the different spectral coherences associated with each coupled mode, it is anticipated that the non linear behavior inherent in spin-transfer oscillators, which has not been taken into account up to now, should play a crucial role. Indeed several approaches have been proposed to evaluate the influence of the non-linearities on the STO linewidth [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Rowlands | Time Domain Mapping of Spin Torque Oscillator Effective Energy[END_REF][START_REF] Lee | Self-consistent calculation of spin transport and magnetization dynamics[END_REF].

Notably, it has been demonstrated that the normalized dimensionless nonlinear frequency shift ν (see Sec. recently that this important parameter can be extracted through the analysis of the linewidths of the signal's harmonics [START_REF] Quinsat | Linewidth of higher harmonics in a nonisochronous auto-oscillator: Application to spin-torque nano-oscillators[END_REF].

In Fig. 3.7, we present the evolution of the linewidth of the low frequency coupled mode and its first harmonics (measured but out of the frequency range of Fig. 3.1.b-c) as a function of I dc . In the APc core configuration (for parallel chiralities and parallel to the induced Oersted field), we find that the ratio between the linewidth of the fundamental mode ∆f 0 and the first harmonic ∆f 1 is close to 4 for all values of injected current (see Fig. 3.7.a). Such behavior is consistent with an oscillator that is quasi-isochronous (ν 1) for which it has been predicted the linewidth of the n-th harmonic is ∆f n /∆f 0 = (n+1) 2 . This behavior strongly differs for the Pc configuration (Fig. 3.7b) for which we find a ratio close to 2 between ∆f 0 and ∆f 1 for all I dc .

This corresponds to a non-isochronous oscillator (large ν), a case for which ∆f n /∆f 0 = (n + 1)

as reported for a uniformly magnetized STO by M. Quinsat et al. [START_REF] Quinsat | Linewidth of higher harmonics in a nonisochronous auto-oscillator: Application to spin-torque nano-oscillators[END_REF]. Note that this latter case obtained for Pc core configuration also appears to be similar to the single vortex case in which large values of the normalized dimensionless non-linear frequency shift ν have been found (between 6 and 20 in Ref. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] 1 , around 13 in Ref. [START_REF] Sanches | Current-driven gyrotropic mode of a magnetic vortex as a nonisochronous auto-oscillator[END_REF]). Moreover, the strong reduction of non linearity in APc configuration is consistent with the much smaller linewidth (about 100 kHz) we found in APc configuration. Indeed, linewidth broadening is directly correlated to the nonlinear behavior of the oscillator [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF]. We emphasize that these features have been reproduced for several other samples and are also consistent with our previous studies in spin-valve nanopillars for APc configuration [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF].

To understand the differences between Pc and APc configuration, we identify the origins of the different non linear behaviors. As described in Chap. 1, the normalized dimensionless nonlinear frequency shift ν is expressed as ν = N p/Γ p where N is the nonlinear frequency shift, p is the normalized oscillation power and Γ p is the effective damping rate that describes how fast an oscillator returns to its stable trajectory after a deviation of its amplitude. It is important to note that the normalized power is related to the motion of both thick and thin layer vortices while the detected emitted power corresponds only to the thick layer vortex gyration in our system.

Experimentally, we can estimate the parameter N from the evolution of the frequency with I DC : f = f 0 (I) + 2πN p. For both configurations, we find similar linear df /dI DC (see Fig. 3.4 (a))

which indicates that the nonlinear frequency shift N is small and of comparable amplitude.

The normalized power p can be easily estimated from micromagnetic simulations. We estimate from Fig. 3.5 that the normalized oscillation power is only slightly higher in the Pc configuration (about 12% higher) than in the APc case. This slight difference of the normalized radii compared to the measured output emitted powers is due to the fact that we detect it through the dynamics of the thick vortex layer, in which the radii differ for both configurations, but the gyration radii in the excited thin layer are much larger and around 90 nm for the two configurations. Thus, the main contribution to the normalized radius p comes from gyration radius of the thin layer. 

κ p = δp(τ ) | δp(0) = A(p 0 , Γ p e -2Γp|τ | ) (3.1)
Through such analysis, we find that, at a given I dc , Γ p is twice as large in the APc configuration (∼ 30 MHz) than in the Pc case (< 13 MHz) as seen in Fig. 3.8. Finally, taking into account all the contributions, we deduce that the nonlinear frequency shift ν is about 3 times larger in the Pc core configuration than in the APc. It is however to be emphasized that this "small" difference leads to drastically different microwave features, thus demonstrating the importance in tuning precisely the nonlinear parameters of STOs. An interesting feature of our coupled vortex oscillators is the factor 2 difference in the effective damping rate Γ p that could be of a great interest for rf-applications. Indeed, M. Quinsat et al. [START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF] demonstrated that the effective damping is directly linked to the modulation bandwidth as we will see in Chap. 4 and 6.

Dynamics of coupled vortices in "Sample B" STOs

In this section, we study NiFe(6nm)/Cu(9nm)/NiFe(20nm) double vortex based STNOs similarly to the previous section. However here the thin vortex layer, that we can easily excite by ST torque, is close to the MgO barrier beneath the spin-valve (see Fig A .2). Thus the dynamics of the coupled mode mainly associated with the thin vortex can be directly detected.

We thus measure a much larger output emitted power, up to 0.6 µW . Such a large power is not only useful for rf-applications but also to have a more precise insight into the dynamics of the coupled modes. Furthermore, we choose here to focus our study on the coupled modes with chiralities parallel to the Oersted field. The mode stability is much lower, with a detrimental impact for applications, when one or two chiralities are antiparallel to the Oersted field due to switching of chirality (see section 3.1.1.2).

3.2.1

Coupled modes with parallel chiralities (and parallel to the Oersted field) For a negative I dc , we can excite, via ST torque, the coupled mode dominated by the top vortex thick layer in the APc configuration. Given that the thick layer is located at the top of the spin-valve, we detect the excited coupled mode through the dynamics of the bottom thin layer.

In that case, we again observe (see Fig. 3.9 in the App. A) a narrow peak close to the frequency of the gyrotropic frequency of the isolated thick layer's vortex, and a low frequency thermally activated peak associated to the second mode. As expected, the slopes of these modes have opposite sign given that the core polarities are anti-parallel. For these conditions, the detected power of the excited mode is only of about 30-50 nW which is even lower than the power of the thermally activated peak. This is related to the weak delocalization of the excited mode in the bottom thin layer in APc configuration.

Positive current

For positive I dc , we excite, via ST torque, the coupled mode dominated by the bottom vortex thin layer and thus we detect for Pc and APc configurations a low and narrow linewidth (below 1 MHz, down to 100 kHz) peak close to the eigenfrequency of the thin vortex layer and broader peaks (linewidth above 10 MHz) at a higher frequency which is attributed to thermal excitation of the second coupled mode (see Fig. We focus our study on the APc configuration for which we can excite by ST torque a coupled mode at zero or small applied perpendicular fields. We note in Fig. 3.11 (a) that the detected power of the excited mode increases when the applied field is parallel to the vortex core of the excited layer. This behavior is explained by a decrease of the damping force with the field (see the expected analytical evolution of the damping term Dκ in Fig. 3.11.b). As soon as the vortex core is deformed by a perpendicular field, the energy dissipates by the dynamics of the vortex core decreases. Hence the total damping term is reduced as the core represents its main contribution. One could imagine decreasing the damping of a vortex based STO by expelling the vortex core from the dot and exciting C-state's modes as evoked in [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF].

All these experimental results for positive and negative I dc confirms our initial observations made on samples A and our theoretical predictions about the intrinsic properties (frequency and localization of the coupled modes) of coupled vortex modes.

Nonlinear behavior of mode coupling

Frequency domain vs time domains analysis

In section 3.1.2, we highlighted the weak nonlinear behavior in the APc configuration but without systematic time domain measurements given the low emitted power and the large thermally activated peaks. The large output emitted power in this second generation of samples gives the opportunity for a deeper insight into coupled mode dynamics. In this section, we choose to focus our study on APc configuration for positive current, a configuration for which the emitted power is large and for which we observe sustained oscillations at zero field as expected for potential applications. In Fig. 3.12, we show that the frequency of the excited mode has a strictly linear dependency with I dc in the self-sustained regime. Again a sharp increase of power, from zero to 350 nW, is observed when I dc reaches the threshold current. This behavior is completely different from the single vortex case [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Grimaldi | Spintronic nano-oscillators: Towards nanoscale and tunable frequency devices[END_REF] for which the power increases linearly from 0 nW above the critical current. In the double-vortex case, the threshold current in APc configuration is expected to be much lower than the experimental value due to the core-core repulsion as presented in Chap. 2. This discrepancy with theoretical expectation may be associated to the presence of pinning defects in our nanodot. In that case, the vortex core radius present a drastic enhancement when I dc exceeds the critical pinning current.

By harmonics analysis, we deduce that the STO has an apparent linear behavior just above the threshold current I th given that ∆f 1 /∆f is close to 4 above +8 mA as shown in Fig. 3.13. To go beyond this qualitative analysis as presented in section 3.1.2, we performed time domain measurements. As we mentioned, this is possible in "samples B" as the amplitude of the thermally activated peaks is low and the emitted power of the excited mode is high. We plot in Fig. 3.13 the evolution of the STO nonlinear parameters (the nonlinear dimensionless parameter ν, the effective damping Γ p and the linear linewidth ∆f 0 ). Above I th , i.e 7 mA, all the nonlinear parameters present a quasi-linear evolution with I dc (increase in Γ p and decrease in ν and ∆ 0 ). For a higher current, their evolution is still linear but with a lower slope. The profile of the spin-transfer force associated with the vortex body, which nearly saturates at large gyration amplitude, can explain this behavior.

One should notice that the effective damping, Γ p is never zero, and about 27 MHz just above I th . This is contrary to the theoretical expectations (Sec. 1.2.4 in Chap. 1) which predict a linear increase of Γ p from zero above I c . This reinforces the hypothesis of pinning defects that may impact the threshold current. In that case, the gyration radius and the effective damping can be large just above I th . Above the threshold current, the effective damping Γ p increases linearly and reaches up to 35 MHz (15 % of the oscillating frequency) at about 40 % above the experimental threshold current.

Furthermore, the nonlinear dimensionless parameter ν is non zero for all current values. It decreases just above I c and its values are between 4 and 5 for I>8 mA, i.e in the range of current where we observe ∆f 1 = 4∆f . For this sample, the lowest measured ν is about 3, which is by far the minimum value measured for a STO. However it is not the apparent fully linear behavior expected through linewidth analysis. We thus want to emphasize that it is necessary to perform time domain measurements in order to have a quantitative analysis of the nonlinear behavior of a STO. This is a crucial issue as even small ν (below 5) can have a large impact on the oscillator dynamics, especially on its non-autonomous regime as we will develop in chapter 4.

In conclusion, we highlighted, through frequency and time domain measurements, the specific role of mode coupling in the dynamics of a double vortex based STO. We demonstrated the strong correlation between the vortex core configuration and the nonlinear parameters of the oscillator. In particular, the core-core repulsion in the APc configuration is shown to drastically reduce the threshold current to observe self-sustained oscillations and to enhance the spectral coherence of the excited mode by enhancing the effective damping. Furthermore, if the nonlinear dimensionless parameter ν is low (between 4 and 6) in APc configuration, it remains non-negligible which is an important issue to synchronize STOs as we will see in Chap.

4 and 8. All these different features reinforce the potential of mode-coupling for STO based rf-applications. In parallel, we showed that the coupling between the two vortices leads to a hybridization of the gyrotropic modes, and to the delocalization of the different coupled modes in the two vortex layers. Due to the mode selectivity of the spin-transfer torque, we showed that the contribution of the damped mode in the dynamics of the excited layer is generally negligible. However, in some experimental conditions, where the mode interaction is maximal, the hypothesis of a single excited mode is not always valid and can lead to exotic dynamics as we will show in Chap. 5.

Chapter 4

Locking mechanisms in the non-autonomous regime

The small dimensions of STOs (less than 1 µm 3 ) in the nanometer scale, make them very sensitive to external perturbations and notably to thermal noise despite all research efforts in the last decade. This represents the main limitation of STOs for the development of spintronic based rf-applications. In Chap. 3, we have shown that mode coupling between internal modes offers a perspective to improve significantly the spectral coherence of STOs. Other approaches rely on the external control and on the stabilization of the dynamics of an oscillator with an external reference signal. One is the injection locking of an auto-oscillator with a reference rfsource at the oscillator's eigenfrequency or at its harmonics [45, 53-56, 58, 139]. Alternatively one can self-synchronize an oscillator with its own emitted signal [START_REF] Chang | Stability analysis of self-injection-locked oscillators[END_REF]. One other approach relies on the mutual synchronization of auto-oscillators [START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF][START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Cross | Improving the frequency precision of oscillators by synchronization[END_REF]. A fourth one is the resonant excitation of an oscillator in the damped regime [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF][START_REF] Konishi | Radio-frequency amplification property of the MgO-based magnetic tunnel junction using field-induced ferromagnetic resonance[END_REF]. Last but not least, the dynamics of an oscillator can be controlled with a reference modulating signal [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF][START_REF] Dürrenfeld | Parametric excitation in a magnetic tunnel junction-based spin torque oscillator[END_REF][START_REF] Muduli | Nonlinear frequency and amplitude modulation of a nanocontact-based spin-torque oscillator[END_REF] as it is the case in phase locked loop [START_REF] Mitrofanov | Phase Locked Loop of the Spin-Torque Nanooscillator[END_REF][START_REF] Tamaru | Generation of highly stable 5 GHz microwave from a spin torque oscillator by phase locked loop referenced to Bibliography 202 a 80 MHz clock[END_REF][START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF].

In this chapter, we study these different possibilities to tune the phase of a STO with an external oscillating signal and adapt it to the vortex case. We experimentally and theoretically highlight the locking mechanisms that drive the injection of a vortex based STO with an rf-current at fraction of its gyrotropic frequency. With time domain measurements, we identify the presence of phase slips as a source of the linewidth enhancement in the phase locked state. Lastly, we demonstrate that a rf-current can also excite a vortex based STOs in the damped regime and discuss the mechanisms of excitation, either "normal" and/or parametric resonances.

The non-autonomous regimes of an oscillator

In this section, we introduce the different non-autonomous regimes of an oscillator. We especially focus on the phenomena of synchronization and resonance.

Synchronization

The notion of synchronization was first established by the Dutch researcher Christiaan Huygens.

He discovered that two oscillating clocks suspended to a common stand ended up oscillating at one similar frequency, in antiphase in his case. He correctly analyzed that an imperceptible motion of the support was responsible for the locking mechanism. Furthermore, he noted that the coupled system went back to its equilibrium when it was slightly perturbed by an external interference. This phenomenon, called mutual synchronization, has now been widely observed in science, such as in voltage control oscillators [START_REF] Chang | Phase noise in coupled oscillators: Theory and experiment. Microwave Theory and Techniques[END_REF] or Josephson junctions [START_REF] Wiesenfeld | Synchronization Transitions in a Disordered Josephson Series Array[END_REF], in the brain learning rules of neurons [START_REF] Yuste | From the neuron doctrine to neural networks[END_REF], but also in wider society [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF]. In the comprehensive review written by Pikovsky et al. [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF] synchronization is defined as the "coadjustment of rhythms of oscillating objects due to their weak interaction". Thus we should call synchronization, a phenomena that fulfills the following conditions:

• The two (or more) oscillators are self-oscillating, i.e, they oscillate even when they are not coupled. The case where at least one oscillator stops oscillating belongs to what is called resonant phenomenom which will be presented in the next section;

• The oscillators can adjust their rhythms thanks to a weak interaction. For example in Huygens' experiment, for a fixed rod that joins the two oscillators, we would not observe a synchronization phenomenon because the two oscillators would be forced to oscillate at the same frequency;

• The oscillators adjust their rhythms within a certain range of frequency mismatch. If the frequency of one of the oscillators is sligthly varied, the synchronization frequency follow this variation. If the frequency mismatch is larger than the bandwidth of synchronization, the two oscillators will oscillate independently (at frequencies corresponding to the weakly coupled modes).

Resonant excitation

It is important to clearly differentiate the phenomena of synchronization from the resonant excitation of a coupled system. In this second case, at least one of the oscillators is not in the self-oscillating regime. To determine if we either face with resonant or synchronization phenomena, it is crucial to know if all the oscillators have their own source of energy so that they can auto-oscillate independently.

A resonant excitation is, for example, the relaxation process of two stable and non-oscillating pendula when one of them is moved away from its stable position. To bring back the total system to its stable position, both pendula oscillate with different amplitudes at a common frequency. However it is not a synchronization phenomena given that the oscillators do not oscillate in absence of the external perturbation.

Similarly, we consider a single pendulum whose weight is replaced by a magnet. If the system is placed close to a coil supplied with an oscillating current at a frequency f , the pendulum is forced to oscillate at the frequency f of the generated alternating field. The pendulum increases its amplitude of oscillation when the frequency of the field approaches its eigenfrequency. However the system stops oscillating when we separate the two parts of the circuit so that it is a resonant phenomenon.

Modulation of the oscillator's dynamics

The auto-oscillator frequency can be tuned through the interaction with an external signal oscillating at a frequency close to its own frequency or close to a fraction of it. Another option to control the frequency of a nonlinear oscillator consists in modulating the amount of energy injected in the system, and thus the amplitude of oscillation. The nonlinear coupling between phase and amplitude permits the transformation of an amplitude modulation into a modulation of the oscillator frequency. To observe an effect of modulation, the input of energy has to vary slowly so that the oscillator has enough time to continously adapt its frequency.

Sources of locking in vortex based STNOs

In this part, we present an overview of the different locking processes for a vortex based STO with an external reference signal. Here, we focus on the case for which the coupling is unidirectionnel which means that a single oscillator (the STO) adapts its frequency to an external reference signal (a reference source). This case will give use crucial information about the locking conditions of a vortex based STO such as the locking mechanism, the locking efficiency and the locking stability. Moreover it will allow us to go further towards the mutual synchronization of STOs, that is one of the main objective of this thesis. The locking force induced by such an in-plane rf-field can be expressed as:

--→ F h rf = µ 0 M s ξ( - → e z × -→ h rf ) = 1 2 µ 0 M s ξ(cos((ω s -ω)t + φ s ) - → e χ -sin((ω s -ω)t + φ s ) - → e ρ ) (4.1)
with ξ the factor relating the average magnetization and the position of the vortex core, ω the frequency of the STO, ω s the source frequency and φ s the dephasing between the source and the STO. The vortex core coordinates are expressed in the cylindrical coordinates of the dot ( e χ , e ρ ) as represented in Fig. 2.3 in Chap. 2.

In collaboration with CEA SPEC, we demonstrated in Ref. [START_REF] Hamadeh | Origin of Spectral Purity and Tuning Sensitivity in a Spin Transfer Vortex Nano-Oscillator[END_REF] that the locking behavior of a double vortex based STO with an rf-field is highly efficient at its eigenfrequency. We observed a phenomenon of synchronization for a minimum rf-field of 0. For rf-applications, it is more appropriate to use an rf-current as a locking source than an rf-field that is more easily attenuated. For the case of electrical synchronization, we can also inject both the dc-current and the rf locking current directly in the STO which reduces the size of the total system. The mechanism that locks the vortex STO with an rf-current J rf cos(ω s t) is driven by the ST forces that act directly on its phase θ(t). As noted in Chap. 2, the two active ST torques in our junctions are the Slonczewski and Field-like torques associated with the in-plane spin polarization arising from the magnetization of the top SAF layer. These two active torques have similar forms but they are respectively along u x and u y (see Eq. 2.14 in Chap. 2). Thus their combined contribution can be expressed as:

--→ F i rf = --→ F SL + --→ F F L = Λ 2 SL + Λ 2 F L J rf (sin((ω s -ω)t + Φ st ) - → e χ -cos((ω s -ω)t + Φ st ) - → e ρ ) (4.2)
From Eq. 4.2, one should notice that the driving force phase shift Φ st = arctan( Λ F L Λ SL ) (for

Λ F L
Λ SL > 0) depends on the ratio of the strengths of the two locking forces. From the expressions of the two locking torques (see Eq. 2.14 in Chap. 2), we establish that this ratio is equal to b/(2Rξ F L ) with ξ F L the Field-like torque efficiency [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF]. Thus the total phase shift, between the rf-current and the STO phase, will significantly depend on the relative contribution of the two ST locking torques.

Parametric locking force

The locking forces considered until now have a common characteristic: they do not compensate the damping term but act as "classical" resonant forces when their frequency is close to the eigenfrequency of the STO. Here we consider an other source of locking, called parametric synchronization or parametric resonance, where the oscillator's motion is driven by the variation of (at least one of) its intrinsic parameters. Thus the effective damping will be reduced, eventually fully compensated or even more. The classical example of this phenomenon is a child swinging on a swing (see Fig. 4.4) who moves his legs backwards and forwards at twice the oscillating frequency. The child's movements modify the center of inertia of the total system making it oscillate. Such a parametric locking process is efficient only for excitation frequency at 2f n (decreases as n increases). Thus, for an excitation frequency at f it can be difficult to distinguish it from a "classical" resonance as we will see later on. For a parametric excitation, the amplitude of the parametric locking force V parametric (ρ) depends on the amplitude of oscillation ρ. Thus the excitation has to reach a threshold to result in a forced regime of excitation. Above the threshold, the system is in a regime of parametric instability. In this regime, the amplitude of oscillation grows exponentially and is only limited by the nonlinear relaxation process of the STO [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF].

Parametric phenomena have been discussed either in uniformly magnetized [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Feng Guo | Parametric pumping of precession modes in ferromagnetic nanodisks[END_REF][START_REF] Dürrenfeld | Modulation-mediated unlocking of a parametrically phase-locked spin torque oscillator[END_REF] or vortex [START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] based STOs. Urazhdin et al. [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF] have shown that the parametric excitation bandwidth of uniform based STOs with an rf-field should evolve as:

∆ parametric = 1 π (V I rf ) 2 -(Γ + -Γ -) 2 (4.3)
with V the coupling coefficient between the rf-current, that generates a rf-field through an antena, and the magnetization, and Γ -and Γ + the respective damping and anti-damping torque terms.

In this equation, it can be noted that the parametric bandwidth is not defined below a threshold in field. This threshold depends on the difference between the damping and anti-damping More recently, P. Bortolotti et al. [START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] at CNRS/Thales lab have shown that similar parametric behavior can be observed in confined vortex based STOs with an alternative Oersted field as a source of excitation. As we mentioned, the ST forces act as resonant forces and not as parametric forces. To induce parametric oscillations through the oscillating Oersted field, the vortex core has to be non-centered, i.e. slightly shifted from the dot center at the equilibrium, which is experimentally the case. Indeed, the vortex core is generally moved from the dot center either because of a remaining stray field from a SAF, of an externally applied in-plane field or of the in-plane components of the Slonczewski and Field-like ST forces associated with a dc current [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF].

To fit the experimental observations with this model, a relatively large displacement of the vortex core from 20 % of the dot center (x 0 = 0.2R) has been assumed [START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF]. For low rf-current, below the regime of parametric excitation, a regime of parametric amplification is observed in which a thermally activated peak is amplified and detected (see Fig. 4.6.a-b). Indeed at small amplitude of excitation (below the threshold current), the mechanism of parametric excitation permits the amplification of an existing oscillating signal such as a thermally activated STO.

This phenonemon may lead to the development of low noise amplifiers [START_REF] Slavin | Spin-torque devices[END_REF] as we could imagine to combine a regime of resonant excitation and parametric excitation in a single STO. We will Extracted from [START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] discuss such a perspective in Sec. 4.4 by studying the forced excitation of a vortex based STO in the sub-critical regime. For larger rf-current, we observe a regime of parametric instability with a much higher spectral coherence and for which the amplitude of oscillations is only limited by the nonlinearities of the system (see Fig. 4.6.c-d).

Modulation force

As we mentioned previously, an rf-current can not only resonantly or parametrically phase lock a STO in the autonomous regime but a low frequency current I mod can also modulate the dynamics of a STO by modulating the anti-damping term Γ - [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF][START_REF] Manfrini | Agility of vortex-based nanocontact spin torque oscillators[END_REF][START_REF] Muduli | Nonlinear frequency and amplitude modulation of a nanocontact-based spin-torque oscillator[END_REF][START_REF] Ye Pogoryelov | Frequency modulation of spin torque oscillator pairs[END_REF]. The frequency of the modulating current has to be lower than the effective damping that defines the rate at which the STO reacts to an external signal. Generally, the modulation frequency has thus to be at least, one order of magnitude lower than the auto-oscillation frequency. Therefore the modulation current can be considered as an "extra" dc-current I dc and contributes to the anti-damping term of the LLG equation:

Γ -(I dc+mod (t), |c| 2 ) with I dc+mod (t) = I dc (1 + µ m cos ω m t) (4.4)
with Γ -the anti-damping term and µ m = I rf /I dc the modulation strength.

In my work, I do not investigate experimentally the regime of modulation. Detailed studies of this regime for the vortex case have been performed by S. Y. Martin et al. [START_REF] Martin | Tunability versus deviation sensitivity in a nonlinear vortex oscillator[END_REF] in nanopillar STOs and by M. Manfrini et al. in nanocontact STOs [START_REF] Manfrini | Agility of vortex-based nanocontact spin torque oscillators[END_REF][START_REF] Manfrini | Frequency shift keying in vortex-based spin torque oscillators[END_REF]. However, we will focus our study on a similar regime in Chap. 6 in which we consider the case of a STO locked by a phase locked loop. In a phase locked loop, the signal emitted by the STO is compared with a reference signal to generate an error signal that modulates the injected dc-current. In such electrical device, we find that the effective damping is again a key issue that strongly impacts the phase-locked state.

Fractional phase locking of a self-oscillating vortex based STO

Here, we study the injection locking of vortex based STOs with an rf-current that has already been studied for different types of STOs [START_REF] Quinsat | Injection locking of tunnel junction oscillators to a microwave current[END_REF][START_REF] Dussaux | Phase locking of vortex based spin transfer oscillators to a microwave current[END_REF][START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF]. However, in all the reported studies, the phase noise remains large even in the locking state and the presence of detrimental phase slips is reported in micromagnetic simulations [START_REF] Finocchio | Non-Adlerian phase slip and nonstationary synchronization of spin-torque oscillators to a microwave source[END_REF].

We propose here theoretical and experimental insights on the phase locking regime of a vortex based STO. Similarly to the previous chapter, we study a double vortex spin-valve on top of an MgO based magnetic tunnel junction with a synthetic antiferromagnet (see "sample B" in the App. A). With frequency and time domain measurements, we can determine with precision the locking conditions of a vortex based STO. These results will be particularly useful to achieve for the first time the mutual synchronization of two STOs with electrical coupling presented in Chap. 8.

Theoretical predictions for vortex based STO with inplane polarizer

In the self-sustained regime, it is known that a STO can be well described in the general autooscillator framework developed by A. Slavin et al. [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] (see also Sec. 1.2.4 in Chap. 1). Here we extend this approach to the non-autonomous regime in our case of interest, i.e. the vortex oscillator under an external rf current with a frequency, 2πF s = ω s , close to the oscillator fundamental frequency f 0 . In Sec. 4.2.1.2, we found that only the Slonczewski and Field-like torques associated with the in-plane spin polarization drive the locking mechanism. At the first order (in the regime of small perturbation), we can then establish (from the Thiele equation)

the equations describing the dynamics of the power fluctuations δp and the phase difference

Φ(t) = θ(t)
-ω s t between the oscillator and the rf-source [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF]:

     dδp dt = -2Γ p δp + 2F p 0 cos(Φ + Φ st ) dΦ dt = +N δp -F sin(Φ + Φ st ) -∆ω 0 (4.5)
where Γ p is the effective relaxation damping rate, N the nonlinear frequency shift,

F = √ Λ 2 SL +Λ 2 F L 2GR √ p 0
the normalized external driving force, Φ st = arctan( Λ F L Λ SL ) the additional locking force phase shift for positive dc-voltage (our experimental case), ∆ω = ω s -2πf 0 the frequency detuning, p 0 the normalized power in the self-oscillating regime.

Contrary to the autonomous regime, in which the phase drifts over time, in the phase locking regime the locking force plays the role of a retroaction process that acts on the phase of the oscillator. The oscillator phase is locked to the external signal, because of the unidirectionnal coupling, and is supposed to follow the phase dynamics of the reference. Thus the spectral coherence of the locked oscillator is expected to increase up to the spectral coherence of the reference signal. From Eq. 4.5 we can also notice that the phase locking process is directly determined by the characteristics of the two ST locking forces. An intriguing feature of STOs is that the retroaction process can in turn be controlled through the adjustment of the different ST forces.

Locking equilibrium and locking bandwidth

A stable phase locked state ( dδp dt = 0, dΦ dt = 0) can exist only within the locking range defined as:

∆ω s = (1 + ν 2 )F (4.6) 
The locking range corresponds to the main locking range, i.e when the external current frequency F s is around f 0 . Similar expressions can be obtained for locking ranges at multiple of the oscillator's eigenfrequency (f 0 :qF s ) where q is an integer. In that case, the (1:q) locking range can similarly be defined as ∆ω s = (1 + ν 2 )g 1,q F with a parameter g 1,q that describes the efficiency of the driving force F at higher harmonic frequencies [START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF].

Within the locking range, the oscillator adapts both its amplitude and its phase relative to the source. A new equilibrium is defined and can be expressed, in the first order, as:

       δp 0 = p 0 ν+ √ (1+ν 2 )F 2 -∆ω 2 (1+ν 2 )Γ 2 p Φ 0 = arctan(ν) -arcsin ∆ω √ (1+ν 2 )F -Φ st (4.7)
where ν = N p/Γ p is the nonlinear dimensionless parameter [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF]. The phase shift Φ 0 corresponds to the phase difference between the reference source and the STO. This parameter is crucial for rf-applications and should ideally be zero if synchronizing multiple STOs connected in series or in parallel with an increase in emitted power is targeted (see Chap. 8).

In the case of uniform STOs, the driving force phase shift Φ st is zero as only a Slonczewski ST force is involved in the locking process (in all the reported studies). In such a case, the dephasing parameter Φ 0 is equal to +π/2 at zero detuning (∆ω = 0) given that STOs are also highly nonlinear oscillators (and thus have large ν parameters) [START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF][START_REF] Vasil Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Li | Global attractors and the difficulty of synchronizing serial spin-torque oscillators[END_REF][START_REF] Vasil | Sensitivity to external signals and synchronization properties of a non-isochronous auto-oscillator with delayed feedback[END_REF]. For vortex based STOs, the locking process involves two different ST forces which offer a unique opportunity to tune the phase shift Φ 0 through the additional term Φ st . This will make the electrical synchronization of two STOs possible as we will show in Chap. 8.

Transient regime and phase noise level

Zhou et al. [START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF] have shown that the transient regime can be investigated by linearizing Eq. 4.5

near the stable solutions (see Eq. 4.7). We then obtain the decay rates of phase and power fluctuations:

λ = Γ p + 1 2 F cos(Φ 0 + Φ st ) ± Γ p - 1 2 F cos(Φ 0 + Φ s t) 2 -2νF sin(Φ 0 + Φ s t) + F 2 (4.8)
The decay rates correspond to the retroaction times of the oscillator's phase and amplitude. In injection locking experiments with an external rf-current, it is thus expected to reduce, down to the phase noise level of the reference signal, all the noise contributions with a characteristic time lower than the retroaction times. It can be notice that the square root term can be negative and leads to oscillating transient regime (instead of asymptotic).

To go beyond this analysis, we determine (by calculation in complex form) the power spectral density (PSD) of both the phase and amplitude noises:

             S δφ = ∆f 0 π f 2 (-ν+F/fp sin(Φ 0 +Φst)) 2 +(fp+2F cos(Φ 0 +Φst)) 2 +f 2 p F 2 cos(Φ 0 +Φst) 2 [f 2 +F 2 cos(Φ 0 +Φst) 2 ] (F 2 -F fp √ 1+ν 2 sin(Φ 0 +Φst+arctan(1/ν))-f 2 ) 2 +f 2 (fp+2F cos(Φ 0 +Φst)) 2 S δp = ∆f 0 π F 2 +f 2 (F 2 -F fp √ 1+ν 2 sin(Φ 0 +Φst+arctan(1/ν))-f 2 ) 2 +f 2 (fp+2F cos(Φ 0 +Φst)) 2 (4.9)
These expressions are quite complex and difficult to discuss. Nevertheless, we can at least notice from Eq. 4.9, that both amplitude and phase noises are reduced in the locked state and that their levels are strongly correlated with the locking strength F , i.e on the amplitudes of the two locking torques (the Slonczewski and Field-like torques), and with the phase shift Φ 0 .

Given that Φ 0 depends on the frequency detuning ∆ω, the shape of noise PSDs also varies within the locking range. To analyze more in detail these expressions, we will compare them to our experimental results in Sec. 4.3.4.2.

Fractional phase locking

In our experiments, we observe a locking state when the frequency of the current source F s approaches the fundamental gyrotropic frequency f 0 (see Fig. 4.7.a-b). Beyond this expected behavior, we observe that a frequency locking can be also achieved when F s is around qf 0 , with q an integer (q = 1 in Fig. 4.7.b, q = 2 in Fig. 4.7.c; and q = 3 in Fig. 4.7.d). The mechanism of synchronization at higher harmonics (q integer) is usually associated with the presence of harmonics in the autonomous regime [START_REF] Daryoush | Theory of subharmonic synchronization of nonlinear oscillators[END_REF][START_REF] Zhang | A study of subharmonic injection locking for local oscillators[END_REF] (which drive the synchronization process). The rf-current signal can thus lock with the q-harmonics around qf 0 . The locking efficiency at harmonics, proportional to the locking bandwidths, decreases as q increases (as the amplitude of harmonics decreases with q as seen in Fig. 4.7). Thus we report a locking bandwidth of 12%, 4% and 2% at F s around f 0 , 2f 0 and 3f 0 respectively for a locking amplitude µ = I rf /I dc = 20%. We note that the phase locked state is ultra-stable with a minimum linewidth of 1 Hz (as shown in Fig. 4.8.b for F s = 2f 0 ), only limited by the resolution bandwidth of the spectrum analyzer (note the change of x-scale for the two graphs). One should notice that this value is about 10 2 lower than the autonomous regime (700 kHz, Fig. 4.8.a). This strong linewidth reduction is combined with an output emitted power (integral of the intensity) increased from 0.8 µW in the autonomous regime to 1.1 µW in the synchronized regime. This enhanced power is associated with an increase of the radius of core gyration in the synchronized state. Indeed, as expected from Eq. 4.7, the phase of a nonlinear STO adapts its dynamics through a modification of the amplitude. Importantly, such a significant improvement of the spectral coherence is observed not only at high harmonics of synchronization but also at sub-harmonics. Indeed as displayed in Fig. 4.9.a-b, we report, for the first time in the case of an STO, a synchronization with the external rf current even for a fraction of the oscillator frequency (f 0 /q), at F s around f 0 /2 and f 0 /3. It should be noted that sub-harmonic phase locking in STOs has been predicted in micromagnetic calculations [START_REF] Li | Fractional locking of spin-torque oscillator by injected ac current[END_REF] but never observed experimentally. Indeed, sub-harmonic synchronization (1/q) usually relies only on the nonlinear behavior of the oscillator. Thus when an rf-signal is applied at a given frequency f , it is assumed that a nonlinear system will generate a small response at nf [START_REF] Daryoush | Theory of subharmonic synchronization of nonlinear oscillators[END_REF][START_REF] Zhang | A study of subharmonic injection locking for local oscillators[END_REF] (with n integer). The small amplitude of this response explains why here the locking ranges at f 0 /2 and f 0 /3 are small (respectively around 2% and 1% of f 0 ) compared to f 0 . The origins of this mechanism of excitation will be further investigated in the section concerning the forced oscillations of a STO in the sub-critical regime (see Sec. 4.4). We have also studied the locking bandwidth as a function of the locking strength µ = I rf /I dc for I dc = +11 mA. We observe, as shown in Fig. 4.11, a quasi-linear dependency of the locking bandwidth at small locking strength µ. For larger driving forces, a small change of slope appears. This is most probably related to a significant change of the normalized power δp,

i.e of the gyration radius of the vortex core, that increases with the locking strength µ (see the evolution of the normalized power with the amplitude of the synchronization force F in Eq. 4.7), which may also impact the nonlinear behavior ν. By comparing our experimental observations to our analytical model, we can extract an estimation of the efficiency of the Field-like torque. Indeed, we notice in Fig. 4.11 that the expected locking range in absence of the Field-like torque (see Eq. 8.3) does not fit with the experimental locking. On the contrary, we get a quantitative agreement with a large Field-like torque efficiency ξ F L = 0.4. A large Field like torque is expected for assymetric magnetic tunnel junctions [START_REF] Theodonis | Anomalous Bias Dependence of Spin Torque in Magnetic Tunnel Junctions[END_REF][START_REF] Stiles | Spin-Transfer Torque and Dynamics[END_REF] but the value reported here is quite high. However, it is not surprising as a large Field like efficiency of a factor ξ F L = 0.4 has already been reported through spin-diode measurements performed by Matsumoto et al. [START_REF] Matsumoto | Spin-Torque Diode Measurements of MgO-Based Magnetic Tunnel Junctions with Asymmetric Electrodes[END_REF] and Chanthbouala et al. [START_REF] Chanthbouala | Vertical-current-induced domain-wall motion in MgObased magnetic tunnel junctions with low current densities[END_REF] on similar magnetic tunnel junctions. This Here we study the STO when it is phase locked with an external current at F s ≈ 2f 0 . Contrary to the previous case, the properties of the locked oscillator are not masked by the large power of the rf source. In Fig. 4.12, we display how the experimental locking range ∆ω sync (defined by the difference between the maximum and minimum frequencies of the locked STO) and the normalized power evolve with the locking strength µ. For µ < 0.05, we observe a linear dependence of the locking range and then a change of slope for a large driving force. Again this deviation from an linear dependency may be associated with an increase of the normalized power in the locked regime (see Fig. 4.12.b). Note that this dependence of the locking range with p 0 is expected only in the case of normal resonance and not for parametric resonance as developed in Sec. 4.2. Furthermore, as predicted from Eq. 4.7 and shown in Fig. 4.12.c-d, the vortex oscillator adapts its frequency to the external frequency through a substantial modification δp of its normalized power p 0 and hence its gyration radius. These two features illustrate the amplitude/phase coupling of our nonlinear oscillator that adapts its phase dynamics through a modification of its amplitude (even in APc configuration for which ν is small).

Dynamics of a STO in the locked state

Stability of the locking regime

To gain a deeper understanding of the 1 Hz linewidth when the oscillator is locked, we perform time domain measurements by recording 5 ms long output voltage time traces with a singleshot oscilloscope (for details see [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF]). By Hilbert transform, we are able to extract the power spectral densisty of the phase and amplitude noises. Given that the phase noise is much larger than the amplitude noise, we focus our study on the properties of the phase noise. As already reported for other STOs [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Quinsat | Linewidth of higher harmonics in a nonisochronous auto-oscillator: Application to spin-torque nano-oscillators[END_REF][START_REF] Grimaldi | Spintronic nano-oscillators: Towards nanoscale and tunable frequency devices[END_REF], we find that the power spectral density (PSD) of the phase noise in the autonomous regime displays a 1/f 2 dependence from the carrier frequency that is associated to a white frequency noise (see black curves in Fig. 4.13).

This level of phase noise is seemingly modified when the frequency of the external current I rf approaches f 0 , f 0 /2 , 2f 0 , f 0 /3 or 3f 0 . When F s = f 0 , a significant reduction of phase noise is observed even for a low driving force µ = I rf /I dc = 0.02 (see orange curve in Fig. 4.13.c).

For such a low injection power, we observe a plateau in the phase noise from a high frequency roll-off, f roll-of f , down to a low offset frequency corner f c (for example, for µ = 0.02 at F s = f 0 in Fig. For an offset frequency lower than f c , the phase noise has a 1/f 2 dependency because of the phase slips in the phase dynamics [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF][START_REF] Finocchio | Non-Adlerian phase slip and nonstationary synchronization of spin-torque oscillators to a microwave source[END_REF][START_REF] Sancho | Stochastic Analysis of Cycle Slips in Injection-Locked Oscillators and Analog Frequency Dividers[END_REF][START_REF] Michotte | Condition of the occurrence of phase slip centers in superconducting nanowires under applied current or voltage[END_REF]. Similar features were reported in micromagnetic simulations [START_REF] Finocchio | Non-Adlerian phase slip and nonstationary synchronization of spin-torque oscillators to a microwave source[END_REF] but not observed in time domain measurements. The phase slips are associated to desynchronization-resynchronization events occurring because of the thermal fluctuations. The amplitude of these phase slips is related to the number of stable positions available over one period, which directly depends on the frequency of the current source. As a consequence, for a driving force frequency around qf 0 , the phase deviation (Φ(t) = θ(t) -2πf 0 t with θ(t)

being the phase of the STO) of the locked oscillator presents some phase slip events with an amplitude of 2π/q. In Fig. 4.14, the amplitude of the measured phase slips is thus, as expected, respectively 2π, π, 2π/3 for the f 0 , 2f 0 , and 3f 0 cases. However when the source frequency is smaller than that of the STO, and F s is close to f 0 /q, we only observe phase slips of 2π as shown in Fig. 4.15 for F s around f 0 /2 and f 0 /3. These 2π phase slips confirm that the STO can phase lock with an injected rf-current around f 0 /q because of its nonlinear behavior. The STO generates at f 0 a harmonic replication of the injected rf-current which allows the locking process. It can also be seen that for each locking range, all the observed phase slips present the same amplitude, which demonstrates the absence of chaotic behavior or other dynamical regimes related to multi-stability [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF] in our STOs.

For large enough driving forces (in Fig. 4.13.b-d, resp. µ = 0.25 purple curve at f 0 /2, µ = 0.08 red curve at f 0 and µ = 0.2 dark blue curve at 2f 0 ), a constant phase noise level from f roll-of f to 300 Hz offset frequency (lowest value associated with our oscilloscope memory) is observed.

In this ultra-stable locked regime, we note the absence of phase slips (see Fig. 4.14. The phase deviation remains below 2π with an associated resulting noise level of -90 dBc/Hz at 1 kHz from the carrier when the external frequency is at 2f 0 (see Fig. 4.13.d). Note that a similarly low phase noise is reached at f 0 (Fig. 4.13.c) but the data at very low offset frequencies are hindered by the phase noise of our Agilent rf-current source. Furthermore, we observe that this pure phase locking state is indeed not achieved for F s equal to 3f 0 or f 0 /3 as the efficiency of the locking process is too weak in these two conditions.

The presence or the absence of phase slips highlights here the fundamental difference between the largely reported "frequency locked state" [52-55, 58, 61, 89] and a "pure" (or "real") phase locked state, which only exists in the absence of any phase slip events.

Transient regime of synchronization and phase noise level

The constant phase noise level, reported in the previous section, is characteristic of the retroaction process acting on the phase of the oscillator. Indeed, all thermal noise events with a characteristic frequency lower than the retroaction frequency (here indicated as the frequency roll-off f roll-of f in Fig. 4.13) are strongly reduced or suppressed. This retroaction frequency corresponds to a direct observation of the phase noise retroaction time λ as defined in Eq. 4.8. We can thus deduce from Eq. 4.7 that the phase shift introduced by the locking ST forces Φ st = arctan(Λ F L /Λ SL ) is close to π/2 and compensates the phase shift due to the STO nonlinear behavior (arctan ν with ν around 10 for the functioning point in Fig. 4.16). Thus we can deduce that the phase shift Φ 0 between the injected rf-current and the STO phase is close to zero at zero detuning (see Eq. 4.7). This will be an important and crucial issue for our mutual synchronization measurements (see Chap. 8).

Finally, we succeed to demonstrate "pure" injection locking of a vortex based spin transfer oscillator by an external current with multiple integers, i.e., f 0 , 2f 0 and 3f 0 , as well as half and third integer frequencies f 0 /2 and f 0 /3. A "pure" phase locking state with no phase slips and a large output power (> 1µW ) is observed at room temperature and zero magnetic field. It is associated with a record low phase noise down to -90dBc/Hz at 1 kHz offset. We demonstrate that the physical mechanisms at play for the oscillator to be locked, notably in the transient regime of synchronization, are correlated to the symmetry of the ST locking forces.

Forced oscillations in the sub-critical regime

For rf-applications, an important concern is to reduce the energy consumption and thus to reduce I dc and so the Joule heating. Until now, we have studied the case of a vortex based STO in the self-sustained regime where a large dc-current is applied to compensate the losses. In this section, we consider a vortex oscillator in the sub-critical regime where no sustained oscillations are observed. One open question here is to determine the conditions for which we can observe a regime of forced excitations when we supply the STO with an rf-current. Answering this question could eventually give rise to the perspective of zero dc-current frequency multiplier or divider. To do so, it is necessary to identify the locking mechanisms that could be involved in this regime of forced excitation.

In the literature, it was reported that a vortex based STO in the damped regime could be excited with an external current at 2f 0 and f 0 [START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF], and also at 3f 0 [START_REF] Martin | Parametric oscillator based on nonlinear vortex dynamics in low-resistance magnetic tunnel junctions[END_REF]. The authors attributed their observations to a phenomenon of parametric excitation. However this is partially in contradiction, at least because 3f 0 works, with the fact that a parametric phenomenon is efficient only when the source frequency fulfilled the condition F s = 2f 0 n .

Here we first show that we can observe forced oscillations not only when the source frequency is around 2f 0 , or f 0 but more generally when the condition F s = fs q is fullfiled (with q an integer). Then we discuss the different mechanisms of excitation at 2f 0 and f 0 . We compare our analytical results with analytical predictions taking into account both parametric resonance and normal resonance and find that both these processes are involved in the mechanism of excitation. We support our conclusion by simulations performed in collaboration with the group of M. Stiles in NIST.

STO response depending on the frequency of the rf-source

In our study, we apply a dc-current so that the anti-damping term Γ -partially compensates the damping term Γ + . The damping constant in our permalloy based STO is too high to observe a forced regime of excitation without applying any dc-current. Thus we performed our experiments for I dc = +7 mA, i.e 80% of the threshold current in our junction with a 300 nm diameter, at zero applied field. By applying an additional rf-current, we could then observe a forced regime for a source frequency F s around qf 0 or f 0 /q with q an integer as seen in Fig. 4.17 for I rf =2 mA (i.e a locking amplitude of 30%).

The efficiency of the excitation is then determined by the ability of the oscillator to modify its intrinsic frequency. Thus to compare the different locking efficiencies, we measure the forcing interval defined as ω s = ωs,max-ω s,min q

where ω s,max and ω s,max are respectively the maximal and mininal external frequencies that lock the oscillator for each locking bandwidth1 . We note that the locking interval is larger for F s around f 0 (14% of the vortex eigenfrequency). At F s around f 0 2 , 2f 0 and 3f 0 , the different locking intervals are of similar order of magnitude, respectively 9%, 6% and 5% of the vortex gyrotropic frequency. At F s around f 0 3 , the locking bandwidth is much smaller, about 3% of the vortex gyrotropic frequency. In fact, these regions of excitation and the magnitudes of the locking ranges do not well agree with a complete regime of parametric excitation. Indeed this phenomenon should only be observed for an excitation frequency around F s = 2f 0 /n with n an integer and its efficiency should decrease as n increases. Here, we observe a response at F s = 3f 0 and no signal at

F s = 2f 0 3 .
Thus we conclude that parametric excitation alone cannot account for the results that we observed.

Excitation mechanism at f and 2f

To envisage the possible mechanism of excitations, we first analyze the locking characteristics for a source frequency around f 0 or 2f 0 . In Fig. 4.18, we note that for each case the bandwidth of excitation evolves linearly with µ. However, for F s ≈ 2f 0 a threshold of excitation is observed (at µ ≈ 0) whereas there is no threshold at f 0 (see Fig. 4.18). We will discuss more in details this observation with simulations later on. For F s ≈ 2f 0 we can also plot the evolution of the gyration radius with µ as seen in Fig. 4.19.

To do so, we extract the power of the STO from the power spectral density (PSD) and take its square root [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF]. Thus we first observe that the radius increases rapidly and linearly with the amplitude of rf-current I rf and then more slowly due to the nonlinearities of the system. On the contrary, at F s around f 0 , the absence of a threshold tends to prove that we have a normal resonant process. Thus contrary to Martin et al. [START_REF] Martin | Parametric oscillator based on nonlinear vortex dynamics in low-resistance magnetic tunnel junctions[END_REF], we cannot attribute our results to a parametric phenomenon. Contrary to parametric forces, the Slonczewski and Field-like in plane torques of the SAF polarizer, as we have seen previously, do not depend on the gyration radius of the vortex. Thus their action can lead to forced oscillations of a vortex based STO in the subcritical regime, without any threshold of excitation. For an excitation frequency at 2πF s = ω, we can establish (from the Thiele equation) the expression of the resulting gyration radius:

ρ = J rf 2GR Λ 2 F L + Λ 2 SL (ω -ω 0 ) 2 + (Γ --Γ + ) 2 (4.10)
with G the gyrovector, R the dot radius, Λ F L and Λ SL the respective efficiency of the Slonczewski and Field-like in plane torques, Γ -the anti-damping term, Γ + the damping term.

From Eq. 4.10, we predict a linear increase of the excitation bandwidth with the amplitude of rf-current as it is the case in our experiment. This efficiency of the excitation process is sufficiently high in our MTJ so that it can lead to the expulsion the vortex core from the junction as we will see in Chap. 7. From these experiments in the sub-critical regime, it seems that the process of excitation relies on phenomena of normal resonance at f 0 and of parametric resonance at 2f 0 (due to the presence of an excitation threshold).

To further understand the mechanisms behind these excitations in the sub-critical regime, we simulate our vortex based STO for I dc = 0.8I th with a Matlab program that solves the Thiele's equation. Using this program developed in collaboration between J. Grollier and the NIST group of M. Stiles, we study the response of the system when we excite it with an rfcurrent at different amplitudes. To evaluate the contribution of the parametric excitation in our experiments, we observe the temporal dynamics with or without an in-plane field that shifts the vortex core from the dot center as required for parametric excitation. To evaluate the effect of the normal resonance, we simulate the system with or without the Slonczewski and Field-like in plane force (as previously, ξ F L is fixed to 0.4).

In the simulation results represented in Fig. 4.18, we notice that a regime of forced dynamics at 2f 0 is observed only in presence of an in-plane field that shifts the vortex core by 0.3 of the radius. At f 0 , a resonant excitation is observed only when the ST in-plane torques are considered. This shows that the process of excitation mainly relies on phenomena of normal resonance at f 0 and of parametric resonance at 2f 0 .

Furthermore, one may notice in Fig. 4.18 that the locking bandwidth obtained by our Matlab code at 2f 0 is much smaller than the experimental locking. This discrepancy can be reduced by increasing the in-plane field considered in our Matlab code but the locking bandwidth remains lower than the experimental one for realistic values of field (lower than the field that will expulse the vortex core from the STO). This could be explained by the fact that we consider perfectly circular dots in our Matlab code. In our experiments the nanopillars are not perfectly circular (see Appendix A) which can lead to a non-perfectly circular gyrotropic motion. Thus, the presence of high harmonics, as reported in the experiments, can enhance the locking process at 2f 0 through a process of normal resonance at the frequency of the harmonics.

Superharmonic resonance at fs q

In mechanical systems [START_REF] Cohen-Tanugi | Ultralow Superharmonic Resonance for Functional Nanowires[END_REF], it has been reported that superharmonic resonances could be observed for large amplitudes of excitation. This phenomenon is only observed in highly nonlinear oscillators when F s is around fs q . Indeed, as seen in Chap. 4, the rf-excitation of a nonlinear oscillator at a fraction of its eigenfrequency generates a response at harmonics of the input frequency. This response can be close to f 0 so that a resonant excitation at f 0 can be observed. In our vortex based STOs, the nonlinearities arises from the damping term Γ + and the confinement term ω 0 (see Sec. 2.1.1 in Chap. 2) which depends on the gyration radius ρ at the second order.

In our experiments, we can observe, as shown in Fig. 4.20.a, a resonant response at f 0 for an excitation frequency at fs q . This behavior corresponds to the regime of superharmonic resonance. Given that the efficiency of this process is low, the locking bandwidth increases slowly with the locking strength µ. Thus it is difficult to observe it for low driving forces. For example, we do not detect any response at fs 3 for µ < 0.2. The same behaviors are observed in our Matlab simulations at zero applied field as shown in Fig. 4.20.b. For a vortex based STO similar to the experimental case, we note that there is no threshold in the response at f 0 2 . Furthermore, we do not get any response if we switch off the ST forces. These different observations confirm that the excitation process is mainly driven by an effect of superharmonic resonance and not by a parametric excitation driven by the oscillating Oersted field. However, we get a quantitative agreement with our experiments for F s around f 0 2 or around 2f 0 only in presence of a small in-plane field (similar to the experimental SAF stray field). This means that the process of excitation combines two mechanisms, i.e a classical resonant effect amplified by a parametric effect.

We also want to point out that with our Matlab code, we get a response at f 0 3 only for an unrealistic locking strength of 0.6 (not represented in Fig. 4.20) and only in presence of a small in-plane field. This behavior must be related with the fact that our model only takes into account the second order of nonlinearities. Taking into account the higher order of nonlinearities should be necessary to fit more precisely with our experiments. Nevertheless, the good agreement in the response at f 0 2 and at f 0 already represents a clear evidence of superharmonic resonance assisted by parametric amplification. Such phenomenon had never been reported in magnetic systems and it will open new perspectives for spin-torque oscillators.

In summary, we achieved phase locking of a vortex based STO with an rf-current at multiple integers, as well as half and third integer frequency. In the locked state, we reported a record minimum phase noise of -90 dBc/Hz at 1 kHz offset with a large output power (> 1µW ). With time domain measurements, we improved our understanding of the locking behavior and of its stability. We developed an analytical model that indicates that the locking process of a vortex based STO is controlled through different sources of spin-transfer locking torques, i.e the Slonczewski and Field-like in-plane torques. By fitting our experiments, we highlighted the crucial role of the Field-like in-plane torque in the locking process.

We then showed that an rf-current can excite a forced excitation of a vortex based STO in the damped regime either at multiples or at fractions of the gyrotropic frequency. With frequential measurements and analysis based on Thiele equation, we demonstrated that the mechanism of excitation relies on both parametric amplification and normal resonance. Finally, we observed, for the first time, the presence of superharmonic resonance in a STO.

Finally, vortex based STOs in magnetic tunnel junction can easily synchronize with an external rf-current thanks to large Field-like torques. In Chap. 6, this high efficiency of the locking process will help us to probe the coupled motion of two vortices and to observe exotic dynamics associated to the locking of both damped and excited coupled modes.

Chapter 5

Limitations of the "single mode" hypothesis Spin-torque oscillators generally present one single mode excited by spin-transfer. Indeed, the spin-transfer process first excites the lowest mode in energy that can become unstable. As we previously discussed, the dynamics of the excited mode is well described by the auto-oscillator model [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF]. Nevertheless, different studies reported the presence of multi-mode generation in uniform STOs, with either mode hopping or mode coexistence [START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Heinonen | Mode coupling in spin torque oscillators[END_REF]. The coupling between those modes can be driven by different parameters (current and field [START_REF] Muduli | Decoherence and mode-hopping in a magnetic tunnel junction-based spin-torque oscillator[END_REF][START_REF] Chul | Current Driven Magnetic Damping in Dipolar-Coupled Spin System[END_REF], noise [168]).

Theoretical extention of the auto-oscillator model with more than one mode have permitted to fit well the experimental observations but the physical origin of the coupling often remains unclear [START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF]. For example, the inter-or intra-layer mode coupling have been reported to lead to really different features such as linewidth enhancement or reduction [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Gusakova | Linewidth reduction in a spin-torque nano-oscillator caused by non-conservative current-induced coupling between magnetic layers[END_REF][START_REF] Gusakova | Spin-polarized current-induced excitations in a coupled magnetic layer system[END_REF].

Only recently Iacocca et al. [START_REF] Iacocca | Mode-coupling mechanisms in nanocontact spin-torque oscillators[END_REF] explained, in the limit of equally excited mode by ST torque, these different behaviors through different coupling regimes, either mode hopping or mode co-existence. However the direct observation of different coupled modes is often difficult to perform so that strong hypotheses are needed to model the mode-coupling mechanisms.

In this specific chapter, we highlight the limitations of the single mode approach in double vortex based STOs. We first focus our study on the coupling mechanism at harmonic mode crossings that we reported to strongly impact the spectral coherence of the STO [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF]. By time domains measurements, we identify with precision the parameters that drive the coupling between modes and show the strong impact of mode coupling on the effective damping of the different modes. Then, we present, for the first time, a direct and simultaneous observation of two inter-layer coupled modes, one damped and one excited by ST torque. We highlight that mode coupling can lead to self-resonant excitation in a single isolated STO. Then we use an external rf-source to demonstrate that we can control with precision the coupling between modes and that it can lead to exotic phenomena such as the annihilation of the excited mode, the overlapping of two locking bandwidths and potentially chaotic behavior.

Energy transfer between coupled modes

Mode crossing at multiple harmonics

In double vortex based STOs in spin-valve, we recently highlighted in a study performed in collaboration with CEA SPEC [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF] that the dynamics of the excited mode could be strongly affected by the interaction with the damped mode. At harmonic crossings between the damped and the excited mode (nF damp = mf exc with m and n integers), a strong increase of the linewidth of the excited mode is observed (see Fig. Such exchanges of energy have been reported in other magnetic or non-magnetic systems [START_REF] Okamoto | Coherent phonon manipulation in coupled mechanical resonators[END_REF][START_REF] Yariv | Coupled-mode theory for guided-wave optics[END_REF] having several eigenmodes. When the mode frequencies cross each other, some energy is transferred from one mode to another [START_REF] Pigeau | Measurement of the Dynamical Dipolar Coupling in a Pair of Magnetic Nanodisks Using a Ferromagnetic Resonance Force Microscope[END_REF][START_REF] Lequeux | Increased magnetic damping of a single domain wall and adjacent magnetic domains detected by spin torque diode in a nanostripe[END_REF][START_REF] Jung | Tunable negligible-loss energy transfer between dipolar-coupled magnetic disks by stimulated vortex gyration[END_REF][START_REF] Sugimoto | Dynamics of Coupled Vortices in a Pair of Ferromagnetic Disks[END_REF]. In the case of STOs, if one of these modes is excited by spin-transfer, the transfer of energy is generally from the excited mode to the damped mode which facilitates the dissipation of energy. The mode interaction can be mediated either by spin-waves [START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF], dipolar [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF][START_REF] Jung | Tunable negligible-loss energy transfer between dipolar-coupled magnetic disks by stimulated vortex gyration[END_REF][START_REF] Sugimoto | Dynamics of Coupled Vortices in a Pair of Ferromagnetic Disks[END_REF][START_REF] Keatley | Isolating the Dynamic Dipolar Interaction between a Pair of Nanoscale Ferromagnetic Disks[END_REF] or electrical coupling [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF]. In the dynamics of double vortex based STOs, the interaction between the two coupled modes is mediated either through a dipolar coupling between the vortex bodies and/or an electrical coupling due to reciprocal ST forces.

The coupling strength depends on the frequency (i.e energy) difference between modes. To reduce the mode interaction, STOs should thus operate at the largest gaps in energy, i.e far from harmonic crossings (as we did in the previous chapters), between excited and damped mode. Far from mode crossings, the hypothesis of a single excited mode is valid and we can use the auto-oscillator model. On the contrary, the hypothesis of a single excited mode is probably less or even not valid at the crossings when there is a large transfer of energy from one excited mode to other damped modes. Furthermore, the physics associated to the interaction between coupled modes still remains an open question that can lead to new phenomena such as chaotic behavior [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF][START_REF] Hφgh Jensen | Transition to chaos by interaction of resonances in dissipative systems. I. Circle maps[END_REF][START_REF] Karabalin | Nonlinear dynamics and chaos in two coupled nanomechanical resonators[END_REF][START_REF] Li | Dynamic magnetization states of a spin valve in the presence of dc and ac currents: Synchronization, modification, and chaos[END_REF].

Correlation between mode parameters and energy exchange

In the literature, several groups [START_REF] Muduli | Decoherence and mode-hopping in a magnetic tunnel junction-based spin-torque oscillator[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Gusakova | Linewidth reduction in a spin-torque nano-oscillator caused by non-conservative current-induced coupling between magnetic layers[END_REF][START_REF] Heinonen | Mode coupling in spin torque oscillators[END_REF][START_REF] Chul | Current Driven Magnetic Damping in Dipolar-Coupled Spin System[END_REF][168][START_REF] Gusakova | Spin-polarized current-induced excitations in a coupled magnetic layer system[END_REF] have tried to understand the dynamics of coupled modes in STOs but numerous questions still remain open as it is often difficult either to identify the different coupled modes or to access separetely their properties. Among these studies, Iacocca et al. [START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Iacocca | Mode-coupling mechanisms in nanocontact spin-torque oscillators[END_REF] theoretically demonstrated that the auto-oscillator model could be well adapted to mode interaction. However such theoretical predictions are often difficult to perform given the large number of unknown and adjustable nonlinear parameters for the different modes. Experimentally, the excited mode can either present an increase [START_REF] Gusakova | Spin-polarized current-induced excitations in a coupled magnetic layer system[END_REF] or a decrease [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF] of the linewidth at the crossings of harmonics. From all these studies, it appears that the mode interaction is mediated by a modification of damping and thus of the effective damping ratio of the coupled modes. Here, we try to understand in more details, with time domain measurements, the coupling mechanisms at harmonic crossings in a double vortex based STO.

We focus our study on samples B (see Appendix A) where the excited thin vortex layer is close to the MgO barrier so that the emitted power associated with the excited mode is large.

In APc configuration, we observe oscillations of the linewidth (from 200 kHz to 7 MHz) due to harmonic crossings (f exc = f damp /2 and f exc = f damp /3 in Fig. 5.2). In parallel, we note that f is globally linear with the applied field H perp but that some frequency softenings appear at harmonic crossings (see Fig. 5.2.b). These softenings of df /dH perp correspond to the new frequency dispersion curve due to the interaction between modes [START_REF] Pigeau | Measurement of the Dynamical Dipolar Coupling in a Pair of Magnetic Nanodisks Using a Ferromagnetic Resonance Force Microscope[END_REF]. In Fig. 5.2.c, we notice First, we can notice that the different nonlinear parameters globally present a quasi-linear dependence with I dc for the different field conditions as expected in the auto-oscillator model.

Only the linear linewidth ∆f 0 first decreases with I dc and then slightly increases far from the crossing (-15 kA/m) and at high surcriticalities (I dc > +10 mA). Similar behavior was observed in a single vortex STO by E. Grimaldi [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] and it may correspond to a change in the vortex structure.

Nevertheless, if we focus our analysis for I dc = +11 mA (the case represented in Fig. 5.2), we notice that the nonlinear dimensionless parameter ν is non-zero for all the range of fields as we would have not expected from the analysis of the harmonic linewidths. This confirms, as we noticed in Chap. 3, that we have small but non-zero ν for double vortex based STOs in the APc configuration.

We note that the linear linewidths ∆f 0 and the nonlinear frequency shifts N do not depend on the fields at I dc =+11 mA . On the contrary, the nonlinear dimensionless parameter ν and the Moreover, we experimentally found that the critical currents are larger close to the harmonic crossings (+8 mA at -55 kA/m against +7 mA at -15 kA/m). Combined with the lower effective damping at harmonic crossings, it indicates that the exchange of energy between modes can be modelled by an extra-damping term α that affects the dynamics of the excited mode [START_REF] Romera | Non-linear mode interaction between spin torque driven and damped modes in spin torque nano-oscillators[END_REF].

This extra-damping term α coupling leads to a decrease of the effective damping ratio Γ p close to the harmonic crossings.

This non-intuitive deduction comes from the fact that the effective damping ratio is defined as Γ p = (dΓ -/dp -dΓ + /dp)p 0 (see Chap. 1 and Ref. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Slavin | Microwave sources: Spin-torque oscillators get in phase[END_REF]). Thus it can be expressed as Γ p = (ξ -1)Γ G with ξ the surcriticality and Γ G the damping force. Given that ξ is inversely proportionnal to α and Γ G is proportional to α, the effective damping ratio is thus proportionnal to A-Bα and not directly to α. As a consequence, the effective damping ratio Γ p thus decreases when the damping increases.

In our experiments, the enhanced damping α at the harmonic crossings leads to larger threshold currents and thus to lower surcriticalities ξ, which in turn induces a lower effective damping.

This lower effective damping ratio at harmonic crossings explains why the lowest linewidths are observed far from the crossings given that the linewidth is defined as ∆f = (1 + ν 2 )∆f 0 =

(1 + (N p 0 /Γ p ) 2 )∆f 0 ). The fact that M. Romera [START_REF] Romera | Non-linear mode interaction between spin torque driven and damped modes in spin torque nano-oscillators[END_REF] observed lower linewidths at harmonics crossings may be correlated to a strong softening of the nonlinear frequency shift N = df /dp that leads to larger ν parameters.

In summary, we identify the effects of mode coupling on the dynamics of a mode excited by ST torque that interacts with a damped mode. In particular, we highlight that the transfer of energy from one mode to another modifies the damping of the excited mode.

"Resonance" of damped modes

To analyze in more detail the mechanisms of energy exchange, a direct observation of both the damped and excited modes is required. In this section, we study sample A (see Appendix A)

for which both the excited and the damped modes can be detected simultaneously as seen in Fig. 5.4 (see also Chap. 3). We perform our study for vortices with parallel chiralities and anti-parallel core polarities (APc) in the autonomous and non-autonomous regimes. 

Self-resonance in the autonomous regime

In Fig. 5.5, we plot the evolution of the frequency of the excited and the damped modes as a function of H perp for I dc = -14.5 mA. One striking feature is the" synchronization of the damped mode" with the excited and self-sustained mode for F damp around 3/2f 0 . At this harmonic crossing, both mode frequencies soften as seen in Fig. 5.5.a. In particular, the frequency of the damped mode adapts its frequency to follow the frequency of the excited mode 1 . This observation highlights that we force the dynamics of the damped mode through an internal process of self-resonance with an excited mode in an STO without any external rf-signal. This process can be mediated through spin-transfer [START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF] and/or dipolar [START_REF] Pigeau | Measurement of the Dynamical Dipolar Coupling in a Pair of Magnetic Nanodisks Using a Ferromagnetic Resonance Force Microscope[END_REF] interaction. It must also be emphasized from the time domain measurements in Fig. 5.5.d-f that the two modes coexist without any mode hopping between them in the all range of field. In this forced regime, the spectral coherence of the damped mode is strongly enhanced. The minimum linewidth is of 800 kHz at 5 kA/m, close to the 350 kHz of the excited mode as seen in Fig. 5.5.b. This feature indicates that the "damped" mode enters in a steady state in this region of field. Consequently, the emitted power of the "damped" mode is also enhanced.

However it cannot be quantitatively correlated to the power decrease of the excited mode given that this mode is mainly located in the top thin layer (for "Sample A", we probe the dynamics of the bottom thick layer through the MgO barrier as presented in Chap. 3).

Contrary to the case of uniform STOs in nanocontacts [START_REF] Iacocca | Strongly non-linear magnetization dynamics in nano-structures: perturbations, multi-mode generation, and topological droplets[END_REF][START_REF] Iacocca | Mode-coupling mechanisms in nanocontact spin-torque oscillators[END_REF], the linewidths of the two coupled modes do not evolve as a function of the coupling strength (maximum at harmonic crossings) in our regime of mode co-existence. In Ref. [START_REF] Iacocca | Mode-coupling mechanisms in nanocontact spin-torque oscillators[END_REF], the two modes are assumed to be equally excited by ST torque while in our case, one mode is damped by ST torque while the other one is excited by ST torque. Here we even notice that the variations of linewidths of the two coupled modes are not directly correlated between them. The linewidth of the excited mode decreases as the power of the damped mode increases as seen in Fig. 5.5. This is coherent with the fact that the transfer of energy from the auto-oscillating mode to the "damped" mode leads to an enhancement of the linewidth of the excited mode. The linewidth of the "damped"

mode is minimum at the center of the "self-resonance" bandwidth and maximum at the edges as it is the case in injection locking experiments due to the effect of frequency pulling [START_REF] Georges | Impact of the electrical connection of spin transfer nano-oscillators on their synchronization: an analytical study[END_REF]. The rf-features of the two coupled modes are thus sensitive to the transfer of energy between them but also to the fact the dynamics of one mode is enslaved by the second one.

Forced resonance in the non-autonomous regime

In this section, we demonstrate that the mode coupling between the damped mode and the excited mode can be controlled with an external rf-current. Such a precise control can lead to more exotic effects such as the presence of multiple lockings ranges, the annihilation of the excited mode, or the overlapping of two locking bandwidths and even chaotic behaviors.

As in Chap. 4, the Slonczewski and Field-like ST torques from the SAF can synchronize the dynamics of our STO. In sample A, the layer close to the MgO barrier is the thick permalloy layer. Thus the locking process will drive the STO through the dynamics of the bottom thick vortex layer. The rf-current directly affects the thick layer and can thus simultaneously synchronize the excited mode that is delocalized in the bottom thick layer and resonantly excite the damped mode mainly localized in thick laye. In this mode competition, two parameters are crucial: the amplitude of rf-current and the frequency detuning.

Overlapping of locking bandwidths

We first consider a double vortex system under the conditions for which we can clearly observe the excited mode (f 0 = 215 MHz in Fig. 5.7.e) but barely the damped mode (F damped = 390 MHz in Fig. 5.7.e) on our spectrum analyzer. There we perform injection locking experiments at an rf-frequency F s around twice the eigenfrequency of the excited mode 2f 0 for different levels of rf-current.

In Fig 5 .6.a-e, we note that a single locking range for F s around 2f 0 (around 430 MHz) is observed at -18 dBm. At -12 dBm, we surprisingly notice the appearance of a second locking range at lower driving frequency F s (around 400 MHz). The bandwidth of this second locking increases with I rf . In this locking range, the STO still adapts its frequency at half the driving frequency. The position of this second locking range corresponds to the region for which we expect to have a resonant excitation of the damped mode (F s around F damped ). From this observation, we deduce that the rf-current resonantly excites the damped mode and that the excited mode adapts its frequency to synchronize with the forced oscillations of the damped mode. In the second locking range (F s ≈ F damped ), the system is highly frustrated between one mode (f 0 ) that is favored by the dc ST torque and another mode (F damped ) favored by the rf ST torques. Indeed, the senses of gyration for each mode are opposite given that the two vortices have opposite polarities (and each mode is mainly driven by one of the two vortices). Thus this second locking state is less stable and its corresponding linewidths are higher than for F s ≈ 2f 0 as seen in Fig. 5.7.a. The linewidths are thus larger in this second locking state, and the time traces also present more phase slips than in the first locking state (see Fig. 

5.7.d).

Such a "frustrated" response shows the strong instability of the STO in the overlapping region and probably indicates the presence of a chaotic behavior [START_REF] Li | Dynamic magnetization states of a spin valve in the presence of dc and ac currents: Synchronization, modification, and chaos[END_REF]. Theoretically, it was demonstrated that the response of an oscillator in the overlapping region corresponds to erratic jumps between the different locking states [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF][START_REF] Hφgh Jensen | Transition to chaos by interaction of resonances in dissipative systems. I. Circle maps[END_REF].

In this specific chapter, we demonstrated that the dynamics of a double vortex based STO cannot be fully described in the single mode approach. In a double vortex based STO, we showed that the mode interaction at harmonic crossings leads to a large energy transfer from the excited mode to the damped mode of the coupled vortex system. This energy transfer increases the damping associated with the excited mode, reducing its power and its spectral coherence.

For some certain experimental conditions, we even reported the possibility of resonantly exciting the damped mode because of the action of the excited mode. The STO can thus be selfresonantly excited. Finally, we demonstrated that the two coupled modes of the system can be excited with an rf-current. At large rf-excitation, the locking bandwidths of the two coupled modes overlap so that we simultaneously excite the two coupled modes. This leads to an complex and incoherent motion that may correspond to a chaotic behavior.

Chapter 6

Towards spintronic rf-nanosources by the integration of STO in phase locked loop A phase locked loop (PLL) consists of an electronic circuit with a controllable oscillator (generally a VCO, voltage controllable oscillator) whose phase is constantly adjusted to match with the frequency of a reference input clock. A phase locked loop permits the reduction of the phase difference between a reference signal and a local oscillator by using a feedback loop. This type of device, first developed in 1932 by de. Bellescize [START_REF] De | La réception synchrone[END_REF], is currently widely use for various rf-applications such as frequency demodulators, stable frequency generators at multiples of the input frequency or as a frequency distributors in microprocessors. In this chapter, we present the concept of an STO based phase locked loop (see Fig. studies have demonstrated the potential of this type of device for reducing the phase noise of an STO [START_REF] Tamaru | Generation of highly stable 5 GHz microwave from a spin torque oscillator by phase locked loop referenced to Bibliography 202 a 80 MHz clock[END_REF][START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF]. Here, we show preliminary results for an on-chip phase locked loop with our vortex based STO. This on-chip phase locked loop has been developed by M.Kreissig from TUD (Dresden) within the EU project MOSAIC coordinated by U. Ebels.

Expectations for spintronic based phase locked loops

The specific advantages of STOs compared to classical VCOs, such as their small size and radiation hardness, have created significant interest in STO based phase locked loop. One could argue that the size of the loop is often much more limiting than the size of the STO in our case. However, as we mentioned, one potential application could be a phase locked loop that drives at long distance multiple STOs and acts as a frequency distributor in which the size of the local oscillators is crucial. Furthermore, for space system applications, the main advantage of STOs is not their size but their resistance to electromagnetic radiations.

The theoretical background of a phase locked loop is well-known for many years (see Appendix C). In this section, we briefly report the characteristic of an STO based phase locked loop depending on the characteristics of the loop and of the STO. The oscillator dynamics can be well described in the auto-oscillator framework by adding a modulating feedback current ∆I [START_REF] Mitrofanov | Amplitude and phase noises of a spintransfer nano-oscillator synchronized by a phase-lock loop[END_REF]:

dc dt + iω(|p|)c + [Γ + (|p|) -Γ -(I + ∆I)]c = 0 (6.1)
with ∆I = K(p)F (∆Φ), = ∆I/I 0 , ω(|p|) the STO eigenfrequency, K(p) the filter transmission coefficient, F (∆Φ) the normalized feedback signal of the phase detector and ∆Φ the phase difference between the STO and the reference oscillator. One should also notice that the retroaction force corresponds to a modulation of the dc spin-transfer force that drives the self-sustained oscillations. Thus the feedback force acts only on the amplitude of the STO.

By considering no spurious peaks and no loop instability, A. Mitrofanov et al. [START_REF] Mitrofanov | Amplitude and phase noises of a spintransfer nano-oscillator synchronized by a phase-lock loop[END_REF] recently studied the loop characteristics of an ideal filterless (K(p) = 1) PLL with a phase detector F (∆Φ) = sin(∆Φ). The phase detector provides a signal that corresponds to the low frequency component of a frequency mixer. Such an ideal case permits the identification of the STO parameters that may limit the functioning of the phase locked loop (if the filter itself is not the limiting aspect).

Here we do such a study for a vortex based STO. Contrary to uniformly magnetized STOs [START_REF] Mitrofanov | Amplitude and phase noises of a spintransfer nano-oscillator synchronized by a phase-lock loop[END_REF], the vortex based STO has a linear anti-damping torque Γ -. For such a case, we derive Chapter 6. Towards spintronic rf-nanosources by the integration of STO in phase locked loop 117

the expressions of the normalized power p and of the phase shift Φ 0 between the phases of the driving current and of the STO in the locked state:

     p = p 0 1 + p 0 f pll Γp sin(Φ 0 ) Φ 0 = arcsin 2∆ω νf pll (6.2) ∆ω = ω 0 -ω ref (or N div ω ref if a
frequency divider is considered, with N div the number of division) is the frequency detuning, p 0 is the normalized power, ν is the nonlinear dimensionless parameter, and f pll = Γ -(I) is the normalized locking force.

From Eq. 6.2, we can obtain the expression of the PLL bandwidth that strongly depends on the nonlinear behavior of the STO:

∆ω band = 2νf pll (6.3)
Then we derive the expressions of the noise power spectral density for the PLL locked vortex based STO in presence of thermal fluctuations:

                 S δp = ∆f 0 π f pll 2π sin(Φ 0 ) 2 +f 2 f 2 +νfp f pll 2π sin(Φ 0 ) 2 +f 2 fp+ f pll 2π cos(Φ 0 ) 2 S δφ = ∆f 0 πf 2 f 2 ν 2 f 2 p + fp+ f pll 2π cos(Φ 0 ) 2 +f 4 f 2 +νfp f pll 2π sin(Φ 0 ) 2 +f 2 fp+ f pll 2π cos(Φ 0 ) 2 (6.4) 
Due to the amplitude/phase coupling, both amplitude and phase noise are strongly reduced by the effect of the PLL although the feedback force acts only on the oscillator amplitude. The noise levels are reduced down to the level of noise that corresponds to the retroaction times of the PLL. For large driving amplitudes, one should notice that the phase and amplitude noises are reduced for offset frequencies higher than the effective damping (Γ p = πf p ) as represented in Fig. 6.2. We can thus conclude that the effective damping is not a direct limitation for the development of an STO based phase locked loop.

Experimental development

In this section, we present a short state of the art of PLL experiments with a STO and then some preliminary results obtained for a vortex based STO with the on chip phase locked loop developed in TUD.

Chapter 6. Towards spintronic rf-nanosources by the integration of STO in phase locked loop 118 Recently, similar studies have been done with uniform based STOs in AIST in Tsukuba, Japan.

S. Tamaru recently demonstrated [START_REF] Tamaru | Generation of highly stable 5 GHz microwave from a spin torque oscillator by phase locked loop referenced to Bibliography 202 a 80 MHz clock[END_REF] for short time traces that the linewidth of a 5 GHz uniform STO could be reduced down to 1 Hz in the PLL locked state, with an associated record quality factor of 5e9 (see Fig. 6.4). For longer time traces, they still observe the presence of phase desynchronizations.

Similarly to Keller et al. [START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF], they use a PLL with a bandwidth of a few MHz. Such features are quite unconventional compared to the usual rf-applications based on phase locked loops.

Generally, the PLL bandwidth is between a few kHz and a few hundreds of kHz. Indeed large Chapter 6. Towards spintronic rf-nanosources by the integration of STO in phase locked loop 119 PLL bandwidths often lead to the presence of detrimental spurious noises. However the poor spectral coherence of STOs, compared to the classicaly used VCOs, requires the use of a large bandwidth PLL in order to observe a real increase of the spectral coherence in the locked state.

To go beyond these preliminary and promising results, there is thus a real challenge to develop a phase locked loop that precisely fits with the specific features of STOs.

CMOS integrated PLL for vortex based STOs

The development of a CMOS integrated STO based PLL requires a collaboration between research groups from both spintronic and conventional electronic domains. Due to technical problems, the final development of CMOS integrated PLL for a vortex based STO is still under development in Dresden. However preliminary and promising results could already be obtained with the first generation of PLL. As shown in Fig. 6.5.a, the idea is to combine the local oscillator, the phase locked loop with the amplifiers and the reference oscillator on a single micro-chip.

With this first generation of CMOS PLL, we could lock the STO with the reference signal and obtain a maximum phase noise reduction of -40 dBc/Hz on a 100 kHz bandwidth from the carrier frequency as shown in Fig. 6.6. In this experiment, the STO carrier frequency is equal to 406 MHz, the reference clock has a 25.4MHz frequency and the dividing ratio of the PLL N div is equal to16. However, we couldn't observe locking bandwidths larger than 100 kHz although the PLL bandwidth had been designed to be tuned up to 1 MHz. Similar tests on VCOs are undergoing to identify the origin of this discrepancy between our experiments and the theoretical expectations.

Chapter 6. Towards spintronic rf-nanosources by the integration of STO in phase locked loop 120 Then the signal is compared with a reference oscillator (either a quartz or a pulse generator), the error signal integrated with a charge pump and filtered with a low pass filter.

One can also notice that the expected presence of periodic kicks on the STO phase in the inset of Fig. 6.6.b. These kicks correspond to the action of the PLL that periodically corrects the phase dynamics and reduces the STO phase deviation. The frequency of these kicks corresponds to the PLL bandwidth. In this short chapter, we have shown how the development of STO based phase lock loops could permit the drastic reduction of the phase noise for this type of nanoscale oscillator. We aimed at demonstrating that it is possible to develop STO based CMOS integrated phase locked loops.

We believe that these first results give an interesting outlook for potential rf-applications based on spintronic phase locked loops (such as a frequency distributor or a STO based associative memory driven by a PLL [START_REF] Bourianoff | Associative Memory Oscillator Array[END_REF]).

Concept of spin-diode

When a spin-polarized rf-current is applied at the free layer eigenfrequency of a spin-torque oscillator, it can induce forced oscillations of the magnetization and thus the emission of an rf-signal driven by the reference signal as we have seen in Chap. 4. Nevertheless, another phenomenon called the spin-diode effect can simultaneously be observed. When an STO is resonantly excited by an rf-current, it is possible to measure a rectification voltage at its terminals [START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF]. Indeed, the forced oscillations of resistance can be either in-phase or out-ofphase with the injected rf-current. Thus the mean voltage can be non-zero depending on the dephazing between the oscillations of the STO's resistance and the rf-current (see Fig. 7.1).

The name of spin-diode was then choosen in reference to the rectification effect in standard electrical diodes. In the last decade, this spin-diode effect have been mainly studied for uniform modes in magnetic tunnel junctions [START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF][START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF][START_REF] Fang | Giant spin-torque diode sensitivity at low input power in the absence of bias magnetic field[END_REF][START_REF] Jian Zhu | Voltage-Induced Ferromagnetic Resonance in Magnetic Tunnel Junctions[END_REF]. Here, we consider a magnetic vortex confined in a magnetic tunnel junction with a synthetic antiferromagnet as a polarizer. As seen in Chap.

4, the efficient ST torques are the in-plane Slonczweski and Field-like torques. By taking into account these two torques in the Thiele equation, we obtain the evolution the core radius ρ as a function of the rf-current frequency ω and amplitude J rf as developed in Chap. 4. We can also obtain of the dephazing angle θ 0 between the rf-current and the oscillations of resistance:

       ρ = J rf √ Λ 2 F L +Λ 2 SL 2GR √ (ω-ω 0 ) 2 +(Γ --Γ + ) 2 θ 0 = arcsin C(ω-ω 0 ) √ (ω-ω 0 ) 2 +(Γ --Γ + ) 2 -arctan Λ F L Λ SL (7.1) 
with G the gyrovector, R the dot radius, Γ -the anti-damping term, Γ + the damping term, C the vortex chirality. One may notice that these expressions are more difficult to solve for large amplitudes of rf-excitation when the nonlinear dependency of the oscillator frequency ω 0 (ρ) and damping Γ + (ρ) have to be taken into account.

At the first order, we can obtain the analytical expression of spin-diode rectification voltage V sp which has, similarly to the uniform case, two distinguished contributions: one lorentzian part associated with the Slonczweski torque efficiency (Λ SL ) and one anti-lorenztian part associated with the Field-like torque efficiency (Λ F L ):

V sp =< ∆R osc (t)J rf (t) >= λ ρJ rf cos(θ 0 ) 2 = λ J rf 2GR Csign( Λ F L Λ SL )Λ F L (ω -ω 0 ) (ω -ω 0 ) 2 + (Γ --Γ + ) 2 - Λ SL (Γ --Γ + ) (ω -ω 0 ) 2 + (Γ --Γ + ) 2 (7.2) 
with λ the conversion factor between the oscillations of magnetization and the oscillations of resistance (see Ref. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF]). By analyzing the shape of the rectified voltage, spin-diode measurements have been studied as a mean to extract a quantitative estimation of the Field-like torque efficiency which remains unknown in many spin-valve systems [START_REF] Kubota | Quantitative measurement of voltage dependence of spin-transfer torque in MgO-based magnetic tunnel junctions[END_REF][START_REF] Matsumoto | Spin-Torque Diode Measurements of MgO-Based Magnetic Tunnel Junctions with Asymmetric Electrodes[END_REF].

7.2 Optimization of the detection process: spin-diode vs reversible magnetization switching 7.2.1 Amplitude of excitation as a function of the applied rf-current 7.2.1.1 For small rf-excitation

In Fig. 7.2, we present the evolution of the rectified voltage with the frequency of the applied rf-current at zero field and zero dc-current. In this pure spin-diode measurement, we observe a rectified voltage of 0.8 mV when the rf-frequency matches with the gyrotropic frequency, here around 110 MHz. As discussed in the previous section (see Eq. 7.2), the lineshape of the generated peak is a combination of two peaks: one lorentzian and one antilorentzian. Here the shape is close to an anti-lorentzian indicating that the Field-like torque is the most efficient torque.

The resonant orbital trajectory of the vortex core can also be modelled micromagnetically, and the transient trajectory of the vortex core is shown in Fig. 7.2.b. From Eq. 7.2, we estimate the radius of excitation as a function of the frequency of excitation. We obtain an excellent agreement between our experiments and the micromagnetic and analytical developments with the following input parameters: M S = 580x10 3 A/m, Gilbert damping α = 0.009, a vortex layer of 5 nm, a dot diameter of 500 nm, a polarisation P = 0.2 [START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF] and a Field-like torque efficiency ξ FL = 0.4 (the micromagnetic simulations were carried out with the OOMF code [START_REF] Donahue | OOMMF User's Guide[END_REF] with a mesh size of 5x5 nm). All these parameters, excepting the efficiency of the Field-like torque, are known experimentally or from previous studies [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF]. Thus, one can notice that a Field-like torque efficiency ξ FL equal to 0.4, i.e. Λ F L /Λ SL = Rξ FL /b ≈ 10 permits us to fit all our experimental results. 

For large rf-excitation

For higher amplitude of injected rf-current, the shape of the dc-voltage drastically (at

I dc = 0)
changes and an abrupt zero voltage plateau appears close to the vortex eigenfrequency as shown in Fig. 7.3.a. Indeed above an rf-current threshold, the vortex core reaches the edges of the dot and is expelled. The system then enters a stable and static C-state. The free layer returns to a vortex configuration only when the frequency of the rf-current is out of the resonant conditions.

The change of magnetic configuration (dynamical vortex to static C-state) in the "expulsion regime" is associated with a large drop in resistance. Thus the dc-voltage response no longer depends on the amplitude of rf-current:

V rect. = ∆R exp I dc + < ∆R osc (t)J rf (t) > (7.3) 
with ∆R exp = (R p +R ap )/2, R p and R ap the respective resistance in the parallel and antiparallel state (we assume that the static C-state is close to a uniformly magnetization state as shown in micromagnetic simulations). For the vortex core expulsion, only the first term of Eq. 7.3 contributes to the rectified voltage.

The generated signal is thus linear with the injected dc-current. On one hand, the voltage response is thus zero at zero injected current. On the other hand, the voltage response is directly scalable with the dc-current. In the inset of Fig. 7.3, we show that a large rectified voltage can be obtained for a 5 mA dc-current. The direct scalability of the response voltage with both the dc-current and the TMR ratio opens a new perspective to drastically enhance the voltage response of STOs [START_REF] Jenkins | Spin torque resonant vortex core expulsion for an efficient radio-frequency detection scheme[END_REF].

Evolution with the dc-current

In the rectified response of vortex based STOs, it should be considered that the spin-transfer torque associated with the dc-current also acts as an anti-damping term. In single vortex based STOs with a synthetic antiferromagnet, the anti-damping torque is efficient only in presence of a perpendicular spin-polarization that is obtained by applying a perpendicular field [START_REF] Pribiag | Magnetic vortex oscillator driven by dc spin-polarized current[END_REF].

Thus at zero field, the dc-current only amplifies the voltage response. On the contrary, when a perpendicular field is applied it contributes not only to amplify the voltage response but also to act on the magnetization dynamics (a positive current acts against the damping).

In Fig. 7.4, we show that I rf,min , as expected from Eq. 7.1, the minimum rf-current needed to expel the vortex core from the dot is constant at zero field while it decreases as the dc-current increases at high perpendicular field. Our experimental results can be well fitted with our analytical model and the system parameters used in the previous section. It has only to be noticed that we assume here that the vortex core is expelled when ρ > 0.75R to take into account the experimental roughness at the edges of the nanopillar (see Appendix A).

Thus the applied dc-current determines both the minimum rf-current needed to expel the vortex core and the amplitude of the rectified voltage. In Fig. 7.5, we note that the voltage response is almost linear with the injected rf-current in the spin-diode regime (without expulsion) and then constant in the expulsion regime where the rectified voltage is only determined by the dc-current. At +6 mA, the vortex core is expelled as soon as we applied an rf-current at the gyrotropic frequency (as low as 0.15 mA in our experiments).

Interestingly, the voltage response is independent of the injected rf-current. From an application point of view, it represents a great opportunity to detect a low rf-current without an amplifier and a breakthrough compared to the previous published studies (see Table 7.1) in which the detected power always depends on the injected rf-current. It is also important to note that this study was performed with MTJs which had a relatively low TMR ratio (8.5%), an order of magnitude lower than the junctions presented in [START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF]. A subsequent improvement of the maximum generated voltage associated to the vortex core expulsion may be anticipated for larger TMR ratio (as we will see later on our double vortex system with a 70 % TMR ratio). Furthermore, this system could also be considered for the development of a powermeter. Indeed, by a sweep in dc-current the minimal value of dc-current needed to expulse the vortex core can be obtained. This value is directly related with the amplitude of the injected rf-current.

The time of measurement is determined by the number of dc-steps with a minimal time scale per step corresponding to the retroaction constant of the system Γ p . The precision of the V max (µ V) V min (µ V) P max (dBm) P min (dBm) Tulapurkar (IPP, MTJ) [90] 32 3.9 -11 -19 Miwa (OPP, MTJ) [START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF] 1,300 2.4 -26 -67 Resonance* (@ 0mA) 100 0.63 -10 -32 Expulsion* (@ 6mA) 2,000 2,000 -5 -43 measurement will be limited by the stochastic switching, due to thermal fluctuations, close to the expulsion threshold. This aspect remains under investigation during A. Jenkins postdoc.

Voltage response as a function of the in-plane field

In the regime of vortex core expulsion, we experimentally notice that the measured resistance associated with a static C-state in the free layer is either close to the parallel or anti-parallel resistance state (see Fig. However one should remark that the frequency bandwidth of vortex core expulsion differs for symetric angles around 90 • degrees. Indeed, the dc-components of the in-plane Slonczewski and Field-like torques act like an in-plane field whose sign depends on the sign of the dc-current.

Thus it favors the vortex core expulsion in only one direction. To evaluate accurately the vortex dynamics under a resonant excitation, it is necessary to take into account a small initial displacement from the dot center ρ disp , of a few nm, (which has been done in all our fittings) associated with the dc-inplane torques:

ρ disp = J dc 2Gω 0 2 Λ 2 SL + Λ 2 F LT .
Finally, the current needed to observe core expulsion can be tuned either by reducing the effective damping with a dc-current and a perpendicular field, or by displacing the vortex core within the dot with an in-plane field or polarized current.

Spin-diode in double vortex based STOs; Beyond a single low frequency detection channel

Few limits of vortex based STOs for applications are their frequency, which is limited between 100-2000 MHz, and their frequency tunability with I dc which is of about 15% of the gyrotropic frequency. One other drawback of vortex based STO is that we have to apply a field and/or a dc-current cycling to initialize the vortex configuration.

In this section, we focus our study on double vortex based STOs. We first demonstrate that a regime of vortex core expulsion can be observed in double vortex systems at zero applied field.

Then we highlight that we can excite with an rf-current not only the vortex gyrotropic mode but also high frequency modes (of a few GHz) that are associated with core-core interactions [START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF]. We see again here that the voltage response is directly scalable with the amplitude of the dccurrent. Furthermore we notice that we can control the bandpass of detection with the sign of I dc . The rectification voltage associated with vortex core expulsion is thus highly scalable in amplitude and frequency bandpass. In this section, we consider a magnetic tunnel junction with two strongly coupled vortices, without an in-plane SAF polarizer, and with a 10 % TMR ratio (see "sample D" in the Appendix A). By controlling the vortex chiralities, we expect to switch the system from a low resistance state of 12 Ohms (parallel chiralities) to a high resistance state of 13.5 Ohms (anti-parallel chiralities). This rectification voltage could thus be twice as high as for a single vortex based magnetic tunnel junction with a SAF (for a same TMR ratio).

Without a SAF polarizer, the Slonczewski and Field-like spin-transfer torques do not have the right symmetry to excite the gyrotropic mode of the two vortices for weakly coupled vortices.

However, in the strong coupling case we can control the vortex configuration with an rf-current in our experiments. In Fig. The strong core-core interaction can also lead to new mode dynamics that strongly differ from the usual gyrotropic mode. In such a system, Cherepov et al. [START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF] have observed the presence of high frequency azimutal and translationnal modes that are associated with a strong corecore interaction [START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF]. Imaging experiments by J. F. Pulecio et al. [START_REF] Pulecio | Coherence and modality of driven interlayer-coupled magnetic vortices[END_REF] have also revealed the presence of incoherent dynamics in this strong coupling regime. In our system we observe the presence of one of these high frequency modes in Fig. 7.9. Interestingly, a large voltage response is obtained under resonant excitation by an rf-current so that it can be detected without any locking setup. In Fig. 7.9, one should notice that this mode disappears at large field when the top thin vortex is not anymore stable. At lower field, its frequency decreases with the perpendicular field while the rectified voltage increases with field. One can notice that with this system we do not observe any switching of magnetization at high frequency. Recentely, we studied similar samples with FeB vortex layers. In this case, thanks to the lower damping of FeB compared to Permalloy, we could induce, similarly to the single vortex case, a reversible switching of the magnetization at the frequency of the gyrotropic mode or at the high frequency mode as seen in Fig. 7.10. This switching is associated with a large change of resistance from the parallel state (120 Ω) to the anti-parallel state (200 Ω). We can thus conclude that the change of magnetization corresponds to a chirality switching of one of the two vortices.

The mechanism that leads to this chirality switching is still under experimental and micromagnetic investigation. Nevertheless, we can mention that Guslienko et al. [START_REF] Yu Guslienko | Dynamics of coupled vortices in layered magnetic nanodots[END_REF] have demonstrated that the state of antiparallel chiralities is more stable than the parallel state at zero dc-current.

Here, I dc favors the state of parallel chiralities through the generated Oersted field. On the contrary, the rf-current destabilizes this state of parallel chiralities by exciting the two vortex cores.

To conclude, the high frequency switching in these double vortex systems opens new promising perspectives for vortex based STOs. It highlights the interest of studying the vortex core modes in magnetic systems with strongly coupled vortices and it enhances the classical range of frequency of vortex based STOs towards the perspective of high frequency rf-applications.

In this chapter, we demonstrated that the spin-diode response of a single vortex based STO ("sample C") can be large in magnetic tunnel junctions with a large Field-like torque. This allowed us to develop a new rf-detection scheme based on reversible switchings of resistance controlled by rf-current. With the rf-excitation, we controlled the magnetization of the STO and thus the resistance of the junction through the effect of magnetoresistance. Instead of the rectified voltage of classical spin-diode effect, we measured a voltage response due to a change of resistance. In that case, the detection voltage is scalable with I dc and not with I rf as for conventional diode effects. In a magnetic tunnel junction with only 8.5 % of TMR, we could report a record voltage peak of 2.000 µV .

In a second part, we highlighted that we can use vortex based STOs with strongly coupled vortices ("Sample D") for rf-detection at frequencies above to 2 GHz contrary. In a system of two strongly coupled vortices, we showed that rectified voltages can be obtained for rf-excitation between 2 and 5 GHz. We associated this response to the modes corresponding to the strong core-core interaction. Finally, we also demonstrated that we can reversibly switch the vortex magnetization by exciting these high frequency modes. We believe that these high frequency modes will open a path to develop a high frequency detection scheme based on vortex based STOs.

Chapter 8

Mutual synchronization of spin-torque oscillators through electrical coupling

The first demonstration of the mutual synchronization of spin-torque oscillators have been realized more than ten years ago in 2005 by two differents groups [START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF]. Since there, all the published studies have mainly focused on spin wave coupling [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF], excepting in Ref. [START_REF] Ruotolo | Phase-locking of magnetic vortices mediated by antivortices[END_REF].

Only recently, we demonstrated in spin-valve based STOs that the dipolarly coupling could be used for synchronizing oscillators. All these coupling relies directly on the magnetization dynamics of each oscillator. In parallel, electrical coupling have been largely studied theoretically [START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Vasil Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Zhao | Spintronics based Computing[END_REF] and through micromagnetic simulations [START_REF] Pufall | Physical implementation of coherently-coupled oscillator networks[END_REF][START_REF] Csaba | Modeling of coupled spin torque oscillators for applications in associative memories[END_REF][START_REF] Horvath | Dynamic coupling of spin torque oscillators for associative memories[END_REF] as a promising approach to develop tunable and controllable arrays of synchronized STOs. However no experimental demonstration have been reported yet. Indeed, this type of coupling relies not only on the magnetization dynamics but also on both the two fundamental mechanisms at the root of spintronic: (i) the conversion of the magnetization dynamics in oscillation of resistance through the magnetoresistance effect (ii) the effect of a spin-polarized current on the magnetization dynamics through the ST torques. These two mechanisms have thus to be highly efficient to observe an electrical synchronization of two STOs. In our double vortex based STOs, the high output emitted power (associated to the 70 % TMR ratio) and the strong efficiency of the Field-like torque permit to face these issues and to achieve mutual synchronization of two STOs driven by self-emitted current.

In this chapter, we first present the state of the art about mutual synchronization of spin torque oscillators and focus on the theoretical expectations for two electrically synchronized STOs. Then, we show the first experimental observation of the mutual synchronization of two double vortex based STOs driven by self-emitted current [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a non-local and tunable electrical coupling[END_REF]. We investigate the properties of the synchronized state and highlight that the electrical coupling can be tuned either by an extrinsic delay (by adding an electrical delay line between the two STOs) or by the spin-transfer locking forces. In the synchronized state, we observe a drastic improvement of the rf-features, i.e. a enhancement of the spectral coherence by a factor 2 and of the output power by a factor 4. In these systems, the STOs are coupled both by spin-wave and dipolar coupling. However it was demonstrated theoretically [START_REF] Slavin | Theory of mutual phase locking of spin-torque nanosized oscillators[END_REF] and experimentally [START_REF] Pufall | Electrical Measurement of Spin-Wave Interactions of Proximate Spin Transfer Nanooscillators[END_REF] that the spin-wave coupling is the main mechanism involved in the synchronization process. Thus the synchronization phenomenon is limited by the attenuation length of the spin-waves (around 1.5 µm in permalloy). After these two pioneering works, it took eight years to reproduced similar results with four STOs [START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF].

Indeed, spin-wave coupling have two main disadvantages that make difficult the synchronization of multiple STOs with this kind of coupling: (i) the spin-wave coupling is a local coupling so that the synchronization of the STO arrays can only occur through the synchronization of closely neighbouring STOs which may lead to the unexpected formation of synchronized clusters within a single oscillator network (ii) the emission of the spin-wave is non-isotropic so that two STOs can synchronize only if they have an appropriate relative orientation.

The first observation of mutual synchronization with more than two oscillators have been performed in four vortex based point contact STOs through exchange coupling by A. Ruotolo et al. [START_REF] Ruotolo | Phase-locking of magnetic vortices mediated by antivortices[END_REF] at the CNRS/Thales lab. In such structure, they showed that the four small peaks observed at low current merge into one at high current as seen in Fig. 8.2. 

Coupling via the dipolar interaction

The dipolar coupling is generally too weak compared to the spin-wave coupling to synchronize uniformely magnetized STOs. However, Belanovsky et al. [START_REF] Belanovsky | Non-Adlerian synchronization of dipolar coupled vortex Spin-Torque Nano-Oscillators[END_REF] demonstrated, in collaboration with CNRS/Thales, through micromagnetic simulations that the situation can be completely different in confined vortex based STOs. Indeed, the self-sustained regime of these STOs presents large oscillation of the net in-plane magnetization. The rf-field emitted by the dynamics of the vortex body can thus be large enough to synchronize closely neighbouring STOs.

Recently, we reported in collaboration with CEA-SPEC the mutual synchronization of a pair of vortex-based STOs through dipolar coupling [START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF]. With two 200 nm diameter spin valve nanopillars separated by 100 nm, we achieved mutual synchronization despite a significant frequency mismatch between the STOs (see Fig. Furthermore, this coupling mechanism is once more limited by the attenuation of the emitted rf-field. F. A. Araujo et. al. [START_REF] Araujo | Optimizing magnetodipolar interactions for synchronizing vortex based spin-torque nano-oscillators[END_REF], also in collaboration with our group, recently showed through micromagnetic simulations that a pair of vortex based STOs could not synchronize for larger interdot distance than 600 nm in the optimal magnetic configuration. In our study, we choose to focus on the electrical coupling case that do not have such limitations.

Electrical synchronization of two vortex based STOs:

Theoretical study

For two identical oscillators

For two mutually synchronized STOs, the phase dynamics of each STO can be well described through the analytical model developed in Chap. 4 for a STO locked with a reference rf-current source but here we don't have a master reference and a slave STO. The two synchronized STOs mutually influence their phase dynamics. The effective phase dynamics of a vortex based STO can then be expressed as [START_REF] Slavin | Theory of mutual phase locking of spin-torque nanosized oscillators[END_REF]:

dΦ i dt + ω i = -1 + ν 2 i F e(j,i) cos(Φ j -Φ i -Ψ e,i + Ψ ∆τ ) (8.1)
with Φ i the phase of one oscillator, ω i its frequency, ν i its nonlinear normalized parameter,

F e(j,i) = I rf √ Λ 2 SL +Λ 2 F L 2GR √ p 0,i
the amplitude of the total locking force (Slonczewski and Field-like) that inversely depends on the oscillator normalized power p 0,i and on the emitted current of the second oscillator I rf,j . The intrinsic phase shift Ψ e,i = arctan ν -arctan Λ F L Λ SL quantifies the dephasing between the locking rf-current and the output oscillations of resistance. The parameter Ψ ∆τ represents the delay of the coupling signal. For electrically coupled STOs, it corresponds to the delay introduced by the electrical circuit and it can be tuned with a tunable delay line [START_REF] Vasil Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF]. For dipolarly or spin-wave coupled STOs, Ψ ∆τ is constant and defined by the spatial distance between oscillators [START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF].

Here we consider in our analytical development the case of two "almost identical" oscillators that differ only in frequency. A more general approach has been developed by A. Slavin et al. [START_REF] Slavin | Theory of mutual phase locking of spin-torque nanosized oscillators[END_REF]. In the case of two "almost identical" oscillators, the synchronized state can be described by the phase sum Φ = Φ 1 + Φ 2 and the phase difference Ψ = Φ 1 -Φ 2 :

     dΦ dt = -2ω + 2 √ 1 + ν 2 F e sin (Ψ ∆τ -Ψ e ) cos (Ψ) dΨ dt = -∆ω -2 √ 1 + ν 2 F e cos (Ψ ∆τ -Ψ e ) sin (Ψ) (8.2)
with ∆ω = ω 1 -ω 2 the detuning frequency, ω = (ω 1 + ω 2 )/2 the average frequency.

Locking bandwidth

The dynamics of the phase difference Ψ is slow compared to the phase sum so that we focus on this term to establish the equilibrium conditions of the synchronized state. Then we obtain the bandwidth of synchronization [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF]:

∆ band = 2F e √ 1 + ν 2 cos (Ψ ∆τ -Ψ e ) (8.3) 
From Eq. 8.3, we see that the locking bandwidth oscillates π-periodically as a function of the electrical delay Ψ ∆τ . For a nonlinear oscillator (large ν) without a ST locking phase shift (i.e, Ψ st,i = 0), as for uniformed STOs, the locking bandwidth is thus expected to be zero for zero electrical delay (Ψ ∆τ -Ψ e = Ψ e = arctan ν). We conclude here that controlling the intrinsic phase shift Ψ e,i and the nonlinear behavior ν of a STO are crucial issues for mutual synchronization.

Locking frequency in the synchronized state

Within the locked state, the two STOs oscillate at the same frequency ω s . Nevertheless this frequency is not necessarily the average frequency ω:

ω s = ω -∆ 2 band -∆ω 2 tan (Ψ ∆τ -Ψ e ) (8.4)
The frequency of the synchronized state is constrained between the eigenfrequencies of the two STOs and depends on the conditions of synchronization through the tan (Ψ ∆τ -Ψ e ) term. By tuning the delay, we can thus modify the frequency of the synchronized state. Similarly to the previous section, we can obtain the total output power of the synchronized STOs [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] which depends on the intrinsic phase difference Ψ 0 :

p tot = 2ρ cos(Ψ 0 ) R 2 = 4p 0 cos 2 Ψ 0 2 = 4p 0 1 - 1 2 ∆ω ∆ band 2 2 
(8.5)

When the oscillators are phase locked with a constant phase shift Ψ 0 , the amplitude of the synchronized signal is twice the amplitude of a single STO so that the power can be enhanced up to 4p 0 in the synchronized state. It can be noticed that these best conditions, i.e. 4p 0 , are expected at zero dephazing. For non-synchronized STOs at a same frequency, the total signal will be average to 2p 0 .

For electrically synchronized STOs, the situation can be a little more complicated depending on the experimental setup. The detected power depends on the electrical length between the STOs, as we will see later on, and on the total impedance of the circuit. Thus, for parallel or serial connections, B. Georges et al. [START_REF] Georges | Impact of the electrical connection of spin transfer nano-oscillators on their synchronization: an analytical study[END_REF] demonstrated (without taking into account the dephasing between each oscillator) that the total outpower of N synchronized STOs should be:

P series,parallel = Z 0 N 2 Z 2 series,parallel (∆R osc ) 2 I 2 dc with      Z series = Z 0 + N R Z parallel = N Z 0 + R (8.6)
with R the oscillator resistance, Z 0 the load resistance, ∆R osc the amplitude of the magnetoresistance oscillations, and N the number of synchronized oscillators. In our system, the load impedance is fixed to 50Ω. Nevertheless, for on chip applications, the impedance could be optimized depending on the type of connections in the synchronized arrays. For parallel and serial connections, it should respectively be fixed so that R = 10Z 0 N or Z 0 = 10RN . For hybrid systems, i.e for the case of N groups of M STOs connected in parallel, the expected emitted

power is P hybrid = Z 0 N 2 M 2 (N R+M Z 0 ) 2 (∆R osc ) 2 I 2
dc if the optimal load is fixed so that N R = M Z 0 . Such synchronization of arrays could strongly enhance the emitted power of STOs.

Limiting conditions for mutual synchronization

Since the first works of J. Grollier et al. [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF], a lot of theoretical studies [START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Vasil Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Zhao | Spintronics based Computing[END_REF][START_REF] Pufall | Physical implementation of coherently-coupled oscillator networks[END_REF][START_REF] Csaba | Modeling of coupled spin torque oscillators for applications in associative memories[END_REF][START_REF] Horvath | Dynamic coupling of spin torque oscillators for associative memories[END_REF] on the electrical synchronization of STOs have been published but no experimental observation have been reported until now. This absence of experimental realization is most probably due to too small emitted power of a STO to control a second one under thermal fluctuations.

Another reason is the frequency dispersion of the STOs due to the lithography process. For a network of STOs directly connected in parallel or in series (i.e. negligible electrical delay), the electrical coupling K should thus overcome a critical value K c in order to observe the mutual synchronization of N-oscillators [START_REF] Kuramoto | Self-entrainment of a population of coupled non-linear oscillators[END_REF]:

K = F e √ 1 + ν 2 cos (Ψ e )i hf,N -ST Os > K c = 2(∆ω disp + ∆ω LW ) (8.7)
with i hf,N -ST Os the rf-current emitted by the N-oscillators, ∆ω LW the linewidth of a single STO and ∆ω disp the range of the STOs frequency distribution.

Hence we emphasize that this condition to get mutual synchronization requires STOs with a narrow linewidth, a large output power together with an efficient injection locking process on to an external rf current and a global low frequency scattering. These drastic requirements motivated our choice to work with the vortex based STOs developped in AIST that show excellent figures as far as rf characteristics are concerned.

For the 300 nm diameter double vortex STOs ("sample B" in Appendix A), the coupling constant K is of a few MHz (for an output power of a few hundreds nano-watts and relatively small nonlinear parameter ν between 3-8) and the linewidth of a single STO is generally below 1 MHz for an oscillating frequency around 300 MHz. Thus these samples have the required features to achieve mutual synchronization.

Linewidth reduction in the synchronized state

In the presence of thermal fluctuations, the phase sum Φ and difference Ψ are defined by the following system of equations:

     dΦ dt = -2ω + 2 √ 1 + ν 2 F e sin (Ψ ∆τ -Ψ e ) cos (Ψ) + ξ 1 (t) + ξ 2 (t) dΨ dt = -∆ω -2 √ 1 + ν 2 F e cos (Ψ ∆τ -Ψ e ) sin (Ψ) + ξ 1 (t) -ξ 2 (t) (8.8)
with ξ 1 (t) and ξ 2 (t) the white noise sources in each oscillator. In the hypothesis of "almost identical" oscillators (same linewidth), the two white noise sources are uncorrelated but have a similar diffusion constant D 0 :

ξ 1 |ξ 2 = 2D 2 0 δ 1,2 δ(t -t ).
In the best locking conditions for which the locking bandwidth is the largest, i.e Ψ ∆τ -Ψ e = nπ [π], there is no retroaction process on the dynamics of the phase sum Φ. Thus the diffusion of the phase sum is much larger than the diffusion of the phase difference (D Φ = 2σ 2 0 >> D Ψ ). We can then deduce the diffusion constants of the phase of each synchronized STO (given that Φ 1 = (Φ + Ψ)/2 and Φ 2 = (Φ -Ψ)/2). We obtain D s,1 ≈ D s,2 ≈ D Φ /2 = σ 2 0 , i.e. half the diffusion constants of the non-interacting oscillators (D 1 = D 2 = 2σ 2 0 ). For these conditions, the phase noise of each synchronized oscillator is reduced by a factor 2. Out of the best locking conditions, the decrease will be lowered as demonstrated by [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF]. This approach can be generalized in the case of N oscillators where a decrease of linewidth by a factor N is expected at the best. One should notice that this setup is appropriate to study the locking conditions depending on the delay length. However the determination of the total power is not an easy task. Indeed the total emitted power is not directly detected close to the terminals of both oscillators but it depends on the location of the power splitter that is connected to the spectrum analyzer. A direct consequence is that the dephazing parameter between the emitted signals by each STO is not necessarily Ψ 0 at the detection point so that Eq. 8.5 is not directly valid in this case.

A careful choice of the detection point, or a power renormalization, is thus necessary to get access to the dephazing parameter Ψ 0 and to the real output power. In this work, we study 300nm diameter STOs with R = 32Ω. We choose experimental conditions (field and angle) so that the two STOs possess similar properties as shown in Fig. Thus we can compare our experiments of mutual synchronization with our theoretical model.

Evolution of the locking bandwidth with the electrical delay length

The purpose here is to study the evolution of the locking conditions when the delay time Ψ ∆τ varies with the a tunable delay line. For some particular delays, we report a maximum bandwidth of 2 MHz as shown in Fig. Experimentally, we report a maximum bandwidth of synchronization of 2 MHz, i.e. 1% of the synchronized frequency. This value is indeed small compared to the frequency of the STO. This is simply due to the fact that the electrical coupling strength, related to the output power of the STO, is small. Here, we demonstrate that the experimental bandwidth of synchronization fits with our theoretical expectations. As mentioned earlier, we suppose that the two STOs are almost identical. In this case, we can estimate the rf-current emitted by one STO that will drive the second oscillator:

J rf,ST O = I rf,ST O πR 2 = P int /R ST O πR 2 (8.9)
with P int the emitted power and R ST O the resistance of one STO. In our experimental setup, the presence of a power divider used to detect the emitted power on a spectrum analyzer results in a decrease by 6 dBm of the effective locking signal that is applied on each oscillator. The impedance mismatch between the circuit resistance (50Ω) and the oscillator resistance (32Ω) is also contributing to the decrease of the effective locking rf current. We note this effective locking current I rf,ef f = (1 -R re )I rf /2 with R re = (50 -32)/(50 + 32). The locking range is then expressed by the following expression: Different solutions can be considered to enhance the locking range. Enhancing the output power of STNOs can be an option. Thus, we could use FeB based STOs that present larger TMR ratio than permalloy based STOs. Furthermore, a careful choice of the oscillator nonlinear behavior is also an option to increase the locking range.

∆ω s = I rf Λ 2 SL + Λ 2 F L 2GRp 

Effect of the STO nonlinear behavior on the synchronization bandwidth

By changing the functioning point of the STO 2 from I DC,ST O2 = +10.6 to +11 mA, we change its nonlinear dimensionless parameter ν from to 3.4 to 4. The frequency of STO 1 crosses that of STO 2 for larger currents (aroung +11.5 mA) where the corresponding nonlinear parameter ν is also increased up to 4. In these new locking conditions, we note that the maximal locking range is increased by 40%, up to 3 MHz, compared to the previous results (as shown in Fig. 8.7). These observations validate the influence of the nonlinear behavior of two STOs on the locking process. Larger ν could be obtained at lower currents but we were not able to observe synchronization as we couldn't find a frequency crossing point where both oscillators were in a self-sustained state.

Frequency evolution in the synchronized regime

Our experimental approach allows us to describe the dynamical properties of each oscillator when they are interacting or when they are independent. This provides a unique opportunity to properly characterize the rf properties in the synchronized state. The way to proceed is to compare the measured signal on the spectrum analyzer in two series of measurements. The first ones have been recorded when the two STOs are self-oscillating due to spin transfer torque (the two dc sources supplying the STOs are switched ON, see Fig. 8.4). For that, we keep constant the dc current applied on STO 2 and vary the one applied on STO 1. Thus we can obtain the rf properties of the two interacting STNOs within the synchronized regime (red dots In these best locking conditions, we have (Ψ ∆τ + Ψ e ) ∼ 0[π] so that, as expected from Eq. 8.4, the locked frequency is close to the average frequency of the non-interacting STOs as shown in Fig. 8.8. To verify this behavior, we change the delay and note that the frequency of the synchronized state becomes different from the average frequency. At zero frequency detuning, the synchronized frequency is larger for Ψ ∆τ = 1.6π rad than for Ψ ∆τ = 1.25π rad as predicted from Eq. 8.4. Furthermore, one should notice that for the optimal delay, i.e Ψ ∆τ = 1.9π rad, we report an increase of both the output emitted power and the spectral coherence in the synchronized state as seen in region (3) in Fig. 8.8. To precise our analysis, we will perform a quantitative analysis of these two key parameters in the all bandwidth of synchronization.

Output emitted power

In the best locking conditions (Ψ ∆τ = 1.9π rad), we note that the power evolves like a bellshape curve with a maximum of power near the center of the synchronization bandwidth and minima at the edges as seen in Fig. 8.10. Furthermore, we notice that the two non-synchronized "almost identical" oscillators have similar powers (p ST O1 ∼ p ST O2 ) so that we can assimilate them to their average value p 0 . Then we conclude that the experimental maximum power nearly reaches 4p 0 and that the minima are close to 2p 0 . This strong power enhancement in the synchronized state at zero frequency detuning is a key parameter in order to face with the low emitted power of STOs. The fact that the maximum power is not exactly 4p 0 can be associated with the not fully identical properties of the two non-synchronized STOs, or with the fact that the delay length is not zero. As we have seen previously, both phase and amplitude dynamics have to be taken into account to analyze the spectral coherence of a STO in the autonomous regime [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Quinsat | Injection locking of tunnel junction oscillators to a microwave current[END_REF] due to the nonlinear behavior of STOs. Such an issue is not necessary to understand the general features of two mutually synchronized STOs. However we demonstrate here that we should study in more detail the amplitude dynamics of two synchronized STOs. Indeed, in our experiments we always observe an increase of amplitude noise simultaneously to the decrease of phase noise as seen in Fig. 8.12. For the case of two phase locked STOs, the amplitude noise remains lower than the phase noise but in large arrays of phase locked oscillators, the situation could eventually be reversed. Moreover, one should notice that the amplitude noise is more enhanced (by 10 dBm) than the phase noise is decreased (by 3 dBm). We cannot understand this behavior at this stage with our analytical model but it may be possible in the theoretical framework of Aronson et al. [START_REF] Aronson | Amplitude response of coupled oscillators[END_REF] that describes more in details the synchronization of weakly nonlinear oscillators. 

Electrical synchronization of two vortex based STOs in series

In this section, we connect two STOs, of 300 nm diameter, directly in series with one single current source as represented in Fig. 8.13. By a proper choice of the field conditions, we can observe electrical mutual synchronization.

For I DC between 9 and 9.8 mA, the two STOs are not synchronized. The STO with the highest frequency adapts its frequency to the second one so that we see the presence of frequency pulling.

Then, the two oscillators synchronize for I DC between +9.8 and +11 mA, and desynchronize for higher current values. The frequency of the synchronized state is always close to the frequency of one of the two STOs. This behavior is related to the fact that we don't have two "almost identical" STOs in this experiment [START_REF] Slavin | Theory of mutual phase locking of spin-torque nanosized oscillators[END_REF].

In this experiment, the bandwidth of synchronization reaches about 8 MHz. These results validate our previous study as we succeed to synchronize two STOs without any electrical delay between them. The synchronization bandwidth is here about four time larger than in our previous study. This indicates that the synchronization bandwidth is close to be optimized at zero delay. We have here all the key elements to succeed the electrical synchronization of STO arrays in a near future. In this chapter, we demonstrated for the first time electrical mutual phase-locking of two STOs. We showed that the power and the spectral coherence in the synchronized state are strongly improved (up to 1.6 µW and 550 kHz) and in coherence with the properties of the noninteracting oscillators. The observed spectral coherence and emitted power in the synchronized state confirmed that the power and the spectral coherence of N-synchronized oscillators should respectively be enhanced by a factor N 2 and N [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF]. The locking bandwidth is tuned from zero to a few MHz with an electrical delay line. Similar results has been obtained by sweeping I dc and thus by changing the nonlinear behavior of the different oscillators. We thus highlighted that we can change the electrical coupling between two STOs by acting either on their intrinsic properties or on the electrical coupling vector. Last but not least, we obtained the maximum locking range at zero delay which makes possible the perspective of easily electrically synchronizing STO-arrays. Several key results can be highlighted from this thesis. We measured an STO with a large output signal (0.8 µW ) and high spectral coherence (100 kHz at zero field and room temperature) in a hybrid magnetic tunnel junction with two coupled vortices. We demonstrated by frequential and time domain analysis that the coupled mode dynamics strongly differs with the magnetic configuration of the two vortices (chiralities and polarities) [START_REF] Locatelli | Spintronic oscillator, and use thereof in radiofrequency devices[END_REF][START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF]. In particular, the vortex core configuration was shown to influence not only the oscillator frequency but also the output emitted signal and the mode spectral coherence. In a dedicated chapter, we highlighted that mode coupling can also induced energy transfer between coupled modes which lead to drastic modifications in the STO dynamics and potentially to chaotic behaviors. These results highlight that the excitation of collective modes allows the harnessing the rf-properties of a single and isolated oscillator.

Conclusion

Another approach to improve the performance of an STO is to lock its dynamics with an external signal [45, 53-56, 58, 139]. In our work, we showed that the high spectral coherence of a double vortex based STO permits the "perfect" phase-locking of a STO with an external rf-current [START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF]. To go beyond this analysis, we noticed that a 1 Hz minimum linewidth could be associated with the absence of phase slips, i.e desynchronization events, in the locked state.

In this phase locked state, we reported a record phase noise of -90 dBc/Hz at 1 kHz offset.

We demonstrated that two spin-transfer torques can drive the locking process of a vortex based STO with an rf-current: the in-plane Slonczewski and Field-like torques. This gives the possibility to control with precision the oscillator locking process. In our double vortex based STO, we could even obtain a regime of multi-mode synchronization, i.e a simultaneous synchronization of the two coupled modes. More generally, the different spin-transfer torques, with the development of spin-orbitronics, which may allow locking of an STO, opens multiple possibilities to tune the STO rf-features. Such a degree of control, unexpected for a nano-scale oscillator, is particularly promising for the development of STO based nanodevices.

In the second part of my thesis, we presented a series of three different studies on how we can control the properties of a vortex based STO with the ST locking torques. These studies give key indications on the dynamics of an STO and show the potential of STOs for the development of nanoscale rf-sources, rf-detectors or bio-inspired devices.

First, we studied the implementation of a spin-torque oscillator in an on-chip phase locked loop. We presented preliminary results in which the STO phase noise is reduced by more than 30 dBc/Hz close to the frequency carrier. If the spectral coherence of a STO is expected to remain lower than the classically used VCO, their radiation hard properties are anticipated to make them excellent candidates as local oscillators for space telecommunications.

Then, we studied the resonant excitation of a vortex based STO with an rf-current in the sub-critical regime. This source of excitation induces a reversible change of the magnetic configuration, from vortex to uniform magnetization, at the resonant conditions. The associate reversible change of resistance R leads to a voltage response scalable with the TMR ratio.

Record features, compared to classical Schottky diode, are reported with only 15% TMR junction [START_REF] Jenkins | Spin torque resonant vortex core expulsion for an efficient radio-frequency detection scheme[END_REF][START_REF] Jenkins | Controlling the chirality and polarity of vortices in magnetic tunnel junctions[END_REF]. In the strong coupling regime of two magnetic vortices, we showed the possibility of exciting high frequency modes, associated with the core-core interaction, of a few GHz which is expected to enhance the frequency range of vortex based STO.

Finally, we experimentally demonstrated the mutual electrical synchronization of two vortex based STOs connected in parallel or in series. This is one of my most important results, that had been predicted a decade ago [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF] but never observed experimentally. It represents a breakthrough for both the improvement of STO properties and the development of STO bio-inspired devices. In the synchronized state, we showed a strong improvement of both the spectral coherence and the output power (500 kHz and 1.6 µW compared to 1 MHz and 0.4 µW in the non-interacting state). With an electrical delay line, we studied the impact of the phase shift between the two STOs on the synchronized regime and demonstrated that the best conditions for synchronization, i.e a minimum linewidth and a maximum power, can be obtained for zero delay. We demonstrated that this feature is related to the existence of a large Field-like torque in our junction. Thus we highlighted that the synchronized state is controlled by the amplitude and the symmetry of the locking torques. These promising results open the way for the synchronization of STO arrays at zero field and without electrical delays.

Beyond the improvement of the rf-features of STOs, the mutual synchronization of STOs is expected to be intriguing for spintronic associative memories [START_REF] Bourianoff | Associative Memory Oscillator Array[END_REF]. For supervised associative memories, we can externally control the dynamics of STO based networks through the electrical coupling constant of each STO which can be achieved either with a tunable electrical delay or the ST locking torques. For non-supervised associative memories, a promising approach would be to introduce spintronic memristors between the STO based neurons. The memristor resistance state will drive the electrical coupling between the interconnected STO neurons.

The learning rule of the memristor will be driven by the rectified voltage, i.e the spin-diode response, of the synchronized STOs. Finally, many other approaches could be considered given the tunable nature of the electrical coupling.

We demonstrated in this thesis that the physics of spin-transfer torques can still reveal promising perspectives for controlling the rf-properties of STOs. Fundamental issues still remain to be tackled in order to understand the underlying physics, such as the origins of the Field-like torque and of mode coupling. An alternative approach to spin-transfer torques is to develop STO driven by spin-orbit torques generated by pure spin-currents as seen in recent studies [START_REF] Collet | Generation of coherent spin-wave modes in Yttrium Iron Garnet microdiscs by spin-orbit torque[END_REF][START_REF] Vladislav | Magnetic nanooscillator driven by pure spin current[END_REF]. Spin Hall or Rashba spin-orbit torques multiply the means to control STOs and offer new possibilities to synchronize STO networks [START_REF] Demidov | Synchronization of spin Hall nano-oscillators to Bibliography 190 external microwave signals[END_REF]. Another promising approach to control the dynamics of STOs is the optical spin-transfer torque controlled by circularly polarized laser pulses [START_REF] Nemec | Experimental observation of the optical spin transfer torque[END_REF][START_REF] Lambert | All-optical control of ferromagnetic thin films and nanostructures[END_REF]. These two last approaches are particularly suitable to integrate STOs in magnonic devices for the development of spin-logic circuits in which the STOs will play the role of a spin-wave source [START_REF] Macià | Spin-wave interference patterns created by spin-torque nano-oscillators for memory and computation[END_REF].

I focused my work on vortex based STOs as they present higher thermal stabilities than other types of STOs (but also lower frequencies other STOs, far from the expected THz STOs based on antiferromagnets [START_REF] Cheng | Terahertz Antiferromagnetic Spin Hall Nano-Oscillator[END_REF]). In recent years, it has been shown that new magnetic solitons like skyrmions [START_REF] Jiang | Blowing magnetic skyrmion bubbles[END_REF][START_REF] Moreau-Luchaire | Skyrmions at room temperature : From magnetic thin films to magnetic multilayers[END_REF] could be stabilized with the DMI interaction in perpendicularly magnetized multilayers. Sampaio et al. [START_REF] Sampaio | Nucleation, stability and current-induced motion of isolated magnetic skyrmions in nanostructures[END_REF] demonstrated that these skyrmions are extremely small and easily movable [START_REF] Sampaio | Nucleation, stability and current-induced motion of isolated magnetic skyrmions in nanostructures[END_REF]. They are also difficult to annihilate due to their topologically protected structure. Thus we can wonder if a topologically protected skyrmion could be easily manipulated and weakly sensitive to thermal fluctuations as expected for the potential skyrmion based STOs [START_REF] Zhou | Dynamically stabilized magnetic skyrmions[END_REF].

Ten years after their first study [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spinpolarized current[END_REF], spin-torque oscillators have not yet revealed all their potential. Promising applications have been targeted, in order to realize a spin logic circuit, bio-inspired spintronic devices and more classical rf-applications. Although there have been many promising results showing the feasibility and advantages associated with potential spintorque oscillator applications, much remains to be done in order to understand aspects of the rich physics inherent in nanoscale and highly nonlinear systems. One should notice that the total dot thickness is much larger than standard MTJ. Thus, the etching process during the nanofabrication results in a conic shape pillar. Given that the etching has a 45 • angle, a "Sample A" with a nominal 300 nm radius results in a 290 nm radius for the top thin NiFe layer and 340 nm radius for the bottom thick layer as shown in The dot radius was expected to be 300 nm. The three different measurements for the dot diameter indicate its conic shape.

A.1.2 Simple magnetic tunnel junctions: Sample C

In this thesis, we also study the dynamics of strongly coupled vortices. In this case, the stack is more simple. The system consists of a simple magnetic tunnel junction with one vortex in each ferromagnetic layer, i.e a NiFe (7 nm) / MgO (0.85 nm) / NiFe (11 nm) multilayer stack.

The two vortices are strongly coupled due to the thin MgO spacer. This system is expected to have a perfectly circular symmety. Thus for a circular motion, as for a gyrotropic motion, we do not expect to detect any emitted signal through the TMR effect. However, N. Locatelli et al. [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] experimentally observed coupled mode dynamics with transport measurements in similar spin-valves. This probably relies to the presence of edge defects. In our study, we will focus our works on high frequency modes associated with the regime of strong coupling. This generation of sample is called "Sample C" in the manuscript. Pikovsky [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF].

En modifiant la longueur électrique entre les deux STOs à l'aide de la ligne à retard nous avons pu aussi mettre en évidence l'influence du déphasage entre les deux STOs sur l'état synchronisé. d'oscillateurs spintroniques bio-inspirés de type mémoires associatives [START_REF] Csaba | Modeling of coupled spin torque oscillators for applications in associative memories[END_REF]. Cette thèse, qui s'inscrit dans l'objectif d'améliorer les performances rf des nano-oscillateurs à transfert de spin, a permis de dégager différentes approches pour contrôler la dynamique de ces oscillateurs, allant de la dynamique de modes couplés dans un seul oscillateur isolé à la synchronisation mutuelle d'oscillateurs par couplage électrique.
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  tors present a large accordability, are radiation hardened, compatible with CMOS technologies and can operate in a frequency range from 100 MHz to 65 GHz. Thus, a new generation of rf-devices, from frequency synthetizer to frequency detector, based on STO has been predicted. Intense studies have developed since their first observation in 2003 but at the beginning of my PhD one major issue of spin-torque oscillators remained their poor spectral coherence. Different strategies have been considered to decrease the linewidths of STOs: (i) the development of magnetic materials with a low damping and large spin-polarization, (ii) the study of collective mode dynamics in hybridized magnetic systems (iii) the stabilization of the STO dynamics with a reference external signal (iv) the synchronization of multiple STOs to enhance both their power and spectral coherence. In my thesis, I investigated these different approaches to overcome the issue of phase noise in STOs. With this in mind, I concentrated my efforts on vortex based STOs which present higher spectral coherences than other kinds of STOs. A first part of my work consisted in identifying, experimentally and analytically, the different mechanisms that can drive and stabilize the dynamics of a vortex based STO. From this work, I could think up and study different concepts of spintronic rf-devices based on vortex STOs my study to the case of double vortex based STOs and highlight the potential of mode coupling for STOs.
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 1 Physical phenomena under investigation 1.1.1 Electronic transport in ferromagnets Among all elements, 3d transition metals and 4f rare earths are the two main classes of materials with ferromagnetic properties at room temperature. Transition metals like Co, Fe, Ni and their alloys have the advantage of combining ferromagnetic properties with excellent transport properties which makes them key components in the field of spintronics research. 4f rare earths have localized conduction electrons that are weakly sensitive to the environment.

Figure 1 . 1 :

 11 Figure 1.1: (a) Bandshell structure of a soft ferromagnet transition metal with E F the Fermi leve (b) Equivalent circuit in the two current model

Figure 1 . 2 :

 12 Figure 1.2: Slater-Pauli curve of transition metal alloys

Figure 1 . 3 :

 13 Figure 1.3: Two current model for a spin-valve FM/NM/FM in parallel (P) and antiparallel (AP) configuration. When a dc-current goes through a ferromagnetic layer, the electrons with a spin parallel to the magnetization sense a lower resistance than the electrons with a spin anti-parallel to the local magnetization
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 151 Spin-transfer torques: Slonczewski and Field-like torques

Fig. 1 .

 1 Fig. 1.4). The injected current first gets spin-polarized along -→ M 1 and then is injected into the spacer and eventually crosses the second magnetic layer FM1. The spin current has a component transverse to -→ M 2 and proportional to θ. When the current crosses the thin layer, the spins align rapidly along -→ M 2 and their transerve components are transfered to -→ M 2 . This transverse component, proportional to |∆ -→ m ⊥ | acts as a torque -→ Γ on -→ M 2 :

Figure 1 . 4 :

 14 Figure 1.4: (a) Principle of spin-transfer torque in a FM1/NM/FM2 spin-valve (b) The transverse component of the spin-polarized current is transfer to the magnetization

Figure 1 . 5 :

 15 Figure 1.5: Mechanisms contributing to absorption of incident transverse spin current. Electrons incident (lower left) from the nonmagnet are distributed over a distribution of states represented by three different incident directions. All of these electrons are in the same spin state, which is transverse to the ferromagnetic spin density (blue arrow ). The reflected electron spins have predominantly minority character and their transverse components are distributed over many directions (random spin rotation). The transmitted electron spins precess as they go into the ferromagnet because the wavevectors for the majority and minority components are different. Electrons with different initialconditions precess at different rates, leading to classical dephasing. Extracted from[START_REF] Stiles | Spin-Transfer Torque and Dynamics[END_REF] 
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Figure 1 . 6 :

 16 Figure 1.6: Scheme of the different torques acting on the local magnetization. α, τ H ef f , τ F L , τ SL correspond to the torques respectively associated with the effective field, the damping term and the two spin-transfer components.

Figure 1 . 7 :

 17 Figure 1.7: Principle of a spin-torque oscillator. The dc-current gets spin-polarized in the first ferromagnetic layer. The spin polarized current then exerts a torque on the local magnetization of the second ferromagnetic layer, which can induce sustained oscillations of the magnetization. The magnetization oscillations are converted in voltage oscillations through the GMR effect.

Figure 1 . 8 :

 18 Figure 1.8: Dependences of the damping rates and oscillation frequency on the oscillation power p. Intersection of the curves Γ + and Γ -determines the free-running operation point of the oscillator with the power p 0 and free-running generation frequency ω 0 . The slopes of the damping rates and the frequency at the free-running operation point define the nonlinear positive and negative damping coefficients and the nonlinear frequency shift coefficient N . Extracted from [45].

Figure 1 . 9 :

 19 Figure1.9: Experimental measurements of the power spectral density of phase (orange dots) and amplitude (green dots). The dot and solid lines respectively correspond to the theoretical linear phase noise and total phase noise. Adapted from[START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF].

Figure 1 . 10 :

 110 Figure 1.10: (Top) Schematic of the STNO-based binary amplitude-shift keying transmitter (Bottom) Measured time trace of the modulated signal when the pulse frequency is 100 kHz at nodes a and b. Adapted from [78]

Figure 1 . 11 :

 111 Figure 1.11: Comparison of the the semiconductor p-n diode (left panel) and the spin-torque diode (right panel).In the semi-conductor diode, if positive voltage is applied to the n side, the space charge region around the p-n junction is enlarged, and the resistance is high. For the opposite polarity, the space charge region is shrunk and the resistance is low. In the case of the spin-torque diode, the free-layer magnetization oscillates owing to the current-induced torque. The bottom trace in the right panel of a shows the schematic variation of the product of the current and the change in resistance and its average value that is non-zero. Adapted from[START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF] 

Figure 1 .

 1 Figure 1.12: (a) A bandstop filter based on coupled STOs. The external circuit permit to fix with precision the frequency of oscillation and is adapted to reduce the losses (b) Frequency response of afilter depending on the number of coupled STOs. Adapted from[START_REF] Zhao | Spintronics based Computing[END_REF] 

Figure 1 . 13 :

 113 Figure 1.13: Principle of a GMR read hear. Extracted from a MRSEC lecture
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  .10) leading to a full spintronic transmitting and receiving chain.

Figure 1 . 15 :

 115 Figure 1.15: (a) Block diagram of a general rf signal demodulator. BPF: bandpass filter, LPF: low-pass filter, CR: carrier recovery circuit, STR: symbol timing recovery circuit, and A/D: threshold comparator analog-to-digital converter. (b) Block diagram of an equivalent demodulator using a single ferromagnetic wire. Extracted from [103].
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 341 The brain architecture

  1.16). The synaptic plasticity, i.e the dependance of the transmission rate with the history of the external inputs, is controlled by the pre-and post-synaptic activity of the neurons. Synapses thus play a key role in the memory function.

Figure 1 . 16 :

 116 Figure 1.16: Principle of communication between neurons. Extracted from www.educarer.org

Figure 1 . 17 :

 117 Figure 1.17: Principle of a spintronic network with STO based neurons and spintronic memristor based sinapses
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 111 Stability domain

Figure 2 . 1 :

 21 Figure 2.1: Phase diagram of the magnetization distribution in a ferromagnetic cylindric dot with an exchange length L E , a radius R and a thickness L. The three stable magnetic states are: the vortex, the quasi-uniform distribution in-plane or out of plane. Full line determined stability regions. A metastable zone, called the corail zone, is represented in red and delimined by full and dot lines.Extracted from[START_REF] Yu | Magnetic Vortex State Stability, Reversal and Dynamics in Restricted Geometries[END_REF] 

Figure 2 . 2 :

 22 Figure 2.2: Out of plane magnetization. Dot lines corresponds to different analytical models: (1) Usov, (2) Feldtkeller (gaussian), (3) Hollinger, (4) Fourier transform. Filled lines correspond to micromagnetic simulations: (5) OOMMF software, (6) SLASI software for a disk with a 100 nm radius and 20 nm thickness. Adapted from[START_REF] Gaididei | Magnetic vortex dynamics induced by an electrical current[END_REF] 

Figure 2 . 3 :

 23 Figure 2.3: (a) Polar coordinates of the off-centered vortex. θ = χ + Cπ/2 is the angle defined by the net inplane magnetization (with C the vortex chirality). The net inplane magnetization, equivalent to the total vortex inplane magnetization, is represented by the grey arrow. (b) Spheric coordinates used to describe the local vortex magnetization. The vortex core has the coordinates (ρ c , χ c ). The in-plane magnetization m // at the coordinate (ρ,χ) is characterized by the angle Φ. The out-of-plane magnetization is characterized by the angle Θ.
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 114 Effect of a magnetic field on the vortex shape and stability 2.1.1.4.1 For an in-plane field

Figure 2 . 4 :

 24 Figure 2.4: Hysteresis loop and modification of the magnetization due to the nucleation, displacement and annihilation of a magnetic vortex. The figure has been obtained from micromagnetic simulations on a nanodisk with R = 0.1 µm and L = 30nm. (Adapted from [116])

  2.5. In this section, we present, in the framework of the Thiele equation, the terms associated to the vortex gyrotropic motion, excluding the spin transfer contribution -→ F ST T that plays the role of an anti-damping term which will be discussed in Sec. 2.2.

Figure 2 . 5 :

 25 Figure 2.5: Schematic representation of the different forces acting on the vortex core in the Thiele framework

Figure 2 . 6 :

 26 Figure 2.6: (a) Profile of the spin transfer force associated to the core of the polarizer vortex (b) Profile of the spin transfer force associated to the body of the polarizer vortex (c) Total profile of the spin transfer forces for parallel (Pc) or antiparallel (APc) cores between the free vortex and the polarizer vortex (δr represents the distance from the dot center).

Figure 2 . 7 :

 27 Figure 2.7: (a) Frequency and (b) ratio of gyration radii for the two coupled modes vs coupling strengh µ for parallel (blue and blue sky) and antiparallel core (red and orange) configuration.

1 ρ 2 1 , 2 >

 112 2.7.b, the two vortex cores are expected to rotate in phase ( ρ 0) for one coupled mode (see in light blue the high frequency mode in Pc configuration) while the cores should rotate in antiphase ( ρ 1 ρ 2 1,2

Figure 2 . 8 :

 28 Figure2.8: Amplitude of the core-core dipolar energy interaction depending on the intercore distance. (Here we consider a spacer of 9 nm between the two magnetic layers as studied in Chap.3)

Figure 2 . 9 :

 29 Figure 2.9: (a) Frequency of the excited coupled mode. Associated gyration radii in the excited thick (b) and damped thin (c) vortex layers. (Adapted from [125])

  2.10.a-b). Introducing a mass term for the vortex and a third order gyrovector is necessary to model these new modes that present eigenfrequencies in the GHz range. These new modes, the rotational mode around 2 Ghz and the vibrational mode above 5 GHz as seen in 2.10.c, could offer an interesting perspective to enhance the frequency of vortex based STOs.

Figure 2 . 10 :

 210 Figure 2.10: Micromagnetic illustration of the vortex core trajectories for the rotational mode at 2 GHz (a) and the vibrational mode at 6 GHz (b). (c) Microwave spectroscopy data for Pc-AP vortex core with coupled or uncoupled vortex core. (The vortex cores are decoupled with a 40 Oe in-plane field).Adapted from[START_REF] Cherepov | Core-Core Dynamics in Spin Vortex Pairs[END_REF] 

Figure 2 . 11 :

 211 Figure 2.11: Resonance frequencies of the two vortex core modes (red and blue lines) as a function of the interdisk distance δz for paralell Pc (a) and antiparallel APc (b) vortex core configurations with parallel chiralities.Extracted from[START_REF] Boust | Micromagnetic Simulations of Vortex Resonances in Coupled Nanodisks[END_REF] 

  double vortex based STO leads to the hybridization of the vortex gyrotropic modes and how it could improve the rf-properties (critical current, mode localization, frequency and spectral coherence) of vortex based STOs. Part II Dynamics of vortex based spin-torque oscillators in the autonomous and non-autonomous regimes Chapter 3 Double vortex dynamics in the self-sustained regime
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 111 Coupled modes for chiralities parallel to the induced Oersted field 3.1.1.1.1 Mode selection driven by spintransfer

Figure 3 . 1 :

 31 Figure 3.1: Field dependence of the low frequency "excited" mode and the high frequency "damped" mode for (a) APc and (b) Pc configuration at I dc = -16 mA. Frequency spectrum of the output emitted signal at H z = 0 kA/m for (c) APc and (d) Pc configuration.

  excited modes has been measured in the APc configuration, with a minimum linewidth of 80 kHz (at H perp = 30 kA/m and I dc = -16 mA) leading to a Q factor of 2400 compare to a Q max = 300 in the Pc configuration.

Figure 3 . 2 :

 32 Figure 3.2: Field dependence of the low frequency "excited" mode and the high frequency "damped" mode for both Pc configurations (both vortex cores up or down) at I dc = -16 mA and room temperature
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 1112 Spectral coherence and power of the coupled modesTo further investigate the properties of the excited coupled modes, we display in Fig.3.3.a-b the evolution of the frequency and the integrated power of the excited low frequency mode with I dc

Figure 3 . 3 :

 33 Figure 3.3: Evolution of the frequency (a) and the integrated output emitted power (b) with the dccurrent for APc (red dot) and Pc (blue dot) configurations at zero applied field and room temperature.

  .4.b) of the low frequency mode as a function of the coupling strength normalized to the confinement µ/κ 1 for the Pc core configuration (blue line) and for the APc one (red line).

Figure 3 . 4 :Figure 3 . 5 :

 3435 Figure 3.4: Frequency coupling dependency for the lowest excited mode in parallel core (blue) and antiparallel core (red) for I dc = -16 mA at zero field (b) Ratio of gyration radii between thin and thick layer for the lowest frequency mode in parallel (blue) and anti-parallel (red) configurations [Filled (unfilled) circles represents the (expected) experimental points]

Figure 3 . 6 :

 36 Figure 3.6: Current dependence of the low frequency "excited" mode for Pc configuration with chiralities antiparallel to the current at zero applied field

  1.2.4 in Chap. 1) results in a conversion of amplitude fluctuations into phase fluctuations that are detrimental for the phase coherence of the STO. It has been proposed

Figure 3 . 7 :

 37 Figure 3.7: Spectral linewidth of the fundamental and the first harmonics divided by two (filled symbols) and four (open symbols) for APc (a-b) and Pc (c-d) configuration measured. (a)(c) Evolution with field for I dc = -16 mA. (b)(d) Evolution with the dc-current at zero applied magnetic field.

Figure 3 . 8 :

 38 Figure 3.8: Autocorrelation function of power fluctuations for both configurations APc (a) and Pc (b) at zero field for I dc = -17 mA.

Figure 3 . 9 :

 39 Figure 3.9: Field dependence of the low frequency "damped" mode and the high frequency "excited" mode for APc configuration at I dc = -13 mA. Inset: Frequency spectrum of the output emitted signal at H z = 0 kA/m

  3.10). In the inset of the Pc configuration in Fig.3.10, we notice the presence of not only the fundamental frequencies of the excited and the damped modes but also the first harmonic of the excited mode. Furthermore, we do not detect sustained oscillations in the Pc configuration at a low applied field due to the current, without breaking the junction, being below the threshold current (the field range of Fig.3.10.a is limited from 90 to 190 kA/m). This again highlights the strong impact of vortex core repulsion on the threshold current in Pc configuration (see Sec. 3.1.1.1.2).

Figure 3 .

 3 Figure 3.10: (a) & (b) Field dependence of the low frequency "excited" mode and the high frequency "damped" mode for APc (a) and Pc (b) configuration at I dc = +11 mA. Inset: Frequency spectrum of the output emitted signal at H z = 50 kA/m for APc (a) and H z = 100 kA/m for Pc (b) configuration.

Figure 3 . 11 :

 311 Figure 3.11: (a) Field dependence of the emitted power associated to the low frequency "excited" mode for APc configuration at at I dc = +11 mA (b) Field dependence of the damping term Dκ
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 312 Figure 3.12: STO frequency (a) and power (b) dependency with current in APc configuration (The STO has a dot diameter of 300 nm)

Figure 3 . 13 :

 313 Figure 3.13: (a) Spectral linewidth as a function of I dc for the fundamental mode (∆f ) and for its first harmonic (∆f 1 ) divided by two (filled symbols) and four (open symbols) for APc configuration. Associated current dependency of the oscillator nonlinear parameters (∆f 0 (b), Γ p (c), ν (d)).
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 41 Figure 4.1: Original picture of C. Huygens illustrating its experience with two clocks placed on a single support.
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 21 Fig. 4.2).

Figure 4 . 2 :

 42 Figure 4.2: Experimental setup with a STO pillar and a top isolated rf antenna. The rf-antenagenerates an in-plane field that can phase lock the dynamics of the STO. Extracted from[START_REF] Hamadeh | Origin of Spectral Purity and Tuning Sensitivity in a Spin Transfer Vortex Nano-Oscillator[END_REF] 
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 5 Oe, and a maximum bandwidth of synchronization of 80 MHz for a rf-field of 7 Oe as shown in Fig. 4.3. These results opened the way to the efficient dipolar synchronization of vortex based STOs which we will discuss in Chap. 8.

Figure 4 . 3 :

 43 Figure 4.3: (a) Evolution of the gyrotropic frequency with the rf-source frequency for a 2.5 Oe amplitude of rf-field. ∆ω represents the locking bandwidth (b) Locking bandwidth depending on the amplitude of rf-field. Extracted from [67]

Figure 4 . 4 :

 44 Figure 4.4:The change in the position of the centre of mass when swinging with an increasing amplitude. Adapted from[152] 

  terms. A similar equation can be obtained for a parametric excitation with an rf-current. As the anti-damping term increases with I dc , the threshold rf-current I e,th to observe a parametric excitation decreases with an increase of I dc as seen in Fig.4.5.

Figure 4 . 5 :

 45 Figure 4.5:Excitation threshold I e,th as a function of the dccurrent I dc . Adapted from[START_REF] Dürrenfeld | Parametric excitation in a magnetic tunnel junction-based spin torque oscillator[END_REF] 

Figure 4 . 6 :

 46 Figure 4.6: (a)-(c) Colored maps of emitted power for the frequency of the gyrotropic core motion vs the external rf frequency measured (a) for a small I rf = 0.8 mA and (c) a large I rf = 1.6 mA current. I dc = 3 mA and H perp = 360 kA/m. (b)-(d) Power spectral density vs frequency measured with an external rf current at f rf = 275 MHz.Extracted from[START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] 

Figure 4 . 7 :

 47 Figure 4.7: (a) Schema of the electrical circuit to phase lock a STO, alimented by a dc source I dc , with a rf-source I rf . The detected signal is measured by a spectrum analyzer, connected to the circuit with a -6 dBm power splitter (PS). (Right) Frequency of STO vs external source frequency F s around f 0 (a), 2f 0 (b), 3f 0 (c) for I rf = 2 mA (at zero applied field and I dc = + 11 mA and Ø = 300 nm)
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 48 Figure 4.8: Emitted spectrum in (a) the autonomous regime without any external signal and in (b)the synchronized state with a rf source at F s = 2f 0

Figure 4 . 9 :

 49 Figure 4.9: Oscillator frequency f osc vs external source frequency F s around f 0 /3 (a), f 0 /2 (b) for I rf = 2 mA (at H=0 and I dc = + 11 mA and Ø = 300 nm)
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 33 Evolution of the locking characteristics with I dc and I rf 4.3.3.1 At F s around f 0 In this part, we study the characteristics of the synchronized state depending on the locking conditions and compare it with our analytical model. First, we present in Fig. 4.10 the evolution of the locking bandwidth with I dc for a fixed amplitude of rf-current (I rf = -14 dBm) at F s ≈ f 0 . We note a decrease of the locking bandwidth from 17 MHz at I dc = + 10.7 mA (i.e close to 10.5 mA the threshold current) to 9 MHz at I dc =+11.6 mA, and then a small increase up to 11 MHz at I dc = +12.0 mA. This trend is linked to the STO characteristics in the autonomous regime. As seen in Fig. 4.10, we observe in the autonomous regime a similar trend for the nonlinear dimensionless parameter ν (obtained with time domain measurements) which evolves from 7 at I dc = +10.7 mA to 4.5 at I dc = 12 mA. A more precise fit of the locking bandwidth dependency can be obtained by taking into account the evolution of the gyration radius with I dc . In that case, we observe an excellent agreement (see Fig. 4.10) between the trends of the locking bandwidth and the ratio √ 1 + ν 2 / √ p 0 (with √ p 0 = ρ/R) as expected from Eq. 4.6.

Figure 4 . 10 :

 410 Figure 4.10: Evolution of the locking bandwidth with I dc for I rf = -14 dBm (at H=0). Evolution of the nonlinear dimensionless parameter ν and of the gyration radius with I dc . (The nonlinear parameter ν is extracted from the phase noise curves)

Field-like torque

  efficiency leads to a torque ratio Λ F L /Λ SL equal to 6 (0.4 × 150/10) for this vortex based STO. Thus the locking process is mainly driven by the Field-like torque. It must be emphasized that the Field like torque is amplified compared to the Slonczewski torque in vortex based STOs given that they are respectively dependent on the size of the body and the core of the vortex (and b << R)[151].
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 411 Figure 4.11: Evolution of the locking bandwidth with I rf for I dc = +11 mA (at zero applied field).Expected locking bandwidth for ξ F L = 0 (grey line) and ξ F L = 0.4 (black line)

Figure 4 . 12 :

 412 Figure 4.12: Evolution of (a) the locking range (for F s ≈ 2f 0 ) and of (b) the normalized power p 0 (for F s = 2f 0 ) as a function of the amplitude of injected rf-current. STO frequency (c) and normalized power p 0 (d) dependency with the rf-source frequency F s . (The measurements are done with an oscilloscope at zero field, for I dc = +11 mA and Ø = 300 nm. The normalized power is extracted from the amplitude of voltage oscillation [138]).

Figure 4 . 13 :

 413 Figure 4.13: Phase noise of the locked oscillator for different driving force (at zero field, I dc = +11mA and Ø = 300 nm) at f 0 /3 (a), f 0 /2 (b), f 0 (c), 2f 0 (d), and 3f 0 (e).

  4.13.c, f c = 200 kHz and f roll-of f = 3 MHz). Similar behaviors with larger external rf current are obtained for an external frequency at 2f 0 (cyan curve in Fig. 4.13.d with µ = 0.08), 3f 0 (violet in Fig. 4.13.e with µ = 0.25), f 0 /2 (magenta curve in Fig. 4.13.b with µ = 0.15) or even f 0 /3 (wine curve in Fig. 4.13.a with µ = 0.21).
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 414 Figure 4.14: Phase deviation (Φ(t) = Θ(t) -2πf 0 t) associated to phase noise curve of Fig. 4.13 at f 0 , 2f 0 , and 3f 0

Figure 4 . 15 :

 415 Figure 4.15: Phase deviation (Φ(t) = Θ(t) -2πf 0 t) associated to phase noise curve of Fig. 4.13 at f 0 /3, f 0 /2

Figure 4 . 16 :

 416 Figure 4.16: Experimental phase noise spectra at F s = f 0 for µ = 0.08 (orange dots) and µ = 0.2 (red dots) at zero field and I dc = +11 mA (Ø = 300 nm). Modelled phase noise spectra for ξ F L = 0 (light red and orange lines) and ξ F L = 0.4 (red and orange lines)
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 417 Figure 4.17: Frequency and amplitude of forced oscillations as a function of the normalized frequency of the external rf current (with I rf = 2 mA, H=0, I dc = + 7 mA and Ø = 300 nm)

Figure 4 . 18 :

 418 Figure 4.18: Evolution of the locking bandwidth with the locking strength µ at F s around f 0 and 2f 0 at zero external field (Filled dots: experimental values / Unfilled dots: Matlab simulations for H = 4kA/m)
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 419 Figure 4.19: Evolution of the gyration radius as a function of the locking strength in the center of the locking range at F s = 2f 0

Figure 4 . 20 :

 420 Figure 4.20: Excitation bandwidth at f0 3 , f0 2 , and f 0 as a function of the locking strength µ: (a) Experiments and (b) Matlab simulations H = 4kA/m and H = 0) (Ø = 300 nm)

  5.1.a). In parallel, we notice a softening of the frequency dependency with field as shown in Fig. 5.1.b. This behavior has been attributed to the transfer of energy from one mode to another.

Figure 5 . 1 :

 51 Figure 5.1: Blue dots: fundamental frequency F 1 and harmonics F 2 of the auto oscillating mode dominated by the thick layer (vortex core polarity p B = -1) as a function of the perpendicular field. Red dots: frequency f of the overdamped mode dominated by the thin layer (polarity p A = +1). Red tone straight lines are guides to the eye and show successive harmonics of f . (b) Evolution of the inverse generation linewidth. Adapted from [69]
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 52 Figure 5.2: (a) Evolution of the frequency of the excited mode with field (b) Derivation of the frequency with field (c) Corresponding linewidths for the fundamental (∆f ) and the first harmonic (∆f 1 divided by 2 and 4)
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 53 Figure 5.3: Nonlinear parameters dependency with current for four different fields: nonlinear dimensionless parameter ν (a), the linear linewidth ∆f 0 (b), the effective damping Γ p (c) and the nonlinear frequency shift N (d). The different fields are either close (-55 kA/m) or far (-15 kA/m) from an harmonic crossing.
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 54 Figure 5.4: (a) Schema of the vortex configuration and (b) of the mode degeneracy in APc configuration with parallel chiralities. (c) Example of a detected spectrum for a double vortex based STO (Ø = 600 nm) for which we probe the dynamics of the thick vortex layer with a MgO barrier above a SAF layer (see "Sample A" in the Appendix A)
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 55 Figure 5.5: Evolution with field of the frequencies (a), linewidths (b), powers (c) of both the excited (black dot) and damped (red dots) modes. Power spectrum and instantaneous frequency time traces for three value of fields: -10 kA/m (d), 3 kA/m (e), 20 kA/m (f) (I dc is fixed to -15 mA)

Figure 5 . 6 :

 56 Figure 5.6: (a) Evolution of the locking bandwidth for F s around 2f 0 at different amplitude of rf-current (b-d)

  Fig. 5.6.d).

Figure 5 . 7 :

 57 Figure 5.7: (a) Linewidth of STO as a function of the rf-frequency for different rf-amplitudes (b-d) Example of time traces for different frequency of rf-current (in the two different locking ranges and in the region of overlap) at -3 dBm. (e) Power spectrum in the self-sustained state. The experimental conditions are : H perp = 205 kA/m, I dc = -15 mA, and the dot diameter is of 600 nm.
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 61 Figure 6.1: Schema of a phase locked loop. The PLL consists in a error detector block, a frequency divider, a filter, a slave oscillator (here a STO) and a reference oscillator (see Appendix C for details about each block).

6 .

 6 6.1, more details about classical phase locked loops can be found in Appendix C). Recently, differentChapter Towards spintronic rf-nanosources by the integration of STO in phase locked loop 116
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 62 Figure 6.2: Phase noise spectral density of a PLL locked STO for different amplitudes of current feedback. (Adapted from [185])

Figure 6 . 3 :

 63 Figure 6.3: Spectrum analyser measurements of amplified STO signal (a) PLL OFF with a lorentzian fit (b) PLL ON, with same data as in (a) for comparison. (Adapted from [146])

Figure 6 . 4 :

 64 Figure 6.4: Spectrum analyser measurement of an amplified STO locked in a PLL with a 80 MHz reference clock (Extracted from [146])

Figure 6 . 5 :

 65 Figure 6.5: (a) On Chip STO based phase locked loop. The STO is directly connected on the chip. The STO signal is first amplified by a 40 dBm amplifier and its frequency divided by flip-flop logic.Then the signal is compared with a reference oscillator (either a quartz or a pulse generator), the error signal integrated with a charge pump and filtered with a low pass filter.
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 666 Figure 6.6: (a) The noise of the free and the PLL locked STO (b) Corresponding phase deviations during time. Inset: phase deviation of the best locking conditions for which we see the periodic kicks due to the feedback of the PLL (The frequency of the free running STO is 406 MHz and its linewidth 2.5 MHz)
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 71 Figure 7.1: Principle of the spin-diode rectification voltage

Figure 7 . 2 :

 72 Figure 7.2: (a) Measured voltage as a function of the source frequency for I rf = 0.4 mA, with I dc = 0 mA, and H perp = 160 kA/m. (b) Micromagnetic simulation of the transient trajectory of the vortex core when excited at f source = 100 MHz for I rf = 0.4 mA. (c) Estimation of the radius of excitation, ρ, for I rf = 0.4 mA extracted using Eq. 7.1.

Figure 7 . 3 :

 73 Figure 7.3: (a) Measured voltage as a function of the source frequency for I rf = 1.6 mA, with I dc = 0 mA, and H perp = 160 kA/m (inset shows voltage response at I dc = 5 mA). (b) Micromagnetic simulation of the transient trajectory of the vortex core when excited at F s = 100 MHz for I rf = 1.6 mA. (c) Estimation of the radius of excitation, ρ, for I rf = 1.6 mA extracted using Eq. 7.1. (The vortex core was initially located in the centre of the 500 nm diameter disk and was excited with a current polarised in the (0 0.8 0.2) direction. The radius was modelled by calculating ρ = ρ osc + ρ disp + ρ H , and expulsion is assumed when ρ > 0.75, as observed in micromagnetic simulations.)

Figure 7 . 4 :

 74 Figure 7.4: Evolution of I min rf as a function of I dc for two magnetic fields, H perp = 0 and 125 kA/m, where the data points are the experimental data and the line is the fit with Eq. 7.1

Figure 7 . 5 :

 75 Figure 7.5: (a) Rectified observed voltage for the a) core expulsion and b) the spin-diode measurements taken at 6 mA and 0 mA, respectively, for a I rf = 0.2 mA. (c) Evolution of the generated voltage, ∆V , as a function of the excitation current, I rf , for a range of d.c. currents, at H perp = 120 kA/m.

  7.6.b-c) depending on the direction of the applied in-plane field (mainly due to either the SAF stray field, or to an external field). In Fig.7.6, we present experimental results and micromagnetic simulations for a slightly tilted perpendicular field of 120 kA/m (90.35 • and 89.65 • ). The vortex core is always expelled so that the C-state net in-plane magnetization is parallel to the in-plane field as seen in Fig.7.6. Thus the direction of the in-plane component of the field selects the C-state configuration.

Figure 7 . 6 :

 76 Figure 7.6: (a) Resistance state as a function of the angle of the applied at I dc = 5 mA and H perp = 120 kA/m. (b) Measured resistance as a function of the rf source frequency for two different angles of field. The blue (red) corresponds to the parallel (antiparallel) state, and the green to the vortex state, and the vortex state is suppressed when the source is equal to the gyrotropic frequency, F s = 120 MHz. (c) Micromagnetic simulation of the m y component as a function of source frequency for an in-plane magnetic field of ±3 mT, where the final m y component is shown for the points labelled 1), 2) and 3).
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 31 Record voltage rectification in double vortex based STOsFirst, we study a spin-valve with two weakly coupled vortices above a synthetic antiferromagnet as in Chapter 3 (see "sample A" in the Appendix A). In this sytem, the effect of the rf-current is as expected similar to the single vortex case. The large TMR (about 70%) of our double vortex systems gives rise to a record rectified voltage in the regime of vortex core expulsion. In Fig 7.7, we present the rectification voltage associated to vortex core expulsion for different level of dc-current. For a positive bias (as in Fig.7.7), the dc-current acts as an additional damping term. In that case, the width of the rectification voltage, region of vortex core expulsion, decreases as we increase I dc but its amplitude still increases. A maximum rectification voltage of +12 mV is thus obtained for I dc = +6 mA. This is one order of magnitude larger than in our single vortex based STOs with a 8.5 % TMR ratio, and could even be enhanced with the recent development of FeB based STO with a 130 % TMR ratio[START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF].
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 77 Figure 7.7: Response of the vortex at different power of dc-current for a 400 diameter junction. The rf-current is fixed at -10 dBm and no field is applied.
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 32 Mode splitting due to core-core interaction: towards high frequency detectors

  7.8.a, we display the stability diagram of the vortex chiralities with the dc-current and the perpendicular field. One should notice in Fig.7.8.b that we can switch with an rf-current the vortices configuration from parallel chiralities to anti-parallel chiralities for fixed initial conditions (I dc = +2 mA for the all range of perpendicular field). The chirality switching of the thin vortex layer occurs when the rf-source frequency is around the resonant frequency of the gyrotropic mode mainly associated to the thin layer. Micromagnetic simulations are still in progress to explain these observations. The profile of the spin-transfer forces is probably strongly impacted by the the strong core-core interaction.
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 78 Figure 7.8: (a) Stability diagram as a function of the dc-current and of the perpendicular field. (b) Stability diagram as a function of the rf-source frequency and of the perpendicular for I dc = +2 mA and I rf = -10 dBm (the source frequency is swept from low to high frequency). The system consists of a 200 nm diameter double vortex system (Py(7 nm) / MgO(1 nm) / Py(11 nm))

Figure 7 . 9 :

 79 Figure 7.9: (a) Color map of dc-voltage response as a function of the excitation and of the perpendicular field for I rf = -10 dBm (the source frequency is swept from low to high frequency) at I dc = 0. (b) Spectrum for different perpendicular field. The system consists of a 200 nm diameter double vortex system (Py(7 nm) / MgO(1 nm) / Py (11 nm)).
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 710 Figure 7.10: Evolution of the STO resistance state as a function of the rf-source frequency. (H perp = 240kA/m, I dc = 0.3 mA and I rf = -8 dBm). The system consists of a 200 nm diameter double vortex system (FeB(4 nm) / MgO(1 nm) / FeB (8 nm)).
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 1 State of the art on mutual synchronization 8.1.1 Coupling via the spin-wave interactionThe first observations showing the mutual synchronization of STOs were observed by two differents groups in similar systems, i.e. in uniformely magnetized point contact STOs. Two point contact STOs, separated by a few hundred nanometers share a common free layer and are supplied by independent[START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF] or comon[START_REF] Mancoff | Phase-locking in double-pointcontact spin-transfer devices[END_REF] dc-sources (see Fig.8.1.a.). Under an applied field, they observed two independent peaks corresponding to the self-sustained regime of each point contact STO. By sweeping the dc-current of one (or two) STO, the peak frequencies change, getting closer and eventually merging into one as shown in Fig.8.1.b. In the region where a single peak is observed, the output emitted power is enhanced by more than a factor 2 (up to 4!). This indicates that the phase difference between the two STOS is bounded and thus that the two STOs are synchronized.
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 81 Figure 8.1: (a) Schema of the experimental setup used to synchronize two point contact STOs through spin-wave coupling. (Extracted from [82]) (b) Spectrum of the emitted signal depending on the applied dc-current. (Extracted from [60])

Figure 8 . 2 :

 82 Figure 8.2: (a) Schema of the experimental setup used to synchronize four point contact vortex based STOs through exchange coupling. (b) Spectrum of the emitted signal depending on the applied dc-current. (Extracted from [73])

  8.3.a). Interestingly, we highlighted that the coupling efficiency strongly depends on the magnetic configuration (core polarity and vortex chirality) of the two STOs. In particular, we demonstrated that the locking bandwidth is three time larger for anti-parallel core configuration compared to parallel core configuration as shown in Fig.8.3.b-c. However we couldn't observe an increase of the power or a decrease of the linewidth in the synchronized state.
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 83 Figure 8.3: (a) Schema of the experimental setup used to synchronize a pair of vortex based STOs through dipolar coupling. (b)(c) Power spectrum maps versus perpendicular field measured for opposite (b) and parallel (c) polarities. (Extracted from [72])

8. 3

 3 Fig.8.4). Each STO is independently supplied by a dc current source, allowing them to enter in a regime of sustained oscillations through the action of spin torque. In practical, the rf ports of the two bias tees are electrically connected through rf cables and a tunable delay line.Electrical mutual synchronization can thus be achieved through the electrical signals generated by each STO. Finally, we insert a power splitter (PS) in the circuit in order to record the output rf signal originating from the two STOs using a spectrum analyzer.

Figure 8 . 4 :

 84 Figure 8.4: Schema of the electrical circuit for the mutual synchronization of two oscillators independently alimented by two currents and connected through the rf-port of two bias tee with a tunable delay line Ψ ∆τ . The detected signal is measured by a spectrum analyzer, connected to the delay with a -6 dBm power splitter (PS)
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 32 Pre-characterization of the non-interacting STOsThe double vortex based STOs used here are the "samples B" (see Appendix A). We know precisely from Chap. 3 what are the vortex configurations and the spin torque components (the ones associated to the vortex-like spin polarization), that results in a sustained dynamical state at room temperature showing a strongly coherent (few hundreds kHz) and powerful (few hundreds nW) emitted radio frequency (rf) signal. Moreover, we have seen in Chap. 4 that these STOs synchronize with an alternative rf-current through the Slonczewski and Field-like torques originating from the SAF polarizing layer. Thus we have all the conditions needed for mutual synchronization.

8. 5 .

 5 Fig. 8.5.b), power (STO 1 ∼ 0.44 µW , STO 2 ∼ 0.35-0.52 µW in Fig. 8.5.c) and nonlinear parameter ν (STO 1 ∼ 3.4, STO 2 ∼ 3-4.8 in Fig. 8.5.d). For these conditions, the two STOs are "almost identical" oscillators that only differ in frequency. This is particularly the case when the two STOs have the same frequency for I DC,1 = +10.6 mA and I DC,1 = +11.2 mA.

  8.6.(3) while for some others, we note the complete absence of synchronization as shown in Fig.8.6.[START_REF] Fert | Two-Current Conduction in Nickel[END_REF]. For the best synchronization bandwidth, the power spectral density (PSD) is strongly enhanced in the synchronized state which indicates
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 85 Figure 8.5: Frequency (a), linewidth (b), power (c) and nonlinear parameter ν (d) for each non interacting oscillator (STO 1 and STO 2) depending on the dc-current applied in their respective current source

Figure 8 . 6 :

 86 Figure 8.6: Evolution of the locking bandwidth of the two mutually synchronized oscillators (STO 1 with I dc,2 = +10.6mA and STO 2 with I dc,1 swept) depending on the delay constant (associated to the length of the delay line) (a) Map of the locking characteristics for different bandwidth of synchronization at different delays: minimum locking (1) for Ψ ∆τ = 1.4π (b) intermediate (2) for Ψ ∆τ = 1.6π (c) maximum (3) for Ψ ∆τ = 1.9π (d)

  power p 0 = 18P int R load ( R load +R ST O I dc ∆R T M R ) 2 [48].For the presented measurements, (I rf,ST O = 0.5 mA, ν = 3.4 -3.7, p 0 = 0.21, ∆R T M R = 14Ω, R =150 nm and I dc = +11 mA), Λ F L and Λ SL from Chap. 7, and H perp = 70 kA/m. Injecting these parameters, we deduce ∆ω s = 1.6 -2.1 MHz, a value being in excellent agreement with our experimental observations (2 MHz).
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 87 Figure 8.7: Maximal locking bandwidth of the two mutually synchronized STOs for two different I DC,1 , either (a) I dc,2 = +10.6 mA or (b) I DC,2 = +11 mA (with I DC,1 swept). The two current values are respectively associated with two different nonlinear parameters ν (3.4 and 4) for the STO 1.
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 88 Figure 8.8: Evolution of the frequency of the interacting STOs as a function of I DC,1 , while I DC,2 is fixed to + 10.6 mA. Bottom: Corresponding spectra for I DC,1 = +10.8 mA (1), +11.25 mA (2), +11.8 mA (3) (Non-interacting oscillator properties when one is switched off are in green and brown softened curves)
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 89 Figure 8.9: Synchronization frequencies depending on the dc-current injected in the oscillator 1 (I DC,2 is fixed to + 10.6 mA) for two delay legnths Ψ ∆τ = 1.6π rad (a) and Ψ ∆τ = 1.25π rad (b)
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 810 Figure 8.10: Power dependency with the dc-current injected in the oscillator STO 1 (I DC,2 is fixed to + 10.6 mA for STO 2, Ψ ∆τ = 1.9π rad) (Oscillator properties when one is switched off are in green and brown softened curves)

Figure 8 . 11 :

 811 Figure 8.11: Power dependency with the dc-current injected in the oscillator STO 1 (I dc,2 is fixed to + 10.6 mA for STO 2, Ψ ∆τ = 1.9π rad) (Oscillator properties when one is switched off are in green and brown softened curves)

Figure 8 . 12 :

 812 Figure 8.12: Phase and amplitude noises in the synchronized state (I dc,1 =+11mA, I dc,2 =+10.6mA), and for the non-interacting STNOs in similar conditions

Figure 8 . 13 :

 813 Figure 8.13: (Left) Electrical circuit for the synchronization of two nano-oscillators connected in series with a single dc-current source. The two oscillators are connected by a gold wire bonding and the length of cable between the two oscillators is of a few mm. (Right) Power spectral density of the two nano-oscillators depending on the applied dc-current at H perp = 200 kA/m. (The sample diameter is 300 nm).

  Within the last two decades, the commercialization of GMR reads head has represented the first large scale industrial implementation of spintronic based technologies. Recently, a new step have been reached with the development of a new generation of magnetic memories, called Magnetic Random Access Memories (MRAM), and which are already commercialized by major electronic companies. MRAMs take advantage of magnetoresistive effects and of the more recently discovered spin-transfer effects. More generally, spin transfer torque has revealed the potential of spintronics devices for a new generation of electronic component showing multiple functionalities, notably in the field of radio-frequency applications[START_REF] Zhao | Spintronics based Computing[END_REF][START_REF] Locatelli | Spin-torque building blocks[END_REF].Since their discovery in 2003, large expectations have risen around a new type of nano-scale oscillator called spin-torque oscillator (STO). Indeed, the spin transfer effect in a magnetic nanostructure offers the possibility to nonlinearly convert a dc current into a rf voltage, or a rf current in a dc voltage. Through intensive research studies, it has been shown that STOs could be considered in various classical integrated telecommunications devices such as rfsources, rf detectors, self-homodyne detectors or for non-conventional applications such as bioinspired or spin-logic devices. In this perspective, understanding and controlling the nonlinear magnetization dynamics and its effects on the microwave properties of an STO is a crucial issue. Another key issue concerns the interaction of a STO with its environment, especially with an oscillating external signal (rf field or rf-current sources, or a second STO in the case of mutual synchronization).The main purpose of my thesis was to identify the mechanisms that control the properties of a spin-torque oscillator. I focused my work on vortex based STOs, given their high spectral coherence[START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF], and demonstrated that the magnetization dynamics of this type of STO can be governed by an external reference signal or through collective mode dynamics. We performed experimental studies, supported by analytical developments, to analyze the role of the dipolar coupling and of the spin-transfer torque in the autonomous and non-autonomous regimes of an STO, and we presented and discussed different perspectives for the development of STOs based spintronic devices.

  and a weak dipolar stray field. The PtMn antiferromagnetic layer imposes the magnetization of the CoFe layer to be parallel to its magnetization. The CoFeB layer is antiferromagnetically coupled with the CoFe layer by a RKKY coupling through the Ru layer.Due to the large TMR ratio compared to the GMR ratio, we detect the output power associated with the dynamics of the NiFe vortex layer close to the MgO barrier. In our study, we study two kinds of samples that differ only by the position of the thick and thin vortex layers. The layer close to the MgO barrier is either the thin (6 nm) or the thick (20 nm) one. Thus for each vortex system we have a direct and deep insight into the dynamics of either the thin or the thick vortex layer. The generation of sample for which the thick vortex layer is close to the MgO barrier is called "Sample A", and the one for which the thin vortex layer is close to the MgO barrier is called "Sample B" (see Fig. A.1).

Figure A. 1 :

 1 Figure A.1: Double vortex based hybrid magnetic tunnel junction: SAF / MgO (1.075 nm) / NiFe (X1 nm) / Cu (9.5 nm) / NiFe (X2 nm) with (X1,X2)=[Sample A (20,8) or Sample B (6,20)]

  Fig. A.2.

Figure A. 2 :

 2 Figure A.2: (a) Schematic of an hybrid magnetic tunnel junction: a Cu based spin-valve system with the two vortex Py layer (8 nm at the top, 20 nm at the bottom) above a 1 nm MgO barrier and a CoFeB based synthetic antiferromagnet. (b) Image of a dot taken by electron beam microscopy.The dot radius was expected to be 300 nm. The three different measurements for the dot diameter indicate its conic shape.

Figure A. 3 :

 3 Figure A.3: Sample C: Double vortex based magnetic tunnel junction NiFe (7 nm) / MgO (0.85 nm) / NiFe (11 nm)

Figure D. 1 :D. 1 Figure D. 2 :

 112 Figure D.1: Schéma de principe de l'oscillateur à transfert de spin : lorsqu'un courant traverse un empilement composé de deux couches ferromagnétiques séparées par une couche non-magnétique, le phénomène de transfert de spin induit une précession de l'aimantation. La variation relative des aimantations de chacune des couches magnétiques entraîne alors une oscillation de résistance par le phénomène de magnétorésistance géante, et a fortiori une oscillation de la tension aux bornes du dispositif.

Figure D. 3 :

 3 Figure D.3: Evolution de la fréquence (a) et de la puissance émise (b) en fonction du courant continu appliqué pour les configurations Pc (points bleus) et APc (points rouges). Les mesures sont effectuées sans champ appliqué et à température ambiante.

Figure D. 4 :

 4 Figure D.4: (a) Simulations micro-magnétiques des rayons d'oscillations dans les deux couches vortex pour les configurations Pc et APc. (b) Dépendance de la fréquence des modes couplés excités selon l'intensité µ du couplage dipolaire pour les deux configurations Pc et APc. (c) Evolution du rapport des rayons d'oscillations dans les deux couches pour les deux configurations. (Les points rouge et bleu ainsi que la ligne noire correspondent au cas expérimental). Les trois figures correspondent au cas d'un courant I dc = 16 mA sans champ appliqué.

Figure D. 5 :

 5 Figure D.5: Schéma électrique du banc de mesure : le STO est alimenté par une source de courant continu I dc , auto-oscille à une fréquence f 0 , et peut se synchroniser par une source de courant radiofréquence Irf à une fréquence Fs. Les signaux rf et dc sont séparés par un bias tee, et le signal rf-détecté à l'aide d'un analyseur de spectre connecté au dispositif électrique par un diviseur de puissance. (2) Fréquence du STO en fonction de la fréquence F s de la source externe autour de f 0 /2 (a), f 0 (b) et 2f 0 (c). Signal dans l'état auto-oscillant (d) et dans l'état synchronisé pour F s = 2f 0 (e) (conditions expérimentales : I rf = 2 mA, I dc = 11 mA, et aucun champ magnétique n'est appliqué)

Figure D. 6 :

 6 Figure D.6: Bruit de phase du STO synchronisé pour différentes amplitudes de courant rf µ = I rf /I dc pour une fréquence de synchronisation F s égale à f 0 /2 (a), f 0 (b) et 2f 0 (c). (d-f) Déviation de la phase dans l'état synchronisé pour les différentes courbes de bruit de phase. (conditions expérimentales : I dc = 11 mA et aucun champ magnétique n'est appliqué)

Figure D. 7 :

 7 Figure D.7: Bruit de phase expérimentale pour F s = f 0 pour µ = 0 (points noirs), µ = 0.08 (points oranges), µ = 0.2 (points rouges) sans champ appliqué et pour I dc = +11 mA. Bruit de phase modelisé analytiquement pourξ F L = 0 (lignes orange et rouge atténuées) et ξ F L = 0.4 (lignes orange et rouge).

Figure D. 8 :

 8 Figure D.8: Principe de l'effet spin-diode. Dans les conditions résonantes d'excitation, le produit du courant rf injecté dans le STO et des oscillations de magnétorésistance mènent à une tension en moyenne non-nulle aux bornes du STO.

Figure D. 9 :

 9 Figure D.9: (a) Tension mesurée en fonction de la fréquence de la source radiofréquence pour I rf = 0.4 mA, I dc = 0 mA et H perp = 160 kA/m (en rouge le signal analytique attendue pour ξ F L = 0.4) (b) Simulations micro-magnétiques du régime transitoire d'excitation pour f source = 100 MHz (c) Modélisation analytique du rayon d'excitation dans les conditions expérimentales.

Figure D. 10 :

 10 Figure D.10: (a) Tension mesurée en fonction de la fréquence de la source radiofréquence pour I rf = 1.6 mA, I dc = 0 mA et H perp = 160 kA/m (Inset montre la réponse en tension pour I dc = 5 mA) (b) Simulations micro-magnétiques du régime transitoire d'excitation pour f source = 100 MHz (c) Modélisation analytique du rayon d'excitation dans les conditions expérimentales.

Figure D. 11 :

 11 Figure D.11: (a) Schéma du circuit électrique pour la synchronisation mutuelle de deux oscillateurs alimentés indépendamment par deux sources de courants continues et connectés par les ports rf de deux bias tee avec une ligne à retard modifiable Ψ ∆τ . Le signal détecté est mesuré sur un analyseur de spectre connecté au circuit par un diviseur de puissance (PS) (b) Evolution de la fréquence des STOs en interaction en fonction du courant I DC,2 , le courant I DC,1 du STO 1 est fixé à 10.6 mA. En dessous : Spectres mesurés pour I DC,2 = 10.8 mA (1), I DC,2 = 11.25 mA (2), I DC,2 = 11.8 mA (3). (Les propriétés des STOs oscillant indépendamment sont obtenues en éteignant une des deux sources de courants et représentées par les lignes rouge et verte atténuées)

Figure D. 12 :

 12 Figure D.12: Evolution de la puissance (a) et de la cohérence spectrale (b) en fonction du courant I DC,1 injecté dans le STO 1 (I DC,2 est fixé à +10.6 mA)

  Comme nous le montrons sur la Fig. D.13.a, la largeur de la gamme de synchronisation évolue de façon π-périodique avec la longueur électrique (exprimée en période d'oscillations). De cette évolution π-périodique on peut en déduire qu'il est possible de synchroniser deux oscillateurs directement connecté en parallèle ou en série (Ψ ∆τ = 0). De plus, on peut noter que la fréquence de synchronisation dépend du déphasage, elle peut être soit égale, soit supérieure ou inférieure

Figure D. 13 :

 13 Figure D.13: (a) Evolution de la gamme de synchronisation des deux STOs synchronisés en fonction de la longueur électrique entre les deux STOs (exprimées en radians, et associée à la ligne à retard). (b) Puissance spectrale émise par les deux STOs en fonction du courant appliqué pour quatre longueurs électrique : gammes de synchronisation minimale Ψ ∆τ = 1.4π(2), intermédiaires Ψ ∆τ = 1.25π (1) et Ψ ∆τ = 1.6π (3), et maximales Ψ ∆τ = 1.9π (3).

à

  la fréquence moyenne des deux STOs comme on peut sur la Fig. D.13.b. Le déphasage entre deux oscillateurs représente ainsi une approche originale pour modifier la synchronisation entre ces oscillateurs. Ces résultats pourraient être mis à profit pour développer des réseaux

  

  

  

  

  • compared to the free layer. In vortex based STOs, Khvalkovskiy et al. from CNRS/Thales[START_REF] Khvalkovskiy | Nonuniformity of a planar polarizer for spin-transfer-induced vortex oscillations at zero field[END_REF] first proposed to use a second vortex as a spin-polarizer. N. Locatelli et al.[START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] reported on such double vortex systems record quality factor, up to 16 000. Recently, Dussaux et al.[START_REF] Dussaux | Large amplitude spin torque vortex oscillations at zero external field using a perpendicular spin polarizer[END_REF] showed that a single vortex based STO with a perpendicular polarizer can also permit to observe sustained oscillations at zero applied field. All in all, vortex based STOs present major advantages for

rf-applications: they present the best spectral coherence and they can easily operate at zero applied field.

Table 2 .

 2 

1: Excited vortex layer depending on the chiralities of the two vortices. (Positive current corresponding from electrons flowing from thin to thick vortex layer

Table 7 . 1 :

 71 Table of current state of the art in voltage rectification measurements available (* = this study)

In reality, 4s bands have also a non zero spin-polarization at the Fermi level due to hybridization with the d bands but it is much smaller than the 3d bands.

It also leads to a small spin-accumulation and to a corresponding diffusive spin-current.

The spin orbit torques are negligible in our studied samples.

In Ref.[START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF], an error in the analytic expression of ν makes it two times smaller than its actual value

This is equivalent to measuring the minimal and maximal frequencies of the locked oscillator for each locking bandwidth.

Similar features have been observed in double vortex based spinvalves for F damp = 1/2f0 with a MRFM setup to probe the dynamics of the damped mode
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Spin-torque oscillators for rf-nanodevices Chapter 7 Efficient rf-detection by a resonantly excited vortex based STO 7.1 Spin-diode based rf-detection in spin-transfer nano-oscillator

In 2005, Tulapurkar et al. [START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF] observed the generation of a spin-torque rectification voltage in a STO excited at its eigenfrequency by an rf-current. This rectified voltage is the result of the mixing between resistance and current oscillations. Since this pioneering work, several studies [START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF][START_REF] Fang | Giant spin-torque diode sensitivity at low input power in the absence of bias magnetic field[END_REF] have confirmed that STOs could be considered for the field of high frequency detection as their sensitivity already exceeds the conventional Schottky diode [START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF].

In this chapter, we first introduce the concept of spin diode and develop an analytical model for the case of vortex based STOs. Then, we experimentally, in particular in the postdoc of A. Jenkins, study the spin-diode response of a single vortex based STO ("sample C" in Appendix A) excited by a rf-current. At large amplitudes of rf-currents, we find that the rf excitation can result in an expulsion of the vortex core from the junction and thus a change of the magnetic configuration inducing a change of the resistance state due to the effect of the magnetoresistance. We thus propose a new rf-detection scheme based on the reversible change of resistance. In a second part, we demonstrate that vortex based STOs can cover a wide range frequency as expected for rf-detectors. We show that we can control the magnetic configuration (polarity and chirality) of vortex based STO with an rf-current. Finally, we report a high rectification voltage for a rf-excitation above 2 GHz in a magnetic tunnel junction with two strongly coupled vortices. Thus, we take advantage of mode coupling to develop a high frequency detection scheme based on vortex based STOs.

Appendix A

Studied samples

In this thesis, we study the dynamics of vortex based spin-transfer nano-oscillators confined in nanodots. We mainly focus our research on double vortex based STOs but also demonstrate in some sections that our results can be extended to the single vortex case. All these different generations of samples have been grown by sputter deposition and patterned in the group of S. Yuasa in AIST (Tsukuba, Japan). These different types of junctions have been developed to optimize the rf-properties of the vortex based STOs.

A.1 Double vortex based STOs: Samples A-C

A.1.1 Hybrid magnetic tunnel junctions An hybrid magnetic tunnel junction consists of a double vortex spin-valve on top of a magnetic tunnel junction with a synthetic antiferromagnet (SAF), i.e, // SAF / MgO (1.075 nm) / NiFe (X1 nm) / Cu (9.5 nm) / NiFe (X2 nm) with (X1,X2)=[ [START_REF] Jack | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF][START_REF] Julliere | Tunneling between ferromagnetic films[END_REF] or [START_REF] Yuasa | Giant room-temperature magnetoresistance in single-crystal Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Jack | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF]]. Each NiFe layers contain a magnetic vortex as the ground state. The dipolar coupling between the two vortices implies that the two gyrotropic modes associated to each vortex hybridize. Each of these two coupled modes being predominantly associated to one of the vortices, the one that will be effectively excited by spin torque depends on the sign of injected current and on the relative configuration of the system (as presented in Chap. 2).

The GMR ratio of the Cu based spin-valve is only about 2% and the Cu thickness is chosen so that the two vortex layers are only weakly coupled through dipolar interaction. The TMR ratio of the crystalline MgO is about 70%. The pinned SAF structure is made up of a PtMn 

A.3 Experimental setup

The sample is placed on a gold plated holder that is connected to the ground of the circuit (see In parallel, a nanovoltmeter detects the voltage at the STO terminals. A resistance bridge is placed between the STO and the dc source to protect the STO from high voltage fluctuations.

The rf-port of the bias tee is either connected to a spectrum analyzer or to an oscilloscope. To study the non-autonomous regime, we add a power splitter after the rf port. This permits to keep the detection scheme and to supply the STO with an rf current emitted by a rf source or a second STO. In Chap. 5, we have seen in a double vortex based STO that an excited mode could synchronize with an rf-current source through the fundamental resonance of a damped mode. This is a general behavior that offers multiple possibilities to synchronize an STO as we will see now.

Here we consider a sample A (see Appendix A) with 400 nm diameter for which the frequency ratio between the two coupled modes is not an integer.

In Fig. B.1, we plot the locking ratio Ω = F s /f sto of STOs as a function of the frequency of the rf-source. The locked states of an oscillator are associated to plateau and generally to fractional winding numbers. Here, we focus our study for locking ratios between 2 and 3. For our vortex STO, we observe the expected locking ranges associated with the second (Ω = 2) and the third (Ω) harmonics but also for an extra range of locking. Surprisingly, it is difficult to determine in this locking state if the associated locking ratio has a rational value or not. We measure a locking ratio around 2.55 and its closest fraction is 51/20. This give one more clue that we may face with chaotic synchronization that often present irrational winding number [START_REF] Pikovsky | A universal concept in nonlinear sciences[END_REF][START_REF] Hφgh Jensen | Transition to chaos by interaction of resonances in dissipative systems. I. Circle maps[END_REF]. Furthermore, we also want to point out that by controlling the frequency ratio of the two modes (with the dc-current, the field or by designing the aspect ratio of the two layers) we obtain efficient and tunable fractional locking that cannot be obtain with classical nonlinear behavior [START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF]. 

C.1 Error detector block

A frequency mixer represent the most simple error detector block that can be used in PLL.

For a reference signal at f 0 and an oscillator at f frequency, it generates two responses signals:

one low frequency signal at (f -f 0 ) and one high frequency signal at (f + f 0 ). Higher order spurs are also generated in nonlinear system. The low pass filter, discussed later on, eliminates the spurious peaks and generates a feedback signal proportional to the low frequency signal.
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When the PLL is locked in frequency, the modulation amplitude of the low frequency signal is expressed as

) and is proportional to the phase difference between the oscillator and the reference signals. Thus the oscillator dynamics can be controlled through the amplitude of the feedback voltage.

Other simple error detectors like XOR phase detectors can be used. However in commercial devices, the error detector generally combines more complex structures with a frequency phase Frequency phase detectors are often used with charge pump to deliver not a pulsed but continuous voltage response proportional to the phase shift. This type of electrical device used capacitors to store entrance energy and deliver softened voltages. This permits to avoid the use of dead-band or the presence of small pulses even when the phase are locked. However the charge pump frequency is generally low. Thus a charge pump can drastically reduce the PLL bandwidth down to ω p the charge pump frequency.

C.2 Loop filter

The 

C.3 Frequency divider with a "divide-by-n" binary counter

In rf-applications such as a frequency generator at a multiple of the reference frequency, it is necessary to add a frequency divider in the feedback path. The oscillator signal is then compared to a reference signal generated by a much more stable low frequency oscillator like Appendix D

Résumé en français

Mes travaux de thèse concernent l'un des développements prometteurs de l'électronique de spin à travers l'étude de nano-oscillateurs à transfert de spin (STO). Ces nano-oscillateurs prennent appui sur deux mécanismes de base régissant le transport de spin: la magnéto-résistance géante et le transfert de spin. En 1988, A. Fert [2] et P. Grunberg [3] démontrèrent que la résistance aux bornes d'une vanne de spin, i.e un empilement de couches minces ferromagnétiques séparées par une couche non-magnétique, varie fortement selon l'orientation des couches minces. En 1996, J. Slonczewski [START_REF] Slonczewski | Current-driven excitation of magnetic multilayers[END_REF] prédit qu'il est possible d'agir sur l'aimantation d'une nano-couche ferromagnétique en la faisant traverser par un courant polarisé en spin. Dans un dispositif de type vanne de spin, les electrons d'un courant traversant cet empilement se polarise selon la direction d'aimantation de la première couche, fixe et dite polarisatrice, puis traverse la couche mince non-magnétique, en conservant sa direction de spin, exerçant ensuite un torque sur l'aimantation de la seconde couche magnétique. En 1998, Tsoi et al. [START_REF] Tsoi | Excitation of a Magnetic Multilayer by an Electric Current[END_REF] introduisit les bases du concept de nano-oscillateurs à transfert de spin en montrant dans une vanne de spin que le courant pouvait entrainer l'aimantation dans un régime de précessions auto-entretenues.

Un nano-oscillateur à transfert de spin convertit ainsi un courant continu en oscillations de résistance et de tension par l'effet de magnétorésistance de la vanne de spin. La fréquence des oscillations est alors déterminée par le mode magnétique excité dans le système et peut aller de 100 MHz à 70 GHz selon le type d'oscillateurs [START_REF] Bonetti | Spin torque oscillator frequency versus magnetic field angle: The prospect of operation beyond 65 GHz[END_REF]. Dans la dernière décennie, de nombreuses études ont mis en évidence les atouts de ces nano-oscillateurs pour le développement d'une nouvelle génération de dispositifs radio-fréquences, allant d'applications classiques de type détecteurs/émetteurs à des dispositifs bio-inspirés de type mémoires associatives [START_REF] Locatelli | Spintronic oscillator, and use thereof in radiofrequency devices[END_REF].

Au début de ma thèse la puissance (de l'ordre du nW) et la cohérence spectrale (largeurs de raie supérieures au MHz) de ces oscillateurs restaient trop faibles pour les applications envisagées.

L'objectif principal de ma thèse fut d'identifier, de comprendre les mécanismes régissant la Dans cette thèse nous avons cherché à contrôler la dynamique des STOs et à réduire leur bruit phase en développant différentes stratégies : (i) l'optimisation des propriétés des matériaux magnétiques utilisés (ii) l'excitation de modes couplés dans des systèmes hybridés (iii) la stabilisation de la dynamique de la phase d'un STO avec un signal extérieur de référence (iv) la synchronisation mutuelle de différents oscillateurs pour améliorer la cohérence spectrale et la puissance des STOs. Nous focalisons en particulier sur le cas de STO à base de vortex magnétique qui présentent intrinsèquement des cohérences spectrales plus élevées que celles d'autres types d'oscillateurs. Title : Vortex magnétiques couplés dans des oscillateurs à transfert de spin: De l'excitation résonante à la synchronisation mutuelle Keywords : magnetic vortex, mode coupling, spintronic, spin-transfert, resonant and parametric excitation, radiofrequency oscillator and detector, phase noise, mutual synchronization.

Abstract :

The discovery of the giant magnetoresistance in 1988 is considered as the birth date of a new and dynamic research field called spintronics. The rich physics associated with spin transport has created a breakthrough for the future of nano-electronics. In the magnetism roadmap, spin-torque oscillators (STOs) are candidates for future generation of spintronic based rf-devices. At the beginning of this thesis, one major issue of spin-torque oscillators remained their poor spectral coherence.

To overcome this issue, we have investigated different approaches: (i) the development of magnetic materials with a low damping and large spin-polarization, (ii) the study of collective mode dynamics in hybridized magnetic systems (iii) the stabilization of the STO dynamics with a reference external signal (iv) the synchronization of multiple STOs to enhance both their power and spectral coherence. We focus our work on vortex based STOs which present higher spectral coherences than other kinds of STOs.