Sn 2+ 
  
Ge 2+ 
  
Keywords: semi-conducteurs hybrides, effet d'interface, pièges, relaxations diélectriques, spectroscopie d'impédance Hybrid semiconductors, interface effects, trap states, dielectric relaxation, impedance spectroscopy

Les Pérovskites hybrides organique-inorganique (PHOIs) ont suscité d'intenses recherches au cours des dernières années. Dans cette thèse, nous avons dans un premier temps mis au point les différents processus de préparation des échantillons et réalisé une caractérisation complète des films par microscopie à force atomique, spectroscopie photo-électronique par rayons X, mesure du potentiel de surface par sonde de Kelvin et mesure de la mobilité des charges par temps de vol. La distribution des pièges à l'interface PHOI/Au a été étudiée via des mesure J-V-L en fonction de la température combinées avec des simulations numériques. Les relaxations diélectriques dans les PHOIs, tels que la migration des ions et l'orientation du dipôle du cation organique, ont été étudiés par spectroscopie d'impédance en fonction de la température. Dans la dernière partie de cette thèse, nous présentons une étude originale qui démontre un mouvement des protons du groupement ammonium des cations organiques à l'interface avec le PEDOT : PSS.
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Chapter 1 Introduction

Hybrid organic-inorganic perovskite (HOIP) materials have drawn immense interest due to the recent rise in their applications found in optoelectronic devices. Their use in solar cells started in 2009 with a photoconversion efficiency of a few %, advancing to more than 20% in less than 10 years. 1 The rate of increase is unprecedented amongst photovoltaic technologies, making HOIP materials one of the most promising candidates for the next generation of solar cells to solve the earth's energy crisis (Fig. 1-1). Besides photovoltaics, applications in photodetectors, 2 light emitting diodes, 3,4,5 and lasers, 6,7 have also been explored and shown promising results. HOIPs process a crystal structure belonging to the mineral group of perovskites, formed by an inorganic framework and organic cations. The perovskite crystal structure, named after the Russian mineralogist Lev Perovski, has the formula ABX 3 , with A and B denoting two different species of cations, and X an anion (Fig. 1-2 left). The A sites are 12-coordinated while the B sites 6-coordinated, and the size of A is larger than that of B. With the A sites in the interstices, the BX 6 forms a corner-sharing octahedral network, 8 which becomes distorted from the cubic structure when the crystal assumes other crystalline phases, e. g., tetragonal, orthorhombic, or rhombohedral. For HOIPs, the A sites are occupied by organic cations such as methylammonium (MA) or formamidinium (FA) ions, while the B sites are either lead (II), tin (II), or germanium ions, and the X sites are generally halides (Fig. 1-2 right). Fig. 1-2 Illustration of the perovskite crystal structure (left) and compositions of commonly used HOIPs (right). For simplicity, the crystal structure is in the cubic phase, while tetragonal, orthorhombic or rhombohedral distortions are also frequent in perovskites.

HOIPs combine the advantages of both organic and inorganic semiconductors. The long carrier diffusion length, low exciton binding energy, and low trap state formation in HOIPs are desirable properties that are more typically found in traditional inorganic semiconductors.

On the other hand, low temperature (< 150 o C) solution processing of HOIPs is characteristic of organic semiconductors. Admittedly, the jump-start of HOIP device fabrication is greatly indebted to the existing technology of organic semiconductor fabrication processes. Examples of the preparation of polycrystalline HOIP thin films are shown in Fig. 123. In the thermal evaporation preparation of HOIPs, methylammonium halide and lead halide are evaporated on top of the substrate simultaneously, 9 or sequentially. 10 Other evaporation methods such as flash evaporation are also reported and show good film quality. 11 Likewise, the solution process of HOIP has improved in order to reproducibly achieve high quality films, from one step spin-coating to stacking layer interdiffusion, and other advanced methods. 12 The sample fabrication procedure used in this thesis (Chapter 2) is a solution process due to its advantage of low cost, fast processing, and easier extension towards large area production. 15 The so-called extremely-thin-layer (ETA) cells achieved photo conversion efficiency of 3.8% but with poor stability due to the dissolution of the HOIPs in the liquid electrolyte. Afterwards, the study by Lee et al. showed that the operation of HOIP solar cell is different from that of DSCs. 16 They showed that the HOIPs can conduct electrons to the anode without the help of TiO 2 , which is instead essential for a functional DSC. Further study by Etgar et al. showed that CH 3 NH 3 PbI 3 can itself conduct holes. 17 These discoveries paved the way to the construction of "mesoscopic" HOIP solar cells, in which the hole transport material is not infiltrated into the TiO 2 scaffold or is eliminated completely. 18 Later developments showed that planar heterojunction HOIP solar
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cells can also achieve comparable efficiency to mesoscopic devices, whether in the direct, 19 or inverted structure. 20,21 The structure evolution of HOIP solar cell is shown in Fig. 1234. Despite the apparent success in solar cell applications, some issues still beset HOIP solar cells.

HOIP solar cells are known to exhibit I-V curve hysteresis (dependence of characteristics on scanning rate and direction), which hinders the correct estimate of the power output under defined conditions. 22 Also, the lack of stability is a major drawback for commercialization.

Improvements on these issues have been made over the years, 23,24,25,26 but they are far from being resolved yet.

In terms of device physics, many aspects of the photo conversion mechanism remain unclear.

Generally, the operation of a solar cell can be classified into either excitonic or non-excitonic (Fig. 12345). One example of the former is the organic bulk heterojunction solar cell, with exciton binding energy at the order of 1 eV. Silicon photovoltaic belongs to the latter, where photogenerated electron-hole pair can be considered as free charges because the exciton binding energy is less than the thermal energy at room temperature. The low exciton binding energy of HOIPs suggests that the electron-hole pair should be akin to be free from each other. 27 However, the simple dichotomy doesn't seem to apply in this case, as D'Innocenzo et al. 28 provided simulation results showing that at high photoexcitation, excitons become the dominant species, and Zhu et al. 29 suggested that the formation of large polarons might play a role in the charge separation. Studies of traditional perovskites, starting as early as 1950, 30 provide information about the phenomenon involved in HOIPs. For example, CaTiO 3 and BaZrO 3 have been known to form oxide defects, which serve as pathways for ion conduction. 31 Spontaneous formation of domains of aligning electric dipole moments is also observed in perovskite crystals. This property is called ferroelectricity as it is analogous to ferromagnetism, but the aligned dipoles are electric ones. 32 BaTiO 3 and PdZrO 3 are known to be representative ferroelectric materials.

In HOIPs, ferroelectric behavior and ion migration have been considered extensively in the literature, 8,33 but discrepancies persist and the general consensus has not been reached yet. In this thesis, it is our intention to clarify some aspects of these issues. In particular, trap state formation, ion conduction, and dipole orientation in HOIPs are approached by examining the existing literature along with experiments designed to investigate them.

In chapter 2, the different solution processes of HOIPs are reviewed and tested in order to identify a reproducible fabrication technique for high quality films. Chapter 3 includes various electrical and spectroscopic characterizations of the HOIP films. In particular, the As discussed in the introduction, further studies and characterization are necessary to elucidate the basic properties and mechanisms of the processes occurring within HOIPs. A uniform and pinhole-free film of HOIP is desirable for the studies envisaged because roughness and incomplete surface coverage may complicate data analysis for, e. g., absorption spectra, 1 current-voltage characterization, 2 or impedance spectroscopy. 3 ,4 On the other hand, while some interesting investigations have been carried out on HOIP pellets, 5,6 it is preferable to study films similar to those used in solar cell applications, as this is the main reason for the recent surge of interest in HOIPs. With this in mind, this chapter introduces the various solution preparation procedures.

Of all the commonly used HOIPs, methylammonium lead triiodide perovskite (MAPbI 3 , Fig. 2-1) shows high performance in photovoltaic applications (for example, refs 7,8,9,10).

Generally speaking, the efficiencies of MAPbI 3 based solar cells are better than those of MAPbBr 3 , 11,12 due to the smaller band gap of MAPbI 3 (~1.6 eV compared to ~2.3 eV for MAPbBr 3 ). 13 The addition of chloride ions into MAPbI 3 (forming MAPbI 3-x Cl x ) was shown to improve the charge carrier transport properties. 7 However, the exact proportion of Cl -(the x in the formula) is unclear, as is the role played by Cl -in the charge transport in HOIP. 14,15 On the other hand, some success has been shown by replacing the lead (II) in the crystal structure with tin (II), 16,17,18 or germanium (II), 19 but these materials are still in the early stages of development. Due to these considerations, MAPbI 3 was selected as the starting point for the study of HOIPs (Fig. 2-1). Fig. 2-1 Crystal structure of methylammonium lead triiodide perovskite. Red balls are iodide ions, gray balls are lead (II) ions, and the organic methylammonium (MA + ) ion located in the center.

General solution process procedure of MAPbI 3

Fig. 2-2 shows the different stages of HOIP formation from solution. Specifically, 3 different strategies can be employed to locate the methylammonium ions in the right position in the inorganic framework. The first is by mixing the 2 precursors, lead (II) iodide and methylammonium iodide, in solution, followed by spin-coating the mixture. This is often referred to as the one-step method. 20,21 The second method consists in dipping a lead (II) iodide film into an MAI solution (the dipping method). 22,23 The third approach relies on first spin-coating lead (II) iodide, followed by spin-coating MAI. After this, MAPbI 3 is formed by the interdiffusion of the 2 layers at elevated temperatures (the stacking layer method). 24,25 These 3 methods were tested and evaluated in the following section. The formation of MAPbI 3 was suggested from the UV-vis absorption spectra. The increase of absorption at around 750 nm and 500 nm is characteristic for MAPbI 3 . 26,27,28 However, from the optical microscopy image and AFM data, it is evident that the film was not uniform and consisted of isolated aggregated domains. This explains the light scattering observed in the UV-vis spectrum above 750 nm. More attempts in tuning the experimental conditions were made to improve the film morphology, which can be found in the Appendix 7.1.2, but the general features remained the same.

The inhomogeneity and pinhole formation in the film would not only reduce the solar cell efficiency, 29 but also complicate the analysis of the electronic properties as explained at the beginning of this chapter. This morphology seems to occur frequently in the one-step preparation method. 1,20,21 Before turning to the improvement of this method, which is introduced in 2.2, the other 2 basic solution processes are tested below:

The dipping method and the stacking layer method both start with a PbI 2 film and are promising since obtaining a smooth film of PbI 2 by spin-coating is less difficult. As shown in 
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Typical absorption and optical microscopy images of the films prepared by this technique are shown in Fig. 234567. Again, the absorption showed the formation of MAPbI 3 . However, a closer inspection of the UV-vis spectra in the long wavelength region shows that it tends to a value of ~0.3, instead of approaching 0. This indicates that the surface scatters a significant amount of light. This is confirmed by the significant features in the optical microscopy image. In fact, the roughness exceeded the limit of the AFM z range (~2 µm), so obtaining AFM topography in this case was not feasible.

Stacking layer method Following the parameters detailed in Appendix 7.1.4, the MAPbI 3 film shown in Fig. 2-9 is obtained. It may appear that an important issue in this method is to ensure the correct stoichiometry between PbI 2 and MAI. However, excess MAI is likely to sublime during annealing and it would therefore be optimal to use an excess of MAI. 30 Experiments investigating the concentration dependence of MAI are shown in Appendix 7.1.4. In our hands, the issue with this method was still the rough film morphology that is obtained. The preliminary experiments with these three basic solution processes have the merit of demonstrating the general film formation of MAPbI 3 perovskite. However, our experimental results showed that to reproducibly obtain a film suitable for further electronic studies using RMS= 119 nm these methods is challenging. More advanced preparation methods based on a better understanding of the film formation process are therefore necessary.

Advanced solution process method

Since its first publication as promising photovoltaic material, 31 the preparation method of HOIPs has evolved with the aim to improve the film quality and reproducibility. In particular, the basic solution process method as described in 2.1 has been modified by many techniques, such as solvent engineering, 8,32 additives in solution, 33,34,35 solvent annealing, 36 change of precursor materials and ratio, 9,10,37 and hot-casting. 38 We found that two of the techniques, solvent engineering and change in precursor material, significantly improve the film morphology and can be used to build efficient planar HOIP solar cells.

Solvent engineering with orthogonal solvent washing

As first introduced by Jeon et al, 8 the method involves the dissolution of the two precursor compounds (PbI 2 and methylammonium iodide) in a mixed solvent of γ-butyrolactone (GBL) and dimethyl sulfoxide (DMSO) instead of a single composition solvent. During spin-coating, a drop of an "orthogonal solvent" (i.e., that doesn't dissolve either precursor, such as toluene or chlorobenzene), 32 is added onto the substrate. The solution composition and the process scheme can be seen in Fig. 2 A drop of orthogonal solvent (toluene) is then applied to the surface while the substrate is still spinning, which washes out most of the remaining DMSO and locates the MA + ions into the correct positions to be crystalized (d). The MAPbI 3 polycrystalline film is obtained after annealing at 100 o C for 10 minutes (e).

The resulting smooth film that can be obtained according to this method can be seen in Fig. The difference between the forward and backward scanning shows significant hysteresis, which is common with this kind of architecture. 40,41,42 The efficiency was somewhat lower than expected and the cell showed poor stability over time.

To understand the issue of stability, further characterization was carried out using X-ray diffraction (XRD). The spectra can be used to determine the crystalline structure, 43 
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The XRD spectra of the film prepared according to the solvent engineering method can be seen in Fig. 2 ). The position of the peak at 2θ = 12.5 o is the same as the (0 0 3) peak in hexagonal PbI 2 . 45 We thus conclude that this peak indicates incomplete formation of the MAPbI 3 crystal, resulting in the presence of residual PbI 2 .

Fig. 2-14 XRD spectra of the film prepared by the solvent engineering method. The presence of PbI 2 is clearly seen.

The presence of residual PbI 2 in solution-processed MAPbI 3 was previously reported in the literature, 45 and its effect on the material properties is ambiguous. Some reports suggested that residual PbI 2 preserves the interfaces and reduces trap formation, improving solar cell performance as a result. 46,47,48 On the other hand, other reports argued that the formation of PbI 2 is unfavorable for electron extraction, 30 or subject to light degradation. 49,50 In the above experiment, the poor stability of the solar cells supports the latter argument. 
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In short, this method yielded a good film morphology that is smooth and pinhole free. However, the initial attempts at solar cell fabrication reveal some shortcomings. As discussed above, the modest efficiency and poor stability showed that the processing condition results in residual PbI 2 in the MAPbI 3 layer. Under these conditions, the study of the basic properties and mechanisms would be unnecessarily complicated. Therefore, further effort was put in to the preparation of MAPbI 3 films.

Lead acetate as the precursor for ultrasmooth film formation

The possibility of forming MAPbI 3 perovskite from different precursors has been tested since the initial interest in the material. The general strategy was to replace PbI 2 with other lead salts, such as acetate or nitrate. 37 In this case, the amount of MAI must be increased 3 times to compensate the loss of iodide from these salts. Moreover, the MA + ions are presumed to combine with acetate (or nitrate) and dissipate during annealing, a process that might play an important role in the formation of the MAPbI 3 perovskite. 51 An important breakthrough in this line of methods was achieved by Zhang et al, 9 who used lead acetate (PbAc 2 ) as the lead source for the formation of ultrasmooth MAPbI 3 thin films.

According to the first report, the surface of the solution-processed film is even more flat than thermally evaporated MAPbI 3 . The authors conjectured that the removal of MA(Ac) during annealing is relatively quick, causing favorable conditions for MAPbI 3 crystallization. This method is illustrated in Fig. 23456789101112131415, where a solution of lead acetate (PbAc 2 ) and methylammonium iodide is dissolved in DMF and the solution spin-coated onto substrates, after which the film is annealed. During the annealing process, excess MA + and Ac -ions are removed and the MAPbI 3 crystalizes, and the film turns dark brown. Fig. 2-18 shows a typical device performance prepared according this procedure. The voltage scanning rate is 0.2 V/s and the hysteresis as shown in the forward scan (black) and backward scan (red) is minimal. Satisfactory device performance was obtained (PCE = 12.5%). The statistics of the efficiency over 90 devices are shown in Fig. 2345678910111213141516171819, with the best performing device achieving 15%. As discussed in Chapter 1, state of the art HOIP solar cells have been demonstrated to have power conversion efficiency over 20%. However, the optimization of the device depends on the device architecture (direct, inverted, planar, with or without scaffold, etc.). Our main purpose here is to demonstrate that the quality of the MAPbI 3 film obtained is comparable to that in the literature. Therefore, the performance should be compared to devices using the same device architecture. To the best of our knowledge, the best performing solar cell with the same structure achieves ca. 16-18%, 53,54 and our best performing device is not far from this value. Furthermore, the average values are in agreement with most publications studying MAPbI 3 properties. [START_REF] Jasinski | Impedance studies of diffusion phenomena and ionic and electronic conductivity of cerium oxide[END_REF]56,57 Our active layer is about 100 nm thinner than the optimal HOIP solar cells in other reports and the device open circuit voltage somewhat lower. 58 Besides increased thickness, other procedures like optimizing the properties of the PEDOT:PSS layer, such as work function and conductivity, modifying the top electrode composition (LiF/Al for example), and changing the composition of electron transport layer would further optimize the solar cell performances. These results demonstrate the usefulness of the lead acetate preparation process with respect to its use in further studies.

In conclusion, several methods have been tested and an optimal process to reliably obtain smooth and pinhole-free MAPbI 3 perovskite film was established. The morphology and composition of the film show that it is suitable for further characterization aimed at elucidating the underlying processes within hybrid perovskites. Solar cells with good efficiency were fabricated, which can be used for further studies connecting the underlying process and devices performance. The availability of high-quality films with good reproducibility is a prerequisite for advanced characterization of planar structure-based devices. The process outlined in the last chapter led us to select the use of lead acetate (PbAc 2 ) as a precursor to obtain good quality films, and we can now turn to the study of the fundamental device properties of with the aim to better understand the working mechanisms. In this chapter, several concepts and parameters derived from traditional semiconductor physics are discussed and measured. In particular, the energy levels of MAPbI 3 were studied using photoelectron spectroscopy and Kelvin probe, the temperature-dependent mobility was measured using the time-of-flight technique, and the tunneling current injection was investigated using low temperature current-voltageluminance (J-V-L) measurements. An introduction to the basic concepts of optoelectronic parameters in photovoltaic materials and their relationships with each is presented below, followed by the details of experiments and their discussion in sections 3.1-3.3.

The concept of energy levels in a crystalline material can be pictured in a simplified form according to general solid-state theory as shown in Fig. 3-1. The energy states available for the electrons form the conduction band (red cone) while holes form the valence band (yellow cone). The difference between the conduction band minimum (CBM) and the valence band maximum (VBM) represents the electrical band gap E g . Furthermore, the near band edge region can generally be approximated using a parabolic function:

! ≈ ℏ ! ! ! 2! * , Eq. 3-1
where ħ is the reduced Planck's constant and k is the magnitude of the wave vector. The parabolic coefficient of the E-k relationship is arranged so that its form is the same as the kinetic energy of electrons in vacuum with the mass replaced by m*. Therefore, m* is the termed the effective mass. This value is extensively used in semi-classical descriptions of the material. Because the band structure can be simulated from the crystal structure using density functional theory, m* provides a crucial connection between theoretical calculations and experimental results. One example of the simulated band structure of MAPbI 3 perovskite is shown in Fig. 3-1 (b). The basic processes in optoelectronic materials are shown in Fig. 3-2. After generation of an electron-hole pair by light absorption, the charge carriers drift towards the selective contacts, a process characterized by the drift mobility, µ, given by:

! ! = !! , Eq. 3-2
where v d is the drift velocity and E is the electric field. The drift mobility thus denotes the velocity of the carriers under the influence of an electric field and is limited by scattering processes such as defects and/or phonon scattering. With a scattering time of τ s , the relationship between carrier mobility µ and the effective mass m* is given by:

! = ! ! * ! ! ,
Eq. 3-3 according to the classical scattering model (Debye model).
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Fig. 3-2 Schematic diagram of the processes in optoelectronic materials. Left: Following the electron-hole pair generation by photoexcitation, the electrons and hole diffuse in the active layer with diffusion constant D n and D p , respectively. When an electric field is present, the charge carriers also drift according to Eq. 3-2 with drift mobility µ n and µ p . Right: The electrons and holes recombine radiatively or non-radiatively with recombination constants R rad and R non-rad , both of which contribute to the finite average life time of the carrier, denoted by τ r . Before recombination, the average distance the charge carriers travel is denoted by L n and L P for electrons and holes, respectively.

The diffusion of charge carriers can be described by Fick's second law:
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where C is the carrier concentration, D is the diffusivity, and (x, t) are the space time parameters.

Also, the mobility µ is related to the diffusivity D by Einstein's relation:
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where q is the elementary charge, k B is the Boltzmann constant, and T is the absolute temperature.

The electrostatic attraction between electrons and holes makes the formation of spatially-bound electron-hole pairs favored. The latter are termed excitons, and are characterized by an exciton binding energy (E B ) which, in traditional semiconductors, is usually smaller than thermal energy at room temperature. Therefore, the photogenerated charges can be considered to be free carriers. On the other hand, the large exciton binding energy in organic semiconductors forms localized excitons, and the dissociation is achieved only in the vicinity of a charge selective contact. Otherwise, recombination is the dominant process. The recombination, characterized by the carrier lifetime (τ r ), can be radiative and/or non-radiative,. The parameter denoting the average distance travelled before the carriers recombine is the carrier diffusion length (L), which is related to the diffusivity and carrier lifetime by:
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As discussed in Chapter 1, HOIPs have been shown to process a low trap density, long carrier diffusion lengths and lifetimes, and low exciton binding energy, all of which contribute to their outstanding photovoltaic performances. While these parameters have been calculated or measured experimentally, some ambiguity and discrepancies still remain between reports, possibly due to the sensitivity to processing conditions and/or differences in data interpretation.

MAPbI 3 energy levels

In the previous chapter, we characterized the MAPbI 3 thin films using various spectroscopic and microscopy techniques. The spectroscopic techniques (absorption, photoluminescence, electroluminescence) provided information about the band gap of the HOIP films. From XRD, we were able to determine the crystalline phase and the lattice constants. Optical microscopy and AFM provided information on the HOIP surface. However, to better understand the operation of solar cells and the interface properties, other data such as electron affinity, ionization potential, and Fermi level are also important.

The electron affinity (EA) is defined by the energy released during the addition of an electron to a neutral material:

Material + ! ! → Material ! + EA .
In semiconductors, this energy corresponds to the difference between the vacuum level and the valence band maximum.

The ionization potential (IP) is the energy required to remove one electron from the material:

Material + IP → Material ! + ! ! .
This corresponds to the conduction band maximum in the band structure of semiconductors.

The Fermi level indicates the energy level up to which electrons are filled according to the Fermi-Dirac distribution:
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where n is the density of states, µ is the Fermi level. The Fermi level lies in the conduction band in metals, and in the optical gap for semiconductors or insulators.

Photoelectron spectroscopy is a powerful technique in determining the energy of these levels.

The concept originates from Einstein's photoelectron experiment, in which the energy of photoelectrons is analyzed to obtain the energy levels in a sample. Different excitation sources give different photoelectron energy ranges and resolution due to changes in the absorption cross sections. For example, using X-rays excites the high-energy core electrons of the elements so that the core energy levels can be determined. On the other hand, using the emission line of helium (for example, HeI, with a photon energy of 21.22 eV) as a light source allows the work function and valence band edge to be more accurately determined because of the larger absorption cross section at this excitation region. The working principles of photoelectron spectroscopy are shown in Fig. 3-3.

X-ray and HeI are the two most commonly used light sources in photoelectron spectroscopy.

These specific techniques are termed X-ray photoelectron spectroscopy (XPS) and ultraviolet photoelectron spectroscopy (UPS), respectively.

A general survey of photoelectron spectroscopy studies of MAPbI 3 in the literature shows significant discrepancies in surface energy levels between reports. 2,3,4,5,6,7 For example, the work function reported range from 4.0 eV to 4.9 eV. This gives evidence that the properties of HOIP strongly depend on processing conditions and that the characterization of a given preparation recipe is important.

Fig. 3-3 Illustration of the operation of photoelectron spectroscopy

The X-ray photoelectron spectra of MAPbI 3 films (thickness 300 nm, prepared according to the procedure described in section 2.2.2) with the index of the core electron levels is shown in To obtain the energy level diagram of the MAPbI 3 film, the only information missing is the electrical band gap, which we obtained from electroluminescence of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/PC 61 BM (50 nm)/Ca/Al (Fig. 345). The center of the peak (760 nm) can be used to calculate the optical band gap = 1240/760 = 1.63 (eV). Due to the low exciton binding energy of this system (< 10 meV, see refs 9, 10, 11), we can equate the electrical and optical band gap as they are very close to each other. For comparison, the energy levels of MAPbI 3 found in the literature are summuarized in Table 2-1. There are significant discrepancy between reports, as noted above, and our results lie within the its range. Different thicknesses (200, 300, and 400 nm) of the MAPbI 3 film were measured and the same procedure was applied to determined the energy levels of the surfaces. Additionally, the work function was also measured under ambient atmosphere using a Kelvin probe to provide additional confirmation of the energy levels. (Details of the Kelvin probe measurements can be found in Appendix 7.2.6). The results are summarized in Table 3-1. The similiarity of the energy levels over different thicknesses indicates that band bending effect occurs at depths less than 200 nm. Unforunately, the measurement of films less than 200 nm in thickness, 
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although likely to provide valuable information concerning band bending, is challenging since the solution process of HOIP film has a limited range of thickness over which the film morphology remains similar. The energy of the Fermi level measured under ambient atmosphere is in good agreement with the values in ultra high vacuum, considering the difference in experimental conditions and calibration of equipment. 

Time-of-flight mobility measurements

As discussed in the introduction, the mobility of a material strongly depends on the scattering processes impeding charge movement. Therefore, the mobility depends strongly on each material studied as well as on the processing conditions. To measure the mobility of a material, several methods can be employed, such as time-of-flight (TOF) measurements, charge extraction by linearly increasing voltage (CELIV), field effect transistor configuration (FET), and space charge limited conduction (SCLC) (for a review of theses techniques, see ref 12). Some measured mobility values of commonly used semiconductors are list as below: the literature, the mobility of HOIP is usually considered to be "high," compared to organic semiconductors. However, Brenner et al. recently argued that because HOIPs have crystal structures resembling those of an inorganic crystals and their carrier effective mass is small, the mobility of HOIP should be compared with that of inorganic semiconductors. 13 In this context, the question arose as to why the carrier mobility of HOIP is generally smaller than that of traditional inorganic semiconductors.

On the other hand, while the reported carrier mobility of single crystal HOIPs are more or less consistent, those for polycrystalline thin films show large variations from ~10 cm 2 /Vs, 15,16 ~10 -1 cm 2 /Vs, 17 ~10 -3 cm 2 /Vs, 18 to ~10 -4 cm 2 /Vs. 19 Such variations might be due to differences in sample configuration, interfacial effects, processing conditions, or measurement methods. For example, the highest reported carrier mobility values of MAPbI 3 polycrystalline thin films (~10 cm 2 /Vs) are generally estimated using THz spectroscopy, whose wave pulses extend only a few unit cells within the material. These only detect the conductivity behavior over short time and length scales, 20 ignoring the larger scale effects which might play important roles in polycrystalline materials. 21,22 To estimate large-scale effects, we measured the carrier mobility using the time-of-flight configuration (Fig. 34567). A 532-nm laser (Continuum Minilite) with pulses less than 7 ns generated photocarriers from the transparent side of a sample. A bias voltage of a few volts was applied to separate the photogenerated electron-hole pairs. The photocurrent was then monitored using a digital oscilloscope (Tektronix). To ensure minimum oxygen and humidity exposure, the samples were transferred directly from a nitrogen-filled glove box to a cryostat without exposure to the atmosphere. The cryostat was then placed under vacuum (~10 -5 mbar) before measurement. The sample structure chosen to evaluate the hole mobility of the material was ITO/PEDOT:PSS/MAPbI 3 /Au. Electrodes with better electron extraction, such as silver and calcium, were also tested but without success. These electrodes seem to react with MAPbI 3 and the samples became unusable soon after preparation. Aluminum showed better stability but its work function is too high for efficient electron extraction.

The sample thickness for TOF measurements needs to generally be around a few µm.

However, to obtain MAPbI 3 films in this thickness using a solution process is likely to change the film morphology significantly, and therefore defeat the original purpose of the experiments. As a tradeoff, a film thickness of 300 nm was chosen in order to be similar to that of a working solar cell device. The absorption depth of MAPbI 3 at 532 nm is ca. 150 nm, as estimated from the absorption spectra, 23 showing that the majority of the incident laser energy is absorbed in the 300-nm-thick sample.

The photocurrent measured at room temperature at various applied biases is shown in Fig. 345678. Some abnormalities can be readily observed: the photocurrent is negative with an applied bias as high as 1.5 V and no clear plateau can be observed at higher voltages. As a matter of fact, the sample broke down at an applied voltage of 5 V, as evidenced by the decrease in photocurrent. To explain such abnormal behavior, the material properties of HOIP have to be taken into account. As discussed in Chapter 1, perovskite materials are known for their ionic conductivity. In HOIP, it has been shown that ion accumulations have a significant effect on solar cell performance and are therefore not negligible. 24,25 Other reports suggest that ions accumulate at the interface and cause a built-in voltage. 26 Mobile ions are likely to compensate the applied voltage and prevent photocurrent generation. However, ion movement is highly temperature dependent (estimated activation energy ~1 eV). It is therefore reasonable to infer that if ionic displacement plays an important role in the TOF results, the photocurrent pattern would be strongly dependent on the sample temperature. Specifically, at lower temperatures ion movement should be less significant and the TOF might provide reasonable results for estimating the carrier mobility.

The TOF photocurrent measured at 180 K and 80 K are shown in Fig. 3456789. At these low temperatures, the negative photocurrent disappeared and plateaus can be clearly observed in the photocurrent patterns. MAPbI 3 undergoes a orthorhombic-to-tetragonal phase transition at 162 K, 27 which means that at 80 K the material is actually in the orthorhombic phase instead of the room temperature tetragonal phase. The transit time (t T ) is estimated from the intercept of the 2 slopes on the normalized photocurrent plot (Fig. 345678910). Ideally, the carrier mobility µ is related to t T by:

! = ! ! !! ! , Eq. 3-8
where d is sample thickness and V is the applied voltage. The hole mobility of polycrystalline MAPbI 3 is therefore calculated to be ca. 10 -4 cm 2 /Vs, which is consistent with a previous literature report of TOF measurement, 19 although being surprisingly low compared to the results from other measurement methods. The low mobility appears to be contradictory to the outstanding photovoltaic performance of HOIP solar cells, but it has been suggested that the low diffusion length might increase the recombination 
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lifetime in polycrystalline materials (provided the main recombination process occurs at grain boundaries). 17 The relative independence of t T on the applied voltage suggests that some voltage compensating effect might still be occurring at temperatures as low as 80 K. This may indicate that the TOF mobility value obtained is a rough estimate.

To gain more insight into the scattering process of the MAPbI 3 material, temperature dependent mobility measurements were carried out. In the literature, the temperature dependence of MAPbI 3 mobility has been shown to be proportional to T -3/2 , consistent with a phonon scattering mechanism. These studies are either performed on single crystal, 28 or using THz spectroscopy. 29 Here, TOF measurements were carried out on the polycrystalline films at temperatures ranging from 80 to 300 K. The applied bias was 3 V for all temperatures to get a clear plateau on the photocurrent patterns while not too high to damage the sample. The temperature dependence of the photocurrent and carrier mobility (calculated using Eq. 3-8))

are shown in Fig. 3-11. The TOF mobility increases with temperature (Fig. 3-11 right), in contradiction with measurements performed on single crystal MAPbI 3 or THz measurements. 28,29 This thermally-activated behavior is in agreement with a trapping-detrapping conduction mechanism, which is common in polycrystalline materials. 30 A jump is observed at ca. 160 K, which may be due to the orthorhombic-to-tetragonal phase transition in the material. One way of quantifying this type of conduction is through the variable range hopping (VRH) model, in 
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which the temperature dependence of the mobility is given by: 31,32

! ∝ ! ! ! ! ! ! ! , Eq. 3-9
where T 0 is a constant, α can be either 1/4, 1/3, or 1/2 depending on the material.

The plot of ln (µT) versus 1/T 1/2 is shown in Fig. 3-12. The linear behavior provides strong evidence that the scattering process is dominated by trapping effect in polycrystalline MAPbI 3 film (likely located at grain boundaries), contrary to phonon scattering in single crystal MAPbI 3 . This difference, has so far not been recognized in the literature to the best of out knowledge, and has important implications in the operation of the thin film HOIP solar cells. 

Low temperature J-V-L measurement

ln (µT) (cm 2 K/Vs) 1/T 1/2 (K -1/2 )
As mentioned above, we have reason to suspect that ion migration might still have an effect on charge conduction in MAPbI 3 perovskite at temperatures as low as 80K. To eliminate this complexity, we employed a helium compressor in connection with a cryostat (Advanced research systems, Fig. The EL intensity should therefore be proportional to the minority carrier current (electron current in this case). The possibility of transient current is eliminated by the slow scanning rate employed during measurement (~0.03 V/s), which makes the measurement quasi-static.

To illustrate the necessity of the low temperature measurements, the current-voltage in an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device was repeatedly measured at room temperature and at 10 K, shown in Fig. 3-14. At room temperature, the curves changed with consecutive measurement, a phenomenon that disappeared completely at 10 K. The J-V-L characteristics of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device are shown in Fig. 3-15 (a). EL intensity was observed when the applied voltage bias was higher than 3.5 V.

Based on the discussion above, it is reasonable to assume that EL intensity is proportional to the current resulting from the injected electrons (Fig. 3 The high barrier for electron injection and the low temperature environment renders thermionic emission from gold to MAPbI 3 impossible. This leaves us with tunneling as the main mechanism for electron injection. The tunneling injection current is given by the Fowler-Nordheim equation: 33
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where E is the electrical field, m* is the carrier effective mass, Φ C is the injection barrier, and q is the elementary charge. The tunneling injection is not thermally activated and therefore the injection current should not change with temperature.

To check the validity of tunneling injection mechanism, the J-V-L characteristics were measured at temperatures from 10 K to 100 K, as shown in Fig. 3 Further analysis was carried out by plotting ln (J/E 2 ) vs. 1/E, the so-called Flower-Nordheim plot. 34,35 Here we assume uniform distribution of the electrical field within the active layer, i.

e., E = V/d, and plot ln (EL/V 2 ) versus 1/V is shown in Fig. 3-17. According to Eq. 3-10, the slope of the Fowler-Nordheim plot (S) is given by:

! = 4 3 2! * ℏ ! ! ! Φ ! !/! ! ! . Eq. 3-11
Generally, the lower the slope, the easier the tunneling injection. The theoretical value of the slope in Eq. 3-11 can be calculated by assuming a triangular barrier for electron injection. The electron effective mass of MAPbI 3 is around 0.2 m 0 (where m 0 is the electron mass), determined using magneto-absorption technique, 36,37 and from theoretical calculations. 1,38 The injection barrier = gold work function -MAPbI 3 electron affinity = 1.28 eV. With these parameters, the slope is found to be ca. 360, much larger than the experimental value of 33.5 (Fig. 34567891011121314151617).

The discrepancy in calculated versus experimental slope indicates enhanced electron injection under the experimental conditions. Two possibilities may contribute to this effect (Fig. 3456789101112131415161718).

The first possibility is that the injection barrier may deviate significantly from the simple difference in energy levels (the gold work function and MAPbI 3 electron affinity) due to the interaction between surfaces at the interface. 39,40,41 The formation of an "interface dipole" might reduce the injection barrier and enhance electron injection. The second possibility is that the electric field is not uniform. The closeness of Fermi level with the middle of the band gap, as demonstrated by the UPS measurement in section 3.1, indicates that the free carrier concentration of MAPbI 3 is low and is therefore unlikely to cause significant band bending.

However, it is possible that other mechanisms might contribute to the charge balance and cause band bending within the material. The ensuing increase in the electric field near the interface would enhance charge injection. For the first hypothesis to account for the enhanced injection, the injection barrier would need to be about 0.26 eV, which implies an interface dipole of 1.02 eV. In the HOIP literature, Liu et al. has studied the Au/MAPbI 3 interfacial effect using UPS, 2 and their results showed an interface dipole of 0.1 eV.

To test the two hypotheses, we measured the J-V-L characteristics with different sample thicknesses at 10 K (Fig. 345678910111213141516171819). The EL intensities are similar for all 3 thicknesses as are the onset at ca. 3.5 V. The thickness independence of these properties indicates that the electron injection is interface limited. The band bending effect can usually be studied using capacitance-voltage measurements or, more specifically, by plotting the square inverse of the capacitance versus voltage (Mott-Schottky plot). 33 The Mott-Schottky plot of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device measured at 15 K using a Bio-logic impedance analyzer is shown in Fig. 3-20. No band bending was observed near zero applied voltage as evidenced by the independence of the capacitance on the voltage in this region. This result is in accordance with the previous energy level diagrams, which show that the free carrier concentration is low in MAPbI 3 perovskites. We are therefore led to conclude that the observed band bending is voltage induced, i. e., it happens when there is an applied voltage. As the possibility of ionic redistribution under an applied bias is unlikely under the low temperature condition of the measurements, the working hypothesis of the origin of the induced band bend effect is that trap states at the MAPbI 3 / Au interface are being filled by holes as the bias voltage is applied. To quantify the trap states involved, * numerical simulation was carried out assuming that the trap concentration as a function of the distance from the gold electrode (x) obeys

! ! ! = ! !" + ! !" exp ! -! ! , Eq. 3-12
where N T1 is the volume trap concentration, N T2 the interface trap concentration, λ the typical distance, t the active layer thickness. The electrostatic potential V(x) can then be deduced from the trap concentration by solving the Poisson equation, leading to:
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where V a is the applied voltage, ε is the dielectric constant (assumed to be 30 in this simulation).

Once the band curvature is known, the electron tunneling current can be numerically * The simulation was performed by Prof. Raphael Clerc of the Institut d'optique, site Rhône Alpes, Laboratoire Hubert Curien. )
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calculated using the injection transparency T(E, V a ) from the Wentzel-Kramers-Brillouin (WKB) approximation:

! !, ! ! = exp -2 2! ! -!" ! -! ℏ ! !" ! ! ! , Eq. 3-14
and then the injection current J(V a ) is given by:
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The fitted results are shown in Fig. 3 E T (meV) 3.7 6.0 6.0

The fitted mobility ~10 -4 cm 2 /V s is in agreement with the previously determined charge carrier mobility derived from TOF. Also, the surface defect density can be estimated to be q N T2 λ ~ 6.5 µC/cm 2 . Also, the trap state energy lie within the typical Urbach energy of samples at room temperature, which is around 10 meV, 42 suggesting that these states might play a role at operation conditions.

Conclusion

In this chapter, the properties of a typical polycrystalline MAPbl 3 layer used in the fabrication elucidated by impedance spectroscopy

Permittivity of HOIPs and its measurement

As discussed in the previous chapter, special care must be taken during the study of the electrical properties of HOIPs. Based on a broad review of the literature, several points were taken into account in order to interpret the experimental data. These points generally include the slow electrical response of HOIP materials, where "slow" implies long time scales (> 10 µs) of the processes involved in the study. The electron clouds, the inorganic crystal scaffold, and the rotating organic ions each strongly impact on the electrical properties of HOIP materials. The studies of electrical responses are generally termed dielectric spectroscopy. 1 The dielectric response of HOIP can be summarized in Fig. 4-1,

where the real part of the dielectric constant (ε') is plotted versus the response frequency.

The fastest response is the displacement of the electron cloud, which can respond nearly instantaneously, hence generally termed ε ∞ . A step increase in ε' happens around 10 14 Hz, when the lattice vibration (phonon) effect sets in. The effect of rotating dipoles gives rise to the dielectric response with frequencies less than ~10 9 Hz. Then, finally, the relaxation frequency of defect migration is generally observed at the frequency range of 1 kHz. Different measurement techniques can be used to probe different frequency ranges. For example, for frequencies higher than 10 10 Hz, Fourier transform infrared spectroscopy can be use to detect the dielectric response, while network analysis is applicable in the range of 10 6 -10 12 Hz. For lower frequencies, impedance spectroscopy (IS) is suitable.

Fig. 4-1 Dielectric spectra of HOIP material

The principle of impedance spectroscopy is shown in Fig. 4-2. A sinusoidal voltage is applied to the sample and the current response is analyzed in both amplitude and phase.

The complex impedance is given by:

! = ! ! = ! ! ! !" . Eq. 4-1
According to Fourier transform theory, if the function of Z(ω) is known, the temporal response of the system can be completely characterized. 
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Although IS is a powerful tool to characterize the electrical process of electrode-materialelectrode systems, data analysis can be a far from trivial task. Generally, it fares better when a series of samples is investigated so that a coherent picture can be obtained. A simplified work flow of the data analysis process to reach an interpretation is shown in Fig. 4-3. First, the impedance measurement is carried out on the system and an adequate theory of the process constructed or conjectured. The theory is then used to build a physical model from which the mathematical form of the impedance function can be calculated. Numerical curve fitting between the experimental curve and the mathematical model is made by varying some or all of the parameters. When a satisfactory fitting is obtained, the physical parameters can be extracted and interpreted accordingly. Besides the motivation from the last chapter, the study of the dielectric properties of HOIP materials is of interest because it is also relevant for explaining charge separation in HOIP solar cells, an issue that is still under much debate. 3,4,5,6,7 The high dielectric constant of HOIP has been conjectured to serve as the screening mechanism contributing to the low
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Curve fitting System characterization exciton binding energy (Fig. 4-4). While the dielectric properties of most-commonly used semiconductors have been generally agreed upon (Table 4-2), the reported dielectric properties of HOIP vary significantly between one another. Due to its highly dispersive nature and the lack of general consensus in data interpretation, the analysis of HOIP dielectric properties still presents disagreement in the literature. For example, Juarez-Perez, et al. reported the occurrence of photoinduced giant dielectric effect in HOIP, 8 a result being later considered as of no physical importance by Almond & Bowen. 9 In the remaining part of this chapter, the dielectric spectroscopy of several devices were measured with a Biologic SP-300 impedance analyzer under controlled experimental sample conditions, including temperature, thickness and illumination. By doing so, we were able to clarify some ambiguities in the data interpretation and demonstrate that IS is a suitable technique in obtaining information that can be used to gain valuable insight into the operation of HOIP optoelectronic process. 

High frequency dielectric constant of MAPbI 3 and its origin

Because of the impedance of the connecting cables, the upper frequency limit of IS technique is between 100 kHz and 1 MHz. Therefore, in the IS characterization of the dielectric properties, the higher frequency components, i. e., the response of electronic cloud, the vibration of lattice, and the rotation of the organic dipoles, can only be inferred from the absolute value of the dielectric constant. Previous studies have shown that at the ~100 kHz range, the dielectric response of HOIP is dominated by dipole rotation. 13,15 These studies were carried out on HOIP single crystals or pellets. Therefore, a comparison with solution-processed film is of interest and could help us to determine the applicability of the experimental setup.

To measure the dielectric properties of MAPbI 3 films, the sample structure of ITO/Al 2 O 3 (45 nm)/MAPbI 3 /Al 2 O 3 (45 nm)/Al was used. The aluminum oxide layer serves as a blocking electrode to minimize the electrode polarization effect. 1,16,17 Both aluminum oxide and aluminum top electrode were deposited with an e-beam evaporator under a vacuum of ~10 -6 mbar at a rate of 0.2 nm/s. The MAPbI 3 film was prepared according to the procedure described in section 2.3, with a thickness of 280 nm as measured using a stylus profiler. In this device architecture, the aluminum oxide layer contributes to the total capacitance. Therefore, the sample without the active layer, i. e., ITO/Al 2 O 3 (90 nm)/Al, was also measured.

The results are shown in Fig. 45, where the capacitance C is related to the admittance Y by:

! = ! !" = ! ! + !"" , Eq. 4-2
where Y= 1/Z= Y' + jY" is the complex admittance, and ω is the angular frequency. At the frequency regime of 1 kHz to 100 kHz, the imaginary part of capacitance is much less than the real part, i. e., the system exhibits a purely capacitive behavior; while at lower frequencies, interfacial effects are likely to set in. 1 Therefore, in the high frequency region, the impedance of ITO/Al 2 O 3 /MAPbI 3 /Al 2 O 3 /Al can be approximated as 2 capacitors in series, one from the dielectric response of Al 2 O 3 (C' AlO ), the other from MAPbI 3 (C' HOIP ): Temperature dependent measurement of the dielectric constant can be used to gain more insight into the nature of the dielectric process. Here, the low temperature cryostat described in section 3.4 and the same data analysis procedure as described above was used for the measurements. The temperature dependent permittivity of solution-processed MAPbI 3 film is shown in Fig. 4567. The measured relative permittivity shows a clear discontinuity at temperatures around 150 K, roughly corresponding to the tetragonal-to-orthorhombic phase transition known for MAPbI 3 perovskites. The exact temperature of the phase transition is generally located at 162 K. 18,19 However, it is not unusual for thin films to exhibit a delayed phase transition Tetragonal phase Orthorhombic phase due to strain, as observed in other reports on HOIPs. 20,21 In the tetragonal phase, the permittivity exhibits a roughly 1/T (or 1/(T -T C )) behavior, which is a strong indication of the existence of disordered dipole moments. This explanation is in line with the general agreement that the tetragonal-to-orthorhombic phase transition in HOIP restricts the rotation of the organic cations. 18,22,23 As can be seen in Fig. 4567, in the orthorhombic phase the 1/(T -T C ) trend is broken, which can be attributed to the fixed directions of the methylammonium (MA + ) cations in this phase.
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Based on the above discussion, further analysis of the temperature dependent permittivity in the tetragonal phase can be carried out by the application of the Kirkwood-Fröhlich-Onsager equation, which is a simple but powerful model to characterize the relationship between dipole moment and dielectric constant, first developed to describe polar solutions. 1,24 The Kirkwood-Fröhlich-Onsager equation is written as:
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where ε' is the low frequency permittivity, ε' ∞ is the high frequency permittivity limit, ε 0 = 8.85 × 10 -12 F/m is the vacuum permittivity, g is the Kirkwood correlation factor, N is the dipole density, µ is the magnitude of the dipole moment, k is the Boltzmann constant, T is the absolute temperature of the sample, and T C is a constant called the Curie-Weiss temperature. The 1/(T -T C ) behavior is a generalized form of the equation, which is in accordance with the phase transition of perovskite materials. 25,26 The correlation factor g is a measure of the interaction between individual dipoles: 1,13
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where µ i represents individual dipoles. The value of g is larger than 1 when there is a tendency for parallel orientation, while smaller than 1 for anti-parallel orientation of the dipoles.

The elegance of this equation lies in the fact that the permittivity is given implicitly, and that the high frequency limit permittivity ε' ∞ and Curie-Weiss temperature T C can be fitted through the temperature dependence of ε'. The best linear fit of (ε' The obtained high frequency limit permittivity ε' ∞ is somewhat higher (32.4 versus 23.3 and ~7) than the results from experiments on MAPbI 3 pellets, 13 and first-principle DFT calculations. 27 The Curie-Weiss temperature also differs with the result from ref 13. These might be due to the difference in crystallinity of the material and some of the assumptions made in the DFT calculations, such as the anisotropy of the unity crystals.

-ε' ∞ ) (2ε' + ε' ∞ )/ε' (ε' ∞ + 2) 2 versus 1/(T -T C )
Important information can be obtained with the knowledge of the correlation factor g, whose calculation from the fitted line is as follows: the dipole density N is calculated from XRD data in section 2.2.2 to be 4.01 × 10 27 m -3 , 19 and the dipole moment of MA + ions µ has been calculated from density functional theory to be 2 D (1 Debye = 10 -10 esu Å ≈ 3.34 × 10 -30 C m). 27,28,29 Therefore, the correlation factor g can be calculated from the fitted slope on Fig. 45678. The slope gNµ 2 /9ε 0 k = (17.6 ± 0.1) K, giving g to be 0.11 ± 0.1.

The observation that the correlation factor g < 1 provides experimental evidence of the anti-parallel arrangement of the MA + ions in MAPbI 3 (Fig. 456789), which has long been conjectured in the literature ("antiferroelectric") by theoretical calculation at room 
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temperature. 30,31,32,33 This ordering might come from the interaction of the MA + ions with the inorganic cage, 34 or be due to hydrogen bonding, 35 and is related to the tetragonal crystal structure of MAPbI 3 present at room temperature. 36 The problem of dipole orientation in HOIP is a much debated topic, which so far has been studied using theoretical simulations, 31,32,33,36,37 ultrafast 2D vibration spectroscopy, 37 or neutron scattering technique. 22 Here the problem is experimentally elucidated by the relatively simple IS technique and a straightforward conclusion is made. In the next section, we will examine the low frequency component of the dielectric spectra as measured using IS.

Analysis of ion migration in MAPbI 3

The electrode polarization effect, which has been minimized in the previous section by the use of two blocking electrodes, is of interest because it can be used to study the interfacial effects which have significant implications in the performance of solar cells, and the observation of the giant dielectric constant. 8 As a starting point of this study, this section presents the IS measurement of an ITO/PEDOT:PSS/MAPbI 3 /Au device, where both interfaces, i. e., PEDOT:PSS/MAPbI 3 and MAPbI 3 /Au have significance in solar cell applications. As mentioned in the introduction of this chapter, the ambiguities in IS data interpretation must be carefully taken into account and it would be helpful to see the data The low frequency component is likely to be dominated by ion migration in the material.

In HOIP, the existence of ion migration has been generally recognized using theoretical simulations, 38 , 39 transient photocurrent measurements, 40 , 41 current-voltage hysteresis, 42 , 43 , 44 local photoluminescence, 45 electroabsorption spectroscopy, 46 photothermal induced resonance (PTIR) microscopy and Kelvin probe force microscopy. 47 IS measurements have also been employed, 8,48,49,50,51 but these studies, except for ref 51, are carried out on complete solar cell devices with hole or electron transport layers (TiO 2 , spiro-OMeTAD, or PC 61 BM), which inevitably complicates the data analysis. For example, the low intrinsic permittivity derived in ref 8 (ε' ~ 7) might be due to non-compensated capacitance of the spiro-OMeTAD layer.

It should be noted that Almond and Bowen have suggested that the low frequency component in the IS of HOIP might be due to the porous nature of the material and not from physical mechanisms like ion migration. 9 However, their referencing data comes from a device constructed using a mesoporous TiO 2 interface to maximize surface area, 8 and shows significantly larger low frequency dispersions than the planar devices studied here (slope of 0.066 in ref 9 compared with 0.004 in Fig. 4-10 (b)). This means that the "universal dielectric response" effect is much weaker, 52,53 if not absent, in the planar device. Therefore, it is possible that the explanation given in ref 9 is not complete and that the studies of a planar device architecture would provide additional information. In the remaining part of this section, the analysis of the temperature-dependent and illumination-dependent IS data of a planar ITO/PEDOT:PSS/MAPbI 3 /Au device is presented.

The temperature dependent dielectric measurement of an ITO/PEDOT:PSS/MAPbI 3 (250 nm)/Au device is shown in Fig. 4-11. The MAPbI 3 undergoes a tetragonal-to-cubic phase transition at 327 K. 19,54 Therefore, this measurement covers the phase transition region and some changes in electrical properties due to the change in crystalline phase are expected. The non-Debye like relaxation behavior renders data analysis more complicated. The general approach is to assume a distribution function of relaxation times to fit the experimental data, 1 but this complex fitting is out of our capacity. The other approach to quantify the experimental data is thorough equivalent circuit fitting, where the specific nature of each process has to be assumed. As discussed above, the assumption of ion migration dominating the low frequency component is reasonable. Therefore, an ionic diffusion process should be included in the equivalent circuit, which is usually done by introducing a Warburg element, the impedance of which is given by: 2,55 The Warburg time constant T W is related to the diffusivity D and is generally expressed by: 50,57,58,59
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where t is the thickness of the active layer.

To fit the experimental data, we take advantage of an existing model which has been used to describe HOIP solar cells. 57 In this model, the carrier conduction (electrons and holes) is to fit the IS data of inverted planar HOIP solar cell satisfactorily, and there is no specific term to account for the effect of the PC 61 BM layer. Therefore, we employ the same model on the data shown in Fig. 4-11. Simpler models were also tested but resulted in the loss of the goodness of fit.

Fig. 4-13 Equivalent circuit used to fit the data shown in Fig. 4-11. The total impedance Z is given by:

Z = R s + R carrier /C bulk /(R tr + C dl /(R ct + W d )).
With the fitting parameters of the curve at 350 K given in Table 4- At 350 K, the ion diffusivity is found to be 1.3 × 10 -9 cm 2 /s. To obtain the temperature dependence of the diffusivity, the same fitting procedure was applied to the IS data between 300 K and 350 K using a global fitting protocol to ensure the continuity of the parameters. The fitted diffusivity as a function of temperature and its Arrhenius plot are shown in Fig. 4-15. At room temperature, the fitted ion diffusivity is 2 × 10 -12 cm 2 /s, which is not far from other reports in the literature in terms of orders of magnitude: ref 50 estimated ion diffusivity to be 2.4 × 10 -8 cm 2 /s for MAPbI 3 pellets, ref 47 measured ion mobility and estimated the diffusivity to be 3.9 × 10 -11 cm 2 /s, and ref 60 estimated ion diffusivity to be ~10 -12 cm 2 /s. The activation energy of the ion migration is 2.3 eV in the tetragonal phase and 0.67 eV in the cubic phase. A clear difference between the 2 phases was found, which is generally not observed in previous reports. 57, 61 , 62 The reason for this might be because the tetragonal-cubic phase transition in HOIP is classified as second order, 19,[START_REF] Brivio | Lattice dynamics and vibrational spectra of the orthorhombic, tetragonal, and cubic phases of methylammonium lead iodide[END_REF][START_REF] Frost | What is moving in hybrid halide perovskite solar cells?[END_REF] and not abrupt. However, one might expect that the ionic conduction is closely related to the spacing in the crystals and therefore more sensitive to the crystalline phase change than electron or hole conduction.

The cubic phase activation energy is in good agreement with the theoretical prediction of the activation energy of ion migration (0.2 -0.9 eV). 38,39,40,[START_REF] Yuan | Ion migration in organometal trihalide perovskite and its impact on photovoltaic efficiency and stability[END_REF] A general survey of the literature shows that of all the possible mobile species, iodide ions have the smallest activation energy and lowest formation energy, [START_REF] Mosconi | Mobile ions in organohalide perovskites: interplay of electronic structure and dynamics[END_REF][START_REF] Yang | Fast diffusion of native defects and impurities in perovskite solar cell material CH3NH3PbI3[END_REF] and therefore usually assumed to be the dominating mobile species. However, the specific activation energy value varies from report to report and it is therefore difficult to identify a single mobile species. Besides, the low formation energy of Schottky defects in HOIP, [START_REF] Walsh | Self-regulation mechanism for charged point defects in hybrid halide perovskites[END_REF] which create stoichiometric amounts of anion and cation vacancies, suggests that multiple species may be involved simultaneously.

The tetragonal phase activation energy (2.3 eV) is high compared to most simulation results and seems counterintuitive. It is likely that, at the interfaces, the ions falls into traps formed at imperfect crystal planes. At lower temperatures, these ions would be harder to activate and therefore lead to the high apparent activation energy. The occurrence of interfacial pile-up of ions has also been suggested in other literature reports. 48,[START_REF] Almora | Ionic charging by local imbalance at interfaces in hybrid lead halide perovskites[END_REF][START_REF] Zhang | Charge selective contacts, mobile ions and anomalous hysteresis in organic-inorganic perovskite solar cells[END_REF][START_REF] Levine | Interface-dependent ion migration/accumulation controls hysteresis in MAPbI3 solar cells[END_REF] Ample amount of evidence of the structural change of HOIP under illumination has been provided in the literature: 8 Gottesman et al. [START_REF] Gottesman | Extremely slow photoconductivity response of CH3NH3PbI3 perovskites suggesting structural changes under working conditions[END_REF] suggested that dipoles reorient during illumination and induce slow lattice distortion. Quilettes et al. 45 provided experimental evidence of halide redistribution in HOIP under illumination. Deng et al. [START_REF] Deng | Light-induced self-poling effect on organometal trihalide perovskite solar cells for increased device efficiency and stability[END_REF] proposed that the hysteresis of HOIP solar cells may come from light-induced self poling effect. As discussed above, ion migration is closely related to the crystal arrangement and the trap states. Therefore, the above experimental method has the potential gaining more insight into the structural change under illumination in HOIP.

The illumination-dependent dielectric measurement of an ITO/PEDOT:PSS/MAPbI 3 (250 nm)/Au sample is shown in Fig. 4-16. The illumination was provided by a fiber illuminator and the power estimated using a radiometer (IL 1400 BL). With increasing illumination intensity, the low frequency permittivity increased by up to 2 orders of magnitude at 100 mW/cm 2 . The corresponding increase in conductivity is shown in Fig. 4-16 (c), which seems to saturate at high illumination intensity (d). A similar photoinduced giant dielectric constant effect has been reported in the literature and was attributed to the structural change of MAPbI 3 , 8 or to charge accumulation at interfaces. 49 One pronounced feature of the illumination effect is the apparent decrease of ε' over the 100-1000 kHz frequency range (Fig. 4-16 (a)), which is different from the previous results (Fig. 4-11). The effective dielectric constant actually becomes negative at 100 mW/cm 2 (Fig. 4-17 (a) inset). In the Cole-Cole plot, the effect presents itself as an inductive loop at middle frequencies (Fig. 4-17 (b), (c)). The "negative capacitance" or inductive phenomenon indicates a releasing of previously stored energy, and has already been reported in the literature, [START_REF] Bisquert | Negative capacitance caused by electron injection through interfacial states in organic light-emitting diodes[END_REF][START_REF] Mora-Sero | Implications of the negative capacitance observed at forward bias in nanocomposite and polycrystalline solar cells[END_REF] and observed in HOIP interfaces. [START_REF] Guerrero | Properties of contact and bulk impedances in hybrid lead halide perovskite solar cells including inductive loop elements[END_REF] It is generally associated with charge injection and recombination through interfacial states, [START_REF] Mora-Sero | Implications of the negative capacitance observed at forward bias in nanocomposite and polycrystalline solar cells[END_REF] or electrochemical reactions. 51 In this case these states seem to be photogenerated. Closer examination is necessary at this point to elucidate this observation of light-induced negative capacitance effect in the HOIP layer. The photoinduced change of the HOIP crystals is of special interest in the literature:

Several reports suggested that, under illumination, MA + ions in HOIPs are more ordered and the lattice less distorted, hence reducing the bonding between MA + ions and the inorganic frame. [START_REF] Gottesman | Extremely slow photoconductivity response of CH3NH3PbI3 perovskites suggesting structural changes under working conditions[END_REF][START_REF] Gottesman | Photoinduced reversible structural transformations in free-standing CH3NH3PbI3 perovskite films[END_REF][START_REF] Liu | Photoferroelectric and photopiezoelectric properties of organometal halide perovskites[END_REF] As a result, the release and diffusion of ionic species are facilitated Z' (Ω)

-Z" (Ω) Z' (Ω) (a) (b) (c)
under illumination ("softening" of the lattice, Fig. 456789101112131415161718). [START_REF] Yuan | Ion migration in organometal trihalide perovskite and its impact on photovoltaic efficiency and stability[END_REF] This is consistent with another recent report demonstrating that defect density decreases by one order of magnitude under illumination, 45 which demonstrated that illumination has certain effect on the structure of crystals. 

Conclusion

In this chapter, we systematically studied the dielectric response of the HOIP layer in planar devices. The simple layer structure allows more straightforward analysis of the IS data and several insights into the dielectric response were obtained. Specifically, the high frequency permittivity was found to be of dipole origin. Equivalent circuit fitting was successfully applied to the temperature dependent data to obtain the ion diffusivity and activation energy, which were found to be consistent with simulation results in the literature. Possible mechanisms responsible for the illumination-induced effects were discussed. 

"Intermediate relaxation" and its temperature dependence

The dielectric response of sandwiched devices (ITO/PEDOT:PSS/MAPbI 3 /Au) has been analyzed in the previous chapter. The high (≥ 50 kHz) and low frequency (< 100 Hz) part of the spectra have been attributed to dipole rotation and ion migration, respectively, while the frequency range between (0.1-30 kHz) has not been explored. Zooming in on one typical dielectric spectrum of an ITO/PEDOT:PSS/MAPbI 3 /Au device in this regime shows one curious feature (Fig. 5-1): Besides the monotonous increase of permittivity with decreasing frequency, an inflection point is observed near 10 kHz. This indicates an additional relaxation process responding in this frequency region. 1 To show this more clearly, the normalized derivative of the real part of permittivity (-f dε'/df) is also plotted. The normalized derivative plot is a common approach to determine the relaxation frequency in the dielectric spectra of high conductivity samples, 2,3 which obscure the peak that should otherwise appear on the ε" spectra of insulating samples. 1 The relaxation frequency is then determined to be 8 kHz.

The unexplained relaxation process in the ITO/PEDOT:PSS/MAPbI 3 /Au device will be referred to as the "intermediate relaxation" as its response frequency lies between the 2 mechanisms discussed in the last chapter, i. e., I -or MA + migration and dipole reorientation. device. Data taken from the room temperature curve in Fig. 4-11.

Note that this response is not included in the equivalent circuit simulation presented in section 4.2, designed to focus on the low frequency part. Therefore, the effect of the intermediate relaxation is mixed with the carrier resistance (R carrier ), bulk capacitance (C bulk ), and trace resistance (R tr ) (Fig. 4-13). Actually, as the effect is small compared to that of the low frequency ion migration, it is likely to be lost in the fitting process.

As shown in the previous chapter, the temperature dependence of a relaxation process provides important information concerning its nature. The re-plotting of the variable temperature measurement in Fig. 4-11 focusing on the intermediate frequency region is shown in Fig. 5-2. At higher temperatures, the effect of low frequency ion migration moved into this region, causing the relaxation peak to become increasingly difficult to distinguish.

However, up to 350 K, reasonable relaxation frequency and peak height can be determined.

The relaxation frequency increases with temperature while its peak height decreased. Effects of the tetragonal-to-cubic phase transition can be seen clearly by the different activation energies (115 meV and 58 meV in the cubic phase and tetragonal phase, respectively). The temperature range 300-350 K is not enough to clearly analyze the temperature dependence of the relaxation process. For example, the apparent Arrhenius behavior might change when looking at a larger temperature range. As MAPbI 3 degrades at temperature as low as 360 K, it is not possible to obtain the data of higher temperatures. Therefore, further study was carried out on sample temperatures lower than room temperature, with the equipment described in section 3. 

Relaxation peak Tetragonal phase Cubic phase Tetragonal phase Cubic phase E a = (115 ± 5) meV E a = (58 ± 5) meV observed: On the ε' graph (Fig. 5-3 (a)), the spectra of temperature higher than 160 K are separated from the ones lower than 160 K. On the ε" graph (Fig. 5-3 (b)), the difference between the 2 phases is also observable but less apparent, possibly due to the less impact of the phase transition on electronic conduction. At temperatures below room temperature, the plateau caused by the intermediate relaxation can be observed clearly. Therefore, the relaxation frequency can be determined more reasonably by finding the edge of the plateau using 2 tangential lines, as shown in Fig. 5-4 (a).

Mathematically, this point corresponds to the lowest point on the plot of the second derivative of the permittivity (Fig. 5-4 (b)). Same frequency was found by the 2 methods. Frequency (Hz)

K K K K K K K K K K K K

Orthorhombic phase

Tetragonal phase Frequency (Hz) The method employing second derivative suffers from low signal-to-noise ratio at lower frequencies. Therefore, the relaxation frequencies of Fig. 5-3 (a) were determined by the tangential line method, and are represented in Arrhenius form in Fig. 5-5. In both phases, the relaxation frequency exhibited Arrhenius behavior. The activation energies (E a ) were fitted to be 50 meV and 27 meV in the tetragonal and orthorhombic phases, respectively, while the pre-exponential factors (A) were 7 kHz and 5.1 kHz. These activation energies are low compared to that of ion migration mechanism, which are typically on the order of hundreds of meV. 4,5,6 On the other hand, the activation energies for the rotation of 

K K K K K K K K K K K K (a) (b) 
Relaxation frequency

Relaxation frequency organic cations in MAPbI 3 are similar to these values. 7,8,9 While the exact value varies (from a few meV up to 100 meV), all reports agree that, as the rotation is restricted in the low temperature phase, the activation energy in the orthorhombic phase is smaller than in the tetragonal phase. The same is observed for the intermediate relaxation process.

It is unlikely that the organic cation rotation is the direct cause of the intermediate relaxation as the relaxation time of cation rotation in HOIPs is on the range of ps, i. e., 10 12 Hz. 8,10 Therefore, the observations above indicate that the intermediate relaxation is strongly affected by the phase transition in a way that is similar to organic cation rotation, but that it is of different origin.

Origin of the intermediate relaxation

Discussion on the possible origins

To formulate a hypothesis on the origin of the intermediate relaxation process, a general survey of the HOIP literature was carried out, which suggests that three mechanisms are possible: ion migration, dipole domain alignment, or trap state filling (Fig. 56, see the references of chapter 4, in particular, a recent review by A. M. Frost & A. Walsh). 11 From the discussion in section 4.3, the typical time scale of ion migration (attribute to I -or MA + ) in a 250-nm-thick HOIP film is of the order < 0.1 second at room temperature.

Therefore, if ion migration is to account for the intermediate relaxation process, a more mobile species must be involved. The time scale for intermediate relaxation is around 10 -4 sec, meaning a diffusivity of ~10 -4 cm 2 /s, considerably higher than that of I -, MA + , or Pb 2+ . * The high diffusivity suggests a low energy barrier and a small mass of the moving species.

* This value is estimated from the general relationship between relaxation time and ion diffusion through a 250-nm-thick film, introduced in section 4.3. More discussion on this point is presented in section 5.3. 

Domain wall motion

Considering the composition of MAPbI 3 , the most likely candidate for this fast ion migration is protons, which might come from the dissociation of the ammonium group of the MA + ions (CH 3 NH 3 + → CH 3 NH 2 + H + ) or residual water content from processing.

For the possibility of dipole domain alignment, when no external field is applied, the domains order themselves based on the thermal entropy at the given temperature, and are present in a more or less random state. The applied field deviates the system from thermal equilibrium and aligns the domain in its direction. The dynamics of the domains is determined by the domain wall motion, which, according to the Kolmogorov-Avrami-Ishibashi (KAI) model, 12 has time scales that depend on the applied voltage and film thickness. In ferroelectric perovskite oxides, the relaxation time of the domain switching is typically 10 -4 seconds (for film thickness ~100 nm and an applied voltage ~1 V). 13,14 In HOIPs, such an relaxation has been proposed to explain the hysteresis effect, and the estimated relaxation time over a 200-nm-thick MAPbI 3 film with applied voltage ~1 V is 10 -4 -10 -3 seconds, 7 which lies in the same time scale as the intermediate relaxation.

The third and final possibility is the general trap state filling. In this case, the bulk and interface traps near the Fermi level contribute to the dielectric response by the filling of electrons or holes during the application of an AC voltage. 15,16 The trap states can be either on the interfaces, or in the bulk of the material. 17 This model has been used to determine the trap state distribution of MAPbI 3 . 3 † Note that in this context, the trap states are specifically electronic traps, i. e., from electronic defects.

Identifying the mechanism: kinetic isotope effects

To distinguish between the three possibilities, measurement of isotope effects would be helpful. Kinetic isotope effects (KIEs) measure the change of reaction/transition rate when part of the chemical composition is replaced with its isotope, a technique having long been used in chemistry to identify reaction pathways. When the isotope is directly involved in the † In this study, Duan et al. 3 determined the trap state distribution from a relaxation peak around 10 5 Hz at room temperature and the activation energy of this trap states was found to be around 200 meV. The difference suggests that the phenomenon they observed is different from the intermediate relaxation.

reaction/transition, it is termed a primary isotope effect, while secondary isotope effect designates the case when the isotope exchange affects the process indirectly. Generally speaking, primary isotope effects have a bigger influence on the rate constants than secondary isotope effects.

To understand how isotopes influence reaction rates, the concept of the transition state theory is useful. The principle of KIE according to transition state theory is shown in Fig. 567, where the process is pictured as going from an initial state, through a maximum energy saddle point transition state, to a final state. The simplest treatment of KIEs is that the difference in mass between the two isotopes of the same element results in a difference in the zero point energy of the initial state. This then modifies the activation energy, i. e., the energy required for the reaction to occur. Provided that the potential energy well and the saddle point energy are independent of the isotopic composition, the zero point motion of the heavy isotope would be of smaller amplitude, as suggested by a simple harmonic oscillator model. This means that the heavy isotope lies deeper in the initial state, and therefore would have a higher activation energy and lower reaction rate. The tendency of lower rates for the heavy isotope is called the normal isotope effect.

Fig. 5-7 Illustration of normal kinetic isotope effect according to transition state theory

On the other hand, "inverse" isotope effects, where the rates are higher for the heavy isotope, have also been observed. They can be explained by the fact that in these cases the saddle point energy is lower for the heavy isotope, as illustrated in Fig. 5-8 (a). When the curvature in coordinates other than the reaction coordinates dominate the zero point motion, the saddle
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Heavy point energy would depend on the atomic mass. If the curvature at the saddle point is higher than that of the initial state, the activation energy of the heavy isotope is actually lower compared to the lighter isotope (Fig. 5-8 (b)). This concept has been used to explain the inverse isotope effect observed in the ionic hydrogen bond formed in H 2 O H + OH 2 . 18 For more complex systems, other mechanisms would also set in to affect the outcome of KIE.

Some of these mechanisms and their resulting effect on the KIE are listed in Table 5-1.

Therefore, to interpret the outcome of a KIE on a process, some idea of the nature of the process must be known beforehand. The temperature dependence of the characteristic frequencies is shown in Fig. 5-10. In the deuterated films, the characteristic frequencies also follow Arrhenius behavior in both the tetragonal and the orthorhombic phase. The pre-exponential factors and activation energies of The two opposing effects are shown clearly in the plot of the activation energies (E a ) (Fig.

5 -11). The deuteration of ammonium group (red arrows) decreases E a (inverse isotope effect), while the deuteration of methyl group (green arrows) increases E a (normal isotope effect). The same effects were observed in both the tetragonal and the orthorhombic crystalline phases. According to the previous discussion, this would indicate that the proton migration is coupled with the MA + ion rotation. One framework describing this coupling is the small polaron theory, which will be discussed in more detail in the next section. Here we note that due to this coupling, the inverse isotope effect of proton migration is actually higher than the values in Fig. 5-11, as the manifested inverse effect has already been slowed down by the slower MA + ion rotation. The effect of proton migration has been a gap in the study in HOIPs. For inorganic perovskite oxides, the effect of proton migration has been studied since 1981 by placing perovskite oxides in hydrogen-containing, 21,22,23 or a humid atmosphere. 24,25 Supported by simulation results, 26,27 the general agreement of the microscopic mechanism in the literature is that the protons hop between neighboring oxygen atoms while forming transitional hydrogen bonds, a process involving the reorientation of the OH dipoles. 28 In HOIPs, the migration of protons has been considered theoretically by Egger et al. 29 using minimum energy path calculation.

Behavior of protons in MAPbI 3

However, the direct observation of the migration is challenging, 30 possibly due to the instability of HOIPs under water or hydrogen containing atmosphere.

Insight into the proton migration behavior in HOIP can be obtained based the assignment of the intermediate relaxation to proton migration in the last section. With this premise, we attempt to answer some basic questions concerning the protons in MAPbI 3 , specifically, their conduction properties, source and density, spatial distribution.

Conduction mechanism

The simulation studies by Egger et al. 29 suggested that protons might migrate in MAPbI 3 by forming transient hydrogen bonds with iodides, with a barrier to be as low as 0.17 eV. The authors also consented that if nuclear quantum effects such as tunneling are taken into consideration, protons may transfer even more quickly. Indeed, the quantum effect on proton conduction is a usual occurrence in the case of perovskite oxides, 31,32 or metals. 19,33 The possibility of Bourgoin-Corbett mechanism has also been conjectured, where the diffusion of protons is enhanced during illumination by capturing photogenerated electrons.

The presence of quantum tunneling effect can be inferred by examining the results of the experiments in section 5.1 and 5.2. In the discussion in section 5.2, we pointed out that the migration of protons is coupled to the MA + ion rotation. In the light of ref. 29, it is reasonable to picture this coupling as protons jumping between MA + ions and nearest iodides by forming transient hydrogen bonds. This hypothesis is consistent with the observation that the proton transition in the orthorhombic phase is faster than in the tetragonal phase (see Fig. 5-5). As the orientation of MA + ions is more or less random in the tetragonal phase (Fig. 5-12 (a)), but points toward the center of the parent cells in the orthorhombic phase (Fig. 5-12 (b)), 34 the average distance between the ammonium groups and iodide is smaller in the lower temperature phase, causing the observed trend in transition rates. Proton movement is barely thermally activated, as the activation energies of the proton migration process and MA + ion rotation are quite similar (see section 5.1). Thus tunneling is likely to be the mechanism responsible for the H + motion. Tunneling is expected to be strongly dependent on distance and orientation and therefore sensitive to the rotation of the MA + ions.

The process of tunneling coupled with lattice motion is known as the small polaron theory for diffusion process, which has been developed to explain the diffusion of defects in metals. ‡19,35 According to this theory, the moving species distorts the surrounding lattice, causing its energy to be lower than that of the neighboring states, and the transit happens by tunneling when thermal fluctuation of the lattice makes the energies align. The whole process can be pictured in successive steps (Fig. 5678910111213): Initially, the migrating species is trapped in a potential well deeper than the neighbor site because it causes the distortion of the lattice (polaron formation, Fig. 5-13 (a)). Then, due to the thermal fluctuation of the lattices, at certain point the energy difference is eliminated (Fig. 5-13 (b)), which allows tunneling ‡ The polarons here are similar to electron/hole polarons discussed in Chapter 4, but different moving species, such as protons or hydrogen atoms, are considered. Another merit of the small polaron theory is that it is consistent with the observed inverse isotope effect. For heavy isotopes, its smaller zero point energy results in smaller zero point motion, which, in the small polaron theory, would reduce the effect of lattice distortion. 36 The less distorted lattice means increased transition rates, hence the inverse isotope effect.

The microscopic jump frequency between neighboring sites is related to the macroscopic diffusivity by the Einstein-Smoluchowski relation: 37

! = 1 6 ! ! ! , Eq. 5-1
where D is the diffusivity, L is the distance between neighboring sites, and ν is the jump In the previous chapter, the diffusivity has been derived by equivalent circuit fitting with Warburg elements. For the intermediate relaxation, the fitting procedure is impractical as the peak is embedded in the electronic resistor-capacitor response. In this case, an estimate can still be made by relating relaxation time τ 0 to D according to: 38,39,40 

! = ! ! ! ! ! , Eq. 5-2
where t D is the thickness of the diffusion layer.

At room temperature, τ 0 = 1/2πf 0 ~ 1/2π(10 4 Hz) = 1.6 × 10 -5 s. Assuming that the diffusion layer thickness is of the same order of magnitude of the film thickness, it follows that the proton diffusivity is D ~ 10 -5 cm 2 /s. The value is 4-7 orders of magnitude higher than the diffusivity of I -or MA + in MAPbI 3 , 11,41 but comparable to that of protons of a typical proton conductor. 42,43 To estimate the jump frequency from the diffusivity and Eq. 5-1, the jumping distance is assigned to be of the order of 10 Å, following the calculation in ref. 29. Therefore, the jump frequency of protons in MAPbI 3 between neighboring sites is found to be ~10 10 Hz, comparable to the proton tunneling rate in perovskite oxides. 44 The fast migration of protons in HOIPs indicates that the protons can easily move to interfaces, where they might interact with the electrodes and/or environmental molecules, causing the degradation of the devices. Water induced deprotonation, as discussed earlier, would also be facilitated by the fast proton migration. 45 So far, the discussions of proton conduction mechanism are limited to the interaction with the lattice. The possible effect of conduction band electrons is also of interest as they are abundant when HOIPs are under illumination, which is the operating state of solar cells. The effect of illumination on the intermediate relaxation is shown in Fig. 5-14. The relaxation frequency increased with illumination intensity, while the opposite trend was present for the peak height. ). The illumination intensity was ca. 25 mW/cm 2 .

Sources and location of protons

The proton conduction defects in MAPbI 3 might come from intrinsic or extrinsic sources, the former being caused by the dissociation of the ammonium groups in MA + ions, and the later from the environment. The observation of KIE indicates that the intrinsic source is more likely. Therefore, from the KIE experiments we can deduce that MA + ions dissociate in MAPbI 3 . On the other hand, the extrinsic proton sources, such water-assisted deprotonation, as proposed by Forst et al., 46 might still have an effect on proton migration. As this might be one of the mechanisms responsible for the degradation HOIP solar cells, further studies are necessary to clarify how the residual water affects the proton migration in HOIPs.

The amount of moving protons can be estimated from the nonlinear capacitance response with increasing bias voltage. For an ideal capacitor, the capacitance is independent of the applied dc voltage or the amplitude of the ac voltage. However, the amount of charges in a given system is limited, and when they are used up under high voltage, the capacitor becomes nonlinear. The number of charges can then be estimated from the decreased capacitance under a DC bias.

The intermediate relaxation peaks under applied bias from 0 V to 0.7 V are shown in Fig. From the above value, the surface proton density can be estimated to be at the order of 10 12 cm -2 . On the other hand, the surface density of MA + ions is at the order of 10 13 cm -2 .

Considering the inaccuracy of the proton density estimate, the 2 values are not far from each other. This leads us to suspect that the protons are accumulated near interfaces. Indeed, the general theory of ion/electrode interfaces suggests that ions are likely to accumulated near interfaces, 47 forming Helmholtz double layer and diffusion layer. This formation has been observed for the slow moving ions in MAPbI 3 /Au interfaces. 48 To confirm the hypothesis, the intermediate relaxation 
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where ε' is the real part of the permittivity, ε 0 is vacuum permittivity, A is the device area, and t is the thickness. With a fitted constant of 1790 nF nm and A = 4 mm 2 , the relative permittivity ε' is calculated to be 50.9, in good agreement with the intrinsic permittivity of MAPbI 3 , measured in section 4.1, and reported in the literature. 49 The capacitance contribution of the intermediate relaxation (Fig. 5-18 (b)) is almost independent of the thickness, as linear fitting shows a slope of 0.01 nF/nm and an intercept of 11 nF. This supports the idea of interface ion accumulation, whose effect is in parallel to the intrinsic response of the material (Fig. 5678910111213141516171819). It is likely that the accumulated protons in MAPbI 3 exchange with the protons of the PEDOT:PSS layer, as PEDOT:PSS has been known to be ion conductor, 50 and the protons from the dissociation of the PSS acid were shown to diffuse into top layers. 51 In our frame The resulting PEDOT:dPSS solution was then spin-coated onto ITO substrates for MAPbI 3 film preparation at 4000 rpm for 60 seconds. 

Conclusion

In this chapter, a demonstration and analysis of proton migration in MAPbI 3 was made. We argued that proton migration is responsible for the intermediate relaxation process in an ITO/PEDOT:PSS/MAPbI 3 /Au device in agreement with kinetic isotope effect measurement.

Following this assertion, the nature of the protons in MAPbI 3 was discussed. Specifically, the conduction mechanism was found to be consistent with the small polaron theory and the Bourgoin-Corbett mechanism. Other general properties of protons in MAPbI 3 were also deduced (Fig. 

Perspectives

Further pursuing of the methods outlined in this thesis should be fruitful in the seemingly inexhaustible research field of hybrid organic-inorganic perovskites. One of the most desirable future directions would be to delve into a functional solar cell device. Specifically, the methods in chapter 3 and 4 provide a starting point for the study of the properties of the HOIP/oxide interface, which has been suggested to be related to the stability of HOIP solar cells. 1 Also, state-of-the-art HOIP solar cells in terms of efficiency are generally made by mixing formamidinium (FA) ions into methylammonium based HOIPs. 2,3 The effect of the mixing ions is likely to be elucidated by the dielectric studies similar to that in chapter 4 and 5, as the MA + and FA + present significant differences in rotations and proton dissociation.

It might also be interesting to use the characterization methods outlined in chapter 4 to study the effect of processing conditions. For example, the annealing temperature and duration have been shown to affect the grain sizes of MAPbI 3 and hence the device performances. 4 It is therefore worthwhile to investigate the origin of this effect with the procedures outlined in this thesis, e. g., how the grain size affects ion migration and dipole orientation. Another instance would be to apply a magnetic field during the annealing process, which has been shown to affect crystal growth from solutions in other materials. 5,6 If the magnetic field also affects the crystal growth of HOIPs, this provides an opportunity to examine its effect on device performance and various processes. These studies are worthwhile in providing an opportunity to better understand the operation principles of HOIP devices. 

Solvent engineering with orthogonal solvent washing

The source of PbI 2 , MAI, and GBL are the same as before. Dimethyl sulfoxide (DMSO) was purchased from Sigma-Aldrich (>99.9%). A 0.8 M PbI 2 and an MAI solution were prepared in a 7:3 volume ratio of GBL and DMSO, and stirred overnight at 50 o C before use. After cooling to room temperature, the solution was filtered through a PVDF 0.45 µm filter and then spin-coated onto ITO/PEDOT:PSS substrates at various speeds for 45 seconds. During the spin-coating, 20 µL of toluene (VWR international, >99.5%) was dropped on the substrate using a mirco pipette. The film was then annealed at 100 o C for 10 minutes.

Effort was put into optimizing the dropping timing at various spinning speed, as shown in Fig. 7-5. The optimal film morphology is shown in Fig. 7-6 with various spinning speeds, which shows that smooth and compact film of MAPBI 3 perovskite is achieved using this method. rates of 0.1 Å/s and 0.5 Å/s, respectively. The active area, as defined by the opening of the metal deposition mask, was 8.6 mm 2 . Fig. 7-9 Chemical structure of spiro-OMeTAD

Inverted solar cell preparation process

The ITO/PEDOT:PSS substrates were prepared according to the previously described procedure, after which MAPbI 3 perovskite was deposited onto the substrates by the method discussed in section 2.2.2. A 50-nm-thick phenyl-C61-butyric acid methyl ester (PC 61 BM, Solvay) layer was then deposited on the MAPbI 3 perovskite layer by spin-coating (2500 rpm, 1 minute) from a 20 mg/ml solution in chlorobenzene (Sigma Aldrich, 99.8%), which had been stirred overnight at 50 o C. The device was then completed by thermally evaporating the top electrode (30 nm of calcium / 70 nm of aluminum) under a vacuum of ~10 -6 mBar. The device area (8.6 mm 2 ) was defined by the opening of the metal deposition mask.

Characterization details 7.2.1 Atomic force microscopy

The AFM topography images shown in Chapter 1 were measured with a Veeco diInnova instrument in tapping mode. A heavily doped Si tip with a radius ~20 nm (RTESPA, Bruker, resonance frequency ~300 kHz) was used to probe the surface, and then the data were plotted and analyzed with the NanoScope Analysis software (Bruker). The surface roughness is estimated by the root-mean-square of the surface heights, RMS, according to:
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, Eq. 7-1 Therefore, the distance d between the lattice planes can be calculated according to:
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where a and c are the lattice constants, and the set of integers (h k l) is the Miller index of the crystal planes. 7 The XRD patterns shown in section 2.2 were measured with a Philips PW 1730 diffractometer using Cu Kα radiation (wavelength 0.1542 nm).

Photoelectron spectroscopy

The X-ray photoelectron spectroscopy (XPS) and ultra-violet photoelectron spectroscopy (UPS) were performed at the HEISY-ORG (Heidelberg integrated system for organic materials) facilities. A monochromatized Al Kα (photon energy = 1486.6 eV) was used as the excitation source in XPS. In UPS, a gas discharge lamp operated with helium to achieve HeI emission (energy 21.22 eV) was the excitation source. A small bias was applied to the sample when recording the secondary electron cutoff. A Phi VersaProbe II spectrometer was used as the photoelectron energy analyzer, with Gaussian broadening of 0.35 eV and 0.13 eV for XPS and UPS, respectively. In each case, photoconversion efficiency over 12 % was obtained, while some differences with the standard cell were nonetheless present. The point here is that in all deuterated samples, films with high enough quality for acceptable solar cell operation were obtained. 

Electroluminescence measurement

Fig. 1 -

 1 Fig. 1-1 NERL solar cell efficiency chart. The increase rate of HOIP solar cell efficiency is remarkable compared to other materials and technologies. Figure adapted from ref 1.
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 13 Fig. 1-3 Examples of polycrystalline HOIP thin film preparation: (a), (b) Thermal evaporation. (c), (d) Solution process. Figures adapted with permission form refs 9, 11, 13, and 14, respectively. Copyright 2013, 2014,2015 Nature Publishing Group, 2015 The Royal Chemical Society.
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 14 Fig. 1-4 Evolution of HOIP solar cell device architecture. From (a) extremely thin absorber (ETA) cells, (b) mesoscopic structure, to (c) planar heterojunction. The planar heterojunction can be further divided into direct (bottom electron transport layer), and inverted (top electron transport layer) structure. Both mesoscopic structure and planar heterojunction HOIP solar cells have been shown to exhibit high photo conversion efficiencies.

Fig. 1 - 5

 15 Fig. 1-5 Charge separation in different kinds of solar cells. (a) Organic bulk heterojunction solar cells. (b) Silicon p-n junction. (c) HOIP solar cell. In (a), electron-hole pairs from excitons, the separation of which is achieved by charge selective contacts. In (b), the electron-hole pairs are considered as free carriers and drift to cathodes and anodes. The charge separation mechanism for (c) is still under debate.
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 222324 Fig. 2-2 Schematic representation of the different stages of the constitution of MAPbI 3 perovskite formed from solution: (a) The solution state, (b) incorporation of organic ions in the inorganic crystal framework, (c) crystal formation.
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 2252627 Fig. 2-5, a 100-nm-thick PbI 2 film spin-coated on an ITO/PEDOT:PSS substrate from a dimethylformamide solution (0.8 M) showed a smooth surface.

Fig. 2 - 8

 28 Fig. 2-8 Illustration of the stacking layer method for MAPbI 3 thin film preparation.

Fig. 2 - 9

 29 Fig. 2-9 Characterization of the film prepared by the stacking layer method. (a) absorption spectra, (inset: optical microscopy image), (b) AFM topography, (c) 3D AFM topography processed from (b)

- 10 . 8 Fig. 2 -

 1082 scheme can be seen in Fig.2-10.

2- 11 .

 11 For comparison, the right of Fig.2-11(b) shows the coarser film when the drop was applied out of the optimal time window for smooth film formation, which is typically around 2 seconds. Details of the preparation and more experiments on this method can be found in Appendix 7.1.7.
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 222 Fig. 2-11 (a) The spinning speed profile of the spin-coating procedure in the solvent engineering method. (b) the resulting film with the drop in (left) and out (right) of the optimal time zone.

  and the MAPbI 3 perovskites exhibit a tetragonal crystal structure with 3 perpendicular symmetry axes and lattice constants a = b ≠ c at room temperature.

Fig. 2 - 1 *

 21 Fig. 2-15 Illustration of MAPbI 3 formation from lead acetate

Fig. 2 -

 2 Fig. 2-16 Characterization of the film prepared with lead acetate as precursor. (a) absorption spectra, (inset: optical microscopy image), (b) AFM topography, (c) 3D AFM topography processed from (b).

Fig. 2 -

 2 Fig. 2-17 XRD spectra of the film prepared with lead acetate as precursor

Fig. 2 -

 2 Fig. 2-18 Performance of inverted MAPbI 3 solar cells preparing from PbAc 2 . (a) Device architecture. (b) Energy levels. (c) Current-voltage characteristics under dark and light (AM 1.5G) conditions. Black lines indicate forward scanning, and red lines indicate backward scanning. In both cases, the voltage sweeping rate was ~0.2 V/s. (d) incident photon-to-electron conversion efficiency (IPCE) spectrum. The energy levels of MAPbI 3 are obtained from ultraviolet photoelectron spectroscopy measurement (see chapter 3). The LUMO and HOMO of PC 61 BM are from ref. 52.

Fig. 2 -

 2 Fig. 2-19 The statistics of the regular solar cell device efficiency (left) and the current-voltage characteristics of the best performing device (right).

Fig. 3 -

 3 Fig. 3-1 (a) Simplified band structure of a general crystalline material in the reciprocal space and (b) calculated MAPbI 3 perovskite band structure. (b) Adapted with permission from ref 1. Copyright 2014 Nature Publishing Group.

Fig. 3 -

 3 Fig.3-4(a).† The peaks from the elements (carbon, nitrogen, iodine, and lead) are readily observed. From the peak heights, the stoichiometry can be roughly estimated to be C : N : Pb : I ~ 1 : 0.3 : 1 : 2.5. Considering the 30% error range of this data analysis intrinsic to XPS measurements, the lead and iodide ratio are consistent with the chemical formula (CH 3 NH 3 PbI 3 ), while the deviation of the nitrogen ration might be from enviromental contanmination and/or X-ray induced surface damages.
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 3 Photon source

Fig. 3 - 5 FigFig. 3 - 6

 3536 Fig. 3-5 Electroluminescence of an ITO/PEDOT:PSS/MAPbI 3 /PC 61 BM /Ca/Al device. (a) Current-voltage-luminance characteristic, and (b) electroluminescence spectra. The details of the measurement can be found in Appendix 7.2.5.
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 37 Fig. 3-7 Schematics of time-of-flight (TOF) measurement
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 38 Fig. 3-8 Time-of-flight photocurrent of an ITO/PEDOT:PSS/MAPbI 3 (300 nm)/Au device at room temperature with applied voltage from 1 V to 5 V.

Fig. 3 - 9

 39 Fig. 3-9 Time-of-flight photocurrent of an ITO/PEDOT:PSS/MAPbI 3 (300 nm)/Au device at 180 K (left) and 80 K (right) with applied voltage from 1 V to 5 V.

Fig. 3 -

 3 Fig. 3-10 Normalized photocurrent (left) and voltage dependence of the transit time (t T ) (right) of the time-of flight measurement of an ITO/PEDOT:PSS/MAPbI 3 (300 nm)/Au device at 80 K. The error bars were estimated from the standard deviations of the fitted lines.

Fig. 3 -

 3 Fig. 3-11 Temperature dependence of the normalized photocurrent (left) and the hole mobility (right) from the time-of-flight measurements of an ITO/PEDOT:PSS/MAPbI 3 (300 nm)/Au device from 80 to 280 K. The error bars were estimated from the standard deviations of the fitted lines.

Fig. 3 -

 3 Fig. 3-12 VRH model fitting of the mobility temperature dependence

  Fig. 3-13 Experimental setup for low temperature J-V-L measurement: Cryostat (upper left), helium compressor (upper right) and sampling rod (down).

Fig. 3 -

 3 Fig. 3-14 Repeated current-voltage measurement of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device. Left: at room temperature, right: at 10 K.

Fig. 3 -

 3 Fig. 3-15 (a) Current-voltage-luminance characteristics of an ITO/PEDOT:PSS /MAPbI 3 (200 nm)/Au device measured at 10 K. (b) Illustration of the current and injection process in this sample.
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 163 Fig. 3-16 Temperature dependence of J-V-L characteristics of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device. (a) Current density and (b) EL intensity as a function of applied voltage from 10 K to 100 K.

Fig. 3 -

 3 Fig. 3-17 Fowler-Nordheim plot of the EL intensity of an ITO/PEDOT:PSS /MAPbI 3 (200 nm)/Au device at 10 K.

Fig. 3 -

 3 Fig. 3-18 Possible origins of the enhanced electron injection: (a) Interface dipole, (b) band-bending.

Fig. 3 -

 3 Fig. 3-19 Thickness-dependent current-voltage-luminance characteristics of an ITO/PEDOT:PSS/MAPbI 3 /Au device measured at 10 K. Three thicknesses of the MAPbI 3 layer (200, 300, 450 nm) were measured.

Fig. 3 -

 3 Fig. 3-20 Mott-Schottky plot of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device at 15 K (recorded at frequency 10 kHz).

- 21 .

 21 Fig. 3-21 Numerical simulation of the normalized emission rate (dots: experimental, lines: simulated). Fowler-Nordheim tunneling (a) trough an ideal triangular barrier and (b) with the effects of bulk and surface traps.

Fig. 3 -

 3 Fig. 3-22 Comparison of simulation models. (a) Full model including volume and interface traps. (b) Model with volume trap only. Models are the solid lines, experimental data filled circles. Dotted lines represent the pure SCLC model with no traps. Three thickness of the active layer (200, 300, and 450 nm) are presented.

  of solar cell has been investigated by means of physical (XPS, UPS, X-ray diffraction) and electrical (J-V-L, EL, TOF) experiments at low temperature and simulations. Combining the results from these studies, the presence of strong band bending at the Au/MAPbI 3 interface at temperatures as low as 10 K was found. As this band bending cannot be the consequence of residual doping or ion accumulation, it is attributed to an excess of hole acceptor traps localized at this interface. Further comparison between SCLC simulations including both volume and interface traps have confirmed this assumption, allowing us to extract both hole mobility ∼ 10 -4 cm 2 /Vs (in agreement with the TOF experiments), volume shallow trap density ∼ 10 16 cm -3 and interface traps (in concentration up to 5.5 × 10 19 cm -3 ). These results provide essential information regarding the role of volume and interface defects in MAPbI 3 /Au interfaces. The occurrence of trapping has to be taken into account for the conception and simulation of perovskite based devices.

  analysis Frequency response analysis (IS)
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 4241 Fig. 4-2 Principle of IS measurement

Fig. 4 - 3

 43 Fig. 4-3 Flow diagram for the measurement and characterization of a materialelectrode system. Figure adapted with permission from ref 2. Copyright 2005 John Wiley & Sons, Inc.
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 44 Fig. 4-4 Screening of electron-hole pair in dielectrics

Fig. 4 - 5

 45 Fig. 4-5 Frequency dependent admittance of (a) ITO/Al 2 O 3 (45 nm)/MAPbI 3 (280 nm)/Al 2 O 3 (45 nm)/Al and (b) ITO/Al 2 O 3 (90 nm)/Al devices. The capacitance C is calculated from the admittance Y in Eq. 4-2 and plotted in (b) and (d).

4 - 3 whereFig. 4 -

 434 Fig. 4-6 (a) Equivalent circuit of an ITO/Al 2 O 3 (45 nm)/MAPbI 3 (280 nm)/ Al 2 O 3 (45 nm)/Al device. Frequency dependence of (b) capacitance and (c) MAPbI 3 relative permittivity.

Fig. 4 - 7

 47 Fig. 4-7 Temperature dependent relative permittitivity of solution-processed MAPbI 3 thin film with thickness of 280 nm. The blue dotted line is a guide to the eye.

Fig. 4 - 8

 48 Fig. 4-8 Fitting of the MAPbI 3 pemittivity to Kirkwood-Fröhlich-Onsager equation in the tetragonal phase. Best-fit values of ε' ∞ = 32.4, T C = 34.4 K are used.

Fig. 4 - 9

 49 Fig. 4-9 Dipole arrangement in MAPbI 3 perovskite. (a) The difference in electron affinity between the carbon and positively charged nitrogen atoms causes a dipole moment µ orientated along the C-N axis of the MA + ion. (b) Anti-parallel arrangememnt of the MA + ions in MAPbI 3 deduced from the temperature dependece of the permittivity.

  in different ways. With temperature dependent measurement and equivalent circuit fitting, it can be shown that the low frequency component of the capacitance spectra is closely related to the ion migration within the HOIP layer. From the fitting model, the ion diffusivity and activation energy can be obtained and compared to theoretical simulations found in the literature.The complex permittivity (ε = ε' -jε") and conductivity (σ = ε"ε 0 ω) of a 250-nm-thick MAPbI 3 film sandwiched between PEDOT:PSS and gold electrodes are shown in Fig.4-10.The drop in ε' at around 1 MHz is caused by the series resistance of the contact layers and the connection cables. At around 100 kHz, ε' is around the value of the intrinsic permittivity as measured in the last section. The real and imaginary parts of the permittivity further increase with decreasing frequency over several orders of magnitude.At low frequencies, the imaginary part is larger than the real part, meaning that the sample should not be considered as a capacitor and that the conduction effect must be taken into account. The slope is close to 1, corresponding to a constant AC electrical conductivity σ ~ 10 -5 S/m (Fig.4-10 (b)).

Fig. 4 -

 4 Fig. 4-10 Frequency dependent complex permittivity (a) and conductivity (b) of an ITO/PEDOT:PSS/MAPbI 3 (250 nm)/Au device at room temperature.

Fig. 4 -

 4 Fig. 4-11 Temperature dependent dielectric measurement of a nPEDOT:PSS /MAPbI 3 (250 nm)/Au device. (a) Real part of the permittivity ε'. (b) Imaginary part of the permittivity ε". (c) Conductivity (σ = ε"ε 0 ω). (d) Conductivity at 0.1 Hz versus temperature.
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 46564 Fig. 4-12 Representation of the ion diffusion process in HOIP by a Warburg element. (a) Illustration of the ion diffusion in a HOIP layer. (b) Oscillating ion concentration profile during IS measurement (inset: the electrical symbol of the Warburg element).

  modeled by a resistance R carrier , while the intrinsic capacitive effect is modeled by a capacitor C bulk . The low frequency component is introduced by a Randle circuit with a Warburg element (C dl /(R ct + W d )). With an additional series resistance R s and trace resistance R tr , the total equivalent circuit is shown in Fig.4-13. This model has been shown

  3, the comparison between the calculated and measured impedance are shown in the Bode and Cole-Cole presentation (Fig. 4-14 (a), (b), respectively). The closeness of the model and experimental data and the physically reasonable fitted parameter concur to support the applicability of the model.

Fig. 4 -

 4 Fig. 4-14 Comparison of measured (dots) and calculated (lines) impedance spectra. (a) Bode presentation (abs(Z) and phase versus frequency). (b) Cole-Cole presentation (-Z" versus Z'). The fitted parameters are given in Table 4-3.

Fig. 4 -

 4 Fig. 4-15 Temperature dependence of ion diffusion constant measured by IS. (a) Fitted diffusivity versus temperature in linear scale. (b) Arrhenius plot and activation energy.

  Fig. 4-16 Illumiation dependent dielectric measurement of an ITO/PEDOT:PSS/MAPbI 3 (250 nm)/Au sample. (a) Experimental setup. (b) Real part of the permittivity ε'. (c) Imaginary part of the permittivity ε". (d) Conductivity (σ = ε"ε 0 ω). (e) Conductivity at 0.1 Hz versus illumination intensity. The dashed line is a guide to the eye.

Fig. 4 -

 4 Fig. 4-17 Negative capacitance effect under 100 mW/cm 2 illumination. (a) Real part of the permittivity (inset: zoom in around 100 Hz, showing negative effective dielectric constant). (b) Cole-Cole presentation of the whole frequency range (100 kHz to 0.1 Hz). (c) Zoom in on the Cole-Cole presentation near the intercept. The inductive loop is clearly observed.
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 444 Fig. 4-18 Illustration of HOIP lattice softening under illumination. Adapted with permission from ref 64. Copyright 2016 American Chemical Society.
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 51 Fig. 5-1 Observation of intermediate relaxation in an ITO/PEDOT:PSS/MAPbI 3 /Au

Fig. 5 - 2

 52 Fig. 5-2 Temperature dependence of the intermediate relaxation from 300 K to 350 K. (a) Real part of permittivity versus frequency (1-100 kHz). (b) Normalized derivative of the permittivity versus frequency to determine the relaxation peak position and height. (c) Peak position and height versus temperature. (d) Arrhenius plot of the relaxation frequency and the fitting of activation energies in the cubic and tetragonal phase.

3 .

 3 The result of the dielectric measurements from 270 K to 90 K are shown in Fig.5-3. Over this temperature and frequency region, the interference from the low frequency ion migration is minimal, allowing clear view on the intermediate relaxation. The effect of tetragonal-to-orthorhombic phase transition occurring at 162 K for MAPbI 3 can also be

  Fig. 5-3 Temperature dependent dielectric measurement of an ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Au device from 270 K to 90K. (a) real and (b) imaginary part of the permittivity.

Fig. 5 -

 5 Fig. 5-4 (a) Determination of relaxation frequency by the edge of the relaxation plateau. (b) Second derivative of the permittivity. The relaxation frequency corresponds to the lowest point, as indicated by the blue arrow.

Fig. 5 - 5

 55 Fig. 5-5 Temperature dependence of the frequency of intermediate relaxation determined by the tangential line method.

Fig. 5 - 6

 56 Fig. 5-6 Possible mechanisms responsible for the intermediate relaxation. (a) Ion migration, where vacancies or interstitial defects would facilitate the migration. (b) Dipole domain alignment, where the domains aligns with external electrical field successively (domain wall motion). (c) Trap filling. The traps are considered as electronic in this case. Both interface and bulk traps might present. Figure (c) adapted with permission from ref. 3. Copyright 2014 Royal Society of Chemistry.
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 58 Fig. 5-8 Illustration of inverse isotope effect caused by the curvature at the saddle point. (a) Energy profile including coordinates other than the reaction coordinate. (b) Transition state diagram taking into account the energy profile. The higher curvature at the saddle point compared to the initial state would result in an inverse isotope effect.
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 59 Fig. 5-9 Dielectric measurement of the intermediate relaxation process of deuterated MAPbI 3 . (a) sample with deuterated ammonium group (ITO/PEDOT:PSS/CH 3 ND 3 PbI 3 (200 nm)/Au). (b) sample with deuterated methyl group (ITO/PEDOT:PSS/CD 3 NH 3 PbI 3 (200 nm)/Au). (c) deuteration of both functional groups (ITO/PEDOT:PSS/CD 3 ND 3 PbI 3 (200 nm)/Au).

Fig. 5 -

 5 Fig. 5-10 Comparison of the Arrhenius plots of the relaxation frequencies of deuterated/non-deuterated MAPbI 3 .

Fig. 5 -

 5 Fig. 5-11 Effect of deuteration on the activation energies. (a) In the tetragonal phase. (b) In the orthorhombic phase. The red arrows indicate the effect of ammonium group deuteration, the green arrows methyl group deuteration.

Fig. 5 -

 5 Fig. 5-12 Orientation of MA + ions in MAPbI 3 crystals. (a) In the tetragonal phase. (b) In the orthorhombic phase. Yellow spheres represent Pb 2+ , and purple spheres represent I -. Figures adapted with permission from ref. 34. Copyright 2015 Royal Society of Chemistry.

Fig. 5 -

 5 Fig. 5-13 Illustration of the small polaron theory for defect diffusion. (a) Initial state, where the migrating species is trapped in a low potential well due to the distortion of surrounding lattice. (b) Thermal fluctuation of the lattice, bringing the energy levels to align. (c) Tunneling of the moving species through the barrier to the equal energy neighboring state. (d) Potential profile right after tunneling. (e) Relaxation of the lattice into another low potential well. Figure adapted with permission from ref. 35. Copyright 1984 Elsevier.
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 5515 Fig. 5-14 Effect of illumination on the intermediate relaxation. (a) Relaxation peak from dark condition to an 80 mW/cm 2 illumination. (b) Dependence of the peak height and relaxation frequency on illumination intensity. Data from section 4.2 (Fig. 4-16).
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 165 Fig. 5-16 Estimation of proton density from nonlinear capacitor behavior. (a) The intermediate relaxation peak under applied bias from 0 V to 0.7 V. (b) Peak height versus applied voltage. The maximum voltage obtained by linear extrapolating is 0.8 V, with capacitance of 1.8 nF/mm 2 .
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 5 Fig. 5-17 (a) Capacitance spectra and (b) normalized derivative of capacitance of ITO/PEDOT:PSS/MAPbI 3 /Au with active layer thickness from 300 nm to 185 nm.

Fig. 5 -

 5 Fig. 5-18 Thickness dependence of the capacitance (a) at 10 5 Hz, and (b) difference between 300 Hz and 10 5 Hz, representing the contribution of the middle-frequency relaxation process.
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 555 Fig. 5-19 The two components of the ITO/PEDOT:PSS/MAPbI 3 /Au capacitor

Fig. 5 -

 5 Fig. 5-22 (a) Capacitance spectra and (b) normalized derivative of ITO/Al 2 O 3 (45 nm) /MAPbI 3 (280 nm)/Au (black) ITO/PEDOT:PSS/MAPbI 3 (200 nm)/Al 2 O 3 (45 nm)/Al (blue), and ITO/Al 2 O 3 /PEDOT:PSS/MAPbI 3 (200 nm)/Al 2 O 3 (45 nm)/Al (red) devices.

  work, it is possible to confirm this exchange by observing the intermediate relaxation on the deuterated PEDOT:PSS (PEDOT:dPSS). If the exchange occurs, similar inverse isotope effects should be observed as in the case of the ammonium group deuteration. The dielectric measurements on deuterated PEDOT:PSS (PEDOT:dPSS) bottom electrode with CH 3 NH 3 PbI 3 and CH 3 ND 3 PbI 3 top layers are shown in Fig. 5-23. PEDOT:dPSS was obtained in similar way of the deuteration of the ammonium group: PEDOT:PSS (Heraeus, Clevios-PH) was dissolved in an excessive amount of D 2 O and then dried at 60 o C (3 times).

22 ITO/Al 2 O 3 /Frequency 1 ITO/Al 2 O 3 /FrequcncyFig. 5 -Fig. 5 -

 222312355 Fig. 5-23 KIE measurement with a deuterated PEDOT:PSS bottom electrode. The sample structures are: (a) ITO/PEDOT:dPSS/CH 3 NH 3 PbI 3 (200 nm)/Au, and (b) ITO/PEDOT:dPSS /CH 3 ND 3 PbI 3 (200 nm)/Au.

  -25), contributing to the general understanding of the MAPbI 3 material. The results should help to mend the gap in the study of the migrating protons in MAPbI 3 . The combination of dielectric measurement and an understanding of microscopic mechanisms of HOIP provides a unique opportunity to study a previously non observed effect. This line of investigation has the potential of providing insights into more advanced HOIP device structures and other materials.
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 56133 Fig. 5-25 Illustration of the proton-related processes in MAPbI 3 discussed in this chapter.
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 77287374 Fig. 7-2 Comparison of absorption spectra of the film prepared by the one-step method from 0.8 M GBL solution (black) and DMF solution (red).
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 75 Fig.7-5The spin-coating speed profile and the optimal timing of toluene drop

Fig. 7 - 6

 76 Fig.7-6 Characterization of MAPbI 3 films prepared by the solvent engineering method. Optical microscopy images (first row), AFM topography images (second row) and absorption spectra (third row) of films of spin-coating speed 4000 rpm, 6000 rpm, and 8000 rpm.
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 7 Fig. 7-10 Scheme of the operation principle of X-ray diffraction

Fig. 7 -Fig. 7 -

 77 Fig. 7-12 Confirmation of H/D replacement in MAI by NMR measurement. (a) H 1 NMR of CD 3 ND 3 I, CH 3 ND 3 I, CD 3 NH 3 I, and CH 3 NH 3 I in dimethyl sulfoxide. The peaks corresponding to C-H and N-H have chemical shifts of ~2.4 ppm, and ~7.5 ppm, respectively. (b) H 2 NMR of CH 3 ND 3 I, CD 3 ND 3 I, and CD 3 NH 3 I in dimethyl sulfoxide. The peaks corresponding to C-D and N-D have chemical shifts ~1.8 ppm

Fig. 7 -CD 3 NH 3

 733 Fig. 7-15 Inverted solar cell characteristics of deuterated/non-deuterated MAPbI 3 with sample structure of ITO/PEDOT:PSS/MAPbI 3 (200 nm)/PC 61 BM/Ca/Al.

  

  

  

  

  

  -14 (For more details, see Appendix 7.2.3). The tetragonal structure of MAPbI 3 can be clearly distinguished from the peaks at 12.67 o , 19.99 o and 24.52 o , as indicated in the Miller indices above the peaks. The lattice constants calculated from the spectrum are a = b = 8.87 Å and c = 12.70 Å, which are in agreement with MAPbI 3 indices from the literature (see, for example, ref 44

Drift and diffusion of photogenerated carrier Excitation Radiative and non-radiative recombination

  

		Diffusion D n	Drift			L n
	hν		-	µ n			-
						hν'	τ r	R non-rad
							R rad
		µ p	+	D p			L p	+
	HTM	Active layer	ETM	HTM	Active layer	ETM

Table 2 -

 2 

	ref.	EA (eV)	IP (eV)
	2	4.0	5.7
	3	3.9	5.6
	4	4.53	6.23
	5	3.97	5.52
	6	3.83	5.53

1 Summary of solution processed MAPbI 3 electron affinity and ionization potential reported in the literature

Table 3 -

 3 1 Surface energy levels of different thicknesses of MAPbI 3

	MAPbI 3 thickness (nm) E F (eV)	EA (eV)	IE (eV)	E F in atmosphere (eV)
	200	4.60	3.84	5.47	4.72
	300	4.65	3.82	5.45	4.73
	400	4.67	3.83	5.46	4.77

Table 3 -

 3 

	material	electron	hole
	Si crystal a	1500	500
	CdTe crystal a	<~1000	<~100
	GaAs crystal a	~8000	~400
	PbTe crystal a	~6000	~4000
	Naphthalene crystal b	~1	~1
	MAPbI 3 crystal a	≤~100	≤~100

2 Carrier mobility (µ) of commonly used material µ (cm 2 /Vs) a Data from ref 13. b Data from ref 14.

Table 3 -

 3 3 Fitting parameters of the complete fitting model including bulk and interface traps.

	Sample thickness (nm)	200	300	450
	Mobility (cm 2 /Vs)		10 -4	
	N T2 (cm -3 )		5.5 × 10 19	
	λ (nm)		6.5	
	N T1 (cm -3 )	1.6 × 10 17	5.0 × 10 16	2.3 × 10 16
	p 1 (cm -3 )	2 × 10 15	8 × 10 13	8 × 10 13

026801 Chapter 4 Dipole orientation and ion migration in MAPbI 3
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Table 4 -

 4 3 Fitting parameters of the curve at 350 K

	R s (Ω)	C bulk (nF)	R tr (Ω)	R ct (Ω)	R carrier (Ω)
	54.7	8.52	1010	1880	5520
	C dl (nF)	R W (Ω)	T W (s)	D (cm 2 /s)	
	15.5	13500	0.308	1.30 × 10 -9	

Table 5 -

 5 1 Examples of mechanisms contributing to the KIE and their effect on the pre-exponential factors and activation energies. + means tendency for a normal isotope effect, and -indicates an inverse isotope effect. No symbol means that the effect cannot be specified a priori. Table adapted from ref.19.

	(a)	(b)				
	ener gy					
	Pote ntial	Final state	E a	Light	E a	Heavy
						Final state
	Initial state Saddle point c o o r d i n a t e				Saddle point
	R e a c t i o n					
				Initial state	
	Mechanisms			A		E a
	Probability of successful jump			-		nil
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KIE measurement of the intermediate relaxation process

  Based on the above discussion, we can begin to formulate a hypothesis concerning the effect of the KIE on the intermediate relaxation process. As shown in section 5.1, the intermediate relaxation appears to be related to the rotation of organic cations. Though at this point this relation is not clear, it is reasonable to assume that the intermediate relaxation would be affected by the rotor properties of the MA + ions, which can be modified by replacing their hydrogen atoms by deuterium. Four possible isotopic MA + ions can be obtained by deuterating the hydrogen in the methyl and/or the ammonium group, as listed in Table5-2.

	The rotor properties are quantified by their momentum of inertia, which are practically
	identical for the deuteration of either the methyl or the ammonium group (CH 3 ND 3	+ or
	CD 3 NH 3	+ ). Compared with undeuterated MA + ions (CH 3 NH 3	+ ), the deuteration of each
	functional group increases the momentum of inertia by ca. 9%, up to ca.19% when both
	fragments are fully deuterated (CD 3 ND 3	+ ).

Table 5

 5 

	-2 Possible deuteration in MA + ions and their moment of inertia. The
	deuteration of either methyl or ammonium group results in similar moment of inertia
	(difference ca. 0.03%) while the moment of intetia of fully deuterated MA + ions
	increases ca. 19% versus non-deuterated MA + . The rotor properties of CH 3 ND 3	+ and
	CD 3 NH 3	+ are therefore expected to be the same.
		Formula	Rotor	Moment of inertia (a.m.u. Å 2 )
				36.3
				39.1
				39.7
				43.2

Table 5 -

 5 the deuterated/non-deuterated films, fitted from the Arrhenius equation, are summarized in 3.
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Table 5

 5 Comparing the relaxation frequencies of CH 3 NH 3 PbI 3 and CH 3 ND 3 PbI 3 shows a strong inverse isotope effect following deuteration of the ammonium group, i. e., a faster transition rate due to the heavy isotope deuterium. On the other hand, the deuteration of methyl group shows a normal isotope effect, where the rate is lower with the heavy isotope.

	-3 Summary of the pre-exponential factors (A) and activation energies (E a ) of
	the intermediate relaxation of ITO/PEDOT:PSS/MAPbI 3 /Au devices with
	deuterated/non-deuterated MAPbI 3 . The error bar of the values from the standard
	deviations of linear fitting is given in parenthesis.		
		Tetragonal phase	Orthorhombic phase
	Material	A /kHz	E a /meV	A /kHz	E a /meV
	CH 3 NH 3 PbI 3	7 (1)	50 (3)	5.1 (0.2)	27 (1)
	CH 3 ND 3 PbI 3	17 (2)	43 (2)	4 (1)	14 (3)
	CD 3 NH 3 PbI 3	6 (1)	57 (4)	2.1 (0.3)	29 (2)
	CD 3 ND 3 PbI 3	20 (3)	54 (3)	4.9 (0.8)	21 (2)

  The capacitance spectra of ITO/Al 2 O 3 /MAPbI 3 /Au, ITO/PEDOT:PSS/MAPbI 3 /Al 2 O 3 /Al, and ITO/Al 2 O 3 /PEDOT:PSS/MAPbI 3 /Al 2 O 3 /Al devices were measured and are shown in Fig. 5-22. The relaxation peak is absent in the case of the ITO/Al 2 O 3 /MAPbI 3 /Au device but present in the other 2 samples, though reduced in magnitude due to the series capacitor effect.Therefore, we conclude that protons accumulate near the MAPbI 3 /PEDOT:PSS interface.
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combination of low temperature J-V-L measurements and simulation results enables us to investigate the energetics of the HOIP/Au interface quantitatively. In chapters 4 and 5, the dielectric properties of the bulk and the interfaces of HOIP layers are examined using impedance spectroscopy. The dipole orientation and ion migration are studied in chapter 4, and in chapter 5 an observation of the proton migration behavior in HOIPs is presented. 

The missing link: Observation and analysis of proton migration in MAPbI 3

Observing the effect of these rotors in MAPbI 3 can be used to distinguish between the 3 possible mechanisms of the intermediate relaxation: Proton migration, dipole domain alignment, and trap state filling. The key here is that the deuteration of the methyl or the ammonium group are practically the same in terms of rotor properties. Therefore, as the domain wall motion in the second mechanism is directly the result of rotor motion, the same KIE should be present for CH 3 ND 3 PbI 3 and CD 3 NH 3 PbI 3 . In the trap filling mechanism, the electronic states of isotopes remain largely the same, and the only way KIE can manifest itself is through changes in the dielectric screening, i. e., polaron effects, which again depend only on the rotor properties.

The case for proton migration is quite different. Protons can be dissociated from the ammonium group but not the methyl group. Therefore, a primary isotope effect would be expected in CH 3 ND 3 PbI 3 , whereas a secondary isotope effect is expected in CD 3 NH 3 PbI 3 .

To measure the KIE of the intermediate relaxation process, deuterated MAPbI 3 was prepared with deuterated methylammonium iodide. Details of the synthesis procedure are shown in Appendix 7.3. It is generally recognized that the film properties strongly depend on the processing condition and precursor composition. 20 Therefore, same preparation procedure was employed for the deuterated MAPbI 3 films, and spectroscopic and electronic characterizations on the films were also carried out, showing that the crystallinity and the electronic properties of each isotopic MAPbI The HOIP films were prepared on PEDOT:PSS covered ITO, prepared according to the following: ITO-covered glasses were purchased from Kintec with 150-nm-thick indium tin oxide and a surface resistance ~15 Ω/sq. Before use, the ITO slides were cleaned with sonication in various solvents (acetone, ethanol alcohol, and isopropyl alcohol in sequence, 15 minutes each) and then underwent UV-ozone treatment for 15 minutes. The poly (3,4-ethylenedioxythiophene) polystyrene sulfonate (PEDOT:PSS, Fig. 7-1) was purchased from Heraeus (Clevios-PH) with conductivity 10-100 S/cm. After filtering thorough a RC 0.45 µm syringe filter, the PEDOT:PSS solution was spin-coated onto the ITO slides at 4000 rpm for 1 minute. The substrates were then put in a vacuum oven and dried at 110 o C for 1 hour. The resulting PEDOT:PSS film is about 50 nm in thickness. After cooling to room temperature, the substrates were transferred into a nitrogen-filled glove box for use. 

One-step method for solution-processed MAPbI 3 film preparation

The precursor solution for the HOIP perovskite material was made by mixing solution composed of 0.8 M of lead iodide (PbI 2 , Sigma-Aldrich, 99.999%) and 0.8 M of methylammonium iodide (MAI, Sigma-Aldrich, 98%) in dimethylformamide (DMF, Sigma-Aldrich, anhydrous, 99.9%) or γ-butyrolactone (GBL, Sigma-Aldrich, >99.0%) and then stirred at 60 o C overnight. The solution is then filtered using a PVDF 0.45 syringe filter and spin-coated on ITO/PEDOT:PSS substrates at 6000 rpm for 30 seconds.

The absorption spectrum of the film after annealing at 100 o C for 15 minutes are shown in Fig. 7-2. from 0.8 M GBL solution with different spin-coating speeds (3000 rpm, 4000 rpm, and 6000 rpm).

Dipping method for solution-processed MAPbI 3 film preparation

The source of the materials were the same as in 7.1.2. A 0.8 M PbI 2 solution in DMF was stirred overnight at 70 o C and then heated to 100 o C before use to maximize dissolution. The solution was then cooled down to room temperature and filtered thorough a PVDF 0.45 µm filter. The PbI 2 film was spin-coated at 6000 rpm for 90 seconds. Then, the film was placed on a hot plate at 70 o C for 30 minutes to dry. The formation of the HOIP film was achieved by dipping the PbI 2 film into a MAI solution in IPA (10 mg/mL) for 2.5 hours. The dark brown film obtained was rinsed in IPA and then dried at 70 o C for 30 minutes. The UV-vis absorption spectrum and the optical microscopy image of the film prepared with this procedure can be found in section 2.1 (Fig. 234567).

Stacking layer method for solution-processed MAPbI 3 film preparation

Materials were from the same source as for the above procedures. A solution of 80 mg/mL PbI 2 in DMF was stirred overnight at 70 o C and then heated to 100 o C before use. After cooling down to room temperature, the solution was filtered through a PVDF 0.45 µm filter and then spin-coated on ITO/PEDOT:PSS substrates with spinning speed 5000 rpm for 30 seconds. After the film was dried at 100 o C for 30 minutes, a second layer was deposited using a 25 mg/mL MAI solution of IPA at 5000 rpm for 30 seconds. The inter-diffusion of the 2 materials was completed by annealing at 100 o C for 2 hours. In order to obtain the correct stoichiometry of the final film, different condition of the second layer were also tested (40 mg/ml MAI solution, 5000 rpm for 30 seconds). The optical microscopy images and AFM topographies of the film obtained are shown in Fig. 7-4. 

Direct solar cell preparation process

To prepare the low work function ITO/TiO x electrode, a 0.05 M ethanol (99.8%, Sigma-Aldrich) solution of titanium (IV) isopropoxide (TIPT, Sigma-Aldrich, 99.999%) was mixed with 0.1 wt % hydrochloric acid (HCl, Sigma-Aldrich, 37%), while maintaining the water-to-TIPT molar ratio to be 0.82 and a pH of 1.9. 1 After stirring for 72 hours, the solution was spin-coated onto ITO substrates (cleaned according to previous procedure) at 1000 rpm for 60 seconds in ambient condition. The film was then left in air for 2 hours and then annealed at 150 o C for 10 minutes in a glove box for the conversion of the precursors to TiO x . The resulting TiO x layer is 50 nm in thickness, as measured using a stylus profiler (KLA Tencor).

The ITO/TiO x film was then treated with titanium tetrachloride (TiCl 4 , Sigma-Aldrich, 99. resulting in a 30-nm-thick p-doped spiro-OMeTAD layer. 4,5 The device was then completed with thermally deposition of MoO 3 (5 nm) and a silver top electrode (100 nm) with deposition

where N is the total number of points, Z i is the height at point i.

Solar cell characterization

The light and dark current-voltage characteristics were carried out in a nitrogen-filled glove box using a Keithley 2400 source meter with a scanning rate ~0.2 V/s in both forward and backward direction. The light current was measured under AM 1.5G condition simulated by a HMI lamp, calibrated to 100 mW/cm 2 using a radiometer (IL 1400 BL).

The incident photon-to-current efficiency (IPCE) spectra were measured using a 450 W Xe-lamp as the light source and a monochromator (Triax 180, Horiba Jobin Yvon) to select incident wavelength. After calibrating the light source with a 6-inch integrating sphere (Labsphere) and a silicon photodiode, the current was measured ever 2 nm with an acquisition rate of 0.5 Hz using a Keithley 6487 picoammeter.

X-ray diffraction

The principle of X-ray diffraction is shown in Fig. 7-10. In this configuration, the thin-film sample was mounted at the center stage of a support where the X-ray source and the detector rotate in symmetry (a). During measurement, the source and detector move keeping the same angle on the circumference in order to measure the reflected X-ray. When the incident angle θ satisfies the Bragg condition:

where d is the distance between the crystal planes (Fig. 7-10 (b)), λ is the X-ray wavelength, n is an integer, the constrictive interference between parallel incident beams causes the reflection to spike, as shown in a peak in the detector.

The current-voltage-luminance characteristics were measured using a Keithley 4200 source meter and the electroluminescence (EL) intensity was monitored using a silicon photodetector (Hamamatsu S2281-01, area 100 mm 2 , with a Hamamatsu C9329 preamplifier). For electroluminescence spectra, an optical fiber connected to a spectrometer (Ocean optics HR4000) was posited near the sample surface to record the emitted light during a constant applied bias (typically 1 V) with integration time 60 seconds.

Kelvin probe measurements

The contact potential difference (CPD) was measured using the Kelvin probe technique, where a vibrating gold grid reference electrode (Kelvin probe S, Bescoke Delta Phi, diameter 2.5 mm) is brought close to the grounded sample surface (distance typically < 1 mm). With the difference in work function between the reference electrode and the sample, a capacitive current I is generated according to:

where C is the capacitance between the reference electrode and the sample, V is the potential difference. The capacitive current would be canceled when applying a dc bias V dc = -V CPD .

The dc bias is controlled using a feedback circuit (Kelvin control S, Bescoke Delta Phi) to minimize capacitive current. Before measurement, calibration is carried out on a freshly peeled highly ordered pyrolytic graphic (HOPG, Veeco, APCS-0200) surface, which has minimum surface contamination and a well-defined work function of 4.6 eV. All measurements were performed under ambient condition.

Preparation and characterization of deuterated MAPbI 3 polycrystalline layers

The deuteration of the ammonium group was carried out by dissolving MAI (Ossila, 99.