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Introduction

Energy is an essence of any human activity [1]. The traditional energy sources, such as coal, oil, and gas, play an important role and form today dominant sources of energy. Since these fossil fuels have a negative impact on the environment, renewable energy (hydropower, wind power, solar power) is expected to become significant in our daily life. Photovoltaic (PV) solar cells are made up of semiconductor materials that absorb photons from sunlight and convert them into electricity [2,3]. Over the last decade, thanks to novel technologies, economies of scale, the PV industry has been booming with growth rates well in excess of 30% per year and the cost is continuously reducing approximately 20 % for each time the cumulative production doubled [4,5]. In spite of the high growth speed and the lower price, the PV area is still dependent on subsides in the major markets of the world, which is highly affected by government policies. In order to further develop the PV market, and to attract more industrial companies, costs should be further reduced, and solar cells efficiencies enhanced, in order to overcome grid parity [6,7].

To succeed, many solutions based on different materials and different technologies are proposed, which are divided into three generations [6]. Among of these three generations, most solar cells presently on the market are based on first generation technology with silicon wafers, with this dominance likely to continue well into the future. Indeed, silicon is non-toxic and abundantly available in the earth crust, and crystalline silicon (c-Si) PV modules have shown their long-term stability over decades in practice [8]. However, they are rigid and the energy required to produce them is not negligible. Additionally, the cost of a c-Si PV module is clearly dominated by material costs, including especially that of the silicon wafer. In this context, thin film solar cells, also considered as second generation devices, offer substantial advantages since the material cost is reduced. These thin film solar cells could be made of a wide range of materials including silicon, but also other materials like, for example, copper indium gallium selenide (CIGS). Such materials lead to efficiencies over those of multicrystalline silicon in laboratory [4]. In these second generation solar cells, the conversion efficiency remains limited by the absorption in layers as thin as a few hundreds of nanometers to a few micrometers. Therefore, it appears necessary to overcome this limitation to reach acceptable efficiencies. Finally, the third generation solar cells aims at achieving devices with efficiencies typically above the Shockley Queisser limit for a single junction solar cell [9]. They require advanced concepts or tandem devices [10]. However, devices embedding novel concepts still need long term research and subsequent developments to become available for public applications. Our shorter-term reasonable goal is to obtain a higher conversion efficiency in thin film solar cells, by addressing their optical limitations.

In this thesis, we propose to optimize and implement advanced nanophotonic structures to perform efficient light trapping in thin film solar cells. From 2008 to 2012, the interest of photonic crystal (PC) nanopatterns was investigated at INL and in other institutes. This was the main topic of two PhD students at INL, Guillaume Gomard and Xianqin Meng. During my PhD, from 2012 to 2015, I have further developed advanced nanopatterns, including pseudo-disordered structures, to assist thin film crystalline silicon solar cells.

Among the various silicon materials in solar cell devices, we take into account the mono c-Si as the absorbing material mainly because of its good quality. The drawbacks in other silicon materials, e.g. high recombination of the a-Si and the thickness-limited performance of the poly-Si, restrict them to be potential. So considering the constraints of the PV domain, we will use heterojunction thin film solar cells made of "epifree" c-Si absorber passivated by an extremely thin a-Si:H layer.

I have contributed to the integration of periodic nanopatterns in functional c-Si solar cells, in collaboration with IMEC, LPICM and LPN. In this context, my role was to perform optical simulations to design and optimize thin film solar cells integrating realistic periodic patterns, and then to investigate and optimize the more complex pseudo-periodic patterns. I have also contributed to the fabrication of such patterns in absorbing c-Si layers, in order to investigate experimentally the light trapping effects.

In this manuscript, we first introduce photovoltaic solar cells, and then give a short review of the light trapping strategies in the chapter 2. Then, we describe the methodologies used to perform numerical simulations and experiments, in chapter 3.

The targeted design is simulated by the finite difference time domain (FDTD) method or rigorous coupled wave analysis (RCWA). Demonstrators constituted of patterned absorbing layers or crystalline silicon solar cells stacks are fabricated by electronic beam lithography (EBL) and the reactive ion etching (RIE) technologies. Then in chapter 4, we focus on the net absorption of the absorbing layer in the complete thin film solar cells, in which the top and active layers are patterned with two different types of the simple periodic photonic crystal structure, i.e. inverted pyramids and cylindrical holes. Optical simulations reveal that patterning the active layer (c-Si) as a 2D PC membrane enables to substantially increase its integrated absorption in a range of 300-1100nm compared to the unpatterned stack. Furthermore, the potential of a backside grating to further enhance the light trapping is evaluated in the same realistic configuration. In chapter 5, in order to further increase the absorption and meanwhile maintain the cost and the feasibility of the design, pseudo-disordered PC structures are proposed. The comparison of the total absorption of the solar cell between the pseudodisordered structure and the optimized square lattice of holes structure will be investigated. After that, these patterned designs are fabricated on a model silicon-oninsulator-based (SOI) sample, and on more realistic c-Si layers bonded onto metal.

Experiments are performed on such test samples to assess their optical performance. In the chapter 6, we discuss on the properties of pseudo-disordered patterns by using numerical simulation, in order to give key design rules and criteria to reach the highest net absorption increase in solar cells.

Solar cells and light trapping

In this chapter, we will first introduce the main operating principle of solar cells.

Then, we will present light trapping mechanisms to assist solar cells, with the particular attention to wavelength-scaled structures. The ultimate goal is to make the absorbing layer as thin as possible while still maintaining good absorption performance.

Principles of solar cell operation

Photovoltaic (PV) solar cells are devices that enable the direct conversion of sun light into electric power. Energy conversion consists of two essential steps [1,2]. First, the absorbed photon generates an electron-hole pair. Second, the electron-hole pairs are separated by the structure of the device and are finally collected at the terminals separately.

Photogeneration

Incident photons from the sun can first be reflected, transmitted and the absorbed.

Absorption and subsequent electron-hole pair generation occurs depending on the respective values of the photons energy (hυ) and the bandgap (Eg) of the photovoltaic material (Fig. 2-1).

Figure 2-1. Schematic view of the generation process of electron-hole pairs excited by the light photons with different energy (hυ).[3]

(a) In the ideal case, if the energy of the photons is less than the bandgap energy of the solar cell material (hυ < Eg), i.e. in the longer wavelengths range; incident light is not absorbed, and no electron-hole pair is generated. The absorbing material is actually transparent to these sub-band gap photons.

(b) Photons with energy equal to the bandgap (hυ = Eg) generate electron-hole pairs without any loss.

(c) Photons with an energy higher than the band gap (hυ > Eg) also excite electronhole pairs. However, the excess energy above the band gap (hυ -Eg) ends up as heat instead of electrical power in the solar cell. Consequently, because of this thermalization process by the lattice vibration, these more energetic photons are not fully utilized.

Then we consider this optics-electronic link: the generation rate of the solar cells device [4]. The generation rate is equivalent to photon absorption rate the by assuming each absorbed photon excites an electron-hole pairs. The absorption per unit volume can be calculated from the divergence of the Poynting vector. To calculate the absorption as a function of space and frequency, we only need to know the electric field intensity (E) and the imaginary part of the permittivity ( ). The number of absorbed photons per unit volume can then be calculated by dividing this value by the energy per photon, so the generation rate (G) can be described by:
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Charge separation

In the second step of the PV process, the generated electron-hole pairs are separated and then collected at each terminal because of the internal electric field created by the diode structure in the solar cells.

In the dark condition, the solar cells can be considered as simple diodes, which current (I) is given by: id n 0
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When the diode is illuminated, the equation becomes:
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Where the I0 is the dark saturation current, q is the unit charge for an electron, V is the applied voltage across the diode, nid is the ideality factor of the diode (1, for the ideal solar cell), k is the Boltzmann's constant, T is the absolute temperature and Iph is the light generated current.

I-V curve and efficiency of a solar cell

In the following, we will introduce the current-voltage (IV) curve (Fig. 2-2) which typically represents the performance of a solar cell with its three characteristic parameters: short circuit-current (Isc), open-circuit voltage (Voc), and Filling factor (FF). Isc is the maximum current derived from the solar cell if no voltage is applied.

Regardless of the resistive loss, Isc in ideal solar cells is equal to the light generated current (Isc=Iph). In reality, the Isc depends on a number of factors, including the area of the solar cell, the incident optical power, the spectrum of the incident light, the optical properties of the devices, and the efficiency of charge collection.

Voc is the maximum voltage available from solar cells, and this occurs at zero current. In such open circuit conditions, the short circuit current compensates the dark current. Voc can reach the limit g E q provided the carriers recombination are minimized.

While Isc and Voc are the maximum current and voltage respectively and set as the boundaries of the solar cell, a Isc x Voc electrical power cannot be generated in reality, since the I(V) curve does not exhibit a rectangular shape. So the maximum output power Imax x Vmax is related to the "fill factor" ("FF"), which is defined as the ratio of the maximum power from the solar cell to the product of Isc and Voc, see Fig. 2-2b. Considering current densities (J) rather than currents (I), the solar cell is efficiency (η), which is defined as the ratio of the electrical output power to input energy from the sun, is given by:   oc sc in V J FF P

Hence, an increase of Jsc directly leads to an increase of the the solar cell efficiency.

In this respect, we will use Jsc as our figure of merit when the parameters optimization processes are performed on the solar cell design architecture. At this point, is then useful to mention that the maximum Jsc that could be expected in a solar cell under a standard solar irradiance (AM1.5G solar spectrum, see below) is of 46 mA/cm² in a wavelength range less than 1200nm [5]. The usual expression of the short circuitcurrent density (Jsc), is
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Where G is the generation rate, and Ln and Lp are the electron and hole diffusion lengths respectively. Although this equation makes several assumptions, it indicates that the short-circuit current strongly depends on the generation rate and the diffusion length.

2.2 Sunlight absorption in a solar cell

Standard solar spectrum

The solar spectrum closely matches the radiation from a black body at a temperature of about 5,800 K. As it passes through the atmosphere, sunlight is attenuated by scattering and absorption. The air mass (AM) factor describes the path length of the light through the earth's atmosphere. The "AM1.5" solar spectrum is the standard solar irradiance is defined for terrestrial use [6]. It is the sun spectral irradiance after having passed through 1.5 times the thickness of the atmosphere. We will more specifically use the AM1.5G standard spectrum, where G stands for Global, and includes both direct and diffuse radiation (see Fig. 23). This spectrum is well suited to flat plate modules and it corresponds to an integrated power of 1000 W/m². 

Absorption in the PV material

Let us consider a semi-infinite thick layer as shown in Fig. 234, where no transmission or back reflection is taken into account. Reflection loss occurs at the front interface between the incident medium and the absorbing material; non-reflected light penetrates the layer and is gradually absorbed. Its intensity (I) is described by the formula of Beer-Lambert:
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Where x is the distance into the material at which the light intensity is being calculated, The absorption coefficient of the silicon in the long wavelength range is quite poor; a few micrometers are not enough to absorb efficiently the incident light. Photonic engineering is then even more important for thin c-Si solar cells.

I0

Thin film silicon solar cells

Thin film solar cells [7,8] are made by depositing one or several thin layers of photovoltaic material on a substrate, such as glass, plastic or metal. Thin film solar cells are commercially used in several technologies, including cadmium telluride (CdTe) [9,10], copper indium gallium diselenide (CIGS) [11], amorphous (a-Si) [12] and other thin-film silicon (TF-Si). Film thickness varies from a few hundred nanometers (nm) to tens of micrometers (µm). This allows thin film cells to offer many advantages, such as their low cost, flexibility and the potentially improved voltage.

Main characteristics of thin film solar cells -Low cost

Until now, most of these photovoltaic solar cells are based on the silicon material, especially the relatively thick and expensive crystalline wafers of silicon solar cells [13].

Using a reduce quantity of active material is expected to lead to a straightforward cost reduction.

-

Excellent portability

When the thickness is small, it allows thin film cells to be flexible, of lower weight and somehow extensibility [14]. This excellent portability opens up many new applications for solar power that otherwise would not be feasible with wafer-based devices. For instance, the thin film solar cells could be used in building integrated photovoltaics and as semi-transparent, photovoltaic glazing material that can be laminated onto windows. In the future, it could be used for clothes, or integrated into the outside of an automobile or aircraft.

-Efficiency

In the PV industry, obtaining very thin solar cells while maintaining an overall higher efficiency is a key challenge. With thinner solar cells, the exited charge carriers will travel over shorter distances. Compared to bulk solar cells, thin film devices should therefore exhibit lower bulk recombination, leading to a higher Voc. However, in the same time, the Jsc is expected to be reduced because of the lower amount of absorbing material. Since both Voc and Jsc need to be maximized to increase the efficiency, the ideal solar cell is the one that is as thin as possible, and yet still absorbs the available light from the sun. Therefore, maximizing the absorption by using light trapping strategies is of fundamental importance; several possible strategies to reach this goal will be introduced in the following.

Silicon material for thin film solar cells

Among the different materials proposed in second-generation solar cells, siliconbased materials are attractive since they are abundant and non-toxic. From the point of view of processing and manufacturing, elemental materials are the simplest. However, there are no suitable elemental semiconductor materials available with direct bandgap close to 1.45eV, which would be the most appropriate to realize an optimum single junction device [7,15,16]. Silicon being an indirect bandgap material with a band gap of 1.1 eV is by no means an ideal material. However, silicon based solar cells dominate the PV market, and are available in their monocrystalline, polycrystalline, multicrystalline or amorphous form [8,17,18].

Standard deposition techniques generally lead to amorphous silicon, polycrystalline or microcrystalline materials. Amorphous silicon (a-Si) has a high absorption coefficient [17,19,20] and a high bandgap energy (1.75eV). However, the limitation of the stabilized efficiency, related to the Staebler-Wronski effect or lightinduced degradation, restricts the performance of the a-Si solar cells. This material should be passivated by hydrogen, and its thickness should be limited to around 300nm.

Their efficiency of a-Si:H cells remains limited to about 10% [21], which can be overcome by combining such junctions with c-Si in tandem cells [7,12].

Polycrystalline/microcrystalline solar cells are common devices in the PV market thanks to theit relatively low-cost price and simple fabrication process. Generally, this leads the lower purity of silicon materials resulting in a limitation of the performance;

the best conversion efficiency only could be achieved with few micrometers thick [22] and the highest efficiency is about 11% [23].

Crystalline silicon (c-Si) could still be obtained in a thin film form on foreign substrates like glass or metal. Specific and careful manufacturing processes are then required, leading to a relatively higher cost [17,24,25], however, thin c-Si layers, free of any grain boundaries are expected to lead to good performances. Several methods [1,7,17,26] have been proposed to realize thin c-Si layers for PV applications. In this work, we will use an advanced 'epi-free' technology to fabricate the c-Si wafer, as developed at IMEC; it will be introduced in the chapter 3. We could also use approaches like epitaxial growth of c-Si layers (for example by plasma-enhanced chemical vapor deposition) and their subsequent transfer onto host wafers, as developed at LPICM [27].

The photon path in thin c-Si layers should be long enough to enable efficient sunlight absorption, in particular in the red and infrared ranges. Consequently, in order to obtain a high current, light trapping schemes should be considered.

Absorption enhancement based on light trapping strategies

The optimum thickness of the solar cell is related to many factors including economic aspects and properties of the materials. For effective solar absorption, silicon wafers need to be at least 50 µm thick unless optical enhancement techniques are used to improve their effective absorption. In this section, we will introduce a variety of concepts that have been proposed to control incident sunlight in-coupling and trapping in PV devices with strongly reduced thicknesses of active material. Indeed, in this case, the optical path length should be several times the actual device thickness.

Consequently, optical losses should be greatly controlled and reduced.

Conventional schemes for the reduction of optical losses

Let us consider a silicon wafer with a flat surface and a thickness d, as shown in Classical solutions to avoid such optical losses make use of anti-reflection (AR) coatings (Fig. 2-6a) and surface texturations (Fig. 2-6b). An AR coating consists of a thin layer deposited on top of solar cells to reduce their reflectance, which thickness is chosen so that the wavelength in the dielectric material is one quarter the wavelength of the incoming wave. To minimize the reflectance, the refractive index of this AR layer should be the geometric mean of that of the materials on both sides (glass or air and the absorbing layer). Continuously changing the refractive index of the AR layer or using multi-layer coatings can further decrease the top reflectance, using the same basic principle as with the single layer. However, benefits of multiple layers are too marginal considering their high cost, and potential mechanical and thermal instability. In some cases, and in first generation solar cells, the strategy may be to use the same material to realize the anti-reflection coatings and the surface passivation layers, e.g. SiNX will decrease an average reflectance down to less than 2.5% [28]. In order to minimize the reflection loss, surface texturations like random inverted pyramids (Fig. 234567) [29] with feature size in the ten micrometers range are generally used in first generation solar cells (Fig. 2-6b). These are generally combined with an anti-reflection coating. Such structures make use of geometrical optics effects, bouncing the reflected beam back into the silicon. The reflected light has therefore more chance to be absorbed. Furthermore, reflected light entering the cell has a greater chance of being absorbed because of its increased path length. Inverted pyramids in c-Si are generally obtained by anisotropic wet etching without the use of any mask.

In the case of solar cells based on thin absorbing layers, the thickness, i.e. the optical path length, is reduced, and turns out to be lower than the effective absorption length in the long wavelength range, leading to a limited absorption. In order to solve this problem, the effective optical path length should be increased. One could simply add a mirror at the rear of the absorber layer (Fig. 2-6c), which leads to a double optical path length. Indeed, a perfect reflector bonded on the solar cell is critical and helpful to increase the optical path length and then to achieve a higher efficiency. However, standard back reflectors like aluminum (Al) layers lead to parasitic absorption.

Though, even with a perfect back reflector, it can be noted that the absorption enhancement is still not enough. In commercialized thin film solar cells, in-coupling and trapping of light are achieved using light scattering, either at the front (Fig. 2-6d)

or at the back of the solar cell, in order to increase the mean optical path length [30]. In 1982, Yablonovith [31] has proposed a fundamental limit for light trapping with an ideal scattering surface realized on a slab of semiconductor, which is called 'Lambertian surface'. An approximation of Lambertian surfaces is a roughened surface, which increases the chances of the reflected light to bounce back into the absorbing layer, with an angle leading to total internal reflection, rather than out of the device. Under important assumptions, including a high thickness of active layer (d >> λ) and a weak absorption (αd << 1) in this material, a maximum absorption enhancement of 4n² can be predicted, where n is the refractive index of the absorber material. This is referred to as the 'Yablonovith limit' or ergodic limit [32]. This randomization of the propagation direction of the incidence by a Lambertian surface is an effective method to trap the light. Let us recall that the critical angle that enables total internal reflection from the silicon is
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. Optical rays emerging with an angle lower than the critical angle escape from the cell, but rays with angles larger than this critical angle are totally internally reflected inside the cell. Integrating over the escape cone, one can deduce that only 1/n² will escape through the front surface for each reflection. After a series expansion, it will eventually bring the path length enhancement close to 4n², in silicon, this corresponds to a value close to 50 ( However, as mentioned in the assumptions, this 4n² limit is not relevant for thin film solar cells. It is possible to make use of wavelength or sub-wavelength scale patterns to increase the photon path, sometimes leading to improvements above the Yablonovitch limit, but only over specific wavelength ranges [33,34]. In this section, we have presented the main light trapping strategies suited to standard devices. We will then present designs that make use of nanophotonic structures and optical resonances in the following.

Nanophotonic structures for light trapping

During the past ten years, a wide range of nanopatterns was proposed, and their integration in thin film solar cells was extensively investigated. We will consider nano/micro patterns, with geometric size, such as the lattice parameter in the case of a periodic structure, of the order of the wavelength of the incident light. Geometrical optics is therefore inappropriate to describe the behavior of such structures. Conversely, they can take profit of the wave nature of the light, and their behavior may strongly depend on its wavelength and angle of incidence.

There is a vast variety of light trapping structures, including nano-wires [35,36],

dielectric gratings [37][38][39][40], plasmonic structures [41][42][43] and photonic crystal (PC)

structures [24,[44][45][46][47][48]. Among these structures, PCs exhibit a wide range of optical modes and resonances, together with many adjustable parameters. Additionally, they do not lead to absorption losses in metallic nanostructures. For these reasons, we chose to make use of these structures, and to integrate them in thin film solar cells.

Periodic light trapping structure

PC structures are optical media where the refractive index exhibits a periodic modulation of a lattice constant of the order of the operation wavelength [49]. This property enables one to control the propagation of light in an unconventional way.

While PC structure may be 1D, 2D or 3D, we will mainly consider 2D PCs fabricated in thin layers in this work.

A Bragg grating [33,[START_REF] Zeng | Demonstration of enhanced absorption in thin film Si solar cells with textured photonic crystal back reflector[END_REF]51] is an example of a 1D PC structure; it corresponds to layers with a periodic distribution of the dielectric constant. Such stacks exhibit photonic bandgaps (corresponding to the wavelength range where reflectance is maximized) and band-edges, notably at the edges of the bandgaps, and leading to low group velocity modes. This concept may be used to realize a back reflector without metal, and which can exhibit low absorption losses. One may also consider 1D gratings, or in other words, planar 1D PCs. Diffraction gratings are particular cases of 1D PCs, with a weak perturbation of the refractive index. 1D PCs can be patterned on the front side or the backside of the absorber of a solar cell [20,24,[START_REF] Destouches | Efficient and tolerant resonant grating coupler for multimode optical interconnections[END_REF]. Such structures act as dispersive elements that can split and diffract the light into different directions, depending on its wavelength. With front side gratings for instance, direct light coupling into waveguided modes can be achieved, which enables light trapping. For instance, a diffraction grating in a composite ZnO/ITO front stack can increase the absorption of a 100 nm thick a-Si:layer, thanks to an enhancement of the electromagnetic field in near field [START_REF] Moreau | Optically optimal wavelengthscale patterned ITO/ZnO composite coatings for thin film solar cells[END_REF]. The properties of these structures primarily depends on the grating period [START_REF] Collin | Nanostructure arrays in free-space: optical properties and applications[END_REF], see Fig. 2345678. For short periods, the grating operates as an effective medium, which is relevant for light in-coupling, but not for light trapping, as it does not enable the coupling to waveguided modes. For too large periods, many diffracted orders will be available, each of them diffracting light over angles in a specific way; with such structures, controlling the generation of waveguided modes is therefore difficult. If the wavelength is of the order of the period (λ≈Λ), as shown in Fig. 2-8c, the number of diffracted order is limited, leading to a better control of light trapping. In this case, a key parameter is the filling fraction (ff), defined as the ratio between the width of air slit and Λ, which will be discussed in the chapter 4. which is the case of the grey zone in Fig. 2345678. Additionally, such coupling is possible only if the modes symmetry is compatible with light coupling with an incident plane wave [33,46]; this means that the overlap between the electromagnetic fields of propagating free space modes and that of resonant modes in the PC should not lead to zero after its integration over the space. Let us analyze the dispersion characteristics along the wave vector, and in particular, the modes near the Г-point in the red frame, which is corresponds to quasi-normal incidence. The photonic bands being almost flat, the corresponding group velocity tends to 0 (at k//≈0), which will increase the duration of light/material interaction in the absorbing structure. For such slow Bloch modes, provided symmetry enables coupling with propagating free-space modes, in-coupled photons will interact with the absorbing medium with an increased lifetime, leading to a maximized absorption.

Simply periodic 2D photonic crystals

Considering performance and feasibility, 2D PC structures exhibit key properties.

First, such 2D patterns can be realized by using state-of-the-art semiconductor microfabrication technique, such as electron beam lithography, laser interference lithography and nanoimprint lithography. Moreover, as it will be shown below, their optical properties enable substantial absorption increase in the whole wavelength range of interest.

In 2D PC structures, various geometrical shapes [START_REF] Gjessing | Comparison of periodic lighttrapping structures in thin crystalline silicon solar cells[END_REF], e.g. cylindrical holes, nanocones, squares and pyramids, have been proposed for the elementary pattern. Many research groups (see e.g. [19,24,34,44,[START_REF] Mutitu | Thin film solar cell design based on photonic crystal and diffractive grating structures[END_REF]) have investigated numerically the operation of solar cell devices including such periodic nanophotonic structures. Bermel et al. [START_REF] Bermel | Improving thin-film crystalline silicon solar cell efficiencies with photonic crystals[END_REF] was one of the very firsts to predict a large absorption enhancement (31.3% in their case) by adding an optimized 2D grating structure. Zhou et al. [START_REF] Zhou | Photonic crystal enhanced light-trapping in thin film solar cells[END_REF] has introduced a 2D back nanohole pattern combined with Bragg reflector in a 0.5µm thick a-Si:H stack, which increases the optical path length by a factor of hundred in the wavelength range of 600-775nm. Meng et al. [37] have proposed a dual pattern design consisting of the holes in the front layer and the grating on the bottom will provide a relative 65% increase compared to the flat case, with a Jsc of 30. In this thesis, two kinds of nanopatterns shapes will be investigated: cylindrical nano-holes and inverted nanopyramids, will be integrated in thin film solar cells.

According to the position of the patterns in the solar cells design, various properties are expected. If standing on the front, nanopatterns are expected to decrease the reflection losses (to optimize the in-coupling) and to improve light trapping in the active layers.

Besides, the aim of the rear structure is to increase the diffraction of the long wavelength back into the structure and thus trap incident light into waveguided modes. Relative to the largest part of the papers published so far concerning nanopatterns integrated in a sole absorbing layer [34,[START_REF] Mallick | Optimal light trapping in ultra-thin photonic crystal crystalline silicon solar cells[END_REF][START_REF] Du | Enhanced optical absorption in nanopatterned silicon thin films with a nano-cone-hole structure for photovoltaic applications[END_REF], we will consider the whole stack, including top and bottom electrodes, and doped layers as well as active layer. We will specifically consider the effect of periodic nano-holes or nanopyramids on the absorption in the sole intrinsic absorbing layer. This will lead to a fair evaluation of the gain expected from the photonic nanostructures (see chapter 4).

Disordered nanophotonic structures

Up to this point, we have considered solar cell architectures with simply periodic light trapping patterns, leading to an absorption increase compared to the unpatterned case. However, the achieved overall absorption enhancement is still far from the limits.

Therefore, the thin film solar cells should be further developed by using more advanced patterns [START_REF] Pratesi | Disordered photonic structures for light harvesting in solar cells[END_REF][START_REF] Pala | Optimization of non-periodic plasmonic light-trapping layers for thin-film solar cells[END_REF][START_REF] Xavier | Quasicrystalline-structured light harvesting nanophotonic silicon films on nanoimprinted glass for ultra-thin photovoltaics[END_REF][START_REF] Wiersma | Disordered photonics[END_REF]. The two main objectives are (1) to make use of more modes per wavelength unit and (2) to make those modes absorb more light [START_REF] Peretti | Absorption control in pseudodisordered photonic-crystal thin films[END_REF][START_REF] Oskooi | Experimental Demonstration of Quasi-resonant Absorption in Silicon Thin Films for Enhanced Solar Light Trapping[END_REF].

Simply periodic nanostructures provide coherent scattering of light, and support extended Bloch modes that can be coupled with incident plane waves. However, to realize such periodic structures, it is in general necessary to use a dedicated technological process. On the other hand, disordered structure can be realized with simple processes, without any nanolithography. In addition, even in ordered photonic structures, fabrication induces a certain degree of disorder that affects the propagation, in-coupling and trapping of the incident light. The disorder due to the fluctuations in the fabrication processes affects the properties of structures like PCs [START_REF] Zhang | Propagation properties of a wave in a disordered multilayered system containing hyperbolic metamaterials[END_REF]. That could explain why measured absorption spectra are sometimes better than the simulation. This phenomenon suggests that introducing a disordered structure may be beneficial.

A substantial amount of work has been performed on disordered structure, both in the electronic and optical domains [START_REF] Pratesi | Disordered photonic structures for light harvesting in solar cells[END_REF][START_REF] Liscidini | Broadband light trapping with disordered photonic structures in thin-film silicon solar cells[END_REF][73][START_REF] Oskooi | Partially disordered photonic-crystal thin films for enhanced and robust photovoltaics[END_REF][START_REF] Vynck | Photon management in twodimensional disordered media[END_REF][START_REF] Fang | Thin films with disordered nanohole patterns for solar radiation absorbers[END_REF][START_REF] Burresi | Two-dimensional disorder for broadband, omnidirectional and polarizationinsensitive absorption[END_REF][START_REF] Paetzold | Disorder improves nanophotonic light trapping in thin-film solar cells[END_REF]. These researches have focused on the revealing of the phenomena of the transport, localization and the wave scattering in the disordered structure, such as the Anderson light localization [START_REF] Segev | Anderson localization of light[END_REF]. As introduced, the shortcoming of only focusing on periodic PCs is the limited spectral density of optical modes, in particular in the long wavelength range. A disordered structure can be obtained on the basis of a periodic PC by a random perturbation of either/both the size of the patterns or/and their position. This may lead to an enhancement of the spectral density of optical modes over a certain spectral range. It could lead to broader spectral and angular responses, which are clearly beneficial for photovoltaics applications.

Although perturbed structures provide a convenient path to field localization, it is difficult to engineer the design in order to achieve an optimization. Indeed, their optimization is highly time consuming and unpractical by considering the very large number of possible configurations. On the other hands, due to the random character of these structures, one could no longer make profit of the key properties of periodic structures, e.g. light coupling with carefully controlled Bloch modes.

Indeed, this is an open question in the nanophotonic community: is order better than disorder [START_REF] Battaglia | Light trapping in solar cells: can periodic beat random?[END_REF][START_REF] Mokkapati | Nanophotonic light trapping in solar cells[END_REF]? Many simulations and experiments have been published recently in order to explore and answer this question [73,[START_REF] Mokkapati | Nanophotonic light trapping in solar cells[END_REF]. A way to go is to gradually introduce disorder in a periodic pattern [START_REF] Callahan | Light trapping in ultrathin silicon photonic crystal superlattices with randomly-textured dielectric incouplers[END_REF] . In particular, partly disordered design, such as multi-periodic, periodically-ordered and pseudo-disordered structure, will fill the gap between perfectly ordered and fully disordered structures [START_REF] Peretti | Absorption control in pseudodisordered photonic-crystal thin films[END_REF]73,[START_REF] Oskooi | Partially disordered photonic-crystal thin films for enhanced and robust photovoltaics[END_REF]. Using the supercell approach is a convenient way to investigate the transition. It could lead to a superior control over the photonic band dispersion and the density of optical states [START_REF] Utikal | Tailoring the photonic band splitting in metallodielectric photonic crystal superlattices[END_REF][START_REF] Rinnerbauer | Superlattice photonic crystal as broadband solar absorber for high temperature operation[END_REF].

In this thesis, we will notably (1) compare pseudo-disordered structures with optimized single periodic patterns, (2) consider the case of an absorbing layer covered by an antireflection layer and bonded on a back reflector layer, and (3) investigate the case of the different thicknesses of c-Si absorbing layers in the solar cells.

Conclusion and perspective

The main principles of solar cells operation, the properties of thin film silicon solar cells and key concepts used for light trapping, were introduced in this chapter. With PC structures, the absorption of thin film solar cells can be substantially increased with regards to non-patterned stacks. In order to increase the absorption in a large wavelength range, an approach consists in perturbing the PC structures to introduce a controlled degree of disorder in the design.

To design robust silicon thin film solar cells including PCs or partly disordered photonic structures, we will use the electromagnetic simulation to perform the optimization. Then with such optimized parameters, demonstrators will be fabricated and characterized.

3. Simulation, fabrication and characterization methods for photonic crystal assisted thin film solar cells

In this chapter, we will present the methodologies of numerical simulation and the fabrication processes dedicated to photonic crystal designs assisted thin film solar cells.

Characterization methods used to assess the properties of the fabricated structures will also be presented.

Numerical simulation methodology

Numerical simulations based on the solving of the Maxwell's equation are efficient methods to design and optimize the solar cell geometry and thus in order to maximize the efficiency, and firstly the short circuit current. Among many methods, the Finite difference time-domain method (FDTD) [1,2] and rigorous coupled wave analysis method (RCWA) [3,4], which could solve the Maxwell's equation either in the time-domain or the frequency domain, are used in this thesis, depending on the available functionalities.

Finite Difference Time Domain (FDTD) method

The finite difference time domain method (FDTD) is one of the most popular technique for the solution of electromagnetic problems [5]. It is a numerical analysis technique to solve time-dependant Maxwell's equation in any geometry by using finitedifference approximation of partial derivatives. In FDTD, space is meshed into boxshaped 'Yee' cells, where the electric field (E) and magnetic field (H) are computed at the edge or face centers of the cube respectively. Bloch boundary conditions with a given phase matching between the edges of the computation window allow the study of periodic structures. Symmetry can be taken into account for faster computation.

All spectra can be obtained in a single calculation, thanks to the simulation of the propagation of short pulses in the structures followed by a Fourier transform. The spectral resolution is the inverse of the simulated propagation time. FDTD method directly provides the electromagnetic field (E) everywhere in the structure, and thus enables a straightforward calculation of the absorption.

In this paper, a commercial software 'Lumerical' based on the FDTD method was used to perform the FDTD simulations [6]. Available but not detailed dispersion models allows to fit the chromatic dispersion properties of the materials with a good accuracy (few percent), but at the cost of a serious increase of the computation time and required resources due to the in time convolution process.

Rigorous Coupled Wave Analysis (RCWA) method

The rigorous coupled wave analysis (RCWA) method is typically used to solve diffraction of a field by a given periodic grating structure at any given wavelength. Two dimensional in plane dielectric function and thus fields are written as a sum of spatial harmonics. A device is divided into a number of z-invariant layers, all having the same in-plane periodicity. The propagating and evanescent diffracted orders in each layer are calculated and analytically propagated through the layers using scattering matrices.

RCWA thus directly provides the reflectance and transmittance of a given stack, in each diffracted order. The accuracy is directly related to the truncation of Fourier series, i.e.

the number of calculated orders. Finally, the direct implementation of the analytical Fourier transform of basic patterns (squares, circles) enables a faster calculation and convergence.

Choice between the methods

The RCWA seems to be well suited for the following studies, since it is dedicated to periodic devices. However, it can be noticed that if the stack requires a fine vertical mesh, the computation time of RCWA drastically increases and is thus comparable, even possibly longer than using FDTD. Moreover, it appears difficult to compute the absorption in a given material of the stack. As using FDTD, such a computation derives from the electric field all over the grid. Using RCWA, these fields are post calculated from the Fourier space, thus possible Gibbs oscillations can affect the accuracy.

In our work, since the calculation of the 3D electromagnetic field was not yet available in our in-house developed RCWA, FDTD has been used for an accurate description of multilayer stacks.

Absorption efficiency and generation map calculations

In the numerical simulations based on FDTD or RCWA methods, we use the unpolarized sunlight as a light source. In the case of square lattice, due to the symmetry of the design, the unpolarized absorption could be obtained using one linearly polarized light, either TE orTM. On the contrary, for the pseudo-disordered structures, the unpolarized absorption is the averaged result of the simulation sunder TE and TM polarizations.

The absorption efficiency (eff) is considered:

      max min max min I A d eff I d               Equation: 3-1
in which λ is the wavelength, I(λ) is the ASTM Air Mass 1.5G solar irradiance spectrum, and A(λ) is the absorption spectrum of solar cell. It represents the ratio between the number of absorbed photons and the total number of incident photons in the incident solar spectrum.

In addition, assuming an efficiency of the carrier collection of 100%, the short circuit current density (Jsc) can be given by: where e is the unit charge of the electron, h is the Planck's constant, c is speed of the light in the vacuum, λ is the wavelength, A(λ) is the absorption, and dI/dλ is the incident solar radiation intensity per wavelength corresponding to the AM1.5G solar spectrum.

Fabrication techniques

Structures optimized by optical simulations are patterned into samples including c-Si layers. In this work, patterning of the targeted complex structures is achieved by electron-beam lithography, which is quite flexible, and reactive ion etching.

Preparation of the thin film solar cell

In this work, we chose to pattern silicon layer with a high quality. Most of layer stacks are based on c-Si. More particularly, we used c-Si layers fabricated by the IMEC PV group, using the so called 'epi-free processes' [7,8]. In this process (Fig. 3-1), the origin substrate (p-type Si, 100) is patterned by deep-UV lithography and reactive ion etching in order to generate pores in Si. The patterned Si wafer is then annealed above 1100°C in order to merge the upper part of Si pillars, so as to generate a c-Si layer on top of a porous layer. The obtained silicon film can then be detached from the initial Si wafer.

Lithography

In order to realize the micro-or nano-scale patterns in a tightly controlled way, nanolithography should be used. Available techniques include electron beam lithography (EBL), laser interference lithography (LIL) and nano-imprint lithography (NIL). While NIL and LIL are high throughput techniques, they are not suited to flexible fabrication of complex nanopatterns. Indeed, NIL needs the pre-patterning of a master stamp. For this reason, we chose to use EBL in this thesis, although patterning is then highly time consuming.

Electron-beam lithography

Electron-beam lithography (EBL) [9] is a nanofabrication technique which allows the direct writing of structures down to sub-10 nm resolution. It involves the exposure by a highly focused electron beam to dramatically modify the properties of an electro-sensitive resist, enabling selective removal of either the exposed or non-exposed regions of the resist during the development step.

We have used an Inspect F FEI scanning electron microscope (SEM), including a laser alignment stage, connected to an Elphy Plus external module operated by the Raith lithography software. This equipment is available in the Nanolyon technological platform.

This system is operated with an electron beam at 30kV, with a current of around 10pA. This enables to realize a photonic crystal over 100×100µm in 20 min in a single exposure step to obtain a photonic crystal of hole with a 675nm period and a 220nm radius. In order to cover a millimeter square area, which is necessary to realize small prototypes of solar cells, exposed fields need to be stitched. This can be achieved using the available laser stage, but at the expense of the exposure time. Indeed, generating a 1mm² area takes 30 hours.

While this process was used to realize structures that can be characterized by micro-reflectometry (see below), larger structures are necessary to realize solar cells.

To achieve this, we have attempted to reduce the exposure time by changing several parameters, like the diaphragm and spot size (related to the electron beam current), and the field size. Unfortunately, the effective lithography time does not depend so much on the beam current. Additionally, modifying the field size from 25µm² to 100µm² led to a duration decrease of only 18%, while leading to high mismatch at the field boundaries (Fig. 3-2a). This limited control illustrates that the lithography time is mainly related to the calculations performed to control the beam, rather than the resist exposure itself. Therefore, we started to develop a routine enabling to control directly the beam position, point by point, and reducing the number of points needed to realize a single hole. Firstly, holes with small radii can directly be obtained with a single point exposure, with a high dose (in micro Coulomb). (Fig. 3-2b). Secondly, for bigger radii, several points should be exposed to realize a single hole. The hole size can be adjusted by controlling the dose on each point, as shown in Fig. 3-2c and 3-2d. While this process enables a substantial gain in terms of lithography time, which leads a 20% gain in time compared to the directly elemental-based method, it is necessary to further control the parameters to realize holes with well-controlled shape and size. This optimization was beyond the scope of this PhD. Considering the difficulty to realize millimeter square areas using our EBL system, we have considered using an industrial EBL machine (JEOL6300FS), available in the Renatech PTA platform in Grenoble. It was then possible to realize photonic crystals on 1mm² in 10 hours. From the SEM images shown in Fig. 34, we can realize the obtained holes are quite homogenous and circular. We chose to use this equipment to realize complex photonic patterns over wide areas. These last lithographies were done by Céline Chevalier.

Other lithography technologies

Laser interference lithography (LIL), which is also called 'laser holographic lithography (LHL), is a pattern definition technique capable of defining micrometre and sub-micrometre large area periodic patterns [2,3,10,11]. The basic principle is the interference between two optical beams, split from a coherent laser source. When recombined, these beams form a standing wave at the surface of the sample covered by a photosensitive resist.

Nanoimprint lithography (NIL) is a nonconventional lithographic technique for high-throughput patterning of polymer nanostructures at great precision and at low costs [12,13]. Compared to the traditional lithographic technologies, e.g. EBL, LIL, which the patterned structure is achieved through the use of electrons or photons by the modification of the properties of the photoresist, NIL relies on direct mechanical deformation of the resist material. Therefore, it can achieve resolutions beyond the limitations set by light diffraction or beam scattering that are encountered in conventional techniques.

Reactive-ion etching

Reactive-ion etching [14,15] (RIE) is a widely used plasma etching method, well suited to micro-and nano-structure fabrication. This dry etching method, involves a high-speed stream of glow discharge (plasma) of an appropriate gas mixture, to transfer Key parameters need to be adjusted to realize the targeted patterns. They include the chamber pressure, the composition of the gas mixture, and their corresponding flow rate, the plasma power and the etching time. For example, a vertical sidewall pattern in c-Si stack shown in Fig. 3-5a is obtained with mixture of SF6 and Ar with low pressure (15mTorr). Conversely, if we need a rounded sidewall shape, the recipe should be more chemical, with a high pressure (100mTorr), and a gas mixture of SF6/CHF3/O2. As the patterns with the vertical sidewall will be presented in the thesis, we will adopt the recipe as shown in Table . 3-1 to perform the RIE process. 

Characterization techniques

We first observe the topography of the fabricated sample to check out its quality, and to enable the comparison between numerically optimized parameters, and the geometry really achieved. This is achieved by scanning electron microscopy (SEM)

and atomic force microscopy (AFM) measurements. The subsequent step is to optically assess the quality of the fabricated sample.

Optical assessment

If the photonic structures are realized by EBL, their area will be limited to a few 100x100µm². Therefore, the absorption of the thin film solar cells cannot be measured using an integrating sphere. Thus, we will resort to a micro-reflectivity set-up that was built at INL. The schematic view of the set-up is shown on Fig. 3.6. On the top, a nearly collimated white light is focused onto the nanopatterned structures through a long-focal microscope objective. The back reflection of the structure is collected through the same objective lens and then analysed using a spectrometer. This setup enables to measure pattern areas smaller than 100x100µm². However, in order to reduce the numerical aperture, and therefore the collection of angles of incidence, one should use patterned areas as large as possible. Lastly, one should note that this measurement may be used to evaluate the absorption only if the transmission is zero, which is the case if the patterned layer stands on a metallic back reflector. Moreover, this measurement method does not guarantee that all non-absorbed photons are collected.

To overcome these limitations, or to assess the appropriateness of microreflectivity measurements for such structures, absorption measurements should be made using an integrating sphere on a limited set of nanopatterns realized over millimetre or centimetre wide areas.

Numerical optimization of the photonic crystal structure assisted thin film solar cell

In this chapter, we will investigate numerically the influence of different kinds of PC patterns in thin c-Si (less than 2μm thick) solar cells, as well as the corresponding optimization of the absorption. We focus on arrays of cylindrical holes and inverted nano-pyramids structure. The comparisons of absorption spectra between the different structures will be analyzed. The corresponding generation rates of the solar cells are calculated in order to perform the electrical simulations. The PC patterned thin film solar cells stack was considered firstly on the silicon substrate and then on the metal back reflector. At last, a dual patterned cylindrical holes design is proposed in order to further increase the absorption of the solar cells, especially in the long wavelength range.

Thin film solar cells stack composition

As introduced previously, the single homojunction made of c-Si cannot take full advantage of the solar energy. Therefore, the simplified heterojunction concept by the deposition of a doped a-Si:H layer on the crystalline wafer [1,2] is considered, so as to target a higher conversion efficiency.

The considered thin film heterojunction silicon solar cells typically consist of, from the top to the bottom, an ITO front electrode, an amorphous hydrogenated silicon In order to characterize the net absorption, the absorption in the active layer including the nanopatterns needs to be measured. For the better understanding of the influence of the geometrical parameters of the PC structure assisted the thin film solar cells and meanwhile to obtain the maximum enhancement, the optimization on the geometrical parameters of PC structure will be carried out.

Simulation detailed methodology

In this chapter, we simulated the structures with the commercial software 'Lumerical' based on the finite difference time domain numerical method (FDTD) described in the previous chapter. In the settings of the software, the mesh setting (mesh=3 over 8, non-uniform mesh) and the simulation time (1000fs, depending on the thickness of the stack) ensure a good accuracy within reasonable computational time and memory. For the boundaries condition, the perfectly matched layers (PML) were used in the z direction on both the top and bottom. Due to the square symmetry of the periodic PC structure, only one single x-axis polarized light source was used in the simulations. Besides, symmetric (along y-axis) and anti-symmetric (along x-axis) boundary conditions enable to reduce the simulation requirements under normal incidence.

As discussed in the previous sections, the net absorption of the thin film solar cell should be calculated then optimized in the numerical process. As we use the continuous a-Si:H and ITO layers to cover the c-Si layer in the design, it is necessary to detect the absorption of the c-Si layer, named the 'local absorption', by distinguishing the other materials. However, in the FDTD simulations, the structure geometry is described on an orthogonal mesh, as well as the monitors. Therefore, for the inverted nano-pyramids and cylindrical holes, monitors have been set as close as possible to the profile, following a staircase approximation that is also used for the index profile of the material.

If there are two absorbing materials, a series of staircase monitors are required in each material. The absorption in the corresponding layer is thus calculated by making the difference of the summation of all detected incident light and the emergent light in each staircase monitor, and possibly by the average between the two surrounding staircase monitors.

Optimization of PC structure in thin film solar cells on silicon substrate

The transverse schematic view of the thin film solar cells stack is shown in Fig. In the nano-pyramid patterns, the angle (54.7°) is dependent on the silicon property and the relevant anisotropic wet etching process [3]. Potassium hydroxide (KOH) is the typical anisotropic wet etchant for the silicon, which the silicon crystal planes (100) are etched 200 times faster than the planes (111). Finally, the etching is terminated when only the slow etching planes (111) are presented. The etching depth is determined by the mask opening (Λ and ff) and the angle between the (111) and (100) planes, 54.7° [4].

In the numerical simulation, we will consider the parameters of the PC structure (Fig. 4-2), period (Λ), the air surface of the filling fraction (ff, by a²/Λ² for the nanopyramids or πr²/L² for the cylindrical holes, a(r) being the length (radius) of the air hole)

and the etching depth (only in the case of cylindrical holes structure, since for the nanopyramids structure this parameter is set by the angle 54.7° from the wet etching of the c-Si). For sake of simplicity, we restrict to three different periods (300nm, 450nm and 600nm) to perform the optimization for both inverted nano-pyramids and cylindrical holes patterns. Then we tuned the other parameters, i.e. ff and the etching depth, to find the highest efficiency with the two types of the patterned structure in each period. The absorption results about the inverted nano-pyramids structures are shown in Fig. 4-3a, b and c. The larger absorption is obtained for large (0.7), but not the largest (0.8) ff for each period. Considering the three different periods with the corresponding optimized ff, the largest period and so the deepest etching leads to the largest absorption.

That is mainly because the large volume of the patterns will provide the more possibilities of the light coupled into the increased modes [5,6].

Concerning the results of cylindrical holes are shown in Fig. 4-3d, e and f, it is noticeable that over the considered range and for the given steps, only one maximum is observed. The hot spot range with the parameter of the ff is relatively stable in the 0.2-0.4 range. The optimal etching depth increases with the period. Similarly, in the case of the inverted nano-pyramids, the optimized design with a large period of 600 nm exhibits the best absorption efficiency. In the designs with inverted nano-pyramids structure, the structures with the three periods exhibit almost same performance in the wavelength range of 300-400nm. In the wavelength range of 400-600nm, the period 450 has a best absorption, conversely, the large period of 600nm has a better performance in the wavelength range of 600-1100nm.

In designs with cylindrical holes structure, the period of 450nm has a relative high absorption in the wavelength range of 300-400nm, while it is lower than the period 600nm in the rest of wavelength range. In the consequence, the absorption spectra are not clear to tell the best design, so that Jsc will be used in the following. It also could be noted that the period is a critical parameter in the PC structure, which needs to be optimized. Absorption spectra of each layer in the silicon-based substrate of the thin film solar with the two best different patterns for the period 600 nm are shown in Fig. 4567. Firstly, for the c-Si layer in Fig. 4-7a, compared with the unpatterned design, both the PC patterned designs exhibit a higher absorption in the 300-1000nm wavelength range.

More precisely, the stack with the inverted nano-pyramids has a higher absorption than the cylindrical holes below 500nm. This corresponds first to a lower reflection of the inverted nano-pyramids patterned stack (Fig. 4-7b). This is derived from a gradual change of the index by the inclinations of the nano-pyramidal shape at the wavelengthscale.

Secondly, we will consider the absorption of the other layers, i.e. a-Si:H and ITO, with these two different PC structures. In the absorption spectra of the a-Si:H layer shown in the Fig. 4-7c, the absorption is also higher with inverted nano-pyramids than with the cylindrical holes structure in the wavelength below 450nm, . This confirms a better anti-reflectivity with the inverted nano-pyramids design. The parasitic absorption of the ITO layer (Fig. 4-7d), is lower using inverted nano-pyramids than using the cylindrical holes structure.

It is noticeable that for both structures the parasitic absorption is larger at short wavelengths, whereas, in the long wavelength range, the light can reach the c-Si, but the absorption is quite low. Therefore, it is necessary to add a back reflector to simply increase the optical path length in order to further enhance the absorption in the c-Si layer.

PC structure applied to thin film solar cells on a metalsubstrate stack

In this section, we will use the complete thin film solar cells stack with the back metal instead of the silicon substrate. Meanwhile, we add an optical spacer [7][8][9] between the back surface field (BSF) layer and a back metallic contact as depicted in If this back interface is expected to increase the efficiency, by increasing the optical path length in the active c-Si layer and thus the absorption, it requires also a complex fabrication process including a bonding step. In our numerical calculations, a 1.1µm thick weakly doped c-Si layer was chosen as the active layer, meaning that the absorption in the BSF (modeled with the same index as the c-Si for sake of simplicity)

is not taken into account, due to the high doping concentration if this layer. This could correspond to a film obtained by the epi-free technique (see previous chapter), which the corresponding optical indices are given in annex 1.

Absorption optimization

The optimization process on this complete thin film solar cells stack is almost similar as before, but with additional parameters. From the analysis in the previous section, the period is an important parameter so that it has been tuned during this optimization process. As the thickness of the optical spacer could change the absorption of the thin film solar cells, we will consider it as another parameter that needs to be optimized. Since we introduced two additional parameters compared to the previous For the cylindrical holes, at the beginning of the optimization of all the parameters, the thickness of the optical spacer was set to 110 nm. It will be tuned after the preliminary optimization of the rest of parameters. Other parameters are tuned, i.e. period in the range [500;800] nm, filling fraction [0.2;0.5] and etching depth [50;200] nm, with steps of 50 nm for the period, 0.05 for the filling fraction (ff) and 50 nm for the etching depth, to find the hot spot range, in which the parameters are closer to the optimal values. Due to the large step used in the first optimization, we take the top two hot spot ranges (Fig. 456789) in the following optimization process, corresponding to the highest Jsc (17.65mA/cm², period 600nm, ff 0.3 and etching depth 100nm) shown in . 4-1) in the previous step were used and then we just changed the thickness of the optical spacer layer parallel to find the best in a precise step.

Systematically, the similar refinements were performed by using the parameters of the highest Jsc in the previous and then only one variable was tuned, such as the period or the ff, with smaller steps each time. After several circular simulations (see Table 4-1), the optimized parameters of the thin film solar cells could be determined. It can be noticed that the optimized ff = 0.29 is far from extreme values (ff ~ 0 or ff ~ 1), since ff ~ 0 would lead to a too weak coupling on the incident light, and ff ~ 1 would lead to multiple scattering. If ff is in between, the situation corresponds to that of PC with bandgaps and band-edge modes, so slow Bloch modes, which will enhance the absorption [10].

The same optimization process is performed on the inverted nano-pyramids PC structure, where the etching depth is related to period ff. Such a "manual" method has been preferred to a more "blind" optimization algorithm such as genetic algorithm or particle swarm optimization. The optimized Jsc with the cylindrical holes PC structure is 18.02mA/cm², with a period of 580nm, a ff of 0. Furthermore, it should be noted that the configuration of the stack for unpatterned case is based on the parameters of the optimized inverted nano-pyramids design, in which the Jsc is higher than the one based on the cylindrical case. Despite an overestimated absorption due to the fitted index above 700nm in the numerical simulations, the absorption in the design with the inverted nano-pyramids structure is much better than the one with cylindrical holes. This tendency is similar to previous results in the literature for thicker films [11].

However, focusing on the large wavelength range of the two nanopatterned PC structures, both of them exhibit sharp and densely packed peaks. The inverted nanopyramids PC structure exhibits better performance, which all the sharp dense peaks are above the reference structure. Conversely, the cylindrical holes PC structure exhibits relatively weaker performance, especially in the wavelength range between 900 and 1100nm, in which the valleys of the peaks in the absorption spectrum are lower than in the reference structure. So it means the light trapping abilities of these PC structure should be developed, especially for the cylindrical holes case in the large wavelength range of the spectrum. These researches of the development on the advanced design will be introduce in the following chapters.

Generation rate

As the absorption of the active layer with two kinds of PC structures has been already studied, we are now considering possible opto-electronic simulations. As described in chapter 2, the required generation rate parameter (G) is given by the equation. Then we chose generation rate on several cross sections on the top and the profile of the c-Si layer, which is the middle depth of the pattern (≈55nm) and the half of the period (the central cross-section) in the x/y direction. Based on these images (Fig. 4-11), we can clearly see the distribution of generated electrons. The higher generation rate is in both sides of the structure. In the contrary, at the vertex point of the etching, the generation rate value is very low, leading possibly to low surface recombination.

Combined front and rear PC cylindrical holes structure

The previous absorption enhancement might appeared limited in the long wavelength range, especially for the cylindrical holes structure. Therefore, a longer photon lifetime is necessary to take full profit of the optical resonances of the structure.

One of the solutions is to introduce the PC structure also at the back interface to increase the absorption of the solar cells [12][13][14][15]. It diffracts the non-absorbed propagated light into the active layer, which is equivalent to increase the light path length. This concept in 1D grating structure has been developed in former studies [16] and proved numerically an enhancement of Jsc. In this section, such a pattern with dual 2D cylindrical holes structures is proposed to further increase the absorption at large wavelengths.

As shown in the schematic view of the design in Fig. 4-12, the whole solar cell stack is composed, from bottom to top, of a silver layer as the back contactor and reflector, the zinc oxide (ZnO) layer (as an optical spacer, 100 nm), the 6 µm thick c-Si active layer lying on a highly doped c-Si acting as a BSF layer (100 nm), passivated by the conformal a-Si:H layer (20 nm) and then covered by the continuous ITO layer (50nm on horizontal surfaces, and 7 nm for the sidewalls). The ZnO was used instead of ITO since it can be less absorbing. The periodic cylindrical holes structure were introduced on the top (ITO, a-Si:H and c-Si) layers and the bottom silver layer is filled with ZnO, with 4 cylindrical holes in a 2x2 supercells on the top and one single cylindrical holes on the bottom in one period. It can be noticed that as the pattern must be periodically repeated for the simulation, the period has to include integer numbers of patterns both on the top and the bottom gratings. The optimization method by tuning the geometry of the PC patterns was performed in this structure for the specific c-Si thickness of 6µm. Furthermore, we also simulated the designs with only top patterns in order to put into evidence the absorption enhancement of the dual patterned design. For an optimized dual cylindrical holes design, the period is 680 nm, the filling fraction (ff) on top for each holes is 0.1 and on bottom is 0.5, and etching depth for the hole on top is 150 nm and on bottom is 200 nm respectively. The corresponding Jsc is 32.96mA/cm², which is 2.39mA/cm² higher than the simple single front cylindrical holes structure. Since we have already realized the patterned structure could reduce the reflection compared to the flat design in the short wavelength range, we will focus on the large wavelength in a range, i.e. 600-1100nm. Then with this supplement pattern on the rear layers, the absorption will have denser peaks and meanwhile increase the amplitude of certain peaks, as shown in Fig. 45678910111213.

Indeed, the absorption of the thin film solar cell might be further enhanced because of the introduced second PC patterns at the interface between the optical spacer and the back mirror, so without patterning the silicon at the back side and thus preventing from any additional surface recombination. However, this introduced pattern needs more steps during fabrication process, resulting in an additional cost. Under this situation, we need to propose a simple design applying to the thin film solar cells in order to obtain high absorption, and meanwhile keep the design more realistic.

Conclusion and perspective

In this chapter, we have proposed the two kinds of photonic crystal structures: the inverted nano-pyramids and the cylindrical holes, applied to the complete thin film solar cells on the top of the layers, including the absorbing c-Si layer, which is much closer to a realistic solar cell. By performing the numerical simulations based on FDTD method, the optimized designs were realized and then it clearly evidenced the PC structures will help the thin film solar cells to have a higher current densities (Jsc) with a relative increase respectively of 56.4% and 104.8% compared to the unpatterned stack.

Meanwhile, from the analysis of the absorption in each layer, the inverted nanopyramids structure has a better performance than the cylindrical holes structure, which is mainly due to a more robust anti-reflectivity property and a higher coupling light efficiency in the longer wavelength range. Additionally, we calculated the generation rate map for the electronic simulations. At last, a second cylindrical holes structure introduced on the bottom of the thin film solar cell in order to compose a dual cylindrical holes design to increase the absorption in the long wavelength range, with a current density 2.39mA/cm² higher than the front patterned cell.

All in all, the absorption of thin film solar cells with one single periodic PC structure is better than the unpatterned flat design, while it is still low in the large wavelength range. Indeed, adding a second pattern will increase the absorption but it also increases the cost at same time. So in the next chapter, we will focus on an advanced designs to further increase the absorption and maintain the cost.

Simulation and fabrication of pseudo-disordered PC structures assisted thin film solar cell

We have designed square lattice PC structures that will increase the absorption of the thin film solar cells. However, the absorption in the long wavelength range is still low. This is due to the limited spectral density of modes of the PC. Thus, we choose to use pseudo-disordered structures made of a supercell periodically repeated in a square lattice. The supercell is then a random set of cylindrical holes. Such patterns can still be simulated with the RCWA or FDTD methods as previously. For the fabrication, direct writing method such as electron beam lithography (EBL) will typically be required for a first sample or for a mask that can be replicated by a nanoimprint lithography.

A previous work in the group [1] has numerically demonstrated the interest in a 200 nm thick a-Si:H layer on glass. If this structure was easy to analyse thanks to a reduced number of guided modes, the interest for PV is very limited.

The first objective of this chapter is to check the potential of this approach in a more realistic solar cell configuration, based on bonded c-Si with a metallic layer. Then, some samples can be realized and characterized. In the next chapter, we will go deeper in the analysis and optimization of the pseudo-disordered patterns.

State of the art

As stated in the previous chapters, the light trapping strategy based on the PC structure applied to the thin film solar cells will increase the absorption compared to the unpatterned reference. [2,3]. However, the absorption in the long wavelength range still lower than the expectation, especially for the cylindrical holes structure. This is because only a few diffraction orders could be exploited to the light trapping in the ordered structures. This approach is highly efficient only for specific wavelengths and angles as traduced by the high quality factor peaks obtained on a typical absorption spectrum, in the large wavelength range, where the absorption of the c-Si is very low.

So the advanced design should be introduced in order to enhance the absorption in the long wavelength range. As an example, the proposed complex design that combines a front and a rear PC structure [4][5][6][7] can overcomes this value by adding new optical modes and tailoring the reflection at the bottom interface of the solar cell. Still, this approach is technologically quite complex.

The mechanism of light coupling and trapping into thin film solar cells can be improved by using additional resonant modes in the long wavelength range. To achieve this, introducing a certain degree of disorder in a periodic structure has been considered

during the past years. However, in most of these investigations, the performance of disordered structures [8][9][10][11], partly disordered structures [1,[12][13][14][15][16][17][18][19] or quasicrystal structures [20,21] are compared to non-optimized ordered structure [8,9,11,13,17].

Furthermore, most of these theoretical investigations consider the sole absorbing layer [1,8,13,18,19], i.e. without a back metal layer, or nanopatterns which fabrication appears highly challenging [14,22] In our approach, we first considered a fully optimized and robust simply periodic PC structure, as a reference. Then, by using the parameters of the optimized PC structure, a supercell was made of randomly positioned holes periodically repeated in a square lattice in order to define a pseudo-disordered photonic crystal [1]. Such an approach allows to quantify the magnitude of disorder introduced in an optimized design and to engineer the optical resonances related to the periodic nanopattern.

Meanwhile, our approach was conducted on a technologically realistic thin photovoltaic stack [23], where the thickness of the absorbing layer was chosen in order to eventually achieve a high absorption. Lastly, the nanopatterned design with carefully positioned holes was chosen, so that the design could be implemented with a conventional lithography technique with a reduced effort compared to complex and very small patterns that have been proposed elsewhere. Finally, in order to avoid additional surface passivation issues in future development, we kept a lattice of cylindrical holes to prevent any extra sidewall or nanopatterned shape differences, and enabled to use the same conformal depositions conditions for the subsequent passivation of the nanopattern.

Thin film solar cells design and simulation methodology

In order to clearly reveal the influence of the presented pseudo-disordered structure, we focused the quite simply stack which is an absorber (c-Si) on a back contact in this chapter. More precisely, the stack under consideration is a 1μm thin c-Si film (see annex 1) bonded onto a 1μm thick aluminum (Al) layer on a glass substrate as depicted in Fig. 5 In the photovoltaic solar cells, the increase of the absorption should be the net enhancement in the active layers, but it is not easy to be detected in the experimental characterization process. Under this condition, a trade-off by using the result of the reflection or total absorption of the thin film solar cells will be taken into account. We used the rigorous coupled wave analysis (RCWA) method to implement the numerical simulations, the material optical indices used are presented in appendix. Unpolarized AM1.5 light at normal incidence was used to mimic the solar illumination in the 300-1100nm range. By tuning the parameters, i.e. period, ff and the etching depth, with the same optimization methodology as in the previous chapter, the optimized parameter was with period of 657nm, a ff of 0.42 and an etching depth of 213.5nm. These values are in good agreement with results obtained on a quite similar stack [14], but slightly different from our optimal values in the previous chapter due to the lack of top layers. The optimized absorption spectrum is then plotted in Fig. 5-2 and compared to the absorption spectrum for the unpatterned case. The square lattice of holes PC structure is highly efficient for specific wavelengths and angles due to the periodicity; this corresponds to the shark peaks displayed in Fig. 5-2 compared to the unpatterned case. Thanks to the PC structure, the integrated absorption is enhanced from 37.7% (the unpatterned case) to 70.7% (optimized square lattice of holes PC structure), which the corresponding relative enhancement in a value of 87.8%. Among these obtained results in pseudo-disordered structure, the best of them that is corresponding to an optimized design will be compared to the optimized simply periodic structure, and discussed. The absorption spectra corresponding to these two structures are plotted in Fig. 5-5. For this selected structure, the expected integrated absorption is as high as 72.5%, which corresponds to an absolute increase of 1.8% (and a relative enhancement of 2.6%) compared to the previously optimized square lattice of holes. Then we divide the spectrum in two parts, with a 700nm boundary. Below 700nm, the absorption spectra in the optimized square lattice of holes and the best pseudo-disordered structure exhibit almost similar performance, they have the same number of the peaks and only smaller offset exist in the corresponding peaks, but the integrated absorption is kept same (only 0.7% relative higher in the pseudo-disordered case). Above 700nm, even if the pseudo-disordered structure appears to have less absorption peaks than the optimized square lattice of hole, this structure exhibits more modes thanks to the introduced perturbation, as expected since the period of the supercell is larger than the one of the square lattice of holes. As the amplitude of these peaks is small, the result is a broadening of the peaks and then the number of visible peaks decreases. However, as it has been shown in a previous work [1], such a broadening can be benefic for the integrated absorption. Finally, the integrated absorption in the pseudo-disordered structure is 4.7% larger than the one of square lattice of holes, and the effect of the disorder is mainly focused in the long wavelength range.

Fabrication process and measurements methodologies

In this section, we focus on the realization and characterization of square lattice of holes structure and the pseudo-disordered structure. As all these patterned structures are defined at the nano-metric scale (in size as well as in position of the holes), the lithography technique requires a high resolution and a large flexibility. So we resort to Electron Beam Lithography (EBL) [24,25] and Reactive ion etching (RIE) to realize our optimized square lattice of holes PC structure and the best pseudo-disordered PC structure design in the 1µm thick c-Si layer stack [1,10,12,17]. After the structures are patterned on the stack, the characterization will be performed on their topography and the optical property.

Si stack and nanolithography

The 1µm thick mono-crystalline silicon layer stack fabricated by epi-free was chosen for the thin film solar cells. The c-Si was bonded with a 1µm thick aluminum layer on glass and 200nm thick SiO2 as the hard mask layer. In order to reduce the error between the experimental result and numerical result, the size of the patterned area was limited in order to make sure all the structures fabricated in a single run process. The sample was then developed in the solution of Aluminum Etchant Type D during 2min 30s, to remove the Al layer. Then the exposed area could be removed by the developer MIBK/IPA 1:1, during 45s at a room temperature, and the sample is then rinsed in isopropyl alcohol ((CH3)2CHOH). Lastly, the sample is dried and baked at 100°C on a hot plate for 1 min.

Reactive ion etching (RIE) process

Next step is transferring PMMA patterns into the underlying c-Si layer. We use reactive ion etching (RIE) [26] and more specifically the recipe shown in Table As we will use this kind of structures as model structures, we chose to perform the realization of two optimized structures based on the previous optimization on the metalbased stack: the pseudo-disordered structure that exhibits the highest absorption and the square lattice of holes that will be used as a reference (Fig. 56789). Lastly, we choose to limit the size of the patterned area to 300x300μm², which is a trade-off between the time needed to realize the structure and the mismatch between optical simulation and characterization. In the range of 500-800nm, the reflection in the experiment is lower than the theoretical case. In order to achieve a better correspondence between the theoretical and experimental results, we should take into account the profile of the incident light. Indeed, in experimental process, the structures are not illuminated by a plane wave, but by a Gaussian beam profile. Thanks to the 300x300μm² size of the structure, small magnification objectives (x5) can be used with a corresponding reduced numerical aperture of 0.14. In order to achieve a good agreement between experiment and simulation with the square lattice of holes structure, the usual theoretical reflection spectrum (obtained for a plane wave under incidence) is replaced by the reflection spectrum obtained for a Gaussian beam under normal incidence mimics the experimental incident light, which the Gaussian beam is a summation of plane waves under different angles and has a waist of 60 µm. Such a substitution increases the computational time by a factor directly proportional to the number of plane waves used in the summation. Thus, such simulations can be performed within a reasonable time only for the square lattice of holes.

Let us now compare the theoretical spectrum obtained with the Gaussian beam simulation (Fig. 5-11b) with the experimental spectrum (Fig. 5-11c). In the range of 800-1000nm, the number of peaks, the quality factor and their contrast are in much better agreement. However, in the range below 800nm, while the peak positions match well, their maxima somehow disagree. This difference is probably mainly due to the small roughness (<<1nm in rms) of the remaining SiO2 layer. With the microreflectivity set-up, the roughness will increase the amount of leaky reflected light in the measurement, resulting in an unexpected low measured reflection. Moreover, due to the limitation of this micro-reflectivity set-up, the large orders of the reflected light could not be captured by the detector, which is diffracted into the air. That could cause a low reflection in the experimental measurement compared to the result of numerical simulations. In order to study the effect of the pseudo-disordered structure, we limit the simulation to the case of a plane wave at normal incidence to compute the absorption of our thin layer with or without disorder, as depicted in Fig. 5-3b. In this theoretical result (Fig. 5-12a), the pseudo-disordered structure behaves almost same way as the square lattice of holes structure in the wavelength range below 700nm, the same remark can be made for experiment result (Fig. 5-12b). According to this agreement in both the square lattice of holes and the pseudo-disordered structure, we can conclude that the designed pseudo-disorder has no effect on the absorption for these wavelengths. As analyzed in the previous paragraph, the experimental results have a lower reflection compared to the simulation cases; we can conclude that the designed pseudo-disorder has less influence than the remaining slight roughness in the SiO2 layer and imperfection in the holes circularity. While the latter leads to a better impedance matching with the air, the former tends to induce an additional disorder that broadens the peaks on the reflection spectrum.

In the 700-1000nm wavelength range, the sharp peaks of the square lattice of holes are broadened in the pseudo-disordered structure on the theoretical spectrum (Fig. 5-12a). The expected sharp peaks in the pseudo-disordered case are related to the limited diffraction efficiency of the incident plane wave into the added orders, even if their intensity can be small. However, as the experimental incident light is a Gaussian beam, the coherence of this light is lower than the coherence of the theoretical plane wave.

Thus, these sharp peaks are not visible on the experimental spectra shown in Fig. 5-12b.

For the wavelengths between 700-1000nm, the experimental reflection (Fig. 5-12b) of the pseudo-disordered structure is almost always lower than for the square lattice of holes. Finally, a broadening of the absorption peak is visible near 875nm and 925nm on the experimental absorption spectrum, in the case of the pseudo-disordered structure.

Thus the pseudo-disordered structure exhibits a significantly higher absorption than the square lattice of holes as expected theoretically.

From these results related to the two different designs both in experiments and the simulation, the introduced pseudo-disordered structures do not change the reflection in the short wavelengths. The lower reflection in the experimental spectrum in the short wavelength is mainly due to experimental fluctuations on the surface roughness and the circularity of holes. In the long wavelength range, the discrepancies between the illumination condition in the numerical and experimental cases (mainly Gaussian beam vs plane wave), and also considering the remaining roughness and non-uniformities of the pattern in the fabricated structures, the reflection spectra exhibit broad peaks which could artificially increase the measured integrated absorption. Still, introducing a pseudo-disorder in a simply periodic PC does lead to a reflection decrease in the long wavelength range.

Taking into account all these remarks, we will now consider the impact of the pseudo-disorder on a thin c-Si layer bonded onto a metal layer standing on a glass substrate.

Crystalline-Si-Aluminum-based nanopatterned absorber

In this section, we will consider the 1µm thick c-Si layer bonded on the Aluminum metal layer stack as depicted in Fig. 5-1a. Using the same experimental process as performed the previous on the SOI stack, we could to obtain the patterned stack as designed in the numerical simulations. Due to large group of the structures that are fabricated by the EBL, the size of the structure is reduced to 100x100µm², also in order to complete all the structures in a single run of EBL to limit the discrepancies and experimental fluctuations. At the beginning, we focus on the reference structure: square lattice of holes, the experimental integrated absorption (81.2%) is higher than the theoretical result (75.6%).

It can be notice that 3 different experimental results are presented for the square lattice of holes structure, and this spread of the values is related to geometrical imperfections; while all of them are below the value which can be achieved for pseudo-disordered cases.

Next step, we will switch to the pseudo-disordered structures. Due to the fluctuations on the surface of the sample and the imperfect uniformity of the holes, we chose the relative good surface morphology of 5 pseudo-disordered structures among 10 designs in each mean shift value in the experimental case. Then the integrated absorption of the experimental and the corresponding theoretical pseudo-disordered structures are marked with different symbols and colors, as plotted in Fig. 5-13. All the experimental results overpass the theoretical results. We then compute the mean value of integrated absorption for the theoretical and experimental pseudo-disordered structures; the two curves exhibit almost the same behavior. First, both the experimental and theoretical absorption increase with the small increase of the mean shift value. Then if the mean shift value is further increased, the mean absorption does not increase anymore. The main difference between the 2 curves appears in the case of the highest mean shift value, which clearly decreases only in the theoretical case. Meanwhile, as the mean shift value increases, the available range for the integrated absorption increases experimentally as well as theoretically for the highest experimental mean shift.

Even if the average value of the measured optical absorption is 5.7% higher than the simulated one, the maximal enhancements of the averaged value due to the pseudodisorder are quite comparable in the experiments and simulation (around 1.7% in absolute value). For the best pseudo-disordered structure, the experimental integrated absorption increases by 2.1% compared to the square lattice of holes which a little bit less than the theoretical increases of 2.7%.

(a) (b) Considering the difference between the theoretical and experimental results, the offset of the integrated absorption (+5.7%) can be explained by the quality and the area of the patterns. Firstly, it can be noticed that a small roughness is exhibited on the circular shape of holes in the SEM view (Fig. 5-14a). Meanwhile, with the Atomic Force Microscope (AFM) measurement (Fig. 5-14b), we can clearly see that the roughness of the thin c-Si film on metal is significantly higher than on previous SOI wafer. For instance, the peak-to-valley highlighted by circle spots exhibit a topographical difference that is more than 10nm. Moreover, as the size of the patterned area decreases from 300x300μm² to 100x100μm², we used a higher magnification microscope objective to detect the reflection. It could lead to an increased discrepancy between the experimental and the theoretical illumination conditions.

Conclusion and perspective

Using RCWA simulation, we introduced a solar cell design based on a 1µm thick c-Si layer standing on an Al layer, patterned as an optimized photonic crystal including a controlled disorder. This, as expected, led to an almost two-fold increase of the optical absorption, over a broad and relevant wavelength range. The integrated absorption enhancement overpasses that expected using a fully optimized square lattice photonic crystal pattern, while its fabrication can be achieved using exactly the same process. In order to further demonstrate the interest of these complex nanophotonic patterns, experiments were performed on simply periodic and pseudo-disordered nanopatterns.

Model structures were first patterned in a Silicon-On-Insulator wafer, in order to highlight the influence of experimental fluctuations related to the process imperfections, and the impact of the illumination conditions on the expected absorption spectra.

Technological imperfections mainly increase the optical absorption in the active c-Si layer at the shortest wavelengths of the solar spectrum. Then selected pseudodisordered patterns have been patterned in a thin c-Si film bonded on top of the metal layer. The experimental integrated absorption measured in this solar cell stack almost exhibits the same behavior as the theoretical one, despite a constant offset. Compared to a simply periodic photonic crystal, the best pseudo-disordered structure enhanced the optical absorption up to 2.1%, which is in good agreement with the 2.7% increase expected theoretically.

The optical study involved in this work will be further extended to the case of a fully functional solar cell, enabling electro-optical characterization. As the considered stack in this work is closed to a realistic c-Si solar cell stack, the design modification will be limited. The remaining challenge stands in the fabrication of nanopatterns over square centimeters using the replication of a large master stamp fabricated by EBL and RIE.

6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell

In this chapter, we will deeply analyze the influence of the pseudo-disorder on the thin film solar cells with numerical RCWA simulations. The pseudo-disordered structure introduced in the 1µm thick c-Si layer stack in the chapter 5 leads to a larger global absorption than the optimized pure periodic cylindrical holes structure both in the numerical and experimental cases. However, the considered stack has no ITO, the thickness is very limited, and the mechanisms of the possible light trapping improvement need further investigation. Meanwhile, a basic stack composition to complete the solar cells, which contains the ITO and metal contact, should be used in the simulations. Therefore, we use RWCA method to optimize the net absorption of pseudo-disordered designs in a realistic solar cell stack with a 1, 2, 4 and 8µm thick c-Si layer compared to the corresponding optimized simply periodic cases.

In the beginning, we first consider as references light trapping structures based on a fully optimized and robust PC solar cell stack. Then, on the basis of the optimized square lattice of holes structure, the pseudo-disordered structures are made of supercells of randomly located holes, periodically repeated in a square lattice. We investigate numerically the absorption mechanisms in such structures, both in the real and Fourier space, with a view to determine design guidelines to enable a net increase of the absorption. At last, we discuss the angular response of the patterned stack.

Thin film solar cells design and simulation methodology

The solar cell stack considered in this work is depicted in Fig. 6 Optical indices of the materials are presented in appendix [2,3]. Unpolarized light at normal incidence is used to mimic the solar illumination. The spectral range is restricted to 300-1100nm, which is realistic for c-Si solar cells. The spectral resolution is carefully chosen considering the absorption peaks linewidth, which depends on the thickness of the c-Si layer. In the short wavelength range (i.e. 300-700nm), the spectral resolution is set to 1nm for all thicknesses of the solar cells. While in the long wavelength range, i.e. 700-1100nm, it is set to 0.5nm for the 1/2/4µm thick c-Si layers, and to 0.25nm for the 8µm thick case. The absorption is calculated thanks to the reflection at the front interface and the transmission at the c-Si/metal interface. It includes the parasitic absorption in ITO; still its impact remains limited and almost constant for all the considered configurations. To establish a fair comparison between a pseudo-disordered structure and a simply periodic one, we first need to optimize the periodic square lattice of air holes structure.

Chapter 6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 90

Optimization of the square lattice of cylindrical holes

The 2D square lattice of air holes is based on the elementary pattern shown in Fig. 6-1b and 6-1c. It is fully determined by three parameters: the period (Λ), the air-surface filling fraction (ff) (ratio between the area of the air hole and the total area, given by ff = πr²/Λ², r being the radius of the cylindrical hole) and the etching depth (h). The optimization of the PC structure is performed by scanning these three parameters within technologically realistic ranges: for the 2µm thick c-Si layer stack, the period is comprised between 500 and 660nm, ff between 0.3 and 0.5 and the etching depth between 130 and 240nm. The results of the optimization are given in Table . 6-1 for the different thicknesses of the c-Si layer, and for a stack including the Al and ITO layers. Thanks to the optimized square lattice of holes, the achievable Jsc exhibits a significant increase, up to 44% for the 1µm thick layer. As expected, and observed in the case of other designs [4], this relative enhancement is limited to 21% for the 8µm thick case, even if the volume of the pattern increases thanks to deeper holes. In order to investigate the robustness of the optimized design, we tuned each parameter (period, ff and etching depth) from its optimized value in order to mimic technological fluctuations. The result for the stack including a 2µm thick c-Si layer is shown in Fig. 6-2. These slight variations of the filling fraction (0.02 step) as well as of the etching depth (5nm step) have a limited influence on the optical performance of the thin film solar cells: the maximal Jsc decrease is only of 0.05mA/cm². While the influence of the period (5nm step) is more important, this parameter can be more easily controlled than the other two during the fabrication process. This robustness of the Jsc with regards to the geometrical parameters enables a good compatibility with standard technological processes. As shown in the following, the typical influence of the fluctuations (of the order of one-step, as indicated on Fig. 6-2) is far below the effect of the controlled perturbations introduced in pseudo-disordered structures. Perot modes come out. In the 700-1100nm, wavelength range, and compared to the unpatterned stack, the square lattice of holes structures exhibit densely packed and irregular absorption peaks due to Bloch mode resonances [5]. Besides, for each selected thickness, the absorption spectrum of the optimized square lattice of holes is almost always higher than the absorption of the flat thin-film stack. This type of behavior is well established in solar cell stacks including simply periodic patterns in absorbing layers in the micrometer range, see e.g. [1,5]. Compared to the flat design and the double pass scheme, the absorption of the optimized PC structure is clearly above them:

this is a clear additional proof of light trapping effect.
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Pseudo-disordered supercells definition

In order to further increase the absorption of thin film solar cells, we propose to integrate pseudo-disordered nanopatterns. In a square lattice of holes PC, the structure is highly efficient only for specific wavelengths; this corresponds to the sharp peaks displayed in Fig. 6-3. To overcome these limitations, pseudo-disordered PC structures relying on carefully controlled positioned holes will be exploited.

In such designs, each hole of a supercell is moved from its original position as shown in Fig. 6-4a. The hole is shifted by a distance dp, with an angle of α. The value of dp is determined by a Gaussian distribution, while the angle is determined by a uniform distribution. Then this perturbation process is applied to N 2 holes (e.g. 3×3, depicted in Fig. 3b) composing a N×N supercell. This supercell is then replicated in a square lattice. To avoid numerical issues and to keep a realistic design, only the cases in which holes do not merge are considered. As the pattern designs are obtained by using a non-deterministic process, the effect of the pseudo-disorder is evaluated by the protocol defined below. Since the dp is determined thanks to a Gaussian distribution, we simulated at least 10 different pseudodisordered structures with the same mean dp value for three different supercell sizes (from 2×2 to 4×4). This has been done for four different values of the mean dp, We additionally consider all the thickness mentioned previously (1, 2, 4 and 8µm thick c-Si layer).

Metric parameters for pseudo-disordered structures

As shown later, supercells exhibit various shapes that can lead to very different situations, like clusters of holes or more evenly positioned and spaced holes. In order to analyze the effects of the introduced disorder in the real space, we need to define relevant metrics that can classify the pseudo-disordered structures. Thus, we define two parameters to describe the pseudo-disordered structure, in terms of clustering and compactness.

Among all the possible arrangement of holes within the lattice of supercells, we select that with the lowest mean distance between each of the N 2 holes and their centroid.

In the example shown in Fig. 3c) and d), the group of N 2 holes selected using this criterion corresponds to the red circles, this group constitutes an alternative supercell to the initial square one. This lowest mean distance will be referred to as the compactness parameter. This parameter obviously grows with N. Then, for the corresponding set of N 2 holes, we compute the average distance between each hole and its nearest neighbor (Fig. 3d). This value will be referred to as the clustering parameter; a low clustering value corresponds to the presence of cluster(s) of holes in the supercell. It also means that a low compactness parameter associated to a low clustering value indicates that the pattern is made of a single cluster of N 2 holes, whereas a large compactness parameter with a low clustering value corresponds to several clusters of holes. While one can anticipate that these two parameters are insightful for the investigation of pseudodisordered structures, it should be noticed that they are not meant to fully describe them.
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Best / worst pattern results

The maximal / minimal achievable Jsc for pseudo-disordered structures among all the calculated patterns for each considered thickness are summarized in Table . 2. For all the considered thicknesses, the Jsc associated to the best pseudo-disordered structure is always higher than the Jsc of the optimized square lattice of holes. The best pseudodisordered structures exhibit a relative increase of 2% in Jsc in the 2, 4 and 8µm thick c-Si layer stacks, but only a very limited increase can be obtained for the 1µm thick c-Si layer stack. For this lowest thickness, the clustering and the compactness parameters are occasionally the same, but the distributions of the holes are different, leading to different values of Jsc. Since the current will anyway remain limited for 1µm thick c-Si layer, we will focus on larger thicknesses in the following. supercell in the 4µm case. The compactness parameter is higher in the latter case since it also depends on the supercell size. In addition, for a lower thickness, the best pseudodisordered structures are achieved with a relatively low mean shift (dp ≈ 11nm), especially for the 1µm thick c-Si layer stack. As the Jsc is obtained from the integrated absorption spectra, we will now focus on these in the following section.

Absorption spectra analysis

In this section, the absorption spectra of the optimized pseudo-disordered structure will be analyzed. Firstly, we will focus on the absorption spectra and then compare with result of the corresponding thick optimized square lattice of holes to realize the main enhancement range. Secondly, focusing on the increase range, we will characterize the absorption spectra to realize the light coupling. In order to clearly identify the enhancement by the introduced pseudo-disorder, Fig. 6-6 displays the ratio between the absorption in the best pseudo-disordered structures and that of the optimized square lattice of holes, in the case of the four different c-Si thicknesses considered here. On this figure, it clearly appears that the improvement mainly occurs at long wavelengths (700-1100nm), where the Bloch modes can efficiently trap the incoming sun light. On the contrary, in the short wavelengths range, 300-700nm, the pseudo-disorder doesn't impact the anti-reflection Among the different thicknesses of the c-Si layer stack, we focus on the case of the 2µm thick designs to analyze the pseudo-disorder effect. Fig. 6-7b shows the ratios between the best or worst pseudo-disordered structures and the optimized square lattice of holes, in the case of 2µm thick c-Si layers. The main differences between these two spectra are in the 500-1100nm wavelength range. The worst pseudo-disordered pattern exhibits a significantly lower (2.5% decrease) absorption than the reference optimized square lattice of holes in the 500-700nm range. In the 700-1100nm wavelength range, both spectra corresponding to best and worst pseudo-disordered structures exhibit a higher absorption than the reference. The obtained enhancement for the best pseudodisordered structure reaches a value of 10.9%, while this value is divided by a factor 2 for the worst pseudo-disordered structure. Moreover, though the absorption ratio corresponding to the worst structure is higher than the one corresponding to the best Chapter 6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 99 one around 1000nm, there is less AM1.5G solar photon flux in that range, resulting in a lower enhancement.

Detailed absorption spectra are given in Fig. 6-7b, for the 2µm thick layer stack.

Compared to the optimal square lattice of holes, the absorption spectrum of the best pseudo-disordered pattern exhibits broadened peaks, and peaks with smaller amplitude.

It also displays additional peaks corresponding to higher diffraction orders due to the larger periodicity; the corresponding modes contribute to the absorption enhancement [6]. The broad and low amplitude peaks can also lead to a larger integrated absorption than sharp, high amplitude peaks [7][8][9]. Then we consider the absorption of the optimized square lattice of holes and the best pseudo-disordered design compared to the widespread limit of Yablonovitch and Lambertian scattering limit, which are fundamental benchmarks for the PV solar cells (see Annex 3). From the Fig. 67, it can be realized that the absorption for both patterned solar cells is mainly above the Lambertian scattering limit at large wavelengths. This proves a good light trapping. However, since even the absorption of the best pseudodisordered structure is still below the Yablonovitch limit, there might be room for further increase of the spectral density of modes in the thin film. In any case, it is Chapter 6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 100 established that the Yablonovicth limit suits mostly for bulk solar cells. It can thus only be reached at a limited wavelength range in thin film solar cells.

Analysis of the pseudo-disordered structure

It has been shown that depending on the considered pseudo-disordered structure, the integrated absorption, and thus the Jsc, can either be increased or decreased compared to a fully optimized square lattice of holes. So in this section, we will investigate the link between the real/reciprocal space distribution of holes inside the N×N supercell and the absorption efficiency of the solar cell stacks.

Real space analysis

In order to sort the distribution of holes in the real space, we will refer to the metric parameters presented in section 6. However, it is still possible to further optimize such patterns using these conclusions as a design rules, especially in the case of 4×4 pseudo-disordered structures.

Indeed, in this case, considering that the simulations are highly time consuming, the number of situations analyzed is not sufficient to approach the optimum structure. Since the best 4×4 pseudo-disordered structure displayed in Fig. 6-9d still exhibits clusters of holes, this structure can be further modified by moving the holes marked by the red dash circles in the direction shown by the arrow (Fig. 6-9a). The resulting designs are from the Fig. 6-9b to the Fig. 6-9d seems to be more homogeneous.

(a) (b) (c) case. As all the 2×2 supercell possibilities are only a part of the 4×4 supercell possibilities, the pseudo-disordered structures in 4×4 supercells need more permutations and combinations to achieve a fully optimal design.

From the evolution of the absorption spectra from the initial pseudo-disordered design to the modified cases, we could see the enhancement mainly occurs in the 500-750nm wavelength range (+3.6% of integrated absorption). Conversely, in the wavelength range of 750-1100nm, the integrated absorption of the best-modified design has a relative 2% decrease. Indeed, the relatively highly perturbed design (corresponding to a low value of the clustering parameter among these four designs) could increase the absorption in a long wavelength range, but it is not sufficient to cover the losses in other wavelength range. Meanwhile, the magnitude of solar spectrum in the wavelength of 750-1100nm is lower in the range of 500-750nm, it also could explain the best-modified pseudo-disordered design has a better Jsc.

While the influence of clustering and compactness parameters has been discussed

for the 2µm thick c-Si layer case, similar results have been found for the 4 and 8 µm thicknesses. The negative influence of clusters of holes can be related to a result established by Bozzola et al [10] for 1D binary gratings with perturbed widths and positions. Indeed, they have found that the deviation of the pattern width should be half of the position shift, thus reducing the risk of clustering patterns. In this section, we have investigated the pseudo-disordered structure in the direct space; we will now discuss on the basis of the analysis in the reciprocal space. The angularly integrated magnitude (along the azimuth) of the Fourier component of the dielectric functions of few selected structures (the best and worst pseudodisordered structures, and the optimized square lattice of holes structure), which will be referred to as the AIMF, are plotted in Fig. 6-12a, b and c for each supercell size. In these three figures, it appears that the AIMF of all pseudo-disordered structures are almost always higher than the ones of the optimized square lattice of holes, over the whole spatial frequency range of interest. In addition, it appears that the worst structures exhibit low spatial frequency components (<10µm -1 ) with higher amplitudes than the best designs. Then focusing on the best pseudo-disordered structures for each different supercell size (Fig. 6-12d) and compared to the optimized square lattice of holes, it is noticeable that the best Jsc is obtained in the 2×2 case, and corresponds to the smallest increase of the Fourier components in the low spatial frequency range (<10µm -1 ). These results can be compared to previous works on complex absorbing patterns.

Spatial frequency analysis

It is firstly supposed that at normal incidence, the diffraction efficiency of incoming light and thus the absorption of a thin layer are directly proportional to the magnitude of the Fourier component of the dielectric function. Under this assumption, Bozzola et al. [10] chose to increase the diffraction efficiency in the high frequency range, which leads to a structure that makes use of numerous components of possibly high amplitude.

On the other hand, Martins et al [11] directly optimized their structure in the Fourier space considering that the air light line corresponds to the limit between quasi-guided, Chapter 6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 107 trapped mode and photon leakage. Their optimization led to a pattern that exhibits Fourier components with low magnitude in a low frequency range, up to 2/0 with 0 corresponding to a wavelength where the absorption in silicon becomes weak. In our case, we set the limit between the low and high frequency ranges to 2/Λ, Λ being the period of the square lattice of holes, close to the value of 0 chosen in [11]. It then appears that both criteria suggested in the former studies mentioned above are overall satisfied.

However, since the air filling fraction is always the same as the one of the optimized square lattice of holes, the integration over the full spectral range of the square of the magnitude of the Fourier components of all structures of a given thickness is constant, according to the Parseval's theorem. Thus, the achievable values over the two selected frequency ranges are limited. But still, such considerations could make it possible to minimize the quantity of pseudo-disordered structures to be simulated and this indicates guidelines for the optimization, which is especially valuable for large supercells.

Finally, as mentioned previously, the distribution of the Fourier components of the various structures considered have been constrained considering a fixed area filling fraction. In that sense, clusters of holes can simultaneously lead to significant diffraction at low and very high (higher than 4/Λ) spatial frequencies, and thus may not satisfy the previous criteria. This confirms the tendency observed in the real space.

All these analyses are done under normal incidence. Considering the large number of addressable optical modes, pseudo-disordered structures are also expected to be less sensitive to the angle of incidence of the impinging light. This will be investigated in the next section.

Angular response of the PC architecture

The absorption under oblique incidence is a critical property for photovoltaic devices without solar trackers. As depicted in Fig. 6-14a and for a nanopaterned stack, the oblique unpolarized incidence is characterized by two parameters: the incident angle (θ) and the conical angle (Φ). In order to determine Jsc under an incidence angle (θ) in a rigorous way, we calculate the average of Jsc for all conical angles Φ (from 0° to 360° with a step of 45°). The short circuit current density predicted using this approach is plotted in Fig. 6-14b for the whole range of angles of incidence (θ), and for different structures: the unpatterned stack, the optimized square lattice of holes structure and the best pseudodisordered structure in the 2×2 supercell, with 2 µm thick c-Si layers. Firstly, this shows that the Jsc value associated to the best pseudo-disordered structure is always higher than that corresponding to the optimized square lattice of holes structure. Secondly, the optimized square lattice of holes structure exhibits an unusual increase of Jsc at small angles (around 5-10° off the vertical axis) due to the possibility of coupling the incident light into resonances by the symmetry breaking under the oblique incidence [12,13].

Around this angle, the difference between the optimized square lattice of holes and the best pseudo-disordered structure is the lowest; it is only 0.5% higher with the pseudodisordered structure. For a higher angle of incidence, the difference in Jsc increases up to 2.3%. Overall, in all cases, the Jsc decreases when the angle of incidence is increased.

This behavior is general for all types of solar cells without trackers, and is mainly due to a decrease of the incidence power density at the surface of the solar cells; this is a simple geometrical effect. As shown on the averaged spectra of Fig. 6-6, the pseudodisorder especially influences absorption efficiency in the long wavelength range.

Focusing on the 700-1100nm range (Fig. 6-14c), the impact of nanopatterning doubles the absorption efficiency of a flat thin layer stack for all incidence angles. As expected, the gain between pseudo-disordered structure and square lattice of holes structure is higher for that wavelength range, with a relative increase up to 4.4%. Finally, one can notice that the Jsc fluctuations occurring below 30° for the square lattice of holes disappear in the case of the pseudo-disordered structure, leading to a slowly decreasing Jsc for large angles of incidence.

6.6 Perturbation of the diameters of the holes the size of the element Until now, we have considered pseudo-disordered structures obtained only by shifting the position of the holes. In fact, the changes also could occur on the size of the holes [12,14], as well combine both of them to compose the pseudo-disordered structure.

The following preliminary results intends to pave the way for more complete future developments on the topic. Firstly, we consider the perturbation only on the size of the hole, which the sized perturbation is introduced into the optimized square lattice of holes structure (Fig 6 -15a). The position of the holes is kept, while we change the size of the holes under the Gaussian distribution. It should be noted the total filling fraction in a supercells is constant, and the overlapping should be avoided. For instance, the design of pseudo-Chapter 6. Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 112 disorder in size in 2×2 supercells in a 2 µm thick c-Si thin film in the stack is considered. However, the Jsc of the appropriate pseudo-disorder in size (Fig. 6-15b) among 300 simulations (Fig. 6-15c) is only better than the optimized square lattice of holes design, but it remains far from the best design of pseudo-disorder in position deriving from the previous simulations. From these results, it seems that pseudodisordered sized design could not provide sufficient modes compared to the shifted position (Fig. 6-15d).

Secondly, we introduce the perturbations on both the position and size of the holes.

For instance, the perturbation is introduced in the size of the holes using the best pseudo-disordered positional structure in a 2×2 supercell (Fig. 6-16a). It means the position of the holes in this best pseudo-disordered positional design is kept, meanwhile the size of holes is changed under the Gaussian distribution in order to find the best case (Fig. 6-16b). Indeed, this dual pseudo-disordered concept with both positional and sized pseudo-disordered design could easily defeat the optimized square lattice of holes.

However, the best dual pseudo-disordered design only has a limited increase compared to the reference of the best pseudo-disordered positional design (Fig. 6-16c), and the corresponding spectra almost overlap each other (Fig. 67891011121314151617). In these primarily process of optimization on the sized perturbation, we could realize that it is not easy to make a design with high Jsc compared to only the pseudodisordered positional design. In another aspect, changing size of holes could have a limited effect on the Jsc of the pseudo-disordered design, which could give a certain extent help to make the fabrication. In the future, by aid of the guides proposed in the real and reciprocal space, we could try to further optimize the pseudo-disordered structure based on this dual perturbation.

Conclusion and perspective

We have studied the effect of a pseudo-disordered pattern on the absorption of technologically realistic solar cell stacks including a thin absorbing c-Si layer, a front transparent electrode, and a metallic layer on the back. First, we have shown that the absorption of the pseudo-disordered structure overpasses the absorption of an optimized 2D square lattice of holes structure within a large range of c-Si layer thicknesses. Then, thanks to the metrics used to characterize the pseudo-disorder, we evidence that clustering of holes needs to be avoided to achieve a high Jsc. Studying these structures in the reciprocal space, we have also shown that the two criteria separately suggested in the literature to optimize complex nanopatterns need to be satisfied simultaneously.

The redistribution of the spatial frequencies over the whole frequency ranges is another argument against the clustering of holes. Lastly, pseudo-disordered structures lead to a high Jsc not only for normal incidence, but also for a large range of angles of incidence.

In addition, preliminary pseudo-disordered structures combining shifts and resizing of the holes have been developed in order to further increase the Jsc. Only tiny enhancement has been obtained, but these results need further investigations.

Thanks to Nano-Imprint Lithography techniques based on replication of master stamp associated with transfer processes like plasma etching [15], the pseudodisordered structure proposed in this thesis can be realized using exactly same processes as the optimized square lattice of holes with no additional cost. Using the design rules presented in this chapter together with relevant nanopatterning processes is therefore expected to lead to highly efficient and angularly stable thin film solar cells.

Conclusions and perspectives 7.1 Conclusions

In this thesis, we have proposed novel light trapping strategies for thin film crystalline silicon (c-Si) solar cells, based on photonic crystals (PCs). Light trapping structures and realistic PC-assisted solar cells were all investigated numerically and partly experimentally. Two kinds of patterns have been considered: simple square lattices and pseudo-disordered structures. Both enable a substantial increase of the absorption in thin film c-Si solar cells, compared to unpatterned ones. The aims have been to understand the mechanism of the light trapping in these types of the PCs, to identify and investigate the structure that can provide efficient light trapping within realistic configurations and meanwhile propose the method to generate the optimized design.

We first considered square lattice PCs with elementary patterns made of cylindrical holes or inverted nano-pyramids. These patterns were positioned on the top layers of thin film solar cells including an absorbing c-Si layer with a thickness on the micrometer range. The specific absorption in the absorbing layer in the complete solar cells has been considered. By performing the numerical simulations based on FDTD method, the optimized designs were realized and the role of the PC structure could be clearly evidenced and quantified: current densities (Jsc) are increased by 56.4% (cylindrical holes) and 104.8% (inverted nano-pyramids) compared to the unpatterned case respectively. Meanwhile, the absorption in each layer in the solar cells has been computed. It appears that the inverted pyramid structure has a better performance than the cylindrical holes structure, which is mainly due to a more robust anti-reflectivity property and a higher light coupling efficiency in the longer wavelength. At last, an additional cylindrical holes structure can be introduced on the bottom of the thin film solar cell, in order to compose a dual cylindrical holes design to increase the absorption in the long wavelength range. This led to an expected Jsc of 32.96mA/cm², 2.39mA/cm² higher than the single grating structure in the whole spectrum. These designs have been considered to realize demonstrator devices in the frame of the EU PhotoNvoltaics project.

Chapter 7. Conclusions and perspectives 119 Second, in order to increase the absorption in a large wavelength range, over that achieved for a fully optimized single periodic structure, a pseudo-disordered structure has been proposed. The general goal is to increase the spectral density of modes of the PCs.

With this numerically optimized pseudo-disordered structure, and considering a 3x3 supercells, the patterns were primarily fabricated in a SOI wafer, in order to highlight the influence of experimental fluctuations related to the process imperfections, and the impact of the illumination conditions on the expected absorption spectra. Then selected pseudo-disordered patterns have been integrated in a thin c-Si film bonded on top of the metal layer. The experimental integrated absorption measured in this solar cell stack almost exhibits the same behavior as the theoretical one, despite a constant offset. Compared to a square lattice of holes, the best pseudo-disordered structure led to an absorption increased up to 2.1%, which is in good agreement with the 2.7% increase expected theoretically.

Thirdly, we have deeply analyzed the influence of the pseudo-disordered structure in different supercells size with several thicknesses of the c-Si layer. Thanks to the metrics introduced to characterize the pseudo-disorder, we evidence that clustering of holes needs to be avoided to achieve a high Jsc. Studying these structures in the reciprocal space, we have also shown that the two criteria separately suggested in the literature to optimize complex nanopatterns need to be satisfied simultaneously. The redistribution of the spatial frequencies over the whole frequency ranges is another argument against the clustering of holes. Finally, pseudo-disordered structures lead to a high Jsc not only for normal incidence, but also for a large range of angles of incidence.

Lastly, preliminary researches of pseudo-disordered structures based on the perturbation of the size together with the position of the holes have been implemented.

Resulting current densities are slightly above the value of the best design with pseudo disorder only in position. However, it could be noted that the proposed design guideline in the real and reciprocal space could help to obtain the designs with even larger Jsc.

Perspectives

In the future, we could take advantage of the Nano-Imprint Lithography techniques [1][2][3] based on replication of master stamp associated with transfer processes like plasma etching, to fabricate the pseudo-disordered structure proposed in this thesis.

Compared to the optimized square lattice of holes, it can be realized with no additional cost. Using the design rules presented in this work together with a relevant nanopatterning processes is therefore expected to lead to highly efficient and angularly stable thin film solar cells. Moreover, large surface area patterned sample could be measured using integrating sphere to fully take into account the diffracted orders at wavelengths smaller than the period as well as the scattered light. Finally, the deposition the passivation and antireflection layer would allow to determine the electrical performances.

As well, we would like to further develop the pseudo-disordered designs based on different geometric shapes [4], such as inverted nano-pyramid [5], cone, ellipse, and nano-dots [6]. Meanwhile, the perturbation of the pseudo-disordered structure could be introduced with one or several factor(s), including the size and position [7], as well as the symmetry of the patterned element [8][9][10]. Furthermore, it could be interesting to compare pseudo-disordered design with the optimized square lattice with different geometric shapes, for instance, the best pseudo-disordered holes structure and the optimized square lattice of the inverted pyramid structure. Unfortunately, the two design were used with different stacks in the thesis, so it not easy to tell which one has a better performance. In the square lattice, the inverted nano-pyramids structure has a better anti-reflection effect and relative higher absorption in large wavelength range than the nano-holes element. However, as shown in the thesis, the optimized design with inverted nano-pyramid has a quite large period, so it could be hard to have highly disordered positional design. The pseudo-disordered pyramid based on the size or the broken symmetry of the shape could be another choice to enhance its performance.

Indeed, the cost of designs based on the pseudo-disorder and square lattice has a quite limited difference by aid of the NIL techniques, and it means that only a high performance design will be welcomed without considering the order or disorder. In the future, the seeking for the high Jsc of design will be performed with several geometric shapes.

Furthermore, based on this advanced pseudo-disorder light trapping scheme, we could adopt it to other PV devices in order to have a high efficiency, e.g. the organic and perovskite thin film solar cells. The pseudo-disorder could only in the antireflection layer, or the passivation and active layers, depending on the properties of the solar cells.

In another point of view, the LEDs [11,12]also could profit this scheme to provide a wide and high efficient illumination.

Annex. 3

All the considered limits are under the hypothesis of no reflection at the front interface, and a perfect reflection at the bottom interface of the active layer.

In a simple thin film under normal incidence, the double pass absorption derives from:

  1 exp 2 A d    
The Lambertian scattering limit [3,4] basically supposes a Lambertian scattering at front interface, which can be calculated by
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Finally, the Yablonovitch limit [5] can be regarded as: Precisely, the Lambertian scattering limit is the maximum light path enhancement by considering the scattering only of the incoming light at the surface of the solar cells.

Due to the perfect back reflector on the bottom, one round-trip reflection is taken into considered. Compared to the double pass scheme, the Lambertian scattering limit could highly enhance the absorption by randomizing the incoming light.

Furthermore, the Yablonovitch limit represents the absorption enhancement with a full scattering surface and a perfect back mirror, i.e. by taking into account a light trapping effect thank to partial back scattering of the light at the front interface after round trips in the layer. However, it is only applicable for the low κ-index of the absorbing medium and it does not takes into account any interference effect in the film. Ces matériaux conduisent à des gains d'efficacité par rapport à ceux de silicium multicristallin en laboratoire [4]. Dans ces cellules solaires de seconde génération, l'efficacité de conversion reste limitée par l'absorption dans des couches aussi minces que quelques centaines de nanomètres à quelques micromètres. Par conséquent, il apparaît nécessaire de surmonter cette limitation pour atteindre des rendements acceptables. Enfin, la troisième génération de cellules solaires vise à des dispositifs avec des rendements généralement supérieurs à la limite de Shockley-Queisser pour une cellule solaire à jonction unique [9]. Ils utilisent des concepts avancés, dont les cellules tandem.

Cependant, l'incorporation de nouveaux concepts a encore besoin de la recherche à long terme et de développements pour être disponible pour les applications grand public. Les moyens classiques pour la réduction des pertes optiques se concentrent principalement sur les cellules solaires de première génération. Ils utilisent des revêtements antireflet (AR) (Fig. 2-1a) et des texturations de surface (Fig. 2-1b). Nous pourrions aussi ajouter simplement un miroir à l'arrière de la couche absorbante (Fig.

2-1a

), qui double la longueur du trajet de la lumière. En outre, Yablonovith a proposé une limite fondamentale au piégeage de la lumière, avec une surface de diffusion idéale appelée « surface Lambertienne » [10,11].

Au cours des dix dernières années, un large éventail de schémas a été proposé, et leur intégration dans les cellules solaires à couches minces a été largement étudiée.

Nous allons examiné des nano/micro motifs, avec les dimensions géométriques, tels que le paramètre de maille dans le cas d'une structure périodique, de l'ordre de la longueur d'onde de la lumière incidente. L'optique géométrique est donc inappropriée pour décrire le comportement de ces structures. Inversement, elles peuvent tirer profit de la nature ondulatoire de la lumière, et leur comportement peut dépendre fortement de sa longueur d'onde et de l'angle d'incidence.

Il y a une grande variété de structures de piégeage de la lumière, y compris les nano-fils [12,13], des réseaux diélectriques [14][15][16][17], les structures plasmoniques [18][19][20] et les CP diélectriques [21][22][23][24][25]. Parmi ces structures, les CP présentent un large éventail de modes et résonances optiques, avec de nombreux paramètres réglables. En outre, ils ne conduisent pas à des pertes d'absorption dans les nanostructures métalliques.

Pour ces raisons, nous avons choisi de faire usage de ces structures, et de les intégrer dans les cellules solaires à couches minces.

Les CP sont des structures optiques, où l'indice de réfraction présente une modulation périodique avec une constante de réseau de l'ordre de la longueur d'onde de fonctionnement [26]. Cette propriété permet de contrôler une propagation de la lumière Les résultats de l'optimisation pour un réseeau carré de trous sont donnés dans le Mot-clé : photovoltaïque, couche minces, silicium, cristaux photoniques, le désordre, piégeage de la lumière
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 22 Figure 2-2. The current-voltage (IV) characteristics of a solar cell under dark (blue) or illumination (red) condition.

Figure 2 - 3 .

 23 Figure 2-3. AM 1.5G solar spectrum intensity distribution, which includes both direct and diffuse radiation. The useful spectrum region for the a-Si:H and c-Si respectively.
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 24 Figure 2-4. The absorption depth (nm) of the crystalline silicon (c-Si) mainly used in the thesis.

Fig. 2 - 5 .

 25 Fig. 2-5. Incident light can be either reflected, transmitted or absorbed. So the relation of the absorption (A), reflection (R) and transmission (T) is A=1-R-T. If we consider that d>>l, most of optical losses will be reflection losses, occurring on the top surface of the device. Additionally, long wavelength photons may not be absorbed, and can be lost by transmission, or be reflected back.
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 25 Figure 2-5. Schematic view of the incident light on the homogenous flat slab without applied light trapping.

Figure 2 - 6 .

 26 Figure 2-6. Conventional schemes for reduction of optical losses with the antireflector (a), surface texturations (b), the back mirror (c) and ideal random scattering textures (d) applied to the simple flat slab.
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 27 Figure2-7. SEM images the random inverted pyramid texturations on silicon surface in the bulk solar cells.[29] 

Figure 2 - 8 .

 28 Figure 2-8. 1D grating structures designed for trapping of light. The different period of the grating (Λ) function with a normal incidence: diffraction grating (a), effective medium slab (b), and resonant (sub-wavelength) grating (c).
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 422 Photonic crystal in thin film solar cellsAn appropriate PC structures integrated on the top surface of the absorber layer of the solar cells can control the propagation and confinement of impinging light. This is expected to promote light in-coupling, and at the same time light trapping. The band structure of the PC displays the frequency as a function of the in-plane component of the wave-vector (k//). The bands characteristics depend on the geometry of the structure, including the lattice parameter, the filling fraction and the refractive index contrast. The band structure shown in Fig.2-9 corresponds to a 1D PC structure; it is displayed in the first Brillouin zone. No mode could exist with a frequency in the photonic band gaps (PBG). Coupling of permitted bands with radiative modes (i.e. with incident light from the free space) is only possible if the modes stand over the light line (blue dashed line),
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 29 Figure 2-9. Dispersion schematic diagram of a photonic crystal presented in the first Brillouin zone (Λ is the period of the PC structure) and for the k // > 0.

Figure 3 - 1 .

 31 Figure 3-1. Epifree solar-cell process to generate the mono c-Si wafer, which is consisting of five steps of (1) pore formation, (2) annealing, (3) processing of the first cell side and bonding to a low-cost substrate, and (4) processing of the second side of the cell with re-use of the parent.
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 32 Figure 3-2. SEM images of the cylindrical hole patterns in c-Si stack. (a) the mismatch boundaries with a large writeflied size. Using the point element to establish the small radius of hole (b) and a large radius of holes with 7 points design with a low (c) and high dose value.
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 34 Figure 3-4. SEM images of the cylindrical hole patterns in a large surface area.

Figure 3 - 5 .

 35 Figure 3-5. Profile view of the patterns in the c-Si stack: (a) vertical or (b) rounded sidewall.

Figure 3 . 6 .

 36 Figure 3.6. Micro-reflectivity set-up. A white light is focused on the nanostructure thanks to a long working distance objective. The back-reflection of the structure is analyzed through a spectrometer.

  (a-Si:H) layer, then a lowly doped c-Si layer acting as the main active region lying on a highly doped c-Si substrate, as described in Fig 4-1a. The PC patterns are introduced on the top layers of the solar cells as shown in Fig.4-1b and 4-1c, including the active c-Si layer. In order to enable an easier surface passivation, the a-Si:H layer is supposed to be deposited after the etching and is thus considered continuous. In preliminary investigations, unboned thin films are considered, without rear metallic contact and reflector.

Figure. 4 - 1

 41 Figure. 4-1 Schematic view of the solar cells stack (a) and the inverted nanopyramids (b) or cylindrical holes (c) structure applied to the top layers, including the active layer.

4 .

 4 The two considered possible PC patterns, i.e. the inverted nano-pyramids and cylindrical holes structures, were designed in the top layers including the active layer shown in Fig.4-2a and 4-2b respectively. In the case of the inverted nano-pyramids, the ITO layer is supposed to have a thickness of 50 nm in both the top and oblique sidewalls, while it is 5 nm on vertical sidewall, in the case of the cylindrical holes. Such structures can correspond e.g. to epitaxially grown thin films of Si on silicon substrates.Even if the efficiency might appear limited, such devices are still of great interest to study the patterning of the front surface and to address passivation issues. The optical indices considered are shown in annex 1, in which the index of the grown c-Si in slightly different from the one of the substrate.

Figure 4 - 2 .

 42 Figure 4-2. Schematic view of the inverted nano-pyramids (a) and the cylindrical holes (b) structures in the silicon-substrate stack.

Figure 4 - 3 .

 43 Figure 4-3. The absorption efficiency of active layer (EPI silicon) with two types of PC patterned structures: inverted nano-pyramids (top, a, b, c) and cylindrical holes (bottom, d, e, f) and with the different periods: 300nm (a, d), 450nm (b, e) and 600nm (d, f).
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 45 Figure 4-5. Absorption spectra of c-Si with the inverted nano-pyramids (a) and cylindrical holes (b) designs in a period of 300, 450 and 600nm with filling fraction (ff) of 0.3 and etching depth of 200nm

Figure 4 - 6 .Figure 4 - 7 .

 4647 Figure 4-6. The comparison of the best current density (Jsc, mA/cm²) for each period (300, 450 and 600nm) with the nanopatterned structure: inverted nano-pyramids structure and the cylindrical holes structure, in preliminary step.
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 48 Fig.4-8, in order to reduce the parasitic absorption in the metal. The patterns are inverted nano-pyramids (Fig.4-8a and c) and cylindrical holes (Fig.4-8b and d).

Figure 4 - 8 .

 48 Figure 4-8. Schematic view of the inverted nano-pyramids (a, vertical cross section c) and the cylindrical holes (b, vertical cross section d) structures.
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 49 Figure 4-9 Map of the current density (Jsc, mA/cm²) according of the cylindrical holes structure: the period and the filling fraction (ff) for two etching depths, which are corresponding to the first (a) and the second (b) hot spot ranges in the first optimization step with a given thickness of the optical spacer layer.
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 4 Fig. 4-9a and the second highest Jsc (17.63mA/cm², period 700nm, ff 0.3 and etching depth 150nm ), shown in Fig. 4-9b. Thirdly, the parameters of the two highest Jsc (see in 1st step of Table.4-1) in the previous step were used and then we just changed the

Figure 4 -

 4 Figure 4-10. (a) The comparison of the current density (Jsc) of the optimized inverted nano-pyramids, cylindrical holes and the unpatterned structure (b) The comparison of the absorption spectra between the inverted nano-pyramids, cylindrical holes and the unpatterned structure in the complelte thin film solar cells.
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 4 Figure 4-11. Generation rate (cm -3 s -1 ) of electron-hole pairs of solar cells device with the inverted nano-pyramids (a, b and c) and cylindrical holes (d, e and f) with top view (a, d) or cross views (b, c, e and f) in logarithmic scale. The dark blue areas corresponding to 0.
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 4 Figure 4-12. Schematic image of the dual patterns (cylindrical holes PC structure) designs in the profile view.

Figure 4 -

 4 Figure 4-13. Comparison of the absorption spectra between the dual patterns and the flat design (a) or the single pattern of the front layers (b) in the wavelength range of the 600-1100nm with the 6µm thick c-Si layer stack.

  -1a. The Al layer acted as a back mirror, especially at the wavelengths above 0.5μm where the single pass absorption in c-Si is low; and it could also act as a back contact in a solar cell. A PC structure was then partially etched in the c-Si film, with an etching depth in a range of 100-200 nm.

Figure 5 - 1 .

 51 Figure 5-1. (a) A patterned thin c-Si film lies on a metallic layer bonded on a glass substrate. (b) A square lattice (period, Λ) of partially etched (etching depth, h) hole (radius, r) is used to increase the absorption of the stack.

5. 3

 3 Optimization of the square lattice of holes PC structure Before we introduced the pseudo-disordered structure in the thin film solar cells, we firstly performed the optimization on the simply periodic structure with the square lattice of holes as the reference. The 2D square lattice of air hole depicted in Fig.5-1a and 5-1b is fully determined by three different parameters: the period (Λ), the airsurface filling fraction (ff) (ratio between the area of the air hole and the total area, given by ff=πr²/Λ², r being the radius of the cylindrical hole) and the etching depth (h).

Figure 5 - 2 .

 52 Figure 5-2. Comparison of the total absorption between the unpatterned thin film (black curve) and the absorption of the optimized square lattice of holes PC structure (red dashed line) with the 1µm thick c-Si layers.

5. 4

 4 Advanced design: pseudo-disordered lattices of cylindrical holes, assist the thin film solar cells In order to further overcome these limitations and then increase the absorption of thin-film solar cells, we propose to change the pure periodic structure into the pseudodisordered case, relying on a careful shift of the holes position. Based on the parameters of the optimized square lattice of holes structure, we moved the hole shown in Fig.5-3a by a distance of shift (dp) under an angle of α. The value of dp is determined by a Gaussian distribution, while the angle is determined by a uniform distribution. Then this perturbation process was applied to 9 holes (Fig.5-3b) composing a 3x3 supercell further replicated in a square lattice. To avoid numerical issues and to keep a realistic design, only the cases in which holes do not merge were considered. For each selected value of mean shift (mean dp), we simulated 10 different structures. As we selected 5 different values for the mean shift from 25nm to 75nm, we computed the integrated absorption for 50 different structures, which correspond to different realizations of the disorder.

Figure 5 . 3 .

 53 Figure 5.3. Schematic view of the perturbation (a) for a single hole and (b) for 9 holes in a 3x3 supercell structure.

Figure 5 - 4 .

 54 Figure 5-4. Evolution of the theoretical integrated absorption for 10*5 pseudodisordered structures (dark dot). The mean value of integrated absorption (black dashed line) remains higher than the optimized square lattice of holes structure as the reference value (red horizontal line).

Figure 5 - 5 .

 55 Figure 5-5. Comparison between the theoretical absorption of optimized square lattice of holes structure (black curve) and the theoretical absorption of the best pseudo-disordered structure (red dashed line).

Figure 5 - 6 .Figure 5 - 7 .

 5657 Figure 5-6. Simplified process flow for the patterning of a c-Si stack by the electron beam lithography (EBL), the development and Reactive ion etching (RIE).

  .

  3-1, in Chapter 3. The patterns are first transferred into a 100nm thick, SiO2 hard mask, and then to the c-Si layer. The Si patterns obtained are shown in Fig. 5-8.

Figure 5 - 8 .

 58 Figure 5-8. SEM cross section view of the patterned c-Si layer with a 1D structure.

Figure 5 - 9 .

 59 Figure 5-9. Schematic view of the pattened structure on the Silicon-on-Insulator (SOI) wafer.

Figure 5 -

 5 Figure 5-10. SEM image (a, c) of the pseudo-disordered structure in SOI sample and the corresponding distribution of the radius (b) of holes. The depth of hole measured by the AFM characterization (d).

Figure 5 . 11 .Fig. 5 -

 5115 Figure 5.11. In the square lattice of holes structure with the SOI stack, the theoretical reflection spectrum under normal incidence with plane wave (a), with Gaussian beam (b) and the experimental reflection spectrum (c).

Figure 5 -

 5 Figure 5-12 Comparison between theoretical reflection (a) and experimental reflection (b) spectra obtained for the square lattice of holes (dark line) and for the pseudo-disordered structure (red dash line).

Figure 5 - 13 .

 513 Figure 5-13. Evolution of the mean integrated absorption experimentally (red dash line) and theoretically (black line). The filled symbols (unfilled symbols) correspond to measurement (simulation) of integrated absorption for different pseudodisordered structure. The reference value for the square lattice of holes corresponds to a mean shift value of 0nm.

Figure 5 -

 5 Figure 5-14. The SEM (a) and AFM (b) view of the patterned structure on the c-Si layer on metal-based wafer. The peak-to-valley highlighted by circle spots (blue and red circle) exhibit a topographical difference that is more than 10nm.

  -1a. It consists of a thin absorbing layer of c-Si bonded onto a 1µm thick aluminum (Al) layer that acts as a back mirror and back contact (index see annex 1). Then a 2D PC structure is patterned on top of the c-Si layer, as depicted in Fig.6-1b and 6-1c. Finally, the patterned c-Si layer is covered by a continuous indium tin oxide (ITO) layer. As shown in Fig.1b, the thickness of the ITO layer is not the same for horizontal surfaces and sidewalls, as it is the case for fabricated solar cells[1].

Figure 6 - 1 .

 61 Figure 6-1. (a) Schematic view of the thin film solar cells stack with pseudodisordered structure. (b) side-view and (c) top view of the thin film solar cell.

Figure 6 - 2 .

 62 Figure 6-2. Jsc calculated for the optimized geometrical parameters in the case of the square lattice of holes with 2µm thick c-Si layers, and for geometries modified to mimic technological fluctuations. Each step of the simulation sequence refers to a modification of each of the three key parameters, with the magnitude shown on the figure.

Figure 6 - 3 .

 63 Figure 6-3. Absorption spectra of the unpatterned structure (red line), the optimized square lattice of holes (blue line) and the corresponding thickness absorption of double pass (black line) for different thickness of the c-Si layer from 1 to 8 µm..

Fig. 6 -

 6 Fig. 6-3 shows the comparison of absorption spectra between the flat and the optimized square lattice of holes structure, as well as the double pass absorption spectra with different thicknesses of c-Si layer, from 1µm to 8µm. No sharp absorption peak appears in the wavelength range from 300 to 500nm, where the penetration length of the photons in the c-Si is shorter than the absorbing layer thickness. For the wavelength range from 500 to 700nm, several absorption resonances corresponding to the Fabry-

Figure 6 - 4 .

 64 Figure 6-4. Schematic view of the perturbation (a) for a single hole and (b) for 9 holes in a 3×3n supercell structure. (c & d) Determination of the pseudo-disordered structure parameter thanks to replication of the 3×3 supercell. (c) The blue point represents the centroid of the selected red holes, which is used to determine the "compactness" parameter. (d) The minimum distance between the 9 holes depicted by the red arrows determines the "clustering" parameter.

Figure 6 - 5 .

 65 Figure 6-5. The comparison of the absorption spectra of the optimized square lattice of holes (black line) and the best pseudo disordered structure (red line) with the 1µm (a), 2µm (b), 4µm (c) and 8µm (d) thick c-Si layer stack.

Figure 6 - 6 .

 66 Figure 6-6. Ratio of the absorption associated to the best pseudo-disordered structure divided by the absorption corresponding to the optimized square lattice of holes structure. For a sake of clarity, this ratio is averaged over a 25nm spectral range.

Chapter 6 .

 6 Design rules for net absorption enhancement in pseudo-disordered photonic crystal assisted thin film solar cell 98 effect of the square lattice of holes pattern. Additionally, the main increase by the introduced pseudo-disorder occurs at longer wavelengths for a thicker c-Si layer stack.

Figure 6 -

 6 Figure 6-7. (a) Ratio of the absorption associated to the best/worst pseudodisordered structure divided by the absorption corresponding to the optimized square lattice of holes structure for the 2µm thick c-Si layer stack. For a sake of clarity, this ratio is averaged over a 25nm spectral range. (b) Comparison between the absorption spectra of the best pseudo-disordered structure and the optimized square lattice of holes design for a spectral range comprised between 850 and 950nm in order to highlight new absorption peaks (depicted by green arrows), broaden peaks (depicted by slide yellow arrows) or small magnitude peaks (depicted by red arrows).

Figure 6 - 7 .

 67 Figure 6-7. The absorption spectra of the Yablonovitch limit and Lambertian scattering limit in the 2µm thick case, as well as the optimized square lattice of holes and best pseudo-disordered designs.

3 . 2 . 101 Figure 6 - 8 .

 3210168 Figure 6-8. Current density (Jsc, mA/cm²) map (a) as a function of clustering and compactness parameters of pseudo-disordered structure for the 2µm thick c-Si layer case. The dashed black lines represent the compactness parameter of the optimized square lattice of holes (reference) structure for 2×2 supercell (close to 0.40µm), 3×3 supercell (~0.61µm) and 4×4 supercell (~0.85µm). The clustering parameter of the optimized square lattice of holes structure corresponds to the period of the lattice and is 0.57µm. The schematic views correspond to hole distribution of the pseudodisordered structure that exhibit highest Jsc for 2×2, 3×3 and 4×4 supercells (b, c, d) lowest Jsc for the same cases (e, f, g). The red circles highlight the selected hole of the supercell.

Figure 6 - 9 .

 69 Figure 6-9. The schematic view of the best 4×4 pseudo-disordered structure from the set of simulation discussed above and already shown Fig. 6-9d is shown again, together with the structure modified using the design rules inspired from the 2×2 supercell analysis. From the original distribution (a), selected holes (depicted the red dash circles) are shifted in the direction depicted by the arrow in order to break the small clusters of holes, leading to more homogeneously distributed holes (b, c and d).

Fig. 6 -

 6 Fig.6-11 presents the discrete Fourier space map of the dielectric function of the optimized simple PC structure with a square lattice (Fig.6-11a) and the pseudodisordered structures (Fig.6-11b) in the 2µm thick c-Si layer stack. Pseudo-disordered structures, with larger periods than the square lattices of holes, obviously exhibit richer frequencies distributions. In order to make a clear comparison of the changes in the Fourier components, we transfer these 2D maps into 1D in the following, integrating the spatial frequencies in the thin layer plane, over 360° in polar coordinates. As in the case of the analysis in the real space, only the stack based on the 2µm c-Si layer will be detailed.

Figure 6 - 11 .

 611 Figure 6-11. Fourier space map of the topography of the optimized square lattice of holes structure and pseudo-disordered structure in a 2×2 supercell. The red circles represent the k at 5.2, 10.5 and 20.1µm -1 respectively.

Figure 6 - 12 .

 612 Figure 6-12. Angularly integrated magnitude of Fourier component of the dielectric function of the considered nanostructure is integrated over polar coordinate (AIMF). For the 2µm thick c-Si stack, the results for the best (res. worst) pseudo-disordered structure is plotted in blue (resp. red) line and for the optimized square lattice of holes structure in black in the case of a 2×2 (a), 3×3 (b) and 4×4 (c) supercell. The best pseudo-disordered structure for each supercell size and the square lattice of holes structure are also plotted together (d).

Figure 6 - 13 .

 613 Figure 6-13. Current density (Jsc, mA/cm²) map of the 2µm thick c-Si layer stack patterned by pseudo-disordered structures in a 2×2 supercell in function of the weight of low and high frequency components. The weight of low (resp. high) frequency components is determined by the AIMF in [0 2/Λ] (resp. [2/Λ 4/Λ]).

Figure 6 -

 6 Figure 6-14. (a) Schematic view of an oblique incident light under an incidence angle θ with a conical angle Φ. For the 2µm thick c-Si layer stack, evolution of Jsc for the optimized square lattice of holes structure (red dot), for the best pseudo-disordered structures (blue triangle) and for the flat case (black square) over a spectrum which extends from 300 to 1100nm (b) and from 700 to 1100nm (c).

Fig 6 -

 6 Fig 6-15. Pseudo-disordered structure based on the perturbation of the size of the holes. (a) Schematic image of the optimized square lattice of holes in the 2 µm thick c-Si layer stack. (b) Schematic image of best pseudo-disordered sized design in a 2×2 supercell. (c) Distribution of the current density (Jsc, mA/cm²) of the pseudodisordered sized simulations with different size of the holes. The green line represents the Jsc of the optimized square lattice of the holes, and the dark line represents the best design of pseudo-disorder in position in a 2x2 supercell in the previous simulations (d) Comparison of absorption spectra between the best design of pseudodisorder in size and the optimized square lattice of holes.

Fig 6 -

 6 Fig 6-16. Pseudo-disordered structure based on the perturbation on both the position and size of the holes. (a) Schematic image of the best pseudo-disordered positional design in 2x2 supercells with 2 µm thick c-Si stack. (b) Schematic image of the best dual (position and size) pseudo-disordered design in a 2×2 supercell. (c) Distribution of the current density (Jsc, mA/cm²) of the dual pseudo-disordered simulations with different size of the holes. The dark line represents the best pseudo-disordered positional design in a 2x2 supercell in the previous simulations
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  n (λ) and κ (λ) are the real and imaginary part of the refractive index of absorbing material respectively, and d is the thickness of the absorbing layer.

2 .

 2 Notre objectif raisonnable à court terme est d'obtenir un rendement de conversion élevé dans les cellules solaires à couches minces, en améliorant l'absorption. Dans cette thèse, nous proposons de mettre en oeuvre et d'optimiser des structures de nanophotonique avancée pour effectuer un piégeage de la lumière efficace dans les cellules solaires à couches minces. De 2008 à 2012, l'intérêt des CP a été étudié à l'INL et dans d'autres instituts. Ce fut le principal sujet de deux étudiants de doctorat à l'INL, Guillaume Gomard et Xianqin Meng. Durant ma thèse, 2012-2015, j'ai continué de développer cette approche, y compris les structures pseudo-désordonnées, pour améliorer l'absorption des cellules solaires en couches minces de c-Si. Parmi les différentes natures de silicium dans les cellules solaires PV, nous prenons en compte le c-Si monocristallin en tant que matériau absorbant principalement en raison de sa bonne qualité. Les inconvénients des autres siliciums, par exemple, les recombinaisons élevées du silicium amorphe hydrogéné a-Si :H ou encore du poly-Si limites les épaisseurs et donc leur potentiel. Compte tenu des contraintes du domaine de PV, nous allons utiliser une hétérojonction de film mince à base de technologie "epifree" recouverte par une couche extrême mince de a-Si: H. J'ai contribué à l'intégration de CP dans les cellules solaires c-Si en couches minces, en collaboration avec l'IMEC, LPICM et LPN. Dans ce contexte, mon rôle était de réaliser des simulations optiques pour concevoir et optimiser les cellules solaires en couches minces en intégrant des motifs réguliers, puis à optimiser les modèles pseudodésordonnés. J'ai également contribué à la fabrication de ces motifs dans des couches minces de c-Si, afin d'étudier expérimentalement les effets de piégeage de la lumière. Dans ce manuscrit, nous présentons d'abord les cellules solaires photovoltaïques, puis donnons ensuite une brève revue des stratégies de piégeage de la lumière dans le chapitre 2. Nous décrivons les méthodes utilisées pour effectuer des simulations et des expériences numériques, au chapitre 3. Puis dans le chapitre 4, nous nous concentrons sur l'absorption nette de la couche absorbante dans les cellules complètes solaires à couches minces, dans lequel les couches supérieures et actives sont structurées avec deux types de CP réguliers différents, soit des pyramides inversées soit des trous cylindriques. Les simulations optiques révèlent que les motifs dans la couche active (c-Si) permettent d'augmenter sensiblement son absorption intégrée dans une gamme de 300-1100 nm par rapport à l'empilement sans motif. En outre, le potentiel d'un réseau de diffraction en face arrière pour améliorer encore le piégeage de lumière est évalué pour la même configuration réaliste. Dans le chapitre 5, afin d'augmenter encore l'absorption tout en maintenant le coût et la faisabilité de la conception, les structures du CP pseudo-désordonnées sont proposées. La comparaison de l'absorption totale de la cellule solaire entre la structure pseudo-désordonnée et le réseau de trous carrés optimisé sera étudiée. Après cela, ces dessins à motifs sont fabriqués sur un silicium sur isolant (SOI), et sur les couches c-Si plus réalistes collées sur une surface métallique. Les expériences sont réalisées sur des échantillons pour évaluer leur performance optique. Dans le chapitre 6, nous discutons des propriétés des modèles pseudodésordonnés en utilisant la simulation numérique, afin de donner des règles et des critères de conception clés pour atteindre la plus haute augmentation de l'absorption nette dans les cellules solaires. Les cellules solaires et le piégeage de la lumière Dans ce chapitre, nous avons d'abord introduit le principe de fonctionnement de cellules solaires. Ici, nous présentons les mécanismes de piégeage de la lumière dans les cellules solaires, avec une attention particulière pour les structures à l'échelle de la longueur d'onde de la lumière. Le but ultime est de faire une couche absorbante aussi mince que possible tout en conservant de bonnes performances d'absorption. L'épaisseur du film varie de quelques nanomètres (nm) à des dizaines de micromètres (µm). Ceci permet aux cellules en couches minces d'offrir de nombreux avantages, tels que leur faible coût, de la souplesse et une tension potentiellement améliorée. Le chemin optique des photons dans la couche mince doit être suffisamment long pour permettre une absorption de la lumière solaire efficace, en particulier dans les gammes infrarouge et rouge. Par conséquent, afin d'obtenir un courant élevé, les systèmes de piégeage de la lumière doivent être considérés.

Figure 2 - 1 .

 21 Figure 2-1. Régimes conventionnels pour la réduction des pertes optiques avec l'antiréflecteur (a), texturations de surface (b), le miroir arrière (c) et les textures de diffusion aléatoires idéales (d) appliqués à la couche simple.

4 .

 4 photonique assistée de cellule solaire en couches minces

Figure. 4 - 1

 41 Figure. 4-1 Schéma des cellules solaires avec la structure (a) de pyramides inversées (b) ou de trous cylindriques (c) appliquée sur les couches supérieures, y compris la couche active.

Figure 4 - 2 .

 42 Figure 4-2. Schéma de l'empilement silicium substrat avec structure pyramides inversées (a) et trous cylindriques (b).
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 434445 Figure 4-3. La comparaison de la meilleure densité de courant (Jsc, mA / cm²) pour chaque période (300, 450 et 600 nm) avec des motifs de la structure : pyramides inversées et trous cylindriques.
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 46 Figure 4-6 L'image schématique des motifs double (trous cylindriques de structure du CP) conçoit dans la vue de profil.

Figure 5 - 1 .

 51 Figure 5-1. (a) c-Si mince sur une couche métallique collé sur un substrat de verre. (b) un réseau carré (période Λ) partiellement gravé (gravure de profondeur, h) trou (rayon, r) est utilisé pour augmenter l'absorption de l'empilement.

Figure 5 - 2 .

 52 Figure 5-2. Comparaison de l'absorption entre les couches minces planes (courbe noire) et l'absorption du CP carré optimisé (ligne rouge pointillée) avec des couches en c-Si de 1µm d'épaisseur.

Figure 5 - 3 .

 53 Figure 5-3. Schéma de la perturbation (a) pour un seul trou et (b) pour 9 trous dans une supercellule 3 x 3.

Figure 5 - 4 .

 54 Figure 5-4. Evolution de l'absorption intégrée théorique de 10*5 structures pseudodésordonnées (points). La valeur moyenne de l'absorption intégrée (ligne noire pointillée) reste supérieure au CP optimisé de trous de référence (ligne horizontale rouge).

Figure 5 - 5 .

 55 Figure 5-5. Comparaison entre l'absorption théorique du réseau carré optimisée de structure de trous (ligne noire) et de la meilleure structure pseudo-désordonnée (ligne rouge).

Figure 5 - 6

 56 Figure 5-6 Comparaison entre la réflexion théorique (a) et réflexion expérimentale (b) spectres obtenus pour le réseau carré de trous (ligne noire) et la structure pseudodésordonnée (ligne rouge pointillée).

Figure 5 - 7 . 6 .

 576 Figure 5-7. Evolution de la moyenne intégrée d'absorption expérimentalement (ligne rouge pointillée) et théoriquement (noir ligne). Les symboles remplis (symboles vides) correspondent à mesure (simulation) d'absorption intégrée pour différente structure désordonnée Pseudo-aléatoire. La valeur de référence pour le réseau carré de trous correspond à une valeur de décalage de 0nm.
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 61 Figure 6-1. (a) Schéma de cellules solaires couche mince pseudo-désordonnée. (b) en vue latérale et (c) en vue de dessus

Figure 6 - 2 .

 62 Figure 6-2. Schéma de la perturbation (a) pour un seul trou et (b) pour 9 trous dans une supercellule 3x3. (c&d) Détermination des pseudo-désordonné paramètres de la structure grâce à la réplication de la supercellule 3x3. (c) Le point bleu représente le barycentre des trous rouges sélectionnés, qui est utilisé pour déterminer le paramètre "compacité". (d) La distance minimale entre les 9 trous représentés par les flèches rouges détermine le paramètre de « clustering ».

Figure 6 - 3 .

 63 Figure 6-3. Carte des Jsc mA / cm² (a) en fonction de regroupement et de compacité paramètres de la structure de pseudo-désordonné pour la couche épaisse de 2 pm cas c-Si. Les lignes noires pointillées représentent le paramètre de compacité du réseau carré optimisé de trous (référence) pour la supercellule 2x2 (près de 0.40μm), 3x3 (~ 0.61μm) et 4x4 (~ 0.85μm). Le paramètre de regroupement ('clustering') du réseau carré optimisé de trous structure correspond à la période du réseau et est 0.57μm. Les vues schématiques correspondent à la distribution de trou de la structure pseudo-désordonnée qui présentent Jsc le plus élevé pour les supercellules 2x2, 3x3 et 4x4 (b, c, d), et Jsc le plus bas pour les mêmes cas (e, f, g). Les cercles rouges mettent en évidence la supercellule.

Figure 6 - 4 .

 64 Figure 6-4. Amplitude de la composante de Fourier de la fonction diélectrique de la nanostructure considéré intégrée angulairement (AIMF). Pour 2 µm de c-Si, les résultats pour les meilleurs (rés. pire) structures pseudo-désordonnées sont en bleu (resp. rouge) et pour le réseau carré optimisé de trous en noir dans le cas d'une supercellule 2x2 (a), 3x3 (b) et 4x4 (c). La meilleure structure pseudo-désordonné pour chaque taille de supercellule et le réseau carré de trous structure sont également tracées ensemble (d).

Figure 6 - 5 .

 65 Figure 6-5. Le densité de courant (Jsc , mA / cm²) de l'épaisse empilement de couches de c-Si 2µm modelé par des structures pseudo-désordonnée dans une supercellule 2x2 en fonction du poids des composants basse et haute fréquence. Le poids des basses (resp. De haut) composantes de fréquence est déterminée par l'AIMF dans [0 2/Λ] (resp. [2/Λ 4/Λ]).
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 66 Figure 6-6. (a) Schéma d'une lumière incidente oblique sous un angle d'incidence θ avec un angle Φ conique. Pour la couche épaisse pile de c-Si 2 pm, l'évolution de JSC pour le réseau carré optimisé de trous structure (point rouge), pour les meilleures structures pseudo-désordonné (triangle bleu) et pour le cas plat (carré noir) sur un spectre qui étend de 300 à 1100 nm (b) et de 700 à 1100 nm (c).

  

  

Table . 3

 . -1 Selectivity of masking material to silicon in the RIE processes.

	Etching	Gas	Flow (sccm)	Pressure	PRF (W)	Etching Rate
	Material			(mTorr)		(nm/s)
	SiO2	CHF3	45.5	15	100	0.17
	c-Si	SF6	5	15	50	2.86
		Ar	5			

Table 4 -

 4 1. The optimization process of the cylindrical holes structure.

	Step Jsc(mA/cm²) Period (nm)	Filling	Etching	Optical
				fraction (ff)	depth(nm)	spacer(nm)
	Initial	/	/	/	/	110
	1st	17.65	600±50	0.3±0.05	100±50	110
	1st	17.63	700±50	0.3±0.05	150±50	110
	2nd	17.71	600	0.3	100	100±5
	3rd	17.96	600	0.3	110±5	100
	4th	17.99	580±10	0.3	110	100
	5th	18.02	580	0.29±0.01	110	100
	6th	18.02	580±10	0.29	110	100

Table .

 . 

			Jsc (mA/cm²)			
	c-Si (µm)	Flat	Square Lattice	Period (nm)	Filling fraction (ff)	Etching depth (nm)
	1	13.82	19.96	620	0.38	165
	2	17.96	23.71	570	0.42	180
	4	21.91	27.46	620	0.42	200
	8	25.42	30.69	650	0.44	210

6-1 Achievable current density (Jsc, mA/cm²) with and without a square lattice of holes, for different thicknesses of the c-Si layer. The parameters (period, filling fraction and the depth of the hole) correspond to the maximal value for the optimized square lattice of holes structure.

Table 2 .

 2 Achievable

			Pseudo-disordered structures
	c-Si (µm) Square Lattice		
			Best	Worst
	1	19.96	20.02	19.48
	2	23.71	24.38	23.59
	4	27.46	27.95	27.51
	8	30.69	31.28	30.56
	It is noticeable that for the 2 to 8µm thick c-Si layers, the best pseudo-disordered
	structures always exhibit a higher clustering parameter (i.e. less clusters of holes) than
	the structures leading to the lowest Jsc. It should additionally be noted that while the
	highest Jsc corresponds to a 2×2 supercell in the 2 and 8µm thick layers, it is a 3×3

current density (Jsc, mA/cm²) for the different thicknesses of c-Si layer for 3 specific cases: optimized square lattice of holes and extrema results (best and worst) obtained on pseudo-disordered structures.

  périodiquement pour la simulation, la période doit inclure des nombres entiers de motifs à la fois sur le haut et le grille inférieure. Le procédé d'optimisation par réglage de la géométrie des motifs du CP a été réalisé dans cette structure d'épaisseur de c-Si de 6 µm. En outre, nous avons également simulé seulement le réseau face avant afin de mettre en évidence l'amélioration de l'absorption.Pour un double réseau optimisé de trous cylindriques, la période est de 680nm, le ff sur le dessus pour chaque trou est de 0,1 et sur le fond est de 0,5, et la profondeur de gravure pour le trou sur le dessus est de 150nm et sur le fond est de 200nm respectivement. La Jsc correspondant est 32.96mA/cm², ce qui est 2.39mA/cm² supérieur à la structure simple de trous cylindriques en face avant.

	5. Simulation et fabrication de structures du CP
	pseudo-désordonné assisté cellules solaires en
	couches minces
	Nous avons conçu des réseaux carrés de CP pour accroître l'absorption des cellules
	solaires en couches minces. Cependant, l'absorption dans la large gamme de longueur
	d'onde est encore faible. Cela est dû à la densité spectrale de modes limitée du CP. Ainsi,
	nous choisissons d'utiliser des structures pseudo-désordonné faites d'une supercellule
	répétée périodiquement dans un réseau carré. La supercellule est alors un ensemble
	aléatoire de trous cylindriques. Ces modèles peuvent encore être simulés avec les
	mêmes méthodes RCWA ou FDTD que précédemment. Pour la fabrication, la méthode
	désordonné, nous nous sommes concentrés tout simplement sur l'empilement qui est
	En tout, l'absorption de cellules solaires en couches minces avec une structure du un absorbeur (c-Si) sur un contact dans ce chapitre. Plus précisément, l'empilement à
	CP périodique unique est meilleur que le design plat sans motif, mais reste encore faible l'étude est un couche mince de 1 µm c-Si (voir annexe 1) collée sur une épaisseur de 1
	aux grandes longueurs d'onde. L'ajout d'un second motif va augmenter l'absorption mais µm d'aluminium (Al) sur un substrat de verre comme le montre la Fig. 5-1a.
	il augmente également le coût en même temps. Ainsi, dans le chapitre suivant, nous
	allons nous concentrer sur une autre conception pour augmenter encore l'absorption et
	maintenir le coût.

Conclusion

Dans ce chapitre, nous avons proposé les deux types de structures à CP: les pyramides inversées et les trous cylindriques, appliquées aux cellules solaires à couches minces complètes sur le dessus des couches. En effectuant les simulations numériques basées sur la méthode FDTD, les configurations optimisées ont été obtenues et on que le CP aidera les cellules solaires à couches minces à avoir un Jsc avec une augmentation relative jusqu'à 104,8 % par rapport à l'empilement sans motif. A partir de l'analyse de l'absorption dans chaque couche, la structure de pyramides inversées a une meilleure performance que la structure à trous cylindriques, principalement due à une antiréflexion plus robuste et une efficacité de couplage supérieure aux grandes longueur d'ondes. Enfin, une seconde structure de trous cylindriques introduite en face arrière de la cellule solaire augmente l'absorption aux grandes longueurs d'onde, avec une densité de courant 2,39 mA/cm² supérieure à celle de structure face avant. d'écriture directe tels que la lithographie par faisceau d'électrons (EBL) sera généralement nécessaire pour un premier échantillon ou pour un masque qui peut être reproduit par une lithographie par nano-impression.

Un travail antérieur dans le groupe

[31] 

a démontré numériquement l'intérêt dans un 200nm d'épaisseur de a-Si:H couche sur verre. Si cette structure est facile à analyser, grâce à un nombre réduit de modes guidés, l'intérêt pour le PV est très limité.

Le premier objectif de ce chapitre est de vérifier le potentiel de cette approche dans une configuration de cellules solaires plus réaliste, basé sur c-Si collé sur une couche métallique. Ensuite, des échantillons peuvent être obtenus et caractérisés. Dans le chapitre suivant, nous allons aller plus loin dans l'analyse et l'optimisation des modèles de pseudo-désordonné. Afin de révéler clairement l'influence de la structure pseudo-

Table . 6

 . -1 pour les différentes épaisseurs de la couche c-Si, et pour un empilementcomprenant des couches Al et ITO.

Table . 6

 . -1 J sc (mA / cm²) atteignable avec et sans un réseau carré de trous, pour différentes épaisseurs de la couche de c-Si. Les paramètres (période, fraction de remplissage et la profondeur du trou) correspondent à la valeur maximale pour le réseau carré de trous optimisé.

			Jsc (mA/cm²)			
	c-Si (µm)	Flat	Square Lattice	Period (nm)	Filling fraction (ff)	Etching depth (nm)
	1	13.82	19.96	620	0.38	165
	2	17.96	23.71	570	0.42	180
	4	21.91	27.46	620	0.42	200
	8	25.42	30.69	650	0.44	210
	Afin d'augmenter encore l'absorption de cellules solaires en couches minces, nous
	proposons d'intégrer des motifs pseudo-désordonnés, comme définis au chapitre
	précédent.					
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previously. Since the initial design is already a relatively good design before the refinements, the compactness is only slightly lower, as it can be seen as a second order parameter to constrain the clustering effect. As a consequence, a Jsc (Fig. 6-10c) of 24.36mA/cm² is obtained, 0.30mA/cm² above that corresponding to the initial 4×4 pseudo-periodic structure, which is significantly higher (+2.7%) than the Jsc expected for the optimized square lattice pattern. It should be noted that even for this refined 4×4 pseudo-disordered structure, the derived Jsc remains smaller than that of the best 2×2 Annex Annex. 1

The refractive indices and extinction coefficients used in the optical simulations and corresponding to a-Si [1], ZnO [2], c-Si (two types, which are name "c-Si_EPI" and "c-Si_Herzinger") [1], Al [2], ITO [2] and SiO2 [2], which are from experimental data provided by IMEC.

In chapter 4, for the simulation of the c-Si substrate case (ITO/a-Si:H/c-Si 1 /c-Si 2 ) with the inverted pyramid and cylindrical holes structures, the absorbing layer (c-Si 1 ) uses the c-Si index: "c-Si_EPI" and the substrate layer uses the c-Si index "c-Si_Herzinger". In the metal-based case (ITO/a-Si:H/c-Si/BSF/ITO/Al) with the inverted pyramid and cylindrical holes structures , the c-Si uses the index "c-Si_Herzinger". In the metal-based case (ITO/a-Si:H/c-Si/BSF/ZnO/Al), the c-Si uses the index "c-Si_EPI".

In chapter 5 and 6, for all the simulation with the pseudo-disordered structure, the c-Si uses the index "c-Si_Herzinger".

c-Si_EPI c-Si_Herzinger

Annex. 2

This script is used to calculate the generate rate (G) as:

In order to calculate the generate rate in the numerical simulation with Lumerical software, we need to know the electric field intensity (E) and the imaginary of the permittivity (ε). It could be measured by the following script, which is the 2D photonic crystal structure design in the 3D simulation:

# get raw data from monitors x=getdata("field","x"); y=getdata("field","y"); z=getdata("field","z"); f=getdata("field","f"); nx=size(x);nx=nx(1,1);#nx=(nx(1,1)+1)/2; # due to the symmetry and anti-symmetry boundary setting ny=size(y);ny=ny(1,1);#ny=(ny(1,1)+1)/2; nz=size(z);nz=nz(1,1); nf=size(f);nf=nf(1,1); E2_matrix=getelectric("field"); if (havedata("index","index_x")) { n_matrix=getdata("index","index_x"); } else { n_matrix=getdata("index","index_z"); 

matlabsave(namemat,wavelength,x,y,z,nx,ny,nz,nf,G_integrated_polychromatic); exit(2);

Abstract

In thin film silicon solar cells, it is important to take control of the absorption efficiency, in order to reach a high enough short-circuit current density (Jsc). To reach this goal, we have developed light trapping strategies based on simply periodic photonic crystals (PC) and more complex pattern structures. This work aims at integrating such structures into thin film crystalline silicon (c-Si) solar cells.