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Résumé

Cette thèse porte sur la compréhension et le contrôle des interactions dynamiques entre les mécanismes physiques et biologiques en considérant un procédé alternatif de séparation membranaire pour les bioprocédés industriels. L'objectif premier est un apport de connaissances scientifiques liées à la maîtrise de la bioréaction en considérant l'hydrodynamique complexe et les verrous rétention-perméation.

Une technologie de filtration dynamique, appelée Rotating and Vibrating Filtration (RVF), a été spécifiquement étudiée. Elle se compose de cellules de filtration en série comprenant deux membranes circulaires planes fixées sur des supports poreux au voisinage d'un agitateur à trois pales planes attachées à un arbre central. Ce dispositif mécanique simple fonctionne en continu et génère une contrainte de cisaillement élevée ainsi qu'une perturbation hydrodynamique dans un entrefer étroit (pale-membrane).

Les verrous scientifiques et techniques qui motivent ce travail, sont la caractérisation et la quantification (i) des champs de vitesse locaux et instantanés, (2) des contraintes pariétales de cisaillement à la surface de la membrane et (3) l'impact mécanique sur les cellules microbiennes.

Dans ce but, des expériences et des simulations numériques ont été réalisées pour étudier l'hydrodynamique à des échelles globales et locales, en régimes laminaire et turbulent avec des fluides newtoniens dans des environnements biotique et abiotique.

Pour l'approche globale, la distribution des temps de séjour (RTD) et le bilan thermique ont été réalisés et comparés aux précédentes études globales (courbes de consommation de puissance et de frottement). Une étude analytique des fonctions de distribution a été effectuée et les moments statistiques ont été calculés et discutés. Une analyse systémique a été utilisée pour décrire les comportements hydrodynamiques du module RVF. En combinant la simulation des écoulements (CFD) et les observations (RTD), les conditions et les zones de dysfonctionnement des cellules de filtration sont éclairées.

Pour l'approche locale, la vélocimétrie laser (PIV) a été réalisée dans les plans horizontaux et verticaux et comparée à la simulation numérique (CFD). Une étude préliminaire basée sur une synchronisation entre la prise d'image et la position de l'agitateur (résolution angulaire) a permis d'accéder aux champs de vitesse moyens. Une campagne de mesure PIV a été réalisée sans X synchronisation afin d'appliquer une décomposition orthogonale aux valeurs propres (POD) pour 'identifier les composantes moyennes, organisées et turbulentes des champs de vitesse (énergie cinétique).

Pour l'application aux bioprocédés, un travail exploratoire a caractérisé l'effet de la filtration dynamique sur des cellules procaryotes (E. coli) en quantifiant l'intégrité cellulaire ou leur dégradation en fonction du temps et de la vitesse de rotation.

Mots clés: Bioréacteur à membranaire, bioprocédé, filtration dynamique, mécanique des fluides, hydrodynamique, vélocimétrie laser (PIV), distribution de temps de séjour (RTD), analyse dynamique et computationnelle des fluides (CFD), décomposition orthogonale aux valeurs propres(POD), suspension microbienne.
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Chapter I: Introduction

mong three phase reactors, membrane bioreactors (MBR) appeared in the 70s and were largely applied in biotechnology field: pharmaceutical and food industries, white biotechnology. Increasing cell density in bioreactors is useful to improve the overall productivity of fed-batch and continuous processes particularly the biofuel production which has to be competitive according to energetic, economic and environmental criteria. Another determinant factor to optimize the overall performance of biological process is the configuration of the MBR. The performances are strongly influenced by the complex interactions between gas and liquid hydrodynamics as well as the microorganism activities [START_REF] Pareek | Particle residence time distribution (RTD) in three-phase annular bubble column reactor[END_REF]. The specificity of microbial bio-reactions in relation with irreducible couplings between heat, mass transfers and fluid mechanics, led to complex and dynamic systems. In addition, the clarification of fermentation broths (downstream processing) constitutes technical and scientific stakes but also social, economic and environmental challenges (ex. substitution of diatomaceous earth) in order to intensify these bioprocesses. This PhD thesis focuses on the understanding and the control of dynamic interactions between physical and biological mechanisms considering an alternative membrane separation into bioprocess. It aims to carry scientific knowledge related to the control of bioreaction considering complex hydrodynamics and retention-permeation locks specific to membrane separation. Dynamic filtration is proposed as a technological breakthrough to dead-end and cross-flow filtrations, an alternative technology called RVF (Rotating and Vibrating Filtration) will be specifically scrutinized. Our scientific and technical aims are (1) to highlight the potentialities and constraints of RVF module for bioprocess intensification (dedicated to white and food biotechnologies) and (2) to sustain its industrial transfer. Performances criteria can be declined in terms of intensification and productivity for bioprocess, of safety and quality for liquid food issued from fermentation as well as water management and energetic efficiency in a sustainable development context.

A

Originality and novelty of this thesis

To this aim, a new and promising device, called Rotating and Vibrating Filtration (RVF) will be investigated. This module enables to improve overall biological and hydrodynamic performances by increasing permeability, by reducing the volume of filtration loop, by uncoupling feed flow rate and local shear rate at membrane surface and by filtering at low TransMembrane pressure (TMP). Its specificity stands in a mechanical device (impeller) close to the membranes (narrow gap) which has been introduced in order to promote turbulences at membrane surface independently of retentate flow-rate. This simple mechanical device runs continuously (up to 50Hz) and maintains a high shear rate as well as unsteady hydrodynamics at the membrane surface. The velocity and static pressure fields close to the membrane exhibit drastic variations associated with pulsating flow due to the shape and rotation of blades. These fluctuations lead to explain filtration performances considering periodic reduction/interruption of transmembrane pressure associated with unsteady generation equivalent to pulsatile flows.

Scientific and technical locks and constrains

From a hydrodynamic point of view, it is important to characterize and to locally and instantaneously quantify the velocity fields, pressure and parietal shear stresses at membrane surface, linked to the operating conditions and the rheological evolution of the fluid. This last one is indeed evolving during the bioprocess and is going to modify the hydrodynamic conditions generated by the dynamic filtration device and thus its efficiency and its performances. Investigation of hydrodynamics allows determining inappropriate conditions (back filtration area due to a negative TMP). Among the identified scientific key points to investigate, the knowledge of the pressure and velocities profiles within filtration cell enable to access to the local velocities and the permeation driving force at membrane surface. These results can be interpreted in terms of radial pressure distribution and core velocity coefficient.

Local information can be qualitatively compared to the global hydrodynamic studies (power consumption and pressure drop). The large variations of speed and pressure in RVF module can 

Scientific questions

This study takes into account these scientific locks, and scientific questions can be formulated considering global and local investigations:

• How global performances (power consumption, friction curve, heat dissipation, Residence Time Distribution) can be characterized and interpreted?

• How long will a cell suffer in such stressful environment?

• What will be the magnitude of this mechanical stress?

• Does it damage microbial cell population?

• What is the local flow pattern in the filtration cell? And how does it organize and structure in the filtration cell?

• Is it possible to identify local and instantaneous velocity and shear stress?

• Are experimental measurements and simulations consistent at global and local scales?

Scientific actions

To answer these scientific questions, it is planned to perform experiments and numerical simulations at global and local scales in laminar and turbulent regimes under biotic and abiotic conditions:

(1) For global approach, investigation of Residence Time Distribution (RTD) and thermal balance will be carried out and compared to the previous global study (power consumption and friction curves).

(2) For the local approach, Particle Image Velocimetry (PIV) will be carried out and compared to CFD simulation. PIV preliminary study will be conducted with a trigger strategy to access through angle-resolved measurements to an averaged velocity field. PIV further study will be performed with a non-trigger strategy and applied to POD analysis in order to identify the coherent structure of the flow by decomposing the organized and turbulent fluctuations.

(3) For the bioprocess application, an exploratory work will characterize the effect of Dynamic Filtration on prokaryote cell population (Escherichia coli) by quantifying cell integrity or damage as a function of time and rotation speed during filtration process in turbulent regime.

Thesis structure

This manuscript is based on three main parts: chapters II, III and IV.

Chapter II (Literature review on Dynamic Filtration modules) contains a review of the scientific and technical literature about DF modules from lab to industrial scales. Firstly, the general background of membrane filtration process is introduced, and the worldwide scientific production related to dynamic filtration is quantified and classified. Secondly, an exhaustive inventory of existing DF modules (lab/pilot/industrial scales) is presented and lead to identify the pertinent dimensionless number and geometrical parameters in order to compare these devices and their performances. Thirdly, the materials and methods developed to investigate global and local hydrodynamics are introduced.

Chapter III (Materials and methods) outlines the experimental set-ups and instrumentations as well as the used fluids under laminar and turbulent regimes. The associated methods of data treatment, simulation and modeling will be explained for thermal balance, Residence Time Distribution, Particle Image Velocimetry (with trigger and non-trigger strategies, on horizontal and vertical planes), Computational Fluid Dynamic and application to cell suspension.

Chapter IV (Results and Discussions

) is dedicated to answer to the scientific questions, and to compare and to connect the results among different experiments and scales. This chapter includes 3 parts:

(1) Thermal balance & Residence Time Distribution (RTD) Firstly, thermal effect in laminar and turbulent regimes will be introduced. Then RTD investigation will be presented, resulting analytical studies (including distribution and cumulative functions, moment discussion, reduced signal of outlet distribution function), systemic analysis (modeling by DTS Progepi v4.2), and simulation of streamlines by Computational Fluid Dynamic (CFD) under laminar flow.

(2) Particle Image Velocimetry (PIV) This part is dedicated to local approach, and it is divided into two main parts: (Chapter IV 2.1) conditional averaging (angle-resolved measurements, fixed with trigger strategy) and (Chapter IV 2.2) reconstruction of organized motion based on POD processing (non-trigger strategy).

• Chapter IV 2.1 Preliminary study-PIV with trigger strategy

As a preliminary study, measurements are conducted in horizontal and vertical planes under both laminar and turbulent regimes. Results will be focused on presenting velocity fields and profiles analysis, and compared with CFD simulation in laminar flow.

• Chapter IV 2.2 POD analysis (with non-trigger strategy)

As a further study, instantaneous velocity fields will be applied to POD analysis. Velocity vectors will be decomposed into mean velocity and fluctuations. Thus, mean shear, fluctuating shear, wall shear, torque on the wall, power consumption can be deduced from these local measurements. Results will be partially compared to the global measurements previously conducted.

(3) Application to cell suspension In the last part, RVF module was use to filtrate cell suspension and to characterize the mechanical impact on microbial cells. Integrity or damage of the cells will be observed and quantified.

Finally, overall conclusions of this PhD will be presented in Chapter 5.

Literature review on Dynamic Filtration modules

Chapter II:
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Number of Publications on Dynamic Filtration all over the world

Chapter II: Literature review on Dynamic Filtration modules ynamic filtration shows its high efficiency and productivity in separation process in advantage of high shear rate and less accumulation on the membrane surface. This technique has been well documented by numbers of literatures.

In this review, we firstly introduce the general background of membrane filtration process, and the scientific production related to dynamic filtration process.

In the second part, a full inventory and of existing Dynamic Filtration (DF) modules (lab/pilot/industrial scales) is presented, including (1) the definition and classification of DF modules, (2) geometrical complexity of DF modules, and (3) field of applications of DF.

In the third part, the current research on global and local hydrodynamics was introduced concerning on the developed methods. In cross-flow filtration, the aim is to reduce the impact of fouling and high fluid velocities are generally necessary to limit the growth of cake on the membrane. A large number of hydrodynamic techniques, based on fluid instabilities, have been investigated such as co-current mode, pulsating flow, periodic stop of the transmembrane pressure, periodic back-flush or a back-shock process, generation of Dean or Taylor vortices, introduction of turbulence promoters (baffled channel, stamped membrane) or the use of a two-phase flow (gas-liquid, liquid-solid).

These high velocities require energy and produce large pressure drops along the membrane.

Consequently, the transmembrane pressure remains high along most of the membrane, and this may limit solute transmission into the permeate when the cake layer on the membrane is compressible and is packed by pressure.

Dynamic filtration was developed in order to improve filtration performances by increasing wall shear stress at membrane surface. The specificity of dynamic filtration is that a mechanical device has been introduced in order to promote turbulence at membrane surface independently of retentate flow-rate. It consists of creating relative motion between the membrane and its housing since high shear rate produced by the relative motion are independent of the feed flow, which can be kept low. Dynamic filtration stands as a realistic alternative to dead-end and cross-flow filtration. In order to improve performances and to increase shear rate, various systems called dynamic filtration have been studied in bioprocess applications over the last decades. Dynamic filtration modules could use either a vibrating (Schneider et al., 2001) and rotating membrane [START_REF] Serra | A comparison of rotating and stationary membrane disk filters using computational fluid dynamics[END_REF],

or the motion of a mechanical device with a rotating [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF] and/or vibration disc or impeller [START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF]5] close to the membrane surface. Several dynamic filtration devices have been reported by manufacturer: Artisan (Artisan Industries), cross-rotational flow (ABB-Flootek), centrifugal membrane filtration (Spintek), cross-rotational membrane filtration (Komline-Sanderson), Hitachi (Hitachi), dynamic membrane filter and vibrating membrane filter (Pall society).

Introduction of membrane filtration process 1.Aim and context

Membrane separation technology has become widely used in the bioprocess and food processing industry (dairy, juice, wine, water) [START_REF] Cheryan | Ultrafiltration and microfiltration handbook[END_REF][START_REF] Daufin | Recent and Emerging Applications of Membrane Processes in the Food and Dairy Industry[END_REF]. However, membrane processes are yet to be identified as an industrial alternative by users. The choice of membrane process is a multicriteria and crucial approach including the diversities of (i) mass transfer processes (from electro-dialysis up to microfiltration), (ii) the geometry of module (plane, filter-press, tubular, spiral wound, hollow fiber), (iii) the nature and structure of membrane (mean pore diameter and associated distribution / chemical nature: organic, mineral, metal, composite) and (iv) the operating mode (dead-end, cross-flow or dynamic filtration) and technic dedicated to fouling limitation (co-current, back-filtration, back-shock, back-flush,…). The objective aims to improve qualitative and quantitative performances of separation device while reducing fouling mechanism, in other terms the intensification and the efficiency of bioprocess. Retention could be described by mechanical and or physico-chemical retention but the mechanisms of retention result from a complex balance between the nature and structure of membranes, the local hydrodynamic conditions and the product.

Solid-liquid separation is a key operation in membrane bioreactor and in downstream bioprocessing. The efficiency and productivity of separation step will directly affect the overall productivity of the entire bioprocessing and the cost of the product. Due to the type of process (temperature, pressure, degree of automatization, sterility requirements and so on) [START_REF] Jaffrin | Dynamic filtration with rotating disks, and rotating and vibrating membranes: an update[END_REF], the cost of separation even covers more than a half of the total costs [START_REF] Wroński | Dynamic filtration in biotechnology[END_REF]. Ann-Sofi Jönsson and Ola Wallberg [START_REF] Jönsson | Cost estimates of kraft lignin recovery by ultrafiltration[END_REF] estimated the cost in a kraft lignin recovery process by ultrafiltration, recovered from cooking liquor and black liquor. Operating costs (included electricity cost, membrane replacement cost, maintenance and labor cost) were 950 and 2200 k€/year out of total cost 1810 and 3590 k€/year respectively. The main differences between the conventional dead-end filtration (perpendicular feed), crossflow filtration (tangential feed) and dynamic filtration (arbitrary feed) are illustrated in Figure 1. In Cross-Flow Micro-Filtration, a dynamic selective layer (particle in suspension, macromolecules, complex) is created and plays an important role in retention mechanism. The propensity of retention, the contribution of the different mechanisms, how mechanisms interplay on soluble and insoluble fractions, the quantification of the fouling layer composition are investigated and are of highly scientific interests [START_REF] Eagles | Interactions between dissolved material and the fouling layer during microfiltration of a model beer solution[END_REF][START_REF] Fillaudeau | Yeast cells, beer composition and mean pore diameter impacts on fouling and retention during cross-flow filtration of beer with ceramic membranes[END_REF][START_REF] Gan | Beer Clarification by Cross-Flow Microfiltration: Fouling Mechanisms and Flux Enhancement[END_REF][START_REF] Riddell | The Effect of Microporous Membrane Filtration on Beer Foam Stability[END_REF][START_REF] Taylor | Quantitative determination of fouling layer composition in the microfiltration of beer[END_REF]. In conventional cross-flow filtration, high fluid velocities are generally necessary to limit the growth of cake on the membrane. These high velocities require energy and produce large pressure drops along the membrane.

Consequently, the transmembrane pressure remains high along most of the membrane, and this may limit solute transmission into permeate when the cake layer on the membrane is compressible and is packed by pressure. Dynamic filtration, which consists of creating relative motion between the membrane and its housing, avoids this problem since high shear rate produced by the relative motion are independent of the feed flow, which can be kept low. Among advantages to improve overall biological and hydrodynamic performances, the increase of permeability, the reduction of the filtration loop volume, the uncoupling of feed flow rate and local shear rate at membrane surface and the filtration at low transmembrane pressure can be mentioned. This thesis is designed to highlight the potentialities and constraints of an innovating dynamic filtration device, called Rotating and Vibrating Filtration (RVF technology -patent no.

FR-97-14825) will be investigated under hydrodynamic angle for industrial and food biotechnologies in order to intensify separation step while controlling bioreaction.

Realizing the barriers, researchers have devoted great effort to clean and proceed with contaminated membrane, which can sustain high flux and against flux decline. All those way can be typically physical, chemical and biological cleaning both in-situ (online) and ex-situ (offline) [START_REF] Wang | Membrane cleaning in membrane bioreactors: A review[END_REF], including (1) physical cleaning: periodic or continuous backwash [START_REF] Jiang | Development Trend: Rotary fibre disk filtration in the treatment of oilfield wastewater[END_REF] or pulsation [START_REF] Hadzismajlovic | Flux enhancement in laminar crossflow microfiltration using a collapsible-tube pulsation generator[END_REF] by the flow ; sweep the membrane surface by different ancillaries, e.g., brush-like or blade-like device, high aeration [START_REF] Sarioglu | Dynamic in-series resistance modeling and analysis of a submerged membrane bioreactor using a novel filtration mode[END_REF][START_REF] Xia | Hydrodynamic effects of air sparging on hollow fiber membranes in a bubble column reactor[END_REF], ultrasound [START_REF] Cai | Mechanisms for the enhancement of ultrafiltration and membrane cleaning by different ultrasonic frequencies[END_REF]; destabilize the cake layer by generating shear stress close to membrane, will be reviewed in detail. (2) chemical cleaning: apply cleaning detergent like surfactant [START_REF] Castro | Shear-induced permeability changes in a polymer grafted silica membrane[END_REF]. (3) biological cleaning: enzymatic cleaning agent [START_REF] Kim | Assessing the effects of bacterial predation on membrane biofouling[END_REF], though less use than the former.

According to the pore size of the membranes, different kinds of membrane filtration can be mainly classified into microfiltration (MF, 0.1-10 µm), ultrafiltration (UF, 1-100 nm), and nanofiltration (NF, 1-10 nm /200-600 Da). Understanding the mechanic movement and fluid behaviors of the flow, membrane filtration also can be categorized into Dead-end Filtration (DEF), Cross-flow Filtration and Dynamic Filtration (DF). Cross-flow filtration (also known as tangential flow filtration) was typically designed to reduce the impact of fouling by applying a tangential feeding flow passing over the membrane and remove some of deposit from the surface. The contribution of this kind of fouling removal is the shear stresses imposed to the membrane surface and reduce the cake layer, enhance permeability and allow selectivity to be determined by the membrane itself instead of by the layer that forms on the membrane surface. Increasing the feeding flow rate driven by the pump is one of the conventional ways to enhance performance in Cross-flow filtration but consuming rapid increase of pumping power, which is approximately proportional to the cube of flow rate in turbulent flow regime. However, Dynamic Filtration, also named Shear Enhanced Filtration, appears as a promising and alternative way to those conventional filtrations, which are currently not efficient enough. What makes this system different from the conventional filtration type is that, in the filtration cells, the system consists in creating and promoting the shear rate at the membrane surface by a mechanical part, such as a disk rotating near a fixed membrane, rotating or vibrating 
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membranes, able to generate high shear rates approximately up to 1-3×10 5 s -1 without large feeding flow rates [START_REF] Jaffrin | A hydrodynamic comparison between rotating disk and vibratory dynamic filtration systems[END_REF][START_REF] Chang | Techniques to Enhance Performance of Membrane Processes[END_REF].Taking advantage from this technology, Dynamic Filtration performs its outstanding behaviors in permeability and productivity, leads to a considerably effective and economical process; we highlight its specialty as the following:

1-Enhances shear rate on the membrane surface;

2-Uncoupled shear rate and TMP from feeding flowrate;

3-Relatively low TMP is required;

4-Reduce membrane fouling and concentration polarization;

5-Less volume of working liquid;

6-Considerably energy-saving;

Nevertheless, the drawback is 1) the complex configuration of the filtration device that might lead to higher equipment cost, especially when scaling up. 2) And the limited filtration area that might hold-up the development of productivity.

Scientific production related to DF

A database interrogation [START_REF] Liu | BibeR: A Web-based tool for bibliometric analysis in scientific literature[END_REF] was carried out to review scientific publication and gain insight into research hotspot, information are concerning on (1) number of publications, (2) the most productive journals, (3) the most productive authors, (4) researcher areas, (5) countries and cooperation among them, (6)institutes and cooperation among them, and (7) application fields.

This review mainly respects to the publications given by the following methodology:

• Database: Web of Science.

• Advanced search for: TS=(dynamic filtration) and TS=(membrane) and TS=(high shear or shear enhanced or rota* or vibra* or oscilla*)

• Field and time span: Web of Science Core Collection, from 1975 to 2017.

• Updated: Feb.07 th 2017.

( II. 5 shows the top 10 most productive institutions with the same indicators. The leading institution is University of Technology of Compiègne (France), which published the most articles accounting for 20.9 % of the total and more than half of them were not cooperative articles. Jadavpur University (India) remotely followed with 8 articles published. Table II According to the articles which was introduced in the previous section, those [START_REF] Judd | The status of membrane bioreactor technology[END_REF] 

Specification and Application of Industrial and Commercial Dynamic Filtration Module

In the recent decades, many efforts and a great number of those studies have been done to develop novel DF module, in lab scale or pilot scale. Reviewing the existing DF modules by our best of knowledge, they can be mainly classified by mobile membrane and stationary membrane in terms of membrane state. And also can be classified by rotation system, which means working fluid is driven by a rotor (disk, disk-like membrane, impeller, arms etc.), and vibration system (some defined as oscillation), which has an external force applied to the system longitudinally, transversely, torsional, or with a mix of these motions.

Fig.II. 6 Classification of DF modules according to the membrane motion

Though the module configuration is of a crucial effect on separation efficiency, membrane material plays a key role and has an inherent impact in the process. Membrane characteristic always refers to pore size, surface charge, roughness and hydrophobicity, etc., which links to its material properties. In terms of material, membrane can be mostly grouped into polymeric, inorganic or composite. Benefit from different advantages of various materials, Dynamic Filtration combined particular membrane shows its great filtration ability to many application field, such as Wastewater Treatment, Food Engineering, Pharmacy and Biological process.

As the most widely used in membrane filtration, organic membrane often refers to polymeric membranes, which are more conventionally used. Among the existing dynamic filtration modules, most of them were applied with organic membranes. (PP), Nylon, etc., which are lower price and more frequently used. Due to their chemical structure, organic membranes have advantages such as easy forming, higher flexibility, hydrophobic and affinity of fouling [START_REF] Ng | Polymeric membranes incorporated with metal/metal oxide nanoparticles: A comprehensive review[END_REF]. Inorganic membrane is made from ceramic, carbon, silver, silica, zeolite, titania [START_REF] Lee | A review of reverse osmosis membrane materials for desalination-Development to date and future potential[END_REF] and metals such as palladium, silver and their alloys. In comparison with polymeric membrane, inorganic membrane exhibits a better stability, duration, mechanical strength, regeneration, high tolerance of extreme conditions (heat, high-pressure, acid and basis environment) [START_REF] Ng | Polymeric membranes incorporated with metal/metal oxide nanoparticles: A comprehensive review[END_REF]. With the same concept, a plasmapheresis filter was employed in plasma collection.

Table II. 6 Classification and specification of DF modules

Similarly, a company 'Mebrex' developed a Benchmark Biopurification System for the stefiod recovery process [START_REF] Mateus | Steroid Recovery by a Rotary Membrane System[END_REF]; RDF filter (Rotary Dynamic Filtration) fed with yeast suspension was studied to realize the fouling mechanism and optimal biological fluid filtration, result was confirmed by microscopic photographs of the membrane surface [START_REF] Adach | Mechanism of microfiltration on the rotating track membrane[END_REF]. Later on, another rotating concentric cylindrical filter, but with a horizontal configuration, was further developed. [START_REF] Murase | Dynamic Microfiltration of Dilute Slurries with a Rotating Ceramic Membrane[END_REF] Other similar modules also have been explored in wastewater treatment [START_REF] Lee | Experimental verification of a model for rotating reverse osmosis[END_REF][START_REF] Lee | Control of scale formation in reverse osmosis by membrane rotation[END_REF][START_REF] Park | A study on dynamic separation of silica slurry using a rotating membrane filter 1. Experiments and filtrate fluxes[END_REF].

Rotating flat membrane modules

Configurations and Specifications

Among the rotary membrane modules, they typically consisted of a membrane mounted onto the porous support driven by one or more central shaft. Such support can be one or more rotary disk, arms or wings, allow a flexible configuration, led to a scale-up of filtration with larger area and capacity.

For instance, Rotating Membrane Disk Filters (RMDFs) [START_REF] Serra | A comparison of rotating and stationary membrane disk filters using computational fluid dynamics[END_REF], Rotating Disk Membrane [START_REF] Sarkar | Simulation of continuous stirred ultrafiltration process: an approach based on surface renewal theory[END_REF], Compact Rotating Disk (CRD filter) [START_REF] Ebrahimi | Dynamic crossflow filtration of oilfield produced water by rotating ceramic filter discs[END_REF], and High shear rotary membrane system (HSR-MS) [START_REF] Bendick | Using a high shear rotary membrane system to treat shipboard wastewaters: Experimental disc diameter, rotation and flux relationships[END_REF] etc. are typical modules. A stirred rotating disk module show its innovation by apply a stirrer (rotor) to this rotating-membrane system in reversed direction, generated a high shear rate up to 2×10 5 s -1 at the membrane as well [START_REF] Sarkar | Simulation of continuous stirred rotating disk-membrane module: An approach based on surface renewal theory[END_REF][START_REF] Bhattacharjee | Ultrafiltration of black liquor using rotating disk membrane module[END_REF][START_REF] Bhattacharjee | Performance study during ultrafiltration of Kraft black liquor using rotating disk membrane module[END_REF]. Researchers also combined this concept with external cleaning, e.g. Vacuum Rotation Membrane (VRM, HUBER, Berching, Germany)

filtration unit was consisted with a stack of rotating membrane disk and a powerful aerator in order to clean the contaminated membrane, and also reached a large scale available with diameter approx. 2.3 and 3.2 m, membrane surface approx. 900 m 2 and 3840 m 2 , design for wastewater treatment plant. Besides, another system equipped with multi-shaft (rotate in the same direction) and overlapping membrane was developed and well-studied, e.g., a two-shaft system, Dynamic Cross-flow Filter (DCF) commercialized and made by KMPT was tested in biofuel process [START_REF] Ríos | Antifouling microfiltration strategies to harvest microalgae for biofuel[END_REF]. Another two shafts filter, a lab scale MSD (Multi-shaft disk Westfalia Separator, Aalen, Germany) module studied by Ding et al., permeate flux is one fold higher than that consist of a stationary membrane module in the same disk azimuthal rim velocity. It has also been proved that the overlapping gap was where the maximum shear rate was generated [START_REF] Ding | Investigation of performances of a multishaft disk (MSD) system with overlapping ceramic membranes in microfiltration of mineral suspensions[END_REF]. A larger MSD system, commercialized by Westfalia Separator, with 8 shafts and fixed a pile of membrane-disk, all shaft and membrane-disk rotate in the same speed. Recently, some newly devices emerged. Spinning basket membrane (SBM) was developed by Sarkar.A et al., flat rectangular membrane was fixed to the alternative side of the 4 (could be more) radial hollow arms, which are driven by a shaft and allow permeate to pass. This system composed a membrane filtration cycle when rotate as a normal run, and a membrane cleaning cycle when rotate in the reverse direction [START_REF] Sarkar | Design and performance characterization of a new shear enhanced module with inbuilt cleaning arrangement[END_REF][START_REF] Sarkar | Performance characterization and CFD analysis of a novel shear enhanced membrane module in ultrafiltration of Bovine Serum Albumin (BSA)[END_REF][START_REF] Sarkar | Performance characterization and design evaluation of spinning basket membrane (SBM) module using computational fluid dynamics (CFD)[END_REF][START_REF] Sarkar | Recovery of Polyvinyl Alcohol from Desizing Wastewater Using a Novel High-Shear Ultrafiltration Module[END_REF]. A newly helical lab-scale filter was constructed in a cylinder container, dynamic membranes were twisted in different helical angles (0°, 180°, 270°, 360° and 450°), continuously rotated with 75 and 160 RPM [START_REF] Liu | Rotating a helical membrane for turbulence enhancement and fouling reduction[END_REF][START_REF] Gao | A photo-catalysis and rotating nano-CaCO3 dynamic membrane system with Fe-ZnIn2S4 efficiently removes halogenated compounds in water[END_REF].

Applications using inorganic membranes

Bendick et al. [START_REF] Bendick | Using a high shear rotary membrane system to treat shipboard wastewaters: Experimental disc diameter, rotation and flux relationships[END_REF] used a high shear rotary membrane system (HSR-MS, Spin-Tek, Los Alamitos, CA) in microfiltration to treat shipboard wastewater. It is of 0.08 m 2 filtration area and 267 mm diameter of ceramic membrane. An artificial Bilge water containing fuel oil, lubricants, detergents, dust, and lint and black water, which are similar to municipal wastewater, were used with this pilot single-shaft system. They found firstly a high dependency of steady state flux Jss on ω and D in a range of 10 to 433 L/m 2 h. Secondly, they believed that γ and Re were as a function of steady state flux Jss respectively, highly dependent on angular velocity ω and membrane diameter D. and they proved that the relationship of Jss-Re and Jssγ model was indeed existed, Jss relationship was somehow correlated better with γ in both test fluids. And the Jss -γ model was extended to large membranes (312 and 374 mm) for prediction, resulting that lager disk can produce similar or somehow greater permeate output when system rotated at lower speed.

Ebrahimi et al. [START_REF] Ebrahimi | Dynamic crossflow filtration of oilfield produced water by rotating ceramic filter discs[END_REF] employed the lab scale membrane module CRD 0.1 (Novoflow, Oberndorf, Germany) in MF and UF, it consisted of a ceramic membrane disk driven by a hollow shaft. They assessed the effect on permeability and quality by some operating parameters.

Resulting that for both MF and UF ceramic membrane, the permeate flux was dependent on the rotation speed, and they both performed well by high rejection of oil (>99%) and TOC (>98%) in dewatering process water and oily test fluid. Additionally, this rejection was proved to be somehow independent of membrane rotation speed, by testing with 1200, 1500 and 1800 RPM.

Rios et al. [START_REF] Ríos | Antifouling microfiltration strategies to harvest microalgae for biofuel[END_REF] used a 152 mm membrane diameter and two-shaft module DCF 152/0.14, a commercial module made by KMPY (Krauss Maffei Process Technology), with filtration area 0.14 m 2 . Two types of MF membranes, PTFE and ceramic, and three microalgal species were tested in this research. The result indicated that, firstly, best result could be achieved after a preconcentration step, with TMP about 1 bar, pore size of 0.5 µm (rather than 0.2), at 100% of the module capacity (1110 RPM). Secondly, with the optimized process variables, pilot experiments were carried out and able to arrive concentration factor up to 200 and permeability up to 600 L h - 1 m -2 bar -1 . An economic study was also done to prove that, after pre-concentration, which was a sedimentation process, the final overall cost of biomass was reduced by two-fold of magnitude.

Ding et al. [START_REF] Ding | Investigation of performances of a multishaft disk (MSD) system with overlapping ceramic membranes in microfiltration of mineral suspensions[END_REF] investigated the MF of mineral suspension with a Multi-shaft disk (MSD, Westfalia Separator, Aalen, Germany) membrane module, consisted of two stack (12 in total) of 90 mm diameter 0.2 µm pore size ceramic membrane mounted with two parallel shafts respectively, available for 0.121 m 2 filtration area, and tested in the CaCO3 suspension of concentration range from 100 to 280 g/L and mean particle size 3 µm. They indicated that, this two shafts rotated in same direction and membrane stacks were 15.5% overlap with each other, the maximum shear rate therefor occur within these overlapping because of the differential speed between two adjacent disks has been shown to be uniform and high in those overlapping gap.

Concerning its advantage of energy saving, operating at moderate concentration and rotation speed was recommended, by reason of a steady flux and relatively high efficiency also could be achieved by 800 RPM at 40 kPa (in concentration 200 g/L CaCO3 suspension).

Applications using polymeric membranes

Dal-Cin et al. [START_REF] Dal-Cin | Dispersed phase back transport during ultrafiltration of cutting oil emulsions with a spinning membrane disc geometry1Issued as NRCC No. 41962.1[END_REF] investigated an UF polymeric membrane module, a rotating Spintek ST-IIL, with diameter 203 mm and filtration area 0.05 m 2 , rotation speed up to 1800 RPM.

Maximum operating pressure and temperature of this lab scale module was 310 kPa and 50°C.

By testing with 5wt% cutting oil emulsion at 25°C and operating pressure range from 138 kPa to 310 kPa, result indicated that permeate flux increase almost linearly approx. from 100 to 600 RPM, and then reached a plateau and followed by a flux decline with the increasing rotation speed.

Sarkar et al. [START_REF] Sarkar | Design and performance characterization of a new shear enhanced module with inbuilt cleaning arrangement[END_REF]used a newly UF membrane module, Spinning Basket Membrane (SBM, Gurpreet Engineering Works, Kanpur, UP , India), with 4 rectangular PES membrane, effective filtration area 55×130 mm 2 . This system benefit from advantages that firstly by centrifugal forces, shear rate generated on the membrane surface and help to improve the filtration performance; secondly, it had a self-cleaning process to remove membrane contamination by the reversed rotating direction, noted as cleaning run. Researcher tested with PEG solution and observed that SBM was able to against flux decline about 15% of its initial flux value (recovery by cleaning run), by rotation speed range from 10.47 to 41.9 rad/s.

Overviewing the membrane modules, metallic and ceramic (or the composite of them) membranes are preferred in self-rotating condition. As well as a rotating membrane support, strict membrane condition is needed. It mostly benefits from high mechanical strength, tolerance and duration in terms of consideration of physical process parameters, such as high temperature, solid particle concentration, rotation speed, operating pressure etc. Considering chemical parameters, inorganic membranes also show its good stability and chemical tolerance.

Vibrating flat membrane modules

Configurations and Specifications

Vibration also has been applied in mobile membrane systems. Theoretically, this vibration can be longitudinally, transversely or torsionally in specific amplitude and frequency. For example, commercialized by New Logic (USA), Vibratory Shear Enhance Processing (VSEP)

represented as the original vibrating filtration device. This filtration body, which consists of alternative overlapping membranes or membrane-coated disks in series, is mounted on a torsion bar driven by a motor. It is able to reach 130 m 2 filtration area per module and scale up by installing more membrane modules. Researchers has well reported of this device with various applications e.g. yeast suspension [START_REF] Akoum | An hydrodynamic investigation of microfiltration and ultrafiltration in a vibrating membrane module[END_REF], dairy [START_REF] Akoum | Treatment of dairy process waters using a vibrating filtration system and NF and RO membranes[END_REF], microalgal suspension [START_REF] Nurra | Vibrating membrane filtration as improved technology for microalgae dewatering[END_REF] [120], oil-inwater emulsions [START_REF] Moulai-Mostefa | Separation of water from metal working emulsions by ultrafiltration using vibratory membranes[END_REF]. Similar principle also introduced in Vibrating Membrane Filtration module (PallSep-VMF), it has been early tested in breweries. Novel configuration has been reported by Gomaa et al. [START_REF] Gomaa | Energetic consideration and flux characteristics of roughed-surface membrane in presence of reversing shear[END_REF], this system was configured with a flat rectangular membrane immersed vertically in the treatment tank. This membrane was particularly fixed with flat or grooved Turbulence Promoters (TP) in series, driven by a motor and moved vertically in yeast suspension investigation [52][START_REF] Gomaa | Dynamic analysis of mass transfer at vertically oscillating surfaces[END_REF][START_REF] Gomaa | Energetic consideration and flux characteristics of roughed-surface membrane in presence of reversing shear[END_REF][START_REF] Gomaa | Flux characteristics at oscillating membrane equipped with turbulent promoters[END_REF][START_REF] Gomaa | Flux enhancement using oscillatory motion and turbulence promoters[END_REF][START_REF] Gomaa | Intensification of membrane microfiltration using oscillatory motion[END_REF][START_REF] Gomaa | Intensification of membrane microfiltration using oscillatory motion[END_REF].

Applications using polymeric membranes

Akoum et al. [START_REF] Akoum | Concentration of total milk proteins by high shear ultrafiltration in a vibrating membrane module[END_REF] investigated a UF PES membrane module, Vibratory Shear-Enhanced Process (VSEP, New Logic, CA, USA) series L, equipped with a single annular membrane of 135 mm outer radius and 47 mm inner radius (about 0.05 m 2 ), able to vibrate azimuthally with amplitude 32 mm and frequency up to 60.75 Hz. The experiments were operated with a flow rate of 120 L h -1 and 45°C. Result indicated that, when test with 9.1% powder milk permeate flux developed with the increasing TMP, 40% permeate flux decline was observed with 86 kPa, however, 8.6% decline with 1500 kPa, likely to maintain at about 80 Lh -1 /m -2 , due to its high shear rate on the membrane surface about 3×10 5 s -1 . A membrane module VSEP series i-10 equipped with 610 mm diameter membrane indicated that this kind of membrane device was not only efficient but also energy saving, estimation of total power only consumed 1.83 kWh m -3 .

Vibrating hollow fiber

Configurations and Specifications

Besides, researchers combined this vibration concept to hollow fiber. In the typical design, a bunch of parallel hollow fiber membranes are immersed in a treatment tank (can be a reactor as well), one side (or both sides) of them is fixed to a vibrating base. Most of the case is applied with longitudinally vibration, e.g. a membrane module, with a total membrane area 256 cm 2 and 12 cm long hollow fiber membrane, was studied by BEIER et al. [START_REF] Beier | Dynamic microfiltration with a vibrating hollow fiber membrane module: Filtration of yeast suspensions[END_REF][START_REF] Beier | Separation of enzymes and yeast cells with a vibrating hollow fiber membrane module[END_REF][START_REF] Beier | Critical Flux Determination by Flux-Stepping[END_REF]. This module wears a total membrane area of 488cm 2 is composed of 54 hollow fibers with a length of 12 cm mounted between two steel plates, one is at the fixed bottom and another is with a rod driven by a transversely rotating head (frequency between 0-30 Hz), presents a vibrating motion. A lower frequency set to 0-15 Hz was presented by Li et al. with a similar design [START_REF] Li | Fouling control of submerged hollow fibre membranes by vibrations[END_REF], other researcher also explored the membrane module in different motion e.g. transverse vibration [START_REF] Li | Submerged hollow fibre membrane filtration with transverse and longitudinal vibrations[END_REF][START_REF] Kola | Application of low frequency transverse vibration on fouling limitation in submerged hollow fibre membranes[END_REF], and pendulum type oscillation [START_REF] Qin | A submerged membrane bioreactor with pendulum type oscillation (PTO) for oily wastewater treatment: Membrane permeability and fouling control[END_REF].

Applications using polymeric membranes

Beier et al. [START_REF] Beier | Dynamic microfiltration with a vibrating hollow fiber membrane module[END_REF]used a hollow fiber membrane module for yeast suspension. This test unit was installed with PES membrane, which is 120 mm long, and 0.0256 m 2 total membrane area, and tested with different vibration amplitudes (0.2-1.175 mm, peak to peak was twice) and frequency (0-30 Hz), resulting that the critical flux was improved 325% when filtration was carried out at maximum vibration frequency and amplitude, compare to the critical flux measured at minimum condition. Besides, operating below the critical flux was recommended rather than over it, for the reason that the constant permeability and significant fouling removal can be achieved whereas the permeability decline when operate over the critical flux.

DF modules with stationary membrane

As early as 1978, a specified system consisted of a stationary and a rotating disk was studied. This research conducted mathematical analysis for the viscous flow in the gap between those two disks [START_REF] Wilson | Flow between a stationary and a rotating disk with suction[END_REF]. Same concept was referenced and further developed in dynamic filtration.

Rotating flat disk modules

Configurations and Specifications

The most common configuration in stationary membrane system consisted of a rotor (can be an impeller, cone, disk or disk welded with promoter) rotating close to the membrane attached on a stationary support. Shear rate on the disk surface is evolved by the gap between the rotor and the membrane and therefore became one of the most important points for researchers.

Many rotating disk modules have been well documented in the literature. Dynamic Membrane Filter (DMF, Pall Corp., Cortland, NY) appeared as the first commercial system using this idea, typically consisted with a single solid dick rotating above a stationary membrane and was early tested in Biotechnology [START_REF] Lee | Microfiltration of recombinant yeast cells using a rotating disk dynamic filtration system[END_REF] rotor rotating above a stationary membrane; a tubular membrane module, which was designed to treat radioactive wastes, was configured with a tubular metallic membrane as a housing and a coaxial inner cylinder as a rotor [START_REF] Zakrzewska-Trznadel | Reducing fouling and boundary-layer by application of helical flow in ultrafiltration module employed for radioactive wastes processing[END_REF][START_REF] Cojocaru | Removal of cobalt ions from aqueous solutions by polymer assisted ultrafiltration using experimental design approach Part 2: Optimization of hydrodynamic conditions for a crossflow ultrafiltration module with rotating part[END_REF].

Applications using ceramic membrane

In our laboratory, Fillaudeau et al. [START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF]used a pilot scale Rotating and Vibrating Filtration (RVF) module for rough beer clarification. In a single filtration cell (two in total), two ceramic membranes (0.6-4 µm) were fixed parallel onto the stainless steel respectively and formed a 14 mm gap. An impeller with 8 mm thickness and 135 mm diameter was rotated between the membranes, and gave a 3 mm distance between the impeller surface and the membrane surface.

In this research, driving force on the membrane surface and the core velocity coefficient were determined with water to understand the fluid mechanic. Afterward, performance of this device was evaluated for two different rough beers and model beers, resulting that ceramic membrane were able to achieve more satisfied quality and flux value than traditional filtrations.

Applications using polymeric membrane

Lee et al. [START_REF] Lee | Microfiltration of recombinant yeast cells using a rotating disk dynamic filtration system[END_REF]used a DMF LAB 6 (Pall Corp.,USA) system installed with MF Nylon/ PVDF membrane (152 mm diameter and 137 cm2 filtration area) for yeast suspension. Result showed that in DMF system, flux decline occurred with those three different membranes (PVDF, 0.45 and1.2 µm pore size for Nylon), no significant different flux was found and both Nylon membranes reached steady flux earlier than the PVDF membrane, at about 40 min. The researcher also found that, 1.2 µm Nylon membrane performed better by 1.4 times higher concentration than the 0.45 µm one, according to their concentration factor profile. Moreover, by comparing to the conventional cross flow system, steady flux and average shear rate of DMF was 100 L m -2 h -1 and 12000 s -1 , 5 and 7.5 fold higher than cross flow system respectively. With numerical simulation, result showed that, fluid velocity and average shear stress on the membrane surface was found to be 2 and 7 fold higher than an unperforated disk respectively.

However, when compare with experiments result, the real average shear stress was much higher than the simulation, and fouling resistance was found to be 2-3 fold lower than the unperforated one.

Theory: criteria to characterize internal fluid dynamics

Under theoretical point of view, dynamic filtration consists of creating relative motion between the membrane and its housing in order to generate high shear rates at membrane surface and oscillating flows (retentate and/or permeate). Among the advantages of DF device, the ability to generate high shear rates independently of the feed flow, which can be kept low, with the increase of permeability, the reduction of the filtration loop volume, the filtration at low transmembrane pressure can be mentioned. The combination of these factors limit fouling propensity and compressibility at membrane surface [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF][START_REF] Zhang | Investigation of membrane fouling mechanisms using blocking models in the case of shear-enhanced ultrafiltration[END_REF][START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF][START_REF] Espina | Comparison of rotating ceramic membranes and polymeric membranes in fractionation of milk proteins by microfiltration[END_REF][START_REF] Bouzerar | Concentration of mineral suspensions and industrial effluents using a rotating disk dynamic filtration module[END_REF][START_REF] Bouzerar | Local permeate flux-sheer-pressure relationships in a rotating disk microfiltration module: implications for global performance[END_REF]], which appears as major advantages for ultra and micro-filtration of biological matrices. Film theory stands as the most common theoretical approach to describe permeation flux independently of pressure for mass transfer limited system.

Global approach

Dimensionless analysis in dynamic filtration

Dimension analysis of mass transfer (by analogy with heat transfer) lead to establish semiempirical correlation between dimensionless numbers, In laminar regime (Graezt-Lévêque's equation): with

. By rearranging, it becomes and with .
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In turbulent regime (Dittus-Boelter's equation): with Re>10000.

These relations make possible to evaluate mass transfer coefficient, km and enable to determine how membrane geometry and operating conditions may be selected to improve flux.

These expressions require the identification of diffusion coefficient, D of solutes retained by membrane in water (solvent). These relations highlight that flux may increase if flowrate increases or cross-section reduces. From a general standpoint, all hydrodynamics techniques which increase flow velocity and shear rate at membrane surface enable to increase flux [START_REF] Porter | Concentration Polarization with Membrane Ultrafiltration[END_REF]. In microfiltration, various and recent theories take into account hydrodynamics: (1) lateral migration of particles (tubular pinch effect), ( 2) axial migration of deposit (flowing cake) or hydrodynamic diffusion generated by shear rate (shear-induced diffusion). In the aim to enhance the understanding of transfer mechanism in membrane process, it seems essential to investigate and characterize hydrodynamics (velocity field, shear rate, flow regime) at local and global scales.

Due to complex geometry and flow pattern in dynamic filtration devices (enclosed rotating disc, static membrane), the flow is characterized by an important tri-dimensional nature. This complex flow can be described by various dimensionless numbers Table II 

Sh Sc = × × 0 023 0 80 1 3 . Re . / Re = ρ ⋅d ⋅U µ r Q Re Q × × × × = p µ r ! ! Re = ρ ⋅d h ⋅U µ ! ! Re Q = ρ ⋅Q⋅ µ ⋅π ⋅r h ! ! Re = ρ ⋅ d o -d i ( ) ⋅U µ Re m = ρNd m 2 µ
Rotating system* (II.6)

Rotating cone Re = ω(h + rtanα) v (II.7)
Gap based Ekman number (II.8)

Vibrating system (II.9)

Reynolds number in tube

The Reynolds number, Re, is a dimensionless quantity that is the ratio between inertia force and viscous force. It is used to define and predict similar flow patterns in complex fluid flow conditions. Reynolds number is defined as Eq.II.1 with flow in tube, where µ is the dynamic viscosity of the fluid, r is the density of fluid, d is the diameter of the tube. It also can be define as 𝑅𝑒 = (𝑑 • 𝑈)/𝑣, where v is kinematic viscosity, defined as 𝑣 = 𝜇/𝜌. When fluid flow in a non-tube, Eq.II.3 and 𝑅𝑒 = (𝑑 F • 𝑈)/𝑣, where dh is the hydraulic diameter. As well as in annulus tube, Eq.II.5 is defined where dh is equal to outer diameter of the tube minus inner diameter. According to the different operating parameters, Reynolds number also can be determined by flowrate Q, see Eq.II.2.

In an annulus tube, Reynolds number can be defined as Eq.II.3 according to equivalent diameter. However, when this annulus coaxial cylinder was fed by axial flow, Reynolds number can be defined as Eq.II.4, where uz was the axial velocity [START_REF] Park | A study on dynamic separation of silica slurry using a rotating membrane filter 1. Experiments and filtrate fluxes[END_REF][START_REF] Chandrasekhar | The Stability of Spiral Flow Between Rotating Cylinders[END_REF].

Reynolds number in mixing and rotating system

In mixing system (with rotating mixer), it is known that Reynolds number is defined as Eq.II.6, Azimuthal Reynolds, where N is the rotation speed in Hz and dm is the diameter of the mixer. According to the mixing system, Reynolds number can be developed by angular velocity ω as 𝑅𝑒 = (𝜌 • 𝜔 • 𝑟 ˆ)/𝜇. According to this theory, four different pattern of flows in rotating disk in a housing system were proposed by researchers: [START_REF] Lee | Microfiltration of recombinant yeast cells using a rotating disk dynamic filtration system[END_REF][START_REF] Bentzen | Analytical and numerical modelling of Newtonian and non-Newtonian liquid in a rotational cross-flow MBR[END_REF], Res refers to axial Reynolds number and Rer refers to radial Reynolds number. With a flowrate equal to zero (Q=0), four flow regimes may appear in the filtration cell and they have been described by [START_REF] Murkes | Crossflow filtration: theory and practice[END_REF] [START_REF] Murkes | Crossflow filtration: theory and practice[END_REF]:

Re R = k ⋅ ρ ⋅ω ⋅r 2 µ 2 1 s Re E s × × = = v r µ ! ! Re v = 2π ⋅F ⋅h 2 ρ
Laminar regime I : Res <4, ReR<2-3.10 5 and E>0,25. Case corresponding to small gap, both limiting layer fuse and Couette flow is observed.

Laminar regime II : Res >4, ReR<2-3.10 5 and E<0,25. The gap is then more important and limiting layers are developing at stator and rotor surfaces. Close to rotor, centrifugal forces eject the fluid outwardly compared to the shaft whereas, at membrane surface (stator), radial velocity induced centripetal forces in respect with continuity equation. The thickness of limiting layer on stator surface is then theoretically four times higher than on the stator for an infinite disk.

Turbulent regime III : ReR>2-3.10 5 and s/r>0,05-0,06.

Turbulent regime IV : ReR>2-3.10 5 and s/r<0,05-0,06. Limiting layers are separated like in laminar regime II.

Moreover, a local Reynolds number can be defined as Eq.II.6, represents the flow pattern in local fluid, where k is a velocity coefficient refers to the transmission of impeller velocity to the fluid (0<k<1). An axial Reynolds number of a rotating conical rotor system was also defined as Eq.II.7 where the rotor height h and the inclination angle were taken into account [107]. And a

Reynolds number can be defined as a reverse of the Ekman number as Eq.II.8 shows. Ekman number characterizes the ratio of viscous drag forces in a fluid to the Coriolis forces [START_REF] Cébron | Tidal instability in a rotating and differentially heated ellipsoidal shell[END_REF].

Reynolds number for vibrating systems

In a different system, as vibration or oscillation, the flow is governed by various parameters. This system was early studied by Rosenblat [START_REF] Rosenblat | Flow between torsionally oscillating disks[END_REF], who used two parallel infinite plane disks, oscillate torsional driven by a common axis for Newtonian fluid. The Reynolds number is defined as function of oscillation frequency F and the distance between disks, shown as Eq.II.9. It has been applied to a vibrating membrane VSEP system, Re was of the order of 3×10 5 . [START_REF] Akoum | An hydrodynamic investigation of microfiltration and ultrafiltration in a vibrating membrane module[END_REF][START_REF] Slater | Shear-enhanced microfiltration of microalgae in a vibrating membrane module[END_REF].

Friction curve and power consumption curve

Power consumption curve is the representation of Power number against Remixing, it is an important specification to evaluate agitation and mixing performance by considering device properties and fluid rheological properties. The fluid dynamic behavior in an agitation and mixing system can be described as a function of the rotational speed of the mixing Reynolds number (Eq.II.10), the power consumption P can be described by Power Number Np (Eq.II.11).
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The friction curve is the representation of Da against ReQ Eq.II.12 and 13, it is an important specification use to predict the frictional energy lose in a pipe or equivalent pipe based on the velocity of the fluid and the resistance due to friction. The friction curve can be described using a unique expression based on Churchill's model, Eq.II.14. This general expression can be used for laminar, transitory or turbulent flow regime. Contribution of these three regime were considered in this expression. 
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Semi-local approaches

In dynamic filtration device, rotation module for instance, the movement of rotation generates additional/radial pressure. The core velocity coefficient appears as a key parameter to define the additional pressure, whose value is a complex function of gap, radial position, mixing rate and geometry of rotating disk (smooth disk, modified surface disk, flat blade mixer).

Another parameter, the shear rates on stator (membrane) and rotor (rotating disk) surfaces have been described, solved theoretically and then calculated numerically by several authors: Bodewadt (1940) [START_REF] Bödewadt | Die Drehströmung über festem Grunde[END_REF], [START_REF] Daily | Chamber Dimension Effects on Induced Flow and Frictional Resistance of Enclosed Rotating Disks[END_REF] [START_REF] Daily | Chamber Dimension Effects on Induced Flow and Frictional Resistance of Enclosed Rotating Disks[END_REF], Schlichting (1968) [START_REF] Schlichting | Boundary layer theory[END_REF], [START_REF] Murkes | Crossflow filtration: theory and practice[END_REF] [START_REF] Murkes | Crossflow filtration: theory and practice[END_REF], Bouzerar (2000) [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF]. Table II. 9 summarizes the expressions of shear rates on stator and rotor surfaces for each flow regime, reported into literature.

Radial pressure and core velocity coefficient induced by mixing

Radial pressure

The impact of additional pressure due to mixing was studied previously [START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF]5,[START_REF] Rayess | Wine clarification with Rotating and Vibrating Filtration (RVF): investigation of the impact of membrane material, wine composition and operating conditions[END_REF],

Permeate flux (J) is calculated according to Darcy's law, Flow between a stationary and a rotating disk system was early studied by Wilson et al. [START_REF] Wilson | Flow between a stationary and a rotating disk with suction[END_REF]. They proved that flow pattern between these two disk was different: radial flow close to Flow field between a stationary membrane and a rotating disk was studied by Bouzerar et al. [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF], resulting that velocity coefficient was influenced by system geometry and configuration, to be 0.34 for smooth flat disk, and rise to 0.62 for flat disk equipped with vanes. And this influence was further investigated by Brou et al. [START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF] by modifying the distance of disk to membrane, of 0.45 with smooth disk in 17 mm gap and rise to 0.84 in 15 mm gap for disk equipped with 8 pairs of 6 mm thickness vanes.
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RVF module performed 0.71 of core velocity coefficient with a three-blade impeller in a 3 mm rotor-to-membrane gap. Numerical simulation was also conducted to estimate this value, of 0.895 and 0.795 for laminar and turbulent respectively [START_REF] Bentzen | Analytical and numerical modelling of Newtonian and non-Newtonian liquid in a rotational cross-flow MBR[END_REF]. 

K q [/]
z/R m [/] ! RDM-1, smooth flat disk, Rm=75 mm/Turbulent ! RDM-1, plexiglas disk with nylon mesh ring, Rm=75 mm/Turbulent ! RDM-2, smooth flat disk, Rm=72.5mm/Turbulent ! RDM-2, aluminum rods, Rm=72.5 mm/Turbulent ! RDM-3, aluminum disk, Rm=75 mm/Turbulent ! RDM-3, disk equipped with 2mm rods, Rm=75 mm/Turbulent ! RDM-3, disk equipped with 6mm rods, Rm=75 mm/Turbulent ! RVF, three blades impeller, Rm=69 mm, PIV/Laminar ! RVF, three blades impeller, Rm=69 mm, CFD/Laminar !" RVF, three blades impeller, Rm=69 mm/Turbulent !! RCF, acrylic membrane, Rm=140 mm, CFD/Turbulent !" RCF, acrylic membrane, Rm=140 mm, CFD/Laminar Zone 1 Zone 2 installing 2mm thickness rods on the rotating disk surface (point 6); and Brou. et al. [START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF] further increased up to 0.84 by installing 6mm thickness (point 7). Other improvements with RDM modules were also achieved by applying outer Nylon mesh ring, rods in different size and materials and so on [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF][START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF][START_REF] Bouzerar | Concentration of mineral suspensions and industrial effluents using a rotating disk dynamic filtration module[END_REF].

In RVF module (with a 3 flat blades impeller), previous works based on mean pressure measurement [START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF] have identified 𝐾 O equal to 0.71 in turbulent flow which is consistent with similar z/Rm ratio established with full disk. In all configurations, the increase of 𝐾 O from Zone 1 to the Zone 2 are correlated with the gap reduction related to geometrical modifications.

However, the magnitude of 𝐾 O has not been correlated with the design and number of modifications (ex. number of rods). In this study (details of experiment set-up is given in 

Chapter III 4 Local investigations: Particle Image Velocimetry, more discussion is presented in ), local 𝐾 O ( 〈 ¶ • 〉 ¹•º

Shear rate and shear stress calculation

In dynamic filtration, separation efficiency and productivity are highly dependent on the selection of membrane types and materials. However, as mentioned previously, shear rates is one of the crucial factor, which can control membrane fouling and enhance permeate flux. Some theoretical and semi-empirical mathematical models for calculating shear rates in different systems are presented in this section.

Rotating systems

General model

In general, the shear rate between two disks can be estimated according to viscosity law, with velocity of the flow u and the distance of the gap y:

𝛾̇= 𝑑𝑢 𝑑𝑦 (II.20)
Or by shear stress τ and viscosity of the fluid µ: Lee et al. [START_REF] Lee | Control of scale formation in reverse osmosis by membrane rotation[END_REF] calculated the shear rate in a annulus of coaxes cylindrical RO membrane system as Eq.II.23 shown, where f was a velocity factor. They considered the circumferential velocity was uniform in the center of the annulus at about riω/2. The maximum shear rate was generated close to the rotating inner cylinder.

𝛾̇=
𝛾̇= 𝑓 ² 𝜔𝑟 N 𝑟 À -𝑟 N ´ (II.23)

Boundary theory with four flow regimes

In rotating systems, flow is governed by centrifugal forces that generated by rotors, and induce different flow pattern near the rotor and the stator. Four different flow regimes were presented, according to azimuthal Reynolds number and the gap to radius ratio, and shear rates on the rotor and stator were defined: Bouzerar et al. [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF] obtained the same expression of Eq.II.27 and Eq.II.31 for laminar flow and turbulent flow for investigating RDM system. Bendick et al. [START_REF] Bendick | Using a high shear rotary membrane system to treat shipboard wastewaters: Experimental disc diameter, rotation and flux relationships[END_REF] believed that, in a rotating membrane system HSR-MS, γ and Re might be as a function of steady state flux Jss respectively, so they applied this theory to characterize shear rates γ on the rotating membrane surface with They proved the Jss-Re and Jssγ relationship and extended the model for further prediction.

Torras et al. [START_REF] Torras | Numerical simulation of the flow in a rotating disk filtration module[END_REF] developed Eq.II.30 and 31 for estimating shear rates on the rotating metal disk and a stationary organic membrane. Considering the area-weighted averages of the azimuthal component for the wall shear stress τdisk and τmembrane, both Eq.II.30 and 31 were integrated. Considering the geometry of the test system and properties of the test fluid (skim milk at 45 °C), they obtained,

𝜏 ÂNuv = 0.0059 • 𝜔 ³.Å = 1.02 • 10 AEI • Ω ³.Å (II.32) 𝜏 LmLÈqtPm = 0.0037 • 𝜔 ³.Å = 6.37 • 10 AE« • Ω ³.Å (II.33)

Vibrating systems

Torsional, vibrating or oscillating system with two parallel disks was with complicated parameters, which includes the complex geometry of the system, vibration frequency, amplitude and the properties.

VSEP module

Rosenblatt et al. early studied the flow between oscillating disks [START_REF] Rosenblat | Flow between torsionally oscillating disks[END_REF], Akoum et al. [START_REF] Akoum | An hydrodynamic investigation of microfiltration and ultrafiltration in a vibrating membrane module[END_REF] calculated the shear rates on the membrane in a lab scale VSEP system by

𝛾 r (𝑟, 𝑡) = 𝜕𝑉 𝜕𝑍 Î ƒÏÀ = 𝜕𝑉 𝜕𝑍 Î ƒÏF = 𝑟Ω ℎ Ð 𝑅𝑒 2 𝐺(𝑡) (II.34)
with 𝐺(𝑡) = cos(2𝜋𝐹𝑡) -sin(2𝜋𝐹𝑡)

(II.35)
where r and h was the radius and gap of the disks, t was the operating times.

The shear rate occurred at the periphery (r=R2, R2 was the outer radius of the membrane), maximum shear rate could be calculated by 𝛾 r LtX = 𝑅 ˆΩ𝑅𝑒 ³/ĥ = (2𝜋𝐹) ³/ˆ𝑅 ˆΩ𝜈 AE³/ˆ= 2 ³/ˆ𝑑 (𝜋𝐹) ª/ˆ𝛾 AE³/ˆ (II.3

6)

Moreover, mean value of the shear rate can be defined by computing the average of the absolute value over a specific area, for example the annular limited by inner radius R1 and outer radius R2 in this case, showed as

𝛾̅ r = 2 ª/ˆ( 𝑅 â -𝑅 ³ ª ) 3π𝑅 ˆ(𝑅 ˆ-𝑅 ³ ˆ) 𝛾 r LtX
(II.37)

For VSEP system in this research, result showed that the maximum and mean shear rates at the membrane was of 112000 and 37000 s -1 , respectively, with water at 20°C. These expressions also had been used to estimate maximum shear rates with Eq.II.36 [START_REF] Akoum | Concentration of total milk proteins by high shear ultrafiltration in a vibrating membrane module[END_REF], and calculated mean shear rate with Eq.II.37 [START_REF] Al-Akoum | Casein micelles separation from skimmed milk using a VSEP dynamic filtration module[END_REF][START_REF] Akoum | Treatment of dairy process waters using a vibrating filtration system and NF and RO membranes[END_REF], in 45 °C milk solution.

Hollow fiber

Hollow fiber system is often applied with vibrating mechanical forces, shear rate in this membrane module was calculated by Beier et al. [START_REF] Beier | Dynamic microfiltration with a vibrating hollow fiber membrane module: Filtration of yeast suspensions[END_REF], they showed that the shear rates at the membrane surface should be

𝛾 u = 𝑣 À Ù 𝜔 2𝑣 [sin(𝜔𝑡) -cos 𝜔𝑡] (II.38)
where ω was angular frequency (ω = 2 × π × f), v0 was the amplitude of velocity (v 0 = amp × ω), t was times.

Base on this expression, a time mean average of shear rate was defined as Shear rate for VSEP (frequency 60 Hz, amplitude 30 mm) is of 28 fold higher than hollow membrane system (30 Hz, 3 mm) [START_REF] Jaffrin | Dynamic shear-enhanced membrane filtration: A review of rotating disks, rotating membranes and vibrating systems[END_REF], and it is 4 fold higher than the vertical flat membrane unit.

𝛾̅ u = ∑ |𝛾 u (𝑡 = 𝑖/

Local approaches

In dynamic filtration system, complexity flow pattern is generated by the complexity of the geometrical configuration and the rheological behavior of the fluid. This flow pattern is also at the same time depending on the time and length scales. Global and semi-local approaches

show their limitation for getting further information such local velocity, shear, temperature etc.

From experiment point of view, recently optical measurement/visualization technique are becoming more and more popular for accurate and reliable local measurement, resulting velocity field, concentration field, temperature field etc.

PIV/PTV

Imaging methods for measuring the velocities of particles in fluid flow fields capture twodimensional or three-dimensional images of the particles at two or more instants and infer the particle velocity from the displacements of the images. These techniques are based on tracking the motion of seeded particle groups (PIV) or individual particles (PTV). Many researchers became interested in PIV [START_REF] Adrian | Bibliography of Particle Image Velocimetry Using Imaging Methods[END_REF][START_REF] Adrian | Particle Image Velocimetry (Cambridge Aerospace Series)[END_REF][START_REF] Adrian | Twenty years of particle image velocimetry[END_REF][START_REF] Prasad | Particle Image Velocimetry[END_REF][START_REF] Raffel | Particle Image Velocimetry: A Practical Guide[END_REF] and PTV [START_REF] Li | Large-scale particle tracking velocimetry with multi-channel CCD cameras[END_REF][START_REF] Fu | Particle Tracking Velocimetry for indoor airflow field: A review[END_REF][START_REF] Kasagi | Probing turbulence with three-dimensional particle-tracking velocimetry[END_REF] because it offered a new and highly promising means of studying the structure of flow.

Molecular tagging velocimetry (MTV)/Planar laser-induced fluorescence imaging (PLIF)

MTV is a technique for determining the velocity of currents in fluids by tagging specific molecular and tracking its displacement by image technique. There are three optical ways via which these tagged molecules can be visualized: fluorescence, phosphorescence and laser induced fluorescence (LIF) [START_REF] Gendrich | Molecular tagging velocimetry and other novel applications of a new phosphorescent supramolecule[END_REF].

Doppler velocimetry (LDV)

Laser Doppler velocimetry (LDV), also known as laser Doppler anemometry (LDA), is one of the techniques of using the Doppler shift in a laser beam to measure the velocity in transparent or semi-transparent fluid, or the linear or vibratory motion of opaque, reflecting, surfaces. The measurement with LDA is absolute, linear with velocity and requires no precalibration [START_REF] Cenedese | LDA and PIV velocity measurements in free jets[END_REF][START_REF] Drain | The laser Doppler techniques[END_REF][START_REF] Kilander | Energy dissipation and macro instabilities in a stirred square tank investigated using an LE PIV approach and LDA measurements[END_REF].

Electrochemical method

H. Ziouh et al. used an electrochemical method based on the reduction in the ferricyanide ion on an electrode surface to determine shear stress experimentally. This method is based on the determination of the limiting diffusion current at the surface of an electrode under conditions for which the chemical reaction rate is fast enough so that the concentration of the reacting ions is zero at the surface of the working electrode [START_REF] Takagi | Unsteady hydrodynamic forces acting on a hand and its flow field during sculling motion[END_REF][START_REF] Takagi | Unsteady hydrodynamic forces acting on a robotic arm and its flow field: Application to the crawl stroke[END_REF].

Computational Fluid Dynamics (CFD)

From numerical point of view, as an alternative to the experimental studies, In the second part, a full inventory of existing DF modules (lab/pilot/industrial scales)

Computational
produced by 29 manufacturers is discussed, including:

• their definition and classification (mobile and stationary membranes);

• their geometrical complexity and description (operating conditions);

• their field of applications (water treatment, food engineering, biological and medical engineering).

The cut-off size, material of the membranes and the product to filter are common factors affecting membrane processes. Specifically, DF performances were found to be highly dependent on the following parameters:

• the configuration and geometry of the system (cell configuration, mixer design, gap between membrane and mixer);

• the operating conditions and hydrodynamic parameters (rotating/vibrating frequency, local transmembrane pressure).

In the third part, the current research on global hydrodynamics was introduced concerning the developed methods including:

• Theory (dimensionless analysis)

• Experimental methods (semi-local: pressure measurement, local measurement: optical laser-based technique, electrochemical method, CFD simulation)

• Empirical correlation (wall shear model for rotating/vibrating module)

From 2005 to now, newly devices appeared as the second-generation DF filter by optimizing design and scaling up. Overviewing the literature, majority of the scientific works are based on global approach (retention-permeation efficiency, core velocity coefficient). Local hydrodynamics are necessarily needed to better understand local phenomena and to define accurate and optimized operating conditions. This PhD thesis is thus motivated by the lack of knowledge about:

• the local and instantaneous hydrodynamics (velocity fields) within the filtration cell;

• the local shear stress/rate at membrane-fluids interface;

• the criteria to optimize filtration efficiency;

• the design and the scale-up of DF module. stable and being at a high level even with highly concentrated liquids to be filtered [START_REF] Rvf | RVF -dynamic membrane filtration in the nonstationary flux[END_REF].

Chapter III: Materials and methods

Specification of RVF module

The RVF laboratory module consists of two identical filtration cells ( and a minimum bubble point (water) of 350 kPa.

General experimental set-up

As shown in 

Fig.III. 2 All equipment used in this study

In this part, a list of all the material including devices, sensors and equipment are summarized in Table III. 1, information of usage are indicated by " ä 1" in the given experiment. 

⎩ ⎨ ⎧ 𝑙𝑛𝜇 = - 𝐸𝑎 𝑅 ² 1 𝑇 + 273 - 1 𝑇 q + 273
´+ 𝑙𝑛𝜇 q 𝐸𝑎 = -1.80 × 10 I 𝐶 -1.90 × 10 I (𝑅 ˆ= 0.964) 𝑙𝑛(𝜇 ˆÀ) = -7.88𝐶 ˆ + 19.7𝐶 -6.78 (𝑅 ˆ= 0.999)

(III.3)
where coefficients a, b, c, d are functions of C [w/w, %] in Eq.III.1 and 2; Temperature dependence of µ is fitted with the Arrhenius-type equation, with Ea is the activation energy in kJ/mol, R [J⋅mol -1 ⋅K -1 ] is the universal gas constant, 𝜇 q is the viscosity in Pa×s at reference temperature, 𝑇 q = 20°𝐶. Then, properties of BREOX solutions are estimated by Eq.III.1, 2, 3.

By knowing the properties of BREOX solution, two concentrations were used in RTD and PIV respectively, properties are shown as the follows:

(1) 35% w/w BREOX-water solution was used in RTD experiment, with µ = 0.35 Pa×s, Cp = 3650 J/(kg×°C) and r = 1040 kg/m 3 at T=20°C.

(2) 40% w/w BREOX-water solution was used in PIV experiment, with µ = 0.85 Pa×s, Cp = 3274 J/(kg×°C) and r = 1067 kg/m 3 at T=20°C).

Tracer solutions

Salt solutions (RTD)

RTD experiments are examined by introducing a non-reactive tracer into the system at the inlet, and the concentration of the tracer is changed according to a known function [START_REF] David | CRC Handbook of Chemistry and Physics[END_REF] and the response is found by measuring the concentration of the tracer at the outlet. The selected tracer should not modify the physical properties of the fluid and the hydrodynamic condition in the system. The tracer should have several properties (1) non-reactive (2) easily detectable [START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF] properties similar to the fluid in the system (4) completely soluble (5) should not adsorb [START_REF] Fogler | Elements of chemical reaction engineering[END_REF].

In RTD experiment, 100 g/L NaCl solution was chosen and it was injected to the experiment loop with a 5 mL syringe. NaCl solution was prepared by dissolving NaCl in demineralized water for turbulent regime investigation, and dissolving in 20% BREOX solution for laminar regime investigation, although test fluid was 35% BREOX solution, 20% BREOX solution was easier to be injected and we assumed that 5 mL injection quantity was negligible and it would not significantly change the properties of test fluid.

Rhodamine suspensions (PIV)

Fluorescent polymer particles called Rhodamine B (FPP-RhB-10, 1-20 µm, DANTEC DYNAMICS) were used, they have homogeneous distribution and good ability to present the flow motion and scatter the light from laser beams in fluid. Particles have spherical shape with a mean particle size 10 µm (range from 1-20 µm), a density of 1190 kg/m 3 and a refractive index of 1.479. Pretreatment was conducted with sonication (Elmasonic S 60 H, 50/60 Hz) for desegregating of particles in test fluid (water and BREOX solutions).

Escherichia coli (E. coli WK6) cell suspension (partnership with Hazar KRAIEM,

PhD IPT/LISBP)

For prokaryote cell suspension cultivation, E. coli WK6 cells from a glycerol stock were initially plated on LB-agar plate containing appropriate antibiotics and incubated overnight at 37 °C, one single colony was later inoculated into 5 mL LB medium supplemented with appropriate antibiotics and cultured overnight at 37 °C with shaking at 225 RPM. Further transferred and cultured in 2000 mL Erlenmeyer flask of minimal medium culture used to inoculate 1.5L of MM media in a 5L bioreactor. At first the fermentation was run in batch mode, dissolved oxygen level was maintained at required saturation with increasing the stirring and aeration speed (VVM , RPM) proportionally to the need (PO2>20%). The Cultivation temperature and pH were set at 37 °C and 6.8 respectively by the addition of ammoniac solution (14%). Before switching to fed-batch/oxidative mode, the dissolved oxygen was used as a guide of the amount of Glucose, where the last one is completely consumed (10g/l), the PO2 increase considerably. At the end of cultivations, fermentation broth was harvested from bioreactor.

Biomass concentration was 7.61g CDW (cell dry weight) per liter determined by using Eppendorf for dry matter. 500 mL E. coli suspension was stored at 2°C in the refrigerator.

Global investigations: Residence Time Distribution (RTD) and thermal balance

Flow patterns in continuous systems are usually too complex to be experimentally measured or theoretically predicted from solutions of the Navier-Stokes equation or statistical mechanical considerations. The residence time of an element of fluid is defined as the time elapsed from its entry into the system until it reaches the exit [START_REF] Villermaux | Génie de la réaction chimique: conception et fonctionnement des réacteurs[END_REF]. RTD theory, experimental set-up and methodology are presented in this part.

Theory of RTD

The distribution of these times is called the RTD function of the fluid E(t), or E-curve, and represents the fraction of fluid leaving the system at each time [START_REF] Villermaux | Génie de la réaction chimique: conception et fonctionnement des réacteurs[END_REF]. Practically, experimental injection cannot be a perfect and direct signal. In the experiment point of view, normalized signals x(t) and y(t) were defined for inlet and outlet, presents as Eq.III.4. The product of the convolution can be replaced in the Laplace domain by a simple product, where X(s), Y(s) and G(s) are the Laplace transform of x(t), y(t) and E(t), as Eq.III.5 presents: Practically, x(t) and y(t) are calculated from experimental signal 𝐶 NP (𝑡) and 𝐶 QRS (𝑡) respectively, expressed as Eq.III.6, and its cumulative function can be obtained as Eq.III.7.

𝑦(𝑡) = ï 𝐸(𝑢)𝑥(𝑡 -𝑢)𝑑𝑢 S À (III.
𝐸(𝑡) = 𝐶 QRS (𝑡) ∫ 𝐶 QRS (𝑡)𝑑𝑡 ô À (III.6) 𝐹(𝑡) = ï 𝐸(𝑡)𝑑𝑡 ô À (III.7)
RTD function can be expressed by moments and centered moments of orders 𝛤 [START_REF] Ham | Semi-Empirical Equations for the Residence Time Distributions in Disperse Systems -Part 1: Continuous Phase[END_REF].

The mean residence time, ts, is characterized by a moment of first order, 𝛤 ³ . The holding time, a theoretical value 𝜏, is calculated by the volume of the test system and the feeding flow rate, as Eq.III.9 shows. For most of the simple system, 𝑡 𝑠 and 𝜏 must be equal, the closer they are, the closer to the ideality. However, in some complex system, it is not the case. By knowing 𝑡 𝑠 -𝜏 ratio k as Eq.III.10 presents, flow behavior can be diagnosed if system has a shortcut of exit or a circuit in the dead zone (volume V2), effective volume 𝑉 1 is defined by ts. The centered moments of second order, 𝛤 ˆö , presents the variance 𝜎 ˆ, as Eq.III.11 shows, and its corresponding dimensionless term 𝛽 ˆ, as Eq.III.12 shows. The second centered moment is a very important parameter to describe the width of a distribution, ideal plug flow reactor has 𝛽 ˆ= 0, 𝛽 ˆ> 0 indicates an axial dispersion, the smaller the value the narrow the distribution curve and the lower the axial dispersion as well [START_REF] Bošković | Residence Time Distribution Studies in Microfluidic Mixing Structures[END_REF].

𝛤 ˆö = 𝜎 ˆ= ï (𝑡 -𝑡 u ) ˆ𝐸(𝑡)𝑑𝑡 ô À = ï 𝑡 ˆ𝐸(𝑡)𝑑𝑡 -𝑡 u ô À (III.11)
and

𝛽 ˆ= 𝜎 tu ˆ (III.12)
The centered moments of third order, 𝛤 ª ö , presents the skewness, as Eq.III.13 shows. It is helpful to determine the symmetry where S=0 indicates a symmetrical distribution, a left-skew distribution for S<0 and a right-skew distribution for S>0.

𝛤 ª ö = 𝑆 = ï (𝑡 -𝑡 u ) ª 𝐸(𝑡)𝑑𝑡 ô À (III.13)
The centered moments of forth order, 𝛤 I ö as Eq.III.14 shows, estimates the spread of the RTD, indicates the kurtosis of the distribution function, it describes how heavy-tail (spread) the curve distributes.

𝛤 I ö = ï (𝑡 -𝑡 u ) I 𝐸(𝑡)𝑑𝑡 ô À (III.14)
All moments and centered moments of order can be calculated. However, researchers point out the quality of the signals often leads to non-significant or unreliable results for the moment of higher order. 

RTD set-up

RTD: data treatment and analysis

In this study, the tracing experiments were carried out according to the methodology described by Thereska et al [START_REF] Thereska | L'application des radiotraceur dans les unités industrielles : bilan et perspectives[END_REF]. The experimental distribution functions must provide basic data to diagnose the functioning of industrial processes.

In the first step, a set-up with fluid circulation connected with RVF module and related sensors were conducted (concerning to optimize the experiments and the quality of the measurements).

In the second step, experiments were conducted with designed experiment protocol and data was acquired.

In the third step, experiment raw data processing was performed by smoothing, convolution, background noise reduction, data selection, normalization and standardization. Raw In the fourth step, moment (or center moment) was discussed concerning mean residence time, and the characteristics of RTD curve including symmetry, spreading, and dispersion. This distribution and analytical solutions enable to diagnose the behavior of the reactor as a function of various operating conditions.

In the fifth step, a systemic approach is then conducted by software (DTS Progepi, RTD Software Analysis). This step relies on the identification of parameters (Assumption of a model based on the interconnection of elementary reactors more or less complex) by adjusting the simulated response and experience. The relevance of such an approach is based both on the quality of the experimental measurements, and the interpretation of the related data with the structure of the reactor and the compact model proposal (minimization of degrees of freedom).

The evolution of the parameters identified according to the operating variables allows then to propose various simple predictive modes (details are reported in Chapter III 3.3.3).

In the sixth step, a CFD program was processed to simulate the flow streamlines and indicate the further information of mixing effect.

Power consumption and thermal balance

In order to realize thermal balance, power consumption of RVF module was measured during RTD experiment or estimated from power consumption curve. 

Power consumption

𝑃 ºüý = 𝑈 × 𝐼𝐶 (II.15)

Thermal balance

The flow is supposed to be incompressible and stationary, and we neglect the gravity neglected. A non-slip condition is imposed on the walls and the inlet speed profile is the same as the outlet profile, then it gives:

∆𝑃 • 𝑄 + þ ÿ ÿ 𝜏 NU 𝑛 N 𝑈 † ª Nϳ ª †Ï³ 𝑑𝑠 ! + þ ÿ(-𝑃)𝑛 N 𝑈 N ª Nϳ 𝑑𝑠 ! = " 𝜌𝜀 ü 𝑑𝑣 š (III.16)
1 st term: necessary pump power to drive the fluid in the circulation loop;

2 nd term: external viscous forces of by the impeller;

3 rd term: external forces of the pressure by the impeller; 4 th term: total power dissipation in the field.

Moreover, we assume the uniform temperature at the input and output sections and the heat capacity independent of T, heat dissipation can be simplified by effective power:

𝑃 mUU = " 𝜌𝜀 ü 𝑑𝑣 š
= 𝜌𝐶 E (𝑇 NPpmS -𝑇 QRSpmS )𝑄 U (III.17)

Experiment strategy and operating procedure

The hydrodynamic study of Residence Time Distribution were conducted according to a defined conditions and procedures. Each experiment was studied in function of the various operating conditions concerning different test fluids, feeding flowrates, and mixing rate of RVF module in both laminar and turbulent regimes. Friction and power consumption curves enable to identify a flow regimes [5], and experiments were conducted under both laminar (Remixing<1200)

and turbulent flow (Remixing >3´10 4 ). During all the measurements, the fluid properties and operating parameters were stable, inlet fluid temperature is at 13 -15°C (+/-0.1°C) under turbulent flow (tap water), 17 -22°C (+/-0.14°C) under laminar flow. Data acquisition rate is 0.167-0.2s Experimental conditions and procedures were presented in Table III. 2. This strategy allows determining the flow behavior according to the related variables. It also allows comparing the system characteristic with the existed model to predict the future operating conditions and optimize the performance of the system design. 

Method of modeling: systematic analysis

A software (DTS Progepi v4.2,) was used to correctly simulate the experimental response to an input of any complex set-up consisted of connected elementary reactor [184]. The formulation of RTD constitutes an efficient means for a better understanding of the hydrodynamic phenomena which intervene in the RVF module which can be confronted either with numerical simulation (CFD) or with bio-performances concerning biological activity. This step is based on the identification of parameters (hypothesis of a model based on the interconnection of elementary reactors more or less complex) by adjusting the simulated response according to the experimental data. The relevance of such an approach depends on the quality of the experimental measurements, the interpretation of the data in relation to the reactor structure and the compact model proposal (minimization of degrees of freedom). The evolution of the parameters is identified according to the operating variables and enables to propose simple predictive RTD models for complex systems.

In terms of the type of flow encountered in a continuous reactor, there are two limiting cases, the ideal plug flow reactor (PFR) and the continuous stirred tank reactor (CSTR). In the PFR, the velocity profile at a given cross-section is flat without axial mixing of fluid elements, which therefore, all have the same residence time. In the CSTR, the fluid is perfectly stirred, which leads to a broad RTD. The flow pattern in a real reactor does not conform to the PFR or CSTR, and in some cases, it even converges. To consider the deviation from ideal flow behavior, simple models such as a cascade of N continuous stirred tank reactors (CSTR) or a dispersed plug flow (DPF) have been extensively used to model RTD experiments, in a large variety of flow systems.

System with multiple inputs or several outputs can be simulated after a convolution and a procedure of optimization. The software can also be used to calculate different models giving the same response, and the subsequent test of relevance of physical meaning of these parameters leads to the choice of realistic model. In addition, this automatic calculation requires both analysis of the distribution curves (peak, spreading, etc.) and the physical information on the process itself (volume, dimension, geometry, number of mixer, flowrate, dead volume, etc.). A good understanding about the system geometry is therefore necessary for establishing the model as similar as possible with the actual flows in the reactor to have a better prediction. The software realizes optimization by Rosenbrock method, allowing simultaneously optimize up to 6 parameters in a reduced way, which corresponds to the difference, ∑ [𝑦(𝑡) • -𝑦(𝑡)] #$ À , between the distribution function y(t)cal calculated by the model and the experimental curve y(t).

Local investigations: Particle Image Velocimetry (PIV)

PIV is one of the popular techniques to investigate local variables, which is based on the visualization measurement. PIV provides the local velocity distribution (or vector map) by tracking the particle displacement in a given time interval, which is one of the widely used technique. In DF filtration domain, PIV measurement was first applied in rotating cylindrical filters [START_REF] Wereley | Inertial particle motion in a Taylor Couette rotating filter[END_REF][START_REF] Wereley | Particle-fluid velocities and fouling in rotating filtration of a suspension[END_REF][START_REF] Rudolph | A model of mixing and transport in wavy Taylor-Couette flow[END_REF], giving details of particles path and streamlines spaced in different dimension and geometrical profile. This helped to explain the physical fouling mechanism due to the cylindrical Couette flow and the Taylor vortex flow. Figueredo-Cardero et al. [START_REF] Figueredo Cardero | Particle image velocimetry (PIV) study of rotating cylindrical filters for animal cell perfusion processes[END_REF] examined the flow field with in a thin gap between inner and outer cylinder, mainly focus on the radial behavior. Other PIV measurement have been conducted with a rotating cone filter [START_REF] Francis | Optimizing the rotor design for controlled-shear affinity filtration using computational fluid dynamics[END_REF], a rotating flat-sheet (wing-like) membrane bioreactor [START_REF] Jiang | Relationships between mechanically induced hydrodynamics and membrane fouling in a novel rotating membrane bioreactor[END_REF][START_REF] Jiang | Start-up of the anammox process and membrane fouling analysis in a novel rotating membrane bioreactor[END_REF], a vibrating hollow fiber filter [START_REF] Li | Fouling control of submerged hollow fibre membranes by vibrations[END_REF], a folded plate membrane module [START_REF] Zhang | A new folded plate membrane module for hydrodynamic characteristics improvement and flux enhancement[END_REF] to better explain their filter performances by flow motion. Therefore, in our study, we used this promising PIV technique to investigate local hydrodynamics.

Principle of PIV

Particle Image Velocimetry (PIV) is a visualization technique, providing instantaneous velocity vector measurements in a cross-section (target plane) of a flow, in real-time velocity maps. In general, three key elements are required: a Charge Coupled Device (CCD) camera, pulse laser source, and transparent flow field feed with tracer particles. The basic principle of PIV is that CCD camera records two images of a cross-section within a given time interval Δt, then the particle displacement between these two images was calculated via cross-correlation.

With particles displacement and Δt, velocity is able to be calculated, two velocity components are also can be provided.

Fig.III. 5 Principle of Particle Image Velocimetry (PIV), figure modified from Nicolas

DIETRICH's PhD thesis [START_REF] Dietrich | Étude locale et expérimentale des Phénomènes interfaciaux[END_REF] 

PIV set-up

In this part, experiments were conducted with PIV technique with specific set-up including horizontal and vertical measurements. Two strategy were applied for this PIV measurements, firstly, PIV system was synchronized with an optical trigger aims to measure the instantaneous velocity with the fixed impeller position; secondly, no trigger was used in the measurement in order to observe the velocity as function of time, with the rotation of impeller.

It was assumed that no impact of permeate flux on the local velocity distribution, due to its low quantity compare with the feeding flow, thus permeate loop was closed and no membrane was used.

Horizontal field configuration

Fig.III. 6 Schematic diagram and apparatus used in the experiment (a) horizontal PIV schematic diagram (b) PIV system synchronized with a CCD camera, double pulsed laser and the RVF module with the transparent cell; (c) the transparent filtration cell installed with a black painted impeller; (d) the transparent filtration cell with laser beam (e) An optical trigger synchronized with the PIV system.

In the horizontal set-up, as it displays in Fig. III. 6a and b, the RVF module is integrated with the PIV system which has traditional elements. In this study, measurements were focused at the horizontal plane (x-y plane) between the upper wall (of the filtration cell) and the impeller surface and the laser sheet could be adjusted to different slices (z1-z8). PIV system was supported and maintained by DANTEC DYNAMICS Co. (Denmark), basic elements are required:

• The stainless-steel filtration cell is replaced by a transparent cell as shown in Fig. III. 6b;

• A flat light source to illuminate the target plane and the florescent particles;

• A CCD camera should focus on the target plane (perpendicular to the flat laser sheet);

• Since tracers were used in this case, a high pass red filter (>570 nm) is placed in front of the camera to allow only fluorescent light (reflected from particles) enter the camera, while reflection of the transparent cell is filtered out;

• A processor and timer box is needed to communicate with the camera and the pulsed laser.

• Importantly, with the trigger strategy, an optical trigger, as it shown in Fig. III. 6e, is connected to the timer box. In this case, acquisition signal was sent by this trigger when it detected a marker on the shaft (which drives the impeller), images were always taken with the same impeller position. With the no trigger strategy, images were always able to present the movement of the impeller. 

Vertical field configuration

Experimental strategy and operating conditions

Brief experimental strategy is summarized as the follows:

(1) for horizontal measurement, shown in (3) experiments were conducted with and without optical trigger. 

Data treatments

From images to velocity fields

Taking example from the horizontal measurement with trigger strategy, experiment was performed in a field of 109×109 mm 2 view, and focused on one third of the filtration cell in x-y (horizontal) plane, this area was capturing one leading edge and one trailing edge. Flow field was assumed to be periodic since it was agitated by a 3-blades impeller. This 1/3 area was considered to represent the whole filtration cell. The raw image processing was evaluated by using commercial software DynamicStudio.2015a (by DANTEC DYNAMIC, Denmark). A statistical adaptive cross-relation algorithm was used to find average particles displacement with a mask input to filter the non-interested area, and iteratively adjust and determine an appropriate Interrogation Area (IA) size and shape (specified criteria is needed) to local seeding density and flow gradient. An adaptive IA window was used to start with 32×32 px 2 to 16×16 px 2 window

𝑈 L (𝑥, 𝑦) = ∑ %𝑈 L &𝑥 † , 𝑦 † ' • 𝑤 † ( P †Ï³ ∑ w † P †Ï³ , 𝑤𝑖𝑡ℎ 𝑤 † = 1 ℎ † E (III.18)
where wj is a weight factor assigned by the distances hj between the reference points (value-known) and the interpolation point (value-unknown). 𝑈 L (𝑥, 𝑦) is the interpolation point and 𝑈 L &𝑥 † , 𝑦 † ' is the neighbor vector as a reference input, n is the number of reference vectors and we put 4 in this case, p is an exponent value (power index, default value 2), determines how quickly the influence of neighboring points drops off, the higher value the closer vector influence more. By this method, velocity profiles at any given position in the gap can be reported. >50 and I>100 respectively. Some studies argued that large number of frames was needed, especially for turbulent flow characterization. Figueredo-Cardero et al. [START_REF] Figueredo Cardero | Particle image velocimetry (PIV) study of rotating cylindrical filters for animal cell perfusion processes[END_REF] proposed that 4000 image pairs had to be used, T. Li et al. [START_REF] Li | Fouling control of submerged hollow fibre membranes by vibrations[END_REF] used a total of 300 image pairs for fouling investigation in a hollow fiber set-up, while T.Jiang et al. [START_REF] Jiang | Start-up of the anammox process and membrane fouling analysis in a novel rotating membrane bioreactor[END_REF] and N.Liu et al. [START_REF] Liu | Experimental investigation of hydrodynamic behavior in a real membrane bio-reactor unit[END_REF] used only a small amount around 50 image pairs for their analysis, while larger number of image pairs are required in other research fields like aeronautics and aerodynamics [START_REF] Mao | Application of particle image velocimetry measurement techniques to study turbulence characteristics of oscillatory flows around parallelplate structures in thermoacoustic devices[END_REF][START_REF] Hyun | Assessment of PIV to measure mean velocity and turbulence in open-channel flow[END_REF]. In our conditions, convergence criterion, . normal that standard deviation tend to be more unstable, and it converges around I=800. In any case, I=1000 is sufficient to represent the flow statistics.

POD analysis

Recently, POD (Proper Orthogonal Decomposition) technique was used to extract more and more information from such huge source of experimental data [START_REF] Moreau | Proper orthogonal decomposition for the study of hydrodynamics in a mixing tank[END_REF][START_REF] Doulgerakis | Large scale vortex and strain dynamics in mixing vessels and implications for macro-mixing enhancement[END_REF][199][START_REF] Liné | Eigenvalue spectrum versus energy density spectrum in a mixing tank[END_REF][START_REF] Liné | On POD analysis of PIV measurements applied to mixing in a stirred vessel with a shear thinning fluid[END_REF]. POD is an efficient technique to process instantaneous velocity fields, enabling to reconstruct the velocity in terms of summation of modes, each mode contributing to the total kinetic energy. POD is thus a modal decomposition of instantaneous velocity fields. Modes can be derived from the Fredholm eigenvalue integral equation, adapted by Sirovich (1987) [START_REF] Sirovich | Turbulence and the dynamics of coherent structures. I. Coherent structures[END_REF]. [START_REF] Knight | Kolmogorov inertial range for inhomogeneous turbulent flows[END_REF] [START_REF] Knight | Kolmogorov inertial range for inhomogeneous turbulent flows[END_REF] have shown that the POD eigenvalue spectrum (plot of eigenvalues versus mode number I) exhibit I -11/9 trend characteristic of the inertial subrange of turbulence. The goal of this paper is to relate eigenvalue spectrum issued from POD to energy density spectrum. In the first part, energy density spectrum will be reconstructed from selected modes issued from POD. In the second part of the paper, the energy density spectrum (or probability density functions PDF of velocity fluctuations) will be derived in turbulent flow from "entropy information" [START_REF] Arimitsu | PDF of velocity fluctuation in turbulence by a statistics based on generalized entropy[END_REF][START_REF] Verkley | Energy and Enstrophy Spectra of Geostrophic Turbulent Flows Derived from a Maximum Entropy Principle[END_REF].

Principle of POD analysis

We propose in this work to investigate POD in terms of reconstruction of instantaneous velocity fields measured by PIV technique in RVF module. POD is a modal decomposition method of instantaneous velocity fields, allows reconstructing the velocity in terms of modes, each mode contributing to the total kinetic energy. Mode can be derived from the Fredholm eigenvalue integral equation, adapted by Sirovich [START_REF] Knight | Kolmogorov inertial range for inhomogeneous turbulent flows[END_REF]. POD technique was enabling to extract more and more information from PIV instantaneous velocity field [START_REF] Moreau | Proper orthogonal decomposition for the study of hydrodynamics in a mixing tank[END_REF][START_REF] Doulgerakis | Large scale vortex and strain dynamics in mixing vessels and implications for macro-mixing enhancement[END_REF][199][START_REF] Liné | On POD analysis of PIV measurements applied to mixing in a stirred vessel with a shear thinning fluid[END_REF]. In this part, our objective is to reconstruct and isolate coherent structures from a series of instantaneous velocity field, to better understand the contribution of different velocity structure/motion (mean velocity, organized velocity, fluctuating velocity), and to further study the shear (mean shear, organized shear, fluctuating shear).

POD data treatment

PIV measurements were performed in the 2-D plane, x-z for example, on a regular mesh with L rows and C columns, leading to NP = L C points per plane. Each instantaneous velocity field measurement constitutes a snapshot of the flow. The statistical analysis is performed on N snapshots taken in the same plane (PIV data). The number of grid points being LC, one obtains the matrix of instantaneous velocity vector data as:

(III.21)
where k is the index of the instantaneous event (k=1,N). This matrix of vectors can be reshaped to build a vector with 2LC rows as follows:

(III.22)

The snapshot method adopted in this eigenvalue problem was proposed by Sirovich (1987) [START_REF] Sirovich | Turbulence and the dynamics of coherent structures. I. Coherent structures[END_REF]. This method is based on the snapshot matrix M corresponding to the N instantaneous velocity fields. The matrix M can be expressed as The matrix M has 2LC rows and N columns, each column of the matrix M representing the k th event of the instantaneous velocity field. The auto-covariance tensor R can be derived as:
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Modes can be derived from eigenvalue equation, adapted by [START_REF] Sirovich | Turbulence and the dynamics of coherent structures. I. Coherent structures[END_REF] as: (III. [START_REF] Chang | Techniques to Enhance Performance of Membrane Processes[END_REF] where R is the cross-correlation tensor and are the eigenvalues. In the present problem, the eigenvalues are expressed in m 2 /s 2 . is a spatial eigenfunction associated to I th mode. Usually eigenvalue series are ranked in decreasing order.

One of the issues of POD lies in the problem of reconstruction. Indeed, given a k th event of instantaneous velocity field, it can be decomposed as:

(III.26)
where is the I th component of the POD decomposition. For each mode I the POD decomposition generates temporal coefficients and spatial modes . is an instantaneous (k) scalar (called POD coefficient of I th mode); it is independent of space. 
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is a spatial eigenfunction associated to I th mode; it is independent of time (or instantaneous event k).

Reconstruction of instantaneous velocity field from POD

Each instantaneous velocity field or snapshot of the flow can be expanded in a series of POD modes. The POD coefficients are obtained by projecting each instantaneous velocity field on the I th eigenfunction :

(III.27)

The coefficients are thus independent of space.

The I th velocity vector corresponding to the I th decomposition is given by: (III.28)

One can thus reconstruct each instantaneous velocity field by: which was presented in Eq. III.26.
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Local investigation: CFD simulation in laminar flow

To simulate numerically the flow field in this dynamic filtration module, a model based on the finite element method was developed using commercial CFD software COMSOL.

Multiphysics (version 4.3a, U.S).

Governing equations and boundary conditions

The geometrical domain was simplified to one filtration cell of the RVF module. 

Operating conditions

For CFD simulation, a Newtonian fluid with a viscosity equal to 0.8 Pa×s was assumed to be incompressible and independent of temperature in agreement with test fluid for PIV measurements. Simulation conditions were imposed with rotation frequencies equal to 2, 5 and 10 Hz, associated with 50 L/h. One additional simulation with Qf=25 L/h, N=2 Hz was performed to realize the impact of flowrate to the flow field.

Application of RVF module with E.coli suspension

The disruption of cells is an important step in many bioprocesses in which the target product is not secreted by a cell into the suspending solution. The level of disruption required will depend on the mechanical strength of the organism and the mechanical forces of disruption being employed [START_REF] Stenson | Investigating the mechanical properties of yeast cells[END_REF].

The aim of this study is to determine the mechanical damage of the complex hydrodynamic to cells in dynamic filtration process. In order to achieve this, Escherichia coli (E. coli WK6) cell suspension was used in a filtration process of RVF module.

There is strong evidence that growth and differentiation of microbial cells are effected by several types of mechanical forces including stretch, strain, compression, and shear stress [START_REF] Stolberg | Can shear stress direct stem cell fate?[END_REF][START_REF] Jossen | Mass Production of Mesenchymal Stem Cells -Impact of Bioreactor Design and Flow Conditions on Proliferation and Differentiation[END_REF]. Due to the high rotation speed in the complex designed RVF module, we may wonder: What is the effect by this high shear stress when filtering cell suspensions? To answer this question, experiments were conducted with E.coli suspension, and different rotation speed were applied to realize the consequence.

Fig.III. 12 Wall shear stress acting on adherent cells in a flow chamber with parallel plates.

(modified from [START_REF] Jossen | Mass Production of Mesenchymal Stem Cells -Impact of Bioreactor Design and Flow Conditions on Proliferation and Differentiation[END_REF][START_REF] Eibl | Cell and Tissue Reaction Engineering[END_REF])

Experiment strategy

Objective of this study is to quantify the mechanical impact by the complex hydrodynamic generated by RVF module, concerning its high shear in the system. This mechanical impact was realized by measuring particle size distribution and observation under microscope.

Particle size distribution of samples were analyzed by Diffraction Light Scattering (DLS) (Mastersizer 2000 Hydro, Malvern Instruments Ltd. SN: 34205-69, range from 0.01 to 1000 µm), repeated at least 3 time). DLS is a technique in physics that based on scattering of light, and can be used to determine the size distribution profile of small particles in suspension or polymers in solution [START_REF] Bruce | Dynamic light scattering : with applications to chemistry, biology, and physics[END_REF]. Particles scatter light in a size-dependent way where bigger particles scatter more intensely at smaller angles and smaller particles scatter with lesser intensity at wider angles [START_REF] Bhattacharjee | DLS and zeta potential -What they are and what they are not?[END_REF]. In laser diffraction technique, the scattering of light is expressed as a function of scattering angle which in turn is used to measure particle size. In this experiment, 50 mL sample was added to the DLS circulation loop. Analysis are conducted at room temperature (20°C) with obscuration rates (red λ=632.8nm and blue λ=470.0nm lights) ranging between 10 and 40%.

Particle volume distribution and the associated cumulative curve versus particle diameter were determined. Laser diffraction analysis converts the detected scattered light into a particle size distribution.

Then samples were also analyzed by a microscope (Olympus BH2 Research Microscope, ×100, oil, contrast phase).

Operating procedures

To carry out a filtration process, Step 1: Feed circulation loop (Qf=100 L/h) with demineralized water (4 L in total), and run the loop for 15 minutes; 94

Step 2: Simulate a filtration environment by adjusting inlet, outlet and permeate pressure (Pin, Pout, Pp). Experiment was controlled at Pout~2000 mbar, Pp~200 mbar;

Step 3: Feed 100 mL E.coli suspension into reactor and run the circulation at N=0 Hz till parameters Pin, Pout, Pp reach steady state;

Step 4: Set rotation speed (N= 0, 2, 10, 25, 50 Hz) and run for 5 hours;

Step 5: Take 50 mL sample with every 1 hour (Sample was analyzed with DLS at the same time) and labeled time and rotation speed as '0 h, 0 Hz' to '5 h, 50 Hz';

Step 6: Rinsing the pilot with tap water and 10 mL 0.5 mol/L NaOH solution to the circulation loop (pH=11) for 1 hour, and 80°C water for 0.5 hour.

Global approach: Thermal balance and RTD

Experiments were conducted under both laminar (Remixing<1200) and turbulent flow (Remixing >3#10 4 ) in agreement with experimental strategy and associated experimental set-up described in Chapter III 3.

Thermal balance

Thermal balance (heat dissipation) is highly correlated to mixing power (power , where n=2, B=0.10, Kp=520, by knowing mixing Reynolds.

Fig.IV. 2 Heat dissipation and estimated power consumption as a function of mixing rate

In a bioprocess context, maintaining ideal culture temperatures is vital for optimal cell growth. Which temperature is selected will depend on the nature of the cells to be cultured. In addition to culturing, there are temperature considerations when it comes to storing cells. The maximum temperature for growth depends on the thermal sensitivity of secondary and tertiary structures of proteins and nucleic acids. The minimum temperature depends mainly on the freezing temperature. Different physiological groups of microorganisms adapt to different temperature. Psychrophiles have optimal temperatures for growth below 15°C. Mesophilic have optimal growth temperatures in the range between 20 and 40 °C. thermophiles grow best between 50 and 70°C. There are known thermoextremophyles growing at temperature higher than 70°C [212]. For example, prokaryote cells E. coli's optimal temperature to live in is around 37°C and Streptomyces griseus is at 25 to 35C; for eukaryote cell Saccharomyces cerevisiae is 31 to 35°C and Saccharomyces uvarum around 36 to 30°C [START_REF] Walsh | Growth of saccharomyces cerevisiae and saccharomyces uvarum in a temperature gradient incubator[END_REF].

Considering a temperature increase limited to 4°C (compatible with cell culture), restricted operating conditions (minimum flowrate and maximum mixing rate) can be estimated from Eq.III.17 including thermal balance and power consumption.

Residence Time Distribution (RTD)

RTD experiments were conducted as described in Chapter III.3. Analytical studies concerning experimental observations is firstly reported and moments are discussed. Then reactor modeling through systemic approach is proposed.

Analytical studies

Analytical results will be discussed concerning distribution and cumulative distribution functions, and moments. Two flow regimes (Laminar regime Remixing<1200; Turbulent In turbulent regime, it shows the sliding of peak value from 0.037 to 0.021 1/s, with the rotation speed increase from 0 to 25 Hz. In laminar regime, peak value slides from 0.021 to 0.014 1/s with the rotation speed increase from 0 to 50 Hz. 

Qualitative comparison on inlet and outlet RTD signals and mass balance

Impact of mixing rate and flowrate in turbulent and laminar regimes

Moment of 1st order (mean residence time)

Moment of first order 𝛤 ³ represents the mean residence time ts in the system, as expressed by Eq. III.8. These mean residence time, ts, will be compared to the holding, t. To explain, at first, N was limited to 0-25 Hz which might be not high enough to drive the fluid.

Besides, it probably due to that laminar flow is very stable as widely known, the mixing effect in this kind of flow is poor. However, in turbulent flow (Remixing>3#10 4 ), generally, initial used ratio

Re mixing [/] V 1 [L]
is almost the same value as laminar flow at low rotation speed, and it has a rapid growth of used ratio as the increase of rotation speed. Moreover, flowrate in turbulent flow somehow affects the used ratio as the opposite way as in laminar flow: in laminar flow, used ratio increase from 0.76 to 0.90 with the increase of flowrate from 25 to 100 L/h; in turbulent flow, apparently, flow with lower flowrate seems has higher used ratio. Special attention should be paid for the used ratio which is higher than 1, the reason to explain this behavior is that the tracer molecule goes into the dead-zone and it is slowly mixed out of the system. Overall, these observations lead to the fact that, in laminar flow, mixing driving force is mainly the Qf; while in turbulent flow, mixing driving force is largely improve by the rotation speed, and lower Qf may help to have a better mixing.

Centered moment of 2nd order, (reduced variances, * ˆ)

In Fig.

IV. 8, experimental reduced variance, * ˆ is analysed versus mixing Reynolds.

There is a significant decrease in reduced variance under both the laminar and turbulent regime.

It is noticeable that with higher flowrate the system seems closer to a perfect mixer, and with higher Remixing it has lower value which may tend to more similar as a plug flow reactor.

Considering Qf= 50 and 100 L/h in both flow regime, two logarithmic regressions are plotted, which denotes that * ˆ and mixing effect (Remixing) are somehow related. (±1.5×10 6 ), 8.8×10 9 (±2.1×10 9 ) (operating condition: BREOX, Qf=25 L/h, N=25 Hz) and 1.9×10 5 (±1.3×10 4 ), 6.8×10 8 (±6.4×10 7 ) (operating condition: water, Qf=50 L/h, N=50 Hz) for laminar and turbulent regimes respectively. However, further interpretation is limited by these poorly significant and reliable calculations.

Reduced signal of outlet distribution function

Through data and moment analyses, we demonstrate that in laminar (Remixing<1200) and turbulent (Remixing<3´10 4 ), hydrodynamics in RVF module differs.

In laminar regime, effective volume appears to be correlated to flowrate whereas in turbulent regime, the mixing rate (Remixing) acts as the dominant parameters. In order to confirm or to refute the uniqueness of hydrodynamics behavior of RVF module, the reduced The current model considers mass transport in the axial direction as a diffusion-like process (analogous to Fick's diffusion law) in terms of an effective longitudinal diffusivity, Dax (axial dispersion coefficient), which is superimposed on the plug flow. The concentration C, of the tracer injected uniformly over the cross-section at the inlet of the system, is given as a function of time t, and the streamwise coordinate z, by Eq.IV.3. The axial dispersion coefficient is assumed to be independent of the concentration and the position. The first assumption is usually verified if molecular diffusion can be neglected, and the second can be used when a fully developed flow is obtained at the inlet and outlet of the process. This choice for the boundary 
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PeL is calculated from the pipe length and is a dimensionless measure of the axial dispersion, Dax. The DPF model is supposed to yield the best agreement between numerical and experimental results. Furthermore, it has the advantage of necessitating the estimation of only one parameter, i.e., the Peclet number, PeL, Eq.IV.6. ). This model was chosen because it is simple and correlates closely to the physical structure of the process. However, other models can also be used as reported by Ham and Platzer [START_REF] Ham | Semi-Empirical Equations for the Residence Time Distributions in Disperse Systems -Part 1: Continuous Phase[END_REF]. The corresponding expressions for the transfer function, G(s) and E(t) are formulated by Eq.IV.7 and Eq.IV.8:
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The main advantage of this simple model is that only one parameter a, is used, which is the plug reactor contribution, in terms of residence time, Eq. IV.9. Van Laar's equation leads to a simple relationship between a and 𝛽 ˆ, Eq.IV.10: ) and it exhibits 2 degree of freedom by adjusting J and b (the ratio between the exchanging flowrate in the dead zone and the feeding flowrate).

𝑎 = 𝜏 E 𝜏 E + 𝜏 nu (IV.9) 𝛽 ˆ= (1 -𝑎) 2 (IV.

Model adjustment and comparison

Even if inlet signals can be neglected, we observed injection may slightly differed from ideal Dirac functions, especially in laminar regime. Consequently to fit the experimental functions, y(t), the inlet functions, x(t) were considered with all models to simulate E(t). The function E(t) was obtained for all the experiment. ). These simulations were performed to investigate the effect of mixing rate, to realize the contribution of the impeller to mixing effect in the system. Simulation were performed with 0, 2, 5 and 10 Hz, associated with vertical mean pressure gradients equal to 1.20, 1.17, 1.10 and 1.02 Pa/m, according to nominal flowrate Qf=45 L/h. It is clear that shortcut effect along the shaft is a dominant phenomenon: graphically, less streamlines pass over the entire filtration cell from (a) to (d), which has an increase rotation speed with from 0 to 10Hz. It seems the flow has a shortcut straight from the inlet to the outlet. Moreover, it is further proved by the streamlines in the vertical view (e), (f), (g) and (h): with the increase of rotation speed, vertical streamlines have higher velocity, it means that fluid left the system faster in this zone, and the flow in the rest of the cell hold steady and remain rotating in stable.

To sum up, streamlines confirm that a dominant shortcut flux may exist along the shaft, consequently less flux flow into the filtration cell; the contribution of the shortcut in vertical direction became more prevalent with the increase of rotation speed, it may cause a risk of deadzone in the filtration cell. Recall of the results from RTD investigation, effective volume V1 is constant at each flowrate (for Qf= 25L/h, V1= 1.12 L ± 0.06; for Qf =50L/h, V1=1.27 L ± 0.07; for turbulent regime.

(3) Moment of 1 st and centered moment of 2 nd orders informed:

In laminar flow, moment of 1 st order, ts, remains constant at a given Qf, whatever N is.

Effective volume V1 is only flowrate dependent, the mixing rate does not seem to impact. In turbulent regime, ts, increases linearly as a function of N at a given Qf. The effective volume V1 is only mixing rate dependent whereas flowrate has no effect.

Centered moments of 2 nd order, reduced variances 𝛽 ˆ, are as a linear funtion of mixing

Reynolds number for the given flowrate, 𝛽 ˆ slightly increased with Qf.

(4) Reduced signal 𝑦(𝑡/𝑡 u ) • 𝑡 u of outlet distribution function indicated the global reactor behavior:

• In laminar regime, reduced signals are unique at a given mixing rate N, it is assumed that flow behavior is the same at a given N.

• In turbulent regime, reduced signals are unique whatever Qf and N, it is assumed that flow behavior is the same and can be describe by a single model.

(5) A systemic analysis was used to describe the hydrodynamic behaviors of the RVF module. By using DTS Progepi v4.2 software, 4 models were proposed to fit the outlet functions y(t). PFR+(J)CSTR model with an effective volume V1 and J=2.5±0.6 is the most appropriate model to fit the experimental results. • Conditional averaging (angle-resolved measurements, fixed with trigger strategy, Chapter IV 2.1 Preliminary study-PIV with trigger strategy)

• Reconstruction of organized motion based on POD processing (non-trigger strategy, Chapter IV 2.2 POD analysis (with non-trigger strategy))

2.1 Preliminary study-PIV with trigger strategy

Laminar regime

To achieve pure laminar flow regime, 40% (w/w) diluted BREOX solution was chosen as a test fluid (with µ = 0.81-0.85 Pa×s, Cp = 3274 J/(kg×°C) and r = 1067 kg/m 3 at T=20°C), impeller rotation speed was controlled at N=2 Hz. Temperature of the feeding tank was controlled at 20°C by adjusting the thermostat (room temperature was air controlled at 20 ±1°C).

Velocity field

By analyzing the PIV raw images, the instantaneous velocity fields (from single images pair) and time averaged mean velocity fields (from 1000 image pairs) were computed at 6 horizontal plane (x-y plane within membrane-impeller gap) and 3 vertical plane (x-z plane at different radius).To acquire the mean velocity fields in this rotating system, the optical trigger plays a key role in these measurements because it synchronizes and governs the laser generator and the camera with the position of one specific blade. Image processing and statistical quantities (𝑈 L '''' , 𝜎 x ) were detailed and proved the measurement reliability in Chapter III 4.4.2. [START_REF] Jiang | Relationships between mechanically induced hydrodynamics and membrane fouling in a novel rotating membrane bioreactor[END_REF][START_REF] Jiang | Start-up of the anammox process and membrane fouling analysis in a novel rotating membrane bioreactor[END_REF] also introduced a PIV measurement by using pine pollen tracing in water (turbulent flow) with a rotating membrane bioreactor. This membrane module was consisted of 9 identical flat sheets vertically in a cylindrical reactor, with internal diameter of 240 mm and effective volume of 13 L.

Horizontal plane

In their conditions, mean velocity fields show a clear and stable velocity gradient in radial direction with time-averaged velocity plot. In our study, similar observation can be established:

• It is found that the velocity around the central shaft is regular and organized being close to zero. As it described in Introduction part, feeding fluid goes through the RVF module along the central shaft vertically (z direction) from the bottom to the top, governing velocity vector is at the z direction, so, velocity close to the central shaft in horizontal (x-y) plane is almost zero;

• Velocity gradient increases in radial direction from inner to outer diameters, but velocity remains nearly equal to zero at the maximum diameter R=70mm (fluid is at rest close to the surrounding wall, no-slip boundary conditions at fluid-solid interface). This observation is verified for both position, z1=0.25 and z6=2.75mm;

• Velocity magnitude close to the inner diameter, R=25mm, remains inferior to 0.1 m/s whereas shaft velocity is equal to 0.31 m/s;

• Velocity fields likely have periodic movements generated by the specific shape of impeller. Maximum fluid velocities (Fig 5c andf) were found near the leading edge of the blade. At R=65 mm, the maximum values were 0.15 and 0.45 m/s for z1=0. [START_REF] Chang | Techniques to Enhance Performance of Membrane Processes[END_REF] and z6=2.75 mm respectively, while the impeller velocity was 0.82 m/s. However, maximum value in the velocity field z1=0.25 and z6=2.75 mm are at R=55-60 mm, with 0.21 and 0.58 respectively.

• Local 𝐾 O ( 〈 ¶ • 〉 ¹•º
) varies from 0.08 up to 0.54 within the gap. Mean value at each radius (R=25 to R=65) is equal to 0.32±0.08 and remains constant except at the surrounding wall (R=65mm) where a decrease from 0.35 to 0.2 is observed. Instantaneous velocity fields are presented in (d-f), and the time-average velocity fields are presented in (g-i). This vertical measurement is in agreement with horizontal observation:

Vertical plane

• Velocity gradient increases in radial direction from inner to outer diameters (from R=30 mm to 65 mm), but velocity remains nearly equal to zero at the surrounding wall;

• Velocity fields have periodic movements generated by the specific shape of impeller, see figure g to i;

• As we expected, in the 3 mm wall-to-impeller gap, velocity close to the wall (membrane) is nearly zero. 

.2. Velocity profiles Horizontal plane

From horizontal velocity fields, velocity profiles can be more specifically analyzed. •! Some noticeable waves appear at the leading edge (symbol O), probably due to the shape blades. It might imply that this impeller design could periodically generate regular variations along the angular direction, and tended to remove the membrane fouling even with highly viscous fluids;

• 𝑈 q ''' has a negligible contribution in value but oscillated with a highly organized ebbs and flows, probably due to the impeller design as well;

Besides, velocity profiles were also compared with two feed flowrates (25 and 45 L/h).

Results showed that velocity profiles are 99% percent similar, no significant impact was observed. It corroborated one of the advantages of DF compare to the conventional filtration (DE, CF) with an internal flow pattern independent from feed flowrate. • Vertical velocity profile in this gap (membrane-to-membrane) is parabolic;

Vertical plane

• Velocity at R=45 mm seems to have higher value than R=30 mm and 60 mm, it verified the observation in Fig. IV. 17;

• Simulation at R=45 mm seems well fit the experiment curve. However, simulations results for R=30 mm and R= 65 mm are over estimated while the trend are the same as experiments result UR=45> UR=30> UR=65. stress value. This information may indicate a complex hydrodynamics at the membrane surface, which is intensified by the complex shape of the impeller and its rotation.

Vertical profile of velocity magnitude comparing PIV and CFD

As mentioned, PIV measurements were performed in half of the filtration cell from z1 to z8.

Due to optical obstruction of laser beam, velocity field in z7 and z8 can only measure between 2

blades and provided very limited information, while CFD simulations were applied to the entire filtration cell (within 14 mm gap 0<z<14 between both membranes, including upper gap 0<z<3 impeller thickness 3<z<11, and lower gap 11<z<14). To review, in horizontal measurements, velocity was presented at 𝛳-R plane at limited z level at a fixed impeller position; in vertical measurements, velocity was presented at 𝛳-z plane at limited R position and a fixed impeller positon. To conclude PIV experiment with trigger strategy:

(1) It gives velocity distribution at a certain condition (impeller position);

(2) But it doesn't give information in time span and the impact of impeller movement;

(3) It also gives insufficient information to access to wall shear stress because it was a challenge and technical limitation to precisely realize the distance between the target plane and the wall/membrane.

Therefore, PIV measurements connected with optical trigger helps to well understand the velocity deviation at a given impeller position. To get further information such as the evolution of velocity and shear affected by the impeller movement, PIV experiments without the optical trigger are necessarily needed.

Turbulent regime

Velocity field analyses

By analyzing the PIV raw images, the instantaneous velocity fields (from single images pair) and time averaged mean velocity fields (from 1000 image pairs) were computed at 6 horizontal plane (x-y plane within membrane-impeller gap) and 3 vertical plane (x-z plane at different radius).

Horizontal plane

PIV measurement within turbulent flow (similar presentation as in laminar flow, see • As expected, mean velocity fields present a uniform and regular flow pattern;

• Velocity around the central shaft is regular and organized being close to zero because the governing velocity vector is at the z direction, which could not be measured in horizontal plane;

• Velocity gradient increases in radial direction from inner to outer diameters, maximum velocity was found at the trailing edge of the impeller, which is different from observation in laminar flow.

• Velocity fields seems similar close to the wall/membrane and close to the impeller, it is likely to have a constant velocity along the z direction;

• Local 𝐾 O ( 〈 ¶ • 〉 ¹•º
) varies from 0.52 up to 0.65 within the gap. Mean value at each radius (R=30 to R=65) is equal to 0.58±0.06. •! # L '''' and # O '''' are statistically similar;

•! # q ''' has a negligible contribution in value but it has a well-organized motion;

•! Besides, velocity profiles were also compared with two feed flowrates (50 and 100 L/h). Results showed that no significant impact on velocity profiles was observed. It once again proves the advantage of DF module that flowrate is uncoupled with velocity distribution in this kind of filtration system. Based on a statistic of instantaneous 2D velocity fields, POD enables to generate a series of eigenvalues and eigenvectors. is the I th eigenvalue and is the I th associated eigenvector or eigenvector. Each instantaneous velocity field can be reconstructed as:

Vertical plane

𝑈 z z⃗ (𝑥, 𝑦, 𝑧, 𝑡) = ÿ 𝑎 (x) (𝑡)Φ (x) zzzzzzz⃗ (𝑥, 𝑦, 𝑧) F I is the I th mode of POD (total mode number equal to K), while a (I) (t) is the corresponding POD coefficient; the series of coefficient (or in case of resolved PIV) is given by the projection of each instantaneous velocity field on the I th eigen vector:

𝑎 v (x) = ß𝑈 v zzzz⃗ , Φ (x) zzzzzzz⃗ à (IV.14)
By this way, one can thus reconstruct the velocity field and in particular, the mean flow and the organized motion by Eq.III 26:

Laminar regime

It is essential to account for velocity fluctuations induced by the periodic motion of the impeller. Each instantaneous velocity should be split into two contributions as Eq.IV.11 shows: In a first part, we will focus on laminar mean flow; then fluctuation contributions will be analyzed.

𝑈 N = 𝑈 | } + 𝑢 | € ,

Mean laminar flow

The case presented here corresponds to a viscous fluid (r =1067 kg/m 3 ; µ = 0.85 Pa.s) and low frequency (N = 2 Hz). Thus the Reynolds number is: The radial profiles of tangential velocity component are mainly controlled by the upper and lower boundary conditions: the upper wall (z=0.25 mm) is fixed and the lower boundary The vertical distribution of wall shear stress is thus almost linear.

𝑅𝑒 LNXNPY = 𝜌 𝑁 𝑑 L μ = 42 
) ( I k a ) ( ) ( t a I ( ) ( ) ( ) z y x a z y x U t z y x U N I I I k I k N I k , , , , , , , 1 ) ( ) ( ) 
Then the torque can be estimated resulting from the distribution of wall shear stress along the external cylinder, above and below the impeller assuming a mean value of ' mnR H75 Pa:

l mXSnop REEmq H +1¬ V m 1• R 1' mnR 1V m H ;Ã;;Ê1©Ã $
where V m 1=70 mm is the eternal radius of the filtration cell, • R =3 mm is the gap between the upper wall/membrane and the impeller.

The same torque is applied along the external cylinder below the impeller:

l mXSnop pQrmq H +1¬1V m 1• p ' mnp 1V m H ;Ã;;Ê1©Ã $
where • p =3 mm is the gap between the lower wall/membrane and the impeller.

One can consider that the wall shear stress in the region of the impeller at the external cylinder is constant and equal to:

' mnN H ¦1 º / 1ˆ1P1# º Q AEº / H +9;1R@1
where V L =67.5 mm is the radius of the impeller, V m Á V L indicates a gap between the external wall and the impeller.

The resultant torque is thus:

l mXSnop NLEmppmq H +1¬1V m • L 1' mnN 1V m H ;Ã;Ê1©Ã $
Consequently, the total torque along the external cylinder is Pa"s, Remixing=42, and T=20°C

Clearly, the vertical profiles measured in the 3 mm gap above the impeller are quasi-linear. This is consistent with previous observations. The velocity is equal to zero at the static wall.

Close to the impeller, it is maximum and probably proportional to the local tangential velocity of the impeller.

Dimensionless velocity profiles can be deduced by dividing the tangential velocity of the local rotation speed equal to: +1¬1©12. Characteristic results are plotted: One can then estimate the torque at the upper wall:

𝑇 REEmqrtpp = 2 𝜋 ï º Q º + 𝜏 Oƒ (𝑟) 𝑟 ˆ 𝑑𝑟 = 2 𝜋 ˆ 𝜇 𝑁 𝜀 R ï 𝑟 ª 𝑑𝑟 ≅ 𝜋 ˆ 𝜇 𝑁 𝑅 m I 2 𝜀 R º Q º + (IV.17)
The same torque is exerted on the lower wall.

Thus the total torque is:

𝑇 SQStp = 𝑇 mXSnop SQStp + 2 × 𝑇 REEmqrtpp (IV.18)
An equal torque is exerted along the rotating impeller and shaft. Thus one can estimate the power needed to rotate the impeller and shaft:

𝑃𝑜𝑤𝑒𝑟 = 𝑇 SQStp 2 𝜋 𝑁 (IV.19)
It corresponds to a power number: The value of Np is relatively close to the power number measured in the first part of this work and plotted on Fig.II. 8. It is important to underline that the main contribution to the torque is related to the shear along the upper and lower walls, where the membranes are installed.

𝑁 $ = 𝑃𝑜𝑤𝑒𝑟 𝜌 𝑁 ª 𝑑 L « (IV.20)

Fluctuations in laminar flow (at N = 2 Hz)

Based on a statistic of instantaneous 2D velocity fields, POD enables to generate a series of eigenvalues and eigenvectors. is the I th eigenvalue and is the I th associated 𝑈 z z⃗ (𝑥, 𝑦, 𝑧, 𝑡) = ∑ 𝑎 (x) (𝑡)Φ (x) zzzzzzz⃗ (𝑥, 𝑦, 𝑧)

# xϳ
I is the I th mode of POD (total mode number equal to N), while a (I) (t) is the corresponding POD coefficient; the series of coefficient (or in case of resolved PIV) is given by the projection of each instantaneous velocity field on the I th eigenvector: 𝑎 v (x) = ß𝑈 v zzzz⃗ , Φ (x) zzzzzzz⃗ à

Thus velocity field can be reconstructed and in particular, the mean flow and the organised motion. We will focus on organised motion in this case.

Example of POD data processing of horizontal measurement at plane z2 (1) Eigenvalue spectrum

The eigenvalue spectrum is plotted in ³) . The coefficient 𝑎 v (³) is given by 𝑎 v (³) = ß𝑈 v zzzz⃗ , Φ (³) zzzzzzzz⃗ à.

And it can be normalized by the square root of the first eigenvalue 𝜆 (³) expressed in m²/s².

The first remark is that the pdf is centered on the unity value; the second remark is the dispersion of the N realization 𝑎 v (³) is weak, meaning that 𝑎 v (³) is almost constant. One can thus reconstruct the velocity field associated to the first mode as: This reconstructed velocity field is highly close to the mean velocity according to many studies concerning POD analysis [START_REF] Moreau | Proper orthogonal decomposition for the study of hydrodynamics in a mixing tank[END_REF][START_REF] Liné | On POD analysis of PIV measurements applied to mixing in a stirred vessel with a shear thinning fluid[END_REF]. In order to prove, in As aforementioned, the eigenvalues 𝜆 (ˆ) and 𝜆 (ª) have similar orders of magnitude, suggesting that they may correspond to organized motions and both modes are somehow related.

(IV.22) ( ) ( ) y x t a t y x U k k , ) ( , , ) 1 ( ) 1 ( ) 1 ( F = ( ) ( ) cst y x t y x U R k @ = , , , ) 1 ( ) 1 ( ) 1 ( f l k "
The eigen vectors corresponding to modes 2, 𝜙 . The distributions are centered on the origin and their shape can be related to sinusoidal distribution, as expected from the literature [START_REF] Liné | On POD analysis of PIV measurements applied to mixing in a stirred vessel with a shear thinning fluid[END_REF]. shape; for sake of simplicity, it will be considered as an ellipse. The coefficients can thus be related by the expression:

( ) ( ) ( ) ( ) y x t a y x t a t y x U t y x U k k I I k k , ) ( , ) ( , , , , ) 3 ( ) 3 ( ) 2 ( ) 2 ( 3 2 
(IV.24) 1 2 2 ) 3 ( 2 ) 3 ( ) 2 ( 2 ) 2 ( = + ! ! k k a a 151
where the eigenvalues are expressed in m²/s². The periodic nature of these coherent structures associated with modes 2 and 3 could be expressed as sinusoidal variations [START_REF] Doulgerakis | Large scale vortex and strain dynamics in mixing vessels and implications for macro-mixing enhancement[END_REF]199,[START_REF] Ducci | Decomposition of Flow Structures in Stirred Reactors and Implications for Mixing Enhancement[END_REF][START_REF] Gabelle | Experimental determination of the shear rate in a stirred tank with a non-newtonian fluid: Carbopol[END_REF]. Considering the previous results, in particular the eigen spectrum, we propose to reconstruct the organized motion by accounting for modes 2 to 5.

From this reconstruction, one can plot any instantaneous reconstructed velocity field in In conclusion, PIV data were processed to get:

( ) ( ) ( ) y x t a t y x U t y x U I I k I I I k k , ) ( , , , , ) ( ) 
•! Mean velocity profiles, both radial profiles and vertical profiles

•! Mean shear stress profiles

From these profiles, it was possible to estimate:

•! Wall shear stress distributions along the upper and lower boundaries as well as along the external cylinder

•! Associated torques.

The total torques was then estimated. Considering angular momentum balance, the torque along the rotating impeller was deduced and the associated power was calculated. The power number resulting from this analysis was compared to global values estimated previously and comparisons were more than satisfactory.

In addition, the analysis of the local hydrodynamics enables us to better understand how the flow was organized and how the wall shear stresses and corresponding to torques were distributed. The main contribution is due to the upper and lower wall (40 % each), the lateral (external) wall contributing for 20%.

Finally, the fluctuating part of the velocity was investigated. POD enabled to reconstruct such organized motion, based on the modes 2 to 5. Both fluctuating velocity fields and shear stresses were estimated. The RMS of fluctuating wall shear stresses was calculated. It was shown to be quite important and up to 45 % of the mean value. Consequently, the periodic fluctuations of the wall shear stress induced by the impeller motion may contribute to the fouling limitation.

Turbulent regime

A In the following, we will first focus on mean velocities and total fluctuating Reynolds stress components; then respective contributions of turbulence and periodic motion will be analyzed.

Mean turbulent flow

The case presented here corresponds to water (r =1000 kg/m 3 ; µ = 1 mPa•s) and frequency (N=10 Hz). Thus the Reynolds number is: The order of magnitude of the bulk velocity is half the local (radial) impeller velocity. Clearly, the wall shear stress is quadratic with the bulk velocity. For sake of simplicity, let consider that:

𝑅𝑒 = 𝜌 𝑁 𝑑 L μ = 182 
𝜏 REEmqrtpp (𝑟) = 𝜌 𝑈 * ˆ= 𝜌 (5%) ˆ ² 2 𝜋 𝑁 𝑟 2 ´ˆ
One can deduce the torque on the upper wall:

𝑇 REEmqrtpp = ï ˆ P À ï º / º + 𝜏 REEmqrtpp (𝑟) 𝑟𝑟 𝑑𝑟 𝑑𝜃
After calculation, one can derive:

𝑇 REEmqrtpp = 2 𝜋 𝜌 (5% 𝜋 𝑁) ˆ𝑅L « -𝑅 N « 5 ≅ 2 𝜋 ª (5%) 5 𝑁 ˆ 𝑅 L «
Similar torque is exerted on the lower wall. Thus the sum is:

𝑇 REEmq&pQrmqrtppu ≅ 4 𝜋 ª (5%) 5 𝜌 𝑁 ˆ 𝑅 L «
Considering angular momentum balance, the torque along the impeller is equal to the torque on static walls. The corresponding power is:

𝑃𝑜𝑤𝑒𝑟 = 𝑇 REEmq&pQrmqrtppu 2 𝜋 𝑁 ≅ 𝜋 I (5%) 20 𝜌 𝑁 ª 𝐷 L «
The power number is thus: The turbulent shear stress component # O Å # q Å ''''''' can also be estimated. Its profile is plotted on We can consider that the wall shear stress along the external wall is roughly uniform and equal to ' mn H 8;;1(4.

𝑁 $ = 𝑃𝑜𝑤𝑒𝑟 𝜌 𝑁 ª 𝑑 L « ≅ 𝜋 I (5%)
Thus the torque can be estimated: The total torque is thus 0.05 N.m, the lateral wall contributing to 80%.

l mXSnop H +1¬1V m
Considering again angular momentum balance, the torque along the impeller is equal to the torque on static walls. The corresponding power is:

(û…W2 H 1l SQStp +1¬1© ; ÉÃ8°1b
The power number is thus:

© $ H 1 (û…W2 § © ª 16 L « 1 ; ;Ã;Ë1
This is of the order of magnitude lower than global values obtained from previous experiments. Due to the main weight of the torque exerted on the external cylinder (80 %) compared to the torque exerted on upper and lower walls, it seems necessary to analyze the respective contributions of periodic (organized) motions and turbulence, in a horizontal plane.

Organized flow versus turbulence

In the previous part, for sake of simplicity we considered together organized and turbulent fluctuations. In this part, we will consider both separately. In order to discriminate organized motion from fluctuations, POD is now applied.

We will only present processing of horizontal plane. First, eigenvalue spectrum is plotted.

(

1) Eigenvalue spectrum

The eigenvalue spectrum is plotted in [START_REF] Ríos | Dynamic Microfiltration in Microalgae Harvesting for Biodiesel Production[END_REF]. The 8 following modes, it is easy to observe that mode 2 and 3, mode 4 and 5, mode 6 and 7, mode 8 and 9 are close to each other. They respectively contribute 4-5%, 0.3-0.4%, 0.1-0.15% and 0.06-0.07% of the total energy. These 8 modes are likely associated with organized motions generated by the impeller blades rotation contributes to about 5% of the total energy (8% in laminar flow). Relation between the rest modes is not so obvious. ( ) ( ) mean velocity. The radial profile of tangential velocity is linear. This reconstructed velocity field is highly close to the mean velocity according to many studies concerning POD analysis [START_REF] Moreau | Proper orthogonal decomposition for the study of hydrodynamics in a mixing tank[END_REF][START_REF] Liné | On POD analysis of PIV measurements applied to mixing in a stirred vessel with a shear thinning fluid[END_REF]. We thus believe that the first mode is a steady-state field corresponding to eh mean flow. Considering the abscissa of this last plot, the coefficient a1 is almost constant and equal to the square root of the first eigenvalue. • The structure of the modes 2&3 are similar, as 4&5, 6&7, 8&9; they exhibit spatial wavelengths;

y x t a t y x U k k , ) ( , , ) 1 ( ) 1 ( ) 1 ( ! =
• Clearly, the wavelength depends on the mode numbers: modes 2&3 exhibit wavelength similar to impeller blades, whereas modes 4&5 show half wavelength, and so on with increasing mode number. Such e behavior was explained in Gabelle et al., (2017).

One can also derive mode coefficients that are given by The sinusoidal structure of the mode coefficients can also be confirmed by the plot of their pdf.

𝑎 v (ˆ) = ß𝑈 v zzzz⃗ , Φ (ˆ) zzzzzzzz⃗ à and 𝑎 v (ª) = ß𝑈 v zzzz⃗ , Φ ( 

Fig.IV. 57 pdf of normalized POD coefficient from mode 2 to 9. Same operating conditions with the previous figure

Finally, one can reconstruct the organized motion. We tested several sets of modes. (2 to 9 and 2 to 14, we get the same results.)

Given the reconstructed organized motion defined as:

From this reconstruction, one can plot any instantaneous reconstructed velocity field in We can consider that the wall shear stress along the external wall is roughly uniform and now equal to ' mn H +:;1(4.

Thus the torque can be estimated:

l mXSnop H +1¬1V m 1• Rp 1' mn 1V m H ;Ã81©Ã $
This torque should be compared to the previous one (upper & lower walls):

l REEmqspQrmqrtppu ; °1¬ ª 1w:=y : 1 §1© ˆ1V L « H ;Ã;81©Ã $
The total torque is thus 0.11 N.m, the lateral/external wall contributing to close to 90%.

Considering again angular momentum balance, the torque along the impeller is equal to the torque on static walls. The corresponding power is:

(û…W2 H 1l SQStp +1¬1© ; ÊÃ91b
The power number is thus:

𝑁 $ = 𝑃𝑜𝑤𝑒𝑟 𝜌 𝑁 ª 𝑑 L « ≅ 0.15
To conclude, PIV data were processed to get:

• Mean velocity profiles, both radial profiles and vertical profiles • Mean fluctuating or Reynolds shear stress profiles From these profiles, it was possible to estimate:

• Wall shear stress distributions along the upper and lower boundaries as well as along the external cylinder

• Associated torques.
Finally, the fluctuating part of the velocity was investigated. POD enabled to reconstruct the organized motion, based on the modes 2 to 9, in a horizontal plane.

The total torques was estimated. Considering angular momentum balance, the torque along the rotating impeller was deduced and the associated power was calculated. The power number resulting from this analysis was compared to global values estimated previously and comparisons were more than satisfactory.

In particular, the analysis of the local hydrodynamics enable us to better understand how was organized the flow and how were distributed the wall shear stresses and corresponding torques. In turbulent flow, the structure is quite different from what was observed in laminar flow: the main contribution to the torque is due to the lateral wall. of the wall shear stress induced by the impeller motion may contribute to the fouling limitation.

(2) POD analysis conducted under turbulent flow shows:

• Mean velocity profiles, both radial profiles and vertical profiles • Mean fluctuating or Reynolds shear stress profiles From these profiles, it was possible to estimate:

• Wall shear stress distributions along the upper and lower boundaries as well as along the external cylinder

• Associated torques

The fluctuating part of the velocity was investigated. POD enabled to reconstruct the organized motion, based on the modes 2 to 9 in a horizontal plane.

The total torques and power consumption was estimated. The power number resulting from this analysis was compared to global values estimated previously and comparisons were more than satisfactory.

In turbulent flow, the structure is quite different from what was observed in laminar flow: the main contribution to the torque is due to the lateral (external) wall.

Application to cell suspensions

Interactions between biological matrices and DF filtration must be studied to intensify bioprocesses [START_REF] Stolberg | Can shear stress direct stem cell fate?[END_REF][START_REF] Van Bergen | The effect of mechanical shear on brewing yeast[END_REF]. Thermal balanced and power consumption informed about temperature increase within RVF module and its compatibility with microorganism activity (optimal growth temperature for example). In a final step, the potential mechanical damage of microbial cells which can be generated by RVF module is investigated. As an exploratory step, Escherichia coli (E. coli WK6) cell suspensions were used and different rotation speed were applied up to 5h.

Experiment was controlled at Pout~2000 mbar, Pp~200 mbar, TMP differs with rotation speed (Chapter II 3.2). The mechanical impact was characterized by observing samples under microscope (and by measuring particle size distribution by Dynamic Light Scattering (DLS).

Observation of integrate and disrupted cells by microscopy

Mechanical impact is realized by comparing the samples of the initial case and the extreme case (5h). Two samples were chosen: (i) one sample is labeled '0h, 0 Hz', which means the sample is from the beginning of filtration process without rotation (N=0 Hz); (ii) the other one is from '5h, 50 Hz', which means at the end of operating time with N=50 Hz. 80 "m was defined by the initial PSD at N=0 Hz, t=0 h. In this case, particles diameter ranges from 0.5 $%!3.80 "m). So, any diameter that superior to this value will be calculated. By this method, the differences between initial and other distribution functions can be quantified, the higher value the larger diameter it indicates. As expected, during 5 hours experiment, E. coli cells remain the same distribution under operating condition N=0 Hz, no diameter deviations are observed. However, samples are likely to have larger/longer particles under higher rotation speed, although the case under N=25 Hz has no significant difference during the first 4 hours. To explain these observations, it is assumed that:

(1) E. coli cells were disrupted or stretched by the high shear (with N90), and it formed an elongated shape physically or aggregates;

(2) E. coli cells secreted Extracellular Polymeric Substances (EPS) colloid under extreme situation, and this substance helps to cluster cells or fragments. It is known that, EPS comprising the microbial biofilms in membrane bioreactor (MBR) systems, and it is considered as the most significant factor affecting the membrane fouling in separation process [START_REF] Ying | Extracellular Polymeric Substances (EPS) in a Hybrid Growth Membrane Bioreactor (HG-MBR): Viscoelastic and Adherence Characteristics[END_REF]. Since EPS exhibits a high flocculation properties [START_REF] Wang | pH Dependence of Structure and Surface Properties of Microbial EPS[END_REF], we strongly believe that the clusters, which were shown in (1) The scientific and technical bottlenecks related to retention / permeation issues (catalytic biomass and physic-chemical components) associated with complex biological matrices;

(2) Interactions between matrices and membrane materials (nature, porosity and cut-off threshold);

(3) The impact of the DF on the performance of bioprocesses (biological activity, cell lysis, etc.) for the specific strains.

Chapter V: Conclusions

n this closing chapter, the general contexts and scientific actions of this work are briefly sum-up. Emphasis is given to the scientific questions and problematics as well as the investigated domain. A second part synthesizes the overall discussion and main results issued from the experimental strategy and data analysis. It draws attention to the main discoveries and the limits of this PhD thesis regarding bioprocess. A final part opens a discussion on the scientific perspectives and future works by considering the methodology, the tested fluids and the application to industrial bio-products.

Scientific and industrial context

Recently, membrane bioreactors (MBR) were largely applied in biotechnology field (eg. 

Scientific questions and Research strategy

Research was dedicated to a better understanding of the complex hydrodynamics within RVF module into bioprocess context. Several scientific questions were identified (mentioned in Chapter I):

I

•! How global performances (power consumption, friction curve, heat dissipation, Residence Time Distribution) can be characterized and interpreted?

•! How long will a cell suffer in such stressful environment?

•! What will be the magnitude of this mechanical stress?

•! Does it damage microbial cell population?

•! What is the local flow pattern in the filtration cell? And how does it organize and structure in the filtration cell?

•! Is it possible to identify local and instantaneous velocity and shear stress?

•! Are experimental measurements and simulations consistent at global and local

scales?

To answer to these scientific questions, experiments and numerical simulations were 
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(1) For global approach, investigation of Residence Time Distribution (RTD) and thermal balance has been carried out and compared to the previous global study (power consumption and friction curves).

(2) As a major part in this PhD work, for the local approach, Particle Image Velocimetry (PIV) was carried out and compared to CFD simulation. PIV preliminary study was conducted with a trigger strategy to access through angle-resolved measurements to an averaged velocity field. Further study was performed with a non-trigger strategy and applied to POD analysis in order to identify the coherent structure of the flow by decomposing the mean contribution, the organized and turbulent fluctuations.

(3) For the bioprocess application, an exploratory work characterized the effect of Dynamic Filtration on prokaryote cell population (Escherichia coli) by quantifying cell integrity or damage as a function of time and rotation speed during filtration process in turbulent regime.

Main results and highlights

These actions and related discoveries combined multi-scale and multidisciplinary approaches, which gave more information on the impact of DF on bioprocess, such as:

• thermal and mechanical effect on microbial cells;

• diagnosing the functioning of global flow behaviors, in order to apply better operating conditions, leading to optimize industrial processes, as well as the DF design;

• introducing the flow pattern and coherent structures, as well as giving support to better understand the mechanism of fouling removal by examining the local parameters including local velocity fields/profiles, local shear stress, fluctuations (organized motion and turbulence).

Among these results, some contributions related to bioprocess can be mentioned:

(1) Thermal balance (heat dissipation) is highly correlated to mixing power (power consumption curve). The temperature increased dramatically at high rotation speed, especially in laminar flow (ex. +11°C under operating conditions Qf=25 L/h and N=25 Hz). In turbulent flow, with Qf=50 L/h and N=50 Hz, temperature increased up to 9°C. Considering a temperature increase limited to 4°C (compatible with cell culture), restricted operating conditions (minimum fluctuations were based on the modes 2-9 (4.4-5.5% of the total kinetic energy), and their coherent structure were remarkably organized.

(6) Observation with prokaryote cell suspensions (E.coli) indicated that cells were damaged and disrupted under extrem conditions, N=50 Hz and t=5h. Moreover, at N=50 Hz, clusters and agregates with disrupted cell were observed. This was not observed with eukaryote cells in food bioprocessing (brewing and wine making). Consequently, cell damage induced by mechanical stress needs to be further explored in the light of local and global hydrodynamics.

Perspectives

Interactions between biological matrices and Dynamic Filtration must be deeply studied to intensify bioprocesses. Realizing the lack of knowledge on complex and evolving culture media (FCV, cell growth, bio-production), and (ii) intensification of microbial cultures under high cell density conditions (cellular activity and viability), future works related to dynamic filtration may be focused on:

(1) the scientific and technical bottlenecks related to retention / permeation issues (catalytic biomass and physico-chemical components) associated with complex biological matrices;

(2) interactions between matrices and membrane materials (nature, porosity and cut-off threshold);

(3) the impact of the DF on the performances of prokaryote and eukaryote strains (biological activity, viability, cell lysis, etc.). Scientific investigations may also include further works into hydrodynamics: (5) Electrochemical methods may be applied to quantify the instantaneous and local wall shear stress at membrane surface. 
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Highlight of this thesis:

These actions and related discoveries combined multi-scale and multidisciplinary approaches, which gave more information on the impact of DF on bioprocess, such as:

• thermal and mechanical effect on microbial cells;

• diagnosing the functioning of global flow behaviors, in order to apply better operating conditions, leading to optimize industrial processes, as well as the DF design;

• introducing the flow pattern and coherent structures, as well as giving support to better understand the mechanism of fouling removal by examining the local parameters including local velocity fields/profiles, local shear stress, fluctuations (organized motion and turbulence)

Perspectives:

Interactions between biological matrices and Dynamic Filtration must be deeply studied to intensify bioprocesses. Realizing the lack of knowledge on complex and evolving culture media (FCV, cell growth, bio-production), and (ii) intensification of microbial cultures under high cell density conditions (cellular activity and viability), future works related to dynamic filtration may be focused on: 

Principaux résultats de cette thèse:

Ces actions et les découvertes associées ont reposées sur des approches multi-échelles et multi-disciplinaires et ont fourni un éclairage nouveau sur l'impact et l'utilisation de la filtration dynamique (module RVF) dans les bioprocédés, tels que:

• effets thermique et mécanique sur les cellules microbiennes;

• caractérisation du comportement hydrodynamique, afin d'appliquer de meilleures conditions opératoires d'optimiser les bioprocédés industriels et de concevoir des modules de DF;

• détermination des patrons d'écoulement et des structures cohérentes, ainsi qu'une meilleure compréhension des mécanismes de limitation de l'encrassement en connaissant les paramètres hydrodynamiques locaux (champs / profils de vitesse, contrainte de cisaillement, fluctuations organisé et turbulente)

Perspectives:

Les interactions entre les matrices biologiques et la filtration dynamique doivent être étudiées pour intensifier les bioprocédés. Constatant le manque de connaissances sur les milieux de culture complexes et évolutifs (FCV, croissance cellulaire, bioproduction) et (ii) l'intensification des cultures microbiennes sous haute densité cellulaire (activité cellulaire, viabilité), les travaux futurs liés à la filtration dynamique se focaliseront sur:

(1) les verrous scientifiques et techniques liés aux problèmes de rétention / perméation (biomasse catalytique, composants physico-chimiques) associés à des matrices biologiques complexes;

(2) les interactions entre les matrices et les matériaux membranaires (nature, porosité et seuil de coupure);

(3) l'impact de la DF sur les performances des souches procaryotes et eucaryotes (activité biologique, viabilité, lyse cellulaire, etc.).

Les investigations scientifiques peuvent également inclure d'autres travaux en lien avec l'hydrodynamique:

(4) d'autres techniques locales peuvent être appliquées pour étudier les paramètres locaux tels que la température pour analyser les effets thermiques couplés à la distribution d'âge interne;

(5) des méthodes électrochimiques peuvent être appliquées pour quantifier la contrainte de cisaillement instantanée et locale à la surface de la membrane. )*#@:+&%@+=)%*4+@8)J !%;=;'%@+=)+@8%/%8D)9=D0#2)/%+E%=%8D2) +@8%/%8D>J 6#"K;"*+&@#0)/0)4#"*#+E%=%8D)+&I)@#==) 4:D0%;=;'DJ 7)/0)<2)8)9/#"8%@+=>) 1&2
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  be highlighted and quantified according to the operating conditions and localization in the filtration cell. Meantime the technological key points, bound either to the existence of dysfunction zones, or to the critical operating conditions can be raised. During the bioprocess, the rheological behavior of the broth may evolve as a function of concentration due to (1) Volume Concentration Factor (VCF) induced by the permeate extraction (eg. food biotechnology: rough beer clarification, wine making, dairy process), (2) the increase of microorganism concentration induced by a growth rate (eg. white biotechnologies, high cell density) or (3) the production of extra-cellular biomolecules. The rheological behavior is modified (change in viscosity, appearance of non-Newtonian behavior up to viscoelastic and viscoelastic behaviors), which affects the flow patterns within the RVF module sometimes drastically.

From

  2005 to now, newly devices appeared as the second-generation DF filter by optimizing design and scaling up. Overviewing the existing literature, works regarding on global view were perfectly done, local parameters are necessarily needed to gain insight dynamic filtration. This PhD thesis is thus motivated by the lack of knowledge: • local and instantaneous hydrodynamics within the filtration cell • investigation of membrane-fluids interface (local shear stress/rate) • scale-up of DF module • objective criteria to design DF modules and to optimize filtration efficiency D

  Fig.II. 1 illustrates the main difference among the conventional Dead-end Filtration (perpendicular feed), Cross-flow Filtration (tangential feed) and Dynamic Filtration (arbitrary feed). Cross-flow and dynamic filtration (matched with the proper pore size membrane) have been widely developed in lieu of dead-end filtration or centrifugation, mainly because the former allow contamination removal and relatively high efficient separation.

Fig.II. 1

 1 Fig.II. 1 Comparison between Dead-end (DEF), Cross-flow (CF) and dynamic (DF) filtration.

  Fig.II. 2 shows the annual numbers of DF related articles from 1990 to 2015. During the period 1979-1990, average of annual numbers of articles was less than 1. This average number increased rapidly since then, from 4.4 ± 1.6 during 1991-2001 to 12.0 ± 3.0 during 2002-2015, which indicating a development trend of research on DF topic. Among these publications, 99 articles are related to DF module studies.

Fig.II. 2

 2 Fig.II. 2 Evolution of the number of publication per year(2) Most productive journals

Fig.II. 3

 3 Fig.II. 3 Cooperation network among top 20 most productive countries (source: Web of Science category of journals)

  . 5 shows the cooperation among institutes, two close Chinese partners of University of Technology of Compiègne (France) were Chinese Academy of Science and Dalian University of Technology.The strong bilateral cooperation between University of Calcutta (India) and Jadavpur University (India), University of New South Wales (Australia) and Nanyang Technological University (Singapore) were observed.

Fig.II. 4 ( 7 )

 47 Fig.II. 4 Cooperation network among top 10 most productive institutions (source: Web of Science category of journals) (7) Overview of application field, methodology and scientific locks

1

 1 Cylindrical membrane modulesEarly in the 1967, Sherwood et al.[START_REF] Sherwood | Desalination by Reverse Osmosis[END_REF]suggested a rotating cylinder filter in reverse osmosis for salt and water transport, consisted of inner cylinder rotating in a cylindrical stationary housing, first lead our focus on Dynamic Filtration. In ordinary rotating cylinder modules, it is always formed with two cylinders, inner one rotates inside the outer one, that means one of the surfaces moves parallel to the other thus producing shear rates in the annulus.[START_REF] Hallström | Description of a rotating ultrafiltration module[END_REF]. Taking advantage from Taylor-Couette Flow in the annulus with a relatively low rotation speed, cells and macromolecules can avoid being destroyed. Consequently, rotating cylindrical membrane filter was quickly applied to Pharmacy and Biological process.For example, among the early-commercialized filters, Biodruck-filter (BDF-01, Sulzer AG, Winterthur, Switzerland) was dedicated for cell harvesting and cell debris removal[START_REF] Kroner | Dynamic filtration of microbial suspensions using an axially rotating filter[END_REF], with 66 mm diameter and 200 mm length inner cylinder (0.04 m 2 filtration area) at rotation speed up to 3000 RPM. This membrane was made from Teflon with pore size 0.2 µm and fed with fermentation broth by 5-10 L h -1 within a 4 mm annular gap. Result proved that, by rotation speed at 200 RPM in BDF-01 and 4 m/s flow rate in a tubular membrane (polypropylene, 0.2 µm), the BDF-01 had 3-fold higher flux than the tubular membrane, both with initial cell concentration 3%, pressure range from 105 to 0.8 bar.

  With a similar configuration, a Rotating Disk Module (RDM) has already been well studied in the recent years. Performance of this membrane module was further investigated with alfalfa juice filtration MF and UF by Zhang et al.[64]. In this research, RDM module was developed into CRDM and DRDM by modification of loop operation. Wearing the same device configuration, the former one referred to a retentate recycling process (cross flow operation & RDM process), and the latter referred to a retentate non-recycling process (dead end operation & RDM process). With rotation speed of 1000 RPM, TMP of 3 bar for MF and 4 bar for UF, result indicated that CRDM could control concentration polarization and membrane fouling by its open channel and therefore had potential in productivity for leaf protein concentration from alfalfa juice. Vogel et al. [107]studied the Controlled Shear Filtration module (CSF), which had a conical rotor of 70 mm diameter rotating 0.2 mm above a PVDF membrane (51.5 cm2 effective filtration area), for MF with animal cell suspension. Result indicated that CSF was able to reach higher shear stress 17.2 N m -2 , viability percentage 97%-91%, 290 L h -1 , by compare to the traditional cross flow filtration, which is 7 N m -2 , 83%, 30 L h -1 m -2 . Kim et al. [104]investigated a bench scale FMX B-class (BKT Co. Ltd., Korea) for microalgal suspension with MF PVDF membrane (173 mm diameter and 146 cm 2 filtration area).

Sherwood

  (Re), such as f(Sh, Re, Sc)=0 in laminar regime, and in turbulent regime, [Daufin et al. 1998] (D : diffusion coefficient, km : transfer coefficient, dh : hydraulic diameter, d : thickness of limiting layer, µ : viscosity, U : velocity, r : density).

13 )

 13 𝐷𝑎 = ²((𝐷𝑎) SRq P³ + (𝐷𝑎) SqtP P³ ) PP ³ + (𝐷𝑎) ptL Pˆ´³ Pˆ (II.14) Research on friction curve and power consumption curve of RVF module were done previously [5], aimed to identify the flow regime of given operating conditions. The critical Reynolds numbers can be obtained to define flow regime as the following: Laminar flow regime: ReQ<3, Remixing<2000; Transition flow regime: 3<ReQ<50, 2000<Remixing<300000; Turbulent flow regime: ReQ>50, Remixing>300000.

Fig.II. 7

 7 Fig.II. 7 Friction curve estabished with RVF lab-scale module [5]

(

  II.15) where J is flux [m/s], Qp permeate flow-rate [m 3 /s], S membrane area [m²], ∆P the transmembrane pressure [Pa], µp the permeate viscosity [Pa•s], Rh the total hydraulic resistance [1/m], Lp the permeability [m/(s•Pa)], PRIn, PROut and PP respectively inlet, oulet and permeate relative pressures [Pa]. Bouzerar et al. indicated that in the core fluid layer, fluid velocity can be calculated by k.2.p.N,where k is the core velocity coefficient inferior to 1. The core velocity coefficient highly depends on system geometry such as configuration of the mixer, distance from mixer to membrane[START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF][START_REF] Jaffrin | A hydrodynamic comparison between rotating disk and vibratory dynamic filtration systems[END_REF][START_REF] Hoek | Influence of crossflow membrane filter geometry and shear rate on colloidal fouling in reverse osmosis and nanofiltration separations[END_REF]. Therefore, radial pressure gradient in the core layer can be expressed by: (II.16) (II.17) where r is the density [kg/m 3 ], p is the pressure [Pa] and R is the radius [mm]. Pressure field is then obtained by integration of Eq.II.16 and the mean additional pressure is obtained by integration of Eq.II.17 over membrane area from R0 to Rmax. Due to the specification of impeller design, the hydrodynamic perturbation generated by this three-blade impeller in the gap (membrane to impeller) is different from a full flat disk. This perturbation is including the contribution of rotation speed (N) and additional pressure fluctuation (DPag) due to the impeller characteristics. Additional pressure DPag was deduced by measuring the flux versus the radial

  r position and the rotation speed (Fig.II. 9). The flux was measured versus the frequency and compared to the case rotation speed equal to zero (Eq.II.18): (II.18) (II.19) where Rhm is the hydraulic resistance of clean membrane [1/m]. Trans membrane pressure can be expressed by .

Fig.II. 9

 9 Fig.II. 9 Determination of hydrodynamic performances, evolution of the radial pressuredistribution versus the radius and the rotational speed[START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF]5] 

  rotor was centrifugally outwards, and it was directly inwards when close the stator, and also had different boundary layers respectively, suction reduced the boundary layer thickness. Then a concept of rotation rate was presented and equal to 0.3131 at Re=10 4 , it characterized the fluid rotating at an angular velocity 0.3131×2πN with the rotor rotating at 2πN.

Fig

  Fig.II. 10 Evolution of core velocity coefficient, ! O as a function of gap-to-radius ratio, z/Rm. Values are reported from literature for DF modules using confined rotating impeller close to membrane and established under laminar or turbulent regimes Fig.II. 10 compares ! O value issued from experimental or numerical approaches among similar DF modules using confined rotating impeller close to membrane. Core velocity coefficients can be classified into the lowest values in Zone 1 (! O =0.3 -0.5) and into enhanced mechanical efficiency in Zone 2 (! O >0.5). Geometry of the module is characterized by the ratio, z/Rm, where z is the minimal distance between impeller or disk (considering geometrical modification) and the membrane, Rm is the radius of the mixer. In general, when the values of z/Rm decrease, the core velocity coefficients ! O increase. Wilson et al.[127] first reported that ! O was close to 0.313 between a stationary and a rotating disk with suction in turbulent regime. Bentzen et al.[102] have conducted CFD simulations in laminar and turbulent regimes. They report ! O =0.8 (turbulent) and 0.9 (laminar) for a rotating cross-flow MBR installed with a plastic disk rotor (z/Rm=0.0357). These values are very close which is unexpected for laminar regime. Researchers tended to improve ! O by increasing surface roughness and by modifying device configuration in turbulent regime. Fig.II. 10 shows ! O H10.45 in RDM-3 with aluminum disk (point 5); Bouzerar et al.[3] increased this coefficient up to 0.65 in the RDM-1 module, by

)

  distribution was identified by PIV measurements and CFD simulation in laminar regime. CFD simulation provides a similar value equal to 0.35. 𝐾 O values in laminar regime issued from PIV and CFD are coherent with velocity profiles.

  267 mm using Eq.II.26 in laminar flow and Eq.II.30 in turbulent flow.

v

  fluid dynamics (CFD) uses numerical analysis and data structures to solve and analyze problems that involve fluid flows, by solving Navier-Stokes equations. The geometrical domain and the associated set of governing equations for fluid should be defined, and specific numerical method should be added to better explain system problem. Moreover a proper calculation mesh should adapted to the geometry and the numerical method, according to the specific problem[START_REF] Günther | Modeling the effect of packing density on filtration performances in hollow fiber microfiltration module: A spatial study of cake growth[END_REF][START_REF] Oxarango | Laminar flow in channels with wall suction or injection: a new model to study multi-channel filtration systems[END_REF][START_REF] Linkès | Numerical investigation of subgrid mixing effects on the calculation of biological reaction rates[END_REF]. Summary of Chapter II: Literature review on Dynamic Filtration modulesThe general background of membrane filtration process was introduced, and the scientific production related to dynamic filtration process was described. A database interrogation was carried out to review scientific publications and gain insight into research hotspots (quantitative analysis). A total of 195 articles on the topic "dynamic filtration" and "shear enhanced filtration". Journal of Membrane Science ranked the first place with 23.59 % of total articles published. University of Technology of Compiègne (France) published 38% articles out of the total and had a closer cooperation with China.

  ynamic filtration module, called Rotating and Vibrating Filtration (RVF) module, is investigated in this study Scientific strategy is conducted with dedicated set-up for thermal balance, Residence Time Distribution (RTD), Particle Image Velocimetry (PIV) and Computational Fluid Dynamic (CFD) simulation. This chapter firstly describes the RVF module, and the general set-up through all the experiment. A listing of all the devices and materials are presented in Fig.III. 2 and Table III. 1. In the second section, experimental fluids (BREOX solutions and water) and tracers (salt solution, Rhodamine suspension and cell suspension) are presented. In abiotic conditions, salt solutions mixed with water and BREOX solutions, were used in RTD experiments as tracers, and Rhodamine suspensions were used as tracers in PIV experiments. In biotic conditions, Escherichia coli (E. coli WK6) cell suspensions were used in a filtration process. D 1 RVF module and experimental set-up A dynamic filtration technology, called rotating and vibrating filtration (RVF), was investigated in this study, involved experiments for investigating thermal balance, Residence Time Distribution (RTD), Particle Image Velocimetry (PIV) and Computational Fluid Dynamic (CFD) simulation. RVF is designed for filtration of highly concentrated liquids characterized with high fouling and/or clogging characteristics. It uses disc-shaped flat sheet membranes in the vicinity of the rotating bodies. These rotating bodies as well as the pulsating blows generate highly dynamic vortex movements of filtered liquid being in contact with the membrane surface resulting in high values of shear rates thus preventing any particles or molecules to accumulate on the surface of the membrane or to enter inside the pores. Flow rate through the pores remains

  Fig.III. 1a shows one filtration cell, volume 0.2 L per cell, 1.5 L in total) in series, including two flat disc membranes fixed onto porous substrates which drain the permeate, and impeller-shaped rotating bodies attached to a central shaft [4,5]. It can install 4 membranes in total (two for each filtration cell), with total filtration area 0.048 m 2 are installed. Each cell (Fig.III. 1b) includes a three-blade impeller (flat blade, diameter= 138 mm, thickness= 8mm) driven by a central shaft continuously rotating (up to 50 Hz) in a 14mm gap between two porous substrate plates (membrane support in metal) which drains the permeate. This configuration gives a 3-mm-gap between the impeller and the membrane surface. Feeding fluid flows into the system from the inlet at the bottom, and go through the filtration cells along the central shaft, then retentate flow goes out of the system from the outlet at the top (Fig.III. 1c). This simple mechanical device runs continuously and generates a high shear stress as well as a hydrodynamic perturbation in the small membrane-toimpeller gap TMP (up to 300 kPa) and rotation frequency can be adjusted to optimize the operating conditions.

Fig.III. 1 1 . 2

 112 Fig.III. 1 Scheme and illustration of filtration cell and of RVF module.1.2 Specification of membrane

  Fig.III. 2, the RVF module is integrated in a fully instrumented closed circulation loop: outlet and bypass are linked back to the feeding tank. In general, in this circulation loop (4 L intotal), the feeding flow is pumped from a double-jacket feeding tank (2 L), which is connected with a thermostat to maintain a constant temperature. Flowrate is controlled by a volumetric pump (Head: TUTHILL CO., series A54739, Drive: GROSCHOPP CO., series PM8014, 3800RPM, DC motor control unit: DART 250G series) and measured by a flow meter (Altometer IFM 1080/6). Temperature and pressure are measured by thermal sensor and pressure gauge (Endress Hausser Cerabar S PMC 731, 0-4110 3 kPa), both installed at the inlet and outlet, respectively. A third thermal sensor is fixed in the feeding tank. Power consumption of the RVF module is calculated by the measurement of current (Ammeter, LEM Co. AC current transducer AT-B10) and tension (Voltmeter, SINEAX U 504 31 LD). All the sensors are connected to a digital data acquisition system (AGILENT 34972A LXI), and converted to numerical data record by a PC.

2 . 1 . 2

 212 Water was used in RTD and PIV experiment to achieve turbulent flow regime. Properties of water are well known. Thermal -physical properties and their thermal dependency were taken from literature[START_REF] David | CRC Handbook of Chemistry and Physics[END_REF]. Properties of Water in the Range 0-100°C. At 20°C, their values are: density 𝜌 = 998.2 kg/m 3 , specific heat capacity at constant pressure Cp=4181.8 J/(kg×°C), viscosity µ=1.0 Pa•s. (under 100 kPa). BREOX solution A water soluble and viscous transparent Newtonian fluid (BREOX® Polyalkylene Glycol 75 W 55000, BASF) was used in abiotic investigations. The thermo-physical properties including viscosity µ [Pa×s], density r [kg/m 3 ], heat capacity Cp [J/(kg×°C)] were respectively measured with a rheometer (HAAKE Mars III, SN: 4201100100779, Thermo Scientific, Germany, torque range: 10 -8 to 0.2 N×m, rotation speed range: 10 -7 to 4500 RPM), a density meter (DE40, SN: MPK38384, Mettler Toledo, France, range: 10 -4 to 3 g/cm 3 ± 10 -4 g/cm 3 , 4 to 90°C ± 0.05°C), and a differential scanning calorimeter (Micro DSC-III, SN: 60/50287.06.102, Setaram, France, temperature range: -20 to +120°C, thermal kinetics: 10 -3 to +1.2°C and fluxmeter range: 0.2 µW to 20 mW, resolution: 40nW). These three properties µ, r and Cp are described as functions of temperature T [°C] (15 to 45°C) and mass concentration C [w/w, %]] as follows: å 𝐶𝑝 = 𝑎𝑇 + 𝑏 𝑎 = -14.8𝐶 ˆ + 16.3𝐶 -1.46 (𝑅 ˆ= 0.974) 𝑏 = -2.17 × 10 ª 𝐶 + 4.30 × 10 ª (𝑅 ˆ= 0.972) (III.1) å 𝜌 = 𝑑𝑇 + 𝑐 𝑐 = 0.185𝐶 + 1.00 (𝑅 ˆ= 0.999) 𝑑 = -9.74 × 10 AEI 𝐶 -2.58 × 10 AEI (𝑅 ˆ= 0.999) (III.2)

  [START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF] and 𝑌(𝑠) = 𝐺(𝑠)𝑋(𝑠) (III.5)

  Basic elements in RTD set-up was shown in Chapter III 1.3 General experimental set-up, see devices used in this experiment and their specification in Fig.III. 2 and Table III. 1.

Fig.III. 3

 3 Fig.III. 3 Experimental set-up and injection device (a) C1, C2: Electrical conductivity measurement; T1, T2: Temperature measurement; Qf: Feeding flow rate, (b) Injection device. As the schematic Fig.III. 3 shows, this set-up was specifically implemented with:

Fig.III. 4

 4 Fig.III. 4 Conductivity measurements at the inlet and outlet3.3 Methodology

,

  data of conductivity was acquired by data logger, expressed as 𝜎 NP and 𝜎 QRS at temperature 𝑇 NP and 𝑇 QRS , were recalculated at 𝑇 qmU (25°C), based on equation 𝜎 = 𝜎 ˆ«°ø + 𝑎 • 𝑇 ˆ«°ø P • (𝑇 -25), with a=0.022 and n=0.93 [183]. Base line was then subtracted and conductivity signal 𝜎 -𝜎 À (𝑡) were converted into concentration. Mass balance was established by comparing inlet and outlet signal. 𝑞 NP = ∫ 𝐶 NP (𝑡) • 𝑄(𝑡) • 𝑑𝑡 ô À and 𝑞 QRS = ∫ 𝐶 QRS (𝑡) • 𝑄(𝑡) • 𝑑𝑡 ô À . Concentration signal was normalized by total amount of detection, normalized distribution function for inlet and outlet was identified by 𝑥(𝑡) by taking the contribution of injection effect into account (with perfect injection, x(t) can be ignored and distribution function can be expressed by 𝐸(𝑡) = 𝐶 𝑜𝑢𝑡 (𝑡) ∫ 𝐶 𝑜𝑢𝑡 (𝑡)𝑑𝑡 ∞ 0 ). Thereafter, cumulative function can be calculated by 𝑋(𝑡) = ∫ 𝑥(𝑡)𝑑𝑡 ô À and 𝑌(𝑡) = ∫ 𝑦(𝑡)𝑑𝑡 ô À .

Step 3 Inject

 3 tracer (100 g/L NaCl+20% BREOX solution) with 5 mL syringe at injection point (Fig.III. 3) Inject tracer (100 g/L NaCl+water solution) with 5 mL syringe at injection point (Fig.III. 3) Wait untill steady state (check σin, σout) Step 4 Each experiment was repeated 3 times (50 L 35% BREOX solution was reused during all the experiment) Each experiment was repeated 3 times Step 5 Take sample after each experiment for viscosity µ control. µ of these samples is measured by rheometer HAAKE Mars III) /

Fig.III. 7

 7 Fig.III. 7 Schematic diagram and apparatus used in the experiment (a) vertical PIV schematic diagram; (b) The PIV system synchronized with a CCD camera, double pulsed laser and the RVF module with the transparent cell; (c) the transparent filtration cell installed with a black painted impeller. In the vertical set-up, basic elements of PIV measurement were the same with the horizontal set-up but the target plane. Target plane was shown in Fig.III. 7a, horizontal laser sheet was reflected by a mirror and then towards the vertical direction (z direction) at 3 position (R=30 mm, R=45 mm, R=65 mm) respectively. The CCD camera was set perpendicularly to the vertical target plane.

  Fig.III. 6a, laser sheet can be adjusted from z1 to z6 step by 0.5 mm in z direction from the wall to the impeller, z1=0.25 mm, z2=0.75 mm, z3=1.25 mm, z4=1.75 mm, z5=2.25 mm, z6=2.75 mm, with uncertainty ±0.25 mm according to the thickness of laser sheet. Two additional slices were scrutinized at z7= 4.75mm and z8= 6.75mm in order to access to velocity fields between two blades; (2) for vertical measurement, shown in Fig.III. 7a, laser sheet can be adjusted to R=30 mm, R= 45mm and R=65 mm;

Fig.III. 8 4 . 4 . 3

 8443 Fig.III. 8 Velocity calculation at the specific point by Inverse Distance Weighting Interpolation (IDW)

Fig.III. 9

 9 Fig.III. 9 Convergence of mean IDW velocity # L * ''''' (a, b and c) and the associated standard deviation & x (d, e and f) as a function of the number of image pairs I. Observations in this example are reported for 3 radius (R=30, 45 and 65 mm) for 6 different slices within the gap (z1 to z6) at !=-50°, in horizontal measurement. Operating conditions: N=2 Hz, Qf=50 L/h BREOX solution !=0.80 Pa•s, with optical trigger.

Fig.III. 10

 10 Fig.III. 10 Convergence of (a) velocity u (x direction) and v (y direction) and (b) the associated standard deviation & x as a function of the number of image pairs I. Observations in this example are reported for a random point in within the gap (z=1.5 mm) in horizontal measurement. Operating conditions: N=2 Hz, Qf=50 L/h, BREOX solution !=0.80 Pa•s, without optical trigger. Result introduces by the trigger strategy, in Fig.III. 9a, b and c, an increase of mean velocity from the wall to the impeller (gap position) is observed whatever radius for position !=-50°. Fig.III. 9d, e and f indicate a large variation of standard deviation magnitude without correlation with gap position. For example, at R=45mm for z1=0.25, z3=1.75 and z6=2.75 mm, # L áãã ''''''' values are respectively 0.1, 0.25 and 0.3 m/s whereas & ³ÀÀ values are respectively 0.02, 0.04 and 0.035. Graphically, # L * ''''' and & x seems to converge to stable and constant values for I

  Assuming a periodic movement of the impeller, one third of the filtration cell is simulated and the governing equations are solved in a rotating reference frame. Considering a laminar and incompressible flow of a Newtonian fluid, mass and momentum balances were governed by the Navier Stokes equations expressed in a fixed reference frame as follows:∇. 𝒖 = 0 (III.29) 𝜌 𝜕𝒖 𝜕𝑡 + 𝜌(𝒖. ∇𝒖) = -∇𝑃 + 𝜇∇ ˆ𝒖 (III.30)where r is the fluid density in kg/m 3 , µ is the fluid dynamic viscosity in Pa×s, P is the pressure in Pa, and u is the velocity vector in m/s.

Fig.III. 11 5. 2

 112 Fig.III. 11 Geometry of the RVF filtration cell (a) and calculation mesh (b) used in CFD software COMSOL 4.3a. 1 and 2: Fluid cross-sections (vertical periodic); 4 and 5: fluid crosssection for inlet (bottom) and outlet (top); 6: surface of the rotating solid impeller. 3: the upper and lower walls where the membrane are mounted; 7: surrounding wall of the filtration cell Navier Stokes equations were solved under boundary conditions related to fluid domain, wall and impeller, which describe real working conditions:

  consumption curve). Paying attention to the thermal effect during the RTD experiments, temperature increases significantly with the increase of mixing rate and the reduction of flowrate. As Fig.IV. 1 shows, in laminar flow (BREOX solution) with Qf=25 L/h and N=25 Hz, temperature increased 11°C; in turbulent flow (water), with Qf=50 L/h and N=50 Hz, temperature increased 9°C.

Fig.IV. 1 6 2 7E

 162 Fig.IV. 1 Temperature variation of the test fluid with different mixing rate In agreement with theory (Eq.III.16 and 17), Fig.IV. 2 shows the variation of heat dissipation and efficient power consumption [W] under different mixing rate in both laminar and turbulent regimes. Due to its higher viscous force (2 nd term of Eq.III.16) in laminar regime, temperature (as well as heat dissipated) increases faster than in turbulent regime (for example Qf=50 and 100 L/h). As indicates with the solid curves, the effective power consumption is

Remixing>3´10 4 )

 4 , different flow rate Qf and rotation speed N (Laminar regime: Qf =25, 50, 100 L/h, N=0, 2, 10, 25 Hz; turbulent regime: Qf =50, 100, 150, 300 L/h, N=0, 2, 10, 25, 50 Hz) were scrutinized in agreement with established friction curves and power consumption curves, and corresponding to industrial practice. 1.2.1.1 Distribution and cumulative distribution functions Following Thereska (1998) [182], experimental inlet and outlet RTD signals, x(t) and y(t) are formulated. The measured conductivity values were converted into concentration values for a reference temperature (Chapter IV: 3.3.1 General approach). The concentration profiles were obtained as a function of time and Fig.IV. 3 shows typical inlet and outlet RTD normalized signals, in laminar and turbulent regimes respectively.

  Inlet signals, x(t) is only affected by nominal flowrate (from 25 up to 300L/h in laminar and turbulent regimes). Inlet curves, x(t) at given operating conditions indicates a good repeatability. Considering normalized inlet signals, τ•x(t)=f(t⁄τ) almost identical functions were observed in laminar and turbulent regime which indicates an accurate reproducibility (control of injected volume and tracer amount, injection time and repetition). However, x(t) peak values in laminar regime are significantly inferior to turbulent regime whereas spreading is larger. Differences are attributed to injection device (efficiency of static mixer), injection time and flow regime. In turbulent flow, tracer solution was well-mixed and homogenized in bulk before passing through the measurement cell, then detection was accurate. In laminar regime, tracer solutions were poorly mixed in laminar regime, with inhomogeneous concentration along a cross-section, then detection might present slight deviation between experiments. Outlet signals, y(t) are affected by mixing rate and flowrate and express the RVF behavior.

Fig.

  Fig.IV. 3a and b illustrate the impact of mixing rates on outlet functions. In laminar flow, y(t) at 0 Hz appears as a sharp and unsmoothed signal. Under these conditions, RVF module exhibits none mixing efficiency and our remarks are similar to inlet signal. For N>0Hz, y(t) present a

Fig.IV. 3

 3 Fig.IV. 3 Inlet and outlet distribution function x(t) and y(t) in (a) laminar flow regime, operating condition: 35% BREOX solution, !=0.35 Pa"s, Qf=100 L/h, N=0 (Tin=22.7 ± 0.01°C, Tout=23.0 ± 0.02°C) and 25 Hz (Tin=22.2 ± 0.14°C, Tout=26.3 ± 0.13°C); and in (b) turbulent flow regime, operating condition: water, !=1 mPa"s, Qf=100 L/h, N=0(Tin=13.0 ± 0.12°C, Tout=13.1 ± 0.11°C) and 50 Hz (Tin=14.8 ± 0.02°C, Tout=19.3 ± 0.02°C).

Fig

  Fig.IV. 4a and b compare the outlet RTD signals, y(t) as a function of mixing rate and regime for a given flowrate (100 L/h).

Fig.IV. 4

 4 Fig.IV. 4 Outlet distribution function y(t) for (a) laminar flow regime, operating condition: 35% BREOX solution, µ=0.35 Pa×s, Qf=100 L/h, N=0, 2, 10, 25 Hz; and for (b) turbulent flow regime, operating condition: water, µ=1 mPa×s, Qf=100 L/h, N=0, 2, 10, 25, 50 Hz. Cumulative distribution functions, Y(t) were plotted in Fig.IV. 5a and b as a function of mixing rate and flowrate. With various flowrates, it can be clearly seen in both flow regime, Y(t) of higher flowrate has steeper acceleration than the lower flowrate as expect, consider that the molecule flow out from the RVF module faster when it was driven by a higher flowrate. On the other hand, with various rotation speed, Y(t) of turbulent flow (Fig.IV. 5b) has a noticeable growth: in each cluster of colored curves, with the increase of N, the Y(t) turn to be flatter, and slowly reach the plateau of the curve. Yet there is also a large difference of rotation speed in laminar flow regime (Fig.IV. 5a), it has no such significant impact.

Fig.IV. 5

 5 Fig.IV. 5 Cumulative function Y(t) at the outlet for (a) laminar flow regime, operating condition: 35% BREOX solution µ=0.35 Pa×s, Qf=25, 100 L/h, N= 2, 10, 25 Hz; and for (b) turbulent flow regime, operating condition: water, µ=1 mPa×s, Qf=50, 150, 300 L/h, N=2, 10, 25, 50 Hz 1.2.1.2 Discussion of moments

Fig.IV. 6

 6 Fig.IV. 6 Mean residence time ts as a function of rotation speed N for (a) laminar flow regime, operating condition: BREOX solution µ=0.35 Pa×s, Qf=25, 50, 100 L/h, N=0, 2, 10, 25 Hz; and for (b) turbulent flow regime, operating condition: water, Qf=50, 100, 150, 300 L/h, N=0, 2, 10, 25, 50 Hz Fig.IV. 6a and b plot ts as a function of N in laminar and turbulent regimes. As expected, ts decrease as Qf increases.

Fig.IV. 7

 7 Fig.IV. 7 Used volume V1 as a funtion of mixing Reynolds number. Laminar flow regime Remixing<1200,: operating condition: BREOX solution !=0.35 Pa"s, Qf=25, 50, 100 L/h, N=0, 2, 10, 25 Hz; Turbulent flow Remixing>3#10 4 operating condition: water, Qf=50, 100, 150, 300 L/h, N=0, 2, 10, 25, 50 Hz Mean residence time, ts reflects the real movement of the tracers in RVF module (including shortcut, bypass, dead-zone may if existing), while ' represents the holding time based on the assumption that tracer molecules ideally move all volume of RVF module. Therefore, ratios, ts / ' or V1/VRVF, can be one of the important parameters to diagnose efficient volume. The closer are the ratio to 1, the closer the system feet to ideal case. As it is illustrated in Fig.IV. 7, in laminar flow (Remixing<1200), used volume remains constant as a function of mixing Reynolds number at each flowrate. The main contributor that improves the used ratio is the increase of the flowrate Qf, rotation speed N doesn't drive the flow to reach all over the system.

Fig.IV. 8

 8 Fig.IV. 8 Reduced variance * ˆ as a funtion of mixing Reynolds number. Laminar flow regime: Remixing<1200, operating condition: BREOX solution !=0.35 Pa"s, Qf=25, 50, 100 L/h, N=0, 2,

  distribution functions, 𝑦(𝑡/𝑡 u ) • 𝑡 u are normalized by experimental mean residence time ts instead of holding time, t. Fig.IV. 9 presents the reduced distribution functions, 𝑦(𝑡/𝑡 u ) • 𝑡 u for both regimes considering the effect of flow and mixing. In laminar flow at given flowrate, Qf=100 L/h, (Fig.IV. 9a1) reduced distribution functions are separated and the peak values slide from 1.83 to 1.07 with the increase of mixing rate. Furthermore, for three flowrates at given mixing rate (Fig.IV. 9a2), reduced distribution function are perfectly overlapped (OVL coefficient = 0.86). Fig.IV. 9a1 and a2 indicate that RVF behavior is the same at a given rotation speed whatever the flowrate is. In turbulent regime, reduced distribution functions, 𝑦(𝑡/𝑡 u ) • 𝑡 u are overlapped in all conditions indicating the uniqueness of hydrodynamics behaviors. In Fig.IV. 9b, four curves are shown exhibiting an OVL coefficient equal to 0.85. It can be reasonably assumed that flow behavior in turbulent flow is always the same, whatever the flowrate and rotation speed are. Since the flow behaviors show its uniqueness in whole or in part in different flow regime, flow behaviors in the RVF module can be explained by a unique model with the equivalent system.

Fig.IV. 9 1 . 2 . 2 Model 1 :

 91221 Fig.IV. 9 Reduced ,w-.u y 0u as a funtion of reduced time t ' /ts, for (a) laminar flow regime, operating conditions for a1: BREOX solution !=0.35 Pa"s, Qf=100 L/h, N=0, 2, 10, 25 Hz, operating conditions for a2: BREOX solution !=0.35 Pa"s, Qf=25, 50, 100 L/h, N=25 Hz; for (b) Turbulent flow regime, operating conditions: water, Qf=50, 300 L/h, N=0, 50 Hz

  Fig.IV. 10 Proposed models equivalent to RVF model, with the ideal plug flow reactor equivalent to the real tubes .

Model 2 :

 2 PFR+(J) CSTR model by imposing VRVF and this model exhibit only 1 degree of freedom adjusting the number of mixing cell J. In order to obtain a better agreement, a second model defined by a cascade of a plug reactor (𝜏 E ) in series with 2 CSTR (𝜏 nu ) was investigated (Fig.IV. 10b

10 )Model 3 :;Model 4 :

 1034 PFR+(J) CSTR model. Instead of imposing the total volume of RVF module, this model is based on imposing V1 (value from experiments) to the mixing cells volume and it exhibits only 1 degree of freedom by adjusting J, governing equation presents as Eq.IV.PFR+(J) CSTR model exchanging with a dead-zone. Considering a dead-zone may exist in the system, this model taking the exchanging flow by imposing V1 to the mixing cell (with 𝜏 = ü á g J

  Special attention should be paid to the result of Model 4, it was proved that average value of b is inferior to 2%. It means that only 2% of the main flow has exchange with the dead-zone, which can be neglected. In this case, Model 4 is equivalent to Model 3. Therefore, Fig.IV. 11 plots the modeling curve y(t) ' of Model 1, Model 2 and Model 3 fitting with the experimental data y(t). Result shows that, to fit the experimental data of laminar flow, Model 1 has an overlapping coefficient OVL=0.66, Model 2 OVL=0.77 and Model 3 OVL= 0.89; whereas in turbulent flow, Model 1 OVL=0.66, Model 2 OVL=0.87 and Model 3 OVL= 0.98. Significantly, Model 3 is preferred in both laminar and turbulent flow. The adjustable parameter J is reported in Table IV. 4. To conclude, PFR+(J) CSTR model by imposing effective volume V1 and J=2.5±0.6 is chosen to describe flow behavior in RVF module.

Fig.IV. 11 1 . 3

 1113 Fig.IV. 11 Comparison of curves fitting from Model 1, Model 2 and Model 3. (a) in laminar regime (b) in turbulent regime

Fig.IV. 12

 12 Fig.IV. 12 Illustration of streamlines start from cross-section 1 issued from CFD simulation (a) within the whole filtration cell; (b) streamlines follow the impeller rotation; and (c) close to the surrounding wall R=69 mm; Direction of the streamline: from cross-section 1 to 2; Operating conditions: Qf= 45 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C In addition, Fig.IV. 13 presents the streamlines corresponding to inlet and outlet crosssection (4 and 5). These simulations were performed to investigate the effect of mixing rate, to

( 6 )

 6 A CFD simulation of fluid streamlines was done under laminar regime. Combining CFD and RTD observations, it leads to demonstrate that a shortcut and a dead-zone may exist in laminar flow. 2 Local approach with Particle Image Velocimetry (PIV) Brief recall of PIV set-up: In this part, experiments were conducted in horizontal plane and vertical plane. Brief schematic is given in Fig.IV. 14and Fig.IV. 15 (see detail in Chapter III: Materials and Methods, Fig.III. 6 and Fig.III. 7, operating conditions in TableIII. 3).

Fig.IV. 14

 14 Fig.IV. 14 Brief schematic of horizontal measurement

Fig.IV. 16

 16 Fig.IV. 16 provides an overview of the magnitude of velocity fields. In our experimental conditions, maximal impeller velocity is equal to 0.87 m/s at R=69 mm (dm= 138mm). Raw PIV images, Fig.IV. 16a and d show the constant position of impeller and the homogeneous surface density of florescent particles for z1=0.25 (close to membrane) and z6=2.75 (close to impeller) mm.

Fig.IV. 16

 16 Fig.IV. 16 Illustration of PIV raw images in horizontal measurement (a, d), instantaneous velocity fields (b, e, issued from single image pair) and time-averaged velocity fields (c, f, averaged of 1000 image pairs) in the RVF module. Slice positions: z1 close to the wall (a, b and c) and z6 close to the impeller (d, e and f); Operating conditions: Qf= 45 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C. Symbols: !, leading edge and !, trailing edge of blade In terms of flow pattern, instantaneous (Fig.IV. 16b and e) and mean (Fig.IV. 16c and f) velocity fields can be compared. Fig.IV. 16b and c present the lowest velocity magnitudes whereas Fig.IV. 16e and f exhibit the highest values (close to the impeller velocity). As expected, mean velocity fields present a uniform and regular flow pattern. Jiang.T et al.[START_REF] Jiang | Relationships between mechanically induced hydrodynamics and membrane fouling in a novel rotating membrane bioreactor[END_REF][START_REF] Jiang | Start-up of the anammox process and membrane fouling analysis in a novel rotating membrane bioreactor[END_REF] also

Fig.IV. 17

 17 Fig.IV. 17 plots an overview of the raw images and velocity fields by vertical measurement in laminar flow, experiment was conducted at N=2 Hz, maximum velocity is equal to 0.87 m/s. Measurements were carried out at R=30, 45 and 65 mm, raw observation images are displayed as Fig.IV. 17a, b and c: this vertical plane was fixed between two blades.

Fig

  Fig.IV. 17 Vertical measurement in laminar flow. Illustration of PIV raw images (a, b, c), instantaneous velocity fields (d, e, f, issued from single image pair) and time-averaged velocity fields (g, h, i, averaged of 300 image pairs). Vertical positions: R=30 mm (a, d, g), R=45 mm (b, e, h), R=65 mm (c, f, i); Operating conditions: Qf= 50 L/h, N=2 Hz; µ=0.85 Pa×s and T=20°C 2.1.1.2. Velocity profiles

Fig.

  Fig.IV. 18a presents the evolution of IDW mean velocity magnitude 𝑈 L '''' profiles at 3 given radius (30, 45 and 65 mm) for 6 axial positions (z1= 0.25 to z6=2.75 mm). From this overview, However, the unexpected velocity peaks (about 0.35 m/s) which locate at R=30 mm z6=2.75 mm can be pointed out as they have the same magnitude as impeller velocity (0.38 m/s). This fact

Fig.IV. 18

 18 Fig.IV. 18 Evolution of mean velocity profiles # L '''' and their radial and angular components # O '''' # q ''' as a function of angular position for 6 horizontal planes (z1 to z6) within the membraneimpeller gap. (a): IDW mean velocity at R=30, 45 and 65 mm; (b): mean, radial and angular velocity profiles, # L '''' 3 # O '''' 145611# q ''' , at R=45 mm. Operating conditions: Qf= 45 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C. Symbols: !, leading edge and !, trailing edge of blade In Fig.IV. 18b, mean velocity profiles versus angular position (-100°< ! <+20°) in one third of filtration cell are presented at R=45mm within a reconstructed polar coordinate centered at the middle of the rotating shaft. Both components were derived from the Cartesian velocity by decomposing the velocity vector into radial and tangential components. Profiles were observed to be periodic and sustain previous observation with velocity fields. As expected, maximum velocity occurs close to the impeller (z6=2.75 mm), and decrease gradually from the impeller to the wall without any disruption between the layers. It indicated that laminar flow within the gap was highly stable and well organized. Specific remarks can be summarized from Fig.IV. 18b:

Fig.IV. 19

 19 Fig.IV. 19 plots a vertical velocity profile from the velocity field Fig.IV. 17g-i (R=30 mm to 60 mm), and compare to the CFD simulation (solid and dotted curves). This profile is located at the center of the measurement window, it is also the middle between two blade, (-25° in Fig.IV. 18) Standard deviation of each curve are around: 𝜎 ºÏªÀ ''''''' = 0.09, 𝜎 ºÏI« ''''''' = 0.21, 𝜎 ºÏªÀ ''''''' = 0.15 This vertical measurement gives evidence that:

Fig.IV. 19

 19 Fig.IV. 19 Vertical velocity profile at z direction at R=30 mm, R=45 mm and R=65 mm (between two blades) and compare to the CFD simulation. Operating conditions: Qf= 50 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C 2.1.1.3 Comparison with CFD simulation

Fig.IV. 20

 20 Fig.IV. 20 Velocity fields in CFD simulation with 6 slices, from z1 (a) to z6 (f). Operating conditions: Qf= 45 L/h, N=2 Hz; BREOX solution, !=0.85 Pa"s and T=20°C In Fig.IV. 20a, velocity fields at 6 slices are plotted to appreciate velocity magnitude and deviation. A first qualitative approach (Fig.IV. 16 and Fig.IV. 20) is presented to compare the simulated and experimental velocity fields:

Fig.IV. 21 where

 21 Fig.IV. 21 Field of wall shear stress (z=0 and 14 mm) calculated from CFD simulations. Operating conditions: Qf= 45 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C (Notice: z=0 and 14 mm is at the surface of the walls where membranes are mounted) Velocity magnitudes and parabolic shapes sustain the accurate fitting between PIV and CFD, local shear stress can be estimated from CFD to introduce the hydrodynamic phenomena in

Fig.IV. 22

 22 Fig.IV. 22 compares velocity profiles at radius R=45 mm between PIV measurements and CFD simulation. All curves issued from CFD simulations present a typical parabolic laminarprofile between two fixed walls for point 1 (leading edge at q=0°), 2 (between two blades at q=-30°) and 3 (trailing edge at q=-60°). Between 2 blades, the maximum velocities were located at the parabolic vertex corresponding to the middle of filtration cell (z=7 mm). Between blade and membrane, the maximum velocity can be observed at blade surface (Fig.IV. 18b). Velocity at leading edge (Point 1) is higher than the two other points (2 and 3) with a maximum velocity of 0.757±0.029 m/s in PIV and 0.778 m/s in CFD. For points, 2 and 3, maximum velocities were respectively 0.678±0.027 m/s and 0.517±0.046 m/s for PIV and 0.641 m/s and 0.556 m/s for CFD. However, theoretical angular velocity of the impeller is 0.56 m/s at R=45 mm, a tentative inference on this result is that special configuration (narrow gap, confined volume with rotating three-blade impeller) have great influence in local velocity field and thus has complex hydrodynamic in the filtration cell, according to author's limited knowledge. Regarding

Fig.IV. 22

 22 Fig.IV. 22 Evolution of mean velocity # L 1 ''''' issued from PIV horizontal measurement and CFD simulations as a function of z for 3 points, at radius R=45 mm (point 1: leading edge, point 2: between two blades, point 3: trailing edge). Operating conditions: Qf= 45 L/h, N=2 Hz; !=0.85 Pa"s and T=20°C. (Notice: z=0 and 14 mm is at the surface of the walls where membranes are mounted, this 14 mm gap is including upper gap 0<z<3 impeller thickness 3<z<11, and lower gap 11<z<14)

Fig.IV. 16

 16 Fig.IV. 16), Fig.IV. 23 provides an overview of the magnitude of velocity fields. Raw PIV images, figure a and d show the constant position of impeller and the homogeneous surface density of florescent particles for z1=0.25 (close to membrane) and z6=2.75 (close to impeller) mm. In terms of flow pattern, instantaneous (figure b and e) and mean velocity fields (figure c and f) are presented. In this experimental condition, maximum impeller velocity is equal to 4.3 m/s at R=69 mm. Main observations are:

Fig.IV. 23

 23 Fig.IV. 23 Illustration of PIV raw images in horizontal measurement (a, d), instantaneous velocity fields (b, e, issued from single image pair) and time-averaged velocity fields (c, f, averaged of 1000 image pairs) in the RVF module. Slice positions: z1 close to the wall (a, b and c) and z6 close to the impeller (d, e and f); Operating conditions: Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C. Symbols: !, leading edge and !, trailing edge of blade Vertical plane

Fig.IV. 25

 25 Fig.IV. 25 Evolution of mean velocity profiles # L '''' and their radial and angular components # O '''' 11# q ''' as a function of angular position for 6 horizontal planes (z1 to z6) within the membraneimpeller gap. (a) IDW mean velocity at R=30, 45 and 65 mm; (b): mean, radial and angular velocity profiles, # L '''' 3 # O '''' 145611# q ''' , at R=65 mm. Operating conditions: Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C. Symbols: !, leading edge and !, trailing edge of blade In Fig.IV. 25b, mean velocity profiles versus angular position (-100°< ! <+20°) in one third of filtration cell are presented at R=65mm. Profiles # L '''' and # O '''' were observed to be uniform at each z position. Along the angular positon, we found the velocity is periodic (same value at " H Á8;;14561+;), the maximum velocity is located at the tailing edge of the impeller, which verifys the observation in Fig.IV. 23. It indicated that the mixing in turbulent flow within the gap was highly homogenous. Specific remarks can be summarized from Fig.IV. 25b:

Fig.IV. 26 •

 26 Fig.IV. 26 plots a vertical velocity profile from the velocity field Fig.IV. 24d-f (R=30 mm to 60 mm). This profile is located at the center of the measurement window, it is also the middle

  where 𝑈 | } stands for mean value (periodic fluctuation being filtered) and 𝑢 | € accounts for periodic fluctuations induced by the impeller blades.

  Horizontal plane Three horizontal planes were investigated by PIV. Radial profiles of tangential mean velocities are plotted. Classical laminar flow profiles are exhibited in Fig.IV. 27, the tangential velocity component increases with radial position up to a maximum then decreases towards the external static wall (R=70 mm).

  Fig.IV. 27 Radial profiles of tangential mean velocities at 3 planes, z=0.25, 1.5 and 2.75 mm (distance from the upper wall). Operating conditions: horizontal measurements at Qf= 50 L/h, N=2 Hz; BREOX solution, !=0.85 Pa"s, Remixing=42, and T=20°C

  l mXSnop SQStp H ;Ã;9:1©Ã $ Vertical planes Three vertical planes were investigated by PIV at three radial positions (R= 30, 45 and 65 mm). Vertical profiles of tangential mean velocities are plotted.

Fig.IV. 29

 29 Fig.IV. 29 Vertical profiles of tangential mean velocities at 3 radius, R=30, 45 and 65 mm. Operating conditions: vertical measurements at Qf= 50 L/h, N=2 Hz; BREOX solution, !=0.85Pa"s, Remixing=42, and T=20°C

Fig.IV. 30

 30 Fig.IV. 30 Vertical profiles of dimensionless velocity 7 O (local velocity coefficient) at 3 radius R=30, 45 and 65 mm with N=2 and 10 Hz. Operating conditions: vertical measurements at Qf= 50 L/h; BREOX solution, !=0.85 Pa"s, Remixing=42 and 210, and T=20°CFrom these plots, vertical profiles of viscous mean shear stress can be plotted and the viscous shear stress at the upper wall can be estimated.

Fig.IV. 31

 31 Fig.IV. 31 Vertical profiles of viscous mean shear stress at 3 radius R=30, 45 and 65 mm with N=2 and 10 Hz. Operating conditions: vertical measurements at Qf= 50 L/h; BREOX solution, !=0.85 Pa"s, Remixing=42 and 210, and T=20°C

F

  eigenvector or eigenvector. Each instantaneous velocity field can be reconstructed by Eq.III 26:

  Fig.IV. 33 Eigenvalue spectrum. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, µ=0.85 Pa×s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images (2) First mode analysis, the mean flow

Fig.IV. 34

 34 Fig.IV. 34 First mode (a) eigen function, and (b) pdf of normalized POD coefficient. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, !=0.85 Pa"s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images

  Fig.IV. 1, the velocity reconstructed with the first mode is compared to the statistical average of the velocity. The two profiles are similar. It confirms that the first mode corresponds exactly to the mean flow.

Fig.IV. 35

 35 Fig.IV. 35 Reconstructed velocity with the first mode (POD reconstructed) compared to the statistical average of the velocity (Reynolds averaged). Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, !=0.85 Pa"s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images (3) Organized motion associated to mode 2 and 3

  , 𝑦), are plotted in Fig.IV. 36a and c. The structures exhibited in these two modes, are almost symmetrical with respect to the shape of the impeller, indicating some organization in the flow. Once again, these plots are not velocity fields. The velocity fields associated to the sum of these modes can be written: (IV.23) Where the coefficients are again given by 𝑎 v (ˆ) = ß𝑈 v zzzz⃗ , Φ (ˆ) zzzzzzzz⃗ à and 𝑎 v (ª) = ß𝑈 z z⃗ , Φ (ª) zzzzzzzz⃗ à One can plot in Fig.IV. 36b and d the probability density function of the normalized coefficients 𝑎 v (ˆ) Ù𝜆 (ˆ) ? and 𝑎 v (ª) Ù𝜆 (ª) ?

=

  Fig.IV. 36 Second and third mode (a, c) eigen function, and (b, d) pdf of normalized POD coefficient. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, !=0.85 Pa"s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images In order to highlight the link between modes 2 and 3, the k realization of POD coefficient 4 v wˆy were plotted versus the k realization of POD coefficient 4 v wªy in Fig.IV. 37. A 2D projection of the phase portrait in the (4 v wˆy 3 4 v wªy ) plane is thus obtained. The set of data show an organized

Fig.IV. 37

 37 Fig.IV. 37 Portrait of phase between coefficients of mode 2 and 3. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, µ=0.85 Pa×s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images (4) Organized motion associated to mode 4 and 5

Fig.IV. 38

 38 Fig.IV. 38 Fourth and fifth mode (a, c) eigen function, and (b, d) pdf of normalized POD coefficient. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, !=0.85 Pa"s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images Similarly to the previous analysis of modes 2 and 3, the k realizations of 4 v wIy were plotted verses the k realization of 4 v w«y in Fig.IV. 39 and it exhibits a strong relation between mode 4and 5 although the pdf distributions reveal noisy sinusoidal distribution.

Fig.IV. 39

 39 Fig.IV. 39 Portrait of phase between coefficients of mode 4 and 5. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, µ=0.85 Pa×s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images (5) Potential organized motion associated to mode 6 and 7In the eigen spectrum, the eigenvalue 𝜆 (Z) and 𝜆(a) are less close to each other compare to the mode 2 and 3, mode 4 and 5. Their contribution to organized motions is smaller (see eigen

  They are plotted in Fig.IV. 40a and c. Compare to modes 4 and 5, modes 6 and 7 show new structures whose length-scale seem to be roughly half of the length-scales of modes 4 and 5. One can again plot in Fig.IV. 40b and d the probability density function of the normalized coefficients 𝑎 v (Z) Ù𝜆 (Z) ? and 𝑎 v (a) Ù𝜆 (a) ? . The distributions are again centered on the origin as the previous modes.

Fig.IV. 40

 40 Fig.IV. 40 Sixth and seventh mode (a, c) eigen function, and (b, d) pdf of normalized POD coefficient. Operating conditions: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, !=0.85 Pa"s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images (6) Reconstruct organized motion based on mode 2-5

Fig.IV. 41 ;

 41 Fig.IV. 41;

Fig

  Fig.IV. 41 Instantaneous reconstructed velocity field based on mode 2 to 5. Operating conditions of the raw data: horizontal measurement at plane z2=1.5 mm, Qf= 50 L/h, N=2 Hz, Remixing=42; BREOX solution, µ=0.85 Pa×s and T=20°C, data acquisition rate 7 Hz, 1000 pairs of images

Fig

  Fig.IV. 42 Verticalprofiles of Root Mean Square (RMS) shear at 3 radius R=30, 45 and 65 mm with N=2 and 10 Hz. Operating conditions: vertical measurements at Qf= 50 L/h; BREOX solution, !=0.85 Pa"s, Remixing=42 and 210, and T=20°C

  it was mentioned, in turbulent flow, a triple decomposition of the instantaneous velocity should be considered as: 𝑈 N = 𝑈 | } + 𝑢 | € + 𝑢 N • Where the instantaneous velocity component is 𝑈 N and the mean velocity is 𝑈 | } (both organized and turbulent fluctuations are filtered); the periodic (or organized) fluctuation is 𝑢 | € and the turbulent fluctuation is 𝑢′ N . Recall that the periodic (or organized) fluctuation 𝑢 | € is induced by the impeller blade.

  Vertical planes were investigated by PIV at three radial positions (R= 30, 45 and 65 mm). Vertical profiles of tangential mean velocities are plotted. One can see that the vertical profiles of tangential velocity in Fig.IV. 45 are quite constant, corresponding to classical bulk flow. Indeed, strong velocity gradients are probably located close to the static upper wall and close to the rotating impeller. One can compare the values of bulk velocities to the local (radial) velocities of the impeller: At R= 65 mm 𝑈 O ÈRpv = 2.5 𝑚/𝑠 𝑈 O NLEmppmq = 𝑅 2 𝜋 𝑁 = 4.1 𝑚/𝑠 At R= 45 mm 𝑈 O ÈRpv = 1.75 𝑚/𝑠 𝑈 O NLEmppmq = 𝑅2 𝜋 𝑁 = 2.8 𝑚/𝑠 At R= 30 mm 𝑈 O ÈRpv = 0.9 𝑚/𝑠 𝑈 O NLEmppmq = 𝑅 2 𝜋 𝑁 = 1.9 𝑚/𝑠

Fig.IV. 45

 45 Fig.IV. 45 Vertical profiles of mean tangential velocity (# O '''' ) and mean vertical velocity (# ƒ ''' ). Operating conditions: vertical measurements at R= 65(a), 45(b) and 30(c) mm with Qf= 100 L/h; water, !=1 mPa•s, N=10 Hz, Remixing=89+3+:;, and T=20°CConsidering that all the fluctuations are "turbulent", one can estimate the turbulent shear stress and plot it.

Fig.IV. 46

 46 Fig.IV. 46 Vertical profiles of mean Reynolds shear stress at R=65 mm. Operating conditions: vertical measurements at Qf= 100 L/h; water, !=1 mPa•s, N=10 Hz, Remixing=89+3+:;, and T=20°C At R=65 mm, the vertical profile of Reynolds shear stress # O Å # ƒ Å ''''''''' is linear. One can extrapolate the profile to deduce the wall value. It comes U*5= 0.015 m5/s5.

20 ≅

 20 Fig.IV. 48. It is almost linear; one can thus extrapolate to get the wall shear stress value. It is close to 0.075 m5/s5, corresponding to a friction velocity equal to 0.27 m/s. The wall shear stress is thus close to 75 Pa.

Fig.IV. 47

 47 Fig.IV. 47 Radial profile of tangential mean velocity (a) and its normalized profile (b) close to the upper wall (z1= 0.25 mm). Operating conditions: horizontal measurements at Qf= 100 L/h; water, !=1 mPa•s, N=10 Hz, Remixing=89+3+:;, and T=20°C

Fig.IV. 50 .

 50 Fig.IV. 50. It is almost linear; one can thus extrapolate to get the wall shear stress value. It is close to 0.1 m5/s5, corresponding to a friction velocity equal to 0.33 m/s. The wall shear stress is thus close to 100 Pa.

Fig

  Fig.IV. 49 Radial profile of tangential mean velocity (a) and its normalized profile (b) close to the upper wall (z2= 1.5 mm). Operating conditions: horizontal measurements at Qf= 100 L/h;water, !=1 mPa"s, N=10 Hz, Remixing=89+3+:;, and T=20°C

  Fig.IV. 51. Concerning the first mode, its contribution to the total kinetic energy is dominant, about 95% (90% in laminar flow, see Fig.IV.

Fig.IV. 51

 51 Fig.IV. 51 Eigenvalue spectrum. Operating conditions: horizontal measurement plane z2=1.5 mm, Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C, data acquisition rate 7 Hz, 3778 pairs of images (2) First mode analysis, the mean flow

Fig.IV. 52

 52 Fig.IV. 52 First mode (a) eigenvector, and (b) pdf of normalized POD coefficient. Operating conditions: horizontal measurement plane z2=1.5 mm, Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C, data acquisition rate 7 Hz, 3778 pairs of images Thus the velocity field associated to the first mode can be reconstructed. It corresponds to tangential flow induced by the impeller. One can plot a radial profile of tangential component of both the velocity reconstructed with the first mode and the statistical averaged (see Fig.IV. 53)

Fig.IV. 53

 53 Fig.IV. 53 Reconstructed velocity with the first mode (POD reconstructed) compared to the statistical average of the velocity (Reynolds averaged). Operating conditions: horizontal measurement plane z2=1.5 mm, Qf= 100 L/h, N=10 Hz; water, µ=1 mPa×s and T=20°C, data acquisition rate 7 Hz, 3778 pairs of images (3) Organized motions analysis (mode 2-9), the organized fluctuations

Fig.IV. 54

 54 Fig.IV. 54 Eigenvectors related to mode 2-9. Same operating conditions with the previous figure

  And then plot the phase portrait of these two series Fig.IV. 55a. It shows a perfect circle, the radius being between 35 & 40. Recall that the radius should be equal to √2 𝜆 = 35. One can plot also the phase portraits of upper pair mode coefficients Fig.IV. 55b-d. Remarkably, circular shapes are obtained. If we consider the radius, they decrease from around 40 for modes 2&3 to around 10 for modes 4&5, around 7 for modes 6&7 and around 4 for modes 8&9. This decrease corresponds to the decrease of eigenvalues given in the eigen spectrum; from POD derivation, one can report that d2 𝜆 I = 12, d2 𝜆 Z = 9 and d2 𝜆 Å = 5.

Fig.IV. 55

 55 Fig.IV. 55 Portrait of phase between coefficients of mode 2&3, 4&5, 6&7 and 8&9. Operating conditions: horizontal measurement plane z2=1.5 mm, Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C, data acquisition rate 7 Hz, 3778 pairs of images This organization of the fluctuating flow induced by the periodic motion of the impeller can be confirmed by plotting higher coefficients versus smaller ones:

Fig.IV. 58 ;

 58 Fig.IV. 58;

Fig

  Fig.IV. 59 Turbulent Reynolds and organized shear stress components (based on mode 2-9). Operating conditions: horizontal measurement plane z2=1.5 mm, Qf= 100 L/h, N=10 Hz; water, !=1 mPa"s and T=20°C, data acquisition rate 7 Hz, 3778 pairs of images One can see that the organized motion should not be neglected. From this turbulent Reynolds shear stress profile, one can correct the previous estimation of the wall shear stress.

Fig

  Fig.IV. 60 shows the cells images from initial sample '0h, 0 Hz'. Cells keep their integrity (N=0 Hz, Qf=100 L/h). Cells are separated from each other with size about 2-3"m. However, some of them are clusterd together and forms a cluster with size about 8 "m.

Fig.IV. 60

 60 Fig.IV. 60 Sample of cells which from '0h, 0 Hz'. Operating condition:sampling time beginning of the experiment, N=0 Hz, Qf=100 L/h, T=20°C. (Microscopic view &100, contrast phase, oil) Image has been rescaled Fig.IV. 61 illustrates the cell images from sample '5h, 50 Hz' corresponding to the most stressful environment. Observation indicates that cells still keep their integrity. However, some of cells likely have been damaged under condition N=50 Hz, Qf=100 L/h. At 5 th hour, they are

Fig.IV. 61 3 . 2

 6132 Fig.IV. 61 Sample of cells which from '5h, 50 Hz'. Operating condition:sampling time the 5 th hour of the experiment, N=50 Hz, Qf=100 L/h, T=20°C. (Microscopic view: &100, contrast phase, oil) image has been rescaled 3.2 Particle size distribution (PSD) by DLS, impact of time and mixing rate

Fig.IV. 63

 63 Fig.IV. 63 plots the accumulative volume of particle with dp>3.80 "m. The threshold dp>3.80 "m was defined by the initial PSD at N=0 Hz, t=0 h. In this case, particles diameter

Fig.IV. 62

 62 Fig.IV. 62 PSD as a function of time for two extrem operating conditions: (a) N=0 Hz, Qf=100 L/h, T=20°C; (b) (a) N=50 Hz, Qf=100 L/h, T=20°C

Fig.IV. 61 ,

 61 Fig.IV. 61, have the major contribution in the calculation of Fig.IV. 63.

Fig.IV. 63

 63 Fig.IV. 63 Cumulative volume of particle with dp>3.80 !m as a function of time and mixing rateIn this part, we investigated the mechanical impact on cell integrity by DF filtration. For the further study, configuration of biological processes is another factor to optimize their overall performance. Two scientific bottlenecks emerge in connection with the DF filtration: (i) knowledge of complex and evolving culture media (FCV, cell growth), and (ii) intensification of microbial cultures in high cell density condition (cellular activity and viability). Under the biotechnology point of view, our future work may include:

  food biotechnology: rough beer clarification, wine making, dairy process). Dynamic Filtration stands as an alternative and efficient filtration technology compares to dead-end and crossflow filtration. Rotating and Vibrating Filtration (RVF) is a promising dynamic filtration module, and it has been investigated in our laboratory for bioprocess engineering. Reviewing the literature, hydrodynamic behaviors and the geometrical configuration of these filtration devices are the determinant factors to optimize the overall performances. Most of the researches were focusing on global performances (efficiency, fouling reduction, retention-permeation locks, etc.); whereas few works were associated with local parameters (hydrodynamics, fouling nature and structure).Therefore, this PhD was motivated by the lack of knowledge related to local and global hydrodynamics. Measurements and analysis on local parameters such as local velocity, shear stress, flow pattern/ coherent structure and so on contribute to a better understanding of local phenomena and their efficiency.

Fig.V 1 : 8

 18 Fig.V 1 Overview of scientific strategy and obtained results with RVF module

( 4 )

 4 other local techniques can be applied to investigate local parameters such as temperature to analyze local thermal effects coupled with internal age distribution;

( 6 ) 191 ( 7 )

 61917 experiments can be carried out with non-Newtonian fluids to explore shear thinning/thickening and/or visco-plastic behaviors in laminar and turbulent regimes; CFD simulations with more complex conditions (transitional and turbulent regimes with Newtonian and Non-Newtonian fluids) need to be explored and validated to design DF modules.

Fig.A 7 Fig.A 8

 78 Fig.A 7 Evolution of mean velocity profiles 𝑈 L '''' and their radial and angular components 𝑈 O '''' 𝑈 q ''' as a function of angular position for 6 horizontal planes (z1 to z6) within the membrane-impeller gap at R=65 mm. (a) 𝑈 L '''' , (b) 𝑈 O '''' 𝑎𝑛𝑑 (𝑐) 𝑈 q ''' . Operating conditions: Qf= 25 L/h, N=10 Hz; µ=0.81 Pa×s and T=20°C. Symbols: ¡, leading edge and r, trailing edge of blade Supplementary information of PIV experiments with trigger (turbulent flow):

Fig.A 9 ( 6 )

 96 Fig.A 9 Evolution of mean velocity profiles 𝑈 L '''' and their radial and angular components 𝑈 O '''' 𝑈 q ''' as a function of angular position for 3 flowrate (z1-z6) within the membrane-impeller gap. (a) 𝑈 L '''' , (b) 𝑈 O '''' 𝑎𝑛𝑑 (𝑐) 𝑈 q ''' . Operating conditions: Qf= 50, and 150 L/h, N=10 Hz; water, µ=1 mPa×s and T=20°C. Symbols: ¡, leading edge and r, trailing edge of blade

( 8 )

 8 the scientific and technical bottlenecks related to retention / permeation issues (catalytic biomass and physico-chemical components) associated with complex biological matrices;[START_REF] Wroński | Dynamic filtration in biotechnology[END_REF] interactions between matrices and membrane materials (nature, porosity and cut-off threshold);[START_REF] Jönsson | Cost estimates of kraft lignin recovery by ultrafiltration[END_REF]the impact of the DF on the performances of prokaryote and eukaryote strains (biological activity, viability, cell lysis, etc.). Scientific investigations may also include further works into hydrodynamics:[START_REF] Eagles | Interactions between dissolved material and the fouling layer during microfiltration of a model beer solution[END_REF]other local techniques can be applied to investigate local parameters such as temperature to analyze local thermal effects coupled with internal age distribution;(12)Electrochemical methods may be applied to quantify the instantaneous and local wall shear stress at membrane surface.[START_REF] Gan | Beer Clarification by Cross-Flow Microfiltration: Fouling Mechanisms and Flux Enhancement[END_REF]experiments can be carried out with non-Newtonian fluids to explore shear thinning/thickening and/or visco-plastic behaviors in laminar and turbulent regimes; (14)CFD simulations with more complex conditions (transitional and turbulent regimes with Newtonian and Non-Newtonian fluids) need to be explored and validated to design DF modules. Résumé Étendu Cette thèse porte sur la compréhension et le contrôle des interactions dynamiques entre les mécanismes physiques et biologiques en considérant une séparation membranaire alternative dans les bioprocédés industriels. Il vise à apporter des connaissances scientifiques liées au contrôle de la bioréaction en considérant l'hydrodynamique complexe et le verrou rétentionperméation spécifiques à la séparation membranaire. Une technologie de filtration dynamique, appelée filtration rotative et vibrante (RVF), a été étudiée dans cette étude. Il utilise des membranes planes en forme de disque au voisinage des corps rotatifs. Ces corps rotatifs génèrent des mouvements tourbillonnaires du liquide filtré en contact avec la surface de la membrane, ce qui entraîne des valeurs de cisaillement élevées empêchant ou limitant ainsi le colmatage surfacique et interne de la membrane par des particules ou des molécules. Ce travail est motivé par plusieurs verrous scientifiques et techniques liés au module RVF qui sont: (1) de caractériser et de quantifier localement et instantanément les champs de vitesse (2) d'évaluer les contraintes de cisaillement à la surface de la membrane en lien avec les conditions opératoires et l'évolution rhéologique du fluide et (iii) d'en évaluer l'impact sur une population microbienne.

Fig. Ab. 1 .( 2 )( 3 )( 4 )( 1 )( 4 )

 123414 Fig. Ab. 1. Scheme and illustration of filtration cell and of RVF module

Fig. Ab. 7 :( 6 )

 76 Fig. Ab. 7: Radial profiles of tangential mean velocities at 3 planes, z=0.25, 1.5 and 2.75 mm (distance from the upper wall). Operating conditions: horizontal measurements at Qf= 50 L/h, N=2 Hz; BREOX solution, !=0.85 Pa"s, Remixing=42, and T=20°C

( 6 )( 7 )

 67 des expériences peuvent être réalisées avec des fluides non-newtoniens pour explorer les comportements rheofluidifiant, rheoépaississant et/ou visco-plastique (seuil d'écoulement) dans les régimes laminaire et turbulent; Les simulations numériques pourront prendre en considération des conditions plus complexes (régimes transitoire et turbulent avec des fluides newtonien et non-newtonien) et être validées pour concevoir des modules de DF.

Fig. Ab. 9 :: 8

 98 Fig. Ab. 9: Overview of scientific strategy and obtained results with RVF module
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Table . A

 . 2 Operating conditions of PIV (all experiments) ....................................................................................

	Latin Letter			
		Instantaneous (k) scalar (POD coefficient of I th mode),	[/]
	a, b, c, d	Coefficient of fluid properties calculation
	C	Conductivity	[mS/cm]
	𝐶 E	Specific heat capacity	[J/ (kg×°C)]
	Da	Darcy number (friction number)	[/]
	𝑑 F	d G =	IJ K , Equivalent diameter	[m]
	𝑑 L	Diameter of the impeller	[m]
	Ea	Activation energy	[kJ/mol]
	E(t)	Residence time distribution with a perfect injection	[1/s]
	F(t)	Cumulative function based on E(t)	[/]
	ℎ N	Distance from reference points to the interpolation point	[mm]
	I	Number of image pair	[/];
	IC	Current in power consumption	[A]
	𝐾 O	Core velocity coefficient	[/]
	n	Number of the reference points	[/]
	N	Rotation frequency of the impeller	[Hz]
	Np	Power consumption number	[/]
	J	Number of mixing cells	[/]
	N	Rotation speed	[Hz]
	Np	Power consumption number	[/]
	p	Power index	[/]
	𝑃 NP	Inlet pressure	[Pa]
	𝑃 QRS	Outlet pressure	[Pa]
	PeL	Peclet number	[/]
	𝑄 U	Feeding flowrate	[L/h]
	r	Radial coordinate	[mm]
	R	Universal gas constant, 8.314 J/(mol °C)	[J/(mol °C)]
	Ri	Internal radius of the RF module = radius of the shaft	[mm]
	Re	External radius of the RVF module	[mm]
	𝑅𝑒 LNXNPY	Re \]^]_`=	abc d f , Reynolds number for a mixing system e	[/]
	𝑅𝑒 g	Re h =	ai j c k f , Reynolds number for a system equivalent to a tube	[/]
	S	Skewness	[/]
	ts	Mean residence time	[s]
	T	Temperature	[°C]
	𝑇 mXSnop REEmq			

XXVIII

Nomenclature

  𝜏 ƒO , 𝜏 ƒO rLocal shear stress at vertical plane, 𝜏 ƒO r is the shear on the wall[Pa] 𝜏 mnR 𝜀 R , 𝜀 p , 𝜀 L , 𝜀 Rp

	𝜎 x	Accumulative moving standard deviation of velocity magnitude, I	[m/s]
		stands for numbers of image pairs
	𝜏 r	Total torque at the external cylinder wall Wall shear stress; τ '_\"^ is the maximum wall shear stress	[N.m] [Pa]
	TMP 𝜏 qO	TransMembrane Pressure Local shear stress at horizontal plane	[bar] [Pa]
	U	voltage			[V]
	(x) zzzzzzz⃑ 𝑈 v 𝑈 N 𝜏 mnp 𝜏 mnN 𝑈 | } 𝜏 mn	Instantaneous velocity vector in POD analysis, k here is the Shear stress at the external cylinder on the upper wall number of image pairs General expression of instantaneous velocity, 𝑈 N = 𝑈 | Shear stress at the external cylinder on the lower wall } + 𝑢 | € + 𝑢 N Shear stress at the external cylinder on the impeller area • Mean velocity Shear stress at the entire external cylinder Thickness of the upper gap, lower gap, the impeller and the gap	[m/s] [pa] [pa] [m/s] [pa] [pa] [m/s] [mm]
	€ 𝑢 | 𝑈 L '''' 𝑢 N • ∆ S	Organized fluctuation between the upper wall to the lower wall Mean velocity magnitude Turbulent fluctuation Time interval between two image for one image pair	[m/s] [m/s] [m/s] [µs]
	𝑈 O ''''	Mean angular velocity	[m/s]
	𝑈 q '''	Mean radial velocity	[m/s]
	''' 𝑈 ƒ 𝑈 *	Mean vertical velocity Friction velocity	[m/s] [m/s]
	𝑈 O ''''''''' • 𝑈 ƒ •	Mean Reynolds (fluctuating) shear at vertical plane	[m 2 /s 2 ]
	𝑈 O ''''''''' • 𝑈 q •	Mean Reynolds (fluctuating) shear at horizontal plane	[m 2 /s 2 ]
	u	Velocity vector in x direction	[m/s]
	v	Velocity vector in y direction	[m/s]
	V1, V2	Effective volume and dead-zone volume, V1+V2=VRVF	[L]
	VRVF	Total volume of RVF module, 1.47 L	[L]
	w	Velocity vector in z direction	[m/s]
	𝑤 †	Weight factor			[/]
	x	x coordinate			[mm]
	x(t), y(t)	Experimental residence time distribution of inlet and outlet	[1/s]
	X(t), Y(t)	Cumulative function for inlet and outlet	[/]
	X(s), Y(s), G(s)	Laplace transform function of x(t), y(t) and E(t)	[/]
	x-y plane	Horizontal plane parallel to the impeller surface	[/]
	x-z plane	Vertical plane pependicular to the impeller surface	[/]
	y	y coordinate			[mm]
	z	z coordinate			[mm]
	Greek symbol			
	µ	Viscosity			[Pa×s]
	r	Density			[kg/m3]
	b	Reduced variance β	Š ‹ ˆ= ‰ e e	[/]
	t	Holding time τ =	• Ž•• h j	[s]
	G	Centered moment of j order
	w	Angular velocity of the impeller	[rad/s]
	q	Angle, centered at the middle of the rotating shaft	[degree]
	𝜎	Residence time variance	[s 2 ]
				XXX
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 II 

	25 articles. The second productive corresponding author is Ding LH from University of Table II. 3 Top 5 research categories with the most important number of articles (source: Web of
	Technology of Compiègne (France) also, who published 35 articles with 3 of them first-authored. Science category of journals)
	Category Table II. 1 Top 5 most productive journals considering the number of articles and citations TA(P) ENGINEERING 150(77.0)
	(source: Web of Science category of journals) POLYMER SCIENCE 49(25.0)
	Journal JOURNAL OF MEMBRANE WATER RESOURCES TA (P) BIOTECHNOLOGY & APPLIED MICROBIOLOGY TC (P) category SCIENCE 46 (23.6) CHEMISTRY 1174 (37.2) ENGINEERING; POLYMER SCIENCE 37(19.0) 20(10.3) 16(8.2) DESALINATION 21 (10.8) 282 (8.9) ENGINEERING; WATER RESOURCES ENVIRONMENTAL SCIENCES & ECOLOGY 16(8.2)
	SEPARATION AND *TA: Total article; P: percentage (%)	
	PURIFICATION	14 (7.2)	121 (3.8)	ENGINEERING
	TECHNOLOGY (5) Most productive countries and cooperation among them
	BIOTECHNOLOGY AND BIOENGINEERING In total, 184 institutions from 40 countries/territories published articles on dynamic 7 (3.6) BIOTECHNOLOGY & APPLIED 132 (4.2) MICROBIOLOGY
	CHEMICAL ENGINEERING RESEARCH DESIGN filtration topic. Table II. 4 lists the top 5 most productive countries with total number of articles. 6 (3.1) 29 (0.9) ENGINEERING
	*TA: Total article; TC: Total citation; P: percentage (%) France was ranked the first place with 52 (26.7 %) articles published, followed distantly by USA
	Table II. 2 Top 5 most productive authors (source: Web of Science category of journals) and China with 28 (14.4 %) and 23 (11.8 %) articles respectively. The articles from the three
	countries account for 52.8 % of all articles from the world. In total, the number of internationally
	Author JAFFRIN MY cooperative articles was 32 (14.2 %) involved by 27 countries/territories. Fig.II. 3 shows the TA(P) 38 (19.5)
	DING LH FRAPPART M cooperative network among top 20 most productive countries. The size of node indicates the 35 (18.0) 10 (5.1) BHATTACHARJEE C 9 (4.6) number of articles participated by the country, while the thickness of line connecting the nodes
	AKOUM O represents the number of articles cooperated by the two countries. It is shown that both France 7 (3.6)
	FANE AG SARKAR D and USA have the most four partners. Among these intimate relationships, the one between 7 (3.6) 7 (3.6)
	*TA: Total article; P: percentage (%) France and China was the most, followed by the ones between France and Algeria, USA and
	South Korea. Besides, France is the only international partner for China. Denmark, Poland, (4) Research areas Spain, Russia and Austria were the countries have no international relationships yet among the
	. 1. Journal Table II. 3 shows the top 5 categories with the most articles. Engineering (in general) was top 20 countries.
	of Membrane Science ranked the first place with 23.6 % of total articles published, followed by Desalination published 10.8 %. ranked 1st with 150 (77.0 %) articles. Polymer Science and Water Resources were ranked 2nd and 3rd with 49 (25.1 %) and 37 (19.0 %) articles respectively. Other categories e.g. Chemistry, Table II. 4 Top 5 most productive countries (source: Web of Science category of journals)
	(3) Most productive authors Country Mechanics and Physics, Energy & Fuels, Environmental Science & Ecology were also found in TA(P) FRANCE 52(26.7)
	the dynamic filtration topic. USA Of 195 articles were published by 506 authors including 163 first authors and 133 28 (14.4) PEOPLES R CHINA 23 (11.8)
	corresponding authors. Table II. 2 gives the top 7 most productive authors and their ranks as AUSTRALIA 13 (6.7)
	JAPAN first/corresponding authors. Jaffrin MY from University of Technology of Compiègne (France) 12 (6.2) INDIA 11 (5.6)
	contributed the most with 38 articles, and was ranked the first place as corresponding author with SOUTH KOREA 11 (5.6)
		*TA: Total article; P: percentage (%)
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	institution	TA(P)
	UNIV TECHNOL COMPIEGNE	41(20.9)
	JADAVPUR UNIV	8 (4.1)
	DALIAN UNIV TECHNOL	7 (3.6)
	UNIV CALCUTTA	7 (3.6)
	UNIV NEW S WALES	7 (3.6)
	NAGOYA UNIV	6 (3.1)
	NANYANG TECHNOL UNIV	5 (2.6)
	UNIV ROVIRA VIRGILI	5 (2.6)
	NORTHWESTERN UNIV	4 (2.0)
	SEOUL NATL UNIV	4 (2.0)
	*TA: Total article; P: percentage (%)	
	(6) Most productive institutes and cooperation among them	
	Table	

. 5 Top 10 most productive institutions (source: Web of Science category of journals)

  Fig.II. 5 Small overview of application field and filtration type in Dynamic FiltrationBased on those related articles (99 articles are related to DF module), MF was found to be the most popular type among numerous researches, 55 scientific articles (56.5%) are done by employing MF membrane to DF modules, they are mainly concerning on large suspended solids removal such as biotic suspension (cell harvest, yeast suspension, microalgal suspensions),

	suspensions such as microalgal suspension, yeast suspension, fermentation broth etc., as well as
	Bovine serum albumin (BSA) and plasma suspensions.	
	mineral suspension, sludge dewatering etc. And 39 papers (40%) reported UF membrane
	application in DF modules tested with skim milk, soymilk, juice surfactant solution, BSA
	suspension, and oily emulsions etc., presented a high efficiency of Chemical Oxygen Demand
	(COD) and Biological Oxygen Demand (BOD) removal. 8 and 5 papers introduced NF and RO
	respectively, these two types are mostly used for deeper treatment of separation, such as
	dissolved metals removal, salts removal, and drinking water purification.	related
	articles indicate that Dynamic filtration are mainly applied in three domain including Water
	treatment, Food engineering and Biological engineering & Biomedicine. In this bibliographic
	analysis, 36 out of 99 scientific publications scientific articles (36.5%) are concerning Water
	treatment. Researchers would like to employ DF membrane technique to treat industrial
	wastewater, municipal wastewater and drinking water, test fluid are mostly sampling from the
	related treatment plant, whereas some of them are simulated in laboratory. Besides, 25 scientific
	articles (25.9%) are applied with DF membrane technique in Food engineering, tested with milk,
	beer, and juice etc. Presented in Biological engineering & Biomedicine, 25 scientific papers
	(25.9%) was carried out preferably with DF modules, most of the test fluids are biotic

Technology Manufacturer Model Diagram Ref Membrane movement Mechanical movement Shape of membrane Mobile membrane Rotating Disk

  

			Helical	Fraunhofer IGB, Germany, membrane supplier: KERAFOL Dalian University of Technology Chemical and Biochemical	Rotating disk filter	[35] [42]
			Rectangular sheet	Engineering Western University, Department,		[52-57]
				London, Ontario,		
			Flat rectangular sheet	Westfalia Separator, Aalen, Germany membrane (SBM) Spinning basket Canada	MSD (Multi Shafts disks) (India) Works, Kanpur, UP Gurpreet Engineering	[8,33,3 6] [43-46]
			Cylinder	Spintek, Huntington Beach, CA, USA Products (Automatic Filter System) Suker AG, of Denmark Mio Vigneto Hemascience, Santa CAPEC, Department Ana, CA, USA of Chemical Engineering, Technical University	Spintek ST II Rocket M7+7 Rocket M7 Plasmacell filter HF membrane filter	[8,29,3 0] [37] [30] [58-60].
				Winterthur,		
				Switzerland		
			Hollow fiber	SpinTek, Los Alamitos, CA UNESCO Centre for Membrane Science	High shear rotary membrane system (HSR-MS)	[31]
				Hitachi, Japan & Technology, The University of New	AQUA UFO	[8] [61]
				South Wales,		
				Sydney, Australia		
				ANDRITZ KMPT (Vierkirchen, Germany), membrane supplier: Novoflow New Logic, CA, USA	SSDF (Single Shaft Disk DCF (Dynamic membrane filtration) SSDF-2-312 Filter) -1-312 VSEP series L	[8,32,3 3] [48-50]	[
		Vibrating	Disk	KERAFOL (Oberndorf, Germany) Zhejiang University of Technology	CRD 0.1 lab /0.5 lab (Compact rotating disk Pendulum type oscillation (PTO)	38] [62]
					filters)	
					VMF-PALLsep PS 50	
	Stationary membrane	Rotating	Disk membrane+ mixer	Diva Envitec Pvt. Ltd., India HUBER (Berching, Germany), Vacuum Rotation Membrane VRM® Bioreactor Pall Corp.,USA, VMF (Vibrating Membrane Filtration) University of Technology of Compiegne	MSDF (modular spin disk filtration) VMF-PALLsep PS 10 VRM 20 VRM 30 VMF-PALLsep PS 400 Rotating disk module (RDM)	[34] [39] [39] [30,51]
				Gurpreet		
				Engineering		
				Works, Kanpur, UP (India)	Rotating disk-membrane (RDM)	[40,41]
				according to		
				specified design		

Biodruck-filter (BDF-01)

[START_REF] Kroner | Dynamic filtration of microbial suspensions using an axially rotating filter[END_REF] 

  The DYNO filter is installed with a blade-like rotor for each filtration cell, able to reach 12 m 2 of total membrane area[START_REF] Bott | Dynamic cross flow filtration[END_REF]. The FMX anti-fouling membrane unit, was first proposed to Samsung Fine Chemicals Co., Ltd. in 2005 by applying a high-speed rotating 'vortex generator', which are veined discs and has two uneven and asymmetric surface, designed for vortex generation. Standard class FMX-S100 and economic class FMX-E are proposed with filtration area 95 m 2 and 40 m 2[START_REF] Kim | Dynamic microfiltration with a perforated disk for effective harvesting of microalgae[END_REF]. So far, researchers have developed different type of rotors by adding promoters on the disk surface. For example, Bouzerar et al.[START_REF] Bouzerar | Influence of geometry and angular velocity on performance of a rotating disk filter[END_REF] studied the differences with modified disks equipped with nylon mesh aluminum rods (also called vanes), thenBrou et 

[START_REF] Frenander | Cell harvesting by cross-flow microfiltration using a shear-enhanced module[END_REF] 

[START_REF] Meyer | Analysis and simulation of complex interactions during dynamic microfiltration of Escherichia coli suspensions[END_REF]

. With similar design, RDM (Rotating Disk Module) was well studied with various test fluid

[START_REF] Luo | Flux decline control in nanofiltration of detergent wastewater by a shear-enhanced filtration system[END_REF][START_REF] Ding | Milk protein concentration by ultrafiltration with rotating disk modules[END_REF][START_REF] Frappart | Treatment of dairy process waters modelled by diluted milk using dynamic nanofiltration with a rotating disk module[END_REF][START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF][START_REF] Brou | Microfiltration and ultrafiltration of polysaccharides produced by fermentation using a rotating disk dynamic filtration system[END_REF][START_REF] Akoum | Recovery of trypsin inhibitor and soy milk protein concentration by dynamic filtration[END_REF][START_REF] Harscoat | Influence of fermentation conditions and microfiltration processes on membrane fouling during recovery of glucuronane polysaccharides from fermentation broths[END_REF][START_REF] Frappart | Influence of hydrodynamics in tangential and dynamic ultrafiltration systems for microalgae separation[END_REF][START_REF] Torras | Numerical simulation of the flow in a rotating disk filtration module[END_REF][START_REF] Tu | Studies on treatment of sodium dodecyl benzene sulfonate solution by high shear ultrafiltration system[END_REF][START_REF] Mellal | Separation of oligoglucuronans of low degrees of polymerization by using a high shear rotating disk filtration module[END_REF][START_REF] Bouzerar | Concentration of ferric hydroxide suspensions in saline medium by dynamic cross-flow filtration[END_REF][START_REF] Moulai-Mostefa | Treatment of aqueous ionic surfactant solutions by dynamic ultrafiltration[END_REF][START_REF] Francis | Optimizing the rotor design for controlled-shear affinity filtration using computational fluid dynamics[END_REF]

, and was often compared to the other system

[START_REF] Jaffrin | A hydrodynamic comparison between rotating disk and vibratory dynamic filtration systems[END_REF][START_REF] Moulai-Mostefa | Comparison between rotating disk and vibratory membranes in the ultrafiltration of oil-in-water emulsions[END_REF][START_REF] Espina | Comparison of rotating ceramic membranes and polymeric membranes in fractionation of milk proteins by microfiltration[END_REF][START_REF] Espina | Fractionation of pasteurized skim milk proteins by dynamic filtration[END_REF][START_REF] Bouzerar | Concentration of mineral suspensions and industrial effluents using a rotating disk dynamic filtration module[END_REF][START_REF] Frappart | Reverse osmosis of diluted skim milk: Comparison of results obtained from vibratory and rotating disk modules[END_REF][START_REF] Espina | Separation of casein micelles from whey proteins by high shear microfiltration of skim milk using rotating ceramic membranes and organic membranes in a rotating disk module[END_REF][START_REF] Tu | Microfiltration of mineral suspensions using a MSD module with rotating ceramic and polymeric membranes[END_REF][START_REF] Mellal | Separation and fractionation of oligouronides by shear-enhanced filtration[END_REF][START_REF] Espina | Separation of casein from whey proteins by dynamic filtration[END_REF][START_REF] Espina | Extraction and Separation of alpha-lactalbumin and beta-Lactoglobulin from Skim Milk by Microfiltration and Ultrafiltration at High Shear Rates: A Feasibility Study[END_REF][START_REF] Zhu | Dead-End Dynamic Ultrafiltration of Juice Expressed from Electroporated Sugar Beets[END_REF]

. Base on rotating disk concept, novel configuration with two membranes was developed and widely applied. For example, a single-use medical product LIFE 18-Disk Separator, which is designed to separate plasma from whole blood, two membranes were configured with a spinning disk rotating between them within a plastic housing, and only reached 50 ml for the volume. Recent decades, applying a useful rotor becomes another general interest. Cross Rotational Filters (CR-filters, Metso-Paper corp.

Finland, ex: Raisio-Flootek, Finland, and ABB Flootek, Sweden), was designed with the same principle, but applied a two-blade impeller as a rotor. The company proposes several scales for users, diameter can range from 200 to 1010 mm, e.g. the OptiFilter CR-1010/100, with diameter 1010 mm and 100 cassettes, filtration area up to 140 m 2

[START_REF] Nuortila-Jokinen | Tailoring an economical membrane process for internal purification in the paper industry[END_REF][START_REF] Huuhilo | Influence of shear on flux in membrane filtration of integrated pulp and paper mill circulation water[END_REF][START_REF] Mänttäri | Evaluation of nanofiltration membranes for filtration of paper mill total effluent[END_REF][START_REF] Mänttäri | Influence of filtration conditions on the performance of NF membranes in the filtration of paper mill total effluent[END_REF]

. Same concept also has been applied to a filter called Rotating and Vibrating Filtration module (RVF module, RVF Filtration, Paris, France). A lab-scale RVF module has been explored by Fillaudeau et al.

[START_REF] Fillaudeau | Investigation of rotating and vibrating filtration for clarification of rough beer[END_REF] 

and Rayess et al.

[START_REF] Rayess | Wine clarification with Rotating and Vibrating Filtration (RVF): investigation of the impact of membrane material, wine composition and operating conditions[END_REF] 

in beer and wine industry. RVF has two identical filtration cells, each consisted of a three-blade impeller with 135 mm diameter and 8 mm thickness, rotating in a 14 mm gap between two porous substrates, can be operating up to 50 Hz. Other systems, the DYNO (Bokela GmbH, Karlsruhe, Germany) and the FMX (BKT United, Korea) filter equipped with special rotors.

al.

[START_REF] Brou | Dynamic microfiltration of yeast suspensions using rotating disks equipped with vanes[END_REF] 

continued further study by using different height and number of vanes. As well as the simulation done by Hwang et al.

[START_REF] Hwang | Disk structure on the performance of a rotating-disk dynamic filter: A case study on microalgae microfiltration[END_REF]

, six typed of rotating disk with or without vanes were tested. Similar configuration also can be seen in Rotating cross-flow (RCF) MBR

[START_REF] Bentzen | Analytical and numerical modelling of Newtonian and non-Newtonian liquid in a rotational cross-flow MBR[END_REF]

. Other systems, a lab-scale Controlled Shear Filtration (CSF) [107] module was consisted of a conical

Table II .

 II 8 Core velocity coefficient of different DF filters

		Disks equipped					
		with 8 pairs of 6mm thickness				0.84	
		rods.					
	Rotating and Vibrating module (RVF technology-patent no. FR-97-14825 )	3-blade impeller 135 mm	3	0.04 Water	0.71	[4]
	Introduction of the rotating device (without membrane) Research module Disk-to-Rotating element membrane (rotor) gap [mm]	Gap ratio s/r	Testing fluid	Core velocity coefficient	Ref.
					(Reynolds		
	Two parallel infinite disks One disk rotates			numbers Re =	0.3131	[127]
					l04)		
	RDM-1	Smooth flat disk 150 mm	10	0.13		0.34	
	154 mm housing	A Plexiglas disk					
	150 mm disk RDM-2	equipped with nylon mesh ring Smooth flat disk 145 mm	10 10	0.13 0.14	CaCO3 suspension, 60 kg/m3	0.42 0.44	[3]
	154 mm housing	An aluminum disk					
	145 mm disk	welded with	10	0.14		0.62	
		aluminum rods					
	RDM 154 mm housing 150 mm disk	150 mm Aluminum Disk, Disks equipped with 8 pairs of 2mm thickness	17 15	0.23 0.2	Baker yeast suspension, 3 g/L	0.45 0.65	[79]
		rods.					

  Vogel et al. [107] considered the average shear rate γav in the gap between the conical rotor and the membrane in CSF system, it could be estimated by angular velocity ω, radius of the rotating cone, distance between cone and the membrane h, and inclination angle of the cone α as Eq. II.22 shown. Result of maximum wall shear rate by Eq. III.21 was 12650 s -1 , while the average value by Eq.II.22 in the gap was 1246 s -1 .

	𝜏	
	𝜇	(II.21)
	𝛾 t½ ̇=	𝜔𝑟 ℎ + 𝑟𝑡𝑎𝑛𝛼

(II.

[START_REF] Castro | Shear-induced permeability changes in a polymer grafted silica membrane[END_REF] 

Table II

 II 

	Rotor	Stator
	Regime I (L)	
	( II.24)	( II.25)
	Regime II (L)	(
	(II.26)	II.27)
	Regime III (T)	
	(II.28)	(II.29)
	Regime IV (T)	
	(II.30)	(II.31)

. 9 Four different flow regimes in a rotation system

Table III .

 III 1 Devices and materials used in all experimentsAbiotic and biotic experimental fluids were used for global and local approaches. In this part, water and BREOX solution were used in RTD and PIV experiments to access to turbulent and laminar regimes; two tracers NaCl solution (for RTD experiment) and Rhodamine suspension (for PIV experiment) were introduced; Escherichia coli (E. coli WK6) cell suspension was presented and used in the filtration experiments.

	Sensors/ devices Feeding pump: Head: GROSCHOPP CO., series PM8014, 250G series Flowmeter Altometer IFM 1080/6 (Meter size : DN 15mm) Pressure gauge Endress Hausser Cerabar S PMC 731 Manometer Temperature sensor PT100 Bioreactor+motor Lenze D-32696 External Germany GD6840 PolyScience Model 9705-BB, serial No. Thermostat 34972A LXI Acquisition / Switch Unit Data logger, Agilent Pulse laser LISTRON L200-15 PIV (DENMARK) DANTEC Dynamic. Flow sense EO 4M control unit: DART CCD Camera 3800RPM, DC motor Tachymeter Testo 460, Germany A54739, Drive: TUTHILL CO., series Voltmeter Camille bauer Ref: Sineax u 504 31 ld 100 70/ 991602007/ 15 2 Experiment fluids	Ref. Qf Pin Pout P Tin Tout Treact or Biorea ctor Therm ostat Data logger Laser Camer a Pump N U	Measure Range-Precision Flowrate water, 10-30°C Pressure of inlet To TD 10:1: ± 0.1% of set ±0.1% × [normal value/(set span × 10)] of set span of outlet Manome ter 0-6 bar Tempera ture of inlet Ref. SFE50-A3-T-0, 15-4-100-R-IP68, -50°C -+260°C Tempera ture of outlet (±0.2°C) Tempera ture of reactor 55W, 3000 1/min, 0-5 A, 180 / rushton and marine), Motor: (installed with two impeller: R-IP68, -50°C -+260°C Volume of reactor 2 L Ref. SFE50-A3-T-0, 15-4-100-L, / temperature range: -45°C -150°C, reservoir capacity: 13 (±0.2°C) Type: Refrig/Heat, channels per second DMM, scanning up to 250 / 1/2-digit (22-bit) internal GPIB and RS232 interfaces, 6 3-slot mainframe with built-in Pressure medium Nd:YAG span; for TD 10:1 to 20:1 length 1064 nm, 532 nm, laser / mJ, pulse duration 4 ns, wave output Energy at 532nm 1200 0.4 m/s, reference conditions: Repetition Rate 0-15 Hz, Max value), limit flow velocity at size 7.4 µm 5% error of flowrate (actual / sensor resolution 2048×2048, interframe time 200 ns, pixel fps at full resolution 20.4, / 29999 RPM) 0-300 L/h Rotation speed mv, resolution 0.1 RPM (100-999.9 RPM) 1 RPM (1000 to 100-29999 RPM, ±0.02% of Voltage Ohm, precision ±0.2V (RVF) 50Hz, Output: 0-20mA R: 750 Tech. Info. Input: 0-250v	General RTD PIV Cell ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝ ⃝
	Conductimetre Conducell 4USF-PG325 (SN:238 999-2519) Optical trigger Monarch Instrument No.1898218 ROS Serial	σin T-σin Trigger / Conduct ivity of inlet Tempera ture of	1-500000µS/cm (±1% par decade), 4 -20mA, 100W, 0.4 -2V, 220 VAC V -20 / +150°C (Class A, ±0,5°C), 4 -20mA, 100W, 0.4 +70°C, 40 mA, 3-15 V Speed range 1-250,000RPM, working temperature -10°C-		⃝ ⃝	⃝	
	Conductivity meter KEMOTRON type 9147 Membrane	σout Membr ane	inlet Conduct ivity of inlet /	-2V, 220 VAC 5-200000µS/cm (±3% per decade) /		⃝		⃝
	Integral flow							
	(SN:36036) Box Knick type Stratos2402Cond (SN:66610/8214784/0	T-σout	Tempera ture of inlet	-20 / +150°C (Class A, ±0,5°C)		⃝		
	614)							
	Ammeter AT 20 B 10 LEM KR 02	I	Current (RVF)	Input: 20A, Output: 0-10v, precision ±0.3A	⃝	⃝	⃝	⃝

  Power consumption was measured at the RVF motor by recording current IC and voltage U signals, (see sensors in diagram Fig.III. 2, specification in Table III. 1), and it gives:

Table III .

 III 2 Operating procedure of RTD experiment

	Laminar flow regime	Turbulent flow regime
	Test fluid	BREOX 35% solution, µ= 0.35 Pa×s	Tap water, µ= 1 mPa×s
	Step 1	Circulation with BREOX solution, close permeate loop (recycle fluid by collecting at the outlet to a tank) Qf =25, 50, 100 L/h	Circulation with water , close permeate loop (no recycling) Qf =50, 100, 150, 300 L/h
	Step 2	Set rotation speed N= 0, 2, 10, 25 Hz	Set rotation speed N= 0, 2, 10, 25, 50 Hz
		Wait untill steady state (check Qf, N, Tin, Tout, Pin, Pout)

Table III

 III 

		. 3 Operating conditions
		Laminar (Breox)	Turbulent (Water)
		µ=0.8 Pa.s	µ=1 mPa.s
	Horizontal	8 slices (6 gap+2) N=2 Hz, Qf = 25, 50 L/h,	8 slices (6 gap+2) N= 10 Hz, Qf = 50, 100 and 150 L/h,
	With	1000 pairs of images.	1000 pairs of images.
	trigger	µ=0.8 Pa.s	µ=1 mPa.s
	Vertical	3 slices (R=30, 45, 65 mm), N= 2 Hz, Qf = 50 L/h, 300	3 slices (R=30, 45, 65 mm), N= 10 Hz, Qf = 100 L/h, 300 pairs of
		pairs of images.	images.
		µ=0.8 Pa.s	µ=1 mPa.s
	Horizontal	3 slices (gap) N=2 Hz, Qf = 50 L/h, 1000	3 slices (gap) N= 0, 2, 10, 25, 50 Hz, Qf = 100 L/h,
	No	pairs of images.	3000 pairs of images.
	Trigger	µ=0.8 Pa.s	µ=1 mPa.s
	Vertical	3 slices (R=30, 45, 65 mm), N=2 Hz, Qf = 50 L/h, 1000	3 slices (R=30, 45, 65 mm), N= 10 Hz, Qf = 100 L/h, 1000 pairs
		pairs of images.	of images.

  Result introduces by the non-trigger strategy, in Fig.III. 10, instead of presenting with the IDW velocity magnitude, convergence are introduced with velocity U (velocity component in x direction) and V (velocity component in y direction). Since it is in laminar flow, velocity in both component are very stable and it converge around I=100. And, with the presence of impeller, it is

	ÂR / * '''''' Âx . and . Â0 * Âx	. are defined. A constant decreasing slope of ìû1 . ÂR / * '''''' Âx . and
	ìû1 . Â0 ÂR / * '''''' Âx . and .

*

Âx

. vs ìû1w%y is noticeable and absolute criterion, . Â0 * Âx . <10 -4 , are used to estimate the minimum requested number of image pairs. For # L * ''''' and & x , I superior to 200 is identified and I=1000 was retained, although it is overestimated.

  4 PES membrane (specification was reported in Chapter III 1.2 Specification of membrane) were installed in RVF module to simulate a filtration environment. 100 mL E.coli suspension was inoculated to 4 L circulation loop (see general setup in Fig.III. 2 and devices in Table III. 1), each experiment was carried out in function of

	various mixing rate (0-50 Hz, RVF module) for 5 hours. 50 mL Samples were taken every 1
	hour.

Table IV

 IV 

	Table IV. 3 Operating conditions and calculated RTD parameters in turbulent flow(SD: standard
					deviation)			
					Turbulent flow			
	Remixing	N [Hz]	Tin [°C]	Tout [°C]	V1 [L]	Mean ts [s]	SD (ts) [s]	𝛽 ˆ	SD(𝛽 ˆ)
	Qf =50L/h							
	0	0	14.1	14.1	1.14	81.16	0.27	0.346	0.029
	33800	2	14.7	14.7	1.19	84.57	1.40	0.355	0.010
	169000		14.6	14.9	1.23	87.48	0.77	0.314	0.011
	422500		14.1	15.3	1.55	110.24	0.25	0.331	0.008
	845000		13.9	22.8	1.63	116.26	2.56	0.257	0.003
	Qf =100L/h							
	0	0	13.0	13.1	1.06	39.29	0.69	0.563	0.005
	33800	2	13.8	13.8	1.14	41.97	2.26	0.561	0.041
	169000		13.8	14.0	1.2	44.31	1.19	0.452	0.005
	422500		13.4	14.0	1.53	56.55	1.75	0.476	0.062
	845000		14.8	19.3	1.60	58.86	0.54	0.331	0.013
	Qf =150L/h							
	0	0	13.3	13.4	1.1	27.41	0.38	0.531	0.018
	33800	2.1	14.1	14.1	1.15	28.78	1.14	0.618	0.065
	169000		13.5	13.5	1.2	29.85	1.26	0.497	0.144
	422500		14.0	14.3	1.47	36.75	0.03	0.530	0.010
	845000	50.1	14.0	16.9	1.68	41.84	1.08	0.456	0.068
	Qf =300L/h							
	0	0	13.1	13.1	1.09	13.57	0.17	0.486	0.031
	33800 169000	2.1 . 2 Operating conditions and calculated RTD parameters in laminar flow (SD: standard 13.0 13.0 1.12 13.91 0.43 0.550 0.034 13.5 13.5 1.12 13.93 0.13 0.540 0.006
	422500		13.5	13.8	deviation) 1.44 17.88	0.88	0.708	0.152
	845000	50.1	13.6	15.0	Laminar flow 1.6 19.94	0.11	0.486	0.054
	Remixing	N [Hz]	Tin [°C]	Tout [°C]	V1 [L]	Mean ts [s]	SD (ts) [s]	β ˆ	SD(β ˆ)
	Qf=25 L/h							
	0	0	17.6	17.7	1.07	152.33	0.95	0.690	0.015
		2	17.7	18.0	1.18	168.31	4.35	0.461	0.443
		10	17.8	20.2	1.07	152.33	2.03	0.598	0.068
	1320	25	19.3	30.2	1.14	162.58	3.95	0.508	0.099
	Qf=50L/h							
	0	0	23.9	24.2	1.34	94.78	1.80	0.969	0.249
		2	21.7	22.0	1.30	92.37	3.23	0.680	0.030
		10	20.7	21.8	1.18	83.78	1.31	0.745	0.044
	1320	25	21.1	28.3	1.24	88.18	0.51	0.616	0.057
	Qf=100L/h							
	0	0	22.7	23.0	1.36	51.09	2.75	0.906	0.116
		2	21.7	22.0	1.32	49.82	1.50	0.844	0.063
		10	21.3	22.1	1.34	50.48	1.87	0.765	0.076
	1320	25	22.2	26.3	1.32	49.86	2.00	0.733	0.046

Table IV

 IV 

				. 4 J value in Model 3		
		N [Hz]	25 L/h	50 L/h	100 L/h	150 L/h	300 L/h
		0	1.84	1.52	1.32		
	Laminar	2 10	2.86 2.33	2.31 2.75	1.66 2.74	/	/
		25	1.88	2.62	3.41		
		0	/	3.11	1.95	1.93	2.28
		2		2.41	1.71	1.72	1.74
	Turbulent	10		3.20	3.16	2.74	1.84
		25		2.94	2.88	2.53	2.20
		50		3.56	3.47	3.00	2.58

Table IV .

 IV 5 Value of the parameters deduced from velocity measurements (N=2 and 10 Hz for example)

	Rotation speed	τ ST]	T S^ŠTVW ŠXŠ"W 𝜏 Oƒ(YÏZ«)	T i[[S\'"WW	T ŠXŠ"W	Power	N K
	N=2 Hz	280 Pa	0.085 N. m	115 Pa	0.134 N. m 0.35 N. m	4.4 W	15
	N=10 Hz 1400 Pa	0.34 N. m	580 Pa	0.67 N. m	1.68 N. m 105 W	2.6

Table . A

 . 1 Specification of the existing industrial DF filters

	Technology					Geometry	
	Membrane movement	Mechanical movement	Shape of membrane	Manufacturer	Model	Membrane/ disk diameter (mm)	Filtration area (m²)
				Spintek, Huntington Beach, CA, USA	Spintek ST II	Module Spintek ST II 25: 25 disks, d=0,34m maximum filtration area 2,3m²,	500(cm²)-2.3
						1-do 374 mm / di 91 mm surface 0,20	
				ANDRITZ KMPT		m²	
				(Vierkirchen,	DCF (Dynamic	2-do 152 mm / di 25,5 mm surface 360	0,03-32, (typical
				Germany), membrane	membrane filtration)	cm²	8/10/16/32m² in total)
				supplier: KERAFOL		3-do 312 mm / di 91 mm surface 0,14	
						m²	
				Diva Envitec Pvt. Ltd., India	MSDF (modular spin disk filtration)	312mm, thickness 6mm,membrane 500 mm + surface 0.14m², diameter can be up to	25 m² / per vessel
				Fraunhofer IGB,			
				Germany, membrane	Rotating disk filter /	/
				supplier: KERAFOL			
				Westfalia Separator, Aalen, Germany	MSD (Multi Shafts disks)	312	80
			Disk	Mio Vigneto	Rocket M7	35 disk	7
				Products (Automatic Filter System)	Rocket M7+7	70 disk	14
				Hitachi, Japan	AQUA UFO		100
					SSDF (Single Shaft		
					Disk Filter)	312/374	1
		Rotating		Novoflow	-1-312		
				(Oberndorf,	SSDF-2-312	312/374	2
				Germany)	CRD 0.1 lab /0.5 lab		
	Mobile				(Compact rotating	152	0.1/0.5
	membrane				disk filters)		
				SpinTek, Los Alamitos, CA	High shear rotary membrane system (HSR-MS)	267 mm outer diameter (OD), 25.5 mm inner diameter (ID)	Usable membrane 0.08
				HUBER (Berching,	VRM 20	Rotating plate: approx. 2.3 m	900
				Germany), Vacuum			
				Rotation Membrane	VRM 30	Rotating plate: approx.3.2 m	3840
				VRM® Bioreactor			
			Rectangular arms	Gurpreet Engineering Works, Kanpur, UP (India)	SBM (Spinning basket membrane)	4 membranes (or more)	Each of dimension 65 × 145 mm2 with an effective area of 55 × 130 mm2
			Helical	Dalian University of Technology		Two pieces of the filter sheets (length × × 2 mm) width × thickness at 300 mm × 30 mm	Total area 0.018
				Hemascience, Santa Ana, CA, USA	Plasmacell filter	26.8	58(cm²)
			Cylinder	Suker AG, Winterthur, Switzerland	Biodruck-filter (BDF-01)		0,04
				New Logic, CA, USA VSEP series L	270 od, 9.4 id	503 cm2
		Vibrating	Disk	Pall Corp.,USA, VMF (Vibrating Membrane Filtration)	VMF-PALLsep PS 50 VMF-PALLsep PS 10 VMF-PALLsep PS 400	600 270 610	3-37 depends on installed area 0,1-1 depends on installed area 40

Materials and Methods

Chapter III:

Overview of PIV set-up for the calculation, corresponding to 1.70×1.70 mm 2 and 0.85×0.85 mm 2 , a 50% window overlapping was also applied to improve correlation. Therefore, each velocity map has theoretically 128×128 vectors, with about 9000 valid and 7389 disabled by the mask, while approximately 1% bad vectors had been rejected. The time interval between two images in each pair was controlled between 500-800 µsec according to different operating conditions, it only allowed the particle displacement move approximately a quarter of the window size. Other parameters can be found in Table III 

Interpolation

Velocity profile at the given positions was calculated by Inverse Distance Weighting Interpolation (IDW) as the following equation:

Chapter IV:

Results and Discussion

Chapter IV: Results and Discussion he objective of this study is to investigate hydrodynamics in RVF module, in order to improve filtration and overall industrial bioprocess performances. To answer scientific questions (Chapter I Introduction), it is planned to perform experiments and numerical simulations at global and local scales in laminar and turbulent regimes under biotic and abiotic conditions:

(1) For global approach, investigation of Residence Time Distribution (RTD) and thermal balance will be carried out and compared to the previous global study (power consumption and friction curves).

(2) For the local approach, Particle Image Velocimetry (PIV) will be carried out and compared to CFD simulation. PIV preliminary study will be conducted with a trigger strategy to access through angle-resolved measurements to an averaged velocity field. PIV further study will be performed with a non-trigger strategy and applied to POD analysis in order to identify the coherent structure of the flow by decomposing the organized and turbulent fluctuations.

(3) For the bioprocess application, an exploratory work will characterize the effect of Dynamic Filtration on prokaryote cell population (Escherichia coli) by quantifying cell integrity or damage as a function of time and rotation speed during filtration process in turbulent regime.

Table IV. 1 provides an overview of obtained results that will be discussed in this chapter. T Qf =100 L/h, V1=1.34 L ± 0.02; ~82.8% out of total volume), it leads to a conclusion that: fluid may have a shortcut to flow through the system and dead-zone may exist in laminar flow. v Summary of Global approach (Thermal balance and RTD)

Objectives:

(1) to investigate the thermal effect and the impact of processing conditions (flowrate Qf, rotation speed N) on RTD in RVF module;

(2) to compare the different flow pattern in laminar and turbulent regimes;

(3) to evaluate the homogeneity within the device.

Highlights:

(1) Thermal balance

• Temperature variation and heat dissipation are reported as a function of operating conditions (rotation speed, flowrate) and correlated with viscous dissipation (mixing power). Due to its higher viscous force in laminar regime, temperature (as well as heat dissipated) increases faster than in turbulent regime;

• Considering a temperature increase limitation (compatible with cell culture), restricted operating conditions (minimum flowrate and maximum mixing rate) can be estimated from thermal balance and power consumption.

( To study local hydrodynamics under laminar and turbulent flow at a fixed condition by using the optical trigger.

To compare experiments with CFD simulation to validate numerical model in laminar regime.

Highlights:

In laminar regime:

(1) Velocity fields: Horizontal velocity fields close to the wall/membrane and close to the impeller are presented respectively. Maximum velocity is found at the leading edge of the impeller; Vertical velocity fields are presented at R=30, 45 and 65 mm radial position;

(2) Velocity profiles: Angular velocity profiles (velocity magnitude versus angular position) are presented at 6 slices (z1 to z6), deduced from horizontal measurements. These profiles are highly organized; vertical velocity profiles (velocity magnitude versus z direction) are plotted at R=30, 45 and 65mm, and they exhibit a parabolic distribution;

(3) CFD simulation: CFD result is only compared with velocity fields and profiles which are calculated from horizontal measurements. Results compare the velocity magnitude at 3 positions: at the leading edge, between two blades and at the trailing edge which are located at R=45 mm.

In turbulent regime:

(1) Velocity fields: Horizontal velocity fields close to the wall/membrane and close to the impeller are presented respectively. Maximum velocity is found at the trailing edge of the impeller; Vertical velocity fields are presented at R=30, 45 and 65 mm radial position;

(2) Velocity profiles: Angular velocity profiles (velocity magnitude versus angular position) are presented at 6 slices (z1 to z6), deduce from horizontal measurement, these profiles at different slices seem the same distribution; vertical velocity profiles (velocity magnitude versus z direction) are plotted at R=30, 45 and 65mm, and they exhibit an almost constant distribution.

v

Summary of local approach PIV: POD approach

Objectives:

To better understand the flow pattern and coherent structure of flow behavior in this confined filtration system by Proper Orthogonal Decomposition.

To split instantaneous velocity into mean flow and the fluctuation (organized fluctuation and turbulence).

Highlights:

Important local parameters including velocity, shear stress (wall shear stress, mean viscous shear, fluctuating shear (RMS shear), and torque). Moreover, global power consumption were deduced from local parameters and compared to the previous global measurement (power consumption curve).

(1) POD analysis conducted under laminar flow shows:

• Mean velocity profiles, both radial profiles and vertical profiles

• Mean shear stress profiles

From these profiles, it was possible to estimate:

• Wall shear stress distributions along the upper and lower boundaries as well as along the external cylinder

• Associated torques

The total torques and power consumption were then estimated. The power number resulting from this analysis was compared to global values estimated previously and comparisons were more than satisfactory.

The analysis shows how the flow was organized and how the wall shear stresses and corresponding torques were distributed. The main contribution is due to the upper and lower wall (40 % each), the lateral (external) wall contributing for 20%. Objectives:

To study the potential mechanical damage of microbial cells in complex hydrodynamic conditions (RVF module).

Highlights:

Prokaryote cell suspensions (E.coli) were investigated with N=0 to 50 Hz, t=0 to 5h, under Qf=100 L/h and permeation (FCV=1).

• Observation under microscope indicates that cells still keep their integrity at initial condition N=0 Hz, t=0h; and cells were damaged and disrupted under condition N=50 Hz, t=5h. At N=50 Hz, clusters and agregates with disrupted cell were observed;

• From the PSD study, result shows that larger particles may appear with higher rotation speed N. Our explanation assumes that (1) E. coli cells were disrupted or stretched by the high shear (with N≠0), and it formed some elongated aggregates; (

E. coli cells secreted Extracellular Polymeric Substances (EPS) colloid under extreme situation, and this substance helps to cluster cells or fragments.

Perspectives:

Future work may characterize the impact of mechanical influence (RVF module) on the performace of different microorganisms (biological activity, viability, cell lysis, etc.) and relate to the specific shear stress.

Chapter V:

Conclusions flowrate and maximum mixing rate) can be estimated from thermal balance and power consumption curve.

( • In laminar regime (ex. N=2 Hz), the main contribution for the total torque was due to the upper and lower wall (40 % each), the lateral (external) wall contributing for 20%.

Contribution of each mode to the total kinetic was discussed. Mode 1 represented the mean contribution (90% of the total kinetic energy). Organized motion was based on modes 2 to 5 (7-8% of the total kinetic energy), and the related RMS wall shear stress were shown to be quite important and up to 45% of the mean wall shear stress;

• In turbulent regime (ex. N=10 Hz), the lateral (external) wall shear stress with value 250 Pa contributed 90% of the total torque. Mode 1 represented the mean contribution (95% of the total kinetic energy). POD analysis showed that the organized 

Supplementary information on RVF configuration:

Fig.A 1 Configuration of the filtration cell

Scientific questions:

Research was dedicated to a better understanding of the complex hydrodynamics within RVF module into bioprocess context. Several scientific questions were identified (mentioned in Chapter I):

• How global performances (power consumption, friction curve, heat dissipation, Residence Time Distribution) can be characterized and interpreted?

• How long will a cell suffer in such stressful environment?

• What will be the magnitude of this mechanical stress?

• Does it damage microbial cell population?

• What is the local flow pattern in the filtration cell? And how does it organize and structure in the filtration cell?

• Is it possible to identify local and instantaneous velocity and shear stress?

• Are experimental measurements and simulations consistent at global and local scales?

Structure of this thesis:

To answer these questions, this thesis focuses on four major parts as the follows:

(1) Literature review: in the recent decades, many efforts and a great number of studies have been done to develop novel DF modules in lab and pilot scale. Reviewing the existing DF modules, they can be mainly classified by mobile and stationary membrane as well as rotating (disk, disk-like membrane, impeller, arms etc.) and vibrating (or oscillating) system.

(2) Global approach. investigation of Residence Time Distribution (RTD) and thermal balance has been carried out and compared to the previous global study (power consumption and friction curves).

(3) Local approach. As a major part in this PhD work, Particle Image Velocimetry (PIV)

was carried out and compared to CFD simulation. PIV preliminary study was conducted with a trigger strategy to access through angle-resolved measurements to an averaged velocity field.

Further study was performed with a non-trigger strategy and applied to POD analysis in order to identify the coherent structure of the flow by decomposing the mean contribution, the organized and turbulent fluctuations. • In laminar regime (ex. N=2 Hz), the main contribution for the total torque was due to the upper and lower wall (40 % each), the lateral (external) wall contributing for 20%.

Contribution of each mode to the total kinetic was discussed. Mode 1 represented the mean contribution (90% of the total kinetic energy). Organized motion was based on modes 2 to 5 (7-8% of the total kinetic energy), and the related RMS wall shear stress were shown to be quite important and up to 45% of the mean wall shear stress.

• In turbulent regime (ex. N=10 Hz), the lateral (external) wall shear stress with value 250 Pa contributed 90% of the total torque. Mode 1 represented the mean contribution (95% of the total kinetic energy). POD analysis showed that the organized

Questions scientifiques :

Plusieurs questions scientifiques ont été identifiées (mentionnées au chapitre I):

• Comment les performances globales (consommation d'énergie, courbe de frottement, dissipation thermique, distribution du temps de séjour) peuvent-elles être caractérisées et interprétées?

• Combien de temps une cellule va-t-elle souffrir dans un environnement aussi stressant?

• Quelle sera l'ampleur de ce stress mécanique?

• Est-ce que cela endommage la population de cellules microbiennes?

• Quel est le profil d'écoulement local dans la cellule de filtration? Comment s'organise-t-il et se structure-t-il?

• Est-il possible d'identifier la vitesse locale et instantanée et la contrainte de cisaillement?

• Les mesures expérimentales et les simulations sont-elles cohérentes aux échelles globale et locale?

Structure de cette thèse:

Pour répondre à ces questions, cette thèse se divise en trois parties principales :