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Chapter 1: Introduction 1. Background on selective unsaturated hydrocarbons hydrogenation

In our modern life, we are surrounded by different kinds of polymers, such as plastic containers, furniture, shell of most electronic products and synthetic fabric. These organic products are mainly produced through catalytic polymerization reactions using unsaturated hydrocarbons, especially alkenes, as the raw materials. For instance, ethylene is employed to produce polyethylene, which could be the plastic-based materials; propylene is usually used to produce polypropylene-based materials [1]; Moreover, but-1-and -2-enes, isobutenes and isopentene are also very important hydrocarbons raw materials used in various fields of organic industry e.g., 1-butene can be used as a co-monomer for sec-butyl alcohol, maleic anhydride and polybutylene preparation; 2-butene is used as alkylating agent for the production of high octane gasoline, ethyl methyl ketone and maleic anhydride; the isobutenes and isopentene are mainly used in the field of tert-butyl and tert-pentyl synthesis [2]. The requirement of these raw alkenes for industry can be demonstrated by the dynamic growth of their world output. The demand in ethylene, which is the largest basic chemical building blocks, was only 80.5 million tons in 1998, ~175 in 2015 and the output predicted for 2020 is above 200 million tons [3]. Propylene is expanding at a rapid pace, which is 47 million tons in 1998, ~125 in 2015 and the values predicted for 2020 is ~160 million tons [3].

The unsaturated hydrocarbons are synthesized by cracking of petroleum hydrocarbons including heavy liquid fractions i.e., crude oil, [4]. However, the petroleum hydrocarbons are cracked at high temperature, which usually results in the formation of alkynes or dienes as impurities. i.e., 0.5 to 3% of acetylene in ethylene, 2 to 8% of propyne and propadiene in propene [5] and 0.3 to 6.0% of residual butadiene in butenes [6]. These impurities can poison the catalysts used for the alkenes polymerization reactions [7]. For example, during the 2butenes polymerization, the 2-butyne impurity in the butenes feed reacts with the Cp* 2 ScCH 3 [Cp*=(η 5 -C 5 Me 5 )] catalyst and forms Cp* 2 ScC(CH 3 )=C(CH 3 ) 2 , no more further reaction can be observed on the catalytic surface [8]. The reaction as follows:

As a result, the contents of alkyne and diene impurities in the feed raw alkenes materials must be controlled and be less than 10, 5, 2 or even 1 ppm, depending on the final polymer products [9][10][11][12]. For instance, the polymer-grade ethylene product should not contain more 5 ppm of acetylene [13].

Basically, there are three main paths to remove or transform the alkynes and dienes impurities, (i), remove such impurities by fractional distillation. This method is uneconomic with high energy consumption [14]; (ii), Extract them from alkene stream by solvent extraction [13,15] or metal-organic frameworks (MOF) adsorption [16] and recover them as a product. However, these two methods are limited considering the safety problems as a high alkyne/dienes partial pressure can be reached in the solvent extraction facility [13] and the low efficiency of the MOF adsorption as the high requirement proposed by industry and environment [16]; (iii), Convert the impurities into useful products by selective catalytic hydrogenation, which is the most widely used method for reducing the concentration of alkynes and dienes impurities. Supported metals catalysts are designed to semi-hydrogenate alkynes and dienes into alkenes, perfectly without any alkanes and oligomers formation, such that there is a net increase in the amount of alkenes (Figure 1-1). As a result, an ideal catalyst for selective hydrogenation should satisfy the low activation barrier for alkynes/dienes conversion (high activity), very limited alkanes formation (no overhydrogenation; high selectivity) and should not favor the formation of oligomers, which are responsible for catalysts deactivation by fouling, through C-C coupling (high stability) [17]. Besides that, considering the industrial requirement for polymer synthesis, the catalysts for selective hydrogenation of alkyne and dienes should also meet a particular set of requirements, such as: low price and easy preparation and regeneration. According to the industrial [18][19][20] and academic [21][22][23][24][25][26] literature, palladium based catalysts are widely used for industrial selective hydrogenation. However, even though the pure palladium catalysts have high catalytic activity, it has been found that their selectivity to alkenes decreases sharply at high alkyne conversion, e.g., the selectivity to ethylene decreases from ~90 to 10% when acetylene conversion increases from ~80 to 100% for selective acetylene hydrogenation in excess of ethylene on 3wt% Pd/ boehmite catalyst [27] as may be the concentration of alkynes become very low and alkenes start to adsorb and to hydrogenate into alkanes [27][28][29]. Moreover, the bulk-dissolved hydrogen in the subsurface of palladium is believed to enhance the overhydrogenation of alkynes/dienes to alkanes [21,24,30,31].

Recent studies showed that incorporation of carbon atoms into Pd nanoparticles [32][33][34] and alloying with a second metal, i.e., Pd-Ag [35][36][37], Pd-Au [38], Pd-Ni [39], Pd-Cu [40], could highly increase the selectivity to alkenes as it could prevent the diffusion of hydrogen into subsurface and modify the equilibrium of hydrogen between the surface and deeper layer on palladium [30] and hinder the hydride formation [41]. Currently, the palladium based catalysts mostly used in the market are Pd/Al 2 O 3 with Pd=0.3 wt% (HDMax PA), Pd-Ag/Al 2 O 3 with Pd=0.047 wt% and Ag=0.28 wt% (G58E) and Pd-Ag/Al 2 O 3 with Pd=0.018 wt% and Ag=0.08 wt% (G83S) synthesized by Süd-Chemie [9].

As mentioned above a suitable industrial catalyst for selective hydrogenation of unsaturated hydrocarbons impurity does not only require high catalytic performances, but also a low price. As a result, beyond noble metals, several non-noble metal catalysts have also been explored, such as copper, nickel, cobalt and iron [42]. It has been found that supported copper catalysts have relatively high catalytic activity and selectivity to alkenes in alkynes hydrogenation [43]. However, copper catalysts are not stable as oligomerization reaction (green oil formation) occurs on the Cu surface resulting in a rapid deactivation [44,45]. Only few studies focused on nickel based catalyst [42,[46][47][48] and almost no work concerned supported iron catalysts for selective hydrogenation in the few recent decades [42], until Studt et al [49] underlined the high potential of the non-noble bimetallic catalysts, such as Ni-Zn alloy for selective acetylene hydrogenation in 2008.

Studt et al [49] proposed that selective hydrogenation reaction of unsaturated hydrocarbons is controlled by desorption barriers as the activation barriers for the reaction was considered to be metal-independent; this has been observed for a number of other hydrogenation reactions by Liu et al [50]. Considering acetylene and ethylene heat of adsorption as the parameter determining catalytic activity and selectivity to ethylene, Studt et al introduced a scaled relation between the adsorption energies of acetylene and ethylene and the methyl group adsorption energy (ΔE CH3 ) (Figure 1-2A), based on the fact that the adsorption energy of any hydrocarbon molecule on a metal scales approximately with the adsorption energy of the central C atom, as established using density functional theory calculation (DFT) by Abild-Pedersen et al [51]. Figure 1-2A shows that the higherΔE CH3 value gives lower catalytic activity (turnover) and higher catalytic selectivity for acetylene selective hydrogenation as the activation barrier for C 2 H 2 is closer to the desorption activation energy of C 2 H 2 and the activation barrier for C 2 H 4 will be greater than the desorption activation energy of C 2 H 4 . The authors proposed some interesting non-noble bimetallic catalysts for acetylene selective hydrogenation, underlining the fact that Ni-Zn alloy could have catalytic activity and selectivity similar to palladium-based catalysts. Moreover, these non-noble bimetallic catalysts are very cheap (~10 dollars per kg), which is 100 times lower than that of palladium based catalysts (Figure 1-2B).

To verify their calculation about the non-noble bimetallic catalysts, Studt et al [49] prepared a series of 10 wt% Ni-Zn samples supported on MgAl ). The solid lines show the predicted acetylene (red line) and ethylene (blue line) adsorption energies from scaling. The dotted lines define the region of interest, where the ethylene binding energy is less than the barrier for further hydrogenation (blue) and where the reactivity of the acetylene hydrogenation step equals 1 s -1 per site (red). (B) Price (in 2006) of 70 binary intermetetallic compounds plotted against the calculated methyl binding energies. [49] In 2014, the questions were partially answered by Spanjers et al [52], who studied the catalytic performances of Ni-Zn alloy using bulk intermetallic Ni-Zn compounds (Ni 4 Zn, NiZn and Ni 5 Zn 21 alloy), combined with isotopic labeling in batch reactor ( 13 C 2 H 2 , 12 C 2 H 4 ), in selective acetylene hydrogenation (acetylene: hydrogen: ethylene ratio 1: 10: 20). The authors found that the oligomeric species (e.g., butadiene, propylene, 1-butene, cis-2-butene, isobutylene, and trans-2-butene) are only produced from acetylene ( 13 C 2 H 2 ) and not from ethylene ( 12 C 2 H 4 ), and zinc inclusion into nickel catalyst could reduce the formation of these oligomeric species. Considering that bulk intermetallic Ni-Zn catalysts have low surface areas (< 1 m 2 g -1 ) and low catalytic activity (< 2×10 -8 mol C2H2 • s -1 • g cat -1 ) [52], the authors also carried out a study on supported Ni/ZnO and Ni/SiO 2 catalysts [53] in 2015 and found that the ZnO supported NiO nanoparticles was directly transformed to α-NiZn at low reduction temperature (<500 o C) and β-NiZn alloy was mainly formed when the reduction temperature was higher than 500 o C. Moreover, NiZn alloy supported by ZnO catalysts displayed lower selectivity to ethylene than the metallic Ni supported by SiO 2 , whatever the reduction temperatures, which is in contrast to the results from bulk intermetallic Ni-Zn catalysts, which

showed that an increasing Zn content leads to an increase of selectivity to ethylene, and also does not agree with the prediction of Studt et al [49]. Thus the authors concluded that the ZnO support has a negative effect on ethylene selectivity. However, neither of their papers reports any information on the catalytic stability of bulk intermetallic Ni-Zn and Ni/ZnO catalysts.

In addition, Liu et al [54] found that unsupported intermetallic Ni x M y (M=Ga, Sn) has excellent selectivity to alkenes and good catalytic stability during long term acetylene hydrogenation. Kang M et al [55] also showed that alloying Ni with Cu could increase the selectivity but decrease the catalytic activity of metallic Ni, however, the catalytic stability of Ni-Cu alloy was not mentioned.

Besides Ni-Zn alloy, Studt et al [49] also predicted using DFT calculation that Cu-Zn alloy could have a higher selectivity than metallic Cu in selective acetylene hydrogenation.

However, the main problem of metallic Cu as a catalyst for selective hydrogenation reaction is not the selectivity to alkenes but its low stability. Moreover, currently, the modification of the catalytic performance of Cu was mainly studied by alloying with a noble metal as the promoter, such as gold [56], palladium [57][58][59] and platinum [60], which showed a better catalytic stability than monometallic copper. Regarding copper based non-noble bimetallic catalyst, even though the promotional role of Zn on the activity and selectivity of supported Cu catalysts has been studied in some reactions, e.g., the formation of Cu-Zn active sites for methanol synthesis [61][62][63], the effect of alloying with Zn on the stability of Cu has not been reported, especially for selective hydrogenation reaction.

Even though iron based catalyst have been used for different applications, such as in Fischer-Tropsch synthesis [64], carbon nanotubes synthesis [65], hydrogenation of ketones [66] and even in some biomedical applications [67][68][69], only little attention has been paid in the field of selective hydrogenation of polyunsaturated hydrocarbons. Unsupported monodispersed iron nanoparticles (~2 nm) were found to be active in the hydrogenation of various alkenes and alkynes under mild conditions [70,71]. Recently, the catalytic performance of the bulk intermetallic Al 13 Fe 4 compound has been compared with a commercial 5 wt% Pd/Al 2 O 3 catalyst and an industrial benchmark catalyst for selective acetylene hydrogenation (C 2 H 2 : H 2 : C 2 H 4 ratio 1 : 10 : 100) by Armbruster et al [72] (Figure .   1-3). Unsupported Al 13 Fe 4 showed high catalytic stability (red dotted line in Figure 1-3) with only 6% lower selectivity (red full line in Figure 1-3) to ethylene than the industrial benchmark catalyst (blue dotted and full lines in Figure 123). Note that the industrial benchmark catalyst has been highly optimized for selective hydrogenation of ethylene reaction, whereas the Al 13 Fe 4 could still be optimized. Al 13 Fe 4 also showed high activity in butadiene partial hydrogenation with high selectivity to butenes at room temperature [73]. Those studies revealed that iron based nonnoble bimetallic catalysts could be a low-cost alternative for palladium in heterogeneous hydrogenation. Thus, it might be very interesting to explore the used of Fe-Zn alloy, which has been already mentioned by Studt et al [49] (Figure 1-2B), as a promising catalyst for selective alkynes hydrogenation.

The goal of my thesis

As it has been mentioned above, supported Cu-Zn, Ni-Zn and Fe-Zn catalysts have the potential to replace commercial palladium-based catalysts in the area of unsaturated hydrocarbon selective hydrogenation, and the small number of work related to these kinds of catalysts leaves a large space for the further exploration on their utilizations. Thus, this thesis mainly focuses on the preparation and characterization of supported non-noble mono/bimetallic catalysts, including Cu-Zn, Ni-Zn and Fe-Zn, and their catalytic properties for the selective hydrogenation of polyunsaturated hydrocarbons in the presence of excess of alkenes to mimic a catalytic operation of purification of an alkene cut. The goals of this thesis are:

-Catalyst preparation: Firstly, considering that the main method for sample preparations in this thesis is deposition-precipitation with urea (introduced in chapter 2), which is a method based on the gradual increase of the pH of the preparation solution during urea decomposition at 80 o C in order to favor metal complex deposition on the support surface, the depositionprecipitation behavior of the non-noble metal ions on support will be studied during the pH increasing.

-Catalyst characterization: The conditions for Cu-Zn, Ni-Zn and Fe-Zn alloy formation are explored. To verify the formation of bimetallic compounds in the bimetallic catalysts, X-Ray Diffraction (XRD) is applied to determine the metallic phases existing in the sample after thermal treatment. Moreover, scanning transmission electron microscopy (STEM) allows not only studying the particle size and dispersion of the particles on the support surface by high annular dark-field mode (HAADF), but also analyzing the composition of the nanoparticles on the TiO 2 surface by energy dispersive X-ray spectrometry (EDS).

-Catalytic performances: Lastly, after in situ activation at a given temperature, the catalytic properties of the mono and bimetallic catalyst will be studied and compared in the selective hydrogenation of 1,3-butadiene in the presence of an excess of propene (introduced in Chapter2). Meanwhile, the effect of alloying of copper, nickel and iron with zinc on the catalytic activity, selectivity and stability will be studied.

Selective hydrogenation of 1,3-butadiene

In this part, the molecular structure of 1,3-butadiene is analyzed by valence-bond theory [74] and molecular orbital theory [75]. After that, different routes of hydrogen addition reactions in 1,3-butadiene molecule are described, including: 1,2-addition, 1,4-addition and 2,3-addition reactions. At last, the expected selective hydrogenation of 1,3-butadiene in excess of propene route is introduced for this study.

The structure of 1,3-butadiene

There are two different structures in 1,3-butadiene molecule: trans-1,3-butadiene (Figure 4A) and cis-1,3-butadiene (Figure 4B). In both 1,3-butadiene molecules, the bond lengths of C-H and C-C are 0.108 and 0.148 nm, which are shorter than the typical bond lengths (0.109 and 0.154), respectively, and the C=C bond length, 0.137nm, is longer than the typical C=C bond length (0.134nm). The C-C=C angle is 122. As it was described in the first part of this Chapter, 1,3-butadiene is considered as an impurity in butenes stream produced from oil cracking, with concentration 0.3 to 6% [6], and the purpose of using catalytic selective hydrogenation of 1,3-butadiene is to form butenes, and to avoid butane formation, thus 1,2-addition and 1,4-addition reactions are expected on the surface of the catalyst without any further hydrogenation reactions.

In this study, in order to simulate the process required for the purification of industrial alkenes streams to prevent further poisoning of the polymerization catalysts used for polyalkene production, a gas phase 1,3-butadiene in an excess of propene (0.3% butadiene, 30% propene and 20% hydrogen) is used for the investigation of catalytic performance. Here, propene is selected as the main alkene instead of butenes for the ease of detection by gas chromatography of the alkane (butane) arising from the reaction of hydrogenation of 1, 3butadiene from the alkane (propane) arising from the hydrogenation of alkene (propene) in excess. As a result, during hydrogenation of the gas mixture, 1,3-butadiene is expected to be semi-hydrogenated to butenes (1-butene, trans-2-butene or cis-2-butene) with no further butane formation and no propane formation arising from propene hydrogenation (Figure 1234567). Since supported gold nanoparticles have been discovered to be highly catalytic active in CO oxidation at room temperature in the late eighties [77,78], the Laboratoire de Réactivité de Surface carried out various studies focusing on the preparation of supported gold based catalysts [79][80][81] i.e., deposition-precipitation (DP), ion adsorption (IA), impregnation in excess of solution (IE), and on applications of these catalysts, such as for catalytic oxidation reactions [82][83][84][85] and hydrogenation reactions [80,86,87]. In the selective hydrogenation of 1,3-butadiene in excess of propene reaction, it was found that mono metallic gold catalysts are highly selective to alkenes, but with a low activity [56,80]. In addition, different kinds of gold-based bimetallic catalysts were also explored in the recent years, such as supported Au-Pd bimetallic catalysts with high Au/Pd atomic ratios that were found to be more active than monometallic gold for butadiene selective hydrogenation and more selective to butenes than palladium catalysts [88,89]. Supported Au-Cu [56] and Au-Zn [90] bimetallic catalysts were also studied for the same reaction.

Review of few non-noble metal catalyst preparations and characterizations work in the Laboratoire de Réactivité de Surface (LRS)

In the past the Laboratoire de Réactivité de Surface also studied the preparation and 

The outline of this Thesis

This thesis mainly focuses on the preparation, characterization and evaluation of the catalytic properties of supported non-noble bimetallic catalysts. 

Chapter 2: Techniques for catalysts preparation and characterization

The methods for catalysts preparation and the characterization techniques used during the thesis are summarized in this chapter, which is divided into four parts: the raw chemical materials used are first presented, followed by the methods selected for samples preparation, i.e., deposition-precipitation with urea (at increasing pH) and deposition-precipitation at fixed pH, then the techniques chosen for samples characterization, and finally the equipment and procedures used for the reaction of selective hydrogenation of butadiene. The mechanism and principle of the preparation methods are also introduced and discussed in the "methods for samples preparation" part. In this part, some calculations have also been done on the evolution of the solubility of metal hydroxide with pH in the deposition-precipitation with urea, and on the critical metal precursor concentration that guarantees that there will be no precipitation in solution during the deposition-precipitation at fixed pH.

Raw chemical materials for the study

To study the morphology, structure and catalytic property of the bimetallic nanoparticles, the support must be carefully selected. The requirements for the support are: are no reports about titanates formation during sample preparation at low temperature [3].

Herein, TiO 2 (50 m 2 g -1 , P25 from Evonik) was selected as support, it is known to contain anatase and rutile phases in a ratio of about 3:1 (see Figure 2-1). ZnO (8 m 2 g -1 , KADOX 911) was also used to explore the formation bimetallic alloy in the study of Ni-Zn and Fe-Zn samples.

Solid CO(NH 2 ) 2 (Sigma-Aldrich, purity: >98% ) and aqueous 0.5 M NaOH solution were used as the precipitation agent for sample preparation.

Cu(NO 3 ) 

Methods of sample preparation

In this study, two methods were selected for sample preparation: depositionprecipitation with urea (DPu) and deposition-precipitation at fixed pH. Note that these two methods were performed in isothermal condition, i.e., at 80 o C for DPu and room temperature for DP at fixed pH, and were based on the gradual change of reactants concentration, i.e., OH - concentration for DPu, while metal ions concentration for DP at fixed pH.

Deposition-precipitation by a gradual and continuous increase of the pH of the suspension as a method for supported metal catalysts preparation was first proposed by Geus et al [4][5][6] in 1977 for the preparation of Ni/SiO 2 catalyst and consisted in the precipitation of nickel onto the silica surface (and not in solution) by basification of a nickel salt solution. In this method, the basification of the preparation solution is achieved thanks to the controlled addition of a base (e.g., sodium hydroxide, ammonia and urea). According to Geus et al [4][5][6],

one must consider the phase diagram of the precipitated solid in equilibrium with a solution containing its metal precursors as a function of temperature and concentration of a reactant (Figure 2-2). The solubility curve (S) corresponds to the equilibrium curve separating the monophasic domain (the solution containing the metal precursor) from the biphasic one (the precipitating solid and the solution), which is in fact reached when above the supersolubility (SS) curves. The intermediate domain between the S and SS curves corresponds to the nucleation. When in addition, the solution contains a finely dispersed support in suspension

(usually an oxide one), both the solubility (S support ) and supersolubility curves (SS support ) are shifted to lower concentrations provided that interaction between ionic metal species and the surface of the support can occur, and favors nucleation at the surface of the support, and therefore decreases the nucleation barrier. Thus, to favor the metal precipitation on the support and avoid the precipitation of the metal in solution, the concentration of the metal complexes or the pH must be controlled between the concentration of the two supersolubility curves (SS support and SS). Note that, according to Geus et al [7], the gap in the concentration between the two supersolubility curves, SS and SS support , is related to the bond strength between the ion species and the support surface. 

Deposition-precipitation with urea (DPu)

Deposition-precipitation with urea (DPu) is a deposition-precipitation method using urea as the precipitating agent. Compared to NaOH and ammonia, which can locally strongly increase the pH in the solution from their rapid hydrolysis and induce uncontrolled metal precipitation in the solution, the advantage of using urea is that it is a delay-base, i.e., its eq. 1

It allows homogeneous basification all over the solution, and favors the precipitation onto the support. It is possible to obtain high metal loadings (i.e., >20 wt% for Ni/SiO 2 [1]) depending on the precursor concentration and the time of deposition-precipitation. Moreover, after catalyst reduction, small metal particles can be obtained with rather narrow particle size distribution [9,10].

Normally, the method of deposition-precipitation consists of 1, the transformation of a highly soluble metal precursor into another compound of lower solubility; 2, the depositionprecipitation of the lowly soluble compound onto a support after creation of an interaction between them by adjusting the initial pH. These two steps are usually achieved by raising the pH of the preparation solution.

Low solubility metal precursor conversion

Considering the fact that deposition-precipitation is an isothermal preparation method Before introducing the whole system, the definition of ionic product (J) should be first introduced. Based on the "Solubility Product Rule" [11], the precipitation and dissolution equilibrium of A n B m compound could be written as:

) ( ) ( ) ( aq mB aq nA s B A n m n m     eq. 2
The ionic product (J) is:
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Note that when the solution is saturated and solid formation (precipitation) occurs, the ionic product (J) is equal to the solubility products,  sp K .

In the case of supported metal catalyst preparation, the precipitation and dissolution equilibrium of the metal species can be written as follows:

) ( ) ( n ) ( M ) ( M aq aq s n nOH OH     eq. 3
Once the equilibrium between dissolution and precipitation shows up during pH increasing, the concentrations of each part have a correlation like:

  n OH C OH      n M n sp C ) ( M K Here, n sp ) ( M K OH 
is the solubility product constant of M(OH) n . The solubility of M(OH) n (S M ) can be calculated as follows:

  n OH n sp C OH M K      ) ( C S n M M mol/ L Formula 2-1 Moreover, - OH H 2 W C C O H K     H H C -p 10  
Thus Formula 2-1 can be written as:
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are constant at a given temperature and for a given metal compound, the relationship between solubility of M(OH) n and pH was deduced from Formula 2-2 and shaped in Figure 2-3 (black solid line). Similarly to Figure 2-2, the supersolubility curve of M(OH) n species is also represented in Figure 2-3, at higher pH than that of solubility curve with the assumption that it has the same shape as that of solubility.

Finally, the effect of the presence of a support in solution on the precipitation and dissolution equilibrium of metal compounds is also represented in Figure 2 From Figure 2-3, it can be seen that the initial concentration of soluble ions set to prepare a catalyst with a given metal loading decreases as the pH of solution increases (black solid line). The gradual increase in the concentration of precipitating agent (OH -) promotes the deposition-precipitation procedure by hydrolysis of the metal complexes on the surface of the support, which brings a fluctuation in OH -concentrations. In other words, the deposition behavior of metal complexes can be roughly reflected by the pH evolution during DPu preparation, e.g., the pH of the preparation solution increases fast when it is lower than the solubility line (12 in Figure 2-3), then the rate of pH increasing gradually decreases when it reaches the nucleation-precipitation area (234 in Figure 2-3). Detailed information about pH evolution during sample preparation will be reported in the part devoted to the preparation of monometallic Cu/TiO 2 catalysts in Chapter 3. Besides that, a high pH has to be achieved for the deposition process when the concentration of an ion becomes very low.

Apart from the DPu preparation of mono-metallic catalyst system that was discussed above, the deposition-precipitation of two metal ions on a single oxide support must be also discussed as it is one of the purposes of this thesis. According to Figure 2 and Zn 2+ ions certainly also indicate that the two cations cannot be simultaneously deposited onto a support during increasing pH. This may be different for Fe 2+ and Zn 2+ since they have similar solubility. 

Surface charge of the support

Although the transformation of highly soluble metal precursor into another compound with low solubility, e.g., a hydroxide, is a necessary step for DPu process, the interaction between metal complexes and support surface is considered as the initial step for the deposition-precipitation preparation. Currently, this kind of interaction can be generated through electrostatic interaction, resulting from opposite surface charges between the metal complexes and the support, which has been testified by some quartz crystal microbalance (QCM) experiments [13,14]. The surface charge of an oxide can be defined by its point of zero charge (PZC) [15,16]. When the pH of the preparation solution is lower than the PZC of support, the support surface is positively charged and suitable for anion adsorption; when the pH of the solution is higher than the PZC of support, it is negatively charged and suitable for cation adsorption, and a neutral surface can be found on oxide surface at the pH equal to the PZC of support. (Figure 2345). Practically, the adsorption of [Pt(NH 3 ) 4 ] 2+ on silica occurred at high pH when silica surface is negatively charged while the adsorption of [PtCl 6 ] 2-appeared on alumina at low pH, which generates a positively charged alumina surface [13]. The PZC of some oxides, measured by potentiometric titration [17][18][19][20] and/or mass titration [21][22][23], are summarized in However, a specific adsorption behavior has been found for TiO 2 , it is able to adsorb cations even at pH lower than its PZC, and detailed information about the reason for such an adsorption behavior will be discussed in the "mono metallic Cu/TiO 2 preparation" part in chapter 3.

In summary, in the process of deposition-precipitation with urea (DPu), the interaction between the metal precursor and the surface of the support generates nuclei that allow specific precipitation of the hydroxide onto the support surface, and promotes the formation of highly dispersed particles after thermal treatment.

The steps of deposition-precipitation with urea

In practice, 3 g of support is weighted and dispersed into an 300 mL aqueous solution (m support(g) : V water(ml) = 1:100) containing a given amount of dissolved metal precursor(s).

Initially, the pH of the precursor solution needs to be set at a value below the solubility curve of metal compounds and below the PZC of the support to favor first electrostatic interaction between the metal ion complex and the support surface. Then the precipitating agent (urea) is added into the mixture, with a concentration ratio [urea]/ [metal] ≥ 100 at room temperature.

The mixture is heated at 80 o C and stirred for 20 h. After that, the solid is separated from the liquid phase by centrifugation and subsequently repeatedly washed with distilled water and centrifuged (three times). Then, the sample is dried under vacuum at room temperature for 24 h then activated through thermal treatment (Figure 23456). 

Deposition-precipitation at fixed pH

As presented above, when there is a gap between the two solubility curves (Figure 2-4), the two metal compounds cannot be simultaneously deposited on the surface of the support during a preparation performed by gradual increase of pH (i.e., DPu). In order to achieve a co-deposition of two metal compounds on the support, another method, called deposition-precipitation at fixed pH, is proposed here.

In this method, the pH, and thus the concentration of the precipitating agent, of the preparation solution is kept constant by gradual addition of precipitating agent during the whole deposition-precipitation process, while, the metal precursors are also slowly injected into the solution. Note that the precipitating agent and the metal precursor solution are directly injected inside the solution (enlarged graph in Figure 234567). Electrostatic interaction between the metal complex and the surface of the support can be controlled by selecting the pH. In addition, a suitable flow rate for aqueous metal precursor injection must be chosen to keep the concentration of dissolved metal ion slightly lower than that of the supersolubility curves (SS), to avoid the precipitation in solution, as it was shown in Figures 2-2 and 2-3. The preparation process can be carried out at RT.

The steps of deposition-precipitation at fixed pH

The general procedure of sample preparation by deposition-precipitation at fixed pH is summarized in Figure 234567. In practice, 3 g of support is dispersed into 250 mL water in a beaker at room temperature and the metal precursors are dissolved into 50 mL water, here, m support(g) : V water(mL) =1:100. Then, the pH of the support suspension is adjusted to a chosen pH by addition of an aqueous NaOH solution (0.5 M). After stirring for 30 min, the aqueous solution of the metal precursor is injected into the support suspension with a controlled rate that will be discussed below, and vigorous stirring. After that, the mixture is stirred for 1 h.

The pH of the support suspension is kept constant by regular addition of NaOH solution during the whole preparation procedure. The solid sample is collected by centrifugation and subsequently washed with distilled water and centrifuged again (three times) in the same way as for the DPu samples. 

Theoretical calculation for the selection of preparation condition

To clearly present this method, one example is given to explain how to select the rate for injecting metal precursors in the support suspension at a constant pH. The example is based on the preparation of 3 g of a CuZn 1:1/TiO 2 sample with 2.5 wt% Cu and 2.5 wt% Zn performed at RT and pH~8 (i.e., at a pH where the TiO 2 surface is negatively charged, and the metal complexes are positively charged). 3 g of TiO 2 are dispersed in 250 mL of water, and the pH is adjusted to 8 by injecting a solution NaOH (0.5 M). The metal precursors (Cu(NO 3 ) 2 •3H 2 O and Zn(NO 3 ) 2 •6H 2 O) are dissolved in 50 mL of water. The concentration of Cu 2+ and Zn 2+ ions are 2.46×10 -2 mol L -1 and 2.4×10 -2 mol L -1 , respectively. Considering the fact that the catalyst preparation is performed under air at room temperature in a basic solution, the metal complexes that might form during metal hydrolysis are metal hydroxides or metal carbonates, thus the solubility at room temperature of all these metal compounds are summarized in Table 2 The hydrolysis of Zn 2+ is:

    OH Zn OH 2 ) ( Zn 2 2
The solubility parameter of Zn(OH) 2 is:

  2 2 sp 2 Zn C ) ( K      OH C OH Zn Formula 2-3
When the pH of the suspension is 8 at RT, the  OH C can be calculated as follows:

6 - 8 - -14 H 2 W 10 1 10 1 10 1 C O H K C - OH         mol L -1
As a result, the limitation of the concentration of Zn 2+ in the support suspension can be calculated by Formula 2-3:

    5 2 6 17 2 2 sp 10 1 . 4 10 * 1 10 * 1 . 4 ) ( K C 2 Zn           OH C OH Zn mol L -1
Since the total volume of the suspension is 250 mL, the limitation of the molar amount of Zn 2+ that can avoid Zn(OH) 2 precipitation appears in solution is Previous Quartz Crystal Microbalance (QCM) study [13] about the transition metal complex adsorption on oxide surface, such as [Pt(NH 3 ) 4 ] 2+ adsorption on SiO 2 at pH=10 showed that electrostatic adsorption occurs very fast. Based on these results, one can assume that 5 s is needed for the interaction between the metal ions (2.42×10 -2 mol L -1 ) in the added 0.42 mL solution and TiO 2 surface, thus the injection rate of the aqueous metal solution must be slower than 0.084 mL s -1 . The gradual addition of the metal precursors at the injection rate that has been calculated and the interaction between the metal complexes and the support surface would allow the nucleation of metal hydroxides to mainly happen on the surface of the support.

Techniques for samples characterization

The pH evolution of the mixture suspension was recorded using a pH probe (PHM201 Portable pH Meter). In the DPu preparation procedure, both the decomposition of urea and the consumption of the OH -ions by the formation and deposition of the metal hydroxide induce pH evolution. As a result, it was interesting to monitor the pH evolution during DPu preparation. The pH of the suspension during deposition-precipitation at fixed pH also requires to be controlled. Before the pH probe was applied to any measurement, it has to be calibrated by the pH=4 and pH=7 buffer solutions and the electrode sensitivity of the pH probe needed to be in the range 97-100%.

The metal loadings were measured by X-ray fluorescence (XRF) with a spectrometer XEPOS HE (AMETEK). XRF is based on the emission of the characteristic fluorescence Xray from a material that has been excited by bombarding with high-energy X-rays or gamma rays, the application of which was first proposed by Glocker and Schreiber et al [24]. The method used for the XRF analyses was based on calibration curves obtained from standard samples for each element.

X-ray Diffraction (XRD) was performed on a diffractometer (D8 Bruker Company) operating with Cu Kα radiation (1.5418 Å; 40 kV and 30 mA) with a Ni filter. It is an analytical technique primarily used for crystal structure identification of crystalline materials, and also can provide an average bulk composition of the crystalline material through matching the XRD peaks detected with the JCPDS cards. The X-rays generated by a cathodic tube, interact with the sample to produce constructive interferences when conditions satisfy the Bragg's Law (

  sin 2d n 
, in which d is the d-spacing in crystal lattice). The crystallite size of the mineral can be calculated by Scherrer's equation [25] as follows:

   cos d k 
In which d is the average particle size; k is a dimensionless shape factor with a value close to 0.89; λ is the X-ray wavelength (0.15406 nm); is the Bragg angle (unit: °); specifically, is the full width at half maximum (FWHM) with a unit rad (1° = π/180 rad), and it can be calculated by using the Gaussian formula to "nonlinear fitting" the XRD curve in the "Origin" software. The Gaussian formula is The reduction behavior of the supported metal compound was studied by temperature programmed reduction (TPR) in a Micromeritics Autochem Π. In this measurement, a purge under Ar (25 mL min -1 ) was performed for 30 min to remove the air contained in the reactor at room temperature (RT) before increasing temperature at a linear rate of 7.5 o C min -1 in a 5% H 2 /Ar gas mixture flow (25 mL min -1 ). The reduction behavior of metal compounds can be determined according to the temperature at which the H 2 consumption peaks appear.

The acidic property of the support surface was measured by ammonia temperature program desorption (NH 3 -TPD), which was performed in a Micromeritics Autochem II Automated Catalyst Characterization System. After thermal treatment, ammonia was adsorbed on the surface of the support by inletting 5 %NH 3 /Ar for few hours, and then the cell was flushed with Ar gas to remove the physically adsorbed ammonia for 30 min. After that, the temperature of the sample was increased and the amount of ammonia desorption was recorded. The strength of acidic sites is related to the temperature at which ammonia desorption occurs, ammonia desorbing from the stronger acidic sites at a higher temperature.

Moreover, the number of acidic sites on the support surface can be determined by the amount of ammonia desorption.

To quantify the amount of NH 3 desorption, Mass Spectrometry (MS) was applied to measure the intensity of the NH fragment (m/z= 15) during the whole TPD test. The mass spectrometry was calibrated by injecting 0.51 mL of pure ammonia (i.e., 1.13829×10 -6 mol) in the mass spectromer at 273 K for 5 times to get an average value (Figure 23456789). The first one is JEOL JEM-100CX II microscope operating at 100 kV. Specially, for the study of monometallic Cu/TiO 2 catalysts, the Cu/TiO 2 samples were reduced on Mo-grid at 350 o C and transferred into TEM machine without contacting with air. The reduction in the cell was performed under hydrogen (100 mL min -1 ), and temperature program was as follows: the temperature was heated from RT to 350 o C in 30 min, maintained at 350 o C for 15 min, then cooled down to RT. Besides that, the morphology of the metallic nanoparticles is also observed by Transmission Electron Microscopy (TEM) on a JEOL 2010 microscope. The resolution of this TEM equipment is 0.3 nm at 200 kV. To better distinguish metal particles from the support, scanning transmission electron microscopy in high-angle annular dark-field mode (STEM-HAADF) are also performed to study small mono and bimetallic particles. This was done on a JEOL ARM 200F microscope, equipped with a cold field emission gun and a CEOS aberration corrector of the objective lens, operated at 200kV. The resolution of this STEM machine is 0.046 nm at 200 kV. Energy-dispersive X-ray spectroscopy (EDS) characterization with different modes (i.e., point, linear and area testing mode) was performed to evaluate the composition of metal particles in bimetallic samples. The powder sample was directly deposited onto the grid without the use of a solvent. Note that Mo-grid was used for Cu-Zn/TiO 2 sample and Cu-grid was used for the other samples observation. Statistical analysis of the metal particle size distributions (PSD) in reduced samples is obtained by counting more than 200 particles, using the free software Image J. The average particle diameter was deduced from the equation or where n i is the number of the particles of diameter d i .

Ion

Thermogravimetric analysis (TG) was performed on the samples (15 mg) after reaction using a Seiko 320 thermobalance, under air with a total flow rate of 100 ml min -1 , from room temperature to 900 o C with a heating rate of 7.5 o C min -1 . The composition of outlet gas was analyzed by Mass Spectrometry (MS) during the temperature ramp for some catalysts, such as bimetallic Ni-Zn/TiO 2 . The temperature of the TG/MS interface was held at 160 °C, and the mass spectra were obtained from m/z 10 to 120 with the scan rate of 40 amu/s. XPS spectra were collected on a SPECS (Pholibos 100-5MCD) X-ray photoelectron spectrometer, using a monochromated Al Kα (hν = 1486.6 eV) X-ray source. The samples were ex situ calcined then reduced at specific temperature and transferred in air to the XPS chamber. After collection, the binding energies were calibrated with respect to the C-C/C-H components of the C 1s peak (binding energy = 284.6 eV). All spectra processing was carried out using the Casa XPS software package.

The selective butadiene hydrogenation in the excess of propene 4.1 The catalytic test system and condition for the experiment

The catalytic equipment is presented in Figure 2-10. In this system, calcination, reduction and catalytic reaction can be performed. As a result, catalytic performance was measured after in-situ thermal treatment. For the catalytic test, 100 mg of powder, with particle size between 125 and 200 μm, is filled into a U shape tube reactor (4 mm of internal diameter). Note that the weight of active compounds (i.e., Cu, Ni and Fe) was kept constant for the catalytic tests (e.g., 2.5 mg Cu for bimetallic Cu-Zn/TiO 2 study and 0.05 mg Ni for bimetallic Ni-Zn/TiO 2 study, 2.5 mg Fe for bimetallic Fe-Zn/TiO 2 study) and pure support was added to reach 100 mg of catalytic bed.

In the procedure of sample pretreatment, air (for sample calcination) then H 2 (for sample reduction) was introduced into the reactor, with a flow rate of 100 mL min -1 . The increase in temperature of the reactor in an oven was controlled via a temperature program.

When activation was finished, the sample was cooled down to room temperature in H 2 atmosphere with a flow rate of 100 mL min -1 , and the gas mixture containing 0.3% Butadiene/ 20% H 2 / 30% Propene (Table 234) was first analyzed by gas chromatograph (GC) before introduction in the reactor, as a reference. After that, the reaction gas mixture was allowed to flow through the reactor, and the outlet gas (reactants and products) was analyzed by a gas chromatograph (Perichrom PR 2100, FID detector) with a 7.5 m column (1/8 inch) filled with sebaconitrile 25% Chromosorb PAW (80/100 Mesh). The data were collected as a function of time/temperature for a temperature programmed catalytic test and as a function of time for an isothermal catalytic test. Software Winilab 4.0 was used for data acquisition and extraction of the concentration of each gas composition. As mentioned in [26], preliminary tests were made to attest that, under the reaction conditions, internal and external diffusion limitations could be neglected. The flow rate of the reaction gas mixture is 50 mL min -1 , which corresponded to a space velocity of 30 L g -1 h -1 (GHSV=20000 h -1 ).

Figure 2-10: schematic diagram of catalytic test system

In this study, the composition of the gas mixture was controlled by mass flow controllers with a concentration ratio between butadiene and propene of 1:100, Table 2 In the study of monometallic Fe and Fe-Zn bimetallic catalyst, the calcined catalyst was activated in H 2 at plateau of 500 o C for 2 h, with a heating rate 3 o C min -1 . After that, the butadiene conversion mensurement was performed every 5 o C with an initial temperature at 10 o C under the reaction gas mixture with flow rate of 50 mL min -1 , with stabilizing at each testing temperature for 15 min in water bath. Once the butadiene conversion reached 100%, the temperature was kept as a constant for other 20 h of isothermal reaction.

The evaluation of the catalytic performance

Once the data of catalytic reaction were collected by the Winilab software, the catalytic properties were analyzed as follows:

1. The butadiene and propene conversion are expressed as:

𝐶𝑜𝑛𝑣𝑒𝑟𝑠𝑖𝑜𝑛 𝑏𝑢𝑡𝑎𝑑𝑖𝑒𝑛𝑒 (%) = 100 × 1 - 𝐵𝑢𝑡𝑎𝑑𝑖𝑒𝑛𝑒 𝑜𝑢𝑡𝑙𝑒𝑡 𝐵𝑢𝑡𝑎𝑑𝑖𝑒𝑛𝑒 𝑖𝑛𝑙𝑒𝑡 𝐶𝑜𝑛𝑣𝑒𝑟𝑠𝑖𝑜𝑛 𝑝𝑟𝑜𝑝𝑒𝑛𝑒 (%) = 100 × 𝑝𝑟𝑜𝑝𝑎𝑛𝑒 𝑜𝑢𝑡𝑙𝑒𝑡 𝑝𝑟𝑜𝑝𝑒𝑛𝑒 𝑖𝑛𝑙𝑒𝑡
2. The activity and turn over frequency (TOF) are expressed as:

𝐴𝑐𝑡𝑖𝑣𝑖𝑡𝑦 𝑚𝑜𝑙 • 𝑠 -1 • 𝑔 𝑚𝑒𝑡𝑎𝑙 -1 = 𝐵𝑢𝑡𝑎𝑑𝑖𝑒𝑛𝑒 𝑐𝑜𝑛𝑠𝑢𝑚𝑒𝑑 𝑝𝑝𝑚 • 𝑄 𝑚 𝑐𝑎𝑡𝑎𝑙 × 𝑤𝑡% 𝑚𝑒𝑡𝑎𝑙 • 𝑃 𝑅 • 𝑇 Butadiene consumed ppm
is the concentration of the butadiene that is converted to alkenes and alkane; Q is the flow rate of the gas mixture; P/RT = 1/V (24 L mol -1 );

𝑇𝑂𝐹(𝑠 -1 ) = 𝐴𝑐𝑡𝑖𝑣𝑖𝑡𝑦 • 𝑀 𝑚𝑒𝑡𝑎𝑙 𝐷 𝐷 % = 10 21 × 6 × 𝑀 × 𝜌 𝑠𝑖𝑡𝑒 𝑑 𝑚𝑒𝑡𝑎𝑙 × 𝜌 𝑚𝑒𝑡𝑎𝑙 × 𝑁
in which D(%) is the metal dispersion, using the formula described by Scholten et al [27], which assumes the metal nanoparticles are spherical shape, thus the number 6 in the D(%) formula is received from the volume (V)surface area relationship (S):

(detailed information can be found in Scholten et al); M is the metal molar mass (g mol -1 ); ρ site is the metal surface site density (e.g., 14.7, 15.4, 16.3 atom nm -2 for copper, nickel and iron, respectively [27]); d is average particle; ρ metal is the metal density (8.96, 8.908 and 7.874 g cm -3 for copper, nickel and iron, respectively); N is the Avogadro constant (6.02×10 23 mol -1 ).

For the bimetallic catalysts, the copper and nickel surface site densities were estimated using the average Cu/Zn and Ni/Zn atomic ratios that were determined from EDS analyses.

3. The catalytic selectivity to butenes and to butane was evaluated as follows: Besides the study of deposition-precipitation of transition metals ions, the crystallite structure and the catalytic performances of TiO 2 -supported monometallic samples are also explored in this chapter. This will help us to better distinguish the function of each metal in the bimetallic Cu-Zn/TiO 2 and Ni-Zn/TiO 2 catalysts for selective hydrogenation reaction, i.e.

𝑆𝑒𝑙𝑒𝑐𝑡𝑖𝑣𝑖𝑡𝑦 𝑡𝑜 𝑏𝑢𝑡𝑒𝑛𝑒𝑠 % = 𝐵𝑢𝑡𝑒𝑛𝑒𝑠 𝑜𝑢𝑡𝑙𝑒𝑡 𝐵𝑢𝑡𝑒𝑛𝑒𝑠 𝑜𝑢𝑡𝑙𝑒𝑡 + 𝐵𝑢𝑡𝑎𝑛𝑒 𝑜𝑢𝑡𝑙𝑒𝑡 × 100 𝑆𝑒𝑙𝑒𝑐𝑡𝑖𝑣𝑖𝑡𝑦 𝑡𝑜 𝑏𝑢𝑡𝑎𝑛𝑒 % = 𝐵𝑢𝑡𝑎𝑛𝑒 𝑜𝑢𝑡𝑙𝑒𝑡 𝐵𝑢𝑡𝑒𝑛𝑒𝑠 𝑜𝑢𝑡𝑙𝑒𝑡 + 𝐵𝑢𝑡𝑎𝑛𝑒 𝑜𝑢𝑡𝑙𝑒𝑡 × 100
which one could be the main active metal and which one would be the promoter or the modifier. The catalytic results over the monometallic Cu/TiO 2 and Ni/TiO 2 and Zn/TiO 2 catalysts will also help at selecting the appropriate catalytic conditions (e.g., metal loading)

for the further study of the TiO 2 -supported bimetallic catalysts. Besides that, in a previous study, Derrouiche et al [1] of Cu/ZnO catalysts showed that metallic Cu particles were formed after sample reduction at 280 o C, and that they transformed to intermetallic Cu-Zn particles at higher reduction temperature to form Cu 3 Zn 1 alloy at 350 o C. Thus in this chapter, we also study the Ni/ZnO system to determine whether Ni-Zn alloy can be also evidenced.

In this chapter, the DPu preparation of monometallic catalysts i.e., Cu, Zn and Ni supported on TiO 2 or ZnO, and their catalytic performances for selective hydrogenation of butadiene are studied.

Preparation of monometallic catalysts

A series of supported Cu, Zn and Ni catalysts were prepared by depositionprecipitation with urea using the same duration of 20 h (see Section 2 in Chapter 2, Experiment I) according to the following procedure: 300 mL of distilled water and 3 g of support TiO 2 P25 Evonik (80% anatase and 20% rutile, 50 m 2 g -1 ) or ZnO (Kadox, 8 m 2 g -1 )

were introduced into a double-wall reactor. The mixture was heated at 80 o C. Given amounts of metal precursors (i.e., Cu

(NO 3 ) 2 •3H 2 O, Zn(NO 3 ) 2 •6H 2 O and Ni(NO 3 ) 2 •6H 2 O) were
dissolved into the aqueous suspension in order to achieve the desired nominal metal loadings.

The initial pH of the preparation solution was 3~4, depending on the acid-base properties of the metal precursor. After addition of a large excess of urea CO(NH 2 ) 2 (Sigma-Aldrich) (i.e.

[urea]/[metal] ≥100), the mixture was stirred at 80 o C in the closed reactor for 20 h. The solid was separated from the liquid phase by centrifugation and subsequently repeatedly washed with distilled water and centrifuged (three times). Then the samples were dried under vacuum at room temperature for 24 h (so-called as-prepared sample). Cu/TiO 2 with different Cu loading (i.e., 1, 2, 2.5, 3 and 5 wt%), Zn/TiO 2 with 2.5 wt% Zn loading, Ni/TiO 2 with 2.5 and 0.5 wt% Ni loading, Ni/ZnO with 5 wt% and 0.5 wt% Ni loading were prepared.

The pH evolution during the preparation of 2.5 wt% Cu, Zn, Ni/TiO 2 were recorded every 5 min during the first 5 h of DPu from an initial pH of the preparation solution adjusted to ~2 by adding 0.5 M HNO 3 (Experiment II). In addition, the evolution of the metal loading on TiO 2 as a function of time and pH was studied during the sample preparation (using 3 g of TiO 2 in 300 mL). Aliquots of 40 to 50 mL of suspension were withdrawn at different pHs, and treated as above, i.e., centrifuged, washed and dried before chemical analysis.

Specially, in the Cu/TiO 2 study, the pH evolution of the aqueous solutions (100 mL) containing only urea (8.2×10 -1 mol L -1 ) or urea and copper (8.2×10 -3 mol Cu L -1 , i.e., equivalent to 5 wt% Cu on TiO 2 ) or urea and TiO 2 (1 g) was recorded during heating at 80 °C, as references. Besides that, to study the nature of the Cu precipitate formed in solution during DPu, aliquots of solution containing the precipitate arising from the solution of urea and Cu heated at 80 °C, were withdrawn after 50 and 200 min of heating (Experiment III). After centrifugation, the precipitate was dried under vacuum but without washing because of the too small amount gathered.

To complement Experiment II on Cu loading evolution as a function of pH, a second series of Cu/TiO 2 samples was prepared with the same nominal Cu loading (2.5 wt%) but with different DPu durations, 3, 5, 6, 7 and 20 h (Experiment IV). The procedure of sample preparation was the same as above, except the DPu time. Here, aliquots of 40 to 50 mL of suspension were withdrawn after the different DPu durations, followed by centrifugation, washing and drying under vacuum at room temperature.

Monometallic Cu/TiO 2 Catalysts

Studies on the deposition of Cu(II) on titanium oxide are not abundant in the literature on TiO 2 surface has also be explained by different models i.e., bidentate innersphere [4,11] (Eq. 3-1) and monodentate inner-sphere [5][6][7] (Eq. 3-2).

……. Eq. 3-1 ……. Eq. 3-2

Besides that, DPu of Cu has also been recently performed on titania in association with gold to prepare bimetallic Au-Cu particles [14,15]. It was found that Cu (around 1 wt %) could be easily and quantitatively deposited on titania. However, no detailed study was performed to investigate the mechanism of DPu of copper on TiO 2 .

From a catalytic point of view, copper is an interesting metal for various types of reactions such as water-gas-shift reaction [16,17], methanol synthesis [18][19][20], propene epoxidation [21][22][23], alcohol oxidation [24,25] and selective hydrogenation of CO 2 [26] and of furfural [27]. Only few explorations have been performed on the catalytic property of supported Cu-based catalysts for selective hydrogenation of unsaturated hydrocarbons [28][29][30][31].

Thus, the genesis of Cu/TiO 2 samples with different Cu loadings prepared by deposition-precipitation with urea, i.e., the evolution of both the pH, the Cu loading and the nature of supported species was investigated, then the consequence on the metal particle size after reduction and on the catalytic properties in selective hydrogenation of butadiene performed in excess of propene. This reaction can be considered as a model reaction that mimics the challenging industrial process of catalytic purification of alkene cuts from diene impurities, a reaction already studied in our laboratory over other catalytic systems.

Cu deposition-precipitation process

The XRF analyses of the as-prepared Cu/TiO 2 samples after 20 h DPu with different Cu loadings show that around 80% of Cu was deposited on the TiO 2 support during the DPu process (Table 3- Eq. 3-3 

Cu loading at different final pHs

To determine the evolution of the Cu loading during the DPu preparation of the 2.5 wt% Cu/TiO 2 sample, aliquots of the suspension were withdrawn at different pHs and times (see Experimental Section), and the Cu loadings on TiO 2 surface were measured by XRF after sample washing and drying (Figure 3-3). From Figure 3-3, it appears that most of the Cu is deposited on TiO 2 below pH 6, which is the PZC of TiO 2 , i.e., before 2.2 h of DPu. This was a surprising result since at pH below the PZC, both the Cu complexes and the titania surface are supposed to be positively charged and not supposed to interact, and it is known at least for the Ni/SiO 2 system also prepared by DPu [33,34] that cationic Ni complex deposition starts at pH above the PZC of silica when silica surface is negatively charged. It may be also noted that the color of the suspension changed during DPu; it was initially bluish at pH=3.0, green from pH~4.0 to 6, i.e., between 1 and 2.2 h of DPu and finally gray-green at pH ~7 after 7 h of DPu (Table 3-2). Figure 3-3 and Table 3-2 also show that all the copper is already deposited within 3 h since the loading does not vary any more for longer time, but that the sample color change from green to gray after 7 h of DPu occurs while the Cu loading had already reached a maximum. 

pH evolution of the mixture solution during deposition-precipitation process

Since the key point in the DPu process is to gradually increase the concentration of precipitating agent in the solution [35], the pH evolution of the suspension was monitored as a function of DPu time. water mixtures (i.e., 2, 2.5, 3 and 5 wt% Cu), one can see in Figure 3-4 that the pH curves initially behave the same way as curve B3 (urea/ TiO 2 / water), then exhibit differences in the pH range 3.5-6. The differences of shape and time shift of the pH curves increase as the copper concentration increases. During these experiments, a change in the color of the suspension from whitish to green was observed at pH close to 4 as reported in Table 3-1.

These pHs slightly vary with the Cu concentration, and coincide with the pH values of the inflexion points of the pH curves. For the suspension corresponding to 5 wt% Cu DPu (8.2×10 -3 mol L -1 ) (pink curve), the inflexion point is much more visible, and induces a marked delay in the further increase of pH. To some extent, it compares with the shape of curve B2 (5 wt% Cu 2+ / urea), but the presence of TiO 2 induces a time delay before pH starts increasing, and lowers the pH of the inflexion point from ~5.2 to ~4.5; this will be discussed in the part 3.4. In addition, the color of the 5 wt% Cu DPu suspension which was deep green from pH 3.7, turned gray when pH reached 5.5; this later color change was not observed with the other three samples, as they remained green in the first 5 h of the DPu process. Note however that for longer DP time (20 h), they also tend to turn grayish except for the lower Cu loadings (Figure 3-2). (Cu/ urea/ TiO 2 mixture) for different nominal Cu loadings: 2, 2.5, 3 and 5 wt% Cu and of three aqueous solutions or suspension containing, 5 g urea (B1); 5 wt% Cu and 5 g urea (B2) and 1 g TiO 2 and 5 g urea (B3).

Characterization of the Cu/TiO 2 samples prepared by DPu

As mentioned above, the color of the as-prepared samples changes from green to gray depending on the Cu loadings (Figure 3-2); this indicates the presence of at least two different Cu species on the TiO 2 surface. Attempts to identify the nature of the Cu species on TiO 2 were performed through their characterization by different techniques. XRD was performed first on the as-prepared samples (Figure 3 show the same bands at 1430 and 1340 cm -1 that can be attributed to the 4 and 2 ONO 2 -stretching vibrations of copper hydroxynitrate according to Pereira et al [37].

XRD

These bands cannot arise from malachite-type hydroxycarbonate, Cu 2 (CO 3 )(OH) 2 since CO 3 stretching vibrations must appear at 1506 and 1388 cm -1 according to Kondrat et al [38]. The green precipitate was analyzed by TEM and shows large particles between 0.5 and 1 m (Figure 34567). Our conclusion is that the green Cu compound in the precipitate is copper hydroxynitrate, and it is unstable, and decomposes into CuO when pH increases at 80 o C; the low stability of copper hydroxynitrate was also mentioned by Pereira et al [37].

Hence, it can be proposed that the green color of the Cu/TiO 

UV-Visible

Figure 3-8a displays the UV-visible spectra of the as-prepared Cu/TiO 2 samples with different Cu loadings after 20 h of DPu. The contribution of TiO 2 was removed from the spectra using TiO 2 as a reference for the baseline. One can distinguish two types of spectra, those corresponding to low Cu loadings (<1.6 wt%) and those corresponding to high Cu loadings (>1.6 wt%).

The spectra of the low loaded samples are composed of an absorption band around 420 nm, and a broad one in the 600-1200 nm region that can be assigned to Cu(II) d-d transition [39,40]. A band around 400 nm has been observed in numerous systems consisting of transition metal ions doping titania or at the surface of titania, and attributed to a band of interfacial charge transfer (IFCT) from the O 2p valence band of TiO 2 to M x+ ions [41][42][43][44][45][46]. This band assignment has been very recently confirmed by Platanitis et al [47] in a study on Mo/TiO 2 catalysts combining experimental and theoretical study at the molecular level. This study convincingly rationalizes the relationship between the presence of the band of charge transfer from titania surface oxygen to metal (Mo) in UV-visible spectra and the establishment of a Ti-O-Mo bridge, i.e., the formation of an inner sphere complex between the Cu 2+ complexes and the surface oxygen of titania. One may wonder whether this Ti-O-Cu bonding occurs in solution during DPu preparation or during the drying step.

To attempt to answer this question, the UV-visible spectra of a series of wet DPu Cu/TiO 2 samples (those prepared for different durations, Table 3-2) were recorded. The spectra displayed in Figure 3-8b show that the band at 420 nm is already present in the wet samples, and seem to increase in intensity with the DPu duration, and to be stronger after drying at RT (Figure 3-8c). In addition, Figure 3-8a shows that the spectra of the low loaded samples are similar to the spectrum of the mechanical mixture of Cu 2 (OH) 3 NO 3 and TiO 2 corresponding to 1.5 wt% Cu.

This observation is again a good indication of the presence of Cu 2 (OH) 3 NO 3 in the low loaded green samples.

For the highly loaded samples (>1.6 wt% Cu), an additional broad band in the range 450-800 nm in the spectra appears and grows up with the Cu loading, with roughly the same shape and position as the one of the CuO-TiO 2 mechanical mixture (1.5 wt% Cu) in Figure 3 

TPR

The reduction behavior of the as-prepared Cu/TiO 2 samples (20 h of DPu) was studied by TPR (Figure 3 The two TPR peaks should thus correspond to the reduction of two different Cu II species. Several groups [49][50][51][52] also found more than one reduction peak in the TPR profile of oxide-supported Cu samples. There is a general agreement to propose that large and crystallized CuO particles reduces at higher temperature than smaller CuO particles or dispersed Cu II species in strong interaction with the oxide support. Their reduction temperature, ~175 o C (Figure 3456789), which is far lower than the one of bulk CuO (280 o C) [48], could be interpreted as an effect of interaction between CuO and TiO 2 surface [51,53] and/or smaller CuO particle size [54]. Accordingly, the two reduction peaks in Figure 3 

TEM study of the metal particle size in Cu/TiO 2 samples

The sizes of metallic Cu particles in the Cu/TiO 2 samples prepared for 20 h were estimated by TEM (Figure 3-10) after reduction under H 2 at 350 o C, and transfer into the microscope without air contact (See Experimental). It must be mentioned that TiO 2 support has wide particle size distribution with largest size around 50 nm and smallest ones around 10 nm (not shown). The average particle size was deduced from the particle size distributions, also shown in Figure 10. In the 0.88 wt% Cu/TiO 2 sample, only very small metallic Cu particles (< 1 nm) are present (Figure 3-10a); they are visible on the edges of the TiO 2 particles in the TEM images. In the 1.55 wt% Cu/TiO 2 sample, in addition to small particles, particles with larger size (around 3 nm) are also observed on the TEM images (Figure 3-10b).

For the 4.24 wt% Cu/TiO 2 sample (Figure 3-10c), the Cu particle size distribution is more complex. Firstly, only few particles with size ~6 nm can be found, which is surprising for a sample with such high Cu loading (~4.24 wt%). To deepen the analysis, dark field imaging and CuO, respectively. To summarize, the sample with high Cu loading contains particles smaller than 1 nm, particles around 4 nm and large particles around 15 nm, resulting in a wide particle size distribution. 

Selective hydrogenation of 1,3-butadiene

The evolution of the 1,3-butadiene conversion with temperature over the series of Cu/TiO 2 samples prepared for 20 h is presented in Figure 3-11a. One can see in Figure 3-11b that butadiene is transformed only into butenes up to T 100% (minimum temperature corresponding to 100% butadiene conversion; note that this is an approximate temperature, and that it is possible that the real one is at a temperature between it and the one of the former measurement). A low amount of butane starts to be formed above these temperatures while propene also starts hydrogenating with a very low conversion (<2%, Figure 3-11c).

Intuitively, one could have expected that the conversion curve and T 100% will gradually shift to lower temperature as the Cu loading increases (Figure 3-11a). Although the sample containing the lowest Cu loading (0.88 wt%) is the least active and the one containing the highest loading (4.24 wt%) is the most active, the evolution of T 100% of the samples with intermediate Cu loadings seems erratic. However, the calculation of the activity of the catalysts at 60 °C expressed per mass unit of copper shows a decrease as the Cu loading increases (Figure 3 -12). This is consistent with the fact that the Cu particle size also increases when the Cu loading increases.

Finally, an experiment was performed in isotherm at 105 °C to test the stability of three Cu/TiO 2 catalysts (0.88, 1.55 and 2.5 wt%), using the same mass of Cu (13.9 ±1 μmol) in 100 mg of catalytic bed thanks to physical mixing of Cu/TiO 2 and TiO 2 , to operate with the same contact time. Figure 3-13 shows that the butadiene conversion of the 0.88 wt% Cu/TiO 2 catalyst was 100% during the first 1 h of reaction, then decreased to around 10% in the following 3 h with a rate of 19 ppm min -1 . For the 1.55 wt% Cu/TiO 2 sample, butadiene conversion was also 100% at the beginning of the reaction, but it quickly decreased to around 5% after 2.5 h with a rate of 28 ppm min -1 . Initial butadiene conversion of the 2.5 wt% Cu/TiO 2 sample was slightly lower than 100% and declined still more sharply to around 2% during the first 1.5 h with a rate of 44 ppm min -1 . 

Discussion

The evolution of the Cu loading on titania as a function of pH and of the deposition time reported in Figure 3 Note that the oxygen of Ti 3 O is not protonated (logK 3 = -3.96) [58] and that the TiO sites are negatively charged (TiO -0.35 , Eq.3-6) even at pH lower than 3, based on experimental results of Bourikas et al [57].

We can therefore propose that at the very beginning of the DPu preparation, i.e. at pH<4 before precipitation starts (Figure 3 However, Cu 2 (OH) 3 NO 3 is more stable on titania than in the absence of support since the Cu/TiO 2 suspension (<3 wt% Cu) remains green after 5 h of DPu whereas it turns blackish without support (Table 3-1). The grayish color taken by the sample during DPu when more Cu is deposited (4.24 wt% Cu) (Table 3-1) or when DPu duration increases (Figure 3-2 and Table 3-2), which is due to the presence of large particles of CuO can be explained as follows.

It probably initially results from a phenomenon of Ostwald ripening of the Cu 2 (OH) 3 NO 3 particles during DPu as the particle size of metallic Cu increase with DPu time (Figure 3-5b).

In addition, very small Cu° particles were also observed by TEM (Figure 3 [64] showed that in the case of a parent system, Ni/TiO 2 , NiTiO 3 was detected by EXAFS after calcination but at temperature higher than 600 °C and only when the samples were prepared by impregnation (not by cation adsorption).

From this discussion, one can now propose an interpretation for the TPR profiles (Figure 3456789). The first TPR peak can be attributed to the reduction of small NPs of The catalytic results can now be discussed to the light of these characterization results.

Figure 3-12 shows that the sample containing 0.88 wt% Cu, which has the smallest metallic particle size, exhibits the highest catalytic activity. It is interesting to note that the activity is almost 4 times higher (25 μmol s -1 g Cu -1 ) than that of 1.1 wt% Au/TiO 2 catalyst tested in the same conditions [65] (4.5 μmol s -1 g Au -1 ) (or twice as much active if activity is expressed per mol metal ), which is also a highly selective catalyst at full conversion of butadiene. Note that compared to Pd, the reference catalyst in industry, copper is less active, but its cost is also much lower and its selectivity to butenes is high at 100% conversion of butadiene. The activity of the Cu/TiO 2 catalysts decreases as the Cu loading and the particle size increase.

One can also note that the activity clearly decreases between the 1.55 wt% Cu/TiO 2 sample and the 1.62 wt% one although the loadings are very close (Figure 3-12). As reported before, the 1.55 wt% Cu/TiO 2 sample is green before reduction whereas the 1.62 wt% one is gray (Figure 3-2). Although metal particle sizes have not been determined for these samples, one can explain the different activities by the fact that the green 1.55 wt% sample contains no or less CuO than the 1.62 wt%, and therefore should contain smaller metal particles after reduction, resulting in a noticeable increase in activity. The stability experiment reported in Figure 3-13 shows that the rate of deactivation increases as the Cu loading increases.

According to former works on Cu catalysts [66,67] oligomerization with the formation of "green oil" is responsible for deactivation. XRD (Figure 3-14) and thermogravimetry comparing the weight loss of the Cu/TiO 2 sample after stability test at 105 °C for 20h with a fresh one (Figure 3-15) confirm these results, i.e., no apparent change in metal particle size and an important weight loss during calcination of the spent catalyst. One can tentatively propose that the higher catalytic stability of the Cu/TiO 2 catalyst containing the smaller particle size may result from the presence of smaller Cu ensembles on which oligomerization reaction takes place. In a way, this interpretation is consistent with a recent study that showed that atomically dispersed Pd on graphene was very stable in selective hydrogenation of butadiene against deactivation compared to Pd nanoparticles [68]. Since the large Cu 0 particles result from the presence of CuO in the as-prepared catalysts and since their presence induces lower activity in butadiene hydrogenation, and stronger deactivation, the catalytic results underline the fact that the formation of CuO must be avoided during the deposition-precipitation process in order to achieve high catalytic performance. In order to verify this conclusion, an additional catalytic experiment was performed on the green sample with 2.1 wt% Cu obtained after 3 h of DPu, (Table 3-2). In Figure 3-16, the catalytic performance is compared to that of a gray sample with the same Cu loading (2.05 wt% Cu) but obtained after 20 h of DPu. The results clearly show that the green sample containing smaller Cu particles after reduction is more active than the gray one. 

Conclusions

In this contribution, the preparation of Cu/TiO comparison with Cu 2+ (Figure 3-3), Zn 2+ deposition occurs at higher pH that is in agreement with the theoretical prediction (Figure 2-4) in Chapter 2, that showed that the solubility of Zn(OH) 2 (4.1×10 -17 mol L -1 ) was higher than that of Cu(OH) 2 (2.0×10 -19 mol L -1 ) at room temperature [69]. As in the case of the deposition of Cu 2+ , a large amount of Zn 2+ is deposited on TiO 2 surface at pH lower than the PZC of TiO 2 (~6), as discussed above for Cu/TiO 2 samples. Considering that the pH (OH -concentration) of the preparation mixture is directly related to the hydrolysis and deposition-precipitation of Zn 2+ , the pH evolution during the DPu 2.5 wt% Zn/TiO 2 preparation was monitored (Figure 3-18). In Figure 3-18, the pH increased fast in the first 30 min of preparation, i.e., from the initial pH 2 to pH 4.5, because the OH -ions formed by the urea decomposition neutralized fast the excess of H + in the preparation mixture solution. After that, the pH increase slowed down, and it indicates that the consumption of OH -ions becomes fast. Since the TiO 2 surface is stable in solution (no dissolution), the slower increase of pH could be attributed to the OH -consumed by the deposition of Zn 2+ on the TiO 2 surface as it was observed for Cu/TiO 2 preparation (Figure 3 The reduction behavior of Zn/TiO 2 was studied by TPR (see Section 3 of Chapter 2).

Considering the fact that ZnO is not stable when the reduction temperature becomes higher than 550 o C [70][71][72][73], and to avoid the contamination of the TPR equipment with volatile Zn, the maximum temperature for the TPR test was set at 550 °C. No visible reduction peak was observed (TPR not shown), which indicates that Zn 2+ cannot be reduced in this temperature range. Similar result was observed by Kam et al [74] with no ZnO reduction peak up to 400 o C, and Turco et al [75] also showed that ZnO seems to be reduced at temperature as high as 650 o C.

Selective hydrogenation of 1,3-butadiene over Zn/TiO 2 catalyst

The catalytic activity of 2.5 wt% Zn/TiO 2 (100 mg, sieve fraction 125-200 μm) in the selective hydrogenation of butadiene was studied following a temperature-programmed procedure (Figure 3 Compared with the 2.5 wt% Cu/TiO 2 catalyst (Figure 3-11), which shows a much higher activity with T 100% at around 75 o C and a high selectivity to butenes after activation at 350 o C, it will be interesting to investigate how the addition of Zn with the preparation of the bimetallic catalyst will modify the catalytic properties of copper (see Chapter 4). The second catalytic test was performed with 100 mg of a mixture containing 5 mg of 2.5 wt% Ni/TiO 2 and 95 mg of TiO 2 (Figure 3-22b). As for the first test, the temperature increased quickly from 26 o C to ~90 o C when the gas mixture was introduced into the reactor at room temperature, and similar catalytic results were obtained.

Catalytic performance of 0.5wt% Ni/TiO 2 sample

The nickel loading was therefore reduced to 0.5 wt%, and the catalytic performances were first tested at RT with a mixture of 10 mg of 0.5 wt% Ni/TiO 2 diluted with 90 mg of TiO 2 after calcination at 400 o C and activation at 450 o C for 2 h. The temperature of the reactor only slightly increased from 25 to around 30 o C when the gas reactants were introduced. Figure 3-23a shows that at this temperature, the sample showed high activity with an initial butadiene conversion close to 100% (butadiene concentration ~100 ppm) and a rather low selectivity to butenes (~80%). However, in the first 6 h of reaction, the butadiene conversion dropped down to ~33% (butadiene concentration ~2000 ppm), then it stabilized to reach a conversion of ~26% (butadiene concentration ~2200 ppm) after 9 other hours of reaction. After 15 h of reaction at room temperature, the temperature of the reactor was increased from room temperature to 115 o C with a rate of 1 o C min -1 . Figure 3-23b shows that the butadiene concentration decreased as temperature increased and a full butadiene conversion (T 100% ) was achieved around 60 o C. At temperature lower than T 100% (Figure 3- 24), butadiene was hydrogenated to butenes (~90%) with small amount of alkane formed (~10%) indicating that Ni catalysts are able to provide rather good selectivity to alkenes. Based on these preliminary results, it can be concluded that monometallic Ni/TiO 2 is very active in hydrogenation of butadiene at low temperature, but it deactivates fast. Once it is partially deactivated, it can provide rather good selectivity to alkenes. The catalyst with 0.5 wt% Ni loading will be more suitable for the evaluation of the catalytic performances of bimetallic Ni-Zn/TiO 2 samples than the one with 2.5 wt% loading. Nevertheless, a Ni-Zn/TiO 2 catalyst containing a higher Ni loading could be used for easier characterization during sample preparation.

Monometallic Ni/ZnO catalysts

The exploration of the possible formation of Ni-Zn alloy after Ni/ZnO sample reduction was examined with a sample containing ~5 wt % Ni, prepared by DPu, as in the previous study on Cu/ZnO by Derrouiche et al [1]. A 0.5 wt % Ni/ZnO sample was also prepared by DPu, and its catalytic performances (activity, selectivity and stability) were evaluated after reduction at different temperatures.

The metal loadings in these two as-prepared Ni/ZnO samples were measured by XRF (see Section 3 in Chapter 2) (Table 3-4). As in the case of Ni/TiO 2 , most of Ni 2+ has been deposited on the ZnO surface after 20 h of DPu . The reduction behavior of Ni 2+ in the as-prepared and calcined 5 wt % Ni/ZnO samples were studied by temperature programmed reduction with a heating rate of 7.5 o C min - 1 (see Section 3 in Chapter 2). In Figure 3 Except for the samples reduced at 280 o C, the results in Figure 3-29A show that the calcined catalysts have a lower butadiene 100% conversion temperature (T 100% ), thus a higher catalytic activity, than the corresponding as-prepared ones. (i.e., >90% selectivity to butenes at T <T 100% , Figure 3-24). From Figure 3-29C, one can note that at high butadiene conversion, the calcined samples provide more alkanes than the asprepared ones, and that both the as-prepared and calcined catalysts have higher selectivities to alkanes after reduction at 300 o C than at 280 o C and 450 °C.

After reduction at various temperatures (i.e., 280, 300 and 450 o C), the catalytic stability of calcined samples was monitored at specific reaction temperatures corresponding to initial butadiene conversion around 80% for 20 h. 

Conclusion

In this chapter, the deposition-precipitation behavior of transition metal ions (i.e., Cu, Zn and Ni) on TiO 2 support was studied during deposition-precipitation with urea (DPu) preparation, and the catalytic performances of the resulting supported monometallic catalysts were explored in the selective hydrogenation of butadiene reaction in the presence of an excess of propene. According to the experimental results, it was found that the pH required for completing deposition-precipitation of transition metal ions is 5. and a more active catalyst than monometallic gold [8].

On the other hand, using density functional theory (DFT) calculation, Studt et al [9] predicted that Cu-Zn alloy could have a higher selectivity than metallic Cu in acetylene hydrogenation. Moreover, although the promotional role of Zn on the catalytic activity and selectivity of supported Cu catalyst has been studied in catalytic reactions such as methanol synthesis [10][11][12][13], water-gas shift reaction [14] and methanol steam reforming [15], the effect of alloying Cu with Zn on the catalytic stability of Cu has not been experimentally verified up to now, especially, in the reaction of selective hydrogenation of alkynes and alkadienes. As a result, it is worth to investigate whether adding Zn to Cu will improve the catalytic stability during reaction. Thus, the aim of this chapter is to prepare supported bimetallic Cu-Zn catalysts with the goal of trying to obtain well dispersed Cu-Zn nanoalloy particles, to characterize the metal particles and to evaluate their catalytic performance in the selective hydrogenation of butadiene.

Regarding the synthesis of Cu-Zn nanoalloy, the alloy phase diagram of bulk Cu-Zn system (Figure 4-1) has to be first examined. -The effect of the addition of Zn to Cu/TiO 2 catalyst on the catalytic performance, including activity, selectivity to alkenes and stability.

-The influence of the catalyst preparation method (i.e., DPu and DP8) on the nanoparticle size, dispersion and catalytic performance.

Catalysts preparation

Monometallic Cu/TiO 2 and Zn/TiO 2 and bimetallic Cu-Zn/TiO 2 catalysts were prepared using the method of DPu procedure described elsewhere [17] and depositionprecipitation at fixed pH (i.e. 8). Briefly, for the DPu procedure, 3 g of support (TiO 2 P25

Evonik) dispersed into 300 ml distilled water were mixed with the appropriate amount of All of the samples were further dried under vacuum at room temperature for 24 h (asprepared sample).

Monometallic Cu/TiO 2 and Zn/TiO 2 samples were prepared with a 2.5 wt% nominal metal loading by both methods. Bimetallic CuZn 3:1 and 1:1/TiO 2 catalysts were prepared to achieve 2.5 wt% Cu and 0.8 wt% Zn and 2.5 wt% Cu and 2.5 wt% Zn, respectively. Before characterization or reaction, the catalysts were calcined at 400 °C for 2 h with a temperature ramp of 5 °C min -1 , under flowing air (100 mL min -1 ), and reduced at 350 °C for 2 h (temperature ramp of 2 °C min -1 ) under flowing H 2 (100 mL min -1 ) .

Results and discussion

XRF study of metals deposition-precipitation behavior

The evolution of the metal loadings as a function of pH/time for a representative DPu and DP8 sample (nominal 2.5 wt% Cu and Zn loadings, Cu/Zn=1) was studied by extracting the Cu-Zn/TiO 2 solids from the suspensions at different pHs/time. The metal loadings in the as-prepared samples were determined by XRF and presented in Figure 4-2.

It appears that the deposition-precipitation of copper and zinc is not coincident in the case of the DPu process (Figure 4-2A) as copper is deposited first on TiO 2 surface and almost completely at pH around 5, whereas zinc starts to deposit at pH above 5 to finally reach complete deposition at pH around 7.5. This was also previously observed in the case of homogeneous precipitation of ternary Cu/ZnO/Al 2 O 3 using urea as the precipitating agent [18], showing that the precipitation of Cu(II) and Zn(II) proceeded stepwise, with Cu(II) hydrolysed first then Zn(II) during the pH increase, and the final compound in the as-prepared samples consisted mainly of aurichalcite, (Cu,Zn) 5 (CO 3 ) 2 (OH) 6 . The formation of the latter compound resulted from the dissolution-reprecipitation of amorphous Cu(OH) 2 assisted by Zn(II) [18]. Considering the principle of DPu method described in the literature [19][20][21][22], the solubility difference between copper (log*K s 0 = 8.85) [23][24][25] and zinc hydroxide (log*K s 0 = 12.0) [23,24] could be responsible for the sequential deposition-precipitation behaviour of Cu 2+ and Zn 2+ . However, because of the low metal loadings employed in this work, and maybe also because the compound was amorphous, it was not possible to identify the phase(s)

present at the end of the preparation process by XRD.

Consequently, a pH above 7.5 is required to simultaneously precipitate/deposit copper and zinc. This is confirmed by the results obtained for the sample prepared at pH ~8 (DP8) (Figure 4-2B), which show that the major part of both metals is deposited concurrently within the first hour of the process. 

UV-Visible study of calcined Cu-Zn/TiO 2 catalysts

The UV-Visible spectra obtained for the calcined DPu and DP8 samples are presented in Figure 4-3A, B. The contribution of the support was removed by using TiO 2 as the baseline for the UV-visible spectra. The Zn/TiO 2 spectrum shows an absorption band with a maximum at 370 nm (spectrum 5 in Figures 4-3A), which is characteristic of ZnO whose band gap is at 3.35 eV [26]. However, this band cannot be observed in the DPu or DP8 CuZn 3:1 and 1:1/TiO 2 samples (spectra 2 and 3 in Figures 4-3A, B) which may mean that these samples do not contain bulk ZnO. The spectra of the DPu and DP8 Cu/TiO 2 (spectrum 1 in Figures 4-3A and B) show two bands: one is at ~430 nm, previously observed for Cu/TiO 2 samples [27] and attributed to the interfacial charge transfer (IFCT) from the O 2p valence band of TiO 2 to M x+ ions, such as Cu 2+ [28][29][30], V 5+ [31], Mo 2+ [32], Fe 3+ [33]. Another broad band is visible in the 600-1000 nm region and could be assigned to the Cu(II) d-d transition band [34][35][36]. These two bands are visible in all the Cu/TiO 2 and Cu-Zn/TiO 2 samples, whatever the preparation method. Moreover, in the DPu samples, there is an additional band in the range 450-800 nm that can be assigned to the presence of CuO [17,27,37].

400 500 600 700 800 900 1000 1100 1200 4-2. It was found that Zn loadings in both catalysts after reduction at 280 and 350 o C stay around ~2.0 wt%, which were similar to that in the as-prepared and calcined samples, however, they decreased to ~0.4 wt% when the reduction temperature increased to 550 o C. Meanwhile, it was also observed that the inner wall of the rector at the outlet of the oven turned gray after sample reduction at 550 o C. A similar phenomenon of Zn deposition was observed by Yao et al [38] at the outlet of an oven in a reactor opened to air during thermal evaporation of pure metallic Zn at 1100 o C.

Based on this result, it can be concluded that it is compulsory to carry out catalyst reduction at temperature lower than 550 o C. 

Reduction behavior of calcined Cu-Zn/TiO 2 catalysts

Temperature programmed reduction under H 2 (TPR-H 2 ) was performed on the calcined DPu and DP8 samples and the results are presented in Figure 4-4. Firstly, the calcined DPu Zn/TiO 2 sample (2.5 wt% Zn) does not exhibit any reduction peak up to 550 °C, which agrees with previous articles [39,40] that reported that bulk ZnO reduction occurs at temperature as high as 650 o C [41][42][43][44]. Note that the TPR in this study was stopped at 550 °C to avoid the contamination of the TPR equipment by the volatile Zn 0 . The copper species in the monometallic Cu/TiO 2 DPu and DP8 samples are reduced below 200 °C. In both cases, two close reduction peaks are visible, and could correspond to the reduction of Cu (II) species highly dispersed onto the support for the low temperature peak and to CuO for the high temperature one, respectively [27,45]. In the case of the bimetallic Cu-Zn/TiO 2 samples, a general feature is that the temperature of the maximum of the reduction peaks increases with the introduction of Zn, whatever the preparation method. This was previously observed by Shi et al [46] in the case of Cu-Zn/SiO 2 samples and could be ascribed to the interaction between the two metals. According to thermodynamic calculations performed by Jung et al [47], part of ZnO could be reduced by forming alloy with Cu in the temperature range 250-350 o C in CO or methanol environment. A schematic model of the Cu-Zn alloy formation in the temperature range 120-600 o C in CO/H 2 gas mixture was proposed by Grunwaldt et al [48].

But in none of these papers, the structure of Cu-Zn alloy was identified. Derrouiche et al [17] showed that Cu 3 Zn alloy was obtained after reduction of Cu/ZnO at 350 o C. Based on the TPR data and the study of Derrouiche et al [17], the temperature of 350 °C was selected for the sample reduction in this study to favor alloy formation. Cu 0.9 Zn 0.1 ) could be estimated according to the Vegard's law. Moreover, Pearson et al. [49] confirmed that the crystal lattice distance varies linearly with the Cu-Zn alloy composition when the Zn content is lower than 40% in the alloy particle. The crystallite sizes evaluated using Scherrer's equation are 20, 25 and 18 nm for the DPu Cu, CuZn 3:1/TiO 2 and CuZn 1:1/TiO 2 , respectively. In the case of the DP8 catalysts (Figure 4-5B), no diffraction peak of metallic Cu or Cu-Zn alloy was observed, whatever the sample, which indicates the presence of small crystallites.

Figure 4-5: XRD diagrams of the calcined-reduced DPu (A) and DP8 (B) samples: 1, Cu/TiO 2 ; 2, CuZn 3:1/TiO 2 ; 3, CuZn 1:1/TiO 2 and 4, bare TiO 2 support. ► Anatase TiO 2 (JCPDS: 01-084-1286); ◄ Rutile TiO 2 (JCPDS: 01-086-0147); Cu 3 Zn alloy peak position from JCPDS: 03-065-6567; metallic Cu peak position from JCPDS: 01-070-3038.

UV-Visible study of calcined then reduced Cu-Zn/TiO 2 catalysts

The 

EDS study of calcined Cu-Zn/TiO 2 catalysts

The EDS measurements were performed on particles with size range below 5 nm, and the results presented in 

Catalytic results -Butadiene selective hydrogenation

The catalytic performances of the DPu and DP8 samples are depicted in Figure 4-10 for the temperature programmed reaction (TP-Reaction).

Table 4-3: Catalytic properties of DPu and DP8 samples

The monometallic Cu/TiO 2 catalysts are the most active, with a temperature of full conversion of butadiene (T 100% ) of 75 °C, whatever the preparation method, whereas the Zn/TiO 2 catalyst does not present any activity in the temperature range 30-150 o C (Figure 4-10A). The introduction of zinc induces a decrease in the activity with respect to the Cu catalysts, i.e., a higher T 100% (up to 120 °C for DPu CuZn 1:1/TiO 2 ), which increases with the Zn loading. The DP8 Cu-Zn/TiO 2 samples present higher activity than the corresponding DPu catalysts. This can be explained by the smaller particle sizes observed by XRD and STEM-HAADF for the DP8 catalysts compared to the bimodal size distribution in DPu ones. The activity (μmol butadiene s -1 g Cu -1 ) and TOF (s -1 ) of DPu and DP8 samples at 60 o C reported in Table 4-3 confirm the trends previously described. Note that the TOF values were calculated from the average particle sizes estimated from STEM-HAADF, which does not take into account the bimodal size distribution existing for DPu samples. This results in an underestimation of the TOF for the latter catalysts. Nevertheless, the difference in catalytic performances between the DPu and DP8 samples shows that the catalysts with smaller and more homogeneous particle sizes result in higher activity, which clearly reflects a size effect.

This may be assigned to the presence of higher proportion of low coordination sites (corners and edges) for lower particles sizes which are considered as the active sites for H 2 dissociation for Au, Ag or Cu metal particles as underlined in a recent review [54]. Concerning the selectivities, the alkenes (butenes and propene, which have similar reactivity) conversion into alkanes (butane and propane) is still low (below 2%) on the all range of temperature (30-150 °C) for the DPu and DP8 Cu/TiO 2 samples (Figure 4-10C).

Whatever the preparation method, the bimetallic catalysts are fully selective to alkenes at temperatures below T 100% (Figure 4-10B, C), and less than 1% of alkenes are converted into alkanes at T 100% for all the Cu-Zn/TiO 2 catalysts. The selectivities to the various butene isomers for the DPu and DP8 samples are summarized in Table 4- catalyst exposed to acetylene/H 2 mixture at 250 °C [59]. In our reaction conditions, the deactivation of the Cu/TiO 2 catalyst occurs either in the presence or in the absence of propene (30%) in the reaction feed, although with a slightly slower rate in the absence of propene (not shown). This seems to indicate that both reactants, butadiene and propene, are involved in the deactivation process. It was found above that the addition of zinc strongly improves the stability of the copper based catalysts in butadiene hydrogenation. Enhanced activity for supported composite Cu-ZnO catalysts has been widely reported for methanol synthesis, methanol steam reforming and water-gas shift reactions by comparison with Cu supported on Al 2 O 3 [13,14,60,61]. Among several explanations, the formation of a Cu-Zn alloy was frequently claimed as a possible cause for the enhancement of activity [11,13,61,62].

Moreover, in the case of Al 2 O 3 -supported Pd catalysts, the introduction of Zn was reported to limit carbonaceous formation during selective hydrogenation of acetylene [63]. However, the beneficial effect of Zn was ascribed to the reduction of the number of acidic sites on the alumina surface by the presence of ZnO rather than to the formation of a Pd-Zn alloy. It is worth to mention that the composition of the Cu-Zn alloys determined by XRD and EDS reveals that only a fraction of zinc was alloyed with copper, implying that an another fraction was still present on the support surface under an unidentified form, as the presence of ZnO was not evidenced.

The thermogravimetric (TG) analysis of the samples after stability test at 105 o C for 20 h was performed under air up to 450°C. Figure 4-12 shows a weight loss in all of the samples, but it is weaker on the Cu-Zn/TiO 2 samples than on monometallic Cu/TiO 2 . Around 2.5%, 1.25% and 0.47% mass was lost for the DPu Cu/TiO 2 , CuZn 3:1/TiO 2 and CuZn 1:1/TiO 2 samples and 2.6%, 1.75% and 0.5% mass for the DP8 Cu/TiO 2 , CuZn 3:1/TiO 2 and CuZn 1:1/TiO 2 samples, respectively. The loss weight mainly occurs between 200 and 350 °C, in the same temperature range as the one observed after selective hydrogenation of acetylene over Cu/SiO 2 [64]. In the latter study, the weight loss was mainly attributed to the oxidation or decomposition of the foulant or green oil i.e., C6 to C10 olefinic and aromatic compounds that accumulated on the catalytic surface during hydrogenation run, while the weight change from the oxidation of copper becomes negligible. Even though the bimetallic catalysts have relative smaller (DPu samples) or similar particle size (DP8 samples) to the corresponding metallic Cu based samples (bimodal size distribution in the DPu sample, and uniform small particle size in DP8 sample), the formation of Cu-Zn alloy particles seem to limit the formation of the oligomers resulting in higher catalytic stability than metallic Cu. In the case of bimetallic Cu-Ni systems, DFT calculations showed that the isolated Cu-Ni sites showed larger coupling barriers for C-C bond formation than for pure Ni or Cu, which allowed improving the resistance to oligomers formation during propyne hydrogenation [66]. The isolation of the active sites was also proposed to play an important role for avoiding undesired side reactions for other intermetallic compounds, such as oligomerization, which requires a sufficiently short distance between the coadsorbed hydrocarbon molecules [67]. A similar geometric effect might take place in the case of our bimetallic Cu-Zn catalysts.

Apart from the fraction of zinc that is alloyed with copper may inhibit green oil formation and deactivation, the residual zinc on the TiO 2 surface may also modify the acidic In Figure 4-16, the initial butadiene conversion is around 90%. The catalyst deactivates in the first 8 h of reaction (butadiene conversion decreased to ~68%), then re-activates in the following 27 h (butadiene conversion went back to ~90%). After that, the catalytic activity decreases again to 72% at the end of this experiment (65 h). 

Conclusion

In this contribution, TiO 2 -supported bimetallic Cu-Zn catalysts prepared by deposition precipitation with urea and deposition-precipitation at pH≈8, were studied in selective hydrogenation of butadiene. The formation of monometallic copper and copper-zinc alloy nanoparticles was evaluated by XRD and STEM-HAADF coupled with EDS analysis, two different particle size ranges (~3 nm and >15 nm) were found in the DPu samples, while smaller particles with uniform particle size (~2 nm) were obtained using the depositionprecipitation at fixed pH method. Cu 3 Zn alloy and a Cu-rich alloy (Cu 0.9 Zn 0. 

Catalysts preparation

Monometallic Ni/TiO 2 and bimetallic Ni-Zn/TiO 2 catalysts were prepared using the method of deposition-precipitation with urea (DPu) as described in Section 2 of Chapter 2, so as to reach a nickel loading of 0.5 or 2.5 wt%. Briefly, after filling a double wall reactor with 300 ml distilled water, then adding 3 g of supports (TiO 2 P25 Evonik, 50 m 2 g -1 ), the reactor was heated to 80 o C by water heating system. Then, the appropriate amount of Ni(NO 3 ) 2 • 6H 2 O and/or Zn(NO 3 ) 2 •6H 2 O precursors were added into the reactor to achieve the desired nominal nickel and zinc loadings (i.e., 0.5 or 2.5 wt% Ni loading with Ni:Zn atomic ratios of 1:0, 1:1, 1:3 and 1:5). Meanwhile, urea was added to achieve a urea to metal molar ratio of ca.

100. After that, the mixture was kept at 80 °C in a closed reactor for 20 h under continuous stirring. Finally, the solid samples were separated from the liquid by centrifugation and subsequently washed with distilled water and centrifuged (three times). All of the samples were further dried under vacuum at room temperature (RT) for 24 h (as-prepared sample).

The procedure for sample preparation by deposition-precipitation at a fixed pH of 8 Before characterization or catalytic reaction, the catalysts were calcined at 400 °C for 2 h after sample heating with a rate of 5 °C min -1 , under flowing air (100 mL min -1 ) then reduced at a plateau of 450 °C for 2 h with a heating rate of 3 °C min -1 , under flowing pure H 2 (100 mL min -1 ).

Results and discussion

Deposition behaviour of Ni 2+ and Zn 2+ onto TiO 2 during sample preparation

During DPu preparation of Ni-Zn/TiO 2 with a nominal loading of 2.5 wt% Ni and 2.5 wt% Zn, i.e., a Ni:Zn ratio =1:1, the pH of the suspension increases gradually and uniformly at 80 o C as the result of urea decomposition [6]. As a consequence, the evolution of the nickel and zinc loadings with pHs was explored for nominal metals loadings of 2.5 wt%. Figure 5-2A shows that Zn 2+ ions deposition occurs at pH lower than for Ni 2+ ions. Zn 2+ deposition mainly occurs at pH between 4.5 and 6.5, while the Ni 2+ deposition seems to start at pH around 5.5 and to become significant at pH above 6.0. This sequential deposition could be explained by the lower solubility of Zn(OH) 2 (4.1×10 -17 ) than that of Ni(OH) 2 (5.5×10 -16 ) at room temperature [7].

For the sample prepared by deposition-precipitation at pH 8 at room temperature, Considering the high catalytic activity of metallic Ni for the selective hydrogenation of butadiene, the Ni loading had to be lowered to 0.5 wt% in the catalysts for the catalytic tests.

The metals loadings in the as-prepared Ni and Ni-Zn samples are summarized in Table 5-1, which shows that the final Ni loadings are close to the nominal ones. One can note that the Zn loadings were always lower than the nominal ones in both types of preparation, as also shown in Figure 5-2 for higher metal loadings. This might result from a systematic error arising from the XRF analyses as the membrane used in the sample holder for XRF analysis contains some zinc element.

nm), which is in agreement with the presence of the β 1 -NiZn (Ni 1 Zn 1 ) alloy phase with ~50 at% Ni identified by XRD. 

Selective hydrogenation of Butadiene in an excess of propene

Activity and selectivity

The catalytic performances of the DPu and DP8 samples were evaluated in the selective hydrogenation of butadiene in the presence of an excess of propene. Two sets of experiments were performed: temperature programmed reaction and isothermal reaction. ) and turn over frequencies (TOF, s -1 ) were calculated at 20 o C and are gathered in Zn in [1] and Pt in [18], was proposed to modify the electronic properties of surface Ni atoms and thus the strength of adsorption of reactants [17]. It was also proposed recently that Zn atoms prefer to replace the Ni atoms at low coordination sites (corners, edges or defects) of the particles surface [19,20]. As the low coordination Ni sites are expected to bind unsaturated compounds more strongly than more coordinated sites [21], their replacement by Zn atoms could also contribute to the lower activity of bimetallic samples.

For this kind of reaction of semi-hydrogenation of poly-unsaturated hydrocarbons in the presence of an excess of alkene, the catalytic selectivity can be considered either from the side of the selectivity to butenes (Figure 5 

Stability and regeneration

The catalytic stability of DPu and DP8 samples was compared from a similar initial butadiene conversion (80-90%) at different reaction temperatures for 20 h (Figure 5-9 and Table 5-4). For monometallic Ni catalysts, the butadiene conversion decreases rapidly to below 10% during the first 12 h, whatever the preparation method. In the case of bimetallic Ni-Zn/TiO 2 catalysts, a higher stability is observed, especially for the Ni:Zn atomic ratios of 1:3 and 1:5. For instance, the DPu Ni:Zn 1:3 sample present only 38% butadiene conversion decrease during 20 h reaction (Table 5-4). The sample preparation method seems to have no significant effect on the catalytic stability as the deactivation behaviours of monometallic Ni and Ni:Zn 1:3/TiO 2 catalysts prepared by DPu and DP8 are similar. Moreover, the TiO 2 supported Ni-Zn alloy has superior stability than that formed on ZnO, which deactivated rapidly from ~80% to lower than 10% after 4 h of reaction (Figure 3-30 in Chapter 3). Catalysts deactivation can result from several causes involving various chemical, thermal and mechanical phenomenon (i.e., poisoning, fouling, thermal degradation, vapour formation, vapour-solid and solid-solid reactions, and attrition/crushing) [22]. In the case of selective hydrogenation of polyunsaturated compounds, an important cause of deactivation is the formation of foulant (green oil) blocking the active sites at the surface of the catalyst [23].

To check this hypothesis, the samples were submitted to a regeneration treatment by calcination. Before, the temperature of decomposition and the amount of carbonaceous deposit on the catalysts surface after stability test was quantified by thermogravimetric analyses (TGA) performed under air flow and coupled with mass spectrometry (MS) (Figure A positive effect of Zn addition to Ni containing catalysts has been previously observed for ethanol steam reforming, as it resulted in a decrease in the formation of carbonaceous deposit responsible for the catalysts deactivation [24]. The enhanced stability was ascribed to the formation of Ni-Zn alloy, resulting in the dilution of large ensembles of Ni metal atoms by Zn atoms, which led to the inhibition of carbon deposition [24]. In the case of selective hydrogenation of acetylene in the presence of ethylene over bulk intermetallic Ni-Zn compounds [2], the formation of Ni-Zn alloys resulted in a decrease in the oligomer formation, enhancing the selectivity to ethylene. The lower acetylene adsorption energy, 500 o C then reduction at 450 o C for 2 h, according to the same procedure as for activation.

The catalytic performances were then evaluated during a second run for 20 h (Figure 5-11).

The results show that the regeneration treatment at 500 o C under air cannot allow the recovery of the initial catalytic performances of Ni-Zn catalysts, the butadiene conversion is even lower than the one recorded at the end of the first run. In order to explain this observation, the cristallites size after regeneration and the formation of carbonaceous species accumulated on the catalyst surface were estimated by XRD (Figure 5 Besides that, a kind of Fe-Zn solid solution is formed when Zn content is lower than 46 wt%, and Γ phase (Γ 1 or Γ 2 ) is the main Fe-Zn phase when Zn content increases to 72~85 wt%.

Conclusion

According to a previous structure analysis on bulk Fe-Zn alloy by Pearson et al [7], Γ phase may be Γ-Fe 3 Zn 10 . -Finally, the influence of addition of Zn the catalytic performance of Fe/TiO 2 was evaluated under butadiene/H 2 /propene gas mixture (see Section 4 of Chapter 2).

Preparation of Fe-based catalysts

Fe/ZnO, Fe/TiO 2 and FeZn 1:1/TiO 2 catalysts with 2.5 wt% Fe loading were prepared by deposition-precipitation with urea with the same duration of 20 h (Experiment I) according to the following procedure (see Section 2 of Chapter 3): 300 mL of distilled water and 3 g of support (TiO 2 P25 Evonik, 80% anatase and 20% rutile) or ZnO (Kadox) were introduced into a double-wall reactor under N 2 (50 mL min -1 ) in order to prevent the oxidation of Fe 2+ ions to [urea]/[metal] ≥100), the mixture was stirred at 80 o C in the closed reactor for 20 h. The solid was separated from the liquid phase by centrifugation and subsequently repeatedly washed with distilled water and centrifuged (three times). Then the samples were dried under vacuum at room temperature for 24 h (so-called as-prepared sample).

The pH evolution during monometallic Fe/TiO 2 and FeZn 1:1/TiO 2 was recorded every 5 min during the first 5 h of DPu (Experiment II) with initial pH of the preparation solution adjusted to ~2 by adding 0.5 M HNO 3 , with Fe(II)/urea and urea/TiO 2 as references.

In addition, the evolution of the metals loadings in the as-prepared sample as a function of time (Experiment III) was studied during the FeZn 1:1/TiO 2 with 2.5 wt% Fe loading sample preparation (using 3 g of TiO 2 in 300 mL). Two different iron precursors, i.e., FeCl 
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Before characterization or reaction, the catalysts were calcined at 400 °C for 2 h with a temperature ramp of 5 °C min -1 , under flowing air (100 mL min -1 ) (like for the Cu-Zn/TiO 2 , Ni-Zn/TiO 2 study), and reduced at 500 °C for 2 h (temperature ramp of 3 °C min -1 ) under flowing H 2 (100 mL min -1 ).

Monometallic Fe/ZnO catalyst

In this part, 2.5 wt% Fe(II)/ZnO was prepared by DPu method. After calcination at 400 o C for 2 h, the reduction behaviour of the sample was analysed by TPR. Special attention was mainly paid on the possible formation of Fe-Zn alloy after sample reduction at different temperatures. Similarly to the study on Ni/ZnO (Section 5 of Chapter 3), the catalytic selectivity can be analyzed by checking either the selectivity to butenes (Figure 6-4A) or the alkane (butane and propane) formation (Figure 6-4B). It shows that the catalysts were highly selective to butenes (~100%) at temperature lower than the full butadiene conversion temperature (T 100% ), no matter the reduction temperature was 450 or 500 o C. At T 100% , the selectivity to butenes of the catalyst reduced at 450 o C was ~96%, which is slightly higher than the one reduced at 500 Moreover, at high butadiene conversion, i.e., ~97% (Figure 6-10B), the formation of alkanes

Conclusion

In this chapter, a preliminary exploration of the preparation of Fe/ZnO and Fe-Zn/TiO 2 catalysts by DPu and of their catalytic performance for the selective hydrogenation of butadiene reaction with an excess of propene was performed. The data collected about these systems are rather uncomplete and should be strongly supplemented. Nevertheless, some interesting information can already be extracted which demonstrate that the iron-based catalysts are potentially appropriate for selective hydrogenation reactions at low temperature. Indeed, it was not possible to evidence the formation of Fe-Zn alloy in the case of our samples by XRD, even when ZnO was used as the support of the iron phase. Metallic iron was the only phase visible by XRD whatever the sample, with similar crystallite sizes. The reduction temperature employed (500 °C), imposed by the volatility of metallic Zn, might be too low to lead to the formation of intermetallic compounds. Despite this fact, the bimetallic Fe-Zn/TiO 2 catalyst showed a higher activity and stability than the monometallic one. The reason for this superiority is still unknown and this reinforces the need for additional characterization. In the extension of this work, such characterization will be performed in particular by STEM-HAADF coupled with EDS on TiO 2 supported Fe-Zn catalyst with various Fe:Zn atomic ratios in parallel with the evaluation of their catalytic performances.

of the commercial noble-based catalysts (Pd-based catalysts) for the selective hydrogenation of polyunsaturated hydrocarbons, it is always worth and necessary to keep exploring any new catalysts with high catalytic activity, selectivity to alkenes and high stability, and moreover, lower price. This explorative study is intended to demonstrate the potential for using base metals such as Cu, Ni or Fe for application in selective hydrogenation reaction. The various results presented in this work show that such systems composed of bimetallic nanoparticles are complex, with several possible phases and compositions co-existing and evolving under reaction conditions. Thus, extensive additional studies are clearly required to foresee any possible long-term catalytic implementation.

Catalyseurs bimétalliques à base de métaux non nobles pour l'hydrogénation sélective du Butadiène

Résumé: 

Selective Hydrogenation of Butadiene over Non-noble Bimetallic Catalysts

Abstract:

This work investigates the preparation and characterization of titania-supported non-noble bimetallic Cu-Zn, Ni-Zn and Fe-Zn catalysts with various atomic ratios and their catalytic properties for the selective hydrogenation of polyunsaturated hydrocarbons. Co-deposition-precipitation with urea (DPu) and co-deposition-precipitation at fixed pH (DP8) methods were employed for the samples preparation. The metal ions were sequentially deposited onto the TiO 2 surface (the sequence of pH for ions deposition being Cu II < Zn II ≈Fe II < Ni II ) during the DPu, while they were simultaneously deposited using DP8 method. After sample reduction at proper temperature (350 °C for Cu-Zn, 450 °C for Ni-Zn and 500 °C for Fe-Zn), XRD and STEM-HAADF coupled with EDS showed that bimetallic nanoparticles were formed in Cu-Zn/TiO 2 (Cu 3 Zn 1 or Cu 0.9 Zn 0.1 alloy) and Ni-Zn systems (Ni 1 Zn 1 or Ni 4 Zn 1 alloy) with average particle size smaller than 5 nm. Only metallic Fe was detected by XRD in Fe-Zn/TiO 2 . Zn is inactive for butadiene selective hydrogenation, and acts as a modifier of the monometallic catalysts whose activity follows the sequence: Cu < Fe < Ni. The addition of Zn slightly decreases the activity and influences the selectivity to butenes, but provides much more stable catalysts. The higher stability of the bimetallic catalysts was ascribed to the formation of lower amount of carbonaceous species during the reaction, resulting from the change in the size of the active metal surface ensembles by alloying with Zn.

Keywords: Non-noble bimetallic catalysts; Cu-Zn; Ni-Zn; Fe-Zn; Deposition-precipitation with urea; Butadiene selective hydrogenation;
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Figure 1 -

 1 Figure 1-1: a net for increasing alkenes concentration by selective hydrogenation of alkynes impurities

  2 O 4 with different Ni/Zn ratios (Ni, Ni 0.45 Zn 0.55 , Ni 0.33 Zn 0.67 and Ni 0.25 Zn 0.75 ) by impregnation method, and compared them with 1 wt% Pd and Pd 0.25 Ag 0.75 samples. The catalytic data for selective acetylene hydrogenation showed that with increasing Zn loading, Ni-Zn catalysts show higher selectivity to ethylene even at high acetylene conversion. However, the authors did not present any direct evidence for the supported Ni-Zn alloy formation after thermal treatment and for the catalytic stability of the Ni-Zn/MgAl 2 O 4 samples, leaving the questions of supported non-noble bimetallic compounds preparation and their catalytic stabilities for the selective hydrogenation reaction unresolved.

Figure 1 - 2 :

 12 Figure 1-2: (A) Heats of adsorption for acetylene (C 2 H 2 ) and ethylene (C 2 H 4 ) plotted against the heat of adsorption for methyl (CH 3 ). The solid lines show the predicted acetylene (red line) and ethylene (blue line) adsorption energies from scaling. The dotted lines define the region of interest, where the ethylene binding energy is less than the barrier for further hydrogenation (blue) and where the reactivity of the acetylene hydrogenation step equals 1 s -1 per site (red). (B) Price (in 2006) of 70 binary intermetetallic compounds plotted against the calculated methyl binding energies. [49]

Figure 1 - 3 :

 13 Figure 1-3: Conversion (C, dotted line) and selectivity (S, full line) to ethylene of unsupported Al 13 Fe 4 , 5wt% Pd/Al 2 O 3 and an industrial benchmark catalyst in the semi-hydrogenation of acetylene over 20 h time on stream (reaction condition: 0.5% C 2 H 2 , 5% H 2 , 50%C 2 H 4 in He, 30 ml min -1 total flow, 200 o C) [72]
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 14 Figure 1-4: Conformation of Molecular: A, Trans-1,3-butadiene; B, Cis-1,3-butadiene
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 151 Figure 1-5: molecular orbital of 1,3-Butadiene
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 17 Figure 1-7, selective hydrogenation in the gas mixture during catalytic reaction

Figure 1 - 8 :

 18 Figure 1-8: XRD patterns (in the range 2θ=40-55°) of sample 10 wt% Cu/ZnO sample calcined at 400 o C followed by H 2 reduction at different temperatures and for different times: 1 min at (a) 280 o C, (b) 330 o C, (c) 340 o C, and (d) 350 o C, and T R =350 o C for (e)5 min, (f) 30 min, and (g) 2 h.▲ and •: the most intense peaks from the JCPDS files of Cu 0 (#04-0836) and Cu 3 Zn (#65-6567), respectively [104].
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 22 Figure 2-2: Phase diagram of precipitation and dissolution equilibrium of metal species in solution as a function of temperature and concentration of a reactant: in a pure solution (solid lines) and in the presence of a support in solution (bold lines) [7]

  dissolution and decomposition to basify the solution can occur into two separated steps, which are controlled by the solution temperature. In other words, urea can dissolve into solution at room temperature and then decompose to CO 2 , NH 4 + and OH -(eq.1) when the temperature of the suspension is raised above 60 o C [8].

  (i.e., 80 o C for DPu; red line in Figure 2-2), the concentration of soluble ions in the preparation solution gradually decreases as a result of deposition-precipitation onto the support surface during the pH increasing process of DPu. Moreover, since the relationship between the soluble ions concentration and the pH of the preparation solution is not reflected from Figure 2-2, a phase diagram showing the evolution of a solubility curve of a metal ion as a function of pH was introduced as follows and shown in Figure 2-3.
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 323 Figure 2-3: Phase diagram of the precipitation and dissolution equilibrium of metal species in solution as a function of pH and ion concentration: a pure solution (solid lines) and in the presence of a support (dotted lines)
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 24 Figure 2-4: Solubility of metal hydroxides in pure water solution at T=298 K 2.1.2 Surface charge of the support
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 25 Figure 2-5: Surface charge at pH above, below the PZC of oxide
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 26 Figure 2-6: Steps of preparation of supported metal catalyst by DPu
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 27 Figure 2-7: Steps of preparation of supported catalyst by deposition-precipitation at fixed pH

  In which, w = FWHM (Figure2-8).
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 28 Figure 2-8: FWHM simulation from nonlinear fitting XRD peak by the Gaussian formula
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 29 Figure 2-9: calibration of mass spectrometry for NH 3 desorption

under H 2

 2 with a flow rate of 100 mL min -1 . the activity was measured every 15 min with a temperature increasing from 30 to 300 o C at 1 o C min -1 , and the stability test was carried out at the temperature of 100% butadiene conversion and/or at 105 o C for 20 h under the reaction gas mixture with flow rate of 50 mL min-1 In the study of monometallic Ni and Ni-Zn/TiO 2 bimetallic catalysts, the temperature program for the ex situ calcined samples activation was reduction in H 2 from RT to 450 o C, 3 o C min -1 , and then staying at 450 o C for 2 h with a flow rate of 100 mL min -1 . After catalytic activation, the activity measurement was performed every 5 o C from 10 o C to 80 °C under the reaction gas mixture with flow rate of 50 mL min-1 , with stabilizing at each testing temperature for 15 min in water bath. Similar initial butadiene conversion (~85%) was selected for the comparison of catalytic stability of bimetallic Ni-Zn samples with testing time as long as 60 h.

Chapter 3 :

 3 PreparationAs mentioned in Chapter 2, Deposition-Precipitation with urea (DPu), which is based on gradual pH increasing of the solution containing the metal precursor, due to urea decomposition at 80 o C, is the main method used for catalyst preparation in this thesis. The theoretical calculations reported in Figure2-3 in Chapter 2 indicate that copper, zinc and nickel ions have different "deposition behaviors". As a consequence, the depositionprecipitation of these different transition metals ions onto TiO 2 support surface was experimentally studied, separately, and presented in this chapter. Monometallic Cu/TiO 2 was selected as an example to deeply explore the deposition-precipitation behavior of transition metals ions in the presence of TiO 2 support during the DPu preparation.

[ 2 -

 2 13]. The deposition of Cu(II) on titanium oxide has been studied byBleam and McBride[2] using electron spin resonance (ESR) spectroscopy. They found that adsorption of Cu (II) on the surface of titanium dioxide begins at pH ~2, the surface coverage of Cu(II) starts to increase sharply in the pH range of 4.4~4.6, and the Cu(II) adsorption is complete at pH~6.1 with a low Cu concentration, e.g., 9.04×10 -5 M, whereas precipitation occurs at pH~6.2 when the initial Cu concentration is high, e.g., 3.61×10 -4 M. Meanwhile, Ottaviani et al[3] also showed that Cu(II) is specifically adsorbed, with one or two of its water ligands substituted by the surface hydroxyls of TiO 2 , by using ESR spectroscopy to study the adsorption of Cu(II) on titanium oxide at low pH. The adsorption of Cu(II) onto TiO 2 was explored by Poznyak et al[8] using electrochemical methods, ESR, XPS and electroreflection spectroscopy, and they found that there are at least four types of copper species formed on TiO 2 surface after adsorption of aqueous Cu 2+ ions, i.e., (i) individual Cu 2+ ions coupled to the surface Ti(IV) ions via oxygen; (ii) isolated monovalent copper ions; (iii) cluster of Cu 2+ ions; (iv) copper hydroxide particles. It also has been found by Kim et al[9], who focused on the removal of Cu(II) from aqueous solution, that the amount of Cu adsorbed on the TiO 2 surface increases with increasing temperature from 15 to 40 o C. Moreover, the behavior of adsorption of Cu(II)

  1). The Cu 2+ ions left in the very light blue supernatants of the 2.5 and 5 wt% Cu/TiO 2 preparation were characterized by UV-Visible (Figure3-1). The spectra show a Cu 2+ d-d band around 650 nm (Figure3-1a, b), strongly shifted with respect to the one of the Cu(H 2 O) 62+ complex of a Cu(NO 3 ) 2 solution around 800 nm (Figure3-1c). The band can be attributed to the d-d transition of a [Cu(NH 3 ) 4 ] 2+ species according to[32]. The formation of this complex results from the decomposition of urea into ammonia (Eq. 3-3) and from the fact that NH 3 is a stronger ligand than H 2 O. Figure3-2 shows that the as-prepared samples exhibit different colorations depending on the Cu loadings: the solid samples with Cu loading lower than 1.6 wt% are green whereas those containing more Cu are gray.
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 31 Figure 3-1: UV-visible spectra of the supernatant collected after the DPu preparation for 20 h of 2.5 wt% Cu/TiO 2 (a), 5 wt% Cu/TiO 2 (b), of a Cu(NO 3 ) 2 aqueous solution (c).
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 32 Figure 3-2: Color of as-prepared Cu/TiO 2 with different Cu loadings after 20 h of DPu.
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 33 Figure 3-3: Evolution of the Cu loadings in the 2.5 wt % Cu/TiO 2 sample as a function of pH and DPu time. Full stars: experiment I, empty stars: experiment II.
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 3 4 displays the pH evolution at 80 o C during the first 5 h of DPu for four different Cu concentrations corresponding to final samples containing 2, 2.5, 3 and 5 wt% Cu.Before analyzing the pH evolution during DPu, three blank experiments also reported in Figure3-4 must be commented: the pH evolution of a solution of urea/ water (gray line, named B1), of a solution of Cu 2+ / urea/ water (violet line, named B2) and of a suspension of urea/ TiO 2 / water (black line, named B3). The concentrations of Cu 2+ and TiO 2 are the same as those used for the preparation of 5 wt% Cu/TiO 2 . Urea decomposition at 80 o C (eq. 1) is attested by the increase of pH of the solution of urea in water (curve B1) up to a final value close to 7.2. The delay in the increase of pH between curves B3 and B1 results from the buffering effect due to the presence of TiO 2[36]. The delay in the increase of pH between curves B2 and B1 in the 4.5-6.0 pH range attests that OH -ions resulting from urea decomposition are consumed and involved in a change of copper speciation. This is also attested by the fact that in experiment B2, the solution initially clear blue turned opaque muddy green above pH=5.2 (at the inflexion point around 50 min), indicating copper precipitation, then black-green at pH=7.2, indicating a change in the composition of the precipitate. The UV-Visible spectrum of the supernatant gathered after precipitate centrifugation is completely flat (not shown), which indicates that all the Cu ions initially present in the solution have precipitated.If one examines the pH evolution during DPu of the four different Cu/ urea/ TiO 2 /
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 5534 Figure 3-4: Evolution of the pH as a function of time of the suspension during DPu (at 80 o C)(Cu/ urea/ TiO 2 mixture) for different nominal Cu loadings: 2, 2.5, 3 and 5 wt% Cu and of three aqueous solutions or suspension containing, 5 g urea (B1); 5 wt% Cu and 5 g urea (B2) and 1 g TiO 2 and 5 g urea (B3).

Figure 3 - 5 :

 35 Figure 3-5: XRD patterns of (a) as-prepared Cu/TiO 2 with different Cu loadings after 20 h of DPu. The blue dot line corresponds to the XRD pattern of a physical mixture of CuO and TiO 2 with ~1.5 wt% Cu; ▼stands for rutile TiO 2 (JCPDS: 01-084-1286); ▽ stands for anatase TiO 2 (JCPDS: 01-086-0147); CuO peak position from JCPDS: 03-065-2309; (b) XRD of the reduced samples with the same Cu loading (2.1wt%) but different DPu preparation times; (c) unwashed precipitate collected from a solution containing urea and 5 wt% Cu after 50 min and 200 min at 80 °C; ×: urea (JCPDS# 01-089-2835); ★: Cu 2 (OH) 3 NO 3 (JCPDS# 01-075-0127); ☆: Cu 2 (OH) 3 NO 3 (JCPDS# 00-014-0687); ◆: Cu 2 (CO 3 )(OH) 3 (JCPDS# 00-004-0309); □: CuO (JCPDS# 00-048-1545).

  the particle size of metallic Cu in these samples was determined by XRD (Figure3-5b). They show that the Cu° particle size increases with the DPu time, no matter the sample color. This means that the size of the particles of the Cu compound before reduction also evolves and increases with DPu time although the Cu loading has reached its maximum (2.1 wt % Cu) in these samples.In order to identify the green Cu species, two precipitates were collected from the B2 solution (Cu 2+ / urea) after precipitation for 50 min (green color) and after aging up to 200 min (black-green color). They were analyzed by XRD after drying but without washing because of the too small amount (see Experimental part). Apart the peaks of residual urea (noted ×), all the peaks visible in the diffraction pattern of the precipitate prepared for 200 min (Figure3-5c, bottom) can be attributed to CuO. The diffractogram of the precipitate prepared for 50 min is more complex (Figure 3-5c top). Most of the peaks other than those of urea can be attributed to Cu 2 (OH) 3 (NO 3 ) with a monoclinic structure and with an orthorombic structure. One single peak at 2 theta ~20 ° remains unassigned (noted  in Figure 3-5c top), and could correspond to the most intense peak of malachite-type hydroxycarbonate, Cu 2 (CO 3 )(OH) 2 . As a complement of characterization of the green copper compound, the DRIFT spectra of DPU Cu/TiO 2 (50 min, ~0.3 wt% Cu) and the green precipitate (50 min) were recorded. The two spectra (Figure 3-6)
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 36 Figure 3-6: DRIFT spectra of DPU Cu/TiO 2 (DPu 50 min, ~0.3 wt% Cu) and the green Cu/urea precipitate (DPu 50 min).
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 37 Figure 3-7: TEM of the green precipitate prepared by precipitation Cu 2+ with urea in the absence of TiO 2 support at 80 °C for 50 min.
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 38 Figure 3-8: UV-visible spectra of (a) the as-prepared Cu/TiO 2 samples with different Cu loadings after 20 h of DPu and physical mixtures of CuO and TiO 2 and of Cu 2 (OH) 3 NO 3 and TiO 2 , both containing ~1.5 wt% Cu; (b) the wet Cu/TiO 2 samples containing (2.1 wt% Cu) but prepared during different durations; (c) the same samples after drying at RT.

  -9). TiO 2 does not show any reduction peaks in the temperature range from room temperature to 550 o C, thus the two reduction peaks at ~150 and ~175 o C correspond to the reduction of Cu species on TiO 2 . The intensity of the first reduction peak (~150 o C) seems to be independent on the Cu loading whereas the second one, initially around 175 o C, shifts to higher temperature and increases in intensity with the Cu loading. It becomes higher than the first peak when the Cu loading exceeds 1.6 wt%. Bulk CuO is known to reduce directly from Cu 2+ to Cu 0 because of the lower energy requirement for metallic Cu formation from Cu 2+ than from Cu +[48] (equations 3-4 and 3-5): ΔH=14.5kcal/mol Eq. 3-4 ΔH=27.4kcal/mol Eq. 3-5

(

  HAADF) was performed to observe more easily the metallic Cu particles (white dots) in the images (Figure3-10d). Few large (~15 nm) and very small particles (<1 nm) were observed in the sample. Moreover, EDS carried out on these two types of particles confirmed that the large (Figure3-10e) and the small particles (Figure3-10f) are metallic Cu. The HAADF results are therefore consistent with the XRD results obtained with the as-prepared samples (Figure 3-5a) since both show that the 4.24wt% Cu/TiO 2 sample contain large particles, Cu o

Figure 3 -

 3 Figure 3-10: TEM bright field micrographs of Cu/TiO 2 (20 h of DPu) after reduction at 350 °C with (a) 0.88; (b) 1.55; (c) 4.24 wt% Cu; (d), STEM-HAADF micrographs of 4.24 wt% Cu/TiO 2 ; (e) and (f), EDS analysis of two different zones of image (d), and the corresponding particle size distributions: (g), (h), (i).

Figure 3 - 11 :

 311  Evolution of the butadiene conversion (a), the selectivity to butenes (1-butene + cis-2-butene + trans-2-butene) (b) and the conversion to alkanes (butane and propane) (c) as a function of the reaction temperature for reduced Cu/TiO 2 with different Cu loadings (100 mg of catalyst).
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 312313 Figure 3-12: Evolution of the catalytic activities at 60 o C of reduced Cu/TiO 2 samples as a function of the Cu loading at butadiene conversion around 20-30%.

  -3 show that the process of Cu deposition on the TiO 2 surface mainly occurs at pH lower than the PZC of TiO 2 (~6). It starts at the very beginning of the DPu, since a small amount of copper is already deposited on TiO 2 at pH< 3.8 (Figure3-3), i.e., at a pH at which the TiO 2 surface is not supposed to interact with cationic complexes like Cu(H 2 O) 62+ or Cu(NH 3 ) 6 2+ (Figure3-1). Cationic Cu II complexes interaction with titania at low pH has been already reported by Bourikas et al. in a recent review on titania[55]. They mentioned that although literature related to the studies of the deposition of Cu II complexes on TiO 2 is not very abundant and not recent, there are several papers reporting the adsorption of Cu II aqua complexes on TiO 2 surface at pH of 2 or 4, i.e. below the PZC of titania (~6)[2, 3].The titania P25 used in this study contains two phases, anatase, the main one, and rutile. In these two different crystal structures, each Ti 4+ ion is surrounded by six oxygen forming octahedral entities (TiO 6 ), and each oxygen is bonded to three Ti 4+ ions (Ti 3 -O) by two short Ti-O bonds (1.946 Å in rutile, and 1.937 Å in anatase) and one longer (1.984 Å in rutile and 1.964 Å in anatase)[56]. Surface Ti 4+ ions have lower coordination than in the bulk, and the surface of TiO 2 possesses in principle three types of surface oxygens, namely singly coordinated surface oxygen (TiO), doubly coordinated one (Ti 2 O) and triply coordinated one (Ti 3 O). On the basis of different surface ionization models for these surface sites, Bourikas et al[57] proposed a derived model of protonation reactions for TiO and Ti 2 O that they consider more realistic than those in the former models:

- 3 )

 3 , part of the Cu 2+ complexes in solution can interact electrostatically with the TiO -0.35 sites of TiO 2 surface and then could form Ti-O-Cu species according to[3]. The formation of inner sphere complexes is attested by the presence of the band at 420 nm in the UV-visible spectra of the wet Cu/TiO 2 samples (Figure3-8b). At the stage of the present study, it is not possible to discard another hypothesis as the one proposed by Petala et al[46], which is a direct surface reaction between Cu 2+ complexes and surface OHs of titania that would also lead to the formation of inner sphere complexes. It is interesting to mention that titania behaves differently from silica support. In a former study of one of us[32], dealing with adsorption of [Cu(NH 3 ) 4 (H 2 O) 2 ] 2+ complexes on silica, the formation of Si-O-Cu bonding was observed only after the sample has been dried at RT and not when it was still wet. In any case, one can propose that once Cu II complexes have interacted with the negatively charged sites of TiO 2 or some surface OHs or when pH has reached 4, the remaining of the Cu complexes in solution start precipitating on titania. The nature of the Cu precipitate is probably the same as the one obtained in the absence of support (Experiment B2 in Section 3.1.2), i.e. copper hydroxynitrate (Cu 2 (OH) 3 NO 3 ) and not copper hydroxide. In spite of the fact that the diffractogram of as-prepared Cu/TiO 2 (Figure3-5a) does not show the corresponding diffraction peaks, this hypothesis is consistent with the fact that the samples have the same green color in the presence or in the absence of TiO 2 , that their UV-visible and IR spectra are similar (Figures 3-8 and 3-6) and that Cu 2 (OH) 3 NO 3 has been identified previously in Cu/SiO 2 samples prepared by DPu[59]. Moreover, the pH ~4 of Cu precipitation in the presence of TiO 2 , associated to the color change of the suspension is lower than the pH of precipitation in solution (pH 5.2 in the absence of TiO 2 ), and it corresponds to the inflection point of the pH curves in Figure3-4. This result is consistent with the principle of the method of deposition-precipitation[33,[60][61][62][63], in particular, the precipitation of Cu 2 (OH) 3 NO 3 onto the titania support, also attested by the fact that the particles of the copper hydroxynitrate precipitate are much larger than those formed in the presence of titania. One can therefore propose that the Cu 2+ species already adsorbed on TiO 2 at low pH act as nucleation sites for the growth of the precipitate onto the support rather than into solution, lowering the pH of precipitation, i.e., lowering the pH of the supersolubility of [Cu 2 (OH) 3 NO 3 ] aq , and preventing its precipitation into solution.As the pH of the solution increases during DPu at 80 o C, instead of reacting with the dissolved support as for silica and forming copper silicate[59] since TiO 2 is not known to dissolve in the 3-8 pH range, Cu 2 (OH) 3 NO 3 gradually transforms into CuO; this is accompanied by a change of the suspension color from green to gray. The evolution of the nature of the Cu compound on TiO 2 is also attested by the different colors taken by the asprepared samples as a function of the Cu loading (Figure3-2) and the DPu duration (Table3-2). The green color of the samples with less than 1.6 wt% Cu is due to the presence of stable Cu 2 (OH) 3 NO 3 and the more grayish color observed for the higher Cu loadings is related to the additional presence of CuO. The formation of CuO is attested by XRD (Figure3-5) and by the presence of the broad band at 450-800 nm in the UV-Visible spectra (Figure3-8a).

Cu 2 (

 2 OH) 3 NO 3 while the second one at higher temperature can be attributed to the reduction of large NPs of CuO; this peak becomes predominant as the Cu loading increases.The number of Cu nucleation sites is limited, thus when the Cu loading increases, the particles of Cu 2 (OH) 3 NO 3 grow on these sites, and increase in size. When the Cu concentration is high enough (>1.6 wt%), Cu 2 (OH) 3 NO 3 becomes instable and transform into CuO that also increase in size. These results are consistent with the different metal particle sizes obtained after reduction at 350 o C, i.e., a progressive increase of the particle size and broadening size distribution with the Cu loading (Figure3-10). One can conclude that the various particle size ranges observed by TEM are caused by the different Cu loadings and Cu species present on TiO 2 in the as-prepared samples and also to Ostwald ripening.
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 314315 Figure 3-14: XRD of the reduced 2.5 wt% Cu/TiO 2 sample before and after stability test at 90 o C for 20 h.
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 316 Figure 3-16: Comparison of the evolution of the butadiene conversion between two Cu/TiO 2 samples containing the same Cu loading (2 wt% Cu) but prepared for different durations, 3 h leading to a green sample after DPu and 20 h leading to a gray sample.

1

 1 2 samples (up to 5 wt% Cu) by the method of deposition-precipitation with urea was explored as a function of the Cu loading, DPu time and pH. We observed that the Cu 2+ complexes in solution start to adsorb on TiO 2 at pH lower than PZC of TiO 2 (< 6) probably because of the presence of some negatively charged Ti -O sites, forming Ti-O-Cu bridges, then most of Cu 2+ ions are deposited as Cu 2 (OH) 3 NO 3 on TiO 2 surface in the first 2 h of the DPu process. The characterization study led us to propose that the adsorbed Cu 2+ species act as nucleation sites for the growth of particles of Cu 2 (OH) 3 NO 3 (green samples). As DPu duration proceeds or Cu loading increases, these particles increase in size through a mechanism of Ostwald ripening, then the large Cu 2 (OH) 3 NO 3 transforms into CuO (gray samples) depending on the DPu duration and the final Cu loading, e.g. 2 h for 4.2 wt% Cu/TiO 2 and more than 5 h for 1.6 wt% Cu/TiO 2 .The presence of CuO in the as-prepared sample has a great effect on the particle size of metallic Cu after reduction at 350 o C: small particles (<3-5 nm) were obtained in the green samples, which mainly contained Cu 2 (OH) 3 NO 3 , whereas large ones (>10 nm) were also present in the gray samples initially containing CuO. Moreover, the study of the Cu/TiO 2 catalytic performance in selective hydrogenation of butadiene in excess of propene revealed that the supported Cu catalysts are able to fully convert butadiene with almost 100% selectivity to butenes at rather mild temperature, and that the catalytic activity and stability are clearly enhanced by decreasing the Cu particle size. It can be concluded that DPu is an efficient preparation method to produce active Cu catalysts in hydrogenation reaction provided that the formation of CuO is avoided. Zn loading at different final pHs During the preparation of 2.5 wt% Zn/TiO 2 sample by DPu, the depositionprecipitation behavior of Zn 2+ was studied by monitoring the evolution of the Zn loading deposited on TiO 2 as a function of the DPu time and pH (Figure3-17). It can be seen that as for Cu on titania (Figure3-3), around 25% of Zn was deposited on TiO 2 surface at pH ~4.5 and that the Zn loading gradually increased with increasing pH or reaction time, with most of Zn 2+ finally deposited at pH ≤7.0, and a quick increase from 60% to 90% at pH between 5.5 and 6.5. By analogy with Figure2-3 in Chapter 2 and above in Section 3 with the preparation of Cu/TiO 2 sample by DPu, the deposition of metal complexes mainly happens when the concentration of hydrolysed metal ions reaches the area between its supersolubility (SS) and the supersolubility with support existed in solution (SS support ) during pH increase. Thus, the sharp increase of Zn loading might correspond to the occurrence of this phenomenon. By
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 317 Figure 3-17: Zn loading as a function of pH during DPu preparation
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 4 in the above section. With extending DPu time, a pH plateau at ~6 was even observed (Figure 3-17), combined to the result of the evolution of the Zn loading versus the pH of preparation solution, it can be proposed that the pH plateaus corresponds to the fast deposition of the Zn 2+ on the TiO 2 surface.
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 343 Figure 3-18: pH evolution during 2.5 wt% Zn/TiO 2 preparation by DPu
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 3195320 Figure 3-19: Catalytic performances of 2.5 wt% Zn/TiO 2 after calcination at 400 o C then reduction at 350 o C for 2 h
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 321511322 Figure 3-21: XRD of the calcined then reduced Ni/TiO 2 samples with different Ni loadings: a, 2.5 wt%; b, 0.5 wt%
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 3324 Figure 3-23: catalytic performance of the mixture of 10 mg 0.5 wt% Ni/TiO 2 and 90 mg TiO 2

  -25, a broad peak centered at ~350 o C can be observed in the temperature range of 50 to 500 o C for the as-prepared sample, which is attributed to the reduction of Ni 2+ . It becomes weaker and broader with a maximum at 450 o C after sample calcination at 400 o C for 2 h.
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 325 Figure 3-25: TPR of 5 wt% Ni/ZnO: reduction of the calcined and as-prepared samples; Three reduction temperatures (i.e., 280, 350 and 450 o C, corresponding to different stage of sample reduction) were first selected to analyze the extent of Ni reduction after a heating rate similar to that used for catalyst activation (i.e., 2 o C min -1 , see Section 4, Chapter 2), and a temperature plateau of 2 h (Figure 3-26). Since the area of the reduction peak is proportional to the amount of H 2 consumed for Ni 2+ reduction, Figure 3-26 shows that ~90% Ni 2+ was reduced after reduction at 280 o C for 2 h and that the rest of Ni 2+ was fully reduced at around 300 o C. Indeed, additional H 2 treatments at 350 and 450 o C did not show substantial H 2 consumption.
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 3263 Figure 3-26: TPR of 5 wt% Ni/ZnO: reduction under different conditions during TPR test Considering that most of Ni 2+ was reduced at 280 o C for 2 h and that Ni 2+ is fully reduced at temperature above 300 o C, thus 280, 350 and 450 o C were selected to study the evolution of Ni-phase structure and particle size by XRD as a function of the reduction temperature of the as-prepared and calcined 5 wt% Ni/ZnO samples (Figure 3-27). The diffractogram of ZnO was also presented as a reference. No additional peaks were observed in the as-prepared sample; this means that the Ni compounds are amorphous, probably as hydroxide as identified in some Ni/SiO 2 samples prepared by DPu [33] and in Cu/TiO 2 in Section 3.2. NiO (JCPDS: 71-1179) is present in the calcined Ni/ZnO sample with a broad peak centered at 43.1 o , with particle size corresponding to around 5 nm. As reduction temperature increases from 280 to 450 o C, in addition to the ZnO diffraction peaks (JCPDS: 36-1451), the diffractograms of Figure 3-27 show the appearance of three new peaks, 43.5 o , 46.5 o , 57.7 o for both as-prepared and calcined samples. These three peaks show high agreement with the JCPDS card 72-2668, which corresponds to (Ni-Zn) alloy. According to the information of the JCPDS card (i.e., tetragonal cell, a=2.756, c=3.1927 and c/a =1.1585), and to the relationship between the crystal lattice spacing and the composition of Ni-Zn alloy that was summarized in [78], the Ni-Zn alloy seems to correspond to β 1 -NiZn alloy with ~50 at% Ni (i.e., Ni 1 Zn 1 alloy). The peaks of Ni-Zn alloy become narrower and sharper as reduction temperature increases and the particle sizes calculated from the Scherrer's equation are 3, 10 and 17 nm for the as-prepared sample, and 3, 8 and 14 nm for the calcined sample after reduction at 280, 350 and 450 o C, respectively. The calcination pretreatment seems to induce the formation of slightly smaller Ni-Zn particles. The evolution of the diffractograms with the reduction temperature also shows that the amorphous Ni compounds in as-prepared Ni/ZnO and the NiO in calcined Ni/ZnO directly transformed in NiZn alloy, without any
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 3328 Figure 3-27: XRD of as-prepared (a) and calcined (b) 5 wt% Ni/ZnO sample after reduction at 280 o C, 350 o C and 450 o C for 2 h
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 3329 Figure 3-29: Evolution of the butadiene conversion (A) and selectivity to butenes (B) with the temperature and alkanes formation as a function of the butadiene conversion (C) for 0.5 wt% Ni/ZnO sample (10 mg + 90 mg TiO 2 ) after different thermal treatments
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 3330 Figure 3-30: Evolution of the butadiene concentration with time on stream for the calcined 0.5 wt% Ni/ZnO sample (10 mg + 90 mg TiO 2 ) after reduction at various temperatures

Figure 4 -

 4 1 shows that the phase of the CuZn alloy changes from α to η (7 types of alloy phases) according to the amount of Zn in the bimetallic Cu-Zn system, e.g., α-CuZn phase when the Zn content is lower than 38.95 wt%, while η-CuZn phase when the Zn content is higher than 97.25 wt%. Since the Zn content in the bimetallic Cu-Zn system plays a key role on the nature of Cu-Zn alloy phase, it will be interesting to vary the Zn loading in the supported bimetallic Cu-Zn catalysts and study its influence on their catalytic performances. Besides that, the low melting temperature of metallic Zn (~420 o C; boiling point: ~907 o C) also reminds us to be aware of the selection of the temperature for sample reduction, to avoid the risk of Zn evaporation, which may cause a change in the Zn content, and finally affects the CuZn alloy phase formation.

Figure 4 - 1 :-

 41 Figure 4-1: Alloy phase diagram of Cu-Zn system (left), Cu-Zn crystallographic data (right) [16]

Cu(NO 3 ) 2 •

 32 3H 2 O and/or Zn(NO 3 ) 2 •6H 2 O precursors in order to achieve the desired nominal copper and/or zinc loading with Cu:Zn atomic ratios of 3:1 and 1:1. Urea was added to achieve a urea to metal molar ratio of ca. 100. The mixture was kept at 80 °C in a closed reactor for 20 h under continuous stirring. The solid was separated from the liquid by centrifugation and subsequently washed with distilled water and centrifuged again (three times) (sample called DPu).DP8 preparation was performed as follows. A suspension of 3 g TiO 2 support in 250 ml distilled water with pH adjusted to 8 using NaOH (0.5 M) was introduced into a glass reactor at room temperature. A 50 ml distilled water containing Cu(NO 3 ) 2 ⋅3H 2 O and/or Zn(NO 3 ) 2 ⋅6H 2 O was injected into the TiO 2 suspension slowly (~2 ml min -1 ), then the mixture was stirred for 2 h. The pH of the solution was kept constant at pH around 8 by gradually injecting 0.5 M NaOH solution throughout the whole preparation procedure. The solid was then collected by centrifugation and subsequently washed with distilled water and centrifuged again (three times) (sample called DP8).
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 42 Figure 4-2: Evolution of the Cu and Zn loadings on titania versus pH during the DPu (A) and versus time during the DP8 (B) preparation procedure. Nominal loadings: 2.5 wt% Cu and 2.5 wt% Zn
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 14333 Figure 4-3: UV-visible spectra of the calcined DPu (A) and DP8 (B) samples: 1, Cu/TiO 2 ; 2, CuZn 3:1/TiO 2 ; 3, CuZn 1:1/TiO 2 ; 4, DPu Zn/TiO 2 in (A)
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 44 Figure 4-4: TPR of calcined copper, zinc and copper-zinc catalysts supported on TiO 2 : A, DPu samples; B, DP8 samples; TPR of calcined DPu Zn/TiO 2 is also presented.
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 464 Figures 4-6A,B). The band at 590 nm for the CuZn 1:1 sample may correspond to the
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 4111 8a-c show that the small particles visible in the TEM images of DPu samples are Cu in Cu/TiO 2 , and Cu-Zn alloys in the CuZn 3:1 and CuZn 1:1/TiO 2 samples. Interestingly, the EDS analysis of DPu CuZn 3:1/TiO 2 (Figure4-8b) shows that there is a clear localization of the Cu element in the nanoparticles, while, the Zn element seems to be present both in the nanoparticle and around it. Moreover, the EDS spectra shows that the concentration ratios (C Cu /C Zn ) for a dozen particles in this sample are in the range from 4 to 16 with an average value close to 9, which agrees with the Cu-Zn alloy composition estimated by XRD (Cu 0.9 Zn 0.1 ). The C Cu /C Zn ratios are in the range from 2 to 4 in a dozen particles of the DPu CuZn 1:1/TiO 2 sample (Figure4-8c), resulting in an average ratio around 3 in accordance with the Cu 3 Zn alloy evidenced by XRD. At this point, we can conclude that the small particles observed by STEM-HAADF in the bimetallic DPu samples possess on average the same composition as the one evidenced by XRD (Cu 0.9 Zn 0.1 for CuZn 3:1/TiO 2 and Cu 3 Zn alloy for CuZn 1:1/TiO 2 ). For DP8 samples, the Zn element cannot be detected in the very small particles (~2 nm) of DP8 CuZn 1:1/TiO 2 sample (Figure4-8e). However, one larger particle (~5 nm) in DP8 CuZn 1:1/TiO 2 sample was examined by EDS (Figure4-8f) resulting in a C Cu /C Zn ratio around 5. At this stage, we can only assume that the small particles in DP8 Cu-Zn/TiO 2 samples are bimetallic Cu-Zn particles although their composition, which can be variable, could not be determined. Cu :C Zn ≈2:Cu :C Zn ≈5:Cu :C Zn ≈9:Cu :C Zn ≈1:-
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 489249 Figure 4-8: EDS analysis of some particles in the calcined-reduced DPu and DP8 samples: a, DPu Cu/TiO 2 ; b, DPu CuZn 3:1/TiO 2 ; c, DPu CuZn 1:1/TiO 2 ; d, DP8 Cu/TiO 2 ; e, DP8 CuZn 1:1/TiO 2 ; f, large particle analysis in DP8 CuZn 1:1/TiO 2

  3 at butadiene conversion of 20 to 30% and shows similar butenes distribution with 1-butene as the main product. In contrast with the monometallic Cu samples, the conversion of alkenes to alkanes on Cu-Zn bimetallic catalysts increases with temperature. The high selectivity of the Cu/TiO 2 catalysts to alkenes on the whole range of temperature (Figure4-10B, C) might be related to a gradual deactivation of the samples during the slow heating ramp, as discussed later.The catalytic stability was studied either at T 100% of each sample (Figure4-11A) or at the same temperature (105 o C) for all the catalysts (Figure 4-11B). In both cases, a rapid loss of activity is observed for the Cu/TiO 2 catalysts, whatever the preparation method, with a decrease in conversion of about 85 to 95% during the first 5 hours of reaction. The presence of Zn in the catalysts induces a clear improvement of the stability, with slower rates of deactivation for the CuZn 3:1/TiO 2 and CuZn 1:1/TiO 2 samples. Moreover, the higher the Zn loading, the slower the deactivation of the bimetallic DPu and DP8 catalysts; the DPu and DP8 CuZn 1:1/TiO 2 catalysts maintain high butadiene conversion (above 70%) after 20 h at T 100% , and the DP8 Cu-Zn/TiO 2 samples exhibit a lower deactivation slope than the DPu samples (Figure 4-11A). When compared at the same reaction temperature of 105 °C (Figure 4-11B), the DP8 CuZn 1:1/TiO 2 shows the highest stability, the DPu CuZn 1:1/TiO 2 deactivates at a slower rate than the DP8 and DPu CuZn 3:1/TiO 2 (Figure 4-11B) .
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 4101411 Figure 4-10: Evolution of the butadiene conversion (A), the selectivity to butenes (1-butene + cis-2-butene + trans-2-butene) (B) and the alkenes conversion to alkanes (butane and propane) (C) as a function of the reaction temperature for reduced monometallic Cu/TiO 2 , Zn/TiO 2 and bimetallic Cu-Zn/TiO 2 samples prepared by different methods (100 mg of catalyst). (Full symbols for DPu samples, open symbols for DP8 samples)
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 412 Figure 4-12: TG analysis of the DPu and DP8 samples after 20 h stability test at 105 o C. The freshly reduced DPu CuZn 1:1/TiO 2 was taken as a reference.
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 14134414 Figure 4-13: NH 3 temperature programmed desorption (TPD) profiles for the bare TiO 2 support and the DPu Cu, CuZn 3:1 and CuZn 1:1/TiO 2 samples after calcination at 400 o C and reduction at 350 o C: (A) mass spectrometer signal intensity of NH fragment (m/z=15) and (B) amount of NH 3 desorbed calculated from the mass spectrometer results.
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 415 Figure 4-15: XRD diagrams of (A) the DPu CuZn 1:1/TiO 2 catalyst after calcination then reduction at 350 °C (labeled fresh sample) and after various stages of the reaction at 105 °C; Cu 0.7 Zn 0.3 alloy peak position from JCPDS: 03-065-9062; (B) the DPu CuZn 1:1/TiO 2 catalyst after calcination then reduction at 280 °C and stability test at 105 °C for 20h.
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 416 Figure 4-16: catalytic stability test of the regenerated DP8 CuZn 1:1/TiO 2 C400R350 at 105 o C for 65 h.

1 )Chapter 5 :selective hydrogenation of 1 , 3 -butadiene in the presence of an excess of propene 1 .

 15131 were formed in DPu CuZn 1:1/TiO 2 and CuZn 3:1/TiO 2 samples, respectively, indicating also that part of the Zn present in the samples was not involved in the formation of alloys. The performances of the bimetallic Cu-Zn/TiO 2 catalysts in the selectivity hydrogenation of butadiene demonstrated that such non-noble systems have high potential for this type of reaction as they present only slightly lower activity at moderate temperature, similar selectivity to alkenes and enhanced stability compared to monometallic Cu/TiO 2 . Besides that, the DP8 Cu-Zn samples show similar selectivities to alkenes but higher activity and more stable catalytic performances than the DPu Cu-Zn ones, which could result from the presence of smaller Cu-Zn bimetallic particles with uniformed particle sizes in DP8 samples. A decrease of the size of the Cu ensemble at the surface of the nanoparticles due to alloying with zinc and of the acidic properties of the TiO 2 surface by the residual zinc seems to result in the lowering of the fouling by carbonaceous species, leading to higher stability of the bimetallic catalysts.Interestingly, the dynamic behavior of the Cu-Zn alloy structure was evidenced by a change in the composition of the alloyed phase during the selective butadiene hydrogenation reaction, from Cu 3 Zn to Cu 0.7 Zn 0.3 alloy for the DPu CuZn 1:1/TiO 2 sample. This explorative study is intended to demonstrate the potential for using base metals for application in selective hydrogenation reaction. The various results presented in this work show that such systems composed of bimetallic nanoparticles are complex, with several possible phases and compositions co-existing and evolving under reaction conditions. Thus, extensive additional studies are clearly required to foresee any possible long-term catalytic implementation.Synthesis of TiO 2 supported Ni-Zn bimetallic catalyst for IntroductionThrough density functional theory calculations (DFT), Studt et al[1] predicted that Ni-Zn systems could be an interesting alternative to palladium ones. In addition, they also showed experimentally that the addition of Zn to Ni/MgAl 2 O 4 resulted in a lower ethane formation than in monometallic Ni/MgAl 2 O 4 during selective hydrogenation of acetylene, but the paper does not contain any information about the possible Ni-Zn alloy formation and the Ni-Zn catalysts stability. On the other hand, Spanjers et al[2] studied bulk intermetallic Ni-Zn compounds (Ni 4 Zn, Ni 1 Zn 1 and Ni 5 Zn 21 alloys) for selective acetylene hydrogenation in excess of ethylene, and also found that zinc inclusion into nickel catalysts could reduce the oligomerization reaction that resulted in a higher ethylene selectivity, but no catalytic activity and stability were reported in the paper. Thus, the type of supported Ni-Zn nanoalloy formed after reduction and the catalytic properties of supported Ni-Zn nanoalloy for alkyne or alkadiene selective hydrogenation need to be further studied.The study of the catalytic properties of the 0.5 wt% Ni/TiO 2 catalysts in Section 5 of Chapter 3 indicated that metallic Ni is very active with 100% butadiene conversion at RT even after catalyst dilution, rather highly selective to butenes (Figure3-23, in Chapter 3), but low catalytic stability for butadiene selective hydrogenation. In comparison with Ni/TiO 2 (i.e., metallic Ni), 0.5 wt% Ni/ZnO catalysts, which formed Ni 1 Zn 1 alloy particles after reduction at temperature higher than 280 o C, showed lower activity (higher T 100% , but the particle size were also clearly much larger), similar selectivity to butenes and still lower stability.Similarly, another work on ZnO and SiO 2 supported Ni catalysts performed by Spanjers et al[3] for selective acetylene hydrogenation in excess of ethylene reaction also showed that Ni/ZnO catalysts containing supported Ni 4 Zn 1 alloy and Ni 1 Zn 1 alloy after sample reduction displayed a lower activity and selectivity to ethylene than Ni/SiO 2 (metallic Ni). These results are in disagreement with the results of the calculations performed by Studt et al. [1] mentioned above. Moreover, in the study about ZnO and SiO 2 supported Ni catalysts, Spanjers et al attributed the low activity and selectivity to ethylene of ZnO supported Ni-Zn were evaluated in the selective hydrogenation of butadiene in the presence of an excess of propene. Specific attention was paid to the characterization of the composition of Ni-Zn nanoalloy particles. This chapter will describe: -The deposition behavior of Ni and Zn on titania as a function of pH and time during bimetallic Ni-Zn preparation by DPu and DP8; -The effect of the addition of Zn on the reduction behavior of supported Ni; -The characterization of Ni-Zn nanoalloy after sample calcination and reduction by XRD and STEM-HAADF coupled with EDS techniques; -The influence of alloying Ni with Zn on the catalytic activity, selectivity and stability performances for the butadiene selective hydrogenation reaction;

(see Section 3 of

 3 Chapter 2) is as follows: 3 g of TiO 2 support was dispersed into 250 mL distilled water in beaker at room temperature, and the pH of TiO 2 suspension was adjusted to ~8 using 0.5 M NaOH solution. A 50 mL aqueous solution containing appropriate amounts of Ni(NO 3 ) 2 •6H 2 O and/or Zn(NO 3 ) 2 •6H 2 O precursors, corresponding to 0.5 or 2.5 wt% Ni loading with the desired Ni:Zn atomic ratio of 1:0, 1:1 and 1:3, was added into the TiO 2 solution in 30 min. During the injection of the Ni/Zn aqueous solution, the pH of the mixture was kept at ~8 by addition of 0.5 M NaOH solution. After stirring for 4 h, the solid samples were collected by centrifugation and subsequently washed with distilled water and centrifuged (three times) and dried under vacuum at room temperature (RT) for 24 h. The kinetics of Ni 2+ and Zn 2+ deposition during sample preparation by DPu and DP8 were studied by extracting the solid powder from 30-40 mL of suspension out of the reactor at different pHs (DPu) or time (DP8) during the preparation followed by washing, centrifugation and drying under vacuum at RT.
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 552 Figure 5-2B shows that Ni and Zn ions were simultaneously deposited on the TiO 2 surface.The Ni and Zn loadings on TiO 2 were around 1.8 wt% for each, after 30 min of stirring, which may correspond to the limitation of the adsorption capacity of TiO 2 surface. Based on the density of TiO -0.35 (i.e., ~5.5 site nm -2 ) and Ti 2 O -0.6 (i.e., ~0.5 site nm -2 ) at pH = 8 , given by Panagiotou et al[8], one can calculate that the total amount of negatively charged sites (i.e., 9×10 20 in 3 g TiO 2 ) roughly corresponds to the loading of 1.8 wt% Ni and Zn ions. Then the
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 55 Figure 5-5: STEM-HAADF images of the calcined-reduced DPu and DP8 samples with the particle size distribution: a, DPu Ni/TiO 2 ; b, DPu NiZn 1:1/TiO 2 ; c, DPu NiZn 1:3/TiO 2 ; d, DPu NiZn 1:5/TiO 2 ; e, DP8 Ni/TiO 2 ; f, DP8 NiZn 1:3/TiO 2

5 Figure 5 - 7 :

 557 Figure 5-7: XRD of calcined DPu NiZn 1:5/TiO 2 sample.

Figure 5 -

 5 Figure 5-8 shows the evolution of the catalytic activity and selectivity to butenes during temperature programmed reaction. Note that Zn/TiO 2 does not present any activity in the temperature range 30-150 o C (not shown).

  -8B) or from the side of the concentration of alkane (butane and propane) formed (Figure5-8C). Figure5-8B shows that all the catalysts exhibit a progressive decrease of the selectivity to butenes as the reaction temperature increases and before T 100% is reached, which is similar to what was observed for Ni/ZnO catalyst (Figure3-29 in Chapter 3). This trend is more pronounced for the Ni-Zn/TiO 2 samples, which means that they are less selective to butenes than the Ni ones. For instance, at butadiene conversion close to 100%, DPu Ni:Zn 1:5 and 1:1/TiO 2 appear less selective to butenes (Figure5-8B) and shows clearly more alkanes formed (Figure 5-8C) than DPu Ni/TiO 2 . This result is rather surprising as the corresponding bimetallic Ni-Zn samples present lower activity in butadiene hydrogenation than the monometallic Ni/TiO 2 catalysts (Figure 5-8A) and one would have expected that a decrease in activity would have resulted in an increase in selectivity to alkenes. However, considering the fact that the calculation performed by Studt et al [1] also showed that lower selectivity to ethylene were expected for Ni 3 Zn 1 alloy than for monometallic Ni or bimetallic Ni 1 Zn 1 or Ni 1 Zn 3 systems (the selectivity to alkenes for Ni-Zn alloys decreases as follows: Ni 1 Zn 3 alloy > Ni 1 Zn 1 alloy > Ni > Ni 3 Zn 1 alloy), and that the average Ni:Zn atomic ratios estimated by EDS are in the range from 12 to 2 for the bimetallic catalysts (Table 5-4), the high Ni:Zn ratios may explain the lower observed selectivity to alkenes than monometallic Ni. Indeed, the DPu Ni:Zn 1:5 catalyst, which contains Ni-Zn nanoalloy particles with average Ni:Zn atomic ratio close to 2, shows higher selectivity to alkenes than the other DPu Ni-Zn catalysts at high conversion (Figure 5-8C).

5 CFigure 5 - 8 :

 558 Figure 5-8: Evolution of the butadiene conversion (A), the selectivity to butenes (1-butene + cis-2-butene + trans-2-butene) (B) as a function of the reaction temperature for the reduced monometallic Ni/TiO 2 , and bimetallic Ni-Zn/TiO 2 catalysts prepared by different methods (10 mg of catalyst diluted with 90 mg TiO 2 ), outlet alkanes concentration as a function of butadiene conversion (C). (Full symbols for DPu samples, open symbols for DP8 samples)

Figure 5 - 9 :

 59 Figure 5-9: Evolution of the conversion of butadiene with time on stream from an initial conversion ~80% for 20 h at a given reaction temperature: 15 °C for DPu and DP8 Ni, 25 °C for DPu NiZn 1:1 and 3:1, 35 °C for DPu NiZn 5:1 and 30 o C for DP8 NiZn 3:1). (10 mg of catalyst diluted with 90 mg TiO 2 ) (Full symbols for DPu samples, open symbols for DP8 samples)
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 102510 Figure 5-10: Thermogravimetric analyses (A) performed in air coupled with mass spectrometry (B) of TiO 2 support and undiluted DPu samples after 20 h of stability test at 25 °C. TiO 2 was previously calcined then reduced at 450 o C and exposed to reactant gas mixture for 20h at 25 o C.

2 Figure 5 - 14 :

 2514 Figure 5-14: Thermogravimetric analyses (A) coupled with mass spectrometry (B) analysis of the undiluted DPu NiZn 1:3/TiO 2 sample after catalytic stability test and regeneration at 500 o C.

TiO 2 -Chapter 6 :

 26 supported monometallic Ni and bimetallic Ni-Zn with various Ni:Zn ratios (i.e., 1:1, 1:3, 1:5) were prepared by deposition-precipitation with urea (DPu) and depositionprecipitation at fixed pH (DP8). It has been found that Zn 2+ deposition occurred first then followed by the one of Ni 2+ on TiO 2 surface during DPu preparation, and simultaneously during DP8. After calcination at 400 o C then reduction at 450 o C for 2 h, the formation of bimetallic Ni-Zn nanoparticles was evidenced by XRD and STEM-HAADF coupled with EDS analysis. The Ni:Zn atomic ratio in Ni-Zn alloyed nanoparticles decreases with the increase of Zn loading in DPu and DP8 samples, and the alloying of Ni with Zn leads to an increase of the average nanoparticle size. The catalytic results showed that Ni has high catalytic activity in the selective butadiene hydrogenation reaction, and that alloying Ni withZn slightly decreased the activity and, more surprisingly, the selectivity to alkenes, which is not in full agreement with the theoretical prediction by Studt et al. However, the bimetallic Ni-Zn/TiO 2 catalysts displayed much higher stability under isothermal reaction than Ni/TiO 2 , which deactivated rapidly in the first few hours of reaction. The DP8 Ni:Zn sample showed slightly higher T 100% and selectivity to butenes, but similar stability than the corresponding DPu sample. The higher stability of bimetallic Ni-Zn/TiO 2 catalysts, compared to monometallic Ni/TiO 2 , was ascribed to the formation of a lower amount of carbonaceous species during reaction, as revealed by TGA analyses. However, even though most of the carbonaceous deposited on the catalytic surface can be eliminated by an in situ oxidative treatment, the initial catalytic activity cannot be recovered. Preliminary explorations of the use of supported bimetallic Fe-based catalysts for selective hydrogenation reaction1. IntroductionRecently, an Al 13 Fe 4 bulk alloy was found to have high catalytic performance in selective hydrogenation of butadiene and acetylene. This remarkable behavior was ascribed to the presence of highly stable isolated iron catalytic active sites at the surface of the alloy and to the alteration of the electronic structure of iron by chemical bonding with Al[1, 2]. This study revealed that iron-based bimetallic catalysts have interesting potential for the selective hydrogenation of polyunsaturated hydrocarbons. However, even though Fe-based bimetallic catalysts were explored in various reactions, such as bimetallic Fe-Co and Fe-Ni in the hydrogenation of carbon monoxide[3], bimetallic Fe-Ru in the Fischer-Tröpsch synthesis[4] and bimetallic Fe-Cu in the selective catalytic reduction of NO with NH 3[5], the study of supported bimetallic Fe-based catalysts in the selective hydrogenation of polyunsaturated hydrocarbons is indeed rare. Thus it is worth to carry out some explorations on the application of supported Fe-based catalysts in such reactions. On the other hand, through density functional theory (DFT) calculations, Studt et al[6] predicted that bimetallic Fe-Zn could be an interesting alternative to palladium-based catalysts for the selective hydrogenation of polyunsaturated hydrocarbons. Thus, in this chapter, a preliminary exploration of Fe-Zn/TiO 2 in terms of catalyst preparation and catalytic evaluation is presented. Based on our previous study showing Ni-Zn alloy formation after reduction of Ni/ZnO at different temperatures (Figure 3-27 in Chapter 3), Fe/ZnO was also prepared to more easily evidence the possible Fe-Zn alloy formation. The Fe-Zn alloy phase diagram presented in Figure 6-1 shows that no clear boundary of Zn content for separating different Fe-Zn alloy phases, and only two identifiable Fe-Zn alloy phases are described: δ-FeZn 10 and ζ-FeZn 13 , with Zn content higher than 88.5 wt%.

Figure 6 - 1 :

 61 Figure 6-1: Alloy phase diagram of Fe-Zn system (left), Fe-Zn crystallographic data (right) [8]

Fe

  3+ and the precipitation in solution (shown later) during sample preparation when a Fe(II) precursor was used. The mixture was heated at 80 o C. Given amounts of metal precursors (i.e., FeCl 2 •4H 2 O and Zn(NO 3 ) 2 •6H 2 O) were dissolved into the TiO 2 suspension solution in order to achieve the desired Fe:Zn ratio (1:0 and 1:1) with 2.5 wt% Fe loading as a constant. Moreover, the initial pH of the solution depends on the acid-base property of the metal precursors. After addition of a large excess of urea CO(NH 2 ) 2 (Sigma-Aldrich) (i.e.

3. 1 Figure 6 - 2 :Figure 6 - 3 :

 16263 Figure 6-2: TPR of calcined 2.5 wt% Fe/ZnO sample

Figure 6 - 8 :Figure 6 - 9 : 4 . 6

 686946 Figure 6-8: TPR of Fe(II) /TiO 2 (A) and Fe(II)Zn 1:1 /TiO 2 (B) sample after calcination at 400 o C for 2 h

Figure 6 -

 6 Figure 6-10A indicates that the Fe(II)/TiO 2 catalyst has relatively higher selectivity to butenes (~ 100%) than that of Fe(II)Zn 1:1/TiO 2 (~90%) at temperature closed to T 100% .

  

  

  

  In the 90 th , the preparation of Ni/SiO 2 catalysts was studied. They were prepared by different methods, e.g., incipient wetness impregnation (IWI)[91,92] and depositionprecipitation with urea (DPu) [93-96], and the mechanism of deposition-precipitation of Ni (II) phase on silica and the formation of nickel phyllosilicate (1:1) was deeply explored at the molecular level [97]. The preparation of supported Cu catalysts was also explored. The influence of the experimental conditions (i.e., sample preparation method, and thermal treatment) on the size of the Cu particles supported on SiO 2 was explored [98], and revealed that the drying step has a drastic influence on the size of the metal particles after calcination and reduction for the sample prepared by impregnation and the presence of chemical bonds between Cu 2+ and the SiO Cu 0 and Zn II species with good dispersion were observed in the Cu-Zn/SiO 2 sample after calcination at 450 o C and reduction at 350 o C. Then the catalytic behavior of the Cu 0 -Zn Ⅱ /SiO 2 samples was studied in selective hydrogenation of crotonaldehyde in collaboration with R. Touroude in Strasbourg [103]. The results showed that Cu 0 -Zn Ⅱ /SiO 2 has 10~20% higher selectivity to crotyl alcohol

characterization of supported non-noble metal catalysts, i.e., Ni/SiO 2 , Cu/SiO 2 , Zn/SiO 2 and Cu/ZnO. 2 for the sample prepared by cationic exchange. Later, the interaction between Cu complexes and SiO 2 support was studied by EXAF spectroscopy [99] using Cu/SiO 2 sample prepared by cationic exchange, it has been found that the interaction between Cu complexes and SiO 2 surface is probably simple electrostatic adsorption when the sample is wet, and that grafting occurs during the sample drying step. Moreover, as for Cu/SiO 2 prepared by cationic exchange, a kind of copper phyllosicate was also formed in the as-prepared Cu/SiO 2 samples [98, 100]. In 2003, supported Zn samples prepared by incipient wetness impregnation have been studied. The evolution of zinc species on silica surface during sample drying and calcinations was studied by Chouillet et al [101]. They showed that the zinc silicate (Zn 4 Si 2 O 7 (OH) 2 •H 2 O, called hemimorphite) was the main phase and the ZnO formation strongly depends on the drying temperature after impregnation. Based on the works performed on supported mono-metallic samples mentioned above, bimetallic Cu-Zn /SiO 2 catalysts was prepared by Catillon-Mucherie et al [102] using coimpregnation in 2007. However, instead of Cu-Zn alloy formation, than Cu/SiO 2 sample. Cu 3 Zn alloy formation was found by XRD in mono Cu/ZnO after thermal treatment under H 2 in 2012 by Derrouiche et al [104]. The authors observed that metallic Cu was formed after sample reduction at 280 o C. However, zinc atom migrates into the Cu crystal gradually with increasing reduction temperature and Cu 3 Zn alloy was formed after reduction at 350 o C for 2 h (Figure 1-8).

Techniques for catalysts preparation and characterization Chapter 2: Techniques for catalysts preparation and characterization
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	introduces the methods for samples preparation and characterization. The preparation of
	monometallic catalysts (i.e., Cu, Zn, Ni) for selective hydrogenation of butadiene is described
	in Chapter 3. After that, one can find the studies of bimetallic Cu-Zn, Ni-Zn and Fe-Zn for
	selective hydrogenation of butadiene in Chapter 4, 5 and 6. At the end of this thesis, a
	conclusion is made in Chapter 7.

The supported non-noble bimetallic Cu-Zn, Ni-Zn and Fe-Zn are selected and studied. In this thesis, Chapter 2 mainly 100. T.Toupance, M.Kermarec, J.F.Lambert, C.Louis, The Journal of Physical Chemistry B, 106 (2002) 2277. 101. C.Chouillet, F.Villain, M.Kermarec, H.Lauron-Pernot, C.Louis,The Journal of Physical Chemistry B, 107 (2003). 102. S.Catillon-Mucherie, F.Ammari, J.M.Krafft, H.Lauron-Pernot, R.Touroude, C.Louis, The Journal of Physical Chemistry C, 111 (2007) 11619. 103. S.Catillon-Mucherie, H. Lauron-Pernot, C. Louis, Journal of Physical Chemistry C, 114 (2010) 11140. 104. S.Derrouiche, H. Lauron-Pernot, C. Louis, Chemistry of Materials, 24 (2012) 2282. Chapter 2: ........................... 1. 3. Techniques for samples characterization ......................................................................... 4. The selective butadiene hydrogenation in the excess of propene .................................... 4.1 The catalytic test system and condition for the experiment ....................................... 4.2 The evaluation of the catalytic performance .............................................................. 5. Reference ..........................................................................................................................
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  •3H 2 O (Sigma-Aldrich, purity: >99%), Zn(NO 3 ) 2 • 6H 2 O (Sigma-Aldrich, purity: >99%), Ni(NO 3 ) 2 •6H 2 O (Sigma-Aldrich, purity: >98.5%) were used as precursors for copper, zinc and nickel containing samples. Fe(NO 3 )

  3 

Table 2

 2 

	-1: the solubility products of non-noble metal hydroxide under 298 K [12]
	M(OH)n	K sp 	M	OH (	)	n

Zn(OH) 2 4.1×10 -17 Cu(OH) 2 2.0×10 -19 Ni(OH) 2 5.5×10 -16 Fe(OH) 2 4.9×10 -17 Fe(OH) 3 6.0×10 -38

  

	Although Figure 2-4 only considers the precipitation and dissolution equilibrium
	behavior of metal ions as a function of pH in water (i.e., in the absence of oxide support) at
	room temperature, the large differences in solubilities between Cu 2+ and Zn 2+ or between Ni 2+

Table 2 -

 2 2. 

Table 2 -2: the point of zero charge of common oxides Oxide PZC SiO 2 ~2 CeO 2 ~7.5 ZnO 8.7-10.3 NiO 10-11 Al 2 O 3 ~8 TiO 2 ~6

 2 

Table 2 -

 2 -3. 3: the solubility product of the metal compounds at room temperature[12] 

Metal species Zn(OH) 2 ZnCO 3 Cu(OH) 2 CuCO 3 K sp 4.1 × 10 -17 1.2 × 10 -10 2 × 10 -19 1.3 × 10 -10

  

	It can be seen that Zn(OH) 2 and Cu(OH) 2 have a much lower solubility than their
	carbonate compounds, thus these two compounds will be precipitated first during the gradual
	increase of Cu 2+ and Zn 2+ concentrations in the solution. Besides that, since Zn(OH) 2 has a
	higher solubility than Cu(OH) 2 , the rate of injection must be controlled in such a way that the
	concentration of soluble Zn 2+ ion in the preparation solution remains slightly below or at the
	solubility value of Zn(OH) 2 if one wants to co-deposit(precipitate) Cu 2+ and Zn 2+ through one
	single injection of aqueous Cu 2+ /Zn 2+ mixtures containing similar ion concentration. As a
	result, based on the solubility of Zn(OH) 2 , the limitation of the concentration of Zn 2+ in the
	solution that could both avoid the precipitation of Zn(OH) 2 in solution and achieve the goal of
	co-deposition-precipitation of Cu and Zn could be calculated as follows:

Table 2 -

 2 -4. 4: the composition of the original gas mixture

	Composition	Concentration
	Butadiene	0.3% (3000 ppm)
	Propene	30%
	H2	20%
	He	Balance

In the study of monometallic Cu and Cu-Zn/TiO 2 bimetallic catalysts, activation of the ex situ calcined samples was performed in H 2 from RT to 350 o C at a heating rate of 2 o C min - 1 , and then for 2 h at 350 o C. After catalyst activation, the catalyst was cooled down to RT

Table 3 -

 3 1: Final Cu loadings in the Cu/TiO 2 samples after 20 h DPu and pH at which the color of the suspension changed with in the first 5 h of DPu

	Nominal Cu loading (wt %)	Concentration of Cu 2+ 10 -3

mol L -1 Actual Cu Loading after DPu 20 h (wt %) pH at which the color change

  

				white to green	green to gray
	2	3.2	~1.6	4.1	-
	2.5	4.0	2.1	3.9	-
	3	4.9	2.5	3.8	-
	5	8.2	4.2	3.7	5.5
	5 (B2)	8.2	-	5.2 (green-dirty)	7.2 (green black)

Table 3 -

 3 2: Evolution of the Cu loading and sample color as a function of the duration of DPu preparation of a Cu/TiO 2 sample with a nominal Cu content of 2.5 wt%. This table gathers two sets of experiments (Experiments I and II; see experimental)

	DPu time / h	Cu loading (wt%)	Sample color	Experiment
	0.9	0.1	bluish	Experiment Ⅰ: color changes from bluish to green
	1.6	1.4	green	
	2.2	2.0	green	Cu Loading versus time / pH
	3	2.1	green	
	5	2.2	green	Experiment Ⅱ: no Cu loading change
	6	2.1	green	
	7	2.1	gray	Sample color versus time
	20	2.1	gray	

  2 samples prepared byDPu for 20 h with Cu loadings lower than 1.6 wt% Cu (Figure3-2) or prepared for 3 to 6 h for Cu/TiO 2 (2.1 wt% Cu) (Table3-2) originates from the formation of Cu 2 (OH) 3 NO 3 species on TiO 2 . The interaction with the titania support is attested by the fact that the Cu particles on titania whether they are either Cu 2 (OH) 3 NO 3 or CuO (≤20 nm) are much smaller than those of In contrast, the gray color of the samples with Cu loadings higher than 1.6 wt% results from the presence of CuO arising from the partial or total decomposition of supported Cu 2 (OH) 3 NO 3 .

the green precipitate (0.5 to 1 m, Figure

3-7

). It is also interesting to note that the interaction with titania stabilizes Cu 2 (OH) 3 NO 3 and prevents its decomposition into CuO after 20 h of DPu at 80 o C, i.e. at pH around 7, since the samples with Cu loadings lower than 1.6 wt% remain green.

  Figure 3-9: TPR of as-prepared Cu/TiO 2 prepared with different Cu loadings after 20 h of DPu.

			4,24wt%	
	a.u		2,50wt%	
	/				
	Intensity		2,08wt% 1,62wt%	
			1,55wt%	
			0,88wt%	
			0,60wt%	
	100	200	300	400	500
		Temperature / o C		

-9 can be attributed to Cu II ions that are interacting with TiO 2 and to CuO. The second reduction peak at ~175 o C can be easily attributed to CuO as its intensity increases as the Cu loading increases (Figure

3-9

), moreover, it slightly shifts to higher temperature in agreement with the fact the CuO particle size increases from 10 nm in 1.62 wt% Cu/TiO 2 to 15 nm in 4.24 wt% Cu/TiO 2 according to XRD. The reason for which CuO was evidenced by TPR but not by XRD in the sample with Cu loading lower than 1.55 wt%, may be the too low CuO content and/or too small particle size. According to the literature, the first reduction peak might belong to amorphous Cu species or to highly dispersed Cu II species in strong interaction with TiO 2 surface

[53]

.

  -10). These results may therefore indicate that Ostwald ripening has occurred during sample preparation by DPu, producing a bimodal size distribution. Moreover, as the Cu 2 (OH) 3 NO 3 particles increases in

size, they become instable and transform into CuO that continue to grow. It is interesting to note that at variance with the silica and alumina supports (see Introduction), no mixed compound, i.e., no copper titanate formation was detected. Sanker et al

  C, meanwhile, there is no butane formed (100% selectivity to butenes) and the conversion of propene to propane is lower than 0.5% (~1500 ppm propane formation).

	-19). Since zinc on TiO 2 does not reduce in the RT-500 °C range, Zn/TiO 2
	was activated in the same conditions as Cu/TiO 2, i.e., 350 o C. Figure 3-20 shows that Zn/TiO 2 ,
	after calcination at 400 o C then reduction at 350 o C for 2 h, is an inactive catalyst at low
	temperature (i.e., <180

o C) as the butadiene concentration does not change (~3000 ppm) when the reaction temperature increases from 30 o C to 180 o C. The butadiene concentration only decreases to ~1500 ppm (50% butadiene conversion) when the reaction temperature increases to 300 o

Table 3 -

 3 4: Ni loadings measured by XRF in the as-prepared Ni/ZnO samples

	Normal Ni loading	Experimental Ni loading
	5.0	4.8
	0.5	0.5

  7 for Cu(II), which is lower than that for Zn(II) (i.e.,6.3), which is in agreement with the theoretical calculation presented in Chapter 2. The deposition-precipitation behavior of Ni will be introduced in Chapter 5. The TPR results revealed that the temperature of reduction of Cu 2+ and Ni 2+ on TiO 2 surface is around 350 o C and 450 o C, respectively and that Zn 2+ on TiO 2 does not reduce in the 25-550 °C range. Cu 2 (OH) 3 NO 3 or CuO, which arose from the decomposition of Cu 2 (OH) 3 NO 3 during DPu procedure. The formation of the CuO phase was also favored by high Cu loading. As a result, larger Cu 0 particles (8.5 nm) were obtained after reduction of ~5 wt% Cu/TiO 2 than after reduction of 1.55 wt% Cu/TiO 2 (4.5 nm). The evolution of butadiene conversion during reaction from 30 o C to 150 o C indicates that metallic Cu has a moderate activity (i.e., T 100% around 75 o C for 2.5 wt% Cu/TiO 2 ) in our reaction conditions, a high no matter the Ni loading (i.e., 2.5 or 0.5 wt%). Strong exothermicity (i.e., the temperature in the reactor sharply increased from RT to >90 o C) was observed once the reactant gas flowed through the 2.5wt% Ni/TiO 2 catalyst at RT, and butadiene was fully converted with butane as the main product, which indicated that metallic Ni was very active in butadiene selective hydrogenation reaction (and much more active than Cu-based catalysts). Thus, a low Ni loading (i.e., 0.5 wt%) will be selected for the further bimetallic Ni-Zn catalytic study in Chapter 5. The diluted 0.5 wt% Ni/TiO 2 catalyst (50 mg in 50mg TiO 2 support) still showed 100% conversion at RT, but no exothermicity with high selectivity to butenes (>95% at temperature close to T 100% ). However, the catalysts were not stable, and deactivated fast. The comparison of the catalytic performances of Ni/TiO 2 (i.e., metallic Ni) and Ni/ZnO (i.e., Ni 1 Zn 1 alloy) catalysts with 0.5 wt% Ni loading after reduction at 450 o C showed that the catalyst containing metallic Ni had higher activity (un-compared TOF as the particle size of metallic Ni in Ni/TiO 2 is unknown) and selectivity to butenes than catalyst containing Ni 1 Zn 1 Since Zn/TiO 2 is much less active than Cu/TiO 2 and Ni/TiO 2 catalysts (Table3-5), one can anticipate that the main active metals in the bimetallic Cu-Zn/TiO 2 and Ni-Zn/TiO 2 catalysts that will be studied in Chapters 4 and 5, respectively, are Cu and Ni, and that Zn will behave as a promoter or a modifier as already shown in this chapter in the study of Ni/ZnO.

	selectivity to alkenes, but a very low stability during time on stream at temperature close to
	T 100% .
	In the case of Ni-based catalysts, metallic Ni particles were only detected by XRD in
	Ni/TiO

Zn/TiO 2 sample, after activation at 350 o C, is inactive at temperature lower than 180 o C and very poorly active at temperature higher than 180 o C for selective hydrogenation of butadiene.

For the Cu/TiO 2 catalysts, most of Cu was deposited on TiO 2 surface in the first 3 h of DPu preparation, i.e. at pH lower than the PZC of TiO 2 support (~6.0). The formation of a metallic Cu phase was clearly observed after reduction at 350 o C, and the size of the Cu nanoparticles strongly depended on the Cu loading and the preparation time, i.e. on the nature of supported Cu phase, 2 samples with high Ni loading (i.e., 2.5 wt%) after reduction at temperature higher than 350 o C, however, Ni-Zn alloy (Ni 1 Zn 1 alloy) was detected in the monometallic Ni/ZnO sample after reduction at temperature higher than 280 o C, without any metallic Ni formation, alloy, which is not in agreement with the results of theoretical calculation by Studt's et al (Figure

1

-4 in Chapter 1). Indeed, they predicted that Ni 1 Zn 1 alloy should have higher selectivity to alkenes, but lower activity than metallic Ni. Our results also indicate that catalyst containing Ni 1 Zn 1 alloy deactivates faster than metallic Ni, possibly for reasons developed in Section 5.2 which question the role of the ZnO support. To make a fair comparison, it will be better to prepare bimetallic Ni-Zn supported on another support than ZnO that has an inert surface. As a result, the study of supported Ni-Zn/TiO 2 will be developed in Chapter 5.

Table 3 -

 3 5: Summary of the reaction conditions and activity for the TiO 2 supported Zn, Cu and Ni

	Sample	Metal loading / wt%	Mass for catalytic evaluation / mg	Activation temperature / o C	Full Butadiene conversion temperature
	Zn/TiO 2	2.5	100	350	50% conversion at 300 o C
	Cu/TiO 2	2.5	100	350	~75 o C
	Ni/TiO 2	0.5	10 (		

diluted in 90 mg TiO 2 ) 450 RT Chapter 4: Novel Non-Noble Bimetallic Cu-Zn/TiO 2 Catalysts for Selective Hydrogenation of Butadiene 1. Introduction

  

	According to the study of monometallic Cu/TiO 2 catalysts for the selective
	hydrogenation of butadiene in Chapter 3, metallic Cu shows high selectivity to alkenes (i.e.,
	~100% to alkenes at T~T 100% ), moderate activity (compared to Pd-based catalysts), but low
	catalytic stability. Thus, in order to make Cu-based catalysts become suitable alternatives to
	noble metal catalysts (e.g., Pd-based catalysts) in the selective hydrogenation of unsaturated

hydrocarbons, the catalytic stability of metallic Cu has to be improved. Based on previous studies on palladium-based bimetallic catalysts, bimetallic Pd-Ag catalysts show higher catalytic activity, selectivity to alkenes and stability than monometallic Pd catalyst

[1][2][3][4][5][6][7]

, the introduction of a second metal to metallic Cu could be an attractive path to promote the catalyst stability in selective hydrogenation. It has also been found that alloying copper with gold (in bimetallic Au 1 Cu 3 catalyst) resulted in a more stable catalyst than monometallic Cu

Table 4 -

 4 1: Final metal loading in the Cu-Zn/TiO 2 sample prepared by DPu and DP8

	Theoretical values				Experimental values	
	Cu : Zn	Loading (wt%)	DPu		DP8		DPu	DP8
	ratios	Cu	Zn	Cu	Zn	Cu	Zn	Cu : Zn ratios	Cu : Zn Ratios
	1 : -	2.5	-	2.2	-	2.2	-	1 : -	1 : -
	3 :1	2.5	0.8	2.0	0.7	2.3	0.8	2.9 :1	2.9 :1
	1 :1	2.5	2.5	2.0	1.9	2.1	2.0	1.1 :1	1.1 :1
	-: 1	-	2.5	-	2.1	-	2.1	-: 1	-: 1

Table 4 -

 4 2: Cu, Zn loading of CuZn 1:1/TiO 2 prepared by DPu and DP8 after drying and different thermal treatments

	CuZn1:1/TiO 2		Dry RT (wt%)	Dry RT -C400 (wt%)	Dry RT -C400 R280 (wt %)	Dry RT -C400 R350 (wt %)	Dry RT -C400 R550 (wt %)
	DPu	Cu Zn	2.19 2.16	2.17 2.16	2.18 2.17	2.16 2.12	2.23 0.44
	DP at pH=8	Cu Zn	2.18 1.93	2.19 1.91	2.17 1.92	2.16 1.89	2.27 0.46

stability test for 20h stability test for 12h stability test for 8h fesh sample in H 2 at 105 o C for 12h fesh sample TiO 2 Cu 0.7 Zn 0.3 Intensity / a.u Cu 3 Zn A 40 41 42 43 44 45 46 47 48 49 50 51 52 TiO 2 Cu Zn 1:1/TiO 2 C400R280 stability at 105 for 20h

  Besides that, similar to the fresh DP8 CuZn 1:1/TiO 2 , the concentration of each product (e.g., propane) evolves during the stability test, which underlines again the dynamic character of the bimetallic CuZn system. These results might not indicate that the CuZn bimetallic catalysts are suitable for direct application in purification of alkene streams but the aim of this work is first and foremost fundamental and explorative and is only intended to demonstrate the potential for using base metals for such applications. Besides that, the dynamic of bimetallic Cu-Zn system during catalytic reaction also indicates that such Cu-Zn bimetallic systems are complex, with several possible phases and compositions existing or co-existing, thus, extensive additional studies are clearly required to foresee any possible long-term catalytic implementation.

	Compare with the catalytic performance of fresh DP8 CuZn 1:1/TiO 2 (Figure 4-14),
	the regenerated catalyst shows slightly lower initial catalytic activity (butadiene conversion
	~90%, instead of 100%).	
	B	Cu
	a.u	
	/	
	Intensity	
		2 theta
		123

Table 5 -

 5 4: summary of the composition, particle size of the supported NiZn nanoalloys, of the catalytic performance and of TGA after catalytic stability

									Decrease of	Weight loss in	Integral area
	Sample	Average Ni:Zn ratio in the nanoparticles (from EDS)	Average metal particle size (nm, based on TEM)	Ni metal dispersion (based on TEM)	Activity at 20 o C (×10 -4 molbutadiene s -1 gmetal -1 )	TOF at 20 o C (s -1 ) (based on TEM)	Alkane formation at ~80% butadiene conversion (ppm)	butadiene conversion in 20 h reaction	the TGA results ( wt%)	of the peak in the MS results (a. u. ×10 -12 )
							Butane	Propane	(%)		
	DPu Ni	-	3.7	0.27	16.9	0.36	27	596	88	1.37	762.8
	DPu NiZn 1:1	12:1	3.8	0.25	9.4	0.22	99	2594	44	1.30	369.9
	DPu NiZn 1:3	3.3:1	4.9	0.16	10.4	0.38	165	5094	38	1.27	311.3
	DPu NiZn 1:5	1.8:1	5.3	0.12	4.2	0.20	101	3877	58	1.23	211.1
	DP8 Ni	-	4.8	0.21	15.4	0.42	57	1507	75	-	-
	DP8 NiZn 1:3	4:1	6.5	0.13	5.7	0.27	78	2361	38	-	-
	TiO2	-	10-50	-	-	-	-	-	-	1.19	249.7

Table 5 -

 5 TOF), similar to monometallic Ni and higher than Ni-Zn/TiO 2 catalysts with Ni:Zn ratio 1:1 and 1:5. These results are in agreement with the calculation prediction from Studt et al[1], e.g., which showed that Ni 3 Zn 1 alloy was expected to be more active than monometallic Ni, Ni 1 Zn 1 alloy and Ni 1 Zn 3 alloy. In the case of DP8 samples, the Ni:Zn 1:3/TiO 2 (average Ni:Zn EDS ratio close to 4) catalyst shows slightly higher T 100% and is less active than the monometallic Ni/TiO 2 catalyst, and it also show lower activity than that of DPu Ni:Zn 1:3/TiO 2 . The lower catalytic activity of DP8 catalysts might be caused by the rather larger particle size (Table5-4). Moreover, it is also found that Ni-Zn/TiO 2 samples, whatever the Ni:Zn atomic ratio, have higher catalytic activity than Ni/ZnO after reduction at 450 o C for 2 h, which showed a catalytic activity ~1×10 -4 mol butadiene s -1 g Ni -1 and TOF of 0.14 s -1 . The lower activity of the Zn-containing catalysts compared to Ni counterparts is in line with what was previously observed for Ni-Zn systems in selective hydrogenation reactions[2, 16]. For acetylene hydrogenation, such a decrease in activity was ascribed to the decrease of the acetylene adsorption energy on the Ni-Zn intermetallic compounds[2], which would result from the substitution of Ni atoms by Zn ones at the surface of the bimetallic

4. The particle sizes applied for the TOF calculation were the average ones estimated from STEM-HAADF. For the DPu bimetallic samples, DPu Ni-Zn/TiO 2 with Ni:Zn atomic ratio 1:3 (containing nanoparticles with an average Ni:Zn atomic ratio 3.3:1) shows the highest catalytic activity (nanoparticles. It has been confirmed by Bond et al [17] that alkynes and diolefins chemisorption on Ni have a comparable strength as on Pd. Ni substitution by a second metal,

  2 •4H 2 O and Fe(NO 3 ) 3 •9H 2 O, were employed to study the deposition behavior of iron ions. Aliquots of 40 to 50 mL of suspension were withdrawn at different pHs, and treated as above, i.e., centrifuged, washed and dried. Note that, in the following text, Fe(II) was used for the samples prepared by FeCl 2 •4H 2 O precursor and Fe(III) was for Fe(NO 3 ) 3 •9H 2 O. The final metal loadings achieved for the various samples after 20 h of DPu are summarized in Table 6-1. More than 80% of Fe and Zn were deposited on TiO 2 surface.

Table 6 -

 6 1: Fe and Zn loadings in the as-prepared Fe-Zn/TiO 2 sample prepared by DPu

	DPu Sample	Normal metal loading / wt% Fe Zn	Experimental metal loading / wt% Fe Zn
	Fe(II) /TiO 2	2.5	-	2.1	-
	Fe(II)Zn 1:1/TiO 2	2.5	2.5	2.0	2.0
	Fe(II)/ZnO	2.5	-	2.1	-

  Ce travail porte sur la préparation et la caractérisation de catalyseurs bimétalliques Cu-Zn, Ni-Zn et Fe-Zn supportés sur TiO 2 avec des rapports atomiques variables et sur l'étude de leurs propriétés catalytiques pour l'hydrogénation sélective d'hydrocarbures polyinsaturés. Les méthodes de co-dépôtprécipitation à l'urée (DPu) et co-dépôt-précipitation à pH fixe (DP8) ont été utilisées pour la préparation des matériaux. Les ions métalliques se déposent séquentiellement sur la surface de TiO 2 (selon la séquence Cu II < Zn II ≈Fe II <Ni II ) durant la méthode DPu, alors qu'ils se déposent simultanément en utilisant la méthode DP8. Après réduction de l'échantillon à une température appropriée (350 °C pour Cu-Zn, 450 °C pour Ni-Zn et 500 °C pour Fe-Zn), les analyses par DRX et STEM-HAADF couplé à EDS ont montré que des nanoparticules bimétalliques étaient formées pour les systèmes Cu-Zn/TiO 2 (alliage Cu 3 Zn 1 ou Cu 0.9 Zn 0.1 ) et Ni-Zn/TiO 2 (alliage Ni 1 Zn 1 ou Ni 4 Zn 1 ) avec une taille moyenne de particule inférieure à 5 nm. Seul du fer métallique a été détecté par DRX dans le cas de Fe-Zn/TiO 2 . Zn est inactif pour l'hydrogénation sélective du butadiène et agit comme un modificateur des catalyseurs monométalliques dont l'activité suit la séquence: Cu < Fe < Ni. L'ajout de Zn diminue légèrement l'activité, influence la sélectivité en butènes, mais augmente fortement la stabilité des catalyseurs. Cette plus grande stabilité des catalyseurs bimétalliques a été attribuée à la formation d'une quantité inférieure de dépôt carboné pendant la réaction, ceci résultant de la modification de la taille des ensembles de surface du métal actif par alliage avec Zn.

Mots clés: Catalyseurs bimétallique non nobles; Cu-Zn; Ni-Zn; Fe-Zn; Dépôt -précipitation à l'urée; Hydrogénation sélective du butadiène;
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Monometallic Ni/TiO 2 catalysts

Based on the metal loading selected for the previous TiO 2 supported Cu and Zn study in Section 3.3 and 3.4 (i.e., 2.5 wt%), 2.5 wt% was also selected as Ni loading for this study, as well as a lower Ni loading (0.5 wt%). Table 3-3 shows all of the Ni 2+ in solution was deposited on TiO 2 by DPu. The reduction behavior of the Ni/TiO 2 samples calcined at 400 °C was studied by TPR up to 900 o C with a heating rate of 7.5 o C min -1 , using TiO 2 support as a reference (Figure 3- 20). As already shown in the study of Cu/TiO 2 (Figure 3456789), the TPR profile of the TiO 2 support shows some very weak peaks around 520 o C, which may be corresponded to the reduction of small amount of superficial Ti 4+ [76]. The color of TiO 2 initially white turned blue after TPR, this may due to the reduction of part of the Ti 4+ of the TiO 2 support.

Regarding the 2.5 wt% Ni/TiO 2 sample, two reduction peaks can be observed, centered at ~300 o C and ~520 o C, which is similar to the TPR profile of a 2.5 wt% Ni/TiO 2 sample prepared by adsorption of Ni(NH 3 ) 6 2+ reported by Hadjiivanov et al [77]. The first peak can be attributed to the reduction of Ni 2+ to metallic Ni and the peak at around 520 o C to the reduction of Ti 4+ into Ti 3+ on the TiO 2 surface [76]. In the case of 0.5 wt% Ni/TiO 2 , the first reduction peak due to Ni 2+ reduction is shifted to higher temperature (450 o C), this may be due to the higher proportion of Ni 2+ directly interacting with TiO 2 in this sample. The second reduction peak is still visible at ~520 o C. As a result, a temperature of 350°C was selected for the reduction of 2.5 wt% Ni sample and 450 o C for the one of 0.5 wt% Ni/TiO 2 sample. Figure 4-7: STEM-HAADF images of the calcined-reduced DPu and DP8 samples with the particle size distribution: a, DPu Cu/TiO 2 ; b, DPu CuZn 3:1/TiO 2 ; c, DPu CuZn 1:1/TiO 2 ; d, DP8 Cu/TiO 2 ; e, DP8 CuZn 1:1/TiO 2 alloy to the oligomerization reaction occurring on the ZnO support and concluded that ZnO support has negative effect on ethylene selectivity. Thus, to go further in the study of the catalytic performance of supported Ni-Zn bimetallic catalysts, it was worth and reasonable to prepare bimetallic Ni-Zn catalysts supported on another oxide that ZnO. TiO 2 was chosen as it has a chemically inert surface [4]. 

Thermal stability of Zn under H 2 atmosphere

Considering the fact that 450 o C is higher than the melting temperature of metallic Zn 5-4). The preparation method does not seem to have an influence on the Ni:Zn atomic ratio as similar Ni:Zn atomic ratios were observed in DPu and DP8 Ni:Zn 1:1/TiO 2 samples (Table 5-4). It is worth to note that the composition of the Ni-Zn nanoparticles determined by EDS (Table 5-4) reveals that only a fraction of zinc present in the various samples was alloyed with nickel, implying that another fraction was still present on the support surface under an unidentified form, as the presence of ZnO was not evidenced by XRD (Figure 567). which was estimated from DFT calculations, on the alloys surface compared to pure Ni surface was considered as the primary cause for the decrease of the rate of carbon-carbon formation. However, the related experiments were performed in a batch reactor and catalystic stability was not studied. In the case of bimetallic Cu-Ni systems and propyne hydrogenation [25], DFT calculations indicated that isolated Cu-Ni sites showed larger coupling barriers for C-C bond formation than pure Ni or Cu sites, which allowed improving the resistance to oligomers formation. As for other intermetallic compounds such as Ga-Pd for selective acetylene hydrogenation [26], the isolation of the active Pd sites was also proposed to play an important role for avoiding undesired side reactions, such as oligomerization, which requires a sufficiently short distance between the co-adsorbed hydrocarbon molecules. Moreover, the replacement of Ni atoms by Zn ones at specific positions of the nanoparticles can also contribute to the lower deactivation observed. Indeed, as previously mentioned in Section 3.6.1, DFT calculations reported that Zn preferentially occupied low coordination sites (corners) in bimetallic Ni-Zn particles [19,20]. As these sites are considered to be active for C-C bond breaking and thus could lead to the formation of carbonaceous compounds [27], the preferential substitution of low coordination Ni sites by Zn could also limit the formation of such poisoning species. A lower formation of carbonaceous compounds was also observed on a Zn modified Ni/Al 2 O 3 catalysts during selective hydrogenation of acetylene [28], however, the authors ascribed this phenomenon to a higher Ni phase dispersion in the zinc aluminate phase formed in ternary Ni-Zn-Al catalyst and to a decrease in the number of surface acid sites compared to Ni/Al 2 O 3 rather than to the formation of an intermetallic NiZn phase. The EDS analyses (Table 5-4) indicate that a part of Zn is present on the TiO 2 surface and not alloyed with Ni. These residual zinc species could thus modify the acidic properties of the support surface. Indeed, acid sites can promote the adsorption of hydrocarbons and provoke not only isomerisation but also transformation into coke or C2-C6 hydrocarbons from cracking and disproportionation reactions [22,29]. The presence of Zn species may thus lower the number of such acid sites, as previously proposed for Cu-Zn/TiO 2 catalysts in the same reaction [30].

Although being more stable than monometallic Ni/TiO 2 catalysts, the bimetallic Ni-Zn samples suffer from a progressive deactivation with time of reaction. In order to further explore the possibility to reactivate such catalysts, the two Ni:Zn 1:3 /TiO 2 catalysts prepared by DPu and DP8, were tested for a longer time on stream (~65 h, to reach a final butadiene conversion below 20%) then the catalysts were attemptly in situ regenerated by calcination at o C (i.e., 93%). Figure 6-4B also indicates that the formation of alkane was negligible at low butadiene conversion for both catalysts and the Fe(II)/ZnO reduced at 500 o C formed higher amount of alkanes (~10 kppm) than that reduced at 450 o C (~6 kppm) when butadiene conversion was close to 100%. After reaching T 100% , the catalysts were kept at 90 o C for 20 h (Figure 6-5). It shows that the butadiene conversion decreased sharply from 100% to ~10% after 5 h of reaction for both samples. Moreover, it seems that the catalyst becomes less stable with higher reduction temperature as the butadiene conversion of the catalyst reduced at 500 o C decreased faster than that reduced at 450 o C, similar results were also observed with Ni/ZnO catalysts (Figure 3-30, in Chapter 3). The low catalytic stability could again be attributed to the negative effect of ZnO that can promote oligomerization on the catalyst surface [11] (see Section 5.2 of Chapter 3). 

Fe, Zn loading at different final preparation time with Fe 2+ /Fe 3+ precursors

The deposition behavior of iron and zinc ions was studied by analysis of the iron and zinc loading on TiO 2 surface after different preparation time (Figure 6-6). Note that the nominal Fe loading is 2.5 wt% with Fe:Zn loading ratio 1:1. It can be seen that the Fe 3+ and Fe 2+ iron precursors lead to totally different iron deposition behaviors: for the preparation with Fe 3+ precursor, over 80% of Fe 3+ was precipitated, mainly in solution as phase segregation was clearly observed in the resulting as-prepared samples after drying, at the beginning (i.e., 15 min) of DPu preparation. Then it reached around 93% after 1 h of DPU with no significant change in the following 19 h. Similar deposition-precipitation behavior of Fe(III) was also observed by Geus et al [12], which indicated that Fe(OH) 3 precipitation appears when the pH of the solution was higher than 2.0. The situation is different for the Fe 2+

precursor, which showed that less than 10% Fe 2+ was deposited on the TiO 2 surface at 15 min of DPu. Then it increased gradually to ~95% in the next 4 h and was kept as a constant in the following 16 h. Additionally, it is also found that the Zn loading evolution with DPu time in these two preparations is similar, which may means that the type of iron precursor has no significant effect on the deposition of Zn ions. Moreover, Figure 6-6B also shows that Zn 2+ has a similar deposition behavior as Fe 2+ during DPu preparation. This observation is in agreement with the previous theoretical calculation in Figure 2-4 of Chapter 2, which revealed that the pH for the deposition-precipitation of Fe 2+ is rather higher than that of Fe 3+ , but is similar to that of Zn 2+ on the basis of the solubility of their hydroxides species (see ). However, this is not consistent with the conclusion of Liang et al [9], which described that the ZnFe 2 O 4 structure was more easily reduced than that of Fe 2 O 3 . Considering the fact that ZnO is not stable when the reduction temperature becomes higher than 550 o C [13,14], 500 o C was selected for the Fe(II)-based samples activation for the catalytic tests.

was around ~1100 ppm for the Fe(II)/TiO 2 catalyst, while it was doubled (~2500 ppm) but still very low in the case of Fe(II)Zn 1:1/TiO 2 . Thus, the addition of Zn slightly decreases the selectivity to butenes.

After temperature programmed reaction, the temperature for catalytic reaction was kept as a constant for another 20 h of isothermal reaction once T 100% was reached (45 o According to previous studies on bimetallic Pd-based catalysts [15], the addition of a second metal (e.g., Cu, Zn, Ga) to Pd could provide highly dispersed catalytic active sites and/or modify the electronic properties of the adsorption sites of reactants and products, and results in a superior catalytic performance. Moreover, the remarkable catalytic behavior of bulk Al 13 Fe 4 alloy for selective hydrogenation of acetylene or butadiene was also proposed to be due to the formation of a highly stable isolated iron active site on the Al 13 Fe 4 alloy surface and a modified electronic structure for iron by chemical bonding with Al [2]. Since Zn is inactive for butadiene hydrogenation at low temperature (<180 o C) (Figure 3-19 in Chapter 3), and metallic Fe with similar particle size was the main compound identified by XRD for both Fe(II)/TiO 2 and Fe(II)Zn 1:1/TiO 2 samples after reduction, thus the reason for the higher activity and stability of bimetallic Fe(II)Zn 1:1/TiO 2 may be caused by: 1. the formation of a Fe-Zn solid solution during sample reduction, not detectable by XRD; 2. the existence of two different particle size ranges in the supported Fe(II)Zn 1:1/TiO 2 samples (similar as previously observed for Cu-Zn/TiO 2 samples in Chapter 4), in this case, the large ones corresponding to metallic Fe, and the smaller ones to a possible Fe-Zn alloy, again not detected by XRD; 3, the addition of Zn may also alter the electronic structure of iron and thus enhance the catalytic performances In order to verify these hypotheses, additional characterization, by STEM-HAADF coupled with EDS and XPS for instance, need to be performed in the future and the positive effect of Zn addition need to be further identified.