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1028 cm -1 confirming the better dispersion of RGO sheets in the cellulose matrix. The peaks at ~1315 cm -1 and ~1641 cm -1 corresponding to the O-H stretching, C-O-H bending vibrations respectively [2]. The C=O stretching vibrations observed at around 1740 cm -1, giving the information on the hydrogen bonding interactions between the remaining carboxyl groups of RGO with in the CRGO films. The shifting of some peak positions at around 3335 cm -1 and 1641 cm -1 , assigned to the O-H and C-C rings of graphene, to sharper in the case of CRGO samples, especially CRGO-3 film sample, attributing to the synergistic effect. Graphene based Composites with Cellulose Nanofibrils for Energy storage applications Yasir Beeran Pottathara 2017

Graphene-cellulose composites for energy storage applications

Introduction

As the population of human kind continues to grow, there is a strong motive to achieve sustainable and renewable energy resources due to global warming, depleting fossil fuels and climate change. Hydroelectricity, solar and wind energy, geothermal and bioenergy, wave and tidal power technologies are fulfilling our energy efficiency in sustainable and renewable way. Eco friendly electric cars and vehicles nowadays providing a clean energy source and competing against greenhouse gas emission. These energy resources are not available on demand; besides, the cost of energy has risen steeply as crude oil and gas prices continue to rise. Moreover, the production of hydroelectric, solar and wind energies remains luxurious. These scenarios highly recommending the prerequisite for energy storage. Therefore, the necessity for energy storage devices, whether stationary or mobile, is inevitable. and playing a major role in our lives.

Energy storage systems

The increased energy consumption by the entire world motivating the need of alternative energy production and storage. Presently the most familiar energy storage devices are capacitors, batteries and fuel cells. Especially Electrochemical capacitors or supercapacitors and lithium-ion batteries are replacing conventional fossil fuel-based energy sources. Reprinted by permission Nature Materials, [1], copyright (2008)

Conventional capacitors

Commonly, a capacitor system stores energy as electric charge using a dielectric material separated with two conductive plates, as demonstrated in Figure 1.2. When a voltage is applied across the two electrodes of the material, charges gets separated from the dielectric system. The positive charges (cations) get accumulated to the negatively charged electrodes and negative charges (anions) get attracted to the positively charged electrode, thus generating an electric field and stores energy.

The capacitance, C, of a capacitor is the ratio of charge, Q to the applied voltage, V Capacitance, =

Generally, a capacitor with two parallel plates having a surface area of A separated by a dielectric medium with a permittivity of ε and a thickness of d, the voltage is defined as

Voltage, = (2) 
Therefore, the capacitance would be as:

Capacitance, = (3) 
Mostly, conventional capacitors can distribute large amount of power, but they can store less amount of energy. Batteries are energy storage devices that converts the stored chemical energy directly into electrical energy by the means of redox reactions. Generally, an electric battery consists of one or more electrochemical cells with two electrodes which are connected to an electrolyte.

Redox reactions power the battery. At the time of charging, cations are reduced, while anions are oxidized. The whole process is reversed during discharge.

Lithium-ion (Li-ion) batteries are now a commonly used type of rechargeable batteries offering light weight, low-discharge rates and environmental benefits. The working principle of a li-ion battery explains as; while charging, lithium ions is inserted into electrodes and while discharge, lithium ions is extracted from the electrode. Li-ion batteries are common in home electronics. 

Electrochemical capacitors

Electrochemical capacitors, regularly called as supercapacitors or ultracapacitors are a class of energy storage devices that links the gap between conventional capacitors and batteries. These kinds of electrochemical capacitors have high capacitance value than other capacitors also having high specific power and long cycle life and outstanding power density [2][3][4][5]. Supercapacitors have efficiently been used in various fields such as automobiles, electrical load leveling in stationary and transport systems, etc. [6].

Supercapacitors stores energy in the form of charge at the electrode/electrolyte interface of materials. Supercapacitors are subdivided in to (a) electrochemical double layer capacitors (EDLCs) and (b) pseudocapacitors. EDLCs stores charges electrostatically just like conventional capacitors. In the case of double layer capacitors, the sandwiched electrode material which is soaked with electrolyte is attached to the current collector. Upon the application of a voltage across the electrodes, charges will accumulate on the electrode surface. This charge accumulation leads to the distribution of opposite charges across the separator; leading to the creation of double layer on each electrode. The few nanometer thicknesses of this electrode layer along with high surface electrodes, EDLCs has a high capacitance than conventional capacitors. The total capacitance of the EDLCs system of two parallel plates would be as the following form = + (4) In contrast to traditional capacitors and electrochemical double layer capacitors, pseudocapacitors have faradaic nature, means these kind of capacitors transfers charges between the electrode and electrolytes. Because of the fast charging and discharging of these devices they look like actual capacitors. If Δq is the charge transferred and Δv is the electrode potential, the capacitance of a pseudocapacitor electrode can be calculated as [7] C = (5) Metal oxides such as manganese oxide, nickel hydroxide and ruthenium oxide and conducting polymers such as polyaniline (PANI) and polypyrrole (PPy) are the most widely used pseudocapacitor materials.

Selection of materials for high charge storage capacity

Modern electronics and electric power systems highly requires the dielectric materials for controlling and storing charges and electrical energy. The development of high dielectric constant materials has become one of the major scientific and technology issues [8 and 9]. A material with high dielectric constants are highly required not only for the use of as capacitor dielectrics, but also in a wide range of advanced electromechanical applications, such as high frequency transducers, actuators and sonars [10].

Polymer composites

Polymer composites with high dielectric constant have been increasingly demanded than ceramic based composites [11] for energy storage devices in microelectronics [12], electric actuators [13], electromagnetic interference shielding [14], embedded capacitors [15], and flexible electronics [16]. For gas sensors and supercapacitor applications, materials with high values of dielectric constants are more advantageous [ 17]. Researchers paying their attention to develop polymer based composites with conducting nanofillers, especially graphene or carbon nanotubes, because of their better electrical properties and aspect ratio for energy storage applications [18][19][20][21]. More particularly, graphene derivatives are abundant, easy to process and cheaper than carbon nanotubes.

Graphene as a filler material

In recent years, there has been an upsurge in scientific motivation for using carbonaceous materials for various applications in the field of physical, chemical and biological sciences.

Graphene, a primary building block of graphite, having one-atom-thick sheet of hexagonally arranged sp 2 -hybridized carbon atoms. The graphitic layers have lamellar structure and stacked together by van der Waals forces. It was predicted that these individual layers have extraordinary electronic properties [22]. Graphene has extra ordinary electrical and thermal conductivities, ultrahigh theoretic specific surface area (2630 m 2 /g) and high mechanical strength [23]. These excellent properties makes graphene a promising candidate for energy storage devices , composites and electronics. High specific surface area and electrical condutivity with mechanical strength make this material as a promising choice for energy storage deices. 

Synthesis of Graphene based fillers

There are a lot of routes are available for graphene synthesis using different starting materials like graphite oxide, graphite intercalated compounds (GICs) and graphene oxide (GO) [25]. For the preparation of graphitic forms, many methods are existing including liquid intercalation, twozone vapor transport, electro-chemical and co-intercalation techniques. Synthesis routes of graphite oxide and graphene oxide (GO) are reported by Brodie [26] Staudenmaier [27] and Hummers and Offeman [28]. By these routes, graphite is oxidized by means of KMnO4, H2SO4, and NaNO3. The improved synthesis of graphene oxide was reported later with excluding NaNO3 and increasing the amount of KMnO4 in the presence of H2SO4 / H3PO4 mixture [29]. The functional ketone, hydroxyl and epoxy groups present in the graphene oxide are very useful for the covalent bond links and excellent dispersibility in a polymer matrix by generating interfacial bonding with the polymer matrix [25 and 30-31].

Rapid pyrolysis and surface modifications of graphene oxide or graphite oxide is a possible method for the formation of graphene or graphite nanoplatelets (GNPs). By the modification, either chemical or thermal, of graphite and graphene oxide (GO), reduce graphene oxide (r-GO), is prepared. The chemical reduction of graphene oxide is mainly carried out with the presence of hydrazine [START_REF] Novoselov | Electric field effect in atomically thin carbon films[END_REF] and dimethyl hydrazine [START_REF] Romasanta | Functionalised graphene sheets as effective high dielectric constant fillers[END_REF]. Some chemical reduction was reported with the help of hydroquinone [START_REF] Stankovich | Graphene-based composite materials[END_REF] and UV-irradiated TiO2 [START_REF] Wang | Facile synthesis and characterization of graphene nanosheets[END_REF]. However, the use of toxic chemicals and their high cost are the drawbacks of the chemical reduction. Thermal reduction of graphene oxide was possible by quick heating of dried graphene oxide at higher temperature under inert gas atmosphere [START_REF] Williams | TiO2-graphene nanocomposites. UV-assisted photocatalytic reduction of graphene oxide[END_REF]. The graphene sheets produced by this method would be exfoliated and wrinkled due to the disruption of interlayer van der Waals forces [START_REF] Yang | Synthesis and characterization of layer-aligned poly (vinyl alcohol)/graphene nanocomposites[END_REF]. This method gives the advantage of high electrical conductivity in addition to the avoidance of organic solvents for dispersion.

Cellulose as matrix

Cellulose have become extensively interesting recently in scientific and industrial fields as a promising sustainable substrate material for its versatile usage also in flexible energy storage devices [START_REF] Mcallister | Single sheet functionalized graphene by oxidation and thermal expansion of graphite[END_REF]. Cellulose accumulates as the most abundant biopolymer in earth principally in wood biomass. Moreover, cellulose can be extracted from agricultural or bio waste which makes it more economically viable. Cellulose fibres, in original form as well as mechanically and chemically modified form, were using over a long history in various fields such as paper, textile, liquid crystal displays, hollow fibres for artificial kidney dialysis, and food additives [START_REF] Zhang | Flexible supercapacitors based on paper substrates: a new paradigm for low-cost energy storage[END_REF]. The basic chemical structure of cellulose is given in fig. Chapter 2

Materials and Methods

Introduction

This chapter provides the details about different materials, procedures and experimental details used for the different composite systems based on pristine and oxidized cellulose nanofibrils (CNF) with various graphene derivatives such as graphene oxide (GO), ammonia functionalized graphene oxide (NGO) and reduced graphene oxide (RGO). It contains the different fabrication methods for the fabrication and various techniques for characterization of prepared samples.

Materials

Cellulose nanofibrils (CNFs) were obtained from the University of Maine (U.S.A). The ammonia functionalized graphene oxide (NGO with concentration of 1 mg mL -1 ; Sigma no.

777013), natural graphite flakes, 2,2,6,6-tetramethylpiperidine-1-oxyl (TEMPO) reagent, conc.

Sulfuric acid (H2SO4), Potassium permanganate (KMnO4), sodium nitrate (NaNO3), sodium bromide (NaBr), sodium hypochlorite (NaClO) solution, dimethyl sulfoxide (DMSO), ethanol (EtOH), and other chemicals were procured from Sigma-Aldrich and used as received.

Methods of fabrications

This part contains the various fabrication methods of various cellulose-graphene composites using pristine and oxidized CNF matrices and different graphene based fillers.

Fabrication of ammonia functionalized graphene oxide (NGO) filled pristine and oxidized cellulose nanofibrils (CNF) composites

The NGO/CNF and NGO/TCNF composite films were fabricated by a cost-effective solution-casting method. The NGO aqueous dispersion was mixed with 50 ml of 1.2 wt% of CNF and TCNF, respectively. Pure CNF and TCNF films without the addition of NGO were made as references. The solutions were mixed by the magnetic stirrer (Tehtnica Rotamix SHP-10) for 15 min, cast on to Petri dishes (120 x 17 mm), and dried at room temperature (23±1 °C) for up to 4

days. The composite films of NGO with CNF were named as CNG-0.5, CNG-1, CNG-2, and CNG-3, while films prepared with TEMPO-mediated CNF (TCNF) as TCNG-0.5, TCNG-1 TCNG-2 and TCNG-3, respectively. The average thickness of CNG and TCNG composite films were in the range of 50±2µm and 70±2µm respectively.

Fabrication of graphene oxide (GO) filled pristine and oxidized cellulose nanofibrils (CNF) composites

The composite films were fabricated by mixing graphene oxide dispersion with CNF and TCNF followed by solution casting. The GO dispersions were prepared by mixing 200 mg of graphene oxide in 100 ml of deionized water and treated by ultrasonically for 1 hr to get homogeneous dispersion. The GO solutions having 0.003/0.006/0.0125/0.019 g were mixed with 50 ml of 1.2 wt% of CNF and TCNF, respectively using magnetic stirrer (Tehtnica Rotamix SHP-10) and cast on to Petri dishes for drying at room temperature. The fabricated films of GO with CNF were named as CGO-0.5, CGO-1, CGO-2, and CGO-3, whereas films of GO with TCNF as TCGO-0.5, TCGO-1 TCGO-2 and TCGO-3, respectively.

Fabrication of reduced graphene oxide (RGO) filled cellulose nanofibrils (CNF) as film like xerogels and cryogels

Various quantity of RGO (0.0003, 0.0008, 0.0013, 0.0025, 0.005, 0.0125 g) was mixed with 15 ml of DMSO using ultrasonic processor (CV 334) for 1 hour to obtain a stable solution. respectively, for about 3 hours to allow the cryogelation process and formation of the porous structure, followed by lyophilisation for 48 hours using a Christ Alpha 1-2 LD plus freeze-dryer to remove water.

Characterization techniques

Potentiometric titration

Potentiometric titration was used to quantify the contents of the carboxyl groups of the films by using a Mettler Toledo T70 with two-burette instrument, equipped with a combined glass electrode (Mettler TDG 117). The burettes were filled with 0.1 M HCl (Merck, Titrisol) and 0.1 M KOH (Baker, Dilut-it). Titration was carried out at room temperature (23±1 °C) in forward and back runs between pH 2.5 and 11, within an inert (N2 gas) atmosphere. The quantity of carboxylic groups was determined from the back-titration data.

Raman spectroscopy

Raman spectrum was recorded using a Horiba Jobin-Yvon LabRAM Micro-Raman spectrometer with Argon ion laser, with 514.5 nm as excitation wavelength to confirm the reduction of graphene oxide.

Attenuated Total Reflectance -Fourier Transform Infrared (ATR-FTIR)

Attenuated Total Reflectance -Fourier Transform Infrared (ATR-FTIR) spectroscopic analysis was performed to identify the spectral differences associated with the molecular structure of the films, as well as to identify the nature of their interaction. For that purpose, a Perkin-Elmer IR spectrophotometer was used with a Golden Gate Attenuated Total Reflection (ATR) attached to a diamond crystal. The spectra were accumulated under ambient conditions from obtaining 16 scans at resolutions of 4 cm -1 within a region of 4000-500 cm -1 , with air spectrum subtraction performed in parallel as a background. The Spectrum 5.0.2 Software Programme was applied for the data acquisition analysis.

In the case of composites with NGO and GO, a linear baseline was subtracted, and the resulting (absorbance) spectra were normalised before performing the spectral deconvolution in the OH region (3000-3700 cm -1 ) as well as the carbonyl region (1500-1800 cm -1 ), only for GO based composites, followed by the Gaussian curve fitting procedure, being processed by using Peakfit 4.12 software (Galactic Industries Corporation, New Hampshire, USA). Band position and area were assessed and compared.

X-Ray diffraction (XRD) analysis

X-ray Diffraction (XRD) technique were employed to confirm the reduction of graphene oxide and to study the crystallinity of the composite films. The X-ray equatorial diffraction patterns of the composite films were obtained with an X-ray Diffractometer (Bruker Diffractomer D8 Advance Model) using Cu Kα radiation (λ= 0.1539 nm) at the operating voltage and current of 40 KV and 40 mA, respectively, at room temperature (23±1 °C) at a scan rate of 2• min-1.

UV-Visible spectroscopy analysis

The transmittance curves of the NGO based composite films within the 250-750 nm wavebands were recorded using a Lambda 900 UV-Vis spectrophotometer (Perkin Elmer) with an integrated sphere of the scanning speed of 450 nm/min.

Contact angle and surface energy analysis

Film surface free energy and surface energy components were determined from Contact Angle (CA) measurements with four pure liquids of different polarities, namely water, formamide, diiodomethane, and glycerol. Contact Angle (CA) measurements of the NGO based films were performed using an SCA20 contact angle measurement system from Dataphysics (Germany). All measurements were conducted at room temperature on two independent surfaces with a test liquid volume of 3 mL. Each CA value was the average of at least eight drops of liquid per surface. The Surface Free Energy (SFE) of the films was calculated from the Contact Angle values of the test liquids by the van Oss and Good method [6][7]. The values of the surface tension and the components of the probe liquids used for CA measurements were taken from the Dataphysics database. The total SFE (γs TOT ) was calculated using the acid-base approach of van Oss and Good, which divides the total SFE into the dispersive Lifshitz-van der Waals interaction (γs LW ) and the polar Lewis acid-base interactions (γs AB ) according to the following Equations:

γs TOT = γs LW + γs AB (1)

γs AB = 2 √(γs + γs -) (2) 
Where the Lewis acid-base interactions are subdivided into electron donor γs -(Lewis base) and electron acceptor γs + (Lewis acid) parts.

Transmission Electron Microscopy (TEM)

Transmission Electron Microscope (JEOL JEM 2100) was used for the structural and morphological analysis of graphene oxide and reduced graphene oxide powders by drop-casting on carbon-coated copper grids.

Scanning Electron Microscopy (SEM)

For NGO and GO composites, a field emission scanning electron microscope (FESEM)

imaging system was performed using the Ultra + (Zeiss, Germany) microscope to study the morphology. The samples were coated with a platinum layer using an ion sputter PECS -Precision Etching Coating System, Model 682 (Gatan US). Surface characterization and quantification of the films was performed with an ImageJ plugin for surface assessment, denominated by the SurfCharJ plugin.

For RGO based xerogels and cryogels, Scanning Electron Microscope (SEM) imaging was performed using a JEOL JSM 6460 LV scanning electron microscope. The samples were coated with a thin layer of gold by sputtering using EDWARDS scan-coat on the surface and the crosssections. The surface characterization and quantification of the pore structure was performed with an ImageJ software.

Tensile strength analysis

The tensile strength at maximum (MPa) and the tensile strain at break (%) of the samples was measured using a Shimadzu AGS-X electromechanical universal testing machine. For the testing, the samples were cut into a size of 1 cm x 5 cm and mounted vertically with two clamps at 2.5 cm distance and tested at a speed of 1 mm/min with a 5 kN load cell.

Dynamic mechanical analysis (DMA)

Dynamic mechanical analysis of UV treated and untreated composite samples were performed with a Perkin Elmer DMA 8000 using rectangular shaped samples (5 x 2.5 x 0.55 mm3) at the heating rate of 4 ° C / min up to 250 ° C with a frequency of 10 Hz.

Thermal Gravimetric Analysis (TGA)

Thermal Gravimetric Analysis (TGA) of pristine and NGO incorporated composites were performed by using a STAR Thermogravimetric System, Mettler Toledo under nitrogen purge with a flow rate of 100 mL/min. The scanning rate was 10•C/min and the temperature range was from100 to 800•C.

Dielectric studies

For dielectric measurements, film samples were sputtered by Cr/Au electrodes with 0.4 mm diameter (RF magneton sputtering, 5 Pa). The capacitance C and conductivity G were measured by a Novocontrol Alpha High-Resolution Dielectric Analyzer (Novocontrol Technologies GmbH, Hundsangen, Germany) in a frequency range of 1 kHz to 10 MHz with the amplitude of the probing ac electric signal of 50 mV. Then, the real part of the complex dielectric constant, i.e., the dielectric permittivity  and the real part of the ac electrical conductivity  were calculated via =(Cd)/(0S) and =Gd/S, where S and d were the areas of the electrode and thickness of the film, respectively, and 0 is the dielectric constant of free space.

Cyclic voltammetry (CV) analysis

Cyclic voltammetry (CV) measurements were performed using a PGSTAT101 controlled by an Autolab Nova Software version 1.8. All experiments were carried out in a 100 mL Metrohm cell using fabricated film samples as working electrode. A counter (Pt) electrode with an Ag/Agcl saturated reference electrode (Metrohm) was used throughout. The electrochemical measurements were performed in a 1M H2SO4 of 50 ml solution serving as the electrolyte. The voltammetric curves were recorded at a scan rate from 5 to 100 mV/s. The specific capacitance of the electrodes has been calculated according to the following equation:

C = ∫ ( 3 
)
where C is the specific capacitance (F/g), m is the mass (g) of the active electrode, V is the potential difference, and k is the scan rate (m V/s).

Electrochemical impedance spectroscopy (EIS)

Impedance measurements were performed with a Gamry 600 ™ potentiostat/galvanostat by using 4 cm 2 of film samples as the working electrode. Experiments were performed in a threeelectrode glass cell (volume 1 L) closed to the air under stagnant conditions at 25 ̊ C, using 1 M H2SO4 solution as the electrolyte. A saturated calomel electrode (i.e. SCE, 0.2444 V vs. SHE) was used as the reference electrode and a Pt mesh as the counter electrode. Spectra were obtained in the frequency range from 0.01 Hz to 0.1 MHz, with 10 points per decade and 5 mV (peak to peak) amplitude of the excitation signal. For xerogels and cryogels, the impedance spectra were obtained after 10, 20, 30, 40, 50, and 60 min of immersion and the frequency range from 50 mHz to 0.1

MHz was used with 10 points per decade and a 5 mV (peak to peak) amplitude of the excitation signal.

Conclusions

This chapter has given an insight to all the characterization techniques, experimental details, different studies for various composites used in this thesis.

Chapter 3

Oxidization of pristine CNF using TEMPO reagent and synthesis, reduction and characterization of graphene oxide (GO)

Introduction

This chapter provides the details about the oxidization of pristine cellulose nanofibrils (CNF)

by TEMPO reagent and their characterization. It also includes the UV induced reduction of graphene oxide incorporated pristine and oxidized cellulose nanofibrils (CNF) composites. The thermal reduction of graphene oxide and the characterization also describes in this chapter.

3.2 Oxidization of pristine CNF using TEMPO reagent TEMPO-mediated oxidation of CNF was performed based on the previously reported methods [1][2][3]. For that purpose, the oxidation solution was prepared by dissolving 0.01475 g of TEMPO and 0.162 g NaBr in distilled water and added to 1 wt% of CNF dispersion. The NaClO solution (25 ml, 10%) was added slowly to this slurry and stirred at room temperature, and the pH of the solution was adjusted to be 10 and kept constant for 3 h by using 0.1 M HCl and 0.1 M NaOH. After stirring for the designated time the oxidation was quenched by adding 7 mL of EtOH. The oxidized cellulose was washed thoroughly with water and weighed to measure the mass recovery ratios. The TEMPO oxidized CNF was named as TCNF. 

ATR-FTIR analysis

The ATR-FTIR spectra of pristine CNF and TEMPO oxidized CNF (TCNF) are presented in Fig. 3.2. The typical cellulose-related IR bands at 3333-3335 cm -1 , 2900-2923 cm -1 , 1318 cm -1 , 1160 cm -1 , 1023 cm -1 , 1028 cm -1 were identified within both CNF and TCNF spectral lines, while the bands at 1596 cm -1 and 1739 cm -1 were associated with C=O stretching vibration in carboxylic (COO -) and its protonated (COOH) form, respectively, identified within the TCNF spectra only. Moreover, the vibration peaks at 1318 cm -1 indicate the presence of bending vibration of C-H bonds in the cellulose glucose rings, while the peak at 1023-1028 cm -1 is characteristic for the anhydrous group' C-O stretching vibration. The SEM analysis of the film surfaces and cross-sections were performed to investigate the morphology of both pristine and oxidized CNF films. As shown on Fig. 3.5 (a), the diameter of pristine cellulose fibrils is in nanometer regime which has in a form of agglomerated fibrous networks. The pristine CNF has quite smooth morphology than oxidized films. The cross-sectional images give the horizontal stacking geometry of fibres and reveal more dense and compact network structure of oxidized films than pristine CNF films. These observations may due to the interfacial interaction that restrains the CNF chains and forms chain bridging between individual fibres.

Synthesis of graphene oxide

Graphene oxide (GO) was prepared by Hummers method [5][6]. Concentrated H2SO4 (24 mL) was added to a mixture of 1 g of graphite flakes and 0.5 g of NaNO3 chilled to 0 °C using an ice bath. 3 g of KMnO4 were added slowly under controlled reaction temperature below 20 °C. The mixture could warm at 35 °C and stirred for 1.5 hours and after that 46 mL of warm water were added slowly. Then the solution temperature raised to 98°C and diluted with 132 ml of warm water after 15 minutes, and treated with 3% of H2O2. After multiple washing, centrifugation, and drying of resulting suspension, a solid yellow-brown powder was obtained. previous investigations of GO [8]. 

XRD analysis

The observed wide peak at 2θ of 10.5 ̊ for GO in XRD pattern (Fig. 2c) may be because of the presence of trapped water molecules between the graphitic sheets and by the oxygen-rich species on both sheets surfaces [11]. The disappearance of this peak for RGO confirms the formation of single layers of graphene after thermal reduction. 

Conclusion

This chapter has given the complete details about the synthesis and characterization of materials used for the composite preparation. After the oxidation of cellulose nanofibrils (CNF) using TEMPO reagent, the carboxylate content increased from 0.3 ±0.15 mmol g -1 for pristine CNF, to 1.63±0.21 mmol g -1 for the oxidized CNF. The pristine and oxidized CNF has been characterized by ATR-FTIR spectroscopy analysis, XRD studies, UV-Visible spectroscopy and SEM analysis. The graphene oxide is synthesised and characterized by using TEM analysis, XRD studies, Raman spectroscopy and ATR-FTIR spectroscopy analysis. The UV induced reduction procedure of composites and the thermal reduction of graphene oxide have been explained and characterized by using TEM analysis, XRD studies, Raman spectroscopy and ATR-FTIR spectroscopy analysis. Cellulose materials have become widely interesting recently in scientific and industrial fields as a promising sustainable substrate for its versatile usage also in flexible energy storage devices [1], transistors [2], sensors [3], supercapacitors [4] etc. Currently, the main strategy in the fabrication of these types of materials with improved dielectric performance is focused on using nano-additives, such as carbon nanotubes and graphene or graphene oxide (GO) nanosheets, due to their ultra-high specifc surface area (2630 m 2 /g) and excellent electric properties [5]. However, matrices with a high dielectric constant are crucial for the energy storage materials which, in the case of cellulose based materials, depend primarily on the cellulose fiber size and porous structure, as indicated by the material free space [6]. The cellulose/graphene-based nanocomposites with high mechanical and thermal properties are therefore reported as flexible energy storage materials for electronic applications [3,7].

GO possesses a planar construction with abundant oxygen containing functional groups (epoxy, hydroxyl and carboxyl) on both basal planes and edges [8,9] and aromatic sp2 domains that give it excellent dispersibility in a polymer matrix by generating interfacial bonding [10][11][12].

As such, GO has become an effective functional filler in the cellulose matrix [13]. The presence of many hydroxyl groups of cellulose along the GO skeleton causes the formation of comprehensive networks of intra-and inter-molecular hydrogen bonds with the cellulose, thus forming the two-crystalline and amorphous structural regions in the same polymer. When the polar fillers are uniformly bonded with the neat cellulose, flexible materials are formed. However, the facile aggregation of graphene during synthesis may reduce the material's performance. The low conductivity of GO does not allow for the formation of electronic devices; therefore, reduced GO is largely used for these purposes. Both effects can be minimized by modifying the GO sheets with the proper functional groups, to maintain strong interactions with the cellulose matrix [5,6] as well as to increase the dielectric performances. However, most of the previously reported improvements in dielectric responses for the cellulose/graphene composites [6,14,15] have been focused on the lower frequency regions of the dielectric permittivity of the materials, expressed mainly in the surface layers.

In this chapter, the wood-based cellulose nanofibrils (CNF) and TEMPO oxidized CNFs (TCNF) with ammonia functionalized GO (NGO) were used as highly electroconductive nano fillers, to fabricate flexible energy storage materials. The surface structural, mechanical, thermal, transparency and dielectric properties of the composite films were investigated by analyzing the interactions of the NGO within both cellulosic matrices using ATR-FTIR and XRD spectroscopy;

analyzing the morphology/topography and surface properties using SEM and contact angle measurements; evaluating the transmittance, tensile strength/stress and TGA; assessing the dielectric constant and ac conductivity at higher frequency regions, as well as the electrochemical energy storage capacity by cyclic voltammetry and electrochemical impedance studies. The morphology-property correlation was established to provide the real intrinsic properties.

Structural and morphological properties

The structure and morphology of the nanocomposite films were studied to explain their functional properties. The structural composition was identified by using FTIR and XRD spectroscopic techniques. The ATR-FTIR spectra of differently fabricated samples are presented in Fig. 2.1. The NGO shows O-H stretching (broad-coupling hydroxyl group) at 3230 cm -1 , C=O stretching at 1725 cm -1 , C-O alkoxy at 1376, and C-O epoxy at 1049 cm -1 . Additionally, two peaks were observed at 1586 cm -1 and 1224 cm -1 , which attributes to the N-H bend and C-N stretching, respectively. The typical cellulose-related IR bands at 3333-3335 cm -1 , 2900-2923 cm -1 , 1318 cm -1 , 1160 cm -1 , 1023 cm -1 , 1028 cm -1 were identified within both CNF and TCNF spectral lines, while the bands at 1596 cm -1 and 1739 cm -1 were associated with C=O stretching vibration in carboxylic (COO -) and its protonated (COOH) form, respectively, identified within the TCNF spectra only. Moreover, the vibration peaks at 1318 cm -1 indicate the presence of bending vibration of C-H bonds in the cellulose glucose rings, while the peak at 1023-1028 cm -1 is characteristic for the anhydrous group' C-O stretching vibration. In the spectral lines of NGOembedded CNF/TCNF films, the appearance of relatively weak, yet NGO concentrationdependent vibration lines at 2918 cm -1 , 1742 cm -1 and 1542 cm -1 , confirm the NGO presence within the composite films, while shifting of their position implies their interaction pattern with cellulose.

A closer look at the de-convoluted spectral lines in the region between 3000-3700 cm -1 (Fig. The involvement of NGO's amino (-NH2) surface groups in H-bonding with OH and carboxylic groups of TCNF is demonstrated by the N-H bend shifting from 1586 cm -1 to 1637 cm -1 and by the appearance of three additional bends in these regions as illustrated in the inserted de-convoluted spectra lines in the region between 1500-1700 cm -1 as well as presented in Scheme 1. In the TCNG composites, the C=O stretching vibration peak at 1596 cm -1 is more intense due to the merging with the N-H bend of NGO at 1586 cm -1 . The NGO made the interaction with both CNF and TCNF owing to hydrogen bonding between the carboxyl and OH groups of the NGO and the carbonyl groups of the cellulose matrix. When GO is added into the cellulose matrix, a hydrogen bond occurs between the carbonyl groups of GO and OH groups of cellulose which resulted in an enhanced interaction as confirmed by the SEM studies.

a) The light transmittance of neat CNF vs. TCNF and nanocomposite films with embedded NGO were measured by UV-Vis spectroscopy in the wavelengths region of 250-750 nm, being illustrated in Fig. 2.4 and the transmittance data given in Table 2. The spectrum of CNF exhibits the highest transmittance (90 %) compared to the TCNF film (83%) in the visible light range (400-800), which may be credited to the presence of the large amount of carboxyl functional groups in TCNF as compared to the CNF matrix. The transparency of all composite films decreased with an increment of NGO content, more prominent in the case of TCNG composite films as compared to the CNG ones, leading to 30% and 46% transparency at 3 wt% of NGO addition. A different decrease of transmittance with NGO loading may be due to the light scattering effect at the interface of cellulose/GO and their defects, as well as the number of graphene layers and the composite films. 2), indicated that both pure CNF and TCNF films show a comparatively smooth surface. By increasing of the NGO loading the roughness increase is more significant in the case of CNF as compared to the TCNG based films being supported by the Contact Angle measurements, which indicate indirectly the films` surface wettability properties. The water Contact Angle of the pure CNF film was found to be lower compared to the pure TCNF film (49° vs. 55°), which not only suggests the enhancement of hydrophobicity of the TCNF films but also reveals the surface microstructure properties of the films. Generally, a smoother surface gives a high Contact Angle value than a rough surface, although rough surfaces may also have substantially larger Contact Angles due to heterogeneous wetting being related to the formation of air compartments between the droplets and the substrate [18,19]. The incorporation of NGO increased the water Contact Angles (to 64° vs. 68°) which supports strongly that the NGO sheets are exposed directly on the film surfaces by being embedded in the cellulose matrix, leading to an increased surface hydrophobicity of both CNF and TCNF film samples. Also, an increase of the contact angle of the other less polar solutions being tested (above all the formamide from 5° to 29° in the case of CNF, and from 25° to 31° in the case of TCNF) support these conclusions.

The addition of NGO had influence not only on the contact angle but also on the other surface parameters including surface energy, Lifshitz-van der Waals, Lewis acid and Lewis base components. The total surface free energy (TOT) of CNF and TCNF is similar (50 mJ m -2 ) and quite high compared with NGO incorporated composites and it decreased to around 43 mJ m -2 in the case of CNG-3 and TCNG-3 composite films, well correlated with an increased hydrophobicity. A closer look at the contributions of γs TOT gives some interesting facts. There is no significant difference in the Lifshitz-van der Waals component of the film samples, whereas the electron donating contribution (γs -), which is originating from the unsubstituted hydroxyl groups and impurities, decreased with the addition of NGO and were more noticeable at the highest NGO loading. Nevertheless, the acid-base term did not contribute significantly to the total surface free energy of the film samples. The higher value of γs LW of the film samples may be attributed to the higher interaction ability of the dispersive part of C-O and C-C bonds within the cellulose molecule [20].

Table 4.1 Surface properties (roughness, area, contact angle, surface energy) of native and NGO loaded CNF and TCNF composite films.

Mechanical properties

Tensile testing was performed to identify the effect of NGO content on the mechanical properties of the CNF and TCNF film composites. 4.2. Compared to the native CNF, TCNF has about a 25% increment (from 59 MPa to 74 MPa) of tensile strength and 33% increment (from 1540 MPa to 2045 MPa) in Young's modulus. This increment in tensile properties may be attributed due to the difference in inter and intra hydrogen bonding patterns of the films, already well defined by FTIR analysis. As such, the enhanced properties of TCNF over CNF provide great potential for the application of ultra-strong and ultrastiff materials.

The addition of NGO increased the Young's modulus and tensile strength significantly and, as expected, was more intensive in the case of using TCNF. The incorporation of NGO to CNF also increases significantly the strain-to-failure (%) that slightly fluctuated in the composites with properties of microcrystalline cellulose-graphene oxide composites. At 3 wt% of GO, the tensile strength increased by 9.6% and a decreased stress to strain failure of 34% [12]. It was generally observed that the GO started to aggregate in the polymer composites at the higher loading levels due to the sheet-to-sheet interaction caused by the inadequate compatibility between the sheet and the polymer chains [22,23]. The mechanical properties in this work were improved continuously up to 3 wt% of its loading in both types of composites, indicating well dispersed and distributed NGO sheets within both the CNF and TCNF matrices as already evidenced by SEM observations. The thermal degradation temperature (Td) and the carbon yields at 800°C of both sets of composites (CNF vs. TCNF based ones) at 3 wt% of NGO loading were improved compared with the reference ones. The Td at 10% weight loss of CNF was at 262.4 °C whereas it increased to 295.5°C at TCNF, indicating the enhanced thermal stability already of the neat matrix material.

The addition of NGO to the CNF matrix enhanced the Td without changing the network of TCNG composites. The carbon yields of CNG-3 (28 %) and TCNG-3 (34 %) had a drastic improvement compared to the neat CNF (11 %) and TCNF (24 ), respectively, being accredited to the firm interaction between the cellulose fibrils and GO sheets as confirmed by FTIR and SEM analysis and mechanical behaviour. The high carbon yield is due to the suppression of cellulose fibrils` mobility at the interface of the composite films due to their strong interaction with the NGO loaded sheets [13]. Such an increment in carbon yield of the composite materials is a useful property for high temperature applications.

Dielectric properties

The frequency dependence dielectric constant () and conductivity () of the neat CNF vs. TCNF matrices and respective NGO embedded composites measured at room temperature from 10 Hz to 1 MHz are shown in Fig. 2.8. The dielectric constant of polymer nanocomposites is the measure of micro-capacitors which are formed by filler particles acting as electrodes filled with insulating matrices and the polarization centres which are initiated from the defects in the nanofiller structure 34 . Several studies have been reported on the enhancement of dielectric responses of the cellulose polymer with graphene-based fillers [6,14,15] .The dielectric properties of cellulose/GO composites were studied by Kafy et al 6 at 20 Hz and achieved for 190 times enhancement for the 3 wt% GO filled composites rather than neat cellulose. Mohiuddin et al.. 14 reported an 80% increase in the dielectric constant in modified reduced GO/cellulose acetate composites compared to the neat cellulose acetate at 150 Hz. Sadasivuni et a1 [15] described the dielectric enhancement of reduced GO/cellulose films at 22 Hz and 1 KHz and obtained 44 and 4

times improvements respectively over neat polymer. However, all the previous reported studies investigated the dielectric properties of the materials at lower frequency regions. Generally, the dielectric constant increases with frequencylowering due to the space charge contribution. Moreover, at low frequencies, the external effects, such as the presence of surface layers (for example, due to the formation of Schottky barriers) often govern the dielectric response [25]. To provide the real intrinsic materials` properties, we, therefore, compared (Fig. 4.9) the values detected at the highest measured frequencies, i.e. at 1

MHz. The  values of CNG-3 and TCNG-3 composite films increased from 7.5 and 9.7 to 46

and further to 51.5, respectively, compared to the neat CNF and TCNF films. The enhancement of dielectric properties in the present study than reported studies may be attributed to the improved dispersion effect of graphene oxide fillers and cellulosic matrices, already discussed by mechanical analysis.

The evolution of the dielectric constant () of CNG and TCNG composite film samples is shown in Fig. 4.9. The enhancement in the case of composites originates from the synergetic Maxwell-Wagner-Sillars (MWS) polarization effect in which the polymer-filler interfacial interaction is necessary to induce changes in the dielectric properties of the nanocomposites. The nanocomposite provides the enormous interfacial area for abundant sites for the reinforced MWS effect. When a current flow across the two-material dielectric interfaces, GO sheets and CNFs matrice, charges accumulate at the interface because of the presence of functional groups and conjugation on the GO sheet surface, which forms an effective capacitor network to store energy [6]. The presence of an intensive amount of charges in the case of TCNF may be attributed to the enhanced dielectric property of TCNG film samples. This enormous enhancement in dielectric constant by adding NGO sheets into the cellulose matrices can be credited to the more MWS effect leading to high dielectric permittivity due to the entrapment of charge carriers in the interface.

AC conductivity (σ l ) of CNG and TCNG composite films is also increased with an increase of the frequency over the whole investigated frequency range, as well as with increases of the NGO content (Fig. 4.8). At lower frequency, the NGO sheets are effectually blocked, whereas at higher frequencies the charge carriers cannot block the boundaries, giving an effective conductivity. At 1 MHz, the composite film showed a value of 2.07 x 10 -4 Sm -1 and  3.46 x 10 - 4 Sm -1 for CNG-3 and TCNG-3, respectively. This increment in TCNG composite film may be related to the formation of a network with more densely and horizontally oriented components as compared to the CNG one, being already well defined by SEM images. 

Electrochemical properties

The electrochemical behaviour (electron transfer) and charge storage performance was evaluated for the CNG and TCNG films with 3wt% of NGO as paper electrodes by cyclic voltammetry (CV) recorded with a three-electrode setup in 1M H2SO4 electrolyte solution. A welldefined quasi-reversible (Ipc/Ipa≤ 1) shapes of CV curves (Fig. 4.10) show that the samples have a capacitive behavior [26]. Since the discharge current is restricted, the material is more suitable to be used as negative electrodes. The reduction peaks around -0.2V in the case of TCNG-3% sample shows the excellent reduction effect. Also, a decrease of the specific capacitances (SCs) with increasing scan rates attributed to the fact that the electrolytic ions cannot fully adsorb on the active electrodes because of the low diffusion time [27]. However, the SCs of studied cellulose films are comparable to the reported results. Dengteng et al. reported a volumetric capacitance of 40.5 F/cm 3 and areal capacitance of 0.33 F/cm 2 for foldable supercapacitor electrodes using a macroporous cellulose fibers with single-walled carbon nanotubes/PANI nanowires, which was attributed to the synergistic effect of electron transport within the SWCNTs network and fast charge transfer of the PANI nanoribbons [28]. Nanocellulose derived porous carbon aerogels are reported by Guoqing et al. with SC of 205 F/g reached at a current density of 20 A/g within a potential window of -1.0 to 0 V [29]. The Nyquist plot for TCNG -3% shows a depressed semi-circuit. For that sample no indication for the diffusion process is involved (in the case of diffusion the measured data would deviate at low frequencies from the Zreal axis). The depressed semi-circuit is usually explained with the inhomogeneity of the electrode (in this case the both used materials) and this occurs due to the random distribution of the nanoparticles. The depressed semi-circuit results from a parallel combination of the charge-transfer resistance and constant phase element (CPE). Therefore, the TCNG -3% system is under kinetic-controlled process and can be represented with a Rs(RQ) equivalent electrical circuit. Rs stands for the solution resistance (resistance of the ion conducting paths that developed inside the material), R stands for the charge-transfer resistance and Q for CPE. The impedance of the CPE is described as Z(CPE) = (Q(j) n ) -1 [30]. On the other hand, the measurement for the CNG -3% shows also depressed semi-circuit, but at the lowest frequencies measured (at the highest Zreal values in the figure 9d), also the deviation of the measured impedance data from the Zreal axis. This implies that the CNG -3% system is also under diffusion-controlled process, due to the ions that migrate into the electrode material, which is associated with capacitive performance. Therefore, sample CNG -3% is under kinetic-controlled and diffusion-controlled processes and can be represented with a Rs(R(QW) equivalent electrical circuit. W stands for the semi-infinite (unrestricted) layer thickness diffusion.

Conclusion

Flexible eco-friendly nanocomposite films were fabricated by incorporating ammoniafunctionalized graphene oxide (NGO) into the native (CNF) and TEMPO-oxidized (TCNF; carboxylated) cellulose nanofibrils matrix using a solvent casting method. The reduced wettability and increased smoothness of the films` surface, as well as increased mechanical strength and thermal stability, are in good agreement with the increased (0.5-3 wt%) NGO loading concentration revealed on its low aggregation and good dispersibility within the CNFs matrix, being improved further within more densely and horizontally-orientated TCNFs due to increased physico-chemical interactions with the NGO nanosheets. Besides, the high dielectric constant and AC conductivity at a relatively high-frequency region (1 MHz) with comparable electrochemical energy storage capacity demonstrated that such ultra-strong and ultra-stiff composite films are suitable cost-effective alternative green materials for flexible energy storage devices.

Chapter 5

Structure, morphology, mechanical, dielectric and electrochemical properties of untreated and UV treated composites of graphene oxide (GO) filled pristine and oxidized cellulose nanofibril of processing, polymer based composites generated tremendous attraction as compared to inorganic materials, ceramics, and metals in previous years [3]. The low conductivity of graphene oxide (GO) limits its applicability for the fabrication of electronic devices, and several researchers paid their attention to reducing GO in numerous ways to obtain good electrical properties in cellulose based composites [2,[8][9][10][11]13] Some reports are available for the in-situ chemical reduction of graphene oxide in cellulose based composites [2,[7][8][9][10][11] mainly using poisonous hydrazine as a reducing agent.

Thermally reduced graphene was also reported [12,13], but here the addition of reduced graphene oxide into the celluloses matrices required the usage of organic solvents for better dispersion. Reported biological methods used a mannitol culture medium as the reducing agent together with bacterial cellulose [14] and strong alkaline solutions for the spinning of composite fibers [15]. These authors focused on the biomedical and thermomechanical applications rather than electronic device fabrication. Reduction of graphene oxide, coated on a quartz crystal, in presence of hydrazine vapor in a closed chamber at 80 ̊ C without any damage on the films for transparent conductors was reported recently [16] and cellulose nanocrystal/graphene oxide hybrid films were treated with hydrazine vapor at 50 ̊ C 28 . The reduction of graphene oxide was confirmed by the color changes of the films after treatment.

Contrary to previous works, this work reporting an environmentally benign method to reduce graphene oxide in cellulosic matrices by ultraviolet (UV) irradiation in an inert nitrogen atmosphere. Graphene oxide and graphene containing cellulose nonfibrillar films could be used in electronic applications with a proper method of material manufacturing and an electrical and mechanical performance that matches or exceeds current composite materials. The aim of this work is therefore to demonstrate the potential of the method and to elucidate the mechanism of reduction which could further also be extended to other 

Structural properties composite films

The changes in intensity ratio of D and G bands in Raman spectra can manifest the effect of reduction process in graphene based composites [17]. From the Raman spectra (fig 5.4), the ID/IG ratio, gives an insight to the GO reduction process in cellulose composites. After UV treatment, the intensity of D and G band has increased from 1.15 to 1.27 and 1.24 to 1.52 for CGO-3 and TCGO-3 respectively. The increased ID/IG ratio of UV treated samples compared to untreated samples is the outcome of elimination of oxygen functionalities after UV induced reduction. This also suggest the formation of new graphitic domains in addition to the increased sp2 cluster number after the UV induced reduction The crystallinity of cellulose composite films does not change significantly as XRD measurements revealed. The broad diffraction peak at around 2θ: 16 ̊ specifies the partial crystalline nature of cellulose [19]. The peaks at 16 ̊ and 22 ̊ correspond to the crystalline planes ( 101) and (002) respectively, typical of a cellulose I allomorph [20]. and a new peak at 1741 cm -1 (probably C=O of aromatic systems in GO). Owing to the TEMPO mediated oxidation of cellulose a higher content of carboxylic groups is detected in TCNF a fact that is confirmed by charge titrations (table 5 Concomittantly C=O IR vibrations 1741 cm -1 , 1580 cm -1 , 1547 cm -1 in UV treated CGO-3 and the amount of titratable carboxylic groups in UV treated CGO-3 and TGO-3 (Fig 7,

table 2) are reduced. The carboxylic group of TCNF covers the C=O vibrations which are visible for CGO-3 samples but a similar reduction can be assumed. A light induced radical reaction that leads to decarboxylation or cross-linking of carbonyls in the material can therfore be assumed [21].

For TCGO-3 carbonly bands are relatively stable upon irradiation but charges found by titration decrease significantly indicating crosslinking or decarboxylation. The collected data is an evidence for the reduction of GO to graphene by the removal or cross-linking of carbonyls/carboxyls and the reduction of the amounts and bonding mode of aliphatic/cyclic CH compounds. UV irradiation is known to cause photolytic chain splitting of cellulose and the subsequent formation of free radicals [21]. Together with reactions that stem directly from GO this can yield oxidized and reducing groups which are assumed to be responsible for the formation of reduced GO in the composites during radiation. between the graphene flakes with the cellulosic matrix or an increase of the interaction in cellulose or graphene itself after the UV induced reduction. For all samples the storage modulus decrease with temperature which can be interpreted as a softening of the composite material. The retention ratio defined as the ratio of the storage modulus at 150 ̊ C to that at 25 ̊ C is increasing with the UV treatment and reaches the highest value of 0.79 for the UV treated TCGO-3 film indicating a lower impact of heat on the deformability of these films. It is worth noting that at higher temperatures (>160 ̊ C), the TCGO-3 sample broke and the analysis was stopped confirming a higher brittleness of this type of composite [19]. The results also confirm that analyzed materials can practically resist higher temperatures usually observed in energy storage devices upon de-and recharging [22].

Dielectric properties

The frequency dependent dielectric properties at room temperature for CGO and TCGO, containing various amounts of GO, are shown in figure 5.9. The dielectric constant , which is a measure of energy storage ability of a material, decreases with frequency for all investigated composites. Over the entire frequency range the dielectric constants of CGO and TCGO show a gradual increase with the amount of GO ( CGO-3: 68.92,  TCGO-3: 74.05) Previous reports on graphene filled polymeric composites find a comparable trend [1 ,23]. The present study however shows as significant enhancement of the dielectric constant [1,2,4,6,12,19,23,24]. Many researchers used functionalized graphitic derivatives and hybrid fillers to achieve a high dielectric response. Chao et al. reported graphene oxide encapsulated carbon nanotube filled polyurethane composites. Functionalized reduced graphene oxide with polyethylenimine fillers were loaded in a PVDF matrix by Wangshu et al [1,4]. The substantial improvement of the dielectric properties of our composites can be attributed to the obviously efficient dispersion of the hydrophilic GO in the by the water dispersible CNF/TCNF fibers and its subsequent formation of a homogeneous compact film. Generally, higher interfacial polarization, termed as Maxwell-Wigner-Sillars (MWS) polarization, being the result of the improved interfacial connection between filler and polymers, governs the enhanced dielectric response. The ac conductivity shows the same trend as the dielectric constants, increasing with a larger amount of GO for cellulose matrices. At 1 MHz (to provide the real, intrinsic material properties, we compare the values detected at the highest measured frequencies), the composite film showed an ac conductivity (CGO-3: ~6.7 x 10 -4 S m -1 , TCGO-3: ~14 x 10 -4 S m -1 ). The larger amount of carboxylic groups present in TCGO-3 is responsible for the higher  and  values compared to CGO. UV irradiation induced reduction of graphene oxide, decreases this distance which leads to a higher capacitance i.e., a high dielectric constant. After reduction, graphene sheets with higher intrinsic conductivity are present causing the increase in AC conductivity.

Electrochemical properties

To analyze the impact of reduction, finally, we explored the electrochemical properties of untreated and 5 hours UV treated CGO-3 and TCGO-3 using the cyclic voltammetry (CV) and electrochemical impedance spectroscopy (EIS). The symmetric and appropriate rectangular CV curves (Fig. 5.11) of composite electrodes indicate a capacitive behavior. The intense cathodic peak observed at ~ -0.45 V vs Ag/AgCl for TCGO-3 are related to faradaic redox reactions between oxygen related functional groups and the electrolyte [14]. The charge carrying capacity of the composite electrodes for the given voltage range can be due to the large surface of electrodes, which effectively permits the electron transfer. EIS measurements were performed in order to evaluate the charge transfer (and consequently resistance) and/or diffusion processes involved when the materials are immersed in a 1 M H2SO4 electrolyte. and the impedance ZO = 1/YO (Y -admittance), Df is the diffusion of ions, and d is the surface layer thickness or in this case film thickness. B characterizes the time it takes for ions to diffuse through this layer. By taking into account this explanation, we can conclude that UV treated TCGO-3 is under kinetic-and diffusion-controlled processes, whereas untreated TCGO-3 is only under a kinetically controlled process. Moreover, the good reduction efficiency of GO in the treated TCGO-3 composites compared to treated CGO-3 would be the reason for its improved properties than later one.

Conclusion

Self-standing films were fabricated from native (CGO) and TEMPO oxidized cellulose (TCGO) nano-fibrils containing a maximum of 3 weight percent graphene oxide.

UV light exposure in a nitrogen atmosphere induces the reduction of graphene oxide to graphene which was confirmed by colour changes, ATR-FTIR, UV-Visible spectroscopy and charge titration. The reduction of graphene is assumed to be caused by the formation of radicals and reducing species upon irradiation of cellulose. An increase in the mechanical storage modulus of the composites is observed after the photoreaction. After 5 hours of UV irradiation the dielectric properties of CGO and TCGO are drastically enhanced. The dielectric constants at 1 MHz frequency increase from 68.92 to 88.85 for CGO and 74.05 to 121.61 for TCGO after reduction filled with three percent graphene oxide. The AC conductivity is also significantly enhanced after reduction from 6.7 x 10 -4 S m -1 to 9.37 x 10 -4 S m -1 for CGO and 14 x 10 -4 S m -1 to 53 x 10 -4 S m -1 for TCGO filled with three percent graphene oxide. The dielectric behaviour of CRGO samples is strongly frequency-and temperaturedependent, and displays a gradual increment from 0.1% to 5% of RGO admixture. Both, ε 1 and ac electrical conductivity reach very high values for CRGO-5% composite, which can be explained in terms of the Maxwell-Wagner-Sillars (MWS) process, where the addition of more RGO sheets into the CNF matrix provides enormous spots for interfacial polarization, being however related to the mechanism and intensity of interaction between RGO sheets and CNFs. Both components act as microcapacitor electrodes and a corresponding dielectric, respectively, thus forming the entire CRGO composite (as shown in Fig. 6.1) as a huge microcapacitor network [6]. At low RGO loading, the capacitance of each microcapacitor is low because of the large distance between graphene sheets, while it increases at high RGO loading due to the reduced distance between them.

The dielectric constant, which is a measure of energy storage ability of a material, decreases with frequency for all investigated composites. Some reports showing similar tendency for RGO and cadmium selenide nanoparticles [7,8]. In general, the dielectric constant values showing an increment at lower frequency region owing to the space charge contribution. Moreover, some external effects like surface layers, often govern the dielectric response at low frequencies [9].

Therefore, to provide intrinsic material properties, it is necessary to compare values observed at the highest frequencies. Fig. 7 thus shows the evolution of the dielectric constant on increasing RGO content, detected at 1 MHz, at low (270 K) and high (370 K) temperatures, indicating that CRGO film-like composite can be suggested as a suitable candidate for high temperature dielectric applications [10]. The ac electrical conductivity of CRGO samples (Fig. 6) increases with both, temperature and frequency. Moreover, it also increases with higher RGO content, which may be the result of the tunnelling of charge carriers across the interface and thermionic emission. For the CRGO-5% sample this effect is even more visible, resulting in the highest conductivity of around 0.0074 S/m at 370 K. It is evident that ac electrical conductivity of all samples increases with increasing temperature as well as the dielectric constant. In detail, the ε 1 starts abrupt to increase in the temperature range of ~340-370 K. This exponential increment at high temperatures may be due to the special crystal structure and/or the presence of water molecules in CRGO composites. At ~370 K, close to the boiling point of water, the ε 1 value reaches the maximum also due to increased interfacial polarization. The similar trend of temperature dependence of cellulose electro active film from low (-133 C) to high (200 C) temperature region, as well as the dielectric constant increasing from 7 C (280 K) to 105 C (378 K) for a frequency range of 100 Hz to 1 MHz, is reported by Yun et al. [11]. On the other hand, a decreasing trend of ε 1 are reported by increasing temperature for cellulose-hexamethylene-1,6-diisocyanate-modified GO composites [12]. In the present study, the mobility of charge carriers and the cellulose dipole chains obviously improves at higher temperatures. The CRGO-5% film-like xerogel is further electrochemically investigated to explore the energy storage properties and compare to its cryogel counterparts prepared at -50 C and -80 C, respectively. As shown in Fig. 6.8, the CV tests were recorded for different scan rates. The near rectangular shape of CV curves of the electrodes indicating their charge storage ability and capacitive nature. The superior electrochemical performance was observed in the case of cryogel sample prepared at -80 ̊ C (Fig. 6.8d). This would be accredited to the effect of both smaller pores (54 vs. 17 µm) and thus high surface area compared with the cryogel sample prepared at -50 C in addition with the pores orientation. The vertical alignment of pores in the cryogels along the thickness of the sample allowing easier electrolyte diffusion and flow through the material (Fig. 1). The specific capacitance of all samples acting as electrodes was calculated with respect to different scan rates by the following equation:

C = ∫ ( 3 
)
where C is the specific capacitance in F/g, m is the mass (g) of the electrode material, V is the applied potential difference, and v is the scan rate in m V/s, and compared (Fig 6 .8e). The maximum specific capacitance was detected at a scan rate of 5 mV/s in case of all the samples. At lower scan rates, the electrolyte ions have enough time to pass through the pores of the material than at higher scan rates therefore, resulted to an increase in specific capacitance. Cryogel sample prepared at -80 C thus yielded a specific capacitance of 460 F/g, while sample prepared at -50 C and xerogel sample achieved a specific capacitance of 437 F/g and 353 F/g, respectively, at 5 mV/s. Such an improved value of specific capacitance indicated on an outstanding performance of this cryogel sample, being even higher than reported findings for other cellulose-graphene composites [13][14][15][16]. Flexible graphene-cellulose paper electrode fabricated by Weng et al [13] showed a capacitance per geometric area of 81 mF/cm 2 while graphene filled cellulose fibres as a flexible double layer supercapacitor displays a capacity of 252 F/g at a current density of 1 A/g [14]. Ouyang et al [15] fabricated 3D graphene filled cellulose aerogels with a specific capacitance of 71.2 F/g whereas CNF-RGO hybrid aerogel based flexible supercapacitor reported by Gao et al [16] having a capacitance of 207 F/g. For the developed electrode materials, it is desired to obtain the lowest resistance (fast electron transfer) to store maximal amount of charge. Therefore, the electrochemical performances of all CRGO-5 based samples were used as electrodes for studying by electrochemical impedance spectroscopy followed at different immersion time periods (Fig. 9). The film-like electrode (Fig. 9a) shows high resistance in the range of 100-500 k cm 2 , which was notable on the Nyquist spectra in the real part of the impedance by imaginative extrapolation of the loop to the x-axis, and being related to the dense and components-vertically-to-flow aligned structure (Fig 1). In comparison, cryogel prepared at -50 C shows significantly lower resistive behaviour within the range of 50-60  cm 2 (Fig. 9b), where the shape of the Nyquist spectra might indicate on a presence of diffusion process as the curves deviate from the x-axis at the highest Zreal values (the loop does not tend to curve to the x-axis). On the other hand, the resistive behaviour of the cryogel prepared at -80 C was 3-4 times lower as seen in Fig. 9c. Moreover, it is well observable that even after 10 min of immersion in electrolyte, the cryogel samples started to show less resistive performance and hasn't degraded during the immersion time (60 min), being related to the Alternative polymer composites could be used to obtain similar properties.

In the sixth chapter, the effect of structure and composition of dense film-like xerogels and micro-porous cryogels or aerogels, prepared from cellulose nanofibrils (CNF) and reduced graphene oxide (RGO), were investigated related to their dielectric performance and electrochemical energy storage abilities. A very small content (5 wt%) of RGO in xerogelic composite was shown to give a relatively high dielectric constant of ~ 85 and ~164 and an ac electrical conductivity of 0.0028 S/m 2 and 0.0072 S/m 2 at 270 K and 370 K, respectively, at a frequency of 1 MHz, On the other hand, micro-and longish porous cryogels were observed to show a specific capacitance of 460 F/g evaluated by cyclic voltammetry and electrochemical resistance of 12-15  cm 2 obtained by electrochemical impedance spectroscopy measurements.

High performing dielectric xerogels have the potential to be used as green energy storage materials in engineering and electronic fields, while their cryrogel counterparts as electrodes for electrochemical storage devices. The comparison of electrochemical properties of film like xerogels and porous cryogel composites by vacuum filtration and one-directional freezing respectively. We believe that it is original to compare the electrochemical properties of film like xerogels and cryogels prepared with different freezing temperatures.

The potential integration of energy storage technologies was discussed for the optimal energy management and were also be considered within this thesis. Although, significant progress has been made in the fabrication of bio based energy storage composites, we have a long way to go for achieving enhanced engineering properties for better performance. Research should be focused on the cellulose based composites with hybrid fillers of graphene derivatives and conducting nanoparticles for high dielectric materials. In addition with the TEMPO oxidization of cellulose fibers, different types of surface modifications should be tried for the better performance.

The cellulose based matrices should alter with other biopolymers like chitosan, chitin, gelatin, alginate etc. for exploring biopolymers and for property enhancement. The UV induced reduction of graphene oxide in the cellulose matrices should be extended to the other biopolymer matrices for effective reduction for an environmental friendly dry method. Proper exploitation of differently fabricated composites such as xerogels, aerogels, porous foams, etc. will give more insight to the energy storage technologies.
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 1 2 wt% CNF solution were mixed with each of the RGO solutions by stirring for another 30 minutes to get homogeneous CNF-RGO (CRGO) dispersions. The resultant CRGO dispersions were vacuum filtered to remove DMSO and dried at room temperature to obtained film-like xerogel. The composite films were termed as CNF, CRGO-0.1, CRGO-0.3, CRGO-0.5, CRGO-1, CRGO-2 and CRGO-5. In parallel, the solvent-removed CRGO-5 water-dispersion was put into Teflon Petri dishes of 50 mm and placed on a temperature-controlled (by the software programme Supercool®) Cu-plate of a self-constructed cryo-unit with a temperature set to -50 ̊ C and -80 ̊ C,
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 3 Characterization of pristine and oxidized CNF 3.3.1 Potentiometric titration analysis Potentiometric titration analysis was used to calculate the carboxylate content of fabricated pristine and oxidized CNF films. The titration graphs are shown in Fig. 3.1. The carboxylate content increased from 0.3 ±0.15 mmol g -1 for pristine CNF, to 1.63±0.21 mmol g -1 for the oxidized CNF. The increased amount of carboxyl groups proves the oxidation using TEMPO reagent.
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 3 Fig. 3.3 XRD patterns of (a) CNF and (b) TEMPO oxidized CNF (TCNF)
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 3 Fig. 3.4 UV-visible spectra of CNF and TEMPO oxidized CNF (TCNF)
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 5 Fig. 3.6 (a) TEM (b) high-resolution TEM images of graphene oxide with inset SAED
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 38 Fig. 3.8 Raman spectrum of graphene oxide

Fig. 3 .

 3 Fig. 3.10 Experimental set up for UV irradiation experiment
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 3 Fig. 3.11 TEM images of (a) graphene oxide and (b) thermally reduced graphene oxide.

Fig. 3 .

 3 Fig.3.12 X-ray diffraction pattern of graphene oxide and thermally reduced graphene oxide
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 2 , revealed the presence of six hidden peaks, related to particular inter-and intra-molecular vibrations of OH groups in the C-2, C-3 and C-6 position within the glucose ring[16], i.e. 1 st to the O---H stretching, 2 nd and 3 rd to the inter-molecular hydrogen bond of O(6)H---O, 4 th and 5 th to the intra-molecular hydrogen bond of O(3)H---O, and 6 th to the intra-molecular hydrogen bond of O(2)H---O. Observed, also supported from calculated data (inserted Table in Fig.2.2), was the dominant presence of intra-molecular-bonding after addition of NGO, dominating in the TCNF mixture (related to the peaks' total area) over the composite with CNF, while inter-molecular bonding remained almost un-changed in both cases. These may imply an interruption of amorphous cellulosic parts by the NGO and possible inter-penetration, which allowed very close contact among the components, also bringing the mechanical strengthening and dielectric enhancements.
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 41 Fig 4.1. FTIR spectra of (a) CNG and (b) TCNG composites.
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 4243 Fig 4.2. De-convoluted FTIR spectra of υOH region (a) between 3000-3700, (b) table with relevant

Fig. 4 . 4 .

 44 Fig. 4.4. UV-visible spectra (a) CNG and (b) TCNG composite films
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 45 Fig. 4.5. SEM images of surface (left) and cross-section (right) of native and NGO loaded CNF

Fig 4 . 6

 46 displays a typical stress-strain curves of CNG and TCNG composites with different contents of NGO, and the results are listed in Table
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 4647 Fig. 4.6. Stress-strain curves of (a) CNG and (b) TCNG composite films.
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 48 Fig.4.8. Frequency dependence of the dielectric constant (Ɛ l ) of (a) CNG and (b) TCNG; ac

Fig. 4 . 9 .

 49 Fig.4.9. Evolution of the real part of the dielectric constant (Ɛ l ) at frequency of 1 MHz vs. NGO
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 310 Fig. 3.10. Cyclic voltammograms of CNG-3 (a) and TCNG-3 (b); specific capacitance (c) of CNG-
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 51 IntroductionModern electronic industry desires high dielectric constant materials for the development of energy storage devices, flexible electronics, embedded capacitors, actuators, and sensors[1][2][3][4][5][6]. Due to their light weight nature, flexibility, low cost, and ease
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 53 Fig. 5.1. digital images of composites before and after 5 hours of UV treatment.
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 185455 Fig. 5.4 Raman spectra for untreated and 5 hours UV treated (a) CGO-3 and (b) TCGO-3
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 56 Fig. 5.6. ATR-FTIR spectra of CNF (left) and TNF (right) filled with 0.5; 1, 2 and 3
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 57 Fig. 5. 7. ATR-FTIR spectra of CGO-3 and TCGO-3 Native and UV-treated for 0.5, 1, 2 and 5
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 4 Fig 5.8. Temperature dependence of the dynamic storage modulus E 1 for untreated and 5 hours

Fig. 5 . 9 :

 59 Fig. 5.9: Frequency dependence of the dielectric constant  (a, b) and ac conductivity  (c, d)
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 510 Fig. 5.10: Frequency dependence of the dielectric constant  (a, b) and ac conductivity 
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 5511 Fig. 5.11: Cyclic voltammetry of untreated and 5 hours UV treated CGO-3 (a) and TCNG-3

Fig. 5 .

 5 Fig. 5.12.a shows a Nyquist spectra for the untreated and UV treated CGO-3, which

  The symmetric and rectangular CV curves of electrodoced fabricated from the composite materials indicate a capacitive behavior. Electrochemical impedance spectroscopy measurements show that the untreated and UV treated CGO, and untreated TCGO samples are under kinetically-controlled processes, whereas UV treated TCGO might be under kinetic-and diffusion-controlled processes. Moreover, a Nyquist spectra demonstrates that untreated CGO is less resistive (charge transfer can occur faster) than the UV treated CGO, whereas UV treated TCGO has a lower resistance compared to the untreated TCGO. Overall the presented method of UV induced graphene oxide reduction in a matrix of cellulose provides an alternative to hazardous wet chemical processes and can potentially be extended to other combinations of filler and polymer matrix.Investigations into the exact mechanism of reduction are a target and necessity of further research.

Fig. 6 . 1

 61 Fig. 6.1 The schematic representation of the fabrication of composite by air (xerogels) vs.
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 6264 Fig. 6.2. XRD patterns of CNF and CRGO xerogel composites.
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 65 Fig. 6.5 Temperature dependence of the dielectric constant for a) CNF, b) CRGO-0.1, c) CRGO-
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 6667 Fig.6.6 Temperature dependence of the ac electrical conductivity for a) CNF, b) CRGO-0.1, c)
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 4 Electrochemical charge storage properties of film-like xerogles and porous cryogels Cyclic voltammetry (CV) measurements were performed for the CRGO-5 composites prepared by xero-and cryo-gelation, to categorize the charge storage mechanism in an electrolyte of 1 M H2SO4.
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 68 Fig. 6.8 Cyclic voltammograms of the CRGO-5 composites prepared as a) film-like xerogels as
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 69 Fig. 6.9 Nyquist plots measured for the CRGO-5 composites prepared as a) film-like xerogels as
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 6 composite pore-structure and orientation (Fig 1). In case of degradation, the resistive and capacitive behaviour of the material would significantly change and impedance spectra vs. time would differ significantly. It can be concluded that 17 µm-porous CRGO-5 cryogel prepared at -80 C has lower electrochemical resistance behaviour to exchange electrons with the electroactive species in electrolytic solution than 54 µm-porous counterprice or dense film-like xerogel, acting as an electrode. This indicates that the capacitive behaviour of low-porous CRGO-5 composite cryogel is much better than other electrodes. These findings are in good agreement with the specific capacitance values from cyclic voltammetry measurements. The relatively smaller and with electrolyte-flow oriented pores of cryogel sample results to an improved electron transfer and lower electrochemical resistance compared to other electrode samples of the same composition. 122 Conclusion Reduced graphene oxide (RGO) incorporated into the cellulose nanofibrils (CNF) matrixes were fabricated as a dense xerogel and well-aligned micro-porous cryogels, and evaluated related to the dielectric properties and electrochemical storage capacity. The xerogel composites show significant improvement in dielectric properties with respect to the temperature and frequency by increasing of the RGO loading. The xerogel with 5 wt% content of RGO thus showed outstanding dielectric performance and ac electrical conductivity. All the materials being used as an electrode,showed capacitive nature with nearly rectangular shape of cyclic-voltammetry curves. The cryogel with relatively smaller and aligned porosity as well as higher surface area exhibited less electrochemical resistance and more capacitive nature than other samples of the same (5 wt%) RGO content. High flexibility of film-like xerogel sample make it promising candidate as highlyperforming dielectric materials for energy storage applications, while porous and light cryogel shows high electrochemical resistance and capacitive performance which however depends on the bulk structure of the samples. \ treated samples showed a higher capacitive nature than untreated samples demonstrating their potential use in energy storage applications. The unexpected UV induced reduction of graphene oxide to graphene in presence of cellulose are promising alternative to solvent based methods.

  

  

  

  

  

  

  

  

  

  

  Moreover, at low frequencies, the external effects, such as the presence of surface layers (for example, due to the formation of Schottky barriers) often govern the dielectric response[62]. The
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  TCNF. The CNF-based films are more ductile compared to the brittle nature of the TCNF-based ones, showing an enhanced toughness. However, this phenomenon again illustrates that the reinforcement effect of GO sheets has a close relationship with the dispersion state of NGO in the cellulose matrix. The addition of 0.5 % of NGO into the CNF matrix resulted in an enhanced tensile strength and modulus of 77 MPa and 2060 MPa, respectively, which corresponds to about a 30 % and 34 % increment than that of the CNF film. At the highest (3 wt%) of NGO loading, both values were increased further to 81 MPa and 2920 MPa by using CNF, reaching values of 88 MPa and 3390 MPa at TCNF-based film composites, respectively. The observed superior mechanical properties at 3 wt% of filler loading shows significant enhancement than reported studies. Kim et. al reported a 10.5% tensile strength enhancement and around 67% of

decreased toughness at 3 wt % of graphene oxide filled cellulose composites with Nmethylmorpholine-N-oxide monohydrate solvent
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. B. wang et al. also studied the mechanical

Table 5 .

 5 .1). Further TCNF contains already a pattern of aliphatic or aromatic CH groups similar to the IR spectra of filled CNF. 1: titrated charges of CNF/TNF and graphene oxide composites CG=-3 and TCGO-3 native and UV treated samples

		CNF	TCNF	CGO-3	TCGO-3
	Native	0.30.15	1.630.21	0.350.22 2.40.23
	UV	0.780.2	1.070.11	0.10.12 1.310.21

Chen, Yao, et al. "High performance supercapacitors based on reduced graphene oxide in aqueous and ionic liquid electrolytes." Carbon 49.2 (2011): 573-580.
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Chapter 6

Structure. morphology, dielectric and electrochemical storage properties of thermally reduced graphene oxide (RGO) filled cellulose nanofibrils based xerogels and cryogels

Introduction

In this study, reduced graphene oxide (RGO) sheets and cellulose nanofibrils (CNF) in various ratios were used to prepare a film-based xerogel and a pore-oriented cryogel composites by vacuum filtration and one-directional freezing, respectively. CNFs was used as a biodegradable matrix material due to their light weight nature, low price, huge mechanical strength (200-400 MPa) and Young's modulus (7.4-14 GPa), as well as lower thermal expansion coefficient (12-28.5 ppm/K) [16,17]. The composites were characterized by X-ray diffraction (XRD) and Fourier Transform Infrared (FTIR) spectroscopy's. The temperature dependence of dielectric properties using different frequencies (100 Hz, 1 KHz, 10 KHz, 100 KHz and 1 MHz) were systematically studied. The samples were compared related to their electrochemical charge storage properties evaluated by cyclic voltammetry (CV) and electrochemical impedance spectroscopy (EIS). The previous reports on dielectric properties of polymer composites mainly focused on the lower frequency regions. Generally, the dielectric performance of a material increases with frequency-lowering, due to the space charge contribution. At low frequencies, the external effects, such as the presence of surface layers (for example, due to the formation of Schottky barriers) often govern the dielectric response. To provide the real, intrinsic material properties, we have therefore investigated the dielectric properties at the highest frequency region of 1 MHz and got significant enhancement than reported studies. This approach gives a new insight to the exact performance of materials on dielectric charge storage applications.

Chemical and structural characterization of the composites

First system explains the fabrication of flexible and eco-friendly films from ammoniafunctionalized graphene oxide (NGO) nanoplatelets and wood-based cellulose nanofibrils (CNF) vs. TEMPO pre-oxidized (carboxylated) CNFs (TCNF) by the solvent casting method. Various CNF-NGO (CNG) and TCNF-NGO (TCNG) composite films prepared with 0.5-3 wt% of NGO were analysed structurally by FTIR and XRD spectroscopies, and evaluated optically by UV-Vis spectroscopy. Good dispersibility of NGO sheets in the randomly-distributed (CNF) or dense and parallel-oriented (TCNF) cellulose nanofibrils were observed by morphology analysis using SEM. Such a synergistic effect of both components contributes to ultra-strong and ultra-stiff composite films with good mechanical and thermal stability, although they were more brittle with a smoother surface and lower transmittance by using TCNF based films due to the stronger physico-chemical interactions with NGO. The dielectric performance was verified with higher (3 wt %) NGO loading capacity which resulted in a dielectric constant of 46 vs.52 and conductivity of 2.07 x 10 -4 Sm - 1 vs. 3.46 x 10 -4 Sm -1 for CNG vs. TCNG films, respectively, at a frequency of 1 MHz, showing enhancement than reported studies. Cyclic voltammetry results show the comparable energy storage ability and electrochemical performance of the composite films as electrodes with a small amount of NGO.

An effective dry method to reduce graphene oxide (GO) to graphene in a film of pristine and oxidized cellulose nanofibrils (CNF) by UV irradiation in the presence of nitrogen gas were discussed in chapter five as a second system. The presented methods of UV induced reduction of graphene oxide (GO) to graphene on pristine and oxidized cellulose nanofibrils (CNF) are promising alternatives to solvent based treatments avoiding the deterioration of material properties and the use of organic solvents. The formation of graphene and removal of carbonyl and carboxyl moieties were confirmed by infrared spectroscopy, UV-Vis absorbance and potentiometric charge titration. The crystallinity of native and reduced composites was elucidated by x-ray diffraction measurements. The resulting graphen nanocomposite films remain flexible and show improved mechanical perfomance and competitive dielectric properties. After 5 hours of UV irradiation a 3 wt% graphene loaded film increased its dielectric constant from 68.9 to 88.9 for pristine and 74.1 to 121.61 for oxidized cellulose. The AC conductivity reaches values of 9.37 x 10 -4 S m -1 for pristine and 5.3 x 10 -3 S m -1 for oxidized cellulose. The electrochemical performance of the samples was tested by cyclic voltammetry and electrochemical impedance spectroscopy. UV