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Stabilization and comparison of manufacturing technologies for production of nanocrystalline suspensions

The small particle size of nano-crystalline suspension increases the bioavailability of water insoluble drug and facilitates their direct injection into the systemic circulation as particles.

However, this small particle size can be responsible for their physical instability during storage and/or administration. The main challenges related to the production of nanocrystalline suspensions are to select the best stabilizer agent to ensure process-ability and to stabilize the API. Moreover, it is necessary to select the suitable technology for the suspension manufacturing taken into account the industrial constraints (scale-down/scale-up, process robustness and equipment reliability). The present thesis is focused on the formulation and the process development of nano-crystalline suspension.

For the formulation part, we described a systematic approach to select optimum stabilizer for the preparation of nano-suspensions of given drug. The stabilizer can be either a dispersant or a combination of dispersant and wetting agents. The proposed screening method is a fast and efficient way to investigate a large number of stabilizers based on the principles of physical-chemistry and employs a stepwise approach. The methodology has been divided in two main parts; the first part focused on qualitative screening with the objective of selecting the appropriate candidate(s) for further investigations. The second part discussed quantitative screening with the objective of optimizing the ratio and the amount of wetting and dispersing agents. The results clearly showed that SDS/PVP as wetting/dispersing 40/60% (w/w) at a total concentration of 1.2% was the optimum stabilizer composition, at which the resulting nano-suspensions were stable at room temperature. Furthermore, the formulation robustness was assessed by measuring the rate of perikinetic, orthokinetic aggregation rate as a function of ionic strength (using NaCl), temperature and of pH variation. The results show that using the SDS/PVP mixture, the critical coagulation concentration is about five times higher than that observed in the literature for suspension colloidaly stable at high concentration. The nano-suspension was also found to be very stable at different pH conditions. Desorption test confirmed the high affinity between API and wetting/dispersing agent. However, the suspension undergoes aggregation at high temperature due to desorption of the wetting/dispersing agent and disaggregation of SDS micelles. Furthermore, aggregation occurs at very high shear rate by overcoming the energy barrier responsible for colloidal stability of the system.

With respect to process engineering, a technological comparison (high pressure homogenization (HPH) versus bead milling) for the manufacturing of nano-suspension was carried out in terms of impact of suspension formulation, process parameters and technological configuration on the physical quality of the produced suspension. In addition both technologies were compared in terms of their robustness and their compliance to pharmaceutical regulations. The main findings are that, insofar the formulation is sufficiently robust and stable, both technologies are suitable for processing nano-crystalline suspensions.

Bead milling is more powerful than HPH. It leads to a limit of milling (d 50 ) lower than that obtained with HPH (100 vs 200 nm). In addition, for both technologies, one can observe that regardless, the process parameters used for milling and the scale, the relationship of d 90 versus d 50 could be described by a unique master curve (technology signature of milling pathway)

outlining that the HPH leads to a tighten particle size distributions.

Finally, a modelling approach based on adapted Tanka and Chodakov's equation was proposed for modelling the milling kinetic. The generated model provides an accurate fit of milling kinetic, to predict and to simulate the milling manufacturing process. 
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General introduction

Introduction

Over the years, the trend in materials and devices has increasingly focused on development toward smaller and smaller length scales. Nanotechnology (derived from the Greek word "nano", meaning dwarf) is considered as a sudden transition from the micron/sub-micron regime to 1-100 nano-metre (nm) scale. It is the "science of the small" referring to "understanding and controlling matter" at dimensions of roughly 1 to 100 nm (1 nanometer = 1 nm = 10 -9 m). It involves the manufacturing, imaging, measuring, modelling of the matter at this scale and the understanding of its properties and their interaction in particular with the living world. At the nano-scale, materials exhibit unique properties that are not shared at larger bulk sizes or smaller molecular scale, mostly due to the high proportion of atoms located at the surface of on a nanoparticle resulting in a more reactive agent [START_REF] Emerich | The pinpoint promise of nanoparticle-based drug delivery and molecular diagnosis[END_REF]. A wide variety of scientific fields and industries are taking advantage of these unique properties (size, boiling point, melting point, solubility, crystal structure, electronic structure, quantum confinement, light scattering, diffusion, etc.) to provide novel functions, attributes and products.

An overview of active applications of nanotechnologies is described below (2):

i)

Medicine and biomedical devices for diagnosis, treatment, monitoring, and control of biological systems;

ii) Composites materials manufacturing using carbon nano-tubes that present both flexibility and significant tensile strength (about 100 times stronger than steel);

iii) Electronic circuits manufacturing by using carbon nano-tubes for cables and electronic connection miniaturization; iv) Flat screens manufacturing (brighter and more energy effective than LCD and plasma screens) by using carbon nano-tubes;

v)

Textile: nano-particles (metal oxides or carbon nanotubes or clay) can be mixed with polymers before extrusion, thus introducing new material functionality (improved mechanical properties, reduced shrinkage, anti-bacterial effect, flame retardants capacity, UV stability, conductivity, wear resistance, reduced creep, etc.); vi) Energy: batteries in which components are made of nano-particles would be longerlasting and would have a higher energy density than those we use nowadays. Metal nanoparticle clusters could also have revolutionary applications for hydrogen storage; they could also produce extremely efficient fuel cells by acting as electro-catalysts for these devices. Nano-particles may also open the way for more practical and renewable energy. They have already demonstrated many times the ability to improve solar panel efficiency many times over. Furthermore, when nano-particles are used as catalysts in combustion engines, they have shown properties that render the engine more efficient and therefore more economic;

vii) Thermal: specifically engineered particles could improve the transfer of heat from collectors of solar energy to their storage tanks. They could also enhance the cooling system currently used by transformers in these types of processes;

viii) Mechanical: nano-particles could provide improved wear and tear resistance for almost any mechanical device. They could also give to these devices previously unseen anticorrosion abilities, as well as creating entirely new composites and structural materials that are both lighter and stronger than nowadays ones; ix) Optical: Nano-particles could be engineered and used for anti-reflection product coatings, producing a refractive index for various surfaces, and also providing light based sensors for use e.g. in diagnosing cancer;

x) Cosmetic: the best known and most widely used nanomaterial is titanium dioxide (TiO 2 ). This mineral is known for its ability to reflect, scatter and absorb ultra-violet (UV) and to protect against the deleterious effects caused by prolonged sun exposure. It has been used in sunscreen products in the form of nano titanium dioxide for nearly 20 years. Titanium dioxide in nano form has a double advantage: it is a more effective sunscreen and is more transparent than the micrometric form. Indeed, it is nice to apply a sunscreen that does not make the face or "all white" body.

The present thesis is focused on the application of nanotechnologies in pharmaceutical industry specifically when using nano-crystalline suspensions to overcome the low solubility of Active Pharmaceutical Ingredients (API). The main scope is the stabilization and the manufacturing of nano-crystalline suspensions by ultra-fine milling. The plan of this dissertation is as follows:

Firstly, a bibliographic review will be presented where the following topics will be presented:

(i) Applications of nanotechnologies in medicine and biomedical devices will be detailed;

(ii) Different manufacturing processes for the production of nano-crystalline suspensions will be described;

(iii) Formulation design and engineering for the production of nano-crystalline suspensions by ultrafine milling;

(iv) Process engineering for the production of nano-crystalline suspensions by ultrafine milling.

Afterwards, the results of experimental section related to formulation engineering and a systematic comparison of manufacturing technologies (high pressure homogenization versus bead milling) will be presented and discussed. The last part will be dedicated to bead milling modelling for process prediction and simulation. absorption, and distribution. Nano-particles enhance the bioavailability of highly insoluble drugs since the submicron particles (radius < 200 nm) have higher solubility when compared to larger particles (radius > 1 m). Biodegradable nano-particles that can be prepared using block copolymers such as polylactic polyglycolic acid offer a potential for targeted delivery of drugs. This is the particular case of anti-cancer drugs whereby the molecules can be directed specifically to the cancer cells, thus reducing the overall dosage applied and hence significantly reducing side effects. In medicine, a wide variety of nano-particles composed of a range of materials including lipids, polymers and inorganic materials have been developed, resulting in delivery systems that vary in their physicochemical properties and thus their applications [START_REF] Gabizon | Pharmacokinetics of Pegylated Liposomal Doxorubicin[END_REF](4)[START_REF] Liggins | Polyether-polyester diblock copolymers for the preparation of paclitaxel loaded polymeric micelle formulations[END_REF][START_REF] Paciotti | Colloidal gold nanoparticles: a novel nanoparticle platform for developing multifunctional tumor-targeted drug delivery vectors[END_REF]. The Figure 1 shows an array of nano-particulate drug delivery systems that have been investigated. 

Bibliography review

2.1.1.

Biopharmaceutical advantages of nano drug delivery systems

The biopharmaceutical advantages of different drug delivery systems are summarized in the Table 1.

Drug delivery system Biopharmaceutical advantages

Micelles [START_REF] Blanco | Functionalized micellar systems for cancer targeted drug delivery[END_REF] Enable the injection of poorly soluble drugs.

Drug release quick after i.v. injection, and thus mimic the pharmacokinetics of the drug injected in the form of solution.

Crystalline nano-particles [START_REF] Junghanns | Nanocrystal technology, drug delivery and clinical applications[END_REF][START_REF] Junghanns | Nanocrystal technology, drug delivery and clinical applications[END_REF] Enable the injection of poorly soluble drugs.

Quick drug release after i.v. injection, and thus mimic the pharmacokinetics of drug injected in the form of solution.

Amorphous nano-particles [START_REF] Singh Chahal | Amorphous Nanoparticles for Solubility Enhancement[END_REF] Enable the injection of poorly soluble crystalline drugs, Enhance the drug dissolution in blood Quick drug release after i.v. injection, and thus mimic the pharmacokinetics of drug injected as solution.

Emulsions [START_REF] Rossi | Long-circulating poly (ethylene glycol)-coated emulsions to target solid tumors[END_REF][START_REF] Trotta | Stability of drug-carrier emulsions containing phosphatidylcholine mixtures[END_REF] Enable the injection of poorly soluble drugs. 

Micelles

Alter the pharmacokinetic profile of the encapsulated drugs Liposomes (14,15) Controlled drug release in vivo (allows delivery of drugs for both systemic and topical applications).

Allow delivery of hydrophobic and hydrophilic drugs or their combination.

Alter the pharmacokinetic profile of the encapsulated drugs.

Accumulate in the organs with leaky/inflamed endothelium (eg.

tumor, inflammation), and thus result in higher drug concentrations in these tissues.

Improve efficacy and safety of the encapsulated drugs.

Targeted liposomes [START_REF] Torchilin | Recent advances with liposomes as pharmaceutical carriers[END_REF] In addition to the benefits of the liposomes, the targeted liposomes allow targeting to a specific organ/tissue/cell, with the employment of homing device.

Enhance the delivery of drugs through biological barriers (eg.

cell membrane, blood brain barrier, blood intestinal barrier).

Allow simultaneous therapy and imaging of the disease for monitoring of the response to therapy.

Targeted liposomes loaded with imaging agents allow the diagnostic imaging of the pathological sites in the body.

Solid lipid nano-particles [START_REF] Müller | Solid lipid nanoparticles (SLN) for controlled drug delivery-a review of the state of the art[END_REF][START_REF] Severino | Current state-of-art and new trends on lipid nanoparticles (SLN and NLC) for oral drug delivery[END_REF] Controlled drug release in vivo (allows delivery of drugs for both systemic and topical applications).

Alter the pharmacokinetic profile of the encapsulated drugs.

Accumulate in organs with leaky/inflamed endothelium (eg.

tumor, inflammation), and thus result in higher drug concentrations in these tissues.

Polymeric nano-particles [START_REF] Soppimath | Biodegradable polymeric nanoparticles as drug delivery devices[END_REF] Controlled drug release in vivo (allows delivery of drugs for both systemic and topical applications).

Allow modulating drug release in vivo by optimizing the polymer material composition.

Improve the efficacy and safety of the encapsulated drugs.

Allow detoxification of blood contaminated with the toxic substances, owing to the nano-particles' high surface area.

Targeted polymeric nano-In addition to the benefits of the polymeric nano-particles, the particles [START_REF] Kamaly | Targeted polymeric therapeutic nanoparticles: design, development and clinical translation[END_REF] targeted ones allow targeting of a specific organ/tissue/cell, with the employment of homing device.

Allow simultaneous therapy and imaging of the disease for monitoring of the response to therapy.

Targeted polymeric nano-particles loaded with imaging agents allow the diagnostic imaging of the pathological sites in the body.

Enhances the delivery of drugs through biological barriers (eg.

Cell membrane, blood brain barrier, blood intestinal barrier).

Polymersomes [START_REF] Ahmed | Self-porating polymersomes of PEG-PLA and PEG-PCL: hydrolysis-triggered controlled release vesicles[END_REF][START_REF] Jain | Development of amphotericin B loaded polymersomes based on (PEG) 3-PLA co-polymers: factors affecting size and in vitro evaluation: Factors affecting size and in vitro evaluation[END_REF] Allow delivery of hydrophobic and hydrophilic drugs or their combination.

Alter the pharmacokinetic profile of the encapsulated drugs.

Accumulate in organs with leaky/inflamed endothelium (e.g.

tumor), and thus result in higher drug concentrations in these tissues.

Enhance the efficacy and safety of the encapsulated drugs.

Targeted polymersomes [START_REF] Zhang | Targeted delivery of Tet1 peptide functionalized polymersomes to the rat cochlear nerve[END_REF] In addition to the benefits of the polymersomes, the targeted polymersomes allow targeting of a specific organ/tissue/cell, with the employment of homing device.

Allow simultaneous therapy and imaging of the disease for monitoring of the response to therapy.

Targeted polymersomes loaded with imaging agents allow the diagnostic imaging of the pathological sites in the body.

Inorganic nano-particles [START_REF] Liong | Multifunctional inorganic nanoparticles for imaging, targeting, and drug delivery[END_REF][START_REF] Joan | Engineered Inorganic Nanoparticles for Drug Delivery Applications[END_REF] Alter the pharmacokinetics of the associated drugs, allow stimuli-sensitive drug release at the disease site.

Allow imaging of the organs/tissues/cells and pathological sites in the body (eg. iron oxide (magnetic field-responsive), gold nano-particles (optically-responsive), quantum dots (opticallyresponsive)).

Plasmonic nano-particles (eg. gold) allows generating local heat at the sites of nanoparticle accumulation, and thus allows stimulus-mediated drug release or heat-induced cell kill/tissue damage.

Some inorganic nano-particles (eg. cerium oxide) could be employed as biosensors. 

2.1.2.

Context of using nano-crystalline suspensions in pharmaceutical industry

Nowadays, the discovery of drugs results lead to an increasing number of highly water insoluble active pharmaceutical ingredients (API). This low water solubility will result in poor bio-availability and/or food effect for oral administration. Consequently, in order to achieve the therapeutic drug concentration a dose escalation will be required which may leads to toxicity and reduction of patient convenience. For parenteral administration the poor water solubility issue will lead to a limitation of API formulation. The issue is even more intense for API belonging to class III (classified by Washington 1996), as they are poorly soluble in both aqueous and/or organic media, and for API having low log P value [START_REF] Pouton | Lipid formulations for oral administration of drugs: non-emulsifying, selfemulsifying and "self-microemulsifying"drug delivery systems[END_REF]. Common strategies, such as micronization, solubilization using co-solvents, the use of permeation enhancers [START_REF] Aungst | Novel formulation strategies for improving oral bioavailability of drugs with poor membrane permeation or presystemic metabolism[END_REF][START_REF] Ab | Intestinal permeation enhancers[END_REF], oily solutions [START_REF] Aungst | Novel formulation strategies for improving oral bioavailability of drugs with poor membrane permeation or presystemic metabolism[END_REF] and surfactant dispersions [START_REF] Aungst | Amphiphilic vehicles improve the oral bioavailability of a poorly soluble HIV protease inhibitor at high doses[END_REF], have limited use. Although reasonable success has been achieved in formulating water-insoluble drugs using liposomes [START_REF] Schwendener | Lipophilic 1--d-arabinofuranosyl cytosine derivatives in liposomal formulations for oral and parenteral antileukemic therapy in the murine L1210 leukemia model[END_REF], emulsions [START_REF] Floyd | Top ten considerations in the development of parenteral emulsions[END_REF], micro-emulsions [START_REF] Lawrence | Microemulsion-based media as novel drug delivery systems[END_REF], solid dispersion technology [START_REF] Leuner | Improving drug solubility for oral delivery using solid dispersions[END_REF][START_REF] Serajuddin | Solid dispersion of poorly water-soluble drugs: early promises, subsequent problems, and recent breakthroughs[END_REF] and inclusion complexes employing cyclodextrins [START_REF] Loftsson | Pharmaceutical applications of cyclodextrins. 1. Drug solubilization and stabilization[END_REF][START_REF] Stella | Cyclodextrins: their future in drug formulation and delivery[END_REF] (Figure 2), there is no universal approach applicable to all API. Consequently, there is a growing need for a universal strategy that can overcome the hurdles related to the challenges associated with the delivery of hydrophobic drugs in order to improve their clinical efficacy and optimize their therapy with respect to the biopharmaceutical requirements. Where ds/dt is the dissolution rate, D f is the diffusion coefficient, SA is the surface area,  is thickness of diffusion layer, S s is the saturation solubility and S is the bulk solubility. When the particle size is below 1-2 µm an increase on saturation solubility occurs (41) due to a high intrinsic dissolution pressure linked to much higher particle curvatures (see Figure 3). [START_REF] Müller | State of the art of nanocrystals-special features, production, nanotoxicology aspects and intracellular delivery[END_REF] This can be understood from Ostwald-Freundlich equation [START_REF] Borm | Research strategies for safety evaluation of nanomaterials, part V: role of dissolution in biological fate and effects of nanoscale particles[END_REF] (see (Eq. 2 )):

= × × × × × - (Eq. 2 )
Where S r is the solubility of a particle with radius r, S r0 is the solubility of a particle with radius r 0 ,  is the density, ɣ is the surface tension and M is the molecular weight of the dispersed phase. For a flat starting particle (r 0 approaches infinity) the increase in solubility ratio, S r /S r0 , has been calculated to be larger than 2, as the particle size is reduced below 200 nm [START_REF] Kipp | The role of solid nanoparticle technology in the parenteral delivery of poorly water-soluble drugs[END_REF]. This is the basis of production of nano-particles with r  100 nm (see Figure 4). The reduction of thickness of diffusional layer can be understood by the increasing of concentration gradient between the bulk and the diffusional layer (see Figure 5). From the biopharmaceutical stand point, the intravenous administration of nano-crystalline suspension, could be comparable to the injection of solution [START_REF] Wong | Suspensions for intravenous (IV) injection: a review of development, preclinical and clinical aspects[END_REF]. Indeed, if nano-particles cannot be solubilized quickly enough in the blood, they are rapidly opsonized and captured by the macrophages of the liver and spleen. As an additional advantage, the injectable dose can be increased for the parenteral administration as nano-particles are made essentially of pure drug and using a small amount of excipient. In contrast, the standard formulation using a solvent such as polysorbate leads to a limited amount of injected API due to the safety threshold of the excipient (46) (see Figure 6) Nano-crystalline suspensions exhibit many advantages as discussed above. However, a risk assessment needs to be carried out regarding their deviation from the expected quality, as function of the route of administration.

For the oral administration of nano-crystalline suspension, a slight variation of the particle size may have no impact since the dissolution and the bioavailability may not be affected. At the same time, the safety profile, if related to the plasmatic exposure to the drug, is not considered to be different from standard solid dosage form.

For the parenteral route, the variation of the particle size may have significant impact. Indeed, the infusion rate should not go beyond the distribution and the solubilisation capacity of the body [START_REF] Gao | Studies on pharmacokinetics and tissue distribution of oridonin nanosuspensions[END_REF]. A particular effort needs be done in order to reduce the particle size (to achieve mean diameter < 200 nm) and to control the particle size distribution in order to mitigate the risks of embolism of the thinnest capillaries (the lumen diameter is about θ m) [START_REF] Douglas | Foreign particle embolism in drug addicts: respiratory pathophysiology[END_REF][START_REF] Ward | Talcosis Associated with IV Abuse of Oral Medications CT Findings[END_REF]. In addition it should be considered that activation of the complement and coagulation of nanoparticles by nano stealth may lead to aggregation as bigger particles. Here, the adaptation of the infusion rate to the dispersing and solubilisation capacity of the blood needs to be taken into account.

2.1.3.

Marketed product as nano-crystalline suspensions

The list of marketed product is described in the Table 2 It can be outlined that nano-crystalline suspension approach developed by Elan Nanosystems (Alkermess) was employed to produce the first three FDA-approved products: Rapamune ® , Tricor ® , and Emend ® , and is expected to be broadly applicable to a range of drugs that suffer from solubility issues, which is an estimated 70-90% of potential drug compounds [START_REF] Shegokar | Nanocrystals: Industrially feasible multifunctional formulation technology for poorly soluble actives[END_REF][START_REF] Möschwitzer | New method for the effective production of ultrafine drug nanocrystals[END_REF] 

2.1.4.

Nano-crystalline products in clinical evaluation

The Overview of various drug candidates in clinical trials is given in the Table 3.

One can observe that the most of the products in clinical investigation are manufactured using Alkermess technology. 

2.2.

Manufacturing of nano-crystalline suspensions

Nano-crystalline suspensions can generally be prepared by two methodsμ 'bottom up' and 'top down' processes. The bottom-up technologies involves controlled precipitation or crystallization. The top down technologies consist of particle size reduction. However, combination of techniques that involve a precipitation step followed by a size reduction are also being used to produce nano-particles with the desired size distribution (51).

2.2.1.

Bottom up process

The bottom up technologies starts from the molecules which are dissolved and precipitated by adding the solvent (generally organic) phase to a non-solvent one (generally water). In this case the preparation of the nano-particles is done by condensation methods (formation of particles by nucleation and crystal growth).

This process is classified in two categories: solvent diffusion and emulsification

Solvent diffusion

The API and lipophilic stabilizer are dissolved in an organic solvent which is miscible to water. The hydrophilic stabilizer is dissolved in water. The two solutions are mixed together in order to form a precipitate by organic solvent diffusion in water. The organic solvent is then removed by evaporation. This process category is illustrated by the flow chart described in the Figure 7. 

Emulsification

The API and emulsifier are dissolved in an organic solvent which is non-miscible to water.

The hydrophilic stabilizer is dissolved in water. The two solutions are mixed together in order to form an emulsion. The size of formed vesicles is then reduced by high pressure homogenization. This step is followed by solvent removal (by evaporation) in order to form the nano-particles. This process category is illustrated by the flow chart described in the Figure 8. For both process categories, the achievement of mono-disperse nano-particles or polydisperse system with narrow particle size distribution requires control of the process of nucleation and particle growth. With most disperse systems where the particles have some finite solubility, the smaller particles have higher solubility than the larger ones. With time, molecular diffusion occurs from the smaller to the larger particles resulting in a shift of the particle size distribution to larger values, a process referred to as Ostwald ripening [START_REF] Welin-Berger | Inhibition of Ostwald ripening in local anesthetic emulsions by using hydrophobic excipients in the disperse phase[END_REF]. It is therefore necessary when preparing nano-particles using condensation method to reduce Ostwald ripening to a minimum by producing dispersion with a narrow size distribution. In addition, crystal growth inhibitors such as polymeric surfactants that adsorb very strongly on the particle surface must be used. If a substance becomes less soluble by a change of some parameters, such as temperature decrease or addition of a non-solvent, the solution may enter a metastable state with the formation of some precipitate or nuclei.

The classical theory (54) considers the nucleus to consist of a bulk phase containing N s i molecules and a shell with Ni  molecules which have a higher free energy per molecule than the bulk. The Gibbs free energy of the nucleus G s is made of a bulk part and a surface part (see (Eq. 3 )):

= × + × (Eq. 3 )
Where  i s is the chemical potential per molecule,  SL is the solid/liquid interfacial tension and SA is the surface area of the nucleus. In a supersaturated solution the activity a i is higher than that of a saturated solution a i (sat)

. As a result molecules are transferred from the solution to the nucleus surface. The free energy change G s , upon the transfer of a small number N i from the solution to the particle, is made of two contributions from the bulk and the surface (see (Eq. 4)):

∆ = ∆ + ∆ (Eq. 4)
The first term on the right hand side of (Eq. 4) is negative (it is the driving force) whereas the second term is positive; work has to be carried out to expand the interface. G s (bulk) is determined by the relative super-saturation, whereas G s (surface) is determined by the solid/liquid interfacial tension  SL and the interfacial area SA which is proportional to

(N i s ) 2/3 .
Figure 9 shows a schematic representation of the dependence of G s on r. This figure shows that G s reaches a maximum at a critical nucleus size r*; the latter decreases with increase of the relative super-saturation. It also decreases with decrease of the solid/liquid interfacial tension  SL which shows the importance of effective surfactants in reducing  SL . The bottom up process is much less used than the top-down process for the manufacturing of nano-crystalline suspensions due to the following reasons:

Firstly, it is very difficult to control the crystalline structure of the produced nano-particles. In most cases, nano-particles are in amorphous state and exhibit physical instability. Secondly by using the solvent diffusion method, the spontaneous formation of nano-particles only takes place for very dilute systems (1%) due to Ouzo effect (55).

2.2.2.

Top down process

The top down process (particle size reduction method) is the most commonly used method for the preparation of the nano-crystalline suspensions due to the possibility of controlling particle size by a proper choice of wetting / dispersing agent as well as by controlling the milling conditions. The top down process consists of dispersing the powder (in form of aggregates and agglomerates) in the liquid (usually water) into single particles. This is followed by a wet milling process for reduction of particle size. Finally, the nano-crystalline particles must be stabilized against flocculation and crystal growth (Ostwald ripening). The obtained suspension could be kept as it is if it is chemically and physically stable. In the opposite case, the suspension have to be dried by using spray drying or freeze drying or fluid bed granulation. The process principle and its flow chart are illustrated in the Figure 10 and The top down process has several advantages as compared to the bottom up process. In fact, as far as the selected crystalline form of the API is the stable one in the milling vehicle (generally water), the following advantages can be derived:

Firstly, APIs that are poorly soluble in organic and aqueous media can be processed.

Secondly, the number of manufacturing steps is significantly reduced (4 versus 6). In addition, the risk to generate amorphous state or polymorphic transition is negligible. In fact, in contrast to dry milling processes, during wet milling of crystalline drugs the water may behave as an inhibitor of the formation of amorphous material due to the reduced glasstransition temperature [START_REF] Puneet | Effect of wet milling process on the solid state of indomethacin and simvastatin[END_REF]. Furthermore, it is very easy to control the particle size of the suspension. Moreover, it is possible to process very high concentrated suspension (up to 40 % w/w). Finally, the scaling up of the process is very easy and well known.

The purpose of the present thesis will be focused on the formulation and process engineering for the nano-crystalline suspensions from the preclinical evaluation up to commercial batches manufacturing using the top down process. Thus, in the next sections of this chapter, the basic principles of formulation engineering (API powder wetting and nano-particles stabilization) will be reviewed. Then, the particle size reduction step will be reviewed in terms of different applied technologies, scaling up and process modelling. However, the formulation and process engineering of drying steps will not be discussed. 

Surfactant

Colloidal suspension

Drying

Formulation engineering considerations for manufacturing of nano-crystalline suspension by top down process

As described in the section 2.2.2 and according to T.Tadros [START_REF] Tadros | Applied Surfactants: Principles and Applications[END_REF], in an API powder of any material the aggregates and agglomerates are held together by very strong attractive forces.

When aggregates and agglomerates are dispersed in a liquid medium, the attractive forces are reduced but still sufficient to keep the particles strongly attached together. To separate the particles in such aggregates or agglomerates and to disintegrate them, a combination of milling process and addition of wetting/dispersant agents is required to overcome such attractive forces. The main purpose of dispersing a powder in a liquid is the wetting and separation of primary particles from aggregates and agglomerates and their subsequent stabilization in the liquid medium. This requires an effective wetting agent that adsorbs very rapidly at the solid/liquid interface. The main criteria for an effective dispersant is a strong adsorption or ''anchoring'' to the particle surface. This requires multi-point attachment of the dispersant to the particle surface. The ''anchor'' chain should be insoluble in the medium and should have strong affinity to the surface.

Accordingly, in this section, the formulation engineering will be reviewed in terms of:

i. Basic characteristics of wetting aspects;

ii. Microscopic inter-particles interaction forces (DLVO forces and steric forces);

iii. Mechanisms of destabilization of nano-particles; iv. Assessment of electrostatic and steric stabilization;

v. Macroscopic forces that could impact the suspension stability.

2.3.1.

Wetting phenomena

Wetting is a critical practical application involving mixtures of powders and liquids. Wetting can be defined as the process of displacement at a solid surface of one fluid by another one. In general, the fluids may be a liquid and a gas or two immiscible liquids.

In the case of powders, most pharmaceutical applications are linked to the preparation of a suspension of particles in a liquid. Wetting behaviour is essentially determined by the interaction forces at the different solid-fluid and fluid-fluid interfaces. Characterizing the wetting behaviour is an important component for the suspension preparation.

Three distinct stages in the wetting of a solid surface can be defined [START_REF] Harkins | Wetting of pigments and other powders[END_REF]. The first stage is adhesional wetting which refers to the establishment of a three-phase contact at the solid surface. The second stage is a spreading wetting which involves displacement of one fluid by the other at the solid surface. Finally, the third stage is immersional wetting which represents the complete transfer of a solid particle from one fluid phase to the other.

Thermodynamically, the free energy changes involved in the different stages can be expressed as follows:

∆ = - - (Eq. 5) ∆ = - + (Eq. 6) ∆ = - (Eq. 7)
Where ΔG A , ΔG s , ΔG L are the free energy changes (per unit area) corresponding to adhesion, spreading and immersion, respectively. ɣ SL , ɣ SV and ɣ LV are the solid-liquid, solid-vapor and liquid-vapor interfacial tensions, respectively.

The conditions corresponding to three-phase equilibrium (partial wetting) can be conveniently characterized by the means of the contact angle defined, through the liquid phase, as shown in Figure 12. Thermodynamically, the three-phase equilibrium can be expressed by Young's equation:

= + × (Eq. 8)
By substitution from (Eq. 8), the free energies given by (Eq. 9), (Eq. 10) and (Eq. 11) can also be expressed in terms of the contact angle as follows:

∆ = - × + (Eq. 9) ∆ = - × - (Eq. 10) ∆ = - × (Eq. 11)
Thus the immersion wetting of the external surface of the powder depends on the liquid surface tension and the contact angle. If the contact angle is lower than 90° transfer of a solid particle from the gas to a liquid phase leads to a lowering of the free energy and is, therefore wetting is spontaneous.

The control of the wetting behaviour can be obtained through the addition of surface-active agents to the liquid phase. So-called wetting agents enhance spreading by reducing the liquidgas or solid-liquid interfacial tensions (or both). In addition, one of the expected added values of wetting agent is to get maximum reduction in the surface energy of the powder. In fact, Rehbinder et al. investigated the role of surfactants in the grinding process. It was found that, as a result of surfactant adsorption at the solid/liquid interface, the surface energy at the boundary is reduced, which facilitates the process of deformation or destruction. The adsorption of surfactants at the solid/liquid interface in cracks facilitates their propagation.

This mechanism is referred to as the Rehbinder effect (59).

Characterization of Wetting Behaviour

The techniques for evaluating wetting characteristics range from sinking time measurement to contact angles measurement.

Submersion Test -Sinking Time or Immersion Time measurement

This method is by far the simplest (but qualitative) method for assessment of wettability of a powder by a surfactant solution [START_REF] Walker | Surface active agent phenomena in dust abatement[END_REF]. The time for which a powder floats on the surface of a liquid before sinking into the liquid is measured for different surfactant solutions with different concentrations. The immersion time t is plotted versus surfactant concentration as is illustrated in Figure 13. It can be seen that the sinking time starts to decrease sharply above a critical surfactant concentration reaching a minimum above this concentration. This procedure can be used to select the most effective wetting agent. The lower the surfactant concentration above which a rapid decrease in sinking time occurs and the lower the minimum wetting time obtained above this concentration, the more effective is the wetting. 

Contact angle measurement using direct measurement

The classical technique for determining contact angles is a direct observation of a sessile drop of liquid on a powder compact by using a goniometer. A typical procedure was described by Kossen and Heertjes (61). Interpretation of the results involves some questionable assumptions regarding the structure of the porous surface and the general applicability of the method appears to not have been demonstrated. (or its expulsion from) a powder bed. If the pores in a packed bed are regarded as a system of fine capillaries, the capillary pressure in the bed can be described by a form of the Laplace equation:

∆ = × × (Eq. 12)
Where, r p is the effective pore radius and ΔP is capillary pressure. The effective mean pore radius can be estimated from (62) the following equation:

r = × ε × -ε (Eq. 13)
Where is the porosity of the bed and SSA v is the volume specific surface area of the powder.

Alternatively, the pore radius can be eliminated by measuring the capillary pressure for a wetting liquid ( = 0), so that:

= × ∆ × ∆ (Eq. 14)
Where, ɣ w and ΔP w refer to the wetting liquid.

The use of (Eq. 14) requires a high degree of reproducibility as well as the uniformity in bed preparation, since the measurement with the wetting liquid must be on a separate powder bed.

Direct estimation of the pore radius from (Eq. 12) is subject to additional errors due to the involved approximations and the sensitivity of the equation to the bed porosity.

The rate of capillary rise can be used as an alternative to the equilibrium height. In this case, the capillary pressure is substituted into standard expressions for the rate of flow through a porous bed leading to the Washburn equation ( 63):

= × × × (Eq. 15)
Where H is the height of liquid in the bed after time t, is the viscosity of the liquid and R gf is a geometric factor related to the effective mean pore radius in the bed. The slope of a plot of h 2 against time is a measurement of the quantity (R gf ×cos( )).

In this case also, it is common to use measurements with a wetting liquid (cos( ) = 1) to estimate R gf . It should also be noted that this technique is not suitable for liquids of high viscosity for which bubble entrapment can lead to significant errors and poor reproducibility.

The use of gravimetric methods with continuous weighing of a particle bed in contact with a fluid reservoir can substantially improve the accuracy of depth measurement. However, the results are more sensitive to bed porosity and uniformity. The mass of liquid in the bed is given by

= × × × (Eq. 16)
Where ρ is the liquid density and SA c is the cross-sectional area of the bed. Thus, the equivalent to (Eq. 16) is:

= × × × × (Eq. 17)
Where the geometric factor C gf is given by:

= × × (Eq. 18)
All in all, the penetration methods can provide a reasonably quantitative comparison of the wetting of a solid by different liquids, but actual estimates of contact angles should probably be regarded as approximate.

2.3.2.

Microscopic interaction forces

During and following milling process nano-particles go through very stressing conditions.

They need to resist flocculation due to high shear rate applied during the milling process (pumping, going in and out of pipes during the bulking process), concentration during drying process, storage and administration conditions. The whole process requires nano-particles to reach a balance between stability and instability. In order to control these parameters, it is therefore important to understand the forces of interaction between particles and how they affect the stability of the particles. Indeed, the interaction forces between colloidal particles in suspensions play an important role in determining the properties of the materials (shelf life, stability, rheology, injectability) and the behaviour of industrial processes (e.g. mixings, filtrations) as well as the formula of the final pharmaceutical products.

DLVO forces

The DLVO theory [START_REF] Derjaguin | Theory of the stability of strongly charged lyophobic sols and of the adhesion of strongly charged particles in solutions of electrolytes[END_REF][START_REF] Verwey | Theory of the stability of lyophobic colloids[END_REF] is built on the assumption that the forces between two surfaces in a liquid can be regarded as the sum of two contributions: Van der Waals forces and the electrical double layer forces.

Van Der Waals forces

The Van der Waals forces are attractive forces between atoms or molecules. They are a part of the most important colloidal interactions. Different types of attraction were separately explained at different times. The dispersion forces were described by London in 1930 [START_REF] Δondon | The General Theory of εolecular Forces[END_REF] and dipole-dipole interactions by Keesom in 1912 [START_REF] Keesom | On the Deduction of the Equation of State from Boltzmann's Entropy Principle[END_REF].

There are two approaches to calculate the van der Waals forces between surfaces, according to Hamaker (1937) [START_REF] Hamaker | The London-van der Waals attraction between spherical particles[END_REF] or [START_REF] Lifschitz | Theory of molecular attractive forces[END_REF]) [START_REF] Lifschitz | Theory of molecular attractive forces[END_REF].

The Lifschitz method is based on the properties of the medium in which the interaction takes place. This method requires to know in detail some interactions parameters (dielectric responses of different environments over a wide range of frequency for instance), which leads to some calculation complexity. For calculation simplification the Hamaker approach is more frequently used.

For two spherical atoms separated in vacuum over a distance h, between their centers, the corresponding attractive energy is given by = -

(Eq. 19)
Where  is the London dispersion constant which depends on the properties of the specific atoms (polarizability of the atom).

However, for colloidal particles which are made from atoms or molecular assemblies, the attractive energies may be additive. This, results in the following expression for two equal spheres of radius r, in vacuum separated at small surface to surface distance h

= -× × -× + × + × × + × + × + × × + × (Eq. 20)
Where A is the Hamaker constant defined as:

= × ×  (Eq. 21)
Where, q is the number of atoms per unit volume in particles. The Hamaker constant depends on the properties of the environment and those of the dispersed particle. Its value is generally between 10 -19 and 10 -21 J.

= ⁄ - ⁄ ² (Eq. 22)
A 11 is the Hamaker constant between particles in a vacuum and A [START_REF] Jain | Development of amphotericin B loaded polymersomes based on (PEG) 3-PLA co-polymers: factors affecting size and in vitro evaluation: Factors affecting size and in vitro evaluation[END_REF] Hamaker constant for equivalent volumes of the medium.

When h << r the attractive energy is expressed as:

= -× × (Eq. 23)
Given a value for A, and surface to surface distance h, the attractive energy G A can be calculated. G A decreases with increasing h (see Figure 14); at very short distances, the Born repulsion appears. 

Electrostatic forces

Acording to what was observed in colloidal systems, the particles dispersed in water and any Another layer of the electrical double layer is formed by the excess of the opposite charged ions in the solution. As a result of their thermal motion, the electric charge carried by this layer extends over a certain distance from the particle surface, and dies out gradually with increasing the distance (diffuse layer) into the bulk liquid phase.

Distribution of electrical charge and potential in double layer

There As a consequence of the positive charge on the particle surface, negative ions are attracted to the particle surface. Because of the motion of the particles, there are two regions of net negative charge. The region immediately adjacent to the particle surface is strongly negatively charged with very few positive charges and is called the "Stern layer". Outside the Stern layer, there is another region of net negative charge which gradually approaches neutrality as the distance from the particle surface increases. This charge distribution is called the electrical Coulomb law states that the force between two electric charges is inversely proportional to the square of the distance between them. As a result, an electric charge has an electric potential,  which is defined as the work required to bring a unit charge up to a charge of magnitude, q.

The Boltzmann distribution law defines the distribution of energy between particles. It defines the probability of particles having a free energy ΔG being at a given point relative to some reference state where ΔG = 0. If the concentration of particles having free energy ΔG is C p and that of particles having free energy zero is C p0 , the Boltzmann law states:

= × - ∆ × (Eq. 24)
Applied to the case of charged particles, the Boltzmann law gives the concentration of positive and negative ions in the region of a point of electrical potential . The concentration of positive ions, C + will be

+ = × - -+ × × × (Eq. 25)
Where z + is the valency of the positive ion, e is elementary (protonic) charge and C o is the concentration of positive ions in a region where = 0.

Similarly the concentration of negative ions in the region will be

-= × - + -× × × (Eq. 26)
For the case where the valency of both positive and negative ions is 1, the net charge in the region will be given by

+ + -= × ( -× × ) - ( + × × ) (Eq. 27)
If the region of electrical potential  is close to a positive ion,  will be positive and [C + -C -] will be negative. In case of a plane surface carrying a uniformly distributed charge (see Figure 15), it can be shown that the charge distribution near the surface is

= × -× (Eq. 28)
Where, is the decay length of potential and 1/ is a measure of thickness of double layer known as the Debye length. When x= 1/ ; = 0 /e:

= × × × × × × ⁄ (Eq. 29)
r is the relative permittivity (dielectric constant), equal to 7κ.θ for water at βη °C; 0 is the permittivity of free space. K B is the Boltzmann constant and T is the absolute temperature; n 0i is the number of ions per unit volume of each type present in bulk solution and z is the valency of the ions and e is the electronic charge.

Thus the electrical potential near the surface is exponentially distributed. For z=1, the electrical potential decreases by a factor of 1/e at a distance of 1/ from the charged surface. This leads to a charge distribution near the surface as shown in Figure 16. 
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Electrical Double Layer Repulsion

When charged colloidal particles in dispersion approach each other such that their double layers begin to overlap (particle separation becomes less than two times the double layer extension), repulsion occurs. The individual double layers cannot be developed without restriction, since the limited space does not allow complete potential diminution (75) (see Figure 18). [START_REF] Singh | Role of Hydrophobically Modified Inulin on Rubber Latex Stability and Film Formation[END_REF] For two spherical particles of radius r and surface potential  0 and condition *r < 3, the expression for the electrical double layer repulsive interaction is given by:

= × × × × × - × + (Eq. 30)
Where h is the closest separation between the surfaces and the decay length of potential.

The above expression shows the exponential decay of G R with h. This is illustrated in Figure 19. 

Steric repulsion

Steric repulsion results from the adsorption of molecules, often macromolecules on the surface of the colloid particles. In the case of macromolecules, the effect is essentially that of a physical barrier. The particle surface is coated with the macromolecules and the energy to break this layer is greater than the energy of collision between the particles. In such a situation the particles behave as if they were hard spheres with a diameter larger than the diameter of the particles. The slightly larger particle diameter may also reduce inter-particle attraction [START_REF] Heller | Steric protection of hydrophobic colloidal particles by adsorption of flexible macromolecules[END_REF].

The structure of the macromolecules can be linear or branched (containing side chains) and may be cross-linked, linking one chain with another [START_REF] Tobolsky | Properties and structure of polymers[END_REF]. Examples of these three types of macromolecules are shown in Figure 20. Polymers can be composed from just one type of monomer (homopolymer) or from different types (copolymer). In the case of a linear copolymer consisting of two different monomers (e.g. A and B), the different monomers can basically be arranged in three different ways:

G R

I)
Random copolymer: there is no regularity in the arrangement of the two different monomers in the polymer II) Block copolymer: blocks of pure A oligomer alternate with blocks of pure B oligomer III) Alternating copolymer: the monomers A and B alternate within the composition of the polymer.

The composition and arrangement of the different monomers in a copolymer strongly influences its physico-chemical properties. Figure 21 shows the structure of a linear homopolymer and the three types of linear copolymer. The process of polymer adsorption involves a number of interactions (surface/solvent, chain/solvent and chain/surface interactions) and the conformation of the polymer at the interface. The interactions depend on various factors: I) the nature of the structural groups on the solid surface, whether the surface contains charged sites or nonpolar groups; II) the molecular structure of the surfactant being adsorbed, whether it is ionic or nonionic, whether the hydrophobic group is long or short, straight-chain or branched, aliphatic or aromatic;

III) the environment of the aqueous phase ("good" or "poor" solvent), pH, temperature, electrolyte content and the presence of any additives such as short-chain polar solutes (alcohol).

The conformations that the polymer takes on a surface depend on: I) the number of active sites on the solid surface; II) the number of adsorbable functional groups in the polymer molecule; III) competitive intermolecular interactions with the solvent and other polymer molecules;

IV) the adsorbability of solvent molecules;

V) the position of the functional groups in the molecule.

The simplest polymer conformation that can be considered is that of a homopolymer (see Figure 22), whereby the molecule attaches itself with some segments (also known as "trains") The theory of dispersion stabilization of dispersions using polymeric surfactants is based on this fact: when two particles of radius r containing an adsorbed polymer layer with a hydrodynamic thickness , approach each other to a surface-surface separation distance h that is smaller than β , the polymer layers interact with each other resulting in two main situations:

Either the polymer chains may overlap with each other or the polymer layer may undergo some compression

In both cases, there will be an increase in the local segment density of the polymer chains in the interaction region. This is schematically illustrated in Figure 23. The real situation is perhaps in between the above two cases, i.e. the polymer chains may undergo some interpenetration and some compression. Provided the dangling chains (the A chains in A-B, A-B-A block or BA n graft copolymers) are in a good solvent, the local increase in segment density in the interaction zone will result in strong repulsion as a result of two main effects: firstly, the increase in the osmotic pressure in the overlap region as a result of the unfavorable mixing of the polymer chains, when these are in good solvent conditions. This phenomenon is referred to as osmotic repulsion or mixing interaction and it is described by a free energy of interaction G mix . Secondly, reduction of the configurational entropy of the chains in the interaction zone, (this entropy reduction) results from the decrease in the volume available for the chains when these are either overlapped or compressed. This is referred to as volume restriction interaction, entropic or elastic interaction and it is described by a free energy of interaction G el .

The combination of mixing interaction (G mix ) and elastic interaction (G el ) is usually referred to as the steric interaction free energy (G s ), i.e.

= +

(Eq. 31)

The sign of G mix depends on the solvency of the medium for the chains. If the chains are in a good solvent, i.e. the Flory-Huggins interaction parameter  is less than 0.5, then G mix is positive and the mixing interaction leads to repulsion. In contrast if  > 0.5, (i.e. the chains are in a poor solvent condition) G mix is negative and the mixing interaction becomes attractive.

G el is always positive and hence in some cases one can produce stable dispersions in a relatively poor solvent (enhanced steric stabilization).

The osmotic effect is also known as the mixing interaction, G mix . The effect is described by Fisher in this theory, which takes into account the enthalpy contribution to steric stabilization.

Fisher considered two equal particles with a radius r, each containing an adsorbed polymer

Interpenetration without compresion

Compression without Interpenetration layer (with uniform segment density) with a thickness , and a chemical potential of the solvent in the adsorbed layer μ i as described in Figure 24. When the particles are apart with a surface to surface distance, h, the system is in an ideal state. However, when the particles approach each other, (h < 2 ) the polymer chains may undergo some penetration and/or compression. The resulting chemical potential of the solvent in the overlap zone, dV becomes μ i . μ i is lower than μ i as a result of the higher osmotic pressure in the overlap zone. If the polymer chains are in good solvent conditions, solvent will diffuse from the bulk, causing the particles to separate. However, if the polymer chains are in a poor solvent, the interaction becomes attractive resulting in a flocculation of the particles (see Figure 24. The mixing interaction, G mix , can be calculated using the following equation ( 81),

= × × × -× -× × + × + (Eq. 32)
Where V 2 is the molar volume of the polymer, V 1 is the molar volume of the solvent and n pc is the number of polymer chains per unit area.

The elastic interaction G el arises from the loss in configurational entropy of the chains on the approach of a second particle. As a result, the volume available for the chains becomes restricted, resulting in a loss of the number of configurations. This can be illustrated by considering a simple molecule, represented by a rod that rotates freely in a hemisphere across

H H r dV( ) δ h h
a surface. When the two surfaces are separated by an infinite distance h  , the number of configurations of the rod is Ω() which is proportional to the volume of the hemisphere.

When a second particle approaches to a distance h such that it cuts the hemisphere (loosing some volume), the volume available to the chains is reduced and the number of configurations become Ω (h) which is smaller than Ω() (see Figure 25) For two flat plates, G el is given by the following expression:

× = -× × ∞ = -× × (Eq. 33)
Where R el (h) is a geometric function which depends on the segment density.

Solvation or hydration forces

Solvation forces appear from the association of molecules of a solvent with molecular, ionic, or particulate solute units. They are referred to as hydration forces when the association involves water molecules. Solvation forces depend not only on the properties of the surrounding medium but also on the chemical and physical properties of the surfaces These forces can be repulsive, attractive, or even oscillatory in some cases. They can be much stronger than either of the two DLVO forces at small separation distance [START_REF] Israelachvili | Intermolecular and surface forces[END_REF]. Usually the liquid structure close to an interface is different from that in the bulk. When two surfaces

H  l B A l B A H Number of configurations Ω ) Number of configurations Ω H) h  h  ()  (h)
approach each other, one layer of molecules after another is pressed out of the closing gap.

The effect of geometric constraint of the closing wall close on these molecules and the attractive interaction between the surface and the liquid molecules will therefore cause the solvation force between the two surfaces. Solvation forces depend on both chemical and physical properties of the surfaces being considered, such as the wettability, crystal structure, surface morphology and rigidity and on the properties of the intervening medium. Hydration force is expressed as (82,83):

= × - (Eq. 34)
Where K f >0 refers to the hydrophilic repulsion forces and K f <0 to the hydrophobic attraction forces and l g is the correlation length of the orientational ordering of water molecules.

Combination of interaction forces

DLVO theory

The DLVO theory was established by Derjaguin and Landau (64), Verwey and Overbeek [START_REF] Verwey | Theory of the stability of lyophobic colloids[END_REF] who developed it in the 1940s. The theory describes the force between charged surfaces interacting through a liquid medium. It combines the effects of the Van der Waals attraction and the electrostatic repulsion. However it neglects shortrange interaction forces such as solvation and steric repulsion.

The concept of the DLVO theory is that the total interaction energy of two surfaces or particles is given by the summation of the attractive and repulsive contributions. This can be written as:

= + (Eq. 35)
Where the total interaction energy G T is expressed in terms of the repulsive double layer interaction energy, G R , and the attractive Van der Waals energy, G A . Contrary to the repulsive interaction, the Van der Waals interaction energy is mostly non sensitive to variations in electrolyte strength and pH. Additionally, the Van der Waals attraction must always be bigger than the repulsive interaction at extremely small distances. An illustration of G T is shown in Figure 26. The repulsive energy, G R decays exponentially with distance, h and approaches zero when h is large. At small h, the attractive energy, G A increases rapidly compared to the repulsive energy as G A is proportional to 1/h.

At low and large distances where G A is dominant, a deep primary minimum, G P,min and a secondary minimum, G S,min are observed. In the primary minimum, the particles are in direct contact: they strongly adhere to each other and the process is known as irreversible coagulation. On the other hand, the particles in the secondary minimum are not in direct contact with each other but remain at some distance with the possibility of moving and sliding along each other. As the depth of the secondary minimum is only a few K B T (85) compared to the primary minimum (several 100 k B T units), the particles can therefore be redispersed by shaking.

At intermediate distance, the electric double layer interactions give rise to an energy barrier, G max , which depends on electrolyte concentration, valency, and surface or zeta potential. 

G A G R G T
To ensure adequate colloidal stability, G max has to be greater than 25 k B T (zeta potential higher than 40 mV, and the electrolyte concentration lower than 10 -2 mol/dm 3 for 1:1 electrolyte ( 54)).

In the case where the repulsive force G R , is negligible and the particles are stabilized only by non-ionic surfactants or polymer, the total potential energy, G T , is given by (Eq. 36).

= + +

(Eq. 36)

Where G el represents the elastic interaction, G mix represents the mixing interaction and G A represents the attractive forces. The different potential energy curves are illustrated in Figure 27. The Figure 27 shows that the potential energy of G mix increases steeply when the distance between particles h, is less than β . Similarly, the elastic interaction, G el , also increases sharply when the distance h, is less than . The total potential energy, G T , presents a minimum, G min , at separation distance comparable to β followed by a rapid increase with a decrease of distance h.

In a case where ionic and non-ionic stabilizers are used, or when polyelectrolytes are used, the present forces are the electrostatic repulsion, G R , the Van der Waals attraction, G A , and the steric repulsion, G S . The combination of these forces is known as "electro-steric interaction"

and the resulting total potential energy, G T , is illustrated in Figure 28. The potential energy -distance curve shows two minima and one maximum due to the DLVO forces and a rapid increase at small distance as a result of steric repulsion. 

Summary

Colloids are thermodynamically unstable; an important element of colloid stability is related to the surface free energy of the particles. Colloidal particles are inherently attracted to each other as a consequence of Van der Waal's forces acting between the molecules on the particle surface. This attractive force results in a negative surface free energy. On the other hand, there are a number of factors which may lead to particles being repulsed from one another. The repulsive forces all result in a positive surface free energy. As a consequence, the stability of a colloidal dispersion may be predicted, at least partly, by the net surface free energy which is determined from the following equation:

= + + + (Eq. 37)
A summary of all microscopic interaction forces is given in Figure 29.

G P, min G S, min G T G T G T G min G min (a) (b)
Attractive and repulsive energies

Attractive and steric energies

Attractive and electrosteric energies Except G A , the values of G are repulsive. If the net result is positive the colloidal dispersion will be stable. Even if ΔG is overall negative, the colloidal dispersion may be stabilized by adding macromolecules which act as viscosity modifiers, increasing frictional forces and reducing the rate of approach of particles. Polysaccharides are often used in foods for this purpose.

G max G max from DLVO

2.3.3.

Mechanisms of destabilization of nano-particles

The small particle size of nano-suspensions, which is inherent to their success, is also responsible for their physical instability. Nano-suspensions consist of hydrophobic particles dispersed in a hydrophilic medium (usually water).The huge surface area associated with the small size of these particle results in high interfacial tension, which leads to an increase in the free energy of the system. Accordingly, nano-suspensions are essentially thermodynamically unstable systems [START_REF] Rabinow | Nanosuspensions in drug delivery[END_REF]. To decrease their free energy, nano-particles tend to reduce their interaction with water via flocculation, aggregation or crystal growth

Flocculation (perikenitic aggregation)

In the case of electrostatically stabilized suspensions, flocculation occurs if the energy barrier is small or negligible. According to Sato and Ruch ( (84) 1980), an energy barrier of 15 K B T is sufficient to prevent flocculation since thermal energy is 1 K B T. Where, K B is Boltzmann constant and T is the absolute temperature. In real systems where the particles have a distribution of potential energies, some portion of the particles will have enough energy to overcome this barrier and will adhere to each other. Verwey and Overbeek ( (65) 1948) stated that the energy barrier should be greater than 25 K B T to prevent particles from flocculation into the primary minimum. The height of the energy barrier depends on the electrolyte concentration which is directly related to the thickness of the double layer, 1/K (known as Debye length). As the electrolyte concentration increases, the energy barrier decreases resulting in the decrease of 1/K until it is marginal whereby the particles will then be flocculated (see Figure 30). The flocculation rate can be monitored by simply following the controlling diffusion rate.

Nanoparticle flocculation kinetics have been investigated extensively using light scattering techniques (both dynamic and static) [START_REF] Schmoluchowski | [END_REF][START_REF] Berre | Perikinetic and orthokinetic aggregation of hydrated colloids[END_REF].

There are two regions of coagulation mechanisms: the diffusion controlled (fast coagulation)

and the reaction limited coagulation (slow) [START_REF] Elimelech | Particle Deposition and Aggregation, Measurement, Modelling and Simulation[END_REF]. This is illustrated in the figure Figure 31. For the fast coagulation, each collision is effective in forming an aggregate, the collision efficiency is 1. As a result the flocculation rate constant is the same as the collision rate constant. The rate of change of the k-fold flocculate concentration, where k = i + j are expressed by Smoluchowski equation ( 91), is the following:

= × ∑ - = , + = × × -× ∑ ∞ =& × (Eq. 38)
Where, k ij is the second-order coagulation rate constant, t is the time, and n k is the total particle concentration of n-fold flocculates. The coagulation rate constant can be calculated for diffusion controlled coagulation from the collision rate and expressed as follows:

~ = × × × (Eq. 39)
Where, K B is the Boltzmann's constant, T the absolute temperature, and  the viscosity of the suspending fluid. For an aqueous dispersion at 25 °C, k ij = 1.23 x 10-17 m 3 /s. As indicated in (Eq. 39), the rate constant is nearly independent of particle size. This independence can be explained by the fact that larger particles have lower diffusion coefficients but larger capture radius which effectively cancel each other out. (Eq. [START_REF] Shegokar | Nanocrystals: Industrially feasible multifunctional formulation technology for poorly soluble actives[END_REF]) can be integrated with the initial condition n total = n 0 (n 0 is the initial concentration of particles) to give (Eq. 40).

= + ; = × , = ×

(Eq. 40)

The characteristic time  is often referred to as the half-life of aggregation. At this time the total number of particles in the dispersion has been reduced by a factor of 2. In the region of reaction limited coagulation, the rate of coagulation is reduced due to the additional repulsive force from electrostatic or steric interaction. In this region not every collision results in coagulation. Only a fraction 1/W of collisions is successful. W is commonly defined as the stability ratio, which is the ratio of the diffusion limited (fast) coagulation rate to the slow coagulation rate. When W = 1, the coagulation is in the diffusion-limited region.

=

(Eq. 41)

Orthokinetic aggregation

In addition to the Brownian motion, particles movements and their collision rates can be modified by applying an orthokinetic force (shear-influenced aggregation induce by fluid transport). If agitation occurs, the velocity of fluid varies both spatially (from point to point)

and temporarily (from time to time). The spatial change in velocity is characterized by a velocity gradient. Particles which follow the fluid motion will also have different velocities, so that opportunities exist for inter-particle contacts. The rate of change in the total concentration of particles with time due to orthokinetic aggregation is expressed as follows (92):

= - × ×< ̇> ̇× × (Eq. 42)
Where, n total is the total concentration of particles in suspension at time t,  is the collision efficiency factor, < γ > ̇ is the mean shear rate, d is the particle diameter

Ostwald ripening

Ostwald ripening is the process through which larger particles grow with time at the expense of the smaller ones [START_REF] Ostwald | Uber die vemeintliche Isomerie des roten und gelben Queck-silberoxyds und die Oberflachen-spannung Fester Korper[END_REF] due to the well-known Kelvin effect [START_REF] Hiemenz | Principles of colloid and surface chemistry[END_REF]. There are two preconditions for Ostwald ripening: the system should be poly-disperse, and the dispersed phase should have finite solubility in the dispersion medium.

Both these conditions are frequently encountered in pharmaceutical nano-suspensions. The driving force of Ostwald ripening is the reduction of excess energy associated with solid liquid interfaces. In addition, most of the stabilizers used in the preparation of nanosuspensions also increase their solubility and hence may increase Ostwald ripening. Ostwald ripening kinetics can be controlled either by the diffusion rate of matter between large and small particles or by the rates of growth or dissolution at solid liquid interfaces [START_REF]Theorie der Alterung vo Niederschla gen durch Umlosen[END_REF].

Depending upon the nature of the interface and the crystal growth mechanism three different types of interface coarsening can be identified: continuous growth, surface nucleation and spiral growth.

The kinetics of diffusion controlled growth and two of the interface controlled growth (continuous growth and spiral growth) are given by:

- = × (Eq. 43)
Where, d is the average diameter at time t, d 0 is the average initial diameter at t = 0 and k r is the ripening rate. The exponent n is 3 for diffusion controlled process [START_REF]Theorie der Alterung vo Niederschla gen durch Umlosen[END_REF][START_REF] Lifshitz | The kinetics of precipitation from supersaturated solid solutions[END_REF] and spiral growth controlled and 2 for controlled growth processes [START_REF]Theorie der Alterung vo Niederschla gen durch Umlosen[END_REF][START_REF] Rt | Generalized microstructural evolution by interface controlled coarsening[END_REF].

The ripening rate is given by:

= × × × × × × (Eq. 44)
Where, D f is the translational diffusion coefficient of the dissolved solute molecules, S is the bulk solubility of the dispersed phase, ɣ is the surface tension and V m is the molar volume of the dispersed phase. R and T are the universal gas constant and the absolute temperature, respectively. The surface nucleation controlled growth of particles follows a logarithmic dependence on time [START_REF] Solomatov | Kinetics of crystal growth in a terrestrial magma ocean[END_REF] and is given by:

- = = + ′ (Eq. 45)
Where,' and  are constants with dimensions of length and time, respectively. Although, the importance of Ostwald ripening on the physical stability of nano-suspensions has been reported in a number of literature reports (97-102), its role in stability of suspensions has not yet been published.

2.3.4.

Assessment of electrostatic and steric stabilization

Electrokinetic phenomena and the zeta potential

The liquid layer surrounding the particle exists as two parts; an inner region (Stern layer)

where the ions are strongly bound and an outer (diffuse) region where they are less firmly associated. Within the diffuse layer there is a notional boundary inside which the ions and particles form a stable entity. When a particle moves (e.g. due to gravity), ions within the boundary move from it. Those ions beyond the boundary stay with the bulk dispersant. The potential at this boundary (surface of hydrodynamic shear) is the zeta potential (103) (see the Figure 32). The magnitude of the zeta potential gives an indication of the potential stability of the colloidal system. If all the particles in suspension have a large negative or positive zeta potential then they will tend to repel each other and therefore will not tend to come together.

However, if the particles have low zeta potential values then there will be no force to prevent the particles from coming together and flocculating. The dividing line between stable and unstable suspensions is generally taken at either +15 or -15 mV. Particles suspension with zeta potentials higher than +15 mV or below than -15 mV are usually considered stable.

However, if the particles have a different density than the dispersant, they will eventually sediment, forming a close packed bed

Factors affecting zeta potential

(i) pH: in aqueous media, the pH of the sample is one of the most important factors that affects its zeta potential. A zeta potential value on its own without defining the solution conditions is a virtually meaningless number. Consider particles in suspension with a negative zeta potential; If more alkali is added to this suspension then the particles will tend to acquire a more negative charge; If acid is added to this suspension then a point will be reached where the charge will be neutralised. Further addition of acid will cause a build-up of positive charge. Therefore a zeta potential versus pH curve will be positive at low pH and lower or negative at high pH. There may be a point where the plot passes through zero zeta potential. This point is called the isoelectric point and is very important from a practical consideration. It is normally the point where the colloidal system is least stable;

(ii) Conductivity: the thickness of the double layer ( -1) depends upon the concentration of ions in solution and can be calculated from the ionic strength of the medium. The higher the ionic strength, the more compressed the double layer becomes. The valency of the ions will also influence double layer thickness. A trivalent ion such as Al 3+ will compress the double layer to a greater extent in comparison with a monovalent ion such as Na + . Inorganic ions can interact with charged surfaces in one of two distinct ways:

non-specific ion adsorption, where they have no effect on the isoelectric point, or specific ion adsorption, which will lead to a change in the value of the isoelectric point.

The specific adsorption of ions onto a particle surface, even at low concentrations, can have a dramatic effect on the zeta potential of the particle dispersion. In some cases, specific ion adsorption can lead to a charge reversal of the surface;

(iii) Concentration of formulation component: The effect of the concentration of a formulation component on the zeta potential can give information for formulating a product to achieve maximum stability. The influence of known contaminants on the zeta potential of a sample can be an asset in formulating the product to prevent flocculation for instance.

Surfactant and polymer adsorption

A representative sample of the solid with known mass m and specific surface area SSA is equilibrated with a volume V of surfactant or polymer solution at concentration (C 1 ). After the equilibrium is reached out (at a given constant temperature), the solid is removed by centrifugation. Then, the equilibrium concentration C 2 is analytically determined. The amount of adsorption  (mol/m 2 ) is given by:

= - × × = × × (Eq. 46)
In most cases (particularly with surfactants) a plot of  versus C 2 gives a Langmuir-type isotherm (see Figure 33). The data can be fitted using the Langmuir equation,

Γ = Γ ∞× b × C + b × C (Eq. 47)
Where b, is a constant that is related to the free energy of adsorption, Most polymers (particularly those with high molecular weight) give a high-affinity isotherm (see the Figure 34). The conditions for efficient steric stabilization are given below ( 54):

(i) large Γ;

(ii) large (layer thickness);

(iii) large G ad (adsorption energy);

(iv) χ < 0.η (good solvent for the polymer chain);

(v) low C 2 (free polymer concentration).

It is noteworthy that (iii) may conflict with (iv) for homopolymers. This conflict is absent for grafted and block copolymers

2.3.5.

Macroscopic interaction forces (hydrodynamic forces)

Hydrodynamic forces can also strongly influence the behaviour of the colloidal dispersion by generating a relative movement of the particles. The term "hydrodynamic forces" combines the dissipation viscous forces in the suspending fluid and the convective forces. Based on the nature of the suspension flow, it is important to calculate some flow parameters as the particle Reynolds number, the stirrer Reynolds number, the power number, the pumping capacity number, the recirculation time and the shear rate. According the Re number value, 3 different domain of flowing can be distinguished. For a standard vessel, these domains are named the laminar regime (Re < 10), the transition regime (10 < Re < 10 4 ) and the turbulent regime for which the maximum Re depends on both the type and the geometrical configuration of the stirrer.

(iii) Power number

The power number characterises the required power to supply to the stirrer in order to rotate the fluid. It is similar to a drag coefficient. It is expressed as follows:

= × × (Eq. 51)
Where, N P is the power number, P w is the power draw, ρ is the fluid density, N is the stirrer speed and D is the stirrer diameter. The N p number, expressed as function of the Reynolds number Re, (see (Eq. 52) and Figure 35) predicts the power draw of the stirrer.

= × (Eq. 52)

Where,  and  are constants. Where, Q is the recirculation flow of the stirrer. The typical pumping capacity number is 0.9

for Ruston (radial flow) impeller, 0.79 for 4-blade 45° (axial flow) impeller and 0.56 for 3 blades fluid foil stirrer (axial flow) impeller (105,106) .

(v) Recirculation time

An estimation of the frequency of particles to the high shear stirrer zone can be obtained from the recirculation time t c (106), which is expressed as follows:

= × × (Eq. 54)
Where, V is the fluid volume (vi) Velocity gradient or shear rate

The characterization of the shear rate in the mixing vessel for a suspension is an important parameter for two reasons:

Firstly, the shear rate influences the average apparent viscosity of non-Newtonian fluids and hence affects power absorption, mixing characteristics and mass transfer phenomena [START_REF] Elimelech | Particle Deposition and Aggregation, Measurement, Modelling and Simulation[END_REF].

Secondly the suspended solids are susceptible to be damaged, this is dependent on the prevailing shear rate and associated shear stress (107,108).

Most authors have correlated shear rate with the rotational speed of the impeller (109-112), or with power input that depends on the stirrer speed (113,114). The specific energy dissipation rate in a stirred vessel is well known to depend on the shear rate γ̇ and the shear stress , as follows:

= × ̇= × × × (Eq. 55)
Where, P w is the power input and V is the volume of the fluid in the vessel. Furthermore, for newtonian fluids, the viscosity  is the ratio of shear stress and shear rate, i.e.

 = ̇ (Eq. 56)
Therefore, (Eq. 55) can be written as follows:

= × ̇= × × ̇ ̇ ̇=  × ̇ (Eq. 57)
Finally the shear rate can be expressed as:

̇= √ × (Eq. 58)
The (Eq. 58) applies to laminar, turbulent and transitional flows. For non-newtonian fluids obeying the power law ( 90), the viscosity is expressed as:

 = ̇ - (Eq. 59)
And therefore:

̇= × + ⁄ (Eq. 60)
(Eq. 60) applies to both laminar and turbulent flow regimes. Note that the shear takes place in the smallest eddies (Kolgomoroff length) defined as follows:

= × ) (Eq. 61)
Where, =/ρ is the kinematic viscosity [m²/s]) leading to a maximum hydrodynamic force acting on a spherical particle (115,116) defined as follows:

= × × × × ̇ (Eq. 62)
Where,  is the dynamic viscosity, d is the particle size, and γ̇ is the characteristic velocity gradient, or shear rate.

(vii) Maximum shear rate Miroslav Soos, 2007 (116), calculated the shear rate distribution normalized by its volume average value, for a stirring speed equal to 200 rpm (Rushton type impeller). In Figure 36 

2.4.

Process engineering considerations for manufacturing of nano-crystalline suspension by top down process

In order to reduce particle size in the sub-micronic domain within reasonable length of time, very high energetic milling is required. The amount of energy required is generally higher than 200 kJ/kg (see Figure 37).
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Figure 37 : Energy required for milling according the technology to be used [START_REF] Tadros | Course at sanofi: Nano-dispersion[END_REF].

The technologies commonly used for the production of nano-crystalline suspensions are stirred bead milling or high pressure homogenization.

2.4.1.

Principles and mechanisms of milling

Milling processes

The changes in particle size and morphology that occur during milling are produced by the following processes (119):

(i) Particles compression and deformation by impact from the milling media: It is the initial and predominant process during milling. This process takes place with little or no net change in individual mass of particles (120,121);

(ii) Fractures: after a period of milling, individual particles deform until cracks are initiated.

Then, the cracks propagate until the lead fracture of the particles (120,121);

(iii) Particles agglomeration may occur by bridging, mechanical interlocking of spongy or rough surfaces, or auto-adhesion (Van der Waals forces) (120,121).
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Mechanism of milling

The milling mechanism consists of an initial stage of compression and deformation. In this stage the particles deform by fracture and by cold welding. As the particles become deformed, they enter a secondary stage caused by fatigue failure and fragmentation. Generated fragments may continue to be reduced in size by alternate compression/deformation and fracture. When fracture dominates, particles continue to become smaller. The degree of size reduction is a function of the milling time (122,123). After a period of time, cold welding and fracturing of the particles attain a steady state equilibrium. The average particle size that can be obtained at this stage depends on the relative ease with which the agglomerates can be formed by welding, fatigue, fracture, and resistance of particles to deformation.

Kinetic energy in milling devices

Depending on the way the kinetic energy is transmitted from the motor to the milling media and to the material to be milled, the mills can be divided into three main groups (119):

(i) Kinetic energy is transmitted to the mill body, and then it is transferred to the milling media and material to be milled by friction. The material is subjected to centrifugal and gravitational forces (mills with loose media);

(ii) Kinetic energy is transmitted directly to the particles (various types of peripheral speed and roller mills);

(iii) Kinetic energy is transmitted directly to the material by means of a flowing stream which creates collisions between particles and leads to their impact on a rigid obstacle (fluid energy mills) (121,124,125).

Conversion and transfer of energy during milling

Theoretically, there are three main stages of conversion and transfer of energy during milling (121):

(i) Conversion of the drive's kinetic energy to a mechanical action;

(ii) Transfer of the mechanical action to the particles to be milled;

(iii) Use of the stress produced by the mechanical action for the failure stress of the particles.

2.4.2.

Stirred bead milling

Stirred bead mills are increasingly used for fine and ultrafine grinding of minerals, ceramic materials, paint, pigments, chemical products, microorganisms, pharmaceutical products and other materials. The stirred bead milling process has led to the successful launch of many products (see section 2.1.3 ). It was developed it in 1990 by Nanosystems (Kodac group affiliate). Their applications have been widely described in patents and literature (126).

The mill consists of a milling chamber, a milling shaft, a milling media, and a recirculation chamber. The milling chamber is charged with the milling media, water, the product to be milled (i.e. drug) and stabilizer. The milling media or pearls are then rotated at a certain shear rate. They can be made of ceramic (zirconium oxide, alumina oxide, silicon nitride, zirconium silicate, steatite, mulllite, etc….) or polymeric (cross-linked polystyrene). The milling chamber can be made of stainless steel, zirconium oxide or silicon carbide The process can be performed in either batch or recirculation mode. Once the formulation and the process are optimized, a very little batch-to-batch variation is observed in the quality of the dispersion.

The principle of milling is based on the high energy and shear forces generated as a result of the impaction of the milling media with the drug that provides the energy input to break the micro-particulate drug into nano-sized particles. Due to the high energy used during milling, the process needs to be performed under controlled temperature.

Different mill designs

In the last ten years, different types of closed stirred media mills were developed by the industry. Various mill designs differ mostly in their chamber and stirrer geometry as well as in the separation device, which allows free discharge of the product, but prevents the grinding media from leaving the mill. In general, three different mill designs are used for producing nano-crystalline suspensions (see Figure 38, Figure 39, Figure 40).

(i) Stirred disc mill;

(ii) Stirred pin mill or pin counter pin mill;

(iii) Stirred annular mill. 

Technological configuration

Three technological configurations are frequently used:

(i)
Batch mode which consist of using only the mill itself for manufacturing of nanocrystalline suspensions. The batch mode is usually used at lab scale (from 50 mL to 1 L)

for the process development and the manufacturing of small batches for preclinical evaluation;

(ii) Recirculation mode, in which the suspension is recirculated through the mill by using an external vessel. The recirculation mode is generally used for the scaling up and production (in the pharmaceutical industry: from 0.6 to 60 litres);

(iii) Discrete passages mode, in which the suspension is recirculated through the bead mill by using an external vessel. During one passage the first vessel is used as feeding vessel and the second one as milled suspension reception. Generally, the discrete passages mode is more efficient than the recirculation one but needs more complex automations specifically when it has to be used at industrial scale.

Recently Van Eerdenbrugh et al. published a nano-suspension scaling-down production study by milling compounds in glass vials in a ball mill which allows for screening stable nanosuspension formulations with very low drug substance amounts of 10 mg (128). They used the planetary mill equipped with a specific holder that could contain up to 10 vials of a few mL.

The mill is a low shear one. The related process cannot be scaled up to the high shear mills due to the difference of the hydrodynamic within both mills. Nevertheless, the planetary mill gives a good indication on the milling process of the suspension. Consequently, it is used for the formulation engineering and reduces significantly the API consumption in the early stage development.

Figure 41, Figure 42 and Figure 43 show the schemes of the planetary mill and the three milling modes. 

Theoretical considerations

Ultra-fine milling is well established for inorganic material. A large amount of research investigations on stirred bead milling has been carried out at the Institute for Particle Technology in Braunschweig, Germany, where the approach developed by Kwade et al.

(127) has became the most established in this area. However, for the organic material, an abundant lliterature can be found but it is mainly dedicated to formulation and biopharmaceutical characterization and not to process engineering . Fundamental differences (131-133) between mechanical properties of organic and inorganic materials at small deformations, plastic deformation and deformation to fracture may exist and should impact milling performances. In the approach developed Kwade et al. it was described that two conditions are required to break the particles. Firstly, there must be a direct contact between the milling media and the particles. Secondly, the milling media must apply sufficient stress intensity to the particles.

The milling process in a stirred bead mill depends on the stress number and the stress intensity. The stress number is determined by the number of media contacts N c , by the probability that a particle is caught and sufficiently stressed at a media contact P s , and by the number of product particles inside the mill N part .

= × (Eq. 64)

The number of media contacts is assumed to be proportional to the number of revolutions of the stirrer N and to the number of grinding media in the chamber N gm .

∝ × × ∝ × × ×∅ × - × (Eq. 65)
Where N is the frequency of revolutions of the stirrer per unit time, t is the milling time, V ch the volume of the grinding chamber,  gm the filling ratio of the grinding media,  gm the porosity of the bulk of grinding media and d gm is the diameter of the grinding media.

The probability that a particle is caught and sufficiently stressed at a media contact, depends on the type of the grinding process and on other parameters. In case of desagglomeration and cell disintegration this probability P c is proportional to the surface of the grinding media according to Stadler et al. (134) and Bunge (135) because the shear stresses acting between the media can be sufficient for desagglomeration and disintegration:

∝ (Eq. 66)
In case of grinding of crystalline materials, the probability is proportional to the active volume between two grinding media, which is proportional to the diameter of the grinding media:

∝ (Eq. 67)
The number of product particles is proportional to the overall volume of the product particles, which can be written as follows:

∝ ∝ × -∅ × - × (Eq. 68)
Where, V part is the total volume of the particles within the chamber and C pv is the volume concentration of solid.

Combining equations above, the following proportionality can be derived for the stress number (grinding of crystalline materials).

∝ ∅ × - -∅ × - × × × (Eq. 69)
The milling stress intensity at each stress event influences the milling result: when grinding crystalline materials, a finer product is obtained with increasing stress intensity for a certain number of stress events

The milling stress intensity SI is proportional to the stress intensity of the grinding media SI gm which is equal to the kinetic energy of the grinding media (127):

∝ = × × (Eq. 70)
Where ρ gm is beads density and v t is the beads tangential velocity.

The stress energy SE is the energy transferred to the product during one stress event. It is known that the specific energy (E s ) is proportional to the product of the number of stress events and the stress energy of the grinding media SE gm (133):

= × ∝ * (Eq. 71) = ∫ ( - )
(Eq. 72)

Where P w is the total power consumed inside the grinding chamber decreased by the no loaded power P w (0), P w (t) is the power at time of milling t and m is the solid mass inside the chamber.

The specific energy depends on stirrers' tip speed, solid concentration, beads size and beads filling ratio and time of milling.

The power draw can be determined by a torque measurement or by the relationship between dimensionless numbers: power number (described by (Eq. 51)) and Reynolds number (described by (Eq. 50)).

In analogy to stirring technology, it is assumed that the power number only depends on the Reynolds number. Tests with a newtonian fluid and grinding media were carried out in a stirred media mill with disc-stirrer geometry to obtain a theoretical relationship between the Newton number and the Reynolds number (134,136). The results are shown in the Figure 44. In the case of an operation with grinding media, the question is whether the grinding media belong to the mill itself or to the suspension. If the grinding media belong to the suspension, the density and the viscosity, the values of the grinding media-product suspension must be used. In this case the relationship between the power and the Reynolds number is shown in Figure 44 and is also valid if the mill is operated with grinding media. If the grinding media are considered to be part of the mill (like baffles in stirred vessel), the physical quality of the product suspension can be taken for the suspension density and viscosity. In this case, different relationships between the Newton and Reynolds numbers exist for each filling ratio of grinding media, for each grinding media density and for grinding media size. Figure 45 shows the relationship between the Newton and Reynolds numbers for a mill with disc stirrer that was operated without grinding media (continuous line) and with tree different filling ratios of grinding media. For a constant filling rate (Φ gm ) and a constant milling media size (d gm ), the power number is proportional to the Reynolds number at given power y:

= ∝ + × + × + × (Eq. 73)
For a non-constant filling rate (Φ gm ) and non-constant milling media size (d gm ), the power number is proportional to the Reynolds number at power y, to the filling rate at power x and to milling media size at power o

∝ × × ∝ × + × + × + × × (Eq. 74)
∝ × (Eq. 75)

For each region of the Reynolds number, a different relationship arises between the power draw and the following parameters: number of revolutions or stirrer tip speed, product density 

2.4.3.

High pressure homogenization

The first high-pressure homogenizer was developed by Auguste Gaulin in 1899. He introduced his machine for "treating milk" at the Paris World's Fair in 1λ00 (138). The technology was then used in pharmaceutical industry, food industry, cosmetic industry, biotechnology industry and environmental technology, for the preparation and for stabilization of emulsions, liposomes and suspensions. It is also used for creating physical changes, such as viscosity changes, in products. Another application is cell disruption of yeasts or bacteria in order to release intracellular products such as recombinant proteins (139).

The mechanism of particles or vesicle size reduction is based on cavitation (140), high shear forces, and collision of the vesicles or particles against each other. The dispersion or suspension passes through the high pressure homogenization device with a very high velocity.

According to Bernoulli's equation, the dynamic pressure of the fluid increases, at the same time the static pressure decreases below the pressure of saturation of the dispersion medium (generally water). This leads to the boiling of the milling medium and formation of vapour bubbles which implode when the dispersion or suspension leaves the gap. Considering the schematic representation described in Figure 46, if p 1 is the inlet pressure and p 2 is the outlet pressure, at the entrance, the velocity increases rapidly in the convergence zone, therefore, the pressure decreases and can eventually reach the vapor pressure, p v , of the liquid causing formation of vapor bubbles (cavities in the liquid). When the cavitation bubbles implode (collapse of the cavities), shock waves are generated in the liquid. These shock waves break apart the dispersion.

Thus, the mechanisms that can lead to breakage of the particles are:

(i)
The effects of laminar and turbulent shear in the convergence zone, which are sensitive to the viscosity of the fluid;

(ii)

The implosion of vapor bubbles when cavitation takes place;

(iii)

The impact of particles on the impact ring is more or less reduced by the fluid viscosity. 

Piston gap technology

The high-pressure homogenizer consists in the combination of a high-pressure plunger pump with a homogenization valve (Figure 48). The role of the plunger pump is to provide the energy level required for the homogenization valve. The homogenization valve consists of a fixed valve seat and an adjustable valve. These parts form an adjustable radial precision gap.

The gap conditions, the resistance and thus the homogenization pressure vary as a function of the force acting on the valve. An external impact ring forms a defined outlet cross-section and prevents the valve from damaging (Figure 49). The rest of this bibliographic section will focus on the piston gap technology which was mainly used in the experimental part of this PhD manuscript.

2.4.5.

Technological configuration

Two technological configurations are frequently used: (ii) Discrete passages mode (Figure 50) in which the suspension is recirculated through the high pressure homogenizer using two external vessel. During one passage the first vessel is used as feeding vessel and the second one as milled suspension reception. In general the discrete passages mode is more efficient than the recirculation one but it needs more complexes automation, specifically when it has to be used at industrial scale. Simple models have been proposed by various authors (146-151). These models have been well verified by numerical simulations (152). According to the proposed models, the global pressure loss can be expressed as:

∆ = - = ∆ + ∆ + ∆ (Eq. 76)
Where, P b is the pressure loss at the inlet of the valve, P bc is the pressure loss linked to the frictions in the annular gap and P cd , is the pressure loss at the outlet of the valve. These pressure losses are classically explained as singularity () and friction (C f ) coefficient (see Table 5). It is assumed that, in the other zones, the jet speeds and the pressure losses are negligible.

Håkansson (153) summarized the different expressions: Where, l gap is the width of the gap and d h is the correspondent hydraulic diameter. The Reynolds number that defines the flow within the gap is expressed as follows:

∆ = × × ×
= × × × e i ∈ [ ;5 ] 
(Eq. 81)

Where 3 correlations can be obtained for P. If P is known, it is possible to deduce  and therefore the speed of the outlet jet:

= × × (Eq. 85) ∆ = . × × × × + × × × + × × × × (Eq. 86) ∆ = . × × × × + . -× ⁄ × ⁄ -⁄ × ⁄ + × × × × (Eq. 87) ∆ = . × × × × + × × ⁄ × ( ⁄ -⁄ ) × ⁄ + × × × × (Eq. 88)
Thus, if the flow rate, pressure and physical properties of the suspension are known, it is possible to evaluate the thickness of the gap () that drives the hydrodynamic of the valve.

Therefore, the power density can be calculated as follows:

= × × × × × × × (Eq. 89)
The shear rate within the gap can be defined as follows:

̇= × × × (Eq. 90)
Or ̇= √ × (Eq. 91)

Cavitation aspects:

The acceleration produced by any flow restriction leads to a local pressure drop. This phenomenon is associated with the geometry of the valve and the flow. In the valve considered here, a first acceleration takes place at the inlet but the critical area is located inside or at the exit of the gap, where the velocity and the pressure drops are maximum, primarily due to the inlet singularity and also due to the friction. It is possible to reach a critical pressure p C from which cavitation starts due to accelerations and excessive depressurization in the flow. The determination of the threshold for a given valve needs to be done independently from its operating conditions (fluid type and its flow rate). Nowadays, the cavitation events could be detected by various means but cannot be localized. The search of criteria with a certain degree of generality leads to the definition of dimensionless ratio. The first parameter which is widely used by mechanical engineers is the number of cavitation  (154):

= - ⁄ × ×
(Eq. 92)

Where P ref and u ref are the values of pressure and velocity at a particular point of the considered flow, P V is the vapor pressure of the fluid at the flow temperature.  is density of the fluid and u is the velocity of the fluid. Frequently, the high speed flow is not isotherm.

Therefore, it is necessary to precise the conditions of P V definition. In the case of high pressure homogenization valve, it is reasonable to define the reference point as the outlet of the gap. Therefore, if P 2 is the outlet pressure, the cavitation equation can be expressed as follows:

= +∆ - × ⁄ × (Eq. 93)
The combination of (Eq. 86) and (Eq. 93) leads to the following expression of cavitation number:

= + - × ⁄ × × × (Eq. 94)
= ηζ/γη in the case of laminar regime and = 1 in the case of turbulent regime.

If the second term is negligible  is given directly by the singularity coefficient corresponding to the gap outlet. The lower is  , the higher is the probability for occurrence of cavitation and higher is the intensity of milling.

The (Eq. [START_REF] Lifshitz | The kinetics of precipitation from supersaturated solid solutions[END_REF] shows the importance of applying a counter pressure at the valve outlet.

A number of authors showed (155-158) that it is possible to express the cavitation number by using a simple equation:

= - (Eq. 95)

Where, P 1 and P 2 are the inlet and outlet pressure, respectively.

Others authors simply use the pressure ratio.

=

(Eq. 96)

The critical value of  is in the range of 0.2 to 0.50 and often 0.15 to 0.20 depending on experimental results.

formulation composition, process parameters, and technology configuration on milling performances in terms of particle size distribution of milled suspension, physical form of milled suspension and wearing of milling media;

(iii) Proposal of modelling tool for process prediction and simulation.

Material & methods

Material & methods

Material

4.1.1.

Materials used for formulation engineering

The hydrophobic and non ionisable highly insoluble active pharmaceutical ingredient (API) A was obtained from Sanofi. API A was micronized by jet milling before use. The physicochemical properties of API A are provided in Table 6 Average particle diameter (µm) 5

Specific surface area (m²g) ** 1.5

Molecular weight (g/mol) 497.4

Water solubility (µg/ml) 0.2 pKa -Log [P] (*) 6.9

Real density (g/ml) 1.42

Melting point (°C) 156.7 

Materials used for process engineering

The active pharmaceutical ingredients were obtained from Sanofi. Their physico-chemical properties are provided in Table 7. The formulation of each API is described in Table 8. 

API

API

: 

0.48 (2): 0.72 (1) 

Methods

Preparation of nano-suspensions for formulation engineering

For the screening of dispersant / wetting agents using low shear milling, a suspension For the assessment of process ability using high shear milling, a suspension containing 20 % (w/w) of API, 3% (w/w) of dispersant / wetting agents and 77 % (w/w) of WFI was prepared.

An aliquot of 50 ml suspension and 50 ml of Polymill ® Cross-linked Polystyrene bead milling media (500 µm diameter supplied by Alkermes, Inc (Waltham, MA, USA) were introduced in a Nano-mill ® 01 milling system (100 ml stirred annular mill purchased from Alkermes, Inc (Waltham, MA, USA), having a stator of 80 mm diameter and a rotor of 73 mm: see Photo 2).

The mill was operated during 1 hour at 20°C and 3 m/s. 

4.2.2.

Milling evaluation for process engineering

Bead milling

Mill used for batch mode

The milling evaluation was performed using stirred annular mill (Nano-mill ® 01 milling system). The mill is described in the section 4.2.1.

As the suspension stays within the mill chamber the real time is equal to the effective milling time (mean residence time).

Mills used for recycling mode

The milling evaluation was performed using 3 mills: For the recycling mode mills, as only a part of suspension resides within the mill chamber the effective milling time (mean residence time) can be defined as follows: = × (Eq. 97)

The active volume is defined as follows:

= -

(Eq. 98)
The real volume of beads is defined as follows = × -(Eq. 99)

Where, d gm-app and d gm are the apparent density and the real density of beads, respectively.

Beads Material

Beads from two materials were used for milling evaluation: 

 Polymill ® cross-

High pressure homogenization

The milling evaluation was performed only at recycling mode using 2 types of high pressure homogenizer (HPH): Piston gap and Microfluidics technologies. For the assessment, a suspension containing the required quantities of API, dispersant / wetting agents and WFI was prepared in the recycling vessel. Then, the suspension was fed from the vessel to the homogenizer by means of pump. The suspension enters to the homogenizer and flows back into the recycling vessel continuously via cooling exchanger to remove the generated heat during milling. The HPH was operated at fixed temperature (15°C)

and fixed homogenization pressure.

For both homogenizers the milling kinetic was monitored by graphing a 6/d 50 as function of recycling number which can be expressed as follows:

= × (Eq. 100)

Where, RN is the recycling number, Q is the flow rate (m 3 /s) of homogenization, V is batch volume (m 3 ) and t is the time of homogenization (s).

Recirculation vessel

Feeding pump

Interaction chambers

Characterization

Measurement of specific surface area of API powder

The specific surface area (SSA) of API powder is measured using Blaine apparatus BSA1 supplied by ACMEL, France. The measurement was carried out at ambient temperature. The SSA was determined based on Kozeny-Carman theory (160), by measuring the air permeability of compressed powder bed. The relationship between the specific surface area (SSA) and the flow time (t) of a known volume of air in is given by:

= × ⁄ × -× ⁄ . × ⁄ (Eq. 101)
Where Kap is the apparatus constant [kg 1/2 .m 3/2 .s -1 ],  is porosity of the compressed powder bed,  is air viscosity [Pa.s], ρ is the absolute density of the API [kg/m 3 ] and t is the flow time

[s]

Suspension particle size measurement

The particle size measurement was performed using two methods:

(i) Dynamic light scattering (DLS), referred to as photon correlation spectroscopy (PCS), using Coulter N4+® equipment supplied by BECKMAN COULTER (France). The method is based on measuring the intensity fluctuation of scattered light as the particles undergo Brownian diffusion. From the intensity fluctuation, the diffusion coefficient D can be calculated, and from which, the particle radius, r, is estimated using the Stockes-Enstein equation (161). The particle size measurements were carried out using a scattering angle of 90°.The refractive index was fixed at 1.332. The temperature was fixed at 20°C. The suspension was diluted from 20 % (w/w) to 0.1 % (w/w) with purified water. 10 µl of diluted suspension were added to 1 ml of purified water. The resulting suspension was gently mixed in DLS cuvette and then placed into the measuring cell of DLS. The measurement was repeated 3 times. A repeatability study was performed on ten samples. The standard deviation was found about 0.8 %;

(ii) Laser diffraction using Malvern Mastersizer 2000 ® . This method is based on measurement of angle of light diffracted by the particles, which depends on the particle radius, using Fraunhofer diffraction theory. This method can measure the particle sizes down to 1 µm. For small particles, forward light scattering is measured with the application of Mie Theory of light scattering.

By combining the results obtained with light diffraction and forward light scattering, the particle size distributions in the range 0.02 to 10 µm can be measured (162).

The symmetry of distribution can be evaluated using polydispersity index that is described by the following equation:

. = × (Eq. 102)
Where, d 10 , d 50 , d 90 are the characteristic diameters of particle distribution referring to diameter of 10, 50 and 90 % of particles population, respectively.

Three situations may be encountered. They are described below:

(I) P.I = 0 for log-normal distribution;

(II) P.I < 0 for dissymmetric distribution towards small diameters d 50 /d 10 > d 90 /d 50 ;

(III) P.I > 0 for dissymmetric distribution towards large diameters.

The Mastersizer is equipped with lens having focal length of 550 mm and cell measurement having thickness of 2.4 mm. The sample was diluted in 100 ml of purified water and introduced in MS1 sampler. The suspension was stirred at 1500 r.p.m and recirculated through the measurement cell. The dilution factor was adjusted in order to ensure an obscuration in the range of 2.5-4.5. The measurements were carried out at ambient temperature. Each measurement was performed during 20 seconds and repeated 3 times. The refractive index of the API and dispersing were fixed at 1.61 and at 1.33, respectively.

Each measurement was repeated 3 times. A repeatability study was performed on ten samples. The standard deviation was found about 1 %

Scanning electron microscopy (SEM) evaluation of suspension

The nano-suspension was diluted 10,000 times using WFI. 1 ml of the obtained suspension was filtered through Isopore ® (Polycarbonate) filter having diameter of 13 mm and porosity of 0.1 m (supplied by εillipore, France). The filter was then rinsed γ times with 1 ml of WFI for each rinse. The filter was then bonded to an aluminum pad using conductive adhesive on both sides, and subsequently metalized with gold using metallizer Xenosput XE200

EDWARDS. The gold deposit was approximately 1.5 to 2 nm thickness. For an overview and detailed view, nano-particles were observed at 15 kV using JEOL JSM-6300F ® field emission SEM (supplied by SEMtech solution Inc USA), at several magnifications (X 1000, X 5000, X 10 000 X 20 000).

Suspension stability assessment

The short-term stability was monitored by measuring the particle size immediately after milling, after 7 days and after 15 days of storage at ambient temperature.

For the selected formulation, the stability was monitored over 8 weeks at ambient temperature.

Zeta potential measurement of suspension

A Zetasizer Nano ZS ® (Malvern, UK), which applies the M3-PALS technique, a combination of laser Doppler velocimetry (LDV) and phase analysis light scattering (PALS), was used for the zeta potential measurements. The equipment employs a He-Ne laser (red light of 633 nm wavelength) which first splits into two, providing an incident and a reference beam.

From the electrophoretic mobility, µ, zeta potential, , is calculated using the Smoluchowski equation (103), that is valid when × >> (Eq. 103)

(Where -1 is the Debye length and r is the particle radius). In case of small particles and a low electrolyte concentration, the Huckel equation is applicable for the calculation of zeta potential.

The sample to be measured was diluted in purified water to achieve a solid concentration in the range of 0.0001-0.1%. The obtained suspension was introduced in disposable cuvette (DTS1060) and gently mixed. The cuvette was then placed into the measuring cell of the Zetasizer. The dilution factor was checked in order to generate a minimum count rate of 20,000 counts per second. The measurements were performed at ambient temperature and repeated 3 times.

Rheological measurement of suspension

Unmilled suspension

Study state, shear stress versus shear rate curves, were carried out using HAAKE Viscotester ® VT550 supplied by HAAKE (Germany). A concentric cylinder device was used for this measurement. The measurement was carried out at 20°C. The shear rate was gradually increased from 0 to 1500 s -1 (up curve) for over a period of 2 min and decreased from 1500 to 0 s -1 (down curve) over another period of 2 min. The test samples were 25 ml of unmilled suspension containing 20% API (w/w), 3 % (w/w) stabilizer and 77 % (w/w) of WFI. These samples were homogenized by using an ultra-Turrax ® T-8 (supplied by IMLAB France) for 10 min at 6000 rpm. The measurements were performed at ambient temperature. When it is a Newtonian system, the shear stress increases linearly with the applied shear rate, and the viscosity of the suspension can be obtained from the slope. In this case, the up and down curves coincide with each other. When, it is a non-Newtonian system, the viscosity of the suspension decreases with the applied shear rate. When, it is a thixotropic system, the down curve is below the up curve showing hysteresis. The latter could be assessed by measuring the area under the loop.

Milled suspension

The viscosity measurement was conducted on a Thermo Scientific viscometer HAAKE MARS III equipped with coaxial system (double gaps concentric cylinder [CC27DG]) and Peltier temperature control.

2 milliliters of suspension were introduced in the system and were equilibrated for 5 minutes under constant shear rate of 50 s -1 . A shear rate ramp where the shear rate was increased from 0 to 7000 s -1 at a constant rate of 1400 s -1 /min with data collected at every second intervals was performed. Then a shear rate ramp where the shear rate was decreased from maximum shear rate to 0 s -1 was initiated in the same conditions.

Surface tension measurement of wetting/dispersant solution

The surface tension of selected dispersant / wetting agent was measured by using KRÜSS K12 ® tensiometer supplied by KRÜSS GmbH (Germany). In these measurements, the Wilhelmy plate method (163) was applied under quasi-equilibrium conditions. Therefore, the force required to detach the plate from the interface was accurately determined. From the versus log C, where C is the total surfactant concentration curves, the critical micelle concentration (CMC) was determined. The measurements were carried out at ambient temperature and repeated 3 times.

Evaluation of wetting

Wetting was assessed using the sinking time test method , as well as by measuring the rate of penetration of wetting/dispersant solution through a powder plug based on Washburn method [START_REF] Chander | Characterization of the Wetting and Dewetting Behavior of Powders[END_REF]164). By manual tapping a known weight of powder was placed in glass tube, having inner diameter about 9.8 mm (see Figure 52). To ensure a constant packing of the powder, the tube was always filled to the same weight. The lower end of the tube was closed with a glass filter. The higher end of the tube was hanging on weighing scale platform (precision of ± 0.1 mg). The mass of the liquid penetrating within the powder plug was measured when the lower end of the tube is placed vertically in the wetting liquid. The experiments were performed at 22 ± 1°C. Each experiment was repeated 3 times.

From the slope of the linear relationship between the square penetrated liquid weight and time the wettability factor (K wf ) can be calculated using (Eq. 15):

To Calculate H², the relationship of the mass (m) and the height of the liquid penetrating within the powder plug was used. It can be expressed by the equation: 

Adsorption isotherm measurement of PVP

The adsorption isotherm of the selected dispersant, namely PVP, was measured at ambient temperature. Known amounts of the API were introduced in vials at ambient temperature with various concentrations of PVP solutions. Then, the vials containing the various dispersions were rotated from a few hours to up to 15 hours until equilibrium was achieved. Indeed, it is reported that the intrinsic adsorption kinetic of homopolymer is usually instantaneous (less than 1 hour) (165,166).

Then the particles were removed from the dispersant solution by centrifugation at 3000 rpm during 20 min. The supernatant was then filtered through 0.45 µm PVDF ® filter (supplied by Millipore). The dispersant concentration in the supernatant was determined using UV spectrometry by Cary ® 50 (UV-Vis spectrophotometer supplied by Varian Australia) at 200 nm wavelength. Each measurement was repeated 3 times. To obtain the amount of adsorption per unit area of the powder (Γ), the specific surface area of the powder (SSA) in m²/g was determined using the gas flow method (Blaine). 

Desorption measurement

The desorption of the wetting/dispersing agent was carried out using a kinetic experiment by following the particle size as a function of time (up to 45 min) using laser diffraction (Malvern Mastersizer 2000) in recirculation mode at 1800 rpm. The suspension was diluted by factor of 1000.

4.2.3.11.

Critical concentration of coagulation measurement (Perikinetic aggregation)

The aggregation rate measurement was carried out by following the particle size as a function of time using dynamic light scattering (DLS). Different solutions of varying ionic strength were prepared by diluting the appropriate 5.0 M sodium chloride (NaCl) standard solution with purified water. The milled suspension was diluted with purified water from 20 % w/w to 0.1 % w/w. 10 µl of this diluted suspension were added to 1 ml NaCl solution covering a wide range of concentration and the resulting suspension was gently mixed by hand in the DLS cuvette and then placed into the measuring cell of the DLS instrument.

4.2.3.12.

Impact of the shear rate (orthokinetic aggregation)

The orthokinetic evaluation was assessed using 20% API suspension by measuring the particle size as a function of time on a sheared sample. The milling was performed using stirred annular mill without beads at 3880 rpm (15 m/s), during 7 hours and at 2 ionic strengths of sodium Chloride (0 molar and 0.17 molar corresponding to 0.24 x CCC (according to M.Sommer (167)). The applied shear rate and shear strain were found equal to 26000 s -1 and 6.5 10 8 , respectively.

pH impact on particle size of suspension

The flocculation rate measurement was carried out by monitoring particle size as a function of time using dynamic light scattering. The measurements were carried out using a scattering angle of 90°. Solutions of different pHs were prepared by diluting the appropriate 1.0 Molar solution of hydrochloric acid (HCl) and 1.0 Molar solution of Sodium Hydroxide solution with purified water. The milled suspension was diluted with purified water from 20 % (w/w) to 0.1 % (w/w). 10 µl of this diluted suspension were added to 1 ml of acidic or basic solution covering a wide range of pH and the resulting suspension was gently mixed by hand in the DLS cuvette and then placed into the measuring cell of the DLS instrument.

API A solubility in water and in SDS/PVP solution

To assess API solubility an HPLC-UV method was developed. The concentration of API was determined using a HPLC system composed of Varian Prostar ® 230 pump (supplied by Varian France), injector Waters ® 717 plus (supplied by Waters ® France) and UV absorbance detector (supplied by Thermo-Fisher ® France) set at 232 nm. The mobile phase was acetonitrile/phosphate buffer pH 3.5 10 mM (60/40, v/v). A XTerra RP18 50 X 2.1mm, 3.5 µm column (supplied by Waters ® France) was used with the flow rate set at 1.0 ml/min and the temperature set at 45°C.

For the samples preparation 100 mg of the API were introduced in vial containing the adequate solution. Then, the suspension was agitated using a magnetic stirrer at fixed temperature during 4 hours and left standing to settle for 1 hour. The obtained supernatant was then filtered through 0.22 µm PVDF ® filter (supplied by Millipore ® ). The obtained filtrate was diluted using ethanol. The injected volume of the filtrate and the analysis time were fixed at 5 µl and 2 min, respectively. The chromato-graphs were analyzed using Empower TM chromatography software (supplied by Waters ® France).

The limit of quantification of the used method was found equal to 0.1 µg/ml.

Each measurement was done twice. A repeatability study was performed on 6 samples. The standard deviation was found about 1.8 %.

4.2.3.15.

Crystal structure (High-Resolution X-ray Powder Diffraction (HR-XRPD))

High-resolution diagrams are recorded at ambient conditions on a Philips Analytical X'Pert

Pro MPD powder diffractometer using the Bragg-Brentano (vertical -2 configuration)

parafocusing geometry coupled with a X'Celerator detector. A sealed copper anode X-ray tube is used, running at 45 kV and 40 mA levels. An incident beam monochromator Inductively coupled plasma-atomic emission spectroscopy (ICP-AES) was used to evaluate the contaminant content within the milled suspension. The ICP-AES using a multi-channel detection is an instrumental technique of simultaneous analysis to measure the major and trace elements based on the measurement of the photons emitted by atoms. After dissolution of samples, the solutions to be analyzed are introduced into an argon plasma torch in the form of a liquid aerosol using a peristaltic pump, a nebulizer, a nebulization chamber and an injector.

The plasma that can reach 10,000 ° C is maintained by an inductive coil providing a high frequency power of about 1200W. This very high temperature dissociates the material into atoms and free ions and then excites them. Their return to a stable state is accompanied by emission of photons in the ultraviolet and visible.

The emitted photons are transmitted through the optical system (mirrors, network, and prism)

to the multi-channel detector (charge injection device). This device will allow the acquisition of the complete UV-visible spectrum of each element, the photons will generate photoelectric charges transferred to a read register and then converted into concentrations after calibration of the system (see Figure 53). Prior to samples analysis, the suspension samples were freeze dried to remove water using Usifroid SMH15 (freeze dryer lab scale unit) having surface area of 0.15 m². Then, 100 mg of freeze dried cakes were melted using 200 mg of Sodium hydrogenocarbonate (NAHCO 3 ). The obtained material was dissolved in 9.5 ml of purified water and 0.5mL hydrochloric acid ( 1Molar). The obtained solution was then used for the quantification of the following elements:

Al,Cr,Fe,Ni,Si,Ti,W,Yand Zr.

Quantification of cross linked polystyrene

The quantification of cross linked polystyrene residues was limited by the solubility of the fragments in organic solvents. Indeed, no organic solvent was found to be able to dissolve the beads fragments. In addition the available method for the quantification of polystyrene (GPC coupled to light scattering) has a low limit of quantification (1000 ppm). Based on this barrier we decided to quantify beads fragments by weighing. For that purpose, 5 litres of 0.22 µm filtered milling vehicle (Water and stabilizer) were processed in LMZ2 milling system using 480 g (47.8 % of filling ratio) of autoclaved cross linked polystyrene beads. The mill was operated at 10.1 m/s and 15°C during 6 hours using recycling mode. After milling the milling vehicle was filtered through 0.1 µm filter. The filter was weighed before filtration and after drying overnight at 45°C.

Experimental section

Experimental section

This section is divided in two parts. In the first part named formulation engineering, the selection of the wetting/dispersant agent methodology was developed. In the second part named process engineering, the impact of process parameters and mill configuration on suspension physical quality was studied for high pressure homogenization and stirred bead milling. Our proposal here is to use a compromise between purely scientific and purely empirical methodology in order to achieve both time effectiveness and scientific rationale. They are described in more details hereafter.

Formulation engineering

In Part I all tested suspensions contained 20% of API, which is sufficient from a process productivity point of view, and 3% of wetting/dispersant agent are used (3% of wetting/dispersant agent should be sufficient to meet a full coverage of particles having approximately 80 nm mean diameter assuming a typical adsorption of 3 mg/m² (170)). In this part the selection was performed by the following step by step approach:

(i) Step #1.1: At this step the roller mill is used in order to perform several tests in parallel with a reduced amount of product. Two criteria were used to select the optimum stabilizer. The first criterion is that the API particle mean diameter has to be in the range of 100-500 nm after milling (typical nanocrystals size (126)). The second criterion is that the formulation should be free of flocculation upon at least 2 weeks storage at ambient temperature. The prepared suspensions were assessed by visual observation, particle size measurement and stability of particle size after 2 weeks storage at ambient temperature;

(ii) Step #1.2: At this step the measurement of zeta potential of selected samples from step #1.1 were carried out. To ensure electrostatic repulsion, an absolute value greater than 15 mV was fixed as criterion; (iii) Step #1.3: At this step, the process ability of selected samples from step #1.2 was assessed. This evaluation was done based on the following tests:

(a)

Step #1.3a: At this step, the viscosity of unmilled suspension was measured as a function of shear rate as well as of thixotropy. The samples that gave viscosity greater than10 mPa.s at shear rate of 1000 s -1 were excluded. Indeed our internal observations gave evidence that this criterion is essential to ensure faster milling kinetics as well as manufacturing-ability at industrial scale;

(b) Step #1.3b: At this step, the milling ability using the high shear mill, namely Nano-mill® 01 milling system of selected samples from step #1.3a was assessed.

This step is essential to ensure the preparation of nano-suspension at industrial scale using high speed milling. All the samples that had particle size greater than 500 nm (mean diameter) or that showed instability due to flocculation or Ostwald ripening were excluded;

(c) Step #1.3c: at this step, two wetting/dispersant agents appear more efficient to others. In order to differentiate them and to evaluate their robustness, both formulations were submitted to a long milling duration at high shear rate.

From the part I, the combination of SDS/PVP appeared as superior to the other tested agents.

Therefore, this combination was selected for further evaluation in the part 2 as described below:

(i) Step #2.1: At this step the SDS-PVP ratio was optimized. The synergistic effect of the combination was confirmed by performing the following tests: (ii) Step #2.2: At this step, the amount of selected SDS-PVP ratio was optimized. This optimization was done based on the following tests:

(a) Step #2.2a: At this step the wettability of selected SDS-PVP ratio was evaluated in order to select the amount of SDS-PVP allowing a maximum reduction in the surface energy of the powder;

(b) Step #2.2b: At this step, a high shear milling of suspension made of selected SDS-PVP ratio at different amounts was evaluated. From this step an optimal amount that gave suspension with a high implicit specific surface area was selected;

(c) Step #2.2c: At this step, the adsorption isotherm of PVP was measured to ensure the strong adsorption of the dispersant (PVP) on the particles surface.

(iii) Step #2.3: At this step, the perikinetic flocculation was evaluated as well as the desorption of wetting dispersant agent from surface of particles (iv) Step #2.4: the physical stability of the selected formulation was evaluated. This was assessed by monitoring the particle size distribution during 8 weeks at ambient temperature.

5.1.2.

Results and discussion

Part 1: Qualitative screening evaluation (lead generation)

Step # 1.1: Assessment of milling ability using low shear mill (roller mill)

After roller milling, all samples were inspected for API suspendability. HPC, PEG 8000, Montanov ® 68 and Sodium polyacrylate ® resulted in an obvious flocculation and in appearance of a 'dry' sample. These suspensions were not considered for further tests

The remaining samples were assessed by measuring the particle size at time 0, 7 and 14 days.

The results are shown in Figure 55. Suspensions with a particle size greater than 500 nm and/or showing flocculation after 7 days were not evaluated further. Discarded samples were those made with HPMC, Poloxamer 188 and Poloxamer 407 (172). 

Step #1.2: Assessment using surface charges measurement (Zeta potential)

In the present study, the results of the zeta potential measurements of selected wetting/dispersant agents from step #1.1 were collected and compared. Figure 56 shows that all the wetting/dispersant agents, except the Cremophor ® RH40, gave an acceptable zeta potential value. One can observe that the charged species (SDS, PVP-SDS) lead to a high absolute value. Therefore, upon this step the Cremophor ® RH40 was excluded. 

Step #1.3 Processability assessment

The evaluation of processability was done in two steps: Rheological evaluation to select the wetting/dispersant agents that will promote the milling process and high shear milling ability of suspensions made from selected wetting/dispersant agents to select those that will lead to stable suspension.

5.1.2.1.3.1.

Step #1.3a: Assessment using the rheological behavior of the suspension After high shear milling, the suspensions were assessed by measuring the particle size at time 0, 7 and 14 days. The results are shown in Figure 58.

Two systems, SDS/PVP at a ratio of 70/30 and Vitamin E TPGS ® provided the highest stabilization of the nano crystalline formulations. These results were confirmed by SEM measurement as illustrated in Figure 59 for suspensions prepared using SDS/PVP (Figure 59A) and using Montanox ® 80 (Figure 59B). These SEM pictures showed significant differences between the 2 formulations. The needles shaped crystals observed with Montanox ® 80 formulation depict an anisotropic crystal growth (Ostwald ripening). This is likely related to preferential adsorption of Montanox ® 80 on crystal faces which are parallel to the crystal axis. However, the suspension made of SDS/PVP presents a small, but irregular shaped particles. Furthermore, it can be observed that the particle size of the suspension using PVP-VA increased from initial time to 7 days and then decreased at 14 days. This may be due to the relaxation of the suspension. Indeed, it was reported for some formulations that when milling is stopped, nano-particles agglomerated within a few days. The particle size continued to increase until reaching a maximum size. Thereafter, the suspension relaxed spontaneously with an apparent size reduction. 

Step #1.3c: Long milling duration

At the end of this screening, two formulations have been found to be clearly superior:

SDS/PVP and Vitamin E TPGS ® formulations. In order to differentiate between them, both formulations were submitted to a long milling duration (13 hours) at high shear rate in order to evaluate if the suspension undergoes negative milling phenomenon which is in close relation with aggregation and agglomeration (173). Indeed, during high-energy milling, the size of particles decreases to some critical values. Further energy supply to these particles of limiting size causes further deformation of particles, energy accumulation in the volume or at the surface of particles, and subsequently leads to aggregation.

The mill was operated at 3000 rpm. The mean shear rate generated during milling can be calculated according to (Eq. 58)

The main shear rate was found about 22000 s -1 .

The overall shear strain generated during milling can be calculated according to the following equation:

= ̇ * = . ̇ (Eq. 105)
Where,  is the shear strain and t is the milling duration

The results reveal that the SDS/PVP system leads to a suspension with particle size in the nanometric range (see Figure 60) having mono-modal distribution and polydispersity index of 0.003 indicating that the particle size distribution is close to Ln-normal distribution. In contrast, the vitamin E TPGS  led to a suspension with particle size in the micron range exhibiting bi-modal distribution (see Figure 60) with polydispersity index of 1.874 indicating that the particle size distribution is dissymmetric towards large diameters. Furthermore, as illustrated in Photo 7, the milled suspension made from vitamin E TPGS  exhibited a gel aspect after milling. Whereas, the suspensions made of SDS/PVP remained fluid. It is noteworthy that during our previous screening, after 1 hour of milling, the suspension made of vitamin E TPGS  had a mono-modal distribution in nanometric range. We propose the following interpretations to explain the result obtained with vitamin E TPGS  :

 The aggregation can be due to the applied stress during a long period and absence of electrostatic stabilization. In fact in our previous work, we found that SDS/PVP system had a zeta potential of -54 mV and its stabilizing mechanism is electro-steric repulsion, while, vitamin E TPGS  has a zeta potential of -22 mV and its stabilizing mechanism is steric repulsion.

 Another mechanism that can explain the observed result is the gelation of polymer under shear flow (174). We assume that free and adsorbed vitamin E TPGS  on the nanoparticles bridge together under shear stress and form gel network that binds the nanoparticles together. From this evaluation the Vitamin E TPGS was discarded. The SDS/PVP made from ionic surfactant (SDS) and polymer (PVP) association was considered more relevant. Therefore, it was selected for the second part of the methodology.

.

Part 2: Quantitative screening evaluation (lead optimization)

In this part, the SDS-PVP ratio is firstly optimized based on both wettability and zeta potential. The amount of SDS-PVP of selected ratio is then optimized to ensure the milling processability and long term stability under storage conditions.

Step #2.1: Optimization of PVP-SDS ratio

Step #2.1a: Surface tension measurements

Figure 61 shows the -log C curve for a typical SDS/PVP mixture (20-80 %). This graph shows a typical behaviour with  decreasing with log C increase until the CMC is reached after which  shows only a small decrease with increase of log C. A plot of CMC versus % of PVP (Figure 62) in the binary mixture shows a minimum at 60 % of PVP. This result implies a maximum of surface activity at 60 % of PVP in the binary mixture. This combination stabilization mechanism is referred to as electrosteric stabilization [START_REF] Tadros | Polymer Colloids[END_REF]175,176). Based on these two evaluations, the SDS-PVP at a ratio of 40-60 % appears to provide the best association of the two components. Therefore, it was selected for the quantitative optimization. 

Step #2.2: Amount optimization of PVP-SDS

at ratio of 40-60 % w/w.

Step #2.2a: Wettability measurements

Figure 64 shows the variation of the square of penetrated liquid weight vs time for the 40-60% (w/w) SDS-PVP system at a total concentration of 1.2 %. Figure 65 shows a plot of wettability factor K wf versus SDS-PVP concentration. For comparison, the results obtained using SDS alone are shown in the same graph (triangle scatter). It can be seen on Figure 65 that K wf increases with increase of surfactant concentration, reaching a plateau at a certain surfactant concentration. For the SDS-PVP system, this plateau is reached at 1.2 % consisting of 0.72% (w/w) of PVP and 0.48 % (w/w) of SDS. Using the same concentration of SDS alone (0.48 % w/w), the K wf value was found to be much lower than that obtained with the combination system. This clearly demonstrates the synergistic effect obtained when a polymer surfactant mixture is used. The latter is much more effective wetting system as compared to individual components. By using 1.2 % of SDS-PVP at the ratio of 40-60 %, maximum reduction in surface energy can be expected for the powder-liquid interface, which will lead to an enhanced cracks propagation (Rehbinder effect), and an enhanced breakage of the particles upon wet milling process. 

Step #2.2b: Milling ability as function of % of PVP-SDS at ratio of 60-40 % (w/w)

The milling ability was investigated using a kinetic experiment where the reduction in particle size, or the equivalent increase in implicit specific surface area, was measured as function of milling time. A typical result is illustrated in Figure 66 results show an initial increase in (6/d 50 ) ∞ with increasing stabilizer concentration reaching a plateau at 1-1.2 %, and are consistent with those obtained from the wettability evaluation. One can observe, that, the results show the existence of two distinct regimes. Below 1-1.2 %, the (6/d 50 ) ∞ increases dramatically when the concentration of SDS-PVP is increased. In contrast, above 1-1.2 %, a plateau (((6/d 50 ) ∞ = 50 corresponding to d 50 of 120 nm) is reached. A similar behavior was observed when manufacturing submicron emulsion using high pressure homogenization (177). The proposed mechanism is that at low stabilizer concentration "poor regime", the particle size is limited by the stabilizer amount corresponding to full coverage.

At high stabilizer concentration "rich regime", the particle size is limited by the mechanical energy of milling system. The excess of stabilizer will accumulate in the supernatant phase.

This demonstrates that 1-1.2 % is sufficient to ensure the suspension stabilization. Any excess is undesired as it may increase micellar solubility and therefore promote Ostwald ripening 

5.1.2.2.2.3.

Step #2.2c: Adsorption isotherm measurement of PVP.

Figure 68 shows the adsorption isotherm of PVP on the API powder surface. As indicated by the complete adsorption of the first added PVP molecules, the results show a high affinity type isotherm. The great deal of scatter obtained at high PVP concentration is likely due to the variability of the UV method used for determining the remaining PVP concentration. At high PVP concentration, the instrument measures the difference between large quantities, and any uncertainty in the estimated concentration using the UV method can therefore result in a large error in the amount of adsorbed PVP. Hence it is difficult to ascertain an exact plateau value of the isotherm which appeared as between 0.6 and 0.9 mg/m². Assuming a plateau value of 0.7 mg/m², the required concentration of PVP to completely saturate the particles can be roughly estimated. From Figure 14 the smallest particles diameter obtained is about 120 nm.

This gives a specific surface area of 35.2 m²/g. For a 20 % suspension the total surface area was calculated by using the following equation and estimated as 704 m²:

= × × (Eq. 107)

Rich domain Poor domain

The total surface area coverage requires 493 mg or 0.493 % of PVP which corresponds to 0.82 % of SDS/PVP 40-60 % w/w. These results are within the order of magnitude of the values obtained in milling ability and wettability tests. 

Step #2.3: formulation robustness

The ability of nano-crystalline suspension to remain in its original state during drug product preparation and administration (processing or in use handling) is critical for since any change could negatively impact its performances. In fact, all suspensions having particle size less than 1 µm are inherently thermodynamically unstable due to the natural tendency decrease the large specific surface area and excess surface energy. For this purpose, wetting / dispersing agents are used to stabilize the suspension against flocculation and crystal growth (Ostwald ripening).

In the section (5.1.1), we described a systematic approach to select a suitable wetting/dispersing agent for the preparation of nano-crystalline suspensions. The objective of this section is to describe the derisking approach implemented for the robustness assessment of the selected formulation with regard to the identified risks that are listed below: (iii) Aggregation by desorption of wetting/dispersing agent from particles surface:

Robustness to dilution is important for nano-crystalline suspension to ensure that the particles formed have similar properties at different dilutions to achieve uniform drug release profile and to ensure that the drug will not get aggregation at higher dilutions in vivo which may significantly impact biopharmaceutical attributes of the product. We had previously, demonstrated that the adsorption of polymeric surfactants (PVP K30) led to high affinity isotherm implying that such process is irreversible (see section 5.1.2.2.2.3).

To check the irreversibility of adsorbed surfactant, desorption of surfactant from particles surface was investigated by diluting the suspension in water.

(iv) Crystal growth due to Ostwald repining and/or flocculation by depletion at high temperature: During milling or autoclaving (in case of suspension use in parenteral administration), the suspension could be submitted to high temperature. In this case, large particles grow with time at the expense of the smaller ones [START_REF] Ostwald | Uber die vemeintliche Isomerie des roten und gelben Queck-silberoxyds und die Oberflachen-spannung Fester Korper[END_REF] due to the well-known Kelvin effect [START_REF] Hiemenz | Principles of colloid and surface chemistry[END_REF]. Furthermore, high temperature can lead to desorption of polymer molecules which become more soluble (170) or precipitate when the temperature is higher than polymer cloud point (180). Consequently, the non-adsorbing polymer molecules can induce flocculation by depletion interaction between colloidal particles (181). In this section, we evaluated the sensitivity of suspension to Ostwald repining and/or flocculation by depletion at high temperature.

(v) Flocculation due to pH variation: According to the route of administration, an API experiences a wide range of physiological pH. Accordingly, nano-suspension needs to be robustly designed with regards to pH variations which may significantly affect the effectiveness of electrostatic stabilization (182). Indeed, pH is an important parameter to be taken into account because the particle surface is strongly modified by acid-base equilibriums, and the particle charge may vary from negative to zero and to positive values. In fact, by varying the pH, the isoelectric point (IEP) can be reached. The IEP is the pH value at which the zeta potential value is zero, implying no electric charge on the surface of a particle. For that purpose, the sensitivity of our formulation to pH variations was investigated.

The proposed study was already published in International journal of Pharmaceutics in 2016 (183).

Results of perikinetic flocculation evaluation

A common procedure for assessment of the colloidal stability of the dispersant is to measure the rate of flocculation as function of electrolyte addition. The added electrolyte reduces the maximum energy needed for an electrostatically stabilized dispersion, and at critical electrolyte concentration (denoted as the critical coagulation concentration: C.C.C) the energy maximum disappears leading to fast flocculation. One can then compare the rate of fast flocculation (k 0 ) with that of slow flocculation (k) (167) to obtain the stability ratio (W = k 0 /k). Clearly the higher W, the more stable is dispersant (167). We used this approach to evaluate the perikinetic flocculation of sodium dodecyl sulphate/ polyvinylpyrrolidone (SDS/PVP).

Figure 69 shows the variation of Z average diameter as function of time. One can see that Z average diameter starts to increase with time when the sodium chloride concentration was higher than 0.25 M. To calculate the rate of flocculation for each Sodium Chloride concentration, the process was considered to be represented by a second order kinetic as suggested by Smoluchowski (for the fast flocculation rate) and by Fuchs for the slow flocculation rate [START_REF] Schmoluchowski | [END_REF]184). In both cases a plot of n 0 /n t (where n 0 is the initial number of particles, n t is the number of particles after time (t) versus time (t) should give a straight line with slope equals to the rate constant of flocculation k 0 for the fast rate of flocculation and k for the slow rate of flocculation.

The number of particles at each time can be calculated from the weight-weight % of suspension and the masse of a single particle that can be calculated from its volume and density according to the following equations: The value of the rate constant at the highest Sodium Chloride concentration (3 M) was found to be approximately equal to 310 -11 s -1 . It assumed to be that of the fast flocculation rate k fast .

From k fast and k slow one can calculate the stability ratio W according the equation:

= (Eq. 111)
The results for k and W are summarized in The value of measured CCC indicates a high colloidal stability of designed system. In fact, it is about five times higher than that observed in the literature for suspension colloidaly stable at high concentration (185,186).

Ortho-kinetic flocculation evaluation

The results showed that, in the absence of added salt (see Figure 72 left), aggregation and increase of polydispersity index (dissymmetric distribution towards large diameters) (Figure 73) are observed over time. In contrast, in the presence of 0.17 M of NaCl (Figure 72) less aggregation and less increase of polydispersity index (Figure 73) were observed over time.

These results may seem counter-intuitive. Indeed, under high shear rate, a high colloidal stability was observed at ionic strength of 0.24xCCC than at very low ionic strength (without salt addition). This observation is in contradiction with results observed during perikinetic evaluation. We propose the following interpretations to explain the obtained results:

At low ionic strength, the PVP molecules are highly soluble in water. Under high shear rate, the polymers chains are may be extracted from nano-particles. Hence, the steric repulsion and a major part of electrostatic repulsion are eliminated. Furthermore, the high shear rate can overcome the electrostatic barrier resulting in orthokinetic aggregation. In contrast, in the presence of 0.17 M NaCl, the low solubility of PVP molecules in the medium leads to a strong adsorption onto the particles. In this case, the shear induced aggregation is prevented.

It is noteworthy that one can estimate which mechanism prevails by means of the Peclet number of the particles defined as the ratio of the time scale of convective transport due to shear over the time scale of diffusive transport (see (Eq. 112)) (187). In our case the Peclet's number was found about 77 which is much higher than 1 outlining that the aggregation takes place in orthokinetic regime and the energy used to approach particles between them is likely much higher than DLVO potential barrier.

= × × × × ̇ × (Eq. 112)
Where, is the dynamic viscosity, γ̇ is the shear rate, r is the characteristic length-scale (particle radius), KB is the Boltzmann constant, and T is the absolute temperature. As PVP alone does not solubilize the API, the increase of API solubility when PVP is added to SDS is difficult to understand. This phenomenon in fact can be explained by the subtle mechanism: According to Shirama et al. (188) and Cabane (171) at critical aggregation concentration (well below the CMC), polymer chains interact with surfactant to form small micelles of surfactant inside the polymer chain (see Figure 77). Therefore, in presence of polymer much higher number of micelles are formed. The higher number of micelles explains the high solubility. SDS/PVP at ratio of 40-60 % (w/w) is used, the API solubility decreases surprisingly with increase of temperature (see Figure 78). This result can be interpreted by the disaggregation effect of temperature (above room temperature) on SDS micelles. In fact, increase of temperature causes disruption of the structured water surrounding the hydrophobic groups which disfavors micellization (189). Furthermore, this phenomenon can be heightened by solubilisation of PVP molecules at high temperature. Both the observations indicate that the heat induced Ostwald ripening hypothesis can be ruled out. Indeed, the diffusion of dissolved API to solid particles cannot take place from the micellar system as it is attached to the solid particles.

Temperature stress test

During milling, the suspension undergoes wide amplitude of temperature. The impact of temperature on particle size of suspension (20 % w/w of API) was evaluated in the range of 20°-60°C. The results show that at 20°C, the dispersion remains stable for more than 600 hours, showing no increase in particle size with time. As the temperature increases to 40°, 50° and 60 °C, significant increase of particle size with time is observed (see Figure 79).

Moreover, as can be seen in Figure 80 Hypothetically, this increase could be due to either Ostwald ripening or flocculation. Ostwald ripening can be ruled out since a plot of crystal growth ((r 3 (t)-r 3 (0)) versus time did not give a linear relationship (see Figure 81) [START_REF] Lifshitz | The kinetics of precipitation from supersaturated solid solutions[END_REF]190). In addition, monitoring of particle size distribution showed that the appearance of coarse particles is not due to disappearance of fine particles (see Figure 82). Thus, the increase in particle size with time must be due to flocculation. These results from either desorption of the dispersing agent (PVP molecules) which becomes more soluble at high temperature (170) or degradation of SDS at high temperature. Indeed, prolonged heating of SDS at 40 °C or greater causes decomposition of alkylsulfates into fatty alcohols and sodium sulfate (191,192). 

Sensitivity to pH variation

The impact of pH on particle size of suspension (20 % of API) was evaluated in the range of 2.0-9.5 to mimic gastric pH (1.50-5.00), intestinal pH (7.40-7.80) or plasmatic pH (7.35-7.45). The results show (see Figure 83) that particle size did not change over time when the pH was higher than 2 indicating high robustness of the designed formulation. At pH 2, a strong destabilization of suspension was observed. In fact, a spontaneous increase of particle size was observed soon after introduction of the sample within the acidic solution followed by a continuous linear increase of the particle size. This may be due to the contribution of two mechanisms:

(i) pKa of SDS is close to the second acidity of sulfuric acid (1.9). At pH above the pKa, the SDS loses its proton H+ and become negatively charged to ensure electrostatic stabilization. At pH below pKa, the SDS recovers its proton and loses its negative charges and thus its function as electrostatic stabilizer;

(ii) Degradation of SDS. According to the handbook of pharmaceutical excipients SDS (193) under extreme conditions i.e., pH 2.5 or below, it undergoes hydrolysis to lauryl alcohol and sodium bisulfate leading to a lack of electrostatic repulsion between particles. 

Discussion

It is interesting to observe that the selected formulation is a synergic combination of an ionic surfactant (SDS) and a polymer (PVP). Indeed, it achieves a strong electro-steric protection.

The trapped SDS micelles by the PVP chains provide a high electrostatic barrier and furthermore the micelles are placed outside the surface of API as illustrated in Figure 85 (Bernard Cabane, personal communication) 

Conclusion

Using a combination of empirical and colloidal-interfacial fundamental approach, an optimum wetting/dispersant agent was selected for preparing nano-suspensions with a d 50 lower than 150 nm. Using a systematic approach, a large number of wetting/dispersant agents was investigated. The unsuitable agents were excluded following each step. Using a simple milling procedure, namely roller mill combined with particle size measurement, the agents that resulted in a particle diameter greater than 500 nm or that failed to prevent flocculation were excluded. The remaining agents were further segregated using zeta potential and rheological measurements. Samples that resulted in a low absolute zeta potential value (< 15 mV) and a viscosity higher than 10 mPa.s at a shear rate of 1000s -1 were also excluded.

Among remaining samples, those showing a Newtonian flow were further investigated using high shear milling to select the best wetting/dispersant system. The SDS/PVP mixture was selected for composition optimization using wettability, adsorption isotherm and zeta potential measurement. An optimum stabilizer combination that led to maximum wettability, the best milling results and the maximum stability was identified as SDS/PVP 40-60 % with a total concentration of 1-1.2 %.

Development of a robust formulation stable along the overall value chain (from manufacturing process until administration to patient) is vital. The experimental research methodology described in this thesis represents an efficient approach for evaluating the formulation robustness of nano-crystalline suspension. The assessment of suspension destabilization under various conditions such as, ionic strength, shear rate, temperature, pH and dilution allowed identification of critical parameters whose levels must be tightly controlled to maintain product stability and thus in-vivo performances. A careful attention needs to be paid during down-processing of suspension with regard to the applied shear rate and high temperature mainly during heat based process such as autoclaving where flocculation or aggregation may occur. It would be interesting to determine the limits of shear rate in which variations in the levels have minimal or no effect on product stability or in-vivo performances.

Process engineering

This section is divided in two parts. The first part is focused on systematic comparison of manufacturing technologies of nano-crystalline suspension by top down process (bead mill versus high pressure homogenization), and the second is dedicated to manufacturing process modeling for simulation and prediction of process parameters to be applied from one scale to another (lab to pilot scale) and from one mill configuration to another (stirred annular mill to stirred pin mill).

5.2.1.

Applied methodology

The methodology (parameters to be investigated and data analysis) used in this study was defined based on historical background on wet milling (194,195).

Parameters to be investigated

Wet milling is a complex process that involves many parameters to obtain the desired product.

Overview of these parameters is provided in Ishikawa's diagram (196) ( Figure 86). 

Data analysis methodology

Two methodology tools will be presented to analyze the experimental results:

(i) Quantitative tool that will be used to evaluate the increase of created surface during milling; (ii) Qualitative tool that will be used to evaluate the particle size distribution profile.

Quantitative tool

Although 5% of all energy is used in size reduction (197), the energetic methodology is still relevant approach to study the milling process.

The required specific energy for physical processes of size reduction E s is expressed as (194):

= × ∆ (Eq. 114)
Where,  is the surface tension of milling medium and SSA is the created specific surface area.

In 1867, Rittinger proposed that the energy required for particle size reduction was directly proportional to the area of new created surface as described by the following equation ( 198):

= × - (Eq. 115)
Where  is constant, d 1 and d 2 are the starting and final particle size, respectively.

In 1958, Tanaka suggested a first order equation for characterizing the kinetics of milling in batch mode as follows (199):

= ∞ × --′ × ) (Eq. 116)
Where, SSA (t) is specific surface area after time t, E s is the specific energy input, SSA () the specific surface area at equilibrium and K' a constant.

Later in 1972 Chodakov improved the previous model by introducing the specific power as described by the equation ( 200):

= ∞ × --′′ × ) (Eq. 117) ′ = ′′ (Eq. 118)
The constant K'' implies the significance of rate constant of new surface formation and P wv is the specific power of milling.

As the product is made of suspension, it is not easy to measure the specific surface area. Here, the implicit specific surface area (6/d 50 ) (see details in Appendix 2) was used. Therefore, (Eq. 118) can be transformed to the following equation:

= ∞ --′′ × (Eq. 119)
It is noteworthy that it would be more rigorous to use the Sauter's diameter (d [START_REF] Gabizon | Pharmacokinetics of Pegylated Liposomal Doxorubicin[END_REF]2] instead of mean diameter (d 50 ) which is usually used in industrial practices. Nevertheless both diameters are well correlated (see Figure 87) Tanaka and Chodakov have made a very successful approach showing that very often particle size reduction follows a first order kinetics, but it cannot be used to fit all milling kinetics. In some cases, we observed that for APIs which are difficult to mill, the milling kinetic does not follow an apparent first order law. Instead it has a sigmoidal shape presenting a period of time where the milling is not very active (see Figure 88 for API E case). This period of time could be assimilated to an induction time. Where  is the characteristic time (s) 

API E

Experimental data

Avrami like model

The proposed equation was inspired from Avrami's equation ( 201) which was originally derived to describe solid-solid phase transition at constant temperature, where the original mechanism is nucleation of a new phase followed by growth and then termination. The same analogy was reported to explain the milling mechanism (see section 2.4.1.2).

Three situations may be encountered (Figure 90):

(i) When n* < 1: the kinetic is a stretched exponential exhibiting a vertical tangent at origin indicating that the particle size reduction starts immediately but needs a long time to reach equilibrium;

(ii) When n * = 1: the kinetic is a simple exponential decay having 1/ as initial tangent. The milling rate follows a first order kinetic;

(iii) When n * > 1: the kinetic is sigmoidal having an horizontal initial tangent (equal to zero). The kinetic is slow at the beginning and at the end of the milling process but rapid in between. The initial milling rate can be attributed to the time required to generate a significant number of defects prior to breakage.

One can observe that regardless n * value, at t/ =1 the value of milling rate is equal to (1-e -1 )  0.63. In order to evaluate the narrowing of the particle size distribution, the Span (see (Eq. 122)): usually supplied by the particle size analyzer provides limited information because the distributions' amplitude is quite large. εoreover, it does not provide any information on the symmetry of the distributions (Figure 92). We propose to use two qualitative tools in order to evaluate the narrowing of the particle size distribution:

(i) Polydispersity index that will describe the symmetry of the distribution;

(ii) The profile of d 90 versus d 50 that will describe the milling pathway 

Symmetry of particle size distribution

The symmetry of distribution can be evaluated using polydispersity index which is described by the (Eq. 102).

Figure 93 illustrates the three situations that can be be encountered. They are described below (see section 4.2.3.2) 

Milling pathway

As d 90 and d 50 evolve similarly during milling, we propose to monitor the d 90 versus d 50 as milling pathway (see Figure 94) The comparison of both technologies was carried out by studying the impact of formulation, operating process parameters and mill configuration on milling performances and physical quality of produced suspension. Moreover, the reliability and robustness of both technologies were compared

Evaluation of formulation impact

The formulation impact on milling performances was assessed by studying the impact of stabilizer content, stabilizer type, viscosity of milling vehicle, API % impact and API type.

Evaluation of stabilizer content

The evaluation of stabilizer content using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment in which the reduction in particle size, or the equivalent increase in implicit specific surface area, was measured as function of milling time. For both technologies the trials were conducted using lab scale equipment (Panda for the high pressure homogenization and Nano-mill ® 01 for stirred bead milling). The HPH was operated at 1400 bars and bead mill at 10.8 m/s and 64 % of bead filling rtae. A suspension containing 20 % (w/w) of API A, the SDS/PVP (40-60 % w/w) concentration was varied between 0.25 to 3% (w/w) and WFI q.s 100% (w/w). As explained in the section 5.1.2.2.2 the milling kinetics were represented by the first order law ((Eq. (i) An initial increase in (6/d 50 ) ∞ is observed with increasing of SDS/PVP concentration suggesting that at low SDS/PVP concentration "poor regimeμ % < 0.κ %", the particle size is limited by the stabilizer amount corresponding to a full coverage;

(ii) After the increase in (6/d 50 ) ∞ , a plateau of (6/d 50 ) ∞ is observed "rich regime". The plateau bounds were found in the range of 0.8-2.5 % (w/w) for the HPH and 1-2.5 % (w/w) for the stirred beads media, respectively. The observed plateau was found not dependent on the used mechanical energy of milling system. Indeed, experimental trials performed using bead mill at different rotation speed does not show any impact on the plateau level of (6/d 50 ) ∞ (see Figure 96) suggesting that the breakage itself is a limited process for which below a critical size, no fracture of the particles occurs (202).

However, this observation has not been encountered when the emulsion is processed using HPH. Indeed it was found that the plateau level is dependent on the used energy ((6/d50) ∞  P 0.6 to 0.9 (177);

(iii) A slight decrease of (6/d 50 ) ∞ is initiated starting from 2.5 % w/w, suggesting that the excess of SDS/PVP accumulated in the supernatant phase may promote Ostwald ripening and/or flocculation; (iv) As illustrated in Figure 95, The HPH leads to a lower (6/d 50 ) ∞ than stirred bead milling (32 versus 50 µm -1 ). This is may be due to the following reasons:

(a) Difference in terms of application mode of shear strain during milling between HPH and bead mill. Based on experimental data, we found that the shear stress and shear strain for the bead mill are 1.6 10 4 s -1 and 9.5 10 7 , respectively for a continuous residence time of 100 min. Whereas, for the HPH the shear stress and shear strain are 1.4 10 8 s -1 and 1.5 10 5 , respectively for an overall residence time of 1 ms (cumulative residence time in discontinuous mode). This observation suggests that when using HPH, the particles reached a strength which cannot be overcome by the supplied stress energy;

(b) Thermal effect: within HPH the product is submitted to high temperature amplitude (± 35°C for HPH versus ± 5°C for bead milling at high energy level see Figure 97 ), which could lead to flocculation or a low plateau of stabilizer adsorption. Indeed, in stirred bead milling the dissipated heat is removed by the cooling jacket of the milling chamber as well as by the cooling exchanger, whereas in the case of HPH the dissipated heat is removed only by the cooling exchanger;

(c) Flocculation due to SDS degradation. In fact, the SDS undergoes hydrolysis at elevated temperatures especially in acidic medium leading to formation of sulfuric acid (191). However, this hypothesis has been discarded as the pH measurements does not show any significant change of pH value before and after milling for both technologies (see Table 11). 

Evaluation of stabilizer composition impact

The evaluation of stabilizer composition using both technologies (high pressure homogenization and stirred bead milling) was also carried out using a kinetic experiment at lab scale (HPH was operated at 1400 bar and bead mill at 10.8 m/s and 64 % of bead filling rtae). In this part 3 wetting/dispersant systems were investigated using API A at 20 % (w/w) in the suspension. The composition of each system is described in the Table 12. Each composition was selected in the rich regime. 

N.A: not applicable

The values of implicit specific area (6/d 50 ) were graphed as function of recycling number for HPH and effective milling time for bead mill. The results show that for both technologies, as far as the formulation is designed in rich regime, there is no significant impact on the infinite specific surface area whatever the formulation used (see Figure 98). It can be outlined that the variability is much higher in the case of HPH than with bead mill. This could be explained by the difference in terms of sampling homogeneity. In fact, the HPH is operated using recycling mode whereas the bead milling is operated in batch mode. 

Evaluation of suspension viscosity impact

The evaluation of suspension viscosity impact using both technologies (high pressure homogenization and stirred bead milling) was also carried out using a kinetic experiment at lab scale. In this part, we used a suspension made of SDS/PVP system as wetting/dispersant agent at concentration of 1.2 % (w/w) in combination of API A at concentration of 20 % (w/w). The native suspension was divided in different aliquots. The viscosity of each aliquot was modified by adding and dispersing carboxylmethyl cellulose in suspension, prior to milling experiments as described in Table 13. From the milling investigation the values of implicit specific area (6/d 50 ) were graphed as function of recycling number for HPH and effective milling time for bead mill. The results
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show that:

(i) For the HPH case the increase of viscosity impacts dramatically the milling kinetic.

Indeed, the higher is the viscosity the slower is the milling kinetic (see Figure 99). This can be explained by the hydrodynamic calculation (see section 2.4.6), which reveals that the slowing down of the milling kinetic induced by the increase of viscosity (from 2.4 to 46.1 cP) is due to a decrease of milling power density (from 1.5 10 13 to 5.5 10 12 w/m 3 ) and therefore to a decrease of several parameters (within the gap of the HPH chamber):

mean velocity (from 52 to 20 m/s) and shear rate (from 1.4×10 8 to 1.9×10 7 s -1 ).

Furthermore, it can be observed that power density within the HPH gap correlates to suspension viscosity according a power law (power densityviscosity -0,332 ) and when 6/d 50 is graphed as function of recycling number×viscosity -0,332 the kinetic profile is described by one master curve indicating that the power density drives the milling kinetic (see Figure 100); (ii) For the bead mill case, using stirred annular mill, it can be observed that the milling kinetic is not impacted by the increase of viscosity (see Figure 101) while the hydrodynamic regime was switched from turbulent to transient flow (Reynolds number switched from 106000 to 3300). However it is reported in the literature that the stirred disc mill and stirred pin mill react to the change of viscosity. That it is, the increase of viscosity slows down grinding media and reduces energy available for grinding by pressure and impact (true grinding usually uses low viscous liquid carriers) (203). This difference can be attributable to the fact that the annular mill has a significant difference of geometry than the stirred disc mill and stirred pin mill which can lead to different motion and different use of energy; (iii) It can be observed that for both technologies the relationship of d 90 versus d 50 is described by a unique master curve showing that the suspension viscosity does not have any impact on the particle size distribution profile (see Figure 102) 

Evaluation of the impact of the API type

The evaluation of the impact of the API type using both technologies (high pressure homogenization and stirred bead milling) was also carried out using a kinetic experiment. The evaluation was performed using NS2006 equipment for HPH at 1400 bar and Nano-mill ® for bead mill at 10.8 m/s and 64 % of bead filling rtae. The APIs used in the study and their associated formulation are described in the section 4.1.2

The main observations resulting from this evaluation are summarized below (i) As shown in Figure 103, for both technologies the milling kinetic profiles and the implicit specific surface area at the equilibrium are dramatically impacted by the API type. This can be explained by difference between different APIs in terms of defect density and grinding limit. Furthermore, as was reported in the section 5.2.2.1.1.1, for different APIs, the HPH leads to a lower (6/d 50 ) ∞ than stirred bead milling;

(ii) Provided that the formulation is stable, the milling kinetic profile is the same whatever the technology used. That is, for both technologies, some APIs can be milled easily and others are difficult to mill or cannot be milled. These APIs will require alternative approaches (bottom up process, emulsion, liposomes).

(iv) There is no clear trend on the correlation of milling-ability and APIs physico-chemical characteristics. It could be interesting to study the grind-ability of single-crystals using a nano-indentation technique as reported by Taylor et al. (204) in order to investigate the impact of the mechanical properties on milling kinetic profiles and the implicit specific surface areas at the equilibrium. 

Impact of API concentration

The impact of API loading was studied for both technologies (HPH and bead mill) using a kinetic experiment. The evaluation was performed using NS2006 equipment for HPH at 1400 bar, stirred annular mill (Nano-mill ® ) and stirred pin mill (Labstar ® ) for bead mill at 10.8 m/s and 64 % of bead filling rtae.

Prior to this evaluation the rheological behavior of the suspension was investigated as function of API concentration. The results showed that:

(i) The higher is the API loading, the higher is the viscosity (see Figure 104). The change of viscosity can be accurately fitted using Mooney model described by the following equation;

= × × -′ × (Eq. 123)
Where,  susp is the suspension viscosity,  liq is the carrying liquid viscosity, C a is the API volume fraction, B is a constant function of maximum attainable solid volume and B' is a constant; (ii) For the HPH, the API loading has a limited impact on the milling kinetic (see Figure 105). This can be explained by the fact that the increase of concentration in the range of 5-20 % has limited impact on the increase of suspension viscosity (1.3-2.4 cP) which leads to a limited decrease of power density (1.8 10 13 -1.5 10 13 W/m3) and shear rate (2.0 10 8 -1.4 10 8 s -1 ) within the HPH valve;

(iii) For the bead mill, although stirred annular mill and stirred pin mill operate in the same hydrodynamic regime (very turbulent flow having Reynolds number in the range of 103000-106000), both mills react differently to the API loading. Indeed, by increasing the API loading no significant impact on the milling kinetic was observed when the stirred annular mill is used (see Figure 106 left). This can be explained by the fact that the annular gap geometry does not react to different viscosities. However, when stirred 
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Mooney fit pin mill is used, the increase of the API loading has a significant impact on milling kinetic. Indeed, we observed that higher is the API loading slower is the milling kinetic (see Figure 106 right). This result is in agreement with already published data as the increase of the API loading decreases the milling specific energy (205);

(iv) For both technologies the API loading does not have any impact on the d 90 versus d 50 profile suggesting that the API loading could have an impact on milling kinetic but not on the particle size distribution profile (see Figure 107 and Figure 108). 

Evaluation of process parameters impact

From methodology stand point three parameters have been investigated: The impact of milling energy, process configuration and manufactured batch size on milling kinetic were studied

Impact of milling energy

For the HPH, the milling energy can be defined as follow:

= * * Where, E is the homogenization energy, P is the milling pressure, Q is the homogenization flow rate and t is the recycling time.

For the bead milling, the milling energy has been reported in section 2.4.2.3, the milling energy is driven for a fixed milling media (size and material of beads) by the mill rotation speed and bead filling rtae.

The evaluation of the impact of the milling energy using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment. The evaluation was performed using intermediate scales (NS2006 equipment for HPH and stirred pin mill (Labstar ® ) for bead mill.

The assessment was performed using suspension of 20 % of API A and 1.2 % of SDS/PVP as wetting/dispersant agent. The process parameters were varied from 600 to 1400 bars for the homogenization pressure and from 6.9 to 16.4 m/s and from 22 to 90 % v/v, respectively for the bead milling rotation speed and bead filling rtae.

The main findings of this evaluation are the following:

(i) For both technologies the increase of milling energy (Pressure for HPH (see Figure 109), rotation speed and beads filling ratio for bead mill (see Figure 110)) leads to a faster milling kinetic;

(j) For the HPH, when the milling kinetics are graphed in terms of 6/d 50 versus (recycling number)×(Pressure) 2.6 , one master curve is obtained (see Figure 111). This correlation is currently not understood and needs to be investigated in future work;

(k) For bead mill, when the milling kinetics are graphed in terms of 6/d 50 versus (effective milling duration)×(tip speed) 2 and (effective milling duration)×(Beads loading rate) 3.95 , one master curve is obtained for each parameter (see Figure 112). The exponent 2 for the rotation speed can be explained by the kinetic energy which is correlated to (rotation speed) 2 . However, for the time being the exponent 3.95 for bead filling rtae is not explained and needs to be investigated in future work;

(l) As can be seen in Figure 113 for both technologies, the relationship of d 90 versus d 50 is described by a unique master curve suggesting that the milling energy has an impact on the milling kinetic but not on the particle size distribution profile. 

Impact of milling process configuration

The process configuration consists of suspension manufacturing in batch mode or recycling mode trough an external vessel. This evaluation was assessed only for bead milling. It was carried out using a kinetic experiment by comparing Nano-mill ® for batch mode and stirred disc mill (Dynomill ® ) for recycling mode. The assessment was performed using suspension of 20 % of API A and 1.2 of SDS/PVP as wetting/dispersant agent. For both mills the rotation speed and the bead filling rtae were fixed at 10.7 m/s and 64 % v/v, respectively.

The main conclusions of this assessment are the following:

(i) If the milling kinetics are plotted versus the real milling time the batch mode is faster than the recirculation mode. However, if they are plotted versus effective milling time the batch mode and recirculation mode are equivalent (see Figure 114). This suggests that the effective milling duration is one of the invariant parameters to be considered in bead milling process;

(ii) The relationship of d 90 versus d 50 from both mills is described by a unique master curve (Figure 115) suggesting that the milling process configuration does not have any impact on the particle size distribution profile 

Impact of manufactured batch size

The evaluation of the batch size using both technologies (high pressure homogenization and stirred bead milling) was also carried out using a kinetic experiment. The evaluation was performed using NS3024 equipment for HPH at 1400 bar and Labstar ® for bead mill at 10.8 m/s and 64 % of bead filling rtae. For the high pressure homogenization, 2 batches were manufactured at 15 and 60 litres using suspension having 20 % (w/w) of API A and 1.2 % of SDS/PVP as wetting/dispersant agent. For the bead milling 3 batches were manufactured at 0.58, 1.16 and 1.78 litres, respectively using the same suspension composition as for the HPH.

As shown in the Figure 116 and Figure 117, for both technologies, when the milling kinetics are plotted as function of milling duration, the batch size has a significant impact on the milling kinetic. More precisely, the higher is the batch size, the slower is the milling kinetic.

However, when the milling kinetics are graphed as function of recycling number for the HPH and effective milling duration for bead milling, the milling kinetics are described by 1 master curve for each technology. This suggests that the recycling number for the HPH and the effective milling duration for bead milling are the invariant parameters when the batch size needs to be changed. It is worth to notice that the recycling number is not relevant parameter for bead milling.

Indeed, the impact of the flow rate in bead milling was evaluated using a Labstar® mill at 10.8 m/s and 64 % of bead filling rtae. The milling flow rate was varied from 6.1 to 25.5 litres/hours using suspension having 20 % (w/w) of API A and 1.2 % of SDS/PVP as wetting/dispersant agent. The obtained results showed (see Figure 118) that when the milling kinetics are graphed as function of recycling number, the milling flow rate has a significant impact on the milling kinetic. That it is, the higher is milling flow rate, the slower is the milling kinetic. However, when the milling kinetics are plotted as function of milling time, the milling kinetics are described by one master curve. This suggests that the milling flow rate for bead milling does not have any impact on bead milling kinetic. 

Impact of milling equipment

As illustrated in Ishikawa diagram (Figure 86) the impact of milling equipment was evaluated in terms of influence of milling media, mill configuration, mill scale, mechanical robustness and proneness of mill to wearing The results of this evaluation showed that:

(i) For HPH, the lower is the difference between the outlet and inlet diameter (D 2 -D 1 ) of the chamber, the faster is the milling kinetic (see Figure 119). This can be explained by the hydrodynamic calculation (see section 2.4.6) which reveals that the slowing down of the milling kinetic induced by the increase of D 2 -D 1 from (0.7 to 6 mm) is due to increase of the gap of the HPH valve (from 3.2 to 6.7 µm) and therefore to decrease of several parameters (within the gap of the HPH chamber): mean velocity (from 103 to 57 m/s), power density (9.4×10 7 to 1.4×10 7 w/m3) and shear rate (from 3.2×10 7 to 8.5×10 6 );

ii) For bead mill, we did not found any significant impact of beads size on the milling kinetic profile by using Polystyrene material (see Figure 119). However, it is reported in the literature that using Zirconium Oxide the beads size has a significant impact on the milling kinetic profile. That it is, the lower is the beads size, the faster is the milling kinetic (206). This can be explained by the fact that when beads size is small the number of used beads is higher leading to high stress frequency and therefore to high milling energy;

iii) The relationship of d 90 versus d 50 from both mills is described by a unique master curve (Figure 120) suggesting that the geometrical configuration of milling media could impact the milling kinetic profile but not the particle size distribution profile. 

. Impact of milling media material

The evaluation of the impact of milling media material using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment. The evaluation was performed using NS2006 equipment for HPH at 1400 bar and Nanomill ® for bead mill at 10.8 m/s and 64 % of bead filling rtae. For the high pressure homogenization, 3 materials of high pressure homogenization chamber (having D 2 -D 1 of 1 mm) were used:

Tungsten Carbide, Zirconium oxide and Silicon Nitride). For the bead mill, two beads material (Polystyrene and Zirconium oxide having diameter of 500 µm) were tested.

The main findings of this assessment are summarized below:

(i) For the HPH, despite of mechanical difference between used materials, no significant impact milling media material was observed (see Figure 121). This suggests that the milling within the HPH is mainly driven by the hydrodynamic within the chamber gap which is fixed by D 2 -D 1 .

(ii) However, for the bead mill, the milling media material impacts dramatically the milling kinetic Figure 122. That it is, the milling kinetic is faster when the Zirconium oxide is used. This can be explained by the high density of zirconium oxide (6.1 g/ml versus 1.1 g/ml) which confers to beads high stress intensity as described by (Eq. 70). Moreover, when 6/d 50 obtained using Polystyrene beads is graphed as a function of reduced effective milling duration (as defined by the (Eq. 125)) and compared to the milling kinetic obtained using Zirconium oxide, only one master curve is obtained (Figure 122) confirming that the material density drives the milling kinetic. Where t eff_r is the reduced effective milling duration, t eff is the effective milling duration, d gm_PS is the polystyrene density and d gm_Zr is the Zirconium oxide density;

(iii) When, using zirconium oxide, further increase of milling time, decreases the implicit specific surface area (see Figure 123). This phenomenon was described in the literature by Jimbo et al. (207) and named "negative grinding phenomenon". It has been explained as follow: the more energy is supplied to the crystals of a limiting size, the further deformation of crystals, energy accumulation within or at the surface of the crystals and subsequently amorphization occurs. However, this phenomenon was not observed with polystyrene beads;

(iv) When d 90 is graphed as function of d 50 , no significant impact of milling media material on milling pathway was observed for the case of HPH. However, for the bead mill, the milling media material impacts the milling pathway more precisely when d 50 is below 1 µm (see Figure 124) suggesting that the milling media material impacts the particle size distribution profile. 

Impact of mill design

The evaluation of the impact of mill design using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment. The evaluation was performed using piston gap technology (NS2006 equipped with Silicon nitride The main observations of this evaluation are described below:

(i) For the HPH, even if both equipment are not based on the same hydrodynamic principles, no significant differences are observed between milling kinetics of the both homogenizers for the tested conditions;

(ii) For bead milling, no significant differences are observed between milling kinetics of the three mills for the tested conditions (Figure 125);

(iii) For HPH, capillary and piston gap technology lead to same profile of d 90 versus d 50 (Figure 126), suggesting that the mill technology does not have any impact on the particle size distribution profile;

(iv) For the bead mill, stirred disc mill, stirred annular mill and stirred pin lead to same profile of d 90 versus d 50 (Figure 126), suggesting that the mill technology does not have any impact on the particle size distribution profile. 

Impact of mill scale

The evaluation of the impact of mill scale using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment. The evaluation was performed using piston gap technology (Panda, NS2006 and NS3024) equipped with Silicon nitride valves for HPH at 1400 bar. For bead mill, LMZ2 ® and Labstar ® were compared.

The acquired results show that:

(i) For the HPH, no significant difference of milling kinetic profile is observed between the 3 scales (see Figure 127 left). This can be understood from the hydrodynamic calculation stand point which is summarized in Table 14. It outlines that the three scales were operated in laminar regime (Reynolds number < 2000). Moreover, although the average velocity, gap width and time of one recirculation are different, the power density and the shear rate within the gap are not significantly different suggesting that the scaling up rule is to keep the power density and recycling number constant between different scale;

ii) The same profile of d 90 versus d 50 (see Figure 127 right) is observed when the 3 scales of HPH are used suggesting that the HPH scale does not have any impact on the particle size distribution profile. For the bead mill, the impact of the scale was evaluated by comparing experimental data from LMZ2 ® and those predicted using Labstar ® model (see section 4.2.2.1) for two different milling conditions. It was found that when the same API loading, the same beads material and filling ratio are used, the scale up rule can be established by keeping the same stress intensity or the power density as described by the following equations: × = (Eq. 126)

× × = (Eq. 127)
Indeed the experimental data are well fitted by simulated data using rotation speed calculated either by keeping stress intensity constant or power density constant (see Figure 128)

The more appropriate rule of scaling-up should be considered as keeping the same stress intensity to generate the same defects and the same particle size reduction. 

Comparison of high pressure homogenization and bead milling

The objective of this comparison is to provide some clue points on the suitability of each technology for pharmaceutical applications mainly for parenteral route where the suspension needs to be persevered from any microbial or foreign particles contamination during 

Mean particle size

The comparison of both technologies in terms of particle size was carried out on the basis of manufacturing of 30 litres scale during 12 to 14 hours which correspond to 120 cycles at 1400 bar for HPH and 150 min as effective milling time, respectively for bead milling.

As shown in Figure 129, whatever the processed API, the bead milling leads to a lower d50.

As per section 5.2.2.1.1.1, these differences can be explained by either high stress mechanical level that can be generated by bead mill or a low stabilizer adsorption plateau in the case of high pressure homogenization due to high temperature amplitude during milling 

Particle size distribution

For the comparison of the particle size distribution only the API A case study is presented here. The main observations are the following:

(i) The minimum particle size that can be produced by the HPH using the API is around 200 nm;

(ii) At equivalent mean diameter, it can be outlined that 100 % of particles are below 2 µm in the case of HPH, which will not cause any embolism in case of parenteral use.

Whereas, in the case of bead milling, particles higher than 5 µm are observed. Furthermore, in the contrary of bead milling, the particle size distribution generated by HPH is mono-modal which can limit the Ostwald ripening (see Figure 130);

(iii) Even if bead mill is able to produce finer particles, the % of 2 µm particle in the manufactured suspension is high when it compared to HPH (see Figure 131);

(iv) In order to show the same benefit as the HPH, the bead milling time needs to be extended to go down to 130 nm (see Figure 132). The main findings are the following:

(i) For both technologies, whatever mill configuration used, mill scale and milling process parameters, the d 90 versus d 50 profiles are described by one master curve for each technology (see Figure 133). This suggests that mill configuration, mill scale, milling process parameters have an impact on the milling kinetic profiles but not on the particle size distribution;

(ii) The comparison of d 90 versus d 50 from the HPH to that of bead mill leads to a different curve (technology signature) outlining that at the same mean diameter (d 50 ) the HPH generates a narrowed particle size distribution (see Figure 134). Indeed, the d 90 of 1.5 µm is obtained with HPH when the d 50 is around 0.5 µm, whereas, the bead mill needs to go down to d 50 of 0.2 µm to get d 90 of 1.5 µm. In addition, it can be seen that for the HPH the d 90 is always between twice and five times the d 50 . Whereas, in the case of bead milling, when d 50 is higher than 180 nm the d 90 is always between five and ten times the d 50 . Below 200 nm, the d 90 is between twice and five times the d 50 ;

(iii) The impact of mill scales on polydispersity index is not significant. However, it can be observed that the process parameters impact significantly the polydispersity index (see 136). Indeed, the higher is the energy, the faster it is to get Lnnormal particle size distribution;

0
(iv) The comparison of polydispersity index profiles from the HPH to that of bead mill shows that the two mills behave differently in reaching Ln-normal particle size distribution (see Figure 137). (iii) Slight broadening of XRPD lines (characteristic of milled material) was noticed but no change in the background general profile. We suppose that milling did not induce any amorphization of the API;

(iv) The XRPD pattern of milled products shows similar preferred orientations. Relative intensity of XRPD lines is comparable between milled API and the simulated isotropic pattern. Hence, milled crystals morphology seems to be almost isotropic (opposite to un-milled API for which very important intensity differences is seen). 

Particles morphology

The SEM evaluation leads to the following observations: (i) For the API A, the morphology is significantly impacted by the technology. Indeed, in the case of HPH, the piston gap generated irregular shaped particles (see Figure 140 left) whereas the capillary generated regular shaped particles (see Figure 140 right). In the case of bead mill, the particles have needle shape indicating probably a preferential adsorption of the stabilizer on crystal's faces (see Figure 141). The observed differences may be explained by different 3D distribution of molecular interactions within the crystal, outlining that material fracture preferentially along well-defined cleavage planes may occur when subjected to external stresses that exceed the strength of the crystal across those planes (208);

(ii) For the API F, no significant impact was observed between suspension obtained from HPH and bead mill (see Figure 142). Both technologies generated irregular shaped particle. 

Contaminant content

The contaminant residues from milling media and milling chamber were determined for both technologies ( high pressure homogenization and bead milling) using inductively coupled plasma-atomic emission spectroscopy (ICP-AES) for the elements contained in Zirconium oxide, Silicon Nitride and stainless steel. However, the cross-linked polystyrene the contaminant residues were determined by weighing. The results of the analysis are gathered in Table 15 and Table 16. The results show that:

(i) For HPH, whatever the milling media used, no contaminant residues were found.

Indeed, the chemical elements contents were found below the limit of quantification;

(ii) For the bead mill case, when cross-linked polystyrene beads are used, no contaminant residues were found including from cross-linked polystyrene itself where it content was found below 5 ppm. However, when Zirconium Oxide is used, the contaminant residue from Stainless steel (Tungsten and Iron) and Zirconium Oxide (Zirconium) level was found very high. This could be an impediment for any application in the pharmaceutical industry. 

HPH piston

Equipment robustness

Both equipment, were found to be reliable and robust. Nevertheless, the risk to lose a batch (leakage or clogging) during processing is not negligible and needs to be mitigated. For that purpose, a risk assessment related to the technology (based on the trial feedback, prior knowhow and discussion with suppliers) has to be conducted prior to any technology selection

5.2.4.

Comparison conclusion

As conclusion, a global comparison is summarized in Table 17. That it is for the reader to take into account all the comparison aspects to select the suitable technology for any pharmaceutical application. 

HPH

Discussion

In the following discussion we will compare our findings to those previously published in the literature.

Bead milling

Our bibliography review revealed that the bead milling process is well documented for inorganic materials milled using ceramic beads, as there are many articles emphasizing high level of know-how in this field (127,127,202,209,210). However, no data were found on the use of organic materials with cross-linked polystyrene beads as milling media. Comparison of our results to those published in the literature (Table 18) did not show any significant discrepancy in terms of formulation impact on milling performances. In terms of the impact process parameters, a significant difference was observed. The higher density of ceramic beads (2894-7550 kg/m3) compared to that of cross-linked polystyrene beads (1075 kg/m 3 ) may result in different layer packing of beads, different motion and different energy diffusion.

One can observe that cross-linked polystyrene beads have similar density as the suspension (d=1030 kg/m 3 ).Consequently, the beads are little prone to separation by centrifugation.

Therefore, they are may better mixed with the suspension when compared to using ceramics beads.

In the case of cross-linked polystyrene, when the change in product particle size (d 50 ) is plotted as function of stress number for similar stress intensity, a range of nonlinear curves is observed (see Figure 143), whereas in the case of inorganic materials a linear master curve is observed. This could be due to the fact that, the limit of grinding was reached during milling with polystyrene beads. 

Finding

High pressure homogenization

In the case of the HPH, although many articles in the literature are dedicated to parametric study for emulsion manufacturing, only few articles about milling of suspension were found.

Furthermore, these articles focused on the formulation aspect and they not discuss manufacturing process aspects [START_REF] Gao | Studies on pharmacokinetics and tissue distribution of oridonin nanosuspensions[END_REF](212)(213)(214)(215)(216). Our main findings were summarized in Table 19.

0,100

1,000 

Process modeling and simulation

Bead milling Process modeling

Nowadays, the general strategy ('fast-to-patient') in the pharmaceutical industry is to test a new API in a target patient population as quickly as possible. During the product design stage, the milling process needs to be developed using miniaturized equipment that can allow the use of small amount of API. Furthermore, a typical value chain used from support to candidate selection up to phase III clinical supplies can involve different mill configurations.

As an example, this value chain can be composed of the following equipment (see photo 8):

(i) Planetary mill: The Planetary mill can process few mg of API which can be used for support to candidate selection and formulation screening;

(ii) Stirred annular mill (nanomill ® ): it can process 1-15 g of API according the desirable API loading. This mill can be used for process development and manufacturing of batches for pharmaco-kinetic and toxicological evaluation;

(iii) Stirred pin mill (Labstar ® ): it can process 10-150 g of API according the desirable API loading. This mill can be used for Process development fine tuning and robustness, and also for production of good laboratory practices batches for toxicology evaluation;

(iv) Stirred pin mill (LMZ2 ® ): it can process 60-1200 g of API according the desirable API loading. This mill can be used for the production of technical and batches for clinical evaluation. When using this value chain, in order to guarantee the suspension quality, it is important to reproduce the physical quality of suspension from small scale to the large scale. For this purpose, modelling of the milling process can allow switching from one equipment to another by limiting the API consumption. Thus, the scope of the modelling will be as follows:

(i) To verify that the model can accurately fit the milling kinetic from any API and any technology;

(ii) To model the milling process for Nanomill01 ® and Labstar ® in order to predict and simulate it with any process parameters;

(iii) To define a relationship between models obtained from Nanomill01 ® and Labstar ® ;

(iv) To define and predict the scale up rule from Labstar ® stirred pin mill to the same mill in LMZ2 ® .

5.3.1.

Modelling methodology

The most widely used model for describing the bead milling process is the kinetic model based on mass-balance equations describing the process in different size intervals. This model has been well described in the literature and has been applied successfully in mill circuit design and simulation (217). The approach uses a statistical analysis of collisions between particles, as well as for the breakage functions of the particles. The design of such model is not suitable for the value chain described above due to the difference in its grinding technologies.

In order to achieve the above objectives, we propose to use the analogue to Avrami's equation described in the section 5.2.1.2.1 as follows:

= ∞ -- *
The milling kinetics experimental data generated in the study described in the section 5.2.2.1 will be represented by the analogue to Avrami equation. The equation parameters (((6/d 50 )( ∞ )) , () and (n * )) will be determined using least square method. Then, a correlation will be built between equation parameters (((6/d 50 ) ∞ ) , () and (n * )) and milling process parameters. The obtained correlation will be used to reflect the changes of milling kinetics as a function of milling operating parameters.

5.3.2.

Impact of the API type on the model parameters

It was found that the model is able to fit accurately all the studied APIs (see Figure 144, Figure 145, Figure 146 and Figure 147). From the fit, the implicit specific surface area (6/d 50 ) ∞ ), characteristic time () and the induction index (n * ) can be determined. The results showed that:

(i) The value of implicit specific surface area (6/d 50 ) ∞ ) is API dependent (see Figure 148 left). It is likely that the (6/d 50 ) ∞ ) is driven by the defects density of the initial particle as described by the following equation

∅ = = × ~ (Eq. 128)
Where,  is the defects density, n d is number of defects within the initial particle, V is the volume of the initial particle, V d is the volume of a single defect corresponding to the volume of the final particle and d is the diameter of a single defect corresponding to the diameter of the final particle. It is reported in the literature that the grinding limit is reached because the strength of the particles drastically increases for defect-free particles and the required elastic energy for fracture can no longer be supplied by the grinding media (202);

(ii) The value of induction index outlined 2 categories of APIs (see Figure 148 149). In fact, the graph illustrates the presence these 2 categories of APIs.

The tentative interpretation is that the induction index may likely give an indication on the hardness of API. 

5.3.3.

Impact of the technology on the on the model parameters

It was found that the model is able to fit accurately all milling kinetics of API A from different mills of value chain (see Figure 150, Figure 151 and Figure 152). Furthermore, one can observe that whatever technology used, the value of implicit specific surface area at the equilibrium ((6/d 50 )( ∞ )) is always equal to 50 µm -1 Illustrating that the grinding limit is reached due to high particles strength which cannot be overcome by the supplied stress energy. 

Impact of operating parameters

The impact of operating parameters namely, API loading, rotation speed and bead filling rtae, on the model parameters was assessed using stirred annular mill (Nanomill 01 ® ) and stirred pin mill (Labstar ® ). It was found that experimental milling kinetics data were well represented by the analogue to Avrami's equation. From the fit, one can determine the characteristic time () and the induction index (n * ). Regarding (6/d 50 ) (∞), this parameter was kept constant at 50 µm -1 as it was experimentally observed. Consequently, the focus will be put only on the assessment of the impact of operating parameters on  and n * .

Impact of API loading on  and n*

The impact of API loading on characteristic time () and the induction index (n * ) leads to the following observations:

(i) Both mills behave differently with regard to API loading. Indeed, in the studied domain, it was found that tau () varies linearly with the API loading for stirred pin mill case.

This can be explained by the fact that at high API concentration, the viscosity increases leading to strong slowing down of grinding media velocity and consequently to a reduced milling performances (202). However, in the case of stirred annular mill, as one curve of milling kinetic is obtained regardless of API loading, tau () does not vary significantly with API loading (see Figure 153 left);

(ii) The induction index (n * ) for both mills were found in the range of 0.7 to 1.1 for stirred annular mill and 0.8-1.1 for pin-counter pin mill (see Figure 153 right), respectively. 

Stirred pin mill (LMZ2)

Experimental data

Model

Both values are close to 1 suggesting that the milling kinetics of API A are well represented by first order law. This is confirmed when milling kinetics time scale is normalized by expressing the implicit specific surface area as function of (effective milling duration /), the overall kinetics can be derived from one master curve as illustrated in Figure 154). (i) In the studied domain, it was found that tau () varies as power law with the rotational speed (see Figure 155 left). The exponent values for both mills were found at -1.75 for stirred annular mill and at -1.95 for pin-counter pin mill, respectively. Both values are close to -2 which can be attributed to the milling kinetic energy. This suggests that higher is the rotation speed, higher is the milling intensity and lower is the time to get 63 % of the final implicit specific surface area;

(ii) The induction index (n * ) for both mills were found in the range of 1.0 to 1.2 for stirred annular mill and 0.9-1.2 for pin-counter pin mill (see Figure 155 right), respectively.

Both values are close to 1 suggesting that the milling kinetics of API A are well represented by first order law. This is confirmed when milling kinetics time scale are normalized by expressing the implicit specific surface area as function of (effective milling duration /), the overall kinetics can be derived from one master curve as illustrated in Figure 156. (i) In the studied domain, it was found that tau () varies as power law with the bead filling rtae (see Figure 157 left). The exponent values for both mills were found -2.40 for stirred annular mill and -3.95 for pin-counter pin mill, respectively. This illustrate that both mills behave differently with regard to bead filling rtae. This could be explained by the contribution of bead mill to increase of the overall viscosity. Moreover, it was found that tau () varies as power law with stress frequency (∅gm(1-))/((1-∅gm(1-))).

The exponent values for both mills were found -1.73 for stirred annular mill and -2.76

for pin-counter pin mill, respectively (see Figure 157 right). These finding are not in agreement with already published data in the literature. In fact, () should vary linearly with stress frequency when using inorganic material combined with ceramic beads;

(ii) The induction index (n * ) for both mills were found in the range of 0.8 to 1.4 for stirred annular mill and 0.8-1.2 for pin-counter pin mill (see Figure 158), respectively. Both values are close to 1 suggesting that the milling kinetics of API A are well represented by first order law. This is confirmed when milling kinetics time scale are normalized by expressing the implicit specific surface area as function of (effective milling duration /), the overall kinetics can be derived from one master curve as illustrated in Figure 159. 

5.3.5.

Design of global model

By studying the impact of the technology and operating parameters, it was found that the implicit specific surface area (6/d50 ∞ ) is always around 50 µm -1 . The induction index for both mills, stirred annular mill (Nanomill 01®) and stirred pin mill (Labstar®), is close to 1.

Indeed, for the stirred annular mill, n * was found in the range of 0.8-1.4 having a mean value of 1.1 and standard deviation of 0.2. For the stirred pin mill, n * was found in the range of 0.8-1.2 having a mean value of 1.0 and standard deviation of 0.2. The observed variability of induction index is not significant as can be illustrated by Figure 160. Therefore, it can be considered that the milling kinetic is represented by a first order law. C l , V t and Φ gm are API loading, rotation speed and bead filling rtae, respectively. k 1 , k 2 , k 3 , k 4 , k 5 , k 6 , x', y', z' and w' are constants.

The global models can be designed for each mill as follows:

For stirred annular mill:

= × ′ × ′ (Eq. 129)
For stirred pin mill:

= × ′ × ′ × ( × + ) (Eq. 130)
k an , x, z, k p1 ,y, w, k p2 and k p3 were determined using least square method between observed and calculated values. These values are gathered in As can be seen in Figure 161, the global models of both mills were found to reliably predict the observed characteristic time () 

5.3.7.

Relationship between models obtained using stirred annular mill (Nanomill 01®) and stirred pin mill (Labstar®)

Both mills can be used in the overall milling value chain. As shown in the section 5.3.5 the model parameters obtained with both mills are different. If there is a need to switch from one type of equipment to another (for example from stirred annular mill to stirred pin mill) in order to achieve the same physical quality of milled suspension, it is required to keep the API loading and bead filling rtae constant. However, as both mills do not behave similarly, a correction factor needs to be applied to a rotation speed according the following equation:

= × (Eq. 131)

Where V tp is the rotation speed to be applied with stirred pin mill, C cor is a correction factor and V ta is the rotation speed applied to stirred annular mill.

Therefore, the characteristic time of stirred pin mill can be expressed as follow: 0,00E+00 For that purpose, the characteristic time of pin mill was calculated from the experiment performed using stirred annular mill. Then the correction factor was obtained using least square method. The C cor value was found equal to approximately 1.2. The results showed a good correlation between estimated characteristic time using (Eq. 132) and characteristic time obtained from stirred annular mill (see Figure 163 right). As can be seen in the Figure 163 (right), this observation was well supported by performing an experiment based on the relationship between models obtained using stirred annular mill and stirred pin mill. In fact, the milling kinetic of trial experiment performed using stirred annular mill with 20 % API loading, 64 % bead filling rtae and 8.9 m/s as rotation speed was found highly overlap with predicted milling kinetic from pin mill using (Eq. 132) and also to the trial experiment carried at 20 % API loading, 64 % bead filling rtae and 10.7 m/s as the rotation speed (close value to the corrected one (10.4 m/s)). 

5.3.8.

Scale up rule

The scale up rule was already described in the section 5.2.2.1.3.3. The reliability of the model was assessed by determining, for both mills (stirred annular mill and stirred pin mill), the difference between observed and calculated values of (6/d 50 ) t obtained from predictive modelling for all milling experiments. The distribution of the differences between the two values was plotted and compared to normal distribution. A statistical analysis was carried out using SAS JMP software v6.10. Table 22 summarizes for stirred annular and stirred pin mill the corresponding quantiles as well as the summary statistics of distribution and Goodness of fit test parameters.

5.3.9.

Reliability of the model

The results show that for both mills the observed values of (6/d 50 ) t are well correlated with those calculated from model prediction (see Figure 164). Indeed, the linear correlation coefficients were found for stirred annular mill and stirred pin mill about 0.9850 and 0.9869, respectively. Furthermore, for both mills, the distributions of the differences were well fitted by normal distribution (see Figure 165). The statistical evaluation outlined that:

(i) Both distributions have a mean value close to zero;

(ii) For the stirred pin mill case, the value of normality test (W = 0.991724) of Wilk-Shapiro (218) on the observed data outlines that the probability of underlying population (p-value = 0.0575) to be normal is higher than 5%. Consequently, the hypothesis distribution normality cannot be rejected;

(iii) For the stirred annular mill case, the value of normality test (W = 0.953563) of Wilk-Shapiro on the observed data outline that the probability of underlying population (pvalue < 0.0001) to be normal is low. Therefore, the hypothesis of distribution normality can be rejected (dissymmetric distribution having a tail at the right part).

In both cases the bias of the model is very low and is of the same order of magnitude for the two milling methods therefore the model is considered representative and accurate. when using stirred annular mill bead and to  gm 3.94 when using stirred pin mill? o To understand why the time to reach certain fineness is proportional to P 2.6 when using HPH?

General conclusions, future work and perspectives

General conclusions

o To investigate the impact of milling energy on chemical quality attributes of milled suspension o To build mathematical model for HPH similar to that designed for bead mill. 
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Figure 1 :

 1 Figure1: different investigated drug delivery systems[START_REF] Letchford | A review of the formation and classification of amphiphilic block copolymer nanoparticulate structures: micelles, nanospheres, nanocapsules and polymersomes[END_REF].

Figure 2 :

 2 Figure 2 : Formulation strategies of insoluble APIs (37).

Figure 3 :

 3 Figure 3 : Increase of dissolution pressure as a function of the curvature of particles[START_REF] Müller | State of the art of nanocrystals-special features, production, nanotoxicology aspects and intracellular delivery[END_REF] 

Figure 4 :

 4 Figure 4 : Solubility as a function of particles radius (44).

Figure 5 :

 5 Figure 5: Increase in dissolution velocity due to the reduction of the diffusional layer (10).

Figure 6 :

 6 Figure 6 : Nano-crystalline particle advantage with regard to excipient safety (46).

Figure 7 :

 7 Figure 7 : Flow chart of solvent diffusion method (52).

Figure 8 :

 8 Figure 8 : Flow chart of emulsification method (52).

Figure 9 :

 9 Figure 9: Schematic representation of the effect of super-saturation on particle growth (52).

Figure 11 .

 11 Figure 11. 

Figure 10 :

 10 Figure 10 : Principle of manufacturing of nano crystalline suspension (52).

Figure 11 :

 11 Figure 11 : Process flow chart of top down process (52).

Figure 12

 12 Figure 12 Contact angle at a solid surface as measured through the liquid phase (58).

Figure 13 :

 13 Figure 13 : Sinking time as a function of surfactant concentration.

3 .

 3 Contact angle measurement using indirect measurement: liquid penetrationWhile direct measurements of contact angles on fine, micron-size particles are generally nonpractical, quantitative estimates can be obtained from studies of the penetration of fluid into

Figure 14

 14 Figure 14 Variation of G A with h (54).

  liquid of high dielectric constant usually develop a surface charge. The charging of a surface immerging in a liquid result from two charging mechanisms (70): I) By ionization or dissociation of surface groups, which leaves behind a charged surface (e.g., dissociation of protons from carboxylic groups, which leaves behind a negatively charged surface); COOH  -COO -+ H + II) By adsorption (binding) of ions from solution onto a previously uncharged surface. If we consider an individual particle immersed in the liquid, it is surrounded by an electric double layer. This double layer is formed by the charge at the surface of the particles.

  are two models describing the theory of the electrical double layer: the Gouy-Chapman model (71,72) and the Stern-Graham model (73). I) Gouy-Chapman model Gouy (1910) and Chapman (1913) considered a diffuse distribution of the opposite charged ions with the concentration of the opposite charged ions falling off rapidly with the distance from the charged surface (see Figure 15).

Figure 15 :

 15 Figure 15: Diffuse double layer according to Gouy and Chapman (74).

  The properties of the double layer are governed by the Coulomb law and Boltzmann distribution law.

Figure 16

 16 Figure 16 Charges distribution in the electrical double layer (74).

Figure 17 :

 17 Figure 17: Double layer according to Stern and Graham (76).

Figure 18 :

 18 Figure 18 : Schematic of double layer repulsion between two particles[START_REF] Singh | Role of Hydrophobically Modified Inulin on Rubber Latex Stability and Film Formation[END_REF] 

Figure 19 :

 19 Figure 19: Variation of G R with h at different electrolyte concentrations (54).

Figure 20 :

 20 Figure 20: Basic structures of macromolecules (79).

Figure 21 :

 21 Figure 21: Chemical composition of linear AB copolymers (79).

  copolymer leaving loops and tails dangling in solution. According to Tadros[START_REF] Tadros | Polymer Colloids[END_REF], the polymer is weakly adsorbed and will not provide effective steric stabilization. The most favorable structures are those of block and graft copolymers, with the A chain highly solvated and the B chain having high affinity for the surface.

Figure 22 :

 22 Figure 22 : Polymers conformation (80).

Figure 23 :

 23 Figure 23: Schematic representation of the interaction between particles containing adsorbed polymer layers (52).

Figure 24 :

 24 Figure 24: Schematic representation of the overlap of two polymeric layers[START_REF] Tadros | Rheology of Dispersions: Principles and Applications[END_REF] 

Figure 25 :

 25 Figure 25 : Schematic representation of the elastic interaction with planes A and B separated at a distance h ∞ , and planes A and B separated at a distance h (76).

Figure 26 :

 26 Figure 26 : Potential energy diagram of two electrostatically stabilized particles (84).

Figure 27 :

 27 Figure 27 : Potential energy diagram of two sterically stabilized particles (81).

Figure 28 :

 28 Figure 28 : Potential energy diagram of two electrosterically stabilized particles (81).

Figure 29 :

 29 Figure 29 : Summary of microscopic interaction forces (60).

Figure 30 :

 30 Figure 30: Variation of G T with distance for various electrolyte concentrations (86).

Figure 31 :

 31 Figure 31 : The stability ratio of silver bromide as a function of the concentration of a 1:1 indifferent electrolyte (76).

Figure 32 :

 32 Figure 32: Schematic representation of zeta potential (103).

Figure 33 :

 33 Figure 33: Typical Langmuir isotherm for surfactant adsorption (52).

Figure 34 :

 34 Figure 34: Typical high-affinity isotherm for polymer adsorption (52).

  Particle Reynolds numberThe particle Reynolds number is used to estimate the importance of inertial effects compared to viscous effects for a single particle having a diameter d, moving with the velocity u in a fluid having a viscosity  and a density ρ.If Re P << 1, the viscous diffusion is predominant for the movement quantity transportation If Re P >> 1, the convection is predominant for the movement quantity transportation (ii)Stirrer Reynolds numberThe hydrodynamic forces are the result of the motion of the particles in the suspending fluid.They are linked to the medium where the suspension is contained. That is why a global analysis of the hydrodynamic needs to be considered.The flow of fluid having a density ρ, a kinematic viscosity , in a stirred vessel a stirrer having a diameter D and rotating at speed N, is characterized by the dimensionless Reynolds number as follows:

Figure 35 :

 35 Figure 35: Newtonian power curve for Rushton and anchor impellers (104).

  , it is seen that the shear rate distribution is rather broad, covering approximately three orders of magnitude. In agreement with Derksen et al.(117), who used a large eddy simulation technique, the largest values of the shear rate (exceeding ten times the volume average values) are located at the tips of the impeller blades.

Figure 36 :

 36 Figure 36: Histogram of the normalized shear rate distribution in the stirred tank calculated for a stirring speed equal to 200 rpm (116).

Figure 38 :

 38 Figure 38 : Stirred disc mill design (127).

Figure 39 :

 39 Figure 39 : stirred pin counter pin mill (127).

Figure 40 :

 40 Figure 40 : Stirred annular mill (127).

Figure 41 :

 41 Figure 41 : Planetary mill equipped with stirred media in glass vials (129).

Figure 42 :

 42 Figure 42 : Stirred bead mill using batch mode (130).

Figure 43 :

 43 Figure 43 : Stirred bead mill using recycling mode or discrete passages (130).

Figure 44 :

 44 Figure 44 : Relation between power number and Reynolds number without grinding media (137)

Figure 45 :

 45 Figure 45 : Relation between Newton number and Reynolds number for the stirrer of different grinding media (137).
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 462441 Figure 46: Pressure evolution within the valve (piston gap technology) (141)

Figure 47 :

 47 Figure 47: Microfluidization technology (142)

Figure 48 :

 48 Figure 48: High pressure homogenizer piston gap technology (143).

Figure 49 :

 49 Figure 49: Homogenization valve (144).

  Recirculation mode (Figure50) in which the suspension is recirculated through the high pressure homogenizer by using an external vessel. The recirculation mode is generally the standard mode used from lab scale (3 L/h) up to industrial scale (few thousands L/h);

Figure 50 :

 50 Figure 50: High pressure homogenizer using recycling mode or discrete passages (141)

Figure 51 :

 51 Figure 51: Homogenization valve with various dimensions (141)

containing 20 %Photo 1 :

 201 Photo 1: Orbital roller mill.

Photo 2 :

 2 Photo 2: Stirred annular mill.



  Stirred disc mill (Dynomill ® KDL milling system: The volume, diameter and length of the milling chamber are 618.5 ml, 77 mm and 150 mm, respectively. The rotor is equipped with 4 discs (made of polyamide) of 64 mm diameter (See Photo 3) purchased from WAB (Switzerland);  Stirred pin mill (Labstar ® ) milling system: The volume, diameter and length of the milling chamber are 555 ml, 95 mm and 117 mm, respectively. The rotor has a diameter of 72.4 mm diameter (See Photo 4) supplied by Netzsch (Selb Germany);  Stirred pin mill (LMZ2 ® ) milling system: The volume, diameter and length of the milling chamber are 1600 ml, 128 mm and 194.5 mm, respectively. The rotor has a diameter of 104 mm diameter (See Photo 4) supplied by Netzsch (Selb Germany).

Photo 3 :Photo 4 :

 34 Photo 3: Dynomill® KDL milling system.

  linked polystyrene bead milling media having bead size of 500 µm diameter supplied by Alkermes, Inc (Waltham, MA, USA) and 200 µm supplied by Netzsch (Selb Germany);  Zirconium oxide bead milling media having bead size of 500 µm diameter supplied by Netzsch (Selb Germany).

For the piston gap 5 :

 5 Photo 5: High pressure homogenizers Panda, NS2006 and NS3024.

Photo 6 :

 6 Photo 6: High pressure homogenizers Microfluidics ® .

Figure 52 :

 52 Figure 52: Experimental setup for studying the wetting of powders.

Figure 53 :

 53 Figure 53: Inductively coupled plasma-atomic emission spectroscopy (ICP-AES)

  The proposed screening methodology was already published in International journal of Pharmaceutics in 2014 (169). It was derived from the previous theoretical considerations and was divided in two major parts:(i) Part 1 focused on qualitative screening to select a lead generation: In this part several screening tests were applied to the mentioned list of wetting/dispersant agents (see Appendix 1 );(ii) Part 2 focused on quantitative screening aimed to optimize the selected lead: A customized quantitative optimization of the amount of wetting/dispersant agent, based on wetting, adsorption and process-ability. As in the studied case the SDS/PVP association was chosen after part 1, the PVP and SDS ratio and their amount were optimized.The tests are summarized in Figure54

Figure 54 :

 54 Figure 54: Methodology of wetting/dispersant agents screening.

( a )

 a Step #2.1a: At this step, both surface tension and critical micelle concentration (CMC) of solutions made of SDS-PVP at different ratio were measured. Indeed, Cabane et al. (171) demonstrated that the Poly(ethy1ene oxide) chains are able to capture SDS monomer and micelles. They have shown the existence of an optimal SDS/PEO ratio which maximizes the interaction of both components. The best association can be easily determined by measuring the surface tension; (b) Step #2.1b: At this step the zeta potential of suspensions made of SDS-PVP at different ratio were measured.

Figure 55 :

 55 Figure 55: Low shear milling evaluation using roller mill during 5 days at 0.03 m/s and at ambient temperature.

Figure 56 :

 56 Figure 56: Results of the zeta potential measurements carried out using selected wetting/dispersant agents from step #1.

Figure 57 shows

 57 Figure57shows typical flow curves of unmilled suspensions prepared using Solutol ® HS15 and Phosal ® 50 PG. The prepared suspension using Solutol ® HS15 shows a Newtonian behaviour with a low viscosity of 2.8 mPa.s. In contrast, the suspension using Phosal ® 50 PG showed a non-Newtonian behaviour with a clear thixotropy, indicating a flocculation of the suspension.

Figure 57 :

 57 Figure 57: Flow curves (shear stress as function of shear rate) of unmilled suspension prepared using Solutol ® HS15 (left) and Phosal ® 50PG (right).

Figure 58 :

 58 Figure 58: High shear milling evaluation using selected wetting/dispersant agents from step #3a.

Figure 59 :

 59 Figure 59: Scanning electro-microscopy pictures of suspensions produced using PVP-SDS (70/30 % w/w) (A) and Montanox® 80 (B).

Figure 60 :

 60 Figure 60: Particle size distribution at initial time and after milling during 13 hours of SDS-PVP sytem (left) and Vitamin E TPGS (right).

Photo 7 :

 7 Photo 7: Milled suspension of Vitamin E TPGS.

Figure 61 :

 61 Figure 61: Surface tension as function of PVP/SDS (20-80 % w/w) concentration (ɣ-log C curve) obtained using Wilhelmy plate method.

Figure 62 :Figure 63

 6263 Figure 62: Critical micelle concentration as function of PVP % in the binary mixture PVP-SDS.

Figure 63 :

 63 Figure 63: Zeta potential of the PVP-SDS system as a function of SDS concentration.

Figure 64 :Figure 65 :

 6465 Figure 64: Liquid penetration rate of SDS-PVP mixture at total concentration of 1.2 %.

  using 1.2 % w/w SDS-PVP at the ratio of 40-60 %. The results obtained show an exponential increase in the implicit specific surface area (or decrease in particle sizes) reaching a steady state value at 100 min of milling. The results can be represented by the equation: d 50 is the implicit specific surface area, d 50 is the mean particles diameter at time t, (d 50 ) ∞ is the mean particles diameter steady state value over time, (6/d 50 ) ∞ is the implicit specific surface area steady state value over time and  is the characteristic time known as the duration to reach 63 % of the maximum specific surface area. Values for (6/d 50 ) ∞ were generated at various stabilizer concentrations and the results are shown in Figure 67. These

Figure 66 : 60 Figure 67 :

 666067 Figure 66: milling kinetic of suspension using PVP-SDS system (60-40 % w/w) at total concentration of 1.2 %.

Figure 68 :

 68 Figure 68: adsorption isotherm of PVP at ambient temperature.

  the supernatant (ppm) (i) Aggregation during storage or administration due to the lack of electrostatic stabilization: Aggregation occurs if the energy barrier is small or negligible. Basically, when a salt is added to the suspension, the electrical double layer repulsion is screened, and van der Waals attraction becomes dominant and induces fast aggregation of particles (178). At critical electrolyte concentration (CCC) the energy maximum disappears leading to fast aggregation of particles. In our work, the CCC was determined by quantification of aggregation rate as a function of electrolyte addition.(ii) Shear-induced aggregation (orthokinetic aggregation): Aggregation processes are always carried out under conditions where suspension is subjected to some shear by stirring or by flow leading to increase of collision frequency (179). In our study, Orthokinetic aggregation was evaluated under a fixed shear rate.

Figure 69 :

 69 Figure 69: Z average diameter as function of time at different concentration of electrolyte (NaCl).

Figure 71 :

 71 Figure 71 : Stability ratio as function of electrolyte concentration

Figure 72 :Figure 73 Figure 74 Figure 74 :

 72737474 Figure 72: Orthokinetic aggregation at 0 molar (left) and 0.17 molar (right) of sodium chloride.

Figure 75 : 5 . 1 . 2 . 2 . 3 . 4 .Figure 76

 7551223476 Figure 75: Desorption evaluation of Solutol system.

Figure 76 :

 76 Figure 76: API A solubility in the binary mixture of SDS/PVP, SDS alone and PVP alone.

Figure 77 : 2 %

 772 Figure 77: PVP molecules and SDS micelles arrangement.

Figure 78 :

 78 Figure 78: API A solubility in SDS/PVP ((40-60 % w/w) solution at concentration of 1.2 % and in water at different temperatures represented.

  , when the temperature increases, the polydispersity index increases over time indicating a dissymmetric distribution of particles towards large

Figure 79 :

 79 Figure 79: Median diameter (d 50 ) as function of time for different temperatures.

Figure 80 :Figure 81 :Figure 82 :

 808182 Figure 80: Polydispersity index function of time at different temperatures.

Figure 83 : 5 5. 1 . 2 . 2 . 4 .# 2 . 4 :

 835122424 Figure 83 : Sensitivity of particle size to pH variation

Figure 84 :

 84 Figure 84: Stability at ambient temperature of nano-crystalline suspension stabilized with PVPV-SDS system (60-40 % w/w) at total concentration of 1.2 % w/w. variation of d10, d50 and d90 with storage duration.

Figure 85 :

 85 Figure 85 : Schematic conformation of SDS/PVP at surface of API particle.

Figure 86 :

 86 Figure 86 : Ishikawa's diagram of wet milling.

Figure 87 :

 87 Figure 87: Sauter's diameter versus mean diameter.

Figure 88 :

 88 Figure 88: Fit of milling kinetics of API A and API E using first order law.Mathematically we can find a generalized equation (by introducing an exponent n * that can be considered as the induction index (see (Eq. 120)) where Tanaka and Chadakov's equations are a particular case. It allows accurate fitting both kinetics of API A and API E (see Figure89

Figure 89 :

 89 Figure 89: Fit of milling kinetics of API A and API E using Avrami's like model.

Figure 90 : 5 . 2 . 1 . 2 . 2 .d

 9052122 Figure 90: Milling rate as function of induction index (right figure is a zoom of left one).

Figure 91 :

 91 Figure 91: Change of d 10 , d 50 and d 90 during milling for bead milling and HPH.

Figure 92 :

 92 Figure 92: Span change during milling for bead milling and HPH.

Figure 93 :

 93 Figure 93: Polydispersity index change during milling.

Figure 94 1 .

 941 Figure 94: d 90 versus d 50 profile (milling pathway)

  . Values for (6/d 50 ) ∞ were generated at various SDS/PVP concentrations. For both technologies, the results shown in Figure95highlighted the presence of 3 regimes:

Figure 95 : ( 6 /d 50 )Figure 96 :

 9565096 Figure 95: (6/d 50 ) ∞ as function of SDS/PVP concentrations.

Figure 97 :

 97 Figure 97: temperature increase during milling for HPH and bead mill.

Table 12 :

 12 Composition of wetting/dispersant agent used for studying the impact of formulation composition.

Figure 98 :

 98 Figure 98: Impact of formulation composition on implicit specific surface area (6/d50).

Figure 99 :Figure 100 :

 99100 Figure 99: HPH milling kinetic as function of suspension viscosity.

Figure 101 :

 101 Figure 101 : Bead milling kinetic as function of suspension viscosity for stirred annular mill.

Figure 102 :

 102 Figure 102 : d 90 versus d 50 as function of suspension viscosity for HPH and bead mill

Figure 103 :

 103 Figure 103 : Milling kinetic profile of different APIs evaluated using HPH and bead milling.

Figure 104 :

 104 Figure 104 : Suspension viscosity as function of volume fraction of API.

Figure 105 :

 105 Figure 105 : Impact of API loading on milling kinetic obtained with HPH.

Figure 106 :Figure 107 :

 106107 Figure 106 : Impact of API loading on milling kinetic obtained with beads stirred annular mill (left) and stirred pin mill (right).

Figure 108 :

 108 Figure 108: Impact of API loading on d 90 versus d 50 profile obtained with beads annular mill (left) and stirred pin mill (right).

Figure 109 :

 109 Figure 109 : Impact of homogenization pressure on the milling kinetic.

Figure 110 :

 110 Figure 110 : Impact of rotation speed (left) and bead filling rtae (right) on the milling kinetic.

Figure 111 : 6 /Figure 112 : 6 /

 61126 Figure 111 : 6/d 50 as function of recycling number×(pressure 2.6 ).

Figure 113 :

 113 Figure 113 : d 90 versus d 50 as function of pressure for HPH (top), of tip speed (bottom left) and of bead filling rtae (bottom right) for bead mill.

Figure 114 :Figure 115 :

 114115 Figure 114 : Milling kinetics comparison using batch and recirculation modes.

Figure 116 :

 116 Figure 116: HPH milling kinetic for different batch size as function of milling duration (left) and recycling number (right).

Figure 117 :

 117 Figure 117: Bead milling kinetic for different batch size as function of milling duration (left) and effective milling duration (right).

Figure 118 :

 118 Figure 118: Bead milling kinetic for different flow rate as function of recycling number (left) and milling duration (right).
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 2213152213111 Impact of milling mediaTwo aspects of milling media were assessed: Geometrical configuration and milling media materialImpact of geometrical configurationThe evaluation of geometrical configuration using both technologies (high pressure homogenization and stirred bead milling) was carried out using a kinetic experiment. The evaluation was performed using NS2006 equipment for HPH at 1400 bar and Nanomill ® for bead mill at 10.8 m/s and 64 % of bead filling rtae. For the high pressure homogenization, three geometrical configurations of high pressure homogenization chamber (made from silicon Nitride) were used by varying the difference between the outlet and inlet diameter (D 2 -see Figure51). For the bead mill two diameters of Polystyrene beads were used: 200 and 500 µm.

Figure 119 :

 119 Figure 119: Impact of geometrical configuration of milling media on the milling kinetic of HPH (left) and beds mill (right).

  Figure 120: d 90 versus d 50 HPH (left) and beds mill (right)

Figure 121 :Figure 122 :

 121122 Figure 121 : Impact of milling media material in HPH.

Figure 123 :

 123 Figure 123 : bead milling kinetic using Zirconium Oxide outlining flocculation or agglomeration.

Figure 124 :

 124 Figure 124 : d 90 versus d 50 for HPH and bead mill.

  having D 2 -D 1 of 1 mm) and Capillary technology (Microfluidics ® M110EH) for HPH at 1200 bar. For bead mill stirred annular mill technology (Nanomill ® ), Stirred disc mill technology (Dynomill ® ) and stirred pin mill technology (Labstar ® ) were used at 10.8 m/s and 64 % of bead filling rtae (Polystyrene beads having 500 µm diameter).

Figure 125 :Figure 126 :

 125126 Figure 125: Comparison of milling kinetic of Capillary and piston gap technologies for HPH (left) and of Stirred disc mill, stirred annular mill and stirred pin mill for bead mill.

Figure 127 :

 127 Figure 127 : Impact of equipment scale on milling kinetic for HPH (left) and d 90 versus d 50 profile (right).

Figure 128 :

 128 Figure 128 : Impact of bead milling scale by keeping stress intensity or power density constant

  processing. For that purpose, the comparison of both technologies (piston gap versus bead mill) was performed based upon the particle size distribution profile generated at the same mean diameter (d 50 ), morphology of the obtained particles, proneness of the technology to wearing and mechanical reliability of the technology.

Figure 129 :

 129 Figure 129 : Comparison of mean diameter obtained by HPH and bead milling.

Figure 130 :

 130 Figure 130 : Comparison of particle size distribution from HPH and bead milling with average diameter of 190-200 nm.

Figure 131 :Figure 132 : 5 . 2 . 3 . 3 .

 1311325233 Figure 131 : Comparison of 2 µm % as function of d 50 for HPH and bead milling.

Figure 133 :

 133 Figure 133: d 90 versus d 50 for HPH (left) and bead milling (right).

Figure 134 :Figure 135 :

 134135 Figure 134: comparison of d 90 versus d 50 profiles of HPH and bead milling.

Figure 136 :Figure 137 : 5 . 2 . 3 . 4 .

 1361375234 Figure 136: impact of bead mill scales (top) and process parameters: tip speed (bottom left), bead filling rate (bottom right) on polydispersity index.

Figure 138 :

 138 Figure 138: High-resolution XRPD diagram (λ Cu K1 = 1,5406 Å) recorded on API E samples at ambient temperature and relative humidity.

Figure 139 :

 139 Figure 139: High-resolution XRPD diagram (λ Cu K1 = 1,5406 Å) recorded on API A samples at ambient temperature and relative humidity.

Figure 140 :

 140 Figure 140: SEM of API A obtained with HPH piston gap (left, d 50 = 192 nm) and HPH capillary (right, d 50 = 191 nm).

Figure 141 :Figure 142 :

 141142 Figure 141: SEM of API A obtained with bead mill having d 50 = 125 nm.

Figure 143 :

 143 Figure 143 : d 50 as function of stress number for constant stress intensity (Labstar study).

photo 8 :(

 8 photo 8 : Example of bead mill value chain that can be implemented in research and development

Figure 144 :

 144 Figure 144: Model fit of milling kinetic from API A (left) and API B (right).

Figure 145 :

 145 Figure 145: Model fit of milling kinetic from API B (left) and API C (right).

Figure 146 :Figure 147 :

 146147 Figure 146: Model fit of milling kinetic from API E (left) and API F (right).

Figure 148 : ( 6 /d 50 )

 148650 Figure 148: (6/d 50 ) ∞ (left) and induction index (right) of different APIs.

Figure

  Figure 149 : Normalized milling kinetic of different APIs

Figure 150 :

 150 Figure 150 : Model fit of milling kinetic from planetary mill (left) and stirred annular mill (right).

Figure 151 :Figure 152 :

 151152 Figure 151 : Model fit of milling kinetic from stirred pin mill Labstar ® (left) and stirred disc mill Dynomill ® (right)

Figure 153 :

 153 Figure 153: Tau versus API loading (left) and induction index (n*) versus API loading (right) for stirred pin mill labstar ® and stirred annular mill Nanomill 01 ® .

Figure 154 : milling kinetics time scale was normalized by expressing the implicit specific surface area ( 6 /d 50 ) 5 . 3 . 4 . 2 .

 6505342 Figure 154 : milling kinetics time scale was normalized by expressing the implicit specific surface area (6/d 50 ) as function of (t /) for pin-counter pin mill Labstar ® .

Figure 155 :Figure 156 :) 5 . 3 . 4 . 3 .

 1551565343 Figure 155:  versus rotation speed (left) and induction index (n*) versus rotation speed (right) for stirred pin mill labstar ® and stirred annular mill Nanomill 01 ® .

Figure 157 :

 157 Figure 157: Tau versus bead filling rtae (left) and (∅gm(1-ε))/((1-∅gm(1-ε)))(right) for stirred pin mill labstar ® and stirred annular mill Nanomill 01 ® .

Figure 159 :

 159 Figure 159 : milling kinetics time scale was normalized by expressing the implicit specific surface area (6/d 50 ) as function of (t /) for stirred annular mill Nanomill 01® (left) and pin-counter pin mill Labstar®

Figure 160 :Table 20 : 4

 160204 Figure 160: Impact of induction index on milling kinetic.

Figure 161 : 5 . 3 . 6 .

 161536 Figure 161: Predicted characteristic time versus observed one.

Figure 162 :

 162 Figure 162: Predicted tau vs observed one (left) and milling kinetic of experiment (right) performed outside of experimental space.

Figure 163 :

 163 Figure 163: Estimated characteristic time of pin mill versus characteristic time of annular (left) and milling kinetic correspondence between annular and stirred pin mill (right).
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  The technological comparison (high pressure homogenization (HPH) versus beads milling) for the manufacturing of nano-crystalline suspension outlined that as far as the formulation is sufficiently robust and stable both technologies are suitable for the production of nano-crystalline suspension; o The bead mill is more powerful than the HPH. However, at the same average diameter (d 50 ) of produced nano-suspension, the HPH leads to a tighten particle size distribution; o For both technologies, whatever the process parameters used for milling and the scale, the relationship of d 90 versus d 50 could be described by a unique master curve. On the other hand, the relationship of d 90 versus d 50 of the HPH is different from that of bead mill suggesting that this relationship is a technology signature of milling pathway; o Regarding bead milling, the comparison of our results to those published in the literature does not outline any important discrepancy in terms of formulation impact on milling performances. However, in terms of process parameters impact, a significant discrepancy was observed between our finding and those published in the literature using ceramic beads; o Regarding HPH, we was not able to do any comparison of our finding to those published in the literature as they are focused on the formulation aspect and they not discuss manufacturing process aspects. This research work can be extended in several directions:  Formulation engineering: o To develop methodology for preliminary screening of wetting/dispersant agent based on characterizing the surface properties of API and excipient and measuring their interaction potential; o To investigate and understand the impact of API loading on suspension stability at temperature, shear rate and pH variation in order to define better formulation; o To investigate and understand the impact of nano-suspension particle size distribution on the long term stability of suspension.  Process engineering o To better understand why the bead mill is more powerful than the HPH? To understand why the annular bead mill does not react to viscosity change while discs and stirred pin mill react? To understand why the time to reach certain fineness is proportional to  gm 2.4

Appendix 1 :

 1 figure, la suspension est reconstituée avant son administration au patient. La conception de la formulation consiste à choisir les exceptions nécessaires pour faciliter la mise en oeuvre du procédé de broyage et pour garantir la stabilité de la suspension pendant le stockage et lors de l'administration au patient. Les excipients utilisés sont en général des tensioactifs chargés qui ont pour rôle de faciliter le mouillage des particules hydrophobes afin de faciliter la mise en oeuvre du procédé de broyage et garantir une stabilisation de type électrostatique pendant le stockage. Ces tensioactifs peuvent être combinés avec des polymères qui ont pour rôle de garantir une stabilisation de type stérique. δa combinaison des deux types d'excipient apporte une stabilisation plus efficace dite « électro-stérique ». Nous avons rapporté que la conception de la formulation doit reposer sur la prise en compte des fondements suivants : a. Les caractéristiques de bases du phénomène de mouillage; b. Les forces d'interaction microscopiques inter-particulaires (forces DLVO et les forces stériques); c. Les Mécanismes de déstabilisation des nanoparticules; d. Les forces macroscopiques qui peuvent induire la déstabilisation des nanoparticules.
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Stabilisation et comparaison des technologies de production des suspensions nanocristallines δa

  faible taille des nanoparticules permet d'améliorer significativement la biodisponibilité des médicaments et faciliter leur administration par voie parentérale sous forme de particules sans risque de bouchage des vaisseaux sanguins. Cependant, cette faible taille peut être un facteur d'instabilité physique pendant le stockage ou/et pendant l'administration. δe principal défi lié à la fabrication des nano-suspensions réside dans leur stabilisation ainsi que dans le choix de la technologie appropriée pour leur fabrication. La présente thèse est centrée sur la stabilisation et la fabrication des suspensions nano-cristallines. Pour la partie formulation, la thèse décrit une approche systématique pour le choix des stabilisants. Ceux-ci peuvent être 90 versus d 50 est décrite par une seule courbe maîtresse indépendamment des paramètres du procédé et de l'échelle utilisée. Ceci a clairement mis en évidence que la HPH conduit à une distribution granulométrique plus resserrée que celle obtenue par broyage à billes.Finalement, nous avons modélisé le procédé de broyage à bille en adaptant les équations de Tanka et Chodakov. Le modèle conçu a permis un lissage précis des cinétiques de broyage ainsi que la simulation et la prédiction du procédé de broyage.
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soit des dispersants ou soit une combinaison de dispersants et d'agents mouillant. δa méthode proposée pour le criblage des stabilisants est rapide et efficace. Elle permet d'investiguer un grand nombre de stabilisant en se basant sur des principes physico-chimiques et en utilisant une approche étape par étape. Cette méthodologie a été divisée en deux parties : la première partie a été centrée sur un criblage qualitatif dont l'objectif est de sélectionner une tête de série à investiguer dans la seconde partie. La seconde partie est centrée sur un criblage quantitatif qui a pour objectif d'optimiser le ratio et la quantité d'agent mouillant et de dispersant. Les résultats obtenus ont montré clairement que le système SDS/PVP 40/60 % (m/m) à la concentration de 1.2 % est le stabilisant optimum qui a permis de stabiliser la suspension à température ambiante. Par ailleurs, la robustesse de la formulation a été évaluée en mesurant l'agrégation sous cisaillement ainsi qu'en fonction de la force ionique, la température et du pH. Les résultats ont montré que la concentration critique de coagulation du système étudiée est cinq fois plus importante que celle décrite dans la littérature pour des nano-suspensions concentrées et stables. En revanche, l'agrégation des nanoparticules a été observée à haute température et à haut taux de cisaillement. Pour la partie développement du procédé de fabrication, la thèse est centrée sur la comparaison technologique de l'homogénéisation haute pression (HHP) par rapport au broyage à billes. L'impact de la formulation de la suspension, des paramètres du procédé et de la configuration technologique sur la qualité physique de la suspension produite par chacune des technologies ont été investigués. En outre, les deux technologies ont été comparées en termes de leur robustesse et de leur conformité à la réglementation pharmaceutique. Les conclusions principales de cette étude ont mis en évidence que le broyage à billes conduit à une suspension plus fine que celle obtenue par le HHP. De plus, il a été montré pour les 2 technologies que la relation d

2. Bibliographic review 2.1. Application of nanotechnologies in medicine and biomedical

  Applications of nanotechnology in this field refer to the diagnosis, treatment, monitoring, and control of biological systems. For diagnosis, colloidal gold, iron oxide crystals, and quantum dots (QDs) semiconductor nano-crystals are examples of nano-particles used in diagnostic applications in biology and medicine. For the diseases treatment, nanotechnologies are aimed at overcoming formulation and biopharmaceutical limitations in terms of solubility,

Table 1 : Biopharmaceutical advantages of different drug delivery systems.

 1 

Can a salt be made? Water soluble? Log P Melting Point Dose pH Adjustment Salt Formation Cosolvents Nanosuspensions Micellar Dispersions Emulsions Other Lipid Systems START Yes No No Yes High High Low Low High Suitable Molecular Shape? Inclusion Complexes Yes No Increasing drug polarity Low Can a salt be made? Water soluble? Log P Melting Point Dose pH Adjustment Salt Formation Cosolvents Nanosuspensions Micellar Dispersions Emulsions Other Lipid Systems START Yes No No Yes High High Low Low High Suitable Molecular Shape? Inclusion Complexes Yes No Increasing drug polarity Low

  

Table 2 : List of marketed product based on nano-crystalline particles (

 2 [START_REF] Shegokar | Nanocrystals: Industrially feasible multifunctional formulation technology for poorly soluble actives[END_REF][START_REF] Möschwitzer | New method for the effective production of ultrafine drug nanocrystals[END_REF].

Table 3 : overview of various drug candidates in clinical trials

 3 

[START_REF] Shegokar | Nanocrystals: Industrially feasible multifunctional formulation technology for poorly soluble actives[END_REF]

.

Table 4 : Exponent to determine power draw as function of important parameters.

 4 and viscosity, stirrer diameter, beads filling ratio and beads diameter. The typical exponents to determine the power draw are gathered in Table4(137):
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	Reynolds Number

  , Q is the instantaneous flow rate,  is the viscosity

	Author	 p	 cd			p bc					regime	
	Nakayama	0.18 108/70		× × ( ) ×		(Eq. 82)		laminar	
	Kawaguchi			. -× × ⁄						
		0.18 128/126				×	⁄				turbulent	
							-⁄	× ( )					
	Phipps	0.50	1	× ⁄	×	⁄	-⁄	× ( )	⁄	(Eq. 84)	∈ [	;	]

⁄

(Eq. 83)

Table 5 : Expression of different pressure losses.

 5 

Table 6 : Physico-chemical properties of the API used for formulation engineering.

 6 The dispersant / wetting agents used for the investigation and their intended use in suspension stabilization are listed in the Appendix A. Several chemical categories were used (Cellulose derivatives, Povidones, Phospholipides, Poloxamers, PolyEthyleneGlycol and derivatives, Fatty Acids and Fatty acid Esters, SDS, sodium ployacrylate).

(*)

[P] 

is the partition coefficient between Octanol and water (**) measurement is performed using Blaine method (159).

Table 7 : Physico-chemical properties of the different APIs used for milling evaluation.
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		A	B	C	D	E	F	G
	Identificatio							
	n							
	Molecular	497.4 456.4 401.4	411.9	255.3	408.5	405.0
	weight							
	(g/mol)							
	Melting	156.7 241.6 183.0	240.0	166.0	183.7	92.7
	temperature							
	(°C)							
	Log P	6.90	4.75	4.1	2.90	2.90	> 5.70	2.50
	Water	0.200 0.025 7.100	10.000 5.300	3.500	15.000
	solubility							
	(µg/ml) at							
	neutral pH							
	(6.8)							

Table 8 : Associated formulation of each API.
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	1,2-distearoyl-sn-glycero-3-phosphoethanolamine-N-[maleimide(polyethylene glycol)-2000]
	(ammonium salt) (mPEG 2000 DSPE) having molecular weight of 2941.605 g/mol was
	purchased from Avanti ® Polar lipids USA.

Luvitec ® Polyvinylpyrrolidone (PVP K25 and K30 ) having a molecular weight of 25.000 and 30.000 g/mol, respectively. They were purchased from BASF (France). Sodium dodecyl sulfate (SDS) having molecular weight of 288.4 g/mol was purchased from Univar (France), Dioctyl' sulfosuccinate sodium salt (Sodium docusate) having molecular weight of 444.56 g/mol was purchased from Sigma-Aldrich ® , Poloxamer 188 (Pluronic ® F 68 NF Prill) having molecular weight of 8400 g/mol was purchased from BASF (France) and Maleimide.

Tube Powder Solution Solution Thermostatic Chamber Elevator Weighing scale

  

Computer 4.2.3.10.

(

  Johansson type: a symmetrically cut curved germanium (111) crystal) produces pure Cu Κ 1 radiation (= 1.54060 Ǻ). A thin layer of the product is deposited on a single-crystal silicon wafer, cut out according to Si (510) crystallographic orientation that, by systematic extinction, impedes any Bragg reflection. The angular range extends from 2 to 40° in 2, with a 0.02° step size in 2. A counting time 2500 seconds per step was used.

	This specific instrument configuration (reflexion mode) is highly responsive to crystallite
	preferred orientations effect, which is valuable information for this specific study as explained
	in the following paragraph.	
	4.2.3.16.	Contaminant residues
	4.2.3.	

16.1. Quantification of Stainless steel, Zirconium oxide and Silicon Nitride elements

  

Table 9

 9 

	Dispersant/wetting system Viscosity at 1000 s -1
	(mPas)	
	Phosal 50 PG	11
	Phospholipon 90G	12
	Lipoid S100	15
	Solutol HS15	2.8
	Vitamine E TPGS	4.5
	PVP	4.6
	SDS-PVP 30/70	3.6
	PVP/VA	4.0
	Montanox 80	2.3
	Gelucire 44/14	3.4
	Simulsol M49	2.8

summarizes the rheology results of various dispersants. Suspensions with viscosity greater than 10 mPas at high shear rate of 1000 s -1 were excluded from further evaluation. In fact, we have demonstrated that milling a suspension at different viscosity leads to the following observation: higher the viscosity of the suspension, slower is the milling kinetic (data shown in section 5.2.2.1.1.3). This may impact the productivity at industrial scale.

From this step, the suspensions made of Phosal ® 50 PG, Phospholipon ® 90 and Lipoid ® S100 were excluded.

Table 9 : Summary of rheological results for different dispersant / wetting agents. 5.1.2.1.3.2. Step #1.3b: Assessment of milling ability using high shear mill (Nano-mill® 01 milling system)
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Table 10

 10 

	NaCl	concentration	Rate of flocculation; k (s -1 )	Stability ratio; W
	(M)			
	3.03		3.00 10 -11	1.00
	2.51		1.00 10 -11	3.00
	2.00		1.00 10 -11	3.00
	1.50		5.00 10 -12	6.00
	1.01		3.00 10 -12	10.00
	0.75		2.00 10 -12	15.00
	0.50		9.00 10 -13	33.00
	0.25		1.00 10 -13	300.00

Table 10 : Rate of flocculation and stability ratio as function of salt concentration.
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The plots of W versus log C (electrolyte concentration) gives a rough estimate of the C.C.C of NaCl for the system (see Figure

71

Table 11 : pH values before and after milling at ambient temperature.
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Table 13 : Viscosities of aliquot suspensions used for studying the impact of suspension viscosity on implicit specific surface area (6/d 50 ).
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Table 14 : Hydrodynamic calculation for HPH using different scales.
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Table 15 : Contaminant residues from HPH.
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	Suspension	Al
	Sample	(

Table 16 : Contaminant residues from bead mill.
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Table 17 : global comparison between HPH and bead mill
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Table 18 : Comparison of bead milling results to those published in the literature.
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6/d 50 (1/µm) (Effective milling duration/tau) Beads mill: Stirred pin mill 5% 10% 20% 30% 40%

  

						n* vs API loading
				1,6		
				Induction index (n)	0,00	0,20	0,40	0,60	Stirred pin mill Labstar® Stirred annular mill Nanomill 01®
						API loading (%)
	60,00					
	50,00					
	40,00					
	30,00					
	20,00					
	10,00					
	0,00					
	0,00	2,00	4,00	6,00	8,00	10,00

(Effective milling duration)/tau Bead milling: stirred annular mill

  

			60,0000000	
	22% 35% 49% 64% 82%	6/d 50 (1	0,0000000 10,0000000 20,0000000 30,0000000 40,0000000 50,0000000	
			0,000	2,000	4,000	6,000

/µm) (Effective milling duration)/ tau Bead milling: stirred pin mill 22% 49% 64% 82% 90%

  

Table 21
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	k an	523
	x'	-1,8
	z'	2.4
	k p1	21.3
	y'	-2.0
	w'	-3.9
	k p2	145
	k p3	13

Table 21 : Model parameters.

 21 

  The designed suspension was found significantly robust under various conditions, such as ionic strength, shear rate, wetting/dispersant agent desorption by dilution, temperature and pH;oThe developed approach can be considered as useful methodology to be applied in the frame fast to clinical evaluation of any API by achieving both time effectiveness and scientific rationale.

	This research work was focused on the formulation and the process engineering of nano-
	crystalline suspensions. The key conclusions of this work are as follows:
		Formulation engineering
		o	Using a combination of empirical and colloidal-interfacial fundamental approach
			based on milling-ability, wettability and electro-steric repulsion, we were able to
			select an optimum wetting/dispersant agent achieving high colloidal stability.
		o

Acknowledgments

Objectives

Chapter 3 : Thesis objectives

Abstract

Abstract in French (Résumé)

Thesis objectives

Two technologies are currently used in the pharmaceutical industry for the production of nano-crystalline suspensions: bead milling and high pressure homogenization. The suspensions produced are nanosized particles covered with a stabilizer. The milling principles of both technologies are completely different. Bead milling relies on high energy and shear forces generated by the collisions of milling media which stress solid active pharmaceutical ingredients (APIs) and provide the energy necessary to break the APIs. In contrast, the fracture of API particles by high pressure homogenization is brought by cavitation, high-shear forces and collision of the particles against each other. The selection of suitable technology for the production of nano-crystalline suspension depends on a number of questions about the quality of produced nano-suspension by both technologies such as:

(i) How does the technology impact the formation and stability of nano-suspensions, hence their overall performance?

(ii) How does the physical stability of the particles differ when using the same API in both technologies?

(iii) How are the particle size distribution and shape impacted by used technology?

(iv) Which technology is easily scale-able, providing little batch-to-batch variation?

(v) How sensitive is the technology towards generation of residues of the milling media in the final product due to erosion?

(vi) How does the crystal structure or amorphization of the nano-particles change when using both technologies?

(vii) Are the technologies sufficiently reliable, robust and compliant with pharmaceutical regulations for the production of pharmaceutical suspension that can be used for different delivery systems?

The work described in this thesis was designed to address some of these questions, and focused on the following:

(i) Development of Physical/-chemical methodology for stabilizers selection tacking into account the specificities of both technologies;

(ii) Systematic comparison of both technologies and evaluation of the effect of the processing method and stabilizer suitability on nano-suspension preparation and stability. For that purpose a study will be conducted to evaluate the impact of Where, m total , m sp , ρ, V and r are the total mass of the particles, the mass of single particle, the density of particle, the volume of single particle and particle radius, respectively.

Plots of n 0 /n t versus time (t) shown in Figure 70 where n 0 is the number of initial particles and n t is the number of particles at time t. Plots of n 0 /n t versus time (t) are linear indicating that the process of flocculation follows a second order kinetic. 

Stabilizer type

As the formulation is designed in the rich domain no impact on the milling kinetic and the final diameter

No published data was found

Carrier viscosity

Gap length -0,33 Shear rate -0,7 Power density -0,33 Milling kinetic  0,33

No published data was found

Pressure

Gap length Pressure -0,49 Shear ratePressure 0,6 Power densityPressure 1,23 Milling kinetic P 2,6 No published data was found No published data was found

Valve material

Scaling-up

Power density is the invariant parameter in milling process

No published data was found The specific surface area is proportional to surface unit divided by mass. It can be described by the Eq. A1:

= Eq. A1

The Eq. A1 can be described by the Eq. A2 = *

Eq. A2

If we assume that the particles are in the shape of spheres, the Eq. A2 can be written as following:

Where r is the particles radius, d is the particles diameter and ρ is the particles density.

Therefore, if the main diameter of the particle size distribution is used, the Eq. A3 can be written as following:

= * ~ Eq. A4 

Long abstract in French
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Stabilization and comparison of manufacturing technologies for production of nanocrystalline suspensions

The small particle size of nano-crystalline suspension increases the bioavailability of water insoluble drug and facilitates their direct injection into the systemic circulation as particles. However, this small particle size can be responsible for their physical instability during storage and/or administration. The main challenges related to the production of nanocrystalline suspensions are to select the best stabilizer agent to ensure process-ability and to stabilize the API. Moreover, it is necessary to select the suitable technology for the suspension manufacturing taken into account the industrial constraints (scale-down/scale-up, process robustness and equipment reliability). The present thesis is focused on the formulation and the process development of nano-crystalline suspension. For the formulation part, we described a systematic approach to select optimum stabilizer for the preparation of nanosuspensions of given drug. The stabilizer can be either a dispersant or a combination of dispersant and wetting agents. The proposed screening method is a fast and efficient way to investigate a large number of stabilizers based on the principles of physical-chemistry and employs a stepwise approach. The methodology has been divided in two main parts; the first part focused on qualitative screening with the objective of selecting the appropriate candidate(s) for further investigations. The second part discussed quantitative screening with the objective of optimizing the ratio and the amount of wetting and dispersing agents. The results clearly showed that SDS/PVP as wetting/dispersing 40/60% (w/w) at a total concentration of 1.2% was the optimum stabilizer composition, at which the resulting nanosuspensions were stable at room temperature. Furthermore, the formulation robustness was assessed by measuring the rate of perikinetic, orthokinetic aggregation rate as a function of ionic strength (using NaCl), temperature and of pH variation. The results show that using the SDS/PVP mixture, the critical coagulation concentration is about five times higher than that observed in the literature for suspension colloidaly stable at high concentration. The nanosuspension was also found to be very stable at different pH conditions. Desorption test confirmed the high affinity between API and wetting/dispersing agent. However, the suspension undergoes aggregation at high temperature due to desorption of the wetting/dispersing agent and disaggregation of SDS micelles. Furthermore, aggregation occurs at very high shear rate by overcoming the energy barrier responsible for colloidal stability of the system. With respect to process engineering, a technological comparison (high pressure homogenization (HPH) versus bead milling) for the manufacturing of nanosuspension was carried out in terms of impact of suspension formulation, process parameters and technological configuration on the physical quality of the produced suspension. In addition both technologies were compared in terms of their robustness and their compliance to pharmaceutical regulations. The main findings are that, insofar the formulation is sufficiently robust and stable, both technologies are suitable for processing nano-crystalline suspensions. Bead milling is more powerful than HPH. It leads to a limit of milling (d 50 ) lower than that obtained with HPH (100 vs 200 nm). In addition, for both technologies, one can observe that regardless, the process parameters used for milling and the scale, the relationship of d 90 versus d 50 could be described by a unique master curve (technology signature of milling pathway) outlining that the HPH leads to a tighten particle size distributions. Finally, a modelling approach based on adapted Tanka and Chodakov's equation was proposed for modelling the milling kinetic. The generated model provides an accurate fit of milling kinetic, to predict and to simulate the milling manufacturing process Key words: Suspension; Nanocrystalline; Milling; Stabilization; Formulation; Homogenisation; Solubility.