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Introduction

One of the major challenges in the eld of sustainable energies is to increase the length of wind turbine blades. A lightweight design is needed in order to ensure the energy protability. Therefore, the wind turbine industry has been interested for decades in introducing structural composites parts in their products. In this context, the objective of the company CANOE is to produce composite structural large parts at reduced cost.

Liquid Composite Molding (LCM) processes are now commonly used to manufacture structural composites parts. During these processes, dry brous reinforcements are impregnated with a reactive low-viscosity resin. The latter will become, after polymerization, the matrix of organic composite materials. The brous reinforcement is usually viewed as a porous continuous material: the bers, which are the constitutive elements, are separated by open pores. Quasi-unidirectional non-crimp fabric (quasi-UD NCF), usually used for structural applications in the wind turbine industry, are considered as dual-scale porous materials: the size of the pores are characterized by two distinct characteristic lengths (the rst one associated to micro-pores inside tows and the second for the meso-pores located between tows). The impregnation of this dual-scale porous material conditions the quality as well as the lling time of nal composite parts.

For the manufacturing of large composite parts (as wind turbine blades for instance), the infusion process is competitive on both mechanical and cost aspects. It is a closed mold composite process, where the bottom side of the mold is solid, and the top side is a vacuum bag. Because the vacuum bag is exible, local compaction state of the porous fabric preform can easily be modied. In the infusion process, rst the application of vacuum on the dry and compliant brous plies induces a thickness decrease of the brous preform. During the lling stage, the stress experienced by the brous reinforcement decreases when the uid ows inside the deformable cavity, as described by Terzaghi's theory. Then, in the saturated area of the part, far behind the ow front, a thickness rise of the fabrics is experimentally observed [START_REF] Tackitt | Experimental study of thickness gradient formation in the vartm process[END_REF], [START_REF] Yenilmez | Variation of part thickness and compaction pressure in vacuum infusion process[END_REF], [START_REF] Yang | Compaction behavior and part thickness variation in vacuum infusion molding process[END_REF]. The gradient of the resin pressure eld generates an unloading on the saturated brous plies. The transient macroscopic thickness increase has been extensively studied at the macroscopic scale but the microscopic evolutions of the inter-tow channels (meso-pores) and tows of a given fabric have not been investigated. New experimental devices are now commonly employed to observe the ber reorganization inside a tow during the infusion process, near the ow front. Vilà et al. [START_REF] Vilà | An in situ investigation of microscopic infusion and void transport during vacuum-assisted inltration by means of X-ray computed tomography[END_REF] and Larson et al. [START_REF] Larson | Insights from in-situ X-ray computed tomography during axial impregnation of unidirectional ber beds[END_REF] used X-ray Computed Tomography (XCT) to record a given tow under dry, transient or saturated states; their results show ber and porosity movements between these states and also highlight an impact on the tow permeability. At the upper scale, very few studies have investigated the tow's movement and swelling inside a fab-1 ric: for instance, Francucci et al. [START_REF] Francucci | Study of saturated and unsaturated permeability in natural ber fabrics[END_REF], [START_REF] Nguyen | Permeability of natural ber reinforcement for liquid composite molding processes[END_REF] showed that, for natural ber fabrics, the uid absorption and swelling reduce permeability. However, the impact of the meso-pores distribution, size and location on the global in-plane permeability of fabric is acknowledged [START_REF] Salvatori | Permeability and capillary eects in a channel-wise non-crimp fabric[END_REF], [START_REF] Caglar | Permeability of textile fabrics with spherical inclusions[END_REF], [START_REF] Syerko | A numerical approach to design dual-scale porosity composite reinforcements with enhanced permeability[END_REF]. The global ber volume fraction is a rst-order descriptor of the heterogeneous media and cannot capture all the geometric features of the dual-scale brous medium that inuence the 3D connectivity of ows.

The aim of the rst chapter is thus to characterize experimentally the microstructural evolution of the quasi-UD NCF during the infusion process and to quantify its impact on the in-plane permeability, which appears as a relevant macroscopic parameter.

New experimental setups will be developed to identify the ow-induced movement and deformation of tows within the fabric.

From an industrial standpoint, it is of great interest to quantify the lling time of composite parts. A simulation-based approach is recognized as a convenient and cost-eective way to predict the lling time in large components. To the authors knowledge, few numerical works [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF], [START_REF] Wolfrath | Unsaturated ow in compressible bre preforms[END_REF], [START_REF] Bayldon | Flow modeling of the VARTM process including progressive saturation eects[END_REF], [START_REF] Rouhi | Modeling of coupled dual-scale owdeformation processes in composites manufacturing[END_REF] are devoted to simulate the dual-scale ow (occurring in a quasi-UD NCF) inside a bidisperse brous reinforcement that deforms during its lling (occurring during the infusion process). Moreover, in these numerical studies, authors assume that the brous preform is a continuous medium with a varying permeability, and usually Kozeny-Carman [START_REF] Carman | Fluid ow through granular beds[END_REF] and Gebart [START_REF] Gebart | Permeability of unidirectional reinforcements for RTM[END_REF] models are employed to predict the permeability evolution versus the global ber volume fraction. These models describe macroscopically the permeability evolution but they do not rely on the actual redistribution of inter-tow and intra-tow pores.

Therefore, the aim of the second chapter is to build a numerical tool that simulates the dual-scale ow in a bidisperse deformable porous media. Once implemented, this simulation tool will be used to investigate the inuence of the ow-induced microstructural reorganization (occurring during the infusion process) on the lling time.

Finally, the unloading behavior of the brous reinforcement is modeled by very few authors [START_REF] Comas-Cardona | Unidirectional compression of bre reinforcements. part 1: A non-linear elastic-plastic behaviour[END_REF] and is mostly taken into account in simulation tools by using macroscopic compressive loading models. For instance, Gutowski model [START_REF] Gutowski | The consolidation of laminate composites[END_REF] is employed by Acheson et al. [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF], Robitaille [START_REF] Robitaille | Compaction of textile reinforcements for composites manufacturing[END_REF] model is used by Correia et al. in their simulation work [START_REF] Correia | Analysis of the vacuum infusion moulding process: I. analytical formulation[END_REF] and a Neo-Hooken hyperelastic material has been selected by Rouhi et al. [START_REF] Rouhi | Modeling of coupled dual-scale owdeformation processes in composites manufacturing[END_REF]. Therefore, it is of interest to quantify the mechanical behavior of a single tow and of a single ply during the main stages of the infusion process (dry loading and saturated unloading), in order to improve the existing models commonly implemented in simulation tools.

The aim of the third and last chapter is thus to characterize the 3D mechanical behavior of a single tow and of a single ply subjected to dry loading and saturated unloading stages. A rst 3D model will be proposed to reproduce the tow behavior during the dry loading phase.

The main results obtained in this study will be summarized at the end of the manuscript, and perspectives will be proposed and discussed.

CHAPTER I Experimental investigation of the decompaction phenomenon at macroscopic and mesoscopic scales 1 Introduction

As reviewed in the introduction, brous reinforcements manufactured with the infusion process can undergo a decompaction during their lling due to the vacuum bag exibility.

The macroscopic thickness can be 15% higher near the uid inlet than near the vacuum vent. When dual-scale fabrics are considered, the size and the spatial distribution of intra-tow and inter-tow pores drives the uid velocity and the global saturation, as a delayed impregnation of tows is occurring. In this context, it is thus of interest to investigate the impact of the decompaction phenomenon at both macroscopic (stack)

and mesoscopic (tow) scales. Therefore, new experimental methodologies and setups are implemented to quantify this impact: at meso-scale, a rst quantication of the evolution of a same brous microstructure under several ow-induced compaction states is proposed.

The main idea of the developed experimental procedure is to record 3D images of a same microstructure at dry state under vacuum (before the infusion) and at saturated state under vacuum (after the infusion). To implement this procedure, a setup is designed to realize in situ downsized infusion inside the X-ray CT device. In this chapter, the objectives are two-folds:

validate the ability of the downsized setup and the methodology to reproduce the decompaction phenomenon inside the constrained area of the X-ray CT device, investigate the inuence of the ow-induced decompaction on the tows and intertow channels morphological evolution inside the brous reinforcement microstructure.

First, the decompaction phenomenon is experimentally investigated at macroscopic scale (refered as Macro-scale), using a setup inspired from Yenilmez et al. [START_REF] Yenilmez | Variation of part thickness and compaction pressure in vacuum infusion process[END_REF]. The results obtained are used to validate the ability of the downsized setup (named Macro-meso-scale setup) to reproduce the decompaction phenomenon. This Macro-meso-scale approach gives rst trends of the decompaction at mesoscopic scale. A slighlty dierent downsized setup (named Meso-scale setup) is validated at macro-scale and used to propose a deeper investigation of the microstructure displacement (tows displacement) and the In this study, a dual-scale porosity brous reinforcement that gives rise to measurable decompaction is selected. To investigate the decompaction phenomenon at both macroand meso-scale, the fabric is impregnated with a model uid, during the VARTM process.

The references of the fabric, the uid and the consumables are presented hereafter.

Textile

The quasi-unidirectional non-crimp fabrics (quasi-UD NCF) selected for the study are 

Model uids

Glycerol is a viscous uid (C 3 H 8 O 2 ) with a viscosity of 1.41 P a.s at 20°C . For this study, Technical Glycerol from VWR is used in dilution with 5% of distilled water to obtain a viscosity of 0.3 P a.s at 25°C .

Consumables supplies

To ensure the stability of the developed setups, both rigid and exible pipes are used.

The rigid polyamide pipes 1025P08 of 6 mm inner diameter are provided by Legris and the exible rubber pipes GSR from Saint Gobain have the same inner diameter. To seal the cavity, the bagging lm PA205, 50 µm thick, and the soft tackytape LSM7000, 3 mm thick, are both provided by Diatex. The draining material OM70 from Diatex drives the uid from the uid inlet to the brous reinforcement. A non woven breather felt RC 3000-10 AB 10 made of polyester bers, commercialized by Cytec, drives the vacuum from the vent to the brous reinforcement.

Macroscopic scale investigation: setup and methods

In this section, a Macro-scale setup inspired from Yenilmez et al. [START_REF] Yenilmez | Variation of part thickness and compaction pressure in vacuum infusion process[END_REF] is presented. The principle is to lay down dual-scale fabrics into a cavity closed with a exible vacuum bag and to measure the vacuum bag displacement between the dry state (before the infusion process) and the saturated state (after the infusion process).

Experimental principle

A controlled level of vacuum (60 mbar abs) is applied in a cavity where plies of quasi- 

Proposed setup

To implement this experimental procedure, the Macro-scale setup is developed to allow large scale infusion while monitoring the vacuum bag displacement. The setup is composed of an acquisition equipment (a confocal chromatic scanner described in 3.3) and an infusion setup. A schematic view of the setup is shown in Figure I.5 and details about the infusion setup are given hereafter.

Dimensions

To hold the brous reinforcement, a PVC plate is designed with respect to the acquisition system constraints and to get an infusion process that best mimics the industrial scale.

Table I.1 presents the dimensions of the designed PVC plate and the corresponding dimensions of the quasi-UD NCF.

Pipe lengths and diameters are selected to ensure sucient ow rate inside the brous reinforcement, as recommended by Deleglise et al. [START_REF] Deléglise | Solution to lling time prediction issues for constant pressure driven injection in RTM[END_REF].

Boundary conditions, edge eects and bagging strategy

If the stack thickness is too high compared to planar dimensions, a high curvature radius locally modies the thickness (Figure I.6), due to the limited stretch of the vacuum bag. This edge eect might aect the measurement of a representative decompaction phenomenon near the inlet of the considered sample. To limit the edge eects impact near the uid inlet and the vacuum vent (outlet), a specic bagging strategy is adopted. The same strategy is adopted near the outlet, where several plies of breathing material are laid down. For instance, for 9 plies of the quasi-UD NCF (section 2.1), 12 plies of draining material, 4 plies of felt breather and 4 layers of tackytape are used.

Stability

During a prole acquisition, the support moves slowly along the X-axis (5 mm.s -1 ).

Nonetheless, high stability of the setup must be ensured during the experiment to compare a prole measured along the same X-line at dry state (Figure I.4a) and saturated state (Figure I.4d). Then, exible pipes are used to avoid spatial constraints, and the PVC plate is taped onto the moving support with a double-sided tape.

Injection equipment

All the infusions conducted during this study have been made using vacuum as driving force. The vacuum pump is a PC 3001 Vario Pro from Vacuubrand GmbH allowing an automatic control of the vacuum level thanks to the diaphragm pump motor speed 

The PVC plate thickness is sucient to avoid bending eect due to the pressure dierence between the upper side (vacuum)

and lower side (atmospheric pressure).

adjustment. The minimum vacuum value is 1.5 mbar (abs) and the maximal air ow rate is 2 m 3 .h -1 . 

Measurement and acquisition equipment

Confocal chromatography principle

A classical confocal scanner provides a sharp image for its unique focal plane and thus requires a vertical sweep to obtain the image of an object of variable thickness. Alternatively, the chromatic confocal scanner provides this image without any vertical sweep (during an acquisition, the optical pen has a stationary Z-position, previously dened by the operator). It is based on the control of chromatic aberration: as refractive index of lenses depends on wavelength, a white light source will result in several focal planes associated with each wavelength. The collected light is then analyzed: for each wavelength, a spectral analysis provides an intensity maximum, which is correlated to the Z-coordinate of the intersection point between the scanned object and the focal plane associated to the considered wavelength. Therefore, after a scan of the object surface, the altitudes are known. More details are presented in [START_REF] Courtney-Pratt | Microscope with enhanced depth of eld and 3-D capability[END_REF].

Acquisition parameters

Several optical pens for the confocal chromatic scanner are provided by STIL. The selected one for this study (CL4 CCS-Prima), with 7 µm lateral resolution, presents a Figure I.7: Bagging strategy adopted near the uid inlet to limit edge eects good compromise between a wide range of thickness acquisition (4000 µm) and a sucient thickness accuracy (0.2 µm). While the support is moving in the X-direction at 5 mm.s -1 , the optical pen records an intensity (and then an altitude) with a constant step of 5 µm. The acquisition software (Surface Map) also allows proles acquisition over time.

The acquisition of one Z-prole along the X-axis (e.g. Y constant) is considered representative of the overall decompaction (see section 4.2): the Y-displacement of the support is then not of interest in this experimental protocol.

Experimental protocol

The experimental protocol follows the steps presented in Figure I.9.

Macroscopic post-treatment

The raw data recorded by the Software Surface Map are .csv les where the altitude h(X)

is a vector of length N X (X ∈ [1, N X ]). For each X-position, the relative decompaction is dened by: ε macro (X) = Z saturated (X) -Z dry (X) Z dry (X)

(I.1)
where X is the normalized position (e.g X = x/L where x stands for the position in mm and L stands for the fabric length in mm), Z saturated and Z dry respectively stands for the altitude at the normalized position X during the saturated state and during the dry state. The post-treatment is automated with Matlab, and an example of raw data is illustrated in Figure I.10.

Macroscopic scale investigation: validation

In this section, results about the stack thickness variation between the dry and the saturated states (called macroscopic decompaction), obtained with the Macro-scale setup and methodology previously presented, are analyzed. In a rst part, the Macro-scale methodology using the confocal chromatic scanner is compared to literature works. Then, the 

Literature validation: general trends

The uid pressure gradient during the infusion process induces a thickness gradient when the part is lled up. Experimental studies are mainly focused on transient state, and present the thickness evolution of a localized spatial point over time. Tackitt et al [START_REF] Tackitt | Experimental study of thickness gradient formation in the vartm process[END_REF] work with several LVDT sensors to monitor the stack thickness evolution with the X-position ). Moreover, a step of decompaction (around 1.5 %) is observed near the vacuum vent: it could be justied by a delayed decompaction of the breather felt, not monitored here. Van Oosterom et al. [START_REF] Van Oosterom | Evaluation of a variety of vacuum assisted resin infusion processes[END_REF] report that such boundary conditions can impact drastically the thickness evolution.

These observations at the macroscopic scale match the ones by Tackitt et al. However, attention should be payed to the outlet felt breather behavior. A unique Z-prole acquisition is considered sucient to represent the overall macroscopic fabric decompaction.

Conclusion on macroscopic scale investigation

The developed Macro-scale approach has been validated with literature results: the proposed methods and setup reproduce the macroscopic decompaction phenomenon and the vacuum bag displacement is monitored. Nonetheless, with this approach, no mesoscopic information can be observed. Thus, novel setup and methods developed at a

Macro-meso-scale will be detailed in the next section. 

Proposed setup

To implement this experimental procedure, the Macro-meso-scale setup is developed to carry out downsized scale in situ infusion inside the X-ray CT-scan constrained area.

This setup is composed of the acquisition equipment (X-ray CT-scan described in 5. the X-ray source and detector remain stationary, but the overall infusion setup spins around X-axis during an acquisition. A really high stability of the infusion setup is essential to record sharp 3D images (details are given in section 5.2.3).

the inlet and outlet ttings, containing Nickel, induces streak artefacts on the nal images [START_REF] De Man | Reduction of metal streak artifacts in,x-ray computed tomography using a transmission maximum a posteriori algorithm[END_REF]. Then, ttings are positioned so as to remain out of the region of interest (ROI).

Dimensions

To hold the brous reinforcement, a PVC plate (whose attenuation coecient is low enough for an in situ CT-scan test) is designed with respect to the acquisition system constraints (Figure I.16). The dimensions of the designed PVC plate and the corresponding dimensions of the quasi-UD NCF are shown in Table I.2.

Pipe lengths and diameters are selected to ensure sucient ow rate inside the brous reinforcement, as recommanded by Deleglise et al. [START_REF] Deléglise | Solution to lling time prediction issues for constant pressure driven injection in RTM[END_REF].

Boundary conditions, edge eects and bagging strategy

As presented in section 3.2.2, several plies of draining material, felt breather and tackytape are laid down to limit the edge eects near the uid inlet and the vacuum vents.

Due to the limited width of the PVC plate, edge eects can still occur along the X-axis. 

Stability

The overall infusion setup spins around the X-axis very slowly (around 0.01 °/s) during an acquisition. Nonetheless, a really small movement of the setup (few µm) blurs the reconstructed 3D image. To ensure a high stability, exible pipes are used and carefully positioned before an acquisition to avoid twist. Moreover, a PVC support is taped onto the infusion setup. This PVC support is then placed on the X-ray CT-scan turntable, and plastercine is used to join them and to avoid vibrations.

Injection equipment

The vacuum pump from Vacuubrand presented in section 3.2.4 is also used for this experimental setup.

Measurement and acquisition equipment

An X-ray CT-scan device (Micro-XCT400 ) with the objective Macro70 from the company Xradia records the 3D images. The X-ray CT principle and the acquisition parameters selected in this study are detailed herefafter.

X-ray Computed Tomography principle

X-ray Computed Tomography (CT) is a non-destructive technique providing a quantitative visualization of features within bulky objects. An X-ray beam, provided by the source, is sent on a sample placed on a turntable; N R radiographs corresponding to N R angular positions of the sample are collected on a CCD detector. A commercial reconstruction software, mainly based on a weighted backprojection, takes as inputs the N R radiographs and computes the 3D distribution of the linear X-ray attenuation coecient µ within the sample. This attenuation coecient is directly linked to the photon energy provided by the source, the density and the atomic number of the investigated material. Then, when considering an in situ experiment, the user of X-ray CT techniques should be aware about materials used to design the setup. More details are presented in [START_REF] Buere | In situ experiments with x ray tomography: An attractive tool for experimental mechanics[END_REF].

Acquisition parameters

The chosen acquisition parameters relies on the expertise and know-how of the operator.

The parameters presented in this section are exactly the same for each acquisition to ease the post-treatment.

2323 images are recorded prior to the 3D reconstruction, from -110°to 110°(around the Z-axis), and each image is exposed to X-ray during 10 s. The X-ray source is placed 90 mm away from the sample, and the distance between the sample and the detector is 36.7 mm. In this conguration and for these parameters, the 3D image obtained has a region of interest (ROI) of 40 × 40 × 40 mm 3 and the resolution is 23.8 µm. To follow the experimental principle, two ROI are selected: the rst one near the uid inlet (inlet ROI), beginning at X = 0 (draining materials are visible on the rst slices), and the second one near the vacuum vents (outlet ROI), ending at X = 1 (breather felts are visible on the last slices).

Experimental protocol

The experimental protocol follows the steps presented in Figure I.18. At the end of the entire experiment, four 3D images are recorded: during the dry state at inlet and outlet ROIs and, for the same two ROIs, during the saturated state.

Macroscopic post-treatment

The post-treatment presented in this section is based on image processing. First, the image processing tools used and the particularity of 3D images are detailed. Then, a methodology to determine the stack thickness and decompaction is proposed at macroscale. The softwares ImageJ and Matlab are used to post-process these images. In order to automate the analysis, the plug-in MIJ [START_REF] Sage | Mij: Making interoperability between imagej and matlab possible[END_REF] controls ImageJ features with Matlab. The plug-in FeatureJ [START_REF] Meijering | FeatureJ: an ImageJ plugin suite for image feature extraction[END_REF], added to ImageJ is also used to detect edges of object in an image.

Macro-scale determination of decompaction percentage

For each 3D image acquired, the following analysis is performed.

Crop. First, the 3D image is manually cropped using ImageJ. This operation denes the same reference (at the left-bottom edge) for a slice at dry state or saturated state.

The error of this step is estimated less than 1.8% of the stack (error of 5 pixels over a stack of max. 300 pixels). The post-processing steps realized hereafter are identical for all the 3D images and are automated. The results are then presented for the 3D image recorded at the inlet ROI during the dry state.

Slice selection. 

ε CT (X, Y ) = Z saturated (X, Y ) -Z dry (X, Y ) Z dry (X, Y ) (I.2)
where Z saturated and Z dry respectively stands for the thickness of the stack estimated at the position X, along the Y-line, during the saturated and dry states.

Then, an average percentage of decompaction of the stack (Eq. I.3), and its corresponding standard deviation (Eq. I.4) can be dened as: :

ε CT (X) = j ε CT (X, j) n (I.3) σ ε CT (X) = j (ε CT (X, j) -ε CT (X)) 2 n (I.4)
where X is a xed X-location (e.g. corresponding to a slice in the YZ-plane), and j ∈ [1, n] as dened in the section 5.5.1.

All the post-treatment steps are summarized in Figure I.22.
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Macro-mesoscopic scale investigation: validation

In the previous section, novel setup and methods to monitor a same microstructure under several compaction states have been presented. In this section, the rst aim is to validate the ability of the downsized Macro-meso-scale setup to reproduce the macroscopic decompaction. Then, this downsized setup is used to validate the ability of the experimental protocol (using an X-ray CT-scan device) to capture the vacuum bag displacement, and the ability of the developed image post-treatment to compute the macroscopic decompaction. 6.1 Validation of the Macro-meso-scale setup with the confocal chromatic scanner

In this section, the experimental protocol detailed in Figure I.9 and validated in the section 4.1 is followed and applied to the Macro-meso-scale setup. First, the macroscopic decompaction trends using the Macro-meso-scale setup are compared to the one obtained with the Macro-scale setup. Then, the relaxation time of the fabrics in both dry and saturated states is investigated to prepare the Macro-meso-scale methods (using CT-scan acquisitions) validation. Finally, the tests repeatability is studied.

General trends

The main dierence between the Macro-scale setup and the Macro-meso-scale setup is the dimensions of the fabric laid down. For the Macro-scale case, the ow length in the quasi-UD fabric is 165 mm, and the fabric width is 190 mm (Table I.1); for the Macro-meso-scale case, the ow length is 90 mm and the width is 35 mm (Table I.2).

For the Macro-meso-scale setup, a special bagging strategy, described in the section 5.2.2 is adopted to limit the edge eects. ), the Macro-scale gradient shows more non-linearity than the Macro-mesoscale one. The limited length in the second case leads to reduce the bending of the tows in the ber direction (X-axis); it then tends to linearize the macroscopic decompaction gradient prole. When the ow length is adimensionalized, the thickness gradient evolution is comparable using both setups: the maximum decompaction near the uid inlet is around 9% and the minimum decompaction near the vacuum vent is around 1.5%.

These matching experimental trends validate the ability of the downsized

Macro-meso-scale setup to reproduce the decompaction phenonenon: the bagging strategy is ecient to limit the edge eects.

Fabric stabilization

Before the impregnation, 6 Z-proles are recorded during 1 h in order to quantify the dry fabric stabilization. After the impregnation, 4 Z-proles are recorded during 40 min in order to quantify the saturated fabric stabilization. These relaxation times of the fabrics are crucial to design the Macro-meso scale experimental protocol (with the CT-scan device): to obtain sharp 3D images, even small relaxation movements should be limited.

To improve the quantication of the fabric stabilization, a spatial X-mean of the macroscopic decompaction (at saturated state) is dened as:

ε macro,saturated = X ε macro (X) N X (I.5)
where X is the X-position, X ∈ [1, N X ] as dened in the section 3.5 and ε macro (X) is dened in Eq. I.1.

To evaluate the dry fabric stabilization, a similar denition of a spatial X-mean is given by: ε macro,dry = X ε macro,dry (X)

N X (I.6)
where X, and N X are dened hereinbefore, and ε macro,dry (X) is dened as: ε macro,dry (X) = Z dry,0 (X) -Z dry,t (X) Z dry,t (X)

(I.7)
where Z dry,0 and Z dry,t stands for the vacuum bag altitude at the position X, respectively at the beginning of the dry state (t =0) and during the dry state (t ).

During the dry state, the fabric thickness evolution with X-position is chaotic and leads The quasi-UD fabric is stabilized after 1 h under vacuum at dry state and is also stabilized after 1 h under vacuum during the saturated state, while the uid ow is maintained. As presented in the section 5.4, the ROIs are recorded at the end of the dry state (e.g.

1 h after the vacuum level being settled) and at the end of the saturated state (e.g. 1 h

after the fully-impregnation of fabrics). With the previous results, it means that from a stack to another, the decompaction gradient computed with the Macro-meso-scale setup and methodology should be similar. 6.2 Validation of the Macro-meso-scale methodology (X-ray CTscan device)

In the previous section, the macroscopic decompaction phenomenon has been reproduced

with the Macro-meso-scale down-sided setup and measured using the chromatic confocal scanner. Besides, the stabilization of the fabrics has been quantied. The objective of this section is to study the ability of the Macro-meso-scale methodology using an Xray CT-scan device to monitor the macroscopic decompaction. First, the sharpness of the 3D images obtained, which is directly linked to the setup stability and the fabric stabilization, is investigated. Then, the macroscopic decompaction is computed using the post-treatment summarized in Figure I.22 and compared to the one obtained with the Macro-scale approach.

Stability

The sharpness of the 3D images obtained is directly linked to:

the limited movement of the fabric stack during the acquisition (8 h), the stability of the global setup during the acquisition (turntable spining). The trends obtained are really similar: the maximum macroscopic decompaction, near the uid inlet, is around 9% and the minimum near the vacuum vent is around 1% with all the methodologies used. Thus, performing the infusion vertically, with a downsized setup and for long acquisition duration inside the X-ray CT-scan device does not impact The specic bagging strategy is ecient to limit the edge eects: the decompaction phenomenon occurring during the infusion process is reproduced at a downsized scale. Moreover, the X-ray CT-scan device, despite its long acquisition duration and the infusion verticality, is able to measure the decompaction phenomenon: the experimental methodology and the vacuum bag detection algorithm are then ecient to quantify it.

Conclusion on macro-mesoscopic investigation

The Macro-meso-scale setup has been validated by using the chromatic confocal scanner to measure the vacuum bag displacement. This downsized setup, with a bagging strategy limiting the edge eects, reproduces the macroscopic decompaction happening at larger scale. Besides, the developed experimental protocol to monitor a same microstructure at dry and saturated states (with an X-ray CT-scan) is ecient to detect the vacuum bag displacement.

3D images of a same microstructure at dry and saturated states might provide a rst mesoscopic investigation of the decompaction phenomenon: post-treatment methods and results will be detailed in the next section. In this section, methods and results about a rst investigation of the brous microstructure evolution due to the ow-induced decompaction are detailed. First, dierent mesoscopic post-treatments, based on image matching and image processing, are presented.

Then, the associated results, mainly concerning microstructure displacement and tow deformation, will be discussed.

Mesoscopic scale post-treatment

In this section, a visualization of the microstructure evolution between the dry and the saturated states is proposed and an algorithm of image matching is presented to compute the microstructure displacement. Then, a methodology to determine tows boundaries and then tows area evolution between the dry and the saturated state is detailed. Finally, a method based on 3D-thresholding is proposed to quantify the inter-tow channels volume evolution. In the overall manuscript, the terms channels as well as inter-tow channels will designate the same entity which are the gaps located in between the tows. Besides, Thirion et al. [START_REF] Thirion | Image matching as a diusion process : an analogy with maxwell's demons[END_REF] proposes an algorithm to match two images and highlights its eciency when an object in the reference image (R) is overlapping the same object in the image to be registered (D). 

Tow detection

The 3D images are reconstructed as presented in section 5. 

GLc k (v) = min k-50→k+50 GL k (v) (I.9)
where GLc k is the gray-level concatened image around the centered slice k (k -50 to k+50), v is the considered voxel, GL k is the gray-level slice k. Applying an edge detection to these concatened images enhance drastically the detection of tows boundaries: this point is detailed hereafter.

The following steps, designed to detect tow boundaries, are presented for two 100-slicesconcatened images extracted at the same centered X-position in the inlet ROI at dry (Figure I.33a) and saturated states.

Edge detection. The Matlab fonction edge with Canny lter is used to compute the gray-level gradient in the considered images. To keep the signicant edges, a unique Remove burrs and connected tows. Some tows are still connected, mainly due to the closing boundaries action. To remove this burr, each white voxel that is not located inside a 4 white pixels square is turned to black. Centroid association. At dry state, the coordinates of each tow centroid are computed.

Then, with the help of the Thirion algorithm presented in section 7.1.1, the global eld displacement between the dry and the saturated states is used to associate automatically the previous computed tow centroid to the corresponding saturated tow. Some tows can remain unassociated (e.g. a saturated tow without its corresponding dry or the reverse) and are automatically removed. Nonetheless, in the zoomed views, tow detection seems unaccurate: this limitation is due to the resolution of the raw images, which is not sucient to detect properly the tows boundaries. A rst quantitative approach is still proposed to compare the tows area between the dry and the saturated states. First, the percentage of decompaction for each tow is dened using tow area: α CT meso (X, tow) = A saturated (X, tow) -A dry (X, tow) A dry (X, tow)

(I.10)
where A saturated and A dry respectively stands for the area of a single tow computed at the position X during the saturated and the dry states.

Then, an average percentage of decompaction of all the detected tows (Eq. I.11), and its corresponding standard deviation (Eq. I.12) can be dened as: :

α CT meso (X) = Ntow l=1 α CT meso (X, l) N tow (I.11) σ α CT meso (X) = Ntow l=1 (α CT meso (X, l)) -α CT meso (X)) 2 N tow (I.12)
where X is a xed X-location (e.g. corresponding to a slice in the YZ-plane), l is the considered tow and N tow is the total number of detected tows at X-position.

Inter-tow channels detection

A substack of 100 slices (a slice is in the YZ-plane) is selected inside the inlet ROI to present the following post-processing. For each slice, at dry state, a region (R) is 

Mesoscopic scale results

In the previous subsection, rst tools to investigate the decompaction at the mesoscopic scale have been presented. In this subsection, the results obtained with these tools are detailed and analyzed. First, the displacement of the overall microstructure between the dry and the saturated state is provided near the uid inlet location (X=0.1) and near the vacuum vent location (X=0.8). Then, a tow decompaction, based on the tows area evolution between the dry and the saturated states, is computed along the X-axis (uid ow direction) and compared to the macroscopic decompaction, based on the vacuum bag displacement. Finally, the inter-tow channels volume evolution between the dry and the saturated states is analyzed.

Microstructure displacement

The Thirion algorithm is applied to two slices (YZ-plane) located near the uid inlet at X=0.1: the rst slice has been recorded during the dry state (named (ID) as inlet dry)

and the second one, a the same location, during the saturated state (named (IS) as inlet saturated). (ID) is considered as the reference image (R), and (IS) is the image that will be deformed to match the reference one (D to D'). The same analysis is applied to for two slices located near the vacuum vent (X=0.8).

Again, the reference image is the one corresponding to the dry state and the image to be matched corresponds to the saturated state. At this location, the macroscopic decompaction is 0.9 ± 0. 

Evolution of tows area

The proposed quantication of tows area evolution between the dry and the saturated states revealed some limitations due to the resolution of the recorded images (Figure I.34).

A global trend of tows area evolution is still observed (Figure I.38b): a gradient of tows area with the X-position is highlighted. Near the uid inlet (X=0.1), the macroscopic vertical decompaction is 6.8 ± 0.6 % (Figure I.38a), while the tows area decompaction is 6.9 ± 2.5 %. Near the vacuum vent (X=0.9), the macroscopic vertical decompaction is 0.2 ± 0.8 % and the corresponding tows area decompaction is 1.1 ± 1.9 % .

High standard values are computed for the evolution of tows area due to the limited resolution of the images. Besides, comparing a vertical decompaction (macroscopic scale)

to an area decompaction (mesoscopic scale) cannot provide further information about an overall microstructure reoganization due to the decompaction. In order to overcome this issue, adapted Meso-scale setup and methods are designed (described in section 8)

to provide a deeper mesoscopic scale analysis (detailed in section 9). A rst mesoscopic analysis is provided: a gradient of tows area decompaction with the X-position (uid ow direction) is highlighted. As this analysis is limited due to the images resolution, a deeper mesoscopic investigation is presented in sections 8 and 9.

Evolution of inter-tow channels volume

The proposed 3D-thresholding approach to compute the volume of inter-tow channels is applied to several substacks at two specic locations: a substack composed of 100 slices centered around an X-position near the uid inlet (X=0. Quantitative approach. The corresponding percentage of inter-tow channels is computed in the four cases (X=0.1 at dry and saturated states, X=0.8 at dry and saturated states) and the threshold is setted at 3 several values to estimate its inuence on the analysis. Results are summarized in Table I.4 and a visualization of the threshold impact on the obtained microstructure is given in Figure I.40. For a given threshold value and for both locations, the volume of inter-tow channels (in % with respect to the entire volume of the substack) is not evolving between the dry and the saturated state. Nonetheless, for a given location and state, the threshold value is impacting drastically the percentage of detected inter-tow channels.

These results are in good agreement with the conclusion drawn in the previous subsection: a global trend might be highlighted (channels volume seem not impacted by the ow-induced decompaction) but a deeper analysis is needed to consolidate this rst investigation. 

Conclusion on rst mesoscopic scale investigation

The 3D images of a same brous microstructure at dry and saturated states provide a rst mesoscopic investigation of the decompaction phenomenon. First, it has been highlighted that the microstructure displacement, occuring near the uid inlet, is quite linear within the stack thickness: tows located near the vacuum bag undergo the highest vertical displacement while the ones located near the mold (PVC plate) remain static.

Besides, a rst quantication of both tows and channels deformation is provided: tows area are evolving linearly with the X-position (X being the uid ow direction) due to the decompaction phenomenon, while channels volume seem to remain unchanged. These tows and channels deformation need a further investigation: results obtained are limited by the image resolution. Then, a new Meso-scale setup, that could provide higher image resolution while reproducing the decompaction phenomenon, has been designed and is described in the following section.
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Deeper mesoscopic scale investigation: setup and methods

In this section, a Meso-scale setup is described. The approach is identical to the one presented in section 5: dual-scale fabrics are laid down into a cavity closed with a exible vacuum bag, and the vacuum bag displacement between the dry and the saturated states, due to the decompaction phenomenon, is monitored with an X-ray CT-scan device.

First tools and algorithms to visualize the decompaction phenomenon at the mesoscopic scale has been presented in section 7.1. A better resolution is needed to quanty the microstructure evolution between the dry and the saturated state. The improved setup (Meso-scale setup) and the post-treatment developed to allow a deeper quantication of tows displacements and deformations at mesoscopic scale are detailed in this section.

Experimental principle

The experimental principle is identical to the one described in section 5.1.

Proposed setup

The Meso-scale setup is almost identical to the Macro-meso-scale setup. The only difference lies in its dimensions, that allow novel position of the X-ray source and detector to enhance the nal 3D images resolution.

Dimensions

The PVC plate holding the brous reinforcement, shown in Figure I.41, is designed to respect new constraints of the acquisition system (Table I.4).

Boundary conditions, edge eects and bagging strategy

The bagging strategy and boundary conditions presented in section 5.2.2 are adopted to limit the edge eects in this Meso-scale setup. 

Stability

A PVC support is taped onto the infusion setup and then placed on the X-ray CTscan turntable. As presented in section 5.2.3, pipes are carefully positioned prior to the acquisition.

Injection equipment

The vacuum pump from Vacuubrand presented in section 3.2.4 is also used for this experimental protocol.

Measurement and acquisition equipment

The CT-scan presented in section 5.3 is used to record the 3D images. The same operator as in section 5.3.2 proposed the following parameters to obtain the best resolution and contrast allowed with the Meso-scale setup.

1947 images are recorded prior to the 3D reconstruction, from -98°to 98°(around the X-axis), and each image is exposed to X-ray during 20 s. The X-ray source is placed 65 mm away from the sample, and the distance between the sample and the detector is 23 mm. In this conguration and for these parameters, the 3D image obtained has a region of interest (ROI) of 19 × 19 × 19 mm 3 and the resolution is 10.6 µm. To follow the experimental principle, two ROI are selected: the rst one is near the uid inlet (inlet ROI), beginning at X = 0 (draining materials are visible on the rst slices), and the second one is near the vacuum vents (outlet ROI), ending at X = 1 (breather felts are visible on the last slices).

Experimental protocol

To record 3D images of the inlet and outlet ROIs during the dry and the saturated states, the experimental protocol presented in Figure I.18 is adopted. The only dierence lays in the duration of one CT-scan acquisition: due to the new acquisition parameters, the duration is 12 h instead of 8 h.

Post-treatment

The post-treatment presented in this section is based on image processing at mesoscopic scale. First, the algorithm of concatenation presented in the section 7.1.2, which ease the tows boundaries detection, is applied to the recorded images. Then, a methodology to determine tows areas in both dry and saturated states and then tows decompaction is proposed.

Image concatenation

The image concatenation presented in the section 7. Suppression of non associated tows. The algorithm developed hereinbefore is not able to detect all the tows of the considered stack. Then, some tows remain unassociated (e.g. a saturated tow without its corresponding dry or the reverse) and are automatically removed.

Decompaction computation. Each tow area is computed and each dry tow is associated to its corresponding saturated tow. Then, the relative decompation of a tow is dened as:

α CT meso (X, tow) = A saturated (X, tow) -A dry (X, tow) A dry (X, tow) (I.13)
where A saturated and A dry respectively stands for the area of the tow computed at the position X during the saturated state and during the dry state.

A superposition of the tow at dry state and at saturated state provides also a visualization of tow deformation due to ow-induced decompaction. 

Deeper mesoscopic scale investigation: results

A novel downsized setup, called Meso-scale setup, has been described in the previous section: it allows the acquisition of 3D images with enhanced resolution (10 µm/voxel).

A validation of the Meso-scale setup is presented at the macroscopic scale in this section.

Then, a deep mesoscopic analysis is provided by post-processing the recorded images and ndings on microstructural reorganization due to the decompaction phenomenon are proposed. Finally, the inuence of this microstructural reoganization within a stack of quasi-UD NCF is evaluated at macroscopic scale throught permeability computation in the ow direction.

Validation of the Meso-scale setup and methodology

The two main dierences between the Macro-meso-scale and the Meso-scale approaches lay in the setup width dimensions (respectively 50 mm and 30 mm) and in the CTscan acquisition duration (respectively 8 h and 12 h). As in section 6.2, the objective is to quickly validate the Meso-scale setup and methodology. First, the sharpness of the 3D images obtained, directly linked to the setup stability, is investigated. Then, the localized macroscopic decompaction is computed and compared to the one obtained with the Macro-scale and the Macro-meso-scale approaches.

Stability

The sharpness of the images obtained with the Meso-scale setup and methodology is The trends obtained are similar: the maximum macroscopic decompaction, near the uid inlet, is around 8-9 % and the minimum near the vacuum vent is around 1% in all the techniques used. Again, with the Meso-scale approach, the gradient is expected to be linear with the X-axis (Figure I.46c). It should be noticed that the decompaction trend extracted from the outlet ROI is more chaotic: due to the really little movement between the dry and the saturated states (between 5 and 10 pixels), the computation of the decompaction percentage, based on image processing, is less accurate.

These results validate the ability of the Meso-scale methodology and setup to reproduce the macroscopic decompaction of a fabric inside the CT-scan device constrained area.

Microstructural reorganization due to the decompaction phenomenon

In this section, tow displacements and deformations are analyzed. First, as presented in section 7.2.1, the displacement of the overall microstructure between the dry and the saturated states is provided near the uid inlet location (X=0.04) and near the vacuum vent location (X=0.76). Then, tows deformation due to the ow-induced decompaction is studied on average and for singular tows. Finally, conclusions on microstructural reorganization for the considered quasi-UD NCF are provided.

Microstructure displacement

The Thirion algorithm, presented in the section 7.1.1, is applied to two slices (YZ-plane) located near the uid inlet (X=0.04). The rst slice has been recorded during the dry state, and is considered as the reference image (R); the second one has been recorded

during the saturated state and is considered as the image that will be deformed to match the reference (D to D'). Again, an homogenenous horizontal displacement around -5 pixels is observed: it could be due to the error made while choosing manually the reference between the dry and the saturated ROIs (see "Crop" in the section 5.5.2).

As already highlighted in section 7. 

Evolution of tows: area and deformation

The tows detection algorithm presented in the section 7.1.2 allows to perform two analyses. First, the average decompaction of all detected tows is compared to the one obtained with the Macro-meso scale approach. Then, a deeper investigation of particular tows decompaction between the dry and the saturated states is provided near the uid inlet (X=0.04) and near the vacuum vent (X=0.76). For these analyses, a deeper investigation is proposed near the vacuum vent, where three 3D images of the same microstructure were recorded: the rst one at dry state, under 60 mbar (abs), the second one at saturated state, under 60 mbar (abs), and the third one at saturated state, under 600 mbar

(abs).
Analysis of all detected tows. Figure I.49 represents the vertical vacuum bag displacement (in black) superposed to the tows area decompaction (in grey) along the X-axis (ow direction). This analysis is performed with the Macro-meso-scale approach (as presented in the section 7.2.2: 11 slices are analyzed, and 50 tows per slice are, on average, detected) and the Meso-scale one (18 slices are analyzed and 4 tows per slice are, on average, detected). The standard deviation computed for the tows area evolution (σ α CT meso as dened in Eq. I.12) is reduced with the Meso-scale approach: the improved tows area results obtained with the Macro-meso-scale approach. b) results obtained with the Meso-scale approach.

Near the outlet, due to the uid pressure release, the stack thickness rise is higher at 

Conclusion on microstructural reorganization

A gradient of vertical displacement along the stack thickness direction is highlighted.

The maximal displacement, occuring for tows located near the vacuum bag, is similar to the vacuum bag displacement monitored at macroscopic scale with the chromatic confocal scanner or CT-scan device. The minimal displacement is observed for the tows located near the mold.

For a given X-position, each tow in the stack deforms individually: no link was found between the tow position and the tow deformation. Besides, on average, the relative mesoscopic decompaction (e.g. the area deformation of all detected tows) is similar to the relative macroscopic decompaction (e.g. the stack deformation). Finally, the tows deformation occurs in the thickness direction: no widening is observed.

Combining the microstructure displacement (vertical gradient) and the measured tows deformation (homogeneous) allows one to deduce the channels deformation. For instance, a vertical vacuum bag displacement of 7% between the dry and the saturated states is directly linked to a tow swelling of 7% (on average) in the vertical direction: channels are then also deforming in the vertical direction, with a value of 7%, between the dry and the saturated states. This channel evolution will also have an impact on permeability.

Consequences on the in-plane permeability

Previous experiments revealed that the decompaction phenomenon induces a microstructural reorganization of the fabric between the dry and the saturated states. As reported by Caglar et al. [START_REF] Caglar | Permeability of textile fabrics with spherical inclusions[END_REF] and Salvatori et al. [START_REF] Salvatori | Permeability and capillary eects in a channel-wise non-crimp fabric[END_REF], a detailed knowledge of the fabric microstructural morphology is essential because it impacts intra-tow and inter-tow permeabilities and then, for instance, brous preform lling time. In this section, the aim is to evaluate the impact of the microstructural reorganization on the in-plane permeability along the uid ow direction (X-axis). A simplied computational method based on geometrical considerations is rst detailed. Then, three microstructural reorganizations with a same macroscopic decompaction level are developed to quantify the impact on permeability evolution.

Simplied computational method

For the quasi-UD NCF of the study, Martin [START_REF] Martin | Experimental investigation of the inuence of the design parameters of unidirectional NCF fabrics on their processing and mechanical properties[END_REF] I.5).

First, the tow permeability (K tow ) is computed, with the model proposed by Gebart et al. [START_REF] Gebart | Permeability of unidirectional reinforcements for RTM[END_REF] (hexagonal ber arrangement): 

K tow = 8r 2 f c (1 -f vf ) 3 f vf 2 (I.14)
where c = 53, r f = 8.5 µm and f vf = Lw wtht with L w the lineal weight of the fabric (L w = 4800 tex for the fabric of the study). The permeability of inter-tow channels (K vert for vertical channel, K horiz for horizontal channel) is computed using the model for Poiseuille ow in a rectilinear duct of rectangular cross-section [START_REF]Mécanique expérimentale des uides, T.II: Dynamique des uides réels et turbomachines[END_REF]:

K c = b 2 3 1 - 192b aπ 5 ∞ i=0 1 (2i + 1) 5 tanh (2i + 1)πa 2b (I.15)
where K c is the permeability of the considered rectangle duct of semi-minor edge b and semi-major edge a (b < a).

Finally, the permeability of all the inter-tow channels inside the unit cell (K channels ) and the permeability of the stack (K stack ) are computed, considering that the ow in the unit cell components are in parallel (stratied ow):

K channels = K horiz (h uc -h t )w t + K vert h uc (w uc -w t ) (h uc -h t )w t + h uc (w uc -w t ) (I.16) K stack = K channels (h uc w uc -h t w t ) + K tow h t w t h uc w uc (I.17)
where h uc , w uc , h t and w t are respectively the dimensions of the unit cell and of the tow, whose values are given in Table I.5 and illustrated in Figure I.53b. Create an array of parallel inter-tow channels (e.g.: there is no uid exchange between the 3 unit cell components) may imply some errors in absolute permeability predictions. Nonetheless, these uid exchange contributions will be equal in the three studied cases: then, relative comparison between permeability estimations can be considered as representative.

The porosity content inside a unit cell of the stack (φ stack = 1 -f vf htwt hucwuc ) is divided between the porosity content inside a tow (φ tow = 1 -f vf ) and the amount of channels (φ channels = 1 -hucwuc-htwt hucwuc ).

Unit cell dimensions Table I.6: Geometrical parameters to compute the in-plane permeability: for the reference case, values are taken from [START_REF] Martin | Experimental investigation of the inuence of the design parameters of unidirectional NCF fabrics on their processing and mechanical properties[END_REF]. For the other cases, values are chosen for a maximal thickness rise (ε = 10%, then h uc = 1.1mm)

Order of magnitude. The stack permeability is rst computed for the reference case:

K stack = 3.3 • 10 -10 m 2 for a ber volume content of 48% (φ stack = 0.52). It is in good agreement with the one experimentally measured (2 • 10 -10 m 2 , for the fabric named A in [START_REF] Martin | Inuence of fabrics' design parameters on the morphology and 3D permeability tensor of quasi-unidirectional non-crimp fabrics[END_REF]): despite its simplicity, the proposed method to compute the in-plane permeability is enough representative to investigate the impact of the microstructural reorganization.

Similar conclusion was drawn in [START_REF] Nordlund | Permeability network model for non-crimp fabrics[END_REF], where a permeability network was developed to address non-crimp fabrics.

Stratied ow hypothesis.

A strong scale separation is kept while the microstructure is evolving: Ktow (huc-ht) 2 < 10 -3 and Ktow (wuc-wt) 2 < 10 -3 (Figure I.54), as prescribed in [START_REF] Syerko | A numerical approach to design dual-scale porosity composite reinforcements with enhanced permeability[END_REF].

Flow inside inter-tow channels and ow inside tows can be considered independent: it then validates the assumption of unit cell components parallelism (Eq. I.16 and Eq. I.17).

Geometrical assumptions. The recent work conducted by Endruweit et al. [START_REF] Endruweit | Eect of yarn cross-sectional shape on resin ow through inter-yarn gaps in textile reinforcements[END_REF] present the impact of the tow cross-sectional shape on the estimation of the quasi-UD in-plane permeability. The main hypothesis they formulated is that the axial tow permeability K tow is negligible compared to the equivalent inter-tow channels permeability K channels .

Figure I.55 illustrates the evolution of the ratio

K permeable K impermeable
, where K permeable is equal to K stack (dened in Eq. I.17) and K impermeable corresponds to K stack where tows are impermeable (K tow =0). Thus, the assumptions of axial tow permeability negligibilily is applicable for the cases studied in this section. Figure I.56 has been extracted from [START_REF] Endruweit | Eect of yarn cross-sectional shape on resin ow through inter-yarn gaps in textile reinforcements[END_REF] for rectangular to elliptical tows cross-sectional shape, and for a channel porosity φ channels equal to 0.3. In this study, the simplications are made the same way for all the 3 cases studied (tows remains rectangular). Therefore, the shift of around 5 • 10 -10 m 2 generated (highlighted in Figure I.56 between n=0.25 and 0.75) remains for cases 1 and 2. In case 3, the channels width increase slightly (5%, then w uc increases from 3.5 to 3.675 mm), thus the shift can be considered identical (5 • 10 -10 m 2 between n=0.25 and 0.75). Therefore, the error made by considering rectangular tow cross-sectional shape remains small and equal for all the cases studied. 

Results

For a same porosity content evolution inside the stack with the thickness rise (ε in as expected, in case 1, φ channels is constant because tows are swelling as stack thickness is increasing, while in case 2, as tows are constrained, φ channels evolution is signicant. Case 3 presents, in term of porosity contents, trends between case 1 and case 2. These porosity contents evolution have impact on the stack permeability evolution with the thickness rise (Figure I.57d): channels content evolution impacts the permeability as its lowest evolution is observed for case 1. Nonetheless, it shows that a combination between φ channels and φ tow increase (case 3 ) results in higher permeability than when only the inter-tow channels size increases, even higher (case 2 ).

These results indicate that the brous microstructural reorganization occurring during the infusion process has a signicant impact on the resulting macroscopic in-plane permeability. The experimental investigations conducted in the previous chapter highlighted the actual dual-scale nature of the decompaction phenomenon: while the stack thickness increases, the tows swell and displace. This microstructural reorganization impacts the global inplane permeability of the fabric during its lling. A unique rst-order descriptor known as the macroscopic ber volume fraction may not be sucient to describe dual-scale ows.

In this context, new numerical methods are implemented to investigate the inuence of a dual-scale decompaction on a dual-scale lling of a composite part.

The simulation tool developed by Imbert et al. [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] for the Resin Transfer Molding (RTM)

process is able to predict nely the 2D ow front position during the dual-scale lling of a composite part. This tool will be upgraded to take into account the dual-scale decompaction occuring during the infusion process. In this chapter, the objectives are to:

build a numerical tool that simulates dual-scale ow in a bidisperse deformable porous media, investigate the inuence of the microstructural reorganization due to the owinduced dual-scale decompaction during composite manufacturing.

The second point will be studied from a composite manufacturer and a textile designer standpoint. To achieve these aims, a literature review about the theoretical equations and numerical methods commonly used to simulate ow inside a porous material is rst conducted. The simulation tool developed by Imbert et al. [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] is then detailed and the main hypothesis made to include a dual-scale decompaction in this tool are presented.

After numerical validations of the upgraded simulation tool, results concerning the inuence of the dual-scale decompaction on the lling time and the saturation are analyzed for a 2D plane part. Moreover, depending on the manufacturing process, this brous reinforcement may undergo deformations. For instance, during the RTM process, the brous reinforcement is laid down between the lower and the upper molds, that are both rigid. If the pressure gradients are low enough (no ber preform washing [START_REF] Ruiz | Optimization of injection ow rate to minimize micro/macro-voids formation in resin transfer molded composites[END_REF]), the brous reinforcement can be considered as non-deformable. Nonetheless, during the infusion process, the upper mold is a exible vacuum bag: as observed experimentally in the previous chapter, the vacuum bag allows a transverse deformation of the global stack.

In this section, theoretical background and numerical methods to compute the ow inside a porous material are presented. Starting from a single-scale ow inside a non-deformable porous material, the working hypothesis are gradually modied to investigate the dualscale ow inside a bidisperse deformable porous material.

2.1 Single-scale ow in a non-deformable porous material 

∂ρ ∂t + ∇ • (ρv) = 0 (II.1)
A degassing state is commonly applied to the uid prior the infusion process, in order to remove the entrapped air bubbles. The uid can be then considered incompressible and the mass balance becomes:

∇ • v = 0 (II.2)
Darcy's law. Many authors from dierent elds (soils, rocks, lters) investigated the ow of a Newtonian uid in a porous material. The Darcy's law [START_REF] Darcy | Les fontaines publiques de la ville de dijon : exposition et application[END_REF], empirically determined from 1D observations of the ow rate of water throught a column of sand, is the most widely used equation to describe this phenomenon:

Q = K∆P µA∆z (II.3)
where Q is the volumic ow rate, K the permeability of the porous medium, ∆P the presure dierence between the outlet and the inlet of the domain, µ the dynamic viscosity of the uid, A the total cross-section of the porous material and ∆z the length of the ow domain.

This equation describes the unidirectional ow of a Newtonian uid in a single-scale porous material. It can be also generalized from the volume averaging of Navier-Stokes equation under the following conditions [START_REF] Tucker | Governing equations for ow and heat transfer in stationary ber beds[END_REF]: (i) the uid is incompressible, (ii) inertial eects in the ow are negligible (small Reynolds numbers), (iii) the volumic forces and the forces at the domain interfaces are small compared to the other forces, (iv) there is no slip-condition on the pore walls. Under these assumptions, the 3D form of the Darcy's equation comes from the Navier-Stokes one:

v = - K µ • ∇P (II.4)
where v is the Darcy's velocity (v = φv pores with φ the porosity of the medium and v pores the true, or interstitial, pore ow velocity) and K is the permeability tensor of the porous material.

Numerical methods

To compute the lling of a composite part made of a single-scale porous material, the Finite Element Method/Control Volume (FEM/CV [START_REF] Bruschke | A nite element/control volume approach to mold lling in anisotropic porous media[END_REF]) with xed mesh is the most used technique among the others (nite dierence method [START_REF] Moon-Kwang | A study on the mold lling process in resin transfer molding[END_REF], boundary element method [START_REF] Yeong-Eun | Numerical simulation of the resin transfer mold lling process using the boundary element method[END_REF] or FEM with level set [START_REF] Soukane | Application of the level set method to the simulation of resin transfer molding[END_REF]). The pressure eld is computed over the mesh in the saturated domain using the mass balance equation (Eq. II. It should be noticed that the wide majority of commercial software for Liquid Composite Molding process simulation is based on FEM/CV techniques (LIMS [START_REF] Simacek | Desirable features in mold lling simulations for liquid composite molding processes[END_REF], or PAM-RTM [START_REF] Trochu | Numerical analysis of the resin transfer molding process by the nite element method[END_REF]). Multiphase ow equation. In this approach, several parameters are characterized as a function of the saturation S. Among the others, the permeability is calculated as a function of the saturation:

K = k r K s (II.5)
where K is the permeability tensor of the overall fabric, K s is the geometric permeability tensor of the fully saturated preform, and k r , the relative permeability, is a dimensionless scalar function of the saturation. Several relative permeability laws are proposed in literature ([51], [START_REF] Van Genuchten | A closed-form equation for predicting the hydraulic conductivity of unsaturated soils[END_REF]) but the saturation is also impacted by the local pressure distribution (S(P ) where P stands for the pressure of the uid).

Sink term approach. In this approach, the pores between the bers (intra-tow pores)

and the pores between the tows (inter-tow channels) are considered separetely as singlescale porous media where the Darcy's law is satised. In the saturated region, tows are fully saturated and thus the ow occurs only in the inter-tow channels; in the unsaturated region, ow occurs both in the inter-tow channels and from the inter-tow channels to the intra-tow pores.

In the unsaturated region, the mass balance equation is not satised in the inter-tow channels because a certain amount of uid is removed to ll the intra-tow pores. This amount of uid is represented by a sink term q in the mass balance governing equation in the inter-tow channels:

∇ • v = q (II.6)
This sink term can be evaluated using measurements or estimations of the local tow permeability (named K tow in the previous chapter (section 9.3). The intra-tow pores domain is considered as a single-scale porosity media where the mass balance (Eq. II.2) governs its saturation.

Numerical methods

As reported by Patiño-Arcila et al. [START_REF] Patiño-Arcila | Modeling and simulation of lling in dual-scale brous reinforcements: state of the art and new methodology to quantify the sink eect[END_REF], the FEM/CV method have been by far the most employed in the lling simulations at macroscopic scale of dual-scale porous material, when considering the sink term approach described hereinbefore. Two representative numerical methods are detailed hereafter.

Tow as a 1D element. Simacek et al. [START_REF] Simacek | A numerical model to predict ber tow saturation during liquid composite molding[END_REF] model the sink term q by appending extra 1D elements ("slaves" representing the tows) to control volumes ("master" representing the inter-tow channels), as illustrated in Figure II.3. The ll factor is then divided in two parts: the ll factor inside the "master" control volumes, representing the saturation of the inter-tow channels, and the ll factor inside the 1D "slaves" elements, representing the saturation of the intra-tow pores. The uid transfer between inter-tow channels and tows depends both on the geometry of the tow (rectangular in [START_REF] Simacek | A numerical model to predict ber tow saturation during liquid composite molding[END_REF]) and on the ow direction assumption (transverse ow in [START_REF] Simacek | A numerical model to predict ber tow saturation during liquid composite molding[END_REF]). and the microscopic scale (tows). Based on purely geometrical considerations (tow size, inter-tow channel size, ber orientation), an equivalent microstructure is associated to each macroscopic element. This microstructure, ner than the one proposed by [START_REF] Simacek | A numerical model to predict ber tow saturation during liquid composite molding[END_REF], is discretized and again, the ow direction is assumed transverse to compute the microscopic lling (Figure II.4).

2.3 Single-scale ow in a deformable porous material

Theoretical equations

Fluid inltration in consolidating (i.e. deformable) porous material was studied rst by authors from the soil eld (Biot in 1941 [START_REF] Biot | General theory of three dimensional consolidation[END_REF], Preziosi et al. in 1996 [56], to cite a few).

These hydrological theory have been adapted to composites manufacturing mainly by

Gutowski et al. [START_REF] Gutowski | Resin ow ber deformation experiments[END_REF], [START_REF] Gutowski | The consolidation of laminate composites[END_REF]. Mass balance. The theory of a single-scale ow in a deformable porous material is based on the mass balance of the uid and the solid (i.e. the brous reinforcement considered as a continuum medium) phases [START_REF] Ouahbi | Modelling of hydromechanical coupling in infusion processes[END_REF]:

∇ • v = 1 f vf ( ∂f vf ∂t + u s • ∇(f vf )) (II.7)
where v is the Darcy velocity dened previously, f vf is the ber volume fraction, t is the time and u s is the solid velocity. For a 1D ow, Correia et al. [START_REF] Correia | Analysis of the vacuum infusion moulding process: I. analytical formulation[END_REF] proposed a unication of the published equations for the vacuum infusion:

∂h ∂t = - ∂(vh) ∂x (II.8)
where h stands for the thickness of the considered stack, v for the Darcy velocity, and x for the uid ow direction.

Stress equilibrium. In most of the composites manufacturing studies, authors have been using the Terzaghi's law to describe the link between the interstitial uid pressure P , the total stress tensor σ tot applied to the domain "uid + solid" and the stress tensor only applied to the solid phase σ (i.e. the brous reinforcement):

σ tot = σ + P I (II.9)
where I stands for the second order unit tensor.

Terzaghi's law is a simplication of the Biot theory, where the deformation of the constituents due to their own compressibility is taken into account:

σ tot = σ + P B (II.10)
where B stands for the second order Biot tensor. The components of this tensor have been studied, predicted and measured by Tran et al. [START_REF] Tran | Unied microporomechanical approach for mechanical behavior and permeability of misaligned unidirectional ber reinforcement[END_REF].

Numerical methods

When considering a 1D in-plane ow, analytical formulations combining the previous presented equations with permeability and compaction models can be solved using sev-eral numerical methods: nite dierence [START_REF] Correia | Analysis of the vacuum infusion moulding process: I. analytical formulation[END_REF], nite element [START_REF] Govignon | Simulation of the reinforcement compaction and resin ow during the complete resin infusion process[END_REF], or mathematically (Goodman's integral method in [START_REF] Goncharova | Analytical modeling of composite manufacturing by vacuum assisted infusion with minimal experimental characterization of random fabrics[END_REF]).

For 2D simulations, the FEM/CV method is the most widely used to compute the lling of a single-scale deformable porous material. Correia et al. [START_REF] Correia | Use of Resin Transfer Molding Simulation to Predict Flow, Saturation, and Compaction in the VARTM Process[END_REF] use the software LIMS, originally developed to simulate the RTM process (single-scale ow in a nondeformable porous material): at each time-step, the thickness, the porosity and the local permeability are updated, following usual models that are function of the uid pressure (Robitaille [START_REF] Robitaille | Compaction of textile reinforcements for composites manufacturing: I, ii, iii[END_REF] for compaction, Kozeny-Carman [START_REF] Kozeny | Ueber kapillare leitung des wassers im boden[END_REF] for permeability). The results provided t well with the 1D analytical solution, but the mass balance modication due to the evolution of the part thickness is not mentioned. Dang-Huu [START_REF] Dang-Huu | Etude de l'infusion et de l'injection de composites dans une cavité déformable[END_REF] used the same approach by coupling LIMS and Matlab, and evaluate the impact of the part thickness (or volume) evolution on the mass balance.

Adding an upper draining material [START_REF] Dereims | Simulation industrielle des procédes d 'élaboration de pièces composites par infusion de résine : couplage uide / solide poreux très faiblement perméable en grandes déformations[END_REF], or a pure uid layer ( [START_REF] Celle | Numerical modelling of liquid infusion into brous media undergoing compaction[END_REF]) in the infusion process complicates the formulation as a Stokes ow is considered in the draining material or pure uid layer and a Darcy ow in the brous reinforcement. Coupling these two ows (with a Beaver-Shaman-Joseph condition for instance) adds numerical considerations (Arbitrary-Lagrangian-Eulerian method) that are beyond the scope of this study.

Dual-scale ow in a deformable porous material

To the authors knowledge, few papers are devoted to the dual-scale ow inside a deformable brous reinforcement [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF], [START_REF] Wolfrath | Unsaturated ow in compressible bre preforms[END_REF], [START_REF] Bayldon | Flow modeling of the VARTM process including progressive saturation eects[END_REF]. The theoretical equations and numerical methods employed for these works are detailed hereafter. A small aside is also proposed to cite the recent work from Rouhi et al. [START_REF] Rouhi | Modeling of coupled dual-scale owdeformation processes in composites manufacturing[END_REF], [START_REF] Rouhi | Holistic modeling of composites manufacturing using poromechanics[END_REF]: their approach is mainly based on poromechanics of the coupled dual-scale ow deformation.

Theoretical equations

Several strategies are reported while combining the equations presented in sections 2.2 and 2.3. Acheson et al. [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF] write the mass balance equation on a non-rigid Control Volume and add a sink term to take into account the dual-scale ow. Darcy's law is used to model the ow inside tows and then links the macroscopic sink term to the tow saturation. Wolfrath et al. [START_REF] Wolfrath | Unsaturated ow in compressible bre preforms[END_REF] express the general stress equilibruum depending on the saturation, and with a similar approach, the Darcy's law is written for non-saturated inltration depending on the saturation. The mass balance is written by distinguishing the uid and the solid phases. In this multiphase ow approach, the permeability and the pressure depend both on the saturation. Concerning the compressiblity of the brous reinforcement, the variation of the ber volume fraction is only treated in the numerical part of the work. Bayldon et al. [START_REF] Bayldon | Flow modeling of the VARTM process including progressive saturation eects[END_REF] use a mass balance formulation equivalent to the one described by Correia et al. [START_REF] Correia | Analysis of the vacuum infusion moulding process: I. analytical formulation[END_REF] (Eq. II.8) and represent the dual-scale saturation by considering separately the resin owing within the tows and the resin owing within the inter-tow channels.

In all this studies, the overall stack is considered deformable, but the geometry and thus the permeability of the tows are kept constant.

Numerical methods

Acheson et al. [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF] solved their proposed analytical solution using a 1D nite element model, where the ow front is considered as a moving boundary. The pressure and the saturation are calculated at each node; the ber volume fraction and the permeability, assigned to each element, are updated at each time step. Wolfrath et al. [START_REF] Wolfrath | Unsaturated ow in compressible bre preforms[END_REF] used a nite element code initially developed for soil mechanics (GEFDYN) to solve the nonlinear dierential equation obtained analytically. To take into account the ow inside the bundles, the compressibility of the uid is modied at each time step to compensate the mass loss induced. Bayldon et al. [START_REF] Bayldon | Flow modeling of the VARTM process including progressive saturation eects[END_REF] use a control volume method where the time step calculation is governed by the ow front velocity, which depends both on the global and on the tow saturation.

Poromechanical approach

The development proposed by Rouhi et al. [START_REF] Rouhi | Modeling of coupled dual-scale owdeformation processes in composites manufacturing[END_REF] diers from the ones presented previously. Concerning the dual-scale ow, the governing equations are presented with a porous media approach, where two phases considered: a compressible solid phase (the porous medium, made of incompressible bers and compressible voids) and an incompressible uid phase (the uid). The mass balance obtained formulation corresponds to the one presented before (Eq. II.7). However, other governing equations, based on balance of energy and entropy inequality, seem necessary to add the mechanical response of the compressible brous reinforcement. This thermodynamical approach has been also

employed by Coussy to propose several mechanical behavior laws of porous materials [START_REF] Coussy | Mécanique des Milieux Poreux[END_REF] and by Cheng et al. [START_REF] Cheng | A rate-independent thermomechanical constitutive model for ber reinforcements[END_REF] to propose a rate-independent model for ber reinforcements.

Rouhi et al. mention the use of a distinct permeability tensor for tows and for inter-tow channels and unied them into a permeability tensor of the overall stack. However, the potential variation of the tow permeability tensor is not mentioned in their dierent publications.

Conclusion about the literature review

In this literature review, theoretical background and numerical methods dealing with ow in porous material have been investigated. Few work has been done to couple the interaction between a dual-scale ow and a bidisperse deformable porous media. To the author knowledge, there is no published model or numerical study able to deal with a deformation of the porous media occuring at both macroscopic and mesoscopic scale.

The studies presented in section 2.4 keep the geometry and the permeability of the tows constant in the analytical formulation or in the process simulation.

The two numerical methods presented in section 2.2 could be adapted to couple a 2D dual-scale ow with a dual-scale deformation: in both cases, the modication of the tows geometry and permeability seems possible, but a particular attention should be paid to the mass balance, as highlighted by Dang-Huu [START_REF] Dang-Huu | Etude de l'infusion et de l'injection de composites dans une cavité déformable[END_REF].

3

Developed numerical methods

Novel numerical methods are implemented to simulate the dual-scale ow inside a porous fabric undergoing a dual-scale decompaction phenomenon during its lling, . This work is mainly based on the simulation tool developed by Imbert et al. [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] which is rst detailed in this section. The strategy to implement dual-scale decompaction inside this existing tool is then presented and assumptions are discussed. Finally, numerical validations based on mesh convergence and uid mass balance are analyzed.

General concept of the existing simulation tool

The variables, equations and numerical algorithm detailed in this section have been extracted from the work realized by Mathieu Imbert in his PhD thesis [START_REF] Imbert | High speed reactive RTM with on-line mixing in dual-scale brous reinforcements: Experimental and numerical developments and investigations[END_REF], dealing with the dual-scale ow inside a non-deformable porous media. To track the uid ow at the two scales, tows and inter-tow channels are treated separately. The variables and parameters are rst detailed for each scale (inter-tow channel scale, with subscript c and tows scale, with subscript t). Then, the numerical explicit method developed by Imbert to compute the uid volume distribution between the inter-tow channels and tows is detailed and schematic views are proposed to illustrate the numerical algorithm step by step.

Macroscopic scale: ow in the inter-tow channels

The overall domain to be lled is considered as a dual-scale porous media but inter-tow channels and tows are treated separately. Macroscopic triangular control volume, which are the elements themselves, are dedicated to the inter-tow channels ow. This ow is considered as single-scale far from the ow front, where tows are fully saturated, and as dual-scale in the unsaturated region.

Pressure and velocity. The pressure eld in channels P c is dened using the nite element method:

P c = i no P no (II.11)
where P no is the pressure value at each macroscopic node and no are the linear shape functions associated to each node no of the model. To compute the pressure eld in the unsaturated region, the Darcy's law is combined with the mass balance equation, modied with a sink term (see Eq. II.7):

∇ • ( -K c µ ∇P c ) = q (II.12)
where K c is the in-plane permeability tensor of the inter-tow channels (i.e. corresponding to the permeability of the stack when tows are fully saturated as dened in section 9.3 in the previous chapter), µ is the viscosity of the uid and q is the relative absorption of the uid in the tows. The numerical technique developed by Imbert to estimate the value of q is detailed in section 3.1.3. It shoud be noticed that in the saturated region located far from the ow front, q = 0 because tows are fully saturated.

Fluid fraction. The uid fraction I c indicates the ratio between the volume of uid present in the inter-tow channels of an element e (V OF c (e)) to the overall volume of inter-tows channels inside this element (V c (e) = φ c V (e) where φ c is the volume fraction of channels inside an element of volume V (e)). Numerically, a surface exchange exists between two consecutive elements to compute the uid ow. I c represents also the ratio between the saturated exchange surface between two inter-tow channels to the overall surface exchange. The uid fraction evolution is governed by the advection equation, modied with the sink term q:

∂I c ∂t + v c • ∇I c = q (II.13)
where v c is the Darcy's uid velocity in the inter-tow channels. Again, in the fullysaturated region, q = 0.

Microscopic scale: ow in the tows

Tows are considered as single-scale porous media. A discretization of tows is proposed by Imbert to use a classical FEM/CV approach to compute the pressure and the lling of the microscopic elements.

Microscopic tow discretization. The tow lling is assumed to occur exclusively transversely. The ratio Kc Kt has been reported to be in the range of 50 to 2000: for viscous pressure driven ows, inter-tow channels are lled much faster than tows. The tows being impregnated are then considered surrounded with uid over their periphery. Tow lling can be thus reduced to a 1D lling problem where the inlet pressure (P c ) is imposed on the surface of the tow. In the case of rectangular cross-section of tows, the ow problem is solved in the half-thickness domain of the tow (1D Cartesian formulation). Moreover, a minimal size is required to assume that the ow occurs in an homogeneous medium (and then use Darcy's law): Imbert chooses a criterion where the half-thickness of the tow cannot be discretized in elements smaller than 10 times the radius of glass ber. More details concerning the microscopic meshing and its advantages could be found in [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF].

Parameters and variables. As tows are single-scale porous media, the combination of Darcy's law and mass balance equation allows the tow pressure eld computation:

∇ • ( -K t µ ∇P t ) = 0 (II.14)
where K t stands for the permeability tensor inside the considered tow and P t the pressure eld to be estimated inside the considered tow. Moreover, the uid fraction evolution inside a tow I t is governed by the advection equation:

∂I t ∂t + v t • ∇I t = 0 (II.15)
where v t is the Darcy's uid velocity in the tows. First lling solution. From the pressure eld and uid velocity in each macroscopic element, the amount of uid V in coming into a considered element during a time step can be computed (details of these steps are given in the next section). This volume has to be splited between the inter-tow channels and the tows to satisfy both Darcy's law and mass balance for this volume repartition. First, the 1D lling problem at tow scale leads to the computation during one time step of the uid pressure P t and velocity v t and thus to the volume of uid absorbed by tows in both directions (V OF t1 and V OF t2 ). Then, the macroscopic volume of uid coming into the element V in is splited to satisfy mass balance:

V in = V OF t2 S imp1 S tot1 • n 1 + V OF t2 S imp2 S tot2 • n 2 + V OF c (II.16)
where V OF c stands for the volume of uid remaining in the inter-tow channel of the considered macroscopic element.

Second lling solution. Imbert wrote signicant conclusions about the inuence of the length of the unsaturated region on the lling time [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF]: if the length of the unsaturated region is smaller than 1/5 of the length of the part, sink eects are negligible. In this case, the time required to fully saturate the part is very close to the single-scale time. Then, the microscopic tow lling can be simplied: in a macroscopic element, the saturation of tows is assumed equal to the saturation of the inter-tow channels (I c = I t ) and the sink term is equal to 0 (q = 0). Nonetheless, the geometrical assumptions presented hereinbefore are retained to deal with the repartition of voids in the dual-scale porous material.

In the following subsection, the algorithm is presented for the rst microscopic lling solution: the dual-scale decompaction phenomenon has to be rst implemented with this complex microscopic lling in order to compute the length of the unsaturated region.

General algorithm and ow chart

The main parameters presented previously at each scale are summarized in Table II.1

to ease the interpretation of the general algorithm. Notations concerning the tow and inter-tow channel dimensions have been introduced in the previous chapter (Table I Macroscopic pressure eld, velocity and element numerotation: with a FEM/CV method, the macroscopic pressure eld is computed in the impregnated area using a variational formulation of Eq. II.12. Knowing the pressure P c for each node allows to determine the list of upstream and downstream elements (i.e. in which direction the uid ows for each surface exchange). The velocity v c is computed in each macroscopic element with the Darcy's law.

Amount of uid owing: from the uid velocity and the list of upstream and down- stream elements, the amount of uid owing in V in and out of each element is computed during a time step. Microscopic 1D-lling: Using the transverse discretization and the average pressure inside the considered macroscopic element P c surrounding the tow, the pressure eld P t is analytically computed. Again, the Darcy's law is used to compute the uid velocity v t . The amount of uid absorbed by the tow during a time step is then calculated. The impregnated surface S imp illustrated in Figure II.6 is determined with Eq. II. [START_REF] Carman | Fluid ow through granular beds[END_REF] and by assuming that:

S imp S tow = V imp V OF c = I c (II.17)
Sink term: The amount of uid absorbed being just computed, the new sink term q is saved to be updated in the mass balance for the next macroscopic pressure eld computation time step in the unsaturated region. No convergence loop is required since the scheme is explicit.

Fluid fractions: Eq. II.17 allows the computation of the uid fraction in inter-tow channels I c . I t is computed using the weak form of Eq. II.15.

A time step evolution depending on the uid velocity allows to speed up the computation. Thus, Imbert imposes two conditions to dene the time step: (i) no overlling of macroscopic element may occur, (ii) no more than one microscopic element may be lled in the transverse direction of the tows.

In the simulation tool developed by Imbert, the link between the macroscopic scale (inter-tow channels) and the microscopic scale (tows) is based on purely geometrical considerations (Table II.1). Mass balance and Darcy's law are used at both scales to compute pressure elds and uid velocities. Then, introducing the dual-scale decompaction by modifying the geometrical parameters linking both scales and associated permeabilities at each time step seem achievable. A particular care should be given to the mass balance at each scale: the volume of each macroscopic element will evolve due to the decompaction.

Integration of dual-scale decompaction inside the existing simulation tool

The rst chapter of this manuscript highlighted a decompaction phenomenon occuring at both macroscopic and microscopic scales between the dry and the saturated states.

Moreover, the literature review presented hereinbefore underlined the novelty of introducing dual-scale decompaction in a dual-scale ow simulation. Upgrading the algorithm developed by Imbert is the way proposed to reach this objective. In this section, the parameters of the existing simulation tool that are impacted by this dual-scale decompaction are rst listed. Then, a simplied model of dual-scale decompaction is proposed and the associated assumptions are discussed. A methodology to ensure mass balance is presented and the general algorithm of the upgraded simulation tool is detailed and illustrated with a ow chart. Microscopic geometry. The decompaction phenomenon induces also a microstructural reorganization of the brous reinforcement as tows swell while the stack thickness increases. The tows geometry (h t and w t ) as well as inter-tow channels size (h c and w c ) become variables that depend on the microscopic decompaction (ε mi ) when dual-scale decompaction is introduced. The length of 1D-microscopic elements is also modied.

Porosity content and permeability. As presented in section 9. The parameters impacted by the dual-scale decompaction are summarized in Table II Under these assumptions, a simplied linear model is proposed for the decompaction level ε evolution:

ε(no) = -ε max X f ront X(no) + ε max (II.18)
where no is the considered node of a macroscopic element and X(no) its X-position.

Confrontation to transient experimental measurements:

Following the experimental setup and methods presented in section 9. eects. This simplied model is an unfavourable case from a numerical standpoint, due to the problem stiness. Thus, this rst model will be used for the numerical validation of the upgraded simulation tool, and will be improved to present the numerical results (for instance, viscoelastic eects may be taken into account with a maximal decompaction depending on the ow front position: ε max (X f ront )). 

Methodology to ensure the mass balance

The volume of the elements V (e) in the fully-saturated region increases due to the decompaction phenomenon. Thus, the uid contained in these elements is overestimated if the ow front is not updated: from a time step to another, the volume of uid inside a saturated element numerically increases.

As presented in the literature review (section 2.3 and section 2.4), the overestimation of uid is taken into account in the mass balance at the macroscopic scale only: Acheson et al. [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF] wrote the mass balance in a non-rigid macroscopic control volume and Bayldon et al. [START_REF] Bayldon | Flow modeling of the VARTM process including progressive saturation eects[END_REF] use a mass balance formulation equivalent to the one proposed by Correia et al. [START_REF] Correia | Use of Resin Transfer Molding Simulation to Predict Flow, Saturation, and Compaction in the VARTM Process[END_REF] for a single-scale ow. In the case of a dual-scale decompaction, the uid inside the channels at macroscopic scale and the uid inside the tows at microscopic scale are both overestimated. Then, the right-hand side of Eq. II.7, which could be seen as a sink term, may be added in mass balance equations at both macroscopic and microscopic scales. Looking at the complexity of the microscopic lling algorithm proposed by Imbert (see details in [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF]), adding sink terms at both scales becomes computationally intensive. Another methodology is then proposed and detailed hereafter.

In his numerical algorithm, Dang-Huu [START_REF] Dang-Huu | Etude de l'infusion et de l'injection de composites dans une cavité déformable[END_REF] uses a classical mass balance equation (Eq. II.2 for a single-scale ow, without sink term) and computes the uid volume surplus induced by the decompaction phenomenon at each time step. The last nodes to be lled are then tracked and emptied until the mass balance is ensured. Thus, the uid volume surplus can be just considered as a volume of uid to be relocated. The ow front position is then updated before computing the pressure eld. This approach is incorporated in the dual-scale lling algorithm proposed by Imbert.

At each time step, the uid volume to be relocated Q decomp due to both macroscopic and microscopic decompaction is computed (Figure II.9b):

Q n decomp = e I n-1 c (e) V n c (e) -V n-1 c (e) + e I n-1 t,1 (e) V n t,1 (e) -V n-1 t,1 (e) + e I n-1 t,2 (e) V n t,2 (e) -V n-1 t,2 (e) 
(II. [START_REF] Gutowski | The consolidation of laminate composites[END_REF] where e is a macroscopic element, the superscripts n -1 and n represent respectively the previous and the actual time step, I c , I t,1 and I t,2 are respectively the uid fraction in channels, in tows in direction 1 and in tows in direction 2. V c , V t,1 and V t,2 are respectively the volume of channels, of tows in direction 1 and of tows in direction 2 in an element e.

These volumes are impacted by the tow and channel sizes evolution.

Dang-Huu numerical algorithm tracks the last nodes to be lled and empties them until the mass balance is ensured. Because the microscopic lling strategy developed by Imbert is complex, emptying channels and tows is not obvious. To overcome this issue, a strategy of uid evacuation is proposed. The amount of uid inside the overall part V OF is registered at each time step. For an actual time step n where Q decomp > 0, the ow front position that best ensures mass balance (Figure II.9c) is one of the previously computed at a time step t and verifying:

   V OF t ≤ V OF n -Q n decomp V OF t+1 > V OF n -Q n decomp V OF t + q n exc = V OF n -Q n decomp
where q n exc corresponds to the excess volume of uid removed from the elements. This volume is redistributed into emptied elements during the time step n. This strategy could be easily adapted to a 2D ow simulations, as the new ow front position corresponds to a ow front position computed at a previous time step. The excess volume of uid q exc should stay smaller than the uid volume relocated in macroscopic elements Q decomp to avoid numerical artefacts.

To avoid the uid emptying at inlet elements, the decompaction occurs after a fullysaturation of at least 2 cm in the uid ow direction. This condition does not depend on the mesh size (see section 3.3.3). 

Numerical validation of the upgraded simulation tool

A numerical algorithm allowing the computation of a dual-scale ow inside a deformable porous material has been described in the previous sections. Several numerical validations are conducted on 1D lling simulations to ensure that mesh convergence and mass balance are robust. First, the length of the unsaturated region is computed using the complex microscopic lling strategy proposed by Imbert in order to validate the proposed simplied microscopic lling. Then, the inuence of the mesh size on representative outputs is studied when the dual-scale decompaction is taken into account or not. Finally, the mass balance methodology presented in section 3.2.3 is analyzed for several mesh sizes.

Material parameters and constitutive laws

For the following numerical validations, the material parameters chosen correspond to the quasi-UD NCF studied experimentally in the rst chapter. As the maximal decompaction level near the uid inlet is around 7% for this brous reinforcement, ε max = 0.07. Again, the microstructural evolution retained is the one measured experimentally on the quasi-UD NCF: when the thickness increases by 7%, tows swell only in the vertical direction, with a mesoscopic decompaction level of 7%. The microstructural reorganization follows then the Case 1 presented in section 9.3 of the rst chapter. Table II 

Length of the unsaturated region

Two simulations are launched with the parameters listed hereinbefore with two mesh sizes (the size of a macroscopic element equals to 5 or 10 mm) following the microscopic lling strategy detailed by Imbert in [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] (refer to "First lling solution" in section 3.1.3, superscript insat herefater). For these tests, the length of the unsaturated region is com- puted as the ratio between the length where the tows are fully saturated (I t > 0.95) and the length where the inter-tow channels are fully saturated (I c > 0.95). The simulation The length of the unsaturated region is smaller than 1/5 of the length of the part, and the ratio R is really close to 1. Thus, the microscopic lling strategy can be simplied.

Rening the description of the unsaturated length during the dual-scale lling and the dual-scale decompaction of the quasi-UD NCF has no major impact on the lling times. Thus, a simplied microscopic lling algorithm is adopted for the following validations of the upgraded simulation tool. 

Mesh convergence

One of the claims of the developed technique is to be able to determine the inuence of the dual-scale decompaction on the lling time. Thus, the inuence of the mesh size on the lling time is analyzed. Four mesh sizes are selected (15, 10, 5 and 3 mm) and simulation tests are run: on one side, dual-scale decompaction is taken into account, and on the other side, no decompaction occurs during the lling. Table II.5 summarizes the time to ll 16 cm of the part for every mesh sizes in decompaction and no decompaction cases. For a no decompaction case, the analytical time to ll a single-scale porous material (the in-plane permeability K stack corresponds to the one computed in illustrates the time to inject a same amount of uid inside the part for all the mesh sizes (the reference time for normalization is the one computed for a 15 mm mesh size).

The integration of a dual-scale decompaction inside the existing simulation tool does not aect the mesh convergence: in both no decompaction or decompaction cases, the error to the 3 mm mesh are comparable. Moreover, the time to ll 16 cm of the part are comparable for mesh sizes of 3 and 5 mm; when the size of a macroscopic element exceed 10 mm, an error of at least 6% is recorded compared to the 3 mm mesh. For the following numerical studies, a mesh size of 5 mm is then selected.

Convergence of the result with respect to the mesh size is ensured for the simulation of a dual-scale ow with dual-scale decompaction. For the following numerical studies, a mesh size of 5 mm is selected to compute an accurate lling time of part.

Mass balance

The methology to ensure mass balance described in section 3.2.3 is submitted to several validations: the volume of injected uid V inj , depending on the inlet pressure eld boundary condition, is equal to the volume of uid inside the part V tot at each time step (V inj = V tot ), the volume of uid to be relocated due to the decompaction phenomenon Q decomp remains small compared to the volume of uid inside the part at each time step

(Q decomp V tot ),
the excess volume of uid removed from the macroscopic elements q exc remains smaller than the volume of uid to be relocated Q decomp at each time step (q exc < Q decomp ),

The evolution of the quantities of interest is plotted for each mesh size versus normalized injection time in The strategy to ensure mass balance adopted is ecient: the volume of uid in the part is corresponding to the volume of uid injected. The uid to be articially relocated induced by the decompaction, and removed from the macroscopic element remains smaller than the volume of uid inside the part:

no major ow front mislocation is expected.

Conclusion about the developed numerical methods

In this section, an existing simulation tool proposed by Imbert et al. [START_REF] Imbert | High speed reactive RTM with on-line mixing in dual-scale brous reinforcements: Experimental and numerical developments and investigations[END_REF] dealing with the dual-scale ow inside a non-deformable porous material has been described in details. This algorithm has been upgraded in order to introduce the ow-induced dual-scale decompaction of the porous material during lling. A simplied decompaction model, based on the experimental results obtained in the rst chapter, has been implemented.

The numerical tests conducted validate the robustness of the proposed upgraded simulation tool: the uid mass balance is ensured and the mesh size impact on the computed lling time is limited. It thus validates the ability of the proposed numerical methods to compute a dual-scale ow inside a porous material undergoing a deformation at both stack and tow scales.

The upgraded simulation tool can now be used to investigate the inuence of the owinduced dual-scale decompaction on the saturation and the lling time of a composite part.

Numerical results

The upgraded simulation tool allows the implementation of the decompaction phenomenon at both macroscopic and mesoscopic scales. Two main approaches can thus be considered. First, a study is proposed to investigate the impact of the microstructural reorganization on saturation and lling time of a composite part. For a same macroscopic decompaction, and thus a same ber volume fraction inside the nal part, several cases of microstructural modication may occur and impact the spatial organization of the reinforcement during its lling. Then, a second approach is considered: for a same microstructural reorganization, the macroscopic decompaction level can be negligible or reach 15% depending on the initial reinforcement stiness. Thus, the inuence of the initial textile design on the composite processing is studied.

Finally, the viscoelastic eects occuring during the transient lling are implemented in a novel simplied decompaction model. The impact of this viscoelastic eects on the lling time is investigated. For all the following numerical investigations, a unidirectional ow is imposed in a long cavity (300*50 mm 2 ) where 10 plies of a quasi-UD NCF are laid down. The initial microstructural organization as well as the initial stack thickness are identical at dry state under vacuum (Reference ) for all the studied cases.

Inuence of the microstructural reorganization occurring during the lling

Three cases are explored in order to quantify the inuence of microstructural reorganization on the lling process. For all the cases, the nal ber volume fraction is identical:

only the spatial distribution of intra-tow and inter-tow pores is modied. In this section, the studied cases are rst detailed. Then, the unsaturated length and the lling time are computed using the simulation tool developed. Comparing these quantities of interest to those obtained in the Reference case allow the quantication of the microstructural reorganization inuence on the lling process.

Studied cases and parameters

The studied cases correspond to those presented in the rst chapter (section 9.3) for a maximal decompaction level of 7%, as measured experimentally. The variables impacted by this dual-scale decompaction are summarized in Table II.6 and the description of the studied cases is underlined hereafter:

Reference. No decompaction is taken into account.

Case 1. Decompaction is occurring at both macroscopic and mesoscopic scales:

while the stack thickness increases by X%, the tows swell vertically by X%. This case corresponds best to the experimental behavior of the quasi-UD NCF studied in the rst chapter.

Case 2. Decompaction is occurring only at macroscopic scale, and no tow swelling is taken into account. This case may represent a quasi-UD NCF where the tows are tightly constrained by the stitch yarn. In the case of a dual-scale decompaction, the evolution of the inter-tow and intra-tow permeabilities and the evolution of the inter-tow channel ratio is really low near the ow front: the maximal decompaction level 1 cm behind the ow front is less than 1%.

Moreover, the evolution of those parameters is coupled for all the studied cases: when the ratio Kc Kt increases, the ratio φ c decreases, as highlighted in Figure II.17. Thus, the impact of the decompaction phenomenon with dierent microstructural reorganizations on the length of the unsaturated length is negligible (Figure II.17) .

The dual-scale decompaction level occurring near the ow front is less than 1%. The impact of the microstructural reorganization due to the decompaction on the unsaturated length is thus negligible.

Impact on the lling time

The impact of the microstructural reorganization on the lling can be analyzed in two ways:

The lling time and the length lled when a dened volume of uid is injected can be computed,

The lling time and the volume of uid required to ll the entire part can also be analyzed.

Fixed injected volume of uid. In these cases, the tow permeability evolution due to the decompaction has a signicant impact on the lling time.

Finally, the measured experimental dual-scale decompaction (Case 1 ) has a signicant impact on both the length lled and the lling time. The manufacturing of large parts using the infusion process (wind turbine blade for instance) requires the dual-scale decompaction to be taken into account to ensure the good quality of the nal part. is the same. For a maximal linear decompaction of 7% (measured experimentally in the rst chapter), the volume required to ll 28 cm is 7% higher than in a case where no decompaction occurs (Reference ). However, the time required to ll this volume is very dierent for the considered microstructural reorganizations. In Case 1, the time to ll 28 cm is higher than in the Reference case: the increase of the overall stack permeability K stack is not high enough to compensate the increase of the volume of uid needed to ll 28 cm of the decompacted composite part. In cases 2 and 3, the time to ll 28 cm is really lower than in the no decompacted case: this is mainly due to the presence of large inter-tow channels, that increase signicantly the in-plane stack permeability. It should be noticed that the measured experimental dual-scale decompaction (Case 1 ) has a signicant impact on both the volume of uid and the time required to ll a dened length of a composite part. Again, while considering large manufactured using For a given macroscopic decompaction level, and thus the same nal ber volume fraction, the induced microstructural reorganization has a signicant impact on the time required to saturate a composite part.

Conclusion about the microstructural reorganization inuence

In the literature review, it has been highlighted that authors simulating the infusion process (single or dual-scale ow) consider that the mechanical brous reinforcement evolution and thus the macroscopic in-plane permeability evolution are only due to the macroscopic ber volume fraction evolution. The study presented hereinbefore reveals the signicant impact of the microstructural reorganization on the lling time. For a given macroscopic decompaction level, and thus a same ber volume fraction, the time required to ll a part can be lower or higher: the spatial distribution of intra-tow and inter-tow pores aects the lling process.

It should be reminded that the methodology used to determine the in-plane permeability of the stack for the dierent microstructural congurations (section 9.3 in the rst chapter) is based on simplied geometrical considerations. Thus, new image-based numerical tools to compute the permeability tensor [START_REF] Syerko | A numerical approach to design dual-scale porosity composite reinforcements with enhanced permeability[END_REF] may be of interest to improve the accuracy of the presented results.

Inuence of the textile design

As highlighted in Martin's PhD thesis [START_REF] Martin | Experimental investigation of the inuence of the design parameters of unidirectional NCF fabrics on their processing and mechanical properties[END_REF], a given tow can lead to really dierent macroscopic mechanical behaviors. Textile manufacturer can adjust the stiness of a preform stack and the tow tightness behavior when integrated within dierent fabric architectures. Therefore, they would benet from a tool that predicts the eects of various textile architectures on composite processability. In this section, the developed numerical tool is used within this context: the impact of dierent fabric designs on the unsaturated length and the lling time is analyzed.

Studied cases and parameters

The studied cases explored are three quasi-UD NCF made of a given tow constituent. The stitch yarn constrains these tows identically and thus, for all cases, the tow deformation is of the same amount. The vertical decompaction of each tow is considered linear with the ow front position, and the maximal decompaction level is xed at 2%. However, the maximal macroscopic decompaction is tailored and increases by 0.01%, 8% and 16%

(respectively Case 4, Case 5 and Case 6 ). This dierence of decompaction behavior could be due to a weft-back ply (as for the quasi-UD NCF studied experimentally in the rst chapter) that separates a ply from another one.

The parameters impacted by this dual-scale decompaction are summarized in Table II Table II.8: Geometrical parameters impacted by the dual-scale decompaction: for the reference case, values are taken from [START_REF] Martin | Experimental investigation of the inuence of the design parameters of unidirectional NCF fabrics on their processing and mechanical properties[END_REF]. For the other cases, the maximal tow thickness rise is identical for all the cases (2%).

Impact on the unsaturated length

For the same reasons than the ones previously developed in section 4.1.2, the unsaturated length is not impacted by the macroscopic decompaction occurring during the lling process (Figure II.20). Other physical phenomena, not taken into account in these simulations, could be added in order to rene the quantication of the decompaction impact on the unsaturated length:

As reported by Imbert et al. [START_REF] Imbert | Introduction of intra-tow release/storage mechanisms in reactive dual-scale ow numerical simulations[END_REF], the storage of the uid inside tows is not permanent in the saturated region. The uid is released in the inter-tow channels with a rate depending on the reinforcement architecture and on ber volume fraction.

Thus, adding the model they developed could rene the quantication of the decompaction inuence on the unsaturated length when chemo/thermal coupling is considered.

Several experimental and numerical works [START_REF] Balbinot | In situ 3D observations of the impregnation of model brous networks[END_REF], [START_REF] Andriamananjara | Prise en compte des eets capillaires locaux dans la simulation des procédés d'infusion pour les composites structuraux[END_REF] studied the capillary eects during the infusion process. A capillary pressure could easily be added in the developed simulation tool.

The dual-scale decompaction level occurring near the ow front is less than 1%. The impact of the microstructural reorganization due to the decompaction on the unsaturated length is thus negligible. II.9). However, even if the volume of uid required to ll the quasi-UD NCF 4 is really close to the one required for the Reference case (the maximal decompaction has been settled to 0.01%), the lling time is signicantly higher (11% in Table II.9). Only a small tow deformation (settled to 2%) modies signicantly the lling time of a composite part.

The evolution of the volume of uid required to ll 28 cm is linear with the maximal The numerical tool combined to the former experimental ndings allows to generate a decision making tool for fabric designers.

Conclusion about the textile design inuence

Three new decompaction scenarios have been envisaged, corresponding to three quasi-NCF made of the same tow constituent: each tow behaves identically (decompaction of 2%) whereas the global macroscopic decompaction diers. Again, with the simulation tool used, the detected inuence of these decompaction scenarios on the unsaturated length is negligible. Nonetheless, even if the volume of uid required to ll a composite part is linked linearly to the maximal macroscopic decompaction level, the lling time estimation is more complex and depends on the evolution of the microstructural parameters (K c , Kt, φ c , φ t ), directly linked to the fabric architecture and its behavior.

The simplied analytical computation of the in-plane permeabilities (as highlighted in section 4.1.4) combined with the simplication of the quasi-UD NCF weft-back plies to inter-to channels should be improved to rene the results obtained. Nonetheless, these rst approximations show the signicant inuence of the initial textile design on the composite processing and the capability of such numerical tool for textile designers.

Inuence of the decompaction delay

The decompaction model implemented in the simulation tool is based on simplied assumptions that have been discussed in section 3.2.2. It appears that the viscoelastic eects, well known in the literature and characterized experimentally during the transient lling, seem of interest as they reduce the maximal decompaction level during the lling stage. In this section, the viscoelastic deformation is taken into account and implemented in the simulation tool. The considered model, where the decompaction is delayed, and its assumptions are rst detailed and the impact of this delayed decompaction model on the lling time is investigated.

Studied cases and parameters

For this study, the three microstructural reorganizations investigated are the one pro- near the uid inlet, the maximal decompaction is not reached instantaneously, but step by step. This model can be dened as:

ε(no) = -ε delay X f ront X(no) + ε delay ε delay = X f ront
L ε max where no is the considered node of a macroscopic element, X(no) its X-position and L the length of the considered part (in X direction).

The resulting macroscopic decompaction behaviors for both models with the X-position are plotted in Figure II.23. The impact of the delayed decompaction on the unsaturated length is out-of-interest here: no impact has been detected with the non-delayed linear model, and the decompaction in the unsaturated region is even smaller when a delayed decompaction is taken into account. shift the lling time closer to the one computed for the Reference case: when integrated over the X-position, the decompaction impact is lower than in the non-delayed linear decompaction case (see the decompaction prole in Figure II.23). Nonetheless, the impact of the viscoelastic eects to ll 28 cm of the part is not identical for all the microstructural reorganizations (Table II.10): when compared to the non-delayed linear case, the Case 3 is more impacted (24.3%) than the Case 1 (3.2%).

The nal macroscopic decompaction is quasi-identical when 28 cm of the part is lled: thus, the volume of uid required are closer in both cases for both decompaction models. 

Conclusion

As discussed in the rst chapter, the infusion process induces a dual-scale decompaction of the brous reinforcement during its lling: while the stack thickness increases, the tows swell. This dual-scale decompaction impacts the overall stack permeability because the induced microstructural reorganization modies the spatial distribution of intra-tow and inter-tow pores. To evaluate the impact of these modications on macroscopic process outputs such as lling time and saturation, simulations would provide a valuable help.

Therefore, a numerical tool has been developed to take into account a dual-scale decompaction during a dual-scale lling. This tool, based on the numerical developments proposed by Imbert et al., associates a rened microstructure (tow geometry and size)

to each macroscopic element of the brous reinforcement. New features have been implemented to update the tows size and stack thickness evolutions that are due to the dual-scale decompaction occurring during the lling. The mesh convergence and the mass balance tests conducted ensure the robustness of the simulation tool.

This numerical tool has been thus employed to investigate the inuence of the dual-scale decompaction on macroscopic composite processing output parameters. A unidirectional ow is imposed in a deformable quasi-UD NCF and several decompaction scenario are envisaged. The results show that for a given macroscopic ber volume fraction, the lling time is signicantly impacted by the spatial distribution of intra-tow and inter-tow pores.

The simple knowledge of the macroscopic ber volume fraction is thus not sucient when the infusion of a dual-scale brous reinforcement is envisaged. Finer descriptors of both scales are necessary and inuence the processing results. Therefore, this simulation tool, coupled with accurate experimental data, would help in decisions making for composite manufacturers and textile designers. To achieve the proposed aims, compressive tests at dry and saturated states are conducted on single tows under two types of boundary conditions. The two approaches adopted to apply a dened stress to brous samples and to monitor both lateral and transverse deformations are detailed in the rst section. Then, according to literature, the Ogden-Hill model is selected and updated to take into account the large compressibility of the tows and the anisotropy of the tows in the ber direction. Ogden-Hill model will be nally used with two distinct lateral boundary conditions: by tting the model with the experimental data measured on laterally-free tows, it will be possible to capture the mechanical behavior of a laterally-constrained tow.

Tows in a fabric

Experimental studies have quantied the in-plane displacement and deformations of tows inside fabrics of several architectures such as woven glass fabric [START_REF] Saunders | Compression and microstructure of ber plain woven cloths in the processing of polymer composites[END_REF], [START_REF] Simacek | Notes on the modeling of preform compaction: Imicromechanics at the ber bundle level[END_REF], [START_REF] Swery | Automated tool to determine geometric measurements of woven textiles using digital image analysis techniques[END_REF], bidirectional glass fabrics [START_REF] Robitaille | Compaction of textile reinforcements for composites manufacturing[END_REF], biaxial stitched glass fabrics [START_REF] Somashekar | Compression deformation of a biaxial stitched glass bre reinforcement: Visualisation and image analysis using x-ray micro-ct[END_REF], 3D warp-interlaced glass fabrics [START_REF] Desplentere | Micro-ct characterization of variability in 3d textile architecture[END_REF] and 3D interlocks [START_REF] Dufour | Local strain measurements of yarns inside of 3d warp interlock fabric during forming process[END_REF]- [START_REF] Straumit | Quantication of the internal structure and automatic generation of voxel models of textile composites from x-ray computed tomography data[END_REF]. Although providing useful information regarding the evolving geometry of the architecture, these measurements cannot be directly related to intrinsic properties of the tow, since boundary conditions of a single tow inside textiles are not fully prescribed. Also most of the analyses are realized at a single given level of macroscopic compaction and very few studies present results over a wide range of com-

paction. An interesting study by [START_REF] Dufour | Local strain measurements of yarns inside of 3d warp interlock fabric during forming process[END_REF] follows the tow's elongation within a 3D interlock during forming using resistive lineal sensors.

Single tows

Microstructural evolutions of an isolated compacted or elongated tow have rarely been observed. In these studies, after the measurement of the initial geometry, the geometrical dimensions are directly calculated from through thickness and in-plane transverse displacements measured during a free-edge-transverse compression applied to an isolated single tow, [START_REF] Latil | Towards the 3d in-situ characterisation of deformation micro-mechanisms within a compressed bundle of bres[END_REF]- [START_REF] Harwood | Modelling of two-component yarns part i: the compressibility of yarns[END_REF].

Conclusion

The conducted literature overview highlights that few work exists when the single tow mechanical behavior is considered. Additionally, to the author knowledge, no experimental measurements have been conducted during the unloading phase at saturated state, expected recently by Kabachi et al. [START_REF] Kabachi | Experimental study on the inuence of cyclic compaction on the ber-bed static and dynamic responses[END_REF] at the macroscopic scale (fabric stack). Therefore, the experimental methodologies and setups presented in this chapter have been designed to allow the measurement of single tow width and thickness evolutions during the infusion process stages: dry loading phase and saturated unloading phase. Two approaches, diering by their boundary conditions, are detailed and studied hereafter. 
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Optical microscope Tow aspect ratio, waviness as the uid pressure P evolves from 0.1 M P a near the uid inlet (X=0) to the vacuum pressure at the vacuum vent location (X=1). Appendix A presents a detailed method to compute the uid pressure P with X-position when a deformable media with a varying permeability is considered.

This experimental protocol is rst followed for single ply fabric sample, and then for single tow samples. The next subsections present the post-treatment and the results for both kind of samples.

Single ply fabric: post-treatment

In this section, the post-treatment method applied to extract the thickness and the width of the single ply fabric sample for each stress level is detailed.

Width and thickness computation. For each stress level, the nal CCS le obtained is a matrix CCS(i, j, k where Z P V C is the PVC plate location and Z f abric is the fabric top location. The PVC plate location is dened as:

) where i ∈ [1, N ], j ∈ [1, m]
Z P V C = mean j=1→100;m-100→m (Z(j)) (III.1)
To dene the fabric top location Z f abric , several steps are required. First, the approximative position of each tow belonging to the single ply fabric are extracted and then, the maximal Z-position of each tow (Z max = max j (Z(j))) and its corresponding Y-position Y max are computed. The tow top location Z tow is thus dened as:

Z tow = mean j=Ymax-10→Ymax+10 (Z(j)) (III.2)
Finally, the fabric top position Z f abric is dened as (Figure III.5):

Z f abric = mean Ntow (Z tow ) (III.3)
where N tow corresponds to the number of tow composing the sample (here, N tow =7).

The fabric width w is dened as the dierence between the fabric rst Y f irst and second edges Y second ,. The fabric edges are given by the two Y-positions where Z = h 2 .

Available data. 

λ z = h h 0 (III.5)
where w and h are respectively the width and the thickness of the fabric at specic stress level, w 0 and h 0 being respectively the initial width and thickness of the fabric (i.e. at dry state, under σ = 0.01M P a).

As in the rst chapter (section 3.5 Eq. I.1), the decompaction level during the saturated decompaction phase is dened at each X-position, both laterally (ε y ) and transversely

(ε z ): ε y (X) = w sat (X) -w dry (X) w dry (X) (III.6) ε z (X) = h sat (X) -h dry (X) h dry (X) (III.7)
where w sat (X) and h sat (X) are respectively the width and thickness of the single ply at a given X-position during the saturated decompaction phase and w dry (X) and h dry (X)

are respectively the width and thickness of the single ply at a given X-position under the highest stress applied to the tows during the dry compaction phase (σ ≈ 0.0940M P a, for the 60 mbar abs. vacuum level, just before the wetting phase (details are given in the experimental protocol hereinbefore). During the saturated decompaction phase, each X-position is subjected to a specic stress σ. A fabric thickness decompaction gradient is thus expected along the X-position, as reported in the rst chapter (section 4.1). As illustrated in Figure III.7a, the maximal decompaction occurs near the uid inlet (ε z (X = 0.07) = 11.4%) whereas the minimal decompaction occurs near the vacuum vent (ε z (X = 0.93) = 1.1%). Even if no repeatability study has been conducted for this experiments, the trends are really close to the one measured in the rst chapter for a stack of 10 quasi-NCF plies (ε macro (X = 0) = 9.1%; ε CT (X = 0) = 8.4 ± 0.8%, as illustrated in Figure I.28). The fabric width evolution remains negligible (less than 1%, excepted at X=0.07). This result agrees with the one obtained with the XCT device in the rst chapter, as no width evolution of the tows within the stack has been observed (see section 9.2.2).

Single ply fabric: results

Finally, Figure III.8 summarizes the fabric width and thickness evolutions during the three main stages of the infusion process. To ease the interpretation of the unloading phase, a linear approximation of the width evolution presented in Figure III.7b has been employed, as its evolution is negligible. During the wetting phase, the fabric thickness increases signicantly (λ z = 0.875 ± 0.009 at the beginning of the wetting phase and λ z = 0.8808 at the end of the wetting phase) whereas the fabric width slightly reduces (λ y = 0.986 ± 0.004 at the beginning of the wetting phase and λ y = 0.984 at the end of the wetting phase).

A permanent transverse deformation of the fabric is observed at the end of this cycle (loading, wetting, unloading). The nal fabric thickness (measured at saturated state, near the uid inlet where σ ≈ 0M P a) is 2.8% smaller than the initial one (measured at dry state under σ = 0.001M P a). Nonetheless, the nal fabric width is equivalent to the initial one (less than 0.4% of dierence between the initial and nal widths).

The fabric deformation occurs mainly in the transverse direction (thickness evolution) during all the three steps of the infusion process. The results obtained during the decompaction phase are in good agreement with the one observed with the XCT device in the rst chapter.

The same experimental procotol is realized on single tows samples to analyze their width and thickness evolutions during the main steps of the infusion process. These results are presented hereafter. saturated decompaction is also dened at each X-position, both laterally (ε y in Eq. III. 6) and transversely (ε z in Eq. III.7). Therefore, imposing a vacuum level inside a deformable cavity made of a cellophane lm induces quasi-hydrostatic deformations of tows.

Single tows: results

This behavior may be not representative of the one occurring for a tow within a fabric.

In a fabric, no tow width evolution is expected: rst, as reported in the section 2.2.4, the fabric width evolution is limited. Additionally, the cellophane lm is not able to apply a lateral load to the tows located in a fabric. Therefore, transverse unidirectional loading and unloading phases should be more appropriate to capture the mechanical behavior of tows.

During the saturated decompaction phase, each X-position is directly linked to a specic stress σ (Figure III.4b): a thickness gradient is thus expected along the X-position.

A slight gradient is observed concerning the tow thickness evolution: as illustrated in 

Unidirectional compressive loading and unloading

The experimental work presented in this section is mainly based on the concept and setup presented by Dharmalingam at al. in [START_REF] Dharmalingam | Evolution of single carbon and glass brous tow cross-sections in dry and lubricated states during compaction perpendicular to the bers[END_REF]. In this unidirectional approach, single tows are laid down on a rigid cavity. A specic setup has been designed to allow the modication of the cavity thickess and thus to apply a unidirectional load on the tows. In this section, the setup and the methodology used to apply unidirectional load and monitor sample thickness and width is rst detailed. Then, the post-treatment method is presented and the analysis of the tow mechanical behavior under unidirectional compressive loading and unloading is provided.

Materials and equipments

The materials (tow sample and uid) and equipment (chromatic confocal scanner) used for this study are identical to the ones presented in the section 2.2.1. Width and thickness measurements at dry state. With the chromatic confocal scanner, usually the pen scans the sample surface without any obstacle between the pen (sensor) and the sample to be scanned. However, in this study, a top platen (10 mm thick) has been inserted between the pen and the tow sample. Therefore, a verication and calibration of the bench has been performed by measuring calibrated stainless steel shim plates below the top platen under a 100 N force. The dimensions of the calibrated shim plates are given in Table III.2. For each calibrated shim plate, 5 YZ proles have been acquired: the width and thickness presented in Table III.2 are the average values.

Setup and experimental protocol

The measured widths and thicknesses values show that performing measurement through the top platen of the compression bench does not alter the accuracy and is within 3% of tolerance. It also highlights that even if the bench deects, it has no inuence on the accuracy of the thickness and width measurements. 

Single tows: post-treatment

In this section, the post-treatment method applied to extract the thickness and the width of the single tows for each stress level is detailed.

Width and thickness computation. As described in section 2.2.5, the CCS le obtained is a matrix CCS(i, j, k). For each X-position, and for each stress level, single tows are extracted from the CCS le to compute their width and thickness (Figure III.17).

The thickness h is again dened as the dierence between the bottom platen Z-position (Z platen , equivalent to Z P V C dened in Eq. III.1) and the Z-position of the tow Z tow (Eq. III.8). The width w is again dened as the dierence between the tow rst Y f irst and second edges Y second .

Available data. For the single tow tests, 2 single tows have been laid down on the pool.

The tow width and thickness is thus averaged among the 2 considered tows and among the 6 X-positions.

Mechanical variables denition. The lateral and transverse large strain extensions (λ y and λ z ) are identical to the one dened respectively in Eq. III.4 and III.5, where the initial tow width w 0 and thickness h 0 are the one measured at the beginning of the dry loading phase, under the minimal stress level. It should be noticed that the tow thickness evolution between the end of the dry state loading phase and the end of the saturated state is about 9%. This result is in good agreement with the tow behavior measured with the XCT experiments in the rst chapter: the tow thickness evolution near the uid inlet location between the compacted dry state and the decompacted saturated state is about 7% (Figures I. 49 and I.51).

Single tows: results

Under the unidirectional compression boundary conditions provided by the setup, the single tow widens during the loading phase. However, a signicant tow thickness rise is observed during the unloading saturated phase, whereas a negligible width evolution is detected. This tow behavior at saturated state is in good agreement with the one measured with XCT experiments in the rst chapter.

Figure III.20 illustrates the single tow behavior under unidirectional stress load and unload as well as the single ply fabric behavior under infusion process boundary conditions.

Experimental conclusions and prospects

A loading/unloading cycle has been applied to a single ply fabric and single tows to A possibility to verify this hypothesis would be to monitor a new stack microstructure with the XCT device described in the rst chapter, under several stress level at dry state. Therefore, both tows and stack widths and thicknesses evolutions could be analyzed along the dry loading phase. The tows are lateraly constrained and do not widen during the dry compaction loading.

Then, an evolution of the inter-tow channels size is not expected. These microstructural reorganizations occur prior to the infusion process and condition the initial microstructure of the brous reinforcement. Depending on the spatial distributions of inter-tow and intra-tow pores, the quasi-UD NCF will have a dierent in-plane permeability, as it has been highlighted at the end of the rst chapter.

The mechanical behavior of such quasi-UD NCF has been already investigated at macroscopic scale by Vallons et al. [START_REF] Vallons | The inuence of the stitching pattern on the internal geometry, quasi-static and fatigue mechanical properties of glass bre non-crimp fabric composites[END_REF]. Nonetheless, at mesoscopic scale, most models concerning the transverse compression of a single tow are unidirectional or neglect the lateral deformations of the modeled tow. Therefore, a new tow model is proposed in the following section, and the inuence of the lateral boundary conditions on the mechanical tow behavior is analyzed.

3D modeling of the tow mechanical behavior: unidirectional compressive loading

During the dry loading phase, the previously studied glass single tows undergo significant lateral and transverse evolutions: while the tow thickness reduces by 22.5%, its width increases by 9.6%. Depending on the lateral boundary conditions applied to a tow within a fabric (for instance with a loose or a tight stitch), its mechanical behavior is expected to dier. It is thus of great interest to model the mechanical behavior of a single tow under compressive loading to improve the understanding of the fabric behavior.

This section will rst focus on the selection of an hyperelastic model able to predict both the nonlinear evolution of the tow thickness and the slight evolution of the tow width.

Then, the inuence of the lateral boundary conditions applied to the tow on its 3D mechanical response will be studied. Finally, the parameters of the selected model will be tted to the experimental data measured in the previous section for a laterally-free glass tow. An analysis will be additionally provided to predict the mechanical behavior of a laterally-constrained tow.

Selection of the model

The literature context and the preliminary studies presented in this section have been mainly extracted from the work realized by Anne-Sophie Lectez [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF], [START_REF] Lectez | Three-dimensional mechanical properties of dry carbon ber tows subjected to cyclic compressive loading[END_REF]. Her main objective was to develop a 3D model able to predict both lateral and transverse evolution of a tow under cyclic compressive loading. 

I 1 = λ 2 x + λ 2 y + λ 2 z I 2 
second invariant of the transformation

I 2 = λ 2 x λ 2 y + λ 2 y λ 2 z + λ 2 x λ 2 z I 3 
third invariant of the transformation

I 3 = λ 2 x λ 2 y λ 2 z = J 2 I 4
pseudo-invariant: square of the principal extension in ber direction

I 4 = λ 2
x single dry tow of continuous carbon bers. These results, not published yet, are presented in the two following sections to justify the selection of the Ogden-Hill hyperelastic model to best represent the tow behavior under transverse compressive loading. First, the four selected hyperelastic models are presented and then, their material parameters are tted with the experimental data in order to underline their ability to account for both lateral and transverse extensions evolutions.

Preliminary study: presentation of four hyperelastic models

Four dierent hyperelastic models have been analyzed by Lectez et al. [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF]. For the sake of clarity, in the following mathematical expressions of the considered hyperelastic models, the material parameters are written in blue.

Neo-hooken model. The neo-Hookean model is one of the simpliest hyperelastic model, as only one material parameter is required to t with experimental data. This parameter C represents the shear modulus of the material for innitesimal deformations; it comes out of the molecular theory on vulcanized rubber. As explained hereinbefore, this model is adapted to account for both compressibility and inextensibility:

W N H = C 1 (I 1 -3) isotropic stiness + C(J -1) 2 -2C 1 ln(J) compressibility + C f (I 4 -1) 2 inextensibility (III.11)
where C, C 1 , C f are the material parameters of the model.

Mooney-Rivlin model. Mooney [START_REF] Mooney | A theory of large elastic deformation[END_REF] rst developed a simple hyperelastic model by observing that rubber response is linear under shear loading conditions. Rivlin [START_REF]Large elastic deformations of isotropic materials. i. fundamental concepts[END_REF], [START_REF]Large elastic deformations of isotropic materials iv. further developments of the general theory[END_REF] extended this model by developing W as a polynomial series of (I 1 -3) and (I 2 -3). This form of strain energy is classical and used for very large strain problems. As explained hereinbefore, two terms have been added to the initial model to account for both large compressibility and anisotropy:

W M R = C 1 (I 1 -3) + C 11 (I 1 -3) 2 + C 13 C 13 (I 1 -3) 4 isotropic stiness + C(J -1) 2 -2C 1 ln(J) compressibility + C f (I 4 -1) 2 inextensibility (III.12)
where C, C 1 , C 11 , C 13 , C f are the material parameters of the model.

Blatz-Ko model. In 1962, Blatz and Ko [START_REF] Blatz | Application of nite elastic theory to the deformation of rubbery materials[END_REF] modeled the deformation of a highly compressible polyurethane foam rubber. It becomes one of the most used models describing the behavior of rubber in the compressible case. As detailed hereinbefore, a strain energy term is added to account for the inextensibility in ber direction:

W BK = f C 1 (I 1 -3) + C 13 (I 1 -3) 4 + C 1 β (I -β 3 -1) +(1 -f )C 1 I 2 I 3 -3 + 1 β (I -β 3 -1) + C f (I 4 -1) 2 inextensibility (III.13)
Ogden-Hill model. In 1972, Ogden [START_REF] Ogden | Large deformation isotropic elasticityon the correlation of theory and experiment for incompressible rubberlike solids[END_REF] proposed to derive the strain energy in terms of generalized strain: he expanded W through a series of real power of (λ i ) i=x,y,z .

Hill [START_REF] Hill | Aspects of invariance in solid mechanics[END_REF], and Storåkers [START_REF] Storåkers | On material representation and constitutive branching in nite compressible elasticity[END_REF] modied this model to take into account a large compressibility of the material. Finally, this model is adapted to account for the inextensibility in the ber direction:

W OH = i µ i α i 2 λ α i x + λ α i y + λ α i z -3 isotropic stiness + 1 β i (J -α i β i -1) compressibility + C f (I 4 -1) 2 inextensibility (III.14)
where µ i , α i , β i , C f are the material parameters of the model. According to Marckmann [START_REF] Marckmann | Comparison of hyperelastic models for rubberlike materials[END_REF], the material parameters should fulll the stability condition (µ i α i > 0). According to Lectez [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF], a unique set of parameters (i.e. i = 1) is sucient to reproduce both the experimental shape of the transverse stress/strain curve and the lateral extension. This model with a unique set of parameters will be compared to experimental data hereafter.

In the following section, the material parameters (in blue) of these models have been tted to the experimental data measured by Lectez et al. [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF] on a dry carbon tow. The Ogden-Hill model has been adapted to take into account both the large compressibility of tows subjected to compressive load and the inextensibility in the ber direction. Lectez et al. [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF] highlighted the ability of this hyperelastic model to reproduce, during a compressive loading, both the highly nonlinear thickness evolution and the slight width evolution of a single tow.

Inuence of the lateral boundary conditions

The Ogden-Hill model has been selected to model the 3D behavior of a tow under a transverse compressive loading. To compute the 3D mechanical behavior, two kind of boundary conditions can be imposed on the lateral edges of the tows:

Laterally-free boundary condition. This boundary condition is expressed as λ y = 1 and could represent the case of a tow within a tight stitched quasi-UD NCF.

Two analyses are proposed hereafter to evaluate the inuence of the boundary conditions on the transverse mechanical behavior of the tow. First, two Newton-Raphson algorithms are implemented to take into account the two possible lateral boundary conditions. Then, a 2D analytical solution is proposed, where the inextensibility of the tow is imposed (λ x = 1).

Numerical 3D solution

Two Newton-Raphson algorithms are implemented to take into account the two possible lateral boundary conditions: Laterally-free boundary conditions. In this numerical problem, increments of transverse extension λ z are imposed. The aim is to compute the longitudinal and lateral extensions (λ x , λ y ) for each increment and to minimize the residue R = [σ x , σ y ].

Laterally-constrained boundary conditions. In this numerical problem, increments of transverse extension λ z are imposed. The aim is to compute the longitudinal extension and the lateral stress (λ x , σ y ) for each increment and to minimize the residue R = [σ x , λ y -1].

Using the material parameters summarized in Table III.4, the evolution of the longitudinal and the lateral extensions as well as the transverse stress evolution are computed for the two kinds of lateral boundary conditions. 

Analytical 2D solution

An analytical solution is developed here to highlight again the impact of the lateral boundary conditions on the expression of the transverse mechanical behavior of the tows. In order to obtain an analytical solution, the Ogden-Hill model has been reduced to a 2D model: the ber inextensibility has been taken into account by imposing λ x = 1.

The Cauchy stress tensor can be expressed in the eigen basis of the transformation gradient (so that J = λ x λ y λ z ) as detailed in Eq.III.10. Additionally, the Ogden-Hill model presented in the previous section can be written as:

W OH = µ OH α 2 λ α x + λ α y + λ α z -3 isotropic stiness + 1 β (J -αβ -1) compressibility + C f (I 4 -1) 2 inextensibility (III.15)
Then, by combining Eq. III.10 and III.15, the lateral and transverse stress (respectively σ y and σ z ) can be expressed as:

σ y = µ OH α 1 λ z λ α-1 y -λ -αβ z λ -αβ-1 y (III.16) σ z = µ OH α 1 λ y λ α-1 z -λ -αβ y λ -αβ-1 z (III.17)
Using these two expressions, the transverse mechanical behavior of the tow can be expressed in two dierent ways, depending on the lateral boundary conditions:

Laterally-free boundary conditions. The laterally-free boundary conditions induces σ y = 0. From Eq. III.16, a relationship between the lateral and the transverse extension can be expressed:

λ y = λ -β 1+β z (III.18)
Finally, by replacing Eq. III.18 in Eq. III.17:

σ f ree z = µ OH α λ α+αβ-1 1+β z -λ -αβ-1 1+β z
Laterally-constrained boundary conditions. The laterally-constrained boundary conditions induces λ y = 1. From Eq. III.17, the transverse stress can be expressed: With this new set of material parameters, the inuence of the lateral boundary conditions on the 3D mechanical behavior of the tow is investigated. Finally, the predicted behavior of a laterally-constrained glass tow will be compared with the experimental behavior of the quasi-UD NCF fabric measured in section 2.2.4. 

σ cstr z = µ OH α λ α-1 z -λ -αβ-1 z Figure III.

Material parameters identication

Comparison between the predicted behavior of laterally-constrained tow and the experimental behavior of the quasi-UD NCF

With identical material parameters, the 3D mechanical behavior of a laterally-constrained tow has been also predicted. This laterally-constrained behavior may represent the one of tows within the quasi-UD NCF, that are potentially laterally-constrained by the stitch.

Therefore, the predicted behavior of a laterally-constrained tow will be compared to the experimental behavior observed for the quasi-UD NCF. The Ogden-Hill model is in good agreement with the 3D mechanical behavior of a glass tow extracted from a quasi-UD NCF. Modifying the lateral boundary conditions applied to this tow allows the behavior prediction of a laterally-constrained tow, which appears comparable to the quasi-UD NCF mechanical behavior.

Modeling conclusions and prospects

Several hyperelastic models have been compared to evaluate their ability to reproduce the 3D tow behavior under a dry unidirectional transverse compression. To take into account the high compressibility of the tows (highlighted in [START_REF] Dharmalingam | Evolution of single carbon and glass brous tow cross-sections in dry and lubricated states during compaction perpendicular to the bers[END_REF]) and their inextensibility in the ber direction, these models (Neo-Hookean, Mooney-Rivlin, Blatz-Ko and Ogden)

have been updated by adding adapted energy strain terms in their initial formulation.

The Ogden-Hill model, detailed in Eq. III.14, is a promising model as it can both reproduce the highly non-linear transverse behavior of the tow and its widening.

Two types of lateral boundary conditions can be studied with this model: the tow can be considered laterally-free (the tow width evolution is free) or laterally-constrained (the tow width remains constant during the transverse loading). For identical materials parameters, and thus an identical tow material, the predicted transverse behavior of a laterally-constrained tow is stier than the one of a laterally-free tow. It could be explained by the fact that a laterally-free tow densies less than a laterally-constrained one.

The Ogden-Hill model material parameters have been nally selected to t the experimental behavior previously measured on single glass tows, that are laterally-free. Modifying the lateral boundary conditions leads again to a stier transverse behavior of the considered tow. This laterally-constrained glass tow behavior is in good agreement with the one measured on a quasi-UD NCF, made of these glass tows. This model could be thus useful for textile designers, in order to have a rst understanding of the quasi-UD NCF behaviors.

There are still possibilities to improve this model. For instance, to mimic the modication of the lateral boundary conditions, an energy strain can be added in the considered hyperelastic model, as it has been done to reproduce the inextensibility in the ber direction. This energy could be dened as W lateral = C l (λ 2 y -1) 2 , where C l could be choosen high to represent the behavior of a tow inside a tight stitch NCF, or low to represent the behavior of a tow inside a loose stitch NCF. Nonetheless, adding this energy will completely modify the meaning of the "lateral boundary conditions": instead of being "boundary conditions", they will become part of the "material parameters".

Moreover, the Ogden-Hill model could be tted with the experimental data measured during the saturated unloading. Even if the tow width evolution is limited during this phase, this model could be used as an input for the simulation tool developed in the second chapter.

Conclusion and prospects

As highlighted in the second chapter, the lling time of a bidisperse and deformable dualscale brous reinforcement depends on the tow width and thickness evolutions during the infusion process. These geometrical evolutions, induced by a specic mechanical behavior, impact the spatial distribution of inter-tow and intra-tow pores inside the brous reinforcement during its lling stage. It appears thus of great interest to quantify the mechanical behavior of tows during the stages of the infusion process: the dry loading phase (occurring prior to the infusion itself ) as well as the saturated unloading phase (occurring during the infusion). Additionally, modelling this tow mechanical behavior seems useful: the obtained model could be used as an input for the simulation tool developed in the second chapter.

Therefore, experimental investigations have been rst conducted both on a single ply of quasi-UD NCF and on single tows extracted from this fabric. Infusion has been conducted on a single ply, and the fabric width and thickness evolutions have been measured with a chromatic confocal scanner. The stress applied on the fabric has been linked to the vacuum level set inside the cavity. Moreover, a specic setup has been designed to apply transverse unidirectional deformation to single tows, and to monitor the lateral extension of the tow (i.e. the evolution of its width) and the corresponding transverse stress level.

The fabric behavior and single tow behavior measured during the saturated unloading phase are in good agreement with the geometrical evolutions of the tows and the stack monitored with the XCT experiments.

The dry loading phase, not measured in the rst chapter with the XCT device, highlights an interesting behavior at both fabric and tow scale. While the fabric width remains almost constant, the width of the single tow (laterally free to deform) increases signicantly (9.6%). The resulting transverse behavior is thus impacted: the fabric thickness reduces by 12.5% whereas the tow thickness reduces by 22.5%. It means that the fabric densies whereas the lateraly-free single tow widens. The modeling of the 3D behavior of a tow subjected to a unidirectional transverse load appears thus of great interest.

Indeed, by modifying the lateral boundary conditions applied on a single tow, the model could predict the resulting transverse behavior.

Based on the study presented by Lectez et al. [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF], the Ogden-Hill hyperelastic model has been selected and adapted to take into account the compressibility of a single tow and its inextensibility in the ber direction. The four material parameters of this model has been determined manually to best t the lateral and transverse behaviors measured on single tows. Then, the transverse behavior of the tow, modeled initially with lateral boundary conditions allowing the evolution of the tow width, has been analyzed when a condition of no displacement is imposed at the lateral edges of the tow. It appears that this modeled laterally-constrained behavior is in good agreement with the experimental transverse behavior measured for the quasi-UD NCF. This rst model seems thus promising for textile designers: for instance, they could estimate the transverse behavior of a tight stitched quasi-UD NCF by knowing the 3D mechanical behavior of the constitutive tow.

Several prospects have been identied about this mechanical study. Concerning the experimental aspect, several tracks have been identied:

The transverse and lateral behavior of the quasi-UD NCF ply should be analyzed during an unidirectional transverse compressive tests. It would ensure the homogeneity of the results, presented for instance in the modeling section of this chapter.

For both brous samples (tow and fabric), the dry loading behavior should be measured starting from a null stress (σ z = 0M P a), in order to improve the tting with the Ogden-Hill model.

The overall experimental work should be reproduced with two kinds of quasi-UD NCF, made of the same constitutive tows: one quasi-UD NCF with a tight stitch, the other one with a looser stitch.

The XCT device presented in the rst chapter could be used to visualize the geometrical evolution of tows within the aforesaid quasi-UD NCFs.

Concerning the modeling aspect, several tracks have been also identied:

The Ogden-Hill model could be tted with the experimental data measured during the saturated unloading. Even if the tow width evolution is limited during this phase, this model could be used as an input for the simulation tool developed in the second chapter.

The Ogden-Hill model could be modied by adding a strain energy representing the "lateral boundary conditions" or in other words the tow connement.

Lectez et al. also worked on the behavior of tows subjected to load/unload cycles.

The experimental work has been published in [START_REF] Lectez | Three-dimensional mechanical properties of dry carbon ber tows subjected to cyclic compressive loading[END_REF]. The modeling part, not published yet, could be used to predict the cyclic behavior undergone by a tow during the complete infusion process.

These items are part of the ungoing work. Then, an existing simulation tool dealing with dual-scale ow in non-deformable porous material has been upgraded to take into account both the macroscopic and mesoscopic deformations occurring for a quasi-UD NCF during the infusion process. This numerical tool allows to estimate the impact of the dual-scale decompaction phenomenon on the macroscopic lling time of parts.

Conclusion and prospects

As only geometrical evolutions of tows and fabrics had been captured and analyzed previously, a mechanical investigation of the tow behavior during the infusion process has been additionally carried out. Therefore, the 3D mechanical behaviors of a single tow and single ply of quasi-UD fabric have been experimentally analyzed through the infusion process stages. From these results, an hyperelastic model has been proposed to predict the 3D mechanical behavior of tows during the dry loading phase, prior to the infusion process.

The major conclusions obtained along this thesis are detailed hereafter.

The infusion process conducted on the quasi-UD NCF inside the XCT device leads to the following major conclusions:

While the stack thickness increases by 9%, the constitutive tows of the fabric swell by 8%, only in the thickness direction. No width evolution of the tows has been detected between the dry and the saturated states.

Depending on the tensile force applied during the stitching, the resulting quasi-UD fabric allows more or less tows deformation during the decompaction phenomenon. Therefore, several ow-induced microstructural reorganizations have been envisaged and a simplied model has been used to predict the in-plane permeability corresponding to each decompaction scenario. It leads to the following conclusion:

For a given macroscopic ber volume fraction (V f ) evolution during the infusion process, the macroscopic permeability evolution of the stack can be impacted by a factor 3, depending on the considered microstructural reorganization scenario.

V f does not seem the appropriate descriptor to estimate the in-plane permeability when the infusion of dual-scale fabrics is considered.

A simulation tool dealing with the dual-scale ow in bidisperse deformable brous material has been developed. The inuence of the dual-scale decompaction on the lling time has been thus estimated and it is found that:

The developed numerical tool, coupled with relevant experimental data, could help in decisions making for composite manufacturers and textile designers.

The mechanical behavior of single tows and single ply recorded through the main steps of the infusion process as well as the 3D model proposed to predict the mechanical tow behavior lead to the following conclusions:

The unidirectional dry loading occurring during the vacuuming process, prior to the infusion, appears to have a signicant impact on the initial spatial distribution of meso and micro pores. Depending on the lateral boundary conditions applied to a single tow, it widens or densies.

The Ogden-Hill model is able to t both the lateral and transverse evolution of tow during a transverse compressive test. By modifying the lateral boundary conditions applied to the tows, the model is able to predict the 3D mechanical behavior of a laterally-constrained tow. This behavior appears close to the experimental behavior of a quasi-UD fabric, from which the tows were extracted.

Prospects

The following prospects are organized in mid-term and long-term prospects. For both of them, experimental, numerical and modelling standpoints are discussed.

Mid-term prospects

From an experimental standpoint, it would be interesting to study deeper two quasi-UD NCFs made of given glass tows, but with two dierent stitches. The rst step would be to use the XCT device developed in the rst chapter to record identical microstructure during the dry loading phase. With image post-processing tools, it would be possible to identify the impact of the stitch on the tow widening, occurring inside the fabric.

Secondly, these results could be compared with unidirectional tests conducted on both single tows and fabrics using the setup developed in the third chapter.

Linked to the previous discussed prospects, the Ogden-Hill model could be modied to vary the lateral boundary conditions applied to single tows. It would be thus possible, φ(x) = 1 -

(1 -φ ini )h ini w ini h(x)w(x) [START_REF] Martin | Inuence of fabrics' design parameters on the morphology and 3D permeability tensor of quasi-unidirectional non-crimp fabrics[END_REF] where φ ini , h ini , w ini are respectively the initial tow porosity content, the initial tow thickness and the initial tow width whereas h, w stands for the tow thickness and width evaluated at the position x.

Combining Eqs. 19-21, it is possible to obtain a dierential equation for the pressure P : f (x)

∂ 2 P ∂x 2 + ∂f (x) ∂x ∂P ∂x = 0 ( 23 
)
where f is function of the porosity content φ: f (x) = φ(x) 3

(1-φ(x)) 2 .

When a unidirectional tow of length L is infused, the boundary conditions of the problem are:

P (x = 0) = P inj P (x = L) = P vac where P inj is the atmospheric pressure and P vac is the vacuum level at the vacuum vent.

Application

Table 6 summarizes the values choosen for the analytical problem presented hereinbefore.

As measured experimentally in the rst chapter, the tow thickness evolution is considered linear with the x position. Figure 33a shows the resulting evolution of the function f (dened in Eq. 22). The resulting pressure P (Figure 33b) depends on the tow deformation: if the tow thickness evolves signicantly (e = 0.5, meaning that the tow thickness rises of 50%), the uid pressure cannot be considered linear with the X-position. This behavior is in good agreement with the one computed by Acheson et al. [START_REF] Acheson | The implications of ber compaction and saturation on fully coupled vartm simulation[END_REF].

This relationship between the uid pressure and the X-position has been obtained by knowing the tow deformation along the X-position. This methodology could be thus used to plot the tow transverse and lateral deformations versus the total stress applied on the tow (Terzaghi's law can be used to compute the stress applied on the tow when knowing the uid pressure).

Table 6: Parameters used to compute the pressure evolution. e is a parameter between 0 and 1 dening the amplitude of the decompaction phenomenon. Title: Hydro-mechanical coupling in a deformable dual-scale fibrous reinforcement: from mesoscale characterization and modeling to liquid resin infusion process simulation Keywords: Infusion process, Microstructure, Dual-scale porosity, Experimental, Modelling Abstract: A current aim of wind turbine industries is to produce large structural parts at reduced costs. In this context, manufacture composite blades made of quasi-unidirectional non-crimp fabrics (quasi-UD NCF) using the infusion process is competitive on both mechanical and cost aspects. The infusion process involves an unloading phenomenon due to the vacuum bag flexibility. Additionally, during the impregnation, NCFs exhibit a dual-scale flow. Usual modeling of both phenomena assumes that the fibrous preform is a continuous medium with a varying permeability. Nonetheless, the permeability is affected by the meso-pores size and spatial distribution, which depend on the compaction state. The goal of this thesis is thus to characterize experimentally the flow-induced microstructural evolution of a quasi-UD NCF during the infusion process, and to quantify the impact of this microstructural reorganization on relevant macroscopic parameters, such as modelled in-plane permeability as well as computed filling time of parts.

Injection parameters

In situ infusion process has been conducted inside X-ray Computed Tomography device to capture a dual-scale fibrous microstructure prior and after the infusion process. Additionally, a simplified model has been proposed to predict the in-plane permeability and thus to evaluate the influence of the microstructural reorganization on it. Then, a numerical tool has been developed to account for dual-scale flow in a bidisperse deformable fibrous media. The impact of the dual-scale unloading on the macroscopic filling time of parts has been established. A mechanical investigation of the tow behavior during the infusion process has been additionally carried out experimentally to better understand the quasi-UD NCF behavior. From these results, a hyperelastic model has been proposed to predict the 3D mechanical behavior of tows during the dry loading phase, prior to the infusion process.
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 1 Figure I.1: Illustration of the impact of tow displacement and deformation on the microstructural reorganization

Figure I. 2 :

 2 Figure I.2: Graphical summary of the chapter highlighting scales, setups, acquisition systems and presenting the validations and investigations

  manufactured from batches of Advantex ® glass roving (Owens Corning). The quasi-UD NCF ply (Figure I.3) of total glass areal weight of 1395 g/m 2 is made of two layers: one layer of UD glass tows (4800 tex) and one weft backing glass layer oriented at ± 80°( 68 tex). Both layers are stitched (warp-knitting) with a very thin polyester thread, symmetrical and spaced of 5 mm, that may constrain locally the tows in the width direction. (Y-direction presented on Figure I.3).

Figure I. 3 :

 3 Figure I.3: 3D representation of quasi-UD NCF fabric[START_REF] Martin | Inuence of fabrics' design parameters on the morphology and 3D permeability tensor of quasi-unidirectional non-crimp fabrics[END_REF] 

  NCF are previously laid down (Figure I.4a), the UD ber direction being along the X-axis. After relaxation of the dry brous reinforcement, a rst Z-prole of the vacuum bag position along a X-line is recorded (Figure I.4b). A 1D continuous ow of glycerol along the X-axis is then maintained in the cavity, leading to a higher stabilized thickness near the uid inlet (Figure I.4c) when full saturation is attained. After relaxation of the fully saturated brous reinforcement, a second prole acquisition of the vacuum bag position, along the same X-line (e.g. Y is constant between dry and saturated states), is recorded (Figure I.4d).

Figure I. 4 :

 4 Figure I.4: Experimental steps: a) dry state. b) dry state, acquisition. c) saturated state. d) saturated state, acquisition.

Figure I. 5 :Figure I. 6 :

 56 Figure I.5: Schematic view of the Macro-scale setup: acquisition equipment (in red) and infusion setup (in grey)

A

  chromatic confocal scanner (CCS Prima, STIL company), illustrated in Figure I.8 monitors the vacuum bag position along a X-line in the XY-plane for each compaction state. The confocal chromatography principle and the acquisition parameters selected in this study are detailed hereafter.

Figure I. 8 :

 8 Figure I.8: CCS Prima chromatic confocal scanner and its principal components

(

  uid ow direction) during the transient state. The macroscopic decompaction is found to be non-linear with X-position during the transient state for a felt fabric (Figure I.11a) and for a woven glass fabric (Figure I.11b). Nonetheless, when a part is demolded, its thickness gradient with X-position can be considered as linear (Figure I.11c). In this study, the visualization of the results are presented as the decompaction evolution (e.g the thickness rise between the dry and the fully-saturated state) along the X-position (e.g. the ow front direction). At the end of the transient state the decompaction is non-linear with the X-position (Figure I.12a). Nonetheless, 20 minutes after the end of the transient state (as presented in Figure I.9), while uid ow and vacuum are still maintained, the macroscopic decompaction tends to linearize with the X-position (Figure I.12b

Figure I. 9 :

 9 Figure I.9: Detailed description of the experimental protocol steps during a Macro-scale test

Figure I. 13 :

 13 Figure I.13: Thickness gradient visualization of 3 Z-proles recorded on the same stack of quasi-UD fabric.
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  Macro-mesoscopic scale investigation: setup and methodsIn this section, a new Macro-meso-scale approach is described. Dual-scale fabrics are laid down into a cavity closed with a exible vacuum bag, and an X-ray CT-scan device is used to monitor a same microstructure under several decompaction state (at dry state prior to the infusion and at saturated state after the infusion). It should allow both the quantication of the vacuum bag displacement (at macroscopic scale) and a rst visualization of the associated microstructural evolution between the two states (at mesoscopic scale). The experimental principle, setup and associated post-treatment are detailed hereafter.5.1 Experimental principleA controlled level of vacuum (60 mbar abs) is applied in a cavity where plies of quasi-UD NCF are previously laid down (Figure I.14a), ber direction being along the X-axis. After relaxation of the dry brous reinforcement, two 3D images are recorded with a Xray Computed Tomography device (X-ray CT-scan): the rst one near the uid inlet (in red in Figure I.14b) and the second one near the vacuum vent (in orange in Figure I.14b). The microstructure A obtained near the inlet at dry state is illustrated in Figure I.14b. A 1D continuous ow of glycerol along the X-axis is then maintained in the cavity, leading to a higher stabilized thickness near the uid inlet (Figure I.14c) when full saturation is reached. After relaxation of the fully saturated brous reinforcement, two 3D images are recorded at the same locations as in the dry state. The same microstructure A obtained at the same location at saturated state is illustrated in Figure I.14d.

Figure I. 14 :

 14 Figure I.14: Experimental steps: a) dry state. b) dry state, CT-scan acquisition. c) saturated state. d) saturated state, CT-scan acquisition.

3 )

 3 and a downsized infusion setup. A schematic view of the setup is given in Figure I.15.The X-ray CT-scan environment and acquisition imposes several constraints: the resolution of the recorded images depends on the distance between the X-ray source and detector and on the attenuation coecient of the infusion setup (see details in section 5.3.1). It then imposes high constraints on the setup dimensions and on the used components (details are given in section 5.2.1).

  Figure I.15: Schematic view of the Macro-meso-scale setup: acquisition equipment eects (in red) and infusion setup (in grey)

Figure I. 17 :

 17 Figure I.17: Picture of the bagging strategy: a) visualization of folds, closed cavity. b) visualization of the double vacuum circuit, open cavity.

Figure I. 18 : 21 5. 5 . 1

 182151 Figure I.18: Detailed description of the experimental protocol steps during a Macro-meso-scale test

Figure I. 19 :

 19 Figure I.19: Link between the setup and the 3D image recorded (inlet ROI)

  Figure I.20: Illustration of the post-processing on a slice selected near the uid inlet (X=0.09). a) Raw image after the cropping step. b) Application of the FeatureJ plugin. c) Selection of the signicant edges. d) Remove of the isolated black pixels and horizontal closing of the gap between upper tows.

Figure I. 21 :

 21 Figure I.21: Illustration of the Y-line allowing the thickness stack measurement at a dened Y position

Figure I. 22 :

 22 Figure I.22: Summary of the presented steps to obtain the average decompaction percentage: from the slice selection to its measurement.

Figure I. 23

 23 Figure I.23 presents the macroscopic decompaction trends for both setups during the stabilized saturated state (saturated + 20 min). When representing the real ow length (Figure I.23a), the Macro-scale gradient shows more non-linearity than the Macro-mesoscale one. The limited length in the second case leads to reduce the bending of the tows

Figure I. 23 :

 23 Figure I.23: Comparison of the decompaction gradient obtained with the Macroand the Macro-meso scale setups: a) representation with the real ow length. b) adimensionalization of the ow length.

  to an average of about -1 % (Figure I.24a). The thickness of the fabric decreases with time and the maximum dry compaction stabilizes after 1 h around -1.3 % (Figure I.24b). During the saturated state, the thickness gradient tends to linearize with X-position (Figure I.24c) and is stabilized 40 min after the impregnation.
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 13 Repeatability Three repetitions are conducted with the Macro-meso-scale setup. For these tests, the dry state stabilization with time and the stabilized saturated state (saturated + 20 min) thickness gradient are investigated. The dry state stabilization level diers from a stack to another (Figure I.25a): it could be explained by the possible nesting between plies, that completely depends on the way plies are laid down from a test to another. Even if the dry state stabilization diers, the overall decompaction trends of the three tests are very comparable (Figure I.25b).

Figure I. 24 :

 24 Figure I.24: Relaxation at dry state, with the Macro-meso-scale setup: a) Evolution with X-position. b) Evolution with time. Relaxation at saturated state, with the Macro-meso-scale setup: c) Evolution with X-position. d) Evolution with time.

Figure I. 25 :

 25 Figure I.25: Repeatability of the Macro-meso-scale tests conducted with the chromatic confocal scanner: a) dry state stabilization with time. b) thickness gradient at stabilized saturated state.

Figure I. 26

 26 Figure I.26 illustrates two extracted slices (YZ-plane) from two acquisitions of the same microstructure. The only changing parameter between these two acquisitions is the vacuum level inside the cavity. In the rst case (Figures I.26a, b, c), the vacuum level is 60 mbar (abs) and in the second case (Figures I.26d, e, f ), the vacuum level is near the

Figure I. 26 :

 26 Figure I.26: A sharp raw image (a) extracted near the uid inlet with a zoomed view (b) and a gray level prole in yellow (c). A blurred raw image (d) extracted at the same X-location with a zoomed view (e) and a gray level prole in yellow (f ).

Figure I. 27 :

 27 Figure I.27: Extracted slice near the inlet uid during the dry state (a) and its corresponding zoomed view (b). Extracted slice at the same location during the saturated state (c) and its corresponding zoomed view (d).

Figure I. 28 :

 28 Figure I.28: Macroscopic decompaction gradient: a) using the Macro-scale methodology (confocal chromatic scanner). b) using the Macro-meso-scale methodology (CT-scan) and the Macro-meso-scale setup.
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 11 Microstructure displacement: visualization and image matching The image obtained with the Macro-scale post-processing (Figure I.20c) gives an overview of partial tow boundaries. Then, at a dened X-position, the superposition of the postprocessed slices at dry and saturated state gives a rst visualization of the microstructure evolution due to the decompaction phenomenon (Figure I.29).

Figure I. 29 :

 29 Figure I.29: Visualization of the microstructure displacement near the uid inlet (X=0.09): in black, the microstructure at dry state; in pink, the same microstructure at saturated state.

  Figure I.29 shows that, at a dened X-location, each tow in the dry state (R) is overlapping each tow in the saturated state (D). This algorithm, implemented in Matlab (imregdemons function), is then used to compute the displacement of each voxel between the dry and the saturated states. The outputs provide a displacement eld and a new version (D') of the image (D), deformed according to the displacement eld (an example is given in Figure I.30).

Figure I. 30 :

 30 Figure I.30: Algorithm demons applied to a simplied image. a) Reference image (R). b) Deformed image (D). c) New version of the deformed image (D') superposed to the reference image (R). The intersection between (R) and (D') is white. d) Computed error between (R) and (D').

Figure I. 31 :

 31 Figure I.31: Error computed between the dry state (R) and the deformed saturated state (D) near the inlet (X=0.08). To enhance the interpretation, the partial detected tows boundaries are also reported.
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 51 when a slice (YZ-plane) is considered, an edge detection algorithm is not sucient to nd the horizontal tows boundaries (see for instance the edge detection illustrated in Figure I.20c). This is mainly due to the weft backing glass layer of the fabrics (Figure I.32a), whose out-of-interest weft tows gray-levels are near the warp tows gray-levels. Because the weft tows orientation is ± 80°, the horizontal channel in between two warp tows is easy to identify when moving toward the X direction of a 3D image: an horizontal channel not detectable at a dened position X is visible at X+δX (Figures I.32b, c and d). A distance of δx = 2.4 mm (e.g. 100 slices) seems enough to detect a maximum of tows boundaries while not aecting the initial tows position and geometry: Figure I.32f highlights the pixels modied by the concatenation algorithm detailed hereafter. Image concatenation. A concatenation algorithm is then developed to get rid of the weft tows. A concatened image, illustrated on Figure I.32e, is dened as:

Figure I. 32 :

 32 Figure I.32: Illustration of image concatenation eect: a) Weft backing glass layer. b) Raw slice #500, inlet ROI, dry state. c) Raw slice #450, inlet ROI, dry state. d) Raw slice #550, inlet ROI, dry state. e) Concatenation of slices #450 to #550. f ) Soustraction between a mean slice from #450 to #550 and the concatened slice.

  Finally, tows still connected are removed by setting a minimum object area (Figure I.33e). Application to a 150-slices-concatened image. A new concatened image is produced with 150 slices (instead of 100 slices presented in Figure I.32). This image is sharpen and the four previous steps are applied. The new detected tows are then added to the one detected in the 100-slices-concatened image (Figure I.33f ).

Figure I. 34

 34 Figure I.34 illustrates the limits of the developed post-treatment. At the global view, tows boundaries detected by the algorithm t well with the tows in the raw image.

Figure I. 33 :

 33 Figure I.33: Illustration of the post-processing for a concatened slice centered near the uid inlet (X=0.01, e.g. x=0.9 mm). a) Concatened slice (raw). b) Application of Canny edge detection and threshold. c) Closing the boundaries. d) Filling of the tows and cleaning. e) Erosion of the burrs. f ) Addition of the tows detected on the corresponding 150-slices-concatened image.

Figure I. 34 :

 34 Figure I.34: Superposition of a 100-slices-concatened image and the corresponding detected tow boundaries. Several zoomed views are presented to enhance the analysis.

  manually selected. The Thirion algorithm is then used to nd the equivalent region at the saturated state (D) by collecting the displacement eld around the boundaries of the image (R). The histograms of the cropped substacks obtained at dry state and at saturated state are matched prior to thresholding. A unique value of threshold (between 0 and 255), for both dry and saturated states, is then manually dened to detect the inter-tow channels(Figure I.35). The percentage of channels in a cropped substack is nally dened as the volume of white voxel over the entire volume of the cropped substack. The impact of the selected threshold value on the analysis is detailed in the mesoscopic results section (section 7.2.3).

Figure I. 35 :

 35 Figure I.35: Detection of inter-tow channels (in white) in a substack extracted near the inlet (around X=0.08)

Figure I. 36

 36 Figure I.36 illustrates the displacement eld obtained and the corresponding algorithm error (dened in Eq. I.8). The maximal vertical displacement is -30 pixels near the vacuum bag (z=50 pixels in Figure I.36a). At this specic X-location, the computed dry average thickness is 405 pixels; it then corresponds to 7.4% of decompaction, which is in good agreement with the macroscopic scale trends (6.8 ± 0.6 % at X=0.1, as illustrated in Figure I.28b). Nonetheless, the minimum vertical displacement is around 0 voxel, near the PVC plate (z=400 pixels). A gradient of decompaction is then quantied (Figure I.36a) and highlighted (Figure I.36c) in the stack thickness direction.Besides, the horizontal microstructure displacement can be considered mainly close to 0 voxel.

  8 % (Figure I.28b). Both the vertical (Z-axis) and horizontal (Y-axis) can be considered near 0 voxel. Near the vacuum vent location, both the vertical and horizontal brous reinforcement microstructure displacements between the dry and the saturated states are negligible.

Figure I. 36 :

 36 Figure I.36: Displacement elds between the dry and the saturated states at an X-position near the uid inlet (X=0.1): a) Vertical microstructure displacement (Z-axis) in voxel. b) Horizontal microstructure displacement (Y-axis) in voxel. c) Visualization of the microstructure evolution (in black: dry state, in pink: saturated state. d) Error of the Thirion algorithm for the considered images.

Figure I. 37 :

 37 Figure I.37: Displacement elds between the dry and the saturated states at an X-position near the vacuum vent (X=0.8): a) Vertical microstructure displacement (Z-axis) in voxel. b) Horizontal microstructure displacement (Y-axis) in voxel. c) Visualization of the microstructure evolution (in black: dry state, in pink: saturated state. d) Error of the Thirion algorithm for the considered images.

Figure I. 38 :

 38 Figure I.38: Comparison between the macroscopic decompaction (vertical vacuum bag displacement) and the mesoscopic decompaction (tow area evolution): a) macroscopic decompaction. b) mesoscopic decompaction.

  Qualitative approach. A visualization of the thresholded substacks is given in Figure I.39: in this case, the threshold value is manually imposed at 155 to obtain an optimal visualization. Near the uid inlet, slight dierences can be observed: for instance, when comparing the inter-tow channels in the right-hand columns, the horizontal ones seem reducing between the dry (Figure I.39a) and the saturated (Figure I.39b) states. A similar trend can be observed near the vacuum vent (Figure I.39c and d).

Figure I. 39 :

 39 Figure I.39: 3D visualization of the inter-tow channels (threshold=155): a) inlet ROI (centered around X=0.1), dry state. b) inlet ROI (centered around X=0.1), saturated state. c) outlet ROI (centered around X=0.8), dry state. d) outlet ROI (centered around X=0.8), saturated state.

Figure I. 40 :

 40 Figure I.40: Visualization of the threshold impact on inter-tow channels detection (illustration for the dry state at inlet location: X-position=0.01). a) threshold=150. b) threshold=155. c) threshold=160.

Figure I. 41 :

 41 Figure I.41: PVC plate with ttings designed for the Meso-scale setup

  1.2 is applied to the 3D images recorded according to the Meso-scale methodology. A distance of δX = 1mm (e.g. 100 slices) is enough to detect a maximum of tows boundaries while not aecting the initial tows position and geometry: Figure I.42 highlights the impact of the concatenation on the boundaries tow detection.

Figure I. 42 :

 42 Figure I.42: Illustration of image concatenation eect: a)Raw slice #300. b) FeatureJ edge detection on the raw slice. c) Concatenation of slices #250 to #350. d) FeatureJ edge detection on the concatened slice.

Figure I. 43 :

 43 Figure I.43: Illustration of the post-processing for a concatened slice centered near the uid inlet (x=3mm). a) Concatened slice (raw). b) Application of FeatureJ. c) Selection of the signicant edges by thresholding. d) Application of a minimum connected black pixels. e) Boundaries closing (an operation is presented to enhance the visibility "e)-d)"). f ) Filled tows.

  Figure I.44 illustrates the tows boundaries obtained at a dened X-position for dry and saturated states and the corresponding visualisation of tow deformation.

Figure I. 44 :

 44 Figure I.44: Raw images and their corresponding tows boundaries (in red) at dry and saturated states. For each tow, superposition of the dry and the saturated tow (in white: intersection; in green: dry tow; in pink: saturated tow).

  illustrated in Figure I.45. On both dry and saturated states, the signal to noise ratios are comparable (Figures I.45c and f ) and the singularities observed are similar (Figures I.45b

  and e). It then validates that the microstructure movements during an acquisition (12 h) are limited and that the overall setup stays stable during the dry and the saturated acquisitions.

Figure I. 45 :

 45 Figure I.45: Slice extracted near the uid inlet at dry state: a) raw initial image. b) zoomed view on a singularity. c) extracted gray level prole from yellow line. Slice extracted at the same X-location at saturated state: d) raw initial image. e) zoomed view on a singularity. f ) extracted gray level prole from yellow line.

Figure I. 46

 46 Figure I.46 compares: the macroscopic decompaction gradient obtained with the Macro-scale and the Macro-meso-scale setups using a chromatic confocal scanner acquisition (Figure I.46a), the macroscopic decompaction gradient obtained with the Macro-meso-scale setup, the CT-scan acquisition and the developed post-treatment (Figure I.46b), the localized macroscopic decompaction gradient obtained with the Meso-scale setup and methodology (Figure I.46c).

Figure I. 46 :

 46 Figure I.46: Macroscopic decompaction evaluation: a) using the Macro-scale methodology (confocal chromatic scanner). b) using the Macro-meso-scale methodology (CT-scan) and the Macro-meso-scale setup. c) using the Meso-scale methodology (CT-scan) and the Meso-scale setup.

Figure I. 47

 47 Figure I.47 shows the displacement eld obtained and the corresponding algorithm error (dened in Eq. I.8). The maximal vertical displacement, near the vacuum bag (z=80 pixels) is -35 pixels, which corresponds to a decompaction of 7% (the average stack thickness at X=0.04 is 500 pixels). This is in good agreement with the macroscopic scale trends (6.8 ±0.8 % at X=0.04, as illustrated in Figure I.46c). As observed in section 7.2.1, tows located near the PVC plate (z=500 pixels) undergo no vertical displacement: a gradient of decompaction is then quantied (Figure I.47a) and higlighted (Figure I.47c) in the stack thickness direction.A homogenenous horizontal displacement around -5 pixels is observed: it could be explained by the error made while choosing manually the reference between the dry and the saturated ROIs (see "Crop" in the section 5.5.2).
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 21 the brous reinforcement microstructure undergoes a gradient of vertical displacement between the dry and the saturated states. For each X-position (near the uid inlet or near the vacuum vent), tows located near the vacuum bag undergo the maximal vertical displacement which is in good agreement with the vertical vacuum bag displacement measured with confocal chromatic scanner or CT-scan device. Tows located near the PVC plate undergo a negligible vertical displacement.

Figure I. 47 :

 47 Figure I.47: Displacement elds between the dry and the saturated states at an X-position near the uid inlet (X=0.04): a) Vertical microstructure displacement (Z-axis) in voxel. b) Horizontal microstructure displacement (Y-axis) in voxel. c) Visualization of the microstructure evolution (in black: dry state, in pink: saturated state. d) Error of the Thirion algorithm for the considered images.

  computation, due to a better edge detection of tows, is explained by the enhanced resolution of the recorded images. The tows area evolution and the vacuum bag displacement evolution between the dry and the saturated states have similar trends along the uid ow (X-axis), with similar standard deviation: during the decompaction phenomenon tows swells while vacuum bag displaces. It should be noticed that, at macroscopic scale, the vacuum bag displacement corresponds to the entire stack deformation.

Figure I. 49 :

 49 Figure I.49: Computation of the macroscopic decompaction (vertical vacuum bag displacement ε CT ) and the mesoscopic decompaction (tows area evolution α CT meso ): a)

  600 mbar than at 60 mbar (Figure I.50a). The same trend is observed for the tow area rise (Figure I.50b). It then conrms that a thickness rise of the stack at macroscopic scale is correlated with a swelling of tows at the mesoscopic scale.

Figure I. 50 :

 50 Figure I.50: Computation of the macroscopic decompaction (vertical vacuum bag displacement ε CT , a) and the mesoscopic decompaction (tows area evolution α CT meso , b) for the outlet ROI, at 60 and 600 mbar.

Figure I. 51 :

 51 Figure I.51: Illustration and quantication of tow deformation near the inlet (X=0.04): a) Raw data with detected tow boundaries at dry state. b) Raw data with detected tow boundaries at saturated state. c) Tow decompaction with the corresponding area evolution α CT meso .

Figure I. 52 :

 52 Figure I.52: Measurement of tow deformation near the inlet (X=0.76): a) Raw data with detected tow boundaries at dry state. b) Raw data with detected tow boundaries at saturated state (60 mbar). c) Tow decompaction with the corresponding area evolution α CT meso (60 mbar). d) Raw data with detected tow boundaries at saturated state (600 mbar). e) Tow decompaction with the corresponding area evolution α CT meso (600 mbar).

  modeled the fabric unit cell and tow cross-section by rectangles (Figure I.53a). Based on geometrical considerations, a simplied in-plane permeability along the X-axis can be estimated from the 3 components of the unit cell: the tow, the horizontal inter-tow channel and the vertical inter-tow channel (illustrated in Figure I.53b, with the corresponding dimensions reported in Table

Figure I. 53 :

 53 Figure I.53: Quasi-UD NCF stack representation (a) and components of its unit cell (b)

case 2 ,

 2 quasi-UD NCF where tows are highly constrained by the stitch yarn: only the stack thickness increase; no variation of tow width and thickness, case 3, quasi-UD NCF where tows are slightly constrained by the stitch yarn: stack thickness and tow thickness increase equally; tow width slightly decrease due to spring back in the Y-direction.

Figure I. 54 :

 54 Figure I.54: Scale separation during the decompaction phenomenon: (a) for inter-tow vertical channels dimensions. (b) for inter-tow horizontal channels dimensions.

Figure

  Figure I.55: Ratio K permeable K impermeable evolution with stack thickness rise for the 3 proposed microstructural reorganizations

Figure

  Figure I.57a), the pores distribution diers in tows and channels (Figures I.57b and I.57c):

10 ConclusionFigure I. 57 :

 1057 Figure I.57: Porosity contents evolution with stack thickness rise (a-c) for the 3 proposed microstructural reorganizations (Table I.6) and resulting in-plane permeability changes (d)
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  Literature overview: theoretical equations and numerical methodsA brous reinforcement impregnated by a viscous polymer to manufacture composites is viewed as a porous material: the bers are the constitutive elements and are separated by open pores. Depending on the reinforcement architecture, the size of these pores can be described by one characteristic length (single-scale porous material) or two characteristic lengths (dual-scale porous material). A dual-scale brous reinforcement with its two characteristic lengths is illustrated in Figure II.1. The impregnation behavior of dualscale porous material is widely reported in the literature ([START_REF] Slade | Investigation of unsaturated ow in woven, braided and stitched ber mats during mold-lling in resin transfer molding[END_REF],[START_REF] Patel | Micro scale ow behavior and void formation mechanism during impregnation through a unidirectional stitched berglass mat[END_REF],[START_REF] Nordlund | Dynamic saturation curve measurement for resin ow in glass bre reinforcement[END_REF]): when viscous eects are dominant, the inter-tow channels are rst lled and a delayed impregnation of intra-pores inside tows is observed.

Figure II. 1 :

 1 Figure II.1: Dual-scale architecture of a bi-directional brous reinforcement, with two characteristic lengths[START_REF] Slade | Investigation of unsaturated ow in woven, braided and stitched ber mats during mold-lling in resin transfer molding[END_REF] 

  2) and Darcy's law (Eq. II.4). The uid volume distribution is computed using the volume of uid technique in the CV associated to each node (see Figure II.2) or to each element.

Figure II. 2 :

 2 Figure II.2: Principle of the Control Volume method: CV are associated to each node of the mesh[START_REF] Tan | Numerical simulation of reactive ow in liquid composite molding using ux-corrected transport (fct) based nite element/control volume (fe/cv) method[END_REF] 

Figure II. 3 :

 3 Figure II.3: 1D "slave" element attached to all the nodes of a "master" element [54]: (a) a quad element. (b) a global view.

Figure II. 4 :

 4 Figure II.4: Representation of the microscopic tow discretization with an assumedtransverse ow[START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] 

3. 1 . 3

 13 Macroscopic-microscopic scale: link between the inter-tow channel and the tow owsAs presented previously, a macroscopic mesh made of triangular elements is dedicated to the ow in the inter-tow channels, while a microscopic discretization is dedicated to compute the ow into the tows. Geometrical assumptions made by Imbert allow to adapt the brous microstructure associated to each macroscopic element. Associated brous microstructure. Purely geometrical parameters are considered: tow geometry (rectangular cross-section, with its corresponding dimensions), inter-tow gaps size in the weft and warp direction and tow orientation in the warp and weft directions. Using the size and the shape of each macroscopic triangular element, the number of tows in both directions (n 1 and n 2 ) as well as the average length of tows (L 1 andL 2 ) are dened and illustrated in Figure II.5. Knowing exactly the amount of tow inside a macroscopic element and the tow porosity φ t , it is possible to calculate the repartition of volume between inter-tow channels and tows inside each macroscopic element.

Figure II. 5 :

 5 Figure II.5: Principle of the microstructure determination associated to a macroscopic element[START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] 

Figure II. 6 :

 6 Figure II.6: Equivalence between the macroscopic uid fraction I c and the tow geometrical parameters [71]

Figure II. 7 :

 7 Figure II.7: Flow chart of the algorithm developed by Imbert with step by step illustrations
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 21 Parameters impacted by the dual-scale decompaction Macroscopic geometry. The decompaction phenomenon induces a macroscopic rise of the stack thickness. To deal with the link between the macroscopic element and the microstructure, Imbert introduced a parameter for the thickness of a ply, directly linked to the thickness of all the macroscopic elements (h(e)). No uid ow occurs in this direction (Z-axis in Figure II.7) but the volume of the exchanged uid between two consecutives macroscopic element is based on the volume of each element (V (e)). These two parameters become variables that depend on the macroscopic decompaction (ε ma ) when dual-scale decompaction is introduced.

  3 and Figure I.53 of the rst chapter, the porosity contents and permeabilities are impacted at both scales when dual-scale decompaction occurs. Thus, porosity content φ c and permeability K c depend both on the macroscopic element volume evolution and on the tows and inter-tow channels geometry. Porosity content φ t and tow permeability K t depend on the tows geometry evolution.

  Decompaction occurs only in the fully-saturated region. The parameters impacted by the decompaction are only modied in the fully-saturated region. No overcompaction or decompaction are taken into account near the ow front (in the unsaturated region), just after the wetting phase. This assumption is mainly based on the experimental study conducted by Yenilmez et al.[START_REF] Yenilmez | Compaction of e-glass fabric preforms in the vacuum infusion process, a: Characterization experiments[END_REF]. For four plies of random mat brous reinforcement, the stack thickness decreases signicantly just after wetting (10%) whereas small stack thickness variations are measured for four plies of the glass woven fabric (1%) and the glass NCF (4%) they studied.(B) Decompaction is identical at macroscopic and microscopic scales. Experimental measurements reported in the previous chapter at macroscopic (with confocal chromatic scanner) and mesoscopic (with XCT device) scales lead to the following conclusion: "The relative macroscopic decompaction (displacement of the vacuum bag, corresponding to the global stack deformation) is close to the relative mesoscopic decompaction (tows deformation)". This experimental observation, obtained for a fully-saturated state, is extended to the transient state. Thus, ε ma = ε mi = ε in each macroscopic element: ε is driving the parameters modication at both scales.(C) Decompaction is linear with the ow front position. At fully-saturated state, the decompaction measured experimentally is linear with X-position (see Figure I.28 in the rst chapter). This experimental observation is extended to the transient state. For a given fully-saturated ow front position X f ront , the decompaction is negligible at both macroscopic and microscopic scale (ε(X f ront ) = 0) whereas the maximum decompaction rate is located at the uid inlet (ε(0) = ε max ).(D) Viscoelastic eects are not taken into account. Kelly et al.[START_REF] Kelly | Viscoelastic response of dry and wet brous materials during infusion processes[END_REF] characterized the viscoelastic response of a mat brous material at saturated state under a uniaxial transverse compaction. The experiments conducted highlighted the complex time-dependent response of this brous reinforcement. Moreover, the relaxation at saturated state recorded with the confocal chromatic scanner (Figure I.24 in the rst chapter) strengthen the existence of viscoelastic eects occurring during the decompaction phenomenon. As the initial goal of this study is to validate the ability of the proposed numerical methods to compute a dual-scale ow inside a deformable porous media, this viscoelastic response is not taken into account for a rst approximation. Improvement of the dual-scale decompaction model will be proposed in section 4 and the mechanical behavior of tows will be studied deeper in the next chapter.

  3 of the previous chapter, the vacuum bag displacement is recorded during the transient impregnation of the quasi-UD NCF. The position of the ow front is estimated visually and measured with a graduated steel rule. Figure II.8b presents three Z-proles recorded for three X-positions of the ow front (X f ront ). The comparison with the simplied model plotted for the same X f ront positions (Figure II.8a) shows that the model overestimates the decompaction. This is mainly due to the assumption (D) which neglects the viscoelastic

Figure II. 8 :

 8 Figure II.8: Comparison between the simplied proposed model and the transient experimental behavior

Figure II. 10 :

 10 Figure II.10: Flow chart of the upgraded algorithm: integration of dual-scale decompaction in the algorithm proposed by Imbert

Figure II. 11 :

 11 Figure II.11: Tows, inter-tow channels and stack permeability evolutions with the macroscopic decompaction ε, when the microstructural evolution follows the Case 1

Figure II. 12 :

 12 Figure II.12: Inter-tow channels and tows lling factor (I c and I t ) for the two studied mesh sizes in Table II.4.

  Figure II.11) is 62.23 s, which is really close to the time computed for 3 and 5 mm mesh sizes. Figure II.13

Figure II. 13 :

 13 Figure II.13: Inuence of the mesh size on the lling time estimation

Figure II. 14 .

 14 Figure II.14a conrms that for all mesh sizes, the mass balance is ensured, as Vtot-V inj Vtot ≈ 0. Moreover, the volume of uid to be relocated due to the decompaction stays really small compared to the overall volume of uid present in the part (Figure II.14b), even for large mesh size (Q decomp is directly linked to the macroscopic element size evolution, see Eq. II.19). Finally, the numerical excess volume of uid that is redistributed into emptied elements remains 3 times smaller than the volume of uid removed from macroscopic element to ensure mass balance (Figure II.14c).

Figure II. 14 :

 14 Figure II.14: Validation of the methodology employed to ensure mass balance: a) Injected volume (V inj ) versus impregnated volume (V tot ) dierence, b) Relocated volume (Q decomp ) versus impregnated volume (V tot ) ratio, c) Excess uid volume (q exc ) versus relocated volume (Q decomp ) ratio

Case 3 . 6 :

 36 Figure II.15 illustrates the impact of the these microstructural reorganizations on the porosity content at each scale (φ c and φ t ) and on the in-plane permeability values (K t and K c ). The methodology employed to compute these evolutions is detailed in section 9.3 of the rst chapter. As expected, the nal macroscopic volume fraction (φ stack ) is identical for all cases (Figure II.15): only the microstructural reorganization due to the dual-scale decompaction diers.

Figure II. 15 :

 15 Figure II.15: Impact of the three microstructural reorganizations on porosity content and permeability at each scale. Resulting stack permeability and porosity content.

  Figure II.18 illustrates the impact of the microstructural reorganization on the time required to inject a dened volume of uid for all the studied cases. In comparison to the Reference case, injecting a same amount of uid takes respectively 16%, 40% and 42% longer time in cases 1, 2 and 3; moreover, the length lled is also impacted of at least 5% (Case 1 ). It should be noticed that the knowledge of the global porosity content (φ stack ) and inter-tow channel content (φ c ) evo- lutions(Figure II.15) are no sucient to determine the time required to inject a dened volume of uid. For instance, the inter-tow channels content is lower in Case 3 than in Case 2, but the lling time required to inject a same volume of uid is higher in Case 3.

Figure II. 16 :

 16 Figure II.16: For a dened K c , impact of the ratio KcKtand the channel content on the unsaturated length[START_REF] Imbert | High speed reactive RTM with on-line mixing in dual-scale brous reinforcements: Experimental and numerical developments and investigations[END_REF] 

Figure II. 18 :

 18 Figure II.18: Impact of the microstructural reorganization on the time required to inject a dened volume of uid

. 8 and

 8 Figure II.19 highlights the impact of the these microstructural reorganizations on the porosity content at each scale (φ c and φ t ) and on the in-plane permeability values (K t and K c ). The methodology employed to compute these evolutions is detailed in section 9.3 of the rst chapter.

Figure II. 19 :

 19 Figure II.19: Impact of the three textile designs on porosity content and permeability at each scale. Resulting stack permeability and porosity content.

Figure II. 20 : 101 4. 2 . 3

 2010123 Figure II.20: Resulting unsaturated lengths and parameters evolutions versus X-position for the Reference and the three other cases

Figure II. 21 :

 21 Figure II.21: Impact of the textile design on the time required to inject a dened volume of uid

  level of decompaction (due to the simplied linear decompaction model) whereas the lling time is not (Figure II.22). This non-linearity is due to the non-linear evolution of Table II.9: Time and volume of uid required to ll 90% of the composite part: microstructural parameters (K t , K c ...) during the decompaction phenomenon (for instance, the inter-tow channel permeability K c in Case 6, see Figure II.19).

Figure II. 22 :

 22 Figure II.22: Illustration of the time and volume required to ll 28 cm of a quasi-UD NCF depending on its maximal macroscopic decompaction level

posed in section 4 . 1 . 1 .

 411 For these cases, two decompaction models are studied. Both are linear with the ow front position but the second one takes into account a decompaction delay due to viscoelastic eects. Non-delayed linear decompaction model. As detailed in section 3.2.2, a linear decompaction model has been considered to compute the lling time. The main hypothesis, discussed in section 3.2.2, is that viscoelastic eects are neglected: the saturated state behavior measured experimentally in the rst chapter is considered equivalent to the transient state behavior. Thus, as illustrated in Figure II.8, this model overestimates the decompaction. Delayed linear decompaction model. As proposed in section 3.2.2, viscoelastic eects are taken into account by introducing a delay in the decompaction phenomenon:

Figure II. 23 :

 23 Figure II.23: Resulting macroscopic decompaction VS X-position (uid ow direction) depending on the decompaction model implemented

Figure II. 24 :

 24 Figure II.24: Impact of the viscoelastic eects on the time required to inject a dened volume of uid

  The results concerning the viscoelastic eects inuence on the lling time estimation highlight the necessity of a more accurate dual-scale decompaction model. It might be improved by studying the dual-scale mechanical behavior of a brous reinforcement during the unloading stage, at saturated state. Moreover, providing a mechanical model would allow 2D ow simulations, as the tow and stack geometries would only depend on the uid pressure, and not on the ow front position.CHAPTER IIIMechanical behavior of tows through the infusion process 1 IntroductionDuring the infusion process, the stress applied to the brous reinforcements is modied due to the vacuum bag exibility. The deformations induced by the lling stage have been measured in the rst chapter at both tow and fabric scales: while the stack thickness increases, the tows swell vertically. The spatial distributions of the intra-tow and intertow pores and their geometrical evolution have been investigated without any mechanical consideration. However, an insight of the mechanical tow behavior during the infusion process would improve the understanding of the quasi-UD NCF behavior. Additionally, a model able to predict the mechanical behavior of tows would be useful to enhance the accuracy of the computed lling time of composite parts, as highlighted in the second chapter. Therefore, the objectives of the present chapter are the following: investigate experimentally the mechanical behavior of single tows through two stages of the infusion process: the loading stage at dry state and the unloading stage at saturated state, propose a 3D model able to predict both the transverse and the lateral tow deformation occurring during the loading stage, estimate the ability of the proposed 3D tow model to give rst predictions of the quasi-UD NCF mechanical behavior.

Figure III. 1 :

 1 Figure III.1: Top view of the infusion setup: a) for single tows sample. b) for a single ply fabric sample.

Figure III. 2 :

 2 Figure III.2: Schematic view of the overall setup placed on the CCS moving support. Precisions about the recorded data are given (N, m, n).

Figure III. 3 :

 3 Figure III.3: Step by step experimental protocol, following the three main stages of the infusion process

Figure III. 5 :

 5 Figure III.5: Raw prole of the single ply fabric at a dened stress level and a dened X-position and its corresponding width and thickness denitions: a) full scale. b) close-up view.

  For the fabric test, a single fabric has been laid down on the PVC plate. During the dry compaction, for each stress level, the width and the thickness are averaged among all the X-positions. Nonetheless, during the saturated decompaction, as the stress level applied on the brous fabric σ depends on the X-position (Figure III.4), the fabric width and thickness are not averaged. Mechanical variables denition. Large strain extensions are dened to present all the results:

Figure III. 6

 6 Figure III.6 illustrates the evolution of the fabric thickness and width during the dry compaction phase. During this loading phase up to 0.094 M P a, the fabric thickness signicantly decreases by 12.5% (λ z = 0.875 ± 0.009, Figure III.6a) whereas the fabric width slightly decreases by 1.4%(λ y = 0.986 ± 0.048, Figure III.6b). The limited width evolution could be explained by the stitch. The fabric densies as the load increases.

Figure III. 6 :

 6 Figure III.6: Single ply fabric evolution during the dry loading stage: a) transverse strain extension with stress. b) lateral strain extension with stress. c) transverse strain extension with lateral strain extension.

Figure III. 7 :

 7 Figure III.7: Thickness (a) and width (b) deformations of the single ply fabric during the saturated unloading stage.

Figure III. 8 :

 8 Figure III.8: Thickness and width extensions of the single ply fabric through the three infusion stages: a) scaled view. b) zoomed view.

Figure III. 10

 10 Figure III.10 illustrates the evolution of the tow thickness and width during the dry compaction phase. The reference state is chosen for σ = 0.01M P a (λ y (0.01) = 1) in dry conditions. During the loading, both tow thickness and width decrease when σ increases (Figure III.10a and b). The tow thickness decreases by 5.3 ± 0.4% (λ z (0.094) = 0.946±0.004) whereas the tow width decreases by 7.3±1.8% (λ y (0.094) = 0.926±0.018).

Figure

  Figure III.11a, the maximal decompaction occurs near the uid inlet (7.8±1.0%) whereas the minimal decompaction occurs near the vacuum vent (5.0 ± 0.9%). A signicant decompaction gradient is yet observed concerning the tow width evolution: as illustrated in Figure III.11b, the maximal width rise occurs near the uid inlet (4.8 ± 2.3%) whereas the width reduces slightly near the vacuum vent (-0.8 ± 1.1%).These results do not seem in good agreement with the tow's behavior measured with the XCT experiment in the rst chapter: no tow width evolution has been measured (section 9.2.2) and the tow thickness evolution showed a higher gradient along the Xposition (Figure I.49: tow deformation at X=0.76 has been measured around 1%). This could be explained by the boundary conditions applied to the tows in both cases. A single tow under a vacuum bag undergoes quasi-hydrostatic deformations (both width and thickness decreases during the loading) whereas a tow inside a fabric experiences a more unidirectional load. Therefore, the resulting saturated unloading behavior diers: the single tow undergoes both lateral and transversal deformations whereas the tows inside the fabric undergo only a transversal deformation, as measured in the rst chapter with XCT experiments.

Figure III. 12

 12 Figure III.12 summarizes the tow width and thickness evolutions during the three main steps of the infusion process. During the wetting phase, the tow thickness increases signicantly (λ z = 0.95 ± 0.004 down to 0.99 ± 0.009) whereas the tow width slightly reduces (λ y = 0.93 ± 0.018 down to 0.92 ± 0.01). Nonetheless both tow width and thickness increase signicantly during the saturated unloading phase. A permanent deformation is observed at the end of this 3-stage cycle: the nal tow thickness (measured near the uid inlet at saturated state σ ≈ 0M P a) is 2% higher than the initial thickness (measured at dry state under σ ≈ 0.01M P a) whereas the nal tow width remains 3% smaller than the initial width.

Figure III. 10 :

 10 Figure III.10: Single tow evolution during the dry loading stage: a) transverse strain extension with stress. b) lateral strain extension with stress. c) transverse strain extension with lateral strain extension.

Figure III. 13 :

 13 Figure III.13: Schematic view of the width and thickness evolutions of the two considered samples during the three main stages of the infusion process: a single ply of quasi-UD NCF and a tow extracted from this quasi-UD NCF

  Setup. A compression device has been specially designed to apply uniaxial (Z-direction) transverse compression on tows under the chromatic confocal scanner (CCS). This device is presented in Figure III.14b. It is composed of a micrometric compact lab jack (LJ 750, Thorlabs), through which vertical displacements are applied, a 2 kN cell force (Type U3, HBM ), a bottom mobile steel platen, and a top PMMA plate, bonded to a steel frame (two columns). A pool made of stainless platen and plasticine (Figure III.14a) is placed on the bottom mobile steel platen and contains the brous sample (2 single tows).This setup is settled on the moving support of the CCS and a sample prole (YZ) is recorded every 10 mm (in the X-direction). The tow sample is 75 mm long and 6 proles are acquired for each stress level. For each YZ prole, a Z-position is recorded every 5 µm in the Y-direction, allowing the determination of both sample width and thickness.Experimental protocol. The experimental procotol followed to conduct unidirectional compressive tests on tows is summarized in Figure III.15. As in the previous section, three phases are considered: after a loading phase at dry state, the tows are lled with a uid and the unidirectional stress (σ z ) is then released step by step at saturated state.

Figure III. 14 :

 14 Figure III.14: Schematic view and pictures of the setup developed to impose a unidirectional force to single tows: a) Top view of the pool. b) Side view of the overall setup. Size of the recorded data is also detailed (m, n, N ).

Figure III. 15 :

 15 Figure III.15: Step by step experimental protocol, following the three main stages of the infusion process

  Figure III.16b.

Figure III. 16 :

 16 Figure III.16: Calibration at saturated state: a) detections of the bottom platen displacement when the uid is in the pool. b) Correction curve of the overall system between the imposed displacement by the jack and the one measured by the CCS.

Figure III. 17 :

 17 Figure III.17: Raw prole of a single tow at a dened stress level and a dened X-position and its corresponding width and thickness denitions: a) full scale. b) close-up view.

Figure III. 18

 18 Figure III.18 presents the tow width and thickness evolutions during the dry loading phase. The reference state being σ z = 0.007M P a (λ z (0.007) = 1 and λ y (0.007) = 1), the tow thickness reduces by 22.5±0.6% (λ z (0.13) = 0.775±0.006 in Figure III.18a) whereas the tow width increases by 9.6 ± 0.7% (λ y (0.13) = 1.096 ± 0.007 in Figure III.18b). No stress being applied to the lateral edges of the tow, it widens. The same behavior has been measured by Dharmalingham et al. [1] for the tows referred as "4800 tex". This widening behavior is signicantly dierent from the one observed in Figure III.10: when a quasi-hydrostatic load is applied to a single tow, both thickness and width decreases, inducing a limited thickness decrease during the loading phase and a densication of the tow.

Figure III. 19

 19 Figure III.19 presents the tow width and thickness evolutions during the wetting and the saturated unloading phases. During the wetting phase, the tow thickness slightly reduces (2.9% in Figure III.19a) whereas the tow width evolution is negligible (rise of 0.04% in Figure III.19b). The thickness diminution could be explained by the lubrication of the ber/ber contacts. During the saturated unloading phase, the thickness signicantly increases (11.9%) whereas the tow width increases slightly (3.5%).

  monitor both the lateral and transverse deformations of the brous sample during the main steps of the infusion process: loading phase at dry state, wetting phase, unloading phase at saturated state. Two types of boundary conditions have been investigated: a quasi-static compressive load has been applied with a vacuum bag and the vacuum force to samples and a unidirectional transverse compressive load has been applied to single tows with a specic setup.The unloading behaviors observed at the saturated state for the fabric under vacuum bag and for the single tow under unidirectional boundary conditions are consistent with the behavior of the fabric and the tows belonging to the fabric measured with the XCT experiments presented in the rst chapter. During the saturated unloading phase, a stack of the quasi-UD NCF, a tow belonging to this quasi-UD NCF stack, a single ply of the quasi-UD NCF, and a single tow extracted from the quasi-UD NCF undergo a maximal transverse deformation near the uid inlet, where the transverse stress applied to the brous material is released (σ z ≈ 0M P a). Between the dry state under a maximal transverse stress (σ z ≈ 0.0940M P a) and the saturated state under the minimal transverse stress (σ z ≈ 0M P a, near the uid inlet), this maximal transverse deformation reaches 7 to 9%.During the loading phase, the single tow behavior under unidirectional boundary conditions and the fabric behavior under vacuum bag boundary conditions dier. The single tow signicantly widens (the width increases by 9.6%) during the loading phase, inducing then a signicant thickness decrease (22.5%). Nonetheless, the fabric width slightly decreases (1.4%), inducing a limited thickness decrease (12.5%). This could be explained by the stitch in the fabric, that constrains laterally the tows during the loading phase.

Figure III. 18 :

 18 Figure III.18: Single tow evolution during the dry unidirectional loading stage: a) transverse strain extension with stress. b) lateral strain extension with stress. c) transverse strain extension with lateral strain extension.

Figure III. 19 :

 19 Figure III.19: Thickness and width extensions of the single tow through the three infusion stages, for unidirectional compression: a)transverse strain extension with transverse stress. b) lateral strain extension with transverse stress.

Figure III. 20 :

 20 Figure III.20: Schematic view of the width and thickness evolutions of the quasi-UD fabric under the vacuum bag and of the single tow under unidirectional boundary conditions.

Figure III. 21 :J = λ x λ y λ z I 1

 211 Figure III.21: Schematic view of the possible microstructural evolution during the loading phase of stacks of quasi-UD NCFs with a loose or a tight stitch
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 13 Figure III.22: Single carbon tow evolution during a dry loading compressive test: a) transverse strain extension with lateral strain extension. b) transverse strain extension with stress. [99].

Figure III. 25 :

 25 Figure III.25: Carbon tow behavior and Blatz-Ko model: a) transverse strain extension with lateral and longitudinal strain extension. b) transverse strain extension with stress. [99].

Figure III. 26 :

 26 Figure III.26: Carbon tow behavior and Ogden-Hill model: a) transverse strain extension with lateral and longitudinal strain extension. b) transverse strain extension with stress. [99].

  The considered tow is free to deform in the lateral direction (Figure III.27a). This boundary condition is expressed as σ y = 0 and could represent the case of a single tow under a transverse compressive loading. Laterally-constrained boundary condition. The considered tow is constrained in the lateral direction, inducing that no lateral deformation is possible (Figure III.27b).

Figure III. 27 :

 27 Figure III.27: Cross-section of a single tow subjected to a transverse compressive loading (σ z ): a) free lateral edge boundary condition. b) constrained lateral edge boundary condition.

  Figure III.28 illustrates the behavior obtained in both considered boundary conditions. The longitudinal extension evolution is negligible (Figure III.28a): the strain energy (C f (I 4 -1) 2 ) added to take into account the inextensibility in ber direction is thus ecient. For a laterally-free dry carbon tow, the lateral extension slightly evolves (Figure III.28b): when the tow thickness reduces by 35%, the tow width increases by 2%, as measured experimentally by Lectez et al. [99]. As expected, when the tow is laterally-constrained, the tow width does not evolve. The lateral extension evolution aects the transverse behavior of the tow (Figure III.28c): the tow laterally-constrained is slightly stier in the tranverse direction than the tow laterally-free. The transverse stiening observed when the tow is laterally constrained might be enhanced for the glass tow of the study, whose lateral extension during a transverse loading can reach 9% (Figure III.18 in section 2.3.5).The Ogden-Hill material parameters have been choosen to t the experimental behavior of a dry carbon tow. A stiening of the transverse behavior is highlighted when this tow is numerically laterally-constrained. This model is used further for the glass tows experimentally characterized at the beginning of the chapter.

Figure III. 28 :

 28 Figure III.28: 3D mechanical behavior of laterally free and constrained carbon tow: a) longitudinal extension. b) lateral extension. c) transverse stress.

  Figure III.29 presents the laterally-free and constrained behavior of carbon tows (material parameters detailed in Table III.4) computed numerically with the 3D model, and computed analytically with the corresponding 2D model. Even if the longitudinal extension slightly diers depending on the used method (Figure III.29a), both numerical and analytical methods give identical trends concerning the lateral extension evolution (Figure III.29b) and the transverse tow behavior (Figure III.29c). The conclusions drawn

Figure III. 30

 30 Figure III.30 presents the experimental data monitored on single glass tows under unidirectional compressive loading and the corresponding Ogden-Hill model. The material parameters of the Ogden-Hill model, detailed in Table III.5, have been manually identied to best t the experimental data. These parameters are kept identical for the studies presented hereafter. It should be noticed that the initial tow width and thickness have been measured experimentally under an initial transverse stress σ z = 0.01M P a. New experimental data would be measured starting with a null initial transverse stress (σ z = 0M P a) to improve the tting with the Ogden-Hill model.

Figure III. 30 :

 30 Figure III.30: Visualisation of the laterally-free Ogden-Hill model tted with the glass tow experimental data: a) transverse stress/strain curve. b) lateral extension evolution.

3. 3 . 2

 32 Inuence of the lateral boundary conditions: application to glass towsUsing the material parameters detailed in TableIII.5, the inuence of the lateral boundary conditions on the resulting 3D mechanical behavior is studied. In Figure III.31, the blue curves are the ones obtained with the laterally-free Ogden-Hill model, tted previously with the experimental data; the pink curves correspond to the predicted behavior of the same tow (i.e. identical set of material parameters) that has been laterallyconstrained. As highlighted in Figure III.31a, the new set of parameters allows to reproduce the inextensibility of the tow in the ber direction for both lateral boundary conditions. As expected, the lateral extension evolution of the laterally-free tow reproduces the rise of the tow width experimentally observed. Additionally, the width evolution of the corresponding laterally-constrained tow remains null during the transverse loading (Figure III.31b). The transverse behavior predicted for the laterally-constrained tow is signicantly stier than the one of the laterally-free tow (Figure III.31c). Indeed, during the loading, the laterally-free tow signicantly widens: the densication of the tow is thus limited. The same tow being laterally-constrained (pink curves in Figure III.31), the densication of the tow induces a stier transverse behavior.

Figure III. 32

 32 Figure III.32 presents the experimental data measured on laterally-free single tow and the corresponding tted Ogden-Hill model (blue) as well as the predicted laterallyconstrained behavior of tows (pink) and the experimental data obtained for the quasi-UD NCF from where tows were extracted (section 2.2.4).

Figure

  Figure III.32a highlights that the predicted transverse behavior of a laterally-constrained glass tow is in good agreement with the transverse behavior measured experimentally for a quasi-UD NCF ply. Concerning the lateral extension evolution, the fabric width decreases slightly (due to the vacuum bag boundary condition) whereas the predicted width of the laterally-constrained tow does not evolve. This comparison validates thus the ability of the proposed Ogden-Hill model to give a rst prediction of the mechanical behavior of a quasi-UD NCF. This comparison gives promising results concerning the usefulness of such a 3D model at tow scale. When a transverse compressive mechanical behavior is considered, it is possible to measure experimentally the lateral and transverse extensions evolution of a single tow, which is the main constituent of fabrics. With these experimental data and the presented model, textile manufacturers would have a reasonable prediction of the mechanical behavior of a quasi-UD NCF manufactured with a tight stitch. This model could therefore bring a rst range of the transverse behavior of quasi-UD NCFs, from a loose to a tight stitch.

Figure III. 31 :

 31 Figure III.31: 3D mechanical behavior of laterally free and constrained glass tow: a) longitudinal extension. b) lateral extension. c) transverse stress.

Figure III. 32 :

 32 Figure III.32: Comparison of the predicted laterally-constrained glass tow behavior with the fabric experimental data: a) transverse stress/strain curve. b) lateral extension evolution.

  In the current context of producing composite structural large parts at reduced costs, a deep study of the infusion process conducted with deformable dual-scale brous reinforcements has been addressed at mesoscopic and macroscopic scales. The goal of this thesis has been to characterize experimentally the ow-induced microstructural evolution of a quasi-unidirectional non-crimp fabric (quasi-UD NCF) during the infusion process, and to quantify the impact of this microstructural reorganization on relevant macroscopic parameters, such as the modelled in-plane permeability as well as the computed lling time of parts. This investigation has been rst addressed experimentally by conducting in situ infusions inside an X-ray Computed Tomography (XCT) device. The results obtained highlight a microstructural reorganization of the studied quasi-UD NCF. Additionally, a simplied model has been proposed from the image-based results to predict the in-plane permeability. The inuence of the microstructural reorganization on the in-plane permeability has been established.

Figure 33 :µ

 33 Figure 33: Evolution of the function f (a) and evolution of the resulting computed uid pressure with X-position (b).

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Table I .

 I 1: PVC plate and fabrics dimensions to best mimic an industrial scale infusion

			process	
		PVC plate	Fabrics	
	Axis	dimensions	dimensions	Comments
		(mm)	(mm)	
	X-axis (length)	220	165	The length is sucient to obtain a representative uid ow.
	Y-axis (width)	220	190	The width is sucient to limit edge eects.
	Z-axis (thickness)	10	9 max. (	

Table I .

 I 3: Cross table giving the volume of inter-tow channels (in % with respect to the entire substack volume) at inlet and outlet locations for dry and saturated states.

		Impact of the threshold value.	
		X centered around 0.1, dry state	X centered around 0.1, saturated state	X centered around 0.8, dry state	X centered around 0.8, saturated state
	threshold=155	16.45 %	16.47 %	16.65 %	16.67 %
	threshold=160	14.64 %	14.98 %	15.79 %	15.97 %
	threshold=165	19.09 %	18.45 %	17.83 %	17.49 %

  .2.

	3.2.2 A simplied dual-scale decompaction model
	First, a simplied decompaction model is proposed to conduct the feasiblity of its im-
	plementation in the presented simulation tool. The four main assumptions, detailed
	hereafter, are partially justied with results from literature and confronted to the exper-
	imental work conducted during the transient state.	
	Macroscopic geometry	
	Element thickness	h(e)
	Element volume	V (e)
	Microscopic geometry	
	Tow width	w t
	Tow thickness	h t
	Inter-tow channel width	w c = w uc -w t
	Inter-tow channel thickness Porosity content and permeability	h c = h uc -h t
	Inter-tow channel/overall volume ratio	φ c
	Inter-tow channel permeability	K c
	Intra-tow porosity	φ t
	Tow permeability	K t
	Table II.2: Parameters impacted by the dual-scale decompaction phenomenon

Table II .

 II 

	Mesh size	No decompaction Time to ll 16 cm	Error to the 3 mm mesh	Decompaction Time to ll 16 cm	Error to the 3 mm mesh
	3 mm	60.83 s	-	61.89 s	-
	5 mm	62.36 s	2.5%	63.46 s	2.5%
	10 mm	64.33 s	5.7%	65.62 s	6.0%
	15 mm	64.52 s	6.1%	65.92 s	6.5%

5: Inuence of the mesh size on the time to ll 16 cm of the part

Table II .

 II 7: Time and volume of uid required to ll 90% of the composite part: cases

	1,2 and 3
	Filling time (s) Percentage to the Reference Volume of uid (10 -5 m 3 ) Percentage to the Reference	Reference Case 1 Case 2 Case 3 188.5 191.8 130.8 115.1 -+1.7 % -30.6 % -38.9 % 7.09 7.61 7.57 7.56 -+7.3 % +6.8 % +6.6 %
	the infusion process, the dual-scale decompaction has to be taken into account to ensure
	the good quality of the nal part.	

Table II .

 II 10: Time and volume of uid required to ll 90% of the composite part:

	non-delayed and delayed models
	"Delayed" lling time (s) Percentage to the Reference Comparison to the non-delayed model "Delayed" volume of uid (10 -5 m 3 ) Percentage to the Reference Comparison to the non-delayed model	Reference Case 1 Case 2 Case 3 188.5 198.02 157.63 143.11 -+5.0 % -16.4 % -24.1 % -+3.2 % +20.5 % +24.3 % 7.09 7.56 7.56 7.54 % -+6.6 % +6.6 % +6.3 % --0.6 % -0.1 % -0.3 %

Table III .

 III 1: Features of the tow scale experimental measurements: tows within fabric and single tows

	Ref.
	Measurements
	Measurement	techniques
	Loading
	Fibre & uid
	Architecture

Table III

 III 

	.2: Measurements performed for the calibration of the bench
	Calibrated nominal width×thickness (mm)	Measured average width (mm)	Measured average thickness (mm)
	50×0.1	49.992	0.101
	50×0.2	50.014	0.206
	50×0.5	50.069	0.514
	50×1.0	50.001	1.024
	Width and thickness measurements at saturated state. During the wetting phase,
	the uid is introduced in the pool to saturate the sample. The presence of uid does not

Figure II.17: Resulting unsaturated lengths and parameters evolutions versus X-position for the Reference and the three other cases
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permeability when the infusion of dual-scale fabrics is considered. In fact, depending on the microstructural brous reorganization scenario, the permeability evolution of the stack is impacted by a factor 3.

A deeper analysis of this methodology employed to ensure mass balance is detailed in section 3.3.4. 

General algorithm and ow chart

The modication of the thickness and the microstructure induced by the dual-scale decompaction is introduced at the beginning of each time step of the ow chart depicted in Computation of the decompaction: From the ow front position, the decompaction rate ε is computed in each macroscopic element, following the simplied linear model (Eq. II.18).

Updating of the variables: The variables listed in Table II.2 are updated for each macroscopic element, depending on the value of ε. For instance, the new volume of each macroscopic element is dened as:

The permeability model developed in the previous chapter (see Case 1 in section 9.3) is used to compute permeability evolutions (K c and K t ) with the decompaction level.

Computation of the uid to be relocated: The uid volume Q decomp has to be relocated from the ow front to the additional volume of uid due the dual-scale decompaction in all the saturated region. This value is computed following Eq. II.19.

Computation of the new ow front position: Following the methodology described in section 3.2.3, the new ow front position is computed to ensure mass balance. As for the computation of the sink term in the algorithm proposed by Imbert, no convergence loop is resorted to since the scheme is explicit. The error due to this explicit scheme is limited because the time step duration is kept small. no width evolution of tows has been measured during this unloading stage at saturated state. Nonetheless, no information have been measured concerning the width evolution of the overall stack. Therefore, in this section, the single ply fabric mechanical behavior is rst investigated through the three main steps occurring during the infusion process:

Dry compaction: the considered sample is loaded at dry state from 0 bar (abs.) to 1 bar (abs.) (i.e. 0.1 M P a),

Wetting phase: the considered sample is impregnated with a model uid, Saturated decompaction: the considered sample is unloaded at saturated state from 1 bar (abs.) to 0 bar (abs.).

Many authors characterized nely the wetting phase [START_REF] Vilà | An in situ investigation of microscopic infusion and void transport during vacuum-assisted inltration by means of X-ray computed tomography[END_REF], [START_REF] Larson | Insights from in-situ X-ray computed tomography during axial impregnation of unidirectional ber beds[END_REF], [START_REF] Balbinot | In situ 3D observations of the impregnation of model brous networks[END_REF], where boundary conditions concerning the lling are dened with accuracy. The wetting phase will thus remain out of the scope of the present study.

In this rst approach (infusion approach), the sample is laid down in a cavity closed with a exible vacuum bag: the stress is applied onto the sample using a vacuum pump and the sample thickness and width are monitored. After analyzing the single ply fabric behavior, the same approach is used to monitor the thickness and width evolutions of single tow samples.

A second approach is then proposed to impose a unidirectional transverse compressive load on the single tow samples (unidirectional approach), following again the three main steps of the infusion process. The tow is laid down in a rigid cavity whose thickness is variable and imposed by the user; the unidirectional force imposed to the sample due to the cavity thickness evolution and the sample width are measured.

In this section, a literature overview of the existing experimental characterizations at tow scale is rst presented. Then, the setup and methodology developed are detailed for the infusion approach, and the single ply fabric as well as single tow width and thickness evolutions are analyzed for the three infusion process steps. Finally, to impose a unidirectional load to the single tow, a new setup is presented and the single tow width and thickness evolutions are again analyzed for the three infusion process steps.

Literature overview [1]

The microstructural evolution of tows for dierent loading conditions, in dry or saturated states, has been investigated by many authors. In these studies, the geometrical characterization of tows within a fabric is mainly studied, whereas few authors investigate the geometrical characetrization of single tows. Table III.1 summarizes some of the studies of the available literature and details are given hereafter.

Under infusion process boundary conditions

In this infusion approach, the mechanical load is applied on the brous reinforcement (dry and then saturated) by imposing a vacuum level inside the exible cavity. After detailing the materials and equipments required, the setup and the experimental methodology implemented to measure the sample width and thickness for a dened stress level are presented. Post-treatment methods are detailed for both single ply fabric and single tow samples and allow the analysis of the experimental mechanical behavior for each kind of sample.

Materials and equipments

The materials (brous reinforcement, model uid and vacuum bag) and equipments (chromatic confocal scanner and vacuum pump) used for this experimental approach are described hereafter.

Textile. The brous reinforcement selected for this study is the one described in the rst chapter (section 2.2.1). This quasi-UD NCF is made of two layers: one layer of UD glass tows (4800 tex) and one weft backing glass layer oriented at ± 80°(68 tex). Both layers are stitched (warp-knitting) with a very thin polyester thread, symmetrical and spaced of 5 mm, that may constrain locally the tows in the width direction.

When a single tow sample is considered, the UD glass tow is extracted from the fabric with tweezers.

Model uid. Technical Glycerol from VWR is used in dilution with 5% of distilled water to obtain a viscosity of 0.3 P a.s at 25°C .

Vacuum bag. Cellophane, more exible than the vacuum bag selected for the infusions conducted in the rst chapter (section 2.2.1), is used to close the cavity in order to enhance the width detection of tows and fabrics at saturated state.

Chromatic confocal scanner (CCS). The chromatic confocal scanner (CCS) described in the section 3.3 of the rst chapter is used to monitor the width and the thickness of the considered sample during the mechanical test. The pen (sensor) selected for this study (CL4 CCS-Prima), with 7 µm lateral resolution, presents a suitable compromise between a wide range of thickness acquisition (4000 µm) and a sucient thickness accuracy (0.2 µm).

Vacuum pump. 

Single tows: post-treatment

In this section, the post-treatment method applied to extract the thickness and the width of the single tows for each stress level is detailed.

Width and thickness computation. Available data. For the single tow test, 10 tows have been laid down on the PVC plate.

During the dry compaction, for each stress level, the width and the thickness of the tows are averaged among all the X-positions and among all the tows. Nonetheless, during the saturated decompaction, as the stress level applied on the brous tows σ depends on the X-position, the width and the thickness of the tows are only averaged among all the single tows.

Mechanical variables denition.

As for the single ply fabric post-treatment, large strain extensions are dened (Eq. III.4 and Eq. III.5). The decompaction level during the most of them are well detailed in [START_REF] Marckmann | Comparison of hyperelastic models for rubberlike materials[END_REF]). In the general theory of hyperelasticity, it is assumed that the stress tensors (in this chapter σ, the true or Cauchy stress tensor) derive from a strain energy function W . However, these models written in terms of with strain energy function have to be adapted to take into account the large change in volume of tows during the compressive load (as highlighted experimentally in [START_REF] Dharmalingam | Evolution of single carbon and glass brous tow cross-sections in dry and lubricated states during compaction perpendicular to the bers[END_REF]) and to take into account the inextensibility of the tow in the ber direction:

Large change in volume. Lectez et al. recommand to extend the classical incompressible hyperelastic models to the compressible case by adding a strain energy depending on the Jacobian of the transformation (J , representing the volume variation during a transformation). The addition of this strain energy and its formulation are detailed in [START_REF] Ciarlet | Sur les lois de comportement en élasticité non linéaire compressible[END_REF].

Inextensibility in ber direction. Two approaches are possible to take into account the inextensibility of the tow in the ber direction. First, the modeling of an isotropic material can be considered and an internal stress can be imposed in the ber direction. Alternatively, an isotropic transverse strain energy can be added to the considered model. A large stiness parameter has to be selected in the ber direction, as done for instance for biological soft tissues [START_REF] Velardi | Anisotropic constitutive equations and experimental tensile behavior of brain tissue[END_REF]. This second adaptation will be used in the hyperelastic models studied hereafter in the form of a standard reinforcement model, detailed for instance by Merodio et al. [START_REF] Merodio | Instabilities and loss of ellipticity in ber-reinforced compressible non-linearly elastic solids under plane deformation[END_REF].

The total elastic strain energy W of a possible 3D hyperelastic tow model can be written as:

where W model is the strain energy corresponding to the considered incompressible isotropic hyperelastic model (for instance Mooney-Rivling, Ogden), W compress is the additional term to take into account large compressibility and W aniso is the additional term for the anisotropy in the ber direction.

Table III.3 summarizes the common notations used to describe such hyperelastic models.

X is the longitudinal axis of the tow (ber direction), Y is the lateral axis of the tow (width) and Z is the transverse direction of the tow (thickness). From the total elastic strain energy W , the Cauchy stress tensor σ can be expressed in the eigen basis of the transformation gradient (so that J = λ x λ y λ z ) [105]:

where i = x, y, z, J is the jacobian transformation and W is the total elastic strain energy.

Lectez et al. [START_REF] Lectez | Caractérisation et modélisation isotherme et anisotherme du comportement mécanique de meches de bres seches sous compression transverse[END_REF] has analyzed several hyperelastic models and compared the obtained behavior (lateral and transverse extensions) with the one experimentally measured on a inextensibility in the ber direction is veried (λ x = 1). The transverse stress evolution predicted (σ z in Figure III.23b) is correct for limited transverse extensions (λ z > 0.9); nonetheless, the signicant stiening of the tow for transverse extension smaller than 0.9

is not well modeled with this neo-Hookean approach.

Mooney-Rivlin model. During the transverse loading phase, the lateral extension evolution is too large compared to the one measured experimentally: for a transverse extension of 0. Both numerical and analytical methods can be used to compute the mechanical behavior of tows using the Ogden-Hill model.

The material parameters of the Ogden-Hill model will be tted with the experimental behavior of glass tows in the next section, and the resulting transverse stiening observed when tows are laterally constrained will be discussed.

from the laterally-free tted behavior, to predict the mechanical behaviors of quasi-UD NCFs manufactured with dierent stitches.

Finally, the upgraded Ogden-Hill model, once tted with transverse unloading experimental data, could be used as an input for the simulation tool developed in the second chapter, allowing thus the computation of 2D dual-scale ow inside deformable brous reinforcement.

Long-term propects

This study was focused on the dry and the saturated states of the infusion process.

Transient mechanisms occurring during the lling have been simplied through chapters. Long-term prospects could be then focused on investigating the transient lling occurring during the infusion process.

From an experimental standpoint, the setup developed in the rst chapter might be used in a synchrotron to capture the transient deformation occurring at the ow front during the impregnation. Fluids with high viscosity should be considered to allow acquisitions of longer duration.

From a modelling standpoint, viscous eects should be introduced in order to fuel appropriately the simulation tool previously developed. A signicant experimental campaign could be considered to obtain relevant data.

Finally, it appears of interest to add the thermo-chemo-rheological mechanisms linked to the resin reactivity to build a tool able to take into account a reactive dual-scale ow in a bidisperse deformable brous material. Imbert et al. [START_REF] Imbert | Ecient dual-scale ow and thermo-chemo-rheological coupling simulation during on-line mixing resin transfer molding process[END_REF] have already implemented the equations to account for and follow the resin cure and temperature kinetics.

Appendix A

In the third chapter, the transverse and lateral evolutions of the tow during the saturated unloading phase of the infusion process have been presented along the X-position. This

Appendix highlights the possibility of computing these results in a more standard form, as a strain-stress curve. To do so, a relationship is required between the X-position (uid ow direction) and the uid pressure in the deformable tow.

Analytical developement

A unidirectional ow is imposed in the X-direction inside a simple scale brous reinforcement (a single tow), which deforms during its lling. Assuming that the saturation is perfect and that the uid is incompressible, mass conservation equation for unidirectional uid ow is [START_REF] Tucker | Governing equations for ow and heat transfer in stationary ber beds[END_REF]:

where v x is the uid Darcy's velocity in X-direction and φ is the porosity content inside the tow. In the present study, the saturated state is studied instead of the transient state. Therefore, φ, even if varying with the X-position, is constant over time. Eq. 19 becomes thus ∂vx ∂x = 0.

Following the hypothesis of a Darcy's ow, the uid velocity can be expressed as [START_REF] Darcy | Les fontaines publiques de la ville de dijon : exposition et application[END_REF]:

where µ is the uid viscosity (constant here), K is the longitudinal permeability of the tow and P is the uid pressure. K depends on the position x as the tow deforms during the lling stage.

The longitudinal permeability of the tow can be expressed with the model proposed by Gebart et al. [START_REF] Gebart | Permeability of unidirectional reinforcements for RTM[END_REF]:

where K(x) is the in-plane permeability of the tow, r f is the radius of the constitutive ber, c is a parameter of the Gebart's law depending on the ber arrangement inside the tow and φ(x) is the tow porosity content.

Additionally, by assuming that the amount of ber is kept equal in the considered tow and that the tow cross-section is rectangular, the porosity content evolution can be expressed as: