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Thermal Energy Storage (TES) systems are central elements of various types of power plants operated using renewable energy sources. Packed bed TES can be considered as a costeective solution in concentrated solar power plants (CSP). Such a device is made of a tank lled with a granular bed through which a heat-transfer uid circulates. However, in such devices, the tank might be subjected to an accumulation of thermal stresses during cycles of loading and unloading due to the dierential thermal expansion between the ller and the tank wall. This research was devoted to investigate the thermo-mechanical behavior of the granular bed inside a packed bed TES tank. To achieve this objective, two approaches were undertaken in this work, i.e. numerical and experimental. A numerical model was dened to describe the tank's behavior under thermal cycling based on the discrete element method (DEM). The evolution of tank wall stresses over thermal cycles, taking into account both thermal and mechanical loads, as well as the kinematics of the granular material at the particles scale (i.e. discrete elements), are studied here. The deformability of the tank itself under thermo-mechanical loads is also included in the numerical model. Simulations were performed for dierent thermal congurations (i.e. the tank is heated homogeneously along its height or with a moving vertical gradient of temperature) and dierent boundary condition cases (i.e. rigid wall, tank wall with a higher thermal expansion coecient than the bed or inversely). The behavior of the tank is dependent on the imposed thermal and boundary conditions. In addition to this, a thermocline prototype was designed and constructed at the CEA laboratory, aiming at studying the stress accumulation over the thermal cycles. The experimental setup, called ESPERA, is equipped with force measurement devices, installed at dierent height positions on the wall. The force measurement devices were developed and calibrated at the CEA. Their sensitivity was also tested using a dierent developed setup, P'tit-Pousse. Experimental tests were carried out proving the stress accumulation over the cycles. Eventually, a comparison between the numerical results and the lately-obtained preliminary experimental measurements is proposed. keywords:

Résumé

Les systèmes de stockage d'énergie thermique sont des éléments centraux de divers types de centrales de production d'énergie fonctionnant à l'aide de sources d'énergie renouvelables. Ces systèmes de stockage thermique de type solide/uide peuvent être considérés comme une solution rentable dans les centrales solaires à concentration. Un tel dispositif est constitué d'un réservoir rempli d'un lit granulaire à travers lequel circule un uide caloporteur. Cependant, dans de tels dispositifs, le réservoir pourrait être soumis à une accumulation de contraintes thermiques au cours des cycles de chargement et de déchargement en raison de la dilatation thermique diérentielle entre le milieu granulaire et la paroi du réservoir. Cette thèse a été consacrée à l'étude du comportement thermomécanique du lit granulaire à l'intérieur d'un réservoir de stockage thermique de type régénérateur solide/uide. Pour atteindre cet objectif, deux approches ont été suivies : les approches numériques et expérimentales. Un modèle numérique basé sur la méthode des éléments discrets a été développé pour décrire le comportement du réservoir sous cyclage thermique. L'évolution des contraintes appliquées aux parois de la cuve au cours des cycles thermiques, est étudiée en tenant compte à la fois des charges thermiques et mécaniques, ainsi que de la cinématique du milieu granulaire à l'échelle des particules (c'est-à-dire des éléments discrets) et de la déformation thermo-mécanqiue du réservoir.

Des simulations ont été eectuées pour diérentes congurations thermiques (chauage/refroidissement homogène du réservoir sur sa hauteur ou gradient vertical de température) et diérents cas de condition limite (paroi rigide, paroi du réservoir avec un coecient de dilatation thermique supérieur au lit de roche ou inversement). Le comportement du réservoir dépend des conditions thermiques et conditions aux limites imposées. De plus, un prototype de thermocline a été conçu et construit au sein du laboratoire au CEA, visant à étudier l'accumulation de contraintes sur les cycles thermiques. Le dispositif expérimental, appelé ESPERA, est équipé de dispositifs de mesure de force installés à diérentes hauteurs sur la paroi du réservoir. Les dispositifs de mesure de force ont été développés et calibrés au CEA.
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2.1 Main characteristics of some packed-bed storage applications from the literature 2.2 Characteristic parameters of a thermal cycle of the thermocline of Solar One . 2.3 Measured hoop stresses on Solar One thermocline (Faas (1983b) The thermocline facility, where hot and cold heat transfer uid (HTF) are stored in a single tank, is considered as a cheaper alternative to the standard two-tank molten salt facility. To leverage further cost reductions, an inexpensive solid ller material, such as sand and gravel, can be used: the packed bed compensates for the higher-cost of the HTF and the capital cost can be reduced to 33% for an equivalent amount of storage using traditional approach. The granular packed bed can be considered as a suitable primary thermal storage material since it oers a large heat transfer area and thus a high heat transfer rate.

During the heating cycle, hot uid enters the tank from the top while cold uid is extracted from the bottom of the tank. The bed is gradually heated, storing the thermal energy. During the cooling cycle, the thermal energy is extracted by injecting the cold uid from the bottom while the hot uid is drawing o the top of the tank. The separation between the hot and cold zones of the HTF is naturally enabled by buoyancy forces leading to a region with high temperature gradient, known as the heat exchange region.

However, such devices could face the thermal ratcheting phenomenon, which is mainly due the dierential of thermal expansion between the ller and the tank materials. The dierence between the thermal expansion coecients of both storage materials enhance the settlement of the granular particles inside the thermocline tank. Thus, the granular medium is densied over the cycles of charging and discharging, causing a stress accumulation on the tank wall. The resulted thermal stresses may exceed the wall tank yield stress leading to plastic deformation and the tank will be slowly ratcheted outward over the thermal cycles which may cause its failure.

The thermal ratcheting phenomenon has gained the interest of many research studies as it strongly impacts the tank design and its life-time. However, only few data considering the thermo-mechanical behavior of a granular bed in thermoclines are existent in literature. Most of the results are based on the experimental structural response of a 170 MWh oil-rock thermocline tank integrated in the Solar One CSP pilot plant. However, these experimental data suer from large uncertainty and the tank became malfunctioning after only few cycles, reducing the possible long-time eects of thermal ratcheting on the tank. On the other hand, two numerical approaches are usually considered to model the thermo-mechanical behavior of a packed bed in storage tanks, aiming at understanding the structural response of thermoclines over thermal cycles. The rst approach lies in considering the packed bed as a continuum by assuming that its micro-structure is small compared to the container size (based on the nite element method). Nevertheless, rearrangement of particles submitted to thermal breathing involves local mechanisms which result in a highly nonlinear thermo-mechanical behavior at the continuum scale and this complex behavior is poorly constrained. In contrast, another modeling approach, based on the "Discrete Element Method" (DEM) which reproduces explicitly the granular nature of the ller can be considered, representing the granular materials by a set of discrete elements. The DEM naturally accounts for particle rearrangement without the need for signicant modeling eorts. Using DEM, the modeling complexity of such a problem involving thermal dilation of a granular system reduces to the problem of thermal dilation of elastic particles.

Research objectives

The aim of this thesis is to study the thermo-mechanical behavior of a granular bed inside a thermocline storage tank. To fulll this objective, numerical and experimental approaches will be considered.

• A DEM numerical model is developed, using YADE, to model a thermocline storage tank;

• As a rst approximation, the numerical model is realized based on rigid boundaries unaected by temperature variations;

• A more realistic model, which accounts for the tank wall deformation under temperature variations, is investigated as a second approach;

• Both models are compared and the errors produced using the rst approximation is thus evaluated.

• An experimental set-up is constructed and exploited at the French Alternative Energies and Atomic Energy Commission (Commissariat à l'Energie Atomique et aux Énergies alternatives, CEA). In a near future, the experimental results would allow for a numerical validation of the developed model.

Thesis Outline

This thesis manuscript presents the dierent scientic approaches followed during the three years of thesis, describes the methods developed and highlights the main results obtained.

After this introductory chapter, the manuscript is organized in four chapters.

• Chapter 2 is a presentation of the state of art on dierent existing methods aiming to study the problematic raised before.

• Chapter 3 is dedicated to the denition of the numerical tools used in this study.

• Chapter 4 deals with the numerical results, considering both assumptions: rigid and deformable boundaries.

• Chapter 5 introduces the experimental approach leading to the use of a thermocline prototype in order to investigate its structural response over thermal cycles. The set up was at the CEA, Grenoble.

Finally, a general conclusion summarizes the main outcomes of this thesis and provides recommendations for future research works.

Chapter 2

State of the art

This Chapter presents elements from the literature concerning the mechanical response of thermal energy storage systems (or similar systems). It is divided into four main sections.

The rst section gives an overview of the two-media thermocline thermal energy storage, its operating principle and the encountered mechanical problems. The second section is dedicated to the literature review of the thermo-mechanical behavior of granular materials inside a thermal energy packed-bed storage tank. Both experimental and numerical works that address the thermal ratcheting phenomenon are presented in this section. In the third section, results on the behavior of other systems involving cyclic swelling/shrinking of a granular material in a conned tank are presented. The last section discusses some potential solutions in order to reduce the impact of thermal cycles on the tank wall. rankine cycle), and dispatching production according to demand. This is therefore a way to reduce the levelized cost of energy (LCOE), thus leading to more competitive costs for renewable energy [START_REF] Xu | Sensitivity analysis of the numerical study on the thermal performance of a packed-bed molten salt thermocline thermal storage system[END_REF]).

Concentrated solar power (CSP) systems generate solar power by concentrating the sunlight (or the solar thermal energy) onto a small area using mirrors and lenses. The concentrated light, converted to heat, is used to generate electricity, via either a heat engine (usually a steam turbine) connected to an electrical power generator [START_REF] Boerema | High temperature solar thermal central-receiver billboard design[END_REF][START_REF] Edward W Law | Direct normal irradiance forecasting and its application to concentrated solar thermal output forecasting a review[END_REF][START_REF] Edward W Law | Calculating the nancial value of a concentrated solar thermal plant operated using direct normal irradiance forecasts[END_REF]) or a thermochemical reaction (Power;[START_REF] Matthew | New solar process gets more out of natural gas[END_REF] 2014)). Hence, thermal energy storage (TES) are currently integrated in about the half of concentrated solar power (CSP) plants throughout the world [START_REF] Tian | A review of solar collectors and thermal energy storage in solar thermal applications[END_REF]) and its spread is expected to grow in the next future [START_REF] Philibert | Technology roadmap: solar photovoltaic energy[END_REF]).

Three dierent types of thermal storage systems are mainly identied: sensible-heat storage (based on the temperature elevation of a given material), latent-heat storage (where energy of phase change is used), and thermochemical heat storage (where energy of chemical reversible reaction is considered) [START_REF] Gil | State of the art on high temperature thermal energy storage for power generation. part 1concepts, materials and modellization[END_REF]). Of these, only the sensible-heat systems are so far commercialized since they present the least technical and development risks. Although promising in terms of eciency, both latent-heat and thermochemical storage still require considerable additional development eorts before their commercial implementation in CSP plants. Latent heat storage systems are still at the prototype stage at the industrial scale [START_REF] Xu | Application of phase change materials for thermal energy storage in concentrated solar thermal power plants: a review to recent developments[END_REF]), while thermochemical storage concept is still needed to be considerably tested at the laboratory scale [START_REF] Pardo | A review on high temperature thermochemical heat energy storage[END_REF]).

The most widespread sensible TES technology is the two-tank molten salt storage device where the molten nitrate salts are used as storage medium since they oer high volumetric heat capacity and high operating temperature (see Figure 2.1). During loading phases, cold molten salt is heated in solar receptors and then transferred to hot tank. During the unloading phases, the process is inverted and the heat is recovered and ready to be used for thermal or electrical needs. The separation of cold and hot uids in two dierent tanks facilitates the handle of this technology [START_REF] Gil | State of the art on high temperature thermal energy storage for power generation. part 1concepts, materials and modellization[END_REF]). However a huge amount of the high-cost nitrate salts is required making this solution relatively expensive to aord. Moreover, the world's capacity production of natural nitrate is limited and won't be able to supply a soaring demand (García-Olivares et al. ( 2012)). A cheaper alternative for sensible TES is single-tank packed-bed storage which consists in using an inexpensive solid ller material as heat storage medium and a heat transfer uid (HTF) in direct contact with the solids [START_REF] Brosseau | Testing of thermocline ller materials and molten-salt heat transfer uids for thermal energy storage systems in parabolic trough power plants[END_REF]; Libby (2010)). Only the concept of the single-tank packed bed heat storage will be developed in the current state-of the art. 

Operating principle and eciency

In a packed-bed storage facility, an example of which is depicted in Figure 2.2, the hot and cold heat transfer uid circulate in a single tank and are separated, by the principle of the buoyancy stratication, by a transition zone with a thermal gradient called "thermocline". Thereafter, this kind of storage facility is called by the name of its transition zone as "thermocline storage tank". The use of an inexpensive solid ller material, such as sand and gravel, compensates for the higher-cost of the HTF and the capital cost can be reduced by 33 % for an equivalent amount of storage using traditional two-tank storage approach [START_REF] Gregory | Thermal ratcheting analysis of advanced thermocline energy storage tanks[END_REF][START_REF] James E Pacheco | Development of a molten-salt thermocline thermal storage system for parabolic trough plants[END_REF]; [START_REF] Libby | Design of high temperature solar thermocline storage systems[END_REF]). Gravel materials can be considered as suitable primary thermal storage materials since they oer a large heat transfer surface area, thus a high heat transfer rate. Using packed-bed storage instead of two-tank storage thus enables to reduce LCOE of CSP plants [START_REF] Cocco | Performance comparison of two-tank direct and thermocline thermal energy storage systems for 1 mwe class concentrating solar power plants[END_REF]). Besides, the choice of the uid is more exible thermal stratication, the hot uid is injected through the top of the tank while the cold uid is extracted from bottom during the heating process, and then during the discharge cycle, the hot uid is drawn o the top of the tank and the cold uid is returned to the tank from the bottom [START_REF] Close | Rock pile thermal storage for comfort air conditioning[END_REF]). The piston ow remain the ideal way of injecting the HTF and assuring a good stratication in the tank with an uniform distribution of uid [START_REF] Hollands | Pressure drops across rock bed thermal storage systems[END_REF]). Limiting the uid velocity to some extent prevents the mixing of the thermocline as well (Esence et al. (2017b)). Typical results of numerically or experimentally obtained temperature during the charging and discharging processes, inside STONE set-up, The more the extraction of the thermocline is assured, the faster the steady-state is reached and the greater is the eective storage capacity (represented by the grayed area). Similar results are obtained in [START_REF] Zanganeh | Packed-bed thermal storage for concentrated solar powerpilot-scale demonstration and industrial-scale design[END_REF]; [START_REF] Cascetta | Experimental investigation of a packed bed thermal energy storage system[END_REF]). 

Tank design: thermal ratcheting phenomenon

Despite the well-understanding and the large documentation of thermal and hydraulic behavior of packed-bed storage tank, its mechanical behavior is still a problematic that limits its spread at large industrial scale. In particular, it is feared that the tank could suer from premature damage, if not from catastrophic collapse, due to a thermal ratcheting phenomenon.

The ratcheting phenomenon is commonly encountered in granular materials and consists in a tiny but irreversible phenomenon which accumulates over cycles until it eventually becomes signicant. Thermally-induced ratcheting phenomena (thermal ratcheting in short) have to be carefully taken into account in the design of thermocline storage tanks since they need to live through a very large number of thermal cycles in their lifetime. However, the exact mechanisms and consequences of thermal ratcheting are not yet really understood. It is usually explained as follows, although this scenario is not yet proven. Besides the hydrostatic pressures of the solid ller and the HTF, thermal stresses may accumulate from one cycle to another due to dierential thermal dilatation between ller and tank wall, leading to plastic deformations in the tank shell which could accumulate over cycles until failure.

When rocks and steel are used as the storage medium and tank material respectively, and since the steel usually has a higher thermal expansion coecient (TEC) than rocks and gravels, the tank wall expands more than the solid medium during the charging process, allowing the settlement of the ller material. During the discharge stage, the tank contracts against the bed, resulting in thermal stresses. This case is reproduced in Figure 2.6. Conversely, when the Figure 2.6: Illustration of the thermal ratcheting phenomenon when the tank expands more than the ller material solid ller has a higher thermal expansion coecient with respect to the tank wall, the bed expands more than the tank wall during the charging process resulting in thermally-induced stresses. Then, upon cooling, the bed shrinks more than the walls allowing the slump of grains, and so on. This phenomenon is repeated over many and many cycles, the particulate medium inside the tank reorganizes with time leading to its densication. It is feared that in such a process, ratcheting would result in a progressive increase of the thermal stresses over the cycles, eventually leading to damage or plastic strain within the tank wall, ultimately leading to failure of the tank.

The thermal ratcheting phenomenon occurs not only due to thermal cyclic conditions, but also due to any cyclic swelling and shrinking conditions (humidity or absorption/desorption reactions...) applied to a particulate medium stored in a container. It could be a real threatening problem:

• The 24 m-diameter bolted steel silo, shown in Figure 2.7, collapsed in 1996 in southwestern United States, after about two weeks of its rst lling to capacity. Around 10000 tons of y ash were ejected in the accident. The accident occurred at night when the silo was neither lled or discharged. The investigation assumed that the silo was under designed to account for the thermal ratcheting phenomenon, driven from the diurnal temperature variations [START_REF]Silo failures: Case histories and lessons learned[END_REF]).

• A silo of 7.3 m of diameter, storing 700 tons of wet grains mixture (corn, spent brewer's grains and other ingredients), collapsed during a standby holiday period (several days without any discharge). The main potential reason behind this failure is the thermal ratcheting phenomenon caused by the swelling of corn grains with increasing moisture contents. Higher pressures are thus induced on the silo wall causing its fracture [START_REF]Silo failures: Case histories and lessons learned[END_REF]).

The thermal ratcheting phenomenon strongly inuences the tank design, and one of the main researchers' interests is to limit its impact on the packed-bed tank wall.

Thereafter, it is believed that the slenderness ratio (the height-to-diameter ratio) of the tank has a great inuence on the resulted applied thermal stresses. Numerical simulations recommend a low value of slenderness ratio to reduce wall stresses (B. Charlas;[START_REF] Charlas | A tool for modelling the breathing of hydride powder in its container while cyclically absorbing and desorbing hydrogen[END_REF]). This idea is evoked later in details in Section 2.3.2.

Practically and at industrial scale, the maximum height of packed-bed thermal storage tanks should not exceed 16 m for mechanical reasons [START_REF] Libby | Solar thermocline storage systems: preliminary design study[END_REF][START_REF] James E Pacheco | Development of a molten-salt thermocline thermal storage system for parabolic trough plants[END_REF]). As well, low values of slenderness ratio reduce the heat losses allowing a slow circulation of the uid inside the tank [START_REF] Mertens | Dynamic simulation of integrated rock-bed thermocline storage for concentrated solar power[END_REF]). Nevertheless, a low slenderness ratio value can spoil the thermal performance of the packed-bed thermocline tank; a large slenderness ratio improves thermal stratication and eciency of the system [START_REF] James E Pacheco | Development of a molten-salt thermocline thermal storage system for parabolic trough plants[END_REF][START_REF] Cascetta | Experimental investigation of a packed bed thermal energy storage system[END_REF]; [START_REF] Mertens | Dynamic simulation of integrated rock-bed thermocline storage for concentrated solar power[END_REF]). It also reduces the ow heterogeneities with a larger volume of lled packed-bed [START_REF] Szekely | Flow maldistribution in packed beds: a comparison of measurements with predictions[END_REF]). In the end, a trade-o between mechanical, ow distribution, pressure drop, thermal loss and stratication issues have to be considered when dimensioning a thermal energy packed-bed storage tank.

In this manuscript, a numerical and an experimental approaches were developed to study the evolution of wall stresses in a storage tank with the idea of bringing evidence and further understanding of the thermal ratcheting phenomenon. But before, a glimpse of the most relevant existent thermocline storage tanks in the world, at the laboratory or industrial scale, is briey presented in the next Section 2.1.2.3.

2.1.2.3 Packed-bed storage installations at the industrial/laboratory scale Some of the most relevant packed-bed storage installations with liquid or gaseous HTF are listed in Table 2.1. In addition to this, Figure 2.8 recapitulates the dimensions of most of liquid-solid or gaz-solid packed-bed facilities found in the literature, showing their height-todiameter ratio.

As shown in Table 2.1, most of packed-bed storage facilities have a cylindrical shape with the aim of reducing mechanical problems [START_REF] Maria | Solid conduction in low dt/dp beds of spheres, pellets and rings[END_REF]) and assuring an uniform uid ow by avoiding corner eects. Other potential shapes are rectangular or truncated conical (with largest cross section at the top).

Not all of the listed packed-bed storage installations were "mechanically" exploited to study the thermal ratcheting phenomenon. Only the mechanically studied installations are the subject of the following Section 2.2. [START_REF] Jr | Central receiver solar thermal power system, phase 1[END_REF]; Faas (1983a)). The storage installation was mainly intended for validation of its design and experiments. However it was only functional from 1982 till 1986 when a steam explosion occurred and put the system out of service. The ullage above the oil and the granular material is slightly pressurized with nitrogen gas to prevent oxygen inltration, and thus to prevent any oil oxidation. The tank's dimensions as well as the characteristic parameters of the thermal cycling tests are presented in the Table 2.2. 

T ch =304 • C T dich =204 • C 1 day
The thermocline of Solar One was investigated to obtain some experimental data on the induced thermal stresses in the tank shell. Horizontal and vertical stresses were determined experimentally by placing 30 cm-uniformly spaced strain gauges along the height of the tank at dierent azimuth angles. Table 2.3 shows the recorded hoop and vertical stresses at three dierent times: just before the charging of the tank (April 1982), after executing a certain number of cycles (December 1982) and nally after two years of service (June 1984).

The authors conrmed that the experimental data suer of large uncertainty when analyzing the strain gauge measurements errors. These data cannot be referred as a good indication of the actual stresses in the tank wall and cannot predict any trends of the stress evolution over time. The thermal ratcheting eects cannot be evaluated on the basis of the analysis of these measurements.

Although these experimental data suer from large uncertainty, they were the input data of many other studies in order to validate their numerical models.

Flueckieger et al. and Gonzalez et. al modeled the thermocline of Solar One based on the nite-element method [START_REF] Flueckiger | Thermocline energy storage in the solar one power plant: An experimentally validated thermomechanical investigation[END_REF]; [START_REF] González | Dynamic thermoelastic analysis of thermocline-like storage tanks[END_REF]). They studied the transient evolution of thermocline tank wall stresses, taking into account both thermal and mechanical loads for validation purposes and getting better understanding of the stress-strain response of the structure. For problem simplications, the steel tank wall is considered as cylindrical with a circumferential symmetry and have a constant thickness of 0.02 m.

Two extreme ller reactions are considered, knowing that a realistic behavior for the ller material lies in between. The rst case considers the ller material as a exible ller (α f iller = α steel ), which means that the ller behaves like a uid inside the tank. The tank is allowed to shrink and expand freely except for the stress originating from the hydrostatic pressure of the uid, the nitrogen gas in the ullage space and the weight of the ller itself. No additional thermal stresses should be generated in the tank wall. Friction between the ller material and wall is neglected. The second case assumes that the ller has a α f iller = 0 and does not allow for the contraction of the tank upon cooling process due to the gravity and its internal friction. Its own weight will not have any inuence on the induced loads in the tank. This As it was detailed earlier, and according to the original authors, the recorded data are not very reliable measurements: the error bar of the measurements at each position are huge, reducing the ability to rely on them. In addition to this, there is no information about the specic time of the charge or discharge cycle at which the data was recorded.

Moreover, the thermocline of Solar One was instrumented with strain gauges installed uniformly along the tank's height (each 30 cm). However, there are a lot of missing/not published data (between the height 1.524 m and the top of the tank), most probably due to their inaccurateness.

For a rigid ller, referring to the results of Flueckiger et al. and For a exible ller material conguration, hoop stresses increase linearly from top to bottom of the tank height. They are proportional to the hydrostatic pressure of both uid and ller bed.

Comparing the results with the reading taken from Solar One strain gauges, it is noticeable that the linear decrease of stresses in the exible case does not agree with the measured data variability along the tank height especially in the zone extended between 0.6 and 1.2 m where the hoop stresses tend to increase along the height. Therefore, the ller material behavior is likely closer to a rigid nature than to a exible one.

Comparing the results with the yield strength of the tank shell (414 MPa), the measured and calculated hoop stresses are lower than the yield strength except for the recorded data on June 1984 at 1.524 m of the tank's height. Finally, all the numerical results show that the tank wall does not exhibit any residual plastic deformation at the end of the discharge cycle (the resulting stresses remain lower that the steel yield strength), allowing the full recovery of the tank deformations. Thereafter, the hoop stresses will not increase with further thermal cycles, eliminating the potential occurrence of the thermal ratcheting eects. Conclusion/Discussion: Unfortunately, and according to the original authors, there was signicant uncertainty in the measurements of strain recorded on the thermocline storage tank of Solar One, even though they are the only existing experimental results on an industrial installation. Some recorded values of stresses were inconsistent with the problem physics which makes harder the validation of numerical results and the interpretation of the behavior of the thermocline under thermal cyclic operations. Moreover, the thermocline started malfunctioning after only a few cycles of operations due to a problem that is not related to any excessive plastic deformations in the tank shell, reducing the potential impact of thermal ratcheting on the tank.

The existent studies on the thermocline of Solar One consider extreme cases for bed's behavior. Nevertheless, an intermediate model for the ller material, that considers its own thermal expansion must be considered for future works. Based on Gonzalez et al. and Flueckiger et. al numerical FE approaches, and since the tank has not been plastied from the rst thermal cycle, it will always behave elastically over all the other cycles. The stress accumulation occurs only through the accumulation of residual strains in the tank wall, otherwise the behavior remains elastic regardless the number of performed cycles.

Understanding the thermo-mechanical behavior of a thermocline storage tank using thenite element method (FEM) might not be the best solution, especially when neglecting all physical natural responses of a granular material subjected to thermal cyclic operations, such as particle rearrangements and packing densication, as it is the case in the afore presented studies. The behavior of the granular medium inside the tank is complex and thus requires the integration of complex constitutive laws when using the FE methods in the aim at reproducing its physical natural responses. Otherwise, the accumulation of stresses and tank wall deformations over thermal cycles due to particles rearrangements, bed densication and thermal ratcheting eects will not be detected.

The recourse to the discrete element method may facilitate the understanding of the thermomechanical behavior of a granular medium inside a thermocline storage tank, since it reproduces naturally, and based on simple constitutive laws, the natural behavior of a particulate medium. However, high computational capabilities are required.

Experimental set up developed by Dreiβigacker et al.

A test rig was developed and erected by Dreiβigacker et al. [START_REF] Volker Dreiÿigacker | A thermo-mechanical model of packed-bed storage and experimental validation[END_REF][START_REF] Volker Dreiÿigacker | Thermo-mechanical analysis of packed beds for large-scale storage of high temperature heat[END_REF]; [START_REF] Knödler | Packed bed heat storage: Continuum mechanics model and validation[END_REF]) in order to study the behavior of thermocline tanks under thermal cyclic operations and validate a numerical model. The storage tank is a container operating at high temperature (up to 550 • C) using air as a heat transfer uid. The tank has a lling volume of 0.9 m 3 with a square cross-sectional area of 0.6 × 0.8 m 2 . Spherical ceramic beads with an average diameter of 17 mm ll the tank up to a height of 1.7 m. The outer surface of the 5-mm-thick stainless steel tank wall is insulated as it can be seen in the Figure 2.11.

Table 2.4 summarizes the dimensions of the container as well as the material properties of the packed bed. The device was cycled between 20 and 550 • C as cold and hot temperatures respectively. Strain gauges are used to measure wall forces, but in order to handle such high temperatures, an additional cooling system was integrated into the measurement devices: ambient air is used to The tank is experimentally exploited under ambient and cyclic conditions. At ambient conditions, the tank is lled and emptied for three sequenced cycles to estimate the inuence of the stochastic nature of the generation process. At the end of each lling cycle, the particle-wall contact force is recorded. Then a sequence of seven cycles and 2 still stand periods (where the tank is maintained at cold temperature) are realized. For these tests, the bed is heated from the top with a temperature of 550 • C and cooled from the bottom with an inlet temperature of 20 • C. A maximum outlet temperature at the bottom of 270 • C during the charging process is allowed.

The packed bed inside the thermocline is modeled using the discrete element method (DEM).

Further details about DEM concept, the method chosen for our modeling, are provided in Chapter 2-The Numerical Modeling.

The mechanical model is coupled to the thermal expansion of particles by growing/shrinking the particles radii proportionally to the imposed dierential temperature.

Thermo-cyclic tests are conducted and thermal loads are induced in the tank wall. Figure 2.12b shows the average of the three simulations force values as well as the temperature variation for a packed bed depth of 0.3 m. Both experimental and numerical results show that the forces are increased during the charging process due to the thermal expansion of particles, while they are decreased during the discharge. This result is somehow contradicting with expected results: the stainless tank wall should have a higher TEC than ceramic beads, leading to a higher expansion of the walls with respect to the beads during the charge, reducing the resulted stresses on the walls when heating. These stresses should be increased upon the discharge cycle during the shrinking of the walls, prevented by the settled beads. This idea was not evoked or justied by the original authors.

Referring to 2.12b, with increasing number of cycles, the results tend to be similar due to the The authors marked that the particle-wall contact force is increased by a factor of 5 at a bed depth of 1.3 m due to thermal eects compared to the force value obtained at rest.

It is important to mention that the three simulation runs have a relatively high standard deviation of 0.35 relating to the average values and a higher number of simulations and experimental test is required to reduce the eects of the stochastic character of such randomly arranged particulate mediums.

Knödler et al. [START_REF] Knödler | Packed bed heat storage: Continuum mechanics model and validation[END_REF]) studied the same experimental set up but this time, the DEM model is only used to get the eective mechanical parameters of the packing and then implement these parameters in a simplied FEM model.

A discrete element model is able to better reproduce the natural behavior of such particulate mediums comparing to continuum model, but it requires a high computing time. To save time, the nite element method, where a macroscopic perception of the packed bed is considered, can be used but the accuracy of such continuum models highly depends on the mechanical parameters used to describe the medium.

Based on this, an eective Young modulus, dependent from the temperature and subjected stress is used in the FE simulations realized by Knödler et al. Three methods are investigated to calculate the eective Young's modulus at 20 and 600 • C: analytically using the Reimann's equation [START_REF] Reimann | Thermomechanical behaviour of ceramic breeder and beryllium pebble beds[END_REF]), by conducting uniaxial compression test (UCT) or by reproducing this test using a DEM model. All methods give satisfying agreements.

The eective Young's modulus E ef f is about two orders of magnitude smaller than the Young's modulus of the bulk material (at 20 • C, E ceramic =71.9 GPa), which agrees with the results

shown in Ying [START_REF] Ying | Mechanical behavior and design database of packed beds for blanket designs[END_REF]). These obtained results of the eective Young's modulus are used to conduct numerical tests using the thermo-mechanical continuum model.

Experimental tests are performed using the same set up, where the packed bed is cycled between 20 • C and 600 • C and 10 repeated cycles are realized. After the completion of one measurement procedure, the tank is emptied and relled again for another sequence of cycles.

A total of three test runs are realized and the obtained results, are presented in Figure 2.13 (left side). Here, the maximal applied loads during charging/discharging processes are shown.

In Figure 2.13 (right side), the evolution of the recorded forces on the container wall over 8 thermal cycles is presented at a bed height of 0.6 m. At this height, the bed temperature reaches 500 • C. It can be seen that the continuum model is able to predict the forces acting on the tank wall.

Up to the authors opinion, in spite of the dierence observed between the experimental data at 600 • C, that are might be caused by the stochastic behavior of the medium, the numerical and experimental results show a satisfying agreement. For both experimental and simulated results, the loads acting on the containment walls are increasing with increasing bed depth.

Comparing the results before and after heating, the contact forces are increased by about a factor of 5-6. Conclusion/Discussion: The numerical models are able to somehow predict the induced loads during thermal cyclic operations since they were validated by recorded data. But it is important to note that these recorded data suer from some inconsistencies such as the brutal relaxation observed in the tank wall even before the beginning of the unloading cycle.

As well, the evolution of contact forces does not follow the evolution of temperature over the cycles, which remains unexplained. In addition to this, there is no published data that show the validation of the developed force sensors response based on any predictable or analytical behavior of a particulate ller, before conducting tests on the packed-bed storage unit. The increase of applied loads during the charging process and their decrease during the discharge phase is in contrast with the previously presented results in Section 2.2.1, where a higher TEC for the tank wall than for the bed is adopted. The dierence might be related to dierent boundary conditions. A larger number of tests is needed as well to reduce the dispersion of the results, enabling a more signicant comparison.

Eventually, a thermocline storage tank with a square-cross-section might not be the best geometry to study the thermo-mechanical behavior of the granular bed inside. This geometry might involve lots of perturbations caused by corners eects, such as high friction levels.

Moreover, high stress concentration may be driven at the corners, leading to high deformation in the wall (Pilkey and Pilkey ( 2008)).

Thermo-mechanical study of an industrial thermocline proposed by Sandia National Laboratories

Sandia National Laboratories and the Electric Power Research Institute (EPRI) are interested in the development of larger thermoclines operating at higher temperature than the one developed in Solar One power plant. Hence, they conducted numerical simulations on the hypothetical thermocline in order to test in thermo-mechanical behavior upon thermal cycles (Kolb et al. ( 2011)). The advanced thermocline of current interest will store up to 3000 MWht and it is cycled between 300 • C as cold temperature and 600 • C as hot temperature. It has an inner diameter of 47 m and a height of 14.3 m. The tank is lled with gravels and sand and the molten salt is used as heat transfer uid. The stainless steel walls have a variable thickness: max 8.9 cm at the bottom and min 2.2 cm at the top. Table 2.5 summarizes the dimensions and the characteristic parameters of the thermal cycle.

In addition to the daily heat up and cooldowns, the thermocline is subjected to periodic cooldowns where the tank is at uniform temperature over its height. These cooldowns are usually repeated once every three to ve years. Since the molten salt crystallizes at 240 • C, the standby temperature is assumed to be 290 • C to maintain the HTF in its liquid state.

Figure 2.14a illustrates the variation of the temperature over four days of heating and cooling cycles. Colored curves correspond to the evolution of the temperature at 7 equally spaced tank elevations. By the third or fourth cycle, the temperature variation reaches the steady state. Radial gradient temperature is not assumed to exist neither in the tank nor in the bed. The temperature-dependency of its Young's modulus is given in Figure 2.14b.

T ch =600 • C T dich =300 • C Standby temperature=290 • C 1 day (a) (b)
The material properties of the bed and the tank are assumed to be isotropic, thus an axisymmetric approach is considered. The bed is discretized using solid continuum elements (ANSYS quadratic PLANE183). The bed's Poisson's ratio is xed to 0.25, its cohesion is xed to 5 psi (34 KPa).

Several cases are considered aiming at studying the inuence of the variation of the mechanical properties of the bed, as the variation of its Young's modulus or its internal angle of friction, and the variation of its thermal expansion coecient. Temperature-dependent values of the bed's Young's modulus and bed's TEC are considered.

High, medium and low values for the Young's modulus of the bed are considered, as it is de- The high values of strain are found at the wall-to-base transition knuckle (eppl_base) or next to the transition at the ring 1 (eppl_r1). Up to the authors opinions, these strains in the transitional zones can be ignored since they are derived from design problems. A redesign of the knuckle and/or an introduction of a stiening gusset between the base and the tank wall can reduce the obtained high plastic strains. Only the strains far from the transition zone are then evaluated.

Lower values of plastic strains are obtained in the areas away from the transition-i.e. at the end, the accumulated strain is below 0.25%, which is acceptable. In these areas, the plastic strain increases with time but at a decreasing rate at each cycle. The cooldown period after 13 hot/cold cycles causes the increase of plastic strain (at that instance) but to a magnitude smaller than the obtained one after the rst performed cycle. The plastic strains then continue to increase at a similar rate as before the cooldown cycle. The authors suggest that in this case, plastic strain will occur in the walls but will be limited over cycles. In any way, a larger number of operating cycles and cooldowns have to be performed to conrm that the accumulated plastic strain remain below damaging levels.

Another studied case, where the high Young's modulus and the lower TEC are attributed to the packed bed, is given in Figure 2.16b. It shows the evolution of equivalent plastic strain during a sequence of 18 cycles without considering the cooldown to 290 • C. As before, eppl_base and eppl_r1 are ignored. The plastic strain is progressively and rapidly increasing from one cycle to another. Such an evolution stands for the eects of thermal ratcheting that are more important when a larger dierence exists between the TECs of the bed and the tank. Therefore, it is advisable to match the storage materials such as their TECs are as close as possible. The other studied cases, where lower values of Young's modulus or higher values of TEC are considered, do not show higher strain values from the case (high Young's modulus-Low TEC). The safest case stands for the case using the combination of lowest Young's modulus and highest TEC for bed, where no plastic strain is observed during the cycles.

Eventually, some cases studied the inuence of increasing the internal angle of friction of the Moreover, the impact of increasing the dierence between the TECs of the used material is the increase of plastic strains. This may suggest the benet of matching the TEC of the bed with that of the tank as closely as possible.

Increasing the internal angle of friction of the particles makes the ller more resistant to settlements that may occur during thermal cycles, thus the thermally-induced plastic strain is reduced. The introduction of cooldown cycle to uniform 290 • C causes higher plastic strain rate over number of cycles following it.

However, a larger number of cycles (including the cooldown periods) is recommended to better track the tank's plastic strains over the cyclic operations.

Furthermore, the Young's modulus is considered uniform over the bed's height while in reality, it is dependent on the hydrostatic pressure of the packed bed. The bottom part of the ller is stier than the upper part due to a higher densication. Better predictions of strains may be obtained if an equivalent Young's modulus for the bed is attributed at dierent levels of the packed bed height.

Conclusion

As presented previously, only few studies are carried out to study the phenomenon of thermal ratcheting in thermocline storage tanks. The lack of experimental data in this domain, which makes the validation of numerical results and the evaluation of the signicance of the problem harder when constructing these kinds of tanks.

The data recorded on the only existent thermocline storage tank at the industrial scale, Solar One, were not reliable data, since they show large uncertainties. Hence, the time history at which they were recorded, i.e. at which cycle or at which instant of the charging/dicharging process, is unknown. Another experimental set-up, at the laboratory scale, was mechanically instrumented in order to test the stress evolution over thermal cycles. The square section of the test rig may generate higher stress concentrations at the corners, limiting the reliability of the obtained results.

Furthermore, for the bed modeling, two approaches were used to study the thermo-mechanical behavior of the packed bed inside a thermocline storage tank. The rst approach lies on considering the packed bed as a continuum medium, using the nite element method. Most of the studies using the FE method, considered simplied conditions, as modeling only extreme cases, i.e. innitely rigid or uid-like congurations, and do not account for the particulate nature of the packed bed neglecting the eects of the densiction of the medium during cycles.

These simplied hypothesis and boundary conditions may largely aect the resulting stresses in the tank shell. The studies that reproduced the Solar One thermocline, show that the tank behaves elastically under the subjected thermal loads; the tank is not supposed to fail.

Another approach is based on the discrete element methods. Considering this approach, the granular nature of the bed is easily taken into account, but this representation is time costly, limiting the number of performed thermal cycles. The studies conducted on the squared set up show some inconsistencies in terms of following the thermal loads: the numerical or/and experimental stress evolution does not follow the temperature prole. The highest stresses are measured while the charging process is still going on.

Thus the necessity of the study of the thermal ratcheting phenomenon is clear on both numerical and experimental levels, especially that it largely impacts the design and life-time of the thermal energy packed-bed storage tanks.

As well, the stress and strain accumulations in the tank wall and bed densication are also common in containers where a particulate medium exhibits swelling and shrinking behaviors.

These behaviors can be caused by temperature and humidity variations, absorption/desorption reactions, etc... The eects of these swelling/shrinking conditions on the ller bed and on the resulted stresses are addressed in the upcoming Section 2.3.

2.3

Mechanical behavior of a particulate medium subjected to cyclic swelling and shrinking conditions Cyclic swelling and shrinking conditions that a particulate medium may undergo, lead to internal perturbations that can have signicant eects on the bulk properties of granular materials after many cycles. The sensitivity of granular materials to such perturbations has been referred to as granular fragility [START_REF] Cates | Jamming, force chains, and fragile matter[END_REF]; [START_REF] Roux | Quasistatic rheology and the origins of strain[END_REF]) and has showed so far considerable attention in literature. As an example, it was demonstrated that temperature changes within granular materials aect the "apparent" weight of a granular pile [START_REF] Clément | Fluctuating aspects of the pressure in a granular column[END_REF]; [START_REF] Claudin | Static avalanches and giant stress uctuations in silos[END_REF]), the thermal conductivity of a granular packing [START_REF] Watson | Thermal expansion eects and heat conduction in granular materials[END_REF]; El [START_REF] Shamy | Discrete element method study on eect of shear-induced anisotropy on thermal conductivity of granular soils[END_REF]) and the path of sound transmission in granular media [START_REF] Liu | Sound and vibration in granular materials[END_REF]). Moreover, even small thermal variations as the wetting/dewetting conditions due to humidity variations in grain bins [START_REF] Lindley | Agricultural buildings and structures[END_REF]) or the hydrogenation/dehydrogenation phenomenon of metallic powders in hydrogen storage tanks [START_REF] Charlas | A tool for modelling the breathing of hydride powder in its container while cyclically absorbing and desorbing hydrogen[END_REF]; [START_REF] Wang | An investigation of the mechanical behaviour of hydrogen storage metal beds on hydriding and dehydriding and several methods of preventing the damage of hydride containers caused by the expansion of hydrogen storage metals[END_REF]).

Therefore, some existent experimental or numerical tests on particulate mediums subjected to swelling and shrinking conditions are reported hereafter. The focus is set on either the eect of these cyclic conditions on the compaction dynamics of a granular bed or on the induced applied pressures on the container walls. These tests are believed to provide much information on the behavior of such particulate beds in order to better understand the behavior of the granular ller in thermocline storage tanks. Results show that even for low temperature changes (an overall temperature variation between the heating/cooling processes of ∆T=10.8 • C), the column's height decreases over cycles, despite that the ller and the container are both made of the same material. Moreover, the oscillations of the height H associated to temperature variations of the heating and cooling cycles are also observed (Figure 2.17b). Note that within 1000 thermal cycles, the bed continues to settle without reaching the stable state. The porosity of the bed decreases by about 0.1%.

Nevertheless, it is crucial to mention that the induced thermal loads are not homogeneously generated in the radial direction, by heating the outer surface of the tube through heating cables. These temperature variations between the bed and the tube, due to the nonhomogeneous lateral heat spread, cause temperature dierentials and lead to further particles rearrangements.

(a) (b) 2009)). Graduated cylindrical containers are lled with spherical granular materials with a constant initial packing fraction through a funnel raised by a stepper motor at a constant rate. An initial packing fraction of 58.9 ± 0.2% is obtained. The heating process is realized inside an oven until a pre-set temperature is reached and then the sample are allowed to cool slowly at ambient temperature (22

±2 • C
) before measurements. About 20 hours are required for each cycle limiting the number of performed cycles. Great precautions are taken to prevent any mechanical agitations of the samples that can aect the measurements. At the end of each thermal cycle, the packing fraction is determined by referring to the container's graduation. The inuence of the dierential expansion between both materials is investigated by using dierent combinations of granular and container materials.

Results show that the dierential expansions between both materials can have a great inuence on increasing the packing fraction of a sample: the packing fraction relaxation observed in glass grains (α glass = 9 × 10 -6 ) in a plastic container (α HDP Eplastic = 110 × 10 -6 ) is much more than that from glass grains in glass containers [START_REF] Chen | Granular materials under vibration and thermal cycles[END_REF]). However, the fractional changes under thermal cycles may be aected by other factors than dierential expansions between both materials, such as the inter-grain friction and grain/wall friction [START_REF] Vandewalle | The inuence of grain shape, friction and cohesion on granular compaction dynamics[END_REF]; [START_REF] Jerkins | Onset of mechanical stability in random packings of frictional spheres[END_REF]). The packing fraction does not depend only on the magnitude of the size changes induced by temperature and therefore, in the authors point of view, a direct scaling that relate the fractional packing to the dierential expansion coecients may not be intuitive. In addition to this, it has been seen that the packing fraction continues to increase under multiple successive thermal cycles but with a decreasing relaxation rate (see . A continuous increase of the packing fraction is shown over cycles before reaching a plateau at a high number of executed thermal cycles. A higher ∆T leads to a higher rearrangements and thus higher packing fraction. Moreover, consistent conclusions with Chen et al. are obtained regarding the inuence of the dierential thermal expansion between the grains and the container on the changes of the packing fraction. Although the current simulations do not account for thermal expansion of the wall, the compaction of the bed is achieved due to the expansion/compaction of grains only, knowing that a higher degree of compaction may be attained when the expansion of the wall in considered.

Induced pressures on the container walls due to cyclic swelling/shrinking conditions

Unusual loading conditions can occur as a result of temperature and/or moisture eects.

Temperature uctuations, such as would occur from daytime to nighttime, can lead to much higher hoop stresses than would otherwise be expected. A similar phenomenon can occur if 2012)). Hydrogen storage has become a very interesting way to store energy relying on the exothermic and endothermic aspects of the hydriding and dehydriding reactions respectively [START_REF] Latroche | Structural and thermodynamic properties of metallic hydrides used for energy storage[END_REF]). But the hydrogenation (absorption of hydrogen) goes with volume increase [START_REF] Latroche | Structural and thermodynamic properties of metallic hydrides used for energy storage[END_REF]) and the medium is thus subjected to a cyclic procedure of swelling and shrinking accompanied with the absorption and desorption of hydrogen. The settlement of the powder bed due to both the decrepitation and hydride breathing, leads to a progressive increase of strain and stresses on the container walls.

It is crucial to note that the volume expansion ratio after absorbing hydrogen is larger than 20%, depending on the storage material. This volume change is much greater than the ones that occurred due to thermal variations as in thermocline storage tanks, where the volume change is less than 1%. Therefore, the upcoming results are presented briey and their analysis is restricted to the qualitative response of the granular bed only.

As Mechanical stresses tend to be more important when dealing with slender containers in which cyclic shrinking and swelling conditions occur. This is sometimes attributed to a larger volume fraction of the bed at the bottom of a high vertical tube compared to a shallower container. 

Conclusion

A particulate medium can be very sensitive to cyclic swelling and contracting conditions.

The internal perturbations caused by cyclic conditions, whether it comes from humidity and thermal variations or hydrogenation/dehydrogenation reactions, always lead to common behaviors: particles rearrangements, packing densication and thus increase of induced stresses in the tank shell.

The packing fraction of the particulate medium continue to increase under these cyclic conditions, but with an decreasing rate over cycles. When thermal cyclic loads are applied, the densication of the medium is accentuated with higher temperature variations ∆T between charging/discharging processes. and with greater TECs dierences between the medium and the container. However, results showed that there is no direct scaling relating the densication of the medium to higher TECs dierences between the medium and the container.

The densication depends also on dierent mechanical properties of the bed, such its internal friction angle and the friction coecient at the container boundaries.

The wall stress accumulation under swelling/shrinking conditions was also investigated. The induced stresses are always more important at depth, and they depends on the initial packing fraction of the medium. The denser the particulate medium is, the higher stresses are induced in the walls. The presented studies oer an insight into the comprehension of the global behavior of a packed bed in thermocline storage tanks. But, it is believed that this behavior is largely dependent on the problem conditions: initial state conditions of the packed bed (its initial packing fraction), its mechanical (friction coecients) and thermal (TECs dierences and applied ∆T ) properties, the cyclic (percentage of volume changes) and boundary conditions...

The dependency of the results on all these factors makes harder the comparison between all the presented studies. Nevertheless, all of them show similar behaviors for the particulate medium and higher wall stress generation, evoking the complexity of the problem and the necessity of a well understanding of all included phenomena.

Eventually, The thermo-mechanical behavior of a particulate bed is very complex and not has not been completely understood yet. So far, some applications, studies or inventions aiming at limiting or preventing the danger resulted from this complicated behavior, have been thought

of and are presented in the next Section 2.4.

2.4

Limiting and avoiding the thermal ratcheting phenomenon

Thermal ratcheting phenomenon could be one of the major mechanical problems we might encounter when dealing with a dual-media storage tank. Hereafter are presented some ways of limiting or avoiding this phenomenon proposed by the literature.

Development of a structured thermocline thermal energy storage system

The development of innovative structured thermocline storage tanks, permitting to avoid the issue of thermal ratcheting, starts to attract the concern of many researchers. Within this technology, the packed bed ller material is replaced by a cheap structured bed conguration, always allowing the overall cost reduction compared to the two tank conguration. Signicant ). The exact geometries of these two system congurations were optimized to provide the optimum energy storage to energy retrieval ratio. Eventually, of the two ller material congurations, it was found that the parallel-plate model provided the highest discharge efciency and allowed for the most energy retrieval per unit cross section of the thermocline tank.

The structured thermocline storage tanks are promising in the future. However, the challenge is to nd convenient combinations between the storage materials and the heat transfer uid allowing for the operation of the TES at high temperatures and preventing any chemical reactions or solid crushing. The reduction of the overall cost of the tank as well as the provision of a high system eciency are compulsory if the competition with the basic packed bed thermocline facility is required.

Unconstrained packed rock bed thermal energy storage facility

The invention of an unconstrained packed rock bed energy storage facility associated with concentrating solar power plant is proposed in the patent (Kröger ( 2014 and allow the maintenance of the space 2. Numerous arrangements may be deducted from the proposed invention in order to be used for larger thermal energy storage facility and are proposed in (Kröger ( 2014)). The described invention might be a future feasible application except that it still needs lot of eorts in order to study the thermal ows inside the tank and ensure a good distribution of temperature. The overall eciency of the system has to be tested and quantied, heading for the comparison to the eciency of the simple packed bed thermocline systems, keeping in mind that the heat losses from ductwork (even if insulated)

and packed bed corners may be signicant which can limit the eciency of the system.

Limiting the ratcheting by increasing the internal insulation

Based on the thermo-mechanical model previously described in Section 2.2.1, Flueckiger et al. concluded from a numerical parametric study, that the hoop stress levels in tank wall are reduced by increasing the internal insulation layer thickness [START_REF] Flueckiger | Thermocline energy storage in the solar one power plant: An experimentally validated thermomechanical investigation[END_REF](Flueckiger et al. ( , 2013))).

In this work, a thermocline tank with internal diameter of 12 m is lled with a porous bed of quartzite rock to a height of 12 m. A molten-salt is used as a heat transfer uid operating at 450 • C and 293 • C respectively as hot and cold temperature limits. The tank considered here has a complex wall consisting of multiple layers: an inner rebrick layer for thermal isolation, a steel shell layer and an outer layer of ceramic ber for corrosion protection and thermal insulation. A schematic illustration of the modeled thermocline is presented in Figure 2.26a The maximum and minimum temperatures in the steel shell at each discretized location level, obtained throughout the charge and discharge processes, are determined through Even though that this recommended solution could be adequate to minimize the potential for thermal ratcheting phenomenon, but the results still need to be experimentally veried and validated. Moreover, great precautions on the feasibility of adding internal insulation in thermolcine storage tank should be considered to avoid any leakage of the uid through the insulation. Furthermore, thermal ratcheting might result in excessive pressure on the rebrick causing them to be crushed and limiting their function of insulation. These major problems have to be solved and veried before applying the proposed solution. 

Dividing the tank into subsections

As it was seen in Section 2.3.2, the applied wall stresses are more important when dealing with slender storage tanks. One way to reduce the resulted stresses is to divide the internal space of the packed-bed storage tank into several subsections using basket-like concept, reducing the height-to-diameter ratio though. This method is applicable only for thermoclines at laboratory scale. Figure 2.27 shows the STONE thermocline, constructed on the basis of the proposed solution (Esence et al. (2017a)). With large thermocline tanks, the built-in baskets

will not be able to handle the applied weight of the bed and the use of pile is necessary to hold the baskets and transmit the weight. However, such a design is expensive and even it adds internal boundaries in contact with the packed bed, leading to the same encountered problems with the original boundaries. The tank is lled to the height of 2.9 m with pebbles with an equivalent sphere diameter of 2-3 cm. The charging process is executed from the top while the discharge process is executed from the bottom. The cycling temperature limits are 280 • C during the discharging phase and 640 • C during the charging phase.

Although the overall thermal eciency of the constructed thermocline storage tank was tested numerically using a dynamic numerical heat transfer model, the experimental results are still needed to verify the performance of such a thermocline with a truncated conical shape. Especially that some studies present contradictory results about the performance of a truncated conical tank, where it is shown that a conical shape can signicantly reduce the overall storage eciency compared to a cylindrical tank [START_REF] Ortega-Fernández | Parametric and optimization analysis of a packed bed thermal energy storage system[END_REF]). 

Conclusion

Despite that all the proposed ways of prevention to the thermal ratcheting might be eective solutions, but they are still somehow far to be executed, either because they still need lot of research eorts to nd the compatible combinations of storage and tank materials and to verify the overall eciency of the system (numerically and experimentally), or because they are simply limited by the on-site realization (internal insulation with oil or molten salt thermocline systems) or the high-cost of the proposed system.

Conclusion

A review on most of the mechanically-studied thermocline storage tanks is presented in this chapter. Numerical models and experimental works are presented. Most of the existent experimental data in this domain suer from large uncertainties and can not be considered as reliable data. Thereby, these experimental data cannot be used for numerical modeling validations.

Some studies modeled the Solar One thermal storage unit, based on FE methods. For their modeling, they considered extreme behaviors for the packed bed, ignoring its granular nature that enables it to rearrange under cyclic thermal loads. The obtained stresses remain lower than the wall yield strength after the rst thermal cycle. Since the tank is not plastied after the rst cycle, no residual strains in the walls and the tank will always behave elastically no matter the number of applied thermal cycles. In other words, their continuum approach was unable to reproduce the accumulation of stresses over cycles due to bed's densication.

Other studies considered the DEM in their numerical modeling. A wall stress accumulation, related to a higher densication of the packed bed, is observed. Their numerical results were compared to some measured data, based on a square-section-thermocline tank. Some incoherence are shown in both experimental and numerical data. In any way, a parallelipedic storage tank may generate higher stress levels driven by the geometric discontinuities at the corners causing its deformation and might lead to inaccurate results.

Given the lack of numerical and experimental data referring to the thermal ratcheting phenomenon in thermocline storage tanks, the works that have been carried out in similar applications where the global behavior of the packed bed medium is conserved, are then reported.

The densication and stress accumulation over the cycles of swelling and shrinking are observed and are dependent on the cyclic conditions imposed.

the interplay of many phenomena makes dicult the understanding of the packed bed behavior. The densication of the packed bed under swelling/shrinking conditions largely depends on the resulted volume changes (due to thermal variations, variation of the moisture content,...), the TECs dierences between the ller and the container (in the case of thermal loads), on the internal angle of friction between particles and the particle/wall friction angle as well (depending also on the particles shape, poly-dispersity of particles size distribution...).

It also depends on the initial packing fraction of the packed bed.

For a better understanding, the inuence of each of these parameters will be studied apart in this manuscript. The discrete element method is chosen as the modeling approach, since it simply reproduce the nature behavior of a granular material using simple constitutive laws.

The details of the numerical modeling as well as the obtained results will be provided in the subsequent chapters.

Finally, the potential ways to limit the thermal ratcheting problem are described in the latest section of the chapter. Not all the proposed solutions are feasible for the moment and some of them remain innovative ideas far from being directly applicable at the industrial scale and still need a lot of research to assure the best combinations of insulation/ller/tank materials at the best cost deals.

Chapter 3

Discrete Numerical Model

This chapter introduces the discrete numerical model used in our study. In the discrete element method (DEM), the granular assembly is modeled as a set of independent entities, which interact with each others. This method can model the complex behavior of a granular medium with few physical parameters, unlike phenomenological models (requiring more parameters), and give access to the properties of the micro-structure of the granular assembly. Therefore, for studying the thermo-mechanical behavior of the granular material inside thermocline storage tanks, the DEM is chosen as the numerical tool in our simulations.

In what follows, a brief literature review of the discrete element method is rst presented in Section 3.1. Thereafter, the discrete numerical model used in this study is introduced in Section 3.2.1 in which the thermo-mechanical model used for spherical interacting particles is detailed, and Section 3.2.2 is dedicated to present the numerical tools used to implement thermal conditions for the tank walls. Finally, the validation of the numerical tools used for both particulate medium and tank walls are presented in Sections 3.2.1.2 and 3.2.2.6. on linear springs and sliders dened at the contact locations. An explicit numerical scheme monitors the resolution process and the motion of each particle is predicted at each time step.

DEM calculation process

The calculation process of DEM is quite simple. It consists in applying, at each numerical cycle, Newton's second law of motion and a force-displacement law at the contacts. Figure 3.1 shows the DEM calculation cycle. It involves two stages:

• Detection of the list of interactions and computation of contact forces: Two spherical particles are in contact if the distance between their centers is smaller than the sum of their radii. Interaction forces (F i ) and moments (M i ) are then computed between interacting particles based on predened interaction laws.

• Calculation of the new particles' positions: Newton's second law is applied for each particle and its resulting acceleration is thus determined. The acceleration is then integrated in order to nd the new particle positions. The new elements positions allow the update of the list of interactions and then the calculation of new interaction forces at contacts. This calculation process is looped until the achievement of the simulation.

Interaction laws

One of the strengths of DEM is its capacity to reproduce complex mechanical behavior using simple interaction laws, that require the determination of few mechanical parameters. These When δ n < 0 (particles overlap):

F ij n (t) = K n δ n (t) 
(3.1)

dF ij t (t) = K t δt (t) dt (3.2) F ij t (t) = F ij t (t-dt) + dF ij t (t) (3.3) Otherwise, F ij n (t) = F ij t (t) = 0 (3.4)
Where K n and K t are respectively the normal and tangential stiness of the contact between two particles, t is the current time, dt is the time increment between two simulation steps, δ n represents the normal overlap, δt is the relative shear velocity between the two overlapping elements. δ n and δt are calculated in Equations 3.5 and 3.6 respectively.

δ n = | x j -x i | -r i -r j (3.5) δt (t) = v i -v j + ( x i -C) × ω i -( x j -C) × ω j (3.6)
where C is the contact point located at x i + (r i + δ n /2) n. The Coulomb criterion is also introduced for the shear force, and F t is limited by the following relationship:

F t ≤ tan(ϕ c ) F n (3.7)
where ϕ c is the critical static friction angle.

The mechanical response of the normal and shear contact models are described in Figure The corresponding normal and tangential stinesses are expressed as follows:

K * n = dF n dδ n = G √ 2R 1 -ν δ n (3.8) K * t = dF t dδ t = 2(G 2 3(1 -ν)R) 1 3 2 -ν F 1 3 n (3.9)
where F n and F t are the normal and tangential contact forces respectively, R is the particle's radius, δ t is the tangential relative displacement and δ n is the normal overlap between two spheres.

These contact stinesses are updated at each time step of the simulation. Consequently, this may be computationally expensive, knowing that laws of constant stinesses, less expensive, lead to equivalent behaviors at the macroscopic scale (Cundall and Strack (1979)).

Stability condition

The DEM is usually based on an explicit time integration scheme implementing a central nite dierence method, used for the integration of the equations of motion. In other words, it is crucial to use a suciently ne discretization of time ∆t crit in the sake of convergence towards a stable solution. At the beginning of each cycle, the critical time step ∆t crit is calculated as the minimum natural vibrational period of all particles. In translation, the natural period of each particle, for all the degrees of freedom, supposed independent to each other is computed as follows:

T trans i = m K trans i (3.10)
where m is the mass of the particle, K trans i is the equivalent translational stiness of the contacts surrounding the particle for each degree of freedom i. Therefore, the translational critical time step is given by:

∆t trans crit = min m K trans i (3.11)
It is valuable to mention that the instability of the numerical scheme in translational motion is usually easily detected by the user and in most cases is due to the ejection of some particles away from the granular assembly.

During simulations, elastic waves are generated in the medium and propagate throughout the model. Energy should be dissipated for these waves to stop and to assure the stability of the system. However, for low amplitude waves, the medium behaves purely elastic, the friction does not dissipate energy and the waves are trapped indenitely. Thus, the introduction of a damping may be necessary. Two forms of damping are distinguished: viscous and non-viscous dampings. On one hand, viscous damping may be introduced via normal and shear dashpots added to each contact. On the other hand, [START_REF] Peter | A discrete numerical model for granular assemblies[END_REF] proposed using a non-viscous damping which acts independently to each particle to limit their oscillation. The equations of motions are damped by adding a damping term, F a and the dissipation of energy in the whole system is thus assured. F a is obtained by the relation:

F a i = -λ a F i sign(v i ), with λ a ∈ [0,1] (3.12)
where λ a is the damping coecient and v i is the translational velocity in direction i.

Sample generation

The generation of the packing is a very important operation since its macroscopic behavior is strongly dependent on its initial characteristics (the initial density, granulometry, homogeneity and isotropy/anisotropy of the microstructure). There are two methods to generate samples: geometric methods and dynamic methods.

• Geometric methods: Geometric functions are applied to particles to generate geometric granular packings. Dierent geometric algorithms were developed, for instance to generate sphere packing in cubical [START_REF] Jodrey | Computer simulation of close random packing of equal spheres[END_REF]) or cylindrical (Mueller ( 2005)) containers. Using geometric methods enables the generation of dense polydisperse assemblies at a lower computational cost comparing to dynamics methods.

• Dynamic methods: Dynamic methods consist in determining the trajectory and the spheres' nal positions of particles inside a container using the Newton's second law of motion. Dierent dynamics techniques exist to generate the sample, for instance particles can be deposited by gravity or by the action of external compaction load. On one hand, the gravitational method implies that particles fall under the eect of gravity. They can be released one by one in a box [START_REF] Aparicio | On the representation of random packings of spheres for sintering simulations[END_REF]) or placed following a given mesh [START_REF] Jerier | Packing spherical discrete elements for large scale simulations[END_REF]). However, an anisotropic distribution of the contact orientations is obtained when using this method: the preferential orientation is about 45 • along the direction of the gravity [START_REF] Chen | Dynamic shear modulus and fabric: part i, depositional and induced anisotropy[END_REF]). Moreover, this method leads to an non-homogeneous granular assembly with a looser layer at the top compared to denser layers in deep. On the other hand, the dynamic method by compaction consists rstly of creating a random cloud of granular assembly then performing a uniaxial compaction [START_REF] Dutt | An implementation of granular dynamics for simulating frictional elastic particles based on the dl_poly code[END_REF]), or an isotropic compaction [START_REF] Combe | Origines géométriques du comportement quasi-statique des assemblages granulaires denses: étude par simulations numériques[END_REF]) or a compaction by the expansion of particles' radius [START_REF] Chareyre | Modélisation du comportement d'ouvrages composites sol-géosynthétique par éléments discrets: application aux ancrages en tranchées en tête de talus[END_REF]). With this approach, the control of the packing properties can be easily assured and isotropic assemblies with a high density can be generated. For instance, changing the value of the inter-granular friction angle during compaction can modify the nal density of the assembly (see [START_REF] Chareyre | Dynamic spar elements and discrete element methods in two dimensions for the modeling of soil-inclusion problems[END_REF]). The lower is the inter-granular friction angle, the denser the packing becomes. Nevertheless, the packing preparation is relatively costly.

3.2

Thermo-mechanical numerical model

Thermal and mechanical coupling for the particulate medium

Within the DEM method used in this study, the contact interaction between frictional particles is represented by linear springs in normal and tangential directions with constant stinesses.

It was previously detailed in Section 3.1.2.

The numerical model considers that the volumetric change of the particles is due at the rst order to the temperature imposed by the heated uid and does not account for the heat transfer equations between the particles. The contribution of the uid is taken into account by imposing transient temperature proles as thermal boundary conditions. These temperature proles derive from experimental data obtained on the rock-bed thermocline set-up STONE developed by the French Atomic Agency (Grenoble). The experimental results obtained on the STONE installation have shown that temperature distribution is essentially uniform radially and that considering an uniform temperature inside the particle is relevant for small particle size [START_REF] Bruch | Experimental investigation of cycling behaviour of pilot-scale thermal oil packed-bed thermal storage system[END_REF][START_REF] Bruch | Experimental and numerical investigation of a pilot-scale thermal oil packed bed thermal storage system for csp power plant[END_REF]).

So, in order to reproduce the eect of thermal loads, the mechanical model is coupled to the thermal expansion of particles according to linear thermoelasticity. The eect of thermal expansion is introduced as a dimensional change of the particles with respect to the temperature, according to the following relationship:

r i (T ) = r i (T 0 )[1 + α b (T -T 0 )] (3.13)
where r is the radius of the i th particle at the temperature T , r i (T 0 ) its radius at the reference temperature T 0 and α b is the thermal expansion coecient of the granular material.

Thus the normal overlap δ n , dependent on the imposed temperature T, x i and x j , can be calculated as follows:

δ (t) n (T, x i , x j ) = | x j -x i | -r i (T ) -r j (T ) (3.14)
Where x i is the position of the i th particle.

Eventually, the calculation procedure consists in rstly determining the particle size, then computing the interacting forces once the contact occurs, and then computing the resulting particle displacement by integrating Newton's equations. The thermal loading or unloading is applied by increasing or decreasing the temperature by small increments and the simulation is run until the sample stabilizes after each increment. Then, the temperature is increased/decreased again, and so on. A schematic representation of the procedure is showed in Figure 3.4. is applied. The resulted applied loads on the walls (represented by particles 6 and 10) are computed. It is also important to note that the Newton's equations in DEM are solved using an explicit integration scheme (Verlet scheme), so in order to ensure the integration scheme stability, the temperature is varied by applying small temperature increments δT between two temperature increments, the simulation is run until the sample stabilizes. 

F induced = K n α b ∆T r 2 0 = 0.
799N independently from δT. From now on, the value of δT is xed to 0.1 • C in order to assure a compromise between integration scheme stability and computational cost. 1895)), in which the vertical pressure at rest measured at the bottom of a vertical cylindrical does not depend upon the height of the lling as it is the case when dealing with Newtonian uids but it follows instead a dierent law which accounts for stress saturation [START_REF] Schulze | Stresses in silos[END_REF]). The vertical and horizontal stresses can be expressed such as:

σ z = (1 -n)ρgR 2λ tan(ϕ s ) [1 -exp -2λ tan(ϕ s )z R ] (3.15) σ h = (1 -n)ρgR 2 tan(ϕ s ) [1 -exp -2λ tan(ϕ s )z R ] (3.16)
Where σ z and σ h are respectively the vertical and horizontal pressures, ρ is the bed density, g is the gravity acceleration, n is the porosity of the medium, R is the radius of the cylindrical tank, and z is the height of the column of granular bed above the level of measurement. σ h is proportional to σ z by the constant λ = σ h /σ z . ϕ s is the static friction angle at the contact with the wall. The stress increases when the height of granular packed bed increases for a

given width until it stabilizes and saturates in the case of slender tanks. In fact, part of the weight of the granular material is transmitted as friction loads to the walls.

Hence, various simulations of sets of mono-disperse spherical particles with a radius of 0.029 m lled by pluviation in a cylindrical tank with a diameter of D=1 m are considered. The height of packed bed H is varied and dierent initial slenderness ratios S r = H/D are obtained. The density of the packed bed is 2750 Kg/m 3 and the static friction angle at the wall contact ϕ s is set to a value of 5 • . The obtained porosity n and stress ratio λ for all sets are 0.40 and 0.75 respectively. The mechanical properties used in this section are provided in Table 4.1.

Bed density

(Kg/m 3 ) Particles Wall ϕ( • ) ϕ s ( • ) Damping (-) K n (N/m) K t (N/m) K n (N/m) K t (N/m) 2750
3 × 10 6 1.05 × 10 6 6.1 × 10 9 2.75 × 10 9 5 5 0.4 The initial vertical and radial stresses calculated at depth z=H are presented in Figure 3.7 and are compared to the analytical solution. It has been checked that if the walls are frictionless, the vertical pressure follows the hydrostatic pressure [START_REF] Schulze | Stresses in silos[END_REF]). As soon as the particle/wall friction angle ϕ s increases, the vertical stresses diverge from the linear hydrostatic pressure (even for low values of ϕ s ) and they saturate for high slenderness ratios. It can be seen that the obtained vertical and radial stresses at rest agree well with the analytic solutions proposed by Janssen especially for high values of S r .

Thermo-mechanical model used for tank walls

Modeling the tank walls required the usage of specic elements developed in the YADE-DEM code and able to model exible and deformable structures. This way the tank is able to dilate/contract with temperature variations. The tank material is modeled using deformable membrane elements developed by Bourrier et al. [START_REF] Bourrier | Discrete modeling of granular soils reinforcement by plant roots[END_REF]), and Eeindzourou et al. [START_REF] Eeindzourou | Modelling of deformable structures in the general framework of the discrete element method[END_REF]). This model will be used in the next sections. The container walls are formed by a collection of spheres, cylinders and thick facets (called also PFacets) as A cylinder is geometrically constructed by the Minkowski sum of a sphere and a segment, and 

Cylinder element

The cylinder formulation identies three types of interactions: Sphere/Sphere (interaction between two adjacent nodes), Sphere/Cylinder and Cylinder/Cylinder.

The Sphere/Sphere contact model, detailed in the previous section 3.1.2, is used to calculate the Sphere/Cylinder interaction. A virtual sphere S c with the same radius as the cylinder is introduced at the contact (Figure 3.9). The displacement at the surface of the cylinder is Figure 3.9: Sphere/Cylinder interaction, from [START_REF] Eeindzourou | Modelling of deformable structures in the general framework of the discrete element method[END_REF] assumed to vary linearly between its two nodes N 1 and N 2 . Thereby, its translational and rotational velocities at the contact, v c and ω c respectively, are linearly interpolated between its two nodes as follows:

v c = Λv N 1 + (1 -Λ)v N 2 (3.17) ω c = Λω N 1 + (1 -Λ)ω N 2 (3.18) Λ = N 1 -C N 1 -N 2 (3.19)
Knowing all the kinematic components of the cylinder at the contact with the sphere S, equations 3.1-3.6 are reused to determine the resultant forces between S and S c and then distributed to the cylinder's nodes. Note that, if the contact comes between a sphere and the convex part of the cylinder N 1 or N 2 , the contact is simply solved as a contact between two spheres (by setting Λ to 0 or 1 for a contact between S and N 1 or N 2 respectively).

The interaction between two nodes of interconnected cylinder elements is dened to produce beam-like behavior able to withstand normal, shearing, bending and twisting loading [START_REF] Kunhappan | Numerical modeling of high aspect ratio exible bers in inertial ows[END_REF]; Zienkiewicz and Taylor ( 2005)). In this case, the tensile and torsional stinesses of the cylinder behaving as beam element, K b n and K b t , are computed through equations 3.20 and 3.21:

K b n = E b A b L b (3.20) K b t = G b I b L b (3.21)
With the exponent b refers to the beam element, E b the tensile modulus of the beam material, and G b the shear modulus associated with the twisting loading, A b the surface area of the beam, I b its polar moment of inertia and L b its length N 1 -N 2 .

Normal force F b n and twisting moment M b t between cylinders nodes are thus computed as:

F b n = K b n (L b -L b 0 ) n b (3.22) M b t = K b t Ω t (N 1 ,N 2 ) (3.23)
Where L b 0 refers the length of the ber segment at the stress free conguration, Ω t (N 1 ,N 2 ) is the twisting component of the relative rotation between the two nodes N 1 and N 2 , 

Ω t(N 1 ,N 2 ) =[( Ω N 1 - Ω N 2 ). n b ]. n b .
       ḞsN 1 ṀbN 1 ḞsN 2 ṀbN 2        = - E b I b (L b ) 3        12 6L b -12 6L b 6L b 4(L b ) 2 -6L b 2(L b ) 2 -12 -6L b 12 -6L b 6L b 2(L b ) 2 -6L b 4(L b ) 2               v N 1 ω N 1 v N 2 ω N 1        (3.24)
The Cylinder/Cylinder interaction requires the introduction of two virtual spheres at the contact point. The shortest distance, simultaneously perpendicular to both cylinder elements, allows the determination of the contact point belonging to both cylinders. Contact laws are thus known and the corresponding forces and moments are linearly distributed to the nodes.

PFacet element

Similarly, the Pfacets implement the Sphere/PFacet, Cylinder/PFacet and PFacet/PFacet as additional interactions. For a Sphere/PFacet interaction (represented in Figure 3.11), the translational and rotational components of the inserted virtual sphere at the contact are computed using the barycentric coordinates of the contact point when the contact is identied inside the PFacet. The contact point projected in the plane formed by the PFacet nodes (N 1 ,N 2 ,N 3 ), P , is expressed in terms of its barycentric coordinates (p 1 ,p 2 ,p 3 ) as follows:

p 1 = N 1 N 3 (N 1 N 2 .N 1 P ) -(N 1 N 2 .N 1 N 3 )(N 1 N 3 .N 1 P ) N 1 N 2 N 1 N 3 -(N 1 N 2 .N 1 N 3 )(N 1 N 2 .N 1 N 3 ) (3.25) p 2 = N 1 N 2 (N 1 N 3 .N 1 P ) -(N 1 N 2 .N 1 N 3 )(N 1 N 2 .N 1 P ) N 1 N 2 N 1 N 3 -(N 1 N 2 .N 1 N 3 )(N 1 N 2 .N 1 N 3 ) (3.26) p 3 = 1 -p 1 -p 2 (3.27)
The Sphere/PFacet interaction veries the conditions p 1 ≥ 0, p 2 ≥ 0 and p 3 < 1 for a contact inside the PFacet. Thereby, the translational and rotational velocities (v and ω respectively)

of the contact point P are linearly interpolated between the three PFacet nodes:

v P = p 1 v N 1 + p 2 v N 2 + p 3 v N 3 (3.28) ω P = p 1 ω N 1 + p 2 ω N 2 + p 3 ω N 3 (3.29)
If the contact is not located inside the PFacet, a Sphere/Cylinder interaction is then considered. The last Cylinder/PFacet and PFacet/PFacet interactions are handled using one of the previously mentioned interactions.

Recapitulation of all possible interactions

All types of interactions are recapitulated in Figure 3.12. The parameters controlling the macroscopic Young's modulus E M acro , Poisson's ratio ν M acro and thickness of the membrane are the Young's modulus E M icro , the radius of the cylinders R cyl and the shape of the truss. To minimize anisotropy, the membrane was designed using equilateral triangular cells. The membrane thickness e was set equal to the cylinders' diameter. The relations between E M icro and E M acro are identied in both vertical and horizontal directions (the directions of the principal stresses and strains due to the axisymmetric problem) and detailed in the following.

Determining E M acro in the vertical direction:

When a rectangular membrane is constrained vertically (cf. to Figure 3.13), the prob-Figure 3.13: Rectangular plate subjected to vertical loadings lem is symmetric with respect to the horizontal middle axis with a null displacement of nodes located at this line. Then, the elementary mesh representing the membrane deformation is reduced to a triangle with two vertically-blocked nodes, as it is seen in Figure 3.13.

The deformation, ε xx , ε yy and ε inc , are calculated as:

ε xx = l x -l 0x l 0x = - √ 3 6 F y πR 2 c E M icro
(3.30)

ε yy = l y -l 0y l 0y = σ yy E M acro y = F y E M acro y eL x (3.31) ε inc = l inc -l 0inc l 0inc = √ 3 3 F y πR 2 c E M icro (3.32)
Using the equations 3.30 and 3.32 and referring to the problem's geometry, one can establish the following relation between l y and (ε inc , ε xx ):

l 2 y = l 2 0inc (ε inc + 1) 2 - 1 4 l 2 0x (ε xx + 1) 2 (3.33)
Finally, since we are dealing with small deformations problem and using the aforementioned equations, equation 3.33 is thus written as:

l y = √ 3 2 l 0inc (1 + √ 3F y πR 2 c E M icro ) 1 2 = √ 3 2 l 0inc (1 + 1 2 √ 3F y πR 2 c E M icro ) (3.34)
Eventually, the macroscopic vertical Young's modulus of the membrane is identied:

E M acro y = √ 3 2 πR c E M icro L x (3.35)
The Poisson's ratio in the vertical direction is thus determined as follows:

υ y = - ε xx ε yy = - - √ 3 6 Fy πR 2 c E M icro √ 3 2 Fy πR 2 c E M icro = 1 3 (3.36)
Determining E M acro in the horizontal direction:

Similarly to previous calculations in vertical direction, the E M acro x is identied in terms 

ε xx = F x πR 2 c E M icro (3.37)
At the same time, one can write:

ε xx = F x L y eE M acro x (3.38)
Eventually,

E M acro x = 1 2 πR c E M icro L y = E M acro y (3.39)
ε inc is null in this case, since the resulted forces in the inclined bars are null too. The inclined bars conserved their initial lengths at the deformed shape. ε yy is calculated in function of ε xx through Equation 3.33, where l y is replaced by (ε yy .l 0y + l 0y ). As a result, one can obtain:

ε yy = - 1 3 ε xx (3.40)
And the Poisson's coecient in the horizontal direction is thus equal to 1 3 .

Considering equilateral triangles to form the deformable membrane permits equal Young's moduli and Poisson's ratios in both directions and thus the membrane will behave like an isotropic material as long as the principal directions of stress and strain remain aligned with the horizontal and vertical directions (this condition is satised if axisymmetry is assumed).

The Poisson's ratio υ is constant in both cases and is equal to 0.33 (due to the choice of equilateral triangles).

In the subsequent work, and using these assumptions, E M icro is computed in order to obtain a desired value of E M acro for the membrane. Poisson's ratio is uniquely dened by the truss geometry and cannot be controlled; in the following it is 0.33 whatever the material considered.

Coupling of thermal and mechanical loadings

The implementation of thermal loads for the tank is achieved by imposing axial forces on the nodes of each cylinder element equivalent to those created by a temperature variation as follows:

F th = α w E cyl A cyl (T -T 0 ) (3.41)
Where α w is the thermal expansion coecient of the wall, E cyl is the microscopic Young's modulus of the cylinder and A cyl is the cross section area of the cylinder.

Verication of the implementation

The verication of the thermal implementation in the complete model is realized over two dierent simplied examples.

• A rectangular membrane with xed nodes on the boundary subjected to an increase of 1 • C of temperature is rstly used to verify the implementation. The resultant numerical stresses on the boundaries agree with the expected analytical solution σ=α w E M acro /(1υ).

• An empty steel cylindrical tank with a 1 m diameter and 2 m height, subjected to a vertical thermal gradient loading is used to validate the implementation. The thermal expansion coecient of the wall is set to α w = 16.10 -6 / • C. A charging/discharging is performed with a total temperature variation of ∆T = 300 In the next chapters, the described thermo-mechanical models are used to study the behavior of the granular medium inside thermocline storage tanks over cycles of heating and cooling. As a rst approximation, the tank is considered as purely rigid and not sensitive to temperature. Then, the more complete model involving the thermo-mechanical behavior for both, particles and wall, is used. It reects the wall ability to dilate/contract depending on temperature variations as well as the accumulation of deformations over the thermal cycles. In this case, the thermal loads are imposed on particles and cylinder nodes, by applying small temperature increments, the interacting forces are then computed enabling the determination of the new particles and nodes displacements. The numerical results using this complete model are presented in the second part of Chapter 4.

Chapter 4

Numerical results

The evolution of tank wall stresses over thermal cycles, taking into account both thermal and mechanical loads, is studied here using the numerical model presented in Chapter 3. Simulations are performed for dierent thermal congurations: (i) the bed is heated and cooled homogeneously along the tank height and (ii) corresponding to a functional conguration where a vertical thermal gradient moving through the storage tank is considered. Besides the dierent thermal congurations, dierent boundary conditions are considered as well.

The rst section presents the results obtained with the assumption of tank walls that are unaected with imposed temperature variations. This case will be referenced as the "Rigid boundary Case" in the following. Based on this assumption, dierent mechanical parameters are studied as well as dierent potential tank geometries.

The second part of this chapter is dedicated for the results obtained with cylindrical walls able to interact with temperature variations. Subsequently, this case is referred as "Deformable walls". Two cases are emerging: the case where the tank walls have a greater thermal expansion coecient than the granular ller and inversely. Both cases and their corresponding results are presented in this part.

In all studied cases, the applied stresses resulting from the dierent loadings and boundary conditions, are compared as well as the kinematic response of the internal granular material. The kinematics of the granular material are analyzed at the particles scale (i.e. discrete elements), with a focus on the eect of particle/particle and wall/particle friction.

Rigid boundary Case

Numerical simulations are run to investigate the thermo-mechanical behavior of a packed bed in thermal storage containers according to dierent thermal conditions, based on the assumption of rigid boundaries. Besides, the sensitivity of friction on the mechanical response of the bed is analyzed.

To begin with and before applying any cyclic thermal condition, the dicretization of the problem (i.e. the choice of the average radius of particle) is veried. Thus, three samples with dierent mean particle radius (r M ean =0.025, 0.029 or 0.033 m) are generated and subjected to one cycle of charging/discharging. The size distribution for all the samples is close to the mono-disperse distribution with a ratio r 0max /r 0min = 1.1 where r 0max and r 0min correspond to the maximum and minimum particle's radius respectively. This distribution have been introduce to avoid "crystallization" of the granular media. The stresses applied by the granular bed along the tank's height are normalized with the hydrostatic pressure at the bottom of the tank (1 -n) × ρgH where H is the height of the packed bed and ρ is the particle density and n is the porosity of the ller medium. Then they are plotted at three dierent stages, namely at the initial state, and at the end of the charging and discharging processes in 

Wall ϕ( • ) ϕ s ( • ) Damping (-) K n (N/m) K t (N/m) K n (N/m) K t (N/m) 2750
3 × 10 6 1.05 × 10 6 6.1 × 10 9 2.75 × 10 9 5 5 0.4 The induced thermal stresses after the rst loading are plotted in Figure 4.2b with the initial stresses. The induced stresses increase with an increased slenderness ratio, then similarly to the initial stresses (due to gravity loads only), they saturate with large slenderness ratios. The increase of the applied stresses are related to the fact that the granular medium inside a slender tank are more restrained to displace and to rearrange than a shallower one. The saturation can be related to the fact that increasing the slenderness ratio increases the inuence of the container wall friction. Thus, arches are formed inside the granular medium which makes the lower zones relatively unaected by the upper zones.

For the following calculations, a slenderness ratio equal to 2 is chosen for the purpose of limiting the calculation time, knowing that the slenderness ratio of existed thermocline storage tanks does not exceed the value of 3 (Esence ( 2017)).

(a) (b) to the thermal expansion of the particles and they decrease during the unloading phases to a stress state lower than the one obtained at rest (initial case). Furthermore, results

show increasing stresses during loading with increasing bed depth, revealing the bed's ability to reduce generated thermal stresses through particle rearrangements close to the top free surface. In fact, particles close to the free surface are relatively free to move whereas at the bottom part of the bed, particle displacements are greatly restricted by friction through the increase of contact forces due to the weight of particles above leading to high stresses at the lowest part of the tank.

When the container is homogeneously loaded and unloaded, the applied stresses evolve homo- and the full cycles correspond to the end of the unloading phase. In both cases, the stresses are increasing from one cycle to another. At the rst performed cycles, no much dierence is visible between both congurations but when a larger number of cycles is executed, a clear dierence appears and the stresses obtained in the MTG case are more important comparing to the homogeneously cycled case.

Vertical displacement of particles

In order to better understand the kinematics of the granular material, the tank is divided into ve layers, and the corresponding averaged vertical displacement of particles u z is computed.

The ratio u z /H is plotted in Figure 4.7 for both congurations. One can see that most of the particles start to move upwardly when they are heated, since the upper surface is a free surface, before settling down during unloading. Furthermore, the deepest elements have almost no displacement (dark blue curves) compared to a higher displacement range for particles close to the free surface (purple and light blue curves). This result can be explained by the restriction in their movement due to a high static pressure correlating with higher stresses in the lower part of the wall tank (Figure 4.5). Also, it can be seen that the average vertical displacement of the particles is more signicant when thermal gradient exists and a faster rearrangement of the particles inside the tank is observed comparing to the homogeneous conguration case.

Further detailed results will be provided in the next section (Section 4.1.2).

Analysis of the numerical results

Regarding the complexity of the kinematical and mechanical responses of the packed bed inside the thermocline, more detailed results are presented. ). However, it is not the case when dealing with a moving thermal gradient. The inset in Figure 4.8b (25 th cycle) shows that the averaged vertical displacement of a particle depends on its initial position and on the phase of charging/discharging process. During the charging process, the simulated eect of the hot uid enters the tank from the top, particles at the upper layers start to move upward while particles at the bottom are still waiting for the arrival of hot uid and show no displacement. When the "hot uid" reaches a deep layer (but not the deepest one), particles tend to move up, but since they are subjected to a high static pressure associated to friction at the particle/wall interface, instead of moving up they push downward particles of the layer below. The particles at the deepest layer show a downward displacement (when particles above them start expanding) before moving upward (when the layer itself is heated). During the discharge process, the cold uid starts cooling the packed bed from the bottom. So the deepest layer is the rst layer to be aected by the cooling process and their corresponding particles move downward. When the cold uid reaches the layer above, the corresponding particles start to shrink releasing the particles below and allowing them a small movement upwards due to elastic recovery. Then again, a zero displacement is shown when the discharge process is far from the designated layer.

Kinematical response of the bed

Note that the more the deepest layer is densied over cycles of thermal loading and unloading The propagation of normal stresses along the tank's height generates tangential stresses moving with the temperature gradient. The ratio of tangential stresses σ rz over normal stresses σ rr (known as the mobilized friction coecient between the tank wall and the particles) is shown by thick lines in Figure 4.9 for both cases. The thinner lines refer to the maximum and minimum values of the ratio σ rz /σ rr obtained in the three simulated cases at dierent phases of the thermal cycle. Throughout the charging process, the normal stress σ rr remains compressive (negative). In the initial state, tangent stresses σ rz oppose gravity and therefore are directed upwards (positive). As a result, the ratio σ rz /σ rr is initially negative. In the fully charged conguration, the particles are dilated, which results in a general upward movement of the granular material. As a result, friction forces oppose this movement and change their directions, so that the tangent stresses point downward and become negative. The radial stresses remaining negative, the result observed in Figure 4.9 is that the ratio σ rz /σ rr becomes positive. After one full charge/discharge cycle, the distribution of tangent and normal stresses are close to the initial state. In the homogeneous heating case (Figure 4.9a), the mobilized friction coecient evolves in a rather continuous manner between the loaded and unloaded states. Besides, the presence of a thermal gradient makes the distribution of tangent stresses more complex. During charging, the hot front is introduced at the top and moving downwards. The behavior visible in Figure 4.9b (red-dashed curve) can be explained by considering that particles located at the top of the tank start moving upward due to thermal dilation, resulting in the change in the sign of σ rz , as explained above. Meanwhile, the particles located at the bottom of the tank remain cold and no movement is observed, which explains that the base of the σ rz /σ rr curve remains unchanged. Moreover, it is important to note that the particles at boundaries adhere to the tank wall: small displacements of particles occur and no sliding is observed. This can be concluded by comparing the mobilized friction coecient to tan (ϕ s ) = tan(45) = 1, which shows that the mobilized friction coecient remains lower than tan (ϕ s ) during the thermal cycle in both congurations and veries that there is no sliding of particles at the contact with the wall. The magnitude of tangential stresses applied on the walls is relatively small comparing to the normal produced stresses and can be neglected.

Inuence of long term thermal cycles

In order to study the inuence of repeated cycles and due to the large calculation time needed for cycling (for about 20 hours for each cycle), only one sample (with ϕ = ϕ s = 45 • ) is cycled for a sequence of 108 loading and unloading cycles (approximately for 3 months as time calculation) in the aim of reaching the stability of the packed bed. in the tank (whether the particle/particle ϕ or the particle/wall ϕ s friction angles) leads to higher induced stresses. In fact, increasing the internal angle of friction between particles increases the bed shear strength and thus increases the resistance of particles to rearrangements.

The increase of ϕ s increases the resistance of particles to slide along the tank walls. Hence, particles inside the tank are more restricted to move and rearrange when dealing with high friction angles: as it is shown in Figure 4.11b, the averaged vertical displacement of particles is higher when low values of friction are considered. The easier the particles can move, the lower the stresses are generated. The stresses are more rapidly accumulated over the cycles of thermal loading and unloading when high friction values are considered. Note that during the unloading cycles, the induced normal stresses converge all to a lower value than the initial state independently of the friction involved in the tank. This second part of the numerical chapter intends to present the numerical results obtained when considering tank walls capable of expanding/contracting with temperature variations.

Two boundary cases are considered: the tank walls have a greater thermal expansion coecient than the ller bed or inversely. Subsequently, these two boundary cases are modeled, considering a dierence in the thermal expansion coecient equal to ±12 × 10 -6 / • C and then are compared with the rigid tank walls case. The dierent studied boundary cases are detailed in Table 4.3.

As before, the tank (tank's diameter D=1m, bed's height H=2m) is cycled between 100 and 400 • C with dierent thermal congurations: the homogeneous (Figure 4.2a) and the thermal gradient (Figure 4.4) congurations. Another conguration is added to these two, where a

Cases α w (/ • C) α b (/ • C) ∆α = α w -α b (/ • C) Case 1 α w >α b 16 × 10 -6 4 × 10 -6 +12 × 10 -6
Case 2 α w <α b 4 × 10 -6 16 × 10 -6 -12 × 10 -6

Case 3 Rigid boundaries -12 × 10 -6 -12 × 10 -6

Table 4.3: Dierent cases of boundary conditions considered in the study "steeper" thermal gradient is applied to the tank. This conguration, which will be referred as SMTG conguration, is closer to the intended thermal conguration in a thermocline storage tank providing higher eciency. The corresponding temperature proles are presented in Figure 4.12. The mechanical properties for the bed particles are kept the same as in the Although the ability of the wall to deform with temperature variations, the induced stresses accumulate over cycles but they end by stabilizing after a certain number of performed cycles, in both cases and regardless to the applied thermal conguration. The SMTG conguration leads to the lowest level of stress in Case 1 (α w >α b ) comparing to the MTG and homogeneous congurations. Inverted results are obtained in Case 2, where the SMTG conguration leads to the highest stresses.

K n (N/m) K t (N/m) ϕ ( • ) ϕ s ( • ) damping (-) 0 

Tank wall deformation

The evolution of the radial deformation of the wall, averaged over its circumference, is plotted in this section. The averaged values of the three simulation runs are calculated. The homogeneous and the SMTG congurations are compared in both boundary cases: α w >α b and α w <α b . The strain accumulation occurs at the end of the discharge process in Case 1, where the walls with a higher TEC are unable to contract against the settled granulate ller.

Whereas, in Case 2, the accumulation of radial strain is mainly observable at the end of each charging process. Thereafter, the accumulation of strain at the end of the discharge cycles for

Case 1 and at the end of the charge process for Case 2 is shown in Figures 4.18a and 4.19a,and Figures 4.18b and 4.19b,respectively. It is remarkable that the deformation of the wall tends to stabilize after a certain number of cycles, agreeing with the stress stabilization shown in Figures 4.17. In Case 1, the stabilization of the applied stresses/induced wall deformation seems to be faster when an homogeneous thermal conguration is applied. Figure 4.18a, referring to homogeneous conguration, shows that the radial wall deformation remains almost constant after the 10 th cycle, while it continues to accumulate, after 30 thermal cycles, with a SMTG conguration (Figure 4.19a). The wall deformation is slightly higher when a SMTG congurations are applied comparing to thermally homogeneous loadings (e.i. the reached value in Case 1, is approximately 1.5×10 -5 compared to 1.3 × 10 -5 , respectively). Similar observations also apply when α w <α b (Figures 4.18b One can see that always the deepest particles exhibit small displacements comparing to particles close to the top free surface. Moreover, for Case 1, the tank walls expand more than the granular ller during the heating cycle, allowing the settlement of particles, revealing a downward displacement of particles at the beginning. For the subsequent heating cycles, the growth of particles (leading to upward displacements) interferes with particles settlement (leading to downward displacements) due to wall expansion. This point will be further discussed in the following section.

In the second case, where α w <α b , the expanded particles displace upwardly during the heating 

Analysis of the numerical results

Given the complexity of the resulted kinematic responses of the granular bed inside a thermocline storage tank and their dependency on the applied thermal loads and boundary conditions, the kinematical behavior is studied in detail and then compared to the rigid boundaries cases.

Kinematical behavior of the granular bed

Globally, referring to Figures 4.20 strongly impact the resulted stresses/strain on the tank walls, especially the response of the deepest layers. In fact, thermal stresses appear when heated particles are trapped at the bottom of the tank and cannot rearrange.

Each case will be studied separately. Moreover, the averaged displacement of each layer is considered here alone, instead of accumulating it over the bed's height, aiming at understanding the behavior of each layer apart, as mentioned in Equation 4.1.

∆u n z H n = u n z -u n-1 z H n (4.1)
Where u n z refers to the averaged vertical displacement of the layer n itself, u n-1 z is the averaged vertical displacement of the layer just below the corresponding layer n and H n is the height of the layer n. The quantity ∆u n /H n will be referred to as "relative" displacement. However it relates to the relative change in the height of a layer and is therefore similar to the vertical component of strain. ∆u n /H n was used instead of the properly-dened vertical strain for convenience since it is much easier to calculate.

(a) (b) Case 1, α w >α b :

• Homogeneous conguration: Figure 4.22 shows the evolution of particles motions at the dierent considered layers, where only the rst and the last three thermal cycles are plotted. The middle layer (0.8-1.2 m) is deleted not to overload the gure, but its motion trends can be deduced from the motion of the layers bounding it. Also, dashed lines are plotted, separating successively the charging and the discharging processes.

The temperature evolution, identical for all the layers, is added in dashed green line too.

As a starting point, it is remarkable that in Figure 4.22b, layers 1 and 2 (bottom) follow the temperature variations while layer 5 (top) behaves in an opposite manner (shrinking upon heating and expanding upon cooling). Recalling that Figure 4.22b is related to the stabilized conguration after 27 cycles, this behavior can be understood in the following way.

Layer 5, located at the top, behaves like an unrestrained layer: upon heating, the tank expands more than the ller, and the ller settles down (shrinkage in the vertical direction associated to expansion in the horizontal directions). Upon cooling, the wall shrinks, causing shrinkage of the ller in the horizontal directions and expansion in the vertical direction. Layer 1 behaves like a totally constrained layer: After many cycles, the ller settles down, and because of the layers above, cannot recover. Contrarily to Layer 5, the particles in Layer 1 are prevented to rearrange during cycles in the stabilized regime. Therefore, at the discharged state the tank applies a great pressure on the ller but its diameter cannot decrease much below the diameter imposed by the cold ller's particles. In such a case, the deformation of Layer 1 is dictated mainly by thermal expansion of the particles, and therefore follow the temperature prole. Layers 3 (not shown) and 4 behave in-between. In particular, Layer 4 starts expanding vertically during charging (due to thermal expansion of the particles) and then starts to shrink before the end of the discharge phase. The ller is expanding while the stress applied by the tank is released with the increase in temperature. At some point, the stress is released and the tank expands (its diameter increases) liberating the particles which start rearranging and settling down like in Layer 5.

Once this process is understood, the behavior in the rst cycles shown in Figure 4.22a can be better understood by considering that the same mechanisms are at stake. However, there is also a global densication of the medium due to thermally-induced rearrangement, adding a decreasing trend to all the curves of Figure 4.22a compared to Figure 4.22b. In particular, the expansion of Layer 1 during rst charge is made totally invisible during the rst charge. However, it starts appearing in the second charge and it is even more visible in the third charge.

• SMTG conguration: The vertical relative displacement, appropriate for each layer, is plotted at the rst and the last 3 cycles (Figure 4.23). The temperature evolution, in dashed color lines, is added too. Light gray lines separate the charging and discharging cycles.

At the rst charging cycle, all layers show a vertical shrinkage, linked to the wall expansion with heat. Then, during the rst discharge cycle, the particles at bottom are the rst to shrink, thus they move down. The particles of the layers above start by shrinking vertically upon cooling before exhibiting a vertical expansion when the tank starts to shrink.

During the second charging cycle, the layers at top settle down as the wall expands. The Case 2, α w <α b :

• Homogeneous conguration: This might be linked to the gradual stabilization of the thermolcine tank, starting from the bottom layers and ending by the top ones.

• SMTG conguration: Within a SMTG conguration, the temperature proles are added to the particles relative displacement aiming at simplifying the understanding of the complex behavior of the granular bed. The kinematical behavior of the bed in this case (α w <α b ) is very similar to the case of rigid boundaries, detailed in Section The previously presented results has shown that the behavior of the bed towards dierent thermally studied congurations in Case 2 is very similar to the rigid boundaries Cases. Besides, and in order to better compare, and in a more quantitative way, the results obtained with deformable walls to the rigid case, new simulations with rigid boundaries are run considering a |∆α| = 12 × 10 -6 / • C. Only the MTG conguration is considered in this case aiming at reducing the calculation time. In Figure 4.29, the evolution of normal stresses over the 30 cycles with a MTG conguration obtained within the three dierent boundary Cases are compared. The higher stresses are obtained when dealing with rigid boundaries. In this case, the "non-deformable" walls prohibits the release of the thermal stresses into wall deformation and leads to higher stresses generation. So far, all the presented results were based on a mono-disperse size distribution of particles inside the tank. In this section, the inuence of pluri-dispersity of particle sizes is investigated.

To do this, three samples are created, within 32 000 particles of dierent diameters. The maximum particle's radius is xed to 0.029 m, maintaining the same problem's discretization as in previous calculations. The ratio r 0max r 0min = 10, where r 0max and r 0min correspond to the maximum and minimum particle's radius respectively. The initial obtained porosity is 0.37 in this case. The study of induced thermal stresses of a thermocline-like storage tank structure has been presented using the discrete element method (All simulations were performed using the opensource code YADE). Based on the assumption of rigid walls, the induced stresses increase due to the thermal expansion of the particles during the loading phases, and decrease during unloading phases. Two other boundary condition cases are studied: (i) Case 1: the thermal expansion coecient of the tank walls is higher than the granular bed and (ii) Case 2: the granular bed has the highest thermal expansion coecient. Similarly to the rigid boundary case, higher stresses are induced during the charging cycle when dealing with Case 1. Inverted results (i.e. higher stresses at the end of the discharge cycle) are obtained when the tank walls dilate more than the granular bed during the charge. Furthermore, in all cases, thermal stresses increase with increasing bed depth, since the motion of the deepest elements is restricted generating higher thermal stresses in the tank.

Dierent cycling congurations were compared: homogeneous vs. gradient thermal loadings and unloadings. Moreover, two dierent temperature proles reproducing the evolution of a moving thermal gradient inside the tank but one with steeper conditions than the second are considered too. The eects of the thermally induced loadings depends on the boundary condition Cases. The results show that the stress values developing in the case of the thermal gradient are higher than in the case of the thermally homogeneous loadings for both Case 2 and rigid boundary Case. Whilst in Case 1, the steep moving thermal gradient conguration is less critical in terms of induced stresses than the homogeneous conguration. All these stresses results are largely dependent on the kinematical behavior of the bed, especially at deep.

Then, the motion of the particles is dependent on the way the charging/discharging cycles are applied to the packed bed. The displacement of the deepest particles is dependent on the position of the moving thermal gradient inside the tank. This leads to a higher densication of the medium when dealing with a moving thermal gradient conguration comparing to the homogeneous one, thus to a faster rearrangement of particles in Case 2 and rigid walls. However, a faster stabilization is shown when the bed is cycled homogeneously in Case 1.

Globally, the macroscopic behavior of the tank in terms of stress levels generated on the wall or kinematical response of the bed, is not so dierent from one case to another (boundary cases whether α w >α b or α w <α b and thermal congurations). The stress accumulation tends to stabilize with large number of performed thermal cycles. A factor of about 9 is observed between the attained radial stresses values and the initial ones after performing 30 cycles (considering |∆α∆T |=12 × 300 × 10 -6 ). The stress accumulation is thus related, at the rst order, to the bed's settlement due to an imposed |∆α∆T |, regardless the behavior of the tank walls towards temperature variations. In addition to this, the resulted stresses are directly proportional to the |∆α∆T | factor.

Pluri-disperse size distribution can cause additional stresses on the tank walls.

Furthermore, the friction between particles themselves or at their contact with tank walls has a great inuence on the induced stresses on the walls. A high particle/particle friction angle increase the shear strength of the granular medium and particles are more restricted to move or displace. When particles are unable to rearrange, higher levels of induced thermal stresses acting on the tank walls are generated.

The inuence of the slenderness ratio is investigated as well. The induced thermal stresses increase with an increasing slenderness ratio until they saturate for large slenderness ratios.

This dependency could be caused by the fact that increasing the slenderness ratio increases the inuence of the tank wall friction. Janssen's eect is induced between the granular medium and the container promoting the formation of arches inside the tank.

Finally, the evolution of forces due to thermal expansion of the particles as well as the decrease step of the forces due to shrinking particles and the densication eects can be reproduced with the present model.

All studied cases are recapitulated in Table 4.5.

To sum up, the consequences of bed's settlement inside a thermocline storage tank (i.e. stresses accumulation and tank walls deformation) can be minimized with optimizing the mechanical/thermal properties of the involved materials. A steep thermal gradient moving through a non-frictional mono-disperse granular ller inside the tank can be the optimized solution for limiting the potential eects of thermal ratcheting. One more condition has to be veried too: the tank wall has to have a higher TEC than the granular bed.

Overall, a larger number of cycles should be now performed to better understand the evolution of stresses as well as the response of the packed bed in all cases. All the afore-mentioned trends can be further veried. Moreover, it would also be suitable to implement a thermoelasto-plastic model for the tank wall to investigate the potential plastic strain accumulation over the thermal cycles, which may aect the afore-presented results. Grenoble. The laboratory-scale installation aims at studying the thermal ratcheting phenomenon in packed-bed storage tanks by measuring the induced stresses applied on its container walls. The measurements are realized using home-made force sensors xed on the container wall at dierent locations. Section 5.1 recapitulates all the steps that led to a functional installation, starting from detailing its concept and its objectives, passing by presenting the development of the force measurement devices and ending by showing all the tests preceding its start-up (i.e. calibration tests at ambient and high temperatures).

Section 5.3 is dedicated to show the experimental results that were obtained on ESPERA, after passing the validation tests of the force measurement devices on an another setup, called P'tit-Pousse detailed Section 5.2. Both experimental results obtained on P'tit-Pousse and ES-PERA are compared with the numerical simulations. However, the comparison between the numerical results and the measured ones obtained on ESPERA remains somehow preliminary due to the dierence between the input data used in each approach. Unfortunately, the run of new compatible simulations with the experimental ones has been prevented due to the lack of time.

5.1 Experimental setup development

Objectives

As it was detailed in previous chapters of this manuscript, the literature review shows a lack of trustful experimental data limiting the understanding of the thermo-mechanical behavior of a granular material inside a packed-bed thermocline storage tank. The sizing of tanks by engineers is still the subject of strong assumptions; their durability over time is thus uncertain.

The problematic of the thermal ratcheting needs more research eorts in the aim of reaching a predictive law dening the behavior of the granular bed inside the storage tank.

To this aim, a representative simple conguration of a packed-bed heat storage tank was built in the CEA laboratory in Grenoble, France. The experimental setup will be referred to "ESPERA" in the following. The objectives behind its construction are to reproduce the thermal ratcheting phenomenon, to measure the applied radial stresses on the tank's membrane and evaluate their dependence on dierent parameters and operational conditions and nally to validate the previously developed numerical model with real and signicant data. Eventually, the thermal ratcheting risks can be evaluated in real.

Description of the setup

The experimental setup consists of a cylindrical tank containing the granular medium in order to characterize its thermo-mechanical behavior. The tank is subjected to cycles of heating and cooling using air as the heat transfer uid, minimizing the technological diculties confronted when using liquids as heat transfer uid and getting advantage of an existent air heating loop "CLAIRETTE" at the CEA (Grenoble), schematically presented in The idea then is to be able to measure the induced stresses applied by the granular bed on the cylindrical tank walls.

To do so, dierent congurations have been thought out at the beginning, such as considering a very thin thickness for the container walls. Thus, their deformation will be relatively high and can be measured through dierent techniques as image correlation or inductive capacitor sensors. However, the diculties of such conguration are crucial: it is dicult to determine a container thickness ensuring that it is, at the same time, suciently strong to resist the applied stresses and suciently deformable so that its deformation is large enough to allow for an accurate measurement, noting that the main purpose of this setup is to measure the the main cylinder (interior tank) and the cover (exterior tank) enabling the heating/cooling of the main tank's shell. Moreover, a "diaphragm" system is used for uid ow regulation at the tank level: it equilibrates the air ow passing inside the tank (through the granular material) and outside the shell (between the main cylinder and the cover). The annular gap with the diaphragm system assures that the temperature of the tank shell evolves in the same way as inside limiting the thermal losses with the external environment. Firstly, the tank is lled with spherical glass beads representing the granular medium. A mono-disperse distribution with 4 mm-diameter beads is used. Also, a bi-disperse size distribution with beads of 1.5 mm and 4 mm of diameter as well as a granular medium are envisaged to be used in the future work . At the tank's base, a grid is used allowing air circulation but retaining the beads. Table 5.1 lists the material properties of the tank and the glass beads.

The main cylinder is equipped with force measurement devices placed at dierent levels of the tank (Figure 5.2). Moreover, the tank can be lled to dierent height levels (up to 600 mm), allowing the study of slenderness ratio inuence (recalling that the slenderness ratio S r is the bed's height over the tank's diameter). The strain gauges are mounted in a full Wheatstone bridge conguration (Figure 5.6). Besides increasing the sensitivity and the accuracy of the device, the full bridge conguration allows for temperature and cable length compensations [START_REF] Homann | Applying the wheatstone bridge circuit[END_REF]). The strain gauges installation on the devices was the responsibility of the HBM company, professionals in the eld of strain gage measurements in France. Moreover, a temperature sensor is also glued at Table 5.1: Dierent numerical studied cases: the corresponding microscopic friction angles and the calculated porosity of the samples one unconstrained side of each device. This temperature sensor allows to detect the thermal stabilization of the system at the end of charging/discharging phases.

The dimensioning of the sensor is carried out according to dierent criteria: ensuring the greatest possible elastic deformation at the hinges of the deformable parallelogram while minimizing the intrusion of the sensor into the phenomenon to be measured, by limiting the displacement of the deformable parallelogram. Numerical simulations on SolidWorks were run A data acquisition system with 8 channels for strain measurements is disposable at the CEA Laboratory (QuantumX MX840B from HBM company). Therefore, 8 force sensors are produced and can be used at a time for eort measurements at dierent positions of the tank.

The positions of the force sensors depends on the bed lling levels. In total, 11 windows are created in the tank's shell distributed at dierent heights and orientations. The windows at top are not exploited when dealing with low slenderness ratio. The calibration of the force measurement devices is realized at ambient and high temperatures.

The objective behind is to identify the relationship between the imposed weight (corresponding force) and the measured tension at dierent temperature ranges. With eight sensors devices, the calibration process consists of using two assemblies of four sensor devices, as shown in 

Experimental results on P'tit-Pousse

The container is lled to a height of 15 cm with 4 mm-diameter spherical glass beads. Different displacements are imposed (±3 mm and ±10 mm), each time with 2 performed cycles of charging/discharging. In order to be more accurate, the lling is repeated 8 times for each displacement after emptying and relling the container. The porosity of the medium is measured and equal to 0.37. Using the calibration force/tension curve of the installed force measurement device obtained at ambient temperature, a pressure/time curve is thus established. Figure 5.18 presents the measured stresses time-variation for a 3 mm displacement with a velocity of 0.0166 mm/s for the linear motion. The results of the 8 performed llings within the 2 cycles of charging/discharging are presented in dashed lines and their average is plotted in a continuous line.

The response of the force sensor is precise: the sensor is capable of detecting the applied stresses which validates its dimensions. As predicted, the stresses applied on the walls increase during the charge and decrease during the discharge.

Then, stress/displacement curves representing the average of the 8 llings are plotted within the 2 performed cycles. Figure 5.19 shows the variation of the applied stresses with respect to the imposed displacement for the 3 mm and 10 mm cases. Figure 5.20 shows both responses, superposed, obtained within 3 and 10 mm of displacements.

Numerical validation

The experiment is reproduced numerically on Yade. The rectangular container is lled by pluviation by around 9000 particles to a height of 15 cm. A mono-disperse distribution of spherical particles with a radius of 2.9 mm is considered, reducing the total number of particles (thus the calculation time needed) but assuring a sucient discretization of the sample. The Simulation 1 (ϕ = ϕ s = 5 • throughout the whole process) seems to be closer to the experimental results.

It is remarkable that the stresses increase from cycle to cycle in the numerical results, due to bed's densication after cycling, while it is not the case for the experimental ones. Moreover, the dierence between the last two cases, Simulations 2 and 3, is the initial porosity of the medium. In fact, starting from a dense medium and high internal friction angles greatly increases the macroscopic friction angles of the sample.

Comparing both numerical and experimental results, one can see that the decrease of the applied stresses on the wall during the discharge cycle is more brutal within numerical results than the experimental ones. This might be due to the elastic stiness of the "force measurement/window" system, enabling the gradual decrease of the applied stresses. Additional 

( • ) ϕ s ( • ) ϕ ( • ) ϕ s ( • )
Initial state (before the cycling) Final state (after the cycling) The thermocouples give the evolution of temperatures in the granular medium and on the tank's shell. The charging time is xed based on the stabilization of the temperature provided by the thermocouples 1 and 2 located at the bottom of the tank (see Figure 5.9) in order to ensure the thermal stabilization of the whole tank, since the uid is injected by the top during the charging process. The discharging time is xed referring to the thermocouple 8 located at the top surface of the glass beads remembering that the cold uid enters the tank from the bottom during discharging phase. Figure 5.24 shows the temperature evolution for the average of the bottom thermocouples 1,2 and for the thermocouple 8 over one cycle of charging/discharging. It can be seen that approximately 9 hours and a half are required for the temperature stabilization during charging and discharging.

Unfortunately, the 9 hours and a half needed to ensure the thermal stabilization could not been assured because of the low-cost timer used for valves monitoring. This timer is able to reproduce a number of cycles but it re-initializes every 24 hours and cannot exceed a total of 10 hours for each performed charging or discharging cycle. Thus, the time of each of charging and discharging processes is xed to 6 hours (divisor number of 24 hours) and the minimum 

Resulted stresses on ESPERA

Three dierent llings are realized on ESPERA and each time, 7 thermal cycles are performed.

The initial porosity n is measured and is equal to 0.37. The mean stress values obtained in As predicted, the experimental resulted stresses release during the charging cycle and increase during the discharge cycle, dealing with a case where α w >α b . A factor of 4 is obtained between the maximum resulting stresses at the end of the cooling period and the initial state.

The comparison of the obtained experimental results with the numerical ones is quite dicult. Thus, the numerical results performed with low friction values might be even lower than the presented ones in Figure 5.27, approaching the experimental measured stresses. After all, the aforementioned numerical and experimental comparison remains a preliminary one. New numerical simulations, respecting the mechanical and thermal properties of the used material as well as the thermal imposed conditions of the experiment, should be performed.

A better comparison, thus a better understanding can be then assured. The force measurement devices, on which 4 strain gauges were glued, were calibrated at ambient and high temperature. A linear relationship was obtained between the imposed load and the measured voltage. The temperature was also compensated by means of a full bridge conguration. A dierent setup, named P'tit-Pousse, was designed to calibrate the friction coecient between the particles of the ller and to verify the accuracy of the homemade force sensors in the range of the forces encountered. P'tit-Pousse consists in a rectangular container lled with spherical glass beads. Three walls of the container are movable and permit a cyclic linear displacement either in the direction of pushing the beads onto the xed remaining wall or in the reverse direction. Then, the stresses applied by the beads on the wall were measured through a force measurement device installed on the xed wall of P'tit-Pousse. The results showed that the force measurement device was capable of detecting and very precisely the applied stresses, validating its sensitivity. Moreover, numerical simulations reproducing P'tit-Pousse were also run to compare the experimental results. The comparison between both numerical and experimental approaches allows for the calibration of the numerical model by precising the suitable friction angles that are able to better reproduce the experimental behavior.

In addition to this, thermal cycles were performed on ESPERA. The stresses applied by the spherical beads on the tank wall were measured at the end of the charging and discharging processes. The stresses were released during the charging cycle, due to the wall expansion (since the TEC of the wall is greater than the ller), while during the discharging cycle, higher stresses were applied. The comparison with the numerical results was also realized. Although the input data (temperature proles, TECs of the materials...) used for each approach are not fully compatible, the comparison is assured based on previously obtained numerical results, allowing for an extrapolation/approximation of the numerical results obtained on ESPERA.

The global behavior of the particulate ller (i.e. release of stresses during the charging cycle followed by an increase of stresses during the discharging cycle) is validated numerically and experimentally. However, the numerical results seemed to be shifted from the experimental ones. This may be due to the dierence of the initial states. All in all, appropriate numerical simulations with compatible input data have to be run for a better comparison with the experimental data. Unfortunately, the lack of time prevented the realization of additional long lasting numerical simulations.

Chapter 6

Conclusions and perspectives

This research was devoted to study the thermo-mechanical behavior of a thermocline storage tank and the interaction of the granular bed with the wall. The importance of this work lies in its application for the safety and durability of thermocline structures over thermal cycles.

The objectives of this study was to understand the mechanical behavior of the granular bed inside the packed-bed storage facility, and what comes with this behavior such as bed's densication and stress accumulation on the wall. To achieve it, we have followed an approach which consisted of the following steps:

• Denition of a DEM model to reproduce the thermocline storage tank consisting of a granular assembly inside a cylindrical tank and submitted to temperature variations;

• First investigations of the bed's behavior based on the assumption of rigid boundaries (i.e. without taking into account the tank's deformation with thermal variations);

• Implementation of deformable tank wall (i.e. aected by the imposed temperature variations) allowing the study of the granular bed/wall interactions;

• Designing an experimental setup equipped with home-made force measurement devices able to measure the applied stresses on the wall;

• Performing experimental tests using a simplied setup, assuring from the sensitivity and the functionality of the force measurement devices, before performing tests using the newly developed thermocline prototype;

The major contributions and conclusions obtained from this study are summarized in this chapter. Moreover, perspectives and recommendations for future research work are also presented.

Major contributions

On the numerical approach basis A discrete numerical model was dened to study the thermo-mechanical behavior of a particulate ller inside a thermocline storage tank, using spherical particles based on linear contact laws between particles. All simulations were performed using the open-source code YADE.

As a rst approximation, rigid boundaries were considered: only the granular ller is subjected to thermal variations by imposing a growth/shrinkage of each particle's volume (i.e. radius). Then, a more sophisticated model was developed, allowing the deformation of the thermocline wall with temperature variations and applied stresses by the granular media. The tank wall, behaving as a truss structure, is modeled using discrete elements as well. Using the deformable boundaries, two cases were also studied: the case where the thermal expansion coecient (TEC) of the wall is higher than the ller one and inversely. Besides the dierent boundary condition cases, dierent thermal congurations were studied as well: the homogeneous, the moving thermal gradient and the steep moving thermal gradient congurations.

Recalling that the heating process is always started form the top of the tank and the cooling process from the bottom. In all cases, the numerical results showed an accumulation of stresses over the thermal cycles, due to granular bed densication that tends to stabilize after a certain number of performed cycles.

It was remarkable that the generated stresses and the motion of the particles are dependent on the way the charging/discharging cycles are applied to the packed bed, on their positions inside the storage tank and on the applied boundary condition case. The numerical results

show that the stress values developing in the case of moving thermal gradient are higher than in the case of the thermally homogeneous loadings for these both cases: the case dealing with higher thermal expansion coecient (TEC) for the bed than the wall and the rigid boundary case. Whilst in the case where the TEC of the bed is lower than the wall's TEC, the steep moving thermal gradient conguration is less critical in terms of induced stresses than the homogeneous conguration. All these stresses results are largely dependent on the kinematical behavior of the bed inside the tank, especially at deep.

The displacement of the deepest particles is dependent on the position of the moving thermal gradient inside the tank and leads to a faster rearrangement of particles in the case where the TEC of the bed is greater than the wall's TEC and rigid wall case, comparing to an homogeneous thermal conguration. However, a faster stabilization is shown when the bed is cycled homogeneously in the case where the TEC of the wall is higher than the bed's TEC.

Globally, the macroscopic behavior of the tank in terms of stress levels generated on the wall or kinematical response of the bed, is not so dierent from one case to another (boundary condition cases and thermal congurations). The stress accumulation tends to stabilize with large number of performed thermal cycle and is related, at the rst order, to the bed's settlement due to an imposed thermal conditions (|∆α∆T |), regardless the behavior of the tank walls towards temperature variations (i.e. dierent boundary conditions). In addition to this, the resulted stresses are directly proportional to this |∆α∆T | factor.

On the experimental approach basis

An experimental setup ESPERA, aiming at studying the thermal ratcheting phenomenon was designed and built up at the CEA laboratory. The thermocline prototype ESPERA is a cylindrical tank, cycled with air as heat transfer uid, equipped with force measurement devices installed at dierent positions of the tank. The force measurement devices permit the measurement of the stresses applied by the particulate ller on the wall over the performed thermal cycles.

The force measurement devices, on which 4 strain gauges were glued, were calibrated at ambient and high temperature. The temperature compensation was assured through the full bridge conguration and a linear relationship was obtained between the imposed weight and the measured voltage. Then, their sensitivity and their functionality were tested on a dierent installed setup, called P'tit-Pousse. P'tit-Pousse consists in a rectangular container that was lled with spherical glass beads. Three walls of the container are related to a motorized micrometric table allowing for a linear motion either in the direction of pushing the beads onto the xed remaining wall or in the direction of releasing of the beads. Then, the stresses applied by the beads on the wall were measured through a force measurement device installed on the xed wall of P'tit-Pousse. The results showed that the force measurement device is able to detect the applied stresses, validating its sensitivity and its design dimensions. Moreover, P'tit-Pousse was reproduced numerically enabling a comparison with the experimental results.

Besides the validation of the developed model, the comparison between both approaches allows also for the calibration of the numerical model by precising the suitable friction angles used numerically at the contact that are able to better reproduce the experimental behavior of the glass beads.

In addition to this, thermal cycles were performed on ESPERA. The stresses applied by the spherical beads on the tank wall were measured at the end of the charging and discharging processes. The global behavior of the thermocline agrees well with the numerical results: a release of stresses is observable during the charging cycle (since the TEC of the wall is greater than the ller) and an increase of stresses is obtained during the discharging cycle.

The quantitative comparison with the numerical results was also realized. Although the dierence nature of the input data (temperature proles, TECs of the materials...) used for each approach, the trend comparison is assured based on previously obtained numerical results, allowing for an extrapolation/approximation of the numerical results obtained on ESPERA. The numerical results seemed to be shifted from the experimental ones, due to the dierence of the initial states. In both numerical and experimental results, an increase in the radial stresses by a factor of 3-4 is visible when dealing with a |∆α∆T | = 1890µm/m (approx 2000 µm/m).

Perspectives and recommendations

This study has opened new research paths that can be interesting. In what follows, recommendations for future research work are presented which concerns both numerical and experimental approaches.

Perspectives for improving the numerical model

• The developed numerical model is based on elastic laws for the tank wall. It would also be suitable to implement a thermo-elasto-plastic model for the tank wall to investigate the potential plastic strain accumulation over the thermal cycles, which may aect the previously presented results in Chapter 4.

• A larger number of cycles has to be performed in order to verify the obtained trends results, regarding the stress/wall deformation and the bed's densication stabilization. A better comparison between the dierent thermal congurations and the dierent boundary cases can be assured as well.

• A bi-disperse particle size distribution can be numerically performed in order to better represent the solid ller mixture used in thermocline tanks (rocks and sand mixture).

• The proposed model can be improved by using clumps instead of spherical particles. The clumps, consisted of an assembly of overlapped spheres, can simulate particles with irregular shapes. Besides, they allow to predict if the fracture of particles might happen inside the tank over the thermal cycles. This can be done by tracking the breakage of bonds of the particles consisting the clump.

Perspectives for improving the experimental approach

• ESPERA can be exploited by conducting dierent tests that could not been investigated during this work due to the lack of time:

Larger number of realizations (emptying and lling) have to be performed aiming for more precise results.

Larger number of thermal cycles have to be performed aiming at studying the inuence of repeated cycles. The numerical model is used to compare the resulting thermal stresses generated during loading and unloading cycles of a thermal storage unit with truncated conical shape vs. the more commonly used cylindrical shape (shwon in Figure 4.11). From a thermal point of view, it has been shown that a conical shape can always oer a high overall thermal eciency [START_REF] Zanganeh | Design of a 100 mwhth packed-bed thermal energy storage[END_REF][START_REF] Zanganeh | Packed-bed thermal storage for concentrated solar powerpilot-scale demonstration and industrial-scale design[END_REF]. In order to study the eect of such geometry on the resulting thermal normal stresses, numerical tests with rigid boundaries were realized on a 2 m high tank with an increasing radius from 0.5 m at bottom to 1.05 m at top. The wall inclination is then equal to 15 • Zanganeh et al. (2014). The initial porosity of all samples is equal to 0.39. 8 cycles with a MTG conguration with an overall temperature dierence of 300 • C are considered. 
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  sources, like wind and solar power, are expected to play a central role in the coming years, especially with confronted climate change problems and natural fuel oils depletion. Thermal energy storage or buer are critical components of intermittent power plants (Akinyele and Rayudu (2014); Hohmeyer and Bohm (2015); Pudjianto et al. (2014); Esence et al. (2017b)). They can mitigate the variability and intermittency of solar radiation, for example, and provide a continuous operation by avoiding frequent start up and shut down of electrical devices used to convert heat into electricity (i.e. mainly Rankine cycle or Organic

Figure 2 . 1 :

 21 Figure 2.1: Schematic diagram of a CSP tower power plant with integrated two tanks molten salt TES system, from Libby (2010)

Figure 2 . 2 :

 22 Figure 2.2: Schematic diagram of a CSP tower power plant with integrated a dual-media thermocline TES system, from Libby (2010)

  Figure 2.4: Evolution of temperature proles of STONE (a 2.4-m 3 packed bed of rocks and sand with thermal oil as HTF): (a) During charge; (b) During discharge. The "dot" results correspond to measured data, while the dashed or continuous lines refer to numerical results obtained using dierent model assumptions, from Esence (2017)

  Figure 2.5: End-cycle dimensionless temperature proles at the long-term conguration: (a) With little extraction of the thermocline region at the end of each charge and discharge, (b) With large extraction of the thermocline region at the end of each charge and discharge (Bruch et al. (2014))

  Figure 2.7: Silo failure due to thermal ratcheting: (a) Before failure; (b) After collapse (Carson (2001))

Figure 2 . 8 :

 28 Figure 2.8: Dimensions of most packed-bed storage systems existent in the literature (Esence et al. (2017b))

  The cylindrical steel tank (ASTM A533 Class 2 grade A) is lled with a compacted bed of rock and sand impregnated with thermal oil (Caloria HT43, ρ = 692.4Kg/m 3 ). The granulometry of the mixture is not specied. The tank is bedded on a 25 mm-thick layer of sand over 0.61 m of insulating concrete and 1.52 m of structural concrete (see Figure2.9a). It is thermally insulated from its environment with a 0.229 m thickness glass wool. The thickness of the wall tank varies from 0.0079 m at the top to 0.0286 m at the base.

  Figure 2.9b is a cutaway view of the thermal storage unit.

Figure 2

 2 Figure 2.9: Thermal storage unit of Solar One: (a) Construction details, (b) Tank crosssection (Faas (1983b))

Figure 2 .

 2 Figure 2.10: Hoop stresses on Solar One thermocline tank. Transient simulation results by Gonzalez et al. (green stands for exible ller, red stands for rigid ller), simulation results of Flueckiger et. al (rigid ller), and measured data. Experimental readings are gured at three dierent times, from left to right: April 1982, December 1982 and June 1984; from González et al. (2015)

Figure 2 .

 2 Figure 2.11: Thermal storage test device (left) and the interior view towards the ushed closing force measurement devices (right), from Dreiÿigacker et al. (2013)

  Figure 2.12: (a) Force measurement device developed by Dreiβigacker et al., (b) Simulated and measured particle-wall contact force and temperature evolution at a packed bed depth of 0.3 m, from Dreiÿigacker et al. (2013)

Figure 2 .

 2 Figure2.13 (right side) shows that the contact forces increase during the charging process due to the thermal expansion of particles and decrease during the discharging. With increasing number of cycles, the loads start to be similar, representing a higher densication of the medium and a reduction of the initial irregularities. The results are quantitatively similar to the obtained ones with the DEM model.

Figure 2 .

 2 Figure 2.13: Maximal forces acting on the container wall (left); Force progression over multiple thermal cycles at 0.6 m bed height (right), from Knödler et al. (2016)

Figure 2 .

 2 Figure 2.14: (a) Operating temperature over four cycles at 7 equally spaced tank elevations, (b) Temperature-dependency of of SST 347 Young's Modulus, from (Kolb et al. (2011))

  Figure 2.15: (a) Bed Young's modulus values (psi) vs. Temperature ( • C), (b) Mean TEC of granite rock (green), sandstone (blue) and 347 Stainless steel (red) as a function of temperature ( • C), from (Kolb et al. (2011))

  Figure 2.16: Equivalent plastic strain: (a) Nominal Young's modulus with high bed's TEC, (b) High Young's modulus with low bed's TEC, from Kolb et al. (2011)

  can densify a granular packing[START_REF] Watson | Thermal expansion eects and heat conduction in granular materials[END_REF];[START_REF] Chen | Granular materials: Packing grains by thermal cycling[END_REF]; Chen (2008); Chen et al. (2009); Divoux et al. (2008)), cause pressure accumulation (Blight (1985); Zhang et al. (1993); Lapko and Prusiel (2006)) or even the failure of industrial scale storage silos subjected to diurnal temperature changes (Carson (2001); Dogangun et al. (2009)). Besides temperature variations, other conditions can lead to such kind of internal perturbations such

  2.3.1 Eect of swelling and shrinking cycles on the densication of a particulate medium Upon heating and cooling cycles, the grains and their containers both undergo thermal expansions and contractions, leading to particles rearrangements due to the metastable nature of a particulate medium. These rearrangements are not reversible along with thermal cycles. The eect of the temperature changes on the grain dynamics has been largely explored (Vargas and McCarthy (2007); Chen et al. (2006); Chen (2008); Chen et al. (2009); Divoux et al. (2008)) and many experimental setups are constructed in order to study the compaction of granular materials subjected to thermal cycles. One way to study the grain compaction is to measure the height variation of the packing during the thermal cycles. Therefore, an experimental setup allowing the tracking of the height variation is considered in (Divoux et al. (2008)). It consists of a 1.7 m high-glass tube (inner diameter of 13 mm) rmly xed to the wall in order not to allow any external mechanical vibrations causing the rearrangement of the bed (Figure 2.17a). The tube is lled with spherical glass beads (with a diameter d=510±90 µm) to a height H. The temperature cycles are imposed by means of heating cables bonded to the outer surface of the tube allowing to homogeneous temperature along the tube's height. The resulting temperature is measured by a sensor located close to the free surface of the granular sample (see Figure 2.17a). A video camera allows to image the free surface and thus to measure the height H over the cycles of heating and cooling. 20 measures are performed during a temperature cycle. The cycling period is xed to 10 minutes. Prior to each test, an upward ow of dry nitrogen can be injected from the bottom making the sample looser, preparing it at a low-density state.

Figure 2 .

 2 Figure 2.17: Packing's height variation during thermal cycling: (a) Experimental setup considered in (Divoux et al. (2008)), (b) Height variation h n (h current -h 0 ) with cycles n, H=140 cm; from Divoux et al. (2008)

Figure

  Figure 2.18b).

Figure 2 .

 2 Figure 2.19: Change in packing fraction with thermal cycling for a temperature dierence of 10 • C, 50 • C and 100 • C

Figure 2 .

 2 Figure 2.20: Lateral thermal pressure and wall temperature in the Westeel Model 198 measured at by the sensor located at S 60 • E; from Zhang et al. (1993)

  an example, Lin et al. studied the increase of wall stresses of LaNi 5 hydrogen storage beds regarding the number of cycles of hydrogen absorption/desorption, packing fraction and thickness of the beds walls (Ao et al. (2005)). The LaNi 5 alloy's volume expansion ratio is up to 24% after absorbing hydrogen. The stresses of three dierent beds lled with commercial LaNi 5 alloys are measured using a strain gauge-type pressure sensor. The basic parameters of the three beds are presented in Table 2.6. Strain gauges are attached to the external surface at dierent locations (3/10, 5/10 and 7/10 from bottom to top along the bed). The experimental temperatures are kept at 25 ± 1 • C. The experimental results indicate that the wall stresses increase with hydrogen absorption/desorption cycles, and decrease with wall thickness.Furthermore, dierent locations exhibit greatly dierent levels of maximal strain: the largest strain value appears at the location of 3/10 and the smallest strain value appears at the location of 7/10. The concentration of stresses at bottom is related to the higher LaNi 5 alloy density at bottom comparing to the top. In addition, even for the Bed 1 having lowest packing fraction, plastic deformation can quickly occur on the wall as the hydrogen absorption/desorption cycles progress. Eventually, the continually changed densities of the bed is responsible for the stress accumulation. Similar results are found in[START_REF] St Mckillip | Stress analysis of hydride bed vessels used for tritium storage[END_REF];[START_REF] Nasako | Stress on a reaction vessel by the swelling of a hydrogen absorbing alloy[END_REF]).

  Figure 2.22: Inuence of the slenderness ratio H/L, (a) Forces acting on the wall as a function of H/L initial ratio (B. Charlas), (b) Average radial stresses for cycle 5 in hydrided (σ H , highest levels of stresses) and unhydrided (σ U , lowest level of stresses) states depending on the slenderness ratio (Charlas et al. (2015))

Figure 2 .

 2 Figure 2.23: 2 × 4 bricks structure (uid is represented in light grey) as proposed by (Motte et al. (2014)); Description of geometric parameters

  )). The storage facility mainly consists of an unconstrained pile of rocks that is free to dilate and contract with temperature variations without generating signicant stresses on the tank wall. The cross-section elevation and the longitudinal sectional elevation of the proposed invention are schematically illustrated in Figure2.25. The hot air is provided into or extracted from the tank through ducts that communicate with the space 1 above the bed (Figure2.25) whereas the cold uid communicates with the tank through communication ducts associated to the space 2, below the packed bed. During the charging/discharging phases, the uid may ow between the rst and the second spaces by way of interstices between rocks in order to assure the transfer of heat. The bed is completely covered by an insulated arched roof. The entire top surface of the pile is exposed to the free space 1 without any connection with the tank wall, preventing the thermal ratcheting phenomenon. The rock pile has a at top and then it reposes naturally on a central at region and side regions that are inclined upwardly by a gentle slope. The larger rocks shown in the Figure retain the smaller rocks of the packed bed

Figure 2 .

 2 Figure 2.25: The cross-section elevation and the longitudinal sectional elevation of the invention, from Kröger (2014)

Figure 2 .

 2 Figure 2.26: (a) Schematic illustration of the thermocline tank with a composite wall consisting of (1) rebrick, (2) steel, and (3) ceramic, (b) hoop stress prole along the ller bed height for all cases (seeTable 2.7); from Flueckiger et al. (2013)

2. 4 . 5

 45 Figure 2.27: STONE experimental set-up; left: picture of the storage tank before insulation, right: scheme of its construction plane with baskets; from Esence et al. (2017a)

Figure 2 .

 2 Figure 2.28: Scheme and photograph of the TES unit in Ait Baha, Morocco during construction; (Zanganeh et al. (2014))

  on the discrete element method (DEM) DEM meets a growing success as a tool to study the behavior of particulate assemblies. It was initially proposed by[START_REF] Peter | A discrete numerical model for granular assemblies[END_REF] [START_REF] Peter | A discrete numerical model for granular assemblies[END_REF] to solve problems in rock mechanics. The discontinuous nature of granular materials is represented by a set of discrete rigid elements and the forces between the interacting elements are computed based

Figure

  Figure 3.1: DEM concept

  contact laws describe how elements behave when they are in contact with each other. Several types of contact laws are found in the literature. Only the two most common contact models are briey presented below. • Contact model with constant stinesses: It is one of the simplest models, pioneered by Cundall and Strack (Cundall and Strack (1979); Matuttis et al. (2000); Radjaï and Roux (2003); Donzé et al. (2009)). The contact between two spheres is modeled by normal and tangential springs with constant stinesses. In series with the tangential spring is put a slider of friction angle ϕ c (see Figure3.2). This law is similar to an elastic-perfectly plastic behavior. This conventional contact model is used in this study to describe the behavior of two particles in contact.

Figure 3

 3 Figure 3.2: Interaction law at the contact used by Cundall and Strack (Cundall and Strack (1979)) Each particle is dened by its radius r, position -→ x , velocity -→ v and its rotational velocity -→ ω (Figure 3.3a). When the particles are in contact, the resulting normal and incremental shear forces are determined based on the following linear contact law equations:

  Figure 3.3: DEM method: (a) Illustration of the DEM concept for spherical 2D particles (b) Normal and tangential contact models

Figure 3

 3 Figure 3.4: Schematic representation of the mechanical/thermal coupling procedure

Figure 3

 3 Figure 3.5: Stress calculation, force distribution on one element nodes

  Hence two temperature variations δ T 1 =0.1 • C and δ T 2 =0.5 • C are considered to reproduce the total variation of temperature ∆T . The computed force values applied on the facets F 2→1 and F 4→5 (Figure 3.6) are equal in both cases and agree with the analytical solution

Figure 3

 3 Figure 3.6: One dimensional simplied problem, force validation

  Figure 3.7: Inuence of the slenderness ratio at rest: (a) on the vertical stresses (b) on the horizontal stresses

Figure 3 . 8 :

 38 Figure 3.8: Cylindrical container membrane formed by a set of spheres, cylinders and PFacets

Figure 3 .

 3 Figure 3.10: Coupling between bending moment and shear force in a cylinder element

Figure 3 .

 3 Figure 3.11: PFacet/Sphere interaction, from Eeindzourou et al. (2016)

Figure 3 .

 3 Figure 3.12: Recapitulating all possible interactions

Figure 3 .

 3 Figure 3.14: Rectangular plate subjected to horizontal loadings

  Figure 3.15: Steel cylindrical tank subjected to thermal gradient loadings: (a) Temperature prole along the tank's height for a charge/discharge cycle (b) evolution of radial deformation of the tank along its height

  Thus, only the expansion and contraction of particles lling the tank are considered. Note that this assumption means that an equivalent dierential expansion coecient (|∆α|=|α w -α b |) is considered with α w null and thus |∆α|=|α b |. Chapter 4 presents the numerical results obtained based on this assumption.

  Figure 4.1. The temperature evolution is given in Figure 4.2a. One can see that the results are similar within r M ean =0.029 and 0.025 m. For all the upcoming simulations, the mean radius of particles is xed to 0.029 m, allowing to reduce the computational time needed without aecting the results.

Figure 4 . 1 :

 41 Figure 4.1: Inuence of the mean radius particle on the resulted stresses on the wall, samples with r M ean =0.025, 0.029 or 0.033 m are tested

Figure 4

 4 Figure 4.2: (a) homogeneous thermal cycling along tank's height, (b) Inuence of the slenderness ratio within one thermal cycle

Figure 4

 4 Figure 4.3: Cylindrical tank lled with about 8000 spherical particles with a mean radius of 0.029 m

  and discharging the tank homogeneously along its height(Figure 4.2a) or by considering a moving thermal gradient (MTG) that simulates either the hot uid owing progressively through the tank from the top to the bottom during a loading cycle or the cold uid injected from the bottom to the top during the unloading phase. The temperature eld is applied as an

Figure 4

 4 Figure 4.6: The maximum applied radial stress evolution along the tank height over 29 sequenced cycles for both congurations: homogeneous vs. the MTG conguration (the error bars represent the standard deviation calculated based on three initial samples with similar properties)

  Figure 4.7: Vertical displacements of particles at dierent depths for: (a) homogeneous conguration, (b) MTG conguration

Figure 4

 4 Figure 4.8 , which illustrates the normalized averaged vertical displacement of particles at the deepest layer of the tank for both congurations, reveals that the motion of particles in both congurations is dierent especially at deep. The inset gures represent a zoom of particles' displacements in deep at the 1 st and 25 th cycles. In the homogeneous case (Figure 4.8a), the kinematical response of particles is always similar and independent of their positions: particles are expanding during the loading cycle, they move upward and then they settle down in the discharge phase (inset in Figure 4.8a). However, it is not the case when

(

  Figure 4.8: Vertical displacements of particles, normalized by the bed's height, at the deepest layer for: (a) homogeneous conguration, (b) MTG conguration

  Figure 4.9: Evolution of the mobilized friction angle (the ratio ratio of tangential stresses σ rz over normal stresses σ rr ) along the tank's height within one cycle: (a) homogeneous cycling, (b) MTG cycling

  Figure 4.11: Inuence of friction on: (a) Applied normal stresses (normalized by the hydrostatic pressure at the bottom), (b) Averaged vertical displacement of particles (normalized by the bed's height)

Figure 4 .

 4 Figure 4.12: Steep thermal gradient conguration (STMG conguration)

  Figure 4.13: Case 1 (α w >α b ), rst thermal cycle within an homogeneous conguration: (a) Normalized radial stresses evolution along the tank height, (b) Evolution of the tank wall deformation

  Figure 4.16: Case 2 (α w <α b ), rst thermal cycle within a SMTG conguration: (a) Normalized radial stresses evolution along the tank height, (b) Evolution of the tank wall deformation

  Figure 4.18: Accumulation of tank wall deformation over 30 thermal cycles within an homogeneous conguration: (a) Case 1 (α w >α b ), end of discharging cycle, (b) Case 2 (α w <α b ), end of charging cycle

  Figure 4.19: Accumulation of tank wall deformation over 30 thermal cycles within a SMTG conguration: (a) Case 1, end of discharging cycle, (b) Case 2, end of charging cycle

  Figure 4.21: Vertical displacements of particles at dierent depths within a SMTG conguration for: (a) Case 1 (α w >α b ), (b) Case 2 (α w <α b )

Figure 4 .

 4 Figure 4.22: Case 1 (α w >α b ): Evolution of the kinematic response of particles at deep within an homogeneous conguration for: (a) rst three performed cycles, (b) last three performed cycles (the 28 th , 29 th and 30 th cycles), dashed lines correspond to the temperature evolution for all layers

  Figure 4.23: Case 1 (α w >α b ): Evolution of the kinematic response of particles at deep within a SMTG conguration for: (a) First three performed cycles, (b) Last three performed cycles (the 28 th , 29 th and 30 th cycles), dashed lines correspond to the temperature evolution for each layer

  Figure 4.25: Case 1 (α w >α b ): Evolution of the kinematic response of particles at deep for: (a) homogeneous conguration, (b) SMTG conguration

4. 1

 1 Figure 4.27b, the negative peak (concave peak) of the deepest layers synchronizes with the positive peak (convex peak) of the surface layers. When the deepest layers shrink

  Figure 4.28: Case 2 (α w <α b ): Evolution of the kinematic response of particles at deep for: (a) homogeneous conguration, (b) SMTG conguration

Figure 4 .

 4 Figure 4.29: Radial stresses evolution: Comparison with rigid boundary Case

Figure 4 .

 4 Figure4.30(right) shows that the maximum induced stresses are linearly proportional to the |∆α|. For instance, a |∆α| twice or three times higher leads to 2 or 3 times greater stresses generated on the tank walls, respectively.

Figure 4 .

 4 Figure 4.30: Inuence of the thermal dierential coecient |∆α| on the induced stresses

  These three samples are submitted to thermal cyclic loadings and the results are averaged.The obtained results are presented in Figures 4.32. A pluri-disperse distribution induces slightly higher stresses on the tank walls. The applied stresses are 1.1 times higher than the ones induced with a monodisperse-like size distribution. Eventually, with a |∆α∆T | = 12 × 300 × 10 -6 , the applied stresses are about 10 times greater than the initial stress values, preceding any thermal cyclic loadings.Besides the study of dierent thermal congurations and boundary conditions (Rigid boundary Case, Case 1 (α w >α b ) and Case 2 (α w <α b )), a dierent potential tank's geometry (i.e. truncated conical tank) and membrane's properties (i.e. Aluminum tank wall) are studied and presented in Appendix A.

  Figure 4.31: Inuence of the pluri-disperse particle size distribution: radial stress evolution in Case 1 (α w >α b ): (a) Homogeneous conguration, (b) SMTG conguration

  Figure 5.1. CLAIRETTE loop has been modied to fulll ESPERA's objectives, automation and monitoring. The ow rate of the compressed environmental air is regulated (by the regulation valves VRM1 and VRM2 in Figure 5.1), then it is heated before passing through the tank. The tank is cycled between ambient temperature and 185 • C. The loading and unloading phases of a heat storage tank are reproduced here: four valves (VAP 1 through 4 in Figure 5.1) permit the reversion of loading/unloading ow directions. Thus, the heated air enters the tank from the top during the charging process (VAP 1 and VAP 4 are open) while the cold air is injected from the bottom during the discharging process (VAP 2 and VAP 3 are open and the heater is switched o). In addition to this, the automation of the CLAIRETTE loop permits the realization of several thermal cycles by switching the corresponding valves to reverse the ow directions.

Figure 5 . 1 :

 51 Figure 5.1: Schematic of the CLAIRETTE installation, ESPERA included

  Figure 5.4a shows a photograph of ESPERA setup where the outer aluminum cylinder is removed to let the internal cylinder appear, and Figure 5.4b shows the setup insulated for the sake of limiting the environmental thermal losses.

Figure 5

 5 Figure 5.2: ESPERA setup with all its constituting elements

Figure 5

 5 Figure 5.3: ESPERA setup with all its constituting elements

  Figure 5.4: (a) ESPERA setup; the external cover is removed, (b) ESPERA with the external heat insulator

Figure 5 . 5 :

 55 Figure 5.5: Concept of the force measurement device placed on the tank's wall

Figure 5 .

 5 Figure5.8 shows the positions of the windows along the tank's height including a section at each level (all dimensions are in millimiters). These sections permit to identify the dierent orientations of the windows besides their number at each level. The windows are distributed along 7 dierent height levels along the tank's shell where 4 windows exist at the rst bottom level (i.e. at a height of 25 mm), 2 windows at the second level and one window at

Figure 5 . 7 :

 57 Figure 5.7: Dimensions of the force measurement device

Figure 5 .

 5 Figure5.11a in order to hasten the process. This way, the imposed weight at the top is transmitted from one device to another.The calibration at high temperature is done inside an oven. The used oven, available at the CEA laboratory, is characterized by a hole at its upper side, allowing the weight transmission to the assembly through a vertical rod (Figure5.11b).At the beginning, 2 cycles of heating and cooling at extremum temperatures (20 and 200 • C) are imposed to the assembly before any measurements without imposing any weights. These cycles aim at eliminating any residual deformation in the devices. Then, the devices are heated by intervals of increasing temperature. Once the desired temperature of all devices is

Figure 5

 5 Figure 5.9: Positions of the thermocouples in or outside the tank (dimensions in mm)

  Figure 5.12: Calibration results for the rst assembly: Force/Tension curves: (a) At ambient temperature, (b) At high temperatures (100 and 200 • C)

Figure 5 .•

 5 Figure 5.13: Calibration results for the rst sensor: Force/Tension curves for sensor 1 at ambient and high temperatures

  Figure 5.14: Calibration results for the second assembly: Force/Tension curves: (a) At ambient temperature, (b) At high temperatures (100 and 200 • )

Figure 5 .

 5 Figure 5.15: Schematic view of P'tit-Pousse installation

  Figure 5.17: (a) Force measurement device installed on the xed wall of P'tit-Pousse, (b) P'tit-Pousse lled with glass beads

Figure 5 .

 5 Figure 5.20: Stress variation over 2 cycles of charging/discharging for both ±3 mm and ±10 mm displacements

Figure 5 .

 5 Figure 5.21: Simulation 1: Stress/displacement numerical curves over 2 cycles of charging/discharging compared to the experimental curves, with ϕ = ϕ s = 5 • throughout the whole process

Figure 5 .

 5 Figure 5.23: Simulation 3: Stress/displacement numerical curves over 2 cycles of charging/discharging compared to the experimental curves, with ϕ = ϕ s = 45 • throughout the whole process

Figure 5 .

 5 Figure 5.25: Temperature evolution over one thermal cycle for the average of thermocouple 1,2 (at bottom) and for thermocouple 8 (at top), cycling between 50 and 185 • C

= 1 .

 1 575), only the maximum numerical values (obtained at the end of the discharging cycle) are multiplied by the same factor f (based on the linear proportionality between the maximum stresses and the imposed ∆α ∆T ). The numerical initial stress and the stress obtained at the end of the charging cycle are kept unchanged. Both experimental and numerical results are presented in Figure 5.27. The numerical results are higher than the experimental ones. The dierence between them is mainly caused by the dierent initial stress values, as if the numerical results are shifted from the experimental ones. This initial stress dierence between both numerical and experimental calculations was also shown in P'tit-Pousse results (Figure 5.21). Moreover, the tests realized on P'tit-Pousse has shown that the numerical results obtained with low friction angles (ϕ = ϕ s = 5 • ) were the closest to the experimental ones and able to better reproduce the glass beads medium than higher values of friction angles. Referring to Figure 4.11a, high friction coecients lead to higher stresses and a faster stress accumulation over thermal cycles comparing to the low values.

Figure 5 .

 5 Figure 5.27: Applied stresses on the ESPERA within 7 performed thermal cycles and compared with the numerical results, referring to Table 5.3

  Figure A.1: Aluminum tank walls: radial stress evolution in Case 1 (α w >α b ): (a) Homogeneous conguration, (b) SMTG conguration

Figure B. 1 :

 1 Figure B.1: Schematic plan for the whole setup

Figure

  Figure B.3: Top vein
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 2 

			.1: Main characteristics of some packed-bed storage applications from the literature		
	Publications	Shape	Solid	HTF	Dimensions	Slenderness ratio	Particles diameter (mm) Temperature Country
	Hallet Jr and Gervais (1977)	Cylindrical	River gravels (granite) and silica sand	Caloria HT 43 (oil)	Hb=12.2 m; D=3.2 m	3.81	25/1.5	218-302	United States
	Faas (1983a)	Cylindrical	Rocks and sand	Caloria HT 43 (oil)	Hb=14 m; D=18.3 m	0.765	25/-	204-304	United States
	Pacheco et al. (2002)	Cylindrical	Quartzite rocks and silica sand	Hitec XL	Hb=6.1 m; D=3 m	2.033	19/-	290-390	
	Rodat et al. (2015)	Cylindrical	Silica gravels and silica sand	Therminol 66 (oil)	Hb=6 m; D=2.5 m	2.4	30/3	100-250	
	Bruch et al. (2014)	Cylindrical	Silica gravels and silica sand	Therminol 66 (oil)	Hb=3 m; D=1 m	3	30/3	50-250	France
	Zanganeh et al. (2012)	Truncated conical	Sedimentary rocks	Air	Hb=2.9 m; Dtop=4 m Dbot=2.5m;	0.725-1.16	2030	280640	Morocco
	Cascetta et al. (2015)	Cylindrical	Sintered alumina beads	Air	Hb=1.8 m; D=0.58 m	3.24	7-9	38-239	
	Zanganeh et al. (2014)	Truncated conical	Rocks	Air	Hb=4 m; Dtop=6 m Dbot=5 m;	0.66-0.8	-	200-650	
	Dreiÿigacker et al. (2013)	Rectangular	Spherical ceramical beads	Air	Hb=1.7 m; area=0.6 x 0.8 m2	2.125-2.833	17	20-550	Germany
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	.2: Characteristic parameters of a thermal cycle of the thermocline of Solar One
	Tank's dimensions	Solid ller	Heat transfer uid	Cycle temperatures	Cycle duration
	D in = 18.2 m	Mix of	Oil:		
	H=14 m	gravel and	Caloria HT43		
	H/D =0.77	sand (n=0.22)	(908 m 3 )		

Table 2

 2 

	.3: Measured hoop stresses on Solar One thermocline (Faas (1983b)); numbers with
		* are not used in forming the average	
	Elevation	Azimuth angle	April	December	June
	(m)	(•)	1982	1982	1984
	0.3084	45	-83	-41	41
	0.3084	193	-48	7	NA
	0.3084	347	-41	14	280
	Average		-55	-7	120
	0.6096	45	21	-7	200
	0.6096	193	0	21	180
	0.6096	347	7	55	170
	Average		7	21	170
	0.9144	45	41	69	1900*
	0.9144	193	21	100	170
	0.9144	347	48	76	200
	Average		34	83	190
	1.2192	193	41	28	150
	1.2912	347	48	69	230
	Average		48	48	190
	1.524	193	130	62	NA
	1.524	347	55	48	370
	Average		97	55	370
	5.486	193	28	62	28
	5.486	347	62	120	120
	Average		48	97	76
	12.5	193	-14	34	7
	12.5	347	-21	-120	-55
	Average		-18	-43	-24
	13.11	193	370	NA	NA
	13.11	347	41	-28	-390
	Average		200	-28	-390

Table 2
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	.4: Tank dimensions and material properties of ceramic beads (Dreiÿigacker et al.
			(2013))		
		Tank dimension		Solid ller material
	Cross sectional area (m 2 )	Tank height (m)	Bed height (m)	Diameter (mm)	Density (Kg/m 3 )	Coecient of thermal expansion (K -1 )
	0.6 × 0.8	1.87	1.7	17	2400	5 ×10 -6

Table 2 .

 2 5: Characteristic parameters of a thermal cycle of the thermocline studied by[START_REF] Gregory | Thermal ratcheting analysis of advanced thermocline energy storage tanks[END_REF] 

	Tank's dimensions	Solid ller	Heat transfer uid	Cycle temperatures	Cycle duration
	D in = 47 m H=14.3 m H/D =0.312	Mix of quartzite and silica sand gravel	Molten salt		

Table 2 .

 2 6: Studied beds with dierent initial packing fraction ratios; from[START_REF] By Ao | A study on wall stresses induced by lani 5 alloy hydrogen absorptiondesorption cycles[END_REF] 

	Bed code	Wall thick-	Bed volume	Packing
		ness (mm))	(cm 3 )	fraction
				(%)
	1	2.5	50	60
	2	1.5	50	70
	3	1.5	50	

Table 2 .

 2 7: Summary of the cases considered with dierent wall structural parameters; fromFlueckiger et al. (2013) 

	Cases	δ f irebrick (m)	δ steel (m)	δ ceramic (m)
		(Pa)		
	1	0.1	0.02	0.05
	2	0.2	0.02	0.05
	3	0.1	0.04	0.05
	4	0.1	0.02	0.025
	(a)			(b)

Table 2

 2 

.7); from

Flueckiger et al. (2013) 

Table 3

 3 

.1: Mechanical properties used in the simulations

Table 4 .

 4 1: Mechanical properties used in the simulations

Table 4 .

 4 2: Thermo-mechanical properties used in the simulations packed bed is equal to 0.390. The mechanical properties used in this section are provided in Table4.2. The tank is cycled between 100 and 400 • C in two dierent ways: either by charging

  part of rigid boundaries and recapitulated in Table 4.4. The mechanical properties for the cylinder forming the membrane, listed in Table 4.4 as well, are adjusted to model a steel membrane.

		.029	2750	3 × 10 6 1.05 × 10 6 45 45	0.4
				(b)		
	l 0x (m)	l 0y (m)	Cylinder radius Rc (m)	Cylinder Young's Modulus E M icro (Pa)	Steel Membrane Young's Modulus E M acro (Pa)	Poisson's ratio ν
	0.1570 0.1354	0.01	1.811× 10 12	210× 10 9	0.33

previous

Table 4

 4 

	.5: Summary of all studied cases, numerically

Table 5 .

 5 2 recapitulates all three cases, presenting the porosity of the samples at the initial state (after the stabilization of the sample under gravitational loads) and at the nal state (at the end of the cycling process). Two cycles of charging/discharging are performed for = ϕ s = 5 • , then before cycling: ϕ = ϕ s = 45 • ) do not t with the experimental results. Thus, only one cycle is performed in this case.

	each case and then compared to the results obtained experimentally on P'tit-Pousse. The
	numerical results are presented in Figures 5.21 through 5.23.
	Referring to Figure 5.22, it is clear that results obtained with Simulation 2 (at the sample
	generation: ϕ

Regarding Simulations 1 and 3 (Figures 5.21 and 5.23), one can see that the numerical results

Table 5 .

 5 2: Dierent numerical studied cases: the corresponding microscopic friction angles and the calculated porosity of the samples, ϕ is the internal friction angle between particles and ϕ s is the static friction angle at the contact with the wall

	Simulation 1 5	5	5	5	0.40	0.38
	Simulation 2 5	5	45	45	0.40	0.38
	Simulation 3 45	45	45	45	0.44	0.41

Table 5 .

 5 3: Input data: Experimental and numerical material properties and thermal conditions results deal with an homogeneous thermal conguration and an higher thermal expansion coecient devoted for the tank wall (Case 1: α w >α b ). High friction angles between the particles themselves (ϕ = 45 • ) and at the contact with the wall (ϕ s = 45 • ) are used here too. A comparison table between the numerical and experimental input data is presented in Table5.3. Given that a higher ∆α∆T is considered experimentally (with a factor of

	f =	(∆α∆T ) exp (∆α∆T ) num

Figure B.7: Schematic plan of the force measurement device

Dierent particle size distributions can be tested: the bi-disperse conguration (mixture of 1.5 and 4 mm particles diameters). Also, it would be interesting to test a real granular bed with particles shape close to the solid ller used in thermocline storage tanks.

The inuence of slenderness ratio S r could be also investigated by lling the tank up to dierent heights (up to S r = 3).

The lling procedure might be of a great importance and it would be interesting to test its inuence. In fact, the resulted stresses on the wall would dier if the lling of ESPERA is realized from a central xed point or through a sieve that gradually moves along the tank's height. In the previously experimental results, the tank was lled from the top using a small shovel. Note that the porosity of the medium was measured throughout dierent realizations (lling and emptying) using the shovel and was always equal to 0.37.

• Besides the dierent possible tests, more precise results can be obtained by mounting a larger number of force measurement devices. It is recommended to have 4 windows (and thus to install 4 force measurement devices) at each level of the existent windows.

Given the stochastic nature of a particulate bed, the results can be averaged and more accurate values can be obtained.

• The low-cost timer used in ESPERA to monitor the opening and the closing of valves could not allow for the stabilization of the thermal conditions along the tank. The replacement of the monitoring system used in ESPERA is important, allowing for the thermal stabilization of the tank and for a higher range of temperature dierences between the charging and discharging (cycling between 25/185 As it can be noticed, not much inuences are seen in terms of maximal generated stresses in both cases, whether the membrane are made of Steel or Aluminum. The resulted stresses are slightly higher when dealing with steel membrane, where thermal stresses are converted into applied stresses on the wall instead of membrane deformation.

Nevertheless, the deformation of the Aluminum-membrane is about 2 or 3 times greater than the Steel-membrane, which corresponds to the ratio of their Young's modulus ( E steel E Alu = 3). These results are conrmed when comparing the Figures 4.18a