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Modification of Carbon Felt f or Construction of Air -Breathing Cathode and Its Application in Microbial Fuel Cell

Des expériences préliminaires ont montré la possibilité d'utiliser ces électrodes dans d'autres procédés, comme l'électrolyse microbienne pour la génération d'hydrogène ou les procédés dérivés de la dégradation Fenton. Cela ouvre la voie au couplage de ces électrodes avec des systèmes microbiens, pour permettre à la fois la dégradation de polluants ou la production de composés spécifiques associés à la production d'énergie électrique de la biopile.

i

RÉSUME GENERAL

Les préoccupations environnementales actuelles obligent à revoir les modes de production d'énergie basés sur la combustion d'énergie fossile. L'augmentation des gaz à effet de serre et le souhait de limiter l'impact des activités humaines sur l'environnement ont initié de nombreuses recherches en faveur du développement durable. L'énergie est un enjeu majeur dans nos sociétés. Produire cette énergie de manière durable, sans effet néfaste sur l'environnement devient un souci permanent. Le développement de l'énergie électrique en alternative aux procédés thermiques pose le problème de sa production. Les piles à combustible, dispositifs électrochimiques capable de produire de l'électricité sans production de gaz à effet de serre sont considérées comme des systèmes séduisants. Toutefois, la nécessité de catalyser les réactions électrochimiques avec des catalyseurs de type métallique comme le platine, augmente à la fois les coûts économiques de ces dispositifs et les rend captifs des matières premières dont l'extraction n'est pas sans conséquence sur l'environnement. La substitution de ces catalyseurs synthétiques par des systèmes biologiques s'avère une alternative particulièrement intéressante. L'utilisation de micro-organismes spécifiques capable de catalyser des transferts électroniques a permis ainsi le développement des piles à combustible microbiennes (Microbial fuel cell-MFC). Même si la production d'électricité par ces dispositifs reste modeste, leur faible impact environnemental et leur parfaite intégration écologique constitue des avantages notables. L'objectif du travail développé dans cette thèse est de contribuer à l'amélioration des performances de ces piles microbiennes par la préparation de matériaux d'électrode performants pouvant assurer une bonne connexion électronique entre les micro-organismes et l'électrode et notamment la construction d'une cathode à air permettant d'utiliser l'air comme comburant.

Le manuscrit est divisé en trois parties : une première partie bibliographique résume l'état de l'art sur les piles microbiennes avec leur fonctionnement, leur caractérisation et les différentes méthodes pour assurer une modification des matériaux d'électrode dans l'objectif d'améliorer les performances électrochimiques. Le deuxième chapitre expose la partie expérimentale et la méthodologie. La troisième partie présente les résultats de ce travail. Afin de réduire l'impact de l'utilisation d'énergies fossiles fortes contributrices à l'effet de serre, les recherches s'orientent vers des sources renouvelables d'énergie. Les piles à combustible, capable de convertir une énergie chimique en énergie électrique sans combustion s'avère une solution crédible. L'oxydation de l'hydrogène et la réduction de l'oxygène dans une pile à combustible génèrent de l'électricité et de l'eau comme produit de la réaction. La capacité de composés naturels à catalyser des réactions d'oxydo-réduction peut être mise à profit pour la construction d'une biopile. Des enzymes peuvent ainsi catalyser les réactions redox pour générer de l'électricité par exemple dans le cas de l'oxydation du glucose par l'enzyme glucose oxydase et la réduction de l'oxygène par l'enzyme laccase ou la bilirubine oxydase. Il est possible de s'affranchir de l'utilisation Afin de trouver une alternative au platine, moins couteuse, une étude a été engagée sur la modification du carbone par l'oxyde de manganèse, connu pour former des films par électrodéposition et qui présente des propriétés catalytiques pour la réduction de l'oxygène. L'analyse des électrodes modifiées a permis de montrer une bonne stabilité de la modification ainsi que de bonnes performances électrochimiques. L'application de ces électrodes dans des piles microbienne a conclu ce travail.

Enfin, quelques applications originales de ces électrodes modifiées ont été envisagées. L'utilisation de l'électrode carbone modifiée par des nanoparticules de platine a été caractérisée pour la production d'hydrogène. Les résultats sont encourageants et permettent de réfléchir à de potentielles applications en électrolyse microbienne de ces matériaux. L'utilisation de l'électrode de carbone modifiée par de l'oxyde de manganèse a été appliquée à la dégradation de colorants par procédé électro-Fenton, le manganèse, en présence de peroxyde d'hydrogène, formé par la réduction à deux électrons de l'oxygène, étant capable de générer des radicaux. anode inside and cathode outside, separated by a membrane [START_REF] Rabaey | Tubular Microbial Fuel Cells for Efficient Electricity Generation[END_REF], (b) interior cathode immersed in the packed bead of the anode [START_REF] He | An Upflow Microbial Fuel Cell with an Interior Cathode: Assessment of the Internal Resistance by Impedance Spectroscopy[END_REF], (c) up-flow system with packed reticulated vitreous carbon (RVC) both in the anode (bottom) and the cathode (top) [START_REF] He | Electricity Generation from Artificial Wastewater Using an Upflow Microbial Fuel Cell[END_REF] 81 CV in PBS solution (anodic) at scan rate 20 mV s -1 in air-breathing cathode configuration (a) under exterior atmosphere influence (nitrogen, air, and oxygen atmosphere) (b) as comparison between under exterior free-air containing gaseous oxygen and dissolved oxygen (by filling the free air space with oxygen-saturated water). ..... Figure 82 CV voltammogram of pyrrole electropolymerization on the CF surface (in aqueous phase side) at 20 mV s -1 for 30 cycles, and (a) CV voltammogram of electroreduction of Pt on previous resulted CF@PPy surface from 2 mM H 2 PtCl 6 solution at 20 mV s -1 for 20 cycles. SEM image of resulted (c) CF@PPy and CF@PPy@Pt(d). ... Figure 83 In situ CV of CF and CF@PPy (a) and CF@PPy@Pt (b) airbreathing electrode at scan rate of 20 mV s 84 LSV at scan rate 20 mV s -1 (a) and CA at -0.6 V vs. Ag/AgCl of (b) the CF, CF@PPy, and CF@PPy@Pt air-breathing electrodes respectively, under oxygen atmosphere. The LSV curve (c) and CA at -0.6 V vs. Ag/AgCl (d) of CF@PPy@Pt air-breathing electrode under nitrogen, free air, and oxygen atmosphere. 137 (a) SCMFC operation and (b) its daily-monitored voltage evolution using the ACF@MnOx_C180, ACF@MnOx_C90, and ACF@MnOx_C25 air-breathing cathode respectively. ........................ Figure 138 The illustration of ORR catalysis on the air-breathing cathode which contain manganese oxide catalyst [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF] 13 The SCMFC experiments with various air-breathing cathode system .. Table 14 Composition and basic characterization of garden compost [START_REF] Champavert | Développement d'électrodes modifiées et d'un bioréacteur électrochimique à flux continu pour une application aux biopiles microbiennes[END_REF] ..... 
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General Introduction

General Introduction

The research fields of energy sustainability and water sanitation are part of a challenging worldwide strategy to achieve two global goals i.e. social prosperity and economic development. Until now, world energy consumption is mostly satisfied by fossil fuels (oil, coal, and natural gas). Reservoir depletion and greenhouse gas issues are threatening world energy security, thus encouraging the development of clean and cost-competitive renewable energy sources [START_REF] Khan | Bioelectrochemical conversion of waste to energy using microbial fuel cell technology[END_REF]. An example is electrochemical technology has gave birth of a clean and noiseless energy generator. Electrochemical energy systems promise energy sustainability, effective energy conversion and storage, environmental friendliness, less greenhouse gas emission, and economical reasonableness [2]. Electrochemical energy systems provide energy conversion and energy storage and are mostly available as portable units that can power small devices such as watches or huge transportation systems such as space shuttles [START_REF]Fuel Cells: A Better Energy Source for Earth and Space[END_REF]. Fuel cells (energy generator) and batteries (energy storage) are the most popular representatives of electrochemical energy systems. Since Alessandro Volta pioneered this field in the 19 th century [START_REF]Birth of Electrochemistry[END_REF], its development has continuously increased, leading to low carbon emissions and low electricity costs.

Biofuel cells, i.e. biologically catalyzed electrochemical energy systems, in particular microbial fuel cells (MFCs), enable the extraction energy from diverse and abundant organic materials, which are in principal more sustainable than conventional fuel cells [START_REF] Scott | Biological and microbial fuel cells[END_REF]. The power generated by MFCs still lower than other conventional fuel cells. However, they have a wide variety of advantageous applications. Among them, the most recent interesting application is its feasibility to achieve zero energy depollution [START_REF] Huong Le | Design of a novel fuel cell-Fenton system: a smart approach to zero energy depollution[END_REF]. MFCs can degenerate organic waste and/or wastewater simultanesously, using them to generate electricity [START_REF] Jadhav | Performance of microbial fuel cell subjected to variation in pH, temperature, external load and substrate concentration[END_REF][START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF].

There are two general type of MFC reactor configuration, double and single chamber [9,[START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The classical type of MFC is double chamber (DCMFC), each chamber correspond to anodic and cathodic which are separated by a membran. In this system, both chamber involve an aqueous phase. Anodic chamber contains inoculum source and organic substrate as fuel, whereas the cathodic chamber contains electron acceptor specieses in electrolyte solution. Anode and cathode are dipped inside in each part and connected externally by a conductive wire through a resistor. The single chamber MFC (SCMFC) consists of anodic chamber and air-breathing cathode system, in which the aquoeus cathodic system is substituted by the gaseous phase [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF].

The MFC performances involve a sustain generated voltage, current and power density, which tightly correlates to many factors i.e. the kind of bacteria and its source, substrate, medium condition (pH, temperature), electrode (anode, cathode) material, electron acceptor in cathodic part, reactor configuration, and so on [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Du | A state of the art review on microbial fuel cells : A promising technology for wastewater treatment and bioenergy[END_REF]. The match integration of these factors can lead to high performance MFC.

Herein, our research intention is in the cathodic part. The classical DCMFC can use various redox active electron acceptors solution in the cathodic part such as ferricyanide and permanganate [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF], to facilitate a better cathodic reaction even on an only bare cathode. The use of these redox active electron acceptor promises high voltage output [START_REF] Wei | Effects of cathodic electron acceptors and potassium ferricyanide concentrations on the performance of microbial fuel cell[END_REF][START_REF] Oh | Cathode Performance as a Factor in Electricity Generation in[END_REF]. However, once they are being reduced, such electron acceptors hardly to regenerate chemically [START_REF] Herrmann | Challenges and Constraints of Using Oxygen Cathodes in[END_REF]. Thus, the voltages are going to decline. The only way to recover and/or maintain the voltage is by reload a fresh electron acceptor solution continuously [9,[START_REF] Oh | Cathode Performance as a Factor in Electricity Generation in[END_REF][START_REF] Herrmann | Challenges and Constraints of Using Oxygen Cathodes in[END_REF]. Indeed, this necessity leads to an impractical operation [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF], additional costs and lowering net energy, which generate the common limitation in a DCMFC system. The use of oxygen can be an alternative to substitute such of redox active electron acceptor, unless it needs an effective catalyst on the cathode for being reduced [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. Moreover, the oxygen is introduced into DCMFC system by sparging air continuously [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF][START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF], which needs more effort to operate. Owing to these limitations, the application of DCMFC for power generation in large scale is inefficient. However, DCMFC systems still can be routed for attractive application such as wastewater remediation by which the pollutant can be involved as electron acceptor in the cathodic solution for being reduced which subsequently lowers their toxicity [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF].

Different with DCMFC, SCMFC with air-breathing cathode system uses the oxygen from free air rather than a dissolved form. The air-breathing cathode that designed to be exposed toward free air provides unlimited passively oxygen supply, which ensures the sustainability of the MFC's operation [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF]. Moreover, the single configuration of the reactor is more practicable and more feasible in large-scale application. Since the final product from the cathodic part is water and no pollutants are released during operation [9], this MFC system is also ecofriendly. Therefore, the SCMFC is more attracting for the power source development. The main obstacle of the single chamber MFC is its limited power production due to the sluggish kinetic of the oxygen reduction reaction (ORR) in the cathodic part [START_REF] Debe | Electrocatalyst approaches and challenges for automotive fuel cells[END_REF][START_REF] Chen | Highly Active Nitrogen-Doped Carbon Nanotubes for Oxygen Reduction Reaction in Fuel Cell Applications[END_REF]. Using an effective ORR catalyst is essential to improve the effectiveness of air-breathing cathode system which then enhances the SCMFC performances.

The application of garden compost leachate has been shown in our group as an effective electroactive bacterial source for MFC power generation [START_REF] Champavert | Microbial fuel cell based on Ni-tetra sulfonated phthalocyanine cathode and graphene modified bioanode[END_REF][START_REF] Ouis | Electropolymerization of pyrrole on graphite electrode: enhancement of electron transfer in bioanode of microbial fuel cell[END_REF]. We hypothesized that; 1) by taking part in the cathodic part, garden compost MFC performance can be improved, 2) the air-breathing cathode system can be applied for the garden compost MFC to substitute the aqueous phase cathode, which turns the system into single chamber, which has more advantages, 3) an effective airbreathing cathode can be developed by incorporating an excellent ORR catalyst such as platinum (Pt) and manganese oxide (MnOx).

In this research we have drawn the goal to study the improvement of the MFC performance using garden compost leachate as the bacterial source and the transformation of the classical DCMFC into the SCMFC by replacing a conventional aqueous phase cathode system with a home made air-breathing cathode one. In order to maximize its performance, the garden compost DCMFC was operated using effective electron acceptor, such as ferricyanide and vanadium solution, in the cathodic part. For the SCMFC operation, we fabricated an effective air-breathing cathode by developing material based on carbon felt to contain ORR catalyst i.e. platinum nanoparticles and manganese oxide nanostructure. Furthermore, the as-developed material was integrated as airbreathing cathode in a reactor that as the same as for the DCMFC operation unless the cathodic chamber was emptied to contain only air, which accomplished the transformation of DCMFC system into an SCMFC. This integration of our homemade air-breathing cathode in our customized reactor to run garden compost SCMFC is being the novelty of our research.

In our work, we firstly selected garden compost as bacterial source to empower an MFC. The application of garden compost, a soil-based rich electroactive bacterial source, promises sustainable MFC system everywhere. Other major considerations are it is cheap, easy to handle, and non-harmful. We applied the garden compost both in a DCMFC and an SCMFC.

The material development for air-breathing cathode in this research consisted of three steps. The first was the selection of the support electrode material and its pretreatment. We selected commercial carbon felt as supporting material because it meets the basic requirements for an electrode. Carbon felt is electrically conductive, has a high surface area, and is mechanically strong. Moreover, it is chemically and electrochemically stable over a long period of time [START_REF] Santoro | Microbial fuel cells: From fundamentals to applications. A review[END_REF][START_REF] Deng | Power generation using an activated carbon fiber felt cathode in an upflow microbial fuel cell[END_REF][START_REF] Hidalgo | Surface modification of commercial carbon felt used as anode for Microbial Fuel Cells[END_REF]. The second step was the catalyst loading onto the support material. On this carbon felt electrode, we layered platinum nanoparticles (standard ORR catalyst) and manganese oxide (second class of ORR catalyst) respectively, by electrodeposition method over various optimization steps. The advantages of electrosynthesis are it is simple, rapid, and works under mild conditions compared to common chemical synthesis. The last part was characterization of the resulted materials from the second step by electrochemical and physicochemical techniques. The electrochemical characterization evaluated the electrocatalytic performance of the materials toward ORR. The physicochemical characterization investigated the morphological structure, atomic composition, and nanoscale structure of the resulted materials. After carefully conducting and interpreting this analysis, we determined the optimum synthesis conditions for fabricating the airbreathing cathode.

In this research, we have successfully grown Pt and MnOx on carbon felt (CF), which resulted in a modified form of CF respectively named as ACF@Pt and ACF@MnOx. The very well-defined Pt nanoparticles have been found to spread up throughout the support material. The catalytic activity of the ACF@Pt toward ORR was found five times higher than that of its raw material. The MnOx also has been grown on the carbon felt surface thoroughly, which showed a nanostructure morphology on the deposited MnOx outer surface. Moreover, the catalytic activity of the ACF@MnOx toward ORR also has been shown better than its pristine.

The application of our home-made air-breathing cathode using both Pt-and MnOx-based catalyst in an SCMFC, powered by garden compost, revealed its feasibility in power generation. It is worth noting that the performance of the MFC is affected by various factors such as anodic conditions, reactor configuration, electrode space, and so on. Therefore, the performance of the MFC still can be improved by optimizing these contributing factors.

We also reported here the other promising application of our developed materials.

For example ACF@Pt has been applied as an electrode in a hydrogen evolution reaction, HER. H 2 is a critical chemical feed stock in the modern industries such as ammonia synthesis for fertilizer and petroleum refining [START_REF] Shi | Recent advances in transition metal phosphide nanomaterials: synthesis and applications in hydrogen evolution reaction[END_REF]. Whereas, ACF@MnOx has shown its feasibility as a promising catalyst in the electro-Fenton-like process for mineralization of azo dye at relatively low current and natural pH condition. Moreover, our preliminary experiment has opened the path for further elaborating the garden compost MFC in an electro-Fenton-like system using our developed ACF@MnOx electrode for wastewater treatment. This manuscript is organized into three chapters. Chapter 1 presents our bibliographic study, which comprised the fundamental aspects of general fuel cell systems and comprehensive microbial fuel cell system (include electrongeneration, electroactive bacterial, thermodynamic overview, power generation, configuration, application and so on). Herein, we also present the principle of electrochemical deposition as the primary method for developing air-breathing cathode material. Chapter 2 describes all materials used and their specification, the primary equipment used, and experimental procedures used for material synthesis, characterization and application. Chapter 3 presents the results and discussion comprising three major subjects: 1) The study of feasibility of using garden compost in a conventional DCMFC, 2) Air-breathing cathode MFC: material development, construction, and application. The developed material are including polypyrrole/Pt modified carbon felt (CF@PPy@Pt), Pt nanoparticles modified carbon felt (ACF@Pt), and MnOx modified carbon felt (ACF@MnO x )

3) Other promising applications of the developed material i.e. ACF@Pt in hydrogen evolution reaction electrocatalysis and ACF@MnOx in the electro-Fenton-like process for the degradation of azo dye compound.

Chapter 1:

Bibliographic Study Chapter 1 Bibliographic Study

Fossil fuels, including oil, gas, and coal, are the energy resources most consumed for the world vital needs. Primarily, they are either burns to produce electricity or refine for both heating and transportation fuel [24]. Figure 1 shows that world consumption of fossil fuel energy resources is almost constant. Only a decrease of 2 % from 1993 to 2011 was observed. By 2020, fossil fuel will still dominate up to 76 % in line with the beginning of renewable era. Over the 20 past years, about 75 % of human-caused emissions were related to the burning of fossil fuels [24]. The emission of greenhouse gases (GHGs) such CO The integration of renewable fuel in a fuel cell system realizes an efficient, sustainable, and cleaner energy generator system which concerns to the requirement for the future energy provision as stated in the energy convention.

Fuel cells convert chemical energy into electrical energy directly in a one-step process [2] with a little greenhouse gasses (GHGs) emission [START_REF] Wee | Contribution of fuel cell systems to CO 2 emission reduction in their application fields[END_REF]. This clearly differs from combustion-based heat engines, which involve multi-step processes (from chemical to thermal to mechanical to electrical) [2]. Fuel cells seem to be one of the appropriate candidates to play an important role in reducing GHGs emission [START_REF] Wee | Contribution of fuel cell systems to CO 2 emission reduction in their application fields[END_REF].

Figure 2 The classical hydrogen-oxygen fuel cell [5]

Fuel cells

Fuel cells (FC) are electrochemical devices that convert the stored chemical energy in fuels into electrical energy directly [2,[START_REF] Scott | Biological and microbial fuel cells[END_REF]. The classical fuel cell, the socalled hydrogen-oxygen fuel cell, uses hydrogen (H 2 ) as fuel and oxygen (O 2 ) as oxidant. A schematic hydrogen-oxygen fuel cell is presented in Figure 2.

Principally, the fuel cell contains two main compartments which are connected by an electrolyte membrane. The anode and cathode, externally connected by a conductive wire, are placed in each compartment to which hydrogen and oxygen are supplied respectively. At the anode, the hydrogen gas ionizes to proton (H + ) and releases electrons according to Eq. 1. The protons traverse the electrolyte toward the cathode compartment, in which oxygen is present. Subsequently, the generated electrons flow to the cathode through an external circuit. Protons and electrons are combined at the cathode to reduce the oxygen (Eq. 2). The electrons flowing from the anode to the cathode are harvested as electricity. Fuel cells need a continuous supply of both the fuel and the oxidant for sustained power generation [START_REF] Scott | Biological and microbial fuel cells[END_REF].

2H 2 → 4H + + 4e - (Eq. 1)

O 2 + 4H + + 4e -→ 2H 2 O (Eq. 2)

Photoelectrochemical fuel cell (PEFC)

Photoelectrochemical fuel cell (PEFC) is a special fuel cell, which consume organic fuel and use solar radiation to generate useful forms of energy such as electricity and hydrogen [START_REF] Lianos | Production of electricity and hydrogen by photocatalytic degradation of organic wastes in a photoelectrochemical cell. The concept of the Photofuelcell: A review of a re-emerging research field[END_REF]33]. A PEFC contains semiconductor photoanode, metal cathode, and electrolyte. The principle of PEFCs is light-induced electron excitation at photoanode, which resulted in electron (e -) and holes (h + ). The created holes (h + ) stimulate the oxidation of water on the anode to produce oxygen and proton. On the opposite, proton is reduced to produce hydrogen. The principle reactions of the PEFCs are expressed in Eqs. 3-6 [33,[START_REF] Chang | Self-oriented iron oxide nanorod array thin film for photoelectrochemical hydrogen production[END_REF].

Light energy : 2hν  2h + + 2e - (Eq. 3)

Anode : 2h + + H 2 O  ½ O 2 + 2H + (Eq. 4)
Cathode : 2H + + 2e - H 2 (Eq. 5)

Overall : 2hν +H 2 O  ½ O 2 + H 2 (Eq. 6)
Figure 3 Schematic diagram of PEFC [START_REF] Zhang | A theoretical study on photocatalytic fuel cell[END_REF] The schematic diagram of PEFC is presented in Figure 3. Photoanode contains semiconductor photocatalyst [START_REF] Lianos | Production of electricity and hydrogen by photocatalytic degradation of organic wastes in a photoelectrochemical cell. The concept of the Photofuelcell: A review of a re-emerging research field[END_REF] such as TiO 2 (n-type), InP (p-type), and n-GaAs/p-Inp (n-p type) [33]. The cathode also contains electrocatalyst especially for hydrogen reduction such as Pt [33]. Anode and cathode are connected externally by a conductive wire through a load.

TiO 2 is an effective photocatalyst, which is also commonly used in PEFC [START_REF] Grätzel | Photoelectrochemical cells[END_REF].

The reaction of TiO 2 under UV lighting is expressed in Eq. 7 [START_REF] Park | Photo ( UV ) -enhanced performance of Pt -TiO 2 nanostructure electrode for methanol oxidation[END_REF]. The oxide absorbs photon from the light sources, which generate electron-hole pairs. These created holes react with the fuel to produce energy. The fuels of PEFC include pure water, alcohols (methanol, ethanol, propanol, etc.), polyols (glycerol, glucose, sorbitol, etc.) and various organic pollutants [33,[START_REF] Antoniadou | Photoelectrochemical oxidation of organic substances over nanocrystalline titania[END_REF].

TiO 2 + hν  TiO 2 + h + + e - (Eq. 7)

Biological fuel cells (BFCs)

Biological fuel cells (BFC) are bio-electrochemical devices that convert chemical energy into electricity through biochemical pathways [START_REF] Scott | Biological and microbial fuel cells[END_REF][START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF] using enzyme catalysis [START_REF] Palmore | Microbial and Enzymatic Biofuel Cells[END_REF]. The enzyme could either as a pure protein or naturally present in living microorganism [START_REF] Scott | Biological and microbial fuel cells[END_REF][START_REF] Palmore | Microbial and Enzymatic Biofuel Cells[END_REF]. Based on these biocatalyst, BFCs can be classified as enzymatic fuel cells and microbial fuel cells [START_REF] Scott | Biological and microbial fuel cells[END_REF][START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF]. The principle of the biological fuel cell is the same as that of the conventional chemical fuel cell.

Wherein, the bio-fuel and oxidant need to be supplied continuously into the anodic and the cathodic part respectively [START_REF] Scott | Biological and microbial fuel cells[END_REF]. A wide variety of bio-fuels [START_REF] Pant | Bioresource Technology A review of the substrates used in microbial fuel cells ( MFCs ) for sustainable energy production[END_REF] and diverse biocatalysts in BFCs have been reported [START_REF] Sharma | Biocatalysts in microbial fuel cells[END_REF]. Figure 4 shows a schematic diagram of an enzymatic fuel cell prototype working with glucose and oxygen as bio-fuel and oxidant respectively [START_REF] Habrioux | Concentric glucose/O2biofuel cell[END_REF]. The enzymatic-catalyzed oxidation of glucose on the anode is according to Eq. 8 with its potential (E) vs. standard hydrogen electrode (SHE) [START_REF] Scott | Biological and microbial fuel cells[END_REF].

C 6 H 12 O 6 + 6H 2 O → 6CO 2 + 24H + + 24e - E 0 = 0.014 V vs. SHE (Eq. 8)
Therefore, the complete reduction of the oxidant in the cathodic part proceeds according to Eq. 9.

24H + + 24e -+ 6O 2 → 12H 2 O E 0 = 1.2 V vs SHE (Eq. 9)

BFCs have many advantages over conventional chemical FCs for example: 1) they are more sustainable due to the abundant availability of diverse organicbased fuels [START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF]; 2) they are more economically advantageous by applying costeffective biocatalysts [START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF]; and 3) they require milder operation conditions i.e.

room temperature and neutral pH [START_REF] Scott | Biological and microbial fuel cells[END_REF][START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. Nevertheless, the BFCs suffer several drawbacks i.e. low open circuit voltage (E OCV ) [START_REF] Chen | Design of an enzymatic biofuel cell with large power output[END_REF], low stability [START_REF] Chen | Design of an enzymatic biofuel cell with large power output[END_REF], and low power density, which limit their application [START_REF] Scott | Biological and microbial fuel cells[END_REF]. In spite of these limitations, the BFC has shown a promising application as an interesting power source for small electronic devices such as implantable medical biosensor [START_REF] Chen | Design of an enzymatic biofuel cell with large power output[END_REF]. 

Microbial fuel cells (MFCs)

The microbial fuel cell, MFC, is a type of BFC using whole living microorganisms as multi-enzyme biocatalyst system to convert organic-based fuel directly to electricity [START_REF] Scott | Biological and microbial fuel cells[END_REF][START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF][START_REF] Pant | Bioresource Technology A review of the substrates used in microbial fuel cells ( MFCs ) for sustainable energy production[END_REF]. Potter (1911) was the first to propose the idea that microbes are able to generate electricity [START_REF] Santoro | Microbial fuel cells: From fundamentals to applications. A review[END_REF][START_REF] Pant | Bioresource Technology A review of the substrates used in microbial fuel cells ( MFCs ) for sustainable energy production[END_REF]. However, high interest in MFCs started to appear only around 1980s, after power output enhancement due to redox mediator addition was discovered [START_REF] Du | A state of the art review on microbial fuel cells : A promising technology for wastewater treatment and bioenergy[END_REF]. In the two last decades, the MFCs have attracted great attention due to its capability of transformation organic waste into electricity [START_REF] Santoro | Microbial fuel cells: From fundamentals to applications. A review[END_REF]. The number of articles published on MFC have increased dramatically since 2003 [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Pant | Bioresource Technology A review of the substrates used in microbial fuel cells ( MFCs ) for sustainable energy production[END_REF]. To date, the MFC researchs are intensively conducted, resulting in significant progress in many aspects: 1) the understanding of the electro-generation mechanism [START_REF] Santoro | Microbial fuel cells: From fundamentals to applications. A review[END_REF]; 2) the advancement of materials, operating conditions, reactor designs and configurations [START_REF] Wang | Practical Energy Harvesting for Microbial Fuel Cells: A Review[END_REF]; and 3) its various possible applications. However, several important challenges remain, especially power enhancement and the feasibility of the MFC application in real environments [START_REF] Santoro | Microbial fuel cells: From fundamentals to applications. A review[END_REF][START_REF] Wang | Practical Energy Harvesting for Microbial Fuel Cells: A Review[END_REF].

Figure 5

Schematic diagram of conventional two-chamber microbial fuel cell separated by a membrane. On the left is the anodic compartment, where microbes produce electrons by degrading organic substrate, and on the right is the cathodic compartment, which contains the terminal electron acceptor (TEA) [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF].

The principle of the MFC is coupling the oxidation of organic materials catalyzed by microorganisms in the anodic part with reduction of terminal electron acceptor (TEA) species in the cathodic part [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF]. Figure 5 shows a schematic of the general principle of the MFC. Microbial-catalyzed oxidation of organic materials produces electrons and protons. The released electrons flow toward the cathodic part through the external circuit. The produced protons are transported to the cathodic part, pass through the membrane to maintain charge balance and complete the electrical circuit. Finally, the continuous flow of electrons from the anode to the cathode can be harvested as electricity [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF].

Electrogeneration

In an MFC, microbes use the whole cell to biocatalyze oxidation of the fuel which allows multiple enzymes to cooperate [START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF]. Electrons are generated through microbial catabolism [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF] by which the organic molecules are broken down through sequences of enzyme-catalyzed reactions, with the release of energy in the form of ATP (adenosine triphosphate) [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF][START_REF] Schaetzle | Bacteria and yeasts as catalysts in microbial fuel cells: electron transfer from micro-organisms to electrodes for green electricity[END_REF].

Catabolism, or celluler respiration, involves three main stages: 1) glycolysis; 2) citric acid cycles, or Krebs cycles (Figure 6); and 3) extracelullar electron transfer [START_REF] Jursthuk | Bacterial Metabolism[END_REF]. Glycolysis breaks down glucose (fatty acids or amino acids in a different way) into two pyruvates (3-membered carbon compounds). This process involves a ten-step biochemical pathway, which is expressed in simplified form as shown in Eq.10 [START_REF] Jursthuk | Bacterial Metabolism[END_REF].

Glucose + 2NAD One cycle results in electron carriers in the form of NADH and flavin adenine dinucleotide, FADH 2 [START_REF] Schaetzle | Bacteria and yeasts as catalysts in microbial fuel cells: electron transfer from micro-organisms to electrodes for green electricity[END_REF].

NADH and FADH 2 are electron carriers that enable the transfer of electrons from the cytoplasm, where the citric acid cycle occurs, as shown in Figure 6, to the cell membrane [START_REF] Schaetzle | Bacteria and yeasts as catalysts in microbial fuel cells: electron transfer from micro-organisms to electrodes for green electricity[END_REF]. The electrons are transferred through several membrane intermediaries which pump protons out of the cell as they are reduced (Figure 7).

The generated proton gradient, mediated through the ATP synthase transmembranar protein, is used by the cell to phosphorylate adenosine diphosphate, ADP and produce ATP [START_REF] Schaetzle | Bacteria and yeasts as catalysts in microbial fuel cells: electron transfer from micro-organisms to electrodes for green electricity[END_REF]. 

Principle of voltage generation in MFCs

The microbial generated electron can be harnessed by artificially introducing an electrode (solid electron acceptor) into the MFC anodic compartment. This

stimulates the development of the potential difference between the bacterial membrane and the anode, which contributes to the anode potential that helps in the electron delivery. The electrons that are drawn to the anode induce negative potential, while the migrating protons develop the positive potential of the cathode. The potential difference between anode and cathode is referred to as the electromotive force (E emf ) or cell voltage (Eq. 12). This potential drives the mobility of electrons from anode to cathode through external circuits across the load, which can be harvested as electricity [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The history of voltage generation in an MFC is schematically presented in Figure 8.

E emf = E cat -E an (Eq. 12)
Where,

E emf : electromotive force (V) E cat : cathode potential (V)
E an : anode potential (V)

Electroactive microorganism/biocatalyst

MFCs use microorganisms that are capable of exocellular electron transfer, and are called exoelectrogens [START_REF] Logan | Exoelectrogenic Bacteria That Power Microbial Fuel Cells[END_REF], electricigens [START_REF] Fan | Overview on Electricigens for Microbial Fuel Cell[END_REF] or defined here as electrochemically active or electroactive bacteria (EAB) [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. EABs are mostly species from the Proteobacteria class [START_REF] Logan | Exoelectrogenic Bacteria That Power Microbial Fuel Cells[END_REF] such as Aeromonas, Desulfuromonas, Escherichia coli, Shewanella, Geobacter, and Pseudomonas species [START_REF] Schaetzle | Bacteria and yeasts as catalysts in microbial fuel cells: electron transfer from micro-organisms to electrodes for green electricity[END_REF].

Geobacter and Shewanella are the most studied EABs for mono-strain MFC purposes [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The use of single culture bacteria in an MFC could have the benefit with high power generation. However, a pure culture has special requirements for both the strain's growth and metabolic activities, and strictly steril and aseptic conditions to operate [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Therefore, the use of a pure culture in an MFC is usually intended only to study a specific organism and its electro-activity [START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF] at laboratory scale rather than being applied in industrial applications [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF].

The application of mixed-culture microbes as biocatalyst to empower an MFC has been studied widely [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Mixed-cultured bacteria abundantly present in wastewater [START_REF] Patil | Electroactive mixed culture biofilms in microbial bioelectrochemical systems: The role of temperature for biofilm formation and performance[END_REF], marine and river water, sediment [START_REF] Ewing | Scale-up of sediment microbial fuel cells[END_REF] and soil [START_REF] Yu | Remediation of PAH polluted soils using a soil microbial fuel cell: Influence of electrode interval and role of microbial community[END_REF]. They also can be collected from anaerobic or aerobic bioreactors [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. These unlimited resources promote the mixed-culture bacteria as promising MFC power generators with many attractive potential applications such as wastewater remediation.

Electroactive biofilm

Bacteria, both pure and mixed culture, always tend to form a biofilm. In which communities of microbes (bacteria, algae, and fungi) stick together and colonize the surface. The cells are bonded together by a self-produced polymeric matrix, which consists of proteins, deoxyribonucleic acid (DNA), and polysaccharides, i.e. so-called extracellular polymeric substances (EPS) [START_REF] Toyofuku | Environmental factors that shape biofilm formation[END_REF]. The development of biofilm is important for the survival [START_REF] Jefferson | What drives bacteria to produce a biofilm?[END_REF] and reproductive success of the microorganisms [START_REF] Korber | Effect of Motility on Surface Colonization and Reproductive Success of Pseudomonas-Fluorescens in Dual-Dilution Continuous-Culture and Batch Culture Systems 1[END_REF].

Biofilm formation involves five consecutive steps (Figure 9 The growing biofilm can be electroactive, non-electroactive, or a mixture of both depending on the type of bacterial source. In MFC application, electroactive biofilm is more interesting because of its biocatalytic role in hydrolyzing the substrate for proton and electron production. In theory, more electro-active biofilm leads to more electricity production.

Mechanism of electron transfer

The anode chamber of MFC contains bacterial consortia which either lead to biofilm formation or stay in their planktonic state [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Considering these two bacterial states, the electron transfer from cell-to-anode can be classified into two mechanisms: direct electron transfer (DET) and mediated electron transfer (MET) [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF].

Direct electron transfer (DET)

Biofilm-forming microorganisms can transfer electrons directly from the cell membrane to the electrode due to physical contact [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF] either through the outer surface of the microbial cells (Figure 10a) or cell appendages (Figure 10b) [START_REF] Patil | Electron transfer mechanisms between microorganisms and electrodes in bioelectrochemical systems[END_REF].

The direct electron transfer (DET) mechanism occurs in the bacteria that have redox protein in its outer membrane (OM). The redox protein, such as c-type cytochrome (a multi-heme protein), allows electron transfer to an external solid acceptor (MFC anode). This protein is obviously present in the sediment inhabiting metal reduction microorganisms such as Geobacter, Rhodoferax and Shewanella [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Both Geobacter sulfurreducens [START_REF] Reguera | Extracellular electron transfer via microbial nanowires[END_REF] and Shewanella oneidensis [START_REF] Gorby | Electrically conductive bacterial nanowires produced by Shewanella oneidensis strain MR-1 and other microorganisms[END_REF] can produce conductive pilus-type appendages or nanowire that allow the better electron delivery process [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. 

Mediated electron transfer (MET)

Planktonic microorganisms rely on a mediator as electron shuttle to perform the electron transfer from cell-to-anode [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The mediator can be either an organic or an inorganic compound that serves as a reversible terminal electron acceptor. It can be artificially added or secreted through the bacterial metabolism [START_REF] Patil | Electron transfer mechanisms between microorganisms and electrodes in bioelectrochemical systems[END_REF]. The mediator in oxidized state enables to move across the membrane, grabs the electrons from the electron transport chain, and releases them either to a solid oxidant (anode) or into the aerobic layers of the biofilm. The mediator is readily re-oxidized and be available for the subsequent redox processes. For this purpose, the mediator should: 1) possess enough positive potential to allow a high electrode reaction rate [START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]; 2) move easily across the cell membrane [START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]; 3) posses good solubility in the anolyte for a long MFC run time [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]; 4) be non-biodegradable [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]; and 5) be non-toxic or non-interfering toward microbial metabolism processes [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]. The MET mechanism, as shown in Figure 11, represents an effective means to link the bacterial metabolism to the anode. However, the mechanism varies depending on the nature of the redox species [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF].

Figure 11

Schematic illustration of MET through secondary metabolites, wherein shuttling occurs via the outer cell membrane cytochrome and via periplasmic or cytoplasmic redox couple [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF].

An artificial mediator is usually added to the anodic solution or immobilized on the anode [START_REF] Osman | Recent progress and continuing challenges in bio-fuel cells. Part II: Microbial[END_REF][START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]. Typical synthetic exogenous mediators include dyes and metalorganics such as anthraquinone-1,6-disulfonic acid (AQDS) [START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF], neutral red (NR) [START_REF] Mardiana | Electropolymerized neutral red as redox mediator for yeast fuel cell[END_REF], methylene blue (MB), thionine, meldola blue (MelB), 2-hydroxy-1,4,naphtoquinone (HNQ) and iron(III) ethylenediaminetetracaetic (FE(III)EDTA) [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. However, artificial mediators are potentially toxic and can harm microbial life as well as the environment [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. Moreover, the application of this exogenous mediators in MFC is also technologically impractical because of the necessity of their regular addition [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF].

Some bacteria can release electron shuttling molecules through their secondary metabolism pathway which is stimulated by a lack both of soluble and solid electron acceptors [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. Some naturally secreted mediators are pycocyanin, phenazines, phenoxazines, and quinine (Figure 12) [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Pycocyanin and phenazines, produced by Pseudomonas aeruginosa, reveal an efficient electron transfer [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF][START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. The presence of this self-produced mediator should have further advantages in MFC application since it eliminates the need of artificial mediator.

One molecule of a self-secreted mediator is enough to serve thousands of redox cycles [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. Only a small amount of this mediator directly produced in the anodic biofilm, allows the microbe to pull electrons out at a sufficiently high rate [START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF]. 

Electron acceptor in MFC

As the electrons and protons arrive at the cathode, the existing electron acceptors are readily reduced. The reduction rate of the electron acceptors contributes to the efficiency of power generation in the MFC [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. Electron acceptors have specific physical and chemical properties which lead to a certain oxidation potential and finally affect the efficiency of electricity production [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. Dissolved oxygen, ferricyanide, or manganese oxide have been used as aqueous electron acceptors in a double chamber MFC [START_REF] Wei | Effects of cathodic electron acceptors and potassium ferricyanide concentrations on the performance of microbial fuel cell[END_REF].

Oxygen

Oxygen is considered the most suitable electron acceptor for MFC due to its high redox potential and its unlimited availability in the atmosphere [START_REF] Rodrigo | Effect of the electron-acceptors on the performance of a MFC[END_REF]. Oxygen can be provided in the cathodic compartment by sparging air into the water or by using an air-breathing cathode [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. The oxygen reduction reaction in an aqueous solution can follow two pathways: 1) a 4-electron transfer mechanism, by which the oxygen is reduced directly into water; and 2) a 2-electron transfer mechanism, which involves hydrogen peroxide formation. The standard electrode potentials of the ORR vs. standard hydrogen electrode (SHE) are listed in Table 1. A limitation of oxygen is its slow kinetics, which results in poor contact with the normal carbon electrode [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. 

+ 4H + + 4e -→ 2H 2 O 1.229 O 2 + 2H + + 2e -→ H 2 O 2 0.695 H 2 O 2 + 2H + + 2e -→ 2H 2 O 1.76
Alkaline solution at pH 14

O 2 + 2H 2 O + 4e-→ 4OH- 0.401 O 2 + H 2 O + 2e-→ HO 2 -+ OH - -0.065 HO 2 -+ H 2 O + 2e -→ 3 OH - 0.867 1.4.6.2 Ferricyanide Ferricyanide (Fe(CN) 6 3-
) is an excellent cathodic electron acceptor for the double chamber MFCs, which generates more power than oxygen with a Pt-carbon cathode [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF][START_REF] Wei | Effects of cathodic electron acceptors and potassium ferricyanide concentrations on the performance of microbial fuel cell[END_REF]. It facilitates efficient electron transfer on the cathode [START_REF] Logan | Microbial Fuel Cells[END_REF].

Ferricyanide has a low overpotential and also a low internal resistance, which allows a higher reaction rate and higher power output respectively [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF][START_REF] Logan | Microbial Fuel Cells[END_REF]. Owing to its excellent natural electrochemical performance, no additional cathode catalyst is needed [START_REF] Logan | Microbial Fuel Cells[END_REF].

Fe(CN) 6 3-+ e -→ Fe(CN) 64-

( Eq. 13)

The adjusted value for ferricyanide according to Eq. 14 is 0.361 V vs. SHE at T 298 K [START_REF] Wei | Effects of cathodic electron acceptors and potassium ferricyanide concentrations on the performance of microbial fuel cell[END_REF].

E = E 0 -           3 6 4 6 ] [Fe(CN) ] [Fe(CN) ln F RT (Eq. 14)

Manganese dioxide

Manganese oxide is a good cathode material and catalyst for batteries and alkaline fuel cells [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. MnO 2 has also been shown to be an electron acceptor or electron mediator that facilitates electron transfer from the cathode to the electron acceptor [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. Rhoads et al. have revealed this possibility by growing biomineralized MnO 2 on the cathode to accept electrons from the anode and then be firstly reduced (Eq. 15). The subsequent reduction results in the manganese ions, Mn 2+ , which being released into the solution (Eq. 16). Thereafter, Mn 2+ is oxidized back to MnO 2 by manganese-oxidizing bacteria (Eq.17) [START_REF] Rhoads | Microbial Fuel Cell using Anaerobic Respiration as an Anodic Reaction and Biomineralized Manganese as a Cathodic Reactant[END_REF].

MnO 2 + H + + e -→ MnOOH(s) (Eq. 15)

MnOOH + 3H + + e -→ Mn 2+ + 2H 2 O (Eq. 16)

Mn 2+ + O 2 + 2e -→ MnO 2 (Eq. 17)

Vanadium

Vanadium (V) has a high redox potential in acidic conditions and its application as electron acceptor in MFC has been reported [START_REF] Zhang | Simultaneous removal of sulfide and organics with vanadium (V) reduction in microbial fuel cells[END_REF][START_REF] Zhang | Simultaneous reduction of vanadium (V) and chromium (VI) with enhanced energy recovery based on microbial fuel cell technology[END_REF][START_REF] Zhang | Simultaneous microbial and electrochemical reductions of vanadium (V) with bioelectricity generation in microbial fuel cells[END_REF]. Vanadium could be a pollutant that found in wastewater of vanadium mines [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. Therefore, by applying it as electron acceptor in the cathodic part of an MFC can provide a route to treat wastewater that contains vanadium.

The application of vanadium acceptor electrons in MFC's cathodic part mimics a vanadium redox flow battery (VRFB), as schematically shown in Figure 13. In the VRFB system, the VO 2 + /VO 2+ in the cathodic part is coupled to the V 3+ /V 2+ in the anodic part. The main advantage of the VRFB system is its feasibility to recharge both catholyte and anolyte solution to their initial fresh condition. The reaction, in each part during decharge, is according to Eqs. 18 and 19 respectively [START_REF] Kim | A technology review of electrodes and reaction mechanisms in vanadium redox flow batteries[END_REF].

Catholyte : VO 2 + + 2H + + e -→ VO 2+ + 2H 2 O E 0 SHE = 1.0 V (Eq. 18) Anolyte : V 2+ → V 3+ + e - E 0 SHE = -0.26 (Eq. 19)
Figure 13 System configuration of vanadium redox flow battery (VRFB) [START_REF] Kim | A technology review of electrodes and reaction mechanisms in vanadium redox flow batteries[END_REF].

Thermodynamics overview

The reaction can be evaluated in terms of Gibbs free energy, which is a measure of the maximal work that can be derived from a reaction, calculated as follows (Eq.20):

ΔG r = ΔG 0 r + RT ln(Π) (Eq. 20)
where ΔG r : Gibbs free energy for specific conditions (J mol -1 ) ΔG 0 r : Gibbs free energy under standard conditions (J mol -1 ), T = 298.15 K, 1 bar pressure, activity = 1 for all species R : universal gas constant (8.311447 J mol -1 K -1 ) T : absolute temperature (K) Π : reaction quotient calculated as the activities of the products divided by those of the reactants according to: Π = Πa i i with  i (stoechiometric coefficient) of the reactants < 0 and  i of the products > 0

The reaction is thermodynamically favorable when ΔG r < 0. For MFC calculations, we prefer the term of the overall cell electromotive force (E emf ) to evaluate the reaction. Herein, we can relate E emf of the MFC to work, W (J), produced by the cell, or:

W = E emf .Q = -ΔG r (Eq. 21)
Where, The overall reaction in terms of potential can be expressed as:

Q = nF ( 
) ln( 0    nF RT E E emf emf (Eq. 25)
The calculated E emf through Eq. 25 provides the upper limit of the cell voltage.

However, the measured potential generated from the MFC is usually lower due to various potential losses [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF].

Standard electrode potential

By International Union of Pure and Applied Chemistry, IUPAC, convention, standard potential is written as a reduction potential, i.e. the reaction is written as the consumption of electrons [START_REF] Logan | Microbial Fuel Cells[END_REF]. Thus the oxidation of acetate at the anode is written according to Eq. 26.

2HCO 3 -+ 9H + + 8e -→ CH 3 COO -+ 4H 2 O (Eq. 26)
Table 2 Standard potential (E 0 ) and calculated half-cell potential of anode and cathode (E MFC ) under various MFC conditions. All potentials are versus SHE [START_REF] Logan | Microbial Fuel Cells[END_REF]. 

Electrode Half cell reaction E 0 / V Condition E MFC / V Ref Anode 2HCO 3 -+ 9H + + 8e -→ CH 3 COO -+ 4H 2 O 0.187 [HCO 3 - ] = 5 mM, [CH 3 COO -] = 5 mM, pH = 7 -0.298 [47] 2HCO 3 -+ 9H + + 8e -→ CH 3 COO -+ 4H 2 O 0.187 [HCO 3 - ] = 5 mM, [CH 3 COO -] = 16.9 mM, pH = 7 -0.300 [47] 2HCO 3 -+ 9H + + 8e -→ CH 3 COO -+ 4H 2 O 0.187 [HCO 3 - ] = 35 mM, [CH 3 COO -] = 5 mM, pH = 8.6 -0.418 [74] CO 2 + HCO 3 -+ 8H + + 8e -→ CH 3 COO -+ 3H
O 2 + 2H + +2e -→ H 2 O 2 0.695 pO 2 = 0.2, [H 2 O 2 ] = 5 mM, pH =7 0.328 [47] Fe(CN) 6 3-+ e -→ Fe(CN) 6 4- 0.361 [Fe(CN) 6 3- ]=[Fe(CN) 6 4- ] 0.361 [47] MnO 2 (s) +4H + + 2e -→ Mn 2+ + 2H 2 O 1.23 [Mn 2+ ] = 5 mM, pH = 7 0.470 [47]
The theoretical anode potential, E an , can be calculated using Eq. 27. Herein, we assume the activities of the different species equal to their concentration. For the oxidation of acetate, as an example, we have:

             9 2 3 3 0 ] [ ] [ ] [ ln 8 H HCO COO CH F RT E E an an (Eq. 27)
Thus, for the theoretical cathode potential, E cat , by considering oxygen as terminal electron acceptor in the cathodic part, we can write:

O 2 + 4H + + 4e -→ 2H 2 O
(Eq. 28)

and

           4 2 0 ] [ 1 ln 4 H pO F RT E E cat cat (Eq. 29)
The calculated theoretical anode and cathode potentials for typical conditions of an MFC are also presented in Table 2.

MFC performance parameters 1.4.9.1 Polarization

The open circuit voltage (OCV) is the voltage across the terminal of the cell when no external current flows (unlimited external resistance) [START_REF] Whittingham | Introduction: Batteries and Fuel Cells[END_REF]. It is usually close to the thermodynamic voltage for the system and is theoretically calculated according to Eq. 7. Considering an MFC with acetate as fuel and oxygen as oxidant, the potential anode and cathode can be expressed as in Eq. 27 and Eq.

29, respectively.

A polarization curve, shown in Figure 14, is a plot of cell potential against current density under a set of constant operating conditions. It is the standard electrochemical technique to characterize the MFC's performance [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF] in terms of how well the MFC maintains the voltage as a function of current production [START_REF] Logan | Microbial Fuel Cells[END_REF].

It also gives information on performance loss during operation [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF].

To obtain the polarization curve, the MFC voltage is measured through a series of different resistances in the circuit. Then, the measured voltage of each resistance can be plotted as shown in Figure 15. The current is obtained by calculation using Ohm's law and subsequently normalizing it to the geometric surface area of the limiting electrode (anode or cathode, depending on the case). 

Voltage loss

Voltage loss can be classified into three categories: 1) activation loss (activation polarization); 2) ohmic loss (ohmic polarization); and 3) concentration loss. At low current density, the cell's potential drops sharply mostly due to energy loss as heat for oxidation initiation in the anode or reduction in the cathode and energy loss during electron transfer from the cell membrane to the anode surface. Several ways to reduce activation loss are by improving the cathode kinetics, selecting bacteria, and improving the membrane-to-anode electron transfer. At intermediate current density, the ohmic resistance mainly originates from the resistance of ions (solution conductivity), membrane (if present) and the electrical wiring. Many efforts to limit ohmic loss rely on the reduction of the electrodes spacing, selection of a low resistance electrode and coating, or increasing the ionic conductivity of the electrolyte. At high current density, the cell performance drops drastically due to the mass transport limit of the reactant(s) to the electrode and subsequently, the product(s) out of the electrode [START_REF] Logan | Microbial Fuel Cells[END_REF][START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF].

Power generation

Power production is one of the key parameters of MFC performance [START_REF] Logan | Microbial Fuel Cells[END_REF].

Typically, the output power is determined from the cell voltage and the delivered current (Eq. 30). The generated MFC voltage is routinely measured across the fixed load by a multimeter of high impedance in order to minimize any current flow in the voltmeter, whereas the current can be calculated using Ohm's law (Eq.

31)

or directly measured using a multimeter [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF][START_REF] Zhao | Techniques for the study and development of microbial fuel cells: an electrochemical perspective[END_REF][START_REF] Holade | Insights on Hybrid Glucose Biofuel Cells Based on Bilirubin Oxidase Cathode and Gold-Based Anode Nanomaterials[END_REF]. During our thesis work, a polarization function (E cell vs I) was obtained when the cell was connected to an external variable resistance load R ext (R ext varied from 1 MΩ to 10 Ω) and the voltage/current produced on the load was measured with a high impedance multimeter.

P MFC = E MFC ×I

(Eq. 30)

E MFC = U = R ext ×I ⇒ ext MFC R E I  (Eq. 31)
By combining Eqs. 30 and 31, the output power can be calculated by using either Eq. 32 or Eq. 33 [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF][START_REF] Zhao | Techniques for the study and development of microbial fuel cells: an electrochemical perspective[END_REF][START_REF] Holade | Insights on Hybrid Glucose Biofuel Cells Based on Bilirubin Oxidase Cathode and Gold-Based Anode Nanomaterials[END_REF].

ext MFC R E P 2 
(Eq. 32) or P =R ext ×I 2 (Eq. 33)

where P MFC : output power (W)

I : current (A) E MFC : generated voltage (V) R ext : external load (Ω)
It is obvious that the current produced by a cell depends on the size of the electrodes. Thus, the current density (j) and power densities (P) should be given as a function of the geometric surface area of the current-limiting electrode (Eq. 34), which can be the cathode or the anode and in the particular case of an MFC, normalization volume can be considered (Eq. 35) [START_REF] Logan | Microbial Fuel Cells[END_REF]. Usually, the data are normalized by the geometrical surface area of the exposed to the solution (accounting for either single or both sides of the modified electrodes, but not taking into account the internal surface of the 3D-electrodes) that is determined to be the current-limiting electrode [START_REF] Logan | Microbial fuel cells: Methodology and technology[END_REF][START_REF] Zhao | Techniques for the study and development of microbial fuel cells: an electrochemical perspective[END_REF][START_REF] Holade | Rational Combination of Promiscuous Enzymes Yields a Versatile Enzymatic Fuel Cell with Improved Coulombic Efficiency[END_REF].

ext x MFC R A E P 2  (Eq. 34)
Where, A x : A an for anode geometric surface area, A cat for cathode geometric surface area (m 2 )

or ext MFC R V E P . 2  (Eq. 35)
Where V is the total reactor volume (m 3 )

Figure 16 (a) Measured voltage at each resistance, (b) polarization (current density vs. cell voltage) and power density (current density vs. power density) curves [START_REF] Logan | Microbial Fuel Cells[END_REF].

Power density curves

Power density and current are plotted to form the power curve (Figure 16b). The power density maximum is obviously determined from the top of the power curve [START_REF] Logan | Microbial Fuel Cells[END_REF]. The power density of various double chamber and single chamber MFCs is listed in the Tables 3 and4, respectively.

Coulombic efficiency

Coulombic efficiency (CE) is defined as fraction (or percentage) of electrons recovered as current versus that in the starting organic matter [START_REF] Logan | Microbial Fuel Cells[END_REF](Eq.36). CE is another important MFC parameter, which implies the capability of the system to extract as much electrons stored in the biomass as possible [START_REF] Logan | Microbial Fuel Cells[END_REF]. CE calculation is according to Eq.37. An MFC reactor is typically designed in a double chamber configuration, as previously shown in Figure 5. The anodic chamber contains bacteria solution and is separated by a membrane from cathodic chamber, which contains aqueous electron acceptor. There are several types of DCMFC reactor designs such as Htype, flat-plate, and tubular designs [START_REF] Logan | Microbial Fuel Cells[END_REF][START_REF] Liu | Microbial Fuel Cell: Novel Anaerobic Biotechnology for Energy Generation from Wastewater[END_REF].

An H-shaped MFC (Figure 17a) constructed by connecting two bottles with a tube containing a proton exchange membrane (PEM) or salt bridge. This configuration leads to high internal resistance. Therefore, H-type MFCs obviously produce a low power density [START_REF] Logan | Microbial Fuel Cells[END_REF]. Flat-plate type MFCs (Figure 17b) are typically two square-shaped reactors joined by placing a membrane in the middle [START_REF] Liu | Microbial Fuel Cell: Novel Anaerobic Biotechnology for Energy Generation from Wastewater[END_REF]. This design is able to reduce the internal resistance since the anode and cathode can be adjusted closer to each other [START_REF] Logan | Microbial Fuel Cells[END_REF]. Hence, flat-plate MFCs types are mostly preferred up to now due to their better performance. Moreover, they can be also stacked together to achieve higher voltage (in series) and/or current (in parallel) [START_REF] Liu | Microbial Fuel Cell: Novel Anaerobic Biotechnology for Energy Generation from Wastewater[END_REF]. 

Electrode material

The electrode is an essential part of the MFC, which determines its performance in power generation and operating cost [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. Some requirements of basic electrode are conductiveness, chemically stability, high mechanical strength, and low cost [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. A bare, unmodified electrode, are usually used as supporting material and current collector. The application of a bare electrode in an MFC usually results in poor performance. Therefore, it is obvious to modify the bare electrode to obtain a more appropriate electrode for MFC application purposes.

According to its modification, the electrode in an MFC can be classified as a bioelectrode and a chemical electrode. A bioelectrode, bianode or biocathode, is a modified electrode that contains immobilized biocatalyst. Chemical electrodes are obtained through a wide variety of chemical modifications and are mainly used for air-breathing cathodes and air-aqueous cathodes [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF].

a. Anode for MFC

The anode is the place where microorganisms can grow to catalyze the oxidation of organic substrates [START_REF] Qiao | Electrocatalysis in microbial fuel cells-from electrode material to direct electrochemistry[END_REF]. The growth of electroactive bacteria is greatly affected by the nature of the anode surface, which accepts the electrons from bacterial metabolism [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The anode material must also provide conductive environment for bacterial growth and electrical connections [START_REF] Logan | Microbial Fuel Cells[END_REF]. The suitability of the anode material is essential to minimize electron loss and to increase power generation [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The basic electrode for bioanode development purposes should be biocompatible, have high surface roughness, facilitate efficiently electron transfer between bacteria and the anode surface [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF], and have a large surface area for their feasibility in large scale application [START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF]. The microbial generated electrons will travel from its generation point on the electrode surface to the collection point (anode-wire connection point). Therefore, electrode materials with low internal resistance are required in order to minimize the ohmic loss, which leads to low power production. Moreover, the anode material should be highly conductive but also non-corrosive as well [START_REF] Logan | Microbial Fuel Cells[END_REF].

i. Carbon-based material

Carbon-based materials are the most common anode materials in MFCs that meet electrode requirements such as biocompatibility, good chemicaly stability, highly conductivity and low cost. Carbon-based anodes are used in various configurations such as plane, packed and brush structures [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. Carbon electrodes with a thin plane structure are carbon cloth, carbon paper, and graphite planes or sheets. Carbon felt and graphite felt have a thicker plane structure composed of fibrous structure. A carbon electrode with a brush configuration, such as a graphite brush, is an ideal current collector due to its large surface area, high porosity and efficiency. The brush is made of carbon fibers that are cut, wound, and then twisted around a core of a conductive and non-corrosive titanium wire. In other cases, the anode has a conductive granular packing form, for example, graphite granular packing that fills the anodic chamber in such a biological filter way [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. Various carbon-based anodes are presented in Figure 24a-i. The comparison of carbon-based anode characteristics in MFC application has been resumed [START_REF] Zhou | An overview of electrode materials in microbial fuel cells[END_REF] as shown in Table 5. graphite plate, (c) carbon cloth, (d) carbon mesh, (e) granular graphite, (f) granular activated carbon, (g) carbon felt, (h) reticulated vitreous carbon, (i) carbon brush, and (j) stainless steel mesh [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF].

ii.

Metal and metal oxide materials

Metals are more conductive than carbon, however, only non-corrosive metals can be used for MFC anode application. Moreover, metals have a smooth surface, which seems unfit for bacterial adhesion. So far, only stainless steel (Figure 24j)

and titanium are commonly used for anode application purposes, but both metals show lower results than graphite electrodes. Although a gold electrode has been used as an anode in MFC with Geobacter sufureducens, it only produces a current that was close to the current produced by a graphite electrode [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF].

iii.

Modified anode

Modification of anode material can be done as a strategy to facilitate bacterial adhesion and electron transfer to the anode surface. Some methods of anode modification are: surface treatment by chemical [START_REF] Mohamed | Effective strategies for anode surface modification for power harvesting and industrial wastewater treatment using microbial fuel cells[END_REF] or physical methods, addition of a highly conductive or electroactive coating [START_REF] Ouis | Electropolymerization of pyrrole on graphite electrode: enhancement of electron transfer in bioanode of microbial fuel cell[END_REF] and metal-graphite composite [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. Table 6 listed some modifications of carbon felt anode in MFC application, which show significant performance improvement as compared to pristine carbon felt.

b. Cathode for MFC

The MFC cathode is an electrode where the electron acceptors are reduced [START_REF] Zhang | Bioresource Technology Microbial fuel cells as pollutant treatment units : Research updates[END_REF].

The cathode is also developed from the substrate materials, which have a plane structure form as described above. Modification of these substrate materials is usually conducted by loading or adding a catalyst for enhancing the cathodic reaction, which commonly is oxygen reduction reaction (ORR). Various materials have been explored to find cost-effective ORR catalysts for MFC cathodes.

Oxygen, the electron acceptor in cathodic part, is obtained from free air by sparging it continuously into the cathodic solution in a double chamber MFC, or by only exposing it directly to the cathode of single chamber MFC. Acordingly, the cathode can be termed as air-aqueous cathode and air-breathing cathode system respectively [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF].

Air-aqueous cathodes are used in conventional double chamber MFCs. It is consists of a conductive substrate, a catalyst and a binder. The solubility of O 2 in water is only 4.6 x 10 -6 (mole fraction basis) compared to 0.21 in air [START_REF] Logan | Microbial Fuel Cells[END_REF]. Indeed, the low concentration of dissolved oxygen limits the cathode's performance [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. 

Air-breathing cathode system

The development of the air-breathing cathode was motivated by the hydrogen fuel cell where the cathode is bonded directly to a PEM, which lets the oxygen in the air reacts directly on its surface [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF]. Therefore, the air-breathing cathode is designed to be exposed to the free air. It replaces the conventional aqueous phase of the cathodic system. With this system, the oxygen is provided passively, thus no intensive energy is needed for aeration, which leads to lower operation costs [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF].

Air-breathing cathode systems usually have three main parts, as illustrated in Figure 25,: 1) the electrode substrate; 2) the catalyst layer; and 3) the air-diffusion layer [START_REF] Wang | Progress of air-breathing cathode in microbial fuel cells[END_REF].

1) The electrode substrate

The electrode substrate is a support material that is the backbone of the airbreathing cathode as well as current collector. Some requirements for the electrode substrate are that it should be non-corrosive, porous, and conductive.

Owing to its conductivity and stability, carbon based materials are the most commonly used as electrode substrate for fabricating air-breathing cathode. Airbreathing cathodes, with carbon cloth, carbon felt, carbon mesh, have been reported. The use of metal-based materials for the air-breathing cathode substrate has also been evaluated, for example, nickel mesh and foam, stainless steel mesh, and copper mesh. However, the application of metal-based electrode substrate may lead to corrosion because of the presence of water and oxygen [START_REF] Wang | Progress of air-breathing cathode in microbial fuel cells[END_REF].

Figure 25 Schematic diagram of a single chamber MFC with air-breathing cathode system [START_REF] Wang | Progress of air-breathing cathode in microbial fuel cells[END_REF] 2) Catalyst Layer

The presence of an ORR catalyst is essential for air-breathing cathode performance. The used of bare electrode may not good enough to perform an efficient ORR. Therefore, the ORR catalyst is obviously layered onto the substrate [START_REF] Wang | Progress of air-breathing cathode in microbial fuel cells[END_REF]. The catalyst is typically applied to the electrode substrate using a polymeric binder such as perfluorosulfonic acid (liquid Nafion) and poly(tetrafluoroethylene) (PTFE suspension) [START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF]. Methods to layer catalyst onto the substrate using a binder are [START_REF] Shen | PEM Fuel Cell Catalyst Layers and MEAs[END_REF]:

1. Spreading. In this method, PTFE and catalyst are mixed to form catalyst ink, which is spread out over the substrate followed by heat treatment.

2. Spraying. Herein, the catalyst ink is repetitively sprayed onto the substrate, where every single spraying step is followed by solvent evaporation to prevent catalyst dissolution in the next spraying step.

3. Ionomer impregnation. In this method, the catalyst and binder suspension are first mixed in alcohol and water and then applied on the electrode surface.

4. Dry spraying. In this method, the components are mixed in a knife mill.

The mixture is then atomized and sprayed in a nitrogen stream through a slit nozzle onto the substrate surface. This method enables the development of a catalyst layer with 5 μm thickness.

5. Painting. The catalyst ink is painted directly onto the substrate surface.

The use of a binder can be eliminated, when the catalyst is directly deposited on the electrode substrate. Deposition of catalyst can be conducted through physical, chemical, and electrochemical methods. An example of physical deposition is catalyst powder deposition, where the powdered-form catalyst mixture is mixed in a fast-running knife mill and subsequently applied onto a substrate [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF]. Chemical deposition is conducted by addition of chemical reductant/oxidaant onto the substrate, which contains the desired species to be deposited [START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF]. Meanwhile, electrodeposition is a technique by which catalyst coating is performed through an electrolysis process [START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF]. Further explanation of electrodeposition is presented in the next section.

3) Gas-diffusion layer

An air-or gas-diffusion layer (GDL) is a hydrophobic polymeric coating that allows air diffusion and prevents water leakage. The GDL also provides mechanical support for the catalyst layer, an electronic pathway for electrons, and a flow channel for the reacting gas and product. An appropriate GDL should meet some requirements, such as being porous, hydrophobic, non-corrosive, mechanically strong and flexible, and conductive [START_REF] Wang | Progress of air-breathing cathode in microbial fuel cells[END_REF]. A GDL is usually a carbon-based porous substrates such as carbon cloth or carbon paper [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF]. It is also possible to coat the hydrophobic material such as PTFE onto one side of the GDL. A schematic of the GDL [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF] is presented in Figure 26.

Figure 26 Schematic diagram of a gas-or air-diffusion layer on the air-breathing cathode of a fuel cell [START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF] In this research, we selected carbon felt as a support for air-breathing cathode fabrication. Only few studies of carbon feltbased MFCs air-breathing cathode are found, which listed in Table 7. Thus, further study of carbon felt utilization as cost-effective material for air-breathing cathode application needs to be extended.

Herein, we preferred binder-free loading catalyst layer i.e. by electrochemical deposition method. [93]

Oxygen reduction reaction catalysis

The electroreduction of oxygen is a key reaction in the cathodic part of an energy conversion system such as a fuel cell or a metal-air battery [START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF]. Oxygen is widely applied as an electron acceptor for both its high standard potential and unlimited availability. However, the kinetic rate of the ORR is low because of the high required activation energy to break the O=O bonds (498 kJ mol -1 ). Oxygen is reduced through the following two pathways, i.e. The mechanism of oxygen reduction reaction catalyzed by manganese oxide in neutral solution has been proposed [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF] as shown in Eqs. [START_REF] Logan | Exoelectrogenic Bacteria That Power Microbial Fuel Cells[END_REF] The catalytic activity of carbon-based materials is mainly attributed to the quinone group. The mechanism of ORR on a carbon surface, proposed by Garten and Weiss [START_REF] Yeager | The 1985 Berzelius Lecture[END_REF], is shown in Figure 28. molecules can be easily reduced [START_REF] Wang | Abiotic Oxygen Reduction Reaction Catalysts Used in Microbial Fuel Cells[END_REF]. The oxygen adsorption on the conductive polymer has been bridge modeled, as shown in Figure 29, according to electronic structure calculation [START_REF] Khomenko | The catalytic activity of conducting polymers toward oxygen reduction[END_REF]. properties [START_REF] Shaigan | Electrodeposition for Electrochemical Energy Conversion and Storage Devices[END_REF]. In this method, reduction or oxidation takes place by supplying external power toward the electrodes in a electrolytic solution that contains the desired precursor [START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF]. Metals, metal oxides, and conductive polymers are commonly loaded by this technique for the development of electrochemical energy devices such as fuel cells, batteries and supercapasitors [START_REF] Shaigan | Electrodeposition for Electrochemical Energy Conversion and Storage Devices[END_REF].

The basic concept of the reduction and oxidation processes on the electrode is explained through the schematic diagram in Figure 30. The reduction of the species on the electrode surface occurs due to electrons at high energy level flowing into vacant electronic states on neighboring species in the solution. High energy level electrons can be generated by adjusting the applied potential to more negative potential to the working electrode (Figure 30a). Oppositely, applying positive potential lowers the energy of the electrons and favors the extraction of electrons from the species into the electrode (Figure 30b). In this case, the species are oxidized [START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF]. the solvated Pt ion entering the diffusion layer at the cathode, the field strength only enables aligning the solvated water molecules but not sufficiently to liberate the Pt ion; 3) the solvated Pt ion liberates free ionic Pt due to the electrical field strength is high (of the order 10 7 V cm -1 ) at the double layer since it is close to the electrode surface; finally the free ionic Pt species is then being reduced and deposited onto the electrode [START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF]. to Eq. 63. Various deposition parameters influence several important properties of manganese oxides, such as morphology, electronic conductivity, exposed specific surface area, crystal structure and defect chemistry (cation distribution and oxidation states). All these features considerably determine its performance [START_REF] Shaigan | Electrodeposition for Electrochemical Energy Conversion and Storage Devices[END_REF].

Mn 2+ + 2H 2 O  MnO 2 + 4H + + 2e - (Eq. 63)
The Pourbaix diagram of manganese in Figure 32 can be used to determine, theoretically, the electrodeposition parameter. The diagram shows which form of manganese is most prevalent given a certain pH and applied potential. As pH increases the redox potential drops and forms manganese dioxide. The manganese ion, Mn 2+ , predominates in acidic conditions (pH < 7.0) [START_REF] Tekerlekopoulou | Removal of ammonium, iron and manganese from potable water in biofiltration units: A review[END_REF].

The specific capacitance of the deposited films can be analyzed by means of cyclic voltammetry (CV). The following equation (Eq. 64) can be used to calculate the specific capacitance from voltammogram [START_REF] Shaigan | Electrodeposition for Electrochemical Energy Conversion and Storage Devices[END_REF]. 33 shows the mechanism of pyrrole electropolymerization. Advanced electropolymerization using a template is also possible, which leads to great improvement [START_REF] Harraz | Porous Silicon and Conductive Polymer Nanostructures via Templating[END_REF].
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Chapter 2 Experimental Methodology

Chemicals and materials

During this research, we used the chemicals of analytical grade without any purification before their utilization. All used chemicals and materials are listened below:

Carbon felt (CF, 6. [START_REF] Zhang | A theoretical study on photocatalytic fuel cell[END_REF] (w/v) in H 2 O (contain aziridine, homopolymer, Sigma Aldrich), potassium bromide (Sigma Aldrich), Orange II sodium salt (dye content > 85%, Aldrich), potassium permanganate, ultrapure water (produced by a Milli-Q Millipore source, 18.2 MΩ cm at 293 K)), nitrogen (N 2 , Air Liquide, ultra-pure) and oxygen (O 2 , Air Liquide, ultra-pure) gases.

Preliminary experiment

Cleaning glassware equipment

All glasswares were cleaned very well before every experiment conducted. The glasswares were firstly soaked in acidified potassium permanganate solution overnight to oxidize all organic stains on the glass surface. Then, the glasswares were rinced with hydrogen peroxide contain sulfuric acid (25 wt. % H 2 SO 4 and 10 wt. % H 2 O 2 ). The glasswares were then rinsed thoroughly with ultra-pure water and dried.

Cleaning raw material

The as-received carbon felt (CF) material was cut into certain size and cleaned ultrasonically using ethanol for 2 hours. Every 30 minutes, the ethanol was replaced. Then, the CF was rinsed with water to remove the ethanol. Finally, the CF is dried in oven at 70 o C for 24 hours and is further referred as raw carbon felt (RCF).

Electrochemical method

The principle of electrochemical method

There are four electrochemical methods were involved in this research namely cyclic voltammetry (CV), chronoamperometry (CA), linear sweep voltammetry (LSV), and electrochemical impedance spectroscopy (EIS). All electrochemical measurements of CV, CA, and LSV were performed using Potentiostat Biologic SP 50. Whereas, EIS measurements were conducted using Potentiostat Biologic SP 150.

Cyclic voltammetry (CV)

CV is an electrochemical method which conducted by sweeping potential linearly at a certain range as a function of time (Figure 34a). Potential sweep forward then turn backward to form one cycle of CV voltammogram. The cycle can be repeated infinitely by sweeping potential continuously.

The current is generated along with the potential sweeping. Then, the recorded currents are ploted toward potential, which results in a current-potential curve so called CV voltammogram (Figure 34b). The current peaks reveal the oxydation and reduction reactions on the electrode surface. These two peaks are usefull to determine redox potential (E 1/2 ). Ideally, CV voltammogram for a reversible redox couple shows an equal oxydation and reduction peak and the ratio should be negative one, as expressed in Eq. 65 [START_REF] Hendel | Introduction to Electrochemistry and the Use of Electrochemistry to Synthesize and Evaluate Catalysts for Water Oxidation and Reduction[END_REF].

(Ipc/Ipa = -1) (Eq. 65)

with peak separation, ΔEpeak, closes to 60 mV. Herein, ΔEpeak is:

|Epc-Epa|= 2.3 RT/nF (Eq. 66)

Where R is gas constant, T is temperature, n is number of electron involved in the electrochemical process, and F is Faraday's constant. At 298 K, 2.3RT/nF = 0.059 V for n =1. In CV, an oxydation and a reduction reaction can be stimulated as the potential scanning is applied. Therefore this technique can be used for the electrosynthesis, which involves oxydation and/or reduction process. Some operating conditions of CV, such as potential sweep range, scan rate, and number of cycles, can be varied during the electrosynthesis to obtain an optimum condition.

Linear sweep voltammetry (LSV)

LSV is an electrochemical method by sweeping potential. The potentials are varied linearly with time at various scan rates. In this experiment, the current are plotted toward potential to form an i-E curve so-called LSV voltammogram. This curve allows us to characterize the presence of the different species [START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF]. This technique is similar with CV unless the potential sweep is nonreversal.

Figure 35a is an E-t curve that ilustrate potential sweep in LSV experiment. The initial potential is marked as E i in this figure, the potentials are sweeped by time from positive to negative direction. As potential shift, the reaction of species on the electrode is begun and gives a respond of increasing current. The non-faradic current (often called the capacitive current) appear at potential range between E i and E 0 , which emerges from the spontaneous reduction reaction (Figure 35b).

When the E equal to E 0 , the current starts to flow and accelerates the reduction reaction, hence the concentration of A + and A at the electrode surface are equal [START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF][START_REF] Elgrishi | A Practical Beginner's Guide to Cyclic Voltammetry[END_REF]. The further potential sweep toward negative potential cause the increasing concentration of A which form a cathodic current peak (Ip,c). At this point, the increasing of A is originated from the bulk solution by diffusion process [START_REF] Elgrishi | A Practical Beginner's Guide to Cyclic Voltammetry[END_REF]. The next scanning is resulting in the decreasing of current due to the diffusion layer on the electrode surface grow thicker which may slower down the mass transport of A + to the electrode [START_REF] Elgrishi | A Practical Beginner's Guide to Cyclic Voltammetry[END_REF]. At this point, the profile of concentration of A + arround the electrode surface is shown in Figure 35c. 

Chronoamperometry (CA)

CA is an electrochemical method by applying fixed-potential over a period of time. The resulted current was recorded and ploted in a current-time curve form (Figure 36). Diferent with CV, CA is intended to single reaction (oxidation or reduction) by selecting fixed-potential at controlled time. Since CA curve imply current vs. time, therefore the charge (Q) can be calculated by integration. This can be used to predict the electrodeposited mass by Faraday's Law (Eq. 67). It is also useful to diagnose the electrode material properties, the state of charge batteries, and the state of health of fuel cells [START_REF] Kashyap | Application of electrochemical impedance spectroscopy in bio-fuel cell characterization: A review[END_REF][START_REF] Ramaraja | Electrochemical Impedance Spectroscopy for Microbial Fuel Cell Characterization[END_REF][START_REF] Wagner | Electrochemical Impedance Spectroscopy[END_REF]. The impedance is measured by applying small alternating current (AC) to the electrochemical system (electrode or cell) of interest and subsequently measuring the resulted current response toward this stimulus. A sinusoidal potential and AC current can be expressed according to Eqs. 68 and 69 [START_REF] Kashyap | Application of electrochemical impedance spectroscopy in bio-fuel cell characterization: A review[END_REF] respectively.

Z M F Q m   (Eq.
E(t) = E 0 sin (ωt) (Eq. 68)
E(t) is potential at time t, E 0 is the amplitude of the signal, ω is the radial frequency (rad/s) that 2π times of the conventional frequency in hertz (ω=2πf). I (t) = I 0 sin (ωt + ϕ) (Eq. 69)

I(t) is current after shifting in phase ϕ and which has different amplitude with I 0.

Analogues to Ohm's law, thus the impedance can be expressed according to Eq. 70 [START_REF] Kashyap | Application of electrochemical impedance spectroscopy in bio-fuel cell characterization: A review[END_REF][START_REF]Basics of Electrochemical Impedance Spectroscopy[END_REF]. The common EIS graphic is a Nyquist curve that plots the Z(ω) real on the x-axis and its imaginary on the y-axis. Each point on the Nyquist plot corresponds to the impedance at one frequency. The frequency are going lower from the left to the right of the X-axis Nyquist plot [START_REF]Basics of Electrochemical Impedance Spectroscopy[END_REF]. The Nyquist plot shows the electrical circuits of the resistance and capacitance in parallel. The perfect semicircular Nyquist plot, as shown in Figure 37b, corresponds to the Randless electrical circuits (Figure 37a), which fits to many half-cell electrochemical systems. The circuit components in the Randless electrical can be correlate to familiar physical phenomena, such as adsorption or film formation. The other type of Nyquist plot (Figure 37d) arising from Warburg circuits (Figure 37c), which implies the presence of the diffusion of reactant or product at the electrode surface that influence the electrochemical reaction [START_REF]Basics of Electrochemical Impedance Spectroscopy[END_REF]. We observed that the previously cleaned CF samples are too hydrophobic to allow their efficient use for some of our planed applications; similar observations are available in literature for carbon felt electrodes of variable thickness [START_REF] Le | Facile Preparation of Porous Carbon Cathode to Eliminate Paracetamol in Aqueous Medium Using Electro-Fenton System[END_REF][START_REF] Kim | A new strategy for integrating abundant oxygen functional groups into carbon felt electrode for vanadium redox flow batteries[END_REF].
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Thus, we decided to adapt the procedure that has been established in the laboratory [START_REF] Le | Facile Preparation of Porous Carbon Cathode to Eliminate Paracetamol in Aqueous Medium Using Electro-Fenton System[END_REF]. Herein, CF electrodes were electrochemically pretreated in 1 M H 2 SO 4 solution by the method of CV from 0 to 1.5 V vs. Ag/AgCl for 30 cycles at a scan rate of 20 mV s -1 (the counter electrode was platinum mesh). Then, the samples were thoroughly rinsed with distilled water until neutral pH and finally dried in oven at 70 °C. The cleaned and dried sample was then referred as electroactivated, ACF, (bulk density of 16 ± 1 mg cm -2 , accounting for both sides of the modified electrodes, but not taking into account the internal surface of the 3D-electrodes.)

b. Electrodeposition of platinum (Pt) on ACF by cyclic voltammetry method

The Pt was electrodeposited on ACF (geometric surface area 3.9 cm 2 ) by method of cyclic voltammetry at 20 mV•s -1 from 0 to -1 V vs. Ag/AgCl for 30 cycles in 20 mL of 5 mM H 2 PtCl 6 solution (pH adjusted to 9) under N 2 atmosphere.

Synthesis was conducted in a three-electrode electrochemical cell where ACF acts as working electrode, saturated silver-silver chloride (Ag/AgCl) as reference electrode and platinum mesh as counter electrode. After electrodeposition, the sample was rinsed and dried at 70 °C. The sample fabricated by CV method is label as ACF@Pt_CV, meaning ACF decorated by PtNPs.

c. Electrodeposition of platinum (Pt) on ACF by chronoamperometry (CA) method

Pt electrodeposition was conducted by applying fixed potential -0.6 V vs.

Ag/AgCl by varying experimental parameter such as the reaction time (0.5, 1, 2, and 4 hours) and the precursor concentrations (1, 2, 3, 5, and 7 mM). During the electrodeposition, the N 2 was flowed into the cell continuously to obtain saturated N 2 atmosphere. After electrodeposition, the sample was rinsed and dried at 70 °C.

It should be noted that the applied potential is significant lower than the standard redox potential of /Pt PtCl 2 6  (E° = 0.7 V vs. SHE = 0.5 V vs. Ag/AgCl), thus proving enough (Eq. 71) thermodynamic driving force for PtNPs deposition and growth (Pt +IV reduction to Pt 0 reaction). 

              (Eq. 71)
The resulting samples, labeled as ACF@Pt_CA-T0.5, ACF@Pt_CA-T1, ACF@Pt_CA-T2, and ACF@Pt_CA-T5, are resulted from electrodeposition for 0.5, 1, 2 and 5 hours respectively. The best compromise of 1 hour electrodeposition was used for different [

 2 6
PtCl ] concentrations from 1 to 7 mM. The as-prepared samples are named as ACF@Pt_CA-C1, ACF@Pt_CA-C2, ACF@Pt_CA-C3, ACF@Pt_CA-C5, and ACF@Pt_CA-C7 for 1, 2, 3, 5 and 7 mM, respectively. 

Preparation of

b. Electrodeposition of MnOx by CV method

A seri of CV electrodeposition parameters were designed to obtain the precise optimum condition for the synthesis of ACF@MnOx electrodes. Herein, MnOx were electrodeposited on the projected area of 2 × 2 × 0.635 cm ACF's surface.

The syntheses were conducted at room temperature and ambient air condition.

The optimization parameters involve potential range (Entry 1 to 13 b. Hydrogen peroxide quantification

The chronoamperometry experiments were performed in the 20 mL of 0.1 M KOH solution under saturated oxygen atmosphere at three electrodes: 1) RCF (E appl = 0.5 V vs. RHE), 2) ACF (E appl = 0.5 and 0.6 V vs. RHE), and 3) ACF@Pt (E appl = 0.5, 0.6 and 0.8 V vs. RHE). According to Eq. 73, the produced hydrogen peroxide most probably in the HO Hence, it enables getting the real kinetic parameters. Zview Software was used to fit the EIS data with a representative equivalent electrical circuit (EEC).

Electrochemical characterization of ACF@MnOx based electrode a. CV profile and ORR LSV curve

The CV profile and ORR LSV curve were recorded as the same procedure for ACF@Pt based electrode above. However, the measurements were only performed in 50 mM PBS solution, pH 7, under nitrogen and oxygen atmosphere respectively. The CV voltammogram was recorded at scan rate of 10 mV s -1 which covers from -1.0 to +1.0 V vs. Ag/AgCl. Whereas, the ORR LSV curve was recorded at scan rate of 5 mV s -1 from OCP to -0.1 V vs. Ag/AgCl. The working electrode was the developed ACF@MnOx material (the coated geometric surface area 7.175 cm 2 ).

b. H 2 O 2 quantification

The chronoamperometry experiments were performed in 20 mL of 0.1 M Na 2 SO 4 solution for 1 hour under saturated oxygen atmosphere at four electrodes i.e ACF, ACF@MnOx-C25, ACF@MnOx-C90, and ACF@MnOx-C180 respectively. The ACF was treated under applied potential -0.4 V vs. Ag/AgCl while the rest three electrodes were treated either at -0.4 or +0.1 V vs Ag/AgCl. The produced H 2 O 2 was quantified spectrophometrically in the same way as the ACF@Pt electrode, as explained above.

c. H 2 O 2 degradation test 100 mL of 100 ppm H 2 O 2 solution was filled into a beaker glass equipped with a stir bar inside (Figure 39). About 1 mL of solution was previously taken and counted as sample at t 0 . As the ACF@MnOx electrode was dipped in the solution (projected area 7.175 cm 2 ), the time start to count. 1 mL of aliquot was taken 

Voltage generation

The voltage generation was measured daily using multimeter. The external resistance is fixed R = 1 kΩ. The generated current can be calculated by Ohm's Law according to Eq. 74. The current density, j, can be calculated by normalization toward the geometric surface area of the cathode or anode.

E MFC = R ext ×I MFC (Eq.74)
where E MFC : generated voltage (V)

I MFC : current (A)
R ext : external resistance (Ohm)

Power density

The output power (mW) or power density maximum (mW m -2 ) can be determined by conducting polarization i.e. measuring cell voltage at various resistances from 1 MΩ to 100 Ω using a resistor boat. We calculate the current using Ohm's Law as previously mention and the power using Eq. 75. Then, the calculated power densities were plotted toward the calculated current densities.

P MFC = E MFC x I MFC (Eq.75)

Where, P MFC : output power (W), E MFC : voltage (V), and

I MFC : current (A).
Another way to measure the polarization is by LSV using potentiostat at scan rate 1 mV s -1 . The LSV measurement using two electrodes arrangement with working electrode connected to the cathode and counter electrode connected to the anode.

The LSV start at the OCV (Its take around 30 minutes to 1 hour to reach stable OCV). The LSV was stopped at 0.01 V to prevent electrolysis in the cell. The LSV curve is current-voltage plot, by conversion we can re-plot to the powercurrent curve.

Internal resistance

Internal resistance of the MFC cell was measured by Electrochemical Impedance Spectroscopy (EIS) of Potentiostat Biologic-SP150. EIS measurement involves two-electrode arrangement. In this configuration, the cathode was connected as working electrode and the anode as counter electrode. The impedance spectrum was recorded at OCV with frequency range of 100 kHz to 100 Hz and voltage amplitude 10 mV. EIS also was used to identify the internal resistance of the anode and the cathode. For this purposes, impedance measurement conducted in a three-electrode arrangement using Ag/AgCl as reference electrode.

Study the feasibility of garden compost in classical double chamber microbial fuel cell (DCMFC)

DCMFC reactor

The microbial fuel cell was a customized tube-shaped glass reactor (Figure 40)

which consists of two compartments with an equal volume. Both chambers were connected tightly and separated by a Nafion® 115 membrane which had previously soaked in water overnight. One chamber was oriented as anodic and another as cathodic one. In this research, we were using a tube-shaped glass reactor with narrow top opening for each compartment. with external resistance of R ex =1 kΩ. More detail of DCMFC operating condition will be provided later.

Microbial source preparation (Lixiviation)

Lixiviation is the process to prepare the inoculum source from garden compost leachate. About 1000 mL garden compost was mixed with 1000 mL of 60 mM KCl solution in a beaker glass. The mixture was gently stirred for 24 hours. The mixture then was filtered using gross filter 500 micrometer to separate solid part.

The resulted leachate is then stored in closed container at room temperature.

General DCMFC operation

All MFC experiments in this research were using garden compost leachate as inoculum source. The DCMFC reactor was properly installed without leakage.

Anodic part was fully filled by compost garden leachate in 60 mM potassium chloride solution that also contains 20 mM acetate. Anodic part was completely closed to maintain anaerobic atmosphere. The cathodic chamber was filled by 80 mL of 20 mM ferricyanide solution. The anode and cathode were connected through an external load R ex = 1 kΩ. The generated voltage was measured daily using a high impedance multimeter (Voltacraft) to minimize current drop within R ex .

Growing the biofilm

Self-growth method. In order to grow the biofilm on the anode surface, we run an experiment in a DCMFC reactor, as shown in 

DCMFC experiment at various anodes

Three DCMFC experiments, in the DCMFC reactor as shown in Figure 40, were conducted as general operation above by elaboration three kinds of anode i.e carbon felt (6 x 1 x 0.65 cm), carbon felt containing Pt NPs (4 x 1 x 0.65 cm) and graphite bar (4 x 1 x 0.5 cm). The cathode was SSP (4 x 1 x 0.5 cm) for each experiment.

Stability test of the bioanode

A cleaned DCMFC reactor was prepared. The anodic chamber was fully filled by 60 mM potassium chloride solution containing 20 mM sodium acetate solution, whereas the cathodic chamber was filled by 80 mL of 20 mM ferricyanide solution. The old bioanode (after stored for 1 month at 4 o C) was placed as anode toward stainless steel plate cathode. The anode and cathode were connected through R ex = 1 kΩ. The generated voltage was measured daily using multimeter (Voltacraft).

Buffered system of the anodic solution

Fresh garden compost leachate containing 50 mM phosphate buffer and 20 mM sodium acetate was replacing the anodic solution of a running MFC (listed in 

DCMFC experiment to study various electron acceptor in the cathodic chamber

The DCMFC, as shown in Figure 40, was initially operated for 42 days to grow the biofilm on the carbon felt anode surface as described in general operation above. The anodic solution was replaced by buffered system and the cathodic was refreshed. After 8 days run, the stainless steel cathode was replaced with the ACF cathode. The detailed experiment conditions are listed in Table 12. 

Single chamber microbial fuel cell (SCMFC) with air-breathing

Preliminary test of CF as air-breathing cathode

A clean CF (4 x 3 x 0.635 cm) was installed between two-square-shaped acrylic reactors, as shown in Figure 41, hence form two-chamber cell. Chamber 1 was filled by phosphate buffer solution pH 7. Then, a reference (Ag/AgCl) and a counter electrode (Pt disc) were arranged in this chamber and were connected to CF (as working electrode) in the middle of the reactor. Chamber 2 was a gaseous phase chamber, which filled by the studied atmosphere i.e. nitrogen, air, or oxygen during electrochemical measurement (CV, LSV, and CA). In the reactor (Figure 41), one side of CF was facing electrochemical solution chamber and another was facing empty chamber/free air with both exposure area were 3.14 cm 2 . The electrochemical solution, 0.1 M pyrrole in 0.02 M sodium perchlorate, was introduced into the reactor and the three-electrode were arranged.

The CF was connected as working electrode, Ag/AgCl as reference electrode and platinum disc as counter electrode. Then, the reactor was covered by paraffin film immediately. The nitrogen gas was purged into the solution for 15-20 minutes before electropolymerization started. The electropolymerization was conducted by CV at potential range 0 -1.0 V vs. Ag/AgCl for 30 cycles at 20 mV s -1 . The polypyrrole was only formed on certain localized area (3.14 cm 2 ) on the half side of CF that was exposed to the solution during electropolymerization. This resulted in the material, which referred as CF@PPy. Further modification was loading platinum on CF@PPy by electroreduction. For this, the electrochemical solution was changed by 2 mM chloroplatinic acid solution. Electroreduction was conducted by CV from 0 to -0.5 V vs. Ag/AgCl for 20 cycles at scan rate of 20 mV s -1 . The electropolymerization of PPy and electroreduction Pt on the CF surface to yield CF@PPy@Pt is illustrated in Figure 42.

The resulted material, referred as CF@PPy@Pt, was used as air-breathing cathode in SCMFC following the same procedure, as described in Section 2.6.3. The polarization curve was ploted from a series of measured voltages over various external resistances (From 100 kΩ to 10 Ω) using a resistor boat.

Glass tube-shaped SCMFC reactor

The utilization of the square-shaped SCMFC reactor (Figure 41) has resulted a poor MFC performance, although by using the PPy/Pt modified CF (CF@PPy@Pt) air-breathing cathode. The square-shaped SCMFC reactor has a wide top opening which allowed oxygen from air to enter the anodic chamber.

This made a difficulty to keep anaerobic environment in anodic chamber which led to low MFC's performance. In order to overcome this problem, a tube-shaped glass reactor, as used in DCMFC, was modified into SCMFC reactor (Figure 43).

Figure 43 Customized SCMFC reactor with air-breathing cathode system SCMFC operation was conducted in similar reactor as DCMFC with a slight modification. Herein, the aqueous phase of cathodic compartment suppressed.

Hence, the cathode was air-breathing type which was adhered with Nafion®115 and positioned in the middle between anodic and cathodic compartment. The Nafion®115 side was faced the anodic solution and the air-breathing cathode was faced the free air in the cathodic compartment. The schematic diagram of the SCMFC reactor is shown in Figure 43.

Application of the tube-shaped glass SCMFC reactor with CF@PPy@Pt air-breating cathode

The SCMFC procedure in Section 2.6.3 was repeated in this reactor (Figure 42)

by applying the CF@PPy@Pt air-breathing cathode. The PPy modified CF (CF@PPy), without Pt, was also tested as air-breathing cathode to run an equal SCMFC experiment as a control. Herein, we also tested the CF@PPy airbreathing cathode without Nafion 115 in equal SCMFC experiment. The classical double chamber MFC was also performed in tube-shaped glass reactor (Figure 40) with the same anodic part condition unless the cathodic part was filled by 20 mM potassium ferricyanide solution as terminal electron acceptor and comercial stainless steel plate as cathode.

Electrochemical characterization of CF, CF@PPy, and CF@PPy@Pt

All electrochemical measurements were carried out using Potentiostat Biologic SP-50. The study of oxygen reduction reaction (ORR) performance of CF, CF@PPy and CF@PPy@Pt were conducted in electrochemical cell, contains phosphate-buffered solution (PBS), as configured in Figure 41. In this configuration, the modified part, either CF@PPy or CF@PPy@Pt, was faced the solution whereas another was faced the free air space. The study of each airbreathing electrode toward nitrogen or oxygen atmosphere was being conducted by flow each gas into the free air space chamber during electrochemical measurement.

SCMFC with ACF@Pt-based and ACF@MnOx-based air-breathing cathode 2.7.1 Fabrication of air-breathing cathode: ACF@Pt based air-breathing cathode

ACF@Pt with dimensions of 3 cm high, 3 cm wide and 0.6 cm thickness (i.e. a geometric area of 23.7 cm 2 available for the entire 5 exposed rectangular surfaces) as air-cathode was prepared at optimum condition (1 hour, 5 mM) of Pt electrodeposition as described in Section 2.3.3.1 above.

Fabricating of air-breathing cathode: ACF@MnOx based air-breathing cathode

Three air-breathing cathodes were constructed by electrodeposition of manganese oxide (MnOx) on ACF from MnCl 2 solution at various concentration i.e. 25, 90, and 180 mM at E appl = 1.3 V vs Ag/AgCl for t = 4 hours.

General SCMFC operation

Air-breathing electrode was previously adhered with Nafion®115 before installed in the reactor. The Nafion®115 side was oriented to face the anodic chamber containing solution whereas the other side was facing free air (empty chamber).

The anodic chamber was fully filled with garden compost leachate contain 20 mM sodium acetate. The anode was inserted inside as anode and the system was closed properly. The cathodic chamber was kept open to free air. The anode and airbreathing cathode were then connected through R ex = 1 kΩ. The generated voltage was monitored daily using a high impedance multimeter. Some experiments of single chamber microbial fuel cell with air-breathing cathode are listed in the Table 13. The exposed electrode area is based of accounting for one sides of the cathode that faces the air (circle of 1 cm radii), but not taking into account the internal surface of the 3D-electrodes, which cannot evaluated easily.

Single chamber microbial cell with air-breathing cathode to study electron transfer mechanism

Garden compost leachate from the anodic compartment of running air-cathode microbial fuel cell (SCMFC) was pumped out using peristaltic pump (35 rpm, Masterflex I/P). The bioanode was kept inside the closed SCMFC reactor. The voltage was noted before and after withdrawing leachate. The leachate was divided into two centrifuge tube of same weight and centrifuged at 4400 rpm for 10 min at room temperature. The obtained pellets were suspended in 60 mM KCl with the same volume solution as previously used to measure the initial absorbance at 600 nm. The two supernatant leachate solutions were mixed in a beaker glass and 2 mL was taken for acetate analysis (the sample was filtered using 0.2 µm filter before analysis) and absorbance measurement (at 600 nm).

The remaining suspension was nitrogenized for 10 minutes and consecutively pumped back into the anodic compartment of SCMFC reactor while maintaining the nitrogen flow. The volume of the recovered solution was decreased due the separation by centrifugation (as the solid volume was lost) and the sampling processing. The contacted surface area of the anode was consequently decreased (by about 1/3 from the initial). The voltage was monitored periodically. After 24 and 48 hours, samples were taken (about 2 mL) i.e. 1 mL for absorbance measurement and 1 mL for acetate measurement by liquid chromatography.

Table 13 The SCMFC experiments with various air-breathing cathode system Entry Anode Air-breathing cathode Exposure area / cm 2 1 CF (10 x 1 x 0.65 cm) ACF@Pt (3 x 3 x 0.65 cm) 3.14 2 ACF (4 x 1 x 0.65 cm) ACF@Pt (3 x 3 x 0.65 cm) 3.14 3 ACF@Pt (4 x 1 x 0.65 cm) ACF@Pt (3 x 3 x 0.65 cm) 3.14 4 CF (6 x 1 x 0.65 cm) ACF (2.5 x 3 x 0.65 cm) 3.14 5 CF (6 x 1 x 0.65 cm) ACF@MnOx-C180 (2.5 x 3 x 0.65 cm) 3.14 6 CF (6 x 1 x 0.65 cm) ACF@MnOx-C90 (2.5 x 3 x 0.65 cm) 3.14 7 CF (6 x 1 x 0.65 cm) ACF@MnOx-C25 (2.5 x 3 x 0.65 cm) 3.14

Electrochemical characterization in the MFC cell

The anodic part of the MFC was studied electrochemically in our customized MFC reactor configuration using three-electrode arrangement (Figure 44). The anode is connected to the working electrode, whereas the cathode as the counter electrode. The CV voltammetry is run at range -1 to 1 V at scan rate of 10 mV s -1 .

This method is usefull to see the different between clean electrode and electrode with biofilm on it. The LSV of the anode also was measured before and after the biofilm formation to study the behavior of bioanode. Electrocatalytic activity towards HER was evaluated by LSV at scan rate of 5 mV s -l in N 2 -satured 0.1 M KOH solution and stability was carried out at by CA at E appl = -0.22 V vs. RHE for 10 hours. The above potentiostat was used and all the electrochemical measurements were conducted at room temperature.

Application of ACF@MnOx in electro-Fenton-like (EF-like) experiment

The electro-Fenton-like (EF-like) experiment was conducted at room temperature in 100 mL beaker glass with two electrode arrangement (Figure 45). The working electrode was the developed ACF@MnOx-C90 (gsa. 7.175 cm 2 ) and positioned as cathode whereas the counter electrode was platinum mesh. The distance of electrodes was kept 3 cm. The current was applied using power supply (CNB Electronique). The electrofenton experiments were conducted to mineralization of 60 mL of 0.1 mM acid orange 7, AO7, solution containing 50 mM Na 2 SO 4 as electrolyte. The solution was oxygenated for 15 minutes before applying current by sparging air continuously into the solution. The solution color fading was monitored every 5 minutes for 1 hour reaction by measuring its absorbance at 485 nm. Demineralization was conducted by measuring total organic carbon, TOC, using TOC Analyzer (TOC-L CSH/CSN Shimadzu, Japan) of the samples either fresh or after treated at 1, 2, 4, 6 and 8 hours of electrolysis. The stabilization of the electrodes was tested by reusing the electrode up to 5 consecutive cycles. 

X-ray diffraction (XRD) analysis

X-Ray Diffraction is an analysis method to determine crystallographic properties and atomic spacing. The principles of the XRD is the interaction between monochromatic X-rays and crystalline that results in constructive interference and a diffracted ray [START_REF]X-Ray Powder Diffraction[END_REF][START_REF] Roller | X-Ray Diffraction[END_REF]. The diffraction of X-rays by a crystal is presented in Figure 46a. From this diffraction path, the Bragg's Law correlates the wavelength of electromagnetic radiation to the diffraction angle and lattice spacing of crystalline sample. A monochromatic X-ray radiation strikes the crystal at angle θ which leads to the scattering due to the interaction of the radiation with the atom located at O, P, and R [START_REF] Skoog | Principles of Instrumental Analysis[END_REF].

If the distance, AP + PC = nλ (Eq.76)

When n is an integer, the scattered radiation will be in phase at OCD, and the crystal will appear to reflect the X-radiation, but AP = PC = d sin θ (Eq.77)

Where d is the interplanar distance of the crystal. Thus the conditions for constructive interference of the beam at angle θ are n λ = 2d sin θ (Eq.78)

then, sin θ = n λ/ 2d (Eq.79)

Eq. 79 is the important Bragg's equation. Note that X-rays appear to be reflected from the crystal only if the angle of incidence satisfies the condition. 

X-ray photoelectron spectroscopy (XPS)

X-ray photoelectron spectroscopy is a useful technique for the elemental analysis of the surface [START_REF] Turner | Surface analysis: x-ray photoelectron spectroscopy, Auger electron spectroscopy and secondary ion mass spectrometry[END_REF]. XPS provides information either the atomic composition of the samples or the structure and oxidation state of the compound being examined.

The XPS principle based on the interaction between the photon and the inner electron at shell K of the atom. XPS using a characteristic monochromatic X-ray radiation (with photon energy 200 -2000 eV) to induces electron removal from an inner energy level that results in radiation out of the surface. Figure 47a is a schematic representation of the physical process involved in XPS.

Figure 47 (a) Illustration of interaction between photon and electron in the inner shell of an atom and (b) schematic diagram of electron energy analyzer in XPS [START_REF] Skoog | Principles of Instrumental Analysis[END_REF] As shown in the illustration, one of the photons of a monochromatic X-ray beam of known energy, hv, displaces an electron, e-, from a K orbital of energy E b . The process can be represented as Eq.80.

A + hν → A + * + e-(Eq.80)

For energy conservation, thus E(A) + h ν = E (A +* ) + E (e -) (Eq.81)

The electron energy is present in the form of kinetic energy (KE) that can be expressed in Eq. 82.

KE = h ν -BE (Eq.82)

Herein BE is binding energy i.e. the difference energy between neutral and ionized atom (Eq. 83)

BE=(E (A +* )-E(A)) (Eq.83)

The kinetic energy of the released photoelectron can be measured using electron energy analyzer and recorded as photoelectron spectrum. Thus, the BE can be calculated according to the Eq. 82. The BE of an electron is characteristic of the atom and orbital which emits the electron [START_REF] Skoog | Principles of Instrumental Analysis[END_REF].

Figure 48 Schematic diagram of FTIR instrument [154]

Fourier-transform infra red spectroscopy (FTIRS)

Electromagnetic radiation of IR at 4000 cm -1 and 400 cm -1 is useful for spectroscopic analysis. IR in this range is absorbed and converted into energy of molecular vibration. The vibrational spectra appear as band that characteristic for every molecule. The analysis of one pass of radiation through the sample will give rise to complete IR spectrum [START_REF] Skoog | Principles of Instrumental Analysis[END_REF]. The schematic diagram of FTIR is presented in Figure 48.

Scanning electron microscopy (SEM) -energy dispersive X-ray (EDX)

SEM is the important technique for obtaining detailed information about physical nature of surfaces with much higher-resolution. The finely focused beam of electron is struck on the solid sample surface to produce SEM image. The beam of electrons is scanning across the sample. The resulted signal is received above the surface (in z direction), stored in a computer, and converted to an image. The types of resulted signal for SEM instrument are a backscattered and secondary electron respectively. Many SEM modern are also equipped with X-ray detector, so-called scanning electron microscopy-energy dispersive X-Ray or SEM-EDX, are more advantage that allow qualitative and quantitative analysis by X-ray fluorescence aid [START_REF] Skoog | Principles of Instrumental Analysis[END_REF]. The intrument of SEM-EDX is presented schematically in Finally, information on interest was extracted from the patterns by using the common pseudo-Voigt function on HighScorePlus software; however, XRD patterns shown herein are not fitted.

XPS

X-ray Photoelectron Spectroscopy was used to characterize surface state. Three representative samples were selected i.e RCF, ACF and ACF@Pt as resulted from optimum condition and analyzed using XPS ESCALAB 250 spectrometer (Thermo Electron, monochromatic radiation source Al K𝝰 = 1486.6 eV). Survey spectra were recorded at a step of 1 eV (transition energy: 150 eV) and highresolution spectra were recorded at a step of 0.1 eV (transition energy: 20 eV).

The measurement of binding energy was corrected on the basis of the energy of C 1s at 284.4 eV, and the quantification was carried out from the corresponding XPS peak area after correction with a suitable sensitivity factor.

FTIRS

Fourier-transporm infrared spectroscopy (FTIRS) analysis was carried out on a Nicolet Nexus FTIR spectrometer (Thermo Electron Corporation). To perform this analysis, the samples were prepared previously as potassium bromide pelleted. About 2 mg of each selected samples (CF, ACF, and ACF@Pt) is crushed and mixed with 100 mg of mg potassium bromide.

SEM

Scanning Electron Microscopy (SEM) was used to analyze texture and morphology of the resulted materials. Those were performed on Hitachi S-4800 microscope.

SEM of biofilm

Before analysis, the bioanode samples were pretreated to strengthen biofilm attachment and to remove water content. To this end, a piece of bioanode (0.5 cm x 0.5 cm x 0.635 cm) was immersed in 4 wt. % of glutaraldehyde solution for 4 hours. Then, the samples were copiously rinsed by water. Dehydration process was carried out by maceration of the samples in a series of graded concentration ethanol solution (20 wt. %, 40 wt. %, 60 wt. %, 80 wt. %, and 98 wt. %) for 10 minutes in each concentration. The samples were then dried in desiccator at room temperature for 24 hour.

SEM-EDX

Scanning Electron Microscopy (SEM) with energy dispersive X-ray (EDX) spectroscopy was used to analyze either texture and morphology or chemical composition of the resulted materials. Those were performed on SEM Zeis EVO HD15 and EDX anlyzer Oxford Instruments X-max N SDD (Institut Europeen des Membranes, France).

TGA

Thermo gravimetric analysis (TGA) was used to determine the metal loading.

Both analyses were conducted on TA Instrument SDT 2960 apparatus equipped with TA Universal Analysis software. In standard test, a representative sample of 15-20 mg was put in a platinum crucible, thermally heated under air flow of 60 mL min -1 at a heating rate of 10 °C min -1 to 600°C followed by an isothermal 60 min at 600 °C and finally heating rate at 10 °C min -1 to 800°C. A second empty crucible was used as reference.

ICP-MS

Inductively couple plasma (ICP) was performed to additional quantitative analysis of the Pt content on the resulted material. Herein, we used ICP-MS, iCAP Q (Thermo Scientific) on the AETE-ISO platform (OSU-OREME/Universite de Montpellier).

Wetability test

Wetability tests were performed by water droplet method as usually being conducted for contact angle measurement. Herein, ultrapure water aliquot of 6 μL is dropped on the electrode. The drop shape was analyzed using a low-bond axis symetric technique.

Chapter 3 Result and Discussion

Study of double chamber microbial fuel cell (DCMFC) powered by garden compost

Garden compost microbial source

In an MFC, the microorganism used as the source for electricity generation are bacteria that are capable of transferring electrons outside their cells, so-called exoelectrogenic or electroactive bacteria (EAB) [START_REF] Logan | Microbial Fuel Cells[END_REF]. Various interesting electroactive inoculum sources such as wastewater [START_REF] Patil | Electroactive mixed culture biofilms in microbial bioelectrochemical systems: The role of temperature for biofilm formation and performance[END_REF], activated and anaerobic sludge [START_REF] Lin | Evaluation of different cellimmobilization strategies for simultaneous distillery wastewater treatment and electricity generation in microbial fuel cells[END_REF], sediment [START_REF] Ewing | Scale-up of sediment microbial fuel cells[END_REF], soil [START_REF] Yu | Remediation of PAH polluted soils using a soil microbial fuel cell: Influence of electrode interval and role of microbial community[END_REF], compost [START_REF] Champavert | Microbial fuel cell based on Ni-tetra sulfonated phthalocyanine cathode and graphene modified bioanode[END_REF], manure [START_REF] Inoue | Electricity generation from cattle manure slurry by cassetteelectrode microbial fuel cells[END_REF], rumen [START_REF] Wang | Rumen microbial volatile fatty acids in relation to oxidation reduction potential and electricity generation from straw in microbial fuel cells[END_REF],

and agro-industrial wastes have been reported [START_REF] Cercado-Quezada | Bioresource Technology Testing various food-industry wastes for electricity production in microbial fuel cell[END_REF].

Garden compost contains a very wide microbial diversity, among which electroactive bacteria. Some reports have shown the possibility of harnessing electroactive bacteria from this source and apply it in an MFC for generating power [START_REF] Champavert | Microbial fuel cell based on Ni-tetra sulfonated phthalocyanine cathode and graphene modified bioanode[END_REF][START_REF] Cercado | Garden compost inoculum leads to microbial bioanodes with potential-independent characteristics[END_REF][START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF][START_REF] Oliot | Removable air-cathode to overcome cathode biofouling in microbial fuel cells[END_REF] In this research, we selected garden compost as microbial source referring to our previous work [START_REF] Champavert | Développement d'électrodes modifiées et d'un bioréacteur électrochimique à flux continu pour une application aux biopiles microbiennes[END_REF] for its basic characterization, as listed in Table 14. Preparation of garden compost as inoculum source was done by lixiviation in 60 mM KCl solution to produce leachate. The role of the KCl solution is to obtain a medium with proper conductivity to support the electrochemical process [START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF].

The garden compost leachate had conductivity of 7.5 mS cm -1 after lixiviation [START_REF] Champavert | Développement d'électrodes modifiées et d'un bioréacteur électrochimique à flux continu pour une application aux biopiles microbiennes[END_REF] .

In this research, we added acetate to the medium in the anodic part of the MFC to feed the electroactive microbes. Acetate is a common substrate for growing anaerobic consortia in MFC that produces higher power and current density than other substrates such as glucose, butyrate, starch, or dextran [START_REF] Parot | Acetate to enhance electrochemical activity of biofilms from garden compost[END_REF]. Acetate is a small organic molecule which has only two carbons, thus it can easily be degraded. This leads to high coulombic efficiency, 65 -90 % [START_REF] Parot | Acetate to enhance electrochemical activity of biofilms from garden compost[END_REF]. In most cases, oxidation of acetate produces 8 electrons (Eq. 84). 

CH 3 COO -+ 4H 2 O → 2HCO 3 -+ 9H + + 8e - (Eq.84)

Growing the bioanode

A bioanode or microbial anode is an anode that is covered by electroactive biofilm. Electroactive bacteria in an inoculum source may grow on the anode to form biofilm in two ways: 1) natural colonization of the microbe on the anode surface and 2) applied constant potential stimulation. In this research, we compared both bioanode-growing methods carried out using garden compost leachate.

Self-growth bioanode

In the first method, the bioanode was grown as the DCMFC started. At the beginning period (the first two weeks), so-called initiation step, most bacteria are still present in planktonic state in the solution (Figure 52a). Over time, the bacteria start to colonize on the anode surface and form a biofilm. As the colony grows larger, the biofilm becomes visible (Figure 52b). Owing to no external potential was applied during the DCMFC operation to growth the biofilm, then we refered this method as self-growth bioanode. The self-developed current may contribute to biofilm development.

Figure 52c shows a clean and smooth surface of the carbon felt fibers, the initial condition before the colonization started. Whereas, Figure 52d gives a closer look that reveals how the biofilm covers the entire of carbon-felt-fiber's surface. Thus, the communication from cell-to-anode can be built intensively through this intact attachment. The biofilm, as developed from garden compost, most probably contains multi-species as reported by Cercado, et al. [START_REF] Cercado | Garden compost inoculum leads to microbial bioanodes with potential-independent characteristics[END_REF]. suggested the molecular mechanism of this electron transfer through EPS is electron hopping as illustrated in Figure 54 [START_REF] Xiao | Extracellular polymeric substances are transient media for microbial extracellular electron transfer[END_REF].

Figure 54

Electron hopping, the molecular mechanism of extracellular electron transfer through EPS, as a natural pathway of microbial extracellular electron transfer [START_REF] Xiao | Extracellular polymeric substances are transient media for microbial extracellular electron transfer[END_REF] At the 28 th day, the MFC's voltages declined, which can be caused by the depletion of ferricyanide in the cathodic solution and/or the depletion of substrate, nutrient, and mineral in the anodic solution those lead to lower activity of the bacterial or even death. Herein, we firstly refreshed the ferricyanide solution as we found its color was getting clear/yellowish fade. After refreshing this cathodic solution, the voltage immediately increased but then decreased sharply and further remained lower for around four days. Thus, we can consider that the decreasing MFC's performance also due to the anodic solution. Therefore at 34 th day, we changed the anodic solution with a fresh garden compost leachate that contains fresh acetate as substrate. Afterall, we observed the MFC's voltages, which rose and reached 300 mV and stayed almost stable for around four days. The next declining of MFC's voltage was due to the depletion of ferricyanide which was indicated by the decolorization of cathodic solution.

The potential changes of the anode, before and after biofilm formation, were measured by LSV. Figure 55a shows the LSV curve of the clean anode (CF) and bioanode (CF@Biofilm). It is clear that the presence of biofilm on the anode has shifted the open circuit potential (OCP) values from positive toward negative potential. The OCP value for the clean anode was +0.1 V vs. Ag/AgCl, whereas for the bioanode was -0.4 V vs. Ag/AgCl. This negative OCP value of the bioanode means that the anodic potential oxidation has increased (where organic substrate oxidation occurred) and also indicates that the electroactivity of the biofilm originated from the garden compost. The pressence of biofilm was also proved by the emergence of an oxidation peak at potential +0.3 V vs. Ag/AgCl as measured electrochemically by CV (Figure 55b). This peak corresponds to the electrochemical reaction of acetate oxidation catalyzed by the cellular metabolism of the bacteria. The CV also revealed a reduction peak at potential -0.5 V vs.

Ag/AgCl, which corresponds to the oxygen reduction reaction due to the presence of oxygen in the anodic part at the beginning. Over time, the oxygen content decreases due to its direct utilization for microbial respiration which explains that it has disappeared in the CF@biofilm (Figure 55b). The dissolved oxygen in the anodic part accepts electrons released by the microbes, which leads to a decrease of the total current generated. This unwanted reaction due to the respiratory metabolism should be avoided by keeping strict anaerobic conditions in the anodic chamber during MFC operation. For certain bacterial species, such as Pseudomonas aeruginosa, anaerobic conditions also support robust biofilm formation [START_REF] Furiga | Impairment of Pseudomonas aeruginosa Biofilm Resistance to Antibiotics by Combining the Drugs with a New Quorum-Sensing Inhibitor[END_REF]. 

Electrochemical bioanode growth

Bioanodes can also be developed by applying a constant potential to an electrode in an electrochemical cell over a period of time [START_REF] Champavert | Microbial fuel cell based on Ni-tetra sulfonated phthalocyanine cathode and graphene modified bioanode[END_REF][START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF]. For this purpose, we were applying a fixed potential, -0.16 V vs. Ag/AgCl, for 21 days consecutively, addapted to these previous works. Figure 56 shows a plot of current evolution vs. time by applying a constant potential for growing a bioanode. The initial condition of the anodic solution was fresh garden compost leachate with 20 mM of acetate as substrate. A very low current was generated during the first consecutive 10 days. We consider that during this period, the oxidation of the acetate as substrate on the clean CF anode, at potential of -0.16 vs Ag/AgCl, is too low. On the 12 th day, the biofilm was visible and the current started to increase. The presence of the biofilm on the anode also is detected by CV (Figure 57).

Figure 57 CV measurement at scan rate 10 mV s -1 to observe electrochemical biofilm formation. CV measurements were conducted on day 0, 7, 16, and 21.

The positive current evolution implies that the oxidation of the acetate was enhanced significantly by the presence of the electroactive biofilm. After 15 days, the current started to decrease, most probably due to the depletion of the acetate.

The same evolution was noted for oxygen reduction, as previously explained. The addition of acetate on the 16 th day readily caused a small rise of the current. The Surprisingly, the DCMFC with CA-growth bioanode, as presented in Figures 58 and59, had lower generated voltages, power density, and OCV than that with a self-grown bioanode. This unexpected lower result emerges due to many factors:

1. The applied potential was not being an optimum condition 2. The different configuration of the electrochemical cell: we used a DCMFC configuration instead of a half-cell one.

Perturbation due to LSV and CV interruption in monitoring biofilm

growth during the application of potential 4. The presence of trace oxygen in the anodic chamber.

This experiment raised the possibility of developing a bioanode directly in DCMFC configuration by using the CA method from garden compost leachate.

However, the both methods result in almost the same performance. Also, the CA method also leads to higher cost and consumes more time. Thus, for our further experiments, we decided to develope the bioanode using the self-growth method.

Effect of structure of anode material

In this research, we used carbon felt (CF) and a graphite bar (GB) for the anode in MFC. Both materials showed their biocompatibility for microbial growth, indicated by the evolution of a significant current. The CF anode clearly produced higher current density than the graphite bar, as shown in The SEM images in Figure 61 show the physical morphology of the clean anode and the anode covered with the biofilm. The clean GB had a rougher surface (Figure 61a) comparing to the CF's fibers (Figure 61c). This rough surface may contribute to better attachment of the biofilm as shown in Figure 61b, where it can be seen that the biofilm covers the GB's surface very well. On the CF-based anode, the biofilm covers every fiber entirely, as shown in Figure 61d. CF's fibrous structure may contribute to the roughness of the surface to facilitate bacterial attachment. Furthermore, it also provides a higher surface area for biofilm coverage.

The behavior of the biofilm attached to the anode can be studied by CV, as shown in Figure 62. The presence of the biofilm led to higher CV area on both the carbon felt anode and graphite bar one. The CV of the clean CF initially showed an oxidation peak at 0.75 V vs. Ag/AgCl which may correspond to acetate oxidation on the bare anode surface. As the biofilm formed, the oxidation peak was shifted to 0.25 V vs. Ag/AgCl and the current increased as well (Figure 62a).

This shows that the improvement of the electrode's electroactivity corresponds to the biofilm formation. The observed reduction peak at -0.5 V vs. Ag/AgCl corresponds to oxygen reduction due to the presence of trapped oxygen in the anodic solution at the beginning time. Figure 62b shows the CV behavior of the bare GB anode with and without biofilm. In this case, the oxidation peak of both electrodes emerged at the same potential, i.e. at 0.3 V vs. Ag/AgCl. Indeed, the higher oxidation current corresponds to the biofilm electroactivity.

The anodic polarization shown in Figure 63 indicates that the presence of biofilm increased the anodic electroactivity since its open circuit potential, OCP, shifted to a more negative potential. Basically, the anode's OCP was between -0.4 to -0.5 V vs. Ag/AgCl [START_REF] Cercado | Garden compost inoculum leads to microbial bioanodes with potential-independent characteristics[END_REF]. We found that the OCP value of the bioanode based on CF was very close to that found in the litterature. Therefore, the lower anodic overpotential contributed to higher voltage generation. The LSV curves of the two bioanodes show sigmoidal shapes, which imply a typical electrocatalytic activity correspond to substrate oxidation [START_REF] Virdis | The nanostructure of microbially-reduced graphene oxide fosters thick and highly-performing electrochemically-active biofilms[END_REF][START_REF] Fricke | On the use of cyclic voltammetry for the study of anodic electron transfer in microbial fuel cells[END_REF] as the formation of electroactive biofilm. The sigmoidal curve of CF@Biofilm has a higher anodic current compared to the GB@Biofilm. The high surface of CF enables to provide higher surface area for bacterial attachment, which leads to wider biofilm coverage on the anode surface hence results in a higher current improvement. Figure 63 LSV curves, recorded at scan rate of 5 mV s -1 , for the polarization of the anodes based on CF and GB, respectively, before and after biofilm formation.

Modification of the anode

Incorporating a nanoscale material such as metallic nanoparticles (NPs) seems promising to provide better interaction with the biological system due to its comparable dimension and special electronic properties [START_REF] Jiang | Nanoparticle Facilitated Extracellular Electron Transfer in Microbial Fuel Cells[END_REF]. For example, gold nanoparticles have been reported to promote an efficient electron transfer at biological interfaces [START_REF] Jiang | Nanoparticle Facilitated Extracellular Electron Transfer in Microbial Fuel Cells[END_REF]. Anchoring metal nanocatalyst is also commonly used as strategy to enhance the electrochemical surface active area and spread catalytic active sites as well [START_REF] Gnana Kumar | Conductive Polymer/Graphene Supported Platinum Nanoparticles as Anode Catalysts for the Extended Power Generation of Microbial Fuel Cells[END_REF]. Pt nanocatalyst is well known as efficient catalyst for most electrochemical reactions [START_REF] Gnana Kumar | Conductive Polymer/Graphene Supported Platinum Nanoparticles as Anode Catalysts for the Extended Power Generation of Microbial Fuel Cells[END_REF]. Thus, we tried to elaborate Pt nanoparticlemodified CF (CF@Pt) as anode in our DCMFC system. Figure 64 shows the current evolution curve of the MFC with Pt modified anode.

Herein, we observe a longer initiation period (black curve) during the application of CF@Pt, i.e. 20 days, which longer than for the bare CF. It seems that the presence of the Pt lowered the kinetics of the biofilm formation on the anode.

During the initiation period (0-25 days), the current generated by the MFC with the Pt anode was low. The effect of the platinum seems to decrease the kinetic of biofilm formation. After the biofilm formation (>25 days), the current was boosted compared to the conventional anode. This could indicate a contribution of the Pt nanoparticles on the anode surface. The Pt slows down the biofilm formation but does not permanently modify the electrical connection. Indeed, the current observed after this step showed a large increase. The role of the Pt can be considered to enhance the extracelullar electron transfer (EET) but it may also stimulate the generation of mediator by its interaction with the biofilm membrane and many species in the solution. The generated power density is also three times higher (Figure 64b). Figure 67 Voltage generation indicating the performance of old bioanodes i.e. the CF@Pt@biofilm and the CF@Biofilm respectively in the DCMFC. The anodic solution contained only 60 mM KCl contain 20 mM acetate whereas cathodic solution was a ferricyanide solution.

In general, both old bioanodes showed an initial generated voltage of 20 mV that increased progressively over time. This implies that the old bioanodes remained active after one-month storage. Indeed, the bioanode containing Pt NPs, CF@Pt@Biofilm, revealed faster as well as higher voltage generation. This most probably related to the contribution of Pt NPs, which improve the extracellular electron transfer between microbial membrane cell and anode. The bioanode without the Pt NPs not only resulted in significantly lower but also slower voltage generation due to its poor electronic transfer. The voltage seems to start increasing after 60 hours, which indicates a slower beginning of bioelectroactivity for this electrode.

Biocompatibility of the garden compost leachate toward phosphate buffer in MFC

It is obvious to elaborate the buffer system, such as phosphate buffer, in MFC experiment [START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF]. The purposes of buffer addition are to maintain a constant pH that supports bacterial life, to improve the proton transport inside the biofilm [START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF], and to increase the conductivity of the medium [START_REF] Pocaznoi | Towards an engineering-oriented strategy for building microbial anodes for microbial fuel cells[END_REF]. In this research, we conducted three independent experiments that used buffered anodic solution. The experiments were carried out by switching the non-buffered garden compost leachate in an on-going DCMFC to a fresh buffered one. At the same time, the cathodic solution was also replaced with the fresh ferricyanide solution. Thus, we obtained the new fresh conditions for both compartments of the MFC. We referred to this as the new initial condition for the MFC with buffer system medium. Furthermore, we compared the power generation with the related nonbuffered MFC over an equal period of time. The three experiments with the buffered medium systems are presented in Figure 68.

The voltage generation listed in Figure 68 shows that phosphate buffer is compatible with garden compost leachate and its electroactive bacteria inside the anodic compartment of the MFC. The voltages increased and reached its maximum value around twice faster in the buffered system than in the nonbuffered one. In the first experiment, Figure 68a, shows significant enhancement of the voltage. While, the second experiment (Figure 68b) shows the voltage that increased readily after changing the anodic medium with the buffered system. In the non-buffered system, the voltage took longer to reach its maximum value.

Figure 68c shows the buffered system not only generated voltage faster but also resulted in better stabilization. Table 15 indicates that the buffered systems are able to maintain the anodic pH during the operation. In general, the presence of a buffer gives a positive contribution to the performance of the MFC. 

Cathodic compartment of the DCMFC

In our DCMFC experiment, we used ferricyanide solution as terminal electron acceptor in the cathodic part. Ferricyanide is well known as a common powerful terminal electron acceptor in MFC. Ferricyanide has low overpotential which results in a faster reaction and higher power output [START_REF] Ucar | An overview of electron acceptors in microbial fuel cells[END_REF]. The ferricyanide species are reduced on the cathode to ferrocyanide according to Eq. 85.

[Fe(CN) 6 ] 3-+ e -→ [Fe(CN) 6 ] 4- (Eq.85) 

Consumption of the catholyte

Ferricyanide solution is an effective terminal electron acceptor in the classical MFC systems. However, once it is consumed, it is hard to regenerate it chemically. Therefore, the ferricyanide needs to be refreshed periodically to maintain power production. We observed that consumption of ferricyanide solution depends on the performance of the MFC. The higher the voltage produced, the faster the ferricyanide is consumed as shown in Figure 70. Herein, an MFC that produces 300 mV on average depletes ferricyanide in around five days (115 hours). This means that to maintain this performance, we need to reload the ferricyanide weekly. Roughly calculated, one unit of our DCMFC system needs almost 500 mL ferricyanide solution per month. This indicates the poor sustainability of the ferricyanide solution as terminal electron acceptor in a DCMFC system.

Effect of the cathode

In the DCMFC experiments, we have involved several cathode materials such as unmodified commercial stainless steel plate (SSP), electroactivated carbon felt (ACF) and Pt-modified carbon felt (ACF@Pt). Figures 71 and72 show the performance of the DCMFC with the application of these cathodes. The results

show that ACF@Pt gave the best performance. Indeed, the presence of platinum increased the electron transfer process and lowered the overpotential. The ACF gave better performance than the SSP due to its fibrous structure, which provides a larger real surface area. The different results of these experiments may also imply that the performance of the MFC is limited by the cathodic part. 

Microbial fuel cell-vanadium redox flow battery (MFC-VRFB) system

The poor sustainability of ferricyanide solution led us to look for another terminal electron acceptor. We considered that the vanadium system might be a proper candidate as an alternative terminal electron acceptor [START_REF] Zhang | Simultaneous removal of sulfide and organics with vanadium (V) reduction in microbial fuel cells[END_REF][START_REF] Zhang | Simultaneous reduction of vanadium (V) and chromium (VI) with enhanced energy recovery based on microbial fuel cell technology[END_REF][START_REF] Zhang | Simultaneous microbial and electrochemical reductions of vanadium (V) with bioelectricity generation in microbial fuel cells[END_REF]. Elaboration of vanadium solution in the cathodic part of an MFC mimics the vanadium redox flow battery (VRFB), leading to a new system, so-called bio-VRFB. The DCMFC with the vanadium electron acceptor has generated almost the same voltage (Figure 74) as that with the ferricyanide system (at the same concentration). However, the vanadium is depleted around three times faster than the ferricyanide which indicated by its rapid color change. The higher kinetic of reduction vanadium can be considered due to its higher potential reduction (+0.991 V vs. SHE) than ferricyanide (+0.361 V vs. SHE). Thus, more frequent cathodic solution replacement is needed to maintain the performance.

VO 2 + + 2H + + e -→ VO 2+ + H 2 O, E = 0.991 V vs. SHE (Eq.86)

VO 2+ + 2H + + e -→ V 3+ + H 2 O, E = 0.337 V vs. SHE (Eq.87)

Herein we involved the low pH (2 at the beginning) in the cathodic solution.

There is a possibility of proton to cross the membrane toward the anodic solution which can create an acidic condition. However, we observed the pH in the anodic part relatively stable due to the use of PBS in garden compost leachate. The PBS can maintain the pH in the anodic solution. The pH fresh garden compost leachate with PBS was 6.8 at the beginning. While, at the end of MFC operation, the pH of garden compost leachate became 6.4. The other possibility is the protons in the cathodic solution were consumed to reduce the vanadium species, as shown in the Eqs. 86 and 87. Thus, no proton across the membrane toward the anodic solution.

The measured pH of the cathodic solution at the beginning and at the end of MFC operation respectively was 2.18 and 8.32.

Figure 74

Comparison of ferricyanide and vanadium solution, at the same concentration, as electron acceptor in the DCMFC, toward its voltage evolution. Anode was carbon felt based bioanode (CF@Biofilm) and cathode was electroactivated carbon felt (ACF). Yellow arrows shows the refreshing ferricyanide solution and green arrows imply refreshing of vanadium solution.

Effect of acidic catholyte solution

The elaboration of an acidic solution in the cathodic part of the DCMFC with the ACF@Pt electrode results in a highly fluctuating voltage generation, as shown in Figure 75. An acidic solution, or a high proton (H + ) concentration, stimulates high voltage generation. This implies the presence of proton reduction, which contributes to increase of voltage. Where, the presence of Pt NPs on the electrode contributes largely to catalysis of the proton reduction. The protons were consumed rapidly as indicated by the immediately increasing or decreasing voltage. Owing to the cathodic batch system, it was difficult to maintain the constant pH. It was observed that at low voltage, pH increased up to 9-10 due to the protons depletion. This phenomenon would raise other promising applications of the DCMFC system, for example as a hydrogen generator, which usually helped by applying an external potential so-called microbial electrolysis cell (MEC) [START_REF] Logan | Microbial Electrolysis Cells for High Yield Hydrogen Gas Production from Organic Matter[END_REF]. When buffer solution (pH 7) was used in the cathodic solution with ACF@Pt as the cathode, a constant voltage was obtained (Figure 76). Its lower voltage also indicates that the proton reduction was limited. Another test was done with the ACF cathode in acidic cathodic solution. It clearly showed that, without Pt, the generated voltage was constant and significantly lower.

Figure 76

Stability of the voltage evolution corresponding to the pH of the cathodic solution peak / I cathodic peak equal to 1 (Figure 78a). The poor reversibility may be due to kinectic limitations. Furthermore, the plot of the cathodic and anodic current peak toward the square root of the scan rate shows a good linearity (Figure 78b). Because its fibrous structure and hydrophobicity, mimics the gas diffusion layer, its conductivity and high surface area for loading catalyst, CF is suitable for airbreathing cathode in MFC application [START_REF] Merino-Jimenez | Carbon-Based Air-Breathing Cathodes for Microbial Fuel Cells[END_REF].

We started our experiments by the electrochemical characterization of CF in an air-breathing electrode configuration (i.e. under oxygen). The CV profile of the CF air-breathing cathode in PBS solution (pH 7) (Figure 79a) gives a welldefined voltammogram, which shows the reduction of oxygen at the negative region (-0.6 V vs. Ag/AgCl). The plot of oxygen reduction current toward the square root of various scan rates from 10 mV s -1 to 100 mV s -1 gives a straight line (Figure 79b) as predicted by Randles-Sevick equation [START_REF] Gau | Electrochemical molecular analysis without nucleic acid amplification[END_REF] which is characteristic of a reaction limited by the diffusion. This results show the capability of CF to facilitate ORR process in neutral pH solution in an electrochemical system. Further investigation of CF as air-breathing electrode was the study of its electrochemical response in an air-breathing configuration under different exterior gas atmospheres i.e. nitrogen, free air, and oxygen. In this experiment, the studied gas was flowed into the second chamber during electrochemical measurement to allow interfacial contact with the CF air-breathing electrode. We also studied the ORR performance of the CF air-breathing electrode under external dissolved-oxygen atmosphere. In this experiment, the second chamber was filled with oxygen-saturated water during electrochemical measurement. The results (Figure 81b) clearly show a decrease of ORR current signal of CF airbreathing electrode under this dissolved-oxygen environment due to more limited oxygen content.

In short, this section revealed that CF is a proper material to be used for airbreathing cathode substrate. However, its direct application as air-breathing cathode is not attractive due to its low ORR performance. Therefore, modification of the CF is necessary to yield a high performance air-breathing cathode.

3.3

Polypyrrole-platinum modified carbon felt (CF@PPy@Pt) air-breathing cathode: preparation, characterization, and application

Preparation of air-breathing cathode

In this work, modification of CF was carried out by integrating conductive polymer i.e. polypyrrole with platinum nanoparticles as common catalyst for ORR. The modification of CF by polypyrrole-Pt involved two main steps: 1) coating polypyrrole through electropolymerization; 2) electrodeposition of Pt.

Both electropolymerization and electrodeposition (Figure 82a,b) were conducted in our customized cell (Figure 42).

The polypyrrole was directly electropolymerized onto a localized area of the CF surface through CV method in an electrochemical cell with air-breathing configuration. The addition of a PPy layer on the CF surface aimed to introduce N functional groups, which may generate hydrogen bonds than improve aqueous solution-contacted ability properties of the material. Moreover, the presence of N functional groups may also hold ionic Pt before electroreduction. This will help to distribute the Pt throughout the projected area.

Electrochemical characterization

The CV of CF, CF@PPy, and CF@PPy@Pt respectively was also conducted directly on air-breathing electrode configuration in PBS solution at pH 7 and room temperature under nitrogen atmosphere. The addition of PPy gives an increasing peak at potential of -0.5 V vs. Ag/AgCl, which revealed its ORR potential improvement, emerging from the nitrogen content (Figure 83a). However, the voltammogram (Figure 83b) skyrockets after Pt loading. Figure 83 In situ CV of CF and CF@PPy (a) and CF@PPy@Pt (b) air-breathing electrode at scan rate of 20 mV s -1 in PBS solution under nitrogen atmosphere.

The LSV measurements of the three air-breathing electrodes were also carried out in PBS solution under external oxygen atmosphere to evaluate the ORR performance of each electrode. From the LSV curve presented in Figure 84a, the presence of Pt NPs boosted the ORR performance of the air-breathing electrode.

The CA curves of the three air-breathing electrodes (Figure 84b) show their stability toward ORR. It is clear that the platinum-modified type generated the highest current compared to the two others. It is also important to compare the LSV curve of CF@PPy@Pt in nitrogen, air, and oxygen atmosphere respectively, as shown in Figure 84c to give a proof that the high peak current is really correlated to ORR rather than to proton reduction due to Pt. The LSV curve (Figure 84c) under nitrogen atmosphere shows that the proton reduction seems to have occurred at potential below -0.8 V vs. Ag/AgCl. Therefore the contributions of Pt toward ORR and proton reduction can be differentiated from each other.

Figure 84d shows a comparison of the CA curve in PBS solution at -0.6 V vs.

Ag/AgCl under the three atmospheres (nitrogen, oxygen, air). Each gaseous atmosphere leads to a different reduction current value. With the potential at -0.6 V vs. Ag/AgCl, the reduction current under oxygen atmosphere achieved around four-times higher than under nitrogen atmosphere. This gives an additional proof that ORR is more prominent at this potential than proton reduction.

Figure 84 LSV at scan rate 20 mV s -1 (a) and CA at -0.6 V vs. Ag/AgCl of (b) the CF, CF@PPy, and CF@PPy@Pt air-breathing electrodes respectively, under oxygen atmosphere. The LSV curve (c) and CA at -0.6 V vs. Ag/AgCl (d) of CF@PPy@Pt air-breathing electrode under nitrogen, free air, and oxygen atmosphere.

Air-breathing cathode for SCMFC: application of CF@PPy@Pt

Having found the potential performance of CF@PPy@Pt as air-breathing electrode, we then tried to elaborate it as air-breathing cathode in an MFC system powered by garden compost. Initially, we performed the MFC operation in a square acrylic reactor as previously described for electrochemical characterization. Figure 85 shows CF@PPy@Pt as a promising air-breathing cathode. Herein, the role of Pt is very important since we observed very low performance by the MFC with unmodified CF air-breathing cathode. It is generally known that Pt is an excellent catalyst, especially for ORR. Therefore, Pt is the most frequently used catalyst in air-breathing cathode systems for fuel cells. However, the generated current from our MFC was not yet satisfactory. This was suspected to be due to the design of the MFC reactor, which had a large top opening, which then disturbed the anaerobic environment in the anodic chamber (Figure 86a).

This suspicion was then confirmed after we turn the MFC operation into a glass tube-shaped reactor with a narrower top opening (Figure 86b), which allows a completely anaerobic environment in the anodic chamber. The current generated was boosted significantly in anaerobic conditions. The presence of oxygen in a partially anaerobic chamber may capture the generated electrons, which decreases the total generated current. Therefore, the anaerobic conditions in the anodic chamber should be maintained strictly during MFC operation to prevent these losses.

Figure 86 SCMFC experiment with CF@PPy@Pt air-breathing cathode in different reactor: (a) square-shaped acrylic with its wide top opening, which allow partially anaerob condition in anodic chamber, and (b) tube-shaped glass reactor with narrower top opening, which keeps better anaerobic condition in anodic chamber

Table [START_REF] Debe | Electrocatalyst approaches and challenges for automotive fuel cells[END_REF] OCV determined from the polarization curve Air-breathing cathode OCV (mV) CF@PPy@Pt-partially anaerob 247 CF@PPy@Pt 486 CF@PPy 204 CF@PPy-membrane-less 301

CF ~0

Table 16 summarizes the OCV value extracted from polarization curve.

Incomplete anaerobic conditions in the anodic part also drastically dropped the OCV value of the MFC. The presence of oxygen may increase the anodic overpotential [START_REF] Santoro | Power generation from wastewater using single chamber microbial fuel cells (MFCs) with platinum-free cathodes and pre-colonized anodes[END_REF], and hence decrease the OCV. Indeed, the Pt-modified airbreathing cathode (CF@PPy@Pt) has lower cathodic overpotential than its non Pt-modified (CF@PPy), therefore it generates a higher OCV value.

We also applied CF@PPy as air-breathing cathode in MFC operation to find out the role of each part in the cathode. Figure 85 clearly shows the MFC performance greatly correlates with the presence of Pt in the air-breathing cathode system. However, PPy itself has a role in increasing the MFC's performance when compared to using a CF air-breathing cathode. Incorporating a conductive polymer such as PPy means addition of active sites for electrocatalytic reaction on the air-breathing cathode [START_REF] Feng | A dual-chamber microbial fuel cell with conductive film-modified anode and cathode and its application for the neutral electro-Fenton process[END_REF].

The remaining part of our study involved comparing a membrane and a membraneless MFC performance with the CF@PPy air-breathing cathode. The membrane is used as proton exchange membrane, connected directly to the airbreathing cathode, which is aimed not only at facilitating selective transport of protons [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF] but also at preventing transfer of oxygen into the anode chamber [START_REF] Rahimnejad | A review on the role of proton exchange membrane on the performance of microbial fuel cell[END_REF][START_REF] Lee | Effects of proton exchange membrane on the performance and microbial community composition of air-cathode microbial fuel cells[END_REF]. However, removing Nafion in this MFC operation was increased the current generated and its power density instead of decreasing them. This result also aligns with has been reported by Liu, et al [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF]. The addition of PEM increases the internal resistance, which lowers the MFC power output [START_REF] Rahimnejad | A review on the role of proton exchange membrane on the performance of microbial fuel cell[END_REF][START_REF] Lee | Effects of proton exchange membrane on the performance and microbial community composition of air-cathode microbial fuel cells[END_REF].

The improved performance of membraneless MFC with the CF@PPy airbreathing cathode is definitely due to PPy contribution. The PPy layer is considered to facilitate proton transfer and gas distribution, prevent leakage, and catalyze ORR as well [START_REF] Feng | One-step fabrication of membraneless microbial fuel cell cathode by electropolymerization of polypyrrole onto stainless steel mesh[END_REF]. Due to its multifunctional properties, PPy layer incorporation has been routed to develop a membraneless SCMFC [START_REF] Feng | One-step fabrication of membraneless microbial fuel cell cathode by electropolymerization of polypyrrole onto stainless steel mesh[END_REF]. The elimination of PEM in the MFC system reduces operation costs significantly [START_REF] Liu | Electricity Generation Using an Air-Cathode Single Chamber Microbial Fuel Cell in the Presence and Absence of a Proton Exchange Membrane[END_REF][START_REF] Lee | Effects of proton exchange membrane on the performance and microbial community composition of air-cathode microbial fuel cells[END_REF].

Finally, we compared the SCMFC performance with its equivalent DCMFC. In DCMFC operation, we involved ferricyanide solution as powerful terminal acceptor electron instead of oxygen [START_REF] Rinaldi | Engineering materials and biology to boost performance of microbial fuel cells: a critical review[END_REF]. Unsurprisingly, the performance of DCMFC in this experiment was slightly higher than that of the SCMFC (Figure 87). However, elaborating ferricyanide and generally any other liquid-phase terminal electron acceptor provokes other problem issues, especially unsustainability and potential wastes [START_REF] Rinaldi | Engineering materials and biology to boost performance of microbial fuel cells: a critical review[END_REF]. The power density and OCV of the SCMFC turned out to be comparable. Optimistically, the SCMFC system can be improved to exceed the DCMFC's performance.

Figure 87

Comparison of MFC performance between classical double chamber and single chamber MFC with air-breathing cathode system, as expressed in power density and polarization curve.

To conclude Section 3.3, the elaboration of either conductive polymer or Pt NP catalyst in materials for air-breathing cathode proposes a different approach of material development. Herein, air-breathing cathode was fabricated by electropolymerization of pyrrole directly onto carbon felt following by electrodeposition of Pt. The SCMFC with this air-breathing cathode system also showed a promising performance, which underpin a successful transformation of double chamber MFC into single chamber one.

Platinum-modified carbon felt (ACF@Pt): material development and characterization

Pre-synthesis of material

In this work, we have grown Pt directly on CF without using any other binders or additives in an attempt to obtain a simple and easy route for synthesis process.

However, the preliminary experiment showed that direct electrodeposition of Pt on raw CF gave unsatisfactory results. The high hydrophobicity of the CF resulted in strong repulsion force that led to inadequate contact between the aqueous electrolyte and the surface. Indeed, this poor wettability limits its electrochemical activity. Therefore, pretreatment of raw CF is necessary prior to further processing.

Pretreatment of raw CF was carried out by electrochemistry in sulfuric acid to form electroactivated CF (ACF). Electrochemical oxidation of carbon fiber-based material in strong oxidizing acids such as nitric acid, sulfuric acid, phosphoric acid, or their mixture have been reported [START_REF] Zhang | Electrochemical activation of graphite felt electrode for VO 2 + /VO 2+ redox couple application[END_REF][START_REF] Caballero-Manrique | Electrochemical Oxidation of the Carbon Support to Synthesize Pt(Cu) and Pt-Ru(Cu) Core-Shell Electrocatalysts for Low-Temperature Fuel Cells[END_REF]. Introducing an oxygenated surface compound by electrochemical oxidation may follow the consecutive formation of hydroxyl, carbonyl, and carboxyl groups according to the following reaction sequence:

=C-H  =C-OH  C=O  -COOH
Electroactivation was carried out by CV at potential range 0 to 1.5 V vs. Ag/AgCl for 30 cycles. Applying this potential to the surface of the CF in acidic solution enables to oxidize carbonaceous structure, generating oxygenated functional groups on the CF surface. The oxidation of carbon in acidic condition induces the reactions given in Eqs. 88 and 89.

C + 2e-+ 2H + + O 2  C=O + H 2 O (Eq.88)
C=O + e-+ H +  C-OH [START_REF] Shao | Comparative investigation of the resistance to electrochemical oxidation of carbon black and carbon nanotubes in aqueous sulfuric acid solution[END_REF] (Eq.89)

Structural investigation of the generated oxygenated functional groups was conducted by XPS. This surface analysis technique ables to reveal the chemical composition of CF, before and after electroactivation. Figure 88 shows the survey scan spectra of both materials with characteristic peaks of C1s and O1s at binding energy 284.5 eV and 532 eV respectively. Herein, the characteristic O1s spectrum of the ACF is almost five times higher than that of the CF. Moreover, the increase of O1s intensity was automatically accompanied by a decrease of C1s. These are confirming the successful generation of oxygenated functional groups after electroactivation. Since the ACF is hydrophilic, it becomes more accessible toward electroactive species. Therefore, the redox process occurs over the entire surface, which results in higher both oxidation and reduction currents, as shown in Figure 91. The electroactive surface area can be calculated based on the Randles-Sevcick equation (Eq. 90). The calculated electroactive surface area is then 7 cm 2 for RCF and 46.9 cm 2 for ACF. This increase is mainly realted to the increase of the hydrophilicity of the surface after oxidation step.

I p = 2.687 x 105. A. C. n 3/2 . D 1/2 . ν 1/2 (Eq.90)

Where, Ip is peak current (A), A is the electroactive area (cm 2 ), C is concentration of electroactive molecule (mol cm -3 ), n is the number of exchanged electrons, D is the diffusion coefficient (cm 2 s -1 ), and υ is the scan rate (V s -1 ).

Figure 91

Voltammograms obtained on RCF and ACF under nitrogen atmosphere and 10 mM K 3 Fe(CN) 6 (in 1 M KNO 3 ) at 10 mV s -1 .

Electrodeposition of Pt on ACF

In this section, we have grown Pt nanoparticles directly on the ACF surface by electrodeposition method with the advantages of being able to work under mild operation conditions (ambient room condition) [START_REF] Arenas | Electrodeposition of Platinum on Titanium Felt in a Rectangular Channel Flow Cell[END_REF] and at low concentrations [START_REF] Arenas | Electrodeposition of Platinum on Titanium Felt in a Rectangular Channel Flow Cell[END_REF].

Herein, we used chloroplatinic acid (H 2 PtCl 6 ) aqueous solution as Pt precursor at concentration from 1 to 7 mM). The resulting pH was 2. The species present at this acidic pH are PtCl 6 2-and its hydrolysis products according to Eqs. 91 and 92 [START_REF] Yasin | Studies of the electrodeposition of platinum metal from a hexachloroplatinic acid bath[END_REF].

PtCl 6 2-+ H 2 O → PtCl 5 (H 2 O) -+ Cl - (Eq. 91) PtCl 5 (H 2 O) -+ H 2 O → PtCl 5 (H 2 O) 2 + Cl - (Eq. 92)
Before electrodeposition, we then adjusted the solution to pH 9. This alkaline condition is able to minimize hydrogen evolution reaction, which is well known to cause low efficiency during Pt electrodeposition [START_REF] Arenas | Electrodeposition of Platinum on Titanium Felt in a Rectangular Channel Flow Cell[END_REF]. In alkaline solution, H 2 Pt(OH) 6 is predominant since a high concentration of hydroxyl shift the equilibrium reaction (Eq. 93) rightward [START_REF] Arenas | Electrodeposition of Platinum on Titanium Felt in a Rectangular Channel Flow Cell[END_REF].

H 2 PtCl 6 + 6OH -→ H 2 Pt(OH) 6 + 6Cl - (Eq. 93)
Than the electrodeposition reaction can be generalized, as expressed in Eq. 94 [START_REF] Arenas | Electrodeposition of Platinum on Titanium Felt in a Rectangular Channel Flow Cell[END_REF].

H 2 Pt(OH) 6 + 4e-→ Pt + 2H 2 O + 4OH - (Eq. 94)
Electrodeposition was conducted by chronoamperometry (CA), at -0.6 V vs.

Ag/AgCl that significantly lower than the standard redox potential (0.5 V vs Ag/AgCl). This large overpotential was aimed at ensuring the driving force was thermodynamically sufficient for deposition and growth of Pt(IV) to Pt(0) [START_REF] Kosimaningrum | Surfactant-and Binder-Free Hierarchical Platinum Nanoarrays Directly Grown onto a Carbon Felt Electrode for Efficient Electrocatalysis[END_REF].

The large overpotential is also important to drive nucleation [START_REF] Duarte | Platinum particles electrodeposition on carbon substrates[END_REF].

Electrochemical performance

We used the LSV method to evaluate the ORR performance and the CV method to calculate electrochemical surface active area (ECSA).

Oxygen reduction reaction (ORR)

Oxygen reduction can proceed through two mechanisms: 1) oxygen combines with 4 electrons and protons directly (4-e transfer mechanism), 2) oxygen is reduced in two consecutive steps involving a 2-electron transfer, which produces hydrogen peroxide as the intermediate (2-e transfer mechanism) [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF]. As the material will be routed to the air-breathing cathode in the MFC, therefore the ORR is expected to follow the 4-electron transfer mechanism (Eq. 95). [START_REF] Khilari | Biosensors and Bioelectronics Manganese cobaltite / polypyrrole nanocomposite-based air-cathode for sustainable power generation in the single-chambered microbial[END_REF].

O 2 + 4H + + 4e -→ 2H 2 O (Eq. 95)
The ORR performance evaluation of RCF, ACF, and ACF@Pt respectively was conducted by LSV under saturated oxygen atmosphere (Figure 92a). The ORR performance is rationally increased in the progressive order, RCF<ACF< ACF@Pt.

Figure 92b shows the polarization curve recorded in KOH solution on the ACF@Pt electrode under nitrogen (dashed line) and oxygen (solid line)

atmosphere. The LSV curve under oxygen atmosphere exhibits a significantly higher current over the entire potential region. The ORR polarization curve obtained was a typical LSV curve which can be divided into two regions, as adapted to Ref [START_REF] Garsany | Experimental methods for quantifying the activity of platinum electrocatalysts for the oxygen reduction reaction[END_REF]: 1) a steep reduction wave at -0.2 < E < 0.1 V vs. Ag/AgCl indicating a mixed kinetic-diffusion control, and 2) a wave (plateau for RDE curve) at -0.9 < E < -0.2 V vs. Ag/AgCl showing diffusion-limited current density.

Figure 92 LSV curve in 0.1 M KOH solution at scan rate 5 mV s -1 of (a) RCF, ACF and ACF@Pt under saturated oxygen atmosphere and (b) ACF@Pt electrode under saturated nitrogen and oxygen atmosphere.

Electrochemical active surface area (ECSA)

The CV of the material was recorded in KOH solution under nitrogen atmosphere (Figure 93). We can divide the CV into three regions: 1) at potential -0.9 < E < -0.5 V vs. Ag/AgCl as typical hydrogen adsorption/desorption wave on the Pt electrode surface 2) the region at -0.5 < E < -0.3 V vs. Ag/AgCl as double layer charging and 3) region at -0.3 < E < 0 V vs. Ag/AgCl as Pt surface oxidation and Pt oxide reduction in the positive-going scan and at its reverse, respectively.

The ECSA can be determined from the hydrogen desorption charge (Q exchange- charge ) wave in the first region in the positive-going scan. Q exchange-charge was calculated with Eq. 96 using Origin 9 software application and corrected by double layer charge (green raster in Figure 93). Then, the electrochemical active surface area was calculated using Eq. 97. Whereas, Q monolayer is associated with the adsorption/desorption of the formed Pt Hads monolayer. It is also obvious to calculate the specific electrochemical active surface area (SECSA) by normalization toward the geometric surface area (A g ) of the electrode and the Pt loading (L pt ). SECSA is commonly reported as m 2 g Pt -1 [START_REF] Garsany | Experimental methods for quantifying the activity of platinum electrocatalysts for the oxygen reduction reaction[END_REF] .

         final initial E E e ch exchanged dE E i v Q ) ( 1 arg (Eq. 96) ) . ( ) ( ) ( 2 arg 2    cm C Q C Q cm ECSA
ECSA and SECSA values according to our results are presented in Tables 17 and18.

Effect of electrodeposition method

The electrodeposition of Pt on the ACF has been conducted both by CV and CA method. The CA electrodeposition method leads to higher ECSA and better ORR performance (Figure 94). This gap corresponds to the amount of deposited Pt.

The CV electrodeposition method applies cyclic scanning at different potentials which might reoxidize the already deposited Pt. To mimic its real application in an MFC, it is also necessary to record the LSV and ECSA of the electrode in neutral pH to mimics its real application in MFC.

The LSV curve and CV in PBS solution (pH 7) exhibit the same behavior as in KOH solution (Figures 96b,d). However, the resulted lower current density in the PBS solution is considered due to the lower pH.

Both the ECSAs and SECSAs were calculated, as summarized in 

Effect of concentration

To maximize the Pt particle loading, its dependence toward hexachloroplatinic acid concentration as the precursor was also studied, with a reaction time of 1 hour as the best compromise. While, those were resulted from 3 to 7 mM seemed to reach a plateau ORR performance. The electrode, as resulted from 7 mM concentration, revealed lower ORR performance in the PBS solution (Figure 97d). Thus, we considered 5 mM to be the best precursor concentration to develop the ACF@Pt electrode. A higher concentration will result in the formation of bigger particles, which decreases the utilization efficiency of the catalyst. Hence, the accessibility of O 2 molecules to all Pt atoms in each particle is limited [START_REF] Kosimaningrum | Surfactant-and Binder-Free Hierarchical Platinum Nanoarrays Directly Grown onto a Carbon Felt Electrode for Efficient Electrocatalysis[END_REF]. 

Effect of thermal treatment

Thermal treatment plays an important role in the transformation of the Pt layer into very well defined Pt particles and in the elimination of contaminants [START_REF] Le | Gold particles growth on carbon felt for efficient micropower generation in a hybrid biofuel cell[END_REF].

Therefore we carried out heat treatment at temperatures of 400, 600, and 1000 o C respectively under nitrogen atmosphere for 1 hour. The results are presented in performance of all electrodes had decreased after thermal treatment (Figure 98c).

The voltammogram recorded in the ferricyanide solution (Figure 98d) also exhibited the decreasing trend of real surface area due to the thermal process effect. Further investigation under SEM (Figure 103), revealed that the Pt particles were melted at this high temperature and subsequently decreased the its performance [START_REF] Guisbiers | Size-dependent catalytic and melting properties of platinum-palladium nanoparticles[END_REF].

Platinum mass loading quantification

Platinum mass loading is one of the key parameters in developing cost-effective catalysis materials. High Pt loading leads to increase the construction costs.

Moreover, a large Pt loading decreases the SECSA. Nevertheless, Pt loading that is too low also lead to more H 2 O 2 produced [START_REF] Taylor | The Effect of Platinum Loading and Surface Morphology on Oxygen Reduction Activity[END_REF]. Herein, we determined the Pt mass loading through both theoretical calculation and experiments.

Experimentally, we carried out thermogravimetric analysis (TGA) and inductively couple plasma (ICP) to several representative samples to determine the exact amount of Pt loading. The Pt mass loading of all representative samples are listed in Table 19. The theoretical calculation of Pt mass loading is possible according to Eq. 98.

This correlates to the maximum amount of Pt that can be loaded.

mPt-th= V. C. M Pt (Eq. 98)

Where, V and C are respectively volume and concentration of chloroplatinic acid as platinum source, M is atomic molar mass of platinum.

The electrodeposited Pt mass was also evaluated by Faraday's Law applied to our electrolysis conditions (Eq.99). Herein, we found that the Pt content, as calculated by Faraday's law is higher than theoretical and experimental result. This due to the evoluted current (I) during electrodeposition was larger than expected, hence give a larger total electric charge (Q) that involve in Faradic mass calculation.

Figure 99 shows TGA curves for the ACF@Pt samples and the blanks (RCF, ACF). Carbon combustion started at around 450 o C for all samples. Indeed, the samples containing Pt were burned faster because Pt NPs are obviously good catalysts for the reaction [START_REF] Holade | Enhancing the available specific surface area of carbon supports to boost the electroactivity of nanostructured Pt catalysts[END_REF]. However, the weight loss between 600 and 700 o C indicates partial oxidation of carbon that is probably due to the characteristic interaction of Pt-carbon. Complete combustion processes are obtained above 750 o C. Thus, the real Pt content was determined at 800 o C. The obtained values for the reaction times of 0.5 and 1 hour confirmed the calculated data (Table 19). The melting point of Pt particles depends on both the size and shape [START_REF] Guisbiers | Size-dependent catalytic and melting properties of platinum-palladium nanoparticles[END_REF]. The Pt particle with diameter below than 10 nm can melt at temperature as low as 800 K (527 o C) [START_REF] Guisbiers | Size-dependent catalytic and melting properties of platinum-palladium nanoparticles[END_REF]. The crystallite size of Pt NPs in our developed material range between 4.5 -11.6 nm according to XRD spectra-based calculation (Table 20).

Although the large Pt particles has diameter 500 nm, they are constituted of nanoscale domain on their surface. Therefore, the developed Pt NPs are easily to melt as they are exposed to heat. [START_REF] Holade | Enhancing the available specific surface area of carbon supports to boost the electroactivity of nanostructured Pt catalysts[END_REF] is probably due to Pt-carbon electronic interaction [START_REF] Ma | Induced electronic modification of Pt nanoparticles deposited onto graphitic domains of carbon materials by UV irradiation[END_REF].

We were using Bragg's law and the Debye-Scherer equation to determine the lattice parameter (a Pt ) and crystallite size (L v ) [START_REF] Holade | Enhancing the available specific surface area of carbon supports to boost the electroactivity of nanostructured Pt catalysts[END_REF] (Eq.100). Herein, the determined parameter of a Pt ~ 3.95 Å is in agreement with that of the bulk Pt. The calculated crystallite sizes of L v ~ 9-11 nm indicate the formation of the nanoscale domains (a high-resolution SEM analysis confirmed this hypothesis).

   cos K L v  (Eq. 100)
Where, Lv is crystallite size, K is a constant, based on the assumption of uniform size small cubic crystals, K= 0.93944, λ is the X-ray wavelength 1.540598 Å, β is the half-peak width for Pt in radian, and θ is the Bragg's angle. The calculated crystallite size ranges from 4.5 to 11.6 nm (summarized in Table 20). The unexpected platinum oxide occurrence is considered due to the natural oxidation of the noble metal when exposed to ambient air (a thin layer protects the surface from deep oxidation) [START_REF] Holade | Nanostructured Inorganic Materials at Work in Electrochemical Sensing and Biofuel Cells[END_REF]. The peak of C 1s, situated at around BE 280 eV, emerges in every sample corresponding to its carbon-based material. The intensity decreases progressively in the following order: RCF>ACF>ACF@Pt, which is relevant to the acquired chemical treatment. Electroactivation of RCF enables the introduction of oxygenated species on the surface that consequently reduce its carbon content. Furthermore, the addition of Pt species leads to further lowering of the carbon signal. The signal of oxygen was found at BE 532 eV which significantly increases from RCF to ACF that notify the addition of oxygen. The electrodeposition of Pt on ACF may replace the existing oxygen.

Therefore, the oxygen signal automatically decreases from ACF to ACF@Pt. 

Electrochemical impedance spectroscopy (EIS)

EIS experiments were implemented to evaluate both the ionic conductivity of the system and the electron-transfer ability of the electrodes. Complex-plane Nyquist impedance plots for the RCF, ACF and ACF@Pt electrodes were recorded at the open circuit potential of the RCF, ACF, and ACF@Pt respectively. Figure 107 shows a typical Nyquist plot, where the slightly depressed semicircles for ACF and ACF@Pt imply a charge-transfer process (with contribution of diffusion within the 3D network of RCF). The ohmic resistance (R Ω ) is determined from the intersection between the Nyquist curve and x axis at high frequencies. R Ω was about 3.2 Ω cm 2 for RCF, 2.3 Ω cm 2 for ACF and 1.2 Ω cm 2 for ACF@Pt. R Ω , also refers to cell resistance, comprising the resistance between the reference electrode and the surface of the working electrode in a conventional threeelectrode measurement, connections, electrolyte, and electrode material. The charge-transfer resistances (RCT), determined from the diameter of semicircular Nyquist plot, were 1.2, 3.9, and > 100 Ω cm 2 respectively for the ACF@Pt, ACF, and RCF. The larger R ct is, the lower the kinetic rate and the smaller the driving force. Therefore, the ACF@Pt is effective in performing faster electron-transfer. The normalization is based on an estimated geometric surface area of 3.9 cm 2 for the working electrode.

Fourier Transform Infra Red (FTIR) Spectroscopy

Figure 108 presents the FTIRS spectra, which confirm a signal increase in the region between 900 and 1240 cm -1 corresponding to C-OH (hydroxyl groups). So far, the obtained results support the enhancement of the electroactive surface area, reduced charge transfer resistance, and improved ORR kinetics [START_REF] Kosimaningrum | Surfactant-and Binder-Free Hierarchical Platinum Nanoarrays Directly Grown onto a Carbon Felt Electrode for Efficient Electrocatalysis[END_REF].

Figure 108 FTIR spectra of the ACF@Pt, ACF, and RCF

Electrochemical performance toward ORR following 4-electron transfer mechanism

Owing to the presence of Pt particles, we hypothesize that the ORR at the ACF@Pt electrode follow a 4-e transfer mechanism. Thus, it is predicted to produce only OH -at pH 13 according to Eq. 101. In order to confirm this hypothesis, we tracked any produced H 2 O 2 from an incomplete ORR in a twoelectron process in the form of HO In conclusion of Section 3.4, the research showed the strategy to develop an advanced material that can be readily scaled up by directly growing Pt particles on a high surface area to fabricate a scalable electrode using a conventional electrodeposition method under mild conditions. Herein, the carbon felt with platinum nanoparticles grown on its surface shows excellent ORR catalytic properties that meet the requirements of an air-breathing cathode in bio-and/or fuel cell application. The current of both systems was maintained by feeding with acetate weekly.

Air

When current depression failed to be prevented, we changed the old anolyte with fresh leachate containing 20 mM of acetate. Then, the current was immediately recovered. The addition of fresh leachate, of course, also means to introduce not only fresh culture but also native nutrients that are important to support microbial life. Hence, we consider that the current drop may caused by microbial death and/or depletion of nutrients. The decreasing of power generation also may be related to thicker biofilm formation on the anode surface which may increase proton transfer resistance and inhibit substrate diffusion [START_REF] Santoro | Power generation from wastewater using single chamber microbial fuel cells (MFCs) with platinum-free cathodes and pre-colonized anodes[END_REF].

Note that in previous compost garden MFCs [START_REF] Champavert | Microbial fuel cell based on Ni-tetra sulfonated phthalocyanine cathode and graphene modified bioanode[END_REF][START_REF] Cercado-Quezada | Bioresource Technology Testing various food-industry wastes for electricity production in microbial fuel cell[END_REF][START_REF] Oliot | Removable air-cathode to overcome cathode biofouling in microbial fuel cells[END_REF], biofilm was growth under polarization. Herein we avoid the application of potential to develop electroactive biofilm on anodic surface, which would be an advantage for application in a real system.

Polarization curve for both systems, DCMFC and SCMFC, were recorded by varying resistance from 100.000 to 0 Ω. The data were picked when the current density reached maximum value i.e. at 49 th day for the DCMFC and at 13 th day for the SCMFC, as shown in Figure 111a. Both systems produce typical bellshape power density curve, shown in Figure 111b, which mean that rate-limiting did not come from bioanode [START_REF] Oliot | Removable air-cathode to overcome cathode biofouling in microbial fuel cells[END_REF]. Therefore, we can consider the rate-limiting originate from cathodic part which are clearly different one each other. The maximum power density obtained for DCMFC and SCMFC were 180 mW m -2 and 140 mW m -2 respectively.

Polarization curves exhibit typical characteristics for MFCs which can be divided into three regions [START_REF] Hidalgo | Surface modification of commercial carbon felt used as anode for Microbial Fuel Cells[END_REF]. Here we marked them as region I, II, and III. Region I, with high potential and low current, corresponds to activation losses. The voltage drop in this region is due to energy lost in initiating redox reaction and transfering electron from the microbe to the anode. The OCV was 672 mV and 467 mV for DCMFC and SCMFC respectively. The higher OCV value for DCMFC is due to a different age of the system as previously mentioned. An older system may have larger biofilm on the anodic surface. Region II expresses ohmic losses that may emerged from electrolyte and cation exchange membrane resistance. Ohmic losses for DCMFC are higher since it involves electrolytes in both chambers. Region III corresponds to concentration or mass tranfer losses. We also observed a higher voltage drop in this region for the DCMFC which means high electricity resistance. Therefore, the SCMFC system has better performance with lower resistance. The voltage decrease of the SCMFC was mainly due to ohmic losses, since its curve seems nearly linear [START_REF] Hidalgo | Surface modification of commercial carbon felt used as anode for Microbial Fuel Cells[END_REF][START_REF] Kodali | High Performance Platinum Group Metal-Free Cathode Catalysts for Microbial Fuel Cell (MFC)[END_REF].

In order to support the explanation, that our ACF@Pt developed material has an excellent performance as a homemade air-breathing cathode in a garden compost MFC, we recorded the LSV profile the ACF@Pt as air-breathing cathode in the SCMFC configuration to evaluate its performance in a real biofuel cell system.

The LSV curve (Figure 112) shows the significant ORR performance of the airbreathing cathode due to the contribution of Pt. A very low overpotential was achieved with an OCP value of around +0.6 V vs. Ag/AgCl. Moreover, the reduction current generated at potential -0.1 V vs. Ag/AgCl was almost seven times higher than that of the non-Pt air-breathing cathode.

Figure 112 LSV measurement of air-breathing cathode (ACF@Pt) and ACF as blank control (scan rate of 5 mV s -1 ) in SCMFC containing garden compost leachate.

Elaboration of Pt modified carbon felt (ACF@Pt) as anode in SCMFC

Having found that Pt modified CF (ACF@Pt) boosts the MFC performance in a double chamber system (Section 3.1). Then, we studied the elaboration of this anode in an SCMFC system with our developed home made air-breathing cathode. Whereby, both materials, for anode and air-breathing cathode, were principally identical. Figure 113a shows the performance of the SCMFC expressed in daily generated current density. The presence of Pt particles on the CF anode clearly enhanced the performance of the SCMFC. However, Pt NPs are slowing down the biofilm growth kinetics on the anode surface, as can be seen clearly from Figure 113a: without Pt on the anode surface, the current increases rapidly. When the anode containing Pt particles was applied, the increase of the produced current are getting slower. It can be inferred that the enhanced MFC performance clearly appeared after biofilm formation on the anode surface. Therefore, it implies that this improvement is due to the synergic effect between the biofilm and Pt. We observe at the beginning time, the produced current are very low either with or without Pt on the CF anode.

Finally, we compared the performances of the SCMFC and the DCMFC as shown in Figure 114, which implies that Pt-based anode in SCMFC generally results in a higher current density than DCMFC. On the other hand, OCV and maximal power density are not so far. The comparison of the performance, (OCV and power density) between the SCMFC and the DCMFC are listed in Table 22.

Figure 114 Current generation of DCMFC and SCMFC system with platinum based bioanode. 

SCMFC for the study of the electron transfer mechanism

According to our result, an air-breathing cathode can be considered more fixed than aqueous phase cathode system, since no need of reloading and/or refreshing the catholyte solution during its operation. Thereafter, we used our SCMFC with the air-breathing cathode system to evaluate the mechanism of electron transfer from cell to anode. For this purposes we took a running SCMFC (Figure 115a)

with ACF@Pt air-breathing cathode, CF@Biofilm anode, in garden compost leachate as anodic solution. Herein, we firstly assumed that the generated voltage correspond to the electrons, which were resulted in from both attached biofilm on the anode and planktonic bacteria in the anodic solution. The electron transfer from bacterial-to-anode can be directly as physical contact of biofilm to anode and/or in a mediated way for the planktonic bacteria. Our hypothesis, we can define the origin of electrons, i.e. from biofilm, planktonic bacteria, and/or mixture, by comparing the SCMFC voltage before and after separating the planktonic bacteria to remove or reduce its quantity in the anodic solution as

shown in Figure 115b.

The plot of the SCMFC's voltages before and after planktonic bacteria separation is shown in Figure 116. Herein, the plot below and after 0 th day represent the SCMFC's voltages before and after separation respectively. We noted the voltages before separation are averagely around 25 mV. After separation, the volume of solution was clearly decreased and only 1/3 of anode was contact with the solution. Surprisingly, we found the SCMFC's voltages are equal to those before separation and achieved in only 7 hours after the SCMFC started.

Logically, if the planktonic bacteria give a major contribution toward the electron transfer process, so the voltage will decrease as they drawn from the anodic solution. From this result, we can consider that the attached biofilm on anode is responsible in electron generation through a dominantly direct transfer. Although only 1/3 of anode surface in contact with the solution, the biofilm was covering the total anode surface and capillary effect could draw the solution containing the acetate substrate upward the anode, hence keep the voltage value. 

Figure 117

The optical density of compost garden leachate at 600 nm determined for different cases.

Although we intended to separate all planktonic bacteria, some were still present in the solution. This indicated by the decreasing of its OD 600nm by almost 50 % (Figure 117, 3 rd bar) after 24 hours SCMFC operation. We consider this half of the initial bacterial was grown as new biofilm on the anode, as observed visibly at the bottom of the anode (Figure 118b), over 24 hours SCMFC operation. This fresh grown biofilm may also contribute to the electron generation and hence voltage improvement. After 48 hours (Figure 118c), the solution absorbance remained constant and no more biofilm growth was noticeable. We may suppose that steady state conditions were reached.

In addition, we also monitored the consumption of acetate during this SCMFC operation (Table 23). At the beginning period, the consumption of acetate was As conclusion to Section 3.5, the integration of the developed ACF@Pt material, as a homemade air-breathing cathode in an SCMFC system has the ability to generate a comparable power as its equal DCMFC system. The SCMFC was also can be improved as the application of the ACF@Pt material in the anodic part.

Herein, the SCMFC with air-breathing cathode has been shown to be useful in studying the electron transfer mechanism.

Manganese oxide modified carbon felt (ACF@MnOx): material development and characterization

In the previous part, we have successfully constructed an air-breathing cathode based on Pt modified carbon felt, ACF@Pt, and applied it to the garden compost SCMFC system. Indeed, Pt is an obvious and undoubtedly effective catalyst for ORR in the air-breathing cathode of fuel cell system which considered still realistic at laboratory scale. However, the utilization of Pt catalyst in large scale MFC application contributes to high operation costs. Therefore, the development of a low cost non-Pt catalyst for air-cathode systems is an essential step in the MFC scale up route.

Manganese oxides are considered as a cost-effective ORR catalyst in an airbreathing electrode as a substitute for Pt [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF]. Many studies on the catalytic properties of manganese oxide in the air-breathing cathodes have been reported [START_REF] Zhang | Carnation-like MnO 2 modi fi ed activated carbon air cathode improve power generation in microbial fuel cells[END_REF].

Electrodeposition of manganesse oxide (MnOx)

Preparation of MnOx using a conventional precipitation method often results in an uncontrolled morphological structure and size [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF]. Therefore, we preferred the electrodeposition method to prepare the MnOx and to deposit it directly onto the ACF support.

MnOx was prepared from manganese chloride solution in the presence of sodium nitrate solution as electrolyte. Manganese can exist in various oxidation states (II, III, and IV). Therefore, various oxides such as MnO, MnO 2 , Mn 2 O 3 and Mn 3 O 4 may be formed [START_REF] Zakaria | Nanoporous Mn-based electrocatalysts through thermal conversion of cyano-bridged coordination polymers toward ultrahigh efficiency hydrogen peroxide production[END_REF] . The overall deposition of MnO 2 is given by Eq. 105 [START_REF] Nijjer | Oxidation of manganese(II) and reduction of manganese dioxide in sulphuric acid[END_REF].

Mn 2+ + 2 H 2 O → MnO 2 + 4H + + 2e - (Eq.105)
In order to obtain its precise potential oxidation, it is important to conduct preliminary cyclic voltammetry toward the ACF electrode in the precursor solution. Figure 119 shows the CV profile after applying cycled-potential scan at range -1.0 and +1.0 V vs. Ag/AgCl at scan rate 5 mV s -1 both under nitrogen and oxygen atmosphere. It also shows the voltammogram in electrolyte solution only as control. We observed a strong peak at potential +1.25 V vs. Ag/AgCl under both atmospheres, corresponding to oxidation of Mn 2+ to Mn 4+ . In the reverse scan direction, strong reduction peak was also observed which may correspond to the reduction of the Mn 4+ . These two peaks indicate that the Mn redox reaction in the region of 0-1.5 V vs. Ag/AgCl is reversible. The lower reduction peak at potential 0 V vs. Ag/AgCl corresponds to further reduction of Mn(II) to Mn(0).

Meanwhile, the strong peak at potential -0.4 V vs. Ag/AgCl only appears on the CV under oxygenated atmosphere, which means that it corresponds to reduction oxygen. 

Electrodeposition using the CA method

We also conducted electrodeposition using the CA method. For this, we designed three experimental sets to obtain the precise optimal synthesis conditions: electrodeposition potential, time, and concentration dependence. 

MnOx mass loading

MnOx mass loading as resulted by CV electrodeposition

High MnOx mass loading leads to high generated energy density [START_REF] Xi | Direct Synthesis of MnO 2 Nanorods on Carbon Cloth as Flexible Supercapacitor Electrode[END_REF]. Figure 126a shows the correlation between applied energy of electrodeposition and MnOx mass loading. The black and red bar corresponds to the ACF@MnOx as resulted by electrodeposition at a broad (experimental set I) and a narrow

(experimental set II) potential range respectively. The electrodeposition at broad range potential results in very low MnOx mass loading. As previously explained, the electrodeposition at this broad range of potential was poor because it suffers the reversible reaction. The MnOx mass loading increased progressively as the potential shifted to higher values and its range become narrower (red bar). This implies that proper selection of potential range is essential in CV electrodeposition. Herein, we also observed that the higher MnOx mass loading resulted in a higher ORR current. The higher number of CV cycles and the slower scan rate during electrodeposition also slightly increased the mass loading as shown in Figure 126b. Indeed, a higher number of cycles led to more reaction.

Generally, we assume that the generated energy density correlates with the MnOx mass loading. Indeed, prolonging the reaction time enables us to bring the remaining manganese species in the solution onto the electrode surface as manganese oxide. Therefore, both Faradic and manually weighed get closer to the theoretical value. We assume the optimum electrodeposition time to be four hours. Electrodeposition for a longer time led to a decrease in ORR performance (Figure 124b).

The dependence MnOx mass loading toward electrodeposition time was also confirmed with the developed morphological structure revealed under SEM, which will be discussed latter. Figure 127e shows the CA electrodeposition curve at various precursor concentrations for 4 hours. Variation of the concentration precursor from 10 to 90 mM reveals a typical CA curve with Q increasing progressively. However, electrodeposition in more concentrated precursor solutions (180 and 260 mM) resulted in different CA curve shapes, building a very large Q. This may imply a large oxidation and also evolution of chlorine gas that originating from the precursor solution, manganese chloride. Figure 127f shows a linear correlation between precursor concentration and MnOx mass loading. Let us now consider the Mn oxidation states of MnO and MnO 2, which are 2 and 4 respectively. The MnO was resulted at lower electrodeposition potential and decreased progressively as the potential increased (Table 24). In contrast, the MnO 2 was mostly produced at the higher electrodeposition potential. This implies that a high potential provides enough energy to oxidize Mn(II) into Mn(IV).

Crystallinity properties of the ACF@MnOx

Figure 130a shows the XRD spectra of three representative ACF@MnOx samples corresponding to various electrodeposition potentials (1.25, 1.3, and 1.4 V vs. Ag/AgCl). These indicate that the developed material was semicrystalline tending to amorphous. The broad peak at 25 o corresponds to a graphite (002) plane of carbon and the sharp peak at 43 o corresponds to diamond (111) [START_REF] Kosimaningrum | Surfactant-and Binder-Free Hierarchical Platinum Nanoarrays Directly Grown onto a Carbon Felt Electrode for Efficient Electrocatalysis[END_REF]. The peaks that emerged after ACF modification generally show its low intensity, which indicates a low crystallinity. The only strong peak, at 30 o , reveals 𝝰-MnO 2 (310) [START_REF] Zhang | Electrochimica Acta A green hydrothermal approach for the preparation of graphene / ␣ -MnO 2 3D network as anode for lithium ion battery[END_REF][START_REF] Zhu | Electrochimica Acta TiO 2 Nanotube Arrays Grafted with MnO 2 Nanosheets as High-Performance Anode for Lithium Ion Battery[END_REF], which appears from the ACF@MnOx_E1.4. The weaker peak at this position also found progressively on both the ACF@MnOx_E1.3 and the ACF@MnOx_E1.25, which means less resulted 𝝰-MnO 2 . These results seem to conform to the previous EDX's manganese oxide composition, which predicted that MnO 2 mostly resulted from electrodeposition at 1.3 and 1.4 V vs. Ag/AgCl. The other small-identified peaks of the ACF@MnOx_E1.4 located at 32 o and 40 o correspond to MnO [START_REF] Zhu | Improved performance of membrane free single-chamber air-cathode microbial fuel cells with nitric acid and ethylenediamine surface modified activated carbon fiber felt anodes[END_REF] and MnO [START_REF] Zhang | Carnation-like MnO 2 modi fi ed activated carbon air cathode improve power generation in microbial fuel cells[END_REF]. The additional peak of the ACF@MnOx_E1. 

Morphological structure of ACF@MnOx

The SEM images in Figure 131 show the MnOx electrodeposited onto the ACF fibers. The outer coating shows many fragments due to cracking during drying process. The image at higher magnification gives insight in the nanostructure view, which was quite similar for the three samples. Increasing time electrodeposition brings the better coverage of MnOx on the ACF fiber's surface (Figure 132b). Indeed, this led to increase of MnOx loading. It was also shown that a longer time electrodeposition may create a rougher MnOx surface (Figure 133b,d). This morphology supports an increase of the ORR performance. 

Determination of H 2 O 2 production

The oxygen reduction reaction over MnOx electrocatalysis may follow 4-e transfer or 2-e transfer mechanism. In order to specify this, we conducted a test to determine the produced H 2 O 2 production in the same way as in the previous ACF@Pt cases. Herein, we selected three ACF@MnOx electrodes resulted from electrodeposition at the different precursor concentrations, i.e. 25, 90, and 180 mM respectively. In this test, each electrode was subjected to reduce oxygen in a one-hour CA experiment that was conducted in oxygen saturated solution (0.1 M Na 2 SO 4 ) at fixed potential both +0.1 V vs. Ag/AgCl and -0.4 V vs.

Ag/AgCl respectively. Figure 137 (a) SCMFC operation and (b) its daily-monitored voltage evolution using the ACF@MnOx_C180, ACF@MnOx_C90, and ACF@MnOx_C25 air-breathing cathode respectively. Among the three air-breathing cathodes, the ACF@MnOx_C180 showed either higher or faster voltage generation during the beginning period (0-15 days) (Figure 137b). The generated voltage indicates the potential difference between the reduction reaction in the cathodic part and the oxidation reaction in the anodic part. In this period, the oxidation in the anodic part was very low due to the lack of biofilm. Therefore, the voltage generated mainly corresponds to the cathodic part. This high initial voltage may enable to drive electron flow from the anode that stimulates the formation of bioelectroactive film faster, as indicated by the increased voltage (black line) at day 7. However, the generated voltage seemed to stay lower and constant up to day 20. Even after refreshing the anodic solution, at 20 th day, the voltage values remained unchanged (Figure 137b).

The ORR mechanism on the air-breathing cathode contain MnOx catalyst in an SCMFC has been illustrated by Liu, et al., as shown in Figure 138 [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF].

Figure 138

The illustration of ORR catalysis on the air-breathing cathode which contain manganese oxide catalyst [START_REF] Liu | Nano-structured manganese oxide as a cathodic catalyst for enhanced oxygen reduction in a microbial fuel cell fed with a synthetic wastewater[END_REF] At the end of the process, we found severe biofouling attached on the membrane (Annex 4). This fouling generates very high internal resistance as measured by EIS (Figure 139). Indeed, this inhibits the proton transfer process toward the cathodic part, which significantly lowers the generated voltage. Moreover, the ACF@MnOx_C180 contained 30 mg cm -2 of the MnOx deposition. This MnOx overloaded may block the gas diffusion layer and limit the oxygen supply, which leads to ineffective air-breathing cathode performance. The best MFC performance within this experimental set was obtained by air-breathing cathode ACF@MnOx_C25. This seems contrary to the previous LSV curve, which showed a lower ORR current. Air-breathing cathode ACF@MnOx_C25 contained only 5 mg cm -2 of MnOx which is not only able to perform catalysis but also maintains the air circulation to ensure the oxygen supply. In fact, it needed longer initiation time due to a lower initial potential drive. The voltage started to increase after more than 10 days. We also observed significantly lower internal resistance of the SCMFC with ACF@MnOx_C25 air-breathing cathode due to only minor biofouling found that attached on the membrane. The air-breathing ACF@MnOx_C90 also showed poor performance, which may be due to its MnOx overload and its high internal resistance due to its severe biofouling. HER is a very important reaction for splitting water, which resulted in hydrogen (H 2 ) to be supplied to the proton-exchange membrane fuel cells (PEMFCs) or chemical feedstock in the modern industry [START_REF] Shi | Recent advances in transition metal phosphide nanomaterials: synthesis and applications in hydrogen evolution reaction[END_REF]. Experimentally, HER was performed by LSV started at -0.98 vs. Ag/AgCl reference electrodes. In this section, we prefer to present the reference toward reversible hydrogen electrode, RHE, using E(V vs. RHE) = E(V vs. Ag/AgCl) + 0.06pH + E o Ag/AgCl (V vs. SHE) in order to ease the comparison with other works. Figure 141a shows the LSV curves of HER for the ACF@Pt electrode in 0.1 M KOH that starts at 0 V vs. RHE. As comparison, the HER over control electrode (ACF) showed a large overpotential of 400 mV. A current density of |j| = 10 mA cm -2 is an obvious value for HER catalysts evaluation in acidic media and |j| = 5 mA cm -2 is commonly used in alkaline solutions [START_REF] Subbaraman | Trends in activity for the water electrolyser reactions on 3d M(Ni,Co,Fe,Mn) hydr(oxy)oxide catalysts[END_REF][START_REF] Luo | Water photolysis at 12.3% efficiency via perovskite photovoltaics and Earth-abundant catalysts[END_REF][START_REF] Zou | Noble metal-free hydrogen evolution catalysts for water splitting[END_REF][START_REF] Benck | Catalyzing the Hydrogen Evolution Reaction (HER) with Molybdenum Sulfide Nanomaterials[END_REF]. Therefore, we used these metrics as benchmark to evaluate the performance of our ACF@Pt electrode toward HER electrocatalysis. Herein, the current density of -5 and -10 mA cm -2 were reached at quite low overpotential i.e. 55 and 75 mV respectively, revealing that the ACF@Pt electrode is an effective electrode for hydrogen generation. Moreover, the ACF@Pt electrode also shows satisfactory durability toward a long-term CA (Figure 141b), mimicking its real operation in electrocatalysis.

Figure 141 (a) HER polarization curves as recorded at 5 mV s -1 on ACF and ACF@Pt in N 2 -saturated 0.1 M KOH solution (b) durability of ACF@Pt at at -0.98 vs. Ag/AgCl (-0.12 V vs. RHE)

ACF@MnOx electrode for electro-Fenton-like (EF-like) process

The application of manganese oxide (MnOx) as Fenton-like catalyst has been shown to be effective for the degradation of methylene blue at neutral pH [START_REF] Kim | Manganese oxide nanorods as a robust Fenton-like catalyst at neutral pH: Crystal phasedependent behavior[END_REF].

MnOx has a multivalent nature (+3 and +4), which can induce the decomposition of H 2 O 2 to produce radical species, as expressed in Eqs. 111 and 112 [START_REF] Kim | Manganese oxide nanorods as a robust Fenton-like catalyst at neutral pH: Crystal phasedependent behavior[END_REF].

Mn 3+ + H 2 O 2 → Mn 4+ + • OH + OH - (Eq. 111)

Mn 4+ + H 2 O 2 → Mn 3+ + HO 2 • + H + (Eq. 112)

Figure 142 The molecular structure of acid orange 7, AO7

This bring us to the application of our developed material, ACF@MnOx, as electrode in an electro-Fenton-like (EF-like) reaction to degrade azo dye, acid orange II, commonly called as AO7 (Figure 142). This is a synthetic dye that is hard to degrade both chemically and biologically [START_REF] Özcan | Removal of Acid Orange 7 from water by electrochemically generated Fenton's reagent[END_REF]. AO7 is considered as a model substrate for aromatic azo dye. A study of its degradation has been reported

elsewhere [START_REF] Özcan | Removal of Acid Orange 7 from water by electrochemically generated Fenton's reagent[END_REF].

The performance of the developed ACF@MnOx toward oxygen reduction reaction has been studied in Section 3.5. Therefore, we infer that the ACF@MnOx exhibits dual catalyst activity. Figure 143a shows the degradation of AO7 by applying a fixed current at 18 mA at the Pt, ACF, and ACF@MnOx cathodes respectively versus a Pt mesh anode.

The degradation of AO7 was observed faster at the ACF@MnOx electrode than at The presence of MnOx on the ACF@MnOx electrode catalyzes the formation of hydroxyl radical ( • OH) from the generated H 2 O 2 . Owing to the generation of these radicals, the oxidation of AO7 is then stimulated. A schematic degradation pathway of the AO7 by the electrogenerated hydroxyl radicals have been described [START_REF] Özcan | Removal of Acid Orange 7 from water by electrochemically generated Fenton's reagent[END_REF][START_REF] Zhao | Chemosphere Removal of Acid Orange 7 in simulated wastewater using a three-dimensional electrode reactor : Removal mechanisms and dye degradation pathway[END_REF]. The degradation of AO7 is commonly initiated by breaking of the azo bond as the most active functional group in the structure. This cleavage results in many simpler aromatic compounds that are further broken down into the final simplest products, i.e. CO 2 and water, by the hydroxyl radicals through a number of steps. In order to achieve a complete degradation, it is essential to ensure the availability of the hydroxyl radicals. The degradation leads to a decrease of the total organic carbon (TOC). Thus, TOC removal becomes the main parameter of the quality of degradation. Table 25 shows TOC for 1 hour of the EF process at the Pt, ACF, and ACF@MnOx electrodes. We observed that effective TOC removal (20 %) only found at the ACF@MnOx electrode through the EF-like process. Whereas, the EF process both at the Pt and the ACF electrode failed to perform demineralization since the TOC increased rather than decreased. This indicates the limited of generated hydroxyl radicals during the EF process over these two electrodes.

The addition of iron as a classical Fenton catalyst into this EF process at the ACF@MnOx electrode showed poor demineralization of the AO7 (Figure 143b).

The EF process with iron catalyst is commonly done at acidic pH 2-3 in order to prevent iron catalyst precipitation. However, in this EF process, we worked at natural pH (5 -6) of AO7, which seems unsuitable for the dissolution iron catalyst or generate precipitation. Another reason might be a competitive reaction between the MnOx and iron. Thus, the need for additional catalyst in this EF process is negligible, which leads to the additional advantages. In EF process, the applied current is an important parameter related to operational costs and process efficiency. Based on the XRD spectra in Section 3.5.6 that the as-prepared ACF@MnOx by electrodeposition at 1.4 V vs Ag/AgCl had a better crystallinity. Therefore, we evaluated its performance as electrode in the EF process to degrade AO7. Figure 144b shows the comparison of the two electrodes with different crystallinity properties. Indeed, the ACF@MnOx with better crystallininty showed better degradation performance. Figure 145a shows the TOC removal of AO7 after 8 hours of EF process over the two electrodes within 8 hours. Herein, although the ACF@MnOx_1.4 is considered had a better crystallinity, it doesn't show better TOC removal capability. In both cases, the TOC removal reaches ~40 % within two hours of EF-like treatment and starts to stabilize at > 2 hours.

Stabilization is also a key parameter for environmental application. Herein, we conducted a stabilization test by reusing the electrode over 5 consecutive cycles.

Figure 145b shows the demineralization performance stability, which starts to decrease after 5 cycles. Moreover, the electrode also showed a stable kinetic of colour degradation as shown in Figure 146.

To conclude this last section, the present research underpins the versatility of either the method or the developed material for important processes such as hydrogen evolution reaction and electro-Fenton-like process. The developed ACF@Pt electrode reveals excellent catalysis toward HER. Meanwhile, the assynthesized ACF@MnOx showed a promising performance toward degradation of bio-refractory pollutants.

General Conclusion and Perspective

Garden compost, an abundant source of electroactive bacteria, reveals its potential to empower microbial fuel cell. The applications of garden compost in DCMFC result in higher power as it coupled with effective electron acceptor. In order to maintain the generated power, it automatically needs continuous reload of electron acceptor in the cathodic part. This treatment is an obvious limitation of the DCMFC system. Thus, the replacement an aqueous phase cathodic system by an air-breathing cathode system and turn the DCMFC into SCMFC system are a priority to improve the system.

Carbon felt was selected as substrate for air-breathing cathode due to its supporting properties such as conductivity, porosity, high surface area, and mechanically strength. Owing to the need of effective catalyst for ORR, catalysts have been loaded on the carbon felt through a conventional elecrodeposition method.

In this research, we firstly developed air-breathing cathode by electropolymerizing a polypyrrole following by electrodepositing Pt on the conductive polymer's surface. In this approach, both electropolymerization and electrodeposition were conducted directly on air-breathing cathode that fixed in an electrochemical cell. PPy and/or PPy/Pt was coated only on carbon felt area that in contact with solution. So, this method proposes the idea to perform partial modification. The resulting material, CF@PPy@Pt and CF@PPy, reveal a significant improvement in ORR catalysis i.e. the LSV current at -0.6 V vs.

Ag/AgCl by five times (5 mA) and twice (2.5 mA) respectively, comparing to the CF pristine. These two materials also show a promising application as airbreathing cathode in single chamber MFC powered by garden compost. The contribution of Pt nanoparticles in the air-breathing cathode is clear by showing the highest MFC performance (power density of 60 mW m -2 ) among those with CF@PPy.

Many ideas emerge from this research either in garden compost microbial fuel cell experiment or material development based on carbon felt. The DCMFC with garden compost reveals its compatibility with electron acceptor such as vanadium.

Thus it opens the challenge to build a novel MFC-VRFB system that combines microbial activities in anodic part to generate power and vanadium (V) in cathodic part as electron acceptor. Garden compost as unlimited microbial source and the vanadium can be regenerated easily. Therefore, the MFC-VRFB system could result in more sustainable power generation both in anodic and cathodic parts. We also hypothesize that garden compost in anodic part of the DCMFC system can be coupled with many other electron acceptors such as Cr(VI) and permanganate those can be present in waste water as pollutant. Thus, the garden compost DCMFC can be applied for reduction of metal containing waste water. Moreover, the garden compost DCMFC also can be developed into carbon dioxide reduction system by elaborating CO 2 in cathodic part as an electron acceptor. Our developed material, ACF@MnOx, has shown a promising performance in electro-Fentonlike process for degradation azo compound (Annex 5). Thus, it opens the challenge to combine the garden compost MFC with electro-Fenton system as zero energy depollution system. The application of DCMFC for only power generation seems impractical since it needs continuous reload of electron acceptor. Therefore, the SCMFC with air-breathing cathode is more promising for this purpose. The garden compost SCMFC also can be developed into a stack system to multiply its generated power. The charge, Q, as integrated using Origin Software = 3712.92

The mole electron can be calculated as La problématique commune du SCMFC est la production d'énergie limitée due principalement à la cinétique lente de la réaction de réduction de l'oxygène (ORR) dans la partie cathodique. Par conséquent, il est important de mettre au point le matériau de la cathode respiratoire qui présente une activité de catalyse appropriée vis-à-vis de la perte de réponse optique pour surmonter cette limitation. Le feutre de carbone (CF) est le matériau de support choisi qui convient à la fabrication de cathodes à respiration aérienne. Alors que le platine (Pt) et l'oxyde de manganèse (MnOx), respectivement, en tant que classe de catalyseur suprême et de second rang, ont été développés sur CF grâce à une méthode simple d'électrodéposition. Les matériaux résultants, dénommés ACF@Pt et ACF@MnOx, ont été caractérisés de manière complète par des méthodes électrochimiques et physicochimiques afin de déterminer leurs performances électrocatalytiques, supportant ainsi l'application de cathodes respiratoires. En conséquence, nous avons développé deux principaux types de cathodes respiratoires, à savoir ACF@Pt et ACF@MnOx, appliquées avec succès dans le SCMFC alimenté par du compost de jardin avec une densité de puissance respective de 140 mW m -2 et 110 mW m -2 . De plus, les deux matériaux développés révèlent également des applications prometteuses. Par exemple, ACF@Pt a été utilisé comme anode de MFC, à la fois dans DCMFC et SCMFC, et a amélioré la densité de puissance jusqu'à 300 mW m -2 . Fait intéressant, il est également montré comme un excellent électrocatalyseur dans la réaction de dégagement d'hydrogène, HER. Alors que le matériau ACF@MnOx présente un électrocatalyseur prometteur dans un système de type électro-Fenton à la minéralisation d'un matériau biréfractif, c'est-à-dire l'un des constituants polluants dangereux des eaux usées.

Mots clés: pile à combustible microbienne, cathode respiratoire, lixiviat de compost de jardin, feutre de carbone, platine, oxyde de manganèse

  d'enzymes qui nécessitent souvent de longues étapes d'extraction et de purification, et d'utiliser directement des micro-organismes capables de se connecter à l'électrode. La catalyse électrochimique est alors assurée par la cellule vivante via l'électrode. Le métabolisme interne associe le cycle de Krebs qui assure le transfert d'électron de la chaine respiratoire. Dans les phases de respiration classique des êtres vivants, les électrons terminent leur cheminement en réduisant l'oxygène. Le principe des piles microbiennes est de modifier cette phase terminale : l'oxygène n'est plus l'accepteur ultime d'électron, mais l'électrode assure ce rôle. Les capacités électrogéniques des cellules sont liées à deux types de mécanisme : le transfert direct d'électrons entre la cellule et l'électrode via les protéines membranaires cellulaires et le transfert médié d'électrons via des médiateurs électrochimiques. Ceux-ci peuvent être externes (ajouter au milieu cellulaire) ou interne car excrétés par la cellule. Les électrons sont ainsi conduits par l'électrode qui constitue une anode et migrent vers la cathode. Pour obtenir une biopile efficace, il est nécessaire d'associer à l'anode microbienne une cathode. Différents dispositif existent, faisant appel à des accepteurs d'électrons spécifiques. L'oxygène, bien sûr, est le plus connu et utilisé. La réaction de réduction de l'oxygène conduit à la production d'eau. D'autres composés peuvent être utilisés comme le ferricyanure de potassium K 3 Fe(CN) 6 ou des oxydes de manganèse. Ces différentes voies ont été testées dans ce travail. L'association d'une anode microbienne et d'une cathode conduit à la formation d'une pile capable de générer du courant électrique. Les performances de ces piles sont liées aux caractéristiques thermodynamiques des réactions électrochimiques mises en jeu ainsi qu'aux cinétiques de réactions aux électrodes. De plus, le design du système est important pour l'optimisation des performances. Des systèmes rustiques ont été développés initialement (simple jonction de deux flacons de verre renfermant les électrodes) mais les recherches s'orientent sur des systèmes plus sophistiqués. L'utilisation de cathode à air permet ainsi le design de piles à un seul compartiment liquide. Le choix des matériaux d'électrode est aussi crucial dans l'amélioration des performances de ces biopiles. Essentiellement centré autour de l'utilisation du carbone comme matériaux de base des électrodes, sa mise en forme, sa structure et sa morphologie (fibre, feutre, feuillet, tube, etc.) ainsi que sa modification avec des composés comme des polymères conducteurs ou des particules métalliques ou d'oxydes métalliques permettent d'améliorer les performances. En particulier, la catalyse de la réaction de réduction de l'oxygène (ORR) est un point majeur pour augmenter la production d'électricité par la pile microbienne. La cathode reste souvent l'élément limitant du dispositif en raison d'une cinétique faible de la réduction de l'oxygène. Compte tenu de l'état de l'art, deux types de dispositif expérimental ont été utilisés dans ce travail. Il s'agit d'un réacteur à deux compartiments, présenté sur la Figure-A et d'un réacteur à compartiment unique (Figure-B), utilisant une cathode à air. Les deux compartiments de la cellule de la Figure-A sont séparés par une membrane échangeuse d'ions de type Nafion.

Figure

  Figure-A : Réacteur à deux compartiments associant une anode bactérienne et une cathode fonctionnant en catalyse homogène en solution La seconde configuration étudiée utilise une cathode à air capable de réduire l'oxygène de l'air. Ce design à un seul compartiment permet de simplifier le dispositif tout en améliorant les performances (Figure-B).

Figure

  Figure-B: Réacteur à compartiment unique associant une anode bactérienne et une cathode à air.

Figure

  Figure-D : Densité de courant (a) et puissance (b) de la biopile avec différentes anodes : CF : feutre de carbone et CF@Pt: feutre de carbone modifié avec des nanoparticules de platine. L'objectif de ce travail a été aussi de se concentrer sur l'élément cathodique de la pile qui constitue très souvent une limitation sévère au système. Notamment dans le cas de la réduction de l'oxygène en solution, la faible concentration d'O 2 dissous et les cinétiques électrochimiques lentes limitent la réaction cathodique. Dans ce contexte, le développement de cathodes à air, capables d'utiliser directement l'oxygène de l'air constitue une avancée intéressante. L'utilisation de biopiles à compartiment unique associées à une cathode à air a été étudiée en détail dans ce travail. Les cathodes sont construites par électrodéposition de platine sur carbone puis traitées thermiquement. L'influence d'un dépôt de

Figure- E :

 E Figure-E : Comparaison des performances (tension et puissance) des piles microbiennes à deux compartiments et compartiment unique avec cathode à air.

vii Mn 3+ + H 2 O 2 →

 22 Mn 4+ + • OH + OH - Mn 4+ + H 2 O 2 → Mn 3+ + HO 2 • + H + Ces radicaux peuvent alors réagir sur des composés organiques, par analogie avec le procédé Fenton classique mettant en jeu du peroxyde d'hydrogène et des ions ferriques. Les résultats préliminaires obtenus sont très prometteurs, que ce soit en termes d'efficacité de la dégradation des polluants organiques que de la stabilité du système, comme le représente la Figure-F.

Figure - F

 - Figure-F : Cinétique de dégradation du colorant Acid Orange 7, sur une cathode en carbone modifiée par du dioxyde de manganèse, en fonction du nombre de cycle de fonctionnement. En conclusion, ce travail a permis de montrer l'intérêt de la modification de matériaux carbonés d'électrode pour la mise en oeuvre de cathodes à air performantes et leur application aux piles microbiennes. L'utilisation d'un design de cellule plus simple comme le compartiment unique constitue une avancée intéressante. La stabilité de ces systèmes a aussi été démontrée avec des piles qui fonctionnent ainsi sur plusieurs mois sans nécessité d'intervention sur la partie cathodique, contrairement au cas de l'utilisation d'un système à deux compartiments, qu'il convient de changer régulièrement du fait de la consommation du comburant principalement.
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Figure 1

 1 Figure 1 Domination of fossil fuel energy resources in meeting world energy needs[25]

Figure 4

 4 Figure 4 Schematic diagram of a concentric glucose/O 2 BFC prototype using enzyme-based biocatalyst [43]

Figure 6

 6 Figure 6Generation of electron carriers, NAD and FADH 2 , through the Krebs cycle[START_REF] Soult | The Citric Acid Cycle[END_REF] 

Figure 7

 7 Figure 7 Schematic diagram of bacterial membrane respiration [48].

Figure 8

 8 Figure 8 Schematic representation of voltage generation in an MFC[START_REF] Venkata Mohan | Microbial fuel cell: Critical factors regulating bio-catalyzed electrochemical process and recent advancements[END_REF] 

): 1 ) reversible attachment 2 )

 12 irreversible attachment 3) micro-colony development 4) maturation and 5) biofilm dispersal. The planktonic bacteria initially start a weak and reversible adherence on the surface through the cell appendages. This stage can lead to stable attachment or the bacteria can return to their planktonic state. In the irreversible stage, the cells start to settle on the surface by producing an extracellular matrix to assist cell-to-surface adhesion. The attached cells gather together to form a micro-colony, which continues to grow by proliferation.Mature biofilm mostly contains EPS that consists of polysaccharide, nucleic acid, proteins, lipids, and other biopolymers. EPS facilitate the adhesion, scaffolding, and 3D architecture of the cell. Besides, it also gives the cell protection toward various stresses. Dispersion is a final step, in which some bacterial cells are dispersed out and revert to planktonic growth. Dispersion can be triggered by many factors, such as temperature change, starvation, oxygen deficiency, and metabolite accumulation[START_REF] Toyofuku | Environmental factors that shape biofilm formation[END_REF].

Figure 9

 9 Figure 9Schematic representation of biofilm formation steps[START_REF] Toyofuku | Environmental factors that shape biofilm formation[END_REF] 

Figure 10

 10 Figure 10 Schematic representation of DET through (a) cell membrane and (b)cell apendage (nanowire)[START_REF] Schröder | Anodic electron transfer mechanisms in microbial fuel cells and their energy efficiency[END_REF] 

Figure 12

 12 Figure 12 Molecular mediator compounds (a) phenazine, (b) phenothiazines, (c) phenoxazines, and (d) quinones.

  Eq. 22) Q : the charge transferred in the reaction, expressed in Coulomb (C) n : number of electrons per reaction mol F : Faraday's constant (96485 C mol -1 )Combining Eq. 21 and Eq. 22, we have: If all reactions are evaluated at standard condition, Π = 1, then:

Figure 14 Figure 15

 1415 Figure 14Polarization curve of anode and cathode[START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF] 

  liquid in the anodic compartment (L) Δc : substrate's concentration change, also usually assumed as c 0 (mol L -1 )

Figure 17 (Figure 18 .

 1718 Figure17(a) H-type and (b) flat-type double chamber MFC[START_REF] Rabaey | Biofuel Cells Select for Microbial Consortia That Self-Mediate Electron Transfer Biofuel Cells Select for Microbial Consortia That Self-Mediate Electron Transfer[END_REF] 

Figure 18 1 . 4 . 10 . 2

 1814102 Figure 18 Various tubular type of double chamber MFCs (a) packed bead anode inside and cathode outside, separated by a membrane [97], (b) interior cathode immersed in the packed bead of the anode [98], (c) up-flow system with packed reticulated vitreous carbon (RVC) both in the anode (bottom) and the cathode (top) [96].

Figure 19

 19 Figure 19 Schematic diagram (a), prototype (b), and separated components (c) of a cube shaped of single chamber MFC [99]

Figure 20 Figure 21 .

 2021 Figure 20Bottle shaped MFC with air-breathing cathode[START_REF] Logan | Graphite Fiber Brush Anodes for Increased Power Production in Air-Cathode Microbial Fuel Cells[END_REF] 

Figure 21

 21 Figure 21Tubular single chamber MFC[START_REF] Liu | Production of Electricity during Wastewater Treatment Using a Single Chamber Microbial Fuel Cell[END_REF] 

Figure 22

 22 Figure 22 Schematic diagram (a) and prototype (b) of a flat-plate type singlechamber MFC[START_REF] Logan | Microbial Fuel Cells[END_REF][START_REF] Min | Continuous electricity generation from domestic wastewater and organic substrates in a flat plate microbial fuel cell[END_REF] 

Figure 23

 23 Figure 23Chemical structure of Nafion membrane[START_REF] Yuan | PEM Fuel Cell Fundamentals[END_REF] 

Figure 24

 24 Figure 24 Various types of anode materials applied in MFC: (a) carbon paper, (b)graphite plate, (c) carbon cloth, (d) carbon mesh, (e) granular graphite, (f) granular activated carbon, (g) carbon felt, (h) reticulated vitreous carbon, (i) carbon brush, and (j) stainless steel mesh[START_REF] Wei | Recent progress in electrodes for microbial fuel cells[END_REF].

Figure 28

 28 Figure[START_REF]Agency for the Assessment and Application of Technology, Indonesia Energy Outlook[END_REF] ORR mechanism that shows the catalytic active site of a carbonaceous catalyst[START_REF] Yeager | The 1985 Berzelius Lecture[END_REF] 

Figure 29

 29 Figure 29The bridge model of oxygen adsorption on polyaniline (PANI)[START_REF] Khomenko | The catalytic activity of conducting polymers toward oxygen reduction[END_REF] 

Figure 30

 30 Figure30Schematic representation of potential-controlled reduction and oxidation processes on the electrode[START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF] 

Figure 31

 31 Figure 31Reduction mechanism of metal electrodeposition[START_REF] Rao | Chemical and electrochemical depositions of platinum group metals and their applications[END_REF] 

  e e sp (Eq. 64)where Q is the total charge (F), m e the active electrode weight (g), ΔE the width of the potential window (V), I the current (A), v the potential (V), S r the scan rate, and I dv represents the area under either the cathodic or the anodic voltammogram.

Figure 32

 32 Figure 32Pourbaix diagram of manganese[START_REF] Wei | Improved electrochemical impedance response induced by morphological and structural evolution in nanocrystalline MnO 2 electrodes[END_REF] 

Figure 33

 33 Figure 33The mechanism of electropolymerization of pyrrole[START_REF] Singh | Polypyrrole Composites: Electrochemical Synthesis, Characterizations and Applications[END_REF] 

Figure

  

Figure 34 (

 34 Figure 34 (a) Potential-time (wave form) (b) current-potential curve (CV voltammogram) obtained by sweeping potential at scan rate 0.1 V s -1 as a function of time during CV measurement [143].

Figure 35

 35 Figure 35 LSV curve expressed as (a) potential vs. time (E-t) (b) current vs.potential (i-E) and (c) concentration vs. distance from the electrode[START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF] 

Figure 36 Current-time curve of chronoamperometry 2 . 3 . 1 . 4

 362314 Figure 36 Current-time curve of chronoamperometry

70 )Figure 37 2 . 3 . 2

 7037232 Figure 37 (a) Randles cell circuit and its (b) Nyquist plot (c) Warburg circuit cell and its (d) Nyquist plot

Figure 38 ( 2 . 3 . 3 synthesis 2 . 3 . 3 . 1

 382332331 Figure 38 (a) Schematic diagram and (b) prototype of conventional threeelectrode arrangement electrochemical cell either for electrosynthesis (electrodeposition) and electrochemical characterization of the as synthesized material.

  MnOx based electrode material on ACF (ACF@MnOx) a. Potential work finding Preliminary experiments were conducted by performing CV of the ACF electrode in 25 mM MnCl 2 in 200 mM NaNO 3 at scanning the electrode potential from -1 to 1 V vs. Ag/AgCl at a scan rate 5 mV s -1 either under nitrogen or oxygen atmosphere. These experiments were performed in order to find the potential redox of the manganese species. From the obtained voltammogram, we designed the experiments to obtain the optimum synthesis condition of the material by electrochemical method of either CV or CA.

2. 3 . 4 characterization 2 . 3 . 4 . 1

 342341 Electrochemical Electrochemical characterization of ACF@Pt based electrode a. CV profile and LSV oxygen reduction reaction CV profile and LSV ORR curve were recorded either in the electrolyte solution 0.1 M potassium hydroxide (KOH, pH 13) or 50 mM of phosphate-buffered solution (PBS, pH 7) under nitrogen and oxygen atmosphere respectively. The working electrode was the developed electrode with its projected geometric surface area was 3.9 cm 2 . The reference electrode was saturated Ag/AgCl while the counter electrode was large Pt mesh. Herein, the potential were also scaled versus the reversible hydrogen electrode (RHE) according to Eq. 72 with E o Ag/AgCl = 0.20 V vs. standard hydrogen electrode (SHE) at 20-25 o C. E(V vs. RHE) = E(V vs. Ag/AgCl) + 0.06pH + E o Ag/AgCl (V vs. SHE) (Eq.72)

  every 5 minutes reaction. The test was conducted for one hour. The each aliquot was reacted with 1 mL of H 2 SO 4 and 1 mL of titanium oxalate solution (50 g/L) to form a yellow H 2 O 2 -Ti(IV) complex solution. Thereafter, the absorbance were measured spectrophotometrically as previously explained.

Figure 39 2 . 4 Microbial fuel cell experiment 2 . 4 . 1 2 . 4 . 1 . 1 OCV

 39242412411 Figure 39 Schematic cell diagram for H 2 O 2 degradation test

Figure 40

 40 Figure 40 Customized reactor for running DCMFC experiment

Figure 40 ,Figure 40 ,

 4040 Figure 40, was fully filled by compost garden leachate that contains 20 mM acetate. Then, CF anode (6 x 1 x 0.65 cm) was inserted inside. The anodic chamber was keep closed to maintain anaerobic atmosphere. The cathodic part was filled with 80 mL of 0.1 M KNO 3 solution and platinum disc was dipped inside as cathode. Chronoamperometry was running for 21 days at fixed potential of -0.16 V vs. Ag/AgCl reference electrode to develop biofilm on CF anode. The carbon felt anode was connected as working electrode and the Pt disc was connected to counter electrode. The growth of the biofilm was monitored by CV method at day 0, 7, 16, and 21.

Figure 41

 41 Figure 41 Air-breathing electrode configuration for electrochemical measurement

Figure 42 2 . 6 . 4

 42264 Figure 42 Schematic diagram of electropolymerization of polypyrrole and consecutive electrodeposition of platinum onto carbon felt

Figure 44

 44 Figure 44 Three-electrode configuration in (a) DCMFC and (b) SCMFC during electrochemical characterization of bioanode

Figure 45 (

 45 Figure 45 (a) Schematic and (b) electrolysis cell for EF-like process in demineralization of AO7 at ACF@MnOx electrode

Figure 46 (

 46 Figure 46 (a) Bragg's Diffraction, (b) Debye-Scherer powder camera and (c) its typical developed film [154]

Figure 49 . 2 . 11 . 1 . 5

 4921115 Figure 49.

Figure 49 Figure 50 2 . 11 . 1 . 6 Figure 51 .

 49502111651 Figure 49 Schematic diagram of SEM-EDX instrument[START_REF] Skoog | Principles of Instrumental Analysis[END_REF] 

Figure 51

 51 Figure 51Plasma generation[START_REF]Introduction to ICP-MS[END_REF] 

Figure 52

 52 Figure 52 DCMFC operation (a) during the beginning period, before and (b) after biofilm growth on the anode after around 15 days. Close up of (c) bare anode and (d) anode covered by biofilm under SEM examination

Figure 53

 53 Figure 53 Voltage evolution of the garden compost DCMFC showing the self growth of biofilm (<20 days) and the performance of the DCMFC after growing biofilm (>20 days). The blue solid arrows show the addition of acetate, the yellow dash arrows show refreshing ferricyanide solution, and the green short dash show refreshing the anodic solution.

Figure 53

 53 Figure 53 shows a plot of the voltage generation of the MFC vs. time. The generated voltage expresses the potential difference between the CF anode in the anodic chamber containing the compost garden leachate solution and the stainless steel plate cathode in the cathodic chamber with 20 mM ferricyanide solution. In the beginning, the observed voltages are very low because the potential difference between the bare CF anode and the cathode is narrow. Along with the biofilm growth, we observe an increase in voltage generation. The potential difference between the anode and the cathode becomes wider, mainly due to the formation of electroactive biofilm on the anode surface. Biofilm attachment involves extracelullar polymeric substances (EPS) that can facilitate electron transfer from cell-to-anode [157][165]. EPS surrounds the microbial cell which acts as a transient media in the extracellular electron transfer (EET) process. Xiao, et al.

Figure 55

 55 Figure 55 Electrochemical behavior of the anode before and after biofilm formation: (a) by LSV, as recorded at scan rate of 5 mV s -1 , and (b) by CV as measured in the anodic solution (garden compost leachate containing acetate) at scan rate of 10 mV s -1 .

Figure 56

 56 Figure 56 CA at -0.16 V vs. Ag/AgCl in the DCMFC reactor grows the biofilm on the CF anode for 21 days. The anodic compartment contained garden compost leachate and acetate, while the cathodic part contained 0.1 M KCl solution. The red arrows indicate the addition of acetate.

  application of potential was terminated on the 21 st day. Then, the resulted bioanode was directly used to run the DCMFC. The performance of the DCMFC with this bioanode is shown either as daily voltage evolution or power density curve in Figures 58 and 59 respectively.

Figure 58

 58 Figure[START_REF] Toyofuku | Environmental factors that shape biofilm formation[END_REF] The comparison of voltage evolution of the DCMFC with CA-(black line) and self-growth (red line) bioanode. The negative x-and y-axis mean the period during the potential is applied for growing biofilm (-0.16 V vs. Ag/AgCl) prior to its application in DCMFC.

Figure 59

 59 Figure[START_REF] Jefferson | What drives bacteria to produce a biofilm?[END_REF] The polarization and power density curve of the DCMFC with self-and CA-growth bioanode.

Figure 60a .

 60a Indeed, CF's fibrous structure gives contribution to the high real surface area that enables to maximize bacterial attachment over the whole anode surface. The power density curve (Figure60b) expresses the generated power at various external resistances, which enables us to observe the power density maximum and the open circuit voltage (OCV) of the cell. The MFC with CF anode produced higher power density and a higher OCV. Owing to its more flexible and manageable textural properties, we preferred to use CF further as anode material in this research.

Figure 60 (

 60 Figure 60 (a) Current density generation of the DCMFC with carbon felt (CF) and graphite bar (GB) anode (note: acetate addition was done for every four days) (b) power density and polarization curve of the MFC with CF and GB anode. Normalization of the current is toward the geometric surface area of the anode.

Figure 61

 61 Figure 61 Morphology of the clean unmodified GB (a) and CF (c) and biofilm covering GB (b) and CF (d) observed under SEM.

Figure 62

 62 Figure 62 CV behavior of the clean anode and the bioanode based on CF (a) and GB (b) respectively, recorded at scan rate of 10 mV s -1 .

Figure 64 (

 64 Figure 64 (a) Current density and (b) power density resulted from the DCMFC with different anodes: carbon felt (CF) and platinum NPs-modified carbon felt (CF@Pt) respectively.

Figure 65

 65 Figure 65 SEM overview of (a,b) clean anode of unmodified CF and Ptnanoparticles modified carbon felt (CF@Pt), and (c) biofilm covered CF@Pt, CF@Pt@Biofilm, (bioanode).

Figure 66 66 . 3 . 1 . 5

 6666315 Figure 66 LSV curves indicating the polarization of the clean anode and the bioanodes based on CF and CF@Pt substrate respectively

Figure 68

 68 Figure 68 Voltage generation profile of the three independent DCMFC experiments before and after switching to buffer system of the anodic solution. Each experiment was starting from a different old running DCMFC i.e. (a) 42 days old (b) a 56 days old and (c) 64 days old.

Figure 69

 69 Figure 69 The ferricyanide solution in the cathodic part: its initial color (a) and turned colorless (b) indicating the consumption of ferricyanide upon the DCMFC operation. The electrons arriving at the cathode readily reduce the available [Fe(CN) 6 ] 3- species around the cathode surface. Stirring the cathodic solution can help to bring out these species from the bulk solution toward the cathode, hence the reduction reaction can proceed thoroughly. The reduction of [Fe(CN) 6 ] 3-into [Fe(CN) 6 ] 4- leads to a color change of the cathodic solution. The original color of ferricyanide solution is yellow, while its reduced form is a pale yellow. Upon the DCMFC operation, we observed the yellow cathodic solution progressively turning colorless (Figure 69), accompanied by a decrease of the voltage. This indicates the consumption of electron acceptor during the power generation. However, a transtition yellow-greenish solution was also occasionally found. This is probably due to the partial formation of prussian blue which may occur because of the possible combination of either Fe 3+ + [Fe(CN) 6 ] 4-or Fe 2+ + [Fe(CN) 6 ] 3-[171] in the cathodic solution. The Fe 3+ and/or Fe 2+ species present in the solution probably due to the modification of the [Fe(CN) 6 ] 3-and/or [Fe(CN) 6 ] 4-complexes (such as substitution of CN by H 2 O). During the experiment, we also observed colloidal matter (jelly-like) fouled on the cathode or on the membrane surface which faced the cathodic solution (Annex 3). We consider this is a flocculation of the iron species due to alkalization of the solution. Alkalization might occur due to the presence of the oxygen in the cathodic solution (open air cathodic compartment) which can consume protons (H + ), thus the pH solution increases. In

Figure 70

 70 Figure 70 Histogram giving the life-time of ferricyanide solution in hours as a function of the average potential of the cell.

Figure 71

 71 Figure 71 Voltage evolution of the two independent DCMFC experiments corresponding to the cathode material change. (a) from SSP to ACF cathode, (b) from SSP to ACF@Pt cathode.

Figure 72

 72 Figure 72 Histogram of the power density of the DCMFC as a function of the cathodic material.
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 123 

Figure 73

 73 Figure 73 Progressive vanadium solution color change at (a) 1 st day (b) 3 rd day and (c) 7 th day of DCMFC operation.

Figure 75

 75 Figure 75 The voltage evolution of the DCMFC with ferricyanide solution in cathodic part with ACF@Pt cathode (< 0 hour). Fluctuating voltage evolution is corresponding to pH instability in the cathodic part (of batch system) with the ACF@Pt cathode in 0.1 M KNO 3 solution at pH 2 (from 0 -200 hours). The green arrows indicate to the refreshed cathodic solution with fresh pH 2 electrolyte.

Figure 77

 77 Figure 77Chemical structure of graphite[START_REF] Dambrot | Helps Athlete Keep Moving[END_REF] 

Figure 78 (

 78 Figure 78 (a) CV of CF in 10 mM of ferricyanide solution that containing 0.1 M KNO 3 at various scan-rates and (b) plot of anodic and cathodic peak current vs. the square root of scan rate.

Figure 79

 79 Figure 79 The CV voltammogram show oxygen reduction peak at region -0.6 V vs. Ag/AgCl (black arrow) (a) and plot of cathodic wave current versus square root of scan rate (b) for CF in air-breathing configuration in 50 mM PBS solution. As decribed in the experimental part, one side of the electrode is in contact with oxygen whereas the other side is in contact with PBS solution.

Figure 80

 80 shows the chronoamperometric (CA) response of the air-breathing cathode toward the external atmosphere (N 2 , free-air, and O 2 respectively). The CF's air-breathing electrode responded differently toward each surrounding atmosphere. These results express the appropriateness of CF as air-breathing electrode. Moreoever, the higest resulted current, as recorded under oxygen atmosphere reveals the potential of CF to facilitate electroreduction of oxygen as an important reaction in the air-breathing cathode system.

Figure 80

 80 Figure 80 Chronoamperometric characterization of CF air-breathing electrode as recorded in PBS solution under respectively nitrogen, free-air, and oxygen exterior atmospheres respectively.

Figure 81

 81 Figure 81 CV in PBS solution (anodic) at scan rate 20 mV s -1 in air-breathing cathode configuration (a) under exterior atmosphere influence (nitrogen, air, and oxygen atmosphere) (b) as comparison between under exterior free-air containing gaseous oxygen and dissolved oxygen (by filling the free air space with oxygen-saturated water).

  Figure 83b shows a typical CV for Pt or Pt-containing material. This is indicated by the presence of characteristic oxidation/reduction peaks in the potential range between -0.75 and -0.25 V vs. Ag/AgCl, which corresponds to hydrogen desorption/adsorption on the Pt surface. A sharp peak below -0.75 V vs. Ag/AgCl is related to the reduction of protons to hydrogen, also called hydrogen evolution reaction.

Figure 82

 82 Figure 82 CV voltammogram of pyrrole electropolymerization on the CF surface (in aqueous phase side) at 20 mV s -1 for 30 cycles, and (a) CV voltammogram of electroreduction of Pt on previous resulted CF@PPy surface from 2 mM H 2 PtCl 6 solution at 20 mV s -1 for 20 cycles. SEM image of resulted (c) CF@PPy and CF@PPy@Pt(d).

Figure 85

 85 Figure 85 Various MFC performances depicted as daily generated current density (a) and power density (b) curves. Either current density or power density were normalized toward the expsosed surface area of airbreathing cathode.

Figure 88

 88 Figure 88 Survey scan of XPS spectrum of raw carbon felt (RCF) and activated carbon felt (ACF)

Figure 89

 89 Figure 89 Deconvolution of C1s peak at 284 eV of (a) RCF and (b) ACF.

Figure 90

 90 Figure 90 Water droplet test on (a) RCF and (b) ACF surface. Both photos were taken immediately after water was dropped.

Figure 93

 93 Figure 93 CV voltammogram of ACF@Pt electrode in 0.1 M KOH solution at 5 mV s -1 under nitrogen atmosphere showing the PtH desorption region (green raster) used to determine the electrochemical surface active area (ECSA).

Figure 94 (

 94 Figure 94 (a) CV under nitrogen atmosphere and (b) LSV under oxygen atmosphere at 5 mV s -1 in 0.1 M KOH solution of the as-synthesized ACF@Pt_CV and ACF@Pt_CA.

Figure 95

 95 Figure 95 Cyclic voltammograms of the ACF@Pt in 0.1 M KOH solution at scan rate of 5 mV s -1 under unflow and flow of nitrogen

Figure 97

 97 shows the electrochemical characterization (LSV and CV) of the electrodes, recorded both in KOH and PBS solution. The CV voltammograms (Figures 97a,b) of the electrodes, in both solutions, show gradual enhancement as the concentration increases. The LSV curve, shown in Figure 97c, shows the ORR performance in the KOH solution of the resulted electrodes as the concentration dependent. The three electrodes, prepared from 1 to 3 mM, revealed a progressive ORR peak current enhancement.

Figure 97

 97 Figure 97 CV voltammogram under nitrogen atmosphere at scan rate 5 mV s -1 (a,b) and LSV curve under oxygen atmosphere at scan rate 5 mV s -1 (c,d) in 0.1 M KOH pH 13 for (a,c) and in 50 PBS (50 mM KCl) pH 7 for (b,d).

Figure 98 .

 98 Figure 98. A strong decrease of the electrochemical signal was observed of the thermal treatment both in KOH and buffer solution (Figure 98a, b), which is definitively due to severe structural modifications. Moreover, the ORR

Figure 98

 98 Figure 98 Electrochemical characterization after thermal treatment for ACF@Pt electrodes recorded (a,b) at 5 mV s -1 in 0.1 M KOH and 50 mM PBS (in 50 mM KCl) solution respectively (d) at 10 mV s -1 in 10 mM K 3 Fe(CN) 6 (in 1 M KNO 3 ) under nitrogen atmosphere and (c) LSV curve at 5 mV s -1 under oxygen atmosphere

  of deposited Pt (gram) Q : total electric charge (Coulomb) M : atomic weight of Pt (g mol -1 ) F : Faraday's constant (96,485 C mol -1 )z: the number of transferred electrons per ion[START_REF]Birth of Electrochemistry[END_REF] 

For 2

 2 hours, 20 wt. % is in agreement with the theoretical maximum value (i.e. ~ 25 wt. %) based on a Faradic rate of 100%. The Pt content of some selected samples, analyzed by TGA, conforms with those analyzed by ICP.

Figure 99 Figure 100 .

 99100 Figure 99 Thermogravimetric analysis curves of RCF, ACF and ACF@Pt representatives (inset shows the weight loss between 480 and 600 o C)

Figure 100 102 .

 100102 Figure 100 SEM image of the Pt particles grown on ACF from 5 mM of precursor with reaction times 1 hour: (a) overview at 50 µm (b) 5 µm, and (c) zoomed single particle at 500 nm magnification.

Figure 101

 101 Figure 101 SEM images of the Pt particles growth on ACF for reaction time (a,d) 0.5 hour, (b,e) 1 hour and (c,f) 2 hours.

Figure 102

 102 Figure 102 SEM image of the Pt particles grown on ACF for a reaction time of 1 hour from concentration of precursor (a) 1 mM, (b) 3 mM and (c) 5 mM.

  Figure 103b show heating treatment at 400 o C has led the Pt particles to start melting and then each other tend to attached each other, which destroy the Pt's morphology. Heating treatment at 1000 o C has completely turned the Pt particles into agglomerates (Figure 103c) and automatically losed their nanoparticles and particles character. The both resulted structures, as shown in Figure 103b,c, lead to poor electrochemical performance of the ACF@Pt electrode as shown in Figure 98, which significantly decrease both its CV profile and electrocatalytic ORR performance.

Figure 103 104 .

 103104 Figure 103 SEM image of ACF@Pt without (a) and with heat treatment at (b) 400 o C and (b) 1000 o C

Figure 104

 104 Figure 104 XRD patterns of CF, ACF, and selected ACF@Pt samples

Figure 105

 105 shows the XPS survey spectra of ACF@Pt samples along with pristine material as control material for an overview and a brief qualitative analysis. The intense peak at around binding energy, BE, 70 eV indicates the presence of Pt since it only appears in the ACF@Pt sample. Deconvolution of this peak resulted in Figure 106c, which enable to deep analysis into its core level. The deconvoluted of Pt 4f reveals the doublets related to the spin-orbit splitting (x ±1/2, x =3 for the f band) located at BEs of 71.0 eV (Pt 4f7/2) and 74.4 eV (Pt 4f5/2) for metallic platinum. Meanwhile, those situated at 72.1 and 75.2 eV belong to 4f7/2 and 4f5/2 levels of PtOx (x>2), respectively.

Finally, the surface

  atomic composition of the sample presented in Figure 106d, which demonstrates RCF (97 atom %C, and 3 atom % O), ACF (87 atom % C, and 13 atom % O), and ACF@Pt (57 atom %C, 13 atom % O and 30 atom % Pt (i.e. 23 atom % from metallic platinum and 7 atom % of the total contribution from oxidized platinum) substantiates surface enrichment in O-containing functional groups.

Figure 105 Figure 106

 105106 Figure 105 XPS survey spectrum of RCF, ACF and ACF@Pt

Figure 107

 107 Figure 107 Complex-plane Nyquist impedance plots for RCF, ACF and ACF@Pt electrodes recorded at the open circuit potential (i.e. 0.35, 0.42 and 0.41 V vs. RHE for RCF, ACF and ACF@Pt, respectively) in 10 mM K 3 [Fe(CN) 6 ] + 1 M KNO 3 aqueous solution. The normalization is based on an estimated geometric surface area of 3.9 cm 2 for the working electrode.

  Figure 109a shows a comparison of the involved current at each electrode for different applied potentials (E appl ). The current is quite constant that notify a good stability. The total electric charge (Q), as integrated from current curve, is shown in Figure 109b. The data is listed inTable 21.

Figure 109 (

 109 Figure 109 (a) Behavior of I and (b) Q during one hour CA in 0.1 M KOH aqueous solution under oxygen atmosphere on the RCF, ACF and ACF@Pt electrodes at various electrode potentials

103 )Figure 110

 103110 Figure 110 Potential-dependent production of H 2 O 2 from ORR as quantified from UV-Vis assay

3 . 5 . 1

 351 -breathing cathode for SCMFC: application of platinum modified carbon felt (ACF@Pt) Application of ACF@Pt as air-breathing cathode in SCMFC and its comparison to DCMFCIn this study, we applied the ACF@Pt as air-cathode in an MFC powered by garden compost leachate. For comparison, we also run the classical DCMFC with ferricyanide as the cathodic solution by continuous reloading of ferricyanide solution in cathodic part to maintain power generation. The application of an SCMFC system eliminates this limitation. The performace of both systems for current generation is shown in Figure111. The current starts to increase after a periode of time that corresponds to the formation of electroactive biofilm on the anode surface[START_REF] Parot | Acetate to enhance electrochemical activity of biofilms from garden compost[END_REF]. It was took almost one month for the DCMFC to generate a high current. Whereas, the current generation for the SCMFC happened threetimes faster. Besides, the SCMFC produced a higher current density than the DCMFC. The current density values of both systems were normalized to the cathodic exposure surface area.

Figure 111 (

 111 Figure 111 (a) Performance of SCMFC and DCMFC exhibited by current generation at a load resistance of 1 kΩ connected to the MFC (b) MFC polarization curve (iR-uncorrected). Nafion 115 PEM separated both side: anodic chamber contains garden compost leachate while the cathodic chamber (in DCMFC) contain ferricyanide solution. The addition of acetate is indicated by solid blue arrows for DCMFC and blue dash arrows for SCMFC. The refreshing anodic solution is noted by green solid (DCMFC) and dash (SCMFC) arrows. The yellow arrows show the refreshing of ferrycianide solution in DCMFC.

Figure 113

 113 Figure 113 SCMFC performance with various anode expressed by daily current generated (a) and polarization and power density (b) curves.

Figure 115 Figure 116

 115116 Figure 115 SCMFC operation with anodic compartment contain garden compost leachate (a)before and (b) after separation

only 3 . 5 % 1 )Figure 118

 351118 Figure 118 Anodic compartment at 0 h (a), 24 h (b) and 48 h (c)

Figure 119

 119 Figure 119 Voltammograms of ACF electrode at scan rate 5 mV s -1 in manganese precursor (2.5 mM MnCl 2 in 200 mM NaNO 3 ) and only electrolyte (200 mM NaNO 3 ) solution under nitrogen and oxygen atmosphere.

Figure 120 (

 120 Figure 120 (a,c) Voltammogram at scan rate 10 mV s -1 under nitrogen atmosphere and (b,d) LSV curve at scan rate 5 mV s -1 under oxygen atmosphere of the ACF@MnOx electrodes resulted by CV electrodeposition at various potential ranges (two experimental sets).

Figure 121 (

 121 Figure 121 (a) Voltammogram under nitrogen atmosphere at scan rate 10 mV s -1 and (b) LSV curve under oxygen atmosphere at scan rate 5 mV s -1 , in 50 mM PBS solution of the developed ACF@MnOx electrodes resulted through CV electrodeposition at potential range 0.8 -1.4 V vs. Ag/AgCl at various numbers of cycles.

Figure 122 (

 122 Figure 122 (a) Voltammogram under nitrogen atmosphere at scan rate 10 mV s -1 and (b) LSV curve under oxygen atmosphere at scan rate 5 mV s -1 , in 50 mM PBS solution of the developed ACF@MnOx electrodes resulted through CV electrodeposition at potential range 0.8 -1.4 V vs. Ag/AgCl at various scan rates.

  a. Effect of electrodeposition potential In order to study potential dependence, we set the experiment of CA electrodeposition (in 25 mM MnCl 2 solution in 200 mM NaNO 3 as electrolyte) for one hour at various fixed potentials i.e. 1.1, 1.2, 1.25, 1.3, and 1.4 V vs. Ag/AgCl. The applied potential is a given energy to make the reaction thermodynamically favorable. The ORR LSV curves corresponding to electrodeposition at different potentials are shown in Figure 123. Electrodeposition at low potential (< 1.25 V vs. Ag/AgCl) resulted in an electrode with low ORR performance. While the electrodeposition at potentials 1.25, 1.3, and 1.4 V vs. Ag/AgCl resulted in better ORR performances. b. Effect of electrodeposition time We also sought the time dependence by conduct the CA electrodeposition at various time periods (0.5, 1, 2, 4 and 6 hours). The optimum time reaction c. Effect of precursor concentrationWe observed the linear correlation between the precursor concentration and the mass loading of the electrodeposited MnOx (Figure127f). Moreover, the maximum current density at higher overpotential was also linear with the loading mass at range 10 -180 mM. As the concentration increased, we observed an increase of the current density of the ORR LSV curve, as shown in Figure125.Herein, we took three types of ORR LSV curves of the resulted material from 25 mM, 90 mM and 180 mM for further experimentation.

Figure 125 (

 125 Figure 125 (a) Voltammogram under nitrogen atmosphere at scan rate 10 mV s -1 and (b) LSV curve under oxygen atmosphere at scan rate 5 mV s -1 , in 50 mM PBS solution of the developed ACF@MnOx electrodes resulted through CA electrodeposition at 1.3 V vs. Ag/AgCl for 4 hours at various precursor concentrations.

Figure 126 2 )

 1262 Figure 126 Correlation of MnOx mass loading with (a) potential range, and (b) number of cycles.

Figure 127

 127 Figure 127 Behavior of developed CA curve and the correlation of MnOx mass loading (theoretical, experimentally weighed, and Faradic) of the ACF@MnOx material as resulted at various (a,b) potentials (c,d) reaction time and (e,f) precursor concentration dependence.

3. 6 . 3 Physico-chemical characterization 3 . 6 . 3 . 1

 633631 Scanning electron microscopy/energy dispersive X-ray spectroscopy (SEM/EDX)The EDX spectra of pure ACF and modified ACF are shown in Figure128a,b.The spectrum of ACF, as unmodified material, only shows C and O. The modification of ACF through electrodeposition in manganese solution resulted in the addition of Mn and O (Figure128c,d). This qualitatively indicates a brief successful of electrodeposition process. Many traces of Na, N, and Cl were also found, which originated from the electrolyte solution.

Figure 128

 128 Figure 128 EDX spectrum of (a) ACF and (b) ACF@MnOx resulted after one hour of CA electrodeposition at 1.3 V vs. Ag/AgCl from 25 mM of precursor

Figure 129

 129 Figure 129Predicted manganese oxide composition of the resulted ACF@MnOx at various electrodeposition potentials as calculated based on EDX spectra.

  3 located at 37 o may correspond to Mn 3 O 4[START_REF] Özcan | Removal of Acid Orange 7 from water by electrochemically generated Fenton's reagent[END_REF]. More small peaks are emerged in the ACF@MnOx_E1.25, positioned at 33 o and 42 o are belonging to MnO, whereas the peaks at 57.5 o , 58.5 o , and 65.5 o may correspond to a mixture of Mn 2 O 3 and Mn 3 O 4[START_REF] Zhu | Electrochimica Acta TiO 2 Nanotube Arrays Grafted with MnO 2 Nanosheets as High-Performance Anode for Lithium Ion Battery[END_REF]. Figure130bshows the XRD spectra of ACF@MnOx_E1.3 at different electrodeposition times. Prolonging electrodeposition didn't change the crystallinity properties of the resulted manganese oxide.

Figure 130 (

 130 Figure 130 (a) Survey scan XRD spectra of the developed ACF@MnOx electrode at various electrodeposition potentials and (b) XRD spectra of ACF@MnOx resulted from electrodeposition for 1 and 4 hours respectively.

Figure 131 Figure 132 Figure 133

 131132133 Figure 131 Overview (a,b,c) and closed-up view (d,e,f) of the morphological structure of ACF@MnOx material resulted from electrodeposition potentials respectively of 1.25, 1.3 and 1.4 V vs. Ag/AgCl

Figure 134 2 (Eq. 109 )Figure 134

 1342109134 Figure[START_REF] Shaigan | Electrodeposition for Electrochemical Energy Conversion and Storage Devices[END_REF] shows the CA curves of oxygen reduction at various potential for all selected electrodes. As shown by the LSV ORR curve, the ORR at potential around -0.4 V vs. Ag/AgCl reached optimum Faradic efficiency. Therefore, the CA at more negative potential resulted in more effective ORR indicated by the higher developed Q. Herein, the production of H 2 O 2 in relative neutral solution

Figure 135

 135 Figure[START_REF] Bard | Electrochemical Methods: Fundamentals and Applications[END_REF] As quantified H 2 O 2 after one hour of CA for various electrodes at various applied potentials.

Figure 136

 136 Figure 136 Degaradation of H 2 O 2 at the ACF and the ACF@MnOx electrodes

Figure 139

 139 Figure 139 EIS of various ACF@MnOx air-breathing cathodes in single chamber microbial fuel cell

Figure 140 3 . 8

 14038 Figure 140 Power density of single chamber MFC with various ACF@MnOx airbreathing cathodes

  It can electrocatalyze the ORR to produce H 2 O 2 and subsequently perform a Fenton-like reaction by catalyzing the resulted H 2 O 2 to form hydroxyl radical ( • OH). The combination of these dual activities may result in a new electro-Fenton-like system.

Figure 143

 143 Figure 143 Kinetic degradation of AO7 at Pt, ACF, and ACF@MnOx cathode by applying a 18 mA current (a) at normal pH (b) for comparison with the presence of common Fenton catalyst FeSO 4 .

  Figure144ashows the degradation of AO7 during 1 hour of EF process at the ACF@MnOx electrode at various applied currents. A significant improvement was observed by increasing the applied current from 18 mA to 72 mA, reaching optimum at 54 mA. This optimum current also increased the TOC removal up to 35% after 1 hour EF treatment.

Figure 144

 144 Figure 144 Kinetic degradation of AO7 at normal pH: (a) at various applied currents, and (b) at different electrodes

Figure 145 Figure 146

 145146 Figure 145 Demineralization over the two electrodes (a) at total 4 hours of EF treatment and (b) at 5 consecutives cycles

Annex 1 :

 1 Figure-A1 The plot of current vs. time of SCMFC experiment

  Figure-A3 Fouling found on the membrane surface which faces cathodic solution (ferricyanide) at the end of DCMFC operation
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  Figure 74 Comparison of ferricyanide and vanadium solution, at the same concentration, as electron acceptor in the DCMFC, toward its voltage evolution. Anode was carbon felt based bioanode (CF@Biofilm) and cathode was electroactivated carbon felt (ACF). Yellow arrows shows the refreshing ferricyanide solution and green arrows imply refreshing of vanadium solution. ............................................................................ Figure 75 The voltage evolution of the DCMFC with ferricyanide solution in cathodic part with ACF@Pt cathode (< 0 hour). Fluctuating voltage evolution is corresponding to pH instability in the cathodic part (of batch system) with the ACF@Pt cathode in 0.1 M KNO 3 solution at pH 2 (from 0 -200 hours). The green arrows indicate to the refreshed cathodic solution with fresh pH 2 electrolyte. ....................................... Figure 76 Stability of the voltage evolution corresponding to the pH of the cathodic solution ..Figure 77 Chemical structure of graphite [176] ................................................. Figure 78 (a) CV of CF in 10 mM of ferricyanide solution that containing 0.1

.................................................................................. M KNO 3 at various scan-rates and (b) plot of anodic and cathodic peak current vs. the square root of scan rate. ......................................... Figure 79 The CV voltammogram show oxygen reduction peak at region -0.6 V vs. Ag/AgCl (black arrow) (a) and plot of cathodic wave current versus square root of scan rate (b) for CF in air-breathing configuration in 50 mM PBS solution. As decribed in the experimental part, one side of the electrode is in contact with oxygen whereas the other side is in contact with PBS solution. ........................ Figure 80 Chronoamperometric characterization of CF air-breathing electrode as recorded in PBS solution under respectively nitrogen, free-air, and oxygen exterior atmospheres respectively. ............................................

Figure

  ............................................ Figure 85 Various MFC performances depicted as daily generated current density (a) and power density (b) curves. Either current density or power density were normalized toward the expsosed surface area of air-breathing cathode. ............................................................................. Figure 86 SCMFC experiment with CF@PPy@Pt air-breathing cathode in different reactor: (a) square-shaped acrylic with its wide top opening, which allow partially anaerob condition in anodic chamber, and (b) tube-shaped glass reactor with narrower top opening, which keeps better anaerobic condition in anodic chamber ....................................... Figure 87 Comparison of MFC performance between classical double chamber and single chamber MFC with air-breathing cathode system,

as expressed in power density and polarization curve. .......................... Figure 88 Survey scan of XPS spectrum of raw carbon felt (RCF) and activated carbon felt (ACF)....................................................................

  The yellow arrows show the refreshing of ferrycianide solution in DCMFC........... Figure112LSV measurement of air-breathing cathode (ACF@Pt) and ACF as blank control (scan rate of 5 mV s -1 ) in SCMFC containing garden compost leachate. ................................................................................... Figure 113 SCMFC performance with various anode expressed by daily current generated (a) and polarization and power density (b) curves. ... Figure 114 Current generation of DCMFC and SCMFC system with platinum based bioanode. ...................................................................................... Figure 115 SCMFC operation with anodic compartment contain garden compost leachate (a)before and (b) after separation .............................. Figure 116 The evolution of voltage before (minus x axis) and after separation ............................................................................................... Figure 118 Anodic compartment at 0 h (a), 24 h (b) and 48 h (c) ...................... Figure 119 Voltammograms of ACF electrode at scan rate 5 mV s -1 in manganese precursor (2.5 mM MnCl 2 in 200 mM NaNO Ag/AgCl at various time periods of electrodeposition. ......................... Figure 125 (a) Voltammogram under nitrogen atmosphere at scan rate 10 mV s -1 and (b) LSV curve under oxygen atmosphere at scan rate 5 mV s -1 , in 50 mM PBS solution of the developed ACF@MnOx electrodes resulted through CA electrodeposition at 1.3 V vs. Ag/AgCl for 4 hours at various precursor concentrations. .................... Figure 126 Correlation of MnOx mass loading with (a) potential range, and (b) number of cycles. ............................................................................. Figure 127 Behavior of developed CA curve and the correlation of MnOx mass loading (theoretical, experimentally weighed, and Faradic) of the ACF@MnOx material as resulted at various (a,b) potentials (c,d) reaction time and (e,f) precursor concentration dependence. ................ Figure 136 Degaradation of H 2 O 2 at the ACF and the ACF@MnOx electrodes. .............................................................................................. Figure

	Figure 123 (a) Voltammogram under nitrogen atmosphere at scan rate 10
	mV s -1 and (b) LSV curve under oxygen atmosphere at scan rate 5
	mV s -1 , in 50 mM PBS solution of the developed ACF@MnOx
	electrodes resulted through one hour CA electrodeposition at various
	electrodeposition potentials.

Nafion 115 PEM separated both side: anodic chamber contains garden compost leachate while the cathodic chamber (in DCMFC) contain ferricyanide solution. The addition of acetate is indicated by solid blue arrows for DCMFC and blue dash arrows for SCMFC. The refreshing anodic solution is noted xxvi by green solid (DCMFC) and dash (SCMFC) arrows. Figure 117 The optical density of compost garden leachate at 600 nm determined for different cases. ............................................................... 3 ) and only electrolyte (200 mM NaNO 3 ) solution under nitrogen and oxygen atmosphere. ............................................................................................
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	ACF	electroactivated carbon felt	
	ADP	adenosine diphosphate	
	AO7	acid orange 7	
	ATP	adenosine triphosphate	
	AQDS	anthraquinone-1,6-disulfonic acid	
	BE	binding energy	
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	DFT	density functional theory	
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	EF-like	electro-Fenton-like	
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	FTIRS	fourier-transform infra red spectroscopy	
	FADH, FADH 2	flavin adenine dinucleotide	
	GHG	green house gas	
	GDL	gas-diffusion layer	
	GB	graphite bar	
	HER	hydrogen evolution reaction	
	HNQ	2-hydroxy-1,4,-naphtoquinone	
	ICP-MS	inductively coupled plasma mass spectrometer	
	IHME	institute for health metrics and evaluation	
	IUPAC	International Union of Pure and Applied Chemistry	
	LSV	linear sweep voltammetry	
	MET	mediated electron transfer	
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	MelB	meldola blue	
	MEC	microbial electrolysis cell	
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Table 1

 1 Standard electrode potential of ORR at 25 o C[START_REF] Kinoshita | Electrochemical Oxygen Technology[END_REF] 

	Aqueous solution	ORR reaction	Standard electrode
			potential, V vs.
			SHE
	Acidic solution at pH 0 O 2	

Table 3

 3 Maximum generated power density of various double chamber MFCs

	Anode	Cathode	Electron acceptor	Microorganism source/substrate	Power density Ref
	Stainless steel foam/Poly ethylene imine/reduced graphene oxide (SSF/PEI/rGO)	Carbon felt/Poly-NiTSPc	Dissolved O 2 in KNO 3 0.1 M	Garden compost/ acetate	24.8 mW m -2	[18]
	Carbon felt/Poly Neutral Red	Nickel plate	Ferricyanide 20 mM	Yeast /glucose	6.1 mW m -2	[65]
	Graphite bar/Polypyrrole	Platinized Titanium Sheet	Dissolved O 2 HCl 0.1 M Garden compost/acetate	25 mW m -2	[19]
	Reticulated vitreous carbon vs. Graphite felt	Reticulated vitreous carbon vs. graphite felt	Buffered ferricyanide 50 mM	Shewanella oneidensis/ lactate	24 mW m -2 vs. 10 mW m -2	[80]
	Graphite brush	Activated carbon bcloth	Sodium percarbonate vs. ferricyanide	Activated sludge/ acetate	9.6 W m -3 vs. 14 W m -3	[81]
	Carbon fiber felt	Carbon fiber felt	Vanadium (V) pH 2	Sludge/ glucose	419 mW m -2	[72]
	Carbon cloth/Bio-Paladium	Carbon paper / Pt	Phosphate buffer solution Anaerobic sludge/ acetate 605 mW m -2	[82]
	Carbon Nano Tube/Polyaniline/Graphite felt	Plain carbon cloth	Ferricyanide 50 mM	Shewanella putrefaciens/ acetate	257 mW m -2	[83]
		Alumina/nickel				
	Alumina/nickel nanoparticles-dispersed carbon nanofiber (AA:Ni-ACF/CNF)	nanoparticles-dispersed carbon nanofiber (AA:Ni-	K 2 Cr 2 O 7 200 ppm	Eschecrichia coli/ sucrose-acetate	1530 mW m -2	[84]
		ACF/CNF)				

Table 4

 4 The maximum generated power density of various single chamber MFCs with air-breathing cathode system

	Anode	Air-breathing	Bacterial	Power	Ref
		cathode	source/substrate	density	
	Carbon	carbon/ poly	Domestic wastewater/	766	[85]
	cloth	tetrafluoroethylene,	glucose	mW m -2	
		PTFE/Pt			
	Heat treated	carbon/PTFE/Fe-	Domestic	634	[86]
	carbon cloth	pthalocyanine	wastewater/glucose	mW m -2	
	Carbon	carbon	Domestic wastewater/	2650	[87]
	cloth	cloth/PTFE/Pt	polyalcohol: galacticol	mW m -2	
	Graphite	carbon cloth/	Klebsiella pneumoniae	3773	[88]
	granules	PVDA/ β-MnO 2	strain L17/glucose	mW m -3	
	Carbon	Carbon	Activated	401.8	[89]
	cloth	cloth/polypyrrole/	sludge/glucose	mW m-2	
		carbon black			
	Carbon	carbon	Domestic wastewater/	1370	[90]
	brush	cloth/PTFE/Pt	acetate	mW m -2	
	Graphite	carbon/PTFE/meso	Domestic	979	[91]
	fiber brush	porous nitrogen	wastewater/acetate	mW m -2	
		rich carbon (MNC)			
	Carbon	carbon	Anaerobic	469	[92]
	cloth	cloth/PTFE/cobalt	sludge/acetate	mW m -2	
		oxide nanocarbon			
		(CoO-NCNT)			
	Carbon felt Electrodeposited Pt	Garden compost	140	[93]
		nano particles, Pt	leachate / acetate	mW m -2	
		NPs,on activated			
		carbon felt			

1.4.10 MFC reactor design 1.4.10.1 Double chamber MFC (DCMFC)

  

Table 5

 5 The comparison of carbon-based MFC's anode characteristics

	Anode		Advantages	Disadvantages	Ref.
	Graphite rod Good	electrical	conductivity,	Low surface	[101,105]
		chemical stability, economist, and	area	
		availability			
	Graphite	Higher specific surface area and	Clogging,	[100,106]
	fiber brush	easy to produce		expensive	
	Carbon cloth High surface area, large porousity,	Expensive	[20,106]
		high	electrical	conductivity,		
		flexibility, mechanical strength		
	Carbon	Easy to connect wiring	Expensive,	[107]
	paper				Fragile	
	Carbon felt	High	electrical	conductivity,	Large	[20-22]
		fibrous structure, large surface	resistance	
		area, large porosity, mechanical		
		strength, cheap			
	Reticulated	Good electrical conductivity and	Large	[20,98]
	vitreous	plasticity, great porosity	resistance and	
	carbon				fragile	
	(RVC)					

Table 6

 6 Modification of carbon felt for MFC's anode application

	Modified	MFC	Cathode	Bacterial	Perfor-	Ref.
	anode	system		source/	mance	
				substrate	(mW m -2 )/	
					improve-	
					ment	
	Graphene	Single	Air-breathing	Anaerobic	280.56 / 17	[110]
	oxide-	chamber	cathode	sludge/ acetate	times	
	zeolite		stainless steel			
	modified		mesh coated			
	carbon felt		Pt/C			
	Nitric acid -	Single	Air-breathing	Pond sediment 2066 / 1.5	[111]
	treated	chamber	cathode		times	
	carbon felt		carbon paper			
			Pt/C			
	Polyanniline	Double	Carbon cloth	Baker yeast	450 / 3	[22]
	modified	chamber	/ ferrycianide	(Sacharomices	times	
	carbon felt		solution	cereviseae)		
				/glucose		
	Ruthenium	Double	Carbon	Shewanella	3080 / 17	[112]
	oxide-	chamber	felt/ferry-	decolorientis	times	
	coated		cianide	S12/lactate		
	carbon felt		solution			
	Polyneutral	Double	Nickel plate /	Baker yeast	6.1 / 2	[65]
	red -	chamber	ferrycianide	(Sacharomices	times	
	modified			cereviseae)		
	carbon felt			/glucose		

Table 7

 7 Various carbon-felt based air-breathing cathodes and their performances in MFC application

	Air-breathing	Anode		Bacterial	MFC's	Ref
	cathode			source	performance
	Carbon based	Carbon	fiber	Activated		[116]
	microporous layer modified carbon	veil sheet		sludge/urine	28.2 mW m -2
	felt				
	Activated carbon	Carbon	fiber	Activated		[116]
	modified carbon	veil sheet		sludge/urine	42.7 mW m -2
	felt				
	Activated Carbon Fiber Felt	Carbon felt		Anaerobic sludge/glucose wastewater	mW m -3 2023 -4653	[117]
	Conductive carbon	Carbon felt		Anaerobic		[118]
	ink(Vulcan			sludge /sucrose	
	XC72R carbon-				600 mW m -3
	MnO 2 )-modified				
	Carbon felt				
	Pt NPs modified	Carbon felt		Garden	
	activated carbon			compost	140 mW m -2
	felt			leachate/acetate	

  To drive the ORR toward a 4-electron pathway, great attention has been paid to developing catalysts that can effectively decrease the energy needed to the break O=O bonds. To date, ORR catalysts based on metals, carbon, conductive polymers and microbes have been tested in MFCs. Their application greatly enhances the ORR kinetics and promotes the power generation[START_REF] Wang | Abiotic Oxygen Reduction Reaction Catalysts Used in Microbial Fuel Cells[END_REF].Platinum is the traditional and state-of-the-art catalyst for the ORR in the cathodic part. The ORR over a Pt catalyst occurs at very low overpotential, i.e at 1.05 V vs.

	a. Dissociative Mechanism MnO 2 + H 2 O + e -→ Mn III OOH + OH -	(Eq. 49)
	The adsorbed O 2 , parallel to the electrode surface (needing 2 side-by-side actives 2Mn III OOH + O 2 → 2(Mn IV OOH.O -) (Eq. 50)
	sites), is readily broken into adsorbed O* atoms (Eq. 41), which is followed by (Mn IV OOH.O -) + e -→ Mn IV O 2 + OH -(Eq. 51)
	two consecutive reduction reactions to form water (Eqs. 42 and 43). In this Overall reaction: O 2 + 2H 2 O + 4e -→ 4OH -(Eq. 52)
	adsorption mode, which promotes direct O=O bond cleavage, no production of
	H 2 O 2 is possible. This parthway thus involves 4e -transfer, which enables
	1.4.13.1 Platinum (Pt) conversion of O 2 to H 2 O [122].	
	O 2 + 2*  2O*	(Eq. 41)
	2× {O* + H + + e -→ OH*}	(Eq. 42)
	2×{OH* + H + + e -→ H 2 O + *}	(Eq. 43)
	O 2 + * → O 2 *	(Eq. 44)
	O 2 * + H + + e -→HO 2 *	(Eq. 45)
	HO 2 * + H + + e -→ H 2 O + O*	(Eq. 46)
	O* + H + + e -→ OH*	(Eq. 47)
	OH* + H + + e -→ H 2 O + *	(Eq. 48)
	1.4.13.2 Manganese oxide (MnO 2 )	
	Pathway 1: O 2 + 4H + + 4e -→ 2H 2 O The application of a cheaper transition metal oxide, such as manganese oxide, has (Eq. 38)
	Pathway 2: O 2 + 2H + + 2e -→ H 2 O 2 attracted much attention. A catalytic mechanism of ORR over manganese oxide in (Eq. 39)
	H 2 O 2 + 2H + + 2e -→ 2H 2 O alkaline solutions has been proposed as shown in Eqs. 49-52 [119]. The (Eq. 40)
	electrocatalytic activity of MnO 2 is strongly dependent on the surface A 4-electron transfer pathway is always preferred for air-breathing cathode purposes because it enables to maximize the Faradic efficiency and avoids the concentration of Mn III ions, in which the oxygen is reduced.
	Figure 27 ORR catalytic mechanism over a Pt catalyst [123]

4-electron transfer and 2electron transfer mechanism (Eqs. 38-40)

[START_REF] Wang | Abiotic Oxygen Reduction Reaction Catalysts Used in Microbial Fuel Cells[END_REF]

. energy losses as in a 2-electron transfer pathway. Indeed, an incomplete ORR results in energy loss and, most importantly, the intermediate H 2 O 2 production and accumulation may denature the (bio)catalyst and destroy the membrane

[START_REF] Milton | Bilirubin oxidase bioelectrocatalytic cathodes: the impact of hydrogen peroxide[END_REF]

. RHE (reversible hydrogen electrode) at pH 7

[START_REF] Burkitt | Iron phthalocyanine and MnOx composite catalysts for microbial fuel cell applications[END_REF]

. The activity of metal catalysts toward the ORR relies on their d-band center vacancies. Among metals, Pt has the strongest ORR catalyst activity based on calculation of O 2 , O, and OH binding energies

[START_REF] Wang | Abiotic Oxygen Reduction Reaction Catalysts Used in Microbial Fuel Cells[END_REF]

.

The catalytic mechanism for Pt is simplified in Figure

27

. This mechanism implies that O 2 can be reduced either completely to H 2 O at rate k 1 or incompletely to adsorbed H 2 O 2 at rate k 2 . The H 2 O 2 can be reduced further to H 2 O at rate k 3 , chemically decomposed on the surface, and/or released to the electrolyte solution at rate k 5

[START_REF] Song | Electrocatalytic Oxygen Reduction Reaction BT -PEM Fuel Cell Electrocatalysts and Catalyst Layers: Fundamentals and Applications[END_REF]

.

Theoretical calculations on the electronic structure based on density functional density (DFT) have been used to determine the ORR mechanism. Herein, there are two proposed mechanisms, namely dissociative and associative mechanisms for low current density and high density range, respectively

[START_REF] Song | Electrocatalytic Oxygen Reduction Reaction BT -PEM Fuel Cell Electrocatalysts and Catalyst Layers: Fundamentals and Applications[END_REF]

.

b. Associative Mechanism

The associative mechanism proposed in Eqs. 44-48, also follows a 4-electron transfer pathway. However, in this mechanism, O 2 is adsorbed perpendicular to the electrode surface by a single oxygen atom, which stays in O-O* state (Eq. 44).

Owing to this unbroken O 2 , the product of the subsequent step (HO 2 *) might be H 2 O 2 * (HO 2 * + H + + e -→ H 2 O 2 *), which can be reduced further or present as product

[START_REF] Song | Electrocatalytic Oxygen Reduction Reaction BT -PEM Fuel Cell Electrocatalysts and Catalyst Layers: Fundamentals and Applications[END_REF]

.

Table 8 . 1.4.13.3 Carbon-based materials Carbon

 8 -56. The reaction is started by the entering of electrons and protons to the MnOx to form MnO x-1 OH which contains Mn(III) active site (Eq. 53) . Then, the O 2 is being adsorbed onto the two neighboring MnO x-1 OH sites (bridged adsorption site) as shown in Eq.

	onto the carbon surface. The O 2(ads) receives an electron and forms superoxide
	[O 2(ads) ] -which further migrates to more reactive species O 2(ads) -. This step is
	considered as a rate-determining step (rds) for the reaction at pH > 10. Further
	reaction leads to the formation of ionic hydrogen peroxide (HO 2	-). It is implied
	that the ORR on the carbon surface follows a 2-electron transfer pathway that
	produces H 2 O 2 [122] .	
	O 2 → O 2(ads)	(Eq. 57)
	O 2(ads) + e -→ [O 2(ads) ] -	(Eq. 58)

54.

The Eq. 55 is the rate determining step i.e. the second electron transfer step.

Finally, the O 2 , ads species is being reduced to yield final product of 4-e transfer ORR i.e. H 2 O (Eq. 56)

2MnO x + 2H + + 2e - 2MnO x-1 OH (Eq. 53) 2MnO x-1 OH + O 2  [(MnO x-1 OH)O

ads ] 2 (Eq. 54) [(MnO x-1 OH)O ads ] 2 + e -+ H + (MnO x-1 OH)O ads + H 2 O + MnO x (Eq. 55) (MnO x-1 OH)O ads + e -+ H + MnO x + H 2 O (Eq. 56) Many applications of manganese oxide based catalyst on air-breathing cathode have been reported, as listed in the -based materials facilitate the ORR through a 2-electron transfer mechanism at large overpotential that produces H 2 O 2 [121] . The ORR mechanism on a glassy carbon surface is proposed in Eqs. 57-62. Oxygen initially is adsorbed

Table 8

 8 Various MFC with air-breathing cathode, which use manganese oxide based catalyst

	Cathodic catalyst Cathode	Anode	Bacterial	MFC's	Ref.
		support		source/	Performance	
				substrate		
	Sprayed	Carbon	Carbon	Anaerobic	3359	[126]
	MnO 2 /Graphene	cloth	cloth	sludge/	mW m -2	
	Oxide			glucose		
	nano tube (CNT) β-MnO 2 /carbon	cloth Carbon	cloth Carbon	culture/ Mixed	mW m -2 97.8	[127]
				domestic		
				waste water		
	Multivalent	Carbon	Graphite	acetate	467	[128]
	MnO x supported	cloth	brush		mW m -2	
	on nitrogen-					
	doped carbon					
	nanowire α-MnO x	cloth Carbon	brush Graphite	culture/ Mixed	mW m -2 180	[129]
	supported on			acetate		
	carbon vulcan					
	Mesoporous	Stainless	Carbon	Acetate	1671	[130]
	layer α-MnO 2	steel	felt		mW m -2	
		mesh				
	polymethyl MnO 2 /CNT and	steel Stainless	AQDS PPy/	decoloratio Shewanella	mW m -2 2676	[131]
	siloxane	mesh	modified	nis		
			carbon	S12/lactate		
			felt			
	Electrodeposited	Carbon	Activated	Anaerobic	777.8	[124]
	MnOx	paper	carbon	sludge/	mW m -3	
	nanostructure		fiber	acetate -		
				wastewater		
	Electrodeposited	Activated	Carbon	Acetate	1554	[132]
	MnO 2	carbon	felt		mW m -2	

  mm thick, 99%) from Alfa Aesar, garden compost (Neuhaus, France), potassium chloride (KCl, 99%, Sigma Aldrich), sodium acetate (CH 3 COONa, 99%, Carlo Erba), potassium ferricyanide (K 3 Fe(CN) 6 , 99% Sigma Aldrich), sodium metavanadate (Na 2 VO 3 , Sigma Aldrich), sulfuric acid (H 2 SO 4 , 97%, Sigma Aldrich), potassium nitrate (KNO 3 , 99%, Sigma Aldrich), sodium phosphate monobasic monohydrate (NaH 2 PO 4 .H 2 O, 99%, sigma Aldrich), sodium diphosphate dibasic dihydrate, Na 2 HPO 4 .2H 2 O, 98%, Fluka Analytical) sodium hydroxide (NaOH, 85%, Prolabo), hexahydrate hexachloroplatinic (IV) acid (H 2 PtCl 6 .6H 2 O, 99%, Sigma Aldrich), manganese (II) chlorid tetrahydrate (MnCl 2 .4H 2 O, p.a, Merck), sodium nitrate (NaNO 3 , 99%, Fluka Chemika),

	pyrrole (Adrich), sodium perchlorate (NaClO 4 .H 2 O, 98%, Fluka), ethanol (96%,
	VWR), glutaraldehyde (25 wt. %, Merck), potassium titanium oxide oxalate
	(>90% Ti basis, Sigma Aldrich), hydrogen peroxide (30 wt. % in H 2 O, Sigma
	Aldrich), sodium sulphate (> 99%, Sigma Aldrich), poly(ethyleneimine) 50%

Table 9 .Table 9

 99 Various parameter for electrodeposition MnOx by CV method

	Entry	[MnCl 2 ] / mM	[NaNO 3 ] / mM	Number (cycles)	Scan rate (mV s -1 )	Potential range (V vs. Ag/AgCl)
	1 50 10 25 200 25 200 50	50	0.6 -1.4
	11	25	200	50	50	0.8 -1.4
	12	25	200	50	50	1.0 -1.4
	13	25	200	50	50	1.2 -1.4
	14	25	200	50	30	0.8 -1.4
	15	25	200	50	70	0.8 -1.4
	16	25	200	50	100	0.8 -1.4
	17	25	200	10	50	0.8 -1.4
	18	25	200	20	50	0.8 -1.4
	19	25	200	70	50	0.8 -1.4
	c. Electrodeposition of MnOx by CA method	
	Electrodeposition by applying fixed potential, i.e, CA has been conducted based
	on parameters listed in Table 10. Optimization parameters have involved
	potential electrodeposition (Entry 1 to 4), time reaction (Entry 5 to 8), and
	concentration of precursors (Entry 9 to 13).		

), number of cycles (Entry 14 to 16), and scan rate dependence (Entry 17 to 19), as gathered in

Table 10

 10 Various parameter for electrodeposition MnOx by CA method

	Entry	[MnCl 2 ], [NaNO 3 ] (mM)	Potential (V vs. Ag/AgCl)	Time (h)	Denoted
	1	25 mM, 200 mM	1.1	1	ACF@MnOx-E1.1
	2	25 mM, 200 mM	1.2	1	ACF@MnOx-E1.2
	3	25 mM, 200 mM	1.3	1	ACF@MnOx-E1.3
	4	25 mM, 200 mM	1.4	1	ACF@MnOx-E1.4
	5	25 mM, 200 mM	1.3	0.5	ACF@MnOx-T0.5
	6	25 mM, 200 mM	1.3	2	ACF@MnOx-T2
	7	25 mM, 200 mM	1.3	4	ACF@MnOx-T4
	8	25 mM, 200 mM	1.3	6	ACF@MnOx-T6
	9	10 mM, 200 mM	1.3	4	ACF@MnOx-C10
	10	45 mM, 200 mM	1.3	4	ACF@MnOx-C45
	11	90 mM, 200 mM	1.3	4	ACF@MnOx-C90
	12	180 mM, 200 mM	1.3	4	ACF@MnOx-C180
	13	260 mM, 200 mM	1.3	4	ACF@MnOx-C260

Table 11 )

 11 

. The bioanode from this old MFC was kept inside. The cathodic solution was refreshed by a new solution of ferricyanide solution. The MFC was continued to operate. The generated voltage either before or after buffer addition were recorded. Three experiments were conducted as listed in the Table

11

.

Table 11

 11 The initial condition of three independent DCMFC experiments before switching to buffered anodic solution.

	Entry	Running MFC age/ days old	anode	cathode
	1	42	CF(6 x 1 x 0.65 cm)	CF@Pt (4 x 1 x 0.65 cm)
	2	56	CF (6 x 1 x 0.65 cm) SSP (4 x 1 x 0.1 cm)
	3	64	CF(6 x 1 x 0.65 cm)	SSP (4 x 1 x 0.1 cm)

cathode system 2.6.1 Electrochemical characterization of CF

  

	Preliminary study of CF was conducted in 10 mM potassium ferricyanide (in 0.1
	M KNO 3 ) in a common half-cell CV at various scan rates (30, 40, 50, 60, 70, 80,
	90, 100 mV s -1 )			
	Table 12 Various treatment during the DCMFC operation
	Period / days	Anodic part Base Anodic solution	Cathodic part cathode Electron acceptor	The experiment is in aim of order to observe:
	0-42	CF	Non-buffered	SSP	20 mM Fericyanide Growing biofilm
	42-48	CF	Buffered SSP	20 mM Fericyanide Effect of buffer
	49-69	CF	Buffered ACF	20 mM Fericyanide	Effect of cathode material
	70-71	CF	Buffered ACF	H 2 SO 4 pH 2	Effect of acidic catholyte
	72-86	CF	Buffered ACF	20 mM Vanadium in H 2 SO 4 pH 2	Effect of electron acceptor
	87-93	CF	Buffered ACF	20 mM Fericyanide	Effect of electron acceptor
	94 -101 CF	Buffered ACF	100 mM Vanadium in H 2 SO 4 pH 2	Effect of electron acceptor concentration
	102 -108 CF	Buffered ACF	4 mM Vanadium in H 2 SO 4 pH 2	Effect of electron acceptor concentration

Table 14

 14 Composition and basic characterization of garden compost[START_REF] Champavert | Développement d'électrodes modifiées et d'un bioréacteur électrochimique à flux continu pour une application aux biopiles microbiennes[END_REF] 

	Composition	Characteristic	
		Dry material	30 wt. %
	Black soil mainly containing vegetal based compost	Organic material Water retention capacity Conductivity	60 wt. % 680 mL L -1 0.5 mS cm -1
		pH	6.5

Table 15

 15 Anodic solution pH as recorded at the begining and the end of DCMFC operation

	DCMFC Experimental condition	Entry	pH	
			Initial	Final
	Anode: CF@Bioanode Cathode: SSP	1	6.58	6.07
	Anodic solution: non-PBS			
	Cathodic solution: ferricyanide	2	6.43	6.88
	Anode: CF@Bioanode Cathode: SSP	1	6.85	6.61
	Anodic solution: PBS			
	Cathodic solution: ferricyanide	2	6.7	6.8
		3	6.7	6.78
	Anode: CF@Pt@Bioanode			
	Cathode: SSP Anodic solution: non-PBS	1	6.43	6.66
	Cathodic solution: ferricyanide			

Table 17 .

 17 The

	highest SECSA was achieved after 1 hour electrodeposition either in KOH or PBS
	solution. Electrodeposition during 0.5 hour resulted in both lower SECSA and
	ORR performance because of a lower amount of deposited Pt. Meanwhile, a
	longer electrodeposition time (t > 1) leads to bigger particles which lowering
	utilization efficiency.

Table 17

 17 

		Electrochemical active surface area (ECSA) and specific
		electrochemical active surface area (SECSA) derived from
		voltammogram in alkaline and neutral solution		
	Time	Sample code:	ECSA (cm 2 )	SECSA-th(m 2 /g)	SECSA-exp (m 2 /g)
	( h)	ACF@Pt_ CA-Tx	In KOH	In PBS	In KOH	In PBS	In KOH	In PBS
	0.5	T0.5	680.1±6.9	422.4±6.1	3.5	2.2	9	5.6
	1	T1	825.1±8.7	454.8 ±11.3	4.2	2.3	9	5
	2	T2	716.9±7.6	356.9±2.6	3.7	1.8	5	2.5
	5	T5	537.0±3.1	181.8±8.4	2.8	0.9	nd.	nd.

Table 18

 18 

		Electrochemical active surface area (ECSA) and specific
		electrochemical active surface area (SECSA) of electrodes as
		concentration dependent derived from voltammogram in alkaline
		and neutral solution					
	[C]/ mM	Sample code: ACF@ Pt_CA-Cx	ECSA (cm 2 ) In KOH In PBS	SECSA-th(m 2 /g) In In KOH PBS	SECSA-exp (m 2 /g) In In KOH PBS
	1	C1	100.0±3.2	18.0±0.9	2.3	0.4	6	1.1
	2	C2	451.4±16.1 369.5±9.1	6.3	5.1	nd.	nd.
	3	C3	537.2±4.8 293.5±10.6	6.6	3.6	10	5.5
	5	C5	825.1±8.7 454.8±11.3	4.2	2.3	9	5.0
	7	C7	876.8±13.6 331.7±10.4	3.2	1.2	nd.	nd.

Table 19

 19 Summarized Pt mass loading from theoretical calculation, Faradic mass, TGA, and ICP

	Time, [PtCl 6 ] 2-	Sample code	Theoretical mass mg wt. %	Faradic mass wt. mg %	TGA / wt. %	ICP / wt. %
	0.5 h, 5 mM	ACF@Pt_CA-T0.5	19.5 24.5	10.4	14.8 11	nd
	1 h, 5 mM ACF@Pt_CA-T1	19.5 24.5	12.8	17.6 13	13.4
	2 h, 5 mM ACF@Pt_CA-T2	19.5 24.5	37.2	38.3 20	nd
	5 h, 5 mM ACF@Pt_CA-T5	19.5 24.5	117.4 66.2 nd	nd
	1 h , 1 mM ACF@Pt_CA-C1	4.3	6.7	1.6	2.6	2.9	2.0
	1 h, 2 mM ACF@Pt_CA-C2	7.2	10.7	2.8	4.5	nd	nd
	1 h, 3 mM ACF@Pt_CA-C3	8.2	12.0	10.4	14.8 8.6	8.9
	1 h, 5 mM ACF@Pt_CA-C5	19.5 24.5	12.8	17.6 13	13.4
	1 h, 7 mM ACF@Pt_CA-C7	27.3 31.27 45.7	43.2 4	nd	nd

Table 20

 20 Calculated crystallite size derived from the Debye-Scherrer equation XPS is a useful surface analysis technique that enables us to gain deeper insight into oxidation state and the surface's chemical composition.

	hkl plane	Time electrodeposition (hour)	Sample code: ACF@Pt_CA-Tx	L v (nm)
	111	0.5	T0.5	11.04
		1	T1	9.06
		2	T2	11.61
	200	0.5	T0.5	8.27
		1	T1	6.17
		2	T2	6.71
	220	0.5	T0.5	7.31
		1	T1	4.53
		2	T2	7.64

  Herein, the RCF and ACF were also tested as control. The applied potentials were determined from the LSV ORR curve. The current plot versus time (s) was used to determine the charge (Q). After 1 hour CA, the treated solution was collected and acidified to pH 3.5, which bring HO 2 -into H 2 O 2 and ready to be further quantified using UV-Vis spectrophotometer. The resulting H 2 O 2 was initially reacted with titanium oxalate solution to form coloured complex of H 2 O 2 -Ti(IV) solution that absorb at 390 nm. Then, a calibration curve was set up to determine the H 2 O 2 in the collected sample.

			2	-as expressed in Eq. 102. The produced HO 2	-
	in alkaline aqueous solution is stable enough to be determined, since the pKa
	H 2 O 2 /HO 2	-at 25 o C is 11.75.	
	O 2 + 2H 2 O + 4e -→ 4OH -		(Eq. 101)
	O 2 + H 2 O + 2e -→ OH -+ HO 2	-	(Eq. 102)
	For this test, reductions at different potentails were carried out during 1 hour in
	alkaline solution under saturated oxygen atmosphere to record the current (I).

Table 21

 21 Data obtained from electroanalytical study of O 2 reduction.

	Sample	Eappl	vs.	|Q| / C [H 2 O 2 ] / µM	Mol, n / µmol
		Ag/AgCl for 1 h CA			n total 1	n exp	2	n real 3
	RCF	-0.5 V		7.46	227.07± 7.21 77.36	4.54	9.08
	ACF	-0.5 V		33.51 1.03± 0.04	0.35	0.02	0.04
		-0.4 V		21.52 552.67± 27.53 223.035 11.05	22.11
	ACF@Pt -0.5 V		115.44 35.44± 1.04	1196.43 0.71	1.42
		-0.4 V		69.57 6.61± 2.08	721.03	0.13	0.26
		-0.2 V		73.86 19.22± 1.04	765.513 0.38	0.77

Table 22

 22 Performances comparison of the MFC system

	MFC system	OCV	Pmax (mW m -2 )
	SCMFC	596.9	197.2
	DCMFC	686	191.6

Table 23

 23 The consumption of acetate

	Time (days)	Acetate / mg L -1	Acetate / mM
	0	2079	25.4
	1	2010.5	24.5
	2	1562.0	19.0

Table 24

 24 We screened 5 to 6 EDX spectra of each samples to analyze their chemical composition. Four of the seven EDX spectra of 1.25 V vs. Ag/AgCl electrodeposition revealed varied chemical compositions, each closes to that of standard manganese oxide, respectively comprising MnO, Mn 2 O 3 , Mn 2 O 7, and MnO 3 . Meanwhile, the electrodeposition at 1.3 V vs. Ag/AgCl resulted in manganese oxide, whose chemical composition can be associated with MnO, Mn 3 O 4 , and MnO 2 . Herein, we took six spectra, where two spectra represented Mn 3 O 4 , two others were close to MnO 2 , one correlated to MnO, and the remaining showed no fit to any manganese oxide. Hence, we can hypothesize a rough composition of the resulted manganese oxide as 33 % Mn 3 O 4 , 33 % MnO 2 , and 16.67 % MnO and 16.67 % an unknown manganese oxide. Meanwhile, the electrodeposition at 1.4 V vs. Ag/AgCl resulted in Mn 3 O 4 , MnO 2 , and MnO 3 . The five screened spectra of this sample were correlated to the composition of MnO 2 , while the two others were fitted to Mn 3 O 4 and MnO 3 . Thus, electrodeposition at this potential resulted in higher MnO 2 content, roughly predicted at 71 %.

	Oxide,					
	oxidation	Ref.	ACF@MnOx	ACF@MnOx_	ACF@MnOx_
	number		_1.25		1.3		1.4
		% Mn % O	% Mn % O % Mn % O	% Mn % O
	MnO, Mn(II)	77.45 22.55 76.20 23.80 76.64 23.36	n.a	n.a
	Mn 2 O 3 , Mn(III)	69.60 30.40 69.95 30.05	n.a	n.a	n.a	n.a
	Mn 2 O 7 , Mn(VII)	49.52 50.48 51.50 48.50	n.a	n.a	n.a	n.a
	Mn 3 O 4 , Mn(III)	72.03 27.97	n.a	n.a	71.14 28.86 71.90 28.10
	MnO 2 , Mn(IV)	63.19 36.81	n.a	n.a	65.74 34.26 63.82 36.18
	MnO 3, Mn(VI)	53.37 46.63 54.89 45.11	n.a	n.a	56.45 43.55

Prediction of developed manganese oxide (MnOx) based on chemical composition as roughly calculated from EDX spectra.

  The ORR at ACF electrode resulted in around 25 % of H 2 O 2, as shown in Figure135. Meanwhile, the ORR at the ACF@MnOx electrode produced about five times less H 2 O 2 . Herein, we propose two possibilities: 1) the ORR over ACF@MnOx catalyst follows 4-e transfer mechanism which directly produces water; 2) owing to MnO 2 being a well-known catalyst that degrade the H 2 O 2 to form water and oxygen, then we suggest that the as-produced H 2 O 2 during ORR readily degraded into water. Thus, we hypothesize that the quantified H 2 O 2 above was the remaining H 2 O 2 or undegraded H 2 O 2 .Considering our previous hypothesis, we carried out the degradation of H 2 O 2 at the ACF@MnOx electrode. Herein, the electrode was dipped in the stirred H 2 O 2

	3.6.5 Degradation of H 2 O 2

solution. The degradation of H 2 O 2 at the ACF@MnOx electrode proceeded according to Eq. 110.

  7 that implies its possibility to generate H 2 O 2 . However, the amount of H 2 O 2 resulted from all ACF@MnOx electrodes was very low. It is well known that MnOx catalyzes the degradation of H 2 O 2 into water according to Eq. 113. This was also confirmed by our experiment on the degradation of H 2 O 2 over the ACF@MnOx material (Section 3.5.8). Thus, we hypothesized that the small of resulted H 2 O 2 was the remaining quantity that nondegraded by the MnOx. H 2 O 2 + MnO 2 → H 2 O + O 2

(Eq. 113)

  the ACF and Pt electrodes. Applying a current toward both ACF and ACF@MnOx enables to generate H 2 O 2 by the reduction of oxygen through the 2electron mechanism according to Eq. 114. Meanwhile, the electroreduction of oxygen at the Pt electrode follows the 4-electron transfer mechanism, which directly converts oxygen into water (Eq. 115).

	O 2 + 2e -+ H + → H 2 O 2	(Eq. 114)
	O 2 + 4e -+ H + → H 2 O	(Eq. 115)

Table 25

 25 Demineralization through EF and EF-like treatment of AO7 at various electrodes

	Entry	Electrode	TOC initial (ppm) TOC 1h (ppm)
	1	Pt		17.19 ± 0.16
	2	ACF		17.33 ± 0.26
	3	ACF@MnOx	16.43 ± 0.18	12.53 ± 0.49
	4	ACF@MnOx, 0.1 mM FeSO 4		14.62 ± 0.005

Résume MODIFICATION DU FEUTRE DE CARBONE POUR LA CONSTRUCTION D'UNE CATHODE À RESPIRATION AERIENNE ET SON APPLICATION DANS UNE PILE A COMBUSTIBLE MICROBIENNE

  La pile à combustible microbienne, MFC, est un bioengine qui associe respectivement le principe biochimique et le principe électrochimique pour extraire les électrons stockés dans la matière organique et les transformer en électricité. Dans un MFC, des microbes électroactifs vivants, avec son système enzymatique complet, sont utilisés pour biocatalyser l'oxydation du combustible organique; une anode est introduite artificiellement pour détourner les électrons, ce qui a eu pour résultat le système respiratoire bactérien; et à l'opposé, une cathode entraîne le flux d'électrons qui est ensuite commuté sur le courant électrique. Les microbes électroactifs se répandent dans de nombreuses sources telles que le sol, le compost, les boues, les eaux usées, etc. Les aliments pour animaux, les combustibles organiques et/ou d'autres nutriments peuvent également être abondamment présents dans leurs sources matricielles et dans de nombreuses autres sources inestimables, couramment disponibles dans la vie quotidienne. L'abondance bactérienne et le carburant organique illimité sont les deux raisons attrayantes pour le développement d'une source d'énergie durable telle que le MFC, qui attire également notre attention dans cette recherche. Ici, nous avons développé MFC, double chambre (DCMFC) et chambre unique (SCMFC), alimentés par compost de jardin comme source électroactive et acétate de carburant. Pour des raisons de durabilité et d'autres avantages, c'est-à-dire praticables et respectueux de l'environnement, nous nous sommes principalement concentrés sur le SCMFC avec un système de cathodes respiratoires.

n total determined from Q, i.e. n total =
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Result and Discussion

Summarizing Section 3.1, garden compost as an abundant source of electroactive bacteria can ensure the sustainability of DCMFC operation. The DCMFC using garden compost is able to result in considerably high power if coupled with an effective electron acceptor such as ferricyanide. However, the generated higher power automatically leads to the faster consumption of ferricyanide. Thus, it reveals the common limitation of DCMFC systems i.e. the necessity to either reload aqueous phase catholyte or to continuous supply the electron acceptor.

Therefore, the development of single chamber MFC (SCMFC) by replacement of the aqueous phase of the cathodic part with an air-breathing cathode could overcome this drawback and lead to more sustainable power generation.

Air-breathing cathode for SCMFC: preliminary experiment

As the classical DCMFC system suffers many drawbacks, so the development of a single chamber MFC (SCMFC) is the research of interest. An SCMFC involves an air-breathing cathode system that replaces the aqueous phase of the cathodic system of the DCMFC. The air-breathing cathode is designed to be exposed directly to free air and to use oxygen as terminal electron acceptor. This system automatically eliminates the need of additional energy and cost to provide any other electron acceptor species toward the cathodic part.

In this research, we selected carbon felt (CF) material for the air-breathing cathode. CF is a kind of carbonaceous material that consists of tubular shaped of graphite with a small diameter [START_REF] Huong Le | Carbon felt based-electrodes for energy and environmental applications: A review[END_REF][START_REF] Lee | Effect of surface modification of carbon felts on capacitive deionization for desalination[END_REF]. Graphite is composed of sheets of hexagonal rings of covalently bonded carbon atoms (Figure 77). This typical chemical structure leads to high hydrophobicity [START_REF] Smith | The electrochemical characterisation of graphite felts[END_REF]. The fibrous structure is able to provide a high surface area and porosity, which facilitate electrosorption reactions [START_REF] Lee | Effect of surface modification of carbon felts on capacitive deionization for desalination[END_REF], and abundant sites to spread the catalyst as well. CF also has a good electrical conductivity, so it is commonly used as an electrode or electrode support material. generates the electrode with the best ORR performance. Figure 124 shows the ORR LSV curve of the experimental set corresponding to various time periods.

Herein, better ORR performance was obtained for 4 hours of electrodeposition. 

General Conclusion and Perspective

We also modified CF for air-breathing cathode material by directly growing Pt nanoparticles on CF's surface. This method was selected in order to obtain the simplest way and avoid the use of binder and or surfactant such as conductive polymer, as firstly demonstrated. For this purpose, the electrochemical pretreatment i.e. electroactivation of CF, which resulted in ACF, was needed to reduce the hydrophobicity of the CF. Various parameters have been studied in order to obtain optimum condition of the material synthesis. Electrodeposition from 5 mM chloroplatinic acid solution for one hour resulted in better morphology of grown Pt particles and nanoparticles entire the fiber surface. The resulted material, denoted as ACF@Pt, shows ORR improvement catalysis by almost five times higher than pristine CF and twice higher than its base, ACF. The performance of SCMFC with ACF@Pt as a homemade air-breathing cathode was twice higher (power density of 140 mW m -2 ) than the CF@PPy@Pt (Annex 2).

Moreover, the elaboration of Pt modified CF as anode, CF@Pt, in the SCMFC with ACF@Pt air-breathing cathode has also doubled the power density, which achieved up to 300 mW m -2 .

Owing to the platinum is an obvious expensive catalyst therefore we turned the attention to modify the CF by manganese oxide catalyst in order to realize the cost-effective air-breathing cathode fabrication. Manganese oxide was grown on the carbon felt by electrodeposition method. Then, the fabrication of air-breathing cathode was conducted based on the optimum synthesis condition. The SCMFC performance with ACF@MnOx air-breathing cathode shows a better power density (110 mW m -2 ) than the CF@PPy@Pt one which only slightly lower than ACF@Pt based material (Annex 2). The feasibility of the developed ACF@MnOx air-breathing cathode opens the opportunity to bring the SCMFC become economically reasonable for large scale application.

Furthermore the developed material also reveal another important application i.e.

the ACF@Pt for hydrogen evolution reaction and ACF@MnOx for electro-Fenton-like process to degrade bio-refractory material. These applications underpin the versatilities of the developed material in electrocatalysis. 

ANNEXES

Abstract MODIFICATION OF CARBON FELT FOR CONSTRUCTION OF AIR-BREATHING CATHODE AND ITS APPLICATION IN MICROBIAL FUEL CELL

Microbial fuel cell, MFC, is a bioengine that combine biochemical and electrochemical principle respectively, to extract the stored electrons in organic material and subsequently to turn them into electricity. In an MFC, living electroactive microbes, with its whole enzymatic system, are employed to biocatalyze the oxidation of organic fuel; an anode is artificially introduced to divert the electrons, as resulted in the bacterial respiratory system; and oppositely a cathode drives the electron flow that be switched further to electrical power.

Electroactive microbes spread out in numerous sources such as soil, compost, sludge, waste water, and so on. The feed, organic fuel and/or other nutrient, also can abundantly be present in their matrix sources and in many other priceless sources, which commonly available in daily life. Bacterial abundance and unlimited organic fuel are the two attractive reasons for the development of sustainable energy source as such as MFC, which is also drawn our attention in this research. Herein, we developed MFC, double chamber (DCMFC) and single chamber (SCMFC), which powered by garden compost as electroactive source and acetate fuel. For sustainability reason and other advantages i.e. practicability and eco-friendly, we mainly focused on SCMFC with air-breathing cathode system. The common problematic of the SCMFC is the limited power production that mainly due to the slow kinetic of oxygen reduction reaction (ORR) in the cathodic part. Therefore, it is important to developed the material of air-breathing cathode which has a proper catalysis activity toward ORR to overcome this limitation. Carbon felt (CF) is the selected support material that suitable for airbreathing cathode fabrication. While, platinum (Pt) and manganese oxide (MnOx) respectively, as supreme and runner-up catalyst's class, has been grown on CF through a simple electrodeposition method. The resulting materials, named as ACF@Pt and ACF@MnOx, have been characterized comprehensively by electrochemical and physicochemical methods to determine their electrocatalytic performances, which support for air-breathing cathode application. Accordingly, we have developed two main types of air-breathing cathode, i.e. ACF@Pt and ACF@MnOx, which have been successfully applied in SCMFC powered by garden compost with generated power density respectively 140 mW m -2 and 110 mW m -2 . Moreover, the both developed material also reveal some promising applications. For instance, ACF@Pt has been applied as MFC's anode, both in DCMFC and SCMFC, and has improved the power density up to 300 mW m -2 . Interestingly, it is also shown as an excellent electrocatalyst in hydrogen evolution reaction, HER. While, the ACF@MnOx material shows a promising electrocatalyst in an electro-Fenton like system to mineralization of biorefractory material i.e. one of the hazardous pollutant constituent of waste water.

Key words: microbial fuel cell, air-breathing cathode, garden compost leachate, carbon felt, platinum, manganese oxide