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 [START_REF] Liu | An experimental study on the thermal performance of a solar chimney without and with PCM[END_REF]. Finalement, les solutions d'encapsulation sont primordiales. Les cheminées solaires présentées tout au long de cette thèse considèrent une couche de MCP. Toutefois, d'un point de vue expérimental, la couche de MCP doit tenir compte des règles de sécurité, d'un conteneur léger et durable et enn, en raison de l'incapacité de modier l'architecture de la cheminée existante à Almeria, elle doit représenter une solution simple et adaptable.

II.2 Protocole expérimental

An de dénir les performances d'une cheminée solaire avec et sans panneaux MCP, un protocole expérimental a été établi. Ce protocole a trois objectifs principaux:

1. Démontrer la diérence entre la cheminée solaire actuelle et la cheminée solaire intégrée avec des panneaux MCP, dans des conditions de laboratoire. 

II.3 Première campagne expérimentale en laboratoire

Le prototype V1.0 a eu pour objectif d'analyser le comportement des panneaux MCP sur une cheminée solaire de construction simple. Ce premier prototype de laboratoire a été construit avec des plaques de polystyrène de 5 cm de large, soutenues par une structure en aluminium (d'une section carrée de 3 cm de côté).

Le prototype est connecté à l'une des sections de la boîte chaude gardée (illustrée vii José Carlos Frutos Dordelly 4) an d'établir une température contrôlée à l'entrée de la cheminée solaire. L'entrée rectangulaire de la cheminée a été xée à 0, 5 × 0, 075 m , tandis que la sortie circulaire a un diamètre de 0, 16 m. Les dimensions du prototype sont indiquées dans le tableau 1. La région de Tabernas, dans laquelle se trouve cette cheminée, à quelques kilomètres d'Almeria, est connue pour le rayonnement solaire moyen élevé qu'elle reçoit tout au long de l'année. [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF] a présenté diérents scénarios tout au long de l'année. Trois dates diérentes ont été sélectionnées an d'analyser les performances de la cheminée solaire dans diérentes conditions environnementales.

Ces trois dates correspondent aux jours avec un ciel avec peu de nuages, vers le début de l'hiver, le printemps et l'été respectivement. Comme les cheminées solaires sont entraînées par l'énergie solaire, les eets du rayonnement solaire global vertical (VGSR) et du rayonnement solaire global horizontal (HGSR) peuvent être directement perçus sur la température de surface des panneaux de MCP, dans la température de l'air du canal et dans le débit de sortie du système.

x José Carlos Frutos Dordelly Le deuxième prototype de la cheminée solaire, appelé ci-après SCV2, a été développé conformément à la conception de la cheminée solaire in situ de la PSA à Almeria présentée précédemment. En raison de restrictions de taille du laboratoire, la SCV2 a été réduite de 0, 50m par rapport à la cheminée solaire de la PSA. En termes de placement de panneaux MCP, cette réduction représente une rangée de panneaux de moins par rapport à l'expérimentation de la cheminée solaire à Almeria.

La gure 8 représente la SCV2 dans le laboratoire de l'ENTPE. Le deuxième prototype est composé de panneaux de contreplaqué de 2 cm. La taille de l'entrée est de 0, 8 × 0, 08 m, tandis que la sortie a la même taille que le prototype V1.0 (0, 0201 m 2 ). Le vitrage a une épaisseur de 0, 7 cm et il sert de porte vers l'intérieur de la cheminée.

Derrière la cheminée solaire, un volume de 4, 68 m 3 est connecté. Ce volume, comme celui du prototype V1.0, a pour but de dénir un volume de contrôle à l'entrée de la cheminée où une température d'entrée peut être dénie et/ou la vitesse n'est pas un facteur lors de l'expérimentation. Le volume a été construit avec trois entrées diérentes: 1, 86 × 1, 86 m, 1, 190 × 0, 94 m ou une entrée circulaire de 0, 22 m de diamètre. Le volume est construit avec le même type de contreplaqué.

An de faciliter le changement de phase et de mieux exploiter la radiation incidente, les panneaux ont été peints en noir mat. Cette modication a été eectuée en relation avec la campagne expérimentale in situ, où les panneaux ont reçu le même traitement et après l'analyse des résultats de la température de surface de la SCV1. En eet, les résultats obtenus lors du premier prototype ont mis en évidence la fusion incomplète du MCP, nuisant ainsi à la performance xiii José Carlos Frutos Dordelly Cette couche supplémentaire a été ajoutée pour éviter les pertes de chaleur du panneau vers l'extérieur et pour garantir une montée de la température du panneau au-dessus de la plage de fusion de 44 • C.

De plus, an d'éviter les fuites observées lors du premier prototype expérimental, les panneaux du SCV2 ont été xés à la surface avec une cale en bois au lieu d'être percés. En eet, la dilatation thermique constatée lorsque les panneaux montent en température a provoqué l'échappement du MCP du panneau.

II.6 Résultats & discussion

Les résultats de laboratoire de la SCV1 ont montré l'intérêt des matériaux à changement de phase dans une cheminée solaire pour améliorer le taux de ventilation moyen lorsque le prototype est en présence d'une source de chaleur et une diminution progressive en l'absence de celle-ci. Ces résultats ont été obtenus xiv José Carlos Frutos Dordelly
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Cheminée Solaire Active (CSA) malgré la fusion incomplète du matériau dans les panneaux. Ce phénomène suggère de meilleures performances lorsque le changement de phase complet est atteint.

Les panneaux MCP fonctionnent comme prévu, absorbant l'énergie disponible à chaque phase de charge et libérant cette énergie une fois la source est éteinte. En général, les résultats avec les matériaux à changement de phase montrent un débit moyen plus élevé dans toutes les phases de l'expérience. Les résultats du premier prototype sont un exemple du potentiel des MCP en tant que composant séparé.

La diérence majeure entre le débit d'air de sortie est observée pour les résultats Globalement, les MCP entraînent une performance supérieure à celle des cycles sans MCP, même lors d'essais n'atteignant pas la plage de fusion. La cohérence des performances des cycles avec MCP suggère que l'ajout de panneaux MCP n'a pas d'impact négatif sur le système et peut s'améliorer en fonction des conditions externes, principalement une radiation incidente plus élevée et des températures externes plus élevées. Les séries de résultats de température et de débit massique sont obtenues avec un ux de chaleur incident maximal de 600 W/m 2 . Plusieurs travaux montrent les conditions typiques de pays tels que le Mexique et l'Espagne [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF][START_REF] Matsumoto | Global solar irradiation in north Mexico city and some comparisons with the south[END_REF] des sommets supérieurs à ceux simulés lors des campagnes expérimentales. Un rayonnement plus élevé peut conduire à des températures de surface et d'air plus élevées, ce qui aiderait l'ensemble des panneaux à réaliser une transformation de phase complète. Dans l'ensemble, les résultats de la SCV1 et la SCV2 montrent une performance thermique supérieure de la cheminée solaire avec des panneaux MCP. En eet, les pics de température peuvent ne pas atteindre les mêmes maxima mais ils maintiennent une température élevée stable tout au long du protocole expérimental.

Les performances des MCPs intégré à une cheminée solaire ont été évaluées dans des conditions environnementales normales et ont des performances de ventilation similaires à celles de la cheminée solaire classique. Même si les résultats in situ n'ont pas donné de diérences signicatives en termes de débit, plusieurs conclusions peuvent être tirées: le mur en béton armé de 0,15 m (peint en noir pour une meilleure absorption de la chaleur solaire) inuence clairement le comportement de la cheminée et fournit une bonne inertie thermique au système. Cette inertie est susamment importante pour générer des résultats similaires à ceux de la cheminée solaire avec MCPs. Il a été observé que le mur en béton a une capacité de chauage limitée après le coucher du soleil au contraire des les panneaux de matériau à changement de phase. En outre, l'énergie du panneau de matériau à changement de phase peut être utilisée pour chauer le mur en béton au lieu d'être exploitée pour créer une diérence de température plus élevée dans le conduit, ce qui réduit l'impact des panneaux.

Il est important de mentionner que la plupart des rangées jusqu'à ceux à 3 m de hauteur, se comportent comme prévu et atteignent la plage de température de fonctionnement nécessaire. Cependant, la dernière rangée de panneaux n'atteint pas 40 • C. Cette partie de la cheminée subit une chute de température, ce qui peut aecter le taux de ventilation général et particulièrement l'utilisation après le coucher du soleil. Ces températures plus basses s'expliquent par le manque de radiation solaire incidente. En eet, en raison de la géométrie de la cheminée, la dernière rangée de panneaux n'est pas exposée au soleil. Cette chute de température xvii José Carlos Frutos Dordelly Cheminée Solaire Active (CSA)

Resumé français pourrait potentiellement limiter les performances globales de la cheminée.

De plus, l'ajout des panneaux MCP n'a pas d'incidence sur la répartition de la température de l'air dans la cheminée. Cependant, les résultats suggèrent que la taille du mur en béton pourrait être réduite ou complètement modiée pour des panneaux MCP, simpliant ainsi la construction et les dimensions du système.

L'absence d'un taux de ventilation plus important pourrait être due à la chute de température à la sortie de la cheminée et devrait également être analysée dans des études ultérieures. Globalement, l'échappement rotatif de la cheminée solaire de la PSA, ainsi que la vitesse du vent semblent avoir un impact plus important sur les performances de ventilation. Les résultats démontrent que l'échappement de la cheminée solaire PSA crée une perte de charge susante pour augmenter le [START_REF] Roccamena | Experimental test bed design and development for PCM-water exchangers characterization[END_REF] ou des enveloppes de bâtiments multi-fonctionnelles [START_REF] Bahrar | Numerical and experimental study on the use of microencapsulated phase change materials (PCMs) in textile reinforced concrete panels for energy storage[END_REF] ont été développés par le laboratoire de l'ENTPE. Le modèle numérique de la cheminée solaire a été développé en tant qu'outil numérique pour déterminer l'impact de cette technologie sur un bâtiment dans l'intérêt des objectifs de l'Accord de Paris. 1. OBJ1 -Maximiser le ux d'air sortant de la cheminée. Bien que non concluant, l'utilisation des algorithmes génétiques ache une augmentation de la performance grâce à la modication de certains paramètres.

III.1 Résultats

Comme prévu, l'augmentation du rayonnement incident diminue le temps accumulé pendant lequel la cheminée solaire se situe dans la plage de température de 44 Étant donné que les pays impliqués dans ce travail ont un rayonnement plus important, on peut en conclure que cette valeur peut atteindre des sommets plus élevés avec l'ajout de la vitesse du vent.

3. An de conclure sur les eets de la cheminée solaire intégrée MCP, une analyse plus complète doit être menée. Il a été prouvé que la vitesse du vent avait une grande inuence sur la cheminée solaire PSA, mais cela pourrait être dû au rotatif utilisé pour créer un diérentiel de pression supérieur. Une étude paramétrique de ces variables doit être réalisée an de trouver l'élément le plus impactant.

Le modèle numérique a été calibré avec les données expérimentales, ce qui permet Finally a bi-objective optimization of the PCM integrated solar chimney numerical model was carried out in order to determine some of the optimal parameters of this type of technology to obtain the highest exiting air ow, all while maintaining a high enough temperature across the chimney to reach the fusion range of the PCMs.
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French Context

After transitioning from coal and oil, the closure of more than 3 GW of coal-red capacity (International Energy Agency (IEA), 2017a), the progressive dismantlement of the remaining oil-red power plants, and the reduction in fossil-fuel-based-energy adopted in the residential and industrial sectors, the energetic supply and consumption, as well as CO 2 emissions in France have seen a substantial decline. Currently, the electric demand is met predominantly by nuclear power.

Nuclear energy has helped France establish itseld as one of the leading IEA countries in terms of low-carbon energy mix with only 47% coming from fossil fuels.

Almost half of the energy mix and more than two thirds of electric generation are During this assembly of countries, France reassured its commitment towards climate change mitigation and set the table for dialogue headed for cooperation. In preparation for this event and as the host of such, France adopted the Energy Transition for Green Growth Act (Loi relative à la Transition Energétique pour la Croissance Verte, LTECV ). This legal framework establishes the progressive decarbonisation objectives up to 2030 and requires all economic agents to make sustainability a core element in their organization and businesses.

In order to stimulate this transition signicant new policies, such as tax incentives Chapter 1 and public funding.

Thus far, the French government expects to reduce the nuclear energy share from 78% in 2015 to 50% by 2025. As of 2014, 15% of the total nal consumption was attributed to renewable energies, however it is not yet on track towards the expected goal of 23% by 2020. In order to accomplish the ambitious goals set by the French government, an greater focus needs to be turned towards renewables.

Mexican Context

Until The introduction of this reform halted the oil and gas monopoly over the country, while maintaining the national hydrocarbon resources' ownership. Being one of the world's major oil producer and exporter, Mexico's energetic supply relies largely on its fossil fuels. The environmental and health issues linked with fossil fuels have been widely discussed across the literature but most importantly, the eects can be appreciated in all major Mexican cities. Additionally, the fossil fuel dependency is incompatible with the country's climate policy ambitions. catch up with international prices. Additionally, electricity in Mexico was subsided by between 60% and 70% of the total cost for households and farmers. This articial low cost hinders the governmental eorts towards energetic eciency, and prevents the population from being encouraged to adopt alternative solutions.

These obstacles increase the need of alternative technologies that can provide the necessary energy supply to the country. Currently, Mexico is providing a substantial boost to solar and wind energy, thriving on its large natural resources, and competing price-wise at an international level. Mexico has an immeasurable potential when it comes to alternative energies and the mastery of these technologies could boost Mexico's economy and solve the current pollution issues.

Spanish Context

Even though Spain posses one-third of the European Union's liqueed natural gas regasication capacity, until 2008, 80% of the Spanish energy supply was imported from other countries. This amount has seen a slow decrease mainly due to the introduction and development of renewable energies. This progress is mainly due to the energy policies established by the European directives and adopted by the Spanish government. Spain has successfully diversied its power generation sources by introducing wind power and taking advantage of its great solar potential, and has reliably connected it to its power system (International Energy Agency (IEA), From a technological standpoint, solar chimneys do not represent a complex structural element, yet the optimal conguration is still environment dependent.

From a scientic standpoint, the expertise of the thermal inertia and the resulting mass ow rate are still barriers to be raised. In the same way, PCMs represent a viable solution when compared to other options such as sensitive thermal storage, however the incorporation to building components rests a relatively new eld which must be researched further under dierent scenarios.

Nowadays, several software are available for the calculation performance of the dierent building components and systems. Existing numerical tools such as Energy Plus and TRNSYS (to name a few) have been employed to carry out simplied models that can convey a general solution, however some of the exchanges of the system are lost in the process. Software with higher precision and accuracy, such as ANSYS Fluent, are also implemented for eciency estimation, however they tend to come at a high computational cost, especially for simulations exceeding a day. Furthermore, building elements like the solar chimney, tend to be studied at a component level, yet they are always coupled to a building, thus the need of a reliable numerical tool which can connect dierent passive, active and hybrid solutions in a single model.

Research Objectives & Scientic Approach

In order to demonstrate the impact of a solar chimney regarding the objectives set in the Paris Agreement and the Horizon 2020, the project aims to the improve the current performances of the classic Solar Chimney. The goal is to achieve the activation of this technology for a prolonged utilization; particularly, but not limited to, after sunset. This objective is to be achieved by integrating passive and active components therefore calling it Active Solar Chimney (ASC). In order to accomplish this, three main factors must be addressed: Air Circulation, Design & Energy Storage.

Air Circulation: Relates to the improvement of ventilation. An optimized ventilation translates higher ow of air, thus allowing a stable temperature.

Design: Current designs are suited mainly for hot climates. The objective of this project is the implementation of dierent technologies for the capitalization throughout the year.

Energy Storage: The performance of the current Solar Chimney design is low in comparison with other green technologies; especially after sundown. This project's target is the integration of energy storage solutions to increase the performance of the system in the absence of a heat source. This work will take advantage of the energy storage capabilities of paranic Phase Changing Materials (PCM). The project is divided in two main stages:

1. Numerical: The scientic approach employed throughout this dissertation can be observed in Figure 1.6. It explains the methodology followed in order to achieve the aforementioned objectives. 

Ventilation as a solution for Thermal Comfort

Ventilation can serve several purposes (limit air pollutants, olfactory quality or degradation due tu humidity), however the work presented in this PhD thesis concerns primarily thermal comfort. Ventilation can lead (directly or indirectly) to the thermal comfort of occupants. Depending on the ventilation rate, temperature, humidity and air speed the thermal sensation of occupants can be impacted.

Ventilation is particularly important during hot seasons where the outside temperature is higher than the indoor temperature.

In such cases, optimal ventilation strategies can release (or hamper) the energy stored by the building in order to bring down the temperature during occupancy periods. Studies such as the one carried out by Hassan Abdallah ( 2017) have shown the thermal potential of ventilation of up to 8K through the implementation of a passive cooling system. This and other results encourage the further study optimization of ventilation strategies for the accomplishment of Zero Energy Buildings (ZEB). Alternative solutions are presented in the following sections.

Passive Ventilation

Passive ventilation relates to natural ventilation systems which exploit natural resources such as wind or thermal buoyancy (which can be induced amongst other things through solar energy), to set o an air current to and from an indoor space.

The goal of these type of systems is to control the temperature and the refreshment rate of the air of such area. In general, a building experiences passive ventilation through the opening and closing of windows, but other alternatives can achieve this same eect with a higher performance. Passive ventilation systems can be regrouped in three major categories:

1. Wind-driven ventilation: resulting from the wind currents surrounding the building.

2. Buoyancy-driven ventilation: derived from a temperature dierence between the inside and the outside of the building.

3. Night Cooling: coming from the thermal mass of the building which charges during the day and is released during the night. During this type of passive ventilation method, the rst two types of ventilation are involved since a temperature dierence induces an air ow. Furthermore, the wind and lack of a heat source cools the thermal mass of the building.

Natural ventilation represents a viable alternative in the pursuit of green architecture, zero energy buildings as well as the goals discussed in section 1.1.

Ventilated façades, trombe walls, wind towers and solar chimneys are some of the alternatives that have been recently seen an auence in recent years.

Some combinations of these elements, such as ventilated roofs and unglazed transpired solar façades, can be found in literature, however they are not discussed in this thesis. The work presented in this PhD thesis focuses on the latter of the alternatives, however a brief description of the rest is presented in this section.

Trombe Walls and Ventilated Façades

The two elements presented in this sections work under the same principles but are used under dierent conditions. Trombe walls, also known as Passive walls, are generally used in cold weathers where the solar energy can be exploited to heat the air between the the actual wall of the building and an outer cover which can be replaced by a glazing. Several congurations exist for the Trombe wall such as the unventilated solar wall, insulated Trombe wall and composite solar wall [START_REF] Sadineni | Passive building energy savings: A review of building envelope components[END_REF]. These congurations carry out a thermal exchange with the indoor volume by conductive transfers through the wall and/or convective transport through the circulating air. Even though Trombe walls have show promising results, they come with several limitations [START_REF] Gan | A parametric study of Trombe walls for passive cooling of buildings[END_REF][START_REF] Onbasioglu | Experimental approach to the thermal response of passive systems[END_REF][START_REF] Shen | Numerical study on thermal behavior of classical or composite Trombe solar walls[END_REF]. During night-time or low solar heat ux periods, the indoor can experience a heat loss with the environment. In some cases, when the external wall is colder than the inner wall, inverse circulation can have the opposite eect the to the one intended. Finally, as most of the solar driven technologies, the solar uctuations can cause performance uctuations on the system. On the other hand, ventilated façades, while they are built in the same way as

Trombe walls, are employed to improve the passive cooling of buildings. Ventilated façades, also known as cavity walls or double skin walls employ as well, solar energy to generate an up-draft. This stack eect depends on the incoming solar energy and has most of the limitations that Trombe walls have regarding solar energy [START_REF] Sadineni | Passive building energy savings: A review of building envelope components[END_REF]. Works such as the one carried out by [START_REF] Ciampi | Ventilated facades energy performance in summer cooling of buildings[END_REF] showed that for a typical summer, cooling energy can be reduced by 40% with a carefully designed ventilated wall. In the case of ventilated façades, poor quality materials or design can induce thermal bridge issues and reduced performance. 

Solar Chimney

A solar chimney (SC) is a technology that has existed for centuries, particularly useful in hot climates. In its simplest design, a Solar Chimney is a channel used to evacuate hot air from a building through a closed conduct at a higher elevation.

By means of the greenhouse eect, temperature rises across the canal and induces a thermal up-draft. Most current designs [START_REF] Arce | Experimental study for natural ventilation on a solar chimney[END_REF], have made modications to the basic design to add elements such as a glazing or an opposite collector wall, both of which maximize the incoming solar energy and improve the chimney's performance. Solar chimneys are exclusively protable during the day, as long as solar energy increases the temperature of chimney and the air inside it. Thus far, the induced up-draft produced by the solar chimney has been experimentally studied mostly in countries where there is a high and constant solar gain such as Egypt, Iran or Algeria to mention a few [START_REF] Hosien | Eects of the geometrical and operational parameters and alternative outer cover materials on the performance of solar chimney used for natural ventilation[END_REF][START_REF] Sai | Experimental study and simulation of airow in solar chimneys[END_REF][START_REF] Shahreza | Experimental and numerical investigation on an innovative solar chimney[END_REF]. It has been stated

that temperature registered in the control volume can cool down faster and heat up slower with the addition of such technology [START_REF] Tan | Inuences of ambient air speed and internal heat load on the performance of solar chimney in the tropics[END_REF].

The chimney acts like a heat engine converting heat generated by a collector into kinetic ow. The main task of the collector is to absorb solar energy for heating air and release it as solar radiation decreases. The dierence between the indoors temperature and the conduit temperature is fundamental in order to generate an up-draft, which is the result of the density variation. Since warm air is lighter than cold air, lift force is arisen. In other words, a pressure dierence between chimney outlet and the environment is generated. A schematic of a simple solar chimney can be observed in Figure 2.5.

Solar chimneys are commonly employed in the residential sector where this type of technology can generate a sucient up-draft as to provide fresh air on its own, however solar chimneys are not exclusive to this sector. As designed by [START_REF] Kuwabara | Manitoba Hydro Place. Integrated Design Process Exemplar[END_REF], the Manitoba Hydro Building located in Winnipeg, Canada can provide 100% fresh air every day throughout the year compared to the 80% recycled air of the average North American building, partly due to the implementation of a 115 m solar chimney. This feat is achieved through the combination of various green technologies and strategies. During spring, summer and fall, the Manitoba Hydro SC passively exhausts air. Throughout winter, the heated air is recirculated to the parking garage and some of the heat is recovered to pre-heat the incoming cold air from the south atrium. According to [START_REF] Kuwabara | Harnessing Climate: Manitoba Hydro Place[END_REF] the building reduces energy consumption by 60% over the Model National Energy Code of Canada without using on-site renewable energy. The Manitoba Hydro building can be observed in Figure prevention of dust and pollution can be attained and they can aid to increase the thermal comfort during cold dry nights of windless summers. Solar chimneys have the capacity to self regulate, the hotter the external temperature and the higher the solar irradiance, the greater the air ow will be.

State of the Art: Analysis of a Solar Chimneys

Solar chimneys' performance depend primarily on two parameters: structural and environmental. The rst factor relates to the design of the chimney; this includes the size and geometry of the chimney, the tilt angle, the size of the inlet and outlet or the construction materials. Environmental parameters refer to the weather conditions as well as the location and orientation of the chimney [START_REF] Kasaeian | Simulation and optimization of geometric parameters of a solar chimney in Tehran[END_REF].

Active Solar Chimney (ASC)

Chapter 2

The rst studies and pioneering work for solar chimneys were carried out by [START_REF] Bansal | Solar chimney for enhanced stack ventilation[END_REF]. Their numerical analysis, carried out with a variety of radiation gains (between 100 and 1000 W/m 2 ), demonstrated that is possible to induce an airow of 100 -350 m 3 /h when the collector wall area is equal to 2.25 2006) carried out an analysis of nine dierent combinations of air gap and stack height in order obtain the maximum ventilation rate. For an average solar irradiance of 700 W/m 2 the best results were obtained with a 0.3 m air gap and a 0.85 m stack height, however other parameters such as the inlet/outlet area can modify the ventilation rate, therefore a stack height to air gap ratio can not be determined. Other studies have been conducted towards the establishment of this goal, for an inclined solar chimney [START_REF] Chen | An experimental investigation of a solar chimney model with uniform wall heat ux[END_REF]. For a 45

• inclination with there seems to be no apparent optimum chimney gap, nonetheless, it is stated that for a xed inlet size, the increase of the air gap can lead to the decrease of mass ow rate. According to the ndings of this article, a 45

• tilt can lead to a 45% airow increase. This improvement can be attributed to the increased stack pressure and reduced pressure losses across the chimney. [START_REF] Khanal | Solar chimney-A passive strategy for natural ventilation[END_REF] conducted as well a research on inclined solar chimneys, addressing the advantages in terms of operational cost, energy requirement and Active Solar Chimney (ASC)

Chapter 2

Furthermore, they (Khanal andLei, 2014b, 2015) also analysed numerically and experimentally the performance of an inclined passive wall solar chimney (IPWSC), both stand-alone and building-coupled. Dierent from their laminar results for a vertical chimney, an IPWSC which accounts for turbulent ows has a better performance for an inclination of 4 • and 37 Other articles describe a mathematical model adopted under the simplied Navier-Stokes energy and continuity equations through the Boussinesq approximation (Khanal and Lei, 2014a).

The consideration of the thermal boundary layer of the chimney which allows a more detailed resolution of the ow behaviour. The comprehension and determination of the thermal boundary layer leads to the establishment of two main regimes dependant on the Rayleigh number.

The rst regime occurs when the thermal boundary layer is smaller than the air gap (high Rayleigh number) in which the air ow is mainly inuenced by convection.

The second regime (low Rayleigh number), where conduction dominates the air ow, is established for a thermal layer greater or comparable to the air gap size.

They emphasize that in terms of ventilation performance, the Rayleigh number is the only controlling parameter for a set Prandtl number and a xed aspect ratio.

Aerodynamic behaviour of the SC has also attracted some interest in recent years. [START_REF] Bassiouny | An analytical and numerical study of solar chimney use for room natural ventilation[END_REF] developed a FORTRAN computer program and focused on the chimney's air velocity distribution, as well as the inner-ow for dierent inlet sizes and air gaps under various radiation values (300, 500 and 700 W/m 2 ). Additionally, they represent the air ow pattern when subjected to several operating conditions. In their investigation, they considered a laminar ow under steady state conditions. They state that the maximum ACH is obtained for an inlet size of 0.2 m and thereupon; the size has no signicant impact or has the opposite eect. In the same way, a greater gap size shows an increased ACH until the value of 0.25 m. They conclude that the ACH is more dependant on the chimney width than on the inlet size. FORTRAN has also aided in the numerical investigation of dierent inclination angles and chimney air gaps. [START_REF] Imran | Induced ow for ventilation and cooling by a solar chimney[END_REF] performed dierent simulations taking into consideration the Iraqi meteorological conditions.

Their ndings suggest an inclination angle of 60 • . Subsequently, they analysed the results of an inclined chimney coupled to a 2 × 3 × 2m room built on the fourth oor of a building in Baghdad for dierent thicknesses. A maximum air velocity was obtained for a solar radiation of 750 W/m 2 and an air gap of 50 mm. In accordance with the results of [START_REF] Khanal | A numerical investigation of buoyancy induced turbulent air ow in an inclined passive wall solar chimney for natural ventilation[END_REF], no reverse ow is observed even at a maximum air gap of 150 mm.

Similarly, EnergyPlus has been employed to calculate the maximum mass ow rate under Chinese summer conditions,in the Nanjing area [START_REF] Jianliu | Study on solar chimney used for room natural ventilation in Nanjing[END_REF], were obtained with a tilt angle of 45

• , concluding that ventilation rate increases as the ratio between the size of the absorber wall and the air gap increases.

EnergyPlus has also been implemented to develop a model in order to simulate and determine the energy impact of this type of the solar chimney [START_REF] Lee | Enhancement of natural ventilation in buildings using a thermal chimney[END_REF]. They investigated the eect of three dierent weather conditions upon this technology. The results show that parameters such as chimney height as well as solar absorptance and transmittance of the collector wall have a greater impact in the air ow rate than the air gap size. They also suggest that the hot temperature air at the outlet could be used for heating purposes.

The ndings obtained by [START_REF] Tan | Inuences of ambient air speed and internal heat load on the performance of solar chimney in the tropics[END_REF] are noteworthy since, it states that for a tropical weather, wind speed has no signicant impact on the air temperature of the chimney and the classroom temperature regardless of the incident solar radiation but they conclude that when under 2 m/s, it has barely any eect on the chimney airow. Above this value, wind speed plays an important role in solar chimney induced ventilation. It has been demonstrated that when location-specic criteria such as wind speed are disregarded, numerical tools can show that the inuence of internal heat load on air temperature and speed within the solar chimney ducts as well as within the classroom's interior are limited.

Shi and Zhang (2016) employed the Fire Dynamics Simulator to analyse the performance of a solar chimney for dierent cavity widths, surface temperatures and inlet heights. Experimental data was used to validate the numerical model under various conditions, disregarding location-specic criteria such as air speed.

As stated previously, the size of the outlet can induce a reverse ow in the chimney. Overall, several conclusions can be drawn from the previous articles:

1. With increase in the gap between the absorber and glazing, air ow increases in all the cases since relatively less percentage of ow is restricted by the boundary layer resulting into higher values of air velocity.

2. There is no optimal gap size since the other factors aect the performance of the solar chimney, however air gaps above 0.3 m seem to hamper the mass ow rate.

3. Height is a varying factor across all the solar chimney studies. The cases presented can range from under 1 m to 3.5 m, mostly relying on the thermal properties of the collector wall. 

Solar Chimneys with Enhancers

According to some of the previous studies presented in the section above, such as the work by (Martí-Herrero and Heras-Celemin, 2007), the implementation of enhancers can improve the performance of the solar chimney in dierent aspects and its recommended to further pursue the increase of the thermal inertia of solar chimneys. [START_REF] Suárez-López | Numerical simulation and exergetic analysis of building ventilation solar chimneys[END_REF] suggested that from an energetic standpoint, the solar chimney could be more appropriate as a heating device than as a ventilation solution. Moreover, it is also stated that almost 2/3 of the incoming solar energy is lost at or through the glass cover, which suggests optimization analysis for the incoming energy. [START_REF] Naraghi | Twenty-four hour simulation of solar chimneys[END_REF] demonstrated that when increasing the thermal mass of the absorber plate, the mass ow rate during the evening and the early morning is as well increased.

Some of the simpler enhancement solutions are based on the addition of mechanical elements, for instance, a fan [START_REF] Duan | Transient ows in displacement ventilation enhanced by solar chimney and fan[END_REF] yet, Even though it is stated that mechanical ventilation can increase the ventilation rate, it is demonstrated that it can lead to reverse ow scenarios, for high mechanical ventilation volumes due to the greater inow pressure. Additional construction components can be coupled to the solar chimney for the same purpose. Solar chimneys have been coupled with solariums [START_REF] Ravanfar | Simulation study of solar chimney assisted solarium[END_REF] in order to increase the ventilation rate, to ensure the temperature dierence and to allow energy saving potential to the adjacent room.

Investigations such as the one carried out by [START_REF] Shahreza | Experimental and numerical investigation on an innovative solar chimney[END_REF] focused on the eect of solar radiation intensiers. Other articles harness the potential of cool ceilings [START_REF] Chungloo | Utilization of cool ceiling with roof solar chimney in Thailand: The experimental and numerical analysis[END_REF] or Trombe walls [START_REF] Rabani | Empirical investigation of the cooling performance of a new designed Trombe wall in combination with solar chimney and water spraying system[END_REF] in order to enhance the ventilation rate of the solar chimney, yet the main issue regarding the performance of solar chimneys is not addressed: the capitalization after sundown or the utilization in colder climates.

The following sections present a viable alternative towards these goals.

Thermal Energy Storage

As mentioned before, the energetic objectives established by the Paris Agreement and agreed by the three countries concerned with the works (France, Spain and Mexico) presented in this PhD thesis, reinforce the need of ventilation systems with a lower energetic consumption. This goal can be achieved, amongst other things, by the implementation of an ecient thermal energy storage system.

Thermal Energy Storage (TES), as it names states, allows the retention of thermal energy to be later released to the system (building, district, and town) with an hourly, daily or even seasonal delay. The utilization of TES can reduce the energetic demand of a certain system during peak hours, therefore reducing the costs of HVAC systems, and the lessening the greenhouse gas emissions resulting from fossil fuel energy sources. The three major TES solutions are presented in the following section.

Sensible Heat Storage

Sensible Heat Storage (SHS) is the result of the temperature variation of a solid or a liquid within a single phase, hence, without the phase transformation. The stored energy will be directly proportional to the mass of the sample, its thermodynamic properties (namely the specic heat coecient) and the temperature dierence between the initial and nal states. This energy is calculated as follows:

Q SHS = mC p (T 2 -T 1 ) (2.1)
SHS applications are vastly used in construction for wall and can be found in wall insulation or solar or gas water heaters. Some of the most common storage mediums are water, oil, brick, concrete, sand, soil or even metals like aluminium, however, the simpler and cheaper design comes at a high eciency cost. Since the stored energy depends on the mass and thermodynamic properties of the material, SHS systems tend to be voluminous and can lead to heat losses if not well insulated.

This usually represents a much lower storage capacity.

Chemical Heat Storage

Chemical heat storage systems store thermal energy through stable chemical substances and converting heat energy into chemical potential energy. Chemical Heat Storage (CHS) depends on the reversible chemical reactions between two substances. When the rst compound (A) is split though a dissociative endothermic reaction, energy absorption occurs through the chemical potential energy of elements B and C. When the reverse reaction occurs, the stored thermal energy is recovered with a small loss [START_REF] Yan | A review of promising candidate reactions for chemical heat storage[END_REF]. This chemical reaction is depicted in equation 2.2.

A + heat ⇐⇒ B + C (2.2)
Compared to other thermal energy storage methods, chemical heat storage exhibits high energy storage density as well as feasibility for long-duration energy storage however, this type of TES is not well suited for building applications concerning ventilation due to complexity of reaction processes, the particular consideration of safety and the large initial investment.

Latent Heat Storage

The third heat storage technique is called Latent Heat Storage (LH S). In comparison to Sensible Heat Storage, LHS stores and releases energy during the phase change of a substance, which means energy storage at a constant temperature.

Several state combinations are possible according to the working temperatures; some of these are presented below:

• Evaporation: usually involves large phase change enthalpy; however the process of evaporation strongly depends on the boundary conditions. This type of phase change may be carried out at a constant volume, constant pressure in a closed system or constant pressure in an open system.

• Melting: involves a solid to liquid phase change. Due to the low volume expansion (generally below 10%) after the fusion of the material and the The energy stored during the latent phase is calculated by the following equation:

Q LHS = mH L (2.
3)

The phase change of a material is depicted in the phase change diagram in Figure 2.10. This diagram shows the theoretical temperature prole during a sensible heat to latent heat exchange process. The storage or release of energy will depend on the the temperature rise or drop. A brief comparison of of storage densities between common TES methods is presented below.

Tables 2.1 and 2.2 show the interest of LHS against the other TES methods and summarize the main topics discussed in the previous sections. The working temperature range of LHS allows the utilization under dierent conditions, whilst providing a higher storage density than SHS. CHS has a higher energetic potential but comes at a higher cost which makes it less convenient for ventilation purposes.

LHS applications are usually used to enhance the cooling or heating performance of mechanical ventilation systems and for peak power reduction needs. • Supercooling: the substance remains in the liquid phase while its temperature is below the threshold of solidication which impacts the return

• Segregation: the substance melts congruently with formation of lower salt hydrate. The process is irreversible and the storage density decreases with cycling.

Organic PCM include parans, fatty acids, easters, alcohols, or glycols. These substances have been successfully tested and implemented in many domestic and commercial applications, such as space heating in buildings, electronic devices, refrigeration and airconditioning, solar air/water heating, textiles, cars, food and space industries [START_REF] Alva | Thermal energy storage materials and systems for solar energy applications[END_REF]. Organic PCMs posses a lower thermal 

PCM encapsulation

The conditioning of PCMs depends on the aim of the system. PCMs may be embedded in building materials such as bricks, wall boards and ooring but they may be integrated to external components as well. This type of utilization can prevent temperature peaks during hot seasons and increase thermal comfort.

Building applications usually focus on Micro and Macroencapsulated PCMs since the most common conguration is liquid-solid PCM. Both options prevent the liquid phase of the material to ow away however, the application is very dierent.

Microencapsulation consists of beads, spheres, rods or lms usually varying form 1µm to 1000µm, lled with PCM. The material is generally contained by a high molecular weight polymeric lm. These PCM particles can be added to construction materials such as textile-reinforced concrete for the development of façade elements that can lead to a reduction of 2

• C of the inner temperature [START_REF] Bahrar | Numerical and experimental study on the use of microencapsulated phase change materials (PCMs) in textile reinforced concrete panels for energy storage[END_REF]. In order for this type of application to work, the PCM particles must be compatible with the matrix it is incorporated to.

Macroencapsulation, on the other hand, consists on the containment of PCM in tubes, bags, sphere, panels or any other receptacle. These containers must have a good thermal conductivity and must prevent any leaks. Macroencapsulation is usually larger than 1cm in diameter, and is the most common form of encapsulation.

Advantages, Limitations and PCM Selection

PCM are subjected to temperature cyclical variations.

The normal PCM will maintain its thermal properties for multiple cycles before experiencing deterioration (reduction of thermal potential). The average lifespan of PCMs varies between 3000 and 10000 cycles [START_REF] Hadjieva | Thermophysical properties of some parans applicable to thermal energy storage[END_REF] before the properties start degrading and the optimal performance of the PCM is hampered.

Due to their composition and nature, PCM can also suer from ammability and bad odor and, depending on the container, they might lead to corrosion.

Degradation of the container may cause leakages, which would render the technology unusable. Furthermore, some of the aforementioned materials are composed of ammable substances. PCM applications dedicated to the building sector must respect the current building legislation related to re risks and the occupants' olfactory comfort. Both of this problems can be overcome either by re retardant additives, which show no modication of the performance of PCMs [START_REF] Cai | Preparation and ammability of high density polyethylene/paran/organophilic montmorillonite hybrids as a form stable phase change material[END_REF][START_REF] Cai | Flammability and thermal properties of high density polyethylene/paran hybrid as a form-stable phase change material[END_REF] or by the use of halogenous compounds [START_REF] Haghighat | Annex 23: Energy storage in buildings of the future -Applying Energy Storage in Ultra-low Energy Buildings[END_REF] in order to increase the re resistance, and/or by the correct choice of container.

The works presented in this thesis were carried out with paranic PCM.

Parans are preferred over other options considering the price, the availability and the working temperature range. Moreover, they do not generally undergo subcooling and are chemically inert and stable with no phase segregation.

Furthermore, parans are noncorrosive, odorless, long lasting, inexpensive, easily available, ecologically harmless and nontoxic [START_REF] Alva | Thermal energy storage materials and systems for solar energy applications[END_REF].

Paran waxes consist of nalakanes chains (CH 3 -(CH 2 ) -CH 3 ) as a product of the distillation of crude oil. The average length of the carbon chain is directly proportional to the increase in melting temperature range and heat of fusion. Paran PCMs tend to have a lifespan of 1000 to 2000 cycles, however, even after this limit is reached, they tend to present good thermal reliability. Finally, due to their composition, paranic PCM can be stored in aluminium containers since they do not contribute to corrosion. PCM aluminium panels as the ones in Figure were provided by the german societyRubitherm. This panels were selected due to the implementation simplicity and optimal temperature range, as well as the aforementioned characteristics. The thermal properties of this material are presented in the next Chapter, in Section 3.2.

Active Solar Chimney (ASC): A PCM integrated Solar Chimney

The objective of this work is to analyse the eectiveness of energy storage devices, in particular organic phase changing materials (PCMs), on a laboratory and in-situ solar chimney. The activation of this technology is achieved through the implementation of these PCM panels. This study aims to provide an existing technology (Solar Chimney) with a dierent approach in means of improving the current performances, rendering it a viable option for year long use (Active Solar Chimney).

As presented in the section above, phase changing materials have been previously

used with the intention of improving the occupants' thermal comfort during the dierent seasons. The incorporation of PCM in construction materials such as concrete, mortar or other porous materials has been characterized to a greater extent. Since PCM has been proven to provide a higher thermal storage density than sensible heat materials, the solar chimney's eciency could be improved.

Thus far, the thermal performance of a solar chimney with PCM has been investigated by few researchers. To the author's knowledge, [START_REF] Amori | Experimental and numerical studies of solar chimney for natural ventilation in Iraq[END_REF] began to lay the groundwork of the capabilities of PCM integrated solar chimneys. In their work, they investigate both numerically and experimentally the performance of said technology under Iraqi environmental conditions. In their studies, a paran wax ( melting temperature of 65.16 Regarding the open-fully charging mode, the melting time of the PCM was almost 11 h, which was 57% longer than that for closed mode. The mean air ow rate during phase change period was 0.04 kg/s, which was higher than that for open-partly mode but lower than that for closed mode. The results show that the performance of the system drops once the heat ux decreases below 500 W/m 2 , but no signicant improvement is achieved above 700 W/m 2 .

Overall, paranic phase change materials for implementation in solar chimneys could be an economically viable option for hybrid design solutions to create a healthy indoor environment within residential buildings through renewable solar energy. 0.1455 0.20

Conclusion

This section was dedicated to the literature review of solar chimney and thermal energy storage systems. As stated throughout this section, most of the studies concerned with this type of technology have focused on the numerical characterization of its behaviour. There seems to be a great amount of information on the architectural characteristics of the solar chimney, however few experimental studies have been carried out. Furthermore, the impact of solar chimneys needs to be assessed under environmental conditions since it has been demonstrated that several environmental variables can severely impact the performance of a solar chimney.

The increase in the performance of the solar chimney has been mostly pursued Furthermore, a brief explanation of the DSC test employed to obtain the thermal characteristics of this PCM is given in this subsection.

2. The laboratory experimentation carried out at ENTPE for the characterization of a solar chimney under a controlled environment. Two laboratory prototypes were developed which served three dierent purposes: rstly the analysis of the impact of PCM panels on the mass ow rate of a solar chimney, the assessment of the temperature distribution throughout the height of the chimney and lastly the comparative study with the in-situ results.

3. Finally, the in-situ experimentation in Tabernas, Spain. The standalone solar chimney discussed throughout this section was modied in the interest of analysing the behaviour of such technology under real environmental conditions.

PCM Selection

In order to analze the eects of PCMs in a passive ventilation technology such as the solar chimney a selection of the optimal PCM had to be carried out. The choice of PCM was based on three main factors:

• Availability and price in the market: Depending on the temperature range, and the type of PCM the price of the product can greatly vary. In order to make a solar chimney a viable alternative, the PCM selection must maintain a relative low price (compared to other PCMs) and must be of simple access to the general public.

• Storage/release temperature range: Solar chimneys are driven by the temperature dierence between the external temperature and the temperature inside the chimney conduit. The working temperature range of the PCM must maximize the time the chimney is at a high temperature to ensure ventilation.

The temperature range of 40 to 44 • C was selected based on the available data of the standalone solar chimney of the PSA, and the work presented by Liu and Li (2015a).

• Encapsulation solutions: The solar chimneys presented throughout this PhD thesis consider a PCM layer; however, from an experimental stand point, the PCM layer must consider safety regulations, a light durable container and nally, due to the incapability to modify the architecture of the existing chimney in Almeria, it must represent a simple adaptable solution.

Several options were taken into consideration for, however, the Rubitherm RT44 panel rose amongst other options due to their availability, fast delivery, aluminium encapsulation and the relative low cost of 30 euros per panel.

Preliminary PCM Tests

The advantages of Phase Changing Materials have been studied across the literature for the past years and they were presented in section 2.4. In this way, a preliminary study was conducted on an individual panel to characterise the behaviour of the paranic material, macroencapsulated in the aluminium panels.

This preliminary study was carried out in order to test the feasibility of RT44 panels for the subsequent laboratory and in-situ experiments. The overall characteristics of the RT44 paranic phase changing material can be found in Table 3.1.

The test consisted in subjecting an individual panel to a heat source in order to charge and discharge the paranic material and analyse the behaviour of such Some articles have opted to work on approaches such as the Thermogravimetric Analysis (TGA), which analyses the mass variation for a certain period, for a specic temperature prole [START_REF] Cai | Preparation and ammability of high density polyethylene/paran/organophilic montmorillonite hybrids as a form stable phase change material[END_REF]. Other methods such as the DTA (Dierential Thermal Analysis) [START_REF] Zhou | Review on thermal energy storage with phase change materials (PCMs) in building applications[END_REF] or the DSC (Dierential Scanning Calorimetry) tests [START_REF] Kheradmand | Experimental and numerical studies of hybrid PCM embedded in plastering mortar for enhanced thermal behaviour of buildings[END_REF] are techniques in which the dierence in the amount of heat required to increase the temperature of a sample and its reference is measured as a function of temperature.

Specically, the DSC is a thermo-physical method that enables the calculation of the specic heat capacity of a material through a small sample. After starting at an equilibrium temperature, both the test and reference sample (most commonly certied Indium metal) are slowly cooled/heated at a constant set rate. The excess heat absorbed or emitted by the test sample is recorded as a function of time [START_REF] Baetens | Phase change materials for building applications: A state-of-the-art review[END_REF]. Overall, the DSC methodology was retained over other options as it the results of the experimentation can be input into the model instead of using computational power in order to calculate the state of the PCM at each 

Result Discussion

The This type of testing equipment is employed for the characterization of construction materials with the aim of minimizing heat losses or gains. This device consists of two independent enclosures separated by the material that is tested. On the one side, a cold chamber with a cold unit establishes the cold temperature to one of the sides of the material. A case envelops the material that wants to be analysed, and limits the heat losses or gains with the exterior. Furthermore, the equipment includes a hot chamber composed of a measuring box surrounded by a protection case. Both the measuring box and case are equipped with heating resistors to increase temperature.

Measurements of the air and surface temperatures in steady state are carried out, as well as the power supplied to the hot chamber. From these measurements, the heat transfer properties of the specimen are calculated. It is important to mention that for the purposes of the solar chimney. Both the sample's case as well as the hot chamber are not employed. Figure 3.3 shows the dierent sections of the BCG aforementioned.

GHB's Cold Chamber

The dimensions of the cold box are presented in Figure 3 This section presents the experimental work carried out with the rst prototype developed at the ENTPE laboratory. The prototype V1.0 served the purpose of analysing the behaviour of PCM panels on a simple-build solar chimney. This rst laboratory prototype was built with 5cm-wide polystyrene plates, supported by an aluminium beam structure (3cm cross section). As mentioned in the previous Finally, HFP03 heat ux plate sensors (Figure 3.6d) from the company Hukseux were selected to analyse the heat ux provided by the halogen lamps.

This type of sensor estimates the heat ux of the surface it is mounted on, in W/m 2 . This type of sensor has a 6% uncertainty linked to the calculation of the heat ux when dividing the plate's output voltage by the sensitivity of the thermopile (passive sensor). This heat ux plate does not require a power supply. The solar chimney prototype V1.0 (SCV1) can accommodate 9 panels in a horizontal position in the surface perpendicular to the heat source, and 6 panels in a vertical arrangement on each of the lateral walls of the chimney as seen in Figure 3.10. The twelve panels found on the lateral panels served the purpose of analysing the eects of PCM panels when placed parallel to the heat source and their capability to carry out a full phase change.

Solar Chimney Prototype V2.0

The rst solar chimney prototype allowed an initial characterization of the system.

The rst prototype evidenced the advantages of PCM panels on a structure with no thermal inertia. This demonstrates the thermal and aerodynamic behaviour of the solar chimney when driven solely by the PCMs. Indeed, the development of the rst prototype evidenced the inuence of PCMs as a complementary device in this type of technology, however, the construction materials of this prototype were not 123 José Carlos Frutos Dordelly In order to propitiate the phase change and take better advantage of the incoming irradiance, the panels were painted matte black. This modication was carried out in relationship to the in-situ experimental campaign, where the panels received the same treatment and after the analysis of the surface temperature results of the SCV1 discussed later in this chapter. Indeed, the results obtained during with the rst prototype evidenced the incomplete fusion of the PCM, thus hampering the performance of the system. In addition to this modication, an additional layer of insulation was added behind the plywood layer where the panels were placed. This additional layer, was summed to avoid panel heat loss to the exterior and to ensure the panel temperature rise above the fusion range of 44

• C. Chapter 3
Furthermore, in order to avoid leaks presented during the rst laboratory experimental campaign, the panels in the SCV2 were xed against the surface with a wooden hold instead of being drilled. Indeed, the thermal expansion experienced when the panels rise in temperature caused the PCM to exit the panel. An example of a leak panel can be observed in Figure 3.17. 

Experimental Protocol

In order to dene the performance of a solar chimney with and without PCM panels, an experimental protocol was established. This protocol serves three main purposes:

1. To evidence the dierences between the current solar chimney and the PCM integrates solar chimney, under laboratory conditions.

2. To demonstrate the capabilities of phase changing to materials to extend the use of a solar chimney in the absence of a heat source.

3. The validation of the numerical model presented in the following chapter. In a more detailed explanation, phase 1 corresponds to the initialization of the system. In this stage, the outlet is closed and there is no heat source present. Phase 2 was designed as a way to charge the PCM panels in order to guarantee the melting process of PCMs. Ventilation is neglected in this phase to assure the temperature raise. Phase 3 allows air circulation by opening the outlet and maintaining the heat source. This phase represents the normal utilization of a solar chimney. Phase 4 removes the heat source while allowing air circulation. This phase was designed to exemplify the behaviour of a solar chimney when solar radiation is hampered or for after sun-down hours. Phase 5 reinitializes the system and prepares it for the last two phases. Phases 6 and 7 work in the same way as phases 2 and 4; however, both conditions are not activated simultaneously.

Results & Discussion

Outlet mass ow rate, air gap temperature and temperature dierence between The eects of PCM panels on the surface temperature distribution is particularly noticeable in the results of the rst prototype. In terms of surface temperature variations, there are two main modifying factors between the two prototypes: the material, and the insulation. Indeed the rst prototype had only a single layer of polystyrene with limited thermal inertia while the second prototype was made of laminated plywood planks with an additional insulating polystyrene layer to reduce heat loss. The lack of thermal inertia of the rst system evidences the potential of PCMs. The modications and their impact on the prototype are discussed ahead.

Regarding the SCV1, the surface temperature results when not integrated with PCM, show a temperature distribution that reaches a dierence of up to During natural ventilation phases, where the halogen lamps provide energy to the system and the outlet allows the air to ow, the surface temperature does not drop in steps as observed for C5NoPCM in Figure 3.22a. Unlike the SCV1 results, the second prototype exhibits a less dispersed temperature distribution. Some cases, as the one shown in Figure 3.28a register a temperature decrease once the heat source is turned o, followed by minor temperature increase due to the rise of the external temperature. The greatest temperature drops occur during the nal stages of the experimental protocol, where the binary behaviour of the experimental campaign subjects the system to a heat source only phase followed by a ventilation only phase.

The thermal potential gained during the charging phase is lost in approximately 6 hours, with a temperature dierence of 25 ± 5 • C according to the cycle. Finally, the PCM results of the SCV2 evidence two main points: rstly, the incomplete fusion of the PCM severely hampers the potential of phase changing materials in the overall performance of the chimney. Naturally, when the panels do not reach the fusion range, the system behaves as the NoPCM cycles, with a slight higher thermal inertia. In general, temperatures do not attain the same temperature peaks as the no-PCM solar chimney since some of the energy is employed for the phase transformation, however; they follow the experimental protocol in a similar fashion. The main dierence is found after charging phases when the PCM releases the small amount of energy it stocked. The second point relates to the results obtained after the implementation of the additional insulation layer and the panel matte black paint coating. These modications allowed higher temperature peaks and the conservation of higher temperatures across during the whole experimental protocol. Overall, the lower PCM panels, even though they reach the fusion temperature range, fail to surpass 44 • C which translates into an incomplete energy storage. These panels exhibit lower temperature drops similar to the results obtained without PCM. The rest of the system exceeds this temperature range and maintain a higher mean temperature throughout the test.

A signicant dierence can be appreciated for the PCM integrated solar chimney under the three dierent operating conditions of the experimental campaign . Indeed insulation allowed the system to surpass the melting range of the RT44 which enabled the full potential of the PCM panel. It can be appreciated between Figures 3.31a and 3.32a that inlet temperature has an important inuence on the behaviour of the system's lower panels, however; temperature peaks for the top and middle rows of panels are similar regardless of this parameter. Due to the higher external temperature and the complete fusion of a larger number of PCM panels, the chimney is able to retain a quasi-constant surface temperature throughout the cycle. Moreover, it can be observed that once the PCM in the panels has achieved a complete fusion, the stored energy is enough to maintain the surface temperature on the PCM fusion range (40 -44 • C) for the 6 hours of the ventilation-only phase. 

Air Temperature Results

The experimental protocol was ran under two dierent conditions. As explained in section 3.3.1, the GHB can set an operating temperature at the volume connected to the chimney and thus, at the inlet level. Through the establishment of an inlet temperature, a greater ∆T between inlet and outlet can be propitiated. In general, a greater ∆T will lead to a higher mass ow rate. Due to the nature of the rst prototype, and the more consistent results obtained with the second prototype, this subsection mainly focuses on the latter.

The six cycles presented in this section are compared according to the operating and external conditions. Cycles P2C1NoPCM-2 and P2C1PCM-2 were carried out without the additional insulation layer and with a xed GHB temperature. Cycles

P2C3NoPCM-2 and P2C2PCM-2 were carried out with the additional insulation layer and with a xed GHB temperature. 

Mass Flow Rate Results

The results shown in Figures 3.36 In turn, SCV1 results with PCM panels display a slow decrease of mass ow rates between phases. This slow decrease depends on the complete fusion of the PCM. The dierence in mass ow rate, as well as the capitalization of these materials can be appreciated in the PCM Cycles of the gures presented in this subsection.

Naturally, since a greater number of panels surpass the PCM fusion temperature range, the system exhibits a greater mass ow rate (Figure 3.37). This improvement is mainly due to the higher external temperature between cycles being compared.

During phase 3 of the experimental protocol, when there is a heat source present and the outlet allows airow, the chimney presents the highest values. C1PCM-1 achieves an approximate mean mass ow rate of 87.5m PCM cycles for the second prototype show a consistent performance of the system regardless of the operating conditions. Results demonstrate that the system is capable of maintaining an approximate mean ventilation rate of 60 m 3 /h during the 6 hours of the experimental protocol phase but the performance is halted as the phase reaches the end. A lower inlet temperature hampers the performance of the system, which translates to a reduction in the outlet mass ow rate (Figure 3.39). Furthermore, the when the system is exposed to the external temperature, the system displays an increased performance. This is mainly due to the higher surface temperatures and the greater number of PCM panels achieving fusion. Active Solar Chimney (ASC)

The system is in vertical position and facing south. Thermal insulation was used to reduce heat losses from the absorber plate. Other accessories like wood around the lateral and back side, an air inlet in the low back side and an air exit at the top, are also included. In order to measure the main variables, such as air temperature and air velocity inside the channel, sensors and instruments were set up.

PSA Solar Chimney Instrumentation

The experimental instrumentation used for the dierent measurements of the SC is detailed in the technical note published by Arce, Xaman, Alvarez, Jiménez and Heras (2009). Additionally to the previously set thirty type T thermocouples, to measure temperature across the chimney's surfaces, 8 platinum thermoresistance (PT100, 1/10 DIN) sensors are used to record surface temperature of the panels via a four-wire connection. These sensors consist of a very small sensing element embedded in a slim rubber substrate.

The sensors used to register the panel temperatures were glued to the centre of the panels as marked in Fig. 2 and painted black matte to integrate them as much as possible with the corresponding surface.

Nine hot wire anemometers (Mod. TSI-8475) were used to measure the air velocity.

The data acquisition system has the following characteristics: 16-bit A/D resolution, range of measurements tting sensor output, modules distributed to minimize wiring, based in Compact Field Point modules manufactured by NATIONAL INSTRUMENTS. Furthermore, in order to record environmental conditions, the PSA counts with its own meteorological station, which measures data ever second. Data are averaged and recorded every minute. Further details concerning the meteorological station can be found in the aforementioned article.

Finally, the chimney counts with a rotative driving air protection at the outlet in order to avoid any reverse ow to the chimney's channel. This exhaust is wind-driven which helps boost the systems ventilation potential through a pressure fall at the outlet. The inlet is protected with a wooden box to avoid air vortexes. 

PCM Implementation

The dimensions of the Almeria solar chimney, as well as the cable distribution do not allow the placement of PCM panels on the perpendicular sides to the glazing. The panels are distributed over the concrete collector wall as shown in Figure 3.43b in a matrix manner. The sensors are placed in the centre of the panel, over and behind at three dierent levels: inlet panel (72) at 1,25m, centre of the solar chimney (41, 42 and 43) at 2,75m and the outlet panels (11, 12 and 13) at 4,25m. The panels' southern surfaces were painted matte black in order to maximize the absorption of solar radiation and to ensure the phase change. This approach was adopted as well for the concrete wall behind the panels since the rst chimney iterations. The sensor distribution on the PCM panels was chosen according to the available channels in the acquisition modules. The PCM surface temperature analysis is carried out in three dierent levels just as the laboratory experimental campaigns.

Analysis of Environmental Conditions

The Tabernas region, in which this chimney is located, a few kilometres from Almeria, is known for the high average solar radiation it receives throughout the year. [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF] presented dierent scenarios throughout the year. Three dierent dates were selected in order to analyse the performance of the solar chimney under dierent environmental conditions. These three dates correspond to days with a clear sky, near the beginning of winter, spring and summer respectively.

Since solar chimneys are driven by solar energy, the eects of Vertical Global Solar Radiation (VGSR) and Horizontal Global Solar Radiation (HGSR)can be directly appreciated on the surface temperature of the PCM panels, in the air temperature of the channel and the mass ow rate of the system [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF]. Figures 3.44, 3.45 and 3.46 represent these variables for each one of the seasons studied.

The analysis of environmental data is complex due to the number of variables, the uctuations of these and the resolution in their acquisition. In order to leverage the available data and information, and asses the impact of the PCM panels, the data studied should ideally be identical. The information treated in this section corresponds to the years 2016 and 2018, thus; the analysis of the system, depends on the statistical similarity of both sets of data (with and without PCMs). Big sets of data carry a considerable amount of uctuations which can make this analysis non-conclusive. Variations in the sets of data can lead to biased or unfounded conclusions.

Wind speed, solar radiation (VGSR and HGSR), external temperature were the main variables taken into account for the statistical analysis of the chimney's operating conditions. These sets of data were chosen to determine the agreement of the environmental conditions since they represent variables which do not depend or are modied by the addition of the PCM panels and depict the conditions to which the chimney was subjected. Additionally, the glazing temperature was added to this statistical study to determine the surface temperature dierence due to the incident solar radiation.

Chapter 3

Active Solar Chimney (ASC)

The selection of the days corresponding to each one of the seasons was done through R programming and the use of R-studio. This statistical software was employed for the calculation of dierent variables such as the the kurtosis and skewness of both daily sets of data. Kurtosis and skewness are statistical elements that dene the "peakedness" or "atness" and the symmetry of a series of data.

This two values lead to the determination of normal distributions, where if the both values are near zero, a normal distribution can be expected. Furthermore, the correlation of the analysed data helped to determine the pairs of days that would be employed for the analysis. The choice of a clear day was established numerically by the standard deviation of the data. The standard deviation of a clear day for winter, spring and summer must be above 200, 300, 350 for HGSR and 350, 310, 150 for VGSR. The full analysis of the results can be seen on Annex F.

Once two days of each year have been chosen for each season, a further validation of the selected data was performed in order to outline the statistical dierence between both sets. For each seasonal case, a statistical t-test could be carried out.

This analysis, also referred to as two sample t-test, is a probabilistic statistical tool which allows the determination of the statistical dierence between the means of two unrelated groups of data. This test must meet three assumptions :

1. The samples are independent. This is achieved by the selection of data in two dierent years.

2. Samples are drawn from populations with equal variances. If the p-value of a variance test is greater than 0.05 (95% condence) then we can assume that the variances of both sets of data are the same.

3. Samples are drawn from populations with normal distributions.

In the case of the data analysed in this dissertation, the rst two conditions are met, however; the samples are not drawn from normal distributions and cannot be normalized by logarithmic or squared-root methods. A non parametric solution is therefore needed. 

H 0 : µ 1 -µ 2 = 0 ∧ H a : µ 1 -µ 2 = 0 (3.1)
If the null hypothesis is chosen, low p-values suggest that the null hypothesis is unlikely to be true, thus; the sets of data are non-identical populations. In general, p-values that are closer to 0 more strongly imply that the null hypothesis can be rejected. Inversely, a high p-value will reject the null hypothesis and suggest that the sets of data are drawn from identical populations.

For the data presented, the analysis must indicate that the actual dierence in averages is approximately zero, which suggests that the environmental conditions for both data sets are statistically equivalent. The chosen data is selected due to similarities in external temperature and relative low mean wind speed under 3 m/s. In environmental data, obtaining the same results is practically impossible in all variables. The following results are a combination of the correlation, kurtosis, skewness and a Wilcoxon test. Even though the selected data cannot be taken as information from the exact same population, they can be analysed as statistic approximates with a high enough condence value to draw conclusions. The statistical analysis performed with RStudio for each seasonal data is presented in Table 3.5, 3.6 and 3.7. 3.4.3.1 Winter Season (January 16th, 2016 and January 16th, 2018) 

Results & Discussion

The results presented throughout this section represent the analysis of the sets of data selected for the winter, spring and summer periods. The data of the year 2016 is referred to as SC for classic Solar Chimney, and the data from 2018 is attributed the abbreviation ASC which designates the integration of PCM panels. The results mentioned in this section concern the same performance magnitudes reviewed for the laboratory results. A brief discussion of the eects of wind and the nature of the chimney is as well presented in this section. • C, thus not carrying out said phase transformation.

Spring data is very similar to the winter data even though there is a 10 • C dierence between the external temperature of both SC series (Figure 3.51a).

Contrarily to the winter SC results, the temperature registered at 3.2 m of the concrete collector wall experiences a dierent temperature evolution than the rest of the chimney. This can be attributed to two main things: rstly the sun path not directly hitting the surface. Secondly but related as well, due to the south orientation of the chimney. The rst three levels register a maximum temperature of 51

• C while the last sensor registers only 41

• C. This eect is more impactful with the addition of PCM panels since some of the incident solar energy is used to heat the PCM panel (3.51b). Just as the winter the results, the sensor closest to the inlet encounters a temperature drop, however; this eect extends to the rest of the chimney for during the spring season. The temperature concrete wall temperature during season reaches only a maximum of 37. Finally, the summer results present the dierences between the SC and the ASC Figures (3.52a and 3.52b). The temperature dierence is between the levels is almost non-existent and reach a maximum of 40

• C. The main distinction of the ASC results can be appreciated after 17:00h were the registered temperature is maintained until approximately 19:12h.

For the series of ASC data of winter, spring and summer, the PCM surface temperatures were also analysed and they are presented in Figures 3.53 Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m (b) Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m

(a) Tsurf @0.7m Tsurf @1.2m Tsurf @2.2m Tsurf @3.2m (b) The eects of PCM can be slightly appreciated in in Figure 3.56b once the external temperature begins to decrease. In comparison with the results from 2016, the temperature dierence does not drop abruptly as the sun starts to set. The PCM starts to release the stored energy once the panel reaches 44

• C. In comparison, the ASC maintains a higher temperature dierence for the same period. In both cases, the temperature dierence is negligible after 21:00.

The temperature dierence reduces as the external temperature rises with each season. Summer results display the lowest temperature dierence maintaining an average mean value of 2.5

• C (Figure 3.58). This dierence seems to be higher and more stable for the PCM results, however this could be the result of other environmental factors. Spring environmental data shows a drop in air temperature dierence after 13:00h, however this could be explained by the higher wind speed condition registered during March 27th, 2018 (3.60b). In any case, the addition of PCM does not seem to aect negatively the performance of chimney.

As for the air temperature distribution, in every seasonal case, both results behave in a similar fashion regardless of the addition of PCM panels. Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m (b) Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m

(a) Tair @0.7m Tair @1.2m Tair @2.2m Tair @3.2m (b) 

Outlet Mass Flow Rate and Wind Speed

Mass ow rate was analysed under low wind speed conditions for each set of data however, the presence of wind and its eects on the performance of the solar chimney are always present and non negligible. The mass ow rate was analysed during the entirety of the day, as well as after sundown. For each season, this moment of the day is dierent. The sundown hours for each season are 16:45h for winter, 18:00h for spring and 19:12h for summer.

This results are displayed in Tables 3.8 and 3.9. Starting with the winter data, the mass ow rate of the ASC seems to have a decrease of 16.3301 m 3 /h for the overall sampled data with the integration of PCM panels and a decrease of 19.6845 m 3 /h; however, this could be due to the higher mean wind speeds registered for the 2016 data. In the same way spring results display a higher air ow rate for the SC than that of the ASC but the chimney was subjected as well to a slightly higher wind speed. This is further supported by the summer season results where the mass ow rate is signicantly higher for the ASC (dierence of 37.538 m 3 /h), under greater wind speeds (4.0964 m/s). The dierences in outlet air ow rate for the spring season is 11.7878 m 3 /h across the selected dates. When considering exclusively the mean mass ow rate after sundown, this value becomes 20.8134 m 3 /h, where the greater results correspond to the 2016 data. It may seem that the SC displays a higher performance than the ASC but this may be biased by the higher wind speed.

The dierence in performance regarding the outlet airow rate between the solar chimney with and without PCM panels seems to be very similar. The addition of PCM panels seems the maintain air ow across the chimney. The 

General Conclusion

The assessment of the Rubitherm RT44 PCM panels was carried out under laboratory and in-situ conditions and review in this chapter. Laboratory results yielded promising results, demonstrating the thermal potential of the system and enhancing the ventilation of the system in the absence of a heat source. It was demonstrated that the performance of the system is highly dependent on the thermal properties of the walls of the chimney. Naturally a better insulation hampers the heat loss with the exterior. It is clear that by setting a lower temperature at the inlet compared to the external temperature, the system behaves in a similar fashion than the non-PCM version. This can be attributed to the temperature dierential produced by the halogen lamps, however when the system is directly subjected to the external temperature, the inuence of the PCM panels is more apparent.

The laboratory results of the SCV1 showed the interest of the phase change materials integrated into the solar chimney to improve the average ventilation rate when the prototype is in the presence of a heat source, and a progressive decrease in the absence of this. These results were obtained despite the incomplete fusion of the material within the panels, which suggests better performance when the complete phase change is achieved. The PCM panels work as expected, absorbing available energy during each charging phase and releasing once the source is withdrawn. In general, the results with phase change materials show a higher average ow rate in all phases of the experiment. It is important to mention that these results are achieved despite the incomplete fusion of the materials which means an increase in performance at higher temperatures for a simple build solar chimney with a low thermal inertia. The results of the rst prototype are an example of the potential of PCMs as separate component.

The major dierence between the exit airow is observed for the SCV1 results.

The results demonstrate that the incomplete fusion of the PCM panels make the the results SCV2 display an approximate airow increase of 365 % during phase 3 when the system is not properly insulated and the chimney suers a great heat loss. Once the heat loss is limited through the addition of insulation, both NoPCM and PCM cycles reach similar peaks and behaviours during phase 3 and the airow dierence is appreciated during ventilation only phases. Phase 4 seems to behave in a very similar manner however, phase 7 always displays a higher ventilation rate.

When setting an inlet temperature, due to the incomplete fusion of all the PCM panels, the system only experiences an increase from 43.03 m 3 /h to 53.51 m 3 /h.

On the other hand, when subjected to external conditions, the system exhibits the greatest performance increase going from 60.82 m 3 /h to 34.93 m 3 /h.

Overall, PCMs exhibit a greater performance compared to NoPCM cycles, even during tests which do not reach the fusion range. The consistency in performance of PCM cycles suggest that the addition of PCM panels has no negative impact on the system and can improve according to external conditions, mainly higher irradiance and higher external temperatures. The series of temperature and mass ow rate results are obtained with a maximum incoming heat ux of 600 W/m 2 . Several works demonstrate the typical weather conditions of countries such as Mexico and Spain [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF][START_REF] Matsumoto | Global solar irradiation in north Mexico city and some comparisons with the south[END_REF] where the incoming solar radiation can reach higher peaks than the ones simulated in these experimental campaigns. Higher radiation can lead to higher surface temperatures and higher air temperatures which would aid the whole group panels to achieve a full phase transformation. Overall the results of both the SCV1 and the SCV2 exhibit a greater thermal performance of the PCM integrated solar chimney. Indeed the temperature peaks might not reach the same highs but they maintain a stable high Active Solar Chimney (ASC)

Chapter 3 temperature across the experimental cycle.

The temperature dierence achieved with the solar chimney as well as the consistent results throughout the experimental campaigns, suggests that the system has a great potential to use the heated air inside the chimney to be recirculated in order to reduce heating loads in a building. No air quality study was carried out during the experimental campaigns, however, the air inside of the chimney can be classied as class 2 according to the ASHRAE standard 62.1 (ASHRAE, 2010),

where the air contains a moderate amount of contaminants, a mild sensory-irritation intensity or mildly oensive odours. This type of air is is not necessarily harmful but since the chimney does not receive constant maintenance, dust and other particles could be found in the air. Nevertheless, the temperature potential could be coupled with other systems.

The laboratory results presented in this section indicate the following:

1. The system's overall performance is highly dependent on the thermal characteristics of the chimney walls. Indeed, heat loss can reduce not only surface temperatures, but airow for NoPCM and PCM cycles. The inuence of the construction materials on the solar chimney's performance cannot be neglected.

2. The addition of PCM panels gives consistency to the system despite the operating conditions. PCM panels provide thermal inertia, and the additional layer avoids heat loss across the chimney.

3. PCMs provide ventilation throughout the 6 hours of ventilation only phases after the panels have been charged. This period is limited due to the nature of the experimental protocol, however, it could be extended according to the external conditions, or through the extension of ventilation phases.

The performance of a phase change material integrated a solar chimney was evaluated under normal environmental conditions has a similar ventilation performance than that of the regular solar chimney. Even though on-site results did not yield signicant results in terms of ow, several conclusions can be drawn: the 0.15 m concrete wall (painted black for a better absorption of solar heat) clearly Chapter 3

Active Solar Chimney (ASC) inuences the behaviour of the chimney and provides a good thermal inertia to the system. This inertia is signicant enough to generate results similar to those of the solar chimney integrated with phase change material. It was noted that the concrete wall has a limited heating capacity after sunset against the phase change material panels. In addition, the energy of the phase change material panel can be wasted by heating the concrete wall instead of being exploited to create a higher temperature dierence in the conduit, which reduces the impact of the exchange material panels phase.

It is important to mention that from the rst row to the mid-level panels, up to a 3 m height, behave as expected and reach the necessary operating temperature range, however; the last row of panels does not reach 40

• C. As this section of the chimney experiences a temperature drop, it may aect the overall ventilation rate and may particularly aect utilization after sunset. These lower temperatures are explained by the lack of incident solar energy. Indeed, due to the geometry of the chimney, the last row of panels has no direct sunlight. This temperature drop could be potentially limiting the overall performance of the ASC.

In addition, the distribution of air temperature through the chimney is not aected by the addition of panels of phase change material; however, the results suggest that the concrete wall with panels of phase change material could be reduced in size or changed completely, thus simplifying the construction and the dimensions of the system. The lack of a more important ventilation rate could be due to the temperature drop at the outlet level of the chimney and should be analysed in further studies as well. Overall, the rotative exhaust of the PSA solar chimney as well as the wind speed seem to have a greater impact on the ventilation performance.

The results demonstrate that the exhaust outlet of the PSA solar chimney, creates a high enough pressure drop to increase the ventilation rate above 200 m 3 /h depending on the wind speed magnitude is higher than 6 m/s. Finally, the results suggest that the in-situ ASC does not negatively impact the solar chimney's performance but can help reach higher ventilation rates due to the higher thermal Active Solar Chimney (ASC) Chapter 3 performance.

The in-situ results, although inconclusive, evidence a number of factors. The wind and the exhaust chosen for the chimney have a greater inuence on the airow than the addition of the PCM panels. The continuous monitoring of the chimney performance displays a greater air ow rate under higher wind speeds.

This results are in accordance with the results presented by [START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF].

Indeed the rotative exhaust creates a large enough pressure dierential to induce a ow of air. It is clear that the sun path and incident solar energy also have a greater inuence on the solar chimney integrated with PCM panels than the classic version. The lack of incident solar energy on the last row of panels creates a temperature drop at the outlet of the chimney. This problem aects specially the ASC since the panels lose heat while transferring energy to the concrete wall behind.

Overall both experimental campaigns help determine the following conclusions:

1. The addition of PCM panels do not hamper the overall performance of the system, however it can lead to a higher mass ow rate and a more stable temperature distribution across the chimney. This higher mean temperatures can be used for recirculation purposes during colder seasons. An analysis of the quality of this recirculated air must be carried out if it is to be used for indoor re-purposes.

2. The architecture of the chimney seems to require a number of adaptations in order to fully capitalize the implementation of PCM panels. Primarily, the chimney must ensure that all the panels receive incident solar energy either by the modication of the walls of the chimney, or by the rotation of the full system. Secondly, the 0.15 m concrete collector wall seems to be modifying the performance of the in-situ results due to the high thermal inertia it provides. Future works should aim to modify this element or add an insulation layer between the panels and the wall in order to reduce its impact.

It was demonstrated that a simple-build solar chimney can provide a constant air ow rate above 75 m 3 /h with low relative incident energy of 600 W/m 2 .

Since the countries involved in this work have a greater irradiance, it can be concluded that this value can reach higher peaks with the addition of wind speed.

3. In order to conclude on the eects of the PCM integrated solar chimney, further analysis on the exhaust need to be carried out. Wind speed has been proven

to have a great inuence on the PSA solar chimney, however this could be due to the rotative exhaust employed to create a greater pressure dierential.

A parametric study of these variables must be performed in order to nd the most impactful element.

Introduction

Solar chimneys have been demonstrated to be a suitable technology for the reduction of energetic consumption and green-house gas emissions [START_REF] Khedari | Ventilation impact of a solar chimney on indoor temperature uctuation and air change rate in school building[END_REF][START_REF] Khedari | Field study of performance of solar chimney with air-conditioned building[END_REF][START_REF] Kuwabara | Harnessing Climate: Manitoba Hydro Place[END_REF][START_REF] Miyazaki | The eects of solar chimneys on thermal load mitigation of oce buildings under the Japanese climate[END_REF]. The previous chapters analysed the capabilities of Phase Changing Materials and the potential in the building sector. In order to leverage the capabilities of an ASC, it is fundamental to analyse the system coupled with PCMs. This chapter is dedicated to the development of a numerical model capable of predicting the behaviour of such technology when coupled to the non-linear nature of PCMs. In this chapter, the numerical model will be assessed against the experimental results obtained.

The model is constituted of four coupled sub-models which complement each other through the calculation of dierent variables.

The rst sub-model has been developed in order to predict the heat transfer through a multilayered wall, constituted of a determined number of layers of construction materials and a temperature-dependant layer of Phase Changing Materials.

The heat transfer model is coupled to an air ow pressure code model using the ping pong principle.

The pressure code determines the pressure distribution across the length of the chimney and allows the calculation of the inlet and outlet mass ow rates.

Finally, information is relayed to the convection sub-model which calculates the convective exchanges present in the air gap and subsequently help to recalculate the temperature distribution across the solar chimney. The logical approach employed can be observed in Figure 4.9 in section 4.6. The discretization can be modied to have a more rened representation the temperature evolution across a certain layer. For a wall with N nodes, the following convention is adopted: 2. Subindex i is attributed to the current node within the material.

3. Subindex N is attributed to the node in contact with the internal channel of the chimney.

4. Subindex j relates to the wall layer.

5. Subindex n is attributed to the layer in contact with the internal channel of the chimney.

6. e represents the thickness of the layer.

7. ∆x represents the spatial discretization size.

Dierent methods are available for the calculation of heat transfer across a wall.

Among the dierent numeric schemes employed throughout the literature, explicit are the most common (El [START_REF] El Mankibi | Prediction of hybrid ventilation performance using two simulation tools[END_REF]; [START_REF] Farid | A review on phase change energy storage: Materials and applications[END_REF]; [START_REF] Naraghi | Twenty-four hour simulation of solar chimneys[END_REF]; [START_REF] Paksoy | Thermal Energy Storage for Sustainable Energy Consumption, Fundamentals, Case Studies and Design[END_REF]; [START_REF] Tan | Inuences of ambient air speed and internal heat load on the performance of solar chimney in the tropics[END_REF] to name a few) due to the low computational power required compared to other methods. Explicit solutions for a single node at a time t + ∆t, are the product of a single equation containing the information of neighbouring nodes at the current time step (Figure 4.2a). Explicit

Schemes are an easier programming alternative, however, they must meet a stability condition to avoid divergence from the solution. Time steps in explicit methods tend to be small. The stability condition of explicit methods is calculated with the following equation:

∆t λ ∆x 2 ρ C p ≤ 1 2 (4.1) 
On the other hand, the implicit dierence method solution is obtained through a simultaneous system of equations from the neighbouring nodes at each time step.

This type of nite dierence method, evaluates the spatial derivatives at a new time step, which means that the system's future state is calculated taking into consideration the system status at times t and t+∆t (Figure 4.2b). Implicit schemes tend to be more computationally costly due to the size of the matrix system and the algorithms used to convey a solution, however, they are unconditionally numerically stable even at greater time steps. The Crank-Nicholson method is a type of implicit scheme which consists in calculating the mean value by a quadrature formula of a certain node. The resolution is carried out through a trapezoidal rule which is technique for approximating a denite integral. The method consists relies on the supposition of a function between two existing nodes 4.2c. Mathematically, the Crank-Nicholson scheme is described as follows:

1 ∆t (u t+1 -u t ) = 1 2 [f (u t ) + f (u t+1 )] (4.2) 
This scheme was preferred over the other alternatives for two main reasons. The numerical simulation and the experimental set-up are analysed over long duration (generally longer than a day). The analysis of the system in very small time steps is not suitable due to the long simulation times related to it. The second reason is associated with the PCM nature. Indeed, the Crank-Nicholson scheme allows for the denition of the PCM temperature according to the current and future states, as well as the neighbouring nodes, which translates to a better characterization of the PCM during the simulation.

(a) ( 

Nodes in contact with the exterior

Nodes in contact with the exterior are subjected to the environmental conditions which are imposed to the system. Since the values of the radiative and convective heat transfers are given on the boundary. For the nodes on the exterior of the chimney (ext):

m n C n (T ) ∂T ∂t = -λ n S n ∂T ∂x + h ext 2 S n (T t ext 2 -T t n ) + α CLO S n ϕ CLO + S n ϕ GLO (4.3)
By replacing the mass in Eq 4.3 for the expression m i = ρ i s i ∆x i 2 and simplifying we obtain the following equation:

ρ n ∆x n 2 C n (T ) ∂T ∂t = -λ n ∂T ∂x + h ext 2 (T t ext 2 -T t n ) + α CLO ϕ CLO + ϕ GLO (4.4)
After the discretisation in Eq 4.4 is now expressed as follows:

ρ n ∆x n 2 C n (T ) T t+∆t n -T t n ∆t = -λ n T t n -T t n-1 ∆x +h int (T t int -T t n )+α CLO ϕ CLO +ϕ GLO (4.5) 
In order to analyze in an implicit method an intermediate point in time is set and a new variable T is dened:

Ti = T t+∆t i +T t i 2 
Therefore;

T t+∆t i = 2 Ti -T t i (4.6)
Equation 4.5 is then rewritten as following:

ρ n ∆x n C n (T ) Tn-T t n ∆t = -λ n T t n -T t n-1 ∆x + h int (T t int -Tn ) + α CLO ϕ CLO + ϕ GLO By introducing γ = 1 ρ i C i (T )
, the equation is then expressed in terms of T t n :

T t n = - λ n γ n ∆t n ∆x 2 n Tn-1 + 1 + λ n γ n ∆t n ∆x 2 n - γh int ∆t n ∆x n Tn - γh int ∆t n ∆x n T int - γ n ∆t n ∆x n (α CLO ϕ CLO + ϕ GLO ) (4.7)
Similarly to Eq 4.3, for the nodes of the side ext the characteristic equation is:

m 1 C 1 (T ) ∂T ∂t = -λ 1 S 1 ∂T ∂x + h ext S 1 (T t ext -T t 1 ) + αS 1 ϕ CLO + S 1 ϕ GLO (4.8)
Following the same approach as before; Eq. 4.8 leads to the expression:

T t 1 = 1 + λ 1 γ 1 ∆t 1 ∆x 2 1 + γ 1 h ext ∆t 1 ∆x 1 T1 + λ 1 γ 1 ∆t 1 ∆x 2 1 T2 - γ 1 h ext ∆t 1 ∆x 1 T ext - γ 1 ∆t 1 ∆x 1 (α CLO ϕ CLO + ϕ GLO ) (4.9)

Nodes within the inner layers

For the interior nodes of the same material we write the heat equation for one-dimensional medium without internal heat source as a combination of the adjacent nodes to node i:

     ρ i-1 ∆x i-1 2 C i-1 (T ) ∂T ∂t = -λ j-1 ∂T ∂x ρ i+1 ∆x i+1 2 C i+1 (T ) ∂T ∂t = λ j+1 ∂T ∂x )
As shown in the previous section, and taking into account constant thermal characteristics the previous heat equations can be rewritten as follows:

ρ i C i (T )∆x i ∂T ∂t = λ j ∂T ∂x x+∆x x (4.10) Active Solar Chimney (ASC) Chapter 4
By means of a Taylor expansion of second order:

dT dx x+∆x dT dx x + ∆x d 2 T dx 2
x Eq 4.10 can then expressed:

ρ i C i (T ) ∂T ∂t = λ j ∂ 2 T ∂x 2 (4.11)
Following a Crank Nicholoson implicit methdod:

λ j ∂ 2 T ∂x 2 = λ j   T t+ 1 2 i+1 + T t+ 1 2 i-1 -2T t+ 1 2 i ∆x 2   λ j ∂ 2 T ∂x 2 = λ j 2 T t+1 i+1 + T t+1 i-1 -2T t+1 i ∆x 2 + T t i+1 + T t i-1 -2T t i ∆x 2 
We introduce the previous expression into equation Eq 4.11 and we obtain:

ρ i C i (T ) T t+1 i -T t i ∆t = λ j 2 T t+1 i+1 + T t+1 i-1 -2T t+1 i ∆x 2 + T t i+1 + T t i-1 -2T t i ∆x 2 (4.12)
We reintroduce the variable γ to group and simplify γ = 1

ρ i C i (T )
and we obtain the following equation:

2(T t+∆t i -T t i ) = λ j γ i ∆t i 2∆x 2 i (T t+∆t i-1 + T t i-1 ) + λ i γ i ∆t i 2∆x 2 i (T t+∆t i+1 -T t i+1 ) + λ i γ i ∆t i ∆x 2 i (T t+∆t i -T t i )
Using the previous relationship from Eq 4.6 we can rewritte the previous expression to leave it in terms of T :

T t i = - λ i γ i ∆t i 2∆x 2 i Ti-1 + (1 + λ i γ i ∆t i ∆x 2 i ) Ti - λ i γ i ∆t i 2∆x 2 i Ti+1 (4.13)

Nodes in the interface between two solid materials

The interface between two materials will usually represent dierent thermal characteristics at the node j, simillarly as in the previous section, the the heat balance equation of the interface can be expressed by taking the adjecent elementary volumes j -1 and j + 1:

     ρ i-1 ∆x i-1 2 C i-1 (T ) ∂T ∂t = λ j-1 ∂T ∂x ρ i+1 ∆x i+1 2 C i+1 (T ) ∂T ∂t = -λ j+1 ∂T ∂x ) ∆x i-1 2 ρ i-1 C i-1 (T ) ∂T ∂t + ∆x i+1 2 ρ i+1 C i+1 (T ) ∂T ∂t = λ j-1 ∂ T ∂x i-1 -λ j+1 ∂ T ∂x i+1 (4.14)
The relationship from equation Eq 4.6 is added to the heat balance equation 4.14 to follow the same approach as before:

ρ i-1 C i-1 (T ) ∆x i-1 2 + ρ i C i (T ) ∆x i 2 Ti -Ti-1 ∆t = λ j-1 ∆x i-1 ( Ti -Ti-1 )- λ j ∆x i ( Ti+1 -Ti ) By dening the variable ϑ = ρ i-1 C i-1 (T ) ∆x i-1 2 + ρ i+1 C i+1 (T ) ∆x i+1
2 and rearranging the previous expression in terms of T t i , we obtain:

T t i = - λ j-1 ∆t ϑ∆x i-1 Ti-1 + 1 + λ j-1 ∆t ϑ∆x i-1 + λ j+1 ∆t ϑ∆x i+1 Ti - λ j+1 ∆t ϑ∆x i+1 Ti+1 (4.15)

Mathematical representation of a multilayer wall

The solution of the multilayer wall model is carried out through a matrix system if equations. Equations 4.7,4.9,4.13 and 4.15, summarized below are employed for the representation of said matrix.

                   T t 1 = 1 + λ 1 γ 1 ∆t 1 ∆x 2 1 + γ 1 hext∆t 1 ∆x 1 T1 + λ 1 γ 1 ∆t 1 ∆x 2 1 T2 -γ 1 hext∆t 1 ∆x 1 T ext -γ 1 ∆t 1 ∆x 1 (α CLO ϕ CLO + ϕ GLO ) T t i = -λ i γ i ∆t i 2∆x 2 i Ti-1 + (1 + λ i γ i ∆t i ∆x 2 i ) Ti -λ i γ i ∆t i 2∆x 2 i Ti+1 T t i = - λ j-1 ∆t ϑ∆x i-1 Ti-1 + 1 + λ j-1 ∆t ϑ∆x i-1 + λ j+1 ∆t ϑ∆x i+1 Ti - λ j+1 ∆t ϑ∆x i+1 Ti+1 T t n = -λnγn∆tn ∆x 2 n Tn-1 + 1 + λnγn∆tn ∆x 2 n -γh int ∆tn ∆xn Tn -γh int ∆tn ∆xn T int -γn∆tn ∆xn (α CLO ϕ CLO + ϕ GLO
The construction of the matrix is based on the previous equations and the following tables: 

a 1,1 = 1 + λ 1 γ 1 ∆t 1 ∆x 2 1 + γ 1 hext∆t 1 ∆x 1 a 1,2 = λ 1 γ 1 ∆t 1 ∆x 2 1 a 2,1 = -λ i γ i ∆t i 2∆x 2 i a n,n = 1 + λnγn∆tn ∆x 2 n -γh int ∆tn ∆xn a n-1,n = -λnγn∆tn ∆x 2 n a n,n-1 = -λ i γ i ∆t i 2∆x 2 i
Interior nodes (i) within a solid (From Eqs 4.13)

a i,i-1 = -λ i γ i ∆t i 2∆x 2 i a i,i = 1 + λ i γ i ∆t i ∆x 2 i a i,i+1 = -λ i γ i ∆t i 2∆x 2 i
Nodes (j) between two solid interfaces (From Eq 4.15) Nodes in contact with the exterior and interior ambiances (From Eqs 4.7 & 4.9)

a j,j-1 = - λ j-1 ∆t ϑ∆x i-1 a j,j = 1 + λ j-1 ∆t ϑ∆x i-1 + λ j+1 ∆t ϑ∆x i+1 a j,j+1 = - λ j+1 ∆t ϑ∆x i+1
b 1,1 = γ 1 hext∆t 1 ∆x 1 b 1,3 = γ 1 α CLO ext ∆t 1 ∆x 1 b 1,4 = γ 1 α GLO ext ∆t 1 ∆x 1 b n,n-5 = γh int ∆tn ∆xn b n,n-2 = γα CLO int ∆tn ∆xn b n,n-1 = γα GLO int ∆tn ∆xn
For all other nodes, the value is 0. 

                       T t 1 . . . . . . . . . . . . . . . . . . . . . T t n                        =                        a 1,1 a 1,2 0 
                                              T1 . . . . . . Ti . . . Tj . . . . . . Tn                        +                        b 1,
0 . . . . . . . . . . . .      T t ext T t int ϕ CLOext ϕ GLOext ϕ CLO int ϕ GLO int T t airroom                 

Non-linearity modelization of PCM properties

Studies such as the one carried out by [START_REF] Mirzaei | Indoor thermal condition in urban heat Island -Development of a predictive tool[END_REF] have modelled the behaviour in similar ways, adding a discretization along the PCM layer to simulate the progressive phase change of the material.

As stated in the previous subsection, the heat transfer model takes into consideration several wall layers. The model is solved with xed physical properties on walls without a PCM layer, however; the properties of phase changing materials depend on the temperature distribution. In order to account for the non-linear behaviour of phase changing materials, several options were considered. Some studies have explained the behaviour of phase changing materials by setting three dierent working phases: solid, liquid and transitory state [START_REF] Li | Numerical study on thermal behaviors of a solar chimney incorporated with PCM[END_REF].

These studies, consider that once a certain temperature has been reached, the assumption of phase change can be made. Two main methodologies can be used for the characterization of PCM.

The rst method, known as the Enthalpy Method, includes this quantity H in the heat transfer equation, in order to take into consideration both the sensible and latent heat in the calculation of heat transfer.

ρ ∂H ∂t = ∂ ∂x (λ ∂T ∂x ) (4.16)
The DSC test presented in section 3. The calculation of the thermal properties are input into each one of the nodes of the discretization. Three dierent intervals are settled in order to set the said thermal properties: liquid, solid and transitory. Properties such as density are given by the supplier however, a linear regression is employed in order to determine the values during the transitory state.

Glazing Model

The glazing is a fundamental element of the solar chimney since it allows solar radiation to directly inuence the energy gains and losses of the air inside the chimney. The glazing model treats this chimney element as a transparent wall which favours the transmission of CLO radiation. The surface overheat of the interior walls of the chimney establishes temperature proles due to convective exchanges. This changes greatly inuence the performance of the chimney.

For the direct CLO radiation, the transmission properties such as reection and absorption for a single glazing are taken into account. For diuse radiation, a predominant angle of incidence can not be dened. Absorption, transmission and reection coecients are supposed constant regardless of the angle of incidence to simplify the numerical model [START_REF] El Mankibi | Developpement et evaluation numerique et experimentale de strategies de regulation de la ventilation hybride[END_REF]. The characteristic coecients of the glazing relating to direct radiation are therefore used with an angle of incidence of 60

• .

The simple glazing has two main surfaces, one in contact with the external conditions and the other facing the interior of the chimney. The equilibrium equations for both surfaces are expressed as follows:

α 1 ϕ CLOext + h ext (T ext -T 1 ) = λ glazing e glazing (T 1 -T 2 ) (4.18) α 2 ϕ GLO int + h int (T int -T 2 ) = λ glazing e glazing (T 2 -T 1 ) (4.19)

Modelization of radiative transfers

As stated in Chapter 2.3.3 the work carried out by [START_REF] Bansal | Solar chimney for enhanced stack ventilation[END_REF] stated that it is possible to induce an airow of 100 up to 350 m 3/h , however the eciency of the chimney depends, among other things, on the characteristics of the collector.

In other words, one of the essential design element depends on the optimization of the incoming solar radiation. Other works [START_REF] Al-Kayiem | Mathematical analysis of the inuence of the chimney height and collector area on the performance of a roof top solar chimney[END_REF][START_REF] Mathur | Experimental investigations on solar chimney for room ventilation[END_REF] show the system under performs for solar radiation under 300 -400

W/m 2 and a maximum ventilation rate of 5.6 ACH can be achieved at 700 W/m 2 .

Furthermore, it is also stated that at high solar radiations, a greater wind speed can be detrimental for the performance of the solar chimney as much as 25 %. Moreover [START_REF] Suárez-López | Numerical simulation and exergetic analysis of building ventilation solar chimneys[END_REF], established that almost 2/3 of the incoming solar energy is lost at or through the glass cover, which outlines the need of an accurate radiative model. Accordingly, the radiative model employed for the simulation of a solar chimney was developed taking this information into consideration.

Solely diuse and opaque grey bodies were considered, aside from the transparent glazing. The main exchanges correspond to short and long wavelengths. The surface conditions are treated in the same manner.Firstly, short wavelengths (CLO) belong to the visible range between 380 and 780 nm and they are characteristic of radiative exchanges involving solar inputs. On the other hand, long wavelengths (GLO)

exchanges are considered to be characteristic of low-temperature transfers between the walls of the solar chimney. This involves wavelengths greater than 780 nm. The objective of the model, is to obtain through the wall temperatures and solar gains, the net radiative ux of each surface. This ux is equal to the dierence between the ux emitted and absorbed. The model is based on the calculation of the incident CLO (short wavelength) and GLO radiations. The calculation is then coupled with the multi-layered wall code. The radiative heat transfer is expressed as follows:

φ absorbed = ασT 4 (4.20) φ emitted = α GLO ϕ GLO = α CLO ϕ CLO (4.21) φ net = φ emitted -φ absorbed (4.22)

Short wavelength radiative transfers

The incoming CLO ux on each surface is categorized in either diuse or reected part of the diuse ux but also a part of these ux previously reected by another surface, thus, it involves several reections between same surfaces.

Long wavelength radiative transfers

The long wavelength radiative transfers are hereinafter referred to as GLO. The GLO transfers received by a surface i corresponds to the sum of the radiosities of the other surfaces. The radiosity is dened as the sum of ows that are released from a surface. It is composed of emitted and reected ows. Several reections can occur between two same surfaces. The following expressions help dene the GLO transfers:

ϕ GLO,i = n j=1 F i,j × J j (4.23) J j = M j + n i=1 ρ i F i,j J i (4.24) M j = J j - n i=1 ρ i F i,j J i (4.25) M j = n i=1 (∂ ij -ρ i F i,j )J i (4.26)
Where M j corresponds to the emittance and is dened as: 4.28) where: [START_REF] Suárez-López | Numerical simulation and exergetic analysis of building ventilation solar chimneys[END_REF][START_REF] Tan | Inuences of ambient air speed and internal heat load on the performance of solar chimney in the tropics[END_REF], FORTRAN [START_REF] Bassiouny | An analytical and numerical study of solar chimney use for room natural ventilation[END_REF][START_REF] Imran | Induced ow for ventilation and cooling by a solar chimney[END_REF] or EnergyPlus [START_REF] Asadi | The eect of solar chimney layout on ventilation rate in buildings[END_REF][START_REF] Lee | Enhancement of natural ventilation in buildings using a thermal chimney[END_REF] to characterize the behaviour of the chimney, however; these set ups tend to represent a great computational cost. The pressure code approach was chosen over these methods, rstly due to the coupling potential with existing building models and because of the reduced computational power required to obtain a valid solution. These advantages come at the cost of information loss through out the chimney, which does not hamper the solution but fails to represent with precision the interactions through out the system.

M j = σT 4 (4.27) [B] = [A][J] ( 
A = n i=1 (∂ ij -ρ i F i,j ) (4 
The performance of the solar chimney is assessed through the mass ow rate The mass ow rate depends on the pressure of neighbouring cells. The mass exchange between common interfaces will serve to calculate the new pressure distribution through several iterations which will lead to a pressure dierential.

Density uctuates due to temperature dierences between adjacent zones, which induces the buoyancy driven ow. This phenomenon is known as thermal up-draft.

The eect of temperature on the mass ow rate is depicted within the density variable. Indeed, the Boussinesq approximation was employed to dene density as a function of temperature (Eq 4.21). The system is solved through the combination of the mass balance equation introduced before (Eq 4.20) and Bernoulli's principle.

The rearranged equation is shown in equation 4.22. ∆P ij = P i -P j -(ρ iρ j )gz 

ρ i = ρ 0 T 0 T 0 + T i (4.32) j k=1 C d S i ρ i 2∆P ik ρ mean = 0
     ṁinf = C d S 2 ρmean zn 0 √ ∆P 0 -∆ρgzdz ṁsup = C d S 2 ρmean H zn √ ∆P 0 -∆ρgzdz Therefore:      ṁinf = -A (∆P 0 -∆ρgz n ) 3/2 -∆P 3/2 0 ṁsup = -A (∆P 0 -∆ρgH) 3/2 -(∆P 0 -∆ρgz n ) 3/2
Where the value of z n and A are calculated through the following expressions:

z n = ∆P 0 ∆ρg (4.36) A = C d Hw 4 ρ i +ρ i+1 3 2 (ρ i -ρ i+1 )g (4.37)

Horizontal boundaries

The airow through horizontal boundaries is considered unidirectional. The airow is considered to enter or leave the volume i at each time step. By applying equation 4.22 to a horizontal boundary we obtain:

j k=1 Bρ i 2∆P ik ρ mean = 0 (4.38)
Where B is equal to:

B = C d Lw 4 ρ i + ρ i+1 (4.39)
Two cases can be set:

     P inf -ρ inf g H inf 2 ≥ P sup -ρ sup g Hsup 2 ṁ = Bρ inf P inf + ρ inf g H inf 2 -P sup -ρ sup g Hsup 2      P inf -ρ inf g H inf 2 ≤ P sup -ρ sup g Hsup 2 ṁ = Bρ sup P sup -ρ sup g Hsup 2 -P inf + ρ inf g H inf 2 

Mathematical solution

By applying Eq 4.20 to each node, a non-linear system of N equations can be formed.

The solution method is based on a Newton-Raphson iterative method, where an initial pressure is attribute to each node. For the general case of N unknown pressures, an initial pressure is assigned to each pressure node. Each iteration calculates a new pressure estimate in order to minimize the residue of equation 4.33. The jacobian matrix is built with the following expressions: The temperature correction is carried out through an implicit nite dierence method which determines the temperature of volume i according to the temperature of the neighbouring volumes at the previous time step. The system is dened as follows:

f (P i ) = N j=1 ρ i ṁij
ρ i C p V i dT dt = N i=1 h i S i (T surf i -T air i ) + ṁi C p (T air i-1 -T air i ) + ṁi+1 C p (T air i+1 -T air i ) (4.45)
Solving for the temperature for volume i at time step t+∆t the previous equation can be rewritten as:

T t+∆t air i = β i T t air i + ṁi C p T t i-1 + ṁi+1 C p T t i+1 + Q conv i β i + ṁi C p + ṁi+1 C p + N i=1 h i S i (4.46)
where,

Q conv i = N i=1 hiS i (T surf i ) (4.47)
The new temperature value is then re-input into the previous numerical models in order reiterate the state of the system. The convective coecient has a great impact on the performance of the system. Indeed, once the temperature rises, the airow starts inducing a heat transfer by convection. The calculation of the convective coecient has been presented in literature by [START_REF] Al-Kayiem | Mathematical analysis of the inuence of the chimney height and collector area on the performance of a roof top solar chimney[END_REF][START_REF] Bassiouny | An analytical and numerical study of solar chimney use for room natural ventilation[END_REF][START_REF] Harris | Solar chimney and building ventilation[END_REF][START_REF] Mathur | Experimental investigations on solar chimney for room ventilation[END_REF]. In this work it was calculated as follows: 

Active Solar Chimney Numerical Model

As stated previously, in order to simulate the performance of a solar chimney, a Matlab Simulink program was developed. Matlab Simulink was selected as the simulation tool in the interest of continuing previous works (El [START_REF] Mankibi | Optimization of an Air-PCM heat exchanger and elaboration of peak power reduction strategies[END_REF][START_REF] Mankibi | Optimization of an Air-PCM heat exchanger and elaboration of peak power reduction strategies[END_REF] and in order to create a numerical tool able to integrate dierent alternative technologies into the computational representation of a ZEB.

Several elements of a ZEB or green energy buildings such as thermal energy storage technology at low temperatures [START_REF] Roccamena | Experimental test bed design and development for PCM-water exchangers characterization[END_REF] or multifunctional building envelopes [START_REF] Bahrar | Numerical and experimental study on the use of microencapsulated phase change materials (PCMs) in textile reinforced concrete panels for energy storage[END_REF] have been developed by the group at the ENTPE in the search of these goals. The ASC numerical model was developed as a numerical tool able to determine the impact of such technology on a building in the interests of the Paris Agreements goals.

The combination of the modules presented across this section were regrouped in a Simulink interface which determines the performance of the solar chimney. Each level of the chimney (7 in total) provides constant information that is exchanged between the adjacent volumes. As reported previously, the heat exchange and the airow phenomena across the chimney inuence each other. In order to analyse and solve each system, the model regroups the surface temperatures for the inner and 

Results & Discussion

In order to compare and validate the numerical model presented throughout this section, the solar chimney model was assessed against the results of the second prototype. The experimental cycles employed for this analysis have already been established (see Table 3.4 in section 3. however, the ASC model seems to maintain a certain inertia, thus deviating from reality. PCM cycles, on the other hand, seem to replicate to a good degree the aforementioned phase (7). Phases ( 3) and ( 4) behave in the same way as NoPCM cycles; which means that the numerical model over estimates the mass ow rate.

This over estimation is particularly noticeable for cycle where the inlet temperature was set to 18

• C with the help of the GHB. The over estimation of the numerical model could be attributed to dierent factors, however it is important to notice that the overall outlet temperature calculated by the ASC numerical model presented in this section is approximately 7.5

• C ± 2 • C during phases 3,4 and 7. Otherwise, the temperature calculation shows good agreement during the rest of the experimental protocol. 

ASC Numerical Model Robustness and Correlation Validation

The numerical simulations were carried out with the data captured during each experimental cycle, hence why the statistical analysis of the operating conditions was not performed, however; in order to determine the reliability of the numerical model, the correlation between the simulation and the experimental results must be determined. Just as the statistical analysis carried out in section 3. The results presented in Table 4.6 demonstrate that the system is capable of recreating the behaviour of the system with a slight error. The error can be attributed, as shown in the values for the outlet temperature, by the over calculation of the air temperature across the chimney. In the case of the rst cycle (rst row of Table 4.6) the great dierence is attributed to the results aected by the lack of insulation. This heat loss was not considered during the simulation, thus the greater dierence. The calibration of the model to better represent the temperature distribution could bring the error of the mass ow rate even lower. The cycle P2C1NoPCM-2 shows the greatest error but this is due to the experimental conditions mentioned throughout this section.

Additionally and in order to further support the results obtained through the simulation, the correlation between both sets of data was calculated. The results of this analysis are presented in the table below (Table 4.7). It can be observed that for most of the results, there exits a very high correlation between the simulation and the experimental data. The smaller correlation in mass ow rate for the rst NoPCM cycle is a result of the low performance of the system during the experimental campaign where the chimney suered a great heat loss and the exiting air ow was severely hampered. Moreover, the system seems to under estimate the outlet temperature of the PCM cycles for the reasons stated before. 

General Conclusion

The developed numerical model describes to good agreement the overall behaviour of both the classic solar chimney and the PCM integrated solar chimney, however some discrepancies have been noticed in specic congurations. The discrepancy in mass ow rates between the simulation and the experimental results

can also be a result of the experimental conditions. The incident radiation is considered homogeneous across the chimney and does not take into consideration the 0.28 m section that limits the contribution of the halogen lamps at the middle level of the chimney (1.6m). The section can aect the temperature distribution of the real solar chimney and thus reducing the outlet temperature at the outlet level, as seen in the comparison with the simulation results. A lower air chimney temperature would directly impact the ventilation performance of the numerical model and could more precisely depict the real behaviour of the chimney.

The major dierence between the simulation and the experimental results was in the size of the inlet. In order to represent the behaviour of the solar chimney a numerical inlet of 0.3 m had to be established to ensure convergence. This error might be the result of the ratio between the size of the inlet and the size of the chimney. Values under this minimum inlet size cause the simulation to severely under estimate the overall performance of the chimney. A numerical optimisation of the calculation of entering ows must be carried out in order to establish the correct inlet size of the chimney. It is clear that the law of big openings employed is not well adapted for this numerical model and should be changed for a more rened model.

Overall the numerical model represents the behaviour of the solar chimney for large or small time steps. The simulation time is inversely proportional to the size of the time step, however the simulation of a day with a time step of 60 s takes under 3 minutes. The system can accurately represent the experimental results with an overall condence greater than 90 %, however further studies should aim at reducing the discrepancies between both sets of data through the optimisations suggested previously. The system is overall 3 % above the accepted values of NMBE and CV(RMSE) which suggests that even though it can demonstrate the behaviour of both a classic solar chimney and a PCM integrated solar chimney, there is still a necessary improvement to make. The denition of a reliable numerical tool allows the parametric optimization of the system through the modication of operating parameters in the simulation.

Several optimization methods can be found in literature [START_REF] Bassiouny | An analytical and numerical study of solar chimney use for room natural ventilation[END_REF][START_REF] Chen | Analysis of the heat transfer and airow in solar chimney drying system with porous absorber[END_REF][START_REF] Harris | Solar chimney and building ventilation[END_REF] According to [START_REF] Deb | A fast and elitist multiobjective genetic algorithm: NSGA-II[END_REF], NSGAs come with disadvantages such as the numerical complexity related to the number of objective functions and the population size, the non-elitistic approach (therefore a lack computational speed and the prevention of the loss of optimal solutions) and the need of a specic sharing parameter, which ensures the diversity of the population. The rst population towards the solution is arbitrarily chosen from the pool of chromosomes of the system. The evolution of the system is dened and sampled through performance Evolution Strategy (PAES) [START_REF] Knowles | The Pareto archived evolution strategy: A new baseline algorithm for Pareto multiobjective optimisation[END_REF] or the Strength-Pareto Evolution Strategy (SPEA) [START_REF] Zitzler | Evolutionary Algorithms for Multiobjective Optimization : Methods and Applications[END_REF] in the diversity of the solutions and in the convergence towards the true optimum.

Optimization Procedure and Establishment of Objective Functions

As stated in previous chapters, the solar chimney's performance depends on several factors such as the wall insulation, the incident solar energy or, in the case of the in-situ solar chimney, the wind speed. The optimisation presented in this section concerns the laboratory results and simulation, particularly the experimental campaigns with PCM panels for the second solar chimney prototype. This choice is based on the control of the operating parameters as well as the immediate experimental application. The problem considered seeks to establish a compromise between exiting mass ow rate and temperature dierential between the fusion range and the chimney temperature, thus dening the objective functions of the system. In order to maximize both functions several parameters were considered. They concern both modiable and non-modiable parameters of the laboratory experimentation.

This parameter modication is carried out on the P2C5PCM-2 laboratory results which are subjected to ambient temperature. was displayed during phases 4 and 7 of (see section 3.3.5). The goal of this optimization is to ensure the complete fusion of the PCM panels and the air ow increase. The two aforementioned objective functions were chosen primarily due to

Results

The optimisation presented in this section was run under dierent population sizes and dierent generation values. The purpose of this increment is to determine the optimal size of the population and the number of generations necessary to obtain a solution. Firstly the optimisation was carried out taking into consideration a reduced number of variables. The rst optimisations took into consideration the height of the chimney, the size of the air gap (distance between absorber wall and glazing) and the incident radiation magnitude. The numerical tool is ran continuously for dierent values comprised between the intervals presented in Table 5.1, as a result, the computational time is multiplied according to number of generation and individuals. The elapsed time for the three aforementioned design variables was of 2.2297 hours on the bi-objective function for 10 generations and 10 individuals.

The rst simulation carried out for 10 generations and 10 individuals accepted the established variable ranges. The addition of generations and individuals makes the NSGA-II choose between a greater number of design variables amid the selected range. Some of the ranges had to be modied in order to ensure the completion of the optimisation. Indeed, certain variable combinations lead the system towards divergence. This error is inherent to the pressure code and is directly related to the inlet to height/width ratio of the chimney's numerical model. Some of the combinations that caused the simulation to diverge can be appreciated in Table 5.2.

Several assumptions can be made through the analysis of these results. Mainly 2 major modications had to be made in the interest of reaching convergence through out the series of generations. It can be observed that the big dierences between H and w can lead to divergence. Furthermore, it was observed that radiation values with signicant gures, or not multiples of 10, cause the system the stop prematurely. The rst modication relates to the architectural characteristics of the maintain a physical logic and to ensure the convergence of the system. In the same way the value φ, which helped to modify the radiation input to the system, was bound to multiples of ten. The system seems reject values between this multiples.

Even though the system consistently stopped due to convergence issues, the results highlighted on Table 5.2 corresponding to a population of 50 for 25 generations, displayed the capabilities and the rst possible combination of parameters towards the optimisation of a PCM integrated solar chimney. Although inconclusive, the employment of Genetic Algorithms displays a performance increase through the modication of certain parameters. As expected, the increase in incident radiation, decreases the time accumulated time that the solar chimney is under the 44 • C temperature range. Similarly, the highest air ow rate can be obtained by increasing the height of the solar chimney and increasing the simulated solar gain. During the simulation, it was considered that the width of the panels cannot be modied (Rubitherm's size format). The fusion range of the PCM was also neglected in order to limit the variables that could cause the system to diverge.

The new values employed for this optimization can be appreciated in Table 5.3.

The results of the optimisation after the thirteenth generation selects systematically 

Conclusions

The optimization study conducted in this chapter aimed to determine if the modication of certain operating parameters of the laboratory solar chimney, minimizing the time the chimney is below the fusion temperature range of the PCM panels while increasing the mass ow rate across the chimney. More parameters could be added to this optimisation study, however the greater the number of variables, the number of generations and the size of the population have a great impact on the simulation time.

The NSGA-II has shown great potential throughout the literature and has led to the parametric optimization of several numerical models, however it seems to be ill adapted for the ASC numerical model. The numerical tool developed throughout this dissertation depends on the calculation of pressure distribution and airow of the pressure code. The pressure code employed for the calculation of the aforementioned variables, depends on the characteristics of the solar chimney.

The inlet and outlet of the chimney are kept at the same size to maintain some coherence with the actual characteristics of the laboratory chimney, however; the modications to the height and width can lead to the divergence of the system depending on the combination and resolution of the signal. After an exhaustive number of simulations, the parameters had to be severely constrained since large value ranges would lead the NSGA-II to stop due to divergence.

Overall, the simulation highlights the progressive denition of a Pareto front even though the optimization is not carried out until the end. As it is, the NSGA-II shows great potential for the determination of the optimal chimney conditions, yet

as it has been stated in the previous chapter, the determination of these design variables depends on renement of the developed numerical model. The system should be further tested under larger variable ranges seems the results display possibility of obtaining better results under bigger heights and smaller air gaps. Furthermore it was demonstrated that the surface temperature during the complete experimental cycle is sustained at a slightly lower temperature during charging phases (approximatey 2 • C), however, they are kept at a higher temperature during the whole cycle.

The in-situ experimental study allowed the continuous monitoring of a 4m

PCM integrated solar chimney and the eect of these energy storage devices on its performance. It is clear that wind speed has a great inuence on the ventilation performance of this green technology and this is further amplied by the exhaust characteristics.

The PSA solar chimney displays design aws that aect the performance of the PCM panels. In order to conclude on the eects of the RT44 panels on this SC, the chimney might need to be slightly modied. It is also very likely that the 0.15m wall is hampering the PCM performance, thus an additional insulation layer between the concrete wall and the PCM panels could better help characterize a PCM integrated solar chimney under environmental conditions. It was concluded that wind speeds above 4m/s increase the ventilation performance of the solar chimney and the addition of PCMs has a lower eect than the eects of wind.

A numerical model was developed for the determination of the ideal parameters 
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  Introduction -Motivation & contexte L'année 1997 a marqué le début de la coopération internationale pour la lutte contre le réchauement climatique à partir de la mise en place du protocole de Kyoto. Avant cet accord, les états concernés étaient responsables d'éviter des changements climatiques irréversibles, mais aucune action spécique n'avait été déterminée. Le protocole de Kyoto, premier accord juridiquement contraignant et ambitieux, xait les objectifs fondamentaux de maintenir les hausses de températures moyennes mondiales en dessous de 2 • C par rapport aux niveaux pré-industriels et de guider la communauté mondiale sur la voie du développement durable. Depuis, il a été soumis à des modications et à l'ajout d'autres parties. La Conférence des Parties des Nations Unies (COP21), tenue en 2015 à Paris, a vu le règlement sans précédent de 195 pays en faveur du développement durable; promouvoir l'égalité entre les parties et encourager le soutien aux pays en développement.
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 1 Figure 1: Consommation mondiale nale (CFT) totale par (a) source en ktoe et par (b) secteur. Source: IEA, Bilans énergétiques des pays de l'OCDE 2017, disponible sur: www.iea.org/statistics.
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 23 Figure 2: Approche scientique utilisée lors de cette thèse.

Figure 3 :

 3 Figure 3: Protocole expérimental utilisé pour les deux prototypes montrant l'activation de la ventilation (sortie ouverte/fermée) en bleu et l'apport solaire (lampes halogènes allumées/éteintes) en rouge.
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 456 Figure 4: Premier prototype de laboratoire de cheminée solaire développé à l'ENTPE
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 7 Figure 7: (a) Vue latérale de la cheminée solaire de la PSA et l'instrumentation selon (Arce et al., 2015) ainsi que (b) le placement des capteurs sur et sous les panneaux MCP à (72) 1,25 m, (41-43) 2,75 m et (11-13) 4,25m.
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 8 Figure 8: (a) Vue latérale de la SCV2 avant la mise en place des capteurs et (b) la SCV2 ouverte pour la conguration sans MCP.
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 910 Figure 9: Débit massique dans des conditions de fonctionnement similaires pour la SCV1 (a) avec une température d'entrée dénie et (b) suivant les conditions extérieures.
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 111213141516 Figure 11: Diérence de température d'air entre la température extérieure et la température à la sortie de la cheminée pour (a) le 16 janvier 2016 et (b) le 16 janvier 2018.
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 17 Figure 17: Diagramme du modèle numérique de cheminée solaire
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 181920 Figure 18: Résultats comparatifs pour (a) le débit massique et (b) la température de sortie entre la simulation et les premiers résultats expérimentaux.
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 212223 Figure 21: Résultats de (a) la première et (b) la troisième génération lors de l'application de la NSGA-II sur le modèle numérique de la cheminée solaire.

  de dénir une solution précise à un faible coût de calcul. L'utilisation d'algorithmes génétiques a permis de dénir certains des paramètres de fonctionnement optimaux d'une cheminée solaire, mais des études supplémentaires devraient viser l'optimisation du modèle numérique dans des conditions environnementales. Ces outils sont limités par le modèle numérique qui peut diverger sous certains paramètres. L'optimisation continue de l'outil numérique est nécessaire pour les conclusions dénitives fournies à la fois par le modèle numérique et la méthode d'optimisation. Néanmoins, les résultats de l'optimisation montrent les possibilités de cette méthode d'optimisation et le potentiel du modèle numérique de la cheminée solaire. xxx José Carlos Frutos Dordelly Abstract The current global warming conditions have led nations across the world to commit into energetic sustainability and greenhouse gas emission reduction. Being the third greatest energetic consumer, the building sector represents a major key towards energy eciency and global temperature stabilization. Several solutions exist for the accomplishment of these goals, and the works presented throughout this dissertation concerns a particular external building solar-driven component known as solar chimney. This PhD thesis focuses on the experimental and numerical analysis of energy storage devices, in the form of Phase Changing Materials (PCMs), for the optimisation of the performance of this solar technology. The aim of this study is to characterize the impact of Rubitherm RT44 PCM panels on a solar chimney under laboratory and in-situ conditions to carry out a comparison against the classic version. Additionally, a numerical model was developed and tested in the interest of obtaining a numerical tool capable of representing the behaviour of a solar chimney.
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 13 Figure 1.3: French (a) Total Final Consumption (TFC) by source in ktoe and (b) of Total Final Consumption by sector. Source: IEA, Energy Balances of OECD Countries 2017, available at www.iea.org/statistics

  recent years, the energy market in Mexico had been closed and monopolized by the Federal Electricity Commission (CFE). The latest energetic reform, rst applied in December 2013, has progressively established an ideal ground for investors, energy security improvement and the reinforcement of environmental sustainability. The reform aimed to modernise the Mexican economy and society and bolster long-term growth through increased eciency and productivity (International Energy Agency (IEA), 2017b).

Figure 1. 4 representsFigure 1 . 4 :

 414 Figure 1.4: Mexican (a) Total Final Consumption (TFC) by source in ktoe and (b) of Total Final Consumption by sector. Source: IEA, Energy Balances of OECD Countries 2017, available at www.iea.org/statistics
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 15 Figure 1.5: Spanish (a) Total Final Consumption (TFC) by source in ktoe and (b) of Total Final Consumption by sector. Source: IEA, Energy Balances of OECD Countries 2017, available at www.iea.org/statistics

  and integration to other building models. (c) Characterization: Parameter denition and eciency measurement of the system. (d) System Control and Optimization.

  Hot Box (GHB) laboratory experimentation with an innovative and original laboratory prototype. (b) In-situ experimentation (Almeria, Spain).

Figure 1 . 6 :

 16 Figure 1.6: Scientic approach employed during this dissertation.

Figure 2 . 1 :

 21 Figure 2.1: Schematic diagram of classical Trombe wall (without dampers)presented by[START_REF] Chan | Review of passive solar heating and cooling technologies[END_REF] 

Figure 2 . 2 :

 22 Figure 2.2: Ventilated façade presented by Ibañez-Puy et al. (2017) showing two dierent congurations. (left)Open joints, discontinuous skin and (right) closed joints, continues outer skin

Figure 2 . 4 :

 24 Figure 2.4: Schematic representation of air movement induced by a wind tower (Dehghani-Sanij et al., 2015)

Figure 2 . 5 :Figure 2 . 6 :

 2526 Figure 2.5: Schematic diagram of a simple solar chimney with vertical inlet subjected to environmental conditions.
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 2 and a conduit width size (distance between collector wall and upper surface of the rear insulation) is 0.15 m. Their results showed that the size of the chimney collector wall depends on the expected air circulation rate, however the eciency of the chimney is proportional to the geometry of the collector wall, the cross-section of the duct and the thermal characteristics of the collector.It has also been established[START_REF] Aboulnaga | Improving night ventilation into low-rise buildings in hot-arid climates exploring a combined wall-roof solar chimney[END_REF] that an average irradiance of 850 W/m 2 can generate an average mass ow rate of 2 -3 m 3 /s for a chimney stack height of 3.45 m. It is also suggested that air speed can be further improved with an inlet lower from the ground; all this for a wall-roof inclined solar chimney (WRISC).

Figure 2 . 7 :

 27 Figure 2.7: System description used by Bansal et al. (1993) representing a Wall-Roof Inclined Solar Chimney

CO 2

 2 emissions. Their work mentions the possibility of passive heating and cooling through the implementation of a solar chimney for the reduction of HVAC loads.

Figure 2 .

 2 Figure 2.8: Schematic of a two-dimensional solar chimney (IPWSC) attached to a room employed by[START_REF] Khanal | A numerical investigation of buoyancy induced turbulent air ow in an inclined passive wall solar chimney for natural ventilation[END_REF] 

  present. Moreover, a smoke ow and shadowgraph visualization was carried out to display the ow behaviour for the dierent inclination angles. Measurements of air temperature and velocity were carried out for a full scale model under steady-state conditions. The emphasis was placed on the eect of the cavity width (air gap width) and the inlet aperture area on the mass ow rate. Reverse ow was observed for a 0.5 m wide cavity. The experimental results show that the inclination angle of the passive wall has no signicant eect on the temperature distribution across the air gap width and along the chimney height. On the other hand, the averaged air ow velocity across the air gap width is strongly aected by the inclination angle. The experimental results also show that the IPWSC with 0.7 m absorber height and 0.1 m air gap width at an inclination angle of 6 o and input heat ux of 500 W/m 2 can produce sucient ventilation for a 27 m 3 room based on ASHREA standards. Eorts have been made to analyse dierent solar chimney congurations with dierent and improved numerical tools. Both Saleem et al. (2016) and Hosien and Selim (2017) developed a mathematical model dedicated to the analysis of dierent geometrical parameters of a solar chimney subjected to real meteorological data of a north-east Egyptian climate. Saleem et al. (2016) stated that the temperature varies between 33

Figure 2 .

 2 Figure 2.9: Location of Experimental (red), Numerical (blue) and Numerical & Experimental (purple) SC studies

4 .

 4 When subjected to environmental conditions, wind speed above 2 m/s has a strong inuence on the performance of the SC. Studies as the one carried out by[START_REF] Schwan | Increase of the Ventilation Eectiveness of Solar Chimneys with Consideration of Wind-Eects applying CFD Simulations and Measurements[END_REF] prove that ACH increases or decreases depending on the predominating wind direction and the inclusion of turbine vents can greatly improve the performance of this passive system.These concepts need to be taken into consideration in the design and analysis of the performance of the solar chimney analysed in this PhD thesis. The location of the aforementioned articles are presented in Figure 2.9. The work presented throughout this dissertation mainly relates to the work done by Arce et al. (2015); Arce, Jiménez, Guzmán, Heras, Alvarez and Xamán (2009); Arce, Xaman, Alvarez, Jiménez and Heras (2009); Jiménez et al. (2007). The results obtained report an average mass ow rate of 100 m 3 /h during summer and 91.5 m 3 /h during winter.These values are a result of the chimney orientation (higher direct irradiance during winter) and the high wind speed. It is also reported that under higher wind speeds, mass ow rate can reach 374 m 3 /h, reasserting the inuence of this environmental condition in the performance of SCs. A detailed description of the experimental set-up is presented in section 3.4.Finally, parallel studies[START_REF] Arce | A Simulation of the Thermal Performance of a Small Solar Chimney Already Installed in a Building[END_REF][START_REF] Tlatelpa | Theoretical Study of a Solar Chimney with two air ow channels[END_REF] have been conducted at the CIEMAT where smaller solar chimneys are analysed through a mathematical model based on a thermal network.This SCs are installed in the bioclimatic building of the CIEMAT in Tabernas, Spain. The predicted value for a SC of this scale under summer conditions was of 147 m 3 /h under a solar irradiance of 700 W/m 2 with an absorber plate temperature of 91• C.
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 2 latent heat potential, this option is the most commonly used.

Figure 2 .

 2 Figure 2.10: Phase change diagram showing the theoretical transformation of a pure substance from solid state to liquid state.

Figure 2 .

 2 Figure 2.11: Time evolution of the (a) temperature and (b) heat ux during the solidication of a pure body following a temperature drop[START_REF] Kuznik | A review on phase change materials integrated in building walls[END_REF] 

Figure 2 .

 2 Figure 2.12: Phase Changing Material Classication (IEA,ECES Annex 23, 2013)

  conductivity and a lower storage potential than most salts however, they have a congruent melting without segregation or supercooling. Finally eutectic materials are a combination of the aforementioned two. A dierent classication based on the melting temperature and enthalpy of these materials can be observed in Figure2.13.

Figure 2 .

 2 Figure 2.13: Phase Changing Material Classication depending on the melting temperature and enthalpy[START_REF] Baetens | Phase change materials for building applications: A state-of-the-art review[END_REF] 

Figure 2 .

 2 Figure 2.14: PCM Macroencapsulation examples (Information from Rubitherm and Veerakumar and Sreekumar (2016))

Figure 2 .

 2 Figure 2.15: Experimental set-up employed by Amori and Mohammed (2012) for the analysis of a PCM integrated SC

Figure 2 .

 2 Figure 2.16: Experimental set-up employed by Li and Liu (2014a,b); Li et al. (2016); Liu and Li (2015a,b) for the analysis of a PCM integrated SC

  through the modication of the inclination, the air gap size or the inlet/outlet modication however few studies have looked into energy storage devices. It has been stated that solar chimneys can provide constant ventilation and increase air quality in a building. TES can lead to the optimization of solar passive ventilation techniques. Particularly, the implementation of paranic PCMs can lead to a prolonged utilization of technologies such as the solar chimney and maintain a more stable performance throughout the day. TES can lead to the capitalization of solar technologies for dierent latitudes throughout the globe. of solar chimneys has been reviewed in section 2.5. As stated in Chapter 2, the objective of this study is to analyse the eectiveness of energy storage devices on a solar chimney for the prolongation of its utilization and to later develop a numerical model capable of representing the physical phenomena.In the interest of analysing, validating and calibrating the numerical model presented in chapter 4; two laboratory chimney prototypes were developed and an in-situ modication was carried out. Even though several chimney congurations have proven to improve the performance, the prototypes developed at the ENTPE laboratory are based on the works of Arce et al. (2015); Arce, Jiménez, Guzmán, Heras, Alvarez and Xamán (2009); Arce et al. (2011); Arce, Xaman, Alvarez, Jiménez and Heras (2009); Arce et al. (2013). Inclination angles and combinations with other passive technologies are not addressed in this work in order to compare the results with the in-situ solar chimney presented further in this chapter. This chapter is organized into three main sections: 1. The preliminary study of a single PCM panel through the characterization of the behaviour of RT 44 paran wax when subjected to the experimental conditions used employed during the laboratory experimental set-up.

  through the temperature evolution (Figure 3.1a). The obtained results produced by the individual panel displayed the behaviour of the material and exhibited the capacity for energy storage along with the change of phase. These characteristics are exemplied in Figure 3.1b which represents the temperature evolution of an individual PCM panel when exposed to a 300W halogen lamp. The ambient temperature registered during the test was approximately 30 • C. The panel reached a maximum temperature of 75 • C.

*

  Combination of latent and sensible heat in a temperature range of 35 • C to 50 • C.

Figure 3

 3 Figure 3.1: (a) RT44 panel subjected to a halogen lamp and (b) temperature evolution on an individual PCM panel

Figure 3 . 2 :

 32 Figure 3.2: (a)-(c) DSC test machine and samples, and (d) DSC principle asshown by[START_REF] Borderon | Intégration des Matériaux à Changement de Phase comme système de régulation dynamique en rénovation thermique To cite this version[END_REF] 

3 ActiveFigure 3 . 3 :

 333 Figure 3.3: Isometric view of the Guarded Hot Box and its components: (from left to right) cold chamber, sample's case, hot chamber and protection case.

Figure 3 . 4 :

 34 Figure 3.4: Blueprints of the cold chamber of the Guarded hot box employed in the solar chimney experimentations.
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 32 Solar Chimney Prototype V1.0

Figure 3 . 5 :

 35 Figure 3.5: First solar chimney laboratory prototype developed at ENTPE

Figure 3 . 6 :

 36 Figure 3.6: Sensors employed: (a) surface temperature, (b) air temperature, (c) air speed and (d) heat ux

  Figure 3.7: Acquisition modules employed for the experimentation of the solar chimney prototype V1.0

Figure 3 . 8 :

 38 Figure 3.8: Instrumentation employed for the solar chimney prototype V1.0 displaying (blue) surface temperature sensors, (green) air temperature sensors, (orange) Heat ux plate sensors and (red) wind speed sensors.

Figure 3 . 9 :Figure 3 .Figure 3 .Figure 3 .

 39333 Figure 3.9: Solar chimney prototype V1.0 showing the experimental campaign during (a) ventilation only and (b) the charging phase of the experimental protocol without PCM panels

Figure 3 .Figure 3 .Figure 3 .

 333 Figure 3.13: Instrumentation employed for the SCV2 displaying (green) surface temperature sensors on the chimney surface grid, (red) air temperature sensors, (blue) Heat ux plate sensors and (orange) wind speed sensors.

Figure 3 .

 3 Figure 3.17: PCM panel leak after reaching maximum operating temperature (70 • C) and experiencing volume expansion.

Figure 3 .

 3 Figure 3.18: Blueprints of the second solar chimney prototype et ENTPE

Figure 3 .Figure 3 .Figure 3 .

 333 Figure 3.19: Experimental protocol employed for both prototypes picturing the activation of ventilation (open/closed outlet) in blue and solar radiation (on/o halogen lamps)

Figure 3 .

 3 Figure 3.21: Nomenclature of results for both (a) SCV1 and (b) SCV2.

Figure 3 .Figure 3 .Figure 3 .Figure 3 .Figure 3 .

 33333 Figure 3.22: C5NoPCM-1 results showing (a) surface temperature and (b) experimental conditions.

Figure 3 .Figure 3 .

 33 Figure 3.27: P2C1NoPCM-2 results of (a) surface temperature and (b) operating conditions (external and volume temperature). No insulation and cooler temperature set to 18 • C.

Figure 3 .Figure 3 .Figure 3 .

 333 Figure 3.30: P2C1PCM-2 results of (a) surface temperature and (b) operating conditions (external and volume temperature). No insulation and cooler temperature set to 18 • C.

FinallyFigure 3 . 2 andFigure 3 . 2 andFigure 3 .

 32323 Figure 3.33: Air temperature distribution showing inlet level, mid level (1.6m) and outlet level (3.2m) under similar operating conditions for (a) P2C1NoPCM-2 and (b) P2C1PCM-2.

Figure 3 .

 3 Figure 3.36: Mass ow rate results under similar operating conditions for C5NoPCM-1 and C1PCM-1.

Figure 3 .

 3 Figure 3.37: Mass ow rate results under similar operating conditions for C7NoPCM-1 and C3PCM-2.

Figure 3 . 5 m 3

 353 Figure 3.40: Mass ow rate results under similar operating conditions for (a) P2C4NoPCM-3 and (b) P2C5PCM-2.
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 4 PSA in-situ experimentationThe in-situ experimentation is a collaboration with the CIEMAT in Tabernas, Spain and a continuation of the work done by[START_REF] Arce | Thermal performance analysis of a solar chimney , based on the experimental study of the main driving variables in a physical prototype[END_REF]. The stand-alone chimney depicted in Fig.1was developed in the dessert of Tabernas, Spain in 2003 at the Plataforma Solar de Almeria (PSA). The solar chimney at the PSA is located in the south side of the solar platform in the Laboratory of Energetic Tests for Building Components (Laboratorio de Ensayos Energéticos para Componentes de la Edicación -LECE).The latest iteration of the system is 5.60m tall, 1.20m width and 0.52m deep.The chimney is composed of a 4.5 m tall, 1.0 m width and 0.15 m thick, reinforced concrete absorbing plate, thermal insulation behind the concrete plate, a 5mm thick glass cover to reduce convective and radiative losses to the environment, a wood casing, and a driving air protection, which generates a pressure drop near the exit, and at the same, time aids the extraction of air. An image of the solar chimney, as well as its characteristic are shown in Figure3.42.

Figure 3 .

 3 Figure 3.41: Solar Chimney location on the PSA of the CIEMAT

Figure 3 .Figure 3 .

 33 Figure 3.42: Solar chimney of the CIEMAT at the PSA showing (a)the entrance of the PSA, (b) and (d) front and back images of the solar chimney and (c) the solar chimney opened for panel installation

Figure 3 .

 3 Figure 3.45: Solar radiation (VGSR and HGSR) for the spring period on (a) March 4th, 2016 and (b) March 9th, 2018

Figure 3 .Figure 3 .Figure 3 .Figure 3 .

 3333 Figure 3.46: Solar radiation (VGSR and HGSR) for the summer period on (a) July 2nd, 2016 and (b) July 17th, 2018
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 441 Surface TemperaturesSurface temperatures are evaluated in two dierent ways. For the SC results of 2016 the analysis is based on three surface temperature sensors placed on the middle section of the concrete collector wall at 0.7, 1.2, 2.2 and 3.2 m. The ASC results of 2018 display this four variables plus the information provided by the sensors placed on the PCM panels and specied in Figure 3.43b. In order to ensure the activation (energy storage and release) of the PCM panels, the panel surface temperature must attain the temperature range of 40 -44 • C. Firstly, the winter SC results of the concrete wall display a maximum temperature of 50 • C. It is evident by the results showed in Figure 3.51a that the concrete wall provides enough energy to the system to maintain a similar temperature across the height of the chimney. The variation between the sensors at 0.7 m and the ones at 3.2 m at the hottest point is of only 3 • C. The maximum surface temperature is reached approximately one hour after the external temperature has reached its peak and 3 hours after the maximum available solar irradiance. The sun during the winter period goes down around 17:00h. For the data of the 16th of January of 2016, the sun went down at 16:48h. Once there is no more solar energy the surface temperature starts to drop until it reaches 20 • C. The addition of PCM panels (Figure 3.51b) does not greatly modify the behaviour of the surface temperature. The maximum temperature reached with the ASC drops to 45 • C which is consistent with addition of PCM panels since part of the incoming energy is captured by the paran. The greatest dierence is registered Active Solar Chimney (ASC) Chapter 3 at 0.7 m. The lowest section of the ASC takes a longer time to reach maximum temperature and falls 10 • C under the rest of the surface temperatures to a maximum of 35 • C. Furthermore, the addition of PCM panels maintain the surface temperature of the concrete wall at a quasi stable temperature from 16:48h to 19:12h. Furthermore, the panel surface temperature depends greatly on the incident solar radiation. Naturally, due to the architecture of the chimney and the sun path the panels experiment a dierent temperature evolution. For all the results the last row of panels never receives solar energy which hampers the temperature evolution of the last row. During the winter season, both panel rows 7 (1.25 m) and 4 (2.75 m) surpass the melting range of the PCM. Results suggest that every 1.5 m the temperature rises by 6 • C. The maximum surface temperature of rows 7 and 4 are 55 and 61 • C. The phase transformation can be particularly appreciated in the surface temperature denominated "back" which represents the sensor between the concrete surface and the back surface of the panel. The last row (1) attains 32.5

  , 3.54 and 3.55. The energy storage and release can be clearly observed in the plateau of the back-surface temperature of the panel. This behaviour is the result of the panel reaching its activation range (40 to 44 • C). It can also be noticed that once the temperature drops to 44 • C, the energy release maintains a semi steady temperature for approximately 2.4 hours. The aforementioned gures show that the highest PCM surface temperatures are experienced during the winter season. Again, this is due to the incident solar chimney on the solar chimney during this season and the orientation of the latter. In every case, rst two sensored rows reach the fusion range however, the last row fails to rise in temperature for the reasons explained above.

Figure 3 .

 3 Figure 3.50: Surface temperature at the dierent levels during the spring period on (a) January 16th, 2016 and (b) January 16th, 2018

Figure 3 .

 3 Figure 3.51: Surface temperature at the dierent levels during the spring period on (a) March 2nd, 2016 and (b) March 27th, 2018

Figure 3 .

 3 Figure 3.55: PCM surface temperature for rows (a) 7 (b) 4 and (c) 1 of July 17th, 2018.

3. 4 . 4 . 2

 442 Chimney Air temperatureWhen analysing a system such as the SC, it is important to take into consideration the temperature dierence between inlet and outlet and the temperature distribution across the height of the chimney. In the case of the PSA solar chimney, the external temperature and the inlet temperature are the same since the analysis is carried out in a stand-alone chimney. The results of each season for temperature distribution are presented inFigures 3.57 to 3.58 and temperature dierence in Figures 3.60 to 3.61.As expected, winter results exhibit the greater temperature dierences between external temperature and outlet temperature. For both SC and ASC results, the dierence between the external temperature and the outlet temperature reaches an approximate peak value of 12.5• C and drops to 2• C or below during night time.

Figure 3 .

 3 Figure 3.56: Air temperature for at dierent heights during (a) January 16th, 2016 and (b) January 16th, 2018.

Figure 3 .

 3 Figure 3.57: Air temperature for at dierent heights during (a) March 2nd, 2016 and (b) March 27th, 2018.
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 3333 Figure 3.58: Air temperature for at dierent heights during (a) July 2nd, 2016 and (b) July 17th, 2018.

Figures 3 .

 3 62 to 3.64 display the results of the stand alone solar chimney with and without PCM panels.

  slight decrease can be attributed to two main reasons. The rst one, wind speed, was established before, the second one relates to the temperature distribution discussed in section 3.4.4.1.Indeed, the chimney experiences an important temperature drop near the outlet. The results show that temperature can decrease up to 30• C in the last row of panels, which indicates that a part of the energy is being used to increase the panel temperature, thus hampering the exiting air ow.

Figure 3 .Figure 3 .Figure 3 .

 333 Figure 3.62: Outlet air ow rate and wind speed during (a) January 16th, 2016 and (b) January 16th, 2018.

  any improvements. The main dierence is found during the ventilation only phases (4 and 7) when the thermal inertia of the PCMs slightly increase the airow from 15.59 m 3 /h and 18.92 m 3 /h to 17.25 m 3 /h and 26.64 m 3 /h. Once the temperature increases and allows the fusion of the PCM panels, the PCM integrated prototype V1.0 outperforms its counterpart by 246.66 % during phase 3 and display a mean ventilation rate of 110.04 m 3 /h and 122.39 m 3 /h during phases 4 and 7 where the non PCM version has a near 0 m 3 /h airow. Similarly,
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 2 Application of the Finite Dierence Method for a Multilayered wall The heat transfer model presented in this section is executed through the discretization of a multilayered wall. The sub-model only considers unidirectional heat transfer. Exchanges along the stack height of the chimney are neglected on account of the vertical discretization employed for the pressure code presented in section 4.4. The characteristics of this wall are employed both during the experimentation and the simulation. The model calculates the spatial time steps through the denition of the thickness of the layer and the size of the discretization.

Figure 4 . 1 :

 41 Figure 4.1: Spatial discretization of a n layer multilayered wall

Figure 4 . 2 :

 42 Figure 4.2: Schematic representation of a forward dierence time t and a second-order central dierence for the space derivative at position x i of (a) an explicit scheme at (FTCS), a (b) in implicit backward dierence at time t + 1 and (c) a Crank-Nicholson scheme.

Figure 4 .

 4 Figure 4.1 represents the general case of a multilayered wall subjected to two dierent environments. The denition of the discrete mathematical equations relies on the denition of three types of nodes presented in the following sections. A simple glazing model is as well presented in this section.

Figure 4 . 3 :

 43 Figure 4.3: DSC results for the RT44 PCM showing the evolution of heat ux as function of temperature

Figure 4 . 4 .

 44 Figure 4.4. The model does not consider any ux coming from a surface of the solar chimney as a part of the CLOs.

Figure 4 . 4 :

 44 Figure 4.4: CLO radiation ux distribution in the simulated solar chimney

  Model -A zonal approach to the mass ow rate calculationThe following section illustrates the numerical model employed for the calculation of mass ow rate and the pressure distribution in a multi-zone solar chimney. The pressure code employed, simulates a two-dimensional, at rectangular duct where the temperature and velocity develop simultaneously. Pressure codes compute the conditions of a determined volume to provide information on the inlet and outlet boundaries. Previous works have employed dierent software such as ANSYS Fluent

Figure 4 . 5 :

 45 Figure 4.5: Vertical discretization of the solar chimney

Figure 4 . 5

 45 Figure 4.5 represents the system analysed, where the reference pressure on the lower boundary of the cell corresponds to P 0 the pressure due to stack eect at height z is P i . The chimney takes into consideration two types of boundaries for the calculation of airows: horizontal frontiers and vertical frontiers.

Figure 4 . 6 :

 46 Figure 4.6: Airow through a large vertical opening

  Model and temperature correctionThe natural convection phenomena is a result of the temperature rise of the interior walls of the solar chimney. This temperature dierence between the walls and the air, induces the air to ow in the chimney. The following section presents the numerical model employed for the calculation of the convective heat transfer between the walls and the air inside the solar chimney. This model allows the later recalculation of the air temperature for subsequent time steps.

  M. El Mankibi in the work entitled "Developpement et evaluation numerique et experimentale de strategies de regulation de la ventilation hybride" El[START_REF] El Mankibi | Developpement et evaluation numerique et experimentale de strategies de regulation de la ventilation hybride[END_REF], HYBCELL is an experimental tool developed at the Laboratoire des Sciences de l'Habitat of the ENTPE. HYBCELL is a tool that simulates the behaviour and air quality of a mono-zone room.In comparison with the experimental approach, this tool was developed as a faster and cheaper alternative to test, parametrize and/or optimize on a theoretical level. This thermo-aerodynamic model served as the basis of the Active Solar Chimney numerical model. The interface was modied with the aforementioned modules in order to t the geometry, conditions and performance parameters of a PCM integrated solar chimney.

Figure 4 .

 4 Figure 4.7: Matlab Simulink HYBCELL interface.

Figure 4 .

 4 Figure 4.8: Matlab Simulink HYBCELL volume characteristics.

  outer wall across the height of the chimney, and the overall pressure distribution from the pressure code discretization which allows the determination of the exit mass ow rate.The radiative model conveys the information concerning the incident energy of each surface. This information is then used to calculate the conductive heat transfer across the multi-layered wall. The temperature across the channel, as well as the newly acquired wall temperature help to dene the corresponding pressure distribution.The conduit experiences a pressure drop due to the height of the system and the stack eect induced by the temperature dierence. Finally, the information of the three previous models is used to calculate the convective transfers across the chimney and calculate the new channel air temperature distribution.The chimney is initialized to atmospheric conditions with a density and pressure drop depending on the elevation. The solar chimneys presented throughout Chapter 3 are subjected to dierent environmental and experimental conditions. These dierent conditions and inputs modify the initial and operational conditions of each simulation. The validation of the numerical tool is assessed against the experimental results. The general structure of the Simulink program can be appreciated in Figure4.9.

Figure 4 .

 4 Figure 4.9: Solar chimney model calculation ow chart

  3.5). The choice is based on the consistency of the second prototype results. The validation of the the numerical model consists on the analysis of the mass ow rate and the temperature at the outlet of the chimney.The comparative study of the simulation results are presented inFigures 4.10 to 4.14. As stated through out the aforementioned section, the dierence between the experimental cycles are mainly the insulation layer and the inlet temperature of the solar chimney. The ASC numerical model shows the capability of following the real behaviour of the experimental campaigns regardless of the chimney conguration. In terms of exiting mass ow rate, the NoPCM cycles show a discrepancy specially during charging phases. During this part of the experimental protocol, the simulation shows a quasi constant behaviour. The chimney's experimental data shows a clear dependency in external temperature. This impact is evidenced in the increase of mass ow rate in Figure 4.11a compared to Figure 4.10a. When setting an inlet temperature of 18 • C (P2C3NoPCM-3 case) the numerical model seems to over estimate the mass ow rate during the ventilation phase (3) which is followed by the activation phase (open outlet and incoming radiation) but decreases slightly from the real data when subjected to the external temperature. The second ventilation phase (7) seems to show a high correlation to the experimental data,

Figure 4 .Figure 4 .Figure 4 .

 444 Figure 4.10: Comparative results for (a) mass ow rate and (b) outlet temperature between simulation and the P2C3NoPCM-2 experimental campaign.

Figure 4 .Figure 4 .

 44 Figure 4.13: Comparative results for (a) mass ow rate and (b) outlet temperature between simulation and the P2C2PCM-2 experimental campaign.

  consecrated to the development of a numerical program capable of representing the phenomena produced by the temperature dierence in a Solar Chimney. It was demonstrated that the numerical model is capable of predicting the behaviour of the SC and the ASC under laboratory conditions with great accuracy without the need of extended experimental campaigns.

  which involve usually involve the modication of experimental set-up or the extensive simulation under dierent parameters; however, based on the works of Bahrar et al. (2018); Roccamena et al.(2018) Genetic Algorithms (GAs) were chosen due to their capability to x operating parameters that maximize/minimize a given objective function. This chapter is dedicated to the presentation of GAs, the denition of the optimization parameters and objective functions as well as the results obtained after the simulation.

Figure 5 .

 5 Figure 5.1: Genetic Algorithm eld in the hierarchic structure of KnowledgeBased Information Systems presented by[START_REF] Mukhopadhyay | Genetic Algorithm : A Tutorial Review[END_REF] 

  or objective functions. For a given bi-objective optimization, the set of solutions allows the best compromise between the conicting objectives. The combination of points form what is called a Pareto front.

Figure 5 . 2 :

 52 Figure 5.2: Pareto front for a bi-objective optimization function.

Figures 5 .

 5 5 to 5.5 show the formation of the aforementioned Pareto front.

Figure 5 . 3 :Figure 5 . 4 :Figure 5 . 5 :

 535455 Figure 5.3: Results of the (a) rst and (b) third generations of the application of the NSGA-II on the ASC numerical model.

  throughout this thesis represents the collective work of three dierent laboratories (ENTPE, CIEMAT and CENIDET) from three countries invested in the goals set during the 2016 Paris Agreement towards energetic sustainability. The goal of this PhD was to analyse experimentally and numerically the addition of PCM panels on a solar chimney for the prolonged utilization of this green technology. Solar chimneys have already demonstrated a great potential without the addition of the PCM panels, however the system stops performing without solar energy. In order to achieve the goals of this work, the proposed solution consisted in the incorporation of Rubitherm RT44 PCM panels thorough out the surface of the chimney.Laboratory experimental campaigns carried out in the laboratories of the ENTPE allowed the characterization of PCM panels on a simple-build solar chimney for two dierent congurations.These experimental cycles evidenced the potential of PCM panels and the importance of insulation in this type of solar technology. By increasing the thermal inertia of the system, the laboratory results displayed greater ventilation and thermal results than the NoPCM cycles.Furthermore, the panels maintain both a more stable temperature and air ow in the absence of a heat source. It was demonstrated that the ventilation rate of the solar chimney under laboratory conditions could be extended for ventilation only phases and could maintain a stable airow of 60.82 m 3 /h without any heat source present. Overall the laboratory prototypes achieved a regular exit airow of approximately 82 m 3 /h during activation phases regardless of the addition of PCMs.
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Table 1 :

 1 Dimensions de la cheminée solaire V1.0

	Volume	Hauteur [m]	Longueur [m]	Largeur [m]
	Volume de contrôle	2.27	1.86	1.00
	Cheminée solaire	4.00	0.45	0.50
	à la Figure			

  [START_REF] Mankibi | Optimization of an Air-PCM heat exchanger and elaboration of peak power reduction strategies[END_REF] et an de créer un outil numérique permettant d'intégrer diérentes technologies à la représentation informatique d'un Bâtiment à Zéro Énergie (BZE). Plusieurs éléments d'un BZE ou un bâtiment à énergie verte, tels que le stockage d'énergie thermique à basses températures

  Une optimisation numérique du calcul des ux entrants doit être eectuée an d'établir la taille correcte de la cheminée. Il est clair que la loi des grandes ouvertures n'est pas bien adaptée à ce modèle numérique et devrait être modiée pour un modèle plus rané.Finalement, le modèle numérique représente le comportement de la cheminée solaire pour diérents pas de temps. Le temps de simulation est inversement proportionnel à la taille du pas de temps, mais une simulation d'un jour avec un pas de temps de 60 s prend moins de 3 minutes. Le système peut représenter avec précision les résultats expérimentaux avec une conance globale supérieure à 90 %.

Le modèle numérique développé décrit le comportement général de la cheminée solaire classique et de la cheminée solaire intégrée avec des panneaux MCP. L'analyse comparative entre les résultats expérimentaux et la simulation peut être observe dans les Figures 18 à 20 pour diérents cycles expérimentaux. Des diérences ont été constatées dans des congurations spéciques. La diérence de débit massique entre la simulation et les résultats expérimentaux peut également résulter des conditions expérimentales. Le rayonnement incident est considéré comme homogène à travers la cheminée et ne tient pas compte de la section de 0,28 m 2 qui limite la contribution des lampes halogènes à mi-hauteur de la cheminée (1,6 m). La section peut aecter la distribution de la température de la cheminée solaire réelle et réduire la température au niveau de la sortie, comme indiqué dans la comparaison avec les résultats de la simulation. Une température de cheminée d'air inférieure aecterait directement les performances de ventilation du modèle numérique et pourrait décrire plus précisément le comportement réel de la cheminée. La plus grande diérence entre la simulation et les résultats expérimentaux réside dans la taille de l'entrée. An de représenter le comportement de la cheminée solaire au niveau de l'entrée, la taille numérique a du être modié à 0,3 m pour assurer la convergence. Cette erreur pourrait être le résultat du rapport entre la taille de l'entrée et la hauteur de la cheminée. Les valeurs inférieures à cette taille d'entrée minimale font en sorte que la simulation sous-estime gravement les xxii José Carlos Frutos Dordelly Resumé français Cheminée Solaire Active (CSA) performances globales de la cheminée.

Toutefois, des études complémentaires devraient viser à réduire les écarts entre les deux séries de données à partir des optimisations suggérées précédemment.

xxiii José Carlos Frutos Dordelly

  Resumé français la taille optimale de la population et le nombre de générations nécessaires pour obtenir une solution. Premièrement, l'optimisation a été réalisée en prenant en compte un nombre réduit de variables. Les premières optimisations ont pris en compte la hauteur de la cheminée, la taille de l'entrefer (distance entre le mur absorbant et le vitrage) et la magnitude du rayonnement incident. Le modèle numérique est exécuté en continu pour diérentes valeurs comprises dans les intervalles présentés dans le tableau 2. En conséquence, le temps de calcul est multiplié en fonction du nombre de générations et d'individus.

	2. OBJ2 -Réduire le temps pendant lequel la cheminée solaire est en dessous de
	la plage de 44 • C.
	IV.1 Résultats

L'optimisation présentée dans cette section a été réalisée avec diérentes populations et pendant diérentes génération. Le but de cette augmentation est de déterminer xxv José Carlos Frutos Dordelly Cheminée Solaire Active (CSA)

Table 2 :

 2 Paramètres d'optimisation

	Paramètre	État Actuel	Intervalle de variation
	Hauteur du volume de la cheminée solaire	0.5 m	[0.45 0.6]
	Largeur du conduit	0.3 m	[0.3 0.5]
	Radiation incidente maximale	600 W/m2	φ+ [0 400]

La première simulation réalisée sur 10 générations et 10 individus a accepté les intervalles des variables établies. L'ajout de générations et d'individus augment le nombre de valeurs à prendre en compte parmi la plage sélectionnée de la variable d'optimisation. En eet, certaines combinaisons variables conduisent le système à la divergence. Cette erreur est inhérente au code en pression et elle est directement liée au rapport entrée/hauteur du modèle numérique de la cheminée. Quelques combinaisons qui ont entraîné la divergence de la simulation peuvent être appréciées dans le tableau 3.

Table 3 :

 3 Paramètres d'erreur dans la simulation

		Gen Error	Gen/Pop	H	w	phi
	1	5	25/50	0.6	0.24	351.15
	2	4	25/50	0.52	0.28	400
	3	13	25/50	0.47	0.31	390
	4	3	50/75	0.54	0.25	250
	5	8	50/75	0.52	0.28	400
	6	1	50/100	0.61	0.42	350
	7	1	50/100	0.54	0.41	187
	8	2	50/100	0.48	0.34	206
	9	3	50/100	0.46	0.37	281.3
	10	2	100/100	0.45	0.28	214.10

et ils ont conduit à l'optimisation paramétrique de plusieurs modèles numériques, mais elle semble être peu adaptée pour le modèle numérique actuel de la cheminée solaire. Le modèle numérique développé tout au long de cette thèse dépend du calcul des pressions et du débit d'air. Le code de pression utilisé pour le calcul des variables utilisé dépend des caractéristiques de la cheminée solaire. L'entrée et la sortie de la cheminée sont maintenues à la même taille pour garder une certaine cohérence avec les caractéristiques actuelles du laboratoire de la cheminée; Les modications de la hauteur et de la largeur peuvent entraîner une divergence du système en fonction de la combinaison et de la résolution du signal. Après un nombre exhaustif de simulations, les paramètres ont dus être sévèrement limités, car une valeur élevée entraînerait l'arrêt de l'optimisation paramétrique en raison de la divergence. Globalement, la simulation met en évidence la dénition progressive d'un front de Pareto (Figure 21 à 23), même si l'optimisation n'arrive pas à la n. Les algorithmes génétiques ont un grand potentiel pour la détermination des conditions optimales de la cheminée, mais la détermination de ces variables de conception dépend du ranement du modèle numérique développé. Le système devrait être testé plus profondément avec une variable plus grande. Il semble qu'il est possible d'obtenir de meilleurs résultats avec de plus grandes hauteurs et de plus petites entrées d'air. xxvii José Carlos Frutos Dordelly
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Table 1

 1 

	.1: Goals set towards Energetic Sustainability and Climate Change for 2030
	2030 Objectives		
		France	Mexico	Spain
	CO 2 emission reduction (vs current			
		40%	22%*	43%
	value)			
	Share of renewable energy			
		32%	46%	27%
	(consumption)			
	Reduction of fossil fuel consumption	40%	35%**	16%
	* and black carbon emissions by 51%	
	** of total power generation using fossil fuels	
	As part of the green building architecture, natural ventilation can play an
	important role in providing a thermally suitable environment for human comfort
	in households and working complexes. Solar induced air ventilation can represent
	a viable alternative in the reduction of HVAC systems and thus, a reduction in
	energetic consumption. Dierent passive technologies have been developed over
	the years to in order to attain the aforementioned goals. These strategies based
	on passive ventilation have repeatedly demonstrated their potential. The project
	presented in this work represents a possible alternative towards the establishment of
	a Zero Energy Building (ZEB). The implementation of viable alternative solutions
	can boost the accomplishment of the goals set during the COP21 and by each

government. This goals are presented in Table 1.1 (International Energy Agency (IEA), 2015, 2017a,b,c; International Renewable Energy Agency (IRENA), 2015, 2018).

  • . Their work show the clear inuence on the mass ow rate of the Rayleigh number on both the conventional solar chimney and the IPWSC. It is reported that high Rayleigh (Ra ≥ 10 8 ) numbers can signicantly cutback the predicted mass ow rate growth due to a greater reverse ow. This eect is countered by the IPWSC which doesn't show signs of reverse ows and predicts a 17% mass ow rate increase for Rayleigh values of 10 9 to 10 11 . It is worth noting that this increase is only observable for cases were a reverse ow is

  the previously mentioned work of[START_REF] Mathur | Experimental investigations on solar chimney for room ventilation[END_REF] and[START_REF] Imran | Induced ow for ventilation and cooling by a solar chimney[END_REF]. Their results show an average deviation of 8.97% against the aforementioned experimental results. They state as well that for a 1.4 m long, 0.60 m wide, a 0.20 m air gap and a 45 • inclination rooftop solar chimney, the ow rate is in accord with ASHRAE standard 62, capable of providing a compliant ventilation for 88.2% during day time. On the other hand, Hosien and Selim (2017) carried out a similar analysis for a passive wall solar chimney and compared it to the ndings of[START_REF] Mathur | Experimental investigations on solar chimney for room ventilation[END_REF]. Their study elaborates on the inuence of environmental conditions on a PWSC performance, which could be embedded to a window due to its reduced dimensions. Solar radiation, ACH and surface temperatures are discussed, however; most noticeable is the eect of wind speed on the mass ow rate. Indeed, mass ow rate reaches a maximum value of 0.12 kg/s when wind speed reaches 5 m/s.

• C, with average winds of 3-8 m/s and a mean global radiation of 850 W/m 2 . Additionally, they conducted a series of quantitative comparison studies based on It is established that solar eect has a lower impact on the chimney performance in regions with very high wind speeds.

Table 2 .

 2 1: Comparison of typical storage densities of dierent energy storage methods presented by[START_REF] Cabeza | Phase Change Materials And Their Basic Properties[END_REF] 

	Sensible Heat Granite	kJ/kg 17	Comment ∆T = 20 • C
	Water	84	∆T = 20 • C
	Latent Heat of Melting		
	Water	330	0 • C
	Paran Salthydrate Salt Latent Heat of Evaporation	200 200 300 -700	5 -130 • C 5 -130 • C 300 -800 • C
	Water Chemical Energy	2450	Ambient conditions
	H gas	120, 000	300 K, 1 bar
	H liquid	120, 000	20 K, 1 bar
	Gas (Petroleum)	44, 600	0 • C
	2.4.4 Phase Changing Materials (PCM)

Phase Changing Materials (PCM) rely on the concept of Latent Heat Storage presented before. Through the process of energy storage and release, the indoor temperature can be modied depending on the PCM selection and employment method.

[START_REF] Baetens | Phase change materials for building applications: A state-of-the-art review[END_REF]

. The choice of PCM depends on multiple thermal, technological and economical factors. As stated by

[START_REF] Cabeza | Materials used as PCM in thermal energy storage in buildings: A review[END_REF] 

a suitable phase change temperature and a large melting enthalpy are two obvious requirements on a phase change material, however, PCM can come in a variety of prices and containers according to the melting range, the available applications and the volume as sensible heat storage in solids or liquids in a temperature interval of 20

• C, they are more interesting alternative. A detailed list of commercially available PCMs can be in the work of

[START_REF] Kenisarin | Solar energy storage using phase change materials[END_REF]

.

Table 2 .

 2 2: Comparative table of TES technologies by[START_REF] Abedin | A Critical Review of Thermochemical Energy Storage Systems[END_REF] 

				Type of Thermal Energy Storage
	Performance Parameter	SHS			LHS	CHS
	Temperature Range	Up to: (water	110 • C tanks)	20 (parans) -	40 • C &	20 -200 • C
		50 • C (aquifers and ground	30 -80 • C (salt hydrates)
		storage)			
	Storage Density	Low (with high	Moderate (with	Normally	high:
		temperature interval): 0.2GJ/m 3 (for	low temperature 0.5GJ/m 3 interval): 0.3 -	0.5 -3GJ/m 3
		typical		water	
		tanks)				
	Lifetime	Long				Often	limited	Dependes
						due to storage	on	reactant
						material cycling	degradation and
							side reactions
	Technology Status	Available			Available	Generally	not
		commercially		commercially	available,	but
						for	some	undergoing
						temperatures	research	and
						and materials	pilot	project
							tests
	Advantages	Low		cost,	Medium storage	High	storage
		reliable,	simple	density,	small	density, low heat
		application		volumes	and	losses	(storage
		with	available	short	distance	at	ambient
		materials			transport	temperatures),
						possibility	long	storage
							period,	long
							distance
							transport
							possibility	and
							high	compact
							energy storage
	Disadvantages	Signicant heat	Low	heat	High	capital
		loss over time	conductivity,
		(depending	on	corrosivity
		level	of	Large	of	materials,
		volume	needed	signicant
		insulation)		heat	losses
						(depending
						on	level	of
						insulation)

Table 2 .

 2 3: Characteristics of the solar chimneys presented in this section

				Li and Liu (2014a,b); Li
			Amori and Mohammed	
	Study			et al. (2016); Liu and Li
			(2012)	
				(2015a,b)
	Height [m]		2.25	2.00
	Large [m]		0.97	1.00
	Width [m]		0.15	0.20
	PCM choice		-	Rubitherm RT 42
	Absorber wall height	2.00	1.60
	[m]			
	PCM Layer width [m]	0.04	0.04
	PCM melting temperature [ • C]	56.16	38 -43
	Heat Flux [W/m	2 ]	0 -700	500, 600 and 700
	Inlet cross section [m 2 ]	0.2425	0.20
	Outlet cross section		
	[m 2 ]			

Table 3
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	.1: Technical data of the Rubitherm RT44 PCM and panel characteristics
	RT44 PCM Properties and characteristics	
	Melting Area Congealing Area Heat Storage Capacity ±7% Specic Heat Capacity	41 -44 44 -40 250 *	[ • C] [ • C] [ kJ kg ]

Table 3 .

 3 

		2: Solar chimney V1.0 Dimensions	
	Volume	Height [m]	Length [m]	Width [m]
	Control Volume	2.27	1.86	1.00
	Solar Chimney	4.00	0.45	0.50
	3.3.2.1 Prototype V1.0 Instrumentation		
	The instrumentation on the rst prototype was limited due to parallel ongoing
	experimentations with the GHB, however, 15 surface temperature sensors, 2
	wind speed sensors, 2 air temperature sensors and 2 heat ux plate sensors were

available for the experimentation. Platinum thermoresistance (PT100, 1/10 DIN) sensors are used to record surface temperature of the panels via a four-wire connection. These sensors consist of a very small sensing element embedded in a

Table 3 . 4 :

 34 Cycles discussed throughout this section for SCV1 and SCV2

	Cycle	Operating Conditions	Additional Information
	C5NoPCM-1	GHB set inlet temperature	Laboratory with HVAC system
	C7NoPCM-2	GHB set inlet temperature	Laboratory without HVAC system
	C1PCM-1	GHB set inlet temperature	Laboratory with HVAC
	P2C1NoPCM-2	GHB set inlet temperature	Extra insulation layer
	P2C3NoPCM-2	GHB set inlet temperature	Extra insulation layer
	P2C4NoPCM-3	External temperature	Extra insulation layer
	P2C1PCM-2	GHB set inlet temperature	No insulation
	P2C2PCM-2	GHB set inlet temperature	Extra insulation layer
	P2C5PCM-2	External temperature	Extra insulation layer

  groups of samples that are not normally distributed. In the same way as the t-test, this non parametric statistical tool relies on the denition of a null hypothesis which stipulates if two sets of data are identical populations (eqn. 3.1).

The unpaired two-sampled Wilcoxon test (or Mann-Whitney-Wilcoxon Test) which represents the non parametric alternative of the t-test can be used in the same manner, as the latter, to compare two independent Chapter 3

Table 3 .

 3 5: Statistical analysis of the winter data

											Standard		Sample		Probability
					Variable				Deviation σ		mean x		value p-value
				Wind speed SC Wind Speed ASC			1.5526 1.5357			2.2865 2.3340		8.762e -6
			External temperature SC External temperature ASC		4.1737 4.9596			10.578 11.174			0.1068
		Glazing temperature SC at 0.7 m Glazing temperature ASC at 0.7 m	8.3037 10.132			14.216 14.783			0.3846
		Glazing temperature SC at 1.7 m Glazing temperature ASC at 1.7 m	7.9077 9.7526			14.295 14.848			0.1386
		Glazing temperature SC at 2.7 m Glazing temperature ASC at 2.7 m	7.5666 9.7142			14.878 15.634		0.001793
	Glazing temperature SC at 3.15 m Glazing temperature ASC at 3.15 m	7.3412 9.2205			14.211 14.807		0.01556
				HGSR SC HGSR ASC				178.53 199.33			111.87 127.14		2.508e -14
				VGSR SC VGSR ASC				306.91 333.62			194.25 216.32		1.689e -7
		1500										1500						
		1350							VGSR HGSR			1350							VGSR HGSR
		1200										1200						
		1050										1050						
	]										]							
	Heat Flux [W/m 2	600 750 900									Heat Flux [W/m 2	600 750 900						
		450										450						
		300										300						
		150										150						
		0										0						
		00:00	03:00	06:00	09:00	12:00	15:00	18:00	21:00	00:00		00:00	03:00	06:00	09:00	12:00	15:00	18:00	21:00	00:00
					Time of the day		Jan 16, 2016					Time of the day		Jan 16, 2018
							(a)								(b)			
		Figure 3.44: Solar radiation (VGSR and HGSR) for the winter period on (a)
						January 16th, 2016 and (b) January 16th, 2018		

Table 3 .

 3 7: Statistical analysis of the summer data

										Standard	Sample	Probability
					Variable			Deviation σ	mean x	value p-value
				Wind speed SC Wind Speed ASC		2.0475 2.3726	3.4224 4.0964	2.947e -15
			External temperature SC External temperature ASC	4.9801 3.8334	27.015 27.535	2.317e -6
		Glazing temperature SC at 0.7 m Glazing temperature ASC at 0.7 m	5.9269 5.5128	28.038 29.346	2.177e -12
		Glazing temperature SC at 1.7 m Glazing temperature ASC at 1.7 m	5.8404 5.4227	27.968 29.227	7.266e -13
		Glazing temperature SC at 2.7 m Glazing temperature ASC at 2.7 m	6.2641 5.8507	28.181 29.328	9.714e -13
	Glazing temperature SC at 3.15 m Glazing temperature ASC at 3.15 m	6.5361 6.0130	27.615 28.896	1.598e -14
				HGSR SC HGSR ASC			133.65 146.20	328.121 323.231	3.296e -14
				VGSR SC VGSR ASC			360.24 369.54	123.211 114.591	0.1265
		1500							
		1350							VGSR HGSR
		1200							
		1050							
	]								
	Heat Flux [W/m 2	600 750 900							
		450							
		300							
		150							
		0							
		00:00	03:00	06:00	09:00	12:00	15:00	18:00	21:00	00:00
					Time of the day		Jul 02, 2016

Table 3 .

 3 8: Outlet airow mean values for each seasonal data for the whole day

		and after sundown (16:45h) in [m 3 /h].	
		SC Data	ASC Data
		Overall	After Sundown	Overall	After Sundown
	Winter Data	112.2879	109.6182	95.9578	89.9337
	Spring Data	111.6576	121.2797	99.8698	80.1493
	Summer Data	127.8526	135.0746	165.3906	105,9650

Table 3 .

 3 9: Wind speed mean values for each seasonal data for the whole day and

		after sundown (16:45h) in [m/s].	
			SC Data	ASC Data
		Overall	After Sundown	Overall	After Sundown
	Winter Data	1.9978	2.0127	1.8616	1.5712
	Spring Data	2.4688	2.2760	3.2418	1.8758
	Summer Data	3.4224	3.9808	4.0964	2.9564

Table 4 .

 4 1: Components of the A matrix equation of the modelNodes (1, n) in contact with the exterior (FromEqs 4.7 & 4.9) 

Table 4 . 2 :

 42 Components of the B matrix equation of the model

Table 4 .
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	3: Working parameters for the Heat Transfer Model
		Heat Transfer Model		
		Layer 1	Layer 2	Layer 3	MCP layer
	Layer discretization size (n)	4	10	4	10
	ρ [kg/m 3 ]	2640	30	450	800
	C p [KJ/kgK]	800	1400	1215	250*
	λ [W/mK]	1.14	0.035	0.135	0.2
	Layer width (e)	0.025	0.025	0.025	0.015
	MCP Panel location		North wall	
	*Combination of latent and sensible heat in a temperature range of 35 to 50	• C.

Table 4 .

 4 4: Working parameter for the Aerodynamic Model / Pressure Code

	Pressure Code	
	Chimney Discretization (N y)	7
	Height of cell (H)	0.5
	Length of cell (L)	1
	Width of cell (w)	0.3
	Specic Air Heat Capacity (C p )	1006
	Atmospheric pressure (P atm )	101325
	Discharge Coecient (C d )	0.70
	Table 4.5: Working parameters for the Convection Model
	Convection Model	
	Glass convection coecient (h glass )	15
	Wall convection coecient (h wall )	4
	Glazing Location	South wall
	The multi-layered wall is not composed of all the layers depicted in Table 4.3, but
	the values were modied according to the prototype in use. The layers correspond
	to (1) glazing, (2) extruded polystyrene and (3) plywood.	

Table 4 .

 4 6: Correlation between simulation and experimental results.

		Mass Flow Rate	Air Temperature
	Cycle	NMBE [%]	CV(RMSE) [%]	NMBE [%]	CV(RMSE) [%]
	P2C1NoPCM-2	384.74	583.24	12.312	16.177
	P2C3NoPCM-2	5.3456	32.764	13.476	19.987
	P2C4NoPCM-3	-8.2523	44.306	13.089	20.004
	P2C1PCM-2	3.7202	32.971	13.261	17.613
	P2C2PCM-2	13.273	33.985	15.237	18.968
	P2C5PCM-2	-8.2515	31.456	13.885	18.392

Table 4 .

 4 7: Correlation between simulation and experimental results.

	Cycle	Mass Flow Rate	Air Temperature
	P2C1NoPCM-2	0.7599	0.9411
	P2C3NoPCM-2	0.9881	0.9243
	P2C4NoPCM-3	0.9123	0.9527
	P2C1PCM-2	0.9463	0.9086
	P2C2PCM-2	0.9656	0.8091
	P2C5PCM-2	0.9539	0.7545

Table 5

 5 

	.1: Optimization parameters	
	Parameter	Current state	Variation range
	Solar chimney volume height	0.5 m	[0.4 0.7]
	PCM layer width	0.015 m	[0.01 0.05]
	PCM fusion range	40 -44	• C	40 -44 ±5 • C
	Air gap width	0.3 m	[0.2 0.5]
	Incoming maximum radiation	600 W/m2	φ+ [-100 400]
	Laboratory results demonstrated the same peak air ow values during the SC
	and ASC experimental campaigns. The greatest dierence between both results

Table 5 .
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			2: Simulation Error Parameters	
		Gen Error	Gen/Pop	H	w	phi
	1	5	25/50	0.6	0.24	351.15
	2	4	25/50	0.52	0.28	400
	3	13	25/50	0.47	0.31	390
	4	3	50/75	0.54	0.25	250
	5	8	50/75	0.52	0.28	400
	6	1	50/100	0.61	0.42	350
	7	1	50/100	0.54	0.41	187
	8	2	50/100	0.48	0.34	206
	9	3	50/100	0.46	0.37	281.3
	10	2	100/100	0.45	0.28	214.10
	solar chimney. These values were constrained to two signicant gures in order to

José Carlos Frutos Dordelly

José Carlos Frutos Dordelly Active Solar Chimney (ASC) Chapter 1At the experimental level, PCMs have not been characterised in a solar chimney under real environmental conditions. Laboratory results, even though promising, do not represent the phenomena. Solar chimneys have been employed as a coupled system of other ventilation systems, however the pursuit for Zero-Energy Buildings requires the continuous development and optimization of systems. Finally, PCMs represent an extra investment over the construction price. In order for this type of technology to be viable, it must yield better results than common construction materials and/or simplify its design.
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Diagonal elements :

O-diagonal elements :

The new pressure distribution is computed through the pressure states of the previous time step and the corrections X t . The X matrix is dened through a Jacobian matrix J (N × N ) and the F (N × N ) matrix containing the residues of equation 4.22 for each of the pressure nodes. The F matrix is constructed with the diagonal and o diagonal elements resulting of equations 4.41 and 4.42. The system is expressed as follows:

P t+1 = P t -X t (4.43)

[F ] = [J][X] (4.44) In the Matlab Simulink interface, this process is carried out by the fsolve function which solves a system of non-linear equations for a problem specied as F (x) = 0.

The function includes a termination tolerance on the function value set to 1 -6 as default.

Principle of Genetic Algorithms

Genetic Algorithms are a heuristic optimization technique rst introduced in 1975 by John Holland in his book "Adaptation in Natural and Articial Systems".

The method is based on the principle of natural selection and genetics, where the permutation of genes in chromosomes (properties of a system within a given interval for each individual) leads to the establishment of a population. In term, this population is analysed for a given number of generations (iterations) until a set of optimal solutions is dened. This solution is based on the probabilistic selection of chromosomes throughout each generation according to a certain tness value.

This process is repeated until the end condition is met, which can be the number of generations or the solution is found. The solution met by the implementation of these stochastic algorithms is "approximately optimal" since it depends on the number of variables and the selection of objective functions. The random selection of individuals in a population and the number of individuals selected, reduce the error in the solution. According to [START_REF] Coley | An Introduction to Genetic Algorithms for Scientists and Engineers[END_REF], the denition of the further populations depend on three main factors:

• Selection: individuals with a higher t have a greater probability of being chosen over weaker or less optimal options for next generations

• Crossover: the solutions exchange "genes" randomly resulting in individuals permutations

• Mutation: the random modication of single information "genes" in an individual.

Chromosomes are made of units -genes (features or characters), arranged in a linear succession. Every gene controls the inheritance of one or several characteristics [START_REF] Michalewicz | Genetic Algorithms + Data Structures = Evolution Programs[END_REF].

The algorithm searches the balance between the size of the population and a potential solution, thus the Darwinian analogy. As stated before, several solutions may be found depending in the population size and number of generations, however, GAs objective is to nd the global maximum or global optimum. Several types of genetic algorithms are available for the optimization of numerical models, however; the work presented in this PhD thesis must ensure the ideal combination of parameters which lead to an optimal solution. Multi-Objective Evolutionary Algorithms (MOEAs) were chosen for this purpose.

Chapter 5

Active Solar Chimney (ASC) the contradictory nature of both values. Indeed, a higher mass ow rate can lead to the overall decrease of the chimney temperature. The optimum between both objective functions represents the maximum operating temperature to ensure the full PCM phase transformation while maintaining a high mass ow rate.

The results presented throughout section 3 showed the severe negative impact of a partial phase transformation during the ASC experimental cycles. An ideal operating temperature range can be dened from these results. It is considered that any temperature under 44

• C hampers the ventilation of the chimney and the fusion of the PCM panels, therefore; the longer the system is above this range, the higher the performance of the solar chimney will be. The system therefore looks to:

1. OBJ1 -Maximize the exiting air ow of the solar chimney.

2. OBJ2 -Minimize the the time the solar chimney is below the 44 • C range.

Active Solar Chimney (ASC)

Chapter 5

air gap widths close to 0.3 m. Similarly, the system tends to choose values for the incoming radiation above 250 W/m 2 which is consistent with the studies review through Chapter 2. The height of the chimney seems to aect as well the performance of the solar chimney. Indeed an increase can be appreciated for values an overall height above 3.5 m, however this values also correspond to a higher incoming irradiance. PCM panels displayed the ability of maintaining or increasing the performance of a solar chimney without any negative eects and demonstrate a higher thermal inertia.

The numerical model requires calibration since the size of the inlet had to be numerically modied in order to ensure convergence. Nevertheless, the statistical analysis carried out demonstrates that the model can predict the behaviour of the solar chimney with a minimum condence of 88%. Even though this condence value is high, it is not suciently elevated to properly couple to a building model.

Further works should aim at the calibration of the ASC numerical model before any integration to other models.