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Chapter 1. General introduction

The past ten years have seen two major socio-economic factors affecting the research field of handheld sensors, notably for health-related applications. The first factor is related to the continuous increase of the world population, which is reaching 7.5 billion this year.

If we look at the population structure across the developed countries, we find that around 12~20% of the population is over 65 years. The ageing and the growth of such a large population has fundamental consequences on the entire society, especially on medical care delivery system. According to statistical data from Organization for Economic Co-Operation and Development (OECD) 5 , in France, the maintenance of socio-health care system takes up nearly 11% of the annual Growth Domestic Product (GDP), which corresponds to about 230 billion of euros per year a . In Taiwan, also the health sector takes up around 6.6 % of the GDP annually. In other words, a tremendous burden is now placed on our health care delivery systems due to the ever-growing population as well as longer life expectancy.

The second major and obvious trend is the booming of consumer electronic device market such as smart phones, feature phones and tablets. Around 70% of the world population owns at least one mobile devices. These devices are undoubtedly the most a Considering that France has a GDP of 2133 billion in 2016.

ubiquitous and powerful devices ever for integrating Point-Of-Care (POC) sensors.

Smartphones are already equipped with a number of integrated sensors and now offer a large processing power, but they also possess sufficient inputs and outputs for a wired or wireless control of external sensors and data acquisition. For example, the smartphone audio jack (cf. Fig. 1), with proper electronic integration, serves as a 16 bits analog/digital converter (1 input, 2 outputs) -which is comparable to a number of performant acquisition cardsto extract and process data from sensors. In addition, the audio jack has synchronized data capture time resolution down to 26 µs per point, which is sufficient, in principle, to perform higher end fluorescence time measurements (such as FLIN b ), or to b FLIN : Fluorescence-lifetime imaging microscopy the audio jack channel has notably been used in Electrocardiogram (ECG) and pulse oximetry type of measurement 6 . For optical detection systems, we should also mention that smart devices often come with optical sources in the back of the phone (white LED for photo), as well as the front LED screen. Interestingly, the front LED may serve as light source having three emission wavelengths as shown in Fig. 2.

In some works, the light emitted from smart devices was used to carry our Surface Plasmon Resonance (SPR) detection 7 , which is one of the preferred method for biosensing. As for the optical detection side, the built-in smartphone CMOS c camera can also c CMOS : Complementary metal-oxide-semiconductor. The CMOS sensor is now more common than the CCD camera in consumer electronic devices. be used as a point detector for optical powermeter measurement 4,8,9 .

Finally, regarding connectivity, we should note that smartphones provide seamless connection to other embedded system through USB-OTG d or wireless access. Except for high power devices, the connection can also provide a stable power supply to small diagnostic devices.

Therefore, with a more and more equipped population facing health issues, the concept of m-health e is emerging as a disrupting health care approach. The generalized use of smartphone as a smart platform for Point-Of-Care (POC) technology could certainly alleviate part of the healthcare costs and increase global disease prevention.

With POC diagnostic tools integrated in smartphone, a large portion of the population across the world and developing countries could benefit of a new, decentralized, medical access, in contrast with conventional health care delivery model. As a result, the cost of transporting medical resource to hospital and number of medical personnel can be reduced. This scenario is supported by reports from public sector. For example, the US Food and Drug administration recently mentioned in Mobile Medical Applications (2015):

~"The Food and Drug Administration (FDA) recognizes the extensive variety of actual and potential functions of mobile apps, the rapid pace of innovation in mobile apps, d USB-OTG : USB On-The-Go. This common term specifies that the USB device performs both master or slave roles in establishing a communication link with another USB device via specific protocols.

e m-health stands for "mobile health" and typically refers to diagnostics or intervention done through smartphones or equivalent devices. The term e-health (electronic-health) is more generic.

and the potential benefits and risks to public health represented by these apps."

We have also seen World Health Organization stating that 10 :

~"Mobile technologies have the potential to bridge systemic gaps needed to improve access to and use of health service, particularly among underserved populations."

Beyond public sector, we have also been observing a fast growth in the m-health market 11 with the emergence of new products.

To sum up, diagnostic tools traditionally centralized in laboratories and hospitals have the opportunity to be integrated onto mobile Consumer Electronic Devices (CEDs) to provide timely diagnostic assistance without geographic and temporal hindrance.

However, such goal cannot be simply realized without gathering cross-disciplinary skills and efforts to produce the required integrated technologic platforms. The sensor optical designs, the electronic readout, the software integration have to be considered carefully, and most importantly, relevant diagnostic scenario with identified end-users have to be proposed to promote the m-health approach.

In this thesis, we want to tackle part of these objectives by proposing smart integrated optical devices for mobile-based POC diagnostic. To achieve this goal, we combine the know-hows of the Micro-Sensor and System Laboratory of the biomedical department of National Taiwan University (NTU) and the Laboratory of Nano-optics and Optical Instrumentation (LNIO) of the Université de Technologie de Troyes (UTT). In the context of m-health, the constraints we set on ourselves it that the system should sensitive, very affordable, and versatile in term biologic targets. To achieve this goal, we focus on biosensors based on well-established Surface Plasmon Resonances and work on the system integration and performance improvement strategies beyond the state-of the-art for handheld devices.

In the first part of the thesis, we focus on building a DNA biosensor combining single wavelength colorimetry and digital Lock-In Amplifier (LIA) within a smartphone. In this section, we explore the possibility of utilizing audio jack in building a LIA-based optical biosensor. First, we give an introduction on the background of conventional method for integrating gold nano-particle colorimetry (AuNP) colorimetry with smartphone. A detailed literature review on smartphone based diagnostic tool is then given, which should serve to provide a general background for the thesis. The working principle of classical Lock-In Amplifier (LIA), the synthesis of AuNP, and the hardware /software integration are provided. We discuss the relevance of the smartphone audio-jack channel for conducting such measurement by evaluating its performances. Finally, at the end of this first part of the thesis, we demonstrate a 15-mer DNA detection within 15 minutes of diagnostic time down to 0.77 nM, using a software-based LIA.

In the second part, we take advantage of the developed LIA approach to explore phase-sensitive measurement of Surface Plasmon Resonance (SPR) biosensor for future portable application. As will be discussed, compared to traditional SPR, phase sensitive based SPR usually excels in terms of sensitivity. Such superior sensitivity can be highly desirable when the sensor is challenged with complex bio-sample (i.e., urine, saliva or serum). In this part, we present a novel phase sensitive detection design, named "Shearing Interferometry based Surface Plasmon Resonance" (SiSPR). SiSPR, together with a novel phase extraction method, will be demonstrated. To show the feasibility of SiSPR in diagnostic application, we have targeted am atherosclerosis relevant protein-cardiac Troponin I (cTnI)-as potential biomarker. Performance of SiSPR, surface modification of the chip as well as a scheme for constructing laboratory prototype will be detailed.

Part 1. DNA biosensor combining single-wavelength colorimetry and digital Lock-in Amplifier within a

Smartphone

Chapter 2. Introduction to smartphone based colorimetry

With the possibility of increasing the accessibility of medical resources and reducing health expenditure, smartphone based diagnostic tool has been a focus of research recently 4,7,9,12 . This trend stands on several important facts. First, a smartphone contains numerous powerful devices that can transform it into a laboratory level sensing device.

In contrast to the relatively bulky and expensive gold standard diagnostic tools, such as UV-Visible spectrometer, a smartphone based diagnostic tool offers an alternative diagnostic solution that can be applied in point-of-care setting. With about 4.75 billion mobile users around the world 11 , smartphone based diagnostic tools may become the most efficient approach to deliver medical assistance across geographical boundaries 13 , as outlined in the general introduction. Among a range of possible diagnostic tools, smartphone camera based gold nanoparticle colorimetry (SCB-AuNP colorimetry) has shown great potentials [START_REF] Wei | [END_REF][14][15][16] . The use of add-on camera replaces the need of a spectrometer to quantify the colorimetry results, thereby making on-site AuNP colorimetry feasible, such as on-site DNA sensing. In SCB-AuNP colorimetry DNA detection, a single strand DNA (ssDNA) used as probe is added to the solution to protect AuNP from aggregation under salt solution. When a target complementary ssDNA presents in the solution, hybridization between probe and target occurs. The resulting double strand DNA (dsDNA) is much more rigid in its molecular structure and therefore cannot protect AuNP from aggregation as effectively as ssDNA.

The aggregation leads to an apparent color change of the AuNP solution, which can be detected via smartphone camera. The color change of the particle corresponds to a spectral shift in the plasmonic resonance of the gold nanoparticles, which is directly related to the effective particle size. The captured image is then analyzed and processed via a specific application. Taking advantage of the User Interface (UI) offered by smartphone, the user can then obtain a well-processed diagnostic report in real-time.

Although SCB-AuNP colorimetry shows good potential for POCT application, the use of camera as optical detector also sets up certain important limitations. First, the addon camera generally provides a low bit depth (typically 8-bit), limiting the ultimate sensitivity of the SCB-AuNP. This is especially true if we compare this to the 16-bits available via the audio phone jack, where an optical detector can be plugged. Secondly, smartphone camera is very slow in data acquisition (~100 Hz maximum) while the audio jack-reading channel can reach 44.1 kSample/s. The low time resolution prevents SCB-AuNP colorimetry to bridge with more sophisticated tool such as lock-in amplifier (LIA) detection, where high working frequency is preferably used to reach higher signal to noise ratio. In other words, in order to further improve the sensitivity and detection mechanism of smartphone based colorimetry, a new way of implementing colorimetry on smartphone is desirable. To achieve such goal, we propose a new metrologic approach for implementing colorimetry on smartphone. In our method, the audio jack is used in replacement of the camera to build a low cost yet powerful AuNP colorimetry featuring Smartphone-Based digital LIA (SBLIA). The approach is referred to as SBLIA-AuNP colorimetry in the following.

Herein, SBLIA-AuNP colorimetry sensor is presented and analyzed in detail based on our recent work 17 . Through a tailor-made circuit board, the smartphone audio output channel sinusoidally drives the injection current of a 650 nm laser in the kHz range. As the beam travels through the AuNP solution, the modulation amplitude of the output beam decreases with increasing concentration of the dsDNA in the sample. The audio input channel then reads the beam intensity from a photo-diode and the smartphone process the data with an implemented software LIA. The implemented software LIA picks up our source signal components at the designated frequencies and filters out the noises. Finally, based on the modulation intensity obtained, the user can readily monitor the absorbance of the sample through the UI. Since audio jack plays a vital role as a function generator in our measurement, an examination of the audio jack performances including working frequency limit, intrinsic noise type is first provided. Then, the noise spectrum of the system and corresponding optimized measurement conditions are discussed. Finally, a DNA detection is carried out as an example to demonstrate the efficacy of our system.

Chapter 3. Literature review on smartphone based diagnostic tool

Chapter 3. Literature review on smartphone based diagnostic tool

In recent years, smartphone has been widely applied in physical sensors for diagnostic purposes. Due to the ubiquitous existence of audio jack, the audio jack has been considered not only as a source of sensor integration but also for energy harvesting. For example, through a diode bridge, audio jack AC output voltage can be transformed into DC power supply [START_REF] Kuo | Proceedings of the First ACM Symposium on Computing for Development Article[END_REF] (cf. Fig. 3). The power hijacking can be used to power up certain diagnostic devices with low power consumption. For example, Verma et. al. have applied the audio jack as a source for electro-cardiogram measurement (ECG) [START_REF] Verma | Proceedings of the 10th ACM Conference on Embedded Network Sensor Systems[END_REF] . In more advanced models, smartphone also comes with USB 3.0 protocol where a 5V output with 400 mA upper current limitation is provided. Beyond conventional physical sensor like ECG or pulse oximeter 6 , complex biochemical sensors have also been proposed (cf. Fig. 4). In 2014, Jiang et al. from Cornell university have notably reported 4 "Solar thermal polymerase chain reaction for smartphone-assisted molecular diagnostics" (cf. Fig. 5).

The authors showed that, using a micro-controller unit (MCU), smartphone can readily monitor the temperature conveyed by sun light to heat a micro-flow through polymerase chain reaction (PCR) disk. In this way, energy consumption of the PCR is kept at minimum and thus rendering both durability and portability of the device. Through the use of a primer sequence, viral DNA of Kaposi's Sarcoma herpesvirus is amplified by PCR reaction for detection of the virus. The product of PCR is then monitored by an addon camera to feedback the detection results.

Besides PCR, colorimetry is yet another diagnostic tool where smartphone add-on camera find new application [START_REF] Hong | [END_REF] (cf. Fig. 6). For example, also in 2014, Wei. et. al. from University of Los Angeles, California, have demonstrated a smartphone-based water mercury pollution sensor using gold nano-particle colorimetry (AuNp colorimetry) [START_REF] Wei | [END_REF] .

In the mentioned work, 10-mer DNA is added to the gold nano-particles as a probe salt induced aggregation of the AuNp solution. The color shift is then detected via a smartphone with its rear add-on camera. The device helps to quantify the level of absorption (using the ratio between the absorption at a wavelength λ=532 nm and λ=625 nm) of the AuNp solution, and consequently to determine the level of Hg 2+ in water. The tailor-made sensor is reported to have a limit of detection down to 3.5 ppb which reaches the gold standard of the public health sector.

Beside Localized Surface Plasmon Resonance (LSPR) biosensor, such as AuNP colorimetry, we can also find fiber based SPR integration on smartphone platform. A group of researcher from Purdue University in US has demonstrated the possibility to combine fiber based SPR within the smartphone 20 . In this work, the smartphone back LED is filtered and coupled to an optical fiber where part of the fiber is peeled and coated with a gold film (cf. Fig. 7). The fiber output light intensity is measured with the smartphone rear camera. The measured sensitivity in terms of Refractive Index Unit (RIU) is around 7x10 -5 RIU, which is a bit less sensitive as compared to commercial products (2.5x10 -5 RIU for BIOSUPLAR TM , a commercial SPR from HANDTAKE TM GmbH). To demonstrate the bio-sensing efficiency, the fiber based SPR smartphone sensor is tested with Immunoglobin G (IgG), as shown in Fig. 8.

Beside smartphone approach, other systems use tailor-made circuit that contain microcontroller and processor to perform LSPR measurements 3 . As shown in the could also be mentioned 9,14,21 . Not all these recent results are reported here for the sake of conciseness, the important point here being to provide a view on how smartphone can Fig. 7 fiber based SPR biosensor coupled to smartphone.

Fig. 8 Probing IgG on smartphone based fiber SPR.

Chapter 3. Literature review on smartphone based diagnostic tool be transformed into optical sensor platform and to outline its capabilities.

Fig. 9 Portable LSPR sensor integrated system 3 .

Chapter 4. Material and methods

Section 4-1. Theoretical background of Lock-in Amplifier

While LIA operation is a very well-documented electronic technique which is used for long, its implementation as a software in smartphone has not been reported yet and we can briefly remind its working principle as we intend to use it for AuNP colorimetry.

In a typical LIA detection, the source signal is modulated at a specific frequency:

𝑓(𝑡) = 𝑉 𝑠𝑖𝑛(2𝜋𝑓 𝑠 𝑡 + 𝜑) Eq. 1
where φ is phase of the signal, V is the amplitude of the modulation and fs is the frequency of the modulation. The essence of the LIA is to mix the signal with two reference functions, i.e. a sine and a cosine, and to generate the corresponding "X" and "Y" output:

𝑋 = 2 𝜏 ∫ 𝑉 𝑠𝑖𝑛 (2𝜋𝑓 𝑠 𝑡 + 𝜑) 𝜏 0 𝑠𝑖𝑛(2𝜋𝑓 𝑅 𝑡)𝑑𝑡 Eq. 2 𝑌 = 2 𝜏 ∫ 𝑉 𝑠𝑖𝑛 (2𝜋𝑓 𝑠 𝑡 + 𝜑) 𝜏 0 𝑐𝑜𝑠(2𝜋𝑓 𝑅 𝑡)𝑑𝑡 Eq. 3
As it is well known, due to the orthogonality property of the sinusoidal function, only when frequency of the signal (f 𝑠 ) equals to the frequency of the reference signal (f 𝑅 ), will X and Y have non-zero output, which means that we have, for a sufficient integration time τ :

𝑖𝑓 𝑓 𝑠 = 𝑓 𝑅 , { 𝑋 = 𝑉𝑐𝑜𝑠(𝜑) 𝑌 = 𝑉𝑠𝑖𝑛(𝜑) 𝑖𝑓 𝑓 𝑠 ≠ 𝑓 𝑅 , { 𝑋 = 0 𝑌 = 0 Eq. 4

and using these X and Y outputs, we can find amplitude (V) and phase (φ) of the source signal. The amplitude and phase are then given by: 𝑉 = √𝑋 2 + 𝑌 2 Eq. 5 and 𝜑 = 𝑎𝑟𝑐𝑡𝑎𝑛2(𝑋, 𝑌) Eq. 6

We note that the integration time τ determines the number of periods summed in order to determine the amplitude V. Thus, increasing τ provides an averaging effect to suppress noise, as we will see in later section.

In our case, the signal is the modulated laser intensity, and its amplitude of modulation is monitored via the LIA output (V). Some other important properties of LIA should also be noted here. First, the LIA outputs exclude all the signal frequencies from DC to the highest frequency possible, except the signal at the reference frequency. In other words, the LIA can be simply regarded as a powerful, narrow, bandpass filter that helps to greatly exclude out-of-band signal. This is a very favorable characteristic in point-of-care application, where ambient light variation and noises are expected. In other words, the proposed SBLIA-AuNP colorimetry is not vulnerable to ambient light change nor do we need a nicely sealed measurement environment to provide accurate results.

Section 4-2. Digital LIA algorithm

The algorithm of digital LIA can be found in Fig. 10. In SBLIA, the raw waveform, received by the audio jack, is first digitally mixed with the reference signal. Then, it is passed through a digital low pass filter (LPF) which is realized by an averaging filter. The low pass filter controls the integration time (τ) of the LIA. The value of τ can be adjusted during the experiment through the UI. Increasing τ will increase the number of data point being averaged. This action narrows LIA pass band and consequently reduces the noises.

Section 4-3. SBLIA-AuNP colorimetry system

The SBLIA system design can be seen in Fig. 11 ( audio output channel. A voltage offset to the laser is needed to drive the laser in a linear working range. In this work, the smartphone USB-OTG is used to provide an offset to the laser. During detection, the laser beam travels through the AuNP sample. The modulated output intensity is collected by a FDS-100 Si photodiode from Thorlabs Inc. and read by the audio input channel. The implemented digital LIA then extract amplitude information, using the recorded signal waveform data (upper window in "Oscilloscope" in Fig. 11 (d)).

The amplitude sensogram is presented to the user as shown in the lower window in Fig.

(d).

When the sample's absorption increases/decreases, the amplitude of the laser modulation decrease/increase correspondingly. The absorbance of the sample can then be inferred from the data. The opto-mechanical holder made in PMMA helps either to fix the system on a table for laboratory application or to work as a portable detection unit.

The smartphone arbitrarily used in this work is a Galaxy Note 2 from Samsung. We note that audio channel does not follows a universal industrial protocol, and is therefore subject to minor changes in reading and output capacity. However, the audio cards of the mainstream mobile phones have comparable performances, and the following investigation serves to provide the important essence of implementing SBLIA for biosensing application that remains universal between different smart device models.

Section 4-4. AuNP preparation

The oligonucleotides used for DNA detection experiment were synthesized by Purigo TM Biotech, Taipei, Taiwan and were further purified by high performance liquid chromatography (HPLC). The probe DNA strand used in the sensing experiment is a 15mer DNA with a sequence of CTA ACA CCC CAC TCA, and the target strand is the complementary strand of the probe. This sequence is designed so that no selfhybridization can occur. The gold nanoparticle is prepared using citrate mediate reduction.

A 100 mL aqueous solution of HAuCl4 (41 mg, 1.0 mM) was heated to reflux and stirred vigorously. Later on, a 10 mL of tri-sodium citrate (114 mg, 38.8 mM) solution was quickly added to this solution. The solution was then heated for 10 min and was allowed to cool to room temperature while being vigorously stirred. Before AuNP solution is finally stored at 4 degree, some filtering is necessary. The average diameter of AuNPs was found to be around 13 nm, as determined with a particle size analyzer.

Section 4-5. Sample preparation for target DNA detection

The procedure for target DNA detection is comprised of three steps: DNA hybridization, AuNP-DNA incubation and then the colorimetry measurement.

Step1. (DNA hybridization)

6.4 L of 10 M probe ssDNA is incubated with a designated amount of 10 M target DNA in a 1 ml vial. These 6.4 µL of probe ssDNA correspond to 200 nM in the final detection process. Meanwhile, 0, 0.8, 1.6, 3.2, 4.8 µL of 10 M target DNA will correspond to 0, 20, 40, 80, 120 nM of target DNA in the final detection. To facilitate optimized hybridization conditions, we add 3 L of 2 M NaCl and fill the solution with TBE buffer to 27 L. Finally, we incubate for 5 minutes.

Step2. (AuNP-DNA incubation)

We add 250 L of AuNP and 150 L of de-ionized water to the sample solution prepared in step 1, then we incubate 10 minutes before colorimetry measurement (Step 3).

At this point we can point out a possible troubleshooting:

The color change may not be very prominent. In such case, we need to adjust the salt concentration in step1 to optimize the colorimetry result. This will greatly enhance the color contrast between samples with different target DNA.

Section 4-6. Converting SBLIA-AuNP colorimetry measurement data into absorbance unit (AU) for comparison Fig. 12 shows a typical result of SBLIA-AuNP colorimetry sensogram. In order to compare important system properties, e.g Noise-to-Signal Ratio (NSR) and Limit of Detection (LOD), between SBLIA and UV-Visible spectrometer, the sensing result must be weighted to obtain the same measurement units. In contrast to a UV-Visible spectrum, the SBLIA will provide a digital value corresponding to an optical intensity that require a conversion. In the present context, absorbance reference level is defined by the AuNP solution that contains only 200 nM probe DNA and zero target DNA (This will be defined as "blank sample" hereafter). Therefore, the data from the SBLIA-AuNP measurement can be converted to AU by definition of absorbance:

𝐴 𝑐 = -𝑙𝑜𝑔 ( 𝐼 𝑐 𝐼 𝑐=0
) Eq. 7

Where Ic is the SBLIA intensity as a function of target DNA concentration C in AuNP.

Ic=0 is the SBLIA intensity when blank sample is placed in the cuvette.

In case of UV-Visible spectrometer, our UV-Visible absorbance data uses air transmission as the reference level (i.e, 100% transmission). In such case, when AuNP solution contains target DNA with a concentration C, the UV-Visible absorbance data can be defined as:

𝐴 𝑐 𝑈𝑉-𝑉𝑖𝑠 = -𝑙𝑜𝑔 ( 𝐼 𝑐 𝐼 𝑎𝑖𝑟
) Eq. 8

And for the blank sample, we have: 𝐴 𝑐=0 𝑈𝑉-𝑉𝑖𝑠 = -𝑙𝑜𝑔 ( 𝐼 𝑐 = 0 𝐼 𝑎𝑖𝑟 ) Eq. 9

We can obtain absorbance, considering the blank sample as reference, simply by subtracting Eq.8 with Eq.9. In this way, we have:

𝐴 𝑐 = -𝑙𝑜𝑔 ( 𝐼 𝑐 𝐼 𝑐=0 ) = 𝐴 𝑐 𝑈𝑉-𝑉𝑖𝑠 -𝐴 𝑐=0 𝑈𝑉-𝑉𝑖𝑠

Eq. 10

Using Eq. 7 and Eq. 10, results from both systems can be evaluated on the same basis. 

Chapter 5. Results and Discussion

Section 5-1. Characterizing audio channel

In the proposed SBLIA system, the audio output channel generates the modulation function to drive the laser as our source signal. Therefore, the quality of the audio output will largely determine the final performance of SBLIA. Meanwhile, the frequency working range of the audio channel also determines the upper frequency limit for our SBLIA. Therefore, audio channel has to be examined in some details. The Fig. 13 (a where f is the designated digital LIA working frequency. As shown in Fig. 13 (a), the audio phone jack can generate a Vaudio between 2 to 240 mV, which is sufficient to modulate typical visible/NIR laser diodes. As can be expected, audio phone jack output exhibits noticeable random noises which spans a wide range of frequency (inset of Fig.

(a)

). In addition to this white noise, we observe that a random fluctuation of the amplitude Vaudio (Fig. 13 (b)) exists. This "amplitude jittering" noises, is especially visible when Vaudio is low. The noise is presumably coming from the audio output channel.

Judging on the acquired waveforms, a 19% discrepancy in amplitude (from trace 1 to trace 3) is found in extreme cases corresponding to the smallest Vaudio. However, both noises mentioned above are much less prominent when the audio output level is higher.

In brief, instead of assuming an ideal and noise-free driving function from audio output channel, we have a driving function in form of:

𝑉 𝑎𝑢𝑑𝑖𝑜 𝑜𝑢𝑡𝑝𝑢𝑡 (𝑡) = (𝑉 𝑎𝑢𝑑𝑖𝑜 ± ∆𝑉 𝑗𝑖𝑡𝑡𝑒𝑟𝑖𝑛𝑔 )𝑠𝑖𝑛 (2𝜋𝑓𝑡) + 𝑉 𝑟𝑎𝑛𝑑𝑜𝑚 𝑛𝑜𝑖𝑠𝑒 Eq. 12 where size of 𝑉 𝑎𝑢𝑑𝑖𝑜 and noises in the audio output channel need to be addressed carefully to provide optimized digital LIA performance. Fig. 13 (c) shows the sinusoidal functions from audio output channel for an increasing modulation frequency. As can be seen, a slight waveform distortion commences near 4 kHz (cf. second trace) and keep increasing with frequency. The distortion in waveform is also accompanied by a gradual decay of the output amplitude (cf. trace at 9 kHz). To sum up, the audio output channel provides sinusoidal signals that are able to drive a laser diode up to about 4 kHz without severe distortion or power decay, and there exist certain noises that need to be addressed by proper filtering.

Section 5-2. SBLIA performance and working parameters

In biosensing, finding optimized working conditions to reduce noise level is of vital importance, as the noise determines the Limit of Detection (LOD), i.e. the minimum detectable amount of analyte with a statistical significance. Therefore, the effect of three SBLIA working parameters, the operation frequency (f), audio channel output voltage (Vaudio) and integration time (τ) are thoroughly investigated in this section.

The inset of Fig. 14 (a) demonstrates how the noise level can be accessed from a typical SBLIA amplitude sensogram. In present context, the noise level is defined as the standard deviation of amplitude signal during a sufficient long period (>100 𝜏). Here, 𝜏 ranges from 0.4 ms to 200 ms depending on the given condition. To compare the noise under different working parameters, NSR is used instead of absolute noise level. The NSR is obtained by dividing the noise with the mean signal level and it is expressed in decibel.

To investigate the noise distribution in frequency space, a noise spectrum is shown in in Fig. 14 (a). The spectrum is made by measuring NSR of SBLIA under different working frequencies.

As in most optoelectronic system, when working frequency increases, the noise intensity decreases rapidly following a power law. It is found that the noise is proportional to frequency in powers of -1.66. These data indicate that, by working above 1 kHz, the SBLIA reduces 85% of the 1/f flicker noise (from ~8.8x10 -3 to 1.32x10 -2 NSR). As discussed in previous section, there exists noises in 𝑉 audio and the noise has a dependence on 𝑉 𝑎𝑢𝑑𝑖𝑜 . Therefore, the effect of 𝑉 𝑎𝑢𝑑𝑖𝑜 on SBLIA noise level is investigated here (Fig. 14 (b)). The result indicates as expected that the noise is reduced when 𝑉 𝑎𝑢𝑑𝑖𝑜 increases. When 𝑉 𝑎𝑢𝑑𝑖𝑜 >40 mV, the NSR reaches a plateau around -49 dB, indicating it is optimized. Based on the results from Fig. 13 (a) inset and Fig. 14 (b), we can infer that the noise in audio channel is more or less fixed in size as compared to 𝑉 audio . Therefore, a large 𝑉 audio should be used for NSR. Hence, 𝑉 𝑎𝑢𝑑𝑖𝑜 > 40 mV is suggested for a proper operation. The effect of τ is shown in Fig. 14 (c). We can see that, when τ increases from 0.4 ms to 200 ms, the NSR gradually reduces to a minimum around -63 dB. Based on the obtained results, τ> 60 ms is also suggested for a proper operation. Also, since this test is held under the lowest 1/f noise (at 2.5 kHz) and 𝑉 𝑎𝑢𝑑𝑖𝑜 noise (Vaudio=40 mV) possible, we consider -63 dB to be the optimum NSR achievable with our SBLIA at the moment.

Section 5-3. Comparison between SBLIA approach and SCB

Based on all the quantitative results and discussion above, Table 1 provides a detailed comparison between the SBLIA and the conventional SCB. To begin with, both systems cost between 400~600 USD 22 . Almost all of the cost is attributed to the smartphone itself, since the system integration is relatively cheap (~15 USD). In terms of detection, SBLIA uses the 16 bits audio input jack to read the optical signal from a photodiode. This offers much higher data resolution. As already mentioned, the audio input channel can also capture data at 44.1 kSample/s, which make SBLIA a viable option on smartphone. Taking the advantage of high operation frequency, the SBLIA greatly reduces 1/f noise, audio channel intrinsic noise and environment noise.

Compared to the latest report on SCB based method 23 , SBLIA offers a 15 dB lower noise level ( -63 dB vs -48 dB). Finally, in settings of POCT where ambient lighting condition changes, SCB based method would need to fix auto-white balance (AWB) 8 , carry out further calibration and add a fine enclosure to the system. However, these strategies often come with a price of lower resolution. On the contrary, SBLIA is not affected by normal ambient lighting condition and can largely filter out the lower frequency noises, making SBLIA a much better candidate in POCT setting

Section 5-4. DNA sensing by SBLIA-AuNP colorimetry

In this part, to demonstrate the SBLIA and its efficacy on AuNP colorimetry, our system is applied to short strand DNA detection with a target DNA concentration of 0, Finally, based on the obtained noise and the calibration curves, the LOD is then calculated to be 0.77 nM for our system which is 5.7 times lower than 4.36 nM achieved by the UV-Visible system.

The importance of the obtained results, beyond the figure of improvement, lies in the insights that they provide into the context and future development of smartphone based diagnostic. Firstly and most importantly, the SBLIA proposed herein has high potential for development of further optical based sensor technologies. Although not explicitly used herein, the phase detection noise of our SBLIA system is down to 0.2 degree which could lead to high quality smartphone based phase sensitive detection (Fig. 16). For and UV-Visible spectrometer (black trace).

Chapter 5. Results and Discussion example, through proper optical design, SBLIA could be applied to build smartphone based LIA enhanced fluorescence tag bio-sensor 24 , phase sensitive detection of plasmonic sensor [START_REF] Huang | Advances in Optical Technologies[END_REF] and even holographic measurement (multi-channel phase detection). Hence, while smart AuNP colorimetry is undoubtedly an interesting approach to pursue, we believe that the SBLIA itself should spur a wide range of distinct applications in sensing.

Secondly, we note that the ratiometric measurement using a 650 nm/520 nm absorbance ratio is not used here as in our previous report [START_REF] Chang | [END_REF] since audio channel provide only one input. As is well known, using 520 nm absorbance to normalized 650 nm absorbance may further enhance the batch-to-batch reproducibility of AuNP colorimetry.

In the future, this may be addressed by incorporating new electronic design 6 or by extending SBLIA onto an external embedded system where multiple analog receivers are available. The latter design could add flexibility to SBLIA data resolution, by adding a number of detection channels. Such approach would also be well adapted to smartphone models where audio jack is absent.

Finally, the ultimate performances of smartphone based diagnostic is still an on-going debate 8 and important design factors need to be considered for applying SBLIA-AuNP system in on-site disease screening. These factors include complex background of physiological sample 27 and the consequent pre-processing issue 28 . Still, some research results report smart diagnostic devices have already reached world health organization (WHO) gold standards 2 or other gold standards 9 , and have been applied to on-site application or disease screening 4 . As exemplified by this work, we are expecting more and more smartphone based diagnostic tools with equal or even better performances as compared to some of their laboratory relatives.

Section 5-5. Conclusion

In summary, a SBLIA-AuNP colorimetry sensor is proposed. The SBLIA system employs audio output channel as function generator while audio input channel is employed as photo-detector reader. It is found that SBLIA system can largely reduces the audio output channel intrinsic noise as well as the environmental noises to reach a minimum NSR of -63 dB. This NSR was obtained after optimization of the working parameters of the system (f=2.5 kHz, Vaudio=40 mV and τ =60 ms). Judging on the results, SBLIA offers better NSR compared to SCB method (-63 dB vs -49 dB). At the same time, SBLIA provides better data bit resolution while being insensitive to changes in the ambient lighting condition. Finally, SBLIA-AuNP colorimetry was applied to a DNA detection experiment for sensitivity evaluation of the efficacy. Compared to the UV-Visible spectrometer, SBLIA has a LOD around 0.77 nM which is 5.7 times lower than the result form a desktop UV-Visible spectrometer. The main reason behind the improvement is attributed to the excellent NSR offered by SBLIA system. Finally, SBLIA may very likely foster further diagnostic tool, e.g. fluorescence and interferometry, leading to more sensitive "smart" diagnostic for POC applications. Surface Plasmon Resonance (SPR) biosensor has been widely applied in bio-sensing for diagnostic purposes due to the real-time/label-free detection capacity as well as for its high sensitivity 29,30 . The most common and widely used SPR optical set-up is the "Kretschmann configuration" as shown in Fig. 17. In such optical configuration, an optical beam source illuminates a metal layer through a prism coupler in order to reach the plasmonic resonance angle. At this resonance angle, a large portion of the beam is absorbed; therefore, the intensity of the reflected beam is attenuated to a large extent.

When a target bio-marker is captured by the probe molecule on the surface of the plasmonic layer, the refractive index in the vicinity of the surface is affected resulting in a shift of the resonance angle. The photo-detector, which is fixed at the resonance angle, then records an increase in optical intensity. In this way, the bio-chemical reaction information is transformed into optical intensity data.

Kretschmann configuration SPR, or so-called amplitude based SPR, has numerous advantages. First, it can study real-time biochemical kinetics without the need of molecular tagging (e.g, fluorescence). Secondly, it is mechanically robust and simple.

Only few relevant optical components are needed to build the system. However, Kretschmann configuration SPR has also its shortcomings. It is known that amplitude based SPR has relatively lower sensitivity as compared to a phase-sensitive SPR counter parts [START_REF] Huang | Advances in Optical Technologies[END_REF]31 . Based on empirical evidences and theoretical derivation, many reviews suggest that the minimal refractive index resolution (∆𝑛 𝑚𝑖𝑛 ) of amplitude based SPR is around 10 -5 Refractive Index Unit (RIU) [START_REF] Richard | Handbook of Surface Plasmon Resonance[END_REF] . Reports also suggest that the SPR limitation comes from intrinsic noise level.

As a result, amplitude based SPR is expected to experience sensitivity issue in low concentration sample (pM to fM range) or low purity sample. Even with proper blocking agent, non-specific bindings during detection may reduce sensitivity over 100 times.

Therefore, improving SPR sensitivity is a real challenge for on-site application but also for clinical and laboratory use.

Many past literature indicate that phase interrogation SPR can be considered as potential candidate [START_REF] Sepulveda | Proceedings of SPIE 7397, Biosensing II[END_REF][START_REF] Markowicz | [END_REF][35] to address such sensitivity issue. Considering the phase change over refractive index (∆𝜙/Δ𝑛) and the obtained Δ𝑛 𝑚𝑖𝑛 , the phase interrogation SPR has been claimed to be 100 times more sensitive as compared to its amplitude counterparts.

To be more specific, the phase interrogation SPR has been reported to reach ∆𝑛 𝑚𝑖𝑛 of 10 -8 RIU. Nevertheless, phase interrogation SPR also suffers from its own shortcomings. It requires multiple optoelectronic components such as beam splitters, and usually a frequency or phase modulator using a piezo-actuator, an Acousto-Optical Modulator (AOM), a Photo-elastic Modulator (PEM) or a wavelength tunable optical source. These instruments increase complexity, weight and price of the device. Besides drawbacks mentioned above, phase interrogation makes the instrument highly vulnerable to mechanical vibrations. These setbacks have not just limited the on-site applications of phase sensitive SPR. In the SPR market, which has Biacore TM , Bio-suplar TM , Sensia TM , GWC TM as major players, there are nearly no commercially available phase sensitive SPR.

In other words, the above-mentioned limitation has entirely prevented the commercialization phase interrogation SPR.

Based on the discussion above, we consider that it is desirable to have a new optical scheme that offers the simplicity of Kretschmann configuration while providing a phase interrogation measurement. Most importantly, a monolithic design should be used to strongly minimize the effect of mechanical vibration. In this way, we can have a SPR setup that is mechanically suitable for point-of-care application and has enough sensitivity to address the low pre-processing level of the sample.

To fulfill such purposes, we introduce a new type of SPR optical set-up, which we will refer to as "Shearing Interferometry based Surface Plasmon Resonance Biosensor (SiSPR biosensor)". The SiSPR is realized by three key components. The first key component is the plasmonic chip combining the traditional metal layer and a monolithic interferometer.

The second key factor is the use of a low cost spatially and spectrally single-mode laser diode which has a modest wavelength tunability of about 0.079% of its nominal wavelength. The last key component is a newly devised phase retrieval method.

The SiSPR chip and a brief overview of the system can be seen in information in presence of a sinusoidal phase modulation. However, the SPM induced by a current modulation makes the phase extraction especially delicate, since a nonnegligible amplitude modulation is also induced by this current modulation, exactly at the same frequency.

To solve this problem, we devised a new phase extraction method for SiSPR, where the amplitude of the current modulation "∆i(t)", the phase modulation depth "∆ϕ 𝑎 ", and the wavelength-to-current sensitivity factor "S" are the major parameter to consider for extracting the SiSPR phase "ϕ 𝑆𝑖𝑆𝑃𝑅 ". The merits of SiSPR are listed in Table2 to illustrate the points discussed above. In the next chapter (chapter 7), a literature review is provided.

This review focus mainly on the limitations of homodyne interferometry (including few related patents), the ∆𝑛 𝑚𝑖𝑛 reported for SPR in past literature and, finally. 

5.Compatibility with Kretschmann configuration

Yes

No Yes

Table 2 Comparison of SiSPR with conventional amplitude or phase sensitive SPR "sensitivity" and the method of estimating ∆𝑛 𝑚𝑖𝑛 remain topics of debate among different SPR reports. Through selected references, we will detail how these quantities are defined and discuss the possible issues related to the definition. In chapter 8, we detail the SiSPR technology. Starting with the basic working principle of SiSPR, we first provide a wave optics description of the SiSPR. Then, we discuss the angle dependence of the optical path difference in this system and we then describe the fabrication process of the plasmonic chip. At the end of chapter 8, the proposed phase extraction method is derived and analyzed. In order to keep concise the thesis, the main focus in this chapter is to introduce the work flow as well as five related phase extraction parameters. A more detailed derivation is placed in appendix. In chapter 9, the results of SiSPR experiments are finally revealed. Optical images of the SiSPR interferences are provided to validate the above-mentioned working principle. The measurement of "S" and corresponding "∆ϕ 𝑎 " are demonstrated. To evaluate the system sensitivity in terms of Δϕ/Δn and ∆𝑛 𝑚𝑖𝑛 , a sensing experiment on a series of glucose reference solution is performed. We then compare ΔI/Δn (sensitivity of detection from amplitude information)

with Δϕ/Δn (sensitivity of detection from phase information) and estimate the ultimate sensitivity advantage of SiSPR. In the final part of the thesis, we perform a surface modification with a 40 mer "tro4" aptameric probe and carry out preliminary protein sensing. The most technical part for portable prototype integration is demonstrated in appendix.

Chapter 7. Literature Review on phase interrogated SPR

Phase-sensitive SPR set-up is generally divided into several categories, such as: homodyne detection, white-light interferometry, heterodyne detection and polarimetry.

The different approaches, are described hereafter with the associated issues and references.

Homodyne interferometry

In essence, most common homodyne interferometric SPR still follow either a Mach Zehnder 36 (Fig. 19 (a)) or a Michelson (Fig. 19 (b)) interferometer configuration. In the above mentioned methods, a single optical source beam is split into the "signal beam" and the "reference beam" by use of a beam splitter. The two beams are then traveling through different optical paths, before being recombined through the same or another beam splitter, to generate fringes characteristic of two-beam interferometry. When the optical frequencies of the two beams are the same, the interferometry is said to be 'homodyne' and the fringes are static in time (heterodyne interferometry described hereafter produces a temporal beating). When the two beams are parallel, no spatially variable phase difference exists and the fringes reduces to an homogenous spot, more less bright depending if the beams are in phase or out of phase.

In this convenient configuration, a piezo-actuator driven mirror is usually applied for phase modulation purposes to determine both amplitude and phase information from the resulting beating.

White light interferometry

The need for a phase modulator described above can be avoided using white light interferometry, which can be considered as a more 'static configuration' in the sense that no time dependent measurement is required to obtain an unambiguous phase information. phase information. In the proposed work, the phase stability is improved by making two simultaneous measurements, one for the S-polarized wave and another for the P-polarized wave. The phase of the S-polarized wave is then used as reference phase signal, it does not experience SPR.

Vibrational Noise issue and differential measurement

As can be seen in Fig. 20, and the standard interferometers described before, it takes two mirrors and one beam splitter to fulfill the basic interference requirement. These separate optical components experience unsynchronized vibrational displacements at specific frequencies, depending on their weight, shape and fixation as well as the mechanical/acoustical noises in the surrounding. As a result, phase noises are presents due to these optical path fluctuations. The use of a differential measurement (S and P) is a good approach to strongly reduce the impact of such mechanical noises, as we can expect that a "P-S" phasogram would eradicate all the common noise but the SPR phase signal. However, monolithic configurations where the optical elements are not separated but fixed together should be preferred to reduce further the noise.

Estimation of sensitivity

We now continue to use Siu-Ping Ng's work to demonstrate how sensitivity can be estimated in phase sensitive SPR. By shifting between solutions with different Sodium chloride concentration (from 0.5% to 10.5%), the author was able to obtain the phase response over a given refractive index. Based on the results, when the 0.5% NaCl solution turns into a 1% NaCl solution (which corresponds to refractive index change of 8x10 -4 RIU), a 0.632 rad phase change is obtained (at a wavelength λ= 646.5 nm). Then, it is estimated that, with a noise level of 2x10 -4 rad, the sensitivity of the sensor is:

∆n min = 8×10 -4 0.632 RIU rad × 2 × 10 -4 rad~2.57 × 10 -7 RIU.
At this point, we should define "sensitivity" in the SPR context. As a matter of fact, the term sensitivity is not always very clear, in the sense that different authors can use different evaluations. In context of SPR, two different but closely related concepts should be precisely defined.

In one sense, "sensitivity" corresponds to the slope of 𝐼(𝑛) corresponding to a change in the signal amplitude I for a given refractive index change (near the reflection dip), or , when placed in context of phase sensitivity detection, the slope of 𝜙(𝑛) given by the phase jump at the resonance angle. That is to say "sensitivity" can be defined as either in ∆𝐼/∆𝑛 in case of amplitude based SPR or as ∆𝜙/∆𝑛. This "sensitivity" reveals the intrinsic capacity of the plasmonic layer to respond to refractive index change. As can be seen from Fig. 22, at a given plasmonic layer thickness, SPR have a steeper "phase jump" across the resonance point. That is to say, phase sensitive SPR can largely increase its sensitivity by tuning the film thickness. On contrary, the slope of two wings of the resonance dip has similar slope between 44-50 nm of plasmonic later. From this perspective, it is reasonable to assume that the phase could give a much greater sensor response for small ∆𝑛. This is very often the first argument suggesting that ∆𝜙/∆𝑛 is more "sensitive" than ∆𝐼/∆𝑛, which has been supported empirically from results of Kabashin and Nitkin 38 .

However, ∆𝐼 and ∆𝜙 are not in the same dimension, therefore direct comparison is not possible. In order to compare the performance of two difference system, the noise of the measurement system has to be considered and thereby yielding the minimum resolvable signal. In this way, the sensitivity can be compared in terms of refractive index.

In case of the bio-sensing processes, where sensor is in a real space that has temperature variation and electronics noises, the actual noise density plays a major role in determining the "sensitivity". Therefore, certain reviews report the sensitivity in terms of minimum resolvable refractive index (∆𝑛 𝑚𝑖𝑛 ). To be more precise, the "sensitivity" mentioned in the latter context is the limit-of-detection (LOD). Therefore, for conciseness of discussion, we will refer to this as minimum resolvable refractive index (∆𝑛 𝑚𝑖𝑛 ) or LOD throughout the thesis.

In evaluating the ∆𝑛 𝑚𝑖𝑛 of any SPR system, there are also few other points that are worth noticing. First, considering the difference in the physical quantities measured (∆𝐼 and ∆𝜙), ∆𝑛 𝑚𝑖𝑛 seems to offers a fair ground for comparison of performance between platforms. However, since noise is the key factor in determination of ∆𝑛 𝑚𝑖𝑛 , there is a certain level of ambiguity as to how this value is calculated. Typically, ∆𝑛 𝑚𝑖𝑛 is an estimated value based on extrapolation of a SPR phase response on a given sample (e.g., Fig. 22 SPR resonance dip and corresponding phase jump.

alcohol, glucose or NaCl solution). By considering both the noise over a given period of time and slope of phase response (∆𝜙/∆𝑛), ∆𝑛 𝑚𝑖𝑛 is then estimated as shown in the work from Siu-Pang Ng et. al. 37 . These measurements are made with refractive index changes much larger than the real ∆𝑛 𝑚𝑖𝑛 in order to exclude the influence of baseline drifting and other noise issues. In other words, a large ∆𝑛 𝑠𝑎𝑚𝑝𝑙𝑒 is applied to induce large ∆𝜙, the result is then used to estimate ∆𝑛 𝑚𝑖𝑛 with the estimated noise. The ∆𝑛 𝑠𝑎𝑚𝑝𝑙𝑒 /∆𝑛 𝑚𝑖𝑛 is typically in order of 10 2 ~10 5 .

With this type of "extrapolation", ∆𝑛 𝑚𝑖𝑛 is strongly affected by data sampling and processing method. For example, one literature review on Texa's Spreeta (a discontinued amplitude based portable SPR sensor product) applied a large amount of signal processing to address noise issue including baseline drifting correction and intense averaging. In result, the author reported an intriguing LOD around 10 -9 RIU, much better than standard commercial SPR system and even better than phase sensitive SPR. 39 The comparison of SPR performance across different platform is not, however, the main focus of the present study, since our major aim is to present a new type of SPR that offers cost, design and performance advantages. The discussion herein serves mainly to clearly define the term used in the thesis. To keep the discussion concise and scientifically stringent, we will provide both ∆𝜙/∆𝑛 and ∆𝑛 𝑚𝑖𝑛 from the usually used extrapolation method. The ∆𝑛 𝑚𝑖𝑛 estimation will also be based on reference solutions with relatively low refractive index variations (below 10 -4 RIU), to make the estimation more convincing.

Heterodyne

Another way to interrogate the optical beam phase information is to use a heterodyne method. An example of heterodyne interferometer 35 can be found in Fig. 23 (a This is practically achieved by using a standard Lock-in amplifier working at the beating frequency.

Noise and cost issue in Heterodyne method

In this Mach Zehnder based heterodyne detection, three beam splitters, two mirrors and two AOMs are used. This large amount of optics requires a rather mechanically stable environment. Without advanced method for vibrational noise exclusion, this design would not be a viable option for portable application. Also, the use of AOM greatly increases the cost of device.

Polarimetry

Alternatively, we can also retrieve SPR phase information by polarimetry [START_REF] Markowicz | [END_REF] as shown in Fig. 24. This approach takes advantage of the fact that the S polarized part of the beam is reflected on the probed interface without a noticeable change in its phase. On the contrary the P polarized part elicits a surface mode and is subject to a noticeable phase change when the interface environment is changed, producing a change in the reflected beam polarization. To exploit this property for phase extraction, a photo-elastic modulator (PEM) is used to modulate the polarization of the reflected beam. In this way, the detector would receive S and P that are sinusoidally modulated in time. As results, this measured polarization ellipticity can be used for extracting phase information.

Noise filtration advantage in Polarimetry

This common path approach is interesting in term of noise, as contrast to first two method where mechanical noise affect the device noticeably. In polarimetry method, mechanical noises mostly impacts both polarization in the same way resulting in an overall noise reduction since S serves as a reference. However, the use of PEM is again a issue in size of device as well as in cost.

Compact and monolithic design

As discussed above, vibrational noise issue remains to be one of the major challenge for phase sensitive SPR device. One possibility to solve the drawback of interferometric phase sensitive SPR sensor is to use a monolithic interferometer. As taught by US. Pat.

No. 0218738A1 (cf. tunable source is required considering small optical path length difference. Also, the photolithography and multiple evaporation process would greatly increase the cost of the chip.

Most importantly, because the device is made of one chip, the sensor receives almost no vibrational noise. We have proposed herein an alternative way of making a monolithic phase sensitive chip which is now under the WIPO PCT (Please refer to Appendix A6 for patent number).

Remark on the literature review

Through the above literature review, we aimed to point out the possible strategies that could be used for making handheld phase sensitive SPR. The challenge is mainly to find a cost effective phase interrogation mechanism, to avoid vibration noises that are omnipresent in a common environment and to avoid the use of a large amount of optical component. As discussed in the introduction, these issues impede the potential of phase sensitive SPR for further applications. The chapter 8 hereafter details the solution we propose to address these issues. In this first section on the methodology, the fundamental working principle of SiSPR is introduced. Fig. 26 shows an optical beam emitted from a laser diode impinging on the SiSPR set-up. As can be seen from Fig. 26, a hemi-spherical lens is used as a coupling prism instead of a trapezoid lens or the most commonly used hemi-cylindrical lens. By placing the laser diode at the focal point of the hemi-spherical lens, the diverging beam emitted from the diode is collimated upon entering the coupling prism. In this way, the hemi-spherical lens is acting as both collimator and prism coupler, eliminating the need for an extra optic. Except a reduced number of the optical parts needed, the hemi-spherical lens also has other merits. For example, it provides almost full working range of incident angle. In our final prototype, it can work with an incident angle ranging from 0 degree to around 75 degree, which is much larger compared to trapezoidal lens coupler. From now, we will refer the beam portion in Fig. 26 as "beam 1". To be more precise, beam 1 starts from the laser emitting point and ends right at the reflection on the first flat interface. Part of beam 1 undergoes a Fresnel reflection and generates corresponding beam 2 (cf. Fig.

(a)

). Since Beam 2 is not affected by SPR effect, it is regarded as reference beam in SiSPR. Again, due to the use of hemi-spherical prism coupler, beam 2 will focus on the focal point after exiting the prism (cf. Fig. 27 (a)). Note that the beam center is marked by a black dashed line. Asides from reflection, part of the beam 1 is transmitted and will generate our signal beam (beam 3) as shown in Fig. 27 (b). Beam 3 interacts with the SPR layer, and carries on the molecular binding event information. Finally, beam 3 is reflected by the plasmonic layer forming our final signal beam (beam 4) (cf. Fig. 27 (c)).

Note how the beam center of the beam 4 has been laterally shifted, as compared to the beam center of the beam 2. This lateral shift is associated with a difference in optical path traveled by the beam 4 and beam 2. Due to this very reason, this type of interferometer can be regarded as a "shearing interferometer" 40 . As can be seem in Fig. 27 (d), beam 4 and beam 2 overlap and finally lead to interferences. We note that there are three factors that determine the width of the overlapping zone: beam width (w), thickness of the glass slide and incident angle.

Section 8-2. Wavefront analysis on SiSPR

In this section, we perform an analysis of the optical paths travelled by the beam wavefronts, which are angle-dependent. As will be detailed, Optical Path Difference (OPD) is an important variable in SiSPR phase extraction process because our phase modulation will be directly proportional the OPD.

The path differences between the signal beam and reference beam in SiSPR are better understood by considering Fig. 28 ( Since we know the start and the end of the wavefront division, we can now calculate the optical path difference.

The OPD1 shown in the figure can be defined as:

𝑂𝑃𝐷1 = 𝑛 𝐵𝐾-7 × 𝑇 𝑐𝑜𝑠 (𝜃)

Eq. 13

Where T is the glass slide thickness, and OPD2 is defined as:

𝑂𝑃𝐷2 = 𝑛 𝐵𝐾-7 × 𝑇 𝑐𝑜𝑠𝜃 × 𝑐𝑜𝑠 (𝝅 -2𝜃) = 𝑛 𝐵𝐾-7 × 𝑇 𝑐𝑜𝑠 (𝜃)
× 𝑐𝑜𝑠 (𝝅 -2𝜃) Eq. 14

As result, the OPD in our system is:

𝑂𝑃𝐷 = 𝑂𝑃𝐷1 -𝑂𝑃𝐷2 = 𝑛 𝐵𝐾-7 𝑇 𝑐𝑜𝑠(𝜃)
(1 + 𝑐𝑜𝑠 2𝜃) Eq. 15

Since 1 + cos 2θ = 2𝑐𝑜𝑠 2 𝜃, we then have: 𝑂𝑃𝐷 = 2𝑛 𝐵𝐾-7 𝑇 𝑐𝑜𝑠 𝜃 Eq. 16 We can therefore obtain the angle dependence of the OPD as shown in Fig. 29, as marked by blue line. The OPD decreases with increasing incident angle, following a cosinusoidal form. As demonstrated in the inset, for the typical Kretschmann angle which is around 65~68 degree of incidence (under water), the OPD is between 1.26~ 1.12 mm.

Another case: the glass slide based shearing interferometer

As shown in Fig. 30, the simplest shearing interferometer is a glass slide as demonstrated by Bates in 1947 40 . In our approach, such simple glass slide interferometer (without prism and plasmonic layer) can serve to calibrate the wavelength-to-current sensitivity factor (S) of our laser source. (It can also be used as a first step to select a proper glass substrate for the SiSPR fabrication process, judging on the interference quality). To express latter on the wavelength-to-current sensitivity factor, it is important that we introduce glass slide based shearing interferometer and its OPD in this part. can be calculated. Again, we will performance our analysis on two sub-beams, i.e. Sub-beam1 (gray) and 2 (purple). In this example, the beam source first impinge from air (n=1) into the glass (n=1.5). Due to the difference of refractive index, beam 1 will be refracted while the beam 2 is reflected. Finally, beam 1 will be reflected again and undergoes another refraction and then over-lap with the beam 2.

In Fig. 30 (b), the wavefronts of the two sub-beams are depicted using gray dashed lines.

To calculate the OPD, we first consider the path length between the points of wave-front division and the recombination point for both beams. In case of sub-beam 1, it has traveled an optical length 'OPD1' while sub-beam 2 has traveled a length 'OPD2' (cf. Fig. 30 (c)). Another variable that is important in present discussion is the incident angle of the beam (1). When sub-beam 1 travels into the glass, it is first refracted as discussed earlier and then reflected by the glass-air interface with an angle of 2. Finally, the sub-beam 1 is refracted again and combined with the sub-beam 2. According to Snell's law, 2 is simply:

𝜃 2 = 𝑠𝑖𝑛 -1 ( 𝑛 𝑎𝑖𝑟 𝑛 𝐵𝐾-7
× 𝑠𝑖𝑛𝜃 1 ) Eq. 17

With 𝑛 𝐵𝐾-7 the refractive index of the glass material (e.g. BK-7 glass). Since we know 𝜃 2 , we can then determine OPD1 by following equation:

𝑂𝑃𝐷1 = 2𝑛 𝐵𝐾-7 𝐿 1 = 2 × 𝑛 𝐵𝐾-7 × 𝑇 𝑐𝑜𝑠 (𝜃 2 ) = 2 × 1.5 × 𝑇 𝑐𝑜𝑠 (𝜃 2 )
Eq. 18

Where for BK-7 glass slide that we use, the thickness of the slide is around 1 mm. To further calculate OPD2, L3 must be known. Therefore, we found that L3 equals to:

𝐿 3 = 2 × 𝑇 𝑐𝑜𝑠𝜃 2 × 𝑠𝑖𝑛𝜃 2 × 𝑐𝑜𝑠 ( 𝜋 2 -𝜃) = 2𝑇 × 𝑡𝑎𝑛𝜃 2 × 𝑠𝑖𝑛𝜃 1 Eq. 19
We therefore have OPD2 equals to:

𝑂𝑃𝐷2 = 2 × 1.5 × 𝑇 𝑐𝑜𝑠 (𝜃 2 )
-2𝑇 × 𝑡𝑎𝑛𝜃 2 × 𝑠𝑖𝑛𝜃 1 Eq. 20 we can now detail how the phase can be extracted in our compact system. As demonstrated in the inset, the OPD range between 2.7~2.3 mm from 40 degree incidence to 70 degree incidence.

Section 8-3. SiSPR interferogram and phase retrieval method

After this introduction on how interferences are generated in SiSPR and the OPD, this section will take a mathematical turn by describing how the phase can be extracted from an interferogram generated by a sinusoidal phase modulation within our system. The main focus of this section is to walk through the essence of the developed phase extraction method. For this purpose, our main focus here is on the six parameters that are involved in our phase extraction method, i.e. phase modulation depth (∆𝜙 𝑎 ), amplitude of current modulation (di), wavelength-to-current sensitivity factor (S), OPD (L), AC to DC ratio of laser intensity (μ). Through a brief mathematical introduction, we shall reveal what is the interplay between these variables and how do they affect the interferogram as well as the phase extraction method. To avoid an overly lengthy discussion, part of the derivation is actually shifted to the appendix while keeping only the essence of it. Interested readers are encouraged to read detailed discussion in this appendix as well as in the provided reference 41 on generalized lock-in amplifier method.

Before we start the mathematical development, it is important to state again the purpose of SiSPR and the corresponding problematics. As mentioned within the literature review we made, one of the major goal is to provide a phase sensitive SPR that does not require the use of expensive optoelectronic component such as piezo-acutator, AOM, PEM or wavelength tunable source with a large tuning range. These components mainly serves to provide a mean of phase modulation for phase extraction. It is then clear that one of the major challenge herein is to induce phase modulation for a lock-in amplifier based phase extraction, without using any of the above-mentioned item. Consequently, in terms of phase extraction, wavelength modulation of the laser source is the only viable solution for phase modulation. Moreover, this has to be done with a diode that is reasonably low cost (below 250 USD), such as laser diodes. This prevents the use of a widely tunable laser source for portable application. In general, the wavelength modulation is induced by placing a current modulation on the laser diode. In case of low wavelength tunability laser diode, this current modulation action would induce not only phase modulation but also amplitude modulation at the same time. This adds complexities for solving the phase as amplitude information cannot be readily distinguished from phase information. To be more specific, in the present study, we will be dealing with a Sinusoidal Phase Modulation (SPM) with a strong Amplitude Modulation (AM) at the same frequency. Such situation is not well addressed by conventional methods.

Herein, the Sinusoidal Phase Modulation is considered over a linear one due to noise consideration f . We will first use a SPM interferogram signal without AM to introduce the SPM interferogram. Using less complex SPM signal without AM as a starting point, we can introduce the nature of the signal in a more elegant fashion while these concepts are still pertinent to the case SPM with AM. Then a derivation for phase extraction method for SPM interferogram signal with AM is presented. Instead of using conventional lockin amplifier for phase extraction, a modified version of previously reported generalized lock-in amplifier is used.

Section 8-3-1. SPM interferogram without AM

The Eq. 21 below gives the mathematical representation of a SPM interferogram without AM:

f Sawtooth modulations induces so called "flyback" problem.

𝐼 𝑑𝑒𝑡 (𝑡) = 𝐼 0 [1 + 𝑚𝑐𝑜𝑠(𝜙 𝑚𝑜𝑑 -𝜙 𝑠 )] Eq. 21

Where I det is the interferogram signal, I 0 is a constant (no AM), "m" represents the contrast of the interferogram and L is the OPD. Since the Eq. 21 is a case of two beam interferometry, we know that ϕ mod an be expressed as ϕ mod (𝑡) = 2𝜋𝐿 𝜆(𝑡)

. In this way, we have:

𝐼 𝑑𝑒𝑡 = 𝐼 0 [1 + 𝑚𝑐𝑜𝑠 ( 2𝜋𝐿 𝜆(𝑡) -𝜙 𝑠 )] Eq. 22
In case of SPM, where wavelength is modulating sinusoidally with an angular frequency of ω, we can rewrite Eq. 22 :

I det = I 0 [1 + mcos ( 2πL λ 0 2 × dλ × sinωt -ϕ s )] Eq. 23
Where 𝑑𝜆 represent minute change in wavelength. Despite that Eq. 23 provide us with expression of SPM signal, it is not feasible to use 𝑑𝜆 as variable, since SPM is realized by modulating the current of diode. The current modulation typically induces heating or cooling of the laser, which finally lead to wavelength modulation. Simply put, amplitude of current modulation (di) is a more convenient from of variable as compared to wavelength modulation. Consequently, it is more practical to rewrite Eq. 23 into:

I det = I 0 [1 + mcos ( 2πL λ 0 2 × dλ di × di × sinωt -ϕ s )]
Eq. 24

In Eq. 24, we have found an intrinsic character of laser,

𝑑𝜆 𝑑𝑖

, which is referred to as wavelength-to-current sensitivity factor and will be noted as "S" hereafter. If we replace Again, "S" is an empirical property of a given laser which, judging from its formula, determines the degree of wavelength variation we can achieve with a given amount of current modulation. For the diode that is used in present work (VCSEL-ULM852-SingleMode-V22), this value is typically around 0.6 nm/mA. From above discussion, we can see that S will ultimately determine the extent of phase modulation. The laser with large S, such as tunable laser, could provide large range of phase modulation. While in case of VCSEL, considering its limited current working range and low wavelength tunability, the maximum extent of phase modulation naturally becomes a critical issue, if lock-in based method is applied.

To qualitatively comprehend the role of S in phase modulation, we should introduce now another important variable in SiSPR. That is the phase modulation depth, which will be noted as 𝛥𝜙 𝑎 hereafter. 𝛥𝜙 𝑎 can be expressed as: 

𝛥𝜙 𝑎 = 2𝜋𝐿 𝜆 0 2 ×

Eq. 29

Where 𝐽 i (Δ𝜙 𝑎 ) is the Bessel function of the first kind of i th order and having Δ𝜙 𝑎 as argument. In other words, an SPM interferogram (without AM) is a signal that is composed of a series of even and odd harmonics and the intensity of each harmonic component is determined by the value of Δ𝜙 𝑎 . For example, if Δ𝜙 𝑎 = 3.8317 rad (the value that we will be using in practice), the interferogram can be represented by: 

𝐼

Additional remarks on 𝚫𝝓 𝒂 and S

The value of Δ𝜙 𝑎 determines the waveform of the interferogram. Fig. 32 shows examples of waveforms obtained for different Δ𝜙 𝑎 . Due to the property of Bessel function 𝐽 i (Δ𝜙 𝑎 ), for large Δ𝜙 𝑎 values, our interferogram will have more weight on higher harmonics. All of these harmonics are transporting an information on the signal phase via a factor cos(ϕs) for even harmonics and sin(ϕs) for odd harmonics. To determine unambiguously the phase information, both cos(ϕs) and sin(ϕs) should be extracted. LIA on two harmonics can be used to do so (one odd and one even). Alternately, a Generalized LIA can be used to extract the phase from all the harmonics simultaneously. Confined by the length and scope of the thesis, readers are encouraged to find more detail in the appendix Section A1-A2.

Another point that worth discussion is the dependence of ∆𝜙 𝑎 on L, di and S. In reality,

for the lasers we have considered, S is typically on order of ~1 nm/mA, and the maximum value of di should be within the working range of the laser diode. In consequence the achievable phase modulation depth ∆𝜙 𝑎 is also limited and the thickness of the glass also matters.

Section 8-3-2. Phase extraction in SPM interferogram with AM

Now, we will consider the phase extraction in SPM interferogram with an additional AM, which is the case in practice. Therefore, in contrast with Eq. 10, we now have:

𝐼 𝑑𝑒𝑡 ~𝐼0 (1 + 𝜇𝑠𝑖𝑛(𝜔𝑡))(1 + 𝑚𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙) Eq. 30

We note that 𝜇 is the ratio between the modulation amplitude of the laser intensity and the averaged intensity of the laser. The extraction process can be divided in 3 steps as shown in Table 3. It can be shown that the phase extraction process is immune to the AM for ∆𝜙 𝑎 = 3.8317 rad ("criterion").

Table 3. Working flow of phase extraction in SiSPR

Criterion ∆𝜙 𝑎 = 3.8317rad

Step 1 Pass the SPM signal with AM through a high pass filter (f3db= 20Hz)

Step 2 Generalized Lock-in Amplifier (G-LIA) process with the following reference functions:

Reference X= cos(3.8317sin(t))

Reference Y= cos(3.8317sin(t))

Step 3

Phase extraction from the RX and RY outputs of G-LIA (from their analytical expressions)

To begin with, the Eq. 30 can be further expanded into:

𝐼 𝑑𝑒𝑡 ~𝐼0 [1 + 𝑚𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙)] + 𝜇𝑠𝑖𝑛(𝜔𝑡)[1 + 𝑚𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙)] Eq. 31
To extract the phase, we need to exclude 𝐼 0 through a high pass filtering (step 1). From

Eq.31, we shall separate the signal into two parts: ] - As is shown in detail in appendix section A2, we obtain the following results: Based on this result, we have our final governing equation for phase retrieval:

𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡1 ~𝐼0 [
𝑅 𝑋 = 𝐼 0 𝑚 2 𝑐𝑜𝑠 𝜙[1 + 𝐽 0 (2∆𝜙 𝑎 ) -2𝐽 0 2 (∆𝜙 𝑎 )] + 𝐼 0 𝑚𝜇 2 [𝐽 1 (2∆𝜙 𝑎 ) -2𝐽
𝜙 𝑆𝑃𝑅 = 𝑎𝑟𝑐𝑡𝑎𝑛2 [ (1 + 𝐽 0 (2∆𝜙 𝑎 ) -2𝐽 0 2 (∆𝜙 𝑎 ))𝑅 𝑌 -𝜇𝐽 1 (2∆𝜙 𝑎 )𝑅 𝑋 (1 -2𝐽 0 (2∆𝜙 𝑎 ))𝑅 𝑋 -𝜇𝐽 1 (2∆𝜙 𝑎 )𝑅 𝑌 ] Eq. 42

Final remark on phase extraction method

In this section, we have first defined the problematics and the methodology for SiSPR phase extraction. Through our discussion above, we managed to find a convenient phase modulation depth ( ∆𝜙 𝑎 = 3.8317 𝑟𝑎𝑑 ) to extract phase information from SPM interferogram with AM. To the best of our knowledge, such method is not proposed in any literature.

In practice, ∆𝜙 𝑎 is an implicit variable that can be manipulated linearly by playing with the amplitude of current modulation (di) (cf. Eq. 26 ). A stronger current modulation, leads to higher ∆𝜙 𝑎 . In other words, in practice, we control the harmonic components of the time-domain interferogram through di. Arriving at the very specific value ∆𝜙 𝑎 , in our case 3.8317 rad, requires pre-knowledge of a number of other variables. These variables includes wavelength of laser (𝜆 0 = 850 nm in our case), the optical path difference at Kretschmann angle ( ~0.78 mm as demonstrated in Fig. 29) related to the cover glass thickness and wavelength-to-current sensitivity factor S (0.6~1.2 nm/mA as will be shown later on). Since OPD and wavelength can be estimated with high precision and di is the controlled variable, this makes the estimation of S an important work. Only when S is 

𝛍

Relative depth of the amplitude modulation (can be expressed in percents).

Empirically measured before experiment precisely determined, can we obtain a precise ∆𝜙 𝑎 value and extract the phase information from the interferogram. For this purpose, we have set up an optical method for calculating the S value, as will be demonstrated in chapter 9. With the estimated S value, we will obtain the exact working point for the amplitude of di. For a more visual appreciation of the involved variables and their role, the list of parameters is provided in Table 4.

Section 8-4. SiSPR Laboratory prototype

A laboratory prototype has been established for SiSPR as shown in Fig. 33. The set-up helps to study the theoretical aspect of SiSPR as well as for designing a miniaturized prototype. The VCSEL laser used in present work is ULM852-10-TN-S46FZP with emission wavelength of 852 nm, 0.5 mW minimum emission power. The VCSEL typically has a threshold voltage (Vth) at ith=0.56 mA, while the current bias upper limit is 2.0 mA. To precisely reach a ∆𝝓 𝒂 of 3.8317 rad, the S for each VCSEL should be carefully measured, to makes sure the phase extraction procedure will work.

The VCSEL is mounted on a 1-D translational stage for fine control of the laser position.

This allow us to tune the collimation condition. A 3-D printer made spherical lenses holder is fixed onto the goniometer system. The prism holder also has four fixing points to anchor the SiSPR chip and the microfluidic system used to convey the analyte. The goniometer system has an angle resolution down to 0.014 degree. To detect the inteferogram, our tailor made detector is composed of: a dual channel amplifier/read-out circuit, two photo-detectors and one polarization beam splitter.

.

The detectors can then pick-up both S and P signal separately for calculating P-S differential phasogram. The detector is mounted on a rotating bar to search for Kretschmann angle. The bar is actually one arm of a goniometer whose rotation axis coincide with the laser spot on the plasmonic layer. The detector can move freely along the bar and perpendicular to it using a translational stage for fine adjustment. In this way, the detector can be placed at the position providing the best interferometric contrast for sensing. For fluidic sensing experiment, a PMMA microfluidic system is made via Versa 

Section 8-5. Fabrication of SiSPR chip

The fabrication process of SiSPR chip plays a vital role in the signal-to-noise performance of the sensing process. It can be mainly divided into two steps: First, Unlike conventional SPR, where the condition of the glass substrate has little effect on sensing quality, SiSPR sensing performance is strongly dependent on glass substrate.

As in case of any interferometry, the contrast is best when reference wavefront is perfectly collimated and paralleled with the signal wavefront. Having this in mind, we can infer that, in SiSPR, the contrast is largely determined by the quality of glass slide surfaces.

For example, if two faces of the glass substrate are not parallel, the SiSPR would have a reference beam and signal beam with slightly different propagation direction leading to reduced contrast level. Consequently, only glasses having highly parallel faces are selected for SiSPR.

For selection of glass, a glass slide based shearing interferometer system is set up as shown in the Fig. 35 below, to test the cover glass quality. The same beam source that we used in SiSPR laboratory prototype is used. In case of this set-up, we arbitrarily choose 65 degree incidence. The glass slide that can generate strong contrast without use of iris is selected. The size of the area with good contrast is also important. Some cover glasses have a good contrast over 1 cm area (Fig. 35 (c)-(e)), while some of them have good contrast in scattered and isolated area over the glass. In general, we use only the glass that has strong contrast over 1 cm. In a box of 100 glass slides, only 5-7% are of sufficient quality for SiSPR application.

After the selection process, gold and ZnO are deposited using a sputter system purchased from Industrial Technology Research Institute of Taiwan (ITRI) or using thermal evaporation (Plassys MEB400, for metal evaporation only, calibrated via AFM measurement of the deposited layer). The reflective layer is composed of 2nm of adhesion layer (zinc oxide) plus 8 nm of gold. The plasmonic layer is composed of 2 nm zinc oxide plus 47 nm of gold. In sputter process, the power of the plasma is around 30 W. For the gold evaporation, a linear calibration on film thickness against evaporation time is established for the system. Typically, 14 minutes 50 seconds of evaporation provide a film thickness of 47 nm. To evaluate the fabrication parameter and the sensitivity of the designed SiSPR chip, we have also carried out numerical simulation based on matlab code that is provided online g . The code is modified according to our fabrication parameter which can be found in Appendix Section A3. The simulation is made to calculate the reflectivity of an arbitrary multilayer stack at any angle of incidence, from the knowledge of the thicknesses of the materials and the Fresnel coefficients (determined by the complex refractive indices).

In the simulation, the metal and oxide film thickness is set as our fabrication parameter as shown above, except that plasmonic layer has a thickness between 44-50 nm to study the effect of film thickness on SPR sensitivity in both phase and amplitude. The wavelength is 850 nm. The coupling prism is BK-7 (n=1.514). The refractive index for ZnO is 1.9540, and it is 0.1649+5.374i for the gold layer. The simulation result can be seem in Fig. 36 and Fig. 37.

As shown in Fig. 36, the reflective dip of SPR typically has its sharpest slope on the left edge, irregards of the film thickness. Also, it is worth to note that film thickness has limited effect on the slope of the left edge. This makes amplitude sensing, if we use only the left edge, relatively insensitivity to film thickness 42 .

On the contrary, as can be seen in Fig. 37, film thickness can largely tune the slope of g http://eceweb1.rutgers.edu/~orfanidi/ewa/, from prof. Sophocles J. Orfanidis at Rutger University in United States the SPR phase response. As can be seen, the phase response has a 12.3 times difference Fig. 36 The simulation of SPR reflective dip with different film thickness.

Fig. 37 The simulation of SiSPR phase response with different film thickness.

between film thickness of 44 nm (469 rad/degree) and 49 nm (5771 rad/degree). The sharpest phase response is mostlikely to be found between 49 nm-50 nm of gold thickness.

As is well known, the sensitivity and dynamic working range of phase sensitive SPR has a trade off. The higher sensitivity, the narrower linear worknig range. For balance of the two characterisitc, we have choose a film thickness of 47 nm (nominally) for present study.

Chapter 9. Results and discussion

Section 9-1. Numerical Simulation

We will now verify the derived phase extraction method with a numerical simulation.

First, a simulated signal in form of SPM inteferogram with AM at ∆𝜙 𝑎 = 3.8317 rad.

Following the working flow in Table 3, the interferogram is sent to a digital 8 th order Butterworth filter and then to sent to our phase extraction method. Finally, 𝜇 is set at 0.5 which is around the empircal value used in the sensing experiments. The simualtion program is built via National Instrument LabVIEW 2014. The figure reveals the effect of contrast "m". Although m has no direct role in our phase extraction master equation (Eq. 42), it has a direct impact on the signal to noise ratio. As can be seen from the figure, the waveform degenerates from a signal with higher harmonic components into one having nearly only the fundamental frequency. This is because the m determines the magnitude of phase modulation terms in SPM interferogram (cf.Eq. 30).

Role of contrast "m" and 𝝁

In the Fourier spectrum of the interferogram (cf. Fig. 38 (b)), we can see the harmonic compositions of the signal under different combination of m and 𝜇. When m is much smaller than 𝜇, we can see clearly in this frequency domain that the signal has nearly only the fundamental frequency. In real measurement environment, the noise would be eventually larger than the signal harmonic components, when m is too small, resulting in very noisy phasogram as we will see.

Simulated phase extraction

To verify the vadality of the phase retrieval method, ϕ 𝑆𝑃𝑅 is set to vary from -𝜋 to 𝜋 with a slope of 0.1 radian per step as demonstrated in Fig. 39. The retrieved ϕ 𝑆𝑃𝑅 is then compared to the actual ϕ 𝑆𝑃𝑅 .

In the figure, the black curve is the ϕ 𝑆𝑃𝑅 while the red curve is the retrieved phase with m=0.01 and 𝜇=0.5 (very weak contrast and large current modualtion condition). We can see that even under such circumstances, the retrieved phase faithfully follows the ϕ 𝑆𝑃𝑅 between the entire -𝜋 to 𝜋 range, verifying the validity of the proposed method.

To see the effect of noise at low contrast, we carried out another round of phase extraction simulations, in the difficult case of a very weak contrast and a large AM (m=0.01 and μ=0.5). A Gaussian white noise with a standard deviation of 0.1 is added.

The result is shown in Fig. 39 with a blue trace. As can be seen from the figure, due to the use of Lock-in, ϕ 𝑆𝑃𝑅 can still be extracted in the entire -𝜋 to 𝜋 range. However, noise is very strong making highly precise measurement impossible.

In conclusion, the proposed phase extraction method can work between -𝜋 to 𝜋 full range. To guarantee a high signal-to-noise ratio in phase, it also is very important to select glass with high contrast.

Section 9-2. Determining "S" of VSCEL and "∆𝝓 𝒂 " of the SPM

To determine the S, the Linear Phase Modulation Interferometry (LPMi) is applied on the SiSPR chip using the laboratory prototype shown in Fig. 33. To precisely determine the OPD, and thereby precisely determine S, the SiSPR chip is placed at total internal reflection (TIR) angle for glass-air interface (41.8 degree). TIR angle if firstly obtained by the laboratory set-up without the SiSPR chip, by observing the vanishing of refracted Where I(t) in this case is in form of piece-wise linear function. Based on above equation, we can drive that:

Δ𝜙 = 2πL λ 0 2 SΔi Eq. 44
The advantage of this linear phase modulation interferogram is that the amount of phase change (𝛥𝜙) can be simply judge from the waveform peak-and-trough, since it follows a simple sinusoidal function. For example, as marked in the figure with the black arrow, as 𝛥𝑖 increases, we can observe Δ𝜙 from the waveform. Through a collection four h Δi=1.404 mA is achieved by setting laser diode at Vdc=2.0 V with a rampe of 0.6 V (The a current limiting resistor of 220 ohm is connect in serie with VCSEL) of 𝛥𝜙/𝛥𝑖 relation ship (from 𝛥𝜙=0 to 3π, spaced by π), we are able to construct a linear regression between 𝛥𝜙 and 𝛥𝑖 (cf. Fig. 40). From the fitted linear regression relationship in Fig. 41 , we know empirically that: 𝛥𝜙 = 12.9𝛥𝑖 Eq. 45

And we can derive from :Eq. 44 and Eq. 45 that:

𝑆 = 12.9 × 𝜆 0 2 2𝜋𝐿
Eq. 46

where, as stated earlier, L=2.26 mm, 𝜆 0 = 850 𝑛𝑚, we obtain S= 0.62 nm/mA for the VCSEL under consideration. Based on the obtained S value, we can now estimate the amount of 𝛥𝑖 needed to generate 𝛥𝜙 𝑎 = 3.8317 in case of SiSPR. This estimation is of vital importance as it lies at the core of SiSPR phase extraction. Typically, Kretschmann angle of water lies at 65 degree of incidence (cf. Fig. 36). Based on the result from Fig. 29, we know that the OPD is 1.267 mm for incident angle of 65 degree. We have therefore come to a 𝛥𝜙 𝑎 vs 𝛥𝑖 functions for SiSPR:

𝛥𝜙 𝑎 = 6.793 ( 𝑟𝑎𝑑 𝑚𝐴 ) × ∆𝑖(𝑚𝐴)
Which is for the case where Kretschmann angle is at 67 degree. Both of estimations are plotted in the figure. In case of 65 degree Kretschmann angle, it requires 0.56 mA to obtain meet the condition of 𝛥𝜙 𝑎 = 3.8317 for phase extraction.

Note that S value for each VCSEL has to be measured independently for precise estimation of S and 𝛥𝜙 𝑎 . The calculation demonstrated herein serves as an example, but the value may be subject to change depending on the diode used.

Fig. 41 Fitted 𝛥𝜙/𝛥𝑖 for evaluation of S value.

Section 9-3. Imaging of beam profile of SiSPR

In this part, we will provide an image based analysis on SiSPR interference fringe. To this end, a camera is made from model C170 webcam from Logitech TM , Taiwan. As shown in Fig. 42, the camera is used in place of the P and S photodetector in the laboratory prototype (cf. Fig. 33). To image the beam cross sectional profile, the camera is placed beyond the focal point of the coupling prism. This distance from prism, the beam is diverging slightly.

The captured SiSPR beam cross sectional profile and interference can be seen in Fig. 43.

The image is taken under idc=0.968 mA (Vdc=2.2 V) for VCSEL at different incident angles without any Δi.

For this particular set of SiSPR chip, the reflective layer is 8 nm of gold with 2 nm of adhesion layer. In the captured image, we can clearly observe the signal beam and We have also performed the same image process when SiSPR chip is place under deionized water using microfluidic channel. The result can be seen in Fig. 44. As we can see, the SPR dip is around 65.40 degree, near the simulation results. This angle will be used for SiSPR sensing experiments. We have observed a shape distortion in reference beam, which may likely originate from the relatively small size of prism as compared to beam size, which could be further optimized in near future.

Note that effect of reflective thickness can also be observed by imaging the cross sectional beam profile of SiSPR. As shown in Fig. 45, we compare the beam profile As can be observed from the figure, when reflective layer is overly thin, the intensity of reference beam would be too small to be observed in the image. Moreover, due to low intensity in reference beam, the contrast is strongly decreased. As result, the fringe can hardly be observed in the image. Therefore, the thickness of SiSPR's reflective layer needs to be carefully decided via image based analysis. For present work, the reflective layer is 8 nm of gold plus 2 nm of adhesive layer.

Section 9-4. SiSPR sensing performance:

In this section, we will examine the sensitivity (∆ϕ/Δn) of the SiSPR and compare it with the past literature. For this purpose, the SiSPR chip with 44 nm and 47 nm of plasmonic layer is tested against reference solutions.

To evaluate the sensitivity (∆ϕ/Δn) of SiSPR chips, glucose solutions are used as reference solutions as their refractive indices have well defined behavior at λ=850 nm with relationship of n = 0.0018xC + 1.33, where C is the glucose concentration in terms of weight percentage (w/w%). In this way, the phase response of the SiSPR chip with different surface refractive indices can be estimated. The glucose concentration for reference solutions ranged from 0 % to 11 % (w/w%), which is marked in the upper inset of the figure. The measured phase response is recorded to calculate the sensitivity later on.

Based on our calculation in chapter 9-2, we use a VDC of 2.35 V and a VAC=0.239 V to achieve a Δ𝜙 𝑎 of 3.8317 rad (Where S~0.62 nm/mA for this typical VCSEL). The 𝜇 is measured to be 0.59. Before the measurement, a rough scanning of SPR angle is performed with CCD to find the dip. Then, the P & S photo-detectors are placed around 0.35 o higher than the resonance angle. A good level of contrast, as can be seem in Fig. 46, is of fundamental importance to obtain low noise sensing results.

Fig. 47 and Fig. 48 reveals the phase response of SiSPR chips with 44 nm and 47 nm of plasmonic layer thickness. The sensing process are comprised of three consecutive cycles for obtaining statistically significant data. Each cycle starts with D.I water (n as a baseline, followed by several glucose reference solutions. For example, in Fig. 47, solution of 0.75% (n=1.33135), 0.75% (n=1.33135), 1.00% (n=1.33180), 1.50% (n=1.33270), 1.75% (n=1.33315), 2% (n=1.33360) and 2.5% (n=1.33450), 3% (n=1.33540), 4% (n=1.33720), 6% (n=1.3408), 7% (n=1.34260), 9% (n=1.34620) and As can be seen from the figures, when the glucose concentration in the microfluidic channel rises, we observe a monotonic increase in the P-S phase signal. In P/S amplitude sensorgram, we observed first a reflection dip followed by increase in reflection. This trend is expected as we start with an incident angle a bit higher than the resonance angle. Being near the center of the reflective dip, it allows us to give a good estimation of maximum phase sensitivity. In case of the 44 nm plasmonic layer, we have The noise of the phase noise for our measurement is typically around 0.0002 rad over a period of 150 seconds. We have therefore obtain the Δn 𝑚𝑖𝑛 for SiSPR chip around 2.1x10 -6 RIU at 44 nm and 1.2x10 -6 RIU at 47 nm. And the linear range for the SiSPR chip is 0.0072 RIU for 44 nm of SiSPR chip and 0.0018 RIU for chip with nominal thickness of 47 nm.

The result, which indicate sharper phase response with increasing plasmonic film thickness, is as predicted based on a matlab simulation code mentioned in Section.8-5

which is made to calculate the reflectivity of an arbitrary multilayer stack with varying surface refractive index (to simulate the reference solutions), from the knowledge of the We now proceed to discuss this ∆ϕ 𝑚𝑖𝑛 and the corresponding ∆n 𝑚𝑖𝑛 . In present context, ∆n 𝑚𝑖𝑛 is defined as the limit of detection of the system. Therefore, noise of the system is firstly determined from standard deviation of a static measurement. The "static measurement" is made when SiSPR chip is placed in background solution for a long period of time without any perturbation in microfluidic channel. The noise in P-S phasogram is determined from a data with 300 seconds of measurement and with 3000 points of data. In case of the 47 nm of plasmonic layer, where the slope of phase response is sharpest, we have measured a noise around 2 x10 -4 radian. The phase noise level is around 2 times smaller as compared to literature 31 , which may be attributed to the monolithic design in combination with the performance of generalized Lock-in Amplifier.

In context of metrology, the minimally detectable signal, i.e the limit of detection, has to be at least 3 times the size of the noise to be regarded as statistical meaningful signal.

Since ∆𝜙/∆𝑛=475 rad/ RIU, we therefore conclude, for P-S phase detection, that Therefore, we have come to a first conclusion that, using SiSPR setup, phase measurement provides a 17 times better resolution as compared to amplitude based measurement. Since that P/S amplitude sensogram and P-S phasogram is obtained by entirely identical system and signal processing method, we consider this comparison provides a rather fair ground. We would like also to discuss the implication of the interesting data above. As shown earlier, despite the nominal 47 nm design, our chip still has less ∆𝜙/∆𝑛 slope as compared to the simulation results. According to the simulation, if we increase plasmonic layer thickness to 49 nm, the simulation result suggest a slope dependence of lasing wavelength of (S) of 0.6 nm/mA. In SiSPR phase extraction process, we have a sinusoidal wavelength modulation amplitude of 0.34 nm j . In other words, it would lead to a 0.68 radian of phase drift if there exist only a 1 degree temperature perturbation in laboratory environment. It is therefore strongly required to use differential interferometry set-up to taken out this temperature drift effect.

∆𝑛 𝑚𝑖𝑛 = 1 
Aside from temperature, differential phasogram also help to ease strain induced chip deformation when micro-fluidic channel is performing withdraw/forward action. This strain leads to phase drift (most frequently in forms of spikes), presumably due to change in optical path length when chip is deformed under fluidic pressure, which can be clearly observed with a camera by looking at the fringes when withdrawing solution from the j Corresponding to Δ𝜙 𝑎 of 3.8317, induced by a Δ𝑖 of 0.56 mA. microfluidic channel. Again, this kind of strain induced spikes, are presented equally in S polarization and P polarization, and can therefore be simply canceled out by extracting the P-S phase. The same idea applies to P/S amplitude information as compared to the only P amplitude information, where changes in the optical source amplitude are compensated by performing the ratio of the two amplitudes.

In brief, the P-S differential phasogram is strongly suggested in SiSPR measurement due to unique design of the phase extraction process. However, the readers should note that a temperature PID controller might still offer further stabilization in the near future, since P-S phasogram cannot exclude the temperature effect on the refractive index of aqueous solution despite this effect is undesirable.

Section 9-5. Preliminary bio-sensing Data

In this section, we demonstrate the preliminary result of biosensing using SiSPR sensor chip. To begin with, Tro4 aptamer 43 is modified SiSPR chips and the reactions are monitored via the P-S phasogram. We will use diffusion limited Langmuir model to have a closer look at the surface modification condition. Finally, we will introduce our preliminary results on the cardiac troponin I detection.

"Aptamer" refers to a short strand DNA that has a functionality of antibody to a specific protein. Due to the room temperature stability, ease of synthesis and the potential for further chemical structure amendment, aptamer has been widely applied as probe molecule in detection of Platelet-Derived Growth Factor (PDGF) [START_REF] Chang | [END_REF] , interferon gamma for Tuberculosis screening 16 and human chorionic gonadotropin detection 15 .

In 2015, Hunho Jo et. al. 43 has reported a series of Aptamer obtained by "Systematic Evolution of Ligands by Exponential enrichment" (SELEX) 44 for detection of Cardia Troponin I (cTnI). cTnI is considered as a gold standard biomarker for screening of Acute Myocardial Infraction (AMI) 45 There are some points that worth discussion before we continue to explore the cTnI detection results. First, judging on papers from Peterlinz et. al. 46 and Peterson et. al. 47 , ∆n for ssDNA modification is on order of 10 

∆n = 𝑛 𝑚𝑎𝑥 (1 -𝑒 -𝑘𝑡 1 
2 )

The results is shown in the inset of Fig. 53. The fitting indicates that for surface modification of Tro4 with 2 M concentration, the fitting gives:

∆n = 0.0029(1 -𝑒 -0.038𝑡 1 
2 ) with R 2 of 0.96

And for Tro4 modification with 250 nM, the fitting gives

∆n = 0.0014(1 -𝑒 -0.040𝑡 1 
2 ) with R 2 of 0.96

For both cases, the maximum amount of surface modification (𝑛 𝑚𝑎𝑥 ) is smaller than 0.00968. The difference may partly due to the stem-loop structure 43 of the Tro4 aptamer which requires more free space for ease of steric effect. efficiency. Based on the fact that ∆n 𝑇𝑟𝑜4 (the red trace in the figure) is 0.001375 when 5000 s of surface modification is done and ∆n 𝑐𝑇𝑛𝐼 is around 0.0001 as shown in the inset, we conclude that there is around 7% of surface Tro4 bound of cTnI at 120 nM. This value is much lower judging from the reported 270 pM KD 43 . With a dissociation constant of 270 pM, based on chemical kinect, we can derive that:

270 𝑝𝑀 = [𝐴] × 120𝑛𝑀 [𝐴𝐵]
Where [𝐴𝐵] is the cTnI bound Tro4 and [A] is the free Tro4. As results, we know that

[𝐴] [𝐴𝐵] = 270 𝑝𝑀 120 𝑛𝑀 = 0.225 %
In other words, 99.78 % of Tro4 should be complex with cTnI as compared to what we have measured. We considered that the difference in binding performance is due to buffer background. In the reports from Jo. et. al. 43 , they uses PBS with 10 mM of NaCl, 5 mM of KCl and 1 mM of MgCl2. Apparently, the Tro4 in such condition has much more effective charge (longer Debye length). Moreover, Tro4 would have more stable secondary structure due to the presence of Magnesium ion and lack of EDTA. Therefore, in the future work, we would substantial change the buffer background to reach the maximum performance of the sensor.

Section 9-6. Summary and conclusion on SiSPR

In this second part of the thesis, we have demonstrated novel SiSPR biosensor device from working principle, theoretical derivation, to the analysis of the detection limit and we have provided some preliminary sensing result. Through the demonstration, we have shown a novel SPR device that allows phase sensitive measurement to be carried out on conventional Kretschmann configuration down to 10 -6 RIU. SiSPR combines the advantage of amplitude based SPR measurement with the sensitivity from phase sensitive SPR.

The double layer design of the SiSPR allows interference fringes to be generated without the need for extra beam splitters or mirrors. This monolithic design is also less sensitive to environment vibrational noise. Using current-induced phase modulation, we avoid the use of expensive phase modulator such as AOM, piezo-actuators or PEM, that are key components for phase extraction method but too costly and bulky for really portable application.

To extract the phase information from a current-induced phase Through a series of sensing experiment on glucose solution, we have demonstrate that the SiSPR has a Δ𝑛 𝑚𝑖𝑛 on order of 10 -6 RIU, which is the same as reported in other phase sensitive SPR, despite not to the very limit of it (~10 -7 RIU). Through the phasogram, we have also demonstrated why differential interferometry is crucial for stable measurement of SiSPR. Judging on the phase response of SiSPR, we came to conclusion that SiSPR can be more sensitive than its amplitude measuring counterpart at 47 nm of plasmonic layer. It would be one of our future goal to see if it provides more sensitivity advantage when the film thickness reaches an ideal value.

Before the end of chapter 9, we have also demonstrated a preliminary surface modification results for Tro4 aptamer with different surface modification condition. In static non-flowing surface modification process, Tro4 aptameric probe lead to ~3x10 -3 RIU changes. It seems that initial aptameric concentration may help to control the surface probe density. A cardiac Troponin I sensing experiment is conducted to reveal the efficacy of biosensing using SiSPR. Preliminary results indicates that a 60 nM cTnI detection is possible with SiSPR. We believe that buffer composition may greatly improve the sensing limit, judging from the literature review. As a last remark, we point out that the most technical aspects regarding the integration of the portable prototype can be found in the appendix (sections A3-A5).

that SiSPR may provide more sensitivity advantages with optimized layer thickness, based empirical data and simulation. To the best of our knowledge, SiSPR is not reported to any literature up to the moment. Before the end of thesis, we have demonstrated preliminary results on biosensing using SiSPR. The attempt is not just to showcase the performance but also to build protocol of DNA aptamer probe modification and detection.

Considering the scope and conciseness of the dissertation, SiSPR integration with smartphone platform is not detailed in the main body of the work. The readers are encouraged to find more discussion in appendix, where an android-Arduino driven SiSPR platform is proposed. Also, readers may find an extended French abstract in the end of the dissertation.

From our point of view, the combination of phase sensitive plasmonic chip with portable platform has opened up many possibilities, as well as un-solved questions, that will be the target of pursue in near future.

"Sensitivity" of SiSPR is among many interesting issues that deserves attention and further research efforts. We have indeed preliminarily addressed the sensitivity of SiSPR in terms of minimally detectable refractive index which is 1.26x10 -6 RIU. However, from bio-medical point of view, this superior of sensitivity has to be put in context of diagnostic, to have an indication n and to validate its value. Consequently, we propose here two n By the word "Indication", the author refers to the reason to use a certain diagnostic tool, curing strategy in a specific symptom. Although this term is widely used in biomedical field, it is noted here for the possible research directions and some insights on SiSPR's sensitivity. First, when amplification reaction is considered, superior sensitivity leads to fast on-set time and reduced miscellaneous amplicon due to prolonged reaction time. In this perspective, we believe that Hybridization Chain Reaction (HCR) from Roberts M. Dirks et. al. 48 may be a good method to combine with SiSPR. The combination may lead to iso-thermal detection of ultra-low target concentration with reduced diagnostic time. In another perspective, it would also be interesting to compare the sensitivity of SiSPR with market/clinically approved ELISA kits. While SPR has advantages in real-time detection without the need for molecular tagging, ELISA remains one of the most commonly used tool for the study of bio-chemical reaction or clinical diagnostic tool. Sensitivity is among one of the issue to be resolved. Several past literatures 49,50 has indicated that ELISA has sensitivity advantages over conventional amplitude based SPR by a factor of 10~100. For example, Lofgren et. al. has indicated that, in sensing of anti-panitumumab Ab, ELISA has a detection limit of 10 ng/mL while a commercially SPR can reach only 1 g/mL.

With 20 times more sensitivity, SiSPR may provide the same sensitivity as that of ELISA while offering real-time and label-free advantages.

Asides from sensitivity, we foresee the need for imaging base SiSPR. As is well-known, multi-target sensing panel very often improves detection sensitivity, selectivity and diverse range of reader that are potentially interested to this dissertation.

provide many complementary information thereby making SPR a more powerful device.

For example, in case of Tuberculosis rapid detection 29 , sensing panel composed of endotoxin and surface protein provides an alternative choice asides from conventional blood smear test. To this end, two technical barriers need to be addressed. To begin with, we need to provide a stringent multi-probe modification method. This is one of the under development technology that we have been working on. Our proposition is to use thiolene click chemistry together with a UV exposure system, instead of conventional thiol- 

Section A2. Detail in phase extraction

In this section, we provide a more detailed derivation of SiSPR phase extraction method.

In section 8-3-2, we know that 𝐼 𝑑𝑒𝑡-1 and 𝐼 𝑑𝑒𝑡-2 and we know the Rx and Ry for part 1 ]𝑑𝑡 2𝜋 0

𝑅 𝑋-𝑝𝑎𝑟𝑡1 = 1 2 𝑐𝑜𝑠𝜙 × 𝑚 × 𝐼 0 × (1 + 𝐽 0 (2𝑎) -2𝐽 0 (𝑎) 2 ) A.7 𝑅 𝑦-𝑝𝑎𝑟𝑡1 = 1 2 𝑠𝑖𝑛𝜙 × 𝑚 × 𝐼 0 × (1 -𝐽 0 ( 2𝑎 
A.9

RX for ○ 1 gives zero. RX for ○ 2 gives:

𝑅 𝑋 = 1 2𝜋 ∫ 𝑚𝜇𝑐𝑜𝑠𝜙 × 𝐽 0 (𝑎)𝑠𝑖𝑛(𝜔𝑡)[𝐽 0 (∆𝜙 𝑎 ) + 2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡) 𝑁 𝑛=1 ]𝑑𝑡 2𝜋 0 A.10
Again, RX for ○ 2 is zero. RX for ○ 3 gives:

𝑅 𝑋 = 1 2𝜋 ∫ 𝑚𝜇𝑐𝑜𝑠𝜙 𝑖𝑛(𝜔𝑡)[2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡)] 𝑁 𝑛=1 [𝐽 0 (∆𝜙 𝑎 ) + 2𝜋 0 2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡) 𝑁 𝑛=1 ]𝑑𝑡 A.11
The term in the integrand proportional to sin(ωt) gives zero. We can further simplify the signal as:

𝑅 𝑋 = 1 2𝜋 ∫ 4𝑚𝜇𝑐𝑜𝑠𝜙𝑠𝑖𝑛(𝜔𝑡)[∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡)] 𝑁 𝑛=1 [∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡) 𝑁 𝑛=1
]𝑑𝑡 2𝜋 0

A.12

Since cos(a)sin (𝑏) = Certains travaux utilisent ainsi ce type de sources pour réaliser l'excitation de Résonance de Plasmon de Surface 7 , technique de choix pour la détection d'éléments biochimiques. Les smartphones possèdent aussi des caméras intégrées, des CMOS pour la plupart, pouvant naturellement être utilisées comme puissance-mètre optique 4,8,9 . En sus d'une puissance de calcul relativement importante, les smartphones peuvent également fournir une connexion à d'autres systèmes intégrés par connexion sans fil ou USB. Ces connecteurs peuvent également servir de source de puissance pour alimenter des capteurs intégrés venant suppléer le smartphone (e.g. protocoles USB-On-The-Go ).

Dans ce contexte favorable à la « e-santé » visant à alléger le coût des systèmes de soin et de dépistage, et compte tenu de l'intégration croissante de micro-capteurs à visée métrologique au sein des dispositifs électroniques intelligents (gyroscope, capteur à effet hall, etc.), l'utilisation de smartphones comme plateforme technologique disponible au « chevet du malade » (Point of Care, POC) pour du diagnostic ponctuel, ou du suivi, est une approche émergente appelée à se développer. Par ce biais, des diagnostics ou des tests médicaux pourront être réalisés de manière « décentralisée », en contraste avec les modèles conventionnels de diagnostic qui s'effectuent dans les laboratoires d'analyse et les hôpitaux, réduisant alors le coût lié au transport de ressources médicales vers les centres de soins, la mobilisation de personnels médicaux, etc. Ce scénario est supporté par des rapports issus du secteur public. Par exemple la FDA (Food and Drug fréquentielles, sources de bruit. Les éventuelles modifications dans l'amplitude du signal modulé pouvant être provoquées par un changement de couleur en cas d'agrégation (cf. Fig. 3) sont affichées sur l'interface utilisateur de l'application qui présente la transmission optique en temps réel.

Analyse des signaux

Pour qualifier les performances du prototype, les performances des voies audio pour enregistrer et générer des signaux ont été analysés. La Fig. 4 (a) montre que la voie audio de sortie permets de générer une tension d'amplitude allant de 2 mV à 240 mV. Une fréquence de 4kHz peut être atteinte sans distorsion notable du signal ; au-delà , en revanche, une distorsion est observée (cf. 
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 2 Fig. 2 Samsung Note 2 front LED panel emission spectrum The spectrum were measured via a commercial UV-Vis spectrometer in National Taiwan University. The Samsung Galaxy note 2 were arbitrarily chosen for demonstration.
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  a), while the top view and side view of the system can be seen in Fig. 11 (b) and (c). During SBLIA-AuNP colorimetry DNA sensing measurement, AuNP sample with different levels of target DNA is placed in the cuvette for measurement. The intensity of the laser diode (ADL65052TL from Roithner LaserTechnik) is sinusoidally modulated. The modulation waveform is provided by the
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 10 Fig. 10 Digital Lock-In Amplifier Algorithm.
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 11 Fig. 11 SBLIA-AuNP colorimetry system overview. (a) The electrical circuit and the system diagram of SBLIA system (b) reveals system front view, and (c) is the system side view. (d) User-Interface (UI) of the android application. The upper plot shown in the UI is the normalized raw waveform data from audio input channel. The lower plot is the phase/amplitude sensogram data.
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 12 Fig. 12 typical DNA sensorgram of sLIA "smart" biosensor.

  ) and (c) shows typical audio jack output waveforms which are acquired via a data acquisition card from National Instrument (DAQ-USB X series). Fig.13 (b) is recorded by directly connecting the audio phone output channel to the reading channel. In present context, the audio output is set to provide a sine voltage function to drive the laser diode, i.e.:𝑉 𝑎𝑢𝑑𝑖𝑜 𝑜𝑢𝑡 (𝑡) = 𝑉 𝑎𝑢𝑑𝑖𝑜 𝑠𝑖𝑛 (2𝜋𝑓𝑡) Eq. 11

Fig. 13

 13 Fig. 13 Evaluating the audio output channel as SBLIA function generator (a) Vaudio out(t) signal from the audio output channel for different Vaudio. The inset is a magnified view of the Vaudio out(t) waveforms under low Vaudio. Based on the figure, it is clear that the audio channel noises are more prominent when Vaudio is relatively small. (b) Vaudio out(t) recorded under the same Vaudio at different time. (c) Vaudio out(t) with increasing working frequency (from top to bottom: 1 kHz, 4 kHz and 9 kHz respectively).

Fig. 14

 14 Fig. 14 Noise level and effect of working parameters on the developed SBLIA system. The evaluation of SBLIA performance and working parameter are carried out with the cuvette left empty without AuNP. (a) 1/f flicker noise spectrum. The evaluation is carried out under f=2.5 kHz and τ=200 ms. The inset presents a typical SBLIA sensogram that is used for statistical analysis of NSR. (b) noise measured under different level of output Vaudio. The evaluation is carried out under f=2.5 kHz and τ=0.4 ms. (c) demonstrates the NSR under different level of τ. The measurement is made under f =2.5 kHz with 40 mV of output V0 . The standard deviation of estimated noises are made from three independent tests.
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 2040 80 and 120 nM. The target DNA is 15-mer in length and is complementary to a 15-mer probe strand. The probe ssDNA is always 200 nM for all samples regardless of the target complementary DNA concentration In this experiment, the SBLIA works under the optimized parameters, i.e. f=2.5 kHz, τ = 60 ms and Vaudio=40 mV. Finally, the SBLIA-AuNP colorimetry results are compared with a commercial UV-Visible spectrometer. UV-Visible spectrometer being generally considered as gold standard tool for colorimetry detection. The spectrometer was set to have an averaging time around 60 ms in order to compare both system on a fair basis. A typical UV-Visible spectrum for AuNP samples with different concentrations of target DNA is shown in Fig. 15 (a). As revealed by the spectrum, the absorbance between 550 nm to 700 nm increases as target DNA concentration increases. This corresponds to an AuNP sample color change as shown in Fig. 15 (b) from red to dark purple, when target DNA concentration increases.As explained earlier, this is due to the fact that AuNPs tend to aggregate in salt environment when dsDNA presents. This aggregation leads to change in the AuNP sizes which alters the localized surface plasmon resonance spectrum.
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 15 Fig. 15 (c) demonstrates a typical DNA SBLIA-AuNP colorimetry sensogram. Judging
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 15 Fig. 15 SBLIA-AuNP colorimetry DNA sensing (a) UV-Visible spectrum of the AuNP sample solution. The sample solution contains 200 nM of ssDNA with different concentration of target DNA. (b) An image of the sample solutions and a scheme of the AuNP DNA sensing mechanism. (c) SBLIA-AuNP colorimetry DNA sensing amplitude sensogram. The concentration of target DNA is marked and the blue spike in the figure indicate the spike due to change of sample. (d) Calibration curve for the SBLIA-AuNP colorimetry system (blue trace)
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 17 Fig. 17 SPR optical set-up based on Kretschmann Configuration.

Fig. 18 .

 18 The chip is composed of a glass slide sandwiched by a plasmonic layer and a reflective layer. The extra-reflective layer, leads to division and recombination of the beam wavefront. As a result, a shearing interferometer is integrated within a plasmonic chip.The monolithic SiSPR chip provides the merit of being less vulnerable to mechanical vibrations than other conventional homodyne interferometers. To extract the phase, a sinusoidal modulation of the laser wavelength is used to induce Sinusoidal Phase Modulation (SPM). Although not trivial, several options exist to recover the phase
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 18 Fig. 18 An overview of SiSPR optical set-up.

  For example, Siu-Pang Ng et. al. have demonstrated a differential spectral phase sensitive SPR through Michelson interferometer design as can be seen from Fig.2037 . By use of a white light source, they are able to carry out phase interrogation over a range of wavelength as shown in Fig.20.(a). In this case, the phase information is retrieved via a spectral analysis. Due to a slight path unbalance between the two arms, a 'grooved' spectrum is obtained, similar to what can be observed in a Fabry-Perot interferometer where the light interferes constructively and destructively depending on the wavelength.The spectral pitch between peaks and valleys change if a phase shift is present, providing

Fig. 19

 19 Fig. 19 Homodyne interferometers: (a) Mach Zehnder and (b) Michelson.

Fig. 20 .

 20 Fig. 20. Differential spectral phase sensitive SPR from Siu-Pang Ng et. al. A Wollaston prism is used to separate the two polarization components and perform the differential analysis.

Fig. 21 .

 21 Fig. 21. Phase interrogation result on sodium chloride solution from Siu-Pang Ng et. al.

  ) and (b).In this Fig.23 (a), the signal and reference beams are frequency shifted by acousto-optical modulators (AOMs), generating a 40 MHz-shifted beam and a 40.06 MHz-shifted beam.When the two beams are multiplexed by a beam splitter, a low frequency beating occurs at the frequency difference (i.e. 60 kHz) as shown in (cf. Fig.23 (b)). Then, any change in the signal phase induces a phase lag or a phase advance in the observed beating. In this way, the phase information can be extracted by measuring the phase of the beating signal.

Fig. 23

 23 Fig. 23 Heterodyne detector (a) optical set-up (b) corresponding interferogram.

Fig. 25 )Fig. 24

 2524 Fig. 24 Polarimetry interferometer.

Fig. 25

 25 Fig. 25 Monolithic phase sensitive sensor chip from US. Pat. No. 0218738A1.

Fig. 26

 26 Fig. 26 Major optical component and beam 1 of SiSPR comprising a bi-reflective layer (metal coating on each side).

Fig. 27

 27 Fig. 27 Different beam portions within the SiSPR.

  Fig. 28 Wave-front division and OPD calculation in SiSPR.

Fig. 29

 29 Fig. 29 Angle dependence of OPD in SiSPR. The blue line indicates the OPD while the black line with circle symbol indicates OPD1 and the triangle symbol mark the OPD2. The inset provides OPD-incident angle dependence between 64-70 degree of incidence.

Fig. 30 (

 30 Fig. 30 (a) demonstrates how in general the glass slide based shearing interferometer

Fig. 30

 30 Fig. 30 Glass slide based shearing interferometer (a) optical set-up of a glass slide based shearing interferometer (b)-(c) wave-front analysis in a glass slide based shearing interferometer for a given beam incident angle

Fig. 31

 31 Fig. 31 blue trace shows the angle dependence for this OPD. Having established the OPD,

Fig. 31

 31 Fig. 31 Angle dependence of OPD in glass slide based shearing interferometer. The blue line indicates the OPD while the black line with circle symbols indicates OPD1 and the triangle symbols mark the OPD2. The inset provides OPD-incident angle dependence between 40-70 degree of incidence.

  dλ di by S, we then have our final expression for SPM interferogram with I 0 = 𝑐𝑡𝑒 (no AM) × 𝑑𝑖 𝑠𝑖𝑛(𝑤𝑡) -𝜙 𝑠 )] Eq. 25 Wavelength-to-current-Sensitivity factor (S) and phase modulation depth (𝜟𝝓 𝒂 )

  𝑑𝑒𝑡 ~𝐼0 + 𝐼 0 mcosϕ s [-0.402 + 0.806 cos(2ωt) + 0.51 cos(4ωt) + ⋯ ] -𝐼 0 msinϕ s [0.8406 sin(3ωt) + 0.226 sin(5ωt) + ⋯ ] Since J 0 (3.8317) = -0.402 , J 1 (3.8317) = 6.84 × 10 -4 , J 2 (3.8317) = 0.403 , J 3 (3.8317) = 0.4203, J 4 (3.8317) = 0.25535 and J 5 (3.8317) = 0.113.

Fig. 32

 32 Fig. 32 The SPM interferogram for several phase modulation depths (a)𝛥𝜙 𝑎 =2 rad, (b)𝛥𝜙 𝑎 =4 rad, (c) 𝛥𝜙 𝑎 =6 rad.

1 2𝑚𝜇𝑠𝑖𝑛𝜙𝐽 1 (

 11 ∆𝜙 𝑎 ) Eq.35 These signals are then digitally mixed with our reference function giving: 𝑝𝑎𝑟𝑡2 ̃] × 𝑠𝑖𝑛(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡)) 𝑑𝑦 Eq.37 

Fig. 33

 33 Fig. 33 SiSPR laboratory prototype.

Fig. 34

 34 Fig. 34 SiSPR chip with microfluidic system (a) SiSPR chip coupled with microfluidic before fix onto the laboratory prototype (b)SiSPR chip coupled with microfluidics and fixed onto the prototype for measurement .

Fig. 35

 35 Fig. 35 SiSPR substrate glass selection system. (a) system overview. (b) rulers for marking different area on the glass substrate. (c)-(e) the holder allows the glass slide to have a degree of freedom to move in the holder, so that contrast level at different area may be examined.

Fig. 38 (

 38 Fig. 38(a) shows simulated interferograms signal with different levels of m and 𝜇.

Fig. 38

 38 Fig. 38 Simulation signal of SPM intergerogram with AM. (a) waveform of the interferogram when 𝜇 =0.5 under different m. (b) The Fourier spectrum of the interferogram in (a).

Fig. 39 40 .

 3940 Fig. 39 Simulation of ϕ SPR retrieval.The difference between ideal ϕ SPR (black line) and the retrieved phase (red line) without noise is negligible so that two curves are actually merged together. Blue curve indicates the phase retrieved under condition of large noises and very weak contrast.

Fig. 40 .

 40 Fig. 40. Laser intensity normalized LPM interferogram.

Fig. 42

 42 Fig. 42 optical set-up for imaging of the SiSPR beam cross section profile .

Fig. 43

 43 Fig. 43 image of SiSPR fringe and beam cross sectional profile.

Fig. 44

 44 Fig. 44 SiSPR signal when device is under pure water.

Fig. 45

 45 Fig. 45 Image of SiSPR signal with different thickenss of reflective layer.

Fig. 46 Fig. 47 Fig. 48

 464748 Fig. 46 Interferogram from p-polarization and s-polarization of SiSPR signal.

observed 3 . 49 .

 349 00 radian over 0.0198 refractive index change, while it is 3.25 radian for 0.0108 refractive index change when plasmonic layer is 47 nm. Based on the phasogram shown in Fig. 47 and Fig. 48, ∆ϕ vs Δn calibration curves are built to discuss sensitivity (∆ϕ/Δn), dynamic range and minimum resolvable signal of the SiSPR chip. The result can be seen in Fig. Linear fits are applied to the curve to obtain the sharpest response of the chip. The fitted results indicates that: ∆ϕ = 226n -304 for SiSPR with 44 nm plasmonic layer ∆ϕ = 475n -637 for SiSPR with 46.7 nm plasmonic layer

Fig. 49 PFig. 50 .

 4950 Fig. 49 P-S phase response vs refractive index

  0006 𝑟𝑎𝑑 = 1.26 × 10 -6 𝑅𝐼𝑈 Same calculation is performed on amplitude response of the SiSPR chip, based on the

Fig. 51 ,

 51 Fig. 51, to evaluate the claimed sensitivity advantage of phase measurement against

Fig. 50

 50 Fig. 50 Simulation on SiSPR phase response upon different refractive index. The color of the trace marks the phase response of SiSPR at different incident angle as marked in the legend.

Fig. 51

 51 Fig. 51 SiSPR P/S amplitude response vs refractive index. The P/S amplitude response as well as the noise, are normalized by the intensity of the reflective dip for comparison of between chips.

Fig. 52 P

 52 Fig. 52 P-S phasogram and P polarized phasogram in detection of different glucose solution.

  . Based on report from Hunho Jo et. al., they have reported a "Tro4" 40 mer aptamer sequence that has a dissociation constant (Kd) of 270 pM for cTnI monomer and has a Kd of 3.10 nM even for Troponin Complex. In the reported electrochemical sensing experiment, the aptamer can reach a limit of detection around 1 pM (S/N=3), which is lower than clinical cut-off value of 70-400 pg/mL. This suggest a high clinical value of such screening in case of AMI. Since AMI is an indication that suits the targeted application of the portable diagnostics, surface modification of Tro4 aptamer for cTnI detection is selected as a demonstration of bio-sensing efficacy in present work. The sequence of the Tro4 is 5'-TTT TTT CGT GCA GTA CGC CAA CCT TTC TCA TGC GCT GCC CCT CTT A-3' (46 mer). The synthesis of the sequence is carried out by Purigo TM in Taiwan. The 5' end of the Tro4 aptamer is modified with a thiol functional group for reaction with SiSPR gold surface. The running buffer for the sensing process is a 1X TE buffer (10 mM Tris + 1 mM EDTA from Protech Technology Enterprise) with 1 M NaCl. Thiolated Tro4 is firstly mixed with 20 mM of TCEP (Tris(2-Carboxyethyl)phosphine hydrochloride) for reduction of disulfide bond. The purpose of the reduction is to confer consistent surface modification efficiency and it typical stands for more than one hour. As shown in Fig. 53, before surface modification, a calibration step curve is firstly established by four reference solutions. The calibration step starts with running buffer as baseline, followed by 0.5 % glucose solution, 1 % glucose solution and 1.5 % glucose solution respectively k . The existence of calibration steps helps to transfer phase k Glucose reference solutions are prepared in TE running buffer background

Fig. 53

 53 Fig. 53 Tro4 Aptamer surface modificationA calibration is first carried out with four reference solutions, followed by an influx of Tro4 aptamer. After ~4000 seconds of surface modification, running buffer is flowed again to confirm the binding of the aptamer.

Fig. 54

 54 Fig. 54 black trace demonstrates the results for cTnI detection using SiSPR sensor

Fig. 54

 54 Fig. 54 SiSPR cTnI detection

  gold or amine chemistry, to achieve spatial selective surface modification. Briefly, the SiSPR chip is coated, via Chemical Vapor Deposition (CVD) o , with functional polymer with vinyl group for later on thiol-ene reaction. When designated probe DNA molecule, which has a thiol at 5' end, reaches surface, specific UV pattern is exposed onto the chip surface to define the location for surface modification. Such patterning can be achieved with o The system, as well as the image of CVD system in Fig. 55, are provided by prof. Hsien-Yeh Chen from Biointerface Engineering Laboratory NTU

Fig. 55

 55 Fig. 55 (a) CVD system for deposition of polymer (b) DMD pattern control (c) preliminary exposure system.

1 2( 4 𝑅 𝑋 = 1 2𝜋 ∫ 𝑚𝜇𝑠𝑖𝑛𝜙 𝐽 1 ( 2 𝑚𝜇𝑠𝑖𝑛𝜙 𝐽 1 (𝑚𝜇𝑠𝑖𝑛𝜙𝐽 1 ( 2 𝑚𝜇𝑠𝑖𝑛𝜙𝐽 1 ( 2 𝑚𝜇𝑠𝑖𝑛𝜙𝐽 1 ( 2 𝑚𝜇𝑠𝑖𝑛𝜙𝐽 1 (

 1411211212121 sin(a + b) + sin(b -a)), we find that Rx for ○ 3 is again zero. Now we can derive Rx for ○ ∆𝜙 𝑎 )𝑠𝑖𝑛(𝜔𝑡)𝑠𝑖𝑛(𝜔𝑡)[𝐽 0 (∆𝜙 𝑎 )𝑐𝑜𝑠 (2𝜔𝑡) * [2𝐽 2 (∆𝜙 𝑎 )𝑐𝑜𝑠𝜔𝑡 + 2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡) ∆𝜙 𝑎 )𝐽 2 (∆𝜙 𝑎 )𝑐𝑜𝑠 (2𝜔𝑡) ∑ 𝐽 2𝑛 (𝑎) 𝑐𝑜𝑠(2𝑛𝜔𝑡) 𝑁 𝑛=2]𝑑𝑡 A. 16As a result, Rx for ○ 4 = 1 ∆𝜙 𝑎 )𝐽 0 (∆𝜙 𝑎 ) -1 ∆𝜙 𝑎 )𝐽 2 (∆𝜙 𝑎 )Rx for ○ 6 : ∆𝜙 𝑎 )[𝐽 0 (∆𝜙 𝑎 ) + 2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 ) cos(2𝑛𝜔𝑡) ∆𝜙 𝑎 )𝐽 0 (∆𝜙 𝑎 )A. 17

Rx for ○ 5 𝑅Fig. 1

 51 Fig. 1 smartphone capacité

Fig. 2

 2 Fig. 2 Spectre d'émission du panneau de LED principal du Note 2 (Samsung).

Fig. 4

 4 (c)).Nous avons également observé le spectre de bruit et les paramètres de travail permettant d'optimiser les performances du SBLIA. Les résultats sont représentés Fig.5

Fig. 4

 4 Fig.4 Evaluation de la voie audio de sortie (générateur) pour le SBLIA (a) Signal Vaudio out(t) pour plusieurs amplitudes Vaudio. L'insert représente le signal Vaudio out(t) avec une échelle agrandie pour les faibles Vaudio (rapport signal à bruit dégradé). (b) Vaudio out(t) : Représentation de plusieurs traces en différents temps. (c) Vaudio out(t) pour des fréquences croissantes (de haut en bas : 1 kHz, 4 kHz et 9kHz respectivement).

Table 5 .

 5 Comparaison de la méthode SBLIA et SCB la Fig. (a), un bruit Flicker présentant une décroissance caractéristique en fréquence est présent. La modélisation du rapport bruit sur signal (NSR ; noise to signal ratio) indique une dépendance fréquentielle de la forme:

Fig. 5

 5 Fig. 5 Niveau de bruit et effet des paramètres de travail sur le SBLIA. (a) Spectre de bruit en sortie de SBLIA: observation du bruit de Flicker en 1/f. L'évaluation est menée pour une fréquence f=2.5 kHz et le niveau de bruit est estimé sur τ=200 ms. L'insert représente une trace de signal SBLIA en amplitude utilisée pour l'estimation du rapport bruit sur signal. (b) Bruit mesuré pour différents niveaux de sortie Vaudio à fréquence fixe. L'évaluation est réalisée pour f=2.5 kHz et un faible temps d'intégration (τ=0.4 ms). (c) montre l'évolution du rapport bruit sur signal pour différents temps τ, qui tends à saturer vers -63dB. L'évaluation est réalisée pour f =2.5 kHz, et V0 = 40 mV. Les écarts type sur les mesures de bruit sont obtenus à partir de trois ensembles de mesures.

Fig. 7 Fig. 9

 79 Fig. 7 Colorimétrie de nanoparticules d'or par SBLIA. (a) Spectre UV-visible des solutions de concentrations croissantes en ADN cible (avec 200 nM d'ADN mono-brin). (b) Image des échantillons et représentation schématique du mécanisme de détection. (c) Colorimétrie par SBLIA à longueur d'onde fixe. La concentration en ADN cible est indiquée. (d) Courbe de calibration pour l'approche colorimétrique (trace bleue) et par spectroscopie UV-Visible (trace noire).

Fig. 17

 17 Fig. 17

Fig. 17Exemple de

  Fig. 17Exemple de version compacte du SiSPR, réalisée dans cette thèse .

Fig. 16Réponse en

  Fig. 16Réponse en phase du SiSPR, donnée en fonction de l'indice de réfraction.

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Table 1 .

 1 Comparison of the proposed SBLIA method and the SCB method

	Technology

System Cost Resolution Data/time NSR Required hardware Strategy to avoid ambient noise

  

						1.Fixing AWB
	SCB method	400 to 600 USD for smartphone 22	8 to 12 bits 100 Hz	-48 dB 23	1.optical source 2.Add-on camera	2.Calibration 19 3.Fine enclosure
	SBLIA method	And ~15 USD for optical holder	16 bits 44.1 kHz	-63 dB	1.optical source, 2.photodetector	

The notion of Amplitude based SPR Phase sensitive SPR SiSPR

  

	1.Sensitivity (RIU)	Moderate (10 -5 )	High (10 -7 )	High (10 -7 )
	2.Mechanical noise	Not affected	Affected	Not affected
	3.Cost	low	High	Moderate
	4.Phase detection	No	Yes	Yes

  It is easier to understand the physical meaning of the Δ𝜙 𝑎 by expanding the 𝐄𝐪. 𝟐𝟕,

	giving:		
	𝐼 𝑑𝑒𝑡 ~𝐼0 [1 + 𝑚[𝑐𝑜𝑠 (𝛥𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡))𝑐𝑜𝑠𝜙 𝑠 -𝑠𝑖𝑛 (𝛥𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡)) 𝑠𝑖𝑛𝜙 𝑠 ] Eq. 28
	and through Jacobi-anger expansion we have	
	𝐼 𝑑𝑒𝑡 ~𝐼0 + 𝐼 0 𝑚𝑐𝑜𝑠𝜙 𝑠 [𝐽 0 (𝛥𝜙 𝑎 ) + 2 ∑ 𝑁 𝑛=1	𝐽 2𝑛 (𝛥𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡)	] -
	𝐼 0 𝑚𝑠𝑖𝑛𝜙 𝑠 [2 ∑ 𝑁 𝑛=1	𝐽 2𝑛-1 (𝛥𝜙 𝑎 )𝑠𝑖𝑛 [(2𝑛 -1)𝜔𝑡]

𝑆 × 𝑑𝑖 Eq. 26 thereby modifying Eq. 25 into:

𝐼 𝑑𝑒𝑡 ~𝐼0 [1 + 𝑚𝑐𝑜𝑠(Δ𝜙 𝑎 𝑠𝑖𝑛(𝑤𝑡) -ϕ s )] Eq.

27 

  1 + 𝑚𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙)] Eq. 32 𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡2 ~𝜇𝑠𝑖𝑛(𝜔𝑡)[1 + 𝑚𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙)] Eq.33 

	As mentioned, the signal is first passed through a high pass filter, giving
	𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡1 ̃= 𝑚𝐼 0 𝑐𝑜𝑠(∆𝜙 𝑎 𝑠𝑖𝑛(𝜔𝑡) + 𝜙) -𝑚𝐼 0 𝑐𝑜𝑠(𝜙)𝐽 0 (𝑎) Eq. 34
				And
		𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡2 ̃~𝑚𝜇𝑠𝑖𝑛(𝜔𝑡) + 𝑚𝜇𝑐𝑜𝑠𝜙 𝑠𝑖𝑛(𝜔𝑡)[𝐽 0 (∆𝜙 𝑎 ) +
	2 ∑ 𝑁 𝑛=1	𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡)	] -𝑚𝜇𝑠𝑖𝑛𝜙 𝑠𝑖𝑛(𝜔𝑡)[𝐽 1 (∆𝜙 𝑎 )𝑠𝑖𝑛(𝜔𝑡) +
	2 ∑ 𝑁 𝑛=2	𝐽 2𝑛-1 (∆𝜙 𝑎 ) 𝑠𝑖𝑛((2𝑛 -1)𝜔𝑡)

  1 (∆𝜙 𝑎 )𝐽 0 (∆𝜙 𝑎 )]Now that we have the full expression of RX and RY for carrying out phase extraction of SPM interferogram with AM signal, there are just few steps before we can extract the phase. As mentioned previously in the Table 3 without any explanation, we have decided ∆𝜙 𝑎 =3.8317 rad as a criterion for the phase extraction. For this value, the 𝜇𝐼 0 (∆𝜙 𝑎 )𝐽 1 (∆𝜙 𝑎 ) term becomes zero making the 𝑅 𝑋 and 𝑅 𝑦 much easier to handle. In this way, 𝑅 𝑋 and 𝑅 𝑦 are:

	𝑅 𝑋 =	𝐼 0 𝑚 2	𝑐𝑜𝑠 𝜙[1 + 𝐽 0 (2∆𝜙 𝑎 ) -2𝐽 0 2 (∆𝜙 𝑎 )] +	𝐼 0 𝑚𝜇 2	𝐽 1 (2∆𝜙 𝑎 )𝑠𝑖𝑛𝜙 Eq. 38
			𝑅 𝑌 =	𝐼 0 𝑚 2	𝑠𝑖𝑛𝜙(1 -𝐽 0 (2∆𝜙 𝑎 )) +	𝜇𝑚𝐼 0 2	𝐽 1 (2∆𝜙 𝑎 )𝑐𝑜𝑠𝜙 Eq. 39
	Since we have ∆𝜙 𝑎 =3.8317 rad, we have 𝐽 0 (2∆𝜙 𝑎 ) = 𝐽 0 (7.66) =0.241, 𝐽 0 (∆𝜙 𝑎 ) =
	-0.403 and 𝐽 1 (2∆𝜙 𝑎 ) = 0.17304. Therefore, we have
						𝑅 𝑋 = 0.92 𝑐𝑜𝑠(𝜙) + 0.17𝜇 𝑠𝑖𝑛(𝜙) Eq. 40
					𝑅 𝑌 = 0.759 𝑠𝑖𝑛(𝜙) + 0.17𝜇𝑐𝑜𝑠(𝜙) Eq. 41
	𝑅 𝑦 =	𝐼 0 𝑚 2	𝑠𝑖𝑛𝜙(1 -𝐽 0 (2∆𝜙 𝑎 )) + 𝜇𝐼 0 𝐽 0 (∆𝜙 𝑎 )𝐽 1 (∆𝜙 𝑎 ) +	𝜇𝑚𝐼 0 2	𝐽 1 (2∆𝜙 𝑎 )𝑐𝑜𝑠𝜙

Table 4 .

 4 Quantities involved in the phase extraction method developed for SiSPR

	Variable Description
	di	1.Controlled variable (current modulation)
		2.limited working range
	∆𝝓	

𝒂 1.determine the harmonic component of interferogram 2.Linearly dependent on di (Needs to be 3.8317 rad for phase extraction) S 1.Typically between 0.6 nm/mA~ 1.2 nm/mA 2.The measurement precision on S mostly determines the precision on ∆𝜙 𝑎 L 1.Optical path difference (OPD) determined from geometrical analysis 2.Equals to ~0.78 mm for Kretschmann angle in water (and glass thickness of 1mm) 𝝀 𝟎 Central wavelength. 850 nm in present work

  of 11631 rad/RIU which is 24 times greater than what we have measured herein. If such chip is feasible, through annealing or precise control of film thickness, we would have achieved a SiSPR chip with much higher sensitivity if noise remain at the same level. It would also be interesting to see what is the maximum sensitivity advantage that phase measurement offers over amplitude detection.In case of SiSPR, due to the use of low tunability source with long OPD chip, the temperature drift of the laser emission wavelength require special attention in order to achieve a stable measurement results. Fig.52, which demonstrates the difference of P-S

	Effect of P-S different interferometry and temperature drift effect
	and P polarized phasogram, is presented to indicate the importance of the differential
	phasogram. In this figure, glucose sensing between 0-2.5% is conducted with a
	concentration steps of 0.25%, 0.5%, 0.75%, 1%, 1.5%, 1.75%, 2% and 2.5%. As can be
	seen in this typical case, P-S phasogram (red trace) offers a sharp and distinct phase
	transition upon refractive index change, while we observe trends of baseline shifting as
	well as noise with abrupt changes when only P phasogram is considered.
	The drift is prominent in P-polarized phasogram since the temperature induced
	wavelength drift is not negligible in case of SiSPR. The VCSEL, in present work, has
	temperature dependence of lasing wavelength (Δ𝜆(𝑇)) is 0.06 nm/K i and a current

i As can be found in the spec. of the VCSEL.

  -3 ~10 -2 RIU l , which correspond to our results here. To be more specific, Peterlinz et. al. conducted the surface modification of 25 mer index change as compared to the sequence used by Peterlinz et. al., ∆n for our case should be somewhere below 0.00968. To further analyze surface modification data, we have conducted a curve fitting using diffusion limited Langmuir model:

	DNA in 1 M KH2PO4 (pH~3) while Peterson et. al. concluded that 1 M KH2PO4 has
	more less the same surface modification performance as TE buffer with 1 M NaCl.
	Therefore, we can say that, in terms of surface chemistry, we have similar conditions as
	in the work from Peterlinz. Under condition mentioned above, Peterlinz's surface
	modification lead to a ∆n of 0.0052 RIU for thiolated ssDNA. Considering the fact that
	Tro4 aptamer that we use herein has 46 codon, which should have 1.84 times more

l Assuming that DNA has similar refractive index between 650 nm and 850 nm. refractive

  We have revealed that Δ𝜙 𝑎 is linearly dependence on Δ𝑖 within desired working range. The precision of the Δ𝜙 𝑎 calculation depends on precision of S value for VCSEL. Therefore, a glass slide based shearing interferometer was built to verify S and Δ𝜙 𝑎 .

modulation, we have devised a new phase extraction method. Such method is modified from our previous report of generalized Lock-In amplifier. The newly devised phase extraction tackles the issue of phase extraction when a large amplitude modulation is present at the same frequency than the phase modulation. Such issue, in case of monolithic homodyne interferometer, has not been addressed in literature. The proposed method can extract phase from -𝜋 to 𝜋 (i.e. full range), provided that the phase modulation depth Δ𝜙 𝑎 is around 3.8317 rad.

  Now we can proceed to study the Rx from 𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡2 ̃. As shown earlier in Eq.35, we

	First, for ○ 1 :
			𝑅 𝑋 =	1 2𝜋 ∫ 𝑚𝜇𝑠𝑖𝑛(𝜔𝑡)[𝐽 0 (∆𝜙 𝑎 ) + 2 ∑ 𝑁 𝑛=1	𝐽 2𝑛 (∆𝜙 𝑎 ) 𝑐𝑜𝑠(2𝑛𝜔𝑡)
	know that
		𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡2 ̃~mμ sin(ωt) + mμ cos ϕ
				𝑁
				𝑛=1 × sin(ωt) [𝐽 0 (∆𝜙 𝑎 ) + 2 ∑ 𝐽 2𝑛 (∆𝜙 𝑎 )	cos(2𝑛𝜔𝑡)] -𝑚𝜇𝑠𝑖𝑛𝜙
				𝑁
				𝑛=1 × sin (𝜔𝑡)[𝐽 1 (∆𝜙 𝑎 )𝑠𝑖𝑛(𝜔𝑡) + 2 ∑ 𝐽 2𝑛-1 (∆𝜙 𝑎 )	sin[(2𝑛 -1)𝜔𝑡]
				-	1 2	𝑚𝜇𝑠𝑖𝑛𝜙 × 𝐽 1 (∆𝜙 𝑎 )
	For simplicity of discussion, we will divide 𝐼 𝑑𝑒𝑡-𝑝𝑎𝑟𝑡2 ̃	into six part and refer
	mμ sin(ωt) as ○ 1
	mμ cos ϕ × sin(ωt) 𝐽 0 (∆𝜙 𝑎 ) as ○ 2
	2mμ cos ϕ × sin(ωt) ∑ 𝑁 𝑛=1	𝐽 2𝑛 (∆𝜙 𝑎 )	cos(2𝑛𝜔𝑡) as ○ 3
	-𝑚𝜇𝑠𝑖𝑛𝜙 × sin (𝜔𝑡)𝐽 1 (∆𝜙 𝑎 )𝑠𝑖𝑛(𝜔𝑡) as ○ 4
	-2𝑚𝜇𝑠𝑖𝑛𝜙 × sin (𝜔𝑡) ∑ 𝑁 𝑛=1	𝐽 2𝑛-1 (∆𝜙 𝑎 )	sin[(2𝑛 -1)𝜔𝑡] as ○ 5
	-	1 2	𝑚𝜇𝑠𝑖𝑛𝜙 × 𝐽 1 (∆𝜙 𝑎 ) as ○ 6
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Chapter 10. General conclusion and future perspectives

Through this dissertation, we have demonstrated the implementation of plasmonic sensor chip with smartphone devices, with special attention on interferometry and different types of digital LIA. In the first part, from chapter 1 to chapter 5, we have revealed the use of smartphone platform as User Interface , opto-electric circuitry driver and as a powerful digital processor. The product of the efforts is a smartphone based digital LIA based AuNP colorimetry DNA sensor, which provide 0.77 nM of detection limit within 15 minutes of waiting time.

With the experience in first integration, we proceed to integrate more advanced interferometric plasmonic devices with smartphone. The major difficulties of the integration lies in the optical configuration of homodyne which needs to be adapted to POC environment. We have therefore proposed SiSPR as solution of the issue. In SiSPR, phase modulator is done by wavelength modulation using low tunability source. To reduce the number of optical pieces, we have adapted shearing interferometry design to the SPR sensor chip. To extract the phase, where amplitude is strongly modulating with phase at the same frequency, a novel phase extraction method is proposed. In result, SiSPR demonstrates 20 times superior sensitivity and the capacity to suppress vibrational noise right on top of conventional Kretschmann configuration. At the moment, SiSPR reaches a detection limit of 1.26x10 -6 RIU at 47 nm plasmonic layer thickness. We believe Digital Micro-mirror Device (DMD). Asides from being spatial selective, such method also largely reduce non-specific binding due to the thickly coated SiSPR chip.

Another technical barrier, for such multi-target screening process, is the need to develop an imaging SiSPR. In case of phase imaging, "frame rate" of the phase image is of major concern. The frame rate of phase imaging is typically low, for example it may take seconds to obtain one phase image. The reason is mainly due to the large number of pixels, each requiring Fourier transformation or so, which bring heavy calculation. Proper algorithm need to be proposed for imaging based SiSPR to provide good phase extraction results while maintaining sufficient time resolution.

Appendix

Appendix 117

Section A1. List of mathematical relations

There are few mathematical relations that we use repeatedly in the derivation of phase extraction method. They are listed below, although some of them are very well-known and basics, in order to follow the derivation more smoothly.

Jacobi-Anger expansion:

Jacoby-Anger expansion can be used to express signal like 𝑐𝑜𝑠(𝑎𝑠𝑖𝑛(𝜔𝑡)) and 𝑠𝑖𝑛(𝑎𝑠𝑖𝑛(𝜔𝑡)) as an infinite sum of harmonics. Jacobi-Anger expansion states that: 𝑐𝑜𝑠(𝑎𝑠𝑖𝑛(𝜔𝑡)) = 𝐽 0 (𝑎) + 2 ∑ 𝐽 2𝑛 (𝑎)𝑐𝑜𝑠 (2𝑛𝜔𝑡)

𝑁 𝑛=1

A. 1

A. 2

Where 𝐽 𝑛 (𝑎) is the Bessel function of the first kind.

Trigonometric sum-to-product and product-to-sum relationships 𝑐𝑜𝑠(𝑎 + 𝑏) = 𝑐𝑜𝑠(𝑎) 𝑐𝑜𝑠(𝑏) -𝑠𝑖𝑛(𝑎) 𝑠𝑖𝑛(𝑏) A. 3 𝑐𝑜𝑠(𝑎)𝑐𝑜𝑠 (𝑏) = In the algorithm, the ISR controls all the time relevant events such as capture of data, writing of data and GLIA function. To save the memory and enhance the performances of the ISR, all variables and waveforms are registered as array in SetUp(). Since the waveform is registered as array, this makes indexing waveform at the given time relatively less resource consuming. The main loop() serves to run the less time relevant functions such as connecting to android system as well as updating phase information to android system. 

Section A5. Android-Arduino data exchange algorithm

The most important function addressed by the android system is to maintain the serial connection to the Ardunio system. In this way, the phase information as well as other commands can works properly. The following code demonstrates the core part of the android code-the serial read function. is necessary to start the data with an "initiator", so that all data can be properly read and sent. In present work, this "initiator" bits is 97 (or "a" in ASCII table). 

private void Serial_Read(final

Phase acquisition function in android:

After ASCIIencoder() parsed the phase data that we acquired from the serial cable, the phase data is then sent to PhaseSolver() unit to retrieve the phase response of SPR.

Section A6. SiSPR interferogram from portable prototype

Fig. 58 demonstrates the SiSPR interferogram that is obtained from our portable prototype. The data suggest that we have a good contrast around 0.5 in practical measurement which is beneficial for phase retrieval. By varying the power modulation given by the MCU, we can control the phase modulation depth a from 0.96 to 3.83 rad without difficulties. With a=3.8317 rad, we can now readily carry out phase detection. Au-delà du secteur publique, nous notons une croissance rapide dans les nouveaux produits disponibles dans le marché de la santé mobile (m-health) 11 .

Pour résumer, des outils de diagnostic traditionnellement centralisés en laboratoires pourront a priori être intégrés sur des dispositifs électroniques grand public et fournir une assistance au diagnostic sans limite géographique et dans des délais réduits. Ce but ne peut cependant pas être réalisé sans transdisciplinarité, ne serait-ce que pour la réalisation de ces plateformes de détection intégrées (biologie, optique, physique, électronique, …).

Le design du capteur optique, du circuit de lecture et d'acquisition, ainsi que l'application logiciel nécessaire au traitement et à l'interfaçage doivent être considérés avec soin.

C'est l'objet de cette thèse. Plus précisément, nous nous intéressons au développement de biocapteurs de type plasmonique qui puisse être aisément être couplés à un smartphone 

1) Partie 1 : Approche colorimétrique, mono-longueur d'onde

Dans une première partie de ce manuscrit, nous démontrons la possibilité de détecter des brins d'ADN 15-mer q , dans un laps de temps de 15 minutes et une limite de détection de 0.77 nM. Pour la longueur d'onde considérée, cette limite de détection est environ 6 fois supérieure à celle d'un spectromètre UV-Visible conventionnel.

Parmi les nombreux outils de diagnostic basés sur l'utilisation d'un smart-phone et de son capteur CMOS intégré, la colorimétrie de nano-particules d'or (dénommé SCB-AuNP colorimetry dans le corps du manuscrit) a démontré un grand potentiel 2, 14-16 pour la détection de matériel ADN. La présence d'une caméra couleur sensible évite l'utilisation q "-mer": du grecque meros, significie part, ou partie. Ce suffixe est utilisé pour dénoter la longueur des oligonucléotides, soit le nombre d'acides nucléiques formant le brin ADN ou ARN. 1, celui-ci n'étant pas modulé à la fréquence choisie. La SBLIA permet également de déterminer la phase d'un signal modulé, et peut être envisagée pour extraire la phase optique au sein de dispositifs interférométriques mettant en oeuvre des modulateurs de phase. Dans notre cas, pour les temps d'intégration employés, le bruit de phase descend à 0.2° (cf. Fig. 8). Ainsi, la détection synchrone logicielle sur smartphone peut-être aussi employée pour des applications « biocapteur » reposant, par exemple, sur une mesure de fluorescence modulée 24 , la détection en phase de résonance plasmonique [START_REF] Huang | Advances in Optical Technologies[END_REF] , ou encore sur des systèmes holographiques (détection en phase « multicanal »). Concernant l'utilisation d'un dispositif similaire à celui développé pour du diagnostic PCOT, il convient de relativiser les possibilités immédiates pour ce type d'application. Remarquons que les performances finales d'outils de diagnostic reposant sur l'utilisation principale de smartphone font encore l'objet de débats 8 , tant il vrai qu'un nombre important de facteurs rentre en jeux lorsqu'il s'agit de détection en dehors des conditions idéales d'un laboratoire, dans lequel par exemple des solutions relativement pures peuvent être utilisées. Il convient de souligner la complexité des échantillons physiologiques 27 et les problèmes de préparation et de purification afférents 28 .

Mesures et discussion

Néanmoins des appareils de diagnostic "smart" ont déjà atteint les niveaux de références requis par l'OMS ou d'autres standards [START_REF] Wei | [END_REF]9 , et ont déjà été appliqués sur site pour le dépistage de maladies 4 . Notre travail illustre cette capacité de détection performante pour le diagnostic à l'aide de smartphone, en démontrant la possibilité d'obtenir des performances égales ou supérieures à certains systèmes de laboratoire couramment employés pour ces tâches.