The search for practical large-scale, fast, clean and energy saving chemical processes are highly regarded in the frame of a sustainable development, particularly for the most problematic oxidation reactions. Apart from chemical engineering solutions, improving the process using heterogeneous catalysis is one of the most adapted solution. Vanadium being considered the best metal for such kind of reactions, one had to tackle the problem of its high dispersion on a support to minimize its high propensity for leaching and to optimize its stability for practicable, safe and clean uses.

In the present thesis, vanadium is supported inside the nanopores of a mesoporous silica of MCM-41 type where the high dispersion is assisted by the presence of anchoring ions such as Al(III), Ti(IV), Zr(IV) and Ce(IV) ions. A large set of V-(Al/Ti/Zr/Ce)-MCM-41 catalysts was prepared according to three different methods of preparation: i) ultra-fast one-pot synthesis protocol using the assistance of microwave, ii) post-synthesis modification using molecular stencil patterning (MSP) technique and iii) partial thermal treatment (PTT) of the organo-silylated support. The catalysts were characterized thoroughly using a panel of physical techniques and, particularly, the blue shift of the optical gap measured from the vanadium charge transfer band known to correlated with the dispersion of the metal. In complement, the stability was tested from metal leaching using methanol as a corrosive solvent while their catalytic reactivity was estimated in the aerobic oxidation of 1,2-diphenyl-2-methoxyethanol. This is a model reaction that simulates the oxidative C-C bond cleavage in lignin, the most difficult and crucial step in the degradation of this biopolymer, then producing in a clean way valuable methoxylated phenoxy propanol units useful for biomass fuels or bio-sourced precursors for fine chemistry. A high throughput screening approach was applied to test this aerobic oxidation reaction running over 96 reactors in parallel at the same temperature and sorting out the best catalysts with the most suitable anchoring ions and metal loading for the highest catalytic efficiency.

Résumé

Dans le cadre du développement durable, les procédés rapides, propres et peu énergivores sont très recherchés particulièrement en chimie pour les réactions d'oxydation. A part les solutions de génie des procédés, la catalyse est l'un des meilleurs atouts pour améliorer le processus. Le vanadium étant l'un des meilleurs métaux catalytiques pour de tels réactions, nous avions à nous attaquer son problème de relargage dans le milieu réactionnel en vue d'applications acceptables pour l'environnement. Nous proposons donc dans cette thèse des catalyseurs au vanadium fixé à l'intérieur des nano pores de silices mésoporeuses hexagonales de type MCM-41. La grande dispersion et la rétention du vanadium sont promues grâce à la présence d'ion d'ancrage : Al(III), Ti(IV), Zr(IV) and Ce(IV). Une grande variété de catalyseurs de type V-(Al/Ti/Zr/Ce)-MCM-41 ont été préparés à partir de trois méthodes de synthèse: l'une, ultra-rapide en une étape assistée par micro-onde, la seconde à étapes séquentielles multiples mettant en oeuvre une technique de pochoir moléculaire et la troisième à nombre d'étapes réduites utilisant un traitement thermique partiel d'une surface préalablement organosilylée avant le greffage des métaux. Un large panel de techniques physicochimiques fut appliqué à la caractérisation de ces solides avec une attention particulière portée à l'analyse de la bande de transfert de charge ligand-métal du vanadium au degré d'oxydation +5 dont le décalage vers le bleu est corrélé à la taille des clusters d'oxyde de ces ions. La rétention du vanadium dans le méthanol a été corrélée à la dispersion du vanadium comme la dégradation à l'air du 1,2-diphényle-2-méthoxyéthanol. Ce substrat fut choisi comme modèle pour étudier la dégradation de la lignine par clivage C-C ou C-O. Notons que ce bio-polymère produit du phénoxypropanol methylé bio-sourcé utilisé dans les bio-carburants et comme précurseur en chimie fine. Dans le cas présent, un balayage à haut débit de la dégradation de cette molécule mettant en oeuvre 96 mini-réacteurs en parallèle a permis de sélectionner le solvant, le métal d'ancrage et la teneure des deux métaux donnant la plus haute conversion.

Contrairement aux catalyseurs homogènes, nos catalyseurs présentent une très haute sélectivité en clivage C-C.

Chapter 1. Introduction 1.1 General introduction

Mesoporous silicate material is one of the most important types of porous materials. The report of M41S by the Mobil company in 1992 opened a new gate for the mesoporous materials. 1,2 Mesoporous silica is a very good candidate for the preparation of supported heterogeneous catalysts own to its high surface area, relatively large pores diameter, narrow pores size distribution, various possibility for the modification of surface, controllable hydrophilicity and hydrophobicity, etc. 3 There are many different strategies to do the modification and to incorporate new functions on mesoporous silica, depending on the different methods used for the functionalization, the position and local environment of functional groups or active sites are different. 4 One-pot synthesis is a very efficient method to accomplish the formation of mesoporous silica support and to introduce the active metal species into the support structure simultaneously. The dispersal of incorporated active sites can be loaded both in the wall of silica and on the surface of mesoporous. 5,6 The uniform dispersion of functions and convenient preparation process make the one-pot synthesis a potential method with strong operability for the mass production of the supported catalyst in the industry. As the metal species are introduced into the precursor mixture before the structure formation of support, one-pot incorporation lack of fine control of the active site location, and a high loading of the hetero metal sites in silica walls can lead to the loss of ordered arrangement of the mesoporous silica framework.

Post-synthesis is the grafting or modification steps after the synthesis of the mesoporous framework. To modify the surface properties or introduce active sites without entering into the silica skeleton matrix, the functional groups (such as organic functional groups, oxidic species, transition metal, and noble metal species) were incorporated on the mesoporous silica surface. To obtain the post-functionalized mesoporous materials, different strategies can be applied, such as impregnation, 7,8 ion-exchange, 9 and covalent grafting. [10][11][12] With these methods, the initial silica phase can be retained very well and the functional groups are accessible as they were all loaded on the surface of silica matrix, but the dispersion of functional groups may not be perfectly homogeneous. 3,13 For the post-functionalization, there are several factors that need to be considered: the dispersion and the isolation of the functional groups, the environment of the functional groups, and the relative location of the different functional groups. The fine control at a molecular level should be not only at short distance but also at long distance.

The strategy of surface molecular engineering can be applied for the fine control of incorporated functional groups on mesoporous silica to obtain well-defined active sites with an appropriate environment and a better isolated state. 14 The molecular stencil patterning (MSP) technique 15,16 is a post-functionalization approach that can be applied for the surface modification of mesoporous silica. [17][18][19] The main idea of MSP technique is the use of a partial coverage of the silanol groups. The template, such as cetyltrimethylammonium (CTA + ), present in the as-made material during the functionalization, can be used to create a molecular coverage, regularly distributed due to the electrostatic self-repulsion between the cationic heads of the template. To proceed further, the surface silanol groups not masked by the CTA + cationic head are capped using organosilanes, such as hexamethyldisilazane (HMDSA) or 2,2,5,5-tetramethyl-2,5-disila-1-azacyclopentane (TMDSACP). The former will produce the covalently linked trimethylsilyl (TMS) and the latter ethyl-1,2-bis(dimethylsilyl) (EBDMS). The role of TMS or EBDMS is to fix the image drawn by the molecular stencil template. The latter pattern acting as a "latent image" to be fixed. After that, the active sites (such as metal ions or complexes) can be grafted on the available surface released by the removing of masking agents. The metal ions are grafted in between the capped silanol groups. Therefore, the MSP technique is a promising approach for developing highly dispersed supported metallic catalysts. [20][21][22][23][24][25] Among the supported translation metal heterogeneous catalysts, vanadium is a good candidate as the active species, which is wildly used in the oxidation of alkanes and alkylaromatics, epoxidation reactions, oxidation of alcohols, oxidative bromination reactions, oxidative strecker reactions, sulfoxidation, etc. 26,27 Vanadium active sites can be incorporated onto the surface of mesoporous silica to prepare heterogeneous vanadium catalysts, the high dispersion and low leaching effect of vanadium active sites are critical qualities for an efficiently supported vanadium catalyst.

Though the supports were normally considered as inert matrices, there is an interaction known as the metal oxide-support effect that contributes to the improvement of the catalysts performance. 28 The fine control of surface active sites dispersion by the modification of the support surface properties would be a potential strategy to develop high performance supported vanadium catalysts. [29][30][31] In this study, we propose to introduce Al(III), Ti(IV), Zr(IV), and Ce(IV) ions on the surface of mesoporous silica. Indeed, these hetero ions were expected to act as anchors to improve the surface interaction between the vanadium active sites and the support.

In chapter 1, a brief introduction of this thesis is summarized followed by a structure tracks of each chapter. In chapter 2, the development of mesoporous silica supported vanadium catalysts and their applications are reviewed based on the literature survey. Chapter 3 lists the chemicals and characterization methods employed in this research. In chapter 4, vanadium ions as well as the anchoring aluminum, titanium, zirconium, or cerium ion salts are incorporated into the mesoporous silica structure by microwave assisted one-pot synthesis. In chapter 5, the vanadium active species and the aluminum, titanium, zirconium, or cerium anchors are incorporated on the surface of mesoporous silica by MSP technique with the EBDMS functions. In chapter 6, a simpler silanol technique of silanol isolation called partial thermal treatment technique are developed. It is based on the partial silanol recovery by controlled calcination after a full silanol capping followed by grafting the vanadium sites with or without anchoring ions. Several different characterizations are carried out in chapter 4 to 6 for the understanding of the structure features of these catalysts and the effect of the different anchors loadings. In chapter 7, all the above supported vanadium catalysts are tested in the lignin model degradations via a high throughput screen technique, the oxidative carbon-carbon bond cleavage of 1,2-diphenyl-2-methoxyethanol is catalyzed by these vanadium catalysts with different efficiency, which is discussed in details. Finally, chapter 8 summarizes the results in this thesis and presents a conclusion and the perspectives. More data and figures related to this research are collected in the appendix.

29. Roozeboom, F.; Mittelmeijer-Hazeleger, M.; Moulijn, J.; Medema, J.; De Beer, V.; Gellings, P. J. Phys. Chem. 1980, 84, (21), 2783-2791. 30. Muylaert, I.; Van Der Voort, P. PCCP 2009, 11, (16), 2826-2832. 31. Beck, B.; Harth, M.; Hamilton, N. G.; Carrero, C.; Uhlrich, J. J.; Trunschke, A.; Shaikhutdinov, S.; Schubert, H.; Freund, H.-J.; Schlögl, R. J. Catal. 2012, 296, 120-131. Chapter 2. Literature Survey

Porous minerals

History

Since the discovery of the stilbites, the first zeolite mineral (zeo and lithos are from two Greek words which mean "to boil" and "a stone") in 1756 by the Swedish mineralogist Cronstedt, 1 people have tried for more than 260 years to develop porous materials, not only natural minerals, but also synthetic minerals, for their structures and their industrial applications (Table 1). Due to their controllable skeleton constitution and porosity structure, porous minerals exhibit a series of properties such as adsorption, desorption, shape selectivity, etc. Therefore, they were widely used in the field of catalysis, separation, medicine, energy storage, sensors, etc. Taylor & Pauling First single crystal structures zeolite mineral [10][11][12] 1932

McBain

Established the term of "molecular sieve" 13 1945 Richard M. Barrer The first classification of zeolites by molecular size 14 1948 Richard M. Barrer First definitive synthesis of zeolites 15 1954 Union Carbide Commercialized synthetic zeolites

Definition and classification

According to the definition given by the IUPAC (the International Union of Pure and Applied Chemistry), porous materials were classified into three categories according to their porous sizes: 16 (i) macropores with the pore diameter exceeding about 0.05 μm or 50 nm (500 Å);

(ii) micropores with the pore diameter not exceeding about 2.0 nm (20 Å);

(iii) mesopores with the intermediate size pores (2.0 nm ~ 50 nm).

Figure 1. SEM and TEM images of (a) macroporous, 17 (b) microporous, 18 and (c) mesoporous 19 minerals.

Mesoporous materials

History

Since the intensive discovery of new structures of zeolites from 1980s, hundreds of zeolites with different compositions and pore size have been developed. 20 But their catalytic applications were limited due to the microporous pore size, which can only be available for some small molecules. Therefore, pore enlargement was needed for the catalytic application of larger molecules. In 1992, the Mobil company reported a major advance in molecular sieves; their researchers designed a new family of mesoporous materials M41S, 21,22 which opened a new gate for an active research field.

Types and structures

Mesoporous silicate materials are one of the most quickly developed systems.

They have a flexible structure that can be precisely controlled, and a stable framework with a modifiable surface. According to their unique structures ordering, several typical examples are summarized in Table 2. The three members of the M41S family that are most widely known are MCM-41, MCM-48, and MCM-50 (Figure 2). 

Synthesis of mesoporous silica

Chemical source

Chemicals used for the synthesis of mesoporous silica include a variety of the silica sources: sodium silicate (Na 2 SiO 3 ), amorphous silica (SiO 2 ), colloidal silica (LUDOX), tetramethyl orthosilicate (TMOS), tetraethyl orthosilicate (TEOS), tetrapropyl orthosilicate (TPOS), tetrabutyl orthosilicate (TBOS). The most important ingredient is the surfactant template to create the porosity, such as: cetyltrimethylammonium (CTMA), hexadecyltrimethylammonium bromide (CTAB), cetyltrimethylammonium chloride (CTAC), cetyltriethylammonium (CTEA), nonionic surfactants, block copolymers, etc. Some typical sources for the synthesis of mesoporous silica are summarized in Table 3. In addition to the synthesis based on surfactant or block co-polymers (soft templates), there are also some synthesis methods based on hard templates, for example, carbon, resin, etc. [30][31][32][33][34][35][36] Here, we mainly focusing on the soft template synthesis.

Synthesis methods

There are different methods for the synthesis of mesoporous materials: 24 (1) room temperature synthesis, 37,38 (2) hydro-thermal synthesis, 39 (3) microwave-assisted synthesis, 40, 41 (4) wet gel calcination, 42 (5) phase transition, 43,44 (6) solvent evaporation method, [45][46][47][48] (7) non-aqueous system synthesis, 49,50 etc.

The typical synthesis process consists of mixing the silica source (or other precursors) with the template (as structure-directing agent), followed by the aging or heating step, and the removal of the template by calcination or extraction (Figure 3).

Figure 3. Typical synthesis process of MCM-41. 21 There are several important factors that can influence the pore size. The most obvious factor is the type of template, 18,29 and even using the same type of template, the pore size can be adjusted by the surfactant chain length (e.g. long-chain alkyltrimethylammonium halides). 22,51,52 The synthesis temperature, time, pressure, pH, concentration, solvent, and additives can also control the morphology and structure of mesoporous materials. 22,29,53,54 The surface modification or thermal treatment with solvent after synthesis can improve the pores size control or the hydrothermal stability. [55][56][57] 2.2.4 Mechanism

The interaction between silica and template

In most of the synthesis approaches, the formation of mesoporous silica relies on the matching of charge at the silica-template interface. 58 Different interactions (Figure 4) are possible: (a) the interaction between the silica anions (SiO -) and quaternary ammonium cations in basic environment; (b) the interaction between positive charged silica and cationic surfactant with the additional mediating halide ion X -in acidic environment; (c) the interaction between negatively charged silica and anionic surfactant with the additional mediating M + cations in basic environment; (d) the interaction between positively charged silica and anionic surfactant in acidic environment; (e) the interaction between uncharged silica and nonionic surfactant via hydrogen bonds; (f) the interaction between silica ion pairs and nonionic surfactant via hydrogen bonds. 25,52 Since the discovery of MCM-41, people have proposed several different mechanisms for the formation of the mesoporous structure, even though there is not a full understanding of its true essence of the mechanism until now. Here we introduce some of the most representative theories.

Figure 4. Interactions between the inorganic species and the head group of the surfactant with consideration of the possible synthetic pathway in acidic, basic, or neutral media (S: surfactant; I: inorganic species). 23,59 Figure 5. Main synthetic routes for the preparation of mesostructured materials. 60

Liquid crystal templating

Figure 6. Powder X-ray diffraction patterns of (a) calcined cubic material and (b) the as-synthesized unstable lamellar material. 22 In 1992, Beck et al. 22 proposed the liquid crystal templating (LCT) mechanism.

During the synthesis and characterization of MCM-41, they found that the structure characterized either by microscopy or by X-ray diffraction were remarkably similar to that of liquid crystals or micellar phases formed in surfactant/ water systems (Figure 6). They proposed that the surfactant molecules self-assembled into liquid crystals were acting as templating agent, inside which the silicate precursors were penetrating and condensing forming the inorganic walls (Figure 5. A). They proposed also alternative pathways where the condensation of the silicate walls could possible occurs at different stages of the liquid crystal formation (Figure 7). The surfactant carbon chain length is a decisive factor to the size of the micelle as well as the size of the pores. The 13 C-NMR spectrum of the as-synthesized MCM-41 also indicated the presence of quite similar phases between the surfactant in the pores and the liquid crystal, which means that the surfactant molecules arrange in a micellar array in the as-made MCM-41. 

Self-assembly and cooperative self-assembly

The cooperative mechanism (Figure 5. B) considers that the formation of mesophase is the interaction between the acceleration of inorganic species condensation (caused by the existence of micelles) and the promotion of liquid crystal ordered arrangement (caused by the inorganic species condensation). These complicated interactions may contain, for example, electrostatic attractions, hydrogen bonds, and coordination bonds.

Figure 8 shows the model proposed by Davis. 39,61 The initial step is the formation of randomly ordered rod-like organic micelles; the second step yields tubes of silica surrounded micelles (two or three monolayers of tubular silica encapsulation), which occurs during the synthesis mixture when micelles interact with silicate species; the third step is the spontaneous packing of randomly ordered composite species into hexagonal arrangement that produces the long-range in MCM-41; the fourth step is the further condensation of silicate species with heating. However, there is no complete condensation of silicate species because of the charge compensation between SiO -species and alkylammonium ions.

Figure 8. The mechanism proposed here for the formation of MCM-41. 39 Figure 9 shows the model of Stucky. 52,62 The initial step is the formation of organic and inorganic precursor solutions, the micelles can have different shapes (spherical, cylindrical or ellipsoidal) depending on the concentration of surfactant.

After the mixing of organic and inorganic precursors, inorganic-organic aggregates appear with the ion exchange between silicate oligomers and Br -, OH -anions; the screening of electrostatic double-layer repulsion can induce self-assembly of silica tropic liquid crystalline mesophases. This model can explain the different phases obtained through variations of synthesis parameters (for example mixture composition and temperature), and the dynamic interplay among ion-pair inorganic and organic species was regarded as the decisive factor.

Based on the cooperative interaction mechanism, Stucky et al. 25 developed the generalized liquid crystal templating mechanism, which can be adapted to the synthesis of non-silicon-based ordered mesoporous materials as well. The cooperative charge matched templating, ligand-assisted templating, and neutral templating are the three main models involved in this mechanism. In solutions, micelle interiors, emulsions, or vesicles, the nanometric inorganic building blocks are formed by inorganic polymerization or precipitation reactions. By controlling these dynamic processes, the blocks can be assembled and linked to each other. The organic functions dangling on the particle surface or other organic connectors serve as linkages (Figure 5. C) . 60 There are two main synthetic routes of nanometric building blocks approaches (Figure 10). One strategy is the Lego-like mesotextured hybrid materials built by the cross-linking hybrid moieties; 64 the other strategy is the simultaneous process including hydrolysis-condensation and transalcoholysis reactions. 65

Micellar structures

There are several different shapes of surfactant micelles, such as spheres, cylinders, planar bilayers, reverse micelles, bicontinuous phases, liposomes, etc.

(Figure 11), 60,[START_REF] Evans | The colloid domain, where physics, chemistry and biology meet[END_REF] which corresponds to a variation of the interfacial curvature.

Figure 11. Different shapes of micellar structures. 60,[START_REF] Evans | The colloid domain, where physics, chemistry and biology meet[END_REF] Figure 12. Formula of packing parameter g and schematic representation of amphiphilic molecules. 60 Israelachvili et al. [START_REF] Israelachvili | [END_REF][START_REF] Israelachvili | Intermolecular and surface forces[END_REF] proposed a simple model for micellar structures, which can predict the mesophase with a packing parameter g (Figure 12). In this model, the surfactant is composed of a hydrophilic spherical head and a hydrophobic chain tail.

In the packing parameter formula, V is the total volume (surfactant chains with co-solvent/organic additive), l c is the fully extended surfactant tail length, and a 0 is the effective head group area at the "micelles" surface.

With different g factors, different shapes of micellar structures can be obtained.

(Table 4 andFigure 13) Table 4. Packing parameter g of different micellar structures. 60,[START_REF] Israelachvili | [END_REF][START_REF] Israelachvili | Intermolecular and surface forces[END_REF] Though some mechanisms and models are idealized and simplified, with the understanding of synthesis mechanism and parameter control, we can do the design and the synthesis of mesoporous materials more purposeful and make the structures more predictable.

Modification and functionalization of mesoporous materials

Figure 14. Design of functionalized mesoporous materials for various catalyzed reactions. 70 There are many different strategies to do the modification and incorporate new functions in mesoporous materials. Depending on the different methods used for the functionalization, the position and local environment of functional groups or active sites are different (Figure 14). By direct synthesis, the functional groups can be inserted into the framework of the mesoporous structure; while by post synthesis, the functional groups can be grafted or coated on the surface of mesoporous materials.

Due to the relatively large pore size and the high surface area, mesoporous materials have a great potential for the design and the exploitation of new catalysts. Figure 15 shows some examples of reactions catalyzed by functionalized mesoporous silica. 71 Direct synthesis of functionalized mesoporous silica is also called one-pot synthesis. [72][73][74][75] For example, by con-condensation of (RO) 4 Si, (R'O) 3 SiR, and surfactant template, the organic functional groups can be anchored to the pore walls of mesoporous silica (Figure 16). The one-pot synthesis is very simple and in principle efficient. With this method, the functional groups are supposed to be homogeneously dispersed within the silica matrix, and there is no pore blocking. But the surfactant must be carefully removed without destroying the functional groups, and not all the active sites are accessible because some of the functional groups are dispersed into the framework of silica. Nonetheless, the inclusion of heterofunctions affects the structure of the silica matrix.

Post synthesis

The post-synthesis consists to modify chemically the already-made mesoporous framework. The functional groups are incorporated on the surface of the mesoporous materials maintaining the ordered matrix skeleton. For example, the grafting of organosilanes (R'O) 3 SiR on the surface of the pores of a mesostructured silica (Figure 17). This method may lead to the decrease of pores diameter and to a non-homogeneous dispersion of the functional groups. However, the initial silica phase can be retained very well and the functional groups are more accessible as they are all loaded on the surface of the matrix. 76 Figure 17. Post-synthesis by grafting organosilanes on the pore surface of mesoporous silica (R represent the organic functional group). 23 In order to obtain the post-functionalized mesoporous materials, three main strategies can be applied: impregnation, 77,78 ion-exchange, 79 and covalent grafting. [80][81][82] Within these methods, the functional groups have different interactions with the matrix, and the location of the functional groups will be different as well.

Comparison of different methods

By using these different synthesis methods, the functional groups can be immobilized with different location, for example: anchored, surfacing and embedded.

The requirement and preference for the location of the functional group should be guided by the application, then, implying the appropriate strategy. Several aspects should be considered, for example, the structural flexibility and choice of the sites, the accessibility to the sites, the sites distribution homogeneity, the porous volume, and the structural defaults. Figure 18 shows the comparison of the advantages and disadvantages of each type of functional groups. 71 Figure 18. Comparison of different locations of the functional groups in the mesoporous silica. 71 Figure 19. InGASE nomenclature for the location of a function in a porous solid. 71 To describe the different location of immobilized functional groups, a new nomenclature (InGASE) was proposed, 71 which indicates the information of the function location at the solid-fluid (gas or liquid) interface and the binding mode to the solid. Figure 19 shows the five types of possible function locations.

Functional groups category

Several different kinds of functional groups can be introduced on the mesoporous silica surface, for example, organic functional groups, transition metal ions and oxide species, noble metal species, etc. They are incorporated as active sites to modify the solid properties.

Organic functional groups

When organic functional groups are introduced, the chemical properties of mesoporous silica are modified, including the stability, hydrophilicity, hydrophobicity, pore size, surface silicon hydroxyl density, etc. Table 5 shows some examples of the organic functional groups commonly used in literature.

Table 5. Summary of common organic groups and their functions.

Organic groups Function

amino or aminopropyl better accessibility for binding heavy metal species 83,84 enhanced absorptivity to acetaldehyde 85 selective adsorption of dye pollutants thiol removing heavy metal ions from waste water 81,84 1-allyl mercury removal 93 1-benzoyl-3-propylthiourea mercury removal 94,[START_REF] Olkhovyk | Colloids Surf[END_REF] dithiocarbamate mercury removal 96 imidazole selective adsorption of precious metal ions 97,98 saccharides boron removal 99

Transition metals and oxide species

The transition metals and oxide species can be introduced on the surface of mesoporous silica and work as catalytic active sites. There are a lot of reports about transition metallic catalysts supported on mesoporous silica (Table 6).

Noble metal species

By ion exchange, deposition-precipitation, impregnation, and some technique such as vacuum evaporation, chemical vapor deposition, and super critical CO 2 methods, the noble metal species can be incorporated onto mesoporous silica and they were widely used as catalysts in many reactions (Table 7). 70 Table 6. Examples of transition metals and oxide species supported on mesoporous silica.

Metal Catalysis

Ti selective oxidation reactions, epoxidation reactions, etc. [100][101][102][103] V oxidation reactions, oxidative dehydrogenation reactions, etc. [104][105][106] Cu oxidation, epoxidation, hydroxylation reactions, etc. [107][108][109][110] Fe oxidation, epoxidation, hydroxylation reactions, etc. [111][112][113] Mn oxidation reactions, epoxidation reactions, etc. [114][115][116] Co oxidation reactions, photocatalysis, etc. [117][118][119] Ni methanol reforming, hydrogenation reactions, etc. [120][121][122] Al acidity, cracking reactions, etc. [123][124][125] Table 7. Examples of noble metal catalysts and the method of preparation. 

Fine control of functional groups

Figure 20. Controlled degradation of precursor for functional sites isolation. 71,143 Figure 21. Dismountable molecular assistant control of grafting. 71,[144][145][146] Figure 22. Protection-deprotection method with bulky protecting groups. 71,147 The strategy of surface molecular engineering can be applied for the fine control of the incorporation of functional groups on mesoporous silica to obtain well-defined active sites, with an appropriate environment and a better isolated state. There are several factors that we need to consider: the dispersion and the isolation of functional groups, the environment of functional groups, and the relative location of different functional groups, etc. The fine control at molecular level should not only be at short distance but also at long distance. Figures 20~22 show some examples of the approaches with different strategies. 71 Figure 23. Schematic of molecular stencil pattering technique. 71 Surface organometallic chemistry (SOMC) approaches are widely used to control the grafting of organometallic complexes. [148][149][150][151][152] Molecular stencil pattering (MSP) technique can be applied to the synthesis of multifunctional materials. [153][154][155] The main idea of the MSP technique is the partial coverage of functional groups.

Figure 23 shows an example of this procedure: cetyltrimethylammonium (CTA + ) or trimethyl ammonium (TMA + ) can be used as molecular stencil because their cationic heads have electrostatic self-repulsion which make them regularly patterned on the surface of silica. The as made MCM-41 is washed with diluted HCl-ethanol solution to remove part of the surfactant so that the remained surface is available for the grafting of the first functional groups hexamethyldisilazane (HMDSA). Then, the residual surfactant is removed to make space for the following grafting of the second functional groups or active species. The role of HMDSA is to prepare isolated sites, thereby the second functional groups can be better dispersed. Besides HMDSA, several other organosilanes can be used as isolation sites to reduce the density of the site which is available for grafting, and they can also provide the hydrophobic surface of the silica, such as chlorotrimethylsilane (CTMS), 2,2,5,5-tetramethyl-2,5-disila-1-azacyclopentane, etc. Figure 24 shows the structure of some organosilanes that can be grafted on silica.

Figure 24. Examples of organosilanes that can be grafted on silica. 71

Applications

Catalysis

Mesoporous silica is a very good candidate for the preparation of supported heterogeneous catalysts own to its high surface area, relatively large pores diameter, narrow pores size distribution, various possibility for the modification of surface, controllable hydrophilicity and hydrophobicity, etc. Inspired by biology science, the biomimetic catalysts are also a potential route for the design of mesoporous silicate catalysts. The catalysis applications of mesoporous materials include redox reactions, polymerization reactions, hydrogenation reactions, acid catalysis, base catalysis, halogenation reactions, photocatalysis, etc. [156][157][158] We have summarized some examples of mesoporous silica supported metal catalysts in Table 6 andTable 7. Ordered mesoporous materials are an ideal choice as adsorbents for polluted water treatment. They present a high adsorption capacity, tunable surface functionalization, simple operation and recyclability. Table 8 gathers some examples of functionalized mesoporous materials and their corresponding adsorbable metal ions. [160][161][162][163][164][165][166][167][168][169][170][171][172] Carbon dioxide capture and conversion is an important research topic as the greenhouse effect and global warming arise more and more attention in the world.

Adsorption and desorption

Mesoporous silica with organic amine functional groups is promising solid adsorbent of CO 2 favorable for the rapid gas diffusion and easy regeneration. Several different amine groups can be incorporated into mesoporous silica to improve the efficiency of CO 2 adsoption. [173][174][175][176] Mesoporous silica modified with nickel, aluminium, or other functional groups can have a good hydrogen storage capacity, [177][178][179] and are potentially suitable porous materials for energy storage as well.

Sensors

Mesoporous silica is a promising material for developing electrochemical sensors, gas sensors, and biosensors, which can be applied to the environment monitoring, optical detection, and food security control. Their high surface area, large porous volumes, and unique electronic properties are favorable for mass diffusion and sensible response to very low concentration target molecules. Figure 25 shows the advantages of porous silica materials for developing sensors. More information about mesoporous silica sensors can be found in several reviews. [180][181][182][183][184] Figure 25. Advantages of porous silica materials for developing sensors. 183

Biological and medical fields

Mesoporous silica nanoparticles (MSNs) are wildly used in the field of drug carriers, protein and gene delivery, cancer therapy, etc. MSNs present a lot of advantages in medical applications as they have tunable size, shape, surface, and good biocompatibility. The drug loading can be very high own to the high surface area (600~1000 m 2 /g) and pore volume (0.6~1.0 mL/g) of MSNs, and the targeted delivery and release can be controlled by the surface functionalization of the silica. There are several factors that need to be considered for the design of MSNs for medical application, not only the characteristics of MSN, but also their behavior and interaction in the biological environment (cells, tissues, and circulation systems, etc), the toxicity, safety, and curative effects are very important. Figure 26 shows the considerations highlighted for the design mesoporous silica nanoparticles for biological and medical applications. Several groups have reviewed the progress of MSNs applications in biological and medical fields. 193,194 Table 9. Industrial catalytic processes using vanadium oxides. [195][196][197][198][199][200][201] 

Industrial process Catalyst material

Oxidation of SO 

Vanadium incorporation in different supports

To improve the activity, selectivity, and mechanical strength of vanadium catalysts, vanadium oxide can be deposited on the surface of inorganic supports such as SiO 2 , TiO 2 , Al 2 O 3 , ZrO 2 , etc. Though the supports is normally considered as inert substance, there is an unclear interaction known as the metal oxide-support effect that contributes to the improvement of the catalyst performance. 

Preparation methods

There are several different methods to prepare the heterogeneous supported vanadium catalysts, such as co-precipitation, impregnation, 202-210 grafting, [211][212][213][214][215] chemical vapor deposition (CVD), [216][217][218][219] atomic layer deposition (ALD), 220 thermal spreading, 221,222 etc. We have discussed the influence of the different strategies of synthesis in chapter 2.3.1. For the incorporation of vanadium oxide active sites, it is important to have a good dispersion of the active sites and avoid the formation of V 2 O 5 crystals. Table 10 summarizes some examples of different vanadium loading limits on different supports with different synthesis methods. As we have discussed in chapter 2.3.3, with the assistance of organic functional groups, the fine control of the surface active sites dispersion would be a potential strategy to develop high performance supported vanadium catalysts.

Vanadium species and structures

Vanadium was named vanadin by Sefström, this is from the name of Nordic goddess Vanadis, who symbolises beauty and fertility, 190 which are also the features of vanadium chemistry. Vanadium compounds have different beautiful colors depending on the oxidation states of vanadium. The electron configuration of vanadium is [Ar]3d 3 4s 2 , taking the reduction of NH 4 VO 3 as an example, V 5+ (d 0 ) species show a yellow color, V 4+ (d 1 ) species show a blue color, V 3+ (d 2 ) species show a green color, while V 2+ (d 3 ) species show a violet color. 223 The easily interconvertible vanadium oxidation states and their high affinity to oxygen encourage the application of vanadium catalysts for oxidation reactions.

V 5+ and V 4+ are the most common and stable states. There are three main coordination states of V 5+ : tetrahedral (VO 4 ), pentahedral (VO 5 ) and octahedral (VO 6 ).

In the solid state, V 2 O 5 is an acidic oxide with the orange-red color, each vanadium oxide unit has an octahedrally coordinated VO 6 . By mild reduction of V 2 O 5 , a dark blue amphoteric oxide VO 2 can be obtained. However, in aqueous it is more complicated, depending on the vanadium concentration and the solution pH, different vanadium oxide species can be observed. The supported vanadium oxides are quite different from the unsupported ones on their chemical and electronic properties. Taking the impregnation of NH 4 VO 3 as an example, after the drying and calcination steps, the vanadium oxide compound can be chemically anchored onto the surface of the support (Figure 28). 192 Even by different synthesis methods, or on different oxide supports, after calcination, the supported vanadium oxide catalysts are found to have the same vanadium oxide configurations. 195,197,224,225 During the heating procedure, the adsorbed water molecules are removed, and by the esterification reaction, the oxidized V 5+ compound can be anchored through the hydroxyl groups on the support. V-O-support bonds. It is important to point out the unique V=O bond, which acts as the oxidation active site in supported vanadium oxide catalysts. [227][228][229] Several researches on the selective oxidation of methanol to formaldehyde over supported vanadium oxide catalysts have indicated that the terminal V=O bond and the bridging V-O-V bond do not contain the critical oxygen that participates in this reaction, while the oxygen in V-O-Support bond is critical for the oxidation of methanol to formaldehyde. Therefore, to optimize the supported vanadium oxide catalysts, the careful choice and modification of the support oxide will be decisive. 192,195,225,230,231 2.4. 

Characterization of mesoporous silica supported vanadium catalyst

For the characterization of mesoporous silica supported vanadium catalysts, several different characterization techniques are required. Each technique can provide some information about the structure and feature of the catalyst. In order to have a deep understanding of the catalyst, the analysis needs to be based on the comparison of multiple characterization techniques.

X ray diffraction (XRD)

X ray diffraction (XRD) is one of the most important methods to study the structure of crystals and solid materials. Through some mathematical processing, the results from XRD can be applied for the analysis of phase structures, phase content, crystalline grain size, composition, etc. For mesoporous silica, the corresponding angular positions of the 2Θ diffraction peaks are at low angles, between 1 o and 10 o . Figure 32 By comparison of XRD patterns of mesoporous silica catalysts before and after functionalization, after loading active metals, or after running reactions, the peaks modifications can indicate the loss of order and structure changes of the material.

Normally, the peaks can broaden and their intensity is decreased, which means a slight disorder of the mesoporous silica or a reduction of the X ray scattering contrast after the modification. [234][235][236][237][238] Since the loading of vanadium is usually low and no V 2 O 5 crystals exist, there are no vanadium oxide crystal peaks at the high angle range are observed.

N 2 adsorption-desorption isotherms

N 2 adsorption-desorption isotherms are very useful for the characterization of the mesoporous supported catalysts. By the measurement of the adsorption and desorption of N 2 as a function of its partial pressure, the isotherm can provide a lot of information about the surface area, pore volume, average pore diameter, and pore size distribution, which are related to the diffusion properties of the mesoporous catalysts.

The most wildly used models to treat the experimental data are the BET 239 and BJH 240 methods for mesoporous materials. The N 2 adsorption-desorption isotherm of MCM-41 exhibits a typical type-IV isotherm according to the IUPAC classification (Figure 33). 242 The adsorption at low relative pressure corresponds to the monolayer adsorption of N 2 on the mesoporous walls. At the higher relative pressures, the multilayer adsorption takes place until the condensation gives rise to a sharp adsorption volume increase at a pressure determined by Kelvin-type rules. 243 After various functionalizations and the introduction of vanadium or other metal active sites, there are always some shifts of the isotherm that indicates the decrease of the surface area and the pore size as the pores are filled by some ligand groups on the walls. 238, 244-246

Thermogravimetric analysis (TGA)

The thermogravimetric analysis is based on the weight loss of the material according to a programmed temperature increase in the O 2 or N 2 atmosphere, which is helpful to understand the nature of the functional groups incorporated into the support.

The surfactant amount in the mesoporous silica can be estimated through the final residual weight. The thermogravimetric (TG) curve shows the weight loss with the increase of temperature, while the derivative thermogravimetric (DTG) curve shows the mass change rate with the increase of temperature, indicating more clearly the desorption or decomposition of different species. Figure 34 shows an example of DTG and TGA curves for an as-synthesized MCM-41 sample. The weight loss peak below 400 K is usually attributed to the loss of condensed and physically adsorbed H 2 O, and the second peak at about 473 K is assigned to the decomposition of the surfactant template. The third peak at about 563 K is related to the combustion of the remaining carbon species, while the fourth peak at about 753 K is due to the condensation of silanol groups. When there are other organic functional groups or ligands, the peaks of the combustion of the encapsulated or grafted organic molecules will also show in the DTG curves and may overlap with the template combustion peak.

Figure 34. DTG and TGA curves for the as-synthesized MCM-41 sample. 247

Scanning electron microscopy (SEM)

Scanning electron microscopy is a useful technique to investigate the morphology of heterogeneous catalysts and materials at the nano-scale level. For the mesoporous silica supported catalyst, SEM can be used to check the morphology before and after running the reactions to control the stability of the porous solid. With the development of different synthesis processes and recipes, new types of mesoporous silica with different shapes and morphologies have been obtained, such as spherical particles, rodlike and discoid, hollow spheres, thin films, etc. 42,[248][249][250][251][252][253][254][255][256][257][258] Figure 35 shows some examples of the different morphologies of MCM-41. 

Transmission electron microscopy (TEM)

Transmission electron microscopy is a very powerful technique for the researching of mesoporous structures. Indeed, it can reveal the detail of regular hexagonal arrays and uniform channels in mesoporous silica as well as the dispersion of some metals inside the silica matrix. In addition, for a selected area electron diffraction patterns can provide information about the structure periodicity. 260 Figure 36 shows a representative TEM image of MCM-41. In Figure 37, the different structure details of stellate, raspberry, and worm-like mesoporous silica nanoparticles are clearly revealed by the HR TEM images. 261 Solid state nuclear magnetic resonance spectroscopy is a bulk technique which provides information about the oxygen coordination state of vanadium as well as the support oxide phase. For example, from the solid state 51 V NMR, 29 Si NMR, 27 Al NMR, 13 C NMR, the distribution of different oxide phases can be revealed by quantitative analysis. 233,[262][263][264][265][266] Figure 38 shows an example of solid NMR quantitative analysis of 29 and M 1 (13 ppm, C 3 -Si(OSi)), M 0 (18 ppm, C 3 -Si(OR)) species will provide more information about the status of linkage between the organic groups and silicon. 268,269 Figure 38. 29 Si NMR of MCM-41 before and after hydration and incorporation of zirconium isopropoxide. 267

The 13 C NMR spectrum can show the peaks of different C atom bonded to Si atom which is useful to affirm the incorporation of organic functional groups on mesoporous silica. 238 In 27 Al NMR spectrum, the ratio of tetrahedral Al (~53 ppm)

and hexacoordinated Al (~7 ppm) can be calculated by the quantitative analysis, 270

and 51 V NMR spectrum can show different vanadium oxide species bonded to the support. 271, 272

Fourier transform infrared spectroscopy (FTIR)

Fourier transform infrared spectroscopy can be used for obtaining the adsorption signals from the support oxides, it can also be applied under in suit conditions for probing reactant molecules which adsorb on the surface of catalysts. [273][274][275][276][277][278][279][280][281][282] FTIR spectra is wildly used to monitor the assembly of functional groups inside the mesoporous silica, the characteristic bands such as C-O (1280 cm -1 -1290 cm -1 ), C=O (1550 cm -1 -1610 cm -1 and 1350 cm -1 -1420 cm -1 ), aromatic CH-(1500 cm -1 -1550 cm -1 ), aromatic C=C (1450 cm -1 -1560 cm -1 ), C=N (1620 cm -1 -1690 cm -1 ), etc, are important indicators for confirming the anchoring of ligands on support. 236,245,266 Figure 39 shows the FTIR spectra of MCM-41 functionalized with TEPSA and pentane-1,2-dicarboxylic acid. The structure features of MCM-41 silica framework include the Si-OH bending vibration (820 cm -1 and 750 cm -1 ), Si-OH bond stretching vibration of silanol groups (966 cm -1 ), Si-O-Si asymmetric stretching vibration (1250 cm -1 and 1084 cm -1 ); the peak in 1630 cm -1 come from the -OH bending vibration of adsorbed water, and there is the O-H stretching vibration (3200 cm -1 -3700 cm -1 ) from hydrogen bonded surface silanol, hydroxyl groups of carboxylic acid groups and absorbed water. The existence of -C=O stretch of carboxylic acid (1750 cm -1 -1680cm -1 ), anhydride species (1868 cm -1 -1779 cm -1 ), in plane deformation of carboxylic acid (1250 cm -1 and 1084 cm -1 ), and aliphatic -C-H stretching vibration (2800 cm -1 -3000 cm -1 ) indicated the incorporation of organic functional groups. 283 

Ultraviolet visible (UV-vis) diffuse reflectance spectroscopy (DRS)

Ultraviolet and visible diffuse reflectance spectroscopy can be applied to the analysis of different electronic transitions of vanadium as well as the other metal ions in support oxide. [284][285][286] It can probe the charge transfer transitions of vanadium ions.

The UV-vis DRS can monitor the ligand to metal charge transfer (LMCT) transition of V 5+ and the d-d transition of V 4+ . 192 The signal can be influenced by several parameters such as the local and overall symmetry, the condensation degree, the polarization effect, the size of counteraction, the dispersion of loading metals, etc. 287,288 The UV-vis DRS can show different electronic transitions for isolated and polymeric vanadia structures. Comparing to monomeric surface vanadia species, the polymeric vanadia species has a greater electron delocalization which leads to the shifting of V 5+ LMCT transition to lower energy. Based on these differences, the UV-vis edge energy (E g ) can be used as the quantitative analysis parameter for the vanadia polymerization degree. The structure with more V-O-V bridging bonds will have a lower E g value. As the spectra should follow the rule in Kubelka-Munk function, the samples need to be diluted until getting the results within the limit of F(R∞) < 1, then, by plotting the [F(R∞)hν] 2 against hν (incident photon energy) through mathematical transition (Figure 40), the E g can be indicated by the intercept of low energy slope. [289][290][291][292][293][294][295][296][297][298][299][300] Figure 40. UV-vis DRS spectra and E g values of Na 3 VO 4 and NaVO 3 . 300

Raman spectroscopy (RS)

To discriminate the different vanadium oxide structures with different coordinations and bond lengths, Raman spectroscopy is an ideal approach, 301-309 it can provide the information about the surface vanadium oxide species and can be applied to the in situ conditions to observe the structural changes of these species. But the Raman spectroscopy also has a limitation when there is an overlap of the vibration from the support oxide with the vibration from surface vanadium oxide phase. 197 For silica and alumina supports, there are very weak Raman adsorption bands in 1100-100 cm -1 , while for titania and zirconia oxides, there are strong Raman bands below 700 cm -1 . 192 Compared to the visible Raman spectroscopy (line radiation at 488 nm), the UV Raman spectroscopy (line radiation at 244 nm) is more sensitive as it can increase the intensity of Raman signal and decrease the intensity of fluorescence background (Figure 41). 310,311 For V-MCM-41 and MCM-41, in the visible Raman spectra, the band of 490 cm -1 belong to the 3 Si siloxane rings, while the band of 610 cm -1 belong to the 4 Si siloxane rings, the band at 810 cm -1 attributed to the siloxane bridges, and the band at 910 cm -1 come from the surface silanol groups. In the UV Raman spectra for MCM-41, the band at 970 cm -1 attributed to the surface silanol stretching vibrations, and the weak bands between 1100-1200 cm -1 assigned to the asymmetric stretching modes of Si-O-Si bridges; while for V-MCM-41, the band at 930 cm -1 assigned to the V=O symmetric stretching mode of polymerized vanadium oxides, the band at 1030 cm -1 attributed to the V=O stretching vibration of monomeric vanadyl species bond directly to the support, and due to the strong structural tension of tetrahedral coordinated vanadium species, the higher position at 1070 cm -1 corresponds to the shortest V=O bond distance. [312][313][314] Figure 41. Raman spectra of V-MCM-41 and MCM-41 (line radiation: 488 nm (left) and 244 nm (right)). 314

Electron paramagnetic resonance spectroscopy (EPR)

The electron paramagnetic resonance spectroscopy can be used to determine the paramagnetic vanadium (IV) oxide species in diamagnetic matrices as the interaction between unpaired electron of V 4+ ion and 51 V nucleus can arise the hyperfine splitting signals. 315,316 Figure 42 shows the typical EPR spectra of V-MCM-41 at 77 K. The spectra of the as-synthesized samples displays an eight-line hyperfine patterns corresponding to the well dispersed vanadyl ions (V IV =O) 2+ in the axially symmetric crystal field; while the sample after calcination has no axially symmetric signal which indicated that all the (V IV =O) 2+ ions have been oxidized to (V V =O) 3+ ; by the reduction of this sample in H 2 , the spectra recovered to the original hyperfine structure except the intensity was lower than the as-synthesized sample. 312 

Additional characterization techniques

More characterization technique may be involved to describe and understand better the reactivity of mesoporous silica supported vanadium catalysts. For example, by elemental analysis (atomic absorption spectroscopy (AAS) or inductively coupled plasma spectrometer (ICP)), the ratio of different metal loading or leaching compare to silica can be calculated; X-ray absorption spectroscopy (XAS) can indicate the oxidation state, local coordination environment and symmetry of vanadium species; dispersive X-ray analysis (EDX), auger electron spectroscopy (AES), and X-ray photoelectron spectroscopy (XPS) can also provide the elemental analysis information of catalyst; and chemical adsorption-desorption can be applied to test the redox property of active sites, etc. With the development of new technology, there will be more methods which could bring interesting answers on the coordination state, the oxidation state and the nuclearity of the supported vanadium species. 192,266,317 Of course, a reasonable choice is a compromise with the availability, the cost and the information provided.

Oxidation of lignin model compound

Environment and biomass

In the 21st century, the climate change and environment problems attract broad attention, and the energy crisis is another concern of the greatest importance today.

Different countries around the world have invested a lot of resources in research concerning global warming and carbon cycle. 318,319 Our industry rely mostly on the fossil fuels including coal, petroleum, and natural gas, which are non-renewable energy formed millions of years ago that correspond to a limited reserve of resources.

The continuing development of industry offering an accessibility to legitime modern life and comfort for a larger fraction of the population prompt us to move urgently towards renewable and sustainable sources of energy.

Biomass is one of the renewable energy sources, which comes from the organic matter produced by plants. Plants can convert the CO 2 from the atmosphere into biopolymers, sugars, and lipids by photosynthesis, which is a very important link for the carbon cycle. Therefore, biomass resource is one of the ideal alternative energy sources of traditional fossil fuels with great potential in the future. 320 

Lignin structure and lignin model compounds

For the combination of lignocellulosic biomass, lignin makes up 15-30 wt%. The three primary monomers in lignin are p-coumaryl alcohol, coniferyl alcohol, sinapyl alcohol (Figure 44). The different composition of these building blocks constitutes the different lignin structure which depending on the species of plants and their growing conditions (Figure 45). Among the complicated structure linkages in lignin, the most important and abundant one is the β-O-4 linkage (Figure 46). To break the complicated linkages and process lignin polymer into small blocks and convert them into value-added chemicals and fuels is a worthwhile project. 322 1235 

Catalysts for lignin valorization

Developing catalysts for depolymerization of lignin is a promising pathway to obtain the high-value chemicals from biomass. Homogeneous and heterogeneous catalysts have been exploited with different metal active species. The principal fragmentation reactions for catalytic lignin valorization are lignin cracking, lignin hydrolysis, lignin reduction, and lignin oxidation. 327 Here we focus on the lignin oxidation reactions, which tend to form aromatic compounds with useful functionality for fine chemistry. There are several advantages of the oxidative cleavage of lignin, such as the moderate reaction conditions (low pressure and temperature requirement), cheap and available oxidants (peroxide or air).

A wide variety of catalysts for lignin oxidation are based on the transition metal (Cu, Fe, Co, V, Mn, Ru, etc.) compounds. Baker et al. developed the Cu(I)/TEMPO catalyst for the selective C-C bond cleavage of lignin models (Figure 48). 325,328 Andrioletti et al. reported the Fe(TAML)Li catalyst to the oxidative cleavage of lignin model molecules. 329 

Oxidation of lignin model compound by vanadium catalysts

Inspired by the vanadium-containing enzymes, bionic vanadium complexes were designed as catalysts for many kinds of oxidation reactions. 194 Vanadium catalysts are effective for various oxidative carbon-carbon bond cleavage. 

Applications and prospects

Nowadays, most of the lignin was burned as a waste from paper and pulp industry, the effective utilization of lignin as a renewable source to produce high-value aromatic compound is a challenge for sustainable chemical industry and environmental protection (Figure 51). 327 prepared by microwave hydrothermal methods, and better crystallization as well as higher yields can be now achieved in shorter times. 3 Chaignon et al. 4 Solutions D2, D3 and D4 was mixed with 44.2 g solution C separately and the same procedure was followed to prepare V-Ti-MCM-41 materials. The corresponding solids were named (1-1)VTi-MWT(-cal), (2.5-1)VTi-MWT(-cal) and

Reagents

(5-1)VTi-MWT(-cal), respectively.

Preparation of VZr-MWL and VZr-MWT

Preparation of VZr-MWT followed the similar procedure as preparation of V-Ti-MWT, using zirconium n-butoxide (80 % w/w in Intensity / a.u.
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1V-MWL-cal 2.5V-MWL-cal 5V-MWL-cal
into the skeleton of the mesoporous silica. The diffraction peaks were enhanced after the removal of the surfactant by calcination. However, for the sample of 5V-MWL-cal, the hexagonal structure was almost destroyed, showing that the high loading of vanadium negatively influenced the formation and stability of the mesoporous silica structure negatively. mol% to 10 mol% of the Ti/Si ratio, the higher loading of Ti anchor ions corresponded to the lower intensity of peaks in XRD patterns, which indicated that less ordered hexagonal structures were obtained. For the same loading of Ti, the intensity of XRD peaks decreased with the increasing loading of vanadium. With different loading of Al anchor ions, the structure of the samples presented the same trends as for the Ti-V series. However, the ordered structures of silica were more difficult to keep when Al was introduced. This phenomenon indicated that both the anchor ions and the vanadium species were incorporated into the skeleton of mesoporous silica, and therefore either a high loading of anchor ions or vanadium ions may lead to less ordered structures or even to a collapse of the hexagonal mesoporous structure. To maintain the mesoporous framework, the tolerance to the Ti and Al hetero metal ions of the support structure was not higher than 5 mol% to Si.

The atomic radius of Zr and Ce are larger than Al and Ti; therefore, the larger of the hetero atoms, the more negative effect they will cause to the framework of mesoporous silica support. So for Zr and Ce, we incorporated 5 mol% or 2.5 mol% of anchors to avoid the collapse of the mesoporous structure. p/p 0 MWL-cal 1V-MWL-cal 2.5V-MWL-cal 5V-MWL-cal vanadium loading (Figure 4) exhibits the typical type IV isotherm according to the IUPAC classification. There are three different volume rises: the rises at low, medium and high relative pressure, which correspond to the filling of microporous, mesoporous, and inter-grain volumes respectively. 5V-MWL-cal presents a different profile, since its mesoporous structure was almost collapsed. Table 1 shows that with the increasing loading of vanadium, the specific surface area, pores volume, and pores diameter of V-MWL-cal decreased. This was mainly due to the incorporation of vanadium both on the pore surface and in the walls of SiO Figure 5. 29 Si quantitative NMR spectra of as-made 2.5V-MWL.
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Table 2. 29 Si quantitative NMR analysis of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors (as-made). Figure 6 shows the 27 Al quantitative NMR spectra of as-made 2.5Al-MWL. The 27 Al quantitative NMR spectra of as-made Al-MWL and VAl-MWL were collected in -200 -100 0 100
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Appendix A7.1, and the quantitative analysis of NMR peaks was summarized in Table 3. All the samples show the incorporated Al existed as tetrahedral Al (~55 ppm), there was no pentahedral (~35 ppm) and octahedral (~5 ppm) Al.

Figure 6 27 Al quantitative NMR spectra of as-made 2.5Al-MWL. Table 3. 27 Al quantitative NMR analysis of as-made Al-MWL and VAl-MWL. From the FT-IR spectra of as-made V-MWL (Figure 8), the band at about 1490 cm -1 come from the C-H bending (δ C-H ) vibrations of surfactant, and the bands in the region of 2800 cm -1 to 3000 cm -1 were derived from the C-H stretching (ν C-H ) vibrations of -CH 3 -and -CH 2 -in surfactant, after calcination at 550 o C for 6 hours, these bands disappeared, which indicated the total removal of organic surfactant template. The band derived from Si-OH bond stretching vibration of the silanol groups at 960 cm -1 decreased after calcination, this was due to the condensation of silanol groups inside the pore walls during the calcination. With the increasing Abs
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loading of vanadium, the bands in the range between 1000 cm -1 and 1200 cm -1 were enhanced due to the stretching vibration of V=O, 6,7 which was overlapped with the Si-O-Si asymmetric stretching vibration. 8 The FT-IR spectra of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors were collected in Appendix A4.1.

They all in accordance with the bands of V-MWL and V-MWL-cal.

Vanadium species

Figure 9. EPR spectra of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors.

Figure 9 shows the EPR spectra of as made samples of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors, the typical hyperfine splitting signal corresponded to the well dispersed vanadyl ions (V IV =O) 2+ , while after calcination, no EPR signal was obtained, which means all the vanadium species were oxidized into

(V V =O) 3+ .
For the diffuse reflectance UV-visible spectroscopy of vanadia species (Figure 10), the peaks between 200-500 nm wavelength were attributed to the charge transfer of oxygen to V(V), the wide bands indicated the coexistence of monomeric and polymeric vanadia species, the higher wavelength bands corresponding to the lower transition energy of polymeric vanadia structures, while the lower wavelength bands corresponding to the higher transition energy of monomeric vanadia structures. 9, 10 When anchors ions were incorporated, here we take VTi-MWL-cal as an example (Figure 11). With the same ratio of Ti loading, the bands of vanadium have more red shift with the increasing loading of V, which corresponding to the less isolated vanadium species, this was caused by the aggregation of vanadium species with the high loading; while with a higher loading of Ti, there were less red shift with the increasing loading of V. This phenomenon indicated that the incorporation of Ti as anchor ions improved the vanadium dispersion and avoided the clusters of vanadia species. UV-vis spectra of vanadium incorporated MCM-41 with Al/Zr/Ce anchors were collected in Appendix A5.1, they also followed the same trend as the UV-vis spectra of VTi-MWL-cal, the increasing incorporation of Al, Zr, Ce anchor ions led to the blue shift of V spectra, which corresponding to the more isolated vanadium species.

To facilitate the comparison of different samples, we use the Tauc's plot to compare the band gap of samples 11,12 . Based on the data from UV-vis spectra, in Tauc's plot, the X-axis was energy ( E = hν = hc/λ ) and the Y-axis was (F(R)hν) where the F(R) was the absorption coefficient as K/M. Then a straight line was drawn as the slope of the plot, and the x-intercept was considered as the edge energy of that sample. 13,14 The high edge energy corresponding to the better-dispersed monomer vanadium species, while the low edge energy corresponding to the poor dispersion of polymer vanadium species. The Tauc's plot and edge energy table of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors were collected in Appendix A6.1, and Figure 12 was derived from these edge energy data.

Figure 12 shows that the samples with Ti anchor ions have the highest edge energy, which means the vanadium species with Ti anchors ions has a better dispersion on MCM-41. The Raman spectra of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors (Figure 13) provided the information about the surface vanadium oxide species. The band at 1030 cm -1 attributed to the V=O stretching vibration of monomeric species bond directly to the support. There was no band at 930 cm -1 which assigned to the V=O symmetric stretching mode of polymerized vanadium oxides.

The band of 490 cm -1 belong to the 3 Si siloxane rings, the band of 610 cm -1 belong to the 4 Si siloxane rings, the band at 810 cm -1 attributed to the siloxane bridges, and the band at 970 cm -1 attributed to the surface silanol stretching vibrations. Compared with the samples synthesized with TEOS (MWT), when Ludox was used as Si source (MWL), not all the stoichiometric Si was precipitated, the efficacious utilization of Ludox was about 50 mol%, 4 that is why the samples of MWL have a higher actual loading (almost 2 times than MWT) of anchor ions (Table 5). For all the samples in Table 5, there is the loss of vanadium during the synthesis.

The leaching test of these supported vanadium samples will be discussed in chapter 7.

Conclusion

One pot microwave synthesized vanadium incorporated mesoporous silica with different loading of Ti/Al/Zr/Ce anchor ions were obtained within 10 minutes heating in microwave. The vanadium and anchor ions were incorporated both on the surface and into the framework of SiO 2 . With the low loading of vanadium and anchor ions (e.g. 1 mol%, 2.5 mol%), the hexagonal honeycomb structure of silica can be kept very well, while with the high loading of heteroatom (e.g. 5 mol%, 10 mol%), the mesoporous skeleton was collapsed. The specific surface area, pores volume, and pores diameter of samples decreased systematically with the increasing loading of vanadium and anchor ions. After calcination, the organic template was removed and the V 4+ was oxidized to V 5+ . When anchor ions were introduced, the UV-vis spectra of vanadium had blue shift which indicated a better dispersion of vanadium species.

Raman spectra shows the vanadium exist as monomeric species bond directly to the support. By the comparison of the band gap, samples with Ti anchor ions has the highest edge energy, which means the vanadium species with Ti anchors ions has a better dispersion state on mesoporous silica. The demand of high loading of vanadium active sites, the requirement of better dispersion of active sites, and the imperative to maintain the hexagonal mesoporous structure are the aspects that need to be balanced during the exploitation of the supported vanadium catalyst with high activity. The synthesis procedures were clean and efficient and the synthesized mesoporous silica supported vanadium catalysts are promising for the oxidation reactions.

Chapter 5. Surface molecular engineering of vanadium containing MCM-41 with molecular stencil patterning (MSP) technique

Introduction

Molecular stencil patterning (MSP) technique 1, 2 is a post-functionalization approach which can be applied for the surface modification of mesoporous silica. The structure template (such as cetyltrimethylammonium) was used as a molecular stencil and the electrostatic self-repulsion between the cationic heads of structure template can generate a regularly patterned surface. By the controllable coverage of molecular stencil, the trimethylsilyl (TMS) or ethyl-1,2-bis(dimethylsilyl) (EBDMS) functions can be grafted onto the available surface of mesoporous silica without or with a minimal displacement of the masking agents. Once the function groups were grafted, the masking agents can be removed to reveal the "latent image", just like the classical photograph developing. After that, the active sites (such as metal ions or complexes) can be grafted on the available surface released by the removing of masking agents.

The active sites were isolated because of the existence of previously grafted function groups. Therefore, MSP technique is a promising approach for developing highly dispersed supported metallic catalysts. [3][4][5][6][7][8][9][10][11] Vanadium active sites can be incorporated into the framework or grafted on the surface of mesoporous silica to prepare heterogeneous vanadium catalysts, the high dispersion and low leaching effect of vanadium active sites are critical qualities for an efficiently supported vanadium catalyst. In this chapter, vanadium was grafted on the surface of mesoporous silica MCM-41, in order to get isolated vanadium active sites, EBDMS groups were incorporated on the surface of MCM-41 by MSP technique. To improve the dispersion of vanadium active sites, Ti(IV), Zr(IV), Ce(IV) and Al(III) ions were grafted as anchors for the following loading of vanadium. The structures and characterization of these grafted V-(Ti/Zr/Ce/Al)-MCM-41 catalysts based on MSP technique will be discussed in detail.

Experiments

Surface molecular engineering of MCM-41 with EBDMS

The preparation of as made MCM-41 with the assistance of microwave following the same procedure as it was described in chapter 4.2.1, the product was named MWL. 12 1.7 g TMABr was dissolved in 150 mL EtOH (70 % v/v) (1-1) for 1 mol% V/Si to 1 mol % Ti/Si). With the same procedure, (1-3)VTi-GPS ((1-3) for 1 mol % V/Si to 3 mol % Ti/Si) and (3-3)VTi-GPS ((3-3) for 3 mol % V/Si to 3 mol % Ti/Si) was prepared as well. 13 The preparation of VZr/Ce/Al-GPS followed the same method as VTi-GPS. typical hexagonal mesoporous framework structure did not alter after the grafting of vanadium ions and Ti/Al/Zr/Ce anchors, the peaks intensity and position of VTi/Al/Zr/Ce-GPS XRD patterns were kept as well as the pattern of PS (Appendix A1.2). TGA can illustrate the loss of mass occurring mainly in these modification steps.

Results and discussion

Textural characterization

Characterization of the EBDMS functional groups

The DTG representation is preferred for a more precise description. 
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vanadium and Ti/Zr/Ce/Al anchor ions can be found in Appendix A3.2, the slight weight loss come from the degradation of EBDMS groups and the anchor precursors.

As the EBDMS was acting as islands to isolate the metal sites during the grafting of anchor ions or vanadium species, after the metal sites were already dispersed, the presence or absence of EBDMS groups was not crucial. Before the supported vanadium catalysts were taken to run in the reactions, a short calcination at 550 o C for 1 hour can make sure all the vanadium sites are activated as V 5+ . Abs

Wavenumber (cm -1 ) 1Ti-GPS 3Ti-GPS 1Zr-GPS 3Zr-GPS 1Ce-GPS 3Ce-GPS 1Al-GPS 3Al-GPS
In the FT-IR spectra of MWL (Figure 5), the bands in the region of 2800 cm -1 to 3000 cm -1 were derived from the C-H stretching vibrations of -CH 3 -and -CH 2 -in surfactant CTATos; after the TMA + ion exchange, these bands were nonexistent, and a new peak appeared at 1490 cm -1 which assigned to the C-H bending vibration of -CH 3 in TMA + . The peak at 950 cm -1 also come from the TMA + . After the direct grafting of EBDMS on MWL-TMA, two bands appeared at 785 cm -1 and 834 cm -1 , these bands assigned to the Si-C stretching vibrations of EBDMS functional groups, and the band at 834 cm -1 can be considered as a fingerprint of the EBDMS moieties. The coexistence of bands at 831 cm -1 and 1490 cm -1 indicated the successful grafting of EBDMS and the partial left of TMA + in MWL-TMA-EBDMS. After the removing of TMA + , the bands at 1490 cm -1 was nonexistent in MWL-TMA-EBDMS-R (PS).

Compared to this partially silylated sample, the fully silylated one MWL-TMA-R-EBDMS (FS) shows the stronger bands at 785 cm -1 and 834 cm -1 , and there was no band at 938 cm -1 as there was no surface Si-OH available after the full coverage of EBDMS groups. The fingerprint peak of EBDMS at 834 cm -1 can be used for the quantification analysis to monitor the grafting of EBDMS groups. The weakly coupled valence bond angle vibration (δ Si-O-Si ) of the siliceous matrix [SiO 4 ] band at 450 cm -1 was used as the reference peak for the normalization. After normalization, the peak intensity at 834 cm -1 can be compared with the IR spectra of different samples:

If the grafted EBDMS amount on the fully silylated sample (FS) was considered as 100 %, then for the partial silylated sample (PS), the grafted EBDMS amount was about 70 %, and about 30 % of the surface silanol was protected by the TMS + , so after removing of the protected TMS + , there was still 30 % silanol sites available for the following grafting of metal ions. After the grafting of Ti/Zr/Ce/Al anchor ions and vanadium sites on the partially silylated samples (PS), the EBDMS bands at 785 cm -1 and 834 cm -1 did not change (Figure 6 and Appendix A4.2), so there was no loss of EBDMS after the grafting of metal ions. The bands of Al-GPS at 1900 cm -1 to 2300 cm -1 come from the C-H stretching vibrations in the aluminum precursor (sodium bis(2-methoxyethoxy) aluminum hydride solution). As the molecular stencil patterning and grafting were just taking place on the surface of mesoporous silica, no modification was inserted into the silica network, the N 2 adsorption-desorption isotherms of samples before and after silylation all exhibit the typical type IV isotherms of mesoporous silica, there was no structure destruction nor collapse (Figure7 and Table 1). By chemical extraction, the surfactant was removed from the sample MWL-TMA-R, the pure silica mesoporous structure has a very high specific surface area (1024 m 2 •g -1 ) and a very high pore volume (0.92 cm 3 •g -1 ), the C parameter ( 105) is also higher than the PS sample ( 36) as all the surface silanols were available. After full silylation (MWL-TMA-R-EBDMS) using EBDMS grafting functions on the surface of mesopores, compared to the pure silica pores, there was less space in the pore after the functionalization, so the pore diameter (2.7~ 3.3 nm), specific surface area (642 m 2 •g -1 ) and pore volume (0.50 cm 3 •g -1 ) were decreased; as all the surface silanol was occupied by the EBDMS groups, the C parameter was very low (25). For the partially silylated sample, when there was the coexistence of EBDMS and TMA + (MWL-TMA-EBDMS), the N 2 adsorption-desorption isotherms was quite similar to the fully silylated sample; after the TMA + was removed (MWL-TMA-EBDMS-R), the EBDMS was partially covering the pore surface and the silanol sites, which were protected by the released TMA + , so this sample is characterized by a higher C parameter (36), pore diameter (2.8~ 3.3 nm), specific surface area (839 m 2 •g -1 ) and pore volume (0.64 cm 3 •g -1 ) than the full silylated sample. The porosity data of partially silylated samples grafted with vanadium and Ti/Zr/Ce/Al anchor ions can be found in Appendix A2.2. As the grafting of low ratio metal ions (1~3 mol % to Si) on the mesoporous surface, the porosity data of these metal grafted samples were very similar with the MWL-TMA-EBDMS-R (PS), only very slightly decrease of pore diameter (-0.02~ -0.13 nm of change), specific surface area (-21~ -162 m 2 •g -1 of change) and pore volume (0~ -0.2 cm 3 •g -1 of change) were observed due to the loading of metal sites.

The higher loading of hetero-metal ions leads to a lower surface area and pore volume, this was due to the occupation of limited space in pores by the loaded species. All these surface modifications and their corresponding structure changes were monitored by the N 2 adsorption-desorption characterization very clearly.

Figure 8. 29 Si quantitative NMR spectra of as-made FS. 
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VTi/Al/Zr/Ce-GPS were collected in Appendix A7.2, and the quantitative analysis of NMR peaks was summarized in Table 2.

Table 2. 29 Si quantitative NMR analysis of as-made FS, PS, and VTi/Zr/Ce/Al-GPS. Comparing to the partial silylated sample PS, the fully silylated sample FS has a lower ratio of Q 3 peak and a higher ratio of Q 4 peak, this is reasonable as the fully silylated sample has less surface silanol (Table 2). The M 0 (20 ppm), M 1 (14 ppm), M 1 -M 1 (9 ppm) peaks corresponding to the three types Si of EBDMS functional groups: [R 3 SiOH] (M 0 ), [R 3 SiO(SiO 3 )] (M 1 ), and [R 3 SiOSiR 3 ] (M 1 -M 1 ), (R= -CH 3 / -CH 2 -). After the grafting of metal ions, the ratio of each type of Si peaks does not change apparently, the EBDMS functional groups were stable on the silica matrix.

Sample

Q 4 Q 3 Q 2 Si M 1 M 0 M 1 -
The main existing form of grafted EBDMS groups were the bipedal pair species (M 1 ), there were few bridged bipedal species (M 1 -M 1 ) and monopodial species (M 0 ). The two peaks at -3.4 ppm and 8.5 ppm in the 13 C NMR spectra of as-made

VTi/Al/Zr/Ce-GPS (Appendix A7.2) corresponding to the methyl and methylene carbon atoms in EBDMS moieties. The 27 Al quantitative NMR spectra of as-made Al-GPS and VAl-GPS (Appendix A7.2) and their quantitative analysis of NMR peaks (table 3) show that there are three types of Al in the low loading (1 % Al) samples: tetrahedral Al (~55 ppm), pentahedral Al (~35 ppm), and octahedral (~5 ppm) Al; while for the higher loading (3 % Al) samples, there were more tetrahedral Al species. In all these samples, the main existing form of grafted Al is tetrahedral Al.

Vanadium species

Figure 11. EPR spectra of 1V-MWL and 1V-GPS.

Figure 11 shows the EPR spectra of as-made samples of 1V-MWL and 1V-GPS.

Unlike the hyperfine splitting signal of 1V-MWL, the grafted sample 1V-GPS has hardly any signal of vanadyl ions (V IV =O) 2+ , it means the vanadium ions in 1V-GPS were EPR silence (V V =O) 3+ , which was the same vanadium species as the vanadium precursor used for grafting.

UV-vis spectra of Ti/Zr/Ce/Al-GPS shows no obvious signal for Zr-GPS and Al-GPS, but shows high peaks for Ti-GPS and Ce-GPS, and the peak position of Ce overlapped with the peak position of vanadium (Figure 12). Comparing with the sample V-GPS-cal (Figure 13), the samples VTi/Zr/Ce/Al-GPS-cal (Figure 14) with anchor ions show an obvious blue shift of peaks in UV-vis spectra which means a better dispersion of vanadium. Different loading ratio of vanadium and anchor ions was compared (Figure 14), when the grafted anchor ions were three times ratio to the loading of vanadium, there is more blue shift than the sample with one to one ratio of anchor ions. So the 3:1 ratio of anchors to V was superior to the 1:1 ratio. The setting of 3 times molar ratio of anchors to vanadium was based on the model displayed in Figure 15. On the partial silylated surface of mesoporous silica, the anchor ions were grafted as targets to provide grappling sites of the vanadium and to avoid the aggregation of vanadium species. There are two level of isolation effects: the EBDMS groups facilitated the isolation of anchor ions and the anchors facilitated the isolation of vanadium species. In the idea structure model, one tetrahedron vanadium site needs three tetrahedron anchor ions as grappling, and the linkage between vanadium and anchor was expected to be stronger than the linkage between vanadium and silica surface. So there are two roles of anchor ions: to promote the dispersion of vanadium and to strengthen the grappling of vanadium thereby avoiding the leaching of vanadium. Based on the UV-vis spectra of (1-3)VTi/Zr/Ce/Al-GPS-cal, Tauc's plot was drawn to compare the edge energy of different samples (Figure 16). Compared to 1V-GPS-cal, all the four samples of (1-3)VTi/Zr/Ce/Al-GPS-cal has a higher edge energy, which means the grafting of 3 times anchor ions is helpful for the better dispersion vanadium, and Ti/Al has a stronger anchor effect than Zr/Ce ions by grafted on the surface of mesoporous silica. The UV-vis spectra of V-Al/Ti/Zr/Ce-GPS-cal can be fitted by the Gaussian curves, and the fitting area of different peaks can provide the detail informations of the dispersion of each vanadium species (Figure 17). The peak at 25800 cm -1 corresponding to the 2D draft vanadium with the edge energy at about 2.7 eV, the peak at 29000 cm -1 corresponding to the 1D chains of vanadium with the optical gaps at about 3.2 eV, the peak at 32200 cm -1 corresponding to the vanadium dimers exhibit the optical gpas at about 3.5 eV and the peak at 37100 corresponding to the isolated vanadium species with the optical gaps at about 4.1 eV. Based on the relative intensities of the above fitting peaks, the bar chart (Figure 18) can be drown to compare the dispersion of different vanadium species in different samples. It is obvious that the samples with anchor ions has relatively smallar brown bars than the
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samples without any anchor, especially the samples with 3 % Ti anchors has no brown bars, but have larger purple bars than the other samples, which means the Ti anchors have a stronge efficient to improve the ratio of isolated monomeric vanadium species.

Figure 19. Raman spectra of VTi/Al/Zr/Ce-GPS.

In Figure 19, all the samples grafted with vanadium have a band at 1030 cm -1 which attributed to the V=O stretching vibration of monomeric species bond directly to the support (for the 3 % vanadium samples this band is more clear, while for some of the 1 % vanadium samples, this band is weak and overlapped with the bands nearby). The bands between 1100 cm -1 to 1500 cm -1 of as-made Al-GPS come from the ν(C-C) stretching vibration from the hydrocarbon chain in the Al precursor sodium bis(2-methoxyethoxy)aluminum hydride, which disappeared after the calcination. The band at 490 cm -1 , 610 cm -1 , 810 cm -1 , and 970 cm -1 come from the silica matrix. Raman shift (cm -1 ) The elemental analysis of VTi/Zr/Ce/Al-GPS (Table 4) indicated the stoichiometric vanadium was fully grafted on Ti/Zr/Ce/Al-GPS (data within experimental error); the difference loading of anchor ions indicated that Zr and Ce ions are more difficult to be grafted on GPS than the Ti and Al ions. The leaching test will be discussed in chapter 7.

3Al-GPS (1-3)VAl-GPS (3-3)VAl-GPS (1-3)VAl-GPS-cal (3-3)VAl-GPS-cal

Conclusion

Vanadium with different anchor ions (Al/Ti/Zr/Ce) were grafted on the surface of partially silylated mesoporous silica, EBDMS functional groups were incorporated as patterns to facilitate the isolation of metal ions, and the partial coverage of EBDMS groups was about 70 % of the total surface area of silica. After grafting, the EBDMS groups adopt three types of states (mono-or bipedal or engaged in a bipedal pairs), all characterized using solid state NMR. The anchored ions are grafted inside the patter of grafted EBDMS functions. The vanadium was then grafted on the anchored ions, forcing vanadium ions to disperse themselves avoiding the formation of large aggregate. All these surface modifications were obtained without modification of the hexagonal mesoporous structure. After each step of surface modification, one observed a systematic decrease of the pore diameter, specific surface area and pore volume consistent with a progressive occupation of internal space of the support.

From UV-vis spectra and Tauc's plot, one measured the band gap that is correlated with the vanadium dispersion and found out that Al/Ti/Zr/Ce anchoring ions can effectively assist the vanadium species to have a better dispersion. A mol ratio of 3:1 anchoring ions to vanadium ions was found systematically better than the 1:1 mol ratio for a higher vanadium dispersion and Ti anchor ions have the strongest anchoring effect. The grafted vanadium exist as isolated V 5+ species, no clusters of vanadium were observed.

Chapter 6. Surface molecular engineering of vanadium containing MCM-41 with partial thermal treatment (PTT) technique

Introduction

Thermal treatment was widely used for removing the template in mesoporous silica or zeolites, the typical procedure was to do a calcination at 550 o C for 6 hours.

Thermal gravity analysis (TGA) curves were applied to show the decomposition temperature of the organic constituent in mesoporous silica as well as to check the residual organic template in mesoporous silica after calcination or chemical extraction.

MCM-41 can be functionalized by grafting of trimethylsilyl (TMS) groups, the coverage of TMS groups can be controlled by molecular stencil patterning (MSP)

technique. [1][2][3] In this chapter, we will apply a partial thermal treatment (PTT) to control the coverage of TMS groups and facilitate the following grafting of active metal sites.

Inspired by the TGA curve of MCM-41 functionalized by total coverage of TMS groups, we set an appropriate temperature of calcination, when the tube furnace ramped up to the desired temperature, the heating will be stopped and the tube furnace will be opened immediately without any cooling segment. By this kind of partial calcination modification, the surface coverage of organic functional groups will be controlled and the exposure of Si-OH groups will provide good opportunities for high dispersion of vanadium particularly with the help of anchoring ions such as Ti(IV), Zr(IV), Ce(IV) and Al(III) ions. Herein, the structures and characterization of these grafted V-(Ti/Zr/Ce/Al)-MCM-41 catalysts based on PTT technique will be discussed in detail.

Experiments

Surface molecular engineering of MCM-41 with TMS

MWL-R was prepared as it was described in chapter 4. The grafting of Ti/Zr/Ce/Al on PC followed the same procedure as it was described in chapter 5.2.2, the products were named Ti/Zr/Ce/Al-GPC (Grafted Partial Calcined MCM-41) respectively.

Grafting of vanadium on Ti/Zr/Ce/Al containing MCM-41

The grafting of vanadium on Ti/Zr/Ce/Al-GPC followed the same procedure as it was described in chapter 5.2.3, the products were named VTi/Zr/Ce/Al-GPC respectively.

Results and discussion

Characterization of the TMS functional groups

In chapter 5, it has been proved that the surface silylation on mesoporous silica does not change the structure of silica matrix, and the thermal treatment temperature did not exceed the temperature of conventional calcination of mesoporous silica, therefore the partial thermal treatment and surface modification of samples in this chapter do not influence the hexagonal structure of silica framework structure, the XRD characterization is omitted here, the XRD patterns of samples in chapter 5 can be used as references. With the partial calcination, the heating was stopped at 500 o C, so only part of the methyl groups were decomposed or evolved, the alkyls were still maintained on the surface of mesoporous silica. 4 Comparing the samples before and after the partial TMS groups on the surface of pores, the C parameter which corresponding to the silanol groups was very low after the silylation. After the partial thermal treatment, the surface area and pores volume of PC increased to 831 m 2 •g -1 and 0.61 cm 3 •g -1 , which comes from the space released by the decomposition of some methyl groups in TMS during the thermal treatment. The porosity data of samples VTi/Zr/Ce/Al-GPC can be found in Table 1. After the grafting of low ratio (1~3 mol%) metal ions on the mesoporous surface, the porosity data of these metal grafted samples was very similar with the sample PC, about 3~20 % decrease of pore diameter, specific surface area and pore volume were observed due to the loading of metal species. All these surface modifications and their corresponding structure changes were controllable and monitored by the N 2 adsorption-desorption characterization very clearly.

Table 1. Porosity data derived from N 2 adsorption-desorption isotherms. and MWL-TMS-cal900.

In the FT-IR spectra of MWL (Figure 4), the bands in the region of 2800 cm -1 to 3000 cm -1 were derived from the C-H stretching vibrations of -CH 3 -and -CH 2 -in surfactant CTATos, which were nonexistent after the removal of surfactant by chemical extraction (MWL-R). After the grafting of TMS functional groups (MWL-TMS), due to the Si-C stretching vibrations of TMS on silica, two sharp peaks can be observed at 757 cm -1 and 845 cm -1 , and a weak band appeared at 2961 cm -1 is assigned to the asymmetric C-H stretching vibrations of TMS. By the partial thermal treatment at 500 o C (MWL-TMS-cal500), the peaks at 757 cm -1 , 845 cm -1 , and 2961 cm -1 were decreased, this is because part of the -CH 3 groups in TMS were consumed, there were less Si-C stretching vibrations but more groups as =Si(CH 3 ) 2 instead of -Si(CH 3 ) 3 . 4 If the thermal treatment temperature was set as 900 o C, all the TMS functional groups can be removed, so the peaks at 757 cm -1 , 845 cm -1 , and 2961 cm -1

were disappeared (MWL-TMS-cal900). After the grafting of VTi/Zr/Ce/Al metal ions on the partial thermal treated mesoporous silica with TMS groups, the TMS bands at 757 cm -1 and 845 cm -1 did not change (Appendix A4.3), so there was no loss of TMS groups after the grafting of metal ions. 

Sample T 1 T 2 T 3 T MWL-TMS 0 0 0 0 PC 0 1 1 2 Sample D 1 D 2 D MWL-TMS 0 0 0 PC 1 3 4
Figure 5 and Figure 6 show the 29 Si quantitative NMR spectra of MWL-TMS and PC, the quantitative analysis NMR peaks was summarized in Table 2. The 13 C NMR spectra of MWL-TMS and PC were collected in Appendix A7.3. There are four types of silica in MWL-TMS: Q 4 (-109 ppm), Q 3 (-100 ppm), M 0 (20 ppm), M 1 (14 ppm) (Figure 5). M 1 was regarded as the characteristic peak of grafted TMS functional groups linked to the silica matrix, M 0 comes from the excess TMS precursors adsorbed in the solid. There was 22 % of the organic Si (derived from Table 2) in MWL-TMS. After the partial thermal treatment, the ratio of organic Si in PC decreased to 12 % (derived from Table 2). There were no free TMS precursors M 0 in PC, but four new types of Si species appeared: D 1 (-10 ppm), D 2 (-15 ppm), T 2 (-60 ppm), T 3 (-65 ppm) (Figure 6), these four new Si species come from the evolution of TMS functional groups during the partial thermal treatment: 4 as some of the methyls were decomposed, bi-bonded species and bridged dimer Si species were appeared (Figure 7), the total ratio of these four Si species was 6 %, and the ratio of Si kept as M 1 was 6% as well. The grafted TMS functional groups undertake the role as islands to isolate the hydroxy on mesoporous silica, while the hydroxy on D 1 , T 2 , and Q 3 Si were still available for the following grafting of metal ions. The grafting process was as mild as the grafting steps in chapter 5, and the alkyls can be kept as the state in PC before the grafting, this has been proved by the FT-IR spectra in Appendix A4.3.

Table 3. 27 Al quantitative NMR analysis of 3Al-GPC and (1-3)VAl-GPC.

Sample Al (tet) Al (oct) Al (penta)

3Al-GPC 80 17 3 (1-3)VAl-GPC 70 23 7

The 27 Al quantitative NMR spectra of 3Al-GPC and (1-3)VAl-GPC (Appendix A7.3) and their quantitative analysis of NMR peaks (Table 3) show that there are two types of Al in the samples: tetrahedral Al (~55 ppm), and octahedral (~5 ppm) Al; the main existing form of grafted Al is tetrahedral Al (~80 %), which can serve as the anchor sites for the grafting of vanadium species.

Vanadium species

Figure 8. EPR spectra of 1V-MWL, 1V-GPS, and 1V-GPC.

Figure 8 shows the comparison of EPR spectra from the as-made samples of 1V-MWL and 1V-GPS. Only 1V-MWL has the hyperfine splitting signal of vanadyl ions (V IV =O) 2+ , the vanadium ions in 1V-GPS and 1V-GPC were EPR silence (V V =O) 3+ , which was the same vanadium species as the vanadium precursor used for grafting.

In Figure 9, the band at 490 cm -1 , 610 cm -1 , 810 cm -1 , and 970 cm -1 come from the silica matrix. All the three samples loading of 1 % vanadium have a band at 1030 cm -1 which attributed to the V=O stretching vibration of monomeric species bond directly to the support, the intensity of this peak in 1V-MWL is weaker than in 1V-GPS and 1V-GPC, because the grafted vanadium was on the surface of silica matrix, while in the one-pot incorporated sample 1V-MWL, part of the vanadium species was loading in the silica matrix walls. For the sample with anchor ions (Figure 10), the weak peak of V=O stretching vibration at 1030 cm -1 was overlapped by peaks nearby, and the sample with Al anchors has very strong fluorescence interference, so the signal of vanadium was difficult to be observed. 

K/M Wavelength (nm) 1V-GPC-cal (1-3)VTi-GPC-cal (1-3)VZr-GPC-cal (1-3)VCe-GPC-cal (1-3)VAl-GPC-cal
Comparing with the UV-vis spectra of 1V-GPC-cal (Figure 11), the samples (1-3)VTi/Zr/Ce/Al-GPC-cal with anchor ions show an obvious blue shift in UV-vis spectra which means a better dispersion of vanadium. In order to show the effect of different anchor ions and to compare the edge energy of different samples clearly, Tauc's plot was drawn based on the UV-vis spectra of (1-3)VTi/Zr/Ce/Al-GPC-cal (Figure 12). All the four samples of (1-3)VTi/Zr/Ce/Al-GPC-cal have a higher edge energy than the sample 1V-GPC-cal, which means the grafting of 3 times anchor ions is helpful for the better dispersion of vanadium species, and Ti anchor ions have the most obvious anchor effect than Zr ions and Al ions by grafted on the surface of mesoporous silica. These results are compared with the data in chapter 5 in good agreement, so the partial thermal treatment with the TMS functional groups provide a comparable strategy to the molecular stencil patterning treatment with the EBDMS functions. The partial coverage of TMS groups provide the discrete sites for the grafting of anchor ions on the surface of mesoporous silica, the isolated anchors provide the grappling sites for the grafting of vanadium species. So the stronger linking and better dispersion of vanadium can be achieved.

Table 4. Elemental analysis of VTi/Zr/Ce/Al-GPC.

Sample V (mol%) M (mol%)

1V-GPC-cal 1.02 0 (1-3)VTi-GPC-cal 0.96 3.12 (1-3)VZr-GPC-cal 1.01 3.11

(1-3)VCe-GPC-cal 0.95 1.99 (1-3)VAl-GPC-cal 0.93 3.21
The elemental analysis of VTi/Zr/Ce/Al-GPC (Table 4) indicated the stoichiometric vanadium was fully grafted on Ti/Zr/Ce/Al-GPS (data within experimental error); comparing to the fully loading of anchor ions Ti/Zr/Al, Ce ions were more difficult to be grafted on GPC, this phenomenon may be aroused by the larger atom of Ce and less stable linkage between the Ce and SiO 2 matrix. The leaching test will be discussed in chapter 7.

Conclusion

Partial thermal treatment was applied to the TMS silylated mesoporous silica, by a simply programmed calcination, part of the methyl in TMS functional groups was decomposed, and the hydroxy which was available for the following grafting of metal ions can be isolated by the TMS islands, therefore the aggregation of grafted metal species can be avoided. Ti/Zr/Ce/Al anchors were grafted on the surface of TMS functionalized mesoporous silica before the incorporation of vanadium, a better dispersion of vanadium species with the TMS functions and anchor ions was confirmed by the UV-vis spectra and Tauc's plot with a 3:1 molar ratio of anchor ions to vanadium. All these modifications were on the surface of mesoporous silica without destruction of the hexagonal mesoporous structure of silica matrix, the regular decrease of the pores diameter, pores volume, and surface area can be observed due to the introduction of functional groups and metal species. The partial thermal treatment process is convenient and time-saving, which is on a par with the molecular stencil patterning technique for the obtaining of the controllable silylated mesoporous silica support, and it is a promising pervasive method to be applied to other supports such as silica nanoparticles, etc.

Chapter 7. Aerobic oxidation of lignin models with vanadium containing

MCM-41 catalysts via high throughput screening (HTS)

Introduction

Selective transformation of lignin to value-added chemicals is a promising approach to take advantage of biomass. As lignin is a bulky polymer constituted by methoxylated phenoxy propanol units, the selective cleavage of carbon-carbon bond in lignin is an effective way to break lignin into small and utilizable molecules. 1 To facilitate the research of lignin transformation, some model molecules were chosen as substrates to represent the typical linkages (e.g. β-O-4) in lignin. Aerobic oxidation of lignin model molecule in a moderate reaction condition can be achieved with the assistance of transition metal catalysts. [2][3][4][5][6] As heterogeneous catalyst can be recycled and reused, it is imperative to develop the supported transition metal catalyst with high activity and less leaching for the oxidation of lignin models.

High throughput facility can allow the running of a large number of reactions at the same time, and the required sample quantity for each reaction is quite small. It provides a high efficient screening platform for the comparison of a series catalysts in a relative uniform condition.

In this chapter, the vanadium catalysts supported by mesoporous silica were applied for the aerobic oxidation of lignin models via high throughput screening, and the samples with high activity were picked out and were taken to run the lignin model oxidation reactions in high pressure autoclaves. Recycle test and leaching test were carried out to compare the stability of vanadium catalysts. Elemental analysis was carried out before and after the leaching test to compare the anchor effect of supported vanadium catalysts. The effects of the additional base and different solvents were compared and discussed as well. Lignin model 1,2-diphenyl-2-methoxyethanol (β-methoxy-α-phenylphenethyl alcohol) was synthesized by the reducing of benzoin methyl ether, the preparation procedure was based on the method of Hanson. 2 3.06 g benzoin methyl ether was dissolved in 50 mL dry ethanol and stirred at room temperature until clear, then 2.03 g sodium borohydride was added slowly into the above solution and stirred at room temperature (be careful of the large number of H 2 bubbles generated during the addition of sodium borohydride). After refluxing at 85 o C overnight, the solution was cooled in an ice bath, then 50 mL saturated solution of ammonium chloride was slowly added and the mixture was stirred for 1 hour (a lot of white solids appeared).

Diethyl ether was added to the mixture, then filtration was carried out to remove the solid. The organic layer was extracted and washed with H 2 O for 3 times, then washed with 0.1 M HCl for 2 times. After removing the solvent in a rotary evaporator, the white solid was obtained as the target product.

Synthesis of VCu/Fe-MWL

Preparation of Cu/Fe-MWL

Cu-MWL and Fe-MWL were prepared in a similar way as V-MWL except that copper(II) nitrate or iron(III) nitrate was dissolved in the deionized water before the adding of CTATos in the surfactant solution. After calcination, the light blue-green powder with 1 mol% Cu was named as 1Cu-MWL-cal, the earthy-yellow powder with 1 mol% Fe was named as 1Fe-MWL-cal, and the grey-yellow powder with 0.5 mol % Cu and 0.5 mol % Fe was named as (0.5-0.5)CuFe-MWL-cal.

Preparation of VCu/Fe-GMW

The grafting of vanadium on Cu/Fe-MWL followed the same way as the preparation of VTi-GPS: Cu/Fe-MWL-cal was stirred in vacuum, then vanadium(V) triisopropoxide was dissolved in cyclohexane and added to the solid then reflux in argon, after filtration, washing, drying, and calcination, the product with 1 mol% V and 1 mol% Cu was named as (1-1)VCu-GMW-cal, and the product with 1 mol% V with 0.5 mol% Cu and 0.5 mol% Fe was named as (1-0.5-0.5)VCuFe-GMW-cal.

Oxidation reactions of lignin models with vanadium containing MCM-41 catalysts

High throughput screening (HTS)

The oxidation reactions of lignin models were carried out in a high-throughput experimentation facility equipment system in catalysis research and innovation center in university of Ottawa.

Figure 2. High throughput screening reaction facility.

The reactor was a glass test tube of 1 mL capacity, each reactor plate can hold 96 reactors at the same time. To prepare for the reaction, in each reactor, 6 mg vanadium supported catalyst was weighted and put inside the tube carefully with a magnet rotor, then 0.5 mL substrate solution (0.5 mL solvent with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was injected, the reactors were covered by a polyfluoroalkoxy copolymer resin (PFA) membrane and closed tightly to hold the pressure during the reaction. After stirring and heating at 100 o C for 18 hours, the reactor plate was cooled down to room temperature. The mixture in reactors was taken out, filtrated and washed with acetonitrile separately, then the solution was taken for analysis in a gas chromatography system. Then the reactor was cooled to room temperature overnight. After the mixture was taken out, filtrated and washed with acetonitrile, the solution was taken for analysis in a gas chromatography system.

Recycle test of catalyst

1st Run: 48 mg (2.5-2.5)VAl-MWL-cal was put into a 50 mL glass flask, then 4 mL substrate solution (4 mL acetonitrile with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was added. The flask was sealed and heated in an oil bath at 100 o C for 18 hours. After cooled to room temperature, the mixture was filtrated and washed with acetonitrile. The solution was taken for analysis in a gas chromatography system, while the solid was collected, dried at 120 o C for 6 hours, and named as (2.5-2.5)VAl-MWL-1st.

2nd Run: 30 mg (2.5-2.5)VAl-MWL-1st powder was put into a 50 mL glass flask, then 2.5 mL substrate solution (2.5 mL acetonitrile with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was added. The reaction was carried out as the 1st Run. The solid after the reaction was collected, dried at 120 o C for 6 hours, and named as (2.5-2.5)VAl-MWL-2nd.

3rd Run: 18 mg (2.5-2.5)VAl-MWL-2nd powder was put into a 50 mL glass flask, then 1.5 mL substrate solution (1.5 mL acetonitrile with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was added. The reaction was carried out as the 2nd Run. The solid after the reaction was collected, dried at 120 o C for 6 hours, and named as (2.5-2.5)VAl-MWL-3rd.

4th Run: 6 mg (2.5-2.5)VAl-MWL-2nd powder was put into a 50 mL glass flask, then 0.5 mL substrate solution (0.5 mL acetonitrile with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was added. The reaction was carried out as the 3rd Run. The solid after the reaction was collected, dried at 120 o C for 6 hours, and named as (2.5-2.5)VAl-MWL-4th. Without vanadium sites, the mesoporous silica with anchor ion Ti/Al/Zr/Ce did not show any activity for this oxidation reaction, so the anchor ions do not act as active sites. In each group of samples above, the catalysts with higher loading of vanadium correspond to higher conversion of the substrate. A high incorporation of anchor ions leads to the decreasing of substrate conversion. To compare the four groups of catalysts with different anchor ions, the samples with Al anchor ions gave the highest activity, and (5-1)VAl-MWL-cal show a 72 % conversion of the substrate. 
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The grafted samples with Ti or Al anchors without vanadium loading have no activity, but the grafted samples of Zr/Ce-GPS and Zr/Ce GPC have weak activity for the oxidation of the substrate. One thing to be noted is that Zr-GPS and Zr-GPC promoted the oxidation of hydroxy other than the C-C cleavage. After the grafting of vanadium with anchor ions, the catalysts of VTi-GPS-cal and VZr-GPS-cal have a similar conversion of substrate, meanwhile, VAl-GPS-cal and VCe-GPS-cal have a much higher conversion of the substrate. The GPC samples have very similar results

to the GPS samples. To compare the supported vanadium catalysts without anchor ions which were prepared by different synthesis methods, the grafted samples with molecular stencil pattering technique (1V-GPS-cal) and partial thermal treatment technique (1V-GPC-cal) have very parallel activity, which are higher than the one-pot synthesized sample (1V-MWL-cal). This is because the one-pot incorporated vanadium active sites were partially loaded in the wall of silica, not all the active sites can contact with the substrate molecules, while the grafted vanadium active sites were all exposed on the surface of silica, which can have adequate contact with the substrate. 1V-GPC-cal 29 -V (%) = (V/Si) after leaching / (V/Si) before leaching , M (%) = (M/Si) after leaching / (M/Si) before leaching , M = Al/Ti/Zr/Ce.

Leaching test

Methanol is a very strong polar solvent, the leaching test of samples in methanol can indicate the stability of loaded sites in supported catalyst. Elemental analysis was carried out before and after the leaching test in methanol. Table 7 shows the residual percentage of vanadium and anchor ions in different catalysts after leaching test. For all the samples, there was almost no leaching of anchor ions, while the leaching of vanadium depends on the different anchor ions and different loading methods.

Without anchor ions, 1V-MWL-cal, 1V-GPS-cal and 1V-GPC-cal have serious leaching in methanol, about 70 % of vanadium sites were lost during the test. With anchor ions, the samples can hold vanadium sites stronger and there were less leaching of vanadium in methanol. Ti has the most strong anchor effect for all the three groups of samples with different synthesis methods. (2.5-5)VAl-MWL-cal is the most active catalyst in all these samples whether before or after leaching test. Though the samples without anchor ions have high activity before leaching, but their activities are very low after leaching (Figure 4. No. 13, 14, 15). After leaching, there were less vanadium active sites in all the samples, but the samples with Al anchor ions have higher TON than themselves before leaching (Figure 5. No. 2, 6, 10). Two samples were chosen for another leaching test in acetonitrile, which is the solvent for the 1,2-diphenyl-2-methoxyethanol oxidation reaction, the temperature and stirring duration were set as same as the oxidation reaction conditions. The elemental analysis was carried out before and after this leaching test. Table 8 indicate that the leaching of vanadium of these two samples in acetonitrile was much less than in methanol. This is because acetonitrile was not so polar as methanol, so the vanadium active sites were stably incorporated on the support even with longer stirring time and higher temperature. The sample (2.5-5)VAl-MWL-cal has high activity for the oxidation of 1,2-diphenyl-2-methoxyethanol substrate, the recovery and recycles test was run at the same reaction conditions. Though after each recovery, the activity of (2.5-5)VAl-MWL-cal was decreased slightly, the conversion of the substrate with the 4th run is still higher than with the sample after leaching in methanol. Compare to the 1st run, the catalyst after three times of recycling was still keeping 80 % of the initial activity, reminding that the recovery was just a classical filtration followed by a drying step. Three types of base (TEMPO, TEA, EDPA) were added in substrate solutions respectively. To compare the reaction results (Figure 7, the full table of data is in appendix A11.2), the additional of the base in these heterogeneous catalysts reactions is not helpful, on the contrary, the conversion of the substrate was decreased with the base. It means the reaction mechanism and pathway of these supported vanadium catalysts is quite different from the homogeneous vanadium catalysts. Mottweiler et al. 7 have tested a series of catalysts for the oxidative cleavage of lignin, the bimetal catalysts with two types of active sites (e.g. Cu-V, Fe-V) displayed higher activity and better selectivity than the monometallic catalysts. Here, the mesoporous silica was incorporated with V/Cu/Fe with the synthesis method combined with one-pot synthesis and grafting (characterization of catalysts in Table 10 are collected in Appendix). The 1Cu-MWL-cal and 1Fe-MWL-cal catalysts are active for the oxidation of 1,2-diphenyl-2-methoxyethanol substrate, but their activities are very low, and their selectivities are not good. When the catalysts combined with two or three types of metal active sites ((1-1)VCu-MWL-cal and

Recycling test

(1-0.5-0.5)VCuFe-MWL-cal), their conversion of the substrate is still much less than 1V-MWL-cal. The additional base TEMPO is not helpful for these groups of catalysts. 11).

Different solvents

The oxidation reactions of 1,2-diphenyl-2-methoxyethanol were run in different solvents via vanadium catalyst (5-1)VAl-MWL-cal and 3V-GPS-cal respectively. In chloroform, benzene and EtOAc, the conversion of the substrate is quite high (Figure 8. No. 1, 2, 3), while in EtOAc, toluene and MeCN, the reaction has good selectivity (Figure 9. No. 3, 4, 5). So EtOAc is a very good solvent for the oxidation reactions of 1,2-diphenyl-2-methoxyethanol via supported vanadium catalyst, and it is nontoxic as a "green" solvent. In MeCN, the difference between the activity of two catalyst samples is the maximum (Figure 8. No. 5), so it is a good choice for the high throughput screening to see the difference in a series of catalyst samples. Diols are important cellulose biomass models. Meso-hydrobenzoin was chosen as a substrate to test the activity of supported vanadium catalysts, it can be converted into different products to reveal the catalyst selectivity to C-C bond cleavage or dehydrogenation, and it is commercially available. For the aerobic oxidation of meso-hydrobenzoin in acetonitrile, all the catalyst samples in Table 12 have a 100 % selectivity to benzaldehyde, which indicates that the C-C bond cleavage is the dominating reaction promoted by these supported vanadium catalysts (Figure 10). For the one-pot samples with anchor ions, sample (5-1)VAl-MWL-cal shows the highest activity with a substrate conversion of 82 %. The grafted vanadium catalyst 1V-GPS-cal has a lower conversion but a much higher TON. Sample 3V-MSP-cal was taken as an example to test the influence of reaction conditions, the concentration of substrate and internal standard was kept the same as it was in the high throughput screening reactions (chapter 7.3.1.1), but the catalyst concentration in autoclaves was set as one-tenth compared to the catalyst concentration in the glass vial. When 1,2-diphenyl-2-methoxyethanol was chosen as a substrate, in the high throughput screening vial, after 18 hours reaction, the conversion of the substrate was 46 %. In the autoclave, the pressure was much higher than in the glass vial, and the O 2 concentration was higher as well. After 4 hours of reaction in the autoclave, the conversion of the substrate was 18 %, and after 18 hours of reaction in the autoclave, the conversion of the substrate was 59 %, which is higher than the conversion in the glass vial. In autoclaves, the concentration of catalyst was much lower, and the TON was much higher compared to the reaction in the vial.

Reaction in high pressure autoclaves

When meso-hydrobenzoin was chosen as a substrate, after 4 hours of reaction in the autoclave, the conversion of the substrate was 24 %, and after 18 hours of reaction in the autoclave, the substrate was totally converted into benzaldehyde, the TON was up 

Conclusion

Aerobic oxidation of the lignin model substrate 1,2-diphenyl-2-methoxyethanol via supported vanadium catalysts was carried out using a high throughput screening facility. The activity of one-pot synthesized and grafted vanadium catalysts with different anchor ions (Ti/Al/Zr/Ce) were compared. Like in the catalysts prepared according to the one pot approach, the catalysts prepared by grafting showed all a good selectivity to the C-C bond cleavage at the β-O-4 position. The samples with a higher loading of vanadium active sites gave a higher conversion of substrate, and the samples of vanadium incorporated with Al anchor ions showed the highest activity.

Globally, the grafted vanadium catalysts had a higher activity than the one-pot samples where metal ion embedding was unfavorable for both optimal anchoring effect and vanadium accessibility. Practically, the catalytic activity was compared in twelve different solvents. The best were apolar with EtOAc being the best as it combines both very high C-C cleavage activity and selectivity. The worst were the polar ones combined with ligand properties favoring vanadium solvation and leaching, like alcohols or pyridine. Methanol, the more polar alcohol, was indeed chosen for leaching test. Acetonitrile keeping an excellent selectivity in C-C bond cleavage produced an average effect on catalytic activity and was therefore chosen to compare the anchoring effect. As expected, all the anchors were found resistant to leaching while vanadium behavior was highly anchor-dependent. Among anchor ions, Ti(IV)

were the best to prevent leaching though a worse catalytic promoter than Al(III) ions.

Effectively, the robustness of the catalysts during recycling was rather good even with Al(III) anchor ions as leaching was rather small in acetonitrile. In complement, a basic media known to promote the homogeneous catalytic pathway was detrimental in the present conditions. All these data are consistent with a true heterogeneous pathway that totally differs from the homogeneous one and would take place on a cluster of vanadium and better when Al(III) ions are nearby the vanadium. Contrary to other heterogeneous catalysts, the introduction of Cu(II) or Fe(III) ions as additives was not promoting the catalytic activity of vanadium. Our preliminary study confirms Chapter 8. Conclusions and perspectives

Conclusions

Large scale production of biosourced organic molecule has to be produced from non nutritive vegetal biomass, i.e., from lignin or cellulose. However, the degradation of these oxygen reach natural and renewable polymers is very challenging and for economical reason requires a low temperature catalytic process to recover valuable molecules. This is the societal context of the present thesis where supported vanadium catalysts were developed for C-C bond cleavage of molecules considered as model for the catalytic oxidative degradation of these natural polymers.

Efforts were devoted to optimize all the parameters of the catalysts such as high surface area, accessibility to the catalytic sites, fast, clean and energy saving catalyst syntheses, in the view of practical large-scale applications. Mesoporous silica MCM-41 was chosen as a support as it provides good opportunities for high surface area and high metal dispersion of active sites for an optimum site accessibility.

Vanadium was preferred as catalytic metal ions as it allows us to operate oxidation on relatively large substrates using O 2 as oxidant at moderate temperatures. The drawback of vanadium being its leaching into the catalytic media, an emphasis was brought on improving its retention using anchoring ions such as Al(III), Ti(IV), Zr(IV)

and Ce(IV) ions. To find the most efficient anchoring effect compatible with a decent catalytic productivity, both metal concentration and relative ratio between vanadium and anchors was varied. A fast and easy one-pot microwave assisted synthesis was developed to efficiently screen most of the significant combinations. While sequential graftings on a pre-synthesized support were preferred to further document the anchoring effect. These more sophisticated post-synthesis treatments using either the molecular stencil patterning (MSP) and the partial thermal treatment (PTT) techniques were shown to improve vanadium dispersion with or without anchoring ions. Among the panel of characterization tools, Diffuse Reflectance UV-visible spectroscopy was found particularly useful to evidence the effect of anchoring ions on the dispersion of vanadium(V) ions. Despite the very large number of catalysts produced, most of them were tested thanks to a high throughput reaction facility applied here to aerobic oxidation of 1,2-diphenyl-2-methoxyethanol. This substrate was chosen as it is a good model to predict the reactivity and the selectivity in C-C cleavage in the β-O-4 linkage that characterizes lignin substrates. Among the catalysts those involving the aluminium anchors were found the best for the highest loading. Some preliminary tests were also made showing that these catalysts are also very active in the C-C cleavage of molecules mimicking the degradation key path of cellulose degradation. the previous method, the silanol patches were produced according to a thermally controlled surface reconstruction. Indeed, the so-generated FTT catalyst series was improving the vanadium dispersion but not as much as the GPS series though anchoring ions were decreasing slightly the difference (Figure 3). systematically applied such as X-ray diffraction for the control on the hexagonal pore array of the mesoporous silica, thermal gravimetry analysis for the determination of the organic content, nitrogen physisorption for surface area and porosity control, 27 Al and 29 Si solid state NMR for the coordination of Al anchors and silanol capping. In addition, reflectance IR spectroscopy and in some particular case Raman spectroscopy was also applied to characterize the functional groups including vanadium sites. For instance, we were able to follow the progressive occupation of the internal porosity monitoring the decrease of surface area and pore volume in parallel with the appearance of the specific NMR and IR signatures of the grafted species for the catalysts prepared according to the post-synthesis routes (GPS and FTT series).

However, to rank the catalysts according to the distribution of vanadium species the best technique was diffuse reflectance UV-visible spectroscopy. This ranking was based on the blue shift of the ligand to metal charge transfer band (LMCT). It was measured in terms of edge energy, E e also called optical gap obtained by linear extrapolation of the low energy side of the band using Tauc plots. This rather simple analysis was further refined adopting a complete shape analysis of the LMCT band using Gaussian curve fittings. The originality of our fits was the use of the same set of six Gaussian curves for all the LMCT fits, whatever the presence or the absence of anchors. The relative intensity was the only change, except for the to two most blue shifted curves when Ti was the anchor. This was explained by the presence of LMCT transitions of the Ti(VI) anchoring ions in this region of the spectrum. We were less lucky with Ce(IV) ions the LMCT transition of which was interfering in most of the energy range of interes. Nonetheless, the first four Gaussian curves on the low energy side were safely determined and, corresponded to E e of 2.7, 3.2, 3.6 and 3.9 eV known to be typical of the first LMCT of vanadium ions in 2D raft, chains, pairs or monomeric species, respectively. As a consequence, we were able to confirm the absence of 3D clusters (E e at 2.3 eV) even in the samples containing the highest level of 2D vanadium oxide rafts. The relatively low intensity of the Gaussian centered at 3.2 eV reveals the quasi absence of vanadium oxide chain, though not excluding the presence of some linear trimers. Dimers and monomers present in all our catalysts were the only species formed in the best cases obtained solely using Ti anchors. As a general trend we indeed observed a higher dispersion when the anchoring ion loading was increased up to 5 mol% Anchor/Si. Not surprisingly, lower vanadium loading generated better dispersions (tested down to 1 mol%). Ranking the anchoring efficiency according to a higher vanadium dispersion lead to the following sequence: none < Zr < Ce < Al < Ti mirroring the oxides sequence for vanadium dispersion:

SiO 2 < ZrO 2 < CeO 2 < Al 2 O 3 < TiO 2 .
More precisely, a ratio close to 1 vanadium for 3

anchoring ions was preferable to favor the formation of dimer and monomers according to both GPS and FTT series where all the anchoring ions and vanadium ions were grafted on the surface. It allowed us to anticipate that these two ultimate states of dispersion might need two and even three anchoring ions clustered together, likely to favor the formation of bi-or tripodal vanadium(V) covalently linked to these nano islands. Notably, we estimated that the weaker anchoring efficiency of aluminium over titanium ions was related to its tendency to be stabilized as isolated tetrahedral species into silica surfaces according to 27 Al NMR spectroscopy. In some extent, the anchoring nano islands possessed some of the surface properties of the bulk oxide support but certainly not the bulky ones as shown for instance by the blue shift of the optical gap of the Ti oxide nano-islands.

Finally, the chapter 7 dealing with the catalytic reactivity was focused on the high throughput screening for aerobic oxidation. The reaction was run in parallel inside 96 mini reactors that were indeed small wells drilled in the same steel plate.

Each well was filled with few mg of catalyst and few mL of the reaction media both precisely measured. After undergoing to the same reaction temperature, pressure and time, each content was analyzed using gas chromatography allowing a comparison of a large number of catalysts (Figure 4). The oxidative carbon-carbon bond cleavage of 1,2-diphenyl-2-methoxyethanol run with dioxygen (O 2 ) produced mainly benzaldehyde and methyl benzoate attesting for a very high selectivity to the C-C bond cleavage. Higher conversions were systematically obtained with higher vanadium loadings and preferably using aluminium ions as anchors. It was verified that leaching was not a problem. Among, thirteen solvents tested, the best were rather apolar, ethyl acetate being the best. The metal leaching that was a main concern for vanadium was rather negligible according to recycling tests in the relatively high polar acetonitrile. The solvent had to be a better ligand to dissolve vanadium into the reaction media as shown using methanol. Furthermore, the catalytic activity of the vanadium supported catalysts did not require a basic media as it is required for the homogeneous vanadium based catalysts that also presents a different selectivity.

These independent criteria fully support the idea that the specific selectivity for C-C bond cleavage is the fingerprint of a true heterogeneous catalytic pathway.

Perspectives

In a general point of view, the three type of synthesis proposed here can serve as a model to design multicomponent metal supported catalysts first focusing on fast and coarse synthetic protocols, then moving a more sophisticated one to move into more insights on the true catalytic site and to adopt in fine a more practical synthesis route for eventual application.

More particularly, it is shown that the actual vanadium based catalysts are selective for C-C bond cleavage in oxidative liquid phase reaction conditions in a relatively clean solvent as Ethylacetate. It now important to check whether this selectivity and the recycling properties can be maintained in this particular solvent, at larger scale and at higher pressure.

The application of this catalysts to C-C bond cleavage of other diols than those tested here is important as leaching might become in some cases a crucial problem to solve particularly in the view of industrial application where a high concentration of reactant is preferred.

At last, vanadium that is obviously not the preferred metal ion when Intensity / a.u.
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 27 Figure 27. Pourbaix diagram of vanadium (temperature: 25 •C, ionic strength: 1M). 192
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 28 Figure 28. Synthesis of a supported vanadium oxide catalyst by impregnation of a NH 4 VO 3 solution followed by calcination in the presence of oxygen. 192

  The resulting species possesses essentially the same local coordination environment as supported vanadium oxides. The isolated VO 4 units (symmetry C 3v ) with one terminal mono-oxo V=O bond (~1.62 Å) and three bridging V-O-Support bonds (~1.81 Å) are formed at low loading of vanadium (Figure29 a).192, 226 For high loading of vanadium, dimeric and polymeric chains of VO 4 units can be formed (with one V-O-Support bond, two bridging V-O-V bonds, and a terminal V=O bond) (Figure29 b).
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 30 Figure 30. Possible molecular configurations for supported vanadium oxides (with S the support cation). 192
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 31 Figure 31. Percentage of papers based on different supported transition metals oxide catalysis in open literature between 1967 and 2000. 192

  shows the typical XRD pattern of the MCM-41, which has a pore array of hexagonal symmetry. The four typical diffraction peaks observed belong to the unit cells of d 100 , d 110 , d 200 and d 210 respectively, and there are no peaks at high angles, as the wall of the MCM-41 consists of amorphous silica.
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 32 Figure 32. Typical XRD pattern of MCM-41. 233
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 33 Figure 33. Example of N 2 adsorption-desorption isotherms and the BJH pore size distribution of MCM-41 before (black line) and after (red and green lines) functionalization. 241
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 36256 Figure 36. Transmission electron micrograph of MCM-41 and a schematic of its honeycomb structure. 233

  Figure 38 shows an example of solid NMR quantitative analysis of29 Si in MCM-41. The pure silica MCM-41 has a single Q 4 (-110 ppm) peak which corresponds to the silicon coordinated with four oxygen atoms (Figure 38 a). After the controlled hydration modification, three species of silicon coordination state appeared (Figure 38 b), Q 4 , Q 3 (-101 ppm, each silicon atom coordinated with three oxygen atoms and one hydroxy), and Q 2 (-92 ppm, each silicon atom coordinated with two oxygen atoms and two hydroxy); after the hydrolysis and incorporation of zirconium isopropoxide, the disappearance of Q 2 and Q 3 species indicate the consumption of hydroxyls (Figure 38 c). 267 When there are organic functional groups grafted on the silica, the appearance of T 3 (-55 ppm, C-Si(OSi) 3 ), T 2 (-57 ppm, C-Si(OSi) 2 OR ), T 1 (-48 ppm, C-Si(OSi)(OR) 2 ); D 2 (-16 ppm, C 2 -Si(OSi) 2 ), D 1 (-10 ppm, C 2 -Si(OSi)OR);
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 39 Figure 39. MCM-41 functionalized with TEPSA (a) and pentane-1,2-dicarboxylic acid (b).283
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 42 Figure 42. EPR spectra of (a) as-synthesized, (b) calcined, (c) H 2 reduced V-MCM-41 samples at 77 K. 312
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 49 shows some examples of different types of C-C bond cleavage reactions promoted by vanadium catalysts, the substrates including 1,2-diols, 1,2-hydroxy ethers, and lignin models, etc.334 
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 92 CTATos were dissolved in 142 mL deionized water and closely stirred (slowly to avoid too many bubbles) at 60 o C for 1 hour until the surfactant was dissolved completely to form a clear viscous solution. At the same time, 98 mL (105.22 g) above Na 2 SiO 3 solution were stirred at 60 o C for 1 hour. Then added the CTATos solution was dropwise into the Na 2 SiO 3 solution. The gel molar composition was: 1 SiO 2 / 0.05 CTATos/ 0.5 NaOH/ 80 H 2 O. After 1 hour of vigorous stirring at 60 o C, this mixture was transferred into 6 teflon autoclaves (as the volume of each autoclave is 100 mL, the appropriate capacity should be 30~60 mL) and heated in the microwave oven. The program of the microwave oven was set as 1 minute to ramp up to 180 o C and heating at 180 o C for 9 minutes. After the heating program finished, the autoclaves were taken out and cooled to room temperature for 30 minutes and then in a water bath for half an hour. The solid was filtered on a Büchner funnel and washed with 1.5 L deionized water, then dried at 80 o C overnight to obtain an average of 5.8 g white powder which was named as-made MWL (Microwave synthesis with Ludox as silica source). After calcination in a tube furnace with flowing air, the MCM-41 with mesoporous structure was prepared; this white powder was named MWL-cal. The calcination program was set as 2 o C/min to ramp up from room temperature to 550 o C, and heating at 550 o C for 6 hours, then cooled down in air. Besides calcination, the surfactant can be removed by chemical extraction as well. 1 g of as-made MWL was stirred in 200 mL of technical ethanol (96 % v/v) with the addition of 2 mL HCl (1 M) for 1 hour at room temperature. Then the solid was filtered on a Büchner funnel and washed twice with 50 mL of technical ethanol. After drying at 80 o C overnight, the white powder was named MWL-R ("R" means "surfactant removed by chemical extraction").
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 1 Figure 1. Sketch of synthesis of MCM-41 with microwave assistance.

Figure 2 .

 2 Figure 2. Low-angle XRD patterns of as-made V-MWL and V-MWL-cal.

Figure 3

 3 Figure 3 shows the TEM images of 1V-MWL-cal. The ordered fingerprint 2D hexagonal honeycomb pores were clearly observed. The diameter of pores is about 3 nm and the wall thickness is about 1 nm.

Figure 3 .

 3 Figure 3. TEM images of 1V-MWL-cal.

Figure 4 .

 4 Figure 4. N 2 adsorption-desorption isotherms of V-MWL-cal at 77 K.

Figure 5

 5 Figure5shows the29 Si quantitative NMR spectra of as-made 2.5V-MWL. The

Figure 7 and

 7 Figure7and Table4show the TG and DTG analysis of as-made V-MWL.Sample mass decreased with the increasing of temperature, and there were mainly 4 peaks of mass change. Peak 1 was in the range of room temperature to about 130 o C,

Figure 7 .

 7 Figure 7. TG and DTG analysis of as-made V-MWL.

Figure 8 .

 8 Figure 8. FT-IR spectra of as-made V-MWL and V-MWL-cal.

Figure 10 .

 10 Figure 10. UV-vis spectra of V-MWL-cal. MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.

Figure 11 .Figure 12 .Figure 13 .

 111213 Figure 11. UV-vis spectra of VTi-MWL-cal. MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.
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 61523 Figure 1. Surface molecular engineering of MCM-41 with EBDMS

Figure 2 .

 2 Figure 2. Low angle XRD patterns of MWL, MWL-TMA-R, MWL-TMA-R-EBDMS (FS), MWL-TMA-EBDMS, and MWL-TMA-EBDMS-R (PS).

Figure 3 .

 3 Figure 3. TG and DTG analysis of MWL, MWL-TMA, MWL-TMA-EBDMS, MWL-TMA-R, MWL-TMA-R-EBDMS (FS), and MWL-TMA-EBDMS-R (PS).

Figure 4 .

 4 Figure 4. TG analysis of MWL, MWL-TMA, MWL-TMA-EBDMS, MWL-TMA-R, MWL-TMA-R-EBDMS (FS), and MWL-TMA-EBDMS-R (PS).

  Figure 3 shows DTG analysis of different samples in the surface modification procedures, the desorption peaks of H 2 O in the region below 130 o C; the peaks between 130 o C to 400 o C come from the degradation of TMA + linked to the surface silanol (for MWL, the two peaks corresponding to the degradation of CTA + and CTATos), and the peaks between 400 o C to 700 o C come from the degradation of EBDMS groups and silanol condensation.There are some differences between the DTG curves of MWL-TMA-EBDMS and MWL-TMA-R-EBDMS. If the TMA + was removed before the grafting of EBDMS, there was a full silylation, and no surface silanol left, so the sample of MWL-TMA-R-EBDMS was hydrophobic, there was no H 2 O desorption peak in its DTG curve. If the EBDMS functional groups were grafted on MWL-TMA directly, there was still a lot of TMA + existed in the sample, so the sample MWL-TMA-EBDMS was not fully silylated. The difference of residual mass (Figure4) between MWL-TMA and MWL-TMA-EBDMS indicates there was a partial leaching of TMA + during the grafting of EBDMS groups. After the removing of TMA + , there was almost no weight change whether the sample was no silylated (MWL-TMA-R), partial silylated (MWL-TMA-EBDMS-R), or fully silylated (MWL-TMA-R-EBDMS). The DTG curves of partially silylated samples grafted with

Figure 5 .

 5 Figure 5. FT-IR spectra of MWL, MWL-TMA, MWL-TMA-EBDMS, MWL-TMA-R, MWL-TMA-R-EBDMS (FS), and MWL-TMA-EBDMS-R (PS).

Figure 6 .

 6 Figure 6. FT-IR spectra of GPS after grafting of Ti/Zr/Ce/Al anchor ions.

Figure 7 .

 7 Figure 7. N 2 adsorption-desorption isotherms of MWL-TMA-EBDMS, MWL-TMA-R, MWL-TMA-R-EBDMS (FS), MWL-TMA-EBDMS-R (PS).

( a )

 a Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm.

Figure 9 .

 9 Figure 9. 29 Si quantitative NMR spectra of as-made PS.

Figure 8 and

 8 Figure 8 and Figure9show the29 Si quantitative NMR spectra of as-made samples FS and PS. The 29 Si quantitative and13 C NMR spectra of as-made

Figure 10 .

 10 Figure 10. Possible existence form of grafted EBDMS on the surface of mesoporous silica.

Figure 12 .

 12 Figure 12. UV-vis spectra of Ti/Zr/Ce/Al-GPS. MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.

Figure 13 .

 13 Figure 13. UV-vis spectra of V-GPS-cal. MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.

Figure 14 .

 14 Figure 14. UV-vis spectra of V-Ti/Zr/Ce/Al-GPS. MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.

Figure 15 .

 15 Figure 15. Schematic idealized models of anchoring effect on the surface of mesoporous silica modification with EBDMS functions (beige blocks): top, with single anchoring ion; middle, with three clustered anchoring ions; bottom, with four clustered anchoring ions; M=Ti/Al/Zr/Ce anchor ions, V = vanadium.

Figure 16 .

 16 Figure 16. Tauc's plot and the corresponding edge energy of (1-3)VTi/Zr/Ce/Al-GPS-cal based on their UV-vis spectra.

Figure 17 .

 17 Figure 17. UV-vis spectra of (1-1)VZr-GPS-cal and (1-3)VTi-GPS-cal fitted with Gaussian curves. (MWL-cal was used as blank, and before measurement, samples were diluted by MWL-cal to keep the spectra intensity in the range of 0.2-0.8 K/M.) Peak 1, 2, 3, 4 pointing the center of Gaussian curves at 25800 cm -1 , 29000 cm -1 , 32200 cm -1 and 37100 cm -1 respectively (The Gaussian fitting data are collected inTable A5.2.2).

Figure 18 .

 18 Figure 18. Composition of the relative intensities of Gaussian curves 1 (brown bars, center = 25800 cm -1 , FWHM = 6500 cm -1 , Ee = 2.7 eV), curves 2 (green bars, center = 29000 cm -1 , FWHM = 6000 cm -1 , Ee = 3.2 eV), curves 3 (blue bars, center = 32200 cm -1 , FWHM = 6000 cm -1 , Ee = 3.5 eV) and curves 4 (purple bars, center = 37100 cm -1 , FWHM = 7500 cm -1 , Ee = 4.1 eV) in the fitting of electron transfer band of V-Al/Ti/Zr/Ce-GPS-cal based on the UV-vis spectra.

2 . 1 . 1 . 3 6. 2 . 2

 211322 0 g MWL-R was stirred at 130 o C in vacuum for 2 hours to remove the H 2 O and air absorbed on the solid, then cooled down in argon to room temperature, after that, 2.0 mL hexamethyldisilazane (HDMSA) was dissolved in 40 mL cyclohexane and added to the solid with stirring under argon. The mixture was stirred under argon for 0.5 hours at room temperature, then refluxed at 80 o C in argon for 16 hours. After filtration, the solid was washed with cyclohexane and dried at 80 o C overnight. The white powder was named MWL-TMS. Partial thermal treatment of modified MCM-41 1.0 g MWL-TMS was calcined in a tube furnace with flowing air, the calcination program was set as: 2 o C/min to ramp up from room temperature to 500 o C, then the heating was stopped and the tube furnace was opened immediately without the cooling segment. The product was named MWL-TMS-cal500, or PC (Partial Calcined MCM-41) for short. 4

Figure 1 .

 1 Figure 1. Schematic of fast thermal treatment of modified MCM-41 in a tube furnace

Figure 2 .

 2 Figure 2. DTG analysis of as-made MWL-TMS, PC, and 1V-GPC.

  differences of their DTG curves show that sample PC do not have weight loss in the region below 500 o C, the weight loss in the region of 500 o C to 700 o C is the same for the three samples in Figure2, the grafting of vanadium did not change the alkyl on PC. The residual mass of V/Ti/Zr/Ce/Al-GPC from the TG analysis are very similar (Appendix 3.3), there was no loss of the alkyls during the grafting of metal ions.

Figure 3 .Figure 3 ,

 33 Figure 3. N 2 adsorption-desorption isotherms of MWL-R, MWL-TMS, PC (MWL-TMS-cal500), 1V-PC.

( a )

 a Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (b) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (c) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (d) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (e) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm.

Figure 4 .

 4 Figure 4. FT-IR spectra of MWL, MWL-R, MWL-TMS, MWL-TMS-cal500 (PC),

Figure 5 .

 5 Figure 5. 29 Si quantitative NMR spectra of MWL-TMS.

Figure 6 .

 6 Figure 6. 29 Si quantitative NMR spectra of PC (MWL-TMS-cal500).

Figure 7 .

 7 Figure 7. Different existence forms of grafted TMS functional groups on the surface of mesoporous silica.

Figure 9 .

 9 Figure 9. Raman spectra of 1V-MWL, 1V-GPS, and 1V-GPC.

Figure 10 .Figure 11 .

 1011 Figure 10. Raman spectra of VTi/Al/Zr/Ce-GPC.

Figure 12 .

 12 Figure 12. Tauc's plot and the corresponding edge energy of (1-3)VTi/Zr/Ce/Al-GPC-cal based on their UV-vis spectra.

Figure 1

 1 Figure 1. 1,2-diphenyl-2-methoxyethanol (beta-methoxy-alpha-phenylphenethyl alcohol) molecule.

7. 2 . 3 . 2

 232 High pressure reactions 12 mg 3V-GPS-cal was put into a 25 mL autoclave, then 10 mL substrate solution (10 mL acetonitrile with 25 mmol/L mesitylene as internal standard and 50 mmol/L substrate included) was added. The reaction was carried out at 100 o C for 4 hours or 18 hours in O 2 (8 % O 2 in Ar) with stirring. The reaction pressure was set as 110 PSI (758.4 kPa), while the actual pressure at 100 o C was 140 PSI (965.27 kPa).

7. 2 . 4 Figure 3 .

 243 Figure 3. Oxidation of the lignin model substrate 1,2-diphenyl-2-methoxyethanol and the products. Reaction conditions: 6 mg catalyst in 0.5 ml acetonitrile with 0.025 mmol substrate, 18 hours at 100 o C.

  of lignin model 1,2-diphenyl-2-methoxyethanol oxidation via supported vanadium catalysts is benzaldehyde, while the benzoin methyl ether percentage in products is quite low. The preponderant selectivity to benzaldehyde indicated the cleavage of C-C bond in β-O-4 linkage is the main reaction during the oxidation process.

Figure 4 .Figure 5 .Figure 4 and

 454 Figure 4. Conversion of 1,2-diphenyl-2-methoxyethanol substrate via different catalyst samples before and after the leaching test in methanol. (The catalysts numberand their corresponding samples names were summarized inTable 7.) 

Figure 7 .

 7 Figure 7. Conversion of 1,2-diphenyl-2-methoxyethanol substrate via different supported vanadium catalysts. Catalyst No: 1, (2.5-2.5)VTi-MWT-cal; 2, (2.5-2.5)VAl-MWL-cal; 3, (2.5-2.5)VZr N -MWL-cal; 4, (2.5-2.5)VCe N -MWT-cal; 5, 1V-GPS-cal; 6, 1V-GPC-cal. 6 mg catalyst in 0.5 mL acetonitrile with 0.025 mmol substrate to reacted at 100 o C for 18 hours. Additional of base: 0.00125 mmol, TEMPO (2,2,6,6-Tetramethyl-1-piperidinyloxy), TEA (Triethylamine), EDPA (N-Ethyldiisopropylamine).

Figure 8 .

 8 Figure 8. Conversion of 1,2-diphenyl-2-methoxyethanol in different solvents via(5-1)VAl-MWL-cal and 3V-GPS-cal catalysts. (The solvent number corresponding to the solvent list inTable 11) 

  )

Figure 9 .

 9 Figure 9. Selectivity to benzaldehyde in different solvents via (5-1)VAl-MWL-cal and 3V-GPS-cal catalysts. (The abscissa corresponds to the solvent listed in Table11).

Figure 10 .

 10 Figure 10. Aerobic oxidation of meso-hydrobenzoin with supported vanadium catalysts. 6 mg catalyst in 0.5 mL acetonitrile with 0.025 mmol substrated to stir at 100 o C for 18 hours.

to 83 . 3 .

 833 The selectivity changes can be ignored with the different reaction conditions. So for the C-C cleavage of lignin model 1,2-diphenyl-2-methoxyethanol and cellulose model meso-hydrobenzoin, high pressure, high O 2 concentration, and long reaction time was necessary for the total conversion of the substrate. In autoclaves, with the same reaction conditions, the conversion of the substrate was time dependent, the C-C bond in cellulose model meso-hydrobenzoin was easier to break than the one in diphenyl-2-methoxyethanol would need a longer reaction time.

Figure 1 .Figure 2 .

 12 Figure 1. One-pot microwave assisted synthesis of the V(Ti/Zr/Ce/Al)-MWL series.In more details, Chapter 4 was devoted to the ultra fast one-pot synthesis approach. The vanadium as well as the anchoring aluminium, titanium, zirconium, or cerium salts were added together with the precursors of the mesoporous silica and treated in a Teflon autoclave under a microwave irradiation for 10 minutes at 180 o C.The so-obtained powders present a rather well-ordered hexagonal pore array containing vanadium anchored to the mesoporous silica walls. (Figure1)

Figure 3 .

 3 Figure 3. Post grafting of V(Ti/Zr/Ce/Al)-GPS based on PTT technique.Chapter 6 deals also with the principle of partial surface silanol capping before grafting any of the metal ions. However, it was designed to be is easier to operate as it requires much fewer steps and skills as compared with the MSP technique described in Chapter 7. It starts from a full surface silanol capping of a preformed MCM-41 type of silica by trimethylsilyl (TMS) functions followed by a controlled thermal degradation. The partial degradation of the trimethyl function is operated at a temperature determined from the TGA mass loss profile. It produced dimethyl-and monomethylsilyl functions that are 2 of 3 fold binded to the silica surface. Contrary

Figure 4 .

 4 Figure 4. Schematic of 1,2-diphenyl-2-methoxyethanol aerobic oxidation with mesoporous A panel of characterization techniques described in chapter 3 and used in chapter 4, 5 and 6 was devoted to get information on the solid support itself and on the anchoring and anchored metal ions. Therefore, regular solid state techniques were

Figure A1. 1 . 1 Figure A1. 1 . 2

 1112 Figure A1.1.1 Low-angle XRD patterns of as-made VTi-MWT and VTi-MWT-cal.

Figure A1. 1 . 4

 14 Figure A1.1.4 Low-angle XRD patterns of VCe-MWL/MWT-cal.

Figure

  Figure A1.2.1 Low-angle XRD patterns GPS and V-GPS.

Figure A1. 2 . 2

 22 Figure A1.2.2 Low-angle XRD patterns of V-Ti/Al/Zr/Ce-GPS.

  (a) Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm.

( a ) 1

 a1 Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm. Porosity data of Cu/Fe-MWL-cal and VCu/Fe-GMW-cal derived from N 2 adsorption-desorption isotherms.

A3. 2 TGA of Chapter 5 FigureFigure

 25 Figure A3.2.1 DTG curves of VTi/Zr/Ce/Al-GPS.

Figure A4. 1 . 2

 12 Figure A4.1.2 FT-IR spectra of VTi-MWT-cal. a: 1Ti-MWT-cal, b: (1-1)VTi-MWT-cal, c: (2.5-1)VTi-MWT-cal, d: (5-1)VTi-MWT-cal, e: 2.5Ti-MWT-cal, f: (1-2.5)VTi-MWT-cal, g: (2.5-2.5)VTi-MWT-cal, h: (5-2.5)VTi-MWT-cal, i: 5Ti-MWT-cal, j: (1-5)VTi-MWT-cal, k: (2.5-5)VTi-MWT-cal, l: (5-5)VTi-MWT-cal, m: 10Ti-MWT-cal, n: (1-10)VTi-MWT-cal, o: (2.5-10)VTi-MWT-cal, p: (5-10)VTi-MWT-cal.

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

2 Table 1 .

 21 Early History of Zeolite.3 

	Year	Reporter	Discovery
	1756	Cronstedt	First zeolite mineral: stilbite 1
	1862	St. Claire Deville	First hydrothermal synthesis of zeolite: levynite 4
	1896	Friedel	Dehydrated zeolites consisting of open spongy frameworks 5, 6
	1909	Grandjean	Dehydrated chabazite adsorption 7
	1925	Weigel & Steinhoff	First molecular sieve effect 8
	1927	Leonard	The first use of XRD identification in mineral synthesis 9
	1930		

Table 2 .

 2 Typical mesoporous materials with different structures.24 

	Framework	Syngony	Space group	Example
				MSU-n
	Low ordering			HMS
				KIT-1
	One dimensional	Lamellar	p2	MCM-50
				MCM-41
				SBA-3
		Hexagonal	p6mm (17)	SBA-15
	Two dimensional			FSM-16
				TMS-1
				SBA-8
		Tetragonal	c2mm (9)	
				KSW-2
				SBA-1
			Pm3n (223)	
				SBA-6
			Im3m (229)	SBA-16
			Fd3m (227)	FDU-2
		Cubic	Fm3m (225)	FDU-12
	Three dimensional		Pm3m (221)	SBA-11
				MCM-48
			Ia3d (230)	
				FDU-5
			Pn3m (224)	HOM-7
				CMK-1
		Tetragonal	I4 1 /a (88)	HUM-1

Table 3 .

 3 Examples of some mesoporous silica with their synthesis source.24 

	Mesoporous silica Source of silica	Template	pH	Porous diameter
	MCM-41 21, 25	Na 2 SiO 3 , TEOS, SiO 2 C n TMA	Alkaline	2~10 nm
	MCM-48 22, 26-28	TEOS, SiO 2	C n TMA	Alkaline	2~4 nm
	SBA-1 25	TEOS	C n TEA	Acidic	2~3 nm
	SBA-3 25	TEOS	C n TMA	Acidic	2~3 nm
	SBA-15 18, 29	Na 2 SiO 3 , TEOS	Block copolymer	Acidic	5~30 nm
	SBA-16 18, 29	TEOS	Block copolymer	Acidic	5~30 nm

  86 

  [126][127][128][129][130][131][132][133][134][135][136][137][138][139][140][141][142] 

	Metal		Preparation method	Catalysis
	Pt		Inclusion in synthetic gel	CO oxidation
			Vacuum evaporation	
			Super critical CO 2	
			Ion exchange to positively charged trimethylalkyl	
			ammonium functionalized surface and reduction	
			Ship-in-the-Bottle	Water-gas shift reaction
				alkene hydrogenation
	Ph (Rh-Pt)	Super critical CO 2	Butane hydrogenolysis to ethane
	Au		Ion exchange to trimethylalkyl ammonium	CO oxidation
			functional group and reduction	
			Chemical vapor deposition	
	Ru,	Ru-Sn,	Impregnation of carbonyl cluster together with	Hydrogenation
	Ru-Pt, Cu-Ru	organic counter cations	
	Pd		Vapor phase diffusion-deposition	Heck reaction
			Deposition-precipitation	Phenol hydrogenation
	Pd, Au		Inclusion in synthetic gel/ incipient wetness	CO oxidation

Table 8 .

 8 Extraction of metal ions by different functionalized mesoporous materials.159 

	Mesoporous materials	Functional groups	Metal ion	Adsorption capacity	Detection limit	Detection methods
	Mesoporous silica	Tetraacetamide derivative of cyclam	Pb 2+		2.7×10 -9 M	Electroanalysis
	Mesoporous silica	3-Aminopropyl	Cr 5+	4.35 mmol g -1	1.2 pg mL -1	AAS
	Mesoporous TiO2		V, Cr, Cu		1.1~6.3 pg mL -1	ETV-ICP-MS
	MCM-41	2,4-Dihydroxybenzaldehyde	Be 2+	34 mg g -1	0.3 pg mL -1	ICP-OES
	Mesoporous Al2O3		As 3+ ,Cr 3+ ,As5 + ,Cr 5+		0.7~74 pg mL -1	ICP-MS
	MCM-41	Thiophene-2-carbaldehyde	Pd 2+	5.0 mg g -1	0.2 ng mL -1	ICP-AES
	SBA-15	5-Mercapto-1-methyltetrazole	Zn 2+	0.96±0.01 mmol g -1	8.0×10 -9 M	FAAS
	SBA-15	2-Mercaptopyrimidine	Cd 2+	0.99±0.03 mmol g -1		FAAS
	Mesoporous silica	Chitosan	V, Cu, Pb, Cd, Hg	12.2~22.9 mg g -1	0.05~0.96 ng mL -1	ICP-OES
	MCM-41	5-Nitro-2-furaldehyde	U 5+ , Th 4+	47~49 mg g -1	0.3 ng mL -1	ICP-OES
	Mesoporous TiO2	Dimercaptosuccinic acid	As 3+ ,Sb 3+ ,As 5+ ,Sb 5+		0.10~0.15 ng mL -1	ICP-OES
	Mesoporous silica	3-(2-Aminoethylami-no) propyl	As 3+ , AS 5+	10.3 mg g -1	0.05 ng mL -1	ICP-OES
	SBA-15	Ethylenediamine	Cd 2+ , Pb 2+	360±1.41±0.6 mgg -1		AAS

Figure 26. The considerations highlighted for the design of mesoporous silica nanoparticles for biological and medical applications. 185 2.4 Heterogeneous supported vanadium catalyst 2.4.1 Introduction

  [185][186][187][188][189] The development of new drugs based on mesoporous materials has great potential and it may open a door for the clinical therapy of some serious diseases.

	Back to the 1870s, vanadium was used as the oxidation catalyst for the formation
	of aniline black from aniline. In 1895, vanadium oxide (V 2 O 5 ) was used as the
	catalyst for the oxidation of toluene and benzaldehyde. 190 Nowadays, vanadium and
	vanadium oxide compounds have become one of the most important oxidation
	catalysts in lots of industrial processes. Table 9 summarizes some industrial catalytic
	processes using vanadium oxides. 192 Catalysts based on vanadium complexes, both
	homogeneous and heterogeneous, are wildly used in the oxidation of alkanes and
	alkylaromatics, epoxidation reactions, oxidation of alcohols, oxidative bromination
	reactions, oxidative strecker reactions, sulfoxidation, etc. Manas Sutradhar et al. have
	reviewed several oxidation reactions catalyzed by vanadium complexes in recent
	years.
	Vanadium (Z=23) is the twenty-second most abundant element in the earth crust
	(0.013 % w/w). 190 As very important strategic resources, it was wildly used in
	mechanical manufacturing, aerospace industry, steel and oil industry, architecture and
	transportation, chemistry and electrochemistry industry, nuclear fusion reactor, etc. 191

Table 10

 10 

	summarizes

Table 10 .

 10 Different supports with different synthesis methods for the maximum vanadium oxide loading without formation of V 2 O 5 crystals.

192 Support Oxide Preparation method Surface area of support (m 2 g -1 ) Maximum loading of vanadium (V atoms per nm 2 of support) Detection method

  

	SiO2	Impregnation with NH4VO3	150	0.7	NMR
		Impregnation with NH4VO3	200	1.0	RS
		Impregnation with NH4VO3	200	1.0	NMR
		Impregnation with NH4VO3	300	0.6	RS
		Impregnation with NH4VO3	530	0.2	RS
		Impregnation with NH4VO3	350	0.4	XRD
		Impregnation with ammonium vanadyl oxalate	530	0.4	RS
		Impregnation with ammonium vanadyl oxalate	90	1.0	RS
		Impregnation with ammonium vanadyl oxalate	203	1.0	XRD
		Impregnation with ammonium vanadyl oxalate	90	1.0	RS
		Grafting with VCl3	160	0.5	EXAFS
		Chemical vapor deposition with VO(OC2H5)3	203	3.9	XRD
	Al2O3	Impregnation with NH4VO3	205	8.0	NMR
		Impregnation with NH4VO3	262	2.2	XRD
		Impregnation with NH4VO3	78	5.6	RS
		Impregnation with NH4VO3	187	5.0	XRD
		Impregnation with NH4VO3	145	6.5	NMR
		Impregnation with NH4VO3	101	3.1	XRD
		Impregnation with NH4VO3	100	4.4	RS
		Impregnation with NH4VO3	188	2.3	XRD
		Grafting with VCl3	80	9.4	EXAFS
		Chemical vapor deposition with VO(OC2H5)3	93	18.0	XRD
		Grafting with VO(OC2H5)3	180	1.8	NMR
	TiO2	Impregnation with NH4VO3	45	8.3	RS
		Impregnation with NH4VO3	35	7.1	XRD
		Impregnation with NH4VO3	50	13.0	XRD
		Impregnation with ammonium vanadyl oxalate	50	7.8	RS
		Impregnation with ammonium vanadyl oxalate	52	1.7	RS
		Impregnation with ammonium vanadyl oxalate	50	5.6	RS
		Impregnation with ammonium vanadyl oxalate	59	7.2	XRD
		Impregnation with ammonium vanadyl oxalate	98	6.6	RS
		Grafting with VCl3	120	8.0	EXAFS
	ZrO2	Impregnation with NH4VO3	71	3.5	XRD
		Impregnation with NH4VO3	49	3.5	XRD
		Impregnation with ammonium vanadyl oxalate	63	0.8	RS
		Impregnation with ammonium vanadyl oxalate	330	7.5	RS
		Impregnation with ammonium vanadyl oxalate	140	7.0	RS

5 Applications

  

	Supported vanadium catalysts are wildly used in a lot of reactions, especially for
	some important selective oxidation processes. Between 1967 and 2000, about 28 %
	papers among supported transition metals oxide catalysis researches in open literature
	were based on supported vanadium oxide catalysts (Figure 31). 192, 232 Bert M. et al.
	have summarized the reactions catalyzed by supported vanadium oxides in the
	literature. 192

Table 1 .

 1 Solvents utilized in this study

	Solvent	Purity	Provider	CAS
	Ethanol	96 % v/v	Sigma-Aldrich	64-17-5
	Ethanol	> 99.8 %	Sigma-Aldrich	64-17-5
	Acetone	99.5 %	Sigma-Aldrich	67-64-1
	Cyclohexane	99.5 %	Sigma-Aldrich	110-82-7
	Acetonitrile	99.8 %	Sigma-Aldrich	75-05-8
	Chloroform	> 99 %	Sigma-Aldrich	67-66-3
	Benzene	99.8 %	Sigma-Aldrich	71-43-2
	Ethyl acetate	99.8 %	Sigma-Aldrich	141-78-6
	Toluene	99.8 %	Sigma-Aldrich	108-88-3
	CH 2 Cl 2	99.8 %	Sigma-Aldrich	75-09-2
	Dioxane	99.8 %	Sigma-Aldrich	123-91-1
	Tetrahydrofuran	99.9 %	Sigma-Aldrich	109-99-9
	Dimethyl sulfoxide	99.5%	Sigma	67-68-5
	Pyridine	99.8 %	Sigma-Aldrich	110-86-1
	Methanol	99.8 %	Sigma-Aldrich	67-56-1
	Diethyl ether	> 99.7 %	Sigma-Aldrich	60-29-7
	Deionized water	-	-	7732-18-5

Table 2 .

 2 Gases utilized in this study

	Gas	Quality	Provider	Utilization
	Argon	α	Air Liquid	Protection gas for synthesis a
	Nitrogen	U	Air Liquid	Working gas for equipment
	Air	Industrial	Air Liquid	Working gas for equipment
	Hydrogen	U	Air Liquid	Working gas for equipment

a Cartidge filtration multifunction: dehydration, deoxygenation, dehydrocarbon.

Table 3 .

 3 Reagents utilized in this study Unpolarized Raman spectra were excited by the 514.5 nm argon-ion laser with an objective of 100 times. The power was set at about 35 mW, and the hole was 100 µm. The acquisition time was set as 10 sec*6, and the grating was 600 gr/mm. The signals were recorded by the Horiba Jobin-Yvon Labram HR800 visible spectrometer in backscattering mode at room temperature. and the spectra were recorded by magic angle spinning (MAS) at 5 kHz.Chemical shift was externally referred to tetramethylsilane (δ=0 ppm). The spinning rate of the rotor was about 5 kHz and the number of scans was 10000.

	Reagents	Purity	Provider	CAS
	Ludox ® HS-40 colloidal silica	40 wt % in H 2 O Sigma-Aldrich	7631-86-9
	Sodium hydroxide	98 %	Acros	1310-73-2
	Hexadecyltrimethylammonium	> 99 %	Sigma-Aldrich	138-32-9
	p-toluenesulfonate (CTATos)			
	Tetramethylammonium hydroxide (TMAOH)	25 wt % in H 2 O Alfa Aesar	75-59-2
	Tetraethyl orthosilicate (TEOS)	98 %	Sigma-Aldrich	78-10-4
	Tetramethylammonium bromide (TMABr)	98 %	Alfa Aesar	64-20-0
	Hydrochloric acid in water (HCl)	1 N	Acros	7647-01-1
	Titanium (IV) n-butoxide (TBOT)	> 99 %	Alfa Aesar	5593-70-4
	Titanium(IV) isopropoxide	> 98 %	Acros Organics	546-68-9
	Vanadium (IV) sulfate oxide hydrate	99.9 %	Alfa Aesar	123334-20-3
	Vanadium (V) triisopropoxide	96 %	Alfa Aesar	5588-84-1
	Zirconium n-butoxide	80 % w/w in	Alfa Aesar	1071-76-7
		1-butanol		
	Zirconium(IV) oxynitrate hydrate	99.9 %	Alfa Aesar	14985-18-3

N 2 adsorption-desorption: Nitrogen adsorption-desorption isotherms were carried out at 77 K by a BELSORP max (BEL Japan, INC) instrument. Samples (~50 mg) without organic groups were pretreated at 130 o C in vacuum overnight for degassing, while samples with organic groups were pretreated at 80 o C in vacuum overnight for degassing. FT-IR spectroscopy: Fourier transform infrared spectra were measured by a JASCO FT/IR-4200 spectrometer with ATR PRO470-H accessory. UV-vis spectroscopy: Solid UV-visible spectra were measured by a JASCO V-670 spectrophotometer with the diffuse reflectance mode. Raman spectroscopy: NMR: Solid nuclear magnetic resonance spectra were measured by a Bruker AVANCE III 500 spectrometer at 99.362 MHz. Sample powder was put in a 4 mm zirconia rotor Elemental analysis: The elemental analysis was carried out by CREALINS laboratory (https://crealins.com/) with the ICP (Inductively Coupled Plasma) techniques on an instrument of ICP AES, ICAP model from Thermofisher Scientific. GC: Gas chromatography analysis was carried out by Agilent Technologies 6850 Series II Network GC System. Column: Restek RTX-1, 30 m*320 µm*0.25 µm. Inlet: 50:1, 250 o C, 10.9 psi. Temperature program: 55 o C for 2 minutes, ramp (35 o C/min) to 150 o C and hold for 1 minute, then ramp (35 o C/min) to 200 o C and hold 1.25 minutes, finally ramp (35 o C/min) to 275 o C and hold for 3.25 minutes. Chapter 4.

One pot synthesis of vanadium containing MCM-41 with the assistance of microwave irradiation 4.1 Introduction

  

	Microwave energy is used as an increasingly popular heating method in
	chemistry for organic synthesis, polymer synthesis, drug discovery, biochemical
	processes, material sciences and nanotechnology. Compared to the conductive heating
	methods, which are slow and inefficient, the microwave heating is fairly rapid and
	efficient. Though microwave heating is not conceptually straightforward, it can be
	turned on and off instantaneously, ramp-up to the appointed temperature is very
	efficiently and fine control over the bulk reaction temperature is feasible.

1 

Since Wu and Bein 2 reported the first microwave-assisted synthesis of mesoporous silica which took 80 minutes at 150 o C in 1996, more and more mesoporous materials such as SBA-15, FDU-1, PSU-1 have been successfully

  until clear) to prepare the Na 2 SiO 3 solution. This Na 2 SiO 3 solution can be stored in a sealed teflon bottle at room temperature for several weeks as long as it is clear.

	synthesis protocol with the assistance of microwave. The structure and
	characterization	of	these	one-pot	microwave-assisted	synthesized
	V-(Ti/Zr/Ce/Al)-MCM-41 catalysts will be discussed in this chapter.	
	4.2 Experiments					
	4.2.1 Preparation of mesoporous silica MWL 4		
	32.0 g sodium hydroxide was dissolved in 800 mL deionized water, then 187 mL
	Ludox (40 wt%) were added into the above NaOH solution and closely stirred at 40
	Incorporation of catalytic transition metal ions into high surface area porous
	silica as well as search for fast, clean and energy saving catalyst syntheses are highly
	desirable for practical large-scale applications in catalysis of oxidation. 5 Mesoporous
	silica MCM-41 was chosen in this study as a support for vanadium as it allows
	reactions of large molecules and provides good opportunities for high dispersion

explored the ultra-fast gram scale synthesis of highly ordered MCM-41 with the assistance of microwave irradiation, they use the trimethylcetylammonium (CTA + ) template and inexpensive aqueous colloidal silica to synthesis hexagonal mesoporous silica. A fast temperature ramping (~1 min) and final temperatures above 180 o C were required to obtain high quality mesostructures. The synthesis procedure is time and energy saving, and the tosylate salts of the template can be conveniently recovered and recycled. particularly with the help of some anchoring ions. Therefore, a large set of V-(Ti/Zr/Ce/Al)-MCM-41 catalysts were prepared according to an ultra-fast one-pot o C overnight (

5 Preparation of VCe-MWL and VCe-MWT Preparation

  The preparation of VZr-MWL was similar to the synthesis of V-MWL(-cal), using ZrO(NO 3 ) 2 as Zr source. The only difference was that before the addition of vanadyl sulfate, ZrO(NO 3 ) 2 was added in the surfactant solution (2 times the CTATos

	1-butanol) was used as Zr source. The gel molar composition was: 1 SiO 2 / 0.09 CTATos/ 0.35 TMAOH/ 80 at 60 o C, VOSO 4 was added and followed another 1 hour of stirring at 60 o C. The gel molar composition was: 1 SiO 2 / 0.1 CTATos/ 0.5 NaOH/ 80 H 2 O/ x ZrO 2 / n VOSO 4 (x=0.025/ 0.05, n=0.00/ 0.01/ 0.025/ 0.05). The products were named (n-x)VZr N -MWL(-cal). H concentration compared to the ratio for synthesis of V-MWL). After 1 hour of stirring 4.2.

2 O/ x ZrO 2 / n VOSO 4 (x=0.025/ 0.05, n=0.00/ 0.01/ 0.025/ 0.05). The products were named (n-x)VZr B -MWT(-cal). of VCe-MWL and VCe-MWT followed the similar procedure as preparation of VZr-MWL and VZr-MWT. Two kinds of Ce sources were used: cerium(III) acetylacetonate hydrate and ammonium cerium(IV) nitrate. When using Ludox as Si source, the gel molar composition was: 1 SiO 2 / 0.1 CTATos/ 0.5 NaOH/ 80 H 2 O/ 0.025 CeO 2 /n VOSO 4 (n=0.00/ 0.01/ 0.025/ 0.05), and the products were named (n-2.5)VCe A -MWL(-cal) and (n-2.5)VCe N -MWL(-cal). When using TEOS as Si source, the gel molar composition was: 1 SiO 2 / 0.09 CTATos/ 0.35 TMAOH/ 80 H 2 O/ 0.025 CeO 2 / n VOSO 4 (n=0.00/ 0.01/ 0.025/ 0.05) and the products were named (n-2.5)VCe A -MWT(-cal) and (n-2.5)VCe N -MWT(-cal).

4.

2.6 Preparation of VAl-MWL Aluminum

  

	concentration compared to the ratio for synthesis of V-MWL), after 1 hour of stirring
	at 60 o C, VOSO 4 was added and followed another 1 hour of stirring at 60 o C for one
	hour more. The gel molar composition was: 1 SiO 2 / 0.1 CTATos/ 0.5 NaOH/ 80 H 2 O/
	x Al 2 O 3 / n VOSO 4 (x=0.005/ 0.125/ 0.25/ 0.05, n=0.00/ 0.01/ 0.025/ 0.05). The

sulfate was chosen as Al source, the preparation procedure was the same as for V-MWL(-cal). The only difference was that before the addition of vanadyl sulfate, aluminum sulfate was added to the surfactant solution (2 times the CTATos products were named (n-2x)VAl-MWL(-cal).

Table 1 .

 1 2 . The N 2 adsorption-desorption isotherms and porosity data of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchors are collected in Appendix A2.1. The incorporation of anchor ions also led to the systematic decrease of specific surface area, pores volume, and pores diameter. Porosity data derived from N 2 adsorption-desorption isotherms.

Table 4 .

 4 DTG analysis of as-made V-MWL.

	Sample	PEAK 1 PEAK 2 PEAK 3 PEAK 4 mass change from DTG (%)	Residual Mass (%)
	1V-MWL	4.29	17.43	9.70	8.30	59.22
	2.5V-MWL	3.11	13.38	10.24	7.98	64.55
	5V-MWL	3.66	8.07	13.01	6.64	67.69

Table 5 .

 5 Elemental analysis of vanadium incorporated MCM-41 with Ti/Al/Zr/Ce anchor ions.

	Sample	V (mol%)	M (mol%)
	1V-MWL-cal	0.7	0
	(2.5-2.5)VTi-MWT-cal	0.69	2.8
	(2.5-2.5)VAl-MWL-cal	2.23	4.76
	(2.5-2.5)VZr N -MWL-cal	2.2	4.08
	(2.5-2.5)VCe A -MWT-cal	1.21	2.53

Table 1 .

 1 Porosity data derived from N 2 adsorption-desorption isotherms.

	Sample	a 0 (nm) a	V total b (cm 3 •g -1 )	V p (cm 3 •g -1 ) c	S BET (m 2 •g -1 ) d	d HK e (nm)	d BdB (nm) f	T w BdB g (nm)	C
	MWL-TMA-EBDMS	4.8	0.66	0.45	629	2.6	3.1	1.7	26
	MWL-TMA-R	4.7	1.14	0.92	1024	3.4	3.9	0.8	105
	MWL-TMA-R-EBDMS (FS)	4.9	0.71	0.50	642	2.7	3.3	1.6	25
	MWL-TMA-EBDMS-R (PS)	4.8	0.84	0.61	839	2.8	3.3	1.5	36

Table 3 .

 3 

	Sample	Al (tet)	Al (oct)	Al (penta)
	1Al-GPS	59	31	10
	(1-1)VAl-GPS	55	35	10
	3Al-GPS	70	22	8
	(1-3)VAl-GPS	73	19	8
	(3-3)VAl-GPS	61	31	8

27 

Al quantitative NMR analysis of as-made Al-GPS and VAl-GPS.

Table 4 .

 4 Elemental analysis of VTi/Zr/Ce/Al-GPS.

	Sample	V (mol%)	M (mol%)
	1V-GPS	1.07	0
	(1-3)VTi-GPS-cal	1.04	3.28
	(1-3)VAl-GPS-cal	0.99	3.21
	(1-3)VZr-GPS-cal	1.1	2.76
	(1-3)VCe-GPS-cal	1.05	2.29

  3 

Table 2 .

 2 29 Si quantitative NMR analysis of MWL-TMS and PC.

	Sample	Q 4	Q 3	Q 2	Si (iorg)
	MWL-TMS	58	20	0	78
	PC	62	26	0	88
	Sample	M 1	M 0	M 1 -M 1	M
	MWL-TMS	14	8	0	22
	PC	6	0	0	6

Table 1 .

 1 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via one pot synthesized vanadium catalyst (with Ti anchor ions).

Table 2 .

 2 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via one pot synthesized vanadium catalyst (with Al anchor ions).

		Conversion	Selectivity (%)	
	Catalysts	(%)	Benzaldehyde Methyl benzoate Methanol	Benzoic acid	Benzoin methyl ether

Table 4 .

 4 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via one pot synthesized vanadium catalyst (with Ce anchor ions).

		Conversion			Selectivity (%)	
	Catalysts	(%)	Benzaldehyde	Methyl benzoate	Methanol	Benzoic acid	Benzoin methyl ether
	2						

Table 5 .

 5 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via grafted vanadium catalyst (with Ti/Al/Zr/Ce anchor ions).

		Conversion		Selectivity (%)	
	Catalysts	(%)	Benzaldehyde Methyl benzoate	Methanol	Benzoic acid	Benzoin methyl ether
	1Ti					

Table 6 .

 6 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via supported vanadium catalyst synthesized by different methods.

		Conversion			Selectivity (%)	
	Catalysts	(%)	Benzaldehyde Methyl benzoate	Methanol	Benzoic acid	Benzoin methyl ether
	1V-MWL-cal	21	100	0	0	0	0
	1V-GPS-cal	37	88	12	0	0	0
	3V-GPS-cal	46	91	9	0	0	0
	1V-GPC-cal	34	86	14	0	0	0

Table 7 .

 7 Residual elemental percentage of vanadium and anchor ions in different catalysts after leaching test in methanol. (M corresponding to Ti/Al/Zr/Ce

	respectively)			
	No.	Catalyst	V (%)	M (%)
	1	(2.5-2.5)VTi-MWT-cal	83	100
	2	(2.5-2.5)VAl-MWL-cal	49	93
	3	(2.5-2.5)VZr N -MWL-cal	50	100
	4	(2.5-2.5)VCe N -MWT-cal	79	98
	5	(1-3)VTi-GPS-cal	94	100
	6	(1-3)VAl-GPS-cal	18	97
	7	(1-3)VZr-GPS-cal	62	100
	8	(1-3)VCe-GPS-cal	83	100
	9	(1-3)VTi-GPC-cal	86	96
	10	(1-3)VAl-GPC-cal	19	95
	11	(1-3)VZr-GPC-cal	65	98
	12	(1-3)VCe-GPC-cal	78	96
	13	1V-MWL-cal	27	-
	14	1V-GPS-cal	25	-
	15			

Table 8 .

 8 Residual elemental percentage of vanadium and anchor ions in different samples after stirring in acetonitrile at 100 o C for 18 hours. (M corresponding to

	Ti/Al/Zr/Ce respectively)		
	Catalyst	V (%)	M (%)
	(2.5-5)VAl-MWL-cal	89	96
	1V-MWL-cal	96	-

Table 9 .

 9 Recycling test of(2.5-5)VAl-MWL-cal for 1,2-diphenyl-2-methoxyethanol oxidation in acetonitrile.

		Conversion			Selectivity (%)	
	Catalysts	(%)	Benzaldehyde	Methyl benzoate	Methanol	Benzoic acid	Benzoin methyl ether
	(2.5-2.5)VAl-MWL-1st	49	84	10	6	0	0
	(2.5-2.5)VAl-MWL-2nd	46	81	12	4	0	3
	(2.5-2.5)VAl-MWL-3rd	43	79	13	5	0	3
	(2.5-2.5)VAl-MWL-4th	39	78	14	5	0	3
	(2.5-2.5)VAl-MWL-cal						
	After leaching in MeOH	32	76	19	0	0	5
	Figure 6. Conversion of 1,2-diphenyl-2-methoxyethanol via (2.5-5)VAl-MWL-cal
	catalyst in acetonitrile.					

5 Effect of copper or iron additivesTable 10 .

 10 High throughput screening of 1,2-diphenyl-2-methoxyethanol oxidation via supported vanadium catalyst incorporated with Cu/Fe assistant ions.

	Conversion (%) 7.3.1.Catalysts	10 20 30 40 50 60	Conversion (%)		Benzaldehyde	Methyl benzoate		None TEMPO TEA EDPA Selectivity (%) Methanol Benzoic acid	Benzoin methyl ether
		0					
			1	2	3	4	5	6
					Catalyst No.	
								3, 4

Table 11 .

 11 Oxidation of 1,2-diphenyl-2-methoxyethanol in different solvents via vanadium catalyst (5-1)VAl-MWL-cal and 3V-GPS-cal respectively.

	No.	Solvent	Boiling Point	Polarity	Conversion (%)	Selectivity to Benzaldehyde(%)
			( o C)		(5-1)VAl-MWL-cal 3V-GPS-cal (5-1)VAl-MWL-cal	3V-GPS-cal
	1	Chloroform	61	4.4	93	90	65	78
	2	Benzene	80	3	92	91	79	78
	3	EtOAc	77	4.3	83	79	> 95	> 95
	4	Toluene	111	2.4	70	58	> 95	> 95
	5	MeCN	82	6.2	72	46	89	91
	6	CH2Cl2	40	3.4	69	75	63	63
	7	Dioxane	101	4.8	27	32	72	86
	8	THF	66	4.2	23	23	57	53
	9	DMSO	189	7.2	14	16	49	68
	10	Pyridine	115	5.3	< 5	< 5	-	-
	11	Ethanol (95 %)	78	4.3	< 5	< 5	-	-
	12	H2O (+MeCN)	100	10.2 (6.2)	< 5	< 5	-	-

Table 12 .

 12 Conversion and theoretical TON of meso-hydrobenzoin with different supported vanadium catalysts.

	Catalysts	Conversion (%)	TON (theoretical)
	(5-1)VTi-MWT-cal	69	3.5
	(5-1)VAl-MWL-cal	82	4.1
	(5-2.5)VZr N -MWL-cal	74	3.7
	(5-2.5)VCe A -MWT-cal	77	3.9
	1V-GPS-cal	72	18.0
	1V-GPC-cal	53	13.3

Table 14 .

 14 Aerobic oxidation of lignin model 1,2-diphenyl-2-methoxyethanol and cellulose model meso-hydrobenzoin in high pressure autoclaves via 3V-MSP-cal.

	Catalysts	Conversion		Selectivity (%)			TON
	3V-MSP-cal	(%)	Benzaldehyde	Methyl benzoate	Methanol	Benzoic acid	Benzoin methyl ether	(theoretical)
	1,2-diphenyl-2-methoxyethanol,	46	91	9	0	0	0	3.8
	in glass vial, 18 h							
	1,2-diphenyl-2-methoxyethanol, in autoclave, 4 h	18	90	4	6	0	0	15.0
	1,2-diphenyl-2-methoxyethanol, in autoclave, 18 h	59	87	6	6	0	1	49.2
	Meso-hydrobenzoin, in autoclave, 4 h	24	100	-	-	-	-	20.0
	Meso-hydrobenzoin,							
	in autoclave, 18 h	100	99.2	-	-	-	-	83.3

Table A2 .

 A2 1.1 Porosity data of VTi-MWT-cal derived from N 2 adsorption-desorption isotherms.

	Sample	a 0 (nm) a	V total b (cm 3 •g -1 ) (cm 3 •g -1 ) (m 2 •g -1 ) V p c S BET d	d HK e (nm)	d BdB (nm) f	T w BdB g (nm)	C
	1Ti-MWT-cal	4.3	1.07	0.62	987	2.8	3.3	1.0	74
	(1-1)VTi-MWT-cal	4.4	1.05	0.60	939	2.8	3.3	1.1	80
	(2.5-1)VTi-MWT-cal	4.4	1.13	0.58	893	2.8	3.3	1.1	84
	(5-1)VTi-MWT-cal	4.8	1.26	0.53	825	2.8	3.4	1.4	89
	2.5Ti-MWT-cal	4.4	1.23	0.58	961	2.8	3.3	1.1	68
	(1-2.5)VTi-MWT-cal	4.4	1.20	0.54	900	2.8	3.3	1.1	77
	(2.5-2.5)VTi-MWT-cal	4.5	1.28	0.53	879	2.8	3.3	1.2	81
	(5-2.5)VTi-MWT-cal	4.8	1.39	0.52	814	2.8	3.3	1.5	82
	5Ti-MWT-cal	4.3	1.37	0.54	952	2.7	3.2	1.1	62
	(1-5)VTi-MWT-cal	4.4	1.45	0.51	919	2.7	3.3	1.1	68
	(2.5-5)VTi-MWT-cal	4.4	1.38	0.50	890	2.8	3.3	1.1	71
	(5-5)VTi-MWT-cal	4.9	1.47	0.47	837	2.8	3.3	1.6	76
	10Ti-MWT-cal	4.3	1.31	0.47	939	2.6	3.1	1.2	51
	(1-10)VTi-MWT-cal	4.2	1.43	0.44	897	2.7	3.3	0.9	57
	(2.5-10)VTi-MWT-cal	4.4	1.41	0.45	867	2.7	3.3	1.1	62
	(5-10)VTi-MWT-cal	4.7	1.54	0.43	831	2.7	3.3	1.4	64
	(a) Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ±
	0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤
	0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter
	extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ±
	0.2 nm.								

Table A2 .

 A2 1.2 Porosity data of VAl-MWL-cal derived from N 2 adsorption-desorption isotherms. Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm.

	Sample	a 0 (nm) a	V total b (cm 3 •g -1 ) (cm 3 •g -1 ) (m 2 •g -1 ) V p c S BET d	d HK e (nm)	d BdB (nm) f	T w BdB g (nm)	C
	1Al-MWL-cal	4.5	1.41	0.76	1108	3.2	3.6	0.9	57
	(1-1)VAl-MWL-cal	4.6	1.54	0.83	1082	3.3	3.7	0.9	68
	(2.5-1)VAl-MWL-cal	4.7	1.74	0.74	1044	3.3	3.7	1.0	79
	(5-1)VAl-MWL-cal	4.7	1.34	0.70	926	3.2	3.7	1.0	82
	2.5Al-MWL-cal	4.7	1.62	0.67	985	3.2	3.7	1.0	68
	(1-2.5)VAl-MWL-cal	4.6	1.67	0.66	975	3.2	3.7	0.9	80
	(2.5-2.5)VAl-MWL-cal	4.7	1.62	0.64	916	3.2	3.7	1.0	89
	(5-2.5)VAl-MWL-cal	4.8	1.26	0.62	852	3.2	3.6	1.2	90
	5Al-MWL-cal	4.9	1.57	0.56	827	3.2	3.7	1.2	84
	(1-5)VAl-MWL-cal	4.9	1.52	0.57	822	3.2	3.6	1.3	87
	(2.5-5)VAl-MWL-cal	4.8	1.45	0.53	776	3.2	3.6	1.2	92
	(5-5)VAl-MWL-cal	5.0	1.34	0.48	725	3.1	3.6	1.4	92
	10Al-MWL-cal	#	1.46	0.34	652	3.0	3.5	#	86
	(1-10)VAl-MWL-cal	#	1.51	0.34	690	3.0	3.5	#	78
	(2.5-10)VAl-MWL-cal	#	1.39	0.30	672	2.9	3.4	#	74
	(5-10)VAl-MWL-cal	#	0.77	0.23	640	#	#	#	64
	(a) Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ±
	0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤
	0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-					

Table A2 .

 A2 1.3 Porosity data of VZr-MWL/MWT-cal derived from N 2 adsorption-desorption isotherms.

	Sample	a 0 (nm) a	V total b (cm 3 •g -1 ) (cm 3 •g -1 ) (m 2 •g -1 ) V p c S BET d	d HK e (nm)	d BdB (nm) f	T w BdB g (nm)	C
	2.5Zr B -MWT-cal	4.3	0.96	0.67	1010	2.8	3.4	0.9	110
	(1-2.5)VZr B -MWT-cal	4.4	1.00	0.66	984	2.9	3.5	0.9	130
	(2.5-2.5)VZr B -MWT-cal	4.5	0.93	0.60	919	2.9	3.5	1.0	130
	(5-2.5)VZr B -MWT-cal	4.8	1.08	0.53	836	2.9	3.5	1.3	139
	5Zr B -MWT-cal	4.4	0.92	0.58	872	2.8	3.4	1.0	115
	(1-5)VZr B -MWT-cal	4.3	0.96	0.57	870	2.8	3.4	0.9	127
	(2.5-5)VZr B -MWT-cal	4.6	0.95	0.55	852	2.8	3.5	1.1	121
	(5-5)VZr B -MWT-cal	4.6	1.15	0.50	805	2.8	3.5	1.1	132
	2.5Zr N -MWL-cal	4.4	1.47	0.59	905	2.9	3.6	0.8	78
	(1-2.5)VZr N -MWL-cal	4.5	1.26	0.62	907	3.2	3.7	0.8	80
	(2.5-2.5)VZr N -MWL-cal	4.5	1.28	0.75	1009	3.2	3.7	0.8	79
	(5-2.5)VZr N -MWL-cal	4.6	0.97	0.54	745	3.2	3.7	0.9	80
	5Zr N -MWL-cal	4.7	1.59	0.45	747	3.2	3.7	1.0	84
	(1-5)VZr N -MWL-cal	4.6	1.58	0.51	751	3.3	3.7	0.9	86
	(2.5-5)VZr N -MWL-cal	4.6	1.03	0.47	732	3.2	3.7	0.9	82
	(5-5)VZr N -MWL-cal	4.6	0.97	0.52	720	2.9	3.6	1.0	82

Table A2 .

 A2 1.4 Porosity data of VCe-MWL/MWT-cal derived from N 2 adsorption-desorption isotherms. Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm.

	Sample	a 0 (nm) a	V total b (cm 3 •g -1 ) (cm 3 •g -1 ) (m 2 •g -1 ) V p c S BET d	d HK e (nm)	d BdB (nm) f	T w BdB g (nm)	C
	2.5Ce A -MWL-cal	4.3	1.17	0.59	881	2.9	3.6	0.7	76
	(1-2.5)VCe A -MWL-cal	4.6	1.10	0.58	837	3.2	3.7	0.9	77
	(2.5-2.5)VCe A -MWL-cal	4.5	1.02	0.58	822	2.9	3.6	0.9	80
	(5-2.5)VCe A -MWL-cal	4.6	0.92	0.49	716	2.9	3.5	1.1	70
	2.5Ce N -MWL-cal	4.7	1.11	0.67	894	3.3	3.8	0.9	85
	(1-2.5)VCe N -MWL-cal	4.7	1.16	0.63	838	3.3	3.8	0.9	83
	(2.5-2.5)VCe N -MWL-cal	4.7	1.19	0.57	780	3.3	3.8	0.9	85
	(5-2.5)VCe N -MWL-cal	4.7	1.30	0.48	705	3.2	3.7	1.0	82
	2.5Ce A -MWT-cal	4.3	1.08	0.58	870	2.8	3.5	0.8	91
	(1-2.5)VCe A -MWT-cal	4.6	1.12	0.58	876	2.8	3.5	1.1	90
	(2.5-2.5)VCe A -MWT-cal	4.5	1.19	0.54	838	2.8	3.5	1.0	94
	(5-2.5)VCe A -MWT-cal	4.7	1.60	0.47	781	2.8	3.5	1.2	92
	2.5Ce N -MWT-cal	4.7	1.38	0.53	799	2.8	3.5	1.2	100
	(1-2.5)VCe N -MWT-cal	4.7	1.55	0.49	772	2.9	3.5	1.2	100
	(2.5-2.5)VCe N -MWT-cal	4.9	1.50	0.44	717	2.9	3.5	1.4	101
	(5-2.5)VCe N -MWT-cal	#	1.50	0.31	577	2.9	3.6	#	106
	(a)								

A2.

2 Porosity data of Chapter 5

  Table A2.2.1 Porosity data of VTi/Zr/Ce/Al-GPS derived from N 2 adsorption-desorption isotherms.

  Hexagonal lattice parameter calculated from XRD, a0 = 2d100/1.732, accuracy ± 0.1 nm; (b) Vtotal at p/p0 = 0.99, accuracy ± 0.01 cm 3 g -1 ; (c) Vp at P/P0 =0 on the adsorption plateau of t-plot, accuracy ± 0.01 cm 3 g -1 ; (d) from BET equation at 0.05 ≤ p/p0 ≤ 0.16, accuracy ± 50 m 2 g -1 ; (e) pore diameter extrapolated from Horvath-Kawazoe method, accuracy ± 0.1 nm; (f) pore diameter extrapolated from Broekhoff and De Boer method, accuracy ± 0.1 nm; (g) pore wall thickness calculated from a0-dBdB, accuracy ± 0.2 nm.

				3 •g -1 ) (m 2 •g -1 )	(nm)	(nm)	(nm)	
	1Cu-MWL-cal	4.6	0.99	0.74	974	3.1	3.6	1.0	81
	(0.5-0.5)CuFe-MWL-cal	4.8	1.13	0.74	970	3.2	3.7	1.1	88
	1Fe-MWL-cal	4.7	1.10	0.77	985	3.2	3.7	1.0	87
	(1-0.5-0.5)VCuFe-GMW-cal	4.7	1.12	0.65	905	2.9	3.5	1.2	83
	(1-1)VCu-GMW-cal	4.6	0.91	0.63	894	2.9	3.5	1.1	79
	(a)								

Table A3 .

 A3 1.1 DTG analysis of VTi-MWT.

	Sample	PEAK 1 PEAK 2 PEAK 3 PEAK 4 mass change from DTG (%)	Residual Mass (%)
	1Ti-MWT-cal	4.59	24.87	7.78	6.00	55.18
	(1-1)VTi-MWT-cal	4.16	19.65	10.02	7.81	57.09
	(2.5-1)VTi-MWT-cal	4.23	17.29	11.89	7.33	58.12
	(5-1)VTi-MWT-cal	4.18	13.47	13.16	7.60	60.32
	2.5Ti-MWT-cal	4..85	23.05	9.30	7.13	54.42
	(1-2.5)VTi-MWT-cal	5.01	18.97	9.85	9.10	55.28
	(2.5-2.5)VTi-MWT-cal	4.90	15.80	11.24	8.81	57.65
	(5-2.5)VTi-MWT-cal	4.61	11.19	13.22	9.14	59.94
	5Ti-MWT-cal	4.25	20.00	9.74	8.74	55.45
	(1-5)VTi-MWT-cal	4.32	17.31	10.29	9.50	56.34
	(2.5-5)VTi-MWT-cal	4.39	14.11	10.87	10.31	58.91
	(5-5)VTi-MWT-cal	3.88	10.87	12.27	10.50	60.64
	10Ti-MWT-cal	5.80	16.45	10.94	9.53	55.75
	(1-10)VTi-MWT-cal	4.34	14.15	11.72	9.81	58.66
	(2.5-10)VTi-MWT-cal	4.19	10.69	11.43	11.41	61.22
	(5-10)VTi-MWT-cal	4.63	7.88	13.97	10.45	62.28

Table A3 .

 A3 1.2 DTG analysis of VAl-MWL.

	Sample	PEAK 1 PEAK 2 PEAK 3 PEAK 4 mass change from DTG (%)	Residual Mass (%)
	1Al-MWL-cal	4.87	25.39	12.50	14.57	41.91
	(1-1)VAl-MWL-cal	3.38	22.96	15.82	13.28	43.66
	(2.5-1)VAl-MWL-cal	3.53	18.64	14.66	14.36	47.59
	(5-1)VAl-MWL-cal	3.31	13.74	13.88	13.48	54.40
	2.5Al-MWL-cal	3.85	21.17	13.84	13.35	46.96
	(1-2.5)VAl-MWL-cal	4.48	19.16	15.71	11.62	48.24
	(2.5-2.5)VAl-MWL-cal	3.80	15.54	16.91	10.18	52.82
	(5-2.5)VAl-MWL-cal	4.56	10.77	19.34	7.75	56.87
	5Al-MWL-cal	4.48	16.90	13.78	10.43	53.66
	(1-5)VAl-MWL-cal	4.50	15.20	13.77	10.36	55.57
	(2.5-5)VAl-MWL-cal	2.05	12.84	14.93	8.79	60.49
	(5-5)VAl-MWL-cal	3.98	8.52	16.66	8.71	61.29
	10Al-MWL-cal	3.91	9.51	14.13	10.46	61.24
	(1-10)VAl-MWL-cal	4.51	4.29	17.05	12.56	60.88
	(2.5-10)VAl-MWL-cal	5.05	0.00	18.21	15.02	60.49
	(5-10)VAl-MWL-cal	4.78	0.00	17.20	16.79	60.61

Table A3 .

 A3 1.3 DTG analysis of VZr-MWT/MWL.

	Sample	PEAK 1 PEAK 2 PEAK 3 PEAK 4 mass change from DTG (%)	Residual Mass (%)
	2.5Zr B -MWT-cal	3.15	26.58	6.91	4.95	57.23
	(1-2.5)VZr B -MWT-cal	3.50	21.14	9.35	6.68	58.11
	(2.5-2.5)VZr B -MWT-cal	3.47	16.79	11.08	7.19	60.37
	(5-2.5)VZr B -MWT-cal	3.37	13.25	12.28	7.89	61.98
	5Zr B -MWT-cal	3.03	26.07	6.61	4.74	58.51
	(1-5)VZr B -MWT-cal	3.06	20.61	9.64	6.07	59.68
	(2.5-5)VZr B -MWT-cal	3.20	18.21	9.11	7.92	60.28
	(5-5)VZr B -MWT-cal	3.07	12.95	11.65	8.36	62.77
	2.5Zr N -MWL-cal	3.28	24.41	10.20	12.00	48.82
	(1-2.5)VZr N -MWL-cal	3.34	22.90	10.54	9.78	51.85
	(2.5-2.5)VZr N -MWL-cal	3.56	19.32	11.01	10.46	54.72
	(5-2.5)VZr N -MWL-cal	3.32	13.87	13.07	10.07	58.41
	5Zr N -MWL-cal	2.71	21.87	9.95	7.54	57.06
	(1-5)VZr N -MWL-cal	2.77	20.31	9.49	9.02	57.12
	(2.5-5)VZr N -MWL-cal	2.85	17.75	10.19	8.42	60.19
	(5-5)VZr N -MWL-cal	3.37	12.76	11.70	9.82	61.20

Table A3 .

 A3 1.4 DTG analysis of VCe-MWL/MWT.

	Sample	PEAK 1	PEAK 2	PEAK 3	PEAK 4	PEAK 5	Residual Mass
			mass change from DTG (%)		(%)
	2.5Ce A -MWL-cal	3.79	19.04	8.75	12.40	2.72	51.49
	(1-2.5)VCe A -MWL-cal	3.56	18.23	8.20	12.04	2.40	54.07
	(2.5-2.5)VCe A -MWL-cal	4.04	14.05	11.76	10.85	1.36	56.93
	(5-2.5)VCe A -MWL-cal	3.90	9.13	13.19	11.86	0.91	59.76
	2.5Ce N -MWL-cal	3.30	18.93	8.73	8.67	2.96	55.75
	(1-2.5)VCe N -MWL-cal	2.89	17.60	8.06	9.12	2.75	58.28
	(2.5-2.5)VCe N -MWL-cal	3.77	15.66	7.99	9.90	2.47	58.45
	(5-2.5)VCe N -MWL-cal	3.99	9.94	11.35	10.47	2.03	60.73
	2.5Ce A -MWT-cal	4.84	19.08	7.69	4.79	3.96	58.94
	(1-2.5)VCe A -MWT-cal	3.89	18.33	7.85	5.06	4.10	59.72
	(2.5-2.5)VCe A -MWT-cal	4.07	14.70	9.85	5.63	3.58	61.26
	(5-2.5)VCe A -MWT-cal	3.23	10.13	12.85	6.92	2.09	64.02
	2.5Ce N -MWT-cal	3.55	17.66	8.16	4.18	3.01	62.22
	(1-2.5)VCe N -MWT-cal	3.03	15.51	6.69	6.93	2.92	64.09
	(2.5-2.5)VCe N -MWT-cal	3.83	13.03	7.26	6.46	2.67	65.48
	(5-2.5)VCe N -MWT-cal	1.98	20.91	8.17	1.29	66.06

Table A3 .

 A3 3.1 TG analysis of MWL-TMS, PC, and VTi/Zr/Ce/Al-GPC.

	Sample	Residual Mass (%)
	MWL-TMS	89.29
	PC	96.30
	3Ti-GPC	92.71
	3Zr-GPC	88.57
	3Ce-GPC	93.77
	3Al-GPC	90.34
	(1-3)VTi-GPC	92.32
	(1-3)VZr-GPC	91.19
	(1-3)VCe-GPC	92.00
	(1-3)VAl-GPC	92.97
	1V-GPC	94.72
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Catalysts

Table 13. Conversion and theoretical TON of pinacol with different supported vanadium catalysts.

Catalysts Conversion (%) TON (theoretical)

(5-1)VTi-MWT-cal 55 2.8 (5-1)VAl-MWL-cal 68 3.4 (5-2.5)VZr N -MWL-cal 66 3.3 (5-2.5)VCe A -MWT-cal 38 1.9 1V-GPS-cal 61 15.3 1V-GPC-cal 59 14.8 Pinacol was chosen as another diol substrate to test the activity of supported vanadium catalysts, with the catalysts in Table 13. the pinacol substrate was converted into acetone (Figure 11). Sample (5-1)VAl-MWL-cal shows the highest activity with a substrate conversion of 68 %, and 1V-GPS-cal has a lower conversion but a much higher TON. The results in Table 13 are consistent with the results of in Table 12. The lower conversion of pinacol is because the aromatic group in meso-hydrobenzoin make its C-C bond easier to break than the pinacol. No. Sample Energy (eV)

Appendix

(1-2.5)VZrB-MWT-cal -3

(2.5-2.5)VZrB-MWT-cal 2.9 4(5-2.