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ABSTRACT

This research work aims to present the design of tunnel by means of the Hyperstatic Reaction Method (HRM). The models developed by the HRM method are firstly proposed for investigating the behaviour of Ushaped tunnels under different conditions, considering two load cases, two different geometries of U-shaped tunnel lining, two different cases of springs, change of the spring stiffness, multi-layered soil conditions, surcharge loading, and saturated soil masses. The presented models permit to obtain good predictions with a high computational efficiency in comparison to finite difference numerical modelling. Then a parametric analysis has permitted to estimate the U-shaped tunnel lining behaviour in a large number of cases which cover the conditions that are generally encountered in practice. Thereafter, taking a twin-lane metro tunnel as an example, a series of mathematical functions used in the optimization progress of sub-rectangular tunnel shape is deduced, which gives tunnel designers a theoretical support to choose the optimal sub-rectangular tunnel shape. The effect of different parameters, like the lateral earth pressure factor, soil Young"s modulus, tunnel depth, surface loads, on the internal forces and shape of sub-rectangular tunnel is then given. In the last part of the manuscript, the influence of a temperature change on the lining forces of circular tunnel by means of the HRM method is investigated, considering different factors, such as the tunnel lining thickness, lining elastic modulus and ground coefficient of thermal expansion.

Keywords: tunnel design, hyperstatic reaction method, multi-layered soils, surcharge loading, saturated ground, optimization, sub-rectangular tunnel, thermo-mechanical behaviour XII

RÉSUMÉ

Ce travail de recherche a pour objectif de pré senter la conception de tunnels au moyen de la mé thode hyperstatique aux coefficients de ré action (HRM). Les modè les dé veloppé s par la mé thode HRM sont tout d'abord proposé s pour é tudier le comportement de tunnels en forme de fer à cheval inversé e dans diffé rentes conditions, par exemple en considé rant deux cas de charge, deux gé omé tries diffé rentes de revê tement de tunnel, deux cas de coefficients de ré action diffé rents, changement de la rigidité des coefficients de ré action, conditions de sol multicouches, surcharges en surface et sol saturé s. Les modè les pré senté s permettent d"aboutir à des pré visions qualitatives avec une efficacité de calcul é levé e par rapport à la modé lisation numé rique en diffé rences finies. Une analyse paramé trique est ensuite ré alisé e pour estimer le comportement du revê tement de tunnel en forme de fer à cheval dans un grand nombre de cas couvrant les conditions gé né ralement rencontré es dans la pratique. Ensuite, en prenant comme exemple un tunnel mé tropolitain à deux voies, une sé rie de fonctions mathé matiques est dé duite et utilisé e dans le processus d'optimisation d"un tunnel de forme complexe, ce qui offre aux concepteurs de tunnels un support thé orique leur permettant de choisir la forme optimale du tunnel à mettre en oeuvre. L"effet de différents paramètres, tels que le coefficient des terres au repos, le module d"Young du sol, la profondeur du tunnel, les surcharges en surface, sur les efforts internes et la forme du tunnel. Dans la dernière partie du manuscrit, l"influence d"un changement de tempé rature sur les efforts dans le revê tement d"un tunnel circulaire au moyen de la mé thode HRM est é tudié e en tenant compte de différents facteurs, tels que l"épaisseur du revêtement de tunnel, le module d"élasticité du revê tement et le coefficient de dilatation thermique du sol. Mots-clé s: conception de tunnels, mé thode aux coefficients de ré action hyperstatique, sols multicouches, surcharges en surface, sol saturé , optimisation, tunnel de forme complexe, comportement thermo-mé canique 1

GENERAL INTRODUCTION

As civil engineering structures, tunnels are widely used in the construction of underground infrastructures.

One of the most important issues in tunnel engineering is the appropriate tunnel lining design. The design of tunnels requires a proper estimate of lining forces and displacements. In engineering practice, different design methods tend to be used, varying from simple empirical and analytical formulations to advanced numerical analyses. Although tunnelling is a three-dimensional (3D) problem, the 3D models are computationally expensive and difficult to be built. The simplified two-dimensional (2D) models are therefore often used.

The behaviour analysis of tunnels presented in this manuscript is based on a 2D numerical approach named the hyperstatic reaction method (HRM). The HRM method was proposed and developed by some researchers [START_REF] Duddeck | Structural design models for tunnels in soft soil[END_REF][START_REF] Leca | Preliminary design for NATM tunnel support in soil[END_REF][START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF]Do et al., 2014b[START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF]. In this method, the interaction between the support and rock surrounding the tunnel is simulated through independent ""Winkler"" type springs. It is particularly suitable for the estimation of tunnel lining behaviour, in terms of structural forces and lining displacements along the support profile. Another advantage of the HRM method is the fact that it necessitates a short calculation time. Therefore, it can be extended to do the reliability analysis which requires a high number of deterministic calculations. This thesis mainly focuses on the lining behaviour study of non-circular tunnels, like U-shaped tunnel and sub-rectangular tunnel, under different conditions. Besides, the behaviour of circular tunnel linings is also investigated considering the effect of temperature change using the present method. Since the HRM method was mainly used for the behaviour analysis of circular tunnel lining before, therefore and firstly, the developed models are extended to investigate the behaviour of U-shaped tunnels. The proposed models in this thesis are validated by the finite difference program FLAC 3D in some cases. Moreover, as sub-rectangular tunnel cross-sections are increasingly used for underground engineering projects recently, this kind of geometry is also investigated. Actually, very limited studies have dealt with the design of this kind of noncircular tunnels. Therefore, a series of mathematical functions used in an optimization progress of subrectangular tunnel shapes are deduced, which gives tunnel designers a theoretical support to choose the optimal sub-rectangular tunnel shape. Lastly, the attention is given to thermal stresses in circular tunnels 2 caused by temperature change. Thermal stresses generated by temperature change may cause cracking and damage to the lining and surrounding ground. In the case of large enough thermal stresses, e.g. when caused by fire, they can be a major factor to the damage of tunnels. So the influence of temperature change on the lining forces of circular tunnel by means of the HRM method is investigated. This thesis is organized in seven chapters as follows:

The first chapter presents a literature review on the design methods of non-circular tunnels. The procedure of tunnel lining design is firstly introduced. Then the tunnel shape effect on the lining behaviour is summarized. Lastly, the tunnel design methods are presented, which include experimental studies, theoretical analytical methods and numerical analysis methods. The advantages and limitations of these methods are discussed.

The second chapter presents the 2D improved numerical approach to the HRM for the analysis of Ushaped tunnel supports. The mathematical expression in detail of the HRM in this chapter is given, which is also used in the following chapters. When the tunnels are located at shallow depth, e.g. the cover-to-diameter ratio C/D < 2, the gravity effect on the change in external loads acting on the tunnel lining could be significant and the vertical stress variation should be considered. Therefore, two cases of loads, constant loads and varying loads, are taken into consideration in this chapter.

The third chapter studies the behaviour of two different U-shaped tunnel linings (with and without invert arch). To investigate the difference of the results between two U-shaped tunnels and a circular tunnel, a comparison is made. The toe constraint conditions effect on the behaviour of U-shaped tunnel linings without invert arch is also studied. An extensive parametric analysis is presented to highlight the influence of different stiffness of the springs, different loads on the support, different geometries and different bending stiffness of the support structures on the structural forces and displacements.

In practical engineering, the tunnels are usually not excavated in only one homogeneous soil layer, but in multi-layered soils. Therefore, the fourth chapter aims to investigate the effect of multi-layered soils on the design U-shaped tunnel linings. Different stratified soil conditions are considered to investigate the U-shaped tunnel lining behaviour: one homogeneous layer, one layer with a linear cohesion with depth, two layers, and three layers considering a variation of the position and of the thickness of the intermediate layer. The results
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3 of two different U-shaped tunnels are compared and analysed for these different stratified soils. In the case of a U-shaped tunnel without invert, the effect of the lining constraint conditions is also investigated. Tunnels are popular in urban areas due to the development of modern societies. They are inevitably constructed under existing buildings or beneath the phreatic surface. In the fifth chapter, the surcharge loading effect on a horseshoe shaped tunnel excavated in saturated soil masses is investigated, in which the effects of different factors, such water pressure, surcharge loading, surcharge loading width and phreatic surface position, on the internal forces and displacements of tunnel lining are discussed.

Compared with a conventional circular cross-section tunnel, the sub-rectangular cross-section is more economic. In spite of this, there is no efficient way to design sub-rectangular tunnels. In the sixth chapter, the optimization process of sub-rectangular tunnels in terms of tunnel lining forces is presented using the HRM method. A series of mathematical functions considering the tunnel shape are deduced and the optimization of sub-rectangular tunnels shape is realized. The effect of different parameters, such as the lateral earth pressure factor, Young"s modulus of soil, tunnel depth, surface loads on the internal forces and shape of subrectangular tunnel is then investigated.

During the service time of a tunnel, the temperature changes in the tunnel lining and in the surrounding ground. Thermal stresses generated by temperature change will induce the variation of the tunnel lining forces and displacements. In the last chapter of this manuscript, the HRM method is used to investigate the thermomechanical behaviour of a circular tunnel lining. The implementation of the thermal behaviour of the tunnel lining and surrounding mass is presented. The effective strain coefficient of lining is deduced from the literature and used to calculate the effective lining thermal stresses combined with the mechanical ones. A parametric study is proposed to investigate the effect of temperature change on the tunnel lining internal forces by means of the present HRM method. Several factors are considered, such as the tunnel lining thickness, lining elastic modulus and ground coefficient of thermal expansion. Thereafter, the effect of fire on the tunnel lining forces is presented.

In conclusion, this thesis presents improved models to investigate the behaviour of U-shaped tunnel lining under different conditions. An optimization of the sub-rectangular tunnel shape and the effect of temperature change on the circular tunnel behaviour are presented. Based on the HRM method, parametric

CHAPTER 1 LITERATURE VIEW

The growth of urban populations and economic development in the last decades have triggered a rising demand for infrastructure construction within the context of a valuable and densely constructed urban space [START_REF] Andre | Development of Urban Underground Infrastructures in the world[END_REF]). On the one hand, it causes a serious shortage of urban land resources and the prominent conflict between the supply and demand of space. On the other hand, some urban problems come out, such as traffic congestion, pollution and noise nuisance. Underground space exploitation and utilization is a possible solution to these urban problems. Specially, tunnels become an important part of public underground infrastructure. Besides, tunnelling may be the most practical and effective way to cross the obstacles from mountains, rivers and seas during building roads or railways.

As civil engineering structures, tunnels are widely used in the construction of underground infrastructure for the purpose of securing space in the ground [START_REF] Lanka | Guideline for design of road tunnel[END_REF], especially the use of non-circular tunnels is becoming popular in the urban areas over decades years. One of the most important issues for the construction of tunnels is the appropriate design of tunnel lining. However, there is no one method which can be used to precisely and effectively estimate the behaviour of non-circular tunnels in the preliminary design phase considering different design factors, e.g. ground load, underground water, stratified ground, types of soil, etc.

Therefore, it is urgent to find an effective and efficient method which can be used to analyse the internal forces and displacement of non-circular tunnel lining in the tunnel design phase. The Hyperstatic Reaction Method (HRM), a numerical method, is particularly suitable for the estimation of tunnel lining behaviour, in terms of structural forces, and lining displacements along the support profile but with a short calculation time.

Therefore, the target of this manuscript is the design of tunnel lining based on the HRM method, which focuses on the analysis of U-shaped tunnel behaviour in terms of the internal forces and displacement of lining under different conditions (Chapters 2-5), the optimization of sub-rectangular tunnel shape (Chapter 6) and the effect of temperature change on circular tunnel lining behaviour (Chapter 7).

The rest of this chapter is devoted to present an overview of relevant researches about the methods of non-circular tunnel design. The procedure of tunnel lining design is firstly introduced. Then effect of tunnel 6 shape on the lining behaviour is summarized. Lastly, the tunnel design methods are presented, which include the experimental studies, theoretical analytical methods and numerical analysis methods.

Procedure for tunnel lining design

According to ITA-Group2 (2000), the guidelines for the design of tunnel lining is summarized in detail as follows:

1) Referring to specifications, codes or standards. Tunnels should be designed on the basis of the appropriate specification standards, codes or standards, which are determined by the persons in charge of the project or decided by discussion between project managers and the designers.

2) Determining the inner dimension of tunnel. The inner diameter of the tunnel should be decided in consideration of the space that is demanded by the functions of the tunnel. The space can be determined by the traffic volume and number of lanes for the case of road tunnels; the discharge for the case of water tunnels and sewer tunnels.

3) Determining the load condition. The loads acting on the lining including earth pressure, water pressure, dead loads, surcharges and efforts due to the tunnel construction.

4)

Determining the lining conditions. The lining conditions, like dimension of the lining (thickness), strength of material, arrangement of reinforcement, should be selected.

5) Computing the internal forces of lining.

The internal forces such as bending moments, normal forces and shear forces of the lining should be computed by using appropriate models and design methods.

6)

Checking the safety of lining. The safety of the lining should be checked against the computed internal forces.

7) Reviewing.

If the designed lining is not safe against design loads or if the designed lining is safe but not economical, the lining conditions should be changed and the lining should be redesigned.

8) Approving the design.

Once the designer judges that the designed lining is safe, economical and optimally design, the design could be approved by the persons who are in charge of the project.

Those steps are shown in Fig. 1-1 on a flow chart for designing tunnel lining. It can be found that the computation of forces of lining plays a key role in the tunnel design. 

Effect of tunnel shape on the lining behaviour

The tunnel structures can be divided into two main types (British Tunnelling Society, 2001): 1. the flexural structure, e.g. rectangular tunnels, and 2. the compression structure, e.g. circular tunnels. In practice, a circular tunnel is usually adopted to avoid the generation of stress concentration and tensile stress in the lining.

However, the conventional circular tunnel is unsuitable in some cases because a large amount of the excavated soil is required and lots of space is unutilized. In order to overcome these problems, the noncircular cross sections, e.g. horseshoe-shaped or sub-rectangular-shaped, are taken into consideration instead. Tunnel shapes have considerable influence on the lining behaviour. To investigate the mechanical behaviour of different kinds of tunnel shape, some studies have been done. Many authors have indicated that the active load may cause considerable bending moments in a noncircular tunnel, resulting in tensile stresses and a reduction in structural resistance [START_REF] Peck | Deep excavations and tunnelling in soft ground-state of the art[END_REF][START_REF] O"rourke | Guidelines for tunnel lining design[END_REF].

Dianchun DU CHAPTER 1 8 [START_REF] Shin | The effect of porewater pressure on NATM tunnel linings in decomposed granite soil[END_REF] found that the tunnel shape is an important factor governing structural behaviour. They showed that although the active loads are applied as a constant tendency in the case of a horseshoe-shaped cross section, it causes the stress concentration because of an increase of bending moments at corners. To quantify the effect of tunnel shape, the lining behaviour analysis of an equivalent circular tunnel with the same cross-sectional area as that of the horseshoe-shaped tunnel was performed and the results were compared with those of the horseshoe-shaped tunnel. Geological conditions, tunnel depth, and all modelling methods were the same as those used for the horseshoe-shaped tunnel. Fig. 1-2 presents the distributions of maximum principal stress, assuming tension is positive, around the lining for both circular and horseshoe-shaped tunnels.

It can be found that for the circular tunnel, the maximum principal stresses are everywhere compressive, whereas in the lower part of the tunnel wall of the horseshoe-shaped tunnel tensile stresses are observed. Also, the stress concentration occurs at corners of the horseshoe-shaped tunnel. to investigate the influence of the shape of a tunnel on the radial displacements of the tunnel. An expression was established that enables the convergence to be determined as a function of the shape of the tunnel crosssection and of the point considered within the perimeter of the cross-section. Three typical tunnel crosssection shapes, circular (Type I), cart (Type II), U-shaped (Type III), were considered for the threedimensional analysis using FLAC 3D . The dimensions of each type of tunnel are shown in Fig. 1-3 along with the origin of the angles.

The radial displacement curves were obtained as a function of the distance to the face x, at uniformly distributed points along the cross-section. Fig. 1-4 shows the calculated radial displacement, as a function of Considering the water pressure, [START_REF] Yoon | Effects of Tunnel Shapes in Structural and Hydraulic Interaction[END_REF] investigated the effect of tunnel cross section on the lining behaviour using a coupled numerical analysis. Three typical tunnel cross sections, namely, circular, egg-shaped, and horse shoe-shaped, are considered, as shown in Fig. 1-6. Chosen architectural limits, which determine the scale of the tunnel"s cross section, are of a width of 9 m and a height of 4.8 m. To compare shape effect, shape factor (sf) which is defined as the ratio of height to width. The lining stresses for each tunnel shape considering the combined effect of the normal force and bending moment are shown in Fig. 1-9(a). The circular tunnel shows no significant changes in the lining stress; however, the egg-shaped and horseshoe-shaped tunnels have shown high negative stresses, which imply tensile stress in the groundside around corners. This denotes structural weakness due to stress concentration around corners.

Fig. 1-9(b) shows the stresses at the corners and inverts with the progress of hydraulic deterioration for the tunnel cross sections. The influence of hydraulic deterioration is significant for non-circular shapes. In particular, the tensile stress increases significantly with hydraulic deterioration. For a shape factor higher than 0.87, or shapes close to the circular shape, there is almost no influence of hydraulic deterioration at the corner and the invert. Fig. 1-10 shows the lining displacement with the progress of hydraulic deterioration for each tunnel shape.

In general, as the relative permeability (k l /k s ) decreases, tunnels move upward owing to the buoyant force. The 14 extents of vertical movements are in the following descending order: circular, egg-, and horseshoe-shaped tunnels at the crown; and horseshoe-, egg-shaped, and circular tunnels at the invert. In particular, the horseshoe-shaped tunnel shows a significant increase in displacement at the centre of the invert. gives the finite elements mesh of different shape of twin tunnels. Fig. 1-17 indicates that the normal forces ratios (N/N 0 ) are rarely affected by the increase of (t/r) ratios, however increase up to 50% as the tunnel diameter D increases.

Summary

This section gives the studies about the effect of tunnel shape on the lining behaviour. Generally, when the tunnel shape becomes flat, the normal force becomes dominant part to support the tunnel. Specially, stress concentration around corners increases sharply as the tunnel shape becomes non-circular. For the case of same tunnel width and lining thickness, the noncircular tunnel has less stability than the circular one. However, as a large amount of the excavated soil is generated and lots of space is unutilized, the circular cross section is not efficient and not economic space.

Compared with traditional circular tunnels, the non-circular cross-section tunnels have several advantages including the facts that 1) underground space can be more effectively utilized by designing the tunnel to have a configuration that matches the purpose of the tunnel, 2) the degree of adverse impact from the surrounding environment can be decreased, and 3) the quantity of excavation can be reduced. In addition, as one kind of non-circular tunnels, the quasi-rectangular tunnel is a new type of structure in tunnelling. It combines the advantages of circular and rectangular tunnel, and will surely be widely used in the future [START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF].

However, so far few studies have been given to non-circular cross-section tunnels.

Design methods of non-circular tunnels

The design of tunnels requires a proper estimate of the structural displacements and internal forces in the linings. There are various methods for designing tunnel linings. This section introduces the design methods of non-circular tunnels.

The practice of designing tunnel linings needs experience, practical and theoretical knowledge. Therefore, the difficulties of designing tunnel support arise mainly from the inadequate knowledge of the soil behaviour under conditions associated with tunnel driving, insufficient data of the natural soil state of stress, and the fact that it is a three-dimensional problem. Generally, the methods for designing non-circular tunnel lining can be classified into three categories: experimental studies, theoretical and numerical analysis methods.

Experimental studies

In situ monitoring data or experimental results of tunnels are relatively rare, but it is important to collect field measurement data or experimental results to predict tunnel displacements, lining efforts and also to validate analytical and numerical tools. The experimental methods usually provide the simplest calculation. [START_REF] Nakamura | Unified construction of running track tunnel and crossover tunnel for subway by rectangular shape double track cross-section shield machine[END_REF] Loads nearly equivalent to the design loads were applied to the composite segment rings from eight directions (Fig. 12345678910111213141516171819). In these tests, the amounts of lining displacement and bending moment were generally close to the analytical values, thus confirming the adequacy of the analytical method. However, the amount of normal force had relatively large dispersion, but the effect of such dispersion is not very large because the stress generated by normal force is on the order of 10% of the maximum stress. Both strain and displacement almost returned to their origins after the loading was removed, and it was judged that no extraordinary strain or deformation will develop. whereas the bending moment at the four corners is small. Due to the presence of joints, the distribution of bending moment/normal force is not axisymmetric with respect to the vertical central axis of the lining ring.

The presence of joints lowers down the local stiffness, which leads to the reduction of bending moment in areas close to the joint. Therefore, the largest negative bending moment on the left waist occurs slightly below the horizontal central line, while the largest negative bending moment on the right waist occurs slightly above the horizontal central line. As shown in Fig. 1-22b, subject to self-weight loading, the normal force within the lining ring is not universally compressive, with small tensile forces present at some locations in the crown areas. This is attributable to the absence of lateral confinement and the consequent large deformation at the lining waist. Similar to the distribution of bending moment, the distribution of normal force is also nonsymmetrical but depends on the joint locations. The overall deformation of the middle lining ring after removal of inner support frame is shown in Fig. 1-23. The deformation is obtained by comparing the inner outline of the lining ring scanned after removal of inner support frame with the designed outline. In the absence of lateral confinement, the lining ring can deform freely in the lateral direction and the largest outward deformation takes place close to the waists. The outward deformation of the left waist is slightly larger than that of the right waist as the negative bending moment on the left waist is slightly larger than that on the right waist as shown in Fig. 1-22. The total amount of lateral outward displacement (sum of the displacement at the left and right waists) is 9.1mm, which is close to that of the total vertical inward displacement (9.2mm, sum of the displacement at the middle point of crown and that at the middle point of the invert). The inward displacement at the invert (1.6mm) is much smaller than that at the crown (7.6mm). The experimental results confirmed the previous numerical observations that the convergence deformation of lining ring and the joint deformation caused by self-weight during fabrication are non-negligible. Therefore, [START_REF] Huang | Mechanical behaviour of segmental lining of a sub-rectangular shield tunnel under self-weight[END_REF] suggested that the influence of self-weight should be considered in future full-scale loading tests, especially for shallowly-buried tunnels.

To investigate the bearing mechanical behaviour of a quasi-rectangular segmental tunnel lining, Liu et al. The failure process, structural convergence deformation, joint deformation and bolt strain of the lining structure were obtained.

Fig. 1-25 Load-convergence deformation of long axis curves of three test rings [START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF] The failure process of the three test linings under whole process limit condition is shown in Fig. 1-25.

Throughout the entire loading process, the load-convergence deformation curves have two typical stages:

elastic and plastic (working with cracks) stages. Here the convergence deformation refers to the deformation of the deformed structure relative to the initial state. The load-rebar strain curves of critical cross-section 1 and critical cross-section 6 (Fig. 1-24b) are shown in Fig. 1-27. As for critical cross-section 1, the development of rebar strain of two rings shows the same tendency and the curve of the second ring grows a little faster. The development rule of the rebar located at critical cross-section 6 is similar to that located at cross-section 1. According to the monitoring results, none of the rebars are yielded at the end of the whole process limit condition. The results show that an increase in reinforcement causes the internal force on the segment to be slightly increased. The failure of the second ring is due to the local damage at T block and the bearing capacity of the joints is not fully utilized. However, considering the quasi-rectangular tunnel lining is governed by joint failure and shear bearing failure of T blocks, an increase in reinforcement has little influence on the ultimate bearing capacity of the structure when the longitudinal joint design remains unchanged. The measured parameters during the test include the grouting pressure change, the grouting pressure distribution in the toroidal direction along the segment, the influence of the grouting on settlement and the relationship between the grouting pressure and the final grout shape. The grouting pressure and settlement of each soil layer were measured throughout the entire experimental process, and the grout flow path was recorded by cameras. Moreover, the upper covering soil was removed after the test to survey the final shape of the solid grout. min, and 90 min. The data in the curve of 60 min is taken to be analysed. The grouting pressure near the grouting hole is higher than that far from the grouting hole. The grouting pressure near the grouting hole is as high as 62.5 kPa. The grouting pressure far from the grouting hole is in the range of 20-30 kPa or even less. In the experiment, the buried depth is shallow, and the inside segment is fixed between the inward and outward doors. Therefore, the average pressure on the top of the segment is higher than that at the bottom of the segment. However, in practical engineering, the pressure on the top is lower than that at the bottom, primarily

Dianchun DU CHAPTER 1 26 because of the weights of the tunnel and the soils. Comparing the lines at different times, they found that the pressure circle increases between 5 and 60 min, whereas the value at 90 min is smaller than that at 60 min. [START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] also investigated the pressure distribution around the steel segment. They found that in the steel segment, the arrangement of pressure gauges is similar to that of the traditional method. As shown in The settlement of each soil layer measurement consists of pipelines and magnetic rings, which are deployed in the upper covering soil. The layout of the measuring points is shown in Fig. 1-32. Before the synchronous grouting test, the data were measured twice every day; the rate of measurement is increased to once every hour during and after the synchronous grouting test. The positive value represents upheaval, whereas the negative value represents settlement. In the area above the segment, the soil settles, and the value is less than 10 mm. However, in the area beside the segment, the soil uplifts, and the most value reaches nearly 23 mm. The stratum settles in the middle area of segment apparently and the stratum beside the segment does not settle obviously and even uplifts in some regions.

The investigation results of [START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] demonstrate that the key parameters of synchronous grouting in a quasi-rectangular tunnel are the grouting ratio and the position of the grouting holes. It should be noted that all the analyses of their test are based on the gray clay, so their results have some limitations. When it used to other soil layers, it should be modify.

Summary

Because of the expensive costs, the experimental studies are rare. Also they are heavily subjected to some important limitations, including their applicability to different tunnel geometries, soil properties, and construction procedures. Despite this, the experimental studies are still useful for comparing the results with the numerical methods and analytical solutions for validation purpose of a model.

Theoretical and analytical methods

The problem of tunnel design is a three-dimensional model for analysis with some specific assumptions.

Some attempts have been made to develop simple closed-form analytical solutions or theoretical solutions for estimating the behaviour of non-circular tunnels.

For example, [START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF] found that even though face reinforcement with fibreglass dowels has proved to be efficient, there is still no reliable routine design method available. Therefore, they illustrated a calculation procedure for the analysis of face reinforcement with fibreglass dowels in shallow non-circular tunnels. The procedure is based on the limit equilibrium method (LEM), which is able to offer a detailed evaluation of the interaction between each reinforcement element and the surrounding rock. The main calculation result concerns the safety factor of the excavation face with dowel reinforcement. Using the proposed calculation method, it is possible to quickly obtain the definition of the reinforcement lengths and It should be noted that the main simplifying hypotheses on which the LEM is based are:

• The potential unstable mass is represented by one or more blocks that maintain their initial volume and shape;

• The kinematic mechanism of each block occurs through sliding along its lateral surfaces;

• It is a static analysis and only the possibility of the initial displacement of the rock blocks is dealt with;

• The possibility of a progressive break along the sliding surfaces is not considered.

It is evident that the LEM is based on particular simplifications of the instability mechanisms, and the results should be interpreted very carefully. However, use of the LEM in the analysis of many instability mechanisms is very common in geotechnical engineering due to its simplicity, the intuitive nature of the approach and the possibility of evaluating the degree of stability with safety factors.

As the safety factor is an important and appropriate factor for the design in the open-face tunnelling and the cross section of a NATM tunnel is often a non-circular shape (horse-shoe, elliptical or more complex shape), [START_REF] Pan | Upper-bound analysis on the face stability of a non-circular tunnel[END_REF] estimated the safety factor of a non-circular tunnel section using the upper-bound limit analysis in combination with the strength reduction technique. The strength reduction method (SRM) is an effective technique to define a safety factor, in which the safety factor is the ratio of the real shear strength For any point of the failure mechanism, the velocity is equal to the product of the angular velocity and the distance between the rotating centre and the point under consideration. The safety factors obtained by their proposed approach and by the 3D numerical calculations with FLAC 3D were compared (Table 1-1). The safety factors obtained from their proposed kinematical approach agree reasonably well with those provided by the finite difference method using FLAC 3D both in terms of the full face excavation and the top heading excavation. Only a maximum difference of 9.7% occurs in the case of top heading excavation. This has shown that their proposed method is an effective approach to evaluate the safety factor for a tunnel face with a non-circular cross section. In addition, a comparison with other approaches indicates that their presented approach gives conservative results (Fig. 1-37a). the cross-section tunnel shape significantly influences the safety factor. The safety factor firstly drops with the ratio L/H and then increases with it. The minimum safety factor occurs at a point close to 1.0 at which the elliptic section is reduced to a circular shape. The safety factor decreases 24.3%, from 2.35 at L/H = 0.2 to 1.78 at L/H = 1.0, and then increases 27.6% from 1.78 to 2.46 at L/H = 3.0. These differences are large and cannot be neglected in real engineering problems. The cases near the circular one (L/H = 1.0) are the worst in terms of safety due to the fact that the opening span is the same in all the directions.

On the basis of the upper bound theorem of limit analysis, the influence of the anisotropy and nonhomogeneity of soil on the earth pressure of shallow square tunnels was studied by [START_REF] Du | Analysis of earth pressure for shallow square tunnels in anisotropic and nonhomogeneous soils[END_REF]. Their analysis was based on the assumptions that the surrounding soil mass is assumed to be a perfectly plastic material with an associated flow rule and the failure block is regarded as rigid. The failure mechanism of the surrounding soil for shallow square tunnels was firstly generated by the discrete method (Fig. 1-38). The work rate of external forces and the internal energy dissipation were calculated considering the anisotropy and nonhomogeneity of soil cohesion. Then the earth pressure formula was derived and the optimal solution was obtained.

Fig. 1-38 Failure mechanism generated by the discrete technique: h is the overburden; H is the height of the tunnel; 2b is the width of the tunnel, and 2b=H; e=Kq, where K is the ratio of horizontal force e to vertical force q [START_REF] Du | Analysis of earth pressure for shallow square tunnels in anisotropic and nonhomogeneous soils[END_REF].

Table 1-2 Comparison of earth pressure q (kPa) [START_REF] Du | Analysis of earth pressure for shallow square tunnels in anisotropic and nonhomogeneous soils[END_REF] Compared to other results (Table 1-2), it is shown that their present approach is feasible and effective.

After discussing the impact of the anisotropy and the non-homogeneity of soil on earth pressure, the tunnel stability was studied with the presence of the pore water pressure. They also investigated the effect of pore water pressure and the change of the water table level on the behaviour of a square tunnel. Lastly, they give the following conclusions:

(1) The earth pressure increases as the anisotropy of soil cohesion increases.

(2) The earth pressure decreases linearly as the coefficient of cohesion non-homogeneity increases.

(3) The increase of pore water pressure causes the increase of the earth pressure.

(4) The earth pressure usually decreases as the coefficient of changing water table increases.

Summary

It can be found that the analytical methods do lead to the effective evaluation of the stress and strain state of the tunnel lining. Analytical formulations have a number of advantages over numerical and experimental methods such as:

(1) they provide insight into the problem;
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(2) have low computational cost with a good accuracy;

(3) are very useful to identify the most important variables for a given problem;

(4) can be used to verify and calibrate complex numerical models.

Also, analytical solutions are desirable in direct applications or in the validation and verification of numerical models for their advantages of conciseness and convenience. However, as analytical formulations are usually derived on the basis of some simplifying assumptions to the problem, this kind of methods could only be applicable for the corresponding specific types of case. In fact, since the physical and mechanical properties of soil and rock, also the geometrical properties of tunnel varies from site to site, no one analytical method can be applicable to all type of case and cannot deal with complex situations. As for more complicated scenarios, a numerical model would be more flexible.

Numerical analysis methods

Recently, with the rapid development of computational tools, user-friendliness and ability to account for the complex tunnel geometries and ground profiles the numerical methods are becoming more popular. Many limitations of the proposed empirical and analytical methods can also be overcome by the numerical methods. Dianchun

The strengths and weaknesses of each method mentioned above have been introduced specifically by ÜÇER ( 2006). In the following part of this section, only the applications of those methods related to the non-circular tunnels are described. [START_REF] Leca | Preliminary design for NATM tunnel support in soil[END_REF] did a parametric study of the excavation and support of a shallow NATM tunnel using the finite element method (FEM). The results were cast in a form so that the bending moments and thrusts in a proposed liner can be easily obtained. The softening technique, used for the analysis of NATM tunnels, was improved to better account for the three-dimensional deformation of the ground around the face and was applied to ovoid transportation tunnels (Fig. 1-40) constructed in undrained clays. A simplified method was provided for the preliminary design of the NATM tunnel support, which allows the estimation of bending moments and thrusts acting on the liner for a range of commonly encountered conditions and provides information to help guide better use of the more sophisticated analyses. The analysis is limited to single tunnels, but the results are applicable to cases of double tunnels, provided the pillar width over diameter ratio is larger than 2.0. Tunnel construction commonly proceeds in an environment of layered geological formation. Design for tunnel support relies on the tunnel location and the mismatch of different layers. [START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] proposed a topology optimization method for the design of tunnel support. The design domain is discretized by finite elements (Fig. 1-42). An element is composed of the original rock (hard or soft) and the reinforcing material (rock reinforced by grouting or bolting). The design issue involves the distribution of reinforcements.

The ratios of two phases in various elements are optimized to minimize the deformation of the tunnel. The method enables a computer-aided design for the supports of underground tunnels embedded within layered geological structures. The reinforced areas for the tunnel are displayed under the passive geological stress and the active external loading. Four kinds of rock formations, homogeneous rock, hard-soft-hard (HSH) sandwich structure, two-layer structure with the soft rock at the top and the hard rock at the bottom (SH), and the one with the hard rock at the top and the soft rock at the bottom (HS) (Fig. 1-43), are examined. The simulation reveals the high efficiency of tunnel support by optimizing its topologies. with the understanding that the region outside the displayed domain is not reinforced. The reinforcements tend to be distributed around the tunnel. In the homogeneous case, the reinforcements locate near the two floor corners of the tunnel and guard the two sides. In the HSH cases, the floor corner reinforcements connect to the hard rock stratum at the bottom. In the SH case, the hard-rock stratum occupying the lower half of the ground forces the reinforcement to spread, forming a reinforcing shape of two limbs of a butterfly. In the HS case, the reinforcement distribution resembles that of the homogenous case but is truncated above by the hard-rock stratum. Among the four configurations, the HS case suffers the largest deformation, and the HSH case achieves the smallest. The tunnel would deform less by putting it on top of the hard stratum. Oreste ( 2003) illustrated the importance of the distance at which the supports are installed using FLAC when studying the interaction of support structures in tunnels. The numerical model is of a tunnel 12-m width, 10-m height, 140-m depth, which is assumed to be excavated in a weak rock mass (friction angle 30°, cohesion 0.1 MPa, deformation modulus 5000 MPa, the in situ coefficient of horizontal stress K 0.5). The detail of the mesh of the numerical model adopted is shown in Fig. 1-48. Two cases were considered: firstly, steel sets installed at a short distance (1.5 m) from the face (case a); secondly, steel sets installed at great distance from the face (7m) (case b).

The final vertical displacements around the tunnel for case (a) are reported in Fig. 1-49. From these results [START_REF] Oreste | Analysis of structural interaction in tunnels using the covergence-confinement approach[END_REF] found that the efficiency of the second support decreases with the distance of the point 

( ) ( )
The solution is found by minimizing and maximizing the fuzzy variables and calculating displacements, stresses, internal forces (or any other parameters of interest) for each level of α.

Two different tunnel shapes were examined to assess the influence of shape. Each of them is described by the membership functions with symmetrical triangular shape with respect to the reference values shown in Fig.

1-51.

In rock tunnels the lining is usually made of steel ribs and shotcrete and in the design the steel ribs are usually considered in contact with the rock along its whole length. The results of the analyses in terms of M, and N on element 48 (located at the base of the arch, i.e., for q = 0 in Fig. 1 Lastly, they given the conclusion that if the average thickness is not considered, a wrong design could be obtained since the designed lining could be not adequate to support the applied loads, and cracks and damages could occur.

Prassetyo and Gutierrez (2016) carried out a series of numerical studies to examine the effect of surface loading on the hydro-mechanical (H-M) response of a horseshoe-shaped tunnel in saturated ground. Two tunnel models were created in the computer code Fast Lagrangian Analysis of Continua (FLAC). One model represented weak and low permeability ground (stiff clay), and the other represented strong and high permeability ground (weathered granite). Each of the models was run under two liner permeabilities: permeable and impermeable. Two main cases were compared. In Case 1, the surface load was applied 10 years after tunnel construction. In Case 2, the surface load was applied after the steady state pore pressure condition was achieved. For the mechanical boundary conditions, the horizontal displacement at the left and far-field boundaries and the vertical displacement at the bottom boundary were fixed. For the hydraulic boundary conditions, the pore pressure was free to change at the left, far-field, and bottom boundaries but fixed at zero at the top of the model. The pore pressure boundary at the tunnel boundary was either fixed at zero or free depending on the liner permeability used (permeable or impermeable). The results of the simulations for the two main cases were presented. were uniformly larger by -2.8 cm and -0.5 cm than those in Case 1, respectively. These deformations generated vertical closures of -6.5 cm for clay and -2.5 cm for granite. For the impermeable tunnels, the surface loading in Case 2 also induced substantial compression at the crown and heave at the invert, generating larger vertical closure than in Case 1. In clay, the surface loading in Case 2 induced vertical closure of up to -13.7 cm, which was -6.4 cm larger than that in Case 1 (-7.3 cm). In granite, the closure was -5.9 cm, Dianchun DU CHAPTER 1 44 which was -1.3 cm larger than that in Case 1 (-4.6 cm). These results show that the liner permeability played an important role in the deformation behaviour around the tunnel. This was particularly obvious in Case 2, in which the vertical closures for the impermeable tunnels were approximately twice as large as those in permeable tunnels in both grounds. In terms of the induced thrusts and bending moments in the liners, the results in Case 1 showed that the bending moment largely determined the liner stability. The induced normal forces in the liner in Case 1 were still far beyond the compressive yield strength of the liner (Fig. 1-56). In Case 2, a similar situation was observed for the normal forces. Hence, they only gave the induced bending moments and compared to those in Case 1 (Fig. 1-57). After the surface load was applied, the induced bending moments in the permeable liners between Case 1 and Case 2 were similar in each ground (Fig. 1-57a and b). However, in the impermeable liners, the bending moments in Case 2 were larger than those in Case 1, particularly for the tunnels in clay. In
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CHAPTER 1 45 this ground, the inward bending moment at the invert in Case 2 (3.3 MN.m) was up to 3.5 times larger than that in Case 1 (0.9 MN.m), while it was only 1.4 times larger than that in granite (1.3 MN.m in Case 1 and 1.9 MN.m in Case 2). At steady state, the differences in long-term bending moments between Case 1 and Case 2 were negligible (Fig. 1-57c andd). However, in both cases, the long-term bending moments in the impermeable liners were higher than those after the surface load was applied. In the permeable liners, the variations were not significant. The short-and long-term liner stability under surface loading and at steady state in each case was then compared (Fig. 1-58). In clay (Fig. 1-58a and b), the long-term liner stability for the permeable tunnel was poorer than that after the surface load was applied, but not significantly poorer. The tunnel was unstable at both states, and there was no difference in the stability condition between the tunnels in Case 1 and in Case 2.

For the impermeable tunnel, the short-term stability condition in Case 2 was significantly poorer than that in Case 1. However, the difference in the stability condition became insignificant at steady state because of the Dianchun DU CHAPTER 1 46 worsening condition in Case 1 due to the continuous tunnel closure. In granite (Fig. 1-58c andd), the permeable tunnel in Case 2 was able to withstand the short-and long-term H-M responses induced by surface loading. The combination of thrusts and bending moments for the tunnel in Case 2 stayed within the envelope for a factor of safety 1.5, which was similar to the trend observed in Case 1. For the impermeable tunnels, there was a minor difference in the stability conditions between the two cases after the surface load was applied. However, at steady state, the difference became negligible. Nevertheless, the tunnels in both cases were unstable in the short term and long term. The simulation results show that tunnels with impermeable liners experienced the most severe influence from the surface loading, large inward displacement around the tunnels, and high bending moments in the liner. In addition, the severity of the response increased toward steady state. This induced H-M response was worse for tunnels in clay than for those in granite. Furthermore, the long-term liner stabilities in Case 1 and Case 2 were similar, indicating that the influence of the length of time between when the tunnel was completed and when the surface load was applied was negligible. These findings suggest that under surface loading, tunnel stability in saturated ground is largely influenced by liner permeability and the long-term H-M response of the ground.

In order to provide a set of feasible solutions for the design, manufacture, and construction of noncircular TBMs, Li (2017) investigated the optimization design of the non-circular tunnel structure. The front tunnel is designed as a quasi-rectangle with an upper arch, which consists of a tapered front cross-section and a box-type rear cross-section in order to improve the mechanical behaviour (Fig. 1-59a). According to the finite element analysis of the front tunnel, it is found that the maximum stress of the front tunnel should be less than 85.329 MPa (Fig. 1-59b) in order to satisfy the operating requirements. The maximum deformation of the front tunnel is 4.6134 mm, and is located at the middle of the rear part of the front tunnel (Fig. 1-59c).

In order to improve the mechanical behaviour and deformation of the tunnel, it is recommended to increase the vertical support beam between the gusset plates to enhance structural stiffness (Fig. 1-59d). The stress distribution and deformation of the front tunnel after optimization are shown in Fig. 1-59e and f, respectively, under the same load condition. 

Summary

The numerical analysis methods can deal with various soil and rock properties, geometrical properties, and complex boundary conditions, especially when a complex three-dimensional problem is studied.

Numerical simulations can be used for both two-dimensional (2D) and three-dimensional (3D) studies of tunnel design. Generally, the most numerical models are usually time-consuming comparing with the analytical methods. Although tunnel excavation is a 3D problem and the 3D numerical simulation could be the better way to simulate a tunnel excavation, the 3D models usually takes much more time than 2D ones.

Therefore, the 2D simulations are sometimes a better choice when the requirement for the accuracy of calculation is not high. Although most numerical simulations are time-consuming, they can be desirable in the validation and verification of analytical solutions.

Conclusions

This chapter mainly presents a literature review on the design methods of non-circular tunnels. In the first section, the procedure of tunnel lining design is introduced in details according to the ITA-Group2 recommendations (2000). It can be divided into 8 steps, in which the computation of forces of lining plays a key role in the tunnel design.

In the second section, the effect of tunnel shape on the lining behaviour is summarized. Generally, the circular tunnels have more stability than the non-circular ones. When the tunnel shape becomes flat, the normal force becomes the dominant part to be supported by the tunnel. Specially, stress concentration around corners increases sharply as the tunnel shape becomes non-circular. However, as a large amount of the excavated soil is generated and lots of space is unutilized, the circular cross section is not so useful in terms of space use. Compared with traditional circular tunnels, the non-circular cross-section tunnels have several advantages: 1) underground space can be more effectively utilized by designing the tunnel to have a configuration that matches the tunnel purpose, 2) the degree of adverse impact from the surrounding environment can be decreased, and 3) the quantity of excavation can be reduced. In addition, as one kind of non-circular tunnels, the quasi-rectangular tunnel is a new type of structure in tunnelling. It combines the advantages of circular and rectangular tunnel, and will surely be widely used in the future.

The third section introduces the design methods of non-circular tunnels. The methods are classified into three categories: experimental studies, theoretical and numerical analysis methods. The applications of three categories of lining design methods are described separately. Compared with the analytical and numerical methods, the experimental studies are generally more expensive. The theoretical analysis models have an advantage of rather low computational cost with a good accuracy. However, those analytical methods could 49 only be used for the corresponding specific types of case due to those assumptions on which they are based. In contrast, the numerical analysis methods can deal with various soil and rock properties, geometrical properties, complex boundary condition, but the most numerical models are time-consuming.

In practical engineering, it is required that the internal force and displacements of the tunnel lining should be estimated quickly and effectively facing different geological conditions in the preliminary tunnel design stage. Although the existing design methods of non-circular lining mentioned above are given considering different conditions, e.g. surface loading, underground water, stratified ground, etc, these methods are either time-consuming or complex. No one of them can be used to consider all kind of design factors. As noncircular tunnels are increasingly encountered in practice, there is a need to find an effective and efficient method which could be used to analyse the internal forces and displacement of non-circular tunnel lining in the preliminary design. The hyperstatic reaction method (HRM) method is particularly suitable for the precise and effective estimation of tunnel lining behaviour, in terms of structural forces and lining displacements along the support profile with a short calculation time (several seconds). Therefore, the objectives of this research are mainly to improve and develop a new computational tool based on the HRM method for the study of the non-circular tunnel lining behaviour, which consist of the analysis of U-shaped tunnel behaviour in terms of the internal forces and displacement of tunnel lining under different conditions (Chapters 2-5), and to optimize the sub-rectangular tunnel shape (Chapter 6). In addition, the temperature change may have an effect on circular tunnel lining behaviour. Therefore, in the last chapter of this manuscript, the thermo-mechanical behaviour of a circular tunnel is investigated by means of the HRM method.

CHAPTER 2 BEHAVIOUR ANALYSIS OF U-SHAPED TUNNEL SUPPORTS (WITH INVERT)

As U-shaped tunnels are often encountered in practice, there is a need to find an effective and efficient method which can be used to analyse the behaviour of this kind of tunnel in the preliminary design of a tunnel.

For the dimensioning of support structures, a simplified analytical method, convergence-confinement method (CCM) [START_REF] Hoek | Underground Excavations in Ground[END_REF][START_REF] Brown | Ground response curves for rock tunnels[END_REF][START_REF] Panet | Le calcul des tunnels par la methode convergence confinement[END_REF][START_REF] Oreste | Analysis of structural interaction in tunnels using the covergence-confinement approach[END_REF], can be used. This method is able to simulate the displacements and the loads of the supports, but the internal forces used to determine the correct dimensioning of the support structures are not given. [START_REF] Einstein | Simplified analysis for tunnel supports[END_REF] presented the other simplified approach to get the axial forces and bending moments of the circular tunnels support structures in elastic medium. Their method, however, neglected the relaxation process induced by the excavation around the tunnel before the support structure installation.

The development of computers and limitations of analytical methods have led to an increase of the use of numerical methods for designing tunnel support. Although the numerical analysis methods can deal with various soil and rock properties, geometrical properties, complex boundary condition, most numerical models are time-consuming. As a numerical method, the hyperstatic reaction method (HRM) [START_REF] Duddeck | Structural design models for tunnels in soft soil[END_REF][START_REF] Leca | Preliminary design for NATM tunnel support in soil[END_REF][START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF][START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF] is different from the other numerical methods.

Lots of independent Winkler-spring methods are used in the HRM method to simulate the interaction between the support and the soil mass surrounding the tunnel. The HRM method could be effectively used to design support structures with a very short calculation time. It is particularly suitable for analyses with many calculations and for the estimation of the tunnel lining behaviour, in terms of structural forces, lining displacement and passive ground pressure along the support profile. Also, the effective geometry of the support and the horizontal active loads could be considered in the HRM code. The HRM method requires the definition of the active loads applied directly to the support structure by the rock mass. Those loads can be estimated using different methods that were already presented in the literature or they can be estimated backwards on the basis of in situ monitoring, using back-analysis procedures.

Oreste (2007) investigated the behaviour of a circular tunnel on the basis of the HRM method. The interaction of ground and structure was described only by normal springs. Design tables were drawn up to summarise the results of the parametric analyses. From these tables, it is possible to verify the influence of the The main purpose of this chapter is to present an improved numerical approach to the HRM for the analysis of U-shaped tunnel supports. The present model is developed on the basis of the ones proposed by [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] and [START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF]. Unlike the model of [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF], since the tunnel bottom usually bears the active loads applied by the soil, an active external load applied at the tunnel bottom in the upward direction (Fig. 2-1) is considered to improve the model. In addition, as the structure may have strain in the tangential direction, therefore, the presence of tangential springs has also been taken into consideration to simulate the same external load scheme as the one used in the model of [START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF]. those of a numerical model based on the finite difference program FLAC 3D is made. Only some small discrepancies for those two methods are found, which allows the present method to be validated.

An extensive parametric analysis is developed to study the effect of the ground mass properties, tunnel support stiffness, applied loads and tunnel dimensions on the behaviour of tunnel lining. Some conclusions are obtained in terms of the influence of the parameters on the tunnel lining support design.

Mathematical expression of hyperstatic reaction method

One fundamental hypothesis, on which the numerical approach to the hyperstatic reaction method is based, is to subdivide the support structures into a finite number of linear sub-domains, named elements (which make it possible to describe the stress-strain law by a simple way). The support structure could therefore be represented by some mono-dimensional elements that are able to develop bending moments, axial forces and shear forces in the calculation (Fig. 2-2). They are connected to the outside through springs that are distributed over the nodes.

The beam element i is defined by means of the following parameters: the inertia modulus J and area A of the transversal section, the elastic modulus E of the constituent material and length L i (distance between the terminal connecting nodes). In bi-dimensional methods, reference is made to a unitary thickness and therefore the parameters J and A should also be calculated considering the sum of the inertia modules and the areas that are involved in the support for a unitary length in the direction of the tunnel axis.

Therefore, the ground mass interacts with the support in two ways: through normal and tangential springs connected to the nodes of the structure and through applied active loads (Fig. 23). The local stiffness matrix Z i of the i element in the local Cartesian reference system could be achieved by equating the work of the inner forces of the finite element to the ones of the external nodal forces, which is evaluated according to a local reference system [START_REF] Huebner | The Finite Element Method for Engineers[END_REF].

[ ]

(2-1)
Therefore, one can obtain:

(2-2)

with S i : the vector of the displacement at nodes h and j of the element i, evaluated according to the local reference system:

(2-3)
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with u and v: the axial and transversal displacement in the local reference system, θ: the rotation of the element in correspondence to the nodes. G i and R i : the external nodal forces and the nodal forces applied by the neigh-boring elements. In the global Cartesian reference system, the nodal displacements are connected to S i through the , which is the transformation matrix:

(2-4)

where:

[ ]

(2-5) [ ]
(2-6) with : the vector of the nodal displacements of element i; q i : the vector of the nodal displacements of node i; w and z: the displacements along axis x and along axis y of the global Cartesian reference system; φ: rotation of node in the global Cartesian reference system; : the angle between the local Cartesian reference system of element i and the global Cartesian reference system.

The nodal forces G i and R i : are given by the following matrix expressed in the global Cartesian reference system:

(2-7)

(2-8)

Making the necessary substitutions, the following equation in the global Cartesian reference system could be obtained:

(2-9)

The local stiffness matrix k i of element i in the global Cartesian reference system:
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The global stiffness matrix K is assembled by the local stiffness matrix (i=1, 2, 3…, n in the analysis) of element in the global Cartesian reference system by means of the criteria described in [START_REF] Huebner | The Finite Element Method for Engineers[END_REF]. The global stiffness matrix K is constituted by (3n+3) x (3n+3) elements, where n is the total number of nodes.

(2-11)
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, k i,d are the sub-matrices of k i , each of which is of 3×3 dimension; q 1 , q 2 , q 3 , ..., q n+1 are the sub-vectors of the three displacements of each node and F 1 , F 2 , F 3 , …, F n+1 are the sub-vectors of the three external forces applied to each node in the global Cartesian reference system. Some elements of the global stiffness matrix K need to be modified along the diagonal due to the presence of normal and tangential node springs (Fig. 23). These changes are considered by modifying the corresponding elements in function of the stiffness of the normal (k n ) and shear (k s ) interaction springs of each node and the angle between the local and global reference systems (α) for each element.
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Dianchun DU CHAPTER 2 56 where: i is the number of the generic node; k n,i is the stiffness of the normal interaction spring connected to node i; k s,i is the stiffness of the tangential interaction spring connected to node i; α i and α i+1 are respectively the angles between the local and global reference systems, for element i and for element i+1 (Fig. 23).

Once the vector S is obtained, a conversion of the nodal displacements at the local reference system of the element is easily achieved. Then the characteristic of nodal stresses can immediately be determined through the local stiffness matrix.

Ground-support interaction

In the HRM model, the structure support interacts with the surrounding mass in two ways: through springs connected to the nodes of the structures (Fig. 23) and through the applied active loads.

A nonlinear (hyperbolic) pressure-displacement ( ) relation was introduced by [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] to describe the relation between the reaction pressure p and the support deformation δ:

( ) (2-18)
where p lim is the maximum reaction pressure offered by the ground mass and 0  is the initial stiffness (when the value of δ is close to 0) of the ground mass. The apparent stiffness η* of the ground mass which is not constant is given by the p/δ ratio obtained at each node of the support structure: It is possible to obtain the bending moments M, the normal forces N and the shear forces Q along the support profile, when the geometrical and mechanical parameters that influence the problem are defined. An analysis for the verification of the preliminary support is here given as an example (Toulon tunnel, France) using the HRM calculation code. The geometrical parameters of the tunnel, the soil parameters and of the adopted support structure are shown in 

( ) (2-19) 59

Validation of the HRM method

A comparison between the HRM and a numerical method is presented in this section, which makes it possible to estimate the accuracy that can be achieved by means of the present improved HRM. This numerical simulation has been done using the finite difference program FLAC 3D (Itasca Consulting Group, 2012). Parameters from the Toulon tunnel project in the city of Toulon have been adopted for evaluation purpose [START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF]. The geo-mechanical parameters of the ground and tunnel support are shown in Table 2- Using a good rule-of-thumb in which k n and k s (normal stiffness k n and tangential stiffness k s , respectively) are set to one hundred times the equivalent stiffness of the neighbouring zone, the liner-zone interface stiffness is chosen. The apparent stiffness (expressed in stress-per-distance units) of a zone in the direction normal to the surface is calculated using the following formula:

( ) (2-30)
where, K and G: the bulk and shear modulus, respectively; z min : the smallest dimension of an adjoining zone in the normal direction. displacements between these two methods are clear when θ (Fig. 234567) is lower than 120 0 (corresponding to the tunnel invert arch). The values of radial displacement obtained with HRM are a slightly higher than the FLAC 3D ones near the crown-sidewall connection. The maximum absolute discrepancy for radial displacement is equal to 12.2 mm at the centre of the invert arch. Both these two methods give more or less the same values of tangential displacements at the tunnel invert arch and sidewall. In addition, noticeable differences for tangential displacements obtained with the two methods can also be observed at the tunnel invert arch. The maximum absolute discrepancy of tangential displacement is of 6.1 mm. This could be caused by the fact that the loading condition on the tunnel support is not the same in the two methods. The external loads caused by the soil gravity act directly and explicitly on the beam elements in the HRM method. In contrast, the external loads are implicitly applied on the tunnel support through the continuous soil in the numerical method using FLAC 3D . The arching effect of tunnel, which can be developed in the soil surrounding tunnel in the FLAC 3D , is not taken into account in HRM. The differences for the normal forces and bending moments could also be attributed to the effect of external loads on the tunnel support, which are not similar in those two methods.

Based on the results mentioned above, it is therefore reasonable to conclude that the support displacement and structural internal force results obtained using the HRM are basically in good agreement with the ones of the numerical FLAC 3D with respect to the position along the tunnel boundary.

Parametric analysis and design figures

An extensive parametric analysis was developed to study the effect of the ground mass properties, tunnel support stiffness, applied loads and tunnel dimensions on the bending moments, the shear forces, the normal forces and the normal support displacement developed in the support structures. Details of the cases adopted for the parametric analyses are shown in Table 2-2. Three different types of ground are therefore considered in this analysis. Two values of lateral earth pressure factor K 0 are considered (K 0 =0.5 and 1.5). The tunnel dimension, represented here by the crown radius R c , is in a range between 3.4m and 5.8m. The diameter of U-
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CHAPTER 2 66 shaped tunnel D is 1.8 times R c and the height of the invert arch centre y c is 2.5 times R c . The parametric analyses are done (648 different cases) using the HRM code, which is therefore be able to cover most of the possible situations encountered in design practice. The values of the bending moments, normal forces, shear forces and normal displacements at the tunnel invert arch, the right sidewall and the tunnel crown have been determined. To decrease the length of the chapter, only the results obtained from the case 3, which represent the results obtained with the ground mass (B in Table 2-2), have been illustrated in Fig. 2-14 to Fig. 2-16. Some interesting conclusions are obtained from the parametric analyses:

(1) The higher the ground mass quality, the lower the support displacements, bending moments, shear forces and normal forces. The thicker the tunnel support, the lower the shear forces and tunnel support displacements, but the higher the normal forces and bending moments;

( (5) The absolute discrepancies of the normal forces at the tunnel crown and invert arch are slightly higher than those of the normal forces at the tunnel sidewall when the support thickness changes from 0.20m to 0.50m. For example, with the case 3 input data, the absolute discrepancy of the normal force induced at the tunnel crown and invert arch are 31.6% and 30.9%, respectively, when C/D=10 and R c =5.80m. The corresponding value for absolute discrepancy of the normal forces at the tunnel sidewall is 27.6% (Fig. 2 For example, for case 3, the absolute values of a at the tunnel crown, when R c is 3.4 m or 5.8 m are respectively equal to 0.00544 and 0.0211, (Fig. 2-16c -thickness equal to 0.20m).

In this parametric analysis, the ground parameters, the tunnel dimensions, the support thickness and the value of the cover-to-diameter C/D ratio, are assumed to be known. The structural internal forces and support 70 displacements can then be estimated. It is therefore possible to conduct a detailed design of the support structure of a U-shaped tunnel and then decided such as necessary reinforcements, concrete quality, etc.

According to the proposed design figures, it is also possible to verify the effect of the various calculation parameters on the structure behaviour for a U-shaped tunnel support. The preliminary results acquired from the design figures help to start with further numerical calculations considering types of support structures. It permits thus to save a lot of time.

Conclusions

An improved numerical method to the HRM developed on the basis of the model proposed by [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] and [START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF], which is suitable for the dimensioning of U-shaped support structures, has been developed in this chapter.

The mathematical procedure adopted and the parameters used in the analysis, are also given. The results of the HRM method are compared with the ones of the numerical model FLAC 3D . There are some small discrepancies for those two methods, which allows the HRM method to be validated. As for the reason of the discrepancies, on one hand, this could be caused by the fact that the loading condition on the tunnel support is not the same in the two methods. The external loads caused by the soil gravity act directly and explicitly on the beam elements in the HRM method. In contrast, the loads of the numerical method using FLAC 3D are applied at the tunnel support through the continuous soil. On the other hand, the arching effect of tunnel, which can be developed in the soil surrounding tunnel in the FLAC 3D model, should not be neglected.

The parametric analysis has made it possible to estimate the U-shaped tunnel support behaviour in a large number of cases which cover the conditions that are generally encountered in practice. The effect of three typical types of grounds, of two values of lateral earth pressure coefficient K 0 , of three values of tunnel crown radius R c , of two values of tunnel support thickness t and of five values of cover-to-diameter C/D, have been investigated. The results presented as design figures can be used for preliminary estimation of the structural internal forces, support displacement induced in the U-shaped tunnel support under the action of active loads.

Before using these figures for a preliminary U-shaped tunnel support design, the external loads applied to the tunnel structure should be known, in terms of vertical load σ v and lateral earth pressure coefficient K 0 . In addition, a comparison of two different active loads, constant and varying loads, is also made. This 71 comparison shows that the absolute discrepancy of two solutions obtained from the two different loads is almost zero when C/D = 3.0.

Some main points can be drawn from this chapter:

-The higher the ground mass quality, the lower the support displacements, bending moments, shear forces and normal forces;

-The thicker the tunnel support, the lower the shear forces and tunnel support displacements, but the higher the normal forces and bending moments. The influence of the support thickness on the bending moment is higher for large tunnels than the ones induced on smaller tunnels;

-The absolute values of the bending moments increase with the increase of C/D; the higher the ground quality, the lower the effect of C/D on the bending moments;

-The absolute values of the normal forces increase with the increase of C/D; the absolute discrepancies of the normal forces at the tunnel crown and invert arch are slightly higher than those of the normal forces at the tunnel sidewall when the support thickness changes from 0.20m to 0.50m;

-The larger the tunnel dimensions, the higher the impact of the support thickness on the shear forces and the higher the dependency of the shear forces with the C/D ratio.

Since the U-shaped tunnels without invert arch are common during the tunnel execution, in the following chapter, the behaviour of two different U-shaped tunnel linings (with and without invert arch) will be compared. In addition, a comparison will be made to investigate the difference of the results between two Ushaped tunnels and a circular tunnel. Two different cases of springs, only normal and normal plus shear springs, will be considered to simulate the external load scheme. The toe constraint conditions effect on the behaviour of U-shaped tunnel linings without invert arch will be highlighted.

CHAPTER 3 BEHAVIOUR OF TWO DIFFERENT U-SHAPED TUNNEL LININGS (WITH AND WITHOUT INVERT)

Introduction

The U-shaped tunnels without invert arch are common when a conventional method is used for the excavation of tunnels. The support design of this kind of tunnel was studied by some authors using different methods, e.g. the topology optimization method (Yin and Wei, 2000) or numerical modelling using a beddedbeam-spring model (which can also be called hyperstatic reaction method) [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF]. However, the topology optimization method (Yin and Wei, 2000) is only able to give the tunnel deformation and cannot calculate the lining forces. [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF] presented a method for the sensitivity analysis of U-shaped tunnel based on a fuzzy approach and the bedded-beam-spring model. However, they did not evaluate the behaviour of U-shaped tunnels without invert arch, in terms of structural forces and support displacements.

Therefore, the HRM method is adopted in this chapter to study the behaviour of two different U-shaped tunnel linings (with and without invert arch).

It should be noticed that there are some differences between the present method and the one of [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF]. Firstly, the tunnel invert shape is modelled as a straight line by [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF]. In this chapter, more complex shapes can be considered like curved ones for the invert or no invert. Secondly, the stiffnesses of springs in [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF] are linear and only depend on the equivalent radius R eq of the tunnel, the elastic modulus E and the Poisson coefficient v of the ground. However, in the present analysis, the stiffnesses of springs are non-linear and also depend on the cohesion c, friction angle φ, Poisson"s ratio of the ground, and of the active loads (see Eqs. 2-24 and 2-25 in Chapter2). Thirdly, the studied contents are different: [START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF] focused on the sensitivity analysis based on a fuzzy approach and an entire set of imprecise parameters (e.g. spring stiffness and elastic modulus of lining are considered to be fuzzy). In contrast, the present method presents the estimation of the tunnel support behaviour, in terms of structural forces and support displacements along the tunnel support, considering the effect of different parameters (e.g. ground elastic modulus E s , the cohesion c, friction angle φ of the ground, lateral earth pressure factor K 0 , cover-todiameter C/D values, support thickness t, tunnel crown radius R c ).
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In this chapter, the results of two kinds of U-shaped tunnels obtained by HRM are compared with the circular shape ones to highlight the effect of tunnel shape. Two different cases of springs, only normal and normal plus shear springs, are considered to simulate the external load scheme. The effect of shear springs on the tunnel lining behaviour is highlighted. In addition, the toe constraint conditions effect on the behaviour of U-shaped tunnel linings without invert arch is studied. The varying loads and two different U-shaped tunnels (with and without the inverted arch) are also considered in this study (Fig. 3-1). The active loads are independent of the displacements that develop in the support and at the ground-support interface. The developed HRM model (U-shaped tunnel without inter arch) is validated on the basis of the comparison with results obtained from finite difference numerical models FLAC 3D . Taking the Geometry2 in q h q h q h qv q v ks kn Fig. 3-2 with the clamped constraint condition in Fig. 3-3d (which corresponds to the worst internal forces case) as the reference case, a parametric investigation was conducted considering the change in stiffness of the springs, loads on the support, geometries and bending stiffness of the support structures. Note that the mathematical procedure of the HRM method has been shown in Chapter 2 in detail. Therefore, the introduction to the HRM method in this chapter will not be given.
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Validation of the HRM method for a U-shaped tunnel without invert arch

In the first subsection, the comparisons of results obtained from two different U-shaped tunnels with only normal springs and normal springs plus shear springs are firstly given. Then the effect of constraint conditions on the tunnel lining behaviour of Geometry2 is discussed. Lastly, considering the effect of normal and shear springs, the comparison between circular and two U-shaped tunnels obtained by the HRM calculations are presented.

In the second subsection, the validation of the HRM method for a U-shaped tunnel without invert arch is given.

Calculation code and the dimensioning of the support

The HRM calculation code is able to consider the support geometry (Fig. 3-2) and the type of constraint at the base of the tunnel support (Fig. 3-3), which makes this code possible for the dimensioning of An analysis for the verification of the preliminary support is here given as an example (Toulon tunnel, France) using the HRM calculation code. To reduce the length of this chapter, only the clamped constraint condition in Fig. 3-3d, which corresponds to the worst internal forces case (see Fig. 3-4), is adopted as a reference case to investigate the tunnel lining behaviour for next sections.

The geometrical and geomechanical parameters of the tunnel, the soil and the adopted support structure are shown in Table 3-1. Using the reference case with the clamped constraint condition (Fig. 3-3d), comparisons of the results obtained from those two different U-shaped tunnels with only normal springs and normal plus shear springs are presented in Fig. 34. The radial displacements obtained in the case of Geometry2 are smaller than those of Geometry1. The maximum radial displacements of Geometry1 are located at the tunnel crown centre and at the sidewall and invert arch connection. Same maximum radial displacements for Geometry2 can be observed at the tunnel sidewall centre.

In addition, Fig. 3-4 also gives that the structural forces and displacements of Geometry2 have no significant change when considering only normal springs, which means that the spring type has a small effect on the internal forces and displacements of Geometry2. Furthermore, Fig. 34shows that the Geometry1 and Geometry2 almost give the same values of bending moments and shear forces at the tunnel crown. Nevertheless, the differences of bending moments and shear forces are obvious at the tunnel sidewall, and the results of Geometry1 are higher than that of Geomery2. The normal forces obtained from Geometry1 are clearly lower than that of Geometry2 at the tunnel crown and sidewall. In contrast, the radial displacements obtained from Geometry1 are higher than that of Geometry2 at the tunnel crown and sidewall. An analysis is also conducted to show the effect of the constraint conditions on the tunnel lining behaviour of Geometry2 (see Fig. 345).

From Fig. 3-5, it can be seen that the effect of the constraint conditions on the structural forces and on the displacements at the tunnel crown can be neglected. However, they affect the bending moments, the shear forces, and the radial displacements at the tunnel sidewall. The constraint d gives the largest bending moment (Fig. 3-5a) because of the restrained rotation at the tunnel lining bases (Fig. 3-5f). On the other hand, the smallest bending moments are found in the cases of constraints (a) and (b) where tunnel lining bases are free for rotation (Fig. 3-5f). The maximum shear forces are observed at the tunnel sidewall in the case of constraint (d). It should be noticed that the radial displacements of tunnel lining are clearly different for those four constraint cases at the tunnel sidewall. In addition, it can also be found that Geometry 2 almost has the same shear displacements under those four constraints condition, which means that the effect of the constraint types on shear displacements could be neglected. Considering the effect of normal and shear springs, the comparisons of results between circular and two U-shaped tunnels obtained by the HRM calculations are also shown in Fig. 3456. The parameters used in the comparison are the same as presented in Table 1 and the Geometry2 in Fig. 3-2 under the reference case of clamped constraint condition (Fig. 3-3d) is considered. It can be seen from Fig. 3-6 that the internal forces and displacements obtained from the three different geometries have the similar trend at the tunnel crown, and the results of normal forces and radial displacements obtained from the circular tunnel are between the ones of Geometry1 and Geometry2 cases.

The normal forces of the Geomery2 case are higher than that of Geometry1 and the Circular cases at the tunnel crown and sidewall. However, the bending moments and shear forces have approximately values at the tunnel crown and sidewall for Geometry 1 and Geometry2. The trends of the internal forces and displacements obtained from the circular tunnel are smoother than that of Geometry1 and Geometry2 cases at the tunnel sidewall and invert arch.

Validation of the HRM method for a U-shaped tunnel without invert arch

A comparison between the HRM and a 2D numerical model (U-shaped tunnel without invert arch) is shown in this section, which makes it possible to estimate the accuracy achieved by means of the present Dianchun DU CHAPTER 3 80 improved HRM. The 2D numerical simulation was done using the finite difference program FLAC 3D (Itasca Consulting Group, 2012) under the hypothesis of plane strain conditions. Materials are represented by polyhedral elements within a three-dimensional grid that is adjusted by the user to fit the shape of the object to be modelled. The structural response of a mechanical system that is composed of a solid continuum and a framework of load-carrying members can be simulated. The support is represented by a collection of structural elements (shells), each of them is associated with a set of nodes. It interacts with the solid continuum by means of links which connect the structural nodes to the soils mass nodes. In the present comparison, the ground is assumed to follow a linear elastic-perfectly plastic constitutive relation based on the Mohr-Coulomb shear failure criterion under plane-strain conditions.

Parameters from the Toulon tunnel project in the city of Toulon are adopted [START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF]. The geometrical parameters of the tunnel, the soil and the adopted support structure are shown in Table 3-1. Comparing both methods: HRM and FLAC 3D , one can find that the lining is divided into a number of elements in both methods. The main difference lies on the fact that the presence of ground is considered through the external loads (caused by the ground gravity). These loads act directly and explicitly on the nodes of the beam elements through the springs in the HRM method. In contrast, the loads in the numerical method using FLAC 3D are applied at the tunnel support through the continuous media, arching effects can then be simulated.

Similar results were obtained by HRM and FLAC for all the five constraint conditions shown in Fig. 3-3.

Considering the clamped constraint condition in Fig. 3-3d as an example, the results obtained from two methods are shown in Fig. 3456789. considering only normal springs (case 1) at the tunnel crown, but smaller at the tunnel sidewall. Moreover, it can be clearly found that FLAC 3D gives slightly lower normal forces than HRM at the tunnel crown, but slightly higher at the tunnel sidewall. The maximum difference (between FLAC and HRM with normal and shear springs) is equal to 12.3% and is located at the tunnel sidewall. This difference could be related to the different ways the ground surrounding the tunnel is considered. However, the bending moments in the case of considering the normal and shear springs are slightly smaller than that in the case of only normal springs along the whole tunnel. The bending moments calculated by HRM almost have the same trend compared with the FLAC 3D ones for the whole tunnel. Similarly, the results of radial displacements obtained from FLAC 3D are nearly close to the ones of HRM along the whole tunnel.

Based on the results mentioned above, it is, therefore, reasonable to conclude that the support displacements and structural internal forces obtained from the HRM are basically in good agreement with the ones of the numerical FLAC 3D with respect to the positions along the tunnel boundary. 

Results and parametric analysis for U-shaped tunnel without invert arch

Taking the Geometry2 in Fig. 3-2b with the clamped constraint condition (Fig. 3-3d) as the reference case, a parametric analysis is developed to study the effect of the different stiffness of the springs, different loads on the support, different geometries and different bending stiffness of the support structures on the structural forces and displacements of U-shaped tunnel without invert arch. It can be found that the stiffness of the springs is related to the ground elastic modulus and tunnel radius from Eq. (2-20) in chapter 2. The details of the cases adopted for the parametric analyses are shown in Table 3-2. Two values of lateral earth pressure factor K 0 are considered (K 0 =0.5 and 1.5) and the tunnel dimension is changed in a range from 2m to 5m . Four different types of ground are considered and the parametric analyses are done using the HRM calculation code. The values of the bending moments, normal forces and normal displacements at the tunnel sidewall and the tunnel crown have been determined. The results obtained from those four different types of ground are illustrated in Figs. 3-10 to 3-13. Some interesting conclusions are obtained from the parametric analyses:

1. The higher the ground quality (the higher the stiffness of springs), the lower the bending moments, normal forces and normal displacements.

2. The thicker the tunnel support (the higher the bending stiffness of the support structures), the higher the normal forces and the bending moments, but the lower the normal displacement.

3. The bigger the loads (the cover-to-diameter C/D) on the support, the higher the normal forces, the bending moments and the normal displacements.

4. The bigger the radius of the tunnel, the higher the normal forces, the bending moments and the normal displacements.

5. The absolute values of the structural forces and displacements increase with the increase of the cover-todiameter C/D.

6. For four types of ground, the values of normal forces at the tunnel sidewall are higher than that of normal forces at the tunnel crown; the higher the ground quality, the higher the effect of support thickness on the normal forces .

7. For a weak ground (ground type A), the bigger the tunnel radius, the higher the absolute values of normal displacements at the tunnel sidewall (Fig. 3-10e).

8. For strong ground (ground type D), the bigger the tunnel radius and the thinner the tunnel thickness, the higher the absolute values of bending moments at the tunnel crown (Fig. 3-13b).

In this parametric analysis, once the ground parameters, the tunnel dimensions, the thickness of the supports and the values of the cover-to-diameter C/D ratio, are assumed to be known, the structural internal forces and displacements can then be estimated. It is, therefore, possible to conduct a detailed design of the support structure of a U-shaped tunnel and then decided such as necessary reinforcements, concrete quality, etc. According to the proposed design figures, it is also possible to verify the effect of the various calculation parameters on the structure behaviour for a U-shaped tunnel support. 

Conclusions

A comparison of two different cases of springs, only normal springs, and normal plus shear springs, is made in this chapter. The obtained conclusion is that the spring type has a small effect on the internal forces and displacements of Geometry2. The analysis is also made to show the effect of constraint conditions (Fig. 3-5) on the lining behaviour of Geometry2. One can find that the effect of constraint conditions on the bending moments, the shear forces, and radial displacements at the tunnel sidewall should not be neglected.

The results given by the present method are compared with the ones of the numerical model FLAC 3D .

The small result differences founded between these two models allow the HRM method to be validated.

The parametric analysis permits to estimate the support behaviour of U-shaped tunnel without invert arch.

The effect of four typical types of grounds, of three values of tunnel crown radius, of two values of tunnel support thickness and of five values of cover-to-diameter, was investigated. The results presented as design figures can be used for the preliminary estimation of the structural internal forces induced in a U-shaped tunnel support without invert arch under the action of active loads. It should be noticed that before using the proposed figures for a preliminary U-shaped tunnel support design, the external loads applied to the tunnel structure should be known, in terms of vertical load and lateral earth pressure coefficient.

Comparing with other numerical methods, one can be easily found that:

Firstly, the computational efficiency is greatly improved using the HRM method which makes it possible to do extensive parametric and reliability analyses considering the parameters influence of the surrounding ground mass and tunnel lining.

Secondly, different support conditions are also easily implemented using the proposed method. Loads coming from the surrounding soil mass to the tunnel lining can be modified, which allows considering complex loadings in terms of loading direction and magnitude.

Lastly, all boundary conditions and loading scenarios are explicitly applied in the HRM method. Hence, tunnel designers could easily control the input parameters which are used.

In the following chapter, the HRM method will be developed to study the behaviour of U-shaped on a layered media.

CHAPTER 4 EFFECT OF MULTI-LAYERED SOILS ON THE DESIGN OF TWO KINDS OF U-SHAPED TUNNEL LININGS

Introduction

Even though a lot of works have been done to develop tunnel lining design methods, it can be found that most of the analyses assumed that the tunnels are excavated in only one homogeneous soil. However, in real scenarios, it is very rare to meet tunnels built in only one layered soil. In most of the cases, layered soils are encountered which induces variations in terms of geomechanical properties (soil unit weight, Young modulus, cohesion and friction angle) for in each sub-layer. There are few studies which consider the effect of multilayered soil mediums on the structural behaviour of the tunnel lining. [START_REF] Hagiwara | The effect of overlying strata on the distribution of ground movements induced by tunnelling in clay[END_REF] and [START_REF] Grant | Stability of tunnels in clay with overlying layers of coarse grained soil[END_REF] presented data from a series of centrifuge model tests to investigate the effect of stiffness of an overlying layer on ground response around a tunnel. They found that the stability of a tunnel in the lower clay layer may be influenced by the presence of an upper layer depending on the type, state and thickness of the overlying material, and the cover depth above the tunnel crown. A topology optimization method was proposed by [START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] for the design of tunnel support in layered geological media. This method makes the computer-aided design for the supports of underground tunnels embedded within layered geological media feasible. An experimental study was first conducted to investigate the bending stresses developed in tunnel lining by [START_REF] Nunes | A study on the effects of overlying soil strata on the stresses developing in a tunnel lining[END_REF] through a series of 1-g model tests. The reduction of the moment was to a great extent dependent on the relative stiffness between the sand layer and the clay deposit around the tunnel. [START_REF] Yang | Axisymmetric failure mechanism of a deep cavity in layered soils subjected to pore pressure[END_REF] proposed an axisymmetric failure mechanism to investigate the roof stability of deep tunnels in layered soils. In spite of this, no one of the methods mentioned above can provide an efficient way to estimate the tunnel behaviour in layered soils.

In fact, due to the variation of soil properties, the effect of the multi-layered environment on the internal forces and displacements of tunnel lining is not clear, especially when the contact surfaces of the multilayers is located between the tunnel crown and the invert. It is therefore interesting to find a simple and effective way to study the effect of the stratified soil mediums on tunnel lining behaviour [START_REF] Zhang | Influence of multi-layered soil formation on shield tunnel lining behaviour[END_REF][START_REF] Yang | Collapse mechanism for deep tunnel subjected to seepage force in layered soils[END_REF][START_REF] Do | A comparison of 2D and 3D numerical simulations of tunnelling in soft soils[END_REF][START_REF] Do | Simplified Approach to the Design of Segmental Tunnel Linings[END_REF]. 

Tunnel design models

Only half of the tunnel is considered because of the symmetry of the problem. The HRM code could consider the support geometry (Fig. 4-2). The clamped constraint for the Geometry2 is adopted to investigate the behaviour of the tunnel lining in the following part of this chapter. Multi-layered grounds are usually encountered in practice such as the cases of [START_REF] Möller | On numerical simulation of tunnel installation[END_REF] and [START_REF] Do | A comparison of 2D and 3D numerical simulations of tunnelling in soft soils[END_REF]. The aim of this section is to investigate the influence of different layers position on the structural forces induced in the tunnel lining. There are four different layered soil cases considered in the HRM model for each kind of U-shaped tunnels (with and without invert arch):

- [START_REF] Yang | Upper bound analysis for bearing capacity of nonhomogeneous and anisotropic clay foundation[END_REF]. This case is investigated in order to highlight the effect of cohesion change in depth.

-Case 3: Inhomogeneous medium including two layers with their contact surface located at the tunnel spring line. The upper layer and the lower layer are respectively classified as a soft ground and a bed rock.

-Case 4: Inhomogeneous medium including three layers with a variation of the position and thickness of layer 2 (only the U-shaped tunnel with an invert arch is shown in Fig. 4-3). The middle layer is the weaker layer while the lower layer could be considered as the bed rock. Three kinds of ground layers are adopted whose parameters are the ones of a soft soil, a hard soil and a bed rock, respectively. The geometrical parameters of the tunnel lining and layers soils are respectively shown in Table 4-1 and Table 4-2, which are adopted from the Toulon tunnel [START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF]. In addition, as 

Estimation the performance of the HRM Method

The accuracy of the HRM method is estimated in this section on the basis of a comparison with the finite difference program FLAC 3D (Itasca Consulting Group, 2012). Similar results are obtained by HRM and FLAC 3D for all the four layered soil cases as shown in Fig. 4-3. Only the Case3 (U-shaped tunnel with invert arch, two layers) is taken as an example to illustrate the obtained results. The parameters shown in Tables 4-1 and 4-2 are adopted for this evaluation. Dianchun DU CHAPTER 4 97 from the tunnel (Fig. 45). This model consists of about 6,100 zones and 12,400 grid points with 60m long in the z-direction, 240m wide in the x-direction.

Fig. 4-6 shows the internal forces and displacements of the U-shaped tunnel lining. The results were obtained from the FLAC 3D model and the HRM method, respectively. It can be found that the normal forces obtained from the FLAC 3D model are larger than the ones of HRM method at the tunnel crown and sidewall, but smaller at the tunnel invert arch. Although there are some small discrepancies between the results of HRM and FLAC 3D , the bending moments calculated by HRM have the similar trend compared with the results of FLAC 3D along the whole tunnel. The maximum absolute value of the bending moment for both of two results is located at the connection of tunnel sidewall and invert arch. The results of radial displacements obtained from FLAC 3D give values close to the ones of HRM at the tunnel crown and invert arch. However, the results of tangential displacements obtained from FLAC 3D are similar to the ones of HRM along the whole tunnel. The maximum difference of tangential displacements happens at the spring line with 7.87%.
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The small discrepancies between the results of HRM and FLAC can be explained by two reasons:

-The way the loading is applied on the tunnel support is different. The external loads of HRM method act directly and explicitly on the nodes of beam elements. In contrast, the loads in the FLAC analysis are applied at the tunnel support through the continuous soil.

-The tunnel arching effect developed in the FLAC model is not considered in the HRM model.

On the basis of the results mentioned above, it could be concluded that the displacements and internal forces results of supports obtained using the HRM are in good agreement with the ones of FLAC 3D . It is therefore reasonable and feasible to analyse the behaviour of U-shaped tunnel supports in layered soils using the HRM method.

Results and parametric analysis

This section gives the results of present method and the parametric analysis considering four layered soil cases of U-shaped tunnel, which has been shown in Fig. 4-3. of bending moments and displacements for the two tunnel shapes. The radial displacements of Geometry1 are slightly higher than the ones of Geometry2 at the tunnel crown, but smaller at the sidewall. Similarly, discrepancies for the shear forces and bending moments are also obvious at the sidewall. The normal forces of Geometry2 are higher than the ones for Geometry1 along the whole tunnel.

A comparison is also conducted to illustrate the effect of the constraint type (shown in Fig. 3-3 of Chapter 3) on the tunnel lining behaviour of Geometry2 (see Fig. 45678). Fig. 4-8 shows that the effect of the constraint type on the internal forces and displacements at the tunnel crown can be neglected. However, its effect on bending moments, radial displacements and, rotations at the tunnel sidewall needs to be considered.

It almost gives the same values of normal forces for the four constraint types along the whole tunnel. The largest bending moment is found in the case of constraint d due to the restrained rotation at the tunnel lining base. The smallest bending moments are found in the cases of constraints (a) and (b) where tunnel lining bases are free to rotate (Fig. 4-8d). In addition, the radial displacements of tunnel lining are also clearly different for those four constraint cases at the tunnel sidewall. It is observed from Fig. 4-12 that the results of internal forces and displacements of Geometry2 are consistent with the ones of Geometry1. There is no clear difference for the bending moments and shear forces between the two shapes. However, the values of normal forces of Geometry2 are higher at the tunnel crown but lower at the sidewall than that of Geometry1. On the contrary, the values of radial displacement of Geometry2 are lower than that of Geometry1 at the centre of tunnel crown. As shown in Fig. 4-14, although there are some discrepancies for the internal forces and displacements between the two lines, the tendencies between them are similar. Also, the discrepancies of the results between two geometries under the three-layered soil condition are higher than the ones under two-layered soil condition.

One soil with a linear cohesion variation with depth

Similar to the results presented in Fig. 4-13, the effect of constraint types (shown in Fig. 3-3 of Chapter 3) on the tunnel lining behaviour of Geometry2 is also shown in Fig. 4-15. The same conclusion could be obtained from Fig. 4-15 that the tunnel lining behaviour is not significantly affected by the different constraint types under Case4. However, the three-layered soil condition (see in Fig. 4-15) gives larger absolute values than the two-layered soil condition.

In addition, for the three-layered soil condition, the other case (changing the position and thickness of layer2) is also considered. To study the influence of the position and thickness of layer2, the relative thickness of layer2 t/D is defined by the thickness (t) of layer2 over the tunnel diameter D. Note that the position of layer 2 is moving from the tunnel crown to the bottom and the layer2 thickness is taken equal to 1/5, 1/4, 1/3, 1/2 of the tunnel height. Taking the Geometry1 as an example, Fig. 4 However, the lining behaviour at the tunnel sidewall is to a great extend affected by the thickness of layer2. The magnitude of the bending moment under the condition2 and condition3 (Condition1 represents layer2 is totally located at tunnel crown; Condition2 represents layer2 is located at tunnel crown and sidewall;

Condition3 represents layer2 is located at tunnel sidewall and invert arch) decreases as the relative thickness increases from 1/5 to 1/3. Nevertheless, it increases as the relative thickness increase from 1/3 to 1/2. In contrast, the increase of the bending moment under Condition1 is not obvious when the relative thickness increases from 1/5 to 1/2, as shown in Fig. 4-16(a). As for the magnitude of the shear force, it increases as the relative thickness increases from 1/5 to 1/3 under the Condition2 and Condition3, but decreases as the relative thickness increases from 1/3 to 1/2 (Fig. 4-16c). However, the magnitude of the shear force under the 107 Condition1 increases with the increase of the relative thickness. Fig. 4-16 also shows that the magnitudes of normal force and normal displacement have a non-linear increase with the increase of the relative thickness from 1/5 to 1/2. It could be concluded that the influence of the position of the layer2 is significant on the tunnel behaviour.

Generally, the lower position of the layer2 causes smaller absolute values of normal forces, but higher absolute values for the bending moments, shear forces and normal displacements at the tunnel crown.
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Conclusions

The HRM method is extended in this chapter to estimate the effect of multi-layered soil conditions on the U-shaped tunnel support behaviour. Two different geometries, a U-shaped tunnel with and without invert arch, are considered. Multi-layered soil conditions are considered and their influence on the U-shaped tunnel lining behaviour is presented. Compared with previous studies, more cases for soil layered conditions are studied.

The results of HRM are compared with the ones of the numerical model FLAC 3D , a good agreement between these two approaches was found.

The comparisons between the results obtained from both of two different U-shaped tunnels under each soil condition are presented. In addition, the analysis is also made to show the effect of constraint types on the behaviour of U-shaped tunnel without invert arch. Some conclusions were obtained:

• The normal forces and displacements obtained from Geometry2 almost have the similar trend compared with the one of Geometry1.

•

The effect of constraint types on the internal forces and displacements of tunnel linings can be neglected at the tunnel crown. However, their effect on the bending moments, shear forces and, radial displacements at the tunnel sidewall should be considered. The four constraint types considered almost give the same values of normal forces.

•

The effect of relative thickness t/D of the mid-layer (layer2) on the bending moments and displacements at the tunnel crown are not significant. The magnitude of the normal force increases nearly 20%

as the t/D increases from 1/3 to 1/2.

•

The relative thickness t/D of mid-layer has a great effect on the lining behaviour at the tunnel sidewall.

•

The influence of the position of the mid-layer is significant on the tunnel behaviour. Generally, the greater the depth of the mid-layer, the smaller the absolute values of the normal forces, but the higher the absolute of the bending moment, shear forces and normal displacement at the tunnel crown.

In the following chapter, the effect of the surcharge loading on the behaviour of a U-shaped tunnel excavated in saturated ground will be investigated.

CHAPTER 5 EFFECT OF A SURCHARGE LOADING ON HORSESHOE SHPAED TUNNELS EXCAVATED IN SATURATED GROUND

Introduction

More and more underground facilities, such as subway tunnels, are constructed under existing buildings or buildings are constructed over existing underground structures. In addition, in practical situations, tunnels are often constructed beneath the phreatic surface, like cross-river tunnels and urban tunnels near rivers.

Tunnel linings should therefore sustain the loads transferred from the surrounding ground, surface buildings and groundwater [START_REF] Takano | Guidelines for the design of shield tunnel lining[END_REF][START_REF] Nam | Liner stresses in deep tunnels below the water table[END_REF]Do et al. 2014b, c;[START_REF] Miranda | Methodology for real-time adaptation of tunnels support using the observational method[END_REF]. It is necessary to study the impact of those loads on the lining behaviour (Li et al., 2016;Aalianvari, 2017;Ding and Liu, 2018;Wu et al., 2018).

Some works have been presented to evaluate the surface loading effect on a tunnel located below the water table. Bobet (2001) presented a complete analytical solution to estimate the ground deformations and lining stresses of shallow circular tunnels in saturated ground. Later, an analytical solution for a deep circular tunnel in a saturated poroelastic soil mass was obtained under static and seismic loading conditions [START_REF] Bobet | Effect of pore water pressure on tunnel support during static and seismic loading[END_REF]. Using a mathematical formulation, [START_REF] Bobet | Effect of pore water pressure on tunnel support during static and seismic loading[END_REF] found that the stresses in the lining would not be affected if the drainage conditions change from full drainage to no-drainage or vice versa. However, the stresses and displacements of the soil mass are quite different from the drainage to the no-drainage condition. Shin el al. (2005) investigated the pore-water pressure role and its effect on the tunnel support using a finite element method. The pore-water pressure effect on the tunnel lining depends on the lining permeability and the deterioration of the drainage system. [START_REF] Bian | Study on coupled seepage and stress fields in the concrete lining of the underground pipe with high water pressure[END_REF] proposed a coupling method based on the threedimension elasto-plastic finite element method to study the coupled seepage and stress fields in the concrete lining with high water pressure. Other numerical studies have also been done to evaluate the impact of surface loading on the lining efforts by [START_REF] Katebi | The influence of surface buildings and ground stratification on lining loads applying the finite element method[END_REF][START_REF] Katebi | Assessment the influence of ground stratification, tunnel and surface buildings specifications on shield tunnel lining loads (by FEM)[END_REF]. They show that the mechanical and geometrical parameters of the buildings, tunnels and surrounding ground have a considerable effect on the lining loads, which should not be neglected in tunnel design. The effect of surface loading on the hydro-mechanical (H-M) response of a tunnel in saturated ground was examined by [START_REF] Prassetyo | Effect of surface loading on the hydro-mechanical response of a tunnel in saturated ground[END_REF]. They found that a Dianchun DU CHAPTER 5 110 linear permeability and the long-term H-M soil response have a large effect on the tunnel stability in saturated ground.

Although the analytical solutions are very useful, they are complex to develop when dealing with the complex non-circular tunnels shapes. Meanwhile numerical simulations can override this difficulty but need heavier calculation time. It is therefore imperative to find an accurate and efficient way to evaluate the impact of surface loadings on the tunnel linings in saturated soil conditions. The HRM method is presented in this chapter to calculate the internal forces and displacements of the horseshoe shaped tunnel linings considering the surface loading and pore-water pressure. Tunnelling in saturated ground is subjected to the effect of groundwater, which depends on the lining permeability. When the tunnel lining is fully drained, the pore water pressure applied to the structures is equal to zero. Nevertheless, when the liner is impermeable, the structures should carry the full hydrostatic pore pressure as well as the stresses transferred from the soil mass [START_REF] Bobet | Effect of pore water pressure on tunnel support during static and seismic loading[END_REF][START_REF] Lee | The study of seepage forces acting on the tunnel lining and tunnel face in shallow tunnels[END_REF]. Therefore, in order to study the pore water pressure effect, two extreme permeable cases are considered in this chapter:

fully permeable (no pore water pressure) and impermeable (considering the full water load). Comparing with the results of a finite difference numerical model, the results of the present HRM method show good agreements with the numerical ones. This latter point permits to validate the HRM method. Then the effects of pore water pressure, surcharge loading value, surcharge loading width and phreatic surface position on the internal forces and displacements of a horseshoe shaped tunnel lining are discussed. It is found that the normal forces and radial displacements are more sensitive to the water pressure, surcharge loading value and width, and the phreatic surface position than the bending moments. Fig. 5-1 shows the model used in the analysis of this chapter.

Active loads

The mathematical procedure of the HRM method can be referred to chapter 2. The active loads used in the HRM method are emphasized here, since the surface buildings and groundwater will be considered in this chapter. Therefore, the active loads should take into consideration the soil mass gravity loads, the pore pressure 𝑓 and the additional loads due to the surcharge loading. It is assumed that the surface load is a uniform load and the analysis is done under plane-strain conditions. Considering the saturated unit weight of the soil mass, the pore pressure u f and the surcharge loading P 0 , the active vertical load can be obtained by Terzaghi"s formula [START_REF] Takano | Guidelines for the design of shield tunnel lining[END_REF]:

𝑓 (5-1)
where denotes the overburden height of one point on the tunnel lining; refers to the coefficient of the vertical additional loads of surface pressure [START_REF] Li | Soil Mechanics[END_REF], which is equal to:

* ( ) ( ) ( ) ( ) +
(5-2)

where x and z are the horizontal and vertical distance to point O (Fig. 5-3), respectively; B represents the width of the surcharge loading. The horizontal loads in the HRM model depend on the lateral earth pressure coefficient and the horizontal additional loads coefficient of surcharge loading P 0 . can therefore be determined by the formula:

𝑓

, where is calculated as follows:

* ( ) ( ) ( ) ( ) +
(5-3)

In addition, the pore pressure u f at the soil-structure interface in saturated ground should be calculated.

When the tunnel lining is assumed to be impermeable, the lining supports have to support the full load caused by water. With respect to the pore water pressure 𝑓 , a simple way is introduced to calculate [START_REF] Bishop | The use of pore-water coefficients in practice[END_REF][START_REF] Bishop | Stability coefficients for earth slopes[END_REF]: 𝑓 𝑤 𝑤 , where 𝑤 denotes the unit weight of water and H w denotes the vertical distance from the tunnel crown to the phreatic surface (Fig. 5-3).

Fig. 5-3

Cross-section of the numerical adopted model with the adopted boundary conditions

Design model of tunnel and validation

To assess the accuracy of the present method, a comparison between a numerical simulation and the HRM is shown in this section. 

Design model of tunnel

Numerical simulation is performed using the finite difference code FLAC (Itasca Consulting Group, 2012). Parameters from the Toulon tunnel in France are adopted. The ground profile and material properties of the Toulon tunnel are shown in Table 1 and Fig. 5-3. As it is assumed to be a symmetrical problem, only half of the model is set up. for normal force occurs at the centre of the tunnel crown. Fig. 5-6b shows also a good agreement of the bending moments between the results of HRM and the numerical ones. The maximum absolute discrepancy (7.2%) in terms of bending moments is located at the connection of sidewall and inverted arch. In addition, noticeable differences for the radial displacements are obtained at the tunnel crown. This could be caused by The values of radial displacements of the HRM are slightly higher than the numerical ones at the tunnel sidewall and invert arch. The maximum discrepancy (31%) happens at the centre of the tunnel crown.

According to the above mentioned analysis, the lining displacements and internal forces results obtained from the HRM are in a good agreement with the numerical ones. Therefore, the HRM can be effectively used to evaluate the impact of surface loadings on the lining behaviour of horseshoe shaped tunnels in saturated soil conditions, in terms of lining displacements and structural forces. In the following section, the effect of the water pressure, the surcharge loading value and width, and the phreatic surface position, will be presented by means of the HRM method. 

Results analysis of the parametric studies

Firstly, the internal forces and displacements of a horseshoe shaped tunnel support considering the pore water pressure are presented in Fig. 567. When considering the pore water pressure, the absolute values of the HRM results (internal forces and displacements) are always higher than the ones without considering the pore water pressure. The peak value of normal forces when considering the pore water pressure occurs near the connection of the tunnel crown and sidewall, i.e. 7 ° . This maximum normal force is approximately 57% larger than the one without considering the pore water pressure. The impact of pore water pressure on the bending moment at the tunnel crown and invert arch is not significant. However, significant differences in bending moments are found in the tunnel sidewall, as shown in Fig. 5-7b. A maximum bending moment of 2.45 MN•m/m occurs at the corner of the lining ( 3 °) when considering the pore water pressure. This maximum bending moment is about 76% larger than the one without considering the pore water pressure. In contrast, the influence of pore water on the radial displacements along the whole tunnel except the centre of tunnel crown is significant. It is shown in Fig. 5-7c. The maximum radial displacement of 0.057 m occurs near the spring line. Thirdly, the effect of the surcharge loading on the internal forces and displacements without considering the pore water pressure is also investigated in Fig. 56789. It can be clearly found that the surcharge loading has a great influence on the normal forces (tunnel crown and sidewall). Although the differences in bending Dianchun DU CHAPTER 5 119 moments do not appear to be large, significant changes in normal forces and radial displacements are induced in the tunnel crown and sidewall. An increase of the surcharge loading results in a significant increase of the normal forces at the tunnel crown and sidewall. The effect of the surcharge loading on the normal forces of the tunnel invert arch could be neglected. However, the increase of the surcharge loading causes an increase of the radial displacements of the tunnel crown and invert arch. A decrease of the radial displacements at the tunnel sidewall is also observed. Compared with the results of Fig. 5-8c, the maximum radial displacement happens at the tunnel invert arch rather than at the tunnel sidewall when neglecting the pore water pressure.

Comparing Fig. 5-8 to Fig. 56789, the effect of the surcharge loading on the normal forces and displacements is significantly different. When considering the pore water pressure, the absolute values of internal forces and displacements are always higher than the ones without considering the pore water pressure.

This conclusion is consistent with the numerical analysis of [START_REF] Shin | The effect of porewater pressure on NATM tunnel linings in decomposed granite soil[END_REF] who found that the magnitudes of lining internal forces increased as the permeability of the drainage layer reduces. Lastly, the effect of the phreatic surface position on the internal forces and displacements of the horseshoe shaped tunnel below the phreatic surface are presented. The calculations are conducted with H w /H changing from 0.0 to 0.6. The internal forces and displacements of the horseshoe shaped tunnel lining are presented in Fig. 5-11 for the case of P 0 =0.25 MPa. As expected, the H w /H ratio greatly influences the internal forces and lining displacements. It can be seen from Fig. 5-11 that the normal forces increase with the increase of the H w /H ratio along the whole tunnel. However, although the effect of H w /H ratio on the bending moments at the tunnel sidewall is obvious, its effect on the bending moments at the tunnel crown and invert is not significant. The absolute values of the bending moment increase with the increase of the H w /H ratio at the tunnel sidewall. A significant influence of the H w /H ratio on the radial displacements can also be seen near the connection of the tunnel crown and sidewall. The radial displacement increases as the H w /H ratio increases. 

Conclusions

The effect of surface loading on a horseshoe shaped tunnel in a saturated soil mass is studied in this chapter using the HRM method. Comparisons between the results of the HRM and numerical ones are made and have permitted to validate the HRM method. Although it remains some discrepancies between the results of these two methods, the differences are admissible for an engineering point of view.

Parametric studies permit to investigate the influence of the surface loadings and the pore water pressure on the tunnel behaviour. Some conclusions can be drawn:



The absolute values of the internal forces or displacements when considering the pore water pressure are always higher than the ones without considering the pore water pressure,



No matter considering the pore water pressure or neglecting the pore water pressure, the surcharge loading has a significantly impact on the normal forces and radial displacements. However, the effect of 123 the surcharge loading on the bending moments is negligible,



The width of surcharge loading has a considerable effect on the lining normal forces. As the surcharge loading width becomes wider, the value of normal forces increases. Nevertheless, the bending moments and radial displacements are not sensitive to the changes of the surcharge loading width,



The phreatic surface position greatly influences the internal forces and displacements. The normal forces along the whole tunnel decrease with the increase of the phreatic surface position. The impact of the phreatic surface position on the bending moments is only visible at the tunnel sidewall. The normal forces and radial displacements of the lining are more sensitive to the water pressure, surcharge loading, surcharge loading width and phreatic surface position than the bending moments.

In the following chapter, an optimization analysis for the shape of a sub-rectangular tunnel by means of the HRM method will be presented.

CHAPTER 6 OPTIMIZATION OF SUB-RECTANGULAR TUNNEL USING HYPERSTATIC

REACTION METHOD

Introduction

Nowadays, the increasing large-diameter and variety of cross-section geometry of tunnels are being employed to construct underground space projects. Sub-rectangular tunnels are especially suitable for underground engineering projects with a sub-rectangular cross-section, like subway entrance passages, underground pedestrian crossings. It is becoming a common cross-section in practice with the support of technology. Sub-rectangular tunnels have a lower probability of rolling [START_REF] Li | Key Technologies and Applications of the Design and Manufacturing of Non-Circular TBMs[END_REF] and a higher utilization of the section ratio than the circular ones. However, in spite of this till now, there is no efficient way to design sub-rectangular tunnels. Very limited studies have dealt with sub-rectangular tunnels. [START_REF] Nakamura | Unified construction of running track tunnel and crossover tunnel for subway by rectangular shape double track cross-section shield machine[END_REF] performed full-scale loading tests on lining segments to confirm the adequacy of the rectangular shape tunnel design. [START_REF] Huang | Mechanical behaviour of segmental lining of a sub-rectangular shield tunnel under self-weight[END_REF] assessed the mechanical behaviour of sub-rectangular segmental lining subject to self-weight in a full-scale loading test. [START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF] conducted a full-scale ring test to investigate the mechanical behaviour of sub-rectangular segmental tunnel linings. All the studies mentioned above do not mention how the sub-rectangular tunnels are designed. Therefore, finding an effective way to optimize the sub-rectangular tunnel shapes in terms of internal forces is becoming important to facilitate the development of this kind of tunnels.

Since HRM method can provide results that are as valuable as the ones of FEM (Finite Element Model)

or FDM (Finite Difference Model), but with less computational cost. Therefore, this chapter presents an optimization analysis for the shape of a sub-rectangular tunnel by means of the HRM method.

In this chapter, taking a twin-lane metro tunnel as an example, which is very common in relatively developed cities, the optimization process of sub-rectangular cross-sections in terms of tunnel lining forces is introduced using the HRM method. The static area (the simplified tunnel construction clearance) of a twinline metro tunnel is firstly determined. The intrados of sub-rectangular tunnel lining should at least cover this static area. Considering this requirement, a series of mathematical functions is proposed to optimize the subrectangular tunnel shape in terms of internal forces induced in the tunnel lining. Finally, the effect of different 125 parameters, e.g. the coefficient of lateral earth pressure at rest K 0 , Young"s modulus of soil E s , tunnel depth C, surface loads P 0 on the internal forces and the shape of sub-rectangular tunnel is investigated. The original static area of twin lanes metro tunnels is firstly determined according to the Vietnamese specifications (TCVN). A series of tunnel shapes with different dimensions has been investigated. Then the optimization of the tunnel shape is achieved by minimizing the lining forces (the maximum bending moment M max ). Finally, the effect of different parameters, like coefficient of lateral earth pressure at rest K 0 , Young"s modulus E s of soil, tunnel depth C, and surface load P 0 on the rectangular tunnel shape is investigated.

The construction clearance of twin lanes metro tunnels used for electrical trains based on the Vietnamese specification (TCVN) is shown in Fig. 6-2. For the convenience of this study, the tunnel construction clearance (the red line in Fig. 6-2) is simplified to the shape (blue line) shown in Fig. 6-3a. Since the tunnel shape is symmetric, a quarter of rectangular shape is considered to present the optimization formulas (Fig. 6-3b). Once the tunnel lining of the quarter rectangular shape is determined, the whole tunnel lining can be defined, as shown in Fig. 6-4. The geometry of the sub-rectangular tunnel is defined using the height D, and width W. The centre (0, ) of Arch1 is located on the vertical axis ; the centre ( ,0) of Arch3 is located on the horizontal axis ; the centre ( , ) of Arch2 is the intersection point of line and line . As

, based on the geometric relationship, one can find that is located on the line

( ) ( ) .
Note that in the optimization process, firstly, the lining boundary should cover the tunnel construction clearance of the twin lanes metro tunnel. Secondly, the lining boundary should be as small as possible to ensure the smaller excavated area. Lastly, the internal forces induced in the tunnel lining should be as small as possible. Therefore, the optimization constraints are the following ones:

1) is the intersection of line and line (Fig. 6-3);

2) Centre is on the line ( ) ( ) ;

3) The lining is convex outwards.

Then it can be easily obtained that and should meet the following conditions: [START_REF] Zhu | Computational model and mechanical characteristics of linings of special-shaped shield tunnels[END_REF]. The Young"s modulus E s of the soil is taken equal to 3.6 MPa; the Poisson"s ratio v s of the soil to 0.495; the coefficient of lateral earth pressure at rest K 0 to 0.6; the weight γ of soil to 18 kN/m 3 ; tunnel depth C=10 m; a uniform surface load P 0 =20 kPa. The friction angle φ and cohesion c of soil are respectively equal to 16.5 degrees and 25.6 kPa. This analysis is named "reference case" in the following study. 

Associated numerical model

In order to validate the presented HRM method, a comparison between the HRM method and 2D numerical simulations using FLAC 3D using parameters of above reference case is conducted under plane- 

Comparison results between the present HRM method and FLAC 3D model

For a comparison analysis, the results obtained from the present HRM method and FLAC 3D model are listed in Table 6-1. Fig. 6-8 presents the comparisons of internal forces at the tunnel right spring for different cases of tunnel depth.

From the Fig. 6-8 and Table 6-1, one can find that the outcomes of internal forces obtained by the present HRM method are always smaller than those obtained from FLAC 3D model, except for the normal force at tunnel crown as C/D 0 =30. It can also be found that the difference between the results of both methods is small, which is less than 9% while . This agreement indicates that the present approach is valid in the evaluation of the effect of tunnel depth on internal forces of sub-rectangular tunnel. 

Parametric analyses

This section presents the tunnel shape optimization results under different geometry configurations and geotechnical parameters. The effect of the coefficient of lateral earth pressure at rest K 0 , Young"s modulus E s of soil, tunnel depth C and, surface load on the sub-rectangular tunnel shape is discussed.

As mentioned above, it should be noted that the optimal shape of the sub-rectangular tunnel is determined by the minimum M max . A parametric study on the iteration step and A per is also done to investigate the role of these parameters.

If the iteration step is set equal to 0.001, the calculating time is 10 times longer than that as it was with 0.01. In fact, when the iteration step is set equal to and , the calculation time for the optimization is about 8340s (on an Intel Xeon CPU E5-2609 v4 1.7GHz with 2 processors PC, the same below). The obtained optimum result for M max is equal to 0.69308 MN.m/m (reference case). However, if the iteration parameter is set equal to 0.001, the optimum result is equal to 0.69285 MN.m/m. The difference between these two optimum values is very low (0.0332%) and it is why we consider iteration step 0.01 in the Dianchun DU CHAPTER 6 134 following parts. Similarly, the smaller the value of , the longer the calculation time. It is also found that the optimum solution always occurs for . For example, a value of 5% and 2% was used for .

For , it is found that the calculating time is equal to 52980s and however, the optimum results are the same as with a calculation time of about 8340s. Therefore, an iteration step for x 3 of 0.01 and , are taken in following optimization analyses. It can be seen from Fig. 6-9 that the maximum bending moment of sub-rectangular tunnels decreases firstly , such as till a value of R 3 equal to 3.74m corresponding to C/D 0 =10, and then increases slowly with the increase of R 3 . Generally, the maximum bending moment increases as C/D 0 increases. Unlike the maximum bending moment, the maximum normal force increases with the increase of C/D 0 as well, but it decreases as R 3 increases. This is because the increase of C/D 0 results in the increase of active loads (see Eq. 2-28 in chapter 2), which leads to an increase of the tunnel lining forces. When R 3 increases, the tunnel width (W) will also decrease. As a consequence, the total vertical earth loading applied on the crown part of the tunnel will decrease and therefore a smaller maximum bending moment M max and normal force N max will occur as seen in Fig. 6-9. However, when R 3 increases, it also causes a decrease of the transmission effect of the lateral loads from the tunnel side to the tunnel crown. This tranmission effect plays an important role in the increase of normal forces and the decrease of bending moments induced in the tunnel crown part. Consequently, when R 3 value exceeds a certain value (i.e. the optimum value of R 3 ), the lining shape then becomes less optimal, which induces higher bending moment and smaller normal force (see Fig. 6789). For example, when R 3 tends to infinity, the lining is close to be a rectangle, which results in a larger maximum bending moment. In addition, Fig. 6-12 shows the comparison between the results of HRM and FLAC 3D in terms of bending moments and normal forces along the entire tunnel for the case of C/D 0 =5. It can be found that the present method gives very similar values of bending moments at the tunnel crown, invert and spring line.

Effect

However, there are some differences at the tunnel shoulders and knees. In contrast, both methods give very similar values for the normal forces along the whole tunnel. The present method is verified once again. Poisson"s ratio of lining v 0 =0.15, is adopted in the analysis. Fig. 6-13 shows that the influence of coefficient of lateral earth pressure at rest K 0 on the internal forces of sub-rectangular tunnel is significant when K 0 > 0.25. The bending moment of sub-rectangular tunnel decreases as K 0 increases. However, the normal force of sub-rectangular tunnel increases as K 0 increases. This is because of the lateral earth pressure transmission effect mentioned above. Indeed, the lateral pressure tends to push the waists inwards and it increases with the coefficient of lateral earth pressure at rest K 0 . Therefore, the bending moment decreases and the normal force increases as K 0 increases. Note that the normal force of sub-rectangular tunnel when K 0 = 0.25 is slightly higher than that when K 0 = 0.10, which means that the influence of K 0 on the normal force of sub-rectangular tunnel is unsignificant when K 0 < 0 .25.

For each case of K 0 value, the bending moment of sub-rectangular tunnel decreases firstly and then increases with the increase of R 3 . The reason is the same as that mentioned in Section 2.2. Therefore, for any given value of K 0 , there is only one corresponding R 3 which supplies minimum M max . Once R 3 is known, the optimal shape of the sub-rectangular tunnel can be obtained according to the mathematical formulas derived in Section 2.1. In addition, the normal force of sub-rectangular tunnel decreases as R 3 increases when K 0 < 0.5.

However, the normal force firstly decreases rapidly and then increases very slowly as R 3 increases when K 0 > 0.5. It means that the effect of lateral pressure on the values of normal force is much more significant when K 0 > 0.5. Fig. 6-14 gives that the minimum M max decreases with the increase of K 0 . The reason is just like that mentioned above. Specially, while K 0 is less than 1.25, it is nearly linear relationship between M max and K 0 . In addition, the optimum R 3 decreases with the increase of K 0 when K 0 is less than 1.25. However, R 3 increases with the increase of K 0 when K 0 is over 1.25.

Fig. 6-15 only presents the distributions of bending moment and normal force when K 0 is 0.25 and K 0 is 1.5, respectively. The radius of circle 3 (R 3 ), the normal forces at tunnel crown and at left spring line, the bending moments at tunnel invert and at left spring lines are shown in Table 6-3 corresponding K 0 = 0.25; 0.5; 0.75; 1; 1.25; 1.5. Note that the maximum positive moment happens close to the middle point of the crown and invert areas, and the largest negative moment occurs to near the tunnel spring line as K 0 = 0.25; whereas the largest negative moment occurs at the four corners and the bending moment at the spring line is relatively small and becomes positive as K 0 = 1.5. This is because the lateral pressure tends to push the tunnel waists inwards. As K 0 increases, both of the lateral pressure and the lateral confinement will increase. Therefore, the stress concentration is formed at the four corners. Due to the same reason, the minimum normal force happens near the invert and crown areas as K 0 is 0.25, however, the minimum normal force appears near the spring line as K 0 is 1.5. In general, the normal force increases with the increase of K 0 . Specially, the normal forces at the tunnel crown and invert areas increase obviously as K 0 increases from 0.25 to 1.5. It can be found from Table 6-3 that the normal force at tunnel crown increases as K 0 increases. However, the normal force at spring line increases firstly and then decreases as K 0 increases. The bending moment at tunnel invert decreases as K 0 increases. It should be noticed that the bending moment at spring line decreases as K 0 increases, but the bending moment changes from negative to positive while K 0 is 1.25. decreases with the increase of E s as well. 

Effect of surface loads on internal forces and shape of sub-rectangular tunnel

From Eq. 2-28, one finds that when the tunnel depth is over two times of the external diameter of the tunnel lining, an effective depth should be considered. However, the effective depth depends on the surface loads P 0 . Therefore, the effect of surface loads on internal forces and shape of sub-rectangular tunnel is studied in this subsection considering different tunnel depth C (e.g. C/D 0 = 2, 5, 10, 20).

The influence of surface load P 0 = 0, 0.02, 0.05, 0.1MPa on the internal forces and shape of subrectangular tunnel is shown in Fig. 6-19, corresponding to K 0 =0.6, E s =3.6 MPa, v=0.495, φ =16.5˚, c=25.6kPa, E 0 =35000 MPa, v 0 =0.15, γ=18kN/m 3 , t=0.5m, C=2D 0 , 5D 0 , 10D 0 , 20D 0 . The other outcomes of internal forces are presented in Clearly, from Fig. 6-19 and Table 6-5, one obtains that the internal forces increase with the increase of surface load P 0 . Also, the influence of P 0 on the internal forces of sub-rectangular tunnel is closely related to the values of C/D 0 . As the increase of C/D 0 , the influence of P 0 on the internal forces is less obvious. Note that the impact of P 0 on the shape of sub-rectangular tunnel disappears as C/D 0 is over 10 (e.g. R 3 keeps constant as C/D 0 is over 10). It means that the sub-rectangular tunnel can be designed without considering the effect of P 0 as C/D 0 is over 10. 

Conclusions

The increasing large-diameter and variety of cross-section geometry of tunnels are being employed to construct underground space projects, e.g. the tunnels with sub-rectangular cross-section. In spite of that, there are limited studies dealt with the design of sub-rectangular tunnels. Therefore, an optimization process on the basis of hyperstatic reaction method was deduced in this chapter, which provides an effective way to optimize the sub-rectangular tunnel shape.

Taking a twin-lane metro tunnel with the Vietnamese specifications as an example, a series of mathematical functions used in the optimization progress of sub-rectangular tunnel shape were deduced. Since the maximum bending moment of sub-rectangular tunnel always decreases firstly and then increases with the increase of R 3 under the effect of different parameters, the optimal shape of the sub-rectangular tunnel is determined by the minimum M max .

According to the mathematical formulas derived in this chapter, the effect of different parameters, like coefficient of lateral earth pressure, Young"s modulus of soil, tunnel depth, surface loads, on the internal forces and shape of sub-rectangular tunnel was investigated. The present method was validated by comparing the results to the ones of FLAC 3D . Some conclusions are given:

1. The optimum R 3 of sub-rectangular tunnel increases rapidly and then dereases slowly as C/D 0 increases.

The bending moment of sub-rectangular tunnel increases with the increase of C/D 0 . However, the relation of bending moment and C/D 0 is not linear but approximately parabolic. The normal force of sub-rectangular tunnel increases with the increase of C/D 0 .

2. The optimum R 3 of sub-rectangular tunnel decreases with the increase of K 0 when K 0 is less than 1.25.

However, R 3 increases with the increase of K 0 when K 0 is over 1.25. The bending moment of sub-rectangular tunnel decreases as K 0 increases. However, the normal force of sub-rectangular tunnel increases as K 0 increases. Note that as K 0 = 0.75, the maximum positive moment happens close to the middle point of the crown and invert areas, and the largest negative moment occurs to near the tunnel spring line; whereas as K 0 increases (e.g. K 0 =1.5), the largest negative moment occurs at the four corners and the bending moment at the spring line is relatively small and becomes positive. This is because the lateral pressure tends to push the tunnel waists inwards. As K 0 increases, the stress concentration is then formed at the four corners. 4. The internal forces of sub-rectangular tunnel increase with the increase of surface load P 0 . The influence of P 0 on the internal forces of sub-rectangular tunnel is closely related to the values of C/D 0 . As the increase of C/D 0 , the influence of P 0 on the internal forces is less obvious. Specially, the impact of P 0 on the shape of sub-rectangular tunnel disappears as C/D 0 is over 10 (e.g. R 3 keeps constant as C/D 0 is over 10).

In the next chapter, the thermos-mechanical analysis of the tunnel lining behaviour will be presented using the HRM method.

Introduction

Although tunnels are widely used for transportation, such as water, road and rail traffic, less attention has been given to thermal stresses in tunnels caused by a temperature change. In practice, during the life of a tunnel, the temperature changes in the tunnel lining and the surrounding ground. Several studies have presented the reasons which may cause a temperature change of the lining, e.g. ( 1) the seasonal changes in ambient temperature, (2) the heating from the passage of cars, trucks or trains, (3) the geothermal issues and

(4) the fires.

This temperature modification will induce a variation of the tunnel lining forces. The stresses caused by the change of temperature are called thermal stresses. Thermal stresses generated by temperature may cause cracks and can also lead to damages of the lining. If large enough (when caused by fire) they can have a major factor on the damage of tunnels. In fact, there are a number of tunnels that suffered cracking damage due to thermal loading, such as in 1996 (Channel Tunnel fire in France). This incident resulted in considerable damage over 480 m [START_REF] Maraveas | Design of concrete tunnel linings for fire safety[END_REF]. The 1999 Mont Blanc tunnel fire seriously damaged the tunnel roof over a length of 900 m, especially, a part of the tunnel roof lining completely has collapsed and exposed the rock mass [START_REF] Voeltzel | A comparative analysis of the Mont Blanc, Tauern and Gotthard tunnel fires[END_REF].

Even though the change in temperature has an influence on the tunnel lining forces, few research works which focus on the thermo-mechanical behaviour of tunnels can be found. On the basis of the finite element method, [START_REF] Nicholson | The design of thermal tunnel energy segments for Crossrail, UK[END_REF] reported on the work carried out in designing thermal energy segments in the Crossrail project of London. [START_REF] Barla | Energy tunnels: concept and design aspects[END_REF] 

This chapter presents an improvement of the HRM method to introduce the thermal stresses calculation.

The effective strain coefficient of lining is deduced from the in-situ results and then used to calculate the effective lining thermal stresses combined with the mechanical ones. The implementation of the thermal behaviour of tunnel lining and surrounding mass is then presented. A parametric study is proposed to investigate the effect of the temperature change on the tunnel lining forces by means of the present method.

Several factors are considered, such as the tunnel lining thickness, lining elastic modulus and ground coefficient of thermal expansion. Thereafter, the effect of fire which can modify the soil lining parameters is studied as well. The tunnel lining collapse caused by a fire event is predicted.

Hyperstatic reaction method considering the temperature

The tunnel lining should be subjected to its own weight, surrounding rock pressure and temperature stress.

When investigating the thermo-mechanical behaviour of tunnels, ignoring the lining weight, only the surrounding rock pressure and temperature stress are considered in the analysis. It is assumed that 1) the parameters of ground, like Poisson"s ratio , cohesion c, internal friction angle φ and Young"s modulus are assumed to be constant under the effect of temperature; 2) the change of temperature in the lining is assumed to be the same as the one of the surrounding ground.

Since the change in temperature is considered, the loads applied to the lining should include two parts: 1) the earth active loads ( and shown in Fig. 7-1b) applied directly by the surrounding ground; 2) the additional thermal loads (ground and lining shown in Fig. 7-1a) caused by the change of temperature. 

Additional thermal loads

The temperature in tunnels and surrounding soils usually changes in time. The lining temperature change causes induced strains in the concrete by thermal expansion or shrinkage. The lining is restrained by the surrounding ground and lining stresses will therefore change with the temperature. The stresses caused by the change of temperature are called thermal stresses.

It is assumed that the additional thermal load caused by the change of temperature is a uniform load (Fig. 7-1a) and the structures are always contacted with the ground no matter how much the temperature changes. Generally, heating will yield a uniform compression load and cooling causes a uniform tension load (Bourne-Webb, 2013). In the analysis, is the sum of the additional thermal load from the soil mass and the additional thermal load from the lining. Therefore, the total thermal load is therefore obtained as follows:

+ (7-1)
Given that the surrounding ground is perfectly restrained by the lining and the ground-lining contact is perfectly rigid, the potential soil strains caused by the change of temperature are totally converted to It should be noted that the initial temperature of the lining concrete is equal to 12℃ in [START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF].

Given that the Young"s modulus E s of the ground is taken equal to 300MPa; the Poisson"s ratio v s of the ground to 0.3; the overburden thickness h of tunnel to 40m; the lateral earth pressure factor K 0 to 0.8; the unit weight γ of soil to 22kN/m 3 ; the friction angle φ and cohesion c of soil are respectively equal to 20 degrees and 50 kPa.

Table 7-2 gives the inner lining thermal forces obtained from the in-situ data due to the change of temperature [START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF]. When only considering the effect of the temperature change, the normal forces obtained by the present method are also shown in Table 7-2 corresponding to with t/R 2 . It can be found that the results calculated by the present method are in good agreement with those of [START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF] and their difference is lower than 8.5%. So is taken as t/R 2 in the following analysis. Therefore, the thermal stresses depend on the temperature change, the coefficient of thermal expansion, the thickness of lining and the elastic modulus of the lining concrete [START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF]. The effect of active loads applied directly by the surrounding ground on the internal forces of a circular tunnel has been studied by [START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF]. Therefore, only the thermal loads are considered in the following analysis to present the temperature change effect on the incremental internal forces induced in the tunnel lining of a circular tunnel. In the following analysis, both the soil mass and tunnel lining are assumed to behave in linear thermoelastic conditions. The Young"s modulus of the soil mass is taken equal to 300 MPa and the lining Young"s modulus to 35 GPa. The coefficients of thermal expansion are taken equal to 5×10 -6 °C -1 for the soil and 1.2×10 -5 °C -1 for the concrete lining. The properties of the soil and lining are taken from the Toulon tunnel in France [START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF].

They are summarized in Table 7-3. 3. Effect of the temperature change on the tunnel lining forces [START_REF] Barla | Energy tunnels: concept and design aspects[END_REF] found that the typically ground temperature in most continental Europe countries at depths being higher than 5-8 m varies between 8°C and 16°C , but remains constant over the whole year, down to approximately 50 m. Toulon tunnel is located at the south of France, so it is assumed a constant temperature equal to 20°C . [START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF] found that the temperature change is about 15℃ when they studied the mechanical behaviour of the lining concrete. Therefore, it is assumed that the lining is subjected to a temperature change which varies from -15℃ to +15℃ and the thermal expansion coefficient and elastic modulus of the concrete structure stays constant in this temperature range. The properties presented in Table 7-3 are adopted in the analysis.

Considering only the additional thermal loads of lining

When considering only the additional thermal loads, the coefficient of thermal expansion of the lining is considered to be equal to 1.2*10 -5 ℃ -1 and the coefficient of thermal expansion of the soil to 0 ℃ -1 .

The other properties in Table 7-3 are adopted. This case occurs when temperature change happens in a very short period of time, like the significant heat generated by underground trains when braking, stopping at platforms and accelerating, so that there is no enough time to transmit the temperature change from lining to surrounding soil. Fig. 7-3 presents the effect of temperature change on the incremental forces induced in the tunnel lining while only considering the additional lining thermal loads. As can be seen in this figure, cooling the lining generates tensile normal forces, whereas heating the lining leads to compressive normal forces.

Since the additional thermal loads are applied uniformly to the tunnel lining along the tunnel radial direction (see Fig. 

156 waists inwards and it increases with the lateral earth pressure factor K 0 . As the considered coefficient K 0 is equal to 0.8 in the analysis, therefore, the absolute bending moment values at the tunnel crown and at the invert are higher than the spring line ones.

It is worth noting that the greater the temperature change, the greater the internal forces of lining. And for the same value of temperature difference, a cooling load will produce the similar response as a heating one.

The absolute values of the extrados lining stresses are higher than the intrados ones at the tunnel crown (Fig.

7-3c

). However, the absolute values of the intrados stress are higher than the extrados ones at the tunnel sidewall. This is due to the fact that the bending moment and the axial force have the same sign (positive or negative) at the crown, whereas their signs are opposite at the side wall. 

Effect of other factors on the tunnel lining forces

In this section, the effect of other factors, such as the change of lining thickness, lining modulus and soil type, on the tunnel lining forces is presented. The coefficient of thermal expansion of lining is set equal to 1.2*10 -5 ℃ -1 .

Note that the forces along the whole tunnel have been shown in Figs. 7-3 and 7-4 when considering different temperature changes. As it is found that the maximum force caused by temperature change occurs at the tunnel crown, only the internal forces at the tunnel crown are therefore presented in the following study.

Lining thickness

The effect of temperature change on the tunnel lining forces for different lining thicknesses is studied in this subsection. The lining thickness varies in a range from 0.3m to 0.6m. forces increase with the increase of the lining thickness, the intrados and extrados stresses decrease as the lining thickness increases. This is because the stress induced in the cross section of the tunnel lining strongly depends on the lining thickness. Indeed, stresses are calculated based on the following formula:

(7-6)

where: N are the normal forces; M the bending moment; A the cross-sectional area of the lining along the direction of the tunnel excavation; y is t/2 and I is the moment of inertia which also depends on the thickness.

Consequently, the thicker the lining is, the smaller the stress value is. In addition, the greater the temperature change, the greater the internal forces at the tunnel crown. Cooling the lining causes tensile forces, whereas heating the lining generates compressive forces. The effect of thickness on the bending moments is more obvious than that on the normal forces. For example, when is equal to 15℃, the bending moment reaches 2.8 kN.m/m corresponding to a lining thickness t = 0.30m, whereas it becomes 10.9kN.m/m corresponding to the case t = 0.6m. Obviously, the bending moment increases almost three times when the thickness varies from 0.3m to 0.6m. Differently, the normal force only increases less than two times from 

Coefficient of thermal expansion of the soil msass

The coefficient of thermal expansion of the soil mass depends on the type of ground (Mroueh et al., 2018). Therefore, the effect of temperature change on the tunnel lining forces for different soil"s coefficient of thermal expansion is investigated. Given that varies from 3 to 7*10 -6 °C -1 , Fig. The behaviour of tunnel linings subjected to severe fire exposure is studied in this section. In the event of fire, the temperature in the tunnel rises rapidly within a short time, which is able to cause an irreversible loss of stiffness and strength [START_REF] Maraveas | Design of concrete tunnel linings for fire safety[END_REF]. Furthermore, a lot of fire tests, e.g. EUREKA fire test [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF], were executed in the past decades in order to determine the temperature development and the damage pattern during a tunnel fire. Fire tests have shown that, at the tunnel ceiling, gas temperature rises to temperatures of 800 to 1000°C after about 5 to 10 minutes and can reach temperatures of 1200°C or even greater [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF]. It usually results in concrete spalling of the tunnel lining. Therefore, it is of importance to study the tunnel lining behaviour at elevated temperatures.

The influence of a fire on the relevant tunnel lining properties, e.g. elastic modulus, is firstly introduced and then its effect on the behaviour of the tunnel lining is presented.

To study the fire effect on the tunnel lining forces, it is assumed that the temperature of tunnel changes from 100°C to 800°C [START_REF] Aslani | Constitutive relationships for steel fibre reinforced concrete at elevated temperatures[END_REF]. Since the temperature in a tunnel rises rapidly within a very short amount of time, the assumption that there is no enough time for tunnel lining to transmit the heat generated by fire to the surrounding soil is considered. Therefore, the additional thermal load from soil is neglected in the analysis of fire case.
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In addition, Guo et al. (2010) studied the fire thermal stress of twin-tube tunnels assuming that the coefficient of thermal expansion of the tunnel structure is not sensitive to temperature. This assumption is also adopted in the analysis.

Effect of a fire on the lining elastic modulus

Tunnel lining is usually prefabricated by steel fibre reinforced concrete (SFRC). Many studies on the degradation of tunnel lining concrete when it is exposed to high temperature have been reported. When studying the effect of elevated temperatures on the behaviour of reinforced concrete, [START_REF] Aslani | Constitutive relationships for steel fibre reinforced concrete at elevated temperatures[END_REF] developed a constitutive relationship for high strength SFRC subjected to fire. The relationship was proposed to evaluate the elasticity modulus of SFRC at elevated temperatures using regression analyses conducted on experimental data. This relationship is adopted in the following analysis (Fig. 78), which is expressed as:

, 3 7 - (7-7)
where E T is the lining elastic modulus at different temperatures; E is the lining elastic modulus at the room temperature.

Fig. 7-8

Young"s modulus lining used in analysis [START_REF] Aslani | Constitutive relationships for steel fibre reinforced concrete at elevated temperatures[END_REF] 

Effect of a fire on the tunnel lining forces

According to [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF], the damage of tunnels is caused particularly by the spontaneous development of great amounts of heat and aggressive fire gases. The EUREKA (1995) fire tests found that the maximum hot gas temperature in a tunnel cross section occurs at the tunnel crown. In addition, Section 3 has shown that the maximum forces caused by temperature changes occur at the tunnel crown. Therefore, this section presents the effect of a fire on the tunnel lining forces and radial displacements at the tunnel crown, which is shown in Fig. 789. The other mechanical properties of lining and ground are given in Table 7-3. It can be found from Fig. 7-9 that the maximum stresses occur when the temperature is approximately equal to 400℃ during the fire event. The bending moments caused by a fire at the tunnel crown increase firstly with the increase of temperature when the temperature is lower than 300℃, then decrease when the temperature is over 300℃. Especially, when the temperature reaches 500℃, the induced bending moment becomes negative. Fig. 7-9b shows that the normal lining forces increase firstly and reach a peak of 6.80 MN/m when the temperature is equal to 400℃. However, the normal forces decrease as the temperature is over 400℃. This could be due to the fact that the lining elastic modulus decreases as the temperature increases. Consequently, thermal-induced stresses in the tunnel lining will decrease as seen in Fig. 10 c andd. Fig. 7-9e shows that the radial displacements increase as the temperature increases. This also permits to explain why the lining forces increase firstly and then decrease with the increase of temperature. As the temperature increases, a greater proportion of the lining strain caused by the temperature change is converted into lining radial displacements.

Since the absolute values of the axial forces are significantly larger than the ones of bending moments, the intrados and extrados stresses of lining have the similar trend with normal forces.

It should be noted that for the parameters of lining used in this section (see Table 7-3), the maximum normal force which can be supported by the lining is equal to 7.75 MN/m and the maximum bending moment to 1250 kN. m/m. Since only the additional themal load caused by temperature change is considered in this study, the earth active loads applied directly by the surrounding ground is not considered. If also considering earth active loads, the bending moment reaches 192.6 kN.m/m and the normal lining force is equal to 7.751 MN/m, when the temperature reaches 200℃. This normal force is superior to the maximum admissible lining value and then the structure will collapse if the temperature is over 200℃. The limit state of the structures is then verified for the design of such structures subjected to a thermal loading. In addition, it was observed [START_REF] Hertz | Limits of spalling of fire-exposed concrete[END_REF][START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF] that the spalling of lining starts when the temperature rises during the first 5 minutes from the beginning of the fire event. Fig. 7-10 presents the ETK/ISO curve shown in [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF]. It can be found from Fig. 7-10 that the temperature is over 400℃ at the 5th minute when the spalling happens. Therefore, this paper permits to give a possible explanation from Dianchun DU CHAPTER 7 166 the lining structural point of view. It provides that it is of importance to design tunnel collapses in the case of a fire event.

Fig. 7-10 Temperature-time ETK/ISO curve [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF] In summary, the fire has a significantly negative influence on the tunnel lining. The first 5 minutes when the temperature can reach 400°C represent the worst time for the tunnel lining. If the lining is subjected to fire without any protection, the tunnel lining damage will occur. Therefore, it requires that preventive measures should be taken to prevent fires. [START_REF] Kaundinya | Protection of road tunnel linings in cases of fire /Federal Highway[END_REF] proposed several possibilities of structural fire protection measures in tunnels: 1) high strength concrete with an extremely tight texture; 2) fire-proof panels installed on the outer side of the lining; 3) sprayed fire protection (e.g. fire-proof render); 4) novel concrete mixtures containing polypropylene fibers. [START_REF] Maraveas | Design of concrete tunnel linings for fire safety[END_REF] also presented a summary of the various prevention measures, e.g. thermal barrier, compressive stress control, supplementary reinforcement, choice of section type/shape.

Conclusions

This chapter presents an efficient way to estimate the effect of a temperature change on the tunnel lining behaviour on the basis of the HRM method. The effective strain coefficient of lining is used to calculate the effective thermal lining stresses in a first step. This parameter is determined by in-situ results. Then the influence of the temperature change on the tunnel lining forces by means of the present method is investigated, considering different factors. Thereafter, the effect of a fire is also studied. Some conclusions are obtained:

-Cooling the lining leads to tensile forces, whereas heating the lining generates compressive forces; -The absolute values of bending moments and normal forces increase with the increase of lining thickness, whereas the intrados and extrados stresses decrease as the lining thickness increases; -The absolute forces values increase as the elastic modulus increases; -The impact of the soil thermal expansion coefficient on the internal forces of lining is insignificant; -The maximum forces occur when the temperature is approximately equal to 400℃ in the case of a fire.

Clearly, the temperature change has a significant influence on the forces of a tunnel lining. Specially, a fire event could lead to a tunnel collapse.
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GENERAL CONCLUSIONS

This manuscript focuses on the design of tunnel lining in terms of internal forces and displacements induced in the lining using the Hyperstatic Reaction Method (HRM).

Firstly, a HRM model is developed for the behaviour analysis of a U-shaped tunnel structure (with invert).

The results of the HRM method are validated by comparing with the ones of numerical models using FLAC 3D .

A comparison of two different active loads, constant and varying loads, is made. It has permitted to show that the absolute discrepancy of two solutions obtained from the two different loads is almost null when the coverto-diameter C/D = 3.0. A parametric analysis is made to estimate the U-shaped tunnel support behaviour. It is shown that 1) The higher the ground mass quality, the lower the support displacements, bending moments, shear forces and normal forces. 2) The thicker the tunnel support, the lower the shear forces and tunnel support displacements, but the higher the normal forces and bending moments. 3) The absolute values of the bending moments and normal forces increase with the increase of C/D. 4) The larger the tunnel dimensions, the higher the impact of the support thickness on the shear forces and the higher the dependency of the shear forces with the C/D ratio.

Secondly, the behaviour of two different U-shaped tunnel linings (Geometry1 and Geometry2) is studied using the HRM method. A comparison of two different cases of springs, only normal springs, and normal plus shear springs, indicates that the spring type has a small effect on the internal forces and displacements of Geometry2. The effect of constraint conditions on the lining behaviour of Geometry2 is discussed. One can find that the effect of constraint conditions on the bending moments, shear forces, and radial displacements at the tunnel sidewall should not be neglected. The comparison of the results between circular and two U-shaped tunnels show that the internal forces and displacements obtained from the three different geometries have the similar trend at the tunnel crown. However, the bending moments and shear forces have not only a similar trend, but also approximately the same values at the tunnel crown and sidewall for Geometry 1 and Geometry2. Also, the trends of the internal forces and displacements obtained from the circular tunnel are smoother than that of Geometry1 and Geometry2 cases at the tunnel sidewall and invert arch.

Thirdly, the effect of horizontally multi-layered soil conditions on the U-shaped tunnel behaviour is studied by the HRM method. Two different geometries and multi-layered soil conditions are considered. The 169 results of HRM have a good agreement with the numerical ones. The influence of multi-layered soil conditions on the U-shaped tunnel lining behaviour is presented. The analysis permits to show the effect of the constraint types on the behaviour of U-shaped tunnel without invert arch. The obtained results highlight that 1) the normal forces and displacements obtained from Geometry2 almost have the similar trend compared with the one of Geometry1. 2) The effect of constraint types on the internal forces and displacements of tunnel linings can be neglected at the tunnel crown. However, their effect on the bending moments, shear forces, and radial displacements at the tunnel sidewall should be considered. 3) The effect of the relative thickness t/D of the mid-layer (layer2) on the bending moments and displacements at the tunnel crown are not significant.

However, the relative thickness t/D of the mid-layer has a great effect on the lining behaviour at the tunnel sidewall. 4) The influence of the position of the mid-layer is significant on the tunnel behaviour. Generally, the greater the depth of the mid-layer, the smaller the absolute values of the normal forces, but the higher the absolute values of the bending moments, shear forces and normal displacements at the tunnel crown.

Fourthly, the effect of a surface loading on a horseshoe shaped tunnel in a saturated soil mass is studied using the HRM method. Comparisons between the results of the HRM and numerical ones have permitted to validate the HRM method. Parametric studies have permitted to investigate the influence of the surface loadings and pore water pressures on the tunnel behaviour: 1) the absolute values of the internal forces or displacements when considering the pore water pressure are always higher than the ones without considering the pore water pressure. 2) Whether or not considering the pore water pressure, the surcharge loading has a significantly impact on the normal forces and radial displacements. However, the effect of the surcharge loading on the bending moments can be negligible. 3) The phreatic surface position greatly influences the internal forces and displacements. In contrast, its effect on the bending moments is only visible at the tunnel sidewall. In general, the normal forces and radial displacements of the lining are more sensitive to the water pressure, surcharge loading, surcharge loading width and phreatic surface position than the bending moments.

Fifthly, the optimization process of sub-rectangular tunnel is presented on the basis of the HRM method.

A series of mathematical functions used in the optimization progress of sub-rectangular tunnel shapes are deduced. According to the mathematical formulas, the effect of different parameters, like the lateral earth pressure coefficient, soil Young"s modulus, tunnel depth, surface loads, on the internal forces and shape of sub-rectangular tunnels is investigated. It is shown that 1) the optimum R 3 of sub-rectangular tunnel increases rapidly and then dereases slowly as the tunnel depth C/D 0 increases. The internal forces of sub-rectangular tunnels increase with the increase of C/D 0 . 2) The optimum R 3 of sub-rectangular tunnel decreases with the increase of K 0 when K 0 is lower than 1.25 and then increases with the increase of K 0 when K 0 is over 1.25. The bending moments of sub-rectangular tunnels decrease as K 0 increases. However, the normal forces of subrectangular tunnels increase as K 0 increases. 3) The optimum R 3 of sub-rectangular tunnel decreases with the increase of E s . The internal forces of sub-rectangular tunnel decrease with the increase of E s . 4) The internal forces of sub-rectangular tunnel increase with the increase of surface load P 0 . The influence of P 0 on the internal forces of sub-rectangular tunnel is closely related to the values of C/D 0 . As the increase of C/D 0 , the influence of P 0 on the internal forces is less obvious. Specially, the impact of P 0 on the shape of subrectangular tunnel disappears as C/D 0 is over 10.

At the end of this manuscript, a thermo-mechanical analysis of the tunnel lining behaviour is presented using the HRM method. The effective strain coefficient of lining is used to calculate the effective thermal lining stresses. Then the influence of the temperature change on the tunnel lining forces by means of the present method is investigated. Thereafter, the effect of a fire is studied. Some conclusions are obtained: 1)

Cooling the lining leads to tensile forces, whereas heating the lining generates compressive forces. In conclusion, this research work presents the design of tunnel linings based on the HRM method. It focuses on the analysis of U-shaped tunnel behaviour in terms of internal forces and displacements of lining under different conditions, the optimization of sub-rectangular tunnel shape, and the effect of temperature change on circular tunnel lining behaviour. This thesis has permitted to show that the HRM method is particularly suitable for the estimation of the tunnel lining behaviour, in terms of structural forces and lining
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 131415 Fig. 1-3 Shape and dimensions of the tunnel cross-section. (a) Tunnel Type 1; (b) tunnel Type 2; (c) tunnel Type 3 (Gonzá lez-Nicieza et al., 2008)
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 16 Fig. 1-6 Typical tunnel cross sections: (a) Circular, (b) Egg-shaped, (c) Horse shoe-shaped (a: Area (m2), de: Equivalent diameter (m), sf: Shape Factor (Height/Width)),[START_REF] Yoon | Effects of Tunnel Shapes in Structural and Hydraulic Interaction[END_REF] 

  Fig. 1-9 Lining stresses for each tunnel shape: (a) Lining stresses (kl/ks = 0.1), (b) Maximum lining stresses (around corner),[START_REF] Yoon | Effects of Tunnel Shapes in Structural and Hydraulic Interaction[END_REF] 

  [START_REF] Eman | Behaviour of different shapes of twin tunnels in soft clay soil[END_REF] investigated the behaviour of two adjacent different shapes of tunnels in soft clay soil using finite element software with three shapes (circular, elliptical and rectangle with arch) as shown in Fig.1-11. Each shape of twin tunnels was studied by varying its diameter D and wall-thickness ratio (t/r). Fig.1-12
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 1 Fig. 1-11 Layout of different shape of twin tunnels: (SL) is the left spring point, (Cr) is the crown point and (Sr) is the right spring point of the tunnel[START_REF] Eman | Behaviour of different shapes of twin tunnels in soft clay soil[END_REF] 
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 11 Fig. 1-13 Distribution of the bending moment M in the different shapes of tunnels at D=8 m, t/r =0.1[START_REF] Eman | Behaviour of different shapes of twin tunnels in soft clay soil[END_REF] 
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 11 Fig. 1-16 Effect of the change in the diameter (D) on the bending moment at upper crown point of the tunnels (cr) at different t/r ratios[START_REF] Eman | Behaviour of different shapes of twin tunnels in soft clay soil[END_REF] 

  Fig. 1-18Lining structures in section[START_REF] Nakamura | Unified construction of running track tunnel and crossover tunnel for subway by rectangular shape double track cross-section shield machine[END_REF] 
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 1 Fig. 1-20 Results of loading tests on DC segments (unsymmetrical pressure load)[START_REF] Nakamura | Unified construction of running track tunnel and crossover tunnel for subway by rectangular shape double track cross-section shield machine[END_REF] 
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 11 Fig. 1-21Structure layout of the testing segmental lining[START_REF] Huang | Mechanical behaviour of segmental lining of a sub-rectangular shield tunnel under self-weight[END_REF] 
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 1 Fig. 1-23 Measured overall deformation of middle lining ring (black line is the original segmental outline)[START_REF] Huang | Mechanical behaviour of segmental lining of a sub-rectangular shield tunnel under self-weight[END_REF] 
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 20181 Fig. 1-24 Schematic diagram of test tunnel ring (a) and division of load points (b)[START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF] 
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 1 Fig. 1-26Comparison of load-convergence deformation curves of three test rings[START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF] 
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 1 Fig.1-27 Load-rebar strain of inner and outer side of two rings[START_REF] Liu | Mechanical behaviour of quasi-rectangular segmental tunnel linings: Further insights from full-scale ring tests[END_REF] 
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 1 Fig. 1-28Size of the inside segment and the outside shield[START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] 
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 1 Fig. 1-29 Arrangement diagram of grouting pressure gauges in the steel segment[START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] 
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 1 Fig. 1-29, eight pressure gauges are arranged sparsely around the inside segment in each cycle. The pressure curves in the toroidal direction are shown in Fig. 1-31. Similar to the change rule in the vitreous segment, the grouting pressure on the top is higher than that at the bottom. The grouting pressure at the top of segment is between 35 kPa and 51 kPa, and the grouting pressure at the bottom of the segment is between 19 kPa and 38 kPa.
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 1 Fig. 1-31Pressure curves around the steel segments[START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] 
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 1 Fig. 1-32Measuring points layout of the layered settlement test[START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] 
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 11 Fig. 1-33Settlement curves of A1 in Section A and B5 in Section B[START_REF] Ding | The behaviour of synchronous grouting in a quasi-rectangular shield tunnel based on a large visualized model test[END_REF] 

  dowels required to obtain the desired safety factor of the excavation face. The proposed method was applied to two road tunnels in France: the Toulon and Pech-Brunet tunnels (Fig.1-35), which have also been studied using tridimensional numerical methods. The results have shown that the safety factors of both cases obtained through the proposed calculation method are similar to those obtained by means of 3D numerical methods. This important result validates their developed analytical approach.
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 1 Fig. 1-35 Toulon (left) and Pech-Brunet (right) tunnels: geometry of the sections[START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF] 

  to the critical shear strength which corresponds to the limit equilibrium state. The spatial discretization technique was extended to generate an advanced 3D rotational collapse mechanism for a noncircular NATM tunnel face. The non-circular tunnel of height H and width L is sketched in Fig.1-36. The whole failure mechanism rotates around a horizontal axis passing through point O with an angular velocity x.
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 1 Fig. 1-36 Discretization technique for the collapse mechanism of a non-circular tunnel. Points A, B and E representing, respectively, the crown, invert and centre of the tunnel face; C being the tunnel buried depth (Pan and Dias, 2017)
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 1 Fig. 1-37 Safety factor as a function of the ratio L/H (Pan and Dias, 2017)Pan and Dias (2017) also discussed the effect of the cross-sectional tunnel shape on the safety factor. Fig.1-37b shows the safety factors obtained by the proposed method as a function of the ratio L/H. The ratio of the width L to the height H of the cross section is investigated in the range from 0.2 to 3.0. As seen in Fig.1-37b,
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 1 Fig.1-39 Numerical methods and models for tunnel engineering[START_REF] Üçer | Comparison of 2D and 3D finite element models of tunnel advance in soft ground: A case study on Bolu tunnels[END_REF] 
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 1 Fig. 1-40 Tunnel Geometry and loading conditions[START_REF] Leca | Preliminary design for NATM tunnel support in soil[END_REF] 
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 1 Fig. 1-42A finite domain for the design of optimal reinforcements. The inner layer of the tunnel is replaced by a strong material, the square elements outside represent the area to be designed[START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] 
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 1 Fig. 1-44 Optimal distribution of reinforcing material for the passive loading case. The four graphs correspond to: (a) homogeneous; (b) HSH; (c) SH; and (d) HS host ground[START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] 

Fig. 1 -

 1 Fig. 1-45 Optimal distribution of reinforcing material for the active loading case. The four graphs correspond to: (a) homogeneous; (b) HSH; (c) SH; and (d) HS host ground[START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] 
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 1 Fig. 1-46 Deformations of the tunnel profiles under the initial and the optimal designs for the passive loading case. The four graphs correspond to: (a) homogeneous; (b) HSH; (c) SH; and (d) HS host ground[START_REF] Yin | Topology optimization for tunnel support in layered geological structures[END_REF] 
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 1 Fig.1-48 Detail of the mesh of the numerical method developed to study the illustrated example[START_REF] Oreste | Analysis of structural interaction in tunnels using the covergence-confinement approach[END_REF] 
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 1 Fig.1-50 Layout of the model, horizontal (q h ) and vertical loads (q v ) and node numbers (R = 5.75 m)[START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF] 

  -50) for shotcrete and steel ribs are then shown in Fig. 1-52 (case 1) and Fig. 1-53 (case 2).
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 11 Fig.1-51 Membership functions for K n , K t and E s for case 1 (a, c, e) and case 2 (b, d, f); μ means the grade of membership[START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF] 
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 1 Fig. 1-54 Cross-section of the FLAC tunnel model with displacement and fluid flow boundary conditions[START_REF] Prassetyo | Effect of surface loading on the hydro-mechanical response of a tunnel in saturated ground[END_REF] 
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 1 Fig.1-55 shows the inward radial displacements around the tunnel boundary after surface loading in both cases. It can be found that the surface loading in Case 2 uniformly increased the inward deformations in the permeable tunnels in both grounds. The inward deformations in clay (Fig.1-55a) and granite (Fig.1-55b) 
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 1 Fig. 1-55 Plots of inward radial displacements around the tunnel boundary after surface loading in both cases[START_REF] Prassetyo | Effect of surface loading on the hydro-mechanical response of a tunnel in saturated ground[END_REF] 
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 1 Fig. 1-57 Plots of the induced bending moment in the liner (a, b) after surface loading and (c, d) at the steady-state in both cases[START_REF] Prassetyo | Effect of surface loading on the hydro-mechanical response of a tunnel in saturated ground[END_REF] 
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 1 Fig. 1-58 Comparison of the liner interaction diagrams (a) clay with surface loading, (b) clay with steady-state, (c) granite with surface loading and (b) granite with steady-state in both cases[START_REF] Prassetyo | Effect of surface loading on the hydro-mechanical response of a tunnel in saturated ground[END_REF] 
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 1 Fig. 1-59 (a) Structure design of the front tunnel; (b) stress distribution of the front tunnel; (c) deformation of the front tunnel; (d) optimized structure of the front tunnel; (e) stress distribution of the optimized front tunnel; (f) deformation of the optimized front tunnel[START_REF] Li | Key Technologies and Applications of the Design and Manufacturing of Non-Circular TBMs[END_REF] 

  on the dimensioning of the support structure and to obtain indications on the support structures behaviour in the preliminary stages of a project. Although a useful step forward, the solution proposed by[START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] does not consider the tangential stiffness of the tunnel-soil interaction.[START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF] extended the HRM approach proposed by[START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] to study the behaviour of segmental tunnel support considering the normal and shear springs.

  Fig. 2-1 Calculation scheme of U-shaped support structures with the HRM.With: σ v : vertical stress; σ h : horizontal stress; k n and k s : stiffness of the Winkler-springs; R ia : radius of the invert arch; R c : crown radius; L h : vertical length from the point of tunnel cross-section to x axis; EJ and EA: bending and normal stiffness of support

Fig. 2 - 2

 22 Fig. 2-2 Scheme of the behaviour of a beam-type finite element with reference to the local Cartesian coordinates With: h: initial node; j: final node; u: axial displacement; v: transversal displacement; θ: rotation; x and y: local Cartesian coordinates; L i : the length between the terminal connecting nodes
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 24 Fig. 2-4 Relationship between reaction pressure p and support deformation δ
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 2526 Fig. 2-5 Support geometry considered in the HRM calculation code. With: R ia : radius of the invert arch; R c : crown radius;L p : sidewall length; y c : height of the invert arch centre; θ: the angle between the vertical axis of cross-section of tunnel and the element axis, (θ is 0 0 at the initial node, θ is 90 0 at the connection of sidewall and crown)
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 27 Fig. 2-7 Positive direction of the structural forces (M, N, Q), normal support displacement (δ n ), tangential support displacement (δ t ) and normal pressure (p n )

  Fig. 2-8 Comparisons of results obtained from the calculation for the two cases of loads
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 29 Fig. 2-9 Bending moments with the cover-to-diameter ratio C/D

  1.The 2D numerical model has been shown in Figs. 2-10 and 2-11, assuming plane-strain conditions. The FLAC 3D model is 60m long in the z-direction, 240m wide in the x-direction. In directions perpendicular to the and the y-z planes (i.e. y=0, y=1, x=-120 and x=120) the nodes were fixed. The nodes at the base of this numerical model (z=-20) were also fixed in the z-direction. The numerical model is constituted of around 6,100 zones and 12,400 grid points. The volume of the model was discretized into hexahedral zones in this study. And the tunnel support has been modelled using linear-elastic embedded liner elements. A continuous support is simulated to compare with the results of the HRM in this work.
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 2 Fig. 2-10 Numerical geometry model considered in the analysis

  Fig. 2-12 and Fig. 2-13 illustrate the displacements and structural forces of the tunnel support, respectively. It is shown in Fig. 2-12 that both radial and tangential displacements obtained with HRM have the same trend with the ones obtained with the FLAC 3D model. The absolute discrepancies in terms of radial

  Fig. 2-12 Displacements of the tunnel support, comparison between the HRM and the FLAC 3D model

  Fig. 2-14 Behaviour of the tunnel support considering the tunnel dimensions, support thickness and reduction factor of rigidity, η, (Ground type B -case 3) at the tunnel invert arch

  Fig. 2-16 Behaviour of the tunnel support considering the tunnel dimensions, support thickness and reduction factor of rigidity, η, (Ground type B -case 3) at the tunnel crown

  Fig. 3-1 Calculation scheme of two different U-shaped support structures with the HRM: (a) U-shaped tunnel with invert arch and scheme of the ground-support interaction through springs connected to the support nodes and (b) U-shaped tunnel without invert arch. With: q v : vertical loads; q h : horizontal loads; k n : stiffness of the Winkler-springs; R ia : radius of the inverted arch; R c : crown radius; L h : vertical length from the point of tunnel cross-section to the spring line (x-axis); EJ and EA: bending and normal stiffness of the support

  Fig. 3-2 Support geometries considered in the HRM calculation codes: (a) Geometry1 (U-shaped tunnel with invert arch) and (b) Geometry2 (U-shaped tunnel without invert arch). With: L p : sidewall length; y c : height of the invert arch centre; θ:the angle between the vertical axis of cross-section of tunnel and the element axis (θ is 0 0 at the initial node; θ is 90 0 at the connection of sidewall and crown)

Fig. 3 -

 3 Fig.3-4shows that the maximum absolute values of the bending moments and of the shear forces are located at the sidewall for both two considered U-shaped tunnels. The normal forces of Geometry1 in the case of considering only normal springs are smaller than the ones taking into account both normal and shear springs. These normal forces are slightly higher at the tunnel invert arch. In contrast, the normal forces of

  Fig. 3-4 Comparisons of results obtained from two different U-shaped tunnels with only normal springs and normal springs plus shear springs: (a) Bending moment, (b) Normal force, (c) Shear Force, and (d) Radial displacement (positive towards the inside of the tunnel)

  Fig. 3-5 Effect of constraint conditions on the tunnel lining behaviour of Geometry2: (a) Bending moment, (b) Normal force, (c) Shear Force, (d) Radial displacement, (e) Shear displacement, and (f) Rotations

  Fig. 3-6 Comparisons of the results between circular and two different U-shaped tunnels obtained by the HRM: (a) Bending moment, (b) Normal force, (c) Shear Force, and (d) Radial displacement (positive towards the inside of the tunnel)

Fig. 3 - 7

 37 Fig. 3-7 Numerical geometry model of the U-shaped tunnel without invert arch

Fig. 3 -

 3 Fig.3-9 illustrates the structural forces and displacements of the tunnel support. While no slip, which means a completely shear resistance, is assumed in FLAC 3D model, the HRM model considers both cases of only normal springs (case 1) and normal springs plus shear springs (case 2). It can be shown that the normal forces in the case of considering normal and shear springs (case 2) are larger than the ones in the case of

  Fig. 3-9 Comparison of structural forces and displacements in the U-shaped tunnel support (Geometry2 in Fig.3) between the HRM and FLAC 3D model: (a) Normal force, (b) Bending moment, and (c) Radial displacement

Fig. 3 -

 3 Fig. 3-10 Structural forces and displacement considering different stiffness of the springs, different loads on the support, different geometries and different bending stiffness of the support structures (Case1): (a) Bending moments at the tunnel sidewall, (b) Bending moments at the tunnel crown, (c) Normal force at the tunnel sidewall, (d) Normal force at the tunnel crown, (e) Normal displacement at the tunnel sidewall, and (f) Normal displacement at the tunnel crown

  Fig. 4-1 Two different U-shaped tunnel linings: (a) with invert arch and (b) without invert arch. σ v and σ h are vertical and horizontal loads, respectively; k n : normal spring stiffness; k s : shear spring stiffness; R c : radius of the tunnel crown; R ia : radius of the tunnel invert arch; L h : vertical distance from the point of tunnel cross-section to the tunnel centre; EA and EJ are the normal and bending stiffness of the structure, respectively

  Fig. 4-2 Support geometries considered in the analysis: (a) Geometry1: tunnel with invert arch and (b) Geometry2: tunnel without invert arch. R ia : radius of the tunnel invert arch; R c : tunnel crown radius; L p : tunnel sidewall length; y c : height of the tunnel invert arch centre; θ: angle between the element axis and the vertical axis of tunnel cross-section. X and Y are the global Cartesian coordinates

  Case 1: Homogeneous medium including one soil layer with a constant cohesion, Inhomogeneous medium including one soil layer as in case 1, whose cohesion varies linearly with depth

  Fig. 4-3 Layered soil cases of U-shaped tunnel with invert arch: (a) Case1: all soil mass in one layer with a constant cohesion; (b) Case2: all soil mass in one layer with a linear cohesion variation with depth (20kPa at the surface, 50kPa at the centre of the tunnel); (c) Case3: two layers with a contact surface located at the spring line of tunnel; and (d) Case4: three layers with changed position and thickness of layer 2

Fig. 4 - 4

 44 Fig. 4-4 Numerical geometry model of U-shaped tunnel with invert arch

  Fig. 4-6 Comparisons of internal forces and displacements in the U-shaped tunnel support (Geometry1 in Fig. 4-2). Key: (a) normal force; (b) bending moment; (c) radial displacement; and (d) tangential displacement

4. 1 .

 1 Fig. 4-7 illustrates the results of the displacements and internal forces of two different U-shaped tunnels obtained from the HRM method with the Case1 (Fig. 4-3a). Only the clamped constraint condition is used for Geometry2 when doing this comparison.

  Fig. 4-7 Comparisons of the HRM results between two different U-shaped tunnels: (a) Bending moment; (b) Normal force; (c) Shear Force; and (d) Radial displacement

  Fig. 4-8 Effect of constraint types on the tunnel lining behaviour of Geometry2: (a) Bending moment; (b) Normal force; (c) Radial displacement; and (d) Rotations

Fig. 4 -

 4 Fig. 4-9 illustrates the results of the displacements and internal forces of two different U-shaped tunnels obtained using HRM under the condition of the one soil with a linear cohesion variation (Case2 in Fig. 4-3b). Like the values of Case1 shown in Fig. 4-7, Fig. 4-9 illustrates that the normal forces and displacements of the Geometry2 almost have the same trend compared with Geometry1. However, the discrepancies of bending moments are smaller and the ones of normal forces are greater. The absolute values of radial displacements of Geometry2 are slightly higher than the ones of Geometry1 at the tunnel sidewall and centre of crown.

Fig. 4 -

 4 Fig. 4-10 Effect of constraint conditions on the tunnel lining behaviour of Geometry2: (a)Bending moment; (b) Normal force; (c) Radial displacement; and (d)Rotations

Fig. 4 -Fig. 4 -Fig. 4 -

 444 Fig. 4-12 Comparisons of the HRM results between two different U-shaped tunnels: (a) Bending moment; (b) Normal force; (c) Shear Force; and (d) Radial displacement

Fig. 4 -

 4 Fig. 4-15 Effect of constraint types on the tunnel lining behaviour of Geometry2: (a) Bending moment; (b) Normal force; (c) Radial displacement; and (d) Rotations

Fig. 4 -

 4 Fig. 4-16 Effect of the position and thickness of layer2 on the tunnel lining behaviour of Geometry1: (a) Bending moment; (b) Normal force; (c) Shear Force; and (d) Normal displacement. Key: Condition1 represents layer2 is totally located at tunnel crown; Condition2 represents layer2 is located at tunnel crown and sidewall; Condition3 represents layer2 is located at tunnel sidewall and invert arch

Fig. 5 - 1

 51 Fig. 5-1 Schematic diagram for a horseshoe shaped tunnel lining: σ v and σ h are respectively the vertical and horizontal loads; k n and k s are the normal and shear stiffness of springs, respectively; R ia is the radius of the inverted arch; R c is the crown radius

Fig

  Fig. 5-2 Pore water pressure

Fig. 5 - 5

 55 Fig.5-4shows the mesh and the vertical displacements which occur above the tunnel after excavation.The numerical model is made up of 3535 zones for a total of 7288 nodes. The dimension of each element increases with the distance from the tunnel centre. The tunnel lining and ground properties used in this numerical analysis are presented in Table5-1 and Fig. 5-3. Fig. 5-5 illustrates the lining geometry considered in this study.

  lining effect developed in the numerical model, which is not considered in the HRM one.

  Fig. 5-6 Comparison of structural forces and displacements between the HRM and numerical model

  Fig. 5-7 Behaviour of tunnel lining considering and without considering the pore water pressure

  Fig. 5-9 Behaviour of tunnel lining when considering only the surcharge loading

  Fig. 5-10 Effect of the surcharge load width on the tunnel behaviour without considering the pore water pressure

  Fig. 5-11 Effect of phreatic surface position on tunnel behaviour

Fig. 6 - 1

 61 Fig. 6-1 An illustrate of sub-rectangular support structures in the HRM method. With: σ v : the vertical loads; σ h : the horizontal loads; k n : normal stiffness of springs; k s : shear stiffness of springs; EJ and EA: bending and normal stiffness of the support; X and Y are the global Cartesian coordinates. Note: every node has three degrees of freedom

  Fig. 6-2 Tunnel construction clearance (mm) of twin lanes metro tunnels

Fig. 6 - 4

 64 Fig. 6-4 Entire tunnel lining obtained by optimization

  Fig. 6-5 Optimization procedure of sub-rectangular tunnels. M max : maximum bending moment; M min : minimum bending moment; N max : maximum normal force; N min : minimum normal force
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Fig. 6 - 6

 66 Fig. 6-6 Schematic diagram of sub-rectangular and soil parameters in the optimization. Height of sub-rectangular tunnel ( √ ); width of sub-rectangular tunnel ( )

  Fig. 6-7 Numerical model as C=5D 0 : (a) Mesh diagram in FLAC model; (b) Plane strain model under consideration

  Fig. 6-8 Effect of tunnel depth C on the internal forces of sub-rectangular tunnel obtained by FLAC 3D and HRM

  Fig. 6-9 Effect of tunnel depth C on the Maximum internal forces obtained by HRM

Fig. 6 -

 6 Fig. 6-10 presents the minimum M max depending on the tunnel depth. They increase with the increase of C/D 0 . However, the relation between the minimum M max and C/D 0 is not linear. R 3 increases rapidly till a value of C/D 0 = 10 and then decreases slowly as C/D 0 increases, which means that the tunnel depth effect on the sub-rectangular tunnel shape becomes unsignificant when C/D 0 > 10. In other words, the optimum shape of sub-rectangular tunnels does not significantly change when C/D 0 > 10.

Fig. 6 -

 6 Fig. 6-10 Effect of the tunnel depth C on the minimum M max value and on the sub-rectangular tunnel shape

  Fig. 6-12 Comparison between the results of HRM and FLAC 3D in terms of bending moments and normal forces along the whole tunnel for the case of C/D 0 =5

  Fig. 6-13 Internal forces of sub-rectangular tunnel considering different K 0

Fig. 6 -

 6 Fig. 6-14 Effect of K 0 on minimum M max and sub-rectangular tunnel shape

Fig. 6 -

 6 Fig. 6-15 Optimum sub-rectangular tunnel shapes and internal forces as K 0 =0.25 and K 0 =1.5, respectively. Note red solid line is the diagram of corresponding sub-rectangular lining

  Fig. 6-16 Effect of Young"s modulus E s of soil on the Maximum internal forces

  Fig. 6-18 Optimum sub-rectangular tunnel shapes and internal forces as E s =10 MPa and E s =200 MPa, respectively

Fig. 6 -

 6 Fig. 6-19 Effect of surface loads on the Maximum internal forces considering different C

Fig. 6 -

 6 Fig. 6-19 also gives that the surface loads P 0 has the similar effect on the internal forces under the condition of different C/D 0 . Because of this, only considering C/D 0 =5, the distributions of internal forces considering different surface loads are shown in Figs. 6-20 and 6-21, respectively. Clearly, the maximum positive moment occurs close to the middle point of the crown and invert areas, and the largest negative moment appears to near the tunnel spring line. In contrast, the minimum normal force occurs close to the middle point of the crown and invert areas.

  Fig. 6-20 Distributions of bending moment considering different surface loads when C/D 0 =5

148 3 .

 3 The optimum R 3 of sub-rectangular tunnel decreases with the increase of E s . The bending moment of sub-rectangular tunnel decreases with the increase of E s . The normal force of sub-rectangular tunnel decreases as E s increases as well.

  investigated the possibility of the thermal activation of tunnel linings and shown how thermo-mechanical numerical analyses were used to achieve a proper and effective design of tunnels. Considering in-situ monitoring strain on a tunnel lining in the Shaanxi Province,[START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF] analysed the tunnel lining forces under the ambient temperature changing in one year. In spite of this, none of them propose an efficient way to estimate the effect of a temperature change on the tunnel behaviour. Efficient and rigorous calculation procedures are required to provide an appropriate design of such structures.Dianchun

  Fig. 7-1 Simplified structure of circular tunnel considering additional thermal loads caused by the temperature change in the HRM method. With: σ T : the additional thermal loads caused by the change of temperature; σ v : the vertical loads; σ h : the horizontal loads; k n : normal stiffness of springs; k s : shear stiffness of springs; L i : length of element i; t: thickness of lining; EI and EA: bending and normal stiffness of lining; X and Y are the global Cartesian coordinates

Fig. 7 -

 7 Fig. 7-2 shows the positive direction of the structural forces (bending moment M, normal force N) in the analysis.

  7-1a), similar normal forces can be obtained along the whole tunnel when the value of temperature change is constant. Therefore, Fig. 7-3b gives the relation of normal force and temperature change. In contrast, the bending moments highly change along the whole lining. The maximum absolute bending moment values occur at the centre of the tunnel crown and at the invert. It is known that the lateral pressure tends to push the Dianchun

  Fig. 7-3 Effect of the temperature change on the incremental tunnel lining forces when only considering the additional lining thermal loads

  Fig. 7-4 Effect of the temperature change on the tunnel lining forces of when considering the additional thermal loads of the soil mass and lining

Fig. 7 -

 7 Fig. 7-5 shows the tunnel lining forces at the tunnel crown for different temperature change and lining thickness. As can be seen from this figure, although the absolute values of bending moments and normal

  Fig. 7-5 Effect of the temperature change on the tunnel lining forces at the tunnel crown while considering the lining thickness

  Fig. 7-7 Effect of the temperature change on the tunnel lining forces at the tunnel crown while considering different soil coefficients of thermal expansion

  Fig. 7-9 Effect of the temperature change on the tunnel lining forces at the tunnel crown considering different coefficient of thermal expansion

  forces caused by the temperature change have a low fluctuation along the whole tunnel. In contrast, the caused bending moments change greatly along the whole lining. The maximum absolute bending moment values occur at the tunnel crown and invert;

  2) The normal forces caused by the temperature change have a low fluctuation along the whole tunnel. In contrast, the bending moments change greatly along the whole lining. The maximum absolute bending moment values occur at the tunnel crown and invert. 3) The absolute values of bending moments and normal forces increase with the increase of the lining thickness, whereas the intrados and extrados stresses decrease as the lining thickness increases. 4) The absolute forces values increase as the elastic modulus increases. 5) The impact of the soil thermal expansion coefficient on the internal forces of lining is insignificant. 6) The maximum forces occur when the temperature is approximately equal to 400℃ in the case of a fire.
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 1 Obtained safety factors for Toulon"s tunnel (Pan and Dias, 2017) .................................................................... Comparison of earth pressure q (kPa)

	Table 1-2
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1 Obtained safety factors for Toulon"s tunnel

[START_REF] Pan | Upper-bound analysis on the face stability of a non-circular tunnel[END_REF] 

  Table 2-1. When the loads are constant, the vertical loads used in this calculation are equal to 0.88MPa, while the horizontal ones are equal to 0.44MPa.

	Dianchun DU			CHAPTER 2
	Table 2-1 Geometric parameters of the Toulon tunnel
	Parameter	Symbol Value	Unit
	Properties of tunnel Crown radius	R c	6.02	m
	Invert arch radius	R ia	20.22	m
	Height of the invert arch centre	y c	15.00	m
	Height of the sidewall	L p	3.80	m
	External diameter	D	10.74	m
	Scale parameter in the x direction	m x	1.00	-
	Scale parameter in the y direction	m y	1.00	-
	Support thickness	t	0.22	m
	Poisson"s ratio	v	0.15	-
	Elastic modulus of concrete	E 0	35,000 MPa
	Properties of the ground			
	Cohesion	c	0.05	MPa
	Unit weight	γ s	22	kN/m 3
	Poisson"s ratio	v s	0.3	-
	Internal friction angle	φ	20	°
	Elastic modulus	E	300	MPa
	Lateral earth pressure factor			
	60			

Table 2 -2

 2 Details of the cases adopted for the parametric analyses

	Descriptions/Case	1	2	3	4	5	6
	Properties of tunnel	A	A	B	B	C	C
	Ground Elastic modulus E s (MPa)	50	50	150	150	500	500
	Liner Young"s modulus E S ' (GPa)			35			
	Friction angle φ (degree)	28		31		35	
	Cohesion c (MPa)	0.005		0.02		0.5	
	Unit weight γ (kN/m 3 )			22			
	Lateral earth pressure factor K 0	0.5	1.5	0.5	1.5	0.5	1.5
	Tunnel crown radius R c (m)	Changed for three cases: R 1 =3.4m; R 2 =4.6m; R 3 =5.8m	
	Cover-to-diameter C/D values		Five values were considered: 2, 4, 6, 8, 10	
	Support thickness t (m)	Two cases were considered: t 1 =0.20m; t 2 =0.50m	

Table 3 -1

 3 Geometric parameters of the Toulon tunnel[START_REF] Oreste | Stabilisation of the excavation face in shallow tunnels using fibreglass dowels[END_REF] 

	Parameter	Symbol	Value	Unit
	Properties of tunnel			
	Crown radius	R c	6.02	m
	Invert arch radius	R ia	20.22	m
	Height of the invert arch centre	y c	15.00	m
	Height of the sidewall	L p	3.80	m
	Scale parameter in the x-direction	m x	1.00	-
	Scale parameter in the y-direction	m y	1.00	-
	Support thickness	t	0.22	m
	Poisson"s ratio	v	0.15	-
	Elastic modulus of concrete	E 0	35,000	MPa
	Properties of the ground			
	Cohesion	c	50	kPa
	Unit weight	γ s	22	kN/m 3
	Poisson"s ratio	v s	0.3	-
	Internal friction angle	φ	20	°
	Elastic modulus	E	300	MPa
	Lateral earth pressure factor	K 0	0.5	-
	Overburden	H	40	m

Table 3 -2

 3 Details of the cases adopted for the parametric analyses

	Descriptions/Case	1	2	3	4	5	6	7	8
	Properties of tunnel	A	A	B	B	C	C	D	D
	Ground Elastic modulus E s (MPa) 50	50 150 150 500 500 1500 1500
	Friction angle φ (degree)	28		31		35		45	
	Cohesion c (MPa)	0.005	0.02	0.5		0.75	
	Lateral earth pressure factor K 0	0.5 1.5 0.5	1.5	0.5	1.5	0.5	1.5
	Ground"s unit weight γ (kN/m 3 )					22			
	Liner Young"s modulus E S ' (GPa)					35			
	Tunnel crown radius R c (m)	Changed for three cases: R 1 =2.0m; R 2 =3.5m; R 3 =5.0m
	Cover-to-diameter C/D values	Five values were considered: 2, 4, 10, 20, 40	
	Support thickness t (m)	Two cases were considered: t 1 =0.20m; t 2 =0.50m

Table 4

 4 

		-1 Tunnel parameters used in this chapter	
	Parameter	Symbol	Value	Unit
	Properties of tunnel			
	Crown radius	R c	6.02	m
	Invert arch radius	R ia	20.22	m
	Height of invert arch centre	y c	15.00	m
	Height of the sidewall	L p	3.80	m
	Support thickness	t	0.22	m
	Poisson"s ratio	v	0.15	-
	Elastic modulus of concrete	E 0	35,000	MPa
	Tunnel diameter	D	10.74	m

Table 4

 4 

		-2 Soil mass properties	
	Properties	Symbol	Value	Unit
	Properties of the layer 1			
	Cohesion Unit weight	C 1 γ s1	50 22	kPa kN/m 3
	Poisson"s ratio	v s1	0.3	-
	Internal friction angle	φ 1	20	degrees
	Elastic modulus	E 1	300	MPa
	Lateral earth pressure factor	K 01	0.5	-
	Thickness	H 1	changed	m
	Properties of the layer 2 in case4			
	Cohesion Unit weight	C 2 γ s2	10 20	kPa kN/m 3
	Poisson"s ratio	v s2	0.3	-
	Internal friction angle	φ 2	20	degrees
	Elastic modulus	E 2	75	MPa
	Lateral earth pressure factor	K 02	0.5	-
	Thickness	H 2	changed	m
	Properties of the layer 2 in case3			
	and the layer 3 in case4			
	Cohesion Unit weight	C 3 γ s3	100 23	kPa kN/m 3
	Poisson"s ratio	v s3	0.35	-
	Internal friction angle	φ 3	45	Degrees
	Elastic modulus	E 3	5,000	MPa
	Lateral earth pressure factor	K 03	0.5	-
	Thickness	H 3	changed	M

Table 5

 5 

		-1 Tunnel parameters	
	Parameter	Symbol	Value	Unit
	Crown radius	R c	6.02	m
	Invert arch radius	R ia	20.22	m
	Height of the invert centre	y c	15.00	m
	Height of the sidewall	L p	3.80	m
	Support thickness	t	0.22	m
	Poisson"s ratio	v	0.15	-
	Elastic modulus of concrete	E 0	35,000	MPa
	Overburden	H	40	m

Table 6 -1

 6 Comparison of internal forces of HRM and FLAC considering different tunnel depth C in terms of normal forces (T) and bending moment (M)

		T (MN/m) at crown	T (MN/m) at spring line	M (MN.m/m) at invert	M (MN.m/m) at spring line
	C/D0	HRM	FLAC	Errors	HRM	FLAC	Errors	HRM	FLAC	Errors	HRM	FLAC	Errors
	1	0.244	0.291	16.15%	0.536	0.597	10.22%	0.407	0.424	4.01%	-0.397	-0.479	17.12%
	2	0.484	0.525	7.81%	1.000	1.072	6.72%	0.756	0.762	0.79%	-0.753	-0.823	8.51%
	5	0.893	0.933	4.29%	1.794	1.902	5.68%	1.357	1.388	2.23%	-1.356	-1.435	5.51%
	10	1.440	1.463	1.57%	2.855	2.981	4.23%	2.146	2.198	2.37%	-2.165	-2.254	3.95%
	20	2.022	1.989	-1.66%	3.973	4.214	5.72%	2.947	3.128	5.78%	-3.031	-3.248	6.68%
	30	2.256	2.142	-5.32%	4.422	4.638	4.66%	3.270	3.519	7.07%	-3.378	-3.701	8.73%

Table 6 -2

 6 Optimum internal forces considering different tunnel depth C obtained by present method

	C/D 0	1	2	4	5	10	20	30
	R 3 (m)	3.378	3.542	3.667	3.692	3.743	3.704	3.692
	T (MN/m) at the							
	crown	0.244	0.484	0.790	0.893	1.440	2.022	2.256
	T (MN/m) at the							
	spring line	0.533	0.997	1.590	1.791	2.852	3.971	4.420
	M (MN.m/m) at the							
	invert	0.407	0.756	1.206	1.357	2.146	2.947	3.270
	M (MN.m/m) at the							
	spring line	-0.398	-0.754	-1.204	-1.356	-2.164	-3.028	-3.375

Table 6 -3

 6 Optimum internal forces considering different K 0

	K 0	0.10	0.25	0.50	0.75	1.0	1.25	1.5
	R 3 (m)	3.794	3.684	3.558	3.476	3.411	3.322	3.650
	T (MN/m) at the							
	crown	0.088	0.193	0.370	0.548	0.728	0.912	1.061
	T (MN/m) at the							
	spring line	0.896	0.901	0.908	0.914	0.920	0.927	0.917
	M (MN.m/m) at the							
	invert	1.102	0.984	0.778	0.565	0.346	0.111	0.007
	M (MN.m/m) at the							
	spring line	-1.092	-0.975	-0.771	-0.560	-0.346	-0.127	0.094

Table 6 -4

 6 Optimum internal forces considering different Young"s modulus of soil E s -18 only presents the distributions of bending moment and normal force when E s is 10 MPa and E s is 200 MPa, respectively. All the radius of circle3 R 3 , the normal forces at tunnel crown and at left spring line, the bending moments at tunnel invert and at left spring lines, are shown in Table6-4, corresponding to E s = 10,25, 50, 75, 100, 150, 200 MPa. It is obvious that the normal force at tunnel crown increases as E s increases. However, the normal force at left spring line decreases with the increases of E s . The bending moments at tunnel invert and at left spring line decrease as E s increases.

	E s (MPa)	10	25	50	75	100	150	200
	R 3 (m)	3.501	3.460	3.419	3.394	3.378	3.362	3.362
	T (MN/m) at the							
	crown	0.456	0.484	0.514	0.532	0.543	0.557	0.563
	T (MN/m) at the							
	spring line	0.898	0.872	0.843	0.824	0.810	0.790	0.776
	M (MN.m/m) at the							
	invert	0.637	0.533	0.417	0.343	0.291	0.223	0.183
	M (MN.m/m) at the							
	spring line	-0.633	-0.528	-0.412	-0.337	-0.285	-0.217	-0.175
	Fig. 6							
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Table 6 -5

 6 Effect of surface loads on internal forces and shape of sub-rectangular tunnel considering different C

			C/D0=2			C/D0=5			C/D0=10			C/D0=20	
	P0 (MPa)	0	0.02	0.05	0.1	0	0.02	0.05	0.1	0	0.02	0.05	0.1	0	0.02	0.05	0.1
	R3 (m)	3.517	3.542	3.575	3.625	3.684	3.692	3.701	3.717		3.743			3.701	
	T (MN/m) at the crown	0.436	0.484	0.557	0.677	0.861	0.893	0.942	1.022	1.420	1.440	1.471	1.525	2.014	2.022	2.035	2.056
	T (MN/m) at the spring line	0.903	0.997	1.137	1.370	1.728	1.791	1.885	2.042	2.812	2.853	2.913	3.015	3.954	3.971	3.995	4.035
	M (MN.m/m) at the invert	0.686	0.756	0.862	1.038	1.310	1.357	1.428	1.546	2.117	2.146	2.190	2.262	2.935	2.947	2.965	2.994
	M (MN.m/m) at the spring line	-0.683	-0.754	-0.861	-1.037	-1.309	-1.356	-1.428	-1.546	-2.134	-2.164	-2.210	-2.289	-3.016	-3.028	-3.047	-3.078

Table 7 -1

 7 Properties of the materials used in[START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF] 

	Properties of lining	Symbol	Value	Unit
	Radius	R	6.08	m
	Thickness	t	0.45	m
	Poisson"s ratio	v	0.16	-
	Elastic Modulus	E	29,500 MPa
	Coefficient of thermal expansion		0.9*10 -5 ℃ -1

Table 7 -2

 7 Inner thermal forces of lining concrete[START_REF] Luo | Mechanics state analysis of secondary lining concrete structure on tunnel based on temperature effect[END_REF] 

		Normal force N (kN/m)	
	Change of temperature ∆T (℃)	Luo et al. (2010) Present method Error
	-10.1	207.45	190.11	8.36%
	-11.6	222.53	218.35	1.88%

Table 7 -3

 7 Properties of the materials used in the analysis

		Symbol	Value	Unit
	Properties of lining			
	Radius	R	6.02	m
	Thickness	t	0.50	m
	Poisson"s ratio	v	0.15	-
	Elastic Modulus	E	35,000	MPa
	Coefficient of thermal expansion		1.2*10 -5	℃ -1
	Overburden thickness	h	40	m
	Properties of the soil mass			
	Elastic Modulus	Es	300	MPa
	cohesion	c	50	kPa
	Internal friction angle	φ	20	degree
	Unit weight	γ s	22	kN/m 3
	Poisson"s ratio	v s	0.30	-
	Lateral earth pressure factor	K 0	0.8	-
	Coefficient of thermal expansion		5*10 -6	℃ -1

analyses are developed to show the effect of different parameters of tunnel support and of ground mass on the tunnel behaviour.

the distance x to the face, registered in the floor and in the crown for a circular tunnel (Type I) and a cart tunnel (Type II).

of installation from the face: the final displacement of the tunnel increase; and final vertical load on the support system decrease.

CHAPTER 7 THERMO-MECHANICAL BEHAVIOUR OF TUNNELS

(a) Bending moment (b) Normal force

displacements along the support profile. This research can provide valuable references for the related tunnel designers at the preliminary design.

CHAPTER 2 57

The initial normal ground stiffness η n,0 can be determined by this empirical formula detailed in [START_REF] Möller | Tunnel induced settlements and structural forces in linings[END_REF]:

(2-20) with E 0 : initial elastic modulus of the ground mass; R: tunnel radius (radius of the crown tunnel); v s : Poisson"s ratio of the ground mass; β: dimensionless factor. It should be noticed that the value of β depends on soil and structural parameters, and it is difficult to determine the exact β value. In this analysis, its value is chosen based on the comparison between the results of the HRM and the FLAC.

The shear stiffness at the support-ground interface is quite hard to estimate. In this analysis, the following simple relationship between the normal stiffness (η n ) and tangential stiffness (η s ) was adopted [START_REF] Mashimo | Numerical modelling of the behaviour of shield tunnel support during assembly of a tunnel ring[END_REF][START_REF] Plizzari | Steel fibers as reinforcement for precast tunnel segments[END_REF][START_REF] Molins | Experimental and analytical study of the structural response of segmental tunnel linings based on an in situ loading test. Part 1: Test configuration and execution[END_REF][START_REF] Barpi | Numerical modelling of ground-tunnel support interaction using beddedbeam-spring model with fuzzy parameters[END_REF]):

(2-21)

The maximum normal reaction pressure depends on the cohesion c, friction angle φ, Poisson"s ratio of the ground, and active loads:

(2-22)

The maximum shear reaction pressure is estimated by:

(2-23)

Then the normal stiffness and shear stiffness of each spring are given by the formulas:

Clearly, the stiffness k n,i and k s,i of each spring connected to the nodes of the structure are functions of the unknown nodal displacements q i . [START_REF] Duddeck | Guidelines for the design of tunnels[END_REF] proposed that a bedded-beam model or a continuum model without a reduction of ground pressure at the crown should be considered in design for shallow tunnels. Most models in the studies

Active loads

of [START_REF] Einstein | Simplified analysis for tunnel supports[END_REF], [START_REF] Duddeck | Structural design models for tunnels in soft soil[END_REF], [START_REF] Möller | Tunnel induced settlements and structural forces in linings[END_REF], [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF], and Do et al.

(2014d) adopted the same vertical pressure loads at upper and lower parts of the tunnel support. For example, the tunnel supports of model mentioned by [START_REF] Oreste | A numerical approach to the hyperstatic reaction method for the dimensioning of tunnel supports[END_REF] and [START_REF] Do | The behaviour of the segmental tunnel lining studied by the hyperstatic reaction method[END_REF], were applied by the vertical constant loads, which are given by:

(2-26)

with γ: the volumetric weight of ground; H: the depth of tunnel. The horizontal loads working on the tunnel support are also constant and can be written as:

(2-27)

where : the lateral earth pressure coefficient.

If the overburden thickness is two times larger than the lining external diameter, an effective depth is considered. It is determined by means of the formula:

(2-28)

where is the surcharge load.

In this analysis, the first case of loading conditions considers constant loads acting on the tunnel support (Fig. 2-1a). In the second case, considering the difference of the loads at the top and the bottom of tunnel support due to gravity, the linear variable loads applied on the tunnel support are also studied (Fig. 2-1b). In the proposed U-shaped tunnel HRM model shown in Fig. 2-1b, the vertical ground loads on the support vary and can be estimated as: ( ), where L h : the vertical length from the point of tunnel cross-section to the x axis (L h is negative for the sections above the x axis). A comparison between the results obtained from both two cases of external loads is presented as well.

Calculation code and the dimensioning of support

The HRM calculation code is able to consider the support geometry (Fig. 2345) and the type of constraint at the base of the tunnel support (Fig. 23456). Due to the symmetry of the problem, only half of the tunnel is considered. The HRM method is particularly suitable for the dimensioning of preliminary supports and concrete final linings, due to considering the geometric shape and the stress field in the calculation code.

CHAPTER 6

Assumed is known, according to the geometric relationship shown in Fig. 6-3, one can obtain that and are the functions of :

( , ) is on the line which is:

Since is also the intersection of line and vertical axis , then one obtains :

(6-6)

Therefore, all the unknown parameters, , and , are the functions of . Once is known, and can also be determined uniquely.

Given that is the radius of Circle ; is the radius of Circle ; is the radius of Circle ; is the angle of ; is the angle of ; is the angle of (Fig. 6-3). Then the following formulas can be obtained:

It can be found from Eqs. 6-7 to 6-12 that and are functions of the unknown parameters and .

The area of rectangular tunnel shown in Fig. 6-3a is:

(6-13)

The area of the sub-rectangular one shown in Fig. 6-3b is:

Fig. 6-5 presents the optimization procedure based on the HRM method. is the change of area between the sub-rectangular and rectangular tunnel, which is equal to:

The basic idea of the present optimization is based on searching the optimum sub-rectangular tunnel shape in terms of the smaller bending moment by changing the radius of Arch3 under the specific soil parameters.

Each optimization step is determined by using an iteration step of 0.01 for and the constraint (see section 3.3). A parametric study was done in these two parameters and will be presented in the following part. For one given value of , there is only one corresponding shape of the sub-rectangular tunnel.

Then on the basis of the HRM method, a set of maximum internal forces (M max and N max ) for this corresponding shape can be obtained. An iteration step of 0.01 for is adopted (Fig. 6-5). Repeating the optimization procedure shown in Fig. 6-5 until the condition , it permits to obtain all the maximum internal forces. Since the tunnel lining should work in compression and tensile stresses should be avoided as far as possible, the optimal shape of the sub-rectangular tunnel is determined by the minimum M max .

CHAPTER 7 152 additional thermal stresses. Therefore, the additional soil thermal stresses caused by the change of temperature can be expressed by: (7-2) in which indicates the Young"s modulus of ground; represents the radial soil restrained thermal strain caused by the temperature change, which can be given by:

where is the soil coefficient of thermal expansion (/℃); the change of temperature.

Unlike the soil thermal strains, the lining strains caused by the change of temperature cannot be completely converted to additional tunnel lining thermal stresses. This is because only the outer surface of the lining which is in contact with the soil mass is constrained, while the inner surface of the lining is free.

Meanwhile, [START_REF] Amatya | Thermo-mechanical behaviour of energy piles[END_REF] pointed out that only the restrained structure strains induce thermal stresses which should be considered in a structural design. Therefore, the additional thermal stresses of the tunnel lining can be expressed by:

where E indicates the Young"s modulus of tunnel lining; is the effective strain coefficient of lining which means the proportion of strain converted into thermal stress; represents the radial thermal strain of structure due to the change of temperature, which can be given by:

(7-5) in which is the lining coefficient of thermal expansion (/℃); means the change of temperature.

Therefore, to calculate the additional thermal stress , the key point is to determine the value of .