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GENERAL INTRODUCTION

Renewable energy is continuing to gain importance since traditional energy sources are not unlimited in the long run, especially for an epoch with increasing energy demand. Moreover, environmental risks such as air pollution, regional acidification and climate change [START_REF] Shortall | Geothermal energy for sustainable development: A review of sustainability impacts and assessment frameworks[END_REF] emerge gradually by consuming fossil fuels. Shallow geothermal energy is among the many sources of renewable energy, and ground heat exchanger coupled heat pump system is often used to profit this energy, the system is conventionally called Ground Source Heat Pump (GSHP) system, composed mainly by ground heat exchanger and heat pump. The U.S. Environmental Protection Agency (EPA) has identified GSHP systems as the most energy-efficient and environmentally clean heating and cooling option (Atam and Helsen, 2016a). In our investigation, two typical closed-loop ground heat exchangers indicating Borehole Heat Exchanger (BHE) and Horizontal Ground Heat Exchanger (HGHE) are investigated.

Till now, there are various (semi-) analytical and numerical simulation approaches to evaluating the performance of ground heat exchangers. However, the hydrothermal transfer in surrounding soil has rarely been studied. Instead, the surrounding media is conventionally supposed to be homogeneous with effective soil thermal properties and average ground temperatures, especially in the analytical model. As shallow BHEs are often (partly) installed in soils, it is necessary to investigate the hydrothermal variation around the ground heat exchanger during its service period.

The installation of BHEs is increasing over the years, however, some drawbacks have also surfaced. For instance, [START_REF] Hein | A numerical study on the sustainability and efficiency of borehole heat exchanger coupled ground source heat pump systems[END_REF] report that some BHE applications are experiencing the gradual decrease of outflow temperatures and have to be shut down. Therefore, it is necessary to comprehensively study the aspects influencing the BHE performance. For example, the geotechnical condition surrounding the BHE, the grout, the pipe and the carrying fluid. To ensure a stable operation of BHE, factors influencing its performance must be identified during the design stage.

In the perspective of BHE, Thermal Response Test (TRT) is often conducted to obtain the effective ground thermal conductivity surrounding the BHE. Nevertheless, the capital investment of TRT is not affordable for some small or medium projects. Therefore, it is necessary to provide guidance of the effective soil thermal conductivity surrounding the BHE for some small or medium projects.

Horizontal Ground Heat Exchanger (HGHE) is also one of those closed-loop heat exchangers.

Unlike BHE, HGHE is installed shallowly beneath the ground surface, and the atmospheresoil interaction can influence finally the HGHE performance. Therefore, the traditional boundary condition by setting time-varying ambient temperature on the ground surface might not be accurate. In order to reflect the ambient-soil interaction on the ground surface, Neumann boundary condition can be applied for the ground surface by having time varying heat fluxes considering ground surface energy and water balance.

There are mainly 4 objectives in this investigation:

1. Applying hydrothermal transfer physics in the numerical simulation model for both BHE and HGHE.

2. Exploring different factors influencing the performance of a shallow BHE installed in soils.

3. Providing an approach to estimating the effective soil thermal conductivity surrounding the BHE.

4. Estimating the performance difference of a HGHE by considering conventional Dirichlet boundary condition and the Neumann boundary condition on the ground surface.

The thesis consists of 6 chapters:

Chapter I presents the literature review over the ground heat exchanger systems, including its development and types, with major focuses on the different approaches to estimating the ground heat exchanger performance, the factors influencing the BHE in unsaturated soil, TRT conducted for shallow BHE and the general investigations for the HGHE. The research questions in this project have also been brought out in this chapter.

Chapter II presents a summary of basic physics included in investigating ground heat exchangers. These physics include mass and energy balance in soil, energy balance in grout, energy balance in pipe and energy balance in carrying fluid.

The following 4 chapters (III, IV, V and VI) are based on 4 published research papers in this project.

Chapter III conducts the numerical simulation of a BHE installed in Alsace region (France).

The model contains hydrothermal transfer equations in porous media, which is also used for the subsequent chapters. In this chapter, the long-term (from 1 to 5 years) performance of a shallow BHE is evaluated for constant inlet temperature and seasonal heat load scenarios. In addition, the hydrothermal variation of the porous media surrounding the BHE has been analyzed during the working period of the ground heat exchanger. (Based on Tang F, Nowamooz H (2018). Long-term performance of a shallow borehole heat exchanger installed in a geothermal field of Alsace region. Renewable Energy 128,[210][211][212][213][214][215][216][217][218][219][220][221][222] Chapter IV investigates 15 design factors influencing the performance of a shallow BHE installed in two unsaturated soils (clay and sand) for 1 year. The main factors together with the tendency of BHE performance with different parameters are concluded in this chapter.

The obtained results have practical values for BHE applications when choosing different BHE parameters. (Based on Tang F, Nowamooz H (2019). Factors influencing the performance of shallow Borehole Heat Exchanger. Energy Conversion and Management 181,[571][572][573][574][575][576][577][578][579][580][581][582][583] Chapter V provides an analytical approach to estimating the effective soil thermal conductivity for BHE installed in unsaturated soils by conducting sensitive analysis of the TRT considering various testing times, field conditions and U-pipe lengths. The approach can be used to roughly estimate the effective soil thermal conductivity for BHE installed in unsaturated soils. The approach is especially useful for small or medium projects with short BHEs which are not able to afford the TRTs. (Based on Tang F, Nowamooz H (2019).

Sensitive analysis on the effective soil thermal conductivity of the Thermal Response Test considering various testing times, field conditions and U-pipe lengths. Renewable Energy 143, 1732Energy 143, -1743.) .) Chapter VI identifies the HGHE performance with Dirichlet and Neumann boundaries on the ground surface. The Dirichlet boundary uses ambient temperature as ground surface boundary, while the Neumann boundary considers the ground surface energy/water balance. It should be noted that Dirichlet boundary is traditionally used in computation models estimating the performance of a HGHE, however, the surface temperature can be influenced by the HGHE. This effect can further influence the HGHE performance since it is conventionally installed between 1 and 2 meters. The Neumann boundary on the ground surface is closer to real field condition, while it requires additional calculations, such as energy/water balance on the ground surface, which make it not popular to researchers. This chapter gives a general idea on how the two different boundaries influence the HGHE performance. (Based on Tang F, Nowamooz H (2020). Outlet temperatures of a slinky-type Horizontal Ground Heat Exchanger with the atmosphere-soil interaction. Renewable Energy 146,[705][706][707][708][709][710][711][712][713][714][715][716][717][718] Conclusions and perspectives are summarized in the additional chapter.

I. LITERATURE REVIEW I.1. Introduction

In the 21 st century, one of the major challenges is the global warming caused by burning fossil fuels: oil, coal, and natural gas. The major greenhouse gas leads to global warming is CO2. Its emission in the last 18 years has been shown in To meet the ever-increasing energy need and ensure a clean environment, renewable and sustainable sources of energy such as geothermal, solar, wind, and wave energy should be adopted to substitute or lower the dependence on the use of fossil fuels, and there are a number of policies encouraging the use of renewable energy [START_REF] Singh | An overview of ground-source heat pump technology[END_REF]. In the current work, geothermal energy was considered.

Generally speaking, the geothermal energy is identified by three categories: deep geothermal energy with high-temperature (higher than 150 º C) for electricity production; intermediate geothermal resource (less than 150 º C) for direct use; low-temperature reservoir (less than 32 ºC ) for Ground Source Heat Pump (GSHP) applications [START_REF] Omer | Some Aspects of Soil Thermal Properties[END_REF]. There are restrictions on the well depth and the local geological condition for the electricity production and direct use geothermal energy, while GSHP systems has less restrictions since ground temperature has negligible fluctuation as the depth reaches 10 m beneath the ground surface. The steady temperature beneath the ground surface has been profited since prehistoric times to store food or to live in [START_REF] Sanner | Ground Source Heat Pumps-history, development, current status, and future prospects[END_REF]. Shallow geothermal energy can also be accessed both during the day and the night, without stop.

The GSHP applications include space heating and cooling, water heating, crop drying, agricultural greenhouses, government housing facilities, etc. [START_REF] Bose | ADVANCES IN GROUND SOURCE HEAT PUMP SYSTEMS AN INTERNATIONAL OVERVIEW[END_REF]. As one of the renewable energies, the GSHP applications are increasing over the last decades all over Europe as a result of their high energy efficiency and support from the renewable energy policies and European directives [START_REF] Tsagarakis | A review of the legal framework in shallow geothermal energy in selected European countries: Need for guidelines[END_REF]. Generally, the overall installation growth in Europe is continuing at a steady pace, and the installed capacity surpasses 23,000

MWth by 2018, distributed over more than 1.9 Million GSHP installations [START_REF] Egec | Geothermal Market Report 2018[END_REF].

The main difference of GSHPs with a conventional Air Source Heat Pump (ASHP) is that they use the ground as a heat source or heat sink. The main advantage of GSHP systems over ASHPs is their stable and higher efficiency thanks to a relatively higher-lower (relatively higher for winter, relatively lower for summer) and stable ground temperature compared to the ambient air temperature [START_REF] Atam | Ground-coupled heat pumps: Part 1 -Literature review and research challenges in modeling and optimal control[END_REF]. A detailed comparison between the ASHPs and GSHPs from different aspects is given in Table I.1. In the heating season, the ground heat exchanger will absorb heat from ground, and this energy will be transferred to heat pump, which is conventionally based on a vapor-compression refrigerant cycle. The heat pump is driven by electricity. After that, the energy will be used for distribution system (such as domestic heating). [START_REF] Blum | CO2 savings of ground source heat pump systems -A regional analysis[END_REF] demonstrate that the CO2 reductions for one installed GSHP unit with an average heating supply of 11 kW is at least 1800 kg per year in Germany. GSHP system is also reported as the most cost-effective heating and cooling systems [START_REF] Serageldin | Thermo-hydraulic performance of the U-tube borehole heat exchanger with a novel oval cross-section: Numerical approach[END_REF].

Table I.1. Comparison of different characteristics between

Due to its advantage, it has been estimated that about 1.3 million GSHP systems are installed worldwide in 2005, and this number has been increased at least twice in comparison to the year 2000. [START_REF] Bertani | Geothermal power generation in the world 2010-2014 update report[END_REF] reports the installed capacity of geothermal energy all over the world increases 13.0% from 2005 to 2015, and there will be a 68.5% increase from 2015 to 2020. However, the high investment cost that involves in the GSHP systems in comparison with other more conventional systems, despite being more efficient, has led to a low implementation of these systems in zones like the South of Europe, especially in comparison with northern countries, where the use of GHSPs for heating applications is widespread [START_REF] Cazorla-Marí N | Modelling and experimental validation of an innovative coaxial helical borehole heat exchanger for a dual source heat pump system[END_REF]. In 2008, Sweden represented more than one third of the total GSHPs in European countries, where GSHP systems supplied around 20% of the heating demand (reaching around 35% of savings in greenhouse gases emissions), followed by Norway (around 9%) and Finland (around 7%), while in southern countries they supplied less than 1% of the total heating demand [START_REF] Bayer | Greenhouse gas emission savings of ground source heat pump systems in Europe: A review[END_REF][START_REF] Cazorla-Marí N | Modelling and experimental validation of an innovative coaxial helical borehole heat exchanger for a dual source heat pump system[END_REF].

The shallow geothermal energy system has an approximate lifespan of 40-50 years and is regarded as a semi-permanent energy system [START_REF] Lee | In-situ response test of various borehole depths and heat injection rates at standing column well geothermal heat exchanger systems[END_REF]. Generally, open and closed heat exchangers are available for the exploitation of shallow geothermal energy [START_REF] Florides | Ground heat exchangers-A review of systems, models and applications[END_REF], which are then served as low-potential sources of thermal energy for heat pumps (Adamovsky et al., 2015a). Open-loop systems can provide a higher energy yield than closed-loop systems, however, they have a higher financial risk due to running costs and a higher environmental risk associated with possible groundwater pollution [START_REF] Cui | Numerical analysis of coupled thermo-hydraulic problems in geotechnical engineering[END_REF].

The thesis is mainly about investigating and improving the design techniques of closed-loop ground heat exchanger. In this chapter, some general ideas about ground heat exchangers and the related researches are going to be introduced.

The introduction about GSHP system is going to be presented in section I. 

I.2. The introduction about GSHP system

The first known record of the concept of GSHP is a patent issued in 1912 in Switzerland [START_REF] Ball | Design methods for ground-source heat pumps[END_REF][START_REF] Yang | Vertical-borehole ground-coupled heat pumps: A review of models and systems[END_REF]. The first wave of interest in the GSHP technology began in both North America and Europe after the 2 nd World War and lasted until the early 1950s when gas and oil became widely used as the heating fuels. At that time, the basic analytical theory for the heat conduction of the GSHP system was proposed by [START_REF] Ingersoll | Theory of the ground pipe source for the heat pump[END_REF], which served as a basis for the development of some of the later design programs.

The next period of intense activity on the GSHPs started in North America and Europe in 1970s after the first oil crisis, with an emphasis on experimental investigation [START_REF] Yang | Vertical-borehole ground-coupled heat pumps: A review of models and systems[END_REF]. Nonetheless, the lack of experience, quality, knowledge of the installers, etc. ruined the reputation of heat pumps in Germany around 1980, and the sales numbers of the GSHP dropped before the decrease of the oil price [START_REF] Sanner | Ground Source Heat Pumps-history, development, current status, and future prospects[END_REF]. The systems used in the late 1980s are similar to modern systems which consists of a borehole drilled into the ground equipped with a heat exchanger. The heat exchanger commonly consists of a single U-shaped plastic tube in which a fluid is circulated to transfer heat from the bedrock surrounding the borehole [START_REF] Johnsson | Modelling and evaluation of groundwater filled boreholes subjected to natural convection[END_REF]. In the ensuing decades, further efforts were made to establish the installation standards and to develop design methods [START_REF] Yang | Vertical-borehole ground-coupled heat pumps: A review of models and systems[END_REF].

The GSHP systems include the stand-alone GSHP systems and the hybrid GSHP systems.

The major purpose of using hybrid GSHP systems is to reduce the high initial cost of GSHP systems and to improve the system performance through maintaining the ground thermal balance. Auxiliary heat rejecters or absorbers are used in hybrid GSHP systems to supply a fraction of building cooling or heating demand. The cooling towers and solar thermal collectors are the most common auxiliary heat rejecters and heat absorbers in hybrid GSHP systems. In recent decades, some newly developed energy technologies such as Phase Change Materials (PCMs) and Photovoltaic Thermal (PVT) collectors have also been used to couple the GSHP systems [START_REF] Xia | Performance evaluation and optimisation of stand-alone ground source heat pumps and hybrid ground source heat pumps with integrated solar photovoltaic thermal collectors[END_REF].

The conventional GSHP systems are secondary loop geothermal systems, containing the loop installed in ground and the loop for heat pump. There are also explorations on direct expansion geothermal heat pump, which is a single loop configuration (Figure I.3). In this heat pump, the refrigerant is circulating directly through the pipe installed in the ground and there is no need of a loop to heat pump heat exchanger. Copper piping is commonly used in these systems due to its superior heat transfer characteristics [START_REF] Self | Geothermal heat pump systems: Status review and comparison with other heating options[END_REF]. The main advantages for this single loop configuration are reduced costs by eliminating the secondary loop ground side, low power consumption for operation, reduced maintenance costs and improved heat transfer conditions between the grout and the U-pipe thanks to copper used to manufacture the underground U-pipe compared to plastic used in secondary loop systems [START_REF] Fannou | Experimental analysis of a direct expansion geothermal heat pump in heating mode[END_REF]. However, direct expansion systems are pressurized, necessitating good engineering since the probability of rupture is increased due to substantial above ground forces or abnormal operation. The entire system may need to be dug up for repairs if piping is damaged. Another disadvantage of this system is the requirement for increased refrigerant to accommodate the volume of the ground loop, which increases cost [START_REF] Self | Geothermal heat pump systems: Status review and comparison with other heating options[END_REF]. In the recent years, numerous investigations have been also conducted on the stand-alone GSHP. There are also many (semi-) analytical and numerical approaches in estimating the performance of a ground heat exchanger. However, it is still necessary to estimate accurately the performance of a ground heat exchanger. The optimal design of a ground heat exchanger also enables the GSHP systems to have more economical and environmental benefits, as well maintain a positive reputation among customers. Our investigation aims to provide approaches to better design GSHP systems concerning the part of ground heat exchanger.

I.3. Different types of ground heat exchangers

The heat pump unit in a GSHP system can be connected with the ground heat exchanger in two general types, denoting open-loop and closed-loop ground heat exchangers [START_REF] Suryatriyastuti | Understanding the temperatureinduced mechanical behaviour of energy pile foundations[END_REF]. These two ground heat exchangers are introduced in the following sections. To select appropriate type of geothermal system, it is important to investigate the geology, heat flow, hydrogeological regime, fluid dynamics, fluid chemistry, faults and fractures, stress regime and the local lithological sequence [START_REF] Eidesgaard | Shallow geothermal energy system in fractured basalt: A case study from Kollafjørður, Faroe Islands, NE-Atlantic Ocean[END_REF][START_REF] Moeck | Catalog of geothermal play types based on geologic controls[END_REF].

I.3.1. Open-loop ground heat exchangers

An open-loop ground heat exchanger system is a system that pumps water from a water source to provide heat for the heat pump, and the water that exits from the heat pump unit is discharged into drains, groundwater, or surface water bodies. The discharged water can be useful for other purposes including irrigation, consumption, etc. Most installations are based on a well-doublet scheme in a shallow aquifer including an extraction well, which pumps groundwater, and an injection well where the cooled or warmed water is injected back into the same aquifer at the same rate, but at a different temperature [START_REF] Bayer | The geothermal potential of cities[END_REF]. The depth of the wells is typically less than 50 m [START_REF] Banks | An introduction to thermogeology: ground source heating and cooling[END_REF]. The Open-loop heat exchanger systems can be connected via different configurations, depending on the type of water intake and discharge sources [START_REF] Singh | An overview of ground-source heat pump technology[END_REF], a typical open-loop heat exchanger is shown in Overall, the open loop systems are considered to have a better thermodynamic performance and a lower cost compared to the closed loop systems [START_REF] Aresti | A review of the design aspects of ground heat exchangers[END_REF]. However, the system is not available in water shortage areas and its environmental risk is higher due to water pollution.

I.3.2. Closed-loop ground heat exchangers

The closed-loop ground heat exchangers are the most frequently applied ground heat exchangers [START_REF] Bayer | The geothermal potential of cities[END_REF], they are either placed underground in horizontal, vertical or oblique position, and a heat carrier medium is circulated within the heat exchanger, transferring the heat from the ground to a heat pump or vice versa [START_REF] Florides | Ground heat exchangers-A review of systems, models and applications[END_REF]. There are also closed-loop heat exchangers installed in rivers or seas to absorb or reject heat for buildings beside waters [START_REF] Wu | Mathematical Modeling and Performance Analysis of Seawater Heat Exchanger in Closed-Loop Seawater-Source Heat Pump System[END_REF]. show that the U-pipe is the most widely used configuration of BHEs (72%), while the helix, coaxial, and W-tube configurations have percentages of 13%, 9%, and 6%, respectively [START_REF] Javadi | Performance of ground heat exchangers: A comprehensive review of recent advances[END_REF]. Polyethylene (PE) pipe is the most comment pipe material [START_REF] Javadi | Performance of ground heat exchangers: A comprehensive review of recent advances[END_REF]. Its main advantage is its space-saving capacity, and it is more efficient than HGHE since it is installed deeper beneath the ground surface. However, the initial cost of the BHE becomes higher compared to conventional heating/cooling systems, which is mainly due to its high drilling cost. thus limited to new buildings [START_REF] Bayer | The geothermal potential of cities[END_REF]. The energy pile can be used as heat exchanger and building structural element [START_REF] Rammal | Impact of thermal solicitations on the design of energy piles[END_REF]. The initial drilling cost is eliminated since they are needed for structural support [START_REF] Singh | An overview of ground-source heat pump technology[END_REF]. Concrete is an ideal heat transfer medium because of its high thermal energy storage capacity and thermal conductivity [START_REF] Cui | Techno-economic evaluation of multiple energy piles for a ground-coupled heat pump system[END_REF][START_REF] You | Performance analysis of hybrid ground-coupled heat pump system with multi-functions[END_REF]. Energy piles are conventionally shorter and wider than boreholes, and their aspect ratios (length to diameter ratio) typically fall below 50, while corresponding ratios for BHEs range between 200 and 1500, and it can accommodate a wide range of configurations (e.g., W shape, single-U, double-U, spiral) [START_REF] Alberdi-Pagola | Thermal design method for multiple precast energy piles[END_REF]. It should be noted that because energy piles are installed beneath buildings, the cooling and heating load should be evaluated carefully during the design stage since they are a potential risk of mechanical problems for the buildings. Energy piles are installed conventionally in the building foundations, which may thermally induce additional settlement or load, thus jeopardize the stability of the supported building. The fluid temperatures in energy piles must be kept above 0 (to 2) °C to ensure the structural integrity and to avoid the soil freezing and any deterioration of the bearing capacity (Ground Source Heat Pump Association, 2012).

Compared with BHE and energy piles, HGHE (Figure I.5-c) is less efficient and it requires larger installation areas, while it has the advantage of lower excavation cost, which makes it more suitable for suburban areas where sufficient area is available (Jeon et al., 2018a). HGHE is installed normally between 1 and 2 m beneath ground surface (Garcia [START_REF] Gonzalez | Interactions between the physical soil environment and a horizontal ground coupled heat pump, for a domestic site in the UK[END_REF], which causes it more tended to be influenced by meteorological conditions than BHE or energy piles. The HGHE is conventionally surrounded by backfill soil from the local site.

Generally, a slinky-type pipe can be used as heat exchanger to improve the efficiency of the HGHE.

I.4. Shallow BHEs

The geothermal energy within a range of 0-400 m is categorized as shallow geothermal energy [START_REF] Erol | Efficiency of various grouting materials for borehole heat exchangers[END_REF]. Compared with the large initial capital investment required for deep BHE, shallow BHE is more economically feasible and appealing. Nowadays, shallow BHE is adopted in many office buildings due to its good efficiency, low maintenance cost, low noise, and no pollutions. Due to its sustainable characteristics, geothermal energy has been receiving attention over the years. Nowadays, GSHPs are reported as the most costeffective heating and cooling systems [START_REF] Serageldin | Thermo-hydraulic performance of the U-tube borehole heat exchanger with a novel oval cross-section: Numerical approach[END_REF]. A schematic of the BHE and the surrounding temperature contour during service period is shown in 

. Computational models for shallow BHEs

There are different models used in the shallow BHE applications. The models based on thermal response factors and numerical simulation models are the most popular approaches in BHE applications. These models are presented in the following.

a) Thermal response factor models

At first, it is the models based on thermal response factors [START_REF] Atam | Ground-coupled heat pumps: Part 1 -Literature review and research challenges in modeling and optimal control[END_REF]). The conventional way in which the thermal processes of a BHE are decomposed is in terms of the radius of the borehole: the process in the borehole is assumed to be in a steady state that is described by the effective thermal resistance of the borehole, Rb. The process outside the borehole depends on time and is represented by a G-function. Thermal response factor models represent techniques based on Infinite/Finite Line Source (I/FLS) theory, Cylindrical Source (CS) theory, etc. Several assumptions must be considered in the mathematic model [START_REF] Li | Review of analytical models for heat transfer by vertical ground heat exchangers (GHEs): A perspective of time and space scales[END_REF][START_REF] Yuan | Ground source heat pump system: A review of simulation in China[END_REF]:

•
The ground is infinite or semi-infinite in extent, depending on whether or not the influence of the surface is considered;

• The ground is with the uniform temperature profile and its thermophysical properties are homogeneous and stable;

•

The boundary condition for the wall of borehole or heat transfer pipe is either a constant flux or a constant temperature, and the heating exchange rate is constant;

• If the effect of the seepage of groundwater cannot be ignored, the flow is generally assumed to be homogeneous and parallel to the surface.

These approaches determine borehole wall temperatures in terms of net heat rate per borehole length from the ground and special functions, called G-functions introduced by Eskilson

(1987): 0 ,, , b s s U pipe U pipe U b pipe r B qt T T G k t z z D z ---  = -    (1.1)
where Tb is the borehole wall temperature (°C), T0 is the undisturbed ground temperature (°C), q is the average heat extraction rate per U-pipe length (W.m -1 ), ks is the ground thermal conductivity (W.m -1 .K -1 ) and G is the G-function. The G-function varies according to the nondimensional time t/ts, where ts = zU-pipe 2 /9αs is the characteristic time of the bore field, zUpipe is the pipe length (m) and αs is the ground thermal diffusivity (m 2 .s -1 ), rb/ zU-pipe is the nondimensional borehole radius, B the distance between two neighboring boreholes (m), B/zU-pipe is the non-dimensional borehole spacing, D the buried depth of the U-pipe (m), and D/zU-pipe is the non-dimensional buried depth [START_REF] Cimmino | The effects of borehole thermal resistances and fluid flow rate on the gfunctions of geothermal bore fields[END_REF].

Analytical, semi-analytic and numerical approaches can be used to derive G-functions. The most widely used approaches are based on FLS theory [START_REF] Eskilson | Thermal Analysis of Heat Extraction Boreholes[END_REF]. [START_REF] Zeng | A finite line-source model for boreholes in geothermal heat exchangers[END_REF] use the FLS method to obtain the average temperature variation along the U-pipe lengths. [START_REF] Lamarche | A new contribution to the finite line-source model for geothermal boreholes[END_REF] have simplified the solutions for the average temperature along U-pipe by using the FLS solution for the case D = 0 and [START_REF] Claesson | An Analytical Method to Calculate Borehole Fluid Temperatures for Time-scales from Minutes to Decades[END_REF] for the case D >= 0. [START_REF] Cimmino | A semi-analytical method to generate g-functions for geothermal bore fields[END_REF] propose a semi-analytical method to derive the G-functions by dividing the pipe into series of FLS segments. A 2D axisymmetric finite element model to calculate G-functions has been developed by [START_REF] Zanchini | Temperature distribution in a field of long Borehole Heat Exchangers (BHEs) subjected to a monthly averaged heat flux[END_REF].

The G-functions along the length of the boreholes are calculated for a uniform heat extraction rate. A 3D finite element model is developed by [START_REF] Monzó | A novel numerical approach for imposing a temperature boundary condition at the borehole wall in borehole fields[END_REF] to obtain the G-functions.

In their investigation, boreholes are modeled as cylinders of highly conductive material connected above the ground surface. A constant heat is injected into the ground through the highly conductive material. Due to the high thermal conductivity, the temperature tends towards uniformity at the borehole walls and the model replicates Eskilson's G-functions accurately.

The commonly used analytical models to obtain G-functions in BHE applications are listed in the following:

1) ILS model

The ILS model is a direct utilization of the point and infinite line source solutions provided by [START_REF] Carslaw | Conduction of Heat in Solids[END_REF]. This model relies on the fact that the borehole heat exchanger is represented by an infinite line embedded along the vertical axis. Thus, it calculates the temperature change at specific location in an infinite homogeneous medium based on the formula of point heat source, then using integration to account for the effect of other point sources at that desired location. The model assumes that the contact between the soil and the BHE goes along the centerline of the borehole, not along its surface area. [START_REF] Ingersoll | Theory of the ground pipe source for the heat pump[END_REF] propose that the temperature change at a distance r from a point heat source emitting instantaneously q units of heat at a time t as shown in Figure I.8-a can be calculated as follows:

22 ( )/(4 ) 3 1 ( )( ) 2 s rz s s s q Te k     -+  = (1.2)
where αs is the soil thermal diffusivity (m 2 .s -1 ), ks is the soil thermal conductivity (W.m -1 .K -1 ),

τ is time (s), 22 d L r z =+
is the distance between the point source and the study point (m). 
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Therefore, the temperature variation with the integration of β can be deduced:
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The above equation is the final equation used for computing the temperature variation in the surrounding homogeneous medium by assuming the heat exchanger is an ILS.

2) FLS model

The FLS takes the BHE length into account and approximates it by a finite line constituting a series of point sources. The temperature in the soil is calculated by integrating the solution of the continuous point source case over the length of the borehole. For FLS model, an imaginary line source is considered, which has the same characteristic of the original line source, except that it has an opposite heat rate, indicating if the original line injects heat to the ground then the imaginary line extracts heat and vice versa, which enables the ground surface boundary to keep a constant temperature same as its initial one throughout the service period of the BHE.

The content below is the derivation of a general FLS model. The derivation starts from the point source model similar to ILS model as follows [START_REF] Ingersoll | Theory of the ground pipe source for the heat pump[END_REF]:

22 /(4 ) /(4 ) 3 3/2 3/2 3/2 () 1 ( )( ) 8( )( )( ) 2 d s d s s LL ss s s q qk T e e k            --    = = (1.9)
If a point source operates continuously from time 0 to t, the point source formula is integrated as:
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The above formula integrating from time 0 to time t can be deduced as the following form by setting / (2 )
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By introducing error function:
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The temperature variation becomes:

() 4 2 d sd s L q T erfc kL t     =  (1.15)
For a U-pipe with the length of zu-pipe, the temperature variation integration over its length can be given as:
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Physically, the soil mass is semi-infinite, and the surface temperature variation has significant influence on the soil temperature. To model the soil mass as a semi-infinite region in the vertical direction and impose a prescribed temperature at the ground surface, the method of images can be utilized [START_REF] Carslaw | Conduction of Heat in Solids[END_REF]. This method was first introduced in the mathematical theory of electricity, and elegantly adopted to the solution of heat conduction in semi-infinite medium, where a constant temperature is imposed at the surface [START_REF] Al-Khoury | Computational Modeling of Shallow Geothermal Systems[END_REF]. The image has corresponding values as those in the original line but opposite in magnitude (Figure 2). Thus, the equation representing ground temperature variation for a FLS model can be given as:
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The CS solution for a constant heat transfer rate was first developed by [START_REF] Carslaw | Conduction of Heat in Solids[END_REF], then refined by [START_REF] Ingersoll | Theory of the ground pipe source for the heat pump[END_REF]. The cylindrical heat source can be regarded as a collection of numerous line sources with a heating rate of / (2 ) qd , disposed along a circle of the radius rb. The temperature rise at any location with the radial coordinate r should be the sum, or integral, of all the individual temperature rises caused by the corresponding line sources. The solid cylindrical source model is provided as follows [START_REF] Man | A new model and analytical solutions for borehole and pile ground heat exchangers[END_REF]: 

4) Model improvements and some comments

Besides the basic conventional models described above, there are many developments on these models. [START_REF] Molina-Giraldo | A moving finite line source model to simulate borehole heat exchangers with groundwater advection[END_REF] provide an analytical approach from the FLS model that accounts for groundwater flow. It is a 3D model taking a constant surface temperature and vertical heat losses (axial effects) into account. [START_REF] Abdelaziz | Multilayer finite line source model for vertical heat exchangers[END_REF] introduce a finite line-source model for BHE embedded in a layered soil profile. They divide the heat exchanger into a number of segments to represent various soil layers along its length and heat exchange induced temperature change at a certain location within the soil formation is subsequently evaluated by summing up the individual contributions of all these segments. [START_REF] Erol | Multilayer analytical model for vertical ground heat exchanger with groundwater flow[END_REF] have extended the capability of the existing composite method of [START_REF] Abdelaziz | Multilayer finite line source model for vertical heat exchangers[END_REF] by taking into account the groundwater flow and the anisotropy in different layers. [START_REF] Bandos | Finite line-source model for borehole heat exchangers: effect of vertical temperature variations[END_REF] present a solution to the three-dimensional FLS model for BHE that takes into account the geothermal gradient and allows arbitrary ground surface temperature changes. Analytical expressions for the average ground temperature are derived by integrating the exact solution over the line-source depth. This method has been further developed by [START_REF] Zhang | Improvement on an analytical finite line source model considering complex initial and boundary conditions: Part 1, model development and validation[END_REF], which can apply more complex boundary conditions.

Based on CS model, [START_REF] Nian | Analytical g-function for vertical geothermal boreholes with effect of borehole heat capacity[END_REF] propose a new analytical model of thermal response function that takes the effect of borehole heat capacity on ground thermal response into account. They find that their model shows higher precision for simulation of ground thermal response. [START_REF] Lamarche | g-function generation using a piecewise-linear profile applied to ground heat exchangers[END_REF] develop a modification of the classical finite line source solution in order to take into account the linear variation of a thermal load along the line source. The new mathematical solution allows a more precise representation of the thermal load along the borehole in the case of thermal simulation of ground heat exchangers.

The models based on thermal response factors are widely used in real applications, however, some aspects influencing the BHE performance have been neglected. For example, Fossa (2011) reports that FLS solution overestimates Eskilson's G-functions when thermal interaction between boreholes becomes significant due to the difference in the boundary condition at the borehole walls used to calculate the G-functions. [START_REF] Yang | Vertical-borehole ground-coupled heat pumps: A review of models and systems[END_REF] note that both the ILS model and the CS model neglect the axial heat flow along the borehole depth, resulting that they are not adequate for analyzing the long-term BHE performance. [START_REF] Lamarche | A new contribution to the finite line-source model for geothermal boreholes[END_REF] compare the G-function obtained from the CS and the FLS model.

They conclude that neither solution reaches a steady state value, which is due to the logarithmic behavior of the solution at infinity and they are not appropriate for a large time simulation. [START_REF] Li | Review of analytical models for heat transfer by vertical ground heat exchangers (GHEs): A perspective of time and space scales[END_REF] report that moisture transfer in porous medium can influence largely the thermal process in the ground, however, it seems that the analytical solutions are impossible to be used to investigate the moisture transfer in BHE applications. [START_REF] Hermanns | On the ill-posedness of the g-function model for the thermal response of geothermal heat exchangers[END_REF] point out that G-function model is ill-posed when D = 0 m, indicating that a solution to the formulated problem with D = 0 m can be obtained for a given numerical discretization, but that solution will not converge to a unique solution as the numerical discretization is refined. They have further adopted a method to solve this problem by assuming uniform heat injection rate per unit borehole length. [START_REF] Cimmino | Fast calculation of the g-functions of geothermal borehole fields using similarities in the evaluation of the finite line source solution[END_REF] report that using series of FLS segments to model the boreholes significantly increases the computational time for the evaluation of the thermal response factors. The computational time is approximately proportional to the square of FLS in the bore field.

b) Numerical simulation approaches

Numerical modelling approaches in shallow BHE engineering are normally based on finite difference/volume/element methods and the models are large-scale models in general. The numerical simulation models are the most accurate models since they can consider dynamic ground surface boundary conditions, the effects of moisture in the soil and groundwater flow (Atam and Helsen, 2016a). However, the numerical simulation models require a large amount of calculation time compared with models based on thermal response factors. Nevertheless, the numerical simulation models are popular due to the increasing performance of computers, such as some packages in finite element software: COMSOL Multiphysics, FlexPDE, TOUGHREACT, FEFLOW, OpenGeoSys, GLD, etc. [START_REF] Aresti | A review of the design aspects of ground heat exchangers[END_REF].

The following equations show an example of the physics in the numerical simulation of heat transfer in a BHE regarding 2D cylindrical model by using equivalent method to simplify the geometry of the BHE [START_REF] Yuan | Ground source heat pump system: A review of simulation in China[END_REF]:
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The equivalent radius for the U-pipe with unique radius (the conventional case) can be given as: With the initial condition: 0 ( , , 0) ( , 0) ( , , 0)

s f p T r z T z T r z T = = = (1.27)
Fluid inlet temperature is popular to be set as a boundary condition, the method by controlling temperature difference between inlet and fluid temperatures can also be used to set heat load as boundary condition. The boundary with fluid temperature can be given as:

( 0, t) f in T z T ==
(1.28)

The lateral boundary condition is normally considered to be adiabatic, defined as:

0 s r T r =  =  (1.29)
When there is no heat flux considered at the bottom, the boundary condition is given as:

0 U pipe s zz T z - =  =  (1.30)
For BHE, Dirichlet boundary condition is normally applied, and the ground surface temperature is conventionally assumed to be the same as the air temperature, therefore:

( 0) as T T z == (1.31)
where re-i and re-o indicate the inner and outer radius of the equivalent pipe (m), ρf, Cp-f, Tf, uf, Qf are the carrying fluid density (kg.m -3 ), specific heat capacity (J.kg -1 .K -1 ), temperature (°C), velocity (m.s -1 ) and heat source (W.m -3 ), ρp, Cp-p, Tp, kp, Qp are the pipe density (kg.m -3 ), specific heat capacity (J.kg -1 .K -1 ), temperature (°C), heat conductivity (W.m -1 .K -1 ) and heat source (W.m -3 ), ρs, Cp-s, Ts, ks, Qs are the soil density (kg.m -3 ), specific heat capacity (J.kg -1 .K - 1 ), temperature (°C), heat conductivity (W.m -1 .K -1 ) and heat source (W.m -3 ), n refers to the Upipe number.

In the numerical simulation, fully discretized models of BHE offer precise simulation results even if fast changing boundary conditions are applied [START_REF] He | APPLICATIONS OF A DYNAMIC THREE-DIMENSIONAL NUMERICAL MODEL FOR BOREHOLE HEAT EXCHANGERS[END_REF]. However, the application of fully discretized models leads to extensive computation times and a substantial effort. There are some optimizations of the numerical simulation model to reach a reasonable computation time, for example, heat conduction equation in pipe can be simplified as a thermal resistance equation since the energy variation in the pipe is negligible. [START_REF] Bauer | Thermal resistance and capacity models for borehole heat exchangers[END_REF] have introduced the thermal resistance models between the carrying fluids and the grout zones, grout zones and the borehole wall, and the thermal resistance among the grout zones, which can be coupled with numerical simulation method, at the same time reach a reasonable computation speed. Further, heat transfer in the vertical direction is sometimes not considered to simplify the above equations. In this case, the axial effect is neglected. The above computations by simplifying BHE geometry and using thermal resistance models can influence the accuracy of the numerical simulation method, while increase the computational speed.

There are many numerical simulation models being used for the BHE applications. Al- Some Artificial Neural Network (ANN) models have been recently used owing to the development of Machine Learning (ML) in the recent years, which can identify the complex relationships between inputs and outputs of a BHE [START_REF] Atam | Optimal Control Approaches for Analysis of Energy Use Minimization of Hybrid Ground-Coupled Heat Pump Systems[END_REF][START_REF] Esen | Forecasting of a ground-coupled heat pump performance using neural networks with statistical data weighting pre-processing[END_REF][START_REF] Gang | Predictive ANN models of ground heat exchanger for the control of hybrid ground source heat pump systems[END_REF][START_REF] Gang | Performance analysis of hybrid ground source heat pump systems based on ANN predictive control[END_REF]. However, there are two obvious drawbacks for the ANN models according to Atam and Helsen (2016a): (a) an ANN based borefield model predicting both short and long term thermal effects in the ground requires training data over 10-20 years, which is not feasible, (b) ANN models may be very complex to be handled in mathematical optimization algorithms. Compared to the thermal response factor and the numerical simulation models, ANN is hardly used to evaluate the performance of a ground heat exchanger.

A qualitative comparison of the thermal response and numerical models is shown in Table I.2 [START_REF] Atam | Ground-coupled heat pumps: Part 1 -Literature review and research challenges in modeling and optimal control[END_REF]. The comparison shows that there are different advantages using thermal response factor models and numerical models for the computation of shallow BHEs.

Generally, thermal response models calculate faster, while it is less comprehensive than numerical simulation models. Moisture in the soil effect inclusion capability 1 5

Groundwater effect inclusion capability 1 5

Applicability to dense borefields 5 1

Easiness to obtain 3 1

I.4.2. Experimental methods on shallow BHEs

The experimental works conducted in the literature for BHEs are either performing tests in the field using full-size facilities or in the laboratory on a reduced scale (Salim [START_REF] Salim Shirazi | A small-scale experimental apparatus to study heat transfer in the vicinity of geothermal boreholes[END_REF].

For full-size monitoring, a suitable data set includes a high-quality independent measurement of the ground thermal properties at the site. The monitoring of the system also would include accurate measurements of the loop flow rate and the inlet/outlet temperatures, which should commence at the beginning of the system operation [START_REF] Yavuzturk | Field Validation of a Short Time Step Model for Vertical Ground-Loop Heat Exchangers[END_REF]. Javed and Fahlen (2010) and has been reported by [START_REF] Hern | Design of an Experimental Facility for Hybrid Ground Source Heat Pump Systems[END_REF] and [START_REF] Gentry | Simulation and Validation of Hybrid Ground Source and WaterLoop Heat Pump Systems[END_REF] University for both heating and cooling demand. They used the measured performance data from the site to calculate the actual thermal performance of the GSHP system during one of its early years of operation. They showed additionally how the various system components affect the performance, presented an uncertainty analysis, and described how some unanticipated consequences of the design may be improved. [START_REF] Naicker | Long-term high frequency monitoring of a large borehole heat exchanger array[END_REF] collected a large ground heat exchanger array consisting of 56 boreholes during a period of 38 months since its start service time, which is associated with a mixed-use university building that has both heating and cooling loads. They find that the ground heat exchange was found to be dominated by rejection of heat over the monitoring period.

There are also small-scale laboratory type facilities to investigate the performance of BHEs.

Compared with full-scale measurements, small-scale tests are usually with shorter test time, while easier to control. In addition, it is more feasible to conduct a small-scale test than a fullscale in-situ test considering the time and financial investment. [START_REF] Gu | Effects of backfill on the performance of a vertical U-tube ground-coupled heat pump[END_REF] provides a sandbox model with metal tank insulated on top, which is filled with local silty loam. The borehole has been molded at the center of the tank by pouring backfill soil. Thermocouples have been inserted in the tank to measure the inlet and outlet fluid temperature of the U-pipe. Two groups of five thermocouples have been additionally installed in the soil on each side of the borehole and evenly distributed radially at two vertical levels to examine the uniformity of the initial soil temperature. The duration for this test is up to 7 hours due to the restriction of the backfill soil. [START_REF] Beier | Reference data sets for vertical borehole ground heat exchanger models and thermal response test analysis[END_REF] have constructed a large-scale laboratory sandbox with 18-m of length, which is positioned horizontally and filled with saturated sand for a single U-pipe BHE. The sandbox has been placed in a room with a controlled temperature. An aluminum tube has been used to represent the borehole wall, which has been centered horizontally along the length of the sandbox. A HDPE U-pipe is then inserted into the aluminum tube and grout is filled in. Sand temperatures were measured at several locations including at the borehole wall. Thermistors were installed in the sand on the horizontal plane that ran through the centerline of the U-pipe, all on the inlet side. A 52-hour TRT has been carried out with a steady heat input followed by an intentionally interrupted test to determine ground thermal conductivity as well as the borehole thermal resistance. The generated dataset can be useful to test borehole models and thermal response test analysis procedure. Erol and Francois (2014) have built a 1×1×1 m 3 sand box to study the heat exchange rate and the borehole thermal resistance of a BHE made of various grouting material installed in dry and saturated soils.

Fifty-hour TRTs have been conducted in their work. Further, they have compared the temperature distribution in the sand box over distance and over time with a prediction given by a line source solution. The authors have noticed discrepancies between the analytical solution and the experiments. They attribute these differences to the influence of the room temperature boundary condition that was not considered by the analytical solution. 

a) Environmental and geotechnical condition

The environmental and geotechnical conditions are generally the conditions that cannot be modified. For example, the initial surrounding temperature, the ground water flow, the geotechnical condition and the initial ground heat flux. [START_REF] Liu | Investigation on the feasibility and performance of ground source heat pump (GSHP) in three cities in cold climate zone[END_REF] find that the meteorological parameters greatly impact the BHE performance and its feasibility in their energy simulations of a BHE installed in Qiqihaer, Shenyang and Beijing (China). By using analytical models, [START_REF] Samson | Influence of groundwater flow on cost minimization of ground coupled heat pump systems[END_REF] capacity varies from 1.6MJ.m -3 .K-1 to 2.4MJ.m -3 .K -1 . Their result shows that the effect of volumetric heat capacity is insignificant on the recovery of the ground media, as well the heat pump performance. More specifically, the difference of the temperature with maximum and minimum thermal capacity is less than 0.4 °C in both cases.

b) Grout thermal properties

In general, the grout thermal properties include the grout thermal conductivity and grout volumetric heat capacity. Sand, soil from local site, concrete, etc. can be used as the grout material surrounding the U-pipe. Conventionally, grout is positive to the performance of a BHE, since it is with better thermal properties compared with the surrounding porous media.

The influence of grout to the BHE performance includes mainly its material and diameter. [START_REF] Luo | Thermal performance and economic evaluation of double U-tube borehole heat exchanger with three different borehole diameters[END_REF] observe that the borehole diameters (0.121, 0.165 and 0.180 m) influences the BHE performance negligibly by conducting several in-situ investigations. By performing the TRT, [START_REF] Lee | Comparison of effective thermal conductivity in closed-loop vertical ground heat exchangers[END_REF] find that cement provides a higher borehole thermal conductivity than bentonite grout. [START_REF] Kurevija | Impact of grout thermal conductivity on the long-term efficiency of the ground-source heat pump system[END_REF] conclude that there is no real benefit of implementing thermal enhanced grout in an environment such as marly-clays with a mediocre thermal conductivity by performing a steady-state Thermal Response Step Tests (TRST) in a retrofit project containing 16 BHEs. By using finite difference method, [START_REF] Alberti | A Numerical Study on the Impact of Grouting Material on Borehole Heat Exchangers Performance in Aquifers[END_REF] conclude that the effects of a significant groundwater flow can be enhanced by a high thermal conductivity grout. [START_REF] Lee | Characteristics of thermally-enhanced bentonite grouts for geothermal heat exchanger in South Korea[END_REF] indicate that the thermal conductivity is improved with increasing content of silica-sand and graphite in an admixture, but the viscosity of the admixture also increases by conducting indoor experiments. They find that the thermal conductivity of bentonite-based admixture can reach 3.5 W.m -1 .K -1 by adding 30% graphite.

c) U-pipe properties

U-pipe is used for the carrying fluid circulating through the ground. The main properties influencing the BHE performance include its diameter, thickness, material (thermal conductivity), shank, spacing and configurations (double/triple parallel/cross U-pipe). [START_REF] Cui | 3D transient heat transfer numerical analysis of multiple energy piles[END_REF] demonstrate that the heat transfer rate gradually increases with the shank spacing, and the influence of shank spacing becomes insignificant when it is greater than 0.06 m by using the Finite Volume Method (FVM). [START_REF] Cao | Investigation on thermal performance of steel heat exchanger for ground source heat pump systems using full-scale experiments and numerical simulations[END_REF] observe that the steel pipe with a thermal conductivity of 16.27 W.m -1 .K -1 enhances 7% the BHE performance compared to the High-Density Polyethylene (HDPE) pipes with the thermal conductivity of 0.44 W.m - 1 .K -1 by numerical and experimental methods. By performing in-situ tests in Belgium, [START_REF] Desmedt | Experimental performance of borehole heat exchangers and grouting materials for ground source heat pumps: Experimental performance of borehole heat exchangers[END_REF] use the FLS model to analyze the thermal resistance of a BHE and conclude that 52% of thermal resistance can be reduced by adding additional U-pipe. Based on the numerical simulations, [START_REF] Bidarmaghz | NUMERICAL MODELLING OF GROUND LOOP CONFIGURATIONS FOR DIRECT[END_REF] report that the addition of a second Upipe increases the thermal performance of a BHE between 5% and 37% when Reynolds number is higher than 2300. In the thermal resistance model, [START_REF] Bauer | Thermal resistance and capacity models for borehole heat exchangers[END_REF] demonstrate that the thermal resistance for double parallel U-pipe is smaller than the resistance of double cross U-pipe. [START_REF] Serageldin | Thermo-hydraulic performance of the U-tube borehole heat exchanger with a novel oval cross-section: Numerical approach[END_REF] find the oval shape pipe with space between the two legs decreases the borehole thermal resistance by 18.47% compared with the circular tube by using finite element code ANSYS FLUENT.

d) Carrying fluid properties

Carrying fluid is directly used for extracting/injecting heat from the ground, depending on the heating/cooling mode of a GSHP system. Anti-freezing solution is traditionally used as carrying fluid scenario if heating mode is necessary since the fluid temperature can be less than 0 °C. The main properties influencing the performance of a BHE for carrying fluid are its carrying fluid material and fluid velocity. [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF] conclude that calcium chloride (20%) solution performs better than other anti-freeze carrying fluids (propylene glycol at 25% and 33% volume concentration, ethanol at 24% volume concentration) by using FEFLOW 6.0 software. By conducting indoor experiments, [START_REF] Asadi | A guideline towards easing the decision-making process in selecting an effective nanofluid as a heat transfer fluid[END_REF] finds that adding hybrid nanofluids within a microchannel can highly enhance the convective heat transfer coefficient.

e) Heat load

The heat load of a BHE is dependent on the building heat demand. One of the crucial elements for the BHE during the design stage is matching the heat load to the design factors, such as the length of a BHE. The main aspects of heat load influencing the performance of a BHE are the heat load level, heat load operation model (steady, intermittent, etc.). [START_REF] Cao | Restoration performance of vertical ground heat exchanger with various intermittent ratios[END_REF] find that intermittence operation modes can improve the heat exchange performance of a BHE after inspecting 0.7, 1, 1.4, 2 and 3 of intermittent ratios.

I.4.4. TRTs for shallow BHEs

Shallow BHE is a traditional approach to exploiting geothermal energy, and TRT is popularly conducted during the design stage of a shallow BHE to mainly decide the effective ground thermal conductivity and the borehole thermal resistance, which are necessary to design a GCHP system. TRT can be also used to roughly estimate the heat extraction/injection capacity of a BHE. The TRT is however a main cost of a heat pump system [START_REF] Marcotte | On the estimation of thermal resistance in borehole thermal conductivity test[END_REF].

A TRT unit typically consists of a pump, purge valves, an electric heating element, temperature sensors, a flow meter, and a data logger. TRT has firstly been proposed by [START_REF] Mogensen | Fluid to duct wall heat transfer in duct system heat storage[END_REF]. The first mobile measurement devices are introduced in Sweden [START_REF] Eklöf | TED-a Mobile Equipment for Thermal Response Tests[END_REF] and then in the USA [START_REF] Austin | Development of an in Situ System for Measuring Ground Thermal Properties[END_REF]. Since then, the test approach has spread rapidly and is available in about 40 countries worldwide [START_REF] Nordell | Thermal Response Test (TRT) State-of-the art 2011[END_REF][START_REF] Spitler | Thermal response testing for ground source heat pump systems-An historical review[END_REF]. The general procedure for assembling and conducting an in-situ TRT is shown In a conventional TRT, a constant power input is applied to soil with a continuous water flow during 2 or 3 days [START_REF] Bujok | Assessment of the influence of shortening the duration of TRT (thermal response test) on the precision of measured values[END_REF][START_REF] Raymond | Extending thermal response test assessments with inverse numerical modeling of temperature profiles measured in ground heat exchangers[END_REF], and the inlet/outlet fluid temperatures are continuously measured to determine bulk thermal properties over the borehole length [START_REF] Angelotti | On the applicability of the moving line source theory to thermal response test under groundwater flow: considerations from real case studies[END_REF][START_REF] Raymond | A Review of Thermal Response Test Analysis Using Pumping Test Concepts[END_REF]. Longer TRTs are more expensive than shorter ones and practitioners are therefore tended to conduct shorter TRTs.

However, the shorter test time can lead to the inaccuracy of the analytical results, for example, it can overestimate the effective ground thermal conductivity, therefore lead to a conservative design and increase the length of the BHE, thus increasing the final investment.

Generally, two methods are used to measure the undisturbed subsurface temperature. The first method consists in recording the vertical temperature profile in the ground heat exchanger.

For the second method, water is circulated in the ground heat exchanger for 10 to 20 min without injecting heat and water temperatures are measured with the TRT unit, to allow the measured temperature to reach a constant value assumed representative of the average subsurface temperature [START_REF] Raymond | A Review of Thermal Response Test Analysis Using Pumping Test Concepts[END_REF]. The first method appears more reliable than the second method because, for the latter, heat produced by mechanical work of the pump while operating the TRT unit can be transferred to the water in the pipes and thus introduce a bias in the measured temperature [START_REF] Gehlin | Determining undistrubed ground temperature for thermal response test[END_REF].

Before starting the test, air bubbles in the ground heat exchanger must be purged to ensure that air is not trapped in the system. The volumetric flow rate of water circulating in the pipe must be large enough for flow to remain transitional to turbulent to minimize thermal resistance due to fluid advection and to be representative of flow conditions prevailing when the heat pump system is in operation [START_REF] Raymond | A Review of Thermal Response Test Analysis Using Pumping Test Concepts[END_REF].

After measuring the background temperature purging the air trapped in the pipes, the test starts by injecting heat in the ground heat exchanger to disturb subsurface temperatures. It is a common practice to prevent external heat transfer by isolating any pipe lying at ground surface between the heat exchanger and the pump motor or the atmospheric air. However, the external heat transfer cannot be eliminated even with insulation, and it is therefore preferable to measure air temperature outside and inside the unit to quantify air temperature changes.

During the test, a steady-power supply can help minimize fluctuations in heat injection, although these fluctuations are rarely eliminated.

Although the fiber-optic Distributed Temperature Sensing (DTS) [START_REF] Beier | Vertical temperature profiles and borehole resistance in a U-tube borehole heat exchanger[END_REF][START_REF] Fujii | An improved thermal response test for U-tube ground heat exchanger based on optical fiber thermometers[END_REF] is available now to characterize the vertical thermophysical properties, the traditional TRT has not lost its popularity and is often used in practice. The TRT provides an average depth of the ground, indicating that the ground heterogeneity and anisotropy can be ignored [START_REF] Radioti | Experimental and numerical investigation of a long-duration Thermal Response Test: Borehole Heat Exchanger behaviour and thermal plume in the heterogeneous rock mass[END_REF]. Figure I.11 shows a TRT performed in a multi-layered field and its corresponding effective thermal conductivity. By comparing two models with homogeneous and stratified subsurface layers, [START_REF] Luo | Analysis on performance of borehole heat exchanger in a layered subsurface[END_REF] found that there was no significant difference between the fluid outlet temperatures in both models. After conducting the in-situ experiments for a heterogeneous rock, [START_REF] Radioti | Experimental and numerical investigation of a long-duration Thermal Response Test: Borehole Heat Exchanger behaviour and thermal plume in the heterogeneous rock mass[END_REF] employed the measured effective ground thermal conductivity in their numerical framework and concluded that the bedrock heterogeneity was not critical in the BHE simulations. [START_REF] Claesson | Conductive heat extraction to a deep borehole: Thermal analyses and dimensioning rules[END_REF] found also that the temperatures in the heat extraction mode were not different in homogeneous and stratified grounds.

Figure I.11. Schematic diagram for TRT and test results

The traditional method to analyze the TRT results is the ILS model [START_REF] Carslaw | Conduction of Heat in Solids[END_REF], and the ground temperature variation (ΔT) at a given time (t) and distance (rs) can be expressed as:
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where, T0 is initial ground temperature (°C), Ei is the integral exponential function, q is the heat per unit length of the line heat source (W.m -1 ), ks is the soil thermal conductivity (W.m - 1 .K -1 ), Cv-s is the soil volumetric heat capacity (J.m -3 .K -1 ), m is the index number, and 0.5772 is the Euler constant. When t is sufficiently large and Cv-srs 2 /(4kst) is sufficiently small (less than 0.05) [START_REF] Brunetti | A computationally efficient pseudo-3D model for the numerical analysis of borehole heat exchangers[END_REF], the above equation can be approximated as:

2 0 ( , ) ln( ) ln 0.5772 4 4 4 v s s s s s s Cr qq T T r t T t k k k  -   = -= - +   (1.33)
The borehole thermal resistance can be defined as:

( , )

f b b T T r t R q - = (1.34)
where, rb is the borehole radius (m). Therefore, the average fluid temperature can be obtained:

2 0 ( , ) ln( ) ln 0.5772 4 4 4 v s b f b b b s s s Cr qq T T r t qR t qR T k k k  -  = + = - + + +   (1.35)
where, the average fluid temperature is conventionally defined as the mean value of the carrying fluid inlet and outlet temperature ((Tinlet+Toutlet)/2). In the right part of the above equation, only the first term is variable with time and the other terms remain constant.

Therefore, the effective soil thermal conductivity can be estimated after the stabilization of the fluid temperature with the natural logarithm of time:

ln( ) 4 s f qt k T   =  (1.36)
Due to the simplicity and reliability of ILSM, it has been adopted into many investigations. Groundwater level affects the effective soil thermal conductivity obtained from the TRTs.

The groundwater level divides the soil into saturated and unsaturated zones. The saturated zone has normally a higher soil thermal conductivity. In the unsaturated zone, the soil thermal conductivity is largely dependent on field geology and suction/water content profiles [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF]. [START_REF] Luo | Influence of groundwater levels on effective thermal conductivity of the ground and heat transfer rate of borehole heat exchangers[END_REF] conducted six TRTs at two sites in a loess deposit with different groundwater levels and they found that the effective ground thermal conductivity increased remarkably with the increase of groundwater level, indicating that the effective thermal conductivity of the ground increased from 1.64 W.m -1 .K -1 to 2.07 W.m -1 .K -1 when the groundwater level changed from 35 m to 10 m. By conducting TRTs for a BHE in a karstic aquifer field, [START_REF] Smith | The effect of seasonal groundwater saturation on the effectiveness of large scale borehole heat exchangers in a karstic aquifer[END_REF] identified the significant influence of the water table on the effectiveness of the system. They suggested that TRTs should be conducted multiple times to better characterize the saturated zone.

I.4.5 Necessary research investigations on shallow BHEs

Despite a large number of investigations on the factors influencing the BHE performance, there is a lack of considering thoroughly the field conditions for BHEs installed in different soils. This is due to the complex hydrothermal transfer in porous media and its fluctuation with time and space especially at shallow depths. Due to the computational costs and numerical convergence problems, few studies have considered the underground hydrothermal variation induced by the seasonal hydrothermal variations on the ground surface to investigate the performance of shallow BHEs. [START_REF] Rivera | Ground energy balance for borehole heat exchangers: Vertical fluxes, groundwater and storage[END_REF] report that the ground surface supplies up to 35% of the energy for a 100 m depth shallow BHE. [START_REF] Bidarmaghz | The importance of surface air temperature fluctuations on long-term performance of vertical ground heat exchangers[END_REF] conclude that a depth reduction of 11% can be saved for a 30 m shallow BHE considering surface thermal recharge. Therefore, energy absorbed from ground surface plays a substantial role in the performance of shallow BHE.

Further, few studies have reported on the hydrothermal heat transfer between different soil layers in shallow BHE applications. Instead, underground domain was conventionally treated as a homogeneous medium. [START_REF] Choi | Numerical simulation of vertical ground heat exchangers: Intermittent operation in unsaturated soil conditions[END_REF] have implemented hydrothermal equations in finite element code ABAQUS to study the performance of a BHE, however, they assume that the initial temperature and the ground surface temperature to be constant, which is not the case in practice. Moreover, no hydraulic boundary condition was imposed on the ground surface, indicating the hydraulic profile was kept constant in their numerical simulation. In insitu condition, water content and therefore the negative water pressure (suction) vary with time and space beneath the ground surface under seasonal fluctuations on the ground surface.

Australian Standard on residential slabs and footing design (Standards Australia, 1996) reports that the depth of suction change around Victoria region is within the range of 1.5 -2 m below surface. [START_REF] Rajeev | Ground-atmosphere interaction modelling for long-term prediction of soil moisture and temperature[END_REF] conduct an experiment at Altona North and Fawkner region in Australia to observe the variation of water content fluctuation with time and space.

After a year, they find that the volumetric water content stays almost the same for Altona

North at 1.0 m in depth and for Fawkner at 0.9 m in depth.

Since BHEs are conventionally installed beneath water level, the soil profile is separated into saturated and unsaturated zones. The existence of these saturated and unsaturated zones is another aspect of the problem, often neglected in numerical simulations. Therefore, a robust model concerning a shallow BHE installed in different field conditions with the separation of the soil profile into saturated and unsaturated zones is still necessary.

In practice, the annual temperature fluctuation on the ground surface influences the ground temperature up to 10 m below ground surface. Thus, seasonal ground surface hydrothermal fluctuation also influences the TRT results [START_REF] Choi | Effect of disturbance on thermal response test, part 2: Numerical study of applicability and limitation of infinite line source model for interpretation under disturbance from outdoor environment[END_REF]. Few studies have considered the variations of water level and seasonal temperature on the TRT [START_REF] Jensen-Page | Investigation of the effect of seasonal variation in ground temperature on thermal response tests[END_REF] and further studies are still necessary for the seasonal climate changes in shallow depths.

Further, it is necessary to find an alternative approach to estimating the local effective soil thermal conductivity since TRT is not conducted in some small or medium projects due to its considerable financial investment. For example, a TRT for a borehole with a depth between 100 and 120 m can cost between 3000 and 5000 £ in England [START_REF] Synergy | Geological Survey/TRT/Design[END_REF]. In these cases, the ground thermal conductivity normally relies on the known results of TRTs conducted in nearby locations [START_REF] Mikhaylova | Uncertainties in the design of ground heat exchangers[END_REF] or by empirical estimations.

I.5. HGHEs

Compared to BHE, HGHE is more cost effective although it requires more installation space [START_REF] Self | Geothermal heat pump systems: Status review and comparison with other heating options[END_REF]. The costs can be further reduced by using a slinky-type HGHE [START_REF] Xiong | Development and validation of a Slinky TM ground heat exchanger model[END_REF], which enables it to be an appealing technology for residential and small nonresidential applications [START_REF] Al-Ameen | Recycling construction and industrial landfill waste material for backfill in horizontal ground heat exchanger systems[END_REF]. However, due to the shallow installation depth (conventionally between 1.0 and 2.0 m) (Garcia [START_REF] Gonzalez | Interactions between the physical soil environment and a horizontal ground coupled heat pump, for a domestic site in the UK[END_REF][START_REF] Habibi | Evaluation and improvement of the thermal performance of different types of horizontal ground heat exchangers based on technoeconomic analysis[END_REF], it is more sensitive to the meteorological condition than VGHE. The investigation on HGHE is also more sparse compared with VGHE due to the smaller installation amount in Europe [START_REF] Lund | Direct utilization of geothermal energy 2015 worldwide review[END_REF], however, the HGHE continues to be largely used in North America [START_REF] Raymond | Direct Utilization of Geothermal Energy from Coast to Coast: a Review of Current Applications and Research in Canada[END_REF]. The installation of a slinky-type HGHE has been shown in Figure I.12. Compared to BHEs, HGHEs are more complicated to be analyzed, even though they may be easier to install [START_REF] Lamarche | Horizontal ground heat exchangers modelling[END_REF].

The analytic solutions to the HGHE are limited due to fewer applications and more complicated influencing factors on its performance. Like numerical simulation models for BHEs, simulation models for HGHEs are with better accuracy since they can study more aspects related to the real in-situ situation. Despite using commercial software (FEFLOW, ANASYS, COMSOL Multiphysics, etc.), some in-house numerical simulation models were developed. For example, [START_REF] Mei | Theoretical heat pump ground coil analysis with variable ground farfield boundary conditions[END_REF] develops a finite difference model for HGHE installed with the coil configuration. [START_REF] Gan | Dynamic thermal performance of horizontal ground source heat pumps -The impact of coupled heat and moisture transfer[END_REF] proposes an inhouse program to predict the performance of a HGHE by considering moisture transfer in soil.

I.5.2. Experimental methods on HGHEs

Similar to BHEs, experimental approaches for HGHEs can be also categorized to full-scale experiment and small-scale experiment. Due to the relatively cheaper cost of excavating HGHE ditches than digging deep boreholes, in-situ experiment for HGHE seems more feasible than that of shallow BHE. as the pipe, which has a total length of 5 m and water has been used as the carrying fluid.

I.5.3. Some investigations on HGHEs

In HGHE engineering, it is necessary to estimate accurately the performance of a given HGHE in the design stage [START_REF] Kim | Thermal performance evaluation and parametric study of a horizontal ground heat exchanger[END_REF]. Numerical modeling is the most popular method since it is comprehensive and can reduce the initial capital investment. Till now, many investigations have been conducted to investigate the performance of a HGHE at different conditions.

By using an analytical solution (ring source model) for slinky-type HGHE, [START_REF] Larwa | Study of a slinky-coil ground heat exchanger -Comparison of experimental and analytical solution[END_REF] have estimated the ground thermal properties by adjusting the model parameters to the measurement results. By using CFD code Fluent, [START_REF] Congedo | CFD simulations of horizontal ground heat exchangers: A comparison among different configurations[END_REF] find that increasing the installation depth of a HGHE from 1.5 to 2.5 m does not play an important role on the system performance. However, they conclude that the ground thermal conductivity is the most important parameter for the heat transfer performance of their system. By developing an inhouse numerical simulation program, [START_REF] Gan | Dynamic thermal modelling of horizontal ground-source heat pumps[END_REF] Despite the popularity of the numerical simulations in HGHE engineering, there are some points often neglected or simplified in numerical investigations.

Due to the complex atmosphere-soil interaction, time-varying ground surface temperatures are often neglected in the numerical simulations. For example, the atmosphere temperature is conventionally applied as a surface boundary [START_REF] Al-Ameen | Recycling construction and industrial landfill waste material for backfill in horizontal ground heat exchanger systems[END_REF][START_REF] Gao | Thermal performance improvement of a horizontal ground-coupled heat exchanger by rainwater harvest[END_REF]Go et al., 2016;[START_REF] Habibi | Evaluation and improvement of the thermal performance of different types of horizontal ground heat exchangers based on technoeconomic analysis[END_REF][START_REF] Han | Influence of local geological data on the performance of horizontal ground-coupled heat pump system integrated with building thermal loads[END_REF]Jeon et al., 2018a;[START_REF] Kim | Evaluation of geometric factors influencing thermal performance of horizontal spiral-coil ground heat exchangers[END_REF]Li et al., 2017a;[START_REF] Pu | Structure optimization for horizontal ground heat exchanger[END_REF][START_REF] Selamat | Numerical study of horizontal ground heat exchangers for design optimization[END_REF]. [START_REF] Wu | Experimental measurement and numerical simulation of horizontal-coupled slinky ground source heat exchangers[END_REF] have experimentally investigated a slinky-type HGHE in an 80 m long by 20 m wide paddock area at a depth of around 1.2 m below the ground surface at Talbot Cottage, Drayton St Leonard site, Oxfordshire, UK. They discover that the ground surface temperature is higher when no heat exchanger is installed, proving that the operation of the HGHE has influenced the ground surface temperature. This means that time-varying ground surface temperatures (such as atmosphere temperatures) might not be sufficient to estimate the HGHE performance. This point is often absent in the numerical simulations.

By measuring the soil thermal conductivity at five sites in Midwestern USA at the depth of 1.2 m, [START_REF] Naylor | Spatiotemporal variability of ground thermal properties in glacial sediments and implications for horizontal ground heat exchanger design[END_REF] find that the soil moisture fluctuations result in a very significant variation of the soil thermal conductivity. [START_REF] Gan | Dynamic thermal performance of horizontal ground source heat pumps -The impact of coupled heat and moisture transfer[END_REF] concludes in his numerical simulations that the maximum differences of heat transfer through a HGHE between the models with and without moisture transfer are 24%, 17% and 18% in clay sand, loamy sand and sandy soils, respectively. Therefore, the consideration of the hydrothermal transfer in shallow zones is necessary for the design of HGHE, often neglected in the numerical simulations.

The first information about slinky-coil ground heat exchangers was reported by [START_REF] Bose | ADVANCES IN GROUND SOURCE HEAT PUMP SYSTEMS AN INTERNATIONAL OVERVIEW[END_REF]Smith in 1992 (Larwa et al., 2019). A slinky-type HGHE has a good performance and it is popular in real practice as they are easy to be assembled [START_REF] Habibi | Evaluation and improvement of the thermal performance of different types of horizontal ground heat exchangers based on technoeconomic analysis[END_REF][START_REF] Larwa | Study of a slinky-coil ground heat exchanger -Comparison of experimental and analytical solution[END_REF][START_REF] Lee | In-situ response test of various borehole depths and heat injection rates at standing column well geothermal heat exchanger systems[END_REF]. Linear-type and spiral-type HGHEs are often studied in the numerical simulations as their geometries are easier to be constructed [START_REF] Selamat | Numerical study of horizontal ground heat exchangers for design optimization[END_REF]. However, numerical studies on the slinky-type HGHE are limited due to its complex geometry.

I.6. Summary

This chapter at first gives an introduction about the development of the GSHP. The conventional applied ground heat exchangers categorized by open and closed ground heat exchangers are then introduced. The approaches estimating the performance of different ground heat exchangers have been illustrated. Generally, analytical and numerical models are the most popular approaches used to evaluate the performance of ground heat exchangers.

Some factors influencing the performance of a shallow BHE are also concluded in this chapter. Subsequently, the mechanism of TRT for shallow BHEs and some investigations on it have been detailed. Finally, the investigations on HGHEs have been presented. The following conclusions can be drawn after reviewing the literature:

1) The increasing energy demand and the greenhouse gas emission are two urgent issues need to be solved urgently for a sustainable development. It promotes the research on sustainable and environmentally friendly energies, such as geothermal energy.

2) Compared to analytical models, the numerical simulation models are more comprehensive, while the computation time is larger than analytical approaches.

3) The numerical and analytical models assume conventionally the homogeneous ground temperature and thermal properties. A model considering heterogeneous ground temperature and ground thermal properties is necessary to evaluate the BHE performance in the design stage.

4) TRT is an expensive test to identify the ground thermal conductivity for some small or medium projects. Therefore, it is necessary to provide a cost-effective approach for these small or medium projects to identify the effective ground thermal conductivity.

5) Three primary aspects are often neglected in the simulations for HGHEs. They are ground surface water/energy balance, hydrothermal transfer in the surrounding media and slinkytype configuration HGHE.

The mentioned research needs provided in this chapter about BHEs and HGHEs are closely related to the research objectives of this project, and they are going to be investigated in the next chapters.

II. PHYSICS IN THE INVESTIGATION OF GROUND HEAT EXCHANGERS II.1. Introduction

Energy follows the conservation law and cannot be created or destroyed. It can be transferred by kinetic, potential, thermal, gravitational, sound, light, elastic, and electromagnetic energy.

Thermal energy is transferred by the ground energy systems. An isolated system of different components at different temperatures will reach a thermal equilibrium stage through thermal transfer.

In this chapter, the physics related to the heat transfer process in and between different components of a ground heat exchanger is going to be introduced. These components (Figure 

. Physics divided by component in this investigation

Heat transfer may occur via three principal mechanisms if phase change is not taken into account: conduction, convection, and radiation. This section introduces these three basic concepts included in ground heat exchanger designs.

II.1.1. Heat conduction

Heat conduction is the heat transfer by microscopic collisions of particles and movement of electrons, involving the transfer of kinetic energy at the molecular level. Conduction is the most significant ways of heat exchange within a solid or between solid objects in thermal contact. Fluids, especially gases, are less conductive. The heat conduction by Fourier's law is given by:

flux q k T = (2.1)
where k and T are thermal conductivity (W.m -1 .K -1 ) and temperature (K), respectively.

II.1.2. Heat convection

Heat convection is an important form of heat transfer, basically associated with fluid flow, it refers to the heat transfer in heat-carrying mass like water or vapor. There are two types of convection: free and forced convection. Free convection is a mass transport caused in fluids by changes in density with temperature gradients. The density of the fluid is lower at higher temperature, giving rise to the upward displacement. On the other hand, the movement of liquids and gases forced to pass through the channel by pressure differences is defined as forced convection. Without considering diffusion, the heat flux by fluid advection in soil can be given as:

flux p q C uT  = (2.2)
where ρ, Cp, u and T are fluid density (Kg.m -3 ), specific heat capacity (J.kg -1 .K -1 ), velocity and temperature (K), respectively.

Convection is sometimes identified by the heat transfer of a solid body in contact with a moving fluid. The energy in this scenario is transferred from or to the body by the fluid along its surface area. This kind of convection involves a wide class of heat transfer applications, particularly those dealing with heat exchangers including ground heat exchangers. Convective processes involving heat transfer from a boundary surface exposed to a relatively low velocity fluid of temperature is described by the Newton's law of cooling, as:

int ()

flux i p f q h T T - =- (2.3)
where hint is the film heat transfer coefficient (W.m -2 .K -1 ), Ti-p is the inner pipe temperature (K), Tf is the outer pipe temperature (K).

II.1.3. Radiation

Radiation occurs through a vacuum or any transparent medium (solid or fluid or gas). All bodies with temperatures above absolute zero are capable to emit energy according to the Stefan-Boltzmann law. The temperature of the radiating body is the predominating factor in the estimation of heat radiation value. The Stefan-Boltzmann law relates the heat flux radiated from a "black body" (an ideal thermal radiator) to its absolute temperature:

4 flux qT  = (2.4)
where σ is the Stefan-Boltzmann constant (W.m -2

.K

-4 ), T is its absolute temperature in Kelvin.

However, most bodies in reality are not purely black. Consequently, the rate of heat transfer is reduced compared to the idealized Stefan-Boltzmann law.

II.2. Moisture and heat transfers in soil

In soil, heat conduction occurs in all the constituents (particle, water liquid/vapor and pore air), which works as the predominating heat mechanism in ground heat transfer. For soils under natural condition, convection through air or water is usually negligible [START_REF] Farouki | Thermal Properties of Soils[END_REF].

Soils can also provide radiation, emitting most of its radiation as long-wave radiation in a wavelength band between 0.5 and 30.0 µm at soil surface (An, 2017). Generally, it makes a negligible contribution to heat transfer in soil. For example, its effect in sand is less than 1% of the overall heat transfer at a normal unfrozen (i.e., within 0 -40 °C) zone [START_REF] Choi | Numerical simulation of vertical ground heat exchangers: Intermittent operation in unsaturated soil conditions[END_REF][START_REF] Rees | Ground heat transfer effects on the thermal performance of earth-contact structures[END_REF]. Water and vapor in soil can vary with time and space, especially in different depths and seasons. Before bringing out the energy balance equation in soil, it is necessary to investigate the mass transfer in soil.

II.2.1. Moisture transfer in soil

The volumetric water content in soil can be measured by sensors installed at the targeted positions during the investigation period. However, this method is not able to measure the water content at other positions without installing the sensors, the approach is not feasible to measure long period of water content, either. Besides, unpredictable problems during the operation of the sensors in the long term period may happen, which might lead to uneconomic expenses (An, 2017). Specifically, for the near soil surface region which is sensitive to atmosphere-soil interaction, direct monitoring of volumetric water content and especially suction meet some challenges (An, 2017;[START_REF] Cui | Water Balance and Evapotranspiration Monitoring in Geotechnical and Geoenvironmental Engineering[END_REF]. Compared with field measurements, numerical simualtion is less accurate, while it can be cost effective and feasible for long-term prediction of water content variation along the soil profile. The current investigation uses numerical simualtion methods to get the hydraulic variation in the soil profile.

Water in porous media is assumed to be incompressible and there is no mass transfer of soil particles. The hydraulic head (m) is used as a measure of water energy in soil, it can be expressed as:

w head w P hD g  =+ (2.5)
where D is the elevation (gravitational) head (m), Pw is the pore water pressure (Pa). The kinetic head (m) is negligible due to the low flow velocity of the groundwater. Therefore, pore water pressure can be deduced:

()

w head w P h D g  =- (2.6)
where ρw is the water density (kg.m -3 ).

To describe water flow through unsaturated soil it is necessary to define the matric suction:

suction a w P P P =- (2.7)
where Pa is the pore air pressure (Pa) in the pores of the soil. The pore air pressure in the unsaturated zone will equal atmospheric pressure and it is positive (the value is conventionally referenced as zero [START_REF] Tuller | WATER RETENTION AND CHARACTERISTIC CURVE[END_REF]), while the pore water pressure remains negative. Suction is considered as a state variable which can describe the physical behavior of unsaturated soils [START_REF] Chá Vez-Negrete | Numerical solution of Richards' equation of water flow by generalized finite differences[END_REF][START_REF] Van Genuchten | A Closed-form Equation for Predicting the Hydraulic Conductivity of Unsaturated Soils1[END_REF][START_REF] Richards | CAPILLARY CONDUCTION OF LIQUIDS THROUGH POROUS MEDIUMS[END_REF]. There are also some soil properties based on the theory of suction, such as relative saturation [START_REF] Van Genuchten | A Closed-form Equation for Predicting the Hydraulic Conductivity of Unsaturated Soils1[END_REF].

The classical description of flow rate for saturated soils is given by Darcy's law, which is valid for unsaturated soils [START_REF] Chá Vez-Negrete | Numerical solution of Richards' equation of water flow by generalized finite differences[END_REF]. This law states that the water flow rate through a soil is directly proportional to the hydraulic head gradient, given as:
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() w r suction head u K k P h = -  (2.8)
where K is saturated hydraulic conductivity (m.s -1 ), kr is the relative hydraulic conductivity. If the soil volume change and chemical composition of the pore fluid are assumed to be insignificant, the hydraulic conductivity is almost constant for saturated soil; however, for unsaturated soil, the hydraulic conductivity is a function of the volumetric water content or the degree of saturation. Table II.1 shows the saturated hydraulic conductivity of difference soils according to [START_REF] Pachepsky | Saturated Hydraulic Conductivity of US Soils Grouped According to Textural Class and Bulk Density[END_REF], who divide the hydraulic conductivity of 1245 data sets into high and low bulk density groups using the splitting algorithm that create the most homogeneous groups. The volumetric water content or degree of saturation is a function of matric suction, as defined in the Soil-Water Characteristic Curve (SWCC), the unsaturated hydraulic conductivity can also be considered a function of matric suction [START_REF] Zhai | Estimation of permeability function from the soil-water characteristic curve[END_REF], which can be defined as hydraulic conductivity in the saturated soil multiplies a coefficient (relative hydraulic conductivity). According to [START_REF] Fredlund | Unsaturated Soil Mechanics in Engineering Practice[END_REF], four categories of models are used for estimating the relative hydraulic conductivity. They are empirical models, statistical models, correlation models, and regression models. Empirical models and statistical models appear to be most extensively used in geotechnical engineering [START_REF] Zhang | Examination of the estimation of relative permeability for unsaturated soils[END_REF]. [START_REF] Brooks | HYDRAULIC PROPERTIES OF POROUS MEDIA[END_REF] equation is one example of an empirical model. [START_REF] Childs | The permeability of porous materials[END_REF], [START_REF] Burdine | Relative Permeability Calculations From Pore Size Distribution Data[END_REF], and [START_REF] Mualem | A new model for predicting the hydraulic conductivity of unsaturated porous media[END_REF] are three commonly used integral formulas of relative hydraulic conductivity based on different physical models [START_REF] Zhang | Examination of the estimation of relative permeability for unsaturated soils[END_REF], they differ in the manner the effective radius is estimated [START_REF] Vereecken | Estimating the unsaturated hydraulic conductivity from theoretical models using simple soil properties[END_REF].

Several models in estimating relative hydraulic conductivity are listed in Table II.2.

Table II.2. Different models in estimating relative hydraulic conductivity

Approach Function Remark

Gardner (1958a) 1 ( ) [( ) / 1] c r p p k h h a - =+ (2.9) 
Empirical approach, where hp is the pressure head (m), a and c are the fitting parameters. Averjanov (1950) Statistical models connect hydraulic conductivity function and the SWCC by the pore-size distribution of the soil. Consequently, the hydraulic conductivity function is developed based on the interpretation and application of the SWCC. To date, there have been many models proposed for SWCC [START_REF] Brooks | HYDRAULIC PROPERTIES OF POROUS MEDIA[END_REF][START_REF] Fredlund | Equations for the soil-water characteristic curve[END_REF][START_REF] Gardner | Mathematics of Isothermal Water Conduction I•ll Unsaturated Soil[END_REF][START_REF] Van Genuchten | A Closed-form Equation for Predicting the Hydraulic Conductivity of Unsaturated Soils1[END_REF][START_REF] Mckee | Flow-Testing Coalbed Methane Production Wells in the Presence of Water and Gas[END_REF]. Among all the equations, those proposed by [START_REF] Van Genuchten | A Closed-form Equation for Predicting the Hydraulic Conductivity of Unsaturated Soils1[END_REF] and [START_REF] Fredlund | Equations for the soil-water characteristic curve[END_REF] give more flexibility to the equation to best-fit the measured data [START_REF] Leong | Review of Soil-Water Characteristic Curve Equations[END_REF][START_REF] Rahimi | Effects of soil-water characteristic curve and relative permeability equations on estimation of unsaturated permeability function[END_REF]. These two models have been listed in Table II The fitted parameter α and n of 75 unsaturated soil samples for van Genuchten model (1980) are shown in Table II.4 (Ghanbarian-Alavijeh et al., 2010; [START_REF] Leij | Unsaturated Soil Hydraulic Database, UNSODA 1.0 User's Manual[END_REF]. Water flow in unsaturated soils consists of liquid flow and vapor flow, it is driven by temperature and moisture gradient, the volumetric vapor flux coupled with temperature can be given as:

v Tv v Q D T D   = - - (2.17)
where Qv is the volumetric vapor flux (m 3 .m -2 .s -1 ), DTv is the thermal vapor moisture diffusivity (m 2 .s -1 .K -1 ), Dθv is the isothermal vapor moisture diffusivity (m 2 .s -1 ).

The volumetric liquid flux (m 3 .m -2 .s -1 ) can be obtained if the temperature influence on the liquid transfer is considered:

l Tl l r Q D T D Kk i   = - - - (2.18)
where DTl is the thermal liquid moisture diffusivity (m 2 .s -1 .K -1 ), Dθl is the isothermal liquid moisture diffusivity (m 2 .s -1 ), i is the unit vector in the vertical direction.

The total moisture transfer flux can then be obtained:

total v l Q Q Q =+ (2.19)
According to the mass balance theory, the moisture change rate in a control volume is equal to the sum of the net moisture rate flow into the volume and the rate of moisture injection into or extraction from the volume. Thus:

() w w total w source Q t      = -  +  (2.20)
where θsource is the water source (m 3 .m -3 .s -1 ).

According to the above equations, the following mass balance equation can be obtained for liquid and vapor transfer in soil:

( ( ) ) ( ( ) ) w w r w Tl Tv w l v w source Kk D D T D D tz           =   +  +   +  + + 
(2.21)

II.2.2. Heat Transfer in soil

Heat transfer of the soil in a controlled volume results from sensible heat transfer by conduction due to the temperature gradient, latent heat transfer by vapor movement due to the moisture gradient, convection by water transfer, therefore, the total heat flux in soil can be given as: _ ()

flux total w Tv w v s w p w w q k L D T L D C T u      - = -+  -  - (2.22)
Energy balance requires that the heat exchange rate in a controlled volume should be equal to the sum of the net heat flow rate into the volume and the rate of heat generation/dissipation in the volume, therefore: _ ()

s P s s flux total s CT qQ t  -  =  +  (2.23)
where ρs, CP-s, Ts and Qs are the soil density (kg.m -3 ), specific heat capacity (J.kg -1 .m -3 ), temperature (°C) and heat source (W.m -3 ).

The energy conservation equation in porous media containing heat conduction in soil, latent heat transfer by vapor movement and advection by water transfer is given as:

( ) () (( ) ) ( ) s p s w Tv w v s s s s s w p w w CT k LD T LD C T Q t u       - -  =   +  +    +   + 
(2.24) [START_REF] Hartley | Transient Simultaneous Heat and Mass Transfer in Moist, Unsaturated Soils[END_REF] show that the latent heat has insignificant effect on the soil temperature response in the domain, although it may depend on many parameters including permeability of the soil [START_REF] Olivella | Vapour Transport in Low Permeability Unsaturated Soils with Capillary Effects[END_REF]. And latent heat due to water evaporation and condensation is sometimes not considered [START_REF] Cherati | Analyzing transient heat and moisture transport surrounding a heat source in unsaturated porous media using the Green's function[END_REF]. The magnitudes of the heat and mass change from some other field experiments caused by vapor flow are presented in Table II.5. Moreover, due to the low hydraulic conductivity of water in soil, heat transfer by convection is often not taken into account. Therefore, the heat transfer in soil can be simplified as:

() ()

s p s s s ss CT k T Q t  -  =    +  (2.25)
To solve heat transfer in soil, it is important to use a propriate model to obtain soil thermal properties. The influence of temperature on the soil thermal properties is not taken into account in this work since there is little influence of temperature on soil thermal properties when it is below 40 °C [START_REF] Wang | Research of heat and moisture transfer influence on the characteristics of the ground heat pump exchangers in unsaturated soil[END_REF].

Ten conventional approaches to obtaining the soil thermal conductivity are summarized in n, kw, ka, ρb, ρp, Sr, xom-v, xs-v, xcf-v Lu et al. (2007) 1 

w v w a a v a p p v p w v a a v p p v s x k F x k F x k k x F x F x - - - - - - ++ = ++ (2.27) 0.5 a x  : ( ) k () a a pw w p pw a pw w p x k F x x k x F x x ++ = ++ (2.28) xa-v, xw-v, xp-v, ka, kw, kp, kp-w, Fa, Fp, Fpw Johansen (1975) -v 1 q q v xx p q o k k k - - = (2.29) (1 ) sat nn pw k k k - = ( 
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q v q v xx p q o k k k --- = (2.
k k k n S n   -- = - - - + -         (2.41) kq, ko, xq-v, n, α, Sr Chen (2008)   0.78 1 (1 ) 0.0022 n nn p w r s k k k b S - = - +
(2.42) kp, n, kw, Sr

Haigh (2012) / a a p a k k = / w w p a k k = 21 3 n  - = (2.43)   2 2 2
(1 ) (a 1) ln ( 1) 2(1 )

(1 ) ln

(1 ) (a 1) ( 1) * a1, b1, m, α, x, Fa, Fp, Fpw are the shape factors; ω is the gravimetric water content; ρd , ρp are the soil dry and particle densities (g.cm -3 ); xa-v, xw-v, xp-v, xom-v, xs-v, xcf-v, xj-v are the volumetric content of air, water, porous particle, organic matter, sand, coarse fragment and different materials; kpw is the weighing factor; kw, ka, kp, kq, ko, kmj are the thermal conductivity of water, air, soil particle, quartz, other minerals and different materials (W.m -1 .k -1 ); ksat and kdry are the saturated and dry thermal conductivity (W.m -1 .k -1 ); Sr is the soil saturation; n is the soil porosity; χ, η and a are the parameters related to soil mineral content; xs is the gravimetric sand content; γd is the soil dry density multiplied by gravity (kN.m -3 ).
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The performance of 10 approaches was compared with experimental data from the literature for 7 different soils: sand [START_REF] Abu-Hamdeh | Soil Thermal Conductivity: Effects of Density, Moisture, Salt Concentration, and Organic Matter[END_REF][START_REF] Alrtimi | Thermal conductivity of a sandy soil[END_REF][START_REF] Barry-Macaulay | Thermal conductivity of soils and rocks from the Melbourne (Australia) region[END_REF][START_REF] Lu | An Improved Model for Predicting Soil Thermal Conductivity from Water Content at Room Temperature[END_REF], loam [START_REF] Lu | An Improved Model for Predicting Soil Thermal Conductivity from Water Content at Room Temperature[END_REF], clay loam [START_REF] Abu-Hamdeh | Measurement of the Thermal Conductivity of Sandy Loam and Clay Loam Soils using Single and Dual Probes[END_REF][START_REF] Barry-Macaulay | Thermal conductivity of soils and rocks from the Melbourne (Australia) region[END_REF][START_REF] Lu | An Improved Model for Predicting Soil Thermal Conductivity from Water Content at Room Temperature[END_REF], silt loam [START_REF] Barry-Macaulay | Thermal conductivity of soils and rocks from the Melbourne (Australia) region[END_REF][START_REF] Lu | An Improved Model for Predicting Soil Thermal Conductivity from Water Content at Room Temperature[END_REF], bentonites [START_REF] Tang | A study on the thermal conductivity of compacted bentonites[END_REF] 

, 2 2 () R 1 1 () i i prediction res i tot i i yy SS SS yy - = - = - -   (2.46)
where SSres and SStot are the residual and total sum of squares, respectively, y, yprediction and y are the measured, predicted and the average values, repectively.

The R 2 of 10 models are reported in Table II.7. to facilitate the comparison. The results show the approach proposed by [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF] has the highest R 2 among all the aforementioned models. Furthermore, it needs only three parameters. II.9 shows the R 2 of the 3 models.

The results show that the existing approaches are not the best choice due to the nonconsideration of the mineral content or water content. This insufficiency can be solved by

proposing a new approach for the volumetric heat capacity with a better correlation coefficient. 

II.3. Heat transfer in grout

For BHE, concrete is often used as its grout material, which is normally supposed to be homogeneous. Heat transfer in the grout domain for a concrete material is dominated by conduction, given as:

()

g g p g g g g T C k T Q t  -  =   +  (2.50)
where ρg is the grout density (kg.m -3 ), Cp-g is the grout specific heat capacity (J.kg -1 .K -1 ), Tg is the grout temperature (°C), kg is the grout thermal conductivity (W.m -1 .K -1 ), Qg is the grout heat source (W.m -3 ).

II.4. Heat transfer in pipe

The outer pipe and the inner pipe exchange heat by conduction, the instant heat flux is therefore given as:

2 p p p q r k T  =    (2.51)
where kp is the thermal conductivity of pipe. The above equation can be further transferred to: where rout and rin are the outside and inside radius of pipe, respectively, To-p is the outer pipe temperature (°C ). Therefore:

( ) 2 (T T ) ln / p p op out in ip k q rr  - - =- (2.53)
In quasi-static condition, the heat from grout to the pipe and the heat from pipe to the fluid is the same.

II.5. Heat transfer in carrying fluid

Carrying fluid flows in the pipe and exchanges heat with the surrounding medium, which is a crucial element in the ground heat exchanger applications. It is therefore necessary to be aware that how the carrying fluid exchanges heat with the surroundings.

The energy balance equation in carrying fluid can be given as:

2 2 f p f f p f D f f wall h ff f f f f TA A C A C u T Ak T f u u Q td   --  +   =    + +  (2.54)
where, A is the pipe inner cross-sectional area (m 2 ), ρf is the fluid density (kg.m -3 ), Cp-f is the fluid specific heat capacity (J.kg -1 .K -1 ), Tf is the fluid temperature (°C), uf is the flowing velocity of fluid (m.s -1 ), kf is fluid conductivity (W.m -1 .K -1 ), fD is the Darcy friction factor for the description of friction losses, dh is the hydraulic diameter (m) determined by the inner cross-sectional area and the wetted perimeter of the pipe, which is the diameter of the pipe in this investigation, Qwall is the energy from the surrounding media (W.m -1 ).

Heat exchange rate with the surrounding medium depends strongly on the flow conditions. There are many methods to obtain the friction factor [START_REF] Avci | A Novel Explicit Equation for Friction Factor in Smooth and Rough Pipes[END_REF][START_REF] Ćojbašić | Very accurate explicit approximations for calculation of the Colebrook friction factor[END_REF][START_REF] Eck | Technische Stromungslehre[END_REF][START_REF] Haaland | Simple and Explicit Formulas for the Skin Friction in Turbulent Pipe Flow[END_REF][START_REF] Moody | Friction Factors for Pipe Flow[END_REF][START_REF] Serghides | Estimate friction factor accurately[END_REF][START_REF] Swamee | Explicit equation for pipe flow problems[END_REF][START_REF] Wood | An Explicit friction factor relationship[END_REF][START_REF] Zigrang | Explicit approximations to the Colebrook's friction factor[END_REF]. Some of the equations to obtain the friction factor are listed in Table II.10. The energy transfer from the surrounding media to the fluid can be given as: int ()

wall ip f Q h Z T T - =  -  (2.65)
where Z is the pipe inner perimeter (m).

The film heat transfer coefficient is given as:

int f h k h Nu d = (2.66)
where Nu is the Nusselt number, which is the ratio of convective to conductive heat transfer.

For laminar flow, the heat transfer coefficient can be related directly to the Nusselt number.

Nusselt number for the case of a constant heat flux pipe wall boundary condition can be given Consequently, [START_REF] Incropera | Fundamentals of Heat and Mass Transfer[END_REF] suggest that up to 25% errors can result in some cases.

These can be reduced to around 10% by Gnielinksi model (1976).

Prandtl number is given by:

Pr pf f C k  - =
(2.71)

II.6. Summary

The current chapter provides the fundamental physics in the computation of ground heat exchanger installed in soils.

Basic heat transfer means, including heat conduction, heat convection and radiation are introduced at first. Subsequently, heat transfer in different components (soil, grout, pipe, carrying fluid) of a ground heat exchanger system is brought out.

In the following chapters, the equations been introduced in this chapter would be selected and used in the numerical simulation framework.
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III. LONG-TERM PERFORMANCE OF A SHALLOW BHE AT A GEOTHERMAL FIELD IN ALSACE

III.1. Introduction

Alsace region in France has a favorable condition for geothermal utilization with 0.1 K.m -1 of the temperature gradient due to the local geological condition [START_REF] Genter | Typology of potential Hot Fractured Rock resources in Europe[END_REF]. Since 1986, Soultz-sous-Forê ts project has been focused on studying deep geothermal storage in the Alsace region. In the September of 2016, the project starts providing electricity for industrial use with a capacity of 12,000 MWh per year, which could reduce 950 tons of CO2 emission [START_REF] Es | ES inaugure la mise en production industrielle du site g eothermique de Soultzsous-Forets, pionnier mondial de la geothermie profonde[END_REF]. Since the October of 2017, additional deep boreholes up to a depth of 3,000 m at Illkirch (Alsace region) have been conducted to provide 22,000 MWh of electricity per year and to reduce 11,000 tons of CO2 emission once fully operated [START_REF] Es | ES inaugure la mise en production industrielle du site g eothermique de Soultzsous-Forets, pionnier mondial de la geothermie profonde[END_REF].

Compared to deep BHE, the economic and environmental risk of shallow BHE is smaller.

Therefore, we studied the performance of a shallow BHE installed in a field situated at Illkirch (Alsace region). Then, a 3D numerical framework with the specified boundary conditions and the initial hydrothermal profiles was built by considering the local geological conditions. Next, the model was validated by the experimental measurements of thermal and humidity probes installed in the investigated zone, as well a TRT in Japan. Finally, the model was used to analyze and estimate the performance of the shallow BHE.

III.2. Governing Equations

Energy conservation is the principal concept of the model, introduced as:

source surrounding fluid E E E + =   (3.1)
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where Esource is the energy source (J) provided by ground surface, ΔEsurrounding denotes the energy variation of the surrounding media (grout, soil and sedimentary rock) (J), ΔEfluid is the energy taken out by carrying fluid (J).

The model contains the following parts: the water transfer in unsaturated soils, the soil thermal properties, the heat transfer in the pipe, the heat transfer in the grout, and the heat transfer in porous media.

III.2.1. Water transfer equation in unsaturated soils

Water in porous media is assumed to be incompressible and there is no mass transfer of soil particles. The water vapor is not considered since it is not significant in our calculations.

The Richards equation is applied to estimate the variation of water potential with time and space, expressed as:

  _ head w w r head w source h K k h Q t       +    -   =  (3.2)
where, ρw is the water density (kg.m -3 ), ψ is the specific moisture capacity (m -1 ) derived from van Genuchten [10], hhead is the hydraulic head (m), t is the time (s), K is the hydraulic conductivity (m.s -1 ) of porous media, kr is the relative hydraulic conductivity, Qw_source is the water source (kg.m -3 .s -1 ).

van Genuchten [10] equation is used for the calculation of suction and relative saturation:

1 1/ 0 1 1 0 1 p p n n p H S H H e  -       + =       (3.3)
where, α is related to the inverse of the air entry suction (m -1 ), Hp is the suction heat (m). The volumetric water content can be obtained by:

The volumetric water content can be given by:

()

e sat res res S     =  - + (3.4)
where θsat and θres are the saturated and the residual water content, respectively.

Therefore, the specific moisture capacity (m -1 ) is given by: Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 65 

  

 = - - -   - =     (3.5)
where l is the pore connectivity parameter, m is defined as:

1 1 m n =- (3.6)
Mualem's equation ( 1976) is used for the calculation of relative hydraulic conductivity:

( ) 2 /( 1) 1 1 1 0 0 p m p l n n ee r SS k H H -   --       =    (3.7)
Therefore, the soil saturation can be obtained by the following equation:

r sat S   = (3.8)

III.2.2. Soil thermal properties

The approach proposed by Nowamooz et al. [12,13] for the soil thermal conductivity is used in the numerical simulations:

()

s sat e dry dry k k k k k = - + (3.9)
where, ksat, kdry and ke are the saturated soil thermal conductivity (W.m -1 .K -1 ), the dry soil thermal conductivity (W.m -1 .K -1 ), the shape and moisture factor, respectively.

As it has been derived from the experimental results reported by Ochsner et al.

[14], Abu-Hamdeh [15] and Rajeev et al. [START_REF] Fujii | Numerical modeling of slinky-coil horizontal ground heat exchangers[END_REF], the soil heat capacity increases linearly with soil saturation.

If dry and saturated soil volumetric heat capacity are obtained, a linear equation can be employed to calculate the volumetric capacity of the soil:

( )S v s v sat r v dry v dry C C C C ----= - + (3.10)
with the dry and saturated volumetric heat capacity are given by: 

III.2.3. Heat transfer in pipe carrying fluid

The pipe conveying fluid is regarded as 1D domain in the numerical simulation. The 1D heat transfer in the pipe includes its wall layer, its internal film, and the carrying incompressible fluid. Although the loss of kinetic head has a very small effect, we keep the term in the energy balance equation. By applying Churchill's relation to Darcy friction factor [START_REF] Churchill | Comprehensive Correlating Equations for Heat, Mass and Momentum Transfer in Fully Developed Flow in Smooth Tubes[END_REF], the equation becomes as follows:

2 2 f p f f p f D f f wall h ff f f f f TA A C A C u T Ak T f u u Q td   --  +   =    + +  (3.13)
Churchill (1977a) relation was adopted in our investigation since it can be used for laminar, transitional and turbulent flow. Darcy friction factor from Churchill (1977a) relation is given by:

( ) The energy transfer from the surrounding media to the fluid can be given as: int ()

1
wall ip f Q h Z T T - =  -  (3.18)
The film heat transfer coefficient is given as:
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int f h k h Nu d = (3.19)
In this investigation, a turbulent flow is anticipated in the pipe flow and therefore, Nu can be given as [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF]):

0.5 2/3 0.125 ( 1000 Re) Pr 11 2.7( / 8) P ( r 1)

D D f Nu f -+ = +- (3.20)
where Pr is given by:

Pr pf f C k  - = (3.21)
The outer pipe and the inner pipe exchange heat by conduction, the instant heat flux is therefore given as:

2 p p p q r k T  =    (3.22)
The above equation can be further transferred to: 

III.2.4. Heat transfer in grout

Heat transfer in the grout is dominated by conduction, given as:

( )

g g p g g g g T C k T Q t  -  =    +  (3.25)

III.2.5. Heat transfer in soil

The energy conservation equation in porous media containing heat conduction is given as:

() ()

s p s s s ss CT k T Q t  -  =    +  (3.26)
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III.2.6. Approaches to investigating the heat pump performance

Coefficient of Performance (COP) is typically used to evaluate the performance of a heating or cooling system. This is the ratio of energy output (building heat load) to energy input (consumed by heat pump):

COP building hp Q W = (3.27)
In the heating scenario, the building thermal load equals the sum of BHE thermal load and heat pump electricity consumption, therefore:

COP COP-1 building BHE QQ = (3.28)
Although there are many factors influencing the heat pump COP, it is widely accepted that heat pump COP can be expressed as a linear function of the outlet temperature of carrying fluid [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF][START_REF] Chen | Numerical investigation on the performance, sustainability, and efficiency of the deep borehole heat exchanger system for building heating[END_REF][START_REF] Hein | A numerical study on the sustainability and efficiency of borehole heat exchanger coupled ground source heat pump systems[END_REF][START_REF] Kahraman | Investigation of the Performance of a Heat Pump Using Waste Water as a Heat Source[END_REF][START_REF] Sanner | Current status of ground source heat pumps and underground thermal energy storage in Europe[END_REF][START_REF] Shao | Geoenergy Modeling II: Shallow Geothermal Systems[END_REF]. According to Glen Dimplex Deutschland GmbH The Total Extracted Energy (TEE) can be obtained by: ()

ext f p f out in f dQ A C T T dt u  - =- (3.30)
where, Tin is the inlet temperature of carrying fluid (°C).

III.3. Hydrothermal transfer numerical simulation model

A multi-layered field located in Illkirch (Alsace region, France) has been investigated for its capacity of shallow geothermal energy storage. For pursuing the different aspects influencing the performance of shallow BHE, COMSOL was used for the finite element numerical simulations. The pipe and the carrying fluid were considered as a 1D domain, while the grout and the surrounding soils were a 3D medium.

III.3.1. Model geometry and mesh

The numerical model is 3D with the side length of 30 m and the depth of 100 m ( Pure water was chosen as the carrying fluid since no negative temperature was considered in the simulations. Carrying fluid velocity was kept as 0.5 m.s -1 . The U-pipe is a High-Density Polyethylene (HDPE) pipe with high durability and strength [START_REF] Florides | Ground heat exchangers-A review of systems, models and applications[END_REF].

The grout was used as the surrounding material for the U-pipe. Table III.2 has summarized the thermal parameters of the sedimentary rock (claystone), water, grout and pipe. 

III.3.3. Initial hydrothermal boundary conditions

Seasonal suction and temperature conditions were imposed on the ground surface (Dirichlet The seasonal ground surface suction was assumed to vary between 0.01 MPa in winter corresponding to the saturated state, and 2 MPa in summer corresponding to the maximum suction value for a normally vegetated field [START_REF] Rajeev | Ground-atmosphere interaction modelling for long-term prediction of soil moisture and temperature[END_REF]. Therefore, the approximated seasonal ground surface suction is given as: The starting operation time of shallow BHE was considered in the middle of July. No water flow (out or in) was imposed on the side and bottom boundaries. Meanwhile, there was no heat flow on the side boundaries, and the temperature gradient on the bottom boundary was supposed to be 0.1 K.m -1 as identified in Illkirch, Alsace region [START_REF] Baillieux | Localization of temperature anomalies in the Upper Rhine Graben: insights from geophysics and neotectonic activity[END_REF]Genter et al.;[START_REF] Gé Rard | The deep EGS (Enhanced Geothermal System) project at Soultz-sous-Forê ts (Alsace, France)[END_REF][START_REF] Hooijkaas | Deep-seated geology of the granite intrusions at the Soultz EGS site based on data from 5km-deep boreholes[END_REF][START_REF] Schill | Hydraulic performance history at the Soultz EGS reservoirs from stimulation and long-term circulation tests[END_REF][START_REF] Vidal | Evolution of concepts for the geothermal projects in the Upper Rhine Graben[END_REF].

III.3.4. Initial hydrothermal profiles

According to the aforementioned hydrothermal conditions, the initial local hydrothermal profiles were obtained after reaching an equilibrium stage. The suction and temperature Since there are various effects of thermal conditions of the U-pipe on the operation of a shallow BHE, two different scenarios were studied in this investigation: constant inlet temperature and variable seasonal heat load [START_REF] Bidarmaghz | The importance of surface air temperature fluctuations on long-term performance of vertical ground heat exchangers[END_REF][START_REF] Shao | Geoenergy Modeling II: Shallow Geothermal Systems[END_REF]. The 

III.4. Numerical simulation results

In this section, the capacity of the finite element model to simulate the field conditions is initially evaluated by the measured data from September 2012 to September 2013. Further, the hydrothermal variation is analyzed over this period.

Eventually, the performance of the shallow BHE is analyzed. To anticipate the performance of the system, the model was set to start working from 15 th of July 2018 with the variations of ground surface temperature and suction presented in equations (3.31) and (3.32). with the prediction data over 1 year. Root-Mean-Square Error (RMSE) was used to evaluate the capacity of the numerical simulation framework. RMSE can be given as:

III.4.1. Validation of the numerical results

1/2 2 ,, 1 RMSE ( ) / N np i im i i T T N =  =-   (3.33)
where Tnp is the temperature (°C) from the numerical prediction, Tim is the temperature (°C) from the in-situ measurement, N is the number of temperature data. As expected, the measured data are more variable than simulated data, nonetheless, the established numerical model is capable of simulating reasonably well the underground temperature fluctuation with RMSE values less than 1.9 °C.

Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 76 Additionally, the temperature profile compared to the in-situ measurements [START_REF] Baillieux | Localization of temperature anomalies in the Upper Rhine Graben: insights from geophysics and neotectonic activity[END_REF][START_REF] Genter | Typology of potential Hot Fractured Rock resources in Europe[END_REF][START_REF] Vidal | Evolution of concepts for the geothermal projects in the Upper Rhine Graben[END_REF] are presented up to a depth of 65 m at different
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times over 1 year . The in-situ data are obtained more than 12 m below the ground surface, therefore, we presume they maintain constant temperatures all over the years due to the stable geological and meteorological condition in Alsace region [START_REF] Gé Rard | The deep EGS (Enhanced Geothermal System) project at Soultz-sous-Forê ts (Alsace, France)[END_REF][START_REF] Pouloupatis | Measurements of ground temperatures in Cyprus for ground thermal applications[END_REF]. To give more credit to the proposed numerical framework, the numerical simulation framework was also validated by using the TRT performed at the campus of Saitama University (SU) [START_REF] Brunetti | A computationally efficient pseudo-3D model for the numerical analysis of borehole heat exchangers[END_REF]Saito et al., 2014a). Tap water was circulated in both U-pipes for 48 h with a constant heating power. The average heat exchange rate was estimated 56.46 W m -1 . The parameters of the experimental apparatus were also listed in The in-situ measurements (Saito et al., 2014a) and the simulation results were compared 20 h after the beginning of the TRT since it takes around 24 h for a TRT to eliminate initial disturbances (caused by voltage fluctuations and system adjusting) and reach a quasi-stable state [START_REF] Zhou | Determination and analysis of parameters for an insitu thermal response test[END_REF]. Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 80 Despite the similarities, some differences exist. For the constant inlet temperature scenario, the temperatures in the vicinity of the shallow BHE decrease gradually until the shallow BHE is shut off (day 265). Further, subsurface soil in the vicinity of the borehole has almost the constant temperatures between 130 and 265 days. For the seasonal heat load scenario, there are more variations in the subsurface temperatures, which are due to the variable thermal load.
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The subsurface temperatures start to recover 9 days after the peak thermal load.

Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 83 Heat pump COP for the constant inlet temperature scenario, remaining almost stable during the working days, ranges between 4.8 and 4.9. While COP for the seasonal heat load scenario, depending highly on its heat load, ranges between 4.3 and 5.7.

Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 86 To assess the shallow BHE performance for a longer period, another numerical analysis considering a 5-year operation of the same shallow BHE was conducted for the constant inlet temperature scenario. In this numerical model, we maintained the meteorological and hydraulic conditions, as mentioned in equations (3.31) and (3.32). Hydrothermal conditions on the ground surface vary year by year and it is impossible to predict precisely the future ground surface hydrothermal conditions. Since the investigated zone has no sudden meteorological variations over the last years, therefore, 1-year meteorological data was used as a periodic data for our 5-year investigations. To eliminate the unexpected effect of boundary conditions for the five years, we enlarged the side length of the geometry from 30 m to 80 m.

Figure III

.18 shows the extracted energy by year, while the largest energy deviation exists between the first and the second year (5.44%). From the third year, the difference becomes less significant. In our case, a period of 4 years is necessary to reach this equilibrium stage.

Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 87 

Figure III.18. Extracted energy by year for a 5-year period

As it has been stated, the high underground temperature gradient provides a favorable environment for the application of shallow BHE in the Alsace region. The heat extraction rate (17.63 W.m -1 ) can be further improved by decreasing the inlet temperature, adding an additional pipe in the borehole, changing inlet velocity, using thermally enhanced grout, etc.

For instance, a simple decrease of the inlet temperature from 5 °C (original value in this case)

to 1 °C would increase 55.03% of the extraction rate from 17.63 W.m -1 to 27.34 W.m -1 .

The stabilization of the TEE after several cooling and heating cycles is also an important element for the evaluation of shallow BHE performance. A period of 4 years is necessary to reach this equilibrium stage at the investigation site. After this period, the underground medium is able to output a stable energy for various uses. shallow BHE, while for the seasonal heat load scenario, heat pump COP decreases gradually till the appearance of the largest energy deficit, which is 9 days after the peak heat load.

III.5. Summary

Besides, TEE in the scenario of the constant inlet temperature increases almost linearly with time during the working period of the shallow BHE, while it varies nonlinearly for the seasonal heat load scenario.

Further, the performance of the shallow BHE considering constant inlet temperature over a 5year period was analyzed. The results show that the largest difference of the extracted energy

(5.44%) happens during the first two years, and the shallow BHE is capable of providing stable energy for various uses after the 4 th year.

The performance of the shallow BHE installed in the Alsace region has been estimated.

However, some limitations still exist in the current numerical modeling to be applied to the other case studies. For example, seasonal hydrothermal conditions vary year by year, and meteorological data for several years might be necessary to judge the long-term shallow BHE performance in the other regions. Further, we use equilibrium method to get the initial temperature and suction profile of the investigated zone. Although the method is capable of predicting temperature variation, further experimental investigations are necessary to validate our proposed approach. In our studied zone, we encounter no underground water.

Nevertheless, underground water can have a significant impact on the performance of a shallow BHE if Pé clet number is large enough [START_REF] Angelotti | Energy performance and thermal impact of a Borehole Heat Exchanger in a sandy aquifer: Influence of the groundwater velocity[END_REF][START_REF] Molina-Giraldo | A moving finite line source model to simulate borehole heat exchangers with groundwater advection[END_REF].

IV. FACTORS INFLUENCING THE PERFORMANCE OF

SHALLOW BHE

IV.1. Introduction

The main contribution of the current investigation is to study the factors influencing the performance of BHE installed in different soils with their saturated and unsaturated profiles.

The average annual heat pump COP is used to estimate the BHE performance due to its longterm evaluations. These findings provide a robust practical reference for the engineers working on the optimization of the BHE performance. This study can also offer some technical supports for the other shallow geothermal systems such as energy piles.

In this chapter, the factors affecting the performance of a BHE with a U-pipe length of 20 m are investigated, sensitive to seasonal hydrothermal variations due to its shallow depth. A 3D finite element numerical simulation model was used to estimate the yearly average heat pump COP of two typical reference models: the first one was installed in sand and the other in clay.

Eventually, the variations of the yearly average heat pump COP were investigated for the shallow BHE installed in both soils under the influence of 15 factors, such as meteorological condition, hydraulic condition, multi-pipe solution, etc.

IV.2. Governing equations of the numerical framework

The same numerical framework has been used in the last chapter. The principal equations of this framework are summarized in Table IV.1. 

h K k h Q t       +     -    =  (4.
) s p s s s ss CT k T Q t  -  =    +  (4.7) Energy balance in pipe 2 2 f p f f p f D f f wall h ff f f f f TA A C A C u T Ak T f u u Q td   --  +   =    + +  (4.8)

IV.3. Numerical simulation of the reference models

For distinguishing the influence of different factors on the performance of a shallow BHE installed in different geotechnical conditions, sand and clay were chosen for the reference models.

IV.3.1. Geometry and mesh

The numerical model was a 3D model with a side length of 30 m and a depth of 100 m (Figure IV.1). The height was constituted of two parts: 30 m of unsaturated soil on the top and 70 m of claystone (bedrock) on the bottom. The grout surrounding the single U-pipe was 25 m while the U-pipe depth was 20 m. The borehole diameter was 0.14 m. Inside the borehole, the U-pipe was symmetrically positioned and the shank spacing was 0.05 m. The inner and outer diameters of U-pipe were respectively 2.2 and 2.5 cm.

Figure IV.1. Schematic geometry of the BHE with its enlarged surface and body

The mesh used in the finite element simulations is presented in Figure IV.2. A swept mesh was selected to achieve a reasonable computation speed. Due to great hydrothermal fluctuations close to the surface, the mesh at shallow depths was denser than that of large depths.

Figure IV.2. Generated mesh for the numerical simulations

IV.3.2. Two typical soils and sedimentary rock

Table IV.2 summarizes the main hydraulic properties (K (m.s -1 ), l,  (m -1 ), n, s, r), the sand content xs, the soil specific unit weights s (kN.m -3 ) and the soil dry unit weights d (kN.m -3 ) of the soils surrounding the BHE [START_REF] Guber | Multimodeling with Pedotransfer Functions. Documentation and User Manual for PTF Calculator[END_REF][START_REF] Pachepsky | Saturated Hydraulic Conductivity of US Soils Grouped According to Textural Class and Bulk Density[END_REF]. For the sedimentary rock, the unit weight, the thermal conductivity and the specific heat capacity Chapter IV. Factors influencing the performance of shallow BHE 93 were respectively 22.54 kN.m -3 , 2.6 W.m -1 .K -1 and 0.9 kJ.kg -1 .K -1 . The thermal conductivity of grout was 2.5 W.m -1 .K -1 and its volumetric heat capacity was 2 MJ.m -3 .K -1 .

Table IV.2. Hydrothermal properties of the studied soil

Material γd (kN.m -3 ) xs (-) K (m.s -1 ) L (-) α (m -1 ) n (-) θsat (-) θres (-) s (kN.m -3 ) Sand 16.1 0.9 1.03E-4 0.5 4.30 1.520 0.366 0.025 25.4 Clay 14.2 0.2 1.44E-6 0.5 1.98 1.086 0.481 0.010 27.4

IV.3.3. Initial hydrothermal conditions and operational mode

Seasonal suction and temperature conditions were imposed on the ground surface (Dirichlet boundary) for a period of 365 days (1 year). The ground surface hydrothermal conditions were applied by using the following equations respectively for the suction and temperature:

-0.995 cos( t)-1.005 (MPa) 182.5 No water and heat flow (out or in) were imposed on the side boundaries. The temperature gradient on the bottom boundary was taken equal to 0 °C .m -1 . The water level was considered at the depth of 8.45 m. Instead of using the traditional analytical solutions [START_REF] Baggs | Remote prediction of ground temperature in Australian soils and mapping its distribution[END_REF], an equilibrium approach was conducted to establish the initial hydrothermal profiles of the field.

An equilibrium stage reached with a negligible difference in the suction or temperature profiles during the most recent years. Figure IV.3 shows the initial suction as well as the temperature profiles used in the reference models.

Heating scenario was considered in the simulations. Ethanol (24%) [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF] was used as the carrying fluid, with a velocity of 0.5 m.s -1 . The pipe thermal conductivity was 0.5 W.m -1 .K -1 .

Chapter IV. Factors influencing the performance of shallow BHE 94 When the ground surface temperatures were lower than 10 °C, the BHE would start working.

On the contrary, it would stop working (Figure IV.4) for the temperatures higher than 10°C.

During the operation period, a seasonal heat load varying between 10 and 46 W. and 182.5 days. After 90 days, clay shows a higher thermal conductivity for depths less than 2 m while an opposite trend is observed for depths higher than 2 m. After 182.5 days, sand has a greater thermal conductivity than clay except for depths between 1 and 2 m. To investigate the groundwater influence, a steady-state and uniform horizontal groundwater flow regime was then applied to a layer located between 15 and 20 m below the ground surface. Due to the restriction of the pressures in a shallow borehole (limited pressure/water head gradient) and the low hydraulic conductivity of clay, low groundwater velocities (0, 1E-7, 2E-7, 3E-7 m.s -1 ) were mainly considered in the simulations.

Table IV.3. Three meteorological conditions used in the study

Meteorological condition Expression

d) Grout thermal conductivity

Grout can improve the heat transfer from the surrounding media to the pipe and protect the pipe from potential external forces. Different grout thermal conductivities of 0.8, 1.4, 2, 2.5 and 3.2 W.m -1 .K -1 were investigated in this part.

e) Grout volumetric heat capacity

The grout volumetric heat capacity is another potential factor influencing the BHE performance. Grouts with the volumetric heat capacities of 1.2, 1.6, 2.0, 2.4 and 3.5 MJ.m -3 .K - 1 were explored in this study.

f) Grout diameter

In general, the grout diameter of a BHE ranges between 0.10 and 0.22 m [START_REF] Luo | A review of ground investigations for ground source heat pump (GSHP) systems[END_REF] and it has some positive influences on the performance of BHE due to its high heat conduction capacity. Four grout diameters were tested in this study: 0.10, 0.14, 018 and 0.22 m.

g) Shank spacing

Shank spacing is the distance between the center of the pipes [START_REF] Beier | Transient heat transfer in a U-tube borehole heat exchanger[END_REF]. The BHE performance decreases with the reduction of shank spacing and the phenomenon is conventionally called short-circuiting. In this part, the shank spacings of 0.03, 0.04, 0.05, 0.06, 0.09 and 0.11 m were tested. Four typical inner diameters of 0.018, 0.022, 0.026 and 0.030 m were investigated in the numerical simulations with a constant flow rate of 11.4 L.min -1 . Therefore, the corresponding flow velocities were respectively 0.747, 0.500, 0.358 and 0.269 m.s -1 for these inner diameters.

j) Pipe thickness

The U-pipe thickness ensures a safe circulation of the carrying fluid. Different pipe thicknesses of 0.001, 0.0015, 0.0020 and 0.0025 m were studied in the numerical simulations.

k) Pipe thermal conductivity

The thermal conductivity of U-pipe depends highly on the U-pipe material such as Polyvinyl Chloride (PVC), HDPE and steel [START_REF] Cao | Investigation on thermal performance of steel heat exchanger for ground source heat pump systems using full-scale experiments and numerical simulations[END_REF]. Different U-pipe thermal conductivities of 0.25, 0.5, 2, 6, 11 and 16 (W.m -1 .K -1 ) were tested in this part.

l) Carrying fluid material

Four anti-freeze carrying fluids [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF] were used in the U-pipe, listed in Table IV.5. Water was not employed in this work due to negative carrying fluid temperatures in the U-pipe. The carrying fluid velocity influences the heat interaction rate between the pipe and the carrying fluid. Eight velocities were tested in this part: 0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7 and 0.8 m.s -1 . To reach the same heat extraction rate, the inlet and outlet temperatures were correspondingly altered in each case.

n) Heat load mode

In the reference models, the seasonal heat load was considered to evaluate the heat pump performance. Moreover, a steady heat load scenario was taken into account, indicating a constant heat extraction rate during the BHE service period while it provided the same TEE of the seasonal heat load scenario.

o) Heat load level

According to field and climate circumstances, the heat load varies in practice. Five heat load levels were investigated to consider this variability (Figure IV.12). In general, 54 cases for each soil were investigated. Table IV.6 summarizes the 15 factors including their different investigated parameters. The reference parameters (used in the reference models of section 4) are also reported in Table IV 

IV.4.2. Effect of different factors on the yearly average heat pump COP

To study various factors affecting the performance of the BHE installed in 2 soils, the variation of yearly average heat pump COP in different conditions was explored in 108 scenarios (Figure IV.13.). The results of the reference models were also distinguished in this figure. The results will be presented in 5 principal aspects mentioned in the introduction.

Firstly, it is the influence of the environmental aspect on the BHE performance (Figure IV.13 a-c). Figure IV.13-a shows that the shallow BHE behaves better in the warmer climate. This conclusion is obtained for a field with a constant temperature gradient in its large depths, fixed for all the numerical simulations. Figure IV.13-b shows that the shallow BHE behaves better in a less vegetated field since it results in a higher water content profile and a higher soil thermal conductivity profile. Additionally, sand shows more variation of the COP value than clay when the field vegetation changes. Figure IV.13-c shows that the heat pump COP has a slight increase with the increase of groundwater velocity in both soils due to a better heat convection in a higher groundwater velocity. This increase becomes more apparent if the velocities higher than 3E-7 m.s -1 will be tested in our simulations.

Secondly, the influence of the grout properties on the BHE performance is analyzed ( However, the increase becomes negligible when the pipe thermal conductivity reaches 2.0

W.m -1 .K -1 .
Fourthly, the influence of the carrying fluid properties on BHE performance is pointed out shows that the yearly average heat pump COP of the steady heat load scenario is higher than that of the seasonal heat load scenario. Figure IV.13-o shows that the heat pump COP decreases linearly with the heat load level and a higher heat load leads to an inferior heat pump performance.

(Figure IV.13-l & m).
Generally, the BHE installed in sand behaved better than that installed in clay. The studied factors had a similar effect (increase/decrease trend) on the heat pump COP in both soils. The highest difference between the estimated yearly average COP in two soils was found for the open field hydraulic condition and the heat load level ranging between 20 and 56 W.m -1 . The following points have been observed:

• the meteorological condition has the highest impact (41.6% in sand and 45.3% in clay) on the shallow BHE performance;

• the grout thermal conductivity (27.2% in sand, 30.1% in clay) and the heat load level (29.4% in sand, 36.4% in clay) have also a high impact on the shallow BHE performance;

• the multi-pipe solution, the carrying fluid velocity and the heat load level influence the yearly average COP in both soils between 12.2% and 16.2%;

• the hydraulic condition, the groundwater flow, the grout volumetric heat capacity, the grout diameter, the shank spacing, the pipe inner diameter, the pipe thickness, the pipe Chapter IV. Factors influencing the performance of shallow BHE 107 thermal conductivity, the carrying fluid material, and the heat load mode have less impact on the yearly average heat pump COP (between 0.0% and 11.6%). Besides, the following points should be considered for the shallow BHE performance or the heat pump COP:

• Hydrothermal fluctuation on the ground surface influences the BHE performance when a short U-pipe is used. For our studied 20m-length U-pipe, a length of 8.45 m is unsaturated and significantly dependent to the ground surface hydrothermal fluctuation.

• The groundwater flow influences highly the terrain hydraulic conditions. A relatively high velocity of groundwater flow, especially in sand increases the temperature recovery rate and subsequently improve the BHE performance. The same fact has also been reported in the literature [START_REF] Angelotti | Energy performance and thermal impact of a Borehole Heat Exchanger in a sandy aquifer: Influence of the groundwater velocity[END_REF][START_REF] Hein | A numerical study on the sustainability and efficiency of borehole heat exchanger coupled ground source heat pump systems[END_REF][START_REF] Rivera | Ground energy balance for borehole heat exchangers: Vertical fluxes, groundwater and storage[END_REF]Zhang et al., 2015b).

• In extreme environmental conditions, the peak load shall be avoided to ensure a higher yearly heat pump COP.

Selecting the appropriate properties for a BHE is crucial since more attention is put nowadays into the optimization of a BHE system. The main objective of the current investigation is to shed light on how the different factors influence the yearly heat pump COP. These findings can be used as a guideline in future investigation treating the BHE performance or the heat pump COP, especially for shallow BHE.

IV.5. Summary

Numerical simulations were performed to investigate the factors impacting the performance of a shallow BHE installed in unsaturated soils subjected to yearly hydrothermal fluctuation on their ground surface. It was first validated by the literature in-situ measurements.

After showing the good capacity of the proposed numerical framework, two reference models were constructed for the calculations of the shallow BHE installed in sand and clay. The BHE installed in sand behaved better than that installed in clay according to the simulation results.

Subsequently, the effect of 15 principal factors on the shallow BHE performance was investigated by covering 108 different cases. The yearly average heat pump COPs in different cases were compared with those of the reference models. The same impact of different factors was observed for the BHE installed in the two soils with an average difference of 8.6%

between sand and clay (COP = 3.55 in sand and COP = 3.27 in clay). Globally, the BHE performance was better in warmer climate, less vegetated field, higher groundwater velocity, higher grout thermal conductivity, larger grout diameter, larger shank spacing, more additional U-pipes, larger U-pipe inner diameter, thinner U-pipe, higher U-pipe thermal conductivity, more stable heat load and lower heat load level. The grout volumetric heat capacity influenced negligibly the BHE performance. The usage of CaCl2 (20%) as the carrying fluid improved the BHE performance and the BHE performance was the lowest when the carrying fluid velocity reached 0.3 m.s -1 .

The heating process was uniquely studied in this investigation to make the comparison in the similar cases. In hot climate regions, the cooling process or both cooling and heating processes are used, which can be also investigated by this numerical framework.

The current investigation was based on the numerical simulations and further experimental measurements are still necessary to complete this work. Moreover, some novel materials can be used to optimize the BHE performance. For example, PCM can replace the grout and the carrying fluid [START_REF] Zhao | A Review on Heat Transfer Enhancement of Borehole Heat Exchanger[END_REF] to enhance the heat pump performance. A good characterization of PCM will be essential in the future optimization procedure. Hybrid

Ground-Source Heat Pump (HGSH) can provide extra energy source to extract/inject heat [START_REF] Emmi | An analysis of solar assisted ground source heat pumps in cold climates[END_REF][START_REF] Fine | A simplified ground thermal response model for analyzing solar-assisted ground source heat pump systems[END_REF][START_REF] Liu | Feasibility and performance study of the hybrid ground-source heat pump system for one office building in Chinese heating dominated areas[END_REF]. Besides, the financial records of different scenarios will be helpful to determine the best optimized solution for the performance of a system.

V. SENSITIVE ANALYSIS ON THE TRT V.1. Introduction

In this context, COMSOL was adopted to simulate the TRT during the hottest day(s) of a year in summer and during the coldest day(s) of a year in winter. The investigated soils are constituted of unsaturated and saturated zones, where the thermal properties in the saturated zone are constant and the soil thermal properties in the unsaturated zone are decided by the soil hydraulic profile. Due to the short test time of TRT, the ground surface temperature and the hydraulic profile of the surrounding soil were regarded constant during the simulation.

By analyzing the different cases in the numerical simulations, a new analytical approach was also proposed for the estimation of the effective soil thermal conductivity in BHE applications.

V.2. Governing equations

The same numerical framework has been used in the last chapter. Nevertheless, there are some differences of the governing equations between this chapter and the last chapter. Due to the short test time of the TRTs, the hydrothermal profiles were set constant in the simulation.

However, the hydrothermal models were used to generate the initial suction and temperature profiles.

V.3. Validation of the numerical framework for the TRTs

In-situ TRTs conducted at the Chiba Experimental Station at the University of Tokyo (Japan) [START_REF] Choi | Effect of natural convection on thermal response test conducted in saturated porous formation: Comparison of gravel-backfilled and cementgrouted borehole heat exchangers[END_REF] were used to evaluate the capacity of the numerical framework. The water level is situated at a depth of 10 m and the U-pipe length is 50 m. The effective soil thermal conductivity of 1.96 W.m -1 .K -1 was employed in the model [32]. All the site parameters are reported in Table V.1. (5.9)

The comparisons show that the numerical framework is capable to predict well the inlet and outlet temperatures, particularly after 20 h. The difference is relatively large in the first 20 h. After this time, the difference becomes less than 1%.

Chapter V. Sensitive analysis on the TRT where, L is the length of the BHE (m), z is the starting depth where the BHE is installed (m).

To further evaluate the capacity of our proposed numerical framework, TRTs were simulated for a BHE installed in Alsace region (France) since we have access to an instrumented site in this region. Alsace has a semi-continental climate at low altitude and a continental climate at high altitude. At some parts of the region, the ground temperature gradient can reach 0.1 K.m - 1 . The lowest daily average ambient temperature at the test site is around 1 °C in winter and the highest daily average ambient temperature in summer is around 22 °C. The annual average ambient temperature at the test site is around 11.5 °C. Table V.2 presents 6 different soil layers and their thicknesses. The U-pipe is surrounded by grout and water is the carrying fluid. Further details about the field, the weather condition, the grout thermal properties, the U-pipe description, the physical properties of the carrying fluid and the U-pipe layout are given in the 3 rd chapter. 

Table V.2. Six soil layers with their thicknesses at a site in

V.4. TRT simulation results

In this section, the simulation results of the TRTs conducted in different scenarios are presented.

V.4.1. Model description

A 3D geometry with a length of 30 m, a width of 30 m and a depth of 100 m was used in the numerical simulations. The borehole diameter was 0.14 m. Inside the borehole, the single Upipe was symmetrically positioned with a shank spacing of 0.05 m. The inner and outer diameters of U-pipe were respectively 2.2 and 2.7 cm.

In practice, a BHE is conventionally surrounded by unsaturated and saturated soils, and the depth of the unsaturated zone varies with the water level. The soil thermal properties vary with time and space, particularly in the unsaturated zone. To better investigate the influence of this unsaturated zone on the effective soil thermal conductivity, a λ ratio is introduced:

u U pipe z z  - = (5.11)
where, zu is the depth of unsaturated zone/water level (m), zU-pipe denotes the U-pipe length (m). In the investigation, the λ ratio ranges between 0 to 1, indicating that the unsaturated zone does not exceed the U-pipe length.

To have a more comprehensive investigation, 10 scenarios were considered by modifying either the U-pipe length or the water level. In this work, the U-pipe length is between 11.5 and 34.03 m, the water level is between 8.45 and 15 m and the λ ratio is between 0.34 and 1. Table V.3 summarizes these scenarios with their corresponding λ ratios. It is expected that the effective ground thermal conductivity ranges between a value obtained during the hottest day(s) of a year and a value obtained during the coldest day(s) of a year.

Hot days of a year are supposed to be in summer and cold days of a year are in winter. Thus, summer and winter express these extreme conditions in our simulations. The daily average ground surface temperatures for the hottest day(s) in summer and the coldest day(s) in winter -4 The sand content is used in this work to represent the different field conditions since it affects directly the soil thermal properties in the numerical framework (equations (5.5) and (5.6)).
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Three typical soils with 20%, 60% and 90% of sand content, representing clay, sandy loam and sand were adopted to investigate the TRTs in the different geotechnical (field) conditions.

Table V.4 summaries the necessary hydrothermal parameters and their corresponding values for the 3 soils. The soil specific unit weights (s) are also presented. The SWCCs and their corresponding soil thermal properties obtained from equations (5.5) and ( 5 Water was selected as the circulating fluid in the U-pipe with the velocity of 0.5 m.s -1 . The thermal conductivity of pipe was 0.5 W.m -1 .K -1 . The grout has a thermal conductivity of 2.5 W.m -1 .K -1 , a density of 2500 kg.m -3 and a specific heat capacity of 800 J.kg -1 .K -1 .

Due to a limited hydraulic velocity in clay and the water head difference in shallow BHEs, no groundwater flow was imposed in the numerical simulations.

Conventional TRTs usually need a time between 48 and 72 hours [START_REF] Bujok | Assessment of the influence of shortening the duration of TRT (thermal response test) on the precision of measured values[END_REF][START_REF] Raymond | Extending thermal response test assessments with inverse numerical modeling of temperature profiles measured in ground heat exchangers[END_REF]. Consequently, a period of 120 h was considered in our simulations to cover sufficiently this period.

The heat injection process was considered in our investigation, which is common in the TRT practice. ASHRAE standards recommend a thermal load between 50 and 80 W.m -1 for a TRT [START_REF] Ashrae | ASHRAE Handbook -HVAC Applications[END_REF]Zhang et al., 2015a). [START_REF] Cai | Testing and analysis of the influence factors for the ground thermal parameters[END_REF] have experimentally conducted TRTs subjected to 3 heat loads and found that the heating power influenced less than 5% the ground thermal conductivity. Accordingly, a heat injection rate of 60 W.m -1 was chosen for the following TRT simulations.

V.4.2. Numerical simulation results for carrying fluid temperature

The carrying fluid temperatures were obtained for the 10 scenarios in clay, sandy loam and sand in summer and winter. (5.12)

To better analyze the TRT results and explore the effect of λ ratio and U-pipe length on the results, the tests were divided into 2 groups as presented in Table V.5. The figure shows that the effective soil thermal conductivities obtained in winter are higher than those in summer (3.8% to 14.0% for clay, 5.8% to 24.3% for sandy loam, and 5.2% to 17.9% for sand), and the largest difference exists for the shortest U-pipe. The phenomenon is due to a favorable heat transfer during the heat injection period in winter.

The figure also shows that the effective soil thermal conductivity varies linearly with the λ ratio (Figure V.7 a-f) and it additionally varies in a (2 nd degree) polynomial form with the Upipe length (Figure V.7 g-i).

Generally, clay has the smallest effective thermal conductivity among the 3 soils. Sand and sandy loam have a larger variation of the effective thermal conductivities than clay. Further, sandy loam has a greater effective thermal conductivity than sand in shallow U-pipes. The phenomenon can be explained by Figure V.5-a, where sandy loam has a higher thermal conductivity in its unsaturated zone. However, the advantage would diminish with the increase of the U-pipe length, since sand has a higher thermal conductivity in the saturated zone.

In Group 1 with a variable water level, the decrease of the effective soil thermal conductivity with the λ ratio is observed for all the soils (Figure V.7 a-c). In Group 2 with a variable Upipe length, the same trend is observed for clay and sandy loam in summer while an increase V.5. An analytical approach for the effective soil thermal conductivity

In this section, an analytical approach is first proposed and then applied to 6 in-situ measurements and a geothermal multi-layered field in Alsace region (France).

V.5.1. The proposed analytical approach

It has been obtained in the last section that the soil effective thermal conductivity varies linearly with the λ ratio (Figure V.7 a-f) and it varies with the U-pipe length in a polynomial form (Figure V.7 g-i). Figure V.7 g-i also show that the effective soil thermal conductivity is stabilized for the long U-pipes. This maximum U-pipe length in which the stabilization occurs is noted as Lmax (m).

According to the results in the last section, the following solution is proposed to predict the effective soil thermal conductivity:

( ) ( ) 2 1 1 eff a b c d k eb      +  +  +   = +        (5.13) where a (W.m -1 .K -1 ), b (W.m -1 .K -1 ), c (W.m -1 .K -1 ), d (W.m -1 .K -1
) and e (W.m -1 .K -1 ) are constant parameters. The λ ratio varies between 0 and 1.  is another dimensionless factor, defined as:

max = U pipe z L  - (5.14)
By fitting the results, all the parameters estimated in the two seasons for the 3 soils are summarized in Table V.6. The table indicates that the proposed equation (5.13) considers indirectly the soil saturation, its dry density, and its sand content since the coefficients vary with the soil type and the season. It also confirms that the λ ratio define reasonably the effect of the unsaturated zone on the effective thermal conductivity. As the sand content is the unique instinctive parameter distinguishing the three studied soils in The approach has been used to predict the effective soil thermal conductivity of 6 sites all around the world. As observed in Figure V.7 g-i, the effective soil thermal conductivity is less influenced by the testing time (winter or summer) when the U-pipe length exceeds Lmax. Since all these studies have a U-pipe length longer than 50 m, it is not necessary to estimate two different thermal conductivities in summer and winter as the difference will be less than 5.5%.

a (W.m -1 .K -1 ) b (W.m -1 .K -1 ) c (W.m -1 .K -1 ) d (W.m -1 .K -1 ) e (W.m -1 .K -1 ) Lmax (m)
Therefore, an average value of the effective soil thermal conductivity in summer and winter is estimated for the three soils (Table V.7). The measured in-situ effective soil thermal conductivities are also reported in Table V.7. The results show that the in-situ soil thermal values, proving the capacity of the proposed approach.

The proposed approach can be also used to approximate the geotechnical field condition by comparing the in-situ thermal conductivity with the predicted values for the different soils.

For example, it can be declared that the Japanese soil in Choi and Ooka's work [START_REF] Choi | Effect of natural convection on thermal response test conducted in saturated porous formation: Comparison of gravel-backfilled and cementgrouted borehole heat exchangers[END_REF] has a geotechnical texture between sand and sandy loam and the Cyprian soil in Florides and Kalogirou's work [START_REF] Florides | First in situ determination of the thermal performance of a U-pipe borehole heat exchanger, in Cyprus[END_REF] has more or less a clayey texture. 

V.5.3. The application of the approach to a multi-layered field in Alsace

To further verify the capacity of the proposed approach, TRTs were also simulated in Alsace region (France) for a BHE with a U-pipe length of 20 m and a water level of 7.63 m (presented in section 3). The U-pipe has also penetrated through 6 soil layers (Table V.2).

The validity of an equivalent one-layered soil in the TRT numerical simulations was confirmed in section 3 in this chapter. in summer and 1.79 W.m -1 .K -1 in winter. The effective thermal conductivity is rationally higher in winter than in summer. The effective soil thermal conductivities of the different studied soils in summer and winter are also reported in Figure V.10 as the reference values.

The obtained effective soil thermal conductivities are close to the equivalent thermal conductivity derived from equation (5.10): 1.659 W.m -1 .K -1 in summer and 1.662 W.m -1 .K -1 in winter (presented in section 3). These facts give more credits to the proposed approach for the estimation of the effective soil thermal conductivity in a shallow BHE. 

V.6. Summary

In this investigation, the impacts of testing time, field condition and U-pipe length on TRTs have been studied. Eventually, an analytical approach was proposed to estimate the effective soil thermal conductivity in BHE applications.

Chapter V. Sensitive analysis on the TRT 129 Generally, the TRT numerical simulations were conducted in 3 soils, 2 seasons, 3 water levels and 6 U-pipe lengths. In total, 60 cases were simulated, and their corresponding effective soil thermal properties were obtained. The results show that the TRTs in winter have higher effective soil thermal conductivities, due to the heat injection process. The influence of the testing time becomes less significant as the U-pipe length increases. The effective soil thermal conductivity varies linearly with the λ ratio (= water level/ U-pipe length) and it decreases generally with the increase of the λ ratio in summer. On the contrary, it increases with the λ ratio for the tests in clay and sandy loam with a constant water level during winter. Moreover, the effective thermal conductivity varies with the U-pipe length in a (2 nd degree) polynomial form, and the influence of U-pipe length on effective soil thermal conductivity generally gets stabilized when the U-pipe is beyond 30 m.

By analyzing the TRT results, an analytical solution was proposed to estimate the effective soil thermal conductivity, with a RMSE less than 0.035 W.m -1 .K -1 . The approach has been used to estimate the effective soil thermal conductivities of 6 sites in Japan, China, Cyprus and Croatia, along with a shallow BHE installed in a multi-layered field in Alsace region (France). The comparisons proved the good capacity of the proposed approach to estimate the field effective thermal conductivities in the BHE projects with various field conditions and Upipe lengths. The proposed approach is particularly interesting for short BHEs with limited capital investments.

VI. PERFORMANCE OF A HGHE WITH THE

ATMOSPHERE-SOIL INTERACTION

VI.1. Introduction

The main objective of this investigation is to construct a numerical simulation framework to evaluate the HGHE performance in field conditions by considering energy and water balance on the ground surface. This investigation also aims to visualize how the HGHE influences the ground surface temperature and the heat flux through the ground surface, rarely studied so far.

Moreover, the investigation has compared the numerical simulation results under two different surface boundary conditions (with/without considering atmosphere-soil interaction), which helps identify the reliability of the traditional method by setting time-varying temperature as ground surface boundary.

In this chapter, a validated finite element model established in COMSOL is used to estimate the performance of a HGHE installed in a multi-layered soil field. The often-neglected points such as ground surface energy/water balance, hydrothermal fluctuations and a slinky-type HGHE are addressed in this numerical framework.

It should be noted that the site studied in this chapter is the same as the site investigated in Chapter IV. However, the ground surface boundary conditions are different from the previous chapter. In this chapter, Neumann instead of Dirichlet boundary condition was applied for the hydrothermal boundary condition on the ground surface due to the shallow installation of the HGHE. Compared with Chapter IV, the boundary condition in this chapter is relatively complicated, however, closer to reality, and more accurate to estimate the performance of a shallow installed HGHE.

VI.2. Governing equations

HGHE is conventionally installed shallowly beneath the ground surface. The working of HGHE could influence the ground surface heat flux, thus influencing the ground surface temperature distribution, especially for estimating the long-term performance of a HGHE. The ground surface energy and water balance equations are therefore used for the numerical simulation work of HGHE. However, the equations in this section are not used for the numerical simulation framework of BHE, since it is installed deep beneath the ground surface, and its performance is less influenced by the two different boundary conditions (Dirichelet and Neumann boundary conditions). of GCHP which entail a significant generation of heat. The soils thermal dynamics is important for a number of environmental processes. These processes include solar radiation heat flux into the ground, longwave radiation, latent heat flux resulting from evaporating water, sensible heat flux from the convection of air, all of these influences depend strongly on the soil temperature as well as on soil water content [START_REF] Bryś | Characteristics of heat fluxes in subsurface shallow depth soil layer as a renewable thermal source for ground coupled heat pumps[END_REF].

Different approaches to measure soil surface heat flux in terms of heat transfer during atmosphere-soil interaction were examined by [START_REF] Kustas | Estimation of the soil heat flux/net radiation ratio from spectral data[END_REF], Heusinkveld et al.

(2004) at different sites. Compared with local-scale micrometeorological, climatological, and hydrological methods, remote sensing technology has more advantage in estimating large spatial coverage provided by satellite observations of ground surfaces [START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]. In this investigation, a series of models have been accumulated in getting the radiation heat flux, the sensible heat flux, the latent heat flux, and finally the ground heat flux flow into/off the ground surface. The detailed information about the models are introduced in this section.

Energy balance on the ground surface is given as [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF]:

0 n R H LE G + --= (6.1)
where Rn is the net radiation heat flux (W.m -2 ), H is the sensible heat flux (W.m -2 ), LE is the latent heat flux (W.m -2 ), G is the ground heat flux (W.m -2 ). It should be noted that the net At first, net radiation is the sum of short-wave radiation and long-wave radiation. The shortwave radiation is made of by direct and diffuse radiations. The long-wave radiation is emitted from the ground surface. The net radiation is the difference between the total incoming and outgoing radiations. It can be obtained by direct measurement or by calculation. Net radiometer is usually used after calibration for the direct measurement. The radiometer is with high sensitivity, usually ranges between 6% and 20% [START_REF] Halldin | Errors in net radiometry: comparison and evaluation of six radiometer designs[END_REF]. Moreover, only total solar radiation is monitored in a standard weather station, and the measurement of net radiation is conducted only in some specific circumstances. These facts limit the use of standard meteorological data for investigating atmosphere-soil interactions, and this also explains the high interest of researchers for the development of calculation methods for the purpose of net radiation determination from standard meteorological data [START_REF] An | Assessment of the methods for determining net radiation at different time-scales of meteorological variables[END_REF].

The net radiation can be given by: 4

(1 ) ( )
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where al is the surface albedo, Rs is the shortwave radiation (W.m -2 ), Ra is the incoming longwave radiation (W.m -2 ), εδTs 4 is the outcoming longwave radiation (W.m -2 ), ε is the soil surface emissivity, σ is Stephan-Boltzman constant (W.m -2 .K -4 ), Ts is the soil temperature (K).

The suggested values of αl and ε for different soil surfaces are listed in Table VI.1. There are many formulae proposed for net radiation, most of them are based on Stefan-Boltzmann law. [START_REF] An | Assessment of the methods for determining net radiation at different time-scales of meteorological variables[END_REF] have summarized the models into 2 methods: method relies merely on air temperature [START_REF] Brutsaert | The roughness length for water vapor, sensible heat, and other scalars[END_REF][START_REF] Jensen | Evapotranspiration and irrigation water requirements[END_REF][START_REF] Weiss | An Experimental Study of Net Radiation, Its Components and Prediction1[END_REF][START_REF] Wright | Peak water requirements of crops in Southern Idaho[END_REF]; method involves both air and soil surface temperatures [START_REF] Bisht | Estimation of the net radiation using MODIS (Moderate Resolution Imaging Spectroradiometer) data for clear sky days[END_REF][START_REF] Brutsaert | Evaporation into the atmosphere: theory, history, and applications[END_REF][START_REF] Cui | Simulating the water content and temperature changes in an experimental embankment using meteorological data[END_REF][START_REF] Hemmati | Thermo-hydro-mechanical modelling of soil settlements induced by soil-vegetation-atmosphere interactions[END_REF][START_REF] Ortega-Farias | Net radiation model evaluation at an hourly time step for mediterranean conditions[END_REF][START_REF] Saito | Numerical Analysis of Coupled Water, Vapor, and Heat Transport in the Vadose Zone[END_REF].

Some typical models calculating the net radiation are summarized in Table VI.2, including the methods consider merely the air temperature and the method considering both air and soil temperatures. et al., 1994a[START_REF] Allen | An update for the definition of reference evapotranspiration[END_REF]Irmak et al., 2010) (6.3) Consider both the air and soil temperature 44
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* Rso: solar radiation in case of clear sky (W.m -2 ); Tm: the maximum air temperatures (K) in one day;

Tn: the minimum air temperatures (K) in one day; Tsky: sky temperature (K); Ta: air temperature (K).

In order to capture the effect of soil surface temperature on the longwave radiation, the model considering both air and soil temperatures is used. Equation ( 6.4) is used for calculating net radiation in this investigation.

The sky temperature Tsky (K) is a fictitious temperature, introduced to model the long wave radiation exchanges with the sky [START_REF] Adelard | Sky temperature modelisation and applications in building simulation[END_REF]. There are different models for sky temperature. Some models are based on air temperature [START_REF] Daguenet | Les Sé choirs solaires: thé orie et pratique[END_REF][START_REF] Swinbank | Long-wave radiation from clear skies[END_REF], some formulae take into account the water vapor tension of the air and the air temperature, which is considered to be more accurate [START_REF] Adelard | Sky temperature modelisation and applications in building simulation[END_REF][START_REF] Centeno | New formulae for the equivalent night sky emissivity[END_REF][START_REF] Daguenet | Les Sé choirs solaires: thé orie et pratique[END_REF]. There are also formulae considering cloud cover, air temperature and water vapor tension of the air [START_REF] Adelard | Sky temperature modelisation and applications in building simulation[END_REF]. In this investigation, a formulae of sky temperature decided by cloud cover cc and air temperature Ta (K) is used [START_REF] Cole | The longwave radiation incident upon the external surface of buildings[END_REF]): 

Secondly, it is the sensible heat flux, which is the convective heat transfer between the ground surface and the ambient air [START_REF] Choi | Impact of long-term operation of ground-source heat pump on subsurface thermal state in urban areas[END_REF]. In a remote sensing method, the sensible heat flux density is usually estimated by following the Ohm's Law, i.e. using a ratio of the surfaceair temperature difference (Ta-Ts) and an aerodynamic resistance to heat transfer (ra) [START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]. The sensible heat flux can be given as:

( ) / a p a a s a H C T T r  - =- (6.7)
where ρa is the air density (kg.m -3 ), Cp-a is the air specific heat capacity (J.kg -1 .K -1 ), ra is the aerodynamic resistance to heat transfer (s.m -1 ).
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Eight parameterizations for aerodynamic resistance based on the Monin-Obukhov Similarity (MOS) theory are introduced and compared in the work of [START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]. According to the MOS theory, the integral gradient of the wind and temperature profiles in a horizontally homogeneous surface layer can be formulated as:

* 0 [In( ) ( , )] m wind m m om zd u u z     - =- (6.8) * 0 [ ( ) ( , )] m a aero r h oh oh zd T T T P In z     - - = - (6.9)
where uwind is the wind speed (m.s -1 ), u * is the friction velocity (m.s -1 ), κ is the von Karman constant, zm is the height where the meteorological parameters are measured (m), d is the displacement height (m), zom is the roughness length for momentum (m), , 0m and 0h are stability parameters defined as  = zm_d/L, 0m = zom/L and 0h = zoh/L, respectively (zm-d = zmd), LM-O is the Monin-Obukhov length (m), Taero is the aerodynamic surface temperature (K), Pr0 is the turbulent Prandt number describing the difference between the eddy diffusivities of momentum and of heat, zoh is the roughness length for water vapor (m). The aerodynamic resistance to heat transfer can be given as:
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In neutral conditions, ψm(ς, ς0m) = ψh (ς, ς0h) = 0, the aerodynamic resistance to heat transfer can be simplified to the following equation, which has also been used in this investigation [START_REF] Allen | A Penman for All Seasons[END_REF][START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]:

2 ln( ) ln( ) mm om oh a wind z d z d zz r u  --  = (6.11)
The displacement height is linear to the vegetation height hc (m) [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF]:

2 / 3 c dh = (6.
12)

The roughness length for momentum transfer is calculated by the following equation [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF]:

0.123 om c zh = (6.13)
The roughness length for vapor transfer is given as [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF]:

0.1 oh om zz = (6.14)
Finally, the latent heat flux is represented by LE, constituted by the latent heat vaporization of water L (J.kg -1 ) and the actual evaporation E (mm.s -1 ). Evaporation is a collective term covering all processes in which liquid water is transferred as water vapor to the atmosphere.

Transpiration is the evaporation from within the leaves of a plant via water vapor flux through leaf stomata. Evapotranspiration is defined as the sum of transpiration and evaporation from the soil surface [START_REF] Mcmahon | Estimating actual, potential, reference crop and pan evaporation using standard meteorological data: a pragmatic synthesis[END_REF]. In arid and semiarid regions, evapotranspiration is often nearly equal to precipitation, while in humid areas, it is limited by available energy [START_REF] Zhang | Response of mean annual evapotranspiration to vegetation changes at catchment scale[END_REF]. Under very dry conditions, potential evapotranspiration exceeds precipitation, and actual evapotranspiration equals precipitation. Under very wet conditions, water availability exceeds potential evapotranspiration, and actual evapotranspiration will asymptotically approach the potential evapotranspiration [START_REF] Zhang | Response of mean annual evapotranspiration to vegetation changes at catchment scale[END_REF].

Actual evaporation of soil sample can be measured directly by sensitive weighing scales [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF] or weighing lysimeters [START_REF] Benson | Field Evaluation of Alternative Earthen Final Covers[END_REF]. Specifically, sensitive weighing scales are applied for soil sample in small size in the laboratory. The weighing lysimeters are used for measuring soil water evaporation of soil sample in a large scale in the field or in the laboratory. However, in these two approaches, the bottom of soil sample is isolated with the surrounding environment, limiting the accuracy of measurement results [START_REF] Benson | Field Evaluation of Alternative Earthen Final Covers[END_REF]. In addition, different kinds of prediction models were also reported in literature allowing the estimation of potential evaporation and actual evaporation. For the potential evaporation, the mass transfer models are frequently applied because of their simplicity and reasonable accuracy. In the mass transfer models, there are three governing factors: vapor pressure gradient, temperature and wind speed. In general, the mass transfer model is in a simple form with several measurable variables, allowing the estimation of potential evaporation. Besides, different models for the estimation of soil evaporation (actual evaporation) can be classified into three types: the resistance models, the vapor pressure models and the models considering energy exchanges.

Potential evaporation is defined as the amount of evaporation that would occur if a sufficient water source were available, it has been used to provide a reference level for actual evaporation in many studies of ground surface heat and water balance [START_REF] Choudhury | Global pattern of potential evaporation calculated from the Penman-Monteith equation using satellite and assimilated data[END_REF].

Obviously, the actual evaporation is not bigger than the potential evaporation. There are also different approaches in evaluating potential evaporation [START_REF] Monteith | Evaporation and environment[END_REF][START_REF] Penman | Natural Evaporation from Open Water, Bare Soil and Grass[END_REF][START_REF] Priestley | On the Assessment of Surface Heat Flux and Evaporation Using Large-Scale Parameters[END_REF]. [START_REF] Jensen | Evapotranspiration and irrigation water requirements[END_REF] identify that the Penman-Monteith equation [START_REF] Monteith | Evaporation and environment[END_REF][START_REF] Penman | Natural Evaporation from Open Water, Bare Soil and Grass[END_REF] provides the most accurate estimate of monthly evaporation from wellwatered grass under varied climatic conditions after comparing 20 different methods of estimating potential evaporation. The Penman-Monteith model [START_REF] Monteith | Evaporation and environment[END_REF] is usually adopted to estimate potential evaporation from a vegetated surface [START_REF] Mcmahon | Estimating actual, potential, reference crop and pan evaporation using standard meteorological data: a pragmatic synthesis[END_REF]. It should be noted that the evaporation potential calculated by Penman-Monteith model assume that the grass cover is well-watered or the water supply for the soil is unrestricted [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF][START_REF] Choudhury | Global pattern of potential evaporation calculated from the Penman-Monteith equation using satellite and assimilated data[END_REF], this is not the case at the field condition in our investigation.

Therefore, an actual evaporation model based on catchment area was introduced in this work to simulate the real field condition. Besides introducing the model used in this investigation, some other methods have been adopted to get the actual evaporation. For example, [START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF] assume that actual evaporation equals potential evaporation when the soil surface is wet (rainy days), otherwise it is less than potential evaporation and depends on soil water content. The Penman-Monteith model is given as: 6.15) where Δ is the slope of the saturation vapor pressure curve (kPa.K -1 ), es is the saturation vapor pressure (kPa), ea is the actual vapor pressure (kPa), γ is the psychrometric constant (kPa.K -1 ), rc is the crop canopy resistance (s.m -1 ).
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Budyko curve [START_REF] Budyko | Climate and life[END_REF] is a curve based on the water balance and the energy balance, which is often used to describe the relationship between the long-term water partitioning, represented by the ratio of actual evaporation over precipitation, and long-term climate,

represented by the ratio of potential evaporation over precipitation, namely the aridity index [START_REF] Budyko | The Heat Balance of the Earth's Surface[END_REF][START_REF] Budyko | Climate and life[END_REF]. There have been many investigations conducted to find this relation [START_REF] Budyko | Climate and life[END_REF][START_REF] Fu | On the calculation of the evaporation from land surface[END_REF][START_REF] Ol'dekop | On evaporation from the surface of river basins[END_REF][START_REF] Pike | The estimation of annual run-off from meteorological data in a tropical climate[END_REF][START_REF] Potter | Interannual variability of catchment water balance in Australia[END_REF][START_REF] Schreiber | Uber die Beziehungen zwischen dem Niederschlag und der Wasserfuhrung der Fluβe in Mitteleuropa[END_REF][START_REF] Turc | Le Bilan d'eau des sols : relations entre les précipitations, l'évaporation et l'écoulement[END_REF][START_REF] Zhang | Response of mean annual evapotranspiration to vegetation changes at catchment scale[END_REF][START_REF] Zhang | A rational function approach for estimating mean annual evapotranspiration: ESTIMATING MEAN ANNUAL EVAPOTRANSPIRATION[END_REF]. The following equation [START_REF] Chen | Exploring the relationships between warm-season precipitation, potential evaporation, and "apparent" potential evaporation at site scale[END_REF][START_REF] Gerrits | Analytical derivation of the Budyko curve based on rainfall characteristics and a simple evaporation model: BUDYKO CURVE[END_REF][START_REF] Pike | The estimation of annual run-off from meteorological data in a tropical climate[END_REF][START_REF] Turc | Le Bilan d'eau des sols : relations entre les précipitations, l'évaporation et l'écoulement[END_REF] for catchment area has been used to estimate the field actual evaporation in this investigation:

Chapter VI. Performance of a HGHE with the atmosphere-soil interaction 139 1 1 ( / ) v v p E P E P -- =  +  (6.16) where P is the rainfall rate (mm.s -1 ), Ep is the evaporation potential (kg.m -2 .s -1 or mm.s -1 ), v is a parameter referring landscape properties such as vegetation coverage and soil properties.

The parameter v needs to be a positive number, and its typical value is 2 [START_REF] Chen | Exploring the relationships between warm-season precipitation, potential evaporation, and "apparent" potential evaporation at site scale[END_REF]. The ratio of actual evaporation over precipitation to the ratio of potential evaporation over precipitation for the above equation has been shown in The slope of the saturation vapor pressure is given by: 2 4098 / ( 35.85)
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The saturation vapor pressure is related to air temperature Ta (K):

( ) 



- (6.20) where Pat is the atmospheric pressure (Pa), rmw is the molecular weight of water vapor to dry air.

The crop canopy resistance is:

1 / (0.5 ) c r r LAI = (6.21) where r1 is the stomatal resistance of a single leaf (s.m -1 ), LAI is the leaf area index [26,35] ( [START_REF] Allen | Operational Estimates of Reference Evapotranspiration[END_REF][START_REF] Chalhoub | A simple heat and moisture transfer model to predict ground temperature for shallow ground heat exchangers[END_REF]: 

VI.2.2. Ground surface water balance

It is assumed that the precipitation (P) is the only water source at the field condition, which is kept balanced with water run off (Wr), actual evaporation (E), and infiltration (Wi) through the ground surface [START_REF] Dietrich | Behavior of water balance components at sites with shallow groundwater tables: Possibilities and limitations of their simulation using different ways to control weighable groundwater lysimeters[END_REF]. Therefore:

ri P W E W = + + (6.24)
The water flux can therefore be calculated if the precipitation, actual evaporation and water runoff are obtained. As the precipitation can be obtained conveniently from the local weather station and the actual evaporation has been illustrated in the previous part, it is necessary to determine water runoff amount. Runoff is a complex interaction between precipitation and landscape factors. Water runoff can be predicted by different models for different catchments and different rainfall conditions. The lumped-parameter model and the spatially distributed model are two main models for rainfall runoff prediction according to [START_REF] Knapp | A review of rainfall-runoff modeling for stormwater management[END_REF] and [START_REF] Tedela | RAINFALL-RUNOFF RELATIONSHIPS FOR SMALL, MOUNTAINOUS, FORESTED WATERSHEDS IN THE EASTERN UNITED STATES[END_REF]. The lumped-parameter model ignores the spatial heterogeneity of the catchment response to achieve an important advantage of simplicity [START_REF] Ponce | Runoff Curve Number: Has It Reached Maturity[END_REF], while the spatially distributed model attempts to simulate most of the heterogeneous responses at a local scale [START_REF] Beven | Changing ideas in hydrology -The case of physically-based models[END_REF][START_REF] Garbrecht | GIS and Distributed Watershed Models. I: Data Coverages and Sources[END_REF]. As a rule of thumb, a lump model is applicable to a small watershed characterized by its quick response to rainfall while a distributed model is recommended for large watersheds. Rational method is one of the 

VI.2.3. The other physic equations

The principal equations of the other equations related to ground heat exchangers considering hydrothermal fluctuation in soil, energy balance in soil and energy balance in pipe have been introduced in the previous chapters.

VI.3. Validation of the proposed numerical framework

The atmosphere-soil-HGHE interaction is considered in our numerical simulation framework.

To evaluate the capacity of the proposed model, the atmosphere-soil interaction was firstly evaluated by using a local instrumented temperature probe [START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]. Subsequently, the soil-HGHE interaction was evaluated by an indoor experiment conducted by Yoon et al. (2015b).

VI.3.1. Validation for the atmosphere-soil interaction

A local site in Alsace region (France) was chosen for this validation since we have access to the geological, metrological and hydraulic conditions of this field [START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF][START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF]. The soil at the top 20 m is constituted of 4 soils and 6 soil layers Table VI.4 and Table VI.5 present the parameters for the atmosphere-soil interaction. Table VI.4 presents the parameters for the soil surface energy balance and Table VI.5 summarizes the hydrothermal properties of the subsurface soils. The ambient temperatures of the investigated site have been monitored during several years [START_REF] Cuny | Simplification of Boundary Conditions of the Modeling of Shallow Geothermal Systems[END_REF][START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]. Based on the in-situ measurements, the following equation is used for approximating ambient temperature [START_REF] Cuny | Simplification of Boundary Conditions of the Modeling of Shallow Geothermal Systems[END_REF][START_REF] Lin | Impact of soil moisture on the long-term energy performance of an earth-air heat exchanger system[END_REF]: Estimating water runoff on the ground surface depends not only on soil characteristics (type, initial water content, slope catchment size and surface vegetation), but also on rainfall rate and duration [START_REF] Chiew | Application of the daily rainfall-runoff model MODHYDROLOG to 28 Australian catchments[END_REF]. Water runoff coefficient is a dimensionless coefficient relating the amount of runoff to the amount of precipitation received. [START_REF] Li | Effects of urban grass coverage on rainfall-induced runoff in Xi'an loess region in China[END_REF] find through indoor experiment that water runoff coefficient decreases with the increase of the grass coverage ratio, and the influence of grass coverage on the reduction of runoff shows a high degree of spatial variation. The annual water runoff coefficient ranges between 0.1 and 0.25 for a park with vegetation inside [START_REF] Tsutsumi | Surface and subsurface water balance estimation by the groundwater recharge model and a 3-D two-phase flow model[END_REF]. For the investigation site in this work, it was assumed that the annual water runoff coefficient was 0.2.

Therefore, 20% of the precipitation runoff, and the other 80% participates into evapotranspiration or infiltration. An equilibrium method is used to obtain the initial hydrothermal profiles. 

VI.3.2. Validation for the soil-HGHE interaction

The soil-HGHE interaction of the proposed numerical framework was evaluated by an indoor experiment reported by Yoon et al. (2015b). In their work, two experiments were conducted in a sandy box for slinky-type HGHEs with pipe lengths of 24 and 66 m. They have further used a far-infrared radiation heater to maintain constant the indoor temperature. In their experiment, a polybutylene pipe with inner and outer diameters of 16 and 20 mm was installed at the depth of 0.5 m in a sand box. The sand box has a length of 5 m, a width of 1 m and a depth of 1 m. The surrounding dry sand has a thermal conductivity of 0.26 W.m -1 .K -1 , specific heat capacity of 785 J.kg -1 .K -1 and a density of 1.397 g.cm -3 . The carrying fluid was water with a velocity of 0.3921 m.s -1 . The initial box temperature was between 17 and 18 °C .

The time duration is 30 h for the two experiments. After validating the numerical framework, the simulation results are subsequently presented in this section considering the atmosphere-soil-HGHE interaction. The same site presented in section 3.1 is investigated in this section. To identify the effect of the atmosphere-soil interaction, another scenario is also tested without considering the atmosphere-soil interaction.

VI.4.1. Geometry, mesh and operation options

The studied geometry has a length of 30 m, a width of 12 m and a height of 20 m. This deep geometry was selected to have no hydrothermal impact of the seasonal metrological condition on the bottom boundary. The hydrothermal conditions on the lateral boundaries were also not influenced during the simulation. A slinky-type HGHE with 0.03 m of inner diameter and 0.036 m of outer diameter is installed 1 m below the surface, covered with the backfill soil (sandy loam 1). The geometry strictly followed the geological profile illustrated in the site description. A swept mesh was deployed to obtain reasonable computation time. It should be noted that the generated meshes are denser in the shallow depths since the shallow ground is more sensitive to hydrothermal fluctuation on the ground surface. In addition, the meshes around the HGHE are also denser due to the steep temperature and suction gradients (Choi The pipe was a HDPE pipe with the thermal conductivity of 0.4 W.m -1 .K -1 . PG with a volume concentration of 25% was selected as the carrying fluid. It has a dynamic viscosity of 0.0055

Pa.s, a density of 1026 kg.m -3 , a thermal conductivity of 0.45 W.m -1 .K -1 and a specific heat capacity of 3974 J.kg -1 .K -1 [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF]. The carrying fluid velocity was 0.5 m.s - 1 during the operation period.

A heating scenario was considered in our simulations according to the local climate condition.

The HGHE works from the 100 th day to the 265 th day in a year. A seasonal heat extraction rate varying from 10 to 40 W.m -1 was applied to the HGHE during its operation period (Figure VI.11). The time step for the numerical simulation model is 0.5 day. When the HGHE starts working, the ground heat flux at the zone affected by the HGHE is higher than the non-affected zone due to the heat extraction during the heating season.

Specifically, the ground heat fluxes at the zone affected by the HGHE are 2.7, 9.2, 8.5 and 2.7 W.m -2 higher than the unaffected zone on the days 130, 182.5, 200 and 260, respectively. depth increases from 0.5 to 2 m, the annual average fluid outlet temperatures increase 61.11% and 27.56% correspondingly for the scenarios with and without considering the atmospheresoil interaction. The increase of the installation depth from 0.5 to 1 m has an insignificant effect on the annual average fluid outlet temperatures in both scenarios.

Furthermore, the results confirm the significant influence of the atmosphere-soil interaction in the HGHE simulations. The annual average fluid outlet temperatures are highly overestimated when the interaction is absent in the calculations especially if the HGHE is installed close to the ground surface. The overestimation caused by the non-consideration of the atmospheresoil interaction decreases with the increase of the installation depth. In general, the overestimation decreases from 47.99% to 17.16% as the installation depth increases from 0.5 to 2 m. As it has been reported regularly in the literature [START_REF] Casasso | Efficiency of closed loop geothermal heat pumps: A sensitivity analysis[END_REF][START_REF] Hein | A numerical study on the sustainability and efficiency of borehole heat exchanger coupled ground source heat pump systems[END_REF][START_REF] Shao | Geoenergy Modeling II: Shallow Geothermal Systems[END_REF], the fluid outlet temperature from the HGHE is linear to the heat pump performance, and consequently the HGHE performance. The higher the fluid outlet temperature in the heating scenario, the higher the HGHE performance. Therefore, the same conclusions observed for the fluid outlet temperature can be generalized for the HGHE performance.

VI.5. Summary

This paper has evaluated the outlet temperatures of a slinky-type HGHE installed in a multilayered soil field by considering the local metrological and geological conditions.

The numerical simulations were firstly validated by the measured data from literature. The results showed the good capacity of the proposed framework to consider the atmosphere-soil-HGHE interaction.

The yearly variations of the in-situ hydrothermal properties were investigated on the horizontal line probes positioned at 5 different depths. The results showed that the soil surface temperature and the ground heat flux were obviously affected during the service period of the HGHE. The affected surface zone had lower temperatures than the unaffected zone while a higher ground heat flux was observed in this zone. Subsequently, the annual average fluid outlet temperature for the in-situ site was estimated at 3.41 °C under the seasonal heat load.

Moreover, the fluid outlet temperatures were further compared for the HGHE installed at 4 different depths with and without considering the atmosphere-soil interaction. Generally, a deep installation increased the fluid outlet temperatures; however, this increase was insignificant when the installation depth increased from 0.5 to 1 m. The results also showed the importance of considering atmosphere-soil interaction in the numerical calculations. The annual average fluid outlet temperature was overestimated when the atmosphere-soil interaction was not considered. This overestimation decreased from 47.99% to 17.16% as the installation depth of the HGHE increased from 0.5 to 2 m.

These findings are important in the design stage of the HGHE engineering. The effect of the atmosphere-soil interaction on the HGHE performance is a crucial factor. This effect is more /less intensified when the installation depth decreased/increased. A deep installation of the HGHE improves the system performance, but it increases the trench digging cost. An appropriate cost/performance ratio may be the best practical solution in HGHE engineering.
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CONCLUSIONS AND PERSPECTIVES

General conclusions

This 

1) Shallow BHE performance in Alsace region

In this investigation, an equilibrium method was proposed to get the initial hydrothermal profiles for the numerical simulation model by considering seasonal ground surface hydrothermal transfer. It is observed in the numerical simulation results that the seasonal hydrothermal fluctuation on the ground surface influences the water content till 1.5 m beneath ground surface and the temperature until 12 m beneath the ground surface. 

3) Sensitive analysis on TRTs

The investigation shows that in the heat injection process, the TRTs in winter result to higher effective soil thermal conductivities. This effect is less obvious for longer BHEs. The effective soil thermal conductivity varies linearly with a newly proposed λ ratio (= water level/ U-pipe length). Moreover, the effective thermal conductivity varies with the U-pipe length in a (2 nd degree) polynomial form, and the influence of U-pipe length on effective soil thermal conductivity generally gets stabilized when the U-pipe is beyond 30 m.
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An analytical solution is finally proposed to estimate the effective soil thermal conductivity from the numerical simulated TRTs, with a RMSE less than 0.035 W.m -1 .K -1 . The proposed approach has been used to estimate the effective soil thermal conductivities of 6 sites in Japan, China, Cyprus and Croatia, along with a shallow BHE installed in a multi-layered field in Alsace region (France). The comparisons prove the good capacity of the proposed approach to estimate the field effective thermal conductivities in the BHE projects with various field conditions and U-pipe lengths. The investigation is interesting for small or medium projects with BHE installed in unsaturated soils since TRT is comparably expensive for these projects.

It should be noted that the investigation is especially useful for shallow BHEs, since the climate condition and water table are counted in the analytical approach.

4) Outlet temperature of a HGHE considering two ground surface boundaries

The 

Perspectives

The project has studied the behavior of ground heat exchangers installed in soils. Some novel insights have been brought in to BHE and HGHE. However, there are further questions to be addressed by additional researches.

The first is the accurate field meteorological conditions and soil thermal properties in the numerical modeling. Although the numerical simulation can predict generally well the local hydrothermal variations by using approximated parameters or parameters from the literature, more accurate meteorological and field conditions can help to achieve a better accuracy to predict the ground heat exchanger performance. These necessary parameters at the local site are ambient temperature, solar radiation, wind speed, cloud cover, precipitation, infiltration, parameters related to SWCCs, sand content, dry density, hydraulic conductivity, vegetation height, etc.

The second question is comparing the in-situ and numerical simulated long-term ground heat exchanger performance. Till now, many short-term tests of ground heat exchanger performance have been conducted, including TRTs and Thermal Performance Tests (TPTs).

These tests are traditionally having a test time between 24 and 120 h, which is not enough to predict the yearly performance of a ground heat exchanger. However, in-situ long-term tests are both time and money consuming, which is not feasible for many projects. Particularly, the thermal load and meteorological conditions should be monitored constantly during the working period of a ground heat exchanger. A long-term in-situ monitoring of ground heat exchanger performance can better adjust a numerical simulation model and one of main perspectives of the investigation.

The third is the investigations on mechanical behavior of the soil surrounding the ground heat exchangers. In our work, the mechanical effect of a ground heat exchanger on the surrounding soil was not investigated. The ground heat exchanger working in the extreme conditions can result the freeze and thaw effect in soil, which can influence both the stability of soil and the ground heat exchanger performance, especially for energy piles installed beneath the buildings. Further investigation can be carried out considering hydro-thermo-mechanical effect of surrounding soils around the ground heat exchangers.

The fourth is the economic aspects of GSHP systems. The installation cost of GSHP system is higher compared with conventional systems like ASHP systems. Although GSHP is energy efficient, the capital investment is a major concern in applications. To estimate the economy behavior of a GSHP system, it is important to know the heating load of a building, the local electricity prize, the subvention from the local government, the electricity consumed by water Conclusions and perspectives 163 pump, the electricity consumed by heat pump, the installation and maintenance fees for the system. Conventionally, the payback period is often used to evaluate the economy aspect of a GSHP.

The fifth is the hybrid GSHP systems. There are some GSHP systems working together with other systems, such as solar panels and cooling towers. These systems can reduce the temperature imbalance in the subsurface and provide extra energy in applications. Further, the hybrid GSHP systems can help to improve the COP of a system and reduce the CO2 emissions.

Proper inspecting of hybrid GSHP systems can help the system to achieve better energy efficiency and realize better economic benefits. [START_REF] Omer | Some Aspects of Soil Thermal Properties[END_REF]. Pour la production d'é lectricité et l'utilisation directe de l'é nergie gé othermique, il existe des restrictions sur la profondeur des puits et les conditions gé ologiques locales contrairement aux systè mes de GSHP. En effet, ces derniers comportent moins de restrictions puisque la tempé rature du sol fluctue de faç on né gligeable lorsque la profondeur atteint 10 m sous la surface terrestre, où il fait frais en é té et chaud en hiver. Depuis la pré histoire, on profite de la tempé rature constante sous la surface de la terre pour stocker de la nourriture ou pour y vivre [START_REF] Sanner | Ground Source Heat Pumps-history, development, current status, and future prospects[END_REF]. L'é nergie gé othermique peu profonde est é galement accessible de jour comme de nuit, sans interruption.
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NOMENCLATURE

L'Environmental Protection Agency (EPA) des États-Unis a dé terminé que les systè mes de pompes à chaleur couplé es au sol (GCHP) constituent l'option de chauffage et de climatisation la plus é coé nergé tique et é cologique [START_REF] Atam | Ground-coupled heat pumps: Part 2-Literature review and research challenges in optimal design[END_REF].

Objectifs de la thè se

La pré sente enquê te vise principalement quatre objectifs :

1. En analysant les diffé rents cas dans les simulations numé riques, une nouvelle approche analytique a ég alement é té proposé e pour l'estimation de la conductivité thermique effective du sol dans les applications BHE.

Dans la pratique, un BHE est traditionnellement entouré de sols insaturé s et saturé s, et la profondeur de la zone insaturé e varie en fonction du niveau de l'eau. Les proprié té s thermiques du sol varient avec le temps et l'espace, en particulier dans la zone non saturé e.

Pour mieux é tudier l'influence de cette zone insaturé e sur la conductivité thermique effective du sol, un rapport λ est introduit : (2)

Où a (W.m -1 .K -1 ), b (W.m -1 .K -1 ), c (W.m -1 .K -1 ), d (W.m -1 .K -1 ) et e (W.m -1 .K -1 ) sont des paramè tres constants.  est un autre facteur sans dimension, dé fini comme suit: 

Ré sumé

La gé othermie peu profonde est une é nergie renouvelable qui peut aider l'humanité à atteindre les objectifs du dé veloppement durable. La thermopompe couplé e au sol est traditionnellement utilisé e pour bé né ficier de cette é nergie. En tant qu'é lé ment principal d'un systè me de pompe à chaleur gé othermique, le rendement d'un é changeur de chaleur souterrain peut influer directement l'efficacité é nergé tique d'un systè me de pompe à chaleur gé othermique. Les é changeurs de chaleur souterrains peu profonds sont normalement installé s dans les sols, qui pré sentent une grande hé té rogé né ité des proprié té s hydrothermales le long des profils de sol. L'objectif principal de ce projet est d'identifier le comportement des é changeurs de chaleur souterrains dans les sols. Les é changeurs de chaleur souterrains inclus dans ce projet sont l'é changeur de chaleur de puits de forage et l'é changeur de chaleur gé othermique horizontal. En ré sumé , les enquê tes suivantes ont é té mené es dans le cadre de ce projet :

La premiè re consiste à introduire le transfert hydrothermique dans la modé lisation numé rique des é changeurs gé othermiques installés sur un site en Alsace (France). Dans cette partie, les fluctuations hydrothermales saisonniè res et la performance de l'é changeur de chaleur de forage peu profond du site avec un systè me de sol multicouche ont é té pré dites. Les ré sultats ont montré que les profils hydrothermiques du sol dé pendaient fortement des proprié té s du sol dans diffé rentes couches. Par la suite, le modè le a é té utilisé pour estimer la performance d'un é changeur de chaleur de forage peu profond installé au mê me endroit sur une année en considé rant deux scé narios diffé rents : une tempé rature d'entré e constante et une charge thermique saisonniè re. On a constaté que le coefficient de performance dans le scé nario de tempé rature d'entré e constante reste presque stable pendant la pé riode de service. Cependant, le coefficient de performance de la thermopompe dé pend fortement de la charge thermique et montre plus de variance dans le scé nario de charge thermique saisonniè re. Le rendement de l'é changeur de chaleur peu profond du puits de forage a é té estimé pour une pé riode de cinq ans en supposant la tempér ature d'entré e constante. On a constaté que l'é nergie annuelle totale extraite diminue chaque anné e, mais cette diminution est devenue né gligeable aprè s la quatrièm e anné e.

La seconde enquê te consiste à identifier les facteurs qui influencent la performance d'un é changeur de chaleur de forage peu profond installé dans les sols. Il a é té constaté que l'é changeur de chaleur de forage peu profond installé dans le sable est plus performant que celui de l'argile de 8%. La mê me diffé rence de performance entre le sable et l'argile a é té observé e dans la plupart des scé narios é tudié s. Le rendement annuel moyen des thermopompes a pré senté une variation de plus de 27,2 % selon les conditions mé té orologiques, la conductivité thermique du coulis et le niveau de charge thermique. La solution multitubulaire et la vitesse du fluide caloporteur ont é galement influencé le rendement de la thermopompe, variant entre 12,2 et 16,2 %. D'autres facteurs tels que l'é tat hydraulique, le dé bit d'eau souterraine, la capacité calorifique volumé trique du coulis, le diamè tre du coulis, l'espacement des tiges, le diamè tre inté rieur du tuyau, l'é paisseur du tuyau, la conductivité thermique du tuyau, le matér iau du fluide porteur et le mode de charge thermique ont eu un impact moindre sur le coefficient de performance de la thermopompe, variant entre 0 et 11,6%.

La troisiè me é tude concerne l'analyse de sensibilité des essais de ré ponse thermique pour les é changeurs de chaleur de forage installé s dans les sols. Cette é tude a é té mené e pour trouver une approche alternative à l'estimation de la conductivité thermique effective sur le terrain en tenant compte de diffé rents moments d'essai, conditions de terrain et longueurs de conduite en U. Pour atteindre cet objectif, les essais de ré ponse thermique ont é té effectué s numé riquement dans de l'argile, du limon sableux et du sable pendant les jours les plus chauds d l'anné e en é té et les jours les plus froids de l'anné e en hiver avec diffé rentes longueurs de tuyaux en U et diffé rents niveaux d'eau souterraine. Les ré sultats ont montré que la conductivité thermique effective du sol é tait plus é levé e en hiver qu'en é té , tandis que cette diffé rence devenait moins significative pour les conduites en U de plus de 30 m. La conductivité thermique effective du sol variait liné airement avec un nouveau rapport défini λ (la profondeur du niveau d'eau divisée par la longueur des conduites en U). Elle variait é galement en fonction de la longueur de la conduite en U sous forme polynomiale (second degré ). Enfin, une approche analytique est proposé e pour estimer la conductivité thermique effective du sol.

La derniè re é tude traite l'identification de la diffé rence de performance d'un modè le de simulation numé rique avec les limites de Neumann et de Dirichlet à la surface du sol pour un é changeur horizontal de chaleur souterraine. Dans le cadre de cette é tude, un cadre numé rique tenant compte de l'interaction entre l'atmosphè re, le sol et l'é changeur de chaleur gé othermique horizontal a é té proposé et validé . Les tempé ratures de sortie d'un é changeur horizontal de chaleur de type slinky-type installé dans un sol multicouche ont ensuite é té é tudié es dans le cadre du scé nario de chauffage. Les ré sultats ont montré que le fonctionnement de l'é changeur de chaleur gé othermique horizontal affectait é videmment la tempé rature à la surface du sol et le flux de chaleur souterraine. L'augmentation de la profondeur de montage de 0,5 à 2 m a augmenté la tempé rature de sortie. Cependant, cette augmentation é tait né gligeable lorsque la profondeur d'installation passait de 0,5 à 1 m. On a é galement constaté que la non prise en compte de l'interaction atmosphè re-sol surestimait la tempé rature annuelle de sortie du fluide dans le scé nario de chauffage, et cette surestimation a diminué de 47,99 % à 17,16 % lorsque la profondeur d'installation passait de 0,5 à 2 m.
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Fu-Jiao TANG Numerical investigation on the ground heat exchanger installed in shallow depth soils

Abstract

Shallow geothermal energy is a renewable energy that can help humanity to achieve the goal of sustainable development. Ground-Coupled Heat Pump system is traditionally used to benefit this energy. As a main element the system, ground heat exchanger performance can directly influence its energy efficiency. The shallow ground heat exchangers are normally installed in soils, which show high heterogeneity of hydrothermal properties along the soil profile. The main objective of this project is identifying how ground heat exchanger behaves in the soil. The ground heat exchangers included in this project are Borehole Heat Exchanger and Horizontal Ground Heat Exchanger. In summary, the following investigations have been conducted:

The first is introducing hydrothermal transfer in the numerical modeling of ground heat exchangers installed at a site in Alsace region (France). In this part, seasonal hydrothermal fluctuations and shallow Borehole Heat Exchanger performance of the site with a multi-layered soil system were predicted. The results showed that the soil hydrothermal profiles depended highly on the soil properties in different layers. Subsequently, the model was used to explore the performance of a shallow Borehole Heat Exchanger installed at the same place over a year considering two different scenarios: constant inlet temperature and seasonal heat load. It was found that the Coefficient of Performance in constant inlet temperature scenario remained almost stable during the service period. While heat pump Coefficient of Performance depended strongly on the heat load and shows more variance in the seasonal heat load scenario. The performance of the shallow Borehole Heat Exchanger was estimated for a 5-year period considering the constant inlet temperature scenario. It was found that the yearly Total Extracted Energy decreases annually, while this reduction became negligible after the fourth year.

The second is identifying the factors influencing the performance of a shallow Borehole Heat Exchanger installed in soils. It was found that the shallow Borehole Heat Exchanger installed in sand has a better performance of 8% than in clay. The same performance difference between sand and clay was observed in most of the investigated scenarios. The annual average heat pump performance presented a variation more than 27.2% with the meteorological condition, the grout thermal conductivity and the heat load level. The multi-pipe solution and the carrying fluid velocity also influenced the heat pump performance, ranging between 12.2 and 16.2%. Other factors such as the hydraulic condition, the groundwater flow, the grout volumetric heat capacity, the grout diameter, the shank spacing, the pipe inner diameter, the pipe thickness, the pipe thermal conductivity, the carrying fluid material and the heat load mode had less impact on the heat pump Coefficient of Performance, varying between 0 and 11.6%.

The third is conducting sensitive analysis of Thermal Response Tests for Borehole Heat Exchanger installed in soils. This investigation was conducted to find an alternative approach to estimating the field effective thermal conductivity by considering various testing times, field conditions and U-pipe lengths. To reach this objective, the Thermal Response Tests were conducted numerically in clay, sandy loam and sand during the hottest day(s) of a year in summer and the coldest day(s) of a year in winter with various U-pipe lengths and groundwater levels. The results showed that there was a higher effective soil thermal conductivity in winter than in summer while this difference became less significant for the U-pipes longer than 30 m. The effective soil thermal conductivity varied linearly with a newly defined λ ratio (the water level depth divided by the U-pipe length). It also varied with the U-pipe length in a polynomial form (2nd degree). Finally, an analytical approach is proposed to estimate the effective soil thermal conductivity.
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  Figure I.1. Global energy-related carbon dioxide emissions by source, 1990-2018 (International Energy Agency (IEA), 2018)

  [START_REF] Naldi | Effects of the total borehole length and of the heat pump inverter on the performance of a ground-coupled heat pump system[END_REF],Ground-Coupled Heat Pump (GCHP) is the most applied GSHP since it does not require groundwater extraction and can be installed almost everywhere. The most popular GCHP is the vertical-displaced ground heat exchanger system, called BHE system. The schematic diagram of a conventionally used GCHP system has been shown in Figure I.2.

  Figure I.2. Schematic diagram of a GCHP system

  2. The conventional open and closed-loop ground heat exchangers are shown in section I.3. Some existing models, investigations and solutions about the shallow Borehole Heat Exchangers (BHEs) are presented in section I.4. Further computational models, investigations and the problematic points about the Horizontal Ground Heat Exchangers (HGHEs) are shown in I.5.

  Figure I.3. (a) Secondary loop geothermal systems and (b) single loop geothermal systems (Fannou et al., 2014)
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  Figure I.4. A typical open-loop ground heat exchanger (Florides and Kalogirou, 2007)

  Figure I.5. Three typical closed-loop ground heat exchangers: (a) BHE; (b) energy pile and (c) HGHE

  Figure I.6. The percentages of different BHE pipe configurations from 2010 to 2018 (Javadi et al., 2019)
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  Figure I.7. An example of the BHE and the surrounding temperature during its working period

  Figure I.8. Different heat sources (a) point source, and (b) infinite line source (Abdelaziz, 2013)

  Integration is then used to estimate the temperature change due to the ILS. Again, the source is represented by adjacent points which for each one of them the distance to the location of interest are Ld, given as:

  Figure I.9. Finite line source model (Al-Khoury, 2012)

  and outside the borehole by using unsteady heat transfer method.[START_REF] Biglarian | A numerical model for transient simulation of borehole heat exchangers[END_REF] develop a transient numerical model for a single U-pipe to simulate the borehole in the short and long time. They have also investigated the effect of time step size on the accuracy of the results.[START_REF] Florides | Single and double U-tube ground heat exchangers in multiple-layer substrates[END_REF] present a 3D numerical model (finite element method) which accounts only for conductive media to evaluate the fluid temperature along the length of a GHE.[START_REF] Godefroy | Élaboration et validation d'une suite volutive de modèles d'échangeurs gé othermiques verticaux[END_REF] present a numerical model for single and double U-pipe boreholes based on the Thermal Resistance and Capacitance (TRC) approach where the borehole is divided into a number of vertical elements. The model is coupled to the infinite cylindrical source analytical solution to simulate ground heat transfer. Cui et al. (2008) use a finite element model to represent a single U-pipe borehole operating in alternative operation modes. Their model can satisfactorily reproduce experimental data with hourly inlet condition variations. Shirazi and Bernier (2013) develop a numerical model to take into account the transient behavior of a single U-pipe borehole. They use their 1D model in annual simulations to show that neglecting borehole thermal capacity (fluid and grout) can lead to a 4-5% overestimation of heat pump energy consumption. He et al. (2009, 2011) present a three-dimensional numerical model of a borehole based on a finite volume solver to simulate fluid transport along the U-pipe as well as transient heat transfer in and around a GHE.

  . Minutely data have been collected from March 2005 to June 2006. The facility includes a ground heat exchanger array with three BHEs with a diameter of 114 mm, depth of 75 m and spaced 6 m apart. Ruiz-Calvo et al. (2016) provided operational details of a system at Valencia Polytechnic University and provided a long-term reference data set. Minutely data have been collected for a period of 6 years from 2005 to 2011 at the inlet and outlet of the BHE. The heat pump along with power consumption data have also been recorded. The system consists of 6 BHEs with 150 mm of diameter, 50 m of depth. They are spaced 3 m apart in a 2 by 3 rectangular formation. The boreholes are backfilled with soil. Spitler and Gehlin (2019) provided long-term measured system performance data from a GSHP system the new student center installed at Stockholm

Figure I. 10 .

 10 Figure I.10. General procedures to assemble and conduct in-situ TRT (Bae et al., 2019)

  [START_REF] Lee | In-situ response test of various borehole depths and heat injection rates at standing column well geothermal heat exchanger systems[END_REF] used the method to analyze the TRT results of an in-situ Standing Column Well (SCW) geothermal heat exchanger.Luo et al. (2018a) applied the method to 17 in-situ TRTs with specific configurations and ground conditions in Wuhan (China). Radioti et al. (2018) used ILSM to get the effective ground thermal conductivity of 4 sites on the campus of the University of Liege (Belgium). Zhou et al. (2017) used ILSM to analyze in-situ TRTs conducted in Donghua University (China). Spitler et al. (2016) conducted 5 TRTs on the campus of Chalmers University of Technology (Sweden) and ILSM was used to estimate the thermal resistance of groundwater-filled boreholes in both heat extraction and injection modes.

Figure I. 12 .

 12 Figure I.12. The installation of a slinky-type HGHE (Pullen, 2019)

  [START_REF] Li | Heat transfer of a horizontal spiral heat exchanger under groundwater advection[END_REF] have established a moving ring source model and solved it analytically to describe the temperature response of a spiral heat exchanger with the groundwater flow. Their model has further been validated by some experimental and simulation results. Kupiec et al. (2015) present a mathematical model of HGHE based on a one-dimensional equation of the transient heat conduction with an internal source of heat. They have validated the model capacity by experimental results. Xiong et al. (2015) have presented an analytical model relying on analytical ring source solutions to compute temperature response functions for slinky-type HGHEs. The model is based on thermal response function method of BHE, while there are some distinction differences. Their model has been validated by field test data. Wang et al. (2016a) propose an analytical solution for spiral-type HGHE based on Green's function. Their model has been validated by a field test and a 3D simulation model. Due to the shallow installation depth of HGHE, ground surface temperature fluctuation is considered in their model to increase accuracy. Jeon et al. (2018b) have also proposed a mathematical solution for spiral-type HGHE based on the mathematical model developed by Park et al. (2013). Green's equation has also been used in their model, compared to the model proposed byWang et al. (2016a), it considers the real geometry of spiral pipe instead of a series of rings. Based on thermal response factor models,[START_REF] Lamarche | Horizontal ground heat exchangers modelling[END_REF] proposes a mathematical solution for a linear-type HGHE, which takes into account the effect of the air-soil boundary condition and the thermal interference between the different portions of pipes in the buried field.

  [START_REF] Wu | Experimental measurement and numerical simulation of horizontal-coupled slinky ground source heat exchangers[END_REF] have investigated the performance of a slinky-type HGHE installed at Talbot Cottage, Drayton St Leonard site, Oxfordshire, UK. Four parallel slinky-type HGHE loops have been installed in an 80 m long by 20 m wide paddock area at a depth of around 1.2 m beneath the ground surface. Water-ethylene glycol (30% by weight) mixture has been adopted for carrying fluid. The ground surface is overgrown with wildflowers. Soft sand was additionally used below and on top of the slinky heat exchanger in their experiment.[START_REF] Fujii | Numerical modeling of slinky-coil horizontal ground heat exchangers[END_REF] have conducted a series of tests for slinky-type HGHE located in a field with 18 m of groundwater level in the Kyushu University in 2008 and 2009. The diameter of the loop and the inner and outer diameters of the polyethylene pipe are 0.8 m, 0.034 m, and 0.024 m, respectively. In their investigation, the trench length and the depth are 72.0 and 1.5 m, respectively.[START_REF] Adamovsky | Changes in energy and temperature in the ground mass with horizontal heat exchangers-The energy source for heat pumps[END_REF] have compared the thermal performance of a linear and slinky-type HGHEs used for heating the administration building and manufacturing halls of a company based in Prague. The linear HGHE has a total length of 330 m (41.473 m 2 ), and it is installed 1.8 m beneath ground surface with three loops with a 1 m span. The slinky-type HGHE has the total length of 200 m (20.107 m 2 ), which has been installed at a depth of 1.5 m in 53 circular loops with a span of 0.38 m. Anti-freeze solution with a mixture of 33% ethanol and 67% water has been adopted in their experiment for both HGHEs. Thermal probes have also been installed underground to measure the temperature variation in their experiment.[START_REF] Ali | Performance Analysis of Slinky Horizontal Ground Heat Exchangers for a Ground Source Heat Pump System[END_REF] have conducted in-situ experiment in Saga University for slinky HGHEs with two orientations: reclined (parallel to ground surface) and standing (perpendicular to ground surface). The two type HGHE are installed 2.0 m apart from each other. For heat exchanger, they have chosen copper pipe with outer surface coated with Low Density Polyethylene (LDPE) to enhance the performance of the HGHE. The loop diameter, trench length and loop number for both HGHEs are 1.0 m, 7.0 m and 7, respectively. The pipe has a length of 39.5 m.The reclined GHE has been installed at 1.5 m beneath ground surface with 1.0 m of trench width, while the centers of standing GHE loops are installed at the depth of 1.5 m in a 0.5 m wide trench.There are also some small-scale tests about HGHEs.Yoon et al. (2015a) have conducted two experiments in a sandy box for slinky-type HGHEs with pipe lengths of 24 and 66 m. A farinfrared radiation heater has been used to maintain constant the indoor temperature. In their experiment, a polybutylene pipe with inner and outer diameters of 16 and 20 mm has been installed at the depth of 0.5 m in a sand (dry sand) box, which has a length of 5 m, a width of 1 m and a depth of 1 m. Water has been used as carrying fluid and the test time is 30 hours. Al-Ameen et al. (2018) have designed and built at a small-scale test model in Nottingham Trent University to investigate and evaluate the thermal performance of a HGHE system in charging and discharging modes under different backfill soil and carrying fluid flow rate. The internal dimensions of the sank tank model are 1×0.5×0.125 m 3 . Copper has been adopted

  finds that the soil freezing can generally increase the heat extraction rate of a HGHE. He observes especially that when the soil freezing happens in the vicinity of the pipe, the heat extraction rate increases 1.7% for the carrying fluid temperature of -1 °C. By usingCFD model, Selemat et al. (2015[START_REF] Bertani | Geothermal power generation in the world 2010-2014 update report[END_REF] find out that the use of pipes made of materials that conduct heat well only slightly improves the heat transfer intensity. By using numerical simulator FEFLOW,[START_REF] Fujii | Numerical modeling of slinky-coil horizontal ground heat exchangers[END_REF] conducted a simulation of slinky-type HGHE by simplifying the spiral-type as plate-type. Thermal balance is considered in their numerical simulation and they find that the numerical simulation results match well the in-situ measurements. By using a transient three-dimensional finite volume model in ANSYS Fluent, Al-Ameen et al. (2018) find that adopting mill-scale copper slag instead of Leighton buzzard sand as a backfill material increases the HGHE performance. By using the finite volume method,[START_REF] Habibi | Evaluation and improvement of the thermal performance of different types of horizontal ground heat exchangers based on technoeconomic analysis[END_REF] conclude that the slinkytype HGHE performs 75% and 9% better than the linear and spiral HGHEs, respectively. By using Midas NFX numerical program,[START_REF] Kim | Thermal performance evaluation and parametric study of a horizontal ground heat exchanger[END_REF] find that the pipe diameter influences negligibly the heat exchange rate of the HGHE. By using COMSOL Multiphysics simulations for a spiral HGHE,[START_REF] Go | Optimum design of horizontal ground-coupled heat pump systems using spiral-coil-loop heat exchangers[END_REF] conclude that the increase of the flow rate generally has a positive influence on the HGHE performance. However, the total efficiency will decrease in inverse proportion to the flow rate if the coil pitch becomes too narrow. By conducting field test in Fukuoka City,[START_REF] Fujii | Field Tests of Horizontal Ground Heat Exchangers[END_REF] find that due to the less influence of atmospheric temperature changes, the horizontal installation of slinky coils (slinky-type HGHE) show better performance than vertical installation in terms of energy efficiency. They have further noticed that the horizontally installed slinky coils have comparable heat exchange capacity with vertical U-pipe GHEs drilled in a formation with favorable thermal conductivity.
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 1 Figure II.1. Physics divided by component in this investigation

  model, where θ is the volumetric water content, θsat is the saturated volumetric water content, b is the tortuosity, x is the pore interaction term

  α is a suction related the air-entry value of the soil (Pa), n is the fitting parameter related to the slope of the SWCC, m is the fitting parameter related to the residual water content of the soil, e is the natural number (2.71828), Psuction_r is the suction value corresponding to residual water content (16) Se equals to 1 in saturated zone, Hp is the suction head (m).

  , sandy clay loam (Barry-Macaulay et al., 2013), and silt clay loam (Barry-Macaulay et al., 2013). Four approaches with the highest coefficient of determination (R 2 ) are shown in Figure A.1. The R 2 is given as:

  2

  Figure II.2. Comparison of 4 approaches proposed for the thermal conductivity

Figure

  FigureII.3. shows the estimations of 3 approaches compared with the experimental data reported by[START_REF] Abu-Hamdeh | Thermal Properties of Soils as affected by Density and Water Content[END_REF] (sand and clay). TableII.9 shows the R 2 of the 3 models.

  Figure II.3. Comparison of the 3 approaches proposed for the volumetric heat capacity

  Internal pipe flow is classified as either laminar or turbulent. In laminar flow, the fluid flow smoothly, largely linear and highly ordered. By contrast, the streamlines of turbulent flow are chaotic, and the velocity is subject to significant fluctuations. Turbulent flow has enhanced heat transfer characteristic compared with laminar flow, which is the reason that most ground heat exchangers adopt turbulent flow option to enhance the performance of a ground heat exchanger(Loveridge, 2012). Laminar and turbulent flow are determined by Reynolds number, which is the ratio between the inertial and the viscous forces in the fluid, defined by: μ is the dynamic viscosity of the fluid (Pa.s). Typically, the following classification is in use

  Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 66 where, Sr is the soil saturation, γd is the soil dry unit weight (kN.m -3 ), xs is the gravimetric sand content. The influence of temperature on the soil thermal properties is not taken into account in this work since the temperatures are below40 °C [16].
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  Figure III.1. Approximated COP and in-situ COP in literature (Glen Dimplex Deutschland GmbH, 2016)

  Figure III.2. (a) Field description and (b) generated mesh used in the numerical modeling

Figure III. 3 .

 3 Figure III.3. Schematic of the grout and U-pipe

  Figure III.4. Approximated ground surface temperature with in-situ probe measurement

F

  

  Figure III.5. Initial hydrothermal profiles: (a) initial suction (MPa) and (b): initial temperature (°C)

  Figure III.6. Imposed inlet temperature (°C) and variable heat extraction rate (W.m-1) during the working period of a shallow BHE

Figure

  Figure III.7 shows the volumetric water content value of the numerical model compared with the in-situ measurements at the depth of 1.11 m between September 2012 and September 2013. The measured in-situ water content using humidity probe shows a greater fluctuation with time than the numerical simulation, which is due to the more variable natural hydraulic

  Figure III.8. Annual temperature of the numerical results compared to the in-situ measurements at different depths: (a) 0.6 m; (b) 1.1 m and (c) 1.25 m

Figure III. 9 .

 9 Figure III.9. Simulated temperature profile compared to the in-situ measurements: (a) close to the surface and (b) larger depths between 0 and 65 m

FigureFigure

  Figure III.10 shows the profiles for the volumetric water content, the soil dry density and the sand content used in the numerical simulations. Below 50 m, all parameters were assumed constant. By knowing these profiles and using equations (3.9) and (3.10), the profiles for the thermal properties were followingly accessible.

Figure

  Figure III.11. Comparison between the measured and predicted outlet temperatures

Figure

  Figure III.12. Hydrothermal properties of the investigated field with time and space: (a) suction; (b) volumetric water content; (c) soil thermal conductivity and (d) soil volumetric heat capacity

Figure

  Figure III.13. Volumetric water content prediction for different depths over 1 year

Figure

  Figure III.14 shows the underground temperature profile along the left wall of the shallow BHE at different times for two different scenarios. The first scenario is with constant inlet temperature and the second with variable seasonal heat load as illustrated in Figure III.6.

FigureFigure

  Figure III.14. Temperature profile along the left borehole wall of shallow BHE at different times: (a) constant inlet temperature scenario and (b) seasonal heat load scenario

Figure

  Figure III.17. Heat pump COP and TEE during the working period of shallow BHE for both prescribed scenarios

  This study presents the numerical modeling considering the seasonal hydrothermal fluctuation to investigate the shallow BHE performance installed in the Alsace region, France. The capacity of the model was first validated by using the in-situ measurements of the investigated field between September 2012 and September 2013 and a TRT in Japan. Then, the model was used to study the heat pump COP and the TEE over a year under two different scenarios: constant inlet temperature and seasonal heat load. It was fond that soil temperature in the vicinity of the shallow BHE is closely related to the imposed heat load. Heat pump COP for the constant inlet temperature scenario remains almost stable during the working period of the Chapter III. Long-term performance of a shallow BHE at a geothermal field in Alsace 88

  time (d). The temperature reached its minimum value after 6 months in winter with a suction of 0.01 MPa, representing the saturated state of soil.

  Figure IV.3. Initial hydrothermal profiles: (a) suction (MPa) and (b) temperature (°C)

  Figure IV.4. Seasonal heat load during the service period of the BHE

Figure IV. 6 .

 6 Figure IV.5. Thermal conductivity variation with depth for sand and clay after (a) 90 days and (b) 182.5 days

Figure

  Figure IV.7. Carrying fluid temperature variations for the BHE installed in sand and clay: (a) 104 days; (b) 182.5 days and (c) 261 days

  Figure IV.9-a shows the ground surface temperature of each meteorological condition. To compare the heating capacity of the BHE installed in these meteorological conditions, the same heat load was supposed. Therefore, the BHE started working automatically when the ground surface temperature decreased to 5, 10 and 15 °C respectively for the cold, mild and warm climates. The initial temperature profile of each meteorological condition was also obtained by using the same aforementioned equilibrium method (Figure IV.9-b).

  Figure IV.11. Multi-pipe solutions in BHE (m): (a) double parallel; (b) double cross; (c) triple parallel and (d) triple cross

  Figure IV.12. The 5 heat load levels

  FigureIV.13d to f). Figure shows the heat pump COP increases with the grout thermal conductivity, while the increase rate reduces for high thermal conductivities. In other words, a grout with low thermal conductivity materials (such as some geopolymers pastes) can impair the BHE performance, while a grout with very high thermal conductivity materials (such as thermal enhanced grout) has a limited capacity to improve the BHE performance. Figure IV.13-e shows that the grout thermal volumetric heat capacity has a negligible influence on the BHE performance. Figure IV.13-f shows that the yearly average heat pump COP increases with the grout diameter since the grout has a greater thermal conductivity than the surrounding soils. Thirdly, the influence of the U-pipe properties on the BHE performance is illustrated (Figure IV.13 g-k). Figure IV.13-g) shows that the short-circuit phenomenon decreases with the increase of shank spacing while its reduction rate stabilized for the shank spacing larger than 0.09 m. Figure IV.13-h shows that the heat pump COP increases with the number of U-pipes in the borehole. Moreover, the parallel layout of a double U-pipe behaves better than the double cross U-pipe and a negligible difference between the average COP of triple parallel and triple cross U-pipe is observed. Figure IV.13-i shows a slight increase of the average COP with the increase of the pipe inner diameter (and the decrease of the carrying fluid velocity) while the same flow rate of 11.4 L.min -1 is applied in the current simulations to obtain the same TEE. Figure IV.13-j shows that the heat pump COP decreases linearly with the U-pipe thickness, mainly due to a lower thermal resistance of the U-pipe with a thinner wall. Figure IV.13-k shows that the heat pump COP increases with the pipe thermal conductivity.

  Figure IV.13-l shows that the carrying fluids influence differently the heat pump COP due to their different thermal and physical properties. The carrying fluid CaCl2 (20%) provides the highest heat pump COP compared to the other investigated fluids.

Figure

  Figure IV.13-m shows that the heat pump COP at first decreases with the carrying fluid velocity until the velocity reaches 0.3 m.s -1 , and then the average COP increases for the higher velocities.

  Figure IV.13. Fifteen factors influencing the yearly average heat pump COP of the shallow BHE installed in clay and sand: (a) meteorological condition; (b) hydraulic condition; (c) groundwater flow; (d) grout thermal conductivity; (e) grout volumetric heat capacity; (f) diameter; (g) shank spacing; (h) multi-pipe solution; (i) pipe inner diameter; (j) pipe thickness; (k) pipe thermal conductivity; (l) carrying fluid material; (m) carrying fluid velocity; (n) heat load mode and (o) heat load level

  condition 2-Hydraulic condition 3-Underground water 4-Grout thermal conductivity 5-Grout volumetric heat capacity 6-Grout diameter 7-Shank spacing 8-Multi-pipe solution 9-Pipe inner diameter 10-Pipe thickness 11-Pipe thermal conductivity 12-Carrying fluid material 13-Carrying fluid velocity 14-Heat load mode 15-Heat load level (a) Chapter IV. Factors influencing the performance of shallow BHE 108

Clay 1 -

 1 Figure IV.14. Statistical influence of each factor on the yearly average heat pump COP compared to the reference models for the shallow BHE installed in two soils: (a) sand and (b) clay

  Figure V.1 shows the comparison between the in-situ measurements and the model predictions of the inlet/outlet fluid temperatures. The difference between the measurements and the predictions is presented by , given as:

  Figure V.1.Comparison between the in-situ measurements and the numerical simulations: the fluid inlet/outlet temperatures and their differences ()

  Figure V.2. Comparison of the average carrying fluid temperatures for the stratified field and its equivalent soil in two seasons conducting TRTs: (a) summer and (b) winter

  are respectively considered 25 and 0 °C. The temperature profiles on the hottest and the coldest days are also presented in FigureV.3-a.To explore the influence of the water level on the TRT, three water levels of 8.45 m, 11.5 m and 15.0 m were considered for the different scenarios as mentioned in TableV.3. The suction profiles of these 3 water levels in summer and winter are then presented in FigureV

Figure

  Figure V.3. Initial hydrothermal profiles of the model for 2 seasons (winter & summer): (a) ground temperature; (b) suction profiles in scenarios S1 and S6; (c) suction profiles in scenarios S2, S4, S5, S7, S9 and S10; and (d) suction profiles in scenarios S3 and S8

. 6 )

 6 Figure V.4. Hydrothermal properties of the 3 soils: (a) SWCCs; (b) thermal conductivity and (c) volumetric heat capacity

  Figure V.6. Mean carrying fluid temperature from TRTs in summer and winter for different soils: (a) clay and (b) sand

Figure

  Figure V.7 shows the variation of the effective thermal conductivity of clay, sandy loam and sand with the λ ratio and the U-pipe length in summer and winter for the two groups. The results of the second group are presented with both λ ratio and U-pipe length.

  Figure V.7. Effective soil thermal conductivity variation of the 3 soils in summer and winter for group 1 with the λ ratio (a to c) and for group 2 with the λ ratio (d to f) and the U-pipe length (g to i)

Figure V. 8 .

 8 Figure V.8.Variation of the fitted parameters for the proposed approach with the sand content in summer and winter: (a) parameter a; (b) parameter b; (c) parameter c; (d) parameter d; (e) parameter e and (f) parameter Lmax

Figure V. 9 .

 9 Figure V.9. Fitted curves and the simulation results in the (effective thermal conductivityλ ratio -U-pipe length) plane: (a) clay in summer; (b) clay in winter; (c) sandy loam in summer; (d) sandy loam in winter; (e) sand in summer and (f) sand in winter

  Chapter V. Sensitive analysis on the TRT 127 conductivities for the 6 sites are between the smallest (clay keff) and the largest (sand keff)

  Figure V.2 compared the average carrying fluid temperatures of a one-layered equivalent soil with a multi-layered soil for TRTs conducted in summer and winter and for a period of 80 hours.

Figure V. 10

 10 Figure V.10 shows additionally the average carrying fluid temperatures of the one-layered equivalent soil with the natural logarithm of time to deduce the effective soil thermal

  Figure V.10. Comparison of the effective soil thermal conductivity from the numerical simulation and the analytical approach for a multi-layered soil in Alsace region (France), in (a) summer and (b) winter

Figure

  Figure VI.1 shows a schematic diagram of the concerning phenomenon in HGHE engineering. The necessary governing equations considering the atmosphere-soil-HGHE interaction are constituted of 4 parts: a) the soil surface energy balance; b) the soil surface water balance; c) the hydrothermal transfer in subsurface soil and d) the heat transfer in pipe.

Figure VI. 1 .

 1 Figure VI.1. Schematic diagram for the considered mechanism of the energy and water transfer in this study

  radiation and the sensitive heat flux have both positive and negative values while the latent heat flux has only positive values. The ground heat flux indicates the total heat flux flow through the ground surface. A positive value represents the heat flux into the ground. On the contrary, a negative value represents the heat flux out from the ground. To calculate the ground heat flux, it is necessary to obtain the net radiation heat flux, the sensitive heat flux and the latent heat flux.

  figure indicates that the actual evaporation is close to precipitation when the ratio of potential evaporation over precipitation is large enough. However, the actual evaporation is much smaller than precipitation when the potential evaporation is small.

(

  Figure VI.3): layer 1 with 0.1 m of clay loam; layer 2 with 1 m of sandy loam; layer 3 with 0.15 m of loam; layer 4 with 4.75 m of sandy loam; layer 5 with 8 m of a second sandy loam Chapter VI. Performance of a HGHE with the atmosphere-soil interaction 143 and layer 6 with 6 m of loam. The same geological condition has also been presented in Chapter III.

Figure VI. 3 .

 3 Figure VI.3. Six soil layers at the investigated site

Figure

  Figure VI.4. Comparison between the approximated and measured ambient temperatures for a duration of 3 years from July 2014 to July 2017 (Cuny et al., 2015; Lin et al., 2018)

FigureFigure VI. 6 .

 6 Figure VI.5. Initial hydrothermal profiles: (a) suction profile and (b) temperature profile

FigureFigure

  FigureVI.8 shows the comparison of the carrying fluid outlet temperatures between the insitu measurements and the numerical predictions. A good correspondence between the experiment and prediction proves that the established numerical model considers appropriately the soil-HGHE interaction in its framework.

  2016a). In total, 75894 meshes were generated for this numerical simulation model.The geometry and its mesh are shown in Figure VI.9.

Figure VI. 9 .

 9 Figure VI.9. Geometry and its mesh for the numerical simulations

FigureFigure

  Figure VI.11. Heat extraction rate (W.m -1 ) during the operation period of the HGHE

Figurewhere

  Figure VI.14. Ground heat flux fluctuation detected by the horizontal line probe 1 on the ground surface

FigureFigure

  Figure VI.15 shows the TEE and the fluid outlet temperature of the HGHE during its annual working period. The figure shows that the installed HGHE can extract 7.52 GJ of energy after 1 year. The annual average fluid outlet temperature can be obtained as 3.41 °C in the operation period. Generally, the fluid outlet temperature decreases continuously until the day

Figure

  FigureVI.16 shows the fluid outlet temperatures obtained in both scenarios for the HGHE installed at the depths of 0.5, 1.0, 1.5 and 2 m. The figure shows that the non-consideration of the atmosphere-soil interaction overestimates the fluid outlet temperatures, and this overestimation declines with the increase of the installation depth. When the HGHE is installed at a larger depth, the fluctuation of its outlet temperatures is less significant in both scenarios.

  Figure VI.17. Comparison between the annual average fluid outlet temperatures with and without the atmosphere-soil interaction

  thesis introduces hydrothermal transfer model in soil surrounding the ground heat exchangers, investigates factors influencing the performance of a shallow BHE, conducts sensitive analysis of TRTs and estimates the performance difference of a HGHE with two ground surface boundaries. At first, a validated numerical simulation framework considering hydrothermal transfer was built to estimate the shallow BHE performance installed in a geothermal field in Alsace region (France). Secondly, 15 factors influencing the performance of a shallow BHE was investigated by considering hydrothermal transfer in the soil. The parameters of each factor were chosen with a rational range. Thirdly, an analytical approach was proposed after conducting sensitive analysis on TRTs considering various testing times, field conditions and U-pipe lengths. The analytical solution can help estimate effective soil thermal conductivity for projects with limited capital investments. Next, the influences of Dirichlet and Neumann boundary conditions on the ground surface of HGHE were investigated. The investigation aims to identify the performance difference of HGHE when using the popular ground surface temperature variation for ground surface boundary and the less often used heat flux boundary on the ground surface.

  investigation was mainly conducted to identify the effects of Neumann and Dirichlet boundary conditions on the performance of the HGHE. The results showed that the soil surface temperature and the ground heat flux were obviously affected during the service period of the HGHE. The affected surface zone had lower temperatures than the unaffected zone while a higher ground heat flux was observed in this zone. Subsequently, the annual average fluid outlet temperature for the in-situ site was estimated 3.41 °C under the seasonal heat load.The fluid outlet temperatures were compared for the HGHE installed at 4 different depths with (Neumann boundary condition) and without (Dirichlet boundary condition) considering the atmosphere-soil interaction. Generally, a deep installation increased the fluid outlet temperatures; however, this increase was insignificant when the installation depth increased from 0.5 to 1 m. The results also showed that the annual average fluid outlet temperature was overestimated when using Dirichlet instead of Neumann boundary condition on the ground surface. This overestimation decreased from 47.99% to 17.16% as the installation depth of the HGHE increased from 0.5 to 2 m.
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 1 Fig. 1. Profils hydrothermaux initiaux : a) aspiration initiale (MPa) et b) tempé rature initiale (°C)

Fig. 3 .

 3 Fig. 3. Pompe à chaleur COP et TEE pendant la pé riode de travail du BHE peu profond pour les deux scé narios prescrits

Fig. 4 .

 4 Fig. 4. Energie extraite par an sur une pé riode de 5 ans

  condition 2-Hydraulic condition 3-Underground water 4-Grout thermal conductivity 5-Grout volumetric heat capacity 6-Grout diameter 7-Shank spacing 8-Multi-pipe solution 9-Pipe inner diameter 10-Pipe thickness 11-Pipe thermal conductivity 12-Carrying fluid material 13-Carrying fluid velocity 14-Heat load mode 15-Heat load level

Clay 1 -Fig. 5 .

 15 Fig. 5. Influence statistique de chaque facteur sur le COP annuel moyen de la pompe à chaleur par rapport aux modè les de ré fé rence pour le BHE peu profond installé dans deux sols : a) sable et b) argile

  la profondeur de la zone insaturé e/niveau d'eau (m), zU-pipe dé signe la longueur de conduite en U (m). Dans l'enquê te, le rapport de λ se situe entre 0 et 1, ce qui indique que la zone insaturé e ne dé passe pas la longueur de l'U-pipe. Afin d'avoir une enquê te plus complè te, 10 scé narios ont é té envisagé s en modifiant soit la longueur de la conduite en U, soit le niveau de l'eau. Dans ce travail, la longueur de la conduite en U est comprise entre 11,5 et 34,03 m, le niveau d'eau entre 8,45 et 15 m et le rapport λ entre 0,34 et 1. Le Tableau 2 ré sume ces scé narios avec leurs rapports correspondants λ.
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 6 une longueur de conduite en U variable, la mê me tendance est observé e pour l'argile et le limon sableux en é té tandis qu'une augmentation de leur conductivité thermique effective se produit en hiver (Fig.6-d & e). La figure 6-f montre que la conductivité thermique effective du sable dans le sol diminue avec le rapport λ en été et en hiver.De plus, la diffé rence entre la conductivité thermique effective en é té et en hiver diminue avec l'augmentation de la longueur de la conduite en U, et le taux de diminution est stabilisé pour les longueurs supé rieures à 30 m (Fig.6 g-i). Cela signifie que le temps d'essai affecte moins les ré sultats du TRT et que les tuyaux en U sont plus longs.
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 6 Fig. 6. Variation effective de la conductivité thermique du sol des 3 sols en é té et en hiver pour le groupe 1 avec le rapport λ (a à c) et pour le groupe 2 avec le rapport λ (d à f) et la longueur en U (g à i)
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 78 Fig. 7. Fluctuation du flux de chaleur du sol dé tecté e par la sonde de ligne horizontale 1 à la surface du sol

  

  

  

  

  

  

  

Table I .2. A qualitative comparison of different modeling methods in terms of research challenges and model characteristics using a scale of 0-5 (0: lowest, 5: highest) (Atam and Helsen, 2016b)

 I 

	Research challenges & model characteristics	Modeling approaches Thermal response factor models Numerical models
	Accuracy	3	4
	Complexity	4	5
	Speed	3	1
	Dynamic ground surface boundary condition inclusion capability	1	5

.3. Some investigations on shallow BHEs

  

	borehole with a carefully positioned U-pipe and filled with well-characterized small glass
	beads which act as the grout has been installed in the tank. The borehole has been surrounded
	by the sand with known thermal properties. Sixty calibrated thermocouples have been
	installed for temperature measurement.
	I.4Till now, many investigations have been conducted on the shallow BHE. To ensure a stable
	operation of BHE, factors influencing its performance must be identified during the design
	stage. The factors influencing the BHE performance are categorized by 5 aspects in this
	investigation, indicating the environmental and geotechnical condition, grout thermal
	properties, U-pipe properties, carrying fluid properties and heat load conditions. The
	corresponding conducted investigations in literature are introduced in the following:
	Salimshirazi (2012) has constructed a cylindrical tank with 1.35 of height and 1.40 m of
	diameter to study the transient heat transfer in the vicinity of boreholes. A 1.23 m long

Table II .1. Statistics of saturated hydraulic conductivity in low and high bulk density groups for each textural class (Pachepsky and Park, 2015)

 II 

				Low bulk density group		High bulk density group
		Threshold								
	Textural									
			Data							
					Quartiles					Quartiles
		bulk								
							Geometric	Data			Geometric
	class									
			sets							
		density								
							mean	sets			mean
				25% 50% 75%			25% 50% 75%
		g.m -3	no.		cm h -1		no.		cm h -1
	Clay	1.26	14	0.98 4.19 197	4.26	101 0.26 1.17 7.48	0.52
	Loam	1.36	24	1.15 6.28 12.8	4.29	57	0.26 0.67 2.52	0.79
	Silt loam	1.35	58	1.31 3.37 10.0	3.68	157 0.34 1.12 5.09	0.88
	Clay loam	1.35	17	1.5 2.86 5.8	2.69	92	0.1 0.72 5.71	0.77
	Silty									
	clay	1.30	18	0.44 3.35 5.7	2.42	65	0.23 0.53 1.79	0.51
	loam									
	Silty clay	1.33	-	-	-	-	-	22	0.5 1.11 3.92	0.19
	Sandy clay	1.56	3	-	-	-	-	18	0.02 0.31 1.78	0.17
	Sandy									
	clay	1.62	124 0.25 1.71 5.5	1.98	015 0.13 0.42 0.5	0.52
	loam									
	Sandy loam	1.61	127 2.36 5.36 14.9	6.4	42	0.47 1.38 4.85	1.59
	Loamy sand	1.66	62	8.46 13.9 90.2	14.79	14	1.59 4.04 6062	2.7
	Sand	-	131 22.3 36.1 64.4	37.24	-	-	-	-	-

Table II .3. Two often used SWCC models

 II .3.

	Approach	Function		Remark
		()	
		[ln(	(	) )]
	Fredlund		
	Xing (1994)		

Table II .4. Soil properties of the 75 samples from the unsaturated soil hydraulic database (Leij et al., 1996) for the fitted van Genuchten model (1980) parameters n & α

 II 

	Texture	Number of samples	Min	n	Max	Min	α (kPa -1 )	Max
	Sand	6	1.89		6.67	0.20		1.28
	Loamy sand	8	1.19		3.13	0.30		1.30
	Sandy loam	6	1.12		3.70	0.09		5.61
	Sandy clay	5	1.08		1.64	0.20		1.60
	loam Sandy clay	3	1.24		1.35	0.01		0.24
	Loam	8	1.09		1.52	0.09		1.97
	Silt loam	7	1.10		1.41	0.13		1.47
	Silty clay	10	1.10		1.92	0.01		1.51
	loam Clay loam	5	1.05		1.35	0.21		2.46
	Silt	1	-		1.33	-		0.10
	Silty clay	8	1.05		2.00	0.04		16.30
	Clay	8	1.02		1.15	0.01		50.30

Table II .5. Heat and mass variation magnitudes due to vapor flux and the corresponding observed zones (Cahill and Parlange, 1998)

 II 

		10	-		11
	Cahill and Parlange (1998)	40~60	7×10 -6		7~10
		Maximum magnitude of heat	Maximum magnitude of	Depth of
	Author	flux caused by vapor flow	moisture flux caused by	observation
		(W.m -2 )	vapor flow (cm.s -1	)	(cm)
	Cary (1965)	-	2×10 -6		Column
	Rose (1968)	-	(2~6)×10 -6 (2~4)×10 -6		1~3 3~12
	Jackson et al. (1974)	-	(2~7)×10 -6		0.5,1
		80	-		0.95
	Westcot and Wierenga (1974)	70	-		1.5
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Table II .

 II 6. 

Table II .6. Approaches to obtaining the thermal conductivity

 II 

	Approach													Equation Parameter*
	Kersten (1949)		(  kb 11 a log s  = -	)		10	0.6242		d	-	3.4628			418.6	(2.26) a1, b1, ω, ρd
	de	Vries	0.5											
	(1963)													

av

x - :

Table II .7. R 2 of the 10 models

 II 

	Model	R 2	Model	R 2
	Kersten (1949)	0.640	Balland and Arp (2005)	0.366
	de Vries (1963)	0.618	Lu et al. (2007)	0.669
	Johansen (1975)	0.516	Chen (2008)	0.663
	Sakashita and Kumada (1998)	0.074	Haigh (2012)	0.074
	Coté and Konrad (2005)	0.744	Nowamooz et al. (2015)	0.762
	Table II.8 summarizes the equations and parameters of two existing approaches as well as a
	newly proposed approach.			

Table II .8. Approaches proposed for the soil volumetric heat capacity

 II xp-v, xom-v, xw-v are the volumetric water contents of particle, organic matter, and water; ρb and ρd are the soil bulk density and soil dry density (g.cm -3 ); X is the sum of sand, silt and organic matter in percentages; xs is the sand content by mass; Sr is the soil saturation.

	Novel approach	-v s C	=	(4.18 0.95 -	0.3 ) S 0.9 s r x  d -+	d	-	0.2	s x	(2.49) ρd, xs, Sr
	Approach	Equation											Parameter*
	de Vries (1963)	C	v s -	=	0.46	x	-p v	+	0.60	x	om v -	+	( x cal cm / w v -	3	C  	)
	Ghuman and Lal. (1985)	C	v s -	0.003 -1.071 X -= 11 ( . b e cal g K  --	))	(2.48) ρb, X
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(2.47)

xp-v, xom-v, xw-v *

Table II .9. R 2 of the 3 models to predict soil volumetric heat capacity

 II 

	Model	R 2
	de Vries (1963)	0.4776
	Ghuman and Lal. (1985)	-0.0979
	Novel approach	0.8016

Table II .10. Several models for friction factor

 II 

	Eck (1973)			f 1	D		2 log( = -	3.715 / ou in rd	+	Re 15	)	(2.57)
	Swamee and Jain (1976)	f	D		=	[log((	3.7 0.25 / in rd ou	+	Re 5.74 0.9	)]	(2.58)
		f	D	( ) ( ) 12 __ 81 Re  =+  3 / 2 +  	1/12	(2.59)
		where		
	Churchill (1977a)	_  =	(  ) ( ) 0.9 1 2.457 ln 7 / Re 0.27 / d ou in r +  	16	(2.60)
		_  =  37530 Re  	16	(2.61)
	Zigrang and Sylvester (1982)			1 f			2 log[ = -	ou r	// 5.02 log( 3.7 Re 3.7 in ou d r d -	in	+	13 Re	)]	(2.62)
						D				
	Haaland (1983)			1 f			1.8 log[( = -	/ 3.7 rd ou	in	1.11 )	+	6.9 Re	]	(2.63)
						D				
		f			=				6.4	(2.64)
				D						
	Avci and Karagoz (2009)							(ln(Re) ln(1 0.01Re -+	rr (1 10 ou ou +	)))	2.4
											dd
											in	in
	Model	Equation *		

*rou: effective roughness, m; din: pipe inner diameter, m.

Table III .1. Hydrothermal properties of the studied soils

 III 

	Material	K (m.s -1 ) L (-) α (m -1 ) n (-) θs (-) θr (-) xs (-) s (kN.m -3 ) d (kN.m -3 )
	Clay loam	1.53E-6 0.5	1.99 1.22 0.50 0.03 0.35	27.0	13.5
	Sandy loam 1 1.78E-5 0.5	2.60 1.52 0.39 0.02 0.80	26.2	16.0
	Loam	2.19E-6 0.5	2.35 1.38 0.47 0.02 0.50	26.8	14.2
	Sandy loam 2 1.45E-5 0.5	2.48 1.50 0.40 0.02 0.60	26.7	16.0

Table III .2. Thermal properties of the shallow BHE materials

 III 

	Material	Unit weight  (kN.m -3 )	Thermal conductivity k (W.m -1 .K -1 )	Specific heat capacity Cp (KJ.kg -1 .K -1 )	Dynamic viscosity µ (mPa.s)
	Claystone	23	2.6	0.9	-
	Water	10	0.6	4.2	1.3
	Grout	25	2.5	0.8	-
	Pipe	-	0.5	-	-

Table III

 III 

	.3.

Table III .3. Summary of the input parameters used in the simulations

 III 

	U-pipe inner diameter	0.026 m	U-pipe thermal conductivity	0.51 W.m -1 .K -1
	U-pipe length	50 m	Borehole diameter	0.178 m
	Grout thermal conductivity 2.2 W.m -1 .K -1	Grout volumetric heat capacity	3.1 MJ.m -3 .K -1
	Shank spacing	0.058 m	Initial temperature	16.2 °C
	Operation time	48 h	Inlet temperature minus outlet temperature	3 °C
	Factor	Parameter	Factor	Parameter
	Carrying fluid velocity	0.21 m.s -1	Carrying fluid density	1000 kg.m -3
	Carrying fluid specific heat capacity	4182 J.kg -1 .K -1 Carrying fluid thermal conductivity	0.6 W.m -1 .K -1
	U-pipe type	Double U-pipe U-pipe thickness	0.003 m
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Table IV .1. Principle equations of the numerical framework

 IV 

	w	head	w		r	head		_ w source
	Hydrothermal							
	fluctuation in soil							
	Physics				Governing equation

Table IV .5. Physical properties of the carrying fluids (Casasso and Sethi, 2014)

 IV 

	Carrying fluid	Tfreezing (°C) Cp (J.kg -1 .K -1 ) k (W.m -1 .K -1 ) ρ (kg.m -3 ) μ (mPa.s)
	Propylene Glycol (PG) 25%	-10	3974	0.450	1026	5.50
	Propylene Glycol (PG) 33%	-15	3899	0.416	1015	8.17
	Ethanol 24%	-15	4288	0.426	972	5.85
	Calcium chloride (CaCl2) 20% -20	3030	0.540	1186	4.00
	m) Carrying fluid velocity					

Table IV .6. Summary of the studied factors with their corresponding values

 IV .6.

	4	Grout conductivity	thermal	0.8, 1.4, 2.0, 2.5, 3.2 (W.m -1 .K -1 )	2.5
	5	Grout volumetric heat capacity	1.2,1.6,2.0,2.4, 3.5 (MJ.m -3 .K -1 )	2.0
	6	Grout diameter		0.10, 0.14, 018, 0.22 (m)	0.14
	7	Shank spacing		0.03, 0.04, 0.05, 0.06, 0.09, 0.11 (m)	0.05
	8	Multi-pipe solution	Single, double (parallel and cross), triple (parallel and cross) (-)	Single
	9	Pipe inner diameter	0.018, 0.022, 0.026, 0.030 (m)	0.022
	10	Pipe thickness		0.001, 0.0015, 0.0020, 0.0025 (m)	0.0015
	11	Pipe conductivity	thermal	0.25, 0.5, 2, 6, 11, 16 (W.m -1 .K -1 )	0.5
	12	Carrying fluid material	Prop.glycol (25%), prop.glycol (33%), ethanol (24%), CaCl2 (20%) (-)	Ethanol (24%)
	13	Carrying fluid velocity	0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8 (m.s -1 )	0.5
	14	Heat load mode		Seasonal heat load, steady heat load (-)	Seasonal heat load
	15	Heat load level		0-36, 5-41, 10-46, 15-51, 20-56 (W.m -1 )	10-46
	No. Factor		Parameter (unit)	Reference parameter
	1	Meteorological condition		Cold, mild, warm climate (-)	Mild climate
	2	Hydraulic condition	Open, grass, forest field (-)	Grass field
	3	Groundwater flow	0, 1E-7, 2E-7, 3E-7 (m.s -1 )	0

Table V .3. Summary of the 10 scenarios for 6 U-pipe lengths and 3 water levels

 V 

	Scenario U-pipe length zU-pipe (m) Water level zu (m) λ=zu/zU-pipe
	S1		8.45	0.56
	S2	15	11.5	0.77
	S3		15.0	1
	S4 S5	20.42 11.5	11.5	0.56 1
	S6		8.45	0.34
	S7	25	11.5	0.46
	S8		15.0	0.6
	S9 S10	34.03 19.17	11.5	0.34 0.6

Table V .4. Hydrothermal properties of the studied soils

 V 

	Soil	γd (kN.m -3 ) xs (-) K (m.s -1 ) l (-) α (m -1 ) n (-) θsat (-) θres (-) s (kN.m -3 )
	Clay	14.2	0.2 1.44E-6 0.5	1.98 1.086 0.481 0.010	27.4
	Sandy loam	16.1	0.6 4.42E-6 0.5	2.49 1.170 0.392 0.010	26.4
	Sand	16.1	0.9 1.03E-4 0.5	4.30 1.520 0.366 0.025	25.4

Table V .5. Two proposed groups for a more comprehensive analysis of the TRTs

 V 

	Group Scenario	Water table (m) U-pipe length (m)
	1	S1, S2, S3, S6, S7, S8 Variable	15 & 25 (Constant)
	2	S2, S4, S5, S7, S9, S10 11.5 (Constant) Variable

Table V .6. Fitted parameters of the proposed analytical solution (equation (5.13)) for the 3 soils in summer and winter

 V 

	Soil	Season

Table V .7. Comparison of the measured and predicted effective soil thermal conductivities (keff) for the 6 sites

 V 

	Source	Country	zu	zU-pipe	Predicted keff (W.m -1 .K -1 ) In-situ keff (W.m -
			(m)	(m)	Clay	Sandy	Sand	1 .K -1 )
	Choi and Ooka (2016b)	Japan	10	50	1.54	loam 1.92	2.00	1.96
	Saito et al. (2014b, 2016)	Japan	11	50	1.53	1.92	1.98	1.71
	Luo et al. (2018b)	China	35	120	1.52	1.90	1.92	1.64
	Luo et al. (2018b)	China	10	120	1.56	1.96	2.09	2.07
	Florides and Kalogirou	Cyprus	15	50	1.52	1.89	1.91	1.61
	(2008) Soldo et al. (2016)	Croatia	15	100	1.55	1.94	2.04	1.92

Table VI .1. Values of soil albedo and surface emissivity at various soil surface (Most are daily averages) (Evett et al., 2011)

 VI 

	Surface	Albedo	Emissivity Source
	Soils, dark, wet to light, dry 0.05-0.50 0.90-0.98 Oke (1987)
	Sand, wet	0.09	0.98	van Wijk (1963)
	Sand, dry	0.18	0.95	van Wijk (1963)
	Dark clay, wet	0.02-0.08 0.97	van Wijk (1963)
	Dark clay, dry	0.16	0.95	van Wijk (1963)
	Snow, fresh	0.95	0.99	Oke (1987)
	Snow, old	0.40	0.82	Oke (1987)
	Grass, long (1 m)	0.16	0.90	Oke (1987)
	Grass, short (0.02 m)	0.26	0.95	Oke (1987)
	Grass, green	0.16-0.27 0.96-0.98 van Wijk (1963)

Table VI .2. Methods to calculate the net radiation

 VI 

	Method	Equation *				
					44	
	Consider merely the	(1	)	0.5 [1.35( ) 0.35](0.35 0.14 ) (	2	)
	air temperature					
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Table VI . 4 .

 VI4 Parameters for the soil surface energy balance

	zm	Height to collect the meteorological data	2	m
	hc	Grass height	0.06	m
	κ	von Karman constant	0.41	-
	L	Latent heat of vaporization	2.260	J.kg -1
	Pat	Atmospheric pressure	102000	Pa
	rmw	Molecular weight of water vapor to dry air 0.622	-
	r1	Stomatal resistance of a single leaf	100	s.m -1
	Parameter Description	Value	Unit
	al	Albedo	0.25	-
	ε	Soil emissivity	0.97	-
	σ	Stephan-Boltzman constant	5.67×10 -8 W.m -2 .K -4
	ρa	Air density	1.25	Kg.m -3
	Cp-a	Air specific heat capacity	1.003×10 3 J.kg -1 .K -1

Table VI .5. Hydrothermal properties of the subsurface soils

 VI 

	Material	K (m.s -1 ) l (-) α (m -1 ) n (-) θs (-) θr (-) xs (-) s (kN.m -3 ) d (kN.m -3 )
	Clay loam	1.53E-6 0.5	1.99 1.22 0.50 0.03 0.35	27.0	13.5
	Sandy loam 1 1.78E-5 0.5	2.60 1.52 0.39 0.02 0.80	26.2	16.0
	Loam	2.19E-6 0.5	2.35 1.38 0.47 0.02 0.50	26.8	14.2
	Sandy loam 2 1.45E-5 0.5	2.48 1.50 0.40 0.02 0.60	26.7	16.0

Table VI .

 VI 6 summarizes all the imposed hydrothermal boundary conditions in this part. The temperature gradient at the bottom boundary is set 0.142 K.m -1[START_REF] Baillieux | Localization of temperature anomalies in the Upper Rhine Graben: insights from geophysics and neotectonic activity[END_REF], and the extra water from the precipitation is drained at the bottom boundary. The groundwater level is set constant at the depth of 7.5 m in the whole year. No hydrothermal flow is imposed on the lateral boundaries.

Table VI .6. Hydrothermal boundary conditions for the scenario with the atmosphere- soil interaction

 VI 

	Lateral Adiabatic, -	Adiabatic, -
	Bottom	Dirichlet, model height -groundwater level (m)	Neumann, bottom temperature gradient × bottom soil thermal conductivity (W.m -2 )
	Surface Hydraulic condition, value (unit)	Thermal condition, value (unit)
	Top	Neumann, equation (6.24) (m.s -1 )	Neumann, equation (6.1) (W.m -2 )

Table VI .7. Thermal boundary condition for the indoor experiment reported by Yoon et al. (2015b)

 VI Table VI.7 summarizes the imposed thermal boundary conditions for this indoor experiment. Water transfer in soil is not considered in this experiment.

	Surface or element Thermal condition, value (unit)
	Top	Dirichlet, 17.5 (°C )
	Lateral	Adiabatic, -
	Bottom	Adiabatic, -
	HGHE inlet	Dirichlet, time-varying values (Yoon et al., 2015b) (K)

Table VI .8. Hydrothermal boundary conditions for the scenario without the atmosphere-soil interaction

 VI 

	Surface Hydraulic condition, value (unit)	Thermal condition, value (unit)
	Top	Neumann, equation (6.24) (m.s -1 )	Dirichlet, equation (6.34) (°C)
	Lateral Adiabatic, -	Adiabatic, -

  The heat pump COP remains almost stable during the working period of the shallow BHE in the constant inlet temperature scenario. While for the seasonal heat load scenario, heat pump COP decreases gradually till the largest energy deficit, which is 9 days after the peak heat load. Besides, TEE in the scenario of the constant inlet temperature increases almost linearly with time during the working period of the BHE, while it varies nonlinearly for the seasonal heat load scenario. Further, the performance of the shallow BHE considering constant inlet temperature over a 5-year period has been analyzed. The results show that the largest difference of the extracted energy (5.44%) happens during the first two years, and the shallow BHE is capable of providing stable energy for various uses after the 4 th year.

The soil temperature in the vicinity of the shallow BHE is closely related to the heat load of the heat Conclusions and perspectives 160 exchanger.

2) Factors influencing the performance of a shallow BHE

The effect of 15 principal factors on the shallow BHE performance was investigated numerically by covering 108 different cases in this investigation. Yearly average heat pump COPs in different cases were compared with two reference models representing BHE installed in clay and sand. It has been found that BHE installed in sand behaved better than BHE installed in clay (around 8.6%) in all the scenarios conducted in this investigation. Generally, the BHE behaved better in warmer climate, less vegetated field, higher groundwater velocity, higher grout thermal conductivity, larger grout diameter, larger shank spacing, more additional U-pipes, larger U-pipe inner diameter, thinner U-pipe, higher U-pipe thermal conductivity, more stable heat load and lower heat load level scenarios. The grout volumetric heat capacity influenced negligibly the BHE performance. The usage of CaCl2 (20%) as the carrying fluid improved the BHE performance and the BHE performance was the lowest when the carrying fluid velocity reached 0.3 m.s -1 . This investigation can provide guidance for BHE applications to choose the proper parameters in the design stage.

  Par consé quent, l'utilisation de l'é nergie pour les bâ timents joue un rôle dominant dans la transition vers une é nergie propre ces derniè res anné es[START_REF] Sterpi | Insights into the Behaviour of Energy Piles Under Different Head Constraints and Thermal Loads[END_REF].[START_REF] Sangi | Dynamic modelling and simulation of a slinky-coil horizontal ground heat exchanger using Modelica[END_REF] rapportent que l'Union Europé enne (UE) s'est fixé comme objectif de ré duire ses é missions de CO2 de 20 % d'ici 2020 par rapport à 2007 et que les é nergies renouvelables sont essentielles pour atteindre cet objectif.

	Fsurface qp Tin θ EPA ETUDE NUMERIQUE SUR LES ECHANGEURS DE surface suction, MPa heat flux in pipe wall, W.m -1 inlet temperature, °C volumetric water content Environmental Protection Agency
	G Qf Tm κ FLS CHALEUR SOUTERRAINS INSTALLES DANS LES total heat flux through ground surface, W.m -2 fluid heat source, W.m -3 maximum air temperatures in one day, K von Karman constant Finite Line Source
	h Ql Tn μ FVM	heat transfer coefficient, W.m -2 •K -1 volumetric liquid flux, m 3 .m -2 s -1 minimum air temperatures in one day, K dynamic viscosity, Pa.s Finite Volume Methods
	hc Qs Tout ρ GCHP	vegetation height, m soil heat source, W.m -3 outlet temperature, °C density, kgm -3 Ground-Coupled Heat Pump SOLS
	Symbol A al b cc Cp Cv d dh din D Dh DT DTl Dθ Dθl ea es E Ep fD hhead hint hp H Hp k ke kr K l L Ld LM-O LAI m n Nu P Pa Pat Pr0 Psuction Psuction_r Pw q Qv Qw_source Qwall r r1 ra rc re-i re-o rmw rou rs Ra Rb Rn Rs Rso Rst RH Se Sr t T f T T0 Ts Tsky u uwind u * Wi Wr x xs Z z zm zoh zom zu zU-pipe Greek symbols Δ α αs γ γd γs ε σ  ψ Subscript a b eff f g i-p inlet outlet p r s sat w Acronym ANN ASHP BHE CS COP GSHP HDPE HGHE HGSH IEA ILS LDPE ML MFLS PCM PG PVT RMSE SCW SCS SWCC TEE TRC TPT TRT VGHE Doctorant : Fu-Jiao TANG Definition U-pipe cross-sectional area, m 2 surface albedo tortuosity cloud cover specific heat capacity, J.kg -1 .K -1 volumetric heat capacity, J.m -3 .K -1 displacement height, m hydraulic diameter, m inner diameter of the U-pipe, m elevation head, m inner diameter of the U-pipe, m thermal moisture diffusivity, m 2 .s -1 .K -1 thermal liquid moisture diffusivity, m 2 .s -1 K -1 isothermal moisture diffusivity, m 2 .s -1 isothermal vapor moisture diffusivity, m 2 .s -1 actual vapor pressure, kPa saturation vapor pressure, kPa actual evaporation on the soil surface, mm.s -1 evaporation potential, kg.m -2 .s -1 or mm.s -1 Darcy friction factor hydraulic head, m heat transfer coefficient, W.m -2 .K -1 pressure head, m sensible heat flux, W.m -2 suction head, m thermal conductivity, W.m -1 .K -1 shape and moisture factor relative hydraulic conductivity hydraulic conductivity, m.s -1 pore connectivity parameter latent heat of vaporization for water, J.kg -1 distance between the point source and the study point, m Monin-Obukhov length, m leaf area index index independent parameter Nusselt number rainfall rate, mm.s -1 pore air pressure, Pa atmospheric pressure, Pa turbulent Prandt number matric suction, Pa suction value corresponding to residual water content, Pa pore water pressure, Pa heat extraction rate, W. m -1 volumetric vapor flux, m 3 .m -2 .s -1 water source or sink, kg.m -3 .s -1 heat from the surrounding, W.m -1 pipe radius, m stomatal resistance of a single leaf, s.m -1 aerodynamic resistance to heat transfer, s.m -1 crop canopy resistance, s.m -1 inner radius of the equivalent pipe, m inner and outer radius of the equivalent pip, (m molecular weight of water vapor to dry air effective roughness, m; distance between borehole center and surrounding medium, m income longwave radiation, W.m -2 borehole thermal resistance, K.m.W -1 net radiation, W.m -2 shortwave radiation, W.m -2 solar radiation in case of clear sky, W.m -2 steady part of the thermal resistance, K.m.W -1 air humidity, % relative saturation of soil saturation of soil time, s temperature, °C or K average carrying fluid temperature (°C) initial temperature, °C ground surface temperature, K sky temperature, K velocity, m.s -1 wind speed, m.s -1 friction velocity, m.s -1 infiltration, mm.s -1 water run off, mm.s -1 pore interaction term gravimetric sand content U-pipe inner perimeter, m depth beneath ground surface, m height for measuring meteorological conditions, m water vapor roughness length, m momentum roughness length, m depth of unsaturated zone, m U-pipe length, m slope of the saturation vapor pressure curve, kPa.K -1 independent parameter, m -1 soil thermal diffusivity, m 2 .s -1 psychrometric constant, kPa.K -1 soil dry unit weights, kN.m -3 soil specific unit weights, kN.m -3 soil surface emissivity Stephan-Boltzman constant, W.m -2 .K -4 difference, % specific moisture capacity, m -1 air borehole effective carrying fluid grout inner pipe wall inlet node of U-pipe outlet node of U-pipe pipe residual soil saturated water Artificial Neural Network Air Source Heat Pump Borehole Heat Exchanger Cylindrical Source Coefficient of Performance Ground Source Heat Pump High-Density Polyethylene Horizontal Ground Heat Exchanger Hybrid Ground-Source Heat Pump International Energy Agency Infinite Line Source Low Density Polyethylene Machine Learning Moving Finite Line Source Phase Change Material Propylene Glycol Photovoltaic Thermal Root-Mean-Square Error Standing Column Well Solid Cylindrical Source Soil-Water Characteristic Curve Total Extracted Energy Thermal Resistance and Capacitance Thermal Performance Test Thermal Response Test Vertical Ground Heat Exchanger Directeur de Thè se : Hossein NOWAMOOZ Laboratoire : Laboratoire des sciences de l'ingénieur, de l'informatique et de l'imagerie (ICube, UMR 7357, CNRS), INSA de Strasbourg, 67084, Strasbourg Cedex, France Ré sumé é tendu Les é nergies renouvelables continuent de gagner en importance du fait que les sources d'é nergies traditionnelles ne sont pas illimité es à long terme, surtout à une é poque où la demande é nergé tique augmente. De plus, des risques environnementaux tels que la pollution de l'air, l'acidification ré gionale et le changement climatique (Shortall et al., 2015) apparaissent progressivement en consommant des combustibles fossiles. La construction et l'exploitation des bâ timents repré sentent 36 % de la consommation finale d'é nergie mondiale et 39 % des é missions de dioxyde de carbone (CO2) donné es de 2017. Ainsi, la domine du bâ timent repré sente la plus grande part de l'é nergie et des é missions (International Energy cours de ces derniè res anné es, qui a forcé ment attiré l'attention. D'une maniè re gé né rale, la gé othermie est identifié e par trois caté gories: la gé othermie profonde à haute tempé rature (supé rieure à 150 º C) pour la production d'é lectricité ; la gé othermie intermé diaire (moins de 150 º C) pour l'utilisation directe; le ré servoir basse tempé rature (moins de 32 º C) pour les Agency (IEA), 2018). L'é nergie gé othermique constitue l'une des nombreuses sources d'é nergie renouvelable. Et au pompes à chaleur gé othermiques (GSHPs)
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  Application du transfert hydrothermique dans le modè le de simulation numé rique pour é changeur de chaleur de forage (BHE) et é changeur de chaleur horizontal (HGHE). Le modè le serait é galement utilisé pour analyser le transfert hydrothermal dans des milieux poreux entourant l'éc hangeur de chaleur souterrain pendant une pé riode d'un an.2. Exploration de diffé rents facteurs influenç ant la performance d'un BHE peu profond installé dans des sols insaturé s. Dans de nombreuses é tudes, le transfert hydrothermique dans des milieux poreux autour des é changeurs de chaleur souterrains est né gligé . Le milieu poreux est traditionnellement censé ê tre homogè ne dans ces oeuvres. Cette simulation numé rique est plus proche de l'é tat in situ, ce qui lui permet d'ê tre plus pré cise que les modè les prenant en compte les milieux environnants homogè nes autour des é changeurs de chaleur souterrains. De plus, quinze facteurs conventionnels vont ê tre é tudié s dans ce travail, ce qui rend ce travail plus complet. Cette é tude peut aider les ingén ieurs à choisir les paramè tres approprié s concernant les diffé rents facteurs à l'é tape de conception d'un BHE peu profond.3. Fournir une approche pour estimer la conductivité thermique effective du sol autour du BHE en effectuant numé riquement les tests de ré ponse thermique (TRTs). Les TRT coûtent très cher, ce qui n'est pas abordable pour les petits et moyens projets. Par consé quent, il est inté ressant de fournir une approche analytique pour estimer la conductivité thermique efficace du sol à l'é tape de la conception de ces projets.

  deux scé narios prescrits extraient la mê me quantité d'é nergie sur une anné e, ce qui indique que le BHE peu profond est capable d'exploiter 17,63 W d'é nergie pour 1 mè tre. Le TEE pour le scé nario de tempé rature d'entré e constante augmente presque liné airement pendant la pé riode de travail du BHE peu profond, tandis qu'il varie de faç on non liné aire pour le scé nario de charge thermique saisonniè re.

	Time (d) Fig. 2. Tempé rature d'entré e imposé e (°C) et taux d'extraction de chaleur variable (W.m -1 ) Constant inlet temperature Seasonal heat load pendant la pé riode de travail d'un BHE peu profond Fig. 3 illustre la variation du coefficient de performance (COP) et de l'é nergie totale extraite (TEE) de la pompe à chaleur du BHE peu profond sur un an pour les deux scé narios. Pour presque stable pendant les jours ouvrables, se situe entre 4,8 et 4,9. Alors que le COP pour le scé nario de charge thermique saisonniè re, qui dé pend fortement de sa charge thermique, se situe entre 4,3 et 5,7. 0E+0 1E+9 3E+9 4E+9 5E+9 6E+9 4.2 4.4 4.6 5 5.2 5.4 5.6 5.8 6 101 121 141 161 181 201 221 241 261 TEE (J) COP Time (d) COP(Constant inlet temperature) COP(Seasonal heat load) TEE(Constant inlet temperature) TEE(Seasonal heat load) COP=5.7 COP=4.3 COP=4.9 TEE, les Le COP de la pompe à chaleur pour le scé nario de tempé rature d'entré e constante, restant 2E+9 4.8 COP=4.8

  Tableau 1. Ré sumé des facteurs é tudié s avec leurs valeurs correspondantes Fig.5pré sente statistiquement l'influence des 15 facteurs sur le COP annuel moyen de la pompe à chaleur pour le BHE peu profond installé dans le sable et l'argile par rapport aux modè les de ré fé rence. Les points suivants ont é té observé s :• Les conditions mé té orologiques ont l'impact le plus important (41,6 % dans le sable et 45,3 % dans l'argile) sur la performance du BHE peu profond ;• La conductivité thermique du coulis (27,2 % dans le sable, 30,1 % dans l'argile) et le niveau de charge thermique (29,4 % dans le sable, 36,4 % dans l'argile) ont é galement un impact é levé sur la performance du BHE peu profond ;• La solution multitubulaire, la vitesse du fluide porteur et le niveau de charge thermique influencent le COP annuel moyen dans les deux sols entre 12,2% et 16,2% ;• L'é tat hydraulique, le dé bit d'eau souterraine, la capacité calorifique volumé trique du coulis, le diamè tre du coulis, l'espacement des tiges, le diamè tre inté rieur du tuyau, l'é paisseur du tuyau, la conductivité thermique du tuyau, le maté riau du fluide porteur et le mode de charge thermique ont un impact moindre sur le COP moyen annuel de la pompe à chaleur (entre 0,0 et 11,6%).

	7 8 9 10 11	Écartement des tiges 5 Solution multi-pipe 4.5 +21.0% Diamè tre inté rieur du tube Epaisseur du tube Conductivité thermique de la tuyauterie 3 3.5 4 COP +3.7% 0.03, 0.04, 0.05, 0.06, 0.09, 0.11 (m) Reference line (Average COP=3.55) Simple, double (parallè le et croix), triple (parallè le et croix) (-) 0.018, 0.022, 0.026, 0.030 (m) 0.001, 0.0015, 0.0020, 0.0025 (m) 0.25, 0.5, 2, 6, 11, 16 (W.m -1 .K -1 ) +12.2% +9.0% +14.1% 0.05 Simple 0.022 0.0015 0.5 +0.01% +2.5% +0.1% +2.7% +3.4% +2.9% +2.1% +4.3% +2.2% +0.9% -12.5% -15.3% Average -0.2% -4.1% -0.0% -3.7% -3.0% -0.0% -0.0% -2.3%-2.3% -2.8% -1.9%
	12	Maté riau fluide porteur 2.5	Prop.glycol (25%), prop.glycol (33%), ethanol (24%), CaCl2 (20%) (-) -24.7%	Ethanol (24%)
	13	Vitesse du fluide porteur 0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8 (m.s -1 ) 2 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 0.5
	14	Mode charge thermique	stable (-) Charge thermique saisonniè re, charge thermique Impact factor	saisonniè re thermique Charge
	15	Niveau thermique	de	charge	0-36, 5-41, 10-46, 15-51, 20-56 (W.m -1 )	10-46
	No. Facteur			Paramè tre (unité )	Paramè tre de ré fé rence
	1	Conditions mé té orologiques		Climat froid, doux et chaud (-)	Climat doux
	2	Condition hydraulique	Champ ouvert, herbe et forestier (-)	Champ d'herbe
	3	Écoulement de l'eau souterraine	0, 1E-7, 2E-7, 3E-7 (m.s -1 )	0
	4	Conductivité thermique du coulis	0.8, 1.4, 2.0, 2.5, 3.2 (W.m -1 .K -1 )	2.5
	5	Capacité volumé trique du coulis calorifique	1.2,1.6,2.0,2.4, 3.5 (MJ.m -3 .K -1 )	2.0
	6	Diamè tre du coulis	0.10, 0.14, 018, 0.22 (m)	0.14

  Tableau 2. Ré sumé des 10 scé narios pour 6 longueurs de conduites en U et 3 niveaux d'eau Scé nario Longueur du tube en U zU-pipe (m) Niveau d'eau zu (m) λ=zu/zU-pipe

	S1		8.45	0.56
	S2	15	11.5	0.77
	S3		15.0	1
	S4 S5	20.42 11.5	11.5	0.56 1
	S6		8.45	0.34
	S7	25	11.5	0.46
	S8		15.0	0.6
	S9 S10	34.03 19.17	11.5	0.34
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lumped-parameter model, and it has been employed for over 150 years to determine maximum runoff flow rates for designing urban drainage structures such as storm sewers and culverts, and it is found in the majority of urban drainage manuals and textbooks because it is easy to use and condenses essential components of runoff estimation and drainage system principles, which are good for teaching the fundamentals of storm water management. The strength of rational method lies in its simplicity and the ease of implementation [START_REF] Asare-Kyei | Modeling Flood Hazard Zones at the Sub-District Level with the Rational Model Integrated with GIS and Remote Sensing Approaches[END_REF]. Compared with the alternative methods, rational method has theoretical advantages of estimating maximum flow rate at a certain probability [START_REF] Wang | Extending the Rational Method for assessing and developing sustainable urban drainage systems[END_REF].

The rational model operates on a number of assumptions including [START_REF] Asare-Kyei | Modeling Flood Hazard Zones at the Sub-District Level with the Rational Model Integrated with GIS and Remote Sensing Approaches[END_REF]: the entire unit of analysis is considered as a single unit; rainfall is uniformly distributed over the drainage area; predicted peak runoff has the same probability of occurrence (return period) as the used rainfall intensity; the runoff coefficient is constant during the rainstorm.

The rational method in determining surface runoff can be given as:

where Wr_f is the peak runoff flux (m.s -1 ), C is the runoff coefficient. A reference for surface runoff coefficients by the Ministry of Education, Culture, Sports, Science and Technology, Japan is listed in Table VI.3 [START_REF] Tsutsumi | Surface and subsurface water balance estimation by the groundwater recharge model and a 3-D two-phase flow model[END_REF]. It is supposed in this investigation that water runoff includes the water intercepted by canopy during the rainfall. avec la longueur du tube en U (Fig. 6 g-i).

Gé né ralement, l'argile a la plus faible conductivité thermique effective parmi les 3 sols. Le sable et le limon sableux ont une plus grande variation des conductivité s thermiques effectives que l'argile. De plus, le limon sableux a une conductivité thermique plus efficace que le sable dans les tuyaux en U peu profonds. Le phé nomè ne peut ê tre expliqué par la figure 6.5-a, où le limon sableux a une conductivité thermique plus é levé e dans sa zone non saturé e. Toutefois, l'avantage diminuerait avec l'augmentation de la longueur de la conduite en U, puisque le sable a une conductivité thermique plus é levé e dans la zone saturé e.

Dans le groupe 1 avec un niveau d'eau variable, la diminution de la conductivité thermique effective du sol avec le rapport λ est observée pour tous les sols (Fig. 6 a-c). Dans le groupe 2

En perspective, un certain nombre de points reste à traiter :

• Conditions mé té orologiques pré cises sur le terrain et proprié té s thermiques du sol dans la modé lisation numé rique.

• Comparer les performances in situ et numé riques simulé es à long terme de l'é changeur de chaleur souterrain.

• D'autres é tudes sur le comportement mé canique du sol entourant les é changeurs de chaleur souterrains.

• Aspects é conomiques des systè mes GSHP.

• Systè mes hybrides GSHP.
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