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The birth and development of Transmission Electron Microscopy (TEM) marked a real breakthrough in the investigation of the nanoscale world. Indeed, TEM provides material information in both direct and reciprocal space as well as Electron Energy Loss Spectra (EELS) with nanometer scale spatial resolution. The exploitation of extremely coherent electron sources [START_REF] Swanson | Chapter 2 A Review of the Cold-Field Electron Cathode[END_REF][START_REF] Crewe | Electron Gun Using a Field Emission Source[END_REF][START_REF] Inada | Chapter 4 -Hitachi's Development of Cold-Field Emission Scanning Transmission Electron Microscopes[END_REF] allowed to push the limits of the instrument further away. The minimization of the electron beam spot size and energy spread, as well as brightness improvement, allowed High Resolution Scanning TEM-EELS (STEM-EELS) and also the acquisition of electron holograms [START_REF] Gabor | A New Microscopic Principle[END_REF]. The analysis of the latter allows the electron beam phase reconstruction to map electric, magnetic and strain fields at the nanoscale [START_REF] Rafal | Electron Holography of Nanostructured Materials[END_REF].

Thanks to technological improvement over the years, TEM can now achieve a subångström spatial resolution [START_REF] Krivanek | Towards sub-Å electron beams[END_REF][START_REF] Akashi | Aberration corrected 1.2-MV cold field-emission transmission electron microscope with a sub-50-pm resolution[END_REF] and an energy resolution close to 10 meV [START_REF] Ondrej | High-energy-resolution monochromator for aberration-corrected scanning transmission electron microscopy/electron energy-loss spectroscopy[END_REF][START_REF] Tsuno | Monochromators in electron microscopy[END_REF]. Furthermore, new specimen holders [START_REF] Wu | Situ Transmission Electron Microscopy Studies in Gas/Liquid Environment[END_REF] allowed the implementation of in situ experiments. These developments broadened the fields of application of TEM. Its versatility enables TEM to find applications in several fields of science such as physics, materials science [START_REF] Shindo | High-Resolution Electron Microscopy for Materials Science[END_REF][START_REF] Hirsch | TEM in materials science-past, present and future[END_REF], biology [START_REF] Hayat | Principles and techniques of electron microscopy[END_REF][START_REF] Gupta | Electron microscopy in medicine and biology[END_REF][START_REF] Mielańczyk | Transmission Electron Microscopy of Biological Samples[END_REF], chemistry [START_REF] Dubochet | Cryo-electron microscopy of vitrified specimens[END_REF][START_REF] Adrian | Cryoelectron microscopy of viruses[END_REF][START_REF] Baldwin | Images of purple membrane at 2.8 Å resolution obtained by cryo-electron microscopy[END_REF][START_REF] Radermacher | Cryo-electron microscopy and three-dimensional reconstruction of the calcium release channel/ryanodine receptor from skeletal muscle[END_REF], geology [START_REF] David | Applications of electron microscopy to geology*[END_REF] and medicine [START_REF] Gupta | Electron microscopy in medicine and biology[END_REF]. However, until the late 1970s [START_REF] Kubin | Analysis of softening in the Fe -C system from in situ and conventional experiments-I. In situ experiments[END_REF], TEM studies have been restricted to systems that do not evolve in time. In situ techniques [START_REF] Masseboeuf | Situ Characterization Methods in Transmission Electron Microscopy[END_REF] allow to monitor the evolution of a i ii OUTLINE sample under external stimuli such as mechanical traction [START_REF] Legros | In situ mechanical TEM: Seeing and measuring under stress with electrons[END_REF], temperature variation [START_REF] Clement | High-temperature in-situ TEM study of carbides precipitation in sintered or melted molybdenum[END_REF] or applied bias [START_REF] De Knoop | Low-noise cold-field emission current obtained between two opposed carbon cone nanotips during in situ transmission electron microscope biasing[END_REF]. These modifications can then be monitored by a CCD camera.

Nevertheless, the temporal resolution is limited by the CCD frame rate, which reaches 1600 fps in the most recent and fastest cameras [START_REF]K2 Direct Detection 16-Megapixel Camera -Gatan, Inc[END_REF]. In-situ TEM allows to follow, for instance, nanoparticle assembling [START_REF] Søren | Direct Observations of Oxygen-induced Platinum Nanoparticle Ripening Studied by In Situ TEM[END_REF] or grain boundary motions [START_REF] Legros | In situ TEM observations of fast grain-boundary motion in stressed nanocrystalline aluminum films[END_REF]. But if one wants to look further into structural or electronic dynamics, the relevant timescale is in the pico-to femtosecond range and therefore in situ TEM can not provide the required temporal resolution. A new approach is therefore necessary to study ultrafast processes.

Almost in parallel with the development of in situ electron microscopy, Oleg Bostanjoglo laid the foundations for the first time-resolved electron microscope [START_REF] Bostanjoglo | Ultrasonically Induced Magnetic Reversals Observed by Stroboscopic Electron Microscopy[END_REF][START_REF] Bostanjoglo | Nanosecond transmission electron microscopy and diffraction[END_REF]. Its original concept of Dynamic Transmission Electron Microscope allowed to study nonreversible phenomena with a spatial resolution of hundreds of nanometer and a pulse duration around the nanosecond. Subsequently such an instrument has been improved in the Lawrence Livermore National Laboratory with a new illumination optics and acquisition system but the real breakthrough has been achieved in Caltech in the group of Ahmed Zewail that introduced the concepts of single electron regime. Achieving an unprecedented spatio-temporal resolution in the nanometer and femtosecond range, the Ultrafast Transmission Electron Microscopy (UTEM) was born.

The aim of this thesis is to reports on the development of the first Ultrafast Transmission Electron Microscope equipped with a Cold Field Emission Gun (CFEG), in order to improve the brightness of the electron source implemented in the UTEMs and push the instrument to applications in electron interferometry.

In the following, Chapter 1 introduces the fundamental concepts in conventional and time-resolved Transmission Electron Microscopy (TEM). Timescales in condensed matter are presented as well as the TEM architecture and main notions. Then, the dif-iii ferences between Dynamic and Ultrafast TEM are addressed. Particular emphasis has been put on the laser-driven emission mechanism from a metallic nanotip.

Chapter 2 describes the instrumental development. The modified CFEG is detailed as well as the complete experimental set-up. The properties of the UTEM are described: probe current stability, brightness, angular current density and the achieved spatial and spectral resolutions. Chapter 3 addresses the first time-resolved pump-probe experiment. The theory of Electron Energy Gain Spectroscopy (EEGS) and the influence of the experimental parameters on the gain spectrum are presented. The pulsed electron beam is then temporally characterized: the pulse duration and the electron chirp are evaluated and the experimental results are compared with simulations.

In Chapter 4, perspectives on off-axis electron holography using ultrashort electron pulse are given. First, requirements and limits in conventional electron holography are presented. Secondly, the drawbacks of working with a pulsed electron beam are identified and possible solutions to perform Ultrafast Electron Holography (UEH) are proposed.

Finally, the main results and some perspectives are summarized. As an introduction, we briefly describe the characteristic timescales of physical processes in atoms, molecules and condensed matter.

As we can appreciate from Figure 1.1, electronic motion in atomic systems occurs on the attosecond timescale. In particular, the revolution of an electron around the hydrogen atom nucleus in Bohr's model has a period of 152 as. Still considering particle motion, molecular vibration and rotation have, instead, characteristic timescales in the femto-to picosecond range. We want to shift now the focus on the dynamics of a solid 2 CHAPTER 1. INTRODUCTION excited by a femtosecond light pulse, which is the first step in time-resolved TEM. On a timescale comparable to the laser pulse duration, the light pulse couples coherently to the nanostructure. In a metallic nanoparticle, for instance, such an interaction can excite a surface plasmon, namely a collective electronic excitation. This established coherent phase relation lasts ∼ 10 fs, i.e. until the dephasing of the plasmon. After this initial step, electron-electron interactions take place and the electron gas goes back to a Fermi-Dirac distribution. In metals like gold and silver, this process takes around a few hundreds femtosecond. Also electron-lattice interactions occur in bringing the system back to equilibrium.

An ultrafast light pulse also places the lattice out of equilibrium, inducing mechanical vibrations. The vibration period of confined acoustic modes is L/v, linked to the nano-object size, L and the speed of sound, v. Typical values for nanosized systems (10 -100 nm) lie in the 10 -100 ps range. During its de-excitation, the nano-object also diffuses heat toward the environment. Also magnetic systems are involved in ultrafast dynamics, as it is represented in Figure 1.1 where characteristic timescales are highlighted. Figure 1.1 clearly shows that many important physical processes occur on a subnanosecond timescale, i.e. too fast to be detected using traditional cameras. Even if the first time-resolved electron microscopes had already been developed [START_REF] Bostanjoglo | High-speed electron microscopy[END_REF][START_REF] Dömer | High-speed transmission electron microscope[END_REF][START_REF] Lagrange | Single-shot dynamic transmission electron microscopy[END_REF], it is only in 2005 that TEM became ultrafast [START_REF] Lobastov | Fourdimensional ultrafast electron microscopy[END_REF][START_REF] Zewail | Diffraction, crystallography and microscopy beyond three dimensions: Structural dynamics in space and time[END_REF], achieving an unprecedented spatio-temporal resolution in the sub-nanometer and sub-picosecond range [START_REF] Van Tendeloo | 4D Electron Microscopy[END_REF][START_REF] Zewail | 4D Electron Microscopy: Imaging in Space and Time[END_REF][START_REF] Gahlmann | Ultrashort electron pulses for diffraction, crystallography and microscopy: Theoretical and experimental resolutions[END_REF][START_REF] Park | Atomic-Scale Imaging in Real and Energy Space Developed in Ultrafast Electron Microscopy[END_REF][START_REF] Zewail | Four-Dimensional Electron Microscopy[END_REF]. This breakthrough was based on the use of electron pulses containing only a few electrons, thereby minimizing the coulomb interparticle repulsion that deteriorated spatio-temporal resolution in the earlier time-resolved electron microscopes. In this so called single electron regime, images, Diffraction Patterns (DP) and spectra were recorded from the accumulation of billions of excitation-detection cycles. Since 2005, the field of UTEM has kept on growing at a fast pace with an ever increasing number of groups, either from TEM or optical spectroscopy, developing or acquiring their own instrument.

In the next paragraphs a concise presentation of the fundamental concepts of electron microscopy will be given. The architecture of a transmission electron microscope will be discussed as well as the conventional techniques. Finally, the different type of continuous CHAPTER 1. INTRODUCTION electron sources are discussed, paying particular attention to the most important beam properties, such as the beam brightness.

Transmission Electron Microscopy

The high spatial resolution of TEM [START_REF] Akashi | Aberration corrected 1.2-MV cold field-emission transmission electron microscope with a sub-50-pm resolution[END_REF] is a consequence of the wave-particle dual nature of the electron. In 1923, De Broglie proposed in his Ph.D. the hypothesis [START_REF] De | Waves and Quanta[END_REF] that a massive particle exhibits a wave-like behaviour. The associated de Broglie wavelength is given by

λ B = h p (1.1)
where h is Planck's constant and p the particle momentum. For instance, a 150 keV electron has a wavelength λ B = 2.96 pm 1 . It was soon realized that the small value of the de Broglie wavelength of the electron makes it ideal for microscopy. Indeed, the classical Rayleigh criterion [START_REF] Born | Principles of Optics: Electromagnetic Theory of Propagation, Interference and Diffraction of Light[END_REF] (originally applied to light microscopes) establishes that the minimum resolvable detail has a size given by:

R = 0.61 λ α (1.2)
where λ is the wavelength of the radiation used to illuminate the sample and α is the beam opening angle. Using deep UV laser light (λ ∼ 13 nm) the resolution of an optical microscope can reach ∼ 38 nm [START_REF] Eguchi | New deep-UV microscope[END_REF][START_REF] Vaschenko | Sub-38 nm resolution tabletop microscopy with 13 nm wavelength laser light[END_REF], but equation (1.2) shows that exploiting a λ B = 2.96 pm, the minimum resolvable distance should be in theory smaller than 2 pm. The main reason why this resolution is far from being achieved in TEM lies in the electromagnetic lens aberrations that will be discussed in the following. The purpose of the electron gun is to generate an accelerated electron beam. The general structure is given in Figure 1.2: the electron gun is enclosed inside an external housing filled with pressurized SF 6 (sulfur hexafluoride), used to provide electrical 6
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The gun, located inside this insulating housing, can be decomposed in three parts: an electron source (further details on the different types of electron sources will be provided later in this chapter), a lens and an accelerating tube. The electron emitter (in red) can be described as a point source. The lens (highlighted in green) is located just below the electron source. Its role is to focus the emitted electrons into a crossover, i.e. an image of the source, which can either be real or virtual [START_REF] Orloff | Handbook of Charged Particle Optics[END_REF]. Electrons are finally accelerated in several steps, to reach a kinetic energy in the 100 -300 keV range [START_REF] Egerton | Choice of operating voltage for a transmission electron microscope[END_REF].

The microscope column

Once accelerated, the electron beam enters the column of the TEM. The one that we have modified in this thesis (an Hitachi HF2000) is sketched in Figure 1.3. The column is composed of a set of round electromagnetic lenses [START_REF] Tsuno | Chapter 4 -Magnetic Lenses for Electron Microscopy[END_REF] and deflectors. An electromagnetic lens is used to focus the electron beam towards the optical axis and magnify or demagnify an object. Figure 1.4 shows a schematic representation of an electromagnetic lens, which is basically an electromagnet. A current circulates through a coil generating an electromagnetic field. The magnetic flux is then concentrated inside the gap of a polepiece made of pure iron, permendur (Fe-Co) or permalloy (Fe-Ni). The resulting magnetic induction, located in the polepiece gap, acts on the electron beam like a thin glass lens on light because of the Lorentz force. Exactly like in light optics, it is possible to define for these electromagnetic lenses specific cardinal planes, i.e. an object plane, a focal plane and an image plane. Electrostatic lenses [START_REF] Lencová | Chapter 5 -Electrostatic Lenses[END_REF] can be used in electron microscopy as well but their spherical and chromatic aberrations are worse than their electromagnetic counterpart at comparable focal distance [START_REF] Egerton | Electron Optics[END_REF]. In general, these lenses are used in guns where the integration of an electromagnetic lens is tech- . lenses. These, together with the electron gun, change the illumination condition on the specimen: they form the illumination system. The electron beam then interacts with the specimen that has been previously installed on a suitable holder. The specimen holder is usually located inside the objective lens, which is therefore an immersion lens [START_REF] Williams | The Instrument[END_REF][START_REF] De | The transmission electron microscope[END_REF].

Electromagnetic lenses suffer from aberrations. In general, the latter can be divided into geometrical [START_REF] Born | CHAPTER V -GEOMETRICAL THEORY OF ABERRATIONS[END_REF] and chromatic aberrations [START_REF] Misell | An estimate of the effect of chromatic aberration in electron microscopy[END_REF]. The former are also called Seidel aberrations and among them the spherical aberration is the one which affects the spatial resolution of a TEM. Due to this aberration, paraxial electrons are less focused than the ones travelling far from the optical axis. This effect transforms a point object in a disk of radius r C = M C 3 θ 3 , M being the magnification, C 3 the object side spherical aberration coefficient [START_REF] Williams | High-Resolution TEM[END_REF][START_REF] Hawkes | Science of Microscopy[END_REF] and θ the collection angle. Spherical aberration has long been an insurmountable limitation: the development of spherical aberration correctors at the end of the 20 th century [START_REF] Krivanek | Towards sub-Å electron beams[END_REF][START_REF] Haider | Electron microscopy image enhanced[END_REF][START_REF] Lentzen | Highresolution imaging with an aberration-corrected transmission electron microscope[END_REF][START_REF] Urban | A way to higher resolution: Spherical-aberration correction in a 200 kV transmission electron microscope[END_REF][START_REF] Hosokawa | A spherical aberration-corrected 200 kV TEM[END_REF][START_REF] Haider | A spherical-aberration-corrected 200kV transmission electron microscope[END_REF] was a real breakthrough in electron 1.2. TRANSMISSION ELECTRON MICROSCOPY microscopy. Finally, the image created by the objective lens is magnified by the intermediate and projector lenses and finally projected on a fluorescent screen or a CCD camera.

Other elements are present in a TEM column, such as deflectors [START_REF]Alignment of the Transmission Electron Microscope[END_REF], stigmators [START_REF]Alignment of the Transmission Electron Microscope[END_REF] and apertures. The first two are made of multipolar elements. In particular, deflectors are composed by a set of two dipoles, used to tilt or shift the electron beam, while a stigmator is a set of two quadrupole lenses [START_REF] Smith | Focusing properties of electric and magnetic quadrupole lenses[END_REF] used to correct lens astigmatism [START_REF] Born | CHAPTER V -GEOMETRICAL THEORY OF ABERRATIONS[END_REF].

Three sets of apertures are placed in the TEM column as reported in Figure 1.3. The condenser aperture is located in the illumination system and is used to limit the electron beam angular size [START_REF] Born | Principles of Optics: Electromagnetic Theory of Propagation, Interference and Diffraction of Light[END_REF]. The Objective Aperture, located in the objective lens (OL) focal plane, is used to create a contrast in the image by filtering the transmitted beam or one useful diffracted beam. The last set of apertures, called Selected Area (SA), is located in the objective lens image plane and allows to select a useful Region Of Interest (ROI) on the image.

Spectrometers

During the interaction with the specimen, electrons can lose part of their kinetic energy [START_REF] Egerton | Electron Energy-Loss Spectroscopy in the Electron Microscope[END_REF]. An Electron Energy Loss Spectrum (EELS) contains fundamental informations on the chemical composition and electronic structure of the sample. In order to discriminate the electrons as a function of the energy, a magnetic field is applied perpendicular to their trajectories. A magnetic sector [START_REF] Egerton | Energy-Loss Instrumentation[END_REF] is installed after the column to disperse in energy and spatially focus the primary electron beam. The spectrum, located in the dispersion plane of the magnetic sector, is finally magnified and focused on a CCD using a set of multipolar lenses. Modern electron energy loss analysis systems are either Parallel EELS (PEELS) [START_REF] Krivanek | Parallel detection electron spectrometer using quadrupole lenses[END_REF][START_REF] Ondrej | United States Patent: 4743756 -Parallel-detection electron energy-loss spectrometer[END_REF], or imaging filters, such as a Gatan Imaging Filter CHAPTER 1. INTRODUCTION (GIF) [START_REF] Ondrej | United States Patent: 4851670 -Energy-selected electron imaging filter[END_REF]. The latter can record an EELS spectrum as well as an image of the sample filtered at a specific energy.

Detectors

A TEM is also equipped with appropriate detection systems. Faraday cups [START_REF] Brown | Faraday-Cup Monitors for High-Energy Electron Beams[END_REF], for instance, are used to measure the electron beam current. They can be installed on specimen holders to evaluate the current on the sample (namely the probe current) or elsewhere in the column, for instance together with an aperture set, to measure the beam current in various optical planes of the microscope.

Image acquisition is achieved following two different approaches. In indirect detection, a scintillator converts electrons in photons that are then detected by a CCD or a CMOS sensor [START_REF] Williams | How to 'See' Electrons[END_REF]. On the other hand, direct electron detection exploits a thin (∼ 150 µm) silicon layer to create electron-hole pairs after the interaction with the electron beam. These charges are then accelerated toward electrodes where they are collected [START_REF]Direct electron detector[END_REF][START_REF] Clough | Direct Detectors for Electron Microscopy[END_REF][START_REF] Faruqi | Direct single electron detection with a CMOS detector for electron microscopy[END_REF][START_REF] Mcmullan | Chapter One -Direct Electron Detectors[END_REF].

Fundamental concepts in TEM

The interaction between the electron beam and the specimen is the foundation of imaging theory in TEM. In this work, the samples studied are solid and crystalline. This is why, in the following, the interaction between an incident electron wave and a crystalline lattice is discussed. The scattering of an electron beam from a family of parallel planes is due to the interaction of the beam with the crystalline lattice potential. An electron wave with a de Broglie wavelength λ B , can be diffracted by a set of reticular planes defined by an intereticular distance d hkl for a specific incoming angle θ Bragg . [START_REF] Reimer | Kinematical and Dynamical Theory of Electron Diffraction[END_REF][START_REF] Chang | Kinematical Theory of Diffraction[END_REF] that will consider only weak diffraction conditions, or dynamical theory [START_REF] Reimer | Kinematical and Dynamical Theory of Electron Diffraction[END_REF][START_REF] Dederichs | Dynamical Diffraction Theory by Optical Potential Methods[END_REF] in which multiple scatterings are taken into account (strong diffraction conditions).
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Image formation

As already stated in the previous paragraph, in a (S)TEM the specimen is inserted inside the objective lens. Assuming, for the sake of simplicity, a parallel illumination on a crystalline specimen, Figure 1 and T (g) the objective lens transfer function, defined as follows:

T (g) = 2A(g) sin χ(g) (1.5) 
A(g) being a function that takes into account the effect of the apertures on the electron beam [START_REF] Williams | High-Resolution TEM[END_REF]. χ(g) is called Phase Contrast Transfer Function (PCTF)

χ(g) = πC 1 λg 2 + 1 2 πC 3 λ 3 g 4 (1.6)
and depends on the defocus C 1 4 and the spherical aberration coefficient, C 3 5 . χ(g)

(and therefore T (g)) relates the image contrast to the phase variation of the electron wave after the interaction with the specimen. Figure 1.6 also shows that applying an Inverse Fourier Transform (FT -1 ) to D(g)•T (g) an image function ψ i (r) can be defined. 

C 1-sch = -1.2(C 3 λ) 1/2 . (1.7)
that is C 1-sch = -71.5 nm, in our case. High Resolution (HR) [START_REF] Williams | High-Resolution TEM[END_REF] imaging comes from the interference between overlapping transmitted and diffracted beams for a specimen oriented in zone-axis. This technique allows to observe the projection of the atomic 4 in-focus images have C 1 = 0 mm 5 The other aberrations are considered as negligible compared to C 3 and C 1 .

6 Is the energy used in the following of this work The vector g = g 1 is an important parameter defining the resolution limit of the instrument [START_REF] Williams | High-Resolution TEM[END_REF].

Transfer function also shows maxima that indicate a maximum transfer of contrast. Aberrations have not been taken into account. 

Electron Holography

Proposed by Gabor as a new experimental method to improve the electron microscope resolution [START_REF] Gabor | A New Microscopic Principle[END_REF], electron holography offers the unique possibility to map electromagnetic [START_REF] Rafal | Electron Holography of Nanostructured Materials[END_REF][START_REF] Bonevich | Electron Holography of Electromagnetic Fields[END_REF] or strain fields [START_REF] Hÿtch | Nanoscale holographic interferometry for strain measurements in electronic devices[END_REF][START_REF] Hÿtch | Dark-Field Electron Holography for Strain Mapping[END_REF] by measuring the variation of the phase of the electron wave induced by the Aharonov-Bohm (AB) effect [START_REF] Peshkin | The Aharonov-Bohm Effect[END_REF][START_REF] Aharonov | Significance of electromagnetic potentials in the quantum theory[END_REF][START_REF] Aharonov | Further Considerations on Electromagnetic Potentials in the Quantum Theory[END_REF][START_REF] Tonomura | The Aharonov-Bohm effect and its applications to electron phase microscopy[END_REF]. Experimentally evidenced by Tonomura et al. [START_REF] Tonomura | Evidence for Aharonov-Bohm effect with magnetic field completely shielded from electron wave[END_REF], the AB effect demonstrates the physical existence of the magnetic vector potential.

The idea behind electron holography is to create an interference pattern, called hologram, between the object phase wave and a reference wave. This hologram is then analysed providing the phase and the amplitude of the complex object phase wave.

Several configurations have been proposed over the years [START_REF] Cowley | Twenty forms of electron holography[END_REF], but we will describe only off-axis electron holography, i.e. the approach used in this thesis. As sketched in Figure 1.8 (a), a coherent parallel electron beam is used to illuminate the specimen. More precisely, half of the beam illuminates the ROI of the specimen under analysis while the other half travels in vacuum and will be used as reference wave. A Möllenstedt electron biprism (EB) [START_REF] Möllenstedt | The History of the Electron Biprism[END_REF][START_REF] Lichte | Gottfried Möllenstedt and his electron biprism: Four decades of challenging and exciting electron physics[END_REF] is a charged wire surrounded by parallel-plate ground electrodes located above the objective lens image plane (Figure 1.8 (a) and Figure 2.1 (b)). A voltage between 0 V and 500 V can be applied on it. As a result, the EB splits the electron wave in two parts that overlap below the wire. The reference beam, i.e.

the beam that propagates in vacuum, is overlapped with the beam that crossed the specimen. If the spatial coherence is sufficient, an interference pattern can be observed in the image plane. An example of such an electron hologram is shown in Figure 1.8

(b).

An electron hologram is determined by its width and the fringe spacing. Both can be modified by changing the biprism voltage and the electron optical conditions. More details will be provided in Chapter 4.

Hologram intensity

Considering the interference between two coherent electron waves ψ i (r) and ψ r (r), namely the image and the reference beam, expressed as in (1.4), the intensity of the hologram I holo (r) = |ψ i (r) + ψ r (r)| 2 has the following expression [START_REF] Lehmann | Tutorial on off-axis electron holography[END_REF][START_REF] Lichte | Electron holography-basics and applications[END_REF][START_REF] Völkl | Introduction to Electron Holography[END_REF] By adding a mask to filter the former (the latter) and then applying an inverse Fourier transform, a phase (d) (an amplitude (c)) image can be reconstructed.

I holo (r) = 1 + |A i (r)| 2 + 2A i (r) cos(2πg c • r + ∆φ). ( 1 
The first two terms represent the intensity of the two interfering waves (the reference wave amplitude is set to A R (r)=1). The third term represents a system of fringes of amplitude 2A i (r). From the latter, the information on the electronic phase can be extracted. The argument of the cosinus function contains the phase difference ∆φ between the image and the reference wave. g c , known as the hologram carrier frequency, is related to the difference between the wavevectors of the image and the reference beams, i.e. the tilt angle between the two beams. 

Phase reconstruction

FT(I holo (r)) =δ(g) + FT(|A I (r)| 2 )+ δ(g + g c ) ⊗ FT(2A I (r) e i∆φ )+ δ(g -g c ) ⊗ FT(2A I (r) e -i∆φ ) (1.9)
where the first two terms in equation (1.9) are a Dirac delta function and the FT of the image wave amplitude. Both of them correspond to the central area in Figure 1.9 (b) highlighted in red and called central band (or autocorrelation). The third and fourth terms are two peak functions centred on the carrier frequencies g = -g c and g = g c representing the FT of the image wave and its complex conjugate. The latter are called sidebands. They contain the phase information and since one is the complex conjugate of the other, the extracted information will be the same.

To extract the phase, one has to use a mask to select one of the two sidebands, as shown in Figure 1.9 (b) (green circle). Applying then an inverse Fourier transform, the complex wavefunction and therefore the phase of the electron wavefunction can be extracted. To avoid artefacts, the sidebands and the autocorrelation should be well separated. The spatial resolution of the reconstructed amplitude or phase is given by the mask size. Placing instead a mask on the autocorrelation, the reconstructed image contains just the amplitude, as in conventional TEM imaging (Figure 1.9 (c)).

Decreasing the mask dimension in Fourier space increases the signal-to-noise ratio and deteriorates the resolution in direct space.

Electron sources

Several sources of electrons are available: thermionic, cold field emission and Schottky electron sources. We here describe the physical mechanisms involved in electron emission.

The highest occupied electronic energy level inside a material at T = 0 K is called the Fermi level, E F . When the temperature of the system is increased, some electrons can gain energy and be promoted to higher energy levels [START_REF] Kittel | INTRODUCTION TO SOLID STATE PHYSICS[END_REF]. The occupation number f (E, T ) describes the probability of having an electron on a state of energy E. It is
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given by the Fermi-Dirac (FD) distribution

f (E, T ) = 1 exp E-E F k B T + 1 (1.10)
where k B is Boltzmann's constant.

As shown in Figure 1.10, at T = 0 K the FD distribution is a step function (black curve) that changes with the temperature of the system.

To be emitted in vacuum, an electron inside a material at the Fermi level requires an extra energy at least equal to the material work function, Φ. At high temperature, the F-D distribution includes an appreciable fraction of occupied electronic states with energies above the work function and therefore these electrons are emitted in vacuum. This is the basis of thermionic emission, in which electrons are extracted by heating a metallic filament. The case depicted in Figure 1.10 corresponds to a < 310 >-oriented monocrystalline W (Φ = 4.25 eV [START_REF] Swanson | Chapter 2 A Review of the Cold-Field Electron Cathode[END_REF]). The unit vector ẑ is taken perpendicular to the emitting surface of the source. In absence of applied field the potential is a step function (black curve) that is modified due to the image charge (red curve). An applied electric field F loc modifies the potential step (blue and magenta curves) as follows: .11) These combined effects can cause electrons to be emitted directly from the Fermi level, by quantum mechanical tunnelling through the barrier [START_REF] Gadzuk | Field Emission Energy Distribution (FEED)[END_REF][START_REF] Fursey | Field Emission in Vacuum Microelectronics[END_REF]. This is called field emission. F loc also decreases the exit work function barrier by a quantity ∆Φ = e 3 F loc 4π 0 .

V (z) = Φ -eF loc z - e 2 16π 0 z . ( 1 
(1.12) This is called the Schottky effect [START_REF]Metal-Semiconductor Contacts[END_REF].
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Thermionic electron source

The current density, J, emitted by a material heated at a temperature T is described by Richardson's law [START_REF] Willans | On the Negative Radiation from Hot Platinum[END_REF]:

J = A R T 2 exp - φ k B T (1.13)
where A R is a specific constant defined as

A R = em e k B 2 2π 2 3 (1.14)
e is the elementary charge, m e the electron mass and the reduced Planck constant. three components: the electron emitter, S, the Wehnelt cap and the acceleration anode.
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Between the source and this anode a difference of potential, known as accelerating voltage, is applied. The emitter is kept at a negative potential, while the anode is grounded. Thermal emission occurs from the entire emitter and the Wehnelt cap is used to confine the emitted electrons, as depicted in 

Cold Field Emission Gun

CHAPTER 1. INTRODUCTION

The Cold Field Emission (CFE) source is not heated and operates at room temperature (T ∼ 300 K). The current density emitted from a metal surface under an applied electric field [START_REF] Swanson | Chapter 2 A Review of the Cold-Field Electron Cathode[END_REF][START_REF] Schwind | Comparison of parameters for Schottky and cold field emission sources[END_REF][START_REF] Dyke | The Field Emitter: Fabrication, Electron Microscopy, and Electric Field Calculations[END_REF] is described by the Fowler-Nordheim (F-N) equation [START_REF] Fowler | Electron emission in intense electric fields[END_REF]: 

J = 1.54 • 10 -6 Φ F 2 loc exp 10.4 √ Φ exp - 6.44 • 10 9 Φ 3/2 F loc . ( 1 

Schottky Field Emission Gun

The emission process involved in Schottky sources is a combination of the two mechanism already described. It can be called field-assisted thermionic emission. The emission current depends both on the cathode temperature and the applied electric field. It is given by:

J = A R T 2 exp - Φ -∆Φ k B T πq sin πq (1.16)
where ∆Φ has been defined in equation (1.12) and q is the following dimensionless parameter

q = 1.656 • 10 -4 F 3/4 loc T .
(1.17)

The equation (1.16) is known as the extended Schottky law [START_REF] Fransen | Experimental evaluation of the extended Schottky model for ZrO/W electron emission[END_REF]. A schematized Schottky source is represented in Figure 1.13. The architecture is very similar to the one already seen for the CFE source, except for the additional presence of a suppressor cap and the anode geometry. A Schottky emitter is a < 100 >-oriented monocrystalline tungsten tip with an apex dimension of ∼ 1 µm [START_REF] Fransen | On the Electron-Optical Properties of the ZrO/W Schottky Electron Emitter[END_REF]. Furthermore, contrary to the CFE case, the Schottky Field Emission (SFE) emitter includes a reservoir of zirconia (ZrO) on the tip shank. Increasing the cathode temperature will create a zirconia wetting layer on the < 100 > tungsten surface. This wetting layer reduces the work function of the ZrO/W emitter to ∼ 2.95 eV [START_REF] Fransen | On the Electron-Optical Properties of the ZrO/W Schottky Electron Emitter[END_REF]. The suppressor electrode is used to confine the electron emission to the tip apex. A typical value for the applied electric field is F loc = 0.65 V/nm.

The most relevant characteristics of electron sources are listed in 

Brightness

Brightness is a fundamental source property defined as the current emitted per unit area and unit solid angle:

B = I E (πr 0 α 1 2 ) 2
(1.18) I E being the emitted current, 2r 0 = d 0 the (virtual or real) source size and α 1 2 the divergence semi-angle. It is expressed in A/cm 2 • sr. This quantity is conserved throughout an optical instrument with no lens aberrations [START_REF] Born | Principles of Optics: Electromagnetic Theory of Propagation, Interference and Diffraction of Light[END_REF][START_REF] Bronsgeest | Probe current, probe size, and the practical brightness for probe forming systems[END_REF].

We will see now how the source brightness is related to the electron source spatial coherence.

To understand this relation one can consider, as in paragraph 1.2.3, the interference between two coherent waves. Equation (1.8) expresses the interference pattern intensity
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.14: Geometry to acquire electron holograms in off-axis configuration. The Electron Biprism (EB) is located inside the TEM. Intensity distribution of the source in space and wavenumber is defined by ξ, the source spatial extension in three dimensions and k, i.e. the source emitted wavenumbers. d is the distance between the biprism and the image plane. of an ideal hologram, i.e. it assumes an ideal point source. However, as illustrated in Figure 1.14, a real electron source is never perfectly a point source and can therefore be defined by an intensity distribution i S (ξ, k), ξ and k being direct and reciprocal space vectors, respectively. For simplification, we will consider in the following a 1-D source. We can consider the source distribution as a sum of incoherent point sources without phase relation. Furthermore, assuming that each of these sources emits the same spectrum s(ξ, k), defined by i(ξ)dξ = 1 and s(k))dk = 1, equation (1.8) can CHAPTER 1. INTRODUCTION be rewritten as:

I holo (x) = 2(1 + |γ|cos(2πg c • x + ∆φ)) (1.19)
γ = |γ|e i∆φ being the complex degree of coherence. The latter can be expressed as the product of the spatial and the temporal degree of coherence, γ = γ spa γ temp with

γ spa (α 1 ) = |γ spa (α 1 )|e i∆φspaα 1 = i(ξ)e -2πik 0 α 1 ξ dξ (1.20) γ temp (x) = |γ temp (x)|e i∆φtempx = s(κ)e -2πik 0 α 2 x dx. (1.21)
The angles α 1 and α 2 are sketched in Figure 1.14 and κ = k -k 0 , with k 0 the wavevector of the source [START_REF] Arbouet | Chapter One -Ultrafast Transmission Electron Microscopy: Historical Development, Instrumentation, and Applications[END_REF].

Equations (1.20) and (1.21) are known as the van Cittert-Zernike and the Wiener-Khintchine theorems, respectively. The latter state that the spatial (temporal) degree of coherence is the Fourier transform of the spatial (spectral) distribution of the source.

For high voltage electron sources (> 100 keV) with a typical energy spread ∼ 1 eV the temporal coherence does not affect the interference pattern [START_REF] Lichte | Inelastic electron holography[END_REF]. However, this is different for the spatial contribution. Assuming a Gaussian intensity distribution of the electron source

i(ξ) = 1 πr 2 0 e -ξ r 0 2 (1.22)
and considering the definition of brightness given in equation (1.18) So far, the effect of aberrations has not been taken into account. Aberrations deteriorate the beam brightness both in the electron gun optics and microscope column. This degrades both the temporal and spatial coherences [START_REF] Kirkland | Atomic Resolution Transmission Electron Microscopy[END_REF]. Usually, the detrimental effect of lens aberrations on the phase contrast transfer function of the microscope is taken into account through so-called spatial and temporal envelope functions, respectively given by :

E S (g) = exp{-π 2 q 2 0 (C 1 λ B g + C 3 λ 3 B g 3 ) 2 } E F (g) = exp{-0.5π 2 ∆ 2 (λ B g 2 ) 2 }. (1.24) 
In equations (1.24) ∆ ∝ C c , the chromatic aberration coefficient and q 0 is the illumination probe size on the specimen [START_REF] Kirkland | Atomic Resolution Transmission Electron Microscopy[END_REF]. Multiplying E S (g) and E F (g) by T (g) (eq.

(1.5)) we obtain the effective phase contrast transfer function.

Time-resolved TEM

The birth of time-resolved TEM can be dated back to the end of the 1970s, when Bostanjoglo's group at the Technical University of Berlin developed the first time resolved electron microscope [START_REF] Bostanjoglo | Ultrasonically Induced Magnetic Reversals Observed by Stroboscopic Electron Microscopy[END_REF]. The so-called High-speed electron microscope was subsequently improved at the Lawrence Livermore National Laboratory, in particular the illumination optics and the acquisition system [START_REF] Lagrange | Single-shot dynamic transmission electron microscopy[END_REF][START_REF] Lagrange | Movie Mode Dynamic Transmission Electron Microscopy (DTEM): Multiple Frame Movies of Transient States in Materials with Nanosecond Time Resolution[END_REF][START_REF] Lagrange | Movie-mode dynamic electron microscopy[END_REF]. A significant breakthrough was achieved in 2005 at the California Institute of Technology [START_REF] Lobastov | Fourdimensional ultrafast electron microscopy[END_REF], thanks to the introduction of the single electron regime by Nobel laureate Ahmed Zewail and his group. Time-resolved electron microscopy allows to study the dynamics of fast processes, typically in the nano-to femtosecond range. The followed approach is called pumpprobe and is schematized in Figure 1.15: it involves a pump pulse to bring the specimen out of equilibrium and a probe pulse to investigate the system at a certain delay, τ , during its relaxation.

In the field of time-resolved TEM, the pump pulse is usually an external optical stimulus that excites the specimen but also different excitations (acoustic, thermal, mechanical, etc) can be used for this purpose. The probe is an electron packet triggered by a pulsed laser. Two operation modes exist in time-resolved TEM. The use of a single electron pulse containing > 10 6 electrons [START_REF] Lagrange | Single-shot dynamic transmission electron microscopy[END_REF] to probe the system dynamics is called single-shot mode (Figure 1.16 (a)).

Using a high speed beam deflector synchronized with the laser source, it is possible to record several frames on a CCD detector at different delays with respect to the pump pulse. This is called movie-mode and it is sketched in Figure 1. 16 (b). A TEM operating in single-shot mode is called a Dynamic TEM (DTEM) or high-speed TEM.

The second operation mode, the stroboscopic mode, relies on a high number (∼ 10 7 -10 9 ) of excitation-observation cycles [START_REF] Lobastov | Fourdimensional ultrafast electron microscopy[END_REF] to accumulate enough electrons to form an image, diffraction pattern, spectrum or hologram. It is depicted in Figure 1. 16 (c). The delay between the pump and the probe can be adjusted with a translation stage in order to explore the dynamics of the desired process. A translation D = 1.5 µm of the delay line, for instance, produces a τ = 2D/c = 10 fs delay 7 . The main difference between 32 CHAPTER 1. INTRODUCTION the two modes is the number of electrons in each pulse. In stroboscopic mode the electron beam only contains a few electrons per pulse. The minimization of the Coulomb repulsion among electrons allows to push the time resolution up to the femtosecond timescale [START_REF] Lobastov | Fourdimensional ultrafast electron microscopy[END_REF][START_REF] Zewail | Four-Dimensional Electron Microscopy[END_REF]. This is known as the single electron regime. Time-resolved TEMs operating in this mode are called ultrafast TEMs (UTEMs).

In the following, we will explain how the pulsed electron beam is created, adressing the various laser-driven emission mechanisms. Subsequently, the modification of the electron pulse properties along the UTEM column will be presented, paying attention to the influence of the number of electrons per pulse.

Laser-driven electron emission

The combination of an ultrafast laser and an electron source allows the generation of ultrashort electron pulses [START_REF] Hüttner | Femtosecond Laser Pulse Interactions with Metals[END_REF][START_REF] Anisimov | Theory of ultrashort laser pulse interaction with a metal[END_REF]. As reported in [START_REF] Einstein | Concerning an heuristic point of view toward the emission and transformation of light[END_REF], electron emission from a material with a work function Φ is possible thanks to the absorption of photons of energy E ph = ω > Φ. This phenomenon is known as one-photon photoemission (Figure 1.17(a), case A) and the emitted current is linearly dependent on the incident light intensity. This process can not occur if the photon energy is smaller than the material work function. Nevertheless, multiphoton photoemission (MPP), sketched in Figure 1.17 (a), case B is possible. The cross-section for such a non-linear process decreases with the required number of photons and the emitted current density is proportional to the n th power of the laser intensity I [START_REF] Yen | Thermally Assisted Multiphoton Photoelectric Emission from Tungsten[END_REF][START_REF] Weinelt | Time-resolved two-photon photoemission from metal surfaces[END_REF][START_REF] Bechtel | Two-photon photoemission from metals induced by picosecond laser pulses[END_REF]:

J ∝ I n (1.25)
with n the number of photons. Multiphoton photoemission is the dominant emission mechanism for laser intensities smaller than typically 10 11 W cm 2 . At higher laser intensities (I > 10 12 W cm 2 ), the associated electric field can be strong enough to modulate the potential barrier and allow electron tunnelling. This process is called optical field emission and depicted in Figure 1.17 (c).

In order to discriminate the two emission processes, we can evaluate the Keldysh parameter [START_REF] Fedorov | Ionization in the Field of a Strong Electromagnetic Wave" and modern physics of atomic interaction with a strong laser field[END_REF][START_REF] Keldysh | IONIZATION IN THE FIELD OF A STRONG ELECTROMAG-NETIC WAVE[END_REF], figure of merit of the Keldysh theory on the ionization of atoms and solid bodies:

γ = ω √ 2mΦ eF L (1.26)
where ω is the laser angular frequency, F L the laser peak electric field, m and e the electron mass and charge. The Keldysh parameter is the ratio between the tunnelling time and the optical cycle duration: γ << 1 is characteristic of the optical field emission, while γ >> 1 indicates that the dominant mechanism is MPP.

Other emission mechanisms depend on the combination of laser intensity and extraction voltage, such as Photo-assisted field emission, schematized in Figure 1.17(b). In this case the absorption of one photon allows electrons to tunnel through the barrier thanks to the help of a continuous applied electric field.

Influence of the electron dynamics on the electron energy distribution

The interaction of an ultrashort laser pulse with a tungsten nanoemitter modifies the electron distribution inside the metal at a given temperature. In order to evaluate the influence of the electron dynamics on the temporal and spectral properties of a time resolved TEM, a computational model based on previous works [START_REF] Yanagisawa | Energy Distribution Curves of Ultrafast Laser-Induced Field Emission and Their Implications for Electron Dynamics[END_REF][START_REF] Yanagisawa | Laser-induced field emission from a tungsten tip: Optical control of emission sites and the emission process[END_REF][START_REF] Yanagisawa | Delayed electron emission in strong-field driven tunnelling from a metallic nanotip in the multi-electron regime[END_REF][START_REF] Wu | Nonequilibrium model of ultrafast laser-induced electron photofield emission from a dc-biased metallic surface[END_REF] has been developed. The model describes a gas of free electrons interacting with a femtosecond laser pulse. The vacuum-metal interface is considered flat and a DC electric field lying in the 0.5 -3 V/nm range is applied on the metallic nanotip.

The time-dependent electron distribution, f (k, t), can be computed from Boltzmann's equation:

df (k, t) dt = df (k, t) dt e-e + df (k, t) dt e-ph + F (k, t) (1.27) 
where the three terms account for the electron-electron interaction, the electron-phonon interaction and the laser excitation on the nanotip, respectively. The electron dispersion relation in the conduction band has been considered parabolic (E(k) = 2 k 2 /2m) and the Fermi energy for tungsten is E F = 9.2 eV. Before excitation by the femtosecond laser pulse, electrons and phonons follows the Fermi-Dirac (F-D) and the Bose-Einstein distribution, respectively. Excitation of the electron gas as well as electron-electron and electron-phonon interactions are taken into account at each step of the simulation. (light blue curve). We considered a laser pulse of λ = 515 nm and a FWHM pulse duration of 250 fs.

The electron-phonon thermalization time is 400 fs. The applied DC electric field is F loc = 1.19 V/nm.
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emitted at a certain time t per unit area and unit time with a total energy between E and E + dE is given by:

N (E, t) = E 0 N (E, W, t)D(W ) dW (1.28)
N (E, W, t) represents the number of electrons with a total energy between E and E+dE and an energy normal to the emitting surface between W and W + dW . D(W ) is the electron transmission probability through the potential barrier V (z) in Wentzel-Kramers-Brillouin (WKB) approximation. The expression of V (z) is given in equation (1.11). N (E, W, t) can be expressed in the framework of the free-electron theory of metals as:

N (E, W, t) = m e 2π 2 3 f (E, t).
(1.29)

The total current emitted at time t is finally calculated from:

J(t) = -e +∞ 0 N (E, t) dE. (1.30) 
In our experimental conditions we can notice that the electron emission is triggered by two processes. Indeed, electrons occupying states over the potential barrier are emitted by MPP while the others can tunnel through the upper part of the potential barrier by photo-assisted field emission.

Looking carefully at the electron spectral distribution, we can notice that the symmetry of the Zero Loss Peak (ZLP) in laser-driven mode appears different compared to the one of a conventional CFEG. This difference is visible in Figure 1.19, in which two simulated electron energy spectra are sketched. Figure 1. 19 (a) shows the ZLP of a CFEG TEM operating in DC mode. The typical asymmetry of the curve is due to both the electron occupation distribution (F-D statistics at T = 300 K -sketched in Figure 1.10) and the tunnelling probability given by the F-N theory [START_REF] Fowler | Electron emission in intense electric fields[END_REF]. Therefore, on the loss side of the electron energy spectrum, the distribution decreases due to the low occupation number, while on the gain side the decrease is related to the low transmission probability of the potential barrier. low values of the deposited energy the emission process is a second-order nonlinear process yielding temporal and energy widths essentially governed by the laser pulse duration and the nonlinearity order. For strong perturbations of the electron gas of the metallic emitter, the strongly out-of-equilibrium electronic distribution impacts the spectro-temporal properties of the emitted electron pulse. In this case, the effective non-linearity departs from 2 and depends on the excitation level. Furthermore, the temporal and spectral distributions of the emitted electrons broaden and depend on the laser intensity incident on the tungsten nanotip. After the emission, the electron pulse broadens during its propagation along the microscope column. This effect and its causes will be addressed in the next paragraph.

TIME-RESOLVED TEM

Electron pulse broadening: influence on UTEM spectrotemporal properties

Electron-electron interactions during the propagation of the electron pulse deteriorate the spectro-temporal properties of the UTEM. Therefore, the temporal resolution of such an instrument does not depend only on the electron emission mechanism but also on the propagation inside the TEM column. Gahlman et al. [START_REF] Gahlmann | Ultrashort electron pulses for diffraction, crystallography and microscopy: Theoretical and experimental resolutions[END_REF] theoretically described these two effects and studied separately their influence on the electron beam properties.

Influence of the initial energy spread on the electron pulse duration

Emitted electrons have a certain initial energy distribution, ∆E i , that determines a temporal broadening The laser pulse duration, ∆t hν , also contributes to the temporal broadening. Neglecting electron repulsion, we can write:

∆t KE ≈ d eV ∆p i = d eV m 0 2 ∆E i √ E i (1.
∆t = ∆t 2 hν + ∆t 2 KE . (1.32)
Influence of space-charge effects on the pulse duration and energy spread

We discuss now the effect of the Coulomb repulsion inside the electron pulse. Several studies have addressed space-charge effects in electron pulses [START_REF] Gahlmann | Ultrashort electron pulses for diffraction, crystallography and microscopy: Theoretical and experimental resolutions[END_REF][START_REF] Qian | Comment on "Ultrafast electron optics: Propagation dynamics of femtosecond electron packets[END_REF][START_REF] Passlack | Space charge effects in photoemission with a low repetition, high intensity femtosecond laser source[END_REF]. Following a mean-field approach, the electron pulse can be modelled as a homogeneously charged cylindrical slab of radius R and length L. The repulsion among electrons induces an increase both of L and R and a degradation of the UTEM temporal, spatial and spectral resolution. Evaluating the Coulomb force inside the electron packet, it can be shown that the electron pulse dimensions obey the following system of coupled differential equations [START_REF] Gahlmann | Ultrashort electron pulses for diffraction, crystallography and microscopy: Theoretical and experimental resolutions[END_REF]: 1 2

d 2 L dt 2 = N e 2 2m 0 0 πR 2 2 1 + L R + 1 + L R 2 (1.33) d 2 R dt 2 = N e 2 m 0 0 πR 2 (1.34)
where 0 is the vacuum permittivity, N is the number of electrons per pulse. The resolution of equation (1.33) allows to evaluate the temporal and energy broadening of the electron pulse:

∆t SC = L v 0 (1.35) ∆E SC = m v 0 dL dt (1.36)
v 0 is the electron velocity after the acceleration. The resolution of equation (1.34) gives, on the other hand, the possibility to evaluate the effect of the coulombic repulsion on Whereas the operation of UTEMs in the single electron regime has enable a dramatic improvement of their spatio-temporal properties, the poor brightness of photocathodebased electron guns still limit their application field, making them inadequate for demanding applications such as ultrafast electron holography. The solution appeared with laser driven emission from metallic nanotips [START_REF] Hommelhoff | Field Emission Tip as a Nanometer Source of Free Electron Femtosecond Pulses[END_REF][START_REF] Hommelhoff | Ultrafast Electron Pulses from a Tungsten Tip Triggered by Low-Power Femtosecond Laser Pulses[END_REF][START_REF] Ropers | Localized Multiphoton Emission of Femtosecond Electron Pulses from Metal Nanotips[END_REF], that laid the foundations for Field Emission Gun (FEG) UTEMs.

Conclusions

In this first chapter we first addressed the limits of TEM in investigating the dynamics of physical processes. In-situ TEM techniques allow to explore phenomena occurring in the millisecond time scale but experiments with temporal resolution in the nanosecond range or faster rely on the pump-probe approach. Originally developed in the field of ultrafast optical spectroscopy, pump-probe experiments have then been implemented in TEM. Thanks to the interaction between a ultrafast laser source and a metallic emitter, a pulsed electron beam can be used to probe the modifications induced on a specimen by external stimuli. Time-resolved TEM provides two approaches: the single-shot and the stroboscopic mode. The first is performed in Dynamic TEMs and is used to investigate irreversible phenomena: a single electron pulse contains a sufficient number of electrons to get an exploitable signal. The second is followed to study reversible phenomena by using a high number of excitation-observation cycles and is performed in Ultrafast TEMs. In order to minimized the effect of the Coulomb force among particles, the beam contains only few electrons. This is called single-electron regime.
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In fact, strong repulsions deeply affect the spatio-temporal properties of the instrument.

Further limitations concerns the electron emitter: the first ultrafast instruments were brightness-limited by the use of photocathodes-based electron guns. The first implementation of a laser-driven field emission source has been achieved at Caltech, in a Scanning Electron Microscope (SEM), equipped with a Schottky FEG [START_REF] Yang | Scanning ultrafast electron microscopy[END_REF][START_REF] Mohammed | 4D Scanning Ultrafast Electron Microscopy: Visualization of Materials Surface Dynamics[END_REF]. Some years later, at Göttingen University, a JEOL 2100-FEG TEM equipped with a 200 kV SFEG has been converted into a UTEM [START_REF] Feist | Ultrafast transmission electron microscopy using a laser-driven field emitter: Femtosecond resolution with a high coherence electron beam[END_REF]. In order to further push the UTEM and to widen its application field to electron holography [START_REF] Ehberger | Highly Coherent Electron Beam from a Laser-Triggered Tungsten Needle Tip[END_REF] and interferometry applications [START_REF] Talebi | Spectral Interferometry with Electron Microscopes[END_REF], the FemtoTEM project started in 2010 at CEMES-CNRS in Toulouse.

This project, within which this thesis work has been conducted, aims at developing an UTEM based on a CFEG architecture [140, ?]. Details on the development of such an instrument will be addressed in the next chapter.

Chapter 2

Instrumental development: design and characterization

In this chapter a detailed description of the CEMES-CNRS UTEM will be given. The design and the fabrication of the Ultrafast CFEG as well as the light injection system will be described. The CFEG UTEM characterization will also be presented: the emission current, the beam spot size and the current stability will be analysed. The microscope brightness will be evaluated. Finally, a demonstration of the microscope performance in several TEM techniques will be given.

Presentation of the modified Hitachi HF2000 -FemtoTEM

The microscope that has been modified to develop the CFEG UTEM (referred as Fem-toTEM in the following) at CEMES-CNRS is a Hitachi HF2000, a CFEG 200 kV-TEM manufactured by Hitachi High Technologies (HHT) in 1989 [START_REF] Inada | Chapter 4 -Hitachi's Development of Cold-Field Emission Scanning Transmission Electron Microscopes[END_REF]. The development of a UTEM by modifying such a conventional TEM presents some challenges. Figure 2.1(a)

shows a picture of the original HHT HF2000. There is no optical access to inject the laser beams neither inside the gun nor in the objective lens. To provide a path for the light inside the electron source, the original external housing (called gun housing) has been replaced with a modified one, as shown in Figure 2.1(c). The objective lens has also been modified. It is now equipped with an optomechanical system to inject and focus the laser on the specimen through a parabolic mirror. The same system can be used to collect the cathodoluminescence emitted by the sample. We will refer to the UTEM has also been equipped with a Gatan 4k x 4k Ultrascan camera and a modified parallel detection spectrometer Gatan PEELS 666 [START_REF] Krivanek | Parallel detection electron spectrometer using quadrupole lenses[END_REF][START_REF] Egerton | Characterization and use of the Gatan 666 parallel-recording electron energy-loss spectrometer[END_REF]. Indeed, the original Gatan CCD camera has been replaced by a PIXIS 256. The latter is coupled with a telescopic doublet lens located between the scintillator and the camera CCD sensor.

Architecture of the laser-driven CFEG

A detailed scheme of the modified CFEG is given in visualize the nanoemitter as well as the alignment procedure using a white light source.

It can also be used to inspect the flash cleaning operation.

To allow the laser to enter inside the SF 6 region, a first optical window has been created and mounted on the top of the gun housing. The gun itself has been modified [START_REF] Arbouet | Device and method for electron emission and device including such an electron emission system[END_REF]. The CFEG emitter is mounted on a customized metal/ceramic CF40 flange that includes a second optical window (6 mm of diameter) to inject the laser from the SF 6 to the UHV region. The laser is then reflected at 90°by a flat mirror and focused by a 2.1. PRESENTATION OF THE MODIFIED HITACHI HF2000 -FEMTOTEM 49 parabolic mirror (f = 8 mm) into a ∼ 3 µm spot radius (1/e 2 ) at the tip apex, as shown in Figure 2.2 (b). These two mirrors are nested inside a system, called mirror holder (MH). To minimize the influence of the latter on the distribution of the electric field in the vicinity of the tip, its geometry is cylindrically symmetric. The diameters of the flat and the parabolic mirror are, respectively, 8 and 6 mm. An optical pre-alignment of the mirror holder with respect to the tip apex is realized on a dedicated optical bench. The modified CF40 is placed on a support, then the laser beam is sent on the tip apex. To maintain the mirror holder in a stable position, a set of mirror polished screws is used. Particular attention has been paid to the materials. Both the mirror holder and the tip support have been produced using non magnetic steel 304L to avoid any difference in thermal expansion coefficients. Furthermore, all surfaces have been mirror polished to reach a surface roughness R a = 0.1 µm. After the pre-alignment, the tip-MH-CF40 system is mounted inside the extractor assembly. The gun is then evacuated to ∼ 10 -7 -10 -8 Pa. To ensure UHV operation conditions, the electron gun is finally baked at 350 °C for nine hours. Eventually, the alignment and focusing are refined with the two piezoelectric mirrors of the optical head and an external telescope. is set at a voltage V 1 relatively to the tip. V 1 can be varied between 2 and 7 kV. The distance between the tip and the anode is d = 5 mm, while the MH is at less than 1 mm from the extractor surface. The first anode of the accelerating tube is called focusing anode or gun lens. It is set at a potential V 2 relatively to the tip. The voltage between V 2 and the ground electrode is equally distributed between the different acceleration stages. The interstage voltage is therefore defined as:

V IS = V 0 + V 2 N (2.1)
where N represents the number of acceleration stages. (V IS = 26 kV for V 0 = -150 kV,

V 2 = 20 kV and N = 5). The ratio R = V 2 V 1 can be varied between 2 and 13 to change the position of the full gun crossover.

In the original HF2000, continuous electron emission is obtained for an extraction (b) (a) voltage V 1 ∼ 2 kV while, in our modified FemtoTEM, the onset for DC emission is at V 1 ∼ 5.2 kV for the same tip, due to the presence of the mirror holder. However, in ultrafast operation mode, the electron emission is triggered by the pulsed laser and the extraction voltage is kept smaller than 5.2 kV to avoid DC emission. In this case V 1 can be used as a free parameter to adjust the crossover position and the strength of the gun lens. an electron trajectory simulator [START_REF] David | Simion for the personal computer in reflection[END_REF][START_REF]SIMION® Ion and Electron Optics Simulator[END_REF]. These have been obtained for two different 2.1. PRESENTATION OF THE MODIFIED HITACHI HF2000 -FEMTOTEM 51 ratios R = 5 and R = 8 to create a virtual and a real crossover, respectively.

Electron trajectories

All the modifications on the original CFEG have been performed above the extraction anode, in order to preserve the original electron optics properties. To confirm this hypothesis, a model of the entire gun has been created using SIMION 8.1 [START_REF] David | Simion for the personal computer in reflection[END_REF][START_REF]SIMION® Ion and Electron Optics Simulator[END_REF],

a Finite Difference Method (FDM) software. The electric field distribution and the electron trajectories inside the original HF2000 and in the FemtoTEM electron gun have been computed and compared. Each electrode of the electron gun, except the electron emitter and the MH, have been obtained from a three dimensional CAD model, then imported into SIMION and finally converted into a potential array (PA), i.e. a rectangular grid of points in space, each having a specific voltage. Each element of the grid is called a grid unit (gu). All the elements are finally combined in the so-called workbench, defined in (x, y, z) components.

The gun model

The potentials have been calculated using cylindrical coordinates (r,z) where r is the radial coordinate and z the coordinate along the optical axis. The origin is set at the tip axis. The entire gun is sketched in The extraction voltage applied to the anode is V 1 = 4 kV relatively to the tip while a

CHAPTER 2. INSTRUMENTAL DEVELOPMENT potential difference V 2 = 20
kV is applied between the electron source and the gun lens.

The electrodes below the latter are kept at a potential such that V IS = 26 kV, following eq. (2.1). The electron initial positions have been set 10 nm away from the tip surface (as displayed in Figure 2.4(d)). The particles are distributed on a circle [START_REF] Kubo | Optimising electron microscopy experiment through electron optics simulation[END_REF]. specimen with the help of a CCD, used to monitor the procedure. A half-wave plate has been installed before the optical window to control the laser beam polarization.

For cathodoluminescence experiments, a spectrometer Andor SR303i coupled with a photodetector (Andor Newton EMCCD) are available on the set up (Figure 2.7 (b)). 

Ultrafast optics set-up

Our laser system is a compact ultrafast fiber laser (Satsuma, Amplitude Systèmes), delivering ultrashort (350 fs), high energy (up to 20 µJ) pulses at 1030 nm with a tunable repetition rate from single shot to 2 MHz. In the next section we first characterize the modified electron gun as well as the microscope properties. Finally, a demonstration of several TEM operation modes are given.

Properties of the CFEG UTEM

The characterization of the pulsed electron source is the first step. Thanks to the results presented in the following, it is possible to understand the emission mechanism, evaluate the emission region of the nanotip and measure the electron pulse duration. When the laser is properly focused on the tip apex, the emitted current is maximum when the laser electric field is oriented parallel to the tip axis [START_REF] Hommelhoff | Field Emission Tip as a Nanometer Source of Free Electron Femtosecond Pulses[END_REF]. On the contrary, when the electrons are emitted from the tip shank, the maximum current is obtained for an incident polarization perpendicular to the tip axis. the fact that the effective nonlinearity is larger than 2 suggests that the electron gas is strongly perturbed in our experimental conditions. In this case, the temporal and spectral widths depend on the laser intensity incident on the nanotip. This motivates the investigations described in the next chapter aiming at characterizing in-situ the spectro-temporal properties of the electron pulse. Finally, two-pulse autocorrelation measurements of the probe current are reported in Figure 2.9 (d). The laser beam has been split into two paths, then recombined and sent onto the CFEG emitter. One of the two paths involves a delay line used to change the delay between two laser pulses. The probe current is recorded as a function of the delay. The FWHM of the autocorrelation signal is 360 fs. The 515 nm laser pulses used in our experiments have a time FWHM of 250 fs. The intensity autocorrelation measurement of these laser pulses has a FWHM of 400 fs. The fact that the FWHM of our correlation measurements on the probe current is smaller than 400 fs is due to the increased nonlinearity order of the emission in our experimental conditions. These results also suggest that cumulative heating effect can be neglected. This conclusion is also supported by an estimation of the temperature increase inside the nanotip apex which is of the order of 10 K. effect, both the probe current and the laser intensity have been acquired, as shown in Figure 2.10 (b). The probe current noise is detected even blanking the laser beam directed to the electron emitter, i.e. when the current is zero. In order to evaluate the influence of the SHG intensity fluctuations on the overall probe current noise, we can consider from equation (1.25) that the number of electrons, N e , emitted through a n-photon photoemission process is proportional to the n th power of the number of incident photons, N ph :

The ultrafast electron source

CHAPTER 2. INSTRUMENTAL DEVELOPMENT -2 -1 0 1 2 -2 -1 0 1 2 Y [µm] X [µm]

Probe current stability

N e = α n N n ph (2.2)
where α n takes into account several factors, such as the absorbing material and the emission probability [START_REF] Anisimov | Nonlinear photoelectric emission from metals induced by a laser radiation[END_REF]. We can evaluate the fluctuation in the number of photoelec- N ph = 2% variation in the SHG intensity of our set-up and a twophoton photoemission process (n = 2), the consequent oscillation of the electron number is 4%. This shows that SHG intensity fluctuations are not the only cause of current instabilities, but play a major role together with contamination, particles diffusion and detection noise. The optimization of the electron optics properties allowed to push FemtoTEM to optimal performances depending on the chosen technique. The electron spot size, current and brightness have been studied as a function of the extraction voltage, the ratio

trons

FemtoTEM optimization

R = V 2
V 1 and the number of electrons per pulse. and its effect is stronger when the crossover position is farther from the first condenser lens. This is visible in both Figure 2.12 and Figure 2.13, which report that the spot radius increases up to 6.5 nm for R = 5.9. Ratios between 6 and 6.8, cannot be used
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practically due to the strong influence of the gun aberrations: when the source switches between virtual and real crossover, the electron beam appears as shown in Figure 2.13, inside the red rectangles. For R ≥ 6.9 the microscope is in real crossover condition.

In this case, a stronger V 2 brings the gun crossover away from the first condenser lens, reducing the spot size to ∅ ∼ 1.6 nm for R=8. 

Measurement of brightness and angular current density

To conclude the characterization of the UTEM electron source, the brightness has been experimentally evaluated. However, in the case of a UTEM, the electron beam is pulsed at the same frequency as the laser. Therefore, instead of using equation (1.18), we have to introduce the time-averaged brightness, B AV G :

B AV G = f N e (πrα 1 ) 2 = f I E (πr 0 α 1 2 ) 2 = f B.
(2.4) f being the laser repetition rate, N the number of electrons per pulse and e the elementary charge. 2r 0 = d 0 and α 1 2 are the source size and the divergence semi-angle, respectively. We have determined the time-averaged brightness in both virtual and real cross-over conditions (trajectories in Figure 2.3 (b)). The microscope has been set in ANALYSIS mode (equivalent to NANOPROBE or CBD mode in FEI and Jeol microscopes, respectively) to maximize the demagnification of the illumination system and a 30 µm STEM aperture has been used to limit the effect of the condenser lenses spherical aberration. For this experiment we set V 1 = 4 kV. Figure 2.15 shows the required information to calculate the microscope brightness, obtained in virtual crossover mode (R = 5). the-art TEM. Nevertheless, even if the experiment has been performed at f = 1 MHz instead of f = 250 kHz (as reported in [START_REF] Feist | Ultrafast transmission electron microscopy using a laser-driven field emitter: Femtosecond resolution with a high coherence electron beam[END_REF]), the measured brightness is the highest ever measured in an ultrafast TEM.

The brightness has also been evaluated in real crossover condition (

V 1 = 4 kV, R = 8).
With a spot size radius r 0 = 4 nm, α 1 /2 ∼ 6 mrad and a current measured by

F 2 of ∼ 122 fA the brightness is B = 2.2 • 10 7 A • m -2 • Sr -1
. By considering that each ∼ 350 fs-electron pulse is emitted every 1 µs, the brightness obtained for a hypothetical continuous emission with the same instantaneous number of electrons is of the order of 10 13 A • m -2 • Sr -1 , comparable to conventional DC CFEG TEMs. This confirms that despite the modifications of the electron gun the electron optics properties of the microscope are maintained. However, the main drawback of the ultrafast operation mode is the considerable decrease of the total beam current, as we will see in the next studies.

We will now evaluate the angular density, which is an important figure of merit. Once the brightness and the angular current density are known, it is possible to calculate the virtual source size dimension. The latter lies in the 5 -10 nm range and is comparable to the one measured in a standard CFEG [START_REF] Swanson | Chapter 2 A Review of the Cold-Field Electron Cathode[END_REF]. This result is in line with the results of Ehberger et al. [START_REF] Ehberger | Highly Coherent Electron Beam from a Laser-Triggered Tungsten Needle Tip[END_REF] who demonstrated that the virtual source size of a nanoemitter in DC and laser driven emission are similar. The discrepancy between the source size reported in their study and the one we calculated [?] is probably due to a difference in the apex dimension of the W nanotip used in the two experiments (r ∼ 10 nm).

In the following the potential of FemtoTEM for conventional TEM experiments will be presented. Imaging, diffraction in parallel (Selected Area Electron Diffraction, SAED) and convergent beam (CBED) as well as Electron Energy Loss Spectroscopy (EELS) have been performed using the femtosecond electron beam at 150 keV. The tungsten tip endurance has been studied on a nanoemitter (apex size ∼ 100 nm) irradiated with 800 nm femtosecond laser pulses at 1 kHz repetition rate [START_REF] Hilbert | Exploring temporal and rate limits of laser-induced electron emission[END_REF]. They reported that the laser power to yield 10 epp is close to the damage threshold. However, several experiments have been performed in FemtoTEM using up to ∼ 40 epp (i.e. I E = 6.4 pA at 1 MHz) and no modifications in the source performance have been noticed. This discrepancy could be attributed to the difference in the dimension of the apexes and in the optical parameters (laser wavelength, repetition rate, pulse duration).

Demonstration of operation as a TEM

The shorter optical wavelenght used in our experiments indeed yields a higher emission efficiency. Further experiments are necessary to better clarify this aspect. of the extraction voltage and the number of electrons per pulse on the energy resolution. Figure 2.17 shows the ZLP intensity as a function of the extraction voltage V 1 . The laser average power is set to 8 mW at 2 MHz. The ratio R = V 2 V 1 = 5. Each pulse contains 6 electrons. For V 1 = 4 kV the ZLP has a FWHM of 1.32 eV while for 

V 1 =

Conclusion

In this chapter FemtoTEM has been presented. First, we showed the modifications on the original Hitachi HF2000 CFEG and objective lens, then we described the ultrafast 

Electron Energy Gain Spectroscopy

Electron Energy Gain Spectroscopy (EEGS) is a UTEM technique that characterizes the optical or vibrational excitations of nanostructured systems from the detection of electrons which have gained energy during their interaction with the sample. Howie first proposed the possibility to observe the electron energy gains induced on a specimen simultaneously illuminated by an electron and a laser beam, both in a STEM image or in electron loss spectra. In the latter, a very weak gain peak was expected [START_REF] Howie | Electrons and photons: Exploiting the connection[END_REF].

The optical characterization of nanosystems in electron microscopes has been intially performed using Electron Energy Loss Spectroscopy [START_REF] Stéphan | Dielectric response of isolated carbon nanotubes investigated by spatially resolved electron energy-loss spectroscopy: From multiwalled to single-walled nanotubes[END_REF]. However, the exploration of the low-energy region of the spectrum to extract signatures of the optical excitations is made difficult by the tail of the ZLP. Garcia de Abajo and Kociak [START_REF] García De Abajo | Electron energy-gain spectroscopy[END_REF] proposed Electron Energy Gain Spectroscopy (EEGS) as an alternative to overcome this limitation by exploiting the interaction of fast electrons with the evanescent electric field in the vicinity of a nanostructure. The first experimental observation of an EEG spectrum has been achieved by Barwick et al. [START_REF] Barwick | Photon-induced nearfield electron microscopy[END_REF]. By filtering the electrons that have gained energy, they succeeded in imaging the optical near-field around a multiwalled carbon nanotube and silver nanowires with a spatial resolution around 5 nm and a temporal resolution of 100 fs.

Electron-photon interaction

The coupling between electrons and photons in free space is forbidden due to the energymomentum mismatch. As sketched in Figure 3 same time (or vice-versa) as can be noticed from the red dotted line. In order to couple electrons and photons, both the energy and momentum must be conserved and hence the two slopes must be the same. In free space, this is the case for instance when electrons are travelling faster than light in the medium. This is the case of the (inverse)

Cherenkov effect [START_REF] Kimura | Laser Acceleration of Relativistic Electrons Using the Inverse Cherenkov Effect[END_REF].

Electrons and photons can couple in free space by mean of a third system or a particle as in the Kapitza-Dirac effect [START_REF] Kapitza | The reflection of electrons from standing light waves[END_REF]. An electron is sent onto a stationary light wave, which acts as an optical grating. The latter transfers a momentum to the electron that is elastically scattered at an angle equal to the angle of incidence, like in Bragg's law [START_REF] Kapitza | The reflection of electrons from standing light waves[END_REF]. Although theoretically predicted in 1933, the lack of powerful enough light source precluded the experimental demonstration of this effect until the end of the last century [START_REF] Daniel | Observation of the Kapitza-Dirac effect[END_REF][START_REF] Bucksbaum | High-Intensity Kapitza-Dirac Effect[END_REF]. The inverse Smith-Purcell effect is another example of electron-photon coupling via a third body. In this case, a metallic grating is used to meet the energy and momentum conservation requirements [START_REF] Mizuno | Experimental evidence of the inverse Smith-Purcell effect[END_REF].

λ S H G = 5 
Electron-photon coupling can also result from the confinement of either the electron or the electromagnetic field. For instance, an electromagnetic wave incident on a nanostructure creates an evanescent electric field that can provide the necessary extra momentum to couple electrons and photons (Figure 3.2). In particular, the field component parallel to the electron motion yields efficient interactions between electrons and light.

In the next paragraph, more details on the coupling via a scattered electric field will be given as well as the theoretical formalism of the process. Its main conclusions are in agreement with the prior work by Garcia de Abajo and Kociak [START_REF] García De Abajo | Electron energy-gain spectroscopy[END_REF]. All numerical simulations presented in the following are based on this approach. In particular, we use it to evaluate the effect of the experimental parameters (i.e. incident laser electric field, electron probe size, electron and laser pulse duration) on the EEG spectrum [START_REF] Park | Photon-induced near-field electron microscopy (PINEM): Theoretical and experimental[END_REF]. The description of the interaction between an ultrashort electron pulse and a femtosecond laser pulse is based on the resolution of the timedependent Schrödinger equation.

We assume that an electromagnetic field polarized in the x-direction with angular frequency ω is incident on a nanostructure. This incident electric field polarizes the nanostructure. This polarization is the source of a secondary electric field that acts back on the electrons. The electron wavefunction at a certain time t is defined as follows:

ψ(z, t) = g(z -v e t, t)exp[i(k e z -ω e t)] (3.1) 
where ω e is the electron wave angular frequency and k e the wavenumber. g(z -v e t, t) is called the moving envelope function. It describes the electron pulse profile at time t. The electron interaction with the evanescent electric field created around the nanostructure is described by the following Hamiltonian [START_REF] Landau | CHAPTER 3 -CHARGES IN ELECTRO-MAGNETIC FIELDS[END_REF]:

H = 1 2m e (p e -q e A) 2 + q e V (3.2)
in which m e , q e = -e and p e are the electron mass, charge and momentum. A and V are the vector and scalar potential, respectively. Choosing the Coulomb gauge (∇

• A = 0)
and in absence of charge density (V = 0), the Hamiltonian in equation ( 

F z ( ω p v e ) ≡ +∞ -∞ E z (z , 0) exp -i ω p v e z dz (3.5) 
where we set z = z + v e t. The component of the electric field along the electron trajectory governs the electron-photon coupling. F z depends on different parameters reported in Figure 3.3, such as the impact parameter b and the angle φ with respect to the light polarization. Replacing equation (3.4) in (3.1), we obtain the electron wavefunction after the interaction:

Ψ(z, t → ∞) = g(z , -∞) +∞ n=-∞ ξ n (z ) exp[i(k e + n ω p v e )z -i(ω e + nω p )t]. (3.6)
The latter is a superposition of wavelets with energy and momentum respectively given by E = (ω e + nω p ) and p = (k e + n ωp ve ). Their amplitude coefficients are given by Finally, the occupation probability of this n th state can be obtained by integrating over the entire electron pulse envelope: approximated as (J n ≈ (1/n!)(eF z /2 ω) 2 ). The probability is then directly related to the intensity of the incident radiation:

ξ n (z ) ≡ Fz | Fz | n J n - e ω p | Fz |exp - (z + v e τ ) 2
P (n) = | < n|Ψ > | 2 = +∞ -∞ dz |Ψ n (z , +∞)| 2 = = +∞ -∞ dz g(z , -∞)J n - e ω p | Fz |exp - (z + v e τ ) 2
P (n) ∝ I n ∝ exp - n(z + v e τ ) 2 2v 2 e σ 2 p . (3.9) 
In the particular case n = 1, equation (3.9) is reduced to [START_REF] Park | Chirped imaging pulses in four-dimensional electron microscopy: Femtosecond pulsed hole burning[END_REF]:

P (n = 1) = J 1 - e ω p | Fz | 2 ≈ 1 2 e ω p | Fz | 2 .
(3.10)

In the case of high power optical excitation (e Fz / ω n 2 ), higher order interactions develop between the optical field and free electrons yielding a more complex dynamics characterized by multiple photon sidebands. By manipulating equation (3.4) it is
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possible to obtain an analytical expression of the probability P (n):

P (n) = ∞ j=0 ∞ k=0 C n j C n * k (1 + S njk R 2 σ ) -1/2 exp - S njk R 2 τ 2(1 + S njk R 2 σ ) (3.11)
where

C n j = 1 (|n| + j)!(j)! e Fz 2 ω p n+j - e F * z
2 ω p j (3.12)

S njk = n + j + k (3.13) R σ = σ e σ p (3.14) R τ = τ σ p (3.15)
Figure 3.4 shows a typical EEGS spectrum (orange curve) and a Zero Loss Peak (ZLP) (blue curve) computed in the vicinity of an infinite tungsten cylinder. The electric field has been computed with the Mie theory. From the comparison between the two, we can notice that in EEGS the ZLP is depleted and sidebands appear. The latter are populated by electrons that absorbed or emitted photons during the interaction with the evanescent electric field. The energy spacing between the peaks is equal to the incident photon energy ω (2.4 eV in our case).

EEGS is a powerful technique allowing to obtain informations on the local electric field in proximity of a nano-sized system illuminated by a laser pulse. However, other parameters such as the electron pulse duration and the electron spot size modify the spectrum.

Influence of experimental parameters on EEGS

The following simulations have been performed by exploiting equations (3.11) to (3.15).

A tungsten nanocylinder (a = 200 nm) has been considered. The electron energy spread has been set to 1.1 eV. The laser pulse duration is 280 fs. We investigated the influence of the laser electric field strength, the electron pulse duration and the electron spot size.

The incident laser intensity determines the magnitude of the evanescent field created around the nanostructure that couples with free propagating electrons. is a ZLP (blue curve). With moderate laser intensity (I L = 8.3 • 10 6 W/cm 2 , E 0 = 0.025 V/nm), the scattered electric field has a non-zero component along the electron motion direction and the coupling becomes possible. By increasing the incident laser intensity, the scattered photon population increases and multiple photon absorption (or emission) is more probable as confirmed by equations (3.11). In this case, higher energy sidebands are occupied. 
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modifications of the spectra are related to the fraction of electrons that interacts with the 280 fs laser pulse. This fraction becomes smaller and smaller as σ e increases. Figure 3.7 (b) shows how critical is the spot size. 5 different spot sizes (1 nm, 20 nm, 50 nm, 250 nm, 3000 nm) have been taken into account. These dimensions refer to the FWHM of a gaussian spatial intensity profile. In order to investigate the influence of the spot size keeping the same laser electric field intensity, we supposed that the electron gaussian spatial profile has its average value at 5 nm from the cylinder surface, as sketched in Figure 3.7 (a). Using a small electron probe size (1 nm), it is possible to obtain a fingerprint of the electric field at a certain position. This allows to map the evanescent field around the nanostructure. The increase of the electron spot size causes a loss of information. Since the electric field spatial extension is limited by the nanostructure geometry, a large electron spot collects several contributions from regions where the electric field is zero. This explains the very low EEGS signal for a 3 µm electron spot.

Temporal characterization of ultrashort electron pulses

In addition to the detection of the electric field and the investigation of the optical excitations in nanostructures, EEGS allows the temporal characterization of an electron packet [START_REF] Barwick | Photon-induced nearfield electron microscopy[END_REF][START_REF] Park | Chirped imaging pulses in four-dimensional electron microscopy: Femtosecond pulsed hole burning[END_REF][START_REF] Feist | Ultrafast transmission electron microscopy using a laser-driven field emitter: Femtosecond resolution with a high coherence electron beam[END_REF]. After emission, an electron pulse develops a chirp, i.e. an energytime correlation, because electrons with higher energies lead, while those with lower energies lag. This effect is enhanced in pulses containing a high number of electrons due to the coulombic repulsion among particles.

To control the electron chirp allows to change and improve the spatio-temporal and 90 CHAPTER 3. ELECTRON PULSE CHARACTERIZATION spectral resolution of the instrument [START_REF] Park | Chirped imaging pulses in four-dimensional electron microscopy: Femtosecond pulsed hole burning[END_REF]. During the propagation, an electron pulse expands both in longitudinal and transverse directions. While the latter can be partially compensated by the focusing effect of electromagnetic lenses, longitudinal broadening is harder to control and several solutions have been proposed. For instance, the use of a so called reflectron, i.e. an electrostatic mirror, or radiofrequency (RF) electric fields [START_REF] Veisz | Hybrid dc-ac electron gun for fs-electron pulse generation[END_REF] can be used to reverse the chirp and hence reduce the electron pulse duration [START_REF] Kassier | Achromatic reflectron compressor design for bright pulses in femtosecond electron diffraction[END_REF].

The latter, in fact, alternatively produces a deceleration of leading electrons inside the pulse and an acceleration of the trailing ones but the design and realization of such cavities, as well as the synchronization between the electron pulses and the RF electric field are quite challenging.

EEGS allows to determine the electron pulse chirp as the stroboscopic pump-probe approach allows to temporally select electrons and obtain informations on their energy distribution. Reconstructing a map of electron spectra at different time delays, it is possible to visualize the chirp as the slope of the time-energy maps. The theoretical description of EEGS previously presented does not take into account the chirp of the electron pulse. To this purpose, we have to consider the temporal overlap between the pump optical pulse and the electron probe, as described in ref. [START_REF] Park | Chirped imaging pulses in four-dimensional electron microscopy: Femtosecond pulsed hole burning[END_REF]. We define t and tp as the time when the electron and the laser pulse arrive on the sample, respectively. At positive time delay, τ ≡ ttp > 0, the laser pulse arrives first. Faster electrons with average energy E interact with the optical pulse and part of this population will occupy sidebands with a certain probability (described by equations (3.8) and (3.11)).

Reducing the delay, the temporal overlap between the laser and electron pulses increases and the average energy of interacting electrons is E < E . For negative time delays the electron pulse arrives on the specimen plane before the laser pulse and only slower electrons (E < E) interact with the scattered photons. This is schematically described 
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Characterization of chirped electron pulses

In order to temporally characterize the electron pulse and evaluate its chirp, a TEM 
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Gain spectra simulations and evaluation of the electron pulse duration

EEG spectra have been simulated for N epp = 0.59, 2.34, 3.28 and 4 taking also into account the electron chirp values. The tungsten nanotip used in the experiment has been approximated by a nanocylinder with a radius a = 200 nm. We assumed that a laser pulse of 280 fs in FWHM passes 15 nm away from the cylinder surface. The incident laser electric field is E 0 = 0.075 V/nm, corresponding to an intensity of approximately 7.5 • 10 8 W/cm 2 . The electric field in the vicinity of the cylinder is computed from Mie theory. Figure 4.28 reports on the comparison between the experimental and simulated EEGS maps in the case N epp = 0.59. In order to evaluate on the simulation accuracy, 
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By recurring to the simulations and using the elements in Figure 3.13 as a feedback, we evaluate the electron pulse duration (Figure 3.14). We can see that for the case N epp = 0.59 the duration in FWHM is 400 fs with a precision of 6%. Slightly increasing the number of electrons per pulse, we determined an increase of approximately 31% of the duration in the case of 4 electrons per pulse.

Conclusions

In this chapter the first pump-probe experiment performed in FemtoTEM has been reported. At the beginning, the theoretical approach of Park et al. [START_REF] Park | Photon-induced near-field electron microscopy (PINEM): Theoretical and experimental[END_REF] has been presented. Following the theory, EEG spectra have been simulated to show the effect of the experimental parameters (electric field, electron pulse duration, electron spot size). Finally the experimental results have been presented. EEGS maps recorded with different numbers of electrons per pulse have been shown and the electron chirp evaluated. Through the simulated maps it has been possible to calculate the electron pulse duration. The importance of EEGS lies beyond the mere characterization of the electron pulse duration. Thanks to the possibility to its direct link with the electric field, the detection of energy gains allow to map the optical near field of nano-objects [START_REF] Barwick | Photon-induced nearfield electron microscopy[END_REF]. Besides, thanks to the possibility to temporally select the electrons it is possible to obtain short and high coherent electron pulses [START_REF] Park | Chirped imaging pulses in four-dimensional electron microscopy: Femtosecond pulsed hole burning[END_REF]. This is the principle of the so-called photon gating technique [START_REF] Sang | Enhancing image contrast and slicing electron pulses in 4D near field electron microscopy[END_REF][START_REF] Hassan | Photon gating in four-dimensional ultrafast electron microscopy[END_REF].

Chapter 4

Towards Ultrafast Electron

Holography using FemtoTEM

In this last chapter, perspectives towards Ultrafast Electron Holography (UEH) using off-axis configuration will be discussed. In the beginning, practical aspects of experimental off-axis electron holography (i.e. electron sources coherence, noise, instabilities, illumination) performed with a continuous electron beam will be given. Subsequently, obstacles in performing electron holography using ultrashort electron pulses will be presented and possible solutions will be discussed. Finally, we will show the results of the first experiments performed using the FemtoTEM microscope.

Practical requirements and detection limits in conventional off-axis electron holography

In paragraph 1. The number of counts is reduced of a factor 10 3 .

key technical requirements to acquire electron holograms with optimum contrast.

In order to produce an interference pattern, a high coherence electron source is necessary. As already discussed in Chapter 1, FEGs, with their high brightness, are the optimum sources. Indeed, thanks to their small source size, they can emit a high spatial coherence electron beam, as described by the van Cittert-Zernike theorem (equation (1.20)). This allows to generate a coherent electron beam over a large area, extended over hundreds of ångström [START_REF] Joy | Practical aspects of electron holography[END_REF]. This high quality beam can then be used to illuminate both the specimen and a vacuum area, known as the image and the reference beam respectively. The hologram, generated by the coherent superposition of the two beams, is then obtained thanks to an electron biprism (EB). [START_REF] Lehmann | Tutorial on off-axis electron holography[END_REF]. However, they can be also varied independently by using a double-biprism configuration [START_REF] Harada | Double-biprism electron interferometry[END_REF]. As reported in Chapter 1, the figure of merit of a hologram is the fringe contrast:

C = I max -I min I max + I min (4.1)
where I max and I min correspond to maximum and the minimum of fringe intensities, respectively. Useful values of contrast, i.e. allowing to extract a phase with enough signal over noise ratio and good spatial resolution, are commonly accepted to be higher than 15% [START_REF] Houdellier | Contribution Au Développement Du CBED et de l'holographie HREM Pour l'analyse Des Déformations de Couches Épitaxiées[END_REF]. Electron holograms are recorded using pixelated cameras and their Modulation Transfer Function (MTF), as well as their Detective Quantum Efficiency (DQE) will also need to be taken into account in the contrast measurement. In addition, the number of electrons per pixel N epx and the exposure time are fundamental to optimize the hologram contrast. The evaluation of N epx is possible by considering the number of counts per pixel from a hologram micrograph. This number is then converted in current after a proper calibration of the detector performed by measuring the current using a Faraday's cup.

Hologram figures of merit

Electron holography is used to quantitatively map the image beam phase modified by the interaction with the specimen. In order to optimise the phase resolution, we first need to describe the dependence of the reconstructed phase standard deviation upon the key parameters reported in the previous paragraph. The electron beam noise can be CHAPTER 4. ULTRAFAST ELECTRON HOLOGRAPHY described by a Poisson distribution, known as shot noise [START_REF] Harscher | Experimental study of amplitude and phase detection limits in electron holography[END_REF]. Using such a description, de Ruijter and Weiss reported that the standard deviation of a reconstructed phase can be written [START_REF] De Ruijter | Detection limits in quantitative off-axis electron holography[END_REF]:

σ φ = 2c C 2 N epx (4.2)
in which the constant c = 1 when part of the incoming electron beam propagates in vacuum. This assumption reflects our experimental conditions. C is the contrast of the hologram and N epx the number of electrons per pixel. Furthermore, the latter is strongly influenced by the quantum efficiency, defined by DQE = SN R out (g)/SN R in (g), where

SN R out (g) and SN R in (g) are signal-to-noise ratios at input and output of the detection system at a spatial frequency g. Hence, for a given g, equation (4.2) can be rewritten as [START_REF] De Ruijter | Detection limits in quantitative off-axis electron holography[END_REF][START_REF] Harscher | Experimental study of amplitude and phase detection limits in electron holography[END_REF]:

σ φ = 2 DQE • C 2 • N epx . (4.3) 
Using equation ( 4.3), it appears that the reconstructed phase standard deviation can be optimised by increasing the number of electrons per pixel if the hologram contrast remains unaffected. This will correspond to an improvement of the coherent current as defined in (1.23). An easy way to increase the number of electrons per pixel will be to increase the exposure time but, in this way, the hologram contrast will be more affected by all the experimental set-up instabilities. Another useful figure of merit of the hologram quality encountered in literature is the phase detection limit, i.e. the smallest detectable phase difference, which for a given spatial frequency g is defined as [START_REF] Lehmann | Influence of the elliptical illumination on acquisition and correction of coherent aberrations in high-resolution electron holography[END_REF]:

δφ = SN R 2 DQE • C 2 • N epx (4.4)
where the desired signal-to-noise ratio SN R is a given parameter. To properly determine the result of an experiment without ambiguity, it is generally admitted that a 4.1. HOLOGRAPHY: REQUIREMENTS AND LIMITS 103 SNR between 3 and 10 is necessary [START_REF] Arbouet | Chapter One -Ultrafast Transmission Electron Microscopy: Historical Development, Instrumentation, and Applications[END_REF]. Since the fringe contrast contributes to δφ with an exponent 2 inside the square root, it has a key role in the phase detection limit compared to the other parameters.

Lehmann et al. proposed to introduce the effect of external perturbations through their influence on the hologram contrast. Indeed, in addition to the experimental set-up instabilities already introduced, the hologram contrast will be also affected by the partial coherence of the electron source, by inelastic interactions of the electron beam inside the specimen and by the Modulation Transfer Function (MTF) of the detector for a given interfringe distance s. A useful expression of the contrast used to take into account all these contributions is:

C = C coh C inel C inst M T F (4.5)
where C inst , C inel and C coh correspond the influence of instabilities, inelastic scattering and partial coherence, respectively.

Optimization

Among the factors on which the contrast (and hence the phase detection limit) depends, the partial coherence is one that needs to be treated with special care during an electron holography experiment. The coherence length of an electron beam on a given optical plane depends on the original degree of spatial coherence of the source, i.e. the brightness and also on the illumination conditions. Indeed, using a small condenser aperture it is possible to increase the spatial coherence length due to the decrease of the source size at the cost of a loss of the total current (equation (1.23)). Then, longer acquisitions will be necessary and the influence of instabilities will become severe.

Considering the electron biprism symmetry, the coherence length needs to be optimised only in the beam overlap direction, i.e. perpendicularly to the biprism axis. As a con- sequence, it is well known that an elliptical beam can be used to optimise the coherence length in the desired direction, minimising the exposure time. Practically, using the condenser lens stigmators, it is possible to produce two different focii for the x and ŷ direction of the beam. Spreading the electron beam as in Figure 4.2, an almost parallel beam along the ellipse major axis and a convergent beam on ŷ are achieved. Then, the coherence length will be maximised along the x direction. An optimum ratio between the minor and the major axis is around 0.1 [START_REF] Völkl | Introduction to Electron Holography[END_REF].

The illumination condition is not the only parameter we can adjust to optimise the hologram contrast. In fact, the influence of the detector MTF depends on the detector type and its usual settings, such as binning and also on the number of pixels per hologram fringes, related to the magnification of the hologram plane onto the camera.

Regarding instrumental instabilities, various approaches have been proposed to overcome their tremendous effects. Chang et al., for instance, proposed a model that can be used to determine the optimum exposure time for given hologram characteristics (fringe spacing, interference width and pixel size) to minimize the instability contribution on the hologram contrast [START_REF] Shery | Optimising electron holography in the presence of partial coherence and instrument instabilities[END_REF]. Other approaches are based on the acquisition of image stacks, in which each hologram is acquired with a short exposure time. Then,
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a post-processing numerical realignment of the fringes allows to reconstruct a high signal-to-noise ratio interference pattern [START_REF] Boureau | Offaxis electron holography combining summation of hologram series with doubleexposure phase-shifting: Theory and application[END_REF]. However, image stacks can be highly demanding in terms of memory space and, for this reason, an innovative solution has been proposed. It is based on an advanced real-time drift measurement and correction of the hologram fringes movement using beam (or gun) tilt deflectors [START_REF] Gatel | Unlimited acquisition time in electron holography by automated feedback control of transmission electron microscope[END_REF]. The use of such an advanced feedback loop between the acquisition and the microscope electronics allows to suppress the instability contributions and acquire electron holograms with an almost unlimited exposure time.

Electron holography using ultrashort electron pulses 4.2.1 Low-dose-like conditions

As already stated in paragraph 2.2.5, there is a difference of approximately six orders of magnitude in the emission current between DC and laser-driven mode, under the same electron optical conditions. Typical values lie in the microampere and picoampere range, respectively. In the latter the current is reduced due to the effect of the laser repetition rate, f (Figure 4.3). The small probe current in laser-driven mode influences the phase detection limit. The number of electrons per pixel in equation (4.4) can be determined by the relation:

N epx = N ppx • f • t exp (4.6)
where f is the laser repetition rate, t exp the exposure time and N ppx = Nepp Npx the number of electrons per pulse per pixel. N epp indicates the number of electrons per pulse and equation (4.4), we obtain the phase detection limit for a given spatial frequency g:

δφ = SN R C coh C inst M T F 2 • N px DQE N epp f t exp (4.7)
where the contrast C has been expressed as in equation (4.5), assuming the contribution of inelastic scatterings to be negligible. The number of electrons emitted per laser pulse is:

N epp = I P ef (4.

8)

I P being the probe current and e the elementary charge. By replacing equations (4.8)

and (1.25) in (4.7), we explicit the relation between δφ and the average laser power,

W LAS : δφ ∝ SN R C coh C inst M T F 2e • N px DQE W n LAS t exp (4.9)
where n is the number of photons involved in the emission process. In this case, we are assuming a simple n-photon photoemission process as described in paragraph 1.3.2.

As in DC mode, the spatial coherence, C coh , is maximised with the highest brightness source and using an appropriate elliptical illumination while the MTF depends on the detector and the parameters set during the experiment (i.e. camera binning, hologram
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magnification, spatial frequency, biprism voltage). In equations (4.7) and (4.9) there are new parameters related to the optical excitation. By changing the laser power, it is possible to adjust the number of electrons per pulse, N epp . However, the latter is limited for two reasons: the cathode damage threshold and the probe current properties. The first reason is due to the FEG cathode material and its small apex, the second is shared between all the UTEMs. Indeed, we want to avoid a too large number of electrons per pulse in order not to deteriorate the microscope resolution (spatial, temporal, spectral).

The laser repetition rate f in equation (4.7) cannot be freely changed to improve the phase detection limit because it is limited by the dynamics of the specimen to be investigated. Indeed, in stroboscopic mode, the system has to relax before another pulse arrives to trigger again the dynamics of the specimen [START_REF] Arbouet | Chapter One -Ultrafast Transmission Electron Microscopy: Historical Development, Instrumentation, and Applications[END_REF]. The exposure time is another free parameter that can be easily adjusted. As in the case of holography performed with a continuous beam, an increase of t exp can improve the phase detection limit by increasing the number of electrons per pixel but it will also increase the effect of instabilities. In this case, the phase detection limit will be reduced through the term C inst in equations 4.7 and 4.9.

Optimisation of the experimental parameters

The choice of the optimum exposure time is important in electron holography and especially using low-dose-like conditions. Acquisition times in DC emission are typically of the order of the second or tens of seconds for experiment requiring a high S/N ratio.

However, as can be seen from electrons per pixels and, as a consequence, the interference fringes contrast as long as the instabilities do not affect . As already stated, the standard deviation of the reconstructed phase will be improved while the instabilities will not affected the contrast during the exposure time.

From the comparison of the reconstructed phases in Figure 4.4 (c) , we can notice that the case t exp = 100 s reports the lowest standard deviation. For longer exposure times we expect smaller standard deviations due to the influence of instabilities. In a first approximation we can state that in our conditions, exposure times between 100 and 150 s are optimum.

The next step is the choice of the optimal biprism voltage. Usually it depends on the desired hologram overlap and spatial resolution of the reconstructed phase, related to the interfringes distance. However, in pulsed beam conditions, by increasing the
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biprism voltage (and hence the spatial frequencies) the instabilities strongly degrade the contrast. As a consequence, using 150 s of exposure time, the range of voltages is limited. In Figure 4.5 several cases are reported. As we can see in Figure 4.5 (c), it is possible to extract the hologram phase with a good standard deviation for low biprism voltages (15 V -20 V). However, in these cases the hologram field of view is too small to be useful in practice. On the other hand, for biprism voltages higher than 35 V the influence of instabilities on the fringe contrast is too severe using 150 s of acquisition time and the standard deviation of the reconstructed phase becomes too high. Experimentally, with 150 s of exposure time and 200 kX of total magnification, the possible useful biprism voltages for a future experiment have been found in the 20 V -35 V range. Increasing the mask size in Fourier space improves the spatial resolution of the phase image R. However, the consequence is an increase of the phase standard deviation, as reported in Figure 4.7 (c).

Due to the low probe current of our coherent UTEM and despite the high brightness, off-axis electron holography remains very challenging. The main reason is the high CHAPTER 4. ULTRAFAST ELECTRON HOLOGRAPHY 

Towards ultrafast electron holography

Image stacks consist in a sequential acquisition of several holograms. Using a stack of a high number of holograms with short exposure times allows to correct the effect of instabilities. However, due to the latter, simply summing all the hologram fringes would not improve the contrast. The resulting hologram would corresponds to a standard one acquired with a total exposure time equal to t exp • N holo , where t exp is the acquisition time of each individual hologram and N holo the number of holograms in the stack. In order to properly exploit hologram stacks, a realignment process is required.

Data processing has been performed using home-made scripts developed in CEMES by Christophe Gatel. First of all, dead pixels are filtered out: these are detected in each individual hologram of the stack and then replaced with the average intensity of the adjacent pixels in order to avoid any artefact in the phase reconstruction.

As already described, due to the edge of the biprism wire, Fresnel fringes are superimposed on the hologram fringes. Hologram instabilities can be induced by mechanical instabilities of the biprism and also those of the microscope electronics, which can induce random tilt or shift of the incoming electron beam. In order to take care of the biprism mechanical instabilities between each hologram, a first image alignment is performed using the Fresnel fringe position. Then, to correct beam instabilities, hologram fringes are aligned by comparing their positions. In each individual hologram in the stack, the phase is determined and compared with one selected as a reference.

The phase difference is then converted into a number of pixels used to realign each individual hologram relatively to the reference one. Once completed these alignment processes, all the individual holograms are finally summed. voltages, the effect of instabilities is less problematic than using higher voltages. Phase reconstruction can be even possible in these cases. However, applying the correction, the hologram fringes contrast is improved and the noise in the reconstructed phase is strongly reduced. The standard deviation is improved by approximately a factor 2.

The need to apply instability corrections becomes obvious at higher biprism voltages.

For instance, in the 30 V case without correction the sidebands in the power spectrum are not detected and it is then impossible to retrieve the hologram phase. Figure 4.9 shows the effect of the individual hologram exposure time and the threshold of instability contribution in the hologram contrast. The total exposure time remains constant at 1800 s. We can clearly see that by increasing the individual acquisition time the effect of instabilities becomes more important. The summed hologram fringe contrast decreases and hence the standard deviation of the reconstructed phases increase (Figure 4.9 (a) and (c)). As a consequence, stacks composed of a high number of individual holograms acquired with shorter exposure times should improve even more the contrast. Nevertheless, there is one major drawback that prevents to use this approach.

Indeed, with exposure times shorter than a limit value, the hologram contrast might not be sufficient (as already reported in Figure 4.4) for the correction algorithm to be used properly. Individual acquisition times between 20 and 30 s seem to be optimal. In Figure 4.10 three summed corrected holograms are displayed for different biprism volt-ages. By comparing the holograms acquired under the same electron optical conditions but with a different total exposure time (150 s for the single not-corrected hologram and 20 s for each of the 90 holograms composing the stack), there is an improvement of 40% and 64% of their phase standard deviations for the 30 and 35 V case, respectively.

Moreover, we can notice that using 40 V of biprism voltage the standard deviation is even smaller than the value obtained for the 35 V case with t exp = 150 s for the same spatial resolution in the reconstructed phase.

Conclusion

We have introduced in this chapter the requirements to perform off-axis electron holography with an ultrafast electron beam. The low probe current in the CFEG-UTEM represents the main difficulty. In order to acquire an exploitable hologram from which a useful phase can be extracted, acquisition times between 100 and 150 s are needed.

However, under this condition, the influence of instabilities becomes preponderant and also the choice of useful biprism voltages (and as a consequence useful fields of view) remains limited. To overcome these issues, we use image stacks in order to sequentially acquire a high number of individual holograms with an optimum low exposure time lying in the 20 -30 s range. In this way, instabilities can be compensated using dedicated alignment algorithms. The next step in improving off-axis electron holography in UTEM consists in the automation of the hologram correction. This is possible both in implementing the correction algorithm during the acquisition and controlling in real time the gun tilt coils to compensate drifts of the hologram fringes [START_REF] Gatel | Unlimited acquisition time in electron holography by automated feedback control of transmission electron microscope[END_REF]. The future transfer of technology on a recent state-of-the-art TEM, will give us the possibility to move towards this direction and the use of direct electron camera providing a higher DQE should also strongly improve the live-correction process.

thanks to autocorrelation experiments we exclude any heating of the emitter due to cumulative effect of the ultrafast laser pulses. The probe current stability has been studied. We found that the perturbations come from contamination, particle diffusion and detection noise as in DC CFEGs together with the oscillation in the SHG intensity.

The electron optics has been optimised and the brightness has been evaluated. The value of 5.8

• 10 7 A • m -2 • Sr -1
is the highest reported among all the UTEMs. Finally, FemtoTEM has been tested using conventional TEM techniques, reporting a spatial resolution close to 0.2 nm and an energy resolution around 1.3 eV due to the electron dynamics in the nanoemitter during the laser-metal interaction.

Chapter 3 reports on the EEGS theory and presents the first pump-probe experiment.

EEG spectra have been simulated as a function of three experimental parameters: incident laser electric field, electron pulse duration and electron spot size. Finally, ultrashort electron pulses have been characterized. Energy gain maps have been acquired

under different condition and the electron chirp value has been extracted. We found that varying the number of electrons per pulse from 0.59 to 4, the chirp increased by 30%. It has been possible to faithfully simulate the EEGS maps and determine the electron pulse duration using the experimental parameters. We determined an increase of the electron pulse duration from 400 to 525 fs in FWHM for the N epp = 0.59 and N epp = 4 cases, respectively.

In Chapter 4, off-axis electron holography performed with a high brightness pulsed electron beam has been discussed. We showed that due to the low probe current in CFEG-UTEM, exposure times between 100 and 150 fs are necessary to acquire an electron hologram with a fringe contrast that allows to retrieve the hologram phase. During such long acquisition times the effect of instabilities becomes very important and limits the range of useful biprism voltages between 20 and 35 V. Through the acquisition of stacks containing tens of short exposure time holograms and thanks to post-process correction of fringes drift, it is possible to correct the effect of instabilities and strongly improve the standard deviation of the reconstructed phase. Thanks to this implementation it has also been possible to increase the size of the overlap region of the hologram.

Since its birth, time-resolved Transmission Electron Microscopy allowed to explore the nanoscale world in various fields of science such as nanomechanics, nanomagnetism, chemistry, biology and nano-optics [START_REF] Arbouet | Chapter One -Ultrafast Transmission Electron Microscopy: Historical Development, Instrumentation, and Applications[END_REF]. The development of FemtoTEM led to the creation of a joint laboratory between the CEMES-CNRS and Hitachi High Technologies Corporation that started very recently in July 2018. Thanks to this partnership, a transfer of the ultrafast technology from the old HF2000 to a recent state-of-theart microscope, the 300 kV FE-TEM HHT HF3300 is planned for 2019. This will boost further the applications of coherent UTEM towards new techniques as the timeresolved off-axis electron holography, which will be strongly improved thanks to the implementation of automated feedback control, as already done in CEMES using the same generation of HF microscopes [START_REF] Gatel | Unlimited acquisition time in electron holography by automated feedback control of transmission electron microscope[END_REF]. R ÉSUM É 
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Caractérisation temporelle des impulsions électronique

σ φ = 2 DQE • C 2 • N epx .
Une autre figure de mérite de la qualité de l'hologramme rencontré dans la littérature est la limite de détection de phase, c'est-à-dire la plus petite différence de phase détectable : I spent a lot of good moments at CEMES and with the people working there. Merci
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 1 Ultrafast dynamics in condensed matter:main processes and timescales

1. 1 . 3 Figure 1 . 1 :

 1311 Figure 1.1: Characteristic timescales of ultrafast processes in particles, nano-objects and magnetic systems.

1 5 1. 2 . 1 6 Figure 1 . 2 :

 521612 Figure 1.2: Schematic representation of an electron gun. The external housing, filled with pressurized SF 6 (in brown), ensures electrical insulation. The electron gun is composed of an electron emitter, an electrostatic lens and an accelerating tube. The electron gun is evacuated to UHV. In blue, an electron trajectory along the optical axis is sketched.

Figure 1 . 3 :θ 3 Figure 1 . 4 :

 13314 Figure 1.3: Scheme of a TEM HITACHI HF2000. GV: Gun Valve. CA: Condenser Aperture. OA: Objective Aperture. SA: Selected Area aperture.

Figure 1 . 5 :

 15 Figure 1.5: (a) Schematic representation of Bragg's law. For the sake of simplicity just two planes of the family (hkl) are sketched. 2d hkl sin θ Bragg represents the path difference between two waves. (b) Ewald sphere construction for electron diffraction: a set of (hkl) planes close to the Bragg orientation with respect to the incident beam is taken into account..

Figure 1 . 6 :

 16 Figure 1.6: Abbe description of the image creation [80]. f represents the lens focal distance..

Figure 1 .

 1 Figure 1.7 shows the transfer function for the Hitachi HF2000 used in this thesis, with C 3 = 1.2 mm and λ B = 2.96 pm (K e = 150 keV 6). Ideally, T (g) should be a constant function so that the transfer of contrast is the same for all spatial frequencies (i.e. for all diffracted beams). In practice, for a microscope not corrected from the spherical aberration, the optimum condition is achieved by defocusing the OL by a certain amount called Scherzer defocus[START_REF] Scherzer | The Theoretical Resolution Limit of the Electron Microscope[END_REF] 

Figure 1 . 7 :

 17 Figure 1.7: Transfer function for a Hitachi High Technologies HF2000 operating at 150 kV; C 3 = 1.2 mm, C 1 = -71.5 nm. A negative value of T (g) indicates a positive phase contrast and the specimen image appears dark against a bright background. The inversion of T (g) indicates a change of contrast.
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 18 Figure 1.8: (a) Principle of off-axis electron holography. The phase variation in the hologram is due to the beam interaction with the specimen. (b) An electron hologram of iron cubes.

Figure 1 . 9 :

 19 Figure 1.9: Procedure of the phase reconstruction from a hologram. Applying a Fourier Transform to a hologram (a), a diffraction pattern (b) containing the sidebands and the autocorrelation is obtained.

Figure 1 .

 1 Figure 1.9 shows schematically how to extract the phase and amplitude from the hologram. The Fourier Transform (FT) of equation (1.8) is:

Figure 1 . 10 :

 110 Figure 1.10: Left side. Fermi-Dirac (F-D) distribution at three different temperatures: T = 0 K (black curve), T = 300 K (green curve), T = 2700 K (orange curve) that is the typical temperature used for thermionic emission from tungsten. Right side. Potential barrier at a metal-vacuum interface for < 310 >-oriented tungsten (φ = 4.25 eV) for different values of the applied electric field. The black curve represents the potential barrier without any applied electric field and neglecting the image charge contribution. The coloured curves take into account the image charge in three cases: no applied field (red), Schottky electron gun F LOC = 0.65 V/nm (blue) and Cold Field Emission Guns F LOC = 3.55 V/nm (magenta). z is perpendicular to the metal surface.
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 1111 Figure 1.11 (a) shows the architecture of a thermionic electron source. It consists of

Figure 1 .

 1 11 (a). By choosing an appropriate voltage difference (the gun bias) between source and Wehnelt cap, a real crossover is created. The electron emitters normally used in this type of gun are polycristalline tungsten (W) hairpin filament (Φ W = 4.5 eV) or LaB 6 (Lanthanum Hexaboride) monocrystal (Φ LaB 6 = 2.5 eV). Both of them are displayed in Figure 1.11 (b) and (c), respectively. Routine operation temperature is ∼ 2700 K for tungsten, while LaB 6 -based emitters operate at lower temperature (∼ 1800 K) due to the reduced exit work function.

Figure 1 . 12 :

 112 Figure 1.12: (a) Butler type CFE architecture. The first anode is used to extract the electrons from the emitter while the second accelerates the beam to the desired energy. Two electron trajectories are sketched in red. (b) SEM micrograph of the CFE emitter shape. The nanometric apex size allows the generation of an intense electric field due to the lighting rod effect. Inset: zoom of the tip apex. Scale: 100 nm.

. 15 )Figure 1 .

 151 Figure 1.12(a) shows the architecture of a standard CFE source, known as Butler type CFE. A voltage, V 1 , is applied between the emitter and the first anode (called extraction anode), while the voltage applied to the second anode is V 0 . V 1 and V 0 are called extraction and acceleration voltage, respectively.Figure 1.12(b) shows the peculiar shape of the CFE cathode. The latter can be fabricated via an electrochemical attack in a 2 mol/L N aOH solution [106]. A < 310 >-oriented monocrystalline W filament (D = 0.125 mm) is shaped into a tip with an apex size of ∼ 200 -300 nm [104, 106].

Figure 1 . 13 :

 113 Figure 1.13: (a) Architecture of a SFE Gun. By correctly selecting the different potentials between emitter (S), suppressor cap and extraction anode (the one closer to the cathode), the size of the emission region can be changed [107]. Two electron trajectories are sketched in red. (b) Image of a Schottky electron source. The tungsten tip comes out by ∼ 250 µm from the top hole of the suppressor cap. Image from [108]
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 115 Figure 1.15: Principle of pump-probe experiments. An ultrafast laser beam (the pump) is focusedonto the specimen, bringing it out of equilibrium. A delayed second pulse, the probe, is used to detect the specimen evolution. In time-resolved electron microscopy the probe pulse is a packet of electrons.

Figure 1 . 16 :

 116 Figure 1.16: Different operation modes in time-resolved TEM. (a) Single shot mode: a single pulse containing ∼ 10 8 electrons is used to probe the specimen after the laser excitation. (b) Movie mode: a sequence of electron pulses probe the specimen evolution at different temporal delays after a single laser excitation. (c) Ultrafast TEM in stroboscopic pump-probe mode: ∼ 10 8 excitation/detection cycles are used to probe the specimen dynamics at a certain temporal delay. With only few electrons in each pulse, the Coulomb repulsion is less important and the temporal resolution can be pushed to the sub-picosecond regime.

Figure 1 . 17 :

 117 Figure 1.17: Emission processes in laser-driven electron emission. (a) One photon photoemission (A) and multiphoton photoemission (B): one or more photons are absorbed, allowing electron emission over the barrier. (b) Photo-assisted field emission: the combination of two mechanisms enable electron emission. (c) Optical field emission: a strong laser electric field modulates the potential barrier allowing electron tunnelling from the Fermi level.
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 135118 Figure1.18 shows the evolution of the electron distribution. As soon as the laser pulse starts interacting with the nanoemitter (sketched with a parabolic shape), the occupation of electronic states is modified due to the excitation of the electron gas: the electron population is distributed over several electronic states due to multiple excitations and decays. The spectro-temporal properties of the electron pulse have been deduced from the optically excited electron distribution. The number of electrons

Figure 1 . 19 :

 119 Figure 1.19: (a) Simulated ZLP of a CFEG TEM working in DC mode. (b) Simulated ZLP of our CFEG based TEM operated in pulsed mode (E ph = 2.4 eV, F loc = 1.19 V/nm). The spectrum has been obtained by integrating the electron energy distribution over the laser pulse duration.

Figure 1 .

 1 Figure 1.20: (a) Simulated number of electrons per pulse per unit surface emitted from a tungsten nanotip as a function of the absorbed energy. The black line shows how the electron emission varies under our experimental conditions. The blue dashed line indicates a 2-photon photoemission process. (b) Variation of the electron pulse duration and energy spread as a function of the absorbed energy.
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 31 being the anode-cathode distance, V the extraction voltage, E i the electron initial energy, e and m 0 the electron charge and mass, respectively. Assuming an isotropic conduction band and a two photon-photoemission process, an electron on the Fermi level (E F = 9.2 eV) gains 4.8 eV (E ph = 2.4 eV). We can then consider an initial energy E i = 14 eV. ∆E i has been evaluated using the model described in paragraph 1.3.3. The time-dependent electron distribution has been evaluated, then the emitted current has been calculated taking into account the electron distribution and their probability to tunnel through the potential barrier. The nanotip in our experiment is placed in a DC electric field of magnitude F = 1.19 V/nm (calculated taking into account a tip-anode distance d = 5 mm, an extraction voltage V 1 = 4 kV and the influence of an optical component -the mirror holder -surrounding the nanoemitter (more details on the electron gun will be given in the next chapter). With the computed value ∆E i = 0.6 eV, an anode-cathode distance d = 5 mm and an extraction voltage V = 4 kV, we can estimate ∆t KE ≈ 338 fs.
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 3121 Figure 1.21: Effect of the number of electrons per pulse, N , on temporal and energy broadening. Dashed lines show when the electron pulse arrives on the specimen (red line) and detector (blue line) in the HF2000.

Figure 1 . 22 :

 122 Figure 1.22: Temporal and energy broadening of an electron pulse in the single shot mode. The pulse contains N = 10 8 electrons. The laser pulse duration is ∆t hν = 12 ns.

Figure 2 . 1 :

 21 Figure 2.1: (a) Picture of the original HHT HF2000 at CEMES-CNRS. (b) Schematic of the TEM column. Red labels indicate the modified parts. Purple labels indicates the TEM apertures. (c) Picture of the FemtoTEM. The optical head is visible on the gun housing. Lens systems highlighted as in (b). Apertures are highlighted in purple in both (a) and (c). Modified parts highlighted in red in (c).

2. 1 .

 1 PRESENTATION OF THE MODIFIED HITACHI HF2000 -FEMTOTEM 47 latter as the Cathodoluminescence-Injection system (CL-I). Despite the modifications, the microscope column, sketched in Figure 2.1(b), keeps the same electron optics properties. The original vacuum system has been improved. Two Faraday cups, F 1 and F 2 , have been mounted, one on the Condenser Aperture (CA) and one on the beam block above the fluorescent screen. They are connected to a Keithley 6514 picoammeter to measure the current emitted in ultrafast mode. In the course of this thesis, we refer to the emission current as the one measured by F 1 . The current measured by F 1 is half of the total emission current measured in the gun. An electron biprism (EB) has been inserted in the Selected Area aperture (SA) plane to perform Ultrafast Electron Holography. The
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 222 Figure 2.2: (a)Ultrafast CFEG and optical head. HWP: Half-Wave Plate. FMM: Flip Mount Mirror. PW: Power meter. PzM: Piezoelectric Mirror. BS: Beam Splitter. WL: White Light source. OW: Optical Window. FM: Flat Mirror. PM: Parabolic Mirror. PC: Polarizing Cube. (b) Sketch of the CFEG tip mounted on a HHT support and the mirror holder.

Figure 2 .

 2 Figure 2.3 (a) shows the high voltage configuration of the HF2000. The tip and the mirror holder are maintained at the same voltage V 0 = -150 kV. The extraction anode

Figure 2 . 3 :

 23 Figure 2.3: (a) High Voltage configuration of the HHT HF2000. V 0 represents the acceleration voltage, V 1 the extraction voltage, V 2 the gun lens voltage and V F the voltage applied to the tip during the flash. GH: Gun Horizontal. GT: Gun Tilt. VDA: Vacuum Differential Aperture. (b) Electron trajectories inside the modified CFEG computed using SIMION 8.1 for different ratios R = V2 V1 .
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 2 Figure 2.3 (b) shows two different electron trajectories computed using SIMION 8.1,
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 22425 Figure 2.4: FemtoTEM gun model: 21 electron trajectories are shown. (a) Coarsest mesh (0.045 mm/gu). The circles represent the acceleration anode positions. (b) 0.0005 mm/gu PA istance. Part of the mirror holder and the extraction anode have been used as boundary conditions. (c) Finest mesh (10 -5 mm/gu). (d) Zoom on the tip apex.
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 25 a) shows the results of the electron trajectory simulation. It is divided in two parts: the left side represents a section of the original HF2000 gun while the right part represents the modified CFEG, in which the mirror holder has been added to the model. Five electron trajectories have been computed in this case. By comparing the trajectories in the original and modified electron gun, it can be clearly seen that the mirror holder slightly confines the emitted electrons. Comparing the outermost trajectories, it can be noticed that the position at the entrance of the condenser aperture (φ ∼ 250 µm) is different in the two cases by about 37 %. Such a difference is clearly visible in Figure2.5 (a), looking at the enlarged electron trajectories. To better understand the influence of the MH on the gun optical properties, Electron Optic Design (EOD) simulations have been performed on a model of the modified gun, with special attention paid to the spherical and chromatic aberration coefficients[START_REF] Caruso | Development of an ultrafast electron source based on a cold-field emission gun for ultrafast coherent TEM[END_REF][START_REF] Lencová | A new program for the design of electron microscopes[END_REF][START_REF]EOD -Electron Optical Design software, electron and ion optics[END_REF]. A C 3 value of 35 mm has been calculated for the original gun and 33 mm for the modified source. The small discrepancy is probably due to the MH confinement before the gun lens. Electrons are slightly focused with a smaller incidence angle inside the gun lens, decreasing its contribution to the spherical aberration. Under the same electron optical conditions, the chromatic aberration coefficient has been evaluated as well. The calculated value is C C ≈ 10 mm, which lies in the same range as the unmodified CFEG. Another MH side effect has been evaluated by numerical simulations using SIMION and the Finite Element Method (FEM) software COMSOL Multiphysics [147]: the magnitude of the electrostatic field around the tip is reduced by a factor between 2.5 and 3, depending 2.1. PRESENTATION OF THE MODIFIED HITACHI HF2000 -FEMTOTEM 55 on the tip-anode distance[START_REF] Caruso | Development of an ultrafast electron source based on a cold-field emission gun for ultrafast coherent TEM[END_REF]. This effect is clearly visible in Figure2.5 (a): on both sides the same equipotential lines are displayed and the potential gradient, i.e. the electric field, can be evaluated.

Figure 2 . 6 :

 26 Figure 2.6: (a) Picture of the OL polepiece gap of the FemtoTEM. (b) Description of (a). 1: objective lens upper polepiece. 2: injection tube. The parabolic mirror is installed at its extremity. 3: specimen holder. 4: objective lens lower polepiece. (c) External view of the injection system. The positions of the three micrometric screws are highlighted in red. (d) High Resolution TEM image obtained with the modified TEM operated in DC emission mode on gold nanoparticles. This confirms that no significant deterioration of the spatial resolution is introduced by the modification performed on the original HF2000.

2. 1 .FemtoTEMFigure 2 . 7 :

 127 Figure 2.7: (a) and (b): scheme of the CL-I optical breadboard. (a) Injection configuration. (b) CL configuration. NDF: Neutral Density Filter. OF: Optical Fiber.

  Figure 2.6 (d) reports an HR image of gold nanoparticles showing that the injection system does not affect the microscope performances. The image has been acquired with FemtoTEM operating at 200 kV in DC mode and a resolution of 0.2 nm has been achieved.

Figure 2 .

 2 [START_REF] Ondrej | High-energy-resolution monochromator for aberration-corrected scanning transmission electron microscopy/electron energy-loss spectroscopy[END_REF] shows a sketch of the optical

Figure 2 . 8 :

 28 Figure 2.8: Scheme of the optical set-up. PC: polarizing cube. BBO: beta barium borate. DM: dichroic mirror. HWP: half-wave plate. PW: power meter. FMM: flip mount mirror. P: periscope. D: dump.

Figure 2 .

 2 Figure 2.9 (a) is a map of the probe current detected by F 1 . It has been obtainedby scanning the laser on the tip apex using one of the piezoelectric mirrors of the optical head. The emission region, evaluated by fitting the current map, has a FWHM of 2.95 ± 0.07 µm 2 . With an incident laser power of 4.5 mW at a repetition rate f = 1 MHz, the maximum value of probe current is ∼ 2.7 pA. The average number of emitted electrons per pulse is 18. Such a scan is routinely recorded when starting the experiment just after the initial flash-cleaning and the high voltage build-up. The laser position on the tip apex as well as the focus are finely adjusted to maximize the emitted current. The latter lies in the 2 -3 pA for a laser power W LAS = 5 mW at f = 1 MHz.

Figure 2 . 9 :

 29 Figure 2.9: (a) Map of the probe current measured by F 1 . (b) Dependence of the probe current on the polarization angle. (c) Logarithmic plot of the probe current as a function of the average laser power. (d) Autocorrelation measurement of the probe current.

  Figure 2.9 (b) shows the probe current polarization dependence and demonstrates that the electrons are emitted at the tip apex.

Figure 2 .

 2 Figure 2.9 (c) presents an example of measurement of the dependence of the probe current on the incident laser power. The values of the nonlinearity order that we have deduced from our experiments span a broad range between 2.5 and 3.5. This is probably related to their sensitivity to several experimental parameters such as the focusing of the laser beam on the nanotip apex. As shown in the theoretical results of Figure 1.20,

Figure 2 . 63 Figure 2 .

 2632 Figure 2.10 (a) shows the long-term stability of the probe current. The red curve displays the probe current evolution during 9 hours. The nanotip has been flashcleaned before the experiment. An initial current I P ∼ 2.7 pA has been obtained with an average laser power W LAS = 7.15 mW, a repetition rate f = 1 MHz, an extraction voltage V 1 = 4 kV and a ratio R = 5. Usually, the decrease in current in a DC CFEG is due to the tip surface contamination, but in laser-driven emission optical misalignments can also contribute. In order to discriminate the two effects, we repeated the same experiment, re-optimizing the laser position on the nanoemitter every hour. The inset of Figure 2.10 (a) shows the laser position on the tip apex each hour after the optimization, confirming the stability of the optical set-up. As the black curve in Figure 2.10 (a) shows, the current decreases similarly even with a periodic reoptimization of the optical alignment. This confirms that the main reason of the long term drift of the probe current is the contamination, as for a normal DC CFEG. Current fluctuations have been studied by Todokoro et al.[START_REF] Todokoro | Role of Ion Bombardment in Field Emission Current Instability[END_REF]. This study highlighted the influence of the ion bombardment on the tip surface and the importance of the vacuum quality inside the electron gun. Improvements in UHV conditions as well as new flash-cleaning technology will allow to improve the long-term current stability. Short-term stability, also known as flicker noise[START_REF] Van Der | Flicker Noise in Electronic Devices[END_REF], has been studied by recording the emitted current during 5 minutes several times. Our ultrafast CFEG has a flicker noise of approximately 8%. This value is larger than DC CFEGs, which have a flicker noise of approximately 1%. The main causes of flicker noise in DC cold field emission are: absorption/desorption of atoms and molecules as well as their migration on the tip surface and thermally induced transition of bonding states of adsorbed molecules[START_REF] Swanson | Chapter 2 A Review of the Cold-Field Electron Cathode[END_REF]. In ultrafast electron emission, another cause of flicker noise could be the variation in the SHG intensity. To discriminate this
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 211 Figure 2.11: Electron spot radius as a function of the extraction voltage in virtual (R = 5) and real (R = 8) crossover modes.

Figure 2 .

 2 11 reports the variation of the 2.2. PROPERTIES OF THE CFEG UTEM 65 spot radius in both real and virtual crossover configuration as a function of the extraction voltage. The electron beam has been triggered by a laser power W LAS = 6 mW (λ SHG = 515 nm) at a repetition rate f = 1 MHz. The line profile of electron spots has been extracted from a UTEM image, then the spot radius has been evaluated from the FWHM of a gaussian fit. In virtual crossover condition (R = 5), the electron spot radius slightly varies from 3.4 to ∼ 4.4 nm and the smallest size has been obtained for V 1 = 4 kV. On the contrary, in real crossover mode, the spot size decreases from ∼ 6.3 to ∼ 3.6 nm. The large confidence interval for V 1 = 2.5 kV is related to the low signal to noise ratio due to the reduced probe current. These systematic experiments allowed to select the optimum V 1 and V 2 values that give the smallest spot size. A further optimisation of the gun alignment by gun deflection coils adjustment has yielded a smaller spot size (d = 4.42 nm for R = 5 and d = 3.2 nm for R = 8).

Figure 2 .

 2 [START_REF] Hirsch | TEM in materials science-past, present and future[END_REF] shows the

Figure 2 . 12 : 4 R=5

 2124 Figure 2.12: Electron spot radius as a function of R. A parallel beam, obtained for ratios between 6 and 6.8, do not present crossovers.
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 213 Figure 2.13: Electron spots for different ratios. Data framed in red show the spot size and shape for a parallel beam. Scales: 10 nm

Figure 2 .

 2 Figure 2.14 shows how the spot radius changes as a function of the energy per pulse (E PP ). These experiments have been performed with the extraction voltage V 1 = 4 kV,the ratio R = 5 and the laser repetition rate f = 2 MHz. The measured radius varies from 1.4 nm (E P P ∼ 2.2 nJ), to ∼ 2 nm (E P P ∼ 3.75 nJ). Our hypothesis is that both the coulombic repulsion inside the pulse and the effect of higher laser powers triggering electron emission from a larger zone, increase the virtual source size and hence the spot dimension.
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 214682 Figure 2.14: Electron spot radius a function of the energy per pulse. Label: number of electrons per pulse.

Figure 2 .

 2 15 (a) allows to measure a spot radius r 0 = 2 nm (evaluated from the FWHM of the intensity profile shown in Figure2.15 (b)), while Figure2.15 (c) allows to evaluate the beam convergence semi-angle (α 1 /2 ∼ 6 mrad, in this configuration) from the size of the associated Convergent Beam Electron Diffraction (CBED) disk[START_REF] Williams | Electron Sources[END_REF]. A probe current of ∼ 80 fA at 1 MHz has been measured with the Faraday cup F 2 . By neglecting the aberration contribution to the spot size, the brightness is B = 5.8 • 10 7 A • m -2 • Sr -1 . Under the same experimental conditions, the probe current measured by F 1 is ∼ 2.5 pA. The difference between the two currents is due to aberrations. The HF2000 is an almost 30-years-old microscope and thus the

Figure 2 . 15 :

 215 Figure 2.15: Experimental measurement of the brightness in virtual crossover mode.(a) Electron spot of 4 nm diameter acquired with a 30 µm STEM aperture. (b) Line profile of the spot shown in (a). (c) CBED pattern of a Si specimen oriented in the (220) direction. (d) CBED transmitted disk obtained with a 100 µm STEM aperture. The shadow image of the beam block/F 2 is visible inside the disk.

Figure 2 .

 2 15 (d) shows the CBED transmitted disk obtained with a 100 µm STEM aperture.The current measured by F 2 allows to evaluate an angular current density of 2 nA • Sr -1 .

Figure 2 .

 2 Figure 2.16 (a) shows a TEM image of a silicon lamella while Figure 2.16 (b) and (c) reports High Resolution (HR) images of a Catalase crystal. In Figure 2.16 (d) and (e) electron diffraction patterns in SAED and CBED are shown, respectively.Figure

Figure 2 .

 2 16 (d) shows a SAED pattern of a Titanium aluminide (TiAl) γ-phase crystal and

Figure 2 .

 2 Figure 2.16 (e) a CBED pattern close to the[START_REF] Fransen | On the Electron-Optical Properties of the ZrO/W Schottky Electron Emitter[END_REF] zone axis of a silicon crystal. The resolution in both diffraction and HR are comparable to the ones obtained with the original HF2000. A lattice spacing of 0.9 nm in a Crocidolite crystal has been resolved in ultrafast operation mode. The achieved resolution in ultrafast mode is slightly worse than the 0.2 nm obtained with DC emission on gold nanoparticles (Figure2.7 (d)). This difference is mainly due to mechanical instabilities during the long exposure time(150 s) required by the low-dose conditions of the ultrafast operation. In DC CFEG TEMs, the emission current is typically set to 10 µA and the corresponding probe current, with a 30 µm STEM aperture in ANALYSIS mode, is usually around 100 pA. Under the same electron optical conditions (V 1 = 4 kV, R = 5), with an average laser power W LAS = 6 mW at f = 1 MHz, the emission current is ∼ 2.5 pA (corresponding to 15 epp) and the probe current is ∼ 80 fA. Current values are limited by the tip withstand.

Figure 2 . 16 :

 216 Figure 2.16: (a) Ultrafast TEM image of a Si lamella (repetition rate f = 1 MHz, number of electrons per pulse N epp = 12.5, exposure time t exp = 100 s, binning 1). (b) and (c) Ultrafast HR images of biological Catalase crystal (f = 2 MHz, N epp = 11, t exp = 150 s, binning 4). (d) Ultrafast SAED pattern of TiAl γ-phase crystal oriented in [110] direction (f = 1 MHz, N epp = 12.5, t exp = 150 s, binning 2). (e) Ultrafast CBED pattern oriented close to the [110] direction of a Si crystal (f = 1 MHz, N epp = 12.5, t exp = 100 s, binning 1). (f) Ultrafast EELS of a boron nitride crystal (f = 2 MHz, N epp = 6.25, t exp = 1 s for the low loss region, 60 s for core loss).

Figure 2 .

 2 Figure 2.16 (f) reports a Boron Nitride (BN) ultrafast EELS obtained in virtual crossover condition. The microscope has been set in ANALYSIS and diffraction mode with 0.15 m camera length. The bulk plasmon signal is visible in the low-loss region, while the

Figure 2 . 17 :

 217 Figure 2.17: Zero Loss Peak acquired for different extraction voltages: V 1 = 3, 4, 5 and 6 kV. FWHM are ∆E = 1.32, 1.33, 1.38 and 1.41 eV, respectively.

  6 kV the FWHM is 1.41 eV. Therefore, the extraction voltage has only a weak or no influence on the electron energy spread in our CFEG-UTEM. The energy spread of our femtosecond electron pulses is significantly larger than the one of conventional DC CFEG TEMs. It is related both to the ultrafast dynamics of the electron gas and to Coulomb interactions among the emitted electrons during their propagation along the UTEM column[START_REF] Yanagisawa | Energy Distribution Curves of Ultrafast Laser-Induced Field Emission and Their Implications for Electron Dynamics[END_REF].

Figure 2 . 18 :

 218 Figure 2.18: (a) ZLPs acquired for different numbers of electrons per pulse. Inset: A ZLP acquired in an unmodified HHT HF2000 CFEG-TEM. (b) FemtoTEM energy resolution as a function of N epp .

Figure 2 .

 2 Figure 2.18 reports on the energy resolution variation as a function of the number of electrons per pulse. V 1 = 4 kV, R = 5 and the repetition rate is set to 2 MHz. From the ZLP analyses in Figure 2.18 (b) we notice that the FWHM decreases from 1.61 eV at 10 epp to 1.08 eV for 0.1 epp. This ultimate energy resolution has been obtained for less than one electron per pulse. In this case, the coulombic repulsion does not play any role. As discussed in paragraph 1.3.3, it is the ultrafast electron dynamics that determines this minimum value of the energy spread. The experimental ZLPs show the same asymmetry as the simulated spectrum in Figure 1.19 (b), confirming the reliability of the model.
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 783 up. Secondly, characteristics and performances of the machine have been given.By employing the ultrafast laser source and electron beam we will show in the next chapter how to exploit them to perform the first pump-probe experiment by using a UTEM technique: Electron Energy Gain Spectroscopy.Chapter 3In-situ characterization of the spectro-temporal properties of the ultrashort electron pulses This chapter reports on the first ultrafast pump-probe experiment performed in Fem-toTEM. The spectro-temporal resolution of the instrument is characterized in-situ in an electron-photon cross-correlation experiment based on the detection of electron energy gains. We first summarize the theoretical description of the interaction between an ultrashort electron pulse and a femtosecond laser pulse as proposed by Park et al.[START_REF] Park | Photon-induced near-field electron microscopy (PINEM): Theoretical and experimental[END_REF]. Afterwards, the theoretical model is used to study the influence of different experimental parameters on the gain spectra. We then extract the electron pulse chirp under different conditions from the experimental Electron Energy Gain maps. Finally, numerical simulations are performed to determine and compare to experiments the electron pulse duration. ELECTRON PULSE CHARACTERIZATION

. 1 ,

 1 an electron passing from a state k I to a state k F experiences a variation of energy and momentum ∆E and ∆p. The ratio ∆E c∆p is the local slope of the dispersion relation highlighted by the purple line in Figure 3.1. A photon can provide the required energy but not the related momentum at the

Figure 3 . 1 :

 31 Figure 3.1: Relativistic dispersion relation of electrons (black) and photons (red).

Figure 3 . 2 :

 32 Figure 3.2: Schematic representation of the electron-photon interaction obtained in FemtoTEM. The nanosized extremity of the tungsten emitter has been used to create the evanescent electric field.

3. 1 .

 1 ELECTRON ENERGY GAIN SPECTROSCOPY 81 3.1.2 EEGS: theoretical formalism The theoretical formalism described in the following has been proposed by Park et al..

Figure 3 . 3 :

 33 Figure 3.3: Electron-photon coupling in the vicinity of a nanocylinder. A propagating electron, the incident radiation, the scattered field and the nanocylinder section (radius a) are represented. b is the impact parameter of the electron. The electron and incident laser beam propagate both along the ẑ direction. The incident light field is polarized along the x direction. The ŷ direction is the cylinder symmetry axis.
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 2381843 As |J n (x)| 2 = |J -n (x)| 2 ,the probabilities of emission and absorption of n photons are the same. For low intensity of the incident radiation, i.e. e Fz ω

Figure 3 . 4 :

 34 Figure 3.4: Electron energy spectra at different time delays. (a) At time τ = 2 ps, electrons do not interact with photons and the energy spectrum, in absence of any other interaction, is a ZLP. (b) When pump and probe are temporally overlapped, electrons interact with the evanescent field around the nanostructure and the entire population is distributed in sidebands that are all spectrally separated by the energy of incident photons (2.4 eV in this case). Sideband positions are marked with blue dashed vertical lines. The spectra have been simulated for a tungsten nanocylinder (a = 50 nm) using equation (3.11). The electron beam passes 10 nm away from the cylinder surface and has an energy spread ∆E = 0.4 eV. The laser intensity has been set to 7.5 • 10 8 W/cm 2 . Electron and laser pulse durations are 350 fs and 280 fs, respectively.

Figure 3 . 5 :

 35 Figure 3.5: EEGS for different incident laser electric field strength. The electron pulse duration has been set to 350 fs and the spot size is 1 nm.

Figure 3 . 6 :

 36 Figure 3.6: EEGS for different electron pulse durations. The incident electric field has been set to 0.075 V/nm and the spot size is 1 nm.

Figure 3 .

 3 Figure 3.6 shows how the electron pulse duration σ e affects electron energy gains. The

Figure 3 . 7 :

 37 Figure 3.7: (a) Schematic representation of the simulation. The laser and electron pulses are drawn in green and blue, respectively. The evanescent electric field is sketched in orange. The half-normal distributions represent the electrons that interact with the scattered photons. (b) EEGS for different electron spot sizes. The incident electric field has been set to 0.075 V/nm and the electron pulse duration to 280 fs. In label the FWHM of the gaussian spatial distribution of the electron pulse.

Figure 3 . 8 :

 38 Figure 3.8: Schematic representation of the electron chirp. Green, red and brown curves represent the time distribution of photons (p), electrons (e -) and the perfect overlap between the two. For the sake of simplicity, pulses have been considered having the same duration. Black and white vertical stripes represent the photon and electron population interacting during the temporal overlap. E, E and E are the average energy of the fraction of interacting electrons. Electrons with different energies contribute to the chirped electron signal.
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 39310943311 Figure 3.9: < 310 >-oriented tungsten nanotip mounted on a FIB lift-out grid.

Figure 3 . 12 :

 312 Figure 3.12: Comparison between experimental (top row) and simulated (bottom row) EEGS maps. The intensity scale on the left (right) sides refer to the EEGS absolute (difference) maps. The case with N epp = 0.59 has been reported.

Figure 3 . 13 :

 313 Figure 3.13: Comparison between experimental (blue) and simulated (orange) data. (a) EEG spectrum at τ = 0 fs. (b) EEGS map integrated on the time axis. The vertical scale indicates the integral values for the different energies in arbitrary units. (c) Map profile at E = 0 eV. In both (a) and (c) the vertical scales represent the normalized EEGS signal in arbitrary units.

Figure 3 . 14 :

 314 Figure 3.14: Electron pulse duration as a function of the number of electrons per pulse.

Figure 3 .

 3 13 (b) represents the overall signal integrated on the time axis. The difference in the ZLP intensity can be explained by the variation of intensity in the measured signal, as can be noticed from the experimental EEGS map.
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 231004 the principles of electron holography and the theoretical description of electron beam phase extraction have been presented. Here, we want to describe the 99 ULTRAFAST ELECTRON HOLOGRAPHY

Figure 4 . 1 :

 41 Figure 4.1: (a) A reference hologram acquired in the vacuum. The hologram width and the interfringes distance are highlighted. (b) Line profile evidencing the extension of the electron hologram.

Figure 4 .

 4 Figure 4.1 shows an hologram acquired without specimen on which useful parameters are reported. The hologram width w is the size of the interference zone and s the
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Figure 4 . 2 :

 42 Figure 4.2: Representation of the elliptical illumination in reference to the electrostatic biprism.

NFigure 4 . 3 :

 43 Figure 4.3: Qualitative explanation of current reduction. In DC emission, an average number of electrons, N E is stochastically emitted by the cathode. In laser-driven mode, the electron emission happens only during the pulse duration, ∆t. f -1 is the pulse period, f the laser repetition rate.

Figure 4 .

 4 4 (a), this is not the case with an ultrafast electron probe. Using 10 s of exposure time, the contrast of the hologram performed with 18 V of biprism voltage is too weak to reconstruct a phase with enough signal over noise ratio (Figure4.4 (b) and (c)). Larger exposure times increase the number of

Figure 4 . 4 :

 44 Figure 4.4: Influence of the exposure time on the hologram. (a) Electron holograms acquired in vacuum. Exposure times in seconds are displayed in white. Scale: 5 nm. (b) Power spectrum of the holograms. Green circles indicate the mask position in the Fourier space. The achieved spatial resolution is 2 nm. (c) Reconstructed phases. Standard deviations calculated inside the black square are displayed. Experimental conditions: biprism voltage 18.8 V, W LAS = 8 mW, f = 2 MHz, N epp ∼ 9, binning 1, magnification 200 kX.
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 4110445 Figure 4.5: Influence of the biprism voltage on the hologram. (a) Electron holograms acquired in vacuum. Biprism voltages in volts are displayed for each case. Scale: 15 nm. (b) Power spectrum of the holograms. The green circles represent the 2 nm resolution mask in the Fourier space. (c) Reconstructed phases. Standard deviations calculated inside the black square are displayed. Experimental conditions: exposure time 150 s, W LAS = 7.5 mW, f = 2 MHz, N epp ∼ 12.5, binning 1. Magnification: 200 kX
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 46 Figure 4.6: (a) Ultrafast off-axis electron hologram acquired in vacuum. Inset: FFT of the hologram. The green circles represents the 1 nm resolution mask in the Fourier space. (b) Reconstructed phase map. Experimental conditions: exposure time 150 s, W LAS = 9.5 mW, f = 2 MHz, N epp ∼ 11, binning 4.

Figure 4 .

 4 7 (b) shows the classical steps used in the phase reconstruction. H 1 corresponds to the specimen hologram and H 0 is the reference hologram acquired without specimen. The purple square indicates the cube position relatively to the hologram region. The reconstructed phase of the specimen reported inside the green square has been obtained after substraction of the reference hologram. It clearly shows the influence of the MgO mean inner potential.

Figure 4 .

 4 7 (c) shows the effect of the mask size (i.e. the phase spatial resolution) on the reconstructed phase.

Figure 4 . 7 :

 47 Figure 4.7: MgO cube phase reconstruction using ultrafast electron holography. (a) TEM micrograph of MgO cubes deposited on a carbon foil. (b) Phase and amplitude reconstruction using the specimen and reference hologram. (c) Effect of the mask size in Fourier space on the phase standard deviation. Phase detection limits are calculated under ideal conditions (SN R = 3, C inst = 1). Experimental conditions: biprism tension 28 V, exposure time 150 s, W LAS = 8 mW, f = 2 MHz, N epp ∼ 8, binning 1. Magnification: 200 kX
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 41144 8 shows the effect of the correction for two different biprism voltages. In the Not corrected row, individual holograms in the stack have only been summed without corrections. At low biprism ULTRAFAST ELECTRON HOLOGRAPHY

Figure 4 . 8 :

 48 Figure 4.8: Effect of individual hologram instabilities correction for two different biprism voltages. (a) The numbers indicate the number of images in the stack and the acquisition time of each of them (in second). In the 20 V and 30 V cases the scales are 10 and 20 nm, respectively. (b) Power spectrum of the holograms. The green circles represent the 2.5 nm resolution mask in the Fourier space. The blue dashed line shows the position of the spatial frequency (4•pixel) -1 . (c) Reconstructed phases. Standard deviations calculated inside the black square are displayed. Experimental conditions:W LAS = 8 mW, f = 2 MHz, N epp ∼ 6, binning 2. Magnification: 200 kX.

Figure 4 . 9 :

 49 Figure 4.9: The effect of the individual hologram exposure time in summed corrected hologram stacks. (a) The numbers indicate the number of images in the stack and the individual acquisition time. The total exposure time remains constant. Scale: 10 nm. (b) Power spectrum of the holograms. The green circles represent the 2.5 nm resolution mask in Fourier space. The blue dashed line shows the position of the spatial frequency (4•pixel) -1 . (c) Reconstructed phases. Standard deviations calculated inside the black square are displayed. Experimental conditions: W LAS = 8 mW, f = 2 MHz, N epp ∼ 6, binning 2. Magnification: 400 kX. Biprism tension: 30 V.

Figure 4 . 10 :

 410 Figure 4.10: The effect of the biprism voltage in the summed corrected hologram. (a) The numbers indicate the biprism voltage (in volt). Scale: 10 nm. (b) Power spectrum of the holograms. The green circles represent the 2.5 nm resolution mask in the Fourier space. The blue dashed line shows the position of the spatial frequency (4 • pixel) -1 . (c) Reconstructed phases. Standard deviations calculated inside the black square are displayed. Stack of 90 and 20 s of exposure time have been acquired. Experimental conditions: W LAS = 8 mW, f = 2 MHz, N epp ∼ 6, binning 2. Magnification: 400 kX.

  La naissance et le développement de la microscopie électronique en transmission (MET) ont marqué une réelle percée dans l'investigation du monde nanométrique. En effet, la MET fournit des informations du échantillon sous analyse dans les espaces directs et réciproques, ainsi que des spectres de perte d'énergie électronique (EELS) avec une résolution spatiale inférieure à l'ångström et une résolution d'énergie proche de 10 meV. L'exploitation de sources d'électrons extrêmement cohérentes ont permis de repousser les limites de l'instrument plus loin. La minimisation de la taille du spot du faisceau d'électrons et de la résolution en énergie, ainsi que l'amélioration de la brillance, ont permis la MET-EELS à balayage (STEM-EELS)en haute résolution et aussi l'acquisition d'hologrammes électroniques. L'analyse de ceux derniers permet la reconstruction de la phase du faisceau électronique pour cartographier les champs électriques, magnétiques et de contrainte à l'échelle nanométrique. De plus, de nouveaux porte-échantillons ont permis la réalisation d'expériences in-situ. Ces développements ont élargi les champs d'application de la MET en physique, matériaux et science des matériaux, biologie, chimie, géologie et médecine. Les techniques in-situ permettent de suivre l'évolution d'un échantillon sous stimuli externes par une caméra CCD mais la résolution temporelle est limitée par la cadence de la CCD, qui atteint 1600 fps dans les caméras les plus récentes et les plus rapides. Mais si on veut étudier la dynamique structurelle ou 123 R ÉSUM É électronique, l'échelle de temps pertinente est dans la gamme de la pico-femtoseconde et, par conséquent, une nouvelle approche est donc nécessaire pour étudier les processus ultra-rapides. Après le travail innovants de Bostanjoglo à la TU Berlin, la microscopie électronique en transmission ultra-rapide (UTEM) a connu un élan spectaculaire au début du siècle quand A. Zewail au California Institute of Technology démontré la MET ultra-rapide avec une résolution temporelle de la picoseconde et une résolution spatiale nanométrique. Le but de cette thèse est de rendre compte du développement du premier MET ultra-rapide équipé d'un canon électronique à émission de champ froid (CFEG), pour améliorer la brillance de la source d'électrons mis en oeuvre dans les UTEM et pousser l'instrument aux applications en interférométrie électronique. Chapitre 1 -Introduction La figure I montre clairement que de nombreux processus physiques importants se déroulent sur une échelle de temps inférieure à la nanoseconde, c'est-à-dire trop rapidement pour être détectés à l'aide de caméras traditionnelles. Même si les premiers microscopes électroniques résolus dans le temps avaient déjà été développés, ce n'est qu'en 2005 que la MET est devenu ultra-rapide, atteignant un niveau de résolution spatiotemporelle sans précédent, inférieure au nanomètre et à la picoseconde. Cette avancée repose sur l'utilisation d'impulsions électroniques contenant très peu d'électrons, minimisant ainsi la répulsion interparticulaire de Coulomb qui détériorait la résolution spatio-temporelle dans les premiers METs résolus temporellement. Dans un régime dit single électron, des images, des clichés de diffraction (DP) et des spectres ont été enregistrés à partir de l'accumulation de milliards de cycles de détection-excitation. Depuis 2005, le domaine de UTEM a continué à croître à un rythme rapide avec un nombre toujours croissant de groupes, de la spectroscopie TEM ou optique, développant ou

Figure I :

 I Figure I: Échelles de temps caractéristiques des processus ultra-rapides dans les systèmes de particules, de nano-objets et magnétiques.

Figure III :

 III Figure III: Différents modes de fonctionnement dans le TEM à résolution temporelle. (a) Mode single-shot. (b) Mode movie. (c) MET ultra-rapide.
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 IV Figure IV: Processus d'émission d'électrons déclenchés par laser.

Figure V :FigureFigureFigure

 V Figure V: Excitation optique ultra-rapide d'un gaz d'électrons. Le nanoémetteur de tungstène est esquissé avec une forme parabolique. Les trois graphiques représentent (de gauche à droite) : le numéro d'occupation des électrons f(E;t) (courbe bleu foncé), la barrière de potentiel (courbe rouge) et le nombre d'électrons émis N (E ; t) (courbe bleu clair). Nous avons considéré une impulsion laser de λ = 515 nm et une durée d'impulsion FWHM de 250 fs. Le temps de thermalisation électron-phonon est de 400 fs. Le champ électrique CC appliqué est F loc = 1, 19 V/nm.

Figure X :

 X Figure X: (a) Image de l'espace entre les pièces polaires de la lentille objectif du FemtoTEM. (b) Description de (a). 1: piece polaire supérieure de la OL. 2: tube d'injection. Le miroir parabolique est installé à son extrémité. 3: porte-object. 4: pièce polaire inférieur de la OL. (c) Vue externe du système d'injection. Les positions des trois vis micrométriques sont surlignées en rouge.

Figure

  Figure XI: (a) Carte du courant de sonde mesurée par F1. (b) Dépendance du courant de sonde sur l'angle de polarisation. (c) Courant de sonde en fonction de la puissance moyenne du laser. (d) Mesure d'autocorrélation du courant de sonde.

Figure XII :

 XII Figure XII: Mesures de stabilité du courant à long terme. La pointe a été nettoyé par flash-cleaning avant l'expérience. Encart: position du laser sur la nanopointe chaque heure.

( 4 . 10 )Chapitre 3 - 100 fs. 3 . 1 . 1

 4103100311 photon via un troisième corps. Ce couplage peut également résulter du confinement de l'électron ou du champ électromagnétique. Par exemple, une onde électromagnétique incidente sur une nanostructure crée un champ électrique évanescent qui peut fournir l'impulsion supplémentaire nécessaire pour coupler électrons et photons. En particulier, la composante de champ parallèle au mouvement des électrons permet des interactions efficaces entre les électrons et la lumière.

3. 1 . 2

 12 EEGS : formalisme théorique Le formalisme théorique décrit ci-après a été proposé par Park et al.. Ses principales conclusions sont en accord avec les travaux antérieurs de Garcia de Abajo et Kociak. Toutes les simulations numériques présentées ci après sont basées sur cette approche. Nous l'utilisons notamment pour évaluer l'effet des paramètres expérimentaux (c.-à-d. champ électrique incident du laser, taille de la sonde électronique, durée de l'impulsion électronique et laser) sur le spectre de gain. La description de l'interaction entre une impulsion électronique ultra courte et une impulsion laser femtoseconde est basée sur la résolution de l'équation de Schroedinger en fonction du temps. Les électrons interagissent avec le champ évanescent autour de la nanostructure et la population entière est répartie dans des bandes latérales séparées par l'énergie des photons incidents ( ωp = 2.4 eV dans ce cas). La probabilité d'occupation du n-ième état peut être obtenue en intégrant sur toute l'enveloppe des impulsions électroniques :

Figure XV :

 XV Figure XV: Effet de la variation des paramètres expérimentaux sur EEGS : (a) champ électrique incident , (b) durée de l'impulsion électronique, (c) taille du spot électronique.

Figure XVIII :Chapitre 4 -

 XVIII4 Figure XVIII: Comparaison entre les cartes EEGS expérimentales (rangée supérieure) et simulées (rangée inférieure). L'échelle d'intensité sur le côté gauche (droit) fait référence aux cartes absolues (de différence) EEGS. Le cas avec N epp = 0.59 a été rapporté.

  où le rapport signal sur bruit souhaité est un paramètre donné. Pour déterminer correctement le résultat d'une expérience sans ambiguïté, il est généralement admis qu'un SNR compris entre 3 et 10 est nécessaire. Comme le contraste des franges contribue à δφ avec un exposant 2 dans la racine carrée, il joue un rôle clé dans la limite de détection de phase par rapport aux autres paramètres. Une expression utile du contraste utilisé pour prendre en compte toutes ces contributions est :C = C coh C inel C inst M T F R ÉSUM É où C inst , C inel , C coh et M T F correspondent respectivement l'influence des instabilités,de la diffusion inélastique et de la cohérence partielle. Les M T F représentent la fonction de transfert de modulation du détecteur.Dans le contexte des expériences MET ultra-rapides, le nombre d'électrons par pixel dans l'expression de δφ peut être déterminé par la relation:N epx = N ppx • N • t exp où fest le taux de répétition du laser, t exp le temps d'exposition et N ppx = Nepp Npx le nombre d'électrons par pulse par pixel. En substituant l'expression de N epx dans le définition de δφ, on obtient:δφ = SN R C coh C inst M T F 2 • N px DQE N epp f t expoù le contraste a été exprimé comme dans la précédente expression phénoménologique. La dernière expression de δφ met en évidence les différents paramètres affectant le contraste des hologrammes acquis avec des impulsions laser femtosecondes dans un UTEM. 4.1.2 Optimisation Parmi les facteurs dont dépend le contraste (et donc la limite de détection de phase), la cohérence partielle doit être traitée avec une attention particulière lors d'une expérience d'holographie électronique. La longueur de cohérence d'un faisceau d'électrons sur un plan optique donné dépend du degré initial de cohérence spatiale de la source, c'est-àdire de la brillance ainsi que des conditions d'éclairage. Compte tenu de la symétrie du biprisme électronique, la longueur de cohérence ne doit être optimisée que dans la direction de chevauchement du faisceau, c'est-à-dire perpendiculairement à l'axe du biprisme. En conséquence, il est bien connu qu'un faisceau elliptique (un rapport optimal entre le petit axe et le grand axe est d'environ 0.1) peut être utilisé pour optimiser la longueur de cohérence dans la direction souhaitée. De plus, la diffusion inélastique aux électrons peut être optimisée avec une préparation d'échantillon dédiée et l'influence de la FTM dépend du type et des réglages du détecteur. Les instabilités instrumentales sont prépondérantes dans la UTEM. Ils doivent être traités avec un soin particulier et éventuellement optimisés en recourant à l'acquisition de images stacks (pile d'images), dans lesquelles chaque hologramme est acquis avec un temps d'exposition court. Ensuite, un post-traitement numérique réaligne les franges permet de reconstruire une figure d'interférence avec un rapport signal sur bruit élevé. En raison du courant de sonde réduit dans les UTEM, le choix du temps d'exposition optimal est crucial en holographie électronique. Les durées d'acquisition en émission continue sont généralement de l'ordre de la seconde ou de la dizaine de secondes pour les expériences nécessitant un rapport signal / bruit élevé. Cependant, dans des conditions semblables à celles d'une faible dose et dans nos conditions, les temps d'exposition compris entre 100 et 150 s sont optimaux. Le choix de la tension optimale du biprisme est limité par des temps d'exposition longs et donc par les instabilités. Les tensions utiles du biprisme se situent dans l'intervalle allant de 20 V à 35 V. La figure XXI montre un hologramme électronique acquis sous conditions optimales, c'est-à-dire 35 V, 150 s de temps d'exposition et 200 kX de grandissement total. Le microscope a été réglé en mode ZOOM (équivalent à la microsonde ou au mode TEM dans les microscopes FEI et Jeol, respectivement). Une ouverture de condenseur de 100 µm et un éclairage elliptique avec un rapport optimal a été utilisé. En utilisant les valeurs optimales de temps d'acquisition et de tension de biprisme déterminées précédemment, nous avons acquis des hologrammes hors-axe avec impulsions électroniques ultra-courtes sur un

Figure XXII :

 XXII Figure XXII: Reconstruction de la phase d'un cube de MgO par holographie électronique. (a) Image MET de cubes de MgO. (b) Reconstruction de phase et amplitude en utilisant l'hologramme de référence (H 0 ) e celui du échantillon (H 1 ). (c) Effet de la taille de masque sur l'écart type de la phase électronique dans l'espace de Fourier. Les limites de détection ont été calculées sous conditions idéales (SN R = 1, C inst = 1).

Figure

  Figure XXIV: L'effet du temps d'exposition de chaque hologramme individuel dans le stack d'hologrammes corrigés. (a) Les nombres indiquent le nombre d'images dans le stack et le temps d'acquisitions individuelles de chaque hologramme. La durée totale d'exposition reste constante. Échelle : 10 nm. (b) Power spectrum des hologrammes. Les cercles verts représentent le masque de résolution 2.5 nm dans l'espace de Fourier. La ligne pointillée bleue montre la position de la fréquence spatial (4 • pixel) -1 . (c) Phases reconstruites. Les écarts-types calculés à l'intérieur du carré noir sont affichés. Conditions expérimentales : W LAS = 8 mW, f = 2 MHz, N epp ∼ 6, binning 2.Grandissement : 400 kX. Tension du biprisme : 30 V.
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 11 Characteristics of the principal electron sources used in conventional TEM

  p being the photon angular frequency. Because p e is large, the term A • pe is dominant and the A 2 -term is negligible. Ẽ = E(r; k p , E 0 ) exp[-iω p t] is the complex representation

					CHAPTER 3. ELECTRON PULSE CHARACTERIZATION
	of the scattered electric field. The term in equation (3.3) containing Ẽ and Ẽ * deter-
	mines the processes of absorption and emission of photons. Solving the time-dependent
	Schrödinger equation i (∂/∂t)Ψ(r, t) = HΨ(r, t) yields the envelope function after the
	interaction, i.e. at time t → ∞:								
	g(z , +∞) = g(z , -∞) exp -i	e ω p	exp -	(z + v e τ ) 2 4v 2 e σ 2 p	Im exp i	ω p v e	z Fz	ω p v e
															(3.4)
															3.2) becomes:
	H =	p 2 e 2m e	+	e m e	A • p e +	e 2 A 2 2m e	≈ -	2 ∇ 2 2m e	-i	e 2m e Ẽ iω p	+	Ẽ * -iω p	• ∇	(3.3)

ω where z = z -v e t and σ p is the standard deviation of the gaussian representing the temporal profile of the laser pulse. g(z , -∞) is the envelope function before the interaction. The term Fz ( ωp ve ) that appears in equation (3.4) is the Fourier transform of the z-component of the scattered electric field:

  configuration optique ultra-rapide est un laser fibrée ultra-rapide et compact (Satsuma, Amplitude Systèmes) délivrant des impulsions ultra-courtes (350 fs) de haute énergie (jusqu'à 20 µJ) à 1030 nm avec un taux de répétition réglable, du single shot à 2 MHz.Le faisceau primaire est séparé par un cube polariseur en un faisceau de pompe et un faisceau de sonde. Les faisceaux pompe et sonde sont tous deux envoyés vers des cristaux de bêta-borate de baryum (BBO) afin de générer des impulsions femtosecondes

						R ÉSUM	É
						I	P [pA]
	Y [µm]	-1 0 1 2				2,151 2,330 2,689 2,689 2,510 2,151 1,972 1,793 1,613 1,613 1,434 1,255 1,076 1,076 0,8963 0,7170 0,5378 0,5378 0,3585 0,1793 0,000 0
		-2			
		-2	-1	0	1	2
				X [µm]	
	dépendance du courant de sonde sur la puissance laser incidente. Les valeurs de l'ordre
	de non-linéarité comprises entre 2.5 et 3.5 suggèrent que le gaz d'électrons est fortement
	perturbé dans nos conditions expérimentales. Enfin, des mesures d'autocorrélation	à
	deux impulsions du courant de sonde sont rapportées à la figure XI (d). La largeur
	totale à mi-hauteur du signal de corrélation est de 360 fs, comme attendu de la durée

à 515 nm par la génération de deuxième harmonique (SHG). Ensuite, ils sont envoyés à l'intérieur de l'OL et du canon à électrons, respectivement. La source d'électrons ultrarapide a été caractérisée pour comprendre le mécanisme d'émission, évaluer la région d'émission de la nanopointe et mesurer la durée de l'impulsion électronique. La figure XI (a) montre une carte du courant de sonde détecté par F 1 . La région d'émission a une FWHM de 2.95 ± 0, 07 µm 2 . Le courant émis est maximum lorsque le champ électrique du laser est orienté parallèlement à l'axe de la pointe. La Figure XI (b) montre la dépendance de la polarisation du courant de sonde et montre que les électrons sont émis à l'apex de la pointe. La Figure XI (c) présente un exemple de mesure de la

  sont des fonctions de Bessel du premier type d'ordre n. v e c'est la vitesse des électrons, z = z-v e t et σ p est l'écart type de la gaussien qui représente le profil temporel de l'impulsion laser. g(z , -∞) est la fonction d'enveloppe du pulse électronique avant l'interaction, Fz est la transformé de Fourier de la composante z du champ électrique diffusé. τ est le retard établi entre pompe et sonde. Comme |J

	2	
	2 e σ 2 p	.
	où J n	

n (x)| 2 = |J -n (x)| 2 , les probabilités d'émission et d'absorption de n photons sont les mêmes. Une expression analytique de la probabilité P (n) :

  l'écart type de la gaussien qui représente le profil temporel du pulse électronique. La spread en énergie du faisceau électronique a été fixée à 1.1 eV. La durée de l'impulsion laser est de 280 fs. Nous avons étudié l'influence de la force du champ électrique du laser, de la durée de l'impulsion électronique et de la taille du spot électronique. L'intensité du laser incident détermine la magnitude du champ évanescent créé autour de la nanostructure qui se couple avec les électrons libres. La figure XV (a) montre comment le spectre de gain est modifié en fonction de la force du champ électrique incident du laser. Si la nanostructure n'est pas éclairée, aucune

	R ÉSUM	É
	3.1.3 Influence des paramétrés expérimentaux sur le spectres de gain	
	Des simulations ont été effectuées en exploitant l'expression analytique de la probabilitè
	definie dans le dernier paragraph. Un nanocylindre de tungstène (rayon = 200 nm) a
	été envisagé. des spectres sont liées à la fraction d'électrons qui interagit avec l'impulsion laser 280
	fs. Cette fraction devient de plus en plus petite à mesure que σ e augmente. La figure
	EEGS est une technique très puissante permettant d'obtenir des informations sur le XV (c) montre l'importance de la taille du spot. 5 tailles de spots différents ont été
	champ électrique local à proximité d'un système nanométrique éclairé par une impulsion prises en compte. Ces dimensions se réfèrent à la FWHM d'un profil d'intensité spatiale
	laser. Cependant, d'autres des paramètres tels que la durée de l'impulsion électronique gaussien. Afin d'étudier l'influence de la taille du spot en gardant la même intensité de
	et la taille du point de l'électron modifient le spectre. champ électrique laser, nous avons supposé que le profil spatial gaussien de l'électron

interaction électron-photon ne se produit. Les électrons ni perdent ni gagnent énergie et leur distribution d'énergie, en absence du échantillon, est une ZLP (courbe bleue). Intensité laser modérée (I L = 8.3 • 10 6 W/cm 2 , E 0 = 0.025 V/nm), le champ électrique diffusé a une composante non nulle le long de la direction de propagation de l'électron et le couplage devient possible. En augmentant l'intensité du laser, la population de photons dispersés augmente et l'absorption (ou l'émission) multiple de photons est plus probable, comme le confirme l'expression analytique de P (n). Dans ce cas, les bandes latérales avec une énergie sont occupées. La figure XV(b) montre comment la durée d'impulsion électronique σ e affecte les gains d'énergie des électrons. Les modifications

  quet d'électron. Après l'émission, dans une impulsion électronique se produit un chirp, c'est-à-dire une corrélation énergie-temps, car les électrons à haute énergie se propagent en avance, alors que ceux à basse énergie sont en retard. Cet effet est renforcé dans les impulsions contenant un nombre élevé d'électrons en raison de la répulsion coulombienne parmi les particules. Contrôler le chirp d'électrons permet de modifier et d'améliorer la résolution spatio-temporelle et spectrale de l'instrument. EEGS permet de déterminer le chirp des impulsions d'électrons, étant donné que l'approche pompesonde stroboscopique permet de sélectionner temporellement des électrons et d'obtenir des informations sur leur distribution d'énergie. En reconstruisant une carte des spectres des électrons à différents retards temporels, il est possible de visualiser le chirp comme la pente des cartes temps-énergie. Le champ électrique laser incident est E 0 = 0.075 V/nm, correspondant à une intensité d'environ 7.5 • 10 8 W/cm 2 . Le champ électrique au tour du cylindre est calculé à partir de la théorie de Mie. La figure XVIII présente la comparaison entre les cartes EEGS expérimentales et simulées dans le cas N epp = 0.59. Pour évaluer la précision de la simulation, différents sections de la carte ainsi que le signal intégré ont été extraits et les résultats sont présentés dans la figure XIX. Les courbes bleues représentent les résultats expérimentaux et les courbes

	R ÉSUM R ÉSUM	É É
	3.2.1 Caractérisation des impulsions électronique chirpées	
	Afin de caractériser temporellement l'impulsion électronique et d'évaluer son chirp, une
	lame MET a été préparé par Focused Ion Beam (FIB) en coupant l'extrémité d'un nano-
	pointe MET traditionnel en tungstène orienté ¡310¿ et en la positionnant sur un grille
	FIB, comme illustré à la Figure XVI. Une fois optimisée la position de l'échantillon
	dans FemtoTEM pour visualiser correctement la nanopointe, le faisceau laser a été
	aligné et focalisé sur l'apex de la pointe à l'aide d'une CCD installée sur la breadboard
	optique contenant le système CL-I qui enregistre l'image du échantillon créée par le
	miroir parabolique inséré entre les pièces polaires. La longueur d'onde de la pompe
	est de 515 nm et la puissance moyenne des impulsions mesurée sur le banc optique
	était de 595 mW. Le taux de répétition a été fixé à 2 MHz. FemtoTEM a été réglé en
	Outre la détection du champ électrique et l'étude des excitations optiques dans les mode diffraction. La position du faisceau d'électrons par rapport à la nanopointe a été
	nanostructures, la spectroscopie EEG permet la caractérisation temporelle d'un pa-optimisée en regardant l'image phantom à l'intérieur du spot transmis. Une acquisition

Figure XVII: Cartes de spectres de gain absolu (gauche) et de différence (centre) acquis avec 4 électrons dans la sonde. L'image de droite montre plus en détail le chirp du pulse électronique. et est mis en évidence dans la Figure XVII (colonne de droite) par des lignes pointillées blanches. Une fois que le chirp des électrons a été évaluée, il est possible d'utiliser le formalisme théorique de Park et al. pour simuler les cartes expérimentales de la figure XVII et caractériser l'impulsion électronique. Le paragraphe suivant présente les résultats de ces simulations. Les spectres EEG ont été simulés pour N epp = 0.59, 2.34, 3.28 et 4 en prenant également en compte les valeurs du chirp électronique. La nanopointe de tungstène utilisée dans l'expérience a été approché par un nanocylindre de rayon a = 200 nm. Nous avons supposé que le faisceau d'électrons pulsés de 280 fs en FWHM passe à 15 nm de la surface du cylindre.
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Conclusions and perspectives

In this thesis, the development of the first coherent UTEM based on a modified CFEG has been reported. In Chapter 1 the motivation and the scope of this work have been presented as well as the emission mechanism during the interaction between a tungsten metallic nanotip and an ultrafast laser source. Particular attention has been paid to understand the influence of the electron dynamics on the electron energy distribution. This allowed us to clarify the non-linear emission process and the electron energy distribution. Finally, the influence of the space-charge effect on the pulsed electron beam properties has been addressed.

Chapter 2 reports on the modifications on the original 200 kV FE-TEM HF 2000.

The integration of the optics inside the modified gun has been explained in details.

The electron trajectories simulations inside the modified CFEG have been presented to demonstrate that the electron optics properties remain unchanged. We have also shown the modification of the objective lens with the implementation of a systems designed to inject the laser on the specimen or collect the light emitted by cathodoluminescence. Despite this modification we did not report any significant alteration on the instrument spatial resolution. The properties of the CFEG-UTEM have also been discussed. We experimentally confirmed the emission process already theoretically discussed in Chapter 1 and that electron emission is limited to the apex. Furthermore, R ÉSUM É 

d'optique électronique ont été optimisées. Avec une tension d'extraction

R ÉSUM É