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In the recent two decades, we have been experiencing a new industrial revolution. From the invention of the mechanic weaving loom at the end of the 18th century to the mass production of goods driven by the increasing availability of electricity at the turn of the 19th to the 20th century, and the automation of manufacturing facilities since the 1970s, the recent 4th industrial revolution is characterized by digitalization. In the public discourse, the recent technological developments and implications are commonly called Industry 4.0, used as a sort of umbrella term for "[...] a group of rapid transformations in the design, manufacture, operation and service of manufacturing systems and products" [START_REF] Davies | Industry 4.0. Digitalisation for productivity and growth[END_REF] , or, more particularly, for: "the next phase in the digitization of the manufacturing sector, driven by four disruptions: the astonishing rise in data volumes, computational power, and connectivity, especially new low-power wide-area networks; the emergence of analytics and business-intelligence capabilities; new forms of human-machine interaction such as touch interfaces and augmented-reality systems; and improvements in transferring digital instructions to the physical world, such as advanced robotics and 3-D printing" [START_REF] Baur | Manufacturing's next act: Industry 4.0 is more than just a flashy catchphrase. A confluence of trends and technologies promises to reshape the way things are made[END_REF] . However, the term includes much more than just the limitation to industry, but should rather be understood as both a fundamental change of economy and of society as well. German chancellor Angela Merkel called the technology "disruptive", or "a disruption of the entire social life" [START_REF] Merkel | Speech in the occasion of the German Day of Industry[END_REF] , as it affects an ever-increasing number of sectors, such as security, environment, finance, mobility, research and education, health, media, culture, job market and trade. In this sense, one could ask the crucial question: "What kind of society do we want for the future?". On the one hand, Industry 4.0 opens up tremendous opportunities for achieving e.g. the Sustainable Development Goals set by the UN in the 2030 agenda for sustainable development [START_REF]The Sustainable Development Goals Report[END_REF] , but, on the other hand, especially when also considering 1. Introduction the emergence of artificial intelligence (AI), raises fundamental questions of ethics and human rights [START_REF] Misselhorn | Grundfragen der Maschinenethik[END_REF][START_REF] Misselhorn | Artificial Morality. Concepts, Issues and Challenges[END_REF][START_REF] Livingston | The Future Impact of Artificial Intelligence on Humans and Human Rights[END_REF] . Thus, it is justified to consider the recent technological advances as revolutionary and potentially one of the major topics not only in our industrial societies but on a global scale.

The technological progress is fundamentally based on the exploitation of physical effects and, more particularly, the utilization of electronic and magnetic phenomena. Starting from the development of CMOS1 technology in the 1960s [START_REF] Wanlass | Nanowatt logic using field-effect metal-oxide semiconductor triodes[END_REF] and following advances in semiconductor physics enabling to shrink electronics down to the nanometer size, the technological evolution is breathtaking. It proves physicist Richard Feynman's vision, formulated in 1959, right, namely to reach:

" computers with wires no wider than 100 atoms, a microscope that can view individual atoms, machines that could manipulate atoms 1 by 1, and circuits involving quantized energy levels or the interaction of quantized spins."

(Richard P. Feynman -" There's Plenty of Room at the Bottom" [START_REF] Feynman | There's plenty of room at the bottom[END_REF] ) However, classical semiconductor technology is nowadays reaching its limits and meets the quantum effect dominated range of several atomic radii. Novel approaches go beyond the classical limits and exploit physical effects in, i.a., photonics [START_REF] Hoppensteadt | Synchronization of laser oscillators, associative memory, and optical neurocomputing[END_REF][START_REF] Stanciu | All-Optical Magnetic Recording with Circularly Polarized Light[END_REF] , quantum technology [START_REF] Gibney | Hello quantum world! Google publishes landmark quantum supremacy claim[END_REF] , or magnetics. The latter is of particular interest, as it is in general nano-sized, CMOS compatible, radiation-hard, and easily manipulable on a precise, rapid and low energy scale [START_REF] Locatelli | Spin-torque building blocks[END_REF] . The combination of properties from electronics, with smallest unit the electron charge, and magnetics, with smallest unit the electron spin, is called spintronics and has lit technological breakthrough since its discovery in the late 1980s [START_REF] Baibich | Giant Magnetoresistance of (001)Fe/(001)Cr Magnetic Superlattices[END_REF][START_REF] Binasch | Enhanced magnetoresistance in layered magnetic structures with antiferromagnetic interlayer exchange[END_REF] , honored with the Nobel prize in Physics for P. Grünberg and A. Fert in 2007 [START_REF]The Nobel Prize in Physics 2007 -Nanotechnology gives sensitive read-out heads for compact hard disks[END_REF] .

Already in the 1990s, spintronics revolutionized the efficiency of data storage and enabled very sensitive magnetic field sensors, being nowadays key components in Industry 4.0. Beyond that, novel concepts utilize magnetization dynamics in spintronic devices, accessing a highly reconfigurable range of applications [START_REF] Locatelli | Spin-torque building blocks[END_REF] , such as a new type of logic operators [START_REF] Kruglyak | [END_REF][START_REF] Chumak | Magnonic crystals for data processing[END_REF] , wide-band high-frequency communication [START_REF] Muduli | Nonlinear frequency and amplitude modulation of a nanocontact-based spin-torque oscillator[END_REF][START_REF] Choi | Spin nano-oscillator-based wireless communication[END_REF][START_REF] Purbawati | Enhanced modulation rates via field modulation in spin torque nano-oscillators[END_REF][START_REF] Ruiz-Calaforra | Frequency shift keying by current modulation in a MTJ-based STNO with high data rate[END_REF][START_REF] Litvinenko | Analog and digital phase modulation of spin torque nano-oscillators[END_REF] , broadband microwave energy harvesting [START_REF] Fang | Experimental Demonstration of Spintronic Broadband Microwave Detectors and Their Capability for Powering Nanodevices[END_REF] , frequency detection [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Louis | Low Power Microwave Signal Detection With a Spin-Torque Nano-Oscillator in the Active Self-Oscillating Regime[END_REF] , and bio-inspired networks for neuromorphic computing [START_REF] Torrejon | Neuromorphic computing with nanoscale spintronic oscillators[END_REF][START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF] .

A prominent candidate featuring multifunctionality of the mentioned capabilities are spintorque nano-oscillators (STNOs), which are in the focus of the present thesis. Possible applications are all strongly linked to the STNO's fundamental property, i.e. its non- [START_REF] Riou | Brain-inspired computing leveraging the transient non-linear dynamics of magnetic nano-oscillators[END_REF][START_REF] Talatchian | Bio-inspired computing leveraging the synchronization of magnetic nano-oscillators[END_REF] .

linearity, which describes a coupling between the oscillator's amplitude and phase [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] . It provides the basis to manifold phenomena such as injection locking to an external rf signal [START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF] , synchronization of multiple STNOs [START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] or the spin torque diode effect [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF][START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF][START_REF] Naganuma | Electrical Detection of Millimeter-Waves by Magnetic Tunnel Junctions Using Perpendicular Magnetized L10-FePd Free Layer[END_REF] . Nonlinearity furthermore enables the deployment of STNOs in networks mimicking the parallel architecture of the brain (see fig. 1.1b) in order to fulfill complex cognitive tasks, such as image or speech recognition, computationally too intensive in conventional von Neumann architectures [START_REF] Chen | Convergence of Recognition, Mining, and Synthesis Workloads and Its Implications[END_REF] (see fig. 1.1). The human brain is so far still unbeaten in terms of performance and energy consumption, not yet reached in e.g. the most prominent implementation of brain-inspired AI computation in AlphaGo [START_REF] Silver | Mastering the game of Go with deep neural networks and tree search[END_REF][START_REF] Silver | Demis: Mastering the game of Go without human knowledge[END_REF] . For comparison, the brain consumes ∼ 20 W for ∼ 10 11 neurons and 10 15 synapses [START_REF] Mack | Principles of Neural Science, Fifth Edition[END_REF] , whereas AlphaGo operates at ∼ 1 MW for 10 6 emulated neurons. Required in order to handle big data, the rise of artificial intelligence (AI) might even go beyond Industry 4.0, especially when potentially trespassing deep or reinforcement learning in the future and realizing a general AI [START_REF] ; ) Neapolitan | Artificial Intelligence[END_REF] .

However, along with the potential resulting from nonlinearity in STNOs, the latter also causes their poor spectral coherence and leads to a conversion from amplitude to phase noise [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] . Hence, it limits the oscillator's amplitude and frequency stability, and therefore its applicability in real practical devices, such as frequency emitters, detectors, sensor and also neuromorphic networks.

Thus, major challenges in the research on the promising spin torque nano-oscillators concern their noise characteristics and their ability to couple with each other in order to synchronize or perform complex dynamics. In the present thesis, exactly these two points are envisaged: Noise in a single STNO is fundamentally studied in order to obtain a more 1. Introduction profound understanding of the governing parameters. Expanding to coupled STNOs, we study the characteristics of synchronization, also regarding noise effects, and furthermore for the first time report more complex dynamics in a coupled STNO array.

Structure of the thesis

In chapters 2 & 3, we first present the general framework of the thesis providing an introduction to the physical concepts and a description of the mainly used experimental methods. We specifically concentrate on vortex based STNOs, a major representative among STNO realizations and considered as a sort of model system for nonlinear dynamics.

In chapters 4 & 5, the major advances regarding the noise characteristics of STNOs acquired within this thesis are presented. A special focus lies on 1/f flicker noise, so far not yet considered within this context. We then describe in chapter 6 a novel mode in the dynamics of a magnetic vortex, emphasizing a stochastic state probability regime. Moreover, the mode allows us to confirm a finding in the characteristics of the flicker noise stated before.

In order to reduce the noise in STNOs, we present in chpt. 7 the circuit based approach of a phase locked loop (PLL). We report a substantial reduction of phase noise towards the implementation of STNOs in actual applications and circuits. Chapters 8 & 9 subsequently mainly concentrate on the dynamics of coupled STNOs. Demonstrating synchronization in chpt. 8, we investigate the noise characteristics of the synchronized oscillators and find that along with a general improvement of the emitted rf characteristics, amplitude fluctuations can become significant, potentially limiting the scalability of STNO networks. In chpt. 9, we report for the first time more complex coupled dynamics beyond synchronization, and introduce the physical concept of emerging exceptional points. Connecting the concept of complex coupled dynamics with noiseinduced stochasticity, we argue that the findings can open up a new path in the framework of neuromorphic computing. Furthermore, the emergence of exceptional points can leverage the realization of a novel type of high sensitivity sensors. Finally, the main results of the manuscript are summarized in chapter 10 and some perspectives of the work are discussed.

2

General framework: The studied system and theoretical background

In this chapter, the purpose is to provide the general framework of the studied system and the performed analysis. We first present the basic concept of a spin torque nano oscillator (STNO) and introduce the important mechanisms for their realization. We specifically focus on magnetization dynamics and how self-sustained oscillations are maintained and described. More particularly, we introduce the Thiele formalism which treats the magnetic vortex dynamics of a vortex based STNO (STVO), a model system among different realizations of STNOs, mainly investigated within this thesis. Subsequently, a generalization for the treatment of nonlinear oscillators, the general nonlinear oscillator theory, is presented. It allows us to synthesize the oscillation dynamics through some simple parameters and further enables the treatment of the system under exposure to stochastic fluctuations and noise.

The spin torque nano oscillator

Spin torque nano oscillators (STNOs) convert magnetization dynamics into electrical rf signals by exploiting fundamental phenomena of spintronics. This mainly includes the magnetoresistive effect which most generally describes a device's resistance dependent on magnetic mechanisms. More particular, especially the GMR (giant magnetoresistance) [START_REF] Davies | Industry 4.0. Digitalisation for productivity and growth[END_REF] and TMR (tunnel magnetoresistance) [START_REF] Baur | Manufacturing's next act: Industry 4.0 is more than just a flashy catchphrase. A confluence of trends and technologies promises to reshape the way things are made[END_REF] effect are of interest in the context of STNOs.

The two effects describe the resistance of a FM/NM/FM sandwich structure associated 2. General framework: The studied system and theoretical background to the relative magnetization alignment of its two ferromagnetic layers, mainly explained by spin dependent transport due to the materials' bandstructures. The key measure in these kind of devices is its magnetoresistive ratio, further treated in chpt. 3:

xMR := R ap -R p R p , ( 2.1) 
with R ap and R p the resistance values in the parallel and antiparallel magnetization alignment of the two FMs. GMR elements -in which the non-magnetic layer (NM) is metallic -usually exhibit MR values in the ∼ 1 % order of magnitude at room temperature [START_REF] Berkowitz | Giant magnetoresistance in heterogeneous Cu-Co alloys[END_REF][START_REF] Mangin | Current-induced magnetization reversal in nanopillars with perpendicular anisotropy[END_REF][START_REF] Pandya | GMR in Excess of 10% at Room Temperature and Low Magnetic Fields in Electrodeposited Cu/Co Nano-multilayer Structures[END_REF] , whereas TMR elements -with an insulating tunnel barrier between the two FMs -can exhibit particularly higher MRs in the range of ∼ 100 % [START_REF] Merkel | Speech in the occasion of the German Day of Industry[END_REF] .

Due to these two effects, also the dynamic behavior of the magnetization can be converted into an electrical response. Assuming the magnetization of one FM fixed and of the other one free ("fixed" and "free" layer, respectively), a current passing the structure gets spin-polarized at the fixed layer and transfers a spin-torque to the magnetization of the free layer [START_REF] Ralph | Spin transfer torques[END_REF] . As further elaborated in the following sections, this spin transfer torque called effect might excite and sustain magnetization dynamics, as a part of it acts collinearly to the intrinsic magnetic damping. In figure 2.1, the basic principle of a STNO is summarized. 

Magnetization dynamics

In general, different practical realizations of STNOs exist, which enable sufficiently high current densities to overcome the natural damping through spin-torque. This mainly includes the nano-pillar geometry [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spin-polarized current[END_REF] , also used within this thesis, or nano-contacts [START_REF] Rippard | Direct-Current Induced Dynamics in Co 90 Fe 10 /Ni 80 Fe 20 Point Contacts[END_REF][START_REF] Rippard | Current-driven microwave dynamics in magnetic point contacts as a function of applied field angle[END_REF] , where the magnetization dynamics is not laterally confined. The size of the two geometries usually ranges around ∼ 10-100 nm (nano-contacts) and ∼ 100 nm (nano-pillars). Moreover, there exist different configurations in order to avoid the necessity of an external magnetic field [START_REF]The Sustainable Development Goals Report[END_REF] or to choose and control specific magnetic modes in the free layer. Through the control of any sort of magnetic anisotropy, different modes are usually implemented only by the device dimensionality favoring specific magnetic modes through the effective magnetic field in the free layer (see also the next section). Exploited magnetic modes can be of uniform [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spin-polarized current[END_REF][START_REF] Rippard | Direct-Current Induced Dynamics in Co 90 Fe 10 /Ni 80 Fe 20 Point Contacts[END_REF][START_REF] Rippard | Current-driven microwave dynamics in magnetic point contacts as a function of applied field angle[END_REF][START_REF] Nazarov | Spin transfer stimulated microwave emission in MgO magnetic tunnel junctions[END_REF][START_REF] Houssameddine | Spin transfer induced coherent microwave emission with large power from nanoscale MgO tunnel junctions[END_REF][START_REF] Kubota | Spin-Torque Oscillator Based on Magnetic Tunnel Junction with a Perpendicularly Magnetized Free Layer and In-Plane Magnetized Polarizer[END_REF][START_REF] Maehara | Large Emission Power over 2 µW with HighQFactor Obtained from Nanocontact Magnetic-Tunnel-Junction-Based Spin Torque Oscillator[END_REF] , localized (bullet [START_REF] Slavin | Spin Wave Mode Excited by Spin-Polarized Current in a Magnetic Nanocontact is a Standing Self-Localized Wave Bullet[END_REF][START_REF] Demidov | Direct observation and mapping of spin waves emitted by spin-torque nano-oscillators[END_REF] , vortex [START_REF] Mistral | Current-Driven Vortex Oscillations in Metallic Nanocontacts[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF][START_REF] Tsunegi | Microwave emission power exceeding 10 µW in spin torque vortex oscillator[END_REF] , or prospectively skyrmion [START_REF] Garcia-Sanchez | A skyrmion-based spin-torque nano-oscillator[END_REF][START_REF] Das | Skyrmion based spin-torque nano-oscillator[END_REF][START_REF] Feng | Guoping: A skyrmion-based spin-torque nano-oscillator with enhanced edge[END_REF] modes), or propagating [START_REF] Bonetti | Power and linewidth of propagating and localized modes in nanocontact spin-torque oscillators[END_REF][START_REF] Houshang | Spin transfer torque driven higher-order propagating spin waves in nano-contact magnetic tunnel junctions[END_REF] nature. Important to note that they all have an intrinsic feature of magnetization dynamics in common, which is their nonlinearity, the reason for a lot of interesting physics in and with STNOs.

Obviously, the STNO's oscillation frequency depends on the corresponding mode, whose eigenfrequencies are usually in the range of ∼ 100 MHz (for the vortex configuration) up to ∼ 65 GHz [START_REF] Bonetti | Spin torque oscillator frequency versus magnetic field angle: The prospect of operation beyond 65 GHz[END_REF] (for a uniform mode perpendicular to the plane and large out-of-plane magnetic field). Topologically stabilized and energetically well separated from other modes [START_REF] Taurel | Complete mapping of the spin-wave spectrum in a vortex-state nanodisk[END_REF] , vortex oscillators exploiting the vortex gyrotropic motion involve a larger magnetic mode volume and feature the best spectral coherence of ∼ 100 kHz among STNOs. For other excited modes operating at larger energies, mode crossing can occur and significantly narrow the mode coherence [START_REF] Muduli | Decoherence and Mode Hopping in a Magnetic Tunnel Junction Based Spin Torque Oscillator[END_REF][START_REF] Iacocca | Generation linewidth of mode-hopping spin torque oscillators[END_REF][START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF] . Logically, the STNO's output power mainly scales with the magnetoresistive ratio in GMR and TMR structures and, during the last decade, substantially evolved from 1 nW [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spin-polarized current[END_REF] up to a few µW nowadays [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF][START_REF] Tsunegi | Microwave emission power exceeding 10 µW in spin torque vortex oscillator[END_REF] , whereas GMR based elements still remain below ∼ 1 nW.

Magnetization dynamics

In this section, the basics of magnetization dynamics are introduced [START_REF] Misselhorn | Grundfragen der Maschinenethik[END_REF] . Magnetization dynamics is most fundamentally described by the important Landau-Lifshitz-Gilbert(-Slonczewski)-equation (LLG(S)-equation), which in the expansion of J.C. Slonczewski also incorporates a spin torque acting on the magnetization. In general, it is a differential [START_REF]The Sustainable Development Goals Report[END_REF] such as "wavy" spin torque [START_REF] Boulle | Shaped angular dependence of the spin-transfer torque and microwave generation without magnetic field[END_REF] , the relation of the magnetization distributions of fixed and free layer and consequently a control of the spin torque geometry [START_REF] Devolder | Spin transfer oscillators emitting microwave in zero applied magnetic field[END_REF][START_REF] Houssameddine | Spin-torque oscillator using a perpendicular polarizer and a planar free layer[END_REF][START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF][START_REF] Zeng | Ultralowcurrent-density and bias-field-free spin-transfer nano-oscillator[END_REF][START_REF] Dussaux | Large amplitude spin torque vortex oscillations at zero external field using a perpendicular spin polarizer[END_REF] , or coupled magnetization dynamics of two adjacent free layers [73,74] 5 For further reading, Refs. [START_REF] Mayergoyz | Nonlinear Magnetization Dynamics in Nanosystems[END_REF][START_REF] Sattler | Handbook of Nanophysics: Functional Nanomaterials[END_REF][START_REF] Hillebrands | Spin Dynamics in Confined Magnetic Structures I[END_REF][START_REF] Hillebrands | Spin Dynamics in Confined Magnetic Structures II[END_REF][START_REF] Buschow | Handbook of Magnetic Materials[END_REF]100] are recommended.

2. General framework: The studied system and theoretical background equation describing the dynamics of a magnetic domain in an external magnetic field. It was first set up in 1935 by L. Landau and E. M. Lifshitz [START_REF] Landau | On the theory of the dispersion of magnetic permeability in ferromagnetic bodies[END_REF] and rephrased in 1955 by T.L. Gilbert including a Rayleigh-dissipation ansatz [START_REF] Gilbert | A Lagrangian Formulation of the Gyromagnetic Equation of the Magnetization Field[END_REF]103] :

d M dt = -γµ 0 M × H ef f + α M S M × dM dt ⇔ d M dt = - γµ 0 1 + α 2 M × H ef f + αµ 0 γ (1 + α 2 )M S M × M × H ef f , ( 2.2) 
with left-hand vector multiplication by M connecting the two rows. Here, γ is the gyromagnetic ratio and µ 0 the magnetic constant. The magnetization M with saturation value M S precesses around the effective magnetic field H ef f with a damping described by the dimensionless Gilbert constant α. The effective magnetic field is composed of the contributing magnetic fields, i.e. the external, the exchange, the anisotropy, and the demagnetization field:

H ef f = H ext + H exch + H ani + H dem .
(

The first summand of (2.2) describes the magnetization precession around the effective field H ef f , the second the precession's damping. Note that the viscous Gilbert-damping is phenomenological and contains various microscopic dissipation processes [104] , such as scattering at phonons [START_REF] Suhl | Theory of the magnetic damping constant[END_REF]106] , electrons [START_REF] Liu | Origin of low Gilbert damping in half metals[END_REF] or at magnons themselves [START_REF] Kambersky | Spin-wave relaxation and phenomenological damping in ferromagnetic resonance[END_REF] .

Damping Spin-Torque 2) considering that a spin-polarized current entering the magnetic domain transfers an angular momentum to its magnetization. In this case, an extra term must be added to the LLG equation (2.2). This term was introduced first by J.C. Slonczewski in 1996 and hence, it names the expanded LLG into LLGS-equation. In general, as depicted in fig. 2.2 and further discussed in the following section, a part of the torque resulting from the transferred angular momentum is collinear to the damping torque and is therefore of either damping or antidamping nature. Being sufficiently high, the damping can even be overcome and the magnetization can steadily precess around the equilibrium or even be 2.2. Magnetization dynamics switched to a new stable state [START_REF] Ralph | Spin transfer torques[END_REF] . Obviously, the first case describes the magnetization dynamics in a spin torque nano oscillator, as already elaborated in section 2.1.

Spin-torque terms

When an electron enters a ferromagnetic layer, its magnetic moment rapidly aligns with the layer's magnetization. Because of conservation of angular momentum also the layer's magnetization is affected: a torque acts on it. This phenomenon called spin-transfereffect was first considered by L. Berger in the late 1970s [START_REF] Berger | Low-field magnetoresistance and domain drag in ferromagnets[END_REF][START_REF] Berger | Domain drag effect in the presence of variable magnetic field or variable transport current[END_REF] , who identified the s-d exchange interaction between conduction and localized electrons as underlying process [START_REF] Berger | Exchange interaction between ferromagnetic domain wall and electric current in very thin metallic films[END_REF] . In 1996, Slonczewski [START_REF] Slonczewski | Current-driven excitation of magnetic multilayers[END_REF] and Berger [START_REF] Berger | Emission of spin waves by a magnetic multilayer traversed by a current[END_REF] predicted this mechanism's control through FM/NM/FM sandwich structures, experimentally demonstrated only a few years later [114,[START_REF] Katine | Current-Driven Magnetization Reversal and Spin-Wave Excitations in Co/Cu/Co Pillars[END_REF][START_REF] Wegrowe | Current-induced magnetization reversal in magnetic nanowires[END_REF][START_REF] Huai | Observation of spin-transfer switching in deep submicron-sized and low-resistance magnetic tunnel junctions[END_REF][START_REF] Fuchs | Spin-transfer effects in nanoscale magnetic tunnel junctions[END_REF] .

More physically, the transferred spin torque must be investigated in a quantum mechanical manner, treating the spin torque transfer as an interface effect [START_REF] Ralph | Spin transfer torques[END_REF][START_REF] Stiles | Anatomy of spin-transfer torque[END_REF][START_REF] Xia | Spin torques in ferromagnetic/normal-metal Bibliography structures[END_REF][START_REF] Zwierzycki | Firstprinciples study of magnetization relaxation enhancement and spin transfer in thin magnetic films[END_REF][START_REF] Sankey | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF][START_REF] Kubota | Quantitative measurement of voltage dependence of spin-transfer torque in MgO-based magnetic tunnel junctions[END_REF][START_REF] Sun | Magnetoresistance and spin-transfer torque in magnetic tunnel junctions[END_REF][START_REF] Wang | Time-resolved measurement of spin-transfer-driven ferromagnetic resonance and spin torque in magnetic tunnel junctions[END_REF] . Assuming the electron propagating in the x-direction with wave vector k x , the incident wavefunction can be written as:

ψ in = e ikxx √ V cos θ 2 |↑ + sin θ 2 |↓ .
Here, V denotes a normalization volume. As it is depicted in fig. 2.3, θ is the angle of the electron's magnetic moment with respect to the magnetization M of the ferromagnet in the (x, M ) plane. Assuming an interface energy barrier which has a different potential height for the two spin directions (corresponding to the different bandstructures), calculating the scattering problem gives reflected and transmitted wavefunctions of the following form:

ψ r = e -ikxx √ V r ↑ cos θ 2 |↑ + r ↓ sin θ 2 |↓ ψ t = 1 √ V e ik ↑ x x t ↑ cos θ 2 |↑ + e ik ↓ x x t ↓ sin θ 2 |↓ .
The reflection and transmission coefficients r ↑,↓ and t ↑,↓ are fundamentally spin-dependent and so are the wave vectors k ↑ x and k ↓ x of the transmitted wave in the ferromagnet. The 2. General framework: The studied system and theoretical background corresponding spin current density j s can be determined through:

j s = v ⊗ s = 2m ψ * σ ⊗ ∇ψ ,
with v the velocity, s the spin density and σ the Pauli spin operator. Note that the carried quantity is not a scalar but a vectorial angular momentum. Thus, the tensor product makes j s a tensor of second order which includes both the spin and as well the propagation direction [START_REF] Sun | Definition of the spin current: The angular spin current and its physical consequences[END_REF] . Now, an essential point is that the longitudinal spin current (spin in z-direction) is conserved:

j in,xz s = j t,xz s -j r,xz s .
However, the components transverse to M are not. This discontinuity implies a torque:

τ = - A n • j s d 2 r = j s in -j s t + j s r • Aê x , (2.4) 
whereas in this description the spin flip scattering processes are neglected. Generally, the torque can be seen as the net flux of non-equilibrium spin current per time unit through the surfaces A of the material it is acting on. Here, n = êx is the surface normal and r the space integration variable.

Calculating the spin current [START_REF] Stiles | Anatomy of spin-transfer torque[END_REF][START_REF] Zwierzycki | Firstprinciples study of magnetization relaxation enhancement and spin transfer in thin magnetic films[END_REF] , one obtains that, due to the potential step at the interface, their spin x-components yield j t,x s < j in,x s . This represents a partial absorption of the transverse (to M ) magnetic moment ( µ e,⊥ ⊥ M ) by the localized magnetization M , resulting in a torque on M in the ( M,x)-plane. The second mechanism is a spatial spin precession in the transmitted spin current density j t s around M due to the spin-dependent wave vectors k ↑ = k ↓ , seen also as a precession around the exchange field of the FM. This component usually averages out after only a few atomic layers. Finally, the reflected spin current density j r s exhibits a purely quantum mechanical phenomenon: The reflected spin direction rotates with respect to the incident spin direction, proportional to ∼ r * ↑ r ↓ . The rotation occurs in the azimuthal plane and thus has a different geometry than the aforementioned mechanisms, leading to a torque on M in the ( M ,y)-plane.

In summary, the component of the incident spin current transverse to M is absorbed by M on the first nm after the interface. The resulting torque acts in the plane ( M , µ e ) formed by the magnetization and the electron's magnetic moment. Thus, it is called in-2.2. Magnetization dynamics plane, antidamping, or Slonczewski torque τ Sl . Geometrically, its direction is described by τ Sl ∼ m × ( m × ê µe ) with m the unit vector of the magnetization. The spin rotation of the reflected electrons leads to a torque normal to the plane ( M , µ e ). Thus, it is called out-of-plane or more commonly field-like torque τ f l and is geometrically described by τ f l ∼ ( m × ê µe ). Equ. (2.4) can be approximated as:

τ ≈ j s in,⊥ + j s r,⊥ • Aê x .
Usually, in (2.4), the calculation has to be performed over all contributing electrons from the Fermi surface [START_REF] Stiles | Anatomy of spin-transfer torque[END_REF][START_REF] Xia | Spin torques in ferromagnetic/normal-metal Bibliography structures[END_REF][START_REF] Zwierzycki | Firstprinciples study of magnetization relaxation enhancement and spin transfer in thin magnetic films[END_REF] . This is particularly important when considering a metal/ferromagnet bilayer, as nominally in GMR based structures. Here, the effect of spin rotation is mainly cancelled out due to the widespread k-vectors implying a large range of rotation angles [START_REF] Stiles | Anatomy of spin-transfer torque[END_REF] . Regarding an insulator/ferromagnet bilayer, as in TMR based elements, this is not the case as only electrons from a very small part of the Fermi surface contribute. The tunneling probabilites decay exponentially with the barrier thickness and thus, the shortest tunneling path is usually highly preferential leading to k ≈ k x . The resulting field-like torque can therefore be assumed negligible in GMR structures, but can be considerably remarkable in TMR junctions [START_REF] Sankey | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF][START_REF] Kubota | Quantitative measurement of voltage dependence of spin-transfer torque in MgO-based magnetic tunnel junctions[END_REF][START_REF] Sun | Magnetoresistance and spin-transfer torque in magnetic tunnel junctions[END_REF] .

The transferred magnetic moment of all spin polarized electrons dN = PIdt/e on the magnetization M with volume V , can now be written as:

d M dt Sl = γ τ Sl = P γ 2e I V • m × ( m × ê µe ) = P γ 2e j e d • m × ( m × ê µe ) = a j j e M S • m × ( m × ê µe ) , (2.5) 
for the Slonczewski torque and for the field-like torque:

d M dt f l = γ τ f l = b j j e M s • ( m × ê µe ) . ( 2 

.6)

P is the spin polarization of the charge current I with current density j e and d is the thickness of the ferromagnetic layer. The magnetic moment of a single electron is γ /2 with γ the gyromagnetic ratio [START_REF] Haken | Atomic and Quantum Physics[END_REF] . We define the torque efficiencies a j and b j = ξ f l a j of Slonczewski and field-like torque, respectively [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] . The ratio ξ f l describes the contribution of τ f l compared to τ Sl and is usually between 0.1 and 0.4 in magnetic tunnel junctions [START_REF] Sankey | Measurement of the spin-transfer-torque vector in magnetic tunnel junctions[END_REF][START_REF] Kubota | Quantitative measurement of voltage dependence of spin-transfer torque in MgO-based magnetic tunnel junctions[END_REF][START_REF] Chanthbouala | Vertical-current-induced domain-wall motion in MgO-based magnetic tunnel junctions with low current densities[END_REF] .

2. General framework: The studied system and theoretical background

As mentionned above, the torque terms can be added to the LLG equation (2.2). The resulting LLGS equation can be written for the case of small dissipation (α 2 terms vanish):

d M dt = -γµ 0 M × H ef f + αµ 0 γM S H ef f m × m × ê H ef f + γ τ Sl + γ τ f l . (2.7)
Attentively regarding the terms, the Slonczewski torque γ τ Sl is collinear to the damping term for ê µe ||ê H ef f . Thus, an effective damping can be directly determined:

α = α + j e • a j γµ 0 H ef f . (2.8)
The field-like term shows the same geometry as the precession term and can therefore be understood as an extra magnetic field contribution and added to H ef f H ef fb j j e /(γµ 0 )ê µe .

The spin torque vortex oscillator: gyrotropic vortex motion and Thiele equation

As mentionned already in section 2.1, different magnetic modes can define the magnetization dynamics inside a spin torque nano oscillator. In this thesis, we mainly restrict ourselves to the dynamic motion of a magnetic vortex which is, in its most fundamental form, the gyrotropic circular motion of the vortex core around a geometrically defined center.

Figure 2.4.:

Representation of the magnetization distribution of a magnetic vortex in a disk. Adapted from [START_REF] Locatelli | Dynamique par transfert de spin et synchronisation d'oscillateurs couplés à base de vortex magnétiques[END_REF] .

Generally, a magnetic vortex forms in thin films and laterally confined structures of typically a few hundred nanometers up to a few micrometers in size possessing a certain symmetry, such as squares [131,[START_REF] Stoll | High-resolution imaging of fast magnetization dynamics in magnetic nanostructures[END_REF][START_REF] Perzlmaier | Spin-Wave Eigenmodes of Permalloy Squares with a Closure Domain Structure[END_REF][START_REF] Raabe | Quantitative Analysis of Magnetic Excitations in Landau Flux-Closure Structures Using Synchrotron-Radiation Microscopy[END_REF][START_REF] Breitenstein | Stray field of a Landau magnetization pattern[END_REF][START_REF] Yakata | Chirality control of magnetic vortex in a square Py dot using current-induced Oersted field[END_REF] or disks [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF][START_REF] Metlov | Stability of magnetic vortex in soft magnetic nano-sized circular cylinder[END_REF][START_REF] Metlov | Quasiuniform magnetization state in soft ferromagnetic nanocylinders[END_REF][START_REF] Guslienko | Vortex state stability in soft magnetic cylindrical nanodots[END_REF][START_REF] Guslienko | Vortex state stability in soft magnetic cylindrical nanodots[END_REF][START_REF] Hehn | Nanoscale Magnetic Domains in Mesoscopic Magnets[END_REF][START_REF] Cowburn | Single-Domain Circular Nanomagnets[END_REF][START_REF] Ross | Micromagnetic behavior of electrodeposited cylinder arrays[END_REF] . The relation between magnetic energy terms leads to a curling magnetic distribution parallel to the film's plane due to the demagnetization energy and a small region in the center where the magnetization points out-of-plane due to the exchange energy. The magnetization distribution of such a structure is schematically shown in fig. 2. 4 and can be characterized by the polarity P = ±1 of the vortex core and the chirality C = ±1 of its 2.3. The spin torque vortex oscillator: gyrotropic vortex motion and Thiele equation body. Corresponding to the involved energy terms, the stability of a vortex is determined by material properties through the exchange interaction, and the confined structure's dimensionality, i.e. for a disk its radius and the film thickness, studied theoretically in Refs. [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF][START_REF] Metlov | Stability of magnetic vortex in soft magnetic nano-sized circular cylinder[END_REF][START_REF] Metlov | Quasiuniform magnetization state in soft ferromagnetic nanocylinders[END_REF][START_REF] Guslienko | Vortex state stability in soft magnetic cylindrical nanodots[END_REF][START_REF] Usov | Modeling of equilibrium magnetization structures in fine ferromagnetic particles with uniaxial anisotropy[END_REF][START_REF] Guslienko | Evolution and stability of a magnetic vortex in a small cylindrical ferromagnetic particle under applied field[END_REF][START_REF] Scholz | Transition from single-domain to vortex state in soft magnetic cylindrical nanodots[END_REF] and experimentally in Refs. [START_REF] Hehn | Nanoscale Magnetic Domains in Mesoscopic Magnets[END_REF][START_REF] Cowburn | Single-Domain Circular Nanomagnets[END_REF][START_REF] Ross | Micromagnetic behavior of electrodeposited cylinder arrays[END_REF][START_REF] Hengstmann | Stray-field investigation on permalloy nanodisks[END_REF][START_REF] Schneider | Stability of magnetic vortices in flat submicron permalloy cylinders[END_REF] by also identifying a magnetic phase diagram.

In terms of magnetic dynamics, the vortex system can exhibit different precessional modes [START_REF] Taurel | Complete mapping of the spin-wave spectrum in a vortex-state nanodisk[END_REF][START_REF] Novosad | Spin excitations of magnetic vortices in ferromagnetic nanodots[END_REF][START_REF] Choe | Vortex Core-Driven Magnetization Dynamics[END_REF][START_REF] Buess | Fourier Transform Imaging of Spin Vortex Eigenmodes[END_REF][START_REF] Guslienko | Vortex-state oscillations in soft magnetic cylindrical dots[END_REF][START_REF] Ivanov | High Frequency Modes in Vortex-State Nanomagnets[END_REF] . Those might correspond to radial or azimuthal precessions principally outside the vortex core and usually being of higher order at frequencies of typically a few GHz. However, the most fundamental mode, being relatively low in energy compared to higher order modes, is the gyrotropic mode. It corresponds to a direct precession of the vortex core around its stable position at the center of the disk in a circular shaped geometry. As its sustained oscillation represents a good spectral coherence, is deterministically sufficiently well understood and relatively simple to describe -as will be shown in the following -, the magnetic vortex motion serves as a kind of model system for magnetic dynamics. It is studied invoking the Thiele equation of motion [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF][START_REF] Thiele | Applications of the gyrocoupling vector and dissipation dyadic in the dynamics of magnetic domains[END_REF] . This formalism describes the dynamics of a soliton and therefore assumes a dynamic rigid, shape-conserving magnetization distribution, which is reduced to only the position of the vortex core. Note that these assumptions are not globally valid [START_REF] Misselhorn | Artificial Morality. Concepts, Issues and Challenges[END_REF] , but however, the theory describes the gyrotropic motion notably well.

The general equation of magnetization dynamics (2.7) is projected on a spherical basis in the ferromagnetic disk. Through the effective magnetic field H ef f = -( 1 /µ 0 ) ∂ /∂ M , with the free energy, the equation can then be written as a local energy variation ∂ /∂ M , which has to be integrated over the whole disk volume. At this point, the soliton assumption comes in and the integration can be simplified by expressing energy variations and the magnetization distribution only by the position of the (massless) vortex core7 X. The Thiele equation is then written as follows:

G × d X dt -D X d X dt - ∂W X, I STO (t) ∂ X + F ST T X, I STO (t) = 0 . (2.9)
Here, G denotes the gyrovector, D the damping tensor, W the potential energy of the vortex, F ST T the spin-transfer force, and I STO the current inside the system potentially including dc and rf components.

2. General framework: The studied system and theoretical background In similarity to the LLGS equation (2.7) from above and represented here in fig.

2.5, the terms of the Thiele equation can be identified with forces acting on the vortex core and hence, are defining the dynamic behavior: The first term in (2.9) corresponds to the gyroforce, which describes the rotational motion of the vortex core around its equilibrium position at the disk center. The damping term acts opposed to the vortex core velocity and can be seen as a viscous dissipation of its trajectory. Opposing the gyroforce, the potential energy term invokes geometric confinement contributions due to the magnetostatic energy and the Zeeman interaction with the Oersted field created by a current through the disk. Its force directs to the center where the potential energy is reduced. The last term in eq. (2.9) is, again similar to the LLGS equation (2.7), the important term to drive the dynamics. As before, a spin polarized current transfers a magnetic angular momentum resulting in a torque on the free layer magnetization which can, depending on the current direction through the layer system, act collinearly to the system's damping. Note that the damping/anti-damping contribution again corresponds to the Slonczewski component of the spin torque, whereas other components usually act as an additional magnetic field. In the following, the different terms are presented more in detail, and analytical expressions are given.

The gyroforce

Regarding the necessary volume integration in the evaluation of eq. (2.9) as mentioned above, it becomes clear that the spatial distribution of the magnetization plays a fundamental role in the calculus; different approaches are discussed in Ref. [158] . Considering a simple model described by Usov et al. [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF] , assuming the magnetization distribution only 2.3. The spin torque vortex oscillator: gyrotropic vortex motion and Thiele equation in the vortex core, the volume integration gives for the gyrovector:

G = M S γ V sin(θ) ∇ϕ × ∇θ dV = -2πP d M s γ êz = -P • Gê z ,
with θ and ϕ the spherical coordinates of the vortex core's local magnetization, P the vortex core polarity, and êz the unit vector pointing perpendicular to the disk layer of thickness d. The gyrovector magnitude G ≡ G 0 = 2πdM S /γ from above is evaluated without applied magnetic field. Taking an out-of-plane field into account, the magnetization's gradient ∇θ changes. The gyrovector magnitude is in this case expressed by [START_REF] Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF][START_REF] Yoo | Perpendicular-bias-field-dependent vortexgyration eigenfrequency[END_REF] :

G(H ⊥ ) = G 0 (1 -P cos(θ 0 )) ,
with θ 0 the polar angle of the magnetization in the vortex body with respect to the surface normal. In good approximation, it can be identified through the normalized perpendicular magnetization in the body:

m z,body ≈ cos(θ 0 ) = H ⊥ H S = H ⊥ µ 0 M S =: h .

The damping force

The gyrovector can be calculated with sufficient precision by assuming a rigid vortex with the entire magnetization distribution of interest limited to the vortex core [START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF] . However, the situation for the tensorial damping is more complex and especially demands considering a more exact magnetization distribution8 which also takes the planar components into account. Exploiting an ansatz which analyses the energy dissipation within one complete tour of the vortex trajectory [START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF] , the dissipation tensor can be expressed up to the 2nd order as [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] :

D( X) = α M S γ V ∇θ 2 + sin 2 (θ) ∇ϕ 2 dV = D 1 + ξs 2 + O(s 4 ) , (2.10)
2. General framework: The studied system and theoretical background with [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] :

D = D 0 (b) sin 2 (θ 0 ) = απdM s γ ln R 2b - 1 4 • sin 2 (θ 0 ) . (2.11)
Here, D 0 denotes the linear damping magnitude and ξ = 0.6 describes the damping's nonlinearity coefficient [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Khvalkovskiy | Nonuniformity of a planar polarizer for spin-transfer-induced vortex oscillations at zero field[END_REF] in the gyration amplitude s = r/R normalized to the disk radius R. The sin 2 (θ 0 ) = 1-(H ⊥ /H S ) 2 term scales with the in-plane magnetization and reflects, similar to the case of the gyrovector from above, the presence of an applied out-of-plane field. The vortex core radius b(H ⊥ ) can in general be found by minimizing the energy terms in the magnetic disk [START_REF] Feynman | There's plenty of room at the bottom[END_REF] and also depends on the applied field. In good approximation, it is in typical disks of a few nanometers in thickness and ∼ 100 nm in radius [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF][START_REF] Usov | Magnetization curling in a fine cylindrical particle[END_REF] :

b ≈ 2l e exp(1.19H ⊥ /H S )
, with l e the material's exchange length. Note that in the examination of (2.10,2.11), dissipation inside the vortex core has been neglected. Moreover, the phenomenological Gilbert damping α is principally modified compared to the case of a uniform magnetization distribution, where α is usually evaluated for [START_REF] Zhang | Generalization of the Landau-Lifshitz-Gilbert Equation for Conducting Ferromagnets[END_REF][START_REF] Weindler | Magnetic Damping: Domain Wall Dynamics versus Local Ferromagnetic Resonance[END_REF][START_REF] Kim | Role of nonlinear anisotropic damping in the magnetization dynamics of topological solitons[END_REF] .

The confinement force

The potential energy is determined by the magnetostatic W ms and the Zeeman energy W Oe due to the created Oersted field:

W = W ms + W Oe .
The calculation of the contributions is performed evaluating the corresponding energy integrals, and can be found more detailed in Refs. [START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF]158,[START_REF] Guslienko | Magnetic Vortex Core Dynamics in Cylindrical Ferromagnetic Dots[END_REF] . For the magnetostatic energy, a series expansion gives:

W ms = 1 2 κ ms r 2 + 1 4 κ ms r 4 R 2 + O(r 6 ) .
It can be understood as the planar magnetization modification creating magnetic volume charges when the vortex core moves. Again, as already for the damping term, a more complex model for the magnetization distribution is chosen, and the magnetostatic 2.3. The spin torque vortex oscillator: gyrotropic vortex motion and Thiele equation confinement coefficients are calculated to 10 [158] :

κ ms ≈ κ ms,0 sin 2 (θ 0 ) = 10 9 µ 0 M 2 S d 2 R sin 2 (θ 0 ) and κ ms ≈ 1 4 κ ms .
Here, κ ms,0 describes the term at H ⊥ = 0, and is expanded relative to the planar magnetization component when an out-of-plane field is applied [START_REF] Loubens | Bistability of Vortex Core Dynamics in a Single Perpendicularly Magnetized Nanodisk[END_REF] .

Normal to the surface plane, a charge current flows through the layer system intended to induce a spin torque on the vortex distribution. The moving charges create an Oersted field which interacts with the magnetization. This results in a Zeeman energy term W Oe = -V H Oe M dV , where again, a more complex model for the magnetization distribution must be considered. In a polynomial expression, it can be determined to [START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF] :

W Oe = 1 2 κ Oe Cj • s 2 + 1 4 κ Oe Cj • s 4 R 2 + O(s 6 ) , (2.12)
with the Oersted field confinement terms:

κ Oe = κ Oe,0 sin(θ 0 ) = 0.85µ 0 M S Rd sin(θ 0 ) and κ Oe = - 1 2 κ Oe .
Regarding the upper equation (2.12), it is obvious that the vortex chirality C relative to the current direction ±|j| plays an important role evaluating the Oersted field confinement force. In total, the confinement force can be written as:

- dW d X = -κ 1 + ζs 2 • X ,
with κ (1 + ζs 2 ) the confinement stiffness including a linear part κ and its nonlinearity factor ζ, defined as follows:

κ = κ ms + Cκ Oe j and ζ = κ ms + Cκ Oe j κ ms + Cκ Oe j .

The spin transfer force

Similar to the damping force term, the spin-transfer force can be calculated choosing an energy dissipation ansatz regarding a complete turn of the vortex core [START_REF] Khvalkovskiy | Vortex oscillations induced by spin-polarized current in a magnetic nanopillar: Analytical versus micromagnetic calculations[END_REF] . It can be 2. General framework: The studied system and theoretical background expressed as [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] :

F ST T = - a j jM S γ ∂ t X V P ϕ ∇θ -P θ sin(θ) ∇ϕ dV .
In general, the spin torque depends on the magnetic distribution not only of the vortex layer, but also of the polarizer which defines the alignment of the spin-polarized current.

The force can be split into its components, which include the Slonczewski and the field-like torque:

F ST T = F ⊥ Sl + F Sl + F f l . (2.13)
Furthermore, the Slonczewski torque is composed of a perpendicular and a parallel part, designated after its underlying spin polarization directions relative to the surface plane.

Only the perpendicular force F ⊥ Sl acts collinear to the damping term, as depicted in fig. 2.5. It originates from the z-component of the injected polarized current and hence, it depends on the polarizer's magnetization perpendicular to the plane. The parallel Slonczewski torque F Sl is caused by the x and y spin polarization component in the plane and acts on the dynamics of the free layer as a constant applied in-plane magnetic field, similar to the field-like force F f l [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] . Note that the field-like force F ⊥ f l corresponding to the z spin polarization component is small and results in a negligible deformation of the vortex shape. The different relevant terms can be expressed as [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] :

F ⊥ Sl = F ⊥ Sl,0 sin 2 (θ 0 ) = κ ⊥ P z j êz × X sin 2 (θ 0 ) with κ ⊥ = a j M S γ πd , F Sl = a j γ πM S d CbP x,y jê x,y , F f l = 2 3 πCR • ξ f l a j dM S γ sin 2 (θ 0 )jê x,y .
The trigonometric functions again account for an applied out-of-plane field. Note that the field dependence is also included in the vortex core radius b = b(H ⊥ ) and the current polarization:

P z = H ⊥ µ 0 M P ol S ,
with M P ol S the saturation magnetization of the polarizer. An important consequence is that there must obviously exist an out-of-plane spin current polarization component 2.3. The spin torque vortex oscillator: gyrotropic vortex motion and Thiele equation p z to counteract the damping and to drive self-sustained oscillations [START_REF] Pribiag | Magnetic vortex oscillator driven by d.c. spin-polarized current[END_REF] . Dynamically, the energy dissipation of the in-plane forces F Sl as well as F f l average out for a complete gyration period of the vortex core in the case of a uniform fixed spin polarization.

Nonlinear analytical model of the Thiele equation

Taking all the elaborated force terms of the Thiele equation (2.9) together, the dynamics of the vortex core can be described by the dynamics of its (normalized) amplitude s and its phase φ in the 2D plane of the ferromagnetic disk [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] :

ds dt = D 0 κs G 2     a j jG D 0 κ -1 joc + (ζ + ξ) s 2     dφ dt = κ G 1 + ζs 2 , ( 2.14) 
with parameters as described above and the introduced overcritical current j oc . It is to be noted that the dynamics is fundamentally nonlinear. Particularly, the nonlinearities of the confinement, i.e. magnetostatic and Oersted Zeeman energies, govern the frequency dependence, as the damping can be neglected here (as D [START_REF] Baur | Manufacturing's next act: Industry 4.0 is more than just a flashy catchphrase. A confluence of trends and technologies promises to reshape the way things are made[END_REF] G 2 , see Ref. [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] ). Furthermore, the resonance frequency is determined by the regime of the applied current: If the current is below the critical current j ≤ j c , the overcritical current is j oc = a j jG D 0 κ(j) -1 ≤ 0. Hence, there is only one steady solution, s 0 = 0 and φ0 = κ/G, and the vortex resonance frequency is specified to ω 0 = κ(j)/G. For j > j c , the nonlinearity of the parameter j oc in j becomes important, especially because of κ ≡ κ(j). In the regime of large-amplitude spin-transfer vortex gyration, the frequency and the amplitude are therefore specified by:

ω = ω 0 1 + j oc ζ ζ + ξ s = j oc ζ + ξ .
Although the presented model includes a few assumptions and approximations, the obtained results describe the vortex dynamics notably well and mainly agree with experimental observations and micromagnetic simulations [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] .

2. General framework: The studied system and theoretical background

Nonlinear auto-oscillator model

The general nonlinear auto-oscillator theory [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Tiberkevich | Microwave power generated by a spin-torque oscillator in the presence of noise[END_REF][START_REF] Slavin | Excitation of Spin Waves by Spin-Polarized Current in Magnetic Nano-Structures[END_REF] is a universal theoretical approach for nonlinear oscillators in general and spin torque nano oscillators (STNOs) in particular. Among different models for the description of the nonlinear magnetization dynamics in spin-torque oscillators including external instabilities [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF]169,[START_REF] Mizushima | Phase and amplitude noise spectra in spin-transfer nano-oscillators[END_REF][START_REF] Silva | Theory of Thermally Induced Phase Noise in Spin Torque Oscillators for a High-Symmetry Case[END_REF] , it is an extremely succesful approach, indeed because of its simplicity and furthermore, because of its universality. Along with the possibility to describe several types of oscillators (electrical LCoscillator, pendulum, etc.) on an equal footing within the model, it is adapted to consider fluctuations and as well external stimuli, such as an applied rf signal only through an additive force term.

For STNOs, the model can be derived from the Landau-Lifshitz-Gilbert-Slonczewski equation and describes the deterministic dynamics of the nonlinear oscillator through the complex oscillation amplitude c(t) = p(t)e iφ(t) with signal power p(t):

dc dt + iω(|c| 2 )c + Γ + (|c| 2 )c -Γ -(|c| 2 )c = f (t) . (2.15)
In this model, the gyrotropic motion of the vortex core (as described above) can be identified through oscillation amplitude a(t) = p(t) ∼ s(t) and phase φ(t) of the complex variable c(t). ω hereby denotes the oscillation's angular frequency, Γ + the positive damping rate representing the losses of the system, and Γ -the negative damping rate representing the system's gain. f (t) is a phenomenological term, which allows a description of the system's interaction with the environment. That mainly includes different noise-processes, which make equation (2.15) a nonlinear stochastic Langevin equation, but also external stimuli such as a rf current or field. Note that in general, the terms in eq. (2.15) depend on c and are therefore a priori nonlinear. Regarding a spin-torque oscillator, a comparison with the LLGS or the Thiele formalism directly identifies the physical origins of the phenomenological terms in (2.15), see e.g. Ref. [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] for a uniform STNO, or Ref. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] for a STVO. Assuming an isolated system, i.e. f (t) = 0, inserting the explicit form of the complex oscillation amplitude c(t) and separating (2.15) in real and imaginary space gives the 2.4. Nonlinear auto-oscillator model dynamics of the power p(t) and the phase φ(t) in a system of coupled differential equations:

dp dt = -2 [Γ + (p) -Γ -(p)] Γ eff (p) p (2.16
)

dφ dt = -ω(p) .
(2.17)

Along with the trivial solution p 0 = 0 of eq. (2.16), when the oscillator is overdamped, autooscillations are described by the stable solution c 0 (t) = √ p 0 e iφ 0 (t) , defining a limit cycle. In this case, the gain (for a STNO due to the spin transfer torque) sustains the oscillation. The damping terms then ensure a stable trajectory and verify:

Γ + (p 0 ) = Γ -(p 0 ) . (2.

18)

If p 0 = 0, it is usually Γ + > Γ -and the system is overdamped. When evaluated at p 0 = 0, relation (2.18) therefore defines the critical point for oscillations.

In spin-torque oscillators, the dependences of the nonlinear magnitudes ω(p) and Γ ± (p) are usually complicated to determine (see previous section 2.3) and are often extracted from numerical simulations. However, they can be approximated in first order by a Taylor expansion [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] :

ω(p) ≈ ω 0 + N p (2.19a) Γ + (p) ≈ Γ 0 (1 + Qp) (2.19b) Γ -(p) ≈ σI(1 -p) . (2.19c)
Here, the parameters N and Q are the nonlinear frequency shift and the nonlinear damping coefficient, respectively, additional to the resonance frequency ω 0 and the constant damping contribution Γ 0 . The parameter σ is proportional to the spin-torque strength counteracting the damping. Together with (2.18), these expressions give a first estimate for the critical current I c , and as well for the stationary power p 0 :

I c = Γ 0 σ p 0 = I/I c -1 I/I c + Q . (2.20)
In general, the oscillator frequency ω is quasi independent of the oscillation power p 0 . However, this is not the case for spin torque oscillators, as already concluded within the 2. General framework: The studied system and theoretical background Thiele model above. We will refer to the former as quasi-linear and to the latter as nonlinear, or strongly nonlinear oscillators11 .

Stability of the limit cycle

To study the stability of the stable solutions in the presence of small perturbations δp p 0 , eq. (2.16) is linearized around p 0 : The solution of the differential equation directly identifies the characteristic relaxation rate Γ p = πf p = dΓ + dp (p 0 ) -dΓ - dp (p 0 ) p 0 of the power deviations back to the stable trajectory. It must fulfill Γ p > 0 in order to describe a convergent solution.

d(δp) dt + 2 • dΓ eff dp p 0 p 0 =:Γp •δp = 0 ⇔ δp(t) = δp 0 e -2Γpt .
In figure 2.6, the limit cycle representation of the stable trajectory c 0 (t) is shown. The depicted stream lines indicate the back relaxation of any deviation from the limit cycle with relaxation time τ p = 1/(2Γ p ). In general, it can be easily verified that the relaxation rate of the power fluctuations is equivalent to the relaxation rate of amplitude fluctuations δa = δp/(2a 0 ).

In the vicinity of p 0 , the linearization of the relations (2. 19) is particularly meaningful. In fig. 2.7, we show the typical evolution of the damping terms and the frequency around p 0 . Regarding fig. 2.7a, it becomes clear that any deviation from the limit cycle relaxes back, since either the gain or the natural damping predominates off-equilibrium. p 0 as:

N = ∂ω ∂p p 0 .
It is important to note here, that this parameter is an expression of the key property of spin-torque oscillators. It connects the oscillation power to the oscillator frequency. In other words, the oscillator's amplitude and phase are coupled by the nonlinear frequency shift N . In contrast to the majority of conventional autooscillators, N is significantly large in STNOs [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF]172,[START_REF] Bianchini | Direct experimental measurement of phase-amplitude coupling in spin torque oscillators[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] . Again from fig. 2.7, it can furthermore be seen that any fluctuation in the oscillation power p also leads to a fluctuation in the frequency ω. We introduce the relative influence of the nonlinear frequency shift N compared to the nonlinear damping coefficient, and will in the following refer to this magnitude as the nonlinear parameter ν. It takes also the power perturbation dynamics into account and represents the characteristic conversion coefficient between power and phase fluctuations:

ν = N Γ p p 0 .
In conventional oscillators, it is usually |ν| 1, whereas in STNOs, |ν| ≥ 1 is typically found [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF]172,[START_REF] Bianchini | Direct experimental measurement of phase-amplitude coupling in spin torque oscillators[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] .

2. General framework: The studied system and theoretical background

Noise formalism

The presence of noise can be relatively easily studied within the nonlinear auto-oscillator framework introduced in section 2.4: The fundamental nonlinear auto-oscillator equation (see eq. (2.15)) is simply expanded by an interaction with the environment. This is realized by the phenomenological term f (t) ≡ f n (t) which in this case represents the energy echange with the thermal bath, if considering thermal noise. In principle, it can also account for different noise processes what will be further elaborated in chapter 4. As f n (t) is a stochastic term, eq. ( 2.15) has now the form of a nonlinear stochastic Langevin differential equation [START_REF] Coffey | The Langevin Equation: With Applications in Physics[END_REF] .

In the following, we assume f n (t) to be a stationary, ergodic process. Basically, this translates to a process whose probability distribution does not change when the time is shifted. Consequently, parameters such as mean and variance are well-defined and do not change over time neither. Moreover, the system's average in time is equivalent to the average over the probability space.

Thermal noise is usually considered as white noise, i.e. frequency independent. Furthermore, it is assumed to be Gaussian and centered around zero. Thus, the stochastic process is entirely defined by its mean and variance and the 2nd order moments verify:

f n (t)f n (t ) = 0 and f ni (t)f * nj (t ) = 2D n (p)δ ij δ(t -t ) , (2.21)
where D n is considered as a diffusion constant which characterizes the noise amplitude and takes the ratio between thermal and system energy into account [START_REF] Gibney | Hello quantum world! Google publishes landmark quantum supremacy claim[END_REF] . Note that the above relations are only partly valid in the case of colored noise which is not uncorrelated [START_REF]Noise in Nonlinear Dynamical Systems[END_REF] , as further treated in chpts. 4 & 5. In order to obtain the differential equations describing the fluctuation dynamics, we rewrite the nonlinear auto-oscillator equation (2.15) explicitly as a function of the oscillation power p and its phase φ, including the noise process f n :

ṗ 2 √ p + i √ p φ + iω √ p + Γ eff √ p = f n • e -iφ . (2.22)
For clarity, we omit the parameters' dependences. In general, perturbations are small, so 2.5. Noise formalism that p = p 0 + δp with δp p 0 . Thus, we can linearize eq. (2.22) around p 0 :

i √ p 0 φ + iω g √ p 0 =0 + i φ 2 √ p 0 δp + i ω g 2 √ p 0 δp =0 +iN √ p 0 δp + Γ p √ p 0 δp - φ√ p 0 δφ -ω g √ p 0 δφ =0 + 1 2 √ p 0 (δp) + i √ p 0 (δφ) = f n e -iφ .
(2.23)

Here, we use that Γ eff | p 0 = 0, N = dω(p)/dp, and φ = -ω 0 , with ω g = ω(p 0 ) the generation frequency. Note that the noise term f n e -iφ in general has the same stochastic properties as f n alone. We now separate real and imaginary space and introduce the noise processes g n (t) = f n (t)e -iφ(t) and h n (t) = f n (t)e -iφ(t) , assumed to act independently on amplitude and phase. One obtains the basic differential equations for the fluctuations [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Tiberkevich | Temperature dependence of nonlinear auto-oscillator linewidths: Application to spin-torque nano-oscillators[END_REF] :

d(δp) dt + 2πf p δp(t) = 2 √ p 0 g n (t) (2.24) d(δφ) dt = 1 √ p 0 h n (t) -N δp(t) . ( 2.25) 
The processes g n (t) and h n (t) exhibit the same stochastic properties as the Gaussian process f n (t), given by the relations (2.21). It is noted that particularly their autocorrelation is characterized by the same diffusion constant D n as in (2.21). Since the stochastic equations (2.24 -2.25) are linearized, also δp(t) and δφ(t) are thus Gaussian. For convenience, we above replaced the relaxation rate by a relaxation frequency f p = Γ p /π.

Autocorrelation of power fluctuations

Solving the system of equations (2.24-2.25), the integral solutions are for the power and phase fluctuations, respectively:

δp(t) = 2 √ p 0 t -∞ g n (t )e -2Γp(t-t ) dt δφ(t) = t -∞ 1 √ p 0 h n (t ) -N δp(t ) dt ,
2. General framework: The studied system and theoretical background which can be evaluated through the definition of the autocorrelation function [START_REF] Bronstein | Taschenbuch der Mathematik. 7. vollständig überarbeitete und ergänzte Auflage[END_REF] :

K x (τ ) = lim T →∞ 1 T T 0 x(t) • x * (t + τ )dt . (2.26)
Taking the explicit properties eq. (2.21) of the stochastic processes into account, the autocorrelation function of the power fluctuations δp(t) can be easily calculated [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Tiberkevich | Temperature dependence of nonlinear auto-oscillator linewidths: Application to spin-torque nano-oscillators[END_REF] : 

K δp (t) = p 0 |g n | 2 πf p • e -2πfpt = 2D n p 0 πf p • e -2πfpt ≡ 4p 0 K δa (t) . ( 2 

Power spectral density of amplitude and phase noise

Performing a Fourier transform of eqs. (2.24-2.25) and consequently solving in the frequency space, the harmonic response at frequency f of the system can be expressed as:

δp(f ) = √ p 0 πf p + iπf • g n (f )
and

δφ(f ) = 1 2πif √ p 0 h n (f ) - N 2πif δp(f ) .
The power spectral density (PSD) S x (f ) of a magnitude x corresponds to the spectral repartition of the fluctuations' power and is given by:

S x (f ) = |x(f )| 2 .

Noise formalism

Thus, we can calculate the noise PSD of the normalized amplitude fluctuations δ = δa/a 0 = δp/(2a 2 0 ) = δp/(2p 0 ) and of the phase fluctuations δφ, respectively:

S δ (f ) = δa(f ) a 0 2 ≡ |δp(f )| 4p 2 0 = |g n (f )| 2 4p 0 • 1 (πf p ) 2 + (πf ) 2 ,
(2.28)

S δφ (f ) = |h n (f )| 2 2πf √ p 0 2 + N p 0 πf 2 S δ (f ) = |h n (f )| 2 2πf √ p 0 2 + νf p f 2 S δ (f ) . (2.29)
In the following, we will refer to eq. (2.28) as amplitude noise and to eq. (2.29) as phase noise with units 1/Hz and rad 2 /Hz, respectively. It is to be particularly noted that, as a consequence of a strong nonlinearity expressed by the parameter ν, amplitude noise is converted into phase noise. Hence, the phase noise is strongly enhanced in nonlinear oscillators such as STNOs [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Bianchini | Direct experimental measurement of phase-amplitude coupling in spin torque oscillators[END_REF] , further elaborated and measured in section 4.

To obtain the power spectral density

S hn (f ) = S gn (f ) = |g n (f )| 2 = |h n (f )| 2 of
the initial thermal noise processes g n and h n , the Wiener-Khintchine theorem is applied [START_REF] Locatelli | Spin-torque building blocks[END_REF] . It connects the autocorrelation function with the power spectral density of a continuous signal underlying a stationary stochastic process. Thus, the PSD of the initial thermal noise process with autocorrelation given by (2.21) yields:

S gn,hn = 2D n ,
with the diffusion constant D n given below (eq. (2.33) for the oscillation regime). Note that this relation reveals the basic definition of a thermal white noise process: It is frequency-independent -as implied by the term "white". Noise processes with explicit frequency dependence are generally called "colored".

Power probability density and diffusion constant for thermal fluctuations

Stochastic Langevin equations can in general be treated within the Fokker-Planck formalism [START_REF]Noise in Nonlinear Dynamical Systems[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] which describes the time evolution of a probability density function under action of drift and diffusion. Note that for vanishing drift and constant diffusion, the Fokker-Planck equation is equivalent to the classical diffusion equation. We transform eq.

2.

General framework: The studied system and theoretical background (2.15) into a Fokker-Planck equation of probability density P(p,φ,t):

∂P ∂t - ∂ ∂p (2pΓ eff P) -ω ∂P ∂φ = ∂ ∂p 2pD n ∂P ∂p + ∂ ∂φ D n 2p ∂P ∂φ .
(2.30)

The Fokker-Planck equation describes the macroscopic properties of a stochastic system. It is deterministic and linear, in contrast to the equivalent Langevin formulation which describes the microscopic dynamics of the stochastic system and is usually nonlinear. The left-hand side of the equation corresponds to deterministic terms and reflects the noise-free dynamics of the oscillator; the right-hand side corresponds to stochastic terms describing the thermal diffusion in the phase space.

Since eq. (2.15) is invariant with respect to the phase, the stationary solution of (2.30) is found to be only dependent on the power p [START_REF] Tiberkevich | Microwave power generated by a spin-torque oscillator in the presence of noise[END_REF] :

P 0 (p) ∼ exp   - p 0 Γ eff (p ) D n (p ) dp   , (2.31) 
with boundary condition:

∞ 0 P 0 (p)dp ! = 1 .
In thermal equilibrium, i.e. Γ -= 0 ⇒ Γ eff = Γ + , the probability density equally verifies the Boltzmann statistics:

P 0 (p) ∼ exp - E(p) k B T . (2.32)
Here, E(p) is the system's total energy:

E(p) = Λ p 0 ω(p )dp ≈ Λ ω 0 p + 1 2 N p 2 ,
with Λ the proportionality factor between the system energy and the integral, depending on the normalization of the complex amplitude c and proportional to the effective magnetic volume involved in the autooscillation [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] . Comparison of eqs. (2.31) and (2.32) 2.6. External signal injection, forced dynamics and coupling of oscillators subsequently gives the diffusion constant D n :

D n (p) = Γ + (p) k B T Λω(p) .
In the overcritical regime the system steadily oscillates with power p 0 . The diffusion constant in this case yields:

D n (p 0 ) = Γ + (p 0 ) k B T E(p 0 ) p 0 = ∆ω 0 p 0 , (2.33)
where the 2nd equality is determined by the general definition of the linear half-linewidth ∆ω 0 in the approximation E(p 0 ) ≈ Λω(p 0 )p 0 [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF] :

∆ω 0 = Γ + (p 0 ) k B T E(p 0 ) .
This definition becomes clear by evaluating the spectrum of the oscillation's power emission -further elaborated in chapter 5 -in the linear regime ν = 0. The spectral shape is then Lorentzian with full linear linewidth 2∆ω 0 .

Knowing the power probability density, also statistical properties as mean power and variance can be derived:

p = ∞ 0 pP 0 (p)dp and σ 2 p = p 2 -p 2 ,
ending up in a Gaussian distribution in the overcritical regime with mean power p 0 and variance σ 2 p ≈ 4∆f 0 p 2 0 /f p and in an exponential distribution in the subcritical regime with non-zero mean power [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Tiberkevich | Microwave power generated by a spin-torque oscillator in the presence of noise[END_REF] .

External signal injection, forced dynamics and coupling of oscillators

Shown in the previous sections, a major drawback of STNOs is their sensitivity to external perturbations such as noise due to their small dimensionality. Along with improvements especially in the sample fabrication process, also the steering of the oscillator due to an external signal can possibly reduce the noise signal and furthermore permits an advanced control of the oscillator properties. Usually, the external signal is harmonic. For instance, 2. General framework: The studied system and theoretical background the STNO can be "injection locked" to a proper injected rf signal of frequency f rf ≈ qf c , q ∈ N [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Rippard | Injection Locking and Phase Control of Spin Transfer Nano-oscillators[END_REF][START_REF] Serpico | Theory of Injection Locking for Large Magnetization Motion in Spin-Transfer Nano-Oscillators[END_REF]182,[START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Quinsat | Injection locking of tunnel junction oscillators to a microwave current[END_REF][START_REF] Dussaux | Phase locking of vortex based spin transfer oscillators to a microwave current[END_REF] or even q ∈ Q [START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF][START_REF] Urazhdin | Fractional Synchronization of Spin-Torque Nano-Oscillators[END_REF][START_REF] Li | Fractional locking of spin-torque oscillator by injected ac current[END_REF] , with f c the STNO frequency, or resonantly excited in its damped regime [START_REF] Konishi | Radio-frequency amplification property of the MgO-based magnetic tunnel junction using field-induced ferromagnetic resonance[END_REF][START_REF] Urazhdin | Parametric Excitation of a Magnetic Nanocontact by a Microwave Field[END_REF][START_REF] Bortolotti | Parametric excitation of magnetic vortex gyrations in spin-torque nano-oscillators[END_REF] . Also different methods as the reinjection of the STNO's own rf signal ("self-synchronization") [190,[START_REF] Singh | Self-Injection Locking of a Spin Torque Nano-Oscillator to Magnetic Field Feedback[END_REF] , or mutual synchronization of two or more STNOs [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF][START_REF] Mancoff | Phase-locking in double-point-contact spin-transfer devices[END_REF][START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF] have recently been demonstrated to increase the STNO's spectral coherence. Similar to the mutual coupling of 2 STNOs, as well an intrinsic coupling between different modes inside the layer structure (which can be designed for the specific needs), yields interesting results [START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF][START_REF] Lebrun | Driven energy transfer between coupled modes in spin-torque oscillators[END_REF] . Perhaps the most appropriate from an rf application point of view might be the oscillator dynamics control due to a modulation signal [START_REF] Muduli | Nonlinear frequency and amplitude modulation of a nanocontact-based spin-torque oscillator[END_REF][START_REF] Purbawati | Enhanced modulation rates via field modulation in spin torque nano-oscillators[END_REF][START_REF] Litvinenko | Analog and digital phase modulation of spin torque nano-oscillators[END_REF][START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF][START_REF] Dürrenfeld | Parametric excitation in a magnetic tunnel junctionbased spin torque oscillator[END_REF][START_REF] Quinsat | Modulation bandwidth of spin torque oscillators under current modulation[END_REF] . This includes the exploitation of a phase locked loop (PLL), a standard circuit element in today's microwave electronics to stabilize the oscillation coherence by comparison with a reference signal [START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF][START_REF] Mitrofanov | A system of phase synchronization of a spin-transfer nanooscillator[END_REF][START_REF] Tamaru | Extremely Coherent Microwave Emission from Spin Torque Oscillator Stabilized by Phase Locked Loop[END_REF][START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF][START_REF] Kreissig | Vortex spin-torque oscillator stabilized by phase locked loop using integrated circuits[END_REF][START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF]204,[START_REF] Tamaru | Physical Origin and Theoretical Limit of the Phase Stability of a Spin-Torque Oscillator Stabilized by a Phase-Locked Loop[END_REF] , also treated here in chapter 7.

In general, the injection mechanism could be either direct through the superposition with the supplying dc current, or through a rf field-line in vicinity to the free layer of the STNO in order to produce a magnetic field corresponding to the injected signal. With regard to the mutual coupling, also dipolar [START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF] and spin-wave [START_REF] Houshang | Spin-wave-beam driven synchronization of nanocontact spin-torque oscillators[END_REF] coupling mechanisms are alluded, however having the disadvantage to be of local nature.

Although rather different, all the above mentioned realizations of an external signal acting on a STNO can, up to a certain extend, be studied on a similar footing through the interaction term f (t) = Ωa 2 e iβ+iφext in eq. (2.15). Here, Ω denotes the coupling strength to the oscillator, a 2 the injected signal amplitude, β a coupling or initial phase, which might be different for amplitude and phase (β p and β φ , resp.) and which can also account for a time delay, and φ ext the phase of the external signal. By assuming Ωδx/ √ p 0 1, with x placeholder for any variable, eq. (2.15) becomes:

δ p = -2Γ p δp + p a 20 cos(β p + ψ) + p δa 2 • cos(β p + ψ) -φ a 20 cos(β p + ψ)δp φ = -ω + φ a 20 sin(β φ + ψ) -N δp .
(2.34)

We introduced here the phase difference ψ and frequency mismatch ∆ω between STNO and external signal. Furthermore, we assumed the most general case of a noisy injected signal (a 20 + δa 2 )e i(φ ext,0 +δφext) with the magnitudes p and φ proportional to the coupling 2.6. External signal injection, forced dynamics and coupling of oscillators strength Ω:

p = 2 √ p 0 Ω , φ = Ω √ p 0 , ψ = φ ext -φ , ∆ω = ω g -ω ext .

Equilibrium considerations

Assuming the term N δp larger than the other amplitude coupled terms in the phase equation, the latter can be omitted. The phase renormalization [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] φ = φ -ν δp 2p 0 subsequently leads to:

φ = -ω + ˜ φ a 20 sin( βφ + ψ) ,
with ˜ φ = √ 1 + ν 2 φ and βφ = β φ -arctan(ν). Note that the above formula can be in principal identified as the well known Adler equation [START_REF] Adler | A Study of Locking Phenomena in Oscillators[END_REF] which is equally obtained for a quasi-linear (ω(p) = ω 0 = const) oscillator [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] and well established describing synchronization in different sorts of autooscillator systems [START_REF] Pikovsky | Synchronization: A Universal Concept in Nonlinear Sciences[END_REF]209] . Now, further assuming the external signal being another nonlinear oscillator (as e.g. for mutual synchronization) with same parameters, the phase equation becomes for the phase difference ψ = φ ext -φ ≈ φextφ : ψ = ∆ω -2˜ φ a 20 cos( βφ ) sin(ψ) .

(2.35)

The equilibrium state ψ eq (i.e. ψ = 0) of the phase difference ψ of the two phase-locked oscillators can be uniquely defined modulo 2π, also defining the locking bandwidth ∆ 2 :

ψ eq =    arcsin ∆ω ∆ 2 , for cos( βφ ) > 0 π -arcsin ∆ω ∆ 2
, for cos( βφ ) < 0

(2.36)

∆ 2 = 2˜ φ a 20 cos( βφ ) . (2.37)
The case distinction is obtained by stability analysis [START_REF] Hahn | Stability of Motion[END_REF] (through the Jacobi matrix, see below) and describes the stable manifestation of the stationary phase shift.

2. General framework: The studied system and theoretical background

The equilibrium solution for the power deviation (i.e. δ p ≡ ρ = 0) becomes:

ρ eq = p cos(β p + ψ eq ) (2Γ p + φ a 20 cos(β p + ψ eq )) (a 20 + δa 2 ) ,
and further (with ith oscillator signal power p i0 = a 2 i0 ):

ρ eq = V 1 √ p 20 - V 1 V 2 √ p 10 2 √ p 20 1 -V 1 V 2 4 √ p 10 p 20 .
(2.38)

The coefficients V 1 and V 2 are:

V 1 = p cos(β p + ψ eq ) 2Γ p + φ √ p 20 cos(β p + ψ eq ) V 2 = p cos(β p -ψ eq ) 2Γ p + φ √ p 10 cos(β p -ψ eq ) .
It is clear that without coupling Ω = 0, the equilibrium power variation is zero. Note that usually Γ p Ω.

The total power, emitted by two coupled STNOs can be calculated as follows:

p tot = √ p 1 e iφ 1 + √ p 2 e iφ 2 2 = p 1 + p 2 + 2 √ p 1 p 2 cos(ψ eq ) . (2.39)
If the two oscillators are identical and p 0 ρ, it is .40) This means that when the two signals are efficiently added, the output power can be enhanced by a factor 4, depending on the intrinsic phase difference ψ eq . If the signals are not synchronized, the cosine term will average and the signal power will only be 2p 0 .

p tot = 4p 0 cos 2 ψ eq 2 . ( 2 
The synchronized common frequency ω of the coupled oscillators can be determined by evaluating the phase sum Φ = ( φ1 + φ2 )/2 of the two STNOs [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] to calculate ω = -dΦ/dt:

ω = ω g,1 + ω g,2 2 -∆ 2 2 -∆ω 2 tan( βφ ) .
Notably, the synchronized frequency is not equal to the average frequency of the two freerunning oscillator frequencies (first term). Through the additional term, the frequency depends on the coupling phase and the nonlinearity, and can furthermore be controlled by changing the delay (which also accounts for βφ ) between the oscillators.

2.6. External signal injection, forced dynamics and coupling of oscillators

Noisy oscillators

We now assume both coupled oscillators noisy and consequently enable fluctuations in equations (2.34). By taking the phase difference ψ, we write the two oscillator system in 3 dimensions and calculate the variations from equilibrium for ρ and ψ:

δ ρ 1 = -2Γ p1 δρ 1 -φ1 a 20 cos(β p1 + ψ eq )δρ 1 -˜ p1 cos(β p1 + ψ eq )δρ 2 -p1 a 20 sin(β p1 + ψ eq )δψ + g n1 δ ρ 2 = -2Γ p2 δρ 2 -φ2 a 10 cos(β p2 -ψ eq )δρ 2 -˜ p2 cos(β p2 -ψ eq )δρ 1 + p2 a 10 sin(β p2 -ψ eq )δψ + g n2 δ ψ = N 1 δρ 1 -N 2 δρ 2 + -˜ φ,1 f ext,0 cos( βφ + ψ eq ) -˜ φ,2 √ p 10 cos( βφ -ψ eq ) δψ + h n , (2.41) 
with ˜ p = p /(2 √ p 20 ). We omitted higher order δxδy terms. Note that, when the coupling is assumed small against Γ p , the amplitude relaxes much faster than the phase and consequently, the terms proportional to δψ in the power deviation equations can be regarded as constant since a corresponding equilibrium amplitude is established for any value of ψ eq [START_REF] Kuznetsov | Non-linear transformations of stochastic processes[END_REF] .

The parameters of the perturbed variables in (2.41) form the Jacobi matrix J. With A = -J, the system of linear stochastic differential equations with additive noise can be written as:

Ẋt = -AX t + ΣH t ,
with X t = (δρ 1 , δρ 2 , δψ) , Σ = σ 0 1 the correlation matrix of the diffusion processes

(σ 0 = √ 2D n
) and H t = ĝn1 , ĝn2 , ĥn the normalized noise processes' vector (i.e. same properties as eq. (2.21), but the correlation is only the δ-function). X t is a Ornstein-Uhlenbeck process and thus Gaussian and stationary with formal solution:

X t = e -At X 0 + t 0 e -A(t-s) ΣH s ds .
By evaluating the eigenvalues of A, a classical stability analysis can be performed. However, to determine the noise of the system, a Fourier transform of the above system is conducted, similar to the procedure of the previous section. Assuming H t deterministic 2. General framework: The studied system and theoretical background and continuous, one obtains: X(ω) = (A + 1iω) -1 Σ Ĥt (ω) , (2.42) which can in general be understood as a non-trivial situation of different noise crossconversions:

   AN 1 → AN 1 AN 2 → AN 1 P N → AN 1 AN 1 → AN 2 AN 2 → AN 2 P N → AN 2 AN 1 → P N AN 2 → P N P N → P N       δρ 1 (ω) δρ 2 (ω) δψ(ω)    =    g n1 (ω) g n2 (ω) h n (ω)    .
(2.43)

In the explicit form of eq. (2.41), this manifests as:

δρ 1 (ω) = -˜ p cos(β p + ψ eq )δρ 2 -p a 20 sin(β p + ψ eq )δψ + g n1 iω + 2Γ p + φ f 0 cos(β p + ψ eq ) δρ 2 (ω) = -˜ p cos(β p -ψ eq )δρ 1 + p a 10 sin(β p -ψ eq )δψ + g n2 iω + 2Γ p + φ a 10 cos(β p -ψ eq ) δψ(ω) = N 1 δρ 1 -N 2 δρ 2 + h n iω + ˜ φ,1 a 20 cos( βφ + ψ eq ) + ˜ φ,2
√ p 10 cos( βφ -ψ eq ) .

Note that the fluctuations are in general coupled, fundamentally depending on the phase relations.

Further, the PSD is described by:

S X (ω) = (A + 1iω) -1 ΣS H (ω)Σ (A -1iω) -1 .
Here, the white noise processes in H t are independent and thus its PSD is diagonal with each process' covariance as the entries of S H (ω) = 1. As a consequence, the problem can be reduced to calculating the inverse matrix (A -1iω) -1 . Exploiting the gaussian properties of the (uncorrelated) gaussian noise sources (eqs. (2.21)) and moreover assuming the noise sources having the same PSD, one obtains for the ith PSD in the coupled system [212] :

S X i = X(ω) 2 = σ 2 0 2M j=1 (A -1iω) -1 ij 2 .
(2.44)

Thus the noise of the ith oscillator is evaluated through the magnitude squares of the column entries in the ith row.

3

Samples, experimental techniques and modelling

This chapter presents the studied samples more in detail and furthermore relates the sample characteristics to the measured magnitudes of magnetoresistance and rf dynamics. Moreover, the basic experimental setup and techniques are discussed. As specified in chpt. 2, spin-torque nano-oscillators (STNO) based on a magnetic vortex configuration (STVO) can be fabricated in different designs [START_REF] Dussaux | Large amplitude spin torque vortex oscillations at zero external field using a perpendicular spin polarizer[END_REF][START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF][START_REF] Mistral | Current-Driven Vortex Oscillations in Metallic Nanocontacts[END_REF][START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF][START_REF] Pribiag | Magnetic vortex oscillator driven by d.c. spin-polarized current[END_REF] . In this work, the studied samples -schematically shown in fig. 3.1 -are circular shaped magnetic tunnel junctions, which consist of a pinned layer made of a conventional synthetic antiferromagnetic stack (SAF), a MgO crystalline tunnel barrier and a free layer exhibiting a magnetic vortex configuration.

The samples

The SAF or, more specifically, its upper FM layer1 serves both as a reference for the dynamics in the free layer and as the polarizing layer, which spin-polarizes the injected current in order to realize a spintransfer torque on the free layer's magnetization. It principally has an AF/FM/NM/FM layer structure: The antiferromagnet AF (PtMn or IrMn) couples to the adjacent ferromagnet FM as an exchange bias and therefore forces a unidirectional magnetic anisotropy on it. The two in-plane magnetized FMs are coupled antiferromagnetically through the RKKY interaction [START_REF] Ruderman | Indirect Exchange Coupling of Nuclear Magnetic Moments by Conduction Electrons[END_REF] (the NM (Ru) thickness is chosen to maximize the coupling) so that the coercive field of the upper FM is increased and the dipolar stray field decreased [START_REF] Parkin | Spin engineering: Direct determination of the Ruderman-Kittel-Kasuya-Yosida far-field range function in ruthenium[END_REF][START_REF] Parkin | Systematic variation of the strength and oscillation period of indirect magnetic exchange coupling through the 3d, 4d, and 5d transition metals[END_REF] .

3. Samples, experimental techniques and modelling The free layer consists either of (amorphous) NiFe2 or (crystalline) FeB3 , which both exhibit a small magnetic damping parameter of α 0.01 [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF][START_REF] Nibarger | Variation of magnetization and the Landé g factor with thickness in Ni-Fe films[END_REF][START_REF] Schneider | Gyromagnetic damping and the role of spin-wave generation in pulsed inductive microwave magnetometry[END_REF][START_REF] Liu | Spin Wave Dynamics and the Determination of Intrinsic Damping in Locally Excited Permalloy Thin Films[END_REF][START_REF] Konoto | Effect of MgO Cap Layer on Gilbert Damping of FeB Electrode Layer in MgO-Based Magnetic Tunnel Junctions[END_REF][START_REF] Tsunegi | Damping parameter and interfacial perpendicular magnetic anisotropy of FeB nanopillar sandwiched between MgO barrier and cap layers in magnetic tunnel junctions[END_REF] . The layers are deposited on high resistivity SiO 2 substrates by ultrahigh vacuum (UHV) magnetron sputtering, subsequently annealed, and patterned using e-beam lithography and Ar ion etching. In fig. 3.2, we exemplarily show an image of a fabricated nano-pillar with 300 nm diameter after etching, captured by a scanning electron microscope (SEM). The annealing is conducted for 1 h at T = 360 • C (sample type a, as defined in tab. 3.1) and for 2 h at T = 330 • C (sample type b & c, as defined in tab. 3.1) at an applied magnetic field of B = 1 T along the SAF's easy axis.

It induces epitaxial crystallization of the (Co)FeB magnetic layers adjacent to the MgO barrier [START_REF] Yuasa | Characterization of growth and crystallization processes in CoFeB/MgO/CoFeB magnetic tunnel junction structure by reflective high-energy electron diffraction[END_REF][START_REF] Yuasa | Giant tunnel magnetoresistance in magnetic tunnel junctions with a crystalline MgO(0 0 1) barrier[END_REF] and therefore enables coherent tunneling [START_REF] Butler | Spin-dependent tunneling conductance of Fe|MgO|Fe sandwiches[END_REF] . 

a b c Ru Ru (7) Ta(5) Ru(5 

R-H sample characterization

The complete layer stacks of the studied samples are listed in table 3.1. The upper FM in the SAF is composed of a bilayer of CoFe/CoFeB in order to decrease the boron diffusion into the MgO barrier; adjacent Ta or Ru layers serve the same purpose and act as a boron sink [223,[START_REF] Leutenantsmeyer | Spin-Transfer Torque Switching at Ultra Low Current Densities[END_REF] . In sample type a, the MgO layer in the capping moreover reduces spin-pumping [START_REF] Tserkovnyak | Nonlocal magnetization dynamics in ferromagnetic heterostructures[END_REF][START_REF] Mizukami | Effect of spin diffusion on Gilbert damping for a very thin permalloy layer in Cu/permalloy/Cu/Pt films[END_REF][START_REF] Rojas-Sánchez | Spin Pumping and Inverse Spin Hall Effect in Platinum: The Essential Role of Spin-Memory Loss at Metallic Interfaces[END_REF][START_REF] Ruiz-Calaforra | The role of the non-magnetic material in spin pumping and magnetization dynamics in NiFe and CoFeB multilayer systems[END_REF] , lowering the FeB magnetic damping down to even α ≈ 0.005 [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF][START_REF] Konoto | Effect of MgO Cap Layer on Gilbert Damping of FeB Electrode Layer in MgO-Based Magnetic Tunnel Junctions[END_REF][START_REF] Tsunegi | Damping parameter and interfacial perpendicular magnetic anisotropy of FeB nanopillar sandwiched between MgO barrier and cap layers in magnetic tunnel junctions[END_REF] . In the free layer of type b & c samples, the 0.2 nm Ta-layer furthermore decouples the growth of CoFeB and NiFe, utilizing the high tunnel magnetoresistance (TMR) ratio of the crystalline CoFeB-junction and the magnetically softer NiFe for the vortex dynamics.

Sample types a and c (as defined in table 3 

R-H sample characterization

The stack layers' magnetic configuration is an essential quality factor for the samples and is tested via R-H measurements, since a change in the magnetization directly translates to a resistance change due to the magnetoresistive effect.

In fig. 3.3, we show typical measurement data of the sample resistance R vs. an applied magnetic field in the plane H (fig. 3.3a) and out-of-plane H ⊥ (fig. 3.3b). At rather small field values, the configuration of the SAF does not fundamentally change and the hysteresis loops mainly identify the magnetic configuration in the free layer. In fig. 3.3a, the free layer is magnetized in-plane at the higher field-values. This corresponds to a parallel or antiparallel alignment of the free layer magnetization with respect to the SAF's magnetization; in general, it is R p < R ap , i.e. in fig. 3.3a, the configuration is parallel at H 50 mT and antiparallel for H 45 mT, depending on the hysteresis. At even higher field values (µ 0 H 300 mT; not shown in fig. 3.3a), also the magnetization of the SAF is affected, leading again to a parallel alignment for higher positive fields in fig. 3.3a and to effects due to the SAF's second FM's alignment with a high negative field. Between the parallel and antiparallel alignment, the magnetic vortex is stable in the free layer. Theoretically, the vortex core is in the disk center at H = 0 and shifts perpendicularly to the H field direction in order to increase the magnetization aligned with the field and therefore minimize the energy. The creation/annihilation of the magnetic vortex from/to the in-plane magnetized state follows a clear hysteresis as can be seen in fig. 3.3a. It is

R p < R V < R ap with R V the resistance in the vortex state.
If gyrotropic vortex dynamics is present (at large enough bias current I dc ), the sample resistance oscillates along the linear resistance curve (fig. 3.3a) due to the changing free layer in-plane magnetization depending on the vortex core position. The generated signal amplitude is proportional to the difference (R ap -R p ), i.e. the TMR value of the sample, further elaborated in section 3.3. The curve 3.3a defines a TMR value of ≈ 55 %.

Shown in fig. 3.3b, an applied out-of-plane field changes the magnetization of the free layer more continuously. Exhibiting the vortex configuration, H ⊥ increases the vortex core radius [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] and, more remarkable in the resistance curve, tilts the vortex body magnetization perpendicular to the plane, leading to a continuous decrease of the resistance. Furthermore, also the out-of-plane component of the SAF is increased with H ⊥ , leading to a more and more parallel alignment of the averaged magnetizations and thus also a resistance decrease. The hysteresis effect at H ⊥ ≈ -100 mT and H ⊥ ≈ 300 mT corresponds to the vortex core's polarity change with the applied field. In practice, the symmetry of curve 3.3b serves as a measure for the angle of the magnetic field, i.e. a completely symmetric curve, especially with respect to the high field values |H|, means a magnetic field exactly parallel to the sample's surface normal H = H ⊥ .

Radiofrequency signal and sample conductance

In order to understand the measured signal -the dc resistance as regarded before in fig. 3.3, but also the rf signal when the vortex core dynamics is excited -its origin must be understood as well as the mechanisms altering the signal generation. In the following, we consider the relative magnetic configuration of the ferromagnetic layers which determines the corresponding conductance of the magnetic tunnel junction. The two layers are notably the free layer and the reference layer on the SAF. We also take a magnetic out-of-plane field H ⊥ into account, which is often applied to the sample in the experiments and influences the magnetic layer configurations.

As already mentioned in section 2.1, the fundamental magnitude of magnetoresistive devices such as STNOs is the magnetoresistance value, which characterizes the device's ability to control its electric properties only by its magnetic configuration. We choose to express the tunnel junction's TMR ratio through the conductance G p in the parallel and G ap in the antiparallel magnetic state:

TMR = G p -G ap G ap .
Introducing the normalized magnetization of the free layer m free , and of the SAF m SAF , averaged over the whole disk, the sample conductance can be given as:

G = G p - G p -G ap 2 (1 -m SAF • m free ) .
It is clear that, if the magnetic distributions are uniform in both layers, the conductance G is either G p if they are aligned in parallel, or G ap if they are aligned antiparallel. In the equilibrium vortex configuration (core in the disk center), the in-plane components average out and the mean magnetization vector points normal to the plane leading to a conductance value (G p + G ap )/2.

Assuming that the magnetization of the SAF is uniform (in êx -direction for H ⊥ = 0) whereas the free layer exhibits a magnetic vortex state, the magnetization of the layers changes as follows when a magnetic field H ⊥ is applied:

m SAF = 1 -h 2 SAF êx + h SAF êz m free = 1 -h 2 free m + h free êz .
Here, we introduce the mean planar magnetization of the vortex distribution m and the 3. Samples, experimental techniques and modelling normalized field in the layer i:

m = Cλ • X × êz R and h i = H ⊥ H i S = H ⊥ µ 0 M i S ,
with C the vortex chirality and λ ≈ 2/3 a proportionality factor4 between the vortex core displacement and the magnetization change [START_REF] Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF] . The conductance of an oscillating vortex core is therefore described by a constant and a time varying component:

G(t) = G 0 + g(t)        G 0 = G p - G p -G ap 2 (1 -h SAF • h free ) g(t) = (G p -G ap ) λ • (1 -h 2 free ) (1 -h 2 SAF ) 2
• s(t) sin(φ(t)) .

(3.1)

As in section 2.3, s(t) and φ(t) denote the polar coordinates, normalized radius s(t) and phase φ(t), of the vortex core in the free layer ferromagnetic disk. In the overcritical regime it is: s(t) ≈ s 0 and φ(t) = ω g t + φ i with φ i the initial phase and ω g the generation frequency. The rf emission characteristics are described by g(t). Note that the amplitude of g(t) is highest for H ⊥ = 0. However, the spin-torque strength is governed by the out-of-plane spin current polarization (see section 2.3). Thus, for the investigated sample design [START_REF] Misselhorn | Grundfragen der Maschinenethik[END_REF] , the application of an out-of-plane field means a trade-off between spin-torque efficiency and amplitude of rf emission. The basic measurement setup is schematically show in fig. 3.4. The STVO is placed in a magnetic field with fine control of the angle between sample plane and field direction. A current source provides the vortex oscillator with a dc current in order to sustain its dynamics (see chapter 2). Since the sample is based on a magnetic tunnel junction, it is in general very sensitive to every sort of peak voltage. Thus, to reduce the exposure with such peaks and to limit the applied voltage in general (V 1 V), we install a resistance R 1 ≈ 1 k in series with the current source and the STVO. A high resistance R 2 ≈ 1 M is furthermore placed in parallel to the sample in order to avoid any charge accumulation upon the STVO. The dc and rf current parts in the circuit are separated through a bias tee (inductance and capacitor in fig. 3.4) and the averaged dc voltage among the sample is measured with a (nano-)voltmeter. Furthermore, and particularly of interest here, the ac port of the bias tee gives the alternating response of the oscillator to the supplied current, as further specified below. The grey box in fig. 3.4 represents further circuitry, which in its simplest form only includes a spectrum analyzer or ocilloscope with Z = 50 Ω input impedance. However, also more complex circuitry can be added, such as an external rf current source [START_REF] Misselhorn | Artificial Morality. Concepts, Issues and Challenges[END_REF] or even another STVO circuit7 , etc. In order to perform noise measurements close to the carrier (as further specified in chapter 4), we implement frequency mixing of the STVO rf signal with an external rf current source at this position. Subsequent low-pass filtering lets the low frequency component of the mixed wave pass and a down-converted signal is obtained.

Experimental setup

Vortex dynamics and measured signal

To be able to correspond the voltage trace V (t) = V 0 + v(t) of the STVO with the configuration and dynamics of the sample, and to interpret the measured magnitudes 3. Samples, experimental techniques and modelling at the nanovoltmeter and the rf branch, the circuit is analyzed in the following. The electrical properties of the STVO are described by eq. (3.1), whereas the samples are generally designed to exhibit a resistance of R 0 = 1/G 0 ≈ 50 . On the basis of the circuit in fig. 3.4, the dc current through the STO I 0 is nearly the same delivered by the dc current source I 0 = I dc , because R 2 R 0 . Thus, the measured voltage at the nanovoltmeter is directly the averaged dc voltage of the sample V dc ≡ V 0 = R 0 I 0 ≡ R 0 I dc with R 0 = 1/G 0 described by eq. (3.1). Assuming an instrument of input impedance Z (usually 50 ) gathering the rf branch, the measured voltage oscillation V rf (t) is that of the STO V rf = v(t) with current I rf = -i(t) on the load: V rf = ZI rf . The current through the sample most generally fulfills

I(t) = I 0 + i(t) = GV and therefore is, assuming |g(t)v(t)| G 0 V 0 : i(t) = G 0 v(t) + g(t)V 0 .
Herewith, the measured rf voltage can be determined to:

V rf (t) = - I dc G 0 • Z 1 + G 0 Z • g(t) ,
with g(t) given by eq. (3.1) which connects the vortex dynamics with the sample's electrical properties. It is then explicitly found:

V rf (t) = Υ • s(t) • sin(φ(t)) (3.2) with Υ = - I dc Zλ∆G 2G 0 (1 + G 0 Z) (1 -h 2 free )(1 -h 2 SAF ) and ∆G = G p -G ap .
It becomes clear from (3.2), that the measured signal is directly related to the vortex core position described by s(t) and φ(t). Also the presence of fluctuations in the signal V rf (t) can be directly attributed to amplitude and phase fluctuations of the vortex core gyration δs(t) and δφ(t), respectively. The basic rf characterizations are performed using a spectrum analyzer [START_REF]Datasheet: Agilent PSA Series Spectrum Analyzers[END_REF] .

Experimental techniques

To access the essential parameters of the oscillation, we adjust the data with a Lorentzian curve as shown in fig. 3.5. However, this method is not 100 % validespecially on longer time scales as we will thoroughly show in chapter 5 -, but describes the fundamental parameters, i.e. oscillation power, intensity, FWHM = 2∆f 0 (1 + ν 2 ) and oscillation carrier frequency f c (as depicted in fig. 3.5) sufficiently well on an experimental time scale (∼ 100 µs measurement duration). The parameter 2∆f 0 describes the linear linewidth of the oscillation, defined in section 2.5, and expanded by nonlinear broadening through ν as further treated in chapter 5.

Measurements via single shot oscilloscope reveal more details of the rf signal and can be analyzed in several ways. In the following section, we present how a voltage time signal is analyzed in order to obtain the noise characteristics of the oscillation. To access noise data close to the carrier frequency, frequency down-mixing is performed, also introduced below.

Noise analysis

In this work, the Hilbert transform method was used for extraction of noise data. This method was proposed in Refs. [START_REF] Bianchini | Direct experimental measurement of phase-amplitude coupling in spin torque oscillators[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] and allows to separate phase and amplitude of an oscillating signal, including the corresponding noise. We consider the measured voltage time signal at the oscilloscope [232] :

V (t) = a(t) • cos(ω c t + φ(t)) = a(t) 2 • e iΦ(t) + e -iΦ(t) , ( 3.3) 
with a(t) = a 0 + δa(t) the amplitude and φ(t) = φ i + δφ(t) the phase, both including fluctuations. Φ(t) = ω c t + φ(t) is the signal's total phase. Now formulating an analytical signal z(t) exploiting the Hilbert transform [START_REF] Picinbono | On instantaneous amplitude and phase of signals[END_REF] H, it is possible to extract the signal's 3. Samples, experimental techniques and modelling instantaneous amplitude a(t) and total phase Φ(t): (t) .

z(t) = V (t) + i H{V (t)} = a(t)e iΦ
A more straightforward way, used in the present PhD work, to obtain an analytical signal from V (t) is to ignore the negative frequency part in eq. (3.3). Thus, we Fourier transform V (t) and filter the obtained signal by the negative frequencies. By performing an inverse Fourier transform, we get the analytical signal V filtered . From this filtered signal, the amplitude can be formed from the modulus and the total phase from the argument:

a(t) = 2|V filtered | and Φ(t) = arg [V filtered ] .
We determine the normalized amplitude fluctuations through:

δ (t) = a(t) -a(t) a(t) ,
with a(t) the amplitude's average value. For the phase fluctuations, we calculate signal frequency ω c = dΦ(t)/dt and initial phase φ i = Φ(t) -ω c t and deduce:

δφ(t) = Φ(t) -ω c t -φ i .
The power spectral density (PSD) of the fluctuation δx(t) is subsequently given by: To obtain noise data at low offset frequencies from the carrier, we perform frequency mixing with a perfect, virtually noise-free LO signal of amplitude A LO and phase φ LO , as sketched in fig. 3.6. Thus, the output signal measured at the oscilloscope yields:

S δx = 1 T T 0 δx(t)
a(t)A LO 2 • [cos (Φ(t) -φ LO ) + cos (Φ(t) + φ LO )] ,
and is in our experiment usually set to exhibit a frequency of (2 ± 1) MHz 8 , after filtering the higher frequency component through a low-3.5. Experimental techniques pass filter of bandwidth DC-22 MHz. Assuming the external signal [START_REF]Datasheet: Keysight N9310A RF Signal Generator[END_REF] to be noise-free (or at least its noise much smaller against the one of the measured signal) it is obvious that the phase noise properties of the down-converted signal are equal to the ones of signal (3.3) and the amplitude noise after proper renormalization.

4

Low offset frequency 1/f flicker noise in spin torque vortex oscillators

Low frequency noise close to the carrier remains little explored in spin torque nano oscillators. However, it is crucial to investigate as it limits the oscillator's frequency stability. This chapter addresses the low offset frequency flicker noise of a TMR-based spin-torque vortex oscillator in the regime of large amplitude steady oscillations. We first phenomenologically expand the nonlinear auto-oscillator theory (see chpt. 2) aiming to reveal the properties of this noise. We then present a thorough experimental study of the oscillator's 1/f flicker noise and discuss the results based on the theoretical predictions. Hereby, we connect the oscillator's nonlinear dynamics with the concept of flicker noise and furthermore refer to the influence of a standard 1/f noise description based on the Hooge formula, taking into account the non-constant magnetic oscillation volume, which contributes to the magnetoresistance.

In section 2.4 and 2.5, the fundamental nonlinearity of spin-torque oscillators is discussed and its effect on the noise characteristics through conversion from amplitude to phase noise [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] has been emphasized. This leads to a poor spectral coherence and limits the oscillator's stability and therefore its applicability in real practical devices.

Tunnel-or giant magnetoresistive effect (TMR/GMR resp.) based magnetic sensors represent the building block of a STNO (sec. 2.1). Noise mechanism in these devices have been extensively studied since the late 1990's [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Jiang | Lowfrequency magnetic and resistance noise in magnetic tunnel junctions[END_REF][START_REF] Almeida | 1/f noise in linearized low resistance MgO magnetic tunnel junctions[END_REF][START_REF] Gokce | 1/f noise in magnetic tunnel junctions with MgO tunnel barriers[END_REF][START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Scola | Noise in MgO barrier magnetic tunnel junctions with CoFeB electrodes: Influence of annealing temperature[END_REF][START_REF] Herranz | Low frequency noise Bibliography due to magnetic inhomogeneities in submicron FeCoB/MgO/FeCoB magnetic tunnel junctions[END_REF][START_REF] Feng | Very low 1/f barrier noise in sputtered MgO magnetic tunnel junctions with high tunneling magnetoresistance[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF][START_REF] Herranz | Strongly suppressed 1/f noise and enhanced magnetoresistance in epitaxial Fe -V / MgO / Fe magnetic tunnel junctions[END_REF] and are usually [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF] the frequency independent shot (only for TMR) and thermal noise, and low frequency 1/fnoise, also called flicker noise. In certain cases, Random Telegraph Noise (RTN), arising from the fluctuations between two different energy levels, can also exist. Its sources are mainly of electronic or magnetic origins [246] and equally present in STNOs as well, where it is anticipated that the existence of self sustained nonlinear magnetization dynamics drastically influences the noise characteristics compared to classical magnetic sensors. The STNO's noise distribution for offset frequencies far from the carrier frequency (f off 10 5 Hz for STVOs) is now reasonably well understood [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Silva | Theory of Thermally Induced Phase Noise in Spin Torque Oscillators for a High-Symmetry Case[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] . At room temperature, 4. Low offset frequency 1/f flicker noise in spin torque vortex oscillators it has been found that it is mainly attributed to dominant thermal noise in the framework of nonlinearity [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Silva | Theory of Thermally Induced Phase Noise in Spin Torque Oscillators for a High-Symmetry Case[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] , which we theoretically describe in section 2.5 and also shortly discuss below in section 4.3.

However, the noise at low offset frequencies (f off 10 5 Hz for STVOs), which is crucial for most of the targeted applications, remains largely under investigation. The existence of flicker noise at these low frequency offsets is of a general nature, as noise of spectral 1/f β -scaling is present in a wide variety of physical systems, such as stellar emissions, lake turbulences, Nile flooding, and virtually all electronic devices [START_REF] Rubiola | Phase Noise and Frequency Stability in Oscillators[END_REF] . Initially recognized by Johnson [START_REF] Johnson | The Schottky Effect in Low Frequency Circuits[END_REF] , and later investigated in thin films [START_REF] Bernamont | Fluctuations in the resistance of thin films[END_REF] , it has recently attracted attention as the dominant noise source in GMR and TMR sensors [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Almeida | 1/f noise in linearized low resistance MgO magnetic tunnel junctions[END_REF][START_REF] Feng | Very low 1/f barrier noise in sputtered MgO magnetic tunnel junctions with high tunneling magnetoresistance[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF] and their major drawback in terms of performance. In STNOs, the 1/f flicker noise at low offset frequencies has so far only been experimentally recognized [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF][START_REF] Keller | Nonwhite frequency noise in spin torque oscillators and its effect on spectral linewidth[END_REF] . In Refs. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] , the focus has been on thermal noise at high offset frequencies and an indication of colored 1/f noise at lower offsets has been found. Ref. [START_REF] Keller | Nonwhite frequency noise in spin torque oscillators and its effect on spectral linewidth[END_REF] presents a measurement method to access the 1/f regime and shows its influence on the frequency spectra. In Ref. [START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF] , the study concerns 1/f noise in the very specific geometry of nano-contact STNOs. A large influence on multiple present modes, which are particularly avoided within the work presented here, has been found. In this chapter, we systematically investigate the 1/f flicker noise in vortex based STNOs (STVOs) both experimentally, and theoretically based on the corresponding nonlinear Langevin equations [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] together with a phenomenological approach. Moreover, we present a thorough study of the important parameters governing this type of noise.

In magnetic sensor applications, the flicker noise, which can not yet be described in its entire universality, is typically described by the empirical Hooge formalism [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF][START_REF] Hooge | 1/f noise in continuous thin gold films[END_REF] . In this chapter, we also aim at establishing a connection between a magnetic TMR sensor, a fundamental building block of the STNO, and the latter's intrinsic nonlinearity.

We focus our study on vortex based spin torque nano-oscillators (STVOs) and their fundamental mode, the gyrotropic vortex motion [START_REF] Cowburn | Single-Domain Circular Nanomagnets[END_REF][START_REF] Shinjo | Magnetic Vortex Core Observation in Circular Dots of Permalloy[END_REF] (see sec. 2.3). STVOs, compared to other STNOs exploiting different magnetic modes (as e.g. a uniform precession or local modes), exhibit large amplitude oscillations with frequencies from 100 MHz up to ∼ 1.5 GHz, a rather narrow linewidth of ∼ 100 kHz, and output powers of up to a few µW [START_REF] Tsunegi | High emission power and Q factor in spin torque vortex oscillator consisting of FeB free layer[END_REF] . Since magnetic vortex dynamics has, in many respects, been considered as a model system for the study of magnetic dynamics [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] , STVOs are suitable to fundamentally study the noise behaviour of STNOs. We believe that the general results of this chapter can be extrapolated to every kind of STNO, as the nonlinear nature and the 4.1. Theoretical description of low offset frequency flicker noise basic noise generating processes are the same. Thus, the main objective is to establish a connection between flicker noise and the STNO's nonlinearity and to study the STNO's flicker noise in general. Such study has not been performed yet for STNOs, even if this is an important issue for the different types of applications aiming to rely on them.

In the following, we first deduce the phenomenological theoretical approach to include low offset frequency 1/f flicker noise processes in the nonlinear auto-oscillator model. We then present experimental data showing the noise characteristics in STVOs and subsequently focus on the low offset frequency regime. We compare and analyze the experimental data regarding the developed model and introduce the formalism of Hooge to discuss the governing parameters of flicker noise in STNOs in general and STVOs in particular. In a vortex oscillator, the noise mechanism in terms of amplitude and phase noise can be seen as fluctuations of the vortex core position on its stable trajectory, schematized in fig. 4.1. The limit cycle mechanism, described in sections 2.4 and 2.5, therefore directly represents the vortex core trajectory. In the following, we assume a phenomenological ansatz to describe the low offset frequency noise in the framework of the nonlinear autooscillator theory and follow the framework presented in section 2.5. We define f n (t), which is the realization of the stochastic 1/f noise process, to act independently on amplitude and phase, respectively: (t) . Here, the flicker noise process is assumed to be stationary and so are g n and h n . Note that the colored 1/f noise can be modeled from an ensemble of statistically independent Ornstein-Uhlenbeck processes with varying correlation times [253] . Exploiting the Wiener-Khintchine-theorem on the noise processes g n and h n , their spectral dependence must fulfill a 1/f γ characteristic:

Theoretical description of low offset frequency flicker noise

g n (t) = f n (t)e -iφ(t) and h n (t) = f n (t)e -iφ
S gn (f ) = g n (t)g * n (t -t ) • e 2πif t dt = α δ f γ , (4.1a) S hn (f ) = h n (t)h * n (t -t ) • e 2πif t dt = α δφ f γ . (4.1b)
4. Low offset frequency 1/f flicker noise in spin torque vortex oscillators

The initial noise levels α δ and α δφ do not necessarily need to be the same [254] ; that means that certain 1/f noise mechanisms might act differently on the amplitude than on the phase and the other way around. The upper descriptions allow formulating the expression for the PSDs of phase and amplitude noise in the low offset frequency regime by inserting the initial noise representations (4.1a-4.1b) into the perturbation's harmonic frequency response (2.28-2.29). Together with the noise PSD resulting from thermal noise processes, as derived in section 2.5, we obtain the total noise PSD expression S δ for the normalized amplitude = a/a 0 = s/s 0 and S δφ for the phase, respectively:

S δ = ∆f 0 π • 1 f 2 + f 2 p + 1 4p 0 π 2 f 2 p + f 2 • α δ f γ (4.2a) S δφ = ∆f 0 πf 2 + 1 4p 0 π 2 f 2 • α δφ f γ + ν 2 f 2 p f 2 S δ . (4.2b)
The first terms in both equations, proportional to the oscillation linewidth ∆f 0 , correspond to thermal origins, whereas all other terms describe the additional PSD due to flicker noise, which is at the center of the present study.

The flicker noise terms describe the original noise of exponent γ, which leads to a 1/f γ slope for the amplitude and a 1/f γ+2 slope for the phase noise. The last term of eq. (4.2b) clearly shows the nonlinear conversion from amplitude to phase noise. Moreover, we also find an additional, non-coupled pure phase flicker noise term -the second term in eq. (4.2b) -, which also exhibits a 1/f 3 -characteristic. 2 also shows the measured evolution of the TMR value as a function of the applied dc current. It likewise decreases with I dc because of arising tunneling channels through shifted bands and equivalently, a lowering of the potential tunneling energy barrier of the insulating layer [START_REF] You | Spin transfer torque and tunneling magnetoresistance dependences on finite bias voltages and insulator barrier energy[END_REF][START_REF] Kalitsov | Bias dependence of tunneling magnetoresistance in magnetic tunnel junctions with asymmetric barriers[END_REF] .

Sample characteristics

To provide a sufficient out-of-plane spin polarization of the injected dc current in order to sustain the gyrotropic vortex motion via spin transfer torque, an external field of µ 0 H ⊥ = 500 mT perpendicular to the film plane is applied. 

L i n e w i d t h [ M H z ]

A p p l i e d C u r r e n t [ m A ] 4.3, i.e. the oscillation's output power p 0 , its linewidth FWHM = 2∆f 0 (1 + ν 2 ), and the carrier frequency f c (the frequency of the spin torque driven magnetization dynamics), obtained from Lorentzian fits on the emission power spectra. In addition, we fit the data with the expected behaviour of the magnitudes. The evolution of the power and linewidth with the applied current can be fitted from their theoretical description1 p 0 (I) = (I/I c -1)/(I/I c +Q)•p max and ∆f 0 (I) ∼ 1/p 0 (I) respectively, with the nonlinearity of the damping Q and p max the respective fitting parameters. The critial oscillation threshold current, where the natural damping is overcome and auto-oscillation of the vortex core around the disk-center arises (chap. 2) is determined to I c ≈ 3.7 mA.

Noise data are gathered from single-shot oscilloscope voltage time traces and evaluation via the Hilbert transform method presented in section 3.5. To obtain noise data close to the carrier (down to 1 Hz offset), the signal is first down-converted to (2 ± 1) MHz via frequency mixing with an external source (see Ref. [START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF][START_REF] Keller | Nonwhite frequency noise in spin torque oscillators and its effect on spectral linewidth[END_REF] ). This allows to decrease the oscilloscope's sampling rate (from ∼ 5 GSa/s down to ∼ 40 MSa/s) and to increase the measurement time (from ∼ 8.2 ms to ∼ 2.05 s) while conserving the signal's noise properties. High frequency components are filtered by a low pass filter (bandwidth DC to 22 MHz). The oscillator's nonlinearity parameters ν and f p (more explicitly described in section 2.4) are determined from the oscilloscope's time space measurements. The damping rate f p back to the stable oscillation trajectory is estimated by performing an exponential fit according to eq. (2.27) to the signal amplitude's autocorrelation [START_REF] Bianchini | Direct experimental measurement of phase-amplitude coupling in spin torque oscillators[END_REF] , exemplarily shown in fig. 4.4. The amplitude autocorrelation is calculated exploiting the Wiener-Khintchine theorem (appendix A) on the amplitude noise PSD (see chapter 3). The nonlinearity parameter ν is obtained by comparing the coupling between amplitude and phase noise in the thermal noise regime as elaborated in section 2.5.

In this chapter, we restrict the measurements and analysis to the oscillation behaviour in
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the dc current regime corresponding to the gyrotropic mode. In particular, we avoid any perturbing effects of mode crossing (as in Ref. [START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF] ) or more complex dynamical behaviour in the regime of very large excitation. Indeed beyond the stable gyrotropic mode (mode crossing, energy transfer into other subordinate modes), under specific current and field conditions, the occurrence of Random Telegraph Noise (RTN) at characteristic frequencies of up to 10 kHz can be observed. This issue is partly investigated in chapter 6. However, at this point, the occurrence of RTN is not further considered and even particularly avoided in the experiment.

Results -Noise in STVOs

A standard visualisation of noise properties is the representation of the power spectral density (PSD), which has the advantage to allow a direct distinction of the underlying noise processes and to classify them by their characteristic inverse power law behaviour

P SD ∼ 1/f β .
In fig. 4.5, we show typical measurement data for the phase noise (red and orange curve) and the amplitude noise PSD (blue and light blue curve) of the studied STVO sample at an applied current of I dc = 4.6 mA. The noise PSDs are depicted versus the offset f off = |f -f c | from the carrier frequency f c (frequency of the vortex gyrotropic motion). The behaviour is mainly described by the nonlinear nature of the oscillator: For higher offset frequencies (f off 10 5 Hz in fig. 4.6), the curve's shape is governed by thermal white gaussian noise processes, thoroughly investigated in Ref. [START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] for uniform STNOs (STNOs exploiting the uniform precession of magnetization dynamics) and in Ref. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] for STVOs (STNOs exploiting the vortex gyrotropic mode).

For this region, we show the noise PSD curves in fig. 4.5's inset based on eqs. (4.2a-4.2b):

The noise signature behaves linearly below the relaxation rate f p with exponent β = 2 for the phase and β = 0 for the amplitude noise. As mentioned in section 2.5, the coupling between the amplitude and phase leads to a conversion of amplitude to phase noise and therefore to an increase of the phase noise by 10 log(1 + ν 2 ). For f off f p , perturbations are faster than the nonlinear damping response τ p = 1/(2πf p ), which is usually in the order of a few tens of oscillation periods (depending on the spin torque strength), so that the nonlinearity becomes less significant. The amplitude noise decreases with 1/f 2 and the phase noise with 1/f 4 for f p f νf p and with 1/f 2 for f νf p . At even higher offset frequencies, the Johnson-Nyquist noise floor eventually limits the PSDs (not shown in fig. 4

.5).

For low offset frequencies f off 10 4 Hz, that are in the focus of this study, the PSD 4. Low offset frequency 1/f flicker noise in spin torque vortex oscillators spectra exhibit a 1/f 3 -and a 1/f 1 -behaviour for phase and amplitude noise respectively, where 1/f -flicker-noise is found to be dominant over thermal noise processes. The fits ∼ α exp /f β on the experimental data in fig. 4.5 (orange curve for phase noise and cyan curve for amplitude noise) illustrate the curves' typical slopes and furthermore give the corresponding experimental noise prefactor α exp , later discussed in section 4.4.
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The fundamental origin of flicker noise, described through the phenomenological parameter α in eqs. (4.2a-4.2b), cannot implicitly be specified as different physical processes are potential origins. This includes intrinsic phenomena such as fluctuations in the magnetic texture [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF][START_REF] Diao | Nanoscale dissipation and magnetoresistive1/fnoise in spin valves[END_REF] , the impact of defects and/or inhomogeneities in the magnetic layers or the tunnel barrier in particular due to the fabrication process [START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF] . Even external fluctuations of the driving dc current or the applied magnetic field can play a role.

Comparing the experimental data depicted in fig. 4.5 with the theoretical equations (4.2a-4.2b), we find for the generating noise process γ ≈ 1 and a conversion of 1/f 1 amplitude into 1/f 3 phase noise, reflected both in fig. 4.5 (light blue and orange curve in the low offset frequency regime) as well as in eq. (4.2b).

Next to the experimental PSDs, we additionally plot in fig. 4.6 theoretical curves excluding one or more terms in equations (4.2a) and (4.2b), and described in the following. 
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Whereas obtaining a good agreement of the experimental curves with the above described theoretical curves considering thermal noise, they clearly differ at lower offset frequencies (f off 10 4 Hz). To understand this difference, we further evaluate eq. (4.2b). We use the experimental low offset amplitude noise and convert it into phase noise to consider amplitude-phase coupling in the low offset frequency range f off 10 4 Hz and to classify the important parameters. Hence, the violet curve in fig. 4.6 represents the phase noise only including the thermal and the amplitude-converted contribution (similar to the dot-dashed red curve in the high offset frequency regime). The difference between the experimental phase noise PSD (black curve in fig. 4.6) and the calculated curve (violet) therefore clearly pinpoints the large impact of the pure phase flicker noise in fig. 4.6, which is found to be dominant against the other contributions. To further classify the important noise parameters, we concentrate on the pure phase flicker noise in the following.

In fig. 4.7, we compare the experimental prefactors α exp of the α exp /f β -fits on the 

Governing parameters and relation to the Hooge formalism

Another important result is that the flicker noise for both the amplitude (blue points in bottom panel of fig. 4.7) and the phase noise (red and green points in fig. 4.7) is decreasing as the injected dc current is increased. For comparison, this behaviour is different from what is found in conventional TMR sensors [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF][START_REF] Herranz | Strongly suppressed 1/f noise and enhanced magnetoresistance in epitaxial Fe-V/MgO/Fe magnetic tunnel junctions[END_REF] , whose layer structure is very similar to the one of STNOs. For these devices, the low frequency noise behaviour is usually evaluated only by a standard description based on the phenomenological Hoogeformula [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF][START_REF] Hooge | 1/f noise in continuous thin gold films[END_REF] :

S P = α H P dc A • f β , ( 4.3) 
with P dc the circuit's dc power, A the magnetically active surface, that is usually constant in TMR sensors, and α H the Hooge-parameter. Interestingly, the coefficient α H is often considered as a kind of quality factor e.g. in magnetic sensor technologies. In this picture, α H includes the intrinsic origins of the flicker noise due to manifold potential mechanisms already mentioned before. Note that the phenomenological Hooge formula is originally well adapted to semiconductor devices [START_REF] Ziel | Unified presentation of 1/f noise in electron devices: fundamental 1/f noise sources[END_REF][START_REF] Sangwan | Low-Frequency Electronic Noise in Single-Layer MoS2 Transistors[END_REF][START_REF] Balandin | The fundamental 1/f noise and the Hooge parameter in semiconductor quantum wires[END_REF] . There, it describes the 1/f noise proportional to the power supplied into the system averaged over the number of carriers. By applying the Hooge model to magnetic sensors, the averaging is indeed realized on the effective magnetic volume that is converted into the active magnetic surface A after proper renormalization in eq. (4.3). In STVOs, the nonlinear evolution of the active surface A or, more generally, the active magnetic volume has to be especially taken into account, as usually not the entire device area is active, but only the surface enclosed by the vortex core trajectory contributes to 4. Low offset frequency 1/f flicker noise in spin torque vortex oscillators the rf signal (red circle in fig. 4.1). A particularity of STVOs (and STNOs in general) is that, resulting from the nonlinearities of the different forces acting on the vortex core, A can be controlled through the amplitude of the spin transfer torque. The active surface A = π(Rs 0 ) 2 , with R the nanodisk radius and s 0 the normalized radius of the vortex core trajectory, can be experimentally determined by measuring the conductivities in the vortex or antiparallel state G 0 (I dc ) and G ap (I dc ), the TMR value T M R(I dc ), the corresponding applied field values h i normalized to the magnetization of the layer i, and the effective oscillation voltage V rf [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] . In the vortex oscillator model system, the oscillation radius can be calculated through eq. ( 3.2):

s 0 = 2G 0 (1 + G 0 Z 50Ω ) I dc • T M R(I dc ) • G ap Z 50Ω λ • 1 (1 -h 2 f ree )(1 -h 2 SAF ) • V rf 0 ,
with Z 50Ω the load, λ ≈ 2/3 a magnetoresistive factor (proportionality factor for the planar magnetization value relative to the saturation magnetization), and h the normalized field in the indexed layer. Note that the average resistance 1/G 0 = R 0 (I dc ) usually decreases for larger currents, as shown in fig. 4.2.

The evaluated active surface of the studied STVO as a function of the dc current is shown in fig. 4.8a, as well as the Hooge-proportionality (i.e. the important parameter dependence in eq. (4.3)) P dc /A in fig. 4.8b, which mainly determines the noise prefactor in eq. (4.3).

We find that the Hooge proportionality P dc /A is first almost constant and then increases as a function of I dc . For lower currents, the increase of A is in fact compensating the increase in power P dc . Then in the regime of constant A, the quadratic behaviour of P dc /A is similar to what is usually found in magnetic TMR/GMR sensors [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF] . Following the Hooge model, a consequence is that also the noise level for higher currents shall increase. As shown in fig. 4.7, this is contrary to what we find experimentally. Thus, an important conclusion is, that P dc /A alone does not properly describe the flicker noise behaviour of a STVO, as it mainly does in case of magnetic sensors.

Indeed, the nonlinear nature of the oscillator, expressed by the equations (4.2a-4.2b), has to be taken into account. It obviously dominates over the Hooge-behaviour, which is in fact valid for the static case with no sustained spin transfer dynamics. In eq. (4.2a-4.2b) we assume the generating noise (which is not deterministically understood so far) to follow Hooge's description in eq. ( 4.3) and include it in the parameter α ∼ α H P dc /A. It is important to note that the prefactor α H for the phase does not necessarily need to be equivalent to the one of the amplitude noise. In fig. 4.9, we calculate the evolution of the flicker noise prefactor as a function of I dc based on the parameters of eq. (4.2a-4.2b) taking into account the previously discussed effects. At this stage, we neglect α H which will be discussed later, and therefore plot 4. Low offset frequency 1/f flicker noise in spin torque vortex oscillators

P dc /(4p 0 π 2 f 2 p A)
for the amplitude and P dc /(4p 0 π 2 A) for the pure phase flicker noise prefactor. The calculated noise prefactors of the pure amplitude and phase flicker noise terms (fig. 4.9) qualitatively reproduce the trends of the experimental measurements, represented in fig. 4.7.

In particular, we see that the phase noise curve first decreases, then remains constant over a certain current range until it starts increasing again from ∼ 6.5 mA on. This behaviour is associated with the decreasing nonlinearity at higher currents [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] and a resulting nearly constant oscillation radius s 0 and output power p 0 in this regime (cp. figs. 4.8 and 4.3). Therefore, in this high current regime, the Hooge-ratio P dc /A also becomes more influential and starts to dominate the noise-behaviour similarly to what is usually found in TMR sensors. In chapter 6, we further corroborate this effect through a noise level evolution almost perfectly with P dc /A when A = const. The amplitude noise prefactor (fig. 4.9, blue curve) is slightly decreasing from low to high currents in the range of the experimentally studied injected current, but it has to be remarked that the error bars are large and thus, a clear statement is hard to make. In theory (eq. (4.2a)), the flicker contribution of S δ mainly depends on the damping rate f p back to the limit cycle. 

α H,δ ≈ 10 1 Ω µm 2 ⇔ G 0 α H,δ ≈ 10 -1 µm 2
for the amplitude noise.
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It is important to note that these values cannot be directly compared to the ones obtained at low frequencies ( = offset frequencies) in TMR based sensors. This is because the voltage fluctuations at low frequencies are not converted one-to-one to the carrier and moreover, different noise mechanisms might act on the dynamics. Thus, the generating noise, converted to amplitude and phase fluctuations through the dynamic equations (4.2a-4.2b), should rather be understood as an effective mechanism. However, along with the discussed Hooge-proportionality P dc /A, which reflects the dependence of static fluctuations and the resulting generating noise in a general sense, we state that also the Hooge-parameter α H for sustained oscillations follows the same dependences as α H for static fluctuations, i.e. the evolution with temperature, bias voltage, etc. For comparison, in TMR based sensors the obtained values are typically between G 0 α H ≈ 10 -6 µm 2 (Ref. [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Gokce | 1/f noise in magnetic tunnel junctions with MgO tunnel barriers[END_REF] ) and 10 -11 µm 2 (Ref. [START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Scola | Noise in MgO barrier magnetic tunnel junctions with CoFeB electrodes: Influence of annealing temperature[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF][START_REF] Almeida | Low-Frequency Noise in MgO Magnetic Tunnel Junctions: Hooge's Parameter Dependence on Bias Voltage[END_REF] ), measured for voltage fluctuations upon the tunnel junction. In Ref. [START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF] , G 0 α H ≈ 10 -11 µm 2 is calculated from data on TMR sensor devices with a layer structure similar to ours and resistance-area product RA well below 100 kΩ • µm 2 , where α H usually becomes stable in terms of RA [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF] . In contrast to the present work, data in Ref. [START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF] were obtained at low temperature (T = 5 K). Thermal noise processes can also be the generator of 1/f noise processes (Barkhausen noise), as shown in Ref. [START_REF] Scola | Noise in MgO barrier magnetic tunnel junctions with CoFeB electrodes: Influence of annealing temperature[END_REF] , where a decrease of α H by about two orders of magnitude at low compared to room temperature was measured. Moreover, we apply up to ∼ 400 mV compared to a maximum bias voltage of ∼ 50 mV in Ref. [START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF] . Usually, α H decreases with higher applied voltages by up to one order of magnitude [START_REF] Gokce | 1/f noise in magnetic tunnel junctions with MgO tunnel barriers[END_REF][START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Almeida | Low-Frequency Noise in MgO Magnetic Tunnel Junctions: Hooge's Parameter Dependence on Bias Voltage[END_REF] due to new conductance channels arising in this range of biases and the likewise decreasing TMR ratio [START_REF] Gokce | 1/f noise in magnetic tunnel junctions with MgO tunnel barriers[END_REF][START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF] , as shown in fig. 4.2 for our samples. This behavior is also found in our devices (fig. 4.10), where it leads to a suppression of the expected phase noise increase for larger currents shown in fig. 4.9. Finally, the parameter α H in general depends on the magnetic configuration of the magnetic tunnel junction (in sensors mainly parallel P and antiparallel AP) because of the different nature of tunneling channels. The higher noise level in the AP state can be mostly explained by a higher contribution to noise from tunneling electrons from the localized bands [START_REF] Scola | Noise in MgO barrier magnetic tunnel junctions with CoFeB electrodes: Influence of annealing temperature[END_REF] . Those are more sensitive to charge traps (e.g. magnetic impurities) in the insulator. In the AP state, mainly localized bands contribute to the tunneling compared to mainly delocalized s-electrons in the P-state. Therefore, the difference in the Hooge parameter α H,AP > α H,P is usually at least a factor of two [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF] but more often even one or two orders of magnitude [START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Herranz | Low frequency noise Bibliography due to magnetic inhomogeneities in submicron FeCoB/MgO/FeCoB magnetic tunnel junctions[END_REF][START_REF] Almeida | Low-Frequency Noise in MgO Magnetic Tunnel Junctions: Hooge's Parameter Dependence on Bias Voltage[END_REF] .

Very recent measurements on our sample (same generation, different STVO) adopt a well established, very accurate measurement method of the static voltage fluctuations, which is described e.g. in Refs. [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF]263] and schematized in fig. 4.11b, G 0 α H is found larger in the vortex state than in the P or AP configuration of the magnetic tunnel junction (actually, there is one order of magnitude between AP and vortex state). These measurements will prospectively help to classify not only the quality of the tunnel junction, but also the qualitative noise evolution of the excited auto-oscillations.

Summary

As an important result, we state that the system's nonlinear nature strongly governs not only the thermal, but also the flicker noise behaviour. The influence on the statically observed noise proportionality P dc /A, which is modelled by the Hooge-formalism, is found to be of minor significance at least until the larger current regime where the nonlinearity decreases and oscillation radius s 0 and oscillation output power p 0 do not significantly increase anymore. In the larger current regime, the phase noise follows a Hooge-like increase, as we find in the evolution of the calculated parameters and further corroborate in chapter 6 (sec. 6.4). Note however that this trend is found to be much less pronounced in the parameters extracted from the measurements presented here (see fig. 4.7) due to the evolution of α H expected in this range of very large applied biases. In fact, the phenomenological parameter α H describes the noise level and may have contributions from both magnetic and electronic mechanisms (as well as the microstructural quality of the thin films [START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF] ) that might differ for amplitude and phase. A comparison with known values in similar TMR devices usually operating at very low voltage bias is not straightforward, because as we show here, all noise mechanisms might act in fundamentally different ways.

As we demonstrate, the evolution of the output power p 0 and the (correlated) active magnetic surface A are essential for the phase noise. For the amplitude noise, the essential governing parameter is the damping rate f p back to the limit cycle.

Summary

In this chapter, we present a phenomenological theory based on the nonlinear autooscillator model in order to describe the noise properties of spin torque nano oscillators in the low offset frequency range. We investigate how the 1/f flicker noise, which is the dominant noise source in the low offset frequency regime, is connected with the oscillator's nonlinear dynamics.

In addition to the new theoretical description, we also conduct a detailled experimental investigation performed on vortex based spin torque oscillators, and discuss the results based on the theoretical predictions. We measure a 1/f 1 flicker amplitude noise and its conversion into 1/f 3 phase noise. Indeed, the phase noise additionally exhibits a pure phase flicker noise contribution, which is found to be dominant. As a consequence, we hence demonstrate that the amplitude-phase-noise coupling is less important in the low offset frequency regime compared to higher frequency offsets.

In conclusion, we find that the flicker noise in spin torque oscillators, particularly in STVOs but extendable to other STNOs, is determined by the system's nonlinear parameters in the highly frequency tunable operation range. We also show that this conclusion becomes less valid in the regime of very large driving force on the vortex core (i.e. large applied current), which we will further validate on an appropriate sample in chapter 6. Moreover, we combine the dynamical equations with the well established Hooge formalism for TMR sensors, enabling us to connect the regime of low frequency noise with the noise close to the carrier frequency, and emphasize the importance of different parameters on the low offset frequency noise.

5

Influence of flicker noise and nonlinearity on the shape of the frequency spectrum of spin-torque nano oscillators

The correlation of phase fluctuations in any type of oscillator fundamentally defines its spectral shape. However, in nonlinear oscillators, such as spin torque nano oscillators, the frequency spectrum can become particularly complex. This is specifically true when not only considering thermal but also colored 1/f flicker noise processes, which are crucial in the context of the oscillator's long term stability. In this chapter, we address the frequency spectrum of spin torque oscillators in the regime of large-amplitude steady oscillations experimentally and as well theoretically [START_REF] Wittrock | Influence of flicker noise and nonlinearity on the frequency spectrum of spin torque nano-oscillators[END_REF] . We particularly take both thermal and flicker noise into account. We perform a series of measurements of the phase noise and the spectrum on spin torque vortex oscillators, and study how the oscillation's spectral shape depends on the measurement duration and the correlation times of the different noise sources. We demonstrate how the spectral shape changes from a Lorentz shape at short measurement durations associated to white noise correlation, to a Voigt -or even Gaussian -shape at longer durations with colored 1/f correlation. In complement to these experimental results, we develop a simulation scheme including both a basic flicker noise process and thermal fluctuations. Finally, we furthermore present a theoretical model in the framework of the nonlinear auto-oscillator theory (see chpt. 4) in which the variance functions of the phase fluctuations are derived allowing to predict the shape of the frequency spectrum of STNOs. Long term stability is important in several of the recent applicative developments of spin torque oscillators. This study brings some insights on how to better address this issue.

Simulation details and construction of noise

We perform numerical simulations of the differential Thiele equation which describes the dynamics of the vortex core (cf. chpt. 2):

G × d X dt -D X d X dt - ∂W X, I STO (t) ∂ X + F ST T X, I STO (t) = 0 .
X denotes the vortex core position, G the gyrovector, D the damping, W the potential energy of the vortex, F ST T the spin-transfer force, and I STO the applied current with dc and eventually rf components. We explicitely use eqs. (2.14) and further specify the used magnitudes in appendix B.

Our objective is to include in the simulations not only thermal but also 1/f flicker noise.

To do so, the contribution of the thermal noise is introduced through a fluctuating field varying the vortex core position [START_REF] Khalsa | Critical current and linewidth reduction in spin-torque nano-oscillators by delayed self-injection[END_REF] . It follows a normal distribution with a zero mean value and a fluctuation amplitude given by Γ:

Γ = 2k B T D 0 R 2 G , ( 5.1) 
where k B is the Boltzmann constant, T corresponds to the temperature (set to 300 K in our simulations), D 0 is the linear (in the gyration amplitude) term of the damping D, R is the nano-dot radius and G is the amplitude of the gyrovector G. The values of the parameters used in the explicit expression of the Thiele equation to simulate the vortex dynamics are given in the appendix B. 

Simulation details and construction of noise

As for the simulation of the flicker noise contribution, we introduce a random variable r 1/f (t) that has a 1/f 1 flicker noise PSD as presented in fig. 5.1 (see appendix B for a more detailed description of how this variable is constructed). This random process variable is then added to the applied dc current I dc :

I ST O (t) = I dc + λr 1/f (t) , (5.2)
where λ is a scalar factor chosen here to be 2.5•10 -4 in order for the simulated amplitude and phase noise PSD to be close to measured ones but a little higher in order to clearly observe the effect of 1/f noise. Through I ST O , it consequently acts on the dynamics of both amplitude and phase.

Discussion of the generating noise

The flicker generating noise, which leads to the 1/f β power law characteristics in the amplitude and phase noise PSDs of the STVO, exhibits itself a 1/f 1 spectral shape [START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] (see chpt. 4). Its fundamental origin is not yet well understood.
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F r e q u e n c y [ H z ] d a t a 1 / f c h a r a c t e r i s t i c In order to gain more insight into the particular origins of the flicker noise and the influence of the current source characteristics, we can compare the noise PSD of the modelled generating noise with the experimental noise PSD of the current source. In fig. 5.2, we present the measured noise characteristics of the used Keithley 6220 current source on a circuit with a 50 Ω resistance. In the measurement circuit, the voltage-time signal is gathered at the oscilloscope with a load impedance of 1 MΩ. Additionally, we add a 3.3 µF capacitance in order to high-pass filter frequency components of 0.1 Hz. The signal is subsequently fourier-transformed in order to obtain the noise PSD. The shown data are measured at 8 mA. Indeed, the noise PSD does not change much within the current interval ]0; 10] mA. Above, the current source changes range and the noise PSD might be different.

We see that indeed the noise PSD exhibits a 1/f spectral shape. Comparing the modelled generating noise with the measured noise PSD of the current supply, we find that the 5. Influence of flicker noise and nonlinearity on the frequency spectrum of STNOs magnitude of the modelled noise is much higher than the one from the measurements, i.e. for instance at 10 4 Hz ∼ -155 dB in the simulation compared to ∼ -180 dB for the measurement. We can conclude here that indeed different mechanisms contribute to the characteristic 1/f flicker noise. These might be fluctuations of the magnetic texture, the impact of defects and/or inhomogeneities in the magnetic layers or the tunnel barrier, or also external fluctuations of the applied magnetic field. Hence, even if the fluctuations of the dc current supply contribute to the 1/f flicker noise in STNOs, they are indeed not its major origin. However, in the simulation we model all the different potential origins of 1/f noise to be included in the dc current fluctuations. As it will become clear in the following, this approach shows excellent agreement with the experimental measurements and thus, represents a valid approach in order to model STNO operation being subject to 1/f flicker noise.

Frequency spectrum and noise PSD in experiment & simulation

Experiments have been performed on the same sample (type a, see chpt. 3) as in the previous chapter 4. The presented data have been recorded with applied out-of-plane field of µ 0 H ⊥ = 495 mT and dc current of I dc = 5.5 mA. Note that the results do not depend on the experimental conditions and are indeed valid in the broad range of parameters.

In the central panel of Fig. 5.3, we present the measured noise PSD corresponding to amplitude (blue and cyan curves) and phase (red and orange curves) fluctuations. As elaborated in section 4, the different noise contributions can be directly identified due to their inverse power law behavior P SD ∼ 1/f β . At large offset frequencies f 10 5 Hz, the thermal noise is dominant and the noise signature behaves linearly with exponent β = 2 for the phase (red curve in Fig. 5.3) and β = 0 for the amplitude noise (blue curve in Fig. 5.3). Note that this description does not apply for frequencies above the relaxation rate frequency f p (≈ 11.8 MHz here) above which the oscillator's nonlinearities strongly affect the noise PSDs [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] . At low offset frequency f 10 5 Hz, the noise characteristics are clearly different because the flicker noise becomes the dominant source of noise. As seen in fig. 5.3, the phase noise PSD can be fitted with α exp /f 3 (see orange curve in fig. 5.3) and the amplitude noise with α exp /f 1 (see cyan curve in fig. 5.3). In addition to the measured PSDs, we also present in fig. measured spectra. We find that for short measurement times (typically < 1 ms), the power emission spectra can be fitted with an excellent agreement by Lorentzian curves. On the contrary, for longer measurement duration, the fits using Gaussian curves become more accurate with an excellent agreement for 2.05 s. In summary, we find a Lorentzian spectral shape in the regime of dominant thermal noise with the phase noise PSD S δφ ∼ 1/f 2 , and a Gaussian dominated shape in the regime of dominant flicker phase noise with S δφ ∼ 1/f 3 . Note that in the intermediate measurement time, the spectrum is described by a convolution of Lorentzian and Gaussian shapes, which is a Voigt curve shape, as exemplified for the 8.2 ms measurement time in fig. 5.3. In fig. 5.4, we display the simulated noise PSD (fig. 5.4a) and the frequency spectrum (fig. 5.4b) obtained from the simulation of the vortex core dynamics (sec. 5.1) using an applied dc current of 4.5 mA far above the critical current for auto-oscillations I c ∼ 2 mA. We remind that in this case, the linewidth fulfills 2 • ∆f 0 f p . In order to investigate the impact of 1/f flicker noise on the spectral shape of the STVOs, a sufficiently long simulation time scale of T sim = 10 ms is required. In fig. 5.4, we present two cases of simulations, one with λ = 2.5 • 10 -4 (i.e. including thermal and flicker noise) and another one with λ = 0 (i.e. including only thermal noise) (see eq. (5.2)). At large carrier offset frequencies 4 • 10 5 Hz in fig. 5.4a, the simulated curves for the two λ are as expected equivalent because the flicker noise contribution is negligible in this regime. Below this offset frequency, the two curves separate. For λ = 0 and offsets < f p 8•10 6 Hz, the noise PSD exhibits a plateau for the amplitude and a 1/f 2 decrease for the phase. Note that in this case, despite the increase of phase noise due to amplitude-to-phase noise conversion associated to STNO nonlinearities [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF][START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] , the noise PSD characteristics considering only thermal noise can be treated as that of a linear oscillator. For λ = 2.5 • 10 -4 and offsets < f p 8 • 10 6 Hz, the simulated PSDs show the same trends and characteristics as the experimental ones presented in fig. 5.3, thus validating our approach to describe the flicker noise in the vortex dynamics simulations by assuming a 1/f 1 generating noise process in the dynamical equations.

In fig. 5.4b, we display the corresponding frequency spectrum of the oscillation power. For λ = 0, the fit using a Lorentzian curve (red curve) shows a perfect agreement with the simulation. On the contrary, when the flicker noise is taken into account (using λ = 2.5 • 10 -4 ), the spectrum becomes broader and its shape changes. The best fit is now obtained using a Voigt function (green curve), that is in fact close to be a Gaussian curve. We can thus conclude that the different noise sources contribute differently to the spectral shape of the oscillations. A direct consequence is that the spectral shape shall depend on the actual duration of the measurement, as the flicker noise contribution becomes only significant at sufficiently large correlation times.

In fig. 5.5, we plot the spectral linewidths of the contributions to the spectral composition (Lorentz, Gauss, Voigt) provided by the Voigt fits as a function of the duration, both for the experimental spectra (fig. 5.5a) and the simulated ones (fig. 5.5b). From these curves, we observe that the Lorentz contribution to the spectral linewidth does not change significantly with the recording duration, whereas the total linewidth represented by the Voigt FWHM increases for longer measurement time, as well as the contribution from the Gaussian shape. Note that the larger linewidth values for the simulation (fig. (b) due to a slightly higher simulated noise than reflected in the experiments.
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Theoretical model

Taking into account both thermal and flicker noise processes within the framework of the general nonlinear auto-oscillator theory [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] , the noise PSD of amplitude S δ and phase noise S δφ can be written using the following expressions we recently described in chpt. 4 [START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] :

S δ = ∆f 0 π • 1 f 2 + f 2 p + 1 4p 0 π 2 f 2 p + f 2 • α δ f γ (5.3) S δφ = ∆f 0 πf 2 + 1 4p 0 π 2 f 2 • α δφ f γ + ν 2 f 2 p f 2 S δ , ( 5.4) 
where ∆f 0 is the linear oscillation linewidth and f p is the characteristic frequency of relaxation back to the stable oscillation power p 0 after small perturbations δp. The parameter ν = N p 0 /(πf p ) with N = dω(p)/dp the nonlinear frequency shift coefficient is the normalized dimensionless nonlinear frequency shift and quantifies the coupling between phase and amplitude due to nonlinearity. The parameter α δx describes the generating flicker noise process acting differently on amplitude/phase x. Its characteristic exponent γ has been found γ = 1 in chpt. 4. In the following, we focus on the theoretical description of the phase noise S δφ , that is the most important for describing the spectral shape of the oscillation, one of the main objectives of this study. In eq. (5.4), the three terms describe different contributions to 5. Influence of flicker noise and nonlinearity on the frequency spectrum of STNOs the phase noise. The linear contributions are the ones being independent of ν, whereas the nonlinear ones are scaling with ν 2 , converting amplitude S δ into phase noise S δφ . Moreover, all terms proportional to ∆f 0 describe the thermal noise, and the terms proportional to α δx the flicker noise contribution. For simplicity, we choose S δφ to be expressed in terms of the angular frequency ω = 2πf and introduce the simplified parameters α ph and α amp . Thus, we evaluate the phase noise in its simplified form:

S δφ = 2∆ω 0 ω 2 + ν 2 2∆ω 0 ω 2 ω 2 p (ω 2 + ω 2 p ) + α ph ω 3 + α amp (ω 2 p + ω 2 )ω 3 .
(5.5)

The parameters α ph and α amp can be identified with the experimental magnitudes:

α ph = (2π) 3 α ph,exp = 2πα δφ /p 0 α amp = (2π) 3 ω 2 p α amp,exp = 2πω 2 p ν 2 α δ /p 0 ,
where α amp,exp and α ph,exp are the fitting parameters α x,exp /f 3 on the nonlinear low offset frequency flicker phase noise converted from amplitude noise (last term in eq. ( 5.4)) and on the linear pure phase flicker noise (2nd term in (5.4)) respectively [START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] . From eq. (5.5), we can compute the variance function ∆φ 2 of the oscillator's phase fluctuations 1 [267,268,269,270] :

∆φ 2 2 = 1 π ∞ 0 (1 -cos(ωt)) • S δφ dω . (5.6)
Assuming S δ S δφ and a stationary ergodic process, which is gaussian distributed (via the central limit theorem), the signal's autocorrelation can be approximated by1 

K(t) ≈ p 0 e -iωt e -∆φ 2 /2 .
(5.7)

Then applying the Wiener-Khintchine theorem, the frequency spectrum's PSD of the signal x can be calculated through the Fourier transform of the signal's autocorrelation 1 [START_REF] Coffey | The Langevin Equation: With Applications in Physics[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] :

S x (ω) = R K x (t)e iωt dt .
(5.8)

Variance of phase fluctuations

Following the expression of eq. (5.6) for the computation of the fluctuation's variance calculation, we first give the expression for the variance of the thermal noise contributions (all terms proportional to ∆ω 0 in eq. (5.5)):

∆φ 2 2 th ≈ 1 π • ∞ ωc (1 -cos(ωt)) S δφ,th dω = α l πω c + α l π • tπ 2 -t • Si(tω c ) - cos(ω c t) ω c linear part + α nl π ω p + ω c arctan( ωc ωp ) ω c ω 3 p - π 2ω 3 p                            non- linear part - α nl 2πω 3 p sinh(ω p t) • π -ω p tπ -sinh(ω p t) Si (t(ω c + iω p )) + Si (t(ω c -iω p )) +i cosh(ω p t) Ci (t(ω c + iω p )) -Ci (t(ω c -iω p )) -2ω p tSi(tω c ) + 2ω p cos(tω c ) ω c
, where we insert for the linear thermal noise part α l := 2∆ω 0 and α nl := 2∆ω 0 ν2 ω 2 p . Si(x) and Ci(x) denote the sine and cosine integral and ω c is a lower frequency cutoff 2 . For the two flicker noise terms, we calculate:

∆φ 2 2 1/f = α ph π 1 2ω 2 c + t 2 2 sin(ω c t) tω c -Ci(tω c ) - cos(ω c t (ω c t) 2 pure flicker + α amp π - ln(ω 2 p + ω 2 c ) 2ω 4 p + 1 2ω 2 c ω 2 p + ln(ω c ) ω 4 p                                      nonlinear flicker + α amp 2πω 4 p i sinh(ω p t) • [Si (ω c t + iω p t) -Si (ω c t -iω p t)] + cosh(ω p t) • [Ci (ω c t + iω p t) + Ci (ω c t -iω p t)] -Ci(ω c t)ω 2 p t 2 -2Ci(ω c t) + ω 2 p t sin(ω c t) ω c - ω 2 p cos(ω c t) ω 2 c .

Influence of flicker noise and nonlinearity on the frequency spectrum of STNOs

In all the calculation above, we have assumed a practical lower frequency cutoff ω c , which is necessary to circumvent the integrals' divergence at ω = 0. Note that for a comparative analysis of the timing jitter and frequency stability, the divergence is also often avoided by adding a filter function to eq. (5.6) [START_REF] Makdissi | Stability variances: a filter approach[END_REF] , invoking different variance definitions, as e.g. the Allan, modified Allan, or Hadamard variance [START_REF] Riley | Division, Frequency: Handbook of Frequency Stability Analysis[END_REF] . However, it is to be emphasized that in real physical systems, our assumption will remain valid because the measurement time is usually restricted and the bandwidth is finite. In this sense, ω c reflects the measurement duration studied in section 5.2. Moreover, the autocorrelation's delay t has to be limited, too, since ω c t < 2π. A reasonable approximation for the variance function is therefore

ω c t 1.
Furthermore assuming ω c ω p , we can approximate the above expressions. For the thermal noise part, with the analytical expressions for the prefactors α l = 2∆ω 0 and

α nl = 2∆ω 0 ν 2 ω 2
p introduced above, it yields:

∆φ 2 2 th = ∆ω 0 (1 + ν 2 )t -ν 2 1 -e -ωpt ω p . ( 5.9) 
This representation agrees with the one given by Tiberkevich et al. in Ref. [START_REF] Tiberkevich | Temperature dependence of nonlinear auto-oscillator linewidths: Application to spin-torque nano-oscillators[END_REF] , where also a detailed discussion of the temperature related effects in STNOs can be found. As the phase variance varies linearly only for time intervals t 2/ω p , the STNO's power spectrum is thus in general non-Lorentzian. However, if the generation linewidth ∆ω is sufficiently small, i.e. 2∆ω ω p , the exponential factor in (5.9) can be neglected at a typical decoherence time t ∼ 1/∆ω:

∆φ 2 2 th ≈ ∆ω 0 (1 + ν 2 )t - ν 2 2ω p .
This leads to a linear variance and thus, a Lorentzian power spectrum with a FWHM of:

FWHM = 2∆ω = 2∆ω 0 (1 + ν 2 ) .
If the power fluctuations' correlation time holds τ p = 2/ω p 1/∆ω and is therewith much longer than the oscillator's coherence time, eq. (5.9) yields:

∆φ 2 2 th ≈ ∆ω 0 t + ν 2 ω p t 2 2 ,
which is quadratic and hence leads to a Gaussian power spectrum. However, in the case

Theoretical model

of large amplitude steady state oscillations of the STVO as investigated in this work, the condition 2∆ω ω p is always fulfilled. For the flicker noise, we obtain in approximation:

∆φ 2 2 1/f = α ph π t 2 2 3 2 -ln(ω c t) -γ EM + α amp 2πω 2 p ln ( ω 2 c/ω 2 p ) 2ω 2 p -t 2 + 2 /ω 2 p (ln(ω c t) + γ EM ) + 2t 2 , ( 5.10) 
where we assume that t 2/ω p and introduce the Euler-Mascheroni constant γ EM ≈ 0.58.

In fig. 5.6a, we plot the variance functions for the thermal and the flicker noise contributions using the experimental parameters of the STVO studied in section 5.2 exhibiting a linewidth FWHM = 2∆f 0 • (1 + ν 2 ) = 450 kHz, a relaxation frequency f p = 11.8 MHz, and a nonlinearity parameter ν = 2.6. Corresponding to a standard measurement time, the frequency cutoff is set to f c = 500 Hz. The fitting parameters of the linear and nonlinear flicker phase noise in the sample are α ph,exp = 1.15 • 10 9 and α amp,exp = 2.5 • 10 7 , respectively; values which are equivalently found in chpt. 4. At small times t, displayed in the inset of figure 5.6a, we clearly see that the thermal noise contribution (black curve) is the dominant one to the variance function. As already mentioned, ∆φ 2 is nonlinear for very small times before it becomes almost linear for increasing t. However, at even higher t ( 7 µs in graph 5.6a), because the flicker noise contribution starts to dominate, the total variance function becomes again nonlinear as 5. Influence of flicker noise and nonlinearity on the frequency spectrum of STNOs the flicker variance appears to be almost quadratic.

In fig. 5.6b, we plot the corresponding phase noise power spectral density based on equation (5.4). Similar to the noise PSD shown in section 5.2, we again emphasize the dominance of thermal noise at higher offset frequencies and of 1/f flicker noise at the lower ones (f 10 5 Hz).

Theoretical frequency power spectrum

In fig. 5.7, we present the calculated power spectrum using the expressions derived from the theoretical model. From the calculated variance ∆φ 2 of the phase fluctuations, we can determine the power spectrum according to eqs. (5.7) and (5.8). 

f c = 1 Hz.
As done for the simulations, we can now compare the theoretical spectral shape for the two cases, i.e. only the thermal noise is considered or both thermal and flicker contributions are taken into account. For these calculations, we have used the same STVO parameters as before and only the frequency-cutoff f c is changed. In fig. 5.7a, we observe that for f c = 10 5 Hz (fig. 5.7a), the spectrum is almost equivalent to the one only taking into account the thermal noise. In this case, the spectrum exhibits a Lorentzian shape due to its quasi-linear variance function ∆φ 2 . On the contrary, for f c = 1 Hz (fig. 5.7b), corresponding to a longer measurement time, the two spectra clearly differ. While the spectral shape associated to pure thermal noise is, as expected, still of Lorentzian type, the power spectrum in the presence of flicker noise is more complex. As its variance function shown in fig. 5.6a is nearly quadratic, we find a convolution of Lorentzian and Gaussian shapes, that is a Voigt function. This result, obtained from the theoretical model, thus reproduces excellently what we have previously shown both in the experiments and the simulations.

5.4. Summary

Summary

The noise characteristics of vortex based spin torque oscillators are dominated by thermal noise at large offset frequencies and by flicker noise mechanisms at lower ones f 10 5 Hz.

In order to analyze these results, we perform simulations of the oscillator's noise properties by including the thermal contribution and as well, more originally, the flicker noise processes existing in the vortex dynamics in STVOs. To this aim, we have used the differential Thiele approach [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF] together with a 1/f 1 shaped generated noise. An important outcome of the simulations is, firstly, that the fluctuations of the current source do not dominate the STNO noise characteristics, and, secondly, that the presence of a simulated flicker noise clearly modifies the actual spectral shape of the output signal. Being almost purely Lorentzian with only thermal noise, the spectral shape becomes rather Gaussian in the presence of flicker noise. This behavior is indeed precisely the one we observed experimentally by recording power spectra using different measurement times. These results are then corroborated by a theoretical model that we have developed applying the nonlinear auto-oscillator theory including not only thermal but also flicker noise processes. Doing so, we succeed to derive the complete phase fluctuation's variance function and in consequence the theoretical shape of the frequency spectrum. In complete agreement with both experiments and simulations, we find that because of the different noise type correlation times, the STNO's spectral shape indeed dependends on the measurement duration, being Lorentzian type on short time scales and becoming Voigt type at longer ones. We believe that these findings are especially important regarding the anticipated diverse applications of STNOs, particularly if frequency stability is required on long time scales. Moreover, because the approach used to described the influence of thermal and flicker noise in presence of nonlinearities is not restricted to the description of STNOs [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] , the predictions made on the consequences to the spectral shape of the power spectra might also be valid for any other type of nonlinear oscillators that can be found in nature.
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Beyond the gyrotropic mode: The dynamic C-state So far, in this thesis and beyond in the community, mainly the gyrotropic motion has been considered in spin torque vortex oscillators (STVOs), featuring good coherence and power emission properties. Here, we present a thorough study of a novel dynamic lower order mode beyond the gyrotropic vortex motion. This mode presents some particularly interesting characteristics as it exhibits a similar coherence, the highest geometrically possible emission power, and is triggered by the applied dc current, at only a slightly lower frequency than the gyrotropic state. It is characterized by the in-plane circular precession of a C-shaped magnetization distribution, as if an imaginary vortex core circulates outside the nanodot, sketched in fig.

6.1. Moreover, we show a transition between gyrotropic and C-state mode which is found to be purely statistical in a current-controllable range. Supporting our experimental findings with micromagnetic simulations, we believe that the results provide novel opportunities for the dynamic and stochastic control of STVOs, which could be interesting to be implemented for example in neuromorphic networks.

While different dynamic characteristics of the non-uniform vortex magnetization distribution have been studied -including specifically higher order modes corresponding to radial or orthoradial spin wave modes in the vortex tail [START_REF] Taurel | Complete mapping of the spin-wave spectrum in a vortex-state nanodisk[END_REF][START_REF] Novosad | Spin excitations of magnetic vortices in ferromagnetic nanodots[END_REF][START_REF] Guslienko | Vortex-state oscillations in soft magnetic cylindrical dots[END_REF][START_REF] Ivanov | High Frequency Modes in Vortex-State Nanomagnets[END_REF] -, the exploitation in STNOs is most commonly limited to the vortex core gyrotropic (G) motion [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF] . Indeed, only few studies report physics invoking the motion of the vortex core beyond this fundamental mode in vortex STNOs. For instance, Strachan et al. [272] report on the current-induced switching process of a uniform magnetization direction mediated by a vortex C-and gy-6. Beyond the gyrotropic mode: The dynamic C-state rotropic (G)-state. In Refs. [START_REF] Jin | Controllable vortex polarity switching by spin polarized current[END_REF][START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF] , the switching of a vortex core's polarity through a transient C-state mode is described, however, at pillar diameters of d 120 nm (depending on the material's exchange length) and an out-of-plane magnetized polarizer [START_REF] Jin | Controllable vortex polarity switching by spin polarized current[END_REF][START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF][START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] . Under the same geometric limitations, Aranda et al. [START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF] and Kawada et al. [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] find an excited S-state [START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF] and C-state [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] of slightly [START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF] or significantly [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] increased frequency. While Aranda et al. [START_REF] Aranda | Limits for the vortex state spin torque oscillator in magnetic nanopillars: Micromagnetic simulations for a thin free layer[END_REF] limit themselves to micromagnetic simulations only taking the Slonczewski spin transfer torque into account (see chpt. 2), Kawada et al. [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] additionally present measurements on a GMR based STVO, for which field-like torque terms are negligible (chpt. 2).

In this chapter, we demonstrate a dynamic C-state with slightly lower frequency than the G-state, but likewise with df /dI > 0. We present in measurement and simulation the stochastic transition between the two modes and show the importance of a field-like torque in order to trigger the C-state. The experiments are performed on type b samples of 300 nm dot diameter, in-plane polarized reference layer and a 7 nm NiFe free layer (see sec. 3.1).

Measurement of the new dynamic state

In fig. 6.2, we show a typical measurement on this b-type sample at an applied out-ofplane magnetic field of H ⊥ = 520 mT. A similar behavior has been continuously measured in several different nanopillar STVO designs at different conditions. However, it is particularly present in type b and partly in type c samples. In the measurements presented in chapters 4-5, we specifically focussed on the dynamics of the G-state and avoided the Cstate, which indeed is in type a samples only found at specific conditions (high magnetic fields > 600 mT).

In fig. 6.2a, we see for I dc ∈∼ [7; 9.8] mA a quasi-linear evolution of the oscillation frequency with the current. Also regarding fig. 6.2b, we see that in this interval, the basic oscillation parameters evolve as expected for the gyrotropic vortex motion (see chpt. 4):

The linewidth decreases with the current and the oscillation amplitude increases as also the vortex core position radius on its stable limit cycle grows with I dc . In the following, we refer to these characteristics in the mentioned interval as the gyrotropic (G) state.

For I dc ∈ [9.8; 13.5] mA, we observe a transition between two distinct frequency values, whereas the frequency at the higher current value is typically lower. The linewidth in this regime is strongly enhanced and also the nonlinear parameter ν is considerably higher than in the low-linewidth G-state. Interestingly, the average sample resistance, which usually decreases monotonically with I dc (sec. 4.2), exhibits a plateau within the transition. We interpret this as a potential barrier which is overcome by the electric energy in the system. For current values above ∼ 13.5 mA, we observe another quasi-linear frequency evolution with the current I dc . The linewidth FWHM stabilizes after the transition down to ∼ 300 kHz, a similar value as obtained as well in the G-state. As it will become clear in section 6.2, we refer to this interval as "C-state". We observe that the emission power is much higher than for the G-state oscillation (factor 3-4 in the presented measurement) and is furthermore nearly constant with the applied dc current, except for the slowly diverging coherence for very high current values above 17 mA. The decreasing coherence is caused by a higher noise level in this current regime, as it will be further elaborated below in section 6.4. In addition, the nonlinearity parameter ν is reduced to almost zero and consequently, is practically irrelevant in the measured C-state regime.

The transition between the modes in fig. 6.2 is relatively smooth. In fig. 6.3, we show measurements carried out on a different STVO device under different experimental conditions (same wafer, but different STVO). This second measurement series is shown because a more discrete transition between the two states (fig. 6.3a) or some stochastic switching (fig. 6.3b) is observed in the spectra, generally highlighting that the transition characteristics can be controlled through the experimental parameters. Indeed, the measured spectrum in the transition, shown in fig. 6.3a.i, even shows two distinct frequency peaks becoming more or less pronounced depending on the position in the transition regime.

In fig. 6.3b, the transition at I dc ∈∼ [9; 11.5] mA is also rather discrete and the system furthermore switches between the two states when sweeping I dc inside the transition. The shown characteristics indicate that the transition from G-to C-state is stochastic as it is further elaborated in the following sections.

The transition regime

In order to capture the time signal in the transitory regime and to resolve also small frequency differences, we choose a heterodyne detection technique. That is to say, we down-convert the oscillation signal to 5 -10 MHz by frequency mixing and low-pass filtering, similar to the measurements of the low offset frequency noise in chpt. 4. Note that then, one period of the heterodyne signal roughly corresponds to ∼ 50 periods of the pure signal.

In fig. interval ∼ [9.38; 9.7] µs, the system oscillates at a slightly different frequency: We assume here, that the oscillator sometimes performs even several oscillation periods in the C-state before switching back to the G-state, although in the heterodyne signal, we do not see the exact frequency difference between the two modes because of an averaging effect of this technique. In the center of the transition at 10.8 mA (fig. 6.4.b), the signal frequency is dispersed. We interpret this as a regular switching between the states, eventually with occurring pinning and instability at the potential barrier (the disk boundary) between the two modes. At 12.8 mA (fig. 6.4.c), the end of the transition, the vortex core is again only rarely constrained at the potential barrier. For currents well above or below the transition region, and hence for the G-or C-state, the time traces show a stable oscillation signal without observed instabilities.

In fig. Beyond this time period, the system changes its state to another frequency of ∼ 4 MHz difference for a short duration. In this interval, the system oscillates mainly in the C- state, but rarely changes to the G-state where it performs several periods. Pinning at the potential barrier in this regime does not play a significant role and the state change is rather discrete.

Dependence of the mode transition on the magnetic field

Regarding fig. 6.6a, it is observed that an applied out-of-plane magnetic field H ⊥ lowers the energy barrier and thus facilitates the described transition between G-and C-state.

We attribute this fact to the increase of the strength of the driving spin torque force acting on the vortex core, which is determined by the out-of-plane component of the STVO's fixed layer which grows with H ⊥ (see chap. 2). Furthermore, the applied magnetic field deforms the magnetic vortex distribution (see Ref. [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] ). As the magnetization z-component at the boundary increases [START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] , the transition energy barrier is additionally lowered. Note that the results shown in fig. 6.6 are measured for a different sample than the ones shown beforehand, qualitatively showing the same characteristics but with different values.

In fig. 6.6b, we plot the frequency evolution vs. µ 0 H ⊥ and observe that the different modes can also be triggered by the magnetic field. The transition between the states occurs for lower fields if I dc is higher, in agreement with the above interpretation of a higher spin torque strength facilitating the transition. Note that the slope df /dH ⊥ in the C-is larger than in the G-state, which might be due to a changed influence of the current induced Oersted field on the dynamics. 

Micromagnetic simulations

In order to understand the nature of the different dynamic modes, we perform micromagnetic simulations [START_REF] Vansteenkiste | The design and verification of MuMax3[END_REF] of the magnetization dynamics in our sample Simulation results are shown in fig. 6.7 and nicely reproduce the frequency characteristics of the measurements as described in sec. 6.1: Up to a current of I dc ∼ 13 mA, we observe the gyrotropic mode in fig. 6.7a, i.e. the quasi-circular motion of the vortex core takes place inside the nanodisk as depicted in fig. 6.7a's inset. Note that the vortex gyration is not symmetric relative to the disk center due to the field-like torque.

For I dc 13 mA, we observe a transition to the C-state which stabilizes for higher dc currents. At this point, the introduced expression "C-state" also becomes clear: The simulations reveal that at higher currents I dc 17 mA, the vortex core is not continuously found to be inside the confined nanodisk. Instead, it establishes that for a part of the oscillation period, the vortex core is inside and for the other part, it is imaginarily outside of the disk, i.e. the in-plane magnetization forms a C which precesses following an imaginary vortex core. The situation is depicted in fig. 6.7a's inset and furthermore, the lower graph 6.7a clearly proves the vortex core oscillation radius partly inside, partly outside the nanodisk of radius R. For clarity, the described C-state characteristics is shown in fig. 6.7c through the magnetization distribution and the vortex core position within one C-state oscillation period at T = 0 K: Between t 3 and t 5 , the vortex core is imaginarily outside the disk.

In the transition between the two states, different situations can occur: Firstly, the system incoherently switches between both states, performing several periods in the G-state 6.2. Micromagnetic simulations and several periods in the C-state, as also observed experimentally in the voltage-time signal. Secondly, the vortex core pins at the disk boundary for a certain period of time, hence stopping oscillator operation until it resumes dynamics. In fig. 6.7b, exactly this behavior can be observed through the planar magnetization component m 2

x + m 2 y : At I dc = 9.86 mA, the system steadily oscillates in the G-state. Note that oscillations in the planar magnetization contribution can be observed because of the asymmetric gyrotropic motion (not centered) induced by the field-like torque, which is particularly present in the simulation: It leads to different out-of-plane magnetization values over one period and thus a non-conservation of the norm of the planar magnetization, which consequently varies with time representing the vortex core motion. At I dc = 12.24 mA, we observe a stochastic switching between the states: For example, from 0.6 < t < 0.72 µs, the system is in the C-state. It has a lower frequency and the planar magnetization, due to the lack of the vortex core, is slightly enhanced. From 0.1 < t < 0.2 µs, it can be observed that the vortex core pins at the disk boundary resulting in a quasi-constant planar magnetization until it readopts oscillations. In the measurements, the switching between the two states translates into a broadening of the effective linewidth. Note that there, the likelihood of vortex core pinning at the boundary and thus, the range of the transition depends on several experimental parameters, such as the applied magnetic field, sample dimensionality, free layer material, etc. resulting in the different characteristics of the transition regime as presented for the measurements in section 6.1 above. At I dc = 17.18 mA in fig. 6.7b, the system stably oscillates in the C-state providing coherent oscillations, although the vortex core pins at the boundary at some very short moments from time to time. The number of pinning events decreases at even higher currents. In fig. 6.8, we show the transition between the G-and C-state when performing the simulation without thermal noise at T = 0 K. Here, when slightly increasing the current to the critical transition current at ∼ 24 ns, the transition between G-and C-state oscillations is discrete and both situations exhibit stable oscillations. This result indicates that an unstable transition region and stochastic state switching is noise induced due to thermal fluctuations.

6. Beyond the gyrotropic mode: The dynamic C-state Moreover, the reduced frequency in the C-state can be observed in fig. 6.8 as well as an asymmetry within one period: When the vortex is expulsed (high mean planar magnetization) for approximately half a period, the frequency is slightly reduced compared to the other half-period when the vortex core is located inside the nanodisk. If the field-like torque is set to zero, the vortex motion does not exhibit an asymmetric component any more. The situation is shown in fig. 6.9 for T = 0 K: In a small range at lower currents I dc ∈∼ [9.9; 10.2] mA, above the current threshold for auto-oscillations, the gyrotropic motion is observed until at I dc ≈ 10.2 mA, the vortex core is expulsed. The free layer is then quasi uniformly magnetized between I dc ≈ 10.2 mA and I dc ≈ 14 mA without considerable dynamics. At I dc ≈ 14 mA, the C-state oscillations start, as shown in fig. 6.9.

Note that here, if T = 0 K in the presence of thermal noise, the transition between the G-and the C-state would be more continuous with a smaller range without oscillations. However, the C-state in fig. 6.9 has a significantly increased frequency of ∼ 900 MHz compared to the G-state and can be seen as a pure C-state where no renucleation of the vortex core inside the nanodisk takes place. This observation is in agreement with findings in Ref. [START_REF] Kawada | Mode change of vortex core oscillation induced by large direct current in 120 nm sized current perpendicular-to-plane giant magnetoresistance devices with a perpendicular polarizer[END_REF] , where similar measurements were conducted in GMR-based STVOs (i.e. negligible field-like torque) and a highly frequency increased C-state dynamic mode in the GHz range has been observed. The results highlight the role of the field-like torque, present in TMR based STVOs, to induce vortex C-state dynamics beyond the typical gyrotropic motion.

In summary, the micromagnetic simulation results are in very good agreement to the measurements and help identifying and classifying the different states and moreover the mechanisms and important parameters.

Response of the states to an external signal

In order to investigate the different mode's capabilities to lock to an external signal, we inject an external rf current with frequency around 2f c into the STVO. The locking to 6.4. Noise properties an external signal and its control are of high interest for STNOs: First, the rf emission characteristics can be strongly improved and the phase noise reduced [START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF] , and second, the synchronization mechanism is crucial for neuromorphic operations with STNOs [START_REF] Locatelli | Spin-torque building blocks[END_REF][START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF] .

(a) (b) In fig. 6.10, we show the characteristics of the phase locking measurements. The transition between the G-and C-state takes place around 10 mA, as can be seen in fig. 6.10a. In fig.
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6.10b, a typical measurement for the phase locking of the vortex core dynamics is presented showing the frequency spectra as a function of the injected external rf frequency: A locking of the STVO to the external frequency between ∼ 595 and ∼ 599 MHz is observed. In section 2.6, we describe a dependence of the locking range with √ 1 + ν 2 (see eq. (2.37)), and indeed, fig. 6.10c confirms this dependance: It plots the measured nonlinearity factor ν with similar dependence close to the transition as described in section 6.1, and the simultaneously measured locking range. Noteworthy, the locking range increases with the effective nonlinearity in the transition regime and interestingly drops to almost 0 in the C-state regime above I dc ≈ 12 mA. In other words, the ability to lock to an external source can be controlled through the different dynamic states in the vortex based STNO. This behavior might be related to a different Oersted field induced confinement force (see chpt.

2) in the C-state.

Noise properties

In the previous chapters 4 & 5, the properties of 1/f flicker noise in a STVO have been extensively studied in the gyrotropic regime. In chapter 4, we especially describe the flicker noise dependence on the active magnetic volume of the oscillation. Because the dynamic 6. Beyond the gyrotropic mode: The dynamic C-state in-plane magnetization in the free layer determines the emitted signal through the TMR effect, the C-state represents an interesting case in terms of flicker noise. Following the interpretation of the dynamic C-state from above, almost the entire device area contributes to the emitted signal in this mode. Additionally, the active area does not change with I dc (as seen in the power evolution, fig. 6.2b), which we interpret again with the missing nonlinearity through the Oersted field induced confinement force. For constant active magnetic volume, we predict in chapter 4 or Ref. [START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] the increase of the 1/f flicker noise power spectral density (PSD) with the applied current, following the Hooge formula, eq. ( 4.3): In fig. 6.11, performed noise measurements corresponding to the measured spectra of fig.
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6.2 are depicted. We show in fig. 6.11a a typical phase noise measurement in the C-state regime, together with the performed α exp /f 3 fit in the low offset frequency regime which determines the flicker noise level through the fitting parameter α exp (see chpt. 4).

The evolution of the C-state flicker noise level with the current is plotted in fig. 6.11b. Similar to the gyrotropic case, a range ( [13.5; 15] mA) where the flicker noise settles is observed. We assume that a stable C-state is reached at ∼ 15 mA. Indeed, we observe a notable increase of flicker phase noise for an applied dc current 15 mA. By performing a linear fit to this increase (see fig. 6.11b), we find a curve slope of ∼ (1.6±0.1) dBc/(Hz•mA). This value is close to the expected value of 2 predicted by formula (4.3) (note the logarithmic scale). To conclude, we find the flicker noise increasing for higher applied currents, exactly as it is predicted in chapter 4 for constant precession volumes. The fact that we do not find an increase with slope of 2 but slightly lower can be explained by the complex 6.4. Noise properties current dependence of α H which is also discussed in chpt. 4.

Random telegraph noise in the transition regime

For the spectra shown in fig. 6.3b, we presented time traces in the transition regime in fig. 6.5 and observed stochastic switching between the discrete states.

By analyzing the phase noise in the transition regime (fig. 6.12a), we do not observe the typical noise PSD consisting of only thermal and flicker contributions any more. Instead, we find an additional Random Telegraph Noise (RTN) process which is added to the PSD. This contribution arises from fluctuations between two states and reflects the described situation displayed in fig. 6.5b. As demonstrated in fig. 6.12a, we perform fits on the phase noise data according to:

S δφ = 10 • log α f β + S 0 (1 + (f /f 0 ) 2 ) f 2 .
Here, α/f β with β ≈ 3 reflects the flicker noise at low offset frequencies. The second term describes the RTN contribution with S 0 the RTN amplitude and f 0 the characteristic RTN frequency, both chosen as fitting parameters. In fig. 6.12b, the obtained RTN parameters in the transition regime as a function of the applied current are shown. The characteristic frequency f 0 reveals that the stochastic state switching events occur on a kHz scale. It firstly decreases with I dc for I dc 10.5 mA and subsequently increases again in the range [10.6; 12.5] mA until the one-state oscillation becomes stable for I 12.5 mA. In other 6. Beyond the gyrotropic mode: The dynamic C-state words, the mean switching rate between the two states and hence their relative probability can be controlled by the applied current.

Summary

In this chapter, we report and thoroughly characterize -in experiment and simulationa new dynamic state, which goes beyond the well-known gyrotropic motion but exhibits similar frequency and linewidth. It is found that this new dynamic C-state strongly relies on the field-like torque contribution in the system. In this sense, the transition from G-to C-state could possibly serve as a method to estimate the STVO's field-like torque, which is usually hard to determine from an experimental point of view. The Cstate's oscillation output power is enhanced due to a larger active planar magnetization compared to the G-state. Interestingly, its nonlinearity, characterized by the parameter ν, is reduced to almost zero, strongly limiting its capabilities to phase lock with an external signal. Together with the constant oscillation volume, we exploit this feature in order to confirm a Hooge-like flicker noise characteristics S δφ ∼ I 2 dc for higher applied currents in this regime, as predicted in chapter 4. However, the transition between gyrotropic and C-state shows an enhanced effective nonlinearity together with largely enhanced capabilities for the phase locking to external stimuli. Interesting from an applicational point of view is especially the close vicinity of regimes with very high and almost zero locking ability, allowing a delicate system control by just changing the operational dc current through the STVO. Furthermore, we show the transition between G-and C-state to exhibit noise-induced stochastic switching characteristics, which can be equally controlled by the applied current. We believe that this stochastic feature might be exploited for cognitive computing, for which STNOs have recently been implemented in numerous ways. Besides oscillations, stochasticity is an important feature for energy efficient neuromorphic operations, which is commonly provided by superparamagnetic tunnel junctions [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF] . The combination of both, oscillations and stochasticity in one unique spintronic device can open the path to more multifunctional neuron-like building blocks necessary for neuromorphic computing.

7

Stabilization of phase noise by a phase locked loop

In the last chapters, the noise in spin torque nano oscillators (STNOs) was mainly in the focus. It has become clear that it is the major drawback in order to exploit STNOs in real practical applications, especially in the field of rf communications. In this chapter, we present the integration of a STNO into a phase locked loop (PLL) system, which allows us to substantially reduce the oscillator's phase noise. This approach recently gained attention among several groups as well in theory [204,[START_REF] Mitrofanov | Amplitude and phase noises of a spin-transfer nano-oscillator synchronized by a phase-lock loop[END_REF] and in terms of a practical realization [START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF][START_REF] Tamaru | Extremely Coherent Microwave Emission from Spin Torque Oscillator Stabilized by Phase Locked Loop[END_REF][START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF][START_REF] Kreissig | Vortex spin-torque oscillator stabilized by phase locked loop using integrated circuits[END_REF][START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF][START_REF] Tamaru | Physical Origin and Theoretical Limit of the Phase Stability of a Spin-Torque Oscillator Stabilized by a Phase-Locked Loop[END_REF][START_REF] Tamaru | Analysis of phase noise in a spin torque oscillator stabilized by phase locked loop[END_REF] . It represents an important step towards STNO applicability and system integration, notably since PLL systems, usually together with a VCO1 , are widely used in microelectronics and rf communications for various rf applications, such as clock recovery, frequency (de-)modulation, stable frequency generation, or frequency synthesis, etc. [START_REF] Kroupa | Phase Lock Loops and Frequency Synthesis[END_REF]282] .

Our PLL was developed within a cooperation with M. Kreißig et al. from the Technical University Dresden (TUD)2 in the framework of the EU FP7 project MOSAIC No. ICT-FP7-8.317950. In comparison to other works, the PLL design is completely on-chip and based only on custom integrated circuits providing a highly reconfigurable and compact system. Thanks to a specially designed programmable amplifier [START_REF] Kreissig | A variable gain amplifier with variable input impedance and auto-zero feedback for spin torque oscillators[END_REF] and a wide range frequency divider [284] with high sensitivity, the PLL can be operated in a frequency range of 0.2-10 GHz and is therewith applicable to different kinds of STNOs (i.e. vortex based or uniform STNOs) as it will be demonstrated below. In the following, we present the basic principle of a PLL and refer to Refs. [START_REF] Kreissig | Vortex spin-torque oscillator stabilized by phase locked loop using integrated circuits[END_REF][START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF][START_REF] Kreissig | A variable gain amplifier with variable input impedance and auto-zero feedback for spin torque oscillators[END_REF]284] for further technical details. We show the PLL performance on STVOs (see Ref. [START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF] ), and on uniform STNOs. Furthermore, we develop a theoretical modelling for classifying the PLL performance on a nonlinear oscillator, and give an outlook of ongoing work and future perspectives.

7. Stabilization of phase noise by a phase locked loop

The PLL system

As seen in the previous chapters, phase noise is the main noise contribution of an STNO and thus, integrating the latter into a Phase Locked Loop (PLL) is a way to stabilize the oscillator's phase and frequency stability. As df /dI is an important parameter, it is especially important that the investigated STNO has a df /dI which is constant over the largest possible frequency range. This allows the PLL to push the oscillator to one certain frequency and stabilize it.

The developed integrated circuit design is shown in fig. 7.2. Since in its conception, it is highly reconfigurable and flexible and exhibits less power loss and noise in a compact system, it represents the first step for further system developments. The PLL sys-

Experimental phase stabilization of STVOs

tem is the first with an integrated design adapted to STNOs.

Indeed, the challenge in the circuit development lies in the adaptation of the well known and commonly applied PLL concept 3 to the specifications of STNOs. This particularly includes the requirement for a large PLL bandwidth, which mainly determines the ability to significantly reduce the noise characteristics and phase diffusion in the corresponding oscillator. Usually, PLL bandwidths in commercial rf applications range between a few kHz and a few 100 kHz. However, due to the large noise in STNOs, bandwidths in the range of a few MHz (vortex STNOs), or even higher (uniform STNOs) are desirable, although higher bandwidths often lead to detrimental spurious characteristics. The developed PLL system presented and exploited in this work exhibits a bandwidth of ∼ 2.5 MHz. Furthermore, it is highly dynamic and can, with its high range of operation frequencies of 0.2-10 GHz, be operated with different sorts of STNOs, namely in particular vortex based (STVOs) and as well uniform STNOs.

Experimental phase stabilization of STVOs

Power [dBm/MHz] The measurement data presented in the following were performed on b-type NiFe free layer STVOs of 300 nm circular diameter (see sec. The phase noise could be reduced by more than 50 dB at a 10 kHz offset from the carrier frequency (fig. 7.4b), a drastic improvement of the oscillator's noise characteristics.

The PLL operation bandwidth ∆ω P LL determines the phase noise level. For our system it is around 2.5 MHz and basically given by the circuitry's operational speed. In fig. 7.4, we delineate the PLL bandwidth, in which the phase deviations are detected and stabilized.

3 first development already in the 1930s [285] 95 7. Stabilization of phase noise by a phase locked loop The feedback response corrects the phase periodically and "kicks" at a certain operation speed, corresponding to ∆ω P LL . This mechanism can also be observed in fig. 7.5, where we show the phase deviation from the mean frequency with applied PLL (red, blue) at different conditions and without PLL (black). As well from the phase deviation, the clear coherence improvement with activated PLL becomes clear and the red curve shows the same stabilized phase behaviour for at least 500 µs (total measurement time, not shown in fig. 7.5), i.e. no 2π phase slips as observed for the blue curve are found. From the data shown in fig. 7.5, we moreover calculate the standard deviation for the 3 cases shown, whereby for the blue curve, occurring phase slips (as the one shown at ∼ 7.4 µs) are not taken into account. To classify, our obtained value of σ ψ = 0.25 rad for the red curve is in good agreement to values measured by other groups, which lie between σ ψ = 0.237 rad and σ ψ = 0.923 rad [START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF][START_REF] Tamaru | Physical Origin and Theoretical Limit of the Phase Stability of a Spin-Torque Oscillator Stabilized by a Phase-Locked Loop[END_REF][START_REF] Tamaru | Analysis of phase noise in a spin torque oscillator stabilized by phase locked loop[END_REF] . Note that a normalization to the PLL targeted frequency gives the timing jitter, which is found between σ t = 5.82 ps and σ t = 20 ps in Refs. [START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF][START_REF] Tamaru | Physical Origin and Theoretical Limit of the Phase Stability of a Spin-Torque Oscillator Stabilized by a Phase-Locked Loop[END_REF][START_REF] Tamaru | Analysis of phase noise in a spin torque oscillator stabilized by phase locked loop[END_REF] for a STNO in a commercial PLL setup, and in our case yields σ t = 117 ps. For comparison, in commercially available PLL systems with inte- In particular, the described phase slip mechanism implies -along with an adequatly high PLL coupling strength and bandwidth -the need for a sufficient stability of the free running STNO on the timescale of the PLL bandwidth. In fig. 7.6a, the described diffusive phase slip mechanism can be observed on the phase noise PSDs. For instance, the blue colored curves mainly show, depending on their parameters, again a 1/f 2 phase noise slope for offsets below f off < 10 5 Hz associated to phase jumps. In the figure inset, we give the employed PLL parameters and furthermore calculate the relative coupling strength of the corresponding parameter set ∼ CP/N , with CP the charge pump of the 7. Stabilization of phase noise by a phase locked loop PLL feedback. It can clearly be seen that the locking and desynchronization of the STNO inside the PLL strongly depends on the PLL control. On the group of blue curves in fig.

7.6a, we see an efficient reduction of the phase noise in a frequency range between the PLL bandwidth ∆ω P LL and the characteristic frequency of the phase slips (the corner between the 1/f 0 and 1/f 2 curve shape) for higher coupling . The two curves for = 0.153 and = 0.152 only slightly differ in [START_REF] Misselhorn | Artificial Morality. Concepts, Issues and Challenges[END_REF] , but illustrate also the importance of the noise level above ∆ω P LL on the probability of occurring phase jumps: Both curves have a similar shape but the = 0.153 curve has a slightly higher noise level (due to the aimed frequency (shift), which differs) leading to a much higher probability of occurring phase slips. This fact becomes even significantly more clear when comparing the blue grouped and the red grouped curves in fig. 7.6a: As the noise level above ∆ω P LL is much lower for the red grouped curves, they do not even show the characteristic 1/f 2 phase diffusion curve but are instead nicely locked to the PLL in the regarded frequency range below ∆ω P LL . Another observation is the evidence that for higher coupling , firstly, the noise is more efficiently reduced. Secondly, we detect a higher PLL bandwidth ∆ω P LL and furthermore spot a noise bump at ∆ω P LL , as already recognized in fig. 7.4. The more detailed dependence of the system characteristics on its parameters is presented in the following sections 7.4 and 7.5.

As a last point, it is noted that the PLL adds additional tuning parameters to the oscillator control: Along with the typical STNO control parameters current I dc and magnetic field H, the PLL adds the reference frequency and the divider ratio N . Fig. 7.6b shows different central frequencies obtained by only changing adequate PLL parameters.

Measurements on uniformly magnetized STNOs

In close cooperation with the group of U. Ebels from CEA Spintec in Grenoble, and utilizing the exact same PLL package as used for STVOs and presented above, we also performed PLL measurements on uniform STNOs 7 , typically exhibiting frequencies in the GHz range, namely ∼ 4.8 GHz here. Because the oscillation volume of uniform STNOs is much smaller than for STVOs, their fluctuation causing thermal energy is higher relative to the oscillator energy, and, as a consequence, uniform STNOs are usually less coherent and reliable than STVOs. In fig. 7.7, we show the sample's noise and rf characteristics upon PLL operation. In terms of phase noise reduction, we achieve a reduction of ∼ 12 dB at 10 5 Hz at a PLL bandwidth of ∼ 2 MHz. Again, as already elaborated in the previous section and further investigated in the following paragraphs, we obtain a more efficient phase noise reduction for higher coupling = CP/N and furthermore the same underdamped noise overshoot at the bandwidth.

Because of the large noise level in these type of STNOs, the PLL can so far only partly lock them until phase slip dynamics establishes below ∼ 550 kHz. In fig. 7.7b, the operation rf signals in the PLL are shown: The reference signal (green curve), the STNO signal (blue), and the output of the frequency divider (yellow). At ∼ 1.65 µs, we detect an instability in the STNO signal which necessarily leads to an error in the divider output. This oscillation instability of likewise diffusive character adds to the previously discussed phase slips. In order to reduce it, we account for another critical setting which is the tuning direction of the correction current: A downward correction might approach the critical current I c and therefore lead to short oscillation stops as seen in fig. 7.7b.

Theoretical treatment

From a theoretical point of view, the STNO noise properties in a PLL can be studied within the framework developed in section 2.6.2, similarly done in Ref. [287] , enabling us a full insight into the parameter space of PLL operation upon a nonlinear oscillator. In this sense, the fluctuation equations describe a 2×2 system which can easily be identified from 7. Stabilization of phase noise by a phase locked loop the Jacobian matrix elements of eq. (2.41): Here, we assume the PLL signal noise-free, i.e. δρ 2 = δφ ext = 0, the nonlinear damping rate Γ p1 larger than the coupling φ1 a 20 , i.e. 2Γ p1 δρ 1 φ1 a 20 δρ 1 , and moreover, the external signal linear, i.e. N 2 = 0. The eigenvalues of the system matrix A can then be determined to:

λ 1,2 = Γ p (1 + u) 1 ± 1 -4γ , with u = ˜ φ a 20 2Γ p cos( βφ + ψ eq ) γ = a 20 ν 2Γ p (1 + u) 2 ˜ φ ν cos( βφ + ψ eq ) + p 2p 0 sin(β p + ψ eq ) .
The parameters are defined in section 2.6.2; considering only one STNO, we omit the magnitudes' indices (thus, the index is always 1 regarding sec. 2.6.2) under action of a noise free external signal a 20 e iφext .

With the approach developed in sec. 2.6.2, the PSD of the phase difference subsequently computes to:

S δψ 2 (ω) = σ 2 0 4Γ 2 p 1 + ν 2 + v 2 λ2 1 + v 2 λ2 2 + v 2 , ( 7.1) 
with λ = λ/(2Γ p ) and v = ω/(2Γ p ) normalized magnitudes. The value σ 0 describes the amplitude of the gaussian noise random processes (σ 0 = √ 2D n in the notation of section 2.5). Note that the result (7.1) is rather general and indeed valid for any external source applied to the STNO. However, for a PLL, the external signal corresponds to a modulation feedback dc current. It acts only on the STNO amplitude and hence the coupling strength can be set to p = 0 and ˜ φ = 0. Furthermore, the PLL divider ratio n = 1/N has to be taken into account [START_REF] Wanlass | Nanowatt logic using field-effect metal-oxide semiconductor triodes[END_REF] , which leads to the following substitutions:

ψ = φ ext /n -φ ⇒ ψ eq nψ eq ; δψ nδψ ; ∆ω ω -ω ext /n ⇒ u nu ; γ nγ .
The bandwidth of the locking mechanism is of particular interest and has been studied

7.4. Theoretical treatment in section 2.6.1 for an external signal acting also directly on the phase of the oscillator. For a PLL, the phase is stabilized through the nonlinear amplitude-phase-coupling and the PLL bandwidth is in consequence calculated through eqs. (2.34):

∆ω BW = n • N p a 20 2Γ p = nν p a 20 2p 0 = nνΩ a 20 √ p 0 . (7.2)
If the PLL correction current acts directly on the oscillator, i.e. the current is send through the oscillator, and not via an indirect mechanism as a PLL controlled magnetic correction field, the coupling term is roughly proportional to:

Ωa 20 √ p 0 ∼ dΓ(I) dI I dc I P LL .
Interestingly, the PLL bandwidth scales with the nonlinearity factor ν which consequently favors an effective phase locking through the PLL. In fig. 7.8, we show the evaluated phase noise PSD, eq. ( 7.1), for different ratios of coupling amplitude and divider rate nγ ∼ n p . We set the parameters f p = 10 MHz, ν = 10 and FWHM= 450 kHz fixed.

A perfect agreement of the theoretical curves' shape and the performed measurements presented in the previous sections is obtained. From eq. (7.1), the limit values in the graph 7.8 can be determined:

lim ω→∞ S δψ 2 (ω) = σ 2 0 ω 2 lim ω→0 S δψ 2 (ω) = σ 2 0 (1 + ν 2 ) a 2 20 n 2 4p 2 0 2˜ φ p 0 cos( βφ + ψ eq ) + p ν sin(β p + ψ eq ) 2 PLL = σ 2 0 (1 + ν 2 ) a 2 20 n 2 2 p ν 2 4p 2 0 -∆ω 2 = σ 2 0 (1 + ν 2 ) ∆ω 2 BW -∆ω 2 . (7.3)
As seen from the limes and represented in fig. 7.8, the phase noise PSD curve of the PLL-corrected signal joins that of a free running oscillator (black curve) in the high 7. Stabilization of phase noise by a phase locked loop frequency limit. In the lower frequency limit, S δψ 2 is independent of ω and thus adopts a constant value. Its level is determined by the PLL bandwidth ∆ω BW . Through ∆ω BW , the parameters n and p can lower the noise plateau for increasing values, the dependence on ν is more complicated and further discussed in sec. 7.6. Moreover, the frequency detuning ∆ω increases the plateau for higher frequency mismatch. At ∆ω = ∆ω BW , the detuning reaches its maximum in the synchronization bandwidth and the phase noise diverges. However, note that in the treated picture, time correlated fluctuations, such as flicker noise, are not yet taken into account [START_REF] Feynman | There's plenty of room at the bottom[END_REF] . In the performed experiments presented before in sections 7.2 & 7.3, the low frequency limit has not yet been of higher interest as desynchronization events due to phase slip dynamics are mainly found to be the dominant limitation of the PLL-STNO stabilization (see previous sections). Furthermore, we claim that as well flicker noise should be suppressed in our PLL realization which is a 2nd order type II PLL [START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF] (i.e. it has an integrator control) and the suppression of flicker noise for PLL systems of order > 1 is derived by Demir [START_REF] Demir | Computing Timing Jitter From Phase Noise Spectra for Oscillators and Phase-Locked Loops With White and 1/f Noise[END_REF] .

The noise PSD representation, eq. ( 7.1), can also be interpreted as a filter with transfer function H(f ), correlated with the PSD through:

S Y (f ) = |H(f )| 2 S X (f )
, with X the input and Y the output signal (here, this is the thermal white noise process and the phase noise respectively). The numerator in (7.1) yields a cutting frequency of

ω cut = 2Γ p √ 1 + ν 2 ,
which arises from the inverse first order lowpass filter of the numerator in eq. (7.1). For large nonlinear parameters ν > 1, it can be written in terms of the real frequency f cut ≈ νf p , similarly described in chapter 4 and also plotted in fig. 7.8.

The denominator represents a low pass filter of 2nd order 10 with a natural frequency

ω 0 = 2Γ p (1 + nu)
√ nγ and quality factor Q = √ nγ. For frequencies higher than ω 0 , the system decreases by 1/f 4 . Subsequently determining the filter frequency taking the damping D = 1/(2Q) into account gives:

ω d = ω 0 √ 1 -2D 2 = 2Γ p (1 + nu) nγ - 1 2 , ( 7.4) 
9 For the case of a quasilinear oscillator, the PLL performance for thermal and as well flicker noise has been studied in e.g. Ref. [START_REF] Demir | Computing Timing Jitter From Phase Noise Spectra for Oscillators and Phase-Locked Loops With White and 1/f Noise[END_REF] , based on a transfer function approach. 10 P T 2 system, parameters can be identified through the amplitude representation

|H(iω)| ∼ 1/ 1 -( ω /ω0) 2 2 + (2D • ω /ω0) 2 .
Damping D, quality factor Q = 1/(2D) and natural, undamped frequency ω 0 are the filter parameters [288] .

102 7.5. Phase slip dynamics and allows evaluating the filter stability, similar to a standard harmonic oscillator. For values nγ < 1/2, the filter is overdamped and strictly decreases with frequency. For nγ > 1/2, the filter is underdamped and peaks at ω d , also represented in fig. 7.8 for higher nγ values. Comparing the maximum filter value at ω d with the low frequency limit (7.3), the amplitude of the overshoot peak is expressed as:

S(ω d ) = 4(nγ) 2 4nγ -1 S(ω → 0) .
Thus, the overshoot becomes more pronounced at higher nγ, as also found experimentally (sec. 7.2 & 7.3) and theoretically shown in fig. 7.8.

Phase slip dynamics

As seen in the previous sections 7.2 and 7.3, phase slips by ±2π/n are the major drawbacks in terms of STNO performance in general and of STNO performance within a PLL system in particular. In the following, we study the physics of these phase jumps similar to a Brownian motion in a potential field V (ψ) [287,289,[START_REF] Reimann | Diffusion in tilted periodic potentials: Enhancement, universality, and scaling[END_REF] . Shown in sections 7.2 and 7.3, phase slips are occurring rather at longer time scales, i.e. larger than the power relaxation rate τ 1/Γ p . Under this assumption, the power fluctuation derivative δ ρ in the coupled eqs. (2.34) [START_REF] Stanciu | All-Optical Magnetic Recording with Circularly Polarized Light[END_REF] is small compared to the term proportional to Γ p , and δρ can be expressed as δρ(t,ψ). Inserting this into the stochastic differential equation for the dephasing ψ (eq. (2.34) formulated for ψ and with noise), one obtains:

ψ = ∆ω -ν p a 20 cos(β p + nψ) + φ a 20 sin(β φ + nψ) + σ 0 h n + σ 0 νg n σ 0 √ 1+ν 2 hn . ( 7.5) 
The term under the curly bracket renormalizes the noise terms. The equation corresponds to the stochastic Adler equation, typical for any sort of synchronization problem [START_REF] Gibney | Hello quantum world! Google publishes landmark quantum supremacy claim[END_REF] . Note that in general, the periodic terms in (7.5) can also be renormalized [287] . The dephasing dynamics can be described as a Brownian motion in a potential field

V (ψ) = -ψ∆ω - ν p f 0 n sin(β p + nψ) - φ f 0 n cos(β φ + nψ) (7.6)
7. Stabilization of phase noise by a phase locked loop with diffusion D = (1 + ν 2 )σ 2 0 /2 = (1 + ν 2 )D n (see section 2.5). Local minima of V are found at ψ = ψ eq + 2πk/n, k ∈ Z. The phase slips are induced by thermal fluctuations and described by jumps between the minima in V . Their drift is determined by ∆ω with favored drift direction set by the sign of ∆ω. The dynamics is depicted in fig. 7.9 and can be defined through the effective drift v e and diffusion constant D e [289,[START_REF] Reimann | Diffusion in tilted periodic potentials: Enhancement, universality, and scaling[END_REF] :

v e = lim t→∞ ψ(t) t ; D e = lim t→∞ ψ 2 (t) -ψ(t) 2 2t . ( 7.7) 
With P(ψ,t) the probability density of the dephasing value ψ at time t, the fluctuation dynamics can be described within the Fokker-Planck formalism [START_REF]Noise in Nonlinear Dynamical Systems[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] :

∂P ∂t = ∂ ∂ψ [V P] + D ∂ 2 P ∂ψ 2 ,
with V = dV /dψ. Subsequently, the continuity equation is described by:

∂P ∂t (ψ, t) = - ∂j P ∂ψ (ψ, t)
with the probability current j P (ψ,t) = -V P -D ∂P/∂ψ . (7.8)

For P 0 the stationary probability, j P is constant and equals the drift v e . It is in a limit value examination:

lim t→∞ P(ψ,t) = P 0 (ψ) Z √ 4πD e t e -(ψ-vet) 2 4Det
, with Z a normalization constant. The solution for the probability density P 0 is 2π/n 7.5. Phase slip dynamics periodic and can be evaluated solving eq. (7.8):

P 0 (ψ) = -   ψ -∞ j P e V /D dψ   e -V /D = - v e D e πF 1 -e πF ψ+ 2π n ψ e V (ψ )-V (ψ) D dψ =:I -(ψ)
. (7.9)

We introduce here the normalized frequency mismatch F = 2∆ω/(nD) and define the integral I ∓ (ψ) with index ∓ denoting the equivalent integration variables [ψ → ψ +2π/n], corresponding to a "-" sign in the argument of the exponential, and [ψ -2π/n → ψ], corresponding to a "+" sign in the argument of the exponential: V (ψ ) ∓ V (ψ) . We took advantage of the periodicity of V , disrespecting the linear drift, i.e. V (ψ -2πk/n) = V (ψ) + 2πk/n • ∆ω. Thus, for deriving eq. (7.9), the integral on the left-hand side of eq. (7.9) can be evaluated in a geometrical series [289,[START_REF] Reimann | Diffusion in tilted periodic potentials: Enhancement, universality, and scaling[END_REF] :

ψ -∞ e V (ψ)/D dψ = ∞ l=0 ψ+ 2π n ψ e V (ψ-2π n ) D dψ = 1 1 -e πF ψ+ 2π n ψ e V (ψ)/D dψ .
In the following, the drift v e and diffusion D e coefficients, which basically determine the phase slip dynamics, are evaluated. In the next section 7.6, we relate the occurrence of phase jumps with the noise characteristics discussed beforehand in sec. 7.4 and discuss the parameters.

Drift coefficient v e

The drift coefficient v e is identified through the normalization of P 0 [289,[START_REF] Reimann | Diffusion in tilted periodic potentials: Enhancement, universality, and scaling[END_REF] in eq. (7.9):

n 2π 2π n 0 P 0 (ψ)dψ = 1 ⇒ v e = D 1 -e -πF n 2π 2π n 0 I -(ψ)dψ .
The integral in the denominator was evaluated by Stratonovich [289] , who finds:

v e = nD π sinh πF 2 I iF/2 (E/2) -2 , ( 7.10) 
with I ia (x) the modified Bessel function [START_REF] Bronstein | Taschenbuch der Mathematik. 7. vollständig überarbeitete und ergänzte Auflage[END_REF] , (a,x) ∈ R. The drift coefficient is further discussed below in sec. 7.6, where it is shown in fig. 7.10b versus the frequency mismatch. Plotted for different parameters of the normalized coupling E = [2a 20 (ν p + φ )] /(nD), a drift reduction for higher coupling is identified along with a larger drift for larger frequency mismatch.

Diffusion coefficient D e

We treat the diffusion constant D e in the approach presented by Stratonovich [289] assuming a small drift (frequency detuning ∆ω much smaller than the periodic coupling terms in (7.6)). Then, the probability current v e for the stationary solution P 0 can be treated as a positive and a negative current j P,± : v e = j P,+ -j P,-with j P,+ j P,- = e -πF .

The effective diffusion is then determined by the relative diffusion through the energy barriers of potential difference πF on both sides:

D e = π n (j P,+ + j P,-) = π n e -πF + 1 e -πF -1 v e ,
and is therefore calculated to:

D e = D cosh (πF/2) I iF/2 (E/2) -2
.

Note that in general, D e is complicate to evaluate. However, the derived relation is a good approximation for small normalized frequency detuning F = 2∆ω/(nD) 1 [289] , typically aimed at PLL operation. A more detailed study of the diffusion in a tilted periodic potential can be found in Refs. [START_REF] Lindner | Optimal diffusive transport in a tilted periodic potential[END_REF][START_REF] Reimann | Giant Acceleration of Free Diffusion by Use of Tilted Periodic Potentials[END_REF] . In fig. 7.10, we plot the diffusion constant versus the normalized coupling E (fig. 7.10a) and also versus the normalized frequency mismatch F (fig. 7.10b). A discussion follows in the next paragraph 7.6.

Discussion

Regarding the phase slip dynamics, it is found in the previous sections that the intrinsic phase diffusion D of the STNO plays a crucial role since it mainly causes counting errors of the frequency divider and, consequently, phase jumps occur as discussed in sections 7.2 & 7.3. The developed theory (sec. 7.5) reveals a strong influence of the frequency mismatch on the phase slip dynamics, plotted in fig. 7.10b: For small detuning F , we observe that for higher coupling E the effective diffusion D e and also the effective drift coefficient can be minimized, hence the phase slips suppressed resulting in a locking of the STNO. However, the situation changes for higher detuning values F : The drift coefficient tends to the detuning ∆ω and the effective diffusion D e significantly increases. Even for increasing coupling E, the phase noise PSD concurrently increases if the target frequency is too far from the free-running frequency. This also enables us to understand the difference in the two measured blue curves of coupling value = 0.152 and = 0.153 in fig. 7.6a: We see that although the coupling is slightly increased, the noise level and as well the phase slip dynamics degrade. This is because of the shifted target frequency which, in the picture of fig. 7.10b increases the effective diffusion constant D e through the higher frequency mismatch ∆ω. Is the detuning sufficiently low, a higher coupling can however decrease the effective diffusion as it is depicted in graph 7.10a, in complete agreement with the presented measurement data in sections 7.2 & 7.3.

Interesting are also the phase slip limit considerations: In general, on long time scales, it is after eq. (7.7) ψ = v e and the diffusion describes a Gaussian noise process with variance ∆ψ 2 = ψ 2 -ψ 2 = 2D e t, i.e. a 1/f 2 phase noise PSD characteristic (see also chpt. 5).

If phase slips occur, the STNO is never perfectly locked in terms of a noise plateau at low offset frequencies, but always randomly jumps between the local minima in the potential In fig. 7.11, we illustrate more thoroughly the dependence of the phase noise PSD on the system parameters p , ν and n. In fig. 7.11a, we again show the lowered noise plateau at low offsets with higher coupling. Furthermore, the discussed exponential decrease ∼ exp(-E) of the phase slip effective diffusion D e with the coupling strength can be observed (here, F = 0). Fig. 7.11b summarizes the complex dependence of the noise PSD on the STNO nonlinearity parameter ν for constant coupling p /(2Γ p ) = 0.025 and n = 1. As it is derived in sec. 7.4 (see eq. ( 7.2)), we observe that the PLL bandwidth is enhanced by the oscillator's nonlinearity ν. However, ν is also known to strongly broaden the STNO linewidth. This also translates into a diffusion enhancement by (1 + ν 2 ) [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Tiberkevich | Temperature dependence of nonlinear auto-oscillator linewidths: Application to spin-torque nano-oscillators[END_REF] , which can in fig. 7.11b mainly be recognized at higher offsets. In sec. 7.4, the stability analysis in the picture of the 2nd order filter transfer function according to eq. ( 7.4) moreover reveals an instability criterion nγ > 1/2, which is likewise proportional to ν and narrows the PLL performance. Thus, the filter overshoot at ω d close to the PLL bandwidth becomes more pronounced with the nonlinearity, also recognized in fig. 7.11b. Furthermore taking the phase jump dynamics into account, the normalized coupling strength E is proportional to ν and antiproportional to nD. On the other hand, it is D ∼ (1 + ν 2 ) and thus the nonlinearity lowers the PLL performance in terms of phase slip dynamics, what is perfectly retrieved in the curves of fig. 7.11b in which the best noise characteristics are found for ν = 1.

f p n = 1 ν = 0.1 ν = 1 ν = 10 ν = 16 n = 1 ν = 0.1 ν = 1 ν = 10 ν = 16 ( 
Similarly complex is the influence of the divider ratio n, shown in fig. 7.11c for ν = const = 10: A high value leads to a lower noise plateau at low frequencies but likewise also increases the resonant 2nd order filter response (see sec. 7.4). Again taking the phase slip dynamics into account, n decreases the coupling strength E ∼ (nD) -1 and phase slips are more likely to occur at high n, especially recognized for n = 1 in fig. 7.11c.

The discussed dependences are in complete agreement with the presented measurements in sections 7.2 and 7.3. Furthermore, it is emphasized that an adequate trade-off between the described mechanisms and parameter dependences must always be found for an efficient noise suppression by the PLL.

Summary

In this chapter, we presented the experimental implementation of two different STNOsa STVO (section 7.2) and a uniform STNO (section 7.

3) -into an on-chip integrated PLL developed for this purpose. We find an efficient phase noise reduction of 50 dB @ 10 kHz for the vortex and of 12 dB @ 100 kHz offset for the uniform STNO with f c ≈ 340 MHz 7. Stabilization of phase noise by a phase locked loop and f c ≈ 4.8 GHz, respectively. Furthermore, we analyze the PLL performance for different control parameters and find rather complex dependences due to the intrinsic large nonlinearity of our oscillators. The occurrence of phase slips, mainly caused by the high intrinsic noise in STNOs, is identified as the main drawback for the exploitation of the PLL system. However, in secs. 7.4-7.5 we present a theory which perfectly describes the parameter characteristics and reveals the physics of the low offset frequency noise due to phase slip dynamics. Note that in general, this theory is not restricted to only the case of a PLL but can easily be employed for any external signal applied to the STNO. It is found that the dependence of the noise PSD on the PLL and STNO parameters is complex and its optimization requires a trade-off between all of those, implying a prior analysis of the parameter space.

As an outlook, the samples can be further optimized in terms of noise characteristics, i.e. better barrier quality, lower magnetic damping, etc. exhibiting a lower FWHM. It would increase the PLL performance to completely avoid phase slips occurring. Furthermore, different approaches as mutually locked STNOs (see e.g. chapter 8) or a sample design based on 2 coupled vortex free layers [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF][START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF] are promising pathways in order to further reduce the intrinsic noise. The approach of two intrinsically coupled vortex layers is furthermore highly advantageous from an applicative point of view: In order to show auto-oscillations, they do not need an external magnetic field [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF][START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Lebrun | Nonlinear Behavior and Mode Coupling in Spin-Transfer Nano-Oscillators[END_REF] . In general, due to the wide spread of PLLs in microelectronics and the general interest on STNOs for future technologies, the improvement of STNO noise characteristics through a PLL is highly interesting for potential rf-applications. This includes for instance STNO based associative memories [START_REF] Nikonov | Coupled-Oscillator Associative Memory Array Operation for Pattern Recognition[END_REF][START_REF] Liyanagedera | Spin torque nano-oscillator based Oscillatory Neural Network[END_REF] or rf communications through e.g. phase or frequency shift keying [START_REF] Ruiz-Calaforra | Frequency shift keying by current modulation in a MTJ-based STNO with high data rate[END_REF][START_REF] Litvinenko | Analog and digital phase modulation of spin torque nano-oscillators[END_REF] . Another outlook, going even beyond the topic of improving the noise characteristics, includes more complex dynamics of the PLL+STNO system, also strongly linked to the STNO's nonlinearity. Already partly observed in our experiments, but unfortunately so far not systematically captured, the PLL might trigger complex stochastic or even chaotic behavior of the STNO [295] . This is especially the case when e.g. regarding a system of two mutually coupled STNOs (chpts. 8 & 9) or even of one STNO close to its critical current or around the previously described (chpt. 6) dynamic C-state.

8

Mutually coupled spin torque vortex oscillators: Synchronization "[...], the tendency to synchronize is one of the most pervasive drives in the universe, extending from atoms to animals, from people to planets."

(S. Strogatz in [START_REF] Strogatz | Sync: The Emerging Science of Spontaneous Order[END_REF] )

Mutual synchronization and more generally, mutual coupling effects between two ore more (nonlinear) oscillators are of fundamental interest in the entire field of physics, and even beyond [START_REF] Pikovsky | Synchronization: A Universal Concept in Nonlinear Sciences[END_REF]209,[START_REF] Strogatz | Sync: The Emerging Science of Spontaneous Order[END_REF]297] . The attention ranges from synchrony effects in life sciences, biology and medicine -such as e.g. collective population dynamics [START_REF] Strogatz | Sync: The Emerging Science of Spontaneous Order[END_REF][START_REF] Sumpter | Relating individual behaviour to population dynamics[END_REF][START_REF] Sumpter | Collective Animal Behavior[END_REF] , cell synchronization [300] , the sleep-wake rythm [301] , information processing in the brain [START_REF] Singer | Synchronization of Cortical Activity and its Putative Role in Information Processing and Learning[END_REF] , or the pathology of several neurodegenerative diseases such as epilepsy [START_REF] Traub | Cellular mechanism of neuronal synchronization in epilepsy[END_REF] or Parkinson [START_REF] Levy | High-frequency Synchronization of Neuronal Activity in the Subthalamic Nucleus of Parkinsonian Patients with Limb Tremor[END_REF] , etc. -over synchronization in rf communications [START_REF] Bregni | Synchronization of Digital Telecommunications Networks[END_REF] , metrology1 , navigation [START_REF] Lewandowski | GPS: primary tool for time transfer[END_REF] , astrophysics [START_REF] Scafetta | The complex planetary synchronization structure of the solar system[END_REF]308] & optics [START_REF] Roy | Experimental synchronization of chaotic lasers[END_REF][START_REF] Furst | Mechanism for self-synchronization of femtosecond pulses in a two-color Ti:sapphire laser[END_REF][START_REF] Shelton | Jun: Subfemtosecond timing jitter between two independent, actively synchronized, mode-locked lasers[END_REF][START_REF] Seitz | All-optical synchronization and mode locking of solid-state lasers with nonlinear semiconductor Fabry-Perot mirrors[END_REF] , to arts and even pop culture.

Prominently featuring the inherent complexity of the phenomenon, mutually coupled systems can also underlie chaos and chaotic synchronization [START_REF] Afraimovich | Generalized synchronization of chaos in noninvertible maps[END_REF][START_REF] Afraǐmovich | Lectures on Chaotic Dynamical Systems[END_REF][START_REF] Brown | Designing a Coupling That Guarantees Synchronization between Identical Chaotic Systems[END_REF][START_REF] Brown | Synchronization of chaotic systems: Transverse stability of trajectories in invariant manifolds[END_REF][START_REF] Rul'kov | Mutual Bibliography synchronization of chaotic self-oscillators with dissipative coupling[END_REF] . Thus, they are also extensively studied in mathematics and mathematical physics, delivering several models to characterize different aspects of synchrony [START_REF] Kuramoto | Self-entrainment of a population of coupled non-linear oscillators[END_REF][START_REF] Kopell | Coupled oscillators and the design of central pattern generators[END_REF][START_REF] Aronson | Amplitude response of coupled oscillators[END_REF][START_REF] Ermentrout | Multiple pulse interactions and averaging in systems of coupled neural oscillators[END_REF][START_REF] Brown | On the Phase Reduction and Response Dynamics of Neural Oscillator Populations[END_REF][START_REF] Izhikevich | Slowly Coupled Oscillators: Phase Dynamics and Synchronization[END_REF][START_REF] Izhikevich | Dynamical Systems in Neuroscience[END_REF][START_REF] Medvedev | Synchronization of Coupled Limit Cycles[END_REF][START_REF] Golubitsky | The Symmetry Perspective: From Equilibrium to Chaos in Phase Space and Physical Space[END_REF] .

For spin-torque nano oscillators (STNOs), mutual synchronization is of huge technological interest: First, because the emission characteristics, i.e. output power and linewidth, can be significantly improved [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF]327] , as it will be also demonstrated in this chapter. And second, because an array of coupled nonlinear oscillators can interact dynamically and form a "bioinspired" artificial neural network capable of performing complex tasks as e.g. pattern recognition [START_REF] Kumar | Chaotic dynamics in nanoscale NbO2 Mott memristors for analogue computing[END_REF][START_REF] Kumar | Pritiraj: Autoassociative Memory and Pattern Recognition in Micromechanical Oscillator Network[END_REF][START_REF] Csaba | Computational Study of Spin-Torque Oscillator Interactions for Non-Boolean Computing Applications[END_REF][START_REF] Yogendra | Magnetic Pattern Recognition Using Injection-Locked Spin-Torque Nano-Oscillators[END_REF][START_REF] Macià | Spin wave excitation patterns generated by spin torque oscillators[END_REF][START_REF] Fang | Pattern recognition with "materials that compute[END_REF] , recently demonstrated by M. Romera et al. in our laboratory [START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF] . STNOs in this sense provide an energy efficient hardware 8. Mutually coupled spin torque vortex oscillators: Synchronization implementation on the nanoscale, mimicking the periodic spiking activity of biological neurons [START_REF] Pickett | A scalable neuristor built with Mott memristors[END_REF][START_REF] Pufall | Physical Implementation of Coherently Coupled Oscillator Networks[END_REF][START_REF] Sharma | Phase Coupling and Control of Oxide-Based Oscillators for Neuromorphic Computing[END_REF][START_REF] Grollier | Spintronic Nanodevices for Bioinspired Computing[END_REF][START_REF] Parihar | Computational paradigms using oscillatory networks based on state-transition devices[END_REF] with the ability to accurately fine tune the oscillation characteristics, particularly important for machine learning [339] .

Mutual synchronization in STNOs was first demonstrated in 2005 [START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Mancoff | Phase-locking in double-point-contact spin-transfer devices[END_REF] , where the coupling between the vicinal oscillators was transmitted through spin waves, similar as well in the subsequent works in Refs. [START_REF] Sani | Mutually synchronized bottom-up multi-nanocontact spin-torque oscillators[END_REF][START_REF] Pufall | Frequency modulation of spin-transfer oscillators[END_REF] . Only recently, different coupling mechanisms were experimentally demonstrated, such as the coupling through the dipolar interaction in arrays of vortex based spin torque oscillators in 2015 [START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF] .

However, all coupling mechanisms presented so far have the disadvantage to be local and are, as a consequence, not easily controll-and scalable. A breakthrough in the handling and realization of the coupling scheme was then in 2017 the demonstration of the relatively easily controllable electrical coupling through direct injection of the rf current into the other STNO [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] , until then only theoretically predicted [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Pufall | Physical Implementation of Coherently Coupled Oscillator Networks[END_REF][START_REF] Georges | Coupling Efficiency for Phase Locking of a Spin Transfer Nano-Oscillator to a Microwave Current[END_REF][START_REF] Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF] . As the method requires large signal power and coherence and furthermore a high spin torque efficiency, the experimental study in Ref. [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] has been performed with double vortex based STNOs, generally exhibiting a better coherence. In Ref. [327] , Tsunegi et al. investigate the dependence on the coupling strength between the STVOs and furthermore, achieved synchronization of up to 8 oscillators.

In this chapter, we will demonstrate the mutual synchronization of two single vortex samples as presented in chapter 3. We show a significant improvement of the rf emission characteristics in the synchronized regime for two cases of electrical connection of the STVOs, i.e. connected in parallel and in series.

The major limitation in terms of stable synchronization (i.e. the non-divergence of the phase difference) and the application of STNOs in bigger networks for both signal generation and neuromorphics is their high noise [START_REF] Vodenicarevic | A Nanotechnology-Ready Computing Scheme based on a Weakly Coupled Oscillator Network[END_REF] . We therefore explicitely study the noise characteristics in the synchronized system and investigate noise cross-conversion and phase slip dynamics, which was initially one of the main objectives of this thesis.

Experimental locking characteristics

In this section, we present experimental data on mutual synchronization due to direct electrical coupling in a parallel circuit. The presented data are gathered for two type c STVOs (see chpt. 3) of 350 nm diameter connected in parallel. For a proper analysis of the electrical circuit and the nature of the electrical coupling, it is referred to Refs. [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF][START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] . Additionally, a delay line is added into one side of the circuit to be able to control the delay and thus the phase shift between the two STVO rf signals.

In the presented measurements, we connect two STVOs exhibiting similar characteristics, such as frequency f c , emission power p 0 , linewidth FWHM, and nonlinear parameters ν and f p . In the experiment, the dc current I dc,2 through STVO 2 is kept constant at I dc,2 = 6.89 mA, corresponding to a frequency f c ≈ 262.5 MHz, while the dc current I dc,1 through STVO 1 is swept. Additionally, we modify the dephasing between the two STVOs to better control the regime of synchronization. The obtained results are shown in fig. 8.1. In fig. 8.1a, we present measured spectra while sweeping I dc,1 at a fixed dephasing of ∆φ τ = 0. It is observed that when the frequency of STVO 1 approaches that of STVO 2, the signals join and the output power strongly in-and the linewidth decreases, corresponding to synchronization of the two oscillators. In fig. 8.1b, measured at ∆φ τ = 0.7π, the behavior is different: Here, we notice that the total power is not enhanced and no synchronization occurs. Actually, the signal power of STVO 2 even slightly decreases when the frequencies approach due to the interaction with STVO 1.

The dependence of the synchronization range on the dephasing is plotted in fig. 8.1c.

The obtained results are in agreement to the developed theory presented in sec. 2.6: The locking bandwidth ∆ 2 is a π-periodic function of the phase, as it is described through eq.

(2.37): ∆ 2 ∼ | cos( βφ )|, with βφ = β φ -arctan(ν) the nonlinear coupling phase and β φ accounting for the induced dephasing β φ β φ,τ =0 -∆φ τ . Moreover, we find the maximum of the periodic function at ∼ 0.19π. It has recently been shown [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF]2 that in electrically 8. Mutually coupled spin torque vortex oscillators: Synchronization coupled STVOs it is for the linear coupling phase β φ = arctan(| F f l |/| F Sl |); the terms F f l and F Sl denote the in-plane field-like and Slonczewski torque (see sec. 2.3), respectively, associated to the in-plane spin polarization and responsible for the locking force on the phase. The geometry of the involved torque terms is therefore of particular relevance in STVOs, compared to other STNOs where usually β φ = 0 [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Mancoff | Phase-locking in double-point-contact spin-transfer devices[END_REF][START_REF] Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Pufall | Electrical Measurement of Spin-Wave Interactions of Proximate Spin Transfer Nanooscillators[END_REF][START_REF] Li | Global attractors and the difficulty of synchronizing serial spintorque oscillators[END_REF][START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF][START_REF] Tiberkevich | Sensitivity to external signals and synchronization properties of a non-isochronous auto-oscillator with delayed feedback[END_REF] . Thus, it is to be noted that in the first place, the additional term arctan(| F f l |/| F Sl |) renders synchronization at zero delay ∆φ τ = 0 possible, since the nonlinear coupling phase βφ = β φ -arctan(ν) implies a zero synchronization bandwidth ∆ 2 = 0 for β φ = 0 and a strongly nonlinear oscillator: ν 1 ⇒ arctan(ν) ≈ π/2 ⇒ cos( βφ ) ∼ ∆ 2 = 0. However, knowing the nonlinear parameters of the two STVOs3 ν ≈ 1.7 and that [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF] , we can determine the theoretical curve shape to fig. 8.1c.

| F f l | | F Sl | ⇒ arctan(| F f l |/| F Sl |) ≈ π/2
β φ is chosen to account also for the delay: β φ β φ,τ =0 -∆φ τ , and therefore it is in total: βφ = -∆φ τ + arctan(| F f l |/| F Sl |) -arctan(ν). Thus, we expect a maximum locking range at ∆φ τ ≈ 0.17π being in good agreement to the measured curve 8.1c. Furthermore, comparing the maximum locking range of ∼ 0.8 MHz with eq. (2.37), we calculate the coupling constant to: Ω ≈ 0.2 MHz. In fig. 8.2, we show the evolution of the power with the dephasing. We plot the peak power p ∼ p/FWHM for different current values inside the locking range in fig. 8.2a. Up to ∆φ τ ≈ 0.35π, the values are first slightly increasing until they rather rapidly drop 8.1. Experimental locking characteristics down to the value of unsynchronized oscillators (p 1 + p2 ). This behavior can be understood regarding eqs. (2.38-2.39), which describe the power variation due to the coupling with a second STNO:

p tot = p 1 + p 2 + 2 √ p 1 p 2 cos(ψ eq ) ,
with p 1 = p 10 + ρ 1,eq and p 2 = p 20 + ρ 2,eq . In fig. 8.2b, we plot p tot with our experimental parameters [START_REF]The Sustainable Development Goals Report[END_REF] assuming the frequency mismatch ∆ω = 0 and obtain a qualitative agreement. The total power is 2π periodic as a function of the phase shift, with distinct discontinuities when ψ eq changes from in-phase to anti-phase synchronization (see eq. (2.36)), similarly observed in Ref. [START_REF] Singh | Mutual Synchronization of Spin-Torque Nano-Oscillators Via Oersted Magnetic Fields Created by Waveguides[END_REF] . We conclude that for the presented measurements, the two STVOs are synchronized in-phase inside the range of phase shift ∆φ τ ≈ [-0.33; 0.66]π, whereas they are synchronized anti-phase for the remaining values inside the period. In the in-phase region, the power is around 4p 0 and the out-of-phase region corresponds to the unsynchronized total power 2p 0 . Note that also inside the two regions, the power slightly varies with increasing values for larger dephasing. This is because of the equilibrium power deviations ρ 1,2 and theoretically goes even beyond the total power 4p 0 . This behavior is proportional to the coupling strength Ω (see eq. (2.38)) and is also found in the experimental curve 8.2a where a peak power of 4(p 10 + p20 ) corresponds to the equilibrium locked power with ρ 1,2 = 0 (equivalent to 4p 0 for the integrated power). The sharp jump between the two situations is not observed in the experiment, what we attribute to noise which smoothens the curve and makes it quasi-trigonometric, argued similarly in Ref. [START_REF] Singh | Mutual Synchronization of Spin-Torque Nano-Oscillators Via Oersted Magnetic Fields Created by Waveguides[END_REF] . In fig. 8.2b, we also plot the cosine term directly reflecting the synchronization range (eq. (2.37)) and find a good agreement with the graph 8.1c, with a maximum at ∆φ τ ≈ 0.17π as mentioned before.

We show in fig. 8.3 the complete parameter characteristics of the system at ∆φ τ = 0, which is the most interesting case in terms of practical implementation. It is clearly seen in fig. 8.3a that the frequencies of the two STVOs merge in the synchronization regime. Moreover, also when not synchronized, the STVOs influence each other through their coupling (level attraction/repulsion, further specified in chpt. 9), leading e.g. to slightly different frequencies and lower powers compared to the uncoupled oscillators. In fig. 8.3b, the performance improvement in the synchronized regime can be observed. We also plot the theoretical expectations of (p 1 + p 2 + 2 √ p 1 p 2 ) and (p 1 + p 2 ) for the synchronized and unsynchronized regime (eq. (2.39-2.40)), respectively. Finally, we display the evolution of the experimental linewidth together with the predicted linewidth reduction to (FWHM 1 + FWHM 2 )/4 for synchronization in the bottom panel of fig. 8.3b.

Noise characteristics

The features of the mutual synchronization capability are especially revealed regarding the noise characteristics of the coupled system, i.e. phase noise and amplitude noise. So far, mainly the phase noise has been discussed in the literature [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF]327] , which is found to be lowered due to a coherence improvement attended by the linewidth decrease described above. In the following, we take also the amplitude noise into account which turns out to reveal important characteristics of STNO synchronization. In fig. 8.4, we plot amplitude and phase noise (AN and PN, resp.) of the uncoupled STVOs and compare with the mutually synchronized system at the same conditions as in fig. 8.3. In the zoom-in of the phase noise, a decrease by ∼ 2 dB in the synchronized system is revealed corresponding to a coherence improvement of almost a factor 2. Apart from the reduction, the phase noise behavior is similar to that of the unsynchronized system: We identify a 1/f 2 thermally dominated and as well a 1/f 3 flicker noise regime in the same range of frequency offsets. However, the case lies differently for the amplitude noise which is, as elaborated before (chpts. 2, 4), particularly important for highly nonlinear oscillators, such as STNOs. The AN is found to be highly increased in the mutually synchronized state, notably by more than 20 dB. The AN in the center of the synchronized bandwidth (I dc,1 = 5.03 mA, see previous section 8. 1) shows better AN characteristics than for a current value closer to its boundary (I dc,1 = 5.05 mA), although only a small difference in the PN curves can be recognized. Obviously, the enhanced AN is not converted into PN, i.e. the mechanism of 8. Mutually coupled spin torque vortex oscillators: Synchronization the increased AN is not nonlinearly coupled to the PN. Again, the general characteristics, i.e. thermal 1/f 0 and 1/f 1 flicker shapes, are similar to the non-coupled case, except for an additional Ornstein-Uhlenbeck type noise5 with characteristic frequency of ∼ 400 kHz for the case shown, which adds to the conventional behavior. In fig. 8.5, amplitude distribution and corresponding voltage time signals at different current values I dc,1 are shown for the synchronized system. For the uncoupled and as well for the perfectly locked signal, the peak probability should be gaussian distributed (see eq. (2.31)). For the synchronized signal at the center of the synchronization bandwidth I dc,1 = 5.03 mA, this is nearly the case. The corresponding time trace in fig. 8.5b oscillates with a stable amplitude over a long time period; large amplitude variations are rare compared to the signal at I dc,1 = 5.05 mA. For I dc,1 = 5.05 mA, the fluctuations result in a broader voltage distribution. Most remarkably, already slightly the case at I dc,1 = 5.03 mA, the peak asymmetrically smears out to lower values. For the unsynchronized case at I dc,1 = 5.15 mA, the probability covers all voltage values between the max-and minima, corresponding to a classical beating of two frequency signals. Nevertheless, we observe even here a slightly higher probability at the peak voltage values. We attribute this to a partial locking for very short time periods. Note that in the time signal, the oscillation does not perfectly describe a symmetric beating but exhibits rather sudden jumps from small to high amplitude, e.g. at 0.8 µs, 1.8 µs, or at 2.8 µs.
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In fig. is noticeable that also for the synchronized signal, the phase deviation is not bound, reflecting the 1/f 2 phase noise shape in fig. 8.4. However, at least in the center of the synchronization range (red curve), the phase deviation in the mean diverges slower and thus, is stabilized compared to the single oscillators. In the deviation at I dc,1 = 5.15 mA, the beating signal of ∼ 1.1 µs period, which is not present in the other signals, can be observed in the magnified inset.

Upscaling the mutually synchronized system

When the system of coupled STVOs is upscaled to a network of M oscillators, the rf emission characteristics usually improve. Here, we analyze data measured on up to 8 STVOs6 connected in parallel especially in terms of noise. The data are acquired by S. Tsunegi7 , who is acknowledged for sharing the raw files, and further elaborated in Ref. [327] .

In fig. 8.7a, the evolution of the output emission power and the FWHM with the number M of synchronized spin torque vortex oscillators is shown. The output power linearly increases with M and the linewidth decreases inversely proportional to M . For in-phase synchronization, rather a M 2 dependence is theoretically expected, as discussed in section 8.1 and further derived in section 8.4.

In fig. 8.7b, we plot the phase difference ψ between the two STVOs and see that for a direct, unattenuated coupling (blue curve), it is stabilized over a long time period (during the entire measurement duration of 1.6 ms). The measured time period corresponds to ∼ 10 5 oscillation periods and demonstrates the applicability of STVOs for e.g. pattern recognition, which requires a stable synchronization of at least 10 3 -10 4 times the oscillation period [START_REF] Kumar | Pritiraj: Autoassociative Memory and Pattern Recognition in Micromechanical Oscillator Network[END_REF] . However, if the coupling, that rises through the self-generated rf currents from each oscillator, is reduced through signal attenuation in the circuit between the STVOs (by -10 dB (grey curve), and -13 dB (rust-red curve) in fig. 8.7b), the phase difference diverges with occuring phase slips, in agreement with the theoretical dependence on the coupling strength, as developed in section 7.5. For the unattenuated coupling (blue curve in fig. 8.7b) and hence, a stable synchronization, the phase difference is always ψ ≈ -π and thus, the oscillators are synchronized anti-phase explaining the linear dependence of the output power with M . Note that also the electrical coupling scheme (parallel, series, etc.) plays a significant role for the total output power [START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] .

In fig. 8.8, the amplitude distribution (fig. 8.8a) and the noise characteristics (fig. 8.8b) of the M -synchronized system are shown. As before, it can be observed in fig. 8.8a that the amplitude is nearly gaussian distributed (note the logarithmic scale). However, it is stated that the distribution becomes broader for more STVOs and the maximal number of counts at the mean amplitude value decreases. Already seen for 2 synchronized STVOs, the distribution asymmetry to lower values becomes more pronounced with M , which reflects also in the noise characteristics, shown in fig. 8.8b. Note that for 6 STVOs, the broader distribution reflects an experimental deficiency, notably a smaller synchronization 8.3. Upscaling the mutually synchronized system force.

The measured distribution asymmetry for 2 STVOs in fig. 8.8 is even more remarkable as the synchronization in this case is perfectly established [327] , seen in the blue curve of fig. 8.7b. Notably, in fig. 8.8b a significant decrease of the phase noise with 1/M is observed, whereas the amplitude noise is strongly increasing with M . This seems to be the case also for a stable synchronized system where no desynchronization (i.e. phase slip) events occur. However, desynchronization events become more probable for larger M , specifically leading to a smeared-out amplitude distribution with eventual sub-peak (as seen for 6 and 8 coupled STVOs) and consequently a particularly higher amplitude noise without major effect on the phase noise.

Thus, we conclude that the amplitude noise cannot be neglected in synchronized networks, even at stable synchronization. Furthermore, the synchronization quality is directly reflected in the amplitude noise which is significantly enhanced when desynchronization events occur or the synchronizing periodic potential is strongly bended (see sec. 7.5). We show that the amplitude noise scales with the number M of oscillators in the network.

To restrict the desynchronization events and reach better locking and noise characteristics, the general noise in each STVO has to be further reduced or the coupling strength increased (fig. 8.7b) in order to minimize the probability of phase slips and therefore desynchronization [327] (see next section, or similarly section 7.5).

Theory

In chapter 2, section 2.6, we describe the influence of an external signal on a STNO and furthermore expand the formalism to a network of M noisy coupled oscillators. Starting from there, the noise PSD of the coupled array is derived in the following.

With the single oscillator equilibrium amplitude a 0 and oscillators of equal properties, whose signals are efficiently combined and locked to the common frequency ω, the output signal of the coupled network can be written as [212] :

V (t) = M j=1 (a 0 + δa j )e i(φ M +δφ j ) ≈ a 0 M j=1 e i(φ M +δφ j ) ≈ M a 0 e i(φ M +δφ M ) . (8.1)
Here, δφ M is the phase fluctuation of the entire system with locked common phase φ M , expressed as δφ M = 1/M M j=1 δφ j . It can be written in its frequency representation summing over all noise processes contributing to the oscillator phase fluctuations, represented by the matrix of the coupled system A (see section 2.5, eq. (2.42)-(2.43)):

δφ M (ω) = 1 M 2M j=1 2M i=1 (A -1iω) -1 ij (g nj , h nj ) .
As mentioned, the matrix A classifies the coupled system and corresponds to the negative Jacobi matrix, g nj and h nj denote the amplitude and phase noise processes on STVO j, respectively. Assuming symmetry in the network due to the coupling mechanism and the oscillator properties, i.e. equal power and coherence of the oscillators and symmetric coupling between them, the phase noise PSD of the efficiently combined oscillator network can be expressed as:

S M = |δφ M | 2 = (|g n | 2 , |h n | 2 ) M 2 2M j=1 2M i=1 (A -1iω) -1 ij 2 , ( 8.2) 
with |g n (f )| 2 = |h n (f )| 2
the noise PSD of the amplitude and phase fluctuations, respectively (see sec. 2.5). Hence, the total phase noise can be determined through the sum of all columns of the matrix (A -1iω) -1 , which fulfills the following equation (see sec. 2.6 of chpt. 2):

(A -1iω) δρ, δφ = g n , h n .

Theory

Neglecting the higher order terms in the coupled fluctuation equations (eq. (2.41)) and assuming in-phase synchronization, it can be written for a M -dimensional network of identical oscillators:

(A -1iω) = A AN -1iω 0 A AN →P N A P N -1iω
, with the M × M dimensional, symmetric matrices reflecting the amplitude and phase noise (AN and PN, resp.) contributions and their conversions:

A AN = -2Γ p • 1 M ×M , A AN →P N = N • 1 M ×M , A P N = ∆ 2 2     -(M -1) . . . 1 . . . . . . . . . 1 . . . -(M -1)     .
By inverting (A -1iω) and subsequently evaluating eq. ( 8.2), the total phase noise of the coupled array is calculated to:

S δφ M = |δφ M | 2 = S δφ i M .
Thus, the phase noise of the coupled system 8 is reduced by the factor 1/M , in complete agreement to the measurements presented above (figs. 8.4 & 8.8b). Furthermore, the oscillation linewidth FWHM, connected with the effective diffusion constant through eq.

(2.33), is reduced by 1/M , as experimentally shown in fig. 8.7a. It is to be noted that after eq. (8.1), the total emission power for in-phase synchronization scales with M 2 :

p tot ∼ |V | 2 .
However, as it is shown in Ref. [START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] , also the electrical coupling scheme (parallel, series, etc.) has to be particularly taken into account, so that the expected output power also for in-phase synchronization is rather p tot ≈ M p 0 for a larger array (M > 2) of connected oscillators. Indeed, to enhance the emission power of an assembly of oscillators beyond a linear scaling with their number M , the load impedance must be optimized, as elaborated in Ref. [START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] .

8 neglecting higher order terms In fig. 8.9, we show amplitude and phase noise for one single STVO and compare with M = 2 synchronized STVOs. We set f p = 10 MHz, ν = 5, FWHM = 1 MHz, p 0 = 100 nW, and β p = β φ = -π/2 for both oscillators. As theoretically described above (eq. (8.2)), the phase noise of the total output is reduced by 1/M . Note that in fig. 8.9, higher order terms in the coupled fluctuation equations, which are neglected in the developped calculus from above, are also taken into account.

In consequence, especially at very large coupling strengths, the phase noise reduction might in general differ from the 1/M description.

Moreover, we show the noise PSD |δψ| 2 of the phase difference ψ between the two STVOs. It is observed that the phase difference stabilizes for lower frequency offsets, in agreement with what we find experimentally in fig. 8.7b, also reported in Ref. [327] . The stabilization of the phase difference is similar to the case of an external signal injection (see chap. 7) and also becomes clear when regarding the Adler equation for the phase difference (eq. (2.35)): The same Adler equation can equally describe the phase of a single oscillator, locked to a noise free external signal (sec. 2.6). The amplitude noise of the 2 synchronized STVOs, calculated through eq. (2.44), is enhanced compared to the single oscillator amplitude noise. We attribute this to the different noise conversion mechanisms as schematized in eq. (2.43) and particularly to a cross-conversion of the amplitude fluctuations between the oscillators. The theoretically evaluated behavior qualitatively coincides with the measurements presented above in fig.

8.4 and specifically seen for 2 and 4 STVOs in fig. 8.8b. For 6 and 8 STVOs, we mainly attribute the very strong, experimentally found amplitude noise increase rather to a different effect, namely phase slips and the partial loss of synchrony. The effect of phase slips on the synchronization is further discussed in the following section 8.4.2. However, we show here that the increase of amplitude noise is not exclusively due to phase slip dynamics, but contains also an intrinsic contribution originating from the cross-8.4. Theory conversion of the noise terms in the complex coupled equations. We assume that this contribution becomes more significant for more oscillators M , again emphasizing the importance of the amplitude noise when considering synchronized dynamics in STNOs, even in the case when the oscillators are stably synchronized and no desynchronization events occurs. In this section, we more thoroughly determine the influence of phase slips on the amplitude dynamics of the synchronized oscillators. We use the same formalism already established in section 7.5 and again refer to the work of R.L. Stratonovich who extensively studied stochastic processes in nonlinear systems (see e.g. [START_REF] Kuznetsov | Non-linear transformations of stochastic processes[END_REF] ). In fig.

Phase slips

8.10, we show the phase drift v e (see section 7.5) versus the frequency detuning ∆ω illustrating its dependence on the diffusion constant D of one single oscillator. The phase drift v e can be interpreted as the mean beat frequency of the mutually synchronized system.

For lower diffusion values D (blue curve in fig. 8.10), the drift is stabilized to v e = 0 inside the locking range around ∆ω = 0, where the coupling "pulls" the frequencies to synchrony. For higher diffusion values -D = 0.5 (yellow curve) in fig. 8.10 -the phase drift is minimized only for values of ∆ω very close to 0. Within this picture, we can explain the data presented in section 8.2: We find a relatively stable gaussian amplitude distribution (fig. 8.5) for I dc,1 = 5.03 mA and an amplitude distribution which is smeared out to lower values not far already for I dc,1 = 5.05 mA. At I dc = 5.15 mA, a clear beating signal can be found. We interpret the fact that the two current values I dc = 5.03 mA and I dc = 5.05 mA are that close in the sense that the intrinsic diffusion D is relatively high compared to the coupling E. Thus, the region around ∆ω = 0 where no phase slips occur is relatively small -being somewhere between the yellow and the red curve in terms of fig. 8.10. We attribute the asymmetry in the peak voltage distribution (fig. 8.5) to a strongly 8. Mutually coupled spin torque vortex oscillators: Synchronization bended periodic synchronization potential (see also section 7.5, fig. 7.9) exhibiting a preferred fluctuation direction due to ∆ω within a periodic valley. Thus, the probability for ψ becomes broader and asymmetric, yet with phase slips very rarely occurring if the potential well to the next valley is still sufficiently high. This mechanism also strongly enhances the amplitude noise of the synchronized array as shown in fig. 8.4. From section 8.3, we state that phase slips become more probable for more oscillators M , leading to a clear broadening and a potential sub-peak in the voltage distribution (see also Ref. [209] ).

To conclude, improvements of the synchronization characteristics are reached by reducing phase slip probabilities. In section 7.5, we described that this can be achieved by enhancing the coupling mechanism (exponential dependance) or by further improving the noise characteristics through the diffusion D. Albeit such means, the amplitude noise would nevertheless be enhanced compared to the single oscillator due to intrinsic crossconversions of noise terms at synchronization.

Different coupling schemes

As mentioned in the introduction of this chapter, the coupling mechanism between the STNOs plays a fundamental role in terms of practical handling and applications. In sections 8.1-8.3, we present data gathered on an array of STVOs electrically connected in parallel. In this section, we shortly discuss the synchronization of two STVOs9 electrically connected in series. Both coupling mechanisms are nonlocal and thus provide a similar system control and potential in terms of applications, although the serial connection is experimentally more difficult to implement if both STVOs should be controlled separately.

In fig. 8.11, we plot the basic properties of two STVOs electrically connected in series without delay ∆φ τ = 0 and compare with the characteristics of the two single STVOs. Both STVOs can be controlled independently through a dc current source connected to each. The dc current through STVO 1 is kept constant to I dc,1 = 11 mA and the current through STVO 2 is swept. As shown in fig. 8 linewidth of the synchronized system are both improved.

The phase noise PSD shows a more complex behavior (fig. 8.11f): Note first that the noise PSD of STVO 1 is larger at higher offsets than the noise PSD of STVO 2 and the synchronized oscillators. As the signals of the single STVOs are measured setting the dc current supply in the other one to zero (and thus, they are still connected), this reflects the situation that the signal of STVO 1 also passes through the STVO 2 in the serial circuit, which adds additional fluctuations to the rf signal (shot noise and eventually resonance effects), a disadvantage for potential larger arrays in future applications.

The phase noise PSD in the synchronized regime remains always lower than the phase noise PSD of STVO 2. It is close to that of STVO 2 for higher offsets f off , but adopts the behavior of STVO 1 for f off 1 MHz. The general evolution of the diffusion constants of the single coupled oscillators in an asymmetrically coupled array is complex and more generally studied in Ref. [START_REF] Amro | Phase Diffusion in Unequally Noisy Coupled Oscillators[END_REF] , principally finding a nonmonotonic evolution of the second oscillator's phase coherence with the noise intensity in the first oscillator. The amplitude noise is, as described above (sec. 8.4.1 & 8.4.2), enhanced for the mutually synchronized system.

Summary

In this chapter, we demonstrate the mutual synchronization for different nonlocal methods of electrical coupling that can basically be studied on an equal footing (based on the nonlinear auto-oscillator theory, sec. 2.6) and result all in a significant improvement of the rf emission characteristics, i.e. phase coherence (linewidth) and emission power. We study the control of the synchronization properties through an induced phase shift ∆φ τ between the two oscillators and furthermore enlighten the stable power variation in the locking regime for in-and out-of-phase locking. We investigate the noise characteristics in the single STVOs and the synchronized system, so far still the major limitation for stable signal synchronization: Experimentally and as well theoretically, a phase noise reduction in the synchronized regime is found. Moreover, we observe and describe a significantly enhanced amplitude noise when the two STVOs are synchronized and often an asymmetrical amplitude distribution. We argue that the higher amplitude noise is partly system intrinsic through noise cross-conversions in the coupled system and partly originates from desynchronization events and phase drift in the periodic synchronization potential. Moreover, we analyze in detail the synchronization of up to 8 STVOs and the rf parameter evolution with the number M of coupled oscillators. We find that the phase noise improves with M but nonetheless, the amplitude noise further increases with M , together with a broader and more asymmetrical amplitude distribution. Thus, as an important conclusion of this chapter, the amplitude noise is predicted to become particularly important for large arrays of STNOs.
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Mutually coupled spin torque vortex oscillators: Complex dynamics beyond synchronization

In the study of coupled spin torque nano oscillators (STNOs), most of the pertinent works (see Refs. in chpt. 8) are so far limited to the accomplishment or description of their synchronization using different coupling schemes. The modelling typically relies on a meanfield phase synchronization model [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] based on the prominent Kuramoto model [START_REF] Kuramoto | Self-entrainment of a population of coupled non-linear oscillators[END_REF] , also specifically including the nonlinear characteristics of STNOs [START_REF] Li | Coupled perturbed heteroclinic cycles: Synchronization and dynamical behaviors of spin-torque oscillators[END_REF][START_REF] Li | Multiple synchronization attractors of serially connected spin-torque nanooscillators[END_REF] . Alternatively, the general nonlinear auto-oscillator model [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF][START_REF] Zhou | Oscillatory transient regime in the forced dynamics of a nonlinear auto oscillator[END_REF][START_REF] Slavin | Theory of mutual phase locking of spin-torque nanosized oscillators[END_REF][START_REF] Quinsat | Linewidth of higher harmonics in a nonisochronous auto-oscillator: Application to spin-torque nano-oscillators[END_REF]1 , introduced in chapter 2, is recently commonly used.

However, the dynamics of coupled oscillators in general, and of STNOs in particular, can go beyond the regime of phase synchronization, revealing other interesting yet non-trivial phenomena. As a theoretical background, the nonlinear auto-oscillator theory has been developed following general qualitative arguments which marks its strength, but likewise limits its applicability when aiming at more complex synchronization regimes [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF] , such as chaotic mean fields [START_REF] Nakagawa | From collective oscillations to collective chaos in a globally coupled oscillator system[END_REF][START_REF] Watanabe | Constants of motion for superconducting Josephson arrays[END_REF][START_REF] So | Generating macroscopic chaos in a network of globally coupled phase oscillators[END_REF] , multiplicity of synchronous states [START_REF] Komarov | Multiplicity of Singular Synchronous States in the Kuramoto Model of Coupled Oscillators[END_REF] , glassy and Griffiths states [START_REF] Iatsenko | Glassy states and super-relaxation in populations of coupled phase oscillators[END_REF][START_REF] Villegas | Frustrated hierarchical synchronization and emergent complexity in the human connectome network[END_REF] , partial synchrony [START_REF] Vreeswijk | Partial synchronization in populations of pulse-coupled oscillators[END_REF][START_REF] Pikovsky | Self-organized partially synchronous dynamics in populations of nonlinearly coupled oscillators[END_REF][START_REF] Clusella | A minimal model of self-consistent partial synchrony[END_REF] , chimera states [START_REF] Sethia | Abhijit: Chimera States: The Existence Criteria Revisited[END_REF][START_REF] Schmidt | Coexistence of synchrony and incoherence in oscillatory media under nonlinear global coupling[END_REF][START_REF] Yeldesbay | Chimeralike States in an Ensemble of Globally Coupled Oscillators[END_REF] , heteroclinic cycles [START_REF] Hansel | Clustering and slow switching in globally coupled phase oscillators[END_REF] , amplitude or oscillation death [START_REF] Koseska | Oscillation quenching mechanisms: Amplitude vs. oscillation death[END_REF] , and exceptional points [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF]370] . Thus, in order to uncover the intrinsic complexity of the coupled system, more original approaches must be chosen involving the exact microscopic equations (LLGS, Thiele, see chap. 2) and furthermore the exact coupling mechanisms. A solution that has recently been adopted in several works [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF][START_REF] Turtle | Gluing bifurcations in coupled spin torque nano-oscillators[END_REF][START_REF] Zaks | Chimeras and complex cluster states in arrays of spin-torque oscillators[END_REF][START_REF] Zaks | Synchrony breakdown and noise-induced oscillation death in ensembles of serially connected spin-torque oscillators[END_REF] , is to rely on a bifurcation analysis for STNOs based on the LLGS equation. It theoretically and numerically reveals non-trivial states and transitions [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF][START_REF] Zaks | Chimeras and complex cluster states in arrays of spin-torque oscillators[END_REF] , such as homoclinic bifurcation, clustered states, Chimera states, or partially 9. Mutually coupled STVOs: Complex dynamics beyond synchronization synchronous states. When including noise effects or heterogeneity of the STNOs, the dynamical complexity even increases, revealing e.g. intermittent noise-induced oscillation death phenomena [START_REF] Zaks | Synchrony breakdown and noise-induced oscillation death in ensembles of serially connected spin-torque oscillators[END_REF] . Complex behavior in STNOs can be treated as a fundamental phenomenon since it is closely related to nonlinear laser physics [START_REF] Nixon | Observing Geometric Frustration with Thousands of Coupled Lasers[END_REF][START_REF] Kumar | Stable phase-locking of an external-cavity diode laser subjected to external optical injection[END_REF][START_REF] Kim | Scaling Behavior of Laser Population Dynamics with Time-Delayed Coupling: Theory and Experiment[END_REF] , or mechanical, electrochemical and electronic systems, etc. [START_REF] Martens | Chimera states in mechanical oscillator networks[END_REF][START_REF] Zhai | Control of Complex Dynamics with Time-Delayed Feedback in Populations of Chemical Oscillators: Desynchronization and Clustering[END_REF][START_REF] Temirbayev | Experiments on oscillator ensembles with global nonlinear coupling[END_REF][START_REF] Temirbayev | Autonomous and forced dynamics of oscillator ensembles with global nonlinear coupling: An experimental study[END_REF] and even the climate system [START_REF] Gallego | Decadal Variability of Two Oceans and an Atmosphere[END_REF] . Furthermore, it is of specific interest for many applications in spintronics, such as sensor devices [START_REF] Kumar | Bifurcation-based mass sensing using piezoelectrically-actuated microcantilevers[END_REF][START_REF] An | Wonho: Bifurcation-enhanced ultrahigh sensitivity of a buckled cantilever[END_REF] , or in particular the relatively young field of nanospintronic neuroscience [START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF][START_REF] Grollier | Spintronic Nanodevices for Bioinspired Computing[END_REF][START_REF] Singh | Sitabhra: Complex patterns arise through spontaneous symmetry breaking in dense homogeneous networks of neural oscillators[END_REF][START_REF] Bolotov | Marginal chimera state at cross-frequency locking of pulse-coupled neural networks[END_REF] . For example, a fundamental emergent phenomenon in a coupled system is oscillation quenching, which is significantly relevant in pathological cases of neuronal disorders such as Alzheimer's and Parkinson's disease [START_REF] Levy | High-frequency Synchronization of Neuronal Activity in the Subthalamic Nucleus of Parkinsonian Patients with Limb Tremor[END_REF] .

In the following, we present experimental data of two mutually coupled STVOs (type c sample, see chpt. 3) showing dynamics beyond synchronization. The rf signal of STVO 1 (STVO 2) is relatively strongly amplified by +30 dB and injected into the field line above STVO 2 (STVO 1). In consequence, the two oscillators are coupled via the (inplane) rf Oersted field generated by the rf current in the field line [START_REF] Hamadeh | Origin of Spectral Purity and Tuning Sensitivity in a Spin Transfer Vortex Nano-Oscillator[END_REF] . In general, this coupling approach is of high applicative interest as it is highly flexible due to the amount of STNOs that can be coupled to one field line. Furthermore, the antenna is robust in terms of electrical voltage, which fascilitates the practical implementation as no additional charges potentially damage the magnetic tunnel junction of the TMR based device. In consequence, the coupling strength can be amplified/attenuated in a broad range adding further system control. The applied static magnetic field perpendicular to the sample plane is fixed to µ 0 H ⊥ = 355 mT for the presented measurements.

We will first present the synchronization of the two STVOs, similar to chapter 8. Starting from there, we drive the system into a regime where complex dynamics occur, along with stochastic features of oscillation stability. We demonstrate that the stochasticity can be exploited in order to yield a stochastic system control. The system furthermore shows regions of amplitude death and different situations of attraction or repulsion of its eigenvalue levels. These characteristics are strongly related to the physics of exceptional points. As an important result of this chapter, we demonstrate the emergence of exceptional points in the parameter space of the two coupled STVOs, up to now for the first time in such a system. In fig. 9.1, we show the experimental results of two STVOs mutually coupled via the (in-plane) rf Oersted fields generated by their field lines.

Mutual synchronization

The current through STVO 2 is set to I dc,2 = 9 mA and the current through STVO 1 is swept (fig. 9.1a-e). It is seen that the two oscillators are synchronized in a range of ∼ 3 MHz. As already described for the electrical coupling schemes in chapter 8, the rf characteristics are improved in the synchronized regime, i.e. higher emission power and lower linewidth. The noise PSDs are shown in fig. 9.1f: Again, a significantly enhanced amplitude noise can be observed when the oscillators synchronize. Furthermore, the phase noise PSD of the mutually synchronized signal is reduced by (5-6) dB compared to the uncoupled single signals, reflecting a major improvement of the phase coherence. Theoretically (see chpt. 8), a reduction of 3 dB is expected in the case of a small coupling between the STNOs. We attribute the more efficient coherence improvement to the relatively large coupling strength between the oscillators, so that the theoretical assumptions of a small coupling strength in the developped theory of chapter 8 are not valid any more.

Mutually coupled STVOs: Complex dynamics beyond synchronization

The higher order coupling terms -which are neglected in the theory -facilitate a large phase noise reduction, but might likewise further amplify the intrinsic amplitude noise enhancement in the synchronized regime.

As a further consequence of the strong coupling, it is observed that the two oscillator signals strongly influence each other, also in the non-synchronized regime. For I dc,1 13 mA, the phase coherence of the connected (but unsynchronized) oscillators significantly decreases compared to the uncoupled signal (fig. 9.1b-c) and also the frequency is strongly shifted (figs. 9.1a,d,e). This behavior gives the first clue that, especially when the coupling strength between the STVOs is strong, the physics of the coupled system can become complex and go even beyond synchronization.

Critical limit cycle generation: Oscillation instabilities of the coupled system

It is theoretically and numerically predicted [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF][START_REF] Turtle | Gluing bifurcations in coupled spin torque nano-oscillators[END_REF][START_REF] Zaks | Chimeras and complex cluster states in arrays of spin-torque oscillators[END_REF][START_REF] Zaks | Synchrony breakdown and noise-induced oscillation death in ensembles of serially connected spin-torque oscillators[END_REF] that most of the interesting complex phenomena occur close to the Hopf bifurcation point, that is in nonlinear dynamics known as the transition point of the system's fixpoint to limit cycle oscillations. In terms of eigenvalues2 , the stability switching means a crossing of the imaginary axis to positive real values. For STVOs, it corresponds to the arising of oscillations, characterized by the critical current I c and thus, we mainly concentrate on the current regime close to I c in the following.

In fig. 9.2, we display the measured STVOs alone: STVO 1 in fig. 9.2a and STVO 2 in fig. 9.2b with STVO 2 (STVO 1) turned off (i.e. I dc,2 = 0 mA or I dc,1 = 0 mA, respectively). The transition to obtain self-sustained oscillations can be recognized at I c,1 ≈ 6.95 mA and I c,2 ≈ 8 mA for STVO 1 and 2, respectively. The evolution of their frequency with the applied current appears similar for the two STVOs.

In the following, we study the system behavior when we fix one STVO to a non-zero current value (STVO 2 in sec. 9.2.1 and STVO 1 in sec. 9.2.2) and sweep the other one through the operational current range. We investigate how the dynamics and the system properties evolve, with the objective to observe complex dynamical situations. The first striking difference seen in fig. 9.3 is the critical current of the oscillation. For STVO 1, it is increased by about 1 mA to I * c,1 ≈ 7.95 mA when STVO 2 is supplied, clearly seen in fig. 9.3a. Also I c,2 of STVO 2 is increased from I c,2 ≈ 8 to 8.1 mA. The evolution of the critical currents is more thoroughly studied subsequently in section 9.4. Moreover, we also find a small decrease of STVO 1's frequency by e.g. ∼ 2 MHz at I dc,1 = 12 mA in fig. 9.3a, similar to the described situation in sec. 9.1. Furthermore, we observe some non-trivial situations where the oscillation of one or two oscillators is either suppressed or stabilized. At I dc,2 = 8.0 mA (fig. 9.3b), which is the critical current of STVO 2 alone where auto-oscillations are excited in fig. 9.2b, the oscillation of STVO 2 is suppressed for I dc,1 6 mA in fig. 9.3b. Above this value, STVO 2 oscillations seem much more probable to become stable, however the stability seems to be perturbed by stochastic effects. The stochastic effect is similar to the intermittent noise-induced oscillation death of a higher dimensional (M = 100 STNOs) coupled array, which is numerically described by Zaks and Pikovsky in Ref. [START_REF] Zaks | Synchrony breakdown and noise-induced oscillation death in ensembles of serially connected spin-torque oscillators[END_REF] : The real parts of the instantaneous Jacobian eigenvalues at the steady state are driven deep into the negative domain leading to an intermittent sustainment of the unstable equilibrium. For I dc,2 = 8.05 mA (fig. 9.3c), the oscillations of STVO 2 start at much lower current I dc,1 than at I dc,2 = 8.0 mA (fig. 9.3b), namely already at I dc,1 ≈ 2.6 mA. In other words, the damped dynamics in STVO 1(2) is counteracting the generation of STVO 2(1)'s stable oscillation. Most remarkably, this process is not linear and for I dc,2 = 8.05 mA and I dc,2 = 8.1 mA (figs. 9.3c & 9.3d, resp.), we observe a destruction of STVO 2's oscillation after its frequency eigenvalue has crossed that of STVO 1 at I dc,1 8.5 mA. Interestingly, at I dc,2 = 8.1 mA and I dc,2 = 8.2 mA (figs. 9.3d & 9.3e, resp.), the frequency of STVO 2 slightly increases with I dc,1 , for I dc,1 < 9 mA, which corresponds to a respulsion of the two oscillators' frequency levels. This is again accentuated around I dc,1 ≈ 8.1 mA where the frequency level of STVO 2 is clearly repelled from that of STVO 1 once the latter manifests steady oscillations (also observable in fig. 9.3c). For higher current values I dc, 2 8.5 mA, we observe synchronization of the two oscillators and hence, level attraction, as exemplarily shown in fig. 9.3f, in agreement to the theoretical findings of Pikovsky in Ref. [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF] . As the two oscillators are indeed similar, but not experimentally identical, the results slightly differ from what we presented in the last section and we can observe even further phenomena: First, we show the spectra for a subcritical STVO 1 (I c,1 ≈ 6.95 mA), in fig. 9.4a represented for the current I dc,1 = 6.9 mA. It is clearly observed that in the entire current range I dc,2 < 8 mA, STVO 1 does not exhibit detectable dynamics. This changes above I dc,2 8 mA where also the auto-oscillation of STVO 2 establishes: In this regime, an energy transfer due to the coupling counteracting the damping of STVO 1 9. Mutually coupled STVOs: Complex dynamics beyond synchronization obviously takes place so that in fig. 9.4a, also a signal corresponding to STVO 1 can be identified. This behaviour is similar for all subcritical currents I dc,1 < 6.95 mA and can also be associated with the emergence of exceptional points in the eigenvalue problem, further elaborated in section 9.5. For 6.975 ≤ I dc, 1 8 mA and hence, an overcritical STVO 1 as shown in figs. 9.4b-9.4f, we again observe oscillation death in a certain region, similar to the behavior vs. I dc,1 described in the previous section 9.2.1. However, the oscillation death phenomenon exhibits more complex characteristics here: For example, at I dc,1 = 7.1 mA (fig. 9.4b), the oscillation death regime starts at I dc,2 ≈ 4 mA, efficiently suppresses oscillations in a large range I dc,2 ∈∼ [4; 8] mA up to I dc,2 ≈ 8 mA where also the STVO 2 auto-oscillations establish. For increasing currents I dc,1 , the current I dc,2 range of oscillation death reduces: While the lower current for the onset of the oscillation suppression is increasing, the higher current threshold stays constant at the critical current I c,2 ≈ 8 mA of STVO 2. In terms of eigenvalues, the oscillation death regime is described by a crossing of the imaginary axis and emerging negative eigenvalue real parts induced by the coupling (see also sec. 9.5). The current I dc,1 through STVO 1 tends to stabilize the oscillation of STVO 1, i.e. counteracts its damping. Thus, it reduces the absolute of the negative real eigenvalue in the oscillation death regime until also noise can induce stochastic crossing of the imaginary axis, explaining the occurrence of stochastic oscillation generation inside the suppression regime observed in figs. 9.4e & 9.4f. The described behavior qualitatively corresponds to an amplitude death region occurring when the (relatively high) coupling strength between the two oscillators is swept. This situation has been theoretically studied by Ryu et al. in Ref. [START_REF] Ryu | Exceptional points in coupled dissipative dynamical systems[END_REF] for two diffusively coupled Stuart-Landau-limit-cycle oscillators. Note however that the dependence on the electric current in our system is rather complex and many parameters, such as the frequency, damping and even the coupling, nonlinearly evolve with it.

Sweeping

For currents I dc, 1 7.7 mA (figs. 9.4d -9.4h), we observe at I dc,2 8 mA that STVO 1's frequency slightly decreases (if oscillations are not suppressed) for increasing I dc,2 . As the (damped) resonance frequency of STVO 2 is below the frequency of STVO 1, this behavior corresponds to a frequency level attraction in this range. At I dc,2 8 mA, STVO 1's frequency is however strongly reduced and obviously repelled from the frequency of STVO 2. Furthermore, an interesting phenomenon is the linewidth enhancement of STVO 1 when its frequency is repelled. This is more thoroughly highlighted in section 9.4.

For current values I dc,1 9 mA well above the critical current I c,1 of STVO 1 (fig. 9.4i), 9.3. Stochasticity and control of the oscillation stability both oscillators synchronize when their frequencies are sufficiently close as already described above (fig. 9.3 and also sec. 9.1).

Stochasticity and control of the oscillation stability

In section 9.2, we have already mentioned the observation of some stochastic behavior occurring in the measurements of two STVOs that are mutually coupled through the injection of their rf signals into the field line of the other. In this section, we investigate the stochastic (in)stability of the steady oscillations more in detail. Furthermore, we highlight the opportunity to control and even manipulate the oscillation state in a deterministic or stochastic manner. The measurements presented in this section are conducted under the same experimental conditions as described in the sections 9.1 & 9.2 before but for a different sample (also of type c, see chpt. In fig. 9.5a, we characterize the coupled oscillator system for constant current I dc,2 = const = 6.2 mA in STVO 2 and sweeping I dc,1 in STVO 1 from low to high values. In fig. 9.5b, we characterize the frequency spectra of STVO 2, but now for I dc,1 = 0 mA. In qualitative agreement to section 9.2, we observe in fig. 9.5a a region where STVO 2 ceases to emit rf power, meaning that the vortex core oscillation is stopped. This oscillation death comes along with some stochastic behavior. In the following, we will show that this mechanism can be exploited in order to indirectly control the stability of STVO 2 (STVO 1) auto-oscillations by changing the operation 9. Mutually coupled STVOs: Complex dynamics beyond synchronization parameters of STVO 1 (STVO 2). The process is demonstrated to be hysteretic, i.e. auto-oscillation stability or instability of STVO 2 (STVO 1) can in principle be triggered by current pulses of certain length through STVO 1 (STVO 2). We argue that a controlled sweep (a current pulse) in the parameter space can trigger a change of the system's eigenvalue. In fact, the situation corresponds to the encircling of an exceptional point which describes a coalescence of the system eigenvalues in the complex space, further discussed and corroborated in sections 9.4 & 9.5. Due to noise effects, the mechanism is partly stochastic, which is especially interesting in terms of a stochastic system control which possibly leverages the construction of stochastic spiking neural networks [START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF][START_REF] Galán-Prado | Compact Hardware Bibliography Synthesis of Stochastic Spiking Neural Networks[END_REF][START_REF] Rosselló | High-Density Liquid-State Machine Circuitry for Time-Series Forecasting[END_REF]390,391,[START_REF] Schliebs | Are probabilistic spiking neural networks suitable for reservoir computing?[END_REF]393] with spin torque nano-oscillators.

Oscillation control via current pulse

The emergence of amplitude death corresponds to a change of the system's eigenvalue in the (I dc,1 ,I dc,2 ) parameter space. It is shown in this section, that by driving the system between the stable oscillation and the oscillation death regime, the effective trajectory of the eigenvalues can be controlled, which we attribute to the encircling of an exceptional point as discussed in sections 9.4 & 9.5. This means that by injecting a current pulse through one oscillator while continuously supplying the other, it is possible to control the oscillation state of the supplied oscillator in the coupled system. Note that in the experiment, we change the applied dc current and strictly speaking, do not apply current pulses; however, current pulses of certain length, as discussed in section 9.3.2, would trigger the same behavior.

In fig. 9.6, we display the time stability of the oscillation at unchanged constant current I dc,2 = 6.12 mA (very close to the critical current I c,2 ) but for different I dc,1 . We investigate the hysteretic behavior by directionally changing I dc,1 : First, we start at I dc,1 = 0 mA where no stable STVO 2 oscillations are detected. Then, the current through STVO 1 is increased to I dc,1 = 6.4 mA (step 1 in fig. 9.6): At these conditions, auto-oscillation of STVO 2 is observed. As a next step (step 2 in fig. 9.6), I dc,1 is decreased back to I dc,1 = 0 mA and remarkably, the oscillations are now maintained, contrary to the initial situation of this measurement series. The described procedure agrees with the observations of section 9.2 and, more in detail, can be related to a non-reciprocal path on the curves of the critical current (see section 9.4, fig. 9.10) beyond the exceptional point and back.

In the next step, I dc,1 is increased up to I dc,1 = 9 mA, i.e. far into the regime of oscillation death (see fig. 9.5a). In such case, the oscillations of STVO 2 are expected to be sup- pressed or, as we observe in graph 9.6, exhibit a stochastic behavior indicating criticality (i.e. the eigenvalue is close to the plane separating positive and negative real parts and noise can induce stochastic passage of the plane and hence, stability or instability). At last (step 4 in fig. 9.6), I dc,1 is again reduced to I dc,1 = 0 mA and STVO 2's auto-oscillations are removed.

To summarize, STVO 2's oscillation can be controlled through a directional path in the parameter space (I dc,1 ,I dc,2 ). In principle, this is equivalent to a current pulse through the coupled STVO 1, further discussed in the next section.

Stochasticity

Stochastic properties at certain conditions in the parameter space (I dc,1 ,I dc,2 ) have already been recognized and mentioned above. In this section, we investigate the stochastic properties and present how they can be exploited in order to achieve a stochastic control of the system.

In fig. 9.7, we perform a similar procedure as presented above in section 9.3.1 and aim particularly for the stochastic oscillation death region (see fig. 9.5a). We set I dc,2 = 6.2 mA and start at I dc,1 = 0 mA: We observe stable steady state oscillations of STVO 2. In step 1, we increase I dc,1 through STVO 1 to I dc,1 = 7.2 mA and obtain stochastic stability of the auto-oscillations, i.e. STVO 2 stochastically switches between stable oscillations and their suppression. In a second step, we decrease again to I dc,1 = 0 mA: STVO 2's oscillation is again stable. Subsequently repeating the procedure in steps 3 and 4, we end up with no oscillations at I dc,1 = 0 mA. Thereby, the end state at I dc,1 = 0 mA depends on the last situation at I dc,1 = 7.2 mA and is stochastic. Consequently, it is anticipated that the stochastic behavior is close to an exceptional point and thus can determine the oscillation end state at I dc,1 = 0 mA in the procedure as described. This is particularly interesting in terms of applications that rely on a stochastic state control: We state that stability or instability of oscillations can be triggered by sending a current pulse. As we will discuss in the following by investigating the stochastic properties of the system, the probability of stable oscillations is furthermore controlled by, first, the current pulse duration, and, second, by the state probability (probability to have either stable oscillations or their suppression) and the characteristic time between stochastic switching events.

In fig. range between 3 mA and 7 mA, where stochastic oscillations of STVO 2 occur.

In fig. 9.8a, we observe a low steady state probability from I dc,1 = 9 down to 7 mA. From 7 down to 4 mA, the probability increases up to even 100 % for a few points within the measurement duration. Below I dc,1 ∼ 3 mA, no oscillations are observed. The mean duration of a steady oscillation before switching the state (fig. 9.8b) evolves exponentially in the stochastic range between 3 and 9 mA and is in the order of 100 ms to 10 s. In consequence, if stochastic state control is sought under the measurement conditions presented here, a I dc,1 current pulse in the order of several seconds is required to e.g. reach a state probability of ∼ 50 % (at I dc,1 ∼ 5 mA).

We believe that the stochasticity of the coupled system leverages interesting features in terms of applications. Along with the realization of a stochastic oscillator, it might be particularly interesting to implement the described type of dynamics in a larger network which could even react in a chaotic manner. In this sense, the observed characteristics could emulate the behavior of a stochastic spiking neural network [START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF][START_REF] Galán-Prado | Compact Hardware Bibliography Synthesis of Stochastic Spiking Neural Networks[END_REF][START_REF] Rosselló | High-Density Liquid-State Machine Circuitry for Time-Series Forecasting[END_REF]390,391,[START_REF] Schliebs | Are probabilistic spiking neural networks suitable for reservoir computing?[END_REF]393] .

9. Mutually coupled STVOs: Complex dynamics beyond synchronization

Linewidth, frequency and critical current evolution

In this section, we study the oscillation parameters, i.e. linewidth, frequency, and critical current more in detail.

These parameters are closely related to the complex eigenvalues of the coupled dynamical system and permit to study the latter's dependence on the coupling mechanism. In particular, the eigenvalue's real part can be identified with the damping of the oscillator, reflected by the oscillation linewidth, and its imaginary part with the frequency. 9.4g. We choose to display these two measurement sets as they represent two interesting behaviors of the complex spin transfer driven coupled dynamics.

First, an attraction of the frequency levels and at I dc,1 ∈∼ [8.8; 10.4] mA their merging, i.e. synchronization, is observed in fig. 9.9a. Indeed, this corresponds to the synchronization mechanism as treated in chapter 8, but in this case the coupling is realized through the rf field generated by the mutual rf current injection into the field lines above the STVOs. While the frequencies get attracted, the linewidth of STVO 2 decreases while the one of STVO 1 remarkably increases at the edges of the synchronization regime. In other words, the linewidths repel each other in a range a little larger than the synchronization region, where the frequency levels attract each other. Note that the linewidth of STVO 2 settles back to the same level for I dc,1 12 mA as it has at I dc,1 8 mA. The situation is similar for STVO 1 although inherently more complicated as its oscillation generation takes place at I dc,1 ≈ 7.5 mA.

In fig. 9.9b & 9.9d, the behavior is different: The frequencies are repelling and simultaneously, the linewidths cross. Note again that in this case, the linewidth of STVO 1 remains enhanced even for currents I dc,2 above the crossing point at ∼ 7.9 mA. In terms of eigenvalues, it means that when the eigenvalues cross in the imaginary plane (frequency), they repel each other in the real plane (damping, i.e. linewidth), and vice versa. This has been described e.g. by Bernier et al. [START_REF] Bernier | Level attraction in a microwave optomechanical circuit[END_REF] or by Heiss [START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF] , who theoretically characterize the level attraction/repulsion phenomenon and illustrate its complex dependence on the system parameters' relation to each other, i.e. frequency, damping and type and strength of the coupling. We state that for the repulsion/attraction, as well as for the oscillation death described above, the nature of the coupling mechanism is to be particularly considered [START_REF] Pikovsky | Robust synchronization of spin-torque oscillators with an LCR load[END_REF][START_REF] Zaks | Synchrony breakdown and noise-induced oscillation death in ensembles of serially connected spin-torque oscillators[END_REF][START_REF] Ryu | Exceptional points in coupled dissipative dynamical systems[END_REF][START_REF] Bernier | Level attraction in a microwave optomechanical circuit[END_REF][START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF] , i.e. conservative or dissipative coupling. In our experiment, we can assume it rather general to exhibit conservative and dissipative contributions in our case.

Actually, level repulsion/attraction is, as well as the previously described oscillation death, closely related to the occurrence of specific points in the complex plane of the system's eigenvalues, called exceptional points [START_REF] Bernier | Level attraction in a microwave optomechanical circuit[END_REF][START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF] . They mark the transition and specify the singular coalescence of a level in the complex or imaginary plane [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF]370,[START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF][START_REF] Fernández | Exceptional point in a simple textbook example[END_REF] . In figs. 9.9a & 9.9c, we spot two exceptional points, notably at I EP 1 dc,1 ∼ (8.9 ± 0.5) mA and at I EP 2 dc,1 ∼ (10.6 ± 0.5) mA. At frequency repulsion in figs. 9.9b & 9.9d, the exceptional point is even a bit clearer to identify, notably at I EP dc,2 ∼ (7.9 ± 0.5) mA. We further introduce the concept of exceptional points (EPs) in the following section 9.5, but however anticipate here that at an EP, the system is sensitive to the direction in which 9. Mutually coupled STVOs: Complex dynamics beyond synchronization one moves in the parameter space and passes through the EP. Indeed, the encircling of an EP in the parameter space reveils their very specific signature being one of their main characteristics [START_REF] Xu | Topological energy transfer in an optomechanical system with exceptional points[END_REF]398,[START_REF] Heiss | Circling exceptional points[END_REF] . In fig. 9.10, we present the critical current (the current for the onset of stable selfsustained oscillations) evolution of STVO 1 as a function of the current I dc,2 through STVO 2, and thereby sweep I dc,1 in two different directions. Note that the critical current is closely related to the oscillator damping. The blue curve corresponds to a sweep from high to low currents I dc,1 and represents the critical current evolution already partly discussed in section 9.2.1. While the blue curve values decrease for decreasing currents smaller than I dc, 2 7.4 mA, the red curve increases at the same conditions. Thus with these measurements, we demonstrate a clear direction dependence for the critical currents. Especially the large difference of ∼ 3 mA of the critical currents at I dc,2 = 0 is noteworthy. For I dc, 2 7.4 mA, the two curves merge. This measurement point (I dc,2 ≈ 7.4 mA) corresponds to an exceptional point that is in excellent agreement with the EP spotted in fig. 9.9b & 9.9d at I dc,2 ∼ 7.9 mA.

To our knowledge, this is the first experimental observation of EPs in spintronic oscillators. The results are of high interest from a fundamental viewpoint, but not restricted to that. In the next section 9.5, we will give a brief theoretical introduction to the physics of exceptional points and also shortly discuss the extraordinary potential of EPs for applications, such as neural networks or ultra sensitive sensors. 9.5. Theory of exceptional points

Theory of exceptional points

In the previous section, we infer the emergence of exceptional points in our coupled STVO network. An exceptional point (EP) is a square root branch point in a two-dimensional parameter space in the study of the eigenvalue problem of a non-Hermitian matrix [START_REF]The Sustainable Development Goals Report[END_REF] . As mentioned in section 9.4, a peculiar feature of an exceptional point is its topology, leading to an exchange of eigenvalues and -vectors when encircling the point by parameter variations [START_REF] Xu | Topological energy transfer in an optomechanical system with exceptional points[END_REF]398,[START_REF] Heiss | Circling exceptional points[END_REF] .

Next to their description in mathematical physics [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF]370,[START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF][START_REF] Heiss | The chirality of exceptional points[END_REF][START_REF] Dolfo | Damping of coupled harmonic oscillators[END_REF][START_REF] Kawabata | Symmetry and Topology in Non-Hermitian Physics[END_REF] , EPs have so far mainly been studied in open quantum systems described by non-Hermitian Hamiltonians, such as atomic spectra in fields [403] , microwave cavity experiments [398,[START_REF] Dembowski | Experimental Observation of the Topological Structure of Exceptional Points[END_REF][START_REF] Dembowski | Observation of a Chiral State in a Microwave Cavity[END_REF][START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF]407] , chaotic optical microcavities [408] , optomechanical systems [START_REF] Xu | Topological energy transfer in an optomechanical system with exceptional points[END_REF] , PT -symmetric quantum systems [START_REF] Bender | Real Spectra in Non-Hermitian Hamiltonians HavingPTSymmetry[END_REF][START_REF] Klaiman | Nimrod: Visualization of Branch Points inPT-Symmetric Waveguides[END_REF][START_REF] Rüter | Observation of parity-time symmetry in optics[END_REF] , but also in coupled classical electric oscillators [START_REF] Heiss | Exceptional points of non-Hermitian operators[END_REF][START_REF] Stehmann | Observation of exceptional points in electronic circuits[END_REF] . Note that only very recently, Y. Tserkovnyak theoretically studied exceptional points emerging in dissipatively coupled spin dynamics [414] . It has been shown that the occurrence of an exceptional point is closely linked to the phenomenon of amplitude death [START_REF] Ryu | Exceptional points in coupled dissipative dynamical systems[END_REF] and of level repulsion/attraction [START_REF] Bernier | Level attraction in a microwave optomechanical circuit[END_REF][START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF] , as also described in our measurements (secs. 9.2 & 9.4).

In section 9.3, we demonstrate the potential of EP systems in order to leverage spin torque nano-oscillators in stochastic spiking neural networks. Furthermore only recently, J. Wiersig [START_REF] Wiersig | Enhancing the Sensitivity of Frequency and Energy Splitting Detection by Using Exceptional Points: Application to Microcavity Sensors for Single-Particle Detection[END_REF] proposed a new type of sensors, which operate at EPs and reach unprecedented sensitivity [START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF] . So far, such sensors have been theoretically [START_REF] Wiersig | Enhancing the Sensitivity of Frequency and Energy Splitting Detection by Using Exceptional Points: Application to Microcavity Sensors for Single-Particle Detection[END_REF][START_REF] Zhang | Single Nanoparticle Detection Using Far-field Emission of Photonic Molecule around the Exceptional Point[END_REF]417] studied and experimentally demonstrated [START_REF] Ren | Ultrasensitive micro-scale parity-time-symmetric ring laser gyroscope[END_REF] in optics for highly sensitive nanoparticle detection [START_REF] Zhang | Single Nanoparticle Detection Using Far-field Emission of Photonic Molecule around the Exceptional Point[END_REF]417] or a laser gyroscope [START_REF] Ren | Ultrasensitive micro-scale parity-time-symmetric ring laser gyroscope[END_REF] . On top of that, the approach has been exploited in optically pumped semiconductor rings for temperature detection [407] or in coupled microcantilevers for ultrasensitive mass sensing [START_REF] Spletzer | Ultrasensitive mass sensing using mode localization in coupled microcantilevers[END_REF] . However, it must be emphasized that the exploitation of EPs for any sort of purpose is "[...] still in its infancy" [START_REF] Miller | Exceptional points make for exceptional sensors[END_REF] and noteworthy, due to the physical generality of the concept, imaginable in every sort of system exhibiting such a point.

In the following, we develop a basic understanding of an exceptional point and furthermore present a first theoretical classification of our measurement data. The study has been accomplished in close collaboration with Claudio Serpico 5 during his 2 month research stay at the Unité Mixte de Physique CNRS, Thales. 9. Mutually coupled STVOs: Complex dynamics beyond synchronization

Definition

Exceptional points arise when one considers the eigenvalue problem for a linear operator which depends on one or several parameters. Here, we limit ourselves to the case of linear operators on a finite dimensional space of dimension n. In this respect, the operators of our interest can be represented by square matrices. We also assume that the matrix A under investigation is an analytic function of one parameter µ:

A = A(µ) .
The eigenvalues λ of A are determined through the characteristic polynomial of A, which is an algebraic equation in λ of degree n with holomorphic coefficients in µ. Its roots are branches of analytic functions of µ with only algebraic singularity [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] . We recall that an analytic function f (z) has an algebraic singularity in z, when in a sufficiently small neighborhood of z, f (z) behaves like z p/q , with p, q ∈ Z. Now, the eigenvalues of A(µ) are s analytic functions:

λ 1 (µ), ..., λ s (µ) ,
where s is independent of µ, with the exception of some special values of µ where one or several λ k (µ) have an algebraic singularity. These special values of µ are called exceptional points and it can be proven that there are only a finite number of them [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] .

A common case is when s = n, which corresponds to the situation when all eigenvalues of A(µ) are distinct for all non-exceptional values of µ. This implies that A(µ) is diagonalizable for all non-exceptional values of µ.

The case s < n usually corresponds to a situation in which the system described by the matrix A(µ) has a certain symmetry which leads to the coincidence of two or more eigenvalues. An important example of this situation is the degeneracy of the energy spectrum in quantum mechanics as a consequence of symmetry. This type of degeneracy is inherent to the system and is different from the degeneracy occurring at exceptional points, which is related to the algebraic singularities of the λ k (µ).

In fact, the number s of distinct eigenvalues has to be considered the "normal" number of eigenvalues associated to the system in all non-exceptional values of µ.

In order to distinguish the degeneracy induced by the symmetry from the one corresponding to exceptional points, Kato refers to the first as "permanent degeneracy" [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] . The second one is instead a degeneracy occurring only for special values. In order to illustrate these concepts, we give a few examples in the appendix C.

Theory of exceptional points

The definition of exceptional points given above, which is the one given by T. Kato [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] , does not imply that at an exceptional point the matrix A(µ) is non-diagonalizable [START_REF] Misselhorn | Artificial Morality. Concepts, Issues and Challenges[END_REF] . A more restrictive definition of an exceptional point can be found in the papers of W.D. Heiss (see e.g. [370] ). For him, exceptional points of A(µ) are values of µ in which not only two eigenvalues coincide, but additionally, there is a coalescence of two eigenvectors. This means that the matrix A(µ) "loses" one independent eigenvector at the exceptional point and, for this reason, is non-diagonalizable here. This property of exceptional points, as argued by Heiss, is at the basis of the interesting physical effects mentioned above.

For this reason, unless it is otherwise stated, we define exceptional points according to Heiss's definition: Exceptional points are those values of A(µ) where there is a coincidence of two or more eigenvalues and the coalescence of two or more eigenvectors. Thus, at exceptional points (EPs), the matrix A(µ) is not diagonalizable.

Behaviour of eigenvectors at an EP

We want to illustrate how the eigenvectors behave when the parameter µ goes through an EP. To this aim, we consider the matrix of the example d, given in the appendix C.1.4:

A(µ) = a -µ b 0 a , ( 9.1) 
with eigenvalues: λ 1 = a -µ; λ 2 = a, a, b ∈ C and exceptional point at µ = 0.

Although this example involves only a two dimensional problem, the treatment can be extended to higher dimension as, in the vicinity of an EP, the special algebraic behaviour involves only the eigenspaces associated to the eigenvalues that coincide at the EP. 

Mutually coupled STVOs: Complex dynamics beyond synchronization

The eigenvectors of matrix (9.1) are depicted in fig. 9.11 and given by:

v 1 = c 1 1 0 ; v 2 = c 2 b µ 1 , if µ = 0 v 1 = c 1 1 0 , if µ = 0 , with c 1 , c 2 ∈ C.
At the EP, there is only one eigenvalue λ = a and furthermore only one eigenvector v 1 . The two eigenvectors existing for µ = 0 "coalesce" into one eigenvector at the EP. Since µ is a small quantity, v 1 and v 2 are almost parallel. It is especially noticeable that v 2 has a different orientation due to the sign change of µ. This shows that eigenvectors pass from being almost parallel to being almost antiparallel when crossing the EP.

EPs in coupled oscillators

The general case of two coupled oscillators can be represented by one complex variable for each oscillator and the following set of equations:

ż1 = iΩ 1 z 1 + β 1 z 1 + κ 11 z 1 + κ 12 z 2 ż2 = iΩ 2 z 2 + β 2 z 2 + κ 21 z 1 + κ 22 z 2 , ( 9.2) 
where Ω 1 and Ω 2 are the frequencies of the oscillators, β 1,2 the damping/gain terms, and the matrix elements κ ij describe the coupling interactions of the two oscillators. Note that the formulation corresponds to the ones introduced in chapter 2, i.e. the Thiele or the nonlinear auto-oscillator formalism. Written in real form z i = x i + iy i , the coupled system (9.2) is characterized by the eigenvalue problem of a n = 4-dimensional matrix. Two examples under different assumptions for such a system are studied in appendix C.2, where it is also exemplarily shown that an uncoupled unstable oscillator can be stabilized through an EP (ex. C.2.2), experimentally described in section 9.2.2. In general, the system is very sensitive to the relation of its parameters and to the type of the coupling, which can be dissipative or conservative. In fig. 9.12, we present a first study on the eigenvalues in such a system as a function of an applied current I dc,1 as parameter µ, which influences the parameters as follows: The parameter Φ is introduced to specify the type of coupling which is purely conservative for Φ = 0 (i.e. κ 12 , κ 21 are purely imaginary) and purely dissipative at Φ = π/2 (i.e. κ 12 , κ 21 are purely real).

Although the described system parameters do not exactly correspond to the parameters of the experimentally studied STVOs, the model at least qualitatively describes some of the effects which have been measured also in the system of two coupled STVOs, as presented in section 9.2. We show in fig. 9.12 eigenvalues λ 1 and λ 2 of the first and the second oscillator, respectively. Their imaginary parts can be seen as the frequency and the real parts as the damping. We observe that in figs. 9.12a-c, there exists a region for the eigenvalue λ 1 , in which its real part becomes negative and consequently, oscillations are destabilized and amplitude death occurs, as observed similarly in the measurements. Note that here, the implemented current dependence of frequency and damping is linear and thus, the damping and stability in the system are not limited. Thus, for STVOs which are intrinsically nonlinear oscillators, Re(λ 2 ) would not get that deeply negative at large I dc,1 .

Actually, the nonlinear limit-cycle mechanism, which tends to stabilize the oscillations, counteracts the deeply negative evolution of Re(λ 2 ), in agreement to the measurements shown in section 9.2.1. For increasing dissipative coupling contributions at Φ = 0.4 and finally at purely dissipative coupling at Φ = π/2, we observe that the imaginary parts are crossing while the real parts repel, similar to the described experimental behavior. For the intermediate situation at Φ = 0.2, the imaginary levels seem to repel while the real parts meet at I dc,1 ≈ 2.2.

It is clear at this stage that the coupled system is complex to study and preciously depends on the system parameters. A deeper theoretical study of the coupled STVOs with regard to its eigenvalues and exceptional points is still to be developed and goes beyond the scope of my PhD.

Summary

In this chapter, we demonstrate the complex behavior of two mutually coupled STVOs. Depending on the system parameters, we observe several interesting phenomena, such as regions of amplitude death, stochastic characteristics, and the occurrence of level attraction or repulsion effects. We relate all these phenomena to the emergence of exceptional points (EPs) in the coupled system of the STVOs, characterized in the parameter space of the STVOs' supplying currents I dc,1 and I dc,2 and up to now their first demonstration in spintronic oscillators. A first system study shows qualitative agreement with the measurements, although a proper theoretical system analysis is still to be developed. We furthermore show the potential to indirectly control the system's oscillation state through the occurring amplitude death region and the topology of the exceptional point, all induced by the coupling. Moreover, we demonstrate that also a stochastic behavior can be triggered and effectively exploited in order to stochastically manipulate the oscillation state.

We believe that the findings presented in this chapter are interesting from a general perspective and furthermore promising from the viewpoint of neuromorphic computing together with a stochastic system control [START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF][START_REF] Galán-Prado | Compact Hardware Bibliography Synthesis of Stochastic Spiking Neural Networks[END_REF][START_REF] Rosselló | High-Density Liquid-State Machine Circuitry for Time-Series Forecasting[END_REF]390,391,[START_REF] Schliebs | Are probabilistic spiking neural networks suitable for reservoir computing?[END_REF]393] . Moreover, also new types of sensors operating at exceptional points could be designed [START_REF] Wiersig | Enhancing the Sensitivity of Frequency and Energy Splitting Detection by Using Exceptional Points: Application to Microcavity Sensors for Single-Particle Detection[END_REF] and are anticipated to reach unprecedented sensitivity [START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF] .
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Conclusion and Outlook

As mentioned earlier on, spin torque nano-oscillators provide unique potential functionalities for next-generation computing, bio-inspired artificial intelligence, rf-communications, energy harvesting, and more. Therewith, they unify hardware multifunctional key capabilities in the framework of Industry 4.0 and, with their potential for bio-inspired artificial intelligence, even beyond. The portfolio can be easily expanded, as STNOs are compatible with existing CMOS technologies and, furthermore, the field of spintronic research and engineering has been experiencing a considerable growth within the last two decades [START_REF] Fert | Historical Overview: From Electron Transport in Magnetic Materials to Spintronics[END_REF] .

Along with already commercially available magnetic sensors, read heads for Hard Disk drives and magnetic storage technologies such as MRAM1 , the spintronic zoo is continuously increasing. Worth mentioning as building blocks of potential hybrid spintronic/CMOS hardware implementations [START_REF] Locatelli | Spin-torque building blocks[END_REF] are, i.a., spintronic memristors [START_REF] Yang | Memristive devices for computing[END_REF][START_REF] Krzysteczko | Memristive switching of MgO based magnetic tunnel junctions[END_REF][START_REF] Prezioso | A Single-Device Universal Logic Gate Based on a Magnetically Enhanced Memristor[END_REF] as tunable nanoresistors with non-volatile memory effects, in this sense also considered to adopt the role of (weighted) nano-synapses in a neuromorphic computing scheme [START_REF] Lequeux | A magnetic synapse: multilevel spin-torque memristor with perpendicular anisotropy[END_REF] , or superparamagnetic tunnel junctions providing a stochastic resistance [START_REF] Grollier | Synchronization of spin-transfer oscillators driven by stimulated microwave currents[END_REF][START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF] .

Strongly related to other fields of physics, spintronics is furthermore complemented by spin orbitronics [START_REF] Manchon | Current-induced spin-orbit torques in ferromagnetic and antiferromagnetic systems[END_REF] , superconductivity [START_REF] Linder | Superconducting spintronics[END_REF] , multiferroics [START_REF] Fusil | Magnetoelectric Devices for Spintronics[END_REF] , antiferromagnetics [START_REF] Jungwirth | The multiple directions of antiferromagnetic spintronics[END_REF] , magnonics [START_REF] Lenk | The building blocks of magnonics[END_REF] , magneto-optics [START_REF] Stanciu | All-Optical Magnetic Recording with Circularly Polarized Light[END_REF][START_REF] Beaurepaire | Ultrafast Spin Dynamics in Ferromagnetic Nickel[END_REF][START_REF] Wittrock | Spin-Current Manipulation of Photo-Induced Magnetization Dynamics in Heavy Metal/Ferromagnet Double Layer-Based Nanostructures[END_REF] , magneto-elastics [START_REF] Parkes | Non-volatile voltage control of magnetization and magnetic domain walls in magnetostrictive epitaxial thin films[END_REF][START_REF] Jäger | Picosecond inverse magnetostriction in galfenol thin films[END_REF] , spin-caloritronics [START_REF] Johnson | Thermodynamic analysis of interfacial transport and of the thermomagnetoelectric system[END_REF][START_REF] Bauer | Spin caloritronics[END_REF] , etc., and very recently the whole new branch of topological effects [START_REF]Topology in Magnetism[END_REF] and 2D materials [START_REF] Han | Perspectives for spintronics in 2D materials[END_REF] . Also in these fields, considerable advances have been achieved in the last couple of years, such as the exploitation of heat for magnetic control, ultrafast phenomena down to the femto-or attosecond timescales, the emergence and control of Terahertz dynamics, or new topological spin textures, such as chiral domain walls, skyrmions, hopfions, or chiral bubbers.

Thus, spintronics and spin torque oscillators in particular are only at the beginning of their promising journey upon new physical effects and their exploitation in future telecommunication and computing architectures.

Conclusion and Outlook

Cum grano salis, up to now and even after 15 years of research, noise and stability is still the major drawback of STNOs and their key feature, i.e. its nonlinearity, indeed enables their interesting physical effects, but also intrinsically decreases the oscillators' frequency stability.

In this thesis, one of the objectives was to tackle this issue and in chapters 4 and 5, we provide insights into the nature and characteristics of noise in STNOs. Investigating especially STNOs based on the dynamics of a magnetic vortex in the free layer, we report noise exhibiting different time correlations, namely 1/f flicker additional to thermal noise contributions. We provide a phenomenological theoretical description enabling us to describe the noise governing parameters, especially in the framework of nonlinearity, and find the latter less pronounced in terms of amplitude to phase noise conversion in the flicker noise regime. Furthermore, a connection of the active magnetic oscillation volume with the low offset frequency 1/f flicker noise has been established through the Hooge-formalism, meaning less noise for larger magnetic mode volume, experimentally further observed in chpt. 6. As a direct consequence of the different noise type correlation times, the influence on the oscillation's rf characteristics is investigated in chpt. 5. Along with performed measurements, we develop a simulational approach to model the vortex magnetization dynamics taking into account thermal and flicker noise contributions. Also theoretically deriving the oscillator's phase variance, we quantify the oscillation's spectral shape with the measurement time scale of the frequency spectrum, particularly considering the STNO's nonlinearity. More specifically, we describe how the spectrum changes from a Lorentz shape at short measurement durations associated to white noise correlation, to a Voigt -or even Gaussian -shape at longer durations with colored 1/f correlation.

So far with a focus on the description and classification of their noise -especially of low offset frequency flicker noise limiting the STNO's long-term stability -we offer a technological solution to improve the oscillators noise characteristics on a circuit level in chpt. 7. In the experimental implementation of a custom integrated circuits based phase locked loop, carried out in cooperation with the TU Dresden, Germany, and Spintec in Grenoble, France, we show a major reduction of phase noise in vortex based and uniform STNOs, and furthermore classify the system regarding further improvements and limitations.

In chapters 6, 8 & 9, we observe novel phenomena, such as in chpt. 6 a new dynamic state beyond the vortex gyrotropic motion -which we named C-state -with potential advantages for a more precise system control in terms of synchronization capabilites, stochastic behavior, and rf characteristics.

Since the coupling between STNOs and their synchronization in a network is of fundamental interest for future implementations of STNOs in different applicational schemes, the coupled dynamics is in the focus of chapters 8 & 9. We have been associated to the mutual synchronization of up to 8 STNOs, realized at the AIST in Tsukuba, Japan, and accompanying improvements in the rf characteristics, described in chpt. 8. We also investigate the noise characteristics of the coupled system and find a limitation in a significantly increased amplitude noise level compared to a single oscillator.

Creating new opportunities in order to exploit STNOs in coupled networks in chpt. 9, we observe for the first time complex dynamics beyond synchronization. A following stochastic system control opens up the path to new interesting physics and the potential exploitation of such coupled arrays as e.g. stochastic spiking neuron systems, hence further enlarging the multifunctional capacities of STNOs. Furthermore describing regimes of amplitude death and level repulsion and attraction, we infer the emergence of exceptional points in the coupled system. This first observation of exceptional points in a spintronic oscillator is interesting from a fundamental point of view, but on top of that potentially paves the way for new types of highly sensitive sensors [START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF][START_REF] Wiersig | Enhancing the Sensitivity of Frequency and Energy Splitting Detection by Using Exceptional Points: Application to Microcavity Sensors for Single-Particle Detection[END_REF] .

Outlook

As a short time perspective, the recently launched ANR2 project SpinNet, unifying actors from industry and academia, is to be mentioned. It bears applied and fundamental aspects and is actually situated between the two Research & Development categories

Fundamental Research and Industrial Research, targeting Technology Readiness Level (TRL) 3 for spintronic solutions in wireless sensor networks, a key technology in Industry 4.0 and, more particularly, the Internet of Things. Fundamental project goals include signal transmission/reception and wireless power harvesting and transfer in larger STNO arrays. Thereby, a major challenge is the noise of the device and thus, the project directly builds on the results gathered within this thesis, in particular also focussing on the static noise characteristics at low frequencies (not low offset frequencies) as indicated in chapter 4.

An improved noise characteristics also improves the STNOs capability to synchronize and is therefore also interesting in this sense. In order to stabilize, the exploitation of the PLL system is to be demonstrated on the mutually synchronized STNOs. Furthermore,

Conclusion and Outlook

the potential development of an amplitude locked loop might provide further coherence improvements and represents another step towards circuit integrability.

In terms of coupled dynamics, the complex behavior must be more thoroughly investigated, also from a theoretical perspective. In order to do so, we are in cooperation with C. Serpico, a theorist from the Università di Napoli, Italy, who studies the system more in detail and tries to classify the different regimes of occurring phenomena, i.e. synchronization, level attraction/repulsion, amplitude death, exceptional points and chaotic behavior.

Experimentally, the dimension of the coupled system can be increased from so far only 2 STNOs to potentially 3 or more, in which higher order exceptional points are expected to emerge [407] and more complex physics might occur up to even chaos. Moreover, the mode coupling mechanism could be simplified by reducing the system of two coupled oscillators to only one single device. This is feasible in double-vortex based STVOs, which have already been studied also in our laboratory [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF][START_REF] Lebrun | Driven energy transfer between coupled modes in spin-torque oscillators[END_REF] . In such samples, the magnetic dynamics does not only result from one single free layer with a magnetic vortex distribution, but from two dipolarly coupled vortex free layers inside the same nanopillar stack. Note that these devices are also sought in a general fashion, as in an optimized design, their emitted rf signal exhibits an increased coherence, a linear frequency evolution with the applied perpendicular field, and the potentiality to operate even at zero magnetic field [START_REF] Locatelli | Dynamics of two coupled vortices in a spin valve nanopillar excited by spin transfer torque[END_REF] , advantageous for any sort of envisaged applications.

Another perspective for STVOs is the imaging of vortex dynamics in our state-of-the-art devices. First experiments have already been performed at the PSI synchrotron beamline PolLux, Switzerland, in order to link the magnetic characteristics with the simultaneously measured emitted rf signal and to prove theoretical predictions. Furthermore, a first direct observation of arising different dynamic states, such as the vortex C-state, is targeted.

As a closing remark, the work performed within this thesis opens up new perspectives in the research on spin torque nano-oscillators. Basically investigating long term stability and coupled dynamics of STNOs, the thesis sets a further keystone not only for the fundamental understanding of nonlinear physics on the nanoscale, but also for the further exploitation of single and coupled STNOs in future applications aiming to rely on them.

In the future, further advances are to be expected and, finishing with the popular phrase of R. Feynman [START_REF] Feynman | There's plenty of room at the bottom[END_REF] : "There's plenty of room at the bottom".

Its variance function is:

∆φ 2 = ψ 2 -ψ 2 = [δφ(t + τ ) -δφ(t)] 2 -0 = δφ(t + τ ) 2 + δφ(t) 2 -2 δφ(t + τ )δφ(t) = 2 δφ 2 -δφ(t + τ )δφ(t)
The variance function ∆φ 2 can thus be expressed in terms of phase noise:

∆φ 2 2 = K δφ (0) -K δφ (τ ) = 1 2π R 1 -e iωt • S δφ (ω)dω = 1 2π R (1 -cos(ωt) -i sin(ωt)) • S δφ dω
Because S δφ (ω), similar to the autocorrelation function K(t), is always an even function (Cauchy principal value), the expression can be simplified to:

∆φ 2 2 = 1 π ∞ 0 (1 -cos(ωt)) • S δφ dω . (A.1)

A.3. Phase variance ↔ autocorrelation relation

In this part, we discuss the autocorrelation function of the oscillation signal c = √ pe iφ , not of the fluctuations as done above. The signal power is p = p 0 + δp and the phase φ(t) = -ω(p 0 )t + φ i + δφ(t), with φ i an initial phase. We assume the power fluctuations little compared to the phase fluctuations: δp δφ. It is for the autocorrelation:

K(τ ) = p 0 + δp e iφ(t+τ ) p 0 + δp e -iφ(t) ≈ p 0 e i[φ(t+τ )-φ(t)] ≈ p 0 e -iω(p 0 )τ e i[δφ(t+τ )-δφ(t)]
= p 0 e -iω(p 0 )τ e iψ(t,τ )

As defined already above, we used ψ(t,τ ) = δφ(t + τ ) -δφ(t).

Because the fluctuations are defined by a stationary ergodic process following a 0-centered Gaussian law, ψ has the following probability function: 

p(ψ) = 1 ∆φ √ 2π e -ψ 2
e iψ(t,τ ) = ∞ -∞ e iψ p(ψ)dψ = ∞ -∞   cos(ψ) + i sin(ψ) antisymmetric→=0   p(ψ)dψ = 1 ∆φ √ 2π ∞ -∞ cos(ψ)e -ψ 2 /(2∆φ 2 ) dψ = e -∆φ 2 /2 .
In the last step, the Gaussian integral was evaluated.

In total, we get the final result:

K(τ ) ≈ p 0 e -iω(p 0 )τ e -∆φ 2 /2 .

B

Details to the Thiele-equation simulation

In this supplementary part, we give further details to the performed Thiele-equation based simulations presented in chapter 5:

The simulation of the vortex dynamics is performed based on the differential Thiele equation [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF] . It describes the spin transfer torque iduced gyrotropic motion of the vortex core well. Following the description in Refs. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Dussaux | Field dependence of spin-transfer-induced vortex dynamics in the nonlinear regime[END_REF] , we also consider higher order terms of damping and confinement, what allows a deterministic description of the dynamics through the normalized oscillation radius s(t) and phase θ(t) of the vortex core in the nanodisk:

θ = κ G 1 + ζs 2 ṡ = D 0 κs G 2 a j IG D 0 κπR 2 -1 + (ζ + ξ)s 2 .
The different parameters are summarized in table B.1, including their meaning and value chosen for the performed simulations. Furthermore, I is the applied dc current, and κ(1 + ζs 2 ) the confinement stiffness with κ its linear part and ζ its nonlinearity factor.

In the κms+κ Oe I/(πR 2 ) .

Flicker noise generation

In order to introduce the flicker noise in the Thiele equation framework, we model a generating noise process of 1/f 1 spectral shape, as discussed in chapter 5. This is then converted into the characteristic amplitude and phase noise PSD due to the dynamical nonlinear stochastic Langevin differential equations [START_REF] Wittrock | Low offset frequency 1/f flicker noise in spin-torque vortex oscillators[END_REF] . We define a random variable gyrovector amplitude a j = 3.9 • 10 -16 kg.m 2 .A -1 .s -2 spin-transfer torque efficiency κ ms = 4.05 • 10 -4 kg.s -2 magnetostatic confinement κ ms = 1.01 • 10 -4 kg.s -2 nonlinear magnetostatic confinement κ Oe = 1.42 • 10 -15 kg.m 2 .A -1 .s -2 Oersted field confinement κ Oe = -7.12 • 10 -16 kg.m 2 .A -1 .s -2 nonlinear Oersted field confinement is then added to the applied dc current I dc :

I ST O (t) = I dc + λr 1/f (t) . (B.1)
As elaborated in the main text, λ = 2.5 • 10 -4 was chosen in such a way that the final amplitude and phase noise PSD are meaningful and similar to those observed experimentally. In order to produce the random stream variable r 1/f (t), we choose as a first step to construct a Fourier series decomposition with Fourier amplitude coefficients that have a 1/f decay and uniformly distributed random phase coefficients. By taking the inverse Fourier transform of this constructed decomposition, we obtain our 1/f random stream variable r 1/f (t). As shown in fig. 

C.2. EPs in coupled oscillators

In this part, we perform a simple eigenvalue analysis of a system of two coupled oscillators in a general model. For the sake of simplicity, we restrict ourselves to two simple examples, which however exemplify the physics of exceptional points in coupled oscillators and emphasize the sensitive dependence of their characteristics on the system parameters.

C.2.1. Conservative interaction and equal gain/damping term

In this section, we consider the case when the oscillators' damping parameters fulfill β 1 • β 2 > 0 (both oscillators either damped or self-driven) and the coupling matrix K has the following form:

K = 0 iκ iκ 0
where κ ∈ R. For the sake of simplicity, we assume for the damping parameters

β 1 = β 2 = β,
and for the frequencies Ω 1 = Ω 2 = Ω. This allows to go through the analytical derivation more easily. With the assumptions above, eq. ( 9.2) becomes:

ż1 = iΩz 1 + βz 1 + iκz 2 ż2 = iΩz 2 + βz 2 + iκz 1 (C.1)
In order to find the eigenvalues of the matrix associated to the linear dynamical system (C.1), we write (C.1) in real form:

z 1 = x 1 + iy 1 ; z 2 = x 2 + iy 2 d dt       x 1 y 1 x 2 y 2       =       β -Ω 0 -κ Ω β κ 0 0 -κ β -Ω κ 0 Ω β             x 1 y 1 x 2 y 2       (C.2)
The characteristic equation of the matrix at the right-hand-side of (C.2) is given by:

β -λ -Ω 0 -κ Ω β -λ κ 0 0 -κ β -λ -Ω κ 0 Ω β -λ = 0 ,
with λ the matrix eigenvalues. Calculating the above determinant, we obtain the four eigenvalues: 

λ ++ = β + i(κ -Ω) λ -+ = β -i(κ -Ω) λ +-= β + i(κ + Ω) λ --= β -i(κ + Ω) (C.3)

C.2.2. Conservative interaction and opposite sign of gain/damping terms

In this section, we consider the case when β 1 • β 2 < 0 (one oscillator is in its self-sustained dynamics and the other one is damped) and the coupling matrix K has the following form:

K = 0 iκ iκ 0
where κ ∈ R. For the sake of simplicity, we assume that β 1 = β = -β 2 and Ω 1 = Ω 2 = Ω. Thus, with the above assumptions eqs. (9.2) become:

ż1 = iΩz 1 + βz 1 + iκz 2 ż2 = iΩz 2 -βz 2 + iκz 1 C.2

. EPs in coupled oscillators

As before, we put the equations in real form:

d dt       x 1 y 1 x 2 y 2       =       β -Ω 0 -κ Ω β κ 0 0 -κ -β -Ω κ 0 Ω -β             x 1 y 1 x 2 y 2      
, and solve its characteristic equation. It is interesting to note that this equation is actually biquadratic (λ appears only as λ 2 ). By using some algebra one obtains:

(β -λ) 2 (β + λ) 2 + Ω 2 (β + λ) 2 + (β -λ) 2 + Ω 4 -2κ 2 Ω 2 -2κ 2 (β 2 -λ 2 ) + κ 4 = 0 (β 2 -λ 2 ) 2 + 2Ω 2 (β 2 + λ 2 ) -2κ 2 (β 2 -λ 2 ) -2κ 2 Ω 2 + Ω 4 + κ 4 = 0 ,
and the following four roots: For β = 0:

λ 1 = β 2 -κ 2 -Ω 2 -i • 2Ω β 2 -κ 2 λ 2 = -λ 1 λ 3 = β 2 -κ 2 -Ω 2 + i • 2Ω β 2 -κ 2
λ 1 = -κ 2 -Ω 2 -i • 2Ω √ -κ 2 = -(Ω -κ) 2 = i(Ω -κ) λ 3 = -κ 2 -Ω 2 + i • 2Ω √ -κ 2 = -(Ω + κ) 2 = i(Ω + κ) For β = κ: λ 1 = λ 3 = iΩ For β > κ:
We introduce the notation ∆ 2 = β 2 -κ 2 and then obtain: 

λ 1 = √ ∆ 2 -Ω 2 -i • 2∆Ω = (∆ -iΩ) 2 = ∆ -iΩ λ 3 = √ ∆ 2 -Ω 2 + i • 2∆Ω = (∆ + iΩ) 2 = ∆ + iΩ (a) (b 
I(λ 1,3 ) = ±Ω ∀ β ≥ κ.
There is an exceptional point at β = κ. When crossing the exceptional point, the system becomes unstable. The coupling κ introduces a threshold effect for the gain. Although the first oscillator is unstable when regarded alone, the coupled systems is stable for all β ≤ κ.

D

Résumé de thèse en français Thesis summary in French

Les nano oscillateurs à transfert de spin (STNOs) convertissent la dynamique de l'aimantation en signaux électriques radiofréquences en exploitant deux phénomènes importants de la spintronique : les effets magnétorésistifs d'une part [START_REF] Baibich | Giant Magnetoresistance of (001)Fe/(001)Cr Magnetic Superlattices[END_REF][START_REF] Binasch | Enhanced magnetoresistance in layered magnetic structures with antiferromagnetic interlayer exchange[END_REF] et l'effet de couples de transfert de spin [START_REF] Slonczewski | Current-driven excitation of magnetic multilayers[END_REF][START_REF] Berger | Emission of spin waves by a magnetic multilayer traversed by a current[END_REF] , qui est à l'origine de la dynamique entretenue de l'aimantation. Depuis 2003, l'étude des propriétés des STNOs [START_REF] Kiselev | Microwave oscillations of a nanomagnet driven by a spin-polarized current[END_REF] a suscité un énorme intérêt car ils sont considérés non seulement comme une occasion unique d'étudier la dynamique non linéaire à l'échelle nanométrique, mais aussi comme des candidats prometteurs pour la prochaine génération de dispositifs spintroniques multifonctionnels [START_REF] Locatelli | Spin-torque building blocks[END_REF] . Plus récemment, il a également été démontré que les STNOs sont capables d'être des éléments clés dans la réalisation de la collecte d'énergie micro-ondes à large bande [START_REF] Fang | Spintronic nano-scale harvester of broadband microwave energy[END_REF] ou la détection de fréquence [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Louis | Low Power Microwave Signal Detection With a Spin-Torque Nano-Oscillator in the Active Self-Oscillating Regime[END_REF] , et de reconstruire des réseaux neuromorphiques à l'architecture bio-inspiré qui vont au-delà de la technologie CMOS [START_REF] Torrejon | Neuromorphic computing with nanoscale spintronic oscillators[END_REF][START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF] . Ces applications possibles sont toutes fortement liées à la propriété fondamentale du STNO, c'est-à-dire sa non-linéarité, qui décrit un couplage entre l'amplitude et la phase de l'oscillateur [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] . Elle est de fait à la base de nombreux phénomènes tels que le verrouillage par injection d'un signal radio-fréquence (rf) externe [START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF] , la synchronisation de plusieurs STNOs [START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] ou l'effet de diode de spin [START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF][START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF][START_REF] Naganuma | Electrical Detection of Millimeter-Waves by Magnetic Tunnel Junctions Using Perpendicular Magnetized L10-FePd Free Layer[END_REF] . Cependant, le comportement non linéaire entraîne également une détérioration de la cohérence spectrale de l'oscillateur et conduit à une conversion du bruit d'amplitude en bruit de phase [START_REF] Kim | Generation Linewidth of an Auto-Oscillator with a Nonlinear Frequency Shift: Spin-Torque Nano-Oscillator[END_REF][START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF] , ce qui limite sa stabilité en amplitude et en fréquence, et donc son applicabilité dans des dispositifs pratiques réels.

Cette thèse a pour ambition de fournir une compréhension plus approfondie du bruit des STNOs et en particulier de l'influence de la non-linéarité. Généralisable à tous les types d'oscillateurs spintroniques, nous avons étudié à la fois expérimentalement et théoriquement la contribution du bruit de scintillement (ou bruit de Flicker) en 1/f dans le signal proche D. Résumé de thèse en français Thesis summary in French porteuse de STNOs à base de vortex. Par ailleurs, l'influence de ce type de bruit sur la forme spectrale de l'oscillation a été étudiée et des moyens potentiels pour améliorer efficacement la cohérence sont proposés. Un autre axe du travail de thèse a été consacré à l'étude du couplage et de la synchronisation de plusieurs STNOs, puisque ces capacités facilitent différents schémas d'application dans les technologies prospectives. En effet, audelà de la synchronisation, de nouveaux phénomènes complexes sont démontrés et étudiés expérimentalement, tels que l'émergence de points exceptionnels dans le système couplé. En résumé, les résultats obtenus ouvrent de nouvelles perspectives non seulement pour la recherche fondamentale sur les STNOs, mais aussi pour de nouveaux types d'applications futures. Les capteurs magnétiques à effet magnétorésistif tunnel ou géant (TMR/GMR resp.) représentent la composante de base d'un STNO. Le mécanisme du bruit dans ces dispositifs a été largement étudié depuis la fin des années 1990 [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Jiang | Lowfrequency magnetic and resistance noise in magnetic tunnel junctions[END_REF][START_REF] Almeida | 1/f noise in linearized low resistance MgO magnetic tunnel junctions[END_REF][START_REF] Gokce | 1/f noise in magnetic tunnel junctions with MgO tunnel barriers[END_REF][START_REF] Aliev | Very low 1/f noise at room temperature in fully epitaxial Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Scola | Noise in MgO barrier magnetic tunnel junctions with CoFeB electrodes: Influence of annealing temperature[END_REF][START_REF] Herranz | Low frequency noise Bibliography due to magnetic inhomogeneities in submicron FeCoB/MgO/FeCoB magnetic tunnel junctions[END_REF][START_REF] Feng | Very low 1/f barrier noise in sputtered MgO magnetic tunnel junctions with high tunneling magnetoresistance[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF][START_REF] Herranz | Strongly suppressed 1/f noise and enhanced magnetoresistance in epitaxial Fe -V / MgO / Fe magnetic tunnel junctions[END_REF] . Il s'agit généralement [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF] du bruit de grenaille (shot noise) indépendant de la fréquence (uniquement pour la TMR) et du bruit thermique, ainsi que du bruit à basse fréquence de 1/f , aussi appelé bruit de scintillement. Dans certains cas, le bruit télégraphique aléatoire (RTN), résultant des fluctuations entre deux niveaux d'énergie différents, peut également exister. Ses sources sont principalement d'origine électronique ou magnétique [246] et sont également présentes dans les STNOs, dans lesquels il est prévu que l'existence d'une dynamique d'aimantation non linéaire auto-entretenue influence considérablement les caractéristiques du bruit par rapport aux capteurs magnétiques classiques. La distribution du bruit des STNO pour les fréquences éloignées de la fréquence porteuse (f off 10 5 Hz pour les STNO basés sur le vortex (STVO)) est maintenant raisonnablement bien comprise [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Silva | Theory of Thermally Induced Phase Noise in Spin Torque Oscillators for a High-Symmetry Case[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] . À température ambiante, il a été constaté qu'il est principale-D.1. Bruit de scintillement 1/f à faible décalage fréquentiel de la porteuse dans les STVOs ment attribué au bruit thermique dominant dans le cadre de la non-linéarité [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Silva | Theory of Thermally Induced Phase Noise in Spin Torque Oscillators for a High-Symmetry Case[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] . Cependant, le bruit aux fréquences proche porteuses (f off 10 5 Hz pour les STVOs), qui est crucial pour la plupart des applications ciblées, a été comparativement très peu ou même pas du tout étudié. L'existence du bruit de scintillement à ces décalages fréquentiels très faibles (i.e. proche porteuse) est de nature générale, car le bruit d'échelle spectrale 1/f β est présent dans une grande variété de systèmes physiques, tels que les émissions stellaires, les turbulences des lacs, les inondations du Nil, et pratiquement tous les dispositifs électroniques [START_REF] Rubiola | Phase Noise and Frequency Stability in Oscillators[END_REF] . D'abord mise en évidence par Johnson [START_REF] Johnson | The Schottky Effect in Low Frequency Circuits[END_REF] , puis étudiée dans les systèmes de couches minces [START_REF] Bernamont | Fluctuations in the resistance of thin films[END_REF] , l'étude du bruit de scintillement a récemment attiré l'attention en tant que source de bruit dominante dans les capteurs GMR et TMR [START_REF] Nowak | Electrical noise in hysteretic ferromagnet-insulator-ferromagnet tunnel junctions[END_REF][START_REF] Almeida | 1/f noise in linearized low resistance MgO magnetic tunnel junctions[END_REF][START_REF] Feng | Very low 1/f barrier noise in sputtered MgO magnetic tunnel junctions with high tunneling magnetoresistance[END_REF][START_REF] Arakawa | Low-frequency and shot noises in CoFeB/MgO/CoFeB magnetic tunneling junctions[END_REF] et leur principal inconvénient en termes de performance. Dans les STNOs, le bruit de scintillement de 1/f à faible décalage fréquentiel n'a jusqu'à présent été étudié seulement sur le plan expérimental par quelques groupes [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Eklund | Dependence of the colored frequency noise in spin torque oscillators on current and magnetic field[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF][START_REF] Keller | Nonwhite frequency noise in spin torque oscillators and its effect on spectral linewidth[END_REF] . Dans les Refs. [START_REF] Grimaldi | Response to noise of a vortex based spin transfer nano-oscillator[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF] , l'accent a été mis sur le bruit thermique à des décalages fréquentiels élevés et une indication de bruit coloré à 1/f à des décalages plus faibles a été trouvée.

Dans le chapitre 4 de cette thèse, nous étudions systématiquement le bruit de scintillement 1/f dans les STNOs basés sur vortex (STVOs), à la fois expérimentalement et théoriquement, en nous basant sur les équations de Langevin non linéaires correspondantes [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] et en adoptant une approche phénoménologique. En outre, nous présentons une étude approfondie des paramètres importants régissant ce type de bruit.

Dans les applications de capteurs magnétiques, le bruit de scintillement, qui ne peut pas encore être décrit dans toute son universalité, est généralement décrit par le formalisme empirique de Hooge [START_REF] Fermon | Noise in GMR and TMR Sensors[END_REF][START_REF] Hooge | 1/f noise in continuous thin gold films[END_REF] . Dans notre étude, nous cherchons également à établir un lien entre un capteur magnétique TMR, un élément fondamental du STNO, et la non-linéarité intrinsèque de ce dernier.

Nous avons tout d'abord déduit une approche théorique phénoménologique pour inclure les processus de bruit de scintillement à faible décalage fréquentiel 1/f dans le modèle d'auto-oscillateur non linéaire. De plus, nous avons pu récolter des données expérimentales montrant les caractéristiques du bruit dans les STVOs et nous nous concentrons ensuite sur le régime de faible décalage fréquentiel. Nous comparons et analysons les données expérimentales concernant le modèle développé et introduisons le formalisme de Hooge pour discuter des paramètres régissant le bruit de scintillement dans les STNOs en général et les STVOs plus particulièrement en ce qui concerne la non-linéarité du dispositif. La figure D.1 résume la mesure d'un bruit d'amplitude de scintillement 1/f 1 et sa conversion en bruit de phase de 1/f 3 . En effet, le bruit de phase présente en outre une contri- Différents termes contribuant au niveau de bruit de scintillement : Pour le bruit de phase de scintillement, la contribution du bruit de phase de scintillement pur est dominante par rapport au terme de conversion, contrairement au régime de décalage fréquentiel plus élevé, comme illustré dans l'encadré de (a).

bution de bruit de scintillement de phase pure, qui s'avère dominante. Par conséquent, nous démontrons que le couplage amplitude-phase est moins important dans le régime de faible décalage fréquentiel que dans le régime de haut décalage. La corrélation des fluctuations de phase dans tout type d'oscillateurs définit fondamentalement sa forme spectrale. Cependant, dans les oscillateurs non linéaires, tels que les nanooscillateurs à transfert de spin, le spectre des fréquences peut devenir particulièrement complexe. Cela est surtout vrai lorsque l'on considère non seulement les processus de bruit thermique mais aussi les processus colorés à 1/f , qui sont cruciaux dans le contexte de la stabilité à long terme de l'oscillateur. Nous abordons le spectre de fréquence des oscillateurs à transfert de spin dans le régime des oscillations stables de grande amplitude de manière expérimentale et aussi théoriquement [START_REF] Wittrock | Influence of flicker noise and nonlinearity on the frequency spectrum of spin torque nano-oscillators[END_REF] . Nous prenons particulièrement en compte le bruit thermique et le bruit de scintillement 1/f . Nous effectuons une série de mesures du bruit de phase et du spectre sur des oscillateurs spintroniques à base de vortex, et étudions comment la forme spectrale de l'oscillation dépend de la durée de mesure et des temps de corrélation des différentes sources de bruit. Nous démontrons comment la forme spectrale passe d'une forme de Lorentz à courte durée de mesure associée à une corrélation de bruit blanc, à une forme de Voigt -ou même gaussienne -à plus longue durée avec une corrélation colorée de 1/f . Afin d'analyser ces résultats expérimentaux, nous effectuons des simulations des propriétés du bruit de l'oscillateur en incluant à la fois la contribution thermique et, pour la première fois, les processus de bruit de scintillement existant dans la dynamique du vortex dans les STVOs. Pour ce but, nous utilisons l'approche différentielle de Thiele [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF] ainsi qu'un bruit généré de forme 1/f 1 . Enfin, nous présentons en outre un modèle théorique dans le cadre de la théorie des auto-oscillateurs non linéaires (voir chpt. 4) dans lequel sont dérivées les fonctions de variance des fluctuations de phase permettant de prédire la forme du spectre de fréquences des STNOs. La stabilité à long terme est importante dans plusieurs des récents développements applicatifs des oscillateurs à transfert de spin. Cette étude apporte quelques idées sur la manière de mieux aborder cette question. temps de mesure. Ces résultats sont ensuite corroborés par un modèle théorique que nous avons développé en appliquant la théorie d'auto-oscillateur non linéaire comprenant non seulement les processus thermiques mais aussi le bruit de scintillement. Ce faisant, nous parvenons à dériver la fonction de variance de la fluctuation de phase complète et, par conséquent, la forme théorique du spectre de fréquences. En accord total avec les expériences et les simulations, nous constatons qu'en raison des différents temps de corrélation des types de bruit, la forme spectrale du STNO dépend en effet de la durée de la mesure, étant de type Lorentzien sur des échelles de temps courtes et devenant de type Voigt sur des échelles plus longues. Nous pensons que ces conclusions sont particulièrement importantes en ce qui concerne les diverses applications prévues des STNOs, en particulier si la stabilité de la fréquence est requise sur de longues échelles de temps. En outre, comme l'approche utilisée pour décrire l'influence du bruit thermique et du scintillement en présence de non-linéarités ne se limite pas à la description des STNOs [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] , les prédictions faites sur les conséquences sur la forme des spectres de puissance pourraient également être valables pour tout autre type d'oscillateurs non linéaires que l'on peut trouver dans la nature.

D.3. Au-delà du mode gyrotropique : L'état dynamique C

Beyond the gyrotropic mode : The dynamic C-state

Après plus d'une décennie de recherche, parmi différentes réalisations de STNO, ceux basés sur vortex (STVO) se sont avérés être un système modèle pour la dynamique non linéaire [START_REF] Dussaux | Large microwave generation from current-driven magnetic vortex oscillators in magnetic tunnel junctions[END_REF][START_REF] Pribiag | Magnetic vortex oscillator driven by d.c. spin-polarized current[END_REF] présentant les meilleures performances en termes de cohérence. Bien que différentes caractéristiques dynamiques de la distribution non uniforme de l'aimantation du vortex aient été étudiées -y compris des modes d'ordre supérieur correspondant à des modes d'ondes de spin radiaux ou orthoradiaux dans la queue du vortex [START_REF] Taurel | Complete mapping of the spin-wave spectrum in a vortex-state nanodisk[END_REF][START_REF] Novosad | Spin excitations of magnetic vortices in ferromagnetic nanodots[END_REF][START_REF] Guslienko | Vortex-state oscillations in soft magnetic cylindrical dots[END_REF][START_REF] Ivanov | High Frequency Modes in Vortex-State Nanomagnets[END_REF] -, l'exploitation dans les STVOs est le plus souvent limitée au mouvement gyrotropique du coeur de vortex (G) [START_REF] Thiele | Steady-State Motion of Magnetic Domains[END_REF] . En effet, seules quelques études font état de la physique invoquant le mouvement du coeur de vortex au-delà de ce mode fondamental dans les STVOs.

La figure D.4 montre l'état dynamique, appelé C-state, au-delà du mouvement gyrotropique du vortex (G) avec une fréquence légèrement inférieure à l'état G, mais également avec df /dI > 0 et une grande cohérence et puissance d'émission dans un STVO basé sur MTJ avec un polariseur dans le plan. Tant dans l'expérience que dans les simulations micromagnétiques, nous avons étudié la nature stochastique de la transition entre les deux modes, ce qui facilite les caractéristiques aléatoires potentielles [START_REF] Jenkins | Nanoscale true random bit generator based on magnetic state transitions in magnetic tunnel junctions[END_REF] qui pourraient 

(c)

également être exploitées dans le domaine émergent de la spintronique neuromorphique. Induite par le courant continu, la transition observée entre les états G et C est facilitée par le couple de transfert de spin dit "field-like" dans les STVOs basés sur MTJ et notamment complètement stochastique en présence de bruit thermique. La probabilité d'état peut être continuellement ajustée dans le régime de transition jusqu'à ce que, à des valeurs de courant plus élevées, l'état C soit stabilisé, et à des valeurs de courant plus faibles, l'état G apparaisse. Nous pensons que ce caractère stochastique pourrait être exploitée pour le calcul cognitif, pour lesquels les STNOs ont récemment été mis en oeuvre de nombreuses manières. Outre les oscillations, la stochasticité est une caractéristique importante pour les opérations neuromorphiques efficaces en énergie [START_REF] Grollier | Spintronic Nanodevices for Bioinspired Computing[END_REF] . La combinaison des deux, les oscillations non linéaires et la stochasticité et en outre la capacité de synchroniser ou de répondre à des stimuli externes dans un dispositif spintronique unique, peut ouvrir la voie à plus de blocs de construction multifonctionnels nécessaires à l'informatique D.4. Stabilisation du bruit de phase par une boucle à verrouillage de phase neuromorphique [START_REF] Grollier | Spintronic Nanodevices for Bioinspired Computing[END_REF] .

D.4. Stabilisation du bruit de phase par une boucle à verrouillage de phase

Stabilization of phase noise by a phase locked loop

Dans les chapitres précédents, l'étude du bruit dans les nano oscillateurs à transfert de spin (STNOs) a été au centre du travail de thèse. Il est devenu évident que l'amplitude de ce bruit reste le principal inconvénient en vue de l'exploitation des STNOs dans des applications pratiques, en particulier dans le domaine des communications rf. Dans ce chapitre, nous présentons l'intégration d'un STNO dans un système de boucle à verrouillage de phase (PLL), qui nous permet de réduire considérablement le bruit de phase de l'oscillateur. Cette approche a récemment attiré l'attention de plusieurs groupes, aussi bien en théorie [204,[START_REF] Mitrofanov | Amplitude and phase noises of a spin-transfer nano-oscillator synchronized by a phase-lock loop[END_REF] qu'en terme de réalisation pratique [START_REF] Keller | Time domain measurement of phase noise in a spin torque oscillator[END_REF][START_REF] Tamaru | Extremely Coherent Microwave Emission from Spin Torque Oscillator Stabilized by Phase Locked Loop[END_REF][START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF][START_REF] Kreissig | Vortex spin-torque oscillator stabilized by phase locked loop using integrated circuits[END_REF][START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF][START_REF] Tamaru | Physical Origin and Theoretical Limit of the Phase Stability of a Spin-Torque Oscillator Stabilized by a Phase-Locked Loop[END_REF][START_REF] Tamaru | Analysis of phase noise in a spin torque oscillator stabilized by phase locked loop[END_REF] . Elle représente une étape importante vers l'applicabilité des STNOs et leur intégration dans des systèmes réels, notamment parce que les systèmes PLL, généralement associés à un VCO1 , sont largement utilisés en microélectronique et dans les communications rf pour diverses applications rf, telles que la récupération d'horloge, la (dé)modulation de fréquence, la génération de fréquence stable ou la synthèse de fréquence, etc. [START_REF] Kroupa | Phase Lock Loops and Frequency Synthesis[END_REF]282] .

Nous montrons les performances de la PLL sur les STVOs (voir Réf. [START_REF] Kreißig | Hybrid PLL system for spin torque oscillators utilizing custom ICs in 0.18 µm BiCMOS[END_REF] ), et sur les STNOs uniformes. En outre, nous développons une modélisation théorique pour classer les performances de la PLL sur un oscillateur non linéaire, et nous donnons un aperçu des travaux en cours et des perspectives futures.

Nous avons pu démontré une forte réduction du bruit de phase de 50 dB @ 10 kHz pour le vortex (voir fig. D.5) et de 12 dB @ 100 kHz pour le STNO uniforme, avec respectivement f c ≈ 340 MHz et f c ≈ 4.8 GHz. En outre, nous avons pu analyser les performances de la PLL pour différents paramètres de contrôle et trouvons des dépendances assez complexes dues à la grande non-linéarité intrinsèque de nos oscillateurs. L'apparition de glissements de phase, principalement causés par le bruit intrinsèque élevé des STNOs, est identifiée comme le principal inconvénient pour l'exploitation du système PLL. Cependant, nous présentons une théorie qui décrit parfaitement les caractéristiques des paramètres et révèle la physique du bruit à faible décalage fréquentiel dû à la dynamique du glissement de phase. Notez qu'en général, cette théorie n'est pas limitée au seul cas d'une PLL mais peut facilement être utilisée pour tout signal externe appliqué au STNO. On constate que la dépendance de la densité spectrale (PSD) de bruit par rapport aux paramètres de la PLL et du STNO est complexe et que son optimisation nécessite un compromis entre tous ces paramètres, ce qui implique une analyse préalable de l'espace des paramètres. En général, en raison de la large diffusion des PLL en microélectronique et de l'intérêt général que suscitent les STNOs pour les technologies futures, l'amélioration des caractéristiques de bruit des STNO grâce à une PLL est très intéressante pour les applications rf potentielles. Cela inclut par exemple les mémoires associatives basées sur les STNOs [START_REF] Nikonov | Coupled-Oscillator Associative Memory Array Operation for Pattern Recognition[END_REF][START_REF] Liyanagedera | Spin torque nano-oscillator based Oscillatory Neural Network[END_REF] ou les communications rf par exemple par modulation de phase ou de fréquence [START_REF] Ruiz-Calaforra | Frequency shift keying by current modulation in a MTJ-based STNO with high data rate[END_REF][START_REF] Litvinenko | Analog and digital phase modulation of spin torque nano-oscillators[END_REF] .

D.5. Nano-oscillateurs à transfert de spin à base de vortex mutuellement couplés : Synchronisation

Mutually coupled spin torque vortex oscillators :

Synchronization

La synchronisation mutuelle et, plus généralement, les effets de couplage mutuel entre deux ou plusieurs oscillateurs (non linéaires) présentent un intérêt fondamental dans tous les domaines de la physique, et même au-delà [START_REF] Pikovsky | Synchronization: A Universal Concept in Nonlinear Sciences[END_REF]209,[START_REF] Strogatz | Sync: The Emerging Science of Spontaneous Order[END_REF]297] . Pour les nano oscillateurs à transfert de spin (STNOs), la synchronisation mutuelle présente un intérêt technologique énorme : Premièrement, parce que les caractéristiques D.5. STNOs à base de vortex mutuellement couplés : Synchronisation d'émission, c'est-à-dire la puissance de sortie et la largeur de raie, peuvent être considérablement améliorées [START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF][START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF]327] , comme nous le démontrons également. Et deuxièmement, parce qu'un ensemble d'oscillateurs non linéaires couplés peut interagir dynamiquement et former un réseau neuronal artificiel "bio-inspiré" capable d'effectuer des tâches complexes comme par exemple la reconnaissance de formes [START_REF] Kumar | Chaotic dynamics in nanoscale NbO2 Mott memristors for analogue computing[END_REF][START_REF] Kumar | Pritiraj: Autoassociative Memory and Pattern Recognition in Micromechanical Oscillator Network[END_REF][START_REF] Csaba | Computational Study of Spin-Torque Oscillator Interactions for Non-Boolean Computing Applications[END_REF][START_REF] Yogendra | Magnetic Pattern Recognition Using Injection-Locked Spin-Torque Nano-Oscillators[END_REF][START_REF] Macià | Spin wave excitation patterns generated by spin torque oscillators[END_REF][START_REF] Fang | Pattern recognition with "materials that compute[END_REF] , récemment démontrée par M. Romera dans notre laboratoire. Les STNOs dans ce sens fournissent une implémentation matérielle à faible consommation d'énergie à l'échelle nanométrique, imitant l'activité périodique impulsionnelle des neurones biologiques [START_REF] Pickett | A scalable neuristor built with Mott memristors[END_REF][START_REF] Pufall | Physical Implementation of Coherently Coupled Oscillator Networks[END_REF][START_REF] Sharma | Phase Coupling and Control of Oxide-Based Oscillators for Neuromorphic Computing[END_REF][START_REF] Grollier | Spintronic Nanodevices for Bioinspired Computing[END_REF][START_REF] Parihar | Computational paradigms using oscillatory networks based on state-transition devices[END_REF] avec la capacité de régler précisément les caractéristiques d'oscillation, particulièrement importantes pour l'apprentissage machine [339] .

La synchronisation mutuelle dans les STNOs a été démontrée pour la première fois en 2005 [START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Mancoff | Phase-locking in double-point-contact spin-transfer devices[END_REF] et depuis, l'accent a été mis principalement sur l'efficacité du mécanisme de couplage. Ici, nous démontrons la synchronisation mutuelle de deux STNOs à base de vortex par un schéma de couplage électrique non local [START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] et étudions le contrôle des propriétés de synchronisation par un déphasage induit ∆φ τ entre les deux oscillateurs. De plus, nous obtenons une amélioration significative des caractéristiques d'émission rf dans le régime synchronisé et nous éclairons la variation de puissance stable dans le régime de synchronisation pour le verrouillage en et hors phase.

Toutefois, la principale limitation en termes de synchronisation stable (c'est-à-dire la nondivergence de la différence de phase) et d'application des STNOs dans les grands réseaux, tant pour la génération de signaux que pour le neuromorphique, est leur bruit élevé. Nous étudions donc explicitement les caractéristiques du bruit dans le système synchronisé et étudions la conversion croisée du bruit et la dynamique du glissement de phase. Les points exceptionnels (EPs) sont des embranchements des racines carrées des valeurs propres complexes d'une matrice non-hermitienne [370] . Outre leur description générale en physique mathématique [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF]370,[START_REF] Heiss | Repulsion of resonance states and exceptional points[END_REF][START_REF] Heiss | The chirality of exceptional points[END_REF][START_REF] Dolfo | Damping of coupled harmonic oscillators[END_REF][START_REF] Kawabata | Symmetry and Topology in Non-Hermitian Physics[END_REF] , ils ont jusqu'à présent été principalement étudiés dans des systèmes quantiques ouverts décrits par des Hamiltoniens non hermitiens, tels que les spectres atomiques dans les champs électromagnétiques [403] , les expériences de cavités micro-ondes [398,[START_REF] Dembowski | Experimental Observation of the Topological Structure of Exceptional Points[END_REF][START_REF] Dembowski | Observation of a Chiral State in a Microwave Cavity[END_REF][START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF]407] , les microcavités optiques chaotiques [408] , les systèmes optomécaniques [START_REF] Xu | Topological energy transfer in an optomechanical system with exceptional points[END_REF] et les systèmes quantiques PT -symmétriques [START_REF] Bender | Real Spectra in Non-Hermitian Hamiltonians HavingPTSymmetry[END_REF][START_REF] Klaiman | Nimrod: Visualization of Branch Points inPT-Symmetric Waveguides[END_REF][START_REF] Rüter | Observation of parity-time symmetry in optics[END_REF] , mais aussi dans des oscillateurs électriques classiques couplés [START_REF] Heiss | Exceptional points of non-Hermitian operators[END_REF][START_REF] Stehmann | Observation of exceptional points in electronic circuits[END_REF] et, très récemment, dans la dynamique de spin à couplage dissipatif [414] . Le domaine des systèmes EP potentiels est large, mais leur étude n'en est "[...] encore qu'à ses débuts" [START_REF] Miller | Exceptional points make for exceptional sensors[END_REF] . Recemment, de nouveaux types de capteurs ont été proposés [START_REF] Wiersig | Enhancing the Sensitivity of Frequency and Energy Splitting Detection by Using Exceptional Points: Application to Microcavity Sensors for Single-Particle Detection[END_REF] , qui sont basés sur l'utilisation des EPs et atteignent une sensibilité sans précédent [START_REF] Chen | Exceptional points enhance sensing in an optical microcavity[END_REF] , démontrée jusqu'à présent en optique pour la détection de nanoparticules très sensibles [START_REF] Zhang | Single Nanoparticle Detection Using Far-field Emission of Photonic Molecule around the Exceptional Point[END_REF]417] ou pour un laser gyroscope [START_REF] Ren | Ultrasensitive micro-scale parity-time-symmetric ring laser gyroscope[END_REF] , et dans des anneaux semi-conducteurs pompés optiquement pour la détection de la température [407] ou dans des microcantilevers couplés pour la détection de masse ultrasensible [START_REF] Spletzer | Ultrasensitive mass sensing using mode localization in coupled microcantilevers[END_REF] . Nous pensons que les résultats sont intéressants d'un point de vue général et en outre prometteurs du point de vue de l'informatique neuromorphique associée à un système de contrôle stochastique [START_REF] Mizrahi | Neural-like computing with populations of superparamagnetic basis functions[END_REF][START_REF] Galán-Prado | Compact Hardware Bibliography Synthesis of Stochastic Spiking Neural Networks[END_REF][START_REF] Rosselló | High-Density Liquid-State Machine Circuitry for Time-Series Forecasting[END_REF]390,391,[START_REF] Schliebs | Are probabilistic spiking neural networks suitable for reservoir computing?[END_REF]393] . En outre, de nouveaux types de capteurs fonctionnant à des points exceptionnels pourraient être conçus et devraient atteindre une sensibilité sans précédent.
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 1 Industry 4.0 is the vital question for [...] industry, but it must answer it globally. [...] Industry 4.0 is a revolution that will determine the 2020's. It will change entire business models and industry worldwide." (CEO of Siemens AG Joe Kaeser at the Hannover Trade Fair 2015)

Figure 1 . 1 .

 11 Figure 1.1.: (a) Classical von Neumann architecture: Memory and processing unit are spatially separated causing an immense data exchange detrimental to efficiency ("Von-Neumannbottleneck"). (b) Parallel architecture of the brain, modelled by mutually coupled spin torque nano-oscillators; adapted from[START_REF] Riou | Brain-inspired computing leveraging the transient non-linear dynamics of magnetic nano-oscillators[END_REF][START_REF] Talatchian | Bio-inspired computing leveraging the synchronization of magnetic nano-oscillators[END_REF] .

Figure 2 . 1 .:

 21 Figure 2.1.: Principle of a spin torque nano oscillator: A dc current I dc passing the FM/NM/FM-structure gets spin-polarized and excites magnetization oscillations in the free layer due to spin transfer torque. The GMR (TMR) effect converts the magnetization dynamics into an electrical signal.

Figure 2 . 2 .:

 22 Figure 2.2.: Magnetization precession around the effective magnetic field H ef f .Precession, damping and spin-torque are identified by the terms in the LLGS equation(2.7). Damping and STT are collinear.

Figure 2 .

 2 Figure 2.2 schematizes the dynamics of equation (2.2) considering that a spin-polarized current entering the magnetic domain transfers an angular momentum to its magnetization. In this case, an extra term must be added to the LLG equation (2.2). This term was introduced first by J.C. Slonczewski in 1996 and hence, it names the expanded LLG into LLGS-equation. In general, as depicted in fig.2.2 and further discussed in the following section, a part of the torque resulting from the transferred angular momentum is collinear to the damping torque and is therefore of either damping or antidamping nature. Being sufficiently high, the damping can even be overcome and the magnetization can steadily precess around the equilibrium or even be

Figure 2 . 3 .:

 23 Figure 2.3.: Spin transfer of a single electron on the magnetization of a ferromagnet.

Figure 2 . 5 .:

 25 Figure 2.5.: Schematic representation of the vortex core trajectory in the nanodisk under action of the different forces defined through the Thiele formalism. The normalized radius s = r/R and phase φ describe the vortex gyrotropic motion.

Figure 2 . 6 .:

 26 Figure 2.6.: Representation of the limit cycle oscillation. The stream lines indicate the vector field pushing every deviation back onto the stable trajectory c 0 (t).

Figure 2 . 7 .:

 27 Figure 2.7.: Dependence of (a) the damping rates Γ ± (p) and (b) the oscillation frequency ω(p) on the oscillation power p. The corresponding slopes around the free-running operation point p 0 determine the nonlinear coefficients.

Figure 3 . 1 .

 31 Figure 3.1.: Schematic sample design showing a TMR junction with the SAF top layer as polarizer and reference, and the free layer exhibiting a magnetic vortex configuration.

Figure 3 . 2 .

 32 Figure 3.2.: SEM image of a 300 nm type a nano-pillar after etching.

Figure 3 . 3 .

 33 Figure 3.3.: Typical R-H hysteresis loops for (a) in-plane field H and (b) out-of-plane field H ⊥ . The inset figures represent the free layer's magnetic configuration corresponding to the measured resistance in the hysteresis.

Figure 3 . 4 .:

 34 Figure 3.4.: Schematic measurement setup with vortex oscillator. The grey box represents further circuitry, in the simplest case only a spectrum analyzer or oscilloscope with Z = 50 Ω input impedance.

Figure 4 . 1 .

 41 Figure 4.1.: Noise schematics of vortex motion: amplitude and phase fluctuations δs and δφ, resp.

Figure 4 . 2 .:

 42 Figure 4.2.: Vortex state averaged resistance R 0 (left axis) and TMR value (right axis, blue) as a function of the applied dc current. µ 0 H ⊥ = 500 mT.The measured sample is of type a, as specified in section 3.1. The employed circular shaped nano-pillar on the sample has a diameter of 2R = 375 nm and exhibits resistance values of R 0 = 1/G 0 = (44 -45) Ω in the vortex state, slightly dependent on the applied current with negative slope, as shown in fig.4.2. Fig.4.2 also shows the measured evolution of the TMR value as a function of the applied dc current. It likewise decreases with I dc because of arising tunneling channels through shifted bands and equivalently, a lowering of the potential tunneling energy barrier of the insulating layer[START_REF] You | Spin transfer torque and tunneling magnetoresistance dependences on finite bias voltages and insulator barrier energy[END_REF][START_REF] Kalitsov | Bias dependence of tunneling magnetoresistance in magnetic tunnel junctions with asymmetric barriers[END_REF] . To provide a sufficient out-of-plane spin polarization of the injected dc current in order to sustain the gyrotropic vortex motion via spin transfer torque, an external field of

  l i e d C u r r e n t [ m A ] F r e q u e n c y [ M H z ]

  l i e d C u r r e n t [ m A ]

Figure 4 . 3 .:

 43 Figure 4.3.: Characteristic oscillation parameters, such as the oscillation frequency f c , output power p 0 , nonlinear parameter ν, linewidth FWHM = 2∆f 0 (1 + ν 2 ), and damping rate f p , as a function of the applied current I dc at µ 0 H ⊥ = 500 mT.

Figure 4 . 4 .:

 44 Figure 4.4.: Linear fit on the amplitude fluctuations' autocorrelation function K δa (τ ) on a logarithmic scale. I = 5 mA.
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Figure 4 . 5 .:

 45 Figure 4.5.: Typical experimental determination of amplitude and phase noise. The performed fits show the characteristic 1/f β -behaviour for high (red, blue resp.) and low offset frequencies (orange, light blue resp.). µ 0 H ⊥ = 500 mT, I = 4.6 mA. The inset shows an analytical representation (eqs. (4.2a-4.2b), different parameters than in the measurement) of the higher offset frequency noise due to thermal effects. The phase noise of a linear oscillator (ν = 0, dashed line) is shown as well as its increase due to nonlinearity.
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 46 Figure 4.6.: PSD of phase (PN) and amplitude (AN) noise; µ 0 H ⊥ = 500 mT, I = 4.6 mA, as well as theoretical curves based on eqs. (4.2a-4.2b) and described in the text.
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Figure 4 . 7 .:

 47 Figure 4.7.: Evolution with applied current of the prefactors α exp from the α exp /f β -fits of (i) the experimental phase noise (PN) data (red points), (ii) of the converted AN to PN data (purple points, corresponding to the violet curve in fig. 4.6) (iii) of the pure flicker PN (difference between black and violet curve in fig. 4.6), represented by green points, and (iv) of the amplitude noise (AN) data (blue points).

4. 4 .

 4 Results -Analysis of Flicker Noise regime experimental low offset frequency noise as depicted in fig. 4.6 and plot them as a function of the injected dc current: Red points represent the noise level of the total phase noise PSD and purple points of the amplitude to phase noise converted contribution. The green points in fig. 4.7 represent the difference between the experimental data curve (black in fig. 4.6) and the data curve including thermal noise and nonlinear amplitude noise conversion (violet in fig. 4.6), notably the pure phase flicker noise (equals the difference between red and purple curve in fig. 4.7), the second term in eq. (4.2b). Indeed, the converted contribution (purple in fig. 4.7) is small compared to the pure flicker contribution (green) and therefore emphasizes that the pure flicker PN is dominant in the low offset frequency, flicker noise dominated regime.

4. 4 .Figure 4 . 8 .:

 448 Figure 4.8.: Experimental active magnetic surface A (a) and Hooge proportionality P dc /A (b) vs. applied dc current I dc .
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Figure 4 . 9 .:

 49 Figure 4.9.: Pure flicker noise prefactors P dc /(4p 0 π 2 f 2 p A) for the amplitude and P dc /(4p 0 π 2 A) for the phase flicker noise, calculated through eq. (4.2a-4.2b) with measured experimental magnitudes without α H .
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Figure 4 . 10 .:

 410 Figure 4.10.: Hooge parameter G 0 α H for amplitude and phase noise as a function of the applied current bias.

4 .Figure 4 .

 44 Figure 4.11.: Low frequency noise measurement technique: (a) schematizes the electrical setup,with denomination G for the gain, ADC the analog-digital-converter, and SA the spectrum analyzer. In (c), a typical measurement of the low frequency noise PSD for the three different magnetic configurations (parallel P, antiparallel AP, and vortex) is plotted; it shows a 1/f 1 noise process of the voltage fluctuations, which is fitted in order to obtain the Hooge-parameter α H through eq. (4.3). In (d) the in-plane field (H IP ) hysteresis loop of the sample is depicted indicating the different magnetic configurations in the magnetic tunnel junction (R p < R V < R ap ) and (b) directly identifies the Hooge parameters α H with the configuration.

Figure 5 . 1 .

 51 Figure 5.1.: Modelled 1/f flicker noise PSD for the simulation, λ = 2.5 • 10 -4 . Fluctuations are added to the simulated dc current.

Figure 5 . 2 .

 52 Figure 5.2.: 1/f flicker noise characteristics of the supplying Keithley 6220 dc current source.

  Figure 5.3.: Measurement of amplitude and phase noise S δ and S δφ , respectively, and of frequency spectra corresponding to different measurement durations. µ 0 H ⊥ = 495 mT, I = 5.5 mA. The performed fits on the noise PSD show the characteristic 1/f β -behaviour for high (red, blue resp.) and low offset frequencies (orange, light blue resp.).

3 TFigure 5 . 4 .

 354 Figure 5.4.: Simulation results with and without flicker noise. (a) Amplitude and phase noise PSD. (b) Corresponding frequency spectra.

  5.5b) are 5.3. Theoretical model ß F W H M L o r e n t z F W H M t o t a l V o i g t F W H M L i n e w i d t h [ k H z ] M e a s u r e m e n t t i m e [ s ]

Figure 5 . 5 .:

 55 Figure 5.5.: Resulting fit parameters from the Voigt fits for (a) the measurement and (b) the simulation. Next to the total Voigt linewidth, the linewidth corresponding to convoluted Lorentz and Gauß shape is shown.

Figure 5 . 6 .

 56 Figure 5.6.: (a) Variance functions vs. time t. The inset shows the same functions at small times. (b) Corresponding phase noise PSD as a function of frequency offset. The curves named "total" include both thermal and flicker noise contributions.
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 57 Figure 5.7.: Calculated frequency spectra of the STNO signal with (a) f c = 10 5 Hz and (b)

Figure 6 . 1 .:

 61 Figure 6.1.: Sketch of vortex core C-state motion in the free layer of a STVO: The vortex trajectory is partly outside the nanodisk.

6. 1 .Figure 6 . 2 .:

 162 Figure 6.2.: Characteristic measurement of the described G-and C-state regime. (a) Measured frequency spectra and (b) basic extracted properties of the oscillation vs. I dc . (b.i) Emission power, (b.ii) linewidth FWHM, (b.iii) nonlinear parameter ν, and (b.iv) average sample resistance R 0 .

6 .Figure 6 . 3 .:

 663 Figure 6.3.: Frequency spectra vs. I dc in different measurements showing a G→C-state transition. In (a.i) the frequency spectra for different current values in or close to the transition are shown.

Figure 6 . 4 .:

 64 Figure 6.4.: Measured heterodyne voltage signal vs. time in the transition regime at different current values, corresponding to the spectra shown in fig. 6.2. The given frequencies (blue) are average values over the corresponding marked sequence.

6 .Figure 6 . 5 .:

 665 Figure 6.5.: Measured heterodyne voltage signal vs. time in the transition regime at different current values, corresponding to the spectra shown in fig. 6.3b. The given frequencies (blue) are average values over the corresponding marked sequence.

Figure 6 . 6 .

 66 Figure 6.6.: (a) Evolution of the transition range between G-and C-state with the applied magnetic field µ 0 H ⊥ . (b) Frequency vs. µ 0 H ⊥ at constant dc current values.

1 .

 1 The dimension of the STVO's free layer (nanodisk diameter 300 nm, 7 nm thick NiFe free layer) is discretized into 86 × 86 × 1 cells. A NiFe saturation magnetization of 8 • 10 5 A/m, exchange stiffness A ex = 1.3 • 10 -11 J/m, and damping α = 0.01 are chosen. In order to solve the LLGS equation of magnetization dynamics (see chpt. 2), a standard Runge-Kutta 4/5 ODE solver has been used.

6 .Figure 6 . 7 .:

 667 Figure 6.7.: Micromagnetic simulation of the magnetization dynamics revealing the nature of gyrotropic (G) and C-state and their transition. (a) Frequency evolution and radius of the vortex core trajectory with applied dc current. (b) Planar magnetization m 2 x + m 2 y vs. time at different current values. (c) Magnetization distribution in the nanodisk at different times t i < t i+1 , i ∈ N, within one period of the C-state at I dc = 18.6 mA. Simulations are conducted with a field-like torque efficiency of ξ f l = 0.4 at T = 300 K (a-b) and at T = 0 K (c).
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 68 Figure 6.8.: Micromagnetic simulation of the discrete G-to C-state transition with field-like torque ξ f l = 0.4 without thermal noise.

Figure 6 . 9 .

 69 Figure 6.9.: Micromagnetic simulation without field-like torque and thermal noise: Frequency evolution and magnetic states as a function of the applied current I dc .

Figure 6 .

 6 Figure 6.10.: Response of the different dynamic states to an external rf signal at frequency around 2f c . (a) Frequency spectra of the measured sample with transition between G-and C-state. (b) Frequency response to the external signal at I dc = 9 mA and P ext = -9 dBm. (c) Effective nonlinear parameter ν and range of frequency locking.
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 26 Figure 6.11.: (a) Phase noise curve at 17 mA with fitted flicker noise part. (b) Flicker noise level vs. dc current in the C-state regime corresponding to fig. 6.2.

Figure 6 .

 6 Figure 6.12.: (a) Noise PSD with RTN fit on the phase noise data at 11.8 mA, and (b) RTN parameters of the phase noise fits.

Figure 7 . 1 .:

 71 Figure 7.1.: Basic concept of a PLL: Stabilization of the STNO by locking the phase of the divided oscillator signal to a fixed reference (b). (a) depicts the feedback loop to achieve that: The phase difference between divider output and reference signal is detected by a phase frequency detector (PFD); the Loop filter outputs a proportional DC correction current → oscillator tuning through df /dI → Phase noise improvement within PLL bandwidth.

Figure 7 . 2 .

 72 Figure 7.2.: The PLL-chip with its components, developped by M. Kreissig, TUD.

Figure 7 . 3 .:

 73 Figure 7.3.: Measured power spectra of a type b STVO vs. dc current I dc . Applied out-of-plane field µ 0 H ⊥ = 455 mT.
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 31 . The PLL feedback current was directly injected into the STVO, which showed a tunability of usually df /dI ≈ 10 MHz/mA, as can be seen in fig.7.3. In figure7.4, the main achievement of this study is shown. By exploiting the PLL feedback on the sample, we could increase the radiofrequency amplitude by 25 dB up to -19 dBm/MHz and decrease the FWHM from ∼ 1 MHz down to < 1 Hz, nominally our resolution limit (fig.7.4a).

Figure 7 . 4 .:

 74 Figure 7.4.: Results of the STVO within the PLL circuit; comparison with and without PLL. (a) Spectrum. (b) Phase noise. A significant improvement of the rf properties is achieved.

Figure 7 . 5 .:

 75 Figure 7.5.: Phase deviation from the mean phase with and without PLL. µ 0 H ⊥ = 455 mT (black, red), 310 mT (blue).
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 276 Figure 7.6.: Radiofrequency output characteristics of the combined system STVO + PLL for different parameter sets. (a) Phase noise PSD. (b) Frequency power spectra. Same colors in (a) and (b) match.

Figure 7 . 7 .:

 77 Figure 7.7.: Measurement results of a uniform STNO in the PLL circuit. (a) Noise spectral density for different parameters. (b) PLL operation rf signals.

Figure 7 . 8 .:

 78 Figure 7.8.: Phase noise PSD for different PLL coupling parameters γ and divider ratios n. The black curve represents the free-running STNO.

Figure 7 . 9 .:

 79 Figure 7.9.: Representation of the synchronization phase slip dynamics in the periodic potential V (ψ). Here, ∆ω < 0 determines a preferred direction of the slips.

Figure 7 .

 7 Figure 7.10.: Drift and diffusion coefficients v e and D e in the periodic potential V as a function of coupling strength E and frequency mismatch F .

b)Figure 7 . 11 .:

 711 Figure 7.11.: Phase noise (PN) PSDs covering the parameter space of ν, n and p . (a) PN for different coupling coefficients p . (b) PN for different parameter values ν at n = const = 1. (c) PN for different parameter values n at ν = const = 10. The green curve in (b) and (c) is the same one. The following constant values are chosen: F = 0, f p = 1 • 10 7 Hz, FWHM = 450 kHz = 2(1 + ν 2 )∆f 0 = D/(2π), and, if not explicitely indicated differently, ν = 10, p = 0.025, n = 1.

8. 1 .Figure 8 . 1 .:

 181 Figure 8.1.: Mutual synchronization of two STVOs connected in parallel. STVO 2 is kept constant at I dc,2 = 6.89 mA and f c ≈ 262.5 MHz while STVO 1 is swept through its current values I dc,1 (a-b): Measured spectra vs. I dc,1 for the dephasing values ∆φ τ = 0 (a) and ∆φ τ = 0.7π (b). (c) Measured locking range vs. the dephasing between the two STVOs, controlled through a delay line. µ 0 H ⊥ = 325 mT.

Figure 8 . 2 .:

 82 Figure 8.2.: Power evolution of the synchronized STVOs with dephasing ∆φ τ (a) in the experiment, and (b) theoretically. (a) Peak power 4(p 1 + p2 ) for the synchronized and (p 1 + p2 ) for the unsynchronized case are indicated by gray lines. (b) Also the cosine term defining the locking range ∼ cos( βφ ) is shown.

8 .F 4 Figure 8 . 3 .:

 8483 Figure 8.3.: Characteristics of the mutually synchronized system compared to the single STVOs, coupled (i.e. electrically connected) and uncoupled. ∆φ τ = 0, I dc,2 = const = 6.89 mA. (a) Evolution of the frequencies with I dc,1 and exemplary spectra at given current values. (b)Evolution of power and linewidth in the coupled system; also theoretical expectations for complete locking/no locking are given (gray lines).

Figure 8 . 4 .

 84 Figure 8.4.: Noise PSD (amplitude (AN) and phase noise (PN)) comparison of the two uncoupled STVOs (blue, green) with the synchronized regime at different currents I dc,1 (reddish, gray). Right-hand graphs show zoom-ins of the left-hand graph, which spans a large frequency range. ∆φ τ = 0, I dc,2 = const = 6.89 mA.

Figure 8 . 5 .:

 85 Figure 8.5.: Peak voltage distribution (a) and voltage time signals (b) for different current values I dc,1 . ∆φ τ = 0, I dc,2 = const = 6.89 mA.

8 . 6 ,Figure 8 . 6 .:

 8686 Figure 8.6.: Phase deviation from the mean phase for different synchronized or nonsynchronized signals at different current values I dc,1 . The inset is a zoom-in. ∆φ τ = 0, I dc,2 = const = 6.89 mA.

FFigure 8 . 7 .

 87 Figure 8.7.: (a) Rf emission characteristics of an STVO array of up to 8 oscillators, without attenuation. Upper: Emission power and lower: spectral linewidth. Red lines are fitting curves with theoretical expectations. (b) Phase difference of two coupled STVOs. Their coupling strength is modified through attenuation by 0 db (no attenuation), -10 dB, or -13 dB.

Figure 8 . 8 .:

 88 Figure 8.8.: System of 2, 4, 6 and 8 synchronized STVOs: (a) Positive (logarithmic) amplitude distribution and (b) phase noise (PN) and amplitude noise (AN) characteristics.

123 8 .Figure 8 . 9 .:

 889 Figure 8.9.: Theoretical evaluation of amplitude and phase noise (AN and PN, respectively) for a single oscillator or no coupling (Ω = 0) and a coupled network of 2 STVOs (with coupling strength Ω = 2.5 MHz).

Figure 8 . 10 .:

 810 Figure 8.10.: Phase drift v e (eq. (7.10)) vs. the frequency detuning ∆ω for different values of the oscillator diffusion D and fixed normalized coupling E = 0.5.

Figure 8 .

 8 Figure 8.11.: Parameters of 2 STVOs electrically connected in series vs. dc current I dc,2through STVO 2 (a-e) compared to the parameters of the single oscillators. The dc current through STVO 1 is set to I dc,1 = 11 mA, the applied out-of-plane magnetic field to µ 0 H ⊥ = 460 mT. Shown are the coupled frequency spectra (a), integrated power (b), linewidth FWHM (c), frequency (d), peak power (e), and the noise PSD vs. the frequency offset from the carrier at I dc,2 = 11.55 mA (f).

2 Figure 9 . 1 .:

 291 Figure 9.1.: Measurement data of 2 STVOs coupled through rf field line above the nanopillar.Coupled frequency spectra (a), integrated power (b), linewidth FWHM (c), frequency (d), and STVO 1 frequency spectra (e) vs. dc current I dc,1 through STVO 1 are shown and compared to the parameters of the single oscillators, coupled and uncoupled. The dc current through STVO 2 is set to I dc,2 = 9 mA and the applied out-of-plane magnetic field to µ 0 H ⊥ = 355 mT. Also the noise PSD vs. the offset frequency from the carrier is shown (f).

9. 2 .Figure 9 . 2 .:

 292 Figure 9.2.: Frequency spectra of the two coupled STVOs alone, i.e. the current in the other STVO is turned to 0.

133 9 .Figure 9 . 3 .:

 993 Figure 9.3.: Frequency spectra of the coupled system vs. current I dc,1 in STVO 1 and for different currents I dc,2 in STVO 2: I dc,2 = (a) 7.95 mA, (b) 8.0 mA, (c) 8.05 mA, (d) 8.1 mA, (e) 8.2 mA, (f) 8.5 mA. In (a-b) the critical current I c,1 of the single STVO 1 is additionally marked.

I dc, 2

 2 at different I dc,1 = const In fig. 9.4, we present the same dataset as before in fig. 9.3, but plot the frequency spectra vs. the current I dc,2 in STVO 2 while leaving I dc,1 = const in STVO 1 constant.

9. 2 .Figure 9 . 4 .:

 294 Figure 9.4.: Frequency spectra of the coupled system vs. current I dc,2 in STVO 2 and for different currents I dc,1 in STVO 1.

3 ) 3 .Figure 9 . 5 .:

 3395 Figure 9.5.: Frequency spectra of the coupled STVOs. (a) Sweeping I dc,1 at I dc,2 = const = 6.2 mA and (b) sweeping I dc,2 at I dc,1 = 0 mA.

9. 3 .Figure 9 . 6 .:

 396 Figure 9.6.: Frequency spectra vs. time: Efficiently manipulating STVO 2's stability by directional movement in the parameter space. I dc,2 = const = 6.12 mA and I dc,1 = 0 → 6.4 → 0 → 9 → 0 mA.

9 . 2 PowerFigure 9 . 7 .:

 9297 Figure 9.7.: Frequency spectra vs. time: Stochastic manipulation of STVO 2's steady state stability by directional movement in the parameter space through stochastic regions. I dc,2 = const = 6.2 mA and I dc,1 = 0 → 7.2 → 0 → 7.2 → 0 mA.

9 . 8 ,Figure 9 . 8 .:

 9898 Figure 9.8.: Stochastic properties of the coupled system at I dc,2 = 6.064 mA as a function of I dc,1 : Probability to observe stable steady state oscillations (a) and mean stable oscillation duration before state switch (b). In (c), the corresponding spectra for a 140 ms time segment are shown.
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Figure 9 . 9 .

 99 Figure 9.9.: Frequency (a-b) and linewidth (c-d) evolution of the coupled system for (a,c) frequency attraction and linewidth repulsion and (b,d) frequency repulsion and linewidth attraction. Free-hand lines in graphs(c,d) are guide to the eye. Also the exceptional points (EPs) are marked.

, 1 1 Figure 9 .

 119 Figure 9.10.: STVO 1 critical current I c,1 evolution as a function of the current I dc,2 in STVO 2 for different sweeping directions.

Figure 9 . 11 .:

 911 Figure 9.11.: Schematic eigenvector geometry of A(µ) for (a) µ > 0, (b) µ = 0, and (c) µ < 0.

β 1 2 Figure 9 . 12 .:

 12912 Figure 9.12.: Eigenvalues as a function of current I dc,1 in a simplified coupled oscillator model for purely conservative coupling Φ = 0 (a), additional dissipative contributions Φ = 0.2 (b) and Φ = 0.4 (c), and purely dissipative coupling Φ = π/2 (d).
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 23 Phase variance ↔ autocorrelation relationUsing this, it follows:

r 1 /

 1 f (t) that has a 1/f 1 flicker noise PSD and is scaled by a factor λ. This random process B. Details to the Thiele-equation simulation R = 187.5 nm nano-dot radius D 0 = 4.28 • 10 -15 kg.rad -1 .s -1 linear damping coefficient ξ = 0.6 nonlinear damping coefficient G = 2.0 • 10 -13 kg.rad -1 .s -1

5 . 1

 51 of chapter 5, the noise PSD of the injected dc current I ST O (t) in the simulation follows a 1/f relation for a broadband frequency bandwidth.

Figure C. 1 .:

 1 Figure C.1.: Real and imaginary parts of the eigenvalues λ as a function of frequency Ω. At Ω = κ, the imaginary parts of λ ++ and λ -+ coalesce in an exceptional point.

Fig. C. 1

 1 Fig. C.1 shows real and imaginary parts of the eigenvalues in eq. (C.3). We find an exceptional point at Ω = κ, where the imaginary parts of λ ++ and λ -+ coalesce and thus λ ++ = λ -+ .

λ 4 = -λ 3 .

 43 The exceptional point occurs at κ = β, when λ 1 = λ 3 = iΩ. Let us plot real and imaginary parts of λ 1 , ..., λ 4 as a function of one of the parameters Ω, κ, β. One meaningful case is to change β while keeping Ω and κ fixed, shown in fig. C.2. the eigenvalues take the following values:

)Figure C. 2 .:

 2 Figure C.2.: Real and imaginary parts of the eigenvalues λ as a function of β.

Fig. C. 2

 2 Fig. C.2 shows real and imaginary parts of the eigenvalues λ. It appears clearly that

D. 1 .

 1 Bruit de scintillement 1/f à faible décalage fréquentiel de la porteuse dans les oscillateurs spintroniques à base de vortex Low offset frequency 1/f flicker noise in spin torque vortex oscillators

1 AFFigure D. 1 .:

 11 Figure D.1. : Mesure du bruit de scintillement 1/f dans une STVO. (a) La forme spectralecaractéristique du bruit de phase et du bruit d'amplitude aux décalages élevés de la porteuse est dominée par le bruit thermique, tandis qu'aux décalages proches de la porteuse elle est dominée par le bruit de scintillement 1/f . L'encadré montre le régime dominé par le bruit thermique et illustre la conversion du bruit d'amplitude en bruit de phase en raison de la non-linéarité. (b) Différents termes contribuant au niveau de bruit de scintillement : Pour le bruit de phase de scintillement, la contribution du bruit de phase de scintillement pur est dominante par rapport au terme de conversion, contrairement au régime de décalage fréquentiel plus élevé, comme illustré dans l'encadré de (a).

Figure D. 2 .:D. 2 .

 22 Figure D.2. : Évaluation théorique de la contribution du bruit de scintillement de phase pure. Aux courants de biais I dc 6 mA, le niveau de bruit de scintillement diminue avec I dc en raison de l'évolution non linéaire du volume d'oscillation magnétique actif, puis sature et augmente à I dc 6 mA en raison de la proportionnalité classique de Hooge ∼ I 2 dc . Notez que le paramètre de Hooge α H n'est pas encore pris en compte ici.Comme le montre la figure D.2, nous constatons que le bruit de scintillement des oscillateurs à transfert de spin, en particulier dans les STVOs mais extensible à d'autres STNOs, est déterminé par la nonlinéarité du système dans la plage des courants opérationnels avec forte accordabilité en fréquence. Nous montrons également que cette conclusion devient moins valable dans le régime de très grande force motrice sur le coeur du vortex (c'està-dire un courant appliqué impor-

5 PFigure D. 3 .:

 53 Figure D.3. : Influence du bruit de scintillement et du bruit thermique (a) sur les caractéristiques du PSD de bruit du STVO obtenues en simulation et (b) sur la forme spectrale de l'oscillation, dérivée théoriquement. Sous bruit thermique seulement, l'oscillation a une forme spectrale lorentzienne, qui devient une forme de Voigt si l'on tient également compte du bruit de scintillement.(c) La dépendance expérimentale de la forme spectrale par rapport à la durée de la mesure est due au temps de corrélation du bruit de scintillement.

Figure D. 4 .:

 4 Figure D.4. : Simulation micromagnétique de la dynamique de l'aimantation révélant la nature de l'état gyrotropique (G) et C et leur transition (a-b) : Dans l'état C, le coeur du vortex n'est pas à l'intérieur du nanodisque pendant une partie de la période. La transition est stochastique. (a) : Évolution de la fréquence et du rayon de la trajectoire du coeur du vortex avec un courant appliqué continu. (b) Magnétisation planaire en fonction du temps à différentes valeurs de courant. (c) Spectres expérimentaux montrant des régimes des états G et C avec transition.

Figure D. 5 .:

 5 Figure D.5. : Résultats du STVO dans le circuit PLL ; comparaison avec et sans PLL. (a) Spectre. (b) Bruit de phase. Une amélioration significative des propriétés rf est obtenue.

Figure D. 6 .

 6 Figure D.6. : PSD du bruit (bruit d'amplitude (AN) et de phase (PN)) : comparaison des deuxSTVOs découplés (bleu, vert) avec le régime synchronisé à différents courants I dc,1 du STVO 1 (rougeâtre, gris). Les graphiques de droite montrent les zooms du graphique de gauche, qui couvre une large gamme de fréquences. Le courant à travers du STVO 2 est réglé à I dc,2 = const = 6.89 mA. Dans le régime synchronisé, on constate une diminution du bruit de phase et une forte augmentation du bruit d'amplitude.

Figure D. 7 .

 7 Figure D.7. : (a) PSD théorique du bruit : diminution du bruit de phase et augmentation du bruit d'amplitude en raison des conversions croisées du bruit intrinsèque avec couplage Ω > 0. (b) Distribution de la tension de crête avec asymétrie due au (c) potentiel de synchronisation périodique V (ψ), avec ψ la différence de phase des oscillateurs.

5 C r i t i c a l c u r r e n t I c , 1 Figure D. 8 .

 5c18 Figure D.8. : (a) Spectres d'oscillation expérimentaux. Le courant continu d'alimentation I dc,1 dans le STVO 1 est réglé sur une valeur constante tandis que I dc,2 est balayé. Dans une certaine région (5.3 -8 mA), l'oscillation cesse en raison du couplage entre les deux oscillateurs. (b) Théoriquement, l'occurrence de la mort d'amplitude est décrite par une partie réelle négative de la valeur propre correspondante. Le EP émerge là où les deux valeurs propres fusionnent dans le plan complexe. (c) L'encerclement expérimental du EP conduit à une dépendance directionnelle du courant critique pour le déclenchement d'oscillations stables. (d) Au voisinage du EP, on constate une stabilité stochastique des oscillations auto-entretenues. La probabilité de stabilité peut être contrôlée par les paramètres du système, ici I dc,1 .

SAF Co 60 Fe 20 B 20 (1.6) Co 40 Fe 40 B 20

  

			)	
	Ta		CuN(30)	Capping
	MgO(1)		Ta(10)	
	Fe 80 B 20 (4)	Ni 80 Fe 20 (7) Ta(0.2) Co 40 Fe 40 B 20 (1.5)	Ni 80 Fe 20 (7) Ta(0.2) Co 40 Fe 40 B 20 (2)	free layer
	MgO(1)	MgO(1)	MgO(1)	tunnel barrier
	Co 70 Fe 30 (0.8) Ru(0.86) Co 71 Fe 29 (2.5) PtMn(15)	Co 70 Fe 30 (0.5) (2.2) Ru(0.85) Co 70 Fe 30 (2) PtMn(20)	Co 40 Fe 40 B 20 (2.6) Ru(0.85) Co 70 Fe 30 (2.6) IrMn(6)	
	buffer	Ta(5) CuN(30) Ta(3)	Ru(5) Ta(5) CuN(50) Ta(5)	buffer

Table 3 .1.: Layer

 3 stack of the studied samples; layer-thicknesses [nm] are given in the brackets.

	Sample a is fabricated within a cooperation with the AIST, Japan; samples b and c within a
	cooperation with the INL, Portugal, and CEA Spintec, France.

  .1) additionally possess a 1 µm × 300 nm rf field line lithographed ∼ 300 nm above the nanopillar in order to facilitate an additional external control of the free layer dynamics through potential rf line Oersted fields. For the sample type a, the room temperature TMR values lie around 100 % with a resistance-area product of RA ≈ 4 Ω • µm 2 ; type b shows TMR ≈ 50 % with RA ≈ 1.5 Ω • µm 2 ; and type c TMR ≈ 100 % with RA ≈ 2 Ω • µm 2 .

	Presented experimental data in chpts. 4 & 5 are mainly measured on sample type a, in
	chpts. 6 & 7 on type b and in chpts. 8 & 9 on type c.
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	Figure 3.6.: Frequency mixing
	for determination of low offset fre-
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	is a rf current source.

  4.11a. The technique targets the voltage fluctuations at low frequencies, and not, as the method we use within this thesis, fluctuations at low offset frequencies, i.e. close to the carrier, and in this sense, it is well adapted for noise measurements on magnetic sensor devices. In fig.4.11, some results of these recent measurements, performed by M. Jotta Garcia, are summarized. They indicate a value of G 0 α H ≈ 10 -10 µm 2 in the vortex state of our sample, see fig.4.11b. Note that in fig.

  6.4, we show voltage-time signals captured in the transitory regime of fig. 6.2. It can be seen that the oscillator is mainly in the gyrotropic mode (5.5 MHz in fig. 6.4.a, corresponding to ∼ 337 MHz in fig. 6.2) at the beginning of the transition regime at 9.94 mA (fig. 6.4.a). At e.g. ∼ 8.5 µs, the signal shows a kink, which we interpret as a part of the oscillation in the C-state or even pinning at the disk boundary (in the sense of the C-state as shown in fig. 6.1) for a short moment of time. For a short time in the 6.1. Measurement of the new dynamic state
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  6.5a & 6.5b, we show time traces recorded corresponding to the spectra in fig.6.3b. At lower currents in the transition interval of this measurement (∼ [8.9; 10.5] mA), we observe voltage signals as shown in fig.6.5a. Here, the oscillation frequency is broader dispersed. Characteristically, we observe kinks in the signal as e.g. at 5 or at 5.3 µs and marked by green arrows in fig.6.5a, which is interpreted as a frequent state-change and/or pinning of the vortex core at the disk boundary. At higher currents in the transition interval (∼ [10.6; 12.5] mA), we find voltage time traces as shown in fig.6.5b. A stable oscillation with a specific frequency over a long range of time (∼ 100 µs) is observed.

  7. Stabilization of phase noise by a phase locked loop V , with preferred direction if there is a frequency mismatch. Thus, the phase noise PSD always readopts a 1/f 2 shape at low offset frequencies below a characteristic frequency if phase slips are present.At high diffusion D → ∞ (high temperature), the normalized magnitudes F & E tend to zero implying the modified Bessel function to equal one:D → ∞ ⇒ F , E → 0 ⇒ I iF/2 (E/2) → 1.Consequently, drift and diffusion correspond to the free-running oscillation: v e → ∆ω & D e → D and the periodic potential is negligible. → πEe -E . As a consequence, it means that at small detuning, phase drift v e and as well diffusion D e exponentially decrease with the coupling strength E, likewise decreasing the phase slip probability. This again agrees well with the performed measurements presented in sections 7.2 & 7.3.

	For large coupling E	1, the situation depends on the detuning F , as discussed above.
	At simultaneously small detuning F -2 10 2 1, it follows I iF/2 (E/2) 10 3 10 4 10 5 10 6 10 7 10 8 10 9 Offset Frequency [Hz]

  .11, synchronization is reached in a bandwidth of ∼ 2 MHz. Note that the two coupled oscillators do not exhibit the same rf characteristics: STVO 1 emits a much lower power (fig.8.11b,e) although having a lower linewidth FWHM than STVO 2 (fig.8.11c). Thus, the phase diffusion is obviously the important parameter in terms of asymmetrical synchronization: The two oscillators do not synchronize symmetrically, but STVO 2 rather adapts to the properties of STVO 1, the oscillator with the lower linewidth, when they synchronize. Output power and 8.5. Different coupling schemes

					Power [dBm/MHz]
			STO 1	
	Frequency [MHz]	308 309 310	STO 2 mutual	
		307		
			11.2	11.4	11.6	11.8
				Current [mA]

  table, we show the values of the magnetostatic confinement κ ms with nonlinear part κ ms , and the Oersted field confinement κ Oe with nonlinear part κ Oe . It is κ = κ ms + κ Oe I/(πR 2 ) and ζ =

κ ms +κ Oe I/(πR 2 )

Table B .1.:

 B Parameters used for the simulation of the vortex dynamics in presence of thermal and flicker noise.

  L'émergence de points exceptionnels (EPs) dans un problème de valeurs propres est étudiée dans un sens général en physique mathématique. Elle donne lieu à des phénomènes physiques intéressants dans des systèmes couplés et permet d'utiliser de nouvelles approches pour l'ingénierie de nouveaux types de capteurs et autres dispositifs. Simultanément, des oscillateurs spintroniques sont prêts à être déployés dans différents schémas d'application à l'échelle nanométrique et maintenant étudiés depuis plus d'une décennie. Ici, nous démontrons l'émergence des EPs dans les nano-oscillateurs à transfert de spin, ainsi que des régions d'extinction d'amplitude (oscillation death) et de dynamique complexe. Les effets des EPs et des phénomènes connexes dans ces oscillateurs spintroniques non linéaires montrent leur polyvalence et permettent de nouvelles approches non seulement pour des nouveaux phénomènes physiques mais aussi pour des applications potentielles, par exemple dans la technologie des capteurs spintroniques ou le calcul neuromorphique.

Complementary metal-oxide-semiconductor

GMR: Famous discovery in the late 1980s[START_REF] Baibich | Giant Magnetoresistance of (001)Fe/(001)Cr Magnetic Superlattices[END_REF][START_REF] Binasch | Enhanced magnetoresistance in layered magnetic structures with antiferromagnetic interlayer exchange[END_REF] . Details on the physical mechanisms can be found in any modern textbook on magnetism and spintronics (e.g.[START_REF] Thornton | Spin Electronics[END_REF] ) or in review articles (e.g.[START_REF] Barthélémy | Giant magnetoresistance in magnetic multilayers[END_REF] ).

TMR: First discovery and model by M. Jullière already in 1975[START_REF] Julliere | Tunneling between ferromagnetic films[END_REF] . Unappreciated until the discovery of GMR, it regained substantial attention thereafter. After theoretical efforts[START_REF] Slonczewski | Conductance and exchange coupling of two ferromagnets separated by a tunneling barrier[END_REF] , a major experimental breakthrough was achieved in 1994[START_REF] Moodera | Large Magnetoresistance at Room Temperature in Ferromagnetic Thin Film Tunnel Junctions[END_REF][START_REF] Miyazaki | Giant magnetic tunneling effect in Fe/Al2O3/Fe junction[END_REF] (∼ 18 % with amorphous Al 2 O

-barrier) and in the early 2000's[START_REF] Bowen | Large magnetoresistance in Fe/MgO/FeCo(001) epitaxial tunnel junctions on GaAs(001)[END_REF][START_REF] Yuasa | Giant room-temperature magnetoresistance in single-crystal Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Parkin | Giant tunnelling magnetoresistance at room temperature with MgO (100) tunnel barriers[END_REF][START_REF] Butler | Spin-dependent tunneling conductance of Fe|MgO|Fe sandwiches[END_REF] with considerably high TMR values > 100 % at room temperature with crystalline MgO-barrier (subsequently up to even > 600 % in Ref.[START_REF] Ikeda | Tunnel magnetoresistance of 604% at 300K by suppression of Ta diffusion in CoFeB/MgO/CoFeB pseudo-spin-valves annealed at high temperature[END_REF] ).

Measurements first concentrated on tunnel junctions based on amorphous aluminium oxide[START_REF] Moodera | Large Magnetoresistance at Room Temperature in Ferromagnetic Thin Film Tunnel Junctions[END_REF][START_REF] Miyazaki | Giant magnetic tunneling effect in Fe/Al2O3/Fe junction[END_REF][START_REF] Gallagher | Gang: Microstructured magnetic tunnel junctions (invited)[END_REF] with highest TMR values of ∼ 70 %[START_REF] Wang | 70% TMR at Room Temperature for SDT Sandwich Junctions With CoFeB as Free and Reference Layers[END_REF] . After the description of coherent tunneling (a spin-dependent filtering mechanism due to a coupling of Bloch states of the two FMs and the barrier) in crystalline barriers through density functional theory[START_REF] Butler | Spin-dependent tunneling conductance of Fe|MgO|Fe sandwiches[END_REF] , the focus shifted to epitaxially grown FM/MgO/FM structures[START_REF] Yuasa | Giant room-temperature magnetoresistance in single-crystal Fe/MgO/Fe magnetic tunnel junctions[END_REF][START_REF] Parkin | Giant tunnelling magnetoresistance at room temperature with MgO (100) tunnel barriers[END_REF] . Here, substantially higher TMR values could be reached, the so far highest of ∼ 600 % at room temperature[START_REF] Ikeda | Tunnel magnetoresistance of 604% at 300K by suppression of Ta diffusion in CoFeB/MgO/CoFeB pseudo-spin-valves annealed at high temperature[END_REF] .

see e.g. the non-conserved shape of the magnetic distribution, observed in Ref.[START_REF] Yu | Images of a Spin-Torque-Driven Magnetic Nano-Oscillator[END_REF] 

More complex models include more complex dependences of the magnetization distribution, as e.g. on ∂ (n) t X, introducing the vortex velocity or a vortex mass[START_REF] Mertens | Dynamics of Vortices in Two-Dimensional Magnets[END_REF] .

The so-called two vortex ansatz, proposed in Ref.[START_REF] Metlov | Stability of magnetic vortex in soft magnetic nano-sized circular cylinder[END_REF] , does the job in this context.

This usually includes the magnetostatic energy, tending to planarly align the magnetization, and the exchange interaction, favoring the vortex formation. In soft magnetic materials and typical geometries studied in this thesis, the vortex core radius is typically of the order of ∼

nm.

for typical dimensions with a small aspect ratio d/R

Note that this classification does not coincide with the pure mathematical definition, which calls an oscillator nonlinear if either the frequency or the damping rates depend on p. Indeed, in this sense, any auto-oscillator is nonlinear, since the damping rates must provide a limitation of the oscillation amplitude and therefore necessarily depend on p.

see section 2.5.3 below for further consideration of the thermal diffusion constant D n

Because of the fundamental importance of this theorem, some notes can be found in the appendix A.In the literature, it can be found e.g. in Refs.[START_REF] Bronstein | Taschenbuch der Mathematik. 7. vollständig überarbeitete und ergänzte Auflage[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] .

in the following, for sake of simplicity, referred to as SAF

Samples fabricated in cooperation with the International Iberian Nanotechnology Laboratory (INL), R. Ferreira's group, Braga, Portugal, and CEA Spintec, U. Ebels's group, Grenoble,

France.[START_REF] Merkel | Speech in the occasion of the German Day of Industry[END_REF] Samples fabricated in cooperation with the National Institute of Advanced Industrial Science and Technology (AIST), S. Yuasa's group, Tsukuba, Japan.

It originates from the magnetic distribution and is e.g. calculated in Ref.[START_REF] Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF] choosing a two vortex ansatz (TVA). The TVA assumes a second imaginary vortex outside the disk in order to satisfy a collinear magnetization at the disk boundaries[START_REF] Guslienko | Eigenfrequencies of vortex state excitations in magnetic submicron-size disks[END_REF] .

There are possibilities to circumvent this issue and to furthermore obtain sustained oscillations at zero magnetic field. E.g., the addition of an out-of-plane magnetized polarizing layer on top of the free layer, keeping the SAF as the reference layer uniformly in-plane[START_REF] Dussaux | Large amplitude spin torque vortex oscillations at zero external field using a perpendicular spin polarizer[END_REF] .

for e.g. injection locking to the external signal[START_REF] Lebrun | Understanding of Phase Noise Squeezing Under Fractional Synchronization of a Nonlinear Spin Transfer Vortex Oscillator[END_REF][START_REF] Hamadeh | Perfect and robust phase-locking of a spin transfer vortex nano-oscillator to an external microwave source[END_REF] , or spin-torque diode measurements[START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Tulapurkar | Spin-torque diode effect in magnetic tunnel junctions[END_REF][START_REF] Miwa | Highly sensitive nanoscale spin-torque diode[END_REF][START_REF] Naganuma | Electrical Detection of Millimeter-Waves by Magnetic Tunnel Junctions Using Perpendicular Magnetized L10-FePd Free Layer[END_REF] , or energy harvesting[START_REF] Fang | Spintronic nano-scale harvester of broadband microwave energy[END_REF] , or frequency detection[START_REF] Jenkins | Spin-torque resonant expulsion of the vortex core for an efficient radiofrequency detection scheme[END_REF][START_REF] Louis | Low Power Microwave Signal Detection With a Spin-Torque Nano-Oscillator in the Active Self-Oscillating Regime[END_REF] , or ...

for e.g. synchronization of multiple STNOs[START_REF] Kaka | Mutual phase-locking of microwave spin torque nano-oscillators[END_REF][START_REF] Locatelli | Efficient Synchronization of Dipolarly Coupled Vortex-Based Spin Transfer Nano-Oscillators[END_REF][START_REF] Lebrun | Mutual synchronization of spin torque nano-oscillators through a long-range and tunable electrical coupling scheme[END_REF] , or neuromorphic computing[START_REF] Torrejon | Neuromorphic computing with nanoscale spintronic oscillators[END_REF][START_REF] Romera | Vowel recognition with four coupled spin-torque nano-oscillators[END_REF] , or ...

larger than the frequency fluctuations within the FWHM

Eq. (2.20) and Ref.[START_REF] Slavin | Nonlinear Auto-Oscillator Theory of Microwave Generation by Spin-Polarized Current[END_REF] 

for a derivation of the relation see also appendix A

In fact, the notation f c or ω c denotes the carrier frequency in the other chapters. Only in this chapter it is used as a cutoff frequency.

The simulations are performed in close collaboration with Philippe Talatchian.

"Voltage controlled oscillator"

Chair for Circuit Design and Network Theory, Technische Universität Dresden, 01062 Dresden, Germany

see e.g. the Analog Devices HMC834LP6GE fractional-N PLL with integrated PLL[286] 

mainly defined by the frequency divider, where counting errors are raised at high phase fluctuations, as elaborated in Ref.[START_REF] Tamaru | Influence of output power of a spin torque oscillator on phase locked loop operation[END_REF] 

But they differ in the frequency shift between the free running frequency and the targeted frequency of the PLL, further discussed in section

7.6.[START_REF] Livingston | The Future Impact of Artificial Intelligence on Humans and Human Rights[END_REF] In-plane magnetized STNO TMR junctions of IrMn/CoFeB/Ru/CoFeB/MgO/CoFe/CoFeB stack composition. For more details on the sample, see e.g. Refs.[START_REF] Houssameddine | Spin transfer induced coherent microwave emission with large power from nanoscale MgO tunnel junctions[END_REF][START_REF] Quinsat | Amplitude and phase noise of magnetic tunnel junction oscillators[END_REF][START_REF] Quinsat | Injection locking of tunnel junction oscillators to a microwave current[END_REF] .

From now on, we will rather use n instead of 1/N to not confound with the equally designated nonlinear frequency shift parameter N , in the following used in the latter sense.

neglecting higher order terms and adding a fluctuation process

It is referred to Refs.[START_REF] Pikovsky | Synchronization: A Universal Concept in Nonlinear Sciences[END_REF]209] , where this type of stochastic differential equation, mentioned already for the unperturbed case in sec. 2.6.1, has extensively been studied.

In metrology, time & frequency and hence synchronization are a fundamental concept.

deducing the electrically injected rf current whose spin transfer force expression is described through eq.(2.13) 

In detail, we measure ν 1 = 1.66, f p,1 = 13.2 MHz and ν 2 = 1.77, f p,2 = 13.1 MHz. The nonlinearity here is rather small. Signal analysis is performed as elaborated in sec. 2.4 and chap. 3.

The only difference is a larger coupling constant Ω = 2 MHz to make the variation around the stable values in the in-phase and out-of-phase synchronization regimes clearer.

An Ornstein-Uhlenbeck noise process is a Gaussian noise process with zero mean and specific non-zero correlation time[START_REF] Coffey | The Langevin Equation: With Applications in Physics[END_REF][START_REF]Noise in Nonlinear Dynamical Systems[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] .

which are similar to the type a samples, but with a 6 nm thick free layer and slightly different SAF

AIST, Tsukuba, Japan

Type c samples; the same sample generation as in secs. 8.1-8.2.

In the framework of the nonlinear auto-oscillator model, the synchronization equation is actually written as an effective Kuramoto-type equation[START_REF] Tiberkevich | Phase-locking and frustration in an array of nonlinear spin-torque nano-oscillators[END_REF][START_REF] Georges | Impact of the electrical connection of spin transfer nanooscillators on their synchronization: an analytical study[END_REF] .

The eigenvalues result from the system's linearization around the fixpoint through its Jacobi matrix and form a complex conjugate pair.

The findings of the previous sections likewise apply to the measurements presented here, only the discrete values cannot be directly compared.

in the definition of W.D. Heiss[370] 

Dipartimento di Ingegneria Elettrica, Università di Napoli "Federico II", Naples, Italy.

For clarification see example d in appendix C.1.4

Magnetic Random Access Memory

"Agence nationale de la recherche", French national research agency

"Voltage controlled oscillator"
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A

Relation of fundamental magnitudes

In this annex, we derive some fundamental relations used within the thesis.

A.1. Wiener-Khintchine-theorem

The Wiener-Khintchine-theorem states that the power spectral density (PSD) S x (ω) of a stationary random process x(t) is the Fourier transform of its autocorrelation function K x (t) [START_REF] Coffey | The Langevin Equation: With Applications in Physics[END_REF][START_REF] Risken | The Fokker-Planck Equation[END_REF] :

The theorem is also valid for steady functions of periodic signals and thus can also be applied on a noisy periodic signal.

A.2. Phase variance ↔ phase noise relation

Taking the Wiener-Khintchine theorem, the autocorrelation of the phase fluctuations δφ can be expressed through the phase noise PSD. By using also the definition of the autocorrelation, we obtain:

We define the phase difference at times t and τ :

C

Exceptional points

C.1. Case studies to the eigenvalues of exceptional points

In the following, we present some examples highlighting the properties of exceptional points. Our aim is to provide a differentiation between degenerate and exceptional states.

C.1.1. Example a

Consider the matrix (from Kato [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] ):

The two eigenvalues are branches of the double-valued analytic function (1+µ 2 ) 1/2 . Thus, s = n = 2 and the exceptional points are µ = ±i where A(±i) has only the eigenvalue 0.

Notice that, if we are considering a problem in which the parameter µ is real (for instance the value of an external field or an injected current, etc.), the exceptional point of this example is not experimentally "reachable" as it is purely imaginary.

C.1.2. Example b

Consider the matrix (from [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] ):

In this case, the eigenvalues are two distinct analytic functions ±µ, which cross at the exceptional point µ = 0 where A(0) has only the eigenvalue λ = 0. In this example, the exceptional point is reachable also when µ ∈ R.

C.1.3. Example c

Consider the matrix:

where a is a given complex number. There is only the eigenvalue λ = a for all values of µ. This is an example of a permanently degenerate matrix. There are no exceptional points.

C.1.4. Example d

Consider the matrix (from [START_REF] Kato | A Short Introduction to Perturbation Theory for Linear Operators[END_REF] ):

where a, b are two given complex numbers. There are two eigenvalues λ = a -µ and λ = a, so s = 2, and one exceptional point for µ = 0, where A(0) has only the eigenvalue a.

Note that µ = 0 is an exceptional point both for b = 0 and b = 0. In this respect, we notice that at the exceptional point, the matrix A(µ) can be either diagonalizable (b = 0) or non-diagonalizable (b = 0). Toutefois, cette non-linéarité est également à l'origine de la faible cohérence spectrale des oscillateurs, ce qui est un des obstacles jusqu'à présent dans les développements applicatifs. Cette thèse vise à fournir une compréhension plus approfondie du bruit du STNO sous l'influence de la non-linéarité.

Généralisable à tous les types d'oscillateurs spintroniques, nous avons étudié à la fois expérimentalement et théoriquement la contribution du bruit de scintillement en 1/𝑓 dans le signal proche porteuse de STNO à base de vortex. Par ailleurs, l'influence de ce type de bruit sur la forme spectrale de l'oscillation a été étudiée et des moyens potentiels d'améliorer efficacement la cohérence sont proposés. Un autre axe de ce travail a été consacrée à l'étude du couplage et de la synchronisation de plusieurs STNOs, puisque ces capacités facilitent différents schémas d'application dans les technologies prospectives. En effet, au-delà de la synchronisation, de nouveaux phénomènes complexes sont démontrés et étudiés expérimentalement, tels que l'émergence de points exceptionnels dans le système couplé. En résumé, les résultats obtenus ouvrent de nouvelles perspectives non seulement pour la recherche fondamentale sur les STNOs, mais aussi pour de nouveaux types d'applications futures. Along with the STNO's nano-size, radiation-hardness, frequency tunability, low energy consumption and CMOS compatibility, their key characteristics is their strong nonlinearity, which opens up the path to various interesting physical phenomena. However, their nonlinearity also causes the oscillators' poor spectral coherence, which so far limits their applicability in real practical devices. This PhD thesis aims at providing a deeper understanding of the STNO's noise in the framework of nonlinearity. Generalizable to all types of spintronic oscillators, we experimentally and theoretically study the contribution of 1/𝑓 flicker noise at low frequency offsets in vortex based STNOs. We discuss the influence of this type of noise on the oscillation's spectral shape and demonstrate potential means for efficient coherence improvements. Moreover, this PhD thesis is also dedicated to the coupling and synchronization of several STNOs, since these capabilities facilitate different applicational schemes in prospective technologies. Indeed, beyond synchronization, novel complex phenomena are experimentally demonstrated and studied, such as the emergence of exceptional points in the coupled system. In summary, the obtained results open up new perspectives not only for the fundamental research on STNOs, but also for novel types of future applications.