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The main objective of this thesis was to study the corrosion behavior of 17-4 PH stainless steel 

fabricated by selective laser melting (SLM). It was conducted in the SMS Materials and mechanical 

engineering R&D center (LGF laboratory) of Mines Saint-Etienne (France). 

 

This work was motivated by the growing demand of additively manufactured materials, specifically of  

selective laser melted alloys. Additive manufacturing is a relatively new technology that allows 3D 

objects to be fabricated layer by layer according to a computer-aided design (CAD). SLM is a technique 

of additive manufacturing, which utilizes high power laser to melt metallic powder to produce  3D 

objects. SLM is still in its development period and there are still many limitations for this technology,  

including the availability and price of powders, the limited choice of materials, sanitary issues and 

problems in the recyclability of powders. In addition, another very important issue is the durability of  

the SLM-ed materials in service conditions, which is still unclear and not fully explored. The durabil ity 

of SLM-ed steels was our point of interest is in this PhD study. 

 

After defining the context of this thesis, the choice of the material had to be done, which depended 

on the availability of the powder and the ease of fabrication by SLM technique. The 17-4 PH stainless 

steel was selected for this study, because it responded to those criteria. In addition, it is one of the  

most used materials in the SLM fabrication and thus it was easy to find industrial partners able  to 

produce SLM-ed 17-4 PH steel with optimized process parameters. Thus, the durability study was 

conducted on SLM-ed 17-4 PH steels having limited porosity and appropriate mechanical properties 

compared to its wrought counterpart. What motivated our study is also the limited research on this 

SLM-ed steel so far, in particular concerning its durability. 

 

The durability is a very wide and complex subject, but obviously, due to the limited time of the PhD, 

we had to choose specific types of conditions and environments. Our first choice was to investigate 

the electrochemical corrosion because it is the most encountered type of corrosion during service of  

stainless steels, including 17-4 PH steel. The electrochemical characterization was done in a typical  

acidic medium containing 30 g/l NaCl, which is close to the seawater concentration and already used 

a lot in corrosion research. Our second choice was to study the hydrogen embrittlement (HE), that i s a 

crucial problem to address since hydrogen is likely to enter the material as soon as corrosion reactions 

occur at the surface during service. In addition, high strength steels as the one studied here  are  

expected to be sensitive to hydrogen embrittlement. We thought it would be interesting to investigate 

how a high strength material produced using SLM would be affected by HE. 

 

It was a deliberate choice in this study to work in a comparative manner: the different series of  

experiments were always conducted on both the SLM-ed material and the conventional wrought 
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material. Several SLM-ed materials were studied; they were obtained from different industrial 

partners. A list of the different materials, including SLM-ed and wrought, is provided in Appendix 1. 

 

This thesis is divided into four main chapters. The first chapter is the literature review and the three 

following chapters present the work done during this PhD thesis. 

The first chapter presents a review on additive manufacturing with particular interest on selective laser 

melting (SLM) process and the microstructures obtained by SLM. This was followed by a literature  

review on the microstructure of wrought and SLM-ed 17-4 PH steels. The corrosion of stainless steels 

and some corrosion measurements techniques were then  discussed. A literature review on the  

corrosion of SLM-ed stainless steels, wrought and SLM-ed 17-4 PH steels were presented. A 

presentation on hydrogen embrittlement (HE) was given, which included hydrogen-metal interaction,  

hydrogen diffusion and trapping and  HE mechanisms. A literature review on  HE of ferritic and 

martensitic steels, the effect of strain rate and yield strength on HE and subcritical crack growth was 

conducted. 

The second chapter of this thesis is dedicated to the study of the microstructure of SLM-ed 17-4 PH 

steel in the as-built state. It was expected that the resulted microstructure would be different from i ts 

wrought counterpart, due to the high thermal rates and the complex thermal history experienced 

during SLM. Optical microscopy, X-ray diffraction, scanning electron microscopy equipped with 

electron backscatter diffraction and energy-dispersive X-ray spectroscopy were all used in this study.  

In addition, a comparison of microstructures was made between wrought and SLM-ed steels.  A 

detailed analysis was conducted to fully understand this unique SLM-ed microstructure. Dilatometry 

measurements were done in order to identify the phase transformations in this steel at high 

temperatures. Furthermore, microstructures of 17-4 PH steels obtained by different SLM machines 

were also observed in order to generalize and ensure reproducibility of the results. As shown in this 

chapter the microstructures obtained in the as-built state are very unique and different from the  

conventional martensitic microstructure of the wrought 17-4 PH steel. One approach could have been 

to heat treat the SLM-ed material to make it "as similar as possible" to the wrought material. This i s 

not the approach we followed. In contrast, we thought that the unique microstructure obtained from 

SLM was very interesting from the academic point of view. This is the reason why the corrosion studies 

presented in the following chapters were conducted on the SLM-ed steel without any treatment likely 

to recover the usual microstructure of 17-4 PH steel. 

 

The third chapter of this thesis focused on the corrosion properties of the SLM-ed 17-4 PH steel ,  

specifically the electrochemical behavior. First, the microstructures of wrought steel and two SLM-ed 

steels (as-built and after solution treatment) were identified, which included their phase constitutions, 
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their inclusion, and their porosity contents. Secondly, anodic scans were performed on all three  

materials in acidic chloride containing environment. As the corrosion behavior is directly related to the 

microstructure, it was very important to correlate the electrochemical results with the observed 

microstructures. Furthermore, X-ray photoelectron spectroscopy was used to confirm the correlation 

between surface composition and corrosion behavior. 

 

The fourth chapter of this thesis continue the investigation of the corrosion properties of the SLM-ed 

17-4 PH steel, specifically the hydrogen embrittlement. The materials studied were both wrought and 

SLM-ed steels that were subjected to an overaging treatment at 580°C for 4 hours. As usual, their 

microstructures were first reviewed. This was followed by tensile testing in air for smooth and notched 

specimens. Slow strain rate tests (SSRT) were then  performed under cathodic charging in acidic 

chloride solution. Comparisons were made between the stress-strain curves in air and under hydrogen 

charging for both wrought and SLM-ed steels, in order to evaluate the degree of hydrogen 

susceptibility for each steel. The effect of strain rate and pre-charging on hydrogen susceptibility were  

also investigated. The fracture surfaces were observed after each test. Moreover, electrochemical  

permeation tests were conducted to reveal the hydrogen diffusion distance during SSRT. The analysis 

consisted of correlating the SSRT results and the observed fractographs to the charging conditions and 

the microstructures. The hydrogen embrittlement mechanisms of each material were also discussed, 

in a comparative way. 

The three main chapters of this manuscript are presented as self-consistent papers. Each of them 

contains a short literature review, in addition to the general literature review presented at the  

beginning of the manuscript. 
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1.1 Additive manufacturing  

Additive manufacturing (AM) also known as 3D-printing refers to the technologies that builds a three-  

dimensional object by adding material layer by layer according to computer-aided design (CAD) model . 

As opposed to traditional “subtractive” fabrication methods where the finished part is obtained by 

removing material from a block part by cutting and/or drilling, AM requires almost no tooling in order 

to produce a functioning part. This technique is capable of building parts having very complex 

geometries that usually are difficult or  sometimes impossible to  be fabricated by conventional 

manufacturing processes [1–4]. In addition, AM presents a lot of potential benefits such as reducing 

the fabrication time and making economies in material by minimizing the waste. Thus, due to i ts 

various advantages, AM has been developing and growing rapidly in the past few years. By 2016, the  

global 3D printing market reached nearly US$ 3.7 billion and is expected to grow at a compound annual  

growth rate of 23% for the period of 2016-2021 [5]. 

 

This technology was first introduced in the late 1980 as rapid prototyping solution and was later 

evolved to rapid tooling and manufacturing. In the early stages, AM was used for rapid prototyping 

such as building prototype parts for testing and assessment, fabricating models for art and medical  

uses and casting patterns. As development and improvement of AM technology continued to grow, 

indirect and direct tooling emerged as a new method of fabrication of tools, molds and dies [6]. More  

recently, AM has been adopted for building near-net shape and end-use products [2,3]. Its application 

has broadened to include biomedical industries, aerospace, civil engineering, automobile and even 

fashion industries [3,7]. A wide range of materials can be used in AM including plastics, polymers, 

metals, concrete, ceramics and human tissue. Depending on the state of the material used, AM can be 

divided into 3 main groups: liquid based such as fuse deposition modelling, solid based such as 

laminated object manufacturing and powder based such as selective laser sintering [8]. AM 

incorporates different processes that can be classified into seven different categories [1,9]: 

 

1- Binder jetting (BJ) where a liquid binding agent is printed into thin layer of powder particles to 

join them together. An example of BJ process is 3D inkjet technology. 

2- Directed  energy  deposition (DED)  where  focused  thermal  energy  melts  materials  during 

deposition. Examples of this process are laser engineered net shaping and 3D laser cladding. 

 

3- Material extrusion (ME) where material is pushed out through a nozzle and deposited layer by 

layer. The most common example of ME is fuse deposition modelling. 

4- Material jetting (MJ) where material is jetted from a nozzle on the build platform using 

continuous or drop on demand method. 
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5- Powder bed fusion (PBF) where a laser or electron beam source selectively fuses a powder 

layer deposited on the build platform. Examples of PBF are electron beam melting (EBM) and 

selective laser sintering (SLS) or melting (SLM). 

 

6- Sheet lamination (SL) where sheets or ribbons of material are bonded together. Examples of  

this process are ultrasonic additive manufacturing and laminated object manufacturing. 

7- Vat photopolymerization (VP) where liquid polymer in a vat is light-cured. 

 
AM is still an evolving technology and many researches are being done in order to improve the  

profitability and the quality of produced materials. However, there are still some limitations for this 

technology, which includes poor surface quality due to “stair-stepping” effect, the limited number of  

materials that can be used, poor repeatability and powder availability [3,10]. In addition, the 

microstructures obtained are usually different from their wrought counterparts. Thus, their 

mechanical and corrosion properties need to be thoroughly examined before their use in service [11]. 

 

1.2 Selective laser melting  

Selective laser melting (SLM) is the most widely used AM technique which is based on powder bed 

fusion. SLM is a relatively new technology that appeared in the late 90’s. It has developed from rapid 

prototyping to direct manufacturing. This is mainly because SLM is capable of producing near-net 

shape “fully” dense material that can reach a density of 99.99% and requires few post-processing 

stages [12,13]. This leads to significant gain in production rate and cost due to the elimination of  

expensive post-processes. In addition, materials produced by SLM can have comparable mechanical  

properties to their cast counterparts. The materials that are being used in this process include copper,  

aluminum, micro-alloyed steels, stainless steels, superalloys, titanium and their composites [12]. 

 

As for all AM techniques, SLM process begins with the preparation of CAD data. It is then converted to 

StereoLithography (STL) files before being uploaded to the SLM machine. The building process begins 

by deposing a thin layer of metal powder onto the building plate in the building chamber. Then, a high 

energy laser source melts selectively certain region of the laid powder according to the processed CAD 

data. Then, another powder layer is deposited above the previous one, and the laser scans the powder. 

The process repeats itself until building the required part (Figure 1. 1). Once the building process i s 

complete the excess powder is removed and the part is cut from the substrate plate [12]. 
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Figure 1. 1: Schematic representation of the Selective Laser Melting (SLM) process [14]. 
 
 
 

 
 

All the building process is done in the building chamber where an inert gas is purged, usually argon or 

nitrogen, in order to avoid oxygen contamination and subsequent oxidation. The building chamber can 

be heated to minimize the thermal stresses caused by the large thermal gradients and cooling rates.  

In addition, a pre-heating of the substrate plate (200–500°C) can also be done for the same reason 

[12]. Powder parameters should be considered during the process since they can affect the final part 

quality. The powder particle size, size distribution, shape, density are among many other powder 

parameters. Gas-atomized powders are usually adopted due to their high sphericity as compared to 

water atomized powders (Figure 1. 2). A spherical powder shape is desirable for better powder packing 

density and consequently better final part density. A wider range of powder particle size provides 

higher powder bed density and generates smoother side surface finish [15]. The powder particle size 

usually varies between 1 and 100 µm [16]. Finer powder size will lead to an improved surface 

roughness, but can reduce powder flowability. Thus, a compromise should be achieved between good 

flowability for coarser particles and better surface finish for finer particles [15,17]. 
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Figure 1. 2: (a) Gas-atomized powder and (b) water-atomized powder of 316L stainless steel [15]. 

 
 
 

Furthermore, a large number of process parameters should be optimized to obtain a nearly fully dense 

functioning part. The most important parameters include laser power, laser speed, layer thickness and 

hatch spacing. Figure 1. 3 depicts a schematic representation of these parameters. The commonly used 

laser system for SLM is Nd:YAG fiber laser (λ~10.6 µm), with a power varying between 50 and 1000 W. 

The laser operates in continuous mode [16]. The beam diameter/spot size can typically vary between 

30 to 1000 µm [18]. By increasing the laser beam diameter, the SLM build rate is improved but at the  

cost of precision and surface roughness [19]. The laser scan speed usually varies from some dozen 

mm/s to some thousand mm/s [20], while the layer thickness ranges between 20 to 100 µm [12]. The  

“stair-stepping” effect is more visible with higher layer thickness [16]. The hatch spacing is the distance  

between neighboring scan vectors that allows a certain degree of re-melting of the previous track 

[18,19]. At high hatch spacing, i.e. at insufficient overlap of adjacent melt pools, lack of fusion occurs 

which leads to high porosity content [19]. These parameters are almost never varied independently, 

but rather their combinations are adjusted. For instance, they can be combined into one parameter 

called laser energy density E (J/mm3) [15]: 

� 
� = 

𝑣ℎ� 

Where P is the laser power (W), v is the scanning speed (mm/s), h is the hatch spacing (mm), and t is 

the layer thickness (mm). The laser energy density has a direct effect on the densification of the f inal 

part and consequently its mechanical properties. Figure 1. 4 depicts the operating window as a 

function of laser power and scan speed. In this window, the laser energy is efficiently absorbed by the  

powder and produces a stable melt pool of optimum size with good fusion with the previous layer, 

while avoiding excessive re-melting [21]. This will lead to a fully dense part. However, for a very low 

energy density (low laser power, high scan speed), the melt pool is small leading to unmelted powder 
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and high lack of fusion porosity content. In contrast, for very high energy density (high laser power, 

low scan speed), the penetration of the laser into the metal is too deep leading to keyhole formation.  

In this regime, the melt pool is unstable and the vaporization of material and trapping of gas take place.  

At very high power and speed, the melt pool tends to disconnect into metal balls. This phenomenon is 

called, the balling effect [21]. As can  be seen, the melt pool size is dependent on  the process 

parameters. Ref. [22] gives an example of melt pool size for 316L stainless steel: for 200 W of laser 

power, 50 µm of layer thickness, 75 µm of beam diameter, 400 mm/s of scan speed and 75 µm of hatch 

spacing, the width of the melt pool is 221 µm and the depth is 81.4 µm. By comparing the depth of the  

melt pool with the layer thickness, a re-melting of previous layer can be noticed [22]. 

 

 
 

Figure 1. 3: SLM process parameters: laser power, scanning speed, hatch spacing and layer thickness [12]. 
 

 
 

Figure 1. 4: Schematic representation of the operating window as a function of laser power and scan speed [21]. 
 

The laser scanning strategy also have an effect on the quality of the final part. Figure 1. 5 shows some 

examples of scanning strategies. These scanning strategies can influence the thermal history during 
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SLM and consequently alter the material properties including crystallographic texture, anisotropy [23]  

and residual stresses [24]. 

 

 
 

Figure 1. 5: Schematic representation of laser scanning strategies (a) 45° Alternating (b) 90° Alternating (c) Chessboard 
Scanning [24]. 

 

After fabrication of the part, post-processing tasks are required to produce a functioning part. The first 

post-process is the removal of the materials that surround the part by brushes or compressed air [25].  

It is usually followed by a heat treatment to relieve residual stresses, before the removal of the  

substrate and the rigid extra structures that connect the part to the substrate. This is usually done by 

using metal cutting techniques such as milling, band saws [16]. Furthermore, the surface roughness 

obtained from the SLM process can vary from several µm to more than one hundred µm, depending 

on the optimization of process parameters [26]. The typical roughness value of as-built SLM parts i s 

between 10 and 30 µm, which is significantly higher than the value obtained by traditional mechanical 

methods (<1-2 µm) [27]. Thus, post-processes are needed to flatten the surface such as bead blasting,  

wet or dry sanding and hand polishing. In addition, hot isostatic pressing may also be applied to 

eliminate the pores [16,25]. 

 

1.2.1   Microstructures of SLM-ed materials 

During the SLM process, the metal powder first undergoes rapid solidification in the order of  105 -  

106 K/s. Then, the solidified melt pool will be re-melted and subjected to multiple rapid heating and 

cooling (105-106 K/s) due to adjacent laser scans and the melting of the upper layers [11,28]. Hence,  

the rapid thermal rates experienced during SLM will result in microstructures usually different from 

their wrought counterparts. Some studies have reported dislocation cell sub-structures (Figure 1. 6)  

[29–31], high residual stresses in the order of several hundred MPa [32,33] and highly 

crystallographically textured columnar grains (Figure 1. 7) [34–37]. In Figure 1. 7, coarse grains can be 

observed that extend over several powder layers along the build direction due to epitaxial growth. 

Furthermore, the microstructures might also have different phase constitution and elemental 

segregation, compared to wrought materials [38,39]. The latter is due to the high solidification rates 

that result in dendritic or cellular morphology of the solid/liquid interface. Figure 1. 8 shows elemental 
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segregation of Mo and Cr in the as-built SLM-ed 316L steel. Concerning phase constitution of SLM-ed 

metals, some studies found that duplex stainless steels fabricated by SLM resulted in a mono-phase 

ferritic microstructure in contrast to the dual phase structure of their wrought counterparts [30,40].  

This was attributed to the retention of delta ferrite. All these findings prove that the as-built SLM-ed 

microstructure is none other than the retained solidification structure. As mentioned earlier, some 

metallurgical defects may be formed such as hot tear cracks, entrapped gas porosity and lack of fusion 

porosity (Figure 1. 9) [41,42]. However, by optimizing the process parameters, the porosity level can 

be significantly reduced. For example, a residual porosity of <0.05 vol% was reached for SLM-ed 

Ti6Al4V [43]. Based on these findings, the mechanical and corrosion behaviors of the SLM-ed steels 

are expected to be different from their wrought counterparts. 

 
 

 

Figure 1. 6: Bright field TEM image of the dislocation structures observed in the as-built 316L steel fabricated by SLM 
[29]. 

 

 
 

Figure 1. 7: IPF map obtained by EBSD of as-built 316L steel fabricated by SLM showing highly textured columnar coarse 
grains. The build direction is vertical [36]. 
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Figure 1. 8: A high-angle annular dark-field scanning TEM image with corresponding energy-dispersive spectroscopy (EDS) 
maps showing segregation of Mo and Cr to the solidification cellular walls in the as-built 316L steel fabricated by SLM 

(LAGB: low angle grain boundaries) [39]. 
 

 
 

Figure 1. 9: Examples of defects that can form in SLM materials: (a) porosity, (b) balling and (c) hot tears [41]. 

 

1.3 17-4 PH stainless steel  
 

1.3.1  Wrought 17-4 PH stainless steel 

The material used in this study is 17-4 PH stainless steel. It is the most popular grade of precipitation 

hardenable stainless steel due to its high tensile strength, fracture toughness and corrosion resistance.  

It is widely used in a variety of applications, including oil field valve parts, chemical process equipment, 

aircraft fittings and pump shafts [44]. This steel contains 15-17.5% Cr, 3-5% Ni and 3-5% Cu. 

 

Wrought 17-4 PH steel exhibits a martensitic microstructure supersaturated with copper after a 

solution heat treatment at about 1040-1050°C in the austenite domain, followed by cooling to room 

temperature. Figure 1. 10 shows a typical martensitic microstructure of wrought 17-4 PH steel with 

martensite lathes inside the prior austenitic grains [45]. The martensitic matrix exhibits a very high 

dislocation density  ~4 × 1015 �−2   [46].  Some  minor  fraction of  δ  ferrite  can  also be  observed 
[44,47,48]. In addition, NbC carbides and inclusions such as MnS are present in the solution annealed 

condition [49,50]. Typically, this steel is used after an aging treatment in the range 480-620°C. This 

aging treatment results in strengthening by precipitation of copper-rich particles. 17-4 PH steel attains 

its peak hardness and strength after 1 hour maintain at 480°C, as shown in Figure 1. 11 [44]. In the  

early stages of aging treatment, copper precipitates are coherent with the martensitic matrix. As the  

time progresses, copper precipitates continue to grow and transform to incoherent FCC particles. The  

typical size of the copper rich precipitates in the coherent state is about 2-5 nm (Figure 1. 12). For 
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example, after an aging treatment at 400°C for 100 hours, the size of the copper precipitates is around 

3 nm [49]. As for the incoherent copper precipitates their size can reach some dozens nm. An aging 

treatment at 620°C for 4 hours results in an average size of copper particles of about 30 nm [44].  

Furthermore, the chromium concentration in 17-4 PH stainless steel is within the solid state miscibil ity 

gap. As a result, a phase decomposition of the martensite into chromium-rich α’ and iron-rich α phases 

is expected to occur below 550°C after long time aging. This decomposition induces hardening of  the  

steel [51,52]. In addition, reverted austenite can form with the aging treatments at temperatures 

above 550°C. No significant effect of reverted austenite on the mechanical properties and impact 

toughness of the material has been observed [53]. However, the maximum content of reverted 

austenite measured in this study was about 4%. 

 

 
 

Figure 1. 10: Optical micrograph of wrought 17-4 PH steel showing a typical martensitic microstructure [45]. 
 

 
 

Figure 1. 11: The evolution of the hardness with aging time at various temperatures [44]. 
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Figure 1. 12: (a) FEG-TEM bright field image and corresponding diffraction patterns for (b) copper precipitate obtained 
from the specimen aged at 480 ◦C for 1 h and (c) the matrix [44]. 

 

The phase transformation martensite/austenite in this steel has been a subject of many researches 

[44,45,54–58]. It was found that the martensite to austenite transformation during heating begins at 

approximately 650°C and it is achieved  at approximately 1000°C. During cooling, the displacive 

martensitic transformation occurs between 130°C and room temperature [45]. However, there was 

little to no investigation concerning the phase transformation at very high temperatures (i.e. between 

1000°C and 1400°C) in this steel [54]. Thus, it is currently not known in which phase (either austenite  

or δ ferrite) this steel solidifies. 

 

1.3.2  SLM-ed 17-4 PH steel 

The first part of this thesis deals with the microstructure of 17-4 PH steel obtained by SLM process.  

Several research groups studied the microstructure of SLM-ed 17-4 PH steel and the influence  of  

process parameters. For instance, Murr et al. [59] found that the powder atomization in an argon (Ar)  

environment produced martensitic powders. In contrast, in a nitrogen (N2) environment, the 

microstructure of atomized powder was primarily austenite. The SLM fabrication using either 

austenitic or martensitic powders in an Ar environment resulted in a mostly martensitic 

microstructure, according to the authors. In contrast, after SLM fabrication in N2 environment, the  

microstructure of the part was similar to the powder microstructures (either austenitic or martensitic)  

[59]. They attributed the retained austenite to the presence of nitrogen that stabilized this phase. In 

addition, the observed microstructures had columnar grains elongated in the direction of construction 

(Figure 1. 13). Rafi et al. [60], Starr et al. [61] and Cheruvathur et al. [38] had similar observations.  

Furthermore, they found a dendritic-cellular solidification structure due to the high cooling rates 
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experienced during SLM. Cheruvathur et al. [38] also reported microsegregation of elements that led 

to the presence of an austenite phase enriched with austenite stabilizers. 

 

Based on these findings, the powder atomization and the SLM fabrication environments should be  

chosen carefully, because of their significant effect on the phase constitution of SLM-ed 17-4 PH steel .  

In this study, an argon environment was used during the SLM construction. According to the literature  

[59–61], the microstructure should be mainly martensitic regardless of the powder atomization 

environment. In these reports, the phase analysis was done by X-ray diffraction and optical 

microscopy. By using X-ray diffraction, these authors were able to identify the BCC and FCC phases.  

However, this technique is not capable of distinguishing between martensite and possible δ ferri te,  

since both phases have a BCC structure. Furthermore, even though the microstructure was considered 

martensitic, the optical micrographs observed by Murr et al. [59] didn’t reveal a typical martensi tic 

microstructure with lathes (Figure 1. 13). Thus, based on these reports, the microstructure of as-bui lt 

SLM-ed 17-4 PH steel fabricated under an argon environment was not clearly identified and further 

investigation should be done. 

 

 

 
Figure 1. 13: 3D optical micrograph of as-fabricated 17-4 PH steel in argon environment using argon atomized 17-4 PH 

steel powder. Arrow shows the build direction [59]. 
 
 

 
 

1.4 Corrosion of stainless steels  

Stainless steels are widely used in a variety of applications such as food processing, petrochemical 

plants and transportation industries, due to their high strength and good corrosion resistance. They 
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are iron-based alloys that contain at least 11% chromium. This chemical composition is necessary to 

develop an adherent chromium-rich oxide surface film, which acts as a barrier to metal surface  

corrosion in atmospheric and aqueous environment. This oxide film forms and heals itself in the  

presence of oxygen [62]. The stability of the passive film is determined by its composition, thickness 

(typically 1-3 nm) and structure. For an alloy containing 15% chromium, the chromium content in the  

passive film can be as high as 80% [63]. The passive film on stainless steel can be mainly divided into 

two layers: exterior layer formed by iron hydroxide and an interior layer formed by chromium oxide 

[64]. The latter has the protective properties. The passive film also changes depending on  the 

environment: it can grow, dissolve and adsorb or incorporate anions [65]. The presence of certain 

anions such as chlorides and sulphates may be detrimental to the film stability and lead to pit initiation.  

Although stainless steels have good corrosion resistance, they can still be subjected to corrosion in 

some environments and conditions. Depending on the environment, there are mainly two types of  

corrosion: wet and dry. In this study, the focus will be on wet (aqueous) corrosion, which occurs by 

electrochemical mechanism. The phenomenon usually consists of anodic oxidation of metallic 

substances and the cathodic reduction of environmental substances. The anodic reaction of the metal  

is of the form: 

� → ��+ + ��− 

The ions ��+  are transferred to the solution and the released electrons are conducted through the 
metal to the cathodic area where they are consumed by the following cathodic reaction: 

𝑋𝑦+ + ��− → 𝑋 

The typical reduction reactions in aqueous solution are hydrogen evolution: (2𝐻+ + 2�− → 2𝐻) in 
acidic solution and oxygen reduction: (�2 + 2𝐻2 � + 4�− → 4�𝐻−) in neutral  solution or (�2 + 
4𝐻+ + 4�− → 2𝐻2�) in acidic solution. For the corrosion to occur, four requirements must be met 
[66]: 

 
1. An anodic site for oxidation reaction, 

2. A cathodic site for reduction reaction, 

3. An electric circuit in the metal for connection between the two sites, 

4. An ionic circuit in the aqueous solution or connection between the two sites 

 
The most common forms of corrosion in aqueous environment for stainless steels are: pitting 

corrosion, crevice corrosion, general corrosion, stress corrosion cracking, intergranular corrosion and 

galvanic corrosion [67]. General and pitting corrosions in aqueous environment are the two types of  

corrosion that are relevant to the present study. 
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1.4.1  General corrosion 

General corrosion, also called uniform corrosion, is the most common form of corrosion and i s 

responsible for most of the material loss. During this type of corrosion, the anodic and cathodic 

reactions take place all over the electrode surface but not simultaneously at the same place. These  

reactions exchange places constantly. The general corrosion proceeds evenly over the entire exposed 

surface or over a large fraction of the total surface. This will result in general thinning of the material  

(Figure 1. 14). However, this type of corrosion is not recognized as dangerous since it can be simply 

predicted and can be prevented by different protection methods [68]. For stainless steels, general 

corrosion occurs when they are in contact with acidic mediums at pH lower than their depassivation 

pH, which de-stabilize the passive layer. 

 

 

 
Figure 1. 14: Schematic representation of general corrosion of stainless steels in acidic solution. 

 
 

 
 

1.4.2  Pitting corrosion 

In contrast to general corrosion, pitting is a form of localized corrosion where small specific sites on 

the metal surface is attacked, while the rest of the surface remains passive. Pitting in stainless steels i s 

often due to chloride ions. The latter penetrates the protective oxide film at specific sites and leads to 

its breakdown. Anodic reaction occurs at the specific site, while cathodic reactions take place at the  

protected surface (Figure 1. 15). The pitting corrosion normally initiates at some microstructural 

defects or discontinuities in the passive film caused by inclusions, grain boundaries and dislocations 

[69]. Pitting is a dangerous form of corrosion because it cannot be predicted and sometimes cannot 

be detected due to small, narrow pits. Performance of stainless steels in the area of pitting is usual ly 

assessed using the pitting resistance equivalent number (PREN). The higher the PREN number, the  

more resistant the material is supposed to be. The PREN number is determined by the nitrogen,  

molybdenum and chromium contents [67]: 

�𝑅�� = %�� + 3.3(%��) + 16(%�) 
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Figure 1. 15: Schematic representation of pitting corrosion of stainless steels. 

 

1.4.3  Corrosion measurement techniques 

Many techniques are used to assess the corrosion  behavior of stainless steels in the laboratory 

including measurement of corrosion potential (Ecorr) versus time, potentiodynamic polarization, linear 

polarization, electrochemical impedance and electrochemical noise measurement. In the second part 

of this thesis, the first two techniques were used to study the corrosion behavior of 17-4 PH stainless 

steel and will be explained more in details. 

 
1.4.3.1  Open circuit potential (OCP) 

 

Open circuit potential (OCP), also called corrosion or rest potential, is the potential that indicates the  

tendency of a metal to electrochemical oxidation in a corrosive medium [70]. It is not characteristic of  

the metal like the thermodynamic equilibrium potential, but instead depends on the experimental 

conditions such as the pH, oxygen content, concentration of specific anions and temperature of the  

aqueous solution, and the surface state of the metal. At this potential, the exchange of the whole  

charges between the metal and the solution is at the equilibrium. Nevertheless, the kinetics of  

oxidation and reduction reactions may differ due to the evolution of the density of active surfaces and 

the evolution of the local environment, notably the pits [67,71]. The variation of OCP with time is an 

indication of changes in the nature of the surface of the metal. Figure 1. 16 shows the main shapes 

that the curves of OCP versus time can take: 

 

a) OCP increases steadily with time to more positive values, indicating the passivation of the 

metal by formation of a protective oxide film, 

b) OCP become more and more negative indicating a continuous attack of the metal, 

c) OCP first becomes more negative then tends to positive values. This is an indication of an 

attack followed by passivation, 
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d) OCP first becomes positive then tends to negative values. This indicates the presence of  a 

protective film at the immersion. The film develops for a certain duration, and then it i s 

attacked leading to its destruction. 

 

 

 
Figure 1. 16: Most common shapes of the OCP versus time curves [71]. 

 

 
 

 

1.4.3.2  Potentiodynamic polarization 
 

In a potentiodynamic polarization experiment, the driving force (i.e. the potential) for anodic or 

cathodic reactions is controlled, and the net change in the reaction rate (i.e. the current) is observed.  

The potentiostat measures the current which must be applied to the system in order to achieve the  

desired increase in driving force [72]. A schematic representation of a typical anodic polarization curve  

of stainless steels in acidic medium is given in Figure 1. 17.a. As the potential increases from the  

cathodic potentials, there is a region (active region) where the current density increases, which 

corresponds to the general oxidation/dissolution of the steel. The current density reaches a maximum 

and then decreases. In the passive region, the steel dissolution is much slower or is passive due to the  

formation of a protective oxide film. As the potential further increases, the current density increases 

due to pitting or oxygen evolution or transpassive metal dissolution [72,73]. Figure 1. 17.b shows the  

evolution of the anodic characteristic of stainless steels when decreasing the pH and increasing the 

chloride content. It can be seen that the passivity range decreases and the anodic current increases,  

which indicates a loss in passivity. 
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Figure 1. 17: (a) Typical anodic polarization curve of stainless steels exhibiting passivity, (b) evolution of the anodic 
characteristic of stainless steel when decreasing the pH and increasing the chloride content [73]. 

 

 
 
 

1.4.4  Corrosion of SLM-ed stainless steels 

Corrosion studies of SLM-ed stainless steels have principally been reported on 316L austenitic stainless 

steel [11,74–81]. Chao et al. [74] and Sun et al. [75] investigated the corrosion behavior of SLM-ed 

316L stainless steel in 0.6 M NaCl and found that the SLM-ed steel was more resistant to pitting 

corrosion compared with its wrought counterpart. This behavior was attributed to the absence of MnS 

inclusions in the SLM-ed steel. Similarly, Lodhi et al. [76] found that SLM-ed 316L had higher barrier 

properties of the passive film, which was associated to the fine polygonal shape grain structure and 

the absence of MnS inclusions. The effect of porosities on pitting of the SLM-ed 316L steel  was 

investigated by Sun et al. [77] and Sander et al. [78]. The porosity values varied between 1% and 7% in 

the work of Sun et al. [77]. They found that the pitting potential and the repassivation potential were  

lower in the SLM-ed steel. This was attributed to the presence of porosities. On the other hand, Sander 

et al. [78] reported better pitting resistance for the SLM-ed steel and no trend in pitting potential with 

the increase of porosity. However, in this work the porosity values varied between 0.01% and 0.4%. 

Zhang et al. [79] studied the corrosion behavior of SLM-ed 316L steel by potentiodynamic anodic 

polarization in 3.5 wt. % NaCl solution. They found that corrosion potential was decreased with higher 

porosity content. Trelewicz et al. [80] found that SLM-ed 316L was less resistant in 0.1 M HCl due to 

inhomogeneous solute distribution, non-equilibrium microstructures and porosity. In general, in case  

of well controlled porosity content, the SLM-ed 316L steel had better corrosion resistance than i ts 

wrought counterpart, mainly due to the absence of MnS inclusions. 
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1.4.5  Corrosion of wrought 17-4 PH steel 

Mudali et al. [82] studied the localized corrosion behavior of 17-4 PH steel in acidic chloride solution 

and sulfuric acid solution. Three different states were compared: solution annealed, aged and 

overaged. It was found that in acidic chloride medium, the aged steel exhibited passivity while the  

annealed and overaged states corroded uniformly. This was attributed to the presence of coherent 

copper precipitates that formed a protective copper oxide film and to the stress relieved martensitic 

matrix. However, the absence in passivity for the annealed state was attributed to the unaged 

(stressed) martensite, while for the overaged  state it was attributed to the incoherent copper 

precipitates, M23C6 carbides and reverted austenite. Moreover, they found that localized corrosion 

occurred at the inclusions such as MnS  inclusions. Syrett et al. [83] also  studied the effect of 

microstructure on the pitting corrosion of 17-4 PH steel. Their results indicated that the microstructure 

had little to no effect on pitting, in particular the retained austenite and untempered martensite . 

However, the comparison was made only between two overaged states at different temperatures 

(tempered martensitic matrix) and the effect of copper was not discussed. 

 

1.4.6  Corrosion of SLM-ed 17-4 PH steel 

The second part of this thesis addresses the corrosion behavior of SLM-ed 17-4 PH steel by 

electrochemical means. Only few researches were found in the literature that investigated this subject.  

These studies performed electrochemical tests in almost similar chloride concentration solutions.  

Stoudt et al. [84] reported an improved corrosion resistance of SLM-ed 17-4 PH steel after a solution 

heat treatment compared with the wrought steel. This behavior was attributed to a finer martensi te  

lath structure, more homogeneously distributed NbC precipitates and a more stable passive film. On 

the other hand, Schaller et al. [85] reported a reduced passivity range and active corrosion of the SLM- 

ed 17-4 PH steel compared to the wrought counterpart. This reduced corrosion resistance is attributed 

to the presence of porosity. The results presented by Stoudt et al. and Schaller et al. are contradictory.  

Hence, further investigation should be done by considering all the microstructure characteristics of  

SLM-ed 17-4 PH such as phase constitution, porosities, precipitations, inclusions and elemental 

distribution. Irrinki et al. [86] studied the effect of processing parameters and powder characteristics  

on the corrosion behavior of SLM-ed 17-4 PH steel. It was found that the density and consequently the 

corrosion resistance were improved by the increase in energy density. Finer powders gave better 

material density and corrosion resistance than coarser powders for the same laser energy level . 

Moreover, the corrosion resistance of SLM-ed 17-4 PH was superior compared to the wrought steel. 
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1.5 Hydrogen embrittlement  

The third part of this thesis consisted of studying the hydrogen embrittlement (HE) of SLM-ed 17-4 PH 

stainless steel compared to the wrought steel. HE of materials was first recognized in the early 1870s.  

Since then, there has been intensive work to understand and characterize the HE phenomenon [87].  

Many types of materials are susceptible to HE including high strength steels, high manganese-steel,  

aluminum alloys, titanium, magnesium and magnesium alloys [88]. The HE damage can be assessed by 

many manifestations such as a loss of ductility, reduction in tensile and fatigue strength and impact 

toughness. 

 

Depending on the source of hydrogen, HE can be divided into two main groups [87]: 

 
1. Hydrogen-environment embrittlement (HEE) involves cracking of materials under stress in 

hydrogen containing environment through hydrogen adsorption and absorption. The focus of  

this study is the HEE. 

2. Internal hydrogen embrittlement in contrast takes place in the absence of hydrogenated 

environment. It involves the pre-existing hydrogen in the material that entered during 

fabrication and processing of materials. 

 

1.5.1  Hydrogen-metal interaction 

 
1.5.1.1  Hydrogen adsorption and absorption 

 

The hydrogen adsorption on the metallic surface usually depends on the hydrogen containing 

environment (gaseous or liquid environment). In this study, the hydrogen was introduced by 

electrochemical charging in an aqueous acidic environment. During cathodic charging in acidic 

solutions, the hydrogen is present in the form of protons. The hydrogen adsorption occurs 

electrochemically, i.e. assisted by the potential, by reduction of hydrated protons according to Volmer 

reaction [89–91]: 

+ + �− + � → �𝐻 

𝐻ℎ𝑦 ��� 

The adsorbed hydrogen on  the surface  can either  be absorbed by the metal or desorbed  by a 

recombination to form H2 gas. The hydrogen desorption from the metal surface is supposed to occur 

through two possible paths: 

 

A chemical desorption (Tafel reaction): 

�𝐻���  + �𝐻���  → 𝐻2(�)  + 2� 
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An electrochemical desorption (Heyrovsky reaction): 

�𝐻��� +  𝐻+ + �−  → 𝐻2 + � 

The atomic hydrogen transfer from the surface to the bulk occurs by a pure chemical reaction: 

�𝐻��� → 𝐻��� + � 

1.5.1.2  Hydrogen diffusion 
 

Once the hydrogen is absorbed, it can either be present in  solid  solution  or trapped at some 

microstructural defects. Due to its small volume, hydrogen in solid solution can diffuse easily.  The  

presence of microstructural defects such as grain boundaries and dislocations can also facilitate the 

hydrogen transport or induce trapping. 

 
1.5.1.2.1 Lattice diffusion 

 

Due to its small size, the hydrogen diffuses easily between interstitial sites (octaedric and tetraedric)  

inside the metallic material. The lattice diffusion consists in series of jumps from one interstitial si te to 

another. For the jump to occur, a sufficient activation energy is required to overcome the energetic 

barrier. The main driving force for the diffusion is the concentration gradient [92]. In the ideal case  of  

diffusion, i.e. without trapping and under concentration gradient, the hydrogen diffusion obeys Fick’s  

laws: 

 

𝜕 
𝐽 = −� 

𝜕 
𝜕 𝜕2� 

𝜕   
= � 

𝜕  2 

Where  J  is  the  hydrogen  flux,  D  is  diffusion  coefficient  for  the  ideal  case,  C  is  the  hydrogen 

concentration, t is the time and x is the distance in the diffusion direction. However, the diffusion can 

also be controlled by other gradients such as chemical potential, stress, electrical potential  and 

temperature [92,93]. 

 
1.5.1.2.2 Short-circuit diffusion 

 

The role of grain boundaries and dislocations in the hydrogen transport process is complex. These  

defects could slow the hydrogen diffusion by acting as trapping sites. However, they can also act as 

short-circuits and therefore enhance the hydrogen diffusion [92]. The contribution of grain boundaries 
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and dislocations to a faster diffusion process is limited to metals where the diffusion is relatively slow 

such as austenitic stainless steels and nickel alloys [94]. 

 
1.5.1.2.3 Hydrogen transport by moving dislocations 

 

This concept was first proposed by Bastien and Azou [95]. They suggested the trapping of hydrogen by 

dislocations and their transport in the form of “Cottrell atmosphere” by moving dislocations. Under 

dynamic plastic deformation, the transport of hydrogen by moving dislocations may occur faster than 

lattice diffusion and can be a critical component in establishing the local conditions that promote  

failure. Thus this concept can be considered when the lattice diffusion is too slow to account for the  

observed cracking velocity [96]. Evidence of hydrogen transport by moving dislocations has been 

proposed in several experimental works [97–99]. 

 
1.5.1.3 Hydrogen trapping 

 

From a thermodynamic point of view, a trapping site is considered as a site where hydrogen can lower 

its chemical potential. In order to escape a trap, hydrogen requires an energy substantially larger than 

lattice migration energy to overcome the energetic barrier of a trap. According to this energetic barrier, 

traps can be classified into reversible and irreversible traps [100]. Any microstructural defect inside 

the material such as dislocations, grain  boundaries, particles and  vacancies can  act as trap for 

hydrogen. The effect of hydrogen trapping in material is to increase the apparent hydrogen solubili ty  

and to decrease the apparent diffusivity [101]. 

 

1.5.2  HE mechanisms 

Over the years, multiple mechanisms have been proposed for the hydrogen embrittlement of metals.  

In this part, the possible mechanisms that are expected to occur in martensitic stainless steels are  

discussed. 

 

A decohesion theory was first proposed by Pfeil in 1926 [87]. The hydrogen-enhanced decohesion 

(HEDE) mechanism was then developed by Troiano in 1959 and was later improved by Oriani [102].  

Troiano suggested that interatomic bonds were weakened by the donation of hydrogen 1s electron to 

the unfilled 3d shell of iron atoms [103]. The decohesion mechanism is based on the weakening of  

average cohesive force between metal atoms by dissolved hydrogen. This will lead to a simple  

sequential separation of atoms. 

 

In 1972 Beachem was the first to propose the mechanism of hydrogen-enhanced localized plasticity 

(HELP) [104]. It was proposed that the dislocation mobility increased with the presence of hydrogen in 

solid solution. A subsequent increase in local plastic deformation and decrease in macroscopic ductility 
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is observed on the fracture surface. The fracture mode could either be transgranular or intergranular 

depending on whether the hydrogen is localized within the grains or at the grain boundaries. 

 

The adsorption-induced dislocation emission (AIDE) mechanism was first proposed by Lynch in 1976. 

In this mechanism, hydrogen is adsorbed at the surface of the crack tip, which will result in the  

reduction of cohesive force between  atoms. The weakening of interatomic bonds will facilitate 

dislocations nucleation and its subsequent movement away from the crack tip [87]. Thus, the cracking 

occurs by a more localized plastic deformation, in addition to a microvoid coalescence process [105]. 

 

1.5.3  HE of ferritic steels 

Malitckii et al. [106] investigated the hydrogen embrittlement of 18Cr ferritic stainless steel and found 

that this material was indeed susceptible to hydrogen embrittlement. The susceptibility increased with 

the increase in grain size. Fracture surfaces were found to be mainly transgranular. In addition,  an 

increase in yield stress in the presence of hydrogen was observed. The side view of the specimen 

showed transgranular secondary cracks, which suggests subcritical crack growth. Konosu et al.  [107]  

also reported the hydrogen susceptibility of ferritic stainless steel that manifested by a decrease  in 

elongation to fracture and cleavage fracture mode. They observed an increase in yield strength for the  

hydrogen charged materials. Trasatti et al. [108] reported a reduction in ductility for X80 grade steel  

(ferrite/bainite) under hydrogen charging. They also found that the lower the strain rate the higher the  

susceptibility tended to be. Secondary cracks were also observed on the surface of all specimens 

indicating subcritical crack growth. Moreover, the fracture surfaces showed a mixed 

transgranular/intergranular mode for specimens tested in seawater, while they were mainly 

transgranular in sulfuric acid. Neeraj et al. [109] investigated the mechanism of hydrogen 

embrittlement in ferritic stainless steels and proposed a nanovoid coalescence mechanism coupled 

with hydrogen enhanced plasticity. 

 

1.5.4  HE of martensitic steels 

Shen et al. [110] reported a change from ductile to brittle intergranular fracture mode for a martensi tic 

stainless steel under hydrogen charging. Lai et al. [111] found that 410 martensitic stainless steel was 

more susceptible to HE in the untempered state than in the tempered state. The fracture surface was 

mainly intergranular. Craig et al. [112] studied the hydrogen susceptibility of tempered martensite.  

They found that specimens tempered between 300°C and 500°C failed by intergranular mode whi le 

those tempered at higher temperatures failed by transgranular mode. The intergranular cracking was 

attributed to the phosphorus segregation and carbide formation at prior austenitic grain boundaries,  

while the transgranular cracking was initiated and propagated from the inclusions. Chen et al. found 

that  HE  susceptibility  of  ultra-high  strength  martensitic  steel  was  reduced  by  low  temperature 
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tempering due to the formation of epsilon-carbide that acted as hydrogen trapping sites. Lee et al.  

[113] and Nagao et al. [114] reported a beneficial effect of carbide precipitation on HE of martensi tic 

steels. Kim et al. [115] found that tempered martensitic steel failed by intergranular mode under 

hydrogen charging. The intergranular mode was along prior austenitic grain boundaries. Sasaki et al.  

[116] reported that Mn segregation  and  MnS  promote hydrogen-assisted  cracking in  tempered 

martensitic steel. The cracking was not transgranular but rather interface cracking. Beghini et al.  [117]  

reported a strong hydrogen susceptibility of F82H martensitic steel. The threshold H concentrations 

for the transition from ductile to brittle intergranular mode was about 0.5 wppm for untempered state 

and reached 1.5 wppm for the tempered state. Furthermore, they reported a tendency toward an 

increase in susceptibility with  the material strength. It can  be concluded  that one of the main 

characteristics of HE in martensitic steels is the occurrence of intergranular fracture (along prior 

austenitic grain boundaries), which seems to be much more frequent than in ferritic steels. 

 

1.5.5  Effect of strain rate on HE 

Momotani et al. [118] investigated the effect of strain rate on HE in low-carbon martensitic steel. They 

found that the elongation and the ultimate tensile strength decreased significantly with decreasing the  

strain rate (Figure 1. 18). Furthermore, the micro-cracks and fracture were mainly intergranular for the 

low strain rates, which was attributed to hydrogen accumulation on the prior austenitic grain 

boundaries. On the other hand, at higher strain rates, the micro-cracks and fracture became 

transgranular, due to insufficient time for hydrogen to accumulate on prior austenite grain boundaries.  

Bal el at. [119] and Hojo et al. [120] also found a decrease in elongation to fracture with the decrease 

in strain rates. Depover et al. [121] similarly found that HE increased with decreasing strain rates. This 

was attributed to the higher probability of H to diffuse to stress concentration regions ahead of the  

crack and accelerate failure. Toribio et al. [122] studied the effect of strain rate on HE of 316L stainless 

steel and found that fracture load decreases with the decrease in strain rate. Based on these reports,  

one can conclude that the HE is increased with the decrease in strain rate. 
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Figure 1. 18: Engineering stress-strain curves of hydrogen charged specimens under tensile testing at various strain rates, 
showing a decrease in elongation and stress with the decrease of strain rate [118]. 

 

1.5.6  Effect of yield strength on HE 

Nanninga et al. [123] reported an increase in HE with the increase in hardness. It was also shown that 

the alloy composition and microstructural variations had some effect on HE of the studied alloys, 

however the strength of the steel was the dominant factor. Figure 1. 19 shows a decrease in notch 

failure stress with the increase in hardness, for the hydrogen charged specimens. Brahimi et al. [124]  

investigated the HE of two tempered martensitic steels and found that below a hardness threshold the  

two steels were resistant to HE. The findings also demonstrate that although hardness and/or strength 

is the main factor affecting the susceptibility to HE, difference in chemistry leading to differences 

microstructural characteristics must also be considered. On the other hand, Bonagani et al. [125]  

studied the effect of tempering treatment on hydrogen embrittlement of martensitic stainless steel.  It 

was found that the specimen tempered at 550°C was more susceptible to HE than the untempered 

and tempered at 300°C and 700°C specimens, although the specimen tempered at 550°C had lower 

hardness than the untempered and tempered at 300°C specimens. This result was attributed to the  

synergistic interaction of hydrogen and impurities segregated at prior austenitic grain boundaries.  

Thus, the strength is not the only factor controlling the susceptibility to HE, but also the microstructure 

and microchemical changes. 
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Figure 1. 19: Notch failure stress during a rising step load as a function of hardness, showing a decrease in notch failure 
stress with the increase in hardness for the hydrogen charged specimens [123]. 

 
 

 
1.5.7  Subcritical crack growth 

Environment enhanced subcritical crack growth kinetics is illustrated in Figure 1. 20. Crack growth 

starts at some apparent threshold stress intensity (Kth). Below Kth no observable crack growth occurs.  

For low K levels, the crack growth rate (da/dt) is strongly dependent on K and mostly independent of  

environmental conditions (stage Ⅰ). At intermediate K, the crack growth rate becomes independent of  

K (stage II). As K approaches a critical value, or alternatively as the specimen becomes fully plastic, a 

rapid increase in growth rate (stage Ⅲ) occurs. Stage Ⅲ is followed by the specimen overload failure.  

The independence of the crack growth rate from the mechanical driving force (characterized by K)  in 

stage Ⅱ suggests that the growth rate is limited by chemical processes at the crack tip leading to 

embrittlement [126]. In other words, the crack growth rate in stage Ⅱ is governed by the transport of  

corrosive species, such as hydrogen, to the crack tip. Stage Ⅱ corresponds to the "subcritical" crack 

growth, in which the crack propagates "slowly" because of the environmental degradation of the crack 

tip. In the third stage, mechanical damage becomes much larger than environmental effect. At some 

point the toughness (KIC) is reached and the crack critically propagates (i.e. fast propagation, of the  

order of the speed of sound in the metal). No environmental effect is expected in stage Ⅲ because  of  

the very high crack velocity. 

When a material fails by critical crack propagation, it is very rare to observe secondary cracks. This i s 

because once a crack has initiated, its propagation through the specimen is so fast that no other crack 

has enough time to initiate. In contrast, when subcritical cracking occurs, in a smooth tensile specimen 

for example, multiple secondary cracking is usually observed (Figure 1. 21). 
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Figure 1. 20: Schematic representation of environment enhanced subcritical crack growth behavior [126]. 
 

 
 

Figure 1. 21: EBSD map of the side surfaces of ferritic stainless steel specimen after tensile test under hydrogen charging 
showing secondary cracks, which suggests the occurrence of subcritical crack growth [106]. 
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2.1 Abstract  

Microstructural characterization was carried out on AISI 17-4 PH stainless steel fabricated by selective 

laser melting (SLM) in an argon environment. Conventionally, this steel exhibits a martensitic structure 

with a small fraction of δ ferrite. However, the combined findings of x-ray diffraction and electron 

backscatter diffraction (EBSD) proved that SLM-ed 17-4 PH steel has a fully ferritic microstructure,  

more specifically δ ferrite. The microstructure consists of coarse ferritic grains elongated along the  

build direction, with a pronounced solidification crystallographic texture. These results were associated 

to the high cooling and heating rates experienced throughout the SLM process that suppressed the  

austenite formation and produced a “by-passing” phenomenon of this phase during the numerous 

thermal cycles. Furthermore, the energy-dispersive X-ray spectroscopy (EDS) measurements revealed 

a uniform distribution of elements without any dendritic structure. The extremely high cooling kinetics 

induced a diffusionless solidification, resulting in a homogeneous elemental composition. It was also 

found that the ferritic SLM-ed material can be transformed to martensite again by re-austenitization 

at 1050°C followed by quenching. 

 

2.2 Introduction  

Additive manufacturing (AM) has been rapidly developing in the past few years, because it al lows 3D 

parts, often having a complex geometry, to be directly fabricated to a near-net-shape. It consists of  

constructing a part by adding material layer upon layer according to a CAD (Computer-aided design) 

model. In contrast to conventional “subtractive” methods, it requires little machining and finishing 

work, thus reducing waste to a minimum. AM refers to the process itself which incorporates several 

techniques [1–3]. One of these techniques is selective laser melting (SLM) that is based on powder bed 

fusion. Atomized metal powder is deposited on a substrate plate and selectively melted by a laser 

beam using CAD data. Subsequently, the building platform is lowered and another powder layer i s re-  

deposited. The procedure repeats itself until reaching the required shape. Numerous construction 

parameters such as laser power and speed, scanning strategy and build chamber atmosphere, should 

be controlled in order to obtain a nearly fully dense functioning part [4–7]. Although this technology 

has progressed greatly, there are still various limitations. Among them can be cited: the limited number 

of materials that can be used, the poor surface quality and the resulting non-equilibrium 

microstructures. In addition, many reports revealed that some alloys processed by SLM presented 

highly anisotropic microstructures [8,9] that are sometimes greatly different from those obtained by 

conventional fabrication routes. 



54  

This study focuses on the microstructure of 17-4 PH stainless steel fabricated by SLM process. Wrought 

17-4 PH steel is a martensitic precipitation hardenable stainless steel. It is widely used in a variety of  

applications such as aerospace, medical and food industries, due to its high strength and relative ly 

good corrosion resistance. A solution heat treatment is usually applied in the austenitic domain 

(~1050°C), followed by quenching, to obtain a martensitic structure. In order to improve the 

mechanical properties, a subsequent tempering treatment in the range 480°-620°C is conducted that 

results in precipitation-hardening by copper precipitates [10–12]. Recent studies on this steel 

fabricated by SLM method have investigated the effect of multiple process parameters on material 

properties. According to Z. Hu et al. [13], the scan velocity and layer thickness were the key factors in 

controlling the material density at a fixed laser power. An interaction between these factors was also 

taken into account. Moreover, the building orientation had a great effect on mechanical properties. A. 

Yadollahi et al. found that the horizontal building orientation was more favorable because it allowed 

fewer defects to be formed by decreasing the number of deposited layers [14,15]. In addition, a change 

in phase constitution was reported by multiple authors that strongly depended on the chamber 

atmosphere. For instance, a significant fraction of retained austenite was found in this material when 

built in a chamber with nitrogen atmosphere, while in an argon purging environment, the 

microstructure was identified as mainly martensitic. It was deduced that the nitrogen had a strong 

stabilizing effect on the austenitic phase [16–19]. Moreover, besides the highly anisotropic and 

textured microstructure usually found in these materials, some investigations have revealed a 

dendritic/cellular structure with micro-segregation. It was attributed to the high cooling rates (105 -106  

K/s) experienced during SLM that led to non-equilibrium solidification conditions [18,19]. 

The existing literature on SLM-ed 17-4 PH steel mainly focused on the effect of process parameters on 

the resulting microstructures, especially the retained austenite. However, little attention was paid to 

this SLM-ed steel when having a fully body centered cubic structure. In this present work, a detailed 

microstructural characterization was conducted on SLM-ed 17-4 PH steel fabricated under argon 

atmosphere. 

 

2.3 Experimental procedure  

Microstructural analysis was carried out on both wrought and SLM-ed 17-4 PH stainless steel.  The  

wrought material is commercial 17-4 PH steel from UGINE (cast # 818025). Parts were cut from a 15 

mm diameter wrought rod bar. They were heat treated at 1050°C for an hour followed by water 

quenching, which led to a martensitic structure. The main study of SLM-ed material was done on a 

specimen having a cuboidal shape with dimensions 12x12x60 mm. It was fabricated using a selective 

laser melting machine (SLM 280 solution) under an argon purging atmosphere. Laser was operating at 
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a power of 275 W and a scanning speed of 760 mm/s. The powder layer thickness was approximately  

50 µm and a scanning strategy of stripes was applied with a 90° rotation between layers. The bui ld 

orientation was horizontal, meaning that the longitudinal axis of the cuboid was horizontal and paralle l 

to the build platform (X-Y plane). Parts were cut from the specimen parallel (Y-Z plane) and 

perpendicular (X-Y plane) to the build direction Z. A schematic representation of the cuboid and i ts 

corresponding studied planes is given in Figure 2. 1. Note that the SLM-ed samples were studied both 

in the as-built condition and after a solution heat treatment (1050°C/1 hour + water quench).  The  

chemical compositions for both wrought and SLM-ed 17-4 PH are given in Table 2. 1. For wrought 

material, the full composition of the cast is indicated (data from the steel provider) in the first line  of  

Table 2. 1. Additional measurements were conducted in this study on both wrought and SLM-ed 

materials (lines 2 and 3 of Table 2. 1). These measurements were carried out using X-ray fluorescence 

(XRF) (FISCHERSCOPE X-Ray XAN-FD) for elements Ni, Cr and Cu, and using combustion elemental 

analysis (CEA) for C, S (LECO CS 444/LS), N and O (LECO TC-436). 

 

 
 
 

Figure 2. 1: Schematic representation of the build orientation and the planes where the microstructural characterization 
was carried out. 

 
 

 

Phase identification was conducted in PANalytical's X'Pert PRO X-ray diffractometer using Cu K  

radiation. X-ray diffraction patterns were obtained in a 2Ɵ range of 40° to 120° with a step size of 0.04°.  

For optical microscopy, samples were polished to a mirror finish, and then etched with a modified 

Villela reagent (10 g picric acid+ 10 ml hydrochloric acid+ 8 ml acetic acid+ 100 ml ethanol) for 30 s to 

reveal the martensitic microstructures. An electrochemical etching was also applied using 

concentrated nitric acid solution (50% HNO3) at 2 V for 20 s to reveal the austenitic grain boundaries. 
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Regarding scanning electron microscopy (SEM) preparation, samples were polished up to 1200 gri t,  

followed by electropolishing using 94% ethanol + 6% perchloric acid as electrolyte at 25 V for 60 s.  SEM 

Zeiss SUPRA55VP was used for microstructural observations using electron backscatter diffraction 

(EBSD) operating at 20 kV. In addition, microchemical analysis was performed using energy dispersive 

spectroscopy (EDS). Dilatometric testing was carried out in a SETARAM dilatometer under argon 

atmosphere during continuous heating and cooling at a fixed rate of 5 K/min. 

 

In order to ensure reproducibility, two other SLM-ed samples were studied by using EBSD and EDS 

techniques. They were fabricated in different machines (Machine 1: SLM solution 280 HL, machine  2: 

Concept Laser M2) but the same atmosphere (argon) was used as for the main SLM-ed specimen. 

 
 
 
 
 

Table 2. 1 : Chemical composition (wt. %) of wrought and SLM-ed 17-4 PH stainless steel 
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2.4 Results and discussion  
 

2.4.1  Microstructure of wrought 17-4 PH steel 

The optical observation of wrought 17-4 PH steel revealed a typical lath martensite structure inside 

well defined prior austenitic grains as shown in Figure 2. 2.a. The average size of the austenitic grains 

is approximately 18 µm. The inverse pole figure IPF map in Figure 2. 2.b shows the lathes of martensite 

gathered into different packets inside the same prior austenite grain. These packets are separated by 

grain boundaries having misorientation angles higher than 10°. As expected, the material has 

undergone a complete martensitic transformation upon quenching after a heat treatment at 1050°C. 

17-4 PH C Ni Si P Mn Cr C u S N O Nb
 F 

 

 
 
 

Wrought 

Provider 

0. 

Data sheet 

 

031 4. 

 

82 0. 

 

31 0. 

 

016 0. 

 

81 15.61 3. 

 

12 0 

 

.02 

 

- 

 

- 0. 

 

21 Bal. 

 XRF/CEA 0. 026 4. 95 - - - 16.18 3. 09 0. 021 0. 033 0. 007 - Bal. 

SLM-ed XRF/CEA 0. 011 3. 98 - - - 15.87 3. 63 0. 005 0. 058 0. 070 0. 57 Bal. 
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Figure 2. 2: (a) Optical micrograph and (b) EBSD orientation map (IPF Z) of wrought 17-4 PH steel showing a typical 
martensitic microstructure with a mean grain size of 18 µm. 

 

 
 

 

2.4.2  Phase identification in as-built 17-4 PH steel 

Figure 2. 3.a and .b show respectively the XRD diffraction patterns obtained from the planes (Y-Z)  

(parallel to the build direction) and (X-Y) (perpendicular to the build direction) for the as-built sample.  

It can be seen that in both planes the structure consists almost entirely of BCC phase with a smal l  

fraction of FCC austenite. The austenitic content is estimated to be less than 5%. It should be noted 

that the BCC phase can be attributed to either the martensite or ferrite, since the two phases cannot 

be distinguished by the XRD method. The martensite in stainless steels with a carbon content less than 

0.2%, which is the case of 17-4 PH steel, has a BCC structure just as ferrite. Only for carbon content 

higher than 0.2% the martensite becomes slightly quadratic [20]. Furthermore, the peak intensi ty 

differences between the two planes (Y-Z) and (X-Y) show that the material is crystallographical ly  

textured. 
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Figure 2. 3: XRD patterns of as-built 17-4 PH steel (a) in the (Y-Z) plane parallel to the build direction and (b) in the (X-Y) 

plane perpendicular to the build direction. 
 
 
 
 

2.4.3  Microstructure of as-built 17-4 PH steel 

The optical micrographs and EBSD orientation maps of the as-built 17-4 PH sample in the planes (Y-Z)  

and (X-Y) are shown respectively in Figure 2. 4 and Figure 2. 5. Both planes reveal a coarse grain 

microstructure with no presence of lathes of martensite, nor presence of any other large 

misorientations within the grains, which could be characteristic of a martensitic microstructure. The 

as-built 17-4 PH steel observed here doesn’t have a martensitic structure. This contradicts with the  

existing literature [14,16,18] where the authors had the same observations (optical and EBSD) of  the  

SLM-ed 17-4 PH steel fabricated in an argon environment, but considered the BCC phase to be  

martensite. As demonstrated using X-ray diffraction earlier (par. 3.2), this material consists mainly of  

a BCC phase which could either be martensite or ferrite. Thus the combined XRD and EBSD 

observations directly imply that this material has a fully ferritic BCC microstructure. In a simi lar 

manner, some studies reported a fully ferritic microstructure of duplex stainless steels in the as-bui lt 

condition compared with their conventional dual phase structure (ferrite + austenite) [21,22]. This 

shows that the austenite by-passing effect observed here is also possible on other types of steels. 
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Figure 2. 4: (a) Optical micrograph and (b) EBSD orientation map (IPF Z) of as-built 17-4 PH steel in the (Y-Z) plane 

showing coarse grains with epitaxial growth in the build direction. 
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Figure 2. 5: (a) Optical micrograph and (b) EBSD orientation map (IPF Z) of as-built 17-4 PH steel in the (X-Y) plane 
showing coarse grain microstructure. 

 

 
 

 

In order to fully understand this observed microstructure, the metallurgical evolution of this steel was 

analyzed. According to the Fe-Cr-Ni alloy equilibrium phase diagram [23], this steel solidifies as primary 

δ-ferrite, then the ferrite fully transforms into austenite and upon further cooling the martensi tic 

transformation occurs. However, given the extremely high cooling rates (105-106 K/s) reached by SLM 

process, this phase sequence is no longer valid. Several authors have investigated the solidification 

microstructure of stainless steels under rapid cooling. They pointed out a change in primary 

solidification mode from that predicted by using the ratio of the chromium equivalent to the nickel  

equivalent (Creq/Nieq) [24–26]. It was found that the solidification mode not only was controlled by this 

ratio but also by solidification growth rate and thermal gradient. Nonetheless, considering the SLM 

solidification parameters, the 17-4 PH melt pool is still predicted to solidify as 100% ferrite. 

 

Regarding the possible transformation in the solid state, some welding investigations [27–29] on 17-  

4 PH steel reported an increase in the amount of retained δ ferrite with respect to the solution 
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annealed state. They concluded that the transformation of δ ferrite to austenite was not complete 

because of the high cooling rates experienced during welding, which are usually in the range 101-104  

K/s [30–32]. However the SLM cooling rates are 1 to 2 orders of magnitude higher than those  of  

welding. This implies that the transformation δ ferrite → γ austenite doesn’t have enough time to 

occur. Thus, δ (BCC) ferrite passes rapidly through the austenite (FCC) stability temperature range  

without transforming until reaching the stability range of the BCC phase (below ~ 600°C for this steel ).  

No further transformation is then  expected, since δ  ferrite is thermodynamically stable at low 

temperature. The phenomenon can be visualized as if δ ferrite had by-passed the FCC phase. 

In addition, the solidified pools will encounter several thermal cycles, as illustrated in Figure 2. 6, which 

is due to adjacent laser scans and the melting of upper layers. A partial re-melting of the pool upon the 

first subsequent layers can also occur. As shown in Figure 2. 6, the peak temperature of the first cycles 

is far above the phase transformation start temperature from BCC to austenite FCC during heating 

(Ac1) (around ~ 600°C for this steel). Hence, the transformation might still occur. However, by taking 

a rate of 105 K/s, the maximum time spent in the FCC stability range is approximately 6 ms during 

heating or cooling. For kinetic reasons, this short time is supposed to be insufficient to allow austenite 

formation. Furthermore, according to a study [33], an increase in heating rate led to a shift of Ac1 to 

higher temperatures. This means that this time is even smaller than 6 ms. Moreover, a model  was 

developed by Mondelin [34] on a similar martensitic stainless steel, which calculated the amount of  

transformed austenite depending on heating and cooling kinetics, by using data from dilatometric 

testing. Even though his model overestimated the austenitization kinetics [35], it still predicted a 

negligible amount of transformed austenite under SLM thermal rates (105-106 K/s). In the light of these 

findings, it is deduced that during these thermal cycles, either during heating or cooling, the same by-  

passing phenomenon is assumed to take place due to the insufficient time spent in the FCC stabi l ity 

range, which resulted in this observed ferritic microstructure at the end of SLM process. 
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Figure 2. 6: Schematic representation of a thermal cycle of a melt pool during SLM and the phase stability diagram of 17- 
4 PH steel showing that the time spent by the material in the austenite stability range is very short (6 ms), both upon 
cooling and heating (Ac1 and Ac3 are respectively the transformation start and finish temperatures from BCC to FCC 

during heating). 

 
 
 

Furthermore, another remarkable microstructural feature related to the grain morphology can be 

withdrawn from the orientation maps. In Figure 2. 4, the grains are seen elongated in the bui ld 

direction following the vertical thermal gradient between the melt pool and the solidified lower layers.  

These columnar shaped grains can reach a length of some hundreds of µm, thus extending over several 

powder layers. This can be visualized in Figure 2. 4.a, where the grains cross several melt pool  

boundaries made distinctly visible by etching. This means that during the molten pool solidification,  

the freshly formed crystals will have an epitaxial growth by adopting the orientation of the lower 

previously formed grains. It should be noted that depending on the input energy, the molten pool may 

include a part or the entire previous layer. Moreover in Figure 2. 5, the plane perpendicular to bui ld 

direction shows grains having a relatively geometric structure that can be associated to the laser 

scanning strategy. This grain morphology was also observed by K. Saeidi et al. [22] on a duplex stainless 

steel obtained by SLM using a similar scanning strategy and was described as a mosaic-type structure. 

 

In order to ensure reproducibility of these results, other specimens of as-built 17-4 PH steel fabricated 

under argon atmosphere by different SLM machines and different powders were studied. Their 

orientation maps in the build  direction  are given  in Figure 2. 7. These maps present identical 

microstructural characteristics to that shown in Figure 2. 4: the microstructure is ferritic. In addition,  

epitaxial columnar grains are observed along the build direction. These findings are remarkable, 

because even though these parts were fabricated by different machines and various construction 
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parameters, or in other words have undergone different thermal histories, they all presented a ferri tic 

microstructure. Solely the grain size and shape changed from one part to another due to different 

process parameters. However, it must be acknowledged that these results might not represent the  

general case: other types of microstructures (i.e. martensite with retained  austenite) might be 

obtained in SLM depending on the heating/cooling rates, material composition and atmosphere. 

However in the three cases investigated here, always the same ferritic microstructure was obtained,  

which at least suggests a certain generality of the conclusions. 

 

 

 
Figure 2. 7: EBSD orientation maps (IPF Z) of as-built 17-4 PH steel in the (Y-Z) plane fabricated by (a) SLM machine 1 and 
(b) SLM machine 2 showing coarse grains having an epitaxial growth in the build direction. The two machines used here 

are different from that mainly used in this study. 
 
 
 

 

Figure 2. 8 shows the pole figures corresponding to the (X-Y) plane of as built 17-4 PH steel shown in 

Figure 2. 5. A strong fiber texture is observed with a <100> direction preferentially aligned with the 

build direction Z. The <100> fiber texture is the common solidification texture for cubic crystals,  

including FCC and BCC metals. However, steels usually undergo the phase transformation (BCC) → 

(FCC) → or ’(BCC), resulting in a more random texture [36]. Therefore, the strong fiber texture 

observed in Figure 2. 8 contradicts with the occurrence of this transformation sequence. In contrast,  

it suggests that the microstructure observed is the one obtained directly after solidification, without 
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any further solid state phase transformation. This confirms the previous analyses that (BCC) phase  

has by-passed the austenite phase during SLM thermal cycles. 

 

 
 

Figure 2. 8: {100}, {110} and {111} pole figures corresponding to the (X-Y) plane of as-built 17-4 PH steel in figure 5 
showing a <100> preferred orientation of grains elongated in the build direction. 

 
 
 

 

Element distribution in the as-built 17-4 PH steel was investigated using EDS scans over several regions 

at high magnification. The colored elemental mapping images of one of these regions are given in 

Figure 2. 9. Under the conditions used for EDS measurements, these maps revealed a homogeneous 

distribution of elements Fe, Cr, Ni, Nb, Cu and C. No precipitations of carbides or sulfides, usually found 

in the wrought material, were observable. Figure 2. 9 shows no evidence of dendrites, in contrast to 

some reports [18,19], where EDS measurements showed a dendritic cellular structure having a spacing 

of some hundreds of nm. It is well known that the solid/liquid interface morphology i s mainly 

dependent on the solidification velocity and the temperature gradient. At very small solidification 

velocities, a planar interface occurs. As the velocity increases, the morphology changes to 

globular/cellular dendrites, then to equiaxed dendrites. At even higher growth rates, a planar front wi ll  

again become stable. This phenomenon, referred to as "absolute stability" and described in details in 

[37–39], is characterized by diffusionless solidification and solutal trapping, resulting in a 

microsegregation-free structure. This explains the homogeneous distribution of elements for the as-  

built materials (Figure 2. 4.a,Figure 2. 7.a and .b). It should be noted that this non-segregated 

microstructure can be observed only with a certain combination of process parameters that allows the  

solidification rates of the melt pool to exceed the critical rate for absolute stability. 
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Figure 2. 9: EDS maps of Fe, Cr, Ni, Nb, Cu and C showing a uniform distribution of elements without any segregation. 

 
 
 

2.4.4  Microstructure of as-built 17-4 PH after re-austenitization heat treatment 

Figure 2. 10 depicts the EBSD orientation map in the (Y-Z) plane of as built material after a re-  

austenitization treatment at 1050°C i.e. in the fully austenitic domain, followed by a quench. This heat 

treatment succeeded to recover the martensitic structure by allowing the steel enough time at 1050°C 
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to be austenitized. The prior austenitic grain boundaries are not clearly detectable, probably because 

the initial microstructure was made of very coarse grains of ferrite that can modify the austenite  

nucleation and growth in comparison with an initial martensitic structure. It can also be seen that the  

grains exhibited a hereditary behavior by partially conserving the previous morphology of elongated 

grains in the (Y-Z) plane. 

 

 

Figure 2. 10: EBSD orientation map (IPF Z) of the (Y-Z) plane after a solution heat treatment at 1050°C and water quench 
showing a martensitic structure. 

 
 
 
 

2.4.5  Dilatometric measurements 

Dilatometry was performed to investigate the austenite to ferrite transformation at near melting 

temperature. The dilation curve showing the longitudinal expansion as a function of temperature i s 

given in Figure 2. 11. The wrought material was used for that experiment. During continuous heating, 

the typical transformation of martensite to austenite takes place above 600°C. Upon further heating,  

a deviation from linear expansion is detected around 1250°C, characterized by a volume expansion,  

indicating the beginning of the transformation of austenite to ferrite. This expansion related to → 

transformation is consistent with the observation conducted on pure iron [40]. As heating 

progressed, the curve resumed its linear behavior, proving the completion of the transformation → 

before reaching metal melting. In the cooling part, a straight line is observed corresponding to the  

fully formed ferrite shrinkage. Upon further cooling, the onset of the reverse transformation →   

occurs, identified by a deviation from this line. The austenite is then fully formed and is stable ,  or 

metastable, until ~ 130°C, where it undergoes the usual diffusionless martensitic transformation. This  

dilatometric measurement is an indication that 17-4 PH stainless steel is fully ferritic at high 

temperatures (above ~ 1320°C). 
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Another dilatometric test was carried out on as-built SLM-ed 17-4 PH steel to examine its 

transformation behavior. The initial state of this material is ferrite. Figure 2. 12 depicts the curve  of  

dilation as a function of temperature. During heating, ferrite transformed normally to austenite.  

During cooling, the austenite to martensite transformation occurred. The identical behavior of ferrite 

and martensite regarding the phase transformation to austenite is not surprising since both phases 

have the same BCC structure. This result is consistent with the microstructural observation of as-bui lt 

17-4 PH steel after solution heat treatment (Figure 2. 10), showing that the martensitic microstructure 

can be recovered from the ferritic as-built material after heat treatment at 1050°C , followed by 

quenching. 

 
 

 
 

 
 

Figure 2. 11: Dilation as a function of temperature for 17-4 PH steel showing the formation of δ ferrite above 1250°C. The 
material used for this experiment was the conventional 17-4 PH steel. 
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Figure 2. 12: Dilation as a function of temperature for as-built SLM-ed 17-4 PH steel showing a complete austenitization 

during heating and the martensitic transformation upon cooling. The initial state of the material is δ ferrite. 

 
 
 

 

 

2.5 Conclusion  

In this study, microstructural characterization was conducted on 17-4 PH steel in the as-built state  

produced by SLM. Several conclusions can be made about the observed microstructure: 

 

1. Due to the high cooling and heating rates reached during SLM (105-106 K/s), the austenite phase  

doesn’t have enough time to be formed. This means that the 17-4 PH steel, after solidification in δ  

ferrite, encounters no further metallurgic transformation during its thermal cycles. This results in a 

stable ferritic microstructure at the end of the SLM process. Complementary measurements of neutron 

diffraction have demonstrated  that 17-4 PH steel is mainly ferritic at melting temperature (see 

appendix 2). 

2. The large thermal gradient existing between the melt pool and the previously solidified layers 

promoted a highly anisotropic microstructure having coarse grains elongated along the build direction. 

In addition, these grains are seen to cross several layers suggesting the occurrence of an epitax ial 

solidification. 

3. A strong fiber texture was observed with the <100> crystal orientation aligned preferentially with 

the build direction. The conservation of this solidification  texture contradicts with the possible 

existence of any phase transformation in the solid state during the process. 

4. A diffusionless solidification can be demonstrated from the EDS results that showed a 

homogeneous distribution of alloying elements inside the grains. Due to the high cooling rates, the 
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planar solid/liquid interface was stabilized (“absolute stability”) resulting in a diffusion free 

solidification with solute trapping and a segregation-free microstructure. 

5. Other specimens of as-built 17-4 PH steel fabricated in different SLM machines were also studied.  

In each case a fully ferritic microstructure was obtained, which suggests a certain generality of this 

result. In addition, microstructural characterization was conducted on 17-4 PH gas-atomized powder 

that showed also a ferritic microstructure. This was attributed to the high cooling rates experienced 

during atomization (see appendix 3). 

 
 

 

2.6 References  

[1] N. Guo, M.C. Leu, Additive manufacturing: technology, applications and research  needs, 
Frontiers of Mechanical Engineering. 8 (2013) 215–243. https://doi.org/10.1007/s11465-013- 
0248-8. 

[2] J.-P. Kruth, M.-C. Leu, T. Nakagawa, Progress in additive manufacturing and rapid prototyping,  
Cirp Annals. 47 (1998) 525–540. https://doi.org/10.1016/S0007-8506(07)63240-5. 

[3] L.E. Murr, E. Martinez, K.N. Amato, S.M. Gaytan, J. Hernandez, D.A. Ramirez, P.W. Shindo, F. 
Medina, R.B. Wicker, Fabrication of Metal and Alloy Components by Additive Manufacturing: 
Examples of 3D Materials Science, Journal of Materials Research and Technology. 1 (2012)  42– 
54. https://doi.org/10.1016/S2238-7854(12)70009-1. 

[4] M. Rombouts, J.-P. Kruth, L. Froyen, P. Mercelis, Fundamentals of selective laser melting of  
alloyed steel powders, CIRP Annals-Manufacturing Technology. 55 (2006) 187–192. 
https://doi.org/10.1016/S0007-8506(07)60395-3. 

[5] J.P. Kruth, L. Froyen, J. Van Vaerenbergh, P. Mercelis, M. Rombouts, B. Lauwers,  Se lective laser 
melting of iron-based powder, Journal of Materials Processing Technology. 149 (2004)  616–622. 
https://doi.org/10.1016/j.jmatprotec.2003.11.051. 

[6]    A.V. Gusarov, I. Yadroitsev, Ph. Bertrand, I. Smurov, Heat transfer modelling and stability analysis  
of selective laser melting, Applied Surface Science. 254 (2007) 975–979. 
https://doi.org/10.1016/j.apsusc.2007.08.074. 

[7] M. Averyanova, E. Cicala, P. Bertrand, D. Grevey, Experimental design approach to optimize  
selective laser melting of martensitic 17-4 PH powder: part I-single laser tracks and first layer,  
Rapid Prototyping Journal. 18 (2012) 28–37. https://doi.org/10.1108/13552541211193476. 

[8] T. Niendorf, S. Leuders, A. Riemer, H.A. Richard, T. Tröster, D. Schwarze, Highly Anisotropic Steel 
Processed by Selective Laser Melting, Metallurgical and Materials Transactions B. 44 (2013)  794– 
796. https://doi.org/10.1007/s11663-013-9875-z. 

[9] S. Dadbakhsh, B. Vrancken, J.-P. Kruth, J. Luyten, J. Van Humbeeck, Texture and anisotropy in 
selective laser melting of NiTi alloy, Materials Science and Engineering: A. 650 (2016)  225–232. 
https://doi.org/10.1016/j.msea.2015.10.032. 

[10] U.K. Viswanathan, S. Banerjee, R. Krishnan, Effects of aging on the microstructure of  17-4 PH 
stainless steel, Materials Science and Engineering: A. 104 (1988) 181–189. 
https://doi.org/10.1016/0025-5416(88)90420-X. 

[11] W.D. Yoo, J.H. Lee, K.T. Youn, Y.M. Rhyim, Study on the Microstructure and Mechanical 
Properties of 17-4 PH Stainless Steel Depending on Heat Treatment and Aging Time, Solid State 
Phenomena. 118 (2006) 15–20. https://doi.org/10.4028/www.scientific.net/SSP.118.15. 

[12] C.N. Hsiao, C.S. Chiou, J.R. Yang, Aging reactions in a 17-4 PH stainless steel, Materials Chemistry 
and Physics. 74 (2002) 134–142. https://doi.org/10.1016/S0254-0584(01)00460-6. 

http://www.scientific.net/SSP.118.15


70  

[13] Z. Hu, H. Zhu, H. Zhang, X. Zeng, Experimental investigation on selective laser melting of  17-4PH 
stainless         steel,         Optics         &         Laser         Technology.         87         (2017)         17–25. 
https://doi.org/10.1016/j.optlastec.2016.07.012. 

[14] A. Yadollahi, N. Shamsaei, S.M. Thompson, A. Elwany, L. Bian, Effects of building orientation and 
heat treatment on fatigue behavior of selective laser melted 17-4 PH stainless steel, International 
Journal of Fatigue. 94 (2017) 218–235. https://doi.org/10.1016/j.ijfatigue.2016.03.014. 

[15] A. Yadollahi, N. Shamsaei, S.M. Thompson, A. Elwany, L. Bian, Mechanical and microstructural  
properties of selective laser melted 17-4 PH stainless steel, in: ASME 2015 International 
Mechanical Engineering Congress and Exposition, American Society of Mechanical Engineers,  
2015: p. V02AT02A014–V02AT02A014. 
http://proceedings.asmedigitalcollection.asme.org/proceeding.aspx?articleid=2500381 
(accessed October 27, 2016). 

[16] L.E. Murr, E. Martinez, J. Hernandez, S. Collins, K.N. Amato, S.M. Gaytan, P.W. Shindo,  On the  
characterization of stainless steel 316L parts produced by selective laser melting, Journal  of  
Materials   Research   and   Technology.   1   (2012)   167–177.   https://doi.org/10.1016/S2238- 
7854(12)70029-7. 

[17] T. LeBrun, T. Nakamoto, K. Horikawa, H. Kobayashi, Effect of retained austenite on subsequent 
thermal processing and resultant mechanical properties of selective laser melted 17–4 PH 
stainless steel, Materials & Design. 81 (2015) 44–53. 
https://doi.org/10.1016/j.matdes.2015.05.026. 

[18]  H.K. Rafi, D. Pal, N. Patil, T.L. Starr, B.E. Stucker, Microstructure and Mechanical Behavior of  17-  
4 Precipitation Hardenable Steel Processed by Selective Laser Melting, Journal of Materials  
Engineering and Performance. 23 (2014) 4421–4428. https://doi.org/10.1007/s11665-014-1226- 
y. 

[19] S. Cheruvathur, E.A. Lass, C.E. Campbell, Additive Manufacturing of 17-4 PH Stainless Steel: Post- 
processing Heat Treatment to Achieve Uniform Reproducible Microstructure, JOM. 68 (2016)  
930–942. https://doi.org/10.1007/s11837-015-1754-4. 

[20]  P. Lacombe, B. Baroux, G. Béranger, in: Les aciers inoxydables, Ed. de physique, Les Ulis, 1991: p. 
496. 

[21] F. Hengsbach, P. Koppa, K. Duschik, M.J. Holzweissig, M. Burns, J. Nellesen, W. Tillmann,  T.  
Tröster, K.-P. Hoyer, M. Schaper, Duplex stainless steel fabricated by selective laser melting -  
Microstructural   and   mechanical   properties,   Materials   &   Design.   133   (2017)   136–142. 
https://doi.org/10.1016/j.matdes.2017.07.046. 

[22] K. Saeidi, L. Kevetkova, F. Lofaj, Z. Shen, Novel ferritic stainless steel formed by laser melting from 
duplex stainless steel powder with advanced mechanical properties and high ductility, Materials 
Science and Engineering: A. 665 (2016) 59–65. https://doi.org/10.1016/j.msea.2016.04.027. 

[23] D. Peckner, I.M. Bernstein, eds., in: Handbook of Stainless Steels, McGraw-Hill, New York,  1977: 
p. 4.11. 

[24] J.C. Lippold, D.J. Kotecki, in: Welding Metallurgy and Weldability of Stainless Steels, John Wi ley,  
Hoboken, NJ, 2005: pp. 264–286. 

[25] S. Fukumoto, W. Kurz, Solidification phase and Microstructure Selection Maps for Fe-Cr-Ni al loys,  
(1999). https://doi.org/10.2355/isijinternational.39.1270. 

[26] E. Johnson, L. Grabak, A. Johansen, L.S. Kristensen, J.V. Wood, Microstructure of rapidly solidif ied 
stainless      steel,      Materials      Science      and      Engineering.      98      (1988)      301–303. 
https://doi.org/10.1016/0025-5416(88)90174-7. 

[27] C.R. Das, H.C. Dey, G. Srinivasan, S.K. Albert, A.K. Bhaduri, A. Dasgupta, Weldability of  17-4PH 
stainless steel in overaged heat treated condition, Science and Technology of Welding and 
Joining. 11 (2006) 502–508. https://doi.org/10.1179/174329306X148147. 

http://proceedings.asmedigitalcollection.asme.org/proceeding.aspx?articleid=2500381


71  

[28] W. Liu, J. Ma, M.M. Atabaki, R. Pillai, B. Kumar, U. Vasudevan, H. Sreshta, R. Kovacevic, Hybrid 
Laser-arc Welding of 17-4 PH Martensitic Stainless Steel, Lasers in Manufacturing and Materials 
Processing. 2 (2015) 74–90. https://doi.org/10.1007/s40516-015-0007-2. 

[29]  A. Ziewiec, A. ZieliŃska-Lipiec, E. Tasak, Microstructure of Welded Joints of X5CrNiCuNb16-4 (17-  
4 PH) Martensitic Stainlees Steel After Heat Treatment, Archives of Metallurgy and Materials.  59 
(2014). https://doi.org/10.2478/amm-2014-0162. 

[30] J.W. Elmer, The influence of cooling rate on the microstructure of stainless steel alloys,  1988. 
https://doi.org/10.2172/5678406. 

[31] G. Turichin, M. Kuznetsov, M. Sokolov, A. Salminen, Hybrid Laser Arc Welding of X80 Steel : 
Influence of Welding Speed and Preheating on the Microstructure and Mechanical Properties, 
Physics Procedia. 78 (2015) 35–44. https://doi.org/10.1016/j.phpro.2015.11.015. 

[32] K. Poorhaydari, B.M. Patchett, D.G. Ivey, Estimation of Cooling Rate in the Welding of Plates with 
Intermediate Thickness, Welding Journal. 84 (2005) 149s–155s. 

[33]  R. Kapoor, I.S. Batra, On the α′ to γ transformation in maraging (grade 350), PH 13-8 Mo and 17- 
4 PH steels, Materials Science and Engineering: A. 371 (2004) 324–334. 
https://doi.org/10.1016/j.msea.2003.12.023. 

[34] A. Mondelin, Modélisation de l’intégrité des surfaces usinées: Application au cas du tournage  
finition de l’acier inoxydable 15-5PH, Ecole Centrale de Lyon, 2012. https://tel.archives- 
ouvertes.fr/tel-00838512/ (accessed August 30, 2017). 

[35] F. Christien, M.T.F. Telling, K.S. Knight, A comparison of dilatometry and in-situ neutron 
diffraction in tracking bulk phase transformations in a martensitic stainless steel, Materials  
Characterization. 82 (2013) 50–57. https://doi.org/10.1016/j.matchar.2013.05.002. 

[36]  S. Suwas, R.K. Ray, in: Crystallographic Texture of Materials, Springer London, London, 2014: pp. 
73–88. https://doi.org/10.1007/978-1-4471-6314-5. 

[37] Doru M. Stefanescu, Roxana Ruxanda, Fundamentals of Solidification, ASM International. 9 
(2004) 71–92. 

[38]  W. Kurz, D.J. Fisher, in: Fundamentals of Solidification, 3rd ed., Trans Tech Publications, 1992: pp. 
133–161. 

[39] M.E. Glicksman, in: Principles of Solidification, Springer New York, New York, NY, 2011: pp. 427– 
446. https://doi.org/10.1007/978-1-4419-7344-3. 

[40] Z.S. Basinski, W. Hume-Rothery, A.L. Sutton, The Lattice Expansion of Iron, Proceedings of  the  
Royal Society A: Mathematical, Physical and Engineering Sciences. 229 (1955) 459–467. 
https://doi.org/10.1098/rspa.1955.0102. 



72  

 



73  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Chapter 3Influence of microstructure and manganese sulfides 

on corrosion resistance of selective laser melted 17-4 PH 

stainless steel in acidic chloride medium. 
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3.1 Abstract  

Selective laser melting (SLM) is a technique of additive manufacturing based on powder bed fusion 

that allows 3D objects to be fabricated by adding material layer by layer. Because of the high cool ing 

and heating rates experienced during fabrication the obtained materials present different 

microstructures from their wrought counterparts. Consequently, their corrosion behaviors will be  

different. In this work, the corrosion resistance of  17-4 PH stainless steel obtained by SLM was 

investigated in acidic chloride aqueous solutions. First, a microstructural characterization was done on 

the as-built and re-austenitized SLM-ed steels. It was found that, unlike the wrought material, the as-  

built steel didn’t have a martensitic microstructure but instead was entirely ferritic; more specifical ly  

delta ferrite. This was due to the high cooling and heating rates that suppressed the austenite 

formation and retained the delta ferrite. After re-austenization heat treatment and quenching,  the  

SLM-ed was fully transformed to martensite. The corrosion behavior was evaluated by open circui t 

potential measurements and potentiodynamic polarization scans. The SLM-ed steels in both conditions 

(as-built and re-austenitized) had the same general corrosion resistance which was correlated with 

their similar chemical composition. However, pitting resistance was lower in the re-austenitized SLM- 

ed steel due to its higher defect density (grain boundaries and dislocations). In addition, the  re-  

austenitized martensitic SLM-ed steel had superior general corrosion behavior than the wrought 

martensitic steel. This was due to the nearly absence of MnS inclusions in the re-austenitized steel,  

while their presence in the wrought steel induced a destabilization of the passive film. 

 

3.2 Introduction  

Stainless steels are widely used in a variety of applications such as food processing, petrochemical 

plants and transportation industries, due to their high strength and good corrosion resistance. Their 

favorable corrosion properties are due to the presence of more than 11% chromium content by mass 

which allows for an adherent protective chromium oxide surface film to be formed [1]. 17-4 PH is a 

precipitation hardenable stainless steel that contains 15-17.5 wt.% of Cr and 3-5 wt.% of Ni. It usual ly  

has a martensitic microstructure and can be hardened by copper precipitates through aging 

treatments [2–4]. The corrosion resistance of this steel has been a subject of several studies that dealt 

with general corrosion, pitting, hydrogen embrittlement, and stress corrosion cracking. It was found 

that 17-4 PH steel was susceptible to both general and pitting corrosion in aqueous environment [5– 

7]. Pitting corrosion induced by a sulfuric and chloride acidic medium initiated at the MnS inclusions 

[6,7]. 
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MnS inclusions have been known to be preferential sites for pit initiation in stainless steels in chloride 

containing solutions. They form weak points at the surface of a stainless steel because they are not 

protected by a passive oxide film [8]. Thus, chloride ions are adsorbed onto the sulfide inclusions, 

leading to the dissolution of the sulfide ions. The dissolution occurs according to the  fol lowing 

reactions [9,10]: 

MnS + 3H2O → Mn2+ + HSO3
- + 5H++ 6e- 

HSO3
- + 5H++ 4e- → S + 3H2O 

The resulting sulfur species released from the reaction are deposited in the vicinity of the inclusion.  

The dissolution of the MnS inclusion is accompanied by a decrease in pH, formation of a salt film and 

deposition of a sulfur layer. As a result, re-passivation will be impeded and acceleration of  pi t 

propagation will take place [8,10–15]. It has been reported that the stability of the pit is mainly related 

to the size, shape and orientation of the sulfide inclusions [14–16]. Furthermore, E. William et al.  [17]  

demonstrated that a chromium depleted zone developed in the region adjacent to the MnS inclusion.  

In his analysis, this zone contributed to the increase of the dissolution rate. However, this Cr-depleted 

zone was not observed by other authors [18,19] and leaves the question of its presence ambiguous. 

On these bases, MnS inclusions must be controlled in stainless steels in order to minimize the pitting 

attacks. Indeed, an enhancement of pitting resistance after a laser surface melting treatment has been 

reported. This was attributed to the redistribution, or elimination, of MnS inclusions caused by the  

surface treatment [15,20,21]. It is important to note that the majority of these studies focused on the  

effect of MnS inclusions on the corrosion resistance in austenitic stainless steel. Little attention was 

paid to their effect in ferritic and martensitic stainless steels. 

Recently, stainless steels have been produced by additive manufacturing (AM) techniques, in particular 

the selective laser melting (SLM) process. AM consists of adding material layer by layer according to a 

computer-aided design (CAD) in order to create a three-dimensional object [22–24]. The 

microstructures of stainless steels obtained from AM have been the subject of much research [25–29].  

It has been shown that their microstructures can be very different from their wrought counterparts 

which present an anisotropic structure exhibiting dissimilar phase compositions. Such discrepancy was 

correlated to the high cooling rates that can be achieved during fabrication (105-106 K/s). Since  the  

properties of the passive film vary with both composition and microstructure, the material is expected 

to have different corrosion behavior. In addition, AM stainless steels were free from MnS inclusions 

due to insufficient time for nucleation [30]. The absence of inclusions has been proven to be beneficial 

for the corrosion resistance of stainless steels. This was confirmed by authors who studied the 
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corrosion behavior of austenitic stainless steel fabricated by AM. The AM material exhibited better 

electrochemical properties than the wrought steel [30–32]. In addition, M. R. Stoudt et al. reported an 

improved pitting corrosion of the AM 17-4 PH steel after a solution heat treatment. This improvement 

was associated with finer martensite lath, redistributed NbC precipitates and a more stable passive 

film [33]. However, it has also been reported that the enhanced corrosion of the AM 17-4 PH steel  i s 

due to the presence of porosity [34]. 

 

There have been limited number of studies concerning the corrosion behavior of AM 17-4 PH steel.  As 

a result, and to further current understanding, this study focuses on the electrochemical characteristics  

of 17-4 PH steel fabricated by SLM in chloride containing acidic medium. A correlation between the 

corrosion behavior and the microstructure was made. Moreover, a comparison was also made with 

respect to the wrought material. 

 
 
 

 

3.3 Experimental procedure  
 

3.3.1  Materials 

The materials used in this study were wrought and SLM-ed 17-4 PH stainless steels. The wrought 

material was a commercial bar from UGINE (cast # 818025). It was studied after a solution heat 

treatment at 1050°C for 1 hour followed by a water quench. Concerning the SLM-ed 17-4 PH steel ,  

parts were cut from cylinders having 16 mm diameter and 105 mm length. They were fabricated in an 

SLM machine of type EOS M270. The fabrication was done in an argon purging environment.  The  

longitudinal axis of the cylinder was horizontal perpendicular to the building direction Z. The SLM-ed 

material was studied both in the as-built condition and after a re-austenitization heat treatment at 

1050°C for 1 hour and a water quench. The plane used in the corrosion experiments was the (Y-Z) plane 

which is parallel to the build direction, Z. The chemical composition of both materials is given in Table 

3. 1. The full composition of the wrought material is indicated (data from the steel provider) in the fi rst 

line of table 1. Additional measurements were conducted on both wrought and SLM-ed materials (lines 

2 and 3 of Table 3. 1). These measurements were carried out using X-ray fluorescence (XRF) 

(FISCHERSCOPE X-Ray XAN-FD) for elements Ni, Cr and Cu, and using combustion elemental analysis 

(CEA) for C, S (LECO CS 444/LS), N and O (LECO TC-436). 



80  

Table 3. 1: Chemical composition (wt. %) of wrought and SLM-ed 17-4 PH stainless steels. 
 

e 

 
 
 

 
 
 
 

 
 
 
 

 
 

 

3.3.2  Microstructural characterization 

For microstructural characterization, scanning electron microscopy (SEM Zeiss SUPRA55VP) was used 

for both electron backscatter diffraction (EBSD) and energy dispersive spectroscopy (EDS). For both 

modes, the SEM was operating at 20 kV. For the EBSD preparation, samples were polished down to 

1200 grit, followed by electropolishing using 94% ethanol + 6% perchloric acid as electrolyte at 25 V 

for 60 s. For the EDS preparation, samples were only polished up to a 0.25 µm diamond finish. 

 

The size, density and volume fraction of MnS inclusions and porosities were estimated from the EDS 

maps and the optical micrographs respectively, by using the image processing program ImageJ. 

 

Neutron diffraction was performed using the high-resolution powder diffractometer, HRPD, at the ISIS 

neutron and  muon spallation facility, Rutherford Appleton Laboratory (RAL), UK [35].  Using the  

instrument’s standard 30-130 ms time-of-flight measurement window, the range of interplanar 

distances, or d-spacings, examined with highest-resolution backscattering detectors was between 0.65 

and 2.65 Å. Data were normalized to the incident spectrum and corrected for instrumental efficiency 

using V:Nb null-scattering standard. Patterns were acquired at room temperature for the three studied 

materials. The dislocation density ρ can be correlated to the average peak broadening 𝛥 
is the interplanar spacing) using the following Stibitz equation (eq.1) [36,37]: ⁄� (where d 

 

𝝆 = 

�� 

µ��(� + 

�𝝊�) 

(𝜟 ⁄�)� (eq.1) 

 

17-4 PH C Ni Si P Mn Cr C u S N O Nb
 F 

 

 
 
 

Wrought 

Provider 

0. 

Data sheet 

 

031 4. 

 

82 0. 

 

31 0. 

 

016 0. 

 

81 15.61 3. 

 

12 0 

 

.02 

 

- 

 

- 0. 

 

21 Bal. 

 XRF/CEA 0. 026 4. 95 - - - 16.18 3. 09 0. 021 0. 033 0. 007 - Bal. 

SLM-ed XRF/CEA 0 .03 4. 16 - 0. 008 - 16.11 3. 73 0. 003 0. 033 0. 046 0 .3 Bal. 
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here E is the Young’s modulus, µ is the shear modulus with �/𝜇 ≈ 2.5 for the materials studied here. 
The burger vector b is approximately equal to 2.49 Å and the Poisson’s coefficient υ is equal to 0.25. 
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The peak broadening 𝛥   was determined using a deconvolution method. The determination of 𝛥  ⁄� 
was done on four peaks corresponding to the crystallographic planes (220), (211), (200) and (110) and 

then their average was computed. This is the same methodology that was already used on 17-4 PH 

steel in a previous study by Christien et al [38]. Furthermore, the mass fraction of the austenite present 

in the three studied materials was determined by the Rietveld structure refinement method applied 

to the neutron powder diffraction data using GSAS/Expgui [39,40]. 

 

Surface analyses were performed using X-Ray Photoelectron Spectroscopy (XPS) with a Thermo VG 

Thetaprobe spectrometer instrument. Analyses were carried out with a focused monochromatic AlKα 

source (hν = 1486.68 eV, 400 µm spot size) and a concentric hemispherical analyzer operating in 

constant ∆E mode. The energy scale was calibrated with sputter-cleaned pure reference samples of  

Au, Ag and Cu with Au4f7/2, Ag3d5/2 and Cu3p3/2 positioned at binding energies of 83.98, 386.26 and 

932.67 eV respectively. In order to detect the presence of chemical species containing sulfur at the  

surface of samples, narrow scans were recorded for S2p peak with a step size of 0.1 eV and a pass 

energy of 50 eV. This pass energy gives a width of the Ag3d5/2 peak measured on a sputter cleaned 

pure Ag sample of 0.55 eV. These scans were performed with the analyzer operating in standard mode 

but also in angle resolved mode using the ability of the spectrometer to collect simultaneously several 

photo-electron emission angles over a 60° range without tilting the sample. The S2p experimental 

curves were adjusted with components using lineshapes consisting of a convolution product of  a 

Gaussian function (75%) and Lorentzian function (25%) for components associated with the sulfate 

and sulfite species and asymmetric lineshapes for components associated with sulfide species. 

 

3.3.3   Electrochemical measurements 

Electrochemical measurements were performed on the three materials using a VoltaLab PST 006 

potentiostat. They were carried out using a typical three-electrode cell. The working electrodes were  

wrought and SLM-ed ((Y-Z) plane in the as-built and re-austenitized condition) materials. The counter 

electrode used to provide the applied current is made of platinum. Potentials were measured with 

reference to the saturated calomel reference electrode (SCE). Specimens were polished with a 0.25 

µm diamond paste to produce a mirror like surface finish. They were rinsed and cleaned with water 

and ethanol. In order to have the same surface condition at the beginning of each test, the specimens 

were left after polishing for one day in air to form a similar passive film. The surface exposed to the  

solution had an area of 0.5 - 0.8 cm2. The test solution was deionized water with 30g/l NaCl. It was 

deaerated using a continuous flux of N2 gas 24 hours before introducing the specimen and throughout 

the experiment. The studied pH were varied between 1.5, 2.5 and 3.5 with an error of ± 0.05. They 

were adjusted by adding some droplets of hydrochloric acid and sodium hydroxide in the solution. The 
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temperature was maintained at room temperature (20°C ± 2°C). The open circuit potential was 

measured for an immersion time of 5 hours. The anodic scans were repeated 3 times on each 

specimen, and at each condition, to ensure the good reproducibility of the experiments. The 

polarization curves shown in this paper are the mean of the three curves measured (the raw data of  

each curve are provided as supplementary material). The scans started from -600 mV vs. SCE, slightly 

in the cathodic region, and continued until an anodic current of 1 mA was reached. The scan rate  

applied during testing was 0.1 mV/min. 

 

3.4 Results and discussion  
 

3.4.1  Microstructure 

The wrought 17-4 PH steel was studied after a solution heat treatment at 1050°C for 1 hour followed 

by a water quench. The microstructure obtained was a fully martensitic structure, as shown by the  

EBSD map in Figure 3. 1.a. The laths of martensite are gathered into different packets inside the same 

prior austenitic grain. The average martensitic grain size was measured using the intercept method 

and is given in Table 3. 2. In addition, a reconstruction of the former austenitic grains was applied to 

the EBSD map using an automatic iterative method based on the austenite/martensite orientation 

relationships developed by T. Nyyssönen [41]. Figure 3. 1.d reveals the map of the reconstructed 

former austenite grains. Their average size was measured using the same intercept method and was 

found to be approximately 19.8 µm. The EDS measurements in Figure 3. 2.a reveal a homogeneous 

distribution of elements and  the presence of  circular MnS  inclusions of approximately 1 µm in 

diameter, as well as some oxides. Table 3. 2 indicates the inclusions density, size and volume fraction 

estimated from the EDS maps. In addition, NbC precipitates are also present in this material. These 

observations are typically found in the wrought 17-4 PH steel after this heat treatment. 

 

The as-built 17-4 PH steel microstructure is given in Figure 3. 1.b In contrast to the wrought steel,  i t 

consists of coarse grains having an average grain size of 9.2 µm. No martensite laths can be observed.  

Since the majority phase has a BCC structure, it is deduced that the as-built SLM-ed 17-4 PH steel has 

a ferritic microstructure, more specifically δ ferrite. This is due to the high cooling and heating rates 

experienced during SLM which do not allow the austenite phase time to be formed. Thus, the δ ferrite  

formed during solidification doesn’t undergo any further metallurgical transformation. This can be 

described as if delta ferrite has by-passed the austenite phase. In addition, during SLM construction 

the steel will exhibit multiple thermal cycles and the temperatures can reach the austenite phase  

stability range. Thus, there might be a possibility for the austenite to form. However, due to the  

extremely high thermal rates the austenite formation will also be suppressed and the same by-passing 



83  

phenomenon will occur. Thus, the delta ferrite will be maintained during the SLM process unti l the  

building of the part is completed. More details on this by-passing phenomenon are given in a previous 

paper [29]. Figure 3. 2.b depicts the EDS measurements of the as-built material. It reveals a 

homogeneous distribution of  elements. This homogeneity of elements is correlated  to a  planar 

solidification front characteristic of very high cooling rates, as is the case with SLM fabrication. The  

planar interface between solid and liquid state is an indication of a diffusionless solidification. Unl ike  

the wrought material, no MnS inclusions or NbC precipitates were visible. This can be due to the high 

cooling and heating kinetics that suppressed their nucleation and growth. Only widely-spaced oxides 

can be observed. 

After re-austenization (at 1050°C for 1 hour followed by a water quench), the SLM-ed material presents 

a martensitic microstructure, as shown in the EBSD map in Figure 3. 1.c. This implies that the delta 

ferrite-to-austenite transformation took place during heating and subsequent holding for 1 hour at 

1050°C, and that the austenite-to-martensite transformation occurred during cooling, resulting in the  

observed microstructure. From the EBSD map, it can be seen that the laths of martensite are gathered 

into packets inside prior austenitic grains. The martensitic grain size was measured using the intercept 

method and is given in Table 3. 2. Figure 3. 1.e shows the map of the reconstructed former austenitic 

grains. The reconstruction was applied to the EBSD map by using the same automatic iterative method 

that was applied to the EBSD map of the wrought steel. The average former austenitic grain size was 

approximated to be 12.5 µm by using the intercept method. From Table 3. 2, it can be seen that the  

martensitic re-austenitized SLM-ed steel has the smallest grain size. Figure 3. 2.c shows a 

homogeneous distribution of elements. In addition to rare oxides particles found initially in this steel,  

MnS and NbS inclusions, as well as NbC precipitates, are formed during this treatment. Since these 

inclusions and precipitates were able to form during re-austenization, this confirms that the high 

cooling and heating rates have indeed inhibited their formation during the SLM process. Table  3. 2 

shows the MnS inclusions density, size and volume fraction. It can be seen that their density and size  

are less in the re-austenitized SLM-ed steel when compared to the wrought steel. 
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Figure 3. 1: EBSD orientation map of (a) wrought 17-4 PH steel showing a typical martensitic microstructure, (b) as-built 

17-4 PH SLM-ed steel in the (Y-Z) plane showing coarse grain ferritic microstructure and (c) re-austenitized 17-4 PH SLM- 
ed steel showing martensitic microstructure. Prior austenitic grains reconstruction using the EBSD maps is presented in 

(d) for the wrought steel and in (e) for the re-austenitized SLM-ed steel (IPF coloring). 
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Figure 3. 2: EDS maps of Fe, Cr, Mn, S, O and Nb showing (a) homogeneous distribution with MnS inclusions, oxides and 
NbC precipitates for wrought 17-4 PH steel, (b) homogeneous distribution with oxides for as-built 17-4 PH SLM-ed steel 
and (c) homogeneous distribution with MnS and NbS inclusions, oxides and NbC precipitates for re-austenitized 17-4 PH 

SLM-ed steel. 
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Figure 3. 3 depicts the neutron diffraction pattern of the BCC plane (110) peak (ferrite and martensi te) 

at room temperature for the three steels. It is seen that the BCC peak is larger in area for both 

martensitic steels (wrought and re-austenitized SLM-ed steels) in comparison with the ferritic as-bui lt 

SLM-ed steel. From (eq.1), the dislocation density was approximated and is given in Table 3. 2.  The  

dislocation density is almost the same for the martensitic steels (wrought and re-austenitized SLM-ed 

steels). These martensitic steels have higher dislocation density than the as-built SLM-ed steel. This 

observation is in agreement with several studies showing that the martensitic transformation results 

in a high dislocation density in the quenched state [42–44]. Furthermore, the austenite mass fraction 

of the three studied materials was approximated by applying Rietveld refinement method on the  

neutron diffraction data (Table 3. 2). The as-built SLM-ed steel had the highest austenite content.  

While the wrought and re-asustenized steels had less than a 1% austenite mass fraction. The porosity 

in the materials was also measured and is given in Table 3. 2. The wrought steel was free of porosi ty 

while both SLM-ed steels had a similar porosity characteristics. 

 

 
Table 3. 2: Microstructural features (grain size, MnS inclusions, dislocation density, porosity, austenite) of the three studied 
steels. 

 

 

 
 Wrought SLM as-built SLM re-austenitized 

 

Grain size (µm) 
Martensitic: 3.3 

 
Former austenitic: 19.8 

 
Ferritic: 9.2 

Martensitic: 2 
 

Former austenitic: 12.5 

 
 

MnS inclusions 

Density: number/area (m-2) 7.6 109
 0 3.7 109

 

Size (µm) 1.0 0 0.5 

Volume fraction (%) 0.7 0 0.1 

Dislocation density (m-2) ~6.0 1015
 ~1.0 1015

 ~7.0 1015
 

 
 

Porosity 

Density: number/area (m-2) 0 1.1 108
 1.1 108

 

Size (µm) 0 4.4 4.4 

Volume fraction (%) 0 0.1 0.1 

Austenite (%) <1.0 9.2 <1.0 
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Figure 3. 3: Neutron diffraction pattern of the three studied materials showing a larger BCC (110) peak for both 
martensitic wrought steel and re-austenitized SLM-ed steels in comparison with the ferritic as-built steel. (d is the 

interplanar spacing). 
 
 

 
 

3.4.2  Potentiodynamic measurements 

Figure 3. 4 depicts the potentiodynamic plots of the SLM-ed steels in the as-built and re-austenitized 

conditions for different pH in deaerated 30 g/l NaCl solution. The polarization scan starts immediately 

at the immersion of the working electrode from -600 mV/ SCE (slightly cathodic potential) at 0.1 

mV/min scan rate. For each pH, the corrosion potential for both SLM-ed steels is similar and varies 

between -405 and -455 mV/SCE. At this potential, the anodic dissolution and the cathodic reduction 

rates at the surface of the electrode are balanced and the sum of their respective density current i s 

equal to zero. As the potential increases, the dissolution of the metal takes place characterized by an 

increase in current. This region is called the active region. For pH higher than 2.5, the anodic peak 

current density for  both  SLM-ed  steels is smaller than  10 µA/cm2 and  the metal is considered 

passivated. The value of 10 µA/cm2 is the critical active peak value above which the metal is considered 

as no longer passivated. This arbitrary value corresponds to a corrosion rate of 0.1 mm/year and i s 

taken as the onset of a significant corrosion rate [45,46]. For pH equal to 1.5, the active peaks for the  

SLM-ed in the as-built and re-austenitized conditions were 45 µA/cm2 and 60 µA/cm2 respectively.  

These peaks are higher than 10 µA/cm2 and the materials are no longer considered passivated in this 

potential range. 
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It can be concluded that the general corrosion behavior of the two steels is very similar (same corrosion 

potential and same pH of passivation). It should be noted that the two steels have different 

microstructures: the as built SLM-ed steel is ferritic, while the re-austenitized SLM-ed steel is 

martensitic. This leads to the conclusion that the microstructure didn’t have any effect on the general  

corrosion behavior. This similar corrosion behavior can be correlated to the identical chemical 

composition of the two steels that controlled the composition of the passive film and consequently i ts 

stability in the acidic chloride medium. 

 

Concerning the pitting corrosion behavior at higher potential, the two steels had different pitting 

potentials. For all the pH, the pitting potential was higher for the as built SLM-ed steel than the re-  

austenitized one. Thus, the as built SLM-ed steel is more resistant to the pitting corrosion. The pitting 

corrosion normally initiates at some microstructural defects or discontinuities in the passive f i lm 

caused by inclusions, grain boundaries and dislocations [47,48]. Since the re-austenitized SLM-ed steel 

has a martensitic structure, it has higher dislocation and grain boundary densities than the as-bui l t 

SLM-ed steel (shown in Table 3. 2) which will increase the probability of pit initiation. It is worth 

mentioning that there have been many studies concerning the effect of grain size on corrosion 

resistance. However, their results are not conclusive. For ferrous alloys, in some cases, the refinement 

of grains was considered beneficial for pitting corrosion [49,50]. In other cases, it was detrimental [51– 

53]. Furthermore, to the author’s knowledge, no work has been done concerning the effect of grain 

size on pitting corrosion in a martensitic stainless steel. In addition, the MnS inclusions present in the  

re-austenitized SLM-ed steel, which have been proven to be preferential sites for pitting, could be also 

the cause of the lower pitting potential. However, this assumption is questionable because, as it wi l l  

be shown later, the MnS inclusions didn’t have any effect on the pitting potential of the wrought steel.  

On the other hand, since the porosity content is the same for both steels, it cannot account for the  

difference in pitting potential. As shown in Table 3. 2, the austenite content was higher in the as-buil t 

SLM-ed steel. Thus, it seems that the austenite didn’t have any detrimental effect on the observed 

pitting potential. 
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Figure 3. 4: Comparison of the electrochemical behavior of the as-built SLM-ed steel and the re-austenitized SLM-ed steel 

in 30g/l NaCl solution at (a) pH=3.5, (b) pH=2.5 and (c) pH=1.5. 
 
 

 

 

Figure 3. 5 shows the polarization curves of the re-austenitized SLM-ed and the wrought steels at 

different pH in deaerated 30g/l NaCl solution. Similarly to Figure 3. 4 the polarization scan starts 

immediately at the immersion of the working electrode from -600 mV/ SCE (slightly cathodic potential)  

at 0.1 mV/min scan rate. The corrosion potential is different for the two steels. It tends to more noble 

values for the re-austenitized SLM-ed steel. In addition, it is noticed that at the corrosion potential the  

current density is almost ten times higher for the wrought steel. Furthermore, the general corrosion 

characterized by the anodic peak current density was more pronounced in the wrought steel .  At 

pH=3.5, both steels had an activation peak lower than 10 µA/cm2 which means that they can be 

considered as passivated even close to the corrosion potential. At pH=2.5, the re-austenitized SLM-ed 

steel was still passivated while this wasn’t the case for the wrought steel. The latter exhibited a very 

large active peak. As the pH decreased to 1.5, both steels were depassivated. However, the peak 

current density was significantly higher in intensity and much larger for the wrought steel. 

 

It should be noted that both steels have almost similar martensitic structure. However, the sul fur 

content is much higher in the wrought steel (Table 3. 1), which results in higher density and size  of  

MnS inclusions (Table 3. 2). Actually, MnS inclusions are not only possible preferential sites for pi t 

initiation but also destabilize the passive film. This was proven by several studies, where authors found 

anodic activity in the vicinity of the MnS inclusions corresponding to the breakdown of passivity. It was 

explained by the deposition of sulfur species in the adjacent region that were liberated from the MnS 

dissolution. The deposited sulfur promoted the destabilization of the passive film [54–59]. Oudar et al.  

[59] studied the active/passive behavior of pure nickel related to the amount of adsorbed sulfur. They 

have found that the adsorbed sulfur had a catalytic effect on the rate of dissolution of metal in the 
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active region of the anodic curve. Furthermore, they showed that there was a critical concentration of  

adsorbed sulfur, slightly lower than a monolayer, which totally inhibit the passivation of nickel alloy. 

 

On the other hand, the pitting potential was not significantly different; it was even slightly higher in 

the wrought steel. This result was unexpected since the MnS content was far higher in the wrought 

steel and would imply that the MnS inclusions didn’t have any strong influence on the pitting behavior.  

Since the anodic scan rate used during these tests was slow, it is possible that there was enough time 

for the MnS inclusions to dissolve completely and for its exposed surface to passivate before reaching 

the pitting potential. As a result, these inclusions didn’t affect the pitting resistance. Indeed, some 

authors reported that a preliminary electrochemical treatments were successful in removing the MnS 

inclusions leading to an improved pitting resistance [60,61]. One possible explanation for the slightly 

lower pitting potential for the re-austenitized SLM-ed steel would be its higher grain boundary density, 

since it has smaller grains, and the presence of porosities as shown in Table 3. 2. This suggests that the  

grain boundaries and porosities could be sites for pit initiation in these steels. 

 

 

Figure 3. 5: Comparison of the electrochemical behavior of the wrought steel and the re-austenitized SLM-ed steel in 
30g/l NaCl solution at (a) pH=3.5, (b) pH=2.5 and (c) pH=1.5. 

 
 
 

 

 

3.4.3  Open circuit potential 

The open circuit potential (OCP) of the three steels at pH equal to 2.5 is given in Figure 3. 6. The OCP 

was measured for 5 hours. It is shown that at the beginning of immersion there is a sharp decrease  of  

the OCP for all the steels. This is correlated to the dissolution of the passive film formed in contact with 

air [62]. After the sharp decrease of the OCP, the potential for both SLM-ed steels (as-built and re-  

austenitized) exhibit a slight increase with time of immersion. This increase of the OCP is an indication 

of a growing stable passive film and its enrichment in chromium oxide [63]. However, the wrought 

steel doesn’t exhibit this increase of the OCP and the potential stabilizes after half an hour to a less 
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noble potential than the SLM-ed steels. This indicates that an unstable oxide film developed that 

doesn’t have a protective property. 

 
 

 

 
 
 

Figure 3. 6: OCP measurement over 5 hour period at pH=2.5 for the three steels. The data shows a slight increase in OCP 
for the SLM-ed steels and a stabilisation at less noble potential for the wrought steel. 

 
 
 
 

After the test at OCP for 5 hours at pH equal to 2.5, the exposed surfaces were studied by optical  

microscopy (Figure 3. 7). Figure 3. 7.b and.c show the exposed surfaces of as-built and re-austenitized 

steels. They both present an intact surface with no evidence of generalized corrosion. Some porosities 

can be seen that were initially present in the SLM-ed steels before corrosion. In contrast, the exposed 

surface of the wrought steel in Figure 3. 7.a was subjected to general corrosion. Small dark points that 

cover all the surface correspond to the dissolved MnS inclusions. The dissolution of MnS in stainless 

steels under free corrosion was reported by multiple authors [11,55,63]. According to Eklund [64], MnS 

inclusions can only exist between pH 4.8 and 13.8. Therefore, it is expected that MnS inclusions would 

dissolve at pH 2.5. These observations along with the OCP measurements confirm the results of the 

potentiodynamic scans at pH 2.5 that showed that the SLM-ed steels were passivated in contrast to 

the wrought steel. 
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Figure 3. 7: Optical micrographs showing the exposed surface after OCP for 5 hours of (a) the wrought steel, (b) as-built 
SLM-ed steel and (c) re-austenitized SLM-ed steel. 

 
 
 

3.4.4  XPS measurements 

XPS measurements were performed in order to confirm the presence of a sulfur enrichment on the  

surface resulting from MnS dissolution. Only, the wrought steel was studied here. The surface states 

were studied in two conditions: after polishing to a mirror finish (polished) and after 24 hours of  

immersion at OCP in a deaerated solution containing 30 g/l NaCl at pH=2.5 (exposed). Figure 3. 8.a 

depicts the S 2p spectrum for both conditions. The polished surface had a small S2p peak at 161.55 eV. 

According to the literature, this component corresponds to MnS inclusions [65,66]. After immersion 

for 24 hours, the total sulfur signal became higher by a factor of six compared to the initial polished 

surface. This indicates that a large part of the surface was covered by sulfur containing species. Thus, 

the corrosion of this steel (OCP for 24 hours) resulted in an enrichment of sulfur species on the surface.  

In addition, three peaks, related to the S 2p level, can be identified on the exposed surface. The peak 

at 161.7 eV corresponds to the sulfur deposited on the surface that formed sulfides like FeS, CrS and 

Cu2S [67–70]. The peak at 166.6 eV is a typical value for sulfite ions, more specifically ferrous sul f ite 

FeSO3 [68,71]. The peak at 168.26 eV was found to correspond to ferrous sulfate FeSO4 [55,69,72].  

Figure 3. 8.b shows the three components of S2p spectra of the exposed surface recorded in XPS angle 

resolved mode. For each component the ratio of the intensity at photoelectrons take-off angle of  25° 

to the one at 65° indicates how close chemical species are to the extreme surface. A “relative depth” 

d* of each component can be estimated using eq.2: 

�∗   = � [(  

�
 

� 𝑰��° 

− )] = −𝐥𝐧 ( ) (eq.2) 

𝝀���(��) 𝝀���(��) 𝑰��° 

Where d is the depth of a given layer, λ is the electron inelastic mean free path (considered the same 

in all the layers), and I25° and I65° are the intensities of a given component at 25° and 65° take-off angle 
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respectively. The relative depth, d*, is a dimensionless parameter that allows the localization of the 
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different layers with respect to each other. This relative depth is presented in Figure 3. 8.c and 

indicates that the sulfate component seems to be located at the extreme surface. The sulfide is the  

deepest component and the sulfite is at an intermediate depth. This is in agreement with previous 

studies that demonstrated that the sulfate is located in the outer part of the passive film [55], whi le 

the sulfide is more profound [67]. Based on these observations, a schematic distribution of the sul fur 

species is proposed in Figure 3. 8.d . Figure 3. 9 shows the secondary electron micrograph of  the  

exposed surface of the wrought 17-4 PH steel along with its EDS maps of manganese and sulfur. The  

EDS maps don’t show any MnS inclusions indicating their complete dissolution after 24 hours of  

immersion at OCP in a deaerated solution containing 30 g/l NaCl at pH=2.5. These observations confi rm 

that during immersion, the MnS inclusions dissolve and the sulfur liberated from the dissolution i s 

deposited on the surface and changes the chemical composition of the passive film. Thus, it leads to a 

destabilization of the passive film, which is in agreement with previous studies on austenitic stainless 

steels [54–57]. This destabilization will result in the occurrence of general corrosion. 

 

 
 

Figure 3. 8: (a) S2p spectra determined from XPS of the polished and exposed (24 hour at OCP in 30 g/l NaCl at pH=2.5) 
surfaces of the wrought 17-4 PH steel (b) S2p angle-resolved XPS analyses of the exposed surface at two photoelectron 

escape angles (Ɵ=25° and Ɵ=65°), (c) depth plot based on the ratio of intensities at Ɵ=25° and Ɵ=65° using equation 2, (d) 
schematic distribution of the sulphur species related to each component. 
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Figure 3. 9: (a) and (b) Secondary electron micrographs of the exposed surface of the wrought 17-4 PH steel. EDS maps of 

(c) manganese and (d) sulfur elements corresponding to image (b) showing a complete dissolution of MnS inclusions 
after 24 hours at OCP in 30 g/l NaCl at pH=2.5. 

 
 

 

3.5 Conclusion  

The aim of this study was to determine the corrosion behavior of SLM-ed 17-4 PH steel by 

electrochemical characterization. A series of potentiodynamic scans were performed at three different 

pH in deaerated 30 g/l NaCl solution. Measurements were conducted on the SLM-ed steel in the as-  

built condition and after re-austenitization treatment (both in the (Y-Z) plane) and on the wrought 

steel. The microstructure of the SLM-ed steel in the as-built condition was mostly ferritic and was due 

to the high cooling and heating rates that didn’t allow enough time for the austenite to be formed. As 

a result, the delta ferrite formed during solidification didn’t undergo any metallurgical transformation 

and was retained at room temperature. After re-austenization heat treatment, the SLM-ed steel was 

completely transformed to martensite. In addition, the wrought steel had  a typical martensitic 

structure. The sulfur content that had a significant influence on the obtained results was higher in the  

wrought steel compared with the SLM-ed steels. Potentiodynamic measurements showed that: 

 

1. The pH of depassivation was the same for the SLM-ed steel in the two conditions (as-built and 

re-austenitized) regardless of their microstructures. This suggests that the difference in 

microstructures had little effect on general corrosion resistance for both steels. 

2. The pitting potential was higher in the as-built condition than the re-austenitized one. This was 

associated with the higher grain boundaries and dislocation densities. 

3. The re-austenitized SLM-ed steel had a remarkably superior general corrosion resistance than 

the wrought steel. This was associated with the lower sulfur content, more specifically the  

lower MnS inclusion content in the re-austenitized SLM-ed steel. In the wrought steel, the 

dissolution of MnS inclusions led to a deposition of a sulfur rich layer in the adjacent regions 
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that promoted the destabilization of the passive film and thus deteriorated  the  general  

corrosion resistance. The XPS measurements confirmed the formation of sulfur species on the  

surface of the wrought steel. 

4. Regarding the pitting corrosion behavior, although the MnS content was higher in the wrought 

steel, it was slightly more resistant than the re-austenitized SLM-ed steel. Thus, the  MnS 

inclusions didn’t have any effect on the pitting corrosion. The higher grain boundary densi ty 

and the presence of porosities in the re-austenitized martensitic steel could contribute to this 

behavior. 
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Chapter 4A comparative study of hydrogen embrittlement of 

selective laser melted and wrought 17-4 PH stainless steel 
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4.1 Abstract  

In this study, the hydrogen embrittlement of 17-4 PH stainless steel produced by selective laser melting 

(SLM) was investigated. The microstructure of SLM-ed 17-4 PH stainless steel was found to be ful ly  

ferritic, in contrast to the wrought martensitic steel. This finding was correlated to the high cool ing 

and heating rates that suppressed the austenite formation and retained the delta ferrite to room 

temperature. The hydrogen embrittlement was evaluated by performing slow strain rate tensile tests 

under cathodic charging. Both wrought and SLM-ed steels were aged at 580°C for 4 hours. It was found 

that SLM-ed 17-4 PH steel was more susceptible to hydrogen embrittlement compared to its wrought 

counterpart. This was due to the difference in microstructures, more specifically grain size. The crack 

initiation and propagation was much easier in the ferritic SLM-ed steel than in the martensitic wrought 

steel. The fracture in both steels was due to a significant subcritical crack growth followed by an 

overload fracture. The fracture surface of the wrought steel showed a brittle intergranular fracture 

mode at the borders and a ductile mode at the center. The brittle fracture mode was associated with 

the slow subcritical crack growth, while the ductile mode was due to the overload fracture. On the  

other hand, in the SLM-ed steel, both the subcritical crack growth and the final overload fracture were 

obtained by transgranular cleavage. For the SLM-ed steel, the crack initiation occurs through a purely 

decohesive mechanism in which the brittle crack initiation stress is decreased when the hydrogen 

concentration beneath the surface is increased. For the wrought steel, plastic deformation is needed 

to initiate the intergranular crack. It is suggested that the crack initiation requires a certain hydrogen 

concentration in the grain boundary, which is achieved through the dragging of hydrogen by mobi le 

dislocations to the grain boundaries. 

 
 

 

4.2 Introduction  

Precipitation hardenable (PH) stainless steels are widely used in a variety of applications such as 

chemical plants, oil and gas industry and marine environment due to their combined high strength and 

good corrosion resistance [1–4]. 17-4 PH is a precipitation hardenable stainless steel that contains 15- 

17.5 wt.% of chromium, 3-5 wt.% of nickel and 3-5 wt.% of copper. This steel exhibits a martensi tic 

microstructure after a solution heat treatment and quenching. A subsequent aging treatment is usually 

applied in the temperature range 480-620°C, which results in strengthening due to the precipitation 

of copper rich particles in the martensitic matrix [4–6]. 17-4 PH is the most popular grade among the  

precipitation hardenable stainless steels because it possesses a relatively high tensile strength, fracture 

toughness and corrosion resistance [3,4]. 
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Although this steel has good corrosion properties, it can still be susceptible to hydrogen embrittlement 

[7–10]. Chiang et al. [7] found that the solution treated steel had better resistance to hydrogen 

embrittlement than the peak aged steel. This was attributed to copper precipitation in the latter that 

induced its brittle fracture. In contrast, Hayashi et al. [8] showed that solution treated and sub-aged 

steels were more susceptible than peak-aged and over-aged steels to hydrogen embrittlement under 

low hydrogen content. In this study, the copper precipitation had a beneficial effect by hydrogen 

trapping. However, this effect disappeared when the hydrogen was trapped both at the precipitates 

and the martensitic matrix. Shen et al. [9] studied the effect of solution treatment temperature  on 

hydrogen susceptibility of 17-4 PH steel. They found that susceptibility decreases and then increases 

as the solution-treatment temperature increased. This behavior was due to the combined effect of  

prior austenitic grain size and the state of copper precipitation. Based on these findings, the copper 

effect on hydrogen susceptibility of this steel is still unclear. Furthermore, the strength level might 

have an effect but was not considered. Murray et al. [10] investigated the hydrogen embrittlement of  

a precipitation hardenable stainless steel similar to 17-4 PH steel and found that the hydrogen 

susceptibility increased with the increase in strength. For all these  studies, the hydrogen 

embrittlement was evaluated by a loss in ductility and reduction of fracture stress. In addition, fracture 

surfaces changed from ductile mode for the hydrogen free specimens to brittle mode, such as quasi -  

cleavage or intergranular, for the hydrogen charged specimens. 

 

Recently, stainless steels have been produced by additive manufacturing (AM). This process has been 

gaining increased attention because it allows objects, usually having a complex geometry, to be directly 

fabricated layer by layer according to a computer-aided design (CAD) model [11,12]. Selective laser 

melting (SLM) is a technique of AM that consists of producing metallic components by laser melting of  

metallic powders [13–15]. Many researches have been conducted on the microstructure of stainless 

steels obtained by SLM. They have shown that their microstructures were highly anisotropic and in 

some cases had different phase constitution from their wrought counterparts [16–20]. Consequently,  

the corrosion properties of AM stainless steels, in particular their hydrogen embrittlement 

susceptibility, are expected to be different from their wrought counterparts. 

 

The corrosion properties of AM stainless steels need to be investigated in order to prevent the failure  

of components during service. In this study, the hydrogen embrittlement of 17-4 PH stainless steel  

produced by SLM was investigated. Tensile tests were performed on charged and uncharged 

specimens. Furthermore, the effect of the strain rate on the hydrogen embrittlement was investigated. 

In addition, a comparison of the hydrogen embrittlement behavior between wrought and SLM-ed 
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steels was made. The same ageing treatment was conducted on the two steels so as to obtain similar 

yield strength. 

 

4.3   Experimental procedures  
 

4.3.1      Material 

The materials used in this study were wrought and SLM-ed 17-4 PH steels. The wrought material was 

a commercial bar from UGINE (cast # 818025). It was studied after a solution heat treatment at 1050°C 

for 1 hour followed by a water quench, then aged at 580°C for 4 hours. The SLM-ed steel was fabricated 

in an SLM machine of type EOS M270. The fabrication was done in an argon purging environment. 

Cylinders were fabricated horizontally, i.e. with their axis perpendicular to building direction Z. Tensile 

specimens were machined from the cylinders and then aged at 580°C for 4 hours. The chemical  

composition of both materials is given in Table 4. 1. The full composition of the wrought material i s 

indicated (data from the steel provider) in the first line of Table 4. 1. Additional measurements were 

conducted on both wrought and SLM-ed materials (lines 2 and 3 of Table 4. 1). These measurements 

were carried out using X-ray fluorescence (XRF) (FISCHERSCOPE X-Ray XAN-FD) for elements Ni, Cr and 

Cu, and using combustion elemental analysis (CEA) for C, S (LECO CS 444/LS), N and O (LECO TC-436). 

Table 4. 1: Chemical composition (wt. %) of wrought and SLM-ed 17-4 PH stainless steels. 
 

e 

 
 
 

 
 
 
 

 
 
 
 

 
 

 

4.3.2  Microstructural characterization 

SEM Zeiss SUPRA55VP was used at 20 kV for microstructural observations, including electron 

backscatter diffraction (EBSD). For the EBSD preparation, samples were polished up to 1200 gri t,  

followed by electropolishing using 94% ethanol + 6% perchloric acid as electrolyte at 25 V for 60 s. 

17-4 PH C Ni Si P Mn Cr C u S N O Nb
 F 

 

 
 
 

Wrought 

Provider 

0. 

Data sheet 

 

031 4. 

 

82 0. 

 

31 0. 

 

016 0. 

 

81 15.61 3. 

 

12 0 

 

.02 

 

- 

 

- 0. 

 

21 Bal. 

 XRF/CEA 0. 026 4. 95 - - - 16.18 3. 09 0. 021 0. 033 0. 007 - Bal. 

SLM-ed XRF/CEA 0 .03 4. 16 - 0. 008 - 16.11 3. 73 0. 003 0. 033 0. 046 0 .3 Bal. 
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4.3.3  Tensile tests in air 

Two specimen geometries were used for tensile tests in air: smooth axisymmetric specimens with a 

gage length of 10 mm and a diameter of 5 mm and notched axisymmetric specimens with a 1 mm deep 

circumferential notch having a root radius of 0.4 mm and an angle of 35°, which was cut in the center 

of the gage length. The notched specimens were used in order to study the effect of the notch on the  

fracture mode. Both smooth and notched specimens were tested at room temperature. The 

displacement rate used during testing was 10-5 mm/s. 

 

4.3.4  Tensile tests under cathodic charging 

Some specimens were only hydrogen charged during the slow strain rate tensile tests until fracture 

(without any pre-charging) and will be denoted as “charged” specimens. Other specimens were  

hydrogen pre-charged for 24 hours before the slow strain rate tensile test was started. Then,  the  

hydrogen charging was maintained during the tensile test until specimen fracture. These specimens 

will be denoted as “pre+charged” specimens. All specimens were cathodically charged at -800 mV 

versus the saturated calomel electrode (SCE) using a PGP201 potentiostat. The charging was done in 

(30 g/l NaCl + 0.4 g/l sodium acetate) solution at pH 1.5. The solution was deaerated continuously  by 

a nitrogen flux. A platinum plate was used as a counter electrode. The specimens were polished up to 

1 µm diamond finish. They were rinsed with water and cleaned with ethanol before each test.  The  

specimen was then installed in the electrochemical cell on the tensile machine. The cell was purged 

for 10 min with nitrogen gas before introducing the solution. Once the three electrodes were 

immerged the cathodic potential was directly applied. The displacement rates applied were 10-6 mm/s,  

10-5 mm/s and 10-4 mm/s. This gives real strain rates of approximately 9 10-9 /s, 2 10-7 /s and 3 10-6 /s 

(see appendix 4). These strain rates were estimated from the ratio of elongation at fracture to fracture  

time. The tensile machine used for both charged and uncharged specimens was of type SCHENCK 

coupled with the Wavematrix software. The recorded parameters are the load and the displacement 

using linear variable differential transformer (LVDT) sensor. Since the LVDT sensor was placed outside 

the electrochemical cell, a correction  of the raw data was applied  so  as to  obtain  the correct 

deformation in the elastic domain (Appendix 5). After the SSRT test was finished, the specimen was 

unmounted and cleaned with ethanol. The fracture surface was then examined by scanning electron 

microscopy. 

 

4.3.5  Electrochemical permeation test 

Electrochemical permeation was used to investigate the hydrogen diffusion in the studied materials. 

The method used is that developed by Devanathan and Stachurski [21]. The specimen was cathodically 
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6� 

charged by applying a potential of -1200 mV/SCE on the entry side to maintain a constant hydrogen 

concentration. The potential applied on the exit side was 0 mV/SCE, which allowed complete oxidation 

of hydrogen. This corresponds to a zero hydrogen concentration condition on the exit side.  The  

equipment used for applying the required potentials were VoltaLab PGP201 potentiostats. The 

solution used in both entry and exit cells was 0.1 M NaOH continuously deaerated with nitrogen. The  

permeation tests were performed at room temperature. The auxiliary electrodes were platinum plates 

and the reference electrodes used were saturated calomel electrodes (SCE). The working electrode  

was a thin sample of the tested steels. The two sides of the sample were polished down to 0.25 µm 

diamond finish. After preparation, the obtained thickness was between 200 and 400 µm. The sample  

was then placed and sealed between the two electrochemical cells. A circular area of 0.785 cm2  (1 cm 

of diameter) was exposed to the solution on both sides. 

The effective hydrogen diffusivity, Deff  (m2/s), was estimated by the time lag method applied on the  

rising permeation current transient for these boundary conditions [21]: 
 

�2 

���� = 

𝐿 

where e is the specimen thickness and tL is the time lag corresponding to the point on the hydrogen 

permeation curve where the current density at the exit side I is equal to 0.63 Iss, Iss being the steady-  

state current density. The permeation  curves presented in  this paper represent the normal ized 

intensity (I/Iss) on the exit side versus the normalized time (t/e2). 

 

4.4 Results and discussion  
 

4.4.1  Microstructural analysis 

Figure 4. 1.a shows the EBSD orientation map of the wrought 17-4 PH steel obtained after a solution 

heat treatment at 1050°C for 1 hour and a water quench, then followed by an aging heat treatment at 

580°c for  4 hours. It shows a  well-defined martensitic microstructure with lathes of martensi te  

gathered into blocks and the latter into packets inside a prior austenitic grain. The average  prior 

austenitic grain size is approximately 20 µm. It is expected that this steel has undergone complete  

martensitic transformation upon water quenching from the solutionizing temperature. 

 

Figure 4. 1.b and.c shows the EBSD maps of the SLM-ed 17-4 PH steel in the (X-Z) and (X-Y) planes 

respectively. The (X-Z) and (X-Y) planes are respectively the planes parallel and perpendicular to the  

building direction Z. It is also noted here that the direction X is that of stress for tensile tests. In contrast 

to the wrought steel, the EBSD maps reveal a coarse grain microstructure with no evidence of lathes 
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of martensite. It has been shown in a previous paper [16] that this SLM-ed steel in the as-built state  

has a ferritic microstructure, more specifically δ ferrite. This is due to the high heating and cooling rates 

experienced during SLM construction that suppressed the transformation of δ ferrite to austenite at 

high temperature. Thus, the δ ferrite formed during solidification does not undergo any metallurgical 

transformation during the numerous heating and cooling stages of the construction. This process can 

be visualized as if δ ferrite had by-passed the austenite phase. As a result, the δ ferrite was retained 

until the end of the fabrication. More details of this by-passing phenomenon are given in [16].  This 

mechanism has been recently observed by Vunnam et al. [22] on the same material. The EBSD maps 

also show that the grain morphology is different in the (X-Z) plane (Figure 4. 1.b) and the (X-Y) plane  

(Figure 4. 1.c), which is related  to the laser scanning strategy [20,23]. This difference in  grain 

morphology between the planes might play a role in the hydrogen diffusion during tensile tests under 

hydrogen charging and will be discussed later. Microstructural changes resulting from the tempering 

heat treatment at 580°C for 4 hours, namely cooper-rich nanometer-size precipitation and potential ly 

a small amount of reverted austenite, can't be observed at this magnification. 

 

 
 

Figure 4. 1: EBSD orientation map of (a) wrought 17-4 PH steel showing a typical martensitic microstructure, (b)  and (c) 
SLM-ed 17-4 PH steel showing coarse grain ferritic microstructure in the (X-Z) plane (b) and in the (X-Y) plane (c). Z is the 

building direction. 
 
 
 
 
 

 

4.4.2  Tensile properties in air 

Tensile tests in air were performed at room temperature on both smooth and notched specimens of  

wrought and SLM-ed steels. Figure 4. 2 shows the engineering stress-strain curves obtained.  The  

engineering stress was calculated from the ratio of load to minimum surface perpendicular to the load 

axis. The minimum diameter is approximately 5 mm for the smooth specimens and 3 mm at the notch 

root for the notched specimens. For the smooth specimens, both wrought and SLM-ed steels show a 
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significant elongation (21 to 26 %). The SLM-ed smooth specimen has slightly lower yield strength,  

ultimate tensile strength and strain to fracture. Nonetheless, the two steels can still be considered of  

comparable strength and “satisfactory” elongation. Since the ferritic SLM-ed steel has similar strength 

as the martensitic wrought steel, this implies that the martensitic structure has  little  effect on 

strengthening for this type of steel. This tends to show that the strength of this steel is mainly 

determined by the copper precipitation. Figure 4. 3 shows the fracture surfaces of the wrought and 

SLM-ed steels obtained on smooth tensile specimens. Dimples were observed on the whole area of  

the fracture surface, which are typical ductile failure mode at room temperature. However, the  

dimples seem to be deeper and larger for the wrought steel. The wrought steel shows a typical ducti le 

cup-and-cone fracture surface with three distinct regions: fibrous zone in the middle where  the  

fracture initiated, the radial zone that shows a rough surface with radial marks diverging from the  

fibrous region and the shear lip zone. On the other hand, the SLM-ed steel doesn’t show a typical  

ductile fracture. The main fracture mode observed on the entire surface is still ductile. However, some 

small brittle cleavage zones can be observed. 

 

 
 
 

Figure 4. 2: Stress-strain curves of tensile tests in air of smooth and notched specimens of wrought and SLM-ed steels. 
The displacement rate used for all the tensile tests in air is 10-5 mm/s. 
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Figure 4. 3: Fracture surfaces after tensile tests in air of smooth specimens of: (a), (c) wrought steel showing a typical 
ductile cup-and-cone fracture and (b), (d) SLM-ed steel showing ductile behavior with small brittle cleavage zones. 

 
 
 

The notched specimens showed a pronounced increase in the engineering tensile stress (calculated as 

uniaxial with respect to a reduced section at a notch) and reduction in elongation for the same strain 

as the smooth specimens. This was observed for both wrought and SLM-ed specimens and results from 

the stress triaxiality that develops ahead of the notch. In addition, the SLM-ed specimen had slightly 

lower yield strength and ultimate tensile strength than the wrought specimen, which is consistent with 

the observations on the smooth specimens. The fracture surfaces of the notched specimens are shown 

in Figure 4. 4. The macroscopic fracture surface of the notched wrought steel, shown in Figure 4. 4.a,  

reveals a ductile fracture mode with the three typical zones (fibrous, radial and shear lip zones).  At 

higher magnification (Figure 4. 4.c), the radial zone shows a mixture of approximately 80% ductile and 

20% brittle intergranular fracture. The intergranular fracture is along the prior austenitic grain 

boundaries. This observation implies that the martensitic wrought steel is only slightly notch sensi tive 

because the fracture mode remained mostly ductile. On the other hand, the overall fracture surface  

of the SLM-ed notched steel in Figure 4. 4.b does not show a ductile fracture mode. At higher 
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magnification (Figure 4. 4.d), mainly brittle transgranular cleavage is observed. It appears that the  

notch had a drastic effect on the fracture mode for the ferritic SLM-ed steel. 

 

It is well known that brittle fracture occurs in three stages: initiation of a crack, the initial extension of  

the crack and the crossing of the first obstacle, usually a grain boundary. The stress needed to 

overcome each stage is inversely proportional to the square root of the grain size d. Thus, the brittle 

fracture stress 𝜎� is inversely proportional to the square root of the grain size (𝜎�  ∝ �−1/2) [24]. This 
was demonstrated in the frame of dislocation theory of fracture and is described in details in ref. [25– 

27]. Considering the two studied steels, it can be seen from the EBSD maps in Figure 4. 1 that the  α’  

grain size (martensitic grain size) for the wrought steel is much smaller than the δ grain size for the 

SLM-ed steel. Thus, the brittle fracture stress 𝜎� is much lower for the SLM-ed steel in comparison to 
the wrought steel. This implies that the SLM-ed ferritic steel requires lower stress to fracture in brittle 

mode than the martensitic wrought steel. The effect of the notch was to produce a higher tensile stress 

level that exceeded the brittle fracture stress in the SLM-ed steel. As a result, the fracture surface had 

mostly cleavage-like fracture mode. However, it seems that the stress level didn’t reach the brittle  

fracture stress for the wrought steel. This resulted in a mostly ductile fracture mode. 

 

 
 

Figure 4. 4: Fracture surfaces after tensile tests in air of notched specimens of: (a), (c) wrought steel showing mainly 
ductile behavior with dimples and (b), (d) SLM-ed steel showing brittle behavior with cleavage. 
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4.4.3  Hydrogen permeation behavior 

The permeation tests were conducted in order to study the hydrogen diffusion in the two steels. Figure 

4. 5 shows the hydrogen permeation curves of the wrought steel along an arbitrary direction and SLM- 

ed steel along two directions, parallel and perpendicular to the building direction Z. During tensile tests 

under hydrogen charging of cylindrical specimens, hydrogen charging occurs along multiple directions.  

For the wrought steel, the microstructure, and hence, the hydrogen diffusion is isotropic, i.e. the same 

for all directions. Thus, one permeation test is enough to determine the hydrogen diffusion of this 

steel. However, for the SLM-ed steel, Figure 4. 1.b and .c show that the microstructure is not isotropic.  

According to the literature, the hydrogen diffusion might differ for the same steel with changes of  

microstructure such as grain shape and size [28–30]. Therefore, two directions were studied to check 

if the hydrogen diffusion is isotropic, i.e. the same in the two directions. In Figure 4. 5, the normalized 

current density is plotted as a function of the normalized time. All the curves consisted of three stages: 

incubation stage preceding the breakthrough time, which corresponds to the time needed for the fi rst 

hydrogen atoms to diffuse across the specimen’s thickness, the transient stage where the permeation 

current increases and the steady-state stage where a constant hydrogen flux is reached. From these 

curves, the effective hydrogen diffusion coefficient can be calculated using the time lag method as 

explained previously. The results are listed in Table 4. 2. The diffusion coefficient was almost simi lar 

for the two directions of the SLM-ed steel. Thus, it can be considered that the hydrogen diffusion in 

the SLM-ed steel is isotropic. On the other hand, the hydrogen diffusion coefficient is about three times 

lower in the wrought steel than in the SLM-ed steel. This is correlated to its martensitic microstructure  

that presents more hydrogen trapping sites (dislocations and grain boundaries) than the ferri tic 

microstructure of the SLM-ed steel [31]. However, it should be noted that the diffusion coefficient 

found for the ferritic SLM-ed steel is approximately two to three orders of magnitude lower than that 

of a typical ferritic microstructure: 1.19 10-10 m2/s in [32], ~ 2 10-10 m2/s [33], 1.81 10-10 m2/s [34]. This 

could be due to additional trapping sites, possibly correlated to the formation of Cu-rich precipitates 

by the aging heat treatment (580°C-4 hours). 

 
By using the effective diffusion coefficient calculated from the permeation tests, it is possible to 

 
estimate the hydrogen diffusion distance � from the surface of the charged tensi le  specimens according to the equation � = √2��. The value of t corresponds to the test duration from the onset 
of charging up to the specimen’s fracture, which includes the 24 hours of pre-charging, if any. For 

example, the diffusion distance is 220 µm for the wrought pre+charged specimen tested at 10-4 mm/s. 

The diffusion distance is 365 µm for the SLM-ed pre+charged specimen tested at 10-4 mm/s. This simple 
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calculation shows that the specimens are not necessarily completely hydrogen charged (the hydrogen 

didn’t reach the center of the specimens). 

 
 

 
 

 
 

Figure 4. 5: Electrochemical hydrogen permeation curves at room temperature showing slightly faster diffusion for the 
SLM-ed steel. 

 

 

 
Table 4. 2: The effective diffusion coefficient of hydrogen in wrought and SLM-ed steels determined from electrochemical 
permeation at room temperature. 

 

Materials Deff (m2 s-1) 

Wrought 2.3 10-13 

SLM (parallel to Z) 7.3 10-13 

SLM (perpendicular to Z) 5.1 10-13 

 

 

4.4.4  Tensile tests under hydrogen charging 

The tensile stress-strain curves obtained for the smooth specimens of both wrought and SLM-ed steels 

under hydrogen charging are given in Figure 4. 6 and Figure 4. 7. In order to compare the hydrogen 

susceptibility of each steel, the tensile stress-strain curves in air of smooth specimens were added to 

Figure 4. 6 and Figure 4. 7. A pronounced effect of hydrogen charging can be observed for the two 

steels that is characterized by a large decrease in elongation to fracture. It can also be seen that the 
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decrease in strain rate mainly leads to a decrease in fracture stress and elongation for the SLM-ed steel 

and a decrease in elongation only for the wrought steel. It is thus deduced that the decrease in strain 

rate enhances the hydrogen embrittlement, in agreement with the literature [35–40]. It is well known 

that hydrogen not only assists crack propagation but is also involved in its initiation. In order for a crack 

to initiate under a static stress, a certain hydrogen concentration must be accumulated on a certain 

distance below the surface. This phenomenon is time dependent [41,42]. Thus, by decreasing the  

strain rate, the charging time is increased leading to a higher hydrogen concentration for the  same 

stress level. Consequently, the cracking will be initiated prematurely for the lower strain rate. 

Furthermore, the H-pre+charged specimens had higher reduction in elongation compared to simply H-  

charged specimens for both wrought and SLM-ed steels. The pre-charging increases the H 

concentration in the steel leading to premature cracking and enhanced hydrogen embrittlement. 

 
 

 

 
 

Figure 4. 6: Stress-strain curves of wrought smooth specimens in air and under hydrogen charging showing a reduction in 
elongation to fracture for the specimens under hydrogen charging. 
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Figure 4. 7: Stress-strain curves of SLM-ed smooth specimens in air and under hydrogen charging showing a reduction in 

elongation to fracture for the specimens under hydrogen charging. 
 
 
 

 

Figure 4. 8 shows a side view of wrought H-charged specimen tested at 10-4 mm/s and SLM-ed H-  

charged specimen tested at 10-4 mm/s. Both specimens show a considerable number of small 

secondary cracks that initiated and slightly propagated but didn’t induce the final fracture.  The  

direction of propagation is perpendicular to the tensile axis. These cracks present evidence of 

subcritical crack growth regime occurring in the two steels. Thus, the fracture in the two steels can be 

described by these successive steps: subcritical multi-cracking, then the coalescence of some of  the  

cracks to form the main crack that propagates up to a critical length, which then takes the step unti l 

the final fracture by overloading on the remaining ligament. Stress-strain curves under hydrogen 

charging in Figure 4. 6 and Figure 4. 7 also show evidence of subcritical crack growth as a decrease  in 

load is observed before the onset of necking. In the following, it will be assumed that the main crack 

initiation corresponds to the point where the curve deviates from the stress-strain curve in air [43].  

What follows the initiation point is a gradual decrease in stress that can be correlated to the main crack 

propagation. Since the main crack propagates slowly, hydrogen have sufficient time to interact at the  

crack tip and induce a hydrogen-assisted cracking phenomenon. It should be noted that for the H- 

pre+charged wrought specimen tested at 10-6 mm/s, the gradual decrease in load is not visible. In this 
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particular case of very low strain rate, the subcritical crack propagation was probably faster than the  

acquisition time interval selected (3 s). On the other hand, the overload crack propagation occurs at 

very high speed (almost equal to half of the speed of sound) [44]. This prevents any crack/hydrogen 

interaction during overload fracture. 

 

Figure 4. 6 shows that for the wrought steel, subcritical cracks initiate always in the plastic domain. In 

contrast, Figure 4. 7 shows that for the SLM-ed steel, initiation occurs earlier in the elastic domain.  

Thus, it can be concluded that the ferritic SLM-ed steel is more susceptible to hydrogen embrittlement 

than the martensitic wrought steel. This is due to the difference in microstructures. As mentioned 

earlier the stress needed to overcome the crack initiation, initial extension and the crossing of its fi rst 

obstacle is inversely proportional to the grain size, which is still true under hydrogen. Thus, since the 

ferritic SLM-ed steel has higher grain size, the hydrogen assisted crack initiation and propagation i s 

easier in this steel than in the martensitic wrought steel. 

 

 

 

 
 

Figure 4. 8: Evidence of subcritical crack growth in (a) wrought charged specimen at 10-4 mm/s and (b) SLM-ed charged 
specimen at 10-4 mm/s. 

 

The fracture surface of the H-pre+charged wrought specimen at 10-4 mm/s strain rate is given in Figure 

4. 9.a and .c. It is also representative of the fracture surface of the charged and pre+charged wrought 

specimens tested at all rates. The overall surface is essentially composed of two different zones: a 

brittle zone located close to the surface, followed by a ductile zone with dimples located mainly in the 

center. The brittle zone is mainly intergranular along the prior austenitic grain boundaries [45].  As 

mentioned earlier, the fracture in this steel is due to the coalescence of some subcritical cracks that 

formed the main crack. The latter propagated to a critical length, which consequently led to an 

overload fracture. During subcritical crack propagation, hydrogen assisted cracking occurs. It is thus 

expected that the main crack propagation region corresponds to a hydrogen affected brittle zone at 
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the border. Here, this zone has a brittle intergranular fracture mode. The size of this zone is 

approximately 800-900 µm, which is larger than the hydrogen diffusion distance calculated from 

permeation in the previous section (220 µm). This supports the assumption of local effects of hydrogen 

at the crack tip. On the other hand, since the overload fracture occurs at a critical speed, no hydrogen 

interaction can occur. Thus, the overload fracture region should correspond to a hydrogen unaffected 

zone. Furthermore, the propagated main crack can be pictured as a severe notch at the surface of the  

specimen. Thus, at the overload fracture, the specimen can be considered to be notched. As seen in 

the previous section, the notched wrought specimen tested in air exhibited mainly a ductile fracture 

mode. Consequently, the overload fracture occurs by ductile mode, and thus corresponds to the  

ductile zone with dimples located mainly in the center [41,46]. 

The fracture surface of the H-pre+charged SLM-ed specimen tested at 10-4 mm/s strain rate is given in 

Figure 4. 9.b and d. It is also similar to the fracture surfaces of the charged and pre+charged SLM-ed 

specimens tested at all strain rates. Unlike the wrought steel, the overall surface shows a brittle bright 

surface. At higher magnification, the whole surface exhibited a transgranular cleavage mode. Similarly 

to the wrought steel, the specimen fracture in the SLM-ed steel is due to subcritical multi-cracking,  

then some of the cracks coalesce and form the main crack that propagates up to critical length and 

leads to the overload fracture. Thus, the main crack propagation region should correspond to a 

hydrogen affected brittle zone close to the surface. Here, the brittle zone has a transgranular cleavage  

morphology. On the other hand, a hydrogen unaffected zone corresponding to the overload fracture  

should be present. Similarly to the wrought steel, the propagating main crack can be considered as a 

severe small notch at the surface of the specimen. As shown in the previous section, the notched 

specimen tested in air exhibited a brittle transgranular cleavage fracture mode. It is thus expected that 

the overload fracture will occur by transgranular cleavage mode. Since the two zones (hydrogen 

affected and unaffected zones) have the same fracture mode (transgranular cleavage), their boundary 

cannot be distinguished on the fracture surface. 
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Figure 4. 9: Fracture surfaces after tensile test under hydrogen charging of smooth specimens of (a), (c) wrought steel at 
10-4 mm/s showing intergranular fracture mode at the borders and (b), (d) SLM-ed steel at 10-4 mm/s showing brittle 

behavior with cleavage on the entire surface. 
 
 

 
 

As mentioned earlier, it is assumed that the main subcritical crack initiates when the stress-strain 

curves deviate from the curve measured in air. Thus, the time at initiation tini can be determined. From 

this time, the severity of hydrogen charging can be estimated as  √2��𝑖�𝑖 which is the  diffusion 
distance of hydrogen into the material at tini. It should be noted that this value is proportional to the 

amount of hydrogen (in at.m-2 for example) introduced into the material. 

 
From the stress-strain curves of Figure 4. 6 and Figure 4. 7, the values of tini, time at crack initiation, 

 
and σ𝑖�𝑖, stress at crack initiation were extracted for the two materials at the different  charging conditions. Figure 4. 10 shows the stress at crack initiation versus √2��𝑖�𝑖, which represents the 
severity of hydrogen charging. The two materials show very different behaviors. For the SLM-ed ferritic 

steel, a decrease of the initiation stress is observed when the H charging conditions become more 

severe. This suggests that crack initiates through a purely decohesive mechanism in which the bri ttle 

crack initiation stress is decreased when the hydrogen concentration beneath the surface is increased. 

However, for the wrought martensitic steel, the initiation stress is found practically independent of 
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the H charging severity. This suggests that in contrast to what was observed for the ferritic SLM-ed 

steel, the stress level and H concentration below the surface are not the only parameters control ling 

the crack initiation. Instead, it is suggested that plastic deformation is needed here to initiate the crack.  

This would explain why the initiation stress for the wrought martensitic steel is practically always the  

same: as soon as plastic deformation is involved, the stress is necessarily in the range 1100-1200 MPa 

considering the flow behavior of the material (i.e. practically no work-hardening). This has to be related 

to the crack path observed: the subcritical crack in the wrought material is essentially intergranular.  

This tends to show that plastic deformation is needed to initiate any intergranular crack. This i s in 

agreement with the work of Nagao et al. [46] who demonstrated a hydrogen-enhanced-plastici ty 

mechanism involved in the intergranular fracture of lath martensitic steels. The crack initiation would 

require a certain hydrogen concentration in the grain boundary. This amount is reached through the  

dragging of hydrogen by mobile dislocations [47–53] to the grain boundaries. As this mechanism is 

possible only when dislocations are mobile, it can be active only above the yield strength of  the  

material (or possibly just below it in case of local micro-plasticity), which is consistent with the present 

observations. 

 
 

 
 

 

 
Figure 4. 10: Stress at main crack initiation versus √���𝒊�𝒊, showing similar stress level for the different hydrogen 

concentration for the wrought specimen and a decrease in stress with increasing hydrogen concentration for the SLM-ed 
steel. 

 

4.5 Conclusion  

This study focused on the hydrogen embrittlement of 17-4 PH stainless steel fabricated by SLM 

compared with the wrought steel. A microstructural characterization was first performed on both 
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wrought and SLM-ed steels. The wrought steel showed a typical martensitic microstructure with 

lathes. However, the SLM-ed steel exhibited a δ ferritic microstructure with coarse grains. This was 

due to the high cooling and heating rates experienced during SLM that suppressed the austenite  

formation and retained the δ ferrite down to room temperature. 

 

The hydrogen embrittlement tests consisted of slow strain rate tensile tests in acidic chloride medium 

at room temperature under cathodic charging. The degree of hydrogen susceptibility of each steel was 

assessed by comparing the stress-strain  curves of uncharged, charged and pre+charged smooth 

specimens. In addition, a study of the fracture surfaces was conducted in order to fully understand the  

hydrogen effect on the fracture mode. The main conclusions that can be drawn are: 

 

1. Wrought and SLM-ed steels were both susceptible to hydrogen embrittlement under slow 

strain rates. They exhibited a remarkable decrease in elongation to fracture compared with 

the uncharged steels. 

2. The SLM-ed steel was more susceptible to hydrogen embrittlement than the wrought steel . 

This was due to the difference in grain sizes: the crack initiation and propagation was much 

easier in the ferritic SLM-ed steel than in the martensitic wrought steel. 

3. The fracture in both steels was correlated the coalescence of subcritical cracks to form the  

main crack that propagated to a critical length and consequently led to an overload fracture. 

4. The fracture surface of the wrought steel showed two zones: an intergranular brittle fracture 

zone close to the surface and a ductile zone in the center. The intergranular fracture zone 

corresponds to the subcritical crack propagation. The ductile zone is correlated to the overload 

fracture, which is consistent with the fracture mode of wrought notched specimen tested in 

air. 

5. On the other hand, in the SLM-ed steel, both the subcritical crack growth and the final overload 

fracture were obtained by transgranular cleavage mode. This overload fracture  mode is 

consistent with the fracture mode of SLM-ed notched specimen tested in air. 

6. For the SLM-ed steel, stress and H concentration are the only factors needed to initiate the  

crack. The crack initiation occurs through a purely decohesive mechanism in which the brittle  

crack initiation stress is decreased when the hydrogen concentration beneath the surface i s 

increased. 

7. For the wrought steel, in addition to the stress and H concentration, plastic deformation is also 

needed to initiate the intergranular crack.          It is suggested that the crack initiation requires 

a certain  hydrogen concentration  in  the grain boundary, which  is achieved through  the  

dragging of hydrogen by mobile dislocations to the grain boundaries. 
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The present thesis focuses on the corrosion properties of 17-4 PH stainless steel fabricated by Selective 

Laser Melting (SLM). Microstructural characterization on wrought and as-built SLM-ed steels was done 

using optical microscopy, X-ray diffraction (XRD) and scanning electron microscopy equipped with 

electron backscatter diffraction (EBSD) and energy-dispersive X-ray spectroscopy (EDS). In addition,  

dilatometry was used to study the phase transformation in both steels. The optical micrographs 

showed a typical martensitic microstructure with lathes for the wrought steel, while it showed no 

evidence of lathes of martensite for the SLM-ed steel. XRD showed that SLM-ed steel had a BCC 

structure. EBSD maps confirmed the optical micrographs observations and showed that the 

microstructure of the as-built SLM-ed steel is completely ferritic. This was interpreted as a result of the  

high thermal rates experienced during SLM (105-106 K/s) that didn’t allow the austenite phase  

sufficient time to form. Thus, the solidified delta ferrite doesn’t encounter any metallurgical 

transformation during the numerous thermal cycles during SLM. This resulted in ferritic microstructure 

of the SLM-ed 17-4 PH steel at the end of fabrication. Other specimens of as-built 17-4 PH steel  

fabricated in different SLM machines were also studied. In each case a fully ferritic microstructure  was 

observed, which suggests a certain generality of this result. After solution treatment, the 

microstructure of the SLM-ed steel recovers its martensitic microstructure with lathes. The dilatometry 

measurements confirmed the transformation of delta ferrite to austenite during heating and the  

austenite to martensite transformation during cooling. The neutron diffraction measurements also 

showed the austenite to δ ferrite transformation at high temperatures, which proved that the SLM-ed 

steel is mainly ferritic at melting temperature. 

The corrosion behavior of the 17-4 PH SLM-ed steel was then investigated. The material used in this 

study was wrought steel (martensitic), as-build (ferritic) and re-austenitized SLM-ed steels 

(martensitic). The electrochemical characterization consisted of anodic scans in chloride acidic 

solution. Both SLM-ed (as-built and re-austenitized) had similar general corrosion resistance regardless 

of their different microstructures. Their similar chemical composition controlled the chemical 

composition of the passive film and thus its stability. The re-austenitized SLM-ed steel had a remarkably 

superior general corrosion resistance than the wrought steel. This was associated with the high sulfur 

content, more specifically the MnS inclusion content in the wrought steel. The dissolution of  MnS 

inclusions led to a deposition  of a sulfur  rich  layer  in the adjacent regions that promoted the 

destabilization of the passive film and thus deteriorated the general corrosion resistance. The XPS 

measurements confirmed the formation of sulfur species on the surface of the wrought steel. 

 

The hydrogen embrittlement of SLM-ed 17-4 PH was investigated. The materials studied were SLM-ed 

(ferritic) and wrought (martensitic) steels. They were both subjected to an overaging treatment at 
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580°C for 4 hours, which led to similar strength of the both steels. The hydrogen embrittlement tests 

consisted of slow strain rate tensile tests in acidic chloride medium at room temperature under in-situ 

cathodic charging. The degree of hydrogen susceptibility of each steel was assessed by comparing the  

stress-strain curves of uncharged, charged and precharged+charged smooth specimens. In addition,  a 

study of the fracture surfaces was conducted in order to fully understand the hydrogen effect on the  

fracture mode. It was found that the SLM-ed steel was more susceptible to hydrogen embrittlement 

than the wrought steel. This was due to the difference in grain sizes: the crack initiation and 

propagation was much easier in the ferritic SLM-ed steel than in the martensitic wrought steel.  The  

fracture in both steels was correlated with the coalescence of subcritical cracks to form the main crack 

that propagated to a critical length and consequently led to an overload fracture. The fracture surface 

of the wrought steel showed two zones: an intergranular brittle fracture zone close to the surface  and 

a ductile zone in the center. The intergranular fracture zone corresponds to the subcritical crack 

propagation. On the other hand, in the SLM-ed steel, both the subcritical crack growth and the f inal  

overload fracture were obtained by transgranular  cleavage. For  the SLM-ed  steel, stress and  H 

concentration are the only factors needed to initiate the crack. The crack initiation occurs through a 

purely decohesive mechanism. For the wrought steel, in addition to the stress and H concentration, 

plastic deformation is also needed to initiate the intergranular crack. The crack initiation require  a 

certain hydrogen concentration in the grain boundary, which is achieved through the dragging of  

hydrogen by mobile dislocations to the grain boundaries. 

 
 
 

One of the main results of the microstructural study conducted in this work is that the as-bui l t 

microstructure of the SLM-ed 17-4 PH steel is essentially δ ferritic. A possible perspective of this work 

would be to adjust the chemical composition of the steel and/or the process parameters to obtain the  

desired martensitic microstructure in the as-built state. The neutron diffraction study has shown that 

the temperature range of δ ferrite at high  temperature is strongly dependent on  the chemical 

composition. This was observed in appendix 2, where a slight change in nickel content induced a 

change in primary solidification phases. Increasing the nickel content could allow a solidification in 

austenite, rather than in δ ferrite, which would give a martensitic microstructure once cooled to room 

temperature. However the nickel content should not be too high, so as not to retain too much 

austenite in the final microstructure. 

 

On the other hand, the process parameters can affect the cooling and heating rates. A decrease  of  

those rates might facilitate the transformation of δ ferrite to austenite in the solid state and thus lead 
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to a martensitic microstructure in the final state. In addition, the effect of the atmosphere used in 

powder atomization and SLM fabrication on the stabilization of a certain phases can also be 

investigated. For example, the nitrogen environment can stabilize the austenite phase and play the  

same role as nickel as mentioned above. 

For more understanding of the SLM-ed microstructures, further studies on the phase transformations 

in this steel should be conducted, specifically, the effect of heating and cooling rates on the onset and 

finish temperatures of phase transformations at very high temperatures, i.e. close to the melting 

temperature. In order to do so, dilatometry or diffraction measurements can be done at various 

heating and cooling rates. The variation of phase transformation (onset and finish temperatures)  with 

thermal rates can be assessed. Consequently, the possibility of phase transformations at the thermal  

rates experienced by SLM can be determined. 

The electrochemical corrosion study has shown a critical effect of the manganese sulfide inclusions on 

the general corrosion of the material: the as-built SLM-ed material, free of any MnS inclusions, has a 

much better corrosion resistance. One of the reasons for the absence of MnS inclusions in the as-buil t 

SLM material is that the MnS have dissolved at high temperature and the very high cooling and heating 

rates do not allow their reformation in the solid state. This suggests that laser melting could be used 

as a surface treatment process of steels to suppress the MnS inclusions and increase the corrosion 

resistance. One perspective of this work would be to process the surface of "high" sulfur steels using 

laser melting to see if it is possible to completely suppress the MnS inclusions. 

 

The hydrogen embrittlement study has shown that the SLM-ed steel was very sensitive. This was 

essentially due to its unique δ ferritic microstructure. It would be interesting to investigate the HE of  

this SLM-ed steel after solution heat treatment that will allow recovering the martensitic 

microstructure. Some preliminary work has actually already been done in this PhD thesis, but was not 

included in this manuscript. It showed a difference in behavior between as-built and re-austenitized 

SLM-ed 17-4 PH steels. The HE resistance of re-austenitized martensitic SLM-ed steel was improved 

compared to the as-built ferritic steel. In other words, the re-austenitized SLM-ed material behaves 

very closely to the conventional wrought material. This might be due to  the recovering of the 

martensitic microstructure. In addition, the fracture surfaces showed a change from transgranular 

mode for the as-built SLM-ed steel to intergranular mode for the re-austenitized SLM-ed steel. This i s 

in agreement with the literature review that concluded that the one of the main characteristics of  the  

HE in martensitic steels is the occurrence of intergranular fracture. This work on the re-austenitized 



132  

SLM-ed steel could be pursued, including among other topics a focus on the role of porosity on HE of  

those material. 

From a more fundamental point of view, the hydrogen embrittlement study has suggested that the  

intergranular fracture observed in the wrought material results from hydrogen dragging by moving 

dislocations from the bulk to the grain boundaries. Few experimental studies in the literature have  

focused on the transport of hydrogen by moving dislocations. We think that this topic would deserve 

more systematic experimental work in the future, including materials of industrial interest, to assess 

the effect of strain rate and preexisting dislocation density on that mechanism. The studies existing in 

the literature focused on the dislocation dragging of hydrogen to the surface. One step further would 

be to demonstrate the same mechanisms toward the grain boundaries, which is much more 

challenging. The recently developed Scanning Kelvin Probe Force Microscopy method for the  local  

detection of hydrogen might be of interest to investigate such phenomena. 
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Appendix 1: List of the materials used in this thesis  
 
 

In this thesis, different SLM-ed 17-4 PH steels (fabricated in different SLM machines with dif ferent 

process parameters and powders) were studied, while only one wrought steel was studied. Table.1 

presents the numbering of all the materials studied in this thesis. Table.2 shows the materials studied 

in each chapter. 

 
 
 

Table 1: List of all the materials used in this thesis. 
 

Material number Material type SLM machine 

1 Wrought 17-4 PH - 

2 SLM-ed 17-4 PH SLM solution 280 

3 SLM-ed 17-4 PH SLM solution 280 HL 

4 SLM-ed 17-4 PH Concept Laser M2 

5 SLM-ed 17-4 PH EOS M270 

 

 
 
 
 

Table 2: List of the materials used in each chapter. 
 

Chapter number Material number 

2 1, 2, 3, 4 

3 1, 5 

4 1, 5 

Appendix 2 (neutron diffraction) 1, 5 
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Appendix 2: Neutron diffraction study of phase transformations in steel 17-4PH  
 

 
A neutron diffraction study was conducted during a  four day experiment in November 2018 at 

Diamond synchrotron, ISIS Facility, Rutherford Appleton Laboratory, Chilton, UK. The experiment was 

performed on the HRPD (High Resolution Powder Diffraction) instrument in collaboration with Dr 

Dominic Fortes and Dr Mark Telling. The objective of this study was to determine the temperature 

stability range of the ferrite phase, if any, and to correlate it with the chemical composition of  the  

materials available for this study. This experiment was undertaken because no precise phase stability 

measurements are available in the literature for the 17-4PH steel at very high temperature (i.e. close 

to the melting temperature). Preliminary thermodynamics calculations conducted using Thermo-Calc 

indicated the possible existence of ferrite above 1300°C but experimental validation was needed. 

Neutron diffraction was chosen, rather than the conventional X-ray diffraction method available in the  

laboratory, to obtain a genuinely bulk analysis of the material. 

 

Cylindrical specimens 50 mm in length, 5 mm in diameter were cut from each material. The neutron 

diffraction measurement was conducted while in-situ heating the specimen under high vacuum to 

avoid any surface oxidation. For accurate temperature control, a thermocouple was inserted directly 

into a hole drilled into the sample. Typical temperature gradients expected along the sample's 50 mm 

vertical axis during measurement had been ascertained prior to the neutron experiment using offl ine 

test apparatus. Above 1300°C, the temperature was found to be homogeneous within 15 to 20°C along 

the axis. 

 

Three materials were studied: wrought, as-built SLM-ed  and  re-austenitized  SLM-ed  steels. The  

composition of the materials are recalled in Table.1. The three materials were heated to 1340°C (near 

melting temperature ~1370°C) at a rate of 5 K/min. The acquisition time was 1 min per pattern. From 

the neutron diffraction data, it was directly possible to retrieve the neutron diffraction pattern 

(intensity as a function of the interplanar spacing d). The range of interplanar d spacings probed during 

a measurement was ~0.65 to 2.65 Å allowing the detection of the main diffraction peaks of the BCC 

and FCC phases. A complete multiphase Rietveld refinement was conducted to extract the BCC and 

FCC phase mass fractions. Considering the large number of diffraction patterns obtained, this 

refinement procedure was not possible for all of them. Instead, only specific patterns were chosen for 

refinement (about 10 patterns for each experiment). For the rest of the patterns, a more simple  

procedure was used: the phase mass fractions were estimated using Eq. 1 and 2. 
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Eq.1 

���% = ��� − ���% 

 

Eq.2 

 
 

 

where 𝐴���(110) and 𝐴𝐹��(111) are the peak intensities (peak areas) of the BCC (110) and the FCC (111) 
lines respectively, a and b are constants that were adjusted so as to agree with the complete Rietveld 

refinement when available. 

 
Table 1: Chemical composition (wt. %) of wrought and SLM-ed 17-4 PH stainless steels used for the neutron diffraction 

study. 
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Figure.1 shows the mass fraction variations of the BCC phase with temperature during heating to 

1340°C for wrought steel, as-built SLM-ed steel and re-austenitized SLM-ed steel. Table.2 summarizes 

the BCC (martensite or ferrite) and FCC (austenite) phase fractions at room temperature for the three 

materials. According to the microstructural characterization done at room temperature using EBSD, 

the wrought steel is martensitic, the as-built SLM-ed steel is ferritic and the re-austenitized SLM-ed 

steel is martensitic. Figure.1 shows similar tendencies for the two SLM-ed materials (as-built and re-  

austenitized). The stability range of austenite is roughly between 1050°C and 1200°C. The fraction of 

ferrite at the 1340°C is about 75% and extrapolation to the melting temperature (1370°C) gives a 

fraction of approximately 90%. It is then confirmed that this material is mainly ferritic at the melting 

temperature. In addition the similarity shown in Figure .1 for the two SLM-ed materials suggests that 

the initial microstructure (martensite or ferrite) has little effect on the phase transformations upon 

17-4 PH C Ni Si P Mn Cr C u S N O Nb
 F 

 

 
 
 
 

Wrought 

Provider 

0. 

Data sheet 

 

031 4. 

 

82 0. 

 

31 0. 

 

016 0. 

 

81 15.61 3. 

 

12 0 

 

.02 

 

- 

 

- 0. 

 

21 Bal. 

 Other 
0. 

analyses 

 

026 4. 
 

95 
 

- 
 

- 
 

- 16.18 3. 
 

09 0. 
 

021 0. 
 

033 0. 
 

007 
 

- Bal. 

SLM-ed 0 .03 4. 16 - 0. 008 - 16.11 3. 73 0. 003 0. 033 0. 046 0 .3 Bal. 
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heating. Martensite and  ferrite show the same stability over upon heating, which from 

thermodynamics is expected. 

 

The wrought material however shows a different behavior from the SLM-ed ones. The austenite  

stability range is larger (~970 - 1300°C) and the fraction of ferrite is much lower: 20% at 1340°C,  

about 40% after extrapolation  at the melting temperature (1370°C). Considering the respective 

compositions of the two materials (Table.1), this difference could be due to nickel which is a strong 

austenite stabilizer and whose content is higher in the wrought material. 

 

 

 

 

 
Figure 1: BCC phase fraction in 17-4PH steel obtained using neutron diffraction as a function of temperature during 

heating to 1340°C at 5K/s. 
 

 

 
Table 2: BCC and FCC phase fractions in 17-4PH steel obtained using neutron diffraction at room temperature for the 

wrought, as-built and re-austenitized SLM-ed steels. 

 

 Wrought As-built SLM Re-austenitized SLM 

BCC (%) 98-99 (martensite) 90-91 (ferrite) 99-100 (martensite) 

FCC (%) 1-2 9-10 <1 



141  

Appendix 3: EBSD analysis of a 17-4 PH gas-atomized powder  
 

 
In this appendix, we present an example of microstructural analysis conducted on 17-4 PH steel  

powder gas-atomized under nitrogen environment. It should be noted that these powders are  not 

among those used to fabricate the SLM specimens studied in the different chapters of this PhD work. 

The atomization process is illustrated in Figure.1: molten  metal is poured  into  the atomization 

chamber and high pressure and high velocity gas jet comes in contact with the liquid melt, which 

undergoes fragmentation into droplets. The droplets subsequently spheroidize, cool and freeze into 

metal powder particles ranging from 1 µm to 1 mm in diameter [1,2]. 

 

 

 
Figure 1: Schematic illustration of gas-atomization [3]. 

 

The initial cooling rate experienced during powder atomization process is inversely proportional to the  

diameter of the droplet according to the following equation: 

 

6ℎ(𝑇1 − 𝑇� ) 
Ṫ = 

𝜌1�𝑝,1�1 

where Ṫ is the cooling rate, 𝑇1 the droplet temperature, 𝑇� the gas temperature, 𝜌1 the density of the 

melt droplet, �𝑝,1 the heat capacity of the melt, �1 the diameter of the droplet and h the convective 
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heat transfer coefficient [1,4]. Here, the 17-4 PH powder was gas-atomized under nitrogen 

environment. The corresponding values of the variables are given in [1]. Figure.2 shows the calculated 

cooling rate as a function of powder size for gas-atomized 17-4 PH stainless steel particles under 

nitrogen environment [1]. For example, the cooling rate for a droplet of 10 µm in diameter is 1.46 107  

K/s, while that for a droplet of 90 µm is 3.10 105 K/s. This shows that the cooling rates experienced by 

the metal during gas-atomization are in the same range as those of SLM, even possibly slightly higher. 

 

 

 
Figure 2: Calculated cooling rate as a function of particle size for gas-atomized 17-4 PH stainless steel powder under 

nitrogen environment [1]. 
 
 
 

A microstructural characterization of 17-4 PH powder gas-atomized under nitrogen was conducted 

using EBSD. The orientation maps obtained are shown in Figure.3. Each particle consists of several 

grains. The grains don’t show any evidence of lathes of martensite or large misorientaions, which i s 

characteristic of a martensitic microstructure. However, low angle misorientaions can be seen inside 

the grains (slight difference in color). Furthermore, the phase has a BCC structure. No austenite was 

found in this EBSD analysis. This finding is not in agreement with previous results [5] showing evidence 

of austenite in 17-4 PH powders gas-atomized under nitrogen. Thus, it is suggested that the 

microstructure of 17-4 PH gas-atomized powders is ferritic, specifically δ ferrite. As mentioned in the  

previous paragraph, the cooling rates experienced during powder gas-atomization are very high (105 -  

107 K/s), which are similar to the ones experienced during the SLM fabrication. Thus, due to the high 

cooling rates experienced during gas-atomization, the austenite doesn’t have sufficient time to form. 

The powder will solidify primarily as δ ferrite. The latter won’t experience any metallurgical 

transformation and will be retained to room temperature. This is the same “by-passing” phenomenon 

experienced by the SLM-ed 17-4 PH steel (see Chapter 2). 
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Figure 3: (a), (b), (c) and (d) EBSD orientation maps (IPF Z) at different magnification of 17-4 PH powders gas-atomized 
under nitrogen environment. 
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Appendix 4: Conventional and real strain rates during tensile testing  
 
 

The constant displacement rates applied during the tensile tests in air and under hydrogen charging 

are 10-6, 10-5 and 10-4 mm/s, which correspond respectively to the "conventional" strain rates of 10-7, 

10-6 and 10-5 /s (���𝑎𝑖� �𝑎�� = 
�𝑖�𝑝�������� ����

, gage length = 10 mm). Figure.1 depicts the schematic 

����  �����ℎ 

representation of the tensile machine during a test in air. The displacement rate is applied on the 

moving crosshead. The crosshead displacement includes not only the specimen elongation, but also 

additional device-related deformation (grips, fixing systems). However, the LVDT sensor will measure 

the displacements of the entire specimen and some parts of the grips, while the extensometer wi ll 

measure the actual elongation of the gage part of the specimen. Thus, the strain experienced by the  

specimen (real strain) is the one measured by the extensometer. During tensile test under hydrogen 

charging, the specimen was placed in an electrochemical cell. The measurement by the extensometer 

was not possible and thus only measurement by LVDT sensor (placed outside the cell) was conducted. 

Figure.2 shows the displacement values measured from the internal LVDT sensor fixed on the moving 

crosshead, the external LVDT sensor fixed on both side of the corrosion cell and the extensometer as 

a function of time during a tensile test under air at 10-5 mm/s. The displacement speed of the crosshead 

is constant, since it is the set point fixed to the machine for the tensile test. The curves measured by 

external LVDT sensor and extensometer have time dependent strain rates. Their curves can be divided 

into two lines with approximately constant strain rates: first line corresponds to the elastic domain and 

the second line corresponds to the plastic domain of the specimen. As can be seen, the displacement 

rates (5 10-7 mm/s for the extensometer and 2 10-6 mm/s for the LVDT sensor) in the elastic domain 

are different, while the displacement rates (10-5 mm/s) in  the plastic domain  are close to the 

displacement rate of the crosshead, and finally close to the targeted strain rate, considering the gage  

length of 10 mm of the specimen. This is because during the elastic loading of the specimen, the load 

on the device increases proportionally with the device deformation. The elongation is thus distributed 

over all the different parts of the fixing system, including the specimen. The elongation on the  

specimen is thus reduced and leads to a strain rate value lower than that targeted at the beginning of  

the test. When the material reaches its yield strength, all elongation occurs mainly on the specimen,  

even if a small part of the fasteners continues to be slightly deformed during the strain hardening. This 

corresponds to the domain where all the curves have the same slope in Figure.2. The plastic strain rate  

is then in accordance with the set point. So, to summarize, the targeted strain rate is obtained on the  

specimen only in the plastic domain. In the elastic domain, the strain rate is significantly lower. If the 
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specimen fails in the elastic domain, or at the beginning of the plastic domain, as it is often the case  

under hydrogen, it means that the average stain rate (over the test duration) is significantly below the  

targeted one. 

 

 

Figure 1: Schematic representation of the tensile machine during a test in air. 



146  

 

 
 

Figure 2: Displacements measured from crosshead, LVDT sensor and extensometer as a function of time during a tensile 
test at 10-5 mm/s. 
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Appendix 5: Correction methodology for the LVDT signal in tensile testing  
 

 
As already mentioned, the extensometer cannot be used for tensile tests conducted in the 

electrochemical cell. Only the LVDT sensor is available. As explained in Appendix 3, the strain measured 

from LVDT sensor includes device-related deformation. Thus this strain needs to be corrected to obtain 

the correct strain-stress curve. The correction is conducted in two steps. First, in the elastic domain,  

the apparent strain measured from LVDT is divided by a constant (this constant is obtained in a 

previous experiment by comparing the strains form extensometer and from LVDT during a tensile test 

conducted in air). The first step is conducted in the elastic domain only, i.e. until the yield strength. 

Once this is done, the remaining part of the stress-strain curve (plastic domain + crack propagation)  i s 

simply shifted to the left to "stick" the two parts together again. An example of raw and corrected 

stress-strain curves is given is Figure.1. 

 
 

 

 
 

Figure 1: stress-strain curves measured by LVDT sensor before and after correction of a tensile test under hydrogen 
charging. 
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Abstract : 
 

This PhD thesis focuses on the corrosion properties of 17-4 PH precipitation hardenable stainless steel 

obtained by additive manufacturing, specifically by Selective Laser Melting (SLM). 

It was shown that the microstructure of 17-4 PH steel fabricated by SLM was ferritic, in contrast to the  

typical martensitic microstructure of the wrought 17-4 PH steel. This was correlated to the high cool ing 

and heating rates (105-106 K/s) experienced during SLM that suppressed the δ ferrite to austenite 

transformation and retained the δ ferrite until the end of fabrication. 
 

Since the microstructures of SLM-ed and wrought steels was different, it was expected that their 

corrosion properties would consequently be different. Thus, a comparative electrochemical study was 

conducted on both steels by performing anodic scans in acidic chloride solution. It was found that the  

SLM-ed steel had superior general corrosion resistance than the wrought steel. This was attributed to 

the absence of MnS inclusions in the SLM-ed steel. In contrast, in the wrought material, the dissolution 

of the MnS inclusions resulted in the redeposition of sulphur-rich species all over the surface, which 

contributed to the destabilization of the passive film. 
 

A hydrogen embrittlement study was also conducted on both steels. It was found that the SLM-ed 

ferritic steel was more susceptible to hydrogen embrittlement (HE) than the wrought martensitic steel . 

The difference in microstructure, specifically the grain size, played a major role in this difference  in 

behavior. In the SLM-ed ferritic steel subcritical cracking was transgranular and its initation was 

governed by the stress level and the amount of hydrogen introduced into the material. On the other 

hand, in the wrought martensitic steel, subcritical cracking was along the prior  austenitic grain 

boundaries and it was shown that its initiation required at least a small amount of plastic deformation. 
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Résumé : 
 

Ce travail de thèse porte sur la corrosion de l'acier inoxydable à durcissement structural 17-4 PH 

élaboré par fabrication additive par fusion sélective laser (SLM). 

Nous avons montré que la microstructure de l'acier 17-4 PH fabriqué par SLM est ferritique, 

contrairement à l'acier corroyé qui présente une microstructure martensitique typique. Ceci résulte 

des vitesses de refroidissement et de chauffage très élevées (105-106 K/s) qui empêchent la formation 

de l'austénite et conduisent à une rétention complète de ferrite δ issue de la solidification. 
 

Ces microstructures très différentes pouvaient laisser présager de fortes différences de comportement 

en corrosion. Nous avons mené une étude comparative de corrosion électrochimique à l'aide  de  

courbes de polarisation anodiques dans des solutions chlorurées acides. Le matériau SLM présente  

une meilleure résistance à la corrosion généralisée que le matériau corroyé. Ce résultat est l ié  à 

l'absence d'inclusions MnS dans le matériau SLM. Au contraire, dans le matériau corroyé, la dissolution 

des inclusions MnS conduit à une redéposition d'espèces riches en soufre sur toute la surface, ce  qui  

déstabilise le film passif. 
 

Nous avons également mené une étude de la fragilisation par l'hydrogène des deux matériaux. Cette 

étude a montré une sensibilité plus forte du matériau SLM, qui peut s'expliquer par la différence  de 

microstructure, en particulier la taille grains. Le matériau SLM, ferritique, présente une fissuration 

sous-critique transgranulaire, dont l'initiation est pilotée par le niveau de contrainte et la quanti té  

d'hydrogène introduite dans le matériau. Au contraire, dans l'acier corroyé, martensitique, la 

fissuration sous-critique suit les anciens joints austénitiques. On montre par ailleurs que son initiation 

nécessite un minium de déformation plastique. 


