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I General Introduction

Oxalic acid is a ubiquitous molecule in everyday life. In its anionic form, it is present in most plant families, as a part of different compounds. [START_REF] Libert | Oxalate in crop plants[END_REF][START_REF] Franceschi | Calcium oxalate in plants: formation and function[END_REF] Insoluble calcium oxalate regulates the calcium levels of plants and acts as protection against herbivores. [START_REF] Franceschi | Calcium oxalate in plants: formation and function[END_REF] The consumption of such plants can lead to the formation of kidney stones, which are a common ailment in modern society. [START_REF] Franceschi | Calcium oxalate in plants: formation and function[END_REF][START_REF] Daudon | Epidemiology of nephrolithiasis in France[END_REF][START_REF] Coe | Kidney stone disease[END_REF] Approximately 80 % of the stones consist of calcium oxalate. [START_REF] Daudon | Epidemiology of nephrolithiasis in France[END_REF][START_REF] Coe | Kidney stone disease[END_REF] Apart from this direct dietary impact, oxalic acid is also encountered in other aspects of life. In beekeeping, for example, it is applied as pest control against the Varroa mite. [START_REF] Rademacher | Oxalic acid for the control of varroosis in honey bee colonies -a review[END_REF] Furthermore, it is a common precipitant for the recovery of rare earths or actinides in solvent extraction processes. [START_REF] Forsberg | Separation of Americium, Curium, and Trivalent Lanthanides from High-Level Wastes by Oxalate Precipitation: Experiments with Synthetic Waste Solutions[END_REF][START_REF] Smith | High-Purity Rare Earth Oxides Produced via Precipitation Stripping[END_REF][START_REF] Borda | Use of a pulsed column contactor as a continuous oxalate precipitation reactor[END_REF][START_REF] Charton | Actinides oxalate precipitation in emulsion modeling: From the drop scale to the industrial process: From the drop scale to the industrial process[END_REF][START_REF] Binnemans | Recycling of rare earths: a critical review[END_REF] In precipitation, similar process conditions can yield different polymorphs of a material, which can be detrimental to their usefulness in a specific application. [START_REF] Dunitz | Disappearing Polymorphs[END_REF][START_REF] Chemburkar | Dealing with the Impact of Ritonavir Polymorphs on the Late Stages of Bulk Drug Process Development[END_REF] For the abovementioned application of oxalic acid as precipitant for metal ions, the precipitate properties, e.g. the particle size distribution and the habit have an influence on the ability to separate the precipitate from its mother liquor. Precipitation is a topic of general interest, since it is not only used in metallurgy, but also in other processes, such as the production of pigments, plant protection and pharmaceuticals. In contrast to crystallization, which generally happens at low supersaturation levels, precipitation describes the fast formation of a badly soluble substance from solutions at high supersaturation ratios. [START_REF] Kind | Colloidal aspects of precipitation processes[END_REF] For both cases, nuclei can form from a solution of monomers, as soon as the solution is suitably supersaturated. In the following, these nuclei grow by consuming monomers, reducing the concentration of the solution to its equilibrium value. Classically, such a process is described via the LaMer diagram (Figure I.1), separating the process into different stages. In reality, the formation of a particle can be more complex. Different pathways of crystallization have been evidenced

during the last years that cannot always be explained by classical crystallization theory. [START_REF] De Yoreo | CRYS-TAL GROWTH. Crystallization by particle attachment in synthetic, biogenic, and geologic environments[END_REF] Precipitation reactions are even more difficult to study, since precipitation is fast and the involved processes like mixing, nucleation, growth and aggregation can take place at the same time rather than sequentially. [START_REF] Kind | Colloidal aspects of precipitation processes[END_REF] It is however essential to understand how the particles are formed to control the precipitate's properties. [START_REF] Meldrum | Controlling mineral morphologies and structures in biological and synthetic systems[END_REF] Reaction time Monomer concentration Solubility Nucleation concentration Nucleation Growth Figure I.1: LaMer diagram describing a separated nucleation and growth process. After initiation, the monomer concentration increases. When a certain concentration is exceeded, nucleation starts and the monomer concentration decreases. As soon as the concentration falls below the nucleation threshold, no more nuclei are formed and the already existing nuclei grow from the monomers in solution until the respective equilibrium concentration is reached.

Cerium oxalate is one of the many compounds for which there is a strong interest in controlling the precipitate shape. However, so far almost nothing is known about its formation mechanisms. It is a precursor of cerium oxide, which has many technological applications, among others, mimicking several biorelevant activities, [START_REF] Dhall | Cerium Oxide Nanoparticles: A Brief Review of Their Synthesis Methods and Biomedical Applications[END_REF] as a surrogate for plutonium oxide [START_REF] Sutherland-Harper | Surface speciation and interactions between adsorbed chloride and water on cerium dioxide[END_REF] and as a catalyst. [START_REF] Campbell | Chemistry. Oxygen vacancies and catalysis on ceria surfaces[END_REF] When synthesized from cerium oxalate, the shape of the precursor particles was shown to directly influence the shape of the final cerium oxide particles and consequently their catalytic properties, e.g. for the oxidation of carbon monoxide. [START_REF] Liu | A facile hydrothermal synthesis of 3D flowerlike CeO2 via a cerium oxalate precursor[END_REF] Cerium oxalate is also used as substitute to study the oxalic acid precipitation of plutonium, without actually using radioactive material. [START_REF] Charton | Actinides oxalate precipitation in emulsion modeling: From the drop scale to the industrial process: From the drop scale to the industrial process[END_REF] Although the precipitate can be influenced by experimental parameters, [START_REF] Charton | Actinides oxalate precipitation in emulsion modeling: From the drop scale to the industrial process: From the drop scale to the industrial process[END_REF][START_REF] Altaş | Structural and thermal investigations on cerium oxalate and derived oxide powders for the preparation of (Th,Ce)O2 pellets[END_REF][START_REF] Tyrpekl | Cerium Oxalate Morphotypes: Synthesis and Conversion into Nanocrystalline Oxide[END_REF] the fundamental mechanisms in the formation of cerium oxalate are not well understood. Cerium oxalate can be precipitated by oxalic acid from aqueous cerium nitrate solutions as cerium oxalate decahydrate [START_REF] Ollendorff | The crystal structure of some lanthanide oxalate decahydrates, Ln2(C2O4)3•10H2O, with Ln = La, Ce, Pr, and Nd[END_REF] :

2 Ce(NO 3 ) 3 + 3 H 2 C 2 O 4 + 10 H 2 O --→ Ce 2 (C 2 O 4 ) 3 • 10 H 2 O ↓ + 6 HNO 3 (I.1)
Different observations have been made for the formation of cerium oxalate particles. In an emulsion based synthesis, the formation of 20 nm sized primary particles was described that aggregated and formed spheres. Direct mixing, however, yielded divergent particle morphologies. [START_REF] Tyrpekl | Cerium Oxalate Morphotypes: Synthesis and Conversion into Nanocrystalline Oxide[END_REF][START_REF] Jehannin | Periodic Precipitation Patterns during Coalescence of Reacting Sessile Droplets[END_REF][START_REF] Yu | Synthesis of cerium oxalate hydrate by precipitation technique under external magnetic field[END_REF][START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF] Beyond that, an intermediate amorphous phase has been identified before crystal formation. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF] The particle morphologies have also been reported to depend on concentration ratios, temperature, the order of addition and the used solvent. [START_REF] Tyrpekl | Cerium Oxalate Morphotypes: Synthesis and Conversion into Nanocrystalline Oxide[END_REF][START_REF] Jehannin | Periodic Precipitation Patterns during Coalescence of Reacting Sessile Droplets[END_REF][START_REF] Jehannin | About the role of physico-chemical properties and hydrodynamics on the progress of a precipitation reaction: the case of cerium oxalate particles produced during coalescence of drops[END_REF][START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] By switching from water to mixtures of water and organic molecules as solvent, the thereby induced nanostructuration of the solvent was observed to influence the aggregation behaviour and the shape of the formed particles. [START_REF] Jehannin | About the role of physico-chemical properties and hydrodynamics on the progress of a precipitation reaction: the case of cerium oxalate particles produced during coalescence of drops[END_REF][START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Identification of the dominating mechanisms during particle formation might be the crux to understand this rich behaviour.

The presented thesis concentrates on the development of new approaches to investigate and control the first instants of precipitation reactions by locally confining them into droplets with a focus on the formation of cerium oxalate. Two directions were explored in this work:

i) Studying the reactivity of a precipitating system. Based on the success of droplet microfluidic devices to study the nucleation rate of neodymium oxalate [START_REF] Vitry | Investigation of a microfluidic approach to study very high nucleation rates involved in precipitation processes[END_REF] and to observe gold nanoparticles by SAXS, [START_REF] Stehle | Small-angle X-ray scattering in droplet-based microfluidics[END_REF] the first chapter focuses on the development of a droplet microfluidic tool able to withstand organic solvents and compatible with SAXS. A protocol is presented to prepare thin microfluidic devices from off-stoichiometry thiol-ene-epoxies.

The material is characterized regarding its suitability to perform microfluidic in-situ SAXS experiments. Furthermore, the experimental conditions to study cerium oxalate reactivity in the developed device are explored and an original approach that allows isolating the SAXS patterns of droplets and carrier phase from microfluidic in-situ experiments is presented. The results are a first step and guide the path for future kinetic and mechanistic investigations of the cerium oxalate system and other fast reacting systems in which crystallization or precipitation plays a role, e.g. the production of pigments, catalysts, plant protection and pharmaceuticals.

ii) Controlled reactant feeding through imogolite nanotubes. Mixing and more generally transport phenomena play a major role in the course of a precipitation reaction. In the case of emulsion precipitation, [START_REF] Borda | Use of a pulsed column contactor as a continuous oxalate precipitation reactor[END_REF][START_REF] Charton | Actinides oxalate precipitation in emulsion modeling: From the drop scale to the industrial process: From the drop scale to the industrial process[END_REF][START_REF] Jehannin | Periodic Precipitation Patterns during Coalescence of Reacting Sessile Droplets[END_REF][START_REF] Jehannin | About the role of physico-chemical properties and hydrodynamics on the progress of a precipitation reaction: the case of cerium oxalate particles produced during coalescence of drops[END_REF] transport can be triggered by the coalescence of droplets containing the different reagents. Hence, it is rather difficult to obtain control over the process. The second chapter was inspired by the stabilization of droplets by imogolite Pickering emulsions, which might be an innovative way of controlling reactant transport into droplets. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Imogolite Pickering emulsions might also be a facile way to study the transport properties of imogolite experimentally. Before imogolite nanotubes can form water-in-oil Pickering emulsions, their surfaces need to be hydrophobized. The most commonly used approach from literature was used to hydrophobize imogolite and in order to obtain coalescence stabilized Pickering emulsions. However, the surface modification approach from literature was evidenced to actually degrade the imogolite structure by conducting the first thorough characterization of the reaction product.

Consequently, in the third chapter new pathways to achieve surface modification of imogolite are explored.

II A Droplet Microfluidic Device for In-situ Small Angle X-ray Scattering Studies

Small angle X-ray scattering (SAXS) probes structural features in the range of approximately 1 nm to 1 µm, making it an ideal tool to study the structure, organization and dynamics of matter. [START_REF] Narayanan | Recent applications of synchrotron radiation and neutrons in the study of soft matter[END_REF][START_REF] Narayanan | Synchrotron Small-Angle X-Ray Scattering Studies of Colloidal Suspensions[END_REF][START_REF] Lindner | Neutrons, X-rays and light: Scattering methods applied to soft condensed matter[END_REF][START_REF] Glatter | Small angle x-ray scattering[END_REF] The technique gives information about the characteristic shape, the average size, polydispersity, internal composition, inter-particle interactions and organization of a sample. [START_REF] Li | Small Angle X-ray Scattering for Nanoparticle Research[END_REF][START_REF] Narayanan | Small-Angle Scattering[END_REF] Additionally, information about the dynamics of a system is accessible when the sample is out of equilibrium and time-resolved SAXS is used to follow the temporal sample evolution. For a typical experiment, the sample is prepared by introducing it into a sample environment (e.g. a quartz capillary) and the corresponding scattering pattern is collected.

If the sample changes over time, slow kinetics can be observed by repeatedly acquiring the scattering pattern of the same sample under static conditions or under continuous flow. [START_REF] Hubert | Growth and Overgrowth of Concentrated Gold Nanorods: Time Resolved SAXS and XANES[END_REF] For fast kinetics, the problem is however more complex and different approaches have to be used. As a precondition, the acquisition time has to be shorter than the reaction time to obtain a sufficiently high temporal resolution, making it necessary to use a high brilliance X-ray source. Additionally, the out of equilibrium state has to be reached fast enough to decouple the evolution of the system from the change of state. Different strategies have been developed to explore the transformations, e.g. rapid mixing, a pressure jump or a temperature jump. [START_REF] Narayanan | High brilliance small-angle X-ray scattering applied to soft matter[END_REF] One of the most frequently used ways to obtain fast mixing are stopped flow apparatuses. [START_REF] Panine | Probing fast kinetics in complex fluids by combined rapid mixing and small-angle X-ray scattering[END_REF] Therein, the samples are rapidly mixed and injected into a sample chamber with an abrupt stop of the flow. This method allows mixing of a sample within a few milliseconds and gives access to the very first moments of a process. [START_REF] Panine | Probing fast kinetics in complex fluids by combined rapid mixing and small-angle X-ray scattering[END_REF] The obtained scattering patterns allow to follow the process over time and to identify intermediate steps. Time-resolved SAXS has been applied to study micellar transformations [START_REF] Schmölzer | Millisecond-range time-resolved small-angle x-ray scattering studies of micellar transformations[END_REF] or the nucleation and growth of gold nanoparticles, [START_REF] Hubert | Growth and Overgrowth of Concentrated Gold Nanorods: Time Resolved SAXS and XANES[END_REF][START_REF] Abécassis | Probing in situ the nucleation and growth of gold nanoparticles by small-angle X-ray scattering[END_REF] quantum dots [START_REF] Abécassis | Real-time in situ probing of hightemperature quantum dots solution synthesis[END_REF] and metal organic frameworks. [START_REF] Saha | Insight into Fast Nucleation and Growth of Zeolitic Imidazolate Framework-71 by In Situ Time-Resolved Light and X-ray Scattering Experiments[END_REF] In these and many other studies, [START_REF] Narayanan | Recent applications of synchrotron radiation and neutrons in the study of soft matter[END_REF] the time-resolution of SAXS was crucial to identifying the presence of intermediate steps and to understand the evolution of a system.

Microfluidic devices can also be used as a sample environment for SAXS studies. [START_REF] Silva | SAXS on a chip: from dynamics of phase transitions to alignment phenomena at interfaces studied with microfluidic devices[END_REF][START_REF] Watkin | Microfluidics for Small-Angle X-ray Scattering[END_REF][START_REF] Ghazal | Recent advances in X-ray compatible microfluidics for applications in soft materials and life sciences[END_REF] They are used to manipulate fluids in channels with a characteristic length scale from 1 to 1000 µm. As a consequence, the dominating physical phenomena are different from what we are generally used to in our macroscopic environment. [START_REF] Squires | Microfluidics: Fluid physics at the nanoliter scale[END_REF] For example, the flow pattern of fluids inside microfluidic channels is generally laminar rather than turbulent, meaning each fluid molecule moves parallel to the channel borders instead of chaotically as in turbulent flow. As a result, two separate fluid streams that are joined will not mix automatically, but rather flow side by side and mainly mix by diffusion. This process was utilized in the first combination of SAXS and microfluidics in a hydrodynamic focusing device to study protein folding. [START_REF] Pollack | Time resolved collapse of a folding protein observed with small angle x-ray scattering[END_REF][START_REF] Pollack | Compactness of the denatured state of a fast-folding protein measured by submillisecond small-angle x-ray scattering[END_REF] By reducing the diffusion path a molecule needs to travel in order to obtain mixing, fast mixing times were achieved. [START_REF] Knight | Hydrodynamic Focusing on a Silicon Chip: Mixing Nanoliters in Microseconds[END_REF] Time-resolution is obtained through the relation between the relative position of the probed local point and the fluid velocity. Thus, each position along the channel corresponds to a reaction time. This allows probing each reaction time for an extended period, improving the data quality. The mixing time in hydrodynamic focusing depends on diffusion, which can render the approach too slow for some systems. To decrease the mixing time, turbulent [START_REF] Graceffa | Sub-millisecond time-resolved SAXS using a continuousflow mixer and X-ray microbeam[END_REF][START_REF] Akiyama | Conformational landscape of cytochrome c folding studied by microsecond-resolved small-angle x-ray scattering[END_REF] or chaotic [START_REF] Stroock | Chaotic mixer for microchannels[END_REF] micro mixers have been developed. In such devices, a mixing part rapidly mixes the fluids before the conditions go back to laminar flow for observation.

Yet another way of mixing reactants in microfluidics is by creating a segmented flow of two immiscible phases. [START_REF] Song | Millisecond kinetics on a microfluidic chip using nanoliters of reagents[END_REF][START_REF] Song | A microfluidic system for controlling reaction networks in time[END_REF] The created droplets have at least two advantages over continuous phase microfluidics. The segmentation prevents reactant dispersion along the channel axis due to absence of an undisturbed laminar flow profile, which is beneficial to the determination of the actual reaction time of the probed local point. [START_REF] Song | A microfluidic system for controlling reaction networks in time[END_REF] Furthermore, the confinement of the reactants inside the droplets potentially prevents channel fouling by reactive species that would adsorb to the channel wall in single-phase flow.

Such segmented flow microfluidic devices were first combined with X-ray diffraction for protein crystallography. [START_REF] Zheng | A droplet-based, composite PDMS/glass capillary microfluidic system for evaluating protein crystallization conditions by microbatch and vapor-diffusion methods with on-chip X-ray diffraction[END_REF] The droplets were generated in a microfluidic device, transferred into a capillary and then analyzed under static conditions.

The first work on the combination of SAXS with droplets under flow was presented by Stehle et al. [START_REF] Stehle | Small-angle X-ray scattering in droplet-based microfluidics[END_REF] They combined a polydimethylsiloxane (PDMS) device for droplet generation with glass capillaries for analysis, and collected the signal of pre-synthesized gold nanoparticles and gold nanoparticles under formation. A 50 µm × 300 µm (vertically × horizontally) X-ray beam was used to obtain the scattering signal of the particles, and the signal was integrated over the whole fluid volume, i.e. droplets and carrier phase.

To overcome this limitation, Pham et al. synchronized the shutter and the detector to the passing droplets, so that only signal from droplets was acquired. [START_REF] Pham | Coupling High Throughput Microfluidics and Small-Angle X-ray Scattering to Study Protein Crystallization from Solution[END_REF][START_REF] Rodríguez-Ruiz | Innovative High-Throughput SAXS XLII Methodologies Based on Photonic Lab-on-a-Chip Sensors: Application to Macromolecular Studies: Application to Macromolecular Studies[END_REF] They prepared a droplet generation device from Norland Optical Adhesive (NOA 81) and coupled it to a 300 µm quartz capillary which was placed under vacuum for SAXS acquisition. A beam of 90 µm × 165 µm (vertically × horizontally) was used and yielded 1 to 3 scattering images per droplet at fluid velocities from 1 to 1.4 mm • s -1 . The experiment allowed them to study the impact of NaCl concentration on lysozyme in solution.

In the same year, Saldanha et al. published their approach on coupling SAXS with droplet microfluidics to study the transformation of rod-shaped vimentin into filaments upon salt addition. [START_REF] Saldanha | Rapid Acquisition of X-Ray Scattering Data from Droplet-Encapsulated Protein Systems[END_REF] They used a Polydimethylsiloxane (PDMS) microfluidic device similar to the one of Zheng et al. [START_REF] Zheng | A droplet-based, composite PDMS/glass capillary microfluidic system for evaluating protein crystallization conditions by microbatch and vapor-diffusion methods with on-chip X-ray diffraction[END_REF] and acquired the scattering signal in a 100 µm diameter quartz capillary with a microfocus beam of 10 µm × 8 µm (vertically × horizontally) and a fluid velocity of 5 mm • s -1 . By using short acquisition times, they were able to collect separated scattering patterns for the oil phase, the water droplets and the oil-water interface. The water droplet signal was isolated based on the higher absorbance of the oil and the streak signal from the interfaces. For each probed position, the droplet signal was averaged and related to the reaction time through the fluid velocity.

Levenstein et al. used the same approach to isolate the droplet signal as Saldanha et al. and combined it with X-ray diffraction. [START_REF] Levenstein | Droplet Microfluidics XRD Identifies Effective Nucleating Agents for Calcium Carbonate[END_REF] The channel geometry was laser-cut into a polytetrafluoroethylene sheet, which was sandwiched between two layers of polyimide and clamped together by screws and Poly(methyl methacrylate) (PMMA) plates. A slit along the PMMA holder allowed the acquisition of scattering patterns at fixed points along a serpentine channel geometry. The data was collected from a 300 µm × 300 µm channel with X-ray beams of 12 µm × 15 µm (vertically × horizontally) and 80 µm × 320 µm (vertically × horizontally) with fluid velocities of 4.8 and 5.9 mm • s -1 . They characterized their device by determining the detection limit of 12 nm magnetite (≈ 0.31 % by weight) and 15 nm gold nanoparticles (≈ 0.05 % by weight). Additionally, they measured the induction time of CaCO 3 crystallization in presence of different nucleants.

To combine SAXS and microfluidics, the used material is required to be compatible with the X-ray experiment and it should facilitate manufacturing relatively thin walls to reduce background scattering. Different materials can be used for the channel geometry and for the walls that close the geometry. While PDMS is probably the most used material to manufacture microfluidic devices and can be used for SAXS studies, it exhibits high X-ray absorption, strong scattering and is susceptible to beam damage. [START_REF] Merlin | Time-resolved microfocused small-angle X-ray scattering investigation of the microfluidic concentration of charged nanoparticles[END_REF] Polyimide * is resistant to X-rays [START_REF] Barrett | X-ray microfocussing combined with microfluidics for on-chip X-ray scattering measurements[END_REF] and was used as a window material to close the channel geometry and to make complete devices. [START_REF] Levenstein | Droplet Microfluidics XRD Identifies Effective Nucleating Agents for Calcium Carbonate[END_REF][START_REF] Ghazal | Microfluidic Platform for the Continuous Production and Characterization of Multilamellar Vesicles: A Synchrotron Small-Angle X-ray Scattering (SAXS) Study[END_REF][START_REF] Ghazal | Direct monitoring of calcium-triggered phase transitions in cubosomes using small-angle X-ray scattering combined with microfluidics[END_REF][START_REF] Lutz-Bueno | Scanning-SAXS of microfluidic flows: nanostructural mapping of soft matter[END_REF][START_REF] With | Fast diffusion-limited lyotropic phase transitions studied in situ using continuous flow microfluidics/microfocus-SAXS[END_REF] Polystyrene (PS) was shown to exhibit adequate properties in combination with X-rays and was used to prepare devices [START_REF] Toft | High-throughput small angle X-ray scattering from proteins in solution using a microfluidic front-end[END_REF][START_REF] Lafleur | Automated microfluidic sample-preparation platform for high-throughput structural investigation of proteins by small-angle X-ray scattering[END_REF] and windows. [START_REF] Ghazal | Direct monitoring of calcium-triggered phase transitions in cubosomes using small-angle X-ray scattering combined with microfluidics[END_REF] Silicon nitride was used for windows. [START_REF] Murray | A high-transparency, micro-patternable chip for X-ray diffraction analysis of microcrystals under native growth conditions[END_REF] UV curable thiol-ene polymers were also used to make devices. [START_REF] Saldanha | The filament forming reactions of vimentin tetramers studied in a serial-inlet microflow device by small angle x-ray scattering[END_REF][START_REF] Brennich | Dynamics of intermediate filament assembly followed in micro-flow by small angle X-ray scattering[END_REF] A cyclic olefin copolymer (COC) was shown to be a suitable material for the preparation of complete devices, too. [START_REF] Denz | Cyclic olefin copolymer as an X-ray compatible material for microfluidic devices[END_REF] Off-stochiometry thiol-ene [START_REF] Ghazal | Direct monitoring of calcium-triggered phase transitions in cubosomes using small-angle X-ray scattering combined with microfluidics[END_REF] (OSTE) and off-stochiometry thiol-ene-epoxies [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF][START_REF] Rodriguez-Ruiz | Unstable amorphous cerium oxalate precipitation in concentrated HNO 3 media[END_REF] (OSTE+) were used in combination with different window materials. However, no devices for in-situ SAXS were made from OSTE+ alone.

OSTE+ is a relatively new polymer class for microfluidics, based on the OSTE platform, and only a few protocols to prepare microfluidic devices therefrom have been reported. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF][START_REF] Radajewski | Etudes de nucléation de protéines à l'aide de dispositifs expérimentaux microfludiques[END_REF][START_REF] Sticker | Microfluidic Migration and Wound Healing Assay Based on Mechanically Induced Injuries of Defined and Highly Reproducible Areas[END_REF][START_REF] Martin | Fast and inexpensive method for the fabrication of transparent pressure-resistant microfluidic chips[END_REF][START_REF] Van Pham | Development of high throughput microfluidic platforms for the measurement of the protein solution thermodynamic properties[END_REF][START_REF] Sandström | Reaction injection molding and direct covalent bonding of OSTE+ polymer microfluidic devices[END_REF][START_REF] Sticker | Multilayered, membrane-integrated microfluidics based on replica molding of a thiol-ene epoxy thermoset for organ-on-a-chip applications[END_REF] After giving some of the fundamentals, a protocol on how to prepare a microfluidic device from OSTE+ alone and in combination with polyimide windows will be presented. To examine if OSTE+ can be used for in-situ SAXS experiments, it will be characterized regarding its X-ray compatibility. Additionally, the preliminary bench-top experiments required to define the working conditions for the droplet microfluidic SAXS experiments and the results from the first experimental run at the synchrotron facility SOLEIL will be presented. A custom computer code is developed and used to isolate the droplet and oil signal. The approach is then used to observe gold nanoparticles under continuous flow and in droplets, and to investigate the formation of oxalate particles in water and in a nanostructured binary solvent of 1,2-propanediol and water.

Fundamentals

Microfluidics

Dimensionless Numbers

In microfluidics, the characteristic length scales range from 1 to 1000 µm. Therefore, the dominating physical phenomena differ from our everyday experience. Similarly to other flow systems, dimensionless numbers can be used to characterize microfluidic systems.

The dimensional analysis is a convenient way to compare the magnitude of the involved * commercially available as Kapton phenomena and to identify the governing phenomenon under given experimental conditions.

An in-depth review on dimensionless numbers relevant for microfluidic applications is given by Squires and Quake. [START_REF] Squires | Microfluidics: Fluid physics at the nanoliter scale[END_REF] As diffusion, inertia and capillary forces are the main relevant mechanisms in microfluidics, the dimensionless numbers are generally based on the following physical properties and experimental parameters: the density ρ, kinematic viscosity ν, dynamic viscosity η = ν • ρ, the surface tension γ, the diffusion coefficient D, the characteristic velocity of the fluid u and the characteristic length scale L. For microfluidics the latter is generally the hydraulic diameter d h of the microfluidic channel. The hydraulic diameter is defined as:

d h = 4 • A P , (II.1)
where A is the cross-sectional area of the channel and P is the wetted perimeter. The Reynolds number (Re) relates inertial forces to viscous forces and is defined as:

Re = u L ν . (II.2)
It gives an indication about the flow regime. Pe of 100 is obtained. This means that it would take around 100 channel widths (≈1 cm) for the fluid to mix completely. For larger solutes like proteins with slower diffusion coefficients

(≈ 1 • 10 -11 m 2 • s -1 )
this can be either exploited to separate objects with higher diffusion coefficients or it can be a problem if mixing is desired. [START_REF] Squires | Microfluidics: Fluid physics at the nanoliter scale[END_REF] To mix the fluid faster, the channel geometry has to be modified to create a turbulent flow. [START_REF] Capretto | Micromixing within microfluidic devices[END_REF] Another possibility is to segment the flow into droplets. The droplets have internal flow patterns that were found to mix the content with a mixing time that is logarithmically proportional to Pe. [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF] When two immiscible fluids are introduced into a microfluidic channel, the surface tension tries to minimize the surface area between them, while the viscous forces drag the interface downstream. The capillary number (Ca) relates the viscous forces to the surface tension:

Ca = η u γ . (II.4)
It allows to estimate the droplet radius R ∝ Ca -1 and if droplets are likely to be created or not. [START_REF] Squires | Microfluidics: Fluid physics at the nanoliter scale[END_REF] For low numbers of Ca droplets will form, while at higher numbers viscosity dominates and tends to form a co-flow of both phases. [START_REF] Dreyfus | Ordered and disordered patterns in two-phase flows in microchannels[END_REF] 

Preparation of Microfluidic Devices

Nowadays, microfluidic systems can be prepared from different materials and by various techniques. [START_REF] Becker | Polymer microfabrication technologies for microfluidic systems[END_REF][START_REF] Nge | Advances in microfluidic materials, functions, integration, and applications[END_REF][START_REF] Ren | Materials for microfluidic chip fabrication[END_REF] The first devices, however, were etched into silicon and glass with the help of photolithography. [START_REF] Ren | Materials for microfluidic chip fabrication[END_REF][START_REF] Reyes | Micro total analysis systems. 1. Introduction, theory, and technology[END_REF][START_REF]Micro Total Analysis Systems[END_REF] The high cost associated with these techniques stimulated the development of other preparation techniques and promoted the use of other materials, mostly polymers or even paper. [START_REF] Becker | Polymer microfabrication technologies for microfluidic systems[END_REF][START_REF] Nge | Advances in microfluidic materials, functions, integration, and applications[END_REF][START_REF] Ren | Materials for microfluidic chip fabrication[END_REF][START_REF] Reyes | Micro total analysis systems. 1. Introduction, theory, and technology[END_REF] Polymers have the advantage of being relatively cheap, available and processable. The probably most used polymer for scientific applications is polydimethylsiloxane (PDMS). It can be cast against a master mold and then be used to prepare a microfluidic device or be used as a mold itself in soft lithography. [START_REF] Xia | Soft Lithography[END_REF][START_REF] Mcdonald | Poly(dimethylsiloxane) as a Material for Fabricating Microfluidic Devices[END_REF][START_REF] Friend | Fabrication of microfluidic devices using polydimethylsiloxane[END_REF] The master can be prepared in any way e.g. machining or photolithography. For photolithography 

Off-Stoichiometry Thiol-Ene-Epoxies

Off-stoichiometry thiol-ene-epoxies (OSTE+) are a relatively new class of polymers for the preparation of microfluidic systems. [START_REF] Saharil | Dry adhesive bonding of nanoporous inorganic membranes to microfluidic devices using the OSTE(+) dual-cure polymer[END_REF] They were developed from the off-stoichiometry thiol-enes polymer platform [START_REF] Carlborg | Beyond PDMS: off-stoichiometry thiol-ene (OSTE) based soft lithography for rapid prototyping of microfluidic devices: off-stoichiometry thiol-ene (OSTE) based soft lithography for rapid prototyping of microfluidic devices[END_REF] and are commercially available from Mercene Labs AB,

Master

PDMS

Replica

Figure II.4: Replication molding process. Left: PDMS monomers are cast against the master. Center: After heat exposure PDMS is cured and can be cut free.

Right: 3D structures are replicated after demolding the PDMS piece.

Sweden. The liquid pre-polymer is composed of thiol, alkene and epoxide monomers (Table II.1), a photoinitiator and a photolatent base. [START_REF] Carlborg | Functional off-stoichiometry thiol-ene-epoxy thermosets featuring XLVI temporally controlled curing stages via an UV/UV dual cure process[END_REF] After mixing, it can be cast against a PDMS mold for soft lithography. For OSTE+ the first curing step is initiated by UV radiation and is based on thiol-ene click chemistry. [START_REF] Hoyle | Thiol-ene click chemistry[END_REF] The resulting polymer is flexible and sticky when touched. In the second curing step the epoxide groups react with the excess thiol groups under the influence of heat and the polymer stiffens when it is cooled down. [START_REF] Carlborg | Functional off-stoichiometry thiol-ene-epoxy thermosets featuring XLVI temporally controlled curing stages via an UV/UV dual cure process[END_REF] The second curing step can be used to bond the OSTE+ to other surfaces via the epoxy chemistry. Before the final curing step, the excess surface thiol groups can also be used for surface modification. [START_REF] Carlborg | Rapid permanent hydrophilic and hydrophobic patterning of polymer surfaces via off-stoichiometry thiol-ene (OSTE) photografting[END_REF] Table II.1: Generic functional groups in the OSTE+ pre-polymer.
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Droplet Microfluidics

In the following, the most basic ideas regarding droplet microfluidics will be summarized.

For more in-depth information, many reviews are available on this vast topic. [START_REF] Shang | Emerging Droplet Microfluidics[END_REF][START_REF] Anna | Droplets and Bubbles in Microfluidic Devices[END_REF][START_REF] Zhu | Passive and active droplet generation with microfluidics: a review: a review[END_REF][START_REF] Chong | Active droplet generation in microfluidics[END_REF][START_REF] Seemann | Droplet based microfluidics[END_REF][START_REF] Baroud | Dynamics of microfluidic droplets[END_REF][START_REF] Teh | Droplet microfluidics[END_REF][START_REF] Christopher | Microfluidic methods for generating continuous droplet streams[END_REF] To generate droplets, two immiscible fluids have to be introduced into one microchannel.

This happens usually by applying a direct pressure difference between the inlet and the outlet or by using syringe pumps that drive the fluids at a certain flow rate. The use of two fluids creates new requirements regarding the device material since it should be resistant to both. PDMS, for example, tends to release oligomers or swells when brought into contact with certain organic fluids. [START_REF] Lee | Solvent compatibility of poly(dimethylsiloxane)-based microfluidic devices[END_REF] Another consideration that has to be made beforehand is the phase preference of the used materials. To obtain water droplets in an oil phase, the channel walls should be hydrophobic so that the oil phase wets the walls and the water droplets do not. If the wetting behavior is not sufficient, it can also be influenced by the addition of surfactants. [START_REF] Xu | Controllable preparation of monodisperse O/W and W/O emulsions in the same microfluidic device[END_REF][START_REF] Baret | Surfactants in droplet-based microfluidics[END_REF] Adding surfactants or particles also helps stabilizing the formed droplets. [START_REF] Xu | Controllable preparation of monodisperse O/W and W/O emulsions in the same microfluidic device[END_REF][START_REF] Nie | An "inside-out" microfluidic approach to monodisperse emulsions stabilized by solid particles[END_REF] When choosing a surfactant, special care should be taken so that the surfactant does not influence the droplet content. [START_REF] Roach | Controlling nonspecific protein adsorption in a plug-based microfluidic system by controlling interfacial chemistry using fluorous-phase surfactants[END_REF] Active and passive methods can be used for the generation of droplets. While active methods make use of electrical, thermal, magnetic and mechanical controls, passive methods rely on the geometry, the flow rates and the physico-chemical properties of the system alone. [START_REF] Zhu | Passive and active droplet generation with microfluidics: a review: a review[END_REF][START_REF] Chong | Active droplet generation in microfluidics[END_REF] The while they meet at an angle in cross flow. For flow focusing, an obstruction narrows down the channel to promote the droplet formation. [START_REF] Christopher | Microfluidic methods for generating continuous droplet streams[END_REF] The T-junction is the simplest example for the cross flow geometry and was used in the first report on droplet generation. [START_REF] Thorsen | Dynamic pattern formation in a vesicle-generating microfluidic device[END_REF] As predicted by the capillary number, the droplet generation pattern depends on the flow rates, the fluid viscosities and the channel geometry. [START_REF] Guillot | Stability of parallel flows in a microchannel after a T junction[END_REF] Three principle flow behaviors can be observed for the T-junction: squeezing, dripping and jetting (Figure II.6). [START_REF] Anna | Droplets and Bubbles in Microfluidic Devices[END_REF][START_REF] Zhu | Passive and active droplet generation with microfluidics: a review: a review[END_REF][START_REF] Menech | Transition from squeezing to dripping in a microfluidic T-shaped junction[END_REF] Squeezing is observed at low capillary numbers. The dispersed phase protrudes into the continuous phase and fills the channel. As the distance between the dispersed phase and the channel wall decreases the pressure in the carrier phase increases. When the pressure is larger than the pressure of the dispersed phase, a neck forms and the liquid breaks at this point. This position is referred to as pinch-off position. The formed droplets are highly monodisperse [START_REF] Xu | Preparation of highly monodisperse droplet in a T-junction microfluidic device[END_REF] and have an elongated shape due to their high volume that is constrained by the channel geometry.

Dripping appears when the capillary number is increased and the viscous forces start to dominate the interfacial stabilization of droplets. Droplet break-up occurs close to the junction, but the dispersed phase does not touch the opposite wall before pinch-off. The droplets are also monodisperse but smaller than in the squeezing regime.

Jetting occurs for high capillary numbers. The dispersed phase is pulled downstream into the carrier phase and breaks into small polydisperse droplets due to the Plateau-Rayleigh instability [START_REF] Papageorgiou | On the breakup of viscous liquid threads[END_REF] of the liquid thread. and stays dominated by diffusion across the symmetry axis. To overcome this limitation, chaotic advection can be introduced by a winding channel geometry. [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF] When passing the winding channel, the interface between the two droplet halves reorients into the flow direction and the droplet content is folded and stretched, which leads to faster mixing. [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF] The mixing time t mix was found to scale for high Pe as:

t mix ∼ ( a d h u ) log (Pe), (II.5)
where a is the dimensionless droplet length measured relative to the hydrodynamic diameter of the microfluidc channel d h . Mixing times as rapid as ≈ 500 µs have been achieved in a microchannel with a hydrodynamic diameter of 10 µm at fluid velocities of 400 mm • s -1 . [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF] Such low mixing times allow to decouple mixing and reactivity to probe reaction kinetics. [START_REF] Song | Millisecond kinetics on a microfluidic chip using nanoliters of reagents[END_REF] 2.2 Small Angle X-ray Scattering

In the following, some basics regarding SAXS will be discussed that are necessary throughout the manuscript. More details on this topic can be found in specialized articles and books. [START_REF] Lindner | Neutrons, X-rays and light: Scattering methods applied to soft condensed matter[END_REF][START_REF] Glatter | Small angle x-ray scattering[END_REF][START_REF] Pauw | Everything SAXS: small-angle scattering pattern collection and correction[END_REF][START_REF] Sivia | Elementary Scattering Theory: For X-ray and neutron users[END_REF][START_REF] Narayanan | Synchrotron Small-Angle X-Ray Scattering[END_REF] X-ray radiation has a wavelength between 0.01 and 10 nm. Upon interaction with matter, it can be absorbed or scattered. Absorption of X-rays depends on the atomic species present in the material and on the energy of the radiation. The mass attenuation coefficient ( µ ρ )

describes the property of a material to be penetrated by X-rays of a certain energy. It is tabulated [START_REF] Seltzer | X-ray Form Factor, Attenuation and Scattering Tables[END_REF] for different atoms and is calculated from the linear attenuation coefficient µ and the density ρ. To calculate the mass attenuation coefficients of any material ( µ ρ ) x , the coefficients of its components in their respective mass ratio need to be summed up:

( µ ρ ) x = ∑ m i m x ( µ ρ ) i . (II.6)
The transmitted intensity I T of an incident intensity I 0 is:

I T = I 0 e (-µds ) , (II.7)
where d s is the sample path length. The transmittance is defined as the ratio of transmitted intensity over incident intensity:

T = I T I 0 . (II.8)
Upon interaction with an atom, the X-ray can also be scattered by its electrons, either with loss of energy (Compton or inelastic scattering) or without energy loss (Thomson or elastic scattering). In elastic scattering, the incident wave causes the electron to emit radiation at the same wavelength. Hence, all the atoms in a particle that scatter the incident radiation emit the scattered radiation at the same wavelength, which enables it to interfere. The interference patterns carry the structural information of the particle. 

| ⃗ k i | = | ⃗ k s | = 2π λ .
(II.9)

The scattering vector is:

⃗ q ≡ ⃗ k s -⃗ k i , (II.10)
and its magnitude is:

q ≡ |⃗ q| = 4π λ sin Θ, (II.11)
which has the unit of nm -1 and is referred to as the reciprocal space. Combined with Bragg's law:

2d sin Θ = n λ, (II.12) one obtains:

q = 2 π d , (II.13)
which links the reciprocal space to the real space d.

Each electron that is illuminated by the X-ray beam has the same contribution to the observed scattering, which is described by the scattering cross section σ. The ratio between the photons that are scattered into any unit solid angle (Ω) per unit time Φ s and the total number of photons per unit time Φ 0 gives the differential scattering cross section:

dσ dΩ (q) = Φ s Φ 0 . (II.14)
The differential scattered cross section per unit volume, defined as:

dΣ dΩ (q) = 1 V dσ dΩ (q) (II.15)
gives the scattering on the absolute scale. To obtain it from the measured intensities, the detector counts I(q, t) need to be corrected for the acquisition time t, the subtended solid angle ∆Ω, the sample thickness d s , the transmission T and the incident intensity I 0

I(q) = dΣ dΩ (q) = 1 d s T I 0 ∆Ω t I(q, t). (II.16)
Depending on the detector, different other corrections have to be applied, e.g. dark current correction for the base read out of the detector. [START_REF] Narayanan | SAXS and USAXS on the high brilliance beamline at the ESRF[END_REF] Furthermore, it is necessary to subtract background scattering from the sample environment (e.g. solvent, the windows of the sample holder, air) to obtain the scattering pattern of the sample alone.

Calibration standards like silver behenate [START_REF] Huang | X-ray powder diffraction analysis of silver behenate, a possible low-angle diffraction standard[END_REF] (peaks at q = 2πn/5.84 nm -1 ) or tetradecanol [START_REF] Brindley | Long-Spacing Organics for Calibrating Long Spacings of Interstratified Clay Minerals[END_REF] (peaks at q = 2πn/1.58 nm -1 ) can be used to calibrate the sample-detector distance. With a known sample-detector distance and the incident position of the direct beam, the 2D detector image can be azimuthally integrated to yield the scattering pattern as I(q) versus q. The intensity can be calibrated when the intensity of the incident beam can be measured with the same efficiency as the scattered beam or by secondary standards like water [START_REF] Taché | MOMAC: a SAXS/WAXS laboratory instrument dedicated to nanomaterials[END_REF][START_REF] Orthaber | SAXS experiments on absolute scale with Kratky systems using water as a secondary standard[END_REF] (I(q)=1.6 • 10 -2 cm -1 for q < 4 nm -1 ), Lupolen [START_REF] Shaffer | Calibration of polyethylene (lupolen) as a wavelength-independent absolute intensity standard[END_REF] (I(q)=6 cm -1 for q = 0.35 nm -1 ) or calibrated glassy carbon [START_REF] Zhang | Glassy Carbon as an Absolute Intensity Calibration Standard for Small-Angle Scattering[END_REF][START_REF] Russell | Intercalibration of smallangle X-ray and neutron scattering data[END_REF] . 

⃗ r j ⃗ r j+1 ⃗ r ⃗ k s ⃗ k i 2Θ Sample
∆Φ = ⃗ r ( ⃗ k i -⃗ k s ) = -⃗ r ⃗ q.
(II.17)

Since X-rays are scattered by electrons, a pair of scattering objects can be described in terms of its scattering length density ρ(⃗ r ): Under the assumption that the scattering of an object is independent of the scattering by other scatterers (Born approximation), the local scattered amplitudes are added up:

ρ(⃗ r ) = ∑ ρ i (⃗ r ) b i , (II.
A(q) = ˆV ρ i (r ) e -i q ⃗ r d⃗ r .

(II. 19) The scattered amplitude is the Fourier transform of the scattering length density and the scattered intensity per unit volume V is:

I(q) = A(q) A * (q) V . (II.20)
With Equation II.19 the intensity can be written as:

I(q) = 1 V ˆV ˆV ρ i (⃗ r )ρ i ( ⃗ r ′ ) e -i q(⃗ r -⃗ r ′ ) d⃗ r d ⃗ r ′ . (II.21)
With the correlation function:

γ(⃗ r ) = 1 V ˆV ρ i ( ⃗ r ′ ) ρ i (⃗ r + ⃗ r ′ ) d ⃗ r ′ , (II.22)
the scattered intensity can be expressed as:

I(q) = ˆV γ(⃗ r ) e -i q ⃗ r d⃗ r , (II.23)
highlighting the fact that the scattered intensity is the Fourier transform of the spatial correlation function.

To describe the observed scattering of monodisperse centrosymmetric particles, the scattering intensity can be written as:

I(q) = N V 2 ∆ρ 2 P (q) S(q), (II.24)
where N is the number of particles per unit volume, V is the volume of the particle, ∆ρ 2

is the relative scattering length density, P (q) is the form factor and S(q) the structure factor. ∆ρ 2 describes the contrast between the scattering object and the background and determines the scattering power. The form factor P (q) is the result of the interference of all the scattered photons from a single particle and is typical for its shape. If there are several particle shapes present, the observed scattering pattern will be an average of the form factors. The structure factor S(q) describes the interparticle interactions. To observe the form factor of monodisperse particles the system has to be dilute, so that no particle-particle interactions are present (S(q) ≈ 1). For a more concentrated system, the interference pattern will contain information about neighboring particles, too. A decrease in intensity is generally indicative of a repulsive interaction, while an increase indicates attraction or particle aggregation. When such bumps develop into peaks it indicates highly ordered structures. The order of the peak positions enables to identify the symmetry of such (crystalline) structures.

Combining SAXS and Microfluidics

For the combination of SAXS and microfluidics, some implications arise from the equations above. First, the attenuation by the device material and the path length of the beam through this material should be small to obtain a strong signal from the sample. Second, the number of scattered photons depends on the scattering volume. The optimum sample thickness is 1/µ and yields a transmission of T ≈ 0.37. For water, this path length is rather large (1 mm at 8 keV) compared to the channel size in microfluidic devices. Therefore, the channel depth should be optimized to improve the signal. Third, the number of scattered photons depends on the number of incident photons. Thus, the photon flux of the beam should be rather high to compensate the non-optimum path length in microfluidic channels.

A high photon flux is also particularly important for the combination of droplet microfluidics and SAXS, since the isolation of the droplet signal requires relatively short acquisition times.

Overall, these requirements make it necessary to use a high intensity X-ray source, e.g. a synchrotron facility. Additionally, the beam cross section has to be small enough to collect the signal of the channel without any contribution from the device bulk material. Otherwise, parasitic scattering from the channel interface might be observed.

Isolating the Droplet Signal

In the following, some thoughts on how to isolate the scattering pattern of droplets from the carrier phase are discussed.

The microfluidic device generates a segmented flow of oil and water (Figure II.9). For a given water to oil flow rate ratio the length of the water segment l w is constant. During the experiment the water droplets pass the X-ray beam, which is characterized by its length l b along the channel axis. To isolate the signal of the droplets:

l w > l b (II.25) l w l a l b
Figure II.9: Droplet generation in a microfluidic device in the path of a rectangular X-ray beam. The droplet length l w , beam length l b and acquisition length l a are indicated. The beam is shown as solid white rectangle, while the broken white rectangle shows the part of the droplet that already moved through the beam during the acquisition time.

has to be fulfilled, otherwise l b will never be completely filled by the water segment. During the acquisition time t a , the droplets move with a velocity v through the channel. Thus, the acquisition time corresponds to an acquisition length l a over which the signal is collected:

l a = t a • v . (II.26)
To optimize the acquisition time, the shorter dimension of an asymmetric beam should be perpendicular to the flow direction. The acquisition length for which only water signal is obtained is:

l a ≤ l w -l b . (II.27)
By choosing a l a that is smaller than l w , the probability to collect the signal of the droplet alone increases and several patterns of the same droplet can be acquired for l a ≪ l w . The frequency of acquisition f a can be equal to, lower or higher ( 3 Materials and Methods Before laminating the wafer it was degreased with acetone (99 %, Honeywell) and blowdried with pressurized air. The first film layer was roughly cut to size and the protective polyethylene layer was removed by using sticky tape, before placing the wafer on a supporting metal plate (Cu, 1 mm thick). Then, the dryfilm was aligned to it with the unprotected side facing the wafer. To reduce wrinkling of the film, the dryfilm was brought into contact with the metal support on the advancing side of the wafer before starting the roll laminator and the film was kept under tension during the lamination (Figure II.12). The lamination temperature was 85 • C and the lamination speed was approximately 24 mm • s -1 . After lamination, the wafer was turned upside down and the excess dryfilm was removed. To apply a second layer of dryfilm, the protective polyester layer on top of the wafer-WBR stack was removed by using sticky tape and the procedure was repeated. The adhesion between the film and the substrate was improved by baking the piece over night at 60 • C in an oven.

After the item reached room temperature, the protective polyester layer was removed by using sticky tape, a photomask was aligned and brought into contact with the film. The assembly was then exposed to UV light for 20 s at 48.8 mW • cm -1 (365 nm, UV-Kub 2, Kloé). Before development, the excess of dryfilm was removed with a razor blade and it was baked at 100 

PDMS Molds and Flat

PDMS negatives and flats were prepared by mixing PDMS elastomer base with its curing agent in a 10:1 ratio (Sylgard 184, DOW). After thorough mixing, the mixture was poured on the master and left under reduced pressure to remove air bubbles. The polymer was cured overnight in an oven at 60 • C. The PDMS pieces had to be relatively thin to fit into the UV-Kub 2 in the next preparation step, so only around 30 g of PDMS were used per piece.

Off-stoichiometry Thiol-ene-epoxy Device

Off-stoichiometry thiol-ene-epoxy (OSTE+) pre-polymers (OSTEMER 322, Mercene Labs)

were mixed in the indicated ratio (1.00:1.09) with a vortex mixer and shaked by hand until all haziness disappeared. Before use, it was left to rest until no air bubbles were visible anymore. OSTE+ was then poured on the PDMS mold and covered by another piece of PDMS, stabilized by a glass microscopy slide. By applying pressure, the excess OSTE+ was removed and recovered. To remove air bubbles that appear during the pouring step and are trapped on the design features, the PDMS molds were placed under reduced pressure beforehand and the filled mold stack was left alone until no bubbles were visible anymore.

The assembly was then irradiated with approximately 24.4 mW • cm -1 for 120 s (365 nm, UV-Kub 2, Kloé). Afterwards, the PDMS mold was removed and the UV-cured OSTE+ 

Polyimide Composite Devices

To decrease the wall thickness of the device and the OSTE+ contribution to the wall, a commercial polyimide foil (Kapton, DuPont) with a thickness of 25 µm was used as wall material. The preparation protocol is similar to the pure OSTE+ device. The OSTE+ pre-polymer was mixed as described above and poured on the PDMS mold. It was then covered by a polyimide foil and a microscopy support slide, which were pressed against the bottom part to remove excess OSTE+ prepolymer. Then, the assembly was turned so that the polyimide foil was below the OSTE+ prepolymer and cured with UV light (365 nm, 24.4 mW • cm -1 , 120 

Surface Modification of OSTE+

To increase the hydrophobic character of OSTE+ surface, it was hydrophobized by flushing the channels with a solution of a fluorosilane polymer (Novec 1720, 3M) before putting it on a hot plat at 110 • C for 30 min. The process was repeated for a total of three times.

Fabrication of Polydimethylsiloxane Devices

PDMS devices were directly obtained from WBr/Si by mixing PDMS elastomer base with its curing agent in a 10:1 ratio (Sylgard 184, DOW), pouring the prepolymer onto the master and degassing it under reduced pressure. The polymer was cured in an oven over night at 60 • C. To increase the hydrophobic character of the PDMS surface it was hydrophobized with the same procedure as the one described for OSTE+.

Characterization of OSTE+ Microfluidic Devices

Surface Homogeneity and Channel Height

The channel height of the WBR master and the OSTE+ device, and the surface of the OSTE+ were probed by a white light interferometry microscope (smartWLI basic, Gesellschaft für Bild-und Signalverarbeitung (GBS) mbH) and analyzed by commercial software (MountainsMap, Digital Surf).

Device Thickness

The total thickness of one finished and one half-finished device was measured at different locations with a digital micrometer (293-521 N, Mitutoyo, precision of 1 µm) with a probing head diameter of 6.35 mm 2 .

Microfluidic experiments Materials

Oils. Several oils were tested as inert carrier phase. FC-40, FC-70, FC-3283, perfluorodecaline, 3-octanol, hexadecane and light mineral oil were acquired from Sigma-Aldrich.

Surfactants. To stabilize the droplets and to improve the wetting behavior of the oil phase several surfactants were tested. Span Gold Nanoparticles. Gold nanoparticles were produced from a reverse Turkevich method following the protocol described by Siveraman et al. [START_REF] Sivaraman | Monodisperse sub-10 nm gold nanoparticles by reversing the order of addition in Turkevich method-the role of chloroauric acid[END_REF] 250 µL of aqueous 25. 

Fluid control

The microfluidic device was connected to computer controlled (neMESYS UserInterface, 

Estimation of the Mixing Time

Observations were made through a microscope (CKX41, Olympus) with a mounted and computer controlled (Micromanager, Open Imaging) camera (pco.edge 5.5, PCO). To estimate the mixing time an aqueous solution of a fluorescent dye (fluorescein, Sigma-Aldrich) was fed to the device and mixed with water in water-in-oil droplets. Fluorescence was initiated by a UV-source (U-RFLT50, Olympus) and the traveled distance to reach a homogeneous fluorescence in the droplet was observed.

X-ray Scattering Experiments

X-ray scattering experiments were performed i) at the SWAXS Lab Saclay on a Xeuss 2.0 laboratory beamline (Xenoxs) at a photon energy of 8.04 keV with a Pilatus3 R 1M detector (Dectris) at a sample detector distance of 42.4 cm and ii) at the small and wide angle X-ray scattering (SWING) beamline of the SOLEIL synchrotron facility in France, at photon energies of 12.00 and 16.00 keV with a Eiger 4M detector (Dectris) at a sample detector distance of 52.2 and 616.5 cm. Sample detector distances were verified using tetradecanol as calibrant.

X-ray Transmittance of OSTE+ and its Linear Attenuation Coefficient

Calculations were made with the help of xraylib, [START_REF] Schoonjans | The xraylib library for X-ray-matter interactions. Recent developments[END_REF] values for the X-ray mass attenuation coefficient are listed in different databases like the NIST Standard Reference Database 66. [START_REF] Seltzer | X-ray Form Factor, Attenuation and Scattering Tables[END_REF] Standard Data Treatment Each raw scattering pattern was masked and azimuthally averaged to yield the scattering curve I(q). The intensity was normalized by the solid angle, the acquisition time and the transmitted flux. After background subtraction, the intensity was normalized by the sample thickness and brought to absolute scale by calibration measurements of Lupolen or water.

Material Aging

In order to investigate on the impact of X-rays, OSTE+ was repeatedly irradiated at 16.00 keV with a 50 µm × 400 µm (vertically × horizontally) beam for 500 ms and a gap time of 250 ms between each individual acquisition, for a total irradiation time of 500 s.

The same procedure was applied to OSTE+ that was additionally cured at 150 • C for seven days before X-ray irradiation.

Data Treatment for In-situ X-ray Scattering Experiments

A custom Python 3 code was developed and used for data treatment. The nexusformat † package was used to read data from the Nexus data files, obtained from the SWING beam line. Each frame was radially averaged with the help of the pyFAI [START_REF] Ashiotis | The fast azimuthal integration Python library: pyFAI[END_REF] 

Results and Discussion

Microfluidic Device Fabrication

The process to develop a protocol for the preparation of OSTE+ devices with a suitable thickness in a reproducible way was rather time consuming and challenging. In the following, some of the key choices in the described protocol are discussed.

Si Master

The first masters were prepared with SU-8 (MicroChem) as photoresist. After adapting the initial device design to the requirements of the experiment, it became apparent that SU-8 has some drawbacks, i.e. for the preparation of thick layers. In contrast to SU-8, WBR dry film can be stacked and gives access to thick layers of photo resist in a reproducible fashion. However, WBR has some drawbacks, e.g. its relatively poor adhesion properties.

To improve the adhesion to the substrate it was useful to extend the post-lamination bake 

PDMS Molds

The use of PDMS molds instead of directly using a Si master has several benefits. First, it is less time consuming to replace a PDMS mold than a Si master and PDMS molds can easily be prepared from the masters. Second, PDMS is transparent to visible and UV light, which allows spotting potentially trapped bubbles and enables the OSTE+ prepolymer curing by UV light. Third, the porosity of PDMS facilitates the elimination of trapped air bubbles after filling in the OSTE+ pre-polymer by degassing the PDMS mold before use.

Finally, PDMS is flexible and simplifies the demolding after the UV curing step. However, the elasticity of PDMS is a problem during the stacking step of the molds to give a fixed height (Figure II.13). Without support, the PDMS roof tends to collapse onto the chip design under pressure. This problem can be addressed by supporting the PDMS mold with a glass slide. For ease of use, the glass slide can be permanently bonded to the PDMS piece by plasma treatment.

OSTE+ Device Preparation

There are several considerations in the presented protocol that deserve to be discussed.

i) Using two molds for the preparation of the device parts, allows to prepare devices with different designs and wall thickness simply by switching the bottom or top mold.

In a one-mold approach, each design would have a fixed wall thickness and would require the preparation of a new master in a two-step photolithography process. The first step would define the wall thickness, while the second step creates the design.

Additionally, a flat piece of OSTE+ needs to be prepared to close the device. Thus, the mold that defines the wall thickness can be used for both pieces.

ii) Instead of removing excess OSTE+ prepolymer after aligning and pressing the molds together, the molds could be aligned beforehand and then be used for injection molding [START_REF] Sandström | Reaction injection molding and direct covalent bonding of OSTE+ polymer microfluidic devices[END_REF] or they could be filled by capillary forces. [START_REF] Bartolo | Microfluidic stickers[END_REF] Both alternative approaches were tested and should be viable after adaptation, but were not used further.

iii) After filling the molds with liquid pre-polymer, a UV curing step follows to polymerize the material. The irradiation time was rather long and the lamp was only operated at half of its maximum power to obtain a complete reticulation without generating too much heat, which would trigger the second curing step.

iv) The final wall thickness of 200 µm that is imposed by the PDMS mold. For thinner walls, the structured part teared easily during demolding after the first curing step.

One solution to reduce this thickness is the use of a thin X-ray compatible wall material like polyimide foil or other commercial foils. Another would be to pre-fabricate thin, fully cured sheets of OSTE+ as support material and to use them instead of the second mold.

v) OSTE+ sticks to many materials thanks to the epoxy groups. These groups are activated during the heating step and some sort of support is necessary to hold the OSTE+ items. Although OSTE+ should not adhere to aluminum, the thin devices could not be removed without damaging them. Thus, a sheet of PTFE was used as support material.

vi) The first half of the chip was fully cured before the device was assembled, since drilling into fully cured OSTE+ gave cleaner holes than using biopsy punchers on only UV cured pieces. Punching the holes also creates sticky debris, which is tricky to remove afterwards. The debris from machining the fully cured workpiece is not sticky and can be easily removed by pressurized air and sticky tape. A drawback of fully curing OSTE+ before assembling the final device is that it limits the choices for surface modification. OSTE+ that is only cured by UV can easily be surface modified to show more hydrophobic or more hydrophilic behavior. [START_REF] Carlborg | Rapid permanent hydrophilic and hydrophobic patterning of polymer surfaces via off-stoichiometry thiol-ene (OSTE) photografting[END_REF] However, modification of the whole piece, instead of the channels only, prevents bonding in the heat-curing step due to the loss of the respective functional groups. The bonding capacity can be retained by adding allyl glycidyl ether to the modification cocktail. The downside of using allyl glycidyl ether is its acute and reproductive toxicity, and its mutagenic and carcinogenic properties. Due to these safety concerns in combination with local conditions and limitations in the laboratory, the surface modification was carried out after the device was assembled and fully cured.

vii) The alignment and lamination of the two OSTE+ parts are the probably most delicate steps in the preparation of the device. To achieve a bubble-free assembly the two parts can be laminated either by a roll laminator or by applying the necessary pressure by hand. Another, untested method might be the use of a bench-top press. Whatever the method, it is important that there are no remaining trapped particles or air bubbles.

Both might result in an unusable device after the final bonding step.

Polyimide Composite Devices

A polyimide/OSTE+ composite device is depicted in Figure II.17. In contrast to the devices that are made of OSTE+ only, the structured part of the polyimide composite devices cannot be cured before finishing the device, otherwise the OSTE+ layer would lose its binding capacity with the second polyimide layer. Since the structured part is not fully cured, the access holes cannot be drilled, but have to be punched. However, this is less of a problem, since the layer thickness of OSTE+ is lower and almost no debris is formed while using biopsy punchers to create the holes. A similar manufacturing approach has been recently reported in literature. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF] 4 Overall, the quality of reproduction is high, and the height control with WBR dry film is facile and excellent.

Device Thickness

By design the device thickness should be 550 µm due to the 150 µm channel height and two times 200 µm wall thickness to close the structure. Measurements of typical devices with a digital micrometer (Table II.2) show that the thickness of both a closed device and an open device, which was not closed yet, is below this theoretical value. The results in Table II. chips, the measurements show that the chip thickness is higher than the expected value. By design the devices should have a thickness of 200 µm coming from the channel height of 150 µm and two layers of polyimide with 25 µm each. Thus, the additional thickness has to be OSTE+, which will add an additional signal to the SAXS background of the polyimide composite chip.

Summary

The presented approach to prepare OSTE+ based microfluidic devices is similar to protocols from literature. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF][START_REF] Sticker | Multilayered, membrane-integrated microfluidics based on replica molding of a thiol-ene epoxy thermoset for organ-on-a-chip applications[END_REF][START_REF] Fissi | OSTEMER polymer as a rapid packaging of electronics and microfluidic system on PCB[END_REF] The main difference is the focus on obtaining thin OSTE+ walls to reduce the background signal for in-situ SAXS. For the all-OSTE+ devices a total wall thickness below 400 µm has been achieved. To reduce the device thickness even more, polyimide-OSTE+ composite devices were prepared similar to an approach in literature. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF] The reproduction and surface quality of OSTE+ were excellent and the yield, in terms of finished devices that are without defects, is rather high (≈ 80 %). Achieving thinner OSTE+ walls would be desirable, but will need more development effort.

Results from Bench-top Experiments

In the following paragraphs the major observations and results regarding the preliminary experiments to set up the in-situ X-ray scattering experiments are described.

Interchangeability of PDMS and OSTE+ Devices

Although the developed protocol allows a reasonably quick preparation of OSTE+ devices, it is still easier to prepare PDMS devices. This is especially important for applications where channels might be blocked regularly, like the exploration of precipitation reactions. Since the geometry and wetting properties of both device types were practically the same, most of the initial tests were made in PDMS devices and were only transferred to OSTE+ devices to optimize the chemical conditions for SAXS experiments when a reasonable stability was obtained. This was possible since both device types had the same geometry and the same surface properties after the surface treatment. The use of surfactants made the surface treatment redundant, although PDMS is slightly more hydrophobic compared to OSTE+.

Consequently, the transition from PDMS to OSTE+ had no significant influence on the droplet generation. The main differences between both materials is their rigidity and their 

Usable Carrier Phases and Need for Surfactants

To be a usable carrier phase the compound needs to be immiscible with the aqueous phase, it has to wet the channel walls and it has to be compatible with the channel material.

Furthermore, its physical-chemical properties have to allow the formation of droplets at the considered flow rates and it should not interact with the droplet content.

Aqueous System. Without the addition of surfactants or surface modification of the channel walls, only 3-octanol was successfully tested to form droplets. After surface modification, it was possible to generate water droplets with 3-octanol, hexadecane and FC-40. When the experiments transitioned from pure water droplets to the exploration of the cerium oxalate precipitation, crystals appeared after some time outside of the droplets and blocked the channel due to their subsequent growth. Since no crystals were observable inside the droplets, it is highly probable that the crystals originated from nuclei that were formed inside the droplets and passed the water-oil interface or at their interface. After passing into the oil phase, they deposited on the channel wall and grew from passing droplets that provided them with fresh reagents. Consequently, surfactants were added to the carrier phase to block the droplet interface and to prevent any nuclei to pass it. Solutions of hexadecane and light mineral oil with at least 1 % (w/w) of Span 80 were used. With the added surfactants, the droplets were stabilized and no crystal formation outside the droplets was observed. The droplets were also stable enough to be collected and observed after leaving the device.

Binary Solvent System. Using structured solvents potentially influences the resulting morphology or kinetics of a reaction. [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] A binary solvent that was reported to influence the final particle shape is investigated. [START_REF] Jehannin | Periodic Precipitation Patterns during Coalescence of Reacting Sessile Droplets[END_REF][START_REF] Jehannin | About the role of physico-chemical properties and hydrodynamics on the progress of a precipitation reaction: the case of cerium oxalate particles produced during coalescence of drops[END_REF][START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Due to its high content in 1,2-propanediol it has different wetting properties and is more viscous than pure water. Hexadecane is not usable as a carrier phase, since it seems to dissolve into the binary solvent. However, light mineral oil does not and is able to form droplets at the inlet after adding 1 % (w/w) of Span 80.

Flow Rates

The experimental setup can sustain flow rates of at least 100 µL • min -1 . However, lower flow rates of 15 µL • min -1 (≈ 9 mm • s -1 ) and below make more sense to obtain sufficiently long acquisition times for the SAXS experiment. The flow rate ratio between the carrier phase and the droplet phase to obtain suitably sized droplets is mainly dictated by the physico-chemical properties of the liquids. Another important flow rate ratio is the one between the buffer phase and the two reactant phases, which are united to form the droplets.

If the ratio of buffer is too low, the reactants can diffuse through the buffer and react before they are encapsulated in the droplet. , respectively. [START_REF]Micro-Fluidic Diffusion Coefficient Measurement: Micro Total Analysis Systems[END_REF][START_REF] Martelli | Lanthanoids(III) and actinoids(III) in water: Diffusion coefficients and hydration enthalpies from polarizable molecular dynamics simulations[END_REF] The experimentally approximated data and the calculated data agree well. However, the mixing time is far away from the fast literature values of ≈ 500 µs, which was achieved for droplets in a channel with a cross section of 10 µm and a velocity of 400 mm • s -1 . [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF] At such velocities and droplet sizes, the isolation of droplet signal would require microsecond acquisition times and an appropriately high photon flux. This is not feasible for the in-situ SAXS study.

To improve the mixing time for future designs, the droplet length to channel width ratio should be reduced [START_REF] Song | Experimental test of scaling of mixing by chaotic advection in droplets moving through microfluidic channels[END_REF][START_REF] Wang | Fluid mixing in droplet-based microfluidics with a serpentine microchannel[END_REF][START_REF] Tice | Formation of Droplets and Mixing in Multiphase Microfluidics at Low Values of the Reynolds and the Capillary Numbers[END_REF] or a different channel cross section could be used for the mixing and observation part to decrease the droplet velocity after mixing. Another option might be to use fast mixing along the channel axis by coalescing two reactant containing droplets, as demonstrated by Vitry et al. [START_REF] Vitry | Investigation of a microfluidic approach to study very high nucleation rates involved in precipitation processes[END_REF] To improve the probability of coalescence an alternating current electric field might be used. [START_REF] Thiam | Breaking of an Emulsion under an ac Electric Field[END_REF] However, the achieved mixing time of ≈ 450 ms is well suited for the planned experiments. 

Concentration Range for the Cerium Oxalate Precipitation System

Due to the dilution by the buffer phase, the maximum achievable concentration inside the droplets is one tenth of the feeding solution concentration. Thus, the upper concentration limit is naturally determined by the solubility limit which is around 1 M for H 2 C 2 O 4 and 4 M for Ce(NO 3 ) 3 at ambient temperature. [START_REF] Masson | XI.-The solubility of electrolytes in aqueous solutions. Part II. Solubility of oxalic acid in other acids[END_REF][START_REF] Rumble | CRC handbook of chemistry and physics: A ready-reference book of chemical and physical data[END_REF] The lower limit is given by the solubility constant. Is the reactant concentration below this limit, all reactants stay solubilized and no precipitation occurs. However, for Ce 2 (C 2 O 4 ) 3 the solubility product is rather low (p S = 1.84 • 10 -28 ) [START_REF] Rodríguez-Ruiz | Thermodynamic modeling of neodymium and cerium oxalates reactive precipitation in concentrated nitric acid media[END_REF] and the detection limit of the SAXS experiment will dictate the lower concentration limit. Stoichiometric reactant ratios were chosen for the experiments to simplify the system. Note that off-stoichiometry reactant ratios were shown to yield different crystal habits, and could also be easily studied in the device. [START_REF] Jehannin | Periodic Precipitation Patterns during Coalescence of Reacting Sessile Droplets[END_REF] For feeding solutions with a concentration of 0.010 and 0.10 M in Ce(NO 3 ) 3 and 0.015 and 0.15 M in H 2 C 2 O 4 a suitable reactivity was achieved.

In the following, the used flow rates for the different phases are 10 µL • min 

Summary

The prepared OSTE+ devices exhibit practically the same geometrical features and properties as PDMS devices and can be used interchangeably for bench-top experiments. However, OSTE+ has a different solvent resistance and can be used with organic oil phases like hexadecane. Furthermore, the OSTE+ devices are thin and rigid, which makes them suitable for in-situ SAXS studies. The selected microfluidic design produces controllable and reproducible trains of droplets and potentially allows to follow a reaction kinetic. [START_REF] Song | Millisecond kinetics on a microfluidic chip using nanoliters of reagents[END_REF] To study the precipitation of cerium oxalate in aqueous and binary solvent droplets, the use of surfactants is necessary to prevent the device from blocking. By carefully tuning the flow rates and concentrations, two different regimes of crystal formation inside the droplets have been identified. The observed difference is presumably linked to an increased reaction rate with higher concentrations that is faster than the mixing. However, the mixing time of approximately 450 ms is well suited for the intended use.

OSTE+ X-ray Characterization X-ray Transmittance of OSTE+ and its Linear Attenuation Coefficient

In order to use OSTE+ as a wall material for in-situ X-ray investigations, it is important to The linear attenuation coefficient can also be calculated from the chemical composition and density of the material (see Equation II.6). Since, the composition and density of the used OSTE+ sample is not known, values from literature were taken for the calculation.

Table II.3 summarizes the main components of OSTE+ and the relative ratios of a published composition. [START_REF] Carlborg | Functional off-stoichiometry thiol-ene-epoxy thermosets featuring XLVI temporally controlled curing stages via an UV/UV dual cure process[END_REF][START_REF] Yassin | Characterization of OSTE-based polymers for acoustofluidic applications[END_REF][START_REF] Saharil | Dry transfer bonding of porous silicon membranes to OSTE(+) polymer microfluidic devices[END_REF] The calculation yields µ = 24.9 cm -1 at 8.04 keV for a density of δ =1.15 g • cm -3 . [START_REF] Yassin | Characterization of OSTE-based polymers for acoustofluidic applications[END_REF] Since collected and calculated data agree well, µ is calculated for other relevant energies.

The theoretical transmission at different energies is calculated from Equation II. Table II.3: Main components of an OSTE+ formulation from literature and its relative composition used to calculate the linear attenuation coefficient. [START_REF] Carlborg | Functional off-stoichiometry thiol-ene-epoxy thermosets featuring XLVI temporally controlled curing stages via an UV/UV dual cure process[END_REF][START_REF] Yassin | Characterization of OSTE-based polymers for acoustofluidic applications[END_REF][START_REF] Saharil | Dry transfer bonding of porous silicon membranes to OSTE(+) polymer microfluidic devices[END_REF] Name At 8.04 keV, the transmission decreases relatively quickly and falls below 30 % for a thickness above 500 µm. As expected, the transmission is higher at higher energies, and thus larger chip diameters could be used without losing too many photons by absorption. The linear attenuation coefficient of OSTE+ is compared to other relevant materials (Table II.4) in the fields of microfluidics and X-ray scattering in Figure II.26.

The linear attenuation coefficients can be grouped into three groups. Quartz is the first and has the highest values due to its high density and the presence of heavier elements compared to the organic polymers. The second group consists of OSTE+ and PDMS, which have higher coefficients due to the presence of S and Si, respectively. The last group is composed of the organic polymers, which contain only elements from the first and second Data was calculated with the help of xraylib. [START_REF] Schoonjans | The xraylib library for X-ray-matter interactions. Recent developments[END_REF] Table II 

Scattering Pattern of OSTE+ and Polyimide

The absolute scattering intensity of polyimide and OSTE+ are plotted against the scattering vector q in Figure (II.27). Polyimide shows the typical bump between 0.3 to 2 nm -1 and the typical peaks at 4 and 8 nm -1 .

Compared to polyimide, OSTE+ has a similar scattering profile between 10 to 20 nm -1 but does not have any defined peaks. At lower values of q, the scattering intensity of OSTE+ is up to 180 times lower than from polyimide. Consequently, OSTE+ produces less background scattering for the same thickness when it is used as sample environment.

Aging of OSTE+ under Influence of X-rays and Heat

In order to check if the scattering pattern of OSTE+ alters under the influence of X-rays, The origin of staining is not very clear, since it was also observed for OSTE+ that was cured at 150 • C, while no changes in the scattering pattern of this material were observed. [START_REF] Schoonjans | The xraylib library for X-ray-matter interactions. Recent developments[END_REF] Legend entries are in the same order as the curves are ordered from top to bottom. Hence, the stain might not have an influence on the scattering pattern.

OSTE+

Summary

OSTE+ has a rather high X-ray attenuation coefficient that is similar to PDMS and higher than polymers such as polyimide. The scattered intensity of OSTE+ is however up to 180

times lower than the one of polyimide, giving a lower background when used as window material. Compared to polyimide, OSTE+ is less resistant to irradiation. The scattering pattern of OSTE+ that is cured at 90 • C alters when irradiated, potentially due to the thermal impact of the X-ray beam. Although OSTE+ that is cured at 150 • C does not alter, it shows staining similar to OSTE+ that is cured at 90 • C. However, neither the alteration nor the staining is a big problem for the use of OSTE+ for in-situ SAXS. In order to use OSTE+ without potential changes in the scattering pattern, the devices just have to be subjected to an appropriate curing temperature.

Results from the In-situ SAXS Synchrotron Experiments

In the previous sections, a OSTE+ microfluidic device was developed, which was characterized regarding its compatibility with X-rays. Beyond that, the working conditions were developed to study the precipitation of cerium oxalate in droplets by in-situ SAXS. In the following, the method for isolating the droplet signal will be presented and applied to different systems.

It will be used to isolate pure water droplets and droplets that contain gold nanoparticles.

Furthermore, the method will be used to study the precipitation of cerium oxalate in pure water and in a binary solvent.

The SAXS experiments were conducted at the beamline SWING of the synchrotron SOLEIL at ambient temperature and pressure. In order to achieve a beam that is small enough for the microfluidic channel, its size was set to 50 µm × 125 µm (vertically × horizontally) by adjusting the alignment slits. This reduces however, the photon flux. The acquisition was shutter-controlled and the beam was aligned to the microfluidic channels by a periscopic 

Data Treatment for Droplet Selection

For a segmented stream of oil and droplets, the described acquisition method results in scattering patterns from the oil phase, the droplet phase and patterns that have contributions from both phases (Figure II.11). Other authors solved this problem by treating and selecting the scattering images directly. [START_REF] Saldanha | Rapid Acquisition of X-Ray Scattering Data from Droplet-Encapsulated Protein Systems[END_REF][START_REF] Levenstein | Droplet Microfluidics XRD Identifies Effective Nucleating Agents for Calcium Carbonate[END_REF] In the present case, the selection takes place after azimuthal averaging of all images. Instead of integrating the intensity over the whole image, only a section is selected. Good selectivity was achieved in the region between 10 and 11.6 nm -1 (Figures II. 32 and II.33). In this region, no Bragg peak of cerium oxalate appears that might influence the selection. Furthermore, the scattering profiles of the two phases do not evolve in this region. They stay constant and different in intensity. The presented method also gives easy access to the scattering patterns of the oil phase, since they are not discarded before treatment (Figure II.33). This allows the analysis of both phases at the same time and might give insights into more complex systems that include the carrier phase into the reaction.
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Gold Nanoparticles in Droplets

In order to test if scattering objects can be identified inside the droplets, a gold nanoparticle suspension was investigated. They were prepared as described in Materials and Methods showing the first two oscillations of the gold nanoparticles. The data from the microfluidic chip is rather noisy due to the low intensity of the X-ray beam, but still allows the observation of the first part of the gold nanoparticle form factor below 1 nm -1 . The observed absolute signal intensity of the particles inside the capillary is 1.6 times larger than the signal obtained in the feeding channel and 3.2 times larger than the signal obtained in the droplets. This might indicate a lower concentration in the feeding channel compared to the reference capillary and an even lower concentration in the droplets. However, the same concentration was used for the reference and the feeding channel and the dilution in the droplet does not explain the decrease in intensity. The cause for this quantitative mismatch is probably a consequence of the low beam intensity. Nevertheless, the identification of the particles inside the droplets in a 150 µm channel at a concentration of 212 µM is possible. In order to probe the impact of the beam intensity and to follow reactions in the microfluidic chip, the intensity should be increased by using a microfocused beam. Due to the exploratory character of the experimental run, the appropriate background scattering was not collected for each measurement point. In order to compensate, the following strategies were applied for the presented results. For the observation of the oil phase, the scattering of the empty corresponding positions on the device and a proportionate amount of the pure oil scattering were subtracted. Background subtraction for the droplet phase was carried out by subtracting the scattering signal of the water inlet. For the droplet signal, the lack of the proper background potentially leads to artifacts in the scattering pattern from the over-or underestimation of the OSTE+ wall thickness, but should not interfere with the qualitative trends. Artifacts from the oil lubrication film around the droplet, should not appear since its thickness can be estimated to be below 1 µm in total. [START_REF] Huerre | Droplets in Microchannels: Dynamical Properties of the Lubrication Film[END_REF] Figure II.35 shows the temporal evolution of the scattering in the oil phase. For each point, a signal is visible that has a higher intensity than the background and that decreases in intensity from low to high values of q. This is characteristic of electronic density fluctuations in the solution and indicates the presence of nanometer sized objects. From the first sampling point to the last, the observed minimum between 1 and 2 nm -1 shifts to lower values, while the intensity below 1 nm -1 increases. After P4, the changes are only minimal and the process appears to be finished. This observation could be explained by the presence of reverse micelles in the oil phase that swell by extracting water or reactants from the droplets.

The high similarity between the in-situ experiment and patterns of the same oil phase that was equilibrated with different aqueous solutions (oil:water, 50:50, v/v) supports this interpretation (Figure II.36). Before equilibration, the scattering of small spherical objects is visible. After equilibration with water, the scattering intensity decreases. The observation can be probably linked to the swelling of the reverse micelles due to the integration of water into the micelle core. By transitioning from a micelle core that consists of surfactant head groups alone to a mixture of head groups and water, the scattering length density of the micelle core decreases. Due to the corresponding decrease in electronic contrast between the micelle core and the alkyl chain of the surfactant, the observed scattering intensity decreases as well. No decrease is observable for the solutions that contain reactants, which might indicate a higher scattering length density in the reverse micelle core caused by the presence of oxalic acid or cerium nitrate. In addition, the scattering signal intensity decreases at a lower q value, which indicates a larger particle size for the reverse micelees that contain Ce(NO 3 ) 3 or oxalic acid, compared to water alone. Fitting the equilibrated scattering patterns with a model of polydisperse spheres yields an approximate size of 3.6 ± 0.8 nm for the Span 80 alone, 4.4 ± 0.6 nm for equilibration with 0.10 M oxalic acid and 4.6 ± 0.6 nm for equilibration with 0.15 M Ce(NO 3 ) 3 . The lower scattering intensity of the sample that was equilibrated with water alone renders it difficult to determine an object size. Due to the similarity of the position of the slope however, it is possible to estimate the size to be quite similar to the object size for Span 80 alone.

For the in-situ data, relative information regarding the object size can be obtained from the curve shape. Due to the low signal to noise ratio, direct fitting was not possible.

Compared to the SAXS patterns of the equilibrated samples, the observed minima shift from around 2 nm -1 towards 1 nm The scattering patterns of the droplets show slopes that scale with ≈ q -3 and a small bump below 1 nm -1 (Figure II.37). With increasing droplet age, the bump shifts its position towards smaller q values, indicating the growth of scattering objects. After subtraction of a q -3 slope, the bump gets even more pronounced, evidencing the growth of globular objects (Figure II.38). The position of the bump is similar to the patterns that were observed in the oil phase. From the comparison to the theoretical curves of polydisperse spheres, it can be estimated that these objects grow from 4.0 nm at P1 to 6.5 nm at P6. Comparing the plateaus of the scattering curves of the spherical objects at small q-values shows that the scattering intensity in the oil phase is approximately 10 times larger than in the droplet phase.

Due to the similarity in shape, a probable explanation is a convolution of the oil and droplet signal, due to a slightly too long acquisition time for a flow rate of 15 µL • min -1 . The q -3 slope at low q values however, indicates the presence of a 3-dimensional organization inside the droplets.

For a slower flow rate (10 µL • min -1 ) the droplet data still shows the q -3 slope at low q values, but no contribution by the oil phase is apparent (Figure D.2). Unfortunately, the correct background scattering for this data set was not collected. Hence, it is not considered any further.

Rodríguez-Ruiz et al. probed the cerium oxalate precipitation up to a reaction time of 0.7 s in a single phase microfluidic SAXS experiment. [START_REF] Rodríguez-Ruiz | Ultrafast precipitation of transient amorphous cerium oxalate in concentrated nitric acid media[END_REF] However, the scattering vector

10 0 q, nm -1 10 -3 10 -2
Intensity, cm of their study does not overlap with the present data. They observed a slope of ≈ q -3.2

for a reaction time of ≈ 0.3 s, which quickly developed into ≈ q -4 for a reaction time of 0.7 s. This behavior somewhat resembles the observation in Figure II.37, where the q -3 slope becomes steeper with increasing reaction time. The timescale however is different. A potential shift in reaction kinetics could be caused by the spatial confinement inside the droplets.

In order to elucidate the origin of the observed scattering signals, a more intense beam is necessary (e.g. a microfocused beam) and an additional oil/surfactant system should be used to probe its influence on the reaction. Nonetheless, the results evidence that it is possible to follow the evolution of a reaction in the OSTE+ microfluidic device by SAXS.

Cerium Nitrate and Oxalic Acid in Binary Solvent Droplets

The use of a binary solvent consisting of water and 1,2-propanediol was reported to yield spherical aggregates of needle like cerium oxalate crystals. [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Although the precipitation behavior of cerium oxalate in the binary solvent was described as similar to the behavior in water, [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] the higher viscosity is expected to influence the reaction kinetics. The use of droplet signal, the oil contribution manifests as a peak above 10 nm -1 (Figure II.39) and an overall increased scattering. Subtracting the binary solvent from the pure oil phase yields the same peak and confirms the assignment. Apart from the oil contribution, the scattering pattern also shows a q -4 slope below 1 nm -1 , which might originate from scattering objects inside the droplets, the interface between oil and droplet, or from both.

To observe the evolution of the droplet signal, the flow was stopped and the scattering pattern of several quasi-stationary droplets was collected. The droplets quickly showed the typical cerium oxalate Bragg peaks and the slope below 1 nm -1 decreases to q -2 . A decrease of the slope during the reaction is in agreement with observations from macroscopic mixing experiments. [142] Thus, it should be possible to observe the growth of crystals in the OSTE+ device in future studies. However, a stable oil/surfactant combination for the binary solvent system has to be identified first, or the temperature has to be better controlled.

Identified Problems

During the experimental run several problems arose, that will be discussed in the following.

i) Photon Flux. Unfortunately, no microbeam optics were available during the synchrotron experiment. As a consequence, the slit positions were adjusted to obtain a small enough beam size, which reduced the photon flux. The channel is parallel to the long beam dimension. Right: The channel is parallel to the short beam dimension, which allows for longer acquisition times (indicated by the dashed white line) compared to the other configuration.

ii) Temperature Control. One of the biggest problems was the lack of a temperature control unit. Temperature does not only have an influence on the reaction kinetics, but also on surface tension and viscosity. The temperature differences from the laboratory to the experimental hutch of the beam line were in the range from 5 to 10 • C. This difference was enough to shift the droplet pinch-off and wetting behaviour of the experimental systems.

The only carrier phase that was available and usable for in-situ reactivity experiments was light mineral oil with 1 % (w/w) of Span 80. This oil phase was not previously tested for the reactivity in water droplets.

iii) Device Holder. Another unforeseen problem arose from the way in which the IMT device holder was mounted to the beamline interface. When the screws to hold the device holder on the interface were tightened, the device holder was tightened, too. 

Summary

The first synchrotron experiments showcased that the developed OSTE+ device can be used to observe particles inside droplets and that it has the capabilities to follow the structural changes of a system during crystal formation, even with low beam intensities. Furthermore, the necessity of using mineral oil as carrier phase and the isolation of the oil signal enabled the observation of an extraction event due to the presence of surfactants in the oil phase.

Conclusion and Perspective

So far, droplet microfluidic in-situ SAXS was used for the observation of gold nanoparticles, [START_REF] Stehle | Small-angle X-ray scattering in droplet-based microfluidics[END_REF] to study the influence of different salt concentrations on proteins, [START_REF] Pham | Coupling High Throughput Microfluidics and Small-Angle X-ray Scattering to Study Protein Crystallization from Solution[END_REF] to obtain the time constant for protein self-assembly [START_REF] Saldanha | Rapid Acquisition of X-Ray Scattering Data from Droplet-Encapsulated Protein Systems[END_REF] and to study the induction time for a precipitation reaction. [START_REF] Levenstein | Droplet Microfluidics XRD Identifies Effective Nucleating Agents for Calcium Carbonate[END_REF] For three of them the actual measurement was performed in a capillary after droplet generation in a microfluidc device, while only one performed the experiments directly in the device. [START_REF] Levenstein | Droplet Microfluidics XRD Identifies Effective Nucleating Agents for Calcium Carbonate[END_REF] In all of these studies fluorinated oils were used and the total fluid velocity was below 6 mm • s -1 in studies that isolated the droplet signal. It is however hard to directly compare the performance of the different devices, since some are used under vacuum, while others are not and some use a microfocused beam while others have a standard beam.

In this chapter a protocol has been presented that reliably yields high quality OSTE+ microfluidic devices with a total window thickness of OSTE+ below 400 µm. The prepared OSTE+ devices are resistant to alkanes and can be used for bench-top and in-situ SAXS experiments on a synchrotron beam line. By using the scattering signal at large q values, the droplet and oil signals can be separated from intermediate ones, even at a low photon flux. The developed method can be used to identify gold nanoparticles in droplets, the growth of reverse micelles in the oil phase and freshly grown cerium oxalate crystals inside droplets. Potentially it is also able to follow the growth of the cerium oxalate crystals inside aqueous droplets. The performance of the experimental set-up should be greatly increased by the use of a microfocused X-ray beam and the new device holder. Although not intended in the studied experiment, the setup is suited to study liquid/liquid extraction by in-situ SAXS and could probably be used to study more complex precipitation reaction that involve both phases, e.g. phase transfer followed by a precipitation reaction. Achieving even thinner OSTE+ walls would be desirable, but more development effort is necessary.

In order to study the precipitation of cerium oxalate in droplets, the use of surfactants is necessary to prevent the device from blocking. However, the use of a surfactant can also lead to unwanted side-events such as the formation of reverse micelles in the oil phase and the potential extraction of reactants. To ensure well defined experiments, different surfactant-oil systems should be evaluated for future studies. Additionally, a strategy should be developed to work at a defined temperature, especially since temperature control is important for a stable droplet generation and a reproducible reactivity.

After handling the identified problems properly, the OSTE+ device will be able to give more detailed insights into precipitation reactions and is expected to be usable for kinetic studies on different systems, e.g. proteins and particles formation.

Furthermore, it can be imagined that the microfluidic device can be used for in-situ X-ray absorption near edge structure or extended X-ray absorption fine structure experiments.

III Transformation of Imogolite into a Lamellar Phase with Interfacial Properties by Decylphosphonic Acid

The content presented in this chapter has been partially published in Langmuir. [START_REF] Lange | Partial Transformation of Imogolite by Decylphosphonic Acid Yields an Interface Active Composite Material[END_REF] 1 Introduction

Apart from stabilization by surfactants, emulsions can also be stabilized by solid particles (Figure III.1). Such particle-stabilized emulsions were first reported by Ramsden [START_REF] Ramsden | Separation of solids in the surface-layers of solutions and 'suspensions' (observations on surface-membranes, bubbles, emulsions, and mechanical coagulation).-Preliminary account[END_REF] and Pickering [START_REF] Pickering | CXCVI.-Emulsions[END_REF] and are now commonly known as Pickering emulsions. Depending on the phase preference of the particles, water-in-oil or oil-in-water emulsions can form. [START_REF] Binks | Influence of Particle Wettability on the Type and Stability of Surfactant-Free Emulsions †[END_REF] Oil Oil Water Recently, Pickering emulsions stabilized by surface modified imogolite nanotubes have been reported. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Such emulsions might be interesting as model systems to study ion transport through the inner lumen of imogolite and could be used to control reactions inside the droplets by controlling reactant feeding rates. The usefulness of a similar approach was recently demonstrated for halloysite nanotube Pickering emulsions. [START_REF] Klitzing | Halloysites Stabilized Emulsions for Hydroformylation of Long Chain Olefins[END_REF] Imogolite (Al 2 O 3 Si(OH) 4 ) is a natural clay mineral that appears in volcanic ash soils and is synthetically accessible. [START_REF] Yoshinaga | Imogolite in some ando soils[END_REF][START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF][START_REF] Farmer | Synthesis of imogolite: a tubular aluminium silicate polymer: a tubular aluminium silicate polymer[END_REF] The nanotubes have a diameter of 2 to 3 nm and an inner pore diameter of around 1 nm. [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF][START_REF] Wada | Imogolite Synthesis at 25-Degrees-C[END_REF][START_REF] Bonelli | IR spectroscopic and catalytic characterization of the acidity of imogolite-based systems[END_REF][START_REF] Yucelen | Shaping single-walled metal oxide nanotubes from precursors of controlled curvature[END_REF] Its structure features a gibbsite-like ). [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] On the internal surface, silanol groups (Si-OH) are present, while the bridging aluminol groups (Al-O(H)-Al) are present on the external surface. To represent this structure, the unit formula is often written as (OH) 3 Al 2 O 3 Si(OH). The minimum strain energy for the tubular structure has 12 formula units per circumference giving a diameter of 2.3 nm. [START_REF] Konduri | Strain energy minimum and vibrational properties of single-walled aluminosilicate nanotubes[END_REF] However, the diameter of synthesized and natural samples can differ from this value.

The tube diameter can be modulated by choosing different conditions and precursors during synthesis, e.g. the synthesis temperature, [START_REF] Lee | Thermodynamic Control of Diameter-Modulated Aluminosilicate Nanotubes[END_REF] through the presence of different anions, [START_REF] Yucelen | Shaping single-walled metal oxide nanotubes from precursors of controlled curvature[END_REF] substituting Si with Ge [START_REF] Wada | Effects of Substitution of Germanium for Silicon in Imogolite[END_REF] or using a methylated Si precursor. [START_REF] Bottero | Synthesis and characterization of hybrid organic/inorganic nanotubes of the imogolite type and their behaviour towards methane adsorption[END_REF] The latter does not only increase the tube diameter, but also turns the otherwise hydrophilic tube interior hydrophobic. [START_REF] Bonelli | IR spectroscopic and catalytic characterization of the acidity of imogolite-based systems[END_REF][START_REF] Bottero | Synthesis and characterization of hybrid organic/inorganic nanotubes of the imogolite type and their behaviour towards methane adsorption[END_REF] Its versatile nature and typical dimensions make imogolite tubes interesting candidates for nanoconfinement, [START_REF] Liao | Tuning the properties of confined water in standard and hybrid nanotubes: An infrared spectroscopic study[END_REF][START_REF] Belorizky | Almost ideal 1D water diffusion in imogolite nanotubes evidenced by NMR relaxometry[END_REF] desalination and water treatment, [START_REF] Baroña | Interfacial polymerization of polyamide-aluminosilicate SWNT nanocomposite membranes for reverse osmosis[END_REF][START_REF] Liou | Investigating the Potential of Single-Walled Aluminosilicate Nanotubes in Water Desalination[END_REF] as well as polymer reinforcement. [START_REF] Yamamoto | Preparation of Novel Polymer Hybrids from Imogolite Nanofiber[END_REF][START_REF] Yamamoto | Preparation and properties of [poly(methyl methacrylate)/imogolite] hybrid via surface modification using phosphoric acid ester[END_REF][START_REF] Yamamoto | Transparent polymer nanohybrid prepared by in situ synthesis of aluminosilicate nanofibers in poly(vinyl alcohol) solution[END_REF][START_REF] Yamamoto | Preparation of a novel (polymer/inorganic nanofiber) composite through surface modification of natural aluminosilicate nanofiber[END_REF] The hydrophilic tube exterior limits the applicability of imogolite nanotubes in hydrophobic environments. In order to overcome this limitation, diverse approaches were proposed to modify the surface of imogolite. The studies focusing on the modification after the synthesis of imogolite are summarized in Table III.1. They are grouped by the type of reactant used to anchor organic molecules on the surface of imogolite. The three main groups are silanes, phosphates and phosphonates. Table III [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] The unit cell is highlighted by the red line. , [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] adapted from MacKenzie et al. [START_REF] Mackenzie | Structure and thermal transformations of imogolite studied by 29Si and 27Al highresolution solid-state nuclear magnetic resonance[END_REF] The tube interior is filled with water. [START_REF] Liao | Tuning the properties of confined water in standard and hybrid nanotubes: An infrared spectroscopic study[END_REF] modified tube bundles is expected to be low. Studies that work directly with dispersed tubes are more likely to obtain individual surface modified imogolite tubes.

In the following, the main literature results regarding the different reactant groups will be discussed.

Silanes are well-studied reactants for surface modification. [START_REF] Stein | Hybrid Inorganic-Organic Mesoporous Silicates-Nanoscopic Reactors Coming of Age[END_REF][START_REF] Impens | Silylation of micro-, meso-and non-porous oxides: a review[END_REF][START_REF] Plueddemann | Silane Coupling Agents[END_REF] They form Si-O-X bonds with various substrates and can condensate with themselves by forming Si-O-Si bonds. The ratio between heterocondensation (Si-O-X) and homocondensation (Si-O-Si)

determines the result of surface modification, i.e. monolayer quality and formation of multilayers or side products.

Johnson and Pinnavaia studied the modification of imogolite by (3-aminopropyl)triethoxysilane in acidic aqueous conditions. [START_REF] Johnson | Hydrolysis of (.gamma.aminopropyl)triethoxysilane-silylated imogolite and formation of a silylated tubular silicate-layered silicate nanocomposite[END_REF][START_REF] Johnson | Silylation of a tubular aluminosilicate polymer (imogolite) by reaction with hydrolyzed (.gamma.-aminopropyl)triethoxysilane[END_REF] They observed the formation of a protonated siloxane polymer on the external surface of imogolite that was labile to hydrolysis. However, they were not able to determine if it was physically adsorbed or chemically linked to imogolite. Zanzottera et al. were neither able to determine the binding mode, but they found some evidence for an increased reactivity of the tube ends towards (3-aminopropyl)triethoxysilane. [START_REF] Zanzottera | Physico-Chemical Properties of Imogolite Nanotubes Functionalized on Both External and Internal Surfaces[END_REF] Studies using (3-mercaptopropyl)trimethoxysilane [START_REF] Guilment | Hybrid organic-inorganic materials designed to clean wash water in photographic processing: Genesis of a sol-gel industrial product: the Kodak Water Saving Treatment System[END_REF] and (3-chloropropyl)triethoxysilane [START_REF] Guerra | Adsorption of rubidium on raw and MTZ-and MBI-imogolite hybrid surfaces: An evidence of the chelate effect[END_REF][START_REF] Guerra | Adsorption of methylene blue on raw and MTZ/imogolite hybrid surfaces: effect of concentration and calorimetric investigation: effect of concentration and calorimetric investigation[END_REF] do not report any data on the hydrolysis behavior of the deposited siloxane polymer.

Organophosphorous coupling agents are growing in popularity for the modification of surfaces. [START_REF] Mutin | Hybrid materials from organophosphorus coupling molecules[END_REF] Compared to silanes, they are less prone to homocondensation and should only form strong P-O-X bonds.

The first results regarding the adsorption of phosphate on imogolite were presented by Parfitt et al. in 1974. [START_REF] Parfitt | Adsorption of Phosphate on Imogolite[END_REF] In 2005, Yammoto et al. used this concept to modify redispersed imogolite powder with 2-(Methacryloyloxy)ethylphosphoric acid and incorporated the obtained material into a poly(methyl methacrylate) matrix. [START_REF] Yamamoto | Preparation and properties of [poly(methyl methacrylate)/imogolite] hybrid via surface modification using phosphoric acid ester[END_REF] Ma et al. used diammonium phosphates for the modification. [START_REF] Ma | Surface Modification of Individual Imogolite Nanotubes with Alkyl Phosphate from an Aqueous Solution[END_REF][START_REF] Ma | Poly(methyl methacrylate) grafted imogolite nanotubes prepared through surface-initiated ARGET ATRP[END_REF][START_REF] Ma | Preparation and properties of PVC/PMMA-gimogolite nanohybrid via surface-initiated radical polymerization[END_REF] By using X-ray photoelectron spectroscopy, they were able to identify evidence for the formation of covalent links between the Al sites and the anchoring group for diammonium dodecylphosphate, [START_REF] Ma | Surface Modification of Individual Imogolite Nanotubes with Alkyl Phosphate from an Aqueous Solution[END_REF] whereas only electrostatic interactions were observed when using diammonium 8-(2-bromo-2-methylpropanoyloxy)octylphosphate [START_REF] Ma | Preparation and properties of PVC/PMMA-gimogolite nanohybrid via surface-initiated radical polymerization[END_REF] .

Among the different approaches, the phosphonic acid moiety is the most utilized anchoring group. Johnson and Pinnavaia were the first who suggested this compound group, but did not follow up with a publication. [START_REF] Johnson | Hydrolysis of (.gamma.aminopropyl)triethoxysilane-silylated imogolite and formation of a silylated tubular silicate-layered silicate nanocomposite[END_REF] Ten years later, the first results on the chemisorption of octadecylphosphonic acid (ODPA) on imogolite were published by Yamamoto et al. [START_REF] Yamamoto | Preparation of a novel (polymer/inorganic nanofiber) composite through surface modification of natural aluminosilicate nanofiber[END_REF][START_REF] Yamamoto | Surface Modification of Aluminosilicate Nanofiber "Imogolite[END_REF] They concluded that ODPA adsorbs to the surface of imogolite. 

Phosphonate

Octadecylphosphonic acid dried Yamamoto et al. [166,177] Octadecylphosphonic acid, Tetradecylphosphonic acid dried Park et al. [178] Octadecylphosphonic acid dried Bac et al. [179] (2-(5"-hexyl-[2,2':5',2"-terthiophene]-5-yl)ethyl)phosphonic acid, (2-(5"-hexyl-1,1-dioxido-[2,2':5',2"-terthiophene]-5-yl)ethyl)phosphonic acid dried Yah et al. [180,181] Octadecylphosphonic acid dispersed Picot et al. [30] Vinylphosphonic acid, Octadecylphosphonic acid dispersed Li and Brant [182,183] Others Benzaldehyde dried Shikinaka et al. [184] 1-(3,4-Dihydroxyphenyl)-4-hydroxy-1-butanethione dried Miura et al. [185] γ-irradiation dried Lee et al. [186] , Ryu et al. [187] Table III.2: Most popular anchoring groups for the modification of imogolite.

Silanes

Phosphates Phosphonates
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lite with ODPA and tetradecylphosphonic acid (TDPA). [START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF] The product was dispersible in toluene and scanning tunneling microscopy pictures showed regular patterns that were attributed to homogenously grafted imogolite. Bac et al. studied the reaction between ODPA and germanium imogolite tubes. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] They concluded successful grafting, although they observed the formation of a lamellar product in XRD. Picot et al. used ODPA modified imogolite to stabilize oil-in-water Pickering emulsions. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] All studies demonstrate the reactivity of the phosphonic acid moiety with imogolite. However, the evidence for the presence of grafted phosphonic acid on dispersed imogolite tubes is ambiguous. The IR results only reveal the reactivity, but not the nature of the resulting phase. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF][START_REF] Yamamoto | Preparation of a novel (polymer/inorganic nanofiber) composite through surface modification of natural aluminosilicate nanofiber[END_REF][START_REF] Yamamoto | Surface Modification of Aluminosilicate Nanofiber "Imogolite[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF][START_REF] Yah | Molecular Aggregation State and Electrical Properties of Terthiophenes/Imogolite Nanohybrids[END_REF][START_REF] Li | Dispersing surface-modified imogolite nanotubes in polar and non-polar solvents[END_REF][START_REF] Li | Synthesis of polyamide thin-film nanocomposite membranes using surface modified imogolite nanotubes[END_REF] Changes in the organization of the product were revealed by XRD and SAXS, but led to different interpretations. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF][START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] Finally, the investigations by microscopy do not have the required resolution to evidence isolated grafted nanotubes with clarity or lack complementary characterization. [START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF][START_REF] Yah | Molecular Aggregation State and Electrical Properties of Terthiophenes/Imogolite Nanohybrids[END_REF][START_REF] Yah | Molecular Aggregation States of Imogolite/P3HT Nanofiber Hybrid[END_REF] A possible alternative reaction path for imogolite is the formation of bulk aluminum phosphonate. This result is already known for the intercalation of gibbsite and kaolinite with phenylphosphonic acid (PPA), [START_REF] Gardolinski | On the destruction of kaolinite and gibbsite by phenylphosphonic, phenylphosphinic and phenylarsonic acids: evidence for the formation of new Al compounds[END_REF] the modification of aluminum oxide by ODPA [START_REF] Gao | Self-Assembled Monolayers of Alkylphosphonic Acids on Metal Oxides[END_REF] and PPA, [START_REF] Guerrero | Organically modified aluminas by grafting and sol-gel processes involving phosphonate derivatives[END_REF] as well as the modification of germanium imogolite by ODPA. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] Nonetheless, it was shown that choosing favorable conditions prevents the bulk phosphonate formation and enables grafting of alumina by octylphosphonic acid. [START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF] In order to obtain imogolite Pickering emulsions to study the transport through the tubes and to study the influence of transport on a reaction inside the droplets, imogolite tubes are modified with alkylphosphonic acids, the most promising approach from literature. Since the literature lacks a full characterization of the resulting material and all studies are based on the first tentative results, the reaction of imogolite with (decyl)phosphonic acid is revisited, characterized in detail and the observed reactivity is explained by the surface chemistry of imogolite. The chemical and structural modifications of imogolite were studied by a combination of Infra-Red (IR) spectroscopy, Small Angle X-ray Scattering (SAXS), Scanning

Electron Microscopy (SEM), Transmission Electron Microscopy (TEM) and multinuclear

Magic-Angle Spinning Nuclear Magnetic Resonance (MAS NMR).

Furthermore, the product obtained from the reaction of DPA and imogolite is used to form water-in-oil Pickering emulsions and to stabilize macroscopic water droplets on an oil-water interface. The behavior at the oil-water interface is related to the observed structure and compared to literature.

2 Materials and Methods

Synthesis of Imogolite

Chemicals were purchased from Sigma-Aldrich and used as received. The protocol was adapted from Farmer et al. [START_REF] Farmer | Synthesis of imogolite: a tubular aluminium silicate polymer: a tubular aluminium silicate polymer[END_REF] Tetraethoxysilane was fed to a stirred 2 mM solution of AlCl 3 until a Si/Al ratio of 0.55 was reached. Then, a 0.1 M NaOH solution was added under vigorous stirring, until an OH/Al ratio of 2 was reached. The suspension was kept for 5 days at 90 • C in an oven. Afterwards, a 10 kDa membrane (SpectrumLabs) was used to concentrate the imogolite dispersion up to 10 g • L -1 by ultrafiltration. Gibbsite traces were removed by consecutive centrifugation at 10 000 rpm for 1 h. Finally, the dispersion was dialyzed against MilliQ water until a residual conductivity of less than 2 µS • cm -1 was reached. The resulting transparent dispersion was stored in a plastic container.

Reaction of Decylphosphonic Acid and Imogolite

Imogolite nanotubes were modified with decylphosphonic acid (DPA) by adapting the protocols described in literature. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF][START_REF] Yamamoto | Preparation of a novel (polymer/inorganic nanofiber) composite through surface modification of natural aluminosilicate nanofiber[END_REF][START_REF] Yamamoto | Surface Modification of Aluminosilicate Nanofiber "Imogolite[END_REF][START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] The different sample conditions are listed in Table III. to characterize the product. In order to obtain a complete reaction, one sample was kept stirring for 18 days (sample B). Sample A2 is a repetition of sample A1, in order to check the repeatability for a given set of preparation conditions. Samples A3 and A4 have a smaller P:Al ratio compared to sample A1. Sample A5 was prepared in order to observe the influence of the initial acidity. To investigate on the impact of the alkyl chain length, different phosphonic acids were investigated. For sample C octadecylphosphonic acid (ODPA) was used, for sample D butylphosphonic acid (BPA) and for sample E methylphosphonic acid (MPA). The reaction conditions correspond to the described protocol (Table III.3). a pH adjusted to 5

Infrared Spectroscopy

IR Spectra were collected from 4000 cm -1 to 400 cm -1 with a resolution of 4 cm -1 (Vertex 70, Bruker). KBr pellets were prepared by compressing a dispersion of approximately 1 mg of sample in 100 mg of KBr.

Magic Angle Spinning Nuclear Magnetic Resonance Spectroscopy

The data has been collected on a Bruker Avance II 500WB spectrometer operating at a magnetic field of 11.72 T using ZrO 2 rotors with an outer diameter of 4 mm and Bruker HX and HXY CPMAS probes at a spinning frequency of 12 500 Hz.

27

Al (I = 5 2 ) MAS NMR spectra were acquired using a short single-pulse excitation of 1 µs (tip angle ≈ 10°, to ensure quantitativeness of the spectra because of the non-homogeneous excitation of all sites with respect to their quadrupolar interaction strength) and a recycle delay of 1 s. Two-dimensional Multiple Quantum MAS (MQMAS, the triple quantum transition was used) were acquired using the three-pulse Z-filter sequence. [START_REF] Massiot | Two-dimensional magic-angle spinning isotropic reconstruction sequences for quadrupolar nuclei[END_REF] 27 Al MAS NMR spectra were fitted using line shape accounting of the distribution NMR parameter. [START_REF] Angeli | Boron Speciation in Soda-Lime Borosilicate Glasses Containing Zirconium[END_REF] Parameteres are presented in Table III.4.

31

P (I = 1

2 ) MAS NMR spectra were acquired using a presaturation (90°-tau) N=20 period followed by a recovery delay of 32 s to ensure quantitativeness of the spectra.

Additionally, 27 Al{ 31 P} Rotational Echo DOuble Resonance (REDOR) experiments were performed to investigate the Al-P spatial proximities. [START_REF] Fyfe | Solid-state double-resonance NMR experiments involving quadrupolar and spin 1/2 nuclei[END_REF] 29 Si (I = [START_REF] Libert | Oxalate in crop plants[END_REF] 2 ) MAS NMR spectra were collected using a recycle delay of 200 s. The data was processed using an in-house made code. [START_REF] Angeli | Boron Speciation in Soda-Lime Borosilicate Glasses Containing Zirconium[END_REF] 2.5 Small Angle X-Ray Scattering SAXS was acquired under vacuum with a Xeuss 2.0 apparatus (Xenocs), equipped with a Pilatus3 R 1M detector (Dectris). The intensity is plotted against the scattering vector q = 4π • si n(θ) • λ -1 , with λ as the wavelength (1.542 Å) and 2θ the scattering angle. The sample detector distance was calibrated with tetradecanol and the detector count was normalized by direct beam measurements. Samples were sealed in glass capillaries (diameter 1.5 mm, wall thickness 0.1 mm, WJM-Glas GmbH). Standard procedures were applied to subtract background scattering and to normalize the intensities. [START_REF] Lindner | Neutrons, X-rays and light: Scattering methods applied to soft condensed matter[END_REF] The lamellar repeat distances were calculated by the position of their 0k0 progression, using d = 2 π • q -1 . The displayed q range from 1.0 nm -1 to 16.0 nm -1 was attained with a single sample to detector distance.

The scattering curve of dispersed imogolite was fitted by a core-shell cylinder with a wall thickness of 0.6 nm and an overall diameter of 2.8 nm. The electronic density of water (ρ w ater = 0.334 cm -3 ) was used for the solvent and the internal cavity. For the wall the electronic density was ρ w all = 0.669 cm -3 . Additionally, a flat background was added.

Scanning Electron Microscopy

The morphology of imogolite after the reaction with DPA was observed by scanning electron microscopy. The dispersed product was deposited on a plasma cleaned Si surface and left to dry. Observations were conducted on a Hitachi SU-70 microscope operated at 5 kV.

Transmission Electron Microscopy

The morphology of synthesized imogolite was observed with cryogenic transmission electron microscopy. A drop of the solution was deposited on a copper grid covered with a holey carbon film (Quantifoil R2/2) that was previously treated by a plasma glow discharge. Excess of liquid on the grid was blotted out with filter paper and the grid was quickly plunged in liquid ethane to form a thin vitreous ice film. The whole process was performed using a Vitrobot apparatus (FEI Company). Observations were conducted at low temperature (-180 • C) on a JEOL 2010 FEG microscope operated at 200 kV. Images were recorded with a Gatan camera. To observe the morphology of the product dispersed in toluene, the dispersion was deposited on the copper grids and left to dry. The same camera and microscope were used at ambient temperature.

Fluorescence Microscopy

Images were collected on an Olympus IX81 confocal microscope. To stain the phases, fluorescein was added to water and nile red to the toluene dispersion before emulsification.

The excitation wavelength for fluorescein was 488 nm and 543 nm for nile red.

Dispersibility, Emulsification and Interfacial Activity

The modified imogolite was dispersed in toluene (CARLO ERBA, 99.8 %) directly after the washing steps (dispersion -centrifugation), and without prior drying. Emulsions were formed by mixing the dispersed modified imogolite suspension at 0.5 g • L -1 with water in a 1:1 volumetric proportion. Droplets of water were deposited on the interface between water and the above mentioned dispersion. The emulsions were observed on an Olympus IX81 microscope. High purity water (18.2 MΩ • cm) was used to create emulsions and liquid-liquid interfaces. is in agreement with literature data on imogolite SAXS patterns. [START_REF] Du | Insights into the formation mechanism of imogolite from a full-range observation of its sol-gel growth[END_REF][START_REF] Amara | Hybrid, Tunable-Diameter, Metal Oxide Nanotubes for Trapping of Organic Molecules[END_REF][START_REF] Picot | Exploring hybrid imogolite nanotubes formation via Si/Al stoichiometry control[END_REF] Fitting the obtained curve with the scattering pattern of a hollow cylinder gives an outer tube radius of 2.8 nm, which is a typical value for synthetic dispersed imogolite. The reactivity between the suspended particles and DPA is studied for the protocol described in Material and Methods. The products are characterized by IR, SAXS, multinuclear MAS NMR and electron microscopy in order to investigate the evolution with the reaction progress. To identify the occurring transformations, all the prepared samples are systematically compared to pristine imogolite.

Results and Discussion
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Figure III.5: SAXS pattern of dispersed imogolite and its corresponding fit by a core-shell cylinder, yielding an outer diameter of 2.8 nm.

Infrared Spectroscopy

The IR spectrum of imogolite has three main contributions (Figure III.6). First, the hydroxyl stretching (3510 cm -1 ) and bending vibrations (1636 cm -1 ) originating mainly from internal water. [START_REF] Liao | Self-supporting thin films of imogolite and imogolite-like nanotubes for infrared spectroscopy[END_REF] Secondly, the Al-O vibrations at 692, 596, 564, 503 and 426 cm -1 , which are characteristic for the imogolite local structure. [START_REF] Thill | Characterisation of Imogolite by Microscopic and Spectroscopic Methods[END_REF] Lastly, the doublet appearing at 988 cm -1 /941 cm -1 , which is related to the asymmetric stretching mode of the isolated SiO 4 tetrahedra and is typical for the tubular shape of imogolite. [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF][START_REF] Lee | Thermodynamic Control of Diameter-Modulated Aluminosilicate Nanotubes[END_REF][START_REF] Du | Insights into the formation mechanism of imogolite from a full-range observation of its sol-gel growth[END_REF][START_REF] Wilson | Tetrahedral rehydration during imogolite formation[END_REF][START_REF] Creton | Molecular Dynamics Study of Hydrated Imogolite. 1. Vibrational Dynamics of the Nanotube[END_REF] After reaction with DPA, all the characteristic regions of imogolite are retrieved in the IR spectra of samples A1 -A5. Only the SiO 4 doublet shifts to 994 cm -1 -992 cm -1 / 938 cm -1 -935 cm -1 for each of these samples. For sample B, the SiO 4 doublet is not observable, the appearance of the characteristic Al-O region (426 to 692 cm -1 ) changes, and both the intensity and shape of the hydroxyl bands are different.

Due to the alkyl chain, the infrared spectrum of DPA (Figure III.6) features CH 3 stretching at 2957 and 2873 cm -1 , CH 2 stretching at 2921 and 2851 cm -1 , CH 2 bending at 1467 and 1404 cm -1 , and CH 2 rocking at 718 cm -1 . [START_REF] Boczula | Structural and vibrational characteristics of amphiphilic phosphonate salts[END_REF] The broad band centered at 2300 cm -1 can be assigned to hydrogen bonding. [START_REF] Boczula | Structural and vibrational characteristics of amphiphilic phosphonate salts[END_REF] The bands from 1130 to 940 cm -1 and 530 to 460 cm -1 originate mainly from PO vibrations. The region between 1130 and 940 cm -1 contains vibrations from PO single and double bonds but the assignment is not unanimous in literature. [START_REF] Boczula | Structural and vibrational characteristics of amphiphilic phosphonate salts[END_REF][START_REF] Dietze | Infrarotspektren von Phosphonsäuren. I Alkanphosphonsäuren[END_REF] The peak at 1232 cm -1 was assigned to the P --O group. [START_REF] Szillies | Formation and stability of organic acid monolayers on magnesium alloy AZ31: The role of alkyl chain length and head group chemistry[END_REF][START_REF] Yah | Selective modification of halloysite lumen with octadecylphosphonic acid: new inorganic tubular micelle: new inorganic LVII tubular micelle[END_REF] 500 1000 1500 2000 2500 3000 3500 4000

Wavenumber, cm -1 Absorbance, a.u. The appearance of CH 2 and CH 3 vibrations between 2960 cm -1 and 2850 cm -1 and at 1471 cm -1 indicate the presence of alkyl chains in all samples (Figure III.6). Comparing the CH 2 stretching bands of the products to those of DPA reveals no shift for sample B, while a qualitative shift towards higher wavenumbers is observed for samples A1 -A5. This shift of the vibration bands for samples A1 -A5 indicates slightly less ordered chains in contrast to sample B, for which a similar degree of order as in the all-trans DPA is evidenced. [START_REF] Peng | Lamellar Mesostructured Aluminophosphates: Intercalation of n-Alkylamines into Layered Aluminophosphate by Ultrasonic Method[END_REF] Furthermore, a shouldered peak appears at 1080 cm -1 for samples A1 -A5. The shoulder turns into several sharp bands for sample B. This new contribution indicates the formation of P-O-Al bonds in all samples and therefore a successful reaction between imogolite and DPA. Interestingly, the P --O signal of DPA at 1232 cm -1 disappears after reaction. A possible explanation could be a tridentate binding mode in the formed product. [START_REF] Szillies | Formation and stability of organic acid monolayers on magnesium alloy AZ31: The role of alkyl chain length and head group chemistry[END_REF][START_REF] Yah | Selective modification of halloysite lumen with octadecylphosphonic acid: new inorganic tubular micelle: new inorganic LVII tubular micelle[END_REF] In summary, the spectra of samples A1 -A5 show a high content of imogolite and are in good agreement with the findings of Yamamoto et al. for the reaction of ODPA with imogolite, and Bac et al. for the reaction between ODPA and germanium imogolite. [START_REF] Yamamoto | Preparation of a novel (polymer/inorganic nanofiber) composite through surface modification of natural aluminosilicate nanofiber[END_REF][START_REF] Yamamoto | Surface Modification of Aluminosilicate Nanofiber "Imogolite[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] The spectrum of sample B suggests a rather low amount of residual imogolite due to the modification of the typical hydroxyl, Al-O and Si-O bands. It compares well with the spectrum of ODPA-modified imogolite presented by Picot et al. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] The presence of several sharp P-O-Al peaks was also evidenced for aluminum organophosphonates and might indicate the presence of such a phase. [START_REF] Chaplais | Novel aluminium phenyl, benzyl, and bromobenzylphosphonates: structural characterisation and hydration-dehydration reactions: structural characterisation and hydrationdehydration reactions[END_REF] While IR demonstrates that a reaction has occurred between imogolite and DPA, it does not provide sufficient information to assess the integrity of the nanotubes after the reaction.

Magic Angle Spinning Nuclear Magnetic Resonance Spectroscopy

Although MAS NMR is a useful tool for the characterization of imogolite, no NMR study of the reaction between imogolite and phosphonic acids has been reported so far. [START_REF] Zanzottera | Physico-Chemical Properties of Imogolite Nanotubes Functionalized on Both External and Internal Surfaces[END_REF][START_REF] Barron | Detection of imogolite in soils using solid state 29Si NMR[END_REF][START_REF] Yucelen | Formation of single-walled aluminosilicate nanotubes from molecular precursors and curved nanoscale intermediates[END_REF] Since no relevant differences were observed between the samples A1 -A5, the NMR investigation was restricted to the unreacted imogolite, sample A1 (short reaction time)

and sample B (long reaction time). In [START_REF] Stehle | Small-angle X-ray scattering in droplet-based microfluidics[END_REF] Si MAS NMR (Figure III.7), imogolite shows a single narrow peak at -78 ppm assigned to a Q3(6Al) environment. [START_REF] Barron | Detection of imogolite in soils using solid state 29Si NMR[END_REF][START_REF] Kang | Dehydration, dehydroxylation, and rehydroxylation of single-walled aluminosilicate nanotubes[END_REF] It should be noted, that the peak intensities cannot be compared quantitatively due to experimental parameters. Samples A1 and B show a broad contribution at -88ppm. The decreased NMR shift indicates a change in the coordination of silicon, either by a defective coordination or by an increase in polymerization of the silicon species. [START_REF] Yucelen | Formation of single-walled aluminosilicate nanotubes from molecular precursors and curved nanoscale intermediates[END_REF][START_REF] Kang | Dehydration, dehydroxylation, and rehydroxylation of single-walled aluminosilicate nanotubes[END_REF] Both indicate the degradation of imogolite through the reaction with decylphosphonic acid.

Pristine imogolite has a single peak at 8 ppm in [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Al MAS NMR (Figure III.8), which is assigned to octahedrally coordinated aluminum and clearly confirms the imogolite local structure. [START_REF] Barron | Detection of imogolite in soils using solid state 29Si NMR[END_REF][START_REF] Yucelen | Formation of single-walled aluminosilicate nanotubes from molecular precursors and curved nanoscale intermediates[END_REF] Three peaks are visible in the [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Al MAS NMR spectra for samples A1 and B. The spectra were fitted using lineshape accounting of the distribution NMR parameter (Table III.4). [START_REF] Angeli | Boron Speciation in Soda-Lime Borosilicate Glasses Containing Zirconium[END_REF] The peak centers and the corresponding relative areas were obtained by deconvolution of the Uncertainties are u(δ iso ) = 1 ppm and u(C Q )= 0.2 MHz.
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for the slowly increasing signal at 8 ppm, indicating that this site is able to interact with phosphorous, but does not directly coordinate to it. For sample B, the Al atoms resonating at -13 ppm are close to P atoms, while the 8 ppm peak is not coordinated by P. Low peak intensities made it impossible to collect the data for the signal at 46 ppm and turned the data for the 8 ppm peak noisy.

In [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Al MQMAS NMR (Figure III.9), imogolite shows a NMR shift distribution mainly due to quadrupolar interactions. The MQMAS experiments for samples A1 and B confirm the presence of three sites. For sample A1, the signal at 8 ppm has a similar NMR shift distribution as unmodified imogolite, while the two new peaks at -5 ppm and 47 ppm display mainly a distribution in the isotropic shift (see dashed lines in Figure III.9). This distribution indicates a lower degree of crystallinity in the new environments. For sample B, the signal at -13 ppm has a more pronounced quadrupolar distribution compared to the signal at -5 ppm in sample A1 and is therefore more crystalline.

All samples show a signal at 8 ppm, hinting on the presence of unreacted imogolite tubes.

Due to the vicinity of P and Al, the peaks at -5 ppm and -13 ppm can be assigned to AlO 6 octahedra with P in their second coordination shell, while the peaks at 47 ppm and 46 ppm are attributed to Q4(4P) AlO 4 tetrahedra. [START_REF] Müller | Solid-state aluminium-27 nuclear magnetic resonance chemical shift and quadrupole coupling data for condensed AlO 4 tetrahedra[END_REF] Similarly shifted signals were reported for AlO 4 [START_REF] Chaplais | Novel aluminium phenyl, benzyl, and bromobenzylphosphonates: structural characterisation and hydration-dehydration reactions: structural characterisation and hydrationdehydration reactions[END_REF][START_REF] Cabeza | Aluminum Phenylphosphonates: A Fertile Family of Compounds: A Fertile Family of Compounds[END_REF] and AlO 6 [START_REF] Haky | Synthesis and structural studies of layered aluminum phenylphosphonate[END_REF] coordination in aluminum phenylphosphonates.

From this result and the previous characterization, it can be concluded that sample B mainly consists of rather crystalline aluminum decylphosphonate. This is supported by the sharp peaks in the 31 P spectrum, which were identified as a sign for crystalline aluminum alkylphosphonate. [START_REF] Gao | Self-Assembled Monolayers of Alkylphosphonic Acids on Metal Oxides[END_REF][START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF][START_REF] Lassiaz | Modification of silica by an organic monolayer in aqueous medium using octylphosphonic acid and aluminium species[END_REF] Sample A1 still has a high content of imogolite and the new octahedral Al environment is less well defined. Furthermore, the 31 P spectrum shows a broad peak, which was identified by Lassiaz et al. as an indicator for a successful grafting reaction on aluminum oxide. [START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF][START_REF] Lassiaz | Modification of silica by an organic monolayer in aqueous medium using octylphosphonic acid and aluminium species[END_REF] However, in the present case, the unresolved 31 P peak could also reflect the distributed chemical environments in a not exclusively crystalline phosphonate.

Small Angle X-Ray Scattering

The x-ray scattering pattern of imogolite shows a broad peak at 2.76 nm -1 , which is typical for disordered aggregated bundles in the dry powder (Figure III.10). Significant modifications occur after reaction with DPA. For samples A1 -A5, three peaks at 2.26, 4.51 and 6.71 nm -1 superimpose the scattering curve of imogolite. Additional peaks are present at higher q values but not clearly visible due to noise. The exact position of these q * 2 q * 3 q * 4 q * 5 q * 6 q * 7 q * q 2 q 3 q 10 0 10 1 q, nm -1

Intensity, a.u. reflections vary slightly with the reaction conditions. Sample B shows peaks at 2.

.65 and 14.80 nm -1 , while the contribution of imogolite is hardly noticeable. Excluding the peaks at 9.31 nm -1 and 13.65 nm -1 , all the peaks in sample B are consistent with the 0k0 progression of a lamellar phase. For samples A1 and A4, this is not so evident on the first glance, since the first peak of imogolite bundles seems to shift towards smaller q values. However, the resulting increase in d spacing is not consistent with a DPA grafted tube, since the difference to the radius of an imogolite tube is only 0.6 nm. For sample B, the lamellar peaks are shifted to smaller angles and the reflections are better defined. This effect is consistent with larger lamellar domains and a higher order of organization of the alkyl chain, as observed in IR. The inter-lamellar spacing is 2.8 nm for samples A1 -A5 and 2.9 nm for sample B. It is close to the values reported for lamellar phases obtained with other decylphosphonate metal oxide phases such as aluminium decylphosphate (3 nm), calcium decylphosphate (3.1 nm) and calcium hydroxyapatite modified by decylphosphate (3 nm). [START_REF] Tanaka | Modification of Calcium Hydroxyapatite Using Alkyl Phosphates[END_REF][START_REF] Tanaka | Formation and structure of calcium alkyl phosphates[END_REF][START_REF] Tanaka | Modification of amorphous aluminum phosphate with alkyl phosphates[END_REF] Bac et al. already observed the formation of a lamellar phase following the reaction between germanium imogolite and ODPA. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] The reported peak in XRD at 1.65 nm most probably represents the 030 peak of aluminum octadecylphosphonate with a corresponding lamellar repeat distance of 5.0 nm. Picot et al. observed peaks at approximately q = 1.3, 2.6 and
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Intensity, a.u. , [START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF] Picot et al., [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Gao et al., [START_REF] Gao | Self-Assembled Monolayers of Alkylphosphonic Acids on Metal Oxides[END_REF] Park et al., [START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF] Bac et al. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] and the presented data.

3.9 nm -1 in SAXS and interpreted them as the k0 progression of a 2D hexagonal phase. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Calculating the distance for a lamellar 0k0 progression from their values yields 4.8 nm, which is consistent with aluminum octadecylphosphonate. Direct comparison with the XRD data of the reaction between ODPA and imogolite reported by Park et al. is difficult, since the used wavelength is not mentioned and the data is noisy. [START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF] Nonetheless, the authors present scanning tunneling microscopy pictures where they observe a pattern with a repeat distance of 5.1 nm for ODPA and 4.7 nm for TDPA after reaction with imogolite. These distances correlate to the chain length of the used phosphonic acid, but the presence of imogolite tubes in the structure is not unambiguously proven. The d spacings of all these compounds appear to increase linearly with the carbon number of the alkylphosphonic acid (Figure III.11).

This indicates that the length of the alkyl chain is the main factor influencing the thickness, regardless of the nature of the inorganic part. Even for short chained phosphonates, the trend holds true. The only deviation is observed with the microscopy data reported by Park et al. for TDPA. The variation in d spacing for the reported octadecylphosphonates could be associated to different crystal structures, as reported for phenylphosphonates. For aluminum phenylphosphonate, the structure indeed depends on the synthesis condition. [START_REF] Cabeza | Aluminum Phenylphosphonates: A Fertile Family of Compounds: A Fertile Family of Compounds[END_REF] From SAXS, it can be concluded that the reaction of imogolite with alkylphosphonic acid yields a lamellar phase for all experimental conditions (Table III.3) and that no evidence of grafted imogolite is observed. No structures hinting on grafted imogolite were observed, i.e. imogolite surrounded by a corona of DPA.

Scanning Electron Microscopy and Transmission Electron Microscopy

Degradation versus Surface Modification

The obtained results challenge the commonly used scheme of grafted imogolite, where the phosphonic acid reacts with OH groups on the external wall of imogolite and forms covalent bonds by condensation. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF][START_REF] Yah | Molecular Aggregation State and Electrical Properties of Terthiophenes/Imogolite Nanohybrids[END_REF][START_REF] Li | Dispersing surface-modified imogolite nanotubes in polar and non-polar solvents[END_REF][START_REF] Li | Synthesis of polyamide thin-film nanocomposite membranes using surface modified imogolite nanotubes[END_REF] IR, [START_REF] Narayanan | Recent applications of synchrotron radiation and neutrons in the study of soft matter[END_REF] Overall, the results do not support a grafting reaction of DPA on imogolite, but give evidence for the formation of a composite material.

The basis for this reactivity is the surface chemistry of imogolite, which is similar to gibbsite.

Bridging Al 2 (OH) groups that correspond to the crystal face of gibbsite cover the tube wall, while the terminal points have Al-OH and Al-OH + 2 groups, similar to the crystal edges of gibbsite (Figure III.13). The difference between those two sites is their affinity to participate in adsorption. The single coordinated hydroxyls are active, while the bridging hydroxyls are inert for adsorption processes at low adsorbate concentrations. [START_REF] Parfitt | ADSORPTION ON HYDROUS OXIDES: II. OXALATE, BENZOATE AND PHOSPHATE ON GIBBSITE[END_REF][START_REF] Mcbride | Chemisorption of Catechol on Gibbsite, Boehmite, and Noncrystalline Alumina Surfaces[END_REF] For phosphate, gibbsite starts to form aluminum phosphate phases at acidic pH that deposit on the faces of gibbsite. [START_REF] Van Emmerik | 31P solid-state nuclear magnetic resonance study of the sorption of phosphate onto gibbsite and kaolinite[END_REF] It was suggested that the complexation of the gibbsite edge is an intermediate in this process. [START_REF] Van Emmerik | 31P solid-state nuclear magnetic resonance study of the sorption of phosphate onto gibbsite and kaolinite[END_REF][START_REF] Luengo | Quantum chemical study on surface complex structures of phosphate on gibbsite[END_REF][START_REF] Laiti | Balance between surface complexation and surface phase transformation at the alumina/water interface[END_REF] Based on the structural similarity of metal phosphates and phosphonates, [START_REF] Cao | Layered metal phosphates and phosphonates: from crystals to monolayers[END_REF] a similar reactivity is presumed for the sorption process of phosphonic acid on imogolite as for phosphate on gibbsite. At the studied conditions DPA does not adsorb or react with the bridging Al 2 (OH) groups of imogolite. It mainly complexes Al-OH and Al-OH + 2 groups and degrades imogolite tubes by forming lamellar aluminum decylphosphonate. Since those groups are mainly present at the terminal points of the tubes, the degradation is slow and it explains the high amount of residual tubes evidenced for samples A1 -A5.

Another aspect that potentially governs the observed reactivity in the sample is the presence of allophane and proto-imogolite. They share the same local structure as imogolite, but the ratio between Al-OH and Al 2 (OH) is different. [START_REF] Du | Insights into the formation mechanism of imogolite from a full-range observation of its sol-gel growth[END_REF] Due to their higher relative amount of Al-OH, they should be more reactive. To observe pure imogolite reactivity proto-imogolite and allophane need to be removed. A process to purify imogolite samples is presented in the next chapter. Although proto-imogolite and allophane are present in the studied sample, the respective mass was relatively low and should not influence the final result. In the majority of the published studies the dispersibility of modified imogolite was taken as a proof for the successful surface modification of imogolite by phosphonic acid. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF][START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF][START_REF] Li | Dispersing surface-modified imogolite nanotubes in polar and non-polar solvents[END_REF] Although our results give no hint for surface modified imogolite tubes, the DPA modified imogolite is dispersible in toluene. It gives an almost clear liquid, which is slightly scattering light. Mixing this dispersion with water stabilizes a water-in-oil emulsion (Figure III.14).

Dispersibility, Emulsification and Interfacial Activity

In contrast, bare imogolite gives an oil-in-water emulsion, as was already observed for hexane. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] With the composite material, the droplets do not coalesce and can undergo deformations. This is also observed at the macroscopic scale, where an interface between the dispersed composite material and water is able to stabilize large aqueous droplets against coalescence (Figure III.15). This very specific behavior is related to the DPA modified imogolite and cannot be obtained with the interface between toluene and a bare imogolite dispersion. The ability to stabilize develops with contact time between the two phases and is generally not instantaneously present, i.e. the droplet was only stabilized after 30 min of preceding contact time. The droplets are stable up to one year (experimental time), but collapse if the toluene evaporates. Illumination of the sample unveils the otherwise almost invisible surface precipitate (Figure III.15), that forms after the contact between the dispersion and water, but does not exist in the toluene dispersion itself. The stabilized droplets can also be moved on the interface (see Supporting Information of Lange et al. [START_REF] Lange | Partial Transformation of Imogolite by Decylphosphonic Acid Yields an Interface Active Composite Material[END_REF] ). Thus, characteristics of "liquid marbles" for an oil/water system were retrieved.

Liquid marbles are defined for air/liquid systems as stabilized liquid droplets covered with hydrophobic particles. Thanks to the nanoparticles, the droplets are able to maintain their shapes even after deformation by external forces. [START_REF] Abe | Reversible Shape Transformation of Ultrathin Polydopamine-Stabilized Droplet[END_REF][START_REF] Aussillous | Liquid marbles[END_REF][START_REF] Liu | One-Step Synthesis of Multifunctional Zinc-Iron-Oxide Hybrid Carbon Nanowires by Chemical Fusion for Supercapacitors and Interfacial Water Marbles[END_REF] The droplet stabilization capabilities of this material were used to probe ion transport properties across a droplet-oil-water interface (Appendix F). The investigations were however stopped after it was evident that the tubes are destroyed during the reaction with DPA.

Up to now, the dispersibility of alkylphosphonic acid modified imogolite in organic solvents was explained by a successful grafting reaction, and the resulting grafted imogolite was sketched as a tube with a brush-like corona of grafting agent. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF][START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF][START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF][START_REF] Yah | Molecular Aggregation State and Electrical Properties of Terthiophenes/Imogolite Nanohybrids[END_REF][START_REF] Yah | Molecular Aggregation States of Imogolite/P3HT Nanofiber Hybrid[END_REF] The difference in hydrophilicity between the internal and the external surfaces of such a grafted tube was used to explain the formation of Pickering emulsions by ODPA modified imogolite. [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] However, the structure of dried modified imogolite (Figure III.12) suggests that the mode of stabilization has to be different.

Presuming similar structures of dispersed and dried state (Figure III.12), the imogolitelamellar phase network would exhibit zones where either hydrophobic (lamellar phase) or hydrophilic areas (residual imogolite) dominate. While the hydrophobic areas promote the dispersion in toluene, the hydrophilic areas and the nanostructuration of the composite material could be responsible for its surface activity at the toluene/water interface. Further investigations are necessary to elucidate the real stabilization mechanism for this system.

Conclusion and Perspective

The full characterization of the reaction product from imogolite and DPA gave evidence that imogolite is consumed during the reaction and is not surface modified by DPA. A lamellar aluminum decylphosphonate is created and forms a composite material with unmodified imogolite tubes. The observed reactivity can be explained by an inert Al 2 (OH) surface and reactive Al-OH groups at the tube ends of imogolite. The produced material showed interfacial activity, a property that was previously ascribed to surface modified imogolite tubes. Since the material is rather complex and the stabilization mechanism is not well understood, it is not used to study transport and reactivity. Nonetheless, the idea of These studies should also use the actual surface chemistry of imogolite to communicate the imagined reactivity in the presented sketches.

IV Advances for the Surface Modification of Imogolite 1 Introduction

The surface modification of imogolite by post-synthesis methods is a field that is believed to be mastered by the use of silane, phosphate and phosphonate chemistry. [START_REF] Bonelli | Surface Chemical Modifications of Imogolite[END_REF][START_REF] Paineau | Imogolite Nanotubes: A Flexible Nanoplatform with Multipurpose Applications[END_REF] However, an isolated surface modified imogolite tube has never been directly evidenced. Furthermore, the results of the previous chapter strongly question the interpretations regarding the reported compatibility of phosphonate chemistry and imogolite in literature. The phosphonic acid moiety was shown to destroy the imogolite structure and to form a composite material from aluminum phosphonate and residual imogolite tubes. [START_REF] Lange | Partial Transformation of Imogolite by Decylphosphonic Acid Yields an Interface Active Composite Material[END_REF] Another crux is the widespread use of some form of aggregated imogolite in the modification protocol (Table III.1), which prevents individual modification of imogolite tubes. The previous chapter also presented some thoughts on the reactivity of imogolite in respect to its surface chemistry. Under the presumption of validity, it implicates that a similar reactivity should be observed for proto-imogolite and allophane. For both, the ratio between single coordinated Al-OH over bridging Al 2 (OH) is higher compared to imogolite. Thus, their reactivity should be higher and their presence can influence the observations that are made by X-ray scattering and spectroscopic methods. Therefore, there are three tasks that need to be taken care of to advance in the field of imogolite surface modification.

First, other solvents that can be used to perfectly disperse imogolite without aggregation have to be identified. Such solvents will increase the potential chemistry that is applicable to dispersed imogolite, since as for now it is constricted to water. Thus, a small survey on common polar aprotic solvents will be presented.

Second, imogolite has to be separated from proto-imogolite and allophane without tube aggregation. Conventional methods aggregate the tubes by flocculating them with salt or pH change and by consecutive centrifugation. To achieve better separation, dialysis will be studied, which is frequently used for the isolation and purification of proteins.

Third, the exploration of viable approaches to yield isolated modified tubes by surface modification on the presumably weakly reactive imogolite surface without perturbing the structure have to be explored. An approach that was shown to adhere to different surfaces is polydopamine coating. [START_REF] Lee | Mussel-inspired surface chemistry for multifunctional coatings[END_REF][START_REF] Ryu | Polydopamine Surface Chemistry: A Decade of Discovery[END_REF] It is inspired from mussels, that excrete a protein to adhere to wet surfaces. [START_REF] Waite | Polyphenolic Substance of Mytilus edulis: Novel Adhesive Containing L-Dopa and Hydroxyproline[END_REF] Dopamine was found to have the necessary functional groups to mimic the mussel protein and was shown to coat even PTFE. [START_REF] Lee | Mussel-inspired surface chemistry for multifunctional coatings[END_REF] In general, the substrate is introduced into a solution of dopamine (Figure IV.1) at basic pH. Dissolved oxygen initiates the oxidation and a polymeric layer forms on the substrate. However, neither the polymer structure, nor the binding modes are fully understood. [START_REF] Lee | Mussel-inspired surface chemistry for multifunctional coatings[END_REF][START_REF] Ryu | Polydopamine Surface Chemistry: A Decade of Discovery[END_REF][START_REF] Liebscher | Structure of polydopamine: a never-ending story?[END_REF] Apart from flat surfaces and macroscopic objects it was also used for the coating of magnetite [START_REF] Lin | Multifunctional Fe3O4@Polydopamine Core-Shell Nanocomposites for Intracellular mRNA Detection and Imaging-Guided Photothermal Therapy[END_REF][START_REF] Martín | Preparation of core-shell Fe3O4@poly(dopamine) magnetic nanoparticles for biosensor construction[END_REF] and gold [START_REF] Khlebtsov | Polydopaminecoated Au nanorods for targeted fluorescent cell imaging and photothermal therapy[END_REF][START_REF] Ye | Ultrathin polydopamine film coated gold nanoparticles: a sensitive, uniform, and stable SHINERS substrate for detection of benzotriazole[END_REF][START_REF] Lee | A remote-controlled generation of gold@polydopamine (core@shell) nanoparticles via physical-chemical stimuli of polydopamine/gold composites[END_REF] nanoparticles. To obtain a hydrophobic surface the use of a dopamine derivative is necessary, since the formed polydopamine shell is hydrophilic. Another strategy could be to utilize the reactivity of free functional groups on the surface of polydopamine, e.g. for imogolite there is also another challenge. The reaction is typically performed at basic pH at which imogolite would aggregate and form tube bundles. At acidic pH, at which imogolite stays dispersed, dopamine does not polymerize under conventional conditions. Alternatively, there are several approaches that use an additional oxidant [START_REF] Ryu | Polydopamine Surface Chemistry: A Decade of Discovery[END_REF] or UV light to polymerize dopamine. [START_REF] Du | UV-triggered dopamine polymerization: control of polymerization, surface coating, and photopatterning[END_REF] The polymerization of dopamine by UV light can also be performed at acidic pH and is based on the generation of reactive oxygen species from oxygen and water. To avoid the use of additional oxidants the UV polymerization of dopamine will be studied regarding the surface coating of suspended imogolite tubes.

Materials and Methods

Synthesis of Imogolite

Imogolite synthesis was performed as described in the previous chapter.

Dispersion Tests

Acetone, acetonitrile, ethylacetate, dimethylformamide, dimethylsulfoxide, propylene carbonate and tetrahydrofurane were purchased from Sigma-Aldrich and used as recieved.

Dialysis

Dialysis membranes with a molecular weight cut-off (MWCO) of 8 and 100 kDa were purchased from Spectrumlabs. The membranes were soaked in deionized water for at least 30 min and rinsed before use. After filling them with the imogolite dispersion, they were closed with clips and immersed into deionized water. The water was changed after 24 h for five days. 

Polymerization of Dopamine

Atomic Force Microscopy

Atomic force microscopy (AFM) measurements were carried out using a Bruker Nano Dimension 3000 AFM equipped with a Nanoscope V controller in tapping mode using NanoWorld ARROW-NCR silicon cantilevers. Samples were deposited on freshly cleaved mica substrate by consecutively dipping the mica sheet into the sample solution and three times in fresh deionized water. The specimens were left to dry before analysis. Images were treated with Gwyddion. [START_REF] Nečas | Gwyddion: an open-source software for SPM data analysis[END_REF] Transmission Electron Microscopy

Transmission electron Microscopy (TEM) was performed on a Philips CM12 electron microscope operated at 80 kV. A drop of the solution was deposited on a carbon film covered copper grid (Agar Scientific). The excess liquid was blotted off with filter paper after a few seconds.

Cryo-TEM observations were conducted at low temperature (-180 • C) on a JEOL 2010 FEG microscope operated at 200 kV. Images were recorded with a Gatan camera. A drop of the solution was deposited on a copper grid covered with a holey carbon film (Quantifoil R2/2) that was previously treated by a plasma glow discharge. Excess of liquid on the grid was blotted out with filter paper and the grid was quickly plunged in liquid ethane to form a thin vitreous ice film. The whole process was performed using a Vitrobot apparatus (FEI Company).

3 Results and Discussion

Dispersion Tests

To access chemistry that is not limited to water as solvent, several polar aprotic solvents were tested by mixing an aqueous 5 g • L -1 imogolite dispersion in a 1:1 ratio. Acetone, acetonitrile, ethylacetate and tetrahydrofurane yielded a precipitate of imogolite tube bundles.

Propylene carbonate yielded, as expected, two phases for a 1:1 (v/v) ratio. [START_REF] Williamson | Mutual solubilities of propylene carbonate and water[END_REF] By increasing the propylene carbonate to water ratio, the volume of the water-rich phase decreased by dissolution until a single phase was achieved for a solvent ratio of 10:1. Imogolite instantaneously precipitated on the wall of the glass sample vial as soon as no water phase was present anymore. weight. [START_REF] Williamson | Mutual solubilities of propylene carbonate and water[END_REF] Figure These peaks are at 0.37, 0.64, 0.74 and 0.98 nm -1 . The relative ratio of these positions is 1 : √ 3 : 2 : √ 7, which indicates the presence of a hexagonal packed structure, typical for a columnar phase. In the columnar phase, the particles are oriented in one direction and have a long range positional order in the plane perpendicular to the orientation axis. Due to the high X-ray absorption of DMSO (µ = 45.6 cm -1 for λ = 1.542 Å) no scattering signal could be collected from the DMSO dispersions. It has to be noted that rotary evaporation is not able to completely remove all the water, especially since the tubes are filled by water, which may, or may not leave the tube. The water content has not been quantified.

DMSO and DMF will open new possibilities to use imogolite and give access to a richer chemistry. In particular, the solvents could be used for silanization procedures with dispersed imogolite tubes in an non-aqueous environment without tube aggregation. [START_REF] Guilment | Hybrid organic-inorganic materials designed to clean wash water in photographic processing: Genesis of a sol-gel industrial product: the Kodak Water Saving Treatment System[END_REF][START_REF] Qi | Surface-modified imogolite by 3-APS-OsO4 complex: Synthesis, characterization and its application in the dihydroxylation of olefins: Synthesis, characterization and its application in the dihydroxylation of olefins[END_REF][START_REF] Guerra | Adsorption of rubidium on raw and MTZ-and MBI-imogolite hybrid surfaces: An evidence of the chelate effect[END_REF][START_REF] Guerra | Adsorption of methylene blue on raw and MTZ/imogolite hybrid surfaces: effect of concentration and calorimetric investigation: effect of concentration and calorimetric investigation[END_REF][START_REF] Zanzottera | Physico-Chemical Properties of Imogolite Nanotubes Functionalized on Both External and Internal Surfaces[END_REF] 

Dialysis

To reduce the content of proto-imogolite and allophane in imogolite dispersions, those side products have to be removed after imogolite synthesis. Dialysis is a well established technique to separate different size fractions of large molecules, e.g. proteins or polymers, and has already been employed for imogolite to remove salt contamination. [START_REF] Picot | Exploring hybrid imogolite nanotubes formation via Si/Al stoichiometry control[END_REF] The chosen MCWO was however not enough to remove Allophane and proto-imogolite. Allophane has a structural molecular weight of approximately 55 kDa. [START_REF] Creton | Structural Model and Computer Modeling Study of Allophane[END_REF] Thus, a membrane with a MWCO of 100 kDa is tested. To obtain an idea of the tube size fraction that will be lost through dialysis, the molecular mass of a imogolite tube can be approximated by the number of formula units along one circumference and the repeat distance of this circumference (0.42 nm [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] ). Synthetic imogolite has approximately 14 formula units per circumference, show that the scattering for the dialyzed samples is overall lower and that the first minimum is more pronounced. Due to the loss of scattering objects and the dilution by osmotic pressure during dialysis, the scattering intensity is reduced. Furthermore, the background scattering caused by small objects is decreased, which makes the scattering of the remaining tubes better observable in the dialyzed samples.

In cryo-TEM (Figure IV.8) the loss of proto-imogolite can be observed as the absence of small undefined objects that are present in the 8 kDa sample. Apart from imogolite (long objects), allophane (small round objects) is still present in the 100 kDa sample. Similar observations are made by AFM (Figure IV.9). The sample that was dialysed with a 8 kDa membrane shows many small objects that are not present in the sample that was dialysed with a 100 kDa membrane.

Allophane and proto-imogolie are typical for the synthesis of Si-imogolite. Although these side products are not dominant in mass, they dominate in number. Due to their high ratio of single coordinated Al-OH groups, their presence might influence the observed reactivity of the whole sample. Thus they have to be removed to understand the reactivity of imogolite alone. Dialysis with a 100 kDa MWCO is a suitable method to remove proto-imogolite but not allophane. If it is possible to remove allophane by higher MWCO membranes remains to be seen. Nonetheless, removing proto-imogolite by dialysis will be a useful tool for future investigations. To study the evolution of the reaction a dopamine solution (2 g • L -1 dopamine in 0.1 M acetate buffer) was irradiated for a total of 2 h and a UV-Vis absorbance spectrum was collected every 10 min. The same procedure was repeated for a mixture that additionally Additionally, there are macroscopic differences between the samples. While the sample without imogolite forms a brown deposit on glass sample vials, the sample with imogolite does not (Figure IV.10). This might be linked to the high available surface area of imogolite.

With an approximate area per formula unit of 0.3 nm 2 and ≈ 20 % water in the imogolite dry weight, the surface area is approximately 730 m

2 • L -1 for a 1 g • L -1 imogolite dispersion.
Furthermore, the sample with imogolite shows a gel like behavior if left to rest (Figure IV.10), but turns liquid again when the sample is agitated. Similar behavior is known from mixtures of imogolite and dicarboxylic acids. [START_REF] Shikinaka | Direct Evidence for Structural Transition Promoting Shear Thinning in Cylindrical Colloid Assemblies[END_REF] The buffered imogolite stock solution does not show this behavior. Overall, the results strongly suggest that the imogolite sample and the formed polydopamine interact. It is however not clear if polydopamine covers the tube surface. under stirring. Afterwards, the imogolite dispersion was divided and one part was dialyzed.

A pristine imogolite dispersion and all three irradiated samples were freeze dried before TGA.

Dopamine was analyzed as received. and the irreversible transformation of imogolite. [START_REF] Kang | Dehydration, dehydroxylation, and rehydroxylation of single-walled aluminosilicate nanotubes[END_REF] The dialysed polydopamine-imogolite sample has a similar curve shape as pure imogolite but a lower residual weight (61.8 %),

indicating the presence of organic compounds in the sample. The approximate content of polydopamine in the polydopamine-imogolite sample after dialysis can be calculated from the residual weight of imogolite (69.8 %) as 11.5 %. For the polydopamine-imogolite sample before dialysis (17.8 % residual weight) the same calculation yields a polydopamine content of 75 %. However, the theoretical polydopamine content should be 66 %, indicating inhomogeneities in the sample. Also, the curve shape of the polydopamine-imogolite sample before dialysis is different from the dopamine and polydopamine curves. It is especially evident when a theoretical curve of 75 % polydopamine and 25 % imogolite is calculated.

The difference in curve shape indicates a different degradation behavior of polydopamine after polymerization with imogolite present. From the different residual weight of the samples before and after dialysis it can be concluded that the majority of polydopamine was small enough to pass the membrane and was not permanently bound to a surface. However, no direct conclusions can be drawn regarding a surface modification of imogolite. polymerization of dopamine with UV light and the dried material changes its degradation behavior. Furthermore, the tubes are still dispersed and do not degrade during the reaction.

However, most of the organic part is removed from the sample by dialysis and the presence of allophane and proto-imogolite complicate the analysis by AFM and TEM.

SAXS does not allow a final conclusion, too. To continue the investigations into this surface modification approach a pure imogolite sample should be prepared that has no traces of allophane and proto-imogolite. Another approach that should be studied in parallel is the use of oxidants to initiate the polymerization.

Conclusion

In this chapter three major steps towards the surface modification of individual imogolite tubes were made. Solvents like DMF and DMSO might extend the way that imogolite can be worked with and might also open the road for non-aqueous based surface modification reactions. Dialysis is a facile way to remove proto-imogolite and might also be able to even remove allophane. Purifying imogolite in this way, opens the path to study imogolite without the presence of potentially more reactive side products. It is not clear if polydopamine coats imogolite. The results however are encouraging, since evidence for an interaction between imogolite and polydopamine has been found, imogolite stays dispersed and does not degrade during the procedure. Hence, the approach should be further studied.

V General Conclusion and Pespective

In this thesis, two different approaches have been pursued to study precipitation processes by confining them into droplets.

The first approach consisted of the development of a droplet microfluidic device that is compatible with organic solvents, e.g. mineral oil, alkanes and fluorinated oils, and usable

for SAXS experiments at the same time. Although time consuming and challenging to achieve, a protocol has been developed to prepare such microfluidic devices from OSTE+.

The properties of this material make it interesting to build sample environments for X-ray experiments, especially since it is resistant to beam damage when prepared appropriately.

From the experimental session at the synchrotron SOLEIL, first results were collected. The strategy for data acquisition and treatment proved to be viable and it was possible to isolate the droplet and oil scattering signal in a single procedure. Applying the method to study the precipitation of cerium oxalate provided first insights. Inside the droplets, a scattering signal from 3-dimensional organized objects was observable, while a swelling of reverse micelles was observed in the oil phase. The size of the swollen micelles suggested that their growth is not only related to the extraction of water and reactants from the droplets, but might be linked to a reaction inside the micelle core. Experiments with a binary solution of water and 1,2-propanediol as solvent, provided evidence that it is possible to observe cerium oxalate crystals inside the droplets. To solve some problems with the experimental setup a new device holder was designed, which simplifies the use of the microfluidic device in the future. In these future experiments, a microfocused beam should be employed to improve the data quality. These experiments will give access to the first instants of precipitation and crystallization processes. The properties of the device and the acquisition method will also allow to study more complicated systems than pure mixing inside droplets. Especially, processes that involve coupling between the carrier and droplet phase can be studied, e.g. phase transfer of a compound and consecutive reactivity.

The second approach aimed to utilize the interfacial stabilization of water-in-oil droplets by imogolite nanotubes to study their reactant transport properties through their inner lumen and to use this transport to control reactant-feeding rates into the droplets. In order to be able to stabilize droplets, a modification of the imogolite surface is however necessary. By conducting the first thorough characterization of the reaction of imogolite and alkylphosphonic acids, a surprising result was obtained. Although the protocol was claimed to be working well in literature, no evidence was found for grafted alkylphosphonic acid on the imogolite surface. Instead, the reaction produces interconnected domains of lamellar aluminum alkylphosphonates and residual imogolite tube bundles. This mixture has the same stabilization properties that were previously ascribed to modified imogolite and can be used to stabilize macroscopic aqueous droplets on an oil-water interface. The stabilization mechanism might be related to the hierarchical structure of the material, but needs further investigation. The observed reactivity with alkylphosphonic acids was explained by the surface chemistry of imogolite and questions the knowledge about its surface modification in general. To advance this field, novel approaches to obtain individually dispersed surface modified imogolite nanotubes have been explored. By screening different compounds, DMF and DMSO have been identified to be suitable solvents to stabilize imogolite dispersions and to be able to form liquid crystalline phases of imogolite. The use of these solvents gives access to a richer chemistry in combination with imogolite. In order to better understand the chemistry of imogolite, dialysis with high MWCO membranes was shown to remove the always present and potentially more reactive proto-imogolite from the imogolite dispersion. Using membranes with an even higher MWCO might remove allophane as well. Additionally, the surface modification of imogolite by polydopamine has been explored. Although not entirely conclusive, the UV-Vis and TGA results suggest that imogolite and polydopamine interact. Consequently, this approach should be further pursued.

After all, there is still no direct experimental evidence for individually dispersed imogolite nanotubes with a hydrophobic exterior. Successful surface modification would also be a first step towards the experimental characterization of the imogolite transport properties.

While the imogolite Pickering emulsion approach needs more research effort, the droplet microfluidic in-situ SAXS approach has been proved a viable option that will be able to give concrete results in the near future. The future identification of the precipitation mechanism of cerium oxalate inside the droplets will be a milestone in the corresponding field and provide the foundation to study processes in adjacent fields (e.g. pigment production, plant protection and pharmaceutics) by the developed method. Furthermore, it can be expected that the droplet microfluidic in-situ approach can be combined with other techniques, making it even more interesting to study all kinds of processes that benefit from, or require, a confinement inside droplets. i n t e n s i t y =mi8b [ ' i n t e n s i t y ' ] t r a n s F l u x = g a i n * i n t e n s i t y K l i s t = t r a n s F l u x * expT r e t u r n name , image , K l i s t , i n t e n s i t y 

III.2

A segment of the imogolite structure according to Cradwick et al. [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] The unit cell is highlighted by the red line. . . . . . . . . . . . . . . .

III.3

Imogolite structure viewed down the tube axis as suggested by Cradwick et al., [START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] adapted from MacKenzie et al. [START_REF] Mackenzie | Structure and thermal transformations of imogolite studied by 29Si and 27Al highresolution solid-state nuclear magnetic resonance[END_REF] The tube interior is filled with water. [START_REF] Liao | Tuning the properties of confined water in standard and hybrid nanotubes: An infrared spectroscopic study[END_REF] . . Repeat distance d in relation to the used alkylphosphonic acid chain length in several phosphonate phases by Lassiaz et al., [START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF] Picot et al., [START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Gao et al., [START_REF] Gao | Self-Assembled Monolayers of Alkylphosphonic Acids on Metal Oxides[END_REF] Park et al., [START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF] Bac et al. [START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] and the presented 
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Figure II. 1 :

 1 Figure II.1: Left: Typical numerical values of the Reynolds number for water (ν = 1 • 10 -6 Pa • s) at different hydraulic diameters and fluid velocities. Right: Typical numerical values of the Péclet number for small ions in water (D = 1 • 10 -9 m 2 • s -1 ).

3 )

 3 Figure II.1 shows values of Re for typical channel diameters and fluid velocities encountered in microfluidics. For Re < 1000 in a straight microchannel the flow is typically laminar, which means that the fluid moves parallel to the channel wall. The flow only becomes turbulent for higher values of Re. Consequently, the fluid molecules are not mixed by convection and diffusion dominates. The Péclet number (Pe) relates the convection to the diffusion fluxes for a It enables to estimate the necessary channel length that is required to achieve complete mixing. Figure II.1 shows Pe for a solute ion with a typical diffusion coefficient in the order of 1 • 10 -9 m 2 • s -1 . Assuming a hydraulic diameter of 100 µm and a velocity of 1 mm • s -1 a

Figure II. 2 :

 2 Figure II.2: The capillary number at a fluid velocity of u = 1 m • s -1 .

Figure II. 5 :

 5 Figure II.5: Examples for different droplet generation geometries for a fluid flow. Left: Co-flow. Center: Flow focusing. Right: Cross flow (T-junction).

Figure II. 6 :

 6 Figure II.6: Droplet flow behaviours in a T-junction. The carrier phase flows from left to right. The dotted line indicates the pinch-off position. Left: Squeezing. Center: Dripping. Right: Jetting.

Figure II. 7 :

 7 Figure II.7: Schematic representation of a SAXS experiment showing the incident, the transmitted and scattered part of the beam.

Figure II. 8 :

 8 Figure II.8: Scattering of two points. Their relative positions are characterized by ⃗ r .
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 18 where ρ(⃗ r ) i is the local density of scatterers of type i and the Thomson scattering length b = e 2 /(4π ϵ 0 m c 2 ) = 2.82 • 10 -15 m.

Figure II. 10 :

 10 Figure II.10:Example for an acquisition frequency that is higher than the droplet frequency.The obtained scattering patterns are isolated droplet and oil phases and mixtures of both.

Figure II. 11 :

 11 Figure II.11: The three potential acquisition possibilities in droplet microfluidics. The rectangle represents the probed area by the X-ray beam. Left: Only the scattering of the oil phase is acquired. Center: The scattering of oil and droplet is acquired. Right: Only the scattering of the droplet phase is acquired.

  carefully peeled off. Removing excess OSTE+ on the edges with sticky tape proved to facilitate the demolding. The flexible piece of OSTE+ was then placed on a flat sheet of polytetrafluoroethylene (PTFE) with the structured part facing down and cured in an oven at 90 • C overnight. Access holes were machined into the fully cured piece with a bench-top drill. To align the drill with the device and to obtain reproducible hole distances a PMMA template was used. The cured and drilled piece was then rinsed with alcohol, blow dried with pressurized air and cleaned with sticky tape. Afterwards, it was aligned and bubble-free laminated onto a UV-cured flat piece of OSTE+ at room temperature. The assembled piece was then transferred onto a PTFE sheet and again cured at 90 • C overnight in an oven. The process is sketched in Figure II.13.

4 mM HAuCl 4 solution

 4 is added rapidly to 24.75 mL of 5.2 mM boiling citrate solution under vigorous stirring. Boiling is stopped after 250 s and the solution is let without stirring for 12 h before being used. The nanoparticles are characterized by SAXS and TEM (see Appendix A) and have a diameter of 9.4 ± 1.0 nm.

  Cetoni) syringe pumps (neMESYS system, Cetoni) via a customized device holder (ICH-01K, IMT). Polyether ether ketone (PEEK) tubing was connected to gas tight syringes (SGE Analytical Science) by Luer adapters on one side and to the device holder by hollow screws with a PTFE gasket on their tip on the other side (Figure II.14). To use the device holder in the X-ray scattering experiments an adapter was machined from stainless steel (Figure B.1).

Figure II. 14 :Figure II. 15 :

 1415 Figure II.14: Left: IMT device holder with tube connector. Right: IMT tube connector with PTFE gasket.

  ‡ package and normalized by the solid angle, the acquisition time and the transmitted flux. For static samples, several frames were averaged to give a single 2D data file. Data from droplet experiments was analyzed regarding the variation in scattering. Oil and droplet phase have different scattering curves and intensities. A segment of the scattering vector was defined in which the intensity of each curve was averaged. The data was then categorized based on threshold values, rejecting a certain percentile of the data and assigning the remaining data as droplet or oil phase based on their value. Data where the signal of oil and droplet is mixed has an intermediate value and was rejected. After sorting the data, each phase was separately averaged to yield one data file. If possible, the background scattering was subtracted and the data was normalized by the channel thickness and a normalization factor to obtain the absolute scattering intensity. The full code is provided in Appendix C.

overnight at 60 •

 60 C instead of 20 min only, as suggested in the data sheet. A finished master is depicted in Figure II.16.

Figure II. 16 :

 16 Figure II.16: Left: WBR/Si Master. Right: Finished OSTE+ device.

. 2

 2 Figure II.17: A finished polyimide/OSTE+ composite device.

  Figure II.18: Surface roughness profile of the flat side of a OSTE+ device in µm.

Figure II. 19 :

 19 Figure II.19: Left: Height profile for the channels on the WBR/Si master and in the finished device. Right: Microscopy image for a channel in an open OSTE+ Device. The channel has a width of 190 µm. Scale bar is 100 µm.

  For a system of aqueous solutions of Ce(NO 3 ) 3 and H 2 C 2 O 4 and water as buffer, a 1:1:8 ratio is necessary to prevent the formation of a precipitate at the inlet (Figure II.21). This precipitate grows in the inlet and eventually detaches from the channel, resulting in a blocked device. For a buffer with a different diffusion coefficient, the ratio can be lower.

Figure II. 21 :

 21 Figure II.21: Left to right: Growth of precipitate in the inlet and subsequent break-off for too low center channel flow rates. Scale bars are 200 µm.

Figure II. 22 :

 22 Figure II.22: A fluorescent colorant is mixed with water inside the droplets at a total flow rate of 15 µL • min -1 . The fourth droplet shows homogeneous fluorescence. Scale bar is 300 µm.

  -1 for the oil phase, 4 µL • min -1 for water in the central channel and 0.5 µL • min -1 each, for solutions of Ce(NO 3 ) 3 and H 2 C 2 O 4 in the left and right channel leading to the T-junction. At feeding concentrations of 0.010 M Ce(NO 3 ) 3 and 0.015 M H 2 C 2 O 4 a concentration of 0.0010 M Ce(NO 3 ) 3 and 0.0015 M H 2 C 2 O 4 is achieved in the droplets and no precipitation is observable within the device. However, growth of microscopic star shaped crystals can be observed under the microscope inside the droplets shortly after they left the device (Figure II.23).

Figure II. 23 :

 23 Figure II.23: Droplets with a concentration of 0.0010 M Ce(NO 3 ) 3 and 0.0015 M H 2 C 2 O 4 . Left: Droplets right after leaving the device. Right: Crystals have grown inside the droplets after some time. Scale bars are 200 µm.

Figure II. 24 :

 24 Figure II.24: Droplets with a concentration of 0.010 M Ce(NO 3 ) 3 and 0.015 M H 2 C 2 O 4 . Left: Droplets right after droplet generation. Arrows point at translucent material inside the droplet. Right: Droplets right after leaving the device showing aggregated dark spots. Scale bars are 200 µm.

  know the transmittance at the photon energy of interest. Transmission values of samples with a thickness of 335, 511, 537 and 685 µm are plotted in Figure II.25. From Equations II.7 and II.8 the linear attenuation coefficient µ can be calculated as: µ = ln T d s (II.28) from the measured transmission T and the sample thickness d s . The calculation yields an experimental linear attenuation coefficient µ of 24.4 cm -1 at 8.04 keV for OSTE+.

  8 as function of the thickness and plotted in Figure II.25.

  5-Triallyl-1,3,5-triazine-2,4,6(1H,3H,5H)-trione 12 15

Figure II. 25 :

 25 Figure II.25: Calculated transmission of OSTE+ at different sample thickness and differentphoton energies. Data was calculated with the help of xraylib.[START_REF] Schoonjans | The xraylib library for X-ray-matter interactions. Recent developments[END_REF] 

  of 511 µm thickness was irradiated for a total of 500 s by repeatedly acquiring the scattering images. The photon flux at SWING is typically 1 • 10 12 s -1 for 16 keV. The same procedure was repeated for a piece of 538 µm thick OSTE+ that was additionally cured at 150 • C. During the additional curing, the color changes to orange (Figure II.28). After the SAXS experiments, an orange stain is observed at the beam position for both chips (similar to Figure II.29), but vanishes after some weeks. Figure II.30 shows the SAXS patterns of the two OSTE+ samples. For OSTE+ that was cured under normal conditionsthe bump between 0.07 and 1 nm -1 increases while the slope below 0.07 nm -1 slightly decreases with increasing irradiation time. Above 1 nm -1 the scattering does not change significantly. For the sample that was cured at 150 • C no changes with increasing irradiation time are observable. The similarities of the two patterns and the saturation curve for the sample that was cured at 90 • C suggest that the observed changes are induced by heat and that the magnitude of change is influenced by the reached temperature. By choosing an appropriate curing temperature, structural changes in the polymer can be prevented during the experiment. Additionally, the stream of liquid in the microfluidic experiments is expected to cool down the material and may delay or prevent any changes in the pattern of OSTE+. Nonetheless, staining was observed during the in-situ microfluidic experiments (Figure II.29).

Figure II. 26 :

 26 Photon energy, keV

Figure II. 27 :

 27 Figure II.27: Scattering patterns of OSTE+ and polyimide.

  camera and transmission scanning. Each sampling position was probed by repeatedly acquiring a scattering image with an acquisition time of 20 to 50 ms and a gap time of, at least, half of the acquisition time before the next acquisition. The experimental setup is depicted in Figure II.31.

Figure II. 28 :

 28 Figure II.28: Left: OSTE+ device after normal curing at 90 • C. Right: OSTE+ device after additional curing at 150 • C for 7 days.

Figure II. 29 :Figure II. 30 :

 2930 Figure II.29: Staining observed on an OSTE+ device after an in-situ experiment.

Figure II. 31 :

 31 Figure II.31: Device mounted on the SWING beamline.

Figure II. 32 :

 32 Figure II.32: Top: 100 scattering patterns that were acquired at one sampling point.The area between the grey lines is integrated for curve selection. Bottom:The integrated intensity is plotted for each frame. Based on their different scattering intensity, oil and droplet patterns can be isolated by defining threshold values (yellow line for oil, green line for droplet). The patterns between these threshold values are discarded, as they are associated with scattering from mixed oil/droplet sections.

Figure II. 33 :

 33 Figure II.33: Scattering patterns after selection (Figure II.32). Oil and droplet phase are separated. The inset is a zoom on the region above 10 nm -1 .

  at a gold concentration of 254 µM and diluted to 212 µM inside the droplets by the microfluidic device. The characterization by SAXS and TEM evidenced a particle diameter of 9.4 ± 1.0 nm (Appendix A). The carrier phase was hexadecane with 0.2 % (w/w) of Span 80 and the flow rates were 5 µL • min -1 for the gold dispersion, two times 0.5 µL • min -1 for water and 4 µL • min -1 for the oil phase. Measurements were carried out in a OSTE+ device without surface treatment at 16 keV.

Figure II. 34

 34 FigureII.34 shows the scattering curves of spherical gold nanoparticles, measured in a capillary as reference, in the device feeding channel and inside droplets. For the reference capillary, the larger sample diameter and a longer acquisition time result in a smooth curve,

Figure II. 34 :

 34 Figure II.34: SAXS patterns of gold nanoparticles (AuNP) from a Kapton capillary as reference and inside the microfluidic device from the feeding channel and from the droplets. Data collected at 16 keV.
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 1 indicating the presence of larger objects. By comparing the experimental data to a model of polydisperse spheres (Figure II.35) the objects can be estimated to grow from 4.0 to 6.5 nm. Compared to the objects in the equilibrated mineral oil, the difference in size is probably not only related to an extraction, but could be explained by the growth of cerium oxalate particles inside the reverse micelles. For future experiments prequilibrated light mineral oil with 1 % (w/w) Span 80, or an entirely different oil/surfactant combination, should be used in order to reduce the influence of the extraction on the reaction.

Figure

  Figure II.35: Left: SAXS patterns of the oil phase at different points in the microfluidic channel. The broken lines indicate the scattering signal that would be generated by spherical objects of 4.0 ± 1.0 and 6.5 ± 1.0 nm diameter. Right: Sampled points on the microfluidic device. Data collected at 12 keV.

Figure II. 36 :Figure

 36 Figure II.36: SAXS patterns of 1 % Span 80 (w/w) in light mineral oil before and after equilibration with H 2 O, 0.15 M H 2 C 2 O 4 (Ox aq ) and 0.10 M Ce(NO 3 ) 3 (Ce aq ). Background and scattering of light mineral oil are subtracted. Data collected at 8.04 keV.

Figure II. 38 :

 38 Figure II.38: Droplet scattering patterns after subtraction of the q -3 slope. The broken lines indicate the scattering signal that would be generated by spherical objects of 4.0 ± 1.0 and 6.5 ± 1.0 nm diameter.

Figure II. 39 :

 39 Figure II.39: In-situ scattering patterns of cerium oxalate formation in binary solvent. Data collected at 12 keV.

Figure II. 40 :

 40 Figure II.40: Typical detector photon counts after 20 ms of acquisition at 16 keV for an in-situ experiment.

Figure II. 41 :

 41 Figure II.41: Relative alignment of the beam (solid white line) and the channel. Left:The channel is parallel to the long beam dimension. Right: The channel is parallel to the short beam dimension, which allows for longer acquisition times (indicated by the dashed white line) compared to the other configuration.

  The exerted force caused a shift of the relative position of the inlets and the access holes in the device, leading to a blocked inlet and missing reactant flow during several experiments. Therefore, a new device holder was designed and machined from PMMA (Figures II.42 and II.43 and Appendix B). It combines a PMMA body with NanoPorts (Upchurch Scientific) and is working for low pressures. It can easily be adapted to the interface of the SWING beamline.One major improvement is the transparency of PMMA, which will allow to check the correct alignment of tubing and microfluidic device.

Figure II. 42 :

 42 Figure II.42: Top view on the PMMA device holder.

Figure II. 43 :

 43 Figure II.43: Side view on the PMMA device holder.

Figure III. 1 :

 1 Figure III.1: Scheme of oil in water emulsion droplets. Left: Stabilization by surfactant molecules with a hydrophilic head and a hydrophobic tail. Right: Stabilization by adsorbed particles in a Pickering emulsion.

(

  Al(OH) 3 ) sheet with orthosilicate (O 3 Si(OH)) groups on one side (Figure III.2). The Al sites are octahedrally coordinated and each site is coordinated to three other Al by two Al-O(R)-Al bridges. One bridge is protonated (Al-O(H)-Al), while the other is coordinated to Si (Al-O(Si)-Al). These Si atoms are tetrahedrally coordinated by oxygen. One oxygen is protonated, while the other three are coordinated to six Al octahedra through three Al-O(Si)-Al bridges. The mismatching sizes of the SiO 4 tetrahedra and the AlO 6 octahedra are partially responsible for the curvature, which leads to the formation of a tube (Figure III.3

Figure III. 3 :

 3 Figure III.3: Imogolite structure viewed down the tube axis as suggested by Cradwick et al.,[START_REF] Cradwick | Imogolite, a Hydrated Aluminium Silicate of Tubular Structure[END_REF] adapted from MacKenzie et al.[START_REF] Mackenzie | Structure and thermal transformations of imogolite studied by 29Si and 27Al highresolution solid-state nuclear magnetic resonance[END_REF] The tube interior is filled with water.[START_REF] Liao | Tuning the properties of confined water in standard and hybrid nanotubes: An infrared spectroscopic study[END_REF] 

3 .

 3 For samples A1-A4 and B, 10 mL of aqueous imogolite dispersion (5 g • L -1 ) were diluted with ethanol (CARLO ERBA Reagents, p.a.) under strong stirring. Decylphosphonic acid (DPA, Sigma-Aldrich, 97%) was dissolved in ethanol and then added to the imogolite dispersion. The resulting mixture was stirred at room temperature and turned whitish during reaction. The dispersed precipitate was collected by centrifugation and washed by three dispersion-centrifugation steps in ethanol. The sediment was finally dried under ambient conditions. For sample A5, DPA was dissolved in an aqueous ethanol solution (66:34 v/v, EtOH:H 2 O) before adjusting the pH with 0.1 M NaOH (Sigma-Aldrich). The remaining procedure is unchanged. The reaction was typically stopped after one day (samples A1-A5)
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 1 Figure III.4: Cryo-TEM picture of imogolite. Globular structures are allophane and protoimogolite. Scale bar is 25 nm.

Figure III. 6 :

 6 Figure III.6: Top: IR spectra of imogolite, samples A1 -A5, sample B and DPA, normalized to maximum absorbance. Center: Zoom from 1400 to 390 cm -1 . Bottom: Zoom from 3100 to 2750 cm -1 .

The obtained 31 P

 31 MAS NMR spectra (Figure III.7) show no remaining DPA at 31 ppm for the different products. Sample A1 has a single broad peak from 0 to 35 ppm, while sample B shows pronounced peaks at 2 ppm, 9.5 ppm and 13.5 ppm. The broad peak in sample A1 evidences the formation of P-O-Al bonds with distributed chemical environments. The latter develops into a more ordered structure with prolonged reaction time, as observed for sample B.

Figure III. 7 :

 7 Figure III.7: Left: 31 P MAS NMR spectra of DPA, sample A1 and sample B. Right: 29 Si MAS NMR spectra of imogolite, sample A1 and sample B, normalized to highest peak intensity.
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  Figure III.9: 27 Al MQMAS (triple quantum) spectra. Dashed lines represent the directions of broadening induced by the distribution of isotropic chemical shift (δ iso ) and second-order quadrupolar induced shift (δ

Figure III. 10 :

 10 Figure III.10: Powder X-ray scattering patterns of imogolite, samples A1 -A5 and sample B.

Figure III. 11 :

 11 Figure III.11: Left: Scattering patterns of samples C, D and E. Peaks from aluminum alkyl phosphonate are indicated. The scattering patterns of sampes D and E were collected from the wet sediment after centrifugation. Right: Repeat distance d in relation to the used alkylphosphonic acid chain length in several phosphonate phases by Lassiaz et al.,[START_REF] Lassiaz | Organolined alumina surface from covalent attachment of alkylphosphonate chains in aqueous solution[END_REF] Picot et al.,[START_REF] Picot | Behaviour of hybrid inside/out Janus nanotubes at an oil/water interface. A route to self-assembled nanofluidics?[END_REF] Gao et al.,[START_REF] Gao | Self-Assembled Monolayers of Alkylphosphonic Acids on Metal Oxides[END_REF] Park et al.,[START_REF] Park | Two-dimensional alignment of imogolite on a solid surface[END_REF] Bac et al.[START_REF] Bac | Surface-modified aluminogermanate nanotube by OPA: Synthesis and characterization: Synthesis and characterization[END_REF] and the presented data.

Figure III. 12 :

 12 Figure III.12: Left and center: SEM image of sample A5. Right: TEM image of sample A5. At least two interconnected phases are visible, as pointed out by the arrows: elongated bundles of aggregated imogolite and plate-like objects with a lamellar structuration. Scale bars are 5 µm (left), 100 nm (center) and 25 nm (right).

Figure III. 13 :

 13 Figure III.13: Schematic representation of an imogolite tube. Arrows indicate the positions of bridging Al 2 (OH) groups that cover the tube wall and Al-OH (and Al-OH + 2 ) groups on the terminal points.

Figure III. 14 :

 14 Figure III.14: Water-in-oil emulsion stabilized by sample A5 in toluene. The aqueous phase is stained with fluorescein in the center image. Scale bars are 50 µm.

Figure III. 15 :

 15 Figure III.15: Left: A 20 µL water droplet stabilized by modified imogolite at the toluene/water interface. Right: The same stabilized droplet, illuminated from below. Scale bars are 1 mm.

stabilizing

  Pickering emulsion droplets by imogolite should be further pursued, since it might give the experimental insights into the transport properties of imogolite nanotubes. The lack of surface modification due to the presumably low reactivity of the Al 2 (OH) groups also challenges the covalent surface modification of imogolite in general. It might be necessary to re-visit already known approaches or to develop new ones. Future studies should pay special attention to collect proof of successfully modified and individually dispersed tubes.

Figure IV. 1 :

 1 Figure IV.1: Skeletal formula of dopamine.

  Acetic acid, sodium acetate and dopamine hydrochloride were purchased from Sigma-Aldrich and used as received.Imogolite dispersions in 0.1 M acetate buffer with a pH of 5 were prepared by weighing out the appropriate mass of sodium acetate and acetic acid, dissolving them in deionized water in a volumetric flask, adding the appropriate amount of imogolite dispersion and filling the flask to the mark with deionized water. Dopamine solutions were freshly prepared by weighing out the appropriate mass of dopamine, dissolving it in a volumetric flask with the respective solution and filling the flask to the mark. The solutions were transferred to capped beakers and protected from ambient UV light.Polymerization was initiated by a UV lamp (LC8-L9588-01A, Hamamatsu), equipped with a direct beam uniform illumination unit and no filters (Figure IV.2). Since no filter was available the emitted wavelengths are distributed from 290 to 450 nm. The sample was stirred at 23 cm from the lamp head. A fixed sample volume of 20 mL was used to yield a reproducible liquid column of 3.5 cm. The power of the lamp was measured with a power meter (Nova II, Ophir Optronics) and is plotted in Figure IV.3. Afterwards, the samples were dialyzed with 8 kDa membranes (SpectrumLabs) against deionized water for four days.The water was exchanged every 24 h.

Figure IV. 2 : 2 Figure IV. 3 :

 223 Figure IV.2: Experimental set-up for the polymerization of dopamine. The sample is placed on a magnetic stirring plate and illuminated at a fixed distance by the UV lamp.

  Figure IV.4 shows samples at different solvent ratios that are between crossed polarizers. The sample with a 2:1 ratio has an isotropic water-rich and propylene carbonate-rich phase. For a solvent ratio of 4:1 and 6:1, the water-rich phase shows birefringence, indicating the presence of a liquid crystal. For the 10:1 sample, only one phase is visible and imogolite precipitates. It is visible as small bright dots on the wall of the glass vial. Although imogolite is not dispersible in the propylene carbonate-rich phase, propylene carbonate might still be useful to concentrate imogolite in the water-rich phase. At 25 • C the water rich phase contains approximately 17.5 % of propylene carbonate by

  Figure IV.4: From left to right: 2:1, 4:1, 6:1 and 10:1 (v/v) solvent ratios for propylene carbonate and the aqueous dispersion of imogolite. Samples are between crossed polarizers.

4 :

 4 Figure IV.4: From left to right: 2:1, 4:1, 6:1 and 10:1 (v/v) solvent ratios for propylene carbonate and the aqueous dispersion of imogolite. Samples are between crossed polarizers.

Figure IV. 5 :

 5 Figure IV.5: Dispersed imogolite at different concentrations. Left: ≈ 5 g • L -1 . Center: ≈ 10 g • L -1 . Right: ≈ 25 g • L -1 .

- 1 Figure IV. 6 :

 16 Figure IV.6: SAXS patterns of imogolite dispersed in DMF at different concentrations.Curves are displaced for clarity.

Figure IV. 7 :

 7 Figure IV.7: SAXS patterns of imogolite dispersions that have been dialyzed with different molecular weight cut-offs.
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 3 Polymerization of DopamineMacroscopic Observations and UV-Visible Absorbance Dopamine solutions (2 g • L -1 ) were transparent and turned orange-brown after 1 h of UV irradiation at 162.5 mW • cm -2 . The pH changed from ≈ 6 to ≈ 4 after irradiation. Both color and pH did not change significantly after one more hour of irradiation. Consequently, solutions were prepared in a pH 5 acetate buffer, which yielded dark brown solutions after irradiation.

Figure IV. 8 :

 8 Figure IV.8: Left: Cryo-TEM after dialysis with a 8 kDa MWCO membrane. Right: Cryo-TEM after dialysis with 100 kDa MWCO membrane. Scale bars are 25 nm.

Figure IV. 9 :

 9 Figure IV.9: Left: AFM picture after dialysis with a 8 kDa MWCO membrane. Right:AFM picture after dialysis with 100 kDa MWCO membrane.

Figure IV. 10 :

 10 Figure IV.10: Polydopamine samples. Left: Glass vial after polymerization without imogolite present. Right: Sample after polymerization with imogolite present. Note that there is no deposit on the glass vial. Right: Sample after polymerization with imogolite present. When left to rest, a gel forms that turns liquid again after agitating the sample.

Figure IV. 11 :

 11 Figure IV.11: UV spectra acquired after 10 min of irradiation for a total of 120 min at 119 mW • cm -2 . Insets show the absorbance at 420 nm for each individual spectrum. Left: 2 g • L -1 dopamine in 0.1 M acetate buffer solution. Right: 2 g • L -1 dopamine in 1 g • L -1 imogolite and 0.1 M acetate buffer solution. Arrows indicate differences.

Figure IV. 12

 12 Figure IV.12 shows the TGA curves of the prepared samples. Dopamine and polydopamine show two pronounced mass losses around 350 • C and 600 • C. Above 750 • C no changes take place anymore. Imogolite shows a mass loss of more than 10 % at 100 • C due to the adsorbed water in-between the tubes. The mass loss around 150 • C is contributed to water inside the tubes, while the mass loss around 300 • C comes from the loss of structural water

Figure IV. 12 :

 12 Figure IV.12: TGA curves of dopamine, polydopamine, imogolite and polymerized dopamine in presence of imogolite (PDA-Imo) before and after dialysis. The dotted line is calculated from the curves of polydopamine (75 %) and imogolite (25 %).

13 :

 13 AFM image of a sample that was irradiated at 162.5 mW • cm -2 for 1 h with 2 g • L -1 dopamine, 1 g • L -1 imogolite and 0.1 M acetate buffer after dialysis. Left: Height profile. Right: Phase shift.

Figure IV. 14 :

 14 Figure IV.14: TEM image of a sample that was irradiated at 162.5 mW • cm -2 for 1 h with 2 g • L -1 dopamine, 1 g • L -1 imogolite and 0.1 M acetate buffer after dialysis. Scale bar is 200 nm.

Figure B. 2 :Python 3

 23 Figure B.2: Measurements for the PMMA device holder.
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  80 (sorbitan monooleate) was acquired from CRODA and used in combination with hexadecane and light mineral oil. ABIL EM 90 was acquired from CRODA and used in combination with light mineral oil.

Reactant Solutions. Cerium nitrate (Ce(NO 3 ) 3 , Sigma-Aldrich) and oxalic acid (H 2 C 2 O 4 , Sigma-Aldrich) solutions of various concentrations were prepared with high purity water (18.2 MΩ • cm) and a binary mixture as solvent. The binary solvent consisted of high purity water and 1,2-propanediol (Sigma-Aldrich) in a 25:75 ratio by weight.

Table II . 2 :

 II2 Digital micrometer measurements for the thickness of a closed device and a device before closing. Probed positions can be seen in Figure II.20Figure II.20: Regions probed by a digital micrometer. Grey circles indicate the diameter of the probe head. Sketch is to scale. Results are listed in Table II.2 different solvent resistance, which allows to use alkanes without swelling in OSTE+.

		Closed device Open device
	Position Thickness, µm
	1	488		332
	2	424		313
	3	492		316
	4	475		337
	5	436		311
	6	486		320
		1	2	3
		4	5	6

  Park et al. modified imogo-Table III.1: Literature overview for the external surface modification of imogolite after synthesis. The generic structures of the most popular anchoring groups are listed in Table III.2.

	Diammonium 8-(2-bromo-2-methylpropanoyloxy)octylphosphate	Diammonium dodecylphosphate	Phosphate 2-(Methacryloyloxy)ethylphosphoric acid	(3-aminopropyl)triethoxysilane	(3-chloropropyl)triethoxysilane	(3-aminopropyl)triethoxysilane	(3-mercaptopropyl)trimethoxysilane	Silane (3-aminopropyl)triethoxysilane	Reactive Group Compound
	dispersed Ma et al. [175,176]	dried Ma et al. [174]	dried Yamamoto et al. [164]	dried Zanzottera et al. [173]	dried Guerra et al. [171,172]	dried Qi et al. [170]	unknown Guilment et al. [169]	dispersed Johnson and Pinnavaia [167,168]	State of Imogolite Authors

Table III . 3 :

 III3 Investigated reaction conditions between imogolite and different phosphonic acids. Sample names, the used phosphonic acid, the molar ratio between phosphorous and aluminum, the final concentration in DPA, the volumetric solvent ratio (ethanol:water), and the stirring time for each sample.

	Sample PA A1 DPA	P:Al 5	c P A , Solvent ratio, Reaction time, EtOH:H 2 O (days) (mmol • L -1 ) 5 95:5 1
	A2	DPA	5	5	95:5	1
	A3	DPA	3	3	95:5	1
	A4	DPA	1	1	90:10	1
	A5 a	DPA	5	5	62.5:37.5	1
	B	DPA	5	5	95:5	18
	C	ODPA	5	5	95:5	1
	D	BPA	5	5	85:15	9
	E	MPA	5	5	85:15	9

  [START_REF] Jehannin | Structured solvent effects on precipitation[END_REF] Al MAS NMR spectra (Appendix E). The signals of sample A1 are Figure III.8: Left: 27 Al MAS NMR spectra of imogolite, sample A1 and sample B, normalized to highest peak intensity. Right: 27 Al{ 31 P} REDOR signals of the sites observed in sample A1 and sample B. Lines between data points are for clarity. Table III.4: 27 Al MAS NMR distribution parameters.

								1.0
								0.8
	Intensity, a.u.	7%	28% 69%	Imogolite A1 69% 24%	REDOR signal ∆S(t)	0.0 0.2 0.4 0.6	47 ppm -5 ppm 8 ppm -13 ppm 8 ppm
		3%				B	-0.2
	60	40	-40 27 Al NMR shift, ppm 0 20 -20	-60	0	1 Time, ms	2
						δ iso ,	C Q ,	fwmh,
					(ppm)	(MHz)	(ppm)
			Sample A1			
			AlO 6 AlO 6 AlO 4			8 -5 47	2.5 2.9 2.9	7 24 13
	Sample B centered at -5 ppm (24 %), 8 ppm (69 %) and 47 ppm (7 %). The peak at -5 ppm exhibits a noticeable broadness. For sample B, the signals are located at -13 ppm (69 %), 8 ppm (28 %) and 46 ppm (3 %). 8 2.7 7 AlO 6 -13 2.6 6 AlO 6 AlO 4 46 2.9 13
	By collecting 27 Al{ 31 P} REDOR curves (Figure III.8), the spatial proximity of P to Al atoms
	was probed. The REDOR signal at -5 ppm and 47 ppm in sample A1 rapidly increases
	with time, suggesting that Al atoms are in close vicinity to P atoms. This is not the case

Table IV . 1 :

 IV1 Dispersion behavior of an aqueous imogolite dispersion in different polar aprotic solvents.

	Solvent	Structural formula	Behavior
				O		
	Acetone			C		aggregation
		H 3	C	CH 3	
	Acetonitrile	H 3 C C N	aggregation
		O			
	Ethylacetate		C			aggregation
	H 3	C		O	CH 3	
			O			
	Dimethylformamide	H	C	N	CH 3	dispersion
				CH 3		
				O		
	Dimethylsulfoxide			S		dispersion
		H 3	C	CH 3	
	Propylene carbonate					

Fundamentals

† https://github.com/nexpy/nexusformat ‡ https://pyfai.readthedocs.io

l'utilisation de procédés de dispersion de gouttes d'eau (contenant des réactifs) dans huile pour faire de la précipitation. Cette approche qui consiste à diviser le milieu réactionnel en gouttelettes, peut être facilement extrapolée à l'échelle industrielle via les colonnes pulsées. Outre les perspectives prometteuses en termes de contrôle notamment de la taille et de la filtrabilité des précipités, ce procédé continu est particulièrement intéressant pour l'industrie nucléaire, dans le cadre du traitement-recyclage du combustible irradié, car il permettrait à la fois d'augmenter les cadences de production, tout en maitrisant la sûreté.Pour approfondir la maitrise de la précipitation dans ces milieux complexes, deux approches différentes ont été explorées. L'objectif était de trouver des leviers de contrôle pour moduler et suivre la réactivité dans une goutte d'émulsion. La première approche était basée sur le couplage d'une puce microfluidique génératrice de train gouttes avec la diffusion de rayons X aux petits angles (SAXS) pour des suivis de réactivité in situ. Le matériau choisi, le polymère non stoechiométrique thiol-ene-epoxy (OSTE+) a été caractérisé pour confirmer sa compatibilité avec la diffusion des rayons X aux petits angles, en particulier, le vieillissement XXVII
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Characterization

UV-Visible Spectroscopy UV-Vis emission spectra were collected on a Shimadzu UV-2550. The spectra were background and baseline corrected. To acquire the polymerization kinetics, the sample was irradiated for 10 min before a 3 mL aliquot was used for UV-Vis spectroscopy in a quartz cuvette with 1 cm path length. After the spectrum was acquired, the aliquot was reunited with the remaining solution and the process was repeated.

Thermo Gravimetric Analysis

TGA measurements were performed on TGA/DSC 1 analyzer (Mettler-Toledo). Analysis was made in aluminum oxide crucibles under a flow of 50 mL • min -1 of O 2 with an empty crucible as the reference. The sample was heated from 25 • C to 100 • C at a rate of 20 • C • min -1 , held at 100 • C for 10 min to remove all adsorbed water from imogolite and heated again with 20 • C • min -1 to 1000 • C.

Small Angle X-ray Scattering

SAXS was acquired under vacuum with a Xeuss 2.0 apparatus (Xenocs) equipped with a Pilatus3 R 1M detector (Dectris). The intensity is plotted against the scattering vector q = 4π •sin(θ)•λ -1 , with λ as the wavelength (1.542 Å) and 2θ as the scattering angle. The sample detector distance can be adjusted (used distances were 42.3, 53.7 and 119.4 cm) and was calibrated with tetradecanol. The detector count was normalized by the direct beam and the calibration was verified with Lupolen. Standard procedures were applied to subtract background scattering and to normalize the intensities. [START_REF] Lindner | Neutrons, X-rays and light: Scattering methods applied to soft condensed matter[END_REF] Samples were sealed in glass capillaries (diameter 1.5 mm, wall thickness 0.1 mm, WJM-Glas) or in Kapon capillaries (diameter 1.506 mm, wall thickness 41.9 µm, MicroLumen). Dry samples were measured between two layers of sticky Kapton that were separated by a flat washer. Samples were prepared by dissolving 5 g • L -1 trehalose (Sigma-Aldrich) in the sample solution, followed by freeze-drying.

SAXS

SAXS was used to probe the particle shape. However, the solutions were too diluted to obtain a good signal. To improve the scattering signal from imogolite it was concentrated by freeze-drying. Aggregation was prevented by adding 5 g • L -1 trehalose to the sample solution before freezing. [START_REF] Abdelwahed | Freeze-drying of nanoparticles: Formulation, process and storage considerations[END_REF][START_REF] Tang | The effect of cryoprotection on the use of PLGA encapsulated iron oxide nanoparticles for magnetic cell labeling[END_REF] Figure IV.15 shows the scattering patterns of imogolite, polymerized dopamine with imogolite, polydopamine and trehalose. The trehalose background was not subtracted. Imogolite shows nice oscillations due to its tubular structure and a bit of trehalose background. A peak around 0.8 nm -1 is visible that is normally not observed for imogolite. It is the result of the spatial proximity and alignment of the tubes in the trehalose matrix. Through the relation d = 2 π q -1 the real space distance can be calculated as 7 to 9 nm, which is approximately 3 times the tube diameter. The sample containing polydopamine that was polymerized in presence of imogolite does not show this peak, but a small indentation that might come from the superposition of the imogolite and polydopamine curve. Polydopamine and trehalose have only a simple slope of ≈ q -4 below 2 nm -1 due to a large sample grain. Overall, the use of trehalose seems to be well suited to observe imogolite, but its usefulness regrading polydopamine is not evident.
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Figure A.1: SAXS pattern of the synthesized gold nanoparticles and a fit by polydisperse spheres. The fit yields a mean diameter of 9.4 ± 1.0 nm and a particle concentration of 8.8 • 10 12 cm -3 . The scattering length density (SLD) of the particles is 1.314 • 10 12 cm -3 and the SLD of the medium is 9.396 • 10 10 cm -3 . A background of 1 • 10 -3 cm -1 is added.

Transmission electron microscopy was performed on a Philips CM12 electron microscope operated at 80 kV. A drop of the solution was deposited on a copper grid covered with a carbon film (Agar Scientific). The excess liquid was blotted off with filter paper after a few seconds. 
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Appendix G

Dialysis of Methyl Modified Imogolite

Methyl imogolite has been synthesized by Marie-Claire Pignie using a protocol inspired from Bottero et al. [START_REF] Bottero | Synthesis and characterization of hybrid organic/inorganic nanotubes of the imogolite type and their behaviour towards methane adsorption[END_REF] 10 0 10 1 q, nm -1 10 -2 10 -1 10 0 10 1 Abstract: Precipitation and crystallization play a fundamental role in the industrial production of pigments, catalysts, plant protection agents, nuclear fuel and pharmaceuticals. Although these processes are often applied and a relative control over the formed solids can be achieved, they are not always well understood on a microscopic level. Identification of how the solids are formed and which mechanisms govern their formation, potentially gives the capabilities to better control such processes.

Intensity, cm

In this thesis, two different approaches are explored to study precipitation and crystallization by confining reactions into droplets. The first approach focuses on the combination of a droplet microfluidic device and in-situ small angle X-ray scattering. An off-stoichiometry thiol-ene-epoxy polymer is characterized for the use with in-situ X-ray scattering and a protocol is presented to prepare suitable microfluidic devices from this material. An original approach to isolate the scattering signal of the carrier phase and the droplets is then used to study the precipitation of cerium oxalate in droplets. The second approach aims to use imogolite nanotubes to stabilize droplets against coalescence and to study their transport properties to control reactant feeding into droplets. By fully characterizing the necessary surface modification by alkylphosphonic acids for the first time, evidence is found that the reaction does not yield surface