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We have developed new and interdisciplinary technology for creating extremely lightweight, diffraction-limited, meta-material-based optical systems with exceptional optical quality and spectacularly lower cost and production time:

Live-Mirror. The novelty is to replace classical rigid and heavy optical mirrors with "live" and light dynamic optoelectronic systems consisting of a thin optical glass sheet actively supported by multiple force-actuators/sensors integrated and miniaturized via additive manufacturing and 3D printing. Our breakthrough Live-Mirror features and active shape control with many-degrees-of-freedom force actuators achieved by developing an additive 3D-printing-based technology to apply an optimized electroactive polymer (EAP) system to a sandwich of thin glass surfaces, thus creating a novel hybrid meta-material with superior stiffness-todensity ratio properties. This thesis describes the development of soft actuators based on modified/doped EAPs, here dubbed terpolymer P(VDF-TrFE-CFE). We will show that this new and Live-Mirror customized terpolymer matrix features an outstanding electromechanical coupling property, particularly when doped with a plasticizer, e.g. diisononyl phthalate (DINP). Here we demonstrate that by optimizing the structured multilayer design, the electromechanical coupling of the modified terpolymer can be enhanced, yielding high dielectric permittivity, low Young modulus, and exceptional dielectric strength. This leads to a large strain response as well as high mechanical energy density under relatively low electric fields according to the electrostriction phenomenon -the main goal of the high-level specifications of Live-Mirror.

In addition to a customized terpolymer matrix, the concept of stacked multilayers is demonstrated as a simple and effective technique to boost actuation abilities. Several 3D-printed, proof-of-concept (in the lab) experimental results, which are in good agreement with numerical models, validate the actuator performance with a large electromechanical response. This technology shows feasibility for active optical surface shape control and demonstrates the Live-Mirror optical shape control and correction with only a few degrees-of-freedoms. Such a novel and advanced actuator application via additive manufacturing technology are compliant for ground-and space-based astronomy and communications telescopes as well as many modern electronic devices.
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Figure 1 EAP actuator applications (a) Artificial muscles: (a-1) an android head making facial expressions and (a-2) robotic hand made from EAP actuators [START_REF] Bar-Cohen | IV Conf. Panam. END[END_REF] ; (b) Micro-pump system: (b-1) before and (b-2) after pumping [48] ; (c) Smart guide-wire: (c-1) the structure design purposely providing (c-2) two degree of freedom of deformation [44] ; and (d) Tunable lens: (d-1) images at different focal distances and (d-2) the schematic of measurement setup verifying the tunable lens capability [49] [25,[START_REF] Asaka | Soft Actuators: Materials, Modeling, Applications, and Future Perspectives[END_REF][START_REF] Ahmed | Electroactive Polymer-Based Materials for Responsive Origami-Inspired Structures[END_REF][START_REF] Yin | Modification of Electrostrictive Polymers and Their Electromechanical Applications[END_REF][START_REF] Cottinet | Actionnement et Récupération d'énergie à l'aide de Polymères Électro-Actifs[END_REF][START_REF] Capsal | Elaboration Et Analyse Des Proprietes Physiques De Nanocomposites Hybrides Ferroelectriques[END_REF][START_REF] Bashir | [END_REF][70] represented blocking stress (kPa) versus maximum strain generated annotating to working limitation range of actuation capability. .............................52 Figure 6 The tradeoff between high permittivity and conductivity of a terpolymer composite permits its development and optimization into various electronic applications (sensors & actuators) [2,5,33,97,98] . This thesis will concentrate on the terpolymer composite actuators and conductivity issues. Figure 12 The pseudo-pyroelectric working principles: (a) dielectric material with randomly dipoles arrangement (zero mean polarization) when no applying electric field; (b) a polarization appears as an electric field is applied; (c) when the temperature increases, the thermal agitation of dipoles leads to a decrease of the mean polarization, as the required energy to overcome the thermal agitation increases [33] Figure 15 The comparison of conductivity range between conductive polymers composites with insulators, semiconductors, and metals (reproduced from [30] ). Note that its conductivity is in the Figure 16 The Carbon Filler percentages on the mechanical property of the material (Young modulus) for the terpolymer (TP3) composite. The terpolymer/CB composited thin films (1 cm × 4 cm) were prepared by solution casting method (Figure 7). The measurements were handled by fixing the tensile specimen between a metal holder and a force sensor LC102-TC-10N. The Figure 44 The ELF design configuration consists of 16 parabolic apertures (M1i) with diameter 5m-each, a secondary mirror (M2i) with a diameter of 115 mm, and sub-apertures mechanically arranged on a 28m in diameter rim [8] 
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Table EAP material types in electrically field-activated and ionic [2,25] [2,[START_REF] Stretchsense | Stretch Sensors for Measuring Human Body Motion[END_REF][START_REF] Babu | [END_REF][54][55][56] The development of Livemirror protype using an additive manufacturing (3D printing) to create the fully printed advanced EAP actuator

LE RESUME DE THESE EN FRANCAIS

Chapitre 1 Introduction

Les polymères électroactifs (EAPs) [1,2] sont de plus en plus étudiés en raison de la demande croissante en termes de dispositifs d'actionnements et de capteurs autoalimentés. Pour certaines applications, ces matériaux présentent des propriétés intéressantes telles que la légèreté, la résistance mécanique élevée, la flexibilité, la transparence, la facilité de mise en oeuvre sur des films de grande surface, et en particulier la capacité à être moulés et / ou adaptés aux dépôts par fabrication additive (impression en 3D, ink-jet, etc.). Cette nouvelle dimension sensorielle ajoutée aux dimensions spatiales permet de développer des structures 4D dont la facilité de mise en oeuvre associée aux propriétés de conversion multiphysique ouvre la voie à une révolution des systèmes électroniques [3][4][5][6][7] .

Récemment, nous avons proposé un nouveau concept de télescope permettant de réaliser des observations à contraste élevé: le télescope Exo-Life Finder (ELF) [8][9][10] . Un tel système optique sera limité par le coût et la capacité de fabrication de grands miroirs (1 à 5 m de diamètre) et de grande qualité optique. Le caractère innovant de ce nouveau type de télescope consiste à remplacer les miroirs optiques rigides, lourds et coûteux classiques par des systèmes optoélectroniques dynamiques, « vivants », et peu coûteux composés d'un verre fin (2 à 5 mm d'épaisseur) soutenu activement « sous tension électrique » par de nombreux actionneurs / capteurs de force intégrés et miniaturisés via la fabrication additive et l'impression 3D (Projet Live-Mirror) [29] . Notre objectif est de présenter le concept de miroir « actif électriquement poli » à l'aide d'EAPs pour l'optique active basse fréquence. Ce travail de thèse est dédié aux développements de matériaux électroactifs aux propriétés de conversion électromécaniques améliorées, leur mise en oeuvre par fabrication additive et la démonstration de leur efficacité d'actionnement dans des configurations spécifiques au polissage actif des miroirs pour le projet LiveMirror. Les travaux futurs exploreront comment les capteurs EAP peuvent être intégrés dans des systèmes miroirs (effet inverse). En effet, l'excellente capacité d'actionnement des terpolymères fluorés modifiés ouvre la voie à la génération future de diverses applications. En fin de compte, cette nouvelle R&D interdisciplinaire a introduit la nouvelle stratégie hybride de surface optique dynamique en direct [8,10,11] et fait avancer les nouvelles frontières de la science et de la technologie pour remplacer le verre poli par abrasion qui est coûteux, rigide et lourd. Ce travail de thèse a permis de démontrer la faisabilité du polissage actif permettant de réduire la complexité des télescopes optiques conventionnels ainsi que le coût important lié à la phase de polissage par abrasion des miroirs. [17,18] Une perspective importante de l'étude est le développement d'une solution fiable permettant de dimensionner l'EAP (épaisseur, géométrie) qui soit adapté à la courbure à compenser. En considérant la courbure locale dérivée du Laplacien du déplacement suivant l'axe z, ∇ 2 𝑧𝑧(𝑥𝑥, 𝑦𝑦) = 𝑐𝑐(𝑥𝑥, 𝑦𝑦), une analyse comparative entre la forme de l'électrode et l'analyse du Laplacien montre que l'amplitude de la courbure locale dépend quasilinéairement de l'épaisseur et de l'intensité champ électrique appliqué. La surface de l'électrode provoque une déformation influe quant à elle sur la surface de la zone courbée localement mais pas sur l'amplitude de la courbure locale. Ce point est particulièrement intéressant car une analyse de la courbure locale permettrait donc de dimensionner les EAP en forme ET en épaisseur. Les travaux futurs se focaliseront sur l'analyse de la surface du miroir combinée une forme particulière d'actionneurs EAP tout imprimés qui seront conçus à partir de l'analyse de la courbure locale de la surface préalablement défini par mesure interférométrique. 

Electroactive Polymers (EAPs)

In 1880, Wilhelm Röntgen discovered EAP phenomena on a rubber band which revealed the shape change while applying an electrical voltage [19] . The discovery of EAPs brought about countless revolutionary studies on electricstrain response activation that have resulted in the development of materials for more than 200 years [20][21][22][23][24] . Several polymers are considered as fieldactivated EAP types, such as ferroelectric polymers, dielectric or electrostrictive elastomers, ionic gels, and conductive polymers (see Table 1). Their flexibility and semi-crystalline structure allow a variety of electroactivity development in polymeric materials.

Types of EAP Activation Mechanisms Sample Materials

Ferroelectric polymers a change in electrical polarization (with their spontaneous electrical polarization that can be reversed) in response to mechanical stress (or vice versa).

• PVDF • P(VDF-TrFE)

• Electron-radiated P(VDF-TrFE)

Electrostrictive polymers

Electric field arranged dipole moments produced by molecular alignment which are attached to the side chains.

The actuated strain is induced by Maxwell stress (Coulomb forces) and electrostrictive force for the actuation mechanism.

• Silicone • Polyurethane • P(VDF-HFP) • Terpolymer-P(VDF-TrFE-CFE/CTFE) Ionic gel
Hydrogen ions are immobilized inside the polymer matrix by an applied voltage

• Polyacrylamide (PAM)-based hydrogel [26] • Ionic Liquid/PU/PEDOT:PSS [START_REF] Asaka | Soft Actuators: Materials, Modeling, Applications, and Future Perspectives[END_REF] • Single-walled carbon nanotubes (SWNTs)/P(VDF-HFP) [START_REF] Mukai | [END_REF] Ionic polymersmetal composites (IPMCs)

Ions migrate to the imposed voltage across the stripe of IPMCs causing the deformation created by nonsymmetric free-cations

• Nafion® (perfluorosulfonate, made by DuPont) • Flemion® (perfluorocarboxylate, made by Asahi Glass, Japan) Cations: tetra-nbutylammonium, Li+, and Na+ • Poly(styrenesulfonicacid)(PSSA)/PVDF [29] Conductive polymers

The overlapping of a conjugated backbone due to the electron delocalization as a result of polymer geometry relaxation or stretching [30] • Polypyrrole • Poly(ethylene dioxythiophene) • Polyaniline • A single novel conducting polymer (PF-BTB) doped with porphyrins [31] Carbon nanotubes (CNTs)

The interfacial area between the electrolyte and CNTs enhances larger volume change of electrode film by speedy charge injection induced by various fields

• Single-and multiwalled carbon nanotubes • MWCNT/PVDF-HFP [32] Pseudo pyroelectric polymer [33] A polarization variation with the temperature yielded with a bias electric field exhibiting electrothermal coupling

• P(VDF-TrFE-CTFE)/Carbon black
Despite several types of EAP require large actuation voltage to generate a high electric field, the advantage is low electrical power consumption, which usually comes from the contribution of leakage current.

Particularly, dielectric EAPs (ferroelectric and electrostrictive polymers) require very low power (less than 10 mW) [34,35] to keep the actuator in the given position.

Table 2 the advantages and the drawbacks of ionic polymer and electrostrictive polymer. 2 shows the advantages and drawbacks when comparing two essential EAP types; ionic polymers and electrostrictive polymers.

Smart EAP Materials Use for Actuators & Sensors

The increasing demand for actuation devices and self-powered sensors has placed significant attention on EAPs [1,2] due to their outstanding properties.

Among their lightweight, high mechanical strength, flexibility, transparency, easy processing to large-area films, the appeal of EAPs can go beyond the ability to be molded and/or additively manufactured, i.e. 3D printed into various configurations. This technological advancement allows us to execute a very important factor for the revolutionary electronic devices world [3][4][5][6][7] .

Scientific

studies have been devoted to enhancing the electromechanical response of EAPs [36][37][38][39][40] using different methods such as the control of the electromechanical properties by introducing nanoparticles [41] , or irradiating samples [42] . Such materials seem to be very promising in additive manufacturing whose recent advances become more widespread as it offers exciting opportunities for future development, particularly in high potential applications like astronomy optical communication [8,43] , remote sensing system, smart medical instruments [44] , to structural health monitoring in mechatronics and more recently (the main goal of this thesis) to optical mirrors for astronomy (in the ground and in the space) and optical communication [8,43] , etc.

Nowadays, a main issue is an enhancement in electromechanical coupling to achieve large deformations and load exertion: the main limitation to the current EAP actuators used for industrial applications.

EAPs as Emerging Actuators

The response of polymers to an external electric field can be divided into two distinct factors: (1) electrical properties (permittivity, dielectric relaxation, conductivity, and electrical breakdown) and (2) mechanical properties (tensile strength or elastic deformation) [45] . These two parameters ultimately affect the electromechanical conversion efficiency. Optimized EAP materials dedicated performance yielding in a wide range of applications especially electromechanical devices and systems. Such free formability and flexibility make EAPs an emerging key technology for the microelectromechanical systems (MEMS) devices developments, including our goal here -the smart actuators.

So far EAPs are widely used for several actuator applications (see Figure 1), such as artificial muscles [46] , micro-pumps [47,48] , smart steerable guidelines [44] and EAP tunable lenses [49] . As a result of their flexible and excellent electromechanical properties producing high strain and energy density, EAPs are attractive soft-actuator candidates for electronic devices.

Figure 1 EAP actuator applications (a) Artificial muscles: (a-1) an android head making facial expressions and (a-2) robotic hand made from EAP actuators [START_REF] Bar-Cohen | IV Conf. Panam. END[END_REF] ; (b) Micropump system: (b-1) before and (b-2) after pumping [48] ; (c) Smart guide-wire: (c-1) the structure design purposely providing (c-2) two degree of freedom of deformation [44] ; and (d) Tunable lens: (d-1) images at different focal distances and (d-2) the schematic of measurement setup verifying the tunable lens capability [49] .

EAP Sensor Applications

The electromechanical coupling of EAPs has been extensively investigated for actuator applications and is also being investigated for chemical and mechanical charge sensing. Because of their flexibility, wearable electronics, capacitance-like system, high strain, and low electrical power consumption, electronic EAPs have become an influential dielectric elastomer sensor base. Two different types of EAPs using for sensors were mainly divided into ionic and electronic sensing types. The characterizations of relaxation time including stimuli types are categorized in various frequency ranges for dynamic sensing. The two main types of sensor-related materials and applications are summarized as follows [2] ;

• Ionic EAP for sensing: where mobile ions and/or molecules within dielectric material are transported between two electrodes.

o Free-standing film sensors based on conducting polymer: the mobility of free-ions creating a voltage difference related to an applied mechanical stress direction.

o Bending Trilayer structure: the produced voltage given by different ion concentration mobilizing within the separate layer, e.g. such as poly(3,4-ethylene dioxythiophene) (PEDOT) used as electrodes of an electro-active interpenetrated polymer network (INP) can produce voltage sinusoidal peak-to-peak approximately 0.2 mV/input 2% applied strain [START_REF] Festin | [END_REF] .

• Electronic EAP for sensing: where polarization is induced by electric dipole orientation and/or charge mobility regarding an externally applied field, e.g. voltage, temperature.

o Dielectric elastomer sensor: an applied mechanical stress (stretching, relaxing, or compression) changes the capacitance, e.g. silicone stretch sensor with the sensitivity in a range of 3.98-6.30 pF/mm [START_REF] Stretchsense | Stretch Sensors for Measuring Human Body Motion[END_REF] (companies like Parker and

StretchSense TM have developed sensors based on dielectric elastomers).

o Piezoelectric polymers: In bulk polymers, voided charged polymers, and polymer piezo-composites electric fields are induced by shape deformation or vice versa, e.g. PDMS/PZT composite thin film yielded piezoelectricity 25 C/N which possibly to develop for tactile sensors [START_REF] Babu | [END_REF] o Pyroelectric infrared detector: the temperature-dependent parameters; electrical conductivity and pyroelectric coefficient are induced by the incident radiation (IRheatvoltage), e.g. PANI-DBSA/PVDF blend film provided voltage responsivity 157 V/W at 0.16 Hz [54] .

o Pseudo-pyroelectric EAP for electrothermal coupling sensor [33] : the novel multifunctional EAP material provides dipole orientation that is influenced by both the electrical field and temperature through thermal agitation. When an electric field is applied to the material, electric dipoles start aligning therefore inducing polarization and charges appearing on the surface (for more explanation, see in chapter 2, subsection 2.1).

Table 3 The review of EAPs for sensor applications [2,[START_REF] Stretchsense | Stretch Sensors for Measuring Human Body Motion[END_REF][START_REF] Babu | [END_REF][54][55][56] . Besides, the review of the relevant EAPs for sensing (see Table 3) could provide the sensory prospects, with their stimuli categories and sensitivity range, for the development of the actuator-sensor hybrid system in Live-mirror perspective. In spite of EAP sensor applications are not include in the scope of this thesis, it will be the main task to my future work in the frame of the Live-Mirror project, as presented next.

EAP types

EAPs Actuator Improvement & Development Technologies

Different methods to achieve excellent actuation response of EAPs have been investigated in several frames: polymer/composite [1] , blended polymer [57] , and structural design [58,[START_REF] Dorfmeister | Multidiscip. Digit. Publ. Inst. Proc[END_REF] in order to improve intrinsic properties.

Xia et al., [6] introduced a novel relaxor ferroelectric polymer (hereafter dubbed as terpolymer), leading to the future improvement of EAPs for a broad range of electronic applications. Due to the slightly bulky chlorine atom in terpolymer P(VDF-TrFE-CFE/CTFE) as a combination of ferroelectric-paraelectric phase provides a high dielectric constant (~70) and large electromechanical reaction. However, the main drawback of these polymers is their high electric field requirement (E> 100 V/µm) [41] to reach sufficient strain.

Hence, the introduction of terpolymer/composites including an effective fabrication processing/assembly has been investigated to enhance the electromechanical conversion [41,[START_REF] Capsal | [END_REF] . This potential motivated the investigation of an advanced-terpolymer-composite by adding a plasticizer into the terpolymer matrix. The plasticizer molecule leads to increased molecular mobility of the polymer chains, resulting in an increase of the material dielectric permittivity and a decrease of its Young modulus. Note that the charges trapping at the boundaries of the heterogeneous morphology tend to induce large Maxwell-Wagner-Sillars polarization effects. Such an adaptation technique is able to exploit the electromechanical coupling through areas of functional sensor-actuator fabrication technology [START_REF] Capsal | [END_REF] .

Furthermore, a free-formable attribute of EAPs generates the possibility to develop numerous different designs in large-area of actuator market attractiveness. Considering the manufacturing process of piezoelectric and ferroelectric materials for actuator devices, all intermediate processes require many complex components: e.g. fabrication of PZT by the sol-gel method [START_REF] Chen | Proc. 2010 Symp. Piezoelectricity, Acoust. Waves Device Appl[END_REF] , spin coating process in PVDF preparation [18] , monolithic polymer construction [START_REF] Miron | [END_REF] . To reduce the complexity of fabrication processes using piezoelectric and ferroelectric materials, terpolymer (or relaxor ferroelectric material) has turned out to be an alternative material for various actuator applications. Apart from intrinsic material modification, there is an opportunity to achieve advance electromechanical response through configuration design, for instant structure multilayer stacking with 15 layers of terpolymer for microlens application [63,[START_REF] Choi | 2011-14th Int. Symp. Electrets[END_REF] .

In this thesis, we elaborated the advance modification of terpolymer properties as well as the newly developed multilayer stack assembly.

EAPs Force-Actuator Selections

Large strain response under a low related applied electric field of EAPs is not the only achievement of the actuator applications. The ability to generate force of EAPs have been also paid attention to classify the responding or operating throughout actuator and sensor performance requirements. A summary overview of actuator ability and strain-generated limitation for several EAPs is illustrated through blocked stress versus generated strain in Figure 2.

Figure 2 Review of EAPs diagram [25,[START_REF] Asaka | Soft Actuators: Materials, Modeling, Applications, and Future Perspectives[END_REF][START_REF] Ahmed | Electroactive Polymer-Based Materials for Responsive Origami-Inspired Structures[END_REF][START_REF] Yin | Modification of Electrostrictive Polymers and Their Electromechanical Applications[END_REF][START_REF] Cottinet | Actionnement et Récupération d'énergie à l'aide de Polymères Électro-Actifs[END_REF][START_REF] Capsal | Elaboration Et Analyse Des Proprietes Physiques De Nanocomposites Hybrides Ferroelectriques[END_REF][START_REF] Bashir | [END_REF][70] represented blocking stress (kPa) versus maximum strain generated annotating to working limitation range of actuation capability.

It was demonstrated that [17] the P(VDF-TrFE-CFE) terpolymer exhibited significantly higher permittivity (i.e. dielectric constant) with respect to the conventional EAPs and the PVDF-based copolymer. This makes a terpolymer being one of the most appropriate candidates for various applications in actuator devices where high electromechanical coupling is required. As mentioned above the main drawback of these polymers is their
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high electric field requirement (E> 100 V/µm) [41] to reach sufficient strain. To overcome this technological barrier a new technique was developed here -the doping of a P(VDF-TrFE-CFE) terpolymer with the DINP plasticizer [15,34,[START_REF] Capsal | Sensors Actuators[END_REF]72] .

Such a new doping technique radically boosts the strain response as well as the mechanical energy density of the EAPs. This chemical modification leads to large dipolar interfacial effects within the polymer matrix, a contribution of charge trapping between amorphous and crystalline phases, giving the increase of dielectric permittivity and simultaneously the decrease of the Young modulus [72] . This newly developed approach will permit the uses of exceptional properties of the plasticized terpolymer for an electric field nearly 5× lower plus a 20-fold increase in strain response as compared to conventional

EAPs [15] . Notably, the DINP plasticized terpolymer showed an improvement of longitudinal strain (and deformation) 10× higher with respect to the pure terpolymer under a moderate E=20 V/µm, and substantially greater than that of silicone and polyurethane under a similar electric field. The DINP plasticizer incorporated into the terpolymer matrix strongly improved the molecular mobility of the amorphous phase [START_REF] Capsal | Sensors Actuators[END_REF] , leading to increase dielectric permittivity at low frequency (50mHz).

As aforementioned that the ability to generate force of EAPs should be taken into account for obtaining the electromechanical strength limitation from optimized materials. The force-actuator ability can be observed through the value of blocking stress or blocking force. The blocking force is the maximum load that an EAP sample will no further generate electromechanical activity or strain = 0 [START_REF]Forces and Stiffness[END_REF] . Figure 4 shows the blocking force of the four EAPs (logarithmic scale) versus the applied electric fields confirming the excellent ability of the plasticized terpolymer to sustain under high load up to 300 N at E = 20 V/µm.

Bear in mind that the goal blocking force required for active optics controlling based terpolymer doped with the plasticizer (Live-Mirror) is about 1N for a spatial pitch of one actuator every 5cm radius. 

EAPs Composite Modification Approaches

The possibility to develop material properties, i.e. electrical and mechanical property can be achieved by composing a variety of composite fillers along the direction of their reinforcement properties. For decades materials science has dealt with electronic devices and pursued improving energy-storage density and dielectric permittivity in EAPs. Among various techniques [START_REF] Liu | [END_REF][75][76] used to modify not only intrinsic polymer structure but also extrinsic topology has been studied and developed for having better electromechanical coupling. Research and developments [70,77] had been improved elemental EAPs conformation. For instance, the following studies were conducted on enhancing the dielectric constant of materials intrinsically for good piezoelectric and pyroelectric responses by:

(1) Copolymerizing process of P(VDF-TrFE) or P(VDF-HFP) is automatically formed ferroelectric beta-phase without mechanical orientation [78,79] ;

(2) Unidirectional and/or biaxial mechanical stretching processes are used for alignment polymer topography chains [80,81] ;

(3) Electric poling process is used for inducing an orientation of polymer chains [82] and internal doped microfiber alignment [83] ;

(4) Cross-linked polymers provide high-k and low loss for dielectric elastomers, i.e. cross-linked divinylbenzene (DVB) [84] , cross-linking sites in nonpolar polydimethylsiloxane (PDMS) [85] ;

(5) High-energy electron-irradiation (HEEIP) treatment on P(VDF-TrFE) [6,42] exhibits large electrostriction and high energy density.

Most early studies as well as current work have focused on the extrinsic EAPs electromechanical property enhancement implementations.

Several extrinsic material development techniques were reported in the literature to address their widespread used for high-k EAPs and conductive polymer composites:

(1) Polymers blending, i.e. a high dielectric constant polymer (k=7.5) created from two dipolar polymers poly(arylene ether urea) (PEEU, k=4.7) and an aromatic polythiourea (ArPTU, k=4.4) [86] ;

(2) Purification polymer solution is done by filtering out unwanted contaminants for improving ionic conductivity and dielectric loss of EAPs [87] ;

(3) Electro-thermal annealing can reduce leakage current and achieve considerable actuation strain of terpolymer [35,88] ;

(4) Doping high-permittivity particles, i.e. TiO2, ZrO2, BaTiO3, CaCu3Ti4O12, Pb(Zr,Ti)O3 and/or conductive particles, i.e. nano-/micro-particles of CB, Ag, Cu for achieving high-k EAPs composite [89] or conductive polymer composite.

Carbon Nanomaterial-Polymer Composites

Carbon nanomaterials -as a functional conductive filler -have been highly attractive for polymer matrix nanocomposites for high permittivity (high-k) material composites and large-scale energy storage technologies.

Due to their simply uniform dispersion, high-k dielectric nanocomposites, and great flexibility polymer composites with low filler loading, such new carbon nanomaterial became an outstanding conducting functional filler contributed to the development and evolution of EAPs for sensors and electronic devices.

We can divide carbon nanomaterial composites into 4 different types of dimensionality [90-92] as illustrated in Figure 5: 3D of graphite nanoparticles and nanodiamonds used as a potential material in medical and biological electronic applications [93] ; 2D of graphene nanosheets (GNs); 1D of carbon nanotubes (CNTs); and 0D of fullerenes or carbon black nanoparticles (CBNPs or CB).

Figure 5 Carbon nanomaterials structures differentiated dimensionally: 3D of graphite nanoparticles and nanodiamonds used as a potential material in medical and biological electronic applications; 2D of graphene nanosheets (GNs); 1D of carbon nanotubes (CNTs); and 0D of fullerenes or carbon black nanoparticles (CBNPs or CB).

I n t r o d u c t i o n | 57

Considering an electrically conductive EAPs composite approach [91] , ceramic and/or metal nanoparticles require very high-volume fractions to reach the percolation threshold, i.e. 16vol% of Ag added to PVDF. Besides the fact that carbon nanofillers added to PVDF [91] can reach the percolation region with less than 2% by volume, e.g. 0.31vol% of GNs, 1.61vol% of CNTs, and 0.13vol% of CBNPs added to PP/PMMA blend [94] .

Interestingly, the ability to form electrical networks of polymer composites also depends on the morphology interaction of polymer host. Zhang et al., (2019) [95] reported the conductive polymer/CB composites based on simultaneous dispersion in four different dielectric polymers blends. For example, POM/1%TPU needs 6wt% of CB, and POM/1%PA6 needs 7wt% of CB, whereas pure POM requires 12wt% of CB to reach the percolation threshold. Because of CBNTs or CB can make its polymer composites achieving high electrical conductivity at low filler contents, ease processing, and very low cost (~6€/gram, 100 times cheaper than CNTs) 2 , so carbon black nanoparticles become a good nanofiller candidate for improving an electrical conductivity in the terpolymer/CB composite in this work.

Plasticizer for EAPs Electromechanical Reinforcement

The novel technique of doping a polymer with a specific and optimized plasticizer has enhanced the flexibility and pliability of a large range of EAPs increasing its range of usability from the automotive industry to medical tools.

Such an optimized plasticized polymer challenges a crucial rule to customized EAPs -for example soft actuators.

Back to terpolymers P(VDF-TrFE-CFE/CTFE), it has been introduced

to the plasticizer or dispersant blending into terpolymers to improve their electromechanical coupling [34,[START_REF] Capsal | Sensors Actuators[END_REF] , i.e. the actuation strain and the blocking force.

Capsal et al., (2014) [START_REF] Capsal | Sensors Actuators[END_REF] reported the chemical modification using plasticizer blending into a terpolymer matrix could achieve an excellent mechanical energy density with around 5.5 times higher with respect to the conventional terpolymer. The results confirm that terpolymer filled with plasticizer improves molecular mobility and interfacial polarization effects (Maxwell Wagner Sillars) at low frequency; decreasing the Young modulus and increasing the dielectric permittivity of the modified terpolymer.

Schiava et al., (2017) [34] had compared the DINP plasticizer with Palamoll 652 and DEHP (2-ethylhexyl phtalate) doped into terpolymer P(VDF-TrFE-CTFE). The electromechanical performance of the modified terpolymer was presented through the transversal strain (S31) investigated from the cantilever beam deflection. The results showed that the modified terpolymer with 15%DINP presented the highest S31 ≈0.5% whereas the sample doped 15%DEHP and 15%Palamoll gave their S31 ≈0.4% and 0.2%, respectively at E=10V/µm. It was concluded in this study that DINP is a remarkable plasticizer agent showing biocompatibility characteristics and well improving the electromechanical response of its terpolymer composite.

Similar studies, Ni et al., (2020) [96] introduced plasticizer, dioctyl Furthermore, the actuated strain (transversal direction) of the sample doped DOP 50 phr presents approximately 5 times higher than the pure counterpart operated under alternative electric field 40V/µm, 33Hz.

Terpolymer Composites for Electronic Applications Perspectives

Focusing on the terpolymer composite presented in Figure 6, several advantages considering the electrical conductivity regime can serve with various electronic applications. In this work, we investigate two types of terpolymer composite; (1) a terpolymer filled with carbon black composite, and

(2) a plasticized terpolymer which will be discussed in the next chapter.

Figure 6 The tradeoff between high permittivity and conductivity of a terpolymer composite permits its development and optimization into various electronic applications (sensors & actuators) [2,5,33,97,98] . This thesis will concentrate on the terpolymer composite actuators and conductivity issues.

Multilayer Actuator Approach

The optimization and improvement of a dedicated EAPs by increasing dielectric permittivity, reducing losses, as well as improving dielectric breakdown strength have been carried on in material properties development.

Alternatively, a mitigation approach towards dedicated and improved EAPs can be the multilayer-actuator-assembly [99] . Several investigations have been realized in the multilayer topologies for actuator applications to achieve a low driven voltage, low dissipation factor, low leakage current, high dielectric breakdown strength, high mechanical response, and high energy density [100- 103] . Multilayer topologically-structured actuator demonstrates a number of advantages over conventional materials and other actuator systems. Such advantages place the multilayer piezoelectric actuator developments as a crucial technology to several applications: bi-stable MEMS switches [START_REF] Dorfmeister | Multidiscip. Digit. Publ. Inst. Proc[END_REF] , ultrasonic drills, and stacked ultrasonic transducers [104,105] , and piezoelectric stack actuator for fuel injector [106] . Also, note that nowadays the EAPs multilayer is a key technology on the development of smart materials for sensor-actuator applications. Such a high activation field (~100V/µm) is still required to produce large strain for the EAP actuator [25] as well as long term stability (thermal stability, humidity system, and breakdown probability), costs and toxicity.

The structure of multilayer actuators [102] is typically designed by connecting EAPs electrically in parallel as a stack of n-layers. The particular interest of multilayer stack-topologically-structured development is its low cost, simple component fabrication (one-dimensional assembly), and low voltage supplies needed [102] . The technique, layer-by-layer (LbL) assembly of polyethylenimine (PEI)/poly(acrylic acid) (PEI-PAA), and polyurethane (PU)/poly(acrylic acid) (PU-PAA) has been used for a vapor-driven multilayer polymer actuator [107] . A film capacitor fabricated through layer-bylayer of PVDF/P(VDF-TrFE-CTFE)/PVDF composites was able to reach a dielectric constant of 18.61 for a sandwich-structure [108] . Also, DEAP-based multilayer stack-actuators have been developed for a novel automated actuator manufacturing process to maximize the force or absolute deformation [101] as shown in Figure 7 which illustrates the multilayer actuator applications and designs: piezoelectric bi-stable membranes and MEMS, and the DEAP automated multilayers. 

EAPs Actuators and Sensors to Control Precise Optical Surfaces -Live-Mirror Project

Optical communication and remote sensing, including astronomy, are currently limited by the cost and manufacturability of their high-quality large optics. Innovations that decrease the cost or allow larger mirrors may greatly improve high-bandwidth communication, civil space surveillance technologies, wireless optical communication systems (UV and free-space systems), hyper-aperture multi-mirror structures, geo-engineering (space-mirror) and astronomical systems [109,[START_REF]The European Extremely Large Telescope[END_REF] .

Recently, we have proposed a new concept of a dedicated telescope to achieve high-contrast observations: The Exo-Life Finder (ELF) Telescope [8- 10] . Such an optical system will be limited by the cost and manufacturability of large mirrors. The mitigation here is to replace classical rigid, heavy and expensive optical mirrors with "live" and inexpensive light dynamic optoelectronic systems consisting of a thin optical glass sheet actively"live" supported by many degree-of-freedom force actuators /sensors integrated and miniaturized via additive manufacturing and 3D printing (Live-Mirror Project) [29] . Such optical surface, supported and sensed via the EAP [8,16] force actuators-sensors, is developed in this work in order to achieve active mirror surface shape control. EAP force active-actuators, integrated into the mirror structure allows correcting the mirror shape with a continuous actuator force distribution. This novel approach will extend conventional active mirror technologies to larger smooth optical surfaces without abrasive polishing. This means that it will be possible to create precisely-shaped low scattered-light mirrors -suitable for astronomical applications -faster and at lower production costs. Our long-term vision for the new technology is to decrease the mass density (and cost) of mirrors by an order of magnitude. The technique we propose could potentially be achieved using only additive manufacturing via 3D-Printing technology, as presented in chapter 5.

Figure 8 (Left-Bottom): A simulated warpable glass surface and the surface force correction mechanism: the surface roughness is controlled by the electromechanical activity generated in each "EAP-spring" actuator. (Right): A design for the hybrid structure Live-Mirror a sandwich of warpable surfaces separated by a lattice of variable force EAP actuators in series with force EAP sensors. The upper surface (fired polished glass) is called the control surface and the lower surface (glass) is the reaction surface. The static force of each force EAP sensor is controllable and determined by independent metrology of the top surface shape. This particular sensor-actuator geometry assumes preliminarily only vertical (gravity) external force components with assumed lateral material stiffness of the actuators. Section AA' -The 1/2 meter Live-Mirror prototype using the additive manufacturing via 3D Printing technology is in development to fulfill the miniaturized requirements: each individual sensor-actuator system must fit into a circle of less than 5 cm diameter (pitch).

We aim to present the Live-Mirror concept using EAP as a forcesensor actuator to accomplish an active optics device for the ELF telescope.

We evaluate different polymers from EAP-based actuator basic properties in CHAPTER 2

II. Material Elaborations and Characterizations

Material Elaborations

In general, polymer thin films are obtained by the solution casting method which is the oldest technology being developed over a hundred years for polymer thin film manufacturing [START_REF] Siemann | Scatt. Methods Prop. Polym. Mater[END_REF] . We summarize in this chapter the thin film preparation that we have developed in this thesis. All materials and tools used in this work are described in the following subsections. • Mechanical Comparator (FLORENZA THYEZ, France) in 0.001 µm order;

Materials and Tools

• Cressington Sputter Coater (208 HR);

• Ultrasonic processor UP400S (400 watts, 24kHz) from Hielsher;

• Hot-Press;

• Hyrel 3D printer model System 30M;

• Wave generator (Agilent 33220A);

• Trek high-voltage amplifier 20/20C;

• Force sensor LC102-TC-10N Doerler Mesures.

• 3M TM anisotropic Z-axis electrical conductivity adhesive tape

• Capacitive sensor-Fogale nanotech, sensitivity 0.1mm/1V

Thin Film Preparation

The uniform film thickness is a crucial process obtained from the stable polymer solution, i.e. well-soluble polymer in the used solvent and homogeneous dispersion of the material composite preparation. Because of the terpolymer we use constitutes in a class of fluorinated polymer which is a highly non-reactive thermoplastic fluoropolymer. The fluoropolymers are soluble in aprotic polar solvents [START_REF] Cui | [END_REF] . In the case of solution-based processing, terpolymer composites which are detailed as follows. Note that all the solvent mixtures are prepared in terms of weight ratios (w/w).

Pure Terpolymer Preparation

Terpolymer, P(VDF-TrFE-CFE/CTFE), the powder is dissolved in MEK solvent. The polymer concentration is prepared dependent on the final product requirement (Figure 9), e.g. thin film thickness ≤ 100 µm, terpolymer solution-based for 3D printing, etc. The solvent mixture was stirred at 60 °C with a magnetic stirrer in a tightly closed glass bottle until getting a homogeneous solution (~2-4 hours). Then, the mixed terpolymer/MEK solution is ready to proceed as a pure terpolymer film using the casting method and 3D printing technique.

(1) Film casting method: the mixture solution is poured directly on the glass substrate and then spread out with Doctor Blade along with a desire thickness pre-calibration. This casted polymer layer will be pre-drying in room temperature around 2-4 hours then it will be removed and placed in the oven at 102°C within 3 hours to be fully evaporated a residual solvent within the polymer matrix. An additional technique to avoid an unremovable film sticking on the glass is to precoat the glass substrate with a very thin layer of the mixing 8wt% egg lecithin in MEK. The egg lecithin has a lubricant property that used to reduce friction between surfaces in mutual contact.

(2) 3D printing thin-film fabrication: Similar preparation processes to the casting method, we use the material extrusion technique to eject the mixture solution into a required shape. The sample will then be predried and evaporated solvent in the oven. More details of 3D polymer manufacturing will be described in chapter 5.

Besides the pure terpolymer film preparation, the pure mixture solvent is also used to continue the proceedings of terpolymer composite preparation.

Terpolymer Composite Preparation

The continuation of pure terpolymer/MEK mixture is to process terpolymer composites. In this work, we introduce two filler composites mixing to pure terpolymer; (1) plasticizers-DINP & DOA, and (2) CB nanoparticles.

The blending material processes are described as follows:

(1) Plasticized terpolymer: the mixture pure terpolymer/MEK solution is directly added plasticizer agents, DINP or DOA, and continued stirring overnight (~12-15 hours). This composite mixture will be kept at 4°C for thin-film casting and/or 3D printing film fabrication.

(2) Terpolymer/CB composite: The pure terpolymer mixture is used again as a solution-based, then CB particle will be carefully added into the solution. Because CB particles have a high surface tension energy which leads to agglomeration and phase separation from the polymer matrix [89] . Indeed, the terpolymer/CB mixture solution requires an ultrasonic probe to get well particle dispersion within the polymer matrix. There are two different purposes of terpolymer/CB composite investigation;

i. High-k terpolymer composite: (CB≤4wt%) The terpolymer/CB solution will be freezing the dispersion of CB particle in the solution by immediately changing from a liquid to a solid mixture to avoid the agglomeration issue. This solid mixture can be obtained by mixing the composite solution directly into deionized water then will be evaporated the MEK solvent in the oven. The thin-film composite is prepared by hot-pressing machine pressing through the solid mixture.

ii. Electrically conductive terpolymer composite: (CB≥4wt%)

After mixing CB nanoparticles using an ultrasonic probe, the composite mixture will be ready for thin-film casting and/or 3D printing film fabrication.

Material Characterization Techniques

Terpolymer thin film test samples were prepared their electrodes by a gold sputtering technique. The designed electrode has a circular shape to acquire homogenous repartition of an external load that was applied in an experimental test bench. Samples were sputtered with 25nm gold electrodes on both sides using a Cressington Sputter Coater (208 HR). For the electrical properties characterizations, broadband dielectric spectroscopy, and breakdown electric field strength, all the samples were prepared with gold electrodes diameter 8mm both sides (top and bottom) as shown in Figure 10a.

Subsequently, the mechanical and electromechanical characterizations have different specimen configurations as described below.

Considering the actuator performances by electromechanical features, the procedures of performing EAP actuator potential followed the suggestions of:

1. The Broadband Dielectric Spectroscopy (BDS) was presented with 

Material Characterization: Results & Discussions Electrostrictive Material Models

The application of EAP as an actuator had been limited due to its failure to provide sufficiently large deformation and/or stronger force. Promising developments incorporating a plasticizer into an EAP matrix improves radically its strain response and mechanical energy density [15,34] . Such a chemical modification leads to large dipolar interfacial effects within the polymer matrix -a contribution of charge trapping between amorphous and crystalline phases -resulting in the increase of dielectric permittivity and simultaneously in the decrease of the Young modulus.

In the case of a dielectric polymer, the electrostrictive strain can be generated under the electric field attributed to dipolar orientation within the material (Maxwell forces). Such electrostriction contributes to the quadratic coupling of strain and polarization. The strain is proportional to a square of electric field or polarization which can be observed in all materials with crystalline symmetry [36] . Besides, it is known that induced strain by an external electric field mainly originates from electrostrictive strain (SE), which depends on the interaction of dipole moments within dielectric materials and strain generated by Maxwell stress (SM) result from the interaction of free charges between the electrode and/or Coulomb interaction [41] . Therefore, the overall strain is thus given by

S = S E + S M = ME 2 (1)
where M is the global electrostrictive coefficient and E is an external electric field. In the longitudinal direction, the compressive strain S33 under a given electric field can be expressed as:

S 33 = M 33 E 3 2 + s E T 3 (2) 
M 33 ∝ 𝜀𝜀 ′ 𝜀𝜀 0 Y (3) 
where s E is compliance of material (the inverse of the Young modulus) and T 3

is the stress generated by applying the electric field. Regarding Eqs. ( 1)-( 3), the strain can be improved by simultaneously increasing permittivity and reducing Young modulus. It is possible to apply a high electric field but this parameter is however limited by dielectric breakdown strength and dipolar saturation of material. As reported on [15] , the figure of merit (FOM) of the strain can be defined by:

FOM strain = 𝜀𝜀 ′ 𝜀𝜀 0 Y (4) 
In the longitudinal case when S33 = 0 yields to stress T3:

T 3 = YM 33 E 2 (5) 
Combining Eqs. ( 3)-( 5), results that it is possible to induce the FOM of the blocking force for a given electric field:

FOM force = 𝜀𝜀 ′ 𝜀𝜀 0 (6) 
The above Eqs. ( 4) and ( 6) demonstrate that the mechanical strain and the blocking force under low electric field can be simultaneously enhanced by increasing the polymer dielectric permittivity. Considering a better electromechanical coupling, especially in low-frequency actuator applications, a decrease of the Young modulus should be involved but it must be limited in order not to change the elasticity or the compliance of the materials drastically.

Terpolymer Filled Carbon Black Composite

In this research, we carried out the development of material composites utilizing carbon black nanoparticles as composite fillers (0D). Thanks to its cost-effective, easy to form the conducting network under a low loading, high conductivity, and high surface-area-to-volume ration, carbon black nanoparticles (CBNPs) have been widely introduced to electroactive polymer matrices to improve the electroactivity performance of the hosting polymer.

High Permittivity Terpolymer/Carbon Black Composite

In the field of small energy conversion under heat surroundings, using polymers with high electroactive response has been of significant interest in the development of stimuli-responsive systems for performance materials.

Particularly, relaxor ferroelectric polymers known as terpolymer have remarkable sensory smart structures and high electrostrictive strain [72,78] .

Thanks to their conformability, small thickness allowing better heat exchange, flexibility, low density, and high dielectric breakdown strength offer several key components for actuators and sensors development.

Terpolymer P(VDF-TrFE-CTFE) has been investigated [33] for thermal energy conversion through the analysis of its dielectric response and the effect of temperature on its electric polarization. The purpose of this task is to develop and study new composites based on such materials to enhance their high permittivity terpolymer/CB composite. More specifically focusing on the effect of temperature on the dielectric response -in order to achieve a larger electrothermal response -the terpolymer was filled with carbon black nanoparticles in varied concentrations fabricated by the solution blending method as aforementioned in Material Elaborations section, page 67. This novel composite has shown potential in the development of thermal energy harvesting and micro-energy storage systems.

a. Dielectric Permittivity

The electrical characterization was presented in Figure 11 with dielectric broadband spectroscopy of dielectric permittivity real part (ε') and loss tangent (tanδ) in relation to various frequencies. Figure 11a shows the relation between real dielectric permittivity and frequency of terpolymer film and composite films at room temperature. Note here that the dielectric constant of the samples increased along with the increase of CB contents. The film with 4 % of CB by mass gave the highest dielectric constant (over 250), however, its loss tangent (Figure 11b) was significantly higher than any other samples.

Such results can be explained by interfacial polarization from conductive particles in the polymer matrix, with a small amount of energy being stored in the high dielectric filler phase affecting the increase of the net electric field in the polymer matrix. In any case of doping conductive nanoparticle in polymer, it produces defect density and breakdown path through aggregated fillers resulting in high dielectric loss and low dielectric strength [98] . These phenomena showing the temperature-dependence of the polarization and surface charges allow using the material as a pseudo-pyroelectric element.

Figure 12 The pseudo-pyroelectric working principles: (a) dielectric material with randomly dipoles arrangement (zero mean polarization) when no applying electric field; (b) a polarization appears as an electric field is applied; (c) when the temperature increases, the thermal agitation of dipoles leads to a decrease of the mean polarization, as the required energy to overcome the thermal agitation increases [33] .

The increase in temperature will play a role in the dipole alignment which leads to a decrease of both the surface charge density and the polarization. It is well known [33,72] that according to the Boltzmann statistics and the Debye/Langevin formalism, the polarization within the material matrixassuming that the material has one dominant phase-is expressed by;

𝑃𝑃 = 𝑁𝑁(𝜃𝜃)𝜇𝜇 �coth � 𝜇𝜇𝜇𝜇 𝑘𝑘 𝐵𝐵 𝜃𝜃 � - 𝑘𝑘 𝐵𝐵 𝜃𝜃 𝜇𝜇𝜇𝜇 � ( 7 
)
where P is the polarization of the material, 𝜃𝜃 is the temperature, N(𝜃𝜃) is the temperature-dependent dipole density, 𝜇𝜇 is the dipole moment, 𝑘𝑘 𝐵𝐵 is Boltzmann's constant, and E is an applied electric field. Considering that the material does not experience any phase transition in the temperature working range. The variation of polarization with respect to temperature under a constant applied electric field ( 𝜇𝜇 0 ) can be expressed as the pseudopyroelectric coefficient (p) as follow;

𝑝𝑝 = ∂P 𝜕𝜕𝜃𝜃 � 𝐸𝐸 0 ≈ - 𝑁𝑁𝜇𝜇 2 3𝑘𝑘 𝐵𝐵 𝜃𝜃 2 𝜇𝜇 0 = - 𝜒𝜒 0 𝜃𝜃 0 𝜃𝜃 2 𝜇𝜇 0 (8) 
which at low electric field operation, the pseudo-pyroelectric coefficient can be simplified using dielectric susceptibility (𝜒𝜒 0 ) and working temperature (𝜃𝜃 0 ).

c. Terpolymer CB Composites Polarization and Temperature Effects

Polarization measurements of terpolymer thin films in various percentages of CB filler (Figure 13) reveal that: (i) polarization of terpolymer and its composites indicates P-E loop which has remnant polarization nearly zero represented as the relaxor ferroelectric behavior [98,113] and (ii) terpolymer with a higher percentage of CB provided the greater polarization. As mentioned above, a high CB fraction in terpolymer leads to low dielectric strength. It is denoted that the sample can become conductive or broken during the measurement process. Because of its good trade-off between dielectric strength and dielectric response, the polarization of terpolymer with 2 wt% CB was measured for five different temperatures under a maximal applied electric field of 60 V/µm (Figure 14). These results confirm the dependence of the polarization with temperature, the latter showing lower values as the temperature is increasing.

Such a dependence temperature versus polarization can be attributed to both permanent dipole moments and ion displacement ability to rearrange under the electric field at high temperature.

The evaluation of the pseudo-pyroelectric coefficient regarding Eqs. Ultimately, this study of the relationship between polarization and electrical field for varying temperatures would yield a low-cost yet efficient way for converting energy from the thermal domain into electricity. However, to use terpolymer/CB composite as actuator applications, it probably will not be the most appropriate choice because of the limitation of applied voltages due to its low dielectric breakdown strength. Hence, terpolymers/CB composite with high permittivity will be an attractive alternative for serving as a thermal sensor or thermal energy harvesting applications under high effective electrothermal conversion. On the other hand, this polymer composite is available for use as the conductive polymer composite which will be discussed in the following section.

Conductive Terpolymer/Carbon Black Composite

Electrically conductive polymers and composites have been widely developed and studied in favor of growing usage in flexible electronic devices.

With their electrical conductivity in the range of semiconductor materials (see Figure 15), conductive polymers field has overcome the conventional polymer properties and highly compliant comparing to metals. Two main types of conductive polymers [30] are:

(1) Intrinsic conductive polymers (ICPs) -known as conjugated polymers and synthetic metals, e.g., polyaniline (PANI), polypyrrole (PPy), poly(3,4-ethylenedioxythiophene) (PEDOT) and;

(2) Extrinsic conductive polymers (ECPs) -conductive polymer composites achieved by blending conductive fillers into a polymer matrix, e.g., carbon black (CB), carbon nanotubes (CNTs), metal powders (ITO, AZO) and ICPs.

Figure 15 The comparison of conductivity range between conductive polymers composites with insulators, semiconductors, and metals (reproduced from [30] ). Note that its conductivity is in the range of semiconductor materials.

Despite the fact that ICPs or ECPs have lower conductivities than metallic materials, there are many advantages using ICPs or ECPs as conductive materials. Thanks to their flexibility, low cost, non-fragility, lightweight, and biocompatibility lead many researchers to carry forward the development of their electrical conductivities for flexible actuator and sensor applications. There have been numerous studies to investigate ICPs or ECPs for compliant electronic devices, such as:

• A stretchable scaffold made from an intrinsically synthesizing PEDOT:PSS was described to develop soft and skin-like semiconductors and conductors [76] ;

• Evoprene TM compounds have been used for polymer host filled with carbon black powder to be a smart flexible sensor [75] ;

• An elastomer ethylene vinyl acetate EVA doped with graphite and CNC-assisted was manipulated as a three-dimensional flexible electrically conductive structure for soft robotics applications [114] .

In order to demonstrate the printability of such newly developed materials numerous parameters must be considered: compatibility between conductive inks and substrate or cooperative materials; wettability (substratepolymer); surface bonding (polymer-polymer) and curing temperature. Those will play a crucial rule to optimize a full-printed actuator design -a driver goal concerning Live-Mirror development -including printed electrodes and printed EAP layers. Considering here that conductive polymer composite was selected to be our printed electrode, and using the same polymer host (based terpolymer) between an electrode and EAP actuator layer. Such a procedure reduces the complexity of ink preparation and avoids some material incompatibility issues.

Considering the performance of carbon black particle filler in terms of cost-effectivity; ease to form the conducting network under low loading; high conductivity and high surface-area-to-volume ratio; in this work, the fluorinated terpolymer P(VDF-TrFE-CTFE)(TP3) filled with carbon black powder (Vulcan XC72R) was used as a printable conductive polymer composite.

The characterization of terpolymer with CB fillers from 0% to 9% by mass, is hereafter presented:

a. Young Modulus Measurements in the lab, confirm that the effect of using conductive particle fillers introduced to the polymer matrix leads to an increase in the elastic modulus of the material composite. Figure 16 exhibits an elastic modulus of terpolymer/CB composite, which significantly increase the proportion to the filler contents. Considering rigid filler and interphase between filler and matrix, these attributes lead to promote higher tensile strength of constituent material [115] .

Figure 16 The Carbon Filler percentages on the mechanical property of the material (Young modulus) for the terpolymer (TP3) composite. The terpolymer/CB composited thin films (1 cm × 4 cm) were prepared by solution casting method (Figure 7). The measurements were handled by fixing the tensile specimen between a metal holder and a force sensor LC102-TC-10N. The samples are stretched transversely with 0.5% of strain under frequency 0.1 Hz at room temperature.

b. Electrical conductivity

In dielectric materials, the process of electronic conduction is usually represented by a linear variation of admittance value (A), measured in Siemen The following results (Figure 17) confirm that:

• Pure and 1 % of CB: the conductivity increases with frequency

showing the typical dielectric material manifested by the universal dielectric response (UDR) [116] ;

• 2 to 3 % of CB filler: the composite becomes a conductive polymer composite with σ ~ 10 -4 -10 -1 S/m presenting heterogeneous mixtures of insulator-conductor behavior;

• 4 to 9% of CB filler: the composite reaches percolation threshold demonstrating the frequency-independent nature of material composites and electrically conductive network within the polymer matrix.

According to the percolation model analysis for polymer composites, the sigmoidal-Boltzmann equation is well known to predict evidence of transition of an insulator to a conductor for conductive polymer-composite [117] .

Figure 18 confirms that the S-shaped is exhibited through the percolation threshold for all the composite systems, also the percolation model displayed a well-fitting curve to the experimental result. For example (Figure 18) at 5 wt% of CB filler, Terpolymer/CB ink reached the conductive region, which presented the conductivity of 0.57 ± 0.02 S/m. Above the percolation region (over 5% CB filler), the conductivity of Terpolymer/CB ink slightly dropped which can be assumed from CB particles generating a cluster of particle agglomeration. However, the percolation threshold depends on many factors, e.g., size, shape, dispersion, structure, volume, and conductivity of doped particles [118] . This analysis found evidence for possibly using terpolymer/5wt% of CB filler as the printable electrode by reasons of great homogeneously dispersing in polymer host, sufficiently high electrical conductivity with a low percentage of doping filler.

Figure 17 The electrical conductivity versus frequency for the terpolymer (TP3) filled with different carbon black contents. The terpolymer/MEK/CB solution was prepared by the solution blending method and CB particles got well-dispersed with an ultrasonic probe.

Figure 18 The electrical conductivity as a function of carbon black particle loading presented a site of percolation threshold for terpolymer (TP3) filled with carbon black particles.

Figure 19 The electrical conductivity in the percolation region as a function of the electric field of terpolymer (TP3) filled with different carbon black loading from 4 to 9% by mass.

We observed the conductivity behavior of high CB fraction above the percolation regime (see Figure 19). The conductivity values lapse over a frequency of 10 4 Hz. The conductive terpolymer CB composite has heterogeneous phases of the polymer matrix and conductive particle. Thus, we can assume our terpolymer composite as a capacitive-like material modeled as RC parallel circuit [START_REF] Kremer | Broadband Dielectric Measurement Techniques[END_REF][START_REF] Kahouli | Tech. l'ingénieur Matériaux isolants en électrotechnique[END_REF] (Figure 20). We determined admittance value: A based terpolymer doped CB above percolation region (doping CB≥4wt%). As confirmed in Figure 20a, when the frequency of input voltage reaches to the high region (over 10 4 Hz), the admittance magnitude has a significant reduction corresponding to Eqs (12). Terpolymer doped with high CB concentration (4%-9% by mass), have their resistance and capacitance approximately between 2-10 ohms and 360 nF respectively with the film thickness of 64 µm. Considering the admittance model according to Eq. ( 12), the cutting frequency under AC voltage is predominantly influenced by material resistance.

1 Z total = 1 Z R + 1 Z C ; Z R = Resistance and Z C = Reactance (9) Z = R 1 + j(2πf)RC (10) |Z| = R �1 -(2πfRC) 2 (11) 
|A| = �1-(2πfRC) 2 R ; A = 1 Z ⁄ (12)
Compare the cutting frequency given by experimental measurement (Figure 19) with respect to empirical modeling using Eq. ( 12) of the conductive sample above the percolation region (over 4 wt% of CB added). Both results showed an averagely cutting frequency of around 73 kHz presented in Figure 21. The unstable measured data of cutting frequency (Figure 19) conceivably affect by the agglomeration of CB particle which provides an inconsistent resistance value to the material composite. In this work, we focus on operating the polymer actuator at a lowfrequency range (lower than 50 mHz), which will serve Live-Mirror application focusing on an active optic controlling system (no high bandwidth requirement). This means that the effect of the AC filter at a very highfrequency range could be neglected.

Plasticized Terpolymer for Soft Actuators Optimization

How to dope and to control a customized polymer? -The basic formulation of plasticizer substances attempts to decrease the attraction between the polymer chains improving its elasticity. Amongst several categories of plasticizers, the phthalates and adipate type comes out as the more compliant for the soft actuator applications. The phthalates and adipate are characterized by low volatility, water-resistant, inexpensive, and low acute toxicities [12][13][14] . Their manufacturability relies on reacting phthalic anhydride with alcohols, which range from the methanol & ethanol (C1/C2) to the tridecyl alcohol (C13), either as a straight chain and/or branching. In the end, two types of plasticizers: (1) Diisononyl phthalate (DINP) and (2) Dioctyl adipate (DOA)

were used to investigate an optimized plasticized terpolymer for forceactuator. Both plasticizers are more effective at stabilization and durability comparing with other low phthalates plasticizers [13] as shown in Table 4.

Table 4 The general properties In this work, the plasticizer molecules DINP and DOA were selected to dope the P(VDF-TrFE-CFE) terpolymer in order to achieve high mechanical deformation and high driven force operated through an externally applied electric field, as requested by an optimized soft actuator. The material composite electrical and mechanical characterizations are described below.

DINP and DOA Improving Terpolymer Electrical Properties

The electrical characterization was presented with dielectric broadband spectroscopy of dielectric permittivity real part (ε') and loss tangent (tanδ) in relation to various frequencies. The dielectric constant of the terpolymer significantly enhanced as a function of the plasticizer contents (DINP and DOA). In such a way making the use of the high molecular weight and a liquid plasticizer agent can serve as the secondary phrase inside the polymer matrix.

This means that there are an increase of the free volume and the distance between polymer chains consequently improving the charge mobility for the modified with respect to the pure terpolymer [12] .

The dielectric relaxation of plasticized terpolymer Figure 22, where Tanδ behavior confirms that the ionic conduction of polymer appears at lowfrequency range, and its dissipation factors contain dipolar relaxation losses, ionic conductivity and interfacial phenomena [34] . In particular, a terpolymer with higher plasticizer contents, both DINP and DOA, presents a shift of interfacial relaxation regime, e.g. the loss Tan δ versus frequency (Figure 22), toward higher frequency. Note the fact that plasticizer incorporates to the amorphous phase of the polymer matrix, the agent remains independently without attaching to the primary polymer chain [12] .

Both ionic conductivity and interfacial polarization of polymer composite doped with high plasticizer content may take less time to be completed its polarization [12,34,[START_REF] Capsal | Sensors Actuators[END_REF]121] as providing the shift of relaxation peak to a higher frequency (Figure 22). This prominent peak attribute superior charge mobility generated by larger amorphous domain in the terpolymer doped high plasticizer content. Also, the dielectric loss increased as a function of the plasticizer fraction, indicating that the loss of energy mostly depends on the defect sector (large free volume) and free charge attribution. 

DINP and DOA Improving Terpolymer Mechanical Properties

The mechanical property defined as the Young modulus (Y) was measured under dynamic stretching at 0.1 Hz. Tensile specimen size of 1 cm × 4 cm was fixed between a metal holder and a force sensor (Doerler Mesures LC102-TC-10N). The mechanical characterization of the samples through the measurements of Y (Figure 23) related to the electrostriction performance was presented in Eqs. ( 2)and (3). Note that Y decreases with increasing plasticizer fraction, particularly terpolymer filled with DOA content yielding lower Y with respect to terpolymer doped DINP (see Figure 23a). Based on the main characteristics of the plasticizer (in Table 4), plasticizers in the adipate group (DOA) have higher gelation and fusion temperature with respect to those in the phthalate group (DINP); 𝑇𝑇 𝑚𝑚 𝐷𝐷𝐷𝐷𝐷𝐷 =-70°C ‹ 𝑇𝑇 𝑚𝑚 𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷 = -43°C, which can provide superior flexibility at low temperature [12] . Note that the sample were at room temperature.

The plasticizer agent was usually used for reducing tensile strength and improving the flexibility of the polymer. Notably, with diisononyl phthalate (DINP), the short-chain of phthalate including polarizable benzene nucleus tends to provide great flexibility and faster fusion to polymer matrix with respect to other current industrial plasticizers [12] while does not overthrow mechanical property of polymer host. In the end adding DINP agent leads to reduced Young modulus (see Figure 23b) and thus enhanced electromechanical coupling of EAP, but plasticizer filler quantity should be limited in order to neither create polymer failure nor deteriorate dielectric breakdown strength. 

Dielectric Strength (Breakdown Electric Field)

The electrical breakdown probability of plasticized films was examined using a DC ramp waveform at a rate of 500 V/s. The breakdown measurement setup consists of a wave generator (Agilent 33220A) and a high-voltage amplifier (Trek 20/20C).

Regarding the limitations of EAP actuator ability, an exceeded current flow through a dielectric medium can cause dielectric breakdown during the voltage operation. The DC breakdown strength probability of plasticized terpolymer is analyzed via the Weibull probability P(E):

P(E) = 1 -exp[-(E/λ)] k ( 13 
)
where E is the breakdown electric field of each sample, 𝜆𝜆 is a scale parameter portrayed as the breakdown voltage at 63.2% of breakdown probability, and k is data distribution or standard deviation of the experiment.

Figure 24 shows the breakdown probability of modified terpolymer with various amounts of DINP and DOA plasticizer. The dots represent the experimental measurement of the breakdown probability whereas the solid lines show the fitted models based on Eq. ( 13). Excellent coherence between experimental and theoretical results has been achieved, allowing us to determine two pertinent parameters accurately, i.e. the data distribution (k), and the scale parameter (𝜆𝜆) corresponding to the breakdown voltage at 63.2% represented in Table 5.

The result revealed that terpolymer filled with the maximum plasticizer As a consequence of some defections in modified terpolymer (free volume), increasing the plasticizer content can limit the operating voltage, which will minimize the strain production. Confirming one of the goals for the Live-Mirror actuators system, the new optimized material is more adaptable for low electrical input applications.

Electrical Conductivity

The electrical conductivity of modified terpolymers follows a classical dielectric material conductivity curve throughout various frequencies displayed in Figure 25. Both plasticizer fillers (DINP and DOA) provided DC plateau, σ DC, (frequency-independent ionic conduction), and enhancement of AC conductivity, σAC, (frequency-dependent electronic conduction) in the highfrequency range. In general, at low frequency, the contribution of material losses (leakage current) is due mostly to electrode polarization or interfacial polarization (Maxwell-Wagner-Sillars) and charge migration. At highfrequency ranges, dipole relaxation is taking place while occurring dielectric losses in resonance regimes (atomic polarization and electronic polarization [114,[START_REF] Kahouli | Tech. l'ingénieur Matériaux isolants en électrotechnique[END_REF]122] . Practically, dielectric material reacting to a given frequency could be explained simply with R-C parallel circuit whose impedance depends on angular frequency [122] .

According to the electrical conductivity mechanism of dielectric materials [116] , the DC conductivity (plateau region at low frequency) of plasticized terpolymers increases with increasing filler content (see in Table 6). This effect caused by the impurities within terpolymer host that the higher plasticizer content allowing more elevated charges and ions mobility in ionic conduction. It is also worth noting that terpolymer filled with DOA having its 

III. Electromechanical Performance and Multilayer Design

Actuator is a type of transducer device being categorized by a mechanical output responding to the external voltage stimuli. In order to demonstrate the actuator performance, the ability to convert between an electrical signal into a mechanical movement of the modified EAP is presented in this chapter. We investigate the electromechanical activity of pure terpolymer and its plasticized composite both experimentally and theoretically.

The measurement technique is mainly aimed to observe the deformation of the actuator sample in thickness direction called longitudinal strain (S33). This electromechanical test can enlarge the actuator optimization and operation constraints suited for the actuator application approach.

Electromechanical Characterization Technique

The setup for the characterization of the electromechanical actuator consists of the high-voltage amplifier, the waveform generator, the noncontact capacitive sensor, and the sample holder presented in Figure 26. This experimental test bench was designed to investigate the longitudinal strain (S33) generated by the EAP electromechanical conversion. Under an exciting input voltage, the material deforms itself due to the electrostrictive effect attributed to the Maxwell stress and electrostriction force as mentioned in chapter 2, section Electrostrictive Material Models. This material deformation leads to the motion of the pole standing on the actuator sample and creates a variation of the capacitance of the air-gap between the pole tip and the capacitive sensor head. Such a variation was converted into a voltage which was used to measure the displacement of sample deformation. The sensitivity of the capacitive sensor is 0.1 mm/V. In this experiment, we observed the longitudinal strain calculated by dividing the displacement to the initial film thickness.

Such soft actuators, the non-uniform flexure motion of a sample is a major cause of error in the strain measurements. Consequently, the film samples were placed on horizontal brass disks of 20 mm diameter to avoid measuring a parasitic flexure motion (see Figure 26). The error from the undesired flexure motion can be reduced by applying a slight preload to an active area of the sample. By having the slight preload integrating to the electromechanical characterization test bench, we can make sure that the sample has full contact and lying parallel to the sample holder.

Figure 26 The setup of the displacement measurement using a capacitive displacement sensor to measure the electromechanical activity of the electrostrictive polymer. The sample holder consisting of the moving structure including the rod and the two discs having the initial weigh of 5 grams was created to measure the longitudinal strain of EAP actuators. An external load can be inserted into this sample holder structure to simulate the weight of a piece of glass in live-mirror applications. All the data were monitored and recorded via DEWE Soft (SIRUS STG), followed by a post-treatment with OriginLab ® .

Intending to create an electric contact, a second brass disk positioned on the top of the film enabled to easily apply an electric field. The whole moving structure including the pole and the two discs depicted in Figure 26 having the initial weight of 5g, which was considered to be suitably small stress (~0.15 N/cm 2 ) that did not affect the movement of the material. To simulate the preloads that represents the weight of a deformable mirror, several metal pieces were successively put on the film as shown in Figure 26. Analysis in the actuation behavior of the developed material was carried out by evaluating the strain behavior as functions of applied electric fields and external loads.

Indeed, actuator performance is not only evaluated by its maximum displacement in free charge but also by its blocking force under very low or zero displacement. Thereby, force measurement was investigated in this study to define the maximum force generated by the developed EAP actuator under a given electric field.

Electromechanical Performance 1. Electrostrictive Phenomena

As reported in literatures [34,35,121,123] , a pure terpolymer and a plasticized terpolymer confirm the electrostrictive behavior. Furthermore, with respect to classical ferroelectric polymers, this class of EAPs offers the technological advantage of no poling steps (or polarization process) required before their use.

Figure 27 highlighted the non-linear relation (with hysteresis) between an applied electric field and the resulting strain on the modified terpolymer sample. The mechanical strain response shows a quadric dependence with the applied electric field and its direction is not dependent on the polarity of the voltage excitation. Note that the terpolymer doped plasticizer DINP performed the relaxor electrostrictive effect with significant-high longitudinal strain driven, i.e. S33 ~ 0.2 % under E=10V/µm. The current evolution versus the electric field enables to confirm the capacitive behavior of the polymer relating to typical hysteresis losses of EAPs [34,35] .

Figure 27 The longitudinal strain (S33) and generated current of terpolymer doped with 10% DINP under sinusoidal excitation field of 10 V/µm.

The generated strain under applying the electric field (Figure 27) is occurred by the contribution of Maxwell stress and electrostrictive strain from the dipole moment alignment of the EAP material. Such a transitory strain response is driven by a bias AC voltage (sinusoidal 50 mHz) started from a positive voltage region (green arrows, stage 1-3) and reversed back to a negative voltage region (blue arrows, stage 4-6). This hysteresis strainversus-electric-field response displays the electromechanical losses generated by the sample during actuation, which depends on the electric field variation and mechanical property of the electrostrictive materials [124] .

Strain Measurement under Applied Electric Fields

One of the key features reflecting actuator performance is the electromechanical coupling that can be characterized by the conversion between the strain (S33) and the applied electric field (E3). Figure 28a and Indeed, the apparent limitation of actuator performance can refer to an electrical breakdown field of materials that will limit the electromechanical conversion rate. Moreover, the ability to generate force can be limited by material dielectric permittivity and actuator operation system, i.e. the EAP actuator material will be operated under an external preload.

Note that the final purpose here is not only to achieve the greatest strain actuation but also to have a reasonable electric field operating range, providing in such a way a better range to the material choices for suitable actuator applications. Figure 30 shows the achievable strain as a function of the intensity of the electric field and the slope of each curve refers to the electrostriction coefficient (M33). As observed from material characterizations, the sample with extra plasticizer added (Plasticized++) or above 10% of DINP has a larger M33 value. However, its electric field rupture of Plasticized++ is relatively low which possibly limits electromechanical conversion output. On the other hand, with low plasticizer content or below 6% of DINP including pure terpolymer (Pure) have significantly lower actuation ability related to an applied electric field. That makes pure materials and low plasticizer contents required high input voltage to drive sufficient strain. In the end, such a tradeoff between the strain actuation and the dielectric breakdown strength dictates the optimized EAP -terpolymer filled with 8 to 10% of plasticizer (Plasticized+)-to be used as force actuators for our Live-Mirror development.

Figure 30 The achievable strain versus maximum electric field squares (electric breakdown field) represents the electromechanical performance depending on plasticizer loads (Pure = DINP0-6%, Plasticized+ = DINP8-10%, and Plasticized++ = DINP >12%).

According to the optimized plasticized terpolymer, we determined the strain response results of terpolymer doped with 8wt% DINP operated through different experimental conditions as demonstrated in Figure 31. All the experimental measurements were operated with unipolar 50 mHz sinusoidal electric fields. The strain response was characterized by a hysteresis versus applied electric fields. In particular, the electromechanical hysteresis curve in Figure 31b reflects the electromechanical losses generated by the sample during actuation [34,72] . This hysteretic behavior attests to a phase shift between the mechanical response and the applied electric field.

Regarding the limitations of actuator performance, Figure 31c andd illustrate some experimental results of S33 of modified terpolymer actuated under different applied external loads. Significant loads from 0.76N to 2.74N

were exerted on the sample under different electric field values. The results

show that S33 slightly decreases when an extra force is applied to the actuator samples, as shown in Figure 31c. Considering the ability to generate a strain of terpolymer doped 2 to 12 wt% DINP under the same amount of preloads and electric field excitation (Figure 31d), the higher plasticizer content remains higher strain actuation under an extra force application.

Note that it is difficult to investigate the blocking force experimentally because these plasticized terpolymers including other electrostrictive materials have extremely high blocking stress as reported in literature reviews [25,[START_REF] Asaka | Soft Actuators: Materials, Modeling, Applications, and Future Perspectives[END_REF]43,[START_REF] Ahmed | Electroactive Polymer-Based Materials for Responsive Origami-Inspired Structures[END_REF][START_REF] Yin | Modification of Electrostrictive Polymers and Their Electromechanical Applications[END_REF][START_REF] Cottinet | Actionnement et Récupération d'énergie à l'aide de Polymères Électro-Actifs[END_REF][START_REF] Capsal | Elaboration Et Analyse Des Proprietes Physiques De Nanocomposites Hybrides Ferroelectriques[END_REF][START_REF] Bashir | [END_REF][70] . However, the blocking force we achieved from the plasticized terpolymer is far from the preload condition in the Live-Mirror application requirement (1N). The blocking stress limitation of our optimized modified EAP can be neglected. 

Current Behavior of Plasticized Terpolymer under High Applied Voltage

The current generated from the modified terpolymer under high voltage (HV) presents an unconventional behavior (Figure 32) when compared to those of pure terpolymer and other electroactive polymers [34,35] . This phenomenon might be explained by the impact of the modification of the terpolymer matrix due to the plasticizer filler. The plasticizer molecules tend to mix with the amorphous phase of the material host, which leads to a decrease in the regular chain density of the material. Since the plasticizer agent is used to increase the elasticity of the polymer, the mobility of polymer chains, including free charges and ions, are increased in the same way.

Figure 32 shows that by increasing plasticizer contents, the generated current of the modified terpolymer started a reversal direction (dropping down) with a certain applied electric field. Theoretically, the leakage current of dielectric material should increase proportionally to an increase of the input voltage according to Ohm's law. Alternatively, the generated current of plasticized terpolymer carries on a gradual decrease until the maximum input voltage. This phenomenon can be explained by the polarization behavior of the plasticized terpolymer as described below.

As shown in Figure 32 A similar pattern of results was obtained in Figure 33 presenting the generated current of terpolymer doped 10wt% DINP operated under different high input electric fields. At the same amount of plasticizer content, increasing an input field excitation provides an indifferent reversal point of generated current. According to the ohmic loss (I=V/R) in a dielectric material, the result of generated current seems to have higher losses at the lower HV input as can be seen from the estimated loss represented with the dashed line in Figure 33.

While at higher HV input, the measured current provides relatively saturation in losses. As aforementioned, the plasticized terpolymer is more attainable to reach the polarization saturation activities with respect to the pure terpolymer.

Thus, the plasticized terpolymer contributes to lower loss (low ionic conduction) throughout the HV operation range as presented in Figure 34. The saturation in polarization provides evidence to enlarge the dielectric breakdown field of the sample under HV operation, even if loss tangents (Tanδ) measured at low voltage (from BDS) are high. The different of loss contribution [35] under the different intensity of voltage operation cab be explained as follows:

(1) At low voltage: the sample maintains spontaneous ions distribution causing ionic conduction & electronic conduction referred as a material's losses;

(2) At high voltage: the distribution of the ions is reinforced to have a significant hetero-charges separation which leads to having a local electric field against an electron motion resulting in a decrease of electronic conduction.

This phenomenon is apparently caused by the greater chain mobility of plasticized terpolymer related to pure terpolymer -incidentally, plasticized terpolymer remains mysterious circumstances and it is still challenging to study the nature of plasticizer filler effect.

Figure 33 The generated current of terpolymer filled with 10%DINP as a function of applied electric fields (sinusoidal unipolar 100 mHz) with its loss's estimated guideline.

The spikes came from an electric arc in the experimental measurement.

Figure 34 The evaluated electrical conductivity (estimated losses) of terpolymer doped 10wt% DINP as a function of applied electric fields.

Empirical Modeling with Debye-Langevin Formula for HV Operation

The plasticized terpolymer here developed produces an unconventional current under HV operation, such a behavior calls to consider a non-linear dependence of the dielectric permittivity. In order to have an accurate electrostrictive material model, the dielectric permittivity of the modified terpolymer was determined under HV operation and also because it is a semicrystalline polymer, an inherent microscopic parameter of this dielectric material can be induced polarity in the crystalline phase, allowing to create huge dipole moments in amorphous regime mainly caused by interfacial phenomena, i.e. Maxwell-Wagner-Sillars (MWS) polarization. Note that Capsal et al., (2012) [72] reported the possibility to use the Debye/Langevin formalism predicting an actuation ability of electrostrictive effect in dielectric materials. Thus, the relative permittivity under a high electric field 𝜀𝜀 (𝐸𝐸) ′ is:

ε (E) ′ = 3�𝜀𝜀 (E 0 ≪E) ′ -1� �(E SAT E ⁄ ) 2 -�1 sinh 2 � E E SAT � � �� ( 14 
)
where 𝜀𝜀 (E 0 ≪E) ′ is the dielectric constant at a very low electric field, 𝜇𝜇 is the local applied electric field, and 𝜇𝜇 𝑆𝑆𝐷𝐷𝑆𝑆 is the saturation electric field or an electric field required to reach the non-linear zone whereas 𝜇𝜇 ≪ 𝜇𝜇 𝑆𝑆𝐷𝐷𝑆𝑆 . In such a way, the estimated losses under high input voltage (Figure 33 and Figure 34) could enable to evaluate the capacitive current as a function of applied electric field being as follows:

𝐼𝐼 𝑡𝑡𝑡𝑡𝑡𝑡 = 𝐼𝐼 𝑐𝑐𝑐𝑐𝑐𝑐 + 𝐼𝐼 𝑙𝑙𝑡𝑡𝑙𝑙𝑙𝑙 ( 15 
)
where 𝐼𝐼 𝑡𝑡𝑡𝑡𝑡𝑡 is the total current generated by sample, 𝐼𝐼 𝑐𝑐𝑐𝑐𝑐𝑐 is capacitive current and 𝐼𝐼 𝑙𝑙𝑡𝑡𝑙𝑙𝑙𝑙 is leakage current obtained by an estimated loss under HV operation.

The reliability of the estimated current using Eqs. ( 14) and ( 15) is correlated with the experimental current measurement (Figure 35). The measured current is a capacitive current given by the subtraction of leakage current (estimated loss or conduction current) from the total measured current [35] . The dielectric permittivity under HV operation of plasticized terpolymers evaluated through Eqs. ( 14) and ( 15) is presented in Figure 36.

Figure 35 The evaluated electrical behavior represented with the capacitive currents of a plasticized 10%DINP terpolymer under applied electric field E=20V/µm between estimated model and experimental measurement.

(a) (b) Figure 36 The relative dielectric permittivity of terpolymer filled DINP from 2-12 % by mass measured and calculated from the Debye/Langevin evaluation model.

The results in Figure 36 show that the dielectric constant of the terpolymer and its composites behave non-linearly under HV operation. These non-linear permittivity results are directly in line with the previous discussion on current behavior. We believe that the higher DINP doping content in terpolymer is able to reach the saturation in polarization under a lower HV. As shown in Figure 36, the permittivity tends to decrease when increasing an applied electric field. This result can be explained by the mobility of dipole moments that they are no longer tilted and/or oriented over the saturation electric field. In this circumstance, the material polarization became saturated related to the decrease of dielectric susceptibility.

According to the empirical modeling; an estimated permittivity from Eq. ( 14) allows us to evaluate the electromechanical response of plasticized terpolymer under HV operation. Instead of employing the relative permittivity (𝜀𝜀 ′ ) under low voltage characterization, the following strain response (𝑆𝑆 (𝐸𝐸≫𝐸𝐸 0 ) ) under HV input can be inferred from the relative permittivity (𝜀𝜀 (𝐸𝐸) ′ ):

S (E≫E 0 ) = ε 0 ε (E) ′ Y E 2 (16) 
Eqs. ( 14) and ( 16) could devote the evaluation of electromechanical properties under HV input especially in the case of plasticized terpolymer.

Figure 37 presents the estimated longitudinal strain, calculated through Eq ( 14)

and ( 16), under maximum input electric field of 20 V/µm.

(a) (b) Figure 37 The estimated strain of (a) plasticized terpolymers under applied electric field up to 20 V/µm and (b) the comparison of strain response of terpolymer filled 8wt% DINP between experimental measurement and strain model estimation as a function of an applied electric field.

The result in Figure 37a reveals electromechanical strain that agrees with the expectations based on the theoretical electrostrictive material properties. The S33 evaluation model shows reasonable success fitting the experimental result (R 2 = 0.872) in Figure 37b. There is a small difference between experiment and model value because the experimental results were measured under preloading of 1.42 N while the evaluation modeling was considered as freely electromechanical strain. It is interesting to note that the samples with DINP fillers content above 8 wt% can reach the strain saturation at a lower voltage which will limit actuator performance in terms of electric field excitation. Thus, the figure of merit under different operating conditions should be taken into consideration. Considering the figure of merit of free strain generated (no preloads) by employing Eq. ( 4) from Chapter 2, it seems that the higher DINP content would provide greater FOMstrain (by increasing the relative permittivity and decreasing the Young modulus of the material host). Nevertheless, the nonlinear permittivity of plasticized terpolymer under HV operation does seriously impact its electromechanical performance. Figure 38 presents the figure of merit of the ability to generate strain under different levels of high input electric fields. Under low related applied electric field (E=10 V/µm), terpolymer filled with 12 wt% DINP gave the highest FOMstrain with respect to other lower DINP filler contents. Meanwhile, its FOMstrain value dropped drastically after the input voltage is increased up to 20 V/µm, and so on. In order to remain actuator ability under high applied electric field, the optimized DINP content has been selected between 8-10 % by mass.

Another limitation on actuation ability is the dielectric breakdown probability which would limit the actuator operation range. We considered the relation between strain generated under E=10 V/µm and breakdown electric field (EBD) shown in Figure 39. Even if terpolymer doped 12wt% DINP produced significantly larger strain comparing to the others, the limited electric field operation range is related extremely low. The results of FOMstrain presented in Figure 38 shows the agreement with the strain response in Figure filler) can be a good actuator candidate in this work.

Figure 39 The strain generated under activated field 10V/µm of terpolymer added DINP 0 to 12wt% by reference to their breakdown field (EBD). This empirical modeling enables the prediction of advanced EAP actuator electromechanical performance, which explains how plasticized terpolymer actuator dynamics will be. On this basis, we can take advantage of this advanced electromechanical model to design the Live-Mirror prototypes and model the force-actuator controlling system in future development.

Multilayered Actuator 1. EAPs Multilayer Initiative

The technique to achieve extremely high permittivity while keeping low losses and high displacement/load are developed here -the multilayer design.

Considering the fundamental concepts of electricity, we can bypass the chemical material modification and work on the circuit of the electronic component. An EAP actuator can be considered as a capacitor. If the EAP films or capacitors are connected in parallel, a common voltage is supplied across them, and total capacitance is equal to the sum of all the individual capacitances.

The simplest design to connect EAP films in parallel is to building a multilayer stack layer-by-layer of films -a multilayer EAP.

To investigate the multilayer actuator, the pure terpolymer and plasticized terpolymer films were structured as a multilayer stack by depositing up to n layers where n is the number of layers. These multilayer stacks were modeled as a structure of capacitors in parallel mode with their capacitance increasing directly proportional to n. The main goal here is to investigate a multilayer actuator performance to achieve extremely high permittivity while keeping low losses and the same voltage input. The preliminary consideration is that the permittivity is linearly increased in terms of the number of layers.

Based on the electrical connection of every single film, the multilayer film was modeled as a structure of parallel capacitors and its resulting capacitance C is:

𝐶𝐶 = � 𝐶𝐶 𝑖𝑖 𝑛𝑛 𝑖𝑖=1 ⇒ 𝐶𝐶 = 𝑡𝑡𝐶𝐶 0 ( 17 
)
where Ci is the capacitance of the layer i, n is the number of layers, and assuming the capacitance of the n layer is the same C0.

Multilayer Strain Boosting

Multilayer Stack Fabrication

The multilayer structure actuator presented in 

Electromechanical Performance of Multilayer Stack

For the multilayer sample deformation test, the displacement measurement is given by an EAP multilayer stack generally shows higher measurement precision than the single-EAP-layer sample. Thanks to its superior thickness and less flexibility, we are able to reduce a parasitic-motion effect in the multilayer stack design. The measurement was examined using the electromechanical test bench presented in Figure 26.

a. Total Strain VS Number of Layers

Figure 41 presents the total longitudinal strain (Stotal) of the pure and the plasticized (10% DINP) terpolymers multilayer for n=1 to 6 layers. The total strain was evaluated considering that Stotal ⇒ n Smeasured. The result in Figure 41 shows that the multilayer actuators, both pure and plasticized stacks, provide significantly large strain response with respect to the single-layer actuators. In particular, the 6-layer stack of plasticized terpolymer generated 10 times of strain actuation higher than the single-layer plasticized terpolymer under the same field excitation at 10 V/µm. This preliminary result of a multilayer stack delivers the EAP potential carrying through the extraordinary electromechanical conversion operated under a low related electric field. 

Summary

The actuation performance of modified terpolymer was demonstrated through its electromechanical conversion potential. We observed an unconventional current behavior of plasticized terpolymer under high voltage operation. The results demonstrated that plasticized terpolymers apparently contribute lower loss (observed through the saturation of the estimated leakage current). This effect could enlarge to increase the electric breakdown field of the sample. Furthermore, the empirical modeling for the modified terpolymer strain prediction was described in this chapter. Overall, the optimized plasticized terpolymer and the multilayer actuator could attain a large strain response under a lower HV operation. The results proved that these advanced actuators have sufficient electromechanical performance to complete the force-actuator system in the Live-Mirror application.

CHAPTER 4

IV. Live-Mirror Application

Live-Mirror Project

Recently the worldwide astronomical community is making an effort to create the World's largest telescope (Figure 44) named the Exo-life Finder (ELF) to discover life on extrasolar planets [8] . Our interdisciplinary approach "Live-Mirror Project" aims to create the next generation of large mirrors using EAP actuators and sensors without classical abrasive polishing of glass.

The novelty is to replace classical rigid and heavy optical mirrors with live and light dynamic optoelectronic systems. These consist of a thin optical glass sheet actively (live) supported by many-degree-of freedom forceactuators/sensors integrated and miniaturized via additive manufacturing and 3D printing. Such a novel development is distributed amongst three key new technology components:

1. A deterministic, non-contact, glass slumping (DNCGS) technique that generates optically accurate aspheric shapes from commercial (window glass) fire-polished "float" glass with an extremely smooth optical surface which is never abrasively polished;

2. Active shape control with many-degree-of-freedom force actuators which will be achieved by the development and optimization of advanced EAP systems for the proof of concept. The design and optimized additive EAP manufacturing should be developed here in order to obtain the various actuator shapes suited for mirror surface defaults;

3. Hybrid structures and optical model which require a fast and efficient optical calibration model for a controlled surface image and its image surface calibration algorithms.

Figure 44 The ELF design configuration consists of 16 parabolic apertures (M1i) with diameter 5m-each, a secondary mirror (M2i) with a diameter of 115 mm, and subapertures mechanically arranged on a 28m in diameter rim [8] .

The development, optimization, and manufacturing of advanced additive EAP systems -key technology #2 -for the Live-Mirror project is the main part and has been accomplished in this thesis. We expect to fabricate these light-weight mirrors as a hybrid material composed of two layers of mm-scale thick glass with interspersed layers of EAP material with a final very light mechanical truss. In the particular case of an optical telescope for astronomy [8,10,16] printable 200 micron-scale thick layers of plasticized terpolymer can have areal energy density sufficient to bend mm-scale thick glass by several microns. These mirrors would not be abrasively polished, the first EAP layer essentially 'polishes' the reflecting surface of the commercial, fire-polished glass to micron scales using shear stress (acting from the backside).

Large telescopes presently planned or under construction are massively segmented telescopes like the European Extremely Large Telescope (EELT) [16] or the Thirty Meter Telescope (TMT) [START_REF]Thirty Meter Telescope Astronomy's Next-Generation Observatory[END_REF] which use L i v e -M i r r o r A p p l i c a t i o n | 125 "Keck-era" [START_REF] Keck Observatory | Keck I And Keck II Telescopes[END_REF] optics. Their mirror sub-apertures create a dynamically rigid primary optical surface from 100's of 1m-scale, few-cm thick mirrors.

Thus, Live-Mirror is designed to build the next generation of extremely large telescopes, decreasing the mirror mass density significantly and thus lower the cost greatly since this payload mass sets the cost scale for the entire optomechanical structure.

In the future, we want to use hybrid and multilayer doped terpolymers to make smart remote sensing systems. This pushes development towards optimized and miniaturized EAP actuator-sensors. For instance, with 3Dprinted terpolymers with flexible electrodes on the back of a mirror, manyactuator degree-of-freedom optical elements will be possible for more advanced in automated manufacturing in various shapes suited for local surface correction. The ultimate goal is to demonstrate a novel hybrid "smart" metamaterial with superior stiffness-to-density ratio mechanical properties for general optical applications.

Live-Mirror EAPs Conceptual Design

Classical EAPs such as Polyurethane, Silicone-based require extremely high input voltages to reach sufficient mechanical strain. In particular ferroelectric based polymers (PVDF or P(VDF-TrFE) require electrical pre-poling and pre-stretching [17,18] for film elaboration to align polymer chain and dipole moments, which would be more complex through 3D printing technology. In our goal case, the Live-Mirror active optics application requires a high-efficiency force-actuator to deform the mirror surface and the integration of 3D printing technology within manufacturing processes. Thus, terpolymers will serve those requirements because they exhibit a large electromechanical strain and so not requiring the poling and pre-stretching. The electromechanical performance of EAPs can be limited when they work against an external load in an actuator device system. Indeed, studies have shown [15,43] that the figure merit of the blocking force strongly depends on the dielectric permittivity of the material. Investigation on the blocking force, reveals that plasticized terpolymer exhibits the largest blocking force as illustrated in Figure 4 

EAP Actuator-Sensor Hybrid System

Recently, our research collaboration introduced a novel hybrid dynamic live-optical surface technique [8,10,11] in the Live-Mirror project. We have investigated the feasibility of an advanced EAP using plasticized terpolymer and its multilayer structure yielding a remarkable electromechanical strain. By integrating force-actuator elements to the back of the mirror (Figure 45), the strain given by the actuated EAP can produce an active and live mirror. The level of mirror wavefront deformation depends on the ability of force-actuator to generate electromechanical strain. Figure 45b illustrates the conceptual design for a hybrid dynamic structure which consists of:

(1) optic elements comprise the front mirror (control surface), and supported glass (reaction surface);

(2) active systems constituted of the multilayer EAP actuator for global surface deformation, the shear EAP actuators for local curvature correction (here dubbed electronic-polishing), and surface force sensor;

(3) inactive sections involve a soft elastomer layer used for filtering local forces transferring between multilayer and shear EAP actuators, and mechanical supporting system. 

Live-Mirror Prototypes Proof-of-Concept

Displacement Measurement Techniques

Interferometric Dynamic Calibrator

The set-up for the displacement measurement over the Live-Mirror prototype is operated through an interferometric dynamic calibrator (Figure 46). This technique is used to validate the dynamic activity by measuring the deformation of the surface of the front glass, the control surface (Sc). To receive the positional signal back to the laser head, a small mirror was placed on Sc at the measured position. The sample was subject to a sinusoid voltage of 50 mHz. The built-in receiver system will record the positional motion in real-time and indicate it through a software interface as can be seen in Figure 46-Right. To map the Sc deformation on a 3D image with XYZ coordination, we considered the motion signal as the Z deformation and the XY coordinate plane as the Sc dimension. The small mirror was swept through Sc both horizontally (X-axis) and vertically (Y-axis) intending to measure the Sc deformation with centimeter resolution in each case.

Figure 46 The interferometer dynamic calibrator setup with the Live-mirror prototype for measuring the deformation of the dynamic control surface (Sc) deformation under subject to an alternating sinusoidal input voltage. A high-resolution interferometer laser (AGILENT 5519A HeNe Laser System) is used to measure the displacement generated by an actuator which was driven by an alternating voltage input.

Zygo Interferometer Wavefront Analysis

In order to observe the full profile of Sc deformation from the Livemirror prototype, the measurement was carried out using a Fizeau laser (633 nm) interferometer (Zygo verifire TM ), Figure 47. This technique can measure the transmitted wavefront of optical systems and assemblies. Note that this displacement measurement technique is unadaptable to the dynamic actuator operation. This means that the Live-mirror prototype is operated under DC voltage via Zygo interferometer measurement in order to provide the static deformation of the optic element by being to retain its activated shape.

The glass surface profile reveals many interference fringes with an intensity map (Figure 47-software interface) providing the information about the difference in optical path length. The surface profile of the sample can be obtained by the static fringe interpretation analysis using a Fourier transform to the intensity distribution and switches to the spatial frequency domain through the Zygo software interface. From the phase calculation-based fringe projection, we can obtain the three-dimensional surface plotting represented in (Figure 47-software interface).

Figure 47 The Zygo interferometer experimental bench used for measuring the surface profile of the optical element. The prototype sample was held with the optic element holder that can be aligned in two axes of tilt. The sample was aligned to the front of the interferometer mainframe and connected to an external voltage amplifier.

Experimental Results

Single Stack Sandwich Prototype

In order to validate the proof of concept using the EAP actuator for controlling glass surface deformation, the plasticized terpolymer multilayer stack (with n=8-layer stack, active area 20 mm-diameter) was integrated between two flat glasses hereafter called the "sandwich prototype." The schematics and experimental tests are discussed in the following subsection.

a. Prototype Schematic

The first sandwich prototype consists of two 15cm square and 3mm thick flat glass sheets set in parallel with four inactive spacers at and the multilayer single stack at the center of the two glasses (Figure 48). Figure 49 The proof of concept of the sandwich prototype-single multilayer 8-layer stack of plasticized terpolymer 10wt%DINP provides different deformation levels of two warpable glasses being pulled by the driven actuator at E=10 and 20 V/µm.

One could ask why the slightly asymmetric behavior of the displacement plots. It is due to the fact that the holder clamp forces on the glass surface were not perfectly identical. In the end, the proposed device can achieve a deformation of 10 µm with a sufficient driven force. Deformation value fulfills the requirement of actuation performance in shaping Live-Mirror goal displacement in vertical direction correction by a few microns.

c. The Control Surface Profile of Sandwich Prototype-Single Stack

A longitudinal multilayer force-actuator stack of plasticized terpolymer (10wt%DINP) on glass has been validated: sandwiched between two commercial flat circular glass plates (110 mm in diameter and 3mm thick) referred to as the control mirror surface (Sc) and a reaction surface (Sr). These two glasses were set in parallel with three cylindrical inactive spacers (Ø=0.7 mm, the thickness of 2 mm), as presented in Figure 50a. The spacers are slightly thinner than the actuators so that the stack experiences a "preload" compression force of a few N/cm 2 .

The Sc fringe profile intensity of the circular sandwich prototype without actuation (E0 = 0 V/µm) (Figure 50b). The 3D surface plot of the Sc at field 0 and 20 V/µm (Figure 50c). The result shows that the bump at the initial state of Sc was pulled down by the work of the multilayer actuator stack operated through an external applied electric field. Considering the difference between the two levels of deformation (with and without electric field), 2D cross-section lines (X-axis) were examined as shown in Figure 50d. The difference of the displacement (dz) in Figure 50d was obtained by subtracting the shape at a zero-electric field. In Figure 50d, the 2D cross-section lines are represented with the negative sign of dz that signifies a contraction of the glass sandwich in the z-direction. It was found that the magnitude of dz increases with an increase of input voltage excitation where maximum value is presented at the location of the center of the actuator. Also, the glass deformation amplitude, dz increases faster than linearly with field strength (c.f. Figure 3, page 53) as expected for the electrostrictive effect. We note that the actuator sample also expands in the transversal direction as the longitudinal actuator shrinks where the actuator stack is glued to the glass. This shear force is ignored here but will be considered and modeled in shear actuator assessments. Our proof-of-concept actuator multilayer stack creates a controllable contraction in the z-direction when it is sandwiched between glass surfaces.

The overall glass separation deformation, accounting for both surfaces, is about 10 microns for conventional high voltage drivers. Since EAP actuators are relatively inexpensive and can, in principle, be created on glass using typical additive manufacturing methods, we believe this technique is promising for the development of precise and fully 3D printed large active optical mirror surfaces.

Four-Actuator Stacks Sandwich Prototype

As a validation for an EAP multilayer stack actuator, here we advanced the sandwich prototype from a single actuator to a multi-actuator allowing the possibility of applying the input voltages independently or simultaneously. 

c. The Control Surface Profile of the Sandwich Prototype-Four Stacks

The four-actuator sandwich prototype layout is based on four actuators stacks sandwiched between two circular glasses (110mm in diameter and 3mm thick). Each actuator is composed of 10-layer of terpolymer+8%DINP with their electrodes (10 mm in diameter) and individually connected to their electronic paths (Figure 53).

Figure 53 The four actuators sandwich prototype: 10-layer of terpolymer+8%DINP with their electrodes (10 mm in diameter) and individually connected to their electronic paths.

The results show how the four actuators (Figure 54a) deform the control surface (Sc) under different levels of voltage inputs (2.0 to 4.5kV) examined on cross-section line (blue-dash) passing through Sc optical aperture and with actuator #1 actuated (Figure 54b). Note here that the measurements describe the actuated state deformation at n kV (znkV) being subtracted from the inactivated state (z0) representing the variation in Sc deformation (dz). View to simplification two voltage inputs of 2kV (red line) and 3kV (pink line) was applied to a variety of actuator positions presenting dz of the cross-section (blue dash) line (Figure 54c).

The results of both sandwich prototypes (single actuator and multiactuator) have an issue on border effects: from cross-section plots in Figure 54c, the sample border was lifted over z0 (light orange dash line) when the prototype was operated under driven electric fields. This issue is due to the holding points set up on the border of glass sandwich prototypes. Holding setups will be addressed in the further sections for precise measurement technique.

Figure 54 The Sc deformation of four-actuator stacks sandwich prototype: (a) the top view prototype presents the actuator positions and the examined cross-section line passing through Sc optical aperture; (b) the Sc deformation, dz of cross-section line when the actuator no.1 was actuated; (c) two voltage inputs of 2kV (red line) and 3kV (pink line) were applied to a variety of actuator positions presenting dz of the crosssection line.

Shear Actuator Proof of Concept

We demonstrate here the shear effect generated by terpolymer actuators that shape the glass surface via transversal shearing force. Such Figure 55 The EAP shear prototype design: a terpolymer filled with 8wt% DINP thin film and coated with gold (40mm in diameter) on both sides (top-bottom) of the electrode was silicone adhesive glued on a single circular glass sheet (110mm in diameter and 3mm thick) control surface (Sc).

b. Shear Actuator for Glass Deformation

How the actuator transfers a shear force to the glass? -View to simplification a schematic shear actuator for a single layer is illustrated in Figure 56. The production of a transversal strain (S31) depends on the applied electric field (E) to the terpolymer actuator: when E≠0 the glass surface is bent down when under the expansion and transfer of transversal strain from the terpolymer actuator single layer (Figure 56b), or/and from the terpolymer actuator composed of a multilayers structure (Seg1 + Seg2 + Seg3) (Figure 56c). The shear stress performance can be described by the ability to transfer force-generated through actuator layer thickness. In the particular case where the equal division of actuator layer into 3 segments (Seg1 + Seg2 + Seg3), the generated stress total stress (s) is produced from s1 + s2 + s3 where s1 < The invariable deformation region presents the mirror deformation being settled after reaching a certain total thickness of the actuator.

c. Multilayer Shear Actuator Prototype

To investigate the shear transversal strain force on a glass surface (Sc), a multilayer EAP proof-of-concept was developed as showed in Figure 58a: a single 2mm thick glass surface Sc with an integrated 8%DINP terpolymer 4cm in diameter circular actuator. The control surface deformation (Sc) was assessed using the Zygo laser-interferometer. Once again, we analyze the cross-section lines at (X,0) and (0,Y) through Sc (Figure 58a) to observe the deformation level in different working conditions (different applying electric field). As showed in Figure 58b andc, the Sc is significantly bent downwards when induced by a transversal strain from the EAP actuator operated under external electric fields from 0 to 18V/µm. As expected, a multilayer setup improves consequently the control optical surface displacement D, i.e. 3× for a 5-layers compared with a single layer shear actuator. However, when improving YAdhesive to very high values will limit the deformability/expansion stress of shear actuators. In such a way, the YAdhesive ≈ 20-50 MPa is the better choice being an optimized adhesive layer for the multilayer shear actuators prototype. The 3D-printed actuator was printed on the flat window glass that represented an active telescope mirror. From a conventional EAP actuator to a full-printed actuation device, we are able to show the possibility to create a free-form actuator. Importantly, 3D-printing technology is a promising step that opens the door to a large-area of electromechanical devices and actuator applications.

Dielectric Elastomer Printing

The 3D printing technology ultimately provides several advantages to diverse materials processing, such as rapid prototyping, and prints an object from a computer-aided design (CAD). In the field of additive manufacturing, 3D printer industries have developed printer adequacies serving the demand for customized products. To overcome the time-consuming process, a complex structure fabrication, and unique shape products, it is necessary to exploit the advantages brought by developments in 3D printing technological advancement.

In particular, flexible printed materials have been attractive for large-area electronic devices, e.g., wearable electronics of 3D printed: tactile sensors [START_REF] Guo | [END_REF] ; cellulose nanocrystal scaffolds for specific cell integration [128] ; photodetectors [129] ; and soft dielectric elastomer actuators [130] . The common technique used to build a structure of any desired shape of dielectric elastomer 3 D -P r i n t e d E A P A c t u a t o r | 151 printing is material extrusion [131] . This 3D printing process allows kinds of materials to be extruded to build up a platform along a predetermined path. The main and critical issue for this printing technique is to deal with the use of a fluid or solution-based material which requires the control of a variety of parameters that characterize the material/solvent: solvent evaporation rate, viscosity, flow regulation, mould temperature, chemical compatibility for multimaterial structure, etc., in order to achieve an efficient and reproducible printing process.

Recently, we reported the possibility of using an EAP based modified terpolymer as a force-actuator system in a"Live-Mirror" prototype [43,[START_REF] Thetpraphi | [END_REF] .

Because of our intention to develop the actuator manufacturing process, the immediate challenge to the 3D printing technology results in a major implication on the smart force-actuator system. We aim to assemble a unique actuator shape and to integrate actuators precisely into certain mirror positions (pitch).

To accomplish the force-actuator additive manufacturing approach, we apply the material extrusion technique to the 3D printing process.

3D-Printing Technique Interfaces

In order to use the material extrusion technique, we make use of a Hyrel 3D System 30M [133] printer which runs a proprietary Repetrel™ software and firmware. Such a printer system allows creating printing paths through regulated GCODE files (a computer numerical control programming language)

following the various designs of 3D shapes, i.e. a 3D printer STL files (format native to the stereolithography (STL) CAD software created by 3D Systems).

The software and processes are illustrated in Figure 64 to Figure 66. We obtained a consistent material deposition for the printed EAP plasticized terpolymer film with a thickness between 90-100 µm and the printed electrode layer, the conductive terpolymer composite, with a thickness between 15-20 µm. The main printing procedures are described as follows;

1) Create a 3D object: OpenSCAD OpenSCAD documents are human-readable scripts which are mostly used to design 3D printed parts and exported into STL format. The example script for creating a printed electrode layer is illustrated in Figure 64.

Figure 64 The OpenSCAD software interface used for creating 3D objects and rendering into the STL file.

2) Input & build printing paths of 3D object: Repetrel & Slic3r

After the STL file is created, this 3D object will be placed on the simulated printing bed in the Repetrel program. To accomplish the printing paths, Slic3r (a Repetrel's plug-in software) is used to generate G-code from 3D CAD files (STL or OBJ). The printing paths are generated depending on the input parameters (first layer thickness, printing pattern, line density, etc.) within Slic3r software. All of the printing parameters are presented in the following section. Here we proposed additional lines in G-code added manually in order to avoid the unwanted drop from printing processes on the glass substrate as illustrated in Figure 65. These starting and ending codes are usually added manually before the printing job begins. Figure 65 The Gcode example used for consistent material deposition additionally with the code to avoid the residual drop from the printing process.

3) Printed EAP layer

After finishing the printing job, the wet film layer on the glass substrate (Figure 66c) is required to be slowly dried at room temperature, in such a way the sample will be ready to print the next layer on the top of the dried precedent layer. The duration of solvent evaporation depends on the solvent content and thickness of the sample presented in the following section.

;---; heading codes to be added G0 Z3 ; quick move (G0) & lift up the printer head 3mm from printer bed G1 X120 Y120 F7800 ; normal move (G1) with speed 7800mm/min (F7800) to the starting position (X=120mm, Y=120mm) on printer bed G1 Z0.1 F7800 ; normal move & set the printer head 0.1mm apart from printer bed G1 X120 Y120 F7800 ; normal move to the starting position of printing pattern G1 X120.25 Y120 E0.0067 F1200 ; normal move to from X=120 to X=120.25 with material extrusion 0.0067 mm 3 

Printable Electrode Investigation General Electrically Conductive Ink Composite

There are several types of high conductive printable inks, such as nanoparticle colloid suspensions, organometallic inks, conductive polymers, carbon nanotubes, graphene oxides, and reactive inks [START_REF] Cummins | Circuit world[END_REF] . These conductive inks reveal their high potential when implemented for flexible and stretchable electronic devices. Most of the metallic based conductive ink requires sintering to reach a good conductive range and bulk content. Generally, sintering procedures of some conductive inks, e.g. silver ink, operate at temperatures of 150°C and above. However, the stretchable electronic applications need to be fabricated at low temperatures to prevent sample damage and/or degrade incorporated materials. Dearden et al., [START_REF] Dearden | [END_REF] reported the possibility to reduce sintering temperatures of organometallic inks below 150°C.

We examined two conductive inks, commercial silver (Ag) ink and carbon black (CB) ink, as a layer to the printable electrode. The test was carried out by printing the conductive inks on the glass as the 1 st layer. After the conductive layer solidified by the sintering process (both Au and CB inks being annealed under 130°C), the plasticized terpolymer layer was printed over the 1 st layer. As shown in Figure 67, both conductive inks are incompatible with the EAP layer, which was damaged when incorporating those inks. Note that the solvent used for the preparation of the electrode ink belongs to the class of dipolar aprotic solvents, e.g. N-Methylpyrrolidone, dimethylformamide, and dimethyl sulfoxide, which is the same class of MEK (methyl ethyl ketone) solvent used to dissolve wide-ranges of polymers [14] .

Such an interaction between MEK class solvent and conductive layers explains and guides us to the right choice of conductive inks to doped terpolymer actuators design. Numerous studies of ICP or CPC for electronic applications have led to the following results;

(1) A stretchable scaffold made from an intrinsically synthesizing variant of PEDOT:PSS was described to develop soft and skin-like semiconductors and conductors [76] ;

(2) Evoprene 007 (EVO) was used for a polymer host doped with carbon black powder to be a smart flexible sensor [75] ;

(3) Elastomer ethylene vinyl acetate EVA doped with graphite and CNC-assisted was developed as a three-dimensional flexible electrically conductive structure for soft robotics applications [114] .

Hence, ICP and/or CPC could intimate the printability to avoid an incompatible solvent interaction between the electrode and EAP layers.

Particularly, CPC materials, the high-temperature production process is unnecessary for material fabrication. In the end, in order to demonstrate the printability of materials, numerous parameters must be considered, e.g., compatibility between conductive inks and substrate or cooperative materials, wettability (substrate-polymer), surface bonding (polymer-polymer), curing temperature, etc. Considering those all parameters, we improve the CPCs derived from the same terpolymer base doped with CB nanoparticles to be the optimized printable electrode to the doped terpolymers based actuators developed here.

Conductive Terpolymer Carbon Black Composite

Terpolymer/CB composite is the more compliant to be the printable electrode for the full-printed EAP actuator. The fluorinated terpolymer P(VDF-TrFE-CTFE) filled with carbon black powder (Vulcan XC72R) was prepared using the solution blending method to produce an electrically conductive ink for this work. The material preparation process, the mechanical and electrical characterizations of terpolymer/MEK/CB were described in chapter2, section Conductive Terpolymer/Carbon Black Composite, page 80.

The electrical characterization of the terpolymer/CB ink reveals that the ink reaches a conductive region with a conductivity of 0.57 ± 0.02 S/m.

The percolation threshold at which the composite becomes a conductive material was found in the terpolymer doped CB over 5wt%. Even if the terpolymer/CB ink has quite low electrical conductivity in comparison to other metallic materials, its ability to propagate electrical signals over the actuator system is sufficient when being operated under high voltage excitation.

Full-Printed EAP Actuator Performance Actuator Design

Based on our terpolymer actuator design prepared by the film casting method, we propose here a similar configuration but different preparation to be compliant with 3D material extrusion technique. In this case the EAP solution is prepared in a liquid form ready for printing by dissolving it in MEK or Butanone solvent at a fraction of 20.25 wt%. The preparation process was described in more detail in Chapter 2, section Material Elaborations, page 67.

The achievement test for the fully printed EAP actuator is to launch its activation mechanism and measure the performance of the new actuator. In shear mode actuation, i.e. when the mechanical transverse expansion of the EAP actuator creates shear stress which can shape the glass surface, this shear stress potential depends on the shape and size of the active area, i.e. the electrode area of the actuator.

The simple actuator design intends to minimize the complexity associated with both experiment and model simulation. We formulate a circular shape for the electrode layer and print it in several diameter sizes of 16, 20, 25, and 30 mm. The full-printed actuator structure consists of the EAP layer sandwiched between two layers of electrode (top and bottom) presented in Figure 68a. The EAP layer is designed to have larger area than its electrode in order to avoid an electrical arc between top and bottom electrodes under high voltage operation.

Using the material extrusion technique to print a polymer layer, the 3D printing setup is illustrated in Figure 68b. The modular head SDS extruder cold flow is implemented in the 3D printer model Hyrel TM System 30M (Figure 68c)

for extruding the EAP solution through a syringe. After commanding any shape and printing paths to the built-in software, the EAP liquid solution will be ejected through the syringe attached in the printing head directly on a glass substrate placed on a printing platform (Figure 68b). The printing head can move in both x-and y-directions, and the printing platform can move in the z-direction synchronized with the command codes. Note that the full-printed EAP prototype is effectuated as a 3D printed shear prototype. 

b. Plasticizer Migration & Leaching

Throughout the preliminary full-printed actuator test (Figure 71), we observed the result of unexpected lower glass deformation than it used to be.

The actuator efficiency test was examined on the control surface (Sc) at the central displacement (Dpp), which displayed significantly smaller deformation than the standard actuator coated with gold electrodes on both sides of the shear prototype as presented in Figure 71.
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In view of the fact that the EAP layer and the electrode layer are both based on terpolymer, the issue of plasticizer migration between both layers should be taken into account and tested for their compatibility. Considering the attributes of the plasticizer [12] in the polymer host, plasticizers regularly incorporate in the amorphous phase of the polymer matrix, and the crystalline phase within the polymer host is unaffected. Additionally, plasticizer molecules do not attach to polymer chains, i.e. the plasticizer molecules are only blended into the amorphous regime and create larger volume for the polymer host. This action appears to be a case of plasticizer leaching and migration issues.

The first full-printed actuator consists of the EAP layer However, practically speaking, the reproducibility of the full-printed actuator constructed from the plasticized electrode with 8% DINP is inconsistent. It is possibly due to the overmuch plasticizer content causing an intolerable large free volume and high ionic conduction. In the case for the 80% of the prepared samples integrated with the plasticized electrode 8wt% DINP broke down during the preparation process and HV operation (4/5 samples). For these reasons, the optimized plasticized electrode -terpolymer + 5%CB + 5%DINP was selected for the forthcoming full-printed Live-Mirror proof-of-concept prototype.

Full-Printed Single Actuator Prototype

In order to achieve enough glass substrate (mirror) deformation by the transversal strain of the printed actuator, electric fields of 10 to 40 V/µm were applied directly through the samples. Four different sizes (16, 20, 25, 

a. Single Layer Actuator

The single-layer actuator samples (configuration as presented in an improvement for the deformation attained by the actuator as aimed.

However, the multilayer structure working in shear-mode has a limitation by its number of layers that the top deposited actuator layer unable to fully transfer its force-generated to shape the glass, i.e. mechanical energyabsorbing between soft actuator layer, and/or weak driven electric field. This constraint implies that the force generated from the actuator could reach the saturation regime. Strain saturation can originate from non-transferable shear force from top layer, and/or actuator interlayer clamping. More details on strain saturation will be presented in the following section of COMSOL Glass Deformation Modeling.

Multi Single Layer Actuator

The purpose of the multi-actuator investigation is to investigate the interaction between each actuator (single or multi layered) across the surface of a glass sheet (Sc). The actuators operation modes could be operated oneby-one or all at once with an independent electrical circuit printed on the Sc.

The goal here is to examine on each actuator the shear-mode operation. Our first multi-actuator set up is composed of four full-3D printed, single-layer actuators on a 2mm-thick circular (110mm in diameter) glass sheet (Sc) as shown in Figure 76. The multi-actuator prototype paves the way for a more detailed investigation of both relative and absolute deformation of the control mirror.

Ultimately, the variation of the surface deformation for a future version of the live-mirror prototype will be described with the numerical model for cumulative surface deformation.

Among the overall results, we could observe that the shear actuator seems to deform the glass locally corresponding to its shape. Such results will drive the next development of the electrode design and the algorithm to calculate the mirror surface profile activated through various actuator shapes and structures.

• EAP actuators were represented with circular shape (Ø=16mm) according to their electrode shape and having a thickness of 100 µm each. All the actuators were attached to the back of the mirror. One actuator was placed at the center with the other three equally spaced along a circle of 145mm in radius. The relative permittivity and Young modulus were the corresponding ones to terpolymer doped 8wt% DINP. Note that the dielectric permittivity and electromechanical conversion were calculated numerically as a function of applied voltage through Eq. ( 14) and ( 16), page 110-112.

• Glass substrate denoted Sc in the prototype system has a thickness of 2mm and a size of 110mm in diameter. The Young modulus of glass is 47.7 GPa. The whole system was fixed with 3 fixation points according to the sample holder in the experimental test bench (see Zygo setup, page 129).

Control Surface (Sc) Simulation

Modeling results from COMSOL analysis present a good agreement between model simulations and experimental measurements obtained from the full-printed, single-layer, multi-actuator prototype as presented in Figure 79.

Analysis of Sc deformation combined with Debye/Langevin formalism confirm these results. The evaluation model was examined under three operating conditions at E=30V/µm; Act#1=ON, Acts#2,3,4=ON, and Acts#1,2,3,4=ON matching the experiment in the lab. The result in Figure 79 shows the precise dz scale deformation 97% fitting by R-square with the result in the lab. The appeal of these empirical models unravels the complex system simulation involving the electromechanical behavior of terpolymer/plasticizer composite working as a force-actuator. There are some differences between measurements and model results, i.e. in Figure 81d: the experimental Dpp has a slightly higher value than that of the model, are possibly coming from the Ohmic heating occurring in the actual prototypes, due to low conductivity of the electrode layer (higher resistivity comparing to an ideal conductive whereas this was neglected in the model calculation.

Considering Joule's first law that the power dissipated by an electrical conductor is given by the product of its resistance and the square of the current:

𝑃𝑃 = 𝐼𝐼 2 𝑅𝑅 ( 18 
)
where P is the loss of power consumption, I is the generated current, and R is the resistance of the material. Thus, the resistive heat can indeed modify the glass deformation, especially, a large electrode area involving a larger amount of leakage current (heat loss) than a small electrode area according to Eq. ( 18).

This self-heating issue can influence the glass displacement in the actual prototype having a slightly higher value than in the model (see Figure 81d).

The Ohmic heat also depends on the frequency of voltage operation.

Considering our printed electrode as a capacitor (low resistance), the capacitance can be written by:

𝐶𝐶 = 𝑄𝑄 𝑉𝑉 ⁄ ( 19 
)
where Q is the charge accumulated on the electrodes, and V is an input voltage.

The capacitive current is defined by:

𝐼𝐼 = 𝑑𝑑𝑄𝑄 𝑑𝑑𝑡𝑡 ⁄ = 𝐶𝐶 𝑑𝑑𝑉𝑉 𝑑𝑑𝑡𝑡 (20) 
Combining Eqs. ( 18)-( 20), the power consumption can be written as:

𝑃𝑃 = 𝐶𝐶 2 𝑅𝑅 � 𝑑𝑑𝑉𝑉 𝑑𝑑𝑡𝑡 � 2 (21) 
Therefore, the self-heating depends on two main reasons; loss in the material and operating frequency. The unwanted heat generated from the sample can be minimized by improving the conductivity of the printed electrode. However, Live-mirror systems are expected to be operated at very low frequency (~50mHz) or DC voltage for an active optics application. This means that the issue of heat loss at high frequency can be neglected. In Chapter 4, we demonstrated the possibility to overcome mirror surface deformation employing plasticized terpolymer actuator as a proof of concept through; (1) a sandwich prototype for global surface adjustment using the multilayer design, and (2) a shear prototype with the aim of achieving local surface correction using a shear mode actuator.

Next the additive manufacturing technique, i.e. 3D printing, is utilized to demonstrate the feasibility to scale-up a conventional EAP fabrication process to a more automatic soft actuator fabrication suited for an active optics application. By developing the printable advanced EAP and its compatible electrode, we finally achieved the full-printed actuator qualifying as a Live-Mirror 3D printed prototype. Furthermore, the modeling through the COMSOL Multiphysics ® , showed an admirable result in excellent agreement with the experimental measurements. We intend to develop the algorithm to control the advanced actuator design for application to a real telescope in future work.

VII. Future Work

Material Perspectives

A frequently asked question on the real usability of the advanced EAP is-"will the actuator performance change as a function of working conditions and/or with time? It is possible that a high temperature and humidity environment can impact the physical aging of the materials. Thus, the implications of the physical aging of our advanced EAP actuator will be considered when assessing its long-term stability in future work. The optimized chemical modification on plasticized terpolymer will be studied indepth in terms of the humidity effect in the material preparation process. The physical aging of the electromechanical performance of the actuator will be studied by monitoring its dielectric strength as well as through working cycles in time under HV operation. The environment temperature effect is also important and can devastate the performance of the actuator, we hope to determine the limitations on operating temperature.

The development of 3D printed actuator, e.g. material manufacturing process, actuator design, etc. requires the following work:

• The terpolymer/CB composite used for the printable electrode will be developed to increase its electrical conductivity to avoid resistive self-heating under voltage operation. One possible idea to increase the electrical conductivity is to use carbon fiber or flake as particle composite;

• The plasticizer migration issue needs to be optimized in order to improve sample reproducibility by decreasing the amount of plasticizer added to an electrode layer;

• A more specific electrode pattern will be modeled and fabricated matching mirror surface defects;

• The adhesion between the full-printed actuator and the mirror substrate needs to be improved by including a surface adhesion PVDF-based spray into the fabrication process.

The 3D printing technology can allow an assessment of extensive actuator assembly, but it still needs to be developed the fabrication process, e.g. homogeneous solvent evaporative-control, stress distribution on actuator interlayer, operation temperature, etc. The full-printed EAP actuator fabrication process control is imperative to be developed associated with the optimized mechanism. Figure 84 shows the numerically computed Laplacian of the glass surface difference between V=0 and 3kV actuator voltages. In these arbitrary units, we see that the 3kV actuator can provide a larger curvature than our raw glass sample surface distortion. The local curvature correction -"curvature polishing"technique begins by measuring the glass curvature (characterized by the Laplacian) followed by the application of an EAP layer with sufficient displacement range to remove this curvature.

Live-Mirror Prototype Development

The association between the electrode shape and the Laplacian of the glass surface height is displayed in Figure 84 showing that the magnitude of the local curvature depends on the EAP thickness as well as the intensity of an applied electric field. The effect from the electrode shape causes an attached area deformation not the magnitude of local curvature. This means that the Laplacian analysis can reduce the actuator parameter design into one factor, which is the actuator thickness (and/or the number of layers). Such an effect provides an idea of a new design 3D-printed EAP, i.e. the unique electrode shape will be realized following the defect of the mirror surface. Several EAP unique shapes can work specifically to correct mirror surface default by an identical applied voltage.

The details of our algorithm for applying the electrode and approximating the local glass curvature with EAP electrode geometry will be presented in our next publication (end of 2020). Bear in mind that a large optical mirror has several unique surface defects that require specific actuator shapes and sizes in order to correct the local curvature and accomplish the desired mirror global shape by electrically polishing.

In the long term, we aim to scale-up the Live-Mirror prototype in order to address real-scale telescope mirror production. This research for a precise and smooth optical surface controlled by an active and live system via 3D-Printing of force actuators should pave the way for the future development of the next-generation telescope mirror dedicated and optimized for highcontrast observations, Exo-Life Finder Telescope [8,10,11] (Figure 85). The world of polymers continues to grow and offers many designs, cost, and performance advantages to choose from. We hope this innovation may breakthrough conventional research and development in smart polymer fields as well as multi-interdisciplinary scientific advancement. Spécialité : Electronique -Génie électrique RESUME : We have developed new and interdisciplinary technology for creating extremely lightweight, diffraction-limited, metamaterial-based optical systems with exceptional optical quality and spectacularly lower cost and production time: Live-Mirror. The novelty is to replace classical rigid and heavy optical mirrors with "live" and light dynamic optoelectronic systems consisting of a thin optical glass sheet actively supported by multiple force-actuators/sensors integrated and miniaturized via additive manufacturing and 3D printing. Our breakthrough Live-Mirror features and active shape control with many-degrees-of-freedom force actuators achieved by developing an additive 3D-printing-based technology to apply an optimized electroactive polymer (EAP) system to a sandwich of thin glass surfaces, thus creating a novel hybrid meta-material with superior stiffness-to-density ratio properties. This thesis describes the development of soft actuators based on modified/doped EAPs, here dubbed terpolymer P(VDF-TrFE-CFE). We will show that this new and Live-Mirror customized terpolymer matrix features an outstanding electromechanical coupling property, particularly when doped with a plasticizer, e.g. diisononyl phthalate (DINP). Here we demonstrate that by optimizing the structured multilayer design, the electromechanical coupling of the modified terpolymer can be enhanced, yielding high dielectric permittivity, low Young modulus, and exceptional dielectric strength. This leads to a large strain response as well as high mechanical energy density under relatively low electric fields according to the electrostriction phenomenon -the main goal of the high-level specifications of Live-Mirror. In addition to a customized terpolymer matrix, the concept of stacked multilayers is demonstrated as a simple and effective technique to boost actuation abilities. Several 3D-printed, proof-of-concept (in the lab) experimental results, which are in good agreement with numerical models, validate the actuator performance with a large electromechanical response. This technology shows feasibility for active optical surface shape control and demonstrates the Live-Mirror optical shape control and correction with only a few degrees-of-freedoms. Such a novel and advanced actuator application via additive manufacturing technology are compliant for ground-and space-based astronomy and communications telescopes as well as many modern electronic devices. 
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Introduction

  Polymers are fascinating flexible materials with broad-utilization in both the research and industrial domains. Thinking of polymers from my parents' point of view, a polymer is a box for containing food or the plastic bag from a supermarket. Literally, there are more types of polymers that we realize. A polymer is just a large molecule consisting of numerous subunits called monomers and we can find polymers all around us in everyday life. For example, the DNA structure in the human body is also a kind of polymer. Many plastic elements of a car, even furniture, are made from polymers. The mechanical properties of polymers can be customized to be as rigid as a metal or as elastic as a rubber depending on their intended use. In addition to the general use of polymers, researchers have been struggling to create multifunctional polymers known as smart polymers which can respond to an external stimulus, such as vibration, temperature change, electricity, chemical reaction, etc. With its special advantages over generic plastic, smart polymers encourage us to discover the underlying scientific principles as well as distribute its utility to the global intelligent platform. Researching such smart material field provides us with an original opportunity -as a Ph.D. thesis requires -to exploit its development-oriented to a novel hybrid metamaterial dedicated to the development of actuators and sensors to the highperformance optical mirrors to the ground-and space-based telescope. Once upon a time in July 2017-for a classical start -I got the opportunity to undertake my Ph.D. in synergy with the Live-Mirror 1 project. This project aims to create interdisciplinary research by integrating the technological advancement of smart polymers (electronics and science material) with optics metrology, control and non-contact surface polishing (astronomy and astrophysics instrumentation) to develop Hybrid Dynamic Structures for Optical-Quality Surfaces Shape Control: Live-Mirror. The consortium is a small network of identified eminent interdisciplinary scientists concerned with the impact through R&D excellence and innovation. Dr. Gil Moretto from CRAL/CNRS (Centre de Recherché de Astrophysique de Lyon, Centre National de Recherche Scientifique) is the Project Coordinator and PI, Dr. Jean-Fabien Capsal from the LGEF/INSA (Laboratoire de Génie Electrique et Ferroélectricité at Lyon) is the project CoPI, with Prof. Jeffrey R. Kuhn from the ATRC/UH (Advanced Technology Research Center, Institute for Astronomy, The University of Hawaii, at Maui, Hawaii USA) also the project coPI. The overall project is funded over 4 years based on 188 FTE and a full cost of 1.57M Euros and a requested aid of 420,10K Euros. My implication in the project is to reach the full polymer optimization (materials selections and characterizations) and full 3D printing of actuator procedures R&D. We started with the selection and characterization of the materials to having a preliminary Live-mirror prototype. In this thesis, we describe the methodology to fabricate a thin film actuator based electroactive polymer, presenting its electromechanical features, both experimental and modeled, including the upgraded manufacturing technique with 3D printing technology. Our efforts to create live and light optical mirrors, named Live-mirrors, are only threeyears-old. The Live-mirror team gave me the hands-on experience to research materials science in order to play an important role on an overwhelming astronomical application.

  A d v a n t a g e s  Low voltage requires  Actuated direction depending on voltage polarity  Large displacement  The actuation of some conducting polymers is bistable  Maintain shape change under DC voltage  High mechanical energy density  Fast response (msec)  Large actuation force  Long-serving time under ambient condition D r a w b a c k s  Need to operate using an electrolyte  Requires particular conditions (protective layer, aqueous system active at > 1.23 V, etc.)  Slow response (sec)  Low mechanical energy density  Low actuation force  Complex material elaboration (e.g. IMPCs)  Electrodes made with gold or platinum desire high current operation  High voltage (HV) requires (~100V/µm)  Monopolar actuation (quadratic effect dependence with voltage polarity)  Low strain response rate  Limited operation under glass transition temperature EAPs have been attractive to a great deal of sensor-actuator technology fields called soft actuators, especially for their electromechanical response in piezoelectric, electrostrictive, and ferroelectric materials. Soft actuators perform their capability to convert chemical or physical energy into mechanical energy with dissimilar activation mechanisms. Thus, to clarify the array of performance capabilities of EAP actuators, Table

Figure 3

 3 Figure 3 depicts the free longitudinal strain without pre-loading (i.e. the stress T = 0) versus the applied electric field of four different EAPs, i.e. 1) plasticized terpolymer (terpolymer + 10 wt% DINP), 2) pure terpolymer, 3) silicone and 4) polyurethane (PU). Such experimental results corroborate the theoretical model of electrostrictive phenomena where a quadratic relationship between the strain response and the input electric field was obtained.

Figure 3

 3 Figure 3 Longitudinal strain (S33) of four different EAPs without external load under different applied electric fields.

Figure 4

 4 Figure 4 Blocking force (Block F) of different EAPs at a different level of electric fields.

  phthalate (DOP), to enhance the electromechanical performance of the modified natural rubber, TiO2/NR. Using a double-roll open mill to mix DOP into TiO2/NR in a unit of parts per hundreds of rubber (phr), the dielectric constant at 100Hz increases from 3.1 in pure TiO2/NR to 4.0 in DOP 50 phr to TiO2/NR.

Figure 7

 7 Figure 7 Multilayer actuator applications and designs; (a) bi-stable design using silicone membrane with aluminum nitride (AlN) piezoelectric layer, (b) multilayer stack-actuator schematic made from dielectric electroactive polymers (DEAP), and (c) Piezoelectric microelectromechanical systems (MEMS):(c-1) free-standing (PEI/PAA)/(PU/PAA) multilayer actuator membranes, (c-2) actuation cycles with regular pulses 40Vpp and (c-3) bending curvature versus PU/PAA: PEI/PAA thickness ratio in water and methanol.

Figure 8

 8 Figure 8 models how EAPs work, as elastic electromechanicaldeforming spring. This "electrical polishing" can correct surface shape errors that would be conventionally removed by abrasive grinding. To achieve high optical mirror quality surfaces with thickness of a few mms, the EAP glass deformation must have a dynamic range of a few microns corresponding to actuator forces of about 1N (overall high-level specifications to Live-Mirror).

Materials•

  Terpolymer commercial powder from Piezotech S.A.S (Arkema) o P(VDF-TrFE-CTFE) (61.7/27.4/11.4): terpolymer/CB composite for high permittivity EAP o P(VDF-TrFE-CTFE) (65-69/21-27/8-9): terpolymer/CB composite for conductive EAP composite o P(VDF-TrFE-CFE) (65-69/21.5-27.5/7.5-9.5): terpolymer/plasticizer composite for EAP actuator • Butanone or methyl ethyl ketone (MEK) purchased from VWR • Carbon black (CB) nanoparticles (Vulcan XC72R) with diameter ~30 nm from the Cabot Corporation • Plasticizer agents from Sigma Aldrich o Diisononyl phthalate (DINP) o Adipic acid di(2-ethylhexyl) ester (DOA) Tools • Doctor Blade TM , a trademark of Elcometer;

  typical solvents used to dissolve the fluoropolymer are as follows; Dimethylformamide (DMF), N-Methyl-2-pyrrolidone (NMP), triethyl phosphate (TEP), Dimethylacetamide (DMAc or DMA), and Methyl ethyl ketone (MEK). Considering the health hazard, MEK is less toxic than other members of this class, i.e. exposure would irritate with only minor residual injury, which will reduce the risk with safety solvent exposure especially in 3D printing polymer manufacturing. Hence, the terpolymer thin film preparation developed in this work is obtained by terpolymer/MEK solution-based.

Figure 9

 9 Figure 9 illustrates the flowchart explaining the thin film preparation methods, required conditions, and techniques to fabricate an optimized terpolymer film as well as its composite of plasticizer agent and carbon black (CB) nanoparticles. From the flowchart illustration, we can divide the preparation process into two main groups; (i) pure terpolymer, and (ii)

Figure 10

 10 Figure 10 Samples preparation with gold electrode sputtering both sides (top&bottom) (a) for the electrical characterizations with gold electrodes with a diameter of 8mm and (b) for the electromechanical characterization with gold electrodes with a diameter of 20mm.

Figure 11

 11 Figure 11 Experimental measurements of the dielectric permittivity (a) and the dielectric loss (b) of a terpolymer and its composites under applied bias voltage 1 Vpp. Measurement was handled throughout sweep frequencies Solartron 1260 impedanceanalyzer from 0.1 Hz to 1 MHz under a low applied electric field of 1VAC at ambient temperature.

Figure 13 Figure 14

 1314 Figure 13 Polarization measurements polarization of terpolymer thin films in various percentages of CB filler under Emax= 2 kV/mm at room temperature.

( 7 )

 7 and (8) correlating to experimental polarization measurement (𝜒𝜒 0 =63𝜀𝜀 0 and 𝜃𝜃 0 = 301K) can reach up to -80 µC/m 2 K under bias applied electric field 60 V/µm. Hence, because of this change in the polarization at the constant electric field for varying temperature, applying a bias voltage to the sample would allow electrothermal conversion and thus energy harvesting potentials.

(

  symbol S) defined as the reciprocal of impedance Z (A=1/Z) as a function of frequency. The electrical conductivities (conductivity: σ (S/m)) of conductive Terpolymer/CB composite with different weight fraction of CB particles is presented in Figure 17.Frequency-dependent electrical conductivity observed in dielectric materials usually represents a linear slope close to 1. In the case of conductive materials, the electrical conductivity is independent of frequency. The electrical conductivity can be influence by ohmic conduction (caused by the movement of mobile electrons in the conduction band and holes in the valence band: frequency-independent) and ionic conductivity (interfacial polarization or Maxwell-Wagner-Sillars polarization: at low frequency). Note, the linear relation of σ versus frequency on pure terpolymer and terpolymer filled with carbon black 1wt%. In higher CB contents (from 2 to 9 % by mass), the conductivity behaves independently with frequency until 10 4 Hz approximately.

Figure 20 (

 20 Figure 20 (a) The calculated admittance based on the RC parallel circuit as a function of frequency by the use of real capacitance and the real resistance value of terpolymer/CB composite and (b) parallel RC circuit reflected on terpolymer/CB composite.

Figure 21

 21 Figure 21 Cutting frequency under bias applied voltage of Terpolymer/CB above percolation region (over 4% by mass) carried out by experimental measurement; f_cutexp, and evaluation model; f_cut-model. The small right-top graph presenting evaluated cutting frequency affected by an increase in material resistance.

  3 of Diisononyl phthalate (DINP) and Dioctyl adipate (DOA) plasticizers. viscous liquid transparency, oily liquid

Figure 22

 22 Figure 22 The dielectric broadband spectroscopy as a function of the frequency of terpolymer filled with plasticizer agents DOA and DINP. The measurement was handled throughout sweep frequencies Solartron 1260 impedance-analyzer from 50 mHz to 1 MHz under a low applied electric field of 1VAC at ambient temperature.

Figure 23

 23 Figure 23 Young modulus of terpolymer doped plasticizer agents in a mass fraction which shows (a) the comparison of Young modulus of terpolymer filled DINP and DOA and (b) Young modulus versus added DINP contents.

Figure 24

 24 Figure 24 The breakdown probability versus electric field of (a) terpolymer/DINP and (b) terpolymer/DOA measured with an applied DC ramp.

Figure 25

 25 Figure 25 The electrical conductivity (DC and AC) frequency dependence for modified terpolymers (a) doped DINP and (b) doped DOA.

Figure 28b present theFigure 28

 28 Figure 28b present the displacement (D) of the pure terpolymer and the plasticized terpolymer which was deformed and compressed under applied electric fields. Note that the deformation rates of modified polymer exhibited

Figure 29

 29 Figure29The longitudinal strain response in according with various percentages of DINP added to pure terpolymer operated under E= 10 V/µm. The experimental error is very smaller to be observed in the graph scale.

Figure 31

 31 Figure 31 The longitudinal strain response (S33) of the modified terpolymers operated under sinusoidal 50 mHz applied electric fields: (a) the temporal evolution of S33 of terpolymer+8wt%DINP activated at E=15 V/µm & preload 1.42 N; S33 of terpolymer+8wt%DINP versus (b) input electric fields and (c) externally applied forces; and (d) S33 of terpolymer doped 2 to 12wt% DINP under two different preloads activated at E=10 V/µm.

  the higher DINP filler amount can reach the reversal point of current at a lower applied electric field. The uncommon comportment can be described by the polarization activities of the modified material. At lower voltage input, the electrical dipole moments including free ions are simpler to be orientated or rearranged following the direction of the external electric field due to the great mobility of polymer chains and free ions of the plasticized terpolymer. It is assumed that the polarization of plasticized terpolymer reached saturation when an input voltage goes over the reversal point. The polarization saturation is observed by the gradual drop of current after the reversal point.

Figure 32

 32 Figure 32 The current behavior under high electric field applying (15 V/µm sinusoidal unipolar 50 mHz) constituted of different plasticizer DINP loads from 0 to 10 % by mass.

Figure 38

 38 Figure 38 The figure of merit strain generated consideration (FOMstrain) of terpolymer filled with various DINP contents (by mass) under activated fields of 10, 20, 30 V/µm, and nearly breakdown field (Ebreakdown).

Figure 40

 40 was made by superposing several single layers of the terpolymer films together. A conductive adhesive and aluminum foil sheets were inserted between each layer for ensuring the electrical connection of the whole sample, which can be modeled as several capacitors in parallel. The total thickness of the final structure with 10 deposited EAP layers is 3 mm. The extra thickness includes the thickness of conductive adhesive interlayers and aluminum foil sheets within the structure.

Figure 40

 40 Figure 40 The multilayer actuator design: (a) the stack of 10 layers-terpolymer+10%DINP 209 µm of each layer thick; and (b) the multilayer topology consists of the EAP layers coated gold electrode, electrically conductive adhesive interlayers, and aluminum foil sheets for HV connection. The multilayer structure was designed imitating several capacitors connected in parallel.

Figure 41

 41 Figure 41 The total longitudinal strain (Stotal) of the pure and the modified 10% DINP terpolymers for single layer and 6-layer stack as a function of electric fields.

Figure 42

 42 Figure 42 The total longitudinal strain (STotal) versus the number of layers (n=1 to 8) for plasticized (10%DINP) terpolymers operated at 10 V/µm under applied external loads of 1.42N and 4.58 N.

Figure 43

 43 Figure 43 The total strain (Stotal)generated by multilayer plasticized terpolymer under different external applied forces (F) operated at electric field 10 V/µm.

= 3 - 4 .

 34 Also, terpolymers P(VDF-TrFE-CFE/CTFE) present a crucial very high electrostrictive strain, and thanks to their high dielectric constants featuring superior dielectric permittivity when compared to other conventional EAPs. These relaxor fluorinated polymers exhibit high dipole density presenting high electrostrictive contribution to electromechanical coupling. Note that terpolymers present dielectric constant values in the range 𝜀𝜀 𝑡𝑡𝑡𝑡𝑡𝑡𝑐𝑐𝑡𝑡𝑙𝑙𝑡𝑡𝑚𝑚𝑡𝑡𝑡𝑡 ′ = 50-70, which are between 10-20 times higher than conventional EAPs 𝜀𝜀 𝑉𝑉𝑉𝑉𝐵𝐵 ′ Such a valued property makes terpolymers the most adequate candidates for electrically driven soft actuators. Developing an actuator-optimized terpolymer, we have demonstrated outstanding electromechanical performance, particularly when doped with plasticizer, e.g. Diisononyl phthalate (DINP). This doped terpolymer features a large strain response as well as excellent mechanical energy density under relatively low electric fields. Using the high permittivity doped terpolymer and the concept of stacking multilayers we generated high displacements and large forces.

  -chapter 1, page 54. When subject to a field 20 V/µm, the plasticized terpolymer yielded a blocking force of approximately 200 N whereas pure terpolymer, polyurethane, and silicone reached only blocking forces of 100N, 12N, and 3N, respectively. This result allows us to confirm the high potential of the proposed material for the Live-mirror application. This technology can significantly advance our ability to create large and precise optical surfaces. This light-weight diffraction-limited metamaterial-based optical system (mirror) for ground-and space-based astronomy and communications telescopes.

Figure 45

 45 Figure 45 The Live-Mirror conceptual design for a hybrid dynamic structure: (a) the hybrid telescope optic (HTO) diameter 5m represented hybrid mirrors, top view & side view, separated by a lattice of variable force EAP actuators; and (b) the hybrid dynamic structure represented a sandwich of warpable glasses (in a blue sky) with the advanced EAP actuators and the operating system support for each component.

Figure 48

 48 Figure 48 The sandwich prototype schematic of the EAP multilayer actuator: a single stack of 8-layer-terpolymer doped 10wt%DINP with electrodes with a diameter of 20 mm, as discussed at Chapter 3, section Multilayer Stack Fabrication.

Figure 50 (

 50 Figure 50 (a) An 8-layer stack of plasticized terpolymer 10wt%DINP sandwiched between two flat circular glass plates: reaction surface (Sr) and control surface (Sc). (b) The interferometric intensity fringes (E= 0 V/µm) from the front glass control surface (Sc). (c) The 3D-surface for the Sc at E = 0 and 20 V/µm is derived from interferometric fringes (b). (d) The change of the Sc along with a horizontal cut through the glass bump under different applied electric fields. All measurements were done with a Fizeau laser (633 nm) interferometer (Zygo ® verifire™).

  Figure 51.

Figure 51 Four

 51 Figure 51 Four-actuator stacks sandwich prototype with four 10-layer stacks of terpolymer doped 10wt% DINP with their electrode diameter size of 2cm implemented between two square (14x16cm) window glasses 3 mm thick.

  transversal shearing force is intended to correct local and small-scale glass surface-induced defects -hereafter dubbed as electronic-polishing. The deforming/acting optimally on the optical surface with the shear stress L i v e -M i r r o r A p p l i c a t i o n | 139 actuation generated by the transversal strain of the EAP actuator is by now called the shear prototype. a. Shear Prototype Design A proof of concept design for a shear actuator is presented in Figure 55: a terpolymer filled with 8wt% DINP thin film and coated with gold (40mm in diameter) on both sides (top-bottom) of the electrode was silicone adhesive glued on a single circular glass sheet (110mm in diameter and 3mm thick) control surface (Sc). The same setup was also used to access analysis on shear transferring effect on multilayer structures fabricated layer-by-layer as the EAP multilayer stack illustrated in Figure 40, page 117.

  s2 < s3. Seeking to accomplish the maximum deformation of the glass surface produced by the shear actuator, one would optimize the global actuator thickness/number of layers (Seg1 + Seg2 +Seg3) in the multilayer structure.The maximum displacement (Dpp) of the control glass surface (Sc) increases as a function of an applied electric field (E) and EAP number of layers (Figure57) and present a saturation behavior for No. Layers between 4 to 5, i.e. the total thickness of deposited layers reached ~1 mm. However, the stronger electric field can drive the EAP actuator to create higher transversal strain (S31) as well as reinforce the ability to transfer shear force from the top EAP layer in the multilayer structure. Thus, the Sc deformation of the shear actuator configuration can be limited by an intensity of applied electric field and the EAP thickness or number of layers in the multilayer structure.

Figure 56 The

 56 Figure 56 The 2D illustration of shear actuator prototype: (a) without applying an electric field, (b) under an applied electric field, the glass surface is bent down by the expansion stress from the EAP layer, and (c) the divided segments of the EAP layer showing the ability to transfer their transversal strain.

Figure 57

 57 Figure 57 The maximum displacement at the center of Sc of the shear prototype versus the number of EAP layers in the multilayer structure operated under three different levels of applied electric fields. Each layer of the EAP is made from terpolymer+10wt%DINP 225µm-thick.The invariable deformation region presents the mirror deformation being settled after reaching a certain total thickness of the actuator.

Figure 58 (

 58 Figure 58 (a) A multilayer EAP shear actuator proof-of-concept: a single 2mm thick glass optical surface Sc with an integrated 8%DINP terpolymer 4cm-diameter circular actuator. (b) and (c) show 3D intensity plots on the (0,X) and (0,Y) orthogonal sections for the control optical surface deformation Dz respectively produced by the one-layer and the 5-layer under an electric field E from 0 to 18V/µm applied in a thickness direction.

  Figure 60 reveals the stress distribution, i.e. stress concentration, of the multilayer shear model constructed with five different YAdhesive values operated under a constant electric field.

Figure 59 Figure 61 ,

 5961 Figure 59 The simplified shear prototype 2D model analysis: (a) shear actuator multilayer geometry: a six-layers 200 µm thick each, a 5mm in diameter of the gold electrode, five adhesive interlayers 50µm thick, applied on a glass substrate 2mm thick and 10mm diameter in diameter; (b) total displacement generated by 6-EAP-layer under for an applied electric field excitation 10 V/µm.

Figure 60

 60 Figure 60 Stress distribution (von Mises stress) analysis of multilayer shear prototype assembled with different Young modulus adhesive interlayer for studying shear stress transferring effect. The sample was analyzed under E=10V/µm with six EAP layers.

Figure 61

 61 Figure 61 The normalized Sc center displacement of shear actuator multilayer topology of 1 to 6 EAP layers under E=10V/µm as a function of the different Young modulus of the adhesive interlayer.

Figure 62 5 V

 625 Figure 62 The normalized Sc center displacement from the experimental test in lab and Sc data simulation as a function of EAP total thickness driven by E=10V/µm.

Figure 63

 63 Figure 63 The evolution of Live-Mirror proof of concept presents: (left) the film casting handcrafted four actuators configuration, and (right) the same setup configuration 3D-printed.

Figure 66

 66 Figure 66 The software interfaces used to assemble the full-printed EAP; (a) OpenSCAD freeware for creating 3D object-based script modeler, (b) Repetrel software and motion controller operated through GCODE represented on (b'), and (c) the printed EAP electrode layer collating with the input object.

Figure 67

 67 Figure 67 The result of using commercial conductive inks (a) silver ink and (b) carbonblack ink to incorporate with the printed EAP composed of terpolymer+DINP based MEK (methyl ethyl ketone) solvent reveals their incompatibility.

Figure 68 TheFull-Printed Prototype 2 . 1

 6821 Figure 68 The 3D printing setup for printing EAP actuators; (a) the single actuator structure design consists of the EAP layer (terpolymer+DINP) and two electrode layers (terpolymer/CB composite), (b) 3D printing platform demonstrates how the entire actuator is printed layer-by-layer on a glass substrate through material extrusion, and (c) the 3D printer model Hyrel TM System 30M.

Figure 69

 69 Figure 69 Temperature annealing process for evaporation residual solvent within fullprinted EAP.

Figure 70 A

 70 Figure 70 A fast cooling of the printed sample resulted in samples with cracks, making them unsuitable to work under high voltage operation.

(

  terpolymer+8%DINP) sandwiched between two layers of the printed electrode (terpolymer+5%CB). It could be possible that DINP molecules within the EAP layer (8%DINP) may relocate to electrode layers (no DINP) and equalize DINP content among the whole actuator. Thus, we attempted to figure out how to prevent the plasticizer migration problem by blending an optimized amount of DINP into the electrode solution. Figure71shows Dpp of Sc in microns when preliminary full-printed actuator prototypes were driven under high voltage operation. By introducing DINP 5wt% and 8wt% to the electrode layer (terpolymer+5%CB), their Dpp results exhibit (Figure71) clearly that the prototype composed of the plasticized electrode attains larger Sc center deformation with higher DINP added. The ideal case to achieve the greatest glass deformation is represented by the shear sample prepared with gold electrodes referring to an excellent conductive electrode and no plasticizer leaching issue.

Figure 71

 71 Figure 71 The central displacement (DPP) of the control surface (Sc) is examined from the preliminary test of full-printed actuators (the EAP layer sandwiched with electrode layers diameter 20mm) constructed with different plasticized electrodes; no DINP added=Electrode pure, 5%DINP added= Electrode-D5, 8%DINP added=Electrode-D8 and Gold electrode for an ideal actuator. All the samples were actuated with a sinusoidal unipolar voltage at a frequency of 50 mHz.

Figure 68a :

 68a Figure 68a: electrode-EAP-electrode) were assembled on a 2mm-thick flat glass substrate. With the purpose of investigating the shear effect, we fabricated the single layer prototype with four different circular electrode sizes of 16, 20, 25, and 30 mm. According to the shear actuator configuration explained in chapter 4, Shear Actuator for Glass Deformation, page 139, the shear force transferred to the glass depends on the actuator active area and the number of layers. The measured shear prototype-single layer (Figure 72)relates to what we have said that the larger active area (electrode size) could provide glass substrate (mirror) greater deformation.All samples were subject to different applied electric fields from 10 to 40 V/µm. As shown in Figure72, the maximum displacement at the center of Sc increases with the size of the electrodes deposited on the actuator. The maximum Dpp magnitude is found at E=40 V/µm for the full-printed single layer actuator with an electrode diameter of 30mm. Figure72shows that Dpp increases by a factor of about 1.4 for each 5mm increment of the electrode diameter.

Figure 72

 72 Figure 72 Comparison of the maximum displacement at the center of Sc of the fullprinted single layer actuator for four electrode dimensions of 16mm, 20mm, 25mm, and 30mm in diameter operated under sinusoidal unipolar electric fields at 50 mHz.

Figure 73

 73 Figure 73 presents the cross-section [x,dz] lines of the Sc deformation profile analyzed from the subtraction of active stage (under electric field E operation) from initial stage (no electric field E applied) obtained by measuring (Zygo interferometer) the wavefront amplitude variation due to the Sc deformation. Full-printed actuators with the electrode of 20mm and 30mm in diameter are presented in Figure 73 aiming to showcase the shear effect. We show the Sc deformation with (x,0) cross-section obtained with electrode samples 20mm and 30mm in diameter. Predictably, the full-printed 30mmdiameter sample could modify the glass shape determined by the Sc deformation by a significantly greater magnitude than the 20mm-diameter sample could. It should be noted that the Zygo interferometer used in this work has an aperture of 100mm in diameter whereas the sample prototype has a diameter of 110 mm. This leads to Dpp results measured by the interferometric dynamic calibrator and by the Zygo interferometer to have slightly different maximum displacement values. The Dpp result obtained from the interferometric dynamic calibrator is referred to the whole prototype system which is involved overall glass border lifting implication. Thus, if we neglect the border issue, i.e. 10mm from the glass edge, the Dpp results from both measurement techniques are reasonably similar.

Figure 73

 73 Figure73 The control surface deformation of the full-printed single layer actuator prototype presents the actuated regime [x,dz] cross-sections of (black line)electrode Ø=20 mm and (red line)-electrode Ø=30 mm. Both samples were operated under an applied DC electric field of 30 V/µm.

Figure 74

 74 Figure 74 The cross-section image (magnified hundred times) of full-printed multilayer actuator made of three EAP and electrode layers.

Figure 75

 75 Figure 75 The full-printed multilayer actuator prototypes present their control surface deformation with [x,dz] cross-sections: (black) 1-layer, (red) 2-layer, and (blue) 3layer of single layer actuator components. All samples have their electrode diameter of 20 mm and were operated under an applied DC electric field 30 V/µm.

Figure 76

 76 Figure 76 Left: The four single-layer actuators set up on the back of control glass surface (Sc) comprises; the printed first-layer electrode pattern (black color), the printed EAP layer (square blue sky color), and the printed top-layer electrode pattern (pink color). Right: The real full 3Dprinted single-layer four actuators and two layers electrodes on a 2mm-thick circular (110mm in diameter) glass sheet.

Figure 77

 77 Figure 77 The single layer actuator prototype (electrode diameter 16mm) presents its front glass deformation operated under a DC voltage of 3kV. Black and white illustrations present the Sc deforming when the prototype was operated under an electric field 30 V/µm; column (a) the surface color scale with their cross-section lines[(x,y),dz], columns (b) and (c) 3D surface plots of front Sc, and Sc rotating around a horizontal axis, respectively. The various operating conditions are presented via; row (An) All actuator=ON, row (Bn) Acts#2,3,4=ON & Act#1=OFF, and row (Cn) Act#1=ON & Acts#2,3,4=OFF. Global wavefront deformation measurements were realized by a Zygo interferometer.

Figure 79

 79 Figure 79 The control surface deformation (Sc) experiments VS models of the fullprinted single layer multi-actuator prototype operated at EDC=30 V/µm referred as ON state. Four actuators with an electrode diameter of 16mm, numbered (Act#n) denoting their position on the back of Sc. The grey-scale illustrations present the Sc deforming when (a) Act#1 is ON, (b) Acts#2,3,4 are ON, and (c) Acts#1,2,3,4 are ON.

Figure 80

 80 Figure 80 The full-printed single layer multi-actuator prototype presenting its Sc deformation when four actuators were activated in experimental & model analyses; (top images) the Sc deformation investigated in the lab showing its 3D surface plot and [(x,y),dz] cross-section lines, and (bottom images) the replication of cross-section lines [(x,y),dz] on the evaluated Sc deformation from COMSOL depicted at different positions on the Sc.

Figure 81

 81 Figure 81 The center Sc displacement as a function of applied electric field results between experiments in lab and evaluation models of the full-printed single layer actuator with various electrode diameter sizes.

Figure 82

 82 Figure 82 The comparison between experimental observation and modeling analysis presents the Sc center displacement of the full-printed single layer actuator versus its electrode diameter operated under sinusoidal unipolar of 30 V/µm at 50 mHz.

Figure 83

 83 Figure 83 The comparison between experimental result and modeling analysis presents the Sc center displacement of the full-printed multilayer actuator versus the number of actuator layers operated at 30 V/µm at 50 mHz.

Figure 83 presents

 83 Figure 83 presents the comparison of multilayer actuation displacements via their Sc center displacement from the experiment and the simulation. Even if we have well demonstrated the possibility to estimate the electro-mechanism of the actuator operating in shear-mode, the result of the full-printed multilayer actuator in the 3-layer-actuator case shows a slight divergence with the calculation. The disagreement of displacement values

  Model Development-Local Curvature AnalysisConsidering the mirror shape change related to actuator diameter size, we can clearly see the actuator shaping the glass locally and providing local curvature correction corresponding to its electrode size. Each actuator contributes to local curvature to the mirror surface. The curvature can affect the surface displacement far from the actuator, but the glass surface curvature is affected only where the EAP has influence. We characterize this curvature, c(x,y), using the Laplacian of the z-axis displacement ∇ 2 𝑧𝑧(𝑥𝑥, 𝑦𝑦) = 𝑐𝑐(𝑥𝑥, 𝑦𝑦). This is evaluated numerically from the measured surface profile of the glass with the EAP actuator layer applied.

Figure 84 The

 84 Figure 84 The Laplacian of z-axis displacement ∇ 2 z(x,y)=c(x,y) numerically evaluated through single actuator sample diameter 16 mm operated under applied electric field (E) 30 V/µm: (right) top-view of Laplacian evaluation; and (left) crosssection (x-axis) showing magnitude of curvature.

Figure 85

 85 Figure 85 Efforts to make"Live-Mirror"prototype a reality have been our Live-Mirror project team goal. R&Ds for a precise and smooth optical surface controlled by an active and live system via 3D-Printing of force actuators should pave the way for future development of the next-generation telescope mirror dedicated and optimized for high-contrast observations -Exo-Life Finder Telescope.

Plasticizer small different contents effect CHAPTER 3 ,

 3 Figure 58a). Such holder three points constraint the Sc displacement when the actuator is on.(ii) The interferometric dynamic calibrator is used to measure the onepoint displacement on the Sc. This means that the maximum glassdeformation, at the central Sc, is referenced by the distance from center to the edge of the entire prototype-110mm in diameter and the observed displacement is involved in the entire Sc cumulative deformation. Additionally, the prototype is placed freely on the optical table (see Figure46), i.e. without any sample holder gripping. Thus, under non-constraint operation, the Sc displacement measured via interferometric dynamic calibrator certainly gives slightly higher value compared to the one obtained from the Zygo. However, we intend to demonstrate the actuator performance in several prototype designs, e.g. sandwich multilayer prototypes and shear prototypes.The investigation is to compare the electromechanical ability among their various prototype structures. It is complicated to compare experimental results obtained from different measurement techniques because the operational constraints are unrelated. This issue brings about the border effect consideration and operational constraints that require to be developed in future work.
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	Nomenclatures

Table 5

 5 Breakdown electric field according to Weibull probability at 63.2% represented scale parameter (λ) and data distribution (k) of terpolymer filled with DINP and DOA respectively.

		Weibull Probability	
		DINP		DOA	
	Filler (%)	λ(V/µm)	k	λ(V/µm)	k
	Pure	100.40	14.80		
	2	94.70	19.70		
	4	80.50	9.50		
	6	75.00	8.70	40.68	7.13
	8	70.00	12.40	29.46	16.00
	10	48.80	33.30	23.80	19.49
	12	34.10	6.40		

Table 6

 6 The DC conductivity of modified terpolymers with plasticizer DINP and DOA.

	Plasticizer			DC Conductivity, σDC (S/m)		
	Filler (%)	Pure	2	4	6	8	10	12	15
	DINP		3.74E-10	1.53E-9	2.62E-9	1.16E-8	2.24E-8	2.30E-8	2.94E-8
	DOA	2.48E-10	3.73E-10		1.29E-9		2.65E-7		

Table 7

 7 The optimized conditions for printing terpolymer composites.

	Functional conditions	EAP	Electrode
	Terpolymer	P(VDF-TrFE-CFE)	P(VDF-TrFE-CTFE)
	Solution concentration in MEK	20.25 %	9 %
	DINP filler	8 %	5 %
	Carbon black filler	-	5 %
	A blunt metal nozzle diameter	1.6mm (14 gauge)	0.838mm (18 gauge)
	Glass syringe	30 ml	30 ml
	Rate flow	800 mm/min	1200 mm/min
	First layer Z distance	0.3 mm	0.1 mm
	Duration of solvent evaporation at		
	ambient temperature (for depositing	1-1.5 hour	20-30 minutes
	another layer on top)		
	Film thickness	90-100 µm	15-20 µm

Table 8

 8 Longitudinal strain response (S33) of terpolymer doped with plasticizer DINP and DOA with various percentages as a function of electric fields. F pre-load = 1.42 N, Sinusoid Unipolar 50 mHz Sample thickness = 180-200 µm Active area = 12.567 cm 2 (circular electrode ø = 2 cm)

	Terpolymer			S33 (%)		
	P(VDF-TrFE-CFE)	10 V/µm	15 V/µm	20 V/µm	25 V/µm	30 V/µm
	Pure	0.0362	0.1710	0.2460	0.2767	
	Δ pure	0.0010	0.0060	0.0030	0.0066	
	DINP2	0.0778	0.1135	0.1821	0.2783	
	Δ DINP2	0.0033	0.0028	0.0047	0.0028	
	DINP4	0.1147	0.1968			
	Δ DINP4	0.0078	0.0075			
	DINP6	0.2142	0.3238	0.1051		
	Δ DINP6	0.0111	0.0017	0.0014		
	DINP8	0.4125	0.6182	0.7579	1.0387	1.2168
	Δ DINP8	0.0047	0.0039	0.0165	0.0523	0.0356
	DINP10	0.2905	0.3386	0.5050	0.6878	0.8711
	Δ DINP10	0.0042	0.0042	0.0035	0.0138	0.0046
	DINP12	0.4914	0.7692	1.0942		
	Δ DINP12	0.0162	0.0053	0.0017		
	DINP15	0.4203				
	Δ DINP15	0.0104				
	DOA6	0.1406	0.1674			
	Δ DOA6	0.0091	0.0050			
	DOA8	0.4343	0.5458			
	Δ DOA8	0.0291	0.0154			
	DOA10	0.2963				
	Δ DOA10	0.0607				

Table 9

 9 Maximum Displacement observed at the center point of the actuator area at the front glass surface as a function of different applied electric fields, actuator sizes, and a number of layers.

						M a x i m u m D i s p l a c e m e n t ( µ m )				
	E (V/µm)				1 layer				2 layers	3 layers
		ø 16 mm	ø 20 mm	ø 25 mm	ø 30 mm		ø 20 mm	
		Exp.	Model	Exp.	Model	Exp.	Model	Exp.	Model	Exp.	Model	Exp.	Model
	10	0.050	0.058	0.061	0.083	0.180	0.118	0.230	0.155	0.230	0.173	0.278	0.267
	15	0.125		0.173		0.300		0.440		0.390		0.525	
	20	0.185	0.194	0.284	0.278	0.435	0.392	0.630	0.515	0.555	0.575	0.777	0.888
	25	0.244		0.350		0.565		0.830		0.745		1.010	
	30	0.305	0.343	0.476	0.490	0.710	0.693	0.980	0.910	0.975	1.015	1.350	1.568
	35	0.375		0.530		0.850		1.175		1.193		1.564	
	40	0.445	0.475	0.705	0.678	1.025	0.959	1.400	1.260	1.493	1.405	1.838	2.170
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order to test their electromechanical performance suit for Live-mirror prototypes. Future work will explore how EAP sensors can be integrated into mirror systems. Indeed, the excellent actuation ability of the modified terpolymer opens the track for future generations for various actuator applications. In the end, such novel interdisciplinary R&D introduced the novelty hybrid dynamic live-optical surface strategy [8,10,11] and forwards the advancement to the next frontiers of science and technology to replace stiff and heavy abrasive glass allowing to reduce complexity cost scaling of conventional optical telescopes.

Summary

In chapter 1, we have built up interdisciplinary research between materials science engineering (smart material optimization) and astrophysics (deformed optical surfaces for active mirrors) technology. By introducing the novel concept on how to exploit EAPs applied as active actuators, we presented the possibility to control and deform precise optical surfaces with an open range of applications. Moreover, the number of actuator and sensor applications including the development of technologies were reviewed within this chapter for acquiring the material best suited to achieve the requirements of a given application. We believe that the feasibility of using advanced EAP which has an excellent performance in mechanical actuation potentially will dedicate the next generation mirrors.

Summary

Terpolymer became the selected material base for force-actuator in an active optics application. The thin film terpolymer and its composite were prepared using the solution blending method. The electrical & mechanical characterizations of the modified terpolymer were investigated. Based on force-actuator achievement features, the characterization of dielectric permittivity, polarization, Young modulus, dielectric breakdown strength, and electrical conductivity were described in this chapter. This chemical modification aims to achieve (1) high-k and conductive polymer composite using terpolymer doped CB particles and (2) advanced EAP actuator using plasticized terpolymer. The experimental result of the shear-actuator prototype confirms the feasibility of using force-actuators acting/deforming the glass through its shear mode via its transversal strain. The shear actuator enlightens the possibility to deform an optical surface locally corresponding to its shape and size which will validate the 3D printing technology for the EAP actuator application, i.e. to 3D printed specific actuator shape suited for local and specific surface defects and operating via shear-mode.

Summary

In chapter 4, the description of the Live-Mirror project including research objectives and perspectives were presented. The main scope of this chapter is to introduce the proof of concept prototypes to validate and to improve the level of readiness of active mirror making use of the novel technology of EAP actuators. We demonstrated the possibility to overcome mirror surface deformation employing the plasticized terpolymer actuator through to categories for the proof of concept: (1) sandwich prototype in a favor of global surface adjustment, and (2) shear actuator prototype with the aim of local surface correction. Our experimental results demonstrated and validated surface deformations of several microns under reasonable load conditions. Such a level of deformation is fully compliant to control large optical telescope mirrors surfaces -a major and crucial goal for the Live-Mirror project.

COMSOL Glass Deformation Modeling Material and Simulation Parameters

We have discussed in chapter 3 the estimated dielectric permittivity under HV operation using the Debye/Langevin formalism, which enables the possibility to predict the actuation ability of the advanced plasticized terpolymer actuator. In this section, we integrate the investigated permittivity model into the Sc deformation modeling with the COMSOL Multiphysics ® software. Such a modelization allows conventional physics-based user interfaces and coupled systems of partial differential equations (PDEs) making it possible to analyze, solve, and model our system [136] . In order to model the Live-Mirror prototype performance precisely, all of the properties of the material and precise structure design, e.g. the dielectric permittivity at HV operation, film & glass thicknesses, actuator positions, etc. are required. Figure 78 illustrates the prototype assembly used for the finite-element analysis in COMSOL. Input parameters and prototype design are described as follows;

Figure 78 The schematic of the full-printed multi-actuator prototype in COMSOL used for simulating the Sc deformation under HV operation. Four full-printed single-layer actuators are implemented on the backside of the glass represented as an Sc in the system.

between measurements and models in the multilayer actuator must be addressed in future developments.

We reported in chapter 4 (subsection: Shear Actuator Pro, page 138) that the EAP actuator working in shear-mode can allow the generated strain transfer onto the glass at some EAP thickness. The main attribution parameters disrupting actuation efficiency in the real-scale experiment might come from the interlayer shear stress within the multilayer structure [137] especially for the 3D-printing multilayer topology. This inter-stress in the multilayer structure impedes the effort to reinforce transferable transversal strain by increasing the number of layers. In order to improve model predictions, the interlayer stress algorithm of the multilayer structure will be considered in future model development.

Summary

To demonstrate the feasibility of employing advanced EAPs for an active-live optics application, the additive manufacturing technique is possibly integrated into the EAP actuators fabrication. By developing a printable advanced EAP with a compatible electrode, we finally achieved the full-printed actuator that qualifies as a Live-Mirror 3D printed prototype. The full-printed actuator prototype demonstrated great electromechanical response transfer to the glass substrate by deforming a single glass plate in the micron range depending on electrode size and a number of actuators. The result of the 3D printed actuator is hoping for a breakthrough in the new growth of a powerful force-actuator considering the soft actuator field. Furthermore, the empirical modeling operated by COMSOL Multiphysics ® showed remarkable results agreeing well with the experimental measurements which should allow us to develop the algorithm to develop the advanced actuator design approaching to a real active-live mirror application -Live-Mirror project.