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The main objective of this work is to realize a micro-conveyance device with the help of digital electromagnetic actuators. It includes development of a 3D digital actuator and then assembly of several actuators to form an array for the conveyance. This device can be used in the context of micro-factories to convey or positioned the objects in 3D space.

Résumé

Les surfaces de transport intelligentes (smart surfaces) sont de plus en plus utilisées dans de nombreuses industries. Elles permettent de transférer des pièces d'une station de fabrication à une autre et de contribuent ainsi à l'assemblage de différentes pièces ou peuvent être utilisés lors d'opérations d'inspection et de logistique. Cette technologie émerge aux échelles macroscopique car elle reprà c sente un à c là c ment clà c pour assurer une forte automatisation des tâches de manipulation. Plusieurs recherches sont en cours pour moderniser ou adapter cette nouvelle tendance de l'Industrie 4.0. La miniaturisation de ces surfaces est présente également un intérêt fort dans le but d'obtenir des microproduits ayant un coût de fabrication maîtrisé et une grande précision tout en assurant un encombrement de quelques centimètres cubes. De nombreuses architectures et principes physiques peuvent être utilisés pour réaliser ces surfaces de convoyage intelligentes.

Le travaux présentés dans ce manuscrit de thèse porte sur le développement d'un système de micro-convoyage basé sur un réseau d'actionneurs électromagnétique numériques. La principale originalité du travail proposé porte sur l'architecture hexagonale des actionneurs qui leur permet d'atteindre douze positions discrètes réparties sur deux niveaux selon l'axe z. Le système proposé comprend sept actionneurs numériques assemblés dans une architecture en nid d'abeilles pour réaliser des tâches de convoyages de manière individuelle ou collaborative avec quatre degrés de liberté (trois translations et une rotation autour de l'axe z). Chaque actionneur comprend une aimant permanent mobile capable de se déplacer à l'aide d'un effort électromagnétique de Laplace et présente plusieurs courses comprises entre 0,5 et 1,0 mm. Les dimensions totales du système sont de 90×90 mm and ce dernier est capable de générer des mouvements plans d'un objet convoyé à l'aide d'un principe stick-slip. Le système a été conçu et dimensionné à l'aide d'un modèle magnétique et électromagnétique. Plusieurs prototypes ont été réalisés en utilisant différents moyens de production tels que des techniques de prototypage rapide et de micro-fabrication. Ces prototypes ont ensuite été testés et leur capacité à réaliser des tâches de convoyage a été caractérisée.

A la fin du manuscrit, une conception plus compacte du réseau comprenant 19 actionneurs organisés dans une architecture en nid d'abeilles a également été conçue. 
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Introduction

The era of miniaturization started in the middle of the 20 th century. The need of miniaturization leads to a revolution in the production technologies to be adapted to manufacture micro-devices. Micro technologies have then been developed and are now used in many fields, for example: In our day-to-day life slim notepads, smart phones, watches, medical implants, etc.. are some common uses of micro technologies.

Precision and reliability are the backbone of micro-technologies. Nowadays micro, even nano, level precision is needed in the production of micro-systems. The difficulty in obtaining such precision is due to the amount of errors caused by human interference in the production of such micro-systems. To solve this problem, automation is a key, by ensuring automatic machining and assembly. This trend leads to the development of micro or desktop factories whose concept was firstly introduced in Japan in 1990s. Microfactories present a high level of automation, high flexibility, reconfigurability and have a size adapted to the produced micro-parts or systems. Thus, making micro-factories more cost effective, time and energy efficient compared to standard factories.

To ensure a high automation level of such micro or desktop factories, modular design and control are needed. The micro-factories are suitable for the production of small and medium size products and their high flexibility allows them to be reorganized according to the manufacturing flow. A central element in a micro-factory that will ensure its flexibility is the conveyance device. It will ensure the part flow into the micro-factory. The existing solutions which are available for macro-level handling are not suitable at microlevel as they are difficult to be integrated and do not provide enough precision. The development of micro-conveyance device without comprising the precision and requires no or minimum human intervention is then a major challenge.

The work presented in this thesis consists of developing a new type of micro-conveyance device based on digital actuation principle and able to deliver millimeter level strokes. In order to reach this objective, the work presented in this manuscript is divided into five chapters.

Chapter 1 provides a state of the art on conveyance devices at macro, meso and microlevels. Various devices are presented which are classified according to their physical principle. It also describes the two functions of digital actuators and ongoing researches in that sector.

In chapter 2, the principle, modelling and design of an elementary digital actuator are presented. Magnetic and electromagnetic models of the actuator have firstly been realized and secondly a prototype has been designed. Chapter 5 provides a general conclusion and gives some perspectives regarding the work presented in this manuscript.

The details regarding the published articles can be found in Appendix -A.

Chapter 1

State of the art

This chapter provides a literature review of conveyance devices and particularly those used in the field of micro and desktop factories. An introduction to smart surface and recent advancement in the conveyance devices is firstly presented. Different actuation technologies are then discussed on their relevance to perform conveyance tasks. The main focus of this chapter is on digital actuators with their architecture and the different physical principles used for actuation. Finally, a conclusion is provided on the basis of different actuation technologies and various digital actuation principles.

Smart Conveyance Surfaces

Conveyance surfaces are mechanical handling equipments that are used in order to move objects from one place to another. These surfaces are actuated either using centralized motor system or with the help of several motors, i. e. decentralized motor system. Centralized actuation, as the name indicates, integrates one motor in order to perform the conveyance. They are dynamic and have precise motion control. However, there is a need to have constant overview of the system for the decision making, which makes the system dependant on the material flow. It also requires cooling system in order to dissipate large amount of generated heat and in case of any fault, the whole system may breakdown 

Smart Conveyance at Macro-scale

In macro-scale factories, the conveyance devices are either use to convey material from the inventory store to the workspace or to sort the packages and making them ready for delivery. In the intralogistics industries, a smart conveyor is essential for an in-plant material and packages handling, that will help to speed-up the delivery process without compromising the precision in sorting.

In Fig. 1.1, a conveyance system based on actuated rollers is presented [Krhn 10].

Each roller of the system, integrates a servo motor fixed at its base in order to carry out swivel drive. This swivelling roller helps to convey the object (placed on top of it), along xand y-axis, respectively. The rollers are referred as modules and the combination of all these modules forms a decentralised conveyance system. This system provides high flexibility in terms of transfer and sorting functions. There is also a possibility to collaboratively used these modules in order to perform many operations at a time.

Another smart conveyance device has been proposed by [Sohr 16] using a multi directional transport module as shown in Fig. 1.2. It consists of small scaled modules arranged in the form of a matrix with total dimension of 65 × 65 mm. Each module consists of a tilt 

Smart Conveyance at Micro/Meso-scale

The rapid growing need for miniaturized products is increasing in many domains as in aero-space, automotive, biomedical, optical, military and micro-electronics packaging industry [Koc 11]. New technologies and practices have been undertaken to meet precise and eco-friendly production requirements. The applications present above shows high precision however, they cannot be used directly to realize micro-conveyance application with millimetric/centimetric/decimetric displacements. In literature, there are some examples of conveyance devices and the following section focuses different physical principles used in such devices.

Physical Principle for Conveyance devices

The conveyance devices presented in literature are based on different physical principles. The choice between these physical principles depends on various parameters which include reliability, precision, energy consumption, etc. According to literature review, various physical principles are listed below and described in the following paragraphs :

• Pneumatic Principle.

• Electrostatic Principle.

• Electrothermal Principle.

• Piezoelectric Principle.

• Electromagnetic Principle.

Pneumatic Principle

Conveyance devices based on pneumatic principle make use of compressed air, injected in small inlets (called nozzles) as shown in Fig. 1.5. This helps to simultaneously levitate and move the object. The levitation is usually obtained due to air cushion which can be controlled using pressure/pneumatic valves. A collaborative control of these valves helps to move the object. The pneumatic principle can be used for contactless actuation. It has several advantageous characteristics such as clean, non magnetic and low heat generation conveyance solution. When the valve is closed, a levitation force is generated using vertical air flow. To displace the object on the right side, the right electrode is turned on as shown in Fig. 1.6 (a). The total area of a single actuator is 1 ×1 mm 2 and that of the array is 35 ×35 mm 2 and it is composed of 560 microactuators. Two different conveyance objects were used to characterize the velocity, air-flow force and the stability. The experiments show a conveyance velocity of this system between 0.5 mm/s and 4.5 mm/s and a maximum force is 0.37 µN with a pressure of 13.2 kPa. For a H-shaped object weighing 32.38 g, the estimated maximum velocity could reach 220 mm/s with a traction pressure of 500 kPa. 

Deng et al. have developed a contact manipulation table using pneumatic principle

[ Deng 16]. The device is inspired by a caterpiller locomotion and realised object manipulations using the friction generated by surface deformation. The actuation is formed by the combination of inflatable soft structures as shown in Fig. 1.9. The pneumatic system (valves) helps to inflate air chambers. The prototype has 25 soft actuators in the form of 5 × 5 square matrix. The dimensions of each actuator are 36 ×36 ×22 mm with a total dimension of 180 ×180 mm. A smartphone has been used as conveyed object and it was moved over 21 mm with 20 motion cycles with an average speed of 30 mm/min. The device is also able to rotate the smartphone with an average speed of 1˚/s.

Electrostatic Principle

Electrostatic actuators are based on the force between two conducting electrodes when a voltage is applied between them. The simplest electrostatic actuator consists of two parallel plate electrodes where one electrode is fixed and other is movable as shown in 

Electro thermal Principle

Electrothermal actuators are the kind of actuator which can be based on several physical phenomenon like material's thermal expansion [see Fig. In general, electrothermal actuators have advantages over the electrostatic ones, as they use low voltage and generate large output force. However, they are thermal dependant which generate slow actuation and therefore, limits their applications.

Piezoelectric Principle

Piezo electric actuators are based on piezoelectric effect which is an ability of certain materials to generate electric charge in response to applied mechanical stress. This behavior is reversible meaning that piezoelectric materials can either exhibit direct piezoelectric effect (produce electricity when applied to stress) or reverse effect that is they generate stress when subject to electric field as shown in Fig. 1.15. This reverse piezoelectric behavior can be used for actuation [Liu 18]. 

Electromagnetic principle

Electromagnetic actuators are based on the electromagnetic force, exerted on an electrically charged particle moving in the presence of magnetic field. The main advantages of electromagnetic actuators includes, high speed, fast response, low cost and simple design. As friction is the important parameter to be taken into account in the realisation of micro/nano positioning devices, levitation of the mobile part is a solution which can be obtained using pneumatic actuators (see section 1.2.1). Another solution to generate the levitation is by using electromagnetic effect. The electromagnetic force can be used to 

Linear induction actuator

A linear induction actuator is based on the electromotive force generation. It is generally produced in a conductor or conducting material when exposed to the changing magnetic flux (Faraday law). The interaction between induced current and the changing magnetic flux generates induction (Lenz law). The linear induction actuators are either with a short stator or with short rotor as shown in Fig. 1.17(a)(b). They are used in variety of applications due to high speed, easy maintenance, low cost and simple structure. However, they require higher power consumption and have a complex control. 

Linear reluctance actuator

The principle of reluctance is defined as the ratio of magnetomotive force to magnetic flux and is analogous to the electrical resistance in electric circuit. The reluctance force occurs when a current carrying coil in a magnetic field is energized. It helps to reduce the overall resistance of the magnetic circuit. 

Lorentz force actuator

The third type of electromagnetic actuation is based on Lorentz force. It is the force on a charged particle due to electric and magnetic field. This force is generated by the interaction between the current in the conductor and the magnetic flux density around the conductor as shown in Fig. 1.20. The direction of this force is given by the Fleming's left hand rule and according to this rule, the generated Lorentz force will be oriented or- coil. The second one includes common PM array and three coils while the third one integrates a Halbach PM array and three coils. All the three actuators have the same stroke size which is ±1.5 mm. Due to the Halbach array the thrust force is increased in third configuration and also low force ripple is observed in third type. These are important parameters to be considered for these actuators as the thrust force that determines the acceleration and speed of the movement and force ripple that determines the positioning accuracy.

Chin et al. have developed conveyance device as shown in Fig. 1.22 [Chin 13]. This device consists of air core coil linear synchronous motor for the plate displacement and First one with large permanent magnet as rotor and multiturn three phase coil as stator.

Second one includes integrated magnet array as rotor and serpentine coil as stator. The device shows a long travel range of 6 cm and it has 1DOF. and rotation of ±12.37˚. The cross structure is able to achieve a speed of 12 mm/s with a driving current value of 0.8 A.

Actuation principles

The positioning/conveyance devices based on the various physical principles described above can be categorized as analogically or digitally driven based on the displacement output they provide. Analogical actuators have continuous stroke and has the ability to reach any position within their working range. Digital actuators have discrete repeatable positions as shown in Fig. 1.27. In this figure, the mobile part of the actuator is represented as a ball and the discrete positions for digital actuator are indicated. The detailed description of the analogical and digital actuation principles is provided in this section.

Analogical actuators

In analogical actuators, the mobile part can reach any position between the extreme positions that define their stroke [Dudr 14]. They have high precision and the ability to realize long range continuous displacement. To obtain high precision, analogical actuators are usually controlled using closed loop system which helps to track the position of an actuator and can also help to compensate the manufacturing errors. However, at micro-level, it might be difficult to integrate sensors and it can also leads to complex control. Furthermore, to hold the mobile part at any position, analogical actuators usually required continuous supply of energy.

Conveyance using contact actuation

In literature, there are some examples of conveyance devices in which frictional losses are observed due to contact between the plate and the mobile part of the actuator. [Ebef 99],

[Aror 19], [ Deng 16] are some of the examples already explained in the previous sections.

These forces can also disturb the conveyance trajectory or it can damage the conveyance object which require careful handling. To overcome such errors, levitation or non-contact actuation can be used [Guel 17] [Fuku 06]. This principle helps to reduce frictional losses during conveyance.

Conveyance using non-contact actuation

The non-contact conveyance requires two functions, firstly to levitate the object and secondly to displace the levitated object. Non contact handling have several advantages, as it can neglect the surface forces, the friction effect is drastically reduced thus, providing suspension. The device has been able to transport a glass panel with a speed of approximately 25.6 mm/s while been suspended at gap length of 0.3 mm.

Digital actuators

Unlike analogical actuators, the mobile part of digital actuators can switch and be hold in As the discrete positions for digital actuators are defined during their manufacturing, they need to be fabricated using precised fabrication techniques and the controls cannot be used to compensate the fabrication error as of analogical actuators. external energy and ensures the holding of the mobile part in the discrete positions. In the next sections, the solutions used in literature to realize these two functions are presented.

Switching function

The switching function produces a driving force, exerted on a mobile part, to switch it between the discrete positions. According to literature, it can be achieved using various 

Holding function

The second essential function in digital actuators is the holding. As the name indicates, this function helps to hold the mobile part at any discrete position. In literature, the holding is realized using four main solutions as magnetic holding, locking systems, compliant structures and hinged mechanisms. These solutions are detailed below.

a) Magnetic Holding :

In electromagnetic digital actuators, the holding generated with the help of magnetic forces has been widely used because of its magnetic properties which can be used either for the switching or to realize holding operation. It is reliable and can 

Overview of the presented conveyance systems

In this section, an overview of the presented conveyance systems is proposed and only micro systems are considered as the present thesis is related to the conveyance at a microscale. This comparison is provided in Table 1.2.

Pneumatic actuators are clean, light weight and non magnetic however due to the digital control of air flow, their accuracy is limited. Moreover, downscaling of such actuators is impossible as it is difficult to fabricate complex nozzle structure at micro level. The comparison between different actuators helps to choice the use of digital electromagnetic actuation principle. It is due to their simple design and control, no requirement of any feedback sensor and also the possibility to realize distributed actuation with an array. The electromagnetic physical principle is also considered as it can be well adapted with the digital actuators as it gives a possibility to obtain the holding and switching operations using the magnetic properties of the PM and also the previous experience of the lab in the development of digital electromagnetic actuators.

In 

Conclusion

A state of art on the micro conveyance and positioning systems has been presented in this chapter. At first, a short description about the smart conveyance devices on macro level has been presented. Various examples and their working principles have been explained.

Later, the integration of smart conveyance devices at micro level with the help of actuators is presented. Different physical principles have been explained and their advantages and drawbacks are detailed. The conveyance devices presented based on different physical principles are distributed into two different actuation principles (analogical and digital).

The advantages and drawbacks of analogical and digital actuation have been shown. The analogical actuators have been further distributed into contact and non-contact actuators.

The main functions of digital actuators (switching and holding) are also given. Various physical principles were presented to realize the switching and holding operation for the digital actuators.

Finally, the summary of all the presented conveyance device is given in Table 1.2. A comparison has been made between different actuation principles and an electromagnetic principle has been chosen for the proposed digital actuator. The electromagnetic principle is best suited as it gives possibility to obtain both translation and levitation in the digital actuator. The holding of the Mobile part at discrete position is considered using magnetic holding principle as it can be easily achieved using PMs and do not required any complex mechanical structure as compared with above mentioned principles.

In the roberval laboratory the digital actuators based on electromagnetic principle have already been developed [Peti 09] [Zhic 16] [ Xu 16]. This work is a continuation over these previous works.

The objectives of this thesis are distributed in several steps. The first step is to design and validate a three dimensional displacement actuator with the ability to have more discrete positions to enhance the conveyance abilities. The second step includes, the validation of the proposed actuator and realization of micro-fabricated prototype. The step 3 includes, the design, modelling and validation of the conveyance device using an array of digital actuators and finally in step 4 a miniaturization of the proposed conveyance device has been designed.

Chapter 2 Principle, Modeling and Design of an elementary Digital Actuator

In this chapter, the working principle, modeling and design of a digital electromagnetic actuator are described. Firstly, the actuation is explained for a 2D actuator. Later, the same system is adapted for a three dimensional actuation. The architecture of the actuator and the solution to ensure the switching and holding functions are described. Then, a model is presented to calculate the magnetic and electromagnetic forces generated in the system.

This model helps to design the actuator prototype.

Principle of the actuator

There are various actuation principles available in the literature as discussed in previous chapter. For the actuator presented in this work, an electromagnetic principle has been undertaken due to its advantages such as magnetic holding, which ensures no energy consumption at stable positions as explained in the previous chapter. This principle has also been approved by experienced research team members of Roberval laboratory. The main originality of the proposed actuator lies in its hexagonal architecture and also the ability of the mobile part to reach twelve discrete positions. The positions are divided at two different levels along the vertical z-axis. Initially, the principle of a 2D actuator is presented and later the same design is adapted for 3D actuation.

Principle of 2D actuator

The 2D Hexagonal Digital Actuator (HDA) includes a mobile part and fixed parts [Fig.

2 Only two sets of orthogonal conductors are used to achieve all six discrete positions which helps to limit the number of control signals and power supplies and it also helps to simplify the PCB design. Table 2.1 gives the detailed current distribution between the two sets of orthogonal wires one for each displacement direction, where I x represents current in Tc (x-axis) and I y represents current in Bc (y-axis). Because of the distance between Tc and Bc, the distance between the bottom side of the MPM and Bc (d 3 ) is higher than the distance between the bottom side of the MPM and Tc (d 2 ) [see Fig. 2.1(b)]. As a consequence, I y needs to be higher than I x in order to obtain the same electromagnetic force. 

Motion Current along x-axis Current along y-axis

Directions I x I y 1 ↔ 2 ±I x 0 1 ↔ 3 ±I x cos(30 • ) ±I y sin(30 • ) 1 ↔ 4 ±I x cos(60 • ) ±I y sin(60 • ) 1 ↔ 5 0 ±I y 1 ↔ 6 ±I x cos(120 • ) ±I y sin(120 • ) 6 ↔ 3 ±I x 0 TABLE 2.1: Electric current

Actuation principle

The actuation of the HDA is based on electromagnetic Lorentz force principle which is generated when a current carrying conductor is placed in a magnetic field, here generated by Permanent Magnets (PM). It can be calculated using equation (2.1)

F = I wire dl × B ext (2.1)
where, F is the generated electromagnetic Lorentz force, I is the current passing through the conductor, l is length of the conductor and B ext is the external magnetic flux density of the PM. As the conductors are fixed and the PM is mobile. In this case, the generated electromagnetic force will change the current position of the PM.

The magnitude of this generated force depends on the current amplitude, the intensity of the magnetic flux density of PM and the position of PM with respect to the conductor, whereas, the direction depends on the magnetization orientation of PM and the direction of the current. Fig. 2.3 (a), represents the direction of Lorentz force with respect to the magnetic orientation and current direction. +x-axis is then exerted on the MPM. If this resulting driving force is higher than the sum of magnetic holding force and the adhesion force, the MPM switches. To switch back the MPM along -x direction, the driving current is reversed and oriented in +y-axis.

In addition, for a Short-x-stroke, a current can also be injected in the Bc called, "holding current", in order to increase the lateral contact force between the MPM and the lateral stop. It helps to minimize the straightness error during switching.

Principle of 3D actuator

Similar principle has been adapted for a three dimensional displacement actuator. In order to realize a z-axis displacement, the mobile part of the digital actuator consists of a MPM fixed with a z-axis retainer at its bottom [see Fig. The switching of HDA along z-axis is possible with the help of current carrying electromagnetic air core coil placed beneath the PCB. A continuous current is required to maintain the mobile part at z 2 level. The continuous current in the coil serves as a holding current for the MPM at z 2 level. When the current is switched off, the mobile part returns back to the z 1 level due to the weight of the mobile part acting downward. Thus, the actuator shows a monostable behavior along z-axis. This configuration has been selected to simplify the architecture and the design of the proposed actuator and to ensure the access to the upper face of the MPM for its use in different applications.

Conveyance principle

The actuator presented in this work will be mainly used for a conveyance application.

To ensure the conveyance task, two different conveyance strategies are proposed : the stick-slip approach and the lift-mode approach.

Stick-Slip approach

In this approach, the MPM is always in contact with the conveyance plate. The conveyance using this approach is possible at both the levels (z 1 and z 2 ) along z-axis separately.

The step-by-step conveyance based on this approach is shown in Fig. 2.5 (a). In order to switch the plate along x-direction, a low driving current is used (stick-phase). This low driving current limits the mobile part acceleration and also the sliding between the plate and the mobile part. After attending the displacement using stick-phase, the MPM needs to come back to its initial position. In order to do so, a high driving current is used to switch the MPM in the opposite direction (slip phase). High driving current is used to increase the slipping between the MPM and conveyed plate. It will switch the MPM back to its original position with minimum disturbance to the plate. After the MPM returns back, it is ready for the next conveyance sequence. 

Lift-Mode approach

In this approach, the MPM is not always in contact with the conveyance plate as shown in Fig. 2.5(b) [view A]. The conveyance using this approach is only possible with the help of the vertical axis (using level z 2 ). When the mobile part switches at z 2 level, it ensures a physical contact between plate and the MPM [Fig. 2.

5(b)[view B]].

The working is explained using the cross sectional view presented in Fig. 2.5 (b). In the first step, the mobile part is located in one of the discrete position at z 1 level and the conveyance plate [φ 10 x 1 mm; mass = 0.26 g.] is placed on top of it. Initially, the mobile part is at z 1 level and there is no physical contact with the conveyance plate [see Fig. 2.5 (b) (view A)]. In order to convey the plate in x-direction as shown, the mobile part is switched to z 2 level. This step corresponds to the lift phase. In the third step, the mobile part is switched in xy-plane that ensures the plate displacement in the same direction. After that, the mobile part goes back to z 1 level that will release the contact between the plate and the MPM. In step 5, the mobile part will come back to its initial position without disturbing the plate and then will be ready to realize next conveyance sequence.

Modeling

In this section, the modeling of the HDA is presented. This model has been used in order to design the HDA. Firstly, the magnetic flux density distribution model is presented.

Later, the electromagnetic model is described. The frictional force model is also presented and taken into account to realize the conveyance application. At last, all these models are used in order to study the dynamic behaviour of the system.

Magnetic flux density distribution model

For the magnetic flux density model, three PMs with different shapes have been considered. It includes the analytical model for cuboidal PM, and the numerical model for hexagonal and the cylindrical PMs. As mentioned in the previous section, to realize z-axis displacement, an electromagnetic air-core coil is used. Therefore, a FEM analysis has also been done to determine the magnetic flux generated by the coil.

Cuboidal PM

Initially, a cuboidal MPM with dimension of 5×5×2 mm and magnetization of 1.37 T is considered. As the PM is of finite length, the surface charge model has been used

to obtain the B-field at any point P(x,y,z) located outside the PM. However, in order to use this model, some assumptions were carried out. The PM is considered with perfect geometries and uniform magnetization. The proper alignment of the magnetic poles for each PMs along z-axis is also considered. In this model, the PM is reduced to a distribution of equivalent magnetic charge [see Fig. 2.6] [Furl 01].

The analytical expression of the magnetic flux density for a PM with a dimension of (x 2 -x 1 ), (y 2 -y 1 ) and (z 2 -z 1 ) is given in Eq. 2.2, where, B x , B y and B z are the magnetic flux density components along x-, yand z-axis, respectively. M s is the PM magnetization, µ 0 is the vaccum permeability (4π × 10 -7 Kg.m.A -2 .s -2 ) and "m" is an index for calculation.

B x (x, y, z) = µ 0 M s 4π 2 k=1 2 m=1 (-1) k+m × ln   (y -y 1 ) + (x -x m ) 2 + (y -y 1 ) 2 + (z -z k ) 2 (y -y 2 ) + (x -x m ) 2 + (y -y 2 ) 2 + (z -z k ) 2   B y (x, y, z) = µ 0 M s 4π 2 k=1 2 m=1 (-1) k+m × ln   (x -x 1 ) + (x -x 1 ) 2 + (y -y m ) 2 + (z -z k ) 2 (x -x 2 ) + (x -x 2 ) 2 + (y -y m ) 2 + (z -z k ) 2   B z (x, y, z) = µ 0 M s 4π 2 k=1 2 n=1 2 m=1 (-1) k+n+m × tan -1   (x -x n ) (y -y m ) (z -z k ) -1 (x -x n ) 2 + (y -y m ) 2 + (z -z k ) 2   (2.2)

Hexagonal PM

In the literature, the analytical expressions of the magnetic flux density components are given for cuboidal or cylindrical PMs. However, other magnet shapes must be considered been made between the calculation error and time by considering the length and width of the cuboidal shape as 0.008 mm. In these configuration, the obtained errors are 0.19%, 0.019% and 0.08% for Bx, By and Bz, respectively. The model has also been tested for the coordinates (1 mm, 0.86 mm, 0.4 mm) which are within the stroke sizes of the proposed work. The errors are found to be less than 1%. As these errors are very small that validates the proposed model.

Cylindrical PM

The proposed design integrates FPM with cylindrical shape of dimension φ2.25 × 2 mm with a magnetization of 1.37 T. A numerical model is used to calculate the magnetic flux density at any point P (r,φ,z) located outside the PM. Here some assumptions were carried out : the PM has an uniform cylindrical symmetry, magnetization is perfectly oriented The analytical expressions for B r and B z are given in Eq. 2.3, where R is the radius of cylindrical PMs. Simpson's method is used to write the integrant ∅ in terms of discrete sums. Let N ∅ be the number of mesh points, the parameters S ∅ (m) is the integration coefficients and ∅ (m) is the value of integrant evaluated for N ∅ mesh points [Furl 01].

B r (r, ∅, z) = µ 0 M s 2N ∅ 2 k=1 (-1) k R × N ∅ m=0 S ∅ (m) cos (∅ -∅ (m)) g (r, ∅, z; R, ∅ (m) , z k ) B z (r, ∅, z) = µ 0 M s 4π 2 k=1 (-1) k × { 2π N ∅ N ∅ m=0 [S ∅ (m) (r cos (∅ -∅ (m)) -R) × R × I(r, ∅, z; R, ∅ (m), z k )]} (2.3) where, g (r, ∅, z; R, ∅ (m) , z k ) = 1 r 2 + R 2 -2Rr cos (∅ -∅ (m)) + (z -z k ) 2
and,

I ≡            (z -z k )g(r, ∅, z; R, ∅ (m), z k ) r 2 + R 2 -2Rr cos (∅ -∅ (m)) if r 2 + R 2 -2Rr cos (∅ -∅ (m)) = 0 or -1 2(z-z k ) 2 if r = R, cos(∅ -∅ (m)) = 1, z = z k
The above equation helps to calculate the M=magnetic flux density for the cylindrical magnet at a point outside or on the PM.

Validation of the proposed models

The analytical and numerical models proposed above have been implemented by using Matlab. To calculate the magnetic flux density analytically for cuboidal magnet, a PM with dimension 5 × 5 × 2 mm -1.37 T is used. For cylindrical magnets, dimensions are φ2.25 × 2 mm with a flux density of 1.37 T. The magnetic flux density B x , B y , B r and B z are calculated and compared the ones obtained with the semi-analytical model Radia and also with the finite element analysis (FEA) calculation software COMSOL. A total of 8×10 5 mesh elements have been used for the calculation. Fig. 2.11 below represents the Magnetic flux density for cuboidal and cylindrical PMs. For the cylindrical PM, in order to realise numerical model, 10000 Simpson's mesh elements were used (N φ )

The relative error observed with respect to the analytical and numerical model is in terms of 10 -5 for cuboidal and 10 -10 for cylindrical magnet. Thus, it validates the proposed model for cuboidal and cylindrical PM. 

Magnetic force

The calculation of the magnetic forces exerted between the magnets (FPMs on the MPM) is described in this section. In order to determine this force, two cuboidal PMs are considered as shown in Fig. 2.12. The dimensions and magnetization considered are similar to the previous one discussed in section 2.2.2. Eq. 2.4 gives the expression to calculate the generated magnetic forces [Furl 01].

FIGURE 2.12: Magnet and the illustrated coordinate system for magnetic force calculation.

F M agnetic = s σ m B ext (x, y, z) ds (2.4)
where, σ m is the surface charge density and B ext is the external magnetic flux density generated by PM A. However, in most cases, a discretization approach is undertaken as Eq. 2.4 is not able to solve it analytically. The pole surfaces of PM B are discretize in to sub-surfaces (∆ A p ) and then the magnetic flux density is calculated [see Fig. 2.12].

Eq. 2.5 gives the expression of the magnetic force using discretized method.

F M agnetic = p σ m (x p )B ext (x p )∆ A p (2.5)
To calculate the magnetic force generated between cylindrical and cuboidal PMs, two methods can be used. Firstly, we can assume that two magnets of same volume, height and magnetization exerts the same magnetic force irrespective of their shapes. These assumptions have been verified using a semi-analytical model (Radia) and it is valid if the calculation point is not too close to the considered PM. Two PMs, one cuboidal and the other one cylindrical have been considered for the validation with same volume, magnetization and height and the magnetic forces were calculated. It has been observed that the relative error in force generated by these two magnets at a point is very small (10 -7 T) and therefore, considered negligible. It validates the first method for the calculation.

Another method can be to convert the cartesian into cylindrical coordinates and vice versa [Eq. 2.6]. This method has also been validated using numerical model of Matlab and the semi-analytical model Radia.

r = x 2 + y 2 Θ = tan -1 ( y x ) z = z (2.6)

Electromagnetic force

In this section, the expression of the electromagnetic Lorentz force generated between a current carrying conductor and a PM is given in Eq. 2.7 with respect to current in a conductor (I), length of a conductor (l) and magnetic field generated by the PM on the wire (B ext ).

F Electromagnetic = I wire dl × B ext (2.7)
Similarly to the magnetic flux density model, this expression has been implemented using Matlab and the results have been compared with Radia. A cuboidal PM (5 × 5 × 2 mm and magnetization of 1.37 T) with a magnetization along z-axis has been considered in order to calculate the generated electromagnetic force using a single conductor. The conductor is placed at a distance of 100 µm from the bottom of the PM. A current of 1 A flows through the conductor in T c and the electromagnetic force is calculated from different positions of PM from -3 mm to +3 mm along x-axis. Fig. 2.13 below represents a comparison of electromagnetic force computed with the semi-analytical (using Radia) and analytical (using Matlab) model. The Fig. 2.15 (a) represents the total force (magnetic + electromagnetic) along x-axis F x with respect to MPM position for two levels along z-axis. When there is no current in the conductors (0A), the total force corresponds only to the magnetic holding force generated by the FPMs. The force generated is almost linear due to the small stroke size (0.5 mm) compared to the MPM dimension. Moreover, when an electric current is passed through the conductors, the graph shifts upward due to addition of electromagnetic forces which is proportional to the injected current value. However, for the same current values, the total forces generated for the two different levels along z-axis are different. This is due to the addition of air gap between the MPM and the conductors when the mobile part is at upper level along z-axis (i.e. z 2 level) as shown in fig. 2.5 (b). The forces obtained along x-axis are 6.86 mN at z 1 and 5.29 mN at z 2 for a current value of 1.5 A, whereas, 13.72 mN at z 1 and 10.59 mN at z 2 for a current value of 3 A., respectively.

In addition, along y-axis the forces obtained are 5.13 mN at z 1 and 3.58 mN at z 2 for a current value of 1.5 A and 11.62 mN at z 1 and 8.50 mN at z 2 for a current value of 3 A., respectively. The forces generated along y-axis are lower compared to x-axis due to the use of B c for y-axis switching and the distance between B c and the MPM is higher than the distance between T c and the MPM (

d 3 > d 2 ).
The Fig. 2.15 (b) represents the holding force, along y-axis F y as a function of MPM position for three different driving current values 0 A, 1.5 A and 3 A. The three curves are superimposed as the holding is not affected by the driving current values. In the graph, the force variation is very small, its amplitude is slightly lower (1.364 mN) when the MPM is placed centrally (0,0) than that of discrete positions (1.366 mN). The magnetic holding force is higher when the MPM is indeed close to a FPM then in a discrete position. In fig. 2.15 (c), the holding force is represented for different values of holding current (injected in bottom conductors). The variation of the holding force F y can be clearly seen for three different current values. When there is no holding current, the holding force is only due to the magnetic holding by the FPMs. But, as there is an increase in the current, magnitude of holding force also increases.

The generation of vertical force F z is also shown with respect to MPM position (Fig.

(d)

) at z 1 level. When there is no current in the conductors, no vertical force generated, but as the current is injected in the Tc, an electromagnetic vertical force is generated and is maximum at the discrete positions and it is zero when the MPM is at center. In this case, the MPM is centered relative to the supplied conductors and the vertical force is totally oriented along z-axis. The initial forces generated at the discrete positions for a current of 1.5 A and 3 A are 0.84 mN and 1.68 mN, respectively. Apart from that, the impact of holding current on the vertical force is also presented (see Fig. 2.15 (e)). It can be observed that as the current increases the magnitude is higher, it is due to the position of mobile part with respect to the Bc. actuator and to ensure the access to the upper face of the MPM for application.

The SRZ value can be analytically calculated. In order to do so, all the forces exerted on the mobile part have been taken into account : the magnetic forces generated by the FPMs on mobile part, the electromagnetic forces due to the current carrying conductors placed beneath the mobile part and the frictional forces. Eq. 2.8, below provides the equation to calculate the SRZ value.

SRZ = L 2 × 1 - F f riction F holding (2.8)
where L is the stroke of the MPM in respective direction and F f riction is the frictional force between MPM and the cavity. The SRZ can be calculated for each stroke value.

For the considered HDA, the SRZ value is defined as approximately 10% of the stroke in order to make a compromise between the digital behaviour and the energy consumption to switch. The SRZ value depends on the distance d 1 [see Fig. 2.1] that is the distance between FPMs and center of the hexagonal cavity. The lower the distance d 1 is, the higher the holding forces and thus the high SRZ value. The high SRZ value therefore, requires more energy to switch. The minimum current required to switch the MPM (I min ) can be Chapter 2. Principle, modeling and design of single Digital actuator calculated fo the two sets of conductors using Eq. 2.9 as shown below.

I min T c = (F holding + F f riction )/F emf x I min B c = (F holding + F f riction )/F emf y
(2.9)

where F emf x and F emf y are the electromagnetic forces generated for xand y-axis switching, respectively.

Frictional Force calculation

The frictional forces generated between the mobile part and fixed parts are needed to determine the SRZ and I min values. Two different frictional forces are considered in the model: two horizontal friction forces (named as F hf 1 and F hf 2 ) and a vertical frictional force (F vf ) as shown in Fig. 2.17.

FIGURE 2.17: Representation of the generated horizontal and vertical frictional forces for MPM and the conveyance plate

The first horizontal frictional force F hf 1 corresponds to the contact between the bottom side of the mobile part and the thin glass layer when the mobile part is at level z 1 .

The second horizontal frictional force F hf 2 appears due to the contact between the mobile part and the mechanical support at z 2 level. Moreover, the vertical frictional force F vf is due to the contact between the sides of the mobile part and the hexagonal cavity. The frictional forces are calculated using Coulomb model (2.10) and (2.11). Apart from that, there is also a horizontal frictional force generated between the plate and the mobile part F hf p [see Eq. 2.12], which is taken into account when the actuator is used for conveyance application.

F hf 1 = (W -F emz ) × µ hf F hf 2 = (W -(F z coil + F emz )) × µ vf
(2.10)

F vf = F holding × µ vf (2.11) F hf p = (W p + W o ) × µ vf (2.12)
where W is the weight of the mobile part, W p is the weight of the conveyance plate, W o is the weight of the object, F holding is the magnetic force exerted by the FPMs on the mobile part, µ hf 1 and µ vf are the horizontal and vertical frictional coefficients which have been experimentally measured using inclined plane technique. To realize the inclined plane technique, a PM was placed on a glass slide, or on a support in silicon, and the assembly was tilted using a motorized rotation stage (Newport SR50CC) until the MPM slides. The experiment was repeated twenty times and the mean is calculated. The values obtained for µ hf and µ vf are 0.39±0.06 and 0.48±0.06, respectively. Along with that, there are also electromagnetic forces generated due to coil and due to the current carrying wires. F z coil is the electromagnetic force generated by the coil along z-axis and F emz is the electromagnetic force along z-axis generated when a current passes into the conductors.

Computer-Aided-Drawing (CAD) modeling of the HDA

In this section, a 3D CAD model of the HDA has been realized using Creo 4.0. Two CAD models are presented: one with a cuboidal MPM and another one with a hexagonal MPM.

The mobile part for both types of HDA are designed in order to obtain twelve discrete positions, which are distributed at two different levels along z-axis.

3D actuator with cuboidal PM

The exploded view of the HDA with cuboidal PM is shown in Fig. 2.18 (a). The design integrates two mechanical supports with the defined cavities for MPM and FPMs, a PCB support, which helps to ensure proper alignment of PCB with respect to hexagonal cavity and a base part, in order to assemble all parts together and also to fix the air-core coil.

The mobile part of this HDA consists of a cuboidal MPM inserted in the hexagonal cas- 

3D actuator with hexagonal PM

An optimised version of the HDA has also been designed which includes, a hexagonal MPM. The mobile part in this HDA consists of a hexagonal MPM with a z-axis retainer 

Conclusion

In this chapter, a 3D HDA based on the electromagnetic Lorentz force principle is presented. The mobile part of the actuator is able to reach twelve discrete positions, distributed at two different levels along z-axis. The HDA architecture makes it possible to have two conveyance strategies for the plate displacement using a single actuator: stickslip and lift mode approaches.

In the first part of the chapter, the design of a 2D HDA has been explained then the actuation principle have been described. Two important principles are used for this actuator and are detailed: switching with the help of Lorentz force and holding with the help of magnetic forces. Initially, a cuboidal shaped MPM has been used to validate the proposed concept. Later, it has been replaced by an hexagonal shaped MPM in order to optimize the working of the digital actuator. An analytical model has been proposed for cuboidal PMs, whereas a numerical model have been proposed for cylindrical and hexagonal PMs in order to design two version of the HDA. A FEM analysis of an electromagnetic air-core Chapter 3

Realization & Experimental

Characterization of the Hexagonal

Digital Actuator

In this chapter, experimental prototypes of the HDA and their characterization are presented. In the first part of this chapter, the detailed design layout of the HDA and its different components are presented. Moreover, the different manufacturing processes for the fabrication of the prototypes are described. In the second part, the experimental characterization of the prototypes is presented. This characterization includes: the experimental validation of the HDA and its application as a positioning device.

Design Layout of the prototype and component description

The design layout of the HDA is as explained in the previous chapter. The HDA consists of two main parts: the mobile part and the fixed part. The mobile part has been realized by assembling the z-axis retainer with the MPM. Two different plates are fabricated (Top & Second) in order to define the stroke along z-axis and also in xy-plane. In addition, a square cavity has been realized to center-align the PCB with respect to the hexagonal cavity. A thin glass layer is also placed in the square cavity of the PCB. The detail illustration of the design parameters and the development of each component is explained in the following sections.

Mobile Part Assembly

The mobile part of the HDA is designed in order to obtain displacement along x-, yand zaxis direction. Two different configurations have been proposed as shown in Fig. 3.1 (a) (b).

In the first configuration, the top side of the bracket is used to limit the MPM stroke along z-axis, a PMMA piece is then attached on top of the MPM for the conveyance application.

The z-axis stroke in this configuration is the difference between top side of the MPM and the bracket. However, only a small surface (of the attached PMMA piece) comes in contact with the conveyance plate. A second configuration has been proposed with a z-axis retainer which is fixed at the bottom side of the MPM as shown in Fig. 3.1 (b). A thin layer of cyanoacrylate glue is applied to the assembly area for a proper fixation of the retainer on MPM. The retainer is made of PMMA material with a mass of 0.007 g and is fabricated using a laser cutting technique. The overall dimensions of the retainer was selected in order to minimize its weight, which will add to the weight of mobile part. The fabricated z-axis retainer can be clearly seen in Fig. 3.1 (c). An assembled mobile part is also shown and a coin is placed for size estimation.

Fabrication of the Fixed Parts

The fixed parts are essential components of the HDA as the stroke is defined during its manufacturing process. Initially, a laser cutting technique is used to fabricate all the fixed parts. PMMA material has been used for the manufacturing. However, the main idea of this first prototype was to validate the proposed concept, the ability of mobile part to reach twelve discrete position at two different levels along z-axis and also to initially characterize the HDA. To verify the stroke of PMMA version prototype, a stereomicroscope (Leica DFC400) has been used Fig. 3.2 (a).

The electromagnetic air-core coil has been manufactured at Roberval Laboratory due to the unavailability of such compact size air-core coil in the market. The dimensions were determined using the FEM analysis explained in the modeling section and as per that, a 3D printed core has been manufactured as shown in Fig. 3.2 (b). Then, a Copper. wire of 0.6 mm diameter (0.654 mm with insulation) has been rolled over the 3D part as shown in Fig. 3.2.

Measurement techniques

Different measurement techniques have been used to characterize the performances of the developed prototypes and are described in this section. In order to do so, non contact measurements technique have been selected because they avoid any disturbance in the functioning of HDA. The two non contact measuring technique used are a Fiber Optic Displacement Sensor (FODS) and a High Resolution Camera (HRC).

Fiber Optic Displacement Sensor (FODS)

The the signal processing unit, a FODS probe [see Fig. 3.3] and a reflective surface (e.g. mirror). The FODS probe consists of a ferrule, corresponding to the measurement head of the sensor, in which there are five optical fibers: one for emission and four for reception as shown in Fig. 3.4(a). The probe transmits and collect reflected light whereas, the signal processing unit consists of an electronic circuit which interprets the light into voltage and vice versa.

The probe has small dimensions (φ2 mm, length= 10 mm). Only the ferrule is required to be placed close to the mobile part of actuator while the electronic unit is deported from the optical fiber. The ferrule of FODS is composed of non magnetic material, which is essential in order to avoid any magnetic disturbance in the working principle of the HDA due to sensor. In terms of performance, this sensor has a measurement range 

Working Principle of the FODS

The FODS is composed of one emission fiber and four reception fibers as shown in distance between the ferrule and the mirror as the amount of light collected by reception fibers increases. This zone exhibits linear response and presents the maximum sensitivity compared to the other zones. Upon further increase in the distance between the mirror and the ferrule, the output voltage goes through a maximum as shown in zone 3, that integrates a peak voltage. This zone is also called transition zone between the linear and non-linear zones. The fourth zone is non-linear zone. This zone is used for long-range displacement measurements. However, in this zone the sensitivity of the FODS decreases with respect to increase in the displacement. For our experiment, we are using zone 4 due to the long range displacement measurement.

Calibration of the FODS

The FODS used during the experiment needs to be calibrated in order to obtain the output The calibration is performed in the same direction as in which the mobile part is moving as shown in Fig. 3.5 (a). The non-linear zone (fourth zone) is considered for the stroke 

High-Resolution Camera (HRC) and Image processing

During experiments, another measurement method based on a HRC and image processing has been used. It captures images of the mobile part during its displacement between discrete positions and from the images, the image processing determines the mobile part displacement. The properties of the camera are as given in Table 3.1.

Before doing experiments, the camera has to be calibrated and to do so, a calibration grid has been used [see Fig. 3.6]. The grid represents matrix of dots, where the distance between center of two dots is 125 µm. With the help of this grid, the pixel size is calculated and it is found to be 0.6935 µm for a given position of the camera. During the experiments with the HDA, a sticker which represents a white plus sign on a black background is placed on top of the mobile part (see Fig. 3.7) to measure displacement with the camera. After that, with the help of calibrated pixel size, the mobile part displacement is determined. 

Camera FLIR ORX-10G-C-51S5C

Comparison between measurement techniques

The two measuring techniques discussed above have certain advantages and limitations.

The FODS has a high acquisition frequency (500 Hz) compared to HRC (maximum Frame rate of 162 FPS), but only for short range displacement. The HRC can be used for long range displacement upto certain limit. The FODS needs to be calibrated separately for different displacement direction and the orientation of the mobile part during its displacement could highly disturb the FODS results compared to that of HRC. It is also difficult to place the vertical mirror on top of the MPM perpendicular to its surface without any error.

Thus, it helps to use the HRC to determine the plate displacement during the conveyance or positioning application and the FODS to measure the stroke sizes of the HDA.

Assembly and Characterization of the HDA

This section describes the assembly of all the parts of HDA (fixed and mobile part), the control module and the detail characterization of an HDA. A micro-positioning application has also been tested using this prototype.

Experimental setup and control module

The fabricated mobile and fixed parts are assembled together as shown in Fig. 3 

Characterization of the HDA

To experimentally validate the proposed concept, several experiments have been undertaken with the first prototype and are listed below.

Displacement in 3D space

At first, the ability of the actuator to switch the mobile part along the three-displacement axes has been experimentally verified. In order to observe the displacement, the HRC has been used. For this experiment, current is injected in the conductors either to switch along x-axis or y-axis switching directions or both to obtain the displacement between discrete positions in xy-plane. In addition, the ability to switch along z-axis has been proved by injecting current in the z-axis coil. Fig. 3.9 shows firstly the switching of the mobile part in xy-plane from position 1 to 6 and then realization of short-x-stroke from position 7 to 8 at z 2 level. A continuous current of 0.5 A is injected in the coil for z-axis displacement and a pulse of 1.5 A to realize x-axis stroke of 0.5 mm. The mobile part is able to switch at any position in xy-plane on both the levels along z-axis with the help of Tc or Bc. 

Contactless Stroke measurement

After the validation of the ability to switch along the three displacement axes, the experimental measurement of the different strokes has been carried out. For this initial prototype, the HRC is used and the experimental strokes have been determined using the image processing technique. For each displacement direction, the strokes were measured 5 times and the standard deviation has been determined [see Table 3.3]. For this prototype, due to the fixed thickness of the PMMA plate (top and bottom plate with 1 mm thickness each), the stroke along z-axis is considered to be 0.5 mm. The absolute and relative error on the stroke size are indicated in Table . 3.3. A huge difference is observed between the theoretical and experimental stroke sizes due to the manufacturing tolerances in laser cutting technique and also due to the tolerances in the fabrication of the MPM. However, in a digital actuator, the stroke is not the only important characteristics, the position repeatability is also important. As this is the first prototype, the objective is to validate the architecture and its parameters like position repeatability, stroke size are characterized in the second version of actuator.

Driving pulse duration

As the switching along xy-plane is obtained with the help of current in the form of pulses (detail explanation in section 2.1.1.1), the minimum driving pulse duration required to obtain a proper switch between two discrete position has been experimentally measured for different driving current values [see Fig. 3.10 (a)]. The determination of pulse duration for each driving current values ensures smooth switching of the mobile part between discrete positions and it also helps to minimize the backlash effect. It also economize the energy consumption. In order to measure it, the mobile part has been displaced with a particular driving current value and the minimum required pulse duration has been experimentally determined for each particular driving current ranging from 1.5 A to 7 A and for three different strokes: Short-x-stroke, Stroke-y and Long-x-stroke.

It can be observed that, the pulse duration reduces when the driving current increases for all the three strokes. The average pulse duration for Long-x-stroke is observed to be 8.8% higher to that Short-x-stroke as the stroke size is double to that of Short-x. However, Stroke-y, requires higher pulse duration, the average increase is 26.6% compared to Short-x-stroke. This is due to the use of Bc for y-axis switching as shown in Fig. 2.1. The use of Bc generates less electromagnetic force for the same current value compared to Tc.

Apart from that, there is also an influence of the stroke value, which is higher (0.86 mm)

for stroke-y compared to short-x-stroke (0.5 mm). 

Energy consumption

After the experimental determination of optimal pulse duration to ensure proper switch, the energy consumption to switch the MPM between the discrete positions has been studied. In order to calculate it, the pulse duration, the measured voltage and the driving current values have been taken into account and Eq. 3.1 has been used.

E = U × I × t (3.1)
where, E is the energy consumed, U the measured voltage, I the current and t is the pulse duration. This expression involves the values of the voltage and current generated by the convertors. These values have been experimentally measured using a multimeter.

The pulse duration is obtained from above results and the energy consumption has been determined by considering the minimum pulse duration value. for the two displacement axis, the energy consumption is more important to switch along y-axis than along x-axis.

Micro-positioning application using the elementary HDA

The elementary HDA has been tested for micro-positioning application. The idea behind this experiment was to validate the ability to realize a displacement task using an elementary HDA.

Positioning with Guide

The first test has been conducted with the help of a mechanical guide to control the trajectory of the conveyance plate and limit the straightness error as shown in Fig. 3.11 (a). In the first test, only the stick-slip approach (described in section 2.1.3) has been undertaken to validate the proposed idea.

In order to observe the plate displacement, the HRC has been used. Images of the plate displacement in xy-plane have been captured in order to determine the distance travelled by plate with respect to each sequence [see Fig. 3.11 (c)]. During this test, the driving currents used during the stick and slip phases are 2 A and 6 A, respectively. In Fig. 3.11 (c), the initial and final plate position for the first two sequences for Short-xstroke, Long-x-stroke and Stroke-y are shown. Due to the stick-slip approach, there is also backlash effect which occurs when the mobile part is going back to its initial position to realize next sequence. This backlash effect is also observed but not shown in figure.

Thus, this experiment helps to validate the conveyance using single actuator. Experimentally, the effect of the driving current values on the plate displacement has been studied and is presented in Fig. 3.11 (b). The experiment has been realized for the three different strokes and considering a current range from 2 A to 6 A. It has been observed that the plate displacement is reduced when the driving current is increased.

Indeed with a high driving current, there is an increase in the MPM acceleration compared to the low current value, which generates a high sliding between the MPM and the plate.

An increase in sliding between the MPM and the plate will help the MPM to return to its original position (slip phase) with minimum backlash effect [see Fig. 3.11 (b)]. Thus, to realize the stick phase, low driving current must be used and on a contrary, high current help to realize optimal slip phase as shown.

Furthermore, several sequences have been studied and the plate displacement with respect to the number of sequences in shown in Fig. 3.12 (a),(b),(c). The experiments have been carried out for the three displacement strokes. A driving current of 2 A is used for the stick phase and 6 A for the slip phase. For each sequence, the plate displacement is plotted as well as the backlash effect. Five sequences have been realized for each displacement stroke. It has been observed that, the plate displacement values for all three strokes, Short-x-stroke, Long-x-stroke and Stroke-y are 0.58 ± 0.04 mm, 1.13 ± 0.06 mm and 0.85 ± 0.05 mm, respectively. The average plate displacement is higher than the theoretical MPM stroke value, this is due to the experimental strokes values which are different than the theoretical ones as shown in Table 3.3 and also due to the sliding between the MPM and plate. During the stick phase, the MPM switches from a discrete position to another one and this switch generates the displacement of the conveyed part by friction. However, when the MPM reaches the final position, the conveyed object continues to move until it stops due to friction.

The backlash effect of the conveyed part for all the three displacement strokes is also clearly visible. For the same current value (6 A), a noticeable backlash of 0.27 mm for Stroke-y is obtained which is more than that of Short-x-stroke (0.15 mm) and Long-

x-stroke (0.19 mm). This is due to the use of Bc for y-axis switching and Tc for x-axis.

The air-gap between Bc and the mobile part is more compared to that between Tc and the mobile part. This generates lower electromagnetic force, which thereby increases the backlash effect.

Positioning without Guide

The HDA with guide helps to validate the positioning application using stick-slip approach. Another approach that is the Lift-mode has also been tested using 3D displacement actuator. For this prototype, the guide is also removed from the device and the prototype is shown in Fig. 3.13. Experiments have been performed using the Short-xstroke to validate the Lift-mode approach. It can be observed that, for the same current value (2 A), the plate displacement in the first sequence is slightly more for Stick-slip compared to Lift-mode approach. This can be justified due to the increase in airgap between the PCB and bottom surface of the mobile part in Lift-mode approach (at z 2 level) compared to Stick-slip. However, in order to realize a long range conveyance, the mobile part must return to its initial position, which therein generates a backlash effect in Stick-slip approach. This effect is not observed in Lift-mode due to the detachment of a mobile part from the conveyance plate (use of z 1 level to detach the plate and come back to its initial position). As the positioning application using an elementary actuator is observed, after a given number of sequences, the conveyance plate goes out of limit due to plate dimension (φ15 × 1 mm) and it becomes impossible to move it back on the top of mobile part without human intervention. To determine the maximum possible sequences, experiment has been performed (see Fig. 3.15). This limit is different along the different displacement directions. Here, two directions are considered (Short-x-stroke and Stroke-y) for a driving current value of 2 A. Initially, the plate is placed exactly at the center of the MPM. It has been observed that, for short-x-stroke, initially there is a noticable difference for the plate displacement between the stick-slip and lift-mode approach. This is mainly due the backlash as discussed in stick-slip approach section. However, when the number of sequences increases, there is reduction in backlash effect as less plate surface is in contact with the magnet and at certain point the plate displacement stabilizes thus, it reaches the maximum limit of conveyance. Similar effect has also been observed for stroke-y but with less number of sequences due to the different stroke sizes (0.5 mm for short-x-stroke and 0.86 mm for stroke-y). Thus, the optimal positioning range is determined which is ±5.40 mm along short-x-stroke and ±7.05 mm along y-stroke.

In order to clearly show the ability to realize positioning of the plate in all the directions provided by hexagonal architecture, images of the plate displacement were captured for the two different approaches and are presented in Fig. 3.16. To understand the position of mobile part while switching, an enhanced view is presented. A circular plate with the same dimensions but with a printed plus sign is used. As there is no backlash effect in the Lift-Mode, only the first sequence and the initial position are presented. The mobile part and the plate displacement along different directions can be clearly visible. It has been observed that, for the stick-slip approach, there is major influence of sliding effect on the conveyance plate after the mobile part reaches discrete position. A rotation effect is also observed in stick-slip approach as during switching along x-axis, there is a slight displacement along y-axis as shown. This can be overcome with the help of an array of digital actuators as the array will increase number of contact points between the plate and the mobile part.

The influence of conveyed mass has also been studied [see Fig. 3.17]. An experiment has been carried out where the conveyed mass has been increased by adding a thin piece of glasses each weighing 0.015 g and the displacement has been measured. In this test, the plate displacement has been realized with the help of Short-x-stroke for the two approaches. The influence of the conveyed mass on the plate displacement has been mea-FIGURE 3.17: Graphical representation of the variation in plate displacement with respect to the mass of plate for both approaches.

sured. For that, a driving current pulse of 2 A is used to switch along x-axis for both the approaches, and a continuous current of 0.5 A is used in order to switch along z-axis for the Lift-mode approach. The reduction in plate displacement is clearly observed with an increase of the mass. The maximum mass displaced by the mobile part with a current of 2 A is also measured, which is found to be 1.15 g In the graph, the results are only shown till 0.32 g as it was difficult to stack thin pieces of glasses on top of each other. To determine maximum displaced mass, another plate with defined weight has been used.

The characterisation of the HDA and its application as a micro-positioning device has been presented and validates the proposed concept. However, it has been observed that the manufacturing process have major influence on the difference in the experimental and theoretical stroke values. To overcome this difference a silicon micro-fabrication technique has been adapted to manufacture the fixed parts. The detail about the microfabrication process and final prototype for the elementary HDA is described in the following section.

Micro-fabricated Hexagonal 3D Digital Actuator

This section explains the micro-fabrication technique used, It has been selected as other conventional machining techniques are not able to reach the required precision due to the manufacturing constraints.

Micro-fabrication technique originated from the micro-electronics industry and it is widely used in semiconductor processing, microelectronic fabrication, integrated circuit technology, etc..,[ Khan 14]. It mainly uses silicon material for fabrication. It is basically a collection of different technologies used in making micro-devices such as lithography, etching, polishing,... The micro-fabrication process includes several steps such as depositing a photoresist film, patterning of it with desired micro features, removing (etching) portions of the film. These processes requires dust free environment known as "clean rooms", to avoid any contamination during fabrication. In order to meet these standards, the microfabrication of our proposed actuator design has been carried out in collaboration with ESIEE Paris.

For our actuator design, we used a silicon wafer. Micro-machining of silicon usually includes chemical process also known as "etching" of the unprotected parts. The silicon wafer is structured with protected parts known as "etch mask and unprotected parts from where the silicon material is removed from the substrate as shown in Fig. 3.18. Etching of silicon material can be possible with wet or dry etching process. Among the available etching methods, the "Deep reactive ion etching (DRIE)" is used for the fabrication of plates. It has been chosen, as it enables the fabrication of deeper and narrower structures with a higher etch rate [Sain 09] and it is also an anisotropic etching process, which avoids the undercut produced during isotropic etching as shown in Fig. 3.18 (b),(c). 

Fabrication of Top and Second plate

The mechanical parts that define the actuator strokes are micro-fabricated which includes fabrication of top and second plate. They are fabricated in order to obtain micro-metric tolerances in the stroke sizes and also to have straight edges. The step-by-step process is shown in Fig 3 .19. This process includes six steps and it has been applied on both the plates. Initially, the silicon wafer (dimensions: φ100 × 0.90 mm) is cleaned and spin coated with photoresist (AZ4562) on top of it (see step 2.). In step 3, the photolithography mask is used to expose the photoresist layer to Ultra violet (UV) light for 8 s. After the exposure, the wafer was developed in a developer solution as shown in step 4. In step 5, the silicon wafer is etched in Inductively Coupled Plasma (ICP) etching machine. During this process, the remaining photoresist acts as a etching mask and the plasma in the ICP machine reacts with the unprotected silicon layer. The silicon layer was etched until the structure was through etched. Upon finishing, the photoresist from the protected silicon layer is removed using acetone and ethanol solution and later the wafer is rinsed with Thus, the objective of obtaining precise hexagonal cavity is completed. However, it is necessary to verify the stroke size obtained for the three displacement strokes. It is determined in the next section. 

Experimental characterization of the micro-fabricated HDA

After the fabrication of fixed parts using silicon micro-fabrication technique, the actuator has been assembled as shown in Fig. 3.21. The objective is to obtain precision in the stroke sizes and also to compare it with the previous obtained results. To determine that, a FODS has been used for the stroke measurement due to its precise measurement ability compared to HRC. For the measurements with the FODS, a vertical mirror is fixed on top of the mobile part as shown in Fig. 3.21. A calibration process has been performed seperately for each displacement axes which results in a resolution limit of less than 0.1 µm and an acquisition frequency of 500 Hz. Firstly, the experimental displacement is observed and various phenomenon are discussed to characterize the HDA. Later the position repeatability and stroke dimensions for Short-x-stroke, Long-x-stroke, Stroke-y and Stroke-z are experimentally measured as shown in following section.

Experimental Displacement

The Fig. overall displacement compared to Long-x-stroke and Stroke-y. However, oscillations on the displacement curve can be observed on Long-x-stroke and stroke-y, as both the displacement direction do not have any lateral support during the mobile part switching.

For the displacement along y-axis (stroke-y), the oscillations are rather controlled due to the use of holding current in the top conductors. The holding current helps to switch the mobile part at the desired position, absence of the holding force will make it impossible to arrive at the required position. However, for a Long-x-stroke, the use of holding current is impossible. To clearly visualize the oscillations, the experiment are repeated several times for Long-x-stroke and are presented in Fig. 3.22 (b).

The errors are shown in view A and view B. The errors can be due to the oscillations as visible before the mobile part reaches its discrete position and are due to the absence of lateral support. Moreover, the oscillations can be also due to the rebound effect which occurs due to the contact between the lateral support of hexagonal casing and the MPM or it can be due to the rotation of mobile part. It disturbs the orientation of MPM which therein affects the amount of light collected by the sensor and represents it by variation in the displacement. Both the displacement errors are clearly visualised in figure above.

Position repeatability & Stroke measurement

The position repeatability of the MPM has been measured in order to characterize the digital behavior of the HDA. It has been measured using the FODS and with a driving current of 2 A for Short-x-stroke, Long-x-stroke and Stroke-y. For Stroke-z, a 0.5 A driving current has been used. The stroke along z-axis is 0.4 mm rather than 0.5 mm (PMMA version) due to the dimensional constraints (thickness of z-axis retainer = 0.5 mm; thickness of silicon wafer = 0.90 mm). For all the displacement axes, the experiment has been repeated 50 times and the results are presented in Fig. 3.23. The average stroke value is mentioned for respective axes. It can be observed that, there is difference between the measured and theoretical strokes. The observed strokes errors along xand y-axis are: 0.59% for Short-x-stroke, 3.13% for Stroke-y and 8.50% for Long-x-stroke.

This difference is mainly due to the manufacturing tolerances for the MPM. The MPM is manufactured from HKCM, a German based company and the tolerances are set according to ISO 2768-1m standards. It represents the length/width tolerance of ±0.1 mm, edge roundings of ±0.2 mm and angle tolerance of ±0.1˚. However, along z-axis, a major difference of 14% has been observed between the measured and theoretical stroke values. As the z-axis retainer is manufactured using laser cutting technique, the deformation of PMMA due to the laser cutting, the manufacturing errors and the tolerances in the PMMA thickness causes the stroke difference. These errors could be reduced by using micro-fabrication techniques for the z-axis retainer and that represents a perspective for this work. For the four strokes, the positioning repeatability errors are between 5µm and 16µm. These repeatability errors represents 2.0% (Short-x-stroke), 1.8% (Long-x-stroke), 0.6% (Stroke-y) and 9.4% (Stroke-z) of the stroke values.

The Table 3.4 gives a comparison between theoretical and experimental stroke values for the different displacement strokes for PMMA and silicon micro-fabricated versions.

Based on the results presented in Fig. 3.23, the standard deviation for the stroke values for micro-fabricated version is calculated for the 50 sequences. Whereas, the influence of the z-axis retainer affects the repeatability along z-axis. A huge difference is observed between the obtained strokes using both the fabrication techniques. The maximum error obtained using micro-fabrication version is 8.5% whereas, using laser cutting technique it is 27%. Apart from that, a 14% relative error is obtained for a stroke along z-axis, as the retainer is fabricated using rapid-prototyping technique. The deformation and wavyness formed due to the use of this fabrication technique defines the error. On comparing both the fabrication techniques, it is decided to use the micro-fabricated version for further experimentations and testing as a conveyance device.

Conclusion

In this chapter, two experimental prototypes of a single HDA have been presented and various experiments have been carried out to validate and characterize the proposed designs. Initially, the components have been described which includes the mobile part and the fixed part of the actuator. For the mobile part, the retainer is fabricated using laser cutting technique however, for the fixed parts two different manufacturing techniques: the rapid-prototyping (laser cutting) and silicon micro-fabrication have been used and the obtain results with these two prototypes have been discussed and compared. In order to observe and characterize the prototypes, contactless measurements techniques have been introduced. Two different methods were proposed: a high-resolution camera and a fiber optic displacement sensor. The control module of the prototypes is also explained to control the working of an HDA.

To experimentally validate the proposed concept, the PMMA version of the HDA has been initially used. Various experiments have been performed to characterize the HDA.

The ability to reach the twelve discrete positions, distributed at two different levels along z-axis has been validated. The strokes have also been measured and compared with the theoretical values. As the HDA uses current in the form of pulses to switch in xy-plane, an experiment to determine the optimal driving pulse duration has been performed which helps to minimize the energy consumption. The average pulse duration is 8.75% and 26.60% higher for Long-x-stroke and Stroke-y compared to the Short-x-stroke.

The HDA has also been tested for micro-positioning application. At the initial stage, a conveyance guide is placed at the top of HDA to control the conveyance trajectory.

The plate displacement with respect to driving current values has been determined. The Stick-slip and Lift-mode conveyance approaches have been validated. For a displacement sequence, the Lift-mode is determined to be more efficient compared to Stick-slip approach due to the absence of backlash effect. In addition, the maximum mass displaced using single actuator for a particular current value has been determined and it has been observed that 1.15 g can be displaced using a current of 2 A. As single actuator is used to realize micro-positioning application and as the dimension of conveyance plate is fixed, the conveyance stroke has been determined and is also found out, which is ±5.40 mm for Short-x-stroke and ±7.05 mm for Stroke-y. The HDA actuator can switch between six discrete positions on each level along z-axis and it includes three axial strokes and remaining three angular strokes. To experimentally visualize it and also to experimentally measure the displacement and angles, images were captured and presented in this chapter.

Finally, a micro-fabricated version has been introduced and various experiments have been performed. The total switching time has been measured for different strokes and found out approximately to be 13 ms for Short-x-stroke, 25 ms for Stroke-y and 29 ms for Long-x-stroke for a given current value of 2 A. Position repeatability has also been measured and the errors are found out to be between 5µm and 16µm. These repeatability errors represents 2.0% (Short-x-stroke), 1.8% (Long-x-stroke) and 0.6% (Stroke-y) of the HDA strokes. At last, experimental strokes have been measured and compared with the theoretical and the PMMA version ones. Obviously, the strokes obtained using microfabrication technique are more precised.

As explained, this chapter validates and characterized the proposed HDA. A positioning application has been studied and two approaches have been tested. In order to realize more complex tasks, an array of HDA will be proposed, designed and experimentally tested in the next chapter. are used in the HDAA. They are identical and have the same dimensions as mentioned in chapter 2 (total dimension of each module : 25.76 × 22.30 mm). These HDAs are arranged in a honeycomb architecture and the FPMs are shared between the HDA to obtain a compact array. This constraints helps to fabricate the conveyance device using micro-fabrication technique as the usual dimensions of silicon wafer is fixed (100 mm). Larger silicon wafers are also available, but fabrication using them was not possible with our partner ESIEE Paris as special settings need to be realized. The final proposed design takes into account all this constraints and requirements.

Prototype validation with respect to design constraints and requirements

In order to validate the proposed design and its ability to realize conveyance tasks, the same prototyping steps, as the ones used for the elementary HDA, have been selected. A first version realized with rapid prototyping techniques has then been studied. The main idea was to validate the proposed concept. Then, a micro-fabricated version has been realized.

Homogenization of Magnetic and Electromagnetic forces

The first step in the validation of HDAA design deals with the calculation of magnetic and electromagnetic force interaction. These forces have been calculated in order to verify that the behavior of the seven HDA are almost identical which represents an important property of an actuators array. To determine that, the semi-analytical software Radia has been used. The honeycomb architecture composed of seven HDAs is shown in Fig. 4.1 (a).

There are seven MPMs (as numbered) and 24 FPMs used in this design. To calculate the magnetic force variation, all the mobile parts are in the same discrete position as shown in Fig. 4.1 (a). In this considered configuration, a huge magnetic force variation is observed as shown in Fig. 4.1 (b). The average magnetic force difference along xand y-axis is found to be 7.87 mN and 9.02 mN, respectively. This difference will generate a non homogenous behavior between all the HDA. The origin of this difference is mainly due to the magnetic interaction between the MPMs. The conveyance with this observed variation is rather impossible. A need to reduce this non homogeneity is then necessary. The generation of such non-homegeneity was not observed for electromagnetic forces (see to be for initial configuration (i.e. without balancing PMs), and it gradually decreases with the addition of balancing layers around the seven HDA. There are two types of balancing PMs considered (hexagonal and cylindrical) for MPM and FPM, respectively. The balancing hexagonal PMs have the same magnetization orientation and same volume to that of MPM whereas, the balancing cylindrical PMs have orientation like that of FPMs. In the graph, total of seven layers have been added and with a 7th layer of balancing magnets, the average variation has been highly reduced compared to the initial configuration and are 0.143 mN and 0.249 mN along xand y-axis, respectively. Table 4.1 provides the magnetic force variation for each considered configuration. However, the addition of balancing layers increases the array size and make it impossible to fit inside a 100 mm silicon wafer. Therefore, a compromise has been done between the array dimension and the homogenous behavior by selecting the second configuration (with two layers of balancing PMs). An optimisation of this second configuration has then been done in order to further reduce the magnetic force variation along xand y-axis. It has been observed that, on further adapting the position of balancing PMs, the variation can be reduced and it can also reduce the size of an array but, after a certain limit of reduction in size, the magnetic variation again increases. Taking both the aspects into consideration, the final configuration has been obtained as shown in Fig. 4.3 and the obtained magnetic force variation is also given in the figure. This structure has been considered for the final version by compromising the behavior homogeneity with the array dimension. The final array dimensions is 77.68×84.09 mm which fits with a φ100 mm silicon wafer. 

Configuration along x-axis along

Prototype Assembling and Working Principle of HDAA

The proposed HDAA has then been manufactured to experimentally validate the homogenous behavior of PMs and the working principle for a conveyance application. described in the design of an elementary actuator (see Chapter 3), the prototype also consists of two plates, ("Top and Second") needed to obtain the stroke displacement along z-axis for each HDA. Seven electromagnetic air-core coils (one for each HDA) have been used for the z-axis switching. Each coil has been verified using an LCR meter (RLC100 Digimess) and the resistance is found out to be in the range of 0.27 Ω to 0.45 Ω. The switching in the xy-plane is obtained using a 4 layers PCB which integrats two sets of orthogonal conductors printed for each HDA. To avoid direct contact between the PCB and mobile parts, a thin glass layer is placed beneath them as described in chapter. 2.

The PCB developed for the array has been designed using the software by Cadsoft-Eagle. The fabrication is outsourced from the Eurociruits company to ensure proper manufacturing taking into account the design rule check. 

Working Principle of HDAA

Actuation Approaches

The two proposed approaches: Stick-slip and Lift-mode, tested for the positioning application using single HDA have been adapted and used with this array. Fig. 4.6 and 4.7 represent the working principle using both the approaches for the considered array. The principles are applied on all the seven actuators but in order to facilitate the understanding, only two actuators are represented in this section.

Stick-Slip approach:

The basic principle of this approach is similar to the one explained for the elementary actuator in chapter 2 and is based on a stick phase during which the plate is displaced and slip phase during which the mobile part returns to its initial position. 

Experimental Setup and Results

This section details the assembly of the experimental prototype, the control module and the experimental characterization of the HDAA.

Experimental prototype and Control Module

To validate the proposed concept of HDAA, a rapid prototyping i.e. laser cutting techniques has been used. The base of the array is 3D printed with cylindrical bars and screw holes to fix the seven air-core coils and the PCB. The two plates, Top and second plate, have been fabricated using laser cutting technique and are fixed on the PCB. To avoid a direct contact between the PCB and the MPM, a thin glass layer (50.00 ×50.00 ×0.17 

Results and Discussions

In this section, various results are presented and discussed to characterize the array prototype. It is mostly observed for x-axis displacement as the idea was just to validate the prototype. At first, the ability of the array to convey a plate along x-axis using Long-xstroke for different current values has been tested and is shown in Fig. 4.10. In order to measure the plate displacement with the HRC, a sticker with a printed plus mark has been placed on top of the conveyance plate. In this test, a PMMA plate is used for the conveyance with dimension of 50×50×2 mm and mass of 5.56 g. In the Fig. 4.10, it can been observed that the plate displacement is reduced when the driving current is increased. This is due to the sliding between the plate and a MPM which is high for high driving current values and inversely. This effect is observed for the two conveyance approaches.

When the driving current values increases from 1.5 A to 7.5 A, the plate displacement is then reduced from 1.18 mm to 0.25 mm, for the Lift-mode approach and from 1.35 mm to 0.10 mm, for the Stick-slip approach. The difference in the plate displacement between the two approaches is due to the use of two different configurations for the conveyance.

For the Stick-slip approach, there is a horizontal friction between the PMMA part fixed on the top of the MPM and the conveyance plate. However, in a Lift-mode approach, there is a direct contact between the MPM and a conveyance plate.

The total time and the number of sequences (displacement steps) required to reach a particular distance (10 mm) for the conveyed part has also been experimentally characterized. For that, again the same driving current values (1.5 A to 7. It can be observed that the time required to convey the plate over 10 mm, increases when the current rises from 1.5 A to 7.5 A. However, there is sudden decrease in plate displacement after 5.5 A for Stick-slip approach. This leads to the increase in total required time to cover a distance of 10 mm. This decrease for higher current value can be due to the generation of force along z-axis and also due to increase in slipping effect. The maximum velocity have also been determined for both the approaches. For stick-slip, the device is able to convey object at a speed of 3.33 mm/s for 1.5 A and 1.14 mm/s for 7.5 A.

Whereas for lift-mode approach, the device is able to achieve speed of 4.76 mm/s and 1.58 mm/s for 1.5 A and 7.5 A, respectively. Secondly, the required number of switching The presented results, validates the proposed concept of a conveyance device. It also presents the comparison between the two conveyance approaches in terms of plate displacement, no. of sequences and time. Thus, it also validates the ability of an array to realize conveyance using both the conveyance approaches: Stick-slip and Lift-mode.

Micro-fabricated HDAA

After the validation of the HDAA design using rapid prototyping technique, the next phase is to realize the HDAA prototype using micro-fabrication techniques. As for the elementary HDA, a DRIE process has been used for the micro-fabrication of the two plates. for the PMMA version. The 0.9 mm thickness of each wafer allows the upper 0.2 mm of the magnet height (Total height of MPM =2 mm) outside the cavities and helps to obtain a proper surface contact between the MPM and conveyance plate. This arrangement also helps to compare the two approaches using the same configuration in the conveyance which was rather impossible in the PMMA version. The plate displacement with respect to mobile part switching is clearly visible in the pictures taken from the HRC. The plate is observed to be displaced on an average of 1.17 mm for the Long-x-stroke in the two sequences.

Experimentation Characterization of the

To realise plate conveyance along y-axis, same arrangement has been used with Stroke-y. The images presented in Fig. 4.14, represents the plate displacement using first two switching sequences of the mobile part. The average displacement along y-axis is observed to be 0.89 mm.

Transition of the Conveyance plate between actuators

In this section, the long conveyance ability is shown by a transition of the plate between the actuators of the array. The transition has been realised along x-axis using Long-xstroke and along y-axis using Stroke-y. A driving current of 2 A is used for the switching whereas, 6 A is used to realize the slip effect to minimize the backlash effect. The transition along x and y axes can be clearly seen in the Fig. 4.15(a) and (b). Four sequences are shown to visualize step-by-step plate transition from one actuator to the next one. Due to the tolerance in manufacturing, it has been observed that, when the plate is at the edge of an actuator during transition phase, the actuator pushes back the plate causing a huge impact in the plate conveyance trajectory. This impact can generate an unpredictable backlash effect as shown in Fig. 4.15 (c). In order to avoid the disturbance caused in the plate conveyance due to impact, the Lift-mode approach has been used. The step-by-step conveyance strategy is explained in Fig. 4.15 (d). It consists of three different steps as shown from step 1 to 3. In step 2, the conveyance plate is at the edge of actuator no. 3.

If the next switching sequence is realised directly, an impact may appear between the plate and the mobile part. To avoid that, actuator no.1 and 2 are lifted upward at z 2 level using a lift-mode approach. A continuous current of 0.8 A is then used through the coils to obtain a stability of the plate at z 2 level. This lift generates enough gap between the plate and third actuator. Thus actuator no.3 first comes back to its initial position. After that, in step. 2 the mobile parts of actuator no. 1 and 2 return back at z 1 level. Then one-by-one they return to their previous position as shown in step 2 and 3. When all the actuator return to their initial position, they are ready for next switching sequence. This strategy is only needed when the plate is at the edge of transition actuator and apart from this transition, the plate can be conveyed using either Stick-slip and Lift-mode strategies as explained in previous sections.

Rotation of the Conveyance plate

The proposed actuators array is theoretically able to realize rotation of the conveyed plate as explained before. This ability has been tested and characterized in this section. For that, the actuators have to be elementary controlled. The used displacement pattern is shown in Fig. 4.16. The total of six working actuators are required to perform rotation. The actuator at the center of the HDAA (i.e. actuator 4) remains in its idle state, whereas actuator on the sides are controlled along y-axis in either forward or backward manner with respect to their sides and the actuators at top and bottom observe stroke along

x-axis also in forward and backward manner, respectively. The Long-x-stroke has been used for displacement along x-axis in order to reduce friction losses which are caused by contact between lateral side of hexagonal cavity and the mobile part. The captured images of the plus sign placed on the conveyance plate are shown in Fig. 4. 16 (a). In order to better understand the rotation trajectory, only few sequences are presented. However, the detailed switching trajectory has been graphically shown in Fig. 4. 16 (d). A total of 33 switching sequences have been realized and a rotation of 0˚till 36.4,˚has been observed.

As the stick-slip mode has been used to realize rotation, a driving current of 2 A is used in stick phase and 6 A in the slip phase. Fig. 4.16 (b), (c) show the initial and final positions where, at the initial position the plate is at 0˚and at final it is at 36.4˚as mentioned earlier.

The average rotation is observed to be 1.103˚.

Realisation of Planar trajectory

After the validation of translation, rotation and transition between HDA's, the ability to realize planar trajectory has been tested. For that, a simple rectangular profile has been used. To realize this trajectory, all the HDAs are switched in the respective pattern as shown in Fig. 4.17 (a). The pattern is divided into four sequences starting from position 6 and then coming back again to the same position. The total pattern includes two displacements using Short-x-stroke and then two displacements using Stroke-y alternatively. The switching pattern is repeated three times to characterize the repeatability. The ing, it can be observed that the plate displacement trajectory for Short-x-stroke is almost straight compared to that for stroke-y. This can be due to the presence of lateral support to the mobile part during switching along x-axis using Short-x-stroke. The lateral support is indeed not available during switching along y-axis. To overcome the above mentioned errors which are caused due to open loop system and frictional inhomogeneity, a closed loop control can help.

The proposed array design based on seven actuators has been validated and experimentally characterized. Its ability to ensure conveyance tasks has been shown. In the following section, an array composed of more compact HDAs is proposed and designed.

The interest of this new array is to obtain a higher actuator density that will help to obtain more precise conveyance tasks (translation, rotation) and a higher charge capacity.

To achieve this objectives, an array composed of 19 HDAs is proposed and presented in the following section.

Design of an array composed of 19 HDAs

This section describes the design of a HDAA with a reduced stroke size compared to the previous one and an increased number of actuators always arranged in an honeycomb architecture. For this a new array, a new HDA has been designed and is shown in The total dimension of this HDA is 17 mm × 14.72 mm which is reduced compared to the previous one (25.76 mm × 22.30 mm). The selected MPM in the actuator is having smallest possible dimension ( side: 2.5 mm, height: 1 mm) as per the supplier standards for hexagonal shaped PM. The dimensions for the MPM and FPM is given in Fig. 4.18. The FPMs used are smaller in height (0.8 mm) compared to that of MPM. This configuration has been considered to avoid any contact between the FPMs and the conveyance plate when it is in contact with the MPM. This configuration will simplify the conveyance device architecture as there will be no need to use a PMMA piece on top of the mobile part to realise stick-slip approach as explained in section 4.3.1.1.

Two pairs of orthogonal conductors each having three serially connected conductors are used like that in previous HDA. The PCB designed for this prototype also consists of four layers with first two layers for the x-axis and y-axis switching conductors and third, fourth layer for the routing purpose. An inverse PCB technique is also used to reduce the airgap between the first two layers.

The stroke sizes are shown in Fig. 4.18 (c), (d) and are 0.40 mm, 0.80 mm and 0.69 mm for Short-x-stroke, Long-x-stroke and Stroke-y.

The use of 19 actuators rather than 7 increases the number of contact points between the plate and the mobile parts. To design the HDA and also the array, it is necessary to determine the magnetic and electromagnetic forces using the models presented in chapter 2. The modeling is explained in the following section. 

Modeling

This section details the modeling of the HDA and also the study of magnetic interaction between the different actuators in the array. The model has been used for the actuator as already explained in chapter 2. The modeling of the HDA is necessary to compute the magnetic and electromagnetic forces and to verify the actuator behavior. After the designing of a single actuator, the next important thing is to study the magnetic interactions between different actuators in the array.

Modeling of the elementary HDA:

The numerical model of the previous HDA has been used to determine the magnetic forces generated by the FPMs on the MPM. These forces helps to define the distance d 1 (see Fig. 4.18) between the center of FPM and the center of hexagonal cavity. As already mentioned, the size of MPM is fixed because of the manufacturing limitations. Therefore, different FPM sizes have been considered to obtain a HDA with smallest possible dimensions taking into account a 10% SRZ and the minimum current required to switch which should not exceed more than 1.5 A. Considering all these aspects, the FPM dimensions (indicated in Fig. 4.18) and a distance d 1 of 8.5 mm have been selected. The SRZ and I min have also been determined as explained before. Magnetic interaction for the HDAA: A standard size of silicon wafer (φ100 mm) has been selected for the HDAA and it has been a challenge to integrate maximum number of HDA in a standard wafer. Total of nineteen actuators are present in the array which are selected due to their integration in standard size silicon wafer. However, as for the previous array, to use it as a conveyance device, homogenous behavior is needed. Initially, only the nineteen HDA arranged in a honeycomb architecture have been considered using Radia. Huge variation in magnetic forces has been observed and is presented in Fig. 4.20.

This variation represents 8.24 mN along x-axis and 8.93 mN along y-axis that induces a non homogenous behavior for the array. To reduce this variation, sets of balancing PMs (indicated by orange colour) are placed around the array as shown in figure. These sets reduce the variation but increases the HDAA size. Taking both into account, one layer of balancing magnets is used. This layer reduces the magnetic force variation to 0.13 mN both in xand y-axis. For the previous array composed of seven actuators, the variation represented 0.21 mN and 0.33 mN for x and y-axis, respectively. Compared to this previous version, the obtained variation for this new array is then lower. A prototype need to be realized to validate the design of this new HDAA and to characterize its performances and to compare the conveyance performances with that of the array composed of seven actuators. This part is in the working phase and it represents a perspective of the presented work.

Conclusion

This chapter has presented the design, the prototyping and the characterization of a HDAA for conveyance tasks. At first, the design constraints and the requirements have been detailed. The prototype validation was carried out taking into account the discussed constraints. It mainly includes the study of magnetic and electromagnetic force variations to obtain an homogenous behavior of the array. The final proposed design presents a magnetic force variation of 0.21 mN and 0.33 mN along xand y-axis, respectively. To experimentally validate the conveyance application, initially a rapid prototyping technique has been used. Two different conveyance approaches that are Stick-slip and Lift-mode have been tested with the prototype. To characterize the prototype, several experiments were carried out such as plate displacement, no. of sequences with respect to driving current values for both the approaches. This characterization permits to validate the proposed concept.

In the second step, a micro-fabricated version of the HDAA has been realized to overcome the manufacturing errors. Several experiments have been performed on the microfabricated version to test the ability to realize translation, rotation and planar trajectory.

It also helps to validate the main objective of using the HDAA as a conveyance device.

The given array is able to rotate a plate with elementary control of each actuator. A total of 36.4˚rotation is observed with 33 switching sequences with a average rotation of 1.103˚using stick-slip approach. The third experiment includes transition of the plate between HDAs. The Lift-mode is used to avoid the impact and therein to reduce observed disturbances in the plate displacement during transition between HDA. A planar trajectory has also been realised to verify the ability to realize planar motions.

At the end of this chapter, a new design for a HDAA has been proposed and includes 19 more compact HDAs that ensures an increased actuator density. The proposed concept of new HDAA has been designed and a prototype is under process.

Chapter 5

Conclusion and perspective

This chapter provides a conclusion of the work presented in the thesis. It will also present several perspectives of the work in order to optimize the proposed conveyance device in terms of its design, its ability to realize complex conveyance trajectories, etc..

General conclusion

The general objective of this thesis is to develop a micro-conveyance device, based on digital actuators, that can be used for conveyance tasks in the context of micro-factory.

In a literature review, various types of smart conveyance devices have been presented which are either used commercially or in laboratories to realize conveyance and sorting of objects at meso or micro scale levels. A wide variety of actuation principles and device architectures are used to realize such type of conveyance. Based on this state of art, the electromagnetic principle has been considered for the switching operation due to its advantages like high speed, ability to realize wireless mobile part, etc. Moreover, a digital actuation technique has been selected because of its simple control (open-loop)

and the possibility to obtain collaborative actuation using an array. Due to the use of electromagnetic principle, the holding operation has been obtained magnetically by using the magnetic properties of the mobile part.

In chapter 2, a digital electromagnetic actuator has been realized based on the electromagnetic switching and magnetic holding functions as explained in state of the art. Due to the hexagonal architecture of the single actuator, three important strokes are defined:

Short-x-stroke (0.50 mm), Long-x-stroke (1.00 mm) and Stroke-y (0.86 mm). A 3D architecture of the actuator has been selected which gives a mobile part the ability to reach twelve discrete positions. These positions are distributed at two different levels along zaxis. Two different approaches: Stick-slip and Lift-mode, have been presented to realize positioning tasks using this single actuator. To design the digital actuator, the modelling is an essential part. It helps to calculate the forces exerted in the system and then to define the optimal dimensions for the actuator for given characteristics. For the magnetic and electromagnetic force calculation, different magnetic flux models have been presented:

an analytical model for cuboidal PMs and numerical models for cylindrical and hexagonal PMs. These models have been implemented using Matlab software. A FEM analysis has also been realized to determine the electromagnetic force generated by the air-core coil. Two CAD models of the actuator have been presented in this chapter based on the cuboidal based and hexagonal based MPM shapes.

In chapter 3, the proposed designs of the single HDA has been experimentally prototyped and characterized and to do so, the design layout and description about the components have been discussed. Initially, the prototype has been fabricated using rapidprototyping technique and with PMMA material. This version helps to validate the proposed architecture by experimentally determining the possibility to reach twelve discrete positions. However due to high manufacturing tolerances, there is difference in stroke sizes as 21.39 % and 21.76 % along xand y-axis, respectively. To overcome it, a microfabrication technique has been presented which reduces the stroke difference to 4.54 % and 3.13 %, respectively. To characterize these prototypes, two different contactless measuring techniques (HRC and FODS) have been used. An application of the single HDA as a micro-positioning device has been tested and different experiments have been carried

out to validate it. The two conveyance approaches, Stick-slip and Lift-mode, have been tested and validated using these prototypes.

In order to obtain a long-range conveyance device several HDA arranged in a form of an array have been developed. Seven actuators have been considered in an honeycomb architecture as detailed in chapter 4. These HDAs are collaboratively controlled to realize conveyance tasks. To ensure homogeneity in their behavior, magnetic and electromagnetic force interactions have been studied using the semi-analytical software Radia.

A very low electromagnetic force interaction has been observed between the actuators and therefore it has been neglected. However, the observed magnetic force variation is very high (7.87 mN & 9.02 mN along xand y-axis, respectively) and has been reduced by adding a layer of balancing PMs placed around the array. The balancing PMs helps to reduce the magnetic force variation to 0.21 mN and 0.33 mN, for xand y-axis, respectively.

The design and working principle of the HDAA has then been explained and various conveyance possibilities have been shown. Two different prototypes of the array have been realized: one using rapid-prototyping technique and other using silicon microfabrication. The experimental characterization of both the prototypes have been realized.

Four different conveyance abilites have been shown using this version, which includes: translation in xy-plane, rotation in xy-plane, transition between the actuators and forming a square pattern with the help of seven actuators. It has been observed that, the proposed HDAA is able to translate the plate on an average to 1.17 mm for the Long-x-stroke and 0.89 mm for the stroke-y. It is also able to rotate the plate on an average to 1.10˚for each switching sequences.

A new array design based on nineteen actuators has then been proposed. The modelling of this new actuator array has been described and its design has been presented but it has not been tested yet.

Perspectives

In this section, several perspectives of the presented thesis work are proposed. This will improve the design or the possibilites proposed by the different designs and prototypes presented in this previous chapters.

Micro-fabricated Hexagonal casing

In chapter 3, a comparison has been made between the theoretical and experimental stroke values. It has been observed that the micro-fabricated version provides more precision for the required strokes. The remaining stroke error is mainly due to the manufacturing tolerances of the MPM. This tolerance is difficult to be controlled in the MPM manufacturing. Therefore, a hexagonal casing can be fabricated using micro-fabrication FIGURE 5.1: CAD view of hexagonal casing and its assembly technique as shown in Fig. 5.1 in which the MPM can be inserted. The casing will also integrate the z-axis retainer at the bottom. The MPM will be fixed inside the casing as shown and the final stroke values will be the difference between the hexagonal cavity and the casing. This will also help to reduce the stroke error along z-axis due to the use of micro-fabricated retainer. Apart from that, the hexagonal casing will also help to overcome the geometrical errors of the MPM.

HDA capable to reach multiple z-axis

A 3D displacement HDA is presented in this thesis work however, the mobile part is having only two levels along z-axis. Multi z-axis displacement can be a perspective for this work, as it will help to elevate the conveyance object on different levels along z-axis and thus, will further increase the flexibility of the proposed conveyance device. the two locking actuators need to be activated to release the mobile part. The plate acts as a barrier for the mobile part and also helps to define the stroke along z-axis. In the similar fashion, to achieve third level along z-axis, the bottom locking actuators will hold the plate whereas, the top actuators will release the plate to set next barrier.

Realisation and characterization of the array composed of 19 actuators

In chapter 4, an array composed of nineteen miniaturized actuators has been presented and designed. A direct perspective is to realize a prototype of this array and to characterize it as a conveyance device. The obtained results can be compared with the ones obtained using the array composed of seven actuators. Parameters like sliding effect, energy consumption, conveyance velocity, planar trajectory formation can be compared. As shown in Fig. 5.3, this new array integrates more elementary actuator therefore, it can also be used to convey multiple plates at a time as each actuator in an array is independently controlled. 

Modular Design concept

A long range application has already been explained in the thesis using an array composed of seven actuators. An optimised version using nineteen actuators is also mentioned.

However, to realize long range conveyance tasks, these designs are limited. To solve this problem, a modular HDAA design can be adapted to attach and detach multiple arrays to realize long range conveyance possibilities. Fig. 5.4 represents a modular design concept 
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  Chapter 3 presents the realization and the experimental characterization of the designed elementary digital actuator. The manufacturing techniques and the control module are described and different experimental results are then presented. The ability of the mobile part of the actuator to reach twelve discrete positions distributed at two different levels along z-axis is presented.Chapter 4 presents the use of several digital actuators in the form of an array to realize long-range conveyance tasks. The modeling, design, fabrication and testing of the array are detailed and its ability to realize conveyance tasks is then shown. A miniaturized version of the array is finally presented and designed.
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  Albe 05][Prab 18]. On the other hand, decentralized motor systems integrates several motors together, working elementary or in a collaborative manner. The control allows to distribute the load homogeneously on the non-hierarchical structure, which makes it easier for decision making and task execution. If in any case, there is a failure in the working of one system, the others will still work in collaboration to perform common tasks [Vand 11][Zamo 10][Firv 18]. Decentralized motor control, when gets embedded with intelligent systems, are referred as smart conveyance surfaces. The ability to interpret position coordinates optimizes the object trajectory in terms of total time required or energy consumption and finally able to convey several objects independently are some advantages of smart decentralized motor conveyance systems [Baz 12][Bout 10][Mati 10]. Such type of conveyance surfaces are widely used at macro-and micro-scale. In this review, the main focus is on such kind of decentralised systems, as they can be easily integrated on the micro-scale and presents high flexibility.
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 1 FIGURE 1.1: Representation of small scaled conveyor module [Krhn 10].
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 3 FIGURE 1.3: Experimental prototype of the Celluveyor [Uria 15].

  FIGURE 1.4: Electrothermal micropositioning devices: (a) Image stabilizer Lin et al. [Lin 11] (b) 2DOF MEMS nanopositioner Rakotondrabe et al. [Rako 14]. Piezoelectric micropositioning devices: (c) parallel 6DOF device Ghafarian et al. [Ghaf 18] (d) Tang et al. [Tang 17]. Electromagnetic positioning device (e) Device with 3DOF Al-Jodah et al. [Al J 19] (f) Positioning stage Zhou et al. [Zhou 19]
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 5 FIGURE 1.5: Basic principle of the pneumatic conveyance system.
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 1 FIGURE 1.6: (a) Principle of Pneumatic actuator. (b) Micro-fabricated Pneumatic actuator array by Fukuta et al. [Fuku 06].
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 1 FIGURE 1.7: (a) Cross sectional view of the module. (b) Experimental prototype. (c) Experimental setup used for the validation Guelpa et al.[Guel 17].
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 8 FIGURE 1.8: Pneumatic conveyor on aerodynamic traction principle by Laurent et al.,(a) Sectioned view (b) Global view (c) Experimental prototype[Laur 11].
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 9 FIGURE 1.9: Conveyance using soft machine table (a) Conceptualisation of the structure (b)Top view of the air chamber (c)Experimental prototype[Deng 16].
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 1 FIGURE 1.10: Principle of Electrostatic actuator (a) parallel plate actuator (b) Combdrive actuator [Knos 09].
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 1 FIGURE 1.11: Comb drive actuator(a) Prototype of 2DOF Nanopositioner [Ji 10]. (b) Multimodule Micro transportation system [Dao 11].
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 1 FIGURE 1.12: Transparent synchronous Electrostatic actuator [Hoso 15].

  1.13], gas expansion, phase change (as in SMA). The examples presented in this section are based on material expansion as in literature the conveyance devices are mostly found out using this principle. The actuator works according to Ohm law based on the principle of resistive heating. When a current passes through the material, due to the presence of resistance, it generates Joule heating and then the thermal expansion of the material [Vero 17]. Based on the material expansion principle, electrothermal actuator involves three main types hot/cold arm, chevron-shaped (V-beam) and bi-morph [Pote 19]. In literature, there are not many examples of conveyance devices realized using electrothermal principle. Ebefors et al. have developed a micro conveyance device based on an array of movable silicon legs (Fig. 1.14(a)) [Ebef 99]. The array helps to realize conveyance operation by moving a flat object in horizontal direction as shown. When

FIGURE 1 .

 1 FIGURE 1.13: Representation of Electrothermal actuator: Basic Principle of ETA [Wu 18].

FIGURE 1. 14 :

 14 FIGURE 1.14: (a) Actuation principle (b) Single silicon leg. (c) Micro conveyor [Ebef 99].

FIGURE 1 .

 1 FIGURE 1.15: Principle of piezoelectric actuator [Wu 18].

FIGURE 1. 16 :

 16 FIGURE 1.16: Piezoelectric actuator array Tellers et al. [Tell 15].

  levitate and translate the conveyed object. The electromagnetic actuators are generally classified into three types based on the generation of electromagnetic forces: inductance, reluctance and Lorentz force [Furl 01].

FIGURE 1 .

 1 FIGURE 1.17: Basic Principle of Linear Induction Actuator: (a) Short stator (b) Short rotor [Hamz 11] (c) Kumagai et al. [Kuma 12] .

Chapter 1 .

 1 State of the artLinear reluctance actuator exhibits high operation reliability and high force/weight ratio. However, there are certain drawbacks, as it requires adequate control strategy, power converters and they are noisy actuators under normal operation[Chai 06]. Santo et al. have developed a positioning device based on linear reluctance principle [Espr 10]. The device has several parts called as phases (3 are mentioned) and each parts constitute the magnetic yoke and respective coil as shown in Fig. 1.18(b). As per the experimental results, the actuator is able to develop a traction force of 150 N with a current value of 4 A.

FIGURE 1 .

 1 FIGURE 1.18: (a) Basic Principle of linear reluctance actuator (b) Positioning device by Santo et al. [Espr 10] .

FIGURE 1 .

 1 FIGURE 1.19: Hybrid LRA design (a) Andhara et al. [Andr 14] (b) Hassan et al. [Hass 17].

  FIGURE 1.20: (a)Basic principle of Lorentz force actuator (b) Moving coil with fixed PMs (c) Moving PMs and fixed coil [Khan 14] .

FIGURE 1 .

 1 FIGURE 1.22: Sliding mode control conveyance system Chin et al. [Chin 13].

FIGURE 1 .

 1 FIGURE 1.23: Different types of moving PMs and fixed coil actuator [Hiem 14] .

FIGURE 1 .

 1 FIGURE 1.25: Illustration of analog and digital actuators Shutov et al. [Shut 05].

FIGURE 1 .

 1 FIGURE 1.26: Planar electromagnetic conveyor Arora et al. [Aror 19].

FIGURE 1 .

 1 FIGURE 1.27: Illustration of analog and digital actuators.

  FIGURE 1.28: (a) Sari et al.[Sari 11] (b) Poletkin et al. [Pole 15] (c) Oda et al. [Oda 18].

FIGURE 1 .

 1 FIGURE 1.29: Pneumatic levitation approaches [Vand 05].

FIGURE 1 .

 1 FIGURE 1.30: Electrostatic levitation Jeon et al [Jeon 07] .

a

  limited number of discrete positions. They can be an alternate solution to the analogical actuators to realise micro-conveyance application. The precise and repeatable discrete positions are represented in Fig. 1.27. They can be controlled in open loop that facilitates their integration in compact and highly integrated systems. They use energy in the form of pulses only for switching between discrete positions and no energy is required to hold the mobile part in discrete positions. They are then considered as energy efficient actuators [Medi 17], the control of this actuator is simple as a consequence of their functioning. However, they do not exhibit continuous displacement like that of analogical actuators. To achieve a long range displacement, several actuators need to be arranged together in the form of an array which can work collaboratively for conveyance [Abad 09] [Hadd 13].

  physical principles such as pneumatic [Deng 18] [Roth 18], electrostatic [Ji 10] [Dao 11] [Hoso 15] [Conr 16] [Vero 18], electro-thermal [Pote 19] [Wu 18] [Khaz 10] [Lin 11] [Rako 14] [Xiuy 15] [Naki 16], piezoelectric [Lai 12] [Ding 17] [Cai 17] [Ghaf 18] [Tang 17] and electromagnetic [Xu 16] [Wang 09]. The choice between these principles is based on several parameters like speed, precision, long travel range, object material to be displaced, etc. The actuators mentioned in this section have been presented previously in this chapter. Some of these examples are presented in Fig. 1.31

FIGURE 1 .

 1 FIGURE 1.31: Examples of Micro-conveyance devices based on different physical principles (a) Pneumatic Conveyance device by Deng et al. [Deng 16] (b) Electrothermal Conveyance device by Ebefors et al [Ebef 99] (c) Electrostatic Conveyance device by Hosobata et al. [Hoso 15] (d) Piezoelectric Conveyance device by Tellers et al. [Tell 15] (e) Electromagnetic Conveyance device by Arora et al. [Aror 19] .

FIGURE 1 .

 1 FIGURE 1.33: Bistable electromagnetic valve Mach et al. [Mach 19].

FIGURE 1 .

 1 FIGURE 1.34: Latch-lock mechanism Gao et al.[Gao 19].

FIGURE 1 .

 1 FIGURE 1.35: Self-locking micro-gripper Hao et al. [Hao 15].

FIGURE 1 .

 1 FIGURE 1.36: Hinged mechanism, Wang et al.[Wang 09].

  Electrostatic actuators are simple and have fast response but this type of actuators usually requires high voltage for their working which generates an issue of reliability and safety in a system with human-machine interface. It requires large surface area for comb drive application compared to other actuators. They generally exhibit small working strokes. Their integration with other technologies (for example: electromagnetic) could be used to obtain compact size hybrid actuators as shown by Sari et al.[Sari 11].Electrothermal and piezoelectric are material based actuators. Electrothermal presents some advantages as low voltage needed and generation of large output forces. However, they are thermal dependant actuators. Their actuation speed depends on their size which is faster at micro-scale. On the other hand, piezoelectric offers linear actuation with fast response time and also provides nano-metric displacement resolution. However, they are restricted in many applications due to their small working strokes.Electromagnetic actuators are simple controlled and high speed actuators. As that of pneumatic actuators, non-contact actuation is possible with electromagnetic actuators due to their ability to generate levitation and translation forces. This makes them adapted for their use as micro-conveyance systems. In literature, electromagnetic actuation realized using Lorentz force technique are widely used due to low power consumption compared to linear reluctance and inductance techniques. In addition, they also provides wireless mobile part which enhances their ability as conveyance device [Aror 19] [Pole 15]. However, electromagnetic actuators are sensitive to the magnetic field environment.

  the Roberval Laboratory, Petit [Peti 09] have developed a planar conveyance device composed of 25 elementary digital actuators as shown in Fig. 1.37. Each actuator of the array consists of four fixed PMs and one Mobile Permanent Magnet (MPM). The MPM is able to reach four discrete positions with a displacement stroke of 200µm in xy-plane. The 25 actuators are arranged in 5×5 matrix. The switching of the MPM is realized using the xand y-axis switching wires placed beneath the square cavity as shown. This array is used to realize conveyance task. The minimum plate displacement with this configuration has been 38.3µm and the maximum driving speed is 1990.4µm/s as presented by Tisnes et al.[Tisn 19].

FIGURE 1 .

 1 FIGURE 1.37: Electromagnetic conveyance device [Peti 09] .

  .1(a),(b)]. The mobile part consists of a Mobile Permanent Magnet (MPM), placed in a hexagonal cavity. The fixed part of the HDA includes six cylindrical Fixed Permanent Magnets (FPMs) assembled around the hexagonal cavity. It also includes a four-layered Printed Circuit Board (PCB) placed beneath the hexagonal cavity which enables to switch the mobile part in xy-plane.

FIGURE 2

 2 FIGURE 2.1: HDA design model (a) Top view. (b) Cross sectional view AA'. (c) , (d) Representation of the displacement strokes along xy-plane.

FIGURE 2. 2 :

 2 FIGURE 2.2: Buildup design of the Printed Circuit Board (PCB)

  values along respective motion directions The use of standard hexagonal shape for the MPM and the cavity implies different strokes of the mobile part along each displacement axis. The stroke is defined as the displacement between two discrete positions. To clearly visualize the MPM displacement in all possible directions, the short stroke along x-axis is considered as 0.50 mm [Fig. 2.1 (c)]. Due to standard hexagonal cavity, the other obtained strokes are along y-axis as "Stroke-y, b =0.86 mm" and along x-axis as a longer stroke called "Long-xstroke, c = 1.00 mm"[Fig. 2.1 (d)]. The dimensional and magnetic parameters of the HDA are provided in

FIGURE 2

 2 FIGURE 2.3: (a) Direction of the Electomagnetic Lorentz force (Driving force) for different configurations of PM and the conductor (b) Principle of switching between discrete positions

  2.4 (c)].

FIGURE 2

 2 FIGURE 2.4: (a) Representation of a 3D elementary HDA (b) Representation of twelve discrete positions with a stroke along z-axis (c) Cross sectional view of the HDA AA'

FIGURE 2. 5 :

 5 FIGURE 2.5: Representation of the different approaches for conveyance: (a) Stick-slip approach, (b) Lift-mode approach

FIGURE 2 . 6 :

 26 FIGURE 2.6: Reduction of single cuboidal magnet to equivalent charge distribution and it's 2D representation.

  Fig. 2.7]. Each right angle triangle needs to be integrated to calculate the magnetic field

FIGURE 2. 7 :

 7 FIGURE 2.7: Distribution of hexagonal PM in to equivalent right angled triangles [Rube 13].

FIGURE 2. 8 :

 8 FIGURE 2.8: Representation of the discretization method on the Hexagonal PM.

FIGURE 2. 9 :

 9 FIGURE 2.9: Representation of Hexagonal PM in 3D space with a point outside magnet;Calculation of total flux density and the elasped time for calculation.

  along z-axis and uniform. Due to the considered cylindrical symmetry, the azimuthal components B φ (r , z) equals 0 as stated by Furlani[Furl 01] and Ravaud et al.[Rava 08].The reduction of PM into magnetic charge distribution is shown in Fig.2.10.

FIGURE 2 .

 2 FIGURE 2.10: Reduction of cylindrical PM into equivalent magnetic charge distribution and its 2D representation in reference frame.

FIGURE 2 .

 2 FIGURE 2.11: Graphical representation of magnetic flux density (a) for cuboidal magnet (b) for cylindrial magnet.

FIGURE 2 .

 2 FIGURE 2.13: Analytical and semi-analytical representation of electromagnetic forces for cuboidal magnet.

Fig. 2 .

 2 Fig.2.13(a) represents the force generated along x-axis which is maximum at the edge of the PM. This is due to the higher flux density at edge of the PM compared to the center.The electromagnetic force generated along z-axis [Fig.2.13 (b)] tends towards zero when

FIGURE 2 .

 2 FIGURE 2.14: A Finite element analysis of an electromagnetic air-core coil and the representation of magnetic flux density.

FIGURE 2 .

 2 FIGURE 2.15: Represention of total forces with respect to the MPM position along x-axis (Current injected in T c ). (a) Driving force (F x ) with respect to current for two different levels along z-axis. (b) Holding force (F y ) with respect to driving current values. (c) Holding force (F y ) with respect to holding current values. (d) Vertical force (F z ) with respect to driving current values. (e) Vertical force (F z ) with respect to holding current values.

FIGURE 2. 16 :

 16 FIGURE 2.16: Representation of SRZ and IZ (a) Digital actuation behaviour along xyplane (b) Digital actuation behaviour along z-axis.

FIGURE 2 .

 2 FIGURE 2.18: CAD model of a 3D digital acutator with cuboidal mobile magnet. (a) exploded view to visualize arrangements of different parts. (b) Top view of the actuator;(c) Front view of the actuator.

  fixed at its bottom (dimensions-Ø3.50×0.5; Material -PMMA). The design is composed of similar components (electromagnetic air-core coil, mechanical supports, PCB) to that of the cuboidal PM (not shown in fig.). The Fig. 2.19 provides the CAD model and top view of the HDA.

FIGURE 2 .

 2 FIGURE 2.19: CAD model of a 3D digital actuator with hexagonal mobile magnet. (a) An isometric view of the actuator with the assembly of mobile part.(b) Top view of the actuator.

FIGURE 3

 3 FIGURE 3.1: (a) Configuration 1: Mobile part with a PMMA piece. (b) Configuration 2 : Mobile part with a z-axis retainer. (c) Geometrical design, fabricated z-axis retainer and mobile part assembly.

  FIGURE 3.2: (a) PMMA deformation due to laser cutting technique for the Top plate. (b)Assembly of a 3D printed air-core electromagnetic coil.

FIGURE 3

 3 FIGURE 3.3: (a) FODS probe (b) FODS Signal Processing Unit.

Fig. 3

 3 Fig. 3.4 (a). A LED is used as a light source, which is injected in the emission fiber and transmitted to the end of ferrule. A reflecting mirror is placed in front of the ferrule and reflects the emitted light which is collected by the reception fibers. The captured light is then routed to the photodiode in the FODS signal processing unit. The photodiode converts the collected light into electrical voltage. The amount of light reflected is directly linked to the displacement between the probe and the reflecting mirror. The change in position of the mirror with respect to the probe, leads to an output voltage variation. The acquisition of this voltage is carried out using a National Instruments data acquisition board.

  voltage as function of the position of mobile part. At first, current is injected in the conductors to place the mobile part at the required position. A mirror is fixed on top of the mobile part as shown in Fig. 3.5(a). A calibration process has been undertaken to obtain the FODS response curve. It is obtained by moving the FODS probe relative to the mirror in successive steps using a translation stage (Newport MFA-CC) and by acquiring the output voltage of sensor at each step. Fig. 3.5 (b) shows the obtained calibration curve for the Short-x-stroke configuration.

FIGURE 3

 3 FIGURE 3.5: (a) FODS position with respect to different stroke displacement (b) Precalibration response curve for Short-x-stroke .

FIGURE 3. 7 :

 7 FIGURE 3.7: Initial and final discrete positions for different displacement strokes.

  .8(a) (b). It includes a top view (a) showing the assembly of the MPM and FPMs in their respective cavities. An air-core coil is assembled as shown in side view (b). In order to control the mobile part displacement, a control module has been used and is detailed in Fig. 3.8(c). It consists of a data acquisition board National instruments(NI)-PCIe 7841 module integrated in a computer and controlled using a LabView program. The specifications of the data acquisition board are given in

FIGURE 3

 3 FIGURE 3.8: (a) Experimental setup (b) Control Module of the HDA.

FIGURE 3. 9 :

 9 FIGURE 3.9: Representation of twelve discrete positions distributed at two different levels along z-axis.

FIGURE 3 .

 3 FIGURE 3.10: (a)Representation of minimum pulse duration required for switching with respect to driving current. (b)Representation of energy consumption for three different strokes with respect to driving current.

  Fig. 3.10 (b) represents the energy consumption for the three different strokes as function of the driving current value. It can be observed that the energy consumption increases when the driving current increases. Moreover, due to the difference between the generated electromagnetic force

FIGURE 3 .

 3 FIGURE 3.11: (a) An exploded view for the elementary micro-positioning device (b) Representation of the effect current values on the plate displacement. (c) Representation of the plate conveyance for the first two sequences for three major displacement strokes.

FIGURE 3 .

 3 FIGURE 3.12: Representation of a plate displacement with respect to the number of sequences (a) Short-x-stroke with 0.5 mm stroke (b) Long-x-stroke with 1.0 mm stroke (c) Stroke-y with 0.86 mm stroke.

FIGURE 3 .

 3 FIGURE 3.13: Experimental representation of the micro-positioning device.

FIGURE 3. 14 :

 14 FIGURE 3.14: Experimental representation of the Stick-slip and Lift-mode approaches for Short-x-stroke.

FIGURE 3 .

 3 FIGURE 3.15: Maximum possible sequences for Short-x-stroke and Stroke-y with Stickslip and Lift-mode approaches before plate goes out of limit.

FIGURE 3. 16 :

 16 FIGURE 3.16: Conveyance possiblities to all discrete positions with the help of Lift-mode and Stick-slip approaches (a) representation of experimental stroke values for planar displacement (b) representation of angles obtained for angular displacement.

FIGURE 3 .

 3 FIGURE 3.18: (a) Silicon substrate with Mask. (a) Isotropic etching. (c) Anisotropic etching.

FIGURE 3 .

 3 FIGURE 3.19: Step-wise description of the micro-fabrication process and 3D representation of the final fabricated part.

FIGURE 3 .

 3 FIGURE 3.20: (A) CAD design of the photolithography mask (b) Micro-scopic view of the hexagonal cavity for Top Plate.

FIGURE 3 .

 3 FIGURE 3.21: Experimental setup for a micro-fabricated HDA with FODS contactless measurement system.

  FIGURE 3.22: (a) Experimental Mobile part displacement for three different strokes. (b) oscillations on the displacement curve for Long-x-stroke.

FIGURE 3 .

 3 FIGURE 3.23: Graphical representation of the position repeatability for the different displacement strokes.

FIGURE 4

 4 FIGURE 4.1: (a) Representation of honeycomb architecture with seven HDA. (b) Magnetic force variation. (c) (d) Representation of electromagnetic force variation.

Fig. 4

 4 Fig. 4.1 (c) (d)). The results presented in these figures have been obtained considering, a current of 1 A injected in the Tc (x-axis switching) placed behind MPM number 4 and the variation on other MPMs has been calculated. It has been observed that (Fig. 4.1 (c)), the average electromagnetic force generated on other MPM variation is around 0.023 mN, which is very low in comparison to the magnetic forces. Similar variation has also been

FIGURE 4. 2 :

 2 FIGURE 4.2: Representation of magnetic force variation with respect to the number of layers of balancing magnets.

FIGURE 4. 3 :

 3 FIGURE 4.3: Representation of final version of the prototype and the balanced magnetic forces for each actuator in the final array.

  Fig. 4.4 (a) represents the CAD model of the HDAA. The mobile part of each HDA consists of a hexagonal MPM glued at the bottom with a z-axis retainer as shown in the cross sectional view. (Fig. 4.4 (c)). Each mobile part of the actuator is able to switch between twelve discrete positions distributed on two different levels along z-axis. The representation of these twelve discrete positions is shown in Fig. 4.4 (d) along with the stroke sizes. As

FIGURE 4

 4 FIGURE 4.4: (a) 3D view of a conveyance device (b) Top view showing arrangements of seven actuators using an honeycomb architecture (c) Cross sectional view of a single actuator AA' (d) Representation of strokes and ability to reach twelve discrete positions.

  Fig. 4.5 represents the top and bottom views of the PCB. As in chapter 3, a reverse design has been used in order to obtain an airgap of 0.1 mm between the first two layers that will lower the difference in electromagnetic force generation between Bc and Tc as explained in chapter 2. There are seven different orthogonal sets of conductors for displacement in xy-plane for all the seven actuators. At the bottom side, there are seperate SMD solder connections for the soldering of x-, yand z-axis switching conductors, respectively. The SMD facilitate the

FIGURE 4. 5 :

 5 FIGURE 4.5: Top & Bottom view of the PCB, buildup design and representation of soldered air-core coil

  FIGURE 4.6: Principle of conveyance using Stick-slip approach.

FIGURE 4. 7 :

 7 FIGURE 4.7: Principle of conveyance using Lift-mode approach.

FIGURE 4. 8 :

 8 FIGURE 4.8: Representation of different conveyance possibilities.

  Fig. 4.9.

FIGURE 4. 9 :

 9 FIGURE 4.9: Experimental prototype of the HDAA and the Control Module.

  5 A) have been used with the two proposed approaches. The graph representing the total time required to switch is shown in Fig. 4.11 (a). For this experiment, the required pulse duration is determined for each driving current value to reach the defined discrete position as shown in Fig. 3.10 of chapter. 3. Taking into account, the current value and its respective pulse duration, the total time required to cover 10 mm is determined. The measurements have been repeated five times and the error bars represents the standard deviation for each measured point.

FIGURE 4 .

 4 FIGURE 4.10: Representation of the plate displacement for stick-slip and Lift-mode approach for different driving current values.

FIGURE 4 .

 4 FIGURE 4.11: (a) Representation of total time required to convey a plate with respect to driving current. (b) Representation of the number of sequences to cover 10 mm distance with respect to different current values for both the switching approaches.

Fig. 4 .

 4 Fig.4.12 shows the mask used for the fabrication of Top plate. Two separate masks have been used for the fabrication of Top and Second plate. In this process, at first, the masks are aligned on respective silicon wafers (φ100 mm × 0.90 mm each). The details of this process can be found out in section 3.2. as the same process is used. Fig.4.12 also represents the total dimensions of Top and second plate.

FIGURE 4 .

 4 FIGURE 4.12: CAD design of the photo lithography mask and figure representing the dimensions for Top and second plate

FIGURE 4 .

 4 FIGURE 4.13: (a)Experimental prototype of the micro-fabricated Hexagonal digital actuator array. (b) Cross sectional view of single actuator in an array.

  Micro-fabricated HDAA This section presents the experimental characterization of the micro-fabricated HDAA. As in the previous version of the HDAA, the advantages of both conveyance approaches have been experimentally determined. In the micro-fabricated version, different conveyance abilities of the HDAA have been characterized as translation of the conveyance plate in xyplane, translation of the plate on long strokes with transition between different actuators, rotation of the plate around z-axis. The conveyance plate used for these experiments is made up of glass with a dimensions of 50 mm ×50 mm × 100 µm and mass of 0.72 g. 4.5.1.1 Translation of the Conveyance plate To observe translation of the conveyance plate in xy-plane, the HRC has been used. A sticker is placed on top of the conveyance plate as shown in Fig. 4.14. In this test, the

FIGURE 4. 14 :

 14 FIGURE 4.14: Representation of the Translation motion of the conveyance plate in xyplane for Long-x and stroke-y.

FIGURE 4 .

 4 FIGURE 4.15: Representation of plate transition between the actuators (a) Representation of the transition phase. (b) Experimental transition in xy-plane using long-x-stroke and stroke-y. (c) Sectional view showing the step-by-step representation of the conveyance strategy using lift-mode and stick-slip approach.

FIGURE 4. 16 :

 16 FIGURE 4.16: Representation of the Plate rotation using different switching sequences (a) Captured images for the different rotation sequences. (b) (c)

  Fig 4.17(b) represents the obtained trajectory. To observe the trajectory repeatability, initial point of each trajectory has been superimposed. As the array is controlled in open loop and alsodue to frictional inhomogeneity, a shift is visible on the trajectory especially at its end between the initial and final position which should be theoretically same. The shift can be mostly due to the sliding effect between the plate and the mobile part. In an open loop system, the absence of trajectory correction and generation of sliding after each switching sequence displaces the rectangular pattern each time from its initial position. This can be minimized by predicting the sliding behavior of the plate with respect to the driving current value. It can be determined by repeating the experiments several time and finding an average sliding in each displacement direction. The sliding can also be reduced by reducing the velocity before the impact using the reverse current in the conductors. It can be generated by sending another driving pulse in reverse direction when the actuator reaches the SRZ of desired discrete position. This reverse driving current pulse will generate electromagnetic force in opposite direction between the plate and mobile part, which will lower the plate velocity then the sliding. This principle has not yet experimentally tested on the proposed array but can be an objective for future work. Apart from the slid-

FIGURE 4 .

 4 FIGURE 4.17: Representation of the multiple rectangular profiles realized using HDAA: (a) switching sequences, (b) Rectangular profile.

Fig. 4 .

 4 Fig. 4.18(a) and (b). The proposed design is initially limited for 2D motion but it can easily be adapted for 3D motion by adding air-core coils below the cavity. The design is similar to previous HDA presented in chapter 2 with one MPM surrounded by six FPMs.

FIGURE 4 .

 4 FIGURE 4.18: Design of the new HDA: (a) Top view, (b) Cross sectional view, (c) (d) Representation of the different strokes.

FIGURE 4 .

 4 FIGURE 4.19: Representation of the Total forces with respect to current values for shortx-stroke.

Fig. 4 .

 4 Fig. 4.19 provides a graphical representation of total forces (magnetic + electromagnetic) generated on the MPM for different current values. The forces mentioned in the graph are for x-axis switching precisely using Short-x-stroke. As per graph, the force behavior of the actuator is similar to that of the previous one with different values. When there is no current, the force plotted represents only the magnetic forces generated by FPMs on the MPM whereas addition of current generates the electromagnetic force which shifts the graph upward. In the figure, the intermediate zone and SRZ are represented and their values indicated. The details about SRZ and I min calculations are given in section 2.2.7.

FIGURE 4 .

 4 FIGURE 4.20: Representation of magnetic force variation for different configuration.

  Fig. 4.21 represents the final proposed HDAA composed of 19 HDAs and the magnetic forces generated on each MPM. The average magnetic force generated along xand y-axis is 1.15 mN and 1.98 mN, respectively. The negative value for the forces is due to the position of each

FIGURE 4 .

 4 FIGURE 4.21: Representation of the final proposed prototype for 19 HDAA and the generated magnetic forces by each actuator in an array.

  FIGURE 5.2: Representation of multi z-axis displacement for an HDA

FIGURE 5. 3 :

 3 FIGURE 5.3: Representation of different conveyance possibilities using 19 actuator array

FIGURE 5. 4 :

 4 FIGURE 5.4: Representation of modular design concept for long range application
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Table 1

 1 

	Properties	Analogical Actuators	Digital Actuators
	Stroke	Continuous	Discrete
	Precision	High	Low
	Manufacturing constraints	Low	High
	Control	May be complex	Simple
	Need of sensors	Yes (closed loop system)	No (open loop system)
	Integration	May be complex	Simple
	Energy Consumption	High (continuous supply) Low (pulsed mode supply)

.1 gives a comparison between analogical and digital actuators.

There are two essential functions in the working of digital actuators : the switching and the holding. The switching consumes external energy and is used to switch the mobile part between the discrete positions. The holding on the other hand, does not consume

TABLE 1

 1 

.1: Comparison between analog and digital actuators

[Xu 16] 

Table 1 .

 1 2: Characteristics of the presented Smart Conveyance systems

	Ref.	DOF	Dimensions	Max. Stroke	Max. vel.	A. P.
			Conveyance devices based on Pneumatic Actuation Principle	
	[Fuku 06]		35×35 mm 2	same as dimensions	0.5 mm/s	Analog
	[Guel 17]		75×75 mm	same as dimensions	0.3 m/s	Analog
	[Laur 11]		120×120 mm	same as dimension	220 mm/s	Analog
	[Deng 18]		180×180 mm	same as dimension	0.5 mm/s	Digital
			Conveyance devices based on Electrostatic Actuation principle	
	[Ji 10]		3.75×3.75 mm	±6.27 µm	-	Digital
	[Dao 11]		500×250×30 µm	6×1.75 mm	-	Digital
	[Hoso 15]		132×132 mm	same as dimensions	250 mm/s	Analog
	[Conr 16]		4.0 mm×26.5 µm	-	-	Digital
	[Vero 18]		120×75 µm 2	-	-	Digital
		Conveyance devices based on Electro-thermal Actuation Principle	
	[Khaz 10]		530×60×2 µm	2.7 µm	-	Digital
	[Lin 11]		1.49×1.49×0.4 mm 3	25 µm	-	Digital
	[Rako 14]		3×3 mm	±5µm	-	Digital
	[Xiuy 15]		4×5×0.5 mm 3	120.89 µm	-	Digital
	[Ebef 99]		15×15mm 2	-	12 mm/s	Digital
			Conveyance devices based on Piezoelectric Actuation Principle	
	[Lai 12]		269×269 mm 2	41×41 µm 2	500 µm/s	Digital
	[Ding 17]		120×120×8 mm 3	±42.31×48.56 µm 2	-	Digital
	[Cai 17]		-	8.2×10.5×13.0 µm 3	-	Digital
	[Ghaf 18]		243.02×223.64×24.27 µm 3	90.5×103.1×211.8 µm 3	-	Digital
	[Tang 17]		228×158×84 mm 3	10.39×15.43×15.55 µm 3	-	Digital
	[Tell 15]		-	-	3.5 mm/s	Digital
		Conveyance devices based on Electromagnetic Actuation Principle	
	[Kuma 12]		150×50×23 mm 3	≈ facing surface area	450 mm/s	Analog
	[Espr 10]		2000×55 mm	-	-	Analog
	[Andr 14]		73×71 mm 2	25 mm	0.15 m/s	Analog
	[Hass 17]		-	±4.5 mm	-	Analog
	[Dong 15]		-	±1.5 mm	-	Analog
	[Chin 13]		500 mm×500 mm×300 mm	-	0.6 m/s	Analog
	[Xu 14]		120 mm×120 mm	11 mm		Analog
	[Naka 97]		40×40 mm 2	same as dimensions	30 mm/s	Analog
	[Hiem 14]		189×26 mm 2	10 mm	1 m/s	Analog
	[Zhou 19]		40×18×8 mm 3	5×10 -4 m	-	Analog
	[Shut 05]		60 mm	same as dimensions	-	Analog
	[Le 18]		30×30 mm 2	same as dimension	-	Analog
	[Aror 19]		68×68×0.5 mm 3	≤70 mm	12 mm/s	Analog
	[Sari 11]		9.5×1.2×0.5 mm 3	same as dimension	3.6 mm/s	Analog
	[Pole 15]		9.4×7.4×1 mm 3	-	-	Analog
	[Oda 18]		400×100×0.19 mm 3	same as dimension	-	Analog
	[Wang 09]		-	90 µm	-	Digital
	[Tisn 19]		-	1181.9 µ	1990.4 µm/s	Digital
	[Xu 16]		100×100 mm 2	same as dimension	-	Digital

  Table 2.2.

		Materials	
	Permanent Magnets		NdFeB
	Mechanical structure		PMMA
	Components	Dimensions (mm) Magnetic Flux Density
			(T)
	MPM	5×5×2	1.37
	FPM	Ø2.25×2	1.43
	Coil	Ø ext 20×10	
		Ø int 9	
		Distances	
	d 1 = 1288 µm	d 2 = 200 µm	d 3 = 300 µm
	TABLE 2.2: Dimensional and magnetic parameters of the actuator.

  Table. 2.3.

	Components	Dimensions Material properties Quantities
		(mm)		
	MPM (cuboidal)	5×5×2	NdFeB-1.37 T	1
	FPM	Ø2.25×2	NdFeB-1.43 T	6
	Coil	Ø ext 20×10 Cu. wire-Ø0.654 mm	1
		Ø int 9	(with insulation)	
	Mechanical supports	40×40×1	PMMA	3
	Hexagonal casing	Ø4.5×1.5	PMMA	1
	z-axis retainer	Ø6×0.5	PMMA	1
	TABLE 2.3: Material properties and quantities of the components used in the assembly of
		digital actuator.	

TABLE 3 .
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1: Camera Specifications

FIGURE 3.6: Calibration Grid by Edmund optics .

  Table 3.2.

	Acquisition	Analog	Resolution Max. Sampling rate
	Board	input/output input/output	per channel
	NI-PCIe 7841	8 I/O	16 bit	200 kS/s

TABLE 3
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.2: Acquisition Board Specifications

TABLE 3

 3 

		.3: Comparison of Experimental and Theoretical strokes.	
	Displacement Theoretical stroke Experimental stroke	Absolute	Relative
	directions	(mm)	(mm)	error (mm)	error
	Short-x-stroke	0.500	0.635 ± 0.004	0.135	27%
	Long-x-stroke	1.000	1.216 ± 0.003	0.216	21.6%
	Stroke-y	0.8660	1.072 ± 0.006	0.212	24.65%
	Stroke-z	0.500	0.545 ± 0.002	0.045	9%

TABLE 3

 3 

		.4: Comparison of Experimental and Theoretical strokes.	
			PMMA		Silicon	
	Displacement	Theoretical	Experimental	E R	Experimental	E R
	directions	stroke (mm)	stroke (mm)		stroke (mm)	
	Short-x-stroke	0.500	0.635	27.0% 0.503 ± 0.010 0.6%
	Long-x-stroke	1.000	1.216	21.6% 0.915 ± 0.016 8.5%
	Stroke-y	0.8660	1.072	24.6% 0.833 ± 0.005 3.13%
	Stroke-z	0.500(PMMA)	0.545	9%	-	-
		0.400(Silicon)	-	-	0.344±0.014	14%
	(E R ) Relative error				

  Table 4.2 below represents the comparison in size of the HDAA and the

TABLE 4 .

 4 2: Optimized and non-optimised configurations of two sets balancing PMs
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the conductor is exactly at the center of PM, whereas, it starts increasing when the PM is oriented either along -x-or +x-axis with respect to the conductor. Both results, obtained with Matlab and Radia, are nearly superimposed with a difference of 10 -4 between them.

Thus, the proposed electromagnetic model is validated.

Electromagnetic air-core coil

In order to switch the mobile part along z-axis and to hold it at z 2 level, a coil is used.

The magnetic field generated by the coil needs to be calculated. A FEM analysis has then been realized using Comsol (with a mesh elements of 8 ×10 5 ) to calculate the induced magnetic flux density by an electromagnetic coil (dimensions: φ ext 20×10 mm, φ int 9 mm ). A current of 1 A is passed through the coil to generate the magnetic flux density. The Fig. 2.14 represents the generated magnetic flux density on the top surface and at the center of an electromagnetic air-core coil. The graph represents the distribution of magnetic flux density with respect to the position along x-axis. It can be observed that, the generated flux density on the surface is uniform and ensures proper levitation of the MPM.

Static model

A static model of the actuator has been developed to calculate the magnetic and electromagnetic forces generated on its mobile part. In order to calculate the magnetic forces acting on the mobile part, the mobile part and six FPMs placed in a circular fashion equidistant from each other around the hexagonal cavity have been considered. The mobile part has been discretized into sub-surfaces ∆ A p as explained in section 2.2.3 and the magnetic flux density has been calculated. The resulting flux is the sum of the magnetic flux generated by six FPMs. Thus, the magnetic force is derived using equation 2.5.

In addition, to calculate the electromagnetic forces generated by the current driving conductors on the MPM, Eq 2.7 has been used. The forces are calculated for top and bottom conductors as shown in Fig. 2.2.

Determination of Self-returning zone and minimum Driving current (I min )

The magnetic and electromagnetic forces calculation as mentioned above helps to design the actuator especially to define the distance between the hexagonal cavity and center of the FPM (d 1 ) as shown in Fig. 2.1. As the distance is less, the FPM generates more holding force and a more robust behavior therein, it also increases the minimum current required to switch. Therefore, a compromise has been made between the holding force and minimum current required to switch by introducing a parameter of Self-Returning Zone (SRZ). SRZ represents the maximum distance at which the mobile part can be placed from a discrete position while ensuring that it will return to one of its discrete positions without any external power supply. This zone is due to the magnetic holding forces generated by the FPMs on the MPM. It also provides robustness of the HDA to external disturbances that is, it provides the ability to maintain the stable positions. The Fig. 2.16 (a) below shows the distribution of hexagonal cavity into SRZ and Intermediate zone (IZ). The mobile part is represented by a circular ball and the SRZ as in inclined line. The positions A and B are the positions that defines the SRZ and IZ. An equivalent mechanical representation is also presented for clear understanding. In SRZ, the magnetic holding forces are higher than the frictional forces between the mobile and fixed parts. However, for the region located in the middle of stroke (IZ), the frictional forces are higher than the magnetic holding forces. For xy-plane motions, when the mobile part is placed at a position inside the SRZ, it will return to the nearest discrete position. If the mobile part is placed in the IZ, the magnetic force is not enough compared to frictional force and the mobile part will not return to a discrete position without any external force. For z-axis motion, the z 1 level is privileged compared to z 2 level. To hold the mobile part in z 2 level, a continuous current supply is required in the coil and when the current stops, the mobile part will return back to the z 1 level due to the weight of the mobile part acting downward [Fig. 2. 16 (b)]. This configuration has been selected to simplify the architecture and design of the proposed coil is also detailed in this chapter, in order to calculate the magnetic flux generated for z-axis levitation of the mobile part.

In the second part, static model have been proposed to design the HDA. The static model takes into account the total forces exerted on the mobile part. It also includes, SRZ calculation which is an important parameter to characterize the dynamic behavior of the HDA. Lastly, with the defined dimensions, CAD models of the HDA have been proposed in order to realize prototypes which will be presented and characterized in the next chapter.

Chapter 4

Development of an Hexagonal digital actuator array for Long-range

Conveyance.

This chapter presents the design of an Hexagonal Digital Actuators Array (HDAA) and its characterization in order to validate the conveyance application. The HDAA consists of seven elementary controlled HDA arranged in a honeycomb architecture. The objective is to test the ability to realize conveyance tasks using a distributed actuation strategy. At first, the detailed design layout of the HDAA and the different components used in the assembly are presented. In order to ensure an homogenous behavior of all the HDA, the magnetic and electromagnetic force interactions between the HDA have been studied and an optimal array design has been proposed. The two conveyance approaches proposed in chapter 3 (Stick-slip and Lift-mode) have been undertaken. The advantages and drawbacks of Lift-mode approach and Stick-slip are then detailed. Secondly, the experimental conveyance possibilities have been tested to qualify the performance of HDAA.

Design Constraints and Requirements

In the designing of HDAA, some constraints have been taken into account in terms of dimension of the HDAA and size of the elementary modules. A total of seven modules shown in Fig. 4.6 (3) (4). After this sequence, a second displacement step can be realized.

To perform a long range displacement, the stick and slip phases are repeated until the desired conveyance distance is achieved. This approach can be used both at z 1 and z 2 levels. However to maintain the mobile part at z 2 level, a continuous current need to be injected in all the seven air-core coils which are placed beneath the mobile parts.

Lift-Mode approach: Unlike the stick-slip approach, this approach cannot be used independently on both levels along z-axis. At z 2 level, there is contact between the plate and the mobile parts and at this level, the mobile part displacement ensures the plate displacement. At z 1 level, there is no contact between the plate and the mobile part and this level is used to ensure a return of the mobile part in their initial position [see Fig. 4.7 (1) (2)]. In Fig. 4.7 (1), no current is injected into the coil, the MPMs are then not in contact with the conveyance plate. In Fig. 4.7 (2), a continuous current is injected through the coils to switch the MPM from z 1 level to z 2 level and to ensure the contact with the plate. Then, the MPMs are switched along x-axis to move the plate with a low driving current to move the plate as for the stick phase with the Stick-slip approach Fig. 4.7 (3).

To ensure the return of the MPMs, the current through the coils is stopped and the MPM return to their initial position simultaneously. In comparison to the Stick-Slip approach, here all the MPMs can return to their initial positions at a time and no disturbance to the plate is observed in xy-plane. For long range conveyance, it reduces the time required to switch but therein increases the energy consumption as high current is required to generate enough electromagnetic force at z 2 level. To validate this two approaches and to study their experimental behavior, they have been tested on the device and results are presented in the upcoming sections.

Conveyance possibilities

The two approaches discussed above can be used to realize different conveyance possibilities. They presents some advantages and drawbacks about energy consumption, conveyance velocity, presence of backlash,.. and the choice of one approach depends on the context. Fig. 4.8 represents the different conveyance possiblities. As the seven HDAs Appendix A
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