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Abstract

Nanosecond surface dielectric barrier discharges (nSDBDs) at atmospheric pres-

sure have been studied extensively over the last two decades for �ow control. Syn-

chronous start, within 0.2 ns, of the streamers from the edge of the high-voltage

electrode and propagation along the dielectric provide a synchronous energy relax-

ation with generation of weak shock waves near the surface of the dielectric. About

ten years ago, the nSDBD at high pressures was suggested as a source for plasma

assisted ignition of combustible mixtures. During last six years, it was found that

a severe transformation of a single-shot nanosecond surface streamer discharge is

observed at increasing gas pressure and/or voltage. A regular structure of tens of

�laments appears from the edge of the high-voltage electrode and propagates in

the direction perpendicular to the edge of the high-voltage electrode, the number

of �laments being 4 − 5 times less than the number of streamers. There is no di-

rect electrical connection between the channels of the �laments and the grounded

electrode.

The present thesis is devoted to study of streamer-to-�lament transition in a

single shot high pressure surface nanosecond barrier discharge in non-reactive gases

(N2, O2 and their mixtures). Literature review presents detailed analysis of streamer

discharges and of transitory nanosecond sparks widely studied during last 4 years.

The results are presented in three parts. The �rst part shows the parameters of

streamer-to-�lament transition in the high pressure nSDBD for di�erent gas mixture

composition. For both negative and positive polarities, the transition is a function of

pressure and of the voltage amplitude. For positive polarity, the e�ect of molecular

oxygen addition on the transition is extremely strong. The in�uence of di�erent

dielectrics and di�erent electrode materials of the start and development of the

�laments is studied experimentally. The micro-images of discharge propagation

on three electrode con�gurations at three di�erent stages�streamer, transition to

�lament and �lamentary regime�are compared.

In the second part, plasma properties in the �laments are studied with the help

of the energy measurements, optical emission spectroscopy (OES) and Particle Im-
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Abstract

age Velocimetry (PIV). In the streamer and transition regime, the OES spectra

mainly contains second positive system of molecular nitrogen while in the �lamen-

tary regime continuum (CW) emission and a few atomic lines are observed. The

results of measured plasma parameters, namely synchronized in time speci�c de-

posited energy, electron temperature and electron density are included. The value

of speci�c deposited energy in the �laments is as high as 6 − 8 eV/particle; the

electron density is in the range of 1018 − 1019 cm−3, and the electron temperature

stays at the level of 1.5−2 eV in the near afterglow. Plasma at this stage is found to

be close to local thermodynamic equilibrium (LTE) state demonstrating slow (tens

of nanoseconds) electron density decay linked to the temperature relaxation. The

results of the measurements are compared with the results of numerical modeling

explaining the main experimentally observed features. In the model, stepwise ion-

ization and dissociation from electronically excited states of molecular nitrogen leads

to fast increase of the electron density, dissociation degree and gas heating at 6 bar

on the time scale of parts of nanoseconds.

The third part is devoted to detailed study of streamer-to-�lament transition in

the micro-scale with the spatial resolution 7.6 µm/px. At a given time instant, the

surface ionization wave front, composed from the merged streamers, is broken by

a few plasma channels, moving with a higher velocity (we call them �protrusions�).

Their radii are 10 − 20 times smaller comparing to a typical streamer radius; they

form, within a few nanoseconds, a regular structure of plasma channels around the

high voltage electrode. Inside each of these channels, a backward emission of the

second positive system of N2 propagates from the �protrusion� head back to the high-

voltage electrode. Continuous spectra, atomic lines and high electron density �rst

appear when the backward emission approaches the high-voltage electrode, at the

distance about 500 µm from the edge. The calculated results of emission intensity,

electron density and electric �eld are given for studying the in�uence of oxygen

admixtures on the transition.
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R�esum�e de th�ese

Les d�echarges nanosecondes, de surface, �a barri�ere di�electrique (nSDBD) �a la

pression atmosph�erique ont �et�e �etudi�ees de mani�ere approfondie au cours des deux

derni�eres d�ecennies pour le contr�ole du d�ebit. Le d�emarrage synchrone, �a 0,2 ns pr�es,

des streamers �a partir du bord de l'�electrode haute-tension et la propagation le long

du di�electrique fournissent une relaxation d'�energie synchrone avec la g�en�eration

d'ondes de choc faibles pr�es de la surface du di�electrique. Il y a environ dix ans,

les nSDBD �a haute pression ont �et�e sugg�er�es comme source d'allumage pour la

combustion assist�ee par plasma. Au cours des six derni�eres ann�ees, il a �et�e constat�e

que pour une nSDBD de type streamer, une transformation radicale s'e�ectue pour

une pression et/ou une tension de gaz croissante. Une structure r�eguli�ere de dizaines

de �laments apparaı̂t �a partir du bord de l'�electrode haute tension et se propage

dans la direction perpendiculaire au bord de l'�electrode haute tension, le nombre de

�laments �etant 4 �a 5 fois inf�erieur au nombre de streamers initiaux. Il n'y a pas de

connexion �electrique directe entre les canaux des �laments et l'�electrode mise �a la

terre.

La pr�esente th�ese est consacr�ee �a l'�etude de la transition streamer��lament dans

une nSDBD �a haute pression pour des single-shots et dans des gaz non r�eactifs

(azote, oxyg�ene et leurs m�elanges). La revue de la litt�erature pr�esente une analyse

d�etaill�ee des d�echarges de type streamers et des d�echarges transitoires nanosecondes

largement �etudi�ees au cours des 4 derni�eres ann�ees.

Les r�esultats sont pr�esent�es en trois parties. La premi�ere partie montre les

param�etres de la transition streamer��lament dans les nSDBD haute-pressions pour

di��erentes compositions de m�elange gazeux. Pour des polarit�es n�egatives et pos-

itives, la transition est fonction de la pression et de l'amplitude de la tension.

Pour une polarit�e positive, l'e�et de l'addition d'oxyg�ene mol�eculaire sur la tran-

sition est extr�emement fort. L'in�uence de di��erents di�electriques et de di��erents

mat�eriaux d'�electrodes sur le d�ebut et le d�eveloppement des �laments est �etudi�ee

exp�erimentalement. Les micro�images de propagation de d�echarge sur trois con�g-

urations d'�electrodes �a trois �etapes di��erentes � streamers, transition vers �lament

9



R�esum�e de th�ese

et r�egime �lamentaire � sont compar�ees.

Dans la deuxi�eme partie, les propri�et�es du plasma dans les �laments sont �etudi�ees

�a l'aide de mesures d'�energie, de spectroscopie d'�emission optique (OES) et de

v�elocim�etrie par image de particules (PIV). Dans le r�egime streamers et de transi-

tion, les spectres OES contiennent principalement l'�emission du deuxi�eme syst�eme

positif de l'azote mol�eculaire tandis que pour les �laments une �emission continue

(CW) ainsi que quelques raies atomiques sont observ�ees. Les r�esultats de mesures

des param�etres du plasma sont inclus, �a savoir l'�energie d�epos�ee synchronis�ee dans le

temps, la temp�erature �electronique et la densit�e �electronique. La valeur de l'�energie

sp�eci�que d�epos�ee dans les �laments est aussi �elev�ee que 6 − 8 eV/particule; la

densit�e �electronique est dans la gamme de 1018 − 1019 cm−3, et la temp�erature

�electronique reste au niveau de 1, 5 − 2 eV dans l'afterglow. Le plasma �a ce stade

se r�ev�ele �etre proche de l'�etat d'�equilibre thermodynamique local (LTE), pr�esentant

une lente d�ecroissance de la densit�e �electronique (dizaines de nanosecondes) li�ee �a

la relaxation de temp�erature. Les r�esultats des mesures sont compar�es aux r�esultats

de mod�elisations num�eriques expliquant les principales caract�eristiques observ�ees

exp�erimentalement. Dans le mod�ele, l'ionisation et la dissociation par �etapes des

�etats excit�es �electroniquement de l'azote mol�eculaire entraı̂nent une augmentation

rapide de la densit�e �electronique, du degr�e de dissociation et du chau�age du gaz �a

6 bar sur l'�echelle de temps de la fraction de nanosecondes.

La troisi�eme partie est consacr�ee �a l'�etude d�etaill�ee de la transition streamer-

�lament �a l'�echelle du micron avec une r�esolution spatiale de 7.6 µm/px. A un instant

donn�e, le front d'onde d'ionisation de surface, compos�e de streamers fusionn�ees, est

interrompu par quelques canaux de plasma, se d�epla�cant �a une vitesse plus �elev�ee

(nous les appelons ¾protrusions¿). Leurs rayons sont 10 �a 20 fois plus petits par

rapport �a un rayon de streamer typique; ils forment, en quelques nanosecondes,

une structure r�eguli�ere de canaux plasma autour de l'�electrode haute tension. A

l'int�erieur de chacun de ces canaux, une �emission vers l'arri�ere du deuxi�eme syst�eme

positif de N2 se propage de la t�ete ¾protrusions¿ vers l'�electrode haute tension. Des

spectres continus, des raies atomiques et une densit�e �electronique �elev�ee apparaissent

pour la premi�ere fois lorsque l'�emission vers l'arri�ere s'approche de l'�electrode haute

tension, �a environ 500 µm du bord. Les r�esultats calcul�es de l'intensit�e d'�emission,

de la densit�e �electronique et du champ �electrique sont donn�es pour �etudier l'in�uence

de l'ajout d'oxyg�ene sur la transition.
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Chapter 1

Literature review

In this chapter, typical dielectric barrier discharges at both atmospheric and ele-

vated pressures are reviewed. Streamer�to�spark transition in nanosecond repetitive

discharge is discussed in detail. Di�erent diagnostic methods to measure plasma pa-

rameters are analysed. A few numerical models of nanosecond surface dielectric

barrier discharges are discussed.

1.1 Dielectric barrier discharge at atmospheric pres-

sure

Dielectric barrier discharges (DBDs) in atmospheric pressure have been widely

studied over a few decades. Dielectric barrier discharge was known as �ozonizer

discharge� from the beginning because it was �rst found that this kind of discharge

can be used for ozone generation by W. Siemens in 1857 [1]. A scheme of the ozone

discharge tube is shown in �gure 1.1. The air or oxygen �ows between the two

coaxial glass tubes. The ozone was produced by the dielectric discharge in a small

annular discharge gap between two coaxial external electrodes. DBD is also called

�silent discharge� because it does not provide noticeable sound when operating [2].

In 1930s, K. Buss took the �rst image of micro�discharges traces in DBD and

recorded the waveforms of applied voltage and current of the discharge [4]. He ob-

served the luminous channel with a diameter of 100 µm caused by the appearance of

the discharge. He found that the discharge must take place at the current amplitude

decreases. Kogelschatz et al. also reported that the discharge happened on the rising

11



Chapter 1. Literature review

Figure 1.1: Ozone discharge tube of W. Siemens in 1857 [1]. �nat�url. Gr�oße� in the

�gure means natural size. The �gure is taken from [3].

edge of applied voltage during their work on ozone generation [5] Strong disturbance

was seen on the rising edge of voltage waveform as shown in �gure 1.2(b).

Figure 1.2: (a) Voltage and current diagram of micro�discharge activity. The plasma

generation moments were indicated with black bands on current waveform. (b) Volt-

age recorded from the ozonizer discharge. Strong disturbance was shown on the

rising edge of voltage. Figure (a) is taken from [3] and (b) from [5].

The name �Dielectric barrier discharges (DBDs)� comes from the electrode con-

�guration of the discharge: one or both electrodes are covered with dielectric ma-

terials or the insulating material is put between the anode and cathode electrodes.

According to di�erent electrode con�gurations, DBDs can be divided into volume

discharges, surface discharges and coplanar discharges [6]. Figure 1.3(a) shows the

volume DBDs where the generated plasma �ll the whole volume between two elec-

trodes. In (a1) both electrodes were covered by dielectric materials and the plasma

was produced between two insulators. Only one insulator was used in (a2) and (a3)

which helped decreasing the required voltage for launching the breakdown. How-

ever, these con�gurations may cause corrosion of the exposed electrode. Thus, they

are not ideal for gas discharges where clean gas media is needed.

Surface DBDs are presented in �gure 1.3(b1) and (b2); both electrodes were cov-

ered with insulator. In surface DBDs, the discharges were initiated from the edge of

12



Chapter 1. Literature review

Figure 1.3: Di�erent electrodes con�gurations of DBDs: (a) volume discharges,

(b) surface discharges and (c) coplanar discharge. The �gure is taken from [6].

one electrode and propagated along the surface of dielectric materials. One of the

typical applications of surface DBDs is electro�hydrodynamic (EHD) actuator for

the air�ow controls [7�9]. The parameters, mainly the amplitude and frequency, of

EHD force induced by the surface plasma are directly related to the applied electrical

signal, providing enough sensitivity for parametric studies of the �ow disturbances.

Figure 1.3(c) is a coplanar DBD con�guration where two strip�like metallic elec-

trodes were embedded into the dielectric material (e.g. Al2O3 ceramics). Visually

homogeneous plasma can be generated on the alumina surface at atmospheric pres-

sure that is ideal for a large scale surface treatment [10].

Over a century, the research issues concerning with DBDs were dominated by the

study of industrial ozone generation. Until 1990s, the major application of DBDs

was still ozone generators which mainly used in water treatment [5, 11]. Bene�ting

from extensive research on ozone generators, a lot of diagnostic and modelling tools

were developed in the modern research activities. A considerable amount of plasma

physics and chemistry knowledge was also acquired and stored in the research of

ozonizer discharges. Consequently, this resulted in generation and development of a

great number of emerging dielectric barrier discharge applications, including plasma
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catalysis [12], air pollution control [13�17], light source generation [18, 19], textile

surface treatment [20,21], materials processing for microelectronics and photovoltaic

cells [22], biological puri�cation of packaging [23, 24], medical equipment disinfec-

tion [25], skin wound treatment and healing [26�28], plasma assisted ignition and

combustion [29�31], etc.

(a) (b)

(c)

(d) (e)

Figure 1.4: Schematic diagrams of electrode con�gurations for di�erent applications

of DBDs. (a) Discharge setup for plasma catalysis and (b) its front and section

views, taken from [12]; (c) Electrode con�guration of plasma UV and VUV light

source, taken from [19]; (d) Experimental assembly of textiles surface treatments

using DBDs, taken from [20]; (e) Electrode structure of plasma biological surface

disinfection and sterilization, taken from [27].
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In order to achieve the application purposes listed above, di�erent electrode

structures were designed. Figure 1.4(a) and (b) show the electrode con�guration

used in plasma catalysis at atmospheric dielectric barrier discharges. In some cases

the electrodes are not made from solid metal but from the metallic �lms or foils.

In [12], Tu et al. used the mesh stainless steel �lm on the inner surface of a

coaxial quartz tube as the high�voltage (HV) electrode and covered on the outer

surface acting as the ground electrode. The authors compared three types of catalyst

packing methods and found that plasma generated in partially packed con�gurations

(B&C) signi�cantly increased the e�ciency of chemical reactions of the catalyst.

Due to the fact that the channel was �lled by catalyst in the fully packing methods

(A), the weak discharge limits the reaction e�ciency of the catalyst. Figure 1.4(c)

displays di�erent cylindrical and planar electrode con�gurations for generating UV

or VUV light using dielectric barrier discharges [19]. The mirror electrodes were used

for the HV electrode and both the ground electrodes and the dielectric materials

were UV transparent. The discharge gap is normally 0.1−3 mm and the gas pressure

in the sealed electrode can be 0.1 − 5 bar. The UV light emitted by the discharge

can be transformed to visible light using the phosphors.

There are a large number of applications of DBDs for the surface treatments,

including the polymer �lms or the fabric materials, the puri�cation and sterilization

of packaging and even the surface of skin or body tissues. An example of treating

the surface of textiles using DBDs is presented in �gure 1.4(d). The textile material

to be treated is rolled on an aluminum cylinder that works as the ground electrode.

During the treatment process, the cylinder keeps rotating at a constant speed with

the linear speed reaching up to 95 m/s [20]. The spiral stainless steel, placed inside

a quartz tube, is connected to HV power supply. The micro�discharge channels,

generated within a nanosecond time scale, are distributed randomly in the volume

between both electrodes, which ensures a uniform treatment of the surface.

Figure 1.4(e) shows plasma treatment of the biological sample. Human thumb

in this picture works as a �oating electrode. The micro�discharge channels can

be formed in the gap between the metallic electrode and living tissue. The cur-

rent passed through the tissues in the form of displacement current rather than the

motion of charges in the gas discharges. Experimental and numerical results show

that the plasma generated in this way has the catalytic e�ect on blood coagula-

tion without putting any thermal or chemical harm to the living tissues of human

or animals [26, 27]. By physical nature, micro�discharges observed in DBDs, are

streamers.

At high electron densities and high gas temperatures the discharges develop in

the form of the arc discharge. Typically, arc discharge is observed between two open

electrodes separated by a small gap less than 1 mm.
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1.2 Nanosecond repetitive and single pulse discharges

close to or reaching local thermodynamic equi-

librium (LTE) state

Di�erent to complete thermodynamic equilibrium (CTE), Local thermodynamic

equilibrium (LTE) does not require the electromagnetic radiation to be in equilib-

rium, having the Plank distribution. But LTE, existing in the optically thin plasma,

does require: (i) all plasma components follow Maxwell�Boltzmann translational

energy distribution; (ii) excitations of all plasma components have a Boltzmann dis-

tribution; (iii) ionization equilibrium of all species in plasma follows Saha equation;

(iv) the ratio of electric �eld and pressure (E/p) is small enough and the tempera-

ture is su�ciently high that the temperatures of electrons and heavy particles are

equal (Te = Th); (v) The properties of the plasma tend to be balanced throughout

the space [32�34].

Nanosecond pulsed discharges show di�erent appearance at di�erent experimen-

tal conditions (pressure, applied voltage and gas mixtures) in single or repetitive

pulse regime. These discharges, including glow [35], corona [36], streamer [37�39],

�lament [40�42], spark [43�51] and even lightning [52�54] discharges, have been stud-

ied for a long period. The transitions can happen from non�thermal state to local

thermodynamic equilibrium (LTE) state when one or more experimental conditions

change.

In 1977, Stritzke et al. [43] made the spatial and temporal spectroscopy mea-

surements on the streamer�to�spark transition in nitrogen (0.4 bar) on a plane�

plane electrode system with 2 cm gap. They observed the second positive system

of molecule nitrogen (SPS, N2 (C3Πu → B3Πg)) in the emitted light. The electron

density was found to be increasing from 1011 cm−3 to 1016 cm−3 with the heating

of the plasma channel. A few nanoseconds after the avalanche, the dissociation

and ionization took place, giving the strong continuum emission as well as a few

atomic lines in the wavelength range of 300 − 860 nm. At this stage, the electron

temperature reached to (5 − 6) × 104 K and the electron density increased up to

1018 cm−3. Finally, the authors concluded that LTE state had been established in

the ionized plasma channel. In the same year, Albrecht et al. [44] made a series

of experiments of the spark discharges intended for studying the combustion of the

fuel and air mixtures. They observed that the SPS emission peaking at 337.1 nm

appeared only at the beginning of the ignition and disappeared rapidly with the

dissociation of molecules. After rising of current, the atomic lines NII (N+) peaking

at 500.6 nm as well as the radiation of electrode material (MnII (Mn+) peaking at
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230.3 nm) generated within a few nanoseconds accompanied by the constriction of

discharge channels. The time�resolved radial distribution of emission intensity for

SPS of molecular nitrogen and N+ atomic lines are shown in �gure 1.5. It can be seen

that the emission of SPS of molecular nitrogen had the highest intensity at 7 ns and

disappeared from the core of discharge channel at 15 ns when N+ atomic emission

reached the peak intensity. The full ionized channel has the width of 50− 100 µm.

The electron density at the thermodynamic equilibrium state was measured by the

Stark broadening as high as 1019 cm−3. Meanwhile, the electron temperature was

seen from the Boltzmann plot of N+ lines to be over 5 eV at the early phase of spark.

Figure 1.5: Radial distribution of emission intensity for molecular nitrogen (left)

and N+ atomic lines (right). The �gure is taken from [44].

Lomaev et al. [45] observed the constriction of plasma channels when increasing

the pressures from 0.1−4 bar to over 5 bar. In their experiments, a steel tube, 6 mm

in diameter and 50 µm thick, served as the cathode while a �at brass plat was used as

the anode. The distance of the discharge gap was 12 mm. As shown in �gure 1.6, the

homogeneous di�use plasma �lled in the volume between tube cathode and anode

at lower pressure conditions (0.1 − 4 bar). As the experiments were conducted in

nitrogen with 5% of hydrogen, the strong emission of SPS of molecular nitrogen

bands appeared during the homogeneous discharge regime. When pressure rose

over 6 bar, a broadband continuum spectra in the wavelength range of 200−800 nm

appeared as well as NI (N atom) and NII atomic lines in the range of 400− 800 nm.

With the continuous increase of pressure the emission intensity of atomic lines and

continuum spectra grew signi�cantly from 6 bar to 12 bar. The authors measured

the electron density via the Stark broadening of Hα and Hβ atomic lines. While the
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electron density was determined from the ratio of intensity between �rst negative

system (FNS, peaking at 391.4 nm) and SPS (peaking at 394.3 nm) of molecular

nitrogen. The results indicated that the contraction of discharge channels happened

with the signi�cant rise of the electron density from 1015 cm−3 in di�use mode to

1017 cm−3 in contacted discharge. High electron temperature, up to 3.5 eV, was

observed after the breakdown happened in the gap and dropped rapidly to ∼ 2 eV

in a few nanoseconds.

Figure 1.6: Images of the di�used and contracted discharges (a & c on the left)

as well as the emission spectra for two modes (b & d on the right). The �gure is

collected from [45].

Similar formation of discharge channel contraction was reported by Shao et al.

in [46] where a tube�plane electrode con�guration was used. They saw the con-

striction of discharge channels when increasing the gas pressure or shortening the

gap distances. In the initial stage before the ignition, there were a few spots on the

cathode. A few nanoseconds later, the spark leaders �rst generated on the anode

and propagated towards the middle of the gap. The authors believed that it was

the propagation of the spark leaders from the anode that bridged the discharge gap.

Analogously, the spectra before breakdown was dominated by SPS of molecular ni-

trogen while after the gap was bridged, mainly the continuum and NII, NI and OI (O

atom) spectra as well as the atomic lines from electrode materials can be found.

Minesi et al. [47] very recently observed the formation of highly ionized plasma
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Figure 1.7: Comparison of discharge propagation on a pin�to�pin electrode at dif-

ferent pressures in the single shot regime. The upper electrode, marked by �⊕�, is
anode and the lower one is cathode marked by �	�. The �gure is taken from [47].

channels in the experiments at di�erent pressures ranging from 58 mbar to 1 bar.

As shown in �gure 1.7, after the ignition of discharge, the di�use plasma was gen-

erated between anode and cathode within 1.25 ns and �rst appeared near anode.

Then, di�erent from the generation of homogeneous plasma, the �lament with higher

emission intensity �rst exhibited on the edge of cathode within 1 ns. Due to the

resolution limits of ICCD camera, the authors were not able to resolve the appear-

ance of �laments. Immediately afterwards, the fully ionized �lamentary discharge

also appeared on the anode. Finally, as the continuous propagation of �laments

from both cathode and anode to the middle of channel, the discharge channel closed

a few nanoseconds after the ignition. When the breakdown happened in the gap,

the electron temperature was as high as 4.1 eV and the peak electron density mea-

sured to be 4× 1019 cm−3. In �gure 1.8 (a), both NII and OII (O+) atomic lines in

wavelength range of 400− 600 nm were well exhibited.

Van der Horst et al. [48] measured the time�resolved emission spectra of nanosec-

ond pulsed discharges in N2 with 0.9% H2O at atmospheric pressure. They de�ned

the discharge phase before closing the gap as the ignition mode where the emission

consists mainly SPS of molecular nitrogen. The spark discharge mode was followed

by the recombination phase. Both NII and NI atomic lines can be seen in the

spark mode while only NI appeared on the spectra of recombination phase. The

authors also detected the bands of �rst positive system (FPS) of molecular nitro-

gen (N2 (B3Πg → A3Σ+
u )) as shown in �gure 1.8 (b). It should be noted that one
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(a)

(b)

Figure 1.8: Emission spectra of the pin-to-pin discharges at atmospheric pressure

with (a) gap d = 1 mm, voltage U = 30 kV and discharge frequency f = 50 Hz in

air [55]; (b) gap d = 2 mm, voltage U = 9 kV and discharge frequency f = 1 kHz in

N2 [48].

atomic line that was not pointed out in both �gure 1.8 (a) and (b) is N+ spectrum

(5F −5 D0) peaking at λ = 518 nm (see �gure 5.6 in chapter 5).

For better understanding the experimental spectra of the discharge close to LTE

in nitrogen and air, the transition parameters of typical atomic lines in wavelength

range of 440 − 600 nm for NII and 700 − 900 nm for NI and OI are displayed in

table 1.1.

In addition to gaseous media, similar high values of electron density were also

observed in liquid media, such as liquid nitrogen, transformer oil, deionized water

and other electrolyte solutions. Belmonte et al. [57] observed the broad continuum

emission in the discharge in liquid nitrogen on the pin�to�pin zinc electrodes with a

100− µm gap. The amplitude of applied voltage was 10 kV and the pulse duration

was 200 ns. The spectra of the experiments with or without copper nanoparticles (Cu

NPs) show signi�cantly di�erent results, as displayed in �gure 1.9. Without Cu NPs,
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Table 1.1: Typical atomic lines in wavelength range of 440 − 600 nm for NII and

700− 900 nm for NI and OI. This is retrieved from NIST database [56].

λ (nm) Transition gkAk (10
8 s−1) Ek (eV)

NII

444.7 1Do −1 P 5.60 23.196

463.1 3P −3 P 0 3.74 21.160

464.3 3P −3 P 0 1.32 21.153

478.8 3D0 −3 D 1.25 23.242

480.3 3D0 −3 D 2.22 23.246

500.5 3F 0 −3 D 10.3 23.142

504.5 3S −3 P 0 1.01 20.940

518.0 5F −5 D0 2.14 30.127

568.0 3D −3 P 0 3.47 20.666

594.2 3D0 −3 P 3.83 23.246

NI
746.8 4S0 −4 P 0.78 11.996

868.0 4D0 −4 P 2.02 11.764

OI
777.2 5P −5 S0 2.58 10.741

822.1 3D −3 D0 2.02 14.047

Figure 1.9: Emission spectra of discharges in liquid nitrogen with or without copper

nanoparticles. Applied voltage U = 10 kV. Distance between two pin electrodes is

100 µm. The �gure is taken from [57].
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the spectra contains completely the continuum emission with high intensity while

the spectra of experiments with Cu NPs show a series of N+ atomic lines ranging

from 400 nm to 600 nm accompanied by the cw emission with less intensity. The

mechanism of copper nanoparticles that causes such a big di�erence is still unknown.

The authors made the assumption that the presence of Cu NPs can promote the

absorption of electrons in liquid nitrogen. The high intensity continuum emission

and N+ lines indicate strong dissociation and ionization process taken place during

the discharge pulse. The authors derived the electron temperature of 0.9 eV and

electron density up to 1017 cm−3.

B�armann et al. [58] measured the electron density up to 1019 cm−3 of the dis-

charge between two hemispherical electrodes in transformer oil. During recent

twenty years, a few groups reported identical high electron density (1018−1020 cm−3)

with slow plasma decay (see �gure 1.10) of the discharge on a pin�plane electrode

in deionized water with solution conductivity of 2− 800 µScm−1 [59�64].

Figure 1.10: Electron density evolution of the discharge in water. Applied voltage

U = 100 kV with pulse duration 6 ns. Distance between pin�plane electrodes is

5 mm. The �gure is taken from [64].

Combining the examples and parameters talked above, we can arrive at the

conclusion that the discharges reach local thermodynamic equilibrium (LTE) state

generally accompanied by high electron density (in the order of 1017 − 1019 cm−3)

and high electron temperature. Their spectra mainly contains atomic lines (NII,

OII, NI, OI and Hα) and continuum wavelength. These discharge results are in

good agreement with the parameters of lightning in nature [52�54]. More detailed

information concerning to plasma parameters of discharges close to or reaching local

thermodynamic equilibrium (LTE) state are listed in table 1.2.
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1.3 Optical diagnostic techniques for measuring plasma

properties

The developing experimental techniques for plasma parameters diagnostics are

essential for understanding the physical mechanism in the discharges. In general, the

diagnostic techniques can be classi�ed into two types: (a) the electrical methods for

measuring the voltage and current in the circuit from which the physical properties of

plasma in the discharge can then be derived; (b) the optical diagnostics for measuring

plasma parameters, including gas temperature (Tg), electron density (ne), electron

temperature (Te) and electron energy distributions.

Over a century, the Langmuir probe was one of the most widely used and basic

electrical detection methods [75�80]. The working principle of Langmuir probe is

as follows: a or multiple thin metal wires are put partially in contact with the

plasma while the other part of the wire outside the plasma region, covered with

insulating material, is connected to the electrode via an adjustable power supply. By

measuring the relationship between the electrical current and the applied voltage,

one can obtain the voltage�current characteristic curve of the probe. According

to the special points on the curve, the electron density, electron temperature and

electrical potential of plasma can be obtained. In spite of its low cost and ease

of operation, the Langmuir probe has several experimental drawbacks, such as the

poor time resolution and sometimes may disturb the plasma �eld. Consequently,

some other experimental techniques, especially the optical diagnostics for plasma

have been developed and implemented in the modern experiments and commercial

plasma reactors.

In 1970s, Stritzke et al. [43] measured the nitrogen spectra of a spark discharge

at low pressure (0.4 bar) with a time resolution of 5 ns and spatial resolution of

2 mm. The radial distribution of temperature along the plasma channel was deter-

mined from NI, NII, NIII, NIV and NV atomic lines. A broad band spectra in the

wavelength range of 200−900 nm of discharge in nitrogen was recorded by Sewraj et

al. [81]. As shown in �gure 1.11, second positive system (SPS, N2 (C3Πu → B3Πg))

of molecular nitrogen can be clearly seen in UV and visible spectra. Besides, �rst

negative system (FNS, N2 (B3Πg → A3Σ+
u )) of N2 at wavelength λ = 391.4 nm and

in range of 650 − 670 nm were also detected. The near IR spectrum was domi-

nated by Herman IR system (HIR, N2

(
C ′′5Πu → A′5Σ+

g

)
) in the wavelength range

of 700−860 nm. The authors also reported the Lyman-Birge-Hop�eld system (LBH,

N2

(
a1Πg → X1Σ+

g

)
) in VUV spectrum.

More detailed information about the emission produced by the radiative transi-

tions between di�erent energy levels of N2 and N+
2 are displayed in �gure 1.12.
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Figure 1.11: Emission spectra in wavelength range of 200− 900 nm of discharges in

1 bar nitrogen. The �gure is taken from [81].

In addition to nitrogen being widely used in emission spectroscopy diagnosis, hy-

drogen (or water vapor) is also often used in the measurement of plasma parameters

such as electron density and electron temperature. Babankova et al. [83] measured

the excitation temperature from the emission of a series of hydrogen atomic lines in

a high�power laser�induced dielectric discharge. The experiment was done in water

vapor at low pressure (20 Torr). A single 1315.2 nm laser pulse with energy of a

few hundreds Joules was used to launch the breakdown. Balmer series of hydrogen

atoms (Hα, Hβ, Hγ and Hδ) in the wavelength range of 400− 700 nm can be clearly

seen from the �gure 1.13 (a). The excitation temperature Texc is determined from

the Boltzmann plot of the relative emission intensity of Balmer series of hydrogen

atoms.

The Balmer series of hydrogen atomic lines can also be used for determining

the electron density ne from the Stark broadening e�ects. Bruggeman et al. [84]

compared the accuracy of the measured electron density from di�erent Balmer series

of hydrogen lines (Hα, Hβ and Hγ) in a dc-excited discharge in water. It is found

that the ne results achieved from Hβ line has higher precision than the results got
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(a)

(b)

Figure 1.12: Common energy level diagram and radiative transition layout of (a)

N2 molecule and (b) N+
2 ion. Abbreviations in (a): HK: Herman-Kaplan system,

VK: Vegard-Kaplan system, 4PG: Fourth positive system, IRA: Infrared afterglow

system, GK: Goldstein-Kaplan system, WB: Wu-Benesch system, GHG: Gaydon-

Herman Green system; abbreviations in (B): SNS: Second negative system, JI: Janin-

d'Incan system, MA: Meinel's auroral system. The �gure is taken from [82].
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(a) (b)

Figure 1.13: (a) Optical emission spectra of Balmer series of hydrogen atoms (Hα,

Hβ, Hγ, Hδ and Hε) and (b) their Boltzmann plot. The �gure is taken from [83].

Figure 1.14: Fitting of the Hα, Hβ and Hγ lines for determining the electron tem-

perature of the plasma produced by a dc-excited discharge in water. The �gure is

taken from [84].

from both Hα and Hγ lines and the Hβ line pro�le �tted better with the experimental

data (see �gure 1.14). The reason is that Hα line is not suitable for calculating the

electron density in non�equilibrium plasma where electrons have signi�cantly larger
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translational energy than heavy particles. In most cases, the emission of Hγ line is

rather weak.

Figure 1.15: Boltzmann plot of OH(A-X) transition in the plasma produced by a

dc-excited discharges in water. The �gure is taken from [84].

In [84], the authors also measured the plasma temperatures of the discharge in

vapor bubbles in water. The rotational temperature Trot was calculated separately

from both SPS of N2 �tted by Specair [85] and the Boltzmann plot of OH(A2Σ+ →
X2Π, ∆ν = 0) transition bands. As shown in �gure 1.15, the temperature results

determined from two methods do not correspond to each other. The rotational

temperature measured from SPS of N2 (Trot(N2)=1550 K) is lower than measured

from the Boltzmann distribution of OH(A-X) transition bands, T1=3500 K from

J = 3 − 17 and T2=8800 K from J = 17 − 30. The appearance of two Boltzmann

distribution comes from the di�erent production mechanisms of OH(A2Σ+).
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1.4 Numerical modeling methods of surface dielec-

tric barrier discharges

Numerical modeling method has been widely used for testing hypothetical sus-

picions, foreseeing the discharge behavior under certain conditions, explaining the

phenomena observed in the experiments and optimizing the design of plasma actua-

tors. Over a few decades, nanosecond surface dielectric barrier discharges (nSDBDs)

were experimentally studied in atmospheric air for the applications of air �ow con-

trol. With the development of computer technology, a series of numerical calcu-

lations were implemented for solving the problem of electrohydrodynamic (EHD)

force generation [86] and control, plasma dynamics in the boundary layer as well as

the kinetics involved in chemical reactions.

The �rst approximation of plasma kinetics in�uences on air dynamics was made

by Roy with a basic 2D �uid model in [87] where the author concluded that the mo-

mentum transfer was caused by the charges accumulated on the dielectric surfaces.

In the modeling of an asymmetric DBD actuator [88], Likhanskii et al. proposed a

voltage waveform of the repetitive nanosecond pulses with dc bias that was found to

be e�cient for gas pushing by increasing the EHD forces. As shown in �gure 1.16(b),

the EHD forces in the vertical direction were signi�cantly enhanced by applying a

3 kV positive nanosecond pulses with 4 ns pulse width and 1 kV positive bias.

Electron density

Instant force

7 ns
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0.3
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Y
, 
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(b)

Figure 1.16: (a) Contour of electron density of a streamer ionization wave at pos-

itive polarity 3 kV in amplitude with 1 kV bias and (b) instantaneous EHD forces

produced by discharges. The �gure is taken from [88].

Later studies shown that SDBD can modify the dynamics of air �ow via fast gas

heating in the boundary layer with the absence of ion wind [89,90]. Unfer et al. used

a 2D model, coupling the �uid discharge equations with compressible Navier�Stokes
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equations, to simulate the plasma and �ow interaction in the discharge boundary

layer. The authors found that there was a micro shock wave generated near the tip

of the electrode (see �gure 1.17) caused by the fast energy deposition. Subsequently,

the gas in the region of shock wave propagation was heated rapidly up to 1000 K

when the vibrational�translational collisions were taken into account.

3.0 4.03.5

0.2

0.4

X (cm)

Y
(c

m
)

(a) ( )b

± 3500 Pa τVT=1 sμ

Figure 1.17: (a) Spatial distribution of the gas pressure perturbation at time t=8 µs

with the relaxation time for vibrational�translational collisions τV T = 1 µs and (b)

The evolution of maximum gas temperature with di�erent τV T . The �gure is taken

from [89].

Soloviev et al. calculated SDBD evolution at both discharge and afterglow phases

with a 2D �uid model. The authors found that the air �ow was mainly a�ected by the

heat and momentum sources in the afterglow phase [91]. The plasma is redistributed

shielding the external electric �eld when the discharge is o�. In this period the

ionization rate of air has been reduced to a very low value in the discharge region.

The major processes in the afterglow phase, which lasts for many microseconds,

are ion�electron and ion-ion recombination. The momentum and heat sources are

promoted e�ectively in the afterglow period when the plasma di�uses outward to

the surface of the dielectric. The thickness of the momentum source layer was found

to depend on the amplitude of the applied voltage for both negative and positive

polarities. Consequently, it is possible to achieve the maximum discharge interaction

with air �ow by optimizing the waveforms and amplitudes of applied voltages.

Similar model was used for simulating the streamer propagation of a SDBD

ignited by a nanosecond negative high�voltage (HV) pulse at atmospheric air. In

[92], the authors calculated the discharge development at both rising and trailing

edges of the HV pulses. The di�erences between these two stages are signi�cant. As

shown in �gure 1.18, at the rising edge of the HV pulse, the streamer is in contact

with the dielectric surface when it propagates while at trailing edge, the plasma

keeps a distance of 30 − 40 µm from the surface when it travels. Additionally, the
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Figure 1.18: Map of electron density in unit of 1015 cm−3 of streamer propagation at

negative polarity at (a) rising edge and (b) trailing edge of the high�voltage pulse.

The value is shown on twenty scales. The �gure is taken from [92].

major proportion of energy (over 90%) was deposited in the rising edge and plateau

of HV pulse.

Since the �uid model were widely used due to its low computational cost for

describing the essential plasma physics, several hybrid models that combine the

�uid model with kinetic models are also implemented for preserving the accuracy

of kinetics in the simulation. Meanwhile, hybrid model can reduce computational

burden compared to the kinetic models.

A 2D hybrid model combining the conventional �uid model with Monte Carlo

model was carried out by Babaeva et al. in [93] where the �uid equations were used

to calculate the bulk electrons with low mean energy while the kinetics of secondary

electrons with high energy were modeled by Monte Carlo simulation. The authors

also did the pure �uid simulation to treat the dynamics of both bulk and secondary

electrons for comparison.

The di�erent outputs of these two models are shown in �gure 1.19. In addition

to the di�erent velocities of streamer propagation under two models, the electron

�needle� appearing at negative polarity is a distinguishing feature in the results of

hybrid simulation. This feature was caused by the rapid generation and capture
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Fluid simulation Electron density, 10 cm
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Hybrid simulation Electron density, 10 cm
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Figure 1.19: Electron density of streamer propagating at t = 4 ns at both negative

and positive polarities by (a) �uid and (b) hybrid simulations. The value is shown

on three decades log scales. The �gure is taken from [93].

of secondary electrons in the narrow anode sheath area. The authors concluded

that the �needle� indicated the high electric �eld in the negative streamer head with

a typical length of 450 µm. The protrusion electrons and ions in the needle were

produced by photoionization process.

The dynamics of nanosecond pulsed SDBDs at atmospheric pressure have been

widely studied both experimentally and numerically over the past decades. However,

there is few numerical study on the nSDBDs at elevated pressures, typically higher

than 3 bar. The reason is that with the increase of gas pressure, the streamer dis-

charge will transited to the �lamentary mode from non-equilibrium plasma to local

thermodynamic equilibrium plasma. This streamer�to��lament transition process

is accompanied by the signi�cant changes in plasma kinetics, including the ultrafast

rise of electron density and gas heating. In addition, the high pressure condition

will also enhance the collisions between electron and neutral particles and shorten

their mean free path, thereby signi�cantly decreasing the kinetic time scale. Fur-

thermore, the reduced discharge channel width at high pressures requires �ner mesh,

accordingly leading to higher computational costs.
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Figure 1.20: Electron density of streamer (�lament) in unit of cm−3 at 3 and 9 bar

at positive polarity 50 kV in air. The value is shown on four decades log scales. The

�gure is taken from [94].

Babaeva et al. in [94] made the attempt to calculate the morphology of a nS-

DBD in air at elevated pressures and positive high voltage (U = +50 kV) by using

nonPDPSIM model. The authors observed the dramatic increase of electron density

up to 9.1× 1017 cm−3 when the pressure grew from 3 bar to 9 bar (see �gure 1.20).

The shrunk of streamer channel and the slowing down propagation velocity at higher

pressure were also reported.
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Problem formulation

As it was described in literature review, the dielectric barrier discharges (DBDs)

at atmospheric pressure have been widely studied experimentally and numerically.

Nanosecond DBDs in atmospheric pressure air came to the scene in the beginning

of 21st century for the problem of �ow control. Recent development of plasma

technologies and high interest for plasma in adjacent �elds, as aircraft industry igni-

tion/combustion, demands fundamental study of gas discharges at elevated pressures

and temperatures.

The advantage of a nanosecond DBD is a simultaneous initiation of hundreds

of streamers propagating from the edge of the high�voltage electrode synchronously

within 0.2 ns, and so producing a quasi�uniform plasma layer near the dielectric.

The main challenge in initiation of combustion by nonequilibrium plasma is that the

main energy input is directed to production of radicals and excitation of electronic

levels of atoms and molecules. Then, due to radical recombination and relaxation

of electronic excitation, the temperature increases rapidly, allowing development of

chemical chains and, consequently, plasma assisted ignition (PAI). This process is

relatively well described for moderate and low pressures. Only a few studies at

elevated pressures, under conditions close to automotive engines, are known.

It has been recently shown [40, 95] that a single�shot nanosecond surface DBD

changes dramatically with pressure increase. A system of synchronous streamers

transforms in a single�shot regime, to the system of �laments. The �laments are

plasma channels, originating in the vicinity of the edge of the high�voltage electrode

and propagating, like streamers, in the direction perpendicular to the edge of the

high�voltage electrode. The distance between adjacent �laments is 4 − 5 times
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greater than between the streamers.

Streamer�to��lament transition happens during a few nanoseconds, at this the

electron density changes from nse ≈ 1015 cm−3 to nfe ≈ 1019 cm−3 and optical emission

spectra change from bands of molecular nitrogen to continuous wavelength (cw) and

atomic lines, increasing in total intensity by a factor of ∼ 50. It was also known [95]

that streamer�to��lament transition can be observed in air and nitrogen for both

negative and positive polarities of the high�voltage pulses.

The present work is focused on the following tasks:

1)To suggest and to develop another geometrical con�guration of nanosecond

surface dielectric barrier discharges, allowing observation of the streamers and �la-

ments from the side.

2) Based on direct visualization of discharge using ICCD imaging combined with

long distance microscope, electrical measurements (electrical current and deposited

energy), optical emission spectroscopy and Particle Image Velocimetry (PIV) mea-

surement, to obtain consistent plasma parameters of the �lamentary nSDBD at

elevated pressures in both nitrogen and air for both negative and positive polarities.

3) To study the experimental conditions and parameters of streamer�to��lament

transition in N2:O2 gas mixtures with di�erent oxygen fraction for both polarities of

high�voltage pulses. To investigate the e�ects of modi�cations of material/structure

of the high�voltage electrode (annealed or non�annealed, copper or copper covered

with carbon nanomaterials) on the streamer�to��lament transition.

4) To �nd a method to visualize, with a high temporal resolution (1 − 2 ns), a

zone of origin of a streamer�to��lament transition. To perform, for this zone, mea-

surements with the high spatial resolution (2−10 µm/px). To study experimentally,

the detailed morphology of streamer�to��lament transition; to �nd a point of origin

of cw spectrum and high density of electrons. To analyse, with the help of numeri-

cal modeling, di�erence in development of high pressure streamers for di�erent O2

fractions.
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Experimental apparatus and numerical

modelling methods

3.1 Scheme of the experimental setup

3.1.1 Electrode con�gurations

Two di�erent electrode con�gurations were manufactured for the experiments.

One is the electrode which has been developed for the applications related to plasma

assisted combustion [40, 96]. This electrode is shown in �gure 3.1. A metal disk,

20 mm in diameter, served as a high-voltage electrode. For the experiments that

need to �x the starting position of discharge, the central metal disk was replaced

by a gear wheel of the same diameter with 60 sawteeth. The high-voltage electrode,

the metal disk or gear wheel, was �xed on the surface of the dielectric PVC �lm

(ε ≈ 3−3.5) that was glued to the ground electrode by Geocel FIXER Mate silicon

glue (ε ≈ 3). The thickness of both the PVC �lm and silicon glue was 0.3 mm,

which gives the total thickness of the dielectric layer 0.6 mm. The inner diameter

of the ground electrode was equal to the diameter of the high-voltage electrode, and

the external diameter of the ground electrode was the same as the diameter of the

PVC dielectric that is 50 mm. The discharge starts at the set of streamers from the

high�voltage electrode. The streamers propagate in the radial direction. We will

call this electrode system a radial electrode system.

To have a possibility to study the discharge development from the side, another

electrode system has been developed. It is shown in �gure 3.2. A base of the
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High-voltage
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Grounded
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Dielectric
material

To  cable

PVC film

Figure 3.1: The radial electrode system.

cylinder, the metal disk of 30 mm in diameter, served as a high�voltage electrode.

A few layers (8 to 9) of the dielectric PVC insulation tape (ε ≈ 3) were glued

to the ground electrode, giving the total thickness of the dielectric layer equal to

1 mm. The external diameter of the ground electrode combined with the insulation

tape was the same as the diameter of the high-voltage electrode, that is 24 mm.

To produce, in controllable way, the discharge on the side surface of the cylinder,

the adhesive copper tape with conductive adhesive layer and with the sawteeth on

one side was glued around the metal disk. As described above, the sawteeth were

used to �x the starting position of the discharge. The width of the copper tape was

adjusted to ensure that the teeth edge stays at the same position as the interface

of dielectric material and grounded electrode. We will call this electrode system a

cylindrical electrode system.

High-voltage
electrode

Dielectric
tape

Dielectric
material

To cable

Grounded
electrode

Figure 3.2: The cylindrical electrode system.

3.1.2 Surface dielectric barrier discharge cell and high pres-

sure system

The high-pressure discharge cell is dedicated for studying the surface dielectric

barrier discharge at high pressure conditions, up to 12 bar. The cubic shape constant
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volume cell is made from stainless steel and acts as a part of the ground shield of

the discharge system. The cell has three quartz optical windows 5 cm in diameter.

One of the windows is situated in front of the electrode and used for the optical

imaging and spectroscopy measurements in the radial electrode system. The other

two windows are used for the optical measurements in the discharge cell equipped

with the cylindrical electrode, as shown in �gure 3.3.

Figure 3.3: High-pressure chamber equipped with the cylindrical electrode system.

N2

Air

N supply2

Air supply

Pump

Discharge cell

High-pressure
sensor

Open air

Valve

ValveHigh-
pressure
regulator

Low-pressure
sensor

Figure 3.4: Schematic of the high-pressure controlling system.

The schematic of the high-pressure controlling system is shown in Figure 3.4.

Before each set of the experiments, the high-pressure chamber was pumped down

to about 100 Pa by the pump (Edwards XDS�10, A726-01-903). The low-pressure

sensor (PKR 360, PFEIFFER VACUUM) was used to indicate the vacuum level
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in the system. The chamber was then �lled with the gas under study (nitrogen,

nitrogen:oxygen mixtures and nitrogen:hydrogen mixtures, Air Liquide, impurities

< 100 ppm). The high-pressure regulator (DHP 200-50-10, Air Liquide) was used

to control the input gas pressure in the discharge chamber. The high-pressure sen-

sor (ISE 30-01-65, SMC corporation) indicated the pressure above the atmospheric

pressure in the discharge cell at the beginning of the experiment. After each set of

the experiments, the valve to the open air was opened for exhausting the gas from

the discharge chamber.

3.1.3 High voltage generator

In the past few decades, there are two ways for generating the nanosecond high�

voltage pulses with kilovolts to megavolts amplitude based on the solid-state semi-

conductors. These two approaches are distinguished by the design of the switch

part where the energy are stored. The "opening switch" design, also called induc-

tive design, uses the inductive components to store the electromagnetic energy in

the circuit. When the switch is opened suddenly, the energy can be released to the

circuit, producing the high�voltage on the load. For the "closing switch" design, the

high�voltage energy is stored in the capacitors. The pulse is generated by abruptly

closing the switch in the circuit. The advantages of the "opening switch" design are

as follows: The energy density stored in the inductive components is 1.5− 2 orders

of magnitude higher than in the capacitors [97]. So the generator using "opening

switch" has smaller size and lower cost. Apart from that, by opening the switch in

the circuit, one can get the ideal pulse voltage on the load, which is much higher

than the voltage in the intermediate stage of the pulse generation process. The dis-

advantage of the "opening switch" design is that a few kiloamperes breaking current

could appear when the megavolts pulse voltage is generated. To solve this problem,

I.V. Grekhov et al. from Io�e Physical Technical Institute, Russian Academy of

Sciences used a kind of semiconductor drift step recovery diodes (DSRDs) instead of

injection thyratrons or exploding wires. The latters were usually used in laboratory

and had very limited life time [98].

In our experiments, the commercial pulse generators FPG20�03PM and FPG20�

03NM (FID Technology) are used. The high-voltage nanosecond pulse of positive

or negative polarity has 2 ns rise time, 20 ns duration and 20− 60 kV amplitude on

the electrode with jitters less than 20 ps. FID Technology uses the"opening switch"

to design the high�voltage generators. These generators are able to work at high

repetition rates, up to a few megahertz, by taking advantages of a semiconductor

device called drift step recovery diodes (DSRD) [99�101] as the opening switch. As

shown in �gure 3.5(b), the low�voltage energy is stored in the inductive components
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(L1 to LN). The number of the inductive components N depends on the amplitude

of the intended high�voltage. By the abrupt opening of the DSRD, the high�voltage

pulse can be generated on the load RL.

DSRD RL

L1

LN

…

Control
box

Time

UI
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(100-300) ns

t -

(100-300) ns
t f
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Figure 3.5: Working principle of the semiconductor device DSRD. (a) Diagram of

current and voltage on DSRD; (b) Circuit diagram of the high-voltage generator

where the DSRD works as a opening switch; (c) Carriers distribution during the

pumping and recovery process of P�N junction. Nd − N layer doping, SCR�Space

charge region. This �gure is redrawn from the works of Kardo et al [99,101].

The drift step recovery diodes (DSRDs) have the advantages of ideally unlimited

life time, low jitter (less than 100 ps) and high repetition rate (up to mega hertz).

DSRD works at three stages, as shown in �gure 3.5(a) and 3.5(c): �rst, during the

time period of t1 when the forward current pulse is applied to the semiconductor

with "p+nn+" structure, the electrons are pumped to form a electron�hole di�usion

area near the p+�n junction. At the second stage (time period of t2) where the

current changes to the reverse direction, the drift wave moves back towards the p+�

n junction, compressing the di�usion region. In this region, a reverse distribution

gradient of electrons and holes appears. As soon as the distribution gradient of

electrons and holes reaches to zero, the space charge region (SCR) is formed. The

propagating velocity of SCR border is inversely proportional to the electrons and

holes' concentration in the di�usion region. At the second stage, the concentration
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of carriers (electrons and holes) is high due to the compressed di�usion region. This

causes that SCR propagates slowly in this period, leading the small voltage increase

during the time period of t2. At the beginning of period t3 when the SCR border

meets the head of the drift wave, the di�usion region collapses. After the collapses

happens, the carriers (electrons and holes) will reach an equilibrium state in n layer

and the conductive current will disappear from this region. In this case, the velocity

and the voltage changing rate (dU/dt) increase sharply in 2 − 4 ns because of the

rapidly reduced carriers concentration. At the third stage, high voltage is generated

from the self�induction in the drift step recovery diode circuit. After each opening

operation, the charges accumulated on the P�N junction are removed completely

giving the possibility to the next opening.

Due to the skin e�ect, the e�ective region of the drift step recovery diodes were

limited under 40 cm2, leading to the current density in DSRDs in the range of a few

hundreds A/cm2. To obtain the generator with high power performance (gigawatt

power range), researchers from Russian Academy of Sciences developed another cur-

rent breaker with silicon opening switch (SOS) e�ect. The most important progress

of this switch is that the current density on the diode can reach up to 103−104 A/cm2.

The other di�erences between DSRDs and SOS are as follows: In DSRDs, the den-

sity of hole-electron plasma is relatively high in the P�N junction and weakly doped

N region. These plasmas do not participate in the current breaking process. While

in SOS process, the collapse caused by the con�uence of hole-electron plasma front

and space charge region (SCR) takes place at highly doped P region. Because of the

ionization impact in SCR, the SOS diode donates more charges than the pumping

of forward current.

3.1.4 Synchronization scheme and electrical measurements

The high-voltage generator was triggered by a triggering pulse generator (TGP110,

Thurlby Thander Instruments), "TGP #1" shown in �gure 3.6. The high-voltage

pulse was transmitted to the electrode system via a 50 Ω high-voltage coaxial cable

(RG 213). The cable is 30�meter long to separate the re�ected signal from the inci-

dent one. The voltage signal was recorded by the back current shunt (BCS #1) in

the middle of the coaxial cable and then sent to the oscilloscope. Detailed technol-

ogy about back current shunt can be found in [102, 103]. Another triggering pulse

generator (TGP #2) received the signal from BCS #2 that situated one meter from

the high-voltage generator. This signal was used to trigger the spectrometer and

ICCD camera.

The back current shunt (BCS) was made from a few resistances (normally 12 to

14) laying on the copper sheath of the coaxial cable (�gure 3.7). It is an idea from
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HVG TGP #1 TGP #2

LDM
SPEC

ICCD
OSC

BCS #1

BCS #2

Cell

Figure 3.6: Schematic of the synchronization system. HVG�High-voltage gen-

erator, BCS�Back current shunt, TGP�Triggering pluser generator, LDM�Long

distance microscope, SPEC�Spectrometer, ICCD�Intensi�ed CCD camera, OSC�

Oscilloscope.

I i

I r

Figure 3.7: Schematic of the back current shunt (BCS)

the telegraph equations [104] that contains a pair of partial di�erential equations as

follows:

∂2V

∂x2
= LC

∂2V

∂t2
+ (RC +GL)

∂V

∂t
+GRV

∂2I

∂x2
= LC

∂2I

∂t2
+ (RC +GL)

∂I

∂t
+GRI

(3.1)

where L, C, R and G represent self�inductance, capacitance, series resistance and

parallel conductance per unit length respectively. In a transmission lossless coaxial

cable where ωL � R and ωC � G, the equation 3.1 can be simpli�ed as the wave

propagation equations as follows:
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u2∂
2V

∂x2
=
∂2V

∂t2

u2 ∂
2I

∂x2
=
∂2I

∂t2

(3.2)

where u = 1√
LC

is the wave propagation velocity (phase velocity). In the 50 Ω high-

voltage coaxial cable (RG 213), the signal propagation velocity is about 0.2 m/ns.

The equation 3.2 has the solution as follows:

V (x, t) = f1(x− ut) + f2(x+ ut)

I(x, t) =
f1(x− ut)

Zc
− f2(x+ ut)

Zc

(3.3)

where Zc =
√
L/C is the characteristic impedance of the transmission cable. f1

and f2 are arbitrary functions and f1(x− ut) represents one transmission direction

while f2(x + ut) presents the other. It can be seen that after the re�ection, the

voltage keeps the same polarity while the current changes the sign. Both voltage

and current in equation 3.3 can be reconstructed by two parts, incident pulse Vi, Ii

and re�ected one Vr, Ir.

V (x, t) = Vi + Vr = Vi(1 + Γl)

I(x, t) = Ii + Ir = Ii(1 + Γl)
(3.4)

where Γl = Zl−Zc
Zl+Zc

is the re�ection coe�cient and Zl is the load impedance. If

considering an open end where Zl � Zc, the re�ection coe�cient Γl is close to 1. In

this case, the re�ected current Ir has the same amplitude with the incident current

Ii but changing the sign. Thus, the amplitude of both incident and re�ected current

can be measured from the potential di�erence of the parallel resistors in sheath of the

coaxial cable which is called back current shunt (BCS). To achieve on the oscilloscope

the same sign of the pulse as on the high-voltage generator, the central core of the

BCS cable should be connected to the cooper sheath further to the incident pulse.

In this work, 14 resistors (2.2 Ω for each) were soldered parallel in the sheath of the

coaxial cable to make the BCS. BCS #1 was put in the middle of the 30 meter long

coaxial cable to separate the incident and re�ected pulse (see �gure 3.8(a)). The

voltage measured by the back current shunt UBCS has the relation with the voltage

in the central core of the coaxial cable Uc as follows:

Uc =
Zc

RBCS

UBCS (3.5)
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where RBCS is the total resistance of the set of 14 parallel resistors. Apart from that,

the attenuation coe�cient of the coaxial attenuators used to protect the oscilloscope

should also be taken into consideration. For any coaxial cable with BCS used for

the �rst time, the experimental calibration is essential.
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Figure 3.8: (a) Measured incident and re�ected voltage waveform with BCS #1;

(b) voltage, current and energy deposition.

The relation of the incident energy Wi and the re�ected one Wr is as follows:

Wi = Wr +Wd +Wl (3.6)

where Wd is the energy delivered to the discharge and Wl is the energy losses in

the cable and for charging the capacitance of the electrode system. To measure the

energy losses, it is necessary to modify the system in the way to avoid the discharge.

One of the possible solutions is to cover the high�voltage electrode with the layer of

silicon glue. In this case, the relation between energy would become:

Wi = Wrg +Wl (3.7)

where Wrg is the energy re�ected from the high�voltage electrode covered by glue.

Consequently, the energy delivered to the discharge is the di�erence between two

re�ected energies. The electrical current Id and the total deposited energy Wd

(�gure 3.8(b)) can be calculated as follows:

Id =
|Ur − Urg|

Zc

Wd =
(Ur − Urg)2

Zc

(3.8)

3.1.5 Long distance microscope

The QM 1 long distance microscope (Questar LaVision) (�gure 3.9) is used in the

experiments to study the discharge in the micrometer scale [105]. This microscope
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is a catadioptric optical system that combines both the refraction and re�ection

components. The scheme of the QM 1 is similar to a typical scheme of Maksutov�

Cassegrain telescope [106, 107]. The system contains a negative meniscus lens and

two spherical mirrors. The lens at the entrance is called a correcting lens. It is

intended for correcting the problems of chromatic and o�-axis aberrations. The

primary mirror is placed at the rear of the system for re�ecting light. The secondary

mirror is located centrally on the inner surface of the correcting lens, acting as a

spherical mirror.

Figure 3.9: QM 1 long distance microscope. The �gure is taken from [108].

The working principle of QM 1 long distance microscope is shown in �gure 3.10.

The light enters the optical system via the correcting lens in head of the microscope.

After being refracted to the system, the light is re�ected by the primary mirror

locating at the rear of the microscope. This light is then sent back to the tube

in the center of the primary mirror by the re�ection of secondary mirror. This

con�guration gives the possibility of creating a long optical path in a mechanically

short system, allowing the increase of the magni�cation. The prism is used for

rotating the light path from horizontal position to vertical position. Instead of

entering to the camera, the light would go directly to the eye piece (Questar, 16 mm

focal length, 1.25 in in diameter) with the prism.

The QM 1 long distance microscope o�ers the option for adjusting the focal

distance to achieve di�erent magni�cations. When the prism is put in the light

path, the magni�ed image of the electrode can be viewed from the eye piece for

adjusting. The eye piece can be replaced by a torch for �nding the focal plane of

the optical system. The focus rod at the rear of the long distance microscope is

designed for adjusting the focal distance changing the distance between the primary

and secondary mirrors. The focal distance of the QM 1 long distance microscope

ranging between 52 cm and 180 cm with the measured depth of �eld 200 ± 30 µm

and 1400± 30 µm respectively.
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Discharge

Camera

Secondary mirror Primary mirror Prism

Correcting lens Eye piece

Figure 3.10: QM 1 long distance microscope working principle.

a) b)

Figure 3.11: Image of the grids taken by LDM QM 1 with (a) 2 Barlow lenses

(resolution of the optical system is 2.3 µm/px); (b) 3 Barlow lenses (resolution of

the optical system is 1 µm/px). The focal distance of LDM is 0.5 m.

(a)

(b)

Figure 3.12: Scheme of the adoption of the Barlow lens after the achromatic doublet

lens for (a) increasing the focal distance (b) amplifying the image.
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The QM 1 long distance microscope was calibrated with a sheet fulling with

100 µm grids, as shown in �gure 3.11. The central bright spot in both images was

cause by the interference of the optical system, which was veri�ed by the parallel

beam. The Barlow lens (Questar) [109] was used to increase the magni�cation of

the optical system by arti�cially extending the focal distance (see �gure 3.12). It

is a diverging lens, normally used with a set of optical lens, e.g. the achromatic

doublet lens [110] that helps to reduce the optical aberration of the system.

Without the Barlow lens, the resolution of the QM 1 long distance microscope

is 7.6 µm/px at the focal distance f = 1 m. With two and three Barlow lenses in

the optical system, the resolution can increase to 3.6 µm/px and 2 µm/px at the

same focal distance. Higher resolution can be achieved up to 1 µm/px when three

Barlow lenses are put in the optical system at the focal distance f = 0.5 m. With the

decrease of the working distance, the resolution of the system can increase due to the

increased numerical aperture of the lenses. However, this is always accompanied by

the decrease of the �eld of view and the drop of input light emission (see �gure 3.13).

This means the user should �nd the balance between optical resolution, working

distance and the �eld of view.

Figure 3.13: Field of view for the QM 1 LDM as a function of the working distance

and optional lenses. The �gure is taken from [108].
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3.2 Experimental techniques

3.2.1 ICCD imaging and optical emission spectroscopy

A full�integrated intensi�ed CCD camera (PI�MAX4: 1024i, Princeton Instru-

ments) was used for all the imaging and spectroscopy experiments. It is a 16�bit

digitization camera and the saturated limitation (maximum grey level) is 65535

counts for each frame. The ICCD camera is coupled �ber�optically with the Gen

II �lmless intensi�ers which provides the sensitivity from UV to NIR (wavelength

range from 170 to 900 nm) and ensures the required resolution that matches the

CCD. The external synchronization allows camera to receive a TTL triggering sig-

nal (-5 to 5 V) from external devices. The monitor of the camera can output a TTL

signal showing the shape of actual gate timing.
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Figure 3.14: Calibrated ICCD camera delay on software WinSpec Princeton Instru-

ments.

The ICCD camera can produce the frames with 1024 × 1024 pixel. It o�ers

the minimum gate width (FWHM) less than 500 ps but it is only intended for the

usage of Fast Gate tubes. For the time�resolved experiments, the ideal camera gate

width can be setted as 1 to 2 ns for receiving enough light emission. The ICCD

camera delay was calibrated with the help of LeCroy oscilloscope. The camera has

the shift of time delay when the gate width decreases from higher than 4.5 ns to less

than 4.5 ns (see �gure 3.14). The shift of delay jumps from -3.5 ns to about 5 ns

when the gate width decreasing from 2.8 ns to 2.7 ns. Practically, the camera delay

also has a strong connection with the temperature of ICCD's internal sensor. The

ICCD camera also has an internal delay (31.5 ns) between trigger in and opening

the intensi�er.
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Figure 3.15: Preliminary results of �ltered ICCD micro�images of the �lamentary

discharge in a single shot regime in 6 bar N2 at negative polarity, U = −24 kV. The

focal distance of LDM is 1 m. ICCD camera gate is 1 ns. Resolution of the optical

system is 7.6 µm/px.
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To analysis the spectral composition of the discharge, a set of UV/VIS bandpass

�lters (Thorlabs, FB340�10, FB380�10, FB390�10, FL514.5�10 and FB750�10) and

longpass �lters (Thorlabs, FEL0500) were used in the experiments. The �lter was

placed in a fast�change lens tube �lter holder (Thorlabs, SM1QU) connecting with

the Barlow lenses to ICCD camera. Figure 3.15 presents the preliminary experi-

mental results showing the discharge spectral composition, which help for selecting

working conditions.

A spectrograph (Acton 2500i, Princeton Instruments) was used in all the spec-

tral analysis experiments combined with the ICCD camera. High e�ciency optical

coating craftsmanship (Acton #1900 Al+MgF2) ensures 85% re�ectance in the wave-

length range from 200 to 700 nm. This spectrometer has the focal length of 500 mm.

It has three gratings (600, 1200 and 2400 g/mm) mounted on an interchangeable

triple grating turret. Gratings can be switched rapidly upon usage. All of these

gratings have the same size (68×68 mm). It should be noted that di�erent gratings

have their own sensitive wavelength region. It is necessary to select the right grating

to achieve the highest optical e�ciency.

3.2.2 Using line broadening for determining the electron den-

sity at high pressures

In general, the broadening width in the spectra is the combination result of mul-

tiple e�ects that contain natural, resonance, Van der Waals and Stark broadening for

Lorentzian part and Doppler and instrumental broadening for Gaussian part. The

function of Lorentzian L(λ−λ0) and Gaussian pro�les G(λ−λ0) can be given by the

parameter full width at half maximum (FWHM) ∆λL and ∆λG respectively [111]:

L(λ− λ0) =
∆λL
2π

(λ− λ0)2 +
(

∆λL
2

)2 (3.9)

G(λ− λ0) =
2
√

ln 2√
π∆λG

exp

(
−4 ln 2 (λ− λ0)2

∆λ2
G

)
(3.10)

If we use half width at Half maximum (HWHM) l and g to replace full width at

half maximum (FWHM) ∆λL and ∆λG and wavelength variable x to replace λ−λ0,

which are

l =
∆λL

2
, g =

∆λG
2

, x = λ− λ0 (3.11)

equation (3.9) and (3.10) can be written as

L(x) =
1

π
· l

x2 + l2
(3.12)
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G(x) =

√
ln 2

π
· 1

g
· exp

(
− ln 2 · x

2

g2

)
(3.13)

Normally, the overlay e�ect of two broadening e�ects are the convolution of their

pro�le functions. The convolution of two functions f(t) and g(t) can be written as

f(t) ∗ g(t) =

∫ +∞

−∞
f(τ)g(t− τ)dτ =

∫ +∞

−∞
f(t− τ)g(τ)dτ (3.14)

In addition, the convolution can be operated in another way when it is di�cult to

integrate, according to the convolution theorem

f(t) ∗ g(t) = F−1[F (f(x))F (g(x))] (3.15)

where F is the Fourier transform

F (f(x)) =

∫ +∞

−∞
f(x)e−2πikxdx (3.16)

and F−1 is the inverse Fourier transform

F−1(f(k)) =

∫ +∞

−∞
F (k)e2πikxdk (3.17)

The convolution results of these di�erent line broadening parts can be di�erent

according to their di�erent distribution functions. When applying Fourier transform

to the function of Lorentzian line pro�le equation (3.12), one can get that

F (L(x)) =

∫ +∞

−∞

1

π
· l

x2 + l2
· e−2πikxdx (3.18)

Which can be modi�ed by using Euler's formula eix = cosx+ i sinx,

F (L(x)) =
1

π

∫ +∞

−∞

l

x2 + l2
(cos(2πkx)− sin(2πkx))dx (3.19)

in which the term including sinx is an odd function, which is zero when integrated

from −∞ to +∞, leaving

F (L(x)) =
1

π

∫ +∞

−∞

l

x2 + l2
cos(2πkx)dx (3.20)

the result can be easily achieved after the integration (3.20)

F (L(x)) = e−2πlk (3.21)

So the convolution of two Lorentzian functions L1(x) and L2(x) is as follow

F (L1(x) ∗ L2(x)) = F (L1(x))F (L2(x)) = e−2π(l1+l2)k (3.22)
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where l1 and l2 are the half width at half maximum (HWHM) of the two Lorentzian

pro�les. Then full width at half maximum (FWHM) of these two Lorentzian pro�les

in convolution case is

∆λL = ∆λL1 + ∆λL2 (3.23)

For Gaussian function, by using Fourier transform

F (G(x)) =

∫ +∞

−∞

√
ln 2

π
· 1

g
· exp

(
− ln 2 · x

2

g2

)
· e−2πikxdx (3.24)

and integrating the equation, one can get that

F (G(x)) = e−
π2g2k2

ln 2 (3.25)

the convolution of two Gaussian functions G1(x) and G2(x) can be formed as

F (G1(x) ∗G2(x)) = F (G1(x))F (G2(x)) = e−
π2(g21+g

2
2)k

2

ln 2 (3.26)

where g1 and g2 are the half width at half maximum (HWHM) of the two Gaussian

pro�les. The full width at half maximum (FWHM) of these two Lorentzian pro�les

in convolution case is

∆λG =
√

(∆λG1)2 + (∆λG2)2 (3.27)

Figure 3.16: Scheme of Lorentzian, Gaussian and Voigt pro�les with equal halfwidth

∆λ1/2. The �gure is taken from [111].
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In most cases, the real (experimental) spectrum is the convolution of two broad-

ening parts (Lorentzian and Gaussian), although with di�erent weights, also recog-

nized as Voigt pro�le (see �gure 3.16).

V (x) = L(x) ∗G(x) =

∫ +∞

−∞
L(x)G(t− x)dt (3.28)

which is

V (x) =

√
ln 2

π3
· l
g

∫ +∞

−∞

e− ln 2·(x−t
g

)2

t2 + l2
dt (3.29)

Although this equation is not integrable, it is still can be simpli�ed by inducing

a variable a = l/g and normalized to half width at half maximum (HWHM) of

Gaussian pro�le g.

V (x) =

√
ln 2

π3
· a
∫ +∞

−∞

e− ln 2·(x−t)2

t2 + a2
dt (3.30)

where a is a shape factor representing the weights of Lorentzian and Gaussian pro�les

contributed in Voigt pro�le. And the FWHM (∆λV ) in Voigt pro�le can be obtained

only by numerical methods [112]:

∆λV ≈

√(
∆λL

2

)2

+ (∆λG)2 +
∆λL

2
(3.31)

This is an approximate Voigt non linear curve �tting equation with accuracy of

1% and could be miswritten in some papers [84]. The improvement of calculation

methods can even produce an accuracy of 0.02% [113] on the following equation:

∆λV ≈
√

0.2166∆λ2
L + (∆λG)2 + 0.5346∆λL (3.32)

In practical, when calculating electron density ne from Hα spectra, only Stark

e�ect was considered since other broadening width is negligible in our experimental

spectra. However, when it comes to nitrogen atomic line (746 nm), Van der Waals

and instrumental broadening a�ects cannot be ignored which in the same order as

Stark e�ect. In addition, it is necessary to subtract molecular bands and cw spectra

background before doing the calculation.

3.2.3 Particle Image Velocimetry (PIV)

Particle image velocity measurement (PIV) experiments were performed in Joint

Institute for High Temperatures of the Russian Academy of Sciences (JIHT RAS)

in Moscow (Russia) in the framework of collaboration within a Joint International

Laboratory LIA KaPPA, �Kinetics and Physics of Pulsed Plasmas and their After-

glow�. The experiments were performed with I. Selivonin under the supervision of

Dr. I.Moralev.
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Particle image velocity measurement (PIV) is a non�contact speckle image ve-

locity measurement technology developed on the basis of �ow display. PIV takes the

advantages of the �ow �eld information on one surface at a few speci�c moments

to analyse the body motion. PIV measures the velocity of particles in the �ow �eld

by using the tracer particles with better following ability scattered in the �uid to

represent the velocity of the �ow �eld at the location. PIV can not only ensure the

accuracy and resolution of a single-point measurement but also obtain the transient

information and overall structure of the whole �ow �eld. PIV technology has the

ability to obtain small�scale structure vector diagrams. Thus it can be used for the

analysis of the turbulence �ow �eld that requires high spatial resolution in the small

scale.

Two-pulsed laser

Light sheet

CCD camera

Light plane

Electrode

Figure 3.17: Composition of the Particle Image Velocimetry system.

As shown in �gure 3.17, the particle image velocimetry system contains the

following parts: a two�pulsed Nd�YAG laser with 532 nm wavelength as the light

source, light sheet optics and CCD camera. The electrode was installed in the high�

pressure chamber containing tracing particles. Tracer particles should generally be

non�toxic, non�corrosive, chemically stable and clean.

For full��eld PIV measurement, velocity can be calculated only when particles

exist in the region of discretion. In the region where there is no particle, velocity

cannot be obtained in this area. Therefore, particles are required to be uniformly

distributed throughout the whole �eld to ensure velocity measurement in the entire

�ow �eld. Generally, there are three basic requirements in the PIV experiment: the

particles should follow the �uid movement well; the particles should be good scat-

terers with good recording performance and high imaging visibility; the uniformity

and concentration requirements of particle distribution. For the air �ow condition,
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smoke or oil mist (particle size can reach the order of 1 µm) are typically used as the

tracing particles whose concentration can be easily adjusted. For PIV measurement,

too high particle concentration will have a certain impact on the �ow itself. The

particle concentration should not be too low either because for each unit region there

must be enough particle pairs. Only in this way can the correct displacement be

obtained through statistical analysis. Because in principle, the more particle pairs

in the interpretation area, the higher the signal�to�noise ratio.

Figure 3.18: Recorded image of PIV particles.

The working principle of the Particle Image Velocimetry system is as follows:

�rst, spreading the tracer particles (like oil) in the �ow �eld. Then using a Nd

YAG laser to illuminate the measured �ow plane through two or more consecutive

exposures. The images of the particles were recorded by the CCD camera, as shown

in �gure 3.18.

In order to analyse the motion and velocity of particles in the �ow �eld, it

is necessary to track the tracer particle positions in a certain area on the image.

Since the tracer particles are small and densely distributed, it is di�cult and in-

e�cient to analyse the traces of a single particle independently. In order to avoid

the disadvantages of single-point tracking analysis method, auto�correlation analy-

sis method with higher precision can be used in most PIV �ow �eld imaging analysis

cases [114�116].

Suppose that two particle images of the same �ow �eld are successively obtained

within a short time interval ∆t. The two images can be described as the function
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f(i, j, t) and f(i + ∆x, j + ∆y, t + ∆t), ∆x and ∆y represent the motion in x�axis

and y�axis direction respectively. The size of the analysis window is M × N . The

auto�correlation function r(k, l) of the two images can be de�ned as [114]:

r(k, l) =
M∑
i=0

N∑
j=0

f(i, j, t)f(i+ ∆x+ k, j + ∆y + l, t+ ∆t) (3.33)

Because of the small value of ∆t, an assumption can be made that there is no

drastic change in the �ow �eld during this short period. According to the autocorre-

lation function is an even function and the maximum value is obtained at the origin,

the inequality can be obtained as follows:

r(k, l) ≤ r(−∆x,−∆y) (3.34)

This means the maximum value of the auto�correlation function corresponds to the

relative displacement between the �ow �elds. Therefore, the velocity of the �ow

�eld can be derived from the relevant maximum motion as the time interval ∆t is

known.

Analysis  region
Analysis  region

Cross-correlation

Target image

Reference image

Figure 3.19: Process of the cross�correlation analysis method.

However, even with the auto�correlation matching analysis, the direction of the

displacement vector on the image plane remains unknown. Practically, the cross�

correlation analysis method is more widely adopted in PIV analysis. It takes a

certain range on the �rst�pulse image as the template and searches within the same

range on the target image. This step is aimed for �nding the most similar position

as the new position after the �ow �eld movement. The di�erence between two

positions is used as the displacement of the analysis node. The normalized covariance

cross�correlation matching method is often used to evaluate the degree of similarity

between two image regions in the process of analysing the changing of the position.

By calculating the di�erence between the reference template and the target im-

age, one can get the displacement information of the selected region and then apply

to the entire �ow �eld. Then the �ow �eld velocity vector diagram, velocity compo-

nent diagram and the streamline diagram, etc. can be produced.
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3.3 Numerical modelling

A modi�ed 2D model based on PASSKEy (PArallel Streamer Solver with Ki-

nEtics) code, developed by Dr. Yifei Zhu in 2018 [117], has been used to calculate

the plasma properties characters of nSDBD at high pressure conditions.

3.3.1 Elementary kinetics of 2D model for nSDBD at high

pressures

The �uid models can be described by a series of Boltzmann equations and ap-

proximations listed below. In a system containing a large number of particles, the

particle distribution f(v, r, t) is governed by the following Boltzmann equation:

df

dt
=

(
∂f

∂t

)
force

+

(
∂f

∂t

)
diff

+

(
∂f

∂t

)
coll

(3.35)

which can also be written as:

∂f

∂t
+ u∇rf +

F

m
∇vf =

(
∂f

∂t

)
coll

(3.36)

whereas force (F ) is the force acted on the charged particles by an external in�uence

rather than the internal force among particles, diff represents the di�usion of the

particles, coll means collision between particles and u is the mean velocity of the

group of particles.

Then the particle density n(r, t) can be de�ned as follows:

n(r, t) =

∫
f(v, r, t)d3v (3.37)

whereas d3v represents an in�nitesimal element of three�dimensional velocity space.

Thus the mean �ux Γ = nu of the group of particles can be calculated as:

Γ = n(r, t)u(r, t) =

∫
vf(v, r, t)d3v (3.38)

The momentum�transfer cross section σtr represents the mean transferred mo-

mentum among particles during the collision process. With the momentum�transfer

cross section, one can de�ne the characteristic frequencies ν of the colliding particles:

ν =
N

n(r, t)

∫
σtrvf(v, r, t)d3v (3.39)

whereas N is the neutral particle density.

The continuity equation can be achieved as follows by taking the zero moment

of Boltzmann equation 3.36:
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∂n

∂t
+∇nu = Scoll (3.40)

in which Scoll is the source of particles coming from collisions.

The momentum balance equation can be derived from the �rst moment of Boltz-

mann equation 3.36:

∂u

∂t
+ (u · ∇)u+ νu = −∇P

nm
+
F

m
(3.41)

whereas the isotropic pressure P = nkbT , n is the number density of particles, kb

is the Boltzmann constant and T is the gas temperature. T can be solved from

the energy conservation equation by taking the second moment of Boltzmann equa-

tion 3.36:

∂nε
∂t

+ eE · Γ +∇Γε = Sε (3.42)

in which nε = 3nT/2, Γε = nεu is the energy �ux. For equilibrium discharges,

Γε = −kT∇T while for the non-equilibrium cases, it is necessary to solve by the

iterations based on the following approximations.

Since the characteristic time scale τ = ν−1 is much smaller than the discharge

propagation time, the velocity in time τ can be assumed as zero. In addition, at

high pressure conditions, it can be approximated that |(u · ∇)u|� νu. With the

isotropic pressure equation P = nkbT , the momentum balance equation 3.41 can be

simpli�ed as follows:

u = −D∇n
n

+ µ
F

q
(3.43)

whereas D = kbT/mν and µ = q/mν are the di�usion coe�cient and mobility of

particles. Then the energy �ux can be written as:

Γε = −Dε∇nε + µε
Fεnε
q

(3.44)

3.3.2 PASSKEy code and governing equations

In the PASSKEy code, for charged particles, only the �rst moment of Boltzmann

equation 3.36 is taken into consideration while the neutral species are assumed to

keep still in the nanosecond time scale. Thus the continuity equation 3.40 and the

conservation equation 3.42 can be rewritten as follows:

∂ni
∂t
−∇ · Γi = Si + Sph, i = 1, 2, . . . , Ntotal (3.45)
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Γi = Di∇ni +
qi
|qi|

µini∇Φ, i = 1, 2, . . . , Ncharge (3.46)

whereas ni and Γi are the number density and �ux for species i, Si is the source of

species i due to gas phase reactions [118], Sph is the source of electrons and oxygen

ions due to photo�ionizations, Ntotal represents the number density of total species,

Di, qi and µi are the di�usion coe�cient, charge and di�usion mobility of charged

species i respectively, Φ is the electrical potential and Ncharge represents the number

density of total species.

The photo�ionization rate Sph is calculated based on the following Helmholtz

equations that are veri�ed by A. Bourdon et al [119] and A. Luque et al [120] in

2007:

Sph =
∑
j

Sjph (3.47)

∇2Sjph − (λjpO2)
2 Sjph = −Ajp2

O2
I (3.48)

Sjph =
y

V

IAjp
2
O2

e−λjpO2
R

4πR
dV (3.49)

I = ξ
pq

p+ pq
αµEne (3.50)

pq =
kbT

kqτ0

(3.51)

whereas j is the order of the exponentially �tted photo�ionization function, λj and

Aj are the �tting coe�cients [119], pO2 , pq and p are the partial pressure of oxygen,

the quenching pressure of C3Πu and the ambient pressure respectively, V is the

volume of the calculation domain, R is the distance between observation point and

the source point, α is the Townsend ionization coe�cient, µE represents the absolute

drift velocity of electrons, ne is the electron density, kq is the collisional quenching

rate constant and τ0 is the radiative lifetime.

The Poisson equation is solved without considering the current in the material:

−∇2(εΦ) =

Ncharge∑
i=1

qini + ρ (3.52)

whereas ρ is the charge density on dielectric surfaces, which satis�es the continuity

equations:

∂ρ

∂t
=

n∑
j=1

qj
∂ni
∂t

(3.53)

The Euler equation is given as follows:
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∂U

∂t
+
∂F

∂x
+
∂G

∂y
= S (3.54)

[U ,F ,G,S] =


ρ ρ ρv 0

ρu p+ ρuu ρuv 0

ρv ρuv p+ ρvv 0

E (E + p)u (E + p)v Sheat

 (3.55)

in which ρ is the air density, u and v are velocities in x and y directions respectively,

E is the speci�c total deposited energy. p is given by the state equation:

p = ρ(γ − 1)(E − u2 + v2

2
) (3.56)

3.3.3 Calculation domain, boundary and initial values

A 5 × 5 cm calculation domain is divided by a few rectangular sub�domains,

as shown in �gure 3.20(a). The governing equations, including transport equations,

Poisson equation, Helmholtz equations and Euler equations, are solved di�erently in

di�erent sub�domains. This approach is aimed for reducing the computational cost.

A square mesh is distributed di�erently in di�erent sub�domains and it is manually

re�ned in sub�domains with higher interest 3.20(b).

Figure 3.20: (a) Calculation domain and (b) structured mesh distribution, units are

in meter. The �gure is taken from [117].

Di�erent boundary conditions are applied di�erently in each sub�domain and

for di�erent governing equations. For the transport equations of both electrons and

ions, the �ow towards boundary is set as ∂j/∂n = 0 while the �ow away from

boundary condition is set je = −γji for electrons and ji = 0 for ions. It is assumed

that the secondary emission coe�cient γ is set as zero on both metal and dielectric
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boundaries [117]. For Helmholtz equations, the photo�ionization rate Sph is set as

zero on the boundary of the domain that is far from the discharge region.

For Poisson equation, �rst�type boundary condition φ = U(t) is applied on the

metal boundaries while the second�type boundary condition ∂φ/∂n is used on the

non�metal boundaries. By collecting the charge �ux �owing to the dielectric on the

boundary of the plasma region, it is possible to accumulate surface charges on the

surface of the dielectric in each time step. The accumulated charge is then stored

on the edge of the �nite�volume grid cell and taken into account as an additional

charge when solving the Poisson equation. For Euler equations, no�slip boundary

condition is set on all the �uid�solid surfaces. It assumes that the �uid velocity at

all these boundaries is equal to zero.

An initial cloud of seed plasma is distributed in the region of ionization to ignite

the discharge. The ionization region is calculated as the place where the electric

�eld is higher than 32 kV/cm. The density of electrons ne and ions ni in the seed

plasma cloud is given as follows (in unit of cm−3):

ne(x, y) = ni(x, y) =
1012

e( x
0.002

)2+( y
0.002

)2
(3.57)

x and y (in unit of cm) are the position coordinates in the calculation domain in

�gure 3.20(a).
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Streamer�to��lament transition of

nanosecond surface dielectric barrier

discharges: parameters of transition

Streamer-to-�lament transition is a general feature of high pressure high voltage

nanosecond surface dielectric barrier discharges (nSDBDs) for mixtures containing

molecular gases. The transition is observed at high pressures and voltages in a

single-shot experiment a few nanoseconds after the start of the discharge. A set

of experimental results comparing streamer�to��lament transition for the identical

high voltage pulses of negative and positive polarity is presented. The transition

curves in voltage�pressure coordinates are obtained for N2:O2 mixtures on di�erent

dielectric surfaces and electrodes, at the pressure range 1-12 bar.

Streamer�to��lament transition happens in a similar way in all observed exper-

imental conditions. In air at 1 bar and the applied voltage amplitude of 20 kV, a

"regular" streamer nSDBD is observed. With the pressure increase, the discharge

propagation length during the pulse decreases signi�cantly: for example, in air at

5 bar the propagation length is 5 to 6 times smaller than at 1 bar. When voltage

and/or pressure is increased, the discharge appearance changes and a �lamentary nS-

DBD is observed. A regular structure of discharge channels, rarer than for streamers

(typically one �lament for 4−5 streamers) and brighter (the light emission increases

by a factor of 50 when passing to the �lamentary mode) starts near the high volt-

age electrode, whatever the applied voltage polarity is, and propagates in a radial

direction. The �lament propagation length is a function of the applied voltage, its
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polarity, the gas pressure and the gas mixture composition. Will underline that

in all the experiments there is no closing on the open grounded electrode at the

perimeter of the discharge system, that is no spark between the open electrodes is

developed.

4.1 Micro�imaging of the discharge propagation

To study the development of a streamer�to��lament transition and to observe

the changes of the general structure of the discharge with voltage, three di�erent

con�gurations of the high-voltage electrode were used. The behavior of streamer�to�

�lament transition was observed by the QM 1 long distance microscope accompanied

with the ICCD camera. The long distance microscope was set between the high�

voltage electrode and the objective of ICCD camera. All the experiments on micro�

imaging were performed at both positive and negative polarities.

This section starts with the micro�imaging comparison of the streamer surface

discharge propagation on three di�erent high�voltage electrodes (gear, disc and

cylindrical electrode) at atmospheric pressure. Then the micro�images of streamer�

to��lament transition give the time-resolved information of discharge propagation

with small camera gate (1 ns). The results show di�erent behavior of the transition

process in air and nitrogen at both positive and negative polarities with same am-

plitude. In the end, the discharge behavior changing with pressure and voltage are

illustrated.

4.1.1 Micro�imaging of streamer propagation on di�erent elec-

trodes at atmospheric pressure

All experiments in this section were conducted in both air and nitrogen at both

negative and positive polarities at atmospheric pressure. The voltage amplitude was

�xed and equal to ±20 kV. The camera gate was equal to 1 ns. The resolution of

the optical system was 7.6 µm/px.

Dynamics of the discharge development on the gear�shape electrode are given by

�gure 4.1. The gear electrode was used to �x a position of each discharge channel in

space. It is seen that for all conditions in �gure 4.1(a)(b)(c)(d), the discharge starts

as a set of streamers igniting at the same time (within 1 ns) from the high-voltage

electrode. Every tooth provide one discharge channel and there is no distinctive

di�erence between the channels.

At negative polarity, the surface streamer emission disappears earlier in air (at

8 ns) than in nitrogen. We comment this with the fact that quenching of N2(C3Πu),
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Figure 4.1: Micro�images of streamer surface discharge propagation at atmospheric

pressure on the gear�shape electrode. (a) U = −20 kV, air; (b) U = −20 kV,

nitrogen; (c) U = +20 kV, air; (d) U = +20 kV, nitrogen. Camera gate is 1 ns.

Resolution of the optical system is 7.6 µm/px. Time instant is marked with yellow

in each frame.
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main emitting state during the discharge, by O2 molecules is an order of magnitude

stronger than by nitrogen [121]:

N2

(
C3Πu

)
+ N2

k
N2
q→ products, kN2

q = 0.09 · 10−10 cm3/s (4.1)

N2

(
C3Πu

)
+ O2

k
O2
q→ products, kO2

q = 2.7 · 10−10 cm3/s (4.2)

So at atmospheric pressure, a typical time of N2(C3Πu) quenching for molecu-

lar nitrogen is τN2 = 1/(kN2
q [N2]) ≈ 20.6 ns, and for molecular oxygen is τO2 =

1/(kO2
q [O2]) ≈ 0.7 ns. The streamer in air propagates and leaves the high�voltage

electrode starting from 5 ns while in nitrogen, the streamer always �adheres� to the

electrode during its propagation.

At positive polarity, the streamer discharge becomes more homogeneous than

at negative polarity. Both streamers in air and nitrogen tend to adhere to the

electrode. The discharge propagates and the emission disappears in a short time

(less than 4 ns), leaving the bright spots near the high�voltage electrode.

Figure 4.2 presents the images taken in the system with the smooth edge elec-

trode (a metal disc with diameter 20 mm) by long distance microscope at di�erent

experimental conditions. For both polarities, the streamers start homogeneously

from the edge of the high�voltage electrode within 1 ns. The di�erence between

the discharge in air and nitrogen is that for both polarities, the discharge in air

vanishes much earlier than in nitrogen. For the streamer in nitrogen, there are more

branches at negative polarity while at positive polarity, the streamer emission is

more di�use under the same conditions. The ICCD images for the side view taken

with the cylindrical electrode system (�gure 4.3) are focused so that the depth of

�eld includes the only plasma channel, situated on the generatrix of the cylinder

(the upper plasma �lament at each frame of �gure 4.3). The other streamers are

deliberately out of focus. The edge of the high�voltage electrode is a sawtooth cop-

per foil. The frequency of the teeth is similar to the frequency of the teeth in a �at

electrode system with a gear�shaped high�voltage electrode.

The most important feature of these images is that it is possible to calculate the

thickness of the emitting plasma channel. Signi�cant increase of a streamer intensity

is observed for all regimes between 1 ns and 2 ns. In air, for both polarities, a bright

emission at the edge of the electrode is observed at 2 ns. Later, at 3 − 4 ns, two

maxima of emission intensity are observed, at the edge of the electrode and in the

streamer head, the picture being in consistency with [117]. In nitrogen, maximum of

emission always stages at the high�voltage electrode. It is possible that maximum of

emission in the streamer head in air is due to active photoionization in the presence

of O2.
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Figure 4.2: Micro�images of streamer surface discharge propagation at atmospheric

pressure on the smooth electrode. (a) U = −20 kV, air; (b) U = −20 kV, nitrogen;

(c) U = +20 kV, air; (d) U = +20 kV, nitrogen. Camera gate is 1 ns. Resolution of

the optical system is 7.6 µm/px. Time instant is marked with yellow in each frame.
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Figure 4.3: Micro�images of streamer surface discharge propagation at atmospheric

pressure on the cylindrical electrode. (a) U = −20 kV, air; (b) U = −20 kV,

nitrogen; (c) U = +20 kV, air; (d) U = +20 kV, nitrogen. Camera gate is 1 ns.

Resolution of the optical system is 7.6 µm/px. Time instant is marked with yellow

in each frame.
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Figure 4.4: (a) Comparison of micro�images of streamer surface discharge prop-

agation in ambient air at U = ±20 kV on gear�shape electrode (top view) and

cylindrical electrode (side view) at time instant t = 2 ns; (b) Scheme of cross section

of plasma channels at the position 1 mm from the high�voltage electrode. Camera

gate is 1 ns. Resolution of the optical system is 7.6 µm/px.

If comparing two micro�images of the discharge on gear�shape and cylindrical

electrodes at the same time instant (e.g. t = 2 ns as shown in �gure 4.4(a)), we

can �nd that in reality the cross section of the streamer channel is not a circle

but an ellipse (see �gure 4.4(b)). We measured the size of the cross section of

plasma channel at the point 1 mm from the high�voltage electrode: the width of

the streamer channel is 0.62 mm and the thickness is 0.27 mm. It should be noted

that the sizes of the cross section of streamers in ambient air for both negative and

positive polarities are identical.
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4.1.2 Micro�imaging of temporary behavior of streamer�to�

�lament transition at di�erent polarities

2 mm

1 ns 2 ns 3 ns 4 ns

5 ns 6 ns 7 ns 8 ns

9 ns 10 ns10 ns 11 ns 12 ns

13 ns 14 ns 15 ns 16 ns

Figure 4.5: Micro�images of streamer�to��lament transition on gear electrode in

6 bar nitrogen at negative polarity. Voltage U = −25 kV. Camera gate is 1 ns.

Resolution of the optical system is 7.6 µm/px. Time instant is marked with yellow

in each frame.

When gas pressure and/or voltage amplitude increases, a streamer�to��lament

transition is observed. Time�resolved streamer�to��lament transition and discharge

propagation in 6 bar nitrogen at both negative and positive polarities are given by

�gure 4.5 and �gure 4.6 respectively. The voltage amplitude was �xed and equal to

±25 kV. The camera gate was equal to 1 ns. The resolution of the optical system is

7.6 µm/px. The gear electrode was used to �x a position of a streamer/�lament in

space; a few hours of training of the electrode system provided the �laments all the
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Figure 4.6: Micro�images of streamer�to��lament transition on gear electrode in

6 bar nitrogen at positive polarity. Voltage U = +25 kV. Camera gate is 1 ns.

Resolution of the optical system is 7.6 µm/px. Time instant is marked with yellow

in each frame.

time starting from the same points. As a result, it was possible to trace development

of �laments changing the delay between the start of the pulse and the ICCD gate.

It is seen that for both polarities, the discharge starts as a set of streamers

igniting at the same time (within 1 ns) from the high�voltage electrode. Starting

from 3− 5 ns from the beginning of the pulse, a few protrusions can be clearly seen

in the images.

For both polarities, the protrusions start from the emission in the streamer zone.

Their propagation velocity is 2 − 3 times faster than the streamer propagation ve-

locity. There is a thin channel connecting the protrusion and the high�voltage

electrode. At negative polarity, protrusions and streamers can be distinguished at
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the same frames (see f.e., 4− 8 ns in �gure 4.5), while at positive polarity, streamer

emission intensity decays already at 4 − 7 ns, and the �rst protrusions are clearly

seen at 8− 9 ns (�gure 4.6).

It can also be seen from both �gures 4.5 and 4.6 that not all the streamer chan-

nels can produce the protrusion or �lament and the distance between two adjacent

�laments is 3− 4 times larger than between the streamers.

4.1.3 Parametric study of �lamentary discharge in nitrogen

at both polarities

2 ns 3 ns 4 ns 7 ns 11 ns

(a)

(b)

(c)

Figure 4.7: Micro�images of streamer�to��lament transition in 6 bar nitrogen at

negative polarity. (a) U = −25 kV, on disc electrode; (b) U = −25 kV, on gear

electrode; (c) U = −32 kV, on disc electrode. Camera gate is 1 ns with 50 accumu-

lations. Resolution of the optical system is 7.6 µm/px. Time instants are indicated

with black in the lower raw.

Figure 4.7 and 4.8 present the micro images taken in the system with the disc

and gear electrodes by long distance microscope with the camera gate of 1 ns at

±25 kV and ±32 kV. For both negative and positive polarities, the streamers start

from the edge of the high�voltage electrode simultaneously. The transition happens

earlier at negative polarity (t = 4 ns) than at positive polarity (t = 9 ns).

For both polarities, at the same amplitude of the voltage (25 kV), the streamer�

to��lament transition happens on the gear electrode rather than the disc electrode.

This is due to the higher electric �eld generated in the region near the tip of gear
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Figure 4.8: Micro�images of streamer�to��lament transition in 6 bar nitrogen at

positive polarity. (a) U = +25 kV, on disc electrode; (b) U = +25 kV, on gear

electrode; (c) U = +32 kV, on disc electrode. Camera gate is 1 ns with 50 accumu-

lations. Resolution of the optical system is 7.6 µm/px. Time instants are indicated

with black in the lower raw.

electrode. With the increasing amplitude of the voltage (from �gure 4.7 and 4.8(a)

25 kV to (c)32 kV) on the disc electrode, the transition from streamer�to��lament

happens at higher voltage conditions. When comparing �gure 4.7 and 4.8(b) and (c),

we can see that the distance between the �laments is smaller on the gear electrode

than on the disc electrode.

Di�erent morphology is observed for the emission from the tips of the �laments.

For negative polarity, the emission appears as a �feather�like� structure (see �g-

ure 4.7(b)(c)) while at positive polarity the emission on the tip of the �lament has

almost a �ball�like� structure (see �gure 4.8(b)(c)).

Figure 4.9 presents the micro�images taken by long distance microscope with a

camera gate of 20 ns of the discharge on the disc electrode at di�erent amplitudes

of high voltage pulse. For both negative and positive polarities, the discharges are

in the streamer regime at low voltage (±25 kV). With the increasing amplitude of

the voltage (from ±25 kV to ±30 kV), a few thin channels are formed together with

a previously homogeneous streamer zone. The emission intensity increases in these

thin channels. The propagation velocity of these thin channels is slightly higher

than the average propagation velocity of streamers.

With the continuous increase amplitude of the applied voltage (from ±30 kV
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Figure 4.9: Comparison of streamer�to��lament transition in 6 bar nitrogen at both

(a) negative and (b) positive polarities by varying the amplitude of applied voltage.

Both sets of experiments were conducted on the disc electrode. Camera gate is 20 ns

with 50 accumulations. Resolution of the optical system is 7.6 µm/px.

to ±35 kV), previous constricted thin channels are well developed to the �laments

with higher emission intensity. It should be noticed here that ICCD camera adjusts

automatically the contrast of the images. Typically, the integrated over the ICCD

sensitivity range (200 − 800 nm) emission of �lament is ∼ 50 times more intense

than the emission of streamer. The streamer zone can hardly be seen at 35 kV

due to the high intensity contrast with �laments. At voltage U = 35 kV, the

�laments have more branches at negative polarity than at positive polarity. At this

amplitude of voltage, we can see that each �lament channel consists of two parts

with di�erent emission intensities. The left part that is closer to the high�voltage

electrode has higher emission intensity and less branches while the right part has

more branches with lower emission intensity. This gives us the impression that the

part with more branches has less emission intensity. However, this is not the only

reason for explaining the di�erence of the emission intensity between two parts.

These di�erences are also caused by the nature of emission of these two parts of

channels: the left part of the channel is rich in atomic nitrogen while the right part

of the channel mainly consists of second positive system of nitrogen that has the

same physical composition as streamers. This will be explained further in chapter 6.

The last column of �gure 4.9 shows the well�developed �lament structures at

±40 kV. The emission intensity increases with the increase of the amplitude of

voltage. The discharge channels propagate further with the increase of amplitude

of applied voltage.
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4.2 Streamer�to��lament transition of nSDBD on

di�erent dielectric surfaces

Streamer�to��lament transition takes place on di�erent dielectric surfaces for the

high�pressure high�voltage nanosecond discharges in the gas mixtures containing

molecular gases. In this work, the PVC �lm and ceramic plate were selected as the

dielectric materials for the surface discharge to study the transition process. The

transitions in this section are observed in a single-shot experiment a few nanoseconds

after the start of the discharge. A series of diagrams of the streamer�to��lament

transition in a Pressure-Voltage chart is built for the experiments on both PVC and

dielectric surfaces. The disc electrode was used for all the transition experiments in

this section. The camera gate was �xed to 12 ns to catch the discharge propagation

during the �rst half pulse. Time-integrated single�shot images of the discharge

were taken at constant pressure increasing and decreasing the voltage. It should be

pointed out here that no hysteresis was observed by changing the voltage up and

down or vise versa.

4.2.1 Transition curves on PVC surface

Typical ICCD images of the streamer-to-�lament transition are presented in

�gure 4.10. The images were taken for nSDBDs on PVC surface of negative polarity

in nitrogen by varying the applied voltage and pressure. The relatively low voltage

of -19.2 kV at the high-voltage electrode initiates a streamer nSDBD. It can be seen

clearly from the lowest raw of �gure 4.10 that at the same voltage level, with the

increase of pressure, the ring of streamer zone become smaller and smaller. This

indicates that streamer propagates faster at lower pressures.

When only a few (typically 3 − 5) �laments are observed during �rst 12 ns of

the discharge, this voltage is considered as a transition one (like the second raw

image in �gure 4.10). It should be noted that (i) from experiment to experiment,

the �laments appear at di�erent points on the high-voltage electrode, they are not

associated with the defects on the electrode; (ii) the duration of the transition in

the developed �lamentary mode, that is the time between the �rst �lament appears

and when a regular �lamentary pattern is observed (similar to the image at -46 kV

in �gure 4.10), is equal to 1− 2 ns.

The experiments were conducted at N2/O2 mixtures with di�erent oxygen frac-

tion, 0 (pure N2), 1%, 2%, 5%, 10% and 20% (synthetic air). The gas mixtures with

di�erent oxygen fractions were achieved by adding di�erent amount of nitrogen to

synthetic air. For example, when adding 0.5 bar synthetic air and 9.5 bar N2 into the
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27.0 kV 28.8 kV 32.6 kV

19.2 kV 19.2 kV 19.2 kV

5 bar 7 bar 9 bar

Figure 4.10: Images of streamer surface discharge, transitive discharge and developed

�lamentary discharge on PVC surface at three given pressures (5 bar, 7 bar and

9 bar). Nitrogen, applied voltage varying from U = −19.2 kV to U = −46 kV.

Camera gate is 12 ns. The diameter of the high�voltage electrode (circle at the

center of each image) is equal to 20 mm.

discharge chamber, one can get the 10 bar N2/O2 mixture with 1% oxygen fraction.

More O2 fraction cases can be seen in table 4.1.

Table 4.1: Composition of synthetic air and N2 for a 10 bar gas mixtures.

O2 fraction air/bar N2/bar

1% 0.5 9.5

2% 1 9

5% 2.5 7.5

10% 5 5

The most signi�cant di�erence observed for the �lamentary discharge at negative

and positive polarities is the behavior of the transition curve. The pressure-voltage

charts for both polarities for the discharge on PVC surface obtained as described

above are given by �gure 4.11. Zones marked as I and II represent streamer and

�lament zones respectively.

Two set of measurements are compared at each plot in �gure 4.11: the solid
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Figure 4.11: Curves of streamer�to��lament transition on the PVC surface taken at

the condition that the transition happens during �rst 12 ns of the discharge for (a)

negative and (b) positive polarity of voltage on the high-voltage electrode.

lines represent the results of the present work, where the overall thickness of the

PVC layer and the glue layer is 0.7 mm, and the dashed lines show the previous

measurements [122], taken at 0.5 mm of the overall dielectric thickness. The voltage

measurement error is less than 1 kV.

For negative polarity the streamer�to��lament transition happens almost simul-

taneously for all observed gases: the di�erence between air and pure nitrogen is

about 5 kV in comparison to tens of kilovolts for positive polarity. There is a point

of intersection of curves corresponding to di�erent gas composition, this is especially

clearly seen for the data set with four di�erent percentages of oxygen in the mixture.

The intersection point seems to be a function of the overall dielectric layer thickness.

For positive polarity, the e�ect of molecular oxygen addition is extremely strong:

1% of oxygen at 4 bar increases the transition voltage from 41 kV to 52 kV. This

dependence seems to disappear with oxygen concentration rising: at 6 bar, the

transition voltages for pure nitrogen and mixtures with 1%, 2%, 5% and 20% of

oxygen are equal to 30, 40, 44, 48.5 and 49.5 kV respectively. This phenomenon can

cause from the photoionization of oxygen [123�126].

4.2.2 Transition curves on ceramic surface

To be sure that (i) streamer�to��lament transition does not appear because of

degradation of PVC; (ii) �laments can propagate over the surface of dielectric with

di�erent dielectric permittivities, a special series of experiment was performed with

ceramics as a dielectric.

78



Chapter 4. Streamer�to��lament transition of nanosecond surface dielectric barrier discharges:
parameters of transition

Figure 4.12: (a) Front side and (b) back side view of an aluminum high-voltage (HV)

electrode on the ceramic surface.

The high�voltage (HV) electrode glued on the surface of ceramic dielectric ma-

terial and its connection the the ground electrode are displayed in �gure 4.12. From

the front view, a thin disc aluminum HV electrode, 20 mm in diameter, was glued in

the center of an octagonal ceramic plate (ε = 10.4) with the thickness of 1 mm. The

silicon glue (ε = 3.2) was applied exactly in the region of HV electrode on the other

side of the ceramic plate. It should be noted that although a layer of silicon glue

e�ciently decreased summary permittivity εΣ of the dielectric and this should be

taken into account. For example, when doing numerical modeling, it was important

for us to check if there is qualitatively the same streamer�to��lament transition on

ceramic surface.

A summary permittivity εΣ of the resulted dielectric can be estimated using

dielectric permittivity of ceramics, εcer = 10.4 and silicon, εsil = 3.2, and thickness

of ceramics, dcer = 1 mm and silicon layer, dsil = 0.2 mm. Considering ceramics and

silicon layer as two capacitors of the same area connected in parallel, the summary

capacitance CΣ can be calculated as:

1

CΣ

=
1

Ccer
+

1

Csil
(4.3)

dΣ

εΣ
=
dcer
εcer

+
dsil
εsil

(4.4)

Finally, the summary permittivity εΣ can be represented as:

εΣ =
dΣ

dcer
εcer

+ dsil
εsil

= 7.6 (4.5)

The rest of the area except the silicon glue area was covered by the conductive
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copper foil. Four rectangular copper taps were glued to the copper foil for keeping

the good contact between the copper foil and ground electrode.
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Figure 4.13: Images of (a)(d) streamer surface discharge, (b)(e) transitive discharge

and (c)(f) developed �lamentary discharge on ceramic surface at two selected pres-

sures (6 bar and 8 bar) in air at both (a)(b)(c) negative and (d)(e)(f) positive

polarities. Camera gate is 12 ns. The diameter of the high�voltage electrode (circle

at the center of each image) is equal to 20 mm. (g) Curves of streamer�to��lament

transition on ceramic surface taken at the condition that the transition happens dur-

ing �rst 12 ns of the discharge for the negative polarity of voltage on a non�annealed

aluminum high-voltage electrode in synthetic air. Region I is for streamers, region

II is for �laments, region I/II is for streamers for positive polarity and �laments for

negative polarity.

The images of streamer surface discharge, transitive discharge and developed

�lamentary discharge on ceramic surface are displayed in �gure 4.13 (a)(b)(c) for

negative polarity and (d)(e)(f) for positive polarity. The experimental conditions

(pressures and voltages) for these six selected images are marked in the transition

chart in �gure 4.13 (g). The transition chart gives the streamer�to��lament transi-

tion curves on a non�annealed Al HV electrode. Below the blue transition curves is

the streamer regime while above the curves is the developed �lament regime. The

experiment was conducted in synthetic air by decreasing the pressure from 10 bar

to 4 bar.

It can be seen by comparing the ICCD images in �gure 4.13 that there is no

signi�cant di�erence between di�erent polarities or at di�erent pressures (6 bar and

8 bar). The propagation velocity of nSDBD on ceramic surfaces is much slower
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than on PVC surfaces, in complete agreement with the predictions in [117]. The

length of the discharge channels in the transition mode is shorter than in the �la-

mentary regime for discharge on ceramic surfaces while on PVC surfaces, the length

of discharge channels in both transition and �lamentary mode are closer.

Figure 4.13 (g) shows the dependencies of the threshold voltage values on the

gas pressure for both polarities. It can be seen that for the negative pulse polarity,

�lamentation occurs at much lower voltage values. The transition voltage keeps sta-

ble between 14−15 kV and shows less dependence on the pressure. Transition curve

at positive pulse polarity is characterized by a much stronger pressure dependence.

At pressure p = 9 bar, the transition happens when the voltage is over 16 kV while

at pressure p = 6 bar, the transition voltage increased up to 22.5 kV. It should be

noted that the error of measured transition voltage at negative polarity (2− 3 kV)

is higher than positive polarity (1 kV).
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Figure 4.14: Curves of streamer�to��lament transition on ceramic surface taken

at the condition that the transition happens during �rst 12 ns of the discharge

for both negative and positive polarities of voltage on both annealed and non�

annealed aluminum high-voltage electrodes in air. This graph contains two separated

experimental series 1 (solid lines) and 2 (dash lines) with the same experimental

condition.

Streamer�to��lament transition curves on ceramic surface on both annealed and

non�annealed aluminum high-voltage electrodes are displayed in �gure 4.14. The
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annealed aluminum HV electrodes are the ones covered by about 2 µm oxide layer

at the edge of HV electrode. This graph contains two independent experiments on

identical ceramic dielectric electrodes with same experimental condition and opera-

tion. Results from two experiment sets, although di�erent in absolute values, show

the same tendency of �lamentary thresholds between non�annealed and annealed

electrodes and between both negative and positive polarities. The di�erence between

these two experiment sets is within 2− 3 kV for both polarities.

As is indicated above, transition curves at negative pulse polarity show less pres-

sure dependence than at positive polarity. It can also been revealed from �gure 4.14

that the �lamentation thresholds are a�ected by the presence of oxide layer on the

edge of the electrode. At negative polarity, the required transition voltage is higher

on the annealed electrode than on non�annealed electrode. On the contrary, for pos-

itive polarity, the required transition voltage on the annealed electrode is slightly

lower than on the non�annealed electrode. The di�erence in threshold voltage for

annealed and non�annealed electrode, about 1−2 kV, is low comparing to di�erence

between two polarities.

4.3 Streamer�to��lament transition of nSDBD us-

ing electrode synthesized with carbon nanoma-

terials

To check further the in�uence of the nature of electrode on the transition, the ex-

periments with carbon nanomaterials deposited on the high�voltage electrode have

been performed. They are joint experiments with a team from the Laboratory of

Engineering Pro�le at Al-Farabi Kazakh National University and from the Kazakh-

British Technical University (Yerassyl Yerlanuly, Maratbek Gabdullin, Didar Batry-

shev, Tlekkabul Ramazanov).

The idea behind the experiments was that carbon nanomaterials are known as

excellent emitters. If the threshold voltage depends upon electrons emission from

the high�voltage electrode, we expected signi�cant changes in the threshold voltage

for negative polarity.

Three di�erent carbon nanomaterials were synthesized on the surface of the

copper electrode. They are the composite material based on graphite and carbon

nanotubes (CNTs), graphite and carbon nano�bers (CNFs) and carbon nanowalls

(CNWs). The experiments of streamer�to��lament transition were conducted by

applying the high voltage on the electrode synthesized with (or without) carbon

nanomaterials.
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4.3.1 Carbon nanomaterials synthesized on copper electrode

Composite materials based on the graphite and carbon nanotubes were synthe-

sized on the HV electrode by a Chemical Vapor Deposition (CVD) [127]. A nickel

layer with the thickness of 1.5 nm was sprayed onto the surface of the substrate

using a magnetron discharge. This method is intended for avoiding the sorption of

carbon by copper that is the material of the HV electrode. The synthesis of com-

posite nanomaterials was carried out in a CVD horizontal furnace at a temperature

of 1000 ◦C. This process was conducted at atmospheric pressure of hydrogen with a

�ow of 50 sccm and methane with a �ow of 40 sccm for the duration of 30 minutes.

Figure 4.15(a) and (b) show the results of Raman spectroscopy and scanning

electron microscopy (SEM) of the composite material based on graphite and carbon

nanotubes (CNTs). The Raman spectrum characterizes a graphite�like structure

but SEM results indicate that the samples have CNTs.

The synthesis of composite materials based on the graphite and carbon nano�bers

on the HV electrode was carried out by the same synthesis method (CVD) as

graphite and CNTs. The di�erence to graphite and CNTs is that the thickness

of nickel layer for spraying is 3 nm instead of 1.5 nm. Figure 4.15(c) and (d)

show the results of Raman spectroscopy and SEM of composite material based on

graphite and carbon nano�bers. The Raman spectrum shows a graphite�like struc-

ture but SEM results indicate that the samples have CNFs. The appearance of

carbon nano�bers can be explained as follows: larger nano�clusters appear on the

substrate and carbon absorption helps the growth of nano�bers, which contributes

to a thicker catalytic nickel layer in the sample.

Carbon nanowalls (CNWs) were synthesized on the HV electrode by the Plasma

Enhanced Chemical Vapor Deposition (PECVD) method [128�130]. The synthesis

was conducted with a radio�frequency discharge power of 11 W in the gas mixture of

argon and methane with the pressure of 1.3−1.8 Torr. The Raman spectroscopy and

SEM of CNWs are shown in �gure 4.15(e) and (f). The Raman spectrum completely

characterizes the CNWs, in particular, peak D' is the distinguishing trait CNWs from

other graphene�like nanostructures. The scanning electron microscope image also

shows the well de�ned CNWs.

4.3.2 Transition curves on electrode synthesized with carbon

nanomaterials

The experiments of streamer-�lamentary transition were carried out on four disc

electrode with or without carbon nanomaterials. The diameter of the central high

voltage copper electrode was kept constant as 20 mm. The experiments are per-
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Figure 4.15: Raman spectrum and scanning electron microscope image of

(a)(b) composite material based on graphite and carbon nanotubes, (c)(d) graphite

and carbon nano�bers and (e)(f) carbon nanowalls.

formed in both nitrogen and synthetic air at both polarities. The transition mo-

ment was selected with the ICCD gate of 12 ns as the time instant of 2−3 �laments

appearing near the high-voltage electrode.

The integrated ICCD images at di�erent transition moment are displayed in

�gure 4.16((a) to (f)). The experiment was done in nitrogen on the high voltage

electrode synthesized with carbon nanowalls (CNWs) and the experimental con-

ditions of selected ICCD images are marked by letters (a to f) in �gure 4.16(g).

Figure 4.16(a)(b)(c) show the transition from streamer to �lament at positive po-
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larity at 5 bar and �gure 4.16(d)(e)(f) give the transition at negative polarity at

9 bar. It can be seen that when the voltage is equal, both �laments and streamers

propagate faster at lower pressures. The discharge in the �lament mode tends to

have more branches at higher pressures. Figure 4.16(g) shows that the transition at

positive polarity (red curve) has strong dependence on the pressure while at negative

polarity the required transition voltage remain at the same level (38± 2 kV) when

pressure decreases from 10 bar to 4 bar. Qualitatively, the picture is similar to the

electrode system with copper high�voltage electrode containing PVC as a dielectric

(�gure 4.10) and to the electrode system with annealed/nonannealed Aluminium

high�voltage electrode containing ceramics as a dielectric (�gure 4.13).
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Figure 4.16: Images of (a)(d) streamer surface discharge, (b)(e) transitive discharge

and (c)(f) developed �lamentary discharge on ceramic surface at two selected pres-

sures (5 bar and 9 bar) in nitrogen at both (a)(b)(c) positive and (d)(e)(f) negative

polarities. Camera gate is 12 ns. The diameter of the high�voltage electrode (circle

at the center of each image) is equal to 20 mm. (g) Curves of streamer�to��lament

transition on electrode synthesized with CNWs taken at the condition that the tran-

sition happens during �rst 12 ns of the discharge.

To study the e�ects of using di�erent HV electrodes synthesized with carbon

nanomaterials on the streamer�to��lament transition behavior, transition curves on

electrodes synthesized with di�erent carbon nanomaterials in both air and nitrogen

at both negative and positive polarities are displayed in �gure 4.17. Generally,

the transition curves keep the same tendency as the transition curves on ceramic

surfaces that the transition curves have less pressure dependence at negative polarity

but strong dependence at positive polarity.
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Figure 4.17: Curves of streamer�to��lament transition taken at the condition that

the transition happens during �rst 12 ns of the discharge for both (a) negative and

(b) positive polarities of voltage on a copper electrode synthesized with (or without)

carbon nanomaterials in both nitrogen and air.

It can be seen from �gure 4.17(a) that in air, streamer-�lamentary transition

for negative polarity happens at lower voltages for the electrodes with carbon nano-

materials at lower pressures while in nitrogen, the transition at negative polarity

happens at higher voltage for the electrodes with carbon nanomaterials at whole

pressure ranges. For the transition at positive polarity (�gure 4.17(b)), there is no

noticeable di�erence of the transitions happen between the electrode sybthesized

with or without carbon nanomaterials in nitrogen. In air, carbon nanomaterials

slightly increased the required transition voltages at high pressures (over 7 bar).

It can be conclude that the synthesis of the carbon nanomaterials makes the

impact on the streamer�to��lament transition mostly at negative polarity. It highly

increases the required transition voltages for the discharges in nitrogen and it de-

crease the dependence of transition voltages on the pressures for the discharges in

air. There is no distinctive di�erence of the transition among which type of nano-

material was synthesized on the high�voltage electrodes. In another word, carbon

nanomaterials synthesized on the HV electrode have limited impact on the streamer�

to��lament transition process at both negative and positive polarities.

4.4 Conclusion

In this chapter, parameters of streamer�to��lament transition of nanosecond

surface dielectric barrier discharges at high pressures are analysed experimentally.

The transition happens similarly in all observed experimental conditions. At low
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voltages and pressures, the streamer discharge starts from the edge of the high�

voltage electrode. With the increase of voltage on the electrode and/or gas pressure,

the discharge channels are constricted and a few �lamentary channels appear on the

edge of the high�voltage electrode, propagating in the radial direction towards the

ground electrode. There is no distinctive di�erence of the transition process between

negative and positive polarities but the transition thresholds are totally di�erent.

For negative polarity high�voltage pulse, the threshold voltage almost does not

change with pressure, staying for the pressure range 3− 12 bar, within a �corridor�

of voltages 30 − 40 kV for PVC and 14 − 18 kV for ceramics as a dielectric. For

positive polarity high�voltage pulse, the threshold voltage changes dramatically: it

drops down from 55 to 20 kV as pressure increases from 3 to 12 bar for PVC as a

dielectric and from 26 to 15 kV as pressure increases from 5 to 9 bar for ceramics as

a dielectric.

Signi�cant di�erence is observed at positive polarity when changing gas mixture

composition: at 8 bar, the threshold voltage in air is twice higher than the threshold

voltage in nitrogen. More than that, adding 1% of molecular oxygen to pure nitrogen

leads to sharp increase of the threshold voltage: at 4 bar, the threshold voltage

increases from 41 kV to 52 kV.

Modi�cations of material/structure of the high�voltage electrode (annealed or

non�annealed, copper or copper covered with carbon nanomaterials) causes only

minor in�uence. The major di�erence in the threshold voltage as a function of

polarity, gas mixture composition and dielectric permittivity of the surface in the

proximity of plasma leads to the conclusion that streamer�to��lament transition can

be a consequence of severe transformation of plasma parameters as far as properties

of surface streamers are known, we decide to focus on studying of plasma properties

in the �laments.
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Chapter 5

Plasma properties in the �laments

This chapter contains a series of experiments dedicated to analysis of plasma

properties in �lamentary nanosecond surface dielectric barrier discharge (nSDBD).

The optical emission spectroscopy in the micrometer scale was used to analyse the

change in spectral composition of optical emission during the streamer�to��lament

transition. The electron temperature, electron density and the speci�c deposited

energy were measured for a wide range of pressures and voltages. Hydrodynamic

pertubations caused by discharge are illustrated with the help of the Particle Image

Velocimetry (PIV) technique. A model suggested by Dr. Nicolay Popov [41] explain-

ing plasma properties in �lamentary nanosecond discharges and the role of excited

species in streamer�to��lament transition is discussed in the end of this chapter.

5.1 Optical emission spectroscopy of �lamentary dis-

charge

Optical emission spectroscopy (OES), especially the measuring of the atomic

emission, is a widely used experimental method for determining the elemental com-

position of plasma in many kind of discharges. The N+ atomic line of nitrogen

was measured for analysing the electron temperature. The electron density was

determined by using the hydrogen and nitrogen atomic line broadening.
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5.1.1 Changing of the spectra in �lament generation process

In this chapter, we focus on study of spectral composition of plasma during the

streamer�to��lament transition process. Because the transition happens in a few

nanosecond after the start of discharge and takes place in a small region, the long

distance microscope (LDM) was used for taking the time�resolved spectra in the

micro�scale.

The scheme of the experimental apparatus used for micro spectroscopy is dis-

played in �gure 5.1(a). The LDM was aligned between the slit of spectrometer and

the quartz window of the discharge cell. The slit of the spectrometer was adjusted

to let in a single tooth of the gear electrode, as shown in �gure 5.1(b). The gratings

of the spectrometer were set to zero order for taking the images and adjusting the

focal plane during the calibration process. The dielectric material used in this ex-

periment is PVC �lm with thickness of 0.3 mm. It was treated for over thousands

shots for �xing the �lament channel in the slit of spectrometer.

Discharge
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Figure 5.1: (a) Scheme of the experimental apparatus for micro�spectroscopy.

(b) Electrode tooth image in the slit of spectrometer (zero order). Resolution of

the optical system is 7.6 µm/px.

The discharge propagates from the high�voltage (HV) electrode along the grounded

electrode covered with dielectric. In this section, as the tooth of the HV electrode

has been put at the top of the slit, the discharge propagates vertically, from the

top of vision to the bottom. The experiments were performed in 6 bar nitrogen at

negative polarity (U = −25 kV). Four speci�c moments (t =4, 7, 10 and 16 ns) were

selected for comparing the changes in spectral composition during the streamer�to�

�lament transition. At time t = 4 ns, it is a pure streamer regime while at t = 7 ns,

a protrusion appears which is a sign of starting the transition process. At time

t = 10 ns, this is the end of the transition process and also the early stage of the

�lamentary regime. At time t = 16 ns, a well�de�ned �lament is generated and it

contains whole information of the �lamentary discharge in a single shot mode.
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Figure 5.2: ICCD image from zero order of spectrometer at time t = 4 ns as well as

spectrum of a single discharge channel in the wavelength range of 300�600 nm. Res-

olution of the optical system is 7.6 µm/px. Not corrected to the spectral sensitivity

of the optical system.

An integrated ICCD image taken from zero order of spectrometer at time t = 4 ns

is displayed on left of �gure 5.2. The spectrum of one discharge channel at the same

moment in the wavelength range of 300�600 nm is shown on the right. As indicated

above and shown in the ICCD image, the discharge at this moment is the surface

streamer discharge. The spectrum contains second positive system of nitrogen (SPS

N2: C3Πu → B3Πg) with the highest peak at wavelength λ =337 nm. The spectrum

in the wavelength range over 450 nm does not give any information but showing the

electrical and optical noise.

Figure 5.3 shows the ICCD image from zero order of spectrometer at time t = 7 ns

on the left as well as spectrum of single discharge channel acquired at same instant

in the wavelength range of 300�600 nm. It can be seen clearly from the image on the

left that the protrusion appears in the region further to the HV electrode (marked

as region II ). There are still a bright spot and thin channel with less brightness in

region near the electrode (region I ).

Two spectra on the right show the same spectral composition for both I and II

regions. As in the spectrum for t = 4 ns, the second positive system of nitrogen

is still the only composition in the spectrum. The di�erence is that due to the

increase of emission intensity in region II, we can identify more bands of second

positive system of nitrogen in the spectrum.

A few bands of SPS N2: C3Πu → B3Πg are marked in the spectrum of region II
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Figure 5.3: ICCD image from zero order of spectrometer at time t = 7 ns as well as

two spectra of single discharge channel in the wavelength range of 300�600 nm. Each

line is identi�ed by two numbers where the �rst one corresponds to vibrational level

in state C3Πu and the second one to the vibrational level in state B3Πg. Resolution

of the optical system is 7.6 µm/px. Not corrected to the spectral sensitivity of the

optical system.

in �gure 5.3. The following transition process are identi�ed in the discharge at

t = 7 ns:

N2

(
C3Πu, v

′ = 0, 1
)
→ N2

(
B3Πg, v

′′ = 0, 1, 2, 3, 4
)

+ hν (5.1)

where v′ and v′′ are the vibrational excitation levels, and hν is the energy of an

emitted photon during the excitation process.

This is the �rst time that we see the discharge with ��lament� structure contain-

ing only the formation of second positive system of nitrogen rather than the contin-

uous wave (cw) spectrum or N+ atomic lines. Thus we can draw the conclusion that

the perturbation generated in the process of streamer�to��lament transition has the

same spectral composition identical to a streamer discharge. This means that the

chemical excitation process in the discharge should be similar in these two regimes.

At time t = 10 ns, the perturbation and the bright spot near the electrode

have just been connected via a discharge channel with same diameter as shown in

�gure 5.4 on the left. From the spectrum on the right, although the spectrum is

noisy, we still can �nd that the spectrum contains three components: second positive
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Figure 5.4: ICCD image from zero order of spectrometer at time t = 10 ns as well

as spectrum of single discharge channel in the wavelength range of 300�600 nm.

CN molecular emission of violet system (B2Σ+ − X2Σ+) of the sequence ∆v = 0

is marked. Resolution of the optical system is 7.6 µm/px. Not corrected to the

spectral sensitivity of the optical system.

system of nitrogen, CN molecular emission of violet system and the continuous wave

cw spectrum. SPS of nitrogen is the sign of a streamer discharge. Three molecular

bands of C3Πu → B3Πg, 0−0, 0−1 and 0−2 can be clearly seen from the spectrum.

Will note that CN molecular band of a violet system is present in the spectra

of the �laments of the negative polarity discharge. This observation is true both

for integrated over all the �laments spectra [96] and for the micro�image presented

here. The admixtures of carbon are due to non�perfumer pumping and due to

partial ablation of the surface of dielectric. Indeed, the earth atmosphere contains

trace amounts of Ar and CO2 (78.08% N2 : 20.95% O2 : 0.04% CO2 : 0.93% Ar by

mole), and the PVC (polyvinyl chloride) contains C�atoms, the chemical formula of

PVC is −[CH2 − CHCl]n−.
Carbon atoms connect with nitrogen in the following reactions:

C + N + M→ CN + M

C + N2 → CN + N
(5.2)

Presence of CN molecular emission of the violet system (B2Σ+−X2Σ+) at 388 nm

leads to conclusion that atomic nitrogen should be present in the �laments.

At t = 16 ns, the well�developed �lament has been formed (see �gure 5.5 on the
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Figure 5.5: ICCD image from zero order of spectrometer at time t = 16 ns as well

as spectrum of a single discharge channel in the wavelength range of 300�600 nm.

CN molecular emission of violet system (B2Σ+ − X2Σ+) of the sequence ∆v = 0

is marked. Resolution of the optical system is 7.6 µm/px. Not corrected to the

spectral sensitivity of the optical system.

left). The �lament has a constant diameter along the discharge channel. There is a

thin bright core in the channel with higher intensity compared with surroundings.

The spectrum on the right of the �gure gives the information of CN molecular

emission of violet system and the continuous wave cw spectrum. Compared with

the spectrum at t = 10 ns, there is no second positive system of nitrogen any more

at t = 16 ns. This can be due to two reasons: (a) sharp decrease of E/N and so, no

enough energy to excite N2(C3Πu) state; (b) complete dissociation of N2; and this

can be a combination of considered cases (a) and (b).

Similar experiments were carried out at positive polarity 25 kV in 6 bar nitrogen

(�gures are presented in Appendix). Second positive system of nitrogen can be seen

clearly at the streamer and transition moments. The tip of �lament channel with less

emission intensity also mainly contains SPS of N2. In the well�developed �lament

channel, the continuous wave cw spectrum at positive polarity is not as obvious as

spectrum at negative polarity, which is in correlation to the previous work in the

our group [42]. The time and spatial resolved emission spectra at positive polarity

are shown in appendix.
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5.1.2 Electron temperature measurements using N+ atomic

lines

As far as optical emission from the �lament contains cw spectra and atomic

lines, it is logical to use the observed atomic lines emission to measure the electron

temperature and electron density synchronised in time.

To understand the behavior of the electron temperature evolution in the �la-

mentary discharge and in the near afterglow, the emission of atomic nitrogen ions

N+ in the wavelength range λ = 400− 800 nm was analysed. The experiments were

performed in the positive polarity discharge in nitrogen at the pressure of 6.75 bar

at the pulse amplitude U = 47 kV on the high�voltage (HV) electrode. The data

were taken with the ICCD camera gates equal to 5 ns. The raw spectrum were

corrected to the spectral sensitivity of the system; the background corresponding to

the continuum wavelength (cw) emission was subtracted.
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Figure 5.6: Emission spectrum of the positive polarity nanosecond dielectric barrier

discharge in 6 bar nitrogen. Applied voltage U = +47 kV. The spectrum was

corrected to the sensitivity function of the optical system.

The treated spectrum after subtracting the background is shown in �gure 5.6.

The N+ as well as Hα, N and O atomic lines can be clearly identi�ed from the plot.

In addition, it can be found that the N+ atomic lines for determining the electron

temperature are mainly concentrated in the spectral range with wavelengths below

600 nm.
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Figure 5.7: Emission spectra of N+ lines from time= 5 ns to 35 ns. Camera gate is

5 ns. Nitrogen, positive polarity, U = +47 kV, P = 6.75 bar. The cw background

is subtracted.
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The spectra in the wavelength range λ = 485− 605 nm were modelled by using

NIST database [56] of atomic nitrogen ions N+ with taking the electron temperature

Te as a parameter. A good correlation between the experimental spectra (red curves)

and NIST modelling data (dark curves) can be seen clearly from �gure 5.7.
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Figure 5.8: Synchronized electrical current and electron temperature measurements.

Discharge in nitrogen at positive polarity of the high�voltage pulse, U = +47 kV.

Synchronized electrical current through the discharge and electron temperature

are presented in �gure 5.8. The accuracy of the synchronization, provided by the

BCS technique, is 0.5 ns. Streamer�to��lament transition happens at t ≈ 7 ns.

The blue curve in �gure 5.8 shows that the electron temperature in the beginning

of the �lamentary discharge is Te = 3 − 3.5 eV, falling below 2 eV within 10 ns

in the discharge. When the discharge is o�, the electron temperature decreases to

Te = 1.6− 1.7 eV and stays at this level at least �rst 10 ns of the afterglow.

5.1.3 Electron density measurements using hydrogen and ni-

trogen atomic line broadening

Electron density in the afterglow was determined on the basis of the Stark broad-

ening e�ect of Hα line (656.3 nm) and nitrogen atomic line (746.8 nm) independently.

Meanwhile, spectra broadening of other e�ects, especially Van der Waals broaden-

ing and instrumental broadening are also taken into consideration. The experiments

were performed in the positive polarity discharge in nitrogen at the pressure of 6 bar
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at the pulse amplitude U = 45 kV on the high�voltage (HV) electrode. The data

were taken with the ICCD camera gate equal to 5 ns. The raw spectra were corrected

to the spectral sensitivity of the optical system and the time�resolved corrected spec-

tra in the afterglow are shown in �gure 5.9. In this �gure, it can be seen clearly

that in the near afterglow (t < 15 ns) there still exist N+ atomic lines while start

from 15 ns in the afterglow, N+ atomic lines disappear. But Hα line (656.3 nm)

and nitrogen atomic line (746.8 nm) still present in the further afterglow. This is

the reason why we can calculate the electron density in the further afterglow rather

than the electron temperature.

For all atoms, FWHM of Stark e�ect can be written as follow [131]:

FWHM : ∆λStark (nm) = 2ωe(Te)·[1+1.75(1−6.7425×10−2n
− 1

6
e T

− 1
2

e )·αe(Te)]10−16ne

(5.3)

where ωe is electron impact parameter and αe is the ion broadening parameter.

Both of them are a�ected by electron temperature Te that is assumed to be 20000 K

(1.72 eV according to the experimental results, see �gure 5.8). For nitrogen (746 nm),

when Te is equal to 20000 K, the ωe and αe are equal to 6.28 × 10−3 and 0.028

respectively [71].

For Hα Stark broadening, Gigosos et al. [132] suggested that when the electron

density is over 5×1014 cm−3, one can �lter out the dependence of electron tempera-

ture Te and gas temperature and Tg, if calculating electron density using full width

half area (FWHA). However, this equation was mistyped in the original paper and

Nikiforov et al. made the correction in [133]:

FWHA : ∆λStark (nm) = 1.098 nm ·
( ne

1017 cm−3

)0.67965

(5.4)

The width of Van der Waals broadening is calculated from following equation

given by Van der Horst et al [48]. For Hα Van der Waals broadening:

∆λV dWaals (nm) = 0.10 · p

(Tg/300)0.7
(5.5)

For nitrogen (746 nm) Van der Waals broadening:

∆λV dWaals (nm) = 0.037 · p

(Tg/300)0.7
(5.6)

In our case, the pressure is 6 bar and the gas temperature Tg is assumed as

2000 K. Eventually, Van der Waals broadening for Hα and nitrogen (746 nm) are

0.25 nm and 0.09 nm respectively. In addition, instrumental broadening width
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Figure 5.9: Emission spectra of Hα and N atomic lines from time= 0 ns to 30 ns

in the afterglow. Camera gate is 5 ns. Nitrogen, positive polarity, U = +45 kV,

P = 6 bar. The spectra are corrected to the spectral sensitivity of the optical

system.
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∆λi was calculated from parameters of spectrometer (Princeton Instruments Acton-

SP2500i) whose linear dispersion is 1.52 nm/mm. Combining with the width of

entrance slit (0.2 mm), ∆λi can be determined as 0.3 nm.

As mentioned above, to determine ne from Stark broadening of nitrogen (746 nm),

it's necessary to subtract contribution of other e�ects from measured broadening

width ∆λm. According to equation (3.31), the width contributed only by Stark

e�ect is

∆λStark =
(∆λm)2 − (∆λi)

2

∆λm
−∆λV dWaals (5.7)
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Figure 5.10: Synchronized electrical current and electron density measurements.

Discharge in nitrogen at positive polarity of the high�voltage pulse, U = +45 kV.

The result of electron density ne is shown in �gure 5.10. And we can see the

trend of electron density determined from both Hα (green curve) and atomic nitrogen

(pink curve) agree well. It drops slowly in the near afterglow, starting from ne ≈
5× 1018 cm−3 and decreases to ne ≈ 5× 1017 cm−3 after 40 ns in afterglow.
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5.2 Particle Image Velocimetry (PIV) measurement

To study the hydrodynamic and thermal e�ects of �lamentary nanosecond sur-

face dielectric barrier discharge, particle image velocimetry (PIV) experiments were

conducted. LaVision Flow Master PIV system was used for the measurements. The

experiments were performed in the con�gurations shown in �gure 5.11, two vertical

laser sheets, 0.5 mm in thickness, were perpendicularly projected on the discharge

surface. Laser frequency was equal to the discharge repetitive frequency of 7 Hz.

The laser pulse was synchronized with discharge with a certain delay, the typical

delay between the laser pulses (inter�frame delay) was varied from 0.2 to 100 µs

depending of the stage of the �ow evolution.

Figure 5.11: Optical assembly for PIV measurements.

The particle images were captured by a camera from Lavision (Imager sCMOS

CLHS, 4Mpx, 16 bit) with the lens central line being normal to the laser sheet. Two

�ows were imaged in two normal planes: with laser sheet set in radial direction or

being tangent to the circles concentric with the electrode. The typical linear size

of the imaged region was 10 − 15 mm and the resolution of the vector �elds was

100 µm.

The mean velocity distribution was obtained as a result of averaging 70 instan-

taneous vector �elds from the individual measurements. Three-dimensional vector

�elds were acquired by shifting the discharge cell in the direction normal to the

laser sheet and by combining the data from the two views. Cross�correlation was

calculated in 32× 32 px windows with 50% overlap, consequent signal�to�noise and

smoothing �lters were applied.
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5.2.1 Hydrodynamic perturbations analysis of the �lamen-

tary propagation

The disc electrode, 20 cm in diameter, was used as high�voltage electrode in

the experiments. The electrode was placed in the high pressure chamber. At the

beginning of each experiment, the chamber was seeded by oil mist. Flow seeding

was performed by 1 µm oil droplets with a typical dynamic relaxation time 2 µs at

1 atm.

Figure 5.12 displays the typical ICCD images of �lamentary discharge in 6 and

11 bar in air at both negative and positive polarities with the amplitude of 43 kV.

It can be seen that the �laments at 11 bar have more branches than at 6 bar. The

discharge propagates faster at lower pressure.

Figure 5.12: Typical ICCD images of �lamentary discharge in air at both negative

and positive polarities of the high�voltage pulse, U = ±43 kV.

Energy deposited in discharge channels leads to the formation of shock waves.

The shock waves are clearly seen on the particle images as a result of laser light

di�raction on the density gradient near the shock front (�gure 5.13a). Analysis of

the shock waves propagation velocity shows that it is rather weak and decays into an

acoustic wave in 5 µs after the pulse. The cylindrical blast waves from the �laments

slightly (within parts of mm) outstrip the plane shock from the streamer discharge.

This is caused by higher energy release density in the constricted channels, and,

consequently, higher wave velocity at �rst mm.
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Figure 5.13: (a) Particles images near the discharge�induced shock waves; (b) Pres-

sure waves visualization due to the aero�optical e�ect. Inter�frame delay is 20 µs.

5.2.2 Velocity measurement of the compression wave

The structure of the �ow after the shock propagation stage was studied in a sim-

ilar optical con�guration. Long after the pulse, the density gradients are much lower

than during the shock propagation stage, thus the aero�optical error is assumed to

be insigni�cant at this stage. The �ow structure induced after the streamer dis-

charge is shown in �gure 5.14. One can see that a single vortex is formed above the

exposed electrode at a typical time 100 µs. The velocity magnitude in the vortex is

0.2−0.5 m/s. In a circular electrode con�guration, this corresponds to the formation

of a toroidal vortex.

To analyse the �ow induced by a constricted discharge, the electrode system was

modi�ed. The ground electrode was manufactured of a single, 2 mm wide strip of the

metal foil to stabilize a position of the discharge channel (although some �uctuations

in the �lament geometry were still present). Constriction of the discharge leads to

the formation of the three-dimensional �ow structures with a typical scale of 1−2 mm

(�gure 5.15). The perturbation are present along the whole length of the �lament.

A typical velocity magnitude in the given cross�section varies from pulse to pulse,

but never exceeds the value of 0.5 m/s.

The �ow was also viewed in the direction normal to the discharge propagation.
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Figure 5.14: Flow velocity vector map in the plane along the discharge propagation

direction (X�Y) (P = 11 bar) in the afterglow, t = 100 µs. Discharge in air at

positive polarity of the high�voltage pulse, U = +43 kV.

Figure 5.15: Flow velocity vector map in the plane along the discharge propagation

direction (X�Y) (P = 11 bar) in the late afterglow, t = 3000 µs. Discharge in air at

positive polarity of the high�voltage pulse, U = +43 kV.

From �gure 5.16, One can also see a well�recognizable turbulent structures in the

vicinity of the �lamentary discharges. A typical scale of the vortices is within 1-

2 mm, the instantaneous velocity magnitude can be as high as 0.5 m/s. It was

found that at an equal voltage magnitude the turbulence intensity drops when the

gas pressure increases.

The general structure of the �ow around a single �lament was extracted from

the �ow �eld, averaged over 20 separate measurements with a �xed delay from

the voltage pulse. The various cross�sections of the averaged �ow are shown in
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Figure 5.16: Flow velocity vector map in the plane normal to the discharge propa-

gation direction (P = 6 and 11 bar) in the late afterglow, t = 3000 µs. Discharge in

air at positive polarity of the high�voltage pulse, U = +43 kV.

Figure 5.17: Averaged �ow��elds induced by a single �lament in nSDBD delay

400 µs. (P = 11 bar). Discharge in air at positive polarity of the high�voltage

pulse, U = +43 kV.

�gure 5.17. The main large�scale structures observed are the jets near the channel

ends, and the pair of vortices with the axes aligned with the �lament. Typical

velocities of the averaged �ow are 0.1− 0.2 m/s.

It can be seen that the averaged �ow images does not include the turbulent

structures that are clearly seen in the immediate �lament vicinity in instantaneous

snapshots. This can obviously be attributed to the variability of the �lament shape

from pulse to pulse, leading to the randomization of the �ow velocity in this region.

It was observed that pulse voltage polarity does not in�uence the averaged �ow
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structure; still, the intensity of the instantaneous turbulence is somehow higher for

the positive pulse. The latter fact can be related to the more �winding� shape of the

�lament at the positive polarity of the pulse.

5.3 Mechanism of obtaining high ne and Tg in the

�laments

Theoretical consideration, described below, explaining how to get electron tem-

peratures of the order of ne ∼ 1019 cm−3 and gas temperatures Tg about 15 kK in

high pressure nitrogen�containing molecular gas. To get a solid ground for theoret-

ical explanations, a speci�c deposited energy in the �laments is measured experi-

mentally.

5.3.1 Propagation of �lamentary discharge in air at both po-

larities

To analyse the speci�c deposited energy, namely the deposited energy per molecule,

it is necessary to estimate a total volume of the �laments. So-called x− t diagrams

were used to quantify the propagation of the �laments. To build x − t diagrams,

the length of the �laments was analysed statistically and the length of propagation

x at the time instant t was put on the plot.

Figure 5.18 (a) presents the �lamentary discharge propagation length at a con-

stant voltage (U = −40 kV) at three di�erent pressures (5, 8 and 11 bar) as well

as the shape of the voltage pulse coming to the electrode. It can be seen that the

velocity of the �laments at constant voltage propagation is slightly higher at lower

pressure condition. Di�erent values of the �rst x points for P = 5, 8 and 11 bar

demonstrate that before the transition, streamers cover a longer distance in the case

of lower pressure. The velocity of the �lament propagation before slowing down

is about 0.4 mm/ns. On the trailing edge of the voltage pulse, at t > 15 ns, the

velocity of the �laments decreases. To some extent, it is possible to increase the

length of the �laments by increasing the duration of the pulse. A typical length

of �laments propagation, comprising 5 − 10 mm at pressures up to ten bars, is an

interesting issue for plasma�assisted combustion: it was mentioned in [122] that the

�lamentary regime, providing a regular grid of tens of plasma channels with high

temperature and high density of O�atoms, results in e�cient and stable ignition of

combustible mixtures. Longer �laments will result in larger region of ignition.

When the pressure is �xed and the voltage amplitude is changed (see �gure 5.18 (b)),

the velocity of �laments changes signi�cantly: increase of the voltage amplitude from
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Figure 5.18: x-t diagrams of propagation of �laments for discharge in air at negative

polarity: (a) for di�erent pressures; the applied voltage amplitude is U = −40 kV;

(b) for di�erent voltages; the pressure is P = 8 bar.

U = −35 kV to U = −42 kV leads to acceleration of the �laments from 0.3 mm/ns to

0.5 mm/ns. The regime with pronounced di�erence in the velocity of �laments, con-

stant pressure P = 8 bar and the voltage amplitude changing between U = −33 kV

and U = −43 kV was selected to study the speci�c deposited energy.
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Figure 5.19: x-t diagrams of propagation of �laments for discharge in air at negative

polarity: (a) for di�erent pressures; the applied voltage amplitude is U = +50 kV;

(b) for di�erent voltages; the pressure is P = 8 bar.

The same experiments were done at positive polarity and the x− t diagrams at

positive polarity are shown in �gure 5.19. The velocity of the �laments at constant

voltage practically does not depend upon pressure, similar to negative polarity.

Di�erent values of the �rst x points for P = 8, 9 and 11 bar demonstrate that

before the transition, streamers cover a longer distance in the case of lower pressure.
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Being moved at the same initial point, the x− t diagrams for di�erent pressures will

follow almost the same way; the velocity of the �lament propagation before slowing

down is about 0.4 mm/ns.

When the pressure is �xed and the voltage amplitude is changed (see �gure 5.19 (b)),

the velocity of �laments is not constant any more: increase of the voltage ampli-

tude from U = +42 kV to U = +50 kV leads to acceleration of the �laments from

0.4 mm/ns to 0.6 mm/ns. The regime with pronounced di�erence in the velocity of

�laments, constant pressure P = 8 bar and the voltage amplitude changing between

U = +42 kV and U = +52 kV was selected to study the speci�c deposited energy.

It can be concluded from the analysis above that for both negative and pos-

itive polarities, the amplitude of applied voltage has greater impact on �laments

propagation velocity than the pressure has. The pressure condition a�ects more the

propagation velocity of streamers than of the �laments.
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Figure 5.20: A maximum length of the �laments propagation as a function of the

voltage amplitude at (a) negative polarity and (b) positive polarity of the pulse.

Air, P = 8 bar.

The maximum length of the �laments propagation at di�erent voltage amplitudes

at both negative and positive polarities are presented in �gure 5.20. For negative

polarity, when the amplitude of applied voltage increases from U = −33 kV to

U = −43 kV, the maximum length of �laments propagation changes signi�cantly,

from 2.7 mm to 10 mm. At positive polarity, the length of propagation of �laments

increases from 8.1 mm at U = +42 kV to 11 mm at U = +52 kV.

5.3.2 Energy deposition in the �laments

Figure 5.21 presents the total deposited energy measured from the waveforms

obtained by the back current shunt (BCS) as described in chapter 3. For both
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Figure 5.21: Total deposited energy (a) and (b); number of �laments and the de-

posited energy per �lament (c) and (d); the energy per �lament per mm (e) and

(f) as a function of the voltage amplitude. Left column (a)(c)(e) negative polarity;

right column (b)(d)(f) positive polarity of the pulse, air, P = 8 bar.
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polarities, the total deposited energy increases with voltage, from 6 mJ at U =

−33 kV to almost 30 mJ at U = −43 kV and from 12 mJ at U = +42 kV to

24 mJ at U = +52 kV (�gure 5.21 (a) and (b)). One more parameter to be taken

into account to calculate the speci�c deposited energy is the number of �laments

increasing from 30 at U = −33 kV to 47 at U = −43 kV and from 28 at U = +42 kV

to 50 at U = +52 kV (�gure 5.21 (c) and (d)).

Assuming that the energy is equally distributed between the �laments, one can

obtain that the energy changes at negative polarity from 0.20 to 0.64 mJ per �l-

ament with voltage changing from U = −33 to −43 kV and at positive polarity

0.41 to 0.49 mJ per �lament with voltage changing from U = +42 to +52 kV.

Finally, assuming that the energy is distributed uniformly along the �lament, and

dividing the energy per �lament by the �lament length, will get the plot presented

in �gure 5.21 (e) and (f). It is clearly seen that in spite of strong dependence of

parameters on voltage, the energy per unit length is almost constant for all voltage

amplitudes under study at both negative and positive polarities.

To calculate the speci�c deposited energy, it is necessary to know the cross

section of the �lament. The diameter of the �lament can be estimated from the

�ltered ICCD macro�images presented in [41]. It reports that the �lament captured

with no �lter can be represented as a thin bright core along the axis of the �lament;

the core is surrounded by a less bright shell. The diameter of the core calculated as

the full width at half maximum (FWHM) of the emission at 480± 5 nm is equal to

18± 2 µm while the diameter of the entire structure is around 200− 300 µm. The

bright core is a region where from the cw radiation is observed [42,96].

In assumption that almost all the delivered energy is spent in the core of the

�lament, 18 ± 2 µm diameter, will estimate the energy per molecule at taking the

number of molecules to be equal to the number of molecules at P = 8 bar and

T = 300 K. For the energy per unit length ∼ 0.06 mJ/mm as obtained for the

conditions of the present work �gure 5.21 (e) and (f), will obtain the speci�c delivered

energy ω− ≈ 7.4 eV/particle for negative polarity and ω+ ≈ 6.4 eV/particle for

positive polarity.

5.3.3 Analysis of plasma properties in the �laments

As talked above (see �gure 5.10), high values of electron density, ne = 1018 −
1019 cm−3 exist during at least 5 − 10 ns in the afterglow. Based on this data,

let us estimate the heat release in the reactions of electron�ion recombination. The

main ions responsible for recombination at sub�nanosecond times scale are molecular

ions N+
2 and O+

2 . Until the fraction of the molecules in the gas is low enough,

recombination happens mainly in the following reactions:
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e + O+
2 → O

(
3P
)

+ O
(

1D
)

(5.8)

e + N+
2 → N

(
4 S
)

+ N
(

2D
)

(5.9)

The recombination is fast, a typical time of the processes 5.8 and 5.9 at ne =

2×1018 cm−3 is τrec ≈ 0.4 ns. Each elementary process results in severe heat release:

5 eV in the reaction (5.8) and 2.25 eV in the reaction (5.9) respectively [134]; and

the additional heat will be produced due to the quenching of excited O(1D) and

N(2D) atoms. Only due to the heat release in the reactions (5.8) and (5.9) the gas

temperature during 1 ns increases up to 15 − 20 kK. Increase of gas temperature

∆Tg at constant electron density ne can be estimated as

∆Tg = (γ − 1) · (n2
eβ) · 5eV · τ/N (5.10)

where γ = 1.3 is a speci�c heat ratio [135], β = 3 × 10−8 cm3/s is a recombination

coe�cient, τ is time interval andN is a gas number density. Indeed, at P = 6 bar and

τ = 1 ns will obtain that the heat release in recombination is equal to ∆Tg = 14−22

kK for ne = (2 − 2.5) × 1018 cm−3. Thus the consequence of a fast recombination

at high electron density, on the level of ne ≥ 2 × 1018 cm−3, is increase of gas

temperature and approaching of plasma to the local thermodynamic equilibrium

(LTE), with the gas temperature Tg close to the electron temperature Te.

The electron-ion collision frequency νei increases with the electron density [136]:

νei =
ne · e4 · lnΛ

18
√

2π · ε2
0 ·
√
me · (Te)3/2

, (5.11)

Here lnΛ is the Coulomb logarithm, me and e are the mass and the charge of the

electron respectively, ε0 is the dielectric constant.

At the conditions that plasma is strongly ionized and the electron-ion collisions

dominate, the conductivity σei is calculated as

σei =
ne · e2

me · νei
. (5.12)

For a typical electron density ne = 3 ·1018 cm−3 and electron temperature Te = 3 eV,

the value of the Coulomb logarithm is lnΛ = 5.05, and so the conductivity σei ≈
180 Ω−1·cm−1 [136]. In this case, for the electric current density jf ≤ 3 · 105 A/cm2,

the electric �eld in the �laments does not exceed Ef = 1700 V/cm. Such a low

�eld in the constricted channels is one of the main reasons for the sharp decrease

in the emission intensity of the second positive system of molecule nitrogen, which

has been discussed in chapter 4. It should be noted that as far as the �eld in the
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�laments is low, their propagation length is de�ned by the duration of the pulse

(see �gure 5.10), and so, using longer pulses, it is possible to obtain longer �lament

length.
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Figure 5.22: Calculated electron density as a function of gas temperature [41] for

P = 1 bar at the initial gas number density N0 = 2.5×1019 cm−3, and for P = 5 bar

at the initial gas number densityN0 = 1.2×1020 cm−3. Symbols are the experimental

data from [137].

The equilibrium electron density calculated as a function of gas temperature is

presented in �gure 5.22 for two cases: pressure P = 1 bar and initial gas num-

ber density N0 = 2.5 × 1019 cm−3; pressure P = 5 bar and initial gas number

density N0 = 1.2 × 1020 cm−3. The calculations were carried out by Dr. Nico-

lay Popov using the model [138] in isochoric approximation. The approximation is

valid because the time of �lamentation, a few nanoseconds, is much shorter than

a typical hydrodynamic time; the gas expansion does not occur and the particle

density remains approximately constant, increasing only due to the dissociation of

mixture molecules. It follows from the �gure that at P = 5 bar, the equilibrium

electron density ne = (2− 3)× 1018 cm−3 is reached at a gas temperature equal to

Tg = 13± 0.6 kK.

Decay of the electron density from ne = 5 × 1018 cm−3 to ne = 6 × 1017 cm−3

during a few tens of nanoseconds at P = 5 bar can be explained by gas cooling

from Tg = 14 kK to Tg = 10 kK. Estimates of gas cooling via thermal conductivity

using a coe�cient of heat conductivity taken from [136] result in typical time tens

of nanoseconds at a typical radius of channel equal to 10 µm. It should be noted
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that the cooling associated with the gas�dynamic expansion of the channel was not

taken into account in the estimates.

Let us consider the processes that allow obtaining the high values of electron

density, reached experimentally, ne > 1018 cm−3 at P = 5 − 6 atm during a sub-

nanosecond time. Figure 5.23 presents calculated kinetic curves of the main com-

ponents and the evolution of the gas temperature in molecular nitrogen at initial

pressure P0 = 6 bar, for the initial gas temperature T0 = 300 K and initial reduced

electric �eld (E/N)0 = 230 Td, which corresponds to the measured electron tem-

perature in the discharge, Te = 3 − 3.5 eV. The initial electron density was taken

to be 1015 cm−3 corresponding to electron density in streamers at P ≈ 6 bar [40].

The calculations were carried out in isochoric approximation; rates of ionization

and excitation of nitrogen atoms and molecules by electron impact were calculated

using BOLSIG+ software [139]. The self-consistent sets of the cross-sections for

elastic and inelastic electron collisions were taken from [140, 141] for N2 molecules

and from [142] for nitrogen atoms. The cross�sections of ionization and dissociation

of N2(A
3Σ+

u , B
3Πg, C

3Πu) molecules by electron impact, as well as cross-sections of

the transitions between these states were taken from [143].

At short time period, t < 0.15 ns, the density of electronically excited nitrogen

molecules, N2(B
3Πg, C

3Πu) increases proportionally to the density of electrons. At

ne > 3 × 1016 cm−3, quenching of electronically excited N2(A
3Σ+

u , B
3Πg, C

3Πu)

states by electrons dominates above quenching by nitrogen molecules. A signi�cant

part of dissociation at these conditions goes via dissociation of electronically excited

states by electron impact:

e + N2

(
A3Σ+

u ,B
3Πg,C

3Πu

)
→ e + N

(
4 S
)

+ N
(

2D
)

(5.13)

Similar, ionization of electronically excited states by electron impact is important

under the present conditions:

e + N2

(
B3Πg,C

3Πu

)
→ 2e + N+

2

(
X2Σ+

g ,A
2Πu

)
(5.14)

At E/N = 230 Td, ionization from excited states is equal to ionization from the

ground state starting from [N2(B
3Πg, C

3Πu)]/[N2]≥ 10−3. As a result, already at

t > 0.15 ns, the main ionization takes place from the electronically excited levels.

To underline the role of ionization from the excited states at high electric �eld and

high deposited energy, the dashed curve in �gure 5.23 presents the electron density

calculated without the reaction (5.14). It is clearly seen that the electron density

calculated with the stepwise ionization (5.14) at t = 0.35 ns is about 15 times higher

than the electron density obtained via ionization from the ground state only.

Gas temperature presented in �gure 5.23 increases dramatically at sub�nanosecond
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Figure 5.23: Calculated kinetic curves of main species and gas temperature in

discharge in nitrogen at P = 6 bar, T0 = 300 K, (E/N)0 = 230 Td and

(ne)0 = 1015 cm−3 [41].

time scale. The temperature was calculated under the assumption that the di�er-

ence between the speci�c delivered energy at the given time instant, ω(t), and the

speci�c energies spent for dissociation, ωdiss, ionization, ωion and electronic excita-

tion of atoms and molecules, ωexc, ∆ω = ω − ωdiss − ωion − ωexc, instantaneously

transforms into the heat. Necessary thermodynamic functions were taken from [135].

The ratio of the frequency of electron�ion collisions to the frequency of electron�

neutral collisions, νei/νen, increases with the ionization degree, ne/[N2]. As a result,

the electron temperature, and the rates of gas ionization and excitation decrease.

At t > 0.28 ns the rates of increase of electron density and of nitrogen atoms density

slow down. The electron density at t = 0.33 ns is equal to ne = 5.3 × 1018 cm−3,

the density of nitrogen atoms is equal to [N(4S)]≈ 7 × 1019 cm−3, and the gas

temperature is equal to Tg ≈ 12− 14 kK. At this time instant, the speci�c delivered

energy is equal to ω ≈ 8.8 eV/molecule. Later in time, the system will approach to

the equilibrium state at corresponding gas temperature.

To summarize, the high electron density in the beginning of the �lamentation,

appearing in reactions of ionization from electronically excited states, leads to sig-

ni�cant increase in electric current density. Increase of the density of the electric

current, leads to increase in the speci�c delivered energy and severe heat release on

the time scale of parts of nanoseconds. Approaching to the state close to the LTE

explains the anomalously slow plasma decay, tens of nanoseconds, observed experi-
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mentally: the decay of electron density follows the dynamics of the gas cooling.

It should be noted that in [144], it is assumed that the discharge constriction is

the result of magnetic compression of plasma channel. The magnetic pressure Pm is

a function of the discharge current I and of the �lament radius Rf :

Pm =
10−7 · µI2

16π2R2
f

. (5.15)

Will demand that the magnetic pressure Pm is equal to the gas pressure Pg inside

the �lament. In assumption that at P0 = 6 atm the gas temperature will reach the

value of 15 kK during parts of nanosecond (see �gure 5.23), the gas pressure in the

channel on this stage is equal to 300 atm. At discharge current 1 A per �lament, the

magnetic pressure Pm will be equal to gas pressure Pg for the radius of �laments as

small as Rf < 0.015 µm. Thus, the magnetic compression is not important under

conditions of the nanosecond surface discharge considered in the present work.

To answer the question of initiation of the �lament, the near�electrode processes

should be considered, for example development of the �eld emission instability of the

cathode layer [145]. At high pressures, this instability should be e�cient because of

high value of the electric �eld near the cathode, which leads to signi�cant decrease

of the cathode work function [136] and increase of the secondary electron emission

current.

5.3.4 Near�electrode process

Recent numerical calculations of a cathode layer in a pulsed nanosecond dis-

charge in helium at high pressure [146] demonstrated a possibility of a high elec-

tron density generation near the cathode. The calculations were carried out using

1D self�consistent Particle�in�Cell Monte Carlo collisions model. High densities of

electrons, ne > 1018 cm−3, were obtained as a result of secondary electron emission

from the cathode surface. The account of �eld emission resulted in shorter time of

formation of the cathode layer. Under the conditions of [146], the electron density

reached a maximum value nmaxe at t < 2 ns, and the current density of the �eld

emission was as high as jfe > 108 A/cm2.

In [147] the initial stage of nanosecond discharge at atmospheric pressure was

studied with extra-high spatial (3 − 4 µm) and temporal (70 ps) resolution. The

authors demonstrated that nanosecond breakdown initiated by 4 ns rise time 25 kV

amplitude voltage pulse in 3 mm pin�to�plane gap starts from a dense spot of

electrons near the cathode, with a density n0
e > 1020 cm−3 and a typical size of

∼ 10 µm. The authors [147] remark that the nature of the observed electron cloud

is still under discussion.
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In nanosecond surface dielectric barrier discharges, for both polarities of the

high-voltage electrode the �laments start from the edge of the HV electrode and

propagate to the bulk of the streamer plasma. In the case of the cathode a reason

of formation of the high electron density near the electrode can be a �eld emission

instability, similar to the case described in [146]. A question about the instability

of the anode layer and possible formation of anode spots in high pressure SDBD

remains open. We assume that the region with a high electron density is formed

near the HV electrode. The potential on the front of this region is signi�cantly

higher than the potential of the streamer plasma at this point. The sharp gradient

of electrical potential near the electrode initiates so-called fast ionization waves

(FIW) or the waves of a gradient of the electrical potential [148]. As a result, the

surface streamers formed at the head of �laments [96] additionally charge the surface

of the dielectric.

It should be noted that in nSDBDs, unlike to pin�to�pin electrode systems,

the density of the electrical current increases not only because of contraction: the

additional increase is connected to decrease of the number of plasma channels at the

moment of the streamer�to��lament transition. In abnormal mode of the discharge,

increase of the current density in the micro�channels near the cathode results in rise

of the electric �eld near the cathode, Ec. High electric �elds Ec lead to increase of

the current density due to the �eld emission and to development the instability of

cathode layer.

It is observed experimentally that in nanosecond surface dielectric barrier dis-

charge, the �laments formed near the high-voltage electrode propagate to the periph-

ery of the discharge with a typical velocity of a parts of millimeters per nanosecond,

and the velocity is almost independent of the length of the �lament. According

to [148], so high propagation velocities are typical for the fast ionization waves.

Will estimate a possible speed of FIW under the considered conditions. A neces-

sary condition for the existence of FIW is that the formation of the next element of

plasma channel behind the front of the ionization wave is faster than the polarization

of plasma before the front of FIW:

τFIW = Rf/VFIW << τpol, (5.16)

here Rf is a characteristic �lament radius, VFIW is the velocity of the �lament.

Otherwise, a rapid broadening of the front of ionization wave will be observed.

The polarization time τpol of a plasma channel of length L and radius R is [136]

τpol =
1

4πσ
·
(
L

2R

)
/ln

(
L

R

)
, (5.17)

where σ is the conductivity of the channel. Under the domination of electron-neutral
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collisions over electron-ion collisions, σ ∼ ne/N [136].

At P = 5 atm and the following parameters of the streamer channel: the length

L = 2 mm, the radius R = 100 µm and the electron number density ne ≈ 5 ×
1014 cm−3 [40], we obtain the polarization time of such a channel τpol ≈ 0.3 ns.

Therefore, to prevent the broadening of the front of the �lament when the �lament

propagates as a fast ionization wave (FIW) over the streamer channels, the velocity

of the wave should be VFIW � 3 × 106 cm/s, in agreement with the experimental

data on velocity of the �laments.
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5.4 Conclusion

In this chapter, optical emission spectroscopy was used for studying the chang-

ing of the spectra composition during the streamer�to��lament transition process.

It is found that the transition happens with the changing of spectra from second

positive system of molecule nitrogen to continuum spectra as well as atomic lines.

The continuum spectra appear at the moment when the �lament channel is well

developed after the constriction of the streamers.

Particle image velocimetry (PIV) method was used to study the dynamics of the

�ow induced by a nanosecond surface dielectric barrier in a constricted mode. It is

shown that the discharge constriction leads to the formation of large-scale turbulent

structures with typical scales 1− 2 mm and velocity magnitude of 0.5 m/s.

It was found that the speci�c deposited energy in the �lamentary plasma mea-

sured from experiment can be as high as ω− ≈ 7.4 eV/particle for negative polarity

and ω+ ≈ 6.4 eV/particle for positive polarity.

Calculation results show that high electric �elds during a short period of time,

less than 1 ns, in the front of the �lament, are responsible for e�cient ionization.

Stepwise ionization and dissociation from electronically excited states of molecular

nitrogen leads to fast increase of the electron density, dissociation degree and gas

heating. Approaching to the state close to the LTE explains the anomalously slow

plasma decay in the afterglow, tens of nanoseconds: the electron density corresponds

to the value of gas temperature at the given time instant, so the dynamics of plasma

decay is determined mainly by gas cooling.
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Chapter 6

Detailed study of streamer�to��lament

transition in the near�electrode region with

spatial resolution 7.6 µm/px

This chapter represents an attempt to observe experimentally the origin of the

�lament. From the previous chapter, we can conclude that a streamer�to��lament

transition is a transition from nonequilibrium streamer plasma (electron density

ne ' 1015 cm−3, electron temperature Te is a few electronvolts, gas temperature Tg

is close to the ambient temperature) to equilibrium or almost equilibrium plasma

(ne ' 1019 cm−3, Te ≈ Tg ≈ 15− 20 kK). The transform happens in a single�short

regime at high pressures and high voltage amplitude. High electric �elds at high

speci�c deposited energies can result in e�cient and fast (< 1 ns) multiple ignition

and dissociation via electronically excited triplet states of molecular nitrogen.

An open question is how and why the diameter of a streamer plasma channel

decreases, what are the processes leading to fast change of the plasma channel

diameter from 150 − 200 µm to 15 − 20 µm? To do this, we concentrated on

detailed study of streamer�to��lament transition in the vicinity of the high�voltage

electrode. High special resolution of the optical system, 7.6 µm/px, was used.
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6.1 Observation on the discharge channels from the

micro scale

As was discussed in chapter 4, the streamer�to��lament transition is strongly af-

fected by the applied voltage and pressure. In this chapter, we intentionally selected

the condition when the transition process happens as slow as possible. Namely, rel-

atively low amplitude of voltage is used in this chapter. Thus, it can give us more

detailed information about the transition process.

6.1.1 backward emission and protrusions

The micro�scale images of �lamentary discharge at U = −25 kV in N2 at 6 bar

at time instants t = 2, 5, 7, 8, 9 and 11 ns are presented in �gure 6.1. From the �rst

image, t = 2 ns, we can see the propagation of streamer discharge starting from

the edge of the high�voltage (HV) electrode, indicated as the yellow dash arc in the

image. The grey dash arc shows the front of the streamer propagation.

At t = 5 ns, the protrusion generates in the region far to HV electrode and

passed through the streamer front. The pink dash arc indicates the place of the

protrusion tip. At t = 7 ns, the protrusion propagates further and we can see that

there is an emission propagating backwards in radial direction from protrusion to

HV electrode. We call this �backward emission�. In �gure 6.1, the blue dash arcs in

images of t = 5, 7, 8, 9 and 11 ns show the propagation of backward emission. We

can see the backward emission propagates as time goes from t = 5 to t = 11 ns. At

t = 11 ns, the backward emission almost reaches the edge of HV electrode.

Similar images but at positive polarity U = +25 kV are presented in �gure 6.2.

Di�erent to the discharge at negative polarity, emission of positive streamers start

to disappear during their propagation process. The protrusion develops from a

dark region 2 mm away from the HV electrode. The backward emission, starting

at t = 8 ns, propagates towards the HV electrode in radial direction. Similar to

negative polarity, at t = 11 ns, the backward emission at positive polarity almost

reaches the edge of HV electrode.

Figure 6.3 presents x-t diagrams obtained from the ICCD images shown in the

�gures 6.1 and 6.2. The propagation length of a streamer front (black curve), protru-

sion tip (red curve) and backward emission (blue curve) are plotted for both negative

and positive polarities. The absolute values of propagation velocities for streamers,

protrusions and backward emission are presented near the plots in mm/ns units.

It can be seen that at same experimental conditions (|U | = 25 kV, 6 bar nitrogen),

negative polarity protrusion propagates faster than positive one while the backward
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2 mm

2 ns

9 ns

5 ns

11 ns

7 ns 8 ns

Figure 6.1: Length of protrusions (pink dash), streamer front (grey dash) and back-

ward emission (blue dash) measured from ICCD images of discharge at U = −25 kV

in N2 at 6 bar at time t = 2, 5, 7, 8, 9 and 11 ns. Camera gate is 1 ns. Resolution of

the optical system is 7.6 µm/px. The yellow dash arc indicates the edge of the HV

electrode.
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2 ns

2 mm

4 ns

8 ns 9 ns

10 ns 11 ns

Figure 6.2: Length of protrusions (pink dash), streamer front (grey dash) and back-

ward emission (blue dash) measured from ICCD images of discharge at U = +25 kV

in N2 at 6 bar at time t = 2, 4, 8, 9, 10 and 11 ns. Camera gate is 1 ns. Resolution

of the optical system is 7.6 µm/px. The yellow dash arc indicates the edge of the

HV electrode.
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emission propagates much slower at negative polarity. Positive polarity streamer

propagates faster at the beginning, and later, during the extinction, has almost

the same velocity as the negative polarity streamer. At the same time t = 11 ns,

streamers at both polarities stop to propagate meanwhile the backward emission

reaches the HV electrode.
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Figure 6.3: X-t diagrams of streamer front, protrusions and backward emission at

(a) U = −25 kV and (b) U = +25 kV. Nitrogen, 6 bar. The propagation velocity is

marked in the plots as numbers in unit mm/ns.

It can also been seen from �gure 6.3 that the separation of protrusion and back-

ward emission appears earlier at negative polarity (t = 3 − 4 ns) than at positive

polarity (t = 6− 7 ns).

Similar experiments were performed at higher pressure (7 bar) and higher am-

plitude of applied voltage (U = −35 kV and U = +33 kV) with the same gas

composition (pure nitrogen). The discharge images at both negative and positive

polarities are presented in �gure 6.4. The propagation lengths of streamer front

(dark curve), protrusion tip (red curve) and backward emission (blue curve) are

shown in �gure 6.5.

It can be seen from �gure 6.4 and 6.5 that at higher pressure and higher ampli-

tude of applied voltage, the protrusion appear much faster (within 0.5 ns) and the

backward emission reaches the HV electrode within 1 ns at negative polarity and

even faster for positive polarity. Figure 6.5 (b) has not shown the propagation of

backward emission for the reason that it propagates too fast to measure.

From the comparison illustrated above, the experimental conditions of U =

±25 kV, 6 bar nitrogen was selected for detailed study of the streamer�to��lament

transition.

Will note that structure of the discharge presented at x-t diagrams (�gure 6.3 and
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(a)

(b)

Figure 6.4: Micro�images of discharge propagation at selected moments at (a) U =

−35 kV, camera gate is 1 ns and (b) U = +33 kV, camera gate is 2 ns. Nitrogen,

7 bar. Resolution of the optical system is 7.6 µm/px.
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Figure 6.5: X-t diagrams of streamer front, protrusions and backward emission at

(a) U = −35 kV and (b) U = +33 kV. Nitrogen, 7 bar.
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6.5) reminds so called Boy's patterns of the lightning ( [136], page373). If we replaced

a term �protrusions� by a �stem� and �backward emission� by �return stroke�, we

would be able to suggest some analogy between the observed nanosecond surface

dielectric barrier discharge at high pressure and lightning, saying that nSDBD is a

�lightning in miniature�. We deliberately do not do this: there are similarities and

there is some di�erence between these two discharges.

A lightning �ash lasts, on the average, about 200 ms. It consists of several pulses

10 ms each separated by about 40 ms. The �rst pulse is di�erent from the others, but

each pulse starts from the leader channel growing form the cloud to the ground. The

leader transports negative charge; the current is about 100 A, almost no emission

is observed at this stage. The leader channel consist of a stem (a single channel)

and a streamer corona ahead of the stem. When the leader reaches the ground,

or collides with a counter�leader, a return wave (highly luminous wave) starts to

travel towards the cloud. The velocity of the return wave (the return stroke, the

main stage of the lightning discharge) is 0.1− 0.3 of the speed of light. The current

at this stage reaches hundreds of kA (∼ 100 kA). Will also note that the optical

emission spectra at this stage are quite similar to the OES spectra of �lamentary

nSDBD [54,149�152].

The protrusion's morphology is similar to the morphology of a propagating

leader: a �stem� with the streamer corona on the head of the protrusion (see �gure 4.5

and 4.7). The backward emission is the emission of a streamer character (containing

molecular bands of N2). Transformation of spectra from molecular bands of nitro-

gen to cw and atomic spectra at the end of the backward emission are due to the

increase of speci�c deposited energy. Increase of speci�c deposited energy is caused

by decrease of the diameter of the plasma channel when passing from a streamer

stage to a protrusion. Will study how the diameter of the plasma channel changes

in space and in time.

6.1.2 Diameter of discharge channels

The diameter of discharge channels, �full width at half maximum� (FWHM) of

emission intensity is an essential parameter for estimating the plasma properties.

Two sets of experiments were done at both U = ±25 kV, 6 bar and U = ±35 kV,

7 bar in nitrogen. It is intended for explaining how the experimental conditions

(pressure, amplitude and polarity of applied voltage) a�ect the diameter of discharge

channels.

The micro�images at selected moments (t = 3, 7, 10 and 12 ns) are displayed in

�gure 6.6. The yellow lines show di�erent positions along the discharge channel.

The emission intensity distribution along these yellow lines was measured by an
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2 mm

3 ns 7 ns

10 ns 12 ns

Figure 6.6: Micro ICCD images of discharge at U = −25 kV in N2 at 6 bar at time

t = 3, 7, 10 and 12 ns as well as the emission intensity distribution along the yellow

line in images measured by �Fiji�. Camera gate is 1 ns. Resolution of the optical

system is 7.6 µm/px.

open�source software called �Fiji� [153] as shown on the right of each image.

Full width at half maximum (FWHM) of emission intensity of plasma channel

observed by ICCD camera as a function of time is plotted in �gure 6.7 for U =

−25 kV, 6 bar discharge in nitrogen. The data are presented for di�erent distances

from the high�voltage electrodes taken as a parameter. The range of positions of

measurements is between 160 µm− 4 mm from the HV electrode.

Preliminary spectral measurements, similar to the measurements presented in

Chapter 5 (�gure 5.2−5.5), show that the emission from the discharge is a streamer�

like emission with the second positive system of molecular nitrogen bands at t <

8 ns, and a �lament-like emission containing mainly cw spectra at t > 9 − 10 ns.

Schematically, a grey rectangle in �gure 6.7 separates the interval with a streamer

emission and the interval with a �lament emission.

For the convenience of description, we will use a variable �d� to refer to the dis-

tance from HV electrode. In the streamer emission zone, at the positions which are

close to the HV electrode (d = 160 and 300 µm), the discharge channels experiences

an expansion from 200− 300 µm up to 550 µm which is due to the propagation of

a streamer discharge. Starting from t = 2 ns, the discharge channels start to shrink

and the diameters decreases to less than 200 µm at t = 5 ns. This can be explained

by the protrusions appearing in the middle of the streamer front.

At t = 8 ns, �laments generate from the ionized channel that connects the

protrusions and HV electrode. In the �lament zone shown in �gure 6.7, the diameters

at di�erent positions of discharge channel stay at the small value, lower than 100 µm.
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Figure 6.7: Full width at half maximum (FWHM) of discharge channels at di�erent

positions from the HV electrode. U = −25 kV, 6 bar, N2.

There are two exceptions: at the position, d = 160 µm to HV electrode, there is a

bright spot with a diameter of 150 µm and at the positions faraway from the HV

electrode, d = 3.2 and 4 mm, the peaks at t = 9 and 10 ns still show the diameter

of the propagating protrusion tips.

To estimate the impact of amplitude of applied voltage, camera gate and exper-

imental frequency on the diameter of measured discharge channels, two additional

sets of experiments with di�erent camera gates and frequencies were done by vary-

ing the amplitude of applied voltages. As shown in �gure 6.8, the diameter of a

plasma channel with a camera gate 20 ns in a single shot mode is almost two times

larger comparing to the diameter with a camera gate 1 ns and images accumulated

for 50 times. It can be seen from the �gure that the diameter of discharge channel

practically does not depend on the amplitude of applied voltages.

We consider measurements in a single shot regime as a physical limit for the

measurements of the diameter: error is possible because of slightly di�erent devel-

opment of a plasma channel from pulse to pulse. Knowing that maximum possible

error at 50 times averaging is almost a factor of 2, we will continue measurements

with 50 accumulations with a camera gate 1 ns to get the information about the

temporal dynamics of the transition.

Similar to the data for 6 bar nitrogen and U = −25 kV, micro ICCD images of

�lamentary discharge at U = −35 kV in N2 at 7 bar at time t = 2.7, 3, 7 and 10 ns

were processed by �Fiji� for measuring the diameter of discharge channels. Emission
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Figure 6.8: Full width at half maximum (FWHM) of discharge channels with dif-

ferent amplitude of applied voltage, camera gate and frequency. Negative polarity,

6 bar, nitrogen.
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Figure 6.9: Micro ICCD images of discharge at U = −35 kV in N2 at 7 bar at time

t = 2.7, 3, 7 and 10 ns as well as the emission intensity distribution along the yellow

line in images measured by �Fiji�. Camera gate is 1 ns. Resolution of the optical

system is 7.6 µm/px.

taken by ICCD camera at di�erent time instants is presented at the left hand side of

the frames in �gure 6.9. Pro�les of emission intensity distribution along the yellow

line of each frame are presented at the right hand side of �gure 6.9. Will note that

the intensity distribution curves are less noisy at U = −35 kV than at U = −25 kV
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Figure 6.10: Full width at half maximum (FWHM) of emission intensity of discharge

channels at di�erent positions from the HV electrode. U = −35 kV, 7 bar, nitrogen.

due to the higher emission intensity at higher voltage. It can also be seen that at

U = −35 kV, 7 bar in N2 the protrusion is formed at t = 2.7 ns and well developed

at t = 3 ns.

Figure 6.10 shows full width at half maximum (FWHM) of plasma channels

at U = −35 kV, 6 bar in N2 at di�erent positions from the HV electrode. At

the distances less than 500 µm from the electrode, all the curves experience the

same trend. The diameters of the plasma channel increase due to the expansion of

streamer phase and then signi�cantly shrink to less than 100 µm at t = 2 − 3 ns.

At time after t = 4 ns, nearly everywhere along the plasma channel, the diameter

is less than 100 µm. Diameter less than 100 µm during a long time, 2− 10 ns, is a

sign of forming the �lament.

Full width at half maximum (FWHM) of plasma channels at positive polarity

(U = +25 kV, 6 bar and U = +33 kV, 7 bar) in N2 as a function of time at di�erent

positions from the electrode is displayed in �gure 6.11. At U = +25 kV, 6 bar, due

to the homogeneous expansion and the disappearing emission of streamer discharge,

high diameters of a streamer discharge channel can hardly be seen. Instead, the

protrusions generating at t = 2 − 3 ns with the diameter of 200 − 300 µm can be

clearly seen from �gure 6.11 (a). At U = +25 kV, 6 bar, the diameters start at

a high value (580 µm at the position d = 280 µm to the HV electrode) and then

decrease to about 50 µm after 4− 5 ns.
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Figure 6.11: Full width at half maximum (FWHM) of emission intensity of discharge

channels at positive polarity at di�erent positions from the HV electrode. (a) U =

+25 kV, 6 bar, (b) U = +33 kV, 7 bar, nitrogen.

6.1.3 Emission intensity along discharge channels

As described above, the diameter of discharge channel changes at di�erent po-

sitions from the HV electrode during the discharge propagation. The emission in-

tensity along the discharge channels also vary upon time. Figure 6.12 shows the

measurement process of emission intensity along the discharge channel at speci�c

moments at both negative and positive polarities. Each four time moments were

selected di�erently from negative and positive polarities according to their di�erent

discharge propagation behavior.

By using the methods described in �gure 6.12, we can get the diagram of emission

intensity distribution along discharge channel at U = ±25 kV in N2 at 6 bar with the

camera gate 1 ns (�gure 6.13). The color bars in the �gure have been uni�ed for both

polarities in order to make a better comparison. From �gure 6.13 (a), we can see that

at negative polarity the protrusion appear at t = 4 ns. At t = 5 ns, there is a spot

with high emission intensity appearing in the region near the HV electrode. Starting

from this moment, the emission intensity is mainly separated into two zones, one

region close to the HV electrode and the other one is protrusion. For t = 5 to 7 ns,

we can clearly see the increase of emission intensity of protrusion and its propagation

further from the HV electrode. At the same time, we observe propagation of a wave

of emission from the protrusion head back to the high�voltage electrode. This wave

corresponds to the blue curves (backward emission) in the �gure 6.3(a).

If to consider a �xed point, e.g. 0.8 mm from the HV electrode, the emission

intensity increases in the period ∆t = 4 − 7 ns due to the passage of the back

wave. When the backward emission approaches the HV electrode (t = 9 ns), the
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Figure 6.12: Micro ICCD images of discharge at (a) U = −25 kV at time instants

t = 4, 6, 8 and 10 ns and (b) U = +25 kV at time instants t = 8, 10, 12 and 14 ns

in N2 at 6 bar as well as the emission intensity distribution along the discharge

channel measured by �Fiji�. Camera gate is 1 ns. Resolution of the optical system

is 7.6 µm/px.

bright spot near the electrode decays. No two separate emission zones are observed

any more. Starting from t = 9 ns, the intensity along the whole discharge channel

increase as the discharge propagates; it is exactly the moment when streamer�like

spectra change to the cw and atomic lines spectra.

At positive polarity discharge with the same amplitude of applied voltage, �g-

ure 6.13 (b) shows similar trends as at negative polarity. The intensity of the spot

near the electrode is even higher than the intensity of protrusion. There is a jump
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(a) (b)

Figure 6.13: 3D diagram of emission intensity distribution along discharge channel

at (a) U = −25 kV from time t = 4 to 12 ns and (b) U = +25 kV at time t = 7 and

14 ns in N2 at 6 bar. The same colors mean the same time delay from the beginning

of the discharge emission.

between t = 10 and 11 ns which is exactly the moment when the backward emission

propagates until the HV electrode. Starting from t = 11 ns, the intensity along the

whole discharge channel increases sharply to a high value and stays the same as the

discharge propagates.

6.2 Micro�scale spectral measurement

As described in chapter 5, the streamer�to��lament transition generally hap-

pens with the changing of the spectra composition: from second positive system of

molecule nitrogen in streamer regime to continuum wavelength and atomic lines in

�lamentary regime.

For studying the streamer�to��lament transition in detail, the spectroscopy ex-

periments were done with the resolution 7.6 µm/px. The aim of these detailed

experiments was to �nd, in time and space, a point where the cw spectrum and the

high electron density appear, on the �point of origin� of the �lament.

We decided to focus onto two spectral features: (i) Hα emission and (ii) CN

emission. Hα emission at 656.3 nm was used to study the electron density behavior

in time and space. In these experiments, 5% admixture of molecular hydrogen to

N2 was used. As indicated in chapter 5, at negative polarity on the HV electrode,

the CN molecular band of violet system (B2Σ+ − X2Σ+) in wavelength range of

382 − 389 nm is always observed at the same as cw spectrum. The origin of CN

emission is from amount of C�atoms in the system. Assuming that time�resolved

CN behavior is the same as time�resolved behavior of the cw emission, we analysed
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CN emission in time and space.

6.2.1 Hα and CN intensity

Time�resolved micro�images for the period t = 2 − 12 ns were obtained using

zero order of di�raction gratings. It can be seen from �gure 6.14 that starting from

t = 5 ns, the discharge channel starts to constrict and the protrusion appears. At

t = 9− 10 ns, the �lamentary channel is almost formed. We intentionally used the

same geometry for ICCD imaging through the slit of the spectrometer, and then for

taking spectra keeping the entrance slit as narrow as possible at the condition that

�lament is not cut by the slit. Will note that to get a spectrum, we had to collect

∼ 1000 accumulations.

Time= 2 3 4

Camera gate= 2 ns

5 6 7 8 9 10 11 12 ns

0.5 mm

Figure 6.14: Time�resolved micro�images of discharge propagation from t = 2−12 ns

measured by zero order of gratings from the slit of spectrometer. U = −32 kV, 6 bar,

N2/H2 (5%), ICCD camera gate 2 ns and 10 accumulations for each image.

Figure 6.15(a) presents x-t diagrams obtained from the ICCD images shown in

the �gures 6.14. The propagation length of a streamer front (black curve), protrusion

tip (red curve) and backward emission (blue curve) are plotted for the negative

�lamentary discharge at U = −32 kV in 6 bar N2/H2 (5%) mixtures. Full width

at half maximum (FWHM) of emission intensity of plasma channel as a function

of time is plotted in �gure 6.15(b) for the same experimental condition. The data

are presented for di�erent distances from the high�voltage electrodes taken as a

parameter. Di�erent from the curves presented in �gure 6.7 and �gure 6.10, the

diameter of streamer emission in �gures 6.14 in time period ∆t = 2 − 4 ns cannot
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Figure 6.15: (a) X-t diagrams of streamer front, protrusions and backward emission;

(b) full width at half maximum (FWHM) of plasma channels at di�erent positions

from the HV electrode; (c) 3D diagram of emission intensity distribution along

plasma channel. U = −32 kV, 6 bar, N2/H2 (5%), ICCD camera gate 2 ns and 10

accumulations for each image.

be obtained due to the limitation of slit of spectrometer (∼ 250 µm). Figure 6.15(c)

shows the 3D diagram of emission intensity distribution along plasma channel.

Time�resolved Hα spectra is shown in �gure 6.16 containing the integration of

whole discharge region. It can be seen that at t = 5 and 6 ns, no Hα emission is

observed. Instead, the second order of SPS system of molecular nitrogen which peaks

at 337 nm can be seen from the spectra. Starting from t = 7 ns, the Hα peak begins

to appear and the intensity of emission increases progressively. At t = 9 ns, the

Hα peak is well de�ned and the second order of SPS system of nitrogen disappears.

Combining observed spectra with the discharge images shown in �gure 6.14, one
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can �nd that the time interval ∆t = 7 − 10 ns is the interval where the backward

emission propagates from the protrusion head to the high�voltage electrode.
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Figure 6.16: Time�resolved Hα line emission integrated in space from t = 5 to

t = 9 ns in the process of streamer�to��lament transition. U = −32 kV, 6 bar,

N2/H2 (5%), ICCD camera gate 2 ns and 1000 accumulations per frame.

Further, the spectra of discharges from t = 7 to 10 ns were analysed for di�erent

distances (d) from the HV electrode. The spatial�resolved spectra accompanied by

the micro images of discharge channels at t = 7− 10 ns are presented in �gure 6.17.

The HV electrode is on the top of each image and the discharge propagates down-

wards to the ground electrode on the bottom. Each image is divided into 5 regions,

marked as region I, II, III, IV and V . From top to the bottom, the distance from

the HV electrode d equals to 0− 0.8 mm, 0.8− 1.6 mm, 1.6− 2.4 mm, 2.4− 3.2 mm

and 3.2− 4 mm.
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Figure 6.17: Spatial�resolved Hα lines from t = 7 to t = 10 ns in the process of

streamer�to��lament transition. U = −32 kV, 6 bar, N2/H2 (5%), ICCD camera

gate 2 ns and 1000 accumulations per frame.

It can be seen that for the very �rst time, Hα emission appears at t = 7 ns in the

region II, d = 0.8−1.6 mm from the electrode (see the red curve in �gure 6.17). At

t = 8 ns, the Hα peaks spread in both directions, appearing in region II, III and

IV . At t = 9 ns, the Hα line emission is observed in the whole region. At t = 10 ns,

the Hα line increases in intensity, designating a well�developed �lament.

Intensities of Hα lines from region I to V were compared in �gure 6.18 at t = 8, 9

and 10 ns. These peaks were normalized to the top as shown on the right. The sharp

peak at 674 nm at t = 8 ns in �gure 6.18(b) is the second order of SPS of molecule
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Figure 6.18: Spatial�resolved Hα intensity at di�erent position from the HV elec-

trode at t = 8, 9 and 10 ns and their normalized intensity in the process of streamer�

to��lament transition. U = −32 kV, 6 bar, N2/H2 (5%), ICCD camera gate 2 ns

and 1000 accumulations per frame.

nitrogen. At t = 10 ns, the SPS of molecule nitrogen disappears.

The height of Hα peaks can be drawn for the di�erent positions from the HV

electrode. Peak emission intensities for Hα and CN emission as a function of distance

from the high�voltage electrode for the time interval ∆t = 8− 10 ns is presented in

�gure 6.19(a) and �gure 6.19(b) respectively. As time goes from t = 8 to t = 11 ns,

the emission intensities of both Hα line and CN band increase. The highest emission
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intensity of Hα line appears in region II, 0.8−1.6 mm from the HV electrode, while

the CN band has the maximum intensity in the region III, at the position 2 mm

from the HV electrode.
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Figure 6.19: Maximum intensity of Hα lines from t = 8 to t = 10 ns and CN bands

at 387 nm from t = 8 to t = 11 ns in the process of streamer�to��lament transition.

It is important to note that we observe the origin of Hα and CN emission (and so,

a start point of streamer�to��lament transition) at signi�cant, 1 − 2 mm distance

from the HV electrode. The �rst stage of transition is a shrinking of a streamer

channel and formation of a protrusion (and so, increasing of the current density),

and the second stage is a propagation of the backwave. The region 1 − 2 mm is

actually a region between two maxima of emission (see �gure 6.15), namely near�

electrode region and a head of the protrusion.

Intensity of Hα line measured for di�erent regions (I to V ) is di�erent but the

FWHM values are identical which indicates the same electron density appearing

along the whole discharge channel.

6.2.2 Electron density measurement

The electron density was measured by the same method as described in 5.1.3.

The normalized Hα line emission at t = 8, 9 and 10 ns in regions I, II and III are

shown in �gure 6.20. It can be seen that the FWHM of Hα lines have a small drop

from t = 8 ns to t = 10 ns. This trend does not depend on the distance from the

HV electrode.

The results of the measured electron density are displayed in �gure 6.21. It can

be found from the chart that the electron density stays at the value of 1019 cm−3

and decrease slightly from t = 8 ns to t = 10 ns. There is no big di�erence among

di�erent positions from the HV electrode.
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Figure 6.20: Normalized Hα lines at t = 8, 9 and 10 ns in region I, II and III.

U = −32 kV, 6 bar, N2/H2 (5%), ICCD camera gate 2 ns and 1000 accumulations

per frame.
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Figure 6.21: Spatial�resolved electron density measured from Hα lines at t = 8, 9

and 10 ns in the process of streamer�to��lament transition. U = −32 kV, 6 bar,

N2/H2 (5%), ICCD camera gate 2 ns and 1000 accumulations per frame.

To summarize, time�, spatial� and wavelength�resolved micro�imaging show

the following: both for negative and positive polarities of the high�voltage pulse,

streamer�to��lament transition consists of a several sequential stages: �rst, a �at

or quasi��at front of a streamer plasma transforms to a set of protrusions. Some of

them survive and some not, forming a set of equidistant plasma channels. In spite

of signi�cant increase of current density, plasma in the protrusions stays nonequi-

librium: the spectrum of the protrusion consists mainly of molecular bands of ni-

trogen. Backward emission, propagating from a protrusion head back to the high�
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voltage electrode, demonstrates appearance of Hα and cw emission �rst in the bulk

of plasma, 1− 2 mm away from the HV electrode.

Experimentally obtained voltage�pressure charts (�gure 4.11) show dramatical

in�uence of small additions of O2 to N2 on the voltage and pressure of transition at

positive polarity of the discharge. The next section contains numerical analysis of

changes of a streamer morphology at di�erent amplitudes of applied voltage when

adding di�erent percentage of O2 to nitrogen.

6.3 Numerical modeling of oxygen admixtures on

the streamer morphology

As discussed in chapter 4, the threshold voltage of streamer�to��lament transi-

tion at elevated pressures at positive polarity is function of oxygen fraction in N2/O2

gas mixtures. The discharge in simulation is represented by a series of isolines of

the electron density and the electric �eld. Unfortunately, until now there is not

any calculation model can simulate streamer�to��lament transition and �lamentary

stage of the nanosecond surface discharge at high pressure.

In this section, we use the modi�ed PASSKEy code provided by Dr. Yifei

Zhu [117] to calculate positive surface streamers in gas mixtures with di�erent oxy-

gen fraction. To keep the same photoionization model, we did not considered dis-

charge in pure N2. Two mixtures, N2/O2(1%) and synthetic air (N2/O2(20%)), were

selected for comparison. Three amplitudes of voltage ranging from 35 to 55 kV were

applied on the HV electrode.

6.3.1 Plasma properties simulation at positive polarity: emis-

sion intensity, electron density and electric �eld

This section presents very preliminary results of calculations of dynamics of high-

pressure streamers.

The evolution of calculated electron density in unit /cm3 for positive discharge

at 6 bar in N2/O2 mixtures with two di�erent oxygen fractions (1% and 20% of

oxygen) is compared at three amplitudes of applied voltages (35, 45 and 55 kV) in

�gure 6.22. The point (0, 0) corresponds to the so�called triple point, a junction of

the metal of electrode, dielectric and gas mixture. The horizontal scale is 0− 6 mm

and the vertical scale is 0 − 0.4 mm. To facilitate comparison, we kept the same

scale for all plots within each �gure.

The electron density in the left column, having larger value than the result on

the right, is the result calculated in the gas mixtures of N2/O2 with 1% of oxygen.
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U 55 kV, P = 6 bar= +

U 45 kV, P = 6 bar= +

U 35 kV, P = 6 bar= +

N /O (1%)2 2 Synthetic air

Figure 6.22: The evolution of calculated electron density in unit /cm3 for positive

discharge channel. Time instants are 1, 2, 4 and 6 ns. The scale on OX�axis is

0− 6 mm. The scale on OY �axis is 0− 1 mm.
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The maximum electron density appears in the region near the dielectric surface and

propagates towards the streamer head. Higher amplitude of applied voltage can

support the discharge propagate further and faster. The electron density distributes

homogeneously along the streamer channel.

Spatial distribution of the electron density is di�erent for N2/O2 mixture with

1% of oxygen and for air. In particular, streamer is more volumetric for the mixture

with 1% of oxygen: a typical radius of the streamer de�ned by ne = 1011 cm−3 isoline

is around 500 µm in N2/O2 = 99/1 mixture, and about 100 µm in air. Velocity of

propagation at the same voltage is also higher in N2/O2 = 99/1 mixture.

To compare the behavior of emission of nitrogen molecular bands, it is necessary

to get the information about the electron density and electric �eld. The evolution of

the absolute value of the electric �eld in the positive streamers at time instants of 1,

2, 4 and 6 ns is shown in �gure 6.23. For both gas mixtures, high values of electric

�eld are observed in the positive streamer head. The maximum value of electric �eld

as shown in red in �gure 6.23 corresponds to approximatively 720 kV/cm (450 Td

at pressure P = 6 bar). Lower oxygen fraction condition shows smaller electric �eld

value in the region near the HV electrode but higher electric �eld value in the head

of positive streamers.

The evolution of calculated N2(C
3Πu) density in unit /cm3 for positive discharge

channel at high pressure (6 bar) in N2/O2 mixtures with two di�erent oxygen frac-

tions is compared at di�erent amplitudes of applied voltages in �gure 6.24. The left

column shows the results in the gas mixtures of N2/O2(1%) while the right column

gives the evolution of N2(C
3Πu) density in synthetic air.

The emission is proportional to the N2(C
3Πu) density at the given moment of

time (both production and quenching are taken into accounted by the code) and at

the given point in space. Although we do not pretend to provide a quantitative com-

parison, qualitatively these are peculiarities which would be interesting to observe

in the experiments for validation of results of numerical modeling.

In particular, the N2(C
3Πu) emission always decreases in vertical (OY) direction.

The emission pattern in N2/O2 = 99/1 mixture is always bigger than in air. The

emission from the streamer head almost does not change the shape in the process of

streamer propagation; the radius of emission in the streamer head does not change

with voltage between +35 kV and +55 kV, but decreases signi�cantly when passing

from N2/O2 = 99/1 mixture to air. Similar to the electron density, the N2(C
3Πu)

emission propagates faster in both radial (OX in �gure 6.24) and vertical (OY)

directions. Finally, well�de�ned �cloud� of N2(C
3Πu) emission appears near the

high�voltage electrode when the voltage increases from +35 kV to +55 kV. A typical

diameter of the �cloud� is 1 − 2 mm. Between the near�electrode �cloud� and the

streamer head, a kind of waist (decreasing diameter of the channel) is clearly seen.
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U 55 kV, P = 6 bar= +

U 45 kV, P = 6 bar= +

U 35 kV, P = 6 bar= +

N /O (1%)2 2 Synthetic air

Figure 6.23: The evolution of the absolute value of electric �eld in unit kV/cm for

positive discharge channel. Time instants are 1, 2, 4 and 6 ns. The scale on OX�axis

is 0− 6 mm. The scale on OY �axis is 0− 1 mm.
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U 55 kV, P = 6 bar= +

U 45 kV, P = 6 bar= +

U 35 kV, P = 6 bar= +

N /O (1%)2 2 Synthetic air

Figure 6.24: The evolution of calculated N2(C
3Πu) density in unit /cm3 for positive

discharge channel. Time instants are 1, 2, 3 and 4 ns. The scale on OX�axis is

0 − 6 mm. The scale on OY �axis is 0 − 0.4 mm. Note that in the experiment, at

positive polarity p = 6 bar pressure the transition happened at Utr ≈ 40 kV for

N2/O2(1%) mixture, and at Utr ≈ 49.5 kV for air
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To make a deeper analysis of the discharge channel, a point at x = 1 mm,

y = 0.02 mm was selected as a probe for calculating the electron density and electric

�eld at 6 bar positive polarity. The reasons to take a point (x, y) = (1, 0.02) mm are

the following: (i) 1 mm is a characteristic distance where the waist in the streamer

emission is observed; (ii) 20 µm is a characteristic diameter of the �lament. Will

remind that streamer�to��lament transition was observed experimentally with a

camera gate corresponding to 12 �rst nanoseconds of the discharge, the instant

when the N2(C
3Πu) discharge emission appearing for the �rst time was considered

as t = 0 instant. At positive polarity p = 6 bar pressure the transition happened at

Utr ≈ 40 kV for N2/O2 = 99/1 mixture, and at Utr ≈ 49.5 kV for air.

Figure 6.25: The evolution of (a) electron density (b) electric �eld at the point probe

(x = 1 mm, y = 0.02 mm) for positive polarity.

No dramatical change is observed in streamer behavior between 35 and 45 kV

for N2/O2 = 99/1 mixture or between 45 and 55 kV for air. The electron density at

time instant of 1 − 15 ns and electric �eld at three di�erent amplitudes of applied

voltage in both air and N2/O2 = 99/1 gas mixtures are shown in �gure 6.25.

In N2/O2(1%) gas mixture, the electron density is almost one order higher than

in synthetic air and has less dependency on the amplitude of applied voltage. In

air, the evolution of electron density is strongly a�ected by the amplitude of applied

voltages. For +35 kV on the HV electrode, the electron density has a faster decay

than at the higher voltage. It can be seen from �gure 6.25 (b) that the reduced

electric �eld (E/N) in discharge in N2/O2(1%) gas mixture at (x, y) = (1, 0.02) mm

is lower than in synthetic air.

The evolution of total deposited energy at the point probe (x = 1 mm, y =

0.02 mm) for positive polarity is shown in �gure 6.26. The total deposited energy

in air is much lower than in N2/O2(1%) gas mixture for all amplitudes of applied

voltage conditions.
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Figure 6.26: The evolution of total deposited energy at the point probe (x = 1 mm,

y = 0.02 mm) for positive polarity.

Coming back to �gure 6.25(a), the di�erence in decay of the electron density can

be explained by a few reasons: at 6 bar in air, the reactions of attachment are very

important. A characteristic time of transforming e to O−2 is less than 1 ns:

e + O2 + O2 → O−2 + O2 k = 2× 10−29(300/Te) cm6s−1 (6.1)

The decay of the electron density in air is mainly by attachment to oxygen, and

it is faster than recombination. In addition, the main ion in air at p = 6 bar is O+
4 ,

due to the fast conversion of O+
2 into O+

4 with participation of N2 and O2 [125]:

O+
2 + N2 + N2 → O+

2 N2 + N2 k = 9× 10−31 cm6s−1 (6.2)

O+
2 N2 + N2 → O+

2 + N2 + N2 k = 4.3× 10−10 cm3s−1 (6.3)

O+
2 N2 + O2 → O+

4 + N2 k = 10−9 cm3s−1 (6.4)

O+
2 + O2 +M → O+

4 +M k = 2.4× 10−30 cm6s−1 (6.5)

In N2/O2(1%) gas mixture the role of O+
4 will be less pronounced, and the

recombination rate is much higher for O+
4 [125]:

e+ O+
4 → O2 + O2 k = 1.4× 10−6(300/Te)

1/2 cm3s−1 (6.6)
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e+ O+
2 → O + O k = 2× 10−7(300/Te) cm3s−1 (6.7)

Finally, additional production of electrons in N2/O2(1%) gas mixture can be due

to associative ionization [154].

The considerations above explain why the decay of the electron density in air is

much faster than in N2/O2(1%) gas mixture. Lower electron densities, and so lower

electrical current, provide lower delivered energies at similar electric �elds.

Will underline that the radius of a streamer (both de�ned from calculated elec-

tron density and from N2(C
3Πu) emission) is higher in N2/O2(1%) gas mixture.

Nevertheless, decay of electron density is much higher in air, and, as a consequence,

higher current in N2/O2(1%) gas mixture (in more uniform�initially situation) will

lead to a local heat due to relaxation of electronically excited and ionized species

(fast gas heating [155]) and to instability leading to streamer�to��lament transition.
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6.4 Conclusion

In this chapter, streamer�to��lament transition in the vicinity of the high�

voltage electrode with a high special resolution of the optical system, 7.6 µm/px,

was studied in detail. It was found that the diameter of discharge channel decreases

from a few hundreds of micrometers to a few tens of micrometers right before the

streamer�to��lament transition happens.

The backward emission and the protrusions were found during the streamer�to�

�lament transition at moderate amplitude of the applied voltage in nitrogen. Tran-

sition to cw spectra, so to �laments happens when the backward emission reaches

the high�voltage electrode. At the same experimental condition (pressure and am-

plitude of applied voltage), negative protrusion propagates faster than positive ones

while the backward emission propagates much slower at negative polarity. Positive

streamer propagates faster at the beginning and then stays at the same value as

negative streamer during its extinction process. The separation of protrusion and

backward emission appears earlier at negative polarity than at positive polarity.

The micro�scale spectral results show that Hα line emission appears at t = 7 ns,

slightly before the backward emission reaches the high�voltage electrode, and has

the strongest intensity in the region 1.2 mm from the high�voltage electrode. High

electron density, over 1019 cm−3, is evenly distributed throughout the discharge

channel.

2D PASSKEy code was used to calculate the discharge at high pressure. The

results show that at positive polarity, the discharge in N2/O2(1%) mixture pro-

duces higher electron density and total deposited energy than in air with the same

amplitude of applied high voltage.

147



Chapter 7

General conclusions

7.1 Contributions of the present work

This work was focused on the experimental study of a single�shot pulsed nanosec-

ond surface dielectric barrier discharge (nSDBD) at elevated pressure. The con-

ditions and parameters of streamer�to��lament transition in the pressure range

1 − 12 bar for N2/O2 gas mixtures containing 0, 1, 2, 5, 10 and 20% of oxygen for

both negative and positive polarities were investigated.

The streamer�to��lament transition happens similarly in all observed experi-

mental conditions. At low voltages and pressures, the streamer discharge starts

from the edge of the high�voltage electrode. With the increase of voltage on the

electrode and/or gas pressure, the discharge channels are constricted and a few �la-

mentary channels appear on the edge of the high�voltage electrode, propagating in

the radial direction towards the ground electrode. There is no distinctive di�erence

of the transition process between negative and positive polarities but the transition

thresholds are totally di�erent.

For negative polarity high�voltage pulse, the threshold voltage almost does not

change with pressure. During �rst 12 ns of discharge, streamer�to��lament transi-

tion happened within a �corridor� of voltage amplitudes 30 − 40 kV for PVC and

14− 18 kV for ceramics as a dielectric. For positive polarity high�voltage pulse, the

threshold voltage changes dramatically: it drops down from 55 to 20 kV as pressure

increases from 3 to 12 bar for PVC as a dielectric and from 26 to 15 kV as pressure

increases from 5 to 9 bar for ceramics as a dielectric.
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Signi�cant di�erence is observed at positive polarity when changing gas mixture

composition: at 8 bar, the threshold voltage in air is twice higher than the threshold

voltage in nitrogen. Adding 1% of molecular oxygen to pure nitrogen leads to sharp

increase of the threshold voltage: at 4 bar, the threshold voltage increases from

41 kV to 52 kV.

Modi�cations of material/structure of the high�voltage electrode (annealed or

non�annealed, copper or copper covered with carbon nanomaterials) causes only

minor in�uence.

The major di�erence in the threshold voltage as a function of polarity, gas mix-

ture composition and dielectric permittivity of the surface in the proximity of plasma

leads to the conclusion that streamer�to��lament transition can be a consequence

of severe transformation of plasma parameters.

Plasma parameters in the �laments were studied with the help of electrical mea-

surements, optical emission spectroscopy, Particle Image Velocimetry (PIV) and

kinetic modeling. It was found that the speci�c deposited energy in the �lamentary

plasma can be as high as 6 − 7 eV/particle for both polarities of the high�voltage

pulse. High speci�c deposited energy in the �laments was con�rmed by PIV mea-

surements demonstrating formation of large�scale turbulent structures at the place

of the �laments at the time scale of 0.3 ms.

Synchronized measurements of voltage on the electrode, discharge optical emis-

sion spectra and electron density showed that (i) cw spectra appear together with

the broadened atomic lines; (ii) electron density decay is slow, tens of nanosecond;

(iii) electron temperature in the near afterglow stays high, a few electronvolts.

Numerical modeling proves a possibility to get via stepwise ionization and dis-

sociation from electronically excited states of molecular nitrogen, plasma with high

electron density (∼ 1019 cm−3), almost complete dissociation and gas temperature

Tg close to electron temperature Te. Time scale of increase of gas temperature to

the value close to the electron temperature (to get the state close to local thermo-

dynamic equilibrium (LTE)) is 0.2 ns in nitrogen at pressure p = 6 bar and initial

reduced electric �eld (E/N)0 = 230 Td.

To link two observed states of plasma in nSDBD, a streamer with Tg � Te and a

�lament with plasma close to LTE, the transition was studied by ICCD imaging and

optical emission spectroscopy combined with microscopy. It was found that before

the transition, thin channels with streamer�like plasma are formed stochastically in

the bulk of plasma. These channels are the �prototypes� of future �laments, we call

them �protrusions�, their diameter is almost 10 times smaller than the diameter of

a streamer. Time� and space�resolved measurements showed that the cw emission

starts when a wave of emission (a �backward� emission) passes from the head of

protrusion to a distance about 1 mm from the high�voltage electrode. Then cw
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emission and high electron density appear, �rst at the point ∼ 1 mm apart from

the electrode, and being observed along all the �lament the next nanosecond. Per-

formed numerical modeling con�rm that a reason of di�erent threshold voltages for

streamer�to��lament transition can be linked to di�erence in deposited energy be-

cause of di�erent kinetics of recombination/attachment as a function of gas mixture

composition.

7.2 Perspectives and future work

The results of streamer�to��lament transition presented in the current thesis

enrich the knowledge about nSDBD at elevated gas pressures. However, several

questions such as the mechanism of discharge channel constriction, dependence of

plasma parameters (electron temperature Te and electron density ne) upon polar-

ity of applied high voltage and gas composition, the e�ect of photoionization and

kinetics of recombination on the streamer�to��lament transition and the suitable

numerical model for calculating the transition remain open.

As continuation of this thesis, a parametric study of time�resolved electron den-

sity and electron temperature for both polarities in di�erent gas mixtures can be

performed. For streamer�to��lament transition, suggested and developed in this

thesis cylindrical electrode can be used as a setup for laser diagnostics.

Taking into account that the process of transition is extremely fast (Hα emission

provides simultaneous appearance of high electron density along ∼ 3 mm �lament

during ∼ 1 ns), a picosecond TALIF can provide O and N�atoms measurements

resolved in time and space. Picosecond laser electric �eld induced second harmonic

generation (E�FISH) can be used for 2D�mapping of the electric �eld in transitory

regime.

Finally, 2D numerical modeling including streamer kinetics can be improved

by implementing main reactions corresponding to LTE plasma and used to better

understand how the critical parameter of plasma distributed in time and space. 2D

time�resolved electron density, electric �eld, N2(C
3Πu) emission and Hα emission

can be considered as markers for analysis of streamer�to��lament transition.
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Appendix

A.1 Filamentary sDBD on cylindrical electrode

1 mm

1 mm

1 mm

Electrode

Streamer
1 bar

Filament
7 bar

U = -16 kV U = +16 kV

U = -49 kV U = +49 kV

(a)

(b)

(c)

Figure 1: ICCD images of (a) cylindrical electrode; (b) streamer discharge in atmo-

spheric air at U = ±16 kV; (c) �lamentary discharge in 7 bar air at U = ±49 kV.

ICCD camera gate is 20 ns. Resolution of the optical system is 1 µm/px.
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1 mm

0.5 ns 1 ns 1.5 ns 2 ns

2.5 ns 3 ns 3.5 ns 4 ns

4.5 ns 5 ns 5.5 ns 6 ns

6.5 ns 7 ns 7.5 ns 8 ns

8.5 ns 9 ns 9.5 ns 10 ns

Figure 2: Micro�images of discharge propagation on cylindrical electrode in 7 bar

air at negative polarity. Voltage U = −49 kV. Camera gate is 0.5 ns. Resolution of

the optical system is 1 µm/px. Time instant is marked with yellow in each frame.
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1 mm

0.5 ns 1 ns 1.5 ns 2 ns

2.5 ns 3 ns 3.5 ns 4 ns

4.5 ns 5 ns 5.5 ns 6 ns

6.5 ns 7 ns 7.5 ns 8 ns

8.5 ns 9 ns 9.5 ns 10 ns

Figure 3: Micro�images of discharge propagation on cylindrical electrode in 7 bar

air at positive polarity. Voltage U = +49 kV. Camera gate is 0.5 ns. Resolution of

the optical system is 1 µm/px. Time instant is marked with yellow in each frame.
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Figure 4: Full width at half maximum (FWHM) of �lamentary plasma channels

at di�erent positions from the high�voltage electrode. U = ±49 kV, 7 bar, air.

Resolution of the optical system is 1 µm/px.
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A.2 Spectra of �lamentary sDBD at positive polarity

a) b)

c) d)

e)

Wavelength, nm Wavelength, nm

Wavelength, nm Wavelength, nm

Wavelength, nm

Figure 5: Emission spectra of the positive polarity discharge in air. U = +50 kV,

6 bar. The spectra are corrected to the sensitivity function of the optical system.

The �gure is taken from [95].
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A.3 ICCD images and energy deposition of �lamen-

tary sDBD at both negative and positive polarities

in nitrogen and air

Negative polarity, N2

Figure 6: ICCD images of streamer surface discharge, transitive discharge and de-

veloped �lamentary discharge on PVC surface at three given pressures (5 bar, 7 bar

and 9 bar). Nitrogen, applied voltage varying from U = −19.2 kV to U = −46 kV.

Camera gate is 12 ns. The diameter of the high�voltage electrode (circle at the

center of each image) is equal to 20 mm.
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Figure 7: Total deposited energy of streamer, transitive and �lamentary discharge

at negative polarity in nitrogen as a function of pressure.
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Figure 8: Measured voltage, current, and energy deposition at negative polarity in

(a) 5 bar; (b) 7 bar; (c) 9 bar nitrogen. (d) Energy deposition of both incident and

re�ected pulses.
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Figure 9: (a) Number of �laments and the deposited energy per �lament; (b) the

energy per �lament per mm of the discharge at negative polarity in nitrogen as a

function of pressure.
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Negative polarity, Air

Figure 10: ICCD images of streamer surface discharge, transitive discharge and

developed �lamentary discharge on PVC surface at three given pressures (5 bar,

7 bar and 9 bar). Air, applied voltage varying from U = −19.2 kV to U = −46 kV.

Camera gate is 12 ns. The diameter of the high�voltage electrode (circle at the

center of each image) is equal to 20 mm.
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Figure 11: Total deposited energy of streamer, transitive and �lamentary discharge

at negative polarity in air as a function of pressure.
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Figure 12: Measured voltage, current, and energy deposition at negative polarity

in (a) 5 bar; (b) 7 bar; (c) 9 bar air. (d) Energy deposition of both incident and

re�ected pulses.
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Figure 13: (a) Number of �laments and the deposited energy per �lament; (b) the

energy per �lament per mm of the discharge at negative polarity in air as a function

of pressure.
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Positive polarity, N2

Figure 14: ICCD images of streamer surface discharge, transitive discharge and

developed �lamentary discharge on PVC surface at three given pressures (6 bar, 8 bar

and 10 bar). Nitrogen, applied voltage varying from U = +16.5 kV to U = +42.8 kV.

Camera gate is 12 ns. The diameter of the high�voltage electrode (circle at the center

of each image) is equal to 20 mm.
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Figure 15: Total deposited energy of streamer, transitive and �lamentary discharge

at positive polarity in nitrogen as a function of pressure.
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Figure 16: Measured voltage, current, and energy deposition at positive polarity in

(a) 6 bar; (b) 8 bar; (c) 10 bar nitrogen. (d) Energy deposition of both incident and

re�ected pulses.
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Figure 17: (a) Number of �laments and the deposited energy per �lament; (b) the

energy per �lament per mm of the discharge at positive polarity in nitrogen as a

function of pressure.
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Positive polarity, Air

Figure 18: ICCD images of streamer surface discharge, transitive discharge and

developed �lamentary discharge on PVC surface at three given pressures (6 bar, 8 bar

and 10 bar). Air, applied voltage varying from U = +21.1 kV to U = +51.2 kV.

Camera gate is 12 ns. The diameter of the high�voltage electrode (circle at the

center of each image) is equal to 20 mm.
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Figure 19: Total deposited energy of streamer, transitive and �lamentary discharge

at positive polarity in air as a function of pressure.
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Titre : Etude expérimentale des paramètres du plasma dans la décharge filamentaire à barrière diélectrique
de surface nanoseconde

Mots clés : Nanoseconde pulsé, décharge filamentaire, paramètre plasma

Résumé : Les décharges de barrière diélectrique
de surface nanoseconde (nSDBD) à la pression at-
mosphérique ont été étudiées de manière approfon-
die au cours des deux dernières décennies pour le
contrôle du débit. Il y a environ dix ans, le nSDBD à
haute pression a été suggéré comme source d’allu-
mage assisté par plasma de mélanges combustibles.
Au cours des six dernières années, il a été constaté
qu’une transformation sévère d’une décharge de flûte
de surface nanoseconde à un seul coup est observée
à une pression et / ou une tension de gaz croissantes.
La présente thèse est consacrée à l’étude de la transi-
tion streamer-filament dans une décharge de barrière
nanoseconde de surface haute pression à un seul
coup dans des gaz non réactifs (azote, oxygène et
leurs mélanges). La revue de la littérature présente
une analyse détaillée des décharges de banderoles
et des étincelles transitoires de nanosecondes large-
ment étudiées au cours des 4 dernières années.
Les résultats sont présentés en trois parties. La
première partie montre les paramètres de la transi-
tion streamer-filament dans le nSDBD haute pres-
sion pour différentes compositions de mélange ga-

zeux. Pour les polarités tant négatives que positives,
la transition est fonction de la pression et de l’am-
plitude de la tension. Pour une polarité positive, l’ef-
fet de l’addition d’oxygène moléculaire sur la tran-
sition est extrêmement fort. L’influence de différents
diélectriques et de différents matériaux d’électrodes
sur le début et le développement des filaments est
étudiée expérimentalement.
Dans la deuxième partie, les propriétés du plasma
dans les filaments sont étudiées à l’aide des me-
sures d’énergie, de la spectroscopie d’émission op-
tique (OES) et de la vélocimétrie par image de par-
ticules (PIV). On trouve que le plasma au stade fi-
lamentaire est proche du LTE, ce qui démontre une
lente décroissance de la densité électronique (di-
zaines de nanosecondes) liée à la relaxation de
température. Les résultats des mesures sont com-
parés aux résultats de la modélisation numérique
expliquant les principales caractéristiques observées
expérimentalement. La troisième partie est consacrée
à l’étude détaillée de la transition streamer-filament à
la micro-échelle à haute résolution spatiale.

Title : Experimental study of plasma parameters in nanosecond surface dielectric barrier filamentary discharge

Keywords : Nanosecond pulsed, filamentary discharge, plasma parameter

Abstract : Nanosecond surface dielectric barrier di-
scharges (nSDBDs) at atmospheric pressure have
been studied extensively over the last two decades
for flow control. About ten years ago, the nSDBD at
high pressures was suggested as a source for plasma
assisted ignition of combustible mixtures. During last
six years, it was found that a severe transformation of
a single-shot nanosecond surface streamer discharge
is observed at increasing gas pressure and/or voltage.
The present thesis is devoted to study of streamer-
to-filament transition in a single shot high pressure
surface nanosecond barrier discharge in non-reactive
gases (nitrogen, oxygen and their mixtures). Litera-
ture review presents detailed analysis of streamer di-
scharges and of transitory nanosecond sparks widely
studied during last 4 years.
The results are presented in three parts. The first part
shows the parameters of streamer-to-filament transi-
tion in the high pressure nSDBD for different gas mix-

ture composition. For both negative and positive po-
larities, the transition is a function of pressure and of
the voltage amplitude. For positive polarity, the effect
of molecular oxygen addition on the transition is extre-
mely strong. The influence of different dielectrics and
different electrode materials of the start and develop-
ment of the filaments is studied experimentally.
In the second part, plasma properties in the filaments
are studied with the help of the energy measure-
ments, optical emission spectroscopy (OES) and Par-
ticle Image Velocimetry (PIV). Plasma at filamentary
stage is found to be close to the LTE demonstrating
slow (tens of nanoseconds) electron density decay
linked to the temperature relaxation. The results of
the measurements are compared with the results of
numerical modeling explaining the main experimen-
tally observed features. The third part is devoted to
detailed study of streamer-to-filament transition in the
micro-scale with high spatial resolution.
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