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Compared with the conventional point-to-point systems, the main features of networked control systems are low cost, high reliability, ease of maintenance and expansion. For these distinctive advantages, networked control system has a wide applicability in numerous fields and has now been a top research focus in both industry and academia. On the other hand, with the introduction of network come a series of unprecedented problems and challenges. Packet dropout, network-induced delay and quantization are three most common issues of these network-induced problems, and are also generally regarded as the primary causes for the performance deterioration or even instability of networked control systems.

A great deal of research has focused on the analysis and synthesis problem for networked control systems subject to network-induced factors, especially on the three above-mentioned issues. However, there are still lots of challenging problems to be resolved. As far as is known, the difficulties in analysis and synthesis of networked control systems mainly concentrate on the following aspects. To begin with, analytical solutions to the synthesis problems of multi-input-multi-output systems are difficult to solve, which can usually only be solved by iterative algorithms. Secondly, synthesis problem for systems with multiple coupled factors is significantly complicated, and still lacks of systematical methodologies to cope with. Thirdly, it brings additional complexity and difficulty for further considering the realization for networked control systems obtained in existing of network-induced factors. Focusing on these difficulties, this thesis presents a methodology for analysis and synthesis of networked control systems, including trajectory tracking control, robust filtering and system realization subject finite word length effects. Specifically, the following researches are considered in this thesis.

Firstly, the asymptotic tracking problem is considered for multi-input-multi-output networked control systems subject to packet dropouts. The co-design approach of controller, encoder and decoder is adopted in order to take full advantage of the network resource and to achieve the MS stabilization of the control system under multi-channel. The synthesis condition of the corresponding controller reveals the fundamental limitation among the H2 norm of the plant, the data arrival rates and the IIII coding matrices. For asymptotic tracking control under packet dropouts, a structured controller is further obtained by solving a Sylvester equation. In order to improve the tracking performance of the closed-loop system, the stochastic linear quadratic constraint under packet dropouts is further considered. And the modified discrete-time algebraic Riccati equation is deduced to construct the corresponding feedback controller.

Secondly, the robust filtering problem is studied over multiple channels with packet dropouts. The adjoint operator is introduced to analyze the stability and H∞ performance of the error system. Then, the modified algebraic Riccati equation is derived to solve the H∞ filtering problem, and the design method is also proposed for the corresponding filter. Furthermore, the necessary and sufficient conditions for the existence of the filter are given, and the relationships between the MS stability of the error equation and the channel parameters are derived and discussed.

Thirdly, the realization problem subject to finite word length effects is sympathetically addressed for networked control systems. In the process of implementation, the coefficients of state feedback controller and filter are affected by finite word length effects, and the internal time delays in the information interaction will also affect the overall performance of the system. A corresponding descriptor model-based approach is thus constructed to describe the internal time delays and equivalent realizations of the controller and filter with finite word length effects in a unifying framework. And a stability analysis condition is deduced. Based on this, an algorithm is further proposed to find the optimal realization requiring the minimum word length for stabilization.

Finally, in order to verify the effectiveness of the proposed control, filtering and realization methods mentioned above, two cooperative mobile robots are introduced as an illustrative example, while a series of simulations are presented.

1 Synthèse de Lois de Commande Résilientes vis-à-vis de l'Implémentation par Réseau Résumé On parle de lois de commande implémentée par réseau, dénommées "Networked control systems" (NCSs) dans la littérature anglo-saxonne, quand le système à piloter, les capteurs, les actionneurs, et le(s) régulateur(s) interagissent par l'intermédiaire d'un réseau numérique de communication. Ceci permet alors la mise en place d'une unique boucle de rétroaction multi-entrées / multi-sorties, ou l'implémentation de plusieurs boucles locales pouvant toutefois interagir, aboutissant dans tous les cas à des performances d'asservissement du système inatteignables avec des boucles locales isolées (par exemple avec des PID). De plus, en comparaison à l'implémentation « point-à-point » traditionnelle, la mise en oeuvre de lois de commande par réseau peut permettre de réduire les coûts, d'améliorer la fiabilité, la maintenabilité et l'évolutivité de la solution de commande. C'est ainsi que les NCSs sont de plus en plus employés dans de nombreux secteurs tels que les « smart grids » (réseaux électriques intelligents), les transports intelligents, les réseaux de capteurs, la téléopération, etc… Depuis leur émergence, les NCSs font l'objet de l'intérêt de plus en plus d'académiques et d'industriels. La littérature sur le sujet est abondante, et c'est ainsi que les plus grandes revues ont édité des numéros spéciaux à ce sujet. La « Control Systems Association » (CSS) de l'institut IEEE « Institute of Electrical Engineering » a par exemple lancé en 2013 un nouveau journal intégralement dédié à ce domaine, le « IEEE Transactions on Control of Network Systems », portant sur l'analyse, la conception et l'implémentation des lois de commande par réseau.

En y regardant de plus près toutefois, les réseaux digitaux de communication ne sont pas non plus parfaitement fiables et parfaits, et la mise en place de tels moyens de communication entre le système à piloter et le(s) régulateur(s) apporte son lot de nouveaux challenges techniques ; on citera par exemple les problèmes d'atténuation, de saturation de la bande passante, des pertes de paquets, des retards, des effets de quantification… Sachant que ces trois dernières dégradations sont peut-être celles engendrant le plus de pertes de performance, pouvant amener à l'instabilité du système ainsi régulé. Une chose est certaine ; quelles que soient les dégradations citées ci-dessus, la plupart des outils méthodologiques de contrôle -commande usuels doivent être adaptés à ce nouveau contexte. Globalement, les travaux portant sur la commande implémentée par réseau peuvent être classés en deux grandes catégories ; la première regroupe les approchent synthétisant le(s) régulateur(s) sans prendre en compte les défauts intrinsèques au réseau, en utilisant les outils classiques de la théorie de la commande, puis cherchant à dimensionner ou adapter le protocole de communication afin de minimiser l'occurrence et l'impact des défauts de communication. La seconde catégorie prend en considération ces défauts explicitement dans la formulation du problème de commande à résoudre. Ils existent déjà un certains nombres de travaux se focalisant sur ces nouveaux problèmes d'analyse ou de synthèse pour les NCSs, soumis aux dégradations citées précédemment. Toutefois, de nombreux verrous techniques existent encore. A notre connaissance, les difficultés majeures en lien avec l'analyse et la commande des NCSs sont concentrées sur les aspects suivants ; 1/ on peut montrer que trouver une solution analytique au problème de synthèse multi-entrées multi-sorties impliquant un NCS revient à résoudre un problème dit de « µ-synthèse », qui ne peut être résolu que par une approche algorithmique itérative, 2/ la prise en compte de plusieurs dégradations du réseau complique exponentiellement les problèmes de synthèse, et des méthodologies systématiques pour traiter ceux-ci font encore défaut, 3/ lors de la présence de plusieurs dégradations ou incertitudes sur les capacités du réseau, les performances voire la stabilité du système en boucle fermée sont sensibles au choix même de la réalisation choisie pour l'implémentation de la loi de commande. Partant de ce constat, les travaux de thèse présentés ici apportent des contributions méthodologiques pour l'analyse et la commande des NCSs, considérant tour-à-tour des problèmes concrets comme celui du suivi de trajectoire, du filtrage robuste ou du choix de réalisations robustes aux effets de la quantification en lien avec le codage en virgule fixe. Le premier défi est adressé au chapitre 3, ou une commande LQ stochastique est mise-en-oeuvre pour assurer le suivi de trajectoire asymptotique pour les systèmes MIMO (multi-entrées multi-sorties) à temps discret, via un réseau de communication subissant des pertes de paquets. Le problème de filtrage robuste est quant à lui traité dans le chapitre 4, toujours en considérant le problème des pertes de paquets. Le troisième problème est abordé dans le chapitre 5 ; on y traite le choix de la bonne réalisation du NCS soumis à la fois au problème d'approximation numérique en lien avec le codage par virgule fixe des coefficients de la représentation d'état, et aussi au problème de retards de communication entre les différentes entités implémentant de manière distribuée la loi de commande. Ces trois problématiques sont reliés ainsi ; dans le chapitre 3, pour traiter le problème de suivi de trajectoire, la connaissance complète de l'état du système est nécessaire pour mettre en place le régulateur LQ. Si l'état ne peut être mesuré convenablement, la conception d'un filtre s'avère alors nécessaire (résultat du chapitre 4). Les résultats du chapitre 5 peuvent être utile à la fois pour les régulateurs ou les filtres conçus dans les deux chapitres précédents. Leur implémentation via un réseau numérique, de manière centralisée ou distribuée, va potentiellement engendrer des soucis de quantification et / ou de retards internes. Il peut être intéressant d'apporter de la robustesse ou résilience en jouant sur le choix de la réalisation de la représentation d'état permettant « d'incarner » la loi à implémenter.

Les autres chapitres de la thèse s'organisent ainsi ; le chapitre 1 introduit le contexte de la thèse et fait un état de l'art sur les thématiques abordés par la thèse. Un bilan des difficultés types pour l'analyse et la commande des NCS est notamment proposé. Le chapitre 2 se présente comme un glossaire étendu, regroupant les définitions et lemmes fondamentaux utiles à la thèse. Le chapitre 6 prend appui quant à lui sur un benchmark de deux robots mobiles coopératifs, permettant d'illustrer la mise en oeuvre des différents résultats de commande, filtrage, et choix de réalisation des chapitres 3, 4 et 5. Différentes simulations sont ainsi proposées afin de démontrer l'efficacité des méthodologies proposées. Finalement, un bilan et quelques perspectives de ces travaux de thèse sont proposés dans le chapitre 7.

Détaillons maintenant un peu plus précisément les résultats clés des chapitres 3 à 6 au coeur de cette thèse. Comme dit précédemment, une loi de commande LQ stochastique est proposée dans le chapitre 3 afin de résoudre un problème de suivi de trajectoire asymptotique, pour un système multivariable modélisé à temps discret, soumis à des pertes de paquets au niveau des signaux de commande. Un problème de co-conception est en fait traité, supposant la mise en place d'un canal de communication « MIMO » (multi-entrées multi-sorties) entre le régulateur centralisé et le système, la communication des signaux de commande étant certes soumise à des pertes de paquets, mais l'architecture MIMO permet toutefois d'avoir plus de voies de communication (multiplexées) que de signaux de commande à transmettre. Cela implique l'implémentation et donc le dimensionnement d'un codeur et d'un décodeur statiques aux entrées et sorties de ce canal MIMO, qui peuvent être vus comme des degrés de liberté salutaires. Les difficultés techniques majeures de ce problème de co-conception peuvent être résumées ainsi ; en premier lieu, trouver une solution analytique au problème de commande des NCSs multi-entrées revient à résoudre un problème dit de µ-synthèse. Deuxièmement, le problème de co-conception des gains de retour d'état, du codeur et du décodeur n'est pas simple et aucune méthodologie classique n'est encore disponible dans la littérature pour le traiter. Une condition suffisante est proposée dans ce chapitre permettant d'assurer les performances LQ stochastique pour le suivi de trajectoire. Plus précisément, une condition de stabilité formulée via des LMI sert de fondement, basée sur une condition de performance reliant la norme H2 entrée -sortie du système à piloter et le taux de transmission des paquets. L'expression des matrices de codage et décodage est alors dérivée au sens « Mean Square ». A cette condition de stabilité est rajoutée un objectif LQ stochastique. Cela aboutit à une équation de Riccati modifiée à temps-discret (MDARE). Afin de passer d'un problème de régulation à un problème de suivi de trajectoire, la reformulation classique du problème passant par l'ajout d'une équation de Sylvester à résoudre est enfin effectué.

Nous proposons finalement de résoudre l'équation de Riccati modifiée par une résolution itérative numérique, l'algorithme proposé ayant été conçu de façon à réduire le conservatisme associé. Les contributions de ce chapitre 3 peuvent être résumées ainsi ; dans un cadre méthodologique unifié, nous proposons de résoudre un problème complet de suivi de trajectoire, pour un système multivariable, via un support de communication MIMO présentant des pertes de paquet. Il ne s'agit donc pas d'un simple problème « académique » mais bien d'un problème pouvant être rencontré en vrai, se confrontant à plusieurs difficultés. D'un point de vue technique, nous considérons ici des matrices de codage et décodage pleines et non purement diagonales comme cela se voit habituellement dans la littérature ; ceci a le mérite de réduire le conservatisme en performance de la solution proposée. Nous avons rajouté aussi certains degrés de liberté comparativement aux résultats de la littérature, comme un nombre de canaux de communication supérieur aux nombres de signaux de commande, ou encore la capacité de transmission de chaque canal qui est considérée comme réglable, et non la capacité totale de tous les canaux.

Dans le chapitre 4, en lien avec le problème de filtrage robuste soumis à des pertes de paquets, l'hypothèse est faite que chaque signal de mesure est transmis au filtre par son propre canal indépendant, soumis à des pertes de paquets modélisables par une loi stochastique. Dans ce contexte, on cherche à concevoir le filtre de telle façon à ce que le modèle aux écarts est stable au sens des Moindres Carrés (Mean Square stability), tout en satisfaisant un certain niveau de performance H∞. Afin de pouvoir analyser la stabilité et ces performances H∞, un « opérateur adjoint » associé est introduit. Celui-ci permet d'en déduire une équation de Riccati modifiée menant à la solution de ce problème de filtrage H∞, associée à toute une méthodologie de synthèse. De plus, une condition nécessaire et suffisante est proposée en lien avec la stabilité au sens des moindres carrés du modèle aux écarts, établie sur la base du taux de transmission des paquets de chaque canal. Les contributions de ce chapitre 4 sont ; en comparaison du problème de filtrage robuste H∞ dans le cas déterministe, une extension a été proposée pour le cas stochastique, se basant sur l'opérateur adjoint et une équation de Riccati modifiée. Une autre contribution réside dans la relation proposée reliant la stabilité au sens des moindres carrés du modèle aux écarts, le taux de transmission des paquets et la mesure de Mahler caractérisant le système.

Des outils traitant des problèmes concrets de suivi de trajectoire et de filtrage robuste sont donc proposés dans les chapitre 3 et 4. Dans la continuité de nos développements pour une mise en oeuvre « pratique » des NCSs, il nous paraissait intéressant de traiter les problèmes d'implémentation sur mono ou multi-calculateur(s). C'est l'objet du chapitre 5, qui s'intéresse au choix de la meilleure réalisation de la loi de commande ou de filtrage à implémenter, meilleur au sens de la robustesse (résilience) vis-à-vis d'une part des retards inter-calculateurs support d'une implémentation potentiellement distribuée de cette loi, d'autre part des problèmes de quantification des coefficients, très souvent incontournables lors d'une implémentation sur une architecture CPU de type virgule fixe. Afin d'aborder ce problème, une représentation d'état de type descripteur est tout d'abord proposée, permettant d'expliciter, dans un même formalisme, les retards internes et les effets de quantifications des coefficients de l'algorithme de commande ou de filtrage. Sur la base de cette forme descripteur fondamentale, une condition de stabilité est déduite. Celle-ci peut être mise à profit de manière à trouver la réalisation optimale permettant de garantir la stabilité avec la précision minimale pour coder tous les coefficients. Cette forme descripteur universelle (modélisation des retards mais aussi des quantifications), ainsi que la condition de stabilité du NCS ainsi représentée constituent deux résultats originaux dans cette thèse.

Le chapitre 6 est un chapitre d'application, reposant sur un démonstrateur, sous forme d'un simulateur dans cette thèse, composé de deux robots mobiles devant coopérer pour transporter une charge commune tout en assurant un suivi de trajectoire. Suivant le schéma d'implémentation choisi pour une loi de commande ou de filtrage, via un superviseur ou distribuée sur les deux robots directement, la topologie et les perturbations associées du réseau de communication sont alors différents. Cet exemple simple mais reflétant des problèmes concrets a permis de montrer l'efficacité des outils et méthodologies produits dans les chapitres 3 à 5. Pour commencer, le problème de suivi de trajectoire a pu être traité à l'aide des outils du chapitre 3 (commande LQ stochastique et co-conception de la communication MIMO). Les hypothèses de travail étaient les suivantes ; nous supposions que la position et la vitesse dans le plan des deux robots étaient disponibles, sans retard, à l'aide d'un système de caméras. Ces mesures arrivent au niveau d'un ordinateur superviseur, assurant l'implémentation centralisée de la loi de commande. Les signaux de commande qu'il génère sont ensuite transmis par un réseau digital MIMO, soumis à des pertes de paquets mais présentant une paire de codeur -décodeur. Les objectifs de commande sont ; 1/ le barycentre des deux robots doit suivre une trajectoire prédéfinie, 2/ une interdistance constante doit être respectée entre les deux. La mise en oeuvre de la méthodologie de co-conception a ainsi permis d'obtenir différentes lois de commande, en prenant en compte seulement la condition de stabilité ou bien en considérant aussi un critère LQ de performance et les degrés de liberté supplémentaires apporter par les codeurs et décodeurs, et les gains en terme de performances atteignables ont pu être caractérisés en simulation. Par la suite, les résultats du chapitre 4 ont pu être mis en application en cherchant à estimer la vitesse du barycentre des deux robots, en supposant n'avoir accès qu'à la mesure de la position de deux robots. Ceci a donc permis de valider la méthodologie de synthèse de filtre robuste, toujours sous l'hypothèse de pertes de paquets. Un autre exemple de filtre (reconstruction de tout l'état du système, i.e. des deux robots) est pris en considération afin d'illustrer les travaux sur la recherche de réalisations robustes du chapitre 5. On suppose ici que l'ordinateur superviseur n'est plus disponible, et que l'on cherche à implémenter ce filtre de manière distribuée sur les deux robots ; chaque robot estime ces propres états, et partage les résultats de sa propre estimation avec l'autre robot. La communication est supposée perturbée par des retards de communication en plus des dégradations liées à la quantification. L'application des résultats obtenus au chapitre 5 permet de trouver la forme la plus robuste à cette distribution et aux dégradations internes (retards et quantification), et de connaitre aussi le nombre de bits minimum nécessaire pour le codage des coefficients de la représentation d'état.

En conclusion, cette thèse s'est intéressée au traitement des trois grands types de dégradations inhérentes à l'implémentation des lois de commande ou de filtrage via un réseau numérique ; les pertes de paquets, les phénomènes de retards ou les problèmes de quantification des données. Différents outils méthodologiques ont été proposés, afin de les prendre en considération, pour différents problèmes classiques de commande ; le suivi de trajectoire (chapitre 3), le filtrage ou l'estimation (chapitre 4), et l'implémentation de ces lois de commande ou de filtrage de façon distribuée (chapitre 5). Ces différentes méthodologies, pouvant avoir des retombées pratiques claires, prennent appui sur différents outils théoriques de modélisation ou de synthèse ; l'approche stochastique de la commande LQ, la notion de stabilité aux moindres carrés, Table 6- 
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1 max 1, () Over the past decade, the rapid development of computer, network and information technology has significantly changed the structure of control systems. In contrast with traditional point-to-point control structures, plants, sensors, actuators and controllers are now frequently coordinated through communication networks. Such feedback control systems are called networked control systems (NCSs) [1][2][3]. Figure 1-1 shows a typical structure of NCSs, wherein communications between devices deployed in different locations are realized through a shared digital network. In this case, devices such as controllers and sensors combine to form one or more closed-control loops to enable cooperating for completing work that cannot be done by partial devices. Such network-based structure further promotes the system's overall function and performance.
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Compared with traditional control systems, NCSs provide advantages of having low costs, low power consumption, high flexibility, strong expansibility, simple installation and maintenance [4][START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF], and they also enable resource sharing and remote operation. As a result, NCSs currently represent a research focus with wide applications in numerous fields, such as smart grids [START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF], intelligent transportations [START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF], sensor networks [START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF], remote control systems [START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF] etc. The digital communication network, however, is not a completely reliable transmission medium, and in NCSs, the imperfect channels can introduce constraints and uncertainties such as packet dropouts [START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF], time delays [START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF], fading [START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF], limited data rates [START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF], quantization [START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF], among which random packet dropouts, fading and time delays are more likely to occur in wireless networks caused by factors such as multi-hop or multi-path data transmissions, channel interferences and so on. These network constraints pose challenges during the analysis and synthesis of NCSs. Inserting unreliable communication networks into the sensor-to-controller and/or controller-to-actuator loop will inevitably reduce system performance or even lead to unstable NCSs. Therefore, many traditional control theories and design methods must be re-evaluated before they can be applied to NCSs, especially DNCSs (distributed networked control systems), which assume that the information interaction process between the plant, actuator(s), sensor(s) and controller(s) is "perfect."

In summary, the benefits of NCSs make them widely studied and applied by academia and industry; however, they require additional investigation for analysis and synthesis. Further research on NCS aims to aid integrating and developing control and communication technologies to provide theoretical significance and practical value.

Main constraints in NCSs

All research on NCSs into accommodating numerous network-induced constraints can be divided into two categories [2]: One method is to apply traditional control theories without regarding these constraints but then design a communication protocol that minimizes the occurrence of these issues. The other approach is to address network-unfavorable events as given conditions and then design ad hoc control strategies that explicitly consider them. Regardless of approach, the characteristics or mathematical expressions of the network constraints require discussion first. And this section thus introduces several common constraints in NCSs and some corresponding results.

Quantization

From a control perspective, quantizer is regarded as a class of nonlinear systems that converts the input to an element in a presupposed set. The elements of the presupposed set are called the quantitative levels of quantizers. Quantizers can be uniform or non-uniform according to the quantitative levels. One representative non-uniform quantizer is called the logarithmic quantizer with exponential quantization levels [START_REF] Liberzon | Hybrid feedback stabilization of systems with quantized signals[END_REF]. The uniform quantizer and logarithmic quantizer with infinite levels are shown in Figure 1-2, where v is the input of the quantizers and u is the quantized output. In Figure 1-2 (b), the lengths of each quantization level are equal for the uniform quantizer. Such quantizers are easy to be described by mathematically models, and their quantization error is often uniformly distributed and regarded as additive disturbance [START_REF] Widrow | Statistical theory of quantization[END_REF]. Therefore, when the input signal is small, the output signal is greatly affected by the quantization noise. For comparison, the SNR of each quantization level is equal for the logarithmic quantizer in Figure 1-2 (a), and when the input signal is small, its quantization levels are dense, and when the input signal is large, the quantization levels are sparse. In practice however, the quantitative levels of quantizers are always limited, and thus the practical application will also limit the values of the input and output signals. In the field of digital control or digital signal processing, signal quantization represents a problem requiring consideration. Because the bandwidth resources are limited in networked systems, the data transmitted through the network must be transmitted with as few bits as possible. Reducing the number of bits and quantization accuracy will inevitably increase the quantization error. It will affect the system performance and even lead to system instability; therefore, the quantizer influence on the performance of NCSs has attracted attention. The authors in [START_REF] Liberzon | Hybrid feedback stabilization of systems with quantized signals[END_REF] studied the stabilization problem of single-input systems with logarithmic quantized state feedback, where the coarsest quantization density required for quadratic stabilization was obtained regarding the Mahler measure of the plant, i.e., the absolute product of the unstable poles. The logarithmic quantizer proposed in [START_REF] Widrow | Statistical theory of quantization[END_REF], where the quantized data have uniform upper and lower bounds of relative error, is further described by a sector nonlinear approach in [START_REF] Fu | The sector bound approach to quantized feedback control[END_REF]. Then, the coarsest quantization is studied in [START_REF] Haimovich | On infimum quantization density for multiple-input systems[END_REF] in the multiple input case using the Lyapunov function approach, whereby the system can be stabilized using a one-dimensional subspace of the input space. Instead of a single quantizer, the authors in [START_REF] Gao | A new approach to quantized feedback control systems[END_REF] use separate quantizers at different inputs and obtain a sufficient condition for stabilization in terms of Linear matrix inequalities (LMIs). [START_REF] Brockett | Quantized feedback stabilization of linear systems[END_REF] proposed a class of uniform quantizers with time-varying characteristics, which can use only a few quantization levels under specific circumstances. In contrast, the authors in [START_REF] Rojas | Signal-to-noise ratio limited output feedback control subject to channel input quantization[END_REF] modeled the quantization errors of the logarithmic quantizer as uniformly distributed random noise, and further consider the output feedback stabilization in the mean square (MS) sense.

Quantization is also a problem requiring consideration in coefficients' representation for digital devices. Such devices entail finite precision, leading to some finite word length (FWL) effects that can influence the stability and performance of the system. In a decentralized architecture, these effects include: 1) computing devices embedded in such architecture often have reduced computing capabilities; 2) potentially numerous processors can be involved. There are two categories of FWL effects: 1) the roundoff noise due to the rounding of variables in mathematical operations [START_REF] Hao | An efficient controller structure with minimum roundoff noise gain[END_REF] and 2) the distortion of parameters resulting from coefficients' representation [START_REF] Hilaire | Finite wordlength controller realisations using the specialised implicit form[END_REF]. The FWL effects depend on the arithmetic format (floating point, fixed-point etc.) and chosen type of realization.

Network-induced delay

Time delays represent key indicators to measure the performance of networks. As shown in Figure 1-3, time delays can be introduced in the processing, sending and transmission of the data packets. Numerous factors such as network protocol, network topology, packet length and sending rate affect the characteristics of the network-induced delays. For example, TCP/IP protocols provide reliable transmission of data packets, regardless of possible collisions that might occur on the physical transmission medium, and thus TCP/IPs will result in packet delays but no packet dropouts. Network-induced delays take various forms in different studies: 1) Regarding the length, network-induced delays are divided into long time delays (larger than one sampling period) and short time delays; 2) regarding the time-varying characteristics of the network-induced delays, they are divided into fixed delays and time-varying delays.

Transmitter Receiver Channel

Processing delay

Sending delay

Transmission delay Time delays have received considerable attention in the field of networked systems, and thus researchers have developed different types of modeling and analysis methods for networks with time delays. For fixed time delays, the influence of time delays on system performance was studied in [START_REF] Astrom | Computer controlled systems: theory and design[END_REF]. While in [START_REF] Luck | An observer-based compensator for distributed delays[END_REF], a buffer with appropriate length was established to offset the impact of delays on system performance. For time-varying delays, [START_REF] Liou | A stochastic regulator for integrated communication and control systems: part Ⅰ-formulation of control law[END_REF] proposed to use time-driven samplers and event-driven actuators to regard the delays as a state. In [START_REF] Jeung | Robust controller design for uncertain systems with time delays: LMI approach[END_REF], robust control approach was used to treat the time-varying delay as an uncertain parameter of the system. In [START_REF] Hu | Stochastic optimal control and analysis of stability of networked control systems with long delay[END_REF], the stability analysis and controller design of NCSs with long time delays were studied using stochastic optimal methods. In [START_REF] Gao | A new delay system approach to network-based control[END_REF], a time-delay system method was proposed to study the H∞ control of NCSs with continuous time delays. It is worth noting that many results in the literature notably address delays only on the control and measurement signals between the controller and plant, while few papers handle internal delays inside a controller or filter.

SNR constraint

The signal-to-noise ratio (SNR) constraint is frequently used in information and communication theory. As shown in Figure 1-4 (a), v is the input of the channel, and u is the output and  the disturbance. For such models, the channel input signal v is often assumed to be a stationary process with given predetermined admissible power level v P , and the transmission process is supposed to be disturbed by a zero-mean white Gaussian noise  with known power spectral density P  . In this case, the signal-to-noise ratio of the channel in Figure 1-4 (a) is defined as

/ v
PP  , which can also be regarded as a given signal-to-noise ratio constraint on the channel. A large SNR implies that more reliable information can be transmitted through the channel. Stabilization under SNR constraints represents a fundamental issue in NCSs and is investigated in different studies. For instance, [START_REF] Braslavsky | Feedback stabilization over signal-to-noise ratio constrained channels[END_REF] provided a method to obtain the minimum SNR that ensures stabilization using static-state feedback for the single-input case regarding the topological entropy of the plant. On this basis, [START_REF] Freudenberg | Stabilization and disturbance attenuation over a Gaussian communication channel[END_REF][START_REF] Freudenberg | Minimum variance control over a Gaussian communication channel[END_REF] demonstrated that such requirements between the SNR and the topological entropy of the plant are necessary for stabilization even given the adoption of nonlinear control laws. In contrast, authors in [START_REF] Li | Optimal tracking performance of discrete-time systems over an additive white noise channel[END_REF] investigated the stabilization via a linear time-invariant (LTI) controller over the additive white Gaussian noise channel, where the minimum total transmission power required for stabilization is given in terms of the H2 norm of certain transfer functions. For the MIMO case, necessary and sufficient conditions for stabilization were obtained in [START_REF] Vargas | Stabilization of two-input two-output systems over SNR-constrained channels[END_REF] regarding the SNRs of the channels for both state and output feedback architectures.

 v u v u ( ) t  v u ( ) k  (a) (b) (c)

Fading channel

Fading represents a common issue in communication, especially in wireless networks. is a continuous-time random process. In recent years with the wide application of wireless network, the fading effect has received significant research. Considering feedback control over fading channels, author in [START_REF] Elia | Remote stabilization over fading channels[END_REF] presented the minimal capacity for MS stabilizing in terms of the Mahler measure of the plant. Following the work in [START_REF] Elia | Remote stabilization over fading channels[END_REF], [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF] focused on the network requirement for both state feedback and output feedback stabilization of MIMO plants over multiple fading channels and provided necessary and sufficient conditions for triangularly decoupled MIMO systems. In addition to stabilization problems, [START_REF] Wu | Kalman filtering over fading channels: zero-one laws and almost sure stabilities[END_REF] investigated probabilistic stability of Kalman filtering over fading channels and established stability conditions for upper and lower almost-sure stability. Authors in [START_REF] Wen | Recursive distributed filtering for a class of state-saturated systems with fading measurements and quantization effects[END_REF] considered distributed filtering problems over wireless sensor networks subject to fading measurements and deduced the matrix difference equations to pursue an upper bound for the filtering error covariance.

As shown in

Lossy channel

Packet dropout means that one or more packets cannot successfully reach the destination through the network [START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Xiong | Stabilization of linear systems over networks with bounded packet loss[END_REF]. As depicted in Figure 1234), the lossy channel subject to packet dropouts is regarded as a particular case of a fading channel, where stochastic multiplicative noise () k  takes value in set {0, 1}. The causes of packet dropouts include signal degradation, channel blocking, packet corruption and damage to the hardware or driver. In most network protocols, if the packet is sent and cannot be delivered to the receiver after a certain period, then it is judged as lost. Some network protocols, such as transmission control protocols (TCPs), provide reliable packet delivery schemes, so that in cases of packet dropout, the TCP will request the sender to retransmit the packets to the receiver repeatedly until they are correctly received. Other protocols such as the user datagram protocols (UDPs) do not provide for the recovery of lost packets and thus requires defining its own mechanism to deal with packet loss. For communication protocols with retransmission mechanisms, the frequent retransmission of lost packets may lead to larger transmission delays, and therefore some retransmission mechanisms cannot be applied in some real-time networked systems. What should the controller (or filter) do when packet dropout occurs? There are three categories: 1) if the input information is missing, then the input is set to zero (Zero-input) [START_REF] Zhang | Communication and control codesign for networked control systems[END_REF], ( ) 0 uk = ; 2) before the arrival of the new information, retain the previous input information (Hold-input) [START_REF] Ray | Integrated communication and control systems: part II-Design considerations[END_REF], ( ) ( 1) u k u k =-; 3) make predictions for the information and use it as the input information (Predictive-input)

[50], ( ) ( ) u k u k =
, where ˆ() uk is the estimation of () uk . Scheme 1 is relatively simple, but the non-smooth switch of input signal caused by the input to be suddenly set to zero may cause adverse system effects; scheme 2 can guarantee the smooth transition of the input signal but does not ensure a favorable system performance; scheme 3 can achieve ideal performance but requires extra costs of storage and computing. Choosing the above schemes thus depends on the situation.

Packet dropouts have received significant research. Based on the stochastic system approach, in [START_REF] Imer | Optimal control of LTI systems over unreliable communication links[END_REF], an optimal control problem was considered for NCSs with Bernoulli packet dropouts in both actuating and feedback channel by adopting UDP and TCP protocols respectively. The authors in [START_REF] Gupta | On stability in the presence of analog erasure channel between the controller and the actuator[END_REF] considered a stabilization problem with actuating channels subject to Bernoulli packet dropout, where the necessary and sufficient conditions are determined regarding the packet dropout probability and spectral radius of the system matrix. The stabilization problem for single-input single-output systems with Bernoulli packet dropouts was solved in [START_REF] Feng | Observer-based stabilizing controllers for discrete-time systems with quantized signal and multiplicative random noise[END_REF] by computing two algebraic Riccati equations and a Riccati inequality, which reveals the tradeoff between robust stability and performance. Furthermore, [START_REF] Feng | Output feedback stabilization for discrete-time systems under limited communication[END_REF] provides the solution for the multi-input multi-output case. For NCSs with packet dropouts driven by Markov chains in both actuating and feedback channels, the sufficient conditions for the system's stochastic stability as well as the design method of the controller are given in [START_REF] Wu | Design of networked control systems with packet dropout[END_REF] for both SISO and MIMO channel cases. Another method to analyze NCSs with packet dropout regards the switched system approach, whereby the NCSs subject to the packet dropout is regarded as a switched system within several subsystems to describe the status of the system with successful or failed data transfer. The Lyapunov function must be found and the switched system approach can be further adopted to perform stability analysis and controller design for NCSs. In [START_REF] Rainer | Towards networked control systems with guaranteed stability: using weakly hard real-time constraints to model the loss process[END_REF], the switched system approach is adopted to introduce the weakly hard real-time constraints to describe the packet dropout process in a non-probabilistic manner, and NCSs with packet dropout are modeled as a non-arbitrary switching system with a limited number of subsystems. Despite failures in updating the control input, this method guarantees the stability of the entire system in the classical sense of Lyapunov. In [START_REF] Zhang | Output feedback stabilization of networked control systems with packet dropouts[END_REF][START_REF] Zhang | Modelling and control of networked control systems with both network-induced delay and packet-dropout[END_REF], the authors described the closed-loop system with packet dropouts as a discrete-time switched system composed of four subsystems. The average dwell-time method is adopted to request the sufficient conditions for exponential stability of closed-loop systems as well as the design method for the observer-based output feedback controller. The relationship between system stability and packet dropout rate is also shown. Other approaches to addressing packet dropouts include the event-triggered method [START_REF] Wang | Event-triggering in distributed networked control systems[END_REF], predictive control method [START_REF] Li | Predictive observer-based control for networked control systems with network-induced delay and packet dropout[END_REF] and improved transmission protocol [START_REF] Georgiev | Packet-based control: the H2-optimal solution[END_REF]. Many studies are also devoted to the filtering problem [START_REF] Liang | Optimal linear state filter with multiple packet dropouts[END_REF][START_REF] Moayedi | Adaptive Kalman filtering in networked systems with random sensor delays, multiple packet dropouts and missing measurements[END_REF][START_REF] He | Networked strong tracking filtering with multiple packet dropouts: algorithms and applications[END_REF], control of multi-agents [START_REF] Dong | Distributed filtering for a class of time-varying systems over sensor networks with quantization errors and successive packet dropouts[END_REF][START_REF] Ray | Estimation of spatially distributed processes in wireless sensor networks with random packet loss[END_REF] and distributed control and filtering of sensor networks [START_REF] Zhang | Sampled-data consensus of linear multi-agent systems with packet losses[END_REF][START_REF] Garcia | Decentralised event-triggered consensus of double integrator multi-agent systems with packet losses and communication delays[END_REF][START_REF] Bof | Multiagent newton-raphson optimization over lossy networks[END_REF] over lossy channels.

Among the issues that lead to unreliable communication networks, the packet dropouts and network-induced delays are regarded as the main indexes to measure network performance and are known to primarily cause performance deterioration or the instability of NCSs [2,[START_REF] Wang | Robust H∞ control for networked systems with random packet losses[END_REF]. Many studies of NCSs have considered the influence of both factors; for example, the consensus problem of multi-agent systems with random communication delay and packet loss were considered in [START_REF] Zhang | Consensus of data-sampled multi-agent systems with random communication delay and packet loss[END_REF], where a queuing mechanism was applied and the switching process of the interaction topology of the network was modeled as a Bernoulli random process. In [START_REF] Rakkiyappan | Stochastic sampled-data control for synchronization of complex dynamical networks with control packet loss and additive time-varying delays[END_REF], a discrete-time controller with time-varying sampling periods was considered and is assumed to switch between different values in a random manner with given probability. A model was developed to describe the possible multiple random transmission delays and data packet losses by employing a group of Bernoulli distributed random variables in [START_REF] Sun | Modeling and estimation for networked systems with multiple random transmission delays and packet losses[END_REF][START_REF] Lehmann | Event-based control with communication delays and packet losses[END_REF] extended a state-feedback approach to event-based control to cope with communication delays and packet losses in the feedback link.

Relevant concepts

In this thesis, Chapters 3, 4 and 5 focus on trajectory tracking control, robust filtering and system realization, respectively. Therefore, some essential concepts related to these research contents are given in this section for better understanding.

Trajectory tracking control

The output regulation or trajectory tracking control problem is defined as allowing the controlled output of a system to track a reference signal, which is generated by a trajectory generator called an exogenous system. It is known that if a controller achieves exact tracking, then it must contain a copy of the exo-system.

The classical output regulation problem has been systematically investigated for continuous-time linear systems [START_REF] Davison | The robust control of a servomechanism problem for linear time-invariant multivariable systems[END_REF][START_REF] Francis | The internal model principle of control theory[END_REF] and discrete-time linear systems [START_REF] Huang | Nonlinear output regulation: theory and applications[END_REF] respectively. Some studies over the past dozen years have focused on the output regulation problem in networked environments with transmission uncertainties. The output regulation problem for continuous linear time delay systems is studied in [START_REF] Byrnes | Output regulation for linear distributed parameter systems[END_REF] using the operator approach and in [START_REF] Lu | Robust output regulation problem for linear time delay systems[END_REF] using the finite-dimensional linear state space techniques. Moreover, the output regulation problem is extended to a cooperative and distributed scheme with constraint as switching network topology [START_REF] Su | Cooperative output regulation with application to multi-agent consensus under switching network[END_REF]. Output regulation is alternatively addressed using input/output weighting estimators, and the classical internal model principle is extended to the so-called comprehensive admissibility [START_REF] Feng | Comprehensive admissibility for descriptor systems[END_REF].

Linear quadratic control

Linear quadratic (LQ) control regards an indispensable role in systems and control theory since it can obtain the optimal control law for feedback control to realize the closed-loop optimal control and is widely used as an optimal control method.

Such problems for deterministic systems have been investigated and reached a mature state in the 1970s [START_REF] Anderson | Linear optimal control[END_REF]. The optimal control problem for systems subject to stochastic perturbations and network-induced constraints has received equally considerable attention from the control community; for example, [START_REF] Liu | LQG control of networked control systems with limited information[END_REF] addressed the LQ control problem for NCSs subject to data rate constraints by employing a state feedback control scheme to achieve the minimum data rate for the MS stabilization of the system. To addresses the LQ problem for Itô-type stochastic systems with input delays, the authors in [START_REF] Wang | LQ control for Ito-type stochastic systems with input delays[END_REF] introduced a forward-backward stochastic differential equation-based approach to obtain the optimal controller. [START_REF] Zhang | On nearly optimal controls of hybrid LQG problems[END_REF] was concerned with the stochastic LQ control for Markovian jumping systems and used the averaging approach to aggregate states according to their jump rates. [START_REF] Schenato | To zero or to hold control inputs with lossy links?[END_REF] studied the LQ performance of systems where control signals are subject to packet dropout, and both zero-control and hold strategies are discussed. The authors in [START_REF] Gupta | Optimal LQG control across packet dropping links[END_REF] studied the LQ control problem for discrete-time linear systems over single packet-dropping link and proposed a controller-coding co-design method to address the lost packets, where estimated values are used to replace the missing measurements.

System realization

A given system can be expressed using equivalent realization forms with different coefficients, such as direct-form I, direct-form II, balanced realization, δ-operator realization, etc. When subject to coefficients' representation with FWL effects, these realizations are no longer equivalent, and it is therefore necessary to select the appropriate realization form based on the scenario.

The δ-operator generally has favorable FWL properties with coefficients' representation [START_REF] Gevers | Parametrizations in control, estimation and filtering problems[END_REF]. The state-space form can represent most realizations, and many realization problems are considered in the state-space framework [START_REF] Li | On the generalized DFLLT structure and its state-space realization in digital filter implementation[END_REF][START_REF] Wu | A unified closed-loop stability measure for finite-precision digital controller realizations implemented in different representation schemes[END_REF]; however, such representation is generally insufficient and entails several limitations. The descriptor model was thus introduced in [START_REF] Hilaire | A unifying framework for finite wordlength realizations[END_REF] to analyze deteriorations caused by FWL effects. In [START_REF] Feng | Generalised modal realisation as a practical and efficient tool for FWL implementation[END_REF], a new ρ-modal realization was constructed motivated by the δ-operator for implementing the filters or controllers with distinct poles in the descriptor model framework. [START_REF] Claveau | Modeling and analysis of networked control algorithms using descriptor models[END_REF] adopted the same descriptor framework to address the implementation problem of controllers/filters by involving time delays in the network among subsystems.

Singular system

Singular systems can be called generalized state space systems, implicit systems and descriptor systems [START_REF] Xu | Linear-quadratic zero-sum differential games for generalized state space systems[END_REF][START_REF] Iwasaki | LPV system analysis via quadratic separator for uncertain implicit systems[END_REF]. The applicability of singular systems is greater than that of normal state space system. The author in [START_REF] Luenberger | Singular dynamic Leontief systems[END_REF] first proposed the concept of singular system to describe the current transient phenomenon before and after failure in the power grid.

The descriptor/implicit model [START_REF] Dai | Singular control systems[END_REF][START_REF] Feng | Robust control of linear descriptor systems[END_REF] regards an important tool for analyzing and synthesizing control systems. [START_REF] Iwasaki | LPV system analysis via quadratic separator for uncertain implicit systems[END_REF] proposed a general framework in descriptor form to analyze the FWL effects of linear time-invariant digital filter implementations. [START_REF] Claveau | Modeling and analysis of networked control algorithms using descriptor models[END_REF] adopted the same descriptor framework to address the implementation of controllers/filters over NCSs, where communication delay is involved in the channel among subsystems. Moreover, control under unstable and nonproper input/output weight is addressed using descriptor models, while a structured controller with an extended internal model principle was derived in [START_REF] Feng | Comprehensive admissibility for descriptor systems[END_REF].

Research motivations and contents

This thesis proposes methodologies for analyzing and synthesizing NCSs subject to network-induced factors. Resilient NCSs are required to be designed, i.e., the given performance of NCSs can be guaranteed subject to network-induced factors such as packet dropouts and time delays. This section lists the motivations and research contents to facilitate discussion.

Research motivations

This thesis is motivated by the following difficulties in NCSs-related research: 1) determining an analytical solution to the synthesis problem of multi-input-multi-output NCSs regards an essential μ-synthesis problem, which can usually only be solved via iterative algorithms; 2) the synthesis problem with multiple coupled factors becomes significantly complicated to handle and more systematical methodologies need to be established; 3) in the presence of coupled multiple uncertainties, it becomes necessary to select the appropriate realization form for NCSs based on the scenario. Focusing on the above difficulties, several studies are considered in this thesis and the main research contents are introduced in the following subsection.

Research contents

According to the three difficulties in NCSs-related research mentioned in Subsection 1.4.1, in this thesis the following studies are carried out:

1) Regarding difficulties 1 and 2, the stochastic LQ control under asymptotic tracking is considered for MIMO discrete-time system with packet dropouts in Chapter 3. A pair of linear encoder and decoder is introduced in the transmitting side and receiving side of the channels to fully utilize the communication resource and achieve a better signal transmission. Some sufficient conditions are deduced to co-design the controller and coding matrices so that the tracking problem is solved and the stochastic LQ performance is guaranteed.

2) Regarding difficulty 1, the H∞ filtering problem is studied over lossy channels in Chapter 4. A MDARE-based solution is first derived to solve the filtering problem by introducing an adjoint operator for the error system, and to design the corresponding filter. Some necessary and sufficient conditions are further deduced for the error system to be MS stable. Finally, the relationships are clarified between the obtained modified discrete-time algebraic Riccati equation (MDARE) condition and the MS stability of the error system.

3) Regarding difficulty 3, Chapter 5 handles the realization problem of NCSs subject to deteriorations caused by both coefficients' representation with FWL effects and internal transmission delays. A descriptor model-based method is proposed to describe the realization problem subject to both internal time delays and FWL effects in a unified framework. Based on the descriptor model, the stability analysis condition for the controller/filter is deduced.

In Chapter 6, the control, filtering and realization methods proposed in Chapters 3-5 are applied to the cooperative robots and a series of simulations are presented to illustrate the effectiveness of the results. Finally, a summary of the research in this thesis is provided in Chapter 7.

The relationships among the above three studies are depicted in Figure 1-5. In Chapter 3, the trajectory tracking control is studied over lossy channels, where the system state is required for feedback stabilization to ensure the tracking performance of the closed-loop system. When the state signals cannot be accurately obtained or the measurement process is disturbed by disturbance, the filtering problem needs to be considered. In Chapter 4, the robust filtering problem is also considered over multiple lossy channels. In Chapter 5, the realization problem of controller or filter is considered.

When the state feedback controller and filter obtained are required to be further implemented in a centralized or decentralized manner, the realization method proposed in Chapter 5 can be adopted to deal with FWL effects and internal time delays. 

Conclusion

This chapter introduces the research background of the thesis and presents some existing research related to this thesis. On this basis, this chapter also summarizes the difficulties in the analysis and synthesis problem for NCSs. Then the main research content of this thesis and the relationships between chapters are discussed in the last section of this chapter.

Chapter 2 Preliminaries Results

This thesis is concentrated to networked-based systems with constraints such as packet dropouts and time delays, where several methodological contributions for analysis and synthesis are proposed. In this chapter, a brief introduction to some basic definitions and lemmas related to the research contents of this thesis is given to facilitate the further discussion.

Bounded power signals

Consider the following discrete-time real vector stochastic signal

  12 ( ) ( ) ( ) ( ) T m m u k u k u k u k = , (2-1) where ( ), 1, 2, , i u k 
i m =
are real discrete random processes. The mean and autocorrelation matrices are defined respectively as

  12 [ ( )] { ( )} { ( )} { ( )} T m E u k E u k E u k E u k , (2-2) 1 0 1 ( ) lim E{ ( ) ( )} N T uu N k R u k u k N  - → = =+  , ( 2-3) 
The power spectral density of ()

uk is 1 ( ) ( ) 2 jk uu uu k S R k e     - =- =  .
(2-4)

A stationary stochastic vector signal is said to have bounded power if

1. both () uu R  and () uu S  exist; 2. 1 2 2 0 1 lim E{|| ( )|| } N N k uk N - → =   .
For bounded power signal () uk , the following definition is introduced. Definition 2-1. (Power norm) [START_REF] Zhou | Robust and Optimal Control[END_REF] For a vector stationary stochastic signal

  12 ( ) ( ) ( ) ( ) T m m u k u k u k u k = , (2-5) 
which is power bounded, the semi-norm can be defined on as

1 2 0 1 || ( ) || lim {|| ( )|| } { (0)} N uu N k u k E u k Tr R N - → = = =  , (2-6)
where is the set of all signals with bounded power.

System norms

Consider a LTI system described by

( 1) ( ) ( ), ( ) ( ) ( ), x k Ax k Bu k y k Cx k Du k + = +   =+  (2-7)
where () 

n xk 
is the state vector, () m uk  is the control input, and () p yk  is the output measurement, respectively. A , B , C and D are known matrices with appropriate dimensions. The system transfer function is defined as

1 ( ) ( ) AB G z C zI A B D CD -  = = - +   , ( 2-8) 
and the following system norms are defined for () Gz. Definition 2-2. (H2 and H∞ norms) [START_REF] Zhou | Robust and Optimal Control[END_REF][START_REF] Chen | Optimal sampled-data control systems[END_REF] For a stable discrete-time system () Gz with state space realization ( , , , 0)

G A B C = , denote m w  and p z 
as the input and output signals of the system, respectively. The H2 and H∞ norms of this system are defined as

2 1 { ( ) ( )} 2 j H j G Tr G e G e d      - =  , (2-9) max sup [ ( )] j G G e     = .
(2-10)

Note that if w is a bounded power signal, it can be shown that

sup w z G w  = . (2-11)
And it is easy to validate that

22 2 0 , 0 G w z w      -   . (2-12)
Moreover, if w is a white disturbance signal, it can be shown that 2 Gz = .

In the study of the following chapters, packet dropouts will be considered and the stability of stochastic system is required to be analyzed. Therefore, the mixed norm for () Gz, which is related to stability of such systems, is defined as

2 2,1 1 2 1 max ( ) p ij i jm G G z =  =  , ( 2-13) 
where () ij Gz denotes the element of () Gz in i th row and j th column.

System stability

Different from the internally stability for deterministic systems, the MS stability is considered for stochastic systems in this thesis and the following definition is therefore introduced. Definition 2-3. (MS stability) [START_REF] Elia | Remote stabilization over fading channels[END_REF] Consider a closed-loop system ( 1)

( ) ( ) ( ) x k Ax k B k Kx k + = +  , ( 2-14) 
where ()

n xk  is the state vector and 1 ( ) [ ( ), , ( )] pp p k diag k k   =    is a random process with 22 { ( )} 0, { ( )} , i i i E k E k   =  = nn A   , np B   and pn K  
are all known matrices with appropriate dimensions. System (2-14) is said to be MS stable if for any bounded initial state (0)

x , { ( ) ( )} T E x k x k is well defined for all k and lim { ( ) ( )} 0 T k E x k x k → = .
(2-15)

For analyzing the MS stability of stochastic systems, the following stochastic small gain theorem is introduced here. [START_REF] Elia | Remote stabilization over fading channels[END_REF] For an internally stable system G with dimension pp  and a structured random process (2-17)

( ) k  ( ) G z ( ) y k ( ) w k
( ) [ ( ), , ( )] p k diag k k  =   (2-16) such that 22 { ( )} 0, { ( )} , 1, 2, , , i i i E k E k i p   =  = = the feedback interconnection in Figure 2-1 is MS stable if and only if the condition { { } } 1 G   holds,
The relation between the above Lemma 2-1 and the mixed norm defined in (2-13) will be further explained by Lemma 3-1 in Chapter 3.

The discrete-time singular systems is considered in Chapter 5 and the related definitions are therefore first given here. 

Matrices lemmas

At the end of this chapter, some lemmas related to matrices are given for further study in Chapters 3, 4 and 5.

Lemma 2-2. (Schur complement) [START_REF] Boyd | Linear matrix inequalities in systems and control theory[END_REF] For any real matrices 1 S , 2 S and 3 S with appropriate dimensions that 11 T SS = , 3 0 S  . Then there holds

1 1 2 3 2 0 T S S S S - - , (2-19) 
if and only if Lemma 2-3. (Block matrix inversion) [START_REF] Bernstein | Matrix mathematics: Theory, facts, and formulas with application to linear systems theory[END_REF] If a matrix is partitioned into four blocks, it can be inverted blockwise as follows

1 1 1 1 1 1 1 1 1 1 1 1 1 1 , ( ) ( ) ( ) ( ) AB A A B D CA B CA A B D CA B D CA B CA D CA B CD - - - - - - - - - - - - - -   + =     - - - -- - (2-22)
where A , B , C and D have arbitrary size and A and D must be square, so that they can be inverted. Furthermore, A and 1

D CA B - -
must be invertible. Equivalently, by permuting the blocks

1 1 1 1 1 1 1 1 1 1 1 1 1 1 . ( ) ( ) ( ) ( ) AB A BD C A BD C BD D C A BD C D D C A BD C BD CD - - - - - - - - - - - - - -   - =   -+   -- -- (2-23)
Here, D and V of column dimension m , there exists an unstructured matrix X that satisfies 0 U and V , respectively. Lemma 2-5. [START_REF] Khargonekar | Robust stabilization of uncertain linear systems: quadratic stabilizability and H∞ control theory[END_REF] Let  and  be any real matrices with appropriate dimensions.

T T T U XV V X U Z + +  , ( 2 
Then, for any scalar 0

  , 1 T T T T  -   +      +   . (2-26)

Conclusion

In this chapter, as preliminaries results, some basic definitions for signals, systems and matrices are first introduced. On this basis, some lemmas related to the research contents in the following chapters are further given to facilitate the following discussion.

Chapter 3 Stochastic Asymptotic Tracking Over Lossy Channels

Introduction

As previously mentioned in Subsection 1.4.1, the difficulties in designing NCSs mainly focus on the following aspects. First, an analytical solution to controller synthesis of multi-input NCSs turns out to be an essential μ-synthesis problem [START_REF] Feng | Output feedback stabilization for discrete-time systems under limited communication[END_REF][START_REF] Qiu | Stabilization of networked multi-input systems with channel resource allocation[END_REF]. Secondly, controller synthesis problem with multiple coupled factors becomes significantly complicated and harder to cope with [START_REF] Feng | Comprehensive admissibility for descriptor systems[END_REF][START_REF] Tsumura | Tradeoffs between quantization and packet loss in networked control of linear systems[END_REF]. Motivated by the above discussion, in this chapter, the stochastic LQ control under asymptotic tracking is considered for MIMO discrete-time system over lossy channels. To solve this objective control problem, the controller-coding co-design approach is adopted, i.e., a pair of linear encoder and decoder is introduced respectively in the transmitting side and the receiving side of the channels, in order to take full advantage of the communication resource and to achieve a better signal transmission. Sufficient conditions are deduced for co-designing of the controller and the coding matrices such that the tracking problem is solved and the stochastic LQ performance is guaranteed.

The contributions of this chapter are briefly discussed here. In the current tracking problem, multiple constraints as MIMO lossy channels, LQ performance requirement and coding strategy are investigated at the same time under a unified framework. Such multi-objective problem brings considerable difficulties during controller synthesis. This chapter presents a complete solution to the aforementioned problem. Moreover, different from the resource allocation technique reported in [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF][START_REF] Qiu | Stabilization of networked multi-input systems with channel resource allocation[END_REF] where diagonal coding matrices are adopted, full dimensional coding matrices are applied here to achieve less conservative performance of the closed-loop system.

Problem formulation

The overall setup of the control problem is depicted in Figure 3-1, where the controller connects to the discrete-time plant through the encoder, the multiple channels subject to packet dropouts and the decoder. The plant is described by the following discrete-time state-space representation

( 1) ( ) ( ), ( ) ( ) ( ), x k Ax k Bu k z k Cx k Du k + = +   =+  (3-1)
where () 

n xk 
is the state vector, () m uk  is the control input, and () p zk  is the controlled output for tracking some given reference, respectively. A , B , C and D are known matrices with appropriate dimensions. It is assumed that the matrix pair ( , ) AB is stabilizable.

Plant

x(k) F 2 Decoder Encoder Channels v(k) u(k) F 1 Exo-system r(k) + + z(k) Figure 3-1 System setup
The control law ()

vk is given by 12 ( ) ( ) ( ), v k F r k F x k =+ (3-2)
where

1 mq F  
is the feedforward gain related to the tracking reference, and 2 mn F   is the state feedback gain related to the LQ performance defined later, respectively. The signal () q rk  is the states vector of the following exo-system ( 1) ( ), ( ) ( ),

r rr r k A r k z k C r k +=   =  (3-3) with () r q zk
being the reference signal. The exo-system (3-3) is introduced here as an autonomous system that generates the reference signal to be tracked. More detailed descriptions about exo-systems may be found in [START_REF] Stoorvogel | Performance with regulation constraints[END_REF][START_REF] Stoorvogel | Control of linear systems with regulation and input constraints[END_REF]. Hence, the tracking error can be defined as

( ) ( ) ( ) r e k z k z k =- . (3-4)
Moreover, l unreliable communication channels are placed in the path from the controller to the plant. In some existing results, e.g. [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF][START_REF] Qiu | Stabilization of networked multi-input systems with channel resource allocation[END_REF], the number of channels is equal to the number of control signals, and the capacity of each sub-channel subject to certain lower bound is assumed to be flexible under total capacity constraint. Instead, in this chapter the capacity of each sub-channel is fixed a priori with an appropriate coding strategy to improve the efficiency of the network resource. Therefore, different from the above works, the lower bounds of sub-channels' capacities are decreased, and relatively less expensive sub-channels may therefore be used. In this case, the number of channels is assumed to be more than the number of control signals, i.e. lm  .  is introduced on each side of the l channels to give a degree of freedom for fully utilizing the resource of all the multiple channels. This transmission process is specified by the input () vk and output () uk as

( ) k  2 ( ) k  ( ) l k  Encoder Decoder 2 ( ) v k ( ) m v k 2 ( ) u k ( ) m u k 1 ( ) u k 1 ( ) v k
( ) ( ) ( ), u k k v k  = (3-5) where 1 ( ) [ ( ), , ( )] l k diag k k    = with ( ), 1, 2, , i k i l  = being Bernoulli
variables to specify the unreliable transmission process of each channel. Here ()

i k  take value in {0, 1} at any time instant k . ( ) 1 i k  = indicates that the transmission succeeds, otherwise ( ) 0 i k  = .
The probability of successful transmission is given as

{ ( )} ii Ek  = with (0,1] i  
. That is to say, the situation that the channel being completely blocked is not considered in this chapter. As known, encoder and decoder are generally viewed as a pair of invertible operators. Hence the design requirement on and is to satisfy the following constraint ,

I = (3-6) where 1 [ , , ] l diag  = .
Combining (3-1), (3-3) and (3-5), the closed-loop system is obtained as

21 21 ( 1) [ ( ) ] ( ) ( ) ( ), ( ) [ ( ) ] ( ) [ ( ) ] ( ). r x k A B k F x k B k F r k e k C D k F x k D k F C r k   + = + +   = + + -  (3-7)
Furthermore, we define the cost functional

1 0 1 ( , ) lim { ( ) ( ) ( ) ( )}, N TT N k J x u E x k Qx k u k Ru k N - → = =+  (3-8)
where the matrices 0 Q  and 0 R  . Now the problem under consideration is described as follows. 

Controller design

In this section, some results are derived to solve Problem 3-1. Firstly, a LMI-based stabilization condition is derived in the MS sense. Then, to consider the additional stochastic LQ control objective, a MDARE is conducted. Finally, relied on the stabilization results, the asymptotic tracking constraint is further fulfilled through solving a Sylvester equation.

MS stabilization

In this subsection, let us focus on MS stabilization. In other words, we consider Problem 3-1 with the requirements R2 and R3 being removed.

Theorem 3-1. R1 in Problem 3-1 is satisfied, if there exist matrices 0 X  , 0 W  , Y , and

lm U  
with T U U I = , such that the following conditions hold

1 1 { } , 1 T ii i UWU  -  - (3-10) 0, WY X      (3-11) 0 0. X AX BY B X I +        (3-12)
Then the state feedback gain 2 F in (3-2), encoder and decoder in (3-5) are constructed respectively as

1 2 , F YX - = (3-13) 1/2 1/2 , T UU -- =  =  (3-14) with 1 [ , , ] l diag  = .
The following lemma is introduced here for the derivation of Theorem 3-1. Lemma 3-1. Given an internally stable system G with dimension pp  , there holds

2 1 2,1 { { }} inf GG  -  =   , (3-15)
where  is a diagonal matrix with all diagonal elements being positive. Proof of Lemma 3-1: As represented by Lemma 2.2 in [START_REF] Rump | Optimal scaling for p-norms and componentwise distance to singularity[END_REF], for nonnegative matrix

M , there holds 1 { } inf , q MM  -  =   (3-16)
for 1 q    . Thus, there holds

1 1 { { }} inf { } , GG    -  =   (3-17)
where {} G  is defined in (2)(3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF]. And by the definition of

2,1  in (2-13), there holds 2 11 1 2,1 { } . GG  --   =   (3-18)
Then, it is obvious that

2 1 2,1 { { }} . GG  - =   (3-19)
Therefore, the proof is completed. □ Now, we are in the position to prove Theorem 3-1.

Proof of Theorem 3-1:

Note that for the Bernoulli process

( ), 1, 2, , i k i l  = given in (3-5), we have 2 { ( )} 0, {( ( ) ) } (1 ) 
.

i i i i i i E k E k       =  - = - (3-20)
Setting new random variables as ( ) [ ( ) ] /

i i i i kk     =- , yields 21 { ( )} 0, { ( )} 1, 1, 2, , . i i i E k E k i l    - = = - = (3-21)
Then the closed-loop system in (3-7) is rewritten as

22 ( 1) [ ( ) ] ( ) x k A BF B k F x k + = + +  (3-22) where 1 [ , , ] l diag  = , 1 ( ) [ ( ), , ( )] l k diag k k  = .
The above closed-loop system can be rewritten as

2 ( 1) ( ) ( ) ( ), x k A BF x k B w k + = + +  (3-23) 2 ( ) ( ), y k F x k = (3-24) ( ) ( ) ( ). w k k y k = (3-25)
Then it can be seen as the interconnection of two parts in Figure 2 

( ) ( ) T z F zI A BF B - = --  , 1 1/2 1 1/2 1 [( 1) , , ( 1) 
]

l diag    -- = - - , { ( )} T T z  = .
Next, we will show that under the conditions (3-10)-(3-12), (3-27) holds with 2 F , and given in (3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF] and (3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF]. To this end, () Tz is first rewritten as

1/2 1 1/2 22 ( ) ( ) . T T z UF zI A BF BU -- =  --  (3-28)
Then, it is observed by Lemma 3-1 that

2 21 2,1 { } inf ( ) . T T z    -  =   (3-29)
Next, we will show

2 21 2,1 { } ( ) 1, T T z    -     (3-30)
with  being selected as

1/2 -  =  .
By the definition, According to III. C in [START_REF] Scherer | Multiobjective output-feedback control via LMI optimization[END_REF], it can be concluded that

2 1/2 1/2 2,1 () Tz -  can be rewritten as 2 1/2 1/2 1/2 1/2 2,1 1 ( ) max { ( ) ( ) } 2 1 max{ ( ( ) ( ) ) } , 2 H j j ii i H j j T ii i T z T e T e d U T e T e d U                - - - - -   =    =   where 22 ( ) ( ) T z F zI A BF B = -- satisfies 2 0 2 1 ( ) ( ) 2
2 2 2 0 2 1 ( ) ( ) . 2 T T H j j W F XF F W F T e T e d      -   =  (3-35)
Therefore, it can be concluded with (3-10) that

2 1/2 1/2 2,1 1 ( ) max{ ( ( ) ( ) ) } 2 max{ } 1. H j j T ii i T ii i T z U T e T e d U UWU          - -   = =  Then, it is clear that 2 2 1/2 1/2 2,1 { } ( ) 1. T T z    -     (3-36)
Consequently, holds. Therefore, the closed-loop system (3-7) is MS stable. □

It can be seen from the proof that the controller synthesis problem of multi-input NCSs with packet dropout turns out to be a μ-synthesis problem. Compared with the resource allocation technique [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF][START_REF] Qiu | Stabilization of networked multi-input systems with channel resource allocation[END_REF], where diagonal coding matrices are adopted, full dimensional coding matrices are applied here to achieve less conservative performance. However, the solvability conditions (3-10)- (3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF] given in Theorem 3-1 result in a nonlinear matrix inequality problem. One can of course take a specific U to render the problem convex. However, proceeding with a specific U may lead to a conservative synthesis. It is essential to provide an iterative algorithm to find a less conservative solution (see Subsection 3.3.3).

Stochastic LQ control

In this subsection, we are concerned with LQ performance under MS stability, that is, Problem 3-1 with the requirement R3 being removed. Before proceeding, we rewrite the closed-loop system (3-7) with () rk been removed as 

l i i i i k diag k k k k i l        = = - = And the control law () vk in (3-2) is rewritten as 2 ( ) ( ). v k F x k = (3-38)
Theorem 3-2. R1 and R2 in Problem 3-1 are satisfied if there exist solution 0 P  and

lm U   with T U U I = to the following MDARE 1/2 1/2 1 , T T T T P A PA Q A PBU UB PA - = + -    (3-39)
where

1/2 1/2 [( ) ( )], TT R UB PBU  =   +  +   11 [ (1 ), , (1 )] 
, given in . To this end, we define

ll diag      = - - 1 [ , , ],
[ ( )] { [ ( ) ( )] }. T V x k Tr E x k x k P = (3-42)
For the closed-loop system

2 ( 1) ( ) [ ( )] ( ), x k Ax k B I k F x k + = +  +  (3-43)
it can be concluded that

22 22 [ ( 1)] { [ ( 1) ( 1)] } { { ( ) ( )[( ) ( )]}} { { ( ) ( )[( ( ) ) ( ( ) )]} { [ ( ) ( )] } { [ ( T TT TT TT V x k Tr E x k x k P Tr E x k x k A B F P A B F Tr E x k x k B k F P B k F Tr E x k x k A PA Tr E x + = + + = +  +  +   =+ 1 22 ) ( )][( ) ]}, TT k x k F F -  where 1/2 1/2 ˆ[( ) ( )] TT UB PBU  =   +    .
Substituting , and (3-41) into the above formula, yields

1 22 [ ( 1)] [ ( )] { [ ( ) ( )] } { [ ( ) ( )][( ) [( ) ] ]} [ ( )]. T TT V x k V x k Tr E x k x k Q Tr E x k x k F R F V x k - + = - -   +  
Therefore, it can be obtained that lim { ( ) ( )} 0

T k E x k x k → =
, which indicates that the closed-loop system (3-7) is MS stable. □

For further considering the functional ( , )

J x u in (3-8), we define 1 [ ( )] ( ) ( ), T V x k x k Px k = (3-44) 1/2 1 1/2 () ( ) . () Q x k zk R u k  =   (3-45) Noticing 1/2 1 1/2 2 () ( ) , [ ( )] ( ) Q x k zk R I k F x k  =   +   (3-46)
there holds

2 1 1 1 ( ) ( 1) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 2 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 2 ( ) ( T T T T T T T T T T T T T T T T T T T T T T T T z k V k V k x k Qx k v k v k v k k k v k v k k v k x k A PAx k v k B PB v k v k k B PB k v k v k B PB k + + - = +   +     +    + +   +     +    ) ( ) 2 ( ) ( ) 2 ( ) ( ) ( ) ( ) ( ). T T T T T vk x k A PB v k x k A PB k v k x k Px k +  +   -
Note that the random variable () k  is independent of the control law () vk , which is a static linear function of the state () xk . Hence, taking expectations from both sides, together with (3-39), yields

2 1 1 1 1/2 2 2 2 1/2 1 1/2 { ( ) } { ( 1)} { ( )} { ( ) ( )} {2 ( ) ( )} { ( ) ( )}. T T T T T T T T T T E z k E V k E V k E x k F F x k E x k A PBU F x k E x k A PBU UB PAx k - + + - =  +  +    where 1/2 1/2 [( ) ( )] TT R UB PBU  =   +  +   . Note that 2 1 1 0 ( , ) { ( ) } 1 lim [ ( ) ( ) ( ) ( )], N TT N k J x u E z k E x k Qx k u k Ru k N - → = = =+ 
Then, it can be obtained that

2 1/2 1 1/2 2 ( , ) [ ] ( ) (0) (0). TT J x u F UB PA x k x Px - =  +   + (3-47)
It is easy to conclude that ( , )

J x u is minimized if 1 1/2 2 . T F UB PA - = -  (3-48) Noticing that 1/2 , IU -  = =  and 1/2 T U - =, multiply
 at both sides of and the state feedback gain 2 F is given by

1 1/2 2 TT F U UB PA - = -  . (3-49)
And, the proof is completed. □

Algorithm 3-1

Step 1: give the number of the iteration 1 N . Set 0 k = and the initial condition ( 1) ( )

T T T T P k A P k A Q A PBU UB PA - + = + -    , where 1/2 1/2 [( ) ( )] TT R UB PBU  =   +  +   ;
Step 4: set 1 kk =+, go to Steps 3. If ( 1) ( )

P k P k  + -  with  being a small positive number, stop. If 1 kN  , stop.
The MDARE in Theorem 3-2 is solvable, if there exists a state feedback gain 2 F such that the system (3-37) is MS stable [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF][START_REF] Zhou | Distributed Kalman filtering over wireless sensor networks in the presence of data packet drops[END_REF]. It is well known that solving modified Riccati equation in the stochastic setting with close-form solution is still an open problem [START_REF] Xiao | Feedback stabilization of discrete-time networked systems over fading channels[END_REF][START_REF] Zhou | Distributed Kalman filtering over wireless sensor networks in the presence of data packet drops[END_REF]. To be worse, the MDARE (3-39) also includes the matrix U , which makes the corresponding solvability condition even harder. In Algorithm 3-1, an iterative method is proposed for numerical solution to MDARE (3-39) with a fixed U .

Asymptotic tracking

In this subsection, a sufficient condition is given for designing the feedforward gain 1 F in (3-2) such that the tracking requirement R3 defined in Problem 3-1 is fulfilled. Moreover, the feedforward gain 1 F is given as

12 , rr F Y F X =- (3-51)
where 2 F can be chosen as any feedback gain that ensures the MS stability of the following closed-loop system

22 ( 1) ( ) ( ) ( ) ( ). x k A BF x k B k F x k + = + +  (3-52) 
Proof of Theorem 3-3:

Substitute (3-51) into (3-50), yields 21 21 ( ) , 0 ( ) 
. r r r rr X A A BF X BF C DF X DF C = + + = + + - (3-53) 
By defining ( ) ( ) ( )

r x k x k X r k =-
for the closed-loop system (3-7), it is observed that 

2 1 2 1 ( 1) ( 1) 
( ) ( ) ( 1) 
( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ), r c c r rr x k X r k A x k B r k X r k A BF x k BF r k B k F x k B k F r k X A r k + - + = + - + = + + +  +  -
( )[ ( ) ( )] ( ) ( ) ( ) ( ) ( ( ) ) ( ) ( ) ( ). r r r x k x k X r k A BF x k X r k B k F r k B k F r k A B k F x k B k Y r k  + = + - + = + - +  +  = + +  Note that 2 [ ( ) ( )] 0 E B k F r k  = , then is observed that lim [ ( )] 0 k E x k → = . (3-54) ( 1) ( 1) 
According to (3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF] and () ek defined in (3-7), it can be obtained that

21 21 lim[ ( )] lim [( ( ) ) ( ) ( ( ) ) ( )] lim [( ) ( ) ( ) ( )]. r kk r k e k E C D k F x k D k F C r k E C DF x k DF C r k  → → → = + + - = + + - By defining ( ) ( ) ( ) r x k x k X r k =-
, the above equation can be rewritten as F , among which 2 F is the state feedback gain that can be previously computed by Theorem 3-1 or Theorem 3-2. So far, all the conditions needed to solve the Problem 3-1 have already been presented. Therefore, the following complete conditions are given to solve the Problem 3-1. In the section 3.3.2, a simple and efficient Algorithm 3-1 is provided to solve the MDARE provided in Theorem 3-2. However, the certain solution of MDARE by directly applying a specific U matrix may lead to a conservative synthesis. Therefore, an iterative process taking benefits from Theorems 3-1 and Theorems 3-2 is proposed as Algorithm 3-2 to design iteratively the matrix U and feedback gain 2 F in order to reduce the conservatism of the results.

22 21 2 2 1 lim[ ( )] lim [( ) ( ) ( ) ( )] lim [( ) ( ) ( ) ( )] lim [( ) ( ) ( ) ( )].
Theorem 3-4. Problem 3-1 is solvable if there exist matrices lm U   satisfying T U U I = , 0 X  , 0 W  , 0 P  , Y ,
29

Algorithm 3-2

Step 1: give the number of the iteration 1 N . Set Step 6: set 1 kk =+, and go to Step 5. If ( 1) ( ) Step 8: if 

0 i = , 0 k = .
P k P k  + -  with  being a small positive number, set ( 1) 
j P P k =+ , () j U U c = , 1 jj =+, 1 cc =+, 0 k =
1 (0)( ) (0) 

Conclusion

In this chapter, the stochastic LQ control problem under asymptotic tracking is considered for linear discrete-time systems over lossy channels. In order to solve this problem, a theorem that reveals the fundamental limitation among the H2 norm of the plant, data arrival rates and coding matrices is first derived such that the closed-loop system is MS stable. To further consider the LQ performance objective, a new condition is proposed that gives way to the controller synthesis for minimizing the stochastic LQ criterion under the MS stability constraint. Finally, a Sylvester equation is appealed for the asymptotic tracking issue and the resulting feedforward gain is structured. The methods proposed in this chapter will be verified by the simulation in Subsection 6.3.

For the control method proposed in this chapter, the state of the plant are required for feedback control to ensure the tracking performance of the closed-loop system. When the accurate state values are not directly available, instead the filtering problem needs to be considered to obtain the estimated state values. And the next chapter will focus on the robust filtering problem.

Chapter 4 Robust Filtering Over Lossy Channels

Introduction

In this chapter, the robust filtering problem is considered over multiple lossy channels. In order to analyze the stability and H∞ performance of the error system, a corresponding adjoint operator is therefore introduced. Then, the modified algebraic Riccati equation is derived to solve the H∞ filtering problem, and the design method for the corresponding filter is also given. Furthermore, the necessary and sufficient conditions are deduced for the existence of the filter such that the error system is MS stable, while the relationships between the MS stability of the error system and the channel parameters are derived.

The contribution of this chapter is detailed here. Different from the H∞ filtering method for deterministic systems, an adjoint-operator-based approach is proposed in this chapter and the traditional Riccati-equation-based H∞ filtering method [START_REF] De Souza | On the discrete-time bounded real lemma with application in the characterization of static state feedback H∞ controllers[END_REF] is therefore extended. On the other hand, the relationships among the MS stability of the error system, data arrival rates of the channels and the mahler measure of the plant are also deduced.

Problem formulation

Consider the following LTI discrete-time system . In this case, the information received by the filter can be given as ˆ( ) ( ) ( )

1 2 ( 1) ( ) ( ), ( ) ( ) ( ), ( ) ( ), x k Ax k Bw k y k C x k Dw k z k C x k + = +   =+   =  (4-
i i i y k k y k  = , where ( ) {0,1} i k   is a Bernoulli random variable with the following characteristics         Prob ( ) 1 E ( ) , Prob ( ) 0 1 E ( ) 1 , i i i i i i kk kk       = = =    = = - = -   (4-2) where (0,1] i  
is the data arrival rate of each channel. Under the above transmission strategy, the input of the filter can be expressed as ˆ( ) ( ) ( ) In this chapter, the filter with the following structure is considered

y k k y k  = , (4-3) 
1 2 ˆˆ( 1) ( ) ( )[ ( ) ( )], ˆ ( ) ( ), x k Ax k L k y k C x k z k C x k  + = + -   =  (4-4)
where ˆ()

n xk 
is the state vector of the filter and L is the filter gain to be designed.

Defining ( ) ( ) ( ) e k x k x k

=-, and by combination of (4-1), (4-3), (4-4), the error system can be obtained as It is noticed that the rewritten error system (4-7) is a stochastic system with the disturbance () wk and random variable () k  . In order to better detail the filtering problem under consideration and to further analyze the considered performance of the error system (4-7), the following definitions are first given.

Definition 4-1. The error system (4-7) is said to satisfy the H∞ performance index  if it is MS stable and satisfies the following performance requirement 

  12 ( ) ( ) ( ) ( ) T m m u k u k u k u k = , (4-9)   12 ( ) ( ) ( ) ( ) T m m v k v k v k v k = , (4-10) 
the N-point inner product is defined as Now the filtering problem considered in this chapter can be summarized as the following problem 4-1.

1 0 1 ( ), ( ) E{ ( ) ( )}. N T N k u k v k u k v k N - = =  ( 
Problem 4-1. Design the filter gain L in (4-4) such that the error system (4-7) is MS stable and satisfies the H∞ performance index  .

Filtering method

In this section, some solvability conditions are derived to solve Problem 4-1. For this purpose, an adjoint operator-based approach is first proposed. The relationships between the MS stability of the error system (4-7) and the data arrival rate i  are also derived.

Adjoint operator

In this subsection, an operator for error system (4-7) is first defined and its adjoint operator is further obtained. Based on the obtained operators, a related Lemma 4-1 is proposed, which will be adopted to analyze the H∞ performance of error system (4-7) in Subsection 4.3.2.

It can be obtained from (4-7) that is the adjoint operator of (4-14).

It is obvious that (4-7) is the state space representation of defined in (4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF].

And for further discussion of the MS stability of error system (4-7) in Subsection 4.3.2, the state space representation of a in (4-15) also needs to be acquired. Now, we are in the position to obtain it. By substituting (4-13) into (4-18), it can be obtained that

1 1 1 2 0 0 0 1 2 0 11 E ( ) ( ) E { ( , 1)[ ( ) ] ( )} ( ) 1 E { ( , 0) (0)} ( ) 1 E N N k TT e e e k k j N T e k T z k z k C k j B L k D w j z k NN C k e z k N w N  - -- = = = - =     =  + -             +    = 1 0 1 ( ) ( ) E (0) (0) . N T aa k k w k e e N - =     +         
In the above equation, noticing for formula and () a wk can be selected as

1 2 0 1 2 1 (0) ( , 0) ( ), ( ) [ ( ) ] ( , 1) ( ) 
.

N TT ae j N T T T ae jk e j C z j w k B L k D j k C z j  - = - =+  =      = -  +    (4-19) Defining 1 2 1 ( ) ( , 1) ( ) 
N TT ae jk x k j k C z j - =+ =  + 
, there holds

1 2 1 22 1 1 22 1 1 ( ) [ ( ) ] ( ), ( 1) ( , ) ( ) ( , ) ( ) ( , ) ( ) ( 1, ) ( , 1) ( ) ( ) 

[ ( ) ]

T aa 

N TT ae jk N T T T T ee jk N T T T T ee jk w k B L k D x k x k j k C z j j k C z j k k C z k k k j k C z j C z k A L k C x   - = - =+ - =+ =- -=   =  +   =  +  + +  =- 2 ( ) ( ).
L k C x k C z k w k B L k D x k    -= - +   =-   (4-20)
Defining k N k =-, the above system (4-20) can be rewritten as

12 ( 1) [ ( ) ] ( ) ( ), ( ) [ ( ) ] ( ). TT a a e T aa x k A L k C x k C z k w k B L k D x k    + = - +   =-   (4-21) where ( ) ( ) aa x k x N k =-, ( ) ( ) aa w k w N k =-, ( ) ( ) ee z k z N k =-, ( ) ( ) k N k  =-.
It is obvious that (4-21) is the state space representation of the operator a defined in (4-15).

Next, the following lemma 4-1 is given for operator in (4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF] and its adjoint operator a in (4-15), which will be used in discussing the H∞ performance of the error system (4-7) in the next subsection.

Lemma 4-1. When (0) 0, (0) 0 a ee == , for the operator (4-14) and its adjoint operator (4-15), there holds By combination of (4-25) and (4-28), it is obvious that Then the error system (4-7) meets the following requirements 1. when ( ) 0 wk = , the error system (4-7) is MS stable; 2. when 0 ( ) 0 wk , the error system (4-7) satisfies the performance requirement Moreover, the filter gain L in (4-4) is given as

1 2 2 2 1 1 1 2 ˆˆˆˆˆˆ[ ][ ( )] T T T T T T L APC BD C PC DD S C PC DD S - = + + -+  + (4-32)
where 

1 1 0 Ĉ C  =   , 1 2 2 1 ˆC C C  -  =   , 0 D D  =   , 1 0 ˆ00 I S  =   , 2 0 Ŝ I  =  

Proof of Theorem 4-1:

The proof for the MS stability is first given. It is known that the error system (4-7) is MS stable if and only if system (4-20) is MS stable [START_REF] Feng | Robust optimal filtering over lossy networks[END_REF].

Noticing that (4-20) and (4-21) represent the same system. the MS stability of system (4-21) is therefore considered here, and the following Lyapunov function is defined for it as ( ) ( ) ( ).

T aa V k x k Px k = (4-33)
By combination of (4-21) and (4-33), it can be obtained that

22 2 2 1 1 E{ ( )} E{ ( 1) ( )} ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) [ ( )] ( ), T T T T T T a a a e e a T T T T T T e e a a a a Vk V k V k x k APA x k x k APC z k z k C PA x k z k C PC z k x k Px k x k L C PC L x k   = + - = + + + - + where 1 . I  - =-
When ( ) 0 e zk= for the system (4-21), the above equation can be rewritten as 

11 { ( 1) ( )} { ( )[ [ ( )] ] ( )}. T T T T aa E V k V k E x k APA L C PC L P x k  + - = + - ( 4 
T T T T T P APA BB APC U C PA U U U -- = + + - , (4-35) 
1 32 into equation , it can be calculated that

L U U - = , (4-36) where 2T 1 2 2 0 U I C PC  = -  , T T T 1 T 3 1 1 2 1 2 U C PA DB C PC U C PA - = + + , T T T 1 T 2 1 1 1 2 1 2 1 ( ) ( ) U H C PC DD C PC U C PC  - = + + + . Substituting equation
1 1 1 1 2 1 2 3 2 3 3 2 3 3 2 3 1 2 1 2 3 3 2 1 1 1 2 1 2 [ ( )] , T T T T T T T T T T T T T T T T T T T T T P APA BB APC U C PA U U U U U U U U U APA BB APC U C PA LU U L LU L APA BB L C PC DD L APC U C PA  - - - - - - = + + - - + = + + - - + = + + + + which indicates that 11 ( ) 0 T T T APA L C PC L P  + - (4-37)
with 1 0 U  holding. Substituting (4-37) into (4-34), it can be observed that { ( 1) ( )} 0

E V k V k + -  holds, which means { ( 1) ( 1)} { ( ) ( )}. TT a a a a E x k Px k E x k Px k + +  (4-38) Hence, there holds { [ ( 1) ( 1)] } { [ ( ) ( )] } TT a a a a Tr E x k x k P Tr E x k x k P + +  , (4-39) which indicates that lim { ( ) ( )} 0 T aa k E x k x k → = .
(4-40) Therefore, the system (4-21) is MS stable, and the error system (4-7) is thus MS stable.

For further considering the H∞ performance of the error system (4-7), it can be obtained by (4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF] 

V k z k z k w k w k z k z k w k w k z k z k w k w k x k x k x k z k z k x k z k z k z      =  - + + - = - +  +  +  +  = 1 11
( ) ( ) ( ) ( )} ( )[ ] ( ) [ ( ) ( ) ( )] [ ( ) ( )], TT e a a a a T e a e a k z k w k w k x k x k z k k x k z k x k - -- - +  -   + +    +   where 11 1 1 = + [ ( )] T T T T T APA BB L C PC DD L P   + + -, 21 12 = T  , 2 22 2 2 =C 0 T PC I   -  , 12 2 = T APC  .
Under the zero-initial condition, there holds 

E{ ( )} ( ) (0) E{ ( ) ( ) ( ) ( )} E{ ( )[ ] ( )} E{[ ( ) ( )] [ ( ) ( )]}. N k T T T NN kk e e a a a T N k a e a e a V k V N V z k z k w k w k x k x k z k x k z k x k  - = - -- == -- - =  = -  = - +  -     + +    +   
From the above formula, it can be obtained 

E{ ( ) ( ) ( ) ( )} ( ) E{[ ( ) ( )] [ ( ) ( )]} E{ ( )[ ] ( )}. TT N k a a e e T N k e a e a T N k aa w k w k z k z k V N z k x k z k x k x k x k  - = -- - = - - = -  = - + +    +    +  -   
By substituting equation (4-36) into equation , there holds E{ ( ) ( ) Therefore, (4-7) is MS stable with satisfying the given H∞ performance index  . □ Theorem 4-1 details the design method for the filter gain L such that the error system (4-7) is MS stable and satisfies the given H∞ performance index  . It is obvious H∞ performance indicates MS stability of the error system. And the conditions need to be further discussed for the existing of the filter gain L such that the error system (4-7)

( ) ( )} ( ) E{[ ( ) ( )] [ ( ) ( )]} 0, TT N k a a e e T N k ea w k w k z k z k V N z k x k z k x k ea  - = -- - = -  = - + +    +     which means that 2 1 0 lim E{ ( ) ( ) ( ) ( )} 0 TT N k a a e e N w k w k z k z k  - = → -  . Therefore,
is MS stable. Therefore, the stabilizability conditions are given in the next subsection, which reveals certain relationships among the MS stability of the error system (4-7), data arrival rate i  in (4-2) and the Mahler measure of system matrix A in (4-1).

Before further discussion, a useful technique called Wonham decomposition is briefly reviewed first. It was proposed in [START_REF] Wonham | On pole assignment in multi-input controllable linear systems[END_REF] to solve the multi-input pole placement problem. ,. 00

Ab AB                 (4-44)
Then we proceed to do the controllable-uncontrollable decomposition on the matrix pair 

0 0 0 0 mm Ab Ab Ab                                      (4-
()

p i i A  - = -   (4-48)
where () A is the Mahler measure of matrix A . Conversely, if

() ( ) 1 ii A  - - (4-49) 21 
then there exists a filter gain L such that the error system (4-7) is MS stable.

Proof of Theorem 4-2:

The error system (4-7) is MS stable if and only if the following system

1 ( 1) [ ( ) ] ( ) T e k A L k C e k  + = - (4-50)
is MS stable [START_REF] Feng | Robust optimal filtering over lossy networks[END_REF], which can be rewritten as

1 ( 1) ( ) ( ), ( ) ( ), ( ) ( ) ( ), TT T e k A e k C d k f k L e k d k k f k   + = +  =-   =  (4-51) where 1 A A LC =- , 11 CC  = .
We first show the necessity. We will show that if system (4-51) is MS stable, then the condition (4-48) holds. From (4-51), there holds

1 ( ) ( ) ( ) ( ) d k q k f k  =
, where 1 qis the shift operator and R  be the i th element of () fk and the auto-correlation matrix of () dk , respectively. Then we have Since system (4-51) is MS stable, the diagonal entries of  are all less than 1. On the other hand,  can be rewritten as Since the matrix J is positive definite, Hadamard's inequality [103] gives

1 2 0 1 ( ) lim { ( ) ( ) ( ) ( )} ( )( ) ( ) N TT df N k R k f k f k k D N           - → = = + + = -  (4-53) with 12 ( ) diag{ ( ), ( ), , ( )} f f f fp D R R R     = , ( 
, 1 det{ } p ii i JJ =   . (4-59)
Therefore, we have (1 ) ()

pp i i i ii A    -- == -   , ( 4-60) 
which leads to inequality . Now, the sufficiency is shown. According to Lemma 2-1, the error system (4-7) is MS stable if there exists a scaling matrix and an estimation gain L such that 

=

, where 0   is sufficiently small. Then with the Wonham decomposition (4-47), we have

1 1 1 1 1 1 11 ( ) ( ) , T T T z L U zI U A U U C L U - - - - - - = - - + (4-62)
where

1 1
diag{ , , }+ ( )

T T T p U A U A A o  - = , 1 11 diag{ , , }+ ( ) T T T p U C U c c o  - =
, and ( )/ o  approaches to a finite constant when  approaches to zero. Hence, there holds (1 ) As detailed in Theorem 4-1, the error system (4-7) is MS stable if the MDARE (4-30) holds. And according to Theorem 4-2, the condition (4-48) must be ensured when error system (4-7) is MS stable. Therefore, the following Remark 4-1 further discusses the relationships between the MDARE given in Theorem 4-1 and the condition given in Theorem 4-2.

T T T T i i i i i i i i i i i i i i P A PA A Pc c Pc c PA  - + =- . ( 4 
i i i i zA  -- - . ( 4 
Remark 4-1. When 1 p = , ( ) 0 wk = , the error system (4-7) can be rewritten as 

11 ( 1) ( ( ) ) ( ) e k A L C L k C e k    + = - - . ( 4 
TT T e k A L C e k C d k f k L e k d k k z k    + = - +  =-   =  (4-72) is MS stable. Denote ( ) ( ) ( ) T V k e k Pe k = , it can be obtained that 11 1 1 1 1 ( 1) ( ) ( )[( ) ( ) ] ( ) ( ) ( ) 2 ( )( ) ( ). TT T T T T V k V k e k A L C P A L C P e k d k C PC d k e k A L C PC d k   +- = - - - + + -
By (4-35), we have

2 1 1 1 1 ( ) ( ) [( ) ] 0. T T T A L C P A L C L C PC L P     - - + - - (4-73)
Hence,

2 2 2 11 1 1 1 1 ( ) ( 1) ( ) ( )[1 ( ) ] ( ) ( ) ( ) 2 ( )( ) ( ). T T T T T T T f k V k V k e k L C PC L e k d k C PC d k e k A L C PC d k   + + -  - - + + - Since () ek is independent of () dk , it can be obtained that 2 2 1 1 1 1 2 ( ) ( ) TT C PC f k C PC  - . (4-74) That is 2 2 2 ( ) 1/ ( ) fk  -
. On the other hand, by the same method in the proof of Theorem 4-2, it can be obtained that which is a special case of . In this case, the sufficiency condition in (4-48), which ensures the error system (4-7) to be MS stable is also implied in the MDARE (4-30).

2 2 2 2 2 ( ) ( ) f k A  -- - . ( 4 

Conclusion

In this chapter, the robust filtering problem is considered over lossy channels. To consider the H∞ performance of the error system, an adjoint operator is introduced. A MDARE-based solution is further proposed to solve the filtering problem, and the design method for the corresponding filter is simultaneously proposed. Then, the necessary and sufficient conditions are deduced for the existence of the filter such that the error system is MS stable subject to packet dropouts. Meanwhile, the relationships between the obtained MDARE and the MS stability of the error system are also discussed. The effectiveness of the filtering method proposed in this chapter will be verified by the simulation in Subsection 6.4.

Chapter 5 Realization of Network-based Systems

Introduction

The trajectory tracking control problem and robust filtering problem are respectively considered in Chapter 3 and Chapter 4. For practical application, the controller and filter need further implementation. This chapter addresses the realization problem of the filter/controller. Implementation on a digital process entails finite word length effects on the coefficients' representation, and the multiple-subsystem architecture of the filter also introduces internal time delays in the information interaction. Dealing with these intrinsic defects requires finding a realization, which is resilient to them. For this purpose, a corresponding descriptor model-based approach is thus constructed to describe the internal time delays and equivalent realizations with finite word length effects in a unifying framework. The contribution of this chapter mainly focus on the following two aspects: 1) a descriptor model-based method is proposed to describe the realization problem subject to both fixed internal time delays and FWL effects in a unified framework; 2) Based on this descriptor model obtained, a stability analysis condition is deduced and an algorithm is also proposed to find the optimal realization requiring the minimum word length for stabilization.

Problem formulation

This chapter deals with the realization problem for controllers/filters. Consider the plant described by following LTI discrete-time system

,

x k Ax k Bu k y k Cx k + = +   =  (5-1)
where () 

n xk 
is the state vector, ()

m uk  is the control input, () p yk 
is the output measurement, respectively. A , B and C are known matrices with appropriate dimensions. The matrix pair ( , )

AC is assumed to be observable. There is a high similarity between the realization of the controller and the filter. Therefore, in the chapter, we focus on the filter described by the following LTI discrete-time model

ˆˆ( 1) ( ) ( ) [ ( ) ( )] x k Ax k Bu k L y k Cx k + = + + - , (5-2) 
where ˆ() n xk  is the state vector of the filter, and

np L  
is the given filter gain.

Remark 5-1. As said just above, the realization of the static state feedback controller can be regarded as a special case of the realization method proposed for the filter in this chapter. More specifically, for a controller described by the following LTI discrete-time As depicted in Figure 5-1, due to the limitation of processing capacity for single SOC (system on chip), it is assumed that the filter given in (5-2) requires digital implementation using n SOCs with finite precision, in which case the FWL effects should be considered for the parameter matrices involved in (5-2). Therefore, (5-2) is partitioned into n subsystems according to the following partition [START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] 1 xk , () uk , () yk . In the considered realization problem, the filter is required to be stable after implementation by n SOCs. Therefore, the signals () uk and () yk are omitted in the following discussion. According to the above partition, the centralized system (5-2) can be further rewritten as the following subsystems

model cc ( 1) ( ) ( ) c c c c x k A x k B K x k + = + , (5-3) where ( 
1 n n nn AA A AA   =    , 11 1 
1 n n nn BB B BB   =    , 11 1 
1 n n nn CC C CC   =    , 11 1 
1 n n nn LL L LL   =    , 12 ˆˆˆ( ) [ ( ) ( ) ( )] T T T T n x k x k x k x k = , 12 ( ) [ ( ) ( ) ( )] T T T T n u k u k u k u k = , 12 ( ) [ ( ) ( ) ( )] 
1; ˆˆ( 1) ( ) ( ) [ ( ) ( )], n i ii i ii i ij j ij j j j i x k A x k L z k A x k L z k = + = + + +  (5-4) where 1; 
ˆ( ) ( ) ( )

n i ii i ij j j j i z k C x k C x k = =+ 
.

The subsystem (5-4) represents a filter realized by the shift operator in the state-space form. The implementation strategy with multiple subsystems depicted in Figure 5-1 introduces time delays in the information interaction among the subsystems, and the

matrices ij A , ij C , ij L , 1, 2, , in = , 1 , 2, 
, jn = in (5-4) requires digital representation by each SOC with finite precision. In this case, the stability of the filter

(5-4) cannot be strictly guaranteed following such implementation scheme even if it is designed to be stable. This is due to FWL effects and a common method against FWL effects is the equivalent realization. More specifically, the filter (5-4) can be described using different operators and thus leading to equivalent realizations. When their parameters are affected by FWL effects, the realizations are no longer equivalent.

Therefore, the FWL effects should be considered along with the equivalent realizations of (5-4), whose resilience to these defects must be determined. To gain a detailed description of the problem, the characteristics of the internal time delays as well as arithmetic format for coefficients' representation must be described. In addition, the equivalent realizations for (5-4) should be further discussed and considered in a general unifying framework, which will be detailed in the following subsections.

Delay and FWL

In the considered realization problem, the internal communication network of all subsystems is represented as , and the communication channel from the i th subsystem to j th subsystem is represented as ij . shows that the evolution of the state ˆ( 1)

i xk + requires ˆ() j xk, 1 , 2, 
, , j n j i = from the j th subsystem. It is assumed that single-packet transmission is adopted by the j th subsystem to send ˆ() j xk to the i th subsystem, while the packet dropouts are not considered in the transmission process. To describe the network , the input and output of the channel ij are defined as ()

j j n i vk and () j j n i k  
, respectively. The time delay of each individual communication channel ij is assumed to be independent and it is fixed as

ij s T  , ij  
, where s T is the period of the discrete-time system (5-2). And it is undoubtedly that 0 ii  = for 1, 2, , in = . In this case, the input-output characteristic of ij is given as

( ) ( ) ij ij ij k v k  = -
. By considering the time delays,

(5-4) can be rewritten as 1;

ˆˆ

,

j ij n i ii i ii i i j ij j j j i x k A x k L z k A x k L z k  = + = + + - +  (5-5) where 1; 
ˆ( ) ( ) ( )

i n i ii i ij j j j ji z k C x k C x k  = = + -  .
For each subsystem (5-5), the representation of its

coefficients ij A , ij C and ii L , , 1, 2, 
, i j n = should be considered, which depends on both the arithmetic format and word length for representation.

In this chapter, the fixed-point representation scheme is introduced [START_REF] Oppenheim | Discrete-time signal processing[END_REF]. A real number a can be represented in fixed-point format with a total word length 1    = + + by assigning 1 bit for the sign,  bits for the integer part and  bits for the fraction part of a . In this case, the integer part of a real number can be represented by a sufficiently large word length without overflow as 

 = +  , ( 1) 2  
-+  , (5-6) 
where ()   denotes the function for fixed-point representation.

To consider a real matrix X , let () dX represent the matrix of the same dimension with elements 0, ,

, ij ij ij X dX X    =     (5-7) where () ij dX () 1, 
denotes the element of () dX in i th row and j th column and ij X denotes the element of X in i th row and j th column. Then after fixed-point representation ()   with finite word length  , X is given as

( ) ( ) ij X X d X  = +  , ( 1) 
2 ij  -+  . (5-8) 
In this chapter, the parameter matrices involved in each subsystem (5-5) are represented by the same fixed-point scheme with the same bits for the fraction part.

Under this assumption, and assuming also that all uncertainties || ij  have the common bound

2  -+ , it can be obtained that

( 1) ( ) 2 ij ij XX   -+ - , (5-9) 
where () ij X  denotes the element of () X  in i th row and j th column. In the stability analysis method proposed in the next section, the bound is considered. Therefore,

() X  can be simplified as ( ) ( ) X X d X  = +  , ( 1) 2  
-+  .

(5-10)

With the above-mentioned fixed-point representation scheme, the integer part of all

the coefficients ij A , ij C , ij L , 1, 2, , in = , 1 , 2, 
, jn = are assumed to be precisely represented without overflow, while the fraction part of the coefficients is represented with word length  . In this case, the result of coefficients' representation is related only to  , while the word length  for the integer part as well as the bit for the sign are subsequently omitted.

Problem formulation

As discussed in Subsection 5.3, the coefficients in (5-5) cannot be precisely represented with finite word length  , and thus equivalent realizations may result in different properties against the FWL effects. For illustration, we consider an example of realizing the coefficients ˆˆ

,

n i ii i ii i i i i j j j j j j j i x k A x k L z k A x k L z k       = = + + - +  (5-11) where 1; ˆ( ) ( ) ( ) 
n i ii i ij j j j i ij z k C x k C x k   = = + -  , ( ) / ii ii A A I   = -  , / ij ij AA   = , ii ii CC  = , ij ij CC  = , / ii ii LL   = , / ij ij LL   = , ( 1) / q 
  = - with   being a positive constant and 1 qbeing the shift operator [START_REF] Li | On the generalized DFLLT structure and its state-space realization in digital filter implementation[END_REF]. Noticing that (5-5) and [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] are equivalent realizations with different coefficients. The problem under consideration can be paraphrased as finding an appropriate equivalent realization for (5-5) which is resilient to FWL effects using the fixed-point executed in row order, giving the following algorithm

( 1) ( ) ( ), ( 1) ( 1) ( ) ( ), ( 1) ( ) ( ) ( ) 
.

JT k MX k NU k X k KT k PX k QU k Y k LT k RX k SU k  + = +  + = + + +   + = + +  (5-13)
Note that the computations are executed in row order and J is lower triangular with 1 on the diagonal. Hence, there is no need to compute 1 J -. See [START_REF] Hilaire | Implicit state-space representation: a unifying framework for FWL implementation of LTI systems[END_REF] for practical examples taking benefits from this descriptor model The descriptor model [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF] is equivalent in infinite precision to the classical state-space form as 11 ( 

T k J M J N T k X k A B X k Y k C D U k --       +       +=             +       1) 0 ( ) ( 1) 0 ( ) , ( 1) 0 ( ) 
where

nn A   , nm B   , pn C   , pm D   with 1 1 1 1 , , , . A KJ M P B KJ N Q C LJ M R D LJ N S - - - - = + = + = + = + (5-15) 
The finite-precision implementation of the above model will cause different numerical deterioration compared with [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF].

To match the structure of the above descriptor model, (5-5) and [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] are rewritten into a general unifying framework as 1;

1; ˆ[( 1 ( 1) ( ) ( ) , ) ( )], ˆˆˆ() ( ) ( 1) ( ) 
i i ii i ii i ij n ij j ij j j j i n ij j jj i i i ii i ij i J T k M k N z k k K T k P k x M x k N z k x x P x k   = =  + = + +   +  -+ - = + + +    (5-16) where 1; ˆ( ) ( ) ( ) i n i ii i ij j j j ji z k C x k C x k  = = + -  , () i l i Tk are intermediate variables. In (5-16), i J , i K , ii M , ij M , ii P , ij P , ii N , ij N are known matrices satisfying 1 ii i i ii ii A K J M P - =+ , 1 ij i i ij ij A K J M P - =+ , 1 ii i i ii L K J N - = , 1 ij i i ij L K J N - = , , 1, 2, 
, i j n = .

Compared to the state-space form (5-5), the representation (5-16) is more general and provides more detailed information on the implementation. The intermediate variables

() i
Tk typically enable describing the  -operator in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF]. Specifically, (5-16) is equivalent in infinite precision to the classical state-space form (5-5) by selecting parameters in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF] 

as i KI = , i JI = , ii ii PA = , ij ij PA = , ii ii LN = , ij ij LN = , 0 ii M = , 0 ij M = , (5-16
) is similarly equivalent in infinite precision to the realization (5-11) with  -operator by selecting parameters as

i JI = , 1 () ii ii M A I  - =  -, 1 ij ij MA  - = , ii PI = , 0 ij P = , 1 i KI  - = , 1 ii ii NL  - = , 1 ij ij NL  - = .
For the convenience of the following discussion, denote

T T T n T k T k T k = , 1 1 ( ) [ ( ) ( )] 
[ , , , ] 

nn P diag P P P = , 1 11 22 [ , , , ], nn 
n C diag C C C = , 1 1 2 2 
[ ]

i i i i i in in C a C a C a C = , 1, 2, , in = . The item ) ˆ( j ij k x  - in (5-16) with time delays ij 
does not yet match the form of descriptor model [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF], which can be overcome by adopting the similar modeling method proposed in [START_REF] Claveau | Modeling and analysis of networked control algorithms using descriptor models[END_REF]. In this case, each communication path ij is represented by the following state-space system ( 1)

( ) ( ), ( 1) ( ) ( ) 
,

ij ij ij ij ij ij ij ij ij ij k k k k k k       + =  +     + =  +    (5-17)
where 

.

i i n ij ij n ij if I if      =  =   (5-17) shows that ( ) ( ) ij ij ij kk   
=-, and therefore, [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF] can be adopted to describe the input-output characteristic of the channel ij . By combination all the individual communication models [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF] for ij , the model of the whole communication network is defined as

( 1) ( ) ( ), ( 1) ( 
) ( ), k k k k k k       + =  +    + =  +   (5-18) where 11 1 21 22 ( ) [ ( ) ( ) ( ) ( ) ( ) ( )] T T T T T T T n ij nn k k k k k k k        = , 11 1 21 22 ( ) [ ( ) ( ) ( ) ( ) ( ) ( )] T T T T T T n ij nn k k k k k k k        = , 11 1 21 22 ( ) [ ( ) ( ) ( ) ( ) ( ) ( )] T T T T T T n ij nn k k k k k k k        = , 11 1 21 22 
[]

n ij nn  =       , 11 1 21 22 
[]

n ij nn  =       , 52 11 1 21 22 [ ] n ij nn  =       , 11 1 21 22 [] n ij nn  =       , , 1, 2, 
, , i j n i j = .

By combining [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF] and [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF], [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF] can be rewritten as the following autonomous system in the form of the descriptor model [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF] as 0

( 1) 0 ( ) , ( 1) 0 ( )

J T k M T k K I x k P x k         + =         -+         (5-19)
where 

( ) [ ( ) ( )] T T T T k T k k  = , ( ) [ ( ) ( ) ( )] T T T T x k k k x k  = , 0 0 J J I  =   , 21 0 00 M M NC M M   + =   , 0 0 0 K K    =
[] T n ij nn M M M M M M M        = , 1 1 1 [0 0 0 0 ] j j j j j j j n T ij n n n n n n n n n MI  -+     = .
Noticing that (5-16) has been rewritten as [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF] and they are equivalent. Therefore, [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF] and [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF] can be only determined by the set of matrices J , K , M and P , leading to the following definition.

Definition 5-1. A realization  of (5-16) is defined by the specific set of matrices J , K , M , P as ( , , , ) J K M P  .

With Definition 5-1, Problem 1 can be formed as the following Problem 5-2.

Problem 5-2. Find a realization ( , , , ) J K M P  such that (5-16) is stable with its coefficients represented by given word length  .

Stability analysis

In this subsection, the condition is derived to solve Problem 5-2, where (5-16) is rewritten as the descriptor model in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF]. Therefore, Problem 5-2 is solved if system [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF] is stable subject to coefficients' representation with given word length  .

In [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF], the representation of its coefficients J , K , M and P should be considered. It shows that analyzing the FWL effects on the stability of [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF] is equivalent to analyze the stability of the following system ( ) 0 ( 1) 0 ( ) ( ) , ( )

( 1) 0 ( ) ( )

J d J T k M d M T k K d K I x k P d P x k         +  + +  =         -+  + +         
where the function ()

d  is defined in (5-7), ( 1) 2  
-+  with  being word length for representing the fraction part of the coefficients. For the above system, it is difficult to analyze its stability due to the uncertainties  coupled on both sides, and thus the above system is further augmented and rewritten as

ˆˆ( 1) ( ) [ ( ) ] ( ) Ex k Ax k N C d C x k + = + +  , ( 5-20) 
where (5-21)

1 2 3 ( ) [ ( ) ( ) ( ) ( ) ( )] T T T T T T x k T k x k k k k  = , 12 ˆˆ( ) A A d A = +  , 0 0 
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The above decomposition allows rewriting singular the systems [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF] as

( 1) ( ) [ ( ) ] ( ) Ex k Ax k N C d C x k + = + +  , ( 5-22) 
( [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF] shows that the proposed descriptor model-based method explicitly describes equivalent realizations of the filter (5-16) with internal time delays and can also deal with the coupled uncertainties. Therefore, the analysis of FWL effects is achieved via a unifying framework.

The stability analysis is considered for [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF], where all parameters in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF] are known besides the representation error  . The following Theorem 5-1 is given for solving this stability analysis problem.

Different from state-space systems, analyzing singular systems requires considering not only stability but also regularity and causality. As previously defined in Definition 2-4, a singular system is said to be admissible if it is regular, causal and stable.

Theorem 5-1. For given scalars 

 +  , ij  , ,
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. Then applying Lemma 2-5 leads to 
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(5-25)

With the decompositions given in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF], one has 

T TT QQ Z S A d A Z Q Q Q Q  - -       -       +      --   --   , ( 5-26) 
where 21 [START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] 21 properties [START_REF] Desoer | Feedback systems: input-output properties[END_REF], one can claim that the matrices 22 A and S are both non-singular. Hence, the singular system [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF] is regular and causal [START_REF] Xu | Robust control and filtering of singular systems[END_REF]. And it can be reduced to a state-space system
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( 1) ( ) The above system is stable, if and only if there exists a matrix 0 Z  , such that 0 T rr A ZA Z -. By Schur complement, the inequality 0

r x k A x k += , ( 5 
T rr A ZA Z - is equivalent to 0 T r Z A Z Z  -   -  .
(5-31)

The above inequality can be rewritten as (5-32) Noting 0 Z  , a trivial constraint is introduced as 0 0 02

Z Z  -   -  .
(

And this constraint can be rewritten as 0 (5-36)

On the other hand, inequality (5-28) gives -37) which is equivalent to inequality . Then, it is observed that r A is stable. Therefore, the singular system [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF] is admissible. □ Theorem 5-1 provides the stability analysis condition for the filter in [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF] with a given realization. However, in practical application, it may be significant to find the realization which is most resilient to the FWL effects. Therefore, Algorithm 5-1 is further proposed to identify realizations that minimize the FWL effects. If the filter is implemented by only one SOC, it can be regarded as a simplified special case of the results proposed in Section 5.5.2, in which case the internal information interaction of the filter and internal network with time delays no longer require consideration. In this situation, the stability analysis method for the corresponding filter is provided.

11 22 0 1 2 T TT r TT r QQ A Q Z Z Q Q QA Q Q  - -     -     -- --   , ( 5 
By implementation in only one SOC, the information interaction of the filter is not considered. Therefore, (5-2) is rewritten as

ˆˆ( 1) ( ) ( ) x k Ax k LCx k + = + (5-38)
with ( ) 0 yk = , ( ) 0 uk = and the descriptor model [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF] is correspondingly rewritten as

( 1) ( ) ( ), ˆ ( 1) 
( 1) ( ),

JK k Mx k NCx k x k KT k Px k + = +   + = + +  (5-39)
where () Tk is the intermediate variable. Matrices K , J and P satisfy (5-41) Then, is further rewritten as 0

( 1) 0 ( ) . ˆ( 1) 0 ( )

J T k M T k K I x k P x k +         =         -+         (5-42)
To analyze the FWL effects on the stability of the above system is equivalent to analyze the stability of the system

( ) 0 ( 1) 0 ( ) ( ) . ˆ( ) ( 1) 0 ( ) ( ) J d J T k M d M T k K d K I x k P d P x k +  + +          =         -+  + +         
(5-43)

For , the singular value decomposition is given as

0 ˆ00 c dc c dc I E M E N  ==   , ĉ dc c N M N = , ĉ c dc C C N = , 11 c dc c dc A M A N = , ˆˆ{ [ ( ) ]} c dc c c c c dc A M A N C d C N = + +  .
The above decomposition allows rewriting singular the systems as 

( 1) ( ) [ ( ) ] ( ) c c c c c c c c E x k A x k N C d C x k + = + +  , ( 5 
Q Q Q Q  - -             --  --          , ( 5-45) 
Chapter 6 Illustration: Cooperative Robots

Introduction

In this chapter, a system based on two cooperative robots is introduced. Depending on the chosen implementation scheme for the controller or filter, which is centralized on a supervisor, or decentralized directly on the two robots, this system involves different kind of networked communication with the associated damage. And based on these robots, the simulations are presented to show the detail process as well as the effectiveness of the methods proposed in Chapter 3, Chapter 4 and Chapter 5. The barycenter of the robots is defined as ( , ) GG G x y . The the distance d of the two robots are defined as the Euclidian norm between centers of the robot 1 

 =+   =+   = - + -   (6-1)
And the control objectives for the two robots can be formulated as:

1. The barycenter ( , ) GG G x y of the robots must be driven along a pre-defined path;

2. The constant interdistance d between the two robots must be ensured. To meet with G x , G y and d given in (6-1), the control objectives can be defined through the 4 following signals to be controlled 

xi i i yi i i ii ii v v     =   =   =   =  (6-3)
where ( ) 

ii
 =   =   (6-4)
The two new control inputs for each robots ( , )

xy ii aa are homogeneous to the acceleration of the robot. Finally, the plant model including the two robots is given by The standard model defined in (3-1) is linked to the plant model . The matrices A and B are given as in . According to the controlled output of the two robots defined in (6-2), the matrices C and D in (3-1) are given as 0.5 0 0 0 0.5 0 0 0 0 0 0.5 0 0 0 0.5 0 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 0

p p p x A x B u =+ (6-5) with 1 1 1 1 2 2 2 2 [ ] , T T x y x y x x v y v x v y v = 1 2 3 4 1 1 2 2 [ ] [ ] , T p p p p T x y x y T p u u u u u a a a a == 1 2 4 [] p A diag A A A = , 1 2 4 [ 
C    =  -  -  , 0 D = .
The trajectory tracking control problem for the two robots is considered here and it is reformulated to fit with the theoretical results proposed in Chapter 3. In this simulation, the reference trajectory () r zk for the barycenter G of the robots is a circle with radius 10m , and the robots should travel around this trajectory with a fixed inter-distance of 2m , at a fixed velocity of 1/ ms . The travel period is thus around Therefore, when the robot 1 is affected by the disturbance from 30s to 42s, the robot 2

x k k y k k z k C r k kk kk      =  =  ==  =   =  ( 
will not respond accordingly. Therefore, we can see in Figure 6-3 that both the center error and the distance error have greatly increased. This problem will be solved in the next part by further considering the LQ performance.

Tracking over lossy channels with LQ performance

In this part, Theorem 3-4 is adopted to solve the tracking problem for the cooperative robots and the LQ index is considered to improve the tracking performance. To this end, two different sets of parameters are defined for the cost functional (3-8) as 

T Q C diag C = , 2 RI = .
In this case, we pay more attention to keep the distance between the robots.

For the same coding matrix U given as , respectively. Compared with Figure 6-3, we can see in Figure 6-4 that the two robots cooperate to minimize the error between the center of robots and the reference trajectory. When the robot 1 is affected by the disturbance and moves outward, the robot 2 moves inward correspondingly to reduce the center error. Therefore, the center error in Figure 6-4 is relatively small and this is consistent with the parameters we selected in Case 1. On the contrary, we can see in Figure 6-5 that the two robots cooperate to minimize the distance error. When the robot 1 moves outward, the robot 2 moves outward correspondingly. It is consistent with the parameters we selected in Case 2. For both simulations, we can see that a better cooperation can be achieved by taking the LQ performance into consideration, and the impact of different weights can be clearly seen. 

Iterative solution

In the above simulations, the coding matrix U is given and fixed. This will inevitably affect the design of the controller. Next, we will further use the freedom of coding matrix to reduce the conservatism of the design. In this part, Algorithm 3-2 is applied to reduce the conservatism of the results obtained by Theorem 3-4. The less conservative solutions In this section, the controller coding co-design method proposed in Chapter 3 is adopted and applied to the control system with two cooperative robots. According to the research results in Chapter 3, different control strategies are adopted for trajectory tracking control over lossy channels. Several simulations are thus given and the effectiveness of the co-design method proposed in Chapter 3 is further verified by these simulation results.

F -- -- - - - - - - = - - - - - - - - - - 0 

Robust filtering

In this section, the results proposed in Chapter 4 are applied to the control system with two cooperative robots to verify the effectiveness. For the two robots shown in Figure 6-1, a filter is required to be implemented on the supervisor. Differ from Section 6.3, it is assumed that the supervisor can only measure the position of the two robots and the filter is required to be designed to estimate the velocity of the robots' barycenter G as defined in (6-2).

Filtering strategy formulation

In order to resolve the problem mentioned above, the robust filtering method proposed in Chapter 4 is adopted. The plant in (4-1) is linked to the two robots' model and the matrices A and B in (4-1) are given as the same in . The parameter matrices With the parameters 1 C given above, it is defined that the measurement output () yk sent to the filter is given as the controlled output in . And according to 2 C given above, the weighted state information Omitting () uk and () yk in [START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF], a filter in form of (5-16) can be obtained as ), ˆˆ1( ( ), ) where requires 3 bits at least for stability and the filter implemented with the shift operator requires at least 6 bits for stability. Therefore, Algorithm 5-1 proposed in Chapter 5 can be adopted for choosing an appropriate realization to reduce the minimum word length required for keeping the stability of the filter after implementation. Such result can lead to practical consequences. Considering the total word length to be manipulated, e.g.

1 ii i i ii ii A K J M P - =+ , 1 ij i i ij ij A K J M P - =+ , 1 ii i i ii L K J N - = , 1 ij i i ij L K J N - = , , 1, 2 ij = , 1 11 1 12 2 ( ) ( ) ( 1) 
z k C x k C x k = + -, 2 22 2 21 1 ( ) ( ) 
( ) z k C x k C x k =+,
cheaper SOCs based on an 8 bits architecture with 4 bits for the fraction part could be used instead of 16 bits with 8 bits for the fraction part. In this section, the realization method proposed in Chapter 5 is applied to the cooperative robots to verify the effectiveness. The shift operator and the  -operator are adopted to represent the filter, respectively. The corresponding simulations are given and the results show the effectiveness of the results given in Chapter 5.

Conclusion

In this chapter, a system with two robots is introduced. And based on this system, several illustrative simulations are given to show the detail process of applying the methods proposed in Chapter 3, Chapter 4 and Chapter 5. For this system, a tracking control scheme is first adopted by applying the design method proposed in Chapter 3.

The robust filtering method proposed in Chapter 4 is then adopted to estimate the velocity of the robots' barycenter. Moreover, a filter is implemented and embedded in each robot to show the effectiveness of the results proposed in Chapter 5.

of solutions. However, there are still some problems deserved further consideration.

1) The descriptor model is an effective tool for system analysis and synthesis. And it is adopted in Chapter 5 to deal with the realization problem subject to FWL effects and fixed time delays. What worth further consideration is considering and analyzing more performance indexes of NCSs in such descriptor model-based framework. It is also a follow-up study to apply this framework to analyze systems with network-induced factors such as packet dropouts and time-varying delays.

2) It is worth noting that only stability is considered in the realization problem in Chapter 5. More specifically, additional performance of the closed-loop system or the error system such as tracking performance and disturbance suppression performance are not considered. Therefore, it is worth further researching the co-design of synthesis and realization to meet more system performance constraints.

3) Different from the traditional system, the most important feature of NCSs is the introduction of networks in it. Therefore, how to analyze the impact of network-induced factors on system performance is an important research objective. In Chapters 3 and 4, some preliminary results are proposed to show the relationships between the MS stability of the system and the data arrival rates of the channels. In the follow-up studies, more relationships between the performance of system and the network parameters are required to be further established.

4) Security for NCSs is another important topic which attracts extensive attention. Common network attacks such as denial of service, address resolution protocol spoofing can affect the transmission of the signals in NCSs. And unlike traditional channel constraints, network attacks usually have certain intelligence. Thus, the effectiveness of the networked control strategy cannot be guaranteed under network attacks and it is a challenging research direction to design control strategy for NCSs, which is resilient to network attacks. Abstract: This thesis presents several methodological contributions for the analysis and synthesis of networked control systems subjected to multiple network-induced factors, such as packet dropouts, time delays, finite word length effects. Specifically, the following researches are considered in the thesis: 1) the stochastic LQ control under asymptotic tracking is considered for multiple-input-multiple-output discrete-time system over lossy channels, where the controller-coding co-design approach is adopted to take full advantage of the network resources; 2) the robust filtering problem is considered also over lossy channels, where an adjoint operator-based approach is proposed to solve the considered H∞ filtering problem and a modified discrete-time algebraic Riccati equation-based solution is further proposed to design the corresponding H∞ filter; 3) taking into consideration the networked estimators, implemented in a multi-subsystem way, a methodology making possible both their design and the choice of the most resilient realization is introduced. This methodology is based on a descriptor model used to describe in a unifying framework all the equivalent realizations, with the internal time delays and finite word length effects. Based on this descriptor model, the design and realization optimization for the estimator is thus achieved. To verify the effectiveness of the proposed design and realization methods mentioned above, a system with two cooperative mobile robots is introduced as an illustrative example. Several simulations permit us to test and validate our different methodological contributions on a concrete and realistic problem.
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  Figure 1-4 (b), the channel input signal v is subject to a stochastic multiplicative noise () t  instead of an additive white Gaussian noise as in the SNR channel model, where ( ) [0, 1] t  

Figure 1 - 5

 15 Figure 1-5 Relationships among chapters

Figure 2 - 1

 21 Figure 2-1 System with stochastic perturbation

1

 1 

  where

  Lemma 2-4. (Projection lemma)[START_REF] Gahinet | A linear matrix inequality approach to H∞ control[END_REF] For a symmetric matrix mm Z

N

  -24) if and only if the following projection inequalities with respect to X are satisfied 0 are arbitrary matrices whose columns form a basis of the null spaces of

1

 1 
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 32 Figure 3-2 Coding scheme

Problem 3 - 1 .

 31 Find the feedforward gain 1 F , the feedback gain 2 F in (3-2) and a pair of encoder and decoder in (3-5) such that the closed-loop system (3-7) meets the following requirements • R1 (MS stability): the closed-loop system (3-7) is MS stable according to Definition 2-3;• R2 (LQ performance): the cost functional in (3-8) is minimized when ( ) 0 rk = ;• R3 (Tracking performance): for any bounded initial state (0)x , (0) r , the tracking error defined in(3)(4) satisfies lim { 1 is defined as a multi-objective control problem when the requirements detailed in R1-R3 are considered. In the next section, corresponding solvability conditions are successively given to fulfill the aforementioned requirements, and based on them, a complete solution to Problem 3-1 is further presented.

Proof of Theorem 3 - 2 :

 32 First let us consider the MS stability of the closed-loop system (3-7) with the feedback gain 2 F given in, encoder and decoder

  (0) 0 P = ;Step 2: solve conditions (3-10)-(3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF] and obtain a feasible matrix U

Theorem 3 - 3 .

 33 R3 in Problem 1 is satisfied if there exist matrices

  the tracking requirement R3 is satisfied. □ Theorem 3-3 presents the conditions for satisfying the requirement R3 in Problem 3-1. The corresponding feedforward gain 1 F given in (3-51) is structured with

2 FProof of Theorem 3 - 4 :

 234 that the conditions (3-10)-(3)(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF], and hold. Then the feedforward gain 1F is given in, the feedback gain is given in, the encoder and decoder are given in. The proof can be obviously obtained by combination of Theorem 3-1, Theorem 3-2 and Theorem 3-3. □ Theorem 3-4 is a synthesis of Theorems 3-1, 3-2 and 3-3, which gives a complete solution to Problem 3-1. In other words, the system (3-7) with the feedforward gain 1 F , feedback gain 2 F , the corresponding encoder and decoder obtained by Theorem 3-4 can achieve minimum LQ performance under MS stabilization when ( ) 0 rk = . At the same time, when ( ) 0 rk  , it can also fulfill asymptotic tracking for the reference () r zk.

  Get a feasible U by solving inequalities (3-10)-(3-12); Step 2: compute MDARE (3-39) with U obtained in Step 1 by Algorithm 3-1 and structure the feedback gain 2 F as in (3-40); Step 3: calculate 0 W by solving equation (3-32) with 2 F obtained in Step 2 and set 0

  go toStep 3. 
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 41143 Definition (Adjoint operator) For a linear operator: ql → , its adjoint operator a

  Note that equation(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF] represents the input-output characteristic of (4-7) from () wk and (0) e to () e zk. A linear mapping operator can be defined based on (4-13) as

Based on Definition 4 - 3 ,

 43 it is observed that the operator (4-14) satisfies the following equation {[ ( ), (0)]}, ( ) [ ( ), (0)], { ( )} .

Proof of Lemma 4 - 1 :For ( 4 -

 414 In order to prove(4)[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF], an operator is defined as hand, (4-23) can be rewritten according to Definition 4-3 as 26), it can be further deduced by Cauchy-Schwarz inequality[START_REF] Bernstein | Matrix mathematics: Theory, facts, and formulas with application to linear systems theory[END_REF] that

2 H

 2 , H are matrices of proper dimensions with all elements being 1.

  -34) With the help of Lemma 2-3, the MDARE (4-30) and the equation (4-32) can be rewritten respectively

  AB with respect to the first column of 2 B . Continuing this process yields to the

)

   being the impulse function, and the PSD (power spectral density) of () dk is thus given by 2

1 =

 1  , Theorem 4-2 can be further simplified. Therefore, the following corollary is derived based on Theorem 4-2.Corollary 4-1. When 1 p = , the error system (4-7) is MS stable if and only if

42

 42 

Proof of Corollary 4 - 1 :

 41 Corollary 4-1 is straight forward from Theorem 4-2. □
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 51 Figure 5-1 Problem setup

L

  are defined accordingly to the partition of the signals ˆ()

  cannot be exactly represented and the representation error of a is related to the word length b +  . More specifically, after fixed-point representation, b is given as () aa

  However, with coefficients' representation subject to FWL effects, they may lead to different properties of stability. Moreover, with [ space model is insufficient to describe the form of[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] , and thus a more generalized model is introduced in the next section.

  system (5-20) is a singular system with known singular matrix Ê , and to analyze its stability, the following singular value decomposition[START_REF] Xu | Robust control and filtering of singular systems[END_REF] can be introduced for

1 :

 1 Suppose that the inequality (5-23) holds. By Schur complement,

  + in the above inequality. Using the matrix measurement

3

 3 Special case: filters implemented on one SOC

N 5 - 1 .

 51 are upper triangular and lower triangular nonsingular matrices. By adopting the similar method proposed in section 5.5.2, the following corollary is further proposed to show the analysis condition for stability of.Corollary For given scalars  +  , the system in (5-44) is admissible if there
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 61 Figure 6-1 Setup of the cooperative robots

2 F and a static feedforward gain 1 F generating the control signals 1 v , 2 v , 3 v and 4 v

 214 velocity of each robot to the supervisor with a sampling period tuned at 0.1s. The controller implemented by the supervisor consists of a static feedback gain to drive the two robots. The four control signals 1 v , 2 v , 3 v and 4 v are first encoded and then transmitted via 6 l = independent wireless lossy channels. After transmission, the signals are decoded and sent to the two robots, respectively. The encoder (static matrix 64  ) can be implemented directly in the supervisor. While, the decoder (

6 - 8 )

 68 The 4 reference signals are clearly coupled, and thus a discrete-time state-space representation based on (3-3) can be designed with parameters 0

Figure 6 - 3 2 MSF , MS U and 1 MSF

 6321 Figure 6-3 Tracking performance without LQ performance For the simulation, a unit step signal is added to the position 1 x of robot 1 as defined in (6-5) from time 30s to 42s to simulate disturbance factors. The initial positions of robot 1 and robot 2 are (0, 11) and (0, 9) respectively, and the two robots are asked to follow a circular trajectory with diameter 10m, an inter-distance of 2 meters and a fixed velocity 1m/s. Based on 2 MS F , MS U and 1 MS F , Figure 6-3 shows the tracking performance and the evolution of the tracking error. As depicted in Figure 6-3, the set

  acceptable tracking performance.However, the two robots are decoupled due to the diagonal feedback gain 2 MS F .
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 64165 Figure 6-4 Tracking performance with LQ performance to Case 1

1 C , 2 C

 12 and D in (4-1) are given as 1

9 ). 2

 92 x k = to be estimated is defined as the velocities of the robots' barycenter on x and y axle, respectively. The estimation error is further defined as ( ) ( ) ( ) e z k z k z k =-, where ˆ() zk is the estimated value for () zk generated by the filter.For the rubost filtering problem considered, the bounded disturbance () wk in (4-1) is given as   ( ) 0.75 sin(0.01 ) cos(0.01 ) sin(0.01 ) cos(0.01)In the simulation, four different channels are considered to transmit the output measurement () yk . The data arrival rate of each channel is given as 1 The disturbance suppression rate of the error system is given as 4  = . The filter gain L in form of (4-4) is calculated by solving MDARE (4-30) and is given by equation (4-32) with parameters 0.0530 0.0825 -0.0341 -0.0005 0.1012 0.0761 -0.0287 -0.0023 -0.0243 -0.0024 0.1395 0.0876 -0.0402 -0.0188 0.1568 0.0829 0.0661 0.0676 -0.0066 -0.0063 -0.1 L = . 445 -0.0842 0.0202 -0.0037 -0.0147 -0.0003 0.1245 0.0724 0.0057 -0.0014 -0.1597 -0.0840 Simulation resultsThe simulation results are shown in Figure6-6 and Figure6-7. In Figure6-6, 1() zk , 2 () zk are the velocities of the robots' barycenter on x and y axle, respectively. zk are the estimated values for 1 () zk and 2 () zk generated by the filter. Figure6-7shows the estimation error. The results in Figure6-6 and Figure6-7show the estimated values 1 ˆ() zk, 2 ˆ() zk can track the values of 1 () zk and 2 () zk, and the filter can also achieve the given disturbance suppression rate.
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 12 ,[START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF] is supposed to be digital implemented with word length  for coefficients' representation. And two realization forms are considered respectively for[START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF]: Realization 1:[START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF] realized by the shift operator; Realization 2: (6-12) realized by the  -operator with this communication channel, the following state-space model in form of[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF] are constructed for the channel 12 as model obtained, system (6-12) can be rewritten as the descriptor model in[START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF][START_REF] Wu | Cloud-based networked visual servo control[END_REF][START_REF] Xia | Cloud control systems[END_REF][START_REF] Sinopoli | Kalman filtering with intermittent observations[END_REF][START_REF] Wu | Design of networked control systems with packet dropouts[END_REF][START_REF] Fridman | Delay-dependent stability and H-infinity control: constant and time-varying delays[END_REF][START_REF] Richard | Time-delay systems: an overview of some recent advances and open problems[END_REF][START_REF] Foschini | On limits of wireless communications in a fading environment when using multiple antennas[END_REF][START_REF] Nair | Stabilizability of stochastic linear systems with finite feedback data rate[END_REF][START_REF] Elia | Stabilization of linear systems with limited information[END_REF][START_REF] Hu | Event-triggered control design of linear networked systems with quantizations[END_REF] respectively for Realization 1 and Realization 2 according to the method proposed in Subsection 5.5.2. By applying Algorithm 5-1, the minimum word length   for stability is calculated for Realization 1, 2 and the results are shown in

Figure 6 - 8 Figure 6 - 9 Figure 6 - 10 1 ˆ 6 

 686961016 Figure 6-8 State evolution of the filter realized by the δ-operator with β=3
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  It is said to be admissible if it is regular, causal and stable.

	Definition 2-4. [101] For a discrete-time singular system
			( 1) Ex k +=	( ), Ax k		(2-18)
	where () xk 	n	is the state vector,	A		nn 	,	E		nn 	are known matrices and E
	maybe singular. The following definitions are introduced for system (2-18)
	1. It is said to be regular if det(	) zE A -	is not identically zero;
	2. It is said to be causal if deg[det(	)] rank( ) zE A E -=	;
	3. It is said to be stable if ( , ) 1 EA   ;				
	4.										

Table 6 -1 Tracking errors of different strategies
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												Average error of	Average error of
				Strategy					x	T	(0) (0) Px
												center (m)	distance (m)
				MS stabilization					-	1.9934	3.9880
			Case 1 (with	1 U ) LQ				65488	0.8344	2.0884
			Case 1 (with	1 U ) IT				42341	0.3014	1.8041
			Case 2 (with	2 U ) LQ			59172	1.4403	0.5545
			Case 2 (with	2 U ) IT				35277	1.1918	0.4323
		With the sets	(	1 21 1 , , IT IT IT F U F	1	)	and	(	2 21 2 , , IT IT IT F U F	2	)	obtained above, the average
	tracking errors of one hundred sets of stochastic simulation are given in Table 6-1. It can
	be seen in Table 6-1 that compared with the given matrix	1 U , the iterative solution LQ
	U	IT	1	by solving Algorithm 3-2 greatly reduces the center error by 63.9% and also
	reduces the distance error by 13.6%. And compared with the given matrix	2 U , the LQ
	iterative solution	U	IT	2	reduces the center error and distance error by 17.2% and 22%,
	respectively. Therefore, it is clear that Algorithm 3-2 can reduce the conservatism of the
	results by iterative computation of coding matrix	U . It is observed from Table 6-1 that
	the controller synthesis and coding design (equivalently channel design) are of equal
	importance for such network-based systems.

Table 6 -

 6 2. According to Table 6-2, the filter implemented by  -operator with

	 =	3 -2

Table 6 -2 Minimum word length for stability
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representation to guarantee the stability of the filter, which is summarized as the following Problem 5-1.

Problem 5-1. For given word length  for coefficients' representation and network with internal time delay , , 1, 2, , ij i j n  = , find an appropriate realization for system to be stable after implementation.

Realization method

This section details the method to solve Problem 1. In subsection 5.5.1, the descriptor model is first adopted to consider the internal time delays, coefficients representation and the equivalent realizations in the unifying framework. Based on the above modeling method, an analysis condition is then deduced in subsection 5.5.2 to evaluate the stability resilience of a given realization against the FWL effects.

Descriptor model representation

To describe the equivalent realizations of (5-5) within a general unifying framework, the following descriptor model [START_REF] Hilaire | A unifying framework for finite wordlength realizations[END_REF] is introduced with the specialized form given as 0 0 is the intermediate variable and J is a lower triangular matrix with 1 on the diagonal. The general state-space model can be regarded as a special case of the above model and the above model can also be used to express the state-space system. On the other hand, the intermediate variable () Tk in the above model makes it possible to represent the system [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] realized by the  -operator. Thus model provides an explicit description of the parametrization and allows the analysis of FWL effects in a unifying framework.

The above model takes the form of an implicit state-space system [START_REF] Xu | Robust control and filtering of singular systems[END_REF]. In [START_REF] Zhang | Network-induced constraints in networked control systems-a survey[END_REF][START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF][START_REF] Ding | Event-triggered distributed H-infinity state estimation with packet dropouts through sensor networks[END_REF],

( 1) Xk+ is the stored state vector and () Xk is effectively stored from one step to the next, in order to compute

( 1) Xk+ at step k . () Tk plays a particular role as ( 1) Tk+ is independent of () Tk and () Tk is not used for the calculation at step k , which characterizes the concept of an intermediate variable. The particular structure of J allows to express how the computations are decomposed with intermediates results that could be reused. The computations associated with the above realization are where 21 4 1

[]  =   , 

For searching the realization that minimize the FWL effects, the method proposed in Algorithm 5-1 can also be adopted for the special case in this section by further replacing the inequality (5-23) in step 3 and 4 of Algorithm 5-1 with (5-45).

Conclusion

This chapter is concerned with the realization problem for filter and controller. To implement all the subsystems in a digital way, coefficients' representation with FWL are considered and this architecture also introduce the internal time delays. To solve this problem, a descriptor model is adopted to describe the system subject to both internal time delays and FWL effects in a general unifying way. Then a condition for stability analysis of the filter/controller is deduced based on the descriptor model. The effectiveness of the realization method proposed in this chapter will be verified simulation in Section 6.5.

01

After exact discretization at 0.1 samp Ts = , (6-5) can be rewritten as the following system ( 1) ( ) ( )

with parameters

[]

Trajectory tracking control

In this section, the main results proposed in Chapter 3 is applied to the cooperative control system with two robots to show the specific co-design process and to verify the effectiveness of the results. More specifically, the tracking control problem is considered over lossy channels. And it is assumed that the supervisor can obtain the state values of the equation (6-6) for state feedback stabilization. The whole control implementation is depicted in Figure 6-2. The two robots with their local feedback linearization law are set as the plant. The camera send the measured

Control strategy formulation

Simulation results

In this subsection, some simulations are considered for the two robots. As detailed in Chapter 3, multiple lossy channels are adopted to transmit the control signals. And the number of channels is assumed to be more than the number of control signals. Therefore, relatively less expensive sub-channels may be used. Without loss of generality, 6 channels are adopted with different data arrival rates 1 0.9  = , 2 0.7  = , 3 0.5  = , 2. the LQ performance are further considered when designing the feedback gain and the sets

corresponding to two different weights for LQ functional (3-8) are obtained by Theorem 3-4;

3. the sets

obtained by solving Theorem 3-4 with different weights for LQ functional (3-8), and the iterative design method proposed in Algorithm 3-2 is adopted to reduce the conservatism of the results.

Tracking over lossy channels

In this part, the MS stabilization feedback gain 

In this section, the robust filtering over lossy channels is considered and the filter design method proposed in Chapter 4 is adopted. The system with two robots is considered as the plant and the simulation is presented based on such system. The simulation results presented in Subsection 6.4.2 show the effectiveness of the robust filtering method proposed in Chapter 4.

Filter realization

In this section, the realization methods detailed in Chapter 5 are applied to the cooperative robots to verify the effectiveness. In this section, we focus on the realization of the given filter. Differ from Section 6.4, packet dropouts and H∞ performance are not considered in this section. A new filter is given and required to be implemented with two subsystems, where one subsystem is embedded in each robot. To focus on the results proposed in Chapter 5, only the FWL effects and the internal communication delays between the subsystems are considered in this section.

Realization strategy formulation

Same as Sections 6.3 and 6.4, the two robots is regarded as the plant. For the plant, a filter with the standard model defined in (5-2) is proposed as

The matrices A and B in [START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF] are given as the same in (6-6) and ( ) ( ) y k Cx k = is the measurement from the two robots with 0.5 0 0 0 0.5 0 0 0 0 0 0.5 0 0 0 0.5 0 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 0

In this section, we focus on the realization problem for a given filter. Packet dropouts and H∞ performance are not considered for the filter [START_REF] Xu | Internet of things in industries: a survey[END_REF][START_REF] Yao | Wide-area damping controller for power system interarea oscillations: a networked predictive control approach[END_REF][START_REF] Li | A wide-area dynamic damping controller based on robust H∞ control for wide-area power systems with random delay and packet dropout[END_REF][START_REF] Li | Network-based coordinated motion control of large-scale transportation vehicles[END_REF][START_REF] Chen | Periodic event-triggered cooperative control of multiple non-holonomic wheeled mobile robots[END_REF][START_REF] Zhang | An energy-balanced routing method based on forward-aware factor for wireless sensor networks[END_REF]. In this case, the filter gain L in (6-11) is given as -0.1374 -0.0924 0.0295 -0.0010 -0.0626 -0.0679 0.0646 0.0014 0.1392 0.2901 -0.1695 -0.0728 0.0664 0.0931 -0.1337 -0.0696 -0.1666 -0.1671 0.0352 0.1028 0.1 L = 307 0.0928 -0.0238 0.0900 0.0353 0.0005 -0.1371 -0.1759 -0.1370 0.0322 0.1556 0.0805

, such that (6-11) is stable when ( ) 0 uk = and ( ) 0 yk = .

For further implementation, the filter (6-11) is required to be partitioned into two subsystems and embedded in each robot. The matrices A , C , L in (6-11) are Chapter 7 Summary

Concluding remarks

This thesis focuses on several difficult problems concerning NCSs. Several methodological contributions for analysis and synthesis of NCSs are proposed to provide solutions to some of them.

1) A controller-coding co-design approach is adopted in Chapter 3 to solve the stochastic LQ control problem under asymptotic tracking for discrete-time systems over multiple lossy channels. A stabilizability condition for the state feedback gain is first derived in the MS sense that reveals the fundamental limitations among the H2 norm of the plant, data arrival rates and coding matrices. Then, a MDARE-based solvability condition is conducted to handle the additional stochastic LQ control objective. Relied on such design, the asymptotic tracking constraint is further fulfilled. The Sylvester equation and the feedforward gain related to tracking are parameterized.

2) In Chapter 4, the robust filtering problem is considered over multiple lossy channels. The adjoint operator is introduced to analyze the MS stability and H∞ performance of the error system. Then, a MDARE-based solution is proposed for solving the H∞ filtering problem and the design method for the corresponding filter is also proposed. The necessary and sufficient conditions are further deduced for the existence of the filter and the relationships between MS stability of error system and channel parameters are derived.

3) The realization problem for networked-based systems is considered in Chapter 5, where the coefficients of controllers/filters are affected by the FWL effects. At the same time, the time delays caused by the information exchange within the system also affect the overall performance. To solve these problems, a descriptor model is first constructed to describe the internal time delays and the equivalent realizations in a unifying framework. A stability analysis condition for the controller and filter is obtained. Based on this, an algorithm is further proposed to find the optimal realization requiring the minimum word length for stabilization.
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