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Abstract

Optical biosensors have witnessed unprecedented developments over recent years, mainly due to the lively interplay between biotechnology, optical physics and materials chemistry. In this thesis, two different optical biosensing platforms have been designed

for sensitive and specific detection of (bio)molecules. Specifically, the first optical detection system is constructed on the basis of bioluminescence derived from engineered Escherichia coli bacterial cells. Upon stressed by the toxic compounds, the bacterial cells produce light via a range of complex biochemical reactions in vivo and the resulted bioluminescent evolution thus can be used for toxicant detection. The bacterial bioluminescent assays are able to provide competitive sensitivity, while they are limited in the specificity. Therefore, the second optical detection platform is built on the localized surface plasmon resonance (LSPR) immunosensors. In this optical biosensor, the noble metal (gold and silver) nanoparticles with tunable plasmonic properties are used as transducer for probing the specific biomolecules interactions occurred in the nano-bio interface. These nanoparticles were obtained after a high temperature thermal treatment of an initially thin-metallic film deposited on a glass substrate through a TEM grid or on a bacteria layer fixed on the glass. After appropriate optimization on metal nanostructures morphology and surface biomodification, the applicable sensitivity and specificity can be both guaranteed in this LSPR immunosensor.

Résumé

Les biocapteurs optiques ont connu une évolution sans précédent au cours des dernières années, principalement en raison de la forte interaction entre la biotechnologie, 

General introduction

Optical biosensor is a highly interdisciplinary subject requires diverse expertise from biotechnology, optical physics, materials chemistry and engineering. In the Chapter 1, the fundamentals of optical biosensors have been introduced, where includes the definition, classification and basic principle of two different groups: catalytic and affinity based optical biosensors. Further, the bioluminescence assays using genetically modified bacterial cells have been presented as the typical example for the catalytic optical biosensors, while the surface plasmon biosensors using noble metal (gold and silver) nanostructures have been demonstrated as the symbolic option for affinity based optical biosensors. In both cases, the principle, construction and recent applications of these optical biosensors are discussed.

In the Chapter 2, the experimental works involving two strains of genetically modified E. coli bacterial cells have been reported. These bacterial cells are genetically modified to produce light (to be luminescent) when exposed to certain toxicants, this toxicant induced bioluminescence thus serves as the underline principle for the optical biosensor or bioassays. However, these engineered bacterial cells also show considerable background bioluminescence in the absent of any toxicants when cultured for certain time, which will compromise their analytical efficiency in the biosensors or bioassays applications. Therefore, we have developed two independent protocols to reduce the bacteria background bioluminescence in order to increase the sensitivity.

Specifically, the first protocol is named as the "fresh-overnight" test, which contains an essential step of overnight cold incubation of bacterial suspension with toxicant solution at 4 °C for 9 hr, finally leads to more sensitive detection of a model herbicide atrazine down to 10 fg/mL. The second protocol is made up of three consecutive steps of incubation, centrifugation/washing and bioluminescent test at 30 °C. After appropriate incubation of bacterial suspension with toxicant solution for certain time, a centrifuge followed by replacement of aged bacterial medium with fresh one is conduced to significantly decline the bioluminescent interference resulted from bacterial metabolites, thus the trace concentration of carbofuran (0.5 pg/mL) can be detected using this newly developed protocol.

In the Chapter 3, the immunosensor based on localized surface plasmon resonance of gold and silver nanostructures have been developed to ensure the analytical specificity for biomolecules detection, which is quite a challenge for the bacterial bioluminescent assays reported in Chapter 2. This part start with the protocol of samples preparation, which is the metal evaporation followed by high temperature annealing to create ultra-stable gold nanoparticles on glass substrate. Finally, the overall experimental works in this thesis as well as some perspectives concerning the future work in the optical biosensors have been summarized in the conclusion part in the end.

Chapter 1 Principle of optical biosensor

Because of growing concerns over different toxic compounds in the environment and their deleterious effects on human health, it is imperative to develop the costeffective, rapid and facile analytic methods that can be used for sensitive and specific detection. Taken the pesticides as the example, tremendous synthetic pesticides and fertilizers have been introduced to farmland to increase agriculture production, since the initiation of green evolution in agriculture occurred between 1940s and 1970s. 1 The mostly used toxicant pesticides include organophosphates (OP), organochlorines (OC) and carbamate (CB). 2 The toxicity of these pollutants has been documented in many articles. For instance, the toxic triazine is one of the typical organochlorines herbicides that is frequently appeared in many nature watercourses due to their widespread usage. 3 Their toxicity is basically attributed to the specific inhibition of the photosynthetic electron transport based on a toxicity study using algae in aquatic systems. 4 With respect to the detection of these toxic compounds, the available analytical methodologies can be divided into two different groups: conventional physicochemical analyses and biosensors or biological assays. The former one, exemplified by the liquid chromatography/mass spectroscopy (LC/MS), is able to provide high sensitivity and specificity; however the complicated and usually expensive instruments are not well equipped in many laboratories, together with the requirements of laborious sample prepreparation steps and professional technicians, which hinder the wider application of these methods. On the contrary, the biosensors or biological assays are cost-effective, rapid and capable of analyzing the bioavailability of pollutants and their effects on living systems. 5 This is particularly important in environmental and ecotoxicology studies, as the real samples are usually mixed with various pollutants, thus the synergistic or antagonistic effects of co-exist toxicants in real environmental samples would be more important than the individual pollutant concentration. 6 Therefore, the sensitive and more economic analytical strategies based on the biosensors (and bioassays) have witnessed increasing development during recent decades. The biosensor is defined as an analytical device that uses specific biochemical reactions mediated by active enzymes, immunosystems, oligonucleotides, tissues, organelles or whole cells to detect target compounds by a range of different readouts such as electrical, optical, mechanical and magnetic signals. 7 A biosensor usually contains two parts: the biological sensing element, and the transducer that converts the biochemical information into the measurable signals. 8 Even though numerous kinds of biosensors do exist, this thesis is confined to sensors and systems where the information is gathered by the measurement of photons, in other words optical biosensors.

Optical biosensors 1.Classification: catalytic and affinity-based optical biosensors

Optical biosensors are a powerful detection and analysis tool that has vast applications in biomedical research, healthcare, pharmaceuticals, environmental monitoring, homeland security, and the battlefield. 9 Generally, there are two detection protocols that can be implemented in optical biosensing: fluorescence-based detection and label-free detection. In fluorescence-based detection, either target molecules or biorecognition molecules are labeled with fluorescent tags, such as dyes. Fluorescence is by far the method most often applied and comes in a variety of schemes. Parameters that are being measured in such sensors include intensity, decay time, anisotropy, quenching efficiency, luminescence energy transfer, and so on. While fluorescent based techniques are able to provide promising sensitivity (even down to single molecule level), they suffer from laborious labeling processes that may also interfere with the function of a biomolecule. Moreover, the photobleaching is a well-known challenge for the conventional organic fluorescent dyes. Although this photobleaching problem can be solved by using the inorganic semiconductors nanocrystals (quantum dots, QDs), there are additional cytotoxicity concerns associated with application of QDs in biological systems. 10 In contrast, in label-free detection, target molecules are not labeled or altered, and are detected in their natural forms. This type of detection is relatively easy and cheap to perform, and allows for quantitative and kinetic measurement of molecular interaction. Therefore, an ideal biosensor-based platform should be label-free, sensitive and biocompatible.

This chapter focuses on the label-free optical biosensors or bioassays, which can be further classified into two major groups: the catalytic and affinity-based optical biosensors. In the former one, the biocomponents are used to recognize (bio)chemical species and then transform them into a product through a (bio)chemical reaction. While in the affinity-based biosensors, the principle is to detect the specific binding of analyte to a biorecognition element.

Catalytic optical biosensors

One of the representative catalytic optical biosensors is the enzyme-based detection, which make use of specific enzymes or their combinations. It also includes biosensors based on measurement of the rate of inhibition of a catalytic reaction by an inhibitor such as a heavy metal ion or a pesticide. As the typical example, the enzymatic glucose biosensors are the most frequently investigated ones, which are based on the following reactions:

D-glucose +O 2 GOx �� D-gluconolactone + H 2 O 2 (1) D-gluconolactone + H 2 O →D-gluconate +H + (2)
The concentration of glucose thus can be related to (a) the amount of oxygen consumed 11 (b) the amount of hydrogen peroxide produced 12 or (c) the decrease in pH due to the conversion of D-gluconolactone to D-gluconic acid. 13 The other interesting catalytic optical biosensor is the whole-cell based bacterial biosensors, where the microorganisms are genetically engineered to produce luminescent signals when exposed to toxicants. 14 The bioluminescence generation is enabled by the different enzymes, substrate and cofactors that are produced by bacterial cells in vivo. The principle as well as the applications of these engineered bacterial cells based biosensor will be discussed later.

Affinity-based optical biosensors

According to the specific biomolecules interaction involved, this kind of optical biosensors can be further grouped as immunosensors (which rely on the specific interaction between antibody and antigen), genosensors (which utilize the affinity between complementary oligonucleotides) and biosensors based on ligand analyte binding to biological receptor. Among these different groups, the immunosensors are the most frequently used one, due to their high specificity and diverse formats. Specifically, there are 4 different immunosensors formats widely used, including direct, competitive, sandwich and displacement immunosensors as shown in Figure 1.1.

The direct format is fairly straightforward and doesn't need a label biomolecule, which is the simplest configuration and reported in several studies. 15 In the competitive format, 16 an unlabeled antigen (the analyte) and its labeled form compete for a limited number of binding sites of the immobilized antibody. This method requires a labeled antigen and can be inversed to enable the detection and assay of antibodies via the competitive binding of labeled and unlabeled antibodies, respectively, to an immobilized antigen. The sandwich bioassays are widely used and require relatively large antigens that contain at least two epitopes (the recognition site of antibody) to be bound to the immobilized capture antibody and to the labeled second antibody. 17 The last displacement immunosensor is less common format which requires an initial saturation of all the antibody binding sites with a fluorescently labeled antigen. 18 Upon introduction of the unlabeled antigen, displacement of the labeled antigen occurs and is measured in this sensor as a decrease in the optical intensity. The immunoreaction information from these different formats can be probed by various optical detection methods. However, the present work will mainly focus on the nanophotonics field, more specifically on the localized surface plasmonic resonance based biosensors, thanks to the rich optical properties of noble metal nanoparticles and increasing advancements made in this domain during recent years. All these details will be presented in later part.

Optical biosensors based on bacterial bioluminescence 1.2.1 Brief history of bioluminescent assay

Bioluminescence is the light production process mainly enabled by luciferases inside the living organisms, which is prevalent in numerous marine creatures and some terrestrial invertebrates as well. Biochemically, all known luciferases are oxygenases that oxidize its corresponding substrate (generally named luciferin, literally means the "light-bearing" molecules) in the presence of oxygen. 19 Although the bioluminescence can be established in various organism, the bacterial bioluminescence, occurred naturally in 11 bacterial species from four genera (Vibrio, Photobacterium, Shewanella and Photorhabdus), is especially important due to the ubiquitous and simplicity of bacterial cells. 20 Initiated about 20 years ago, 21 the bioluminescent bacterial sensorreporters, which consist of living microbe genetically engineered to produce specific outputs proportional to the content of exposed target chemicals or toxic stress, offer an interesting alternative to the environmental monitoring applications.

Due to the diversity of sensing parts (promoter gene) 22 and reporting elements (fluorescent protein or luciferase), 23 together with the intrinsic properties of living cells, the whole-cell bioassays using engineered bacterial cells are able to detect the effects of only bioavailable part of toxicant and also can quantify the total toxicity of several toxicants mixtures to living cells, the possible evaluation of bioavailability via these bacterial bioreporter is therefore regarded as their most prominent advantage over other traditional biosensing techniques using biomolecules (e.g. antibody, enzyme, nucleotide, etc.) as sensing element. 24 Moreover, bacterial bioluminescence, enabled by the lux genes, is one special kind of chemiluminescence occurred in the living microbial cells without requirement of external optical excitation, thus the absence of background luminescent signal from host-cells indicates the bacteria bioluminescent detection efficiency is solely determined by the optical detector used. As the results, the bioluminescent assay can achieve extremely high sensitivity due to the self-illumination nature of bioluminescence. Therefore, genetically modified microorganisms have been widely used in the screening of environmental toxicants, such as organic pollutants, 25 heavy metals, 26 pesticides, 27 and antibiotics. 28

Genetically engineered bacteria cells

Oftentimes, the recombinant bacterial cells have been constructed by transforming the plasmids fused with promoter probe (such as recA or grpE) and reporter gene (luxCDABE, luxAB or luc) into host cells (e.g. E. coli); the promoter probe is responsible for the specific recognition of the analyte, while the expression of the reporter gene leads to the production of bioluminescence via the synthesis of luciferase and its corresponding substrate. 29 A generation description of this complex biochemical reaction leading to bioluminescence based on luxCDABE is shown in Depending on the toxicants to be detected, a large number of engineered bacteria strains harbouring different promoter genes have been constructed, while the reporter genes used in majority studies is the lux bioreporter, as shown in Table 1.1. 

Applications of luxCDABE reporter based biosensors and assays

Based on the previous discussion, the most frequently used bioreporter lux genes responsible for encoding the luciferase enzyme are the luxCDABE gene. The bacterial responses to toxicants or toxic effects are mainly determined by the promoter genes.

Especially the capability of toxic effects and toxicant bioavailability detection are exclusively found in these whole-cell based biosensors, while it is quite difficult to obtain this important information from other conventional physicochemical analysis and even optical biosensors based on biomolecules. For example, the protein damage can be sensed by using the strain E. coli TV 1061 (grpE::luxCDABE) sensitive to cellular metabolism changes, which is attributed to fact that the promoter grpE is one of about 20 promoters that are activated under conditions when the cells experience protein damage (e.g. upon addition of ethanol or phenol). Followed this activation, the reporter gene is therefore transcribed into necessary components that are responsible for light production. 46 The other toxic effects such as oxidative stress, cell membrane damage and genotoxicity can also be detected by specific engineered bacterial cells. For instance, another strain frequently used is based on the fusion of a DNA-damage inducible promoter recA and reporter gene (luxCDABE), thus this strain is responsive to the genotoxical materials. 47 Therefore, a great range of the bioassays based on E. 

Optical biosensors based on plasmonics 1.3.1 Fundamentals of plasmonics

Surface plasmons are defined as the collective oscillation of the conductive electrons in metal induced by electromagnetic wave. [START_REF] Willets | Localized surface plasmon resonance spectroscopy and sensing[END_REF] Specifically, this plasmon oscillation is resulted from the electron gas displacement with respect to the fix ionic nucleus due to the electric field of incident light, as demonstrated in Figure 1.3.

Although the plasmon can be observed in many types of metals, materials like gold (Au), [START_REF] Chen | Tunable plasmonic response from alkanethiolate-stabilized gold nanoparticle superlattices: Evidence of near-field coupling[END_REF] silver (Ag), 51 copper (Cu) and aluminum (Al) [START_REF] Chan | Localized surface plasmon resonance spectroscopy of triangular aluminum nanoparticles. The Journal of protein detection[END_REF] are capable to support surface plasmons when driven by the UV-Vis-NIR light, due to their large negative real and small positive imaginary dielectric constant over a range of frequency spectrum. In addition, the surface plasmon resonance can be either propagated (Figure 1.3A) or localized (Figure 1.3B), the former one is established at the interface between thin metal films and dielectric substrate, 53 while the later one is basically observed on the metal nanostructures. 54 Interestingly, in some special cases, the co-existence of both modes, SPR and LSPR, is realized for certain plasmonic nanostructures such as the nanoholes arrays on the thin film 55 and nanoporous gold thin membrane. 56 In the case of metal nanoparticles (diameter of R) that are much smaller than the wavelength (λ) of incident light (2πR << λ ), the plasmon is highly confined at the surface of metal nanoparticles and is damping rapidly with the distance away from the nanoparticle surface, thus this specific phenomenon is named as localized surface plasmon resonance (LSPR). Owing to the large amount of methodologies that are capable to precisely synthesis tremendous nanostructures with different compositions, sizes and shapes, [57][58][59][60][61] together with the rapid advancement of high performance computing simulation methods, 62-64 LSPR have received burgeoning research interests over the last two decades and found wide applications in optical devices, 65 photonic circuits, 66 plasmon enhanced spectroscopy, 67 (bio)chemical sensing, [START_REF] Anker | Biosensing with plasmonic nanosensors[END_REF][START_REF] Sagle | Advances in localized surface plasmon resonance spectroscopy biosensing[END_REF] medical theranostics [START_REF] Ma | Gold nanoshell nanomicelles for potential magnetic resonance imaging, light-triggered drug release, and photothermal therapy[END_REF] as well as in photovoltaics [START_REF] Atwater | Plasmonics for improved photovoltaic devices[END_REF] and photocatalysts. 72 

Plasmonic properties of noble metal nanoparticles

The LSPR spectra of metal nanostructures can be recorded in a transmission extinction measurement setup using the conventional optical instruments in either solution phase or solid state, from which the plasmonic properties including resonant wavelength, maximum optical density and peak shape can be readily resolved. These plasmonic properties are highly dependent on the physical dimensions (size, shape, interparticle distance, aspect ratio, etc.,) and chemical compositions of metal nanoparticles. [START_REF] Kelly | The optical properties of metal nanoparticles: the influence of size, shape, and dielectric environment[END_REF] Besides of the geometric dimension dependence of plasmonic peak, the refractive index of local medium surrounding the nanoparticles also plays an important role in determining the plasmonic properties. This refractive index dependent plasmonic response is thus explored as the basic sensing mechanism for the emerging LSPR biosensors, where the specific biochemical reaction contributes to an increasing of local refractive index, which in turn leads to a red-shift of resonant wavelength and/or increasing of maximum optical density (OD) value. [START_REF] Sepúlveda | LSPRbased nanobiosensors[END_REF] In order to better understand how the nanoparticles dimensions and local refractive index influence the plasmonic properties, one must turn to the classical scattering theory.

Due to their rich optical properties, the coinage nanoparticles have been widely used since ancient times, for example, the stained glass of the windows of mediaeval churches exhibits different colors depending on the doping concentration of gold nanoparticles; [START_REF] Haes | Using solution-phase nanoparticles, surface-confined nanoparticle arrays and single nanoparticles as biological sensing platforms[END_REF] the Lycurgus cup is a stunning decorative Roman artefact from about AD400, which contains gold/silver alloy nanoparticles dispersed uniformly in glass thus leading to a green color in reflection light but a brilliant red color as light pass through its sections. [START_REF] Freestone | The Lycurgus cup-a roman nanotechnology[END_REF] However, the modern scientific evaluation of gold colloid particles started from midnineteenth century, when Michael Faraday firstly described that "a mere variation in the size of particle gave rise to a variety of resultant colors in the gold colloid solutions". [START_REF] Faraday | The Bakerian lecture: experimental relations of gold (and other metals) to light[END_REF] Inspired by the pioneering work of Faraday, in the early 20th century, Gustav Mie firstly developed an analytical solution for the Maxwell's equation, in which the light scattering and absorption of small metal spherical nanoparticles (2πR << λ) can be resolved. [START_REF] Mie | Contributions to the optics of diffuse media, especially colloidal metal[END_REF] From the Mie theory, the extinction (scattering plus absorption) of a homogeneous conducting sphere excited by an incident plane wave can be simply described as:

𝜎 𝑒𝑒𝑒 = 32𝜋 4 𝜀 𝑚 2 𝑉 2 𝜆 4 (𝜀 1 -𝜀 𝑚 ) 2 +(𝜀 2 ) 2 (𝜀 1 +2𝜀 𝑚 ) 2 +(𝜀 2 ) 2 (3) 
where 𝜎 𝑒𝑒𝑒 is the extinction cross-section, 𝜀 𝑚 is the dielectric function of medium, the complex dielectric function of metal is described as 𝜀̃= 𝜀 1 + 𝑖𝜀 2 , 𝜆 and V are the wavelength and particle volume, respectively.

It should be noted that the above expression for total extinction cross-section is obtained by assuming the metal nanoparticle shape is strictly spherical and its size (diameter R) is much smaller than the wavelength (λ). From this model, it is clear that the extinction is dependent on nanoparticle size (i.e. the volume V) and will be maximized once the condition 𝜀 1 = -2𝜀 𝑚 is qualified, which demonstrates the LSPR extinction peak is also dependent on the surrounding medium refractive index.

By using the Drude model based on the electronic structure of metals, the real part (ε 1 ) of frequency-dependent dielectric function can be described as:

𝜀 1 = 1 - 𝜔 𝑝 2 𝜔 2 +𝛾 2 (4) 
where 𝜔 𝑝 is the plasma frequency and 𝛾 is the damping parameter of the bulk metal, ω is the angular frequency. Since in the visible and near-infrared frequencies 𝛾 ≪ 𝜔 𝑝 , the above equation is simplified as follow:

𝜀 1 = 1 - 𝜔 𝑝 2 𝜔 2 (5) 
Using this expression for 𝜀 1 and converting the angular frequency (ω) to wavelength (λ) via 𝜆 = 2𝜋𝜋/𝜔, c is the speed of light, the resonant wavelength (𝜆 𝑚𝑚𝑒 )

of the extinction can be obtained as follows:

𝜆 𝑚𝑚𝑒 = 𝜆 𝑝 �2𝑛 𝑚 2 + 1 (6) 
where n m ( 𝑛 𝑚 2 = 𝜀 𝑚 ) is the refractive index of medium, 𝜆 𝑝 is the plasmon wavelength, from the equation (6), it is clear that the resonant wavelength is almost linearly varied versus medium refractive index.

However the Mie theory mentioned above is only valid for small metal sphere particles, while the light extinction of spheroidal particle with any aspect ratio can be resolved using the generalized Gans Theory, which is developed in 1912 by Richard Gans. [START_REF] Farias | Range of validity of the Rayleigh-Debye-Gans theory for optics of fractal aggregates[END_REF] From this modified model, the aspect ratio of spheroidal particles also has influence onto the plasmonic spectra; the increasing of aspect ratio generally leads to a red-shift of plasmonic peak, as well as the increased plasmonic sensitivity to dielectric constant of local environments. For the nanoparticles beyond spheres and spheroids, the shape of nanoparticles plays an important role in determining the final plasmonic properties, and the shape dependent plasmonic changes can only be revealed via the numerical simulation methods such as finite difference time domain (FDTD), discrete dipole approximation (DDA) and finite element method (FEM). The details about the principles and the applications of these numerical simulation methods are summarized in some recent review articles. [START_REF] Gray | Theory and Modeling of Plasmonic Structures[END_REF][START_REF] Halas | Plasmons in strongly coupled metallic nanostructures[END_REF][START_REF] Mcmahon | Modeling the effect of small gaps in surface-enhanced Raman spectroscopy[END_REF] The metal nanoparticles or nanostructures are used as the transducers in the LSPR biosensors, from which the specific biochemical binding events have been converted

into quantifiable optical signals. In order to obtain the best analytical sensitivity in this LSPR biosensor configuration, the optimization of optical properties of metal nanoparticles or nanostructures is essentially important. Fortunately, a large plasmonic tunability of noble metal nanoparticles or nanostructures can be achieved by using controlled synthesis and lithographic based methodologies combined with advanced numerical simulations. In this work, we will mainly focus on the gold nanoparticles (Au NPs) synthesis and their uses in plasmonic based biosensors.

Synthesis and assembly of gold nanoparticles

A large number of articles involving preparation of noble metal nanoparticles and nanostructures have been reported over the recent years [39, 40]. Basically, these well documented methods can be roughly classified into two categories: the "top-down" physical manipulation protocols and "bottom-up" chemical transformation recipes.

The Au NPs have firstly been prepared by using citrate reduction of HAuCl 4 in H 2 O, which was pioneered by Turkevich in 1951 and is still widely used today. 59 In this method, citrate acts as both the reducing agent and the stabilizer during the reaction, and it is possible to obtain Au NPs of varying size ranging from 16 to 147 nm by simply adjusting the concentration ratio between citrate and HAuCl 4 . In order to get Au NPs with uniform size and shape distribution, the Brust-Schiffrin method that developed in 1994 is capable to synthesis alkanethiol-stabilized Au NPs in single phase. 60 The Au NPs obtained from the Brust-Schiffrin method have some promising advantages such as the thermal and oxidation stability, reduced dispersity and precise size control (especially in extremely small size of 1.5 to 5.2 nm), and the Au NPs obtained via this method are normally stabilized with functional thiol ligands, which facilities the further modification of Au NPs.

The Au NPs are also assembled into more complex nanostructures via the different templates. Of special interests, the DNA or oligonucleotides have been widely used for templating the assembly of Au NPs, because the DNA or oligonucleotides can be readily synthesized using commercial PCR techniques, and various functional groups can be easily integrated to allow for interaction with Au NPs. The DNA templated Au nanostructures were pioneered by Mirkin and Alivisatos groups independently in 1996, [START_REF] Mirkin | A DNA-based method for rationally assembling nanoparticles into macroscopic materials[END_REF][START_REF] Alivisatos | Organization of'nanocrystal molecules' using DNA[END_REF] since then various DNA-Au NPs conjugated nanostructures such as discrete DNA-Au clusters [START_REF] Bidault | Plasmon-based nanolenses assembled on a well-defined DNA template[END_REF][START_REF] Mastroianni | Pyramidal and chiral groupings of gold nanocrystals assembled using DNA scaffolds[END_REF][START_REF] Lo | Templated synthesis of DNA nanotubes with controlled, predetermined lengths[END_REF] and extended DNA-Au assemblies [START_REF] Storhoff | What controls the optical properties of DNA-linked gold nanoparticle assemblies[END_REF][START_REF] Kanaras | Enzymatic disassembly of DNA-gold nanostructures[END_REF][START_REF] Huo | Asymmetric functionalization of nanoparticles based on thermally addressable DNA interconnects[END_REF][START_REF] Kim | Synthesis and thermally reversible assembly of dna-gold nanoparticle cluster conjugates[END_REF][START_REF] Xiong | Phase behavior of nanoparticles assembled by DNA linkers[END_REF] have been prepared. Other different kinds of biological templates such as peptides, proteins and even microorganism like virus and bacteria have also been utilized to realize the complex Au assembly. [START_REF] Mcmillan | Ordered nanoparticle arrays formed on engineered chaperonin protein templates[END_REF][START_REF] Hu | Assembly of nanoparticle-protein binding complexes: from monomers to ordered arrays[END_REF][START_REF] Lamm | Laterally spaced linear nanoparticle arrays templated by laminated β-sheet fibrils[END_REF][START_REF] Sun | Core-controlled polymorphism in virus-like particles[END_REF] Besides these versatile biological templates, the other inorganic or organic templates have also been widely used, such as carbon nanotube, supramolecular assemblies and block copolymer. [START_REF] Rance | van der Waals interactions between nanotubes and nanoparticles for controlled assembly of composite nanostructures[END_REF][START_REF] Correa-Duarte | Aligning Au nanorods by using carbon nanotubes as templates[END_REF][START_REF] Rasch | Hydrophobic gold nanoparticle self-assembly with phosphatidylcholine lipid: Membrane-loaded and Janus vesicles[END_REF][100] The different Au NPs and assembled Au nanostructures obtained from these templating methods are demonstrated in In the LSPR based biosensors, the specific biochemical interaction is transduced by the local refractive index changes around Au NPs, which leads to the modulation of plasmonic resonant peak. With the continuous advancement on the understanding of plasmonic properties and controlled synthesis of plasmonic nanostructures, tremendous studies of LSPR biosensors have been reported to detect various kinds of biomolecule interactions, the details can be found in a range of excellent review articles. 53,[START_REF] Sagle | Advances in localized surface plasmon resonance spectroscopy biosensing[END_REF][START_REF] Sepúlveda | LSPRbased nanobiosensors[END_REF][104][105][106][107][108] Specifically, the immunological LSPR biosensor based on the antibody-antigen interaction is of paramount interests, mainly due to the strong and highly specific binding ability of antibody. In this type of LSPR immunosensor, the capture antibody is normally immobilized onto the plasmonic surface via the self-assembly monolayer (SAM) based on thiol chemistry, followed by passivation of nonspecific binding sites, thus the specific recognition towards target analyte (antigen) is probed in a dose dependent resonant wavelength shift. One typical example was shown in Although the LSPR biosensor is able to detect the trace concentration of biomolecules as well as the minute conformation changes of proteins, it is quite a challenge to obtain the chemical structure information of analyte from the LSPR biosensors that detect local refractive index changes. To this end, another plasmon based optical biosensor of SERS, namely surface enhanced Raman spectroscopy, is not only able to show the dose dependent responsive as conventional LPSR biosensors, but also provide fingerprint structure information for the analyte target, therefore the target biomolecules can be virtually "seen" by the SERS nanosensors. Given these promising features of SERS nanosensors, there are increasing work conducted, involving mechanism study, substrate preparation, instrumental measurement and so on, these details can also be found in several comprehensive reviews articles 111-115 and excellent books. [116][117][118][119] Herein, an interesting plasmonic biosensor containing dual transducing channels for parallel acquisitions of LSPR transmission and SERS spectra is described as the conclusion example for this chapter. As shown in Figure 1.8, the LSPR and SERS are combined in highly tunable plasmonic metamaterials biochip which is made up of split-ring resonator arrays. 120 The conformation and structure information are probed by SERS spectra, while the quantitative binding information is obtained by LSPR transmission measurement. By simultaneous probing the conformational states and binding affinity of biomolecule, the authors are able to fingerprint and detect the interaction between binding domain of nucleolin cancer biomarker (RGG 9 peptide) and K + -induced AS1411 G-quadruplexes with a picomolar sensitivity. μm and 200 nm, respectively). Designed to operate in the vis-NIR spectrum, the plasmonic metamaterials will provide direct access to characteristic fingerprints of biomolecules, thus enabling a unique platform to execute both conformational information and quantitative binding data simultaneously by transmission LSPR and SERS spectroscopies. The nanosensor is functionalized with AS1411, an effective anticancer drug that is currently in clinical trials for cancer treatment. Under K + -induced conditions, AS1411 folds into a G-quadruplex, which can effectively capture the binding region of a nucleolin biomarker RGG 9 .

The figures was adapted from the publish work. 120

Summary

With the increasing demands from ecotoxicology, environmental and medical analysis fields, the biosensors have seen continuous growth both in academic research and industries applications since the first glucose biosensors was developed and later commercialized. Among the tremendous different biosensing systems, optical biosensors are receiving ongoing research interests during the recent decades, especially for those based on the label free optical detection. Based on the detection principle, the label free optical biosensor can be divided into catalytic and affinity-based biosensors.

The principle of former one is to probe the specific biomolecules interactions via a biochemical reaction, while the later one directly detects the analyte binding to biorecognition elements by various methods.

As one typical example for the catalytic label-free optical biosensors, the bioluminescent assays based on engineered bacterial cells have been discussed in terms of fundamentals of bacterial bioluminescence, engineered bacterial cells construction as well as biosensor or bioassays applications towards a wide range of toxicants or toxic effects. For the affinity-based optical biosensors, we have mainly focused on the immunosensors using plasmonic Au NPs, mainly due to their versatile optical properties. In this part, the basic information of plasmonic, gold nanoparticles synthesis and application of two plasmonic based biosensors of LSPR and SERS nanosensors have been discussed. Particularly, some innovative platforms have been designed to realize the simultaneous recording of LSPR and SERS signals, which will definitely improve the overall analytical performance of these surface plasmon based biosensors. 

Chapter 2 Bacterial bioluminescent assay for pesticides detection

Due to their high sensitivity and cost effectiveness, the luminescent bacterial biosensors or bioassays have been widely used in diverse fields like biotechnology, 1 environmental monitoring, 2 and ecotoxicology. 3 However, the majority of published works have studied the bacterial bioluminescent in a short period (around 30 min) and the bioluminescent tests have been conducted at room temperature. [4][5][6][7] In addition, a large amount of genetically engineered bacterial cells have been constructed and directly used for biochemical detection over the past decades, [8][9][10][11][12] but the essential details concerning the bioluminescent behavior of these bacterial cells are missing. For instance, the typical engineered luminescent E. coli bacterial cells exhibit considerable background bioluminescent signals after certain cultivation time even without exposure to any toxicants. 13 Thus the bacterial bioluminescence can be affected by their internal metabolic products which may result in ambiguous positive responses in bioassays.

In this chapter, two novel bioluminescent protocols have been developed for the purpose of increasing the sensitivity of pesticide detection using two genetically engineered bacterial cells (E. coli TV1061 and E. coli DPD2794). The first protocol is named as "fresh-overnight" two stages test, 14 while the second one is denoted as "incubation-centrifugation-washing" three steps test. 15 The primary idea behind these two protocols is the modulation of bacterial physiology and/or metabolism in order to decrease the background bioluminescence of bacterial cells, which will lead to the improvement of analytical performance of bioluminescent assay for toxicants detection.

Various parameters (bacterial optical density, test temperature, bacterial/toxicant suspension mixing and incubation time, etc.) are optimized in order to achieve sensitive detection of pesticides (atrazine and carbofuran) toxicity.

Experimental Section

Materials

Kanamycin sulfate (K1377), LB-broth (L3032), atrazine (45530) and carbofuran (32056) were purchased from Sigma (Lyon, France). Deionized water was produced by Millipore Mill-Q water purification system (France) and sterilized prior to preparation of analyte stock solution. Bacteria strains of E. coli TV1061 and E. coli DPD2794 were provided by Prof. Shimshon Belkin from Hebrew University of Jerusalem in Israel.

Bioluminescence measurements were performed within standard 96 wells Costar microtiter-plates (Corning Incorporated, USA).

Medium preparation

Luria Bertani (LB) medium was prepared by adding 2 g LB broth powder into 100 mL double distilled water in a 200 mL glass bottle, followed by sterilization in an autoclave-steam sterilizer (2540 ML-Tuttnauer, Netherlands) for 15 min at 121 °C.

Fresh sterilized LB medium was used in preparation of pesticides dilutions.

Instrumentation

For the growth of E. coli TV1061 and E. coli DPD2794 bacteria strain, a water bath was purchased from Grant Instruments (Type VF, Cambridge Ltd, UK). A DR/ 2500 spectrophotometer (Odyssey, HACH Company, USA) was used for recording the bacteria optical density (OD) at the optimized wavelength of 600 nm, while the mixing between bacteria cultures and different dilutions of toxicant solutions were performed using a vortex mixer (G560E, Scientific Industries, Inc. USA). The qualification of various pesticide dilutions were conducted by using an Agilent 6460 triple quadrupole liquid chromatography/mass spectrometry (LC/MS) with a high energy dynode detector (CARSO, Lyon, France). Centrifugation and bioluminescent measurements were conducted by using a centrifuge (Universal 320R, Andreas Hettich GmbH, Germany) and a luminometer (Luminoskan Ascent, Thermo Fisher Scientific, USA), respectively.

Luminescence values were presented in instrument's relative light units (RLU).

Bacteria growth conditions

The strain E. coli TV 1061 (grpE::luxCDABE) is sensitive to cellular metabolism changes, which is due to fact that the promoter grpE is one of about 20 promoters that are activated under conditions that the cells experience protein damage (e.g. upon addition of ethanol or phenol). Followed this activation, the reporter gene is therefore transcribed into necessary components that are responsible for light production. 16 The other strain E. coli DPD2794 is constructed by fusing the DNA-damage inducible promoter recA and reporter gene (luxCDABE), thus this strain is responsive to the genotoxical materials. 17 Cultivation of E. coli bacteria TV1061 and E. coli DPD2794 strains were performed in 10 mL fresh LB medium supplemented with 10 μL of 50 mg/mL kanamycin aqueous solution. The bacteria cells were grown overnight for 9 hr at 37 °C in a thermostated water bath, followed by vigorous vortexing (2000 rpm) of densely formed suspension of E. coli strains cultures. Then, 200 μL of bacterial suspension grown overnight was inoculated in 10 mL fresh LB medium without antibiotics and kept incubated at 37 °C for appropriate time to get desired bacteria optical density (OD).

96 wells microtiter plate preparation

For all the bacterial bioluminescent experiments, the standard 96 wells white plastic microtiter plates were used and the preparation is the same unless specially explained. Generally, 360 µL bacterial suspension with desired optical density (OD)

was mixed with 40 µL toxicant dilution of different concentrations in a 1.5 mL eppendorf centrifuge tube, followed by vortex mixing for 1 min. Then the resulted bacterial/toxicant mixtures were subjected to different steps defined by the specific protocols used. Finally, 100 µL bacterial/toxicant suspension (volume ratio of 9:1) was transferred into each well of the microtiter plate, and 100 µL bacterial suspension without any toxicant was used as the control in all the measurement. There are three replicas for each toxicant dilutions and the average RLU value is reported hereafter. The specific bacterial OD value and concentration of toxicant stock solution are dependent on the bacteria cells and protocols used, thus all these details will be presented in the corresponding parts later.

Results and Discussion

The background bioluminescence of engineered E. coli bacteria

The general construction of engineered bacterial cells and the toxicant induced bioluminescence were illustrated in The principle of bioassay based on engineered luminescent bacteria is the toxicant induced bioluminescence changes. Thus ideally the background bioluminescence from intact bacterial cells should remain stable during the measurement in order to improve the signal-to-noise ratio (SNR) for toxicants detection. However, these engineered bacterial cells can emit lights without the presence of any toxicant and the background bioluminescence is strongly dependent on the bacterial optical density and test temperature. 13 Taking the E. coli TV1061 bacteria (protein damage sensitive strain) as an example, the significant background bioluminescent signals were recorded after 4 hr cultivation at room temperature and the bioluminescence is still detectable even after additional 9 hr incubation of bacterial cells at 4 °C. As shown in Figure 2.2, the background bioluminescent from E. coli TV1061 is highly dependent on the bacterial OD value. Specially, the bioluminescence of bacterial cells with three different OD values (0.03, 0.08 and 0.12) was tested immediately after cultivation (named "fresh" mode) and after additional overnight incubation of "fresh" tested bacterial cells at 4 °C (named "overnight" mode). For the "fresh" mode (curves in right side, solid symbols), whichever the OD was (0.03, 0.08 or 0.12), two peaks were recorded, a major one followed by a minor one. When the OD was increased from 0.03 to 0.12, a shift of the peaks towards the lowest time from 265 minutes to 210 minutes was observed. The increase of the OD has also lead to an increase of the peak amplitude. For the "overnight" mode (curves in left side, open symbols), a more diffuse peak versus time has been observed at an earlier time (30 min) and the appearance time of the peak was OD independent. However, the intensity of this peak was obviously decreased compared to the one of the major peak obtained for the "fresh" mode. In addition, the increase of the OD has led to a decrease of the peak amplitude in the "overnight" mode. The existence of bioluminescence peaks without the presence of pollutants must have been induced by a yet to be explained normative background metabolism, or a yet to be studied possible inducement from their own metabolic products, that may eventually be released by the bacteria into the medium or some other reason, causing the usually considered difficult to control "background" luminescence. From the above results, it clearly shows that the OD only affects the intensities and appearance time of the peaks, but not the whole shape of the spectra. The shift of the appearance time of the peaks versus OD still remains unclear.

The main difference between the two studied modes concerns the storage of the bacteria at low temperature (4 °C) during one night. The metabolism of bacteria clearly depends on the temperature and for this type of bacteria it is assumed that their metabolism is lowered when the temperature is decreased. Under this assumption, the decrease of the bioluminescent peak intensity versus OD can be explained in the following manner. Firstly, it's worthwhile to notice that prior to the overnight storage at 4 °C, the bacteria were growing during the bioluminescent measurement at 25 °C, constantly producing their own metabolic product. By storage at the lower temperature of 4 °C, the pollutant is able to be collected by the bacterium inside the cell, thus increasing "artificially" the concentration, while not being very active in the luminescence-related metabolism, and then when the bacteria do return to room temperature, the induction turns out to be enhanced. A similar explanation concerning the penetration into the E. coli DPD2794 bacteria cells of nonylphenol toxicant was reported as well. 18 In addition, it should be noted that the bioluminescent peak was more diffuse in the "overnight" mode, and the appearance of the peak occurred very quickly (30 min) after the 4 °C storage and that it was OD independent. As discussed above this phenomenon could be explained by the fact the bacterial cells are continuously growing during the bioluminescence measurements at 25 °C, and therefore, are producing toxic compounds that could inhibit the bioluminescence signals. It is reasonable to assume that the more the bacteria are, the more the toxic compounds will be produced explaining why the RLU is lower for the higher optical density in the second "overnight" test.

Based on the above results, the engineered E. coli bacterial cells indeed produce considerable light in the absence of any toxicants and this consecutive self-emitting luminescence becomes more obvious in longer time. In order to use the engineered bacterial cells in bioluminescent assay for pesticides detection, the background bioluminescence from bacterial cells per se should be decreased. Therefore, two novel protocols have been created to increase the bioassay sensitivity for pesticides detection.

First protocol: "fresh -overnight" 2 stages test

The first protocol is named as "fresh-overnight" test, it's a 2-stage reading approach (both were required), including a first 5 hr reading of a freshly prepared bacterial suspension in the presence of the water insoluble atrazine toxicant, and a second reading after 9 hr "overnight" 4 °C incubation (see Figure 2.3). In both phases, the bioluminescence responses were acquired at 25 °C. The atrazine stock solution was prepared by dissolving 1 mg atrazine into 1 mL DMSO, then tenfold dilution from 0.1 mg/mL to 0.1 pg/mL were prepared by diluting stock solution using fresh LB medium.

Since the toxicant solution was diluted another ten times in the 96 well microtiter plate (volume ratio of bacteria/toxicant is 9:1), the real tested atrazine concentration range should be 0.01 mg/mL to 0.01 pg/mL, all concentrations indicated in the later part were referred to the concentrations in the microtiter plate unless specially stated. Moreover, the optical density of bacterial cells has been optimized by using three different OD values of 0.03, 0.08 and 0.12, from which the 0.08 OD is the optimized one for atrazine detection. Initially, the "overnight" measurements were conducted after cold incubation for different times such as 3 hr, 6 hr, 9 hr and 12 hr, respectively. From the obtained results, the 9 hr cold incubation experiment exhibits the best sensitivity for atrazine detection. 

Atrazine bioluminescent induction of E. coli TV1061 bacteria in "fresh" and "overnight" mode

The toxic effect of different atrazine concentrations on E. coli TV1061 bacteria was evaluated through the proposed "fresh" and "overnight" consecutive tests for an optical cell density (OD) equal to 0.08, since at this OD the bacteria cells have the best discrimination ability towards different concentrations of atrazine. Bioluminescent curves under conditions A and B exhibit very similar shapes. The first effect of the atrazine toxicant is a shift in the appearance time of the major peaks which may depend on the atrazine content. The second effect is a slight increase of the peak intensity for the two higher contents of the tested range, leading to a strenuous discrimination between atrazine contents using their peak amplitudes. The major peak of the curve under condition C is sharper than the major peaks observed on the other two conditions. The shift of this peak appearance versus time is also more pronounced.

Thus, it is only possible to discriminate between the high and low atrazine toxicity at this "fresh" stage. induced by a lower concentration of atrazine from 0.01 pg/mL to 1 µg/mL and the control. In contrast to the results in "fresh" mode, it is clear that all the bioluminescent curves exhibited a more diffuse peak in the "overnight" mode, which appeared very quickly after the beginning of the measurement process for all the tested atrazine content. The amplitude of the peak regularly increased with the atrazine content from 47 RLU for 0.01 pg/mL to 64 RLU for 1 μg/mL atrazine, except for the highest content (10 μg/mL) for which a strong bioluminescence increase was observed (150 RLU).

In the "overnight" mode, the use of the cold incubation seems to reduce the effect of the bacteria's own metabolism or more likely may enable the accumulation of the toxicant inside the cell during a slowing of the overall metabolism, and consequently to enhance the capability of the bacteria to sense atrazine when the overnight mode is used. It is also worthwhile to note as the discrimination mode is of the "light on" type (increase of bioluminescence within the presence of the pollutant), the trace concentration of atrazine could be sensed as low as 0.01 pg/mL. In addition, it can be noticed that the two modes (fresh and overnight) can also be used for the detection of the pollutant threshold which corresponds to the visible bioluminescent discrimination in the bacterial behavior from low to high toxicity level.

Therefore, the strong shift between the "B"-peaks and "C"-peak over time (in the "fresh" mode) or the sudden increase of the bioluminescence intensity between the same peaks (in the "overnight" mode) were respectively observed. This particular bacteria evolution can be considered as a toxicity indicator between a low toxicity effect (for "B" peaks, 1 μg/mL to 0.01 pg/mL) and a high toxicity effect (for "C" 10 μg/mL).

Calibration curves for atrazine detection under "overnight" mode

From the recorded bioluminescence signals versus time, the relative area under the curve (AUC) is defined as the integration of experimental RLU values over a fixed range of time, which can be calculated using the build-in algorithm of Origin software.

Thus, the bioluminescent results of the "overnight" mode were used to construct calibration curves by plotting the relative area under the curve (corrected from bacterial control) versus different atrazine concentrations for three bacteria optical densities (0.03, 0.08 and 0.12) (Figure 2.6). Generally, the curves displayed the same trends such as an increase of the relative areas for lower atrazine concentration, ranging from 0.01 pg/mL to 0.1 μg/mL Moreover, the highest responses to atrazine concentrations are observed for bacteria with an optical density of 0.08, which is corroborated with the results obtained from bioluminescent test. Additionally, LC/MS analysis has been conducted to confirm the concentration of various tested atrazine dilutions, these results are summarized in Table 2.1, where the atrazine expected concentration (C exp ) and real concentration (C LC/MS ) are compared.

The correction factor (the ratio of C exp to C LC/MS ) was calculated for atrazine concentrations from 100 mg/L to 100 ng/L and was found in the range of 0.7 and 0.8.

The low variation of this correction factor validates the used process to accurately prepare various atrazine solutions and the capability of the studied bioreporter to sense the prepared atrazine contents. 

Specificity of pesticides detection

The idea of the first protocol was not to discuss the mechanism of the bacteria bioluminescence but to prove that, for a given toxicant concentration (even traces) the experimental conditions can greatly affect the bacteria behavior. Moreover, the purpose was to find out a protocol which leads to a linear response versus toxicant content. It is known that the heat shock genes/promoters usually respond to a wide array of stimuli and consequently the specificity of this bioreporter could be questionable. 16 As the very preliminary step, additional experiments within the presence of two more pollutants: carbofuran and nonylphenol were performed with the proposed protocol to evaluate the analytical selectivity of bioassay and the results were shown in mg/mL to 10 -4 mg/mL (B) after overnight "cold" incubation.

In conclusion, an improved protocol has been developed for the identification of the toxic effect of water insoluble pesticide atrazine using bioluminescent reporter bacteria through an overnight cold incubation at 4 °C. Bacteria can be affected in the "fresh" mode by 10 μg/mL atrazine in about 180-300 min at 25 °C in the first luminescence measurement, while for the visualizations of lower atrazine concentrations effects, bacteria do require additional overnight (9 hr) cold incubation at 4 °C prior to their second luminescence reading at 25 °C. These results demonstrate an alternative experimental methodology which enables a greater sensitivity identification of atrazine toxic effects down to 0.01 pg/mL.

Second protocol: "incubation-centrifuge-washing" 3 steps test

As mentioned above, the background bioluminescence from intact bacterial cells should be effectively decreased to improve the bioassay sensitivity. Besides of the first protocol using cold incubation, a second protocol contains three major steps of "incubation-centrifuge-washing" has been developed to decrease the bacterial background bioluminescent signals as well. In this protocol, the DNA damage sensitive bacteria strain of E. coli DPD2794 was used as the bioreporter cell and carbofuran pesticide was used as the model toxicant. The toxicant stock solution (0.05 mg/mL) was prepared by dissolving 1 mg carbofuran into 20 mL ddH 2 O, and then various aliquots of 10 -1 , 10 -2 , 10 -4 , 10 -6 and 10 -8 were prepared by diluting stock solutions with fresh LB medium. The validation of carbofuran dilution process down to 10 -6 corresponded to an experimental concentration of 0.05 ng/mL was conducted using liquid chromatography/mass spectrometry (LC/MS) technique for three times.

For the bioluminescent measurements, 100 μL mixtures of bacterial suspension and toxicant dilution (volume ration of 9:1) were distributed into the 96-well white microtiter plate, while 100 μL of bacterial suspension was used as the control. All the bioluminescent measurements were conducted at 30 °C for 400 min. The novel bioluminescent protocol that enabled higher bioluminescence production contained three main steps.

Step I: Incubation of bacterial suspension and toxicant dilutions. Bacterial suspensions were incubated with various concentrations of toxicants at room temperature for different periods of time (2, 4, 6, 9, and 12 hr, respectively). The control experiment was conducted follow the same procedure but without using the incubation step (control 2 in Figure 2.8).

Step II: Centrifugation and washing with fresh LB. After the aforementioned incubation periods at room temperature, the bacterial/toxicant mixtures were centrifuged at 3000 rpm (856 g) for 15 min, where the resulting supernatant was discarded and replaced with fresh LB medium. The washing step was repeated twice.

The control experiments were conducted by using "non-washed" bacterial cells under the same experimental conditions (control 1 in Figure 2.8).

Step III: Bioluminescence measurement at 30 °C. The bacterial/toxicant mixtures (volume ratio of 9:1) were distributed into the 96-well microtiter plates.

Bioluminescence measurements were conducted at a favorable physiological higher temperature of 30 °C, so as to gain a faster bioluminescent response. In each bioluminescence measurement, the resulting signals obtained from the bioreporter cell that were not exposed to the toxicant (called not induced samples), were recorded as the third control in each measurement. 

Temperature dependence of E. coli DPD2794 bioluminescence

In most of published work, the engineered E. coli bacterial bioluminescence is exclusively recorded at room temperature, 4-6 however we have found that the toxicantinduced bioluminescence of E. coli DPD2794 bacteria is highly dependent on test temperature. As an example, the E. coli DPD2794 bacterial cells were simply mixed with different concentration of carbofuran dilutions and the resulted bioluminescence was recorded at two different temperatures (room temperature and 30 °C). Interestingly, E. coli DPD2794 bacteria respond to the toxicant effect much faster at 30 °C, as major peaks appeared around 250 min as shown in 

Indispensability of "centrifugation/washing" step

Although a higher test temperature does contribute to faster bacterial bioluminescent responses to targeted toxicant, the bioluminescence from bacterial control is still larger than that of toxicant/bacterial mixture ("light off" mode). Thus the signal-noise-ratio is deteriorated by this light off detection, which is the main reason for developing a more sensitive "light on" protocol. Actually, the incubation of bacterial cells with toxicant and the subsequent washing of these bacterial cells are extremely important steps in the reported new protocol. As an example to demonstrate the improvement, the bacterial bioluminescent spectra in the presence of carbofuran following the aforementioned protocol are shown in It is assumed that without any washing steps, the bacterial metabolites and the presence of excess carbofuran toxicant may affect the overall bioluminescence signals by providing additional non-discriminatory stress to the whole bioreporter cell activities, thus leading to a complicated bioluminescence evolution and impossibility to discriminate between various carbofuran contents. Thus the "centrifugation-washing"

step is indispensable as the potential background interference can be greatly reduced.

Optimization of bacterial/toxicant suspension incubation time

In order to optimize the incubation time, the background bioluminescence from bacterial cells have been tested after different periods of room temperature incubation and the results were shown in In order to obtain the optimum incubation time to discriminate various concentrations of carbofuran, independent experiments with different incubation time of 0 hr (i.e. no incubation), 2hr, 4 hr, 6 hr, 9 hr and 12 hr at room temperature were conducted. From the results, the overall bioluminescence evolutions (curve shapes),

were similar for various incubation times; however the recorded maximum luminescent intensity was dependent on incubation time. In order to highlight these differences, the relative maximum bioluminescence signal, defined as the peak difference (RLU max -RLU control ) between toxicant induced luminescence RLU max and control luminescent RLU control , was calculated for different incubation time. It should be mentioned that only three carbofuran dilutions were shown in Figure 2.12 for a better visualization. In all experiments using different incubation times, the bioluminescence maximum intensity was always proportional to the carbofuran concentration. However, the bacterial bioluminescence in the presence of toxicant was lower than that of bacterial control for 0 hr, 2 hr and 12 hr incubation experiments. The specific reason for the inhibition of bacterial bioluminescence in these cases is unclear, however it might be attributed to the competition between bacterial growth due to the transition to 30 °C and the increased sensitivity to the toxicant due to the higher temperature of exposure, which will be discussed in details later. For the experiments using 4 hr and 9 hr incubation time, the observed bacterial bioluminescence was enhanced by the presence of two higher carbofuran dilutions of 0.5 µg/mL and 5 ng/mL, while for the lowest 50 pg/mL dilution, the bacterial bioluminescence was not affected by the presence of toxicant given that the relative difference was almost zero. Interestingly, for the experiment using 6 hr of incubation, the bacterial bioluminescence signals were

proportionally enhanced by all three tested toxicant concentrations. In this case, the "light ON" bioluminescence (RLU signal above the control bacteria) was observed.

However at 0 hr, 2 hr and 12 hr or 4 hr and 9 hr partially positive or very low relative luminescence may be explained by the fact that the toxicant affects negatively the luciferase activity. Based on these results, the optimum room temperature incubation time for carbofuran detection using E. coli DPD2794 bacteria bioreporter cells was chosen as 6 hr, and the whole bioluminescent evolution in this optimized condition was shown in Figure 2. 13 where different concentration of carbofuran dilution can be readily detected by bacterial bioluminescence. In the first 60 min of measurement, the bacteria exposed to carbofuran showed distinct bioluminescent evolutions when compared to those in the control. Specifically, the toxicant induced bacterial bioluminescence reached a maximum intensity around 378~404 RLU within around 20 min, while the control bioluminescence was gradually increased without any peaks observed in this period of 60 min. Considering that the incubation step is used in the proposed protocol, there should be some carbofuran molecules uptaken into bacterial cells prior to bioluminescent measurement, which could be main reason for this dramatically increased luminescence in the beginning of measurement. However, in the following measurement, two main luminescent peaks appeared at about 100 min and 145 min, and were recorded in all the curves. The bacterial bioluminescence in the presence of toxicant was generally larger than that of bacteria control, and the maximum intensity of these two peaks was proportional to the carbofuran concentration used. 

Calibration curve for carbofuran detection using E. coli DPD2794 bacteria

Since several luminescent peaks were recorded during the bioluminescent measurement, thus in order to better evaluate the carbofuran toxic effects to the bacterial cells, one must not only monitor the single maximum intensity value, but also the areas under the whole bioluminescence curves. Thus the area under curve value was calculated for each curve from From the results shown in Table 2.2, both the calculated AUC value and recorded maximum intensities from the two main peaks were proportional to the carbofuran concentration. As discussed previously, one additional luminescence peak was observed (not found in the control curve) when the bacterial cells were exposed to the carbofuran toxicant (see Figure 2.13). This additional area was taken into account in the calculated areas under curves. Thus, instead of using luminescent peak intensity to construct the calibration curve, a more comprehensive calculation of the area under the curve (AUC)

was plotted against carbofuran concentration as shown in From the calibration curve, the induced bacterial bioluminescence response, based on calculated relative AUC value, was highly dependent on carbofuran concentration.

The linear response to various carbofuran concentrations was observed from 0.5 pg/mL to 0.5 µg/mL, with a linear regression equation of y = 23673.46 + 1916 x (y is the relative AUC value, x is the log concentration factor of carbofuran dilutions) and a correlation coefficient of 0.9986. Additionally, the expected 10 -6 dilution would represent 0.05 ng/mL given that the stock solution concentration is 50000 ng/mL. The LC/MS measurements were repeated thrice and an average value of 0.067 ng/mL for this dilution was obtained, validating the dilution process used in the experiment. From these results, the trace concentration of carbofuran as low as 0.5 pg/mL can be detected using bacteria E. coli DPD2794 strain via the new protocol.

In summary, since the generation of bioluminescence implies complex biochemical reactions in living cells, metabolism active bacterial cells are required in the analytical investigations of the toxicant. 19 It is convinced that the exogenous analyte is not the only factor to induce the bacteria bioluminescence changes. In this sense, modulating cellular metabolic changes in bacterial cells, during a longer monitoring period, will contribute to decreased background noises in the measured bioluminescence. Therefore, the bacterial bioluminescence response to the target analyte could be optimized by fine tuning of bacterial cellular metabolism, which is expected to be a cost-effective way to increase sensitivity of the bioassay.

Conclusions and Perspectives

In this work, instead of constructing new bacterial strains, the basic bioluminescent assay protocols of engineered E. coli bacterial cells have been refined to improve the sensitivity for pesticides detection. Using the protein damage sensitive bacteria strain of E. coli TV1061, the first protocol was developed for the identification of the toxic effect of water insoluble pesticide atrazine through an overnight "cold incubation" at 4 °C.

Bacteria can be affected in the "fresh" mode by 10 μg/mL atrazine in about 180-300 min at 25 °C in the first luminescence measurement, while for the visualizations of lower atrazine concentrations effects, bacteria do require an overnight cold incubation at 4 °C prior to their second luminescence reading at 25 °C. This study demonstrates an alternative experimental methodology, not known to be used so far in the literature that enables a greater sensitivity identification of atrazine down to 0.01 pg/mL. Moreover, using the DNA damage responsive bacteria strain of E. coli DPD2794, the second protocol containing three major steps of "incubation/centrifugation/washing" is devised to modulate the physiology of the bacterial cells whilst being exposed to a toxicant carbofuran. This new protocol enables an improved sensitivity meanwhile providing an interesting set of peaks, which surely contain useful information. By applying a simple incubation/washing step, it is able to obtain a low detection limit of the toxic effect of carbofuran down to 0.5 pg/mL.

Although the bioluminescence bioassays for toxicant detection based on genetically engineered bacterial cells have been studied for over 20 years since the first report published, 20 there is still long way for their real application in different scenarios.

The most challenging task is how to obtain applicable selectivity towards specific target pollutants, given the fact that the promoter gene used in most of engineered bacteria normally is responsive to many toxicants. The increasing advancement of microbiology and molecular biology would provide more detailed information about the bacteria cellular interaction with exogenous toxicants, thus would eventually leading to new engineered strains that are more specific to target compounds. Alternatively, the fine tuning of the physiology or metabolism of bacterial cells via modulating various experimental parameters is already proven to be a more economical option to enhance the analytical performance of bioassays based on our work, thus more detailed study on the bacterial metabolism should be conducted and particularly it is expect that much more interesting information will be deduced from single bacterial cell study. antibody-antigen, 2 complementary oligonucleotides, 3 sugar-lectin, 4 have been explored

in the biointerfaces. Among these specific biomolecular recognitions, the antibodyantigen immunological interaction is the most frequently used one due to its excellent specificity, thus tremendous immunosensors combined with different optical signal readouts have been developed for sensitive and specific detection of biomolecules. [5][6][7] With respect to the various optical detection methods (fluorescent, chemiluminescence, phosphorescence, surface plasmon resonance, etc.), the localized surface plasmon resonance (LSPR) based on noble metal nanoparticles witnesses increasing popularity, mainly due to the lively interplay between traditional bioanalysis and rapidly growing nanophotonics during last decades. 8 In this chapter, a robust LSPR biosensing technique has been developed for sensitive, specific and multiplexing biomolecules detection. The comprehensive studies including nanostructures fabrication, morphology optimization, surface biomodification and strategies to improve the analytical performance have been conducted. Specifically, the gold evaporation followed by high temperature annealing is used to obtain extremely stable gold nanostructures on glass substrate as the first step. Secondly, two 

Experimental Section

Materials and instruments

All the materials used in this chapter are listed in Table 3.1. All the chemical compounds are used as received without further treatment unless specially mentioned. 

Fabrication of plasmonic nanostructures

Gold evaporation followed by high temperature annealing. Classical microscope glass slides were cut around 25 × 8 mm and subsequently used as substrates for gold film deposition. Prior to gold evaporation, all the glass substrates were placed in a plastic sample holder and washed in the mixture of detergent (decon90) and deionized water (2:8, v/v ratio) in an ultrasonication water bath at 50 °C for 15 min. Further, the resulted samples were rinsed with excess amount of deionized water, drying under a N 2 stream and subjected to another ultrasonication washing in deionized water at 50 °C for 5 min. Finally, the glass substrates were rinsed three times with deionized water, dried in an oven at 100 °C for 10 min, and ready to be used as substrate for gold thin film evaporation. For the evaporation step, the dried clean glass substrates were placed on a circular evaporation plate with a diameter of 200 mm. The metal evaporation was conducted in the evaporator using the electron beam evaporation mode at ambient temperature under a high vacuum (pressure was around 1.0×10 -6 Torr). The evaporating rate was adjusted around 0.08 nm/s by slowly changing the current intensity. The film thickness was monitored by a build-in quartz crystal sensor. Three groups of samples with three different nominated gold film thicknesses (2 nm, 5 nm and 8 nm, respectively) were fabricated. After evaporation, the modified glass samples were transferred in a high temperature oven with accessible temperature range from 30 °C to 3000 °C to conduct the annealing procedure in the presence of oxygen. Three different annealing temperatures (in the vicinity of glass transition temperature of glass substrate) of 500 °C, 550 °C and 600 °C were studied in our work. In addition, it was also studied the thermal history influence prior exposure to the desire annealing temperature of asevaporated gold samples. Experimentally, all the samples of 2 nm film thicknesses were annealed at the same temperature of 550 °C for 8 hr, but subject to different initial thermal history (e.g. the increasing rate used to get 550 °C from room temperature was 5, 10, 15 and 20 °C/min, respectively).

Multiplexing gold nanostructures on single glass substrate.

In order to prepare different gold nanostructures on single glass substrate, two different masks were used during the gold evaporation. Specifically, in the first protocol, the gold evaporation cycle (2 nm thickness) was repeated different times at different predefined areas onto the glass slide (scotch tape mask was used to separate different areas), thus multiple areas with known evaporation thickness were created on single glass substrate. In the second protocol, aluminum staples were fixed on top of glass substrate to create goldglass interfacial areas where the gold evaporation process was modulated because of the "shadowing effects" of staples, leading to gradually changed gold film evaporation thickness in this specific interfacial areas. After evaporation, the modified glass samples were transferred into a high temperature oven to conduct the thermal annealing in the presence of oxygen at 550 °C for 8 hr, allows generation of different morphology nanostructures on single substrate.

Well-organized gold micro/nano-structures on single glass substrate. The classical microscopy glass slide was cut, washed and dried in a same way as reported above, then a commercial TEM copper grid (200 mesh, diameter of 3.05 mm) was integrated onto the clean glass substrates as a mask, from which the gold evaporation procedure was conducted. After the gold evaporation, the TEM grid mask were carefully removed and the patterned glass substrate was transferred into a high temperature oven to conduct the thermal annealing at 500 °C for 8 hr in the oxygen atmosphere, after which the grids micro-patterns were converted into well-organized gold nanoparticles.

Preparation of Au/Ag bi-metallic NPs.

A clean glass fixed with TEM grid on top was used as the substrate. For the metal evaporation, the optimized combination for LSPR biosensor application is one gold layer (4 nm) followed by another silver layer (2 nm), they were successively evaporated on the glass substrate through the TEM grid mask. Moreover, other configurations with equivalent thickness (such as Au 4nm, Au 6nm, Ag 4nm, Ag 6nm, Ag 2nm followed by Au 4 nm and Ag 4nm followed by Au 2nm) were prepared as well. After the evaporation step, the grid mask was carefully removed, and the metal modified glass substrates were transferred into a high temperature oven to be annealed at 500 °C for 8 hr. Finally, the well-organized Au/Ag bi-metallic nanostructures were created on the glass substrate.

Surface biomodification

Surface biomodification in LSPR biosensor experiment. For the gold nanoparticles to be used in LSPR biosensors, the immobilization of antibody biomolecules on surface of gold nanostructures is realized through thiol chemistry.

Specifically, the annealed samples were firstly washed with ethanol/acetone mixture (volume ratio of 1:1) in an ultrasonic bath at room temperature for 30 min to clean and stabilize the nanostructures. After drying under a N 2 stream, the samples were immersed with antibody drops was placed in a sealed humid petri-dish to avoid fast liquid evaporation. After washing and drying steps, the antibody-modified crystal was mounted in the QCM200 system and used for the specific and non-specific analyte acoustic investigations.

Results and Discussion

Fabrication of ultra-stable gold nanostructures

The requirement of stable gold nanostructures with large plasmonic tunability and high plasmonic sensitivity are the prerequisites in constructing robust LSPR biosensors.

In addition, the surface bound gold nanostructures are of special interests in the LSPR biosensor application, because the gold nanoparticles patterned solid surface can be easily regenerated to be reusable and easier to be combined with different microfluidic devices, from which the multiplexing and high throughput detection can be realized.

Among the various protocols to fabricate plasmonic nanostructures on solid substrates, the evaporation of thin film followed by thermal annealing would be more competitive due to the relatively low cost and potential large-scale fabrication ability. Moreover, for the transmission mode LSPR configuration, glass is the mostly desirable substrate due to its transparent color and inexpensiveness.

However, there is a major obstacle for the use of regular glass for deposing thin metal film due to the instability of the noble metal to the bare glass substrate upon exposing to aqueous solutions, solvents and buffers, which are the common places in real biosensor applications. 9 For instance, the instability of Au film deposited on glass substrate has been well documented in literatures, and this instability is due to the poor adhesive ability of gold towards glass. 10 Moreover, the morphology of gold thin film deposited on glass surface was reported to be seriously changed due to immersion in solvents, 11 which could lead to the suspicious random LSPR resonant-peak changes and thus deteriorating the measurement reproducibility.

There are several published work dedicated to overcome the inherent instability of noble metal nanoparticles to glass substrate. For example, an intermediate metal layer (Cr, Ni, Ti) can significantly strength the gold adhesion on glass, but the plasmon damping effects derived from this additional metal layer also decrease the plasmon quality of resulted sample. As the competitive alternatives, Israel Rubinstein and coauthors have recently developed some protocols to stabilize the gold thin film binding on glass surface, including pre-modification of glass using silane molecule together with post-depositing a very thin layer of silica 12 and one-step partial embedding of Au NPs in glass substrate through intensive thermal annealing. 13 On the other hand, the Sabine Szunerits group has also improved the metal nanoparticle binding ability to glass substrates from different ways. Basically, their works focus on the protection of plasmonic structures by various oxide-based overlayers, such as tin-doped indium oxide (ITO), SiO x , diamond as well as amorphous carbonated silicon thin films. 14 In this first part, gold nano-structures exhibiting strong LSPR properties have been fabricated by electron beam evaporating of thin gold film on commercial glass followed by thermal annealing at high temperature close to the glass transition temperature of substrate. The morphology and the spectroscopy of obtained LSPR surface were systematically studied under various experimental conditions, such as different film thickness and annealing temperature.

Influence of gold evaporation thickness onto the morphology and LSPR spectroscopy of annealed gold nanoparticles

In the metal evaporation-annealing protocol, the gold film evaporation thickness and annealing temperature are two important parameters to determine the morphology of resulted gold nanostructures. Therefore, the gold film with different thicknesses of 2 nm, 5 nm and 8 nm were evaporated on glass substrate and annealed at three different temperatures of 500 °C, 550 °C and 600 °C. The photograph of obtained samples with different parameters is shown in Figure 3.1. The prepared gold films exhibit different colors changing from light blue for 2 nm to light green for 5 nm and to golden color for 104 8 nm thicknesses. These colors change significantly after the gold samples are annealed at different temperatures for 8 hr. Experimentally, the high temperature annealing leads to a violet color for the thinnest gold evaporated layer (2 nm), while for the intermediate thickness (5 nm) and thickest deposited film (8 nm) the color emerge from dark blue to orange pink, respectively. Therefore, the higher annealing temperature was used, the darker colors were observed. The evaporated film thickness was already reported to play a decisive role in the determination of LSPR properties of gold nano-structures. 15 The LSPR spectra for goldevaporated sample with three different nominative film thicknesses (2 nm, 5 nm and 8 nm, respectively) were showed in Figure 3.2, where a wide extinction peak located at 642 nm with optical density (OD) of 0.2 was observed for the thinnest film of 2 nm. For the other two gold films, the extinction peaks shared the similar features, that contain a minimum OD of 0.17 around 520 nm followed by a large plateau in NIR wavelength range, combined with a slight increase of OD value for 8 nm sample. The wide extinction peak for 2 nm gold sample was attributed to the formation of discrete nano-105 structures in the very thin evaporated film, while the features of 5 nm and 8 nm sample were considered as typical plasmonic properties of (semi-) continuous film. 16 Although the glass substrate modified with very thin gold films (2 nm) exhibits an obvious plasmonic resonant peak according to results in Figure 3.2, the gold nanostructures were not very stable because of the weak affinity between gold and glass in this case. To prepare well defined Au NPs with reproducible optical characteristics, a high temperature annealing (close to the glass transition temperature) was conducted in the presence of oxygen. As shown in Figure 3.3A, the LSPR spectra of the three types of samples with different gold thicknesses changed significantly after annealing at 550 °C for 8 hr. Interestingly, all these annealed samples have well-defined plasmonic peaks. Moreover, by increasing the gold thicknesses, it was noticed that the maximum resonant wavelength was recorded at 553 nm for 2 nm, at 579 nm for 5 nm and at 712 nm for 8 nm sample. Also, it can be remarked that LSPR-peaks became wider with the increasing of gold-evaporated film thickness. There is a maximum plasmonic intensity which was measured for a thickness of 5 nm. This thickness corresponds to nanoparticles sizes (see Figure 3.3C) which give an optimal extinction coefficient where radiation losses are not too important. Annealed gold nano-structures were also characterized by SEM microscopy that allows better understand their morphologies at various temperatures. Moreover, the shapes of the extinction peaks and their OD values were assumed to be determined by the interplay among particle size, shape and interparticle distance.

Influence of annealing temperature onto the morphology and plasmonic spectroscopy of gold nanoparticles

Besides the evaporation of various gold thicknesses onto glass substrates, the other investigated parameter important for the construction of sensitive LSPR measurements was the annealing temperature. Recently, it has been reported that by thermal annealing at a temperature close to the transition temperature of the glass substrate would improve the stability of created gold nanostructures. 18 Therefore, the systematic studies about the influence of different evaporated thicknesses combined with that of different annealing temperatures have been conducted. The results are shown in Figure 3.4.

Samples with smaller initial film thickness of 2 nm and 5 nm, shared plasmonic peaks with similar evolution as following: at higher annealing temperature, the plasmonic peak was sharper, blue shifted in its resonant wavelength with larger OD value. Specifically, as the annealing temperature increased from 500 °C to 600 °C, the extinction peak was slightly blue shifted from 554 nm to 546 nm with a concomitant amplitude increases of 0.07 OD for thinner gold film (2 nm). In the case of the sample The characteristic plasmonic properties from each spectrum were plotted in function of annealing temperature and evaporation thickness, the resonant wavelength was shown as the line-dot figure, while the maximum OD value was displayed as the column chart in panel D.

As mentioned, the thermal annealing of metal films promotes an interparticle separation in order to decrease the surface tension energy between Au NPs and substrate, 19 which in turn enhances the affinity between gold nanoparticles and glass substrate. Additionally, the gold NPs obtained at higher annealing temperatures will become more homogeneous than those obtained at lower annealing temperature, where uniform NPs have sharper LSPR spectra than inhomogeneous ones. 20 Such NPs characteristics are in agreement with our results for the 2 nm and 5 nm gold thicknesses. However, for the annealed surface, the size of nanoparticles was evidently increased after annealing at higher temperature, which would be the reason for the red-shift of resonant wavelength at higher annealing temperature. In short, the annealing temperature has more complicated influence onto the plasmonic extinction peak evolution when compared with the use of various gold film thicknesses. Considering the fact that as increasing of annealing temperature, the totally different plasmonic peak evolutions (wavelength shift, intensity and shape changes)

As clearly shown in

were recorded, it can be induced that there would be a critical film thickness, where maybe different mechanisms are responsible for distinct annealing temperature dependent plasmonic tunability.

Reproducibility of plasmonic spectra

Since the metal evaporation followed by high temperature annealing is intended to fabricate stable gold nanoparticle on glass in large scale, the reproducibility of this protocol should be evaluated. Firstly, the plasmonic properties of obtained Au NPs are studied in terms of thermal annealing history. While there are some reports pointed out the stability of gold nanostructure on glass substrate is formulated in the beginning of thermal annealing (around 15 min), the longer periods of times may contribute to the sinking of gold nanoparticles partially inside glass. 17 Based on these assumptions, thermal pre-incubation studies before achieving the desired the high annealing temperature have been conducted. Experimentally, it was studied the LSPR properties In conclusion, crystalline gold nano-structures were prepared by electron beam evaporation approach followed by the high annealing temperature procedure in this part.

The influence of different gold evaporated thicknesses (2 nm, 5 nm and 8 nm) and annealing temperatures (500 °C, 550 °C and 600 °C) through the LSPR spectra were investigated. For samples with smaller nominative thicknesses (2 nm and 5 nm), the isotropic effects due to higher temperature annealing was responsible for blue-shifted and sharper plasmonic peaks, while for the sample with larger film thicknesses (8 nm), the size increasing effect contributed to the plasmonic peak evolution. Based on these results, the protocol of evaporation followed by annealing near glass transition temperature of substrate was considered as an effective and robust methodology to obtain stable LSPR nanostructure with great plasmonic tunability, which should open the possibility to large scale fabrication of LSPR structures on glass substrate.

Multiplexing nanostructures on single glass substrate

The extremely stable Au nanoparticles have been created on glass substrate via the robust protocol of evaporation followed by high temperature annealing from previous part 3.2.1, however the disadvantage is that Au nanoparticles of only one specific size is obtained from single experiment. Thus, a lot of samples with different sizes are required in the LSPR biosensor applications where the optimization of nanoparticles size normally is the prerequisite. Therefore, the protocols capable of fabricating multiplexing gold nanostructures on single substrate are highly demanded.

In this part, two new protocols are reported to obtain different zones of localized surface plasmon resonance (LSPR) gold nanostructures on single glass substrate by using very simple materials like staples and scotch tapes, respectively. The first protocol enables the preparation of "barcode-like" sample from which the systematic correlation between evaporation thickness and size of obtained Au NPs is constructed, thereby allowing the fast selection of optimized nanoparticle size for biosensor applications. The second protocol is designed to continuously modify the gold nanoparticles sizes in a specific area on glass substrate. There are pros and cons for these two independent protocols. A precise "calibration-curve" between nanoparticle size and evaporation thickness from first protocol allows reproducible fabrication of optimized Au nanoparticles, but this protocol is a slow process and needs more gold compared to the second one. On the contrary, the second protocol is time-efficient in terms of nanoparticle size optimization; while it is quite challenge to provide the corresponding experimental conditions (evaporation thickness) to reproduce the same nanoparticles.

Independent preparation of various zones of gold nanoparticles on single glass substrate -two protocols

It has been reported that the nominative thickness of evaporated film plays a decisive role in the final morphology of gold nanoparticles after annealing, which in turn determines their plasmonic properties. 18 Most of published works have evaporated one fixed thickness of gold film on single substrate, thus a specific plasmon resonance has been developed for each annealed sample.

In the present work, it is able to fabricate different zones of nanoparticles on single glass substrate, which has remarkable advantages in the multiplexing LSPR nanosensor applications. Given the importance of evaporated film thickness as mentioned above, the two proposed protocols both focus on the modulation of evaporated gold film thickness in a controlled manner before annealing.

First protocol: repeated gold evaporations on single glass substrate

This protocol is based on 4 cycles of gold evaporation (2 nm film for each cycle).

The scotch tape was used as mask to prevent certain glass areas from gold deposition.

Consequently, "barcode like" substrates containing four different nominative thicknesses (2 nm, 4 nm, 6 nm and 8 nm) of gold film were prepared. Thus, different nanoparticles sizes and shapes (i.e. different colors) on single substrate were developed after high temperature annealing step at 550 °C, a schematic illustration for this repeated gold evaporation cycles on predefined glass was shown in 

LSPR spectra and SEM morphology characterization of Au NPs obtained from first protocol

The LSPR spectra and corresponding nanostructures morphology are characterized using extinction measuring and field emission scanning electron microscopy (FESEM) imaging, respectively. For the sample obtained with the first protocol, the measured LSPR spectra for four independent zones were correlated with their initial evaporated film thicknesses (Figure 3.9A). It should be noted that in the beginning, as the nominative gold film increasing, the peak amplitude is obviously increased while the resonant wavelength is slightly shifted. However, the wavelength shift becomes dominant as further increasing of film thickness. For example, when the nominative evaporated film thickness increased from 2 nm to 4 nm, the maximum optical density was increased from 0.23 to 0.45 while the resonant wavelength only slightly red shifted from 561 nm to 566 nm. However, when the evaporated film thickness further increased from 4 nm to 6 nm, a relative large red-shift of resonant wavelength (25 nm) was observed, while the maximum optical density was only increased 0.08. Finally, when the film thickness further increased to 8 nm, a large wavelength red-shift to 742 nm was observed, and a much wider peak with maximum optical density declined to 0.4 was recorded. Extinction of smaller particles is dominated by absorption and thus there is a small size induced red shift. For bigger particles when extinction is dominated by scattering a strong red shift is observed. was less uniform than that of sample with lower film thicknesses, which is partly responsible for the observed spectra broadening effects in this case. Additionally, the broadening effect is attributed to radiation damping induced by the nanoparticles size increases. It is well known that the plasmonic properties (resonant wavelength, peak width and amplitude) are determined by the morphological features of gold nanoparticles, which can be readily modulated by using different nominative evaporated film thicknesses after annealing. Using the first protocol to fabricate samples with different evaporation thicknesses on single glass substrate, it is able to construct a correlation between initial film thickness and plasmonic properties, which is plotted in Figure 3.11.

Interestingly, the most intense plasmonic peaks are obtained for particles with an average size of 57.5 nm, which is in agreement with Mie theory calculations. 21 It can be seen that the most intensive plasmonic peaks are observed between zone 2 (4 nm gold evaporation) and zone 3 (6 nm gold evaporation) after annealing at 550 °C for 8 hr. This specific range is thus considered as the "LSPR biosensor window", which should contain the optimized plasmonic structures for biosensing experiment. The detailed physical dimensions information and optical spectra data (including resonant wavelength and maximum OD value) were summarized in Table 3.2. 

Second protocol: morphology gradually modulated Au NPs on single substrate

In this protocol, metal staples were fixed on the top of a glass substrate, leaving a gap between the mask (staples) and the substrate (glass). Due to the "shadowing effects" of used staples, an artificial gold-glass interfacial area was created, where the thickness of evaporated gold film in transversal directions was gradually modulated, leading to different sized gold nanoparticles after high temperature annealing (550 °C) step. A schematic illustration for the samples obtained from this protocol was shown in Figure 3.12, two transition zones located exactly at the gold-glass interface (e.g. area underneath the staples) were observed for the annealed sample. When these special areas were projected using conventional optical microscope, a multicolor transition zones were recorded (see inset microscope image), and the color changed from violet (glass side) to blue (gold nanoparticle side). According to a systematic study of thermal annealed gold nanostructures, the sample with varying evaporated film thickness exhibited different colors after annealing. Thus, a violet color corresponds to thinner evaporated film while the blue color is attributed to the thicker film, which corroborates the assumption of "shadowing effect" provided by metal staples mask. 

LSPR spectra and SEM morphology characterization of Au NPs obtained from second protocol

For the samples prepared with the second protocol, we have focused on the goldglass interfacial area. In order to better understand the plasmonic spectra and SEM morphology, different gold nanoparticles in the vicinity of the gold-glass interfacial area In summary, the reported two protocols both stem from the idea to modulate gold evaporated film thickness at predefined area on the same glass slide, thus allowing fabrication of multiplexing gold nanostructures with different morphology on single glass substrate. By comparing the spectroscopic data with the nanoparticles morphology obtained from the two protocols, the plasmonic peaks for the sample of second protocol were generally wider than those recorded for the sample of first protocol. Indeed, a narrower size distribution was observed for the sample obtained by repeated evaporation protocol (see Figure 3.9 and Figure 3.10), which explains the sharper peaks observed with first protocol. More homogenous nanoparticles generally lead to sharper plasmonic extinction peak. 20 The optimization of Au NPs morphology, i.e. size, shape and interparticle distance, is especially important for LSPR biosensors application and normally is a time consuming procedure given the diversity of nanoparticle morphology. Fortunately, the two protocols developed in this work provide effective plasmonic substrate to quickly select the optimized Au NPs among many possible candidates. The second protocol to created morphology gradually modulated Au NPs on single substrate seems particularly interesting; however there is an obvious disadvantage from this protocol, the different sized Au nanoparticles are continuously located in very limited areas, thus it is quite challenge to precisely record the LSPR spectra and the corresponding SEM morphology for one specific nanostructure. In fact, this disadvantage serves as the drive force for the following work to prepare well organized plasmonic micro/nano-structures.

Well-organized gold micro/nano-structures on glass substrate

In the first two parts, some basic requirements for the plasmonic substrates to be used in LSPR biosensor have been systematically addressed. For instance, the first part 3.2.1 mainly introduces the robust protocol of metal evaporation followed by high temperature annealing to fabricate ultra-stable Au nanostructures on glass substrate. The second part of 3.2.2 deals with the preparation of multiplexing gold particles with different sizes on single glass substrate, which facilitates the experimental screening the optimized plasmonic structure for intended LSPR biosensor application. However, there is still one essential aspect missing: the possibility to use one single glass substrate for several biomolecules dilutions detection. In this part, the commercial transmission electron microscope (TEM) sample holder, micro-structured cooper grid is used as the mask during the metal evaporation to create well-organized gold micro/nano-structures after high temperature annealing.

TEM grid mask: to prepare well-organized gold micro/nano-structures

A schematic illustration describing the preparation of gold micro/nano structure on glass substrate is shown in Figure 3.15. Experimentally, a TEM cooper grid (200 mesh, diameter of 3.05 mm) was fixed onto the clean glass substrate as a mask in the metal evaporation of gold thin film (4 nm), after a high temperature annealing at 500 °C for 8 hr, the gold micro/nano plasmonic structures were created. 

LSPR spectra and SEM morphology characterization of well-organized Au

NPs obtained from TEM grid mask

It should be mentioned that the LSPR extinction spectra were measured by a homebuilt confocal transmission UV-Vis-NIR optical setup. Because of the optical fibers and lens combination used in the measurement setup, the incident beam with spatial resolution of 10 μm was focused perpendicularly to the nanosensor chip. Since the size of single grid's pattern is about 100 μm, at least 5 different areas inside one tested pattern were investigated, compared and averaged in the final LSPR spectra. The statistical analysis of LSPR properties of obtained Au nanostructures were conducted by recording extinction spectra from 8 independent samples and the results were summarized in Table 3.3. It should be noted that for each sample, three different patterns were chosen and 5 different points inside one pattern were tested. From these statistical data, for a sample with 4 nm initial evaporated gold film thickness and annealed at 500 °C for 8 hr, the average plasmonic resonant wavelength located at 566.7 ± 1.5 nm, and the maximum optical density was recorded as 0.27 ± 0.03. The relative standard derivation (RSD) value for resonant wavelength and maximum optical density is lower than 0.3 % and 5.5 %, respectively, which indicates a good reproducibility of LSPR properties of obtained Au nanostructures. A single gold micro-pattern annealed at 500 °C for 8 hr is characterized by using the field emission scanning electron microscopy (FESEM, Raith). Prior to imaging, the sample was sputter coated with a thin layer (about 2 nm) of palladium to suppress the charging effects. In summary, the systematic studies concerning the preparation of extremely stable Au NPs are presented in this chapter of 3.2, where also includes several independent protocols to fabricate multiplexing and well-organized gold nanostructures on single glass substrate. Using these innovative protocols, a wide range of Au NPs with controlled modulating morphology can be readily fabricated in large scale.

Biomodification of Au nanostructures and specific biomolecules detection

In a typical LSPR biosensor application, a sensing element (antibody, enzyme, or nucleic acid) is modified on the surface of nanoparticles to specifically recognize its target, and this biochemical reaction will be converted to the quantifiable optical signals via the transducer, in this case is the metal nanoparticles. 22 The optical responses of LSPR biosensors are highly dependent on the local electromagnetic field distribution in the surroundings of nanoparticles. Considering the exponentially decay of an evanescent plasmon field away from nanoparticle surface, the distance dependent optical response of LSPR biosensor upon the formation of a functional layer at the metal surface can be described according to Campbell and co-workers: 23 R= m(η a -η s )exp(-

2d i /L d )[1-exp(-2d a /L d )] (1) 
where d i and d a are the thickness of recognition interface layer and adsorbed layer, respectively, assuming both layers have same refractive index η a . According to the Equation 1, in order to obtain the best sensitivity of LSPR biosensor, attention should be dedicated: (i) to increase the refractive sensitivity (m) of nanoparticles, (ii) to optimize the balance between decay length (L d ) and the biorecognition interface layer thickness (d i and d a ). Therefore, by using nanoparticles of different shapes, sizes and compositions, it is possible to maximize the refractive index sensitivity (m). If the recognition biomolecules are located outside the sensing ranging of nanoparticles (d i >L d ), the following binding events could not be detected anymore; on the other hand, if the decay length is much larger compared to size of biomolecules (L d >> d i ), the biorecognition events would occupy limited fraction of the sensing range of nanoparticles. In both cases a poor sensitivity of LSPR biosensor will be obtained. [24][25] As the first step, the samples prepared from the staples mask protocol have been used to quickly screen the optimized Au nanostructures for biosensor application, proved by sensitive detection of atrazine, then the TEM grid based protocol was explored to fabricate the well-organized micropatterns containing the specifically optimized gold nanostructure. Further, the optimized gold micro/nano-structures were functionalized as the high throughput biochip for multiplexing detection of BSA.

Finally, the antibody biomodification on gold procedure was studied in an alternative surface sensitive technique based on quartz crystal microbalance (QCM) as well. Based on these results, the biomodification protocol used in this work guarantees the reliable immobilization of biorecognition molecules onto gold nanoparticles, leading to the sensitive and specific detection of biomolecules targets in a high throughput manner.

The screening of optimized gold nanostructures using samples obtained from staples masks protocol

In order to select the optimized gold nanostructures for LSPR biosensor application, a wide range of gold nanoparticles with different morphology (size, shape, interparticle distance, etc.) were subjected to various biomodification steps and their corresponding LSPR spectra were recorded and compared. Generally, this optimization is a time consuming process, and the efficiency is even worse when the samples used contain only one sized nanoparticles. Fortunately, it is able to speed up this nanoparticles size optimization using one substrate containing a range of sized Au NPs. 26 Therefore, the sample prepared based on "shadowing" effects protocol is firstly used to screen the optimized gold nanostructures. The LSPR spectra of annealed Au It is noticed that after the MUA functionalization step, the resonant wavelength was slightly red-shifted. Further, when the larger biomolecules (anti-human antibody)

were immobilized in these interfacial areas, more obvious wavelength shifts were observed. Specifically, after binding of 100 µg/mL anti-human IgG antibody on gold nanoparticles, a 25 nm and 15 nm red shifts of resonant wavelength were measured for curve 4 and curve 3, respectively. However, only 6 nm of shift was observed for curve 2 and no obvious plasmonic responses were recorded for area 1. In short, the LSPR sensitivity was increased when the nanoparticle size increases from zone 1 to zone 4 within the gold-glass interfacial areas. Moreover, according to work of Chilkoti and coauthors, 27 the sensitivity of the LSPR nanosensor using larger gold nanoparticle (39 nm) was much better than that of smaller nanoparticles (13 nm). Interestingly, the average gold nanoparticles size corresponding to the most sensitive LSPR area in our work was also around 40~50 nm (Figure 3 It is clear that the immobilization of MUA alkanethiol layer and anti-atrazine antibodies leads to a wavelength red-shift of 4 nm and 13 nm, respectively (Figure

3.19A).

Next, after binding of antigen (atrazine), the wavelength shift was rather small as 5 nm for highest content atrazine. Instead, the peak intensity modulations become more important. Besides, the shift is independent of the concentration of the atrazine antigen. Specifically, the optical density increased from 0.547 for binding of 50 pg/mL dilution to 0.576 for 0.5 ng/mL dilution, which was further increased to 0.608 after binding of higher atrazine content of 5 ng/mL. From the obtained results, where the small molecules of atrazine (about 220 Da) were specifically detected through an LSPR immunosensor configuration, the main plasmonic response was firstly considered as wavelength shift due to large antibody immobilization, after which the optical intensity changes became predominant once the different antigen concentrations have been tested. In a control experiment using atrazine non-specific anti-human IgG modified Au NPs (Figure 3.19B), plasmonic wavelength is red-shifted after modification of thiol and anti-human IgG antibody. However, after exposure to 5 ng/mL atrazine, no plasmonic shifts were observed. Therefore, the LSPR responses shown in Figure 3.19A do correspond to the specific binding of atrazine to its antibody.

High throughput detection of BSA

Followed successful selecting of optimized Au NPs size, the plasmonic substrate was constructed as a biochip for large protein molecule (BSA) detection. Therefore, the plasmonic biochip was fabricated by using TEM grid protocol, 28 and then the overall biochip was functionalized by anti-BSA IgG antibody to demonstrate the possibility of detecting three different concentrations of antigen on single substrate.

The LSPR spectra corresponding to different biomodification steps involved in BSA immunosensor constructions are recorded in Figure 3.20A. As expected, due to the well-organized micrometric patterns on glass substrate and the precise control of incident beam position, the same patterns are followed during all these plasmonic measurements. Indeed, the TEM-approach highly facilitates the identification of one particular nano-structured micropattern at any time during experiments, therefore reducing drastically the usual area-to-area differences resulted from random LSPR investigations of gold nanoparticles after their formation at 500 °C. It is found that the bare gold nanoparticles inside the pattern exhibit obvious plasmonic peak at 567 nm with optical density of 0.3, after the thiol (MUA) surface modification of the gold nanoparticles, the resonant wavelength red-shifted to 570 nm with concomitant peak intensity increased to 0.33. Further, when the bigger anti-IgG BSA antibody is immobilized to the thiolated-substrate, a larger red-shift of wavelength of 7 nm is recorded, and the optical intensity is also increased to 0.37. Finally, after immobilization of antigen BSA (0.01 mg/mL), the LSPR peak is further red-shifted to 584 nm with optical density of 0.4.

On the other hand, the control experiment is also conducted by immobilizing a BSA non-specific antibody (anti-atrazine IgG) on the gold nanoparticles, the LSPR spectra corresponding to stepwise biomodification are described in Inter-assay RSD of BSA 0.01 mg/mL between sample1 and sample 2:

For wavelength: 0.36% ; for extinction: 4.16%

It is found that for these two samples, the maximum RSD between different positions inside one sample is around 0.34% for the resonant wavelength and 5.25% for the optical density. In addition, when compared with the LSPR results of spots modified by the same concentrations of BSA (0.01 mg/mL) from these two different samples, a small interassay RSD is obtained as 0.36 % and 4.16 % for wavelength and optical density, respectively, which confirms the reproducibility of surface biomodification.

The QCM technique to confirm the surface biomodification

The sensitive, specific and multiplexing detection of biomolecules have been realized by the label-free LSPR biosensors so far. A robust gold surface biomodification is indispensable to obtain the convincible results. Especially, the immunoreactions between surface grafted antibody and exogenous added antigen is the key step during the overall biomodification procedure. However, the LSPR biosensors discussed above only provide the indirect and end-point information concerning the antibody-antigen interactions. As one promising alternative, the surface mass sensitive acoustic biosensor based on quartz crystal microbalance (QCM) is able to probe the interfacial antibodyantigen interaction in a real-time way, thus it is expected that the QCM experiments will provide complementary information (such as kinetics data) for the biorecognition elements used in the previous LSPR biosensors.

The quartz crystal microbalance (QCM) is widely used as the transducer for the acoustic biosensor, mainly because of its excellent sensitive piezoelectric properties. 29 Thanks to the pioneering work of Sauerbrey in 1959 to derive the relationship between resonant frequency and mass deposited on crystal surface, 30 the QCM devices have found widespread applications in gas phase detection 31 and thin film characterization. 32 However, the Sauerbrey equation is only valid for the rigid, thin and homogenous film deposition on crystal, which hinders its applications on soft and solvated interfaces involved in liquid phase. 33 Fortunately, a new model for QCM operation in liquid was proposed by Kanazawa and Gordon. 34 According to the published work, if only one side of crystal is exposing to liquids, the frequency shift (ΔF) due to the liquid deposition on crystal surface can be described as:

ΔF = -( 𝐹 0 3 2 � 𝜋𝜇 𝑞 𝜌 𝑞 )�𝜌 𝐿 𝜂 𝐿 (2) 
where F 0 , μ q and ρ q are the characteristic resonant frequency, shear modulus (2.947 × 10 11 g cm -1 s -2 ) and density (2.648 g cm -3 ) of the quartz crystal, respectively, while the ρ L and η L are the density and viscosity of the bulk liquid. In terms of experimental development, there are different ways to perform QCM measurements in liquid phase, either by using impedance analysis or QCM with dissipation and with oscillator circuits. 35 In this work, the simple and effective drop deposition onto a QCM electrode was explored to detect varying concentrations of antigens, [36][37] the schematic illustration for the QCM experiment of drop mode is shown in In this part, a QCM quartz crystal was gold micro-structured with a help of a commercial TEM-grid via a well-controlled vacuum evaporation technique. The resulted micro-structured QCM crystal was further used as the platform for sensitive and specific acoustic immunosensing of different (bio)molecules. One of the major ideas for this QCM experiment is to provide complementary results to antibody-antigen interaction for previous optical biosensors, thus the same gold surface biomodification protocols used in LSPR biosensors experiments have been utilized on gold electrode of crystal. Specifically, a successful immobilization of different antibodies (anti-atrazine IgG and anti-carbofuran IgG) onto different QCM patterns to sequentially detect two antigens (atrazine and carbofuran) in a sequential acoustic measurement is reported.

The stepwise preparations of acoustic immunosensors are described in In the present work, a thin layer of gold (5 nm) was evaporated onto the crystal surface through a TEM-grid mask and consequently, a well-organized marker containing three independent slots was obtained. After carefully grid removing, the size of one pattern was measured as 0.6 mm × 1 mm which was very close to the grid pattern. Moreover, the thin deposed gold film has negligible influences onto the surface morphology of commercial QCM-crystal gold electrode, as indicated in the SEM images in Figure 3.24. The reproducibility of the drop-deposition measurements is highly improved, as individual drops can be precisely deposited onto the same position due to the presence of a visible TEM-grid marker on the crystal surface. Further, these two micro-patterns were biofunctionalized with two different types of antibodies. The middle pattern was not modified with any antibodies and used to separate the two target sideways patterns in the presented acoustic experiments.

Moreover, the resonant frequency shifts (Figure 3.26) upon deposition of different concentrations of atrazine and carbofuran antigens were recorded at room temperature.

The differences of resonant frequency for the initial dried crystal before and after antigen binding (shown as the vertical red and blue dashed lines for carbofuran and atrazine, respectively) were used as the analytical signals in this work. The calibration curves for the specific recognition of antigens and two sets of control experiments are shown in Figure 3.28. Thus, although the frequency is still slightly shifted in the two control experiments when antigen binds either to non-specific antibody or to thiolated crystal, the frequency shifts corresponding to the specific antibody-antigen interactions are highly representative. For the carbofuran specific detection, a linear frequency shift response was observed for antigen concentration ranging from 1 µg/mL to 10 µg/mL with a regression equation of y=1.25x+3.92, R 2 =0.97 and standard error of 1.08. For the detection of smaller molecule such as atrazine, the frequency shift is smaller than that obtained for carbofuran detection while a linear frequency shift versus antigen concentration (y = 0.96x+ 1.64) was also obtained in the concentration range of 1~10 µg/mL with a coefficient of 0.98 and standard error of 0.83. Since the dispensed volume of each antigen dilution is only 0.3 µL, the lower limit detection for carbofuran and atrazine is 1 µg/mL. In summary, a cost-effective protocol to fabricate acoustic immunosensors based on a quartz crystal microbalance (QCM) is designed to provide additional information for the antibody-antigen interaction on gold surface. Based on the previous experience to construct high throughput LSPR biochip, 28 the patterned quartz crystal is prepared via an electron beam evaporation of gold through a commercial transmission electron microscope (TEM) grid as a mask. 36 Two different patterned zones on the crystal electrode surface were functionalized either with the monoclonal anti-carbofuran or with anti-atrazine IgG antibody by using thiol chemistry. Different concentrations of antigens (carbofuran or atrazine) were deposited onto their corresponding antibody modified zones monitoring in-situ the specific interaction between antibody and its antigen from both resonant frequency changes versus time. Two sets of controls experiments, including antigen interactions with non-specific antibody and simple antigen deposition onto thiolated-QCM quartz crystal were also investigated. It was found that the proposed methodology allows sequential specific detection of 4.5 µM carbofuran and 4.6 µM atrazine, respectively. These QCM results are well corroborated with the previous data obtained from LSPR biosensor experiments, which indicates the gold surface biomodification protocol used in the work is robust and efficient.

Improvement of LSPR biosensor sensitivity

Based on the previous parts, the gold evaporation followed by high temperature annealing is able to provide ultra-stable gold nanostructures on glass substrate, and this fundamental protocol can be readily adapted with different masks to ultimately enable the specific and multiplexing detection of several biomolecules using single LSPR biochip. However, there are two disadvantageous in this basic evaporation/annealing protocol. Firstly, the Au nanoparticles obtained from this protocol show considerable inhomogeneity of nanoparticle shape, in other word, a range of different shaped Au nanoparticles are obtained, which will result to inhomogeneous broadening of plasmonic resonant peak. Secondly, the Au nanoparticles resulted from high temperature annealing are believed to be embedded inside the underline glass substrate, which will significantly decrease the effective gold nanoparticle surface area that can be modified by the biorecognition element (i.e. antibody). Due to these two shortcomings, the obtained monometallic Au NPs show less sensitivity in LSPR biosensor applications.

Therefore, in this final part, two independent protocols have been proposed to improve the overall sensitivity of LSPR biosensor. Specially, the first protocol is used to increase the intrinsic plasmonic sensitivity of nanoparticles transducer by employing more sensitive Au/Ag bi-metallic NPs, while the second protocol is based on the spontaneous polymerization of dopamine molecule in base solution, which consequently serves as the versatile functional coatings to improve the interface biomodification, more specifically to increase the content of immobilized antibody onto bi-metallic NPs.

Preparation of Au/Ag bi-metallic NPs and their plasmonic spectra

Thanks to the commercial TEM copper grid used as mask during the evaporation process, extremely well-organized and large scale micropatterns of Au/Ag bi-metallic NPs were developed after 8 hr at 500 °C (Figure 3 Based on the previous results, 18 the LSPR properties evolutions of monometallic Au NPs are mainly determined by the gold evaporation thickness before annealing.

Since the plasmon resonant wavelength is always red-shifted and broaden as the increasing of gold evaporation thickness, the well-known interparticle coupling effects resulted from the Bragg diffraction of ordered arrays of metal nanostructures 38 are not observed in these experiments, which could be attributed to the random distribution of obtained metallic NPs. In addition, the optimized monometallic Au NPs for biosensor applications correspond to a gold evaporation thickness of 4 to 6 nm. 26 Herein, we have chosen to further enhance the plasmonic sensitivity by incorporating of more sensitive silver into the previously optimized monometallic Au NPs with gold evaporation thickness of 4 nm.

The LSPR spectra of Au NPs and Au/Ag bi-metallic NPs obtained by using different evaporation combinations are investigated. Thus, a wider plasmonic peak is observed at 572 nm with a maximum optical density value of 0.29 for Au NPs (Figure 3.30). After evaporation of silver (2 nm) onto the gold (4 nm) modified glass and annealing at 500 °C, a sharper plasmonic peak is recorded at 529 nm with an optical density value of 0.23 for Au/Ag bi-metallic NPs. The LSPR spectra were also recorded for other nanoparticles obtained using different evaporation combinations. The samples with evaporated silver alone (4 nm or 6 nm) are not stable after annealing at 500 °C for 8 hr ( 

Enhanced plasmonic behavior of Au/Ag bi-metallic NPs

It has been reported that the plasmonic responses of silver nanoparticles are more sensitive than those of gold nanoparticles with same geometrical properties. 39 It is well known that bi-metallic materials combine desirable properties that are not possessed by single component (metal) alone. 40 On the other hand, inspired from the mussel's strong adhesive ability to almost any types of organic and inorganic surfaces, a quite cost- Based on the above reported results, the authors unambiguously demonstrated that plasmonic sensitivity of Au/Ag bi-metallic NPs is clearly enhanced when compared to Au NPs, especially for the increase of maximum optical density upon different biofunctionalization of bi-metallic particles. Although the exact mechanisms responsible for the improvement of plasmonic responses in the presence of dopamine are yet to be explored, the introduction of more sensitive plasmonic material such as silver in the fabrication of bi-metallic materials could normally induce better LSPR properties than those of a single metal. 39

High throughput LPSR detection of BSA using (bio)functionalized Au/Ag bimetallic nanoparticles

Since the Au/Ag bi-metallic NPs have exhibited more sensitive plasmonic responses than Au NPs, they can be used as substrates for the construction of immunosensors for sensitive detection of albumin. Due to the TEM grid mask, the large scale (in millimeter range) of micro-/nano-plasmonic structures is easily prepared. In It is found that the LSPR biosensor based on Au-Ag bi-metallic NPs are able to discriminate different concentrations of BSA antigen (see Figure 3.34 A). Specifically, as the BSA concentration increases from 0.1 ng/mL to 10 µg/mL, a red-shifted of resonant wavelength (from 535.9 nm to 554.6 nm) and an increase of OD (from 0.2 to 0.32) were observed, respectively. Experimentally it was found that the annealed Au/Ag bi-metallic NPs were quite stable in liquid phase during extensive biofunctionalization steps, mainly due to their partial embedding inside the glass after 8 h at 500 °C.

However, the effective surface area of metal nanoparticles is expected to decline affecting the binding quantity of antibody molecules, which finally may result to a less sensitive response to antigen molecules recognition.

In order to further increase the plasmonic sensitivity of high temperature annealed NPs on glass substrate, the universal dopamine surface modification is used in this work. Since the spontaneous dopamine polymerization in base solution can occur at almost any surface, it is expected that both the Au/Ag bi-metallic NPs and the interstitial spaces between NPs can be modified with a uniform layer of poly-dopamine. Even more interestingly, the dopamine modified surface can be used to bind thiol via the Michael addition between catechol and thiol groups. 42 Since the localized surface plasmon resonance is rapidly damping away from nanoparticles, the thickness of polydopamine layer should be carefully controlled to make sure that the biomolecule binding is in the plasmonic sensing volume. Therefore, the annealed Au/Ag bi-metallic NPs subject to 1 hr dopamine treatment prior to thiol modification is used to improve the LSPR sensitivity. Moreover, the surface modification with poly-dopamine also improves the biocompatibility and oxidation resistance of top silver layer for the obtained Au-Ag bi-metallic NPs.

Indeed, from the plasmonic spectra recorded from Ag/Au bi-metallic NPs modified with dopamine (Figure 3.34 B), a larger shift of resonant wavelength and increasing of optical density are recorded when exposed to the BSA antigen. Specifically, a plasmonic peak red-shifted from 536.9 nm to 561.4 nm, and a larger OD increasing of 0.17 are obtained upon specific binding of different BSA concentrations from 0.01 ng/mL to 1 µg/mL. The plasmonic responses are saturated for the higher BSA concentration (10 µg/mL). The control experiment using the same Au-Ag-dopamine NPs modified with a BSA non-specific antibody was also conducted, where the different concentrations of BSA cannot be detected (Figure 3.35). These results confirm that the specific plasmonic changes reported in Figure 3.34 B are resulted from specific antibody-antigen interaction. The calibration curves for detection of different concentrations of BSA using Au-Ag bi-metallic NPs without and with dopamine modification are depicted in Figure 3.36. Moreover, the results from the mono-metallic Au NPs are included as well. In terms of lower limit of detection, while 1 ng/mL of BSA is detectable using monometallic Au NPs, the lower concentration of 0.1 ng/mL BSA can be readily determined by using Au-Ag bi-metallic NPs. The sensitivity is further increased to 0.01 ng/mL for Au-Ag bi-metallic NPs modified with poly-dopamine, which is lower than the analytical sensitivity (0.5 ng/mL) of a recently published BSA biosensor study. 58 Moreover, a much larger linear detection range of 0.01 ng/mL to 100 ng/mL is obtained under the optimized conditions. Thus, the obtained TEM grid-marker LSPR biosensor chip can be used for the high throughout detection, which can be time efficient and costeffective in many application scenarios. Although, it is difficult to probe the exact composition of glass surface modified with Au/Ag/dopamine/antibody/BSA antigen films, the authors emphasize that such NPs functionalization steps are observed over several repeated experiments when the samples have been exhaustively rinsed with ddH 2 O and ethanol to remove any possible impurities prior to the SEM imaging characterization. Based on the above surface protocol treatment, the observed SEM morphology could be attributed mainly to the specific presence of BSA molecules and poly-dopamine films.

In short, extremely well-organized and stable Au/Ag bi-metallic NPs are fabricated on glass after 8 hr annealing at high temperature (500 °C) in this part. It was found that fabricated Au/Ag bi-metallic NPs have sharper plasmonic peak in the visible spectrum range with plasmonic response more sensitive than those of monometallic Au NPs. To increase the sensitivity of the LSPR immunosensor, a surface modification strategy based on the multifunctional poly-dopamine layer coating Au/Ag bi-metallic NPs is explored to increase the immobilization quantity of antibody. Thus, as low as 0.01 ng/mL of BSA can be detected under the optimized conditions. The proposed nanoparticle treatment contributes to the development of sensitive LSPR biochips able to detect different concentrations of protein in a simple and high throughput manner.

Conclusions and Perspectives

In this chapter, the comprehensive studies concerning every essential aspect of label-free LSPR biosensors have been conducted. Generally, the overall work can be divided into five successive parts with each one focuses on one specific challenge for developing the robust label-free LSPR biosensors. In the beginning, the fundamental protocol to prepare ultra-stable gold nanoparticles for reliable biosensors applications 

Escherichia coli cell templates

The LSPR biosensors reported in previous chapter are able to specifically and sensitively detect biomolecules, however the expensive antibody is indispensable and no chemical structures information can be deduced from the label-free LSPR biosensors. On the contrary, Raman spectroscopy is considered as an important analytical tool thanks to the fact that it provides molecular fingerprint identification. [1][2][3] However, analyte Raman intensity is very low, which limits the widespread use of conventional Raman spectroscopy in ultrasensitive detection. Fortunately, Raman sensitivity can be dramatically enhanced by virtue of surface enhanced Raman scattering (SERS) effects which were firstly observed by Fleischman et al. 4 in 1974 and independently discovered by Van Duyne 5 and Creighton 6 in 1977. Even though there is still theoretical argumentation towards the origin of SERS, localized surface plasmon resonance (LSPR) of noble metal nanoparticles has been widely considered as the main driving force for the remarkable improvement in SERS sensitivity. [7][8][9] Therefore, the efficiency of the SERS substrate is highly dependent on the plasmonic properties of its metal nanoparticles that would need to be finely tuned by adjusting their size, shape, and composition. 10 In addition, interparticle spacing is especially important in SERS activity, because the strong plasmonic coupling occurring in the sub-10 nm gap contributes to the generation of so-called "hot spots", where a local electromagnetic field is prominently enhanced. [11][12][13] Thus, one can obtain up to 10 10 and 10 9 Raman signal enhancement respectively for Ag and Au NPs, which enables single molecule detection. [14][15] Thus, building on its unique features such as high sensitivity, fingerprint specificity, rapidity and ease of operation, SERS has been intensively studied in medical, 16 environmental, 17 biosensor [18][19] and material research 20 during recent years.

A sensitive SERS substrate is the primary prerequisite for any SERS nanosensor applications. A wide range of strategies have been developed in the fabrication of active SERS substrates, so as to control the aggregation and surface roughness of plasmonic nanostructures either by physical manipulation or by chemical transformation. 21 Topdown physical methods (nano-lithography) [22][23][24][25] are able to precisely control the size, shape, distance, placement and morphology of metal nanostructures, which ensures good reproducibility of SERS substrates, while there are some inherent disadvantages, including high cost, time consuming fabrication and requirement of specialized personnel. Indeed, it is quite a challenge to prepare plasmonic nanostructures with interparticle distance of sub-10 nm with top-down protocol, 26 where SERS efficiency is enormously improved due to strong plasmon coupling effects. Alternatively, different geometric nanostructures (like nanorods, nanoflowers and controlled nanoclusters, etc.) with a gap distance in sub-10 nm range can be easily obtained by bottom up chemical protocols, [27][28][29][30] which results in a random arrangement and aggregation of individual nanoparticles providing irreproducible SERS properties. 31 In order to create closely spaced plasmonic nanostructures in a controlled manner, the template based protocols have received increasing research interests during recent years. 32 For instance, closely spaced arrays of metal nanodisk dimers have been prepared via; 1., electrodeposition using porous anodized aluminum oxide (AAO) membranes as templates; 33 or 2., a nanostructured metal film over a closely-packed colloid template (Ag FON, film over nanoparticle) as an effective SERS substrates, 34 which was later developed as a glucose SERS biosensor, 35 and now incorporated into an implantable glucose detection platform to monitor the concentration of glucose in vivo. 36 Biological templates such as DNA, 37 proteins, 38 virus 39 and even butterfly wings 40 have also been explored as versatile templates to fabricate highly sensitive and reproducible SERS active substrates.

In this chapter, the samples used in the previous LSPR biosensors have been firstly tested in the SERS experiment. However, due to the fact that both the size and interparticle distance of these Au NPs increase at the same time as the evaporation film thickness increases, the overall SERS efficiency is compromised. Indeed, it has already been reported that larger Au NPs size (≥ 40 nm) with smaller gap distances are two important factors for a highly efficient SERS substrate. 41 In this context, based on the previous research experiences in bacterial cells (Chapter 2) and gold nanoparticles (Chapter 3), an interesting protocol is created to fabricate a highly sensitive SERS substrate by using E. coli bacterial cells as templates to finely control the creation of stable Au NPs, through high temperature annealing. Thus, the bacterial cell templated Au nanostructures show considerably enhanced SERS intensity when comparing to freely annealed Au NPs made without bacterial templates.

Experimental Section

Cultivation and fixation of E. coli bacterial cells

Fresh LB medium was prepared by dissolving 2 g LB broth powder (L320, Sigma) into 100 mL ddH 2 O followed by autoclave at 121 °C for 15 min and was used as bacterial cell culture solution. Then, a drop of E. coli bacteria stock was inoculated into 10 mL fresh LB medium containing 10 µL kanamycin solution (50 mg/mL) and cultivated at 37 °C for 12 hr in a water bath to obtain an optical density of 0.7.

Furthermore, 1 mL of the resulting bacterial cells suspension was centrifuged at 10,000 rpm for 10 min followed by two fresh PBS buffer washes. Next, the obtained bacterial cells pellet was fixed in 500 µL glutaraldehyde (G7651, Sigma) aqueous solution of 2.5 wt % at 4 °C for 4 hr. After fixation, the bacterial suspension was centrifuged (10,000 rpm, 5 min) and washed twice with ddH 2 O, followed by a stepwise dehydration using graded ethanol aqueous solutions of 30 %, 50 %, 70 % and 100 %, respectively. Each step was conducted for 15 min at 4 °C followed by centrifugation (10,000 rpm, 5 min) and washing with ddH 2 O. Finally, the bacterial cells were dispersed in 1 mL absolute ethanol and ready to be used as SERS templates. Furthermore, a TEM copper grid (PELCO, 200 mesh, diameter of 3.05 mm) was fixed onto the bacteria modified glass and used as a mask through a thin gold film evaporation process (thickness from 2 nm to 6 nm) in a vacuum metal evaporator (Plassys MEB 400) by using the electron beam mode. Finally, after carefully removing the TEM grid, the gold evaporated glass sample was transferred into a high temperature oven (Nabertherm) to conduct the thermal annealing at 550 °C for 8 hr in an oxygen atmosphere.

Fabrication of E. coli bacterial cells templates containing plasmonic gold nanostructures

Optical measurement and morphology characterization

The LSPR extinction measurements were conducted by using a home built confocal UV-Vis-NIR system in the transmission mode. The SERS performance of the obtained substrates was evaluated using a typical non-resonant Raman label of trans-1, 2-bis(4-pyridyl)ethylene (BPE). The SERS measurements were conducted by using a Jobin Yvon LabRam microscope system equipped with a red laser of 633 nm and 11 mW working in the back reflection mode. One drop (10 µL) of BPE solution with different concentrations ranging from 10 -5 to 10 -12 M was deposited onto the goldbacteria template substrate, the SERS results were recorded using a 10× objective directly in air. The morphology of fixed bacterial cells and SERS substrates were characterized using a field emission scanning electron microscope (FEG eLine, Raith).

Prior to SEM imaging, all the samples were sputter coated with a thin layer of palladium to suppress the charging effects.

Results and Discussion

The SERS experiments on freely annealed Au NPs

For the samples obtained after high temperature annealing, Au nanoparticles were well dispersed and extremely stable on the glass substrate, and the morphology of these nanostructures (size, shape and interparticle spacing) can be readily modified by experimental parameters, such as with gold film evaporation thickness, 42 which in turn determines the final LSPR properties that strongly affect the SERS efficiency of the obtained substrates. In terms of Au NPs size, it has already been reported that the larger size of Au NPs (≥ 40 nm) normally show excellent SERS intensity when they are closely spaced with each other. 41 However, for the typical Au nanostructures obtained by evaporation followed by high temperature annealing protocol, the Au NPs size and interparticle distance both increased at same time with increased thickness of the evaporation gold film. Therefore, different samples with gold evaporation thickness of 2 nm, 4 nm and 6 nm were prepared to optimize the SERS intensity. The samples used in these experiments were prepared according to the multi-cycle evaporation protocol that has been reported previously (see Figure 3.8). 43 The LSPR extinction spectra were recorded in transmission extinction measurement ( clearly observed and these Raman shifts can be identified based on some published work as follows: the peak at 1200 cm -1 is attributed to the ring breathing mode of pyridine including the vibrational movement of the pyridyl nitrogen atom, while the two peaks at 1605 cm -1 and 1634 cm -1 represent the C-N stretching mode in both the pyridyl ring and BPE vinyl group vibration, respectively. [44][45] The peak located at 1013 cm -1 should be attributed to the chemical absorption of BPE onto Au nanoparticles. 46 Additionally, the Raman intensity of the three characteristic peaks of the BPE molecule at 1200 cm -1 , 1605 cm -1 and 1634 cm -1 were measured as 7240, 5887 and 4288 a.u.

respectively. The intensity of the same peaks declined to 3050, 1743 and 1659 a.u.

respectively for the Au NP zones with a gold evaporation thickness of 6 nm, while these peaks become almost undetectable at a thinner gold film of 2 nm. Based on the Au NPs morphology study in the previous chapter (Figure 3.9, Figure 3.10), it is assumed that their size and interparticle distance are perfect for an intermediate evaporation thickness (4 nm), which will contribute to an optimal SERS intensity. In the case of the other gold evaporation thicknesses (2 nm and 6 nm), the employment of bacterial cell templates also contributed to a dramatically increased SERS intensity under same conditions (Figure 4.3). Specifically, for a 2 nm evaporation sample, there are no obvious characteristic BPE Raman peaks detected when freely annealed Au NPs are used, while the three mains peaks at 1013, 1200 and 1605 cm -1 show obviously increased Raman intensity (up to 18.7 times increase for 1605 cm -1 peak) on bacteria-templated Au NPs. When compared to the SERS results from three bacterial cell templated Au nanostructures, the optimized gold film evaporation thickness is found again at a thickness of 4 nm. It should be noted that the Au NP zones with the same area size were analyzed. In addition, given the complex and random structures of Au NPs involved, the Au NPs surface area coverage that is negatively correlated with interparticle distance is calculated instead of direct analysis of particle spacing. For the Au NPs located inside the bacterial cell template, a wider size distribution was observed and ranging from 5 nm to 30 nm, with a majority of NPs sized in the 10 nm to 20 nm range ( Finally, it should be noted that these statistical analyses have been conducted using several bacterial cells templated Au NPs zones for all three gold evaporation thicknesses and similar trends were obtained. All these statistical analysis data of Au NPs size range and surface density are summarized in Table 4.1. [a] The surface coverage is calculated from Au NPs zones with same total surface area, thus is negatively correlated to the interparticle distances. The intensity of three characteristic Raman peaks of BPE molecule at 1200 cm -1 , 1605 cm -1 and 1634 cm -1 was generally proportionally increased with increasing of BPE concentration. There are additional small Raman peaks at 1337 cm -1 , 1425 cm -1 , 1490 cm -1 and 1540 cm -1 as well, however the intensities of these peaks are not well correlated with the BPE concentration. It is observed that the peak at 1634 cm -1 gets wider with a BPE concentration lower than 10 -9 M and finally diminishes with the lowest concentration tested of 10 -12 M, while the other two peaks at 1200 cm -1 and 1605 cm -1 are clearly seen for all the BPE concentrations tested, especially for the peak corresponding to pyridyl ring C-N stretching vibration at 1605 cm -1 . Therefore, the relationship between Raman intensity of 1605 cm -1 peak and various BPE concentrations is used to further evaluate the SERS efficiency of samples with different initial gold film evaporation thicknesses. Specifically, a BPE concentration as low as 10 -12 M can be detected from an initial 4 nm film and a wider linear detection range from 10 -7 M to 10 -12 M (R 2 =0.9647) is recorded as well, while the lower limit of detection of BPE for 2 nm and 6 nm evaporation film sample was found at 10 -9 M and 10 -11 M, respectively. 

The SERS experiments on bacterial cells-templated Au NPs

SERS detection of BPE

Conclusions and Perspectives

In this report, a highly sensitive SERS substrate fabrication protocol is reported.

The basic idea is to realize the controlled aggregation of plasmonic gold nanostructures M. Therefore, it is believed that this presented protocol exploring bacterial cells templates will open new avenues to fabricate sensitive SERS substrates at a large scale.

Although the reported protocol is cost-effective and shows competitive SERS sensitivity for BPE molecules, there are still some important questions need to be solved. For instance, the homogeneity of the SERS intensity over a larger substrate surface should be further optimized, given that the structure complexity of bacterial cell templates will bring additional inhomogeneous effects to the randomly distributed Au NPs. On the other hand, the direct detection of atrazine is conducted by using the optimized SERS substrate, unfortunately there are no obvious atrazine Raman signals detected at this stage. The possible reasons could be the weak absorption of atrazine onto gold nanostructures and the sensitivity of gold-based SERS substrate. Therefore, in order to directly "see" these small molecules like pesticide of small scattering cross section with SERS technique, the more sensitive silver-based SERS substrate should be used and the additional surface modification would be required to facilitate the interfacial adsorption of target molecules onto plasmonic nanoparticles. All in all, the use of bacterial templates opens new avenues in the fabrication of SERS active substrates in a cost effective manner and the burgeoning advancement in this field will continuously expand the regime of SERS nanosensor.

Conclusion

Biosensors have witnessed unprecedented developments during recent decades, mainly due to the increasing demands of the sensitive, cost-effective and applicable analytical platforms from a wide range of fields such as medicine, biomedical research, drug discovery, the environment, food, process industries, homeland security and bioterrorism defense. Along with these diverse applications, a plenty of different biosensors have been constructed and some are commercialized and all these different biosensors have their specific pros and cons. While the topic of this thesis is confined to the optical biosensor or bioassay, which is a highly interdisciplinary subject requires knowledge from biotechnology, optical physics and materials chemistry.

In the beginning, the fundamentals of optical biosensors have been introduced in order to explain the main principles behind various optical biosensors, thereby enables a classification of catalytic and affinity based biosensors. Afterwards, the bioassay based on engineered bacteria bioluminescence and plasmonic mediated biosensors have been used as the representative examples, the essential aspects from both bioassays and biosensors are discussed, followed by summarizing the recent applications of these biosensors and explaining some highlight case studies.

Next, the experimental work concerning the whole-cell based E. coli bacterial bioluminescent assays have been presented in Chapter 2. In this part, instead of constructing new strains, we have basically developed two novel protocols that are able to sense the toxic effects of pesticides by modulation of bacterial metabolisms. The first protocol is a "fresh" and "overnight" two stage test, including a 9 hr cold incubation between two consecutive tests, finally allows a more sensitive distinguish atrazine toxic effects towards protein damage responsive engineered E. coli TV1061 bacteria. The second protocol consists of three major steps of incubation, centrifugation and washing, where the potential interference from bacterial metabolites is significantly reduced, which in turn enables a more sensitive detection of carbofuran toxicity using E. coli DPD2794 bacteria response to DNA damage. These two protocols used the existed engineered bacteria strains, the sensitivity improvement is obtained only by refining the experimental parameters, thus it is assumed these protocols are advantageous in terms of cost-effectiveness and these methods can be further extended into other engineered bacterial strains. The bacterial bioluminescent assays show competitive sensitivity, while their poor analytical specificity still needs to be greatly improved. Although the metabolism of the bacterial cells is already proved to exert significant influences onto the overall analytical performance of bioluminescent assays, the detailed knowledge concerning the bacterial metabolism and its physiology behaviors are highly demanded for the future study. Moreover, the optical bioassay based on bacterial bioluminescence is able to provide competitive sensitivity, however it is quite a challenge to obtain plausible analytical specificity. The analytical specificity can be guaranteed in the LPSR biosensors due to the interaction between antibody and antigen, and a reasonable sensitivity in ng/mL can be obtained after appropriate experimental optimization. However, these biosensors fail to provide the fingerprint structure information of analyte. Driven by this challenge, we created the active SERS substrate thanks to the effective integration of bacterial cells and Au NPs, and the preliminary results indeed proves the feasibility of this SERS substrate. The ultimate challenge is the reliable and reproducible determination, in other words, the homogeneity of SERS measurement should be carefully evaluated prior to the real application of these SERS active substrates. In additional, the biochemical information obtained from single analytical platform is limited, in this sense, the combination of two or several analytical Dans les 60 premières minutes, la substance toxique induit la bioluminescence bactérienne qui atteint une intensité maximale autour de 378~404 RLU vers 20 min.

Premier protocole: description et résultats obtenus

Deuxième protocole: description et résultats obtenus

Pendant cette même période de temps, pour les bactéries en l'absence de produits toxiques voient une augmentation progressive du signal de bioluminescence sans pics décelables.

Par la suite, 3 séries de pics sont observables que la bactérie soit mise en présence de produit toxique ou non. Il est remarquable de noter que les intensités des pics en présence de produits toxiques sont toujours supérieures à celles obtenues en leur absence et que ces intensités augmentent régulièrement avec la concentration.

Comme dit précédemment, ceci permet donc de suivre la concentration en produit toxique dans le milieu en se basant sur l'évolution de l'intensité lumineuse émise par les bactéries, mais avec une sensibilité optimisée. 

Organisation contrôlée sur un même substrat de zones de nanoparticules pour des applications de multidétection

Dans cette partie, une grille TEM de cuivre à motifs carrés est utilisée comme masque pour un dépôt sélectif du métal sur substrat de verre, afin de créer des nano/micro structures bien organisées, après recuit à haute température. Les perspectives de ce travail concernent essentiellement une meilleure compréhension des mécanismes mis en jeu lors de la détection de polluants à l'aide de Détection Optique des (Bio)molécules

Conclusion et perspectives

Les biocapteurs optiques ont connu une évolution sans précédent au cours des dernières années, principalement en raison de la forte interaction entre la biotechnologie, l'optique et la chimie des matériaux. Dans cette thèse, deux différentes plates-formes de biocapteurs optiques ont été conçues pour la détection sensible et spécifique des biomolécules. Plus précisément, le premier système de détection optique est construit sur la base de la bioluminescence de cellules bactériennes d'Escherichia coli génétiquement modifiées. L'émission de lumière induite par cette interaction peut donc être utilisée pour la détection des substances toxiques. Le second système utilise des nanoparticules de métaux précieux (or et argent) aux propriétés plasmoniques accordables qui permettent de sonder les interactions des biomolécules spécifiques à l'interface nano-bio par la résonance plasmonique de surface (LSPR). Ces nanoparticules ont été obtenues par traitement thermique à haute température d'un film métallique déposé sur du verre à l'aide d'une grille de TEM ou déposé sur une couche de bactéries fixée sur le verre. Après une optimisation appropriée des nanostructures métalliques en termes de morphologie et de fonctionnalisation, une sensibilité élevée et une grande spécificité peuvent être simultanément obtenues avec ces immunocapteurs plasmonique. Ces deux plateformes ont été utilisées pour détecter des pesticides comme le carbofuran et l'atrazine.
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Optical Detection of (Bio)molecules

Optical biosensors have witnessed unprecedented developments over recent years, mainly due to the lively interplay between biotechnology, optical physics and materials chemistry. In this thesis, two different optical biosensing platforms have been designed for sensitive and specific detection of (bio)molecules. Specifically, the first optical detection system is constructed on the basis of bioluminescence derived from engineered Escherichia coli bacterial cells. Upon stressed by the toxic compounds, the bacterial cells produce light via a range of complex biochemical reactions in vivo and the resulted bioluminescent evolution thus can be used for toxicant detection. The bacterial bioluminescent assays are able to provide competitive sensitivity, while they are limited in the specificity. Therefore, the second optical detection platform is built on the localized surface plasmon resonance (LSPR) immunosensors. In this optical biosensor, the noble metal (gold and silver) nanoparticles with tunable plasmonic properties are used as transducer for probing the specific biomolecules interactions occurred in the nano-bio interface. These nanoparticles were obtained after a high temperature thermal treatment of an initially thin-metallic film deposited on a glass substrate through a TEM grid or on a bacteria layer fixed on the glass. After appropriate optimization on metal nanostructures morphology and surface biomodification, the applicable sensitivity and specificity can be both guaranteed in this LSPR immunosensor.
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 15 Figure 1.5 Typical simple dot/line patterns (A) and more complex patterns (B) fabricated via EBL. 102
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 16 where LSPR real time detection of ADDL (amyloid-β derived diffusible ligands), a biomarker for Alzheimer's disease, is realized.109 
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 16 Figure 1.6 LSPR sensor for biomarker detection (A), real time sensorgram and LSPR spectra corresponding to ADDLs binding (B,C) and control experiment using BSA (D, E), respectively. 109
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 17 Figure 1.7 Schematic of reversible conformation changing of CutCaMCut complex (A) and real time LSPR resonant wavelength changing as the buffer is transferred between same concentration of Ca 2+ and EGTA (B), closeup of LSPR spectra changing corresponding to single Ca 2+ /EGTA cycle (C). 110
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 18 Figure 1.8 Schematic illustration of vis-NIR metamaterials as a dual transducing mode nanosensor for

Figure 2 . 1 .

 21 Firstly, the plasmid of the host bacterial cell is replaced by the genetically recombinant plasmid, where contains the gene sequences called promoter and reporter. Once the promoter genes are activated by the exogenous toxicants, the expression of reporter gene is triggered, leading to the production of luminescent enzyme (luciferase), substrate (luciferin) and cofactors in vivo. Finally, the bioluminescence is generated by bacterial cells via a cascade of biochemical reaction using the enzyme, substrate and other cofactors.

Figure 2 . 1
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 23 Figure 2.3 The schematic of 2 stage protocol including the "fresh" mode of immediate bioluminescent
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 24 depicts the variation of the bioluminescence intensity versus time for no atrazine (condition A), lower atrazine concentration ranging from 0.01 pg/mL to 1 µg/mL (condition B) and high atrazine concentration of 10 µg/mL (condition C) under "fresh" conditions.
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 24 Figure 2.4 Luminescence behaviors of E. coli TV1061 bacteria (OD was 0.08) within the presence of
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 25 Figure 2.5 depicts the variation of the bioluminescence signal versus time for bacteria control and bacteria/atrazine suspension for the "overnight" mode. For a better visualization, the inset in Figure 2.5 presents the bacterial bioluminescence details
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 25 Figure 2.5 Bioluminescence behavior after overnight incubation of E. coli TV1061 at 4 °C (optical
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 26 Figure 2.6 Bioluminescent calibration curves for atrazine detection using E. coli TV1061 bacteria of 3
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 27 It can be seen that in the case of carbofuran and nonylphenol, a more pronounced second peak is observed in comparison with the single peak from atrazine of same concentration (Figure2.7A) in the "overnight" mode, it can be also seen that the bacteria are not very sensible to carbofuran and that the maximum RLU intensity of peak 1 depends on the type of pollutant as shown in Figure2.7B. Even though the number of the tested toxicants is still low (only 3), it seems that the shape of the peaks and the maximum value of the peak intensity in the "overnight" mode can differ from one toxicant to another one. Consequently, comparison between reference spectra measured on various toxicant and experimental spectra could help to discriminate among various toxicants.
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 27 Figure 2.7 Bioluminescence curves of E. coli TV1061 versus three different pollutants (atrazine,
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 28 Figure 2.8 The second bioluminescence enhancement protocol contains three major steps: the incubation
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 2 9B, however the dominant bioluminescent peaks with similar intensities were detected after 350 min (Figure 2.9A) at 26 °C, therefore we have tested all the E. coli DPD2794 bacterial bioluminescence at the optimized temperature of 30 °C hereafter.
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 29 Figure 2.9 Bioluminescence signals of E. coli DPD2794 strain in the presence of different concentration
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 210 Moreover, results of the control experiments without washing steps are also presented with an exampled toxicant incubation time of 4 hr.
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 210 Figure 2.10 Bioluminescence of E. coli DPD2794 bacteria exposed to various concentration of
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 211 It was found that the bioluminescence of bacteria without any incubation, exhibited the highest RLU intensity, while the overall luminescent intensity was decreased for the bacterial cells involved in the incubation procedure. Moreover, the longer the incubation time, the lower the luminescence intensities were recorded. Based on these results, the incubation step indeed decreases the background bioluminescent signal from bacterial control, however the same experiments using carbofuran toxicant stressed bacterial cells should be conducted as well to finally optimize the incubation time.
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 211 Figure 2.11 Background bioluminescence of E. coli DPD2794 bacteria cells without any incubation (0
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 212 Figure 2.12 The relative maximum bacterial bioluminescent induced by various contents of carbofuran
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 2 Figure 2.13 E. coli DPD2794 bioluminescence in the presence of different carbofuran contents (0.5

Further, the physiological 2 . 14 . 2 . 13 .

 214213 properties of bacterial cells are particularly important to the evolution of bacterial bioluminescence, and the temperature changing from room temperature of incubation stage to 30 °C of bioluminescence measurement stage could lead to significant influences to bacterial metabolism. Thus, the OD values changes of washed and non-washed bacterial cells with two typical carbofuran dilutions were monitored following the same conditions like bioluminescent test. Experimentally, 3 mL mixture of bacteria suspension (0.7 OD) and carbofuran toxicants (with volume ratio of bacteria: carbofuran =9:1) and 3 mL bacterial suspension was used as the control were investigated for an OD evolution. Moreover, the bacterial cells/carbofuran suspensions were incubated at room temperature for the first 6 hr and then incubated at 30 °C for the next 6 hr. To be consistent with the bioluminescence measurements, two sets of experiments at washing and non-washing conditions were conducted and the results were shown in Figure For the non-washing experiments, the OD changes of bacterial cells are slightly affected by the presence of higher carbofuran concentration (0.5 µg/mL), while in the case of lower concentrations of carbofuran (50 pg/mL) an obvious increase of OD values occurs. In the washing experiments, the presence of carbofuran toxicant always inhibits the growth of bacterial cells. Interestingly, there are dramatic OD changes around 460 min, which coincides with the appearance time of bioluminescent peaks that could be used to discriminate different concentrations of carbofuran toxicants as shown in Figure Based on these results, it is believed that refreshed bacterial cells populations can distinguish the different carbofuran concentrations around 100 min in the case of the washing experiments and test temperature switches to 30 °C.
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 214 Figure 2.14 Continuous monitoring of the optical density (OD) evolution of "washing" and "non-
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 2 13 and these results along with traditional peak 88 RLU value were summarized in
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 215 It should also be noted that the relative values (∆AUC) obtained by subtracting the background AUC value (62953.6) from the bacterial control was used. Additionally, the carbofuran dilution preparation was validated by standard LC/MS test and the data were illustrated in Figure 2.15 as well.
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 215 Figure 2.15 Calibration curve for carbofuran detection using the "washing" protocol under optimized

  The analytical sensitivity and selectivity are two important parameters in the typical optical biosensor applications. The bacterial bioluminescent bioassays discussed in previous chapter provide competitive analytical sensitivity towards pesticides detection, however the detection specificity remains a major challenge for these wholecell based assays, although the E. coli TV1061 bacteria show somewhat different bioluminescent responses to various pesticides in the "fresh-overnight" two stages test (see section 2.2.2.3, Figure2.7 in Chapter 2). In order to guarantee the analytical specificity, a wide range of biomolecular interactions, such as enzyme-substrate,1 

  independent protocols have been created to fabricate various gold nanostructures on single glass substrate, which are further transformed into well-organized gold micro/nano-structures that facilitate the biosensor applications. The third part deals with the surface biomodification of plasmonic nanostructures, i.e., immobilization of antibody biomolecules on gold nanoparticles. This thiol mediated surface biomodification has been verified by a complementary mass sensitive technique based on quartz crystal microbalance (QCM) as well. The sensitive and specific detection of (bio)molecules targets (such as atrazine, bovine serum albumin) have been well corroborated by the combinational results from LSPR and QCM biosensing experiments. Finally, the sensitivity of LSPR biosensor has been improved by two different ways: using gold-silver bimetallic nanostructures to increase the plasmonic quality factor and poly-dopamine based functional coatings to ameliorate the interfacial biomodification efficiency, respectively.
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 96 

For

  the instruments, an ultrasonic water bath (Elmasonic S30H) was used for sample cleaning, the vacuum evaporator (MEB 400, Playssys, France) and the high temperature oven (Nabertherm, Germany) were used for metal evaporation and subsequent sample annealing, respectively. The optical microscope (Nikon, Eclipse LV100), the conventional scanning electron microscope (SEM, Hitachi S3500N) and field emission scanning electron microscope (FESEM, Raith, FEG eLine) were used for substrate characterization of obtained micro-/nano plasmonic structures. A home built confocal extinction measurement system was used to record the LSPR spectra from different zones of biochips in the UV-Vis-NIR range from 200 nm to 1100 nm. The optical setup contained a white light source (DH-2000-BAC, Ocean Optics), two optical fibers (one for illumination, Ф600 µm and other for collection, Ф150 µm), a portable phtotospectrometer (QE65000, Ocean Optics, wavelength sensitivity of 1 nm) and adjustable sample holder. It should be noted that due to the optical fibers and lens combinations used in the confocal setup, the incident beam with a spatial resolution of 10 µm was focused perpendicularly onto the patterned glass during all the measurements. A quartz crystal microbalance (QCM200, Stanford Research Systems, California, US) with a crystal oscillator (QCM25) was used to monitor the frequency and motional resistance changes in real time during modification of crystal and the immunoreactions between antibody and antigen.
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 11 mercaptoundecanoic acid ethanolic solution (MUA, 1 mM in 10 mL ethanol) for 12 hr at room temperature. The gold nanoparticles (NPs) modified with MUA were extensively rinsed with ethanol to remove the excess thiol and dried with N 2 . Further, the terminal carboxyl groups of thiolated surface were activated with mixed EDC/NHS (0.4 mM/0.1 mM) aqueous solution at room temperature for 50 min. Next, the antibodies dilutions in PBS buffer (100 µg/mL) were incubated with the activated gold nanostructures at 4 °C for 5 hr. After PBS rinsing, various antigen dilutions with different concentrations diluted in PBS were incubated with antibodies modified nanoparticles for 3 hr at 4 °C to complete the antibody-antigen immunoreactions. Different (bio)molecules targets such as atrazine pesticide and BSA proteins have been detected in this work, thus the specific antibody and antigen concentrations used will be presented in the following sections in details. The LSPR responses were recorded after each (bio)functionalization step. It should be noted that for the steps involving PBS buffer, a rinsing step with ddH 2 O before spectroscopy measurements was necessary, otherwise the salt crystals from buffer were deposited on the substrate surface, which could produce interferences in the LSPR measurements.Surface biomodification in QCM biosensor experiment. Firstly, the quartz crystal was washed in a mixed solvent solution of ethanol/acetone (10 mL, 1:1 v/v volume ratio) for 12 hr at room temperature. Secondly, a commercial TEM grid was fixed on the center of a gold crystal surface as a mask. Next, a gold evaporation process (thickness of 5 nm) was conducted through the grid mask, while the rest of quartz crystal surface was covered with a scotch tape to avoid the gold deposition over the entire crystal. The resulted micro-patterned crystal was immersed into the 11-mercaptoundecanoic acid (MUA) ethanolic solution (1 mM, 10 mL) for 12 hr at room temperature, followed by washing with ethanol and ddH 2 O solutions. The resulted thiolated crystal was further activated with a mixed solution of EDC/NHS (0.2 mM/0.05mM). After activation step ends, tiny amount of atrazine and carbofuran antibodies (0.6 µL, 0.1 mg/mL) were immobilized onto two different patterns of crystal at 4 °C over 5 hr. The quartz crystal
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 31 Figure 3.1 Photograph of prepared samples with different nominative gold evaporation thicknesses (2
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 32 Figure 3.2 LSPR spectra of gold evaporated sample with different nominative film thicknesses of 2 nm, 5 nm and 8 nm. The images of samples were shown next to their corresponding spectra.
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 33 Figure 3.3 LSPR spectra (A) of high temperature annealed samples with different initial nominative

Figure 3 .Figure 3 .

 33 Figure 3.3D, respectively. It was noticed that the size of gold nanoparticles increased from 10 nm (Figure 3.3B) for thinnest sample to about 200 nm for thickest sample (Figure 3.3D).Moreover, the interparticle distance also increased as the raising of initial nominated film thickness, e.g. the sample with thicker evaporated film always has less particle density after exposure at high annealing temperature. It is well known that the maximum LSPR-extinction peak is red-shifted as the nano-particle's sizes increasing,17 which is consistent with the obtained results shown in Figure3.3.

with 5 nm thicknesses (Figure 3 .

 3 4B), although the LSPR peaks became wider than that sample with 2 nm (Figure3.4A), its amplitude increased (0.06 OD) with a concomitant larger blue shift (27 nm) was observed when the annealing temperature was raised. It should be noted that a different plasmonic peak evolution was noticed for the annealed 8 nm sample when compared with those of 2 nm and 5 nm samples (Figure3.4D). Thus, higher annealing temperatures lead to large red-shift plasmonic resonances around 126 nm (from 654 nm at 500 °C to 780 nm at 600 °C annealing) with decreasing of OD value as 0.04 (Figure3.4C). In addition, no matter what annealing temperature was used, the extinction LSPR-peak always becomes wider as the nominative thicknesses were increased.

Figure 3 . 4

 34 Figure 3.4 The LSPR spectra for samples annealed at three different temperatures (500 °C, 550 °C and

Figure 3 . 5 ,Figure 3 . 2 .

 3532 Figure 3.2. All the annealed samples have developed large area of well distributed goldnanoparticles with a logical size evolution once the annealing temperature was increased. Round NPs were dominantly formed at 600 °C when compared with those obtained at 500 °C and 550 °C, where the particles of various shapes were obtained (Figure3.5 B-D for the three annealing temperatures). These results can be interpreted by a better homogeneity of Au NPs shapes after higher temperature annealing.

Figure 3 . 5 3 . 6 .

 3536 Figure 3.5 The SEM imaging for samples with nominative thickness of 5 nm under different conditions:

Figure 3 . 6

 36 Figure 3.6 The SEM imaging for samples with nominative thickness of 8 nm under different conditions:

of 2

 2 nm sample subject to different temperature increases rate from room temperature up to 550 °C. As shown in Figure 3.7A, after annealing at 550 °C for 8 hr, the plasmon peak amplitude and resonant wavelength are independent of thermal history prior to high temperature annealing. Thus, the LSPR spectra were only dependent of film thickness and annealing temperature in this protocol. Additionally, several batches of samples were measured and very reproducible LSPR spectra were recorded in a relative large test area (about 1 cm²) (Figure 3.7B). Thus, the obtained Au NPs show excellent reproducible plasmonic spectra.

Figure 3 . 7

 37 Figure 3.7 The LSPR spectra for annealed sample with different initial thermal history (A) and

Figure 3

 3 

Figure 3 . 8

 38 Figure 3.8 The illustration of "barcode" like samples prepared from first protocol of repeated gold

Figure 3 . 9

 39 Figure 3.9 LSPR spectra (A) and corresponding SEM morphology of gold nanoparticles (B) for 550 °C

Figure 3 . 10

 310 Figure 3.10 Gold nanoparticle size distribution histograms for annealed sample (550 °C, 8 hr) with

Figure 3 . 11

 311 Figure 3.11 Correlation between evaporated film thickness before annealing and its plasmonic features of

Figure 3 . 12

 312 Figure 3.12 The illustration of samples prepared from second protocol using metal staples as the mask to

123 were numbered from 1 to 4 ,

 4 corresponding to position moving from glass side to gold side, as indicated with a black arrow in the Figure3.13A. The LSPR spectra for the 4 different zones were recorded, while the SEM images corresponding to different zones of gold nanoparticles were illustrated in Figure3.13B1-B4. Experimentally, when moving from area 1 to area 4 within the interfacial zones, the maximum extinction wavelength red-shifted from 568 nm for curve 1 to 677 nm for curve 4, with a concomitant increasing of peak amplitude from 0.2 to 0.475, respectively.

Figure 3 .Figure 3 .

 33 Figure 3.13 LSPR spectra (A) of different zones of gold nanoparticles in the glass-gold transitions (1 to

Figure 3 . 14

 314 Figure 3.14 Gold nanoparticle size distribution histograms for different zones within the glass-gold

Figure 3 . 15

 315 Figure 3.15 The illustration of TEM grid used as the mask to fabricate the well-organized gold

Figure 3 . 16

 316 Figure 3.16 Optical microscopy images of patterned gold micro/nano-structures onto a glass substrate by

Figure 3 .

 3 17A shows a gold pattern measured as 91 μm × 91 μm, which is very close to the copper grid mesh size (90 μm). In addition, under higher SEM magnification (Figure3.17B), the individual gold nanoparticles with smooth surfaces are clearly observed thanks to their good dispersion onto the glass substrate. The sizes of gold nanoparticles are analyzed by using the public domain software ImageJ developed by National Institutes of Health, and the obtained histogram is shown as an inset (Figure 3.17B). Based on the histogram results, after the sample is annealed at high temperature of 500 °C, stable and homogenous gold nanoparticles with average size of 22.4 ± 2.8 nm are created on the individually organized micrometre scale patterns.

Figure 3 .

 3 Figure 3.17 SEM characterization of a single TEM-grid pattern (A) and gold nanoparticles inside the

  NPs and Au NPs successively modified with MUA self-assemble monolayer (SAM) and anti-human antibody are shown in Figure 3.18.

Figure 3 .

 3 Figure 3.18 LSPR responses for different areas upon simultaneous biomodification of gold nanoparticles

. 14 )

 14 . Based on these results, the different LSPR sensitivity observed for different gold nanoparticle zones (Figure 3.18) could be attributed to a better match between the nanoparticle decay length and physical dimension of absorbed biomolecules. On the basis of results in Figure 3.18 and Table 3.2, gold nanoparticles with average size of 42.8 nm could be obtained by annealing the sample with 5 nm evaporated gold film thickness at 550 °C for 8 hr. Taking into consideration these parameters, the Au NPs with the optimized size was fabricated and used for atrazine detection. The LSPR spectra corresponding to different biomodification steps and atrazine dilutions are shown in Figure 3.19.

Figure 3 .

 3 Figure 3.19 LSPR biosensor for specific detection of atrazine (A) and experimental control using atrazine

Figure 3 .

 3 20B.As can be seen, there are observed well-defined plasmonic wavelength shifts and increases of optical densities as the nanostructures are modified by the thiol and anti-atrazine IgG antibody. These results confirm the robustness of the surface biomodification based on high temperature annealed gold substrates. However, when the high concentration of BSA (0.01 mg/mL) is deposited on the non-specific antibody modified substrate, no wavelength shift combined with a slightly variance of the maximum optical density are observed. These experiments confirm the non-specific interaction of BSA with the antiatrazine IgG antibody modified surfaces.Moreover, the morphology of gold nanoparticles before and after BSA immobilizations is also characterized using FESEM. As shown in Figure3.20C, a relative smooth surface is observed for the pure gold nanoparticles, and the bare gold nanoparticles are individually separated with each other. However, after the antigen BSA protein modification, a relative rough surface morphology of gold nanoparticles is observed where the protein modified nanoparticles tended to be connected together, especially in the area highlighted with the red rectangle.
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 33 Figure 3.20 LSPR spectra of single gold micro-pattern after each biomodification step for specific BSA

Figure 3 . 21

 321 Figure 3.21 The illustration (A) and optical microscopy imaging (B) of three BSA drops of different

Figure 3

 3 

Figure 3 . 22

 322 Figure 3.22 The schematic of analyte drop (blue sphere) deposition method used in QCM experiment.

Figure 3 .

 3 23A, while the photos of TEM-modified gold QCM crystals and their SEM images are shown in Figure 3.23B.
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 323 Figure 3.23 Stepwise fabrication of acoustic sensors used for sequential detection of carbofuran and

Figure 3 . 24

 324 Figure 3.24 The surface micromorphology of bare crystal and nanoscale marker modified crystal

Figure 3 . 25

 325 Figure 3.25 The frequency responses upon sequential deposition of water drops (0.3 µL) onto the micro-

Figure 3 . 26

 326 Figure 3.26 The sensorgram of acoustic detection of carbofuran and atrazine within a drop-deposition

Figure 3 . 27

 327 Figure 3.27 The frequency shift upon deposition of the atrazine/carbofuran pesticide pool (atrazine:

Figure 3 . 28

 328 Figure 3.28 Calibration curve for acoustic detection of different concentrations of carbofuran and atrazine

  .29A). From the optical microscope image shown in Figure 3.29B, the gold/silver patterns were obtained after the careful removing of TEM grid mask and sample annealing. One square of pattern measures (91 µm × 91 µm) 2 , which is very close to the mesh size of copper grid (90 µm× 90 µm) 2 .

Figure 3 . 29

 329 Figure 3.29 Fabrication steps of Au/Ag bi-metallic NPs (A) and an optical microscope image of gold

Figure 3 .

 3 Figure 3.30 LSPR spectra of Au NPs (4 nm) and Au (4 nm)/Ag (2 nm) bi-metallic NPs. (Au -gold; Ag -

Figure 3 .

 3 31A, B). Moreover the samples with first evaporation of Ag (4 nm) followed by Au evaporation (2 nm) or public software ImageJ developed at National Institutes of Health. Although extremely well-dispersed nanoparticles are obtained in both cases, the Au/Ag bi-metallic NPs exhibited more uniform size and shape distribution when compared to Au NPs. Specifically, spherical and rod-like Au NPs with average size of 23.1 nm (Figure 3.32 C) coexist while a dominant spherical Au/Ag NPs with average size of 36.6 nm (Figure 3.32 D) annealed at same temperature are identified.

Figure 3 .

 3 Figure 3.32 The SEM image (A) and corresponding size distribution (C) of monometallic Au NPs

  effective, very efficient and robust surface modification protocol, based on the spontaneous polymerization of chemical compound dopamine in base solution, has been developed by Phillip B. Messersmith and co-workers.41 It has been found that a thin film of poly-dopamine can be deposited on almost any surface just by dipping the sample into a base solution of dopamine, and more interestingly, the thickness of the resulted polymer film could be adjusted easily by controlling the dipping time. Since the plasmonic properties of noble metal nanoparticles show strong distance dependence (the characteristic decay length up to few tens of nanometers are reported), the dopamine based surface modification protocol is applied for the first time for Au and Au/Ag bimetallic NPs. For biological diagnostic using plasmonic sensitivity, the Au and Au/Ag bi-metallic NPs samples are immersed in 10 mM dopamine solution (1 mL) of Tri-HCl buffer (pH=8.5) for different periods of time (Figure 3.33). It is noticed that with the increasing of reaction time, the steady red-shift of resonant wavelength and increased maximum peak intensity are recorded for both Au NPs and Au/Ag bi-metallic NPs.

2 :

 2 Figure of Merit (FoM) = ∆ λmax/FWHM, ∆ λmax is the shift of maximum resonant wavelength using the resonant wavelength at 0 hr coating time as the references (551.6 nm for Au NPs and 529.1 nm for Au/Ag bi-metallic NPs).

Figure 3

 3 Figure 3.34.

Figure 3 .

 3 Figure 3.34 LSPR spectra of Au/Ag bi-metallic NPs without (A) and with (B) dopamine coating film to

Figure 3 .

 3 Figure 3.35 LSPR spectra recorded in the control experiments using Au-Ag-dopamine NPs modified with

Figure 3 . 36

 336 Figure 3.36 Calibration curves for BSA detection using different substrates of mono-metallic Au NPs

Figure 3 .

 3 Figure 3.37 SEM images of Au/Ag bi-metallic NPs without (A) and with (B) dopamine treatment after

  has been introduced and the gold nanoparticles morphology dependence on the key experimental parameters such as evaporation thickness and annealing temperature are well documented. The next step involves the preparation of multiple gold nanostructures with different morphology on single glass substrate, which is made possible by exploring two independent protocols: the repeated gold evaporation cycles on predefined areas on single substrate and the using of staples as mask during metal evaporation. The gold evaporation thickness can be readily modulated via these two protocols, which finally leads to the different sized Au nanoparticles on single substrate after annealing at high temperature. The third part deals with the possibility of making multiplexing plasmonic measurement on single substrate. The innovative idea of using commercial TEM grid as the mask allows fabrication of well-organized gold micro/nano-structures on glass substrate. The fourth part focuses on the gold surface biomodification and subsequent specific detection of biomolecules using the optimized Au nanoparticles. In order to verify the surface biomodification protocol used in LSPR biosensors experiments and provide additional information concerning the interaction between antibody and antigen, the complementary technique based on acoustic QCM biosensors have been constructed and used for sequential detection of two different pesticides on single quartz crystal in real-time. Although the gold nanoparticles preparation, surface biomodification and subsequent specific biosensors have been well demonstrated in the first four parts, the LSPR biosensor sensitivity can be further improved as shown in the final part. Two independent ideas of using Au/Ag bi-metallic NPs and dopamine-based functional coatings are proposed to further increasing the lower limit detection of LSPR biosensor towards BSA to 0.01 ng/mL.Based on these results, the label-free LSPR biosensors can be used to sensitively and specifically detect biomolecules targets in a high throughput manner. Thanks to the large tunability of plasmonic properties from noble metal nanostructures, the LSPR biosensor is increasingly accepted as the one of most competitive optical biosensing technique. Along with the continuous developments made in this field during recently years, the LSPR technique is now expanding its traditional biomolecular detection regime into emerging new frontiers such as alternative energy, photonics mediated catalysis and biomedicine research. Although the LSPR biosensors exhibit so many fantastic advantages as mentioned above, the biorecognition element, i.e. antibody, is still required for analytical specificity and it is unable to probe the chemical structures information of biomolecules targets by conventional transmission LSPR biosensors. In order to really "see" the biomolecules, another promising plasmonic based technique of SERS, namely surface enhanced Raman spectroscopy, allows simultaneous probing the concentration and chemical structures information of the biomolecules target. Inspired by the previous work of bioluminescent bacteria and LSPR biosensors, an innovative SERS biochip has been developed, which will be discussed in details in next chapter.Chapter 4 SERS substrates based on wellorganized gold nanostructures grown on

A

  classical microscopy slide was cut into pieces (25 mm × 8 mm)² and used in the preparation of SERS substrates. The glass substrate was exposed to a 2:8 (detergent Deco 90-ddH 2 O) solution in an ultrasonic water bath at 50 °C for 15 min. After drying with a N 2 flow, 20 µL of a previously obtained bacterial cell suspension (0.7 OD) in absolute ethanol was deposited onto the clean glass substrate and dried freely in air.

Figure 4 .

 4 1A) and their corresponding SERS properties were evaluated by recording the Raman spectra after deposition of 10 µL BPE solution (10 -5 M) onto different zones of Au nanoparticles (Figure 4.1B) as illustrated in inset of figures.

Figure 4 . 1

 41 Figure 4.1 The LSPR spectra (A) of different gold nanostructures with initial gold film evaporation thickness of 2 nm, 4 nm, 6 nm and their SERS spectra (B) upon deposition of 10 µL 10 -5 M BPE solution

From part 4 . 2 . 1 ,

 421 it was demonstrated that SERS efficiency of freely annealed Au nanostructures can be enhanced by optimizing the thickness of evaporated gold film, however the overall Raman intensity is still quite limited. Inspired by their micrometer scale rod-like structures and fine membrane morphological features in nanoscale,47 bacterial cells were used as putative templates to control the assembly of Au nanoparticles during high temperature annealing. When comparing to freely annealed Au nanoparticles, bacterial cell templated Au nanostructures after high temperature annealing present extraordinary enhancement of Raman intensity, such as in the case of an evaporated 4 nm gold film (Figure4.2). Specifically, the intensity of three characteristic Raman peaks at 1200 cm -1 , 1605 cm -1 and 1634 cm -1 are measured as 26850, 42670 and 28669 a.u. respectively, which is up to 8 times enhancement compared to the freely annealed Au NPs without bacterial cells templates. Moreover, there are several additional Raman peaks of BPE molecule such as 1337 cm -1 , 1425 cm - 1 , 1490 cm -1 and 1540 cm -1 that only appeared in the case of bacterial cell templated Au NPs, which are not presented for the freely annealed Au NPs case, also confirming the excellent SERS enhancement from bacterial cell templated Au NPs.

Figure 4 . 2

 42 Figure 4.2 The SERS enhancement of bacterial cells templated Au nanostructures upon deposition of 10 µL BPE solution (10 -5 M) compared to the freely annealed Au nanoparticles without using bacterial cells

Figure 4 . 3

 43 Figure 4.3 The SERS spectra upon deposition of 10 µL BPE (10 -5 M) onto bacterial templated Au NPs

Figure 4 . 4

 44 Figure 4.4 The morphology of E. coli bacteria after fixation with 2.5 wt % glutaraldehyde solution (A),

Figure 4 .

 4 5A),while a much narrower size distribution of Au NPs outside the bacterial cell template was recorded with a majority averaging a size of 20 nm (Figure4.5B). However, the surface coverage of Au NPs inside the template (44.2 %) is two times larger than that of Au NPs outside template (20.4 %). Given these analyzed zones, with a same total surface area, a denser surface coverage should correspond to a smaller interparticle distance, which may corroborate with the fact that an obviously enhanced SERS intensity was recorded for the bacterial cell templated Au nanostructures.

Figure 4 . 5

 45 Figure 4.5 Au nanoparticles size distribution inside (A) and outside (B) of single bacterial cell template

Figure 4 . 6

 46 Figure 4.6 The SEM morphology of E. coli bacteria templated Au NPs with initial gold film thickness of

Figure 4 . 7

 47 Figure 4.7 The SEM morphology of E. coli bacteria templated Au NPs with initial gold film thickness of

Followed

  by optimization of Au NPs morphology, the SERS substrate was used for BPE detection. SERS responses for a 10 µL BPE solution at different concentrations ranging from 10 -12 to 10 -5 M were recorded using bacterial cell templated Au NPs with an optimized initial gold evaporation thickness of 4 nm, with the control experiment conducted by depositing 10 µL of ddH 2 O onto the same sample surface and the SERS spectra thus recorded (Figure 4.8).

Figure 4 . 8

 48 Figure 4.8 The SERS spectra of bacterial templated Au nanostructures upon deposition of 10 µL BPE

Figure 4 . 9

 49 Figure 4.9 The Raman intensity of peak at 1605 cm -1 corresponding to different BPE concentrations ranging from 10 -12 to 10 -5 M using samples with different initial gold evaporation thicknesses of 2 nm, 4

  by using bacterial cells as the templates. Due to the bacterial cell templating effects, the Au NPs are confined inside the cells and thus closely organized alongside the bacterial cell membrane during high temperature annealing, which lead to a much smaller interparticle distance compared to the Au NPs freely annealed in the absence of bacterial cell templates. As a consequence, the enhanced SERS signals are recorded for the Au nanostructures prepared via bacterial cell templates. The initial gold evaporation thickness is found to play an important role in the SERS performance of the final substrates, and the optimized gold film evaporation thickness was found to be 4 nm.Under the optimized experimental conditions, an extremely low concentration (10 -12 M) of BPE solution can be readily detected from this novel active SERS substrate and the linear SERS detection was recorded for the BPE concentration range from 10 -7 to 10 -12

Further, the Chapter 3

 3 focuses on the affinity-based optical biosensors, where the immunosensors on the basis of specific antibody-antigen interaction are the dominant workhorses. Although the immunoreactions can be transduced by various different optical methods, the experiments in this thesis are confined to the plasmonic mediated optical biosensors. In this part, the systematic studies including 5 inter-connected sections have been conducted. The first section introduces the fabrication of ultra-stable plasmonic substrate via gold evaporation followed by high temperature annealing as well as the modulation of Au nanoparticles morphology by evaporation thickness and annealing temperature, while the next parts deal with the preparation of multiplexing and well-organized plasmonic nanostructures using extremely simple masks (like scotch tape, staples and TEM grid). The following section involves selection of optimized Au NPs and subsequent nanostructures biomodification for specific biomolecules detection, the biomodification protocol used is also validated independently by the complementary QCM technique. The final part presents the enhancement of overall plasmonic biosensor sensitivity via Au/Ag bi-metallic NPs and dopamine functional coatings.Finally, an interesting SERS active substrate has been fabricated based on the previous research experience from bacterial cells and gold nanoparticles. It is the first time of using bacterial cells as templates to create controlled Au nanostructures for such SERS applications. Thanks to the bacterial cells template effects, the Au NPs are organized into controlled micro/nano-structures containing high density of plasmonic hotspots, which finally leads to significantly enhanced Raman intensity. The feasibility of this substrate is exemplified by the ultrasensitive detection of BPE at 10 -12 M after optimization of gold evaporation thickness.

Figure 5 . 2

 52 présente une vue d'ensemble de ce protocole, qui inclut une première lecture pendant 5h de la bioluminescence d'une suspension bactérienne fraîchement préparé en présence de l'atrazine, et une deuxième lecture après un temps d'incubation à 4 °C. Dans les deux cas, les mesures de bioluminescence ont été acquises à 25 °C. Les paramètres importants tels que la densité optique bactérienne et le temps d'incubation à 4 °C ont été optimisés et il a été montré que les deux valeurs optimales sont respectivement de 0,08 et de 9 h.
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 5253 Figure 5.2 Schéma du protocole montrant la première étape avec une mesure de bioluminescence

Figure 5 . 3 5 . 4 .

 5354 Figure 5.3 Evolution de la bioluminescence de bactéries E. coli TV1061 (0,08OD) en présence de

Figure 5 . 4

 54 Figure 5.4 Evolution de la bioluminescence après incubation d'une nuit de E. coli TV1061 à 4 °C (densité

  Le deuxième protocole est conçu pour réduire les interférences entre la bioluminescence propre aux bactéries et liée à leur métabolisme et celle due à la présence de produit toxique. Une représentation schématique de ce protocole est illustrée par la Figure 5.5.
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 55 Figure 5.5 Le deuxième protocole comporte trois grandes étapes: Incubation de la suspension

Figure 5 . 6 Figure 5

 565 Figure 5.6 Bioluminescence de la bactérie E. coli DPD2794. Les bactéries sont exposées à différentes

Figure 5 . 7 5 . 3 5 . 3 . 1

 5753531 Figure 5.7 Signal de la bioluminescence de E. coli DPD2794 en présence de différents contenus de
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 58 Figure 5.8 Photographie d'échantillons préparés avec différentes épaisseurs d'or évaporé (2 nm, 5 nm et
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 59 Figure 5.9 Spectres LSPR (A) des échantillons recuits avec différentes épaisseur initiales d'or évaporé et
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 510532 Figure 5.10 Spectres de LSPR pour les échantillons recuits à trois températures différentes (500 °C,

Figure 5 . 11

 511 Figure 5.11 Structure de type "code-barres" obtenue à partir du premier protocole d'évaporation d'or sur

Figure 5 . 5 . 13 .

 5513 Figure 5.12 Spectres LSPR (A) et images MEB correspondantes de nanoparticules d'or obtenues à partir

Figure 5 . 13

 513 Figure 5.13 Echantillons préparés à partir du deuxième protocole utilisant des agrafes en tant que masque

Figure 5 .

 5 Figure 5.14 Spectres LSPR (A) des différentes zones de nanoparticules d'or dans l'interface verre-or

  Grace à cette grille, des zones homogènes d'or bien définies et de forme régulière sont obtenues après évaporation (Figure 5.15). Le film continu d'or est ensuite converti en nanoparticules d'or stables et régulièrement distribuées après recuit dans les différentes zones. Les résultats expérimentaux montrent que si la grille est soigneusement enlevée après avoir évaporé l'or, l'intégrité des motifs est conservée. Il a été également constaté expérimentalement que les motifs sont conservés après recuit à haute température, à l'exception de la couleur qui passe du bleu clair pour le film continu d'or évaporé au violet clair pour l'échantillon recuit.

Figure 5 . 15

 515 Figure 5.15 Images de microscopie optique de motifs obtenus à l'aide de la grille TEM sur un substrat de

5. 3 . 4

 34 Biomodification des nanoparticules d'or application à la détection de biomolécules spécifiquesLa première étape dans un biocapteur LSPR est d'optimiser la morphologie des nanoparticules afin d'obtenir la meilleure réponse plasmonique, pour une cible donnée. Ainsi, les échantillons préparés à partir du deuxième protocole ont été utilisés pour déterminer expérimentalement et rapidement la dimension et la distance interparticulaire optimales (voir Figure 5.16). L'optimisation s'est fait sur les anticorps antihumain IgG facilement disponibles. Ces paramètres optimisés ont été utilisés pour réaliser un biocapteur de détection de l'atrazine (voir Figure 5.17) et de détection de protéines (voir la Figure 5.18).

Figure 5 .

 5 Figure 5.16 Réponses LSPR pour différentes zones en fonction des différentes étapes de la
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 5535 Figure 5.18 Illustration (A) et imagerie par microscopie optique (B) de trois gouttes de BSA de
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 519 Figure 5.19 Courbes d'étalonnage pour la détection de BSA en utilisant différents substrats actifs en

Figure 5 .

 5 Figure 5.20 Spectres SERS (A) obtenus lors du dépôt d'une solution BPE (10 -5 M) sur un substrat à base

Figure 5 .

 5 Figure 5.21 Spectres SERS obtenu après le dépôt de 10 µL d'une solution de BPE de différentes

  Dans cette thèse, une présentation générale des biocapteurs optiques a été introduite dans le but d'expliquer les grands principes de fonctionnement et d'aboutir à une classification des biocapteurs basés sur le type de réactions mise en jeu. Les biorécepteurs à base de bactéries génétiquement modifiées pour être bioluminescentes et les biocapteurs utilisant la résonance des plasmons de surface ont été utilisés comme exemples. Le chapitre 2 concerne le développement de protocoles originaux pour développer des biorécepteurs à base de bactéries bioluminescentes présentant une réponse linéaire en fonction du taux de produits toxiques. Il a été montré que ce résultat peut être atteint en contrôlant le métabolisme de la bactérie par une incubation à basse température ou par une régénération du milieu de culture après incubation. Le chapitre 3 traite des biocapteurs LSPR pour objectif de développer des surfaces actives faciles à mettre en oeuvre et peu coûteuses et permettant de faire de la multidétection. Il a été montré qu'il était possible d'obtenir des nanoparticules métalliques à partir du recuit haute température d'un film obtenu par évaporation sur substrat de verre. L'épaisseur initiale déposée et la température de recuit permettent de contrôler facilement la taille des nanoparticules et la distance interparticulaire. L'utilisation de méthodes de masquage a par ailleurs permis de contrôler la répartition géographique de nanoparticules de taille donnée à la surface du substrat. Ceci a permis de mettre au point un protocole expérimental qui permet de choisir très rapidement la taille de nanoparticules qui donnera la réponse plasmonique la plus adaptée et de proposer une architecture d'immunocapteur sur substrat permettant la multi-détection. La sensibilité des biocapteurs a été améliorée en ayant recours à des nanoparticules bimétalliques ou à des modifications de surface spécifique comme la dopamine. Le chapitre 4 est consacré au développement d'un substrat très actif en SERS. L'idée mise en oeuvre a été d'utiliser les bactéries comme motifs pour contrôler la synthèse et la répartition de nanoparticules métalliques obtenus à partir d'un film métallique recuit. Il a été montré expérimentalement que les nanoparticules se développent de façon préférentielle à la surface du squelette des bactéries immobilisées sur le substrat et qu'elles présentent une plus petite taille que celles formées hors motif. Cela a permis de réaliser des « points chauds » très actifs en SERS. Le concept a été validé sur la détection d'une molécule modèle.

  

  

  

  

  

  

  Compared to the classical physicochemical analysis techniques, these emerging optical biosensors are able to provide applicable sensitivity and specificity in a more cost-effective and timeefficient way. Consequently, the optical biosensors have been widely used in a range of different fields such as environmental monitoring, food and water quality control, drug

development and medical diagnostic. Given the importance and ongoing research interests in this field, the work reported in this PhD thesis mainly focuses on the development of two different optical biosensor platforms based on bacterial bioluminescence and localized surface plasmon resonance.

Table 1 .1

 1 The genetically modified bacterial cells contain different promoters.

	Target	Microorganism	Promoter: reporter	Reference
	Toluene	E. coli DH5α pTOLLUX	Pu::lux	
	Tetracycline	E. coli K12 pTetlux1	tetA::lux	
	Mercury	E. coli HMS174	mer::lux	
	Urinary mercury	E. coli MC1061	mer::lux	
	Copper	P. fluorescens DF57	Tn5::luxAB	
	Phosphorus	Synechococcus PCC 7942		
	Herbal tinctures	E. coli DE135	uspA::lux	
	Methyl viologen	E. coli PGRFM	pgi::lux	
	Chlorine dioxide	P. fluorescens 5RL	sal::lux	
	2,4-Dichlorophenol	V. fischeri	lux	
	3,4-Dichlorophenol	V. fischeri	lux	
	2,3,5,6-Tetrachlorophenol	V. fischeri	lux	
	naphthalene in soil	P. fluorescens HK44 pUTK21	lux	
	Chloramphenicol	E. coli EMS310	cspA::luc	
	Ofloxacin	E. coli EMS50	sulA::lucR1	
	Tributyltin	E. coli	lux AB	
	Halogenated organic acids	E. coli	luxCDABE	
	various pollutants	E. coli	fab A::lux	
	Phenolic waste water	P. fischeri, P. putida	BS566::luxCDABE	
	Mitomycin	E. coli	recA::lux	
	UV	E. coli	recA::lux	

Table 1 .2

 1 Toxicants detection using bioluminescence biosensors or assays based on genetically modified bacterial cells containing luxCDABE bioreporter.[START_REF] Woutersen | Are luminescent bacteria suitable for online detection and monitoring of toxic compounds in drinking water and its sources?[END_REF] 
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Table 2 .

 2 1 LC/MS measurements for various atrazine prepared contents

	Expected values of	HPLC measurements	Ratio of C exp to
	atrazine content (C exp )	(C LC/MS )	C LC/MS
	100 mg/L	81.1 mg/L	0.811
	10 mg/L	7.92 mg/L	0.792
	1 mg/L	0.776 mg/L	0.776
	10 µg/L	7.79 µg/L	0.779
	100 ng/L	71 ng/L	0.71

Table 2 .2.Table 2 . 2

 222 The characteristic bioluminescent data for experiment with 6 hr incubation time : AUC is the area under curve, calculated by a build-in algorithm from the software Origin.

	Concentration /Dilution	AUC a	(RLU max1 ) b	(RLU max2 ) c
	0.5 µg/mL (10 -2 )	82966.1	473.7	403.6
	5 ng/mL (10 -4 )	78702.8	453.9	381.4
	50 pg/mL (10 -6 )	75137.7	437.2	361.2
	0.5pg/mL (10 -8 )	71380.8	415.3	343.2
	Bacteria control	62953.6	403.7	328.9

ab: RLU max1 is the recorded maximum luminescent intensity for the first peak appeared at 100 min of measurement in Figure 2.13. c: RLU max2 is the recorded maximum luminescent intensity for the second peak appeared at 145 min of measurement in Figure 2.13.

Table 3 . 1

 31 The compounds and materials used in different stages of LSPR biosensor experiment.

	materials	abbreviation company	function
	11-mercaptoundecanoic acid	MUA	Sigma	gold biomodification
	1-ethyl-3-[3-			
	dimethylaminopropyl]	EDC	Sigma	gold biomodification
	carbodiimide hydrochloride			
	N-Hydroxysuccinimide	NHS	Sigma	gold biomodification
	dopamine	-	Sigma	Au NPs and surface biomodification
	monoclonal anti-atrazine antibody	anti-atrazine	Antibodies-online	antibody for biosensor
	monoclonal anti-BSA antibody	anti-BSA	Sigma	antibody for biosensor
	polyclonal anti-human IgG	anti-human	Sigma	control antibody for biosensor
	bovine serum albumin	BSA	Sigma	analyte for biosensor
	atrazine	-	Fluka	analyte for biosensor
	trizma hydrochloride	Tris-HCl	Sigma	buffer preparation
	sodium hydroxide	NaOH	Fluka	buffer pH adjusting
	hydrochloric acid	HCl	Fluka	buffer pH adjusting
	sodium chloride	NaCl	Sigma	PBS buffer preparation
	sodium phosphate dibasic	Na 2 HPO 4	Sigma	PBS buffer preparation
	sodium phosphate monobasic	NaH 2 PO 4	Sigma	PBS buffer preparation
	deionized water	ddH 2 O	Millipore	PBS buffer preparation
	ethanol	-	Fluka	sample washing
	acetone	-	Fluka	sample washing
	decon90	-	Decon Laboratories	detergent for sample washing
	microscope glass slide	glass	Carl Roth	glass substrate
	transmission electron microscope sample grid	TEM grid	TED Pella	gold evaporation mask
	aluminum staples	staples	Leitz	gold evaporation mask
	scotch tape	scotch	Elami	gold evaporation mask

Table 3 . 2

 32 Physical dimensions of obtained gold nanoparticles and corresponding LSPR features for samples with different initial evaporated film thickness from 1 to 8 nm. All the samples were annealed at 550 °C for 8 hr.

	Evaporated film	Physical dimensions	Optical spectra
	thickness [nm]	Average Size [nm]	Aspect ratio	Peak wavelength [nm]	Maximum extinction
	1	8.2 ± 2.4	1.12 ± 0.06	544.65	0.108
	2	10.2 ± 2.8	1.14 ± 0.08	555.15	0.229
	3	17.5 ± 3.9	1.08 ± 0.09	560.82	0.339
	4	21.6 ± 5.4	1.13 ± 0.11	566.34	0.447
	5	42.8 ± 8.3	1.06 ± 0.08	570.11	0.509
	6	57.5 ± 10.8	1.11 ± 0.07	594.14	0.547
	7	75.4 ± 15.3	1.23 ± 0.12	618.76	0.509
	8	110.4 ± 23.7	1.35 ± 0.16	722.53	0.408

Table 3 .

 3 3 LSPR data including resonant wavelength and maximum extinction of annealed Au NPs obtained from three different patterns of 8 independent samples. The data shown represent the average of 5 LSPR measurements inside one pattern. One pattern corresponds to one square of a TEM-grid pattern.

	Sample	λ: resonant wavelength (nm), OD: maximum extinction Pattern 1 Pattern 2 Pattern 3	Average λ, OD	λ	RSD	OD
	No 1	566.8, 0.31	567.9, 0.29	567.1, 0.30	567.3, 0.3	0.1%		3.3%
	No 2	564.8, 0.26	563.1, 0.25	563.7, 0.26	563.9, 0.26	0.15%		2.25%
	No 3	566.2, 0.30	567.8, 0.29	568.5, 0.32	567.5, 0.3	0.21%		5.04%
	No 4	566.1, 0.27	564.9, 0.26	565.1, 0.25	565.4, 0.26	0.12%		3.85%
	No 5	566.2, 0.28	565.9, 0.29	567.8, 0.31	566.6, 0.29	0.18%		5.21%
	No 6	566.8, 0.27	568.4, 0.28	567.9, 0.3	567.7, 0.28	0.14%		5.39%
	No 7	565.8, 0.26	566.1, 0.26	567.2, 0.25	566.4, 0.26	0.26%		2.25%
	No 8	565.3, 0.31	566.7, 0.3	567.9, 0.32	566.6, 0.31	0.23%		3.23%

Table 3 . 4

 34 Plasmonic properties (resonant wavelength and maximum extinction) of stepwise preparation of LSPR biosensors (sample 1) and high throughput specific detection of three different concentrations of BSA in a single experiment (sample 2).

		λ: resonant wavelength (nm), ODmax: maximum extinction	Mean λ, ODmax	RSD	
			P1	P2	P3		λ	ODmax
		NPs	566.8, 0.31	567.9, 0.29	566.2, 0.30	566.9, 0.3	0.15%	3.3%
		MUA 1mM	571.2, 0.32	570.1, 0.33	572.1, 0.34	571.1, 0.33	0.18%	3.03%
	Sample 1	Ab 0.1 mg/mL	579.5, 0.36	576.8, 0.35	576.8, 0.38	577.7, 0.36	0.27%	4.2%
		BSA 0.01 mg/mL	584.9, 0.38	582.6, 0.42	582.8, 0.39	583.4, 0.4	0.33%	5.25%
		NPs	564.8, 0.26	563.1, 0.25	563.7, 0.26	563.9, 0.26	0.15%	2.25%
	Sample 2	BSA 1 ng/mL BSA 0.1 µg/mL	567.8, 0.33 571.5, 0.34	566.2, 0.33 574.1, 0.36	568.9, 0.35 572.8, 0.35	567.6, 0.34 572.8, 0.35	0.24% 0.23%	3.43% 2.86%
		BSA 0.01 mg/mL	578.5, 0.39	581.8, 0.38	582.1, 0.41	580.8, 0.39	0.34%	5.13%

Table 3 .

 3 5 LSPR analytical performances of Au NPs and Au/Ag bi-metallic NPs independently exposed to dopamine solution (1mM) for different periods of time at room temperature.

	Sample	Parameters	0 hr	1 hr	2 hr	4 hr	6 hr
		Wavelength (nm)	551.6	561.7	569.4	573.3	581.1
	Au NPs	Optical density (OD) FWHM (nm) Q factor 1	0.21 82.1 6.72	0.22 91.3 6.15	0.25 97.4 5.85	0.28 104.2 5.5	0.3 111.1 5.23
		Figure of Merit (FoM) 2	---	0.11	0.18	0.21	0.27
		Wavelength (nm)	529.1	535.3	538.4	544.7	556.3
	Au/Ag NPs	Optical density (OD) FWHM (nm) Q factor	0.23 45.9 11.54	0.27 51.3 10.45	0.3 53.6 10.05	0.35 59.7 9.12	0.4 62.1 8.98
		Figure of Merit (FoM)	---	0.12	0.19	0.26	0.45

1: Q factor =λmax/FWHM, λmax is the maximum resonant wavelength.

Table 4 . 1

 41 The Au NPs average size range and surface coverage inside and outside of the bacterial cells templates for the samples with initial gold film evaporation thickness of 2 nm, 4 nm and 6 nm.

	Gold film thickness [nm] evaporation	Inside the bacteria cell template	Outside the bacteria cell template
		Size range [nm]	Surface coverage [a]	Size range [nm]	Surface coverage
	2	5 ~ 20	32.7 %	8 ~ 10	17.4 %
	4	5 ~ 30	44.2 %	20 ~ 25	20.4 %
	6	5 ~ 40	33.7 %	40 ~ 50	18.2 %

  Les biocapteurs optiques constituent une classe de systèmes analytiques particulièrement performants et très largement utilisée. Généralement, il existe deux protocoles de détection qui peuvent être mises en oeuvre dans les biocapteurs optiques: détection basée sur la fluorescence et détection sans étiquette. Même si la détection basée sur la fluorescence est encore largement utilisée, la détection sans étiquette apparaît comme une configuration très prometteuse dans les biocapteurs optiques, puisque les molécules cibles ne sont pas marquées ou altérés, et sont détectées sous leur forme naturelle. Ce type de détection est relativement facile à réaliser et peu cher. Il permet une mesure quantitative et cinétique de l'interaction moléculaire. de développement de bioluminescence induite par toxique.En raison de la diversité des parties de détection (gène promoteur) et des éléments de reportant (protéine fluorescente ou la luciférase), ainsi que les propriétés intrinsèques des cellules vivantes, les essais biologiques sur les cellules bactériennes sont capables de détecter les effets de la seule partie biodisponible de toxique et peut aussi quantifier la toxicité totale de plusieurs mélanges de substances toxiques pour les cellules vivantes. En outre, la bioluminescence bactérienne, permise par les gènes lux, est un type spécial de chimiluminescence produite dans les cellules microbiennes vivantes sans obligation d'excitation optique externe. Les biocapteurs ou les bioessais à base de bactéries luminescentes ont été largement utilisés dans divers domaines comme la biotechnologie, la surveillance environnementale et l'écotoxicologie. Cependant, la majorité des travaux publiés ont étudié la bioluminescence bactérienne dans une courte période (30 min) et les tests bioluminescents ont été réalisés à température ambiante.
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s for highest BPE concentration 10 -5 M and 10 s for other concentrations.
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dimensions de l'échantillon sont présentées sur la figure, il convient de noter que la figure n'est pas à l'échelle. Les spectres LSPR et les images MEB pour les différentes zones Au NPs de ce substrat sont regroupés Figure 5.12. Conformément à ce qui a été trouvé précédemment, le pic de résonance plasmonique est toujours décalé vers le rouge avec l'augmentation de l'épaisseur initiale d'or évaporé. Le maximum de densité optique est obtenu pour la zone Au NPs obtenue à partir du recuit d'un film d'or évaporé de 6 nm. Les images MEB confirment que la taille des nanoparticules d'or augmente avec celle de l'épaisseur initiale d'or évaporé, ce qui se traduit par le décalage vers le rouge observé sur les spectres LSPR.

samples with Ag (2 nm) and Au (4 nm) show less intense plasmonic peaks (Figure 3.31C, D) that lower the signal-to-noise ratio for biosensing applications. Based on the obtained results, the optimized bi-metallic configuration is considered as Au (4 nm) followed by Ag (2 nm) evaporation. Moreover, the high sensitive plasmonic material (Ag) is the top layer in the optimized biosensor configuration, which can directly contribute to an improved LSPR sensitivity. Variation of the resonant wavelength length, the maximum optical density (OD), full width at half maximum (FWHM), Q factor and a modified figure of merit (FoM) values as a function of the dopamine incubation time are reported in Table 3.5. Thus, in the case of Au NPs, after 6 hr treatments with dopamine, a 30 nm red-shift of resonant wavelength and 0.09 increase of maximum OD value are noticed. Interestingly, the Au/Ag bi-metallic NPs, although presented a similar red-shift of wavelength (29 nm), a much larger maximum OD value increases of 0.17 is obtained, which is almost twice enhanced when compared to Au NPs. In both cases, as the dopamine coating time arising from 1 hr to 6 hr, the FWHM is increased from 82.1 nm to 111.1 nm for Au NPs and from 45.9 nm to 62.1 nm for Au/Ag bi-metallic NPs. On the contrary, the Q factor is decreased from 6.72 to 5.23 for Au NPs and from 11.54 to 8.59 to Au/Ag NPs, respectively. For the modified figure of merit (FoM) defined as ratio between the maximum resonant wavelength shift (the 0 hr dopamine coating time used as the reference) and the FWHM, a significant increase value for Au/Ag bi-metallic NPs (0.45) is remarked when compared to that of Au NPs (0.27) exposed to dopamine solution for 6 hr. aliquots solutions in the present work, the following experiments should evaluate the analytical performance of these optical biosensors using the real world samples such as industrial waste water, blood and serum samples. With these challenges in mind, the research interests in the label-free optical detection will continuously grow and definitely expand their existing regime in the near future.

Bioluminescence bactérienne pour la détection des pesticides

Fondements de bioluminescence bactérienne

La bioluminescence est le processus de production de la lumière à l'intérieur des