matrix. The corresponding composite types are called soft(S)-MAE and hard(H)-MAE respectively in the following with the first letter referring to the magnetic properties. H-MAE can be magnetized after the elaboration in strong external magnetic fields ([Stepanov+ 2012]) but specimen have also been realized by 3D printing with magnetized particles in the filament [Kim+ 2018]. Since S-MAE Chapter I. Continuum mechanics, magnetism and magnetoelasticity

This section provides an overview over the basics of continuum mechanics, magnetism and the magneto-mechanical coupling which are useful for the work with MagnetoActive Elastomers (MAE). The equations are presented in the MKS system of units and vectors are written as bold letters.

Another expression for the quantity µ 0 M is "magnetic polarization", denoted as J , which can also be used to express equation (I.46): B = µ 0 H + J (polarizable materials) . (I.47)
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Introduction

Industrial context

This PhD thesis has been prepared in the context of an industrial convention of training by research (Convention Industrielle de Formation par la Recherche, CIFRE) between the laboratory FEMTO-ST and the company Moving Magnet Technologies (MMT). The design of electromagnetic solutions is one of the core competencies of MMT, the company is thus interested in emerging mechatronic technologies and new materials. In this context, flexible magnets have been identified as a possible candidate for the development of innovative concepts for actuators and sensors.

Commercially available flexible magnets are usually rubber bound. They can be purchased in form of sheets, stripes or tapes for example (cf. figure 1). Other names, which are currently used, are "magnetic sheets", "magnetic rubber", "rubber magnets", "magnetic tape", "magnetic strips" or "flexible magnetic tape". A well-known example of a flexible magnet is the functional element which keeps the door of a refrigerator closed. The datasheets of industrial flexible magnets contain information about the magnetic characteristics of the material, but rarely provide information about the mechanical characteristics. Rubber-bound magnets are more compliant than their sintered counterparts, but show a high mechanical stiffness. A class of magnetically active composite materials with low mechanical stiffness are MagnetoActive Elastomers (MAEs). 

Magnetoactive elastomers (MAEs)

MAEs are composite materials consisting of magnetic particles and an elastomer matrix. Within the matrix, the particles are randomly dispersed (isotropic structure) or arranged in columns (transversely isotropic structure) as shown in figure 2. The composite material is also called MagnetoRheological Elastomer (MRE) to emphasize that magnetic fields give access to the material's ability to flow (rheological properties). This effect was first discovered in viscous suspensions of magnetically soft particles (MR fluids) where the application of magnetic fields makes the particles align in chains. The modification of the structure, in turn, changes the material behavior [Jolly+ 1999] and causes the so-called "Magneto-Rheological(MR) effect". Similar effects occur in elastomer based composites [Jolly+ 1996a], but compared to liquid based suspensions, the time stability of the material is enhanced: once the matrix is polymerized, the particle sedimentation due to gravity becomes insignificant. Nevertheless, soft matrices (Young's modulus E ≈ 10 4 -10 5 Pa) allow particle movements in the matrix and the modification of rheological properties of MRE. In the present work, the more general term "MAE" is used since the focus is not put on the rheological behavior.

Figure 2: Composition of a MagnetoActive Elastomer (a) and scanning electron microscope (SEM) images obtained by [Chen+ 2007] for a MAE with an isotropic structure (top) and a transversely isotropic structure (bottom) (b).

The fixation of the particles in the matrix offers the possibility to use not only magnetically soft particles, showing nearly no magnetization in absence of a magnetic field, but also magnetically hard particles which remain magnetized within the were discovered first, most of the existing studies are dedicated to the magnetically soft composite. But the increasing number of studies on H-MAE during the last years shows, that the interest in the magnetically hard but mechanically compliant composite material grows steadily.

Objective 1: manufacturing of H-MAE composites

The company MMT is interested in the use of H-MAE; therefore, one of the goals of this PhD thesis was the realization and documentation of the manufacturing process to provide samples for the subsequent analysis.

Material behavior of MAE

A large part of the experimental studies on H-MAEs deals with their material properties. The magnetic and mechanical behavior can be analyzed separately to determine the material constants. An important magnetic characteristic of H-MAE is the relation between the magnetic field H and the resulting magnetic flux density B in the specimen. Material constants like the saturation magnetization, the residual flux density and the coercive field strength are commonly used to compare different kinds of composites ( [Linke+ 2016]). A mechanical loading can be applied via a displacement or a force to test specimens and aim to describe the relation of the mechanical stress σ and strain ε. Studies of the mechanical behavior of H-MAE show, that the material behavior is viscoelastic (cf. [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]] for example). The test strategy depends on the purpose of the study and can consist of quasi-static tests, aiming to describe the stationary mechanical behavior ( [Borin+ 2013]), or include dynamic loadings to determine characteristics like storage and loss moduli [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]). In addition to the separate studies in each physical domain, the influence of magnetic fields on the mechanical properties and from mechanical loading in the magnetic behavior can also be analyzed. In this case, the effect of a loading in one physical domain on the state in the complementary physical domain is analyzed (cf. figure 3). The magneto-mechanical coupling is caused by interaction of the magnetic particles. A recurring research topic for H-MAE is the influence of the permanent magnetization on the mechanical properties in absence of external fields. An increase of the Young's modulus and the time constant as well as residual strain after the formation have been reported [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]Stepanov+ 2012]. The application of external magnetic fields causes a variation of the quasi-static elastic as well as of the dynamic viscoelastic properties [Borin+ 2013;[START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]]. In addition, the elongation of S-MAE specimen with isotropic structure in magnetic fields has been observed and explained by particle motions within the soft elastomer matrix [Stepanov+ 2008;Guan+ 2008]. The effect is often called magnetostriction but it is mainly due to the modification of the structure and not to magnetocristalline processes in the particles. Experimental studies on the coupled behavior of MAE require specific measurement equipment, since no standardized test bench is commercially available yet. The experimental setups in magneto-mechanical tests have to account for the application of mechanical and magnetic loadings and the measurement of mechanical and magnetic quantities, as shown by [START_REF] Bodelot | Experimental investigation of the coupled magnetomechanical response in magnetorheological elastomers[END_REF]] for example. 

Objective 2: experimental characterization of H-MAE composites

The experimental characterization of H-MAE is part of the goals of this PhD thesis. The task comprises the identification and the use of standard characterization tools and procedures for the determination of the uncoupled characteristics of the composite material. In addition, an approach for the characterization of the coupled behavior of H-MAE was sought in the context of this thesis along with a concrete concept for a magneto-mechanical test bench.

The research on the material behavior concerns not only experimental studies but also the development of material models. Existing analytic and numerical models contain a different amount of detail, depending on the purpose of the study. They can be roughly separated in microscopic and macroscopic models, referring to the scale on which they are situated. Microscopic models are focused on the interactions between the particles. They contain information about the material properties of the raw materials and represent the microstructure, either explicitly (figure 4 a) or in an abstract manner. Microscopic models of MAE are often used in combination with a homogenization framework which allows the determination of effective macroscopic properties. The relations between the behavior on different length scales are established in so-called multi-scale approaches (cf. figure 4 b).

Basic principles of the homogenization theory are well known for the mechanical properties and also for the magnetic properties. In addition, multi-scale models of MAE include the magneto-mechanical coupling. It is implemented on the microscopic scale and evaluated on the macroscopic scale as an effective characteristic, just like the mechanical and magnetic properties [START_REF] Castañeda | Homogenizationbased constitutive models for magnetorheological elastomers at finite strain[END_REF]Kalina+ 2017;Mukherjee+ 2020]. The effective material properties are used to describe the apparent behavior of the MAE in so-called phenomenological models on the macroscopic scale. At this scale, a representation of the microstructure is rarely useful, therefore the MAE is considered as a homogeneous material. Examples of macroscopic properties are the effective magnetization or the Young's modulus of a composite material. As for the heterogeneous models and the scale transition, analytic approaches (continuum models) and numerical approaches exist also on the macroscopic scale [Ogden 2011;[START_REF] Danas+ | [END_REF]. An additional goal of this thesis concerns the modeling of H-MAE under different aspects. One aspect is the design of materials: an industrial use of MAE may require the tailoring of a composite to a specific demand.

On this purpose, it is important to know the influence of the choice of primary materials on the effective behavior. A goal of this thesis is the determination of the effective properties of H-MAE composites based on the information about the raw materials and the structure. In addition, the numerical simulation of composite structures is important for in the development process of possible applications. A macroscopic model of MAE is hence also important and targeted in the context of this thesis.

MAE-based applications

The knowledge about the material behavior of MAE and its prediction are essential for the estimation of the success of concepts for MAE-based devices.

The material behavior of MAE comprises some atypical characteristics which have already paved the way for their use in innovative devices (mostly using S-MAE).

The most frequently exploited property in applications based on MAE is the MR effect, more precisely the magnetic field dependent stiffness of the composite material. In the domain of active vibration control, a variety of adaptive damping elements based MAEs has been proposed. In general, the MAE is positioned between a vibrating and an isolated surface and external magnetic fields are used to change the stiffness of the system. In general, the composites already provide interesting damping characteristics since they behave in a viscoelastic manner.

Nevertheless, the application of a magnetic field allows an active change of the system's stiffness and thus the possibility of adaptive damping. One example is the sandwich structure developed by [University of Nevada 2004] and represented in figure 5 a. The MAE (purple) is located between two magnetic sheets (activation layers) and the coils (orange), located on various points on the structure allows to change the stiffness locally and hence influence the dynamic behavior of the structure. The MR effect has also led to the development of new kinds of haptic devices. A concept supposed to be easily integrable in cloths or controllers for game consoles has been presented by [Immersion Corp 2018] (cf. figure 5 b). Dynamic magnetic fields are applied by the help of a coil to an overlying MAE element and which changes material stiffness and hence the haptic feedback. The combination of a low stiffness and the response to magnetic stimuli make the composite suitable for soft actuators. The research on MAE based membrane actuators for example has advanced largely in the field of valves and pumps. Membranes are already used in fluidic applications but the advantage of a contactless actuation via magnetic fields makes MAE an interesting subject for the research. A concept for a membrane valve has been proposed by [START_REF] Friedrichshafen | Magnetically actuated valve[END_REF] and is shown in figure 6. The valve comprises a perforated S-MAE membrane (purple) positioned in a magnetic circuit. When the coil (orange) generates a magnetic field, the free part of the membrane is attracted to the valve seat preventing the fluid from passing through the valve. When the magnetic field is switched off, the elastic forces are supposed to bring the membrane back into its initial state. Soft actuator devices based on MAE often rely on the elastic restoring forces for which additional elements like springs are used in classic actuator devices. A feature of H-MAE in the context of membrane actuators is the generation of magnetically induced repelling forces with a single external magnetic field generator, allowing a bidirectional actuation by relatively simple means. [START_REF] Friedrichshafen | Magnetically actuated valve[END_REF]).

The advantage of H-MAE, compared to S-MAE, is the possibility to provide interaction forces without external supply due to the magnetization. This property is used in the context of fluid control by [Vernay [START_REF] Laboratories | Magneto-Rheological Elastomeric Fluid Control Armature Assembly[END_REF]. Figure 7 a shows a valve the closed state, in which the MAE element (purple) is pressed onto the permanent magnet by magnetically induced attraction forces. When the pressure in the lower tube overcomes the magnetic pressure, the valve opens (figure 7 b). The MAE is not only used for its permanent magnetization but also for its sealing capacity provided by the elastomer. 

Introduction

The applications presented in this section show that MAE-based applications build upon their unusual material properties. In addition, it is necessary to be able to predict the behavior of MAE materials and MAE structures to identify the feasibility of application concepts.

Objective 4: identification of application cases for H-MAE A goal of this PhD thesis is the identification of unique properties of H-MAE, which will allow the development of innovative applications relying on these characteristics. In addition, a proof of concept is required for the different concepts to underline the feasibility of the application concepts.

Content and structure of the manuscript

The research work, presented in the following, deals with a MAE composite consisting of magnetically hard NdFeB particles and a comparably stiff matrix (Young's modulus 1 -10 MPa). To facilitate the reading of the subsequent chapters, recurring terms and concepts of continuum mechanics and magnetism are outlined in chapter I. In addition, the theoretical basics are supplemented by a description of magneto-mechanical interactions, which is commonly used for continua. The following content can be divided in two main topics: chapter II and chapter III deal with the material behavior of the composite while the chapters IV and V contain proofs of concept for possible H-MAE application cases.

In chapter II, experimental investigations on the material behavior are presented. The elaboration procedure of the composite is detailed and structure analysis are presented. Important magnetic properties and mechanical properties are revealed by the help of standard characterization methods. In addition, the influence of the permanent magnetization an external magnetic field on the mechanical behavior are analyzed. A magneto-mechanical test rig, developed in collaboration with the company MMT, is used for the coupled tests involving external magnetic fields in the context of small strain.

Chapter III covers the multi-scale modeling of the magnetoactive composite material. Magneto-mechanical interactions between two magnetized objects are studied at the beginning, to enhance the understanding of the interactions between magnetized particles. Afterwards, a homogenization framework for composites with randomly dispersed particles based on numerical simulations is presented. Linear homogenization approaches are applied to determine the effective mechanical and magnetic properties as well as the effects of the coupling. The framework is applied to two dimensional cases with initially magnetized circular particles and the effective properties are determined in vicinity of the initial state. A piezomagnetic model is suggested for the description of the material behavior on the macroscopic scale. The results of numerical modeling and the experimental investigation are compared at the end of the section.

Chapter IV deals with the magnetic actuation of H-MAE membranes. The chapter includes the results of a preliminary study on the forces, generated by magnetized H-MAE composites to demonstrate the influence of the shape and the material properties of the specimens. The study includes experimental tests and numerical simulations. The subsequent part of the chapter focuses on the actuation of H-MAE membranes. Specimens with unidirectional and bidirectional magnetization have been realized for experimental investigations. The leakage magnetic flux density of both types of specimen is compared by the help of experimental results and results of numerical simulations at first. Afterwards, the deflection of the membranes, caused by the interaction with a rigid permanent magnet, is analyzed in experiments. The deflection of the membranes with bidirectional magnetization is also studied in numerical simulations.

In chapter V, the H-MAE is employed in the field of structural dynamics to prove the concept of magnetically induced friction damping. The subject comprises the topics experimental modal analysis, nonlinear dynamics and friction damping which are introduced at the beginning of the chapter. A sandwich structure is composed from two ferromagnetic skin and a magnetized H-MAE for the experimental analysis. During the experiment, the cantilevered sample is subjected to a forced periodic excitation with different amplitudes. The responses of the system indicate the presence of three different contact states depending on the excitation amplitude : mainly stick (small amplitudes), partial sliding (moderate amplitudes) and mainly sliding (high amplitudes).

The chapters II to V are structured similar to scientific publications with a state of the art at the beginning followed by an explanation of the research work and a discussion of the results as well as conclusions and perspectives for future work at the end.

Notations

Notations

Notation Signification permutation symbol: ijk = 1 if (i, j, k) = [START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF][START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF]3) or (3,[START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF][START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF] or [START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF]3,[START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF], ijk = -1 if (i, j, k) = (3,[START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF][START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF] or [START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF]3,[START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF] or [START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF][START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF]3), ijk = 0 otherwise Chapter I Continuum mechanics, magnetism and magnetoelasticity I.1

I.1 Introduction to continuum mechanics

This section deals with concepts and expressions which are commonly use in continuum mechanics 1 . Continuum mechanics is a branch of physical science concerned with deformation and motion of continuous media.

I.1.1 Governing equations

There are several fundamental or governing equations, which describe the principles of mechanics. The mass conservation as well as the balance of linear momentum and the resulting fundamental equation of motion are presented in the following.

I.1.1.a Mass conservation

A fundamental postulate of mechanics is the mass conservation. The mass m is supposed to be equally distributed in the volume, such as the mass density ρ m is similar in each small subvolume ∆V of a material domain B. B always consists of the same material points. At the instant t 0 , the material points are arranged in a configuration B 0 , in which the material point M is located at the position X.

At the instant t, the domain occupies a different region and the material points are regrouped in the configuration B t where M is located at the position x. The domain still consists of the same material points; hence the mass of the domain is not affected by the time and spatial variation and can be expressed as the volume integral of the mass density in the domain such as

m(B t0 ) = m(B t ) = Bt ρ m dV . (I.1)
The variation of the position of a material point M in B is described by the displacement vector u. The displacement links the new position x to a previously occupied position X: u(X, t) = x -X . (I.

2)

The definition of the displacement requires the specification of an initial or reference position. The description of mechanical quantities with respect to a reference configuration is also called Lagrangian description. The mass of B remains unchanged during the motion. The invariance of the mass is stated in the derivative expression in equation (I.3). Since the mass density is dependent on the time and the position, a so-called material derivative is required in the Lagrangian formulation where v corresponds to the velocity of a material point and the divergence operator is defined such as div(v) = ∂v i /∂x i . The local form of the mass conservation at each mass point M in the domain B is stated in equation (I.4). In an inertial frame with zero acceleration, a variation of the linear momentum can only be caused by an external force F . The following relation describes the balance of the linear momentum in continuum mechanics:

D Dt

DG Dt = Ġ = F . (I.6)
The force F acting on B is composed of a part acting on the body's surface (surface or contact forces f S ) and another part, acting on the volume (volume force f V ):

F = ∂B f S dS + B f V dV , (I.7)
and the balance law can thus be rewritten as

D Dt Dt v dm = ∂D f S dS + Dt f V dV . (I.8)
The equation above states the global form of the linear momentum balance law.

To obtain the local form, the acceleration a is introduced as the time derivative of the velocity and the mass conservation is used to express the linear momentum as volume integral in a first step:

D Dt Bt v dm = Bt Dv Dt dm = Bt a dm = Bt ρ m a dV . (I.9)
Based on the balance of the linear momentum, it is possible to derive the local form of Newtons first law, the principle of action and reaction, involving the force surface density f S . Supposing that f S applied at a position with a surface normal n, the Cauchy Tetrahedron Argument states, that on each material point M and for every instant t, the dependence of f S on n is linear. The second order tensor, relating f S and n is Cauchy's stress tensor σ.

f S = σ n (I.10) Equation (I.10) can be used to reformulate the surface integral in equation (I.8).

In an additional step, the divergence theorem can be used to transform the surface integral into a volume integral. The volume contribution to equation (I.8) is expressed as volume integral instead of a mass integral, which is possible due to the mass conservation:

∂Bt f S dS + B f V dV = ∂Bt σ • n dS + B f V dV = B div(σ) + f V dV .
(I.11)

The final expressions from equations (I.9) and (I.11) are inserted in equation (I.6) and the fundamental law of dynamics is obtained in its local form :

ρ m ẍ = div(σ) + f V .
(I.12) I. 1.1.c Balance of the angular momentum

The angular momentum L P is defined with respect to a point P at the position x P as

L P = (x -x P ) × ẋ dm . (I.13)
In an inertial frame with zero acceleration, a variation of the angular momentum on P can only be caused by an additional torque T P , defined by 

T P = (x -x P ) × f S dS + (x -x P ) × f V dV , (I.

I.1.2 Displacement and strain

In continuum mechanics, material domains are not only displaced but also deformed. A deformation causes the distances between the material points to change. This change is expressed in expansion tensors and strain tensors. In the first case, the ratio of the new configuration with respect to the old configuration are given and in the second case the amount of the variation. One possibility to express the strain is based on the displacement gradient H. H can be decomposed in a symmetric and an anti-symmetric part H = grad(u) = ∂u i ∂X j = H sym + H asym (I.17)

H sym = 1 2 (H + H T ), H asym = 1 2 (H -H T ) . (I.18)
The strain tensor of Green-Lagrange E for example can be expressed using H as shown in equation (I.19) below. The comparison with equation (I.18) shows, that the first term corresponds to the symmetric part of H.

E = 1 2 (H + H T ) + 1 2 H T H . (I.19)
If the norm of the displacement gradient is considered to be infinitesimally small, the second term in the expression of E is small compared to the first term. E can approximately be expressed by the first term by the assumption of so-called small transformations and the remaining expression of E, now corresponding to the symmetric part of H, is also called linearized strain tensor ε:

E ≈ 1 2 (H + H T ) = H sym = ε for ||H|| small . (I.20)
The second order small strain tensor ε can directly derived from the displacement such as

ε = 1 2 grad(u) + grad(u) T = 1 2 
∂u i ∂X j + ∂u j ∂X i . (I.21)
Besides the assumption of small transformations, two additional assumptions are frequently used in continuum mechanics: the assumption of small strains, where the norm of E is considered infinitesimally small, and small displacements, where u is infinitesimally small before the characteristic length of the structure. The assumptions of small displacement, transformations or strain are not justified mathematically, but has proven to be valid approximations in many experiments.

I.1.3 Behavior of linear elastic materials

The governing equations, presented previously in this section, can be applied to describe any material domain B. However, different materials will not show the same reaction to the same loading and one material will not always behave in the same manner for different types of loading. Relations, which characterize the behavior of certain classes of materials for a certain type of loading are called behavior laws. A mechanical, linear elastic behavior law for example is Hooke's law for continuous media. It relates the linearized strain tensor ε to Cauchy's stress tensor σ by a fourth order tensor C, called stiffness tensor:

σ = C : ε . (I.22)
The representation of this relation can be simplified in the Voigt notation which reduces the three dimensional fourth order tensor C to a 6 × 6 stiffness matrix C and the second order tensors, σ and ε, to six-dimensional vectors as shown in equation (I.23) and in a simplified, frequently used form in equation (I.24). 

          σ 11 σ 22 σ 33 σ 23 σ 13 σ 12           =           C 1111 C 1122 C 1133 C 1123 C 1131 C 1112 C 2211 C 2222 C 2233 C 2223 C 2231 C 2212 C 3311 C 3322 C 3333 C 3323 C 3331 C 3312 C 2311 C 2322 C 2333 C 2323 C 2331 C 2312 C 3111 C 3122 C 3133 C 3123 C 3131 C 3112 C 1211 C 1222 C 1233 C 1223 C 1231 C 1212           •           ε 11 ε 22 ε 33 2ε 23 2ε 13 2ε 12           (I.23)           σ 1 σ 2 σ 3 σ 4 σ 5 σ 6           =           C 11 C
          •           ε 1 ε 2 ε 3 2ε 4 2ε 5 2ε 6           (I.24)
The stiffness matrix contains information, which are characteristic for the material like the elastic tensile and shear moduli, E and G, or the Poisson's ratio ν. The properties are arranged in the compliance matrix C -1 as shown in equation (I.25) and equation (I.26). The first matrix, C -1 iso , models the behavior of an isotropic material, in which the material properties are not dependent on the spatial direction. The second matrix, C -1 ortho , represents the behavior of an orthotropic material with three orthogonal planes of symmetry.

C -1 iso = 1 E           1 -ν -ν 0 0 0 -ν 1 -ν 0 0 0 -ν -ν 1 0 0 0 0 0 0 2 + 2ν 0 0 0 0 0 0 2 + 2ν 0 0 0 0 0 0 2 + 2ν           (I.25) C -1 ortho =           1/E 1 -ν 21 /E 2 -ν 31 /E 3 0 0 0 -ν 12 /E 1 1/E 2 -ν 32 /E 3 0 0 0 -ν 13 /E 1 -ν 23 /E 2 1/E 3 0 0 0 0 0 0 1/G 23 0 0 0 0 0 0 1/G 31 0 0 0 0 0 0 1/G 12          
(I.26)

I.2 Introduction to magnetism

This section gives an overview over the governing equations, used to describe the magnetic quantities in polarizable and non-polarizable materials at the beginning, followed by a description of the behavior of ferromagnetic materials2 .

I.2.1 Governing equations

I.2.1.a Description of non-polarizable domains

Coulomb's law describes the force, that acts on an electric charge q b , located at P b , due to the presence of another charge, q a , located at P a . In the following example, represented in figure I.2 a, q a is supposed to be fixed in the frame R 2 which is not necessarily the case for q b . The distance vector r is pointing from q a to q b and its norm r and its direction r have an influence on the Coulomb force F Co ab , acting on charge q b due to the presence of q a (equation (I.27)). The expression of the force comprises the electric constant ε 0 .

F Co ab (P b ) = q b
q a 4πε 0 r 2 r in frame R 2 (I.27)

A similar derivation can be done in for continuous media (figure I.2 b), where the charges are replaced by small, elementary volumes ∆V with a constant charge density ρ q , which is defined by ρ q = ∆q/∆V . (I.28)

The charge density in an electric charge continuum is the equivalent of the previously presented mass density in continuum mechanics. The total charge in an isolated system is conserved which means that if an amount of positive charges appears or disappears in the system, an equal amount of negative charge does likewise. The algebraic sum of the charge remains constant. But in contrast to the mass (always positive), the electric charge may be positive or negative. The force on the point P b is described by equation (I.29) and the electric field E is introduced as the resulting field from of local contributions dE comprised in the integration volume V which can enclose the entire space.

dF Co (P b ) = ρ q b ∆V b E(P b ) , E(P b ) = V ρ q a 4πε 0 r 2 r dV in frame R 2 .

(I.29) Figure I.2 c shows a situation in which R 2 moves with the constant velocity v a1 with respect to another frame R 1 . In addition, the elementary volume with the charge density ρ q b is supposed to move with the constant velocity v b1 . It has been shown mathematically, that an additional force component appears, when the force between the elementary volumes is expressed in R 1 instead of R 2 . The contribution is also known as Laplace force F La and the total force is known as Lorentz force F Lo .

dF Lo = dF Co + dF La in frame R 1 .

(I.30)

When the norm of v a1 and v b1 are much smaller than the speed of light (nonrelativistic approximation), the force can be expressed by equation (I.31). The magnetic flux density B is defined in this relation comprising the magnetic constant µ 0 . B expresses a virtual force field that is required to describe the force in a frame that is not related to the frame of the moving charges.

dF La = ρ q b ∆V b v b1 × B(P b ) , B(P b ) = µ 0 4π V ρ q a v a1 × r r 2
dV in frame R 1 .

(I.31) Figure I.2: Schematic representation of two electric charges q (a) and elementary volumes ∆V with the charge density ρ q (b) and (c), adapted from [Hirsinger 1994].

A moving charge density ρ q v is defined as current density j, the substitution of the corresponding term in equation (I.31) leads to the Biot-Savart law which describes the magnetic flux density at a position x:

B(x) = µ 0 4π V j × r r 3 dV (I.32)
The mathematical equivalence, shown in equation (I.33), can be used to rewrite the expression of B (equation (I.32)) and to show that it derives from the curl of another field: the magnetostatic vector potential A:

curl j r = grad 1 r × j = j × r r 3 (I.33) B(x) = µ 0 4π V curl j r dV = curl µ 0 4π V j r dV = curl(A) (I.34)
Equation (I.34) shows, that the divergence of the magnetic flux density is zero, since the expression divergence of the curl of a field equals zero (equation (I.35)).

The relation is known as Gauss' law of magnetism and states, that there are not magnetic monopoles. div(curl(A)) = div(B) = 0 (I.35)

In addition, equation (I.32) can be used to show that the circulation of B on the outer contour of a surface is proportional to the current which passes by the surface, the coefficient of proportionality is µ 0 (Ampère's circuital law). The relation has been expanded by Maxwell by the contribution of the time variation of an electric field and the local form of the relation is stated in equation (I.36). This thesis deals with electrostatic cases (∂E/∂t = 0), in which the absence of currents is supposed (j = 0). Equation (I.37) shows equation (I.36) under consideration of the two assumptions. Some materials are quantified as magnetically polarizable. In contrast to nonpolarizable materials, they have the possibility to contribute to B. On the microscopic scale, electrons of the atoms develop magnetic moments m due to their spin and their orbital movement. A macroscopic magnetization vector M can be defined as the volume density of the magnetic moments in an elementary volume ∆V : M = m ∆V .

(I.38)

The first order approximation of the magnetic vector potential A generated on the point P by ∆V and outside and far from the latter, states as follows in the magnetostatics case:

A(P) = µ 0 4π V M × grad 1 r dV (I.39)
The formulation can be mathematically decomposed into a volume and a surface contribution as shown in equation (I.40) where n represents the surface normal pointing outwards from ∆V . The comparison with equation (I.34) shows, that two numerators in the integrals can be used as fictional volume and surface currents, j v and j s , to model the effects of the magnetization. They are also called Amperian currents and their expressions are shown in equation (I.41).

A(P) = µ 0 4π B curl(M ) r dV + µ 0 4π ∂B M × n r dS (I.40) j V = curl(M ) j S = M × n (I.41)
The local expression of the magnetic flux density for non-magnetizable materials is shown in equation (I.36). The magnetization can be integrated in this formulation by the addition of the fictional currents j V in the volume to the physical, free currents:

curl(B) = µj tot = µ 0 (j reel + j V ) = µ 0 j reel + µ 0 curl(M ) . (I.42)
The equation can be rearranged to introduce the magnetic field H as follows

j reel = curl B µ 0 -M = curl(H) H = B µ 0 -M (I.43)
In electromagnetism, the contribution of the time variation of the electric displacement ∂D/∂t has to be added to obtain the commonly known Maxwell's fourth equation. This work deals with electrostatic cases and the absence of free currents (quasi stationary magnetic state) is supposed. The equation in polarizable materials hence becomes It has been shown before, that the behavior of polarizable material can be described by equation (I.46) in the magnetostatic case in absence of currents. When the expression for B is inserted in equation (I.46), the following relations is obtained:

div(H) = -div(M ) (I.48)
The equation states that for div(M ) = 0, there is a field oriented in the opposite direction of the magnetization (field of conservative nature). This situation occurs at places where the magnetization is discontinuous, for example at the interface of a magnetizable and non-magnetizable material (e.g. surface of a sample in the air). The field is called demagnetization field H d , since it is opposed to the magnetization, and it is proportional to the magnetization:

H d = -N d M , (I.49)
with N d corresponding to the demagnetization tensor. The tensor is reduced to a diagonal form only for ellipsoidal samples and the demagnetization fields of nonellipsoidal samples can only be calculated approximately. The demagnetization plays an important role for the use of permanent magnets as it reduces their capacity to provide magnetic flux.

I.2.2 Behavior of ferromagnetic materials

The explanations in this section present the magnetic behavior of a material in a specific direction, the magnetic quantities are thus scalar values. In ferromagnetic materials, magnetic moments with the same orientation are regrouped in magnetic domains on the microscopic level. Adjacent domains are separated by a transition region, over which the direction of the magnetization changes: the Bloch walls.

When the magnetic moments of the domains compensate each other due to their different orientations, the net magnetization of a specimen on a macroscopic level equals zero. The magnetic moments in ferromagnetic materials tend to align in external magnetic fields. The first magnetization curve of a material is determined by different domain processes: first reversible then irreversible displacement of Bloch walls followed by the alignment of the domains with the external field. At a certain magnitude of the external field the polarization saturates at J s = µ 0 M s (figure I.3 a). In this state, all domains are oriented in the same direction and a further increase of the magnetization is not possible. The magnetic flux density B continues to increase (I.3 b), but only due to the increase of H when J s is reached:

B s = µ 0 H + J s . (I.50)
When the magnitude of the external field is decreased, the magnetization decreases but on a different path as during the magnetization. A residual magnetization M r persists in absence of the external field and an additional field, -H c has to be applied to demagnetize the material completely. The magnitude H c is called coercive field strength. If the magnetic field is increased and decreased between the saturated states, the magnetization evolves in a hysteresis loop (figure I.3 c). The coercive field strength H c is used to roughly separate materials with a magnetically soft (low H c ) and hard (high H c ) behavior. There is no precise limit for the distinction, but materials with iron (H c ≈ 10 1 A/m) are designated as magnetically soft while hard ferrites (H c ≈ 10 1 kA/m) are designated as magnetically hard for example. For small magnetic fields, the magnetic flux density evolves in a nearly linear manner with the magnetic field. It is possible to express J as a function of the magnetic field and the residual magnetic flux density, as equation (I.51) shows. The relation comprises the relative magnetic permeability µ r , a material parameter that depends on the actual and previous magnetic loading of the material. In the fully magnetized state, µ r is very small and J is nearly constant. The evolution of the material behavior can be revealed by the help of the polarization J or the magnetic flux density B figure I.4. For H = 0, the residual characteristics J r and B r are equivalent. For small magnetic fields in vicinity of the residual polarization, the relative permeability is nearly constant (cf. equation (I.51)) and the magnetic flux density evolves in a nearly linear manner with the magnetic field (figure I.4 b). A frequently used relation for the linear material behavior in this region is given in equation (I.52). 

I.3 Magneto-mechanical coupling

This section gives an overview over the magneto-mechanical coupling. In the first part, the concept of electromagnetic stress tensors is introduced. The subsequent parts deal with magnetically induced mechanical loadings and magneto-mechanical balance laws. The last part presents a thermodynamic approach for the development of magneto-mechanical balance laws3 .

I.3.1 Electromagnetic stress tensors

The local electromagnetic volume force in a non-polarizable medium is described by the Lorentz force:

f Lo V = ρ q E + j × B . (I.53)
In polarizable materials, the electric and magnetic polarizations contribute not only to the volume force f V , but are also responsible for volume torques c V . The general definition of the two quantities in Newtonian mechanics is given in equations (I.54) and (I.56) respectively (cf. [START_REF] Eringen | Electrodynamics of Continua 1[END_REF][START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF]), with P corresponding to the electric polarization. The material domain is supposed to move with the velocity v with respect to an inertial frame and equations (I.54) and (I.56) are expressed in the material frame where the quantities E = E +v ×B, J = j -ρ q v, P = P and M = M + v × P are the corresponding expressions of the electric field, the free currents and the magnetization.

f EM V = ρ q E + (J + P * ) × B + grad(E) • P + grad(B) T • M , (I.54) P * = Ṗ -grad(v) • P + P div(v) (I.55) c EM V = M × B + P × E . (I.56)
For a uniform velocity, the convective time derivative P * in equation (I.55) reduces to Ṗ . It is mathematically possible to associate a tensor t EM to the volume force and torque (equation (I.57)), involving the electromagnetic momentum G EM (equation (I.59)). The term ∂G EM /∂t corresponds to the time variation of the momentum caused by the time variation of an electromagnetic field and corresponds to the permutation symbol.

f EM V = div(t EM ) - ∂G EM ∂t , c EM V = : t EM (I.57)
The notation is interesting for quasi-static cases in particular, since ∂G EM /∂t vanishes and the volume force can be described by the tensor t EM solely.

t EM = ε 0 E ⊗ E + 1 µ 0 B ⊗ B - 1 2 ε 0 E • E + B • B µ 0 -2 M • B I + P ⊗ E -B ⊗ M , (I.58) G em = ε 0 E × B . (I.59)
In a frame, where the material velocity v is supposed to be too small to affect the electro-magnetic quantities (v ≈ 0), the tensor t em is associated to the volume force and torque:

t em = ε 0 E ⊗ E + 1 µ 0 B ⊗ B - 1 2 ε 0 E • E + B • B µ 0 -2M • B I + P ⊗ E -B ⊗ M , (I.60)
The tensor t em is not necessarily symmetric due to the contribution of the torque c V . Different proposition for the decomposition in a symmetric and not necessarily symmetric part exist in the literature. [START_REF] Eringen | Electrodynamics of Continua 1[END_REF]] separate a symmetric part T M W , corresponding to the Maxwell stress tensor, from the remaining part T E :

t em = T M W + T E , T M W = ε 0 E ⊗ E + 1 µ 0 B ⊗ B - 1 2 ε 0 E • E + B • B µ 0 I , T E = P ⊗ E -B ⊗ M + (M • B) I . (I.61)
Another frequently used decomposition, shown in [START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF] for example, consists of separating the symmetric part T sym from the part that is not necessarily symmetric, T nsym :

t em = T sym + T nsym , T sym = ε 0 E ⊗ E + 1 µ 0 B ⊗ B - 1 2 ε 0 E • E + B • B µ 0 -2M • B I , T nsym = P ⊗ E -B ⊗ M . (I.62)
This PhD thesis deals with cases, where the absence of electric fields is assumed (E = 0) and the velocity of the domain in the observation frame is considered to be too small to affect the magnetic quantities (v ≈ 0). The tensors T is obtained from t em with the aforementioned assumptions and shown in equation (I.63). For M = 0, equation (I.63) also describes the magnetic stress tensor in a non-magnetizable material.

T = 1 µ 0 B ⊗ B - B 2 2µ 0 -M • B I -B ⊗ M . (I.63)

I.3.2 Quasi-static magneto-mechanical loading

The general expression of a global, magnetically induced force F em and torque T em , acting on a body B, are shown in equation (I.64) and equation (I.65) respectively. The electromagnetic quantities f em V , f em S and c em V correspond to the surface force density, the volume force density and the volume torque density. The point O is the center of gravity of the body and P V and P S are the current points in the volume B and on the boundary ∂B of the body respectively.

F em = B f em V dV + ∂B f em S dS , (I.64) T em O = B OP V × f em V dV + ∂B OP S × f em S dS + B c em V dV . (I.65)
In the of quasi-static magnetic loadings (∂G em /∂t = 0), the volume force density can be described by the help of T for isotropic materials:

f em V = div(T) . (I.66)
The surface force density f em S can also be expressed with T, even though the tensor is discontinuous on the surface. The boundary ∂B separated the body from other media, hence T is different on both sides of the boundary and a jump of T occurs on the interface ∂B. The calculation of the surface force density by the pillbox method is explained with reference to figure I.5 in the following. Two materials, material + and material -, are separated by the interface S with the surface normal n pointing in the direction +. A pillbox is generated around a small element dS of the surface. Its height is set to 2h with h in each direction. The force, acting on the pillbox, can be calculated by equation (I.64) with B corresponding to the volume enclosed by the pillbox and ∂B to the surface enclosing the pillbox. In the two materials, the tensors T + and T -are used respectively to calculate the surface forces on the pillbox. When h is decreased to the limit (h → 0), the height of the pillbox approaches zero. At the limit, the resulting force df em , acting on the pillbox, corresponds to the force density f em S on the element dS. It can be obtained by the help of the tensors T + and T -as shown by equation (I.67). The jump of the stress tensor [[T]] on a surface S is defined as the difference of the tensor on both sides of the interface, T + -T -, where the surface normal of S points in the direction of the domain + (equation (I.68)). The jump of the stress tensor corresponds to the surface force density on a material interface. For isotropic materials, the volume torque density vanishes and c em V = 0 and equations (I.64) and (I.65) can be rewritten by the help of equations (I.66) and (I.68) such as

df em = lim h→0 ∂B Tn dS ≈ (T + n + +T -n -) dS = (T + -T -)n dS = f em S dS (I.67) f em S = (T + -T -) n = [[T]] n (I.
F em = B div(T) dV + ∂B [[T]] n dS , (I.69) T em O = B OP V × div(T) dV + ∂B OP S × [[T]] n dS . (I.70)
Using the divergence theorem, equations (I.69) and (I.70) can be rewritten and lead to the expressions given in equations (I.71) and (I.72) as shown by [START_REF] Hirsinger | Les Tenseurs de contraintes électromagnétiques [Electromagnetic stress tensors[END_REF]]. The relations are valid for the aforementioned assumptions: isotropic materials and quasi-static magnetic loadings. For this special case, the resulting force and torque are obtained by the help of the stress tensor T + in the material on the side + of the boundary.

F em = ∂B T + n dS (I.71) T em O = ∂B OP S × (T + n) dS (I.72)
In the case that the material + is non-polarizable, the tensor T + corresponds to the Maxwell stress tensor T M W . The latter can also be expressed in 

T M W n = B 2 n -B 2 t 2µ 0 e n + B n B t µ 0 e t (I.73)
For a magnetic flux density, oriented perfectly perpendicular to the surface, equation (I.73) reduces to the term B 2 n /(2µ 0 ) e n , also known as magnetic pressure or Maxwell pressure. 

I.3.3 Quasi-static magneto-mechanical balance laws

To include the magnetic constraints in governing equations of continuum mechanics, magneto-mechanical balance laws have to be established comprising the mass conservation, the balance of the linear momentum and the balance of the angular momentum. Since the magnetic quantities comprise jumps over discontinuity surfaces, the balance laws consist of a part that is verified in the volume of a domain B and another part, verified on discontinuity surfaces ∂B.

The mass conservation states, that the mass of a material domain B remains unchanged during the motion of the body (equation (I.4)). When the velocity v is supposed to be uniform, the local form of the mass conservation can be rewritten as shown in equation (I.74). The description of discontinuity surfaces, which are in relative motion with respect to the material domain, requires an additional jump condition on the surface [START_REF] Eringen | Electrodynamics of Continua 1[END_REF]), but the condition is not required in the context of the present thesis.

∂ρ m ∂t + v grad(ρ m ) = Dρ m Dt = ρm = 0 in B . (I.74)
The equation of motion is obtained from the balance of the linear momentum and shown for the purely mechanical case in equation (I.12). It is extended by the electromagnetic volume force f em V in the magneto-mechanical case:

div(σ) + f em V + f mech V = 0 in B . (I.75)
In electrostatic or magnetostatic cases, the volume force is described by the divergence of the stress tensor t em in a frame with a velocity v ≈ 0. The previous section shows, that the electromagnetic tensor is not necessarily symmetric, hence the mechanical stress tensor is not necessarily symmetric as a consequence of the electromagnetic effects. Several authors (e.g. [START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF]) propose the definition of a symmetric stress tensor σ. The resulting formulation is similar to a classical problem of continuum mechanics :

div(σ) + f mm V = 0 in B , σ = σ + P ⊗ E -B ⊗ M , f mm V = div(T sym ) + f mech V . (I.76)
In the context of this thesis, the absence of additional volume forces f mech V and electric fields E is assumed. The equation below states a concise formulation of the problem under these assumptions, which is used in the subsequent chapters:

div(σ + T) = 0 in B . (I.77)
The general form of the electromagnetic linear momentum balance on discontinuity surfaces ∂B involves the velocity of the domain v. Stationary surfaces move with the same velocity as the domain and have no relative velocity. The magnetomechanical boundary conditions on ∂B are stated for free surfaces and material interfaces in equations (I.78) and (I.79). An example for the first case is a body which is surrounded by air (negligible pressure). An example for the second case is a body, which is surrounded by another material domain in which non-negligible mechanical stresses can emerge.

σ n = f mech S -[[ t EM + G em × v ]] n on ∂B . (I.78) [[σ]] n = f mech S -[[ t EM + G em × v ]] n on ∂B . (I.79)
For a domain with a velocity too small to have an effect on the magnetic quantities (v ≈ 0) and in absence of electric fields (E = 0) and additional mechanical surface forces f S , the expression in equation (I.79)can be rewritten as

[[ σ + T ]] n = 0 on ∂B . (I.80)
The balance of the angular momentum states the symmetry of the stress tensor.

As the symmetry is influenced by the electromagnetic volume torque c V , a modification of the law is required for magneto-mechanical cases. The general form of the angular momentum balance in presence of an electromagnetic field is stated below in equation (I.81).

:

σ + c V = 0 . (I.81)
According to [START_REF] Eringen | Electrodynamics of Continua 1[END_REF]], the jump condition of the angular momentum balance is satisfied identically. Equation (I.57) shows, that the torque can be expressed by the help of the electromagnetic stress tensor and the permutation symbol. Assuming the absence of electric fields (E = 0) and using the tensor T, the expression in equation (I.81) can be rewritten:

: (σ -B ⊗ M ) = 0 . (I.82)

I.3.4 Clausius-Duhem Inequality

The expressions of the first and second principle of thermodynamics constitute the remaining magneto-mechanical balance laws. Their expressions in a continuous domain B are presented in the following. The first principle of thermodynamics states the conservation of energy: a variation of the sum of the internal and kinetic energies corresponds to the sum of the rate of work (or power) of all forces and torques and the energies that enter or leave the body. According to [START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF], the local form of the energy conservation for small strain and displacements (cf. section I.1.2) corresponds to

ρ m ė = σ : ε + µ 0 H • Ṁ + j • E + r -div(q) , (I.83)
where e is the specific internal energy and r and q correspond to a volume heat source and the rate of heat flow respectively. The second principle of thermodynamics states, that the sum of the entropy supply is never bigger than the time rate of change of the total entropy s in a body:

ρ m ṡ ≥ div q T - r T , (I.84)
where T corresponds to the absolute temperature and is always positive. For this reason, the equation can be multiplied by T . The development of the term describing the heat flux and a rearrangement of equation (I.84) leads to

ρ m T ṡ + div(q) - q • grad(T ) T -r ≥ 0 . (I.85)
The Clausius-Duhem inequality (equation (I.85)) is commonly used to derive thermodynamically consistent constitutive relations for materials. Since a constitutive equation is presented in the third chapter of this thesis, the framework for the derivation of local state laws is presented in the following. In a first step, the expression of r, given by equation (I.83) is inserted in equation (I.85) which leads to the expression

ρ m (T ṡ -ė) + σ : ε + µ 0 H • Ṁ + j • E - q • grad(T ) T ≥ 0 . (I.86)
It is common to use a Legendre transformation to represent the entropy inequality by the help of the generalized Helmholtz free energy Ψ . For the present case, the transformation also includes a variable change for the magnetic term µ 0 H • Ṁ since H is supposed to be a state variable. The definition of the free energy comprises the mass magnetization M = M /ρ m :

Ψ = e -T s - 1 ρ m µ 0 H • M = e -T s -µ 0 H • M . (I.87)
The time derivative of equation (I.87) is inserted in equation (I.86) and replaces the terms comprising ė and ṡ. The time derivative of the free energy Ψ comprises the relation Ṁ = ρm M + ρ m Ṁ. Equation (I.74) states that ρm is null, Ṁ thus corresponds to ρ m Ṁ and the Clausius-Duhem inequality is described by

-ρ m ( Ψ + s Ṫ ) + σ : ε -µ 0 Ḣ • M (1) + J • E (2) - q • grad(T ) T (3) ≥ 0 , (I.88)
where part (1) corresponds to the intrinsic dissipation processes, (2) to the Joule heating and (3) to thermal dissipation processes. The part (1) of equation (I.88) equals zero for reversible transformations and for a uniform temperature and in absence of an electric field (grad(T ) = 0 and E = 0), it reduces to the expression

-ρ m ( Ψ + s Ṫ ) + σ : ε -µ 0 Ḣ • M = 0 . (I.89)

I.3.5 Thermodynamic potential and state laws

The equality, stated in equation (I.89), is used for the development of the local state laws in the following. The free energy in the present example depends on the strain ε, the magnetic field H and the temperature T and its time derivative is described by

Ψ (ε, H, T ) = ∂Ψ ∂ε : ε + ∂Ψ ∂H • Ḣ + ∂Ψ ∂T Ṫ . (I.90)
The expression of Ψ given in equation (I.90) is inserted in equation (I.89) which leads to the relation shown in equation (I.91). This relation is used to derive the local state laws.

σ -ρ m ∂Ψ ∂ε : ε -µ 0 M + ρ m ∂Ψ ∂H • Ḣ -ρ m ∂Ψ ∂T + s Ṫ = 0 . (I.91)
For constant temperature and magnetic field ( Ṫ = 0 and Ḣ = 0 respectively), the equality has to be satisfied for every evolution of ε that is thermodynamically admissible, which includes zero (ε constant). Under these assumptions, the first of three state laws, shown in equation (I.92), is derived. The remaining two state laws are derived for different thermodynamically admissible evolutions of ε, Ḣ and Ṫ .

σ = ρ m ∂Ψ ∂ε , µ 0 M = -ρ m ∂Ψ ∂H , s = - ∂Ψ ∂T .
(I.92) 

II.1 Introduction

This chapter deals with experimental investigations on the material properties of a MagnetoActive Elastomer (MAE). MAEs are composite materials, composed of a viscoelastic elastomer matrix in which magnetic particles are dispersed. The particle content is indicated with respect to the composite material as weight ratio (mass %) or volumetric filling ratio (vol %). MAE are known for characteristic reactions to magnetic fields like the dependence of their material properties on applied magnetic fields, also known as MagnetoRheological (MR) effect [START_REF] Rigbi | The response of an elastomer filled with soft ferrite to mechanical and magnetic influences[END_REF]Jolly+ 1996b]) or their deformation in magnetic fields (MagnetoStrictive MS effect [Stepanov+ 2008;[START_REF] Danas+ | [END_REF]). These effects make MAE interesting for actively controlled devices like dampers [University of Nevada 2004; Szmidt+ 2019] or actuators [START_REF] Friedrichshafen | Magnetically actuated valve[END_REF]Böse+ 2021]. The characteristics of a MAE depend to a large extend on the choice of the raw materials and the microstructure, which is determined during the elaboration.

II.1.1 Manufacturing processes for MAE

The manufacturing process of a MAE consists of the dispersion of the magnetic particles in the elastomer matrix. The elaboration procedure depends on the matrix viscosity prior to the polymerization: if the material is rather liquid, the magnetic particles are added and the constituents are blended with a mixer to obtain a homogeneous particle distribution. A degassing step under vacuum is performed to remove air bubbles, which can appear during the mixing. The preparation of composites, based on viscous when non-polymerized matrices, requires rolling processes for the dispersion of the particles in the matrix [START_REF] Danas+ | [END_REF]]. In both cases, the mixture is molded and the polymerization takes place during the so-called curing step (cf. [Sutrisno+ 2015] for example). Additional constituents like silicone oil can be added to the mixture to modify the material properties [START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF]].

The blending of the constituents generates structurally isotropic composites since the particles are randomly dispersed (cf. figure II.1 a). When the mixture is polymerized ("cured") in a magnetic field, the particles align in chains along the magnetic field lines [START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF][START_REF] Bodelot | Experimental investigation of the coupled magnetomechanical response in magnetorheological elastomers[END_REF][START_REF] Danas+ | [END_REF]]. As a result, the composite has a transversely isotropic microstructure (cf. figure II.1 c). The risk of particle sedimentation during the curing is lower for this manufacturing approach since the external field causes magnetic interactions between the particles that are superior to the gravitational forces according to [START_REF] Stepanov | Magnetoactive elastomer based on magnetically hard filler: synthesis and study of viscoelastic and damping properties[END_REF]]. To inhibit sedimentation in isotropic composite samples, the authors suggest the use of very high frequency (VHF) magnetic fields to accelerate the polymerization process.

To analyze the internal structure of MAE, scanning electron microscopes (SEM) are commonly used [Chen+ 2007;[START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF] shows. The influence of microstructural aspects like the particle content [START_REF] Böse+ | [END_REF]] or the particle size and their distribution in the matrix [START_REF] Böse+ | [END_REF]Lokan-der+ 2003] on the properties of MAE have intensively been studied. Additional studies concern the properties of the raw materials. The matrix material of MAE generally has a very low stiffness (Young's modulus E ∼ 10 4 Pa to E ∼ 10 5 Pa) to enhance the MR and MS effects. The magnetic characteristics of the particles also play an important role for the behavior of the composite, as the following section shows.

II.1.2 Distinction between S-MAE and H-MAE

According to the magnetic behavior of the particles, MAE are classified as magnetically soft (S-MAE) or magnetically hard (H-MAE). S-MAE contain particles with a high magnetic permeability in small and moderate magnetic fields and a high saturation magnetization [START_REF] Lokander | Performance of isotropic magnetorheological rubber materials[END_REF]], like carbonyl iron powder. In an external magnetic field, the rigidity of S-MAE increases and their capacity to dissipate energy rises [Jolly+ 1996b;[START_REF] Lokander | Performance of isotropic magnetorheological rubber materials[END_REF][START_REF] Norouzi+ | [END_REF]. The MR-effect is stronger in transversely-isotropic composites than in isotropic composites [START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF][START_REF] Bodelot | Experimental investigation of the coupled magnetomechanical response in magnetorheological elastomers[END_REF]]. Furthermore, it has been shown that the MR effect depends on the particle size and distribution [START_REF] Lokander | Performance of isotropic magnetorheological rubber materials[END_REF]]. Another characteristic effect is the field induced deformation of S-MAE specimen [Guan+ 2008;Stepanov+ 2008;[START_REF] Danas+ | [END_REF]]. The deformation is called magnetostriction, even though it is caused primarily by the rearrangement of the particles in the matrix and not by crystalline anisotropy. Therefore, the field-induced deformation is comparatively large with respect to the order of magnitude known for magnetostrictive strain [START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF]]. Isotropic S-MAE tend to elongate in external magnetic fields [Guan+ 2008;Han+ 2013;Stepanov+ 2008] while an elongation as well as a retraction have been measured for transversely isotropic MAE according to [START_REF] Metsch+ | [END_REF]]. In absence of an external magnetic field, S-MAE do not show a significant magnetization (figure II.2 a). Magnetically hard particles like NdFeB are used for the manufacturing of H-MAE [Stepanov+ 2012;Borin+ 2013;Linke+ 2016]. In contrast to magnetically soft composites, H-MAE remain magnetized after the exposure to a strong mag-netic field. The magnetization takes place after the polymerization in general. In addition, a 3D printing device for H-MAE with pre-magnetized particles in the uncured mixture has been presented recently [Kim+ 2018]. This method can be used to generate regions with different orientations of the magnetization in a single structure. However, the magnetization of composites, produced by this method, is lower than the magnetization of the same material magnetized in an external field. To achieve the highest possible remanent magnetization in conventionally magnetized H-MAE, the composite has to be magnetically saturated. The order of magnitude of magnetization fields are about 1. 

II.1.3 Characteristic effects of H-MAE

II.1.3.a Reduced coercivity due to particle motion Several studies show, that the coercive field strength, Hc, is significantly lower for composites with soft matrices than for composites with stiff matrices [Linke+ 2016;[START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF]]. This effect is due to the mobility of the particles: when an externally applied magnetic field and the magnetization of the particles are oriented on different directions, a torque acts on the particles tending to align magnetization with the external field. In soft matrices, the magnetic torque can overcome the resistance of the elastic forces generated by the matrix and instead of being remagnetized in a different direction, the particles rotate [START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF]]. The reversion of the magnetization occurs for lower fields as this process requires less energy than a remagnetization. The rotation of anisotropic magnetic particles in external magnetic fields has been studied by [START_REF] Schümann | A characterisation of the magnetically induced movement of NdFeB-particles in magnetorheological elastomers[END_REF]]. X-ray micro tomography was used in combination with particle tracking in the images.

Particles with a high form factor have a higher rotation angle. The dependence of Hc on the matrix material has been studied by [START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF]] on composites based on NdFeB powder and silicone. Different amounts of silicone oil were added to the specimens to reduce their elastic moduli from 90 kPa and their magnetic characteristics were measured by the help of a vibrating sample magnetometer. A decrease of the coercive field with the modulus is stated as well as an asymmetric shape of the hysteresis loops. An asymmetric shape of the hysteresis loop was also observed by [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]] on H-MAE. [Linke+ 2016] compare the major hysteresis loops of a composite with a rigid epoxy matrix and a soft PDMS matrix (figure II. In addition, the major loop was not symmetric: the value of Hc = 60 kA/m was measured for the first demagnetization and a value of only 37 kA/m during the remagnetization. The comparison of subsequent loading cycles shows, that only the first loop is different from the following ones (figure II.3 b). It is stated that the magnetization processes occur during the first cycle and that the magnetic behavior, once the particles are magnetized, is determined by particle rotations. With increasing matrix stiffness, these effects are suppressed as the particle rotation is inhibited.

II.1.3.b MR effects caused by the magnetization

Magnetic fields can cause not only particle rotations, but also a rearrangement of the particles in the soft matrix as shown by [START_REF] Schümann | A characterisation of the magnetically induced movement of NdFeB-particles in magnetorheological elastomers[END_REF]]. During the study, cylindrical specimens were exposed to a magnetic field of 2 T for 5 min. X-ray tomography images, recorded before and after the magnetization, show, that the particles move to align in chains in the soft matrix (E = 30 kPa). Compression test show an increase of the composites' elastic modulus due to the magnetization. The increase is explained by the formation of particle chains on the microscopic level. The authors also remark, that the movement may induce damage on the microstructural level and, as a consequence, might weaken the fixation of the particles in the matrix. Three types of cylindrical specimens are tested in the study of [Stepanov+ 2012]: non magnetized samples, samples magnetized in a field of 0.3 T and samples magnetized in a field of 1.5 T. The stress-strain relation of the samples was determined in quasi-static shear tests by the help of a rheometer. The displacement was increased at first (loading) and then decreased until the measured reaction force was equal to zero again (unloading). The non-magnetized specimen showed a linear-elastic behavior in the contrast to the magnetized specimen, for which a residual strain was observed (figure II.4 a). The elastic modulus, calculated from the stress-strain relations, increased with increasing magnetization. The authors explain the behavior of the magnetized specimen with the formation of chain like structures of the particles in the matrix due to the remanent magnetization. Additionally, a strain dependence of the modulus was observed for the magnetized specimen. For strain inferior to 0.5 % the modulus was higher than for strain exceeding 0.5 %. The explanation for the two regimes, given by the authors, is the increasing distance between the particles for higher strain which weakens the particle interactions. The strain dependence of the modulus was also observed in tensile test up to 6.6 % of magnetized specimen by [Borin+ 2013].

The specimens in this study were magnetized in fields with different magnitude up to 1.85 T and subjected to a mechanical loading afterwards. Up to a stain of about 0.05 %, the stress increases sharply. The stress increase is much smaller when 0.05 % are exceeded (figure II.4 b). The authors conclude that the elastic modulus is higher for the small strain regime in their tests. In addition, it is shown that the modulus in both regimes increases gradually with the magnetization field for specimens magnetized in fields up to 1.5 T. A further increase of the magnetization field does not influence the stress strain relation in a significant manner.

The effect is explained by the saturation of the NdFeB particles, which occurs for about 1.5 T. An increase of the external field cannot increase the magnetization any further. The dependence of the dynamic shear storage and loss moduli, G and G , of transversely isotropic specimens on the magnetization field was analyzed by [START_REF] Stepanov | Magnetoactive elastomer based on magnetically hard filler: synthesis and study of viscoelastic and damping properties[END_REF]]. During the elaboration, a magnetic field of 0.03 T was used to align the particles in the matrix, whereas the magnetization fields ranged from 0.743 T to 2 T. A rheometer was used for the dynamic mechanical testing. The results of the dynamic tests are in accordance with the findings of the aforementioned quasi-static tests: a modulus increase with the magnetization field was observed up to a certain magnitude of the magnetization field. An additional observation has been made by [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]] and concerns the relaxation behavior of H-MAE. According to the authors, the magnetization of NdFeB-based composites leads to an increase of the relaxation time from several seconds to more than 30 s.

It is supposed, that the magnetic interactions between the particles enhance their rearrangement in the matrix, which takes place when the specimen is deformed. The mechanical behavior of H-MAE is not only influenced by the magnetization, but also by external magnetic fields. This is shown, inter alia, by the study of [Stepanov+ 2012]. A field-induced variation of the storage and loss moduli, G and G , has been observed during dynamic shear tests. The external magnetic field measured 0.3 T and was either oriented in the direction of the specimens' magnetization (H ↑↑ M ) or opposite to it (H ↑↓ M ) during the test. For H ↑↑ M , G and G increase. For H ↑↓ M , the moduli first decrease, reach a minimum point and then increase again. This behavior is explained by the disorientation of the magnetic moments of the particles for small to moderate opposed fields, followed by a rearrangement of the particles such as their magnetic moments are reinforced by further decreasing the magnetic field. The same observation for the modulus has been made by [START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF]] in dynamic shear test with constant mechanical and cyclic magnetic loading: a magnetic field applied in the opposite direction of the magnetization first weakens and then increases the modulus (figure II.5 a). The authors suppose the magnetic interactions to weaken first and then to increase but base their conclusion on remagnetization processes of the particles. In an additional dynamic study, [Kramarenko+ 2015] have tested magnetized specimen in an external field of 0.3 T with a shear strain amplitude of 0.2 % at a frequency of 1 Hz. It is shown that the variation of the modulus increases with the magnetization of the specimen in the same externally applied magnetic field. When the magnetic field is switched on during the mechanical loading, the behavior of the non-magnetized samples stabilizes in 20 s -50 s while magnetized specimens are still not stabilized after 150 s. The study also comprises quasi-static shear tests with a maximum strain inferior to 0.06 %. The loading was applied in absence and presence of a magnetic field of 0.15 T. The stress increases stronger with the strain for H ↑↑ M and less strong for H ↑↓ M compared to the measurement in absence of a magnetic field (figure II.5 b). The effect is stronger for H ↑↓ M than for H ↑↑ M . Quasi-static compression tests of cylindrical H-MAE specimen have been performed by [Schümann+ 2017]. The modulus was calculated based on the data recorded in a strain range from 2.50 % -8.75 % for non-magnetized and magnetized specimen in absence of a magnetic field and in presence of a field of 240 mT. The modulus of the non-magnetized specimen was not significantly altered by the magnetic field. The modulus of the magnetized specimen on the contrary increased by about 60 %. An overview over the characteristics of some of the H-MAE composites, mentioned in this section, is shown in table II.1. [Koo+ 2012] compares H-MAE cantilever structures based on various magnetically hard powders (barium ferrites, strontium, neodymium and samarium cobalt) concerning the magnetically induced deflection of the structure. Under comparable conditions, the composite based on NdFeB particles shows the highest deflection.

II.1.4 Experimental testing of MAE

The material properties in the magnetic and the mechanical domain can be determined by standard test procedures with the corresponding equipment. The previously presented experimental studies concerning the magnetic behavior comprise the recording of hysteresis curves. The latter can be obtained by testing equipment like vibrating sample magnetometers (VSM) which provide high magnetic field intensities for the saturation of the composite material [Linke+ 2016]. Studies on the mechanical behavior focus on elastic or viscoelastic characteristics in quasi-static or dynamic tests respectively. The mechanical properties are obtained by standard testing procedures and equipment like universal testing machines [Borin+ 2013] (quasi static tests), or rheometers (dynamic loading) [Stepanov+ 2012;Kra-marenko+ 2015;[START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF]. The dynamic testing provides information about the viscoelastic properties of the composites. While dynamic tests are generally performed for small or moderate mechanical loading, tensile tests have been used to analyze the large strain behavior as shown on the example of S-MAE specimen [Bodelot+ 2018]. Several experimental setups have been proposed for the analysis of the coupled magneto-mechanical behavior of S-MAE specimen. The experimental conditions in coupled tests have intensively been studied on S-MAE specimen by [START_REF] Bodelot | Experimental investigation of the coupled magnetomechanical response in magnetorheological elastomers[END_REF][START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF] in the context of large strain. The authors point out the importance of the magnetic conditions during the tests in particular the influence of the specimen geometry on the internal magnetic field. Since the measurements are based on average quantities, the field homogeneity becomes very important. The latter is influenced by the shape of the specimen, an ellipsoidal specimen geometry is suggested to obtain a homogeneous magnetic field. For the determination of the coupled properties of H-MAE, fewer experimental test benches have been presented so far in comparison to the work on S-MAE. In the study of [Stepanov+ 2012], for example, a solenoid with an inner diameter of 20 mm is placed in a rheometer during shear tests on cylindrical specimens. The same experimental configuration is used in the study of [START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]. In this configuration, the magnetization and the external magnetic field are applied in the direction perpendicular to the mechanical loading. In the work of [Schümann+ 2017], the use of two permanent magnets for the generation of an external magnetic field during quasi-static compression tests is presented. The magnets are positioned at a fixed distance and the loading is applied via a universal testing machine on cylindrical specimen. In this configuration, mechanical loading, magnetization and the direction of the external field are supposed to be oriented in the same direction. Tensile tests in the small strain regime have been performed on magnetized H-MAE specimen by [Borin+ 2013]. A coil is shown in the description of the experimental setup but not mentioned during the description of the measurements.

II.1.5 Context of the present work

The present work deals with a composite material with a comparably stiff matrix material (E ∼ 1 to E ∼ 10 MPa) compared to the stiffness of matrices used in prior studies (E ∼ 10 to E ∼ 100 kPa). The composite in this study is thus called stiff (st)H-MAE in the following, to delimit it from previously studied mostly soft (so)H-MAE. The stH-MAE remains easily deformable; however, the increased stiffness of the matrix presumably influences the particle motions in the matrix, which is the cause of characteristic effects observed in H-MAE. According to [Borin+ 2013] for example, a modulus of 200 kPa is the limit for a significant MR effect. On the other hand, the particle motions are responsible for reduced coercive fields [Linke+ 2016;[START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF], the composite can thus be demagnetized more easily. Furthermore, particle motions during the magnetization may reduce the structural integrity of the composite [Schümann+ 2017]. The first chapter of this PhD thesis aims to address these questions and provide information about the magnetic, mechanical and coupled behavior of an isotropic stH-MAE, composed of NdFeB particles and a silicone matrix, by the means of experimental characterizations. The chapter is organized as follows: the first part focuses on the manufacturing process of the composite material and its microstructure. Thereafter, the magnetic characterization of the stH-MAE is presented including cyclic magnetic loading for different filler contents and temperatures as well as the dependence of the residual flux density on the filler content. In the following section, the mechanical characterization is outlined. Quasi-static uniaxial tensile tests on non-magnetized composites are presented at the beginning. Afterwards, the results of Dynamic Mechanical Analysis (DMA) of the matrix material and composites with different filler content are detailed. The last section presents the study of the coupled behavior of stH-MAE. In the first part, the influence of the magnetization on the dynamic mechanical properties is analyzed. In the second and third part of the study, a test bench for the analysis of the coupled behavior in an external magnetic field is presented along with the first test results of magnetomechanical measurements.

II.2 Manufacturing of an isotropic stH-MAE

This section deals with the manufacturing of a mechanically stiff magnetically Hard MagnetoActive Elastomer (stH-MAE). The characteristics of the primary materials are outlined and the manufacturing process is described. In addition, scanning electron microscope images of the microstructure are presented.

II.2.1 Raw materials

The stH-MAE, used for in the present work, is composed of a magnetically hard powder which is dispersed in a silicone matrix. The elastomer MED-4014 [NuSil 2020] is a two-part silicone, that cures with heat via platin catalyzed addition-cure chemistry, provided by NuSil T M . The ratio of mixture of the two parts, A and B, is 1:1. In the uncured state, the consistency of the two parts can be compared to modeling clay. The properties of the silicone, indicated in the material datasheet, are given with reference to several standard testing methods of the American Society for Testing and Materials (ASTM). In the cured state, the silicone has a specific gravity of 1.08 (ASTM D792), a shore hardness of 15 (Durometer type A, ASTM D2240) and develops a tensile stress of maximally 4.8 MPa before the rupture in tensile tests according to ASTM D412. The cured elastomer is transparent as figure II.6 a shows. The magnetic powder MQFP-14-12 consists of NdFeB particles and is provided by Magnequench T M in a non-magnetized state. According to the datasheet, 50 % of the particles have a diameter smaller than or equal to 4.5 µm -6.5 µm, which is indicated by the PSD50 value. The small diameter is reached by jet milling and the shape of the particles can be described as random (figure II.6 b). According to the datasheet, the particles are magnetically isotropic, the residual flux density Br of the material measures 805 ±20 mT and the internal coercive field strength Hc measures 965 ±55 kA/m. The elaboration of the composite from the two raw materials will be described in the following. 

II.2.2 Manufacturing process of the stH-MAE

A commonly used indicator for the composition of a MAE is the volume fraction Φ. This parameter corresponds to the relation of the magnetic powder volume V particles in a reference composite volume V composite :

Φ = V powder V composite = V powder V powder + V matrix (II.1)
For the manufacturing process however, the mass of the constituents is the more easily accessible than their volume. To elaborate a stH-MAE structure with a specific volume fraction Φ, the required mass of powder and silicone is calculated in a first step by the help of the mass density. The matrix material is viscous in the uncured state, the dispersion of the particles in the matrix requires thus several mixing sequences. The procedure presented in the following is not an industrial process, but allows the manufacturing of specimen with a simple geometric shape (parallelepipedic for example, cf. figure II.7). Before the mixing begins, the silicone parts A and B are passed separately through a two-roll mill several times to soften. Once a part is softened, it is formed into a sheet. Afterwards a small quantity of powder is placed in the middle of the sheet and the silicone is then folded around the powder to enclose it. The mix is passed through the mill, folded again and milled again until the powder is evenly dispersed in the matrix. Small quantities of powder are added until the final volume fraction Φ is reached. The volume fractions of the composite specimen used for this study are comprised between 12.4 % and 36.2 %. They are blended with the particles separately to prevent polymerization during the mixing. When both silicone parts have been prepared, they are milled together. The blended composite is placed into a mold. A pressure of 50 • 10 5 N/m 2 is applied on the mobile part of the mold to press the composite into its final form and evacuate eventual air bubbles. The curing takes place at a temperature of 116 • C during 10 minutes.

For the elaboration of MAE, a very viscous when uncured matrix is less often used [START_REF] Danas+ | [END_REF]] than a matrix that is liquid before polymerization [Linke+ 2016;[START_REF] Sutrisno | Recent progress on magnetorheological solids: materials, fabrication, testing, and applications[END_REF][START_REF] Wen | The magnetic field dependent dynamic properties of magnetorheological elastomers based on hard magnetic particles[END_REF][START_REF] Bodelot | Experimental investigation of the coupled magnetomechanical response in magnetorheological elastomers[END_REF]Stepanov+ 2012;[START_REF] Kramarenko | Magnetic and viscoelastic response of elastomers with hard magnetic filler[END_REF]Kim+ 2018;[START_REF] Małecki | Dynamic mechanical analysis of magnetorheological composites containing silicacoated carbonyl iron powder[END_REF], probably because the mixing procedure is more complex. For the present study, composite sheets with different thickness (between 1 mm and 4 mm) and with an area of 200 mm × 250 mm have been realized. The specimens are cut out via a cutting die or a conventional lathe. The magnetization is an additional step, that is exhibited after the cutting process. A specimen is therefore placed in a strong external magnetic field of 4 T generated in a coil by a capacitor discharge and allowing the saturation of the NdFeB particles. When the external field is switched off, the composite retains a permanent magnetization since NdFeB is a magnetically hard material. Since several differently shaped specimens have been used for the experimental characterization, the geometric details are not listed here but in the corresponding section of this chapter. 

II.2.3 Microstructure

A Scanning Electron Microscope (SEM) is used to study the microstructure of an stH-MAE with a volume fraction of Φ = 19.4 %. The surface of observation lies in the cross section of the material and is obtained by freeze-fracturing. Figure II.8 a shows a SEM image of the fractured surface with 1000x magnification. The particles are denser than the silicone and reflect more electrons, thus they are the lighter spots in the image. They are dispersed randomly in the matrix and do not show a specific spatial orientation. This observation was also made for SEM images of other observation surfaces in the three principal directions of the composite sheet. According to the SEM images, the composite is structurally isotropic. 

II.3 Magnetic characteristics

In this section, experimental studies concerning the magnetic properties of the stH-MAE are presented. In the first part, the demagnetization behavior of the composite is compared to a compressed powder sample and another composite with different volume fraction. The influence of the volume fraction on the residual flux density is studied in detail in the following part. An additional study, presented afterwards, concerns the temperature dependence of the magnetic properties of the stH-MAE. Details of the specimen are given in each section and are summarized in the appendix (table A .1). As the tests are uni-axial, the magnetic quantities are scalar values corresponding to the magnitude in the tested direction.

II.3.1 Demagnetization and magnetic hysteresis

In a first study, the dependence of the composite's magnetic polarization J on the magnetic field H is analyzed. Therefore, the demagnetization behavior of the magnetic powder is compared to the behavior of a composite material with a volume fraction of Φ = 29.8 %. The measurement data of a compressed powder sample have been provided by Magnequench while the composite specimen S mag1 has been tested with an extraction magnetometer at the Institut Néel in Grenoble.

The cylindrical specimen had a diameter of 5.8 mm and a height of 0.85 mm. The demagnetization behavior of the two samples is shown in Figure II.9. At H = 0, the remanent polarization J r (equivalent to the residual flux density Br) can be found.

The polarization decreases under the influence of a magnetic field opposed to the magnetization of the samples. When the coercive field strength Hc is reached, the material is demagnetized (J = 0). The comparison of the two materials shows that their coercive field strength Hc differs slightly. It measures 969 kA/m for the powder and 941 kA/m for the composite, both values lie within the range specified for Hc in the powder's datasheet. Their polarization J r differs much more: it measures 0.809 T for the powder sample and 0.227 T for the composite. The entire first hysteresis loop has been revealed at the Institut Néel for specimen S mag1 and for an additional specimen with a volume fraction of Φ = 21.6 %, a diameter of 5.78 mm and a height of 0.9 mm. In the extraction type magnetometer, the magnetic field was increased to about 6300 kA/m. The measurement was started, the magnetic field was gradually decreased to -6300 kA/m and then increased until the initial value was reached again. Based on the sample geometry, the internal magnetic field was calculated and figure II.10 shows the resulting hysteresis curves. The coercive field Hc is similar for both specimens and, according to the measurements of the first study, equivalent to the coercive field of the magnetic powder. This behavior is normally observed for composites with very stiff matrices, for example epoxy resins [Linke+ 2016] or for soH-MAE beneath the glass transition temperature [Kramarenko+ 2015], but not for soH-MAE in the rubbery state. It is supposed that the stiffness of the matrix apparently inhibits particles motions and that the reversal of the apparent magnetization is due to a remagnetization of the particles. The assumption is supported by the fact that the magnetic hysteresis cycles of the two composite materials are symmetric, which is not the case for the first magnetization loop of soH-MAE [Linke+ 2016;[START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF].

The advantage of a high Hc is a stronger resistance to demagnetization fields. In contrast to the coercive field strength, the residual flux density Br is different for the two specimens. The material with the lower volume fraction shows a lower residual flux density (Br =0.174 T) compared to the material with the higher volume fraction (Br = 0.227 T). The tendency is similar to the observation made in the first study (cf. figure II.9). The dependence of Br on Φ will be discussed in the following section. 

II.3.2 Influence of the volume fraction Φ on Br

As stated for the magnetometry tests, the volume fraction has an influence on the residual flux density of the composite. To analyze this dependence more precisely, the residual flux density of four isotropic composite materials with different volume fractions between 12.4 % and 32.2 % has been determined. Three specimens were cut out from each composite (S mag4 -S mag15 , cf. table A .1). Each specimen had a diameter of 5.5 mm and a height of 0.97 mm. For the tests, the three magnetized specimens of each composite were stacked to form a cylinder with a height of 2.91 mm as for the measurement method described in the following, the geometric form of a long cylinder allows a more precise estimation of Br than flat pastilles.

To approximate the residual flux density, the voltage induced by the magnetic cylinders in a pair of Helmholtz coil has been measured. During the measurement the specimen was placed in the coils and the voltage, induced in the coils by this procedure, was summed up by a voltage integrator. Knowing the geometry of the specimen, the number of windings, the resistance and the geometry of the Helmholtz coils as well as the electronic characteristics of the voltage integrator (capacity, resistance, amplification), the residual flux density of the specimen was calculated. 

II.3.3 Influence of the temperature on Br and Hc

In an additional experimental study, the influence of the temperature on the magnetic characteristics has been revealed. Hysteresis curves of specimen S mag3 (Φ = 29.8 %) were recorded for different temperatures ranging from 50 • C to 150 • C. Figure II.12 shows the measurement results as well as the previous results for a specimen with the same volume fraction (S mag1 ) recorded at 20 • C. The graphic shows, that the magnetic characteristics of the composite material are diminished with increasing temperature. For the same magnetic field, the magnetic polarization is smaller the higher the temperature. At the same time, the coercive field strength decreases, which means that the material can be demagnetized more easily.

Figure II.12: Magnetic hysteresis loops of the specimens S mag1 and S mag3 (Φ = 29.8 %) at different temperatures.

According to the datasheet, the magnetic properties Br and Hc of the powder are supposed decrease in a linear manner with increasing temperature up to 100 • C.

To estimate the decrease, the temperature coefficients α and β are stated in the document. Starting from an initial temperature T 0 , the characteristics of the powder at a temperature T can be estimated by the following relations: 

Br(T ) = Br(T 0 ) + α • Br(T 0 ) • (T -T 0 ), α = -0.13 %/ • C, (II.2)
Hc(T ) = Hc(T 0 ) + β • Hc(T 0 ) • (T -T 0 ), β = -0.

II.4 Mechanical properties

In the following section, the determination of mechanical material properties of the stH-MAE is presented. The first study concerns a uniaxial tensile test, in which three specimens were strained until failure. The measurement results for the large strain regime and the small strain regime are discussed and a quasi-static Young's modulus and the Poisson's ratio are determined. The second, presented in this section, concerns the dynamic mechanical properties of the composite in the small strain regime. The storage modulus and the loss factor of the pure matrix material are determined and compared to the properties of stH-MAE with different volume fractions. As the tests are uni-axial, the mechanical quantities are scalar values corresponding to the magnitude in the tested direction. A laser interferometer was used for the measurement of the specimens' displacement. Reflective tape is used to limit the measurement area to a region in the tapered zone (width = h 1 ), where the stress is supposed to be distributed in a uniform manner. In addition, the surface of the specimen was filmed on the opposite side with a camera to capture the local displacement. To perform a digital image correlation (DIC), a high local contrast is required. Therefore, the surface of the specimen was covered with white paint speckles (figure II.15 c). The photograph in figure II.15 c shows the lighting conditions during the test for which a light source was positioned close to the specimen. The displacement of the upper mobile clamp with a velocity of 0.25 mm/s has been imposed. The resolution of the laser was set to 10 mm/V and the initial distance between the reflective tapes measured between 10.12 mm and 12.38 mm. The resulting nonlinear stress-strain relation is shown in figure II.17 a. Since the section of the specimen undergoes a significant change during the test, the true stress σ t and strain ε t are calculated under assumption of a constant volume. The quantities are obtained from the measurement of the force F and the displacement ∆L and the geometry of the specimen by

II.4.1 Uniaxial tensile test

σ t = F h 1 h 2 1 + ∆L L 0 , ε t = ln 1 + ∆L L 0 . (II.4) Figure II
.17 a shows a good accordance of the measurement results of the three specimens. It is hence concluded that the macroscopic mechanical material behavior is isotropic. The strain ε t is limited to a maximum of 2 in the graphic to enhance the comparison, even though the failure of specimen S mec3 was measured at a nominal strain of 2.13. The stress-strain curves in figure II.17 a can be separated in three different zones, which is characteristic for elastomers and can be associated to different processes at the scale of the polymer chains (cf. [Caborgan 2011] for example). For small strains, up to about 5 % in the present case, the material shows a quasi linear behavior and the loading applies mainly to intermolecular bonds of the polymer chains. With increasing strain, the macromolecular chains are reoriented in the direction of the loading. As long as they can rearrange easily, the stress-strain curve inclines. This behavior is visible up to a strain of about 30 % in figure II.17 b. An increase of the stress with the strain can be observed in the third part of the curves in figure II.17 a for ε t > 30 %, which increases up to 120 % and remains constant form then on. The molecular chains are oriented in the direction of the loading and the elongation of the chains requires a higher effort than their rearrangement.

As the following investigations on the material behavior concern the small strain regime, the elastic modulus of the three specimen is calculated from the measurement data in a range from 0 % to 1.5 % of the nominal strain, E(1.5 %). Figure II.17 c shows a zoom on the corresponding region of the stress-strain curves.

The modulus corresponds to the slope of the straight obtained by a linear regression. The deformation of the specimen stays small in this range, therefore the difference of the moduli calculated form the nominal quantities and the true quantities stays negligible. The moduli for the three specimens lie in a range between In total, 28 images are used for the DIC and the ROI is divided by elements with a length of 150 pixel to generate a mesh. The mean deformation of the ROI in the directions e x and e y are calculated. During the correlation, a transformation is applied on the image n + 1 and the result is compared with the image n. The results for the displacement and the deformation of the ROI are obtained if a sufficient correlation between the images is determined by the method of least squares. In the present study, only the deformation is analyzed and the result of the DIC is shown in figure II.19 as well as the result of a linear regression. The slope of the straight corresponds to the Poisson's ratio which corresponds to 0.49 in the present case. The value is reasonable as the matrix consists of a silicone rubber and rubbery materials are known for a quasi-incompressible behavior with Poisson's ratios near 0.5. 

II.4.2 Dynamic Mechanical Analysis (DMA)

Silicone is a viscoelastic material, therefore, its dynamic mechanical properties are dependent on the time/frequency characteristics of the mechanical load. Dynamic mechanical properties are for example the storage modulus E and the loss factor tan(δ). In viscoelastic materials, they do not only depend on the mechanical load but on the temperature as well [START_REF] Butaud+ | [END_REF]]. Methods like the Dynamic Mechanical Analysis (DMA) allow the determination of the parameters necessary to identify the viscoelastic behavior laws [Renaud+ 2011]. In the present composite, the interactions between the particles and the matrix as well as particle-particle interactions can be added to the parameters that determine the mechanical behavior [Fröhlich+ 2015]. In this section, the results of a DMA on the pure matrix material and the non-magnetized composite material are presented. Figure II.20 a shows the experimental setup of a DMA test in traction configuration. The specimen's outer ends are fixed in two clamps. The upper clamp is fixed and connected to a force transducer measuring the reaction force F (t). The lower clamp is mobile and a displacement u(t) is imposed actuated by a shaker. The displacement control is done by a displacement transducer located above the shaker. The harmonic displacement u(t) is applied to the mobile clamp such as

u(t) = u 0 + u d cos(Ω t), (II.5)
including a static displacement u 0 and a dynamic displacement u d u 0 /2. The reaction force F (t) was measured at the fixed clamp such as

F (t) = F d cos(Ω t + δ).
(II.6)

Figure II.20 b schematically depicts the force and displacement signals. The parameter δ describes the phase shift between displacement and force, the more viscous a material the bigger is the phase shift. The loss factor tan(δ) is an indicator for the energy that is dissipated during the mechanical loading while the storage modulus E is a measure of the ability of a material to recover from deformation. The two properties are described as follows:

E = σ ε cos(δ) , (II.7) tan(δ) = σ ε sin(δ) E .
(II.8)

A DMA is not a local measurement method but gives access to the average values of the local stress σ d and the local strain ε d in the specimen's volume V : The variation of the temperature and the frequency change the modulus of maximally 37.1 % and 31.1 % respectively. The storage modulus is stronger influenced by the frequency and temperature changes, as the pure silicone and the influence increases with the volume fraction. The three materials show a behavior that is typical for elastomers in the rubbery state: the modulus increases with the frequency and a decreases with the temperature. The temperature enhances the chain mobility in the elastomer and the rigidity (respectively the modulus) decreases.

σ = F d h 1 h 2 = 1 V σ d dV , (II.9) ε = u d L 0 = 1 V ε d dV . (II.
Higher frequencies induce more elastic-like behavior of the silicone [Menard 1999].

At low frequencies the viscous behavior predominates, the material flows. For S mec4 , it lies in a range from 0.069 to 0.117, while tan(δ) of S mec5 and S mec6 reaches from 0.080 to 0.136 and from 0.106 to 0.179 respectively. An increase in temperature decreases the loss factor. As the polymer chain mobility is increased by the temperature, they displace more easily and the energy dissipated by this process decreases, consequently the loss factor does the same. This behavior can be observed for all specimens, while the magnitude of the loss factor is quite different. A continuous increase in frequency in the contrast does not have a monotonous effect even though an overall decrease of the loss factor from 2 Hz to 100 Hz is observed. In this range, the loss factor seems to decrease in steps for the pure silicone sample and even increase up to a frequency of 10 Hz at higher temperatures. The decrease in steps is less pronounced in the composite material but an increase in a frequency range up to 10 Hz is also observed at higher temperatures. For both materials, a temperature or frequency change in the given range can alter the loss factor more than 28 %. The loss factor is an indicator for the viscous behavior of the composite. With increasing volume fraction, the dissipation increases as well. Storage modulus and loss factor of the composites are significantly different from the ones of the silicone. The loading frequency and the temperature however, have the same influence on the mechanical characteristics of the two materials in general. Since the stH-MAE shows a viscoelastic behavior, two additional effects could be part of its mechanical behavior: the Mullins effect and the Payne effect. The Mullins effect is a damage induced and thus irreversible effect that emerges in the form of a decrease in rigidity. It appears for example during cyclic mechanical loading in filled elastomers [Mullins 1969]. The DMA tests were conducted in the so-called stabilized regime after the pre-cycling of the specimen. The Payne effect is the dependence of the dynamic modulus on the strain amplitude which is induced by nonlinear viscoelasticity above a certain strain threshold [Payne 1962].

To avoid this effect as the study lies into linear viscoelasticity, the amplitude was kept small during the dynamic tests. The same precautions were taken for the mechanical loading during the coupled magnetomechanical tests, which will be presented in the following.

II.5 Magneto-mechanical coupling

In the following section, experimental investigations on the magneto-mechanical coupling in the stH-MAE composite are presented. The first part comprises dynamic mechanical analysis, performed with specimens before and after their magnetization. Afterwards a test bench, which allows a mechanical tensile loading in a magnetic field, is presented. Its working principle is explained at the beginning of the section and the results of first magnetomechanical tests are presented subsequently. As the tests are uni-axial, the magnetic and mechanical quantities are scalar values corresponding to the magnitude in the tested direction if not otherwise specified.

II.5.1 Influence of M on the mechanical characteristics

In this section, the influence of a permanent magnetization of the stH-MAE on its mechanical characteristics is studied. The composite specimens in this study have been subjected to a DMA with identical test configurations before and after their magnetization. The eight specimens S mm1 -S mm8 have been tested in a tensile configuration (Figure II.20 a) three times respectively. Between the three measurements, a specimen has been removed from the machine and mounted again. The strain amplitude was set to 1 %, the temperature to T = 30 • C and the frequency to f = 1 Hz. Afterwards, the specimens were magnetized. For half of the specimen the direction of magnetization was chosen parallel to their length and hence parallel to the mechanical solicitation (S mm1 -S mm4 ) which is shown schematically in Figure II.23 b. For the other half, the direction was parallel to the specimen's thickness and perpendicular to the mechanical solicitation (S mm5 -S mm8 ), which is depicted in Figure II.23 c. After the magnetization, each specimen was tested again three times. Due to the mounting of the specimen in the machine, the free length L 0 changed for each test. The corresponding values of L 0 for each specimen and test can be found in table A.3. To analyze the evolution of the dynamic mechanical properties before and after magnetization, relative values are compared. For each specimen the average of the three values of E and tan(δ), obtained before magnetization, are calculated: E bm and tan(δ) bm . The results of each test are divided by this average to obtain the relative quantities E rel and tan(δ) rel :

E rel = E E bm tan(δ) rel = tan(δ) tan(δ) bm (II.11) Figure II
.24 shows the mean relative storage modulus E rel before and after magnetization for the eight specimens as well as the standard deviation of the three measurements for each specimen. When the loading and the magnetization are oriented in the same direction (M F ), the modulus increases (figure II.24 a). The average increases for the four specimen measures about 3 %. If (M ⊥ F ), the modulus decreases by 1.5 % on average (figure II.24 b). While clear tendencies are identified for both configurations, they are not significant for all of the specimen. Compared to previous analysis of the dynamic mechanical characteristics of soH-MAE ([Stepanov+ 2014]), the impact of the magnetization in this study is rather small. This is due to the matrix stiffness : the magnetic forces between the particles are small before the elastic forces of the matrix and hence the impact of the magnetization is small. Additionally, the impact of the geometric form of the specimen on the magnetic field distribution has to be considered in the analysis since the self-demagnetization of the specimen due to its form decreases the magnetic flux density inside the material. A numerical simulation of the specimens' self-demagnetization in the air for the two magnetic states, M F and M ⊥ F , has been performed. In the simulation, Br was calculated from the characteristics of the powder and the volume fraction and hence set to 0.157 T, µ r was set to 1.1 based on the measurement results of specimen S mag1 . The following analysis refers to the middle part of the specimen, on which the measurement of the mechanical characteristics is based.

In the first case, where M F (figure II.26 a), the flux density is evaluated in the direction of the length of the specimen e 3 . A volume average of B in e 3 of 0.151 T is obtained with a variation up to a maximum of 1.6 %. The specimen is magnetized in a direction with a high aspect ratio, this keeps the demagnetization field small. Consequently, the magnetic flux density in the specimen does not decrease significantly compared to the residual flux density Br. In the second case, where M ⊥ F (figure II.26 aa), the mean flux density in the evaluation volume is of 0.029 T. The magnetic flux density in the direction e 1 is the highest on the outer bounds of the specimen, where closing the magnetic flux lines is easier compared to the middle of the specimen. It decreases rapidly with the distance towards the outer bounds and the variation within the evaluated section of the specimen is superior to 100 %. The magnetic flux density in the mechanically loaded part of the specimen is not homogeneous and the demagnetization effect causes a very low intensity of B in most of the specimen section. It is concluded that the measurement can be based on a global force and displacement measurement in the configuration M F , since the local flux density is evenly distributed. This is not the case for the configuration M ⊥ F : the flux density shows a strong gradient; hence the global quantities are not representative for the local loading state of the material. 

II.5.2 Magneto-mechanical test bench

In this section, investigations on the influence of an external magnetic field on the mechanical behavior of stH-MAE specimens are presented. A testing bench for the coupled testing has been developed in collaboration with the company MMT on this purpose. It allows a tensile mechanical loading in absence and in presence of an external magnetic field. First results for magnetic loadings in stationary mechanical states and mechanical loadings in constant magnetic fields are presented at the end of this section.

II.5.2.a Experimental setup

The experimental setup is shown in figure II.27. Besides the support structure for the specimen, it comprises a micrometric stage, a contactless displacement sensor, a load cell for the measurement of the reaction forces of the specimen and a magnetic reluctant circuit for the generation of an external magnetic field. The components in this bench are in non-magnetic materials in order to avoid a dispersion of the magnetic flux and a non-uniform magnetic field into the sample tested. Figure II.28 shows the components, responsible for the clamping of the specimen and the mechanical loading, in detail.

The supporting structure [START_REF]II.2 residual flux density Br of the stH-MAE for the volume fraction Φ obtained by experiments or an estimation[END_REF], manufactured from a POM-C copolymer, comprises a fixed clamp [START_REF]II.4 Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from[END_REF] in which the upper part of a specimen ( 5) is maintained by tightening the screw (figure II.28 c). The lower part of the specimen is fixed in the mobile clamp (3) by the same means. The mobile clamp is connected to a load cell (9) via five brass barres and an intermediate POM-C platform [START_REF]II.1 Schematic representation of MAE with isotropic microstructure (a), transversely isotropic microstructure with the magnetic field H applied during the polymerization (c) and scanning electron micro[END_REF]. The force obtained from the measurement is called F in the following. The platform ( 6) is used for the measurement of the displacement of the mobile assembly, u, via a displacement sensor (7) from microEpsilon. The load cell is clamped on a micrometric stage by the help of an aluminum holder (8). The micrometric stage is used to impose the displacement of the mobile clamp where sample is maintained. A magnetic circuit ( 4) is positioned in the setup to generate a quasistatic magnetic field in the sample region. The measurement of displacement and force are recorded by an oscilloscope and exported to csv data. In the following, the working principle of the magnetic and the mechanical part of the setup are detailed.

II.5.2.b Mechanical loading

Before the testing, the specimen is mounted in the test bench according to the following procedure: at first, the specimen is fixed in the mobile clamp. The resulting force generated by the weight of the specimen and set as reference force.

Afterwards, the specimen is also fixed in the upper clamp. The compression in the clamping generates a lateral extension of the specimen which, in turn, generates an offset force. The mobile clamp is displaced to remove the initial constraint on the specimen until the global force is equal to the reference force again. For a mechanical loading, the length of the specimen is increased by a displacement of the microscopic linear stage (figure II.29 b). The displacement is measured on the intermediate platform in the measurement setup. The displacement generates stress in the specimen, in the test bench the global reaction force is measured by the force sensor.

The results of the dynamic mechanical tests show that the behavior of the composite material is viscoelastic. In the first tests with the new experimental setup, the focus was put on the elastic part of the behavior. For this reason, the tests are performed in a quasi-static regime. As an example, figure II.30 shows the variation of the displacement and the corresponding variation of the force measured for a specimen in the test bench. In addition to the measurement values (light gray), a moving average over 10 values is shown in the graphic (black). During the measurement, the displacement was increased and maintained constant. The force increases with the displacement at first, but decreases when the latter is kept constant (stress relaxation). This behavior is characteristic for viscoelastic materials. The force converges towards a stationary value. In the quasi-static tests, the difference between the stationary values before the loading and after the force relaxation are considered. They are highlighted in green in figure II.30. placement measurement and the components after the point of the displacement measurement respectively. The scheme is supposed to model the quasi-static tests; therefore, the viscous components are not represented. The elements are connected in series in the experimental setup, therefore the force is the same everywhere. As mentioned previously, the displacement u is not directly measured on the specimen but on a part of the mechanical support. It corresponds to the sum of the displacement of the specimen, u spec , and the displacement of support part a, u supa . The stiffness of support part a, k supa , is part of the equivalent stiffness k eq as well as the stiffness of the specimen k spec :

u = u spec + u supa = F el k spec + F el k supa = F el k eq . (II.12)
If the stiffness of the system is much larger than the rigidity of the specimen, the total stiffness k eq is approximately equal to the stiffness of the specimen k spec (cf. equation (II.13)), but this hypothesis has not been verified yet. The decomposition of the elastic forces has no influence on the conclusions drawn in the following. However, it is pointed out that elastic constants obtained from the measurement describe the behavior of the specimen and the support part a. To avoid this effect, the displacement has to be measured directly on the specimen in future studies

k eq = 1 1 kspec + 1 ksys , k eq ≈ k spec if k sys k spec . (II.13)
Purely mechanical tests have been performed to analyze the reproducibility of the measurements in a first step. The magnetized, parallelepipedic specimen S mm9 has been used for these tests inter alia. Its cross section A = h 1 × h 2 measured 8.9 mm × 2.0 mm, the total length L measured 40 mm and the free length of the specimen in the setup measured L 0 = 17 mm. The volume fraction of the specimen measured Φ = 36.2 % and it was magnetized in the direction of L 0 before the tests. Quasi-static tensile loading steps (figure II.30) are repeated until the macroscopic strain reaches 1 %. Afterwards, the elongation is decreased step by step again until the force is equal to the reference force again. The procedure of subsequent loading and unloading is called loading cycle in the following. Figure II.31 a shows the force F , acting on the specimen, as a function of the displacement u, measured on the intermediate platform in absence of an external magnetic field. The specimen was subjected to three loading cycles. During the first cycle, a hysteretic behavior with a residual displacement after the unloading phase is observed. The displacement was increased to 1 % of the specimen's free length, 0.17 mm, with respect to the residual deformation. The second and third cycle also present hysteresis phenomena but in the contrary to the first cycle, the residual displacement does not change. A first loading cycle is hence necessary to reach a stabilized behavior. This behavior has also been observed for comparable samples. The residual strain does not disappear when the specimen is kept in the unloaded state for at least one hour. It is therefore concluded that the strain is not due to the viscoelastic behavior of the specimen. It could be caused by friction in the mounting.

A residual displacement after loading has been observed for magnetized soH-MAE specimen in shear tests [Stepanov+ 2012]. Additional tests with magnetized and unmagnetized specimen have to be performed to analyze if the residual displacement is caused by the magnetization or has mechanical origins like friction in the clamping of in the experimental setup. After the first test, the specimen was demounted from the setup and then mounted again. Two additional loading cycles were performed and the result is shown in figure II.31 b. The two forcedisplacement curves in figure II.31 are similar for the two first loading cycles. This result was also observed for additional specimen, the experimental setup allows hence to perform a reproducible mechanical loading of H-MAE specimens. 2) with a residual flux density of 1.3 T. The cross section of the circuit measures 30 mm × 30 mm, it has a width of 100 mm and a minimum height of 155 mm. Most of the surface of the pure iron parts is covered to prevent the oxidation of the iron which could influence its magnetic characteristics. The magnetic flux passes through the air gap ( 6) in the magnetic circuit where the specimen is located during the tests. The magnetic field is hence oriented in the direction of the specimen's length. Compared to the use of coils, the use of the magnet generates the stationary magnetic field without heating the assembly. On the other hand, the intensity of the magnetic field cannot directly be controlled by the magnet. The strategy for the variation of the magnetic field intensity, retained in the present study, consists of a variation of the air gap by the motion upwards and downwards of the mobile part along the vertical axis (part 4 in figure II.32 a and b). The variation of the length of the air gap respectively causes a variation of the magnetic field intensity.

The protruding length can be used to measure the variation of the air gap during a magnetomechanical test. The measurement of the magnetic flux density in the mid plane of the air gap has been performed for an air gap of 51 mm (cf. 5 The field is strongest in the middle of the plane and slightly asymmetric in the e y direction. The absolute values for the magnetic field are higher than the values obtained from the measurement but dispersed in the same range of ∆H z = 12 kA/m. It is hence concluded that the quantitative difference results from the material parameters or geometric misalignment in the real setup. As the qualitative results are in good accordance, the presence of a relatively homogeneous field oriented in the e z direction is assumed for the experimental setup. A specimen is supposed to be located in the center of the air gap, as figure II.33 shows. The location of the fixed specimen in the field is realized by the positioning of the magnetic circuit. 

II.5.3 First results for coupled loading

In this section, the first results of coupled magneto-mechanical tests with the previously described experimental setup are presented. In the first test, the mechanical loading was kept constant and the magnetic loading was varied. During the second test, the mechanical loading was varied in a constant magnetic field. The air gap was kept at 51 mm and the magnitude of the magnetic field measured was hence of about 40 kA in the central region.

II.5.3.a Cyclic Magnetic loading for stationary mechanical loading states

During the first type of coupled tests, the magnetic loading of a specimen was varied while the mechanical loading was kept constant. The parallelepipedic specimen S mm10 , used for the tests, had a cross section of A = 7.9 mm × 2.0 mm, a total length L of 40 mm and a free length of L 0 = 18 mm. The volume fraction of the specimen measured Φ = 36.2 % and it was magnetized in the direction of its length before the tests. The specimen was fixed in the experimental setup according to the protocol described previously. In the first step of the measurement, the magnetic circuit was positioned in the setup. The magnetization of the specimen pointed downwards, in the same direction as the magnetic field in the air gap (cf. The strong variation is due to the in-homogeneous and non-stationary magnetic field the specimen is exposed to during the positioning of the magnetic circuit. The interaction between the magnetic fields of the circuit and the specimen are responsible for the strong variation of the force. The variation of the displacement is presumably due to the fact, that the experimental setup is not completely rigid. This results not only in a strong variation of the displacement during the positioning of the circuit, but also in a difference between the stationary displacements.

The difference between the stationary quantities values is discussed later in this paragraph. In the second step of the test, the circuit is removed from the experimental setup. As figure II.35 b shows, there is a transient variation comparable to the variation during the positioning. The stationary force and displacement disappear as soon as the magnetic circuit is completely removed. The positioning and removal of the magnetic circuit are named magnetic loading and unloading respectively in the following.

To analyze, if the stationary differences of force and displacement are reproducible phenomena, the magnetic loading and unloading was repeated five times. The average of the stationary quantities was calculated at the beginning and the end of each test on an interval of one second. As an example, the measurement values, used for the calculation of the average, are highlighted in green (absence of magnetic field) and red (presence of magnetic field) in the time diagrams in figure II.35. After the cyclic magnetic loading, a mechanical tensile loading was applied to the specimen in absence of the magnetic field. The specimen was kept in the loaded state and subjected to a cyclic magnetic loading again. The cyclic magnetic loading was applied for eight different mechanical loading states in total. The maximum displacement during the mechanical loading measured 0.17 mm which corresponds to 1 % of the free length of the specimen. The result of the eight consecutive tests are shown in figure II.37. Each dot in the graphic corresponds to the average values calculated for a stationary forcedisplacement state. During a mechanical loading, the displacement is increased and the force increases accordingly. The eight static loading states form a forcedisplacement curve with slightly decreasing slope. An increase of the stationary force and the displacement is observed for all of the eight loading states which disappears when after the unloading. The force-displacement curve of the stationary loading states in presence of the magnetic field (red dots) evolves in the same manner as the curve formed by the loading states in absence of a magnetic field (green dots). Apparently, magnetic field generates an additional loading, that modifies the stationary state but does not the evolution of the force with the displacement significantly. The effects of the magnetic loading on the mechanical state are analyzed in the following.

Figure II.37: Force -displacement diagram showing the results of eight quasi-static measurements in absence (green) and presence (red) of the magnetic field for a consecutive magnetic and mechanical loading.

For the comparison of the different load states, the spring models in figure II.38 are used. In accordance with figure II.29, the stiffness constants k spec , k supa and k supb are assigned to the specimen, the mechanical support between specimen and the measurement point of the displacement (part a) and the remaining functional parts of the support respectively (part b). The mechanical loading, which has been explained previously in this section, is represented in figure II.38 b. The representation comprises the displacement u el as well as the elastic force F el 1 , acting on the specimen, governed by equation (II.12). The magnetic loading is represented for two different assumptions concerning the experimental setup in figure II.38 c and d. The measurement results of the magnetic loading show a force increase, which is represented by an additional force in the two graphics. In figure II.38 c, the stiffness of the mechanical support located subsequent to the point of the displacement measurement is assumed to be infinitely stiff. In this case, a variation of the force would be measured due to the additional contribution from the magnetic field, F H , but the displacement would stay the same. In figure II.38 d, a displacement u mag is induced by the magnetic interactions, since the stiffness k supb is considered to be low. This displacement adds up to the displacement imposed by the mechanical loading, u el . As a displacement variation is observed in the experimental results, the stiffness of the system subsequent to the point of measurement obviously has a rather low stiffness.

The presence of the displacement raises the question whether the force variation could be caused solely by elasticity. If this was the case, the displacement and the force would be linked by the equivalent stiffness composed of k spec and k supa , just as for the mechanical loading. The slope of the force and displacement variations would be the same for a mechanical loading as for a magnetic loading. According to figure II.37, this is not the case. Nevertheless, a displacement is observed. It is hence concluded, that the magnetic loading is divided in two parts in the setup: one part of the magnetically induced loading generates a displacement u mag which contributes to the mechanical loading. The second part is an additional Force generated by the interaction of the specimen and the magnetic field and called F H in the following. The variation of the force in the setup is thus described by equation (II.14). The different components of the force are visualized in figure II.39.

F = F el 1 + F el 2 + F H = 1 k spec + 1 k supa -1 • (u el + u mag ) + F H .
(II.14) The tensile test was performed for two sets of elastic moduli: E sup was either equal to E spec or ten times higher to analyze the influence of the stiffness of the supporting parts on the resulting force and displacement. Both tests were conducted either in absence or in presence of the magnetic circuit. For the second study type, the flux density of the magnet Br mag was set either to 0.013 T or to 1.3 T to model weak and strong magnetic fields respectively. In presence of the magnetic field, the jump of the Maxwell stress tensor was calculated on the contour of the specimen by the simulation software and the local forces were applied as a boundary load in the mechanical domain. Six studies were conducted in total, the material parameters and the results of the six simulations are presented in table II.5.

For a qualitative comparison of the tensile tests, u el and F react have been normalized with respect to the first test (no magnetic field, high stiffness of the support).

For E sup /E spec = 10 (simulations 1 to 3 in table II.5), the displacement does not vary significantly when the magnetic field is applied, even though the force varies.

The reaction force decreases when a magnetic field is applied. The reaction forces in the system act against the deformation, a decrease means that the magnetic interactions contribute to the deformation of the specimen. The contribution increases with increasing magnetic field. A comparison of the purely mechanical simulations (1 and 4 in table II.5) shows that the modulus decrease of the supporting parts leads to a decrease of u el and F react . In addition, the ratio F/u (stiffness) decreases with the ratio E sup /E spec . As discussed previously, the stiffness of the support influences the result since the displacement is not measured on the specimen (equation (II.14)). Concerning the influence of the magnetic field, similar tendencies for the force are observed for E sup /E spec = 1 (simulations 4 to 6 in table II.5) and E sup /E spec = 10. The displacement increases when a magnetic field is added to the tensile test with E sup /E spec = 1. The increases is stronger in this configuration than for E sup /E spec = 10. As stated before, the magnetic interaction contribute to the deformation of the specimen. If the stiffness of the system is low, the interactions can generate displacement in the system. II.5. In addition to the results for the purely mechanical simulations (green dots), the linear force-displacement curve for the two cases is shown as well (light blue line). As stated before, weak and strong magnetic fields generate a weak and strong decrease of the reaction force. The dependence of the displacement on the stiffness of the system is clearly visible in the graphic. To represent the loading state from the experiment, the effect of a high magnetic field on the force-displacement state is converted from the reaction force F react (dark red dots) to the force F , acting on the free end of the specimen (light red dots). Their magnitude is the same but their orientation is opposed. The force difference, induced by the magnetic field, adds up to the force acting on the specimen due to the mechanical loading. The qualitative results of the simulations with E sup /E spec = 1 are similar to the experimental observations (figure II.39). In addition, the numerical results confirm the hypothesis that a high stiffness of the support leads to a force increase with negligible displacement variation.

Simulation E sup /E spec Br mag u el (norm.) F react (norm.) ratio [T] [%] [%]
Figure II.41: Visualization of the numerical results: Effects of the magnetic loading on the mechanical loading state represented by using either the reaction force F react or the force acting on the free end of the specimen F .

The experiment indicates the increase of the force acting on the specimen which would elongate the specimen if the displacement was not blocked. The constraints, that act on the specimen are dependent on the magnetic field in the specimen which in turn, depends on the specimen's shape. The shape determines the demagnetization field inside the material and a high demagnetization energy can lead to the deformation of a specimen in a magnetic field. Referring to S-MAE specimens, the presence of interactions caused by the specimens shape in a magnetic field is called "shape effect" by [START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF]]. For the present case, the field homogeneity in the specimen can be studied by the help of the numerical model. To visualize the magnetic quantities, the magnetic field in the air gap and the z -component of the magnetic flux density in the specimen are represented in an xz plane, that cuts the specimen in the middle (figure II.42 a). The first graphic in figure II.42 b shows the specimen in a small external magnetic field. There is a gradient of the flux density inside the specimen, but mainly near the upper and lower boundaries. In the numerical simulation 3 (table II.5), the difference between the average stress in the specimen in the z -direction (volume average) and the ratio of F react and the specimen's section is smaller than 1 %. The material behavior can be assessed by the help of global measurement parameters. In the experiment, the clamping of the specimen is realized not exactly like in the numerical model. A representation of the actual situation is necessary to evaluate, if the stress is homogeneous enough in the specimen to base the calculation of the local stress on the global quantities. The modeling of the magnetic circuit and the specimen is supposed to be a realistic representation of the experiment in contrast to the mechanical part.

The force difference between the tensile test in a negligible and a strong external field (simulations 2 and 3 in table II.5) is 0.38 N. Divided by the specimen's section, a force density of 21.3 kPa is obtained. The expression B 2 /(2µ 0 ) can be used to calculate the stress component in the z direction: the stress increase between the simulations 2 and 3 is obtained by the help of the average flux densities in the z -direction, B z (s2) and B z (s3), from (B z (s3) 2 -B z (s2) 2 )/2µ 0 and measures 18.5 kPa. The difference of about 15 % is due to the form of the specimen which influences the magnetic flux density in the material. Future experimental tests could be performed on specimen shaped in a manner that favors homogeneous fields as proposed by [Bodelot+ 2018] for example.

The composite specimen is modeled as homogeneous material in the numerical simulations, thus the magnetically induced constraints interactions have their origin in the macroscopic model of the magnetic quantities. But observations of H-MAE on the microscopic scale also show remarkable restructuration processes of the particles in soft matrices: magnetically hard particles tend to align in chains and to align their magnetic moments with the external magnetic field ( [Linke+ 2016;[START_REF] Schümann | A characterisation of the magnetically induced movement of NdFeB-particles in magnetorheological elastomers[END_REF][START_REF] Stepanov | Rotation of magnetic particles inside the polymer matrix of magnetoactive elastomers with a hard magnetic filler[END_REF]). The magnetomechanical interactions due to particle interactions are material effects by [START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF]]. The displacements and rotations could contribute to the force increase observed in the experiment, but particle interactions are not part of the homogeneous model and can hence not be evaluated based on the simulations presented above. However, interactions in stH-MAE have been studied by the means of numerical modeling in the context of this thesis and the result will be presented in the next chapter. At this stage, it is not possible to quantify the contributions of the shape and material effects to the force increase in the experimental results. Additional studies have to be performed on this purpose. Tests with specimens with different shapes in combination with numerical simulations could help to quantify the shape effect. On this purpose, the experimental test setup has to be represented in detail in the numerical simulations (actual geometry and material properties). The displacement should furthermore be measured on the specimen. It has been shown that the specimen is subjected to a strong transient loading during the positioning and removal of the magnetic circuit. Even though, the stationary mechanical loading states are reproducible, the magnetic field should be varied by other means like the variation of the air gap in future studies. Another aspect of the first experimental test is the similar evolution of the force-displacement curves in presence and absence of a magnetic field. The mechanical loading in presence of a magnetic field has been studied in a second test and will be presented in the following.

II.5.3.b Mechanical loading in presence of magnetic field

In this study, the specimen S mm9 has been subjected to a cyclic magnetic loading in presence of a magnetic field. On this purpose, the magnetic circuit was positioned in the setup after the fixation of the specimen. The magnetic field and the magnetization of the specimen were oriented in the same direction. The magnetic field caused a variation of displacement and force as described in the previous test. A cyclic mechanical loading was applied to the specimen similar to the purely mechanical tests described at the beginning of the section. Two loading cycles were performed with the specimen and the results for each cycle are shown in figure II.43. The graphic also shows the results of the two purely mechanical tests. The magnetic field induces an offset, to enhance the comparison of the measurement results, the variations are compared instead of the absolute values. Figure II.43 shows the variation of the force and the displacement (∆u el and ∆F ) with respect to the first measurement point of the cycle. The results for both cycles show that the magnetic field does not significantly influence the loading cycle and hence the elastic properties of the material. This observation is confirmed by a calculation of the slope of the loading and unloading paths, which corresponds to the stiffness k eq . The slope was determined by the following procedure: a "local stiffness" is calculated for each measurement as the slope towards the next measurement point. For the loading and unloading paths, the five values in the middle of the path are used to calculate the average stiffness k eq and the standard deviation. The results are summarized in table II.6. One reason for this surely is the stiffness of the matrix material which inhibits the movement of the particles and generates elastic forces largely superior to the ones generated by particle interactions. 

II.6 Conclusions and perspectives

In this chapter, the elaboration and experimental characterization of an isotropic stH-MAE has been presented. Concerning the magnetic characteristics, a characteristic property of this type of MAE is its high coercive field strength. The latter is of the same order of magnitude for the composite as for the magnetic powder, stH-MAE show hence a similar resistance to demagnetization fields. It has also been shown that the residual flux density is related in a linear manner to the residual flux density of the magnetic powder by the volume fraction. The temperature dependence of the residual flux density and the coercive field can be predicted by temperature coefficients from the powder's datasheet. The magnetic behavior of the stH-MAE can hence be predicted by the characteristics of the powder and the particle filling ratio. The uniaxial tensile tests reveal an isotropic mechanical behavior, which has been assumed on the basis of the manufacturing process. Procedures for the determination of the Young's modulus as well as for the Poisson's ratio of the stH-MAE have been outlined. In addition, the dynamic mechanical properties have been revealed for the matrix material and two composite types. The dependence of the material behavior on the loading frequency as well as on the temperature are demonstrated. They are present in the matrix and thus also in the composite material. According to DMA tests, the magnetization of the composite has no influence on the dynamic mechanical properties of the stH-MAE in the tested tensile configuration. In addition, an external magnetic field of 40 kA (i.e. 50 mT in the air) applied during quasi-static tensile tests caused no variation of the elastic properties. Nevertheless, the stationary loading states are influenced by the presence of the external magnetic field in form of an additional constraint. The coupling in the stH-MAE is characterized as relatively weak.

Future studies will be conducted on composites with different elastomeric matrices with various Young's moduli, different filling ratios and for an isotropic or anisotropic MAE. The effect of the microstructure on the residual flux density is an interesting subject for future studies. Additionally, the magnetic properties could be analyzed for dynamic magnetic loadings in future studies. This would provide important information for the use of stH-MAE in "active" applications where the external field is varied constantly. Future studies on the mechanical behavior should focus on the viscous behavior of the material. An increase of the time constant due to the magnetization have been reported for soH-MAE ([Kramarenko+ 2015]). For the composite used in this study, it has been observed that magnetized specimens have a higher tendency to keep their deformed state after large or moderate deformations applied over a long time span than non-magnetized specimen.

In addition, the influence of external magnetic fields on the viscous component of the behavior should be studied. The investigations on the coupled behavior will be pursued with the magnetomechanical test bench, presented in this chapter. The displacement measurement should be performed directly on the specimen in future studies. Furthermore, a full field measurement of the displacement directly on the specimen should be carried out. This would also allow to verify the homogeneity of the displacement field not only for the coupled but also for the purely mechanical tests. The different origins of the magnetic loading should be identified in future tests with the test bench. Modifications of the elastic properties have not been observed during the tests, but an additional loading was generated by the magnetic field. A simple model of this effect is the linear superposition of the two effects such as

∆σ = c • ∆ε + ∆σ H , (II.15)
where σ and ε correspond to the mechanical stress and the strain respectively, c to an elastic constant and ∆σ H to an additional stress component, induced by the external magnetic field H. The stress σ H presumably depends on the intensity of the magnetic field, since stronger magnetic fields are supposed to generate stronger interactions. The numerical model shows, that external magnetic fields superimpose to the field generated by the specimen due to the low permeability of the specimen. Assuming a linear dependence of σ on H for small magnetic loadings, equation (II.15) can be rewritten such as

∆σ = c • ∆ε + d • H , (II.16)
where the coefficient d accounts for the magnetomachanical coupling. Equation (II.16) is also called piezomagnetic behavior law [START_REF] Electrical+ | The Institute of Electrical and Inc Electronics Engineers[END_REF]]. Regarding the measurement results, this model can be used to describe the behavior of the magnetized composite material. The possible application of such a behavior law for the description of the behavior of stH-MAE has been studied by the help of numerical models and will be presented in the next chapter.

Chapter III

Multiscale modeling of an stH-MAE 

III.1.1 Introduction to the modeling of MAE

During the last years, the modeling of MagnetoActive Elastomers (MAE) has been pursued with increasing intensity, as the review of [START_REF] Cantera+ | [END_REF] shows.

In their work, a variety of analytic, numerical and empirical models of MAE are summarized. The aim of the modeling is to predict the behavior of MAE in various mechanical and magnetic load cases by appropriate behavior laws. Models of MAE contain material properties of both physical domains, mechanics and magnetism, they are designated as multi-physical models. Furthermore, the representation of the magneto-mechanical coupling in MAE is an important characteristic of MAE models. The coupling causes effects like the field-dependent elastic and damping characteristics (MagnetoRheological (MR) effect) or the field-induced deformation (MagnetoStrictive (MS) effect) and is hence an important part of the modeling. These coupling effects are mainly caused by microstructural processes (cf. chapter II), but have measurable effects on the behavior of composite specimen, which are much larger than the particles. The modeling of MAE hence also requires the choice of a scale, which is determined by the purpose of the modeling. Phenomenological models are used on the scale of MAE structures, where the composite is represented as a homogeneous material. One approach for the modeling is the use of the conservation laws of continuum mechanics and magnetism to solve magneto-mechanical problems. Another approach, which has experienced increasing interest during the last years, is the development of behavior laws based on the laws of thermodynamics. This approach consists of the choice of an appropriate formulation of the free energy and the derivation of local state laws (cf. [Lemaitre+ 2009] for example). Both approaches result in the same governing equations ( [START_REF] Danas+ | [END_REF]). The development of thermodynamically consistent formulations has been presented for rigid magnetic bodies by [Brown 1966] and has been extended to finite strain by [Kankanala+ 2004]. MAE are easily deformable; therefore, several modeling approaches aim a description of the magneto-elastic interactions in the context of large strain ( [Kovetz 2000;Ogden 2011;[START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF]). The material parameters, used in phenomenological models, have to be identified, for example by means of an experimental characterization. In this case the description of the material behavior is limited to the conditions specified by the experiment. Phenomenological models are useful for the description of materials with well-established manufacturing processes, allowing to elaborate materials with reproducible properties. The models are furthermore well suited for the study of large structures (compared to the particles size), complex loading cases and shape dependent effects of MAE structures (e.g. demagnetization fields).

Microscopically motivated models are used for the study of microstructural processes in MAE. An important aspect of the modeling on this scale are the local interactions that occur between the particles (or "inclusions") in the matrix. The representation of the actual microstructure of a composite is nearly impossible and microscopic models, which explicitly represent the microstructure, contain assumptions like for example a permanent contact between particles and matrix. Furthermore, several hypothesis are made on the particle's shape, size and distribution. Studies on the microscopic scale concern isotropic and transversely isotropic microstructures (cf. [START_REF] Metsch+ | [END_REF]] for example). Microscopic models are generally developed with the intention to study the influence of processes on the microscopic scale on the macroscopic material properties. The modeling includes a so-called homogenization of the material properties for the scale transition (multi-scale models). Definitions and classical homogenization models will be introduced in the subsequent section and more detailed information about microscopically motivated modeling are presented afterwards.

III.1.2 Homogenization: definitions and classical models

Homogenization procedures are applied to composites, which are assembled from at least two materials. The different materials are also called phases. A homogenization procedure is used to calculate the material properties of a homogeneous material, which behaves equivalent to the heterogeneous composite, based on information about material properties of the constituents and the microstructure of the heterogeneous composite. The homogenized material properties are also called effective or apparent properties. Once a model is established, the theoretical analysis is less time and cost intensive than the elaboration and experimental testing of different variants of a composite material. In addition, the microstructure can be optimized for specific purposes, which paves the way for the design of materials. In the following, definitions and classical homogenization models are detailed.

The explanations are based on the information in [Bornert+ 2001] if not otherwise specified. Figure III.1 shows images of a MAE with different magnifications to represent different scales. A characteristic length is associated with every scale from microscopic to macroscopic. The characteristic length depends on the purpose of the homogenization, in this example the transition from the microscopic size of a particle d towards a structure with characteristic length L is presented. On the microscopic as well as on the macroscopic scale, the material properties are homogeneous to the observer. In the first case, they correspond to the property of one phase and in the second case to the effective properties. The effective properties depend not only on the material characteristics of the phases, but also on their arrangement, which is represented on the intermediate mesoscopic scale. The scale transition from the microscopic to the macroscopic scale is performed by the homogenization processes. The characteristic lengths d and L can be set with regard to the primary material and the size of the final structure for example. An important step during the homogenization is the determination of the characteristic length l of the mesoscopic scale, especially for random microstructures. For this type of structure, the details of the phase distribution are unknown. Pictures of the microstructure, taken by a microscope at different positions, are not identical. But for so-called stationary microstructures, the probability of finding a phase ϕ on a position x in a volume V does not depend on the position of this point. If the size of the image is big enough, the probability can be determined by a volume average (ergodic hypothesis):

ϕ = 1 |V | V ϕ(x) dV . (III.1)
To fulfill the ergodic hypothesis, l has to be much larger than d. Additionally, if the difference of the characteristic lengths is too small, the effective behavior fluctuates strongly. This fluctuation diminishes when l increases. The characteristic length L has to be much larger than l since the material is considered to be a homogeneous material on the macroscopic scale, where the details of the microstructure are not represented. The condition in equation (III.2) resumes the separation of the scales: A loading, applied on the macroscopic scale, generates a heterogeneous material responses in a composite on the microscopic scale. This is due to the gradient of the material properties. On the macroscopic scale, however, the local fluctuations are not considered. Instead, the average or effective behavior is evaluated. The effective properties of a material can be determined in three consecutive steps: representation, localization and homogenization. The representation corresponds to the description of the microstructure and includes the geometry and the material properties of the constituents as well as their arrangement. The localization concerns the mechanical analysis of the composite, the mechanical loading and the boundary conditions are defined. In the third step (homogenization), the scale transition is realized. Average operators are specified and applied to determine the effective material properties. Different strategies for the determination of the effec-tive properties are summarized for example by [Pindera+ 2009]. An introduction to some techniques, based on mechanical and magnetic continuum formulations, will be presented in the following.

III.1.2.a Approach based the inclusion problem and effective boundaries

One concept in analytical homogenization is based on the inclusion problem. The method is applied to composites which consist of at least two materials, also called phases. Each phase is modeled as a single, representative inclusion situated in a reference medium considered infinite. The shape of the representative inclusion is determined by the distribution of the phase. An isotropic distribution for example corresponds to a sphere, as both are independent from the spatial direction.

The representative inclusions have the same material properties as the underlying phase. The inclusion problem is solved for each phase. If the form of the representative inclusion is elliptical, the problem can be resolved analytically. The material behavior of a homogeneous material, equivalent to the heterogeneous composite in the study, is estimated by a superposition of the individual inclusion problems. Different assumptions for the behavior of the surrounding infinite medium have led to the development of different estimates. The method can be applied to estimate mechanical as well as magnetic effective properties. 

σ = ϕ σ = C : ϕ ε = C : ε , (III.3) ϕ σ = 1 |V | V ϕ σ(x) dV = σ , ϕ ε = 1 |V | V ϕ ε(x) dV = ε . (III.4)
If the reference medium is supposed to be infinitely soft, the boundary of Reuss is calculated. With an infinity stiff matrix material, the boundary of Voigt is obtained. The expressions of the Voigt and Reuss estimates for the effective me-chanical stiffness tensor C of a bi-phase composite are shown in equation (III.5) and equation (III.6) respectively. In the example, the phase 1 is supposed to be diluted in phase 2 and Φ represents the volume fraction of phase 1 (cf.figure III.2).

In mechanics, the approximations of Voigt and Reuss assume uniform strain and uniform stress respectively and they are the physically possible limits, or boundaries, of the effective behavior.

C -1 R = ϕ C(x) -1 = Φ C -1 1 + (1 -Φ) C -1 2 .
(III.5)

C V = ϕ C(x) = Φ C 1 + (1 -Φ) C 2 , (III.6)
In the magnetic domain, the boundaries of Voigt and Reuss are known as Wiener bounds [START_REF] Daniel | A note on the effective magnetic permeability of polycrystals[END_REF]]. Homogenization procedures are applied to determine the effective permeability tensor , which links the average magnetic flux density B to the average magnetic field H:

B = ϕ B = • ϕ H = • H . (III.7)
Similar to the mechanical homogenization, the effective properties are obtained by the resolution of inclusion problems. In this case, the choice of the permeability of the surrounding medium leads to different estimates. The lower and upper Wiener bounds, µ W -and µ W + , are obtained for reference media with zero or infinite permeability. The corresponding expressions for a composite consisting of two phases, with the magnetic permeability µ 1 and µ 2 respectively, are shown in equation (III.8) and equation (III.9) [START_REF] Daniel | A note on the effective magnetic permeability of polycrystals[END_REF]]. Φ represents the volume fraction of phase 1 which is supposed to be diluted in phase 2.

µ W -= Φ µ 1 + 1 -Φ µ 2 -1
(III.8)

µ W + = Φµ 1 + (1 -Φ)µ 2 (III.9) III.1.2.

b Approaches based on an explicit representation of the microstructure

The study of effects on the microscopic scale on the properties on the macroscopic scale can require an explicit representation of the microstructure. In this case, the model represents a subvolume of the heterogeneous composite with the characteristic length l on the microscopic scale. In addition, the boundary conditions have to represent the fact that the subvolume is located in the composite where no physical exterior boundaries exist. According to [Pindera+ 2009], the microscopic modeling of spatially uniform heterogeneous media can be regrouped in two categories: the first category concerns statistically homogeneous composite materials, which are modeled by representative volume elements (RVEs). An RVE corresponds to the smallest subvolume of the microstructure that contains the same phase volume fraction and statistical distributions as the material at a larger scale (cf. figure III.3 a). A concept to model periodic structures are representative unit cells (RUCs) which correspond to the smallest element from which the whole material structure can be constructed by replication [Pindera+ 2009]. An example of a periodic structure is shown in figure III.3 b. The response of an array, constructed from RUC, is identical to the response of a single RUC is both are subjected to the same loading. While the effective properties, obtained for RUC, in which the heterogeneous composite are independent from the number of unit cells used for the assembly of the structure, the results obtained for statistically homogeneous microstructures vary with the size of the volume. The gradient of the material properties in composites generates local fluctuations of the stresses and strains. As a consequence, the effective properties obtained from volumes with only few inclusions are not representative. A convergence of the properties can be achieved by increasing the observation volume. Subvolumes, for which the convergence has been attained, are RVE and their characteristic size corresponds to l. In continuum mechanics, the heterogeneous microstructure can be represented explicitly by material domains B. Examples of a bi-phase composite, consisting of particles and a matrix, are shown in figure III.4 a and b. The particle domains B p and the matrix domain B m are separated by a material interfaces ∂B pm . The local field quantities in each domain are governed by separate behavior laws while the field quantities follow a set of constitutive equations. The description of the heterogeneous cell also comprises boundary conditions. In the cell, the behavior on the material interfaces between matrix and particles has to be determined. This chapter deals exclusively with cases with a permanent contact between particles and matrix. Mechanical and magnetic loadings are applied at the scale of the specimen (macroscopic) and hence at an infinite distance from the microscopic cell. The conditions on the outer boundaries of the cell have to represent the fact that the heterogeneous cell belongs to a quasi-infinite volume compared to the size of the RVE or RUC. For an equivalent homogeneous material, the response of the cell to a loading, applied at an infinite distance would be uniform. To achieve this state in a cell, so-called homogeneous loading is applied on its outer boundaries. 

u(∂B) = ε 0 • x or t(∂B) = σ 0 • n , (III.10)
where x ∈ ∂B and n corresponds to the surface normal of ∂B. As stated before, a homogeneous loading would generate a uniform response in the volume of an equivalent homogeneous material. In the heterogeneous RVE, the response is obtained by a volume average, which is supposed to be equivalent to homogeneous loading:

ε kl = 1 2V S (u k n l + u l n k ) dS = ε 0 kl and σ kl = 1 V S t k x l dS = σ 0 kl (III.11)
If the subvolume is an RVE, the displacement and the traction are homogeneous on the boundary and the following equation holds according to [Pindera+ 2009]:

1 2 V ϕ σ : ϕ ε dV = 1 2 σ : ε = 1 2 σ 0 : ε 0 . (III.12)
The periodic behavior of RUC is modeled by the loading on is boundary for which a periodic displacement u and anti-periodic traction t are specified (equation (III.13)).

ϕ u(x + l) = ϕ u(x) + ε 0 l , t(x + l) + t(x) = 0 , (III.13)
where l corresponds to vector of which each component is equal to l. The displacement of the boundary is not only resulting from the average strain but also from the gradient of the material properties in the heterogeneous cell. Exposed to the same strain, the materials react differently, which causes a fluctuation of the stress. Periodic boundary conditions can consider these fluctuations in addition to the displacement induced by the homogeneous or average loading : For a consistent transition between the microscopic and the macroscopic scale, it has to be assured that the macroscopic work is equivalent to the spatial average of the microscopic work in the RVE. This condition is called Hill-Mandel condition in the mechanical domain (equation (III.15)), in electromagnetism it is known as Tellegen's theorem (equation (III.16)) according to [START_REF] Corcolle | Détermination de lois de comportement couplé par des techniques d'homogénéisation: application aux matériaux du génie électrique[END_REF]].

ϕ u(∂B + ) = ϕ u(∂B -) + ε 0 • ( ϕ x(∂B + ) -ϕ x(∂B -)) , (III.14)
1 V V ϕ σ : ϕ ε dV = ϕ σ : ϕ ε = ϕ σ : ϕ ε = σ : ε (III.15) 1 V V ϕ H • ϕ B dV = ϕ H • ϕ B = ϕ H • ϕ B = H • B (III.16)

III.1.3 Multi-scale modeling of MAE

This section presents an overview over the existing work on the multi-scale modeling of MAE based on an explicit representation of the microstructure. On a microscopic scale, the models contain information about the mechanical and magnetic material properties of the matrix and the particles and account for the microstructure. The coupling between the physical domains is established on the microscopic scale. On this purpose, the particles are either modeled as magnetic dipoles or as continua. Examples for both approaches will be presented in the following with a focus on the continuum modeling.

III.1.3.a Particles modeled as magnetic dipoles

In several analytic studies concerning MAE, the particles are modeled as magnetic dipoles, more precisely, by the magnetic dipole moment m. The dipole moment corresponds to the ratio of the residual flux density and the volume of an object. Its expression for a spherical particle with the radius R is shown in equation (III.17).

The magnetic dipole representation is explained in the following on the example of two particles, p 1 and p 2 . The analytic expressions for the interaction energy as well as the force and torque acting on particles p 2 from the interaction with p 1 , are stated in equation (III.18). The interaction energy e corresponds to the product of the magnetic dipole moment of p 2 and the magnetic flux density generated by p 1 at the position of p 2 . It has the same magnitude for both particles. The force F p 2 acting on particle p 2 corresponds to the gradient of the magnetic energy. The torque T p 2 acting on particle p 2 corresponds to the cross product of the magnetic dipole moment of p 2 and the flux density generated by p 1 at the position of p 2 .

m = 3 4µ 0 πR 3 Br (III.17) e = -m p 2 • B p 1 F p 2 = grad (B p 1 • m p 2 ) T p 2 = m p 2 × B p 1 (III.18)
The three quantities e, F and T can be expressed as functions of magnetic dipole moments of the two interacting particles and the distance vector r as shown for example by [Lacheisserie+ 1999], [Yung+ 1998] and [START_REF] Landecker | An analytic solution for the torque between two magnetic dipoles[END_REF]] respectively. The corresponding relations are stated in equations (III.19) to (III.21).

The symbol "ˆ" stands for a normalized vector. In models, which are based on the interaction energy between magnetic particles and their equilibrium with elastic forces in the matrix, the determination of the macroscopic properties does not require the explicit resolution of local mechanical and magnetic fields ( [START_REF] Metsch+ | [END_REF]).

e = - µ 0 8π m p 2 .   3 (m p 1 .r )r |r | 5 - m p 1 |r | 3   (III.19) F p 2 = 3µ 0 4π|r| 4 (r × m p 1 ) × m p 2 + (r × m p 2 ) × m p 1 -2r(m p 1 .m p 2 ) + 5r (r × m p 1 ).(r × m p 2 ) (III.20) T p 2 = µ 0 |m p 1 ||m p 2 | 4π|r | 3 3( m p 1 .r)( m p 2 × r) + ( m p 1 × m p 1 ) (III.21)
Analysis of dipole interactions can be found for example in the work of [Jolly+ 1996a] or [START_REF] Lanotte | State of the art and development trends of novel nanostructured elastomagnetic composites[END_REF]], which concern transversely isotropic structures with particles aligned in chains. In the work of [START_REF] Lanotte | State of the art and development trends of novel nanostructured elastomagnetic composites[END_REF], the influence of an external magnetic field on elongated magnetic particles is studied. The model applies to magnetically soft and hard particles showing a shape anisotropy. For this reason, the magnetic field and the magnetization of the particles have different orientations, which results in a magnetic torque. The elastic forces in the matrix are modeled by a torsional elastic coefficient. In the context of a small strain approximation and applied shear stress, it is shown that the stress-strain relation is dependent on the particle polarization and the distances between the particles in the chains inter alia. An analytical, small strain homogenization model for statistically homogeneous materials has been presented by [START_REF] Borcea | On the magneto-elastic properties of elastomer-ferromagnet composites[END_REF]]. Spherical, magnetically soft particles are represented as magnetic dipoles in presence of an external magnetic field and distributed in a nonmagnetic matrix material. Since the particles are assumed magnetically and geometrically isotropic, magnetic torques are neglected and the coupling is based on interaction forces. The study contains an analysis of the interactions between two particles in an external magnetic field. It is shown, that the forces strongly depend on the orientation of the distance vector with respect to the magnetic field (figure III.6). Due to the dipole assumption, the authors expect a good accordance of the results for small particles, in which the magnetization is more likely to be uniform. It is also expected, that the model gives good results for large applied magnetic fields, for which the particles magnetically saturate. In addition to these limiting factors, the dipole assumption for magnetic particles is considered to be appropriate only for low volume fractions according to ( [START_REF] Metsch+ | [END_REF]). To study the aspects, that are not accessible with the dipole approach, particles are modeled as continua in other studies. The study of [Galipeau+ 2012] also shows, that composites with a nonlinear magnetic behavior show to two different regimes for the magneto-mechanical coupling: in small magnetic fields, their magnetic behavior is assumed to be linear. The coupling is controlled by the magnetic permeability which leads to a strong coupling. When the particles saturate, the predominant parameters for the coupled behavior are the saturation magnetization and the distribution of the particles.

In an additional study, based on the homogenization framework of [Ponte Cas-tañeda+ 2011] and carried out in the context of finite strain, [Galipeau+ 2013a] analyze RUC with an ellipsoidal inclusion subjected to a shear loading. It is shown, that the macroscopic magnetization is independent of the stretch in contrast to the magnetically induced torques. The magnetically induced deformation of the RUC is also analyzed and found to vary by a factor 4, depending on the orientation of the geometrically anisotropic particle with respect to the applied magnetic field. Based on these findings, the authors suggest optimized microstructures for soft actuators ("herringbone structures", cf. [Galipeau+ 2013b]). This example emphasizes, that the understanding of microstructural processes is important for the design of functional materials. According to [Galipeau+ 2013a], the magnetic interactions in 2D plain strain simulations (magnetizable fibers) presumably lead to stronger magnetically induced strains than 3D simulations with magnetizable particles.

[Galipeau+ 2014] have furthermore studied the magneto-mechanical coupling of RUC and RVE in the magnetic pre-saturation regime. The random microstructures is not represented explicitly but statistically (two-point statistical information). The authors introduce a coupling coefficient, which provides information about the magnetic contribution to the stresses in the composite. It is shown, that the coupling coefficient is independent from the stretch for the RVE and that the magnetic contribution to the modulus is weak in RVE in contrast to periodic structures. This result underlines the dependence of magnetoelastic coupling on the microstructure. In addition, it is stated that magneto-elastic effects are principally controlled by the distribution and to a lesser extent by the shape of the particles. As the composite is compressed, the distance between the particles is reduced. If the direction of the compression coincides with the direction of the magnetic field, the particles are moved closer together and the magnetic permeability increases The tests were performed for transversely isotropic microstructures, containing particles aligned chains, as well as isotropic microstructures with randomly distributed particles. The highest macroscopic magnetization in the pre-saturation regime is obtained, when the external magnetic field is aligned with the orientation of the particle chains in the transversely isotropic structures. This configuration locally strengthens the magnetic fields within the structure, as the particles are close to each other. The macroscopic magnetization is dependent on the direction of the applied external field in the transversely isotropic samples, which is not the case for the isotropic MAE. The dependence of the strain on the magnetic flux density in transversely isotropic composites is quadratic in the pre-saturation regime and saturates for stronger externally applied fields. It is pointed out by the authors, that the dependence of the stress on the magnetic flux density is also quadratic. For isotropic sample, an elongation in the direction of the magnetic field is observed. The finding is in accordance with experimental results and can be explained by the fact that the particles try to arrange in an energetically favorable configuration, where they are aligned in the direction of the magnetic field.

A microscopically motivated study of the hysteresis loop of a magnetically hard magnetoactive elastomer has been carried out by [Kalina+ 2017]. An RVE with randomly distributed particles is subjected to cyclic magnetic loading. The mag-netic behavior of the particles is described by a phenomenological vector hysteresis model. The first three hysteresis loops for a mechanically soft (E = 100 kPa) MAE matrix reveal effects that have been observed experimentally : a strong decrease of the coercive field that stabilizes for repetitive loading (cf. figure III.9). According to the microscopic model, the magnetization of the particles is reversed by a combination of particle rotations and demagnetization. A comparison of different modeling techniques for magnetically soft MAE has been performed by [Mukherjee+ 2020]. In a first step, phenomenological models are derived by the help of local energies. The models are constructed to recover the purely mechanical response, the nonlinear magnetization and the magnetorheological behavior obtained with an analytic model of [START_REF] Lefèvre | A general result for the magnetoelastic response of isotropic suspensions of iron and ferrofluid particles in rubber, with applications to spherical and cylindrical specimens[END_REF]. A calibration of the phenomenological model based on 3D microscopic simulations of RVE is also presented. In this case, the results for parallel and transverse magnetostriction are in good accordance for volume fractions up to 20 %. The magnetization response of the RVE is found to be independent from the mechanical properties of the matrix.

III.1.4 Context and content of this chapter

One focus of this PhD thesis is the determination and the estimation of the material properties of a specific magnetically hard and mechanically stiff magnetoactive elastomer (stH-MAE). Some of its material properties have been revealed by the experimental work, presented in the previous chapter. In addition, a numerical multi-scale model for the material behavior of the magnetized composite with isotropic structure has been developed and will be presented in this chapter. A graphic representation of the different parts of the model is shown in figure III.10 and the content of this chapter is summarized in the following. The model contains an explicit representation of the microstructure and includes the magneto-mechanical coupling on the microscopic scale. To enhance the understanding of the particle interactions, a microscopic study on two magnetic particles in an elastomer matrix is presented prior to the work on multi-particle RVE. In contrast to numerical models for S-MAE, the particles in this work are permanently magnetized. The magnetization generates mechanical constraints in the material even without an external mechanical loading. This is indicated, inter alia, by the results of [Galipeau+ 2012] for S-MAE magnetized in an external field without mechanical loading (cf. figure III.7 a). This initial state, generated by the particle magnetization in H-MAE, is considered as the equivalent of an operating point of the composite in the present study. The model on the macroscopic scale is supposed to describe the behavior on vicinity of the operating point.

The effective material properties are obtained by a homogenization procedure based on average field quantities in statistically homogeneous RVE with periodic boundary conditions. The same homogenization approach has been used in prior studies but is integrated in a different framework in this study. The effective properties of the initial state, the mechanical domain, the magnetic domain and the coupling are obtained subsequently by different load cases. The effective properties are compared to the results of the experimental characterization.

On the macroscopic scale, the effective properties are used to establish a piezolike coupled behavior law (cf. [START_REF] Electrical+ | The Institute of Electrical and Inc Electronics Engineers[END_REF]] for example). A small strain approach has been chosen in the mechanical domain due to the stiffness of the matrix. In addition, the loading is kept small to moderate during the study.

From a magnetic point of view, the composite is modeled in its magnetized state in vicinity of its operating point where the magnetic behavior is supposed to be linear for small loadings. The model is tested for different load cases and the results are compared to numerical simulations with heterogeneous RVE. 

III.2 Modeling on the microscopic scale

This section puts the focus on the microscopic description of the composite. The continuum model, used on this scale, is presented in the first part. Afterwards, studies on the magneto-mechanical interactions between two magnetized particles in absence of an external loading are presented. The aim of the corresponding part of this chapter is to provide a better understanding of the local interactions to facilitate the interpretation of the effective macroscopic behavior. The interaction between two magnetic particles is studied with the numerical model and an analytical dipole approach at first. Afterwards, the effect of the magnetomechanical interactions on the stress in the matrix around the particles is analyzed.

III.2.1 Continuum model

On the microscopic scale, the matrix and the particles are modeled as deformable continua which are perfectly in contact. A stationary regime is supposed for both physical domains, hence creep or relaxation phenomena are not considered in the mechanical domain and a quasi-static magnetic state in absence of electric currents is assumed. The composite, studied in this chapter, consists of two phases: the particles (ϕ = p) and the elastomer matrix (ϕ = e). Local quantities, associated to a phase, are denoted with the exponent ϕ on the left of the quantity in the following (e.g. ϕ H for the magnetic field in the phase ϕ). The governing equations, valid in the domains of the corresponding phases are stated in the following along with the material models. The magnetic flux is conserved by Gauss's law for magnetism (equation (III.22)). The absence of currents allows the definition of a magnetic scalar potential ϕ ψ which is related to the magnetic field ϕ H by equation (III.23). External magnetic fields ϕ H ext contribute to the overall field ϕ H in a linear manner. The magnetic behavior of all constituents is assumed to be linear. In this case, the relation between the magnetic field and the magnetic flux density ϕ B is established by the permeability tensor ϕ which is the product of the magnetic constant µ 0 and the relative permeability tensor ϕ r . The materials parameters, used in the study, are summarized in table III.1. Additionally, a residual magnetic flux density ϕ Br is defined for the magnetized particles. Equation (III.24) can be applied to describes the behavior of both phases with ϕ Br = 0 for the matrix. The linear behavior of the matrix material can be justified with its magnetically neutral behavior. For the magnetic inclusions, the material model is valid since the particles are already magnetized and the hysteresis loop in vicinity of the residual flux density evolves in a quasilinear manner. Besides the magnetization of the particles, an isotropic material behavior is assumed for both materials.

div( ϕ B) = ϕ B i,i = 0 , (III.22) ϕ H = grad( ϕ ψ) + ϕ H ext = ϕ ψ , i + ϕ H ext , (III.23) ϕ B = ϕ • ϕ H + ϕ Br .
(III.24)

In continuum mechanics, Cauchy's equation reduces to equation (III.25) for the stationary case in absence of volume forces. The mechanical stress ϕ σ, for small strains, has thus to be continuous on a boundary between two materials. The strain ϕ ε derives from the displacement ϕ u as shown in equation (III.26). For an isotropic linear elastic behavior, the strain tensor ϕ ε is linked to the stress tensor by the stiffness tensor ϕ C in each phase (equation (III.27)). The materials are assumed to be mechanically isotropic, hence the stiffness tensor is defined by the Young's modulus E and the Poisson's ratio ν shown in table III.1.

div(

ϕ σ) = ϕ σ ij,j = 0 , (III.25) ϕ ε = 1 2 grad(u) + grad(u) T = 1 2 ( ϕ u i,j + ϕ u j,i ) , (III.26) ϕ σ = ϕ C : ϕ ε . (III.27)
The jump of magnetic stress tensor [[T]] over the material interface between the particles and the matrix ∂B ep is established as a magneto-mechanical boundary condition on the surface of the particle (cf. section I.3.3, equation (I.80)) :

[[ σ + T ]] • n = ( e σ + e T -p σ -p T ) • p n = 0 on ∂B ep , (III.28)
where e and p designate the elastomer and the particle phases respectively. The equivalent force F em , acting on the particle's center of gravity O, and the equivalent torque T em O around O are obtained according to equations (III.29) and (III.30), as shown in section I.3.2: 

F em = ∂B e

III.2.2 Modeling of 2-particle cases

This paragraph deals with the magnetomechanical interactions between two magnetized particles in absence of external magnetic fields. The first study focuses on the interaction between the particles and the second on the stress state in the matrix, generated by the permanent magnetization.

III.2.2.a Magneto-mechanical interactions between the particles

The interactions are studied for two spherical particles, p 1 and p 2 with a radius of R = 2. The problem is implemented in a numerical code and resolved with two different methods for comparison: the finite element method (FEM) and the boundary element method (BEM). For the boundary element method, only the surface of the particles is meshed, while during the FEM simulations the volume of the particles and an air volume, in which the magnetic flux propagates are meshed. For this reason, there is a significant difference on the number of elements as table III In addition to the numerical calculations, the same study was performed by the help of magnetic dipoles m. The dipole moment of the two particles is identical and measures 12.22 mT/µm 3 . The analytic expressions for the interaction energy, as well as the force and torque, acting on particles p 2 due to the interaction with p 1 , were calculated according to equations (III.19) to (III.21) by the help of Matlab.

The analytic result for the interaction energy e is shown as a function of θ in figure III.12 b . The continuous function shows minima for two configurations : θ = 0 • and θ = 180 • . The result shows that equilibrium configurations are obtained, when the magnetic moments of the particles are aligned. Two maxima can also be observed for the energy function, they appear for θ = 90 • and θ = 270 • . In these configurations, the magnetic moments are aligned in the direction perpendicular towards their orientation. The maxima indicate that these two configurations are also equilibrium configurations but in the contrary to the other arrangements, these two are unstable. Due to the geometric symmetry, The results in the range of 0 • ≤ θ < 180 • correspond to the results in the range of 180

• ≤ θ < 360 • .
The in-plane components of the interaction forces acting on particle p 2 , are shown in figure III.13 as a function of the angle θ. The results of the dipole model as well as from the FEM and BEM simulations are included in the two graphics on the left. The graphic on the right visualizes the position of dipole 1 and 2 for each angle θ and the force acting on p 2 calculated with the analytic expression.

The results for the dipole model and the BEM simulation match perfectly while the FEM results show small differences. Assuming that the analytic model gives the correct response, the reason for the difference is probably due to the mesh of the air volume that influenced the calculation of the magnetic flux propagation. Due to the different meshing methods, the number of elements is drastically reduced for the BEM simulation in comparison to the FEM simulation (cf. table III.2). This also influences the calculation time, the FEM simulation took 12 hours, the BEM simulation only took 14 minutes. The calculation with Matlab was performed in less than 1 second.

III.2.2.b Stress state in a matrix generated by magneto-mechanical interactions of magnetized particles

Since the two particles in the previous study were aligned in one plane, the torque only showed an out of plane component. To demonstrate the influence of the particle interactions on the mechanical stress state in the matrix, a two-dimensional model with a plane stress approximation is used in the following. A part of the magnetic flux propagates in closed loops around a particle but the interaction of the magnetic fields of both particles is present for all configurations. Between the particles, the magnetic flux, emanating from the lower particles propagates towards the upper particle for θ = 0 • or 45 • . When the particles are aligned perpendicularly to the direction of magnetization, the magnetic flux between them propagates in the direction inverse to the magnetization. The magnetic flux density in the particles is nearly homogeneous in all three cases. Nevertheless, depending on the arrangement of the particles, they mutually strengthen or weaken their magnetization. When the emanated magnetic field and the magnetization have the same orientation, a field strengthening effect occurs (cf. θ = 0 • ). In the opposite case (cf. θ = 90 • ), the magnetization is weakened.

III.2.2.c Conclusions

The two examples show that different magnetic and mechanical states are created in a composite material depending on the arrangement of the magnetic inclusions.

In the presented case, the two particles have an equal direction of magnetization, after the analysis of particle interactions the stress states in the matrix can be determined intuitively. Besides the fact that the interaction of only two particles has been analyzed here, the study furthermore comprises many assumptions like the in-plane stress state and magnetic field quantities as well as circular inclusions.

Transverse contraction of the matrix and the propagation of the magnetic field in three spatial directions create more complicated local states of the composite material. The generation of microstructures with more than two inclusions is presented in the following section.

III.2.3 Automated generation of random microstructures

The two -particle studies are interesting study cases; however, the determination of effective properties requires the representation of microstructures with more than two particles. For the numerical studies, the parametric finite element calculations are controlled by Matlab to generate the microstructure. Material parameters and the characteristic length of the particles and the matrix as well as the volume fraction are the input data for the automatic generation of a study.

In the first step, the random positioning of the particles in the matrix is realized.

A random number generator in Matlab (rng('shuffle')) generates a set of particle radii. They are distributed on the basis of a normal distribution with a mean value and a standard deviation. The mean value is set to 2. Once the geometry is generated, the material properties shown in table III.1 are assigned to the corresponding domains by the algorithm. The magnetic behavior is supposed isotropic, the permeability tensor reduces hence to a constant: the relative permeability µ r . All particles are supposed to be magnetized in the same direction. The magnetic potential is set to zero in the center of the RVE as a reference. On the boundary of each particle, the jump of the Maxwell stress tensor is calculated. In the software, this calculation is realized in the magnetic domain and the resulting stress tensor is applied as boundary load on the particles in the mechanical domain.

The local stress state generated by the magnetization of randomly dispersed particles in a 2D cell with plain stress approximation is exemplarily shown in figure III.17 

III.3 Scale transition

In this section, the definition of the scale transition and its application are presented. In the first part, the mechanical and magnetic loading and the boundary conditions for the statistically homogeneous RVE are outlined. The determination of the effective properties and the case studies are presented. The following four parts deal with the determination of the initial state of the RVE, generated by the magnetization, the mechanical properties, the magnetic properties and the coupling in RVE with two different volume fractions. The convergence of the effective properties with the number of the particles is studied for the four characteristics.

III.3.1 Multi-physical homogenization framework

In this section, the definition of boundary conditions and loading is presented as well as the approach for the determination of the effective properties. The study cases, analyzed in the following sections, are introduced at the end of the section.

III.3.1.a Boundary conditions and loading

Periodic boundary conditions are used to model the continuity of the local displacement field ϕ u in the mechanical domain. They are applied to the two pairs of opposite, outer boundaries of the heterogeneous cells. In addition, the mechanical loading is defined by an average strain tensor ε. The displacement of a boundary u(∂B + ) is described by equation (III.14). To study the behavior of a cell due to internal constraints generated by the magnetization, the boundaries are left free to deform and the boundary conditions reduce to equation (III.31).

ϕ u(∂B + ) = ϕ u(∂B -) .

(III.31)

In the magnetic domain, the loading consists of a homogeneous external magnetic field H ext . The expression for the magnetic field on the outer boundaries (as well as in the domains) is given in equation (III.32). Additionally, a continuous magnetic scalar potential ϕ ψ is defined on opposite boundaries according to equation (III.33).

ϕ H = ∇. ϕ ψ + H ext = ϕ ψ , i + H ext , (III.32) ϕ ψ(∂B + ) = ϕ ψ(∂B -) . (III.33)
The mesh is defined in the next step. In a first step, the boundaries are meshed. The mesh on opposite boundaries is identical to assure the periodic displacement of the mesh nodes. Boundaries and volumes are discretized with a triangular mesh.

The studies are carried out in a stationary regime and geometric non-linearities are included. This step is necessary to correct the magnetic constraints: when the matrix is deformed, the distances between the particles change. This, in turn, changes the distribution of the magnetic flux and in consequence the resulting magnetically induced stresses. The mechanical and magnetic calculations are repeated in an iterative manner until the state of both domains is sufficiently close to the equilibrium state.

III.3.1.b Effective properties

The numerical simulations are used to determine the local physical quantities ϕ ε, ϕ σ, ϕ H and ϕ B in the composite. The average quantities, ε, σ, H and B, are obtained by a volume average in the cell. Based on these average quantities, the effective mechanical stiffness tensor C and the effective magnetic permeability tensor are obtained and used to establish the behavior law of the equivalent homogeneous material. In the present study, the coupling is modeled as linear contribution to the loading state. Details about the macroscopic model, also called piezomagnetic behavior law, and its derivation are given in the following section while this section puts the focus on the determination of the effective properties. However, an overview over the relation between the physical quantities is provided here to clarify the following steps. In the model, variations of the strain (∆ε) or the magnetic field (∆H) lead to variations of the stress and the magnetic field (∆σ, ∆B) which according to the following relations:

∆σ = C : ∆ε + d • ∆H , ∆B = • ∆H -d T : ∆ε , (III.34)
where the third order tensor d accounts for the coupling.

The relations in equation (III.34) describe variations. However, the magnetization of the particles generates initial constraints in the material. This initial state is called Operating Point (OP) in the following and comprises the strain ε OP , the stress σ OP , the magnetic field H OP and the magnetic flux density B OP . The behavior law for the absolute stress and magnetic flux density requires the addition of the initial state and is described by the following relations:

∆σ + σ OP = C : (∆ε + ε OP ) + d • (∆H + H OP ) , (III.35) ∆B + B OP = • (∆H + H OP ) -d T : (∆ε + ε OP ) .
(III.36)

Consequently, the initial constraints in the material have to be determined prior to the material properties to subtract their effect from the constraints generated by the loading. After the determination of these characteristics, the mechanical and the magnetic properties are determined in a second and third step. For this purpose, the composite is subjected to a loading in one physical domain and the reaction of the material is evaluated in the same physical domain. The operating point is included in the loading and hence also contained in the results:

∆ε + ε OP → ∆σ + σ OP and ∆H ext + H OP → ∆B + Br . (III.37)
To determine the coupling in the next step, the heterogeneous volume is subjected to a loading in one of the physical domains and the material behavior in the complementary physical domain is evaluated:

∆ε + ε OP → ∆B + B OP and ∆H ext + H OP → ∆σ + σ OP . (III.38)
The relations in equation (III.38) show, that the coupling tensor can be analyzed by varying H or ε. The coupling tensors, determined for a constant magnetic field and a constant mechanical strain are called d H and d ε respectively in the following.

Table III.3 summarizes the different study steps, which are detailed later in this section.

Study steps Loading

Reaction Property Table III.4 resumes the load cases, which are required to determine the effective properties. No external loading is applied to determine the Operating Point (OP) in the first study step. A tensile mechanical strain of 1 % in the principal directions of the quadratic cells is applied in the cases A and B respectively. A shear strain of 1 % is applied in load case C. The load cases A to C are performed twice for the same microstructure, at first with non-magnetized particles and in the following with magnetized particles. Based on the results, the influence of the magnetization on the mechanical properties is evaluated. For the magnetic loading, a magnetic field of 15 kA is applied in the two principal directions of the cell in the load cases D and E respectively. The values shown in table III.4 correspond to the variation of the magnetic and mechanical quantities around the operating point.

1 Operating point B r ε OP , σ OP , - H OP , B OP 2 Mechanical properties ε = ∆ε + ε OP σ = ∆σ + σ OP C 3 Magnetic properties H = ∆H + H OP B = ∆B + B OP 4a Coupled behavior ε = ∆ε + ε OP B = ∆B + B OP d H 4b H = ∆H + H OP σ = ∆σ + σ OP
In the numerical simulation, the loading is carried out by the application of the sum of the variation and the quantity determined for the operating point (e.g.

ε 1 = ∆ε 1 + ε OP 1 ) as stated in table III.3.
All in all, the study comprises 9 coupled numerical simulations for each of the 140 microstructures.

Study Load ∆ε

1 ∆ε 2 ∆ε 6 ∆H 1 ∆H 2 steps case [%] [%] [%] [kA/m] [kA/m] 1 OP - - - - - 2,4a A 1 0 0 0 0 2,4a B 0 1 0 0 0 2,4a C 0 0 1 0 0 3,4b D 0 0 0 15 0 3,4b E 0 0 0 0 15
Table III.4: Different load cases applied during the study: no external loading applied (OP), mechanical loading (A-C) and magnetic loading (D-E)

III.3.2 Determination of the effective operating point

The operating point OP corresponds to initial constraints in the material caused by the magnetization of the particles without an external loading. An example shows the importance of the determination of the OP for comparative numerical analysis. Two composite materials are supposed to be subjected to a uniaxial strain of 5 % by the simulation. If the magnetization of the material leads to a strain of -2.5 % and a strain of 5 % is prescribed with respect to the nonconstraint state, the effective strain in the magnetized composite measures 7.5 %.

The loading of the two cases is different and the resulting material properties can hence not be compared. The magnetic flux density B is visibly determined by the magnetization of the particles. In the direction e 1 , perpendicular to the magnetization, it is almost zero for both volume fractions. In the direction of magnetization, it depends on the volume fraction of the composite material, a higher volume fraction leads to a higher flux density in the e 2 direction. The magnetic field in the composite is also stronger in the e 2 direction than in the e 1 direction. The values of the magnetic field are largely inferior to the coercive field strength (≈ 940 kA/m). In the air the flux density resulting from these fields would not exceed 2 mT. The operating point of the material is situated in the first quadrant of the B -H relation and the resulting B is slightly higher than the residual flux density. But since the magnetic field is relatively weak, the value of B determined on the operating point gives a good approximation of the residual flux density. The strain that is induced by the magnetomechanical interactions is mainly induced in the direction of magnetization and perpendicular to it. The components ε 1 and ε 2 are one order of magnitude greater than ε 6 . Interestingly, the average quantities are all negative which means that the particle magnetization induces a compression of the cell. For the lower volume fraction a weaker compression in e 2 direction and a higher compression in e 1 direction is visible. This effect can also be observed for the stress: the stress induced in the direction of magnetization is higher for the higher volume fraction while the stress in the direction perpendicular to the magnetization is higher in the volume with less particles. This could be due to the lateral contraction of the matrix, which has a high Poisson's ratio and in addition, a higher number of particles reduced the amount of matrix. More particles can also lead to direct competition of the effects and the attraction forces are higher and result from more stable interactions than repulsive forces. The shear stress of the composite is higher for Φ = 20 % than for Φ = 36 %. 

Φ = 20 % [N = 65] Φ = 36 % [N =

III.3.3 Effective mechanical properties

The determination of the effective mechanical properties is based on an orthotropic material model (cf. section I. 1.3, equation (I.26)). This allows to evaluate the mechanical properties in the two directions e 1 and e 2 and to check, if the effective behavior is isotropic as intended. The variation of the average stress can be linked to the variation of the average strain by the effective stiffness matrix C, as shown in equation (III.39). The relation contains five unknown variables, the material parameters E 1 , E 2 , G 6 , ν 12 and ν 21 . By rearranging the relation and using the three load cases, A, B and C, it is possible to determine the five material parameters (cf. equation (III.40)-equation (III.42)). The letter in the exponent corresponds to the load case and the subscript defined the position in the tensor (e.g. ε A 1 = strain prescribed in load case A in the direction e 1 ). The deformed configurations corresponding to the load cases A -C are shown in figure III.21. Periodic fluctu-ations are visible on the boundaries which shows that the operating point is part of the load cases. In 3D simulations, 6 load cases are used to determine the 12 mechanical material parameters. The tensile moduli of the composite with non-magnetized particles are almost identical in the two tested directions. In general, tensile and shear modulus increase with the volume fraction. Two effects of the magnetization on the tensile modulus can be observed. Firstly, the magnetization tends to decrease the modulus, the difference is shown in the third part of the table. The difference lies has the same magnitude as the stress observed on the operating point. In comparison with the modulus however the difference is small. Secondly, the change in modulus is more pronounced in the direction of magnetization than in the direction perpendicular to it. The shear modulus is slightly decreased by the magnetization but the effect is smaller than the effect on the tensile modulus. No clear tendency is observed for the change of the Poisson's ratio due to the magnetization.

   ∆ε 1 ∆ε 2 2∆ε 6    = C -1    ∆σ 1 ∆σ 2 ∆σ 6    =    1/E 1 -ν 21 /E 2 0 -ν 12 /E 1 1/E 2 0 0 0 1/G 6       ∆σ 1 ∆σ 2 ∆σ 6    (III.39)    ∆ε 1 ∆ε 2 2∆ε 6    =    ∆σ 1 ∆σ 2 0 0 0 0 0 ∆σ 1 ∆σ 2 0 0 0 0 0 ∆σ 6            1/E 1 -ν 21 /E 2 -ν 12 /E 1 1/E 2 1/G 6         (III.40)         ∆ε A 1 ∆ε A 2 ∆ε B 1 ∆ε B 2 2∆ε I 6         =         ∆σ A 1 ∆σ A 2 0 0 0 0 0 ∆σ A 1 ∆σ A 2 0 ∆σ B 1 ∆σ B 2 0 0 0 0 0 ∆σ B 1 ∆σ B 2 0 0 0 0 0 ∆σ I 6                 1/E 1 -ν 21 /E 2 -ν 12 /E 1 1/E 2 1/G 6         (III.41)         ∆σ A 1 ∆σ A 2 0 0 0 0 0 ∆σ A 1 ∆σ A 2 0 ∆σ B 1 ∆σ B 2 0 0 0 0 0 ∆σ B 1 ∆σ B 2 0 0 0 0 0 ∆σ C 6         -1         ∆ε A 1 ∆ε A 2 ∆ε B 1 ∆ε B 2 2∆ε C 6         =         1/E 1 -ν 21 /E 2 -ν 12 /E 1 1/E 2 1/G 6         ( 

III.3.4 Effective Magnetic properties

The magnetic behavior of the composite is described by the permeability tensor.

To determine the components of the permeability tensor, the RVEs are subjected to a magnetic field according to load cases D and E. The relative permeability of the composite is determined by equation (III.44). Two load cases are necessary in 2D simulations, three in 3D simulations. The results of the first the components of the relative permeability tensor are shown in figure III.24. The decrease of the dispersion of the results is observed for µ r 11 and µ r 12 . The average results seem to stabilize although the values for µ r 11 increase from 49 particles to 65 particles after having decreased before. This effect could be due to the particle positioning algorithm. For high particle concentrations, the algorithm tends to position particles preferentially near the boundaries which increases their density and could be responsible for a higher overall permeability. The number of simulations could be another reason for the effect: The dispersion could be higher for a higher number of simulations, in this case the effect observed in figure III.24 is artificial. Nevertheless, as the variation is small, the following conclusions are based on the average of the quasi-converged results.

∆B 1 ∆B 2 = µ 11 µ 12 µ21 µ 22 ∆H 1 ∆H 2 = ∆H 1 ∆H 2 0 0 0 0 ∆H 1 ∆H 2      µ 11 µ 12 µ 21 µ 22      (III.43)      ∆H D 1 ∆H D 2 0 0 0 0 ∆H D 1 ∆H D 2 ∆H E 1 ∆H E 2 0 0 0 0 ∆H E 1 ∆H E 2      -1      ∆B D 1 ∆B D 2 ∆B E 1 ∆B E 2      =      µ r 11 µ r 12 µ r 21 µ r 22      µ 0 (III.
The results of all simulations are shown in the appendix (figures A.8 and A.9) and the average quantities are summarized in table III.7. The relative permeability for the directions e 1 and e 2 is nearly identical. It is thus concluded that the distribution of the particles is isotropic and since the magnetic behavior of the particles is isotropic. The relative permeability in the principal directions increases with the volume fraction. This is due to the fact that the permeability of the particles is slightly higher than the permeability of the matrix, increasing the content of particles hence increases the effective permeability. It is also observed that the change in the magnetic flux density by a field perpendicular to the direction of observation is close to zero since the components µ r 12 and µ r 21 are almost zero.

Figure III

.24: Convergence study of two components of the relative magnetic permeability, µ r 11 and µ r 12 , with respect to the number of particles included in the corresponding microstructures. 

Φ = 20 % [N =65] Φ = 36 % [N =89]

III.3.5 Effective Magneto-mechanical coupling

The analysis of the magnetomechanical coupling consists of regarding the influences of a loading in one physical domain on behavior in the complementary physical domain. It means either analyzing the influence of the deformation of the RVE on the magnetic characteristics or analyzing the influence of a magnetic field on the stress. As stated in the introduction of this section, the coupling coefficients are determined for fixed mechanical or magnetic states. 
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To analyze the coupled behavior, the results of the five load cases A to E are used. In contrast to the previous studies, in which the prescribed and observed quantities are studied in the same physical domain, the variation of B due to the mechanical loading and the variation of σ due to the magnetic loading are analyzed in this paragraph. The coupling coefficient d 22 describes the case where loading and reaction are both aligned in the e 2 direction. The results of a convergence study for a composite with Φ = 20% are represented in figure III.25. The left diagram shows the coupling coefficient d 22 obtained for a constant magnetic field. In this load case the external magnetic field is set to zero and H corresponds thus to the operating point H OP . A convergence of the average value as well as the decrease of the distribution of the results are observed. The right graphic shows the coupling coefficient d 22 obtained for a constant mechanical strain. No external loading is applied and the material is at the operating point ε = ε OP . Convergence of the average quantity as well as the decrease of the dispersion of results are observed as well. The two average quantities converge towards slightly different values. The components of the coupling tensor are summarized in table III.8 for the influence of a mechanical loading on the magnetic flux density or a magnetic field on the stress. with respect to the number of particles in the composite.

The coupling, induced by the tensile deformation for H = H OP , decreases the magnetic flux density. This is represented by negative coupling factors in the first part of the table. Coupling factors with a positive sign are obtained for the e 1 direction. They are close to zero, hence it is concluded that a tensile strain in this direction has a negligible influence on the magnetic flux density. In addition, a shear strain does not have a significant influence on the magnetic flux density in the e 2 -direction. The influence of the shear strain on the magnetic flux density is much bigger in the e 1 -direction. The strongest coupling is observed between the tensile strains and the B 2 component. It is concluded that mechanical loading in the direction of magnetization of the particles has the biggest influence on the magnetic flux density in this direction, followed by the tensile strain perpendicular to this direction. The tendencies are observed both composites independently of the volume fraction. The magnitude of the coupling is stronger for the higher volume fraction since a higher particle density increases number of possible interactions and decreases the distance between the particles which reinforces the interactions. The influence of a magnetic field on the stress (ε = ε OP ) also increases with the volume fraction. In load case D, a magnetic field perpendicular to the magnetization of the particles is applied. The effect on the tensile/compressive stress is small, however the shear stress σ 6 is altered in a significant manner. It is supposed that the magnetic particles rotate to align their magnetic moment with the external magnetic field and thus generate shear stress in the matrix.

Φ = 20 % [N = 65] Φ = 36 % [N = 89] factor
coupling average standard dev. average standard dev. The magnetic field aligned with the magnetization of the particles does not have a significant influence on the shear stress for the same reason. On the contrary, this configuration induces tensile/compressive stresses. The highest coupling is obtained in the direction of magnetization. It is supposed that the particles tend to align in the direction of the magnetic field lines and their shift increases the stress in the direction of magnetization. The increase of the stress perpendicular to the direction of the applied field could be induced by the reinforcement of the magnetic moment of the particles. When they are aligned in a configuration that generates repulsive forces, these forces are increased when the magnetic moment is increased. The strongest couplings are observed in the direction of the magnetization of the particles.

d H=H OP 11 [mT] ε 1 → B 1 -||<0.01 ± 1.02 -0.17 ± 3.05 d H=H OP 12 [mT] ε 2 → B 1 -0.

III.4 Modeling on the macroscopic scale

In this section, the focus is put on the modeling on the macroscopic scale. At the beginning, a brief introduction on piezomagnetic behavior laws is given and the model used for the subsequent studies is described. Afterwards, the model is applied in several magnetic and mechanical load cases and the results are compared to numerical simulations. Afterwards, the effective properties obtained in the previous section and by additional, two and three dimensional simulations, are compared to the experimental results presented in chapter II.

III.4.1 PiezoMagnetic (PM) behavior law

The present model is supposed to be valid in vicinity of the operating point of the material in the two physical domains. For small mechanical solicitations and magnetic fields, the behavior is linearized. In the case of a linear magnetoelasticity, state laws similar to the ones obtained for piezoelectricity can be derived from thermodynamic potentials (cf. [START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF]). In addition, the term piezomagnetism can be used for the linear coupled magnetomechanical behavior around an operating point according to [START_REF] Corcolle | Détermination de lois de comportement couplé par des techniques d'homogénéisation: application aux matériaux du génie électrique[END_REF]]. Table III.9 shows the electric and magnetic quantities that are equivalent in piezoelectric and piezomagnetic behavior laws.

Piezoelectric model Piezomagnetic model

Electric III.9: Equivalent quantities in piezoelectric and piezomagnetic behavior laws.

The derivation of thermodynamically consistent, reversible behavior laws by the help of the free energy Ψ is shown in section I.3.5 (equation (I.92)). A constant temperature is supposed in the following, the state of the material is thus defined by the strain and the magnetic field: Ψ = Ψ (ε, H). The behavior law, developed in the following, is supposed to be valid for small mechanical and magnetic perturbations of a magnetized composite. According to the experimental results for the small strain regime, the mechanical behavior is approximately linear. A magnetic loading in vicinity of the remanent magnetization also evolves in a quasi-linear manner. The uncoupled mechanical and magnetic behavior can hence be derived from quadratic expressions of Ψ , as shown in [Lemaitre+ 2009] for example. A magnetic contribution to the mechanical loading for constant strain has been observed in the experimental test. Since the loading remains small in the present context the coupling is assumed to be linear in a first time. This assumption is a choice based on the available results that will be evaluated by means of the results of the numerical simulations and has to be verified in future experiments. The resulting expression of Ψ corresponds to a magneto-elastic potential, analogous to potential functions known for piezoelectric materials:

ρ m Ψ (H, ε) = 1 2 ε : C : ε - µ 0 2 H H + ε : d • H , (III.49)
where d corresponds to the third order piezomagnetic tensor (cf. [START_REF] Lemaitre | Mécanique des matériaux solides-3ème édition[END_REF]). The coupled mechanical behavior law is obtained from the derivative of Ψ with respect to the strain. Equation (III.50) shows that the result comprises the well-known linear elastic behavior law and a contribution of the magnetic field, that is independent from the strain. This description is in accordance with the first results of the experimental observation where the force increase is nearly constant for different strain levels.

σ = ρ m ∂Ψ ∂ε = C : ε + d • H (III.50)
The coupled magnetic behavior law is obtained from the derivative of Ψ with respect to the magnetic field as shown in equation (III.51). By the help of equation (III.52), the relation is expressed as B(H) instead of M (H) in equation (III.53). The contribution of the strain is independent from the magnetic field.

µ 0 M = -ρ m ∂Ψ ∂H = µ 0 H -d T : ε (III.51) µ 0 M = B -µ 0 H (III.52) B = (1 + )µ 0 H -d T : ε = r µ 0 H -d T : ε (III.53)
Examples of other notations of PM behavior laws can be found in the IEEE standard 319-1990 [START_REF] Electrical+ | The Institute of Electrical and Inc Electronics Engineers[END_REF]] inter alia. The standard defines the anisotropy induced by the permanent magnetization in the third spatial direction. For the two-dimensional model of the present study, the magnetization is oriented in the second spatial direction e 2 . Effective properties have been determined in the former section to establish a piezomagnetic behavior law. The behavior around an operating point can be represented by the two equations shown in equation (III.34) but also in a single system as shown in equation (III.54). The following section compares the results obtained for the linear PM behavior law with the results of numerical simulations for different load cases. 

          ∆σ 1 ∆σ 2 ∆σ 6 ∆B 1 ∆B 2           =           C 11 C
          •           ∆ε 1 ∆ε 2 ∆ε 6 ∆H 1 ∆H 2          
(III.54)

III.4.2 PM model compared to heterogeneous composites

In The first loading case consists of a uniaxial average strain in the direction of the magnetization. For this loading case, the effective coupling coefficients for the magnetic field at the operating point d H=H OP are determined, since no external magnetic field is applied. During the quasi-static loading, the strain ranges from -10 % to 10 %. Figure III.27 shows the results for the effective stress and magnetic flux density obtained from the PM model and numerical simulations with HCC1 (Φ = 20%). Figure III.27 a and b show the variation of the three stress components around the operating point. In the left graphic, the results are shown for a small variation of the strain (± 1 %) and on the right for a larger variation (± 10 %). As no magnetic field is applied, the relation between stress and strain is determined by the mechanical properties. As linear strains are forced in the numerical simulation, the PM model is in good accordance with the results obtained for HCC1. The stresses σ 1 and σ 2 increase for tensile and decrease for compressive loading. The shear stress is not significantly altered by the applied tensile/compressive loading as expected from the mechanical behavior law. Figure III.27 c and d represent the coupling: the variation of the magnetic flux density in absence of a magnetic field is shown for a small and large strain variation. The magnetic flux density the direction of magnetization shows a significant variation, it increases under compression loads and decreases when tensile loading is applied. For a small variation of the strain, the piezomagnetic model is in good accordance with the results of HCC1, as both behave linearly. With increasing strain magnitude, the magnetic flux density component B 2 behaves in a nonlinear way: a strong variation is observed at the beginning which becomes smaller with increasing strain. This behavior is linked to the inter-particle distance, that is changed by the deformation of the heterogeneous cell, and the magneto-mechanical interactions between the particles, which depend in a non-linear manner on the distance. The magnetic flux density perpendicular to the direction of magnetization is not significantly altered since the coupling is weak (cf. d H=0 12 in table III.8). The accordance of the results for HCC1 and the PM model decreases, since the PM model assumes a linear coupling. In the second study, a magnetic field in the range of -150 kA/m to 150 kA/m is applied in the direction of magnetization of the particles (e 2 ). The resulting variation of the magnetic flux density and the strain are shown in figure III.28. In figure III.28 a and b, the evolution of the magnetic flux density is shown for small variations (± 15 kA/m) on the left and for large variations of the magnetic field (± 150 kA/m) on the right. The strain is kept constant (ε = ε OP ), hence the variation of the quantities is caused by the magnetic field only. For B 1 no significant change of the flux density is observed in contrary to B 2 . The flux decreases for magnetic fields that are oriented in the opposite direction of the magnetization and increases for fields in the direction of magnetization. The PM model and the results of HCC1 are in good accordance for the purely magnetic behavior. As expected, the linear behavior laws, implemented for the primary materials, lead to a linear behavior of the effective properties. As expected from the coupling coefficients the stress in the two principal direction is significantly affected by the application of a magnetic field in the direction of magnetization in contrast to the shear stress. In a small magnetic field range, the results of the piezomagnetic model are in good accordance with the results for HCC1. For larger magnetic fields however, a difference between the results is observed. The stress in the heterogeneous cell evolves in a nonlinear way. The piezomagnetic material model is a linear approximation, the difference between the results increases thus with the magnitude of the magnetic field.

In the two load cases previously presented, the heterogeneous composite cell HCC2 qualitatively behaves in the same manner as HCC1. Four additional load cases were performed for HCC2 and are shown in figure III.29. The variation of the magnetic flux density as a result of a mechanical loading is represented for the cases ε 1 → B 2 and ε 6 → B 1 . These are the cases showing the second and third strongest coupling (cf. table III.8).

Figure III.29: Influence of different mechanical load cases on the effective magnetic flux density (left) and different magnetic load cases on the effective stress (right)in a large field range for a composite with Φ = 36%, obtained with the PM model and HCC2.

For a mechanical strain up to ± 3 %, the results of the piezomagnetic model are in good accordance with those of the heterogeneous model for both mechanical load cases. As the upper left graphic shows, the coupling in the model is valid for higher tensile than compressive loads. The difference between the results of HCC2 (heterogeneous model) and the results obtained by the PM model is symmetric for the variation of the magnetic flux density perpendicular to the magnetization (lower left graphic). This is also the case for magnetic loading: while the difference between numerical results and PM model is different for tensile and compressive stress it remains symmetric for the shear stress. For large magnetic fields, a strong non-linearity of the relation between the quantities H 2 and σ 1 is observed, which cannot be represented with the linear PM model. The results for small field on the contrary are in good accordance.

III.4.3 PM model compared to experiments

In this section, the macroscopic properties obtained by simulation are compared to experimental results. Details of the experimental investigations are presented in chapter II. The study presented in the previous section has not only been conducted on two dimensional structures with particles of uniform size but also on two dimensional structures in which the particles size was distributed according to a normal law (average = 2.5 µm, standard deviation = 0.5 µm). Furthermore, mechanical properties for three dimensional microstructures have been obtained: structures with randomly distributed particles of uniform size and periodic unit cells containing one particle have been used for these studies. 

III.4.3.a Magnetic properties

The results for the relative permeability in the principal direction and the residual flux density in the direction of magnetization are shown in table III.10. The numerical results lie in between the estimates of Voigt and Reuss and are hence physically possible solutions. Both results reveal to be closer to the upper estimate (Voigt). The range of the estimates for the relative permeability seem very small but in contrast to the other material properties the values of the primary materials are of the same magnitude. Interestingly, the estimate of Reuss for the residual flux density is negligible for both volume fractions. The comparison of the results for Φ = 20% between the two types of microstructures shows that the variation of the particles size does not influence the magnetic properties. The experimental value obtained for Φ = 19.4% is enclosed by the estimates of Voigt and Reuss in the contrast to the value obtained for Φ = 36.2%. The estimate of Voigt is calculated for a lower volume fraction, but even if the calculation is performed for 36.2% it does not exceed the experimentally obtained value. The exceeding residual flux density probably has its origin in the experimental investigation. Due to the fabrication procedure, the volume fraction could be higher than specified and measurement uncertainties can come into play additionally. In general, the accordance between numerical simulation and experimental results is considered as good (< 8.5%) in the view of the simplifying assumptions made during the modeling.

III.4.3.b Mechanical properties

Table III.11 shows the elastic moduli and Poisson's ratios obtained in the two principal directions for two composite materials. The results of the 2D coupled simulations are shown as well as the results obtained from uncoupled 3D simulations with randomly distributed particles of uniform size and from an uncoupled 3D simulation with a periodic unit cell containing one particle. The results for Φ = 36% shown for the cases 2D dist and 3D unif are obtained from single simulations as well as all results shown for the periodic unit cell. In the first two cases, the simulation was very time consuming, hence only one simulation has been performed and the quantitative evaluation of these results has to be done with caution. In the latter case no more than one simulation is necessary for the RUC. All results are enclosed by the estimates of Voigt and Reuss and hence physically possible solutions.

Concerning the modulus, the range enclosed by the two estimates is very large. This is due to the gradient of the material properties: the elastic modulus of the particles exceeds the matrix modulus by several orders of magnitude. All results are closer to the lower estimate (Reuss) than to the upper estimate. The comparison of the 2D simulation shows that the variation of the size of the magnetic particles does not significantly influence the macroscopic moduli. The 2D approximation on the other hand does: the moduli obtained for the 3D cases are consistently higher than the moduli obtained from 2D simulations and the modulus for the periodic structure is the highest. For this structure, the tensile loading cases are performed in the direction of shortest distance between the particles. This arrangement is a special configuration for an isotropic composite in which the matrix is maximally constrained on average. Table III.11 also contains the results of the dynamic mechanical analysis, presented in chapter II. The storage modulus obtained from the experimentally investigations lies in between the results obtained from the 3D simulations. The differences between the experimentally and the numerically obtained moduli for the two volume fractions Φ = 20% and Φ = 36% measure 25% and 80% respectively for the 2D cases, 4% and 30% for 3D simulations with randomly distributed particles and about 10% in both cases for the periodic structure.

For the Poisson's ratio, the estimates of Voigt and Reuss correspond to the material properties of the primary material. The volume fraction does not significantly influence these estimates. The numerical results are closer to the upper estimate (Reuss) than to the lower estimate. The highest value is obtained for the 3D periodic structure followed by the 3D RVE and the 2D simulations. The simulation of a periodic cell shows the best accordance with the experimental results.

III.5 Discussion and conclusions

In the present work, a multiscale model for mechanically stiff and magnetically hard magnetorheological elastomers stH-MAE is presented. On the microscopic scale, the inclusions are modeled as continua and the coupling is established by the help of the jump of the magnetic quantities on the particle interfaces. The model has been implemented in a numerical FE code to study the magnetomechanical interactions between two inclusions and the resulting in-plane stress in the matrix. In contrast to comparable studies of microstructural effects in S-MAE, no external load was applied during this study, the stresses were generated by the magnetization of the particles. The numerical results for the resulting forces and torques are compared to analytic results obtained from the dipole model and a good accordance of the results is found. The analytic expressions therefore provide a good method for a fast calculation of magnetic interactions between particle pairs. The dipole assumption has been used in a number of analytic studies of S-MAE but, as [START_REF] Borcea | On the magneto-elastic properties of elastomer-ferromagnet composites[END_REF]] point out, it is only valid when the particles are uniformly magnetized, for example for very small particles. According to [Kalina+ 2016] and [START_REF] Metsch+ | [END_REF]], the microstructure is another important factor in view of the dipole assumption. The authors point out that the hypothesis is valid in S-MAE when multiple particles are placed far from each other which is the case for low volume fractions (dilute systems). The numerical analysis of the H-MAE in this study show that the magnetic flux density is nearly homogeneous in the case of two inclusions but not in a network of multiple particles. It is also shown that the torques induced by the magnetization of the particles have a significant influence on the local stress state in the matrix. Torques in magnetically soft particles develop primarily if the geometric axis of anisotropy does not correspond to the direction of the external magnetic field. Spherical particles do not have an anisotropy axis, they are magnetized in the direction of the external magnetic fields. In the present case, the aspect ratio is equal to 1 but the torque intervenes nevertheless because of the magnetic anisotropy induced by the magnetization. A geometric anisotropy of the particles in the direction of magnetization should reinforce the development of magnetic torques. [Ponte Castañeda+ 2011], for example, assume magnetic torques to be the predominant local interactions in MAE with magnetically anisotropic non-spherical particles. Furthermore, it has been shown that the particle form in S-MAE has a significant influence on the net magnetization and the magnetoelastic interactions generated by external magnetic fields [START_REF] Galipeau | The effect of particle shape and distribution on the macroscopic behavior of magnetoelastic composites[END_REF]]. The influence of external magnetic fields on the microstructural effects is a possible subject for future microscopic studies on H-MAE as well.

The multiscale model includes a homogenization framework that is applied in a two dimensional case for parametric studies of the effective properties. The macroscopic operating point, corresponding to initial stresses generated by the magnetization of the particles, as well as the effective material properties in the magnetic and mechanical domain and for the coupling are determined for a statistically homogeneous composite with inclusions of uniform size. The remanent magnetic flux density of the composite is determined from the operating point.

It is shown that the direction of magnetization of the particles determines the direction of magnetization of the composite. Furthermore, the residual flux density increases with increasing volume fraction, which is in accordance with the experimental results shown in the previous chapter. The standard deviation of the magnetic quantities for different microstructures with randomly dispersed inclusions is very low. It is thus concluded that the dependence of the magnetic operating point on the microstructure in isotropic composites is low too. The mechanical operating point on the contrary shows a relatively high fluctuation. The mechanical stresses induced by the magnetization of the particles are hence more dependent on the microstructure than the magnetic properties. The influence of the particle's magnetization on the effective mechanical properties is relatively weak in this study. One of the reasons is the high stiffness of the matrix since the variation of the modulus is of the same order of magnitude as the stress at the operating point. This variation however is small in comparison with the modulus.

In addition, the permeability of the magnetically hard particles is low compared to the permeability of magnetically soft particles, at least in the pre-saturation regime. In this regime, the magnetization of S-MAE is linear and the coupling effects are controlled by the magnetic permeability according to [START_REF] Galipeau | The effect of particle shape and distribution on the macroscopic behavior of magnetoelastic composites[END_REF]].

The coupling is reported much stronger compared to the saturation regime where the saturation magnetization and the distribution of the particles control the coupling effects. An H-MAE may be comparable to an S-MAE in the saturation regime which would explain the weak influence of the magnetization on the modulus and, in addition, the influence of the microstructure (=distribution of the particles) on the operating point. The influence of external magnetic and mechanical loading on the effective properties is also analyzed in this study. The strongest coupling effects are obtained when the magnetic quantity, loading or observation quantity, are aligned with the magnetization of the particles. Nevertheless, a loading perpendicular to the direction of magnetization shows a non-negligible coupling in the transverse direction (magnetically) or induces shear stress. Due to the magnetic anisotropy, the coupling is anisotropic. Concerning the absolute magnitude, the coupling is relatively weak. The most influential coupling coefficient, e 22 , indicates that a change of 173 mT is achieved by a deformation of 100 %. The underlying model of this study assumes small strain, the variation caused by small strains about 1 % on the magnetic flux density is negligible compared to the residual flux density. To achieve a change in the tensile modulus E 2 of 1 %, which corresponds to 20 kPa, a magnetic field of about 100 kA/m has to be applied.

The effective properties are used to establish a macroscopic piezomagnetic (PM) behavior law. The PM model represents the mechanical behavior, the magnetic behavior and the coupling as linear relations. For the numerical simulations, the two first mentioned characteristics are also assigned to the primary material and hence the decoupled effective behavior is in good accordance between the two modeling approaches. The coupling on the other hand is established locally and calculated from magnetomechanical interactions that vary in a nonlinear manner, for example with the distance between particles (cf. equation (III.20) and equation (III.21) for uniformly magnetized particles for example). The local nonlinearity is transmitted to the effective coupled behavior. For S-MAE, a quadratic relation between the magnetic flux density resulting from an externally applied magnetic field and the MS strain has been reported for microstructures with particles aligned in chains [Kalina+ 2016] and for RUC [START_REF] Metsch+ | [END_REF]] for example.

In both cases, the quadratic increase diminishes (nearly linear curves [START_REF] Metsch+ | [END_REF]) when the inclusions reach the magnetic saturation. For the present study, the evolution of the coupling coefficients at ∆ε = 0 within a magnetic field range of ± 100 kA/m for either H 1 or H 2 has been studied (cf. figure A.10 in the appendix).

The non-negligible coupling coefficients depend on the magnetic field in a linear manner, hence the dependence of the stress on the magnetic field is quadratic. The coupling coefficients for H = H OP are less dependent on the strain as figure A.10 shows, but the dependence is not linear. The macroscopic coupling phenomena are nonlinear, however, as the present study also shows, the differences between numerical results and the PM model results stay relatively small for a small loading.

Hence the model is capable to describe the behavior in vicinity of the operating point.

The multiscale model is applied in several 2D and 3D cases and the numerical results are compared to the experimental results, presented in the previous chapter. It is shown that the 2D model is capable to estimate the residual flux density with good accordance. Furthermore, is shown that a variation of the size of the randomly dispersed inclusions has a negligible influence on the effective residual flux density. The numerical results are very close to the analytic estimate for the effective behavior established by Voigt and hence linearly dependent on the volume fraction. This is also observed experimentally, as the previous chapter has shown.

Compared to the findings for the magnetic properties, the accordance between the mechanical properties obtained from 2D models and the experimental results is less good. 3D simulations with randomly dispersed particles increase the accordance between model and experimental result but the best accordance is obtained for a 3D periodic cell containing a single inclusion. The experimental results lie between the results obtained with the two 3D models. From a mechanical point of view, the effective properties are closer to the estimate of Reuss than to the estimate of Voigt. A perspective for the modeling is the enhancement of the mechanical description to achieve a better accordance with the experimental results. In order to extend the model, the viscous behavior of the composite should be included in the description of the material behavior. The assumption of a linear coupling has to be validated experimentally by additional tests comparable to the first coupled tests presented at the end of the previous chapter.

IV.1 Introduction

The different studies, presented in this chapter, deal with magnetically induced forces and aim to provide useful information for the design of membrane actuators.

The magnetized stH-MAE, which has been studied in the two previous chapters, has been used for the tests, which are presented in the following. The composite has shown a weak magneto-mechanical coupling concerning the material properties, which is therefore considered negligible throughout the study. The material parameters in this chapter are defined according to the results of the experimental studies, presented in chapter II. The beginning of the chapter contains an introduction on the behavior of rigid permanent magnets in electromechanical systems, in which the influence of the shape of a magnet on its magnetization is outlined. The present work is put in the context of the research on membrane actuators in the following. The subsequent sections deal with the capacity of magnetized stH-MAE to generate forces, the influence of magnetization patterns on magnetic characteristics and the magneto-mechanical interactions of stH-MAE membranes.

IV.1.1 Permanent magnets in electromechanical systems

Permanent magnets act as sources of magnetic flux and can provide a certain amount of the stored energy for mechanical interactions. Besides the material properties of the magnet, this amount depends on the demagnetization of the magnet. The demagnetization is influenced by the geometry of the magnet and its environment, as explained in the following1 . The relation of the magnetic flux density B and the magnetic field H in magnetically hard materials is described by large hysteresis loops (cf. figure IV.1 a).

To model the behavior of a permanent magnet in mechatronic applications, the second quadrant of the B-H diagram is of great importance. In this quadrant, the demagnetization behavior of a magnet, also called "principal characteristics", is represented. As the blue curve in figure IV.1 b shows, the principal characteristics are limited by the residual flux density B r and the coercive field strength H c . But the evolution of the magnetic flux density with the magnetic field does not necessarily follow the principal characteristics. The following explanation refers to figure IV.1: when magnetic field is decreased from 0 to H 1 , which corresponds to the application of a magnetic field opposed to the magnetization, the flux density evolves according to the demagnetization curve (blue curve in figure IV.1 b). But when the magnetic field is increased from H 1 to H 2 , the flux density follows another path. To model the behavior of a permanent magnet, this path can be described by a straight line parallel to the tangent on the point (0|B r ) (green line in figure IV.1 b). This representation is a simplified model of the real evolution, which also presents a hysteresis phenomenon (dashed green lines in figure IV.1 b). When the magnetic field is decreased below H 1 , B follows the demagnetization curve again during the decrease. An important information for the use of a permanent magnet is the determination of the lowest point that is attained on the principal characteristics, as it determines the minimum and the maximum of the magnetic flux density the magnet can theoretically provide (B min and B 0 respectively). This point is determined by the shape of the magnet and the surrounding environment. To visualize the influences of these parameters, the macroscopic model shown in figure IV.2 a is used. It shows a magnet with the length l a and cross section A a . The environment of the magnet, also called external magnetic circuit, is simplified to an equivalent air gap with a length l e , a cross section A e and an equivalent permeability µ e . These characteristics can be used to calculate the magnetic permeance of the equivalent circuit according to the relation Λ e = µ e A e /l e for a constant permeability µ e on A e . To determine the lowest point of the principal characteristics, which are attained by the magnet, the so-called external characteristics of an equivalent magnetic circuit, are calculated. They describe the relation of B and H according to the following relation:

B = - l a A a S µ e dA e l e H = -Λ e l a A a H . (IV.1)
In the B-H-plane, the external characteristics correspond to a straight line with a negative slope, which passes by the origin (cf. orange straight in figure IV.2 b).

The intersection of the external characteristic and the characteristic of the magnet corresponds to the demagnetization state of the magnet (red point with B = B min in figure IV.2 b). As equation (IV.1) shows, the shape of the magnet has an influence on the external characteristics and hence on the demagnetization. A high ratio l a /A a results in a steep slope of the external characteristics. The intersection point presents a higher magnetic flux density compared to the intersection point of external and principal characteristics for a low ratio l a /A a . Exposed to the same magnetic circuit, the demagnetization effect is hence stronger in flat than in elongated structures. In application cases, the geometry of a magnet is generally fixed. A variation of the external characteristics is due to changes in the surrounding magnetic circuit. This generates a variation of the magnetic permeance limited by a minimum Λ min and a maximum Λ max respectively. The two corresponding external characteristics (orange and yellow straights in figure IV.2 b) are used to determine the minimum and the maximum magnetic flux density of the magnet, B min and B max . The slope of the straight between B 0 and B min corresponds to the equivalent permeability µ d of the magnet in the circuit. The permeance of the magnet can be calculated and used for the representation of the magnet in an equivalent magnetic circuit (figure IV.2 a) along with a source with a magnetic potential Ψ mag , as shown by [Jufer 1998] for example. Externally applied magnetic fields, which are opposed to the magnetization, are not discussed in detail here but also contribute to the demagnetization in electromagnetic systems. 

IV.1.2 Soft actuators based on MAE

The research on the application of MAE in soft actuators is carried out notably in the field of soft robotics and microfluidics. According to [Hilber 2016 [Lee+ 2020]. Specimens, measuring 40 mm × 10 mm × 1 mm with elastic moduli between 0.24 MPa and 0.45 MPa, were actuated by the help of a Helmholtz coil. The relatively low field in the air (2.6 mT) was sufficient to generate a deflection of more than a millimeter. A transient response was observed when the magnetic field was turned off until the stabilization of the composite. A study on a fully integrated electromagnetic micro-actuator is presented by [Tao+ 2017]. The study comprises information, that are interesting for the design of MAE actuators, even though the magnetically hard composite, which is employed as actuation element, is based on an epoxy resin and not an elastomer. Firstly, the possibility of a bidirectional actuation with a single planar coil for the generation of the external magnetic field is emphasized. Furthermore, a numerical study on the leakage magnetic flux density of the magnet is presented (figure IV.3 a).

According to the authors, the coil is designed such as the distribution of its magnetic field is beneficial for the displacement of the magnet. These considerations exemplary show the design of the external magnetic field in order to optimize the forces. The paper of [Kim+ 2018] presents the 3D printing of H-MAE with different magnetization patterns (figure IV.3 b), based on a viscous suspension which contains pre-magnetized particles.

An electromagnetic coil surrounds the nozzle which allows to modify the orientation of the magnetized magnetic particles during the printing. . The deformation of the composite in external magnetic fields depends on the local direction of magnetization i.e. the magnetic anisotropy. However, the net magnetization of the domains is found to be about 35 % inferior to the magnetization of the same composite material after the polymerization.

IV.1.2.b Membrane actuators

The reviews of [START_REF] Oh+ | [END_REF]] and [Qian+ 2020] concentrate on the application of MAE composites in microvalves. While the first presents mostly membrane actuators, either made from polymer composites or rigid magnetic materials, the second also comprises magnetically actuated cantilever mechanisms. Both reviews men- The study comprises an analysis of the local stress in the membranes, which is found to be concentrated in the region around the magnet. The transition from the soft elastomer to the rigid magnet gives rise to stress concentration and according to the authors, these regions are potential regions of failure in the assembled structure. Furthermore, an electromagnetically actuated micro-pump, consisting of a H-MAE composite embedded in a PDMS structure, has been presented by [START_REF] Yamahata | A PMMA valveless micropump using electromagnetic actuation[END_REF]]. The assembly is actuated by an electromagnetic coil in a magnetic circuit. The influence of the magnetic circuit on the actuation properties is highlighted by the fact, that the stroke of the pump was much higher when the coil contained an iron core.

Besides the magnet-membrane assembly, MAE composites are subject of the research concerning membrane actuators as well. [Singh+ 2014] have presented a membrane valve based on an S-MAE composite containing cobalt nanoparticles dispersed in a PDMS matrix. The mass fraction of the membrane, employed in the valve, measures 50 %, the free diameter of the circular membrane in the valve measures 18 mm and the membrane was actuated by an electromagnet. The maximum stroke obtained for the membrane was 0.68 mm. It is stated that the membrane does not deform in the regions where the magnetic field is uniform. Furthermore, viscous effects are observed for the membrane deflection: the membrane does not recover its original shape in the same manner as it was deformed. [Said+ 2016] embedded NdFeB particles with a diameter between 50 µm and 100 µm in PDMS membranes with an elastic modulus of 0.75 MPa. The actuation properties of two membranes, embedded in actuator structures are studied. The first structure consists of a flat composite membrane and the second one of an embossed membrane, where only the protruding part is made from the composite. The actuation is carried out by an electromagnetic planar coil at distance of 3 mm. Is stated, that the main challenges for the generation of the deflection are the mechanical fixation and the particle concentration for the flat structure and the loss of flexibility in the embossed structure, which generally showed a lower deflection than the flat structure. The steady state response of the structure was attained after 30 s at the earliest which shows the viscoelastic characteristics of the composite in the presented actuator structures. A concept for the bidirectional actuation of S-MAE membranes was presented by [Paknahad+ 2019]. The micro actuator comprises a PDMS membrane, in which iron nanoparticles are dispersed. The unidirectional actuation is achieved by an electromagnetic planar coil, that generates a magnetic field and hence attracts the magnetically soft composite membrane.

The mechanism is duplicated on the opposite side of the membrane which makes a bidirectional actuation possible (figure IV.4). The authors prefer a bidirectional actuation to a unidirectional actuation, since the same stroke causes less mechanical stress in the membrane in the bidirectional configuration. A Fe-PDMS membrane actuated by the help of a magnet, is presented by [Nagel+ 2006]. The authors report difficulties due to surface adherence of the membrane to layers, which are placed on top of the actuator. In the case, that other materials were positioned on top of the membrane, the latter did not deform in the actuator.

The study of the actuation properties of a Fe-PDMS composite membrane has been performed by [START_REF] Nanni+ | [END_REF]]. The magnet, used for the actuation of the S-MAE membrane, was displaced by micrometer stage during the experiment to vary the air gap. To increase the deflection, one of the edges of the magnet was positioned above the center of the membrane. The reason is the high gradient of the magnetic flux density near the outer regions of the magnet. [START_REF] Voropaieff | Modeling and identification of the constitutive behaviour of magneto-rheological elastomers[END_REF]] presents the prototype of an actuation mechanism and test results for the actuation of S-MAE composite membranes. The membrane is fixed on its outer boundaries in a magnetic circuit and actuated by an electromagnetic coil. A cooling system for the coil is included, since the continuous supply of energy for the generation of static fields produces heat. The coil comprises a removable tapered iron core, with the thin end pointing towards the center of the membrane. The air gap between the coil and the membrane can be varied in the setup. Isotropic and different types of structurally anisotropic S-MAE membranes have been tested. It is shown, that the microstructure of the material has an influence on the deflection of the membrane.

IV.1.3 Context of the present work

The present study concerns the forces, magnetized H-MAE composites are able to generate and their use for the actuation of membrane structures. MAE membrane actuators are an intensively studied actuation mechanism and most of the work concerns magnetically soft membranes. H-MAE membranes offer interesting properties, like the possibility of a bidirectional actuation, which has been suggested for S-MAE as well but is more complex to realize. In comparison to embedded-magnet structures, the stress concentration is lower in H-MAE composite membranes and the displacement is more evenly distributed. Two difficulties in the actuation of H-MAE are addressed by the present work:

The first one is the demagnetization. As shown in the paragraph about permanent magnets, the magnetic flux density decreases with the length of a magnet in the direction of magnetization for the same section. Membranes are structures, that demagnetize easily since the ratio of thickness to surface is rather small (l a /A a in section IV.1.1). The magnetization is directly linked to the amount of energy, which can be provided for magneto-mechanical interactions, the demagnetization is therefore detrimental for the development of high interaction forces. The influence of the shape of H-MAE specimen on the force, which can be generated provides by the magnetized samples, is studied in the first part of this chapter.

In addition to the shape, the influence of the particle content on the force is also demonstrated in experiments. The results are compared to numerical simulations.

A solution for the demagnetization of the thin membranes is contained in the subsequent parts of this chapter.

The second difficulty when working with H-MAE membranes is the generation of high displacements. Previous studies show, that uniformly magnetized membranelike structures show the highest field gradient and flux density in their outer regions. This is the region, where the membrane is generally fixed during the actuation. The present study suggests a solution to generate a field gradient in the middle region of the membrane, where it is the most deformable. Experimental studies of H-MAE membranes with different magnetization patterns have been performed: the magnetic characteristics of differently magnetized membranes are analyzed in a first step. Afterwards, experimental results of the deformation of the membranes due to the interaction with permanent magnets are presented. In addition, the experimental results are compared to numerical simulations.

IV.2 Mechanical forces provided by magnetized H-MAE

In this section, the capacity of magnetized H-MAEs to generate mechanical forces is studied by the help of specimens with different volume fraction and shape. The force, generated by the samples, is analyzed experimentally in a magnetic circuit with varying air gap. Furthermore, a numerical model of the experiment is implemented to study the local magnetic field quantities and to compare the resulting forces with results of the experiment. The section closes with a discussion about the results for the global forces, obtained by experiment and simulation.

IV.2.1 Experimental study

This paragraph presents the experimental study of the forces, generated by four H-MAE specimens. The specimens and the experimental setup are described at the beginning and the measurement protocol is outlined afterwards. The results of the force measurement are presented and discussed at the end of the paragraph.

IV.2.1.a Specimens and experimental setup

For the experimental part of the study, four specimens were cut out of four composite plates with different thicknesses and particle content. The specimens were shaped like flat cylinders. The positioning of a specimen on the lower compression plate is called "pos1" in the following. The distance between a specimen and the upper compression plate is decreased as much as possible without establishing a contact to prevent a compression of the specimen during the measurement. Therefore, the point of first contact is determined manually before a measurement series for each specimen: the upper compression plate is approached in a quasi-static manner and very small steps towards the specimen and the force is observed. As soon as a compression force is observed, the measurement is stopped and the position 0.01 mm above the position of first contact is specified as smallest air gap. A displacement controlled measurement approach was chosen, since the small delay between a detection of contact and the stop signal for the displacement in the machines can already lead to significant compression forces.

To prevent an eventual influence of the inertia of the upper compression plate on the position control, the velocity of the plate was decreased for small air gaps.

The compression plate was brought back into its initial position at the end of a measurement (cf. figure IV.6 d). During the measurement, the force on the lower compression plate was measured.

With decreasing air gap, the magnetic interaction between the specimen and the upper compression plate increases, as more and more of the magnetic flux propagates in the compression plate instead of the air. These interactions induce attraction forces between both components, oriented such as they try to close the air gap. The adhesion of the specimen to the lower compression plate, also induced by magnetic interactions, transmits the forces to the compression plate which allows the measurement of the force by the load cell. The force increases as the air gap is decreased and vice versa. Three measurements are performed in series for each specimen, to test the repeatability of the measurement. In addition, the same measurement protocol was used for a configuration in which the specimen positioned on the upper compression plate ("pos2"). No glue was necessary to position the specimen as the magnetically induced forces kept it in place (cf. figure IV.7 b). to the different velocities, that are specified for the approach phase ("app"). The velocity in the withdraw phase ("w") is constant. This also shows in the force graphic where the force increase during the approach phase seems to happen in different manners as in the decrease phase, but the difference is only due to the difference in velocity. A small force offset is observed after the first measurement. This offset does not evolve in a significant manner from the second to the third cycle and is also observed for the maximum force. Therefore, it is considered as inherent to the experimental setup. In the results presented in the following, the force offset at the beginning of a cycle is subtracted from the measurement values. In figure IV.10, the distance-force relations of the four specimens in the approach phase are represented with a logarithmic scale for the distance. The evolution of the force with the distance is similar for all specimens: The force is zero for a high distance, increases strongly with the decrease of the distance and the increase becomes smaller for small air gaps. The influence of a velocity change is once more visible for a distance between 0.04 mm and 0.05 mm. Due to the decrease of the velocity, the number of measurement points for a position increases and it seems as if the measurement uncertainty increases. While the evolution of the distance-force curves is comparable for the specimen, the absolute values of the force are different.

The specimens with the higher volume fraction (mΦ2t2, red dots, and mΦ2t1, yellow dots in figure IV.10) generate higher forces in the experimental setup than the specimens mΦ1t2 and mΦ1t1 (green and blue dots in figure IV.10 respectively).

A comparison of the mean values of the force at a distance of 0.01 mm, F 0.01 , demonstrates the differences (cf figure IV.10). The reason for the force difference is the higher particle content, which leads to a stronger remanent magnetization and thus to stronger interaction forces. Another factor, that visibly plays a role for the generation of the force, is the specimens' shape. Comparing the values for an air gap of 0.01 mm, it is stated that a higher thickness t leads to a stronger force for both volume fractions. The origin of this effect is the demagnetization field inside the specimen. The field reduces the effective magnetization of the specimen and, as it is stronger for the flat specimen than for elongated specimen, the force generated by flat specimen is weaker. An additional point, that is visible in the graphic, is a temporary decrease of the force for specimen mΦ1t2 for position pos2 during the first cycle. The specimen was positioned on the upper compression plate, a decrease of the force indicates a contact with the lower part of the setup. However, after a short interval in which the force decreases, it increases abruptly at a distance of 0.045 mm and then again increases slowly. This behavior is only observed once, it may be due to a protruding part on the specimen surface.

As the air gap is reduced to a very small distance where the force no longer varies to a large extend, the force level for low air gaps is considered as representative for a contact force. The presence of a contact force explains, that the specimen is kept in place in position pos2: the forces, that attract the specimen towards the upper compression plate, are superior to the effect of the gravity. The force between the specimen and the compression plate does not show itself in absence of external forces. This behavior is roughly comparable to the action of a mechanical spring element.

Figure IV.10: Force as a function of the air gap (distance) during three approach phases (app) and two placements of the four specimens mΦ1t1 (blue), mΦ1t2 (green), mΦ2t1 (yellow) and mΦ2t2 (red).

IV.2.2 Numerical modeling of the experiment

This paragraph presents a numerical model of the experimental setup. The implementation of the different parts of the setup is described at the beginning, followed by the description of the study cases. A comparison of the experimental and numerical results is carried out and subsequent parametric studies on the influence of geometry and material parameters on the resulting magnetic force are detailed.

The paragraph closes with a discussion of the study. The magnetic behavior of the specimens is also modeled as magnetically linear (µ r = 1.1) with an additional remanent magnetic flux density B r dependent on the volume fraction.

IV.2.2.a Implementation of the model

The experimental configuration is implemented by the help of numerical finite element simulations in a 2D axisymmetric model. The air volume, which is surrounding the magnetic parts, is cut in three parts.

This allows a refinement of the mesh near the specimen and as a consequence an increase of the precision of the calculated local quantities. The air is modeled as magnetically neutral material with a relative permeability µ r of 1. The compression plates are modeled as linear magnetic materials with µ r = 1000. For Φ 2 , |B r | measures 0.293 T and for Φ 1 0.157 T. Stationary simulations were performed for each of the four specimens and various air gaps g. The distance between the specimen and the upper compression plate is varied between 35 mm and 0.01 mm. The resulting force on the assembly of lower compression plate and the specimen, which results from the magnetic interaction with the upper compression plate, is calculated by the help of the Maxwell stress tensor (cf. chapter I).

The numerical simulations allow the analysis of the local field quantities. The evolution of the force with the air gap g, obtained from the simulation for mΦ2t2, is shown in figure IV.13. The experimental results are also shown for comparison. The forces evolve in the same way in both cases: a strong increase of the force, when the distance is reduced from 15 mm to 2 mm, followed by a slower increase for smaller distances. The absolute values are not in good accordance: the forces converge to a higher force in the simulation than the experiment. The force at g = 0.01 mm obtained from the experiment (F exp 0.01 ) and the simulations (F simu1 0.01 ) for the four specimens are summarized in table IV.2. The difference between the forces from experiment and simulation, F es1 0.01 , shows, that the force is overestimated by the simulation for the four specimens by a large extent. The model does not represent the configuration present in the experimental setup. One possible reason is the modeling of the testing machine via two separate parts, in which the magnetic flux does not circulate. This hypothesis has not been tested yet, but could be verified experimentally in the setup. The smaller force could also be caused by demagnetization of the specimens, which are modeled by the help of a linear magnetic material model. A numerical magnetic simulation of the specimens surrounded by air shows, that the demagnetizing field does not exceed 205 kA/m. Based on the experimental results shown in section II.3.1, the demagnetization of the composite remains moderate in this range and the magnetic behavior is approximately linear in this region. Supposing that the assumption of an axi-symmetric configuration and the magnetic decoupling of the compression plates are valid, several geometric and material parameters of the magnetic circuit have been tested on their influences on the force. from the experimental investigations and a numerical simulation.

The parametric study is carried out for the specimen mΦ2t2 for an air gap of g = 0.1 mm. In a first step, the influence of the thickness of the specimen on the force is analyzed. A decrease of the thickness also decreases the force, but the dependence of the force on t is low: for t = 5 mm instead of 7.4 mm, a force of 39.7 N has been obtained, which is still significantly higher than the 32 N measured during the experiment. The measurement uncertainty for the specimen thickness is low and t is not included in further studies. In the next step, the influence of the residual flux density B r of the specimen mΦ2t2 on the force was analyzed. To obtain the result of the experiment, B r has to be reduced from 0.293 T to 0.251 T. A linear relation between the particle content and the volume fraction has been observed for the composite material, the difference in the magnetic flux density represents a difference of 5.2 % of the volume fraction. Experimental analysis of the residual flux density of the four specimen confirm the initially used values, hence the uncertainty of the magnetic flux density is too weak to be responsible for the difference between experiment and simulation. A parametric study of the magnetic permeability of the compression plates was conducted in the next step.

According to the manufacturer, the plates are made of the magnetic steel 400C and a high permeability of 1000 was chosen as a consequence. To obtain a lower force, the magnetic permeability of the compression plates was reduced in additional studies with the specimen mΦ2t2. The study shows, inter alia, that the magnetic force varies significantly when the permeability falls below 500. The best accordance with the experimental result was obtained for µ r = 18.75. The value was tested in simulations with the remaining three specimens and the results were also in good accordance with the experimental results. Nevertheless, 18.75 is a very low permeability value for a magnetic steel. It was not possible to experimentally verify the permeability for multiple reasons. Testing the actual material would have meant the destruction of the compression plates. Magnetic testing of a 440C steel tore would probably not be representative, since the compression plates may have undergone mechanical processes during the fabrication and details about the fabrication could not be obtained. It is possible, that hardening processes influenced not only the mechanical but also the magnetic properties of the material in the whole volume or on the surface. The hypothesis of a non-magnetic coating was tested in the next step. A non-magnetic material was inserted on top of the lower compression plate under the specimen mΦ2t2 and between the air gap and the upper compression plate in the simulation. The relative permeability of the coating was set to one. A coating thickness of 1 mm lead to a good accordance between experimental results and the numerical simulation, not only for specimen mΦ2t2, but also for the three remaining ones. The results for the distance-force relations, obtained from the simulations with a non-magnetic coating and a low permeability of the steel material are shown in figure IV.14 along with the experimental results. The two simulation approaches are in good accordance with the experimental results for low air gaps and also according to their evolution.

The parameters have been varied one by one in this study. In the experiment, it is likely that the difference is caused by a combination of the different effects.

More information about the correlation of the parameters could be obtained by a multiparameter study. The experiment could furthermore be conducted with a controlled variation of some of the parameters to test the model in future studies.

Figure IV.14: Force-distance curves obtained for the four specimens from the experimental investigations and numerical simulation with the assumption of either a non-magnetic coating of 1 mm on the compression plates (Sim coating)

or a low permeability of 18.75 of the compression plates (µ r low).

IV.2.3 Intermediate conclusions

In the first part of this section, an experimental setup and a measurement protocol for the determination of magnetic forces, generated by H-MAE specimens, have been presented. The setup allows a repeatable measurement of the force in the magnetic circuit. The results, obtained for very small air gaps, give an estimation of the contact force. A comparison of the results for the four specimen shows, that the force, generated by an H-MAE, depends on the content of magnetic particles, but also on the shape of the specimen. Furthermore, the magnetic circuit, which surrounds the H-MAE, plays an important role for the generation of magnetic forces. This is not only demonstrated by the experimental results, but also by the numerical mode. For high air gaps, the demagnetization affects the flat cylindrical structures stronger in the central region, where the magnetic flux density is significantly decreased. The modeling of the experiment shows, that the evolution of the force with the air gap can be predicted qualitatively. However, the correct quantitative approximation of the results requires additional knowledge about the magnetic circuit. The material properties of the parts, that compose the magnetic circuit, play an important role for the magnetically induced force. Geometric uncertainties in the setup, like a misalignment of the specimen and the magnetic compression plates or a variable air gap due to the inclination of the compression plates, have not been included in the study. They should be subject of future studies, since the geometric parameters of the magnetic circuit play an important role and are a crucial part of the preparation of the experiment.

A quantitative prediction of the forces at small air gaps would allow the prediction of the magnetically induced global contact force. Investigations on the local force density are presented in the following sections.

IV.3 Bi-directional magnetization of H-MAE membranes

The previous section shows, inter alia, that the central region of flat magnetized structures is stronger affected by demagnetization fields than the outer regions.

Strong magneto-mechanical interactions are therefore more likely to develop in the outer regions. Membrane structures, however, are generally fixed on their outer contour, while the central region is actuated. The approach, presented in the following, aims to decrease the influence of demagnetizing fields in the center of H-MAE membranes by means of a bidirectional magnetization. At the beginning, the preparation of the magnetized membrane specimens is described and an analysis of the leakage magnetic flux density is presented afterwards. The results are discussed at the end of the section. The experimental investigations are carried out for four circular H-MAE membranes with a diameter of d = 24 mm. They are cut out of composite sheets by a cutting die. Two membranes have a volume fraction of Φ 1 = 19.4 % and a thickness of 1.1 mm, while the other two have a volume fraction of Φ 2 = 36.2% and a thickness of 1.5 mm. Two magnets, made from the material BMN-42SH with a diameter of 25 mm and a thickness of 1 mm, were also tested for comparison. The magnitude of the residual flux density in the out-of-plane direction, B oop r , has either been measured (membranes) or was specified in the datasheet (rigid magnets). The values are summarized in table IV.3 along with the geometric data of all specimen. Concerning the magnetic polarization, one specimen of each volume fraction is magnetized uniformly in its out-of-plane direction. Therefore, the membranes are exposed to a unidirectional magnetic field of approximately 4 T. The other specimen of each volume fraction respectively is magnetized such as it shows two inverse directions of magnetization figure IV.15. For this purpose, a magnetization tool, developed by the company MMT has been used. A transition zone, or pole transition, with a width of 1 mm is present in the center of the membrane. An experimental study of the magnetic characteristics of the membranes and the magnets is presented in the following. Experimental measurements and numerical simulations have been performed to analyze the magnetic characteristics of the membranes and the magnets. For the experimental part, the magnetized specimens were fixed in a test bench, developed by the company MMT, while a triaxial magnetic Hall sensor was displaced in 2 mm towards the surface as the housing of the sensor did not allow a further approach: the air gap between housing and specimen surface measured 0.2 mm. The sensor was displaced in steps of 1 mm and the magnetic flux density, generated by the membrane in the air, has been measured. In addition, the magnetic flux density in absence of the specimens were measured. It varied between -0.24 mT and -0.08 mT and is considered as negligible for the measurements. Nevertheless, the results show, that the magnetic flux density in the out of plane direction has the highest magnitude in the outer regions. Starting form a position on the radius and going towards the center of a specimen, the magnetic flux density drops about 40 %. The evolution is in accordance with the simulation results of the previous section and show, that the magnetic flux density is high when the flux can propagate in small closed loops in the air. This is the case in vicinity of the boundaries for a unidirectional magnetization. The graphic also shows, that the magnetic flux propagates in an axisymmetric manner in the out of plane direction with respect to the center. The maximum magnetic flux density measures 84 mT for mM1, 26 mT for mΦ2M1 and 11 mT for mΦ1M1. The big difference with respect to the residual flux densities is due to the distance of the sensor to the specimens' surface, as well as to the demagnetization fields in the specimen. A quantitative analysis of the magnetic flux density is performed for each specimen later in this section, the experimental results, used in the corresponding study, are marked with dots in the figure IV.17. The results for the specimens with bidirectional magnetization are shown in figure IV.18. The pole transition was not aligned in the same direction for the three specimens but this is not important for the subsequent analysis. The qualitative results of the three specimens are similar, just like for the specimen with a unidirectional magnetization. The two magnetic poles can be clearly distinct in the graphics by the color, in the region of the pole transition the magnetic flux density has nearly no out of plane component. The flux mitigates from one pole towards the other in the direction, which is perpendicular to the measurement direction. The largest magnetic flux density is obtained in the region near the pole transition, especially where the pole transition meets the outer boundary of the specimen. On this position, the flux magnetic flux forms the closed lines easily. The weakest intensity for the magnetic flux density is measured in the middle of the magnetic poles, as for the specimens with unidirectional magnetization. In the present case, however, the central region of a pole is not coincident with the central region of the membrane. 

Material |B r | [T] µ r Permanent magnet 1.300 1 H-MAE, Φ = 36.2 % 0.293 1.1 H-MAE, Φ = 19.4 % 0.157 1.1
Table IV.4: Magnetic material parameters used in the numerical simulations.

Figure IV.19 a shows the results for the specimens with unidirectional magnetization. A difference of the magnitude of the magnetic flux density is observed between the materials. Due to the high remanent magnetization, the magnet (red) shows the highest magnitudes followed by the specimen with the higher volume fraction Φ 2 (green) and the less charged composite with Φ 1 (cyan). The quantitative evolution of the flux density in the radial direction confirms the observation made in the qualitative analysis: there is a difference of about 40 % between the flux density measured above the center of the membrane and the boundary area.

The change of direction of the leakage flux density is also visible in the graphic.

The results of numerical simulation and the experimental results are in good accordance. The change of direction of the flux density indicates the pole transition while the slight decrease between two peaks for each pole is due to the fact, that the demagnetization is stronger in the middle of the poles. The reversion of the magnetic flux density at the outer boundaries is also visible. In general, there is a good accordance between experimental results and simulation, except for the results of the rigid magnet in the range of x 2 = [3 mm 8 mm]. Since the accordance drops only for one of the two poles, it is supposed that the origin is of experimental nature. It could be due to uncertainties in the alignment of magnet and the sensor during the experiment for example.

The results show two important points, that presumably favor the magnetomechanical interactions of membranes with a bidirectional magnetization. Firstly, the maximum intensity of the out-of-plane magnetic flux density is measured in the center of the membrane. It is hence located at the position where strong interactions are required. Secondly, the residual flux density in vicinity of the pole transition also increases the absolute value of the maximum magnetic flux density. For the magnet for example, the maximum magnitude for B 3 in figure IV.19 measures 83 mT for a unidirectional and 123 mT for a bidirectional magnetization. The pole transition decreases the distances the magnetic flux has to overcome to form closed loops, which increases the density of the magnetic flux lines. For actuation purposes, the magnitude of the magnetic flux density is an important factor, as a higher magnetization generates higher forces. This study concerned the magnetic properties of the specimens, the magneto-mechanical interactions are studied in the next section.

IV.4 Actuation of H-MAE membranes (experiments)

This section presents an experimental study concerning the magnetic actuation of H-MAE membranes. The membranes, studied in the previous section, were actuated with the two rigid magnets, which have also been part of the previous study. The experimental setup, used for the actuation is described at the beginning of this section. In the following, the measurement of the displacement is detailed, including the measurement protocols and the post processing. The experimental results are presented and discussed subsequently.

IV.4.1 Experimental setup

The test bench, which has been developed for the analysis of the membrane displacement, is presented in the following. It consists of two parts: the first part allows to vary the relative position of the rigid magnet with respect to the membrane in a magnetically neutral environment. The second part consists of an optical measurement system, that records the out-of-plane displacement of the membrane, caused by magneto-mechanical interactions with the magnet.

IV.4.1.a Functional principle

The functional principle of the two parts is represented in figure IV.20. While the membrane is fixed on its outer boundaries, the magnet can be displaced in the three orthogonal spatial directions e 1 , e 2 and e 3 , as figure IV.20 a shows. A variation of the position of the magnet in one of the directions is designated with the corresponding component of the position vector x preceded by the symbol ∆ (e.g. ∆x 1 for a displacement in e 1 ). Figure IV.20 b visualizes the displacement measurement. Magnet and membrane remain fixed in their positions during the measurement. Their magnetization is oriented such as the same magnetic poles face each other and since identical magnetic poles repel each other, the soft membrane bulges away from the magnet. The optic measurement system measures the distance towards the top surface of the membrane and the data can be used to obtain the displacement of the membrane. The in-plane alignment of magnet and membrane (∆x 1 , ∆x 2 ) as well as the influence of the air gap (∆x 3 ) on the displacement of the membrane can be studied using this functional principle. Repulsive magnetic interactions were chosen for the study to assure a free displacement and the smallest possible air gap at the same time. If the membrane was attracted by the magnet, the latter could limit its displacement. In addition, the lighting conditions were supposed to be better for a convex surface than for a concave surface. Besides, repulsive forces between a membrane and a magnet are an actuation configuration that is not possible with S-MAE membranes, as only attractive forces would be generated. For the observation of the membrane displacement in the out of plane direction, a numerical microscope from Bruker alicona is used. In combination with the corresponding software, the microscope is able to determine the absolute 3D coordinates of points on a surface which is positioned in its the working area. To analyze a surface, a volume, which enclose the surface, has to be defined. The microscope scans the volume with a resolution specified by the user. For each point, a focal range, also specified by the user, is tested and the absolute position of the point in the coordinate system of the microscope is determined by the focal distance. The microscope lens is therefore displaced in the e 3 -direction. The scan is performed on several positions in the e 1e 2 plane, which are determined by the resolution and the scanning volume. On this purpose, the studied object is moved in the e 1e 2 -plane by two linear stages. To prevent a movement of the membrane with respect to the linear tables, the base plate of the mechanical part of the experimental setup is fixed to the upper linear tables by four screws (figure IV.21).

The enlarger lens with a magnification of 5x of the numerical microscope is used, a measurement resolution of 15 µm is chosen for the directions e 1 and e 2 and a resolution of 10 µm in the direction e 3 . The lighting properties specified for the optical measurement are the brightness and the contrast which were set to 127 µs and 0.51 in the software respectively. Furthermore, a polarization filter has been used to improve the lighting of the relatively mat MAE surface. During this experiment, two types of measurements have been performed. In a first time, a complete surface scan was carried out, but only once for each specimen due to the longs acquisition time (about 2 hours) and the size of the output files. The enclosing volume for the measurement is schematically represented in figure IV.24 a. In subsequent analysis, only a part of the surface was scanned.

A reduced scan was conducted in a volume including the full diameter of the membrane in direction e 1 , but reduced to a range of ± 2 mm in the direction e 2 . The membranes are tested one by one. For each membrane, the actuation magnet with the same magnetization type, unidirectional or bidirectional (cf. figure IV.15), was chosen and mounted in a first step. Afterwards, the aluminum plate, which carried the membrane, was mounted. An initial reduced surface scan has been performed with the magnet far away from the membrane. The axes of the magnet and the membrane were aligned thereafter and the magnet was brought as close as possible to the membrane. In this configuration, a complete surface scan (cf. figure IV.24 a) was performed. In the following, the position of the magnet in the e 1 -direction was altered. Reduced surface scans were carried out for various misalignments in the positive and the negative direction. The magnet was then brought back into its initial position on e 1 and the misalignment measurements were performed in the e 2 -direction. Afterwards, with the magnet in its initial position, the distance between the membrane and the magnet was increased in the e 3 -direction and reduced surface scans were recorded. While the position of the magnet was altered in three spatial directions, the reduced surface measurement was always recorded for the same scanning volume for these measurements. In case of a different magnetization type, the magnet had to be changed between the measurements of two membranes.

The results of a measurement are the 3D-positions of points on the surface of the deformed membrane in the absolute coordinates of the numerical microscope. The positions were exported as text files and post-processed with Matlab. The four complete surface scans are compared by means of qualitative results, the post processing consists of a normalization with respect to the maximum value and is explained during the presentation of the measurement results. The reduced surface scans are post-processed such as they show a cross section of the relative displacement in the out of plane direction. 

IV.4.2 Results: Displacement of H-MAE membranes

In the following, the experimental results of the out-of-plane displacement measurement are presented. At the beginning, the results of four complete surface scans, one for each of the membrane specimens, are presented. In the following the reduced surface scans for the two specimens with bidirectional magnetization are analyzed. The influence of the relative position of the magnet with respect to the membrane on the displacement of the membrane is studied.

IV.4.2.a Shape of the deformed membranes (complete surface scan)

The first study concerns the out-of-plane displacement of the whole membrane surface. Each of the four specimens has been scanned in a configuration, in which the magnet was brought as close as possible to the membrane and where membrane and magnet were concentrically aligned. Figure IV.27 shows the normalized out of plane displacement û3 for the specimens with Φ 2 (a-b) and Φ 1 (c-d). The normalized displacement is calculated with respect to the maximum displacement measured for each volume fraction.

The comparison of the specimens with the same volume fraction Φ shows, that the displacement is much larger when the magnetization is bidirectional (M2) for both volume fractions. Furthermore, the membranes with bidirectional magnetization are deformed in the same manner for both volume fractions. The biggest displacement is achieved in the center of the membrane. Going outwards from the center, the evolution of the displacement depends on the spatial direction. The decrease is smaller in the e 2 -direction, in which the pole transition is oriented, than in the e 1 -direction. Furthermore, the displacement can be considered as symmetric with respect to the e 1 -e 3 -plane as well as to the e 2 -e 3 -plane, passing by the center. The findings for the displacement are directly linked to the magnetization of the membranes but also to the mechanical boundary conditions. According to the results for the magnetic characteristics, presented previously in this section, a high density of the magnetic flux is likely to appear in vicinity of the pole transition and on the outer boundaries of the membranes. The interaction should be stronger on these positions as a consequence. As the boundaries of the membranes are mechanically fixed, a high displacement is primarily measured in vicinity of the pole transition. The deformed area of mΦ1M2 is bigger than the deformed area of mΦ2M2 despite the lower volume fraction and presumably weaker interaction forces. The main reason for this is probably the different thickness of the membranes which leads to a higher flexural rigidity of mΦ2M2. The higher stiffness of the composite with the higher volume fraction may also play a role but a conclusion cannot be made from the results of this study. An additional parameter is the attachment of the membranes to the aluminum plate. An adhesive has been chosen as solution for the first tests, to demonstrate the advantage of bidirectional magnetization for actuation purposes of membranes. This choice should be revised for parametric quantitative studies. net. Both effects increase with the misalignment. The behavior can be explained by the magnetization pattern. A displacement of the magnet in the direction e 1 brings opposite magnetic poles closer together, which creates attraction forces. For ∆x 1 = -4.5 mm for example, the magnet would be displaced in the left direction in figure IV.30. In this configuration, opposite magnetic poles face each other in a range of x 1 = [-4 mm, -0.5 mm] (pole transition width of ±0.5 mm around the zero position) and attraction forces develop. In addition, the regions in vicinity of the transition show a high magnetic flux density, which favors the development of local attraction forces. They decrease the displacement, but also generate a displacement in the e 1 -direction, opposed to the misalignment. This, in turn shifts the location of the maximum displacement in the same direction.

In the next step, the influence of the displacement of the magnet in the e 2direction (∆x 2 ), which corresponds to the direction of the pole transition, has been studied. Comparing the misalignments ∆x 1 and ∆x 2 with the same magnitude, it is observed that ∆x 1 has a much bigger impact on the displacement than ∆x 2 . As the pole transitions are not misaligned for ∆x 2 , the regions of high magneto-mechanical interaction apparently stay face to face to each other in the scanned region. The range of ∆x 2 stays relatively small, a variation of the magnetic interactions due to the displacement of the magnet presumably happens only in the outer regions which are not part of the scanning volume. For a ∆x 2 bigger than the radius of the magnet, a decrease of the displacement would also be observed in the central region of the membrane.

As a conclusion, it is stated that the maximum displacement is less sensitive to a misalignment in the direction of the pole transition than perpendicular to it in the present study. During the study, The magnet was displaced in the position with the lowest possible air gap (∆x 3 = 0) for the first measurement and the measurement was repeated for positions with an increasingly high air gap. As figure IV.34 shows, an increase of the air gap diminishes the displacement for both specimens. The reason for this is the intensity of the magnetic field, that decreases with the distance between the specimen and the magnet. As a consequence, the magnetically induced forces become weaker and the elastic forces retract the membrane. After the misalignment studies, the magnet was positioned as far away from the membrane. A residual displacement was observed and a reduced surface scan has been performed for the specimen mΦ2M2 directly after the measurements and once again 12 hours later. Figure IV.35 shows the two measurement results. The shape of the displacement curves corresponds to the shape of the membrane deformed by the magneto-mechanical interactions. The maximum residual displacement, revealed directly after the measurements, measures 0.11 mm which corresponds to about 17 % of the maximum displacement, measured for this specimen. During 12 hours without a loading, the residual displacement decreased and the maximum then measured 0.077 mm, which corresponds to about 13 % of the maximum displacement under magnetic loading. The decrease of the residual displacement during the 12 hours without loading is an indicator for the viscous part of the material behavior. A visco-elastic behavior of MAE structures has also been observed in other actuation applications ( [Singh+ 2014;Said+ 2016;Lee+ 2020]), causing a delay between the release of a strain and the decrease of the stress (relaxation behavior). This effect explains the decrease of the displacement of about 30 % between the two measurements.

For the remaining residual displacements, two possible causes could be responsible. The first one is friction in the mechanical fixation, based on the assumption that the glue does not maintain a perfect contact between the aluminum plate and the membrane. When the membrane is deformed, the contact partly loosens and is re-established in a different deformation configuration of the membrane. Due to friction between the aluminum plate and the membrane, the new contact state remains when the membrane is unloaded. A second assumption is a magnetization induced residual deformation. During the measurements, the membrane has been kept in a deformed state during half a day at least. It could be possible, that the plasticity is induced by the magnetization of the particles in combination with the rheological properties of the material. Observations of other magnetized composite samples support the theory of magnetically induced plasticity: placed on a curved, ferromagnetic surface, thin specimens not only adapted to the surfaces instantaneously but also retained a part of the deformation when removed from the object a few days later. This is an interesting aspect for future studies on the rheological properties of H-MAE. Despite the residual displacement, the maximum displacement, measured on two consecutive days, remained unchanged.

IV.5 Modeling of bidirectionally magnetized membranes

In this section, the numerical modeling of the experimental study of the membranes with bidirectional magnetization is presented. At first, the implementation of the model is explained and the study cases are outlined. The cases include the misalignment of the pole transitions (∆x 1 ) and the increase of the air gap (∆x 3 ). The analysis of the results includes the study of the deformed membrane surface and the comparison of the misalignment studies to the experimental results.

IV.5.1 Implementation of the model

The numerical simulations are carried out by the means of the finite element method. A 3D model, prepared for this study, contains a magnet and a membrane which are surrounded by an air volume. Stationary magnetic fields and the absence of electric currents are assumed. The simulations are performed as stationary mechanical cases as well. While the shape of the deformed membrane, obtained from the simulation, corresponds the shape obtained experimentally, the absolute displacement values show a difference of about 20 % for the maximum displacement. For aligned pole transitions (∆x 1 = 0), the maximum displacement is underestimated by the model. This may be due to the forced linear constraints in the model but can also have its origins in the material parameters or the boundary conditions. A second difference is visible for the shift of the maximum displacement, which is present, but smaller in the numerical results than in the experimental results. In addition, misalignments of the same magnitude in the positive and negative direction create symmetric deformed configurations with respect to the e 3 -axis in the model. The differences between experiment and simulation are probably also due to the alignment of the magnet and the membranes. While the simulations allow a precise alignment of objects, this task is much more difficult in the experiment. Linear and angular misalignments in the experimental setup can be due to the assembly of the parts in the mechanical part of the test bench but also between the test bench and the measurement device. An angular displacement between magnet and the membrane for example generates a varying air-gap and hence a variation of the local magneto-mechanical forces. Figure IV.41 shows the experimental and simulation results for specimen mΦ2M 2. The accordance between the two types of results is better this specimen than for mΦ1M 2, especially for the maximum displacement. This could be due to the lower magnitude of the displacement; the hypothesis of linear strain may be more appropriate in this case. A qualitative comparison of the influence of the misalignment of the pole transitions on the maximum displacement is shown in figure IV.42. The maximum normalized out-of-plane displacement û3 max , normalized with respect to the maximum displacement for aligned pole transitions u 3 max , is shown as a function of the misalignment ∆x 1 . The graphic contains two important information. Firstly, the decrease of the maximum displacement seems to take place almost independently from the volume fraction, since the results for the two specimens are similar, which can be observed for the experimental results as well as for the simulation results.

Secondly, the qualitative decrease of the maximum displacement obtained by the model fits the decrease in the experiments. The overall modeling approach seems to be applicable to model the experimental study. for the specimen mΦ1M 2 (blue squares) and mΦ2M 2 (green dots).

IV.5.2.c Varying air gap

The numerical results of the analysis with different air gaps between magnet and membrane are shown in figure IV.43 for mΦ1M 2 (a) and mΦ2M 2(b). The experimental results are also shown for the comparison to numerical results. The displacement of the membrane decreases with increasing air gap in both cases, but in a different manner. The maximum displacement for example decreases in an almost linear way in the experiment for both specimens while the simulation results show a big decrease at the beginning which becomes smaller with increasing air gap. These evolutions of the maximum displacement are represented as variation of the normalized maximum displacement û3 max with respect to the variation of the air gap in figure IV.44. While the experiment shows a similar evolution for both composites, the numerical results evolve in a different manner. The differences are bigger for the thinner membrane which supports the assumption that nonlinear stains should be included in the simulation due to the high aspect ratios.

It is supposed, that the qualitative differences between numerical simulation and the experiments result from the residual displacement which prevents the membrane to release the deformation. Compared to the tests with ∆x 1 , the effect is more visible in this configuration as the magnetic interactions decrease more in this study than they do for the misalignment. However, a bigger decrease of the displacement with the misalignment for the model compared to the experimental results is also observed for ∆x 1 (cf. figure IV.42). 

IV.6 Conclusions and perspectives

The present work deals with the magneto-mechanical interactions, generated by magnetized H-MAE structures and their use for the actuation of membranes. After an introduction of the behavior of permanent magnets in electromechanical systems, the recent progress of the research on MAE actuators has been presented. In the first part of the study, the global forces which arise due to the magnetization of H-MAE in an electromagnetic circuit have been analyzed experimentally. It is stated that, the volume fraction influences the force such as an increase of the magnetic particle content increases the force. Additionally, it is shown, that the geometry of the specimens plays a role for the magneto-mechanical interactions.

When the thickness corresponds to the length of the specimen in the direction of magnetization, thin specimens generate weaker forces that thicker specimens due to the demagnetizing effect. This effect presents a difficulty for the development of H-MAE membrane actuators for which and a solution is presented in the present work: it consists of a bidirectional magnetization of membrane specimens. An analysis of the magnetic leakage flux density of specimen with unidirectional and bidirectional magnetization is presented at the beginning of the study. It is shown, that a pole transition allows not only to increase the intensity of the magnetic flux density, but also generates a gradient of the flux density field. A numerical simulation of the magnetized specimens shows, that the H-MAE specimens can be modeled as permanent magnets concerning their magnetic behavior. The subsequent two parts of this chapter present the actuation of H-MAE membranes, with different actuation patterns, by the help of permanent magnets. The membranes are fixed on their outer boundaries and a rigid magnet is approached to deform the structure. The displacement of membranes with bidirectional magnetization exceeds the displacement of unidirectional magnetized membranes by a large extend.

Studies on the misalignment of the rigid magnet and the H-MAE membrane are performed and the air gap is varied in experiments. The experiments concerning the misalignment of the pole transitions and the variation of the air gap have been modeled by the help of the finite element method. The experimental and numerical results of the misalignment studies are in good accordance concerning the qualitative evolution of the maximum displacement. However, additional experimental studies and a simultaneous adaption of the model are necessary are necessary to enhance the quantitative accordance. Future studies should include the viscous component of the material behavior and analysis of the membrane fixation.

The actuation mechanism, presented in this work, shows a possibility to improve the magnetic actuation of membrane structures as it provides a mean to localize the magnetic loading . The experiments were carried out to prove the concept of an enhanced actuation by bidirectional magnetization, future studies should concentrate on the application of the concept and corresponding quantitative studies. In the present study, a permanent magnet was used for the actuation, but in subsequent studies it could be replaced by an electromagnetic actuator or an electro-permanent magnet (EPM) (cf. [Gholizadeh+ 2019] for example). A difficulty concerning the integration of H-MAE in electromagnetic circuits could arise from the forces generated by the remanent magnetization of the composite, as attraction forces towards other ferromagnetic materials could deform the membrane without any external actuation. On the other hand, these forces could be used as advantage for the generation of multi-stable actuators. Besides the analysis of the free deformation of the structure, an interesting perspective is the analysis of the force that can be generated when the maximum displacement is limited.

A dynamic loading can cause the vibration of mechanical structures, which generates undesired noises in the short term and can lead to material failure in the long term use. Since silent operating and durability are important goals for the majority of scientific and industrial applications, several damping techniques have been developed to counteract vibrations. In this chapter, the use of magnetoactive elastomers (MAE) in the field of structural dynamics for vibration mitigation due to dry friction dissipation is demonstrated. The first section provides general information about modal testing, nonlinear vibrations and friction damping. It furthermore contains a summary of damping approaches, based on magnetic interactions and applied to beam-like structures. An explanation of the concept of magnetically induced friction damping and the experimental proof follow in the next two sections respectively. In the last section, the conclusions of the study are outlined and perspectives for further studies are summarized.

V.1 Introduction to structural dynamics

This section summarizes different aspects of structural dynamics. The different steps of an experimental modal analysis are stated briefly at the beginning to define important technical terms. An overview over the interpretation of dynamic characteristics with a focus on nonlinear phenomena is given afterwards. In the second section, the mechanism of dry friction damping is detailed and a few examples of experimental studies on friction damping are outlined.

V.1.1 Experimental modal analysis

To determine the vibration characteristics (modal parameters) of a structure, dynamic tests are performed. An experimental modal analysis comprises, inter alia, the detection of the eigenmodes in a specified frequency range and the determination of the eigenfrequency for each eigenmode [Piranda 2001]. During an experimental modal analysis, a structure is forced to vibrate and its response to the excitation is studied. Figure V.1 gives a schematic overview of the steps and components involved in modal testing. The vibration can be generated, for example, by an electromagnetic shaker or manually with an impact hammer. Accelerometers and load cells are frequently used to quantify the dynamic excitation in experimental setups. The mechanical fixture of the structure greatly influences the way the latter oscillates, e.g. the response of a cantilevered beam is very different from the response of a simply supported beam. If functional parts of bigger structures are tested, the boundary conditions of the part in the real assembly have to be reconstructed as accurately as possible, to assess the modal characteristics that the part shows in the application. Commonly used sensors for the response of the structure are accelerometers and laser Doppler vibrometers. The response characteristics are hence obtained in form of the acceleration or the velocity of a measurement point (see figure V.1). The excitation as well as the measurement of the response can take place at a single point or at multiple points of the structure, depending on the purpose of the analysis. Frequently used measurement configurations are the Single Input -Single Output (SI-SO), the Multiple Input -Single Output (MISO) and the Single Input -Multiple Output (SI-MO) approach. The first mentioned approach allows time efficient measurements, the second the reconstruction of the modal shape of the vibrating structure and the latter is used in combination with the impact hammer for time efficient measurements. The output is generally measured on points where the structure is strongly deformed by the vibrations ( [Piranda 2001]), to obtain the best measurement signal and to characterize the points which are the target of vibration damping. The placement of the corresponding sensors is hence of great importance. Finite element methods can be used to optimize their employment [START_REF] Lallement | Optimal sensor deployment: application to model updating[END_REF]).

Different excitation signals can be used to force the vibration of a structure. A random excitation is commonly used as it contains a wide frequency range and different amplitudes. However, non-linearities (like friction) are difficult to distinguish from noise disturbances ( [Yuan+ 2019;[START_REF] Schoukens | Nonlinear system identification: A user-oriented road map[END_REF]). Periodic excitations are used to restrict the analysis to a determined frequency range, which is helpful to detect non-linearities ( [Caughey 1959;[START_REF] Schoukens | Nonlinear system identification: A user-oriented road map[END_REF]). The sweep sine is a time-efficient measurement method because the frequency is rapidly increased ( [Gloth+ 2004]), but there is a risk of modulation of the eigenfrequencies with excitation frequencies [START_REF] Dion | Improvement of measurement techniques for damping induced by micro-sliding[END_REF]Peyret+ 2016b]). A more time intensive method of measurement is the excitation with a stop-sine or a step-sine signal which excites the structure with a single frequency. To characterize the evolution of the response around the resonance, several tests have to be performed. Nevertheless, this experimental method has advantages for the characterization of the non-linear dynamic behavior of a structure like the possibility of mode isolation and, consequently, the jump-up and jump-down testing ([Teloli+ 2020]), which is explained in one of the following sections.

For the identification of the modal parameters, either time-based methods or frequency-based methods can be used. In the latter case signals are converted into the frequency domain (e.g. by a Fast Fourier Transformation (FFT)) where the response Y (Ω) of the system to the excitation X(Ω) is studied (Ω corresponds to the angular frequency). The behavior of the system is described by the Frequency Response Function (FRF) H:

Y (Ω) = H(Ω) X(Ω). (V.1)
In experimental investigations, noise affects the measurement signals in the time domain and thus also in the frequency domain. The response function H is not exactly obtained by experimental means, but it can be estimated. Estimators of the FRF are based on the repetition of the same experiment and give an averaged estimation of the system response. A high number of repetitions increases the accuracy of the response under the condition, that the system remains unchanged and the transfer function is hence the same for all measurements. There are differ- where the symbol * denotes the complex conjugate transpose.

H 1 (Ω) = S XY (Ω) S XX (Ω) = 1 n n k=1 X k (Ω)Y * k (Ω) 1 n n k=1 X k (Ω)X * k (Ω) . (V.2)
A schematic example of the estimate H 1 is shown in figure V.2. The amplitude expresses the power ratio between the output and the input signal. The phase gives an information about the shift between the input and output signal. As it can be seen in figure V.2, the amplitude shows several peaks, representing a large amplitude ratio between input and output signal. The frequency of a peak corresponds to a resonance frequency of the structure if a negative 180 • phase rotation occurs in addition to the amplitude maximum. A positive 180 • phase rotation marks antiresonances. H 1 can be used to identify the location of vibration modes in the tested frequency range.

Using the FRFs, natural frequencies, damping ratios and eigenmodes can be identified. Many "Do-it-yourself" methods are available to achieve this goal, the most popular ones rely on "pick-picking" to obtain the frequency and the eigenmodes and on the "3dB -Bandwidth" method for the damping. In order to obtain accurate results regardless of the tested structure and the modal parameters, the "Poly-MAX" or Least-Square Complex Frequency domain (LSCF) method became the new standard in the early 2000s [START_REF] Peeters | The PolyMAX frequency-domain method: a new standard for modal parameter estimation?[END_REF]]. It is based on the identification of the roots of the polynomial common denominators of all the FRFs. By increasing the polynomial order, one can identify higher order complex eigenfrequencies (i.e. natural frequencies and damping ratios) and the so-called stabilization diagrams.

V.1.2 Nonlinear dynamics

In addition to the modal characteristics, the linearity of the dynamic response can be analyzed. q + 2ξω 0 q + ω 2 0 q + γq 3 = P cos(Ωt), (V.3)

where q, q and q denote the displacement, the velocity and the acceleration of the system, P and Ω correspond to the amplitude and the angular frequency of the forcing. The parameter γ determines the nonlinearity. For γ = 0, the system behaves linearly which means that the FRF remains unchanged if the input amplitude is varied. With γ > 0, the rigidity of the spring increases with the displacement (stiffening effect), and with γ < 0, it decreases with the displacement (softening effect). An example for a stiffening behavior of the system as a function of the input amplitude is shown in figure V.3 b. With increasing amplitude P , the resonance frequency increases visibly. Furthermore, the curves are more and more bent to the right the further the amplitude of the excitation increases.

The evolution of the peak amplitudes of the response functions for different amplitudes with the frequency is described by the so-called backbone function for friction-based non-linearity [Kerschen+ 2009;Peyret+ 2016a]. The bending of a resonance peak indicates a nonlinear response of the system, in this case the system is nonlinear with respect to the amplitude of the forcing. The form of the peak shown in figure V.3 b is a theoretical result, where P 4 , for example, has three possible results at Ω 1 (yellow dots). The results of the middle branch cannot be measured experimentally, as the response is unstable. Instead, amplitude jumps occur in experiments with nonlinear systems, as shown in the bottom graphics of figure V.3: the first frequency response curve corresponds to the response of a linear system (c), the two subsequent graphics represent stiffening (d) and softening (e) systems respectively. To explain the jump phenomena in stiffening systems, [Nayfeh+ 1995] assume that a first experiment is conducted for γ > 0 starting a frequency above the resonance at point A (cf. figure V.3 d).

The excitation amplitude is kept constant and the frequency is decreased very slowly in a quasi-stationary process following the path AFB. When the frequency is decreased below point B, the response jumps up from point B to point C and follows the upper part of the resonance peak towards D. In a second time, the experiment is started from a frequency below the resonance at point D and the frequency of the excitation signal is increased. The response follows the path DCE, as the amplitude evolves smoothly, towards the maximum. The response then jumps down to point F and follows the path towards point A. The amplitude jumps in a response, showing the softening effect (figure V.3 e), take place the opposite way: jump-up under increasing frequency and jump-down under decreasing frequency.

Of the three possible values, the response could take between Ω BC and Ω EF , the solution between the upper and the lower path, marked in green in the graphics d and e of figure V.3, is unstable (see [Nayfeh+ 1995] for more details).

V.1.3 Friction damping

V.1.3.a Modeling

In the context of vibration mitigation, friction damping is a passive method since no energy source is needed for its activation. Two responsible damping mechanisms have been identified : total sliding and partial sliding of the contact surfaces. The mechanisms and effects of partial sliding are well reported in [Peyret+ 2010] for a flat contact between two substructures. More recent contributions are summarized in [Brake 2017]. Dampers based on total sliding are also called Coulomb dampers [Thomas 2019] or (nonlinear) Lanchester dampers [Vakilinejad+ 2020], the second designation refers to the 1914 patent on the passive vibration attenuation in crank shafts [Lanchester 1914]. This concept is widely used to mitigate vibrations turbomachinery blades [Salhi+ 2008] A simple model of hysteretic damping due to total sliding can be found for example in [Nayfeh+ 1995] and is shown in figure V.4 a. A mass m is connected to an isolated support via two parallel branches. The first branch consists of a spring element with the stiffness k 1 and the second is composed of a spring with the stiffness k 2 and a friction element with the contact force F c . For a displacement q of the mass, the two branches develop the restoring forces F 1 and F 2 respectively.

In the first branch, the force F 1 is determined by q and k 1 . The behavior of the second branch depends on the magnitude of the displacement as the loading diagram in figure V.4 b shows. If the displacement of the mass stays inferior to the amplitude q s , the force in the second branch is determined by the stiffness of the spring element, k 2 . A displacement beyond q s causes the friction element to slide, the elongation of the spring stops increasing and the restoring force in the branch remains F 2 = k 2 q s = F c . When the motion is reversed, the spring is loaded in the opposite direction and as soon as the force in the branch exceeds the contact force, sliding occurs one again. The friction element shows two contact states: total stick and total sliding. Under cyclic loading, the change of the contact state causes a dissipative behavior as well as a variation of the stiffness in the system.

A dynamic reduced order model for assembled structures with variable stiffness has been proposed by [Bouaziz+ 2016]. It is represented as "System B" in figure V.5 and described by equation (V.4) and equation (V.5). The model is composed of two normalized masses each having a single translational degree of freedom. They are interconnected via a spring element and a friction element. The system is coupled by sticking forces and its natural frequency is ω 0 . When the magnitude of the vibration increases, sliding occurs in the joint which leads to an out of phase mode between the two masses. The frequency of this mode is lower than ω 0 due to the stiffness change (cf. ∆k effect in figure V.5). At the same time, the response is more damped and the resonance is interspersed between the natural frequencies.

q1 + ω 2 0 q 1 + F c + k c (q 1 -q 2 ) = F sin(Ωt) q1 + ω 2 0 q 2 -F c + k c (q 2 -q 1 ) = 0 (V.4) F c        = -F 0 c if q2 -q1 > 0 = +F 0 c if q2 -q1 < 0 ∈ [-F 0 c , +F 0 c ] if q2 -q1 = 0 (V.5)
A model for a nonlinear Lanchaster absorber based on the change of the modal mass has been presented by [START_REF] Vakilinejad | A comparison of robustness and performance of linear and nonlinear Lanchester dampers[END_REF]]. The model of a primary system with a translational degree of freedom and the modal characteristics ω 2 0 and 2ξω 0 (stiffness and damping respectively) is shown as "System A" in figure V.5. The primary mass is normalized in this example. The mechanism applied for vibration attenuation is modeled by a second mass, represented by λ m due to the normalization with the primary mass, and a dry friction contact force F c , which connects the two masses. A relative displacement q d = q 2 -q 1 between the two systems causes the second mass to slide on the primary mass and the friction in the contact dissipates some of the vibration energy. The system is described by equation (V.6) where the contact force depends on the relative velocity of the two masses (equation (V.5)). According to a semi-analytical study of the steady sate response of a nonlinear Lanchester damper, there are three types of responses of the system depending on the contact force F c . A frequency shift of the resonance frequency as well as a change in the displacement amplitude of the primary mass due to the variation of the contact force can be observed in the response function.

q1 + 2ξω 0 q1 + ω 2 0 q 1 + F c = F sin(Ωt) λ m q2 -F c = 0 (V.6)
In the case, that high contact forces are applied, the damper is connected to the primary system in rigid manner and there is no relative displacement between the two masses. If the contact force vanishes, the masses are no longer connected, the modal characteristics of the primary system determine the modal response (slip-only response). Since no other characteristic but the total mass of the system changes between these two contact states, the frequency shift is due to the evolution of the modal mass. Between these two extremes, the variation of the contact force generates an intermediate state between total stick and total slip, the response is therefore called stick-slip response. Figure V.5 shows that the amplitude of the primary mass evolves in a non-linear way with the increase of the contact force (direction of the red arrow). Starting from no contact (F c = 0), a raise of F c causes a decrease of the vibration amplitude of the primary mass, which corresponds to an increase of the damping. By further increasing the contact force, the amplitude peak passes by a minimum and then starts to increase, the damping decreases thus. The sliding friction dissipates a part of the vibration energy in the stick-slip state where the ratio of stick and slip depends on the contact force. when the contact is established by small forces, an increase of F c also increases the contact and thus the energy dissipated by sliding friction. However, if the contact force becomes too intense, it prohibits the sliding and the damping reduces as a consequence. The central graphic un figure V.5 shows that the systems A and B, proposed by [Vakilinejad+ 2020] and [Bouaziz+ 2016] respectively, behave in an opposite way with increasing contact force F c due to the different effects ∆m and ∆k respectively. Even though the model is a good basis to explain the influence of friction damping on the dynamic characteristics of a system, the friction state in real structures is rarely a single contact point with a constant force. The details of contact mechanics are too vast to be discussed in detail here but discussion of important factors is given in [START_REF] Popp | Vibration damping by friction forces: theory and applications[END_REF]]. The authors state that, in a real contact area, the normal force shows a non-uniform distribution on many contact points.

A high contact pressure may cause some parts of the contact area to stick while other parts slide. The origins of the non-uniform distribution can be found on the macroscopic scale (uneven or wavy contact surfaces) and on the microscopic scale (surface roughness) of the contact surfaces [Peyret+ 2016a]. Furthermore, depending on the relative motion of the surfaces, the local point contacts are subjected to different relative displacement amplitudes. In the case that two plane surfaces are in torsional relative motion around their normal axes, the displacement depends on the observation point on the surface, regardless of the distribution of the contact pressure. The contact state, in which only parts of the contact zone are sliding, is also called micro-slip [Scheel+ 2020;[START_REF] Popp | Vibration damping by friction forces: theory and applications[END_REF]] in contrast to macro-slip, for which the whole contact zone is sliding.

A commonly used experimental setup to analyze dry friction are cantilevered beam structures with one or various contact zones. The control of the contact state in the friction area turns out to be a difficult task in experimental investigations. According to [START_REF] Brake+ | [END_REF]], the prediction of the dynamic behavior of jointed structures suffers from high uncertainty. Variations in dynamic behavior are measured between structures with nominally identical parts (variability) and even between several measurements on the same structure (repeatability). The origins of these uncertainties can be found on all length scales from the alignments of the parts over variations of their curvature in the contact zone to the surface roughness. The influence of contact parameters in the contact areas of a so-called Brake-Reuß beam (see for example [Brake 2017]) have been investigated in a fouryear experimental study. The structure consists of a 2.54 cm square cross-section beam presenting a three bolt lap joint in the middle. Both contact surfaces in the beam are from 304 stainless steel. It has been found, that the contact pressure is localized around the joint when the surface roughness is rather high. The pressure is distributed more evenly in the contact surface for lower surface roughness and in addition, the repeatability increases and the assembly is less sensitive to the preload generated by the bolts. The sensitivity of normal preloads in jointed structures is a recurring subject of investigation in friction damping which is also addressed by [Teloli+ 2020]. The experimental setup contains a three lap-joint configuration with contact patches in the contact interfaces between beams. The patches are inserted for the control of the contact area size. The experiments are carried out on the beam under clamped -free conditions with step-sine tests. A high sensitivity of the vibration attenuation on the tightening torque of the external bolts is stated: a lower tightening torque results in higher damping. In addition, softening effects in the response have been observed with increasing excitation amplitude. The contact stiffness is modified by the amplitude which is an indicator for the change of the contact state. According to the authors, the design of the contact area provides a high repeatability of the experimental measurement.

Another approach for better control of the contact surface in experimental nonlinear modal analysis has been suggested by [Scheel+ 2020]. A modular design of a beam structure, in which contact elements can be connected on different positions of a cantilevered beam, is presented. The clamping is designed to avoid stress concentration and the normal preload in the contact area can be varied. The contact is established between the 16MnCr5 beam and 90MnCrV8 contact elements. Under varying excitation amplitude, contact states ranging from full stick to mainly sliding have been identified. Due to dry friction, a frequency decrease of 36 % and a maximum modal damping of 15 % have been measured. The concept for vibration mitigation proposed in this work is based on dry friction and puts forward the use of magnetically Hard MagnetoActive Elastomers (H-MAE) for the generation of evenly distributed contact forces.

V.2 Modal damping in magnetoactive sandwich structures

The use of MAE for vibration mitigation has been intensively studied on functional sandwich structures. A classic sandwich structure consists of two skins, that enclose a core in the middle. The skins are thin sheets which primarily resist the in plane lateral bending loads, while the core can consist of passive structures like a foam, honeycomb structures or web structures as well as corrugated or truss geometries. In comparison to a monocoque structure, sandwich structures have a higher stiffness to weight ratio, leading to a lower structural weight [Vinson 1999].

When functional materials are included in the core, this type of structure offers many possibilities to achieve vibration attenuation.

Changing the modal characteristics of a system means varying the mass, the stiffness and the damping separately or at the same time. The control of the structural parameters can either be performed in a passive manner, without external energy supply, or in a semi-active or adaptive manner. The term adaptive control is used in this context since the external energy is used to tune parameters of the system and not to actively counteract the excitation [Butaud+ 2020]. Magnetically soft magnetoactive elastomers (S-MAE) have been used in semi-active control elements in sandwich structures as the following paragraphs show.

V.2.1 Damping based on magnetoactive structures

The adaptive tuning of the damping and the stiffness has been experimentally demonstrated with sandwich structures including a magnetorheological fluid (MRF) ([Sun+ 2003;[START_REF] Yalcintas | Vibration suppression capabilities of magnetorheological materials based adaptive structures[END_REF]). An analysis of stiffness and loss modulus of the MRF prior to the dynamic analysis shows an increase of both characteristics with increasing magnetic field ( [Sun+ 2003]). To conduct the modal analysis, the specimens were assembled from the two aluminum skins, two spacers, assuring a constant thickness of the MRF film, a silicone surrounding the outer boundaries of the sandwich to prevent leakage and the MRF, which was injected in the sandwich with a syringe. The simply supported beam structure was subjected to a transverse excitation in presence or absence of a magnetic field, which was generated by permanent magnets. In one study, the vibration amplitudes could be reduced up to 20 dB, while the resonance frequencies shifted up to 20 % ( [Sun+ 2003]). In the second study [START_REF] Yalcintas | Vibration suppression capabilities of magnetorheological materials based adaptive structures[END_REF]), the same trends were observed. Although the results seem interesting, the authors report difficulties concerning sandwich assembly and the generation of a homogeneous magnetic field, which has been assumed in their models.

As the magnetorheological effect also occurs in magneto active elastomers (MAE), a variety of studies on MAE beam structures can be found, which generally build upon magnetically soft composites (S-MAE). Analytical investigations on S-MAE sandwich structures with conductive skins have been presented by [Zhou+ 2006b]. The model considered a core of 2 mm thickness and two skins of 0.1 mm thickness. A magnetic field perpendicular to the direction of vibration was considered and a change of the core's shear modulus from 0.388 MPa of up to 60 % depending on the field intensity was specified. A distribution function was implemented for the material parameters which allowed the analysis of sandwiches with a full S-MAE core or sandwiches with S-MAE and non MAE core. The change of the shear modulus only applied to the S-MAE parts. The magnetic loads were calculated on the discontinuous surfaces by the help of the Maxwell stress tensor (cf. chapter I). Furthermore, the model includes the effect of the magnetic pertur-bation field, that occur as the skins move in a stationary external magnetic field and hence currents are induced [Zhou+ 2006a]. These loads are only applied to the electrically conductive skins. An out of plane excitation force has been applied in the middle of the simply supported sandwich beam. The results show, that the flexural rigidity of the beam increases in the external magnetic field. The effect of the magnetic field is especially visible in vicinity of the resonances. It is shown, that the change of the shear modulus of the S-MAE has a significantly higher impact on the modal characteristics than the inductive loads during the study. Furthermore, the study indicates, that the increase in stiffness can be maximized by maximizing the amount of S-MAE in the core.

Based on the same modeling approach for magnetic loads, [Nayak+ 2013] analyzed the influence of axial mechanical excitation on S-MAE sandwiches in a numerical study. The stiffness of the S-MAE was supposed to vary with the external magnetic field. Position and length of S-MAE patches in a multi-material core, composed of S-MAE and a passive viscoelastic material, has been altered to analyze the influence on the modal characteristics. The study was carried out with free and forced excitations on simply supported in a clamped-free condition. The magnetic field causes a shift of the resonance frequency as well as a variation of the loss factor of the structure. For the first six vibration modes it is shown, inter alia, that the optimum configuration for vibration attenuation of the beam depends on the length as well as the positioning of the S-MAE patch, the magnetic field and the boundary conditions. During another study, the authors observe that that an increasing magnetic field strength under periodic axial loading allows to shift the instable behavior to a different frequency region [Nayak+ 2011]. The shift is explained with the stiffness change, provoked by the external magnetic field.

The study conducted by [START_REF] Hu+ | [END_REF]] demonstrates, how local magnetic fields, applied on different points of the beam, influence the frequency response. Figure V.6 schematically shows the experimental setup. To assemble the sandwich structure, an uncured mix of silicone rubber, silicone oil and carbonyl iron powder has been spread on one of the two aluminum skins. The second skin was pressed on the composite layer from above and the polymerization took place directly in the sandwich structure.

A dynamic excitation of the sandwich under clamped-free boundary conditions has been performed. The magnetic field was generated by the help of two magnets, facing the top and the bottom skin respectively. The length of the magnets was significantly smaller than the length of the beam, the magnetic field was thus mainly applied locally to the structure. The axial position of the magnets towards the beam has been altered in a first time: the two magnets were displaced gradually from the clamped end to the free end of the beam, to change the magnetic conditions. In a second time, the distance between one of the magnets and the skins has been varied. A variation of the amplitude and of the resonance frequency of the first mode due to different magnetic conditions is stated. The variation is attributed to the local change of the shear modulus of the composite, which ranged from 1 to 20 kPa depending on the magnetic field intensity according to the au- thors. A free oscillation experiment on a cantilevered sandwich beam, on which two electromagnets were fixed on the free end, has been conducted by [Dyniewicz+ 2015]. The sandwich structure was composed of 2 aluminum sheets and a S-MAE with a shear modulus of 310 kPa. A field of 700 mT provoked a modulus change of about 10 %. A control strategy is presented, which allows to change the shear modulus and hence adapt the stiffness of the structure in real time. The reduction of the free vibration amplitude of the beam tip with respect to the initial amplitude after 60 s is compared between the three states "no magnetic field" , "continuous magnetic field" and "adapted magnetic field". The decrease measures 80 %, 93 % and 96 % respectively. An experimental parametric study on the influence of the particle volume fraction and the matrix stiffness of the S-MAE core on the effect of the magnetic field on a sandwich beam structure has been conducted by [START_REF] Szmidt | Adaptive Damping of a Double-Beam Structure Based on Magnetorheological Elastomer[END_REF]]. Anisotropic S-MAE, containing either 11.5 % or 33 % of carbonyl iron particles, were elaborated. The shore hardness (A) of the matrix materials measured 10A and 40A respectively. Composite patches, which measured 16 × 15 × 5 mm 3 , were glued between the tips of two steel beams with a length of 800 mm, a width of 15 mm and a thickness of 2 mm (figure V.7). An investigation on the shear storage modulus and loss modulus of the four composite materials shows, that both characteristics increase under magnetic field and that a soft matrix and a high volume fraction favor the change of the modulus. During a first study, two permanent magnets were placed at both sides of the beam at the tip, to generate a magnetic field.

To vary the magnetic field, three different pairs of magnets were used. An additional brass plate was inserted near the patch to prevent it from compression due to the attraction forces between the magnets. In a second study, one of the magnets was replaced with an electromagnet and a semi-active control strategy for the magnetic field was applied (figure V.8). The deflection of the free oscillation of the cantilevered beam in the first mode was measured for different combinations of patches and magnets. The vibration period as well as the damping factor were obtained from the response in the time domain. The highest increase of the dam- ping is observed for the patch, made from the matrix with the lower shore hardness and the lower volume fraction. Another result of the study is the increase of the vibration period due to the attachment of the magnets, which increases the inertia. The increase in damping due to the magnetic field is lower than predicted by the model, additional other sources of damping in the measurement setup are suspected. The following two examples show the use of permanent magnets for vibration mitigation. To reduce vibrations of a beam structure, permanent magnets can not only be employed to generate quasi-static magnetic fields in S-MAE but also as structural elements, as shown by [START_REF] Xia | Dramatic bandwidth enhancement in nonlinear metastructures via bistable attachments[END_REF]]. The experimental part of the study contains a cantilever beam excited on its base. Locally resonant elements, composed of smaller beams with attached magnets, are located on the beam (figure V.9). Supplementary magnets are put in place near each resonant cell and the interaction of the magnets causes the small beams to behave in a bistable manner. Under small excitation amplitudes, the attachments resonate locally, but with increasing amplitude a nonlinear attenuation of vibration in the global structure is observed due to the chaotic vibrations of the local attachments. This study does not contain MAE, but it is an example of passive, amplitude dependent vibration attenuation due to magnetic interaction forces. Recently, [Amjadian+ 2018] have proposed the prototype of a damper based, inter alia, on a combination of friction and magnetism. A schematic view of the experimental setup is shown in figure V.10. The repulsive interactions between permanent magnets P M 1 and P M 2 generate the normal force N f between the friction pad and the stainless steel sheet. During the test, the assembly "Rotor" is moved with respect to the assembly "Stator" (cf. figure V.10). For small excitation amplitudes, the tangential forces do not overcome the friction forces and the friction pad does not slide. The damping in this configuration is due to eddy currents since the permanent magnets are in motion with respect to the copper plate. For high excitation amplitudes, friction damping occurs in addition to eddy current damping. The normal force, and consequently the friction force, can be adjusted by the air-gap between P M 1 and P M 2 . The relative motion between the assemblies "Rotor" and "Stator" generates a friction force F f and induces eddy currents in the copper plate, which counteracts the movement.

V.2.2 Context of this work

In the context of modal analysis, S-MAE composites have been employed in sandwich structures and external magnetic fields have been applied to change the material parameters. A shift of resonance frequencies as well as an increase in damping have been reported due to the application of the magnetic field. The functional principle of these structures is the magnetic field dependent stiffness of the composite materials (MR effect). The effect is favored by a soft matrix and is dependent on the particle content of the composite. Interesting results concerning the length and number of composite patches were obtained during the modeling: both parameters influence the modal characteristics of the tested structures. Difficulties arise for the application of the magnetic field, especially when the experimental setup is compared to the modeling. The models assume a unidirectional and homogeneous external magnetic field which is difficult to realize in a dynamic experimental setup. Furthermore, the use of an additional magnetic field source either complicates the experimental setup or modifies the modal characteristics in form of supplementary masses added to the beams. Permanent magnets generate quasi-static magnetic fields in the S-MAE which have to be varied manually between two measurements.

To the knowledge of the author, magnetically hard elastomers have not been employed in sandwich beam structures for vibration attenuation yet. The S-MAE patches in previous studies have been connected to the two skins such as to establish a rigid contact. A completely different contact state is targeted during friction damping. As the literature shows, partial or micro-slip is needed in the contact interface to dissipate a part of the vibration energy. The contact pressure plays an important role in this dissipation process, but it is difficult to establish and to control this quantity in experiments. A big effort has been made in the design of the setup and the structure to study friction damping generated by rigid material pairs. For a constant contact pressure, a nonlinear behavior with respect to the excitation amplitude has been observed. The damping is reported to be most effective for moderate contact pressures. The purpose of this work is the use H-MAE for vibration mitigation. In the contrast to previous studies on S-MAE beam structures, which build upon the MR effect, the concept presented in the following is based on friction damping and magnetically induced contact forces. The concept will be presented in detail in the following section.

V.3 Concept of magnetically induced friction damping

The concept, presented in this section, employs a magnetized H-MAE on the purpose of friction damping in a sandwich beam. For small vibration amplitudes, it is supposed that the normal forces prevail and a rigid contact is maintained. With an increasing vibration amplitude, the tangential forces increase. Throughout the contact area, more and more parts begin to slide and a state of partial sliding is generated. The damping maximizes for a specific ratio of sticking and sliding, which is determined by the vibration amplitude. By further increasing the amplitude, the tangential forces become predominant, until the contact surfaces mainly slide. The H-MAE sandwich structure presents a passive, amplitude dependent mechanism for vibration attenuation due to dry friction. The concept is detailed in the following. 

V.3.1 Normal force -a magnetically induced preload

The MAE used in the sandwich structure is a mechanically soft permanent magnet. Its magnetization generates a magnetic flux, that propagates in the magnet, but also outside the magnet (figure V.12 a). The local quantity, associated with the magnetic flux, is the magnetic flux density B. Important parameters, that determine the distribution of the flux and its local density are the characteristics of the surrounding environment, also called magnetic circuit. In the context of this study, the circuit is supposed to consist of non-magnetic or ferromagnetic materials. Depending on the magnetic permeability µ, materials in the circuit can be a good conductors of the magnetic flux (e.g. iron or some steel grades) or a bad conductors (e.g. air or aluminum). In isotropic materials, the permeability can be described by a scalar value µ, in anisotropic materials by a second order tensor . When a ferromagnetic material with high permeability is approached to the magnet, the magnetic flux tends to propagate more easily in this material than in the air and is redirected, as the comparison of figure V.12 a and b shows.

The part of the flux ,that, for energetic reasons, cannot be guided by the iron in figure V.12 b, is called leakage flux. The amount of the leakage flux can be adjusted with the air gap (compare figure V.12 b and c). The intensity of the magnetization can also be expressed by the residual magnetic flux density Br. In absence of an external field, this is the maximum amount of magnetic flux density that can be generated theoretically by the magnet. The effective amount of B, also called operating point, depends on the geometry of the magnet and the magnetic circuit. For further information about the determination of the operating point, the reader is referred to chapter IV or [Jufer 1998] for example. In the sandwich structure, the ferromagnetic skins are close to the soft core and supposed to guide a maximum amount of the magnetic flux (figure V.12 c).

Figure V.12: Scheme of a permanent magnet, surrounded by air (a) and highly permeable ferromagnetic objects located at a large distance (big air gap) (b) and a small distance (small air gap) (c).

A part of the electromagnetic energy, stored in the magnet can be provided for magnetomechanical interaction. As shown in chapter I of this thesis (section I.3.1), tensor quantities are used to describe magnetically induced forces. A consistent method for the estimation of the local force on the surface of an object, i.e. the pressure, is the use of the jump of the stress tensor t over the surface (cf. section I.3.2).

The expression of the tensor jump on discontinuity surfaces like material interfaces is shown in equation (V.7) where σ mag is the magnetically induced stress on the interface, t + and t -correspond to the expression of the magnetic stress tensor one sides + andof the interface respectively and n is the surface normal pointing in the direction of the side + (cf. figure I.5). In the present work, the effect of the velocity on the magnetic quantities is neglected. This is an initial assumption; the validation could be part of future theoretical and experimental work concerning magnetically induced friction damping.

σ mag = [[ t ]] n = (t + -t -) n , (V.7)

V.3.2 Tangential force : friction generated by vibrations

Bending vibrations of thin sandwich structures generate tensile stresses mainly in the skins and shear stresses mainly inside the core. The compliance discontinuity between the skins and the core makes the strain field discontinuous. When the shear stresses are greater than the Coulomb threshold, the skins can locally slide over the core and the shear stresses are constant, regardless of the vibration magnitude. The motions and stresses are governed by the following set of equations : where B s denotes the domain occupied by the skin, B c the domain occupied by the core and ∂B sc the material interface. During a relative movement of B c with respect to B s , the contact state on ∂B sc may become dependent on the position in e 1 : some sections are sliding whereas others are sticking. This leads to the dissipation of energy through friction and hence to vibration damping.

in B s ∪ B c : div(σ) = ρ m ∂ 2 u ∂t 2 , in B s : σ = C s : ε , in B c : σ = C c : ε , on ∂B sc : σ 22 = σ mag , (V.

V.4 Experimental proof

This section describes the experimental investigation on magnetically induced friction damping. The test sample and the test bench are described in the first part. In the following, the measurement procedures and results are presented. The section closes with the interpretation and a discussion of the results.

V.4.1 Sandwich assembly and experimental setup

A sandwich structure is assembled for the experimental investigation from five magnetic polymer patches, two ferromagnetic metal sheets and an aluminum spacer (figure V.14). The magnetic polymer is elaborated by the procedure described in chapter II. The patches used in the present study have a volume fraction of 36 % of NdFeB particles and show a remanent magnetization of 0.3 T. They measure 29 mm × 10 mm × 1.6 mm and are magnetized perpendicular to their surface. The sheets consist of the steel alloy M400-50A with a thickness is 0.5 mm. The spacer is made from 1.6 mm thick aluminum, a magnetically neutral material. A sample holder is used to assemble the sandwich structure as shown in figure V.14. The alignment of the metal sheets and the spacer is assured by two pins and the cavity of the holder in which the parts are placed for the assembly process. 

V.4.2 Measurement procedure and results

V.4.2.a Single-point measurement (SI-SO)

A single point measurement of the velocity has been performed on the beam. The aim of this study was to analyze the influence of the acceleration magnitude on the damping behavior of the beam. For this purpose, the measurements were performed with seven different amplitudes, ranging from 1 m/s 2 to 75 m/s 2 . A step-sine is chosen as excitation signal type, since it allows tests in an adjustable frequency band, jump-up and jump-down testing and a steady-state response. The control algorithm is briefly described in the appendix (cf. appendix A.3.1); a more detailed description can be found in [Teloli+ 2020]. The frequencies of the tests lie between 200 Hz and 340 Hz. The sensitivity of the laser was set to 250 mm/s during all the tests. Since the first and second bending modes could not accurately be measured with the experimental setup, due to noise disturbances in the low frequency range, the third bending mode is chosen for the analysis. Bending modes are chosen, as the axial displacements, supposed to cause the relative movement between skins and core, are bigger during bending than during torsion. The frequency response functions (FRFs) are estimated based on the velocity and the acceleration signals in the tested frequency range. For accelerations above 5 m/s 2 , the measurement has been performed with increasing and decreasing frequency to assure, that the evolution of the response in vicinity of the resonance frequency is well captured. At the same time, multiple measurements with the same amplitude can be compared to obtain an indication about the repeatability of the experimental setup. In total, eleven FRF have been obtained from the measurements. The evolution of their amplitudes with the frequency is shown in figure V.16. The different acceleration magnitudes are separated by the line color in the graphic. A measurement, during which the frequency was increased, is represented by a triangular marker pointing upwards, whereas a triangle pointing downwards represents a measurement series with decreasing frequency. The comparison of two measurements with the same excitation amplitude shows, that measurements are performed in a repeatable manner with the experimental setup. The acceleration amplitude influences the response in two ways. On the one hand, the resonance frequency decreases with increasing amplitude. On the other hand, the shape of the amplitude peaks is strongly influenced by the acceleration magnitude. For relatively low magnitudes, the FRF is symmetric around the resonance frequency.

The increase of the acceleration amplitude up to 20 m/s 2 decreases the maximum value of the FRF and the peak tends to incline to the left. In addition, amplitude jump-up and jump-down phenomena are observed for measurements with increasing and decreasing frequency respectively. They indicate a non-linear behavior of the system and are indicated in figure V.16 for the acceleration magnitude of 20 m/s 2 . When the acceleration magnitude increased above 20 m/s 2 , the peak of the transfer function straightens and its shape becomes more symmetric. The effect of the jumps becomes less visible. They are more pronounced for the intermediate excitation magnitudes than for the lowest and highest acceleration magnitudes. Figure V.17 shows the evolution of the phase with the frequency for the different acceleration magnitudes. The frequencies of the abrupt phase shifts coincide with frequencies of the amplitude peaks, which confirms that the peaks correspond to a resonance. The jump phenomena are also visible in the evolution of the phase. A continuous variation of the phase, even far from jumps, is observed. This variation is caused by a time delay between the laser sensor and the accelerometer due to the signal transfer. The structure shows a nonlinear behavior with respect to the excitation amplitude: when the amplitude increases, the resonance frequency decreases. This is a softening-effect, that appears in assembled structures when partial slippage re-duces the contact stiffness. In addition, the resonance peak bends to the left for intermediate excitation magnitudes, which is a typical nonlinear effect, observed in experiments which include friction dissipation. The variation of the peak amplitude of the FRF can also be linked to the damping. At small amplitudes, the magnetically induced normal forces are big enough to prevent most of the slippage in the contact. The contact is quasi rigid, the response of the structure linear and the damping low. As the amplitude of the excitation signal increases, the displacement of the sandwich sheets becomes greater. The tangential forces increase but the contact is still maintained by the magnetic normal forces and partial slippage occurs. The friction dissipates a part of the energy and the damping increases.

When the excitation amplitude is further increased, the contact of the sandwich structure passes more and more from partial slippage to total slippage. The friction and hence the damping are more and more reduced and the FRF recovers an upright form with higher peak amplitude. An additional study with a high-speed camera has revealed a relative motion between the soft core and the skins during the vibration.

V.4.2.b Multi-point measurement (SI-MO)

In a second measurement series of the present study, a surface scan has been performed. During the scan, the velocity of the oscillating beam was measured consecutively on various points on the beam and the base and the measurements are used to reconstruct the velocity field on the beam. The comparison of the velocity fields for different excitation amplitudes is supposed to show, whether the mode shape is amplitude dependent. The experimental setup was almost the same as for the single point measurement, but the acceleration and the velocity were recorded by the software of the laser Doppler vibrometer instead of the NI Data Acquisition tool. Three surface scans have been performed in total. The excitation was carried out with a sine signal for three different amplitudes: 1 m/s 2 , 20 m/s 2 and 75 m/s 2 . To highlight the mode shape for each excitation amplitude, the excitation frequency has been chosen according to the phase resonance (cf. figure V.17). The excitation frequencies, chosen by the help of the results for the single point measurement, measured 302 Hz for 1 m/s 2 , 260 Hz for 20 m/s 2 and 232 Hz for 75 m/s 2 . The results for various points on the beam and reference points on the base were recorded and post-processed with Matlab. In a first graphic analysis of the results, the local velocity field are compared. Figure V.18 a shows the velocity fields of the deformed structure for the three tested configurations. The fields are normalized for each configuration with reference to the base (light green), hence the absolute values corresponding to the colors are not important for the comparison. The deformed configurations confirm, that the frequency range excites the third vibration mode as two regions with a strong displacements and three vibration nodes with the same velocity as the base are observed. The comparison of the three configuration shows no significant difference of the velocity fields.

In a second analysis, the velocity fields, measured for the different configurations, are compared point by point. For each configuration, the field contains N velocities measured on the different points j which, at the resonance, form the eigenvector Φ of the resonance mode k as shown in equation (V.10), where the exponent T indicates the transpose of the vector.

Φ k = [v 1 , v 2 , • • • , v j , • • • , v N ] T , (V.10)
To compare the vectors between the three different configurations, the coefficients of a Modal Assurance Criterion (MAC) matrix are calculated by 2, 3 , (V.11) where k and l correspond to one of the three configurations. A coefficient M AC kl of the matrix represents the correlation between velocity fields of the configuration k and l. If the coefficient is equal to 1, the eigenvectors are co-linear and that the velocity fields are identical. A coefficient equal to 0 means that the eigenvectors are oriented in an orthogonal manner and that the velocity fields are very different. The 3x3 MAC matrix for the three tested configurations is shown in figure V.18 b in form of squares with size and color depending on the coefficient. The three values on the diagonal are equal to 1 since the velocity field of the three configurations are compared to themselves. The matrix shows, that there is a monotonic evolution of the mode shape with the excitation magnitude since the coefficients are different from 1, but the variation is very small. In conclusion, it is stated that the nonlinearity does not affect the mode shape in a significant manner. 

M AC kl = Φ T k • Φ l ||Φ k || ||Φ l || 2 k, l = 1,

V.5 Discussion and conclusions

In the present work, the concept of magnetically induced friction damping based on H-MAE is introduced along with a proof of concept. An introduction to the basics of structural dynamics is given in the first section of this chapter, containing experimental modal analysis, nonlinear dynamics and friction damping. An overview over damping strategies, which have been developed based on magnetoactive fluids, elastomers and magnetically induced forces generated by permanent magnets, has been presented subsequently. In previous studies, S-MAE have been employed in beam-like sandwich structures with the aim to vary the damping by a semiactive control of the viscoelastic material parameters, which leads to a variation of the modal characteristics and vibration damping. The concept of magnetically induced friction damping, differentiates from this approach mainly in two points : the contact between the third section of the present study, the skins and the core of the sandwich is not rigid and the damping mechanism is not triggered in a semi-active but in a passive way.

The experimental investigations, presented in the fourth section of the present work, show, that it is possible to prove the concept in a relatively simple setup in which no external magnetic source is needed for the generation of a magnetic field.

In addition, the core maintains the sandwich assembled with no need for glue or bolts. An advantage of the concept, presented in this work, for friction damping, is the generation of the contact pressure. The control of the contact pressure over the surface is conducted by the material itself and the intensity of the contact pressure is moderate which favors friction damping. The compliant material can adapt to the rigid skins and the influence of surface asperities or fabrication tolerances is supposed to have a lower influence than in a contact area formed by two stiff materials. During the deformation of the beam, the soft core deforms as well and maintains the surface pressure presumably constant. The two former statements are suppositions which have to be confirmed experimentally. One of the difficulties when working with magnetic fields is the guidance of the magnetic flux. A lot of the materials employed in supporting structures and measurement equipment are made from materials with a high magnetic permeability. It has to be assured that magnetic flux stays in the circuit established by the sandwich core and the skins which is the reason for the choice of aluminum and brass in the clamping. The latter also provided a spacing towards the electromagnetic shaker. The damping strategy is passive, which means that it is restricted to a specific magnitude range. One solution could be the inclusion of external magnetic fields in the measurement setup, which has already been realized for S-MAE. But the magnetic field could also be altered by a change in the magnetic circuit around the core. Varying the air gap or guiding the flux in a secondary magnetic circuit could be interesting design concepts to create a semi-active control mechanism for magnetically induced friction damping. With regard to the sandwich, instead of using a full MAE core, the latter could be positioned intentionally at the places where the structure deforms the most. This would not only lead to a gain in weight but could also influence the relative movement between skins and the core since the patches are less blocked by surrounding material and the contact force would be different compared to situation with a full core MAE sandwich. Modeling the physical processes will be helpful for the design of friction damping MAE sandwich structures. Multi-physical models containing the magnetic and mechanical behavior of the structure as well as the coupled contact mechanics have to be established on this purpose.

Conclusions and perspectives

The present PhD thesis deals with a mechanically stiff and magnetically Hard MagnetoActive Elastomer (stH-MAE), composed of NdFeB particles and a silicone matrix. Chapter I provides an overview over the basics of continuum mechanics, magnetism and the description of the magneto-mechanical coupling. This state of the art and the number of assumptions, which are used to derive the required expressions, show the complexity of the magneto-mechanical coupling and are helpful to put the present work in the context of continuum physics. In the following, general conclusions on the work with stH-MAE are drawn and perspectives for future investigations are outlined. This chapter is separated thematically in two sections, which cover the material behavior of the stH-MAE (chapters II and III) and the application cases (chapters IV and V) respectively.

Material behavior of stH-MAEs

The isotropic composite materials, used throughout the present thesis, have been elaborated manually and the manufacturing process is described in detail at the beginning of chapter II. Several experimental characterization methods have been used to reveal the material properties of the composite. The magnetic behavior is demonstrably determined by the magnetic particles and the volume fraction: firstly, the coercive field strength of composite and particles is similar. Secondly, the evolution of coercive field and residual flux density with increasing temperature can be predicted by the temperature coefficients of the magnetic powder. These properties are independent from the volume fraction. The residual flux density shows a linear dependence on the volume fraction with a proportionality coefficient corresponding to the residual flux density of the powder. Important magnetic characteristics of an isotropic stH-MAE can hence be predicted by the help of the magnetic characteristics of the powder and the particle content. A quasi-static mechanical characterization has revealed an isotropic behavior and typical characteristics of filled elastomers. The visco-elastic properties of the matrix material and composites with different filling ratios were determined by dynamic-mechanical analysis (DMA). The stiffness and the dissipation increase with the particles content during dynamic loading. The influence of the dynamic loading frequency and the temperature on the material behavior has furthermore been demonstrated and underlines the importance of the loading conditions and the environment on the mechanical behavior of stH-MAE. The comparison of storage modulus and loss factor of magnetized and non-magnetized composites reveals, that the magnetization does not have a significant influence on the dynamic mechanical properties of the stH-MAE studied in this work. In addition, quasi-static mechanical tests in present of a magnetic field show no significant variation of the elastic properties.

The magneto-mechanical coupling in the tested stH-MAEs due to the magnetization of the composite and due to moderate external magnetic fields (40 kA/m) is characterized as weak. Nevertheless, first results with the magneto-mechanical test bench1 indicate the presence of an additional constraint provoked by magnetic fields when the deformation of a specimen is blocked.

In addition to the experimental investigations on the macroscopic properties, stH-MAEs are studied on the microscopic scale by the help of numerical modeling in chapter III. An analysis of the interactions between two spherical magnetized particles has been performed to enhance the understanding of the magneto-mechanical interactions. The resulting forces and torques are dependent on the orientation of the magnetization with respect to the direction of alignment of the particles. An analytic model, based on magnetic dipoles, leads to similar results as the numerical simulation and furthermore provides the results instantaneously. Considering the limits of the dipole approximation (discussed in the corresponding section), the approach proofs to be a time saving modeling tool for particle interactions. Just like the resulting forces and torques, generated by the remanent magnetization of the particles, the mechanical stress in the matrix of a composite is also dependent on the spatial configuration of the particles with respect to the direction of magnetization. This result is highlighted in a two dimensional numerical study with two particles in different spatial configurations. To analyze the influence of the particle interactions on the macroscopic material behavior, a magneto-mechanical homogenization framework has been developed and is presented in this thesis. It is based on two dimensional numerical simulations assuming in plane stress and magnetic fields. The framework comprises the automatized generation of structures with randomly dispersed circular inclusions in a square matrix element, the implementation of periodic magnetic and mechanical boundary conditions, the implementation of the coupling and the determination of the properties of an equivalent homogeneous material. Convergence studies of the properties with respect to the number of inclusions have been performed for two composite types with different volume fractions. As stated before, the particles' magnetization generates initial mechanical and magnetic constraints, which are revealed by the simulations and called operating point. The initial constraints are separated from the constraints caused by an external loading, to determine the behavior of an initially magnetized composite. The simulations reveal an insignificant influence of the particle magnetization on the elastic properties, which is in accordance with the experimental results. Concerning the magnetized composite, the numerical simulations show the same tendencies as the experimental results: The material is mechanically isotropic, the stiffness and the residual flux density increase with the volume fraction of magnetic particles. In addition, the residual flux density, obtained by the homogenization procedure at the operating point, is in good accordance with the experimental results. The qualitative results for the mechanical properties are in accordance with the experimental results only for the smaller volume fraction.

Additional mechanical simulations show, that the accordance can be improved by considering the third spatial dimension. The coupling coefficients, obtained by 2D numerical simulations, are evaluated qualitatively for this reason. The strongest coupling is obtained when the magnetization and the loading are aligned with the direction of the observed quantity. The constraints, generated by the magnetomechanical coupling, are relatively weak. A linear PiezoMagnetic(PM) model is established on the macroscopic scale by the help of the effective properties. It comprises the effective stiffness and permeability as well as the coupling coefficients, determined by the numerical simulations. The comparison of the PM model to numerical simulations shows, that the first-mentioned is capable to represent the coupled material behavior in vicinity of the operating point. The coupling is well approximated for small mechanical or magnetic loadings, where the behavior is linear.

A definite perspective of the experimental work on the material behavior is the further development and use of the magneto-mechanical test rig, presented in chapter II. Further experimental investigations have to be performed to confirm the results and the conclusions of the first tests. The simultaneous improvement of the numerical model is another short-term perspective. In the current state, the magnetic part of the setup is represented in a sufficiently detailed manner in contrast to the mechanical part. A "digital twin" of the experimental setup will be helpful to validate experimental results and forward the modeling of the composite material. Additional experimental tests could comprise materials different from the one presented in this work. Softer elastomer matrices could be used for example to generate a stronger magneto-mechanical coupling. If the composite is supposed to act as a permanent magnet, the increase of the residual flux density is a possible topic for future studies and could comprise the analysis of transversely isotropic structures or composites based on particles with different material properties and shape compared to the present study. The numerical homogenization framework, presented in this thesis, can be used in this context for the design of the material and guide the choice of primary materials for example. The comparison of experimental and numerical results shows, that the model is not yet operational for the prediction of quantitative mechanical and coupled properties. The threedimensional representation of the microstructure improves the approximation of the mechanical properties and the addition of further details like irregularly shaped particles should further improve the model. However, knowing that the actual microstructure cannot be represented and future improvements of the model should target the estimations of reasonable boundaries for the effective behavior and not its exact prediction. Less immediate perspectives concern the loading conditions and additional material properties. The magnetic material behavior could be studied in dynamic magnetic fields which would provide useful information for the design of actively controlled applications. An important topic for future studies is the viscous component of the mechanical material behavior, which plays a significant role in dynamic applications and has only partly been addressed by the present work. Cor-responding studies could comprise the influence of the magnetization and external magnetic fields on the viscous component. Experimental results for the viscous behavior or the magnetic hysteresis for example could be used to expand the validity of the material model. In the present work, a unidirectional coupling was analyzed for a configuration where the loading and the polarization of the specimen were oriented in the same direction. In future studies, the coupling could be studied for other loading configurations (compression, shear) and with a different orientation of the polarization with respect to the loading direction. The magnitude of the loading was kept small during the experiments presented in this work. Future studies could comprise the analysis of the large strain behavior of the composite. From an experimental point of view, this is especially challenging for the magnetic part of the tests. Structural effects will come into play, the change of the specimen's shape for example is likely to influence the internal magnetic field and the generation of homogeneous magnetic fields in large volumes is difficult. In addition, structural damage effects like the debonding of particles and the matrix may occur.

Application possibilities for stH-MAE

In the second part of this PhD thesis, two application possibilities of stH-MAE are presented. The functional principles rely on the combination of a permanent magnetization and the low stiffness (chapter IV) and the combination of the permanent magnetization and the friction coefficient (chapter V).

Chapter IV deals with the forces, generated by magnetized stH-MAE composites and presents a study dedicated to the magnetic actuation of membrane structures. A preliminary study on magnetically induced forces shows, that the force increases with the particle content. The influence of the shape of an stH-MAE specimen on its capacity to induce mechanical interactions is experimentally demonstrated with specimens of different thickness. It is shown, that the force, generated by the specimens, increases with the aspect ratio in the direction of magnetization. The numerical modeling of the experimental tests validates the conclusions and visualizes the demagnetizing effect. In addition, the model underlines how important the knowledge of material parameters and the geometry of the magnetic circuit are for the numerical modeling of magneto-mechanical interactions at the macroscopic scale. Afterwards, the chapter addresses the difficulties of the magnetic actuation of H-MAE membranes. The results of the preliminary study indicate, that the aspect ratio of membranes is disadvantageous for the generation of high actuation forces which inhibits high deflections. In addition, the forces are developed primarily in the outer regions of a membrane where, a high field gradient and a higher flux density are present, but which is fixed in general.

The present work suggests a bidirectional magnetization of stH-MAE membranes to overcome these problems. Magnetic measurements show, that a pole transition, crossing the membrane in the middle, increases the intensity of the magnetic flux density and generates a gradient in the flux density field. In experimental tests, membranes with unidirectional and bidirectional magnetization were deformed due to interactions with corresponding permanent magnets and the out of plane displacement has been analyzed. The displacement of membranes with bidirectional magnetization exceeds the displacement of unidirectionally magnetized membranes by a large extend. The misalignment of magnet and membrane are studied experimentally and by the help of numerical simulations. The study shows, that pole transitions offer the possibility to localize the magnetically induced forces.

The results, presented in chapter IV, are a proof of concept. Additional tests are necessary to quantify the actuation properties of bidirectionally magnetized stH-MAE membranes. The maximum deflection of the membranes could be studied as a function the aspect ratio and the content of magnetic particles. Besides the deflection, the force, which is developed by the membrane, is an interesting characteristic for the development of actuators based on the composite membranes.

The dynamic actuation properties are another important factor which should be characterized, especially in view of the viscous behavior of the composite material. A bidirectional actuation may be preferable to the use of the elastic restoring forces. The permanent magnet could be replaced by an electromagnetic actuator or an Electro-Permanent Magnet (EPM). The integration of magnetized stH-MAE membranes in magnetic circuits is probably a challenging task due to the interaction forces generated by the membrane itself. On the other hand, the forces may be useful to generate stable states of the membrane actuator without additional energy supply.

Chapter V demonstrates the application of stH-MAE for passive vibration attenuation in the context of magnetically induced friction damping. Patches of the magnetized composite are inserted between ferromagnetic skins. The magnetic forces between the stH-MAE and the skins maintain the assembly together in a sandwich configuration. The sandwich is subjected to continuous oscillations and the response of the structure is recorded for different frequencies and amplitudes in vicinity of the phase resonance. The resonance frequency and the modal damping frequency response function varies with the excitation magnitude. The resonance frequency decreases with increasing excitation magnitude. The damping, on the contrary, increases at first with the excitation magnitude and then decreases for further increase of the excitation magnitude. Jump phenomena indicate a nonlinear behavior for moderate excitation amplitudes. The decrease of the resonance frequency in combination with the variation of the damping is characteristic for friction damping with varying contact stiffness. In the experiment, the amplitude dependence is caused by the varying contact state between the elastomer core and the skins. Three different contact states are supposed to be responsible for the variation of the frequency response: Total stick for low amplitudes, partial sliding for moderate amplitudes and total sliding for high amplitudes. The application of stH-MAE for friction damping is advantageous since the material generates a moderate contact pressures that is furthermore distributed on the surface due to the physical mechanism and the compliance of the composite. The core is supposed to be capable to follow the deformations of the skins which probably favors the maintain of the contact force but the assumption has to be confirmed experimentally. The damping mechanism is passive, which means that it is restricted to a specific magnitude range. To overcome this limit and develop a semi-active control, external magnetic fields could be included in the measurement setup of future studies. Another possibility is the modification of the magnetic circuit around the core by varying the air gap for example or by guiding the flux in a secondary magnetic circuit. Instead of using a full MAE core, the patches could be positioned intentionally at the places where the structure deforms the most to gain weight and maybe increase the relative movement between skins and the core. Modeling the physical processes will be helpful for the design of friction damping MAE sandwich structures. Multi-physical models containing the magnetic and mechanical behavior of the structure as well as the coupled contact mechanics have to be established for this purpose. In addition, the modeling has to include, inter alia, non-stationary magnetic fields and phenomena like Eddy currents.

Specimen [kPa] -0.16 ± 0.68 -0.38 ± 0.96 In the following, the acceleration stays in the tolerance interval until but decreases in vicinity of the resonance, therefore a second correction of the output voltage is necessary at 239 Hz. The acceleration increases in the following but stays in the tolerance interval until the end of the measurement at 200 Hz so that a further adaptation of the voltage amplitude is not necessary. 

         ε 1 ε 2 ε 3 2ε 4 2ε 5 2ε 6          =          1/E 1 -ν 21 /E 2 -ν 31 /E 3 0 0 0 -ν 12 /E 1 1/E 2 -ν 32 /E 3 0 0 0 -ν 13 /E 1 -ν 23 /E 2 1/E 3 0 0 0 0 0 0 1/G 4 0 0 0 0 0 0 1/G 5 0 0 0 0 0 0 1/G 6                   σ 1 σ 2 σ 3 σ 4 σ 5 σ 6          (A.1)                ε A 1 ε A 2 ε A 3 ε B 1 ε B 2 ε B 3 ε C 1 ε C 2 ε C 3 2ε D 4 2ε E

Figure 1 :

 1 Figure 1: Examples of commercially available magnetic strips (a, [RS Components 2020]) and magnetic sheets (b, [TheMagnetShop 2020]).

Figure 3 :

 3 Figure 3: Schematic representation of different experimental testing methods applied on a magnetized H-MAE specimen, B -magnetic flux density, H -magnetic field, σ -mechanical stress, ε -mechanical strain.

Figure 4 :Objective 3 :

 43 Figure 4: 3D numerical model of a MAE microstructure (a, [Mukherjee+ 2020]) and continuum model of a MAE on the macroscopic scale and the microscopic scale (b, [Kalina+ 2020]).

Figure 5 :

 5 Figure 5: Applications based on the stiffness change of MAE (purple) due to magnetic fields applied via coils (orange) : sandwich structure for vibration damping (a, [University of Nevada 2004]) and haptic device (b,[Immersion Corp 2018].

Figure 6 :

 6 Figure 6: Examples of a MAE membrane actuator (purple) actuated by a coil (orange) in a normally open valve: open state (a) and closed state (b) [ZF[START_REF] Friedrichshafen | Magnetically actuated valve[END_REF]).

Figure 7 :

 7 Figure 7: Passive valve, normally closed by the interaction forces between an H-MAE (purple) and a permanent magnet (red) (a), which opens when the pressure overcomes the magnetic forces (b).

Figure I. 1 :

 1 Figure I.1: Different configurations of the material domain B

  14) which leads to the balance equation of the angular momentum on the point P: DL P Dt = LP = M P . (I.15) Substituting equations (I.13) and (I.14) in equation (I.15), the relation leads to Cauchy's second equation, which states that the second order tensor σ is symmetric: σ T = σ . (I.16)

Figure I. 3 :

 3 Figure I.3: Schematic representation of the polarization (a) and the magnetic flux density (b) during the first magnetization of a ferromagnetic material and representation of the hysteresis curves of magnetically hard and soft materials (c).

JFigure I. 4 :

 4 Figure I.4: Schematic representation of the hysteresis loop of J and B (a) and hysteresis curve for B with focus on the magnetic flux density of a magnetize material for small magnetic fields.

Figure I. 5 :

 5 Figure I.5: Schematic representation of the pillbox method applied to obtain the jump of the tensor T over the surface S, height 2h of the pillbox non-negligible (a) and h → 0 (b).

Figure I. 6 :

 6 Figure I.6: Components of the magnetic flux density B in the coordinate systems [e 1 e 2 e 3 ] (a) and [e n e t e n×t ] (b).

  Figure II.1: Schematic representation of MAE with isotropic microstructure (a), transversely isotropic microstructure with the magnetic field H applied during the polymerization (c) and scanning electron microscope images of MAE cured without an external field and in a field of 0.8 T obtained by [Chen+ 2007] (b).

  5 T to 2 T [Stepanov+ 2012; Borin+ 2013; Schümann+ 2017]. The intensity of the magnetic field used for the alignment of particles in transversely isotropic structures stays comparatively moderate compared to the magnetization fields [Schümann+ 2017; Wen+ 2017]. Several studies show, that the remanent magnetization increases with the volume fraction [Kramarenko+ 2015; Kim+ 2018]. The magnetic behavior of a composite, containing magnetically soft and hard particles (Fe: 65 % and NdFeB: 35 %), has been studied by [Kramarenko+ 2015] (figure II.2 b). Compared to specimen which contained only NdFeB particles, the saturation magnetization of the hybrid composites increased due to the magnetically soft powder but the remanent magnetization and the coercive field strength decrease at the same time.

Figure II. 2 :

 2 Figure II.2: Magnetization curves for S-MAE with different volume fractions (a), obtained by [Li+ 2011], and for H-MAE and a "hybrid" composite containing magnetically soft and hard particles (b), obtained by [Kramarenko+ 2015].

  3 a). A great difference of the coercive field is observed: Hc measures about 750 kA/m for the rigid composite and only about 60 kA/m for the soft composite.

Figure II. 3 :

 3 Figure II.3: Magnetization curves for magnetically hard composites with PDMS matrix and epoxy matrix (a) and consecutive hysteresis loops for a composite with PDMS matrix (b) from [Linke+ 2016].

Figure II. 4 :

 4 Figure II.4: Stress-strain curves of a non-magnetized specimen and two specimens magnetized in different fields H (a) from [Stepanov+ 2012] and stress strain curve of a magnetized specimen showing two different moduli (b) from [Borin+ 2013]

Figure II. 5 :

 5 Figure II.5: Storage shear modulus of an H-MAE as a function of the magnetic field for cyclic magnetic loading starting with a field opposite to the magnetization (a) from [Wen+ 2017] and stress-strain relation during the shear loading of an H-MAE for different magnetic fields (b) from [Kramarenko+ 2015].

Figure II. 6 :

 6 Figure II.6: Transparent, cured silicone specimen in dumbbell form (a) and SEM image of the magnetic powder MQFP-14-12 provided by Magnequench T M .

Figure II. 7 :

 7 Figure II.7: Elaboration procedure for magnetically hard, magnetized stH-MAE composite specimen.

Figure

  Figure II.8 b shows a part of the fractured surface with 5000x magnification. A large size distribution as well as irregular forms of the particles are observed. The analysis could only be performed with non-magnetized samples as the magnetic field of magnetized specimens interfered with the electron beam of the SEM and, as a consequence, the images were blurred.

Figure II. 9 :

 9 Figure II.9: Demagnetization curves of a compressed powder sample and the specimen S mag1 .

Figure II. 10 :

 10 Figure II.10: Magnetic hysteresis loop of the specimens S mag1 and S mag2 at 20 • C.

  Figure II.13: Dependence of residual flux density Br (a) and coercive field strength Hc (b) on the temperature, measurement values of S mag1 and S mag3 as well as estimation bounds.

Figure

  Figure II.13 b shows the evolution of the coercive field strength Hc of S mag3 between 50 • C and 130 • C and of S mag1 at 20 • C. A measurement uncertainty of 4 kA/m for the magnetic field is specified for the test device and represented for the experimental results. The uncertainty is mainly due to the remanence of the extraction magnetometer. A prediction for the range of Hc was made using equation (II.3) in the same way as for the prediction of Br. While the value for Hc

Figure II. 14 :

 14 Figure II.14: Dumbbell specimen S mec1 (a) and arrangement of the four specimen showing their relative positioning towards each other in the composite sheet (b).

Figure II. 15 :

 15 Figure II.15: Measurement setup (a) showing the universal testing machine with components 1 -load cell, 2 -laser interferometer, 3 -clamps, 4 -camera objective and 5 -light source, mounted specimen in a perspective where its surface faces the laser (b) and mounted specimen in a perspective where its surface faces the camera (c).

II. 4

 4 .1.b Large strain behavior the composite The specimens were strained until failure during the tests and their fracture area was analyzed afterwards. Figure II.16 a shows the positions of the fracture area. The fractured regions have irregular forms and extends in the direction of the specimens' length in two of three cases. The region of S mec1 is more regular and extends less.

Figure II. 16 :

 16 Figure II.16: Fractured specimen with an indication of the fracture position on the specimen (a) and zoom on the fractures (b).

A

  digital image correlation (DIC) was performed for specimen S mec1 . Figure II.18 a shows the sample in a non-deformed state. The speckles are visible as well as protruding parts reflective tape from the other side of the specimen. The region of interest (ROI), defined for the DIC, is shown in figure II.18 b. An algorithm, developed at the institute FEMTO-ST (cf. [Amiot+ 2013]), was used to determine the local displacement at the surface of the specimen and to calculate a corresponding average deformation in the directions e x and e y of the ROI. During the elongation of the specimen, the ROI is not only deformed, but also displaced in the direction e x . Displacement and deformation are illustrated in figure II.18 c by the help of the protruding reflective tapes. Two images of the specimen are shown, the first in the initial configuration and the second with a calculated average deformation of 8 % of the ROI in the direction e x . Both of the reflecting tapes are displaced but the displacement of the lower tape (green arrow) is smaller than the displacement of the upper tape (yellow arrow). The displacement is determined by the algorithm and subtracted from the results.

Figure

  Figure II.18: Camera view on the specimen (a) including the Region Of Interest (ROI) for the Digital Image Correlation (DIC) (b) and visualization of the displacement between the initial configuration and a deformed configuration (c).

Figure

  Figure II.19: Relation of the mean deformation of the ROI in the direction e x and e y obtained from the DIC and result of a linear regression.

  Figure II.20: Geometric parameters of the DMA specimens and experimental setup containing 1-force transducer, 2-specimen, 3-displacement transducer, 4-shaker (a) and schematic representation of force and displacement signals (b).

Figure

  Figure II.21: Storage modulus E of the pure silicone specimen S mec4 (a) and the composite specimens S mec5 (b) and S mec6 (c) in a frequency range from 2.15 Hz to 100.00 Hz and temperature range from 20 • C to 150 • C at 1 % deformation.

Figure

  FigureII.22 shows the loss factor of the silicone and the stH-MAEs. For S mec4 , it lies in a range from 0.069 to 0.117, while tan(δ) of S mec5 and S mec6 reaches from 0.080 to 0.136 and from 0.106 to 0.179 respectively. An increase in temperature decreases the loss factor. As the polymer chain mobility is increased by the temperature, they displace more easily and the energy dissipated by this process decreases, consequently the loss factor does the same. This behavior can be observed for all specimens, while the magnitude of the loss factor is quite different. A continuous increase in frequency in the contrast does not have a monotonous effect even though an overall decrease of the loss factor from 2 Hz to 100 Hz is observed. In this range, the loss factor seems to decrease in steps for the pure silicone sample and even increase up to a frequency of 10 Hz at higher temperatures. The decrease in steps is less pronounced in the composite material but an increase in

Figure

  Figure II.22: Loss factor tan(δ) of the pure silicone specimen S mec4 (a) and the composite specimens S mec5 (b) and S mec6 (c) in a frequency range from 2.15 Hz to 100.00 Hz and temperature range from 20 • C to 150 • C at 1 % deformation.

Figure

  Figure II.23: Scheme of the specimen in tensile DMA configuration (a) magnetized in the direction of its length (b) and its thickness (c).

Figure II. 24 :

 24 Figure II.24: Relative storage modulus E rel of the composite material before magnetization (gray) and after magnetization in the direction M F (a) and M ⊥ F (b).

Figure

  Figure II.25 shows the mean relative loss factor tan(δ) rel for the eight specimens before and after magnetization as well as the standard deviation of the three measurements for each specimen. The dispersion of the results increases strongly for the specimen magnetized in the direction M F . The increase is present but less pronounced if M ⊥ F . The variation of tan(δ) rel due to the magnetization does not show a clear trend like the variation of E rel . Differences of about ±2 % are observed for M F (figure II.25 a) and M ⊥ F (figure II.25 b). The average increase of 0.3 % and 0.6 % is insignificant.

Figure

  Figure II.25: Relative loss factor tan(δ) rel of the composite material before magnetization (gray) and after magnetization in the direction M F (a) and M ⊥ F (b).

Figure

  Figure II.26: Numerical results of the residual flux density distribution in the specimen for the configurations M F (a) and M ⊥ F (b).

Figure

  Figure II.27: Experimental setup for the study of the magneto mechanical characteristics of H-MAE in an external magnetic field.

Figure II. 28 :

 28 Figure II.28: Mechanical part of the experimental setup : photographs of the upper part (a) showing 1 -basic structure, 2 -upper fixed clamp, 3 -lower mobile clamp, 5 -specimen and of the lower part (b) showing 6 -intermediate platform, 7 -displacement sensor, 8 -aluminum plate, 9 -load cell and 10 -micrometric stage as well as schematic views visualizing the clamping of the specimen (c) and the functional parts for the mechanical loading (d).

  Figure II.29: Illustration of the mechanical loading: initial state of the setup (a) and tensile loading (b) of the specimen and modeling of the tensile tests including the elastic properties of the components (c); dist -distance measurement, F 0 -reference force, F -force during mechanical loading, blue arrow -stage displacement, u -displacement, k -stiffness.

Figure II. 30 :

 30 Figure II.30: Evolution of the displacement u (a) and the force F (b) during a loading step, measurement signals and moving average (10 values per point).

Figure

  Figure II.31: Force -displacement curves obtained for mechanical loading in absence of an external magnetic field for two consecutive mountings of the specimen, (a) and (b).

  in figureII.32). During the test with a measurement device developed by the company MMT, a Hall sensor was displaced in the plane of 32 mm × 32 mm. The sensor was displaced by a linear stepper motor in steps of 1 mm. The magnetic field, calculated from the measurement of the magnetic flux density in the air, is shown in figure II.32.

Figure

  Figure II.32: Magnetic circuit consisting of 1,3 -immobile parts (pure iron), 2 -permanent magnet (NdFeB), 4 -mobile part (pure iron), 6 -air gap (small (a) and a big (b)) and magnetic field in the mid-plane 5 (c) of an air gap of 51 mm.

Figure

  Figure II.33: Numerical model of the magnetic circuit (a), visualization of the magnetic field (pink arrows) in the air gap (b) and magnetic field intensity |H z | in the e x -e y plane in the middle of the air gap (c).

Figure II. 34 :

 34 Figure II.34: Schematic view of the experimental setup including the magnetic circuit (a), side view on magnetic circuit and specimen fixation (b) and schematic view of mechanical loading in presence of a magnetic field (c), M -magnetization of the magnet, H -magnetic field in the air gap.

  figure II.34). The evolution of the force and the displacement during the positioning of the circuit are shown in figure II.35 a. The gray dots show the measurement values while the black dots represent a moving average based on 10 measurement points. Displacement and force signals show a strong variation during the time in which the circuit was positioned (3 s -15 s) and a difference between the stationary values at the beginning and the end of the process (green and red dots in figure II.35 respectively).

Figure II. 35 :

 35 Figure II.35: Evolution of the displacement and the force applied on the specimen during the positioning of the magnetic circuit (a) and its removal (b) from the experimental setup.

  Figure II.36 visualizes the magnetic loading and unloading as well as the mechanical loading.

Figure II. 36 :

 36 Figure II.36: Schematic view of the experimental setup showing the static magnetically unloaded and loaded state (a) and the mechanical loading (b), B r -residual flux density of the specimen, H -magnetic field in the air gap.

Figure II. 38 :

 38 Figure II.38: Mechanical model of the different loading states in the experimental setup.

Figure II. 40 :

 40 Figure II.40: Geometries used in the coupled numerical simulations (air volume hidden) (a) and schematic view of the mechanical boundary conditions and the evaluation quantities, F react -reaction force.

  The flux density is relatively homogeneous in the major part of the specimen. A comparison of the residual flux density of the specimen (0.293 T) and the average flux density in the specimen in a negligible external field (volume average, 0.282 T) shows a difference smaller than 5 %. The demagnetization of the specimen in the air remains small since the specimen is magnetized in a magnetically favorable direction where the aspect ratio is high. The inhomogeneity of B z near the upper and lower specimen boundaries is also visible when the specimen is surrounded by an external magnetic field, as the right graphic of figure II.42 b shows. The magnitude of B z in the specimen increases due to the external field, which is oriented in the same direction as the magnetization of the specimen. The average magnetic flux density in the specimen measures 0.362 T in this configuration. The right graphic in figure II.42 b indicates, that the magnetic field is not significantly deformed by the specimen. This observation is confirmed by a calculation of the average magnetic flux density B z . Without the specimen, the average magnetic field component H z in the air measures about 60 kA/m in the region where the specimen is placed. Using the material parameters of the specimen and the relation B z = µ 0 µ r H z +Br z , a flux density of 0.380 T is obtained. Compared to the average flux density of 0.362 T, obtained by the numerical simulation, the difference is of 5 %. In conclusion, the influence of the field generated by the magnetic circuit on the field generated by the magnetization of the specimen is almost a linear superposition. This behavior is due to the low deformation of the magnetic field by the specimen which has its origins in the low permeability of the magnetized material.

Figure

  Figure II.42: Numerical simulation of the magnetized specimen positioned in the air gap of the magnetic circuit: geometry with evaluation x-z plane (a) and zoom on the specimen in the x-z plane for different residual flux densities of the magnet (b), H -magnetic field in the air gap, B zz component of the magnetic flux density in the specimen.

Figure

  Figure II.43: Comparison of the loading cycles 1 (a) and 2 (b) obtained from the measurements with S mm9 for different magnetic loading states.

Figure

  Figure II.44: Stabilized mechanical loading cycles obtained on two consecutive days in absence of a magnetic field (a) and for the configuration H ↑↑ M (b).

Figure III. 1 :

 1 Figure III.1: Representation of important properties and the characteristic size of a MAE composite material on different scales.

Figure III. 2 :

 2 Figure III.2: Schematic representation of an analytical homogenization approach based on inclusion problems for a bi-phase composite material.

Figure III. 3 :

 3 Figure III.3: Schematic representation of a random microstructure with a Representative Volume Element (RVE) (b) and a periodic microstructure with the corresponding Representative Unit Cell (RUC) (a), l -characteristic size.

Figure III. 4 :

 4 Figure III.4: Continuum models of an RVE (a) and an RUC (b) cell containing particle and matrix domains and continuum model of a specimen surrounded by an air volume, B -domain, ∂B -boundary

Figure

  Figure III.5 visualizes a RUC subjected to a shear loading. The total displacement is composed of a part induced by the average response (red) and local, periodic fluctuations of the displacement (blue).

Figure III. 5 :

 5 Figure III.5: Schematic representation of an RUC, the displacement is decomposed in an average part (red) and the fluctuations on the boundaries (blue).

Figure III. 6 :

 6 Figure III.6: Interaction forces (red arrows) between two ferromagnetic particles in a magnetic field H 0 for three different relative positions [Borcea+ 2001].

Figure III. 7 :

 7 Figure III.7: Results obtained by [Galipeau+ 2012] for a composite with spherical particles, a matrix stiffness G subjected to uniaxial tension in a magnetic flux density b: surface traction t on the composite boundary as a function of the strain ε for different b (a) and G (b).

  [START_REF] Galipeau | Magnetoactive elastomers with periodic and random microstructures[END_REF].III.1.3.c Particles modeled as continua -Numerical models Besides the analytic models, a variety of microscopically motivated numerical models has been presented. Numerical studies are often carried out in a 2D context in the view of the computational costs generated by 3D meshes. It is common to use periodic conditions on the boundaries of RVE: periodic displacements are forced in the mechanical domain and a periodic magnetic potential in the mechanical domain[Zabihyan+ 2018; Kalina+ 2020;Mukherjee+ 2020]. The examples stated in the following are based on 2D simulations with magnetically soft particles if not otherwise specified. The study of[START_REF] Metsch+ | [END_REF]] concerns the magnetostrictive effect in magnetically soft MAE. The model is based on a microscopically motivated continuum model and the computational homogenization scheme presented by[START_REF] Spieler | XFEM modeling and homogenization of magnetoactive composites[END_REF]]. The model accounts for small strains and magnetically nonlinear behavior. During the study, the magnetically induced strain of different RUC is analyzed (cf. figure III.8). The tested unit cells have a nearly equivalent volume fraction but different microstructures. The results of the magnetically induced strain in the direction of the applied field show a clear dependence on the microstructure. It is furthermore shown, that the magnetic saturation of the particles reduces the magnetostriction.

Figure III. 8 :

 8 Figure III.8: Magnetostrictive strain as a reaction to an applied magnetic field for RUC with different microstructures and particles with a linear (a) and nonlinear (b) magnetic behavior, results obtained from simulations by [Metsch+ 2016].

Figure III. 9 :

 9 Figure III.9: Models of the microstructure (a) and average magnetization curves (b) obtained from the simulation of an H-MAE composite with hysteretic magnetic behavior by [Kalina+ 2020].

Figure

  Figure III.10: Summary of the different parts of the multiscale model.

  Figure III.11 shows a schematic drawing of a particle magnetized surrounded by a matrix material.

Figure III. 11 :

 11 Figure III.11: Schematic representation of a particle surrounded an elastomer matrix, indicating the particle and elastomer domains, B p and B p respectively, and the interface ∂B ep (a) as well as the center of gravity O, a point P S on the boundary and the surface normal p n of the particle.

  5 µm. Particles p 1 is placed at the position r 1 = [0 0 0] m. Particle p 2 is placed at a distance of d = 11 µm with respect to particle p 1 at the position r 2 = d•[sin(θ) cos(θ) 0]. θ corresponds to the angle between the vector r, pointing from p 1 to p 2 , and the magnetization in the e 1 -e 2 plane. The residual flux densityBr of the particles is oriented in the direction e 2 . When the angle θ is altered, the orientation of p 2 with respect to particle p 1 changes but the distance is kept constant. Figure III.12 a shows two different configurations: θ = 0 • and θ = 45 • .

Figure

  Figure III.12: Schematic representation of the 2 -particle study and results for the interaction energy between the two particles as a function of the angle θ between their alignment and their magnetic moment.

Figure III. 13 :

 13 Figure III.13: Components of the force on particle 2 in the e 1 -e 2 plane calculated in FEM and BEM simulations and with the dipole model represented as a function of θ (a,b) and in the e 1 -e 2 plane (c).

Figure III. 14 :

 14 Figure III.14: Components of the torque on particle 2 in the direction e 3 calculated by the help of FEM and BEM simulations and with the dipole model represented as a function of θ.

  Figure III.15: Numerical results of the local principal stresses and the magnetic flux density resulting from the magnetomechanical interaction of two magnetized particles in a nonmagnetic matrix in three different configurations.

Figure

  Figure III.15 also shows the principal stresses in the matrix in vicinity of the particles. It has been stated before, that particles, which are aligned in their direction of magnetization, attract each other. As shown in the upper left diagram of figure III.15, the matrix between the particles is compressed as a consequence.In a configuration where θ measures 45 • , the magnetic torque reaches its maximum. Both particles turn in the same direction to align their magnetic moments. The rotation of the particles creates a movement in the matrix that induces a shear stress. When θ corresponds to 90 • , the particles are aligned in the direction perpendicular to their magnetization. The resulting repulsive forces increase the distance between them and the matrix is stretched. The particle interactions are qualitatively equivalent to the interactions found for the corresponding configura-

  5 µm which corresponds to the mean value of the particles size distribution (PSD50) for the particles used in the experiments (cf. chapter II). The standard deviation can either be used to distribute the particles size or be set to zero, in which case all particles have the same size. A subset of radii is generated and particles from the first set are added until the volume fraction is reached. Afterwards, the positions of the particles are generated. The first particle is always placed in the center of the matrix. To place the remaining particles, a set of random positions in the matrix volume is generated. The positions are tested one after another on the possibility of overlapping with the already positioned particles. If no intersection with any existing particle is detected, a new particle is placed. If the center of a particle is close to a boundary, a part of the particle lies outside the RVE. For the generation of a periodic cell it is necessary to duplicate the protruding part of the particle on the opposite boundary and to cut the parts that lie outside the matrix. Particles placed in corners are duplicated 7 times(3 times in 2D simulations). Different types of microstructure that can be generated by the algorithm are represented in figure III.16. Figure A.1 in the appendix resumes the algorithm used to generate the particles and their positions in a flow chart. The algorithm has been adapted to the generation of 2D and 3D models.

Figure

  Figure III.16: Different microstructure types: 2D -uniform particles size (a), 2D -distributed particle size (normal law) and 3D -uniform particles size (c).

  a. For isolated particle pairs, the local states of the previous study can be observed. Depending on the alignment of the particles, compression, traction or shear stress is induced in the matrix and the local stress state depends strongly on the microstructure. The norm of the magnetic flux density (coloring) as well as the flux lines (white lines) are presented in figure III.17 b. The flux mainly propagates in the e 2 direction, which corresponds to the direction of magnetiza-tion of the particles. It emerges from one particle and propagates towards the next particles present following the e 2 direction. The color gradient in the particle domains shows, that the flux density in the particles is not always uniform. The homogenization framework, which is used to model inter alia the continuity of the magnetic flux is presented in the following section.

Figure

  Figure III.17: Local principal stress (a) and magnetic flux density (b) in a two dimensional RVE with randomly dispersed particles.

3 :

 3 Summary of the study steps performed to determine the effective material properties.III.3.1.c Study cases and load casesThe study cases, analyzed in the following sections, are based on quadratic 2D RVE for which a plain stress and an in-plane magnetic field approximation are used. The circular inclusions have a radius of 2.5 µm. All inclusions have the same size and are dispersed randomly in the composite. Two different volume fractions are studied, Φ measures either 20% or 36%. Convergence studies of the effective properties are carried out for the two volume fractions. Therefore, the size of the cells is increased while the particles size and the volume fraction are kept constant. Figure III.18 exemplary shows four microstructures with a volume fraction of Φ = 20%. For this volume fractions, the effective properties of 20 different volume elements containing 9, 25, 49 and 65 inclusions respectively are calculated. The size of the composite cell is increased to increase the number of particles while the particle size is kept constant. For Φ = 36%, the study of the effective properties is based on 20 volume elements with 16, 45 and 89 inclusions respectively. All in all, the study comprises 140 the analysis of microstructures with randomly dispersed particles. The particles are magnetized in the direction e 2 which corresponds to one of the principal directions of the cell.

Figure

  Figure III.18: 2D model with Φ =20 % and different number of uniform particles contained in the RVE (size normalized for visualization purposes, the particle diameter remains constant).

  Figure III.19 a depicts behavior laws for materials with the same behavior but different OPs. To obtain the macroscopic operating point of a heterogeneous volume, a simulation without loading is carried out. On the boundaries of the heterogeneous volume, the periodic conditions are applied on the local fluctuations of the displacement and on the magnetic scalar potential. An RVE (Φ = 20%) with non-magnetized and magnetized particles is shown in its initial states in figure III.19 b and c respectively.

Figure III. 19 :

 19 Figure III.19: Schematic representation of a linear mechanical behavior laws with different operating points (a) and initial state of an RVE with non-magnetized (b) and magnetized (c) particles (displacement x10 for visualization purposes).

Figure

  Figure III.20: Results for the mechanical stress σ OP 1 (a) and the magnetic flux density B OP 1 (b) at the operating point of composites with Φ = 20% containing, a different number of particles N (20 samples for each value of N).

  Figure III.21: Representation of the operating point (a) and the load cases A (b), B (c) and C (d) of a composite with Φ = 20% (scale factor 10 for the displacements).

Figure

  Figure III.22 shows the results for E 1 and ν 12 calculated for the RVE with Φ = 20 %. Both quantities seem to attain stable values with increasing number of particles and the dispersion of the results decreases. The results of the convergence studies for all mechanical properties are part shown graphically in the appendix (figures A.6 and A.7). The effective properties, obtained from simulations with

  44)The magnetic loading is represented in figure III.23. In the load cases D and E, uniform magnetic fields of 15 kA/m are applied in the two principal directions of the cell respectively. The variation of the field considers the operating point of the composite material as figure III.23 a shows.

Figure III. 23 :

 23 Figure III.23: Schematic representation of a composite at the operating point (a) and the magnetic loading cases in which the magnetic field is applied in the two principal directions of the cell (b-c).

Figure III. 25 :

 25 Figure III.25: Convergence study on the coupling coefficient d 22 obtained for a fixed magnetic field H = H OP (left) or a fixed mechanical strain ε = ε OP (right)with respect to the number of particles in the composite.

  this section, the piezomagnetic (PM) model is compared to the results of numerical simulations of Heterogeneous Composite Cells (HCC). The study is carried out for the two volume fractions, Φ = 20 % and Φ = 36%. The behavior law of the two microstructures, shown in figure III.26, is established based on the effective properties, determined in the previous section (cf. tables III.6 to III.8), and implemented in Matlab. During the study, different magnetic and mechanical loading cases are applied and the reaction of the HCC and homogenized PM model are compared.

Figure

  Figure III.26: Heterogeneous Composite Cells (HCC) used for the comparison between the PM model and numerical simulation: Φ = 20% (a) and Φ = 36% (b).

Figure

  Figure III.27: Influence of mechanical loading in the direction of magnetization on the effective stress (top) and the effective magnetic flux density (bottom) in a small field range (left) and a large field range (right) for a composite with Φ = 20%, obtained with the PM model and HCC1.

Figure III. 28 :

 28 Figure III.28: Influence of magnetic loading in the direction of magnetization on the effective magnetic flux density (top) and the effective stress (bottom) in a small field range (left) and a large field range (right) for a composite with Φ = 20%, obtained with the PM model and HCC1.

Figure

  Figure III.28 c and d show the coupling of the effective properties in form of the variation of the stress induced by the magnetic field. As expected from the coupling coefficients the stress in the two principal direction is significantly affected by the application of a magnetic field in the direction of magnetization in contrast to the shear stress. In a small magnetic field range, the results of the piezomagnetic model are in good accordance with the results for HCC1. For larger magnetic fields however, a difference between the results is observed. The stress in the heterogeneous cell evolves in a nonlinear way. The piezomagnetic material model is

  Example of the different microstructures are shown in Figure III.30. Numerical and experimental results are also compared to the analytic estimates obtained by the methods of Voigt and Reuss.

Figure III. 30 :

 30 Figure III.30: Microstructures of a composite with Φ = 20% : 2D random microstructures with uniform inclusion size a) and varying inclusion size (b), 3D statistically homogeneous microstructure with spherical inclusions of uniform size (c) and 3D periodic cell (d).

Figure IV. 1 :

 1 Figure IV.1: Magnetic hysteresis loop (a) and demagnetization curve (b) of a magnetically hard material.

Figure IV. 2 :

 2 Figure IV.2: Schematic representation of a magnet in its surrounding and corresponding equivalent magnetic circuit (a) as well as demagnetization and external characteristics in the B-H-plane (b)

Figure IV. 3 :

 3 Figure IV.3: Result of a numerical simulation (a) obtained by [Tao+ 2017]: magnetic flux density of a magnetized composite (blue = low, red = high) and schematic view of flat magnetic structures (b) with in-plane magnetization pattern (black arrows), realized by 3D printing by [Kim+ 2018].

Figure IV. 4 :

 4 Figure IV.4: Bidirectional actuation mechanism for a S-MAE composite membrane presented by [Paknahad+ 2019] based on the generation of a magnetic field either by coil 1 (a) or coil 2 (b).

  The experimental setup is shown in figure IV.5. It consists of two compression plates, made of 440C steel, that are mounted on a universal testing machine from Instron. The machine contains a displacement sensor in the upper mobile part and a load cell in the static lower part. The measurement range of the load cell covers ±10 kN. As figure IV.5 shows, the setup allows the alignment of the upper and the lower compression plate. The cylindrical specimens were aligned with this axis by the help of concentric marks on the compression plate (cf. figure IV.7 a).

Figure IV. 5 :

 5 Figure IV.5: Experimental setup, full view (a) and zoom on the setup with a specimen positioned on the lower compression plate ("pos1") (b).

Figure IV. 6 :

 6 Figure IV.6: Schematic view of the experimental setup: Initial position with the upper plate positioned at a big distance g towards the specimen surface (a), approach phase (b), upper plate positioned near the specimen surface (c) and withdraw phase (d).

Figure IV. 7 :

 7 Figure IV.7: Lower compression plate with concentric marks used for the axial alignment of the specimens (a) and configuration with specimen positioned in "pos2" on the upper compression plate (b).

Figure IV. 8 :

 8 Figure IV.8: Distance g between the specimen and the upper compression plate (a) and the force F on the assembly of specimen mΦ2t2 and the lower compression plate (b) during a measurement series with three cycles.

Figure IV. 9 :

 9 Figure IV.9: Magnetically induced force as a function of the distance between specimen mΦ2t2, placed on the lower or upper compression plate (pos1 or pos2 respectively), on a linear (a) and logarithmic (b) scale during three consecutive approach phases (app).

  Figure IV.11 a shows the e re z plane, in which the geometry is defined. It is supposed, that the main part of the magnetic flux stays in vicinity of the specimen. Therefore, the upper and lower compression plate are modeled only partly and as separate parts. The specimen is placed on the lower compression plate in the model.

Figure

  Figure IV.11: 2D axisymmetric simulation of the global force test: full view of the model (a) and zoom on the arrangement of the magnetic parts for the highest (b) and lowest (c) air gap.

  Figure IV.12 shows the local magnetic flux density vector B (pink arrows) for the biggest and the smallest air gap as well as the norm of the magnetic flux density |B| normalized by the remanent magnetic flux density |B r | for specimen mΦ2t2. The results for g = 35 mm are shown in figure IV.12 a. The pink arrows represent the magnitude and the orientation of B. The magnetic flux propagates in the lower compression plate and the specimen as well as in the air. The magnitude of B decreases rapidly with increasing distance towards the specimen. The colors in the right graphic of figure IV.12 a indicate that the magnetic flux density is not evenly distributed in the specimen. It is much stronger in the outer region where the magnetic flux forms closed loops easily and the flux density is hence higher. In the configuration shown in figure IV.12 b, the air gap is very small (g = 0.01 mm). The pink arrows show that the magnetic flux propagates in the upper compression plate. The magnitude of the magnetic flux density is higher for g = 0.01 mm than for g = 35 mm, as the comparison of the size of the pink arrows and the colors of figure IV.12 a and figure IV.12 b show. In addition, the flux density is evenly distributed in the configuration with a small air gap.

Figure IV. 12 :

 12 Figure IV.12: Magnetic flux density B and the ratio of |B| and the residual magnetic flux density |B r | respectively for the biggest (a) and smallest (b) air gap.

Figure

  Figure IV.13: Evolution of the force F with the air gap g obtained for mΦ2t2from the experimental investigations and a numerical simulation.

Figure 3 :

 3 Figure IV.15: Schematic representation of membranes with unidirectional magnetization (a) and bidirectional remanent magnetization (b).

Figure

  Figure IV.16: Schematic view of the magnetic flux density measurement, side view (a) and top view (b) of principal elements of the experimental setup.

Figure IV. 17 :

 17 Figure IV.17: Normalized leakage magnetic flux density in the direction e 3 at a distance of 1.4 mm of the specimens mM1 (a), mΦ2M1 (b) and mΦ1M1 (c).

Figure

  Figure IV.18: Normalized leakage magnetic flux density in the direction e 3 at a distance of 1.4 mm from specimens mM2 (a), mΦ2M2 (b) and mΦ1M2 (c).

  Figure IV.19: Magnetic flux density component B 3 on a diametrical line for the specimens mM1, mΦ2M1, mΦ1M1 (a) and mM2, mΦ2M2, mΦ1M2 (b), results of the measurements and of numerical simulations.

Figure

  Figure IV.20: Functional principle of the experimental setup, composed of a part responsible for the positioning of the magnet (a) and another part, allowing the measurement of the out-of-plane displacement of the membrane (b).

Figure IV. 21 :

 21 Figure IV.21: Photos of the experimental setup, general view (a) and zoom on membrane and magnet (b), A -Membrane, B -Magnet, 1a -Mechanical support of the membrane, 1b -Mechanical support of the magnet, 2 -Optic measurement system.

Figure

  Figure IV.22: Mechanical support of the membrane in the experimental setup: Full view (a) and zoom on the exploded view of several components (b).

Figure IV. 23 :

 23 Figure IV.23: Mechanical support of the magnet in the experimental setup: Full view of the assembly connected to the linear stages (a) and zoom on the exploded view of several components (b).

  figure IV.24 a. In subsequent analysis, only a part of the surface was scanned. A reduced scan was conducted in a volume including the full diameter of the membrane in direction e 1 , but reduced to a range of ± 2 mm in the direction e 2 . Figure IV.24 b shows the enclosing volume for the second measurement type. The range for direction e 3 was determined by the thickness of the membrane for both measurement procedures.

Figure

  Figure IV.24: Schematic representation of the volume scanned by the numerical microscope to find the focal distance: Full surface scan (a) and reduced surface scan (b).

  Figure IV.25 a shows results of a reduced scan in the form of points, colored in a shade of brown depending on x 3 . The data have already been transformed from absolute coordinates in the system of the microscope to the coordinate system of the setup which has its origin at the center of the membrane and on top of the aluminum plate. During a reduced scan, the measurement data are recorded in a range of x 2 = ± 1 mm. The range is reduced once more for the evaluation to a range of ± 0.5 mm, the corresponding data points are shown as red points in figure IV.25 a. In discretization intervals of 0.1 mm, the average of the x 1 and x 3 coordinates are calculated. The results are shown in figure IV.25 b. The average values are represented in 2D graphics throughout the rest of this section. An example of average measurement results of the initial and deformed membrane surface is represented in figure IV.26 a. As the measurement results are discretized with the same interval, the displacement of the membrane is calculated as the difference of the deformed surface and initial surface average data. The difference between the two data sets in figure IV.26 a, corresponding to the out of plane displacement u 3 , is shown in figure IV.26 b.

Figure IV. 25 :

 25 Figure IV.25: Measurement data obtained from a reduced surface scan in a range of x 2 = ± 1 mm (reduced scan) and x 2 = ± 0.5 mm (evaluation data) (a) and averaged results of the evaluation data (b).

Figure IV. 26 :

 26 Figure IV.26: Average positions x 3 of a deformed and non-deformed membrane surface (a) and corresponding out-of-plane displacement u 3 (b).

Figure IV. 27 :

 27 Figure IV.27: Normalized out-of-plane displacement û3 of the specimens mΦ2M1 (a), mΦ2M2 (b), mΦ1M1 (c) and mΦ1M2 (d), for each volume fraction the displacement of the two specimens is normalized with respect to the maximum displacement of the membrane with bidirectional magnetization.

Figure

  Figure IV.28: Photo of specimen mΦ1M2 in the experimental setup with the magnet positioned far from (a) and near to (b) the specimen.

Figure

  Figure IV.30: Out-of-plane displacement u 3 of the specimens mΦ1M2 (a) and mΦ2M2 (b) for various misalignments ∆x 1 .

  Figure IV.31 schematically represents the misalignment ∆x 2 . The results of the measurements, represented in in figure IV.32, show, that the influence of the misalignment on the displacement is relatively small for both specimens, mΦ1M2 (a) and mΦ2M2 (b) in the scanning area.

Figure IV. 31 :

 31 Figure IV.31: Schematic view of the misalignment of membrane and magnet in the e 2 -direction (∆x 2 ) : top view (a) and sectional view (b) of a magnet, a membrane and their mechanical supports and representation of positive and negative misalignment (c).

Figure

  Figure IV.32: Out-of-plane displacement u 3 of the specimens mΦ1M2 (a) and mΦ2M2 (b) for various misalignments ∆x 2 .

Figure IV. 33 :

 33 Figure IV.33: Schematic view of the position of the magnet with respect to the membrane in the e 3 -direction (∆x 3 ) : top view (a) and sectional view (b) of a magnet, a membrane and their mechanical supports and representation of positive and negative misalignment (c).

Figure

  Figure IV.34: Out-of-plane displacement u 3 of the specimens mΦ1M2 (a) and mΦ2M2 (b) for various positions of the magnet ∆x 3 .

Figure IV. 35 :

 35 Figure IV.35: Residual displacement of the specimen mΦ2M2 directly after the measurements and 12 hours after the measurement.

  Figure IV.36 a shows the components of the model. Diameter and thickness of the membrane and the magnet correspond to the dimensions of the specimens used in the experimental investigation (tableIV.3). The air gap between membrane and magnet is set to 1.4 mm. There are three parts that contribute to this value: firstly, the thickness of the aluminum plate (1.23 mm), secondly, the thickness of the glue layer, that is obtained from the difference of the specimen thickness and the height difference between the aluminum plate and the membrane surface measured with the microscope (0.1 mm), and thirdly, an additional gap of 0.07 mm that is added since the magnet is not in contact with the aluminum plate when it is moved during the misalignment studies. The symmetry of the mechanical boundary conditions and the magnetization pattern allow to reduce the model to half of the geometry for the study, hence the model is cut in the e 1 -e 3 -plane. To model the mechanical symmetry, only displacements in the e 3 -direction are allowed in the e 1 -e 3 -plane. The normal magnetic flux density equals zero in the e 1 -e 3 -plane, which generates a magnetic symmetry condition.

Figure IV. 36 :

 36 Figure IV.36: Numerical model of the experiment : functional components of the setup (a) and directions of magnetization of the membrane and the magnet (b).

Figure IV. 37 :

 37 Figure IV.37: Fixation of the membrane in the simulation (red) and extreme cases of the misalignment ∆x 1 = -4.5 mm (a) and ∆x 1 = 4.5 mm (b)

Figure IV. 38 :

 38 Figure IV.38: Normalized out-of-plane displacement û3 obtained from numerical simulations for the specimens mΦ1M2 (a) and mΦ2M2 (b).

Figure IV. 39 :

 39 Figure IV.39: Deformed configuration of the membrane in top view (a) and perspective view (b), pink line = position of displacement evaluation for 2D representation.

Figure IV. 40 :

 40 Figure IV.40: Out of plane displacement u 3 of specimen mΦ1M 2 for negative (a)and positive (b) misalignment of the magnet with respect to the membrane, numerical results (dashed lines) and experimental results (data points).

Figure IV. 41 :

 41 Figure IV.41: Out of plane displacement u 3 of specimen mΦ2M 2 for negative (a)and positive (b) misalignment of the magnet with respect to the membrane, numerical results (dashed lines) and experimental results (data points).

Figure

  Figure IV.42: Normalized maximum displacement û3 max as a function of the misalignment ∆x 1 , experimental (light color) and numerical (dark color) resultsfor the specimen mΦ1M 2 (blue squares) and mΦ2M 2 (green dots).

Figure IV. 43 :

 43 Figure IV.43: Out of plane displacement u 3 of specimens mΦ1M 2 (a) and mΦ2M 2 (b) for different positions ∆x 3 of the magnet with respect to the initial air gap, numerical results (dashed lines) and experimental results (data points).

Figure

  Figure IV.44: Normalized maximum displacement û3 max as a function of the air gap ∆x 3 , experimental (light color) and numerical (dark color) results for the specimen mΦ1M 2 (blue squares) and mΦ2M 2 (green dots).

Figure V. 2 :

 2 Figure V.2: Schematic drawing of magnitude (a) and phase (b) of the estimator H 1 , highlighting the first resonance at ω 0 and the phase shifts (marked in yellow)

Figure V. 3 :

 3 Figure V.3: Schematic representation of a Duffing oscillator according to equation V.3 (a), qualitative response curves for different levels of excitation P of a nonlinear stiffening system (b) and response functions for different oscillators with a linear spring (γ = 0), (c), a hardening spring (γ > 0),(b),(d) and a softening spring respectively (adapted from [Krack+ 2019] (a-b) and [Nayfeh+ 1995] (c-e)).

Figure V. 4 :

 4 Figure V.4: Schematic representation of a system with hysteretic damping (a) and loading diagram for the second branch of the restoring mechanism adapted from [Nayfeh+ 1995].

Figure V. 5 :

 5 Figure V.5: Schematic view of dynamic systems in which the variation of the contact force F c induces a change of the model mass (System A) [Vakilinejad+ 2020] or the stiffness (System B) [Bouaziz+ 2016], central graphic adapted from [Thomas 2019].

Figure V. 6 :

 6 Figure V.6: Schematic view of the experimental setup used by [Hu+ 2011], where permanent magnets modify the stiffness of the S-MAE locally.

Figure V. 7 :

 7 Figure V.7: Specimen, assembled from steel skins, spacers and a S-MAE patch, glued between the tips of the skins; the magnets are added to the specimen to modify the stiffness of the S-MAE [Szmidt+ 2019].

Figure V. 8 :

 8 Figure V.8: Specimen used by [Szmidt+ 2019] for the adaptive control of the stiffness of an S-MAE, element glued between the tips of two steel sheets, via an electromagnets.

Figure V. 9 :

 9 Figure V.9: Specimen, used by [Xia+ 2019], containing several bistable locally resonant elements consisting of magnet pairs.

Figure V. 10 :

 10 Figure V.10: Scheme of the experimental setup used by [Amjadian+ 2018]: The relative motion between the assemblies "Rotor" and "Stator" generates a friction force F f and induces eddy currents in the copper plate, which counteracts the movement.

  Figure V.11 a shows the sketch of an oscillating sandwich beam. It is composed of a magnetized H-MAE (soft core), enclosed by two ferromagnetic skins. The magnetic field, generated by the core, magnetizes the skins; the propagation of the magnetic flux is schematically shown in (figure V.11 b). The skins are attracted by the magnetized H-MAE and the forces, generated by this interaction, maintain the skins close to the core without additional means of fixation (figure V.11 c). The sandwich structure can hence easily be disassembled and reassembled. When the structure is subjected to transverse vibrations, the beam structure is deformed (figure V.11 a) and shear stresses arise throughout the structure. Normal forces and tangential forces are present in the contact area (figure V.11 d).

Figure V. 11 :

 11 Figure V.11: Schematic view of a part of an oscillating sandwich beam structure (a) and a zoom on one part of the structure sketching the magnetic state (b), the preload (c) and the contact situation (d) in the beam.

Figure V. 13 :

 13 Figure V.13: Section of the vibration sandwich beam sandwich: representation of the in plane stresses (a), strains (b) and the displacement field u 1 (c).

  12 | = c µ |σ 22 | and [[ u1 ]] = 0 |σ 12 | < c µ |σ 22 | and [[ u1 ]] = 0 ( |σ 12 | -c µ |σ 22 | ) u1 = 0 (V.9)

Figure V. 14 :

 14 Figure V.14: Different components of the magnetic sandwich beam separately (top view) and assembled in the sample holder (a) and schematic view of the clamping (exploded view) (b).

Figure V. 15 :

 15 Figure V.15: Experimental setup with specimen mounted on the electromagnetic shaker in side view : photograph (a) and schematic view (b).

Figure V. 16 :

 16 Figure V.16: Results of the single-point measurement : Amplitudes of the FRFs obtained for seven different acceleration amplitudes with either increasing or decreasing frequency during the measurement.

Figure V. 17 :

 17 Figure V.17: Results of the single-point measurement : Phase of the FRFs obtained for seven different acceleration amplitudes with either increasing or decreasing frequency during the measurement.

Figure V. 18 :

 18 Figure V.18: Normalized mode shapes of the structure for the three excitation amplitudes (a) and modal assurance criterion (MAC) for the three configurations (b).

4 :

 4 Required load cases for the determination of the coupled properties in a 3D study A.2.1.b Determination of the mechanical properties

Figure A. 5 :

 5 Figure A.5: Results for ε OP for the two tested volume fractions Φ as a function of the number of particles N .

  Figure A.11: Measurement signals at 280 Hz : a) acceleration of the base controlled at 50 mm/s 2 , b) velocity measured with the interferometer.

  

  

  i.e. d : ε = d ijk ε kj or C : ε = C ijkl ε kl
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	grad(s)	∂s ∂x i	e i , gradient of a scalar field
	grad(a)	∂a i ∂x j	e i ⊗ e j , gradient of a vector field
	div(a)	∂a i ∂x i	, divergence of a vector field
	div(T)	∂ T ij ∂x j	e i , divergence of second order tensor field
	curl(a)	ijk	∂a k ∂x j	e i , curl of a vector field
	ȧ,	ä	Da Dt	,	D 2 a Dt 2 , material (time) derivative, such that
			→	Da Dt	=	∂a ∂t	, material description (Lagrangian variables)
			→	Da Dt	=	∂a ∂t	+ grad(a) • v, spatial description (Eulerian variables)

  12 C 13 C 14 C 15 C 16 C 12 C 22 C 23 C 24 C 25 C 26 C 13 C 23 C 33 C 34 C 35 C 36 C 14 C 24 C 34 C 44 C 45 C 46 C 15 C 25 C 35 C 45 C 55 C 56 C 16 C 26 C 36 C 46 C 56 C 66

  the coordinate system [e n e t e n×t ], associated to the surface normal n. With the magnetic flux density B = B n e n +B t e t +0 e n×t (figure I.6 b), the expression T M W n corresponds to equation (I.73).

Table I .

 I 1 summarizes the independent variables which define the local state of the material, and their associated variables. The state laws are used to derive the magnetoelastic behavior laws in the third chapter of this work. Table I.1: Independent state variables and associated variables.
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	Most of the previously studied composites are based on NdFeB particles while a
	paper published by
	1: Characteristics of previously studied H-MAE

  The four cylindrical samples were tested five times each and the mean values are represented in figure II.11 (pink dots) and in table II.2. The standard deviation of the results due to the measurement method was smaller than 1.06 % and is not shown in the graphic, but a deviation of 5 % due to the specimen form and the resulting approximation on the demagnetizing field is indicated.

	A proportional correlation of the residual flux density and the volume fraction can
	also be observed in the measurement results of previous studies [Kramarenko+
	2015; Kim+ 2018]. The estimation of Br of the composite based on the volume
	As the relation fraction and the range for the Br of the powder, specified in the datasheet, is
	between Br and volume fraction seems to be proportional, a linear regression shown in form of two gray straights in figure II.11. Considering the measurement
	of the measurement values has been performed. The condition applied to the uncertainties, all experimentally obtained values lie in the range limited by these
	regression was an intersection with the origin of coordinates since a specimen estimation bounds. Furthermore, the residual flux density obtained from two
	without magnetic particles cannot be magnetized. A proportional factor of 0.0081 magnetometry tests (purple dots) also lies within these bounds. To estimate the
	[T/%] is obtained from the regression and the corresponding straight is shown as residual flux density of the stH-MAE of the present study, only the volume fraction
	dashed line in Figure II.11. The high correlation coefficient between measurement and the Br of the powder are necessary.
	values and the approximation (0.9998) confirms the assumption of a linear relation.
	Figure II.11: Dependence of the residual flux density Br of the stH-MAE on its
		volume fraction Φ.
	Φ Br	obtained by
	[%] [T]	
	0.0 0.000 linear regression : Br = Φ[%] • 0.0081
	12.4 0.099 measurement S mag4 -S mag6
	19.4 0.148 measurement S mag7 -S mag9
	29.8 0.244 measurement S mag10 -S mag12
	32.2 0.264 measurement S mag13 -S mag15
	100.0 0.809 measurement of powder sample
	100.0 0.810 linear regression: Br = Φ[%] • 0.0081
	Table II.2: residual flux density Br of the stH-MAE for the volume fraction Φ
	obtained by experiments or an estimation.

  Br and Hc for S mag3 during the experiment, to check if they are valid not only for the powder but also for the stH-MAE. The initial temperature T 0 was set to 50 • C as this was the lowest temperature during the tests with S mag3 . The evolution of Br and Hc is estimated in a temperature range from 20 • C to 100 • C. The lower limit of 20 • C was chosen to include the measurement result of S mag1 in the analysis. Figure II.13 a shows the experimental results for the residual flux density of S mag1 and S mag3 for the corresponding temperatures. The values are also listed in table II.3. A measurement error of 5 % associated with the measurement values of Br is due to the specimen form and the resulting approximations on the demagnetization field. Accordingly, an upper and lower boundary of the estimation are shown in the graphic. They are calculated based on the upper and lower limit of Br (T = 50 • C). The measured values for S mag3 are in good accordance with the prediction from equation (II.2). Furthermore, the value measured for S mag1 at 20 • C is in good accordance with the estimation as well. The temperature characteristics of the residual flux density Br can be predicted with the help of the temperature coefficient of the powder up to 100 • C.

	40 %/ • C.	(II.3)
	Equations (II.2) and (II.3) were used to estimate the evolution of	

Table II . 3 :

 II3 • C and of S mag1 at 20 • C. A measurement uncertainty of 4 kA/m for the magnetic field is specified for the test device and represented for the experimental results. The uncertainty is mainly due to the remanence of the extraction magnetometer. A prediction for the range of Hc was made using equation (II.3) in the same way as for the prediction of Br. While the value for Hc at 70 • C is in good accordance with the estimation, the value at 90 • C is slightly underestimated by equation (II.3) (cf. table II.3). The coercive field strength of S mag1 at 20 • C on the other hand lied in the estimation range under consideration of the uncertainty. As the difference at 90 • C measures only 2 kA/m, it is concluded that the temperature characteristics of the coercive field strength Hc can be reasonably predicted with the help of the temperature coefficient of the powder. Br and Hc of S mag1 and S mag3 for different temperatures, LB -lower bound from estimation, UB -upper bound from estimation.

	Specimen T [ • C] Br [T]		Hc [kA/m]
			LB	measurement UB	LB measurement UB
	S mag1	20	0.226 0.227 ± 0.011 0.238	931	941 ± 4	939
	S mag3	50	0.217 0.223 ± 0.011 0.229	831	834 ± 4	839
	S mag3	70	0.212 0.217 ± 0.011 0.223	763	770 ± 4	712
	S mag3	90	0.206 0.210 ± 0.011 0.217	697	711 ± 4	705

  S mec2 and S mec3 were cut out with an angle of about 90 • and 45 • with respect to the orientation of S mec1 (figure II.14 b).

	II.4.1.a Specimen and experimental setup
	Uni-axial tensile tests have been performed for three composite specimens, S mec1 -
	S mec3 with Φ = 36.2 %. The specimens were cut out of one composite sheet with
	a thickness of h 2 = 4.31 mm with a cutting die corresponding to Die A of the
	Standard Dumbbell Dies presented in ASTM D412. Figure II.14 a exemplarily
	shows one of the specimens, which has a gauge length of L 0 = 59 mm and a width
	of h 1 = 12 mm. The four specimens were cut out in different directions in the
	composite sheet:

  3.92 MPa and 4.69 MPa as shown in table II.4.

	II.4.1.c Determination of the Poisson's ratio	
	Figure II.17: Nominal stress-strain relations obtained from uniaxial tensile test
	for S mec1 -S mec3 represented in a strain range up to ε t = 200 % (a), ε t = 50 %
		(b) and ε t = 1.5 % (c).
	Specimen	ε t at	σ t at	Modulus E(1.5%)
		failure [-] failure [MPa]	[MPa]
	S mec1	1.84	12.7	4.69
	S mec2	1.95	13.8	4.55
	S mec3	2.13	17.1	3.92
	Table II.4: True strain and stress at failure and modulus for the deformation
	range up to 1.5 % obtained from the tensile test for S mec1 -S mec3 .

Table II

 II 

	1	10	no circuit (no H)	100.0	100.0
	2	10	0.013 (weak H)	100.0	99.5
	3	10	1.3 (strong H)	100.1	72.4
	4	1	no circuit (no H)	95.9	90.8
	5	1	0.013 (weak H)	95.9	90.5
	6	1	1.3 (strong H)	97.1	65.8

.5: Parameters and results of the numerical simulations of a tensile test in absence and presence of a magnetic field, the results are normalized with respect to simulation 1.

Figure II.41 visualizes the results listed in table

  TableII.6: Elastic constant k eq calculated from the mechanical loading of S mm9 for different magnetic loading states.The cyclic loading has been repeated on two consecutive days in absence and presence of a magnetic field. Figure II.44 shows the stabilized cycles of the force and displacement variations with respect to the first measurement point of the cycle.The results are in good accordance which states that reproducible measurement can be performed with the experimental setup.

		k eq [N/mm], cycle 1	k eq [N/mm], cycle 2
	Configuration	loading unloading	loading unloading
	no H, mount 1	2.0 ± 0.2 3.0 ± 0.3	2.4 ± 0.3 2.5 ± 0.3
	no H, mount 2	2.2 ± 0.1 3.0 ± 0.3	2.6 ± 0.5 2.7 ± 0.3
	H ↑↑ M	2.2 ± 0.2 2.9 ± 0.1	2.5 ± 0.5 2.6 ± 0.2

Table III
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	T em O =				(III.30)
	Material E [MPa]	ν	µ r |Br| [T]
	Matrix	1.4	0.49 1	0
	Particles 110 000 0.3 1.1	0.8

T • p n dS , (III.29) ∂B OP S × ( e T • p n) dS . .1: Material properties used for the simulation.

Table III .

 III .2 shows. During the simulations, θ was increased by 5 • so 37 simulations were performed with each method. The element size in both simulations lay between 20 nm and 1 µm. 2: Mesh characteristics of FEM and BEM for the simulation of two magnetic particles

	Method domain elements boundary elements edge elements
	FEM	92 215 513	78 598	1 140
	BEM	8 234	1 160	192

  89] average standard dev. average standard dev.

	B OP 1 B OP 2	[T] [T]	<0.001 ± <0.001 0.156 ± <0.001	<0.001 ± <0.001 0.281 ± 0.001
	H OP 1 H OP 2	[A/m] [A/m]	5.6 ± 15.7 398 ± 64.4	16.7 ± 33.8 1305.5 ± 110.5
	ε OP 1 ε OP 2 ε OP 6	[%] [%] [%]	-0.38 ± 0.14 -0.14 ± 0.11 -0.02 ± 0.06	-0.24 ± 0.12 -0.62 ± 0.12 -0.03 ± 0.06
	σ OP 1 σ OP 2 σ OP 6	[kPa] [kPa] [kPa]	-6.67 ± 2.71 -2.85 ± 1.88 -0.16 ± 0.68	-3.54 ± 2.51 -7.40 ± 2.75 0.47 ± 1.72
	Table III.5: Magnetic and mechanical operating point for two composite material
		with the volume fractions Φ = 20% and Φ = 36%

  magnetized and non-magnetized particles, are represented in figure III.22. The results show that the difference in the properties induced by the magnetization of the particles is very small. These observations are made for all effective mechanical properties, as table III.6 shows. Figure III.22: Convergence study of the elastic modulus E 1 and the Poison's ratio ν 12 with respect to the number of particles in the composite.

		Φ = 20 % [N =65]	Φ = 36 % [N =89]
		average standard dev. average standard dev.
		non-magnetized particles
	E 1 [MPa]	1.995 ± 0.020	2.753 ± 0.031
	E 2 [MPa]	1.992 ± 0.022	2.754 ± 0.036
	G 6 [MPa]	0.670 ± 0.006	0.949 ± 0.011
	ν 12	0.463 ± 0.006	0.440 ± 0.006
	ν 21	0.463 ± 0.005	0.440 ± 0.006
		magnetized particles
	E 1 [MPa]	1.992 ± 0.020	2.745 ± 0.031
	E 2 [MPa]	1.986 ± 0.022	2.731 ± 0.034
	G 6 [MPa]	0.670 ± 0.006	0.945 ± 0.011
	ν 12	0.464 ± 0.005	0.440 ± 0.006
	ν 21	0.462 ± 0.005	0.438 ± 0.006
	Table III.6: Mechanical properties for composites with two different volume
	fractions including non-magnetized particles and magnetized particles.

  average standard dev. average standard dev.

	µ r 11	1.020 ± <0.001	1.035 ± <0.001
	µ r 12 <0.001 ± <0.001	<0.001 ± <0.001
	µ r 21 <0.001 ± <0.001	<0.001 ± <0.001
	µ r 22	1.020 ± <0.001	1.035 ± <0.001
	Table III.7: Effective magnetic permeability of two composite materials with a
		volume faction of Φ = 20% and Φ = 36%.

  Exp = 19.4 %, * * Φ Exp = 36.2 %

	Φ	Property Reuss 2D unif 2D dist Exp	Voigt
	20 % µ r	1.0185 1.020	1.020	-	1.0200
		Br [T]	0	0.156	0.156	0.148 * 0.16
	36 % µ r	1.0338 1.035	-	-	1.0360
		Br [T]	0	0.281	-	0.305 * * 0.288
	Table III.10: Effective magnetic properties of two composite materials obtained
	by analytic means (Reuss, Voigt), numerical simulation (2D unif, 2D dist) and
		experimentally (Exp).		

* Φ

  Exp = 19.4 %, * * E for Φ Exp = 36.2 %, * * * tensile test

	Φ	Property Reuss 2D unif 2D dist 3D unif 3D per Exp	Voigt
	20 % E 1 [MPa] 1.75	1.992	1.994	2.48	2.83	2.57 *
		E 2 [MPa] 1.75	1.986	1.984	2.48	2.83	
		ν 12	0.49	0.463	0.464	0.489	0.484	-	0.3
		ν 21	0.49	0.463	0.463	0.489	0.484	-	0.3
	36 % E 1 [MPa] 2.19	2.745	2.760	3.07	7.01	6.40 * *
		E 2 [MPa] 2.19	2.731	-	-	7.01	
		ν 12	0.49	0.440	0.455	0.478	0.484	-	0.3
		ν 21	0.49	0.438	-	-	0.484	0.49 * * * 0.3
	Table III.11: Effective mechanical properties of two composite materials obtained
	analytically (Reuss, Voigt), numerical simulation (2D, 3D) and experimentally
		(Exp).						

* E for Φ

  ], iron oxide particles are contained in magnetically soft magnetoactive elastomers (S-MAE) and NdFeB particles in magnetically hard magnetoactive elastomers (H-MAE) in most of the cases. Application examples, presented by the author, are artificial S-MAE cilia and passive valves, which are based on the forces, generated by magnetized H-MAE composites. A review, concerning the application of MAE actuators in soft robotics, has been presented by[START_REF] Bira+ | [END_REF]]. It comprises examples of S-MAE and H-MAE actuators. The presented actuation mechanisms for S-MAE are either based on the high permeability of the magnetically soft particles and an externally introduced field gradient or a structural anisotropy of the material, which causes the deformation of an S-MAE in a homogeneous field. The actuation mechanisms, presented for H-MAE, are based on the magnetic anisotropy introduced by the permanent magnetization. The authors identify mechanisms for the local control of the magnetic field as one of the key points to further evolution of the application of MAE in soft robotics. They also state the difficulty to miniaturize powerful magnetic field generators.IV.1.2.a MAE actuators: characteristics and actuation principles S-MAE composite tubes, based on silicone elastomers and carbonyl iron powder, have been realized by[START_REF] Diermeier | Magneto-active polymer actuator[END_REF]]. The actuation mechanism consists of pinching the tube by the help of local field gradients. A prolonged closed state of the tubes could be realized by the help of permanent magnets, according to the authors, since a constant power supply is energy-intensive. The use of this mechanism in medical applications is suggested. Actuation tests of cantilever H-MAE beams have been realized by

Table IV .

 IV 1: Geometric and material parameters of the specimens, used for the experimental investigation on the forces induced by the magnetization.

					B r [T]
	mΦ2t2	36.2	47	7.4	0.150 -0.160
	mΦ2t1	36.2	47	1.7	0.150 -0.160
	mΦ1t2	19.4	49	3.2	0.290 -0.300
	mΦ1t1	19.4	49	1.0	0.290 -0.300

Their geometric characteristics, diameter d and thickness t, as well as the volume fraction Φ and the corresponding residual flux density B r are summarized in table IV.1. Two different volume fractions, Φ 1 = 19.4 vol% and Φ 2 = 36.2 vol%, have been tested and the specimens were magnetized in the direction of their cylindrical axis in an external field of about 4 T. Specimens Φ [vol%] d [mm] t [mm]

  Figure V.1: Schematic drawing of an experimental modal analysis with periodicexcitation, U (t) -Input voltage, F in (t) -input force, a in (t) -input acceleration, v out (t) -output velocity and a out k (t) -output acceleration. ent types of estimators to approximate the FRF. The estimator H 1 is used, when the noise is mainly affecting the output signal. It is calculated from the average autopower S XX of the input signals and the average crosspower S XY of the same input signals and the output signals from n repetitions of a measurement. The response is estimated for each tested angular frequency Ω by H 1 by equation (V.2)

The nonlinear behavior of a dynamic system can

  

	schematically represented in figure V.3 a.
	have various
	origins like large vibration amplitudes during the dynamic analysis (geometric non-
	linearities). Material nonlinearities (e.g. hyperelastic behavior) or multi-physical
	couplings are additional sources of non-linear behavior. Coupling phenomena in-
	clude, for example, the interactions of vibration structure with the surrounding
	medium (air friction, liquid damping). Contacts at interfaces in an assembled
	structure are the fourth type of possible sources of non-linearities resulting from
	intermittent contacts, localized contacts (Hertz) or dry friction [Peyret+ 2016a;
	Thomas 2019].
	The following description concerns the steady state response of a non-linear sys-
	tem under periodic excitation. A commonly used model to analyze non-linear
	vibrations is the Duffing equation, which corresponds to a single degree of free-
	dom oscillator containing a cubic spring [Krack+ 2019]. A Duffing oscillator in
	forced periodic regime with a normalized mass is described by equation (V.3) and

  Table A.3: Characteristics of sample for magneto-mechanical analysis.

	sample Φ A.2.1 Framework applied to 3D cases w L 0	h 1 h 2	M
			[vol%]	[mass%] [mm]		
	before magnetization A.2.1.a Load cases			
	S mm1		19.4		63	12.30 12.33 12.32 18 3.16 -
	S mm2		19.4		63	12.41 12.33 12.23 18 3.14 -
	S mm3 load	ε 1	19.4	ε 2	63 ε 3	12.32 12.12 12.24 18 3.12 -ε 4 ε 5 ε 6 H 1	H 2	H 3
	S mm4 case [%] S mm8 S mm7 S mm6 S mm5 S mm4 S mm3 S mm2 S mm1 after magnetization 19.4 [%] 19.4 19.4 19.4 19.4 19.4 19.4 19.4 19.4 S mm8 19.4 S mm5 19.4 S mm6 19.4 OP --S mm7 19.4 A 1+ε OP 1 ε OP 2	63 [%] S mag1 S mag2 S mag3 S mag4 S mag5 S mag6 S mag7 S mag8 S mag9 S mag10 S mag11 S mag12 63 63 63 63 63 63 63 63 63 63 63 -63 ε OP 3	Φ 12.42 12.24 12.37 18 3.11 -w [%] [%] [%] [kA/m] [kA/m] [kA/m] diameter height [%] [mass%] [mm] [mm] 29.8 75 5.80 0.85 21.6 66 5.78 29.8 75 4.25 12.4 50 5.50 12.4 50 5.50 12.4 50 5.50 21.6 66 5.50 21.6 66 5.50 21.6 66 5.50 29.8 75 5.50 29.8 75 5.50 29.8 75 5.50 0.97 12.32 12.25 12.24 18 3.12 M ⊥ L 0 0.97 12.32 12.24 12.31 18 3.12 M ⊥ L 0 0.97 12.25 12.30 12.24 18 3.11 M ⊥ L 0 0.97 12.25 12.24 12.32 18 3.12 M ⊥ L 0 0.97 12.37 12.30 12.24 18 3.12 M L 0 0.97 12.46 12.22 12.23 18 3.13 M L 0 0.97 12.30 12.30 12.16 18 3.14 M L 0 0.97 12.24 12.31 12.31 18 3.16 M L 0 0.97 0.82 12.31 12.31 12.31 18 3.12 -0.90 12.49 12.33 12.41 18 3.13 -------12.25 12.31 12.39 18 3.12 -12.33 12.33 12.29 18 3.12 -ε OP
	S mm9		36.2		S mag13 80	32.2 77 8.90	5.50	0.97 17 2.00 M L 0
	S mm10 36.2		S mag14 80	32.2 77 7.90	5.50	0.97 18 2.00 M L 0
					S mag15	32.2 77	5.50		0.97
				Table A.1: Characteristics of samples for magnetic analysis
				Specimen	Φ	w L 0	h 1	h 2
						[%] [mass%] [mm] [mm] [mm]
				S mec1	36.2	80 59.00 12.00 4.31
				S mec1	36.2	80 59.00 12.00 4.31
				S mec2	36.2	80 59.00 12.00 4.31
				S mec3	36.2	80 59.00 12.00 4.31
				S mec4	0	0 15.00 18.50 2.50
				S mec5	19.4	63 15.00 18.30 3.00
				S mec6	36.2	80 15.00 18.30 3.41
			Table A.2: Characteristics of samples for mechanical analysis.

Table A .

 A 5: Results obtained for the operating point

			Uniform particle size	Variable particle size
			average standard dev. average standard dev.
		µ r 11	1.020 ± <0.001	1.020 ± <0.001
		µ r 12 <0.001 ± <0.001	<0.001 ± <0.001
		µ r 21 <0.001 ± <0.001	<0.001 ± <0.001
		µ r 22	1.020 ± <0.001	1.020 ± <0.001
		Table A.7: Results obtained for the magnetic properties
				Uniform particle size	Variable particle size
	factor	coupling average standard dev. average standard dev.
	d H=0 11 d H=0 12 d H=0 16 d H=0 21 d H=0 22 d H=0 26	[mT] ε 1 → B 1 ||<0.01 ± 1.02 [mT] ε 2 → B 1 -0.32 ± 0.96 [mT] ε 6 → B 1 34.28 ± 2.59 [mT] ε 1 → B 2 60.37 ± 1.72 [mT] ε 2 → B 2 98.06 ± 1.78 [mT] ε 6 → B 2 -1.19 ± 1.83	-0.01 ± 1.20 -0.57 ± 0.99 34.03 ± 2.55 60.77 ± 1.65 97.86 ± 1.64 -1.52 ± 1.47
	d ε=0 11 [mT] H 1 → σ 1 d ε=0 12 [mT] H 1 → σ 2 d ε=0 16 [mT] H 1 → σ 6 d ε=0 21 [mT] H 2 → σ 1 d ε=0 22 [mT] H 2 → σ 2 d ε=0 26 [mT] H 2 → σ 6	Uniform particle size average standard dev. average standard dev. Variable particle size non-magnetized particles 0.90 ± 0.77 0.83 ± 1.23 -1.94 ± 0.64 -1.77 ± 0.96 15.12 ± 0.98 15.55 ± 1.18 61.21 ± 1.10 61.36 ± 1.33 96.90 ± 1.38 96.09 ± 1.87 -0.13 ± 0.76 -0.08 ± 1.05
			E 1 [MPa]	1.995 ± 0.020	1.994 ± 0.023
			E 2 [MPa] Table A.8: Results obtained for the coupling 1.992 ± 0.022 1.987 ± 0.021
			G 6 [MPa]	0.670 ± 0.006	0.671 ± 0.006
			ν 12	0.463 ± 0.006	0.464 ± 0.004
			ν 21	0.463 ± 0.005	0.463 ± 0.005
				magnetized particles
			E 1 [MPa]	1.992 ± 0.020	1.991 ± 0.023
			E 2 [MPa]	1.986 ± 0.022	1.982 ± 0.020
			G 6 [MPa]	0.670 ± 0.006	0.670 ± 0.006
			ν 12	0.464 ± 0.005	0.464 ± 0.004
			ν 21	0.462 ± 0.005	0.462 ± 0.005
			Table A.6: Results obtained for the mechanical properties

  Mots clefs: Élastomères MagnétoActifs (stH-MAE), Modélisation multi-échelle, Actionneurs à membranes, Amortissement par frottement Résumé : Au centre de cette thèse est un élastomère magnétoactif qui est mécaniquement rigide et magnétiquement dur(StH- MAE). Les études expérimentales présentées comprennent l'élaboration du composite ainsi que la caractérisation des propriétés mécaniques, magnétiques et couplées. Un modèle pour la détermination des propriétés effectives du composite est présenté ; il est basé sur des simulations numériques des microstructures statistique-ment homogènes. Pour la modélisation du comportement autour du point de fonctionnement du matériau, l'utilisation d'un modèle piézomagnétique est proposé. Les travaux comprennent deux preuves de concept pour l'utilisation des StH-MAE pour les actionneurs à membrane ainsi que pour l'amortissement passif des vibrations. Ces deux exemples mettent en avant l'avantage de l'aimantation rémanente pour les applications mécatroniques futures. Investigations on magnetically hard and mechanically stiff magnetoactive elastomers -From local interactions towards the development of functional structures. This doctoral work focuses on a magnetically hard and mechanically stiff magnetoactive elastomer (stH-MAE) composite material. Experimental studies are presented concerning the manufacturing of the composite as well as the characterization of its mechanical, magnetic and coupling properties. A multiscale model is developed using a continuum approach at the microstructural scale with classic homogenization techniques on statistically homogeneous composites. The effective properties are determined with numerical simulations and the behavior law around the operating point of the material is modeled with a piezomagnetic approach. Two proofs of concept are presented using stH-MAE composites for membrane actuators and passive vibration damping. Both concepts are based on the magnetically induced forces resulting from the remnant magnetization and provide promising results for future applications of stH-MAE in mechatronic devices.
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Chapter V

Magnetically induced friction damping 

A.2 Appendix chapter III
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A.3 Appendix chapter V

A.3.1 Single mode control at different excitation amplitudes

The frequency range around the third bending mode is scanned in the following to study the influence of the excitation amplitude on the mode shape. A step-sine signal is used as excitation signal since it allows to excite the system at its steady state at multiple frequencies, which is important to avoid harmonic distortions.

An important point of the excitation is the amplitude control of the input signal (acceleration in this case). The force drop out of the structure which increases when the resonance frequency is approached as the vibration of the structure increases. The energy which is necessary to move the structure increases and thus the input voltage for the shaker has to be increased. To assure a constant excitation signal over the whole frequency range around the resonance the input voltage for the shaker has to be adapted. This adaptation is realized by an iterative control algorithm.

The control algorithm needs one step to reach convergence in general with two two exceptions. The first exception is the starting voltage. To secure the shaker, the starting voltage is kept very small and increased step by step. Therefore, the first measurement with an acceleration of 50 mm/s 2 needs 20 iterations until convergence. The second case of exception is the variation of the output voltage due to the force drop out in vicinity of the resonance. The single point measurement has been realized in a frequency range from 180 Hz to 350 Hz. In between this range, seven different acceleration amplitudes at the base ranging from 1 m/s 2 to 75 m/s 2 have been tested. The construction of the FRF is explained at the example of measurements at 50 m/s 2 in the following. After the first measurement at 280 Hz, the frequency is decreased in steps of 1 Hz until 200 Hz. As former described, a control of the output voltage is necessary due to the force drop out to assure a constant acceleration amplitude. The voltage, the acceleration and the velocity over the frequency range are shown in figure A.12 a to c respectively. Using the adaptive control of the acceleration, 0.79 V are used assure an acceleration of (50 ± 1) m/s 2 at 280 Hz. A first correction of the output voltage is necessary in the third step since the value approaches the lower limit. 
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