Keywords: AerAOB Aerobic ammonium oxidizing bacteria AMO Ammonia monooxygenase Anammox Anaerobic ammonia oxidation AnAOB Anaerobic ammonium oxidizing bacteria Nitritation partielle et anammox (PNA), Organismes oxydants de Partial nitritation and anammox (PNA), Ammonium oxidizing organisms (AOOs), Nitrous oxide emission factor (N2OEF), DO limitation, Site preference (SP), Nitrous oxide modelling, Microbial segregation, Nitrite reduction General introduction

In recent decades, the process combining partial nitritation and the anammox (PNA) has aroused a lot of interest due to a low energy requirement and the avoidance of external organic carbon resource compared to conventional biological systems for nitrogen removal. However, significant N2O emissions have been reported as a major drawback of this process. N2O gas is not only a powerful greenhouse gas, but also a substance that can deplete the ozone layer in the troposphere. This work aims firstly at a better calibration of the N2O production models associated with ammonium oxidizing organisms (AOOs) for predicting the emissions from PNA systems. Second, the objective was to better understand the N2O production mechanism in the PNA system, the dynamics of these emissions and the influence of the air flow rate.

Résumé

Au cours des dernières décennies, le procédé couplant nitritation partielle et le procédé anammox (PNA) ont suscité beaucoup d'intérêt en raison d'un faible besoin énergétique et de l'évitement de la source de carbone organique externe par rapport aux systèmes biologiques classiques d'élimination de l'azote. Cependant, des émissions importantes de N2O ont été signalées comme un inconvénient majeur de ce procédé. Le gaz N2O est non seulement un gaz à effet de serre puissant, mais également une substance qui appauvrit la couche d'ozone dans la troposphère. Ce travail vise en premier lieu à une meilleure calibration des modèles de production de N2O associés aux organismes oxydants de l'ammonium (AOO) pour la prévision des émissions des systèmes PNA. Deuxièmement, l'objectif était de mieux comprendre le mécanisme de production de N2O dans le système PNA, la dynamique de ces émissions et l'influence du débit d'air.

Au début, deux modèles étaient disponibles pour modéliser les émissions de N2O par les AOO. Par conséquent, leur capacité prédictive et leur calibration ont été évaluées sur la base de trois études de cas. Après la calibration simultanée avec les taux AOR et N2O-R, les deux modèles étaient finalement capable de décrire les flux de N2O expérimentaux et l'effet respectif du nitrite et de l'oxygène. En effet, ces deux paramètres sont cruciaux dans les systèmes PNA. Un modèle complet a ensuite été développé pour les systèmes PNA comprenant différentes voies biologiques de N2O.

Les performances d'un procédé PN/A pour les boues granulaires combinant un faible débit d'air et un contrôle du point de consigne de l'OD terminal ont été étudiées. Le procédé a fonctionné avec succès pendant plus de 300 jours, contrôlé par le taux de transfert d'oxygène. Une diminution à long terme de la demande en oxygène jusqu'à 1,62 ± 0,15 a été observée en compagnie de l'augmentation de l'AUR. Les raisons de cette faible demande en oxygène ont été discutées, notamment un court-circuit possible par le NO. Une ségrégation des communautés microbiennes a été observée suivant les différentes tailles des agrégats. Les résultats du séquençage ont indiqué que Nitrosonomas était le principal AOO présent principalement dans les plus petits granules, alors que le genre Anammox était le Ca. Kuenenia et était le gène le plus abondant dans les plus gros granules. NOB a également coexisté dans le système avec le gène nitrospira.

Le facteur d'émission de N2O a augmenté très progressivement lors du démarrage du procédé PNA (5 mois) de 0,4 ± 0,1% à 5,8 ± 0,3%. Les différences dans la réponse à court et à long terme des émissions de N2O suite à une variation du débit d'air ont été démontrées, révélant la complexité de la dynamique d'émission du N2O. La raison de ces observations est discutée en relation avec l'identification de la voie en utilisant la signature isotopique du N2O. L'étude confirme l'importance de la réduction des nitrites dans les filières de production et suggère également la contribution de la biomasse hétérotrophe alors qu'elle n'a pas été complètement démontrée. Le taux d'émission de N2O a progressivement diminué jusqu'à 2,3% à la fin de l'étude.

In the beginning, two models were available to model N2O emissions by AOOs. Consequently, their predictive capacity and their calibration were evaluated on the basis of three case studies. After the simultaneous calibration with the ammonium oxidation rate (AOR) and N2O emission rate (N2O-R), the two models were finally able to describe the experimental N2O fluxes and the respective effect of nitrite and oxygen. Indeed, these two parameters are crucial in PNA systems. A complete model was then developed for PNA systems comprising different biological N2O pathways.

The performance of a PNA process for granular sludge combining a low air flow and a setpoint control of the terminal DO have been studied. The process had been working successfully for over 300 days, controlled by the oxygen transfer rate. A long-term decrease in oxygen demand to 1.62 ± 0.15 has been observed along with the increase in AUR. The reasons for this low oxygen demand have been discussed, in particular a possible short circuit by NO. Segregation of microbial communities was observed according to the different sizes of the aggregates. The sequencing results indicated that Nitrosonomas was the main AOO and present mainly in the smallest granules, while the genus Anammox was Ca. Kuenenia and was the most abundant gene in the largest granules. NOB also coexisted in the system with the nitrospira gene.

The N2O emission factor gradually increased during the start-up of the PNA process (5 months) from 0.4±0.1% to 5.8±0.3%. Different responses of N2O emissions between the short-term and long-term following a change in air flow have been demonstrated, revealing the complexity of the N2O emission dynamics. The reason for these observations is discussed in relation to the pathway identification using the isotopic signature of N2O. The study confirms the importance of reducing nitrites in production chains and also suggests the contribution of heterotrophic biomass but it has not been fully demonstrated. The N2O emission rate gradually decreased to 2.3% at the end of this study. limitation .............................................................................................................................................. 1. INTRODUCTION 2.1 Reactor operation ........................................................................................................................... 2.2 Aeration control and oxygen transfer rate ..................................................................................... 2.3 Chemicals analysis and specific batch tests .................................................................................... 2.4 Isotopes analysis ............................................................................................................................. 2.5 Calculations .................................................................................................................................... 3 ...................................................................................... 3.2 Long term evolution of N2O emission during intensification period ............................................... 3.3 .......................................................................................................................................... ............................................................................................. 5.3 Gas transfer calculations ................................................................................................................ Chapter 6: Conclusions and perspectives ............................................................................................ 2.2 Modelling aspects ........................................................................................................................... Nitrogen is the essential chemical element for the survival of all living creature and the fourth most abundant element in the cellular biomass (Stein and Klotz, 2016). However, excessive release of inorganic-N can lead to serious environmental problems such as the acidification of the freshwater system, eutrophication of aquatic ecosystems and also impair the ability of aquatic animals to survive, grow and reproduce (Camargo and Alonso, 2006). Ammonium (NH4 + ), nitrite (NO2 -) and nitrate (NO3 -) constitute the most common nitrogenous inorganic compounds found in aquatic ecosystems (Cervantes, 2009). Naturally these compounds can present as a result of atmospheric deposition, surface and groundwater runoff, dissolution of nitrogen-rich geological deposits, N2 fixation by certain prokaryotes and biological degradation of organic matter (Camargo and Alonso, 2006). However, during the recent decades, human activities including the point and non-point sources have substantially increased the availability of inorganic nitrogen over large regions of Earth (Camargo and Alonso, 2006).

Additionally, organic nitrogen can also indirectly cause the pollution by converting to the inorganic nitrogen (Smil, 2001). Both chemical and microbial methods have been developed to solve this problem. Compared with the chemical method, microbial technologies have the benefits of low environmental pollution and low costs, therefore technologies based on the microorganisms capable of converting nitrogen with high pollution potential into the nitrogen forms with low potential, are successively developed to treat the inorganic nitrogen pollution from the wastewater treatment systems. The basic idea of the most commonly used microbial nitrogen removal is to convert the inorganic-N pollutants from the wastewater into the harmless dinitrogen gas as the final product (Figures 1.1 and 6.1).

Figure 1.1: Major inorganic-N transformation pathways in wastewater systems

New alternatives have been established regarding the autotrophic system. Partial nitritation coupled to anaerobic ammonium oxidation, PNA for short, is a representative autotrophic nitrogen removal process which have received growing interests over the last decades (Jetten et al., 1997;Wett, 2007;Clippeleir et al., 2013). The concept of PNA process centered on the short-cut ammonium removal from an intermediate, nitrite, which is first produced by ammonium oxidizing organisms (AOOs) and then directly utilized to oxidize the ammonium into the harmless dinitrogen by the anaerobic ammonium oxidizing organisms (Anammox) (Connan et al., 2018). Compared with the conventional nitrification and denitrification, PNA route allows to save 65% of oxygen (less aeration) and 100% of organic matter requirement. Within the last decades, economic potential spurred the growing attention and brought fruitful advances on the single-stage PNA process (Cao et al., 2017;Agrawal et al., 2018;Baeten et al., 2019).

Until 2014, over 100 full-scale installations have been implemented worldwide and over 1000 publications concentrated on this topic (Lackner et al., 2014). Significant efforts have been successfully made from the lab-scale to pilot-scale then to full-scale applications (Sliekers et al., 2002;Joss et al., 2009;Agrawal et al., 2018). The process can be used to treat the anaerobic digesters in the sidestream wastewater treatment with higher N load (De Clippeleir et al., 2009;Vázquez-Padín et al., 2009), also the mainstream line of the WWTP with lower N-load and higher seasonal variation of the temperature (Lotti et al., 2015).

The autotrophic PNA process can be realized either in one (combined PNA) or two reactors (Cao et al., 2017). For the two-stage system, reactors can be optimized separately and therefore the nitrite competition with NOB for the anammox can be avoided under anoxic condition (Pérez et al., 2014). However, considering the lower investment (infrastructures and operation) of the combined PNA process over the two-reactor system, one stage PNA gained more attention regarding to the nitrogen removal from the NH4 + -rich wastewater.

However, an important issue attracted the researchers regarding the PNA process: higher N2O emission related to short-cut pathways compared to conventional nitrogen removal route. N2O gas is not only a potential greenhouse gas with 300 times higher radiative forcing than carbon dioxide (IPCC, 2014), but also predicted to be the dominant tropospheric ozone depleting substance emitted in the 21t century (Ravishankara et al., 2009). Additionally, N2O can easily react with multiple chemical N-forms in the lifecycle threatening the human health, and therefore unwanted even at trace levels (Kanter et al., 2017). Besson et al. (2017) recently demonstrated that an excess of 1% of the N2O emission factor from PNA process compared to conventional NDN can totally compensated the other benefits of such process in term of global warming potential. A potent advantage for the one stage PNA process is the lower nitrous oxide (N2O) emissions over the two-reactor process (Okabe et al., 2011;Ali et al., 2016). However the range of N2O emission reported in literature is highly variable (0.1 to more than 12%) and likely to be significantly higher than traditional N/DN in activated sludge for instance.

The current understanding does not enable us to establish a sustainable PNA process that performs maximum nitrogen removal and guarantying minimum N2O emission. Most of the literature to date on the combined PNA process focused on the operation and control strategies which repress the NOB activity and avoid the oxygen inhibition on anammox. More insights into the biomass adaptation to the limiting-oxygen limitation are needed for investigating N2O mitigation strategies.

Therefore this thesis aimed to acquire more comprehensive insights into the one stage PNA process, by establishing a long-term study on SBR process with low air flux and terminal DO set point control. The idea is to explore the performance and stoichiometry under extremely low DO, linking the N2O emissions to operating conditions, with microbial community change, while mathematical models were finally used to explain the experimental observations. The first chapter is the literature study; the second chapter focus on the two-pathway models of ammonium oxidizing bacteria which explain the combined effect of DO and nitrite on N2O production from a PN process; the third chapter summarizes the operational results of the PNA process, as well as the stoichiometry and microbial analysis; in chapter four the extensive N2O monitoring from the PNA process will be analyzed and the pathways were explored using isotopic signature; finally in the last chapter a preliminary work on integrated 1-D model for PNA granular sludge with N2O emission is presented.

Chapter 1: Literature overview 1. Microbial processes involved in the nitrogen conversion and N2O emissions

Nitrification pathways

Nitrification is the biological process by which ammonia is oxidized to nitrite (Equation 1.1 nitritation) and then to nitrate (Equation 1.2: nitratation). This process was discovered at the end of the nineteenth century and found a division of labour between two different groups of bacteria, both of which has been isolated [START_REF] Brock | Milestones in Microbiology 1546 to 1940[END_REF]. Traditionally, ammonia oxidation is mainly catalyzed by autotrophic ammonia-oxidizing bacteria (AOB) whereas nitrite oxidation is catalyzed by nitrite oxidizing bacteria (NOB). Compared with heterotrophic organisms, growth of the nitrifiers is slow even in optimal conditions. Nitratation, a more rapid process over nitritation under ambient temperature and conventional conditions, is the oxidation of nitrite (NO2 -) to nitrate (NO3-) with no detectable intermediate. This reaction is carried out by an enzyme nitrite oxidoreductase (NOR) from the nitrite-oxidizing bacteria (NOB) (Equation 1.2). The extra oxygen atom in nitrate is derived from water [START_REF] Poughon | Phylogeny of All Recognized Species of Ammonia Oxidizers Based on Comparative 16S rRNA and amoA Sequence Analysis: Implications for Molecular Diversity Surveys[END_REF]. Equation 1.1

𝑁𝐻 3 + 1.5𝑂 2 𝐴𝑂𝐵 → 𝑁𝑂 2 -+ 𝐻 2 𝑂 + H + (∆𝐺 0 ′ = -274 𝑘𝐽 • 𝑚𝑜𝑙 -1 ) Equation 1.2 𝑁𝑂 2 -+ 0.5𝑂 2 𝑁𝑂𝐵 → 𝑁𝑂 3 -(∆𝐺 0 ′ = -74.1 𝑘𝐽 • 𝑚𝑜𝑙 -1 ) Equation 1.3 2H + + 0.5O 2 + 2e -→ H 2 O

Sub-step pathways of ammonium oxidation

During nitritation, ammonia (NH3), the actual substrate instead of ammonium (NH4 + ) [START_REF] Suzuki | Ammonia or Ammonium Ion as Substrate for Oxidation by Nitrosomonas europaea Cells and Extracts[END_REF], is oxidized to nitrite (NO2 -) via a two sub-steps oxidation (Equations 1.4 and 1.5). First ammonia is converted to hydroxylamine (NH2OH) via a membrane-bound enzyme ammonium monooxygenase (AMO) and next oxidized to nitrite by a hydroxylamine reductase (HAO) [START_REF] Kowalchuk | Ammonia-Oxidizing Bacteria: A Model for Molecular Microbial Ecology[END_REF]. Four electrons are released from the oxidation of NH2OH, two of which are used for the ammonia oxidation and another two are used for energy production and reduction of water (Equation 1.3).

Equation 1.4

NH 3 + O 2 + 2H + + 2e -AMO → NH 2 OH + H 2 O Equation 1.5 NH 2 OH + H 2 O HAO → NO 2 -+ 5H + + 4e -
The oxidation from NH2OH to nitrite is further split into two separate reactions as proposed in an energy model [START_REF] Poughon | Phylogeny of All Recognized Species of Ammonia Oxidizers Based on Comparative 16S rRNA and amoA Sequence Analysis: Implications for Molecular Diversity Surveys[END_REF]. With the aid of metabolic flux analysis, [START_REF] Poughon | Phylogeny of All Recognized Species of Ammonia Oxidizers Based on Comparative 16S rRNA and amoA Sequence Analysis: Implications for Molecular Diversity Surveys[END_REF] validated a complete energy model to describe the distribution of electrons coming from NH3 and NO2 -oxidation through the transport chain in the case of Nitrosomonas species. It was suggested that the tyrosine residues attached to the haem P460 and arrangement of haem cluster allow HAO transiently to accept two electrons at the same time, which splits the second step of nitritation (Equation 1.5) into two separate reactions (Equations 1.6 and 1.7). 

Stoichiometry considering the anabolism

It should be noted that during the autotroph growth, not all ammonium inside the bacterial cells is nitrified; part of ammonium is used for cell growth as nitrogen source where carbon dioxide serves as carbon source. Therefore by considering the growth yield and oxygen consumption for AOB and NOB organisms, the biochemistry of two reactions could be accurately described in full stoichiometries for nitritation (Equation 1.8) and nitratation (Equation 1.9).

Equation 1.8 (full nitritation)

NH 4 + + 1.382O 2 + 0.091HCO 3 - → 0.091CH 1.4 O 0.4 N 0.2 + 0.982NO 2 -+ 1.036H 2 O + 1.891H + Equation 1.9 (full nitratation) NO 2 -+ 0.003NH 4 + + 0.488O 2 + 0.01H + + 0.013HCO 3 - → 0.13CH 1.4 O 0.4 N 0.2 + NO 3 -+ 0.008H 2 O
Therefore, the biomass growth yields for AOB and NOB are here assumed to be 0.1470 mg cells mg NH4-N -1 oxidized and 0.0202 mg cells mg NO2-N -1 oxidized, respectively. Oxygen consumption ratios in the equations are 3.16 mg O2 mg NH4-N -1 oxidized and 1.11 mg O2 mg NO2-N -1 oxidized, respectively (Cervantes, 2009).

Microbiology

Nitritation, is mainly performed by autotrophic AOB [START_REF] Soliman | Ammonia-Oxidizing Bacteria (AOB): opportunities and applications-a review[END_REF]. Although studies showed that AOA was also able to carry out this reaction [START_REF] Zhang | Ammonia-oxidizing archaea and ammonia-oxidizing bacteria in six full-scale wastewater treatment bioreactors[END_REF], the enrichment and cultivation of AOA is linked to strict operating condition, such as high temperature [START_REF] Torre | Cultivation of a thermophilic ammonia oxidizing archaeon synthesizing crenarchaeol[END_REF][START_REF] Courtens | Empowering a mesophilic inoculum for thermophilic nitrification: Growth mode and temperature pattern as critical proliferation factors for archaeal ammonia oxidizers[END_REF], and addition of antibiotics [START_REF] Chen | Enrichment and characteristics of ammonia-oxidizing archaea in wastewater treatment process[END_REF].

Since the first AOB isolation in the 1890s, five AOB genera have been recognized and confined to the Proteobacteria class [START_REF] Soliman | Ammonia-Oxidizing Bacteria (AOB): opportunities and applications-a review[END_REF], four of which were grouped in the βsubclass: Nitrosomonas, Nitrosospira, Nitrosovibrio and Nitrosolobus [START_REF] Woese | The phylogeny of purple bacteria: The beta subdivision[END_REF], while Nitrosococcus belonged within the r-subclass [START_REF] Junier | Phylogenetic and functional marker genes to study ammonia-oxidizing microorganisms (AOM) in the environment[END_REF]. Thereinto, Nitrosomonas and Nitrosospira are two most important genera of AOB in activated sludge [START_REF] Poughon | Phylogeny of All Recognized Species of Ammonia Oxidizers Based on Comparative 16S rRNA and amoA Sequence Analysis: Implications for Molecular Diversity Surveys[END_REF]Park and Noguera, 2004;[START_REF] Terada | Physiological characteristics of predominant ammonia-oxidizing bacteria enriched from bioreactors with different influent supply regimes[END_REF]. DO concentrations can influence AOB species dominance. Low DO is reported to favor the proliferation of members of N. europaea lineage in full-scale and lab-scale reactors (Park and Noguera, 2004). Process configuration (SBR or CSTR) can also lead to the shift of the main AOB community [START_REF] Terada | Physiological characteristics of predominant ammonia-oxidizing bacteria enriched from bioreactors with different influent supply regimes[END_REF]. [START_REF] Terada | Physiological characteristics of predominant ammonia-oxidizing bacteria enriched from bioreactors with different influent supply regimes[END_REF] showed the abundance of Nitrosomonas linerage in SBR (76%) was twice as much as that in the CSTR (38%). In contrast, Nitrosospira spp. grew well (42%) in the CSTR while seldom observed (less than 2%) in the SBR (and can thus be interpreted as Kstrategist).

Since the first isolated NOB genus Nitrobacter in 1892, another four genera have been found as, Nitrococcus, Nitrospira, Nitrolancetus hollandicus, as well as Nitrospina (only in marine environments). In wastewater treatment systems, Nitrospira spp. and Nitrobacter spp. represent the most dominant NOB. [START_REF] Sorokin | Nitrification expanded: discovery, physiology and genomics of a nitriteoxidizing bacterium from the phylum Chloroflexi[END_REF] successfully isolated Nitrolancetus hollandicus from a nitrifying reactor, which belonged to the widespread phylum Chloroflexi and had a low affinity for nitrite (Ks=1mM).

A great diversity of members of the genus Nitrospira have been found in wastewater treatment plants, while most strains of Nitrospira remain uncultured, and the few isolates grow slowly and are difficult to maintain in the laboratory (Daims and Wagner, 2018). The only previously known thermotolerant NOB belongs to the genus Nitrospira [START_REF] Lebedeva | Isolation and characterization of a moderately thermophilic nitrite-oxidizing bacterium from a geothermal spring[END_REF]. These organisms are inactive below 37°C and inhibited already by nitrite concentrations of 6mM, and do not utilize formate or other organic compounds.

Recent studies showed that the complete nitrification from ammonia to nitrate can be shortened from the two-step into one-step, called 'Comammox' (completely ammonium oxidation). After its theoretical prediction by [START_REF] Costa | Why is metabolic labour divided in nitrification?[END_REF], [START_REF] Kessel | Complete nitrification by a single microorganism[END_REF] firstly discovered the enriched comammox species (Nitrospira) containing a novel amoA sequence group. Since then, Nitrospira have been successively identified in a wide range of engineered systems [START_REF] Lawson | Complete ammonia oxidation: an important control on nitrification in engineered ecosystems?[END_REF]. One distinct characteristic of Nitrospira is that the AMO encoded by Comammox is phylogenetically distinct from the AMO forms of canonical AOB and AOA [START_REF] Daims | Complete nitrification by Nitrospira bacteria[END_REF][START_REF] Kessel | Complete nitrification by a single microorganism[END_REF].

Apparent oxygen affinity constants for AOB and NOB

Nitrification is very sensitive to low DO concentrations. Although nitrifying bacteria have very high affinities for oxygen (i.e. low KO2 value), the local DO inside the aggregates or biofilm in wastewater treatment processes can be much lower than the bulk DO concentration (Cervantes, 2009).

Figure 1.2:

Comparison between the 3-D model and usual 1-D homogeneous model in predicting the apparent oxygen affinity constants for AOB and NOB (Picioreanu et al., 2016) Regarding to the oxygen affinity for AOB and NOB, the comparison between the two parameters is not consistent among different studies [START_REF] Sliekers | Competition and coexistence of aerobic ammonium-and nitrite-oxidizing bacteria at low oxygen concentrations[END_REF][START_REF] Regmi | Control of aeration, aerobic SRT and COD input for mainstream nitritation/denitritation[END_REF]. This variation can be due to the provided oxygen amount referred with the nitrogen load. In a CANON reactor, AOB had a KO2 of 0.074 and 0.20 mg O2 L -1 under oxygen-limiting and oxygenjust-sufficient conditions, while for NOB was 0.042 mg O2 L -1 when oxygen was sufficient while cannot be determined under the oxygen-limiting conditions. The value of oxygen affinity constant can also be due to the process configuration. In a pilot-scale CSTR, [START_REF] Regmi | Control of aeration, aerobic SRT and COD input for mainstream nitritation/denitritation[END_REF] determined the half saturation coefficient of 1.2 and 0.2 mg O2 L -1 for AOB and NOB respectively. However, [START_REF] Manser | Consequences of mass transfer effects on the kinetics of nitrifiers[END_REF] evaluated the impact of membrane separation and mass transfer effects on the kinetics of nitrifiers by establishing two parallel reactors, a MBR and a CAS with the same settling. Saturation coefficient values obtained in this study was much lower for AOB but much higher for NOB. For AOB, KO2 value increased from 0.18 to 0.79 mg O2 L -1 from the MBR to CAS, while for NOB, the increased from 0.13 to 0.47 mg O2 L -1 .

A systematic statistical analysis of KO2 conducted by Vannecke and Volcke (2015) by reviewing over 25 publications for AOB and NOB respectively showed that AOB tend to have a higher oxygen affinity than NOB (AOB: 0.40 mg O2 L -1 ; NOB: 0.97 mg O2 L -1 at 30 °C) considering the average value.

Actually, the intrinsic half-saturation coefficients (i.e., not affected by diffusion) show a better (low Ks value) affinity for oxygen for AOB than for NOB measurements in flocs [START_REF] Blackburne | Partial nitrification to nitrite using low dissolved oxygen concentration as the main selection factor[END_REF], but measurements in flocs often produced reversed apparent values. Picioreanu et al. (2016) applied a 3-D diffusion-reaction model to assess the impact of cell cluster size on apparent KO2 in nitrifying sludge and biofilms. The modelling results demonstrated that although the intrinsic affinity (KO2) value (0.03 mg O2 L -1 ) is lower for AOB than for NOB (0.06 mg O2 L -1 ), the apparent coefficient value is just the inverse: stronger mass transfer limitations in the bigger AOB microcolonies than smaller NOB microcolonies, resulted in the drastic declined apparent oxygen affinity for AOB than for NOB: 0.19 and 0.37 mg O2 L -1 for AOB inside small floc (80µm) and large flocs (400µm), while 0.09 and 0.15 mg O2 L -1 for NOB species. This reversion of the half-saturation coefficient for AOB and NOB could be explained by the two important considerations in the 3-D model incorporating both lower oxygen yield and smaller colony size for NOB than that for AOB.

Two major N2O pathways by AOB

Currently many studies were focused on the N2O production by AOB who is well known as the main and decisive bacteria in the most nitrifying systems [START_REF] Colliver | Production of nitrogen oxide and dinitrogen oxide by autotrophic nitrifiers[END_REF]Spérandio et al., 2016). Therefore, revolving around the AOB, there are two proposed mechanisms of N2O production (Chandran et al., 2011;Wunderlin et al., 2012): The first N2O production pathway involved the incomplete oxidation of NH2OH to NO by HAO enzyme and subsequent reduction to N2O catalyzed by the NOR enzyme (noted "NN") (Ni et al., 2013b;Pocquet et al., 2016). While the second N2O pathway through the autotrophic denitrification of nitrite (noted "ND") i.e. the reduction of nitrite to NO by the NirK enzyme, followed by the reduction of NO to N2O by the Nor enzyme (Ni et al., 2014;Peng et al., 2015;Pocquet et al., 2016).

Strictly speaking, ND pathway is a denitrification process because both processes are reduction processes. Existence of NirK and Nor with the absence of Nos was later described as the fundamental reason for N2O accumulation in autotrophic denitrification by AOB. ND is active during aerobic conditions and especially promoted during O2-limiting conditions and high NO2 - conditions. Chandran et al. (2011) summarized that presence of non-limiting substrate concentration and the switch between anoxic and oxic conditions can both lead to the N2O production, the latter of which is much more common in the engineered nitrogen-removal systems. The reconstruction of metabolic N2O pathways in that review provided the opportunity to achieving the simultaneous minimization of aqueous and gaseous nitrogen pollutions via what can be termed environmentally sustainable engineering design of sewagetreatment processes.

Initially, ND pathway by N.europaea received more attentions [START_REF] Wrage | Role of nitrifier denitrification in the production of nitrous oxide[END_REF][START_REF] Beaumont | Expression of nitrite reductase in Nitrosomonas europaea involves NsrR, a novel nitrite-sensitive transcription repressor[END_REF]. The finding of [START_REF] Lawton | Characterization of a Nitrite Reductase Involved in Nitrifier Denitrification[END_REF] provided the molecular insights into the extracted enzyme NeNirK from N.europaea. The crystal structure of this enzyme revealed a constrained substrate channel due to the presence of Met-128 and a second water channel that might function as an egress for displaced water molecules, enabling it to function in an aerobic environment. Later, it was confirmed that this ability is not only for this specific species but widespread, probably as a general trait in the β-proteobacterial AOB. [START_REF] Shaw | Nitrosospira spp. can produce nitrous oxide via a nitrifier denitrification pathway[END_REF] detected the ND activity in six nitrosospiras which are representatives of three major phylogenetic clusters in the cultured Nitrosospira linerage, in addition to the previously known activity of nitrosomonas. The characterization of the N2O production and ND in seven strains of AOB representative of clusters 0, 2 and 3 in the cultured Nitrosospira lineage showing that up to 13.5% of produced N2O was derived from the exogenously applied 15 N-NO2 -for all AOB species under aerobic conditions.

Despite the major AOB species are considered to produce most of the N2O, recent microbial advances of the nitrification also indicated that the minority of microflora can proliferate during certain environmental systems [START_REF] Annavajhala | Comammox Functionality Identified in Diverse Engineered Biological Wastewater Treatment Systems[END_REF]. In addition, the NOB, AOA, and comammox microorganisms might also play an indirect role in N2O formation by affecting the availability of NH3 and NO2 - [START_REF] Sabba | Nitrous oxide emissions from biofilm processes for wastewater treatment[END_REF]. These complex phenomenon still lack of sufficient in depth studies.

N2O production models by AOB: from single-pathway to two-pathway

As the N2O production mechanism by AOB are becoming clearer, several mechanistic models have been proposed based on single-pathway or two-pathways by AOB (Ni and Yuan, 2015). Single-pathway model considered either ND or NN pathway, while two-pathway models considered both mechanisms. Considering only ND pathway, two primary models proposed by Ni et al. (2011) and Mampaey et al. (2013) shared the similarity of two-step NO2 -reduction to N2O while differed mainly the step number of NH3 oxidation to NO2 -and the way of DO inhibition. Compared with the original model respectively, the modification of the former model by [START_REF] Pocquet | Adaptation and identification of models for nitrous oxide (N2O) production by autotrophic nitrite reduction[END_REF] neglected the DO limitation on the ND pathway but considered the pH influence, while the latter model was modified by [START_REF] Guo | Calibration and validation of an activated sludge model for greenhouse gases no. 1 (ASMG1): prediction of temperature-dependent N2O emission dynamics[END_REF] through switching the Monod inhibition to Haldane function in order to describe the multiaspect influence of DO, and adding one reduction factor on NO reduction to N2O. Singlepathway models considering only NN pathway were reported respectively by Law et al. (2012) and Ni et al. (2013a). Different intermediates were used in the model, NOH for the former and NO for the latter. Additionally, DO has no inhibitory effect on NO reduction for the latter. All those single-pathway models considered the cell growth, but the original (Mampaey et al., 2013) and modified ND pathway model [START_REF] Guo | Calibration and validation of an activated sludge model for greenhouse gases no. 1 (ASMG1): prediction of temperature-dependent N2O emission dynamics[END_REF] assumed the energy resource from all step processes, which is different from others with NH2OH oxidation as the main resource.

Single-pathway model had simple model structure but could be used only under specific conditions (Ni et al., 2013b;Spérandio et al., 2016). Overcoming the limitation of singlepathway N2O models, the first 2-pathway model was proposed by Ni et al. (2014) linking all biochemical redox processes through a pool of electron carriers as new model components.

The extended version of this model is based on decoupling approach with both electron and energy (ATP) balance, enabling to describe the dependency of N2O production by AOB on IC concentration (Peng et al., 2016). The second 2-pathway model developed by Pocquet et al. (2016) considered five pure enzymatic reactions. It was calibrated to describe not only the data from batch experiments with various accumulated levels of nitrite, especially the trends observed for the NO/N2O ratio as well as N2O-EF, but also the long term N2O emission data from a SBR process with variations of nitrite, pH and DO. Until now, most of the applications of the 2-pathway models in predicting the N2O emission from the nitrification-related systems were in the suspended systems (Ni et al., 2015;Pocquet et al., 2016), calibration experiences to more complex system such as the biofilm system are still lacking.

Potential N2O pathways

Unlike the well-accepted ND and NN pathways by AOB with the characteristic of the successive enzymatic reactions, N2O could be potentially assessed through kinetics with the catalyst of extracted cytochromes. [START_REF] Upadhyay | NO Reductase Activity of the Tetraheme Cytochrome c554 of Nitrosomonas europaea[END_REF] reported that ferrous cytochrome C554 (cyt C554) has significant NO reductase activity. The tetraheme cyt C554 from Nitrosomonas europaea is considered to function as an electron-transfer protein from hydroxylamine oxidoreductase (HAO), which may be important during ammonium oxidation at low DO concentration to detoxify NO. However, no direct N2O measurements were demonstrated to confirm the existence of this pathway. 

2𝑁𝐻 2 𝑂𝐻 𝑐𝑦𝑡 𝑃460 → 𝑁 2 𝑂 + 𝐻 2 𝑂 + 4H + + 4e -
The work conducted by [START_REF] Caranto | Nitric oxide is an obligate bacterial nitrification intermediate produced by hydroxylamine oxidoreductase[END_REF] revealed that NO is an additional obligate intermediate and three electrons were released during the oxidation of NH2OH to NO under both aerobic and anaerobic conditions (Figure 1.4). The termination of NO allows for additional free energy to be withdraw via subsequent oxidation to NO2 -by an as-yetunidentified enzyme. A decrease in the rate of NO oxidation to NO2 -might be expected at low DO concentrations, and this may help explain the observed increase in N2O emissions at low DO or during transitions from oxic to anoxic. The presently afforded revision of HAO's activity should facilitate understanding of the sources and rates of NO and N2O emissions from AOB. It is not demonstrated that all of the observed AOB communities can share the same N2O production routes. Moreover the recent new findings definitely suggested that the N2O formation during the nitrification process is not only a simple consecutive enzymatic reaction, but also one type of diverse/alternative adaptation for the biomass performing the nitrification when meeting with the different environmental condition, no matter it is stimulating or inhibiting. Notably, the chemical reactions might also happen during the nitrification, which is detailed in part 1.4 of this chapter.

Denitrification pathways

Denitrification is initially nominated to describe one phenomenon (e.g. nitrogen loss in N cycle) and was recognized by Kluyver as an anaerobic respiration process. Denitrifying bacteria in the water systems involve numerous physiological and morphological characteristics, most of the denitrifying bacteria being facultative. However, the capacity to denitrify has been also found in some Archaea and Fungi [START_REF] Thorndycroft | A new assay for nitric oxide reductase reveals two conserved glutamate residues form the entrance to a proton-conducting channel in the bacterial enzyme[END_REF].

Denitrification by heterotrophic bacteria

The complete heterotrophic denitrification consists of sequential reductive reactions from NO3 -to NO2 -, NO, N2O and finally to N2, carried out by heterotrophs [START_REF] Conthe | Denitrification as an N2O sink[END_REF]. At the same time, four different enzymes are involved in those processes: NAR, NiR, NoR and NoS.

Each enzyme uses a redox active metal cofactor, such as molybdenum for NO3 -reduction, iron or copper for nitrite reduction, iron for NO reduction and copper of N2O reduction [START_REF] Richardson | Mitigating release of the potent greenhouse gas N2O from the nitrogen cycle -could enzymic regulation hold the key?[END_REF]. Therefore, heterotrophic denitrifiers have two abilities: producing and consuming N2O. Depending on the environmental conditions regulating enzymatic rates (NOR and NOS) heterotrophic processes are either a possible source (NOR rate > NOS rate), or in contrast can play as a sink of N2O (NOS rate > NOR rate) (Figure 1.5).

Denitrification as an N2O sink in the denitrification process

During the heterotrophic denitrification, N2O gas can be both produced and consumed by the denitrifying organisms unlike the AOB are invariably net sources of N2O (Figure 1.5). The ability to emit N2O will be strongly dependent on the intrinsic capacity of its heterotrophic denitrifying community to reduce N2O. A community with low NOS activity relative to the other reductases (i.e. NAR, NIR and NOR) will be a strong N2O-source, while one with high relative NOS activity will emit less N2O and may even be able to function as a net sink for N2O produced during nitrification, as observed in microcosm experiments with Leca-particle biofilms in [START_REF] Mao | Functional robustness and gene pools of a wastewater nitrification reactor: comparison of dispersed and intact biofilms when stressed by low oxygen and low pH[END_REF].

Figure 1.5:

The denitrification pathway visualized in terms of (a) NOx substrate or (b) electron flow distribution within the electron transport chain (ETC) [START_REF] Conthe | Denitrification as an N2O sink[END_REF].

Heterotrophic denitrification can be found in different wastewater treatment systems. In a recent study, [START_REF] Conthe | Denitrification as an N2O sink[END_REF] showed that N2O reduction rates was 2-5 times higher than NO3 -reducing rates in activated sludge samples. Adding substrates into the previous samples demonstrated an overcapacity of N2O reductase is widespread in denitrifying systems, which is more likely related to physiology than community composition.

N2O emissions related to denitrification

In a very recent publication, [START_REF] Sabba | Nitrous oxide emissions from biofilm processes for wastewater treatment[END_REF] summarized the N2O emission from a denitrifying biofilm process. Here we briefly selected the major contents from this review article.

 The N2O formation in wastewater denitrification processes is often due to selective inhibition of the NOS enzyme [START_REF] Guo | Enzymatic nitrous oxide emissions from wastewater treatment[END_REF].  The N2O production and consumption in the heterotrophic catabolism occurred at the same time. Externally supplied N2O can be reduced concurrently with NO3 -and NO2 -. While many denitrifying bacteria have a complete reduction pathway and can reduce NO3 -and NO2 -all the way to N2, less is known about bacteria that can grow with N2O but not with NO3 -or NO2 -.  The difference (or special) of the N2O formation and reduction behavior can be due to the difference of the type of the denitrifying microorganisms. However, the actual contribution of DNRA to N2O formation in these species remains uncertain (Butterbach-Bahl [START_REF] Klaus | Nitrous oxide emissions from soils: how well do we understand the processes and their controls?[END_REF])  Behavior regarding N2O emissions may also vary based on the type of electron donor.

While the details on each of these donors are beyond the scope of this review, the kinetics for each donor can have important impacts on N2O formation and consumption.

N2O production models by heterotroph bacteria

Four-step denitrification models have been proposed to predict the accumulation of the intermediates during all denitrification process including the N2O (Hiatt and Grady, 2008;Ni et al., 2011;Pan et al., 2013). To date, two distinct concepts have been proposed, which are represented by ASMN (Hiatt and Grady, 2008) and ASM-ICE (Pan et al., 2013), respectively. Carbon oxidation and nitrogen reduction processes were directly coupled during 4 redox reactions in the ASMN model, while indirectly coupled during 5 redox reactions through electron carriers in the ASM-ICE model. However, more steps in the latter model allowed to describe the N2O production under more diverse conditions than the former model.

N2O model upgrade: Combining AOB and heterotrophic denitrification

Different approaches have been reported to integrate the N2O production/consumption by both AOB and heterotrophic denitrifiers into a comprehensive N2O model: i) ASM-type models that combine one of the single-pathway models of AOB with ASMN of heterotrophic denitrifiers (Ni et al., 2011;[START_REF] Pocquet | Adaptation and identification of models for nitrous oxide (N2O) production by autotrophic nitrite reduction[END_REF][START_REF] Guo | Calibration and validation of an activated sludge model for greenhouse gases no. 1 (ASMG1): prediction of temperature-dependent N2O emission dynamics[END_REF]; ii) Electron balance-based model that integrate the electron carrier based two pathway model of AOB and ASMN (Ni et al., 2015). Both modelling approaches have been successfully applied to describe N2O emissions from mixed culture nitrification-denitrification systems and to identify the relative contributions between AOB and heterotrophic denitrifies to total N2O production (Ni et al., 2011(Ni et al., , 2013a(Ni et al., , 2015)).

In these integrative studies consumption of N2O by heterotrophic denitrification (as a N2O sink) is noticed and reduces overall N2O production under the conditions of high COD to N ratio and/or low DO level.

Anammox pathways

Anaerobic ammonium oxidation is a microbial process which release dinitrogen gas (N2) (Figure 1.1). Bacteria catalysing this process oxidize NH4 + to N2 gas with NO2 -as an electron acceptor. It was designated as anammox bacteria (AMX) or anaerobic ammonium oxidation bacteria (AnAOB). [START_REF] Mulder | Anaerobic ammonium oxidation discovered in a denitrifying fluidized bed reactor[END_REF] first experimentally confirmed this process in a denitrifying bioreactor operated in the Netherlands. Prior to this, theoretical chemist Engelbert Broda ever predicted the presence of a previously unknown lithotrophic microorganisms that can oxidize NH4 + to N2 gas with NO2 -or NO3 -as electron acceptors [START_REF] Broda | Two kinds of lithotrophs missing in nature[END_REF].

Multiple reactions and pathways

Overall catabolic process of AMX can be simplified by the following equation:

Equation 1.12 N𝐻 4 + + NO 2 -→ N 2 + 2H 2 O
Based on our current understanding, the anammox catabolism is composed of three consecutive, coupled reactions with two intermediates, nitric oxide (NO), and hydrazine (N2H4). First, nitrite is reduced to NO with nitrite reductase (NirS) which is then, as we understand, condensed with ammonium to form hydrazine, via a multi-enzyme complex hydrazine synthase (HZS). Finally, hydrazine is oxidized to dinitrogen gas by hydrazine dehydrogenase (HDH) [START_REF] Maalcke | Structural Basis of Biological NO Generation by Octaheme Oxidoreductases[END_REF]. 2014) reported a novel pathway to make NO from NH2OH using the purified Kustc1061 enzyme from K. stuttgartiensis culture in MBR. The NH2OH addition studies showed that, this HAO-like protein can share the same reaction specifically catalyze NH2OH to NO releasing one less electron (Equation 1.16) than using the original HAO from AOB (Equation 1.5), the key protein in AOB. This new enzyme had a crystal structure and is related to HAO, a key protein in AOB. This pathway proposed a new way to detoxify the NH2OH. Equation 1.16

NH 2 OH 𝐾𝑠𝐻𝑂𝑋 → NO + 3H + + 3e -

Stoichiometry considering the anabolism

The stoichiometry of the anammox was first systematically determined (Equation 1.17) with small AnAOB aggregates in a SBR bed reactor (Strous et al., 1998), and was recently revised (Equation 1.18) using a highly enriched culture of planktonic AnAOB cells (Lotti et al., 2014b).

The difference between the nitrite and nitrate coefficients could be caused by the specific metabolic characteristics for different AnAOB species.

Equation 1.17 (Strous et al., 1998) 

𝑁𝐻 4 + + 1.32𝑁𝑂

Microbiology

Since its discovery in Delft, Anammox bacteria are ubiquitously distributed in a variety of ecosystems (Schmid et al., 2005), pilot plants for the ammonium removal [START_REF] Van Dongen | The SHARON-Anammox process for treatment of ammonium rich wastewater[END_REF][START_REF] Fux | Biological treatment of ammonium-rich wastewater by partial nitritation and subsequent anaerobic ammonium oxidation (anammox) in a pilot plant[END_REF], oxygen minimum zones (OMZs) of ocean [START_REF] Kalvelage | Oxygen Sensitivity of Anammox and Coupled N-Cycle Processes in Oxygen Minimum Zones[END_REF], brackish [START_REF] Teixeira | Potential rates and environmental controls of anaerobic ammonium oxidation in estuarine sediments[END_REF], freshwater systems [START_REF] Penton | Molecular Evidence for the Broad Distribution of Anaerobic Ammonium-Oxidizing Bacteria in Freshwater and Marine Sediments[END_REF], terrestrial environments [START_REF] Shen | Occurrence and importance of anaerobic ammonium-oxidising bacteria in vegetable soils[END_REF], and marine sediments [START_REF] Jensen | Effects of Specific Inhibitors on Anammox and Denitrification in Marine Sediments[END_REF] as well as the sub-oxic zone of the Black sea [START_REF] Kuypers | Anaerobic ammonium oxidation by anammox bacteria in the Black Sea[END_REF]. In addition, anammox populations were also found in the extreme environments [START_REF] Rysgaard | Anaerobic N2 production in Arctic sea ice[END_REF][START_REF] Borin | Anammox bacterial populations in deep marine hypersaline gradient systems[END_REF][START_REF] Russ | Presence and diversity of anammox bacteria in cold hydrocarbon-rich seeps and hydrothermal vent sediments of the Guaymas Basin[END_REF][START_REF] Oshiki | Ecology and physiology of anaerobic ammonium oxidizing bacteria[END_REF].

The wide distribution of AnAOBs indicated the community diversity. Until now, all reported AnAOBs are affiliated with a monophyletic group in the phylum Planctomycetes, and can be further divided into five candidate genera: 'Ca. Kuenenia', 'Ca. Brocadia', 'Ca. Anammoxoglobus', 'Ca. Jettenia' and 'Ca. Scalindua' (Oshiki et al., 2015). 'Ca. Brocadia' and 'Ca. Kuenenia' are the most abundant in engineered anammox systems. 'Ca. Brocadia' prefers environments with high NH4 + and NO2 -concentrations such as wastewater treatment plant, while 'Ca. Kuenenia' with lower affinity constants for NH4 + and NO2 -is able to outcompete 'Ca.

Brocadia' under the substrate-limited condition [START_REF] Oshiki | Ecology and physiology of anaerobic ammonium oxidizing bacteria[END_REF]. 'Ca. Scalindua' prefers salty environments [START_REF] Kuypers | Anaerobic ammonium oxidation by anammox bacteria in the Black Sea[END_REF] and thrives at lower temperature ranges than other anammox bacteria [START_REF] Awata | Physiological Characterization of an Anaerobic Ammonium-Oxidizing Bacterium Belonging to the "Candidatus Scalindua[END_REF]. However, the information on the physiological characteristic for 'Ca. Anammoxoglobus' is scare.

The microbial competitions for NO2 -among three anammox species (i.e. 'Ca. Brocadia sinica', 'Ca. Jettenia caeni' and 'Ca. Kuenenia stuttgartiensis') were investigated under different nitrogen loading rates in MBRs. Results showed that 'Ca. Brocadia. sinica' dominated at high NLRs and present throughout the gel beads and granules, while 'Ca. Jettenia. Caeni' dominated at low NLRs and distributed as spherical microclusters in the inner part (low NO2 -) [START_REF] Zhang | Microbial competition among anammox bacteria in nitrite-limited bioreactors[END_REF]). De Cocker et al. (2018) successfully enriched the anammox during the step-wise decreasing temperatures (from 30 to 20, 15, 12.5 and 10°C) in SBR for one year. AnAOB enrichment (increasing hzsA and 16S rDNA gene concentrations) and adaptation (shift from Ca. Brocadia to Ca. Kuenenia in SBR loweringT) contributed to the high specific ammonium removal rates (82.2 and 91.8 mg NH4-N gVSS -1 d -1 at 12.5 and 10 °C respectively) at the end.

The genomic studies expand our knowledge of AnAOB physiology. A comparison among three specific species belonged within different genera: 'Ca. Kuenenia stuttgartiensis', 'Ca. Scalindua profunda' and 'Ca. Jettenia caeni' was made (Figure 1.6). Results showed that nearly one third of genes located in the genomes, including nxrAB, hzsBGA, hds/hao and acsABCD, were commonly shared. Interestingly, both the nirS and nirK orthologues were missing in the 'Ca.

Brocadia fulgida' and 'Ca. Brocadia sinica' genomes. In addition, the genetic studies were able to predict the observation of the involvement of anammox bacteria nirK in NO2 -reduction [START_REF] Hira | Anammox organism KSU-1 expresses a NirK-type copper-containing nitrite reductase instead of a NirS-type with cytochrome cd1[END_REF]. Nitrogen transformation and carbon fixation processes involved in anammox bacterial cells. nxr: nitrate/nitrite oxidoreductase, nirK: copper containing nitrite reductase, nirS: cytochrome cd1-type nitrite reductase, hzs: hydrazine synthase, hdh/hao: hydrazine dehydrogenase/hydroxylamine dehydrogenase family protein, and acs: acetyl-CoA synthase/CO dehydrogenase. Electron flow is shown with blue arrows; B. Shared and unique genes among the 'Ca. Jettenia caeni', 'Ca. Kuenenia suttgartinesis' and 'Ca. Scalindua profunda' genomes were investigated using the BLAST search program) [START_REF] Hira | Anammox organism KSU-1 expresses a NirK-type copper-containing nitrite reductase instead of a NirS-type with cytochrome cd1[END_REF].

Oxygen inhibition

Oxygen inhibition has been described a lot for the marine and freshwater systems but this inhibition is reversible. The variability in the reported DO inhibitory levels can be due to the genera differences, potential microbial adaptation, testing procedure. The recovery and reversibility of activity following aerobic conditions was first investigated by [START_REF] Seuntjens | High-resolution mapping and modeling of anammox recovery from recurrent oxygen exposure[END_REF]. In this study, recurrent DO (0.5-8 mg O2/L) was exposed into an anammox reactor (biomass diameter > 0.2 mm). Results showed that the first high-DO exposition resulted in the complete inhibition (IC100 ≤0.02 mg O2/L) of AnAOB but recovered gradually after 5-37 hours without the oxygen exposure in order to reach a steady-state activity dependent on the perceived inhibition.

Potential N2O emissions from anammox-related processes

Direct N2O emission from PNA has not been demonstrated until now. Recently authors also reported the possible existence of unknown N2O pathway based on the isotopic measurements during combined PNA system. Harris et al. (2015) observed that the N2O isotopic site preference (SP) was up to 40‰, which could not be explained with the current known N2O pathways. Ali et al. (2016) also found around 30% of the N2O emission was produced in the anammox-dominated anoxic zone. This observation indicated that in the combined PNA process, the potential role of anammox still need to be clarified. It can shift the conventional N2O production pathways, especially during the rapidly changing experimental conditions.

Contribution of abiotic N2O pathways

N2O can also be produced also through the abiotic reactions by coupling NH2OH oxidation with the reduction of NO2 - (Harper et al., 2015), free nitrous acid (HNO2) (Soler-Jofra et al., 2016), or NO [START_REF] Spott | Formation of hybrid N2O and hybrid N2 due to codenitrification: First review of a barely considered process of microbially mediated N-nitrosation[END_REF]. These are termed N-nitrosation hybrid reactions, or simply hybrid reactions [START_REF] Spott | Formation of hybrid N2O and hybrid N2 due to codenitrification: First review of a barely considered process of microbially mediated N-nitrosation[END_REF]. In addition, metals such as copper can catalyze abiotic N2O production from NH2OH via the hybrid reaction (Harper et al., 2015). Under some conditions, the hybrid reaction can become the predominant pathway for N2O production in a partial nitrifying reactor (Terada et al., 2017;Soler-Jofra et al., 2018). N2O production via the hybrid reaction is enhanced in the presence of AOB [START_REF] Liu | Abiotic Conversion of Extracellular NH2OH Contributes to N2O Emission during Ammonia Oxidation[END_REF]Terada et al., 2017).

Abiotic N2O emissions were investigated based on different kinetic studies. Chemical NO2 - reduction by ferrous iron (Fe(II)) can lead to the formation of NO and N2O without biomass in a 2 L reactor (Kampschreur et al., 2011), the rate of which is greatly influenced by pH, maximizing at 6.6. (NO2 -of 600 mg N L -1 ). In a partial nitrification, the chemical reaction between NH2OH and NO2 -(400 mg N L -1 ) under the DO between 0.8 and 4.3 mg O2 L -1 is also reported in the study from Harper Jr. et al. (2015), however showing that N2O from abiotic reaction increased with the decreased NH2OH concentration, which can be higher than the biological contribution. The abiotic N2O emission at 0.16 mg N L -1 h -1 of NH2OH (0.3 mg N L -1 ) with HNO2 (0.04 mg N L -1 ) was also investigated by Soler-Jofra et al. (2016), accounting one third of the N2O emission rate in the SHARON reactor (NO2 -of 650 mg N L -1 ) . Terada et al. (2017) also highlighted the importance of the NH2OH reaction with nitrite at high AUR and NO2 -(400 mg N L -1 ) in a PN reactor. In a planktonic axenic N.europaea (ATCC 19718), Soler-Jofra et al. (2018) found that most of the biological N2O emission could be explained by the chemical transformation during the transient anoxia. Considering high FNA (5*10 -3 mg N L -1 ) due to the high NO2 -of 230 mg N L -1 in this study, high pH and low NO2 -was recommended to avoid the possible abiotic N2O transformation.

In view of these recent studies on chemical N2O pathways, the tests first contained high level of NO2 -(over 200 mg N L -1 ), which is typically observed in the PN reactor, as the NO2 - accumulation is required. However, in other wastewater treatment system, the participation of NO2 -consumers, such as the NOB in the SND system and Anammox in the PNA system, allowed the higher level of NO2 -is an indicator of imbalanced process performance or unfavorable experimentation. Therefore, the huge difference might weaken the role of chemical N2O production pathways. N2O model: integrating the abiotic reaction into the biological process, from suspended system to biofilm system

More recently, a consilient N2O model was proposed (NDHA) that predicts three biological pathways and abiotic processes [START_REF] Domingo-Félez | A consilience model to describe N2O production during biological N removal[END_REF]. Potentially, the NDHA model describes N2O production under a wide range of operational conditions.

The modified version of this model by [START_REF] Domingo-Félez | Calibration of the comprehensive NDHA-N2O dynamics model for nitrifier-enriched biomass using targeted respirometric assays[END_REF] designed a delicate N2O calibration procedure via extant respirometry. The NDHA model response was validated and described AOB-driven N2O production at varying DO and HNO2 concentrations. For the first time, the uncertainty of the calibrated parameters was propagated to the model outputs in a simulation case study, and compared to the uncertainty from a reference case. However, the model calibration experiences are not that much.

Actually, the current N2O pathways cannot fundamentally differentiate the biological and chemical system sharing the same process biochemistry. During the chemical control experiments with biomass, the electron donor can still exist in other forms even after losing the biomass activity.

Another point is that all the published N2O pathway models have not been performed to describe the N2O emission from the biofilm-based PNA systems. Only very recently Wan et al. (2019) combined 3 pathways for modelling PNA process.

Isotopic fractionation technique for tracking N2O pathways 1.5.1 Principles

It has been several decades since isotopic technology has been applied to identify N2O sources from biosystems [START_REF] Ritchie | Identification of the sources of nitrous oxide produced by oxidative and reductive processes in Nitrosomonas europaea[END_REF][START_REF] Poth | 15N Kinetic Analysis of N2O Production by Nitrosomonas europaea: an Examination of Nitrifier Denitrification[END_REF]. Applications were concentrated on the biomass from the soil system [START_REF] Wrage | A novel dual-isotope labelling method for distinguishing between soil sources of N2O. Rapid[END_REF]. During recent years, attentions have been also paid in the wastewater system including a wide biomass type (enzyme, pure culture, mixed culture and wastewater treatment) and multiple scale.

The development of the process-based pathway knowledge might help understand the effects of the operating conditions on N2O production, ensure the transferability of outcomes from one system to another and support the N2O mitigation strategy (Duan et al., 2017). Currently, three isotopic analysis methods were used based on conventional natural stable isotope, SP and 15 N tracer respectively.

Differences between isotopes of the same element are so subtle that can be regarded as identical in general reactions. However, during kinetic reactions, when bonds are forged or broken, the slight difference in physical and chemical properties can lead to fractionation, altering the composition of natural isotopes in products. This variation in composition serves as the basis to monitor and trace the nitrogen conversion pathways during N2O production (Duan et al., 2017).

Microbial nitrogen conversions leading to N2O production can result in unique isotopic fractionation, thus making it possible to distinguish the sources of the emitted N2O. In most cases, the enzymatic reactions preferentially convert lighter isotopes with smaller number of the neutrons, resulting in products isotopically lighter than in reactants, which is called kinetic isotope effects (Duan et al., 2017).

Quantitative analysis with SP and 15 N tracer method SP analysis enables the quantification of the relative contributions of N2O production pathways and bulk δ 15 N fractionations thus quantitatively reflecting the origin of N2O, Unlike the inhibition approach or labelled isotope analysis which introduces inhibitors or artificially enriched 15 N/ 18 O, no foreign influences are introduced as SP analysis is based on natural 15 N abundance, and SP analysis provides direct evidence investigating N2O production pathways.

The bulk 15 N isotopic composition refers to the average 𝛿 15 N at both positions (∝ 𝑎𝑛𝑑 𝛽). Equation 1.19

𝛿 15 𝑁 𝑏𝑢𝑙𝑘 = 𝛿 15 𝑁 𝛼 + 𝛿 15 𝑁 𝛽 2
The N2O "site preference" (SP) refers to the difference in 15 N isotopic composition of the central (α) position N compared to the terminal (β) position N. SP of N2O, unlike 𝛿 15 𝑁 𝑏𝑢𝑙𝑘 , is independent of the substrate isotopic composition, and it is therefore a robust tool to differentiate between N2O production pathways. The reliability of the SP signature value depends on the reliability of the determination method as well as its application range. Each N2O pathway is characterized by one specific SP value. Equation 1.20 𝑆𝑃 = 𝛿 15 𝑁 𝛼 -𝛿 15 𝑁 𝛽

The substrate separation is the common method for obtaining the SP value for single N2O pathway, through providing substrates stimulating targeted pathway while eliminating its counterparts. Studies using the enzyme [START_REF] Toyoda | Fractionation of N2O isotopomers during production by denitrifier[END_REF] can obtain accurate SP signature values especially for the enzyme-induced pathways than using pure-or mixed cultures, however whether these values can be applicable in the complex environmental system is still a problem. When the enriched pure culture are used (Peng et al., 2014), the reaction is closer to the practical case/situation considering that bacteria species share the similar SP values for the same pathway. The uncertainties of this method depend on the interference extent by the two targeted pathways due to the coexistence of two intermediates NH2OH and nitrite, being not fully separated for two pathways.

According to the observed SP (Equation 1.20) and isotopomer mixing model (Equation 1.21), quantitative apportioning of ND and NN pathway have been achieved using full-scale activate sludge (Wunderlin et al., 2013) and lab-scale enriched nitrifying sludge (Peng et al., 2014).

Equation 1.21 FND= (1-FNN)=(SPtot -SPNN)/(SPND -SPNN)
Lab-scale experiments were conducted by adding different substrates (NO2 -, NH2OH, NH4 + and NO3 -) into the activated sludge taken from the nitrification reactor from the plant (Wunderlin et al., 2013). The NO2 -addition and NH2OH addition batch experiments respectively allowed to give an average SP value for ND (SPND: -2‰) and NN (SPNN: 28.5‰), which was used as standard SP values for ND and NN pathway respectively. Consequently, according to Equation 1.21, increased SP value can be due to the stimulated NN pathway with the corresponding weakened ND pathway, if NN and ND pathway could be determined as two main N2O production mechanisms:

1. During all NO2 -oxidation experiments, ND pathway was considered as the sole N2O pathway and the SP value decreased from the starting to the end. 2. During NH2OH addition experiments, take 10 mg N-NH2OH L -1 , DO of 1.1 mg/L as an example, the contribution of NN pathway decreased from 100% to 19% with decreased SP from 30.7‰ to 3.7‰. Simultaneous decrease of SP and NN pathway contribution is also observed in all the other NH2OH addition experiments but to a lesser degree. 3. During both continuous and one-time NH4 + addition experiments, at the beginning both NN and ND (over 75%) contributed to N2O production. SP value decreased by 3‰ to 5‰ in all experiments, in company with the increased ND pathway contribution who dominated the overall N2O production in the vast majority of batch experiments in the end.

The same quantificaiton method was used by Peng et al. (2014) combining both SP and bulk 15 N/ 14 N ratios (d 15 N bulk N2O), in order to identify the contribution of NN and ND pathway to the overall N2O production in an enriched nitrifying sludge. Assuming 28.5‰ and -2‰ were the standard SP value from N2O produced from NN and ND, the influence of DO concentration on the pathway contribution was also identified in this study.

When DO increased from 0.2 to 3.0 mg O2 L -1 , N2O production due to the joint effect of both pathways was first confirmed by the obtained SP values (-0.5‰ and 6.4‰). Then, it was calculated that increased SP value upon increasing DO also demonstrated the increased NN pathway contribution from 5% to 27% with the corresponding decreased ND pathway contribution from 95% to 73%, which could be well predicted with the 2-pathway model.

However, two major differences existed when comparing the results between two studies (Wunderlin et al., 2013;Peng et al., 2014). One difference is the complete dominance of ND pathway in the first study unlike the second study; another difference is that NN pathway repression is found at either higher or lower DO concentration in the former study while only under lower DO concentration in the latter study. One possible explanation for the latter case is that NOB biomass was used to avoid the nitrite accumulation but also consumed oxygen, competing with AOB under the low DO condition, since ND pathway is faciliated under limiting-DO concentration compared with NN pathway. 

Typical SP values for known N2O pathways

In WWTS working with mixed culture there is no universally recognized and characterized SP value for each N2O production pathway (Sutka et al., 2006;Toyoda et al., 2011b). Unlike heterotrophic bacteria with sole pathway, more studies concerning the pathway regulation are related with the AOB culture containing two pathways as NN and ND pathway.

In the investigated WWTS studies, the SP values for NN pathway varied from 28‰ to 33‰, while for the ND pathway from -14‰ to 0‰ (Toyoda et al., 2011a;[START_REF] Rathnayake | Source identification of nitrous oxide on autotrophic partial nitrification in a granular sludge reactor[END_REF]Wunderlin et al., 2013).

During the PNA processes, both N2O production and consumption could happen. NH2OH oxidation (NH2OH→NO→N2O) by AOB ranged from 30‰ to 36‰, while nitrifier denitrification (NO2 -→NO→N2O) from -10‰~0‰; SP values of N2O production from HET (NO2 -to N2O) ranged from -5‰~0‰ and consumption by HET (N2O→N2) from -16.4‰~-2.9‰. In addition, various chemical processes also lead the SP from 29.5‰~35‰ (Harris et al., 2015).

Experience on PNA process with isotopes analysis

For the first time, Harris et al. (2015) reported online measurements of N2O off-gas isotopic composition from a continuously fed full-scale PNA reactor. Targeted conditions like increased Qair, addition of NO2 -under anoxic condition and the addition of NH2OH were also tested to further follow the SP signature variation upon the changes. In this study, results were obtained under high and low NH4 + concentration.

First, increased SP (-1.0‰) and reduced N2O (instant rate and emission factor) due to simultaneous increase of NH4 + (20-50 mg L -1 ) and DO (0.2-1.5 mg L -1 ) cannot be explained.

Then, the high SP value in both normal and targeted experiments cannot be explained with the current understanding of N2O production and consumption, considering the accuracy. Next, the decreased SP (δ 18 O) and increased rNH4 + due to the increased Qair indicated the ND pathway leading to the N2O spike with increased DO from lower than 0.05 mg O2 L -1 normally to over 0.2 mg O2 L -1 . Finally, addition of NO2 -led to the highest SP to 45.9‰ while addition of NH2OH also lead to the increased SP up to 41.3‰. Based on the above observations an unknown N2O is the most probable explanation pathway with the characteristic: 1). Low isotopic discrimination for d 15 N bulk ; 2) producing N2O pathway anoxically enhanced by NO2 - addition; 3). SP higher than all current known N2O pathways.

Figure 1.8:

Online SP off-gas analysis enabling new N2O pathway identification (Harris et al., 2015).

The second single stage PNA case study with isotopomers was conducted by Ali et al. (2016) in a 2 L SBR with 6 h cycle length. The N2O isotopomer analysis was based on samples taken from three different SBR cycles. In order to quantify the different N2O pathway contributions with the constant SP values (15‰-9‰), the effect of N2O reduction by HET denitrification was first precluded by combined SP and 18 O& 15 N bulk analysis, and then the relative contribution from NN pathway and NO2 -reduction was based on the estimation according to the chosen SP values for pure N2O production via NN pathway of 33±4‰ and via NO2 -reduction of -1±5.5‰ (including both ND and heterotrophic denitrification). N2O isotopomer analysis revealed that NN pathway and NO2 -reduction pathways contributed roughly equal in N2O production. However, the results did not differentiate the N2O contribution from nitrifier denitrification or ND, nor preclude the influence from N2O reduction and/or anammox N2O production. Furthermore, high abundance of NOB in this system might complicate the N2O production by competing with anammox for NO2 -and with AOB for oxygen.

N2O microsensor combined with FISH analysis revealed that the major (70%) N2O production area was the shallow surface area of a granule (0-0.5 mm) where nitrifiers mainly inhabited and DO rapidly decreased down to below 0.1 mg L -1 at ca.0.1 mm from the surface of the granule. The rest of N2O (around 30%) was produced in the anammox bacteria-dominated anoxic zone.

Different SP values and pathway contributions for N2O in two single-stage PNA studies first revealed the efficiency of the SP technology in predicting the known and unknown pathways, but also indicated the complicated N2O production mechanisms, which required the further investigation.

Convergence of SP and modelling for analyzing the N2O pathway regulation

Recent studies also combined the SP analysis with other indirect methods such as modelling and enzyme mRNA transcription analysis.

Only with the SP, the relative contributions from more than two N2O production pathways cannot be quantified. However, with the help of the mRNA analysis, the difference of NorB in AOB and heterotrophic denitrifiers allowed to differentiate the NO reduction activities of each group. Therefore, three pathways from the WWTS can be assessed [START_REF] Ishii | Identification of key nitrous oxide production pathways in aerobic partial nitrifying granules[END_REF]. However, the weakness of this technology is that the gene transcription might not reflect the real enzyme activity level, which can be further improved by selecting the perfect primer. [START_REF] Ishii | Identification of key nitrous oxide production pathways in aerobic partial nitrifying granules[END_REF] use the combination of 15 N stable isotope analysis, denitrification functional gene transcriptome analysis and microscale N2O concentration measurements to identify the main N2O producers in a PN aerobic granule reactor fed with ammonium and acetate. Results suggested that heterotrophic denitrification was the main contributor. Both NN and ND occurred, but their contribution to N2O emission was relatively small (20-30%) compared with heterotrophic denitrification.

The simultaneous 15 N and 18 O labelling can improve the reliability of N2O production pathways tracking. In a study conducted by Ma et al. (2017) the biofilm from a full-scale PNA reactor, was investigated the instantaneous effect of DO (from 0.2 to 45 mg O2 L -1 ), NO2 -(from 0.7 to 11 mg N L -1 ) and NH4 + (from 15 to 480 mg N L -1 ) on the N2O pathways through independent 15 N stabling of NH4 + , NO2 -, NO3 -and 18 O (labelling O2). For the first time, 18 O labelled O2 was used to prove the process of NH2OH oxidation taking advantage of oxygen exchange between NO2 -and H2O. Presence of heterotrophic denitrification is not distinguishable from ND through isotope labeling. However based on the very low net N2O production rate observed at 0.2 mg O2 L -1 with only NO2 -addition without NH4 + , the heterotrophic denitrification was a very minor source of N2O production. Low oxygen concentration stimulates the ND pathway however, the stimulation of N2O production from NN pathway was unexpected. NN pathway was also stimulated by the increased NH4 + concentration. 

PNA control and operation

From the work of Vlaeminck et al. (2012) on PNA and microbial resource management three important challenges were pointed out: 1). maximizing the nitrogen removal efficiency; 2). minimizing the NO and N2O emission and 3). obtaining through OLAND a plant-wide net energy gain from sewage treatment. This means that multi-objectives optimization and control strategies should be developed for reaching that objective. Aeration control is naturally in the center of such energy-GHG nexus preoccupation.

Global stoichiometry

The PNA stoichiometry is based on the equilibrated combination of the two consecutive processes: aerobic ammonia oxidation and the following anaerobic ammonium oxidation with the produced nitrite forming the harmless dinitrogen gas (Sliekers et al., 2002). Not only less oxygen and organic matter is required, but also less sludge is produced (Equation 1.22) for PNA than the conventional N/DN process (Equation 1.23). Obviously those stoichiometries do not take into account the possible NO or N2O loss.

Equation 1.22 (PNA)

𝑁𝐻 4 + + 0.792𝑂 2 + 0.080𝐻𝐶𝑂 3 - 𝐴𝑒𝑟𝐴𝑂𝐵,𝐴𝑛𝐴𝑂𝐵 → 0.435𝑁 2 + 0.111𝑁𝑂 3 -+ 1.029𝐻 + + 1.46𝐻 2 𝑂 + 0.028𝐶𝐻 2 𝑂 0.5 𝑁 0.15 + 0.052𝐶𝐻 1.4 𝑂 0.4 𝑁 0.2 Equation 1.23 (N/DN) 𝑁𝐻 4 + + 1.856𝑂 2 + 1.058𝐶𝐻 3 𝑂𝐻 𝐴𝑒𝑟𝐴𝑂𝐵,𝐻𝐵 → 0.457𝑁 2 + 1.01𝐻 + + 2.349𝐻 2 𝑂 + 0.641𝐶𝑂 2 + 0.421𝐶𝐻 1.4 𝑂 0.4 𝑁 0.2

Current operational and control strategies for PNA A microbiology oriented control

The major challenge in PNA control is to repress durably the NOB activity, and to allow anammox to compete for space with sufficient specific retention time. This becomes tricky especially in non-optimal (but real) situation, in extension for mainstream treatment at low temperature, low concentration, or in presence of organic matter.

Five major groups are possibly involved in the real PNA system due to the mutual interactions among different microbial communities: AOB, NOB and AnAOB as autotroph bacteria while HB including aerobic and anaerobic bacteria also develop on both external and endogenous substrate (Table 2). Totally four main substrates are involved. Oxygen competitors are AOB, NOB and HB, while nitrite competitors are NOB, anammox and HB. The nitrite can only be produced by AOB and anoxic HB, while nitrate can only be produced by NOB and anammox. Besides, the substrate competition also related with the space competition within the granules or other aggregates.

The diverse reported parameters affecting the process overall performance included the inoculum (Agrawal et al., 2017), aggregate architecture [START_REF] Wells | Comparing the Resistance, Resilience, and Stability of Replicate Moving Bed Biofilm and Suspended Growth Combined Nitritation-Anammox Reactors[END_REF], reactor configuration (Gilbert et al., 2015), feeding mode (Harris et al., 2015;Ali et al., 2016), aeration pattern (Domingo-Félez et al., 2014;Castro-Barros et al., 2015;[START_REF] Corbalá-Robles | Analysing the effects of the aeration pattern and residual ammonium concentration in a partial nitritation-anammox process[END_REF], residual NH4 + concentration [START_REF] Corbalá-Robles | Analysing the effects of the aeration pattern and residual ammonium concentration in a partial nitritation-anammox process[END_REF][START_REF] Poot | Effects of the residual ammonium concentration on NOB repression during partial nitritation with granular sludge[END_REF], dissolved oxygen (DO) concentration (Morales et al., 2016;Akaboci et al., 2018), Temperature (Lotti et al., 2014a).

Table 1.2: Potential consumer and producer for the main substrate in the PNA system (Adapted after Cao et al. 2017).

Consumer (Neglecting biomass growth) Producer Ammonium (NH4 + ) AOB, Anammox -Oxygen (DO) AOB, NOB, Aerobic HB -Nitrite (NO2 -) NOB, Anammox, Aerobic HB, Anoxic HB AOB, Anoxic HB Nitrate (NO3 -) Anoxic HB, Aerobic HB NOB, Anammox

Continuous or discontinuous operation?

As an example, in a floc-based PNA reactor, Sliekers et al. ( 2002) applied continuous feeding (over 95% of one SBR cycle) and continuous aeration with the constant air flow rate at 7.9 mL min -1 during one SBR cycle enabling the CANON with the NRR of 0.08 kg NH4 + m -3 d -1 after 10 weeks. During the stable limiting-oxygen period, the undetectable DO level allowed the balanced activity between AOB and anammox (NO2 -≤ 0.6 mg N L -1 ) in the flocs and the successful repression of NOB growth and heterotrophic activity, resulting that 15% and 85% of input ammonium was finally converted to NO3 -and N2. However it is noticeable that N2O production was not deeply investigated and only considered as negligible (less than 0.1%).

While for an upflow membrane aerated biofilm reactor (UMABR), [START_REF] Li | Nitrogen removal by granular nitritation-anammox in an upflow membrane-aerated biofilm reactor[END_REF] reported that the process was operated under continuous feeding with synthetic wastewater (containing organic matter) at a NLR from 0.05 to 0.1 kg N m -3 d -1 and continuous aeration with pure oxygen with an online control system. The apparent DO at 0.6 mg O2 L -1 did not lead to NO2 - accumulation and 8% of the incoming NH4 + was finally produced as NO3 -, indicating the high denitrification activity. Both sequencing and FISH analysis showed that the granular biomass harbored more balanced biomass composition for anammox and AOB (less NOB), while biofilm contained more surface-grown AOB and NOB content (5.4%) but much less anammox bacteria (4.8%).

In the SBR mode, the feeding action is commonly applied in a discontinuous way from a global view, called as semi-continuous, even it is fed continuously during single cycle. For one stage PNA system, a better reactor performance with less NOB activity is profitable at high NH3 concentration with constant pH (7.8). Effect of the ammonium limitation on the CANON process was specifically investigated from saturation (12mM) to limitation level (5mM) in a continuously-fed SBR, with the length of feeding accounting for over 95% of an entire SBR cycle [START_REF] Third | The CANON System (Completely Autotrophic Nitrogen-removal Over Nitrite) under Ammonium Limitation: Interaction and Competition between Three Groups of Bacteria[END_REF]. Switching from non-limiting NH4 + supply to limiting-NH4 + , directly resulted in the deteriorated nitrogen removal (0.08 to 0.04 kg m -3 d -1 ), reduced nitrogen removal efficiency (92% to 57%) and decreased biomass concentration from 1.0 to 0.75 g/L. As the growth of Nitrospira sp. was observed under ammonium limitation, a high NH3 concentration is recommended for operating the one-stage PNA system.

On the other hand, alternated aeration in the SBR system were also conducted in different studies (Castro-Barros et al., 2015;[START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF]. In a full-scale SBR (Olburgen), the aeration flow rate alternated between 4041 and 1088 m 3 /h through a mixture of fresh air and recirculated gases, depending on the working capacity. The variation of NH4 + and NO2 -is repeatable upon the duplicate transition between intense and low aerated periods. During intense aeration after the decreased aeration periods, decreased NH4 + concentration 25 to 17 mg/L accompanied with increased NO2 -concentration from 4.7 to 6.6 mg/L, reflecting more anammox inhibition, but at the same time indicating the less NOB activity. The simultaneous decreased NO2 -and increased NH4 + concentration is observed after the switch to the low aerated period.

A more recent one-stage PNA study was conducted by [START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF] applying the intermittent pattern while maintaining the constant stripping with same aeration flow rate at 2 L min -1 , using air and N2 under the aeration and anoxic phase respectively. Meanwhile the balanced PNA system and efficient NOB repression was achieved under this strategy [START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF]. Besides, the decreasing pH also substantially augmented the cycle-averaged N2O emission from 1.1 % (standard pH from 8 to 7) to 2.7% (constant pH at 7), similar to the dependence of specific N2O and NH4 rates on both pH and NH4+ in an enriched AOB system (Law et al., 2012).

Therefore, the alternated aeration is profitable for NOB washout because the NOB recovered less easily than AOB during frequent anoxic period [START_REF] Third | The CANON System (Completely Autotrophic Nitrogen-removal Over Nitrite) under Ammonium Limitation: Interaction and Competition between Three Groups of Bacteria[END_REF][START_REF] Ma | Suppressing Nitrite-oxidizing Bacteria Growth to Achieve Nitrogen Removal from Domestic Wastewater via Anammox Using Intermittent Aeration with Low Dissolved Oxygen[END_REF].

The wide applications of the PNA process in the wastewater nitrogen removal systems brought us fruitful experiences on the operating strategies which has been summarized by Agrawal et al. (2018). The basic principle of the PNA strategy is to create the most favorable living environment for the enrichment of AerAOB and AnAOB while out-selecting their counterparts: NOB and heterotrophs, through two perspectives: ON/OFF and IN/OUT control.

On one hand from the perspective of substrates, ON/OFF control, oxygen and nitrogen can be supplied and maintained in different patterns. First, maintaining a low DO setpoint can help to suppress the NOB activity (see previous paragraphs), and at the same time promote the activity of AnAOB and AerAOB. However this optimal DO is not considered as unique and researchers also use higher DO setpoint to maximize the activity of AerAOB over NOB [START_REF] Wett | Going for mainstream deammonification from bench to full scale for maximized resource efficiency[END_REF][START_REF] Malovanyy | Mainstream wastewater treatment in integrated fixed film activated sludge (IFAS) reactor by partial nitritation/anammox process[END_REF].

Secondly, applying different reactor configuration (Agrawal et al., 2017), feeding mode and aeration pattern [START_REF] Ma | Suppressing Nitrite-oxidizing Bacteria Growth to Achieve Nitrogen Removal from Domestic Wastewater via Anammox Using Intermittent Aeration with Low Dissolved Oxygen[END_REF][START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF] can cause various temporal and spatial difference in the substrate levels and consumption rates. This difference can further produce particular (e.g. layer) distribution of each microbial group and various behaviors face to oxygen limitations or excess. For NOB the nitrite availability can be minimized for facilitating the repression considering that anammox have a very high affinity for nitrite. Additionally oxygen inhibition for AnAOB can be avoided in the biofilm when NH4 + is not absent maintaining a high specific consumption at the surface of the biofilm. Besides, FA or FNA can also directly and rapidly provide the inhibitory conditions to inhibit NOB (Q. Wang et al., 2017).

On the other hand from the perspective of sludge age, or "IN/OUT control", NOB and HB can be washed out by controlling the SRT in the condition where AerAOB and AnAOB can both be retained. Expecting AerAOB to prefer smaller flocs and AnAOB tending to grow in thick biofilm, the aggregates niches and growth condition could be fulfilled through a hybrid reactor or separation with hydrocyclones, sieves or by the control of hydrodynamic shear effect.

In summary, it is more advisable to consider both approaches for the NOB out-selection. The process can be operated via one-or two-stage, and floc-based, biofilm or granular system. Although the two-stage system is considered as easy to maintain (aerobic or anaerobic), lower GHG emissions and lower building costs have attracted people's attention to the single-stage system, especially for full-scale system (Cao et al., 2017). 

Considering N2O emission in the PNA process control?

As an important concern for an environmentally evaluation index, N2O emissions from the PNA process have been investigated during the last decade to reach optimal sustainability. More applications into the single stage than two stage system can be found due to the prevalence of full-scale applications (Vlaeminck et al., 2012). Globally, N2O emissions from two stage systems (Joss et al., 2009;[START_REF] Weissenbacher | Gaseous nitrogen and carbon emissions from a full-scale deammonification plant[END_REF]) are observed to be slightly higher than that obtained from single stage process (Kampschreur et al., 2008;[START_REF] Desloover | Floc-based sequential partial nitritation and anammox at full scale with contrasting N2O emissions[END_REF] when the reactor was operated for a long period in full-scale application.

Table 3 collected the main results and operational conditions from existing studies on N2O emissions in single stage PNA process.

The most reported influencing parameters includes biomass activity (AUR), aeration supply (DO, airflow rate, and intermittent vs continuous aeration), and nitrite concentration.

According to previous studies and our actual knowledge on N2O emissions, low DO and increased nitrite mainly increases the risk of N2O emission in the nitrification reaction. But the accurate prediction of such combined effect of DO and nitrite was still controversial at the starting point of this PhD thesis. In addition, it is not that evident to say if our knowledge on nitritation is directly usable for predicting and understanding N2O emission from PNA process in which several communities interfered symbiotically.

AUR (and Nitrogen load)

In the combined PNA process NH4 + is simultaneously uptaken by AerAOB and by AnAOB.

In pure nitritation system a correlation exists between the biomass activity (specific AUR) and the N2O production. Law et al. (2012) reported that N2O production rate (N2OR) is exponential to ammonium uptake rate (AUR) of an enriched AOB culture in a PN system fed with synthetic anaerobic digester liquor. This kind of exponential relationship is also observed in another enriched AOB culture by Ribera-Guardia and Pijuan. (2017). For the combined PNA system when applying intermittent aeration with varying intensity and frequency over six months, the correlation between N2O production and extant ammonium oxidation in each cycle considering both aeration and non-aerated period is also reported by Domingo-Félez et al. (2014) in two SBRs. Besides, in this study, a more clear relationship is observed only considering the N2O emission from the aeration phase. [START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF] found that aerobic N2O production positively correlated with AUR when the intermittent aeration was applied to the combined PNA SBR, in contrast, no clear trend of N2O production was observed during the non-aerated phases.

Therefore, observation in previous studies indicated the role of the biomass activity on the N2O production rate. But the AUR in PNA system is generally controlled by oxygen limitation which means that it is almost impossible to differentiate the effect of increasing AUR and the effect of concomitant oxygen limitation (increasing with AUR).

Effect of the Air flow rate?

Air flow rate (Qair) is the parameter generally used to control the oxygen transfer for adapting the biological rates in accordance with the nitrogen load and suitable performances (Domingo-Félez et al., 2014). Meanwhile, Qair is also an important parameter affecting the N2O emissions in the combined PNA process. However, different observations have been reported in the literature. M. J. Kampschreur et al. (2009) reported the short-term response of N2O and NO emissions upon the increased Qair from 2000 to 3000 m 3 /h (40 to 46h, 67 to 68h) in a full-scale granular PNA process. The first two-step increase did not result in significant increase of N2O emission (middle recovery) while the second increase resulted in nearly one order of magnitude higher N2O emission rate. Also in the full-scale PNA granular system, Castro-Barros et al. (2015) found that increased Qair from 1088 to 4041 m 3 /h resulted in increased N2O formation as well as emission rate. In contrast, Domingo-Félez et al. (2014) found that N2O emission ratio did not change significantly with varying Qair (between 0.42 and 1.43 L/min) under the same oxygen loading rate in a lab-scale granular sludge system. In specific short term experiments, Harris et al. (2015) manually increased the Qair from 20-750 L/h to 1500-3000 L/h under NH4 concentration of 30 and 50 mg N/L respectively. The DO concentration increased (from 0.00064~0.054 mg/L to higher than 0.2 mg/L) corresponding to the increased Qair. The instantaneous N2O emission factor (N2O/NH4 + ) increased firstly and then decreased gradually under both low and high NH4 + conditions, indicating a possible optimal DO around 0.02 mg/L.

But the recent simulation study from Wan et al. (2019) showed that the influence of parameters related to oxygen effect (aeration, DO) are non-monotonous, and severely interdependent with other parameters (granules size, presence of COD, temperature) as well as the nitrite accumulation.

Moreover the physical effect of flow rate almost instantaneous (by modifying the N2O transfer coefficient or stripping rate) should be differentiated from effect of oxygen level on a short and long term on the microbial consortia activities and N2O production. This last aspect is poorly considered in the literature.

Effect of NO2 -accumulation?

Nitrite is known to stimulate the N2O emission during both nitrification and denitrification process. Ma et al. (2017) showed the stimulating effect of nitrite on N2O production under DO of 0.2 mgO2/L using the biofilm from a PNA-based system. In the enriched AOB culture, Law et al. (2013) demonstrated the confounding effect of nitrite on the N2O production that under low nitrite level between 10-50 mgN/L, N2O was inhibited while higher NO2 -level from 50 to 500 mgN/L inhibited the N2O production depending on the DO level. In all batch tests conducted at DO concentration of 0.55 mg O2/L, N2O production rate increased rapidly at the start of the experiment and maintained a pseudo-steady N2O production rate between NO2 - of 10-50 mg N/L. A reproducible inhibitory effect of NO2 -on the N2O production rate of AOB was observed between NO2 -concentrations of 50-500 mg N/L. This trend was observed independent of the way that the NO2 -was introduced: produced through NH3 oxidation, and NO2 -dosing.

In a continuously aerated system, changing the aeration level changes the nitrite which is stabilized in the system. For instance, M. J. Kampschreur et al. (2009) increased the flow rate from 2000 to 3000 m 3 h -1 lead to the NO2 -accumulation from 0 to 23 mg N/L, which clearly resulted in increased N2O concentrations from 50 ppm to 720 ppm in the off-gas as well as increased emission rate from lower than 100 g h -1 to higher than 1500 g h -1 . Similar observation was also obtained in a PNA granular sludge reactor (Castro-Barros et al., 2015) with online auto-adjusted aeration system based on the effluent quality (NO2 -and NO3 -). Comparing the nitrite level between the normal SBR behavior under high aeration (4041 m 3 h -1 ) with and low aeration (1088 m 3 h -1 ) periods, the N2O emission rates (0.051-0.056 kg N m -3 d -1 ) due to the increased nitrite concentration from 4.7 to 6.6 g N L -1 under the high aeration is two times higher than that obtained during the low aeration (0.020-0.021 kg N m -3 d -1 ) with decreased nitrite from 6.6 to 4.7 g N L -1 .

Besides, the transition from prolonged period without fresh air addition to enhanced aeration resulted in the highest N2O emissions.

Effect of intermittent anoxic phases?

As aeration intermittency was used for controlling oxygen transfer and NOB repression in some studies, effect on N2O emission should be considered. Basically such effect can be related to complex regulation of the AOB metabolism respective to short term oxygen absence, but also to the possible contribution of heterotroph in consuming the N2O in anoxic period.

Recently in a biofilm PNA process, the contribution of N2O emission from aerated and nonaerated phase was respectively quantified by following the N2O dynamic and showed that the aerated phase contributed 80% to the overall N2O emission while 20% was attributed to the non-aerated phase [START_REF] Blum | Nitrous oxide production in intermittently aerated Partial Nitritation-Anammox reactor: oxic N2O production dominates and relates with ammonia removal rate[END_REF]. Globally the possible role in N2O consumption or production of heterotrophic denitrifiers in PNA process needs more investigation. The recent modelling article of Wan et al. (2019) showed that our actual knowledge based models predict a significant consumption by heterotrophic denitrification as soon as biodegradable COD is present.

Domingo-Félez et al. ( 2014) demonstrated that significant decreases in N2O emissions were obtained when the frequency of aeration (fredox) was increased from 6 to 25 while maintaining a constant air flow rate (from >6 to 1.7% ΔN2O/ΔTN) and oxygen loading rate (0.81 g O2/L/d).

However, no significant effect on the emissions was noted when the duration of aeration (Ron) was increased from 53% to 93% while decreasing air flow rate (10.9 ± 3.2% ΔN2O/ΔTN) under similar oxygen loading rate (0.98-1.25 g O2/L/d). Logically operating under conditions where anaerobic exceeds aerobic ammonium oxidation activity was proposed to minimize N2O emissions from single-stage nitritation/anammox reactors. In intermittently aerated system, increasing the frequency of aeration cycling was considered as an efficient way of obtaining those conditions. 

Thesis objectives and chapter overview

This first chapter summarized our knowledge on microbial nitrification, denitrification, anammox processes, as well as the chemical nitrogen transformation pathways most likely to occur during the nitrogen conversion. A special attention was given to the applications of the isotopes techniques for tracking N2O pathways in wastewater nitrogen removal systems.

The literature study has shown that N2O emission from nitritation and PNA process is a major concern with highly variable emission factors. Maintaining the emission factor at acceptable level (at least lower than 2% and ideally lower than 1%) is definitively not evident. More studies are needed to find the best operational and control strategies for N2O mitigation in the PNA system. Regarding this objective, this thesis was based on an integrated approach including experiments and simulations, successively or in parallel.

From literature it comes quite clearly that N2O emissions from one stage PNA depends on parameters (DO, AUR, nitrite, gas transfer rate) which are highly correlated making difficult our understanding of specific effect of each single parameter. At the early stage of this PhD, regarding model development, the combined effect of nitrite and DO on N2O emissions from AOB appeared to us as an important point to understand and predict. That is the reason why this work was first dedicated to the calibration of the most recently developed 2-pathway models: our model from Pocquet et al. (2016) and Ni et al. (2014) model.

Whereas DO limitation is considered as a possible method for repressing the NOB (mostly), it was not found any study on N2O emission at extremely low DO level, especially on a long term. Indeed very recent work of Akaboci et al. (2018) showed the interest of such conditions for piloting PNA process but the N2O emissions were not provided. This is actually the main focus of this thesis: to analyze and predict the performances and N2O emission of one stage PNA process under DO limitation.

Hence the second chapter first evaluated the capability of the 2-pathway model combining nitrifier denitrification (ND) and hydroxylamine oxidation (NN) pathway for predicting N2O productions by AOB in a wide range of DO and nitrite levels; confrontations in three microbial systems were then compared with another 2-pathway model based on the electron pool as the model concept; The calibration efforts were finally discussed for facilitating the future model applications.

In the third chapter, experiments with one stage PNA are presented. The PNA process was started up in a 11 L SBR and controlled with low air flux and terminal DO setpoint. The temperature was controlled at 26.6 •C in order to evaluate the possible application under sidestream and mainstream conditions. The evaluation of the process was in three different perspectives: 1) Chemical analysis and gas balance for monitoring long term performances and stoichiometry; 2) Physical characterization of the suspended solids and granular size distribution; 3) Microbial characterization using FISH and 16s rRNA. In the end, discussions were regarding to the possible links between the different aspects aiming to obtain a compressive understanding and deeper insights into the long-term operation of the PNA process under extremely low DO.

In the fourth chapter, N2O emissions in the PNA process was analyzed from short-and longterm run. The emission pattern, long-term evolution and influencing parameters regarding to N2O were identified. Additional tests included the isotopic analysis of specific kinetic cycle and anoxic/aerobic batch tests with nitrite addition were conducted to further reveal the possible N2O production mechanisms.

In the fifth chapter, a new biofilm model was developed on aquasim software to provide a global 1-D model for PNA process including N2O emissions through 3 different pathways. The model is calibrated and its prediction capabilities are evaluated for oxygen limited environments. This is the first time such model is calibrated with real data. Then simulations are conducted to clarify the N2O dynamic pattern observed in our study.

Finally the conclusion will be proposed in order to summarize the main new insights from that thesis and the possible perspectives.

Introduction

Mathematical modeling of nitrous oxide (N2O) emitted from biological wastewater treatment is one of the major challenges for minimizing greenhouse gas emissions (Ni et al., 2011(Ni et al., , 2013a;;Pan et al., 2013;[START_REF] Harper | Novel abiotic reactions increase nitrous oxide production during partial nitrification: Modeling and experiments[END_REF]. Several studies were dedicated to the development of new models describing N2O emission during nitrification and denitrification, with the mechanisms being still under review (Ni et al., 2011(Ni et al., , 2013b(Ni et al., , 2014(Ni et al., , 2015;;Law et al., 2012;[START_REF] Harper | Novel abiotic reactions increase nitrous oxide production during partial nitrification: Modeling and experiments[END_REF]Pocquet et al., 2016). N2O production associated to nitrification by autotrophic ammonia-oxidizing bacteria (AOB) was proven to contribute significantly to overall emissions (Kampschreur et al., 2011;Wunderlin et al., 2013;Wang et al., 2014;[START_REF] Harper | Novel abiotic reactions increase nitrous oxide production during partial nitrification: Modeling and experiments[END_REF], and mainly through two pathways: i) the nitrifier denitrification (ND) pathway (N2O as the terminal product of nitrite reduction) (Law et al., 2012;Wunderlin et al., 2012;Ni et al., 2013b); ii) the incomplete hydroxylamine oxidation (NN) pathway (N2O as the sideproduct of NH2OH oxidation) (Wunderlin et al., 2012;Ni et al., 2013b;Pocquet et al., 2016). Previous work showed that single-pathway models, either based on ND or NN pathway, cannot reproduce all the N2O production data including both short-term and long-term process monitoring (Ni et al., 2013b;Sperandio et al., 2014;Peng et al., 2015a). Those conclusions indicated that both pathways are involved and a unified model was urgently required to incorporate both pathways in order to increase the genericity of the N2O production model (Ni et al., 2013b;Ni and Yuan, 2015;[START_REF] Mannina | Greenhouse gases from wastewater treatment -A review of modelling tools[END_REF]Pocquet et al., 2016).

The first innovative 2-pathway model (marked Model I) was proposed by Ni et al.(2014) linking all biochemical oxidation and reduction processes through introducing a pool of electron carriers as new model components. This model has been able to describe the individual effect of dissolved oxygen (DO) on N2O productions, and the simulated contribution of each pathway was consistent with the isotope measurements (Peng et al., 2014). In addition, considering higher NO2 -levels (from 3 to 50 mg N/L), the model was also calibrated to experiments with the combined effect of DO and nitrite (NO2 -), and was capable of reproducing the batch experiment results (Peng et al., 2015b). However, further calibration and validation of this 2pathway model based on more varied experimental data and long-term monitoring are now necessary.

In parallel with a different model structure, another 2-pathway model (marked Model II) including five successive enzymatic reactions was developed by Pocquet et al. (2016). Unlike Model I, all the consumptions of electron donor and acceptor are connected without considering electron carriers. This model was calibrated, and was shown to well describe not only the data from batch experiments with various accumulated levels of nitrite, especially the trends observed for the NO/N2O ratio as well as N2O emission factors (N2OEF), but also the long term N2O emission data from a SBR process with variations of nitrite, pH and DO (Pocquet et al., 2016). However, intrinsic assumptions due to the case study contained in this model should be further extended and more calibration and validation efforts from varying experimental observations are also required [START_REF] Mannina | Greenhouse gases from wastewater treatment -A review of modelling tools[END_REF].

Side-by-side comparison of N2O modeling by AOB is an effective method to examine both the capability and the applicability of models (Ni et al., 2013b;Sperandio et al., 2014;Peng et al., 2015a;Pocquet et al., 2016). Up to now, several studies were focused on the N2O production model comparison work [START_REF] Guo | Calibration and validation of an activated sludge model for greenhouse gases no. 1 (ASMG1): prediction of temperature-dependent N2O emission dynamics[END_REF]Mampaey et al., 2013;Peng et al., 2015a;[START_REF] Mannina | Greenhouse gases from wastewater treatment -A review of modelling tools[END_REF]Pocquet et al., 2016). Ni et al. (2013b) compared the abilities of four different single-pathway models to predict N2O dynamics in three case studies, and results showed that for each case, but not all, could be described by one single-pathway model. Spérandio et al. (2016) compared five activated sludge models describing N2O production by AOB with four different long-term process data sets and the satisfactory calibration was obtained but none of the models was able to describe all the N2O data obtained in the different systems with a similar parameter set. Peng et al. (2015a) compared two singlepathway models with Model I and identified the practical application conditions for each model in terms of DO and NO2 -. Furthermore, the comparison between Model II with other existing models was recently studied by Pocquet et al. (2016) which showed that NN pathway model was capable of describing the NO emissions but did not match the N2O emission. However, the comparison between the two newly-developed 2-pathway models has not been done until now.

The first purpose of this study was to test and then compare the capabilities of the recentlydeveloped 2-pathway models in describing the combined effect of DO and nitrite on the N2O production by AOB from three different case studies (Peng et al., 2014(Peng et al., , 2015b;;Pocquet et al., 2016). The second is to provide insights into the applicability and the future calibration of these 2-pathway models of N2O production by AOB.

Materials and methods

Experimental Data

As shown in Table 2.1, N2O measurements (43 data sets in total) from three series of kinetic experiments with different types of microbial culture containing AOB were used for model evaluation. Conditions were chosen for testing the predictive abilities of two models respecting the combined effect of DO and NO2 -. Different influent feeding modes were used: continuous step-feeding for Case 1 and 2, batch feeding for Case 3 (Peng et al., 2014(Peng et al., , 2015b;;Pocquet et al., 2016) .

Table 2.1: Summary of the experimental data and operating conditions for three study cases.

Case 1 (Peng et al., 2015b):

Batch DO and NO2 -effect Case 2 (Peng et al., 2014):

Batch DO effect

Case 3 (Pocquet et al., 2016): DO in Case 1 and 2 was controlled at desired level by a gas mixture of N2 and air with a constant total flow rate (Peng et al., 2014(Peng et al., , 2015b)). Comparatively, for Case 3, air flow rate was constant and DO showed dynamic profile similar for all the tests (Figure 2.S1). Average DO (4.5 mg O2/L) is reported but the real dynamic DO data was used as the input for simulation. The NO2 - concentrations remained constant for Case 1 and Case 2, but accumulated gradually during the batch test for Case 3. All the details of the experimental data and operating conditions could be found in the corresponding articles (Peng et al., 2014(Peng et al., , 2015b;;Pocquet et al., 2016).

Batch
For the case 1 and 2, the total gas flow rate was controlled constantly at 0.5 L/min. For each change in altering DO concentration, the change in the air flow rate was compensated for by an equivalent opposite change in the N2 flow rate. Consequently the effect of the change in DO on N2O emission was only due to a biological effect rather than a modification of the N2O stripping.

Biomass specific ammonia oxidation rate (AORsp), biomass specific N2O production rate (N2ORsp) and the ratio between N2O nitrogen emitted and the ammonium nitrogen converted (N2O emission factor or N2OEF) were determined for each test. N2O emission rate (N2OR) was calculated by multiplying the measured gas phase N2O concentration and the known gas flow rate. For case 1 and 2, as continuous feeding was maintained during several hours the emission rate stabilized and it was considered that the emission rate was equal to the formation rate. The average rate over each testing period (with constant conditions applied) was calculated by averaging the measured N2OR over the period (relatively constant in all cases). N2ORsp (mgN2O-N/hr/g VSS) and AORsp (mgNH4 + -N/hr/g VSS) were calculated by normalizing the N2OR and AOR data with the MLVSS concentration. The N2O emission factor was calculated based on the ratio between the total N2O emitted (mg N2O-N) and the total NH4 + converted (mg NH4 + -N) during each test. Comparatively for the case 3, as batch feeding was performed a dynamic emission of N2O was obtained. The N2O emission rate was then integrated in order to estimate the total N2O emitted (mg N2O-N) and calculate the N2O emission factor.

Mathematical Models

The kinetic and stoichiometric matrices for the two 2-pathway models describing the N2O productions are provided in the appendix (Tables 2.S1, S2) and detailed in published articles (Ni et al., 2014;Pocquet et al., 2016).

Table 2.2: Major differences between Model I and Model II.

Model I (Ni et al., 2014) Model II (Pocquet et al., 2016) One 2.2). The main differences between those two models are the introduction of the electron carrier and the oxygen reduction as a separate process in Model I, while Model II does not. A recent study [START_REF] Guo | Calibration and validation of an activated sludge model for greenhouse gases no. 1 (ASMG1): prediction of temperature-dependent N2O emission dynamics[END_REF] showed that the role of DO is still a controversial aspect regarding to N2O modelling. For this consideration, in Model II inhibition of ND by oxygen was introduced into the ND pathway with a modified Haldane term which decreases that process under high DO level, but also limits it at very low level. pH influence was included in Model II but not in Model I.

Model Calibration

Models were calibrated with three data series (Table 2.1) obtained from three different cultures (Ni et al., 2014;Pocquet et al., 2016). Model was initialized by inputting all the parameter values obtained originally from one specific data series (Ni et al., 2014;Pocquet et al., 2016). Simulation results were obtained or calculated, sensitivity analysis was then performed (based on an absolute/absolute deviation function) followed by a systematic analysis of the differences between the simulations and calibration targets (based on the root mean square deviation). Subsequently, a limited number of key parameters were chosen according to the sensitivity analysis and expert human knowledge in order to find the bestfitted values by continuing multiple calibration steps. Before prediction of N2O emissions, the ammonium uptake rate and the profile of NH4 + , DO and nitrite should be properly captured.

Hence the calibration was performed in two steps: First some parameters were calibrated to predict accurately the ammonium uptake rate and oxygen uptake rate (as for conventional nitrification models): Parameter values were estimated by minimizing the root mean square deviation between measured data and model predictions for all the three cases. All simulations were performed with AQUASIM software.

Results

Case 1: Combined DO and NO2 -effect on culture 1 Simulations results showed that under each investigated DO level, N2Osp increased as the NO2 - increased from 3 to 50 mg N/L, while for each NO2 -level, the maximum N2Osp occurred at DO II showed that the ND pathway dominated over NN during the whole DO and nitrite levels, which is not the case for Model I where the contribution of NN pathway was higher than 50% under the DO of 3.5 mg O2/L and NO2 -of 3 and 5mg N/L.

In order to see whether NN pathway could be the dominant pathway over ND with the further decrease of the NO2 -concentration by Model II, additional simulations were performed under three even lower NO2 -levels (0.1, 0.5 and 1.5 mg N/L) and the highest DO of 3.5 mg O2/L. The simulation results (Figure 2.3) showed that, with the continued decreasing of NO2 - concentration, the contribution of ND pathway decreased and reached almost half at NO2 -of 0.5 mg N/L and declined to no more than one fifth, in accompany with the NN pathway becoming the major contributor. As shown in Figure 2.4, both models enable to capture the tendency and value of experimental observed N2Osp very well during the investigated DO range from 0 to 3 mg O2/L. Specifically, both model predictions showed that N2Osp increased as the DO increased from 0 to 1 mg O2/L and remained almost constant for further increase.

Meanwhile, the predicted contributions for the ND and NN pathway by two models are also in agreement with that obtained by the isotopic measurements (Figure 2.5), both of which showed that the contribution of ND pathway decreases when DO increases from 0.2 to 3 mg O2/L, and that for NN increases accordingly. In terms of AOR, the simulation results of the AORs matched well with the experimental observed AOR, except for lower rates at DO equal or lower than 0.5 mg O2/L. Regarding the N2OEF, both models showed similar predictions and described the decrease tendency of the N2OEF during the whole DO levels from 0.2 to 3 mg O2/L, except for the lowest DO level (0.2 mg O2/L), both model simulations were under-estimated over the experimental data. But this was related to the difficulty for predicting low DO effect on AOR, the N2O production rate being correctly predicted.

To summarize, both Model I and Model II could well describe the experimentally observed N2Osp during this investigated range for DO (from 0.2 to 3 mg O2/L) and nitrite (lower than 2 mg N/L). Both model predictions and SP measurements showed the similar contributions for both ND and the NN pathway. The simulated AOR and N2OEF matched quite well with the experimental data, but N2OEF was underestimated when DO was lower than 0.5 mg O2/L.

Case 3: Nitrite effect in culture 3 As shown in Figure 2.7, the two 2-pathway models were both able to reproduce the experimental N2OEF in this case study. For the relation with NO2 -, the total N2OEF increased with the increase of average NO2 -concentration almost linearly and the models could generally describe the experimental data. From the perspective of HNO2, which consider the effect of pH, the simulation results is even closer to the experimental data compared with that obtained by the nitrite., with a slight advantage of model II, which takes into account the pH effect by considering FA and FNA as substrate in kinetics. However, only the small pH difference (≤0.2) was observed among those experiments.

To summarize, both Model I and Model II could well describe the experimental observed N2OEF in this case during investigated NO2 -concentration (20-123 mg N/L). A better simulation could be obtained in consideration of the HNO2 instead of NO2 -with Model II.

Regarding the choice of considering HNO2 in Model II compared with NO2 -in Model I, the model II could predict slightly better result of N2OEF than in model I with culture 3 for which slight pH change were observed (Figure 2.7). One possible explanation is that model II considers as the true substrate HNO2 instead of nitrite in Model I. As a consequence Model II predicts a stimulating effect of pH decrease on the ND pathway. [START_REF] Law | The effect of pH on N2O production under aerobic conditions in a partial nitritation system[END_REF] found pH can influence both the N2Osp and AOR but future work will be needed to confirm how the pH should be taken into account. This could be achieved by combining pH models with Model II and confrontation with experiments in an extended range of pH. Regarding the calibration (see parameter values on Table 2.S2-S4) the same set of parameters was used for each culture but some parameters should be calibrated depending on the culture case. Small parameter modifications (only 3 parameters) were necessary with the model II from the case 3 (nitrite variation) to case 1 (nitrite and DO variation), but higher effort (8 parameters) was needed for case 2 (DO variation at low nitrite level). In comparison 5 parameters were modified with Model I for case 1 and 2, but higher effort was necessary for case 3 (10 parameters). Hence the effort was slightly higher with model I but not that significant. On one hand, Model I seems easier to fit to the data obtained at low nitrite with different DO, as in that condition the ND contribution was initially overestimated by Model II and the total production was practically poorly inhibited by DO. By considering the competition between nitrite and oxygen for electron career Mred S the Model I probably describe in a more realistic mechanism than inhibition. On the other hand the calibration of model I in case 3 with dynamic variation of ammonium and nitrite was quite complicated due to important modifications needed on affinity constant on species which are not measurable

( ox NO K , , 3 , Mred K , 4 , Mred K
). In contrast for Model II, all parameters are related to variables which can be directly measured or calculated. Finally the Table 2.3 gives an overview of the models comparison. Electron transport included in Model I increases the model complexity but makes it closer to the real metabolic processes, leading to a perfect model for a better understanding. This could be also useful in practice if the model would describe more accurately some observations or if the calibration effort would be reduced. However our comparison did not show a real advantage of model I on the used data series as the model II was also able to describe similarly the observations without needing more calibration effort. But this should not be considered as a definitive conclusion. For instance it should be remarked that suspended biomass only were simulated in this work, and a future comparison for biofilm systems would be also necessary (Sabba et al., 2015). Finally further work should be devoted to obtain parameters with different experiments and cultures, which should be compared and synthetized, aiming to form a consistent pattern for the implementation in the improvement/simplification of the 2-pathway models.

Conclusion

This study has validated the two different 2-pathway models with extensive sets of experiments under different DO and/or nitrite conditions with different cultures. Despite their different mathematical structures both models were able to describe accurately the synergetic effect of DO and nitrite on the N2O emissions. The results did not demonstrate strong difference in their application ranges (e.g. higher NO2 -or lower NO2 -). The model I describes in detail the metabolic electron transport and is more appropriate for understanding whereas the model II is simpler but sufficiently accurate for capturing the combined effect of nitrite and oxygen on N2O emissions.. Work is now recommended with data from full scale systems in which the medium complexity and the combination with other biochemical reactions could reveal stronger difference between these two models. 
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Introduction

In the last decade, autotrophic conversion of ammonium into dinitrogen by partial nitritation coupled to anammox process (PNA) has been developed with successful applications at full scale. The process is today applicable for treating high strength rejection water coming from anaerobic digestion (Lackner et al., 2014), whereas research is very active for investigating application at lower temperature on the main stream for sewage treatment (Lotti et al., 2014a;[START_REF] Gilbert | Low Temperature Partial Nitritation/Anammox in a Moving Bed Biofilm Reactor Treating Low Strength Wastewater[END_REF][START_REF] Laureni | Mainstream partial nitritation and anammox: longterm process stability and effluent quality at low temperatures[END_REF]Agrawal et al., 2017;De Cocker et al., 2018).

Researching robust operating conditions and control strategies for single stage PNA process is still very important to cope with simultaneous and possibly contradictory objectives: (1) maximizing the nitrogen removal efficiency, (2) minimizing the energy needs and (3) reducing N2O emission (greenhouse gas). Indeed the relatively high emission factor of N2O can be considered as a major risk and drawback of such new process.

Without appropriate control, up to 10.9 ± 3.2% of the removed nitrogen (Domingo-Félez et al., 2014) can be emitted when we know that an increase by only 1% of the emission factor can offset the benefit of PNA in term of global carbon footprint (Besson et al., 2017). Lackner et al. (2014) surveyed over 100 full-scale PNA plants with 88% being operated as single-stage system, revealing some operational difficulties as the incoming solids, the aeration control and nitrate built up. Recent reviews (Cao et al., 2017;Agrawal et al., 2018;Baeten et al., 2019) all reveals the needs for mechanistic understanding of these autotrophic communities in such granular sludge systems and highlighted the importance of guiding methods for accurate control. Ideally such control system should maintain the aerobic ammonium oxidation (AOB) at a sufficiently high rate but not higher than the maximal capacity of anammox to anaerobically consume the produced nitrite with excess of ammonium. And obviously limiting the NOB growth is systematically considered as the major challenge of such control to maximize the performance of the system.

Aeration and feeding strategies are the most generally considered parameters for such control. Continuous feeding (Sliekers et al., 2002;Morales et al., 2016;Connan et al., 2018), successive batch feeding (Domingo-Félez et al., 2014;Gilbert et al., 2015, Castro-Barros et al., 2015), as well as intermittent feeding mode can be successfully applied (Harris et al., 2015). Generally it appears that maintaining high ammonium concentration or significant residual ammonium concentration help to repress the NOB (through FA inhibition notably) and anammox species to growth. Indeed anammox takes advantage to work without ammonium limitation for better competing for nitrite with NOB. Finally regarding the N2O emissions it is still difficult to find a consensus in literature about the effect of feeding mode and pattern.

Controlling simultaneously the air flow rate and the aeration time is generally used to control the equilibrium between the activity of both aerobic and anaerobic oxidizing bacteria (Akaboci et al. 2018). By controlling the reaction with oxygen transfer rate (OTR) it is possible to adapt the rate of the process to both the biomass capacity and the nitrogen loading rate (NLR). This leads to the question about effect of low DO concentration on both nitrification rate (NRR), energy and N2O emissions. Very recently Akaboci et al. (2018) reported that working at extremely low DO (under the detection limit) did not compromise the PNA process and allowed to maintain at 25°C a NRR of 0.3-0.4 kg m -3 d -1 , when in comparison Ali et al. (2016) observed the granular sludge PNA with NRR of 0.4-0.6 kg m -3 d -1 under a DO level of 1.0 mg O2 L -1 . Even higher NRR can be reached (1.1 kg m -3 d -1 ) in a study by De Clippeleir et al. (2009) under the DO between 0.3 and 0.7 mg O2 L -1 .

Advantage of working at low DO is naturally the low energy requirements, because the gradient between saturated oxygen concentration and DO is maximal [START_REF] Fan | Oxygen transfer dynamics and activated sludge floc structure under different sludge retention times at low dissolved oxygen concentrations[END_REF], this allows to transfer more with the same transfer coefficient. However the microbial genus diversity and the adaptation of autotrophic species in granular sludge at such low DO condition was poorly studied. Effect of oxygen limitation on competition between aerobic AOB, Anaerobic AOB (Anammox) and NOB is still controversial. It was reported that regarding the affinity constant for oxygen, low oxygen was not completely detrimental for nitrite oxidizing organisms (Akaboci et al., 2018). Low DO combined with high ammonium concentration allowed repressing efficiently NOB at least in sidestream configuration, but low DO as a single parameter did not permit to repress NOB in mainstream condition. Basically an indirect effect of lowering DO is to limit the nitrification rate and limiting nitrite accumulation in the bulk liquid which influences the competition between anammox and NOB.

Concerning the direct effect of dissolved oxygen and oxygen transfer rate on N2O emissions contradictory observations have been reported in literature (Kampschreur et al., 2009;Domingo-Félez et al., 2014;Castro-Barros et al., 2015;Harris et al., 2015). On the one hand N2O production by AOB is considered to be encouraged when lowering DO through the nitrifiers denitrification pathway: nitrite becoming an alternative electron acceptor is reduced into NO and N2O (Peng et al., 2014(Peng et al., , 2015)). But on the other hand high air flow rate also increases the gas/liquid transfer coefficient for all the gases encouraging NO and N2O loss. Moreover increasing the air flow rate can result in higher nitrite accumulation and possibly higher N2O emission through the same nitrifiers denitrification pathway. Using alternating aeration, Domingo-Félez et al. (2014) showed that significant decreases in N2O emissions were obtained when the frequency of aeration was increased while maintaining a constant air flow rate (from >6 to 1.7% ΔN2O/ΔTN). However, no significant effect on the emissions was noted when the duration of aeration was increased while decreasing air flow rate (10.9 ± 3.2% ΔN2O/ΔTN). Operating under conditions where anaerobic exceeds aerobic ammonium oxidation activity was proposed to minimize N2O emissions from single-stage nitritation/anammox reactors. In contrast, Ma et al. (2017) recently showed that the DO concentration exerted the strongest control on net N2O production, production pathways being stimulated by low O2 independently of NO2 -concentrations. Through mathematical modelling of a granular sludge reactor Wan et al. (2019) shows that individual changes of operating parameters led to large and often non-monotonic changes in the N2O emissions. For this author this could explain the large variety of emissions factors and some apparent contradictions found in literature. The dissolved oxygen (DO) concentration that allows simultaneous low N2O emissions and high nitrogen removal appeared to be very site-specific, depending on the granule size. This last question regarding the possible role of granule size distribution and biomass segregation on N2O emission has been poorly investigated until now due to the difficulty in controlling this parameter in practice.

The objective of this study is thus to investigate the long term behavior of a single stage granular sludge PNA process operated under DO limitation. With a control system based on oxygen transfer rate (OTR) and aeration time, the process has been operated during more than 300 days at a relatively low temperature (26.6°C) for exploring possible application under sidestream and mainstream application. Removal efficiencies and rates were monitored, overall stoichiometry was analysed with long term evolution of N2O emissions, microbial communities and particle size were characterized revealing significant biomass segregation.

Materials and methods

SBR operational mode

The experiment was conducted in a laboratory-scale reactor with a working volume of 11 L and a headspace volume of 3 L. The reactor was equipped with mechanical stirring and gas diffuser. Air flow rate was imposed by a mass flowmeter (Bronkorst). The pH (H8481 HD, SI Analytics), temperature and dissolved oxygen (DO) with (VisifermTM, Hamilton), dissolved CO2 (Membrane Kit InPro5000 3.1B, Mettler Toledo) as well as Oxidation-Reduction Potential (PL89225Pt, SI Analytics) probes were continuously monitored with online-equipped sensors in the liquid phase. The off-gas was continuously sampled from the top of the reactor at a constant flow rate of 0.06 L/min and measured with online devices for N2O (X-STREAM X2GP, Emerson) and NO (NGA 2000 CLD, Emerson) concentrations. To prevent from the moisture, a condenser and hydrophobic gas filter (0.2μm) were installed before gas analyzers. The N2O and NO gas analyzers were calibrated monthly. Data were logged every 1-2 min by an online software. The temperature was maintained at 26.6 ± 0.6 °C using a water jacket. pH was maintained (6.9-7.5) through dosing 1 M NaHCO3 or injecting CO2 gas.

The reactor was inoculated with granular sludge (0.87±0.03 g VSS L -1 ) taken from a single stage PNA process, and stored at 4°C during transport. For recovering anammox activity it was first operated in anoxic condition with supplying ammonium and nitrite for 36 days (details in supplementary information). At the end of this period maximal anammox activity was 9.4 mg N-NH4 + g VSS -1 h -1 . Then the reactor was operated in SBR mode with continuous aeration during reaction phase during 293 days with a synthetic influent containing ammonium as sole nitrogen source.

The cycle consisted in the following sequence: anoxic feeding (8 min), aerated reaction phase (variable), settling (2 min), and withdraw (8 min). 1L of liquid was added or removed during feeding or decanting period, resulting in a volumetric exchange ratio (VER) of 9.1%.

The synthetic influent mimicked a high strength wastewater with high level of ammonium (500 mgN L -1 ) without organic matter. The composition was adapted from van de Graaf et al. (1996): 2.36 g/L (NH4)2SO4 (0.5 g/LNH4-N), 3.00 g/L NaHCO3, 0.025 g/L KH2PO4, 0.2 g/L MgSO4•7H2O, 0.147 g/L CaCl2•2H2O and 2 mL of trace element solutions I and II. Trace element solution I contained 3 g/L EDTA and 3.93 g/L FeCl2•4H2O; And trace element solution II contained 15 g/L EDTA, 0.43 g/L ZnSO4•7H2O, 0.24 g/L CoCl2•6H2O, 1.21 g/L MnCl2•4H2O, 0.25 g/L CuSO4•5H2O; 0.24 g/L Na2MoO4•2H2O, 0.32 g/L NiSO4•7H2O, 0.16g/L Na2SeO3•5H2O, 0.01 g/L H3BO3, 0.05 g/L Na2WO4•2H2O. This feeding solution had a pH of 8.2 and a molar ratio of ammonium to bicarbonate of 1:1. It was stored at 4°C and changed every week. The value was increased from 0.3 to 2.0 mg O2 L -1 on Day39, decreased to 1.0 mg O2 L -1 on Day96, and decreased to 0.3 mg O2 L -1 on Day100. III: The length of discharging decreased from 8 to 5 min on Day39.

Aeration control and oxygen transfer rate

Air flow rate was imposed for limiting the dissolved oxygen to a very low value (<0.2 mg.L -1 ) controlling the ammonium oxidation rate by oxygen transfer rate (OTR):

Equation 3.1 OTR=KLa.(DO*-DO)
The DO concentration measured in the bulk during reaction phase was initially between 0.02-0.2 mg O2 L -1 decreasing during almost 100 days (phase A1), was still detectable in phase B1, but became completely undetectable after Day 107 (Table 3.1).

Reaction phase duration was automatically controlled by detecting the end of the ammonium oxidation. Aeration was switched off and settling started as soon as a maximal DO setpoint was reached. Indeed DO rapidly increased at the end of nitritation due to ammonium depletion and lower oxygen demand. After testing different setpoints (0.3, 1.0 and 2.0 mg O2 L -1 ) during phase A1, it was fixed at 0.3 mg O2 L -1 during the entire period. As the duration of reaction time was automatically controlled, the nitrogen loading rate was close to the ammonium uptake rate and finally also imposed by the OTR.

Dynamic method was used to determine periodically the oxygen transfer coefficient for oxygen (KLa) [START_REF] Garcia-Ochoa | Bioreactor scale-up and oxygen transfer rate in microbial processes: An overview[END_REF]. Measurements were performed with effluent from SBR cycles without biomass but with the mineral medium. Stripping with N2 and oxygenating were performed successively for different airflow rates (0, 1.1, 3.9, 10.7, 27.8, 45 L h -1 ). See details in SI. Measurements were done in duplicates. Linear correlation was obtained between coefficient and air flow rate (KLa=0.076.Qair+0.2075; R 2 = 0.9871). This experiment was also conducted during the study to quantify the slight evolution of the correlation (at days 160: KLa=0.076.Qair+0.3755; R 2 =0.9671) which is assumed to be related to diffuser properties (fouling can reduce the buble size for instance).

The influence of aeration intensity on reactor performance was studied by imposing two different levels of air flow rates (periods A and B). Initially the imposed air flow rate (Qair) was chosen (level A: 4.5 L h -1 ) for maintaining an ammonium uptake rate of about 25% of maximal anoxic anammox rate. The correlation between air flow rate and transfer coefficient (KLa) was first determined. Then air flow rate was chosen in order to maintain oxygen-limiting conditions during the reaction period (DO close to 0.1 mg/L). After 100 days, air flow rate was increased to level B during one week, before reducing to level A for 40 days. Level B was definitively imposed at Day 145 until the end of the study (300 days). The level B (11.7 L.h -1 ) was chosen in order to adapt the oxygen transfer rate to the increase of nitrification rate. It was also fixed in order to not observe any nitrite accumulation in the reactor (meaning that nitrite production rate by AOB was lower than the maximal nitrite consumption rate by anammox). Finally regarding the applied air flow rate, the operating period could be further divided into four phases: A1, A2 (low air flow rate), B1 and B2 (high air flow rate). This protocol allowed evaluating both the short term and long term effect of a change in the aeration rate to the nitrogen removal rate.

Chemical analysis

Mixed liquor samples were taken periodically for NH4 + , NO2 -and NO3 -analyses. For the effluent with low content of granules, the liquid sample was immediately filtrated through 0.2 μm milipore filters and was stored at 4ºC for further chemical analysis. While for batch samples, in order to prevent the loss of granular sludge, the centrifuge at 4°C for 2 min was performed before the filtration and the concentrated sludge was collected and returned back to the reactor at the feeding phase of next cycle.

Ammonium was measured using spectrophotometric method with the Nessler standard method (AFNOR NFT 90-015). Nitrite and nitrate concentrations were quantified using spectrophotometric methods, using a continuous flow analyzer SMARTCHEM200 (AMS, Italy). Total suspended solids (TSS), ash content and volatile suspended solids (VSS) were measured according to standard methods (APHA et al., 1998).

Particle size distribution (PSD), sieving and microbial analysis

Granules were harvested from the reactor during the aeration phase for microscopic observation and particle size determination. Stirring rate was slightly increased (twice) during the sampling for improving the homogeneity in the reactor. Samples were diluted with distilled water, placed on a plastic transparent plate, ensuring the clear dispersion of granules without attaching each other. Images were captured with a NIKON DS-U2 digital microscope camera. At least 50 pictures were taken for representative image analysis. The image treatment first consisted of a conversion to greyscale using Irfan View software (v.4.10). Next, using Visilog software (v.6.7), the pixel-scale values were converted by a scaling factor. Each grey-scale image underwent a binarization step after which the surface of each particle was quantified and used to estimate the sphere-equivalent diameter. The used script was made so that particles touching the edge of the photo or with a diameter smaller than 15 μm would not be detected. The obtained data was then treated in Excel with a visual basic macro to obtain the number, surface and volume weighted PSD, and mean diameters.

For analyzing the community developed in different granules categories, the biomass was fractionated using two stainless sieves with mesh size of 315 μm and 1000 µm; resulting in three categories: < 315 μm, between 315 and 1000 μm, and > 1000 µm. Sieving protocol was adapted from [START_REF] Laguna | A simple and low cost technique for determining the granulometry of upflow anaerobic sludge blanket reactor sludge[END_REF].

The sequencing analysis was conducted twice before the reactor was operated in limitingoxygen condition and when it had been operated for 193 days. For all the samples (day 1 and day 193), one sample of 1.5 mL mixed liquor were taken from the reactor, and separated with varying diameters or not. It was used for microbial community analyses. After centrifugation (20 min at 19,000g), supernatant was removed and the remaining biomass was immediately frozen in liquid nitrogen. DNA extraction of these samples was performed using the FastDNA spinkit™ from MP biomedical following the provided Fastprep® protocol. The extracted DNA was stored at -20 °C until further use.

For the first analysis, in order to map AnAOB enrichment, qPCR was used to quantify the AnAOB based on phylogenetic primers (16S rRNA) and functional primers (hzsA). Also, to follow up the composition of the overall community,The analysis was performed twice. For the first time, the MiSeq illumine sequencing was performed by the Geno ToulGenomics and Transcriptomics facility (GeT-PlaGe, Auzeville, France). Sequencing data was performed using the pipeline FROGS, one of the tools proposed on Galaxy, an open web-based platform for genomic research. For the second analysis, the DNA from samples S1, S2 and S3 were assayed with Qubit (Qubit™ dsDNA BR Assay Kit). The libraries were created from 3ng of DNA. The variable regions of the 16S rDNA of the bacteria were amplified using ThermoFisher's Ion 16S Metagenomics kit. The libraries were created using the Ion Plus Fragment Library kit and Ion Xpress™ Barcode Adapters according to the manufacturer's recommendations (ThermoFisher). The libraries obtained were quantified using the Qubit™ dsDNA HS Assay Kit and the bioanalyzer 2100 (Agilent-DNA1000 kit). 8pg/µl of each library were pooled together, amplified on beads by emulsion PCR and enriched on the Ion OneTouch™ 2 System (Thermofisher) using the Ion 520 & 530 OT2 kit. The template was sequenced (400pb oriented single end) on the Ion Torrent S5 using an Ion 520 chip. The data obtained were analyzed using Ion Reporter V5.

Fluorescent in-situ hybridization (FISH) was performed to identify and visualize some microbial species. The harvested biomass samples were fixed with 4% paraformaldehyde solution. After cleaning 10 times with the PBS (phosphate buffered saline), the sample was then conserved at -20°C in the mixture of PBS and ethane (50/50). Entire granules were embedded in OCT (Cryo Embedding Medium) reagent for 24 to 48 h prior to their cryosectioning. Slides with a thickness of 16 μm were cut and each single section was placed on the surface of hole of hydrophobic microscope slides (electron microscopy sciences Cat 63421-10). Hybridization was performed at 46 °C adjusting the formamide concentrations at the percentages from the nature of the probes. The used probes for in situ hybridization were 5' labelled with the fluorochromes FITC or Cy3. The epi-fluorescent microscope Leica, equipped with differents cubes to observed FITC, Cy3 or Cy5. Images were processed using Leica FW4000 view software.

Only qualitative analysis were performed as a weak point of the FISH method is that the autofluorescent signals can in some cases generate over hybridization results which make quantification poorly accurate [START_REF] Ge | Detection of nitrifiers and evaluation of partial nitrification for wastewater treatment: A review[END_REF]. 

Calculation and stoichiometry analysis

For each cycle, the volumetric ammonium uptake rate (AUR, mgN L -1 h -1 ) was calculated with the input ammonium and the reaction time. Complete kinetics were followed 26 times during the study (every 2 weeks), and indicated that ammonium consumption was almost linear within reaction phase. The specific ammonium uptake rate (SAUR, mgN g-VSS -1 h -1 ) was calculated with biomass concentration (VSS) measured or interpolated between two measurements.

For each cycle, the NO and N2O emission rate (NOER and N2OER, mgN L -1 d -1 ) were calculated by multiplying the measured gas concentration and the gas flow rate. The emission factors (N2OEF and NOEF, %) were calculated as the ratio between the total NxO emitted as nitrogen (obtained by integrating the rates) and the total ammonia-nitrogen removed during each cycle. Average concentration and emission rate were also calculated.

Stoichiometry analysis and mass balance were especially performed during two stable periods at the end of period A (low flow rate) and B (high flow rate) as shown in Table 3.3.

Nitrogen conversion into NO3 -, NO, N2O, N2 (by difference) and N assimilated into the biomass were considered. Residual nitrite and ammonium were negligible during the entire study. Dissolved NO and N2OEF were assumed negligible at the end of SBR cycle and in the effluent. Calculation were reported to 100 g N-NH4 + converted. Oxygen uptake was obtained by integrating oxygen transfer rate. Biomass formula were assumed for AOB (𝐶𝐻 1.4 𝑂 0.4 𝑁 0.2 ) and anammox (𝐶𝐻 1.74 𝑂 0.31 𝑁 0.2 ) leading to nitrogen content of 12.4% and 13% respectively, or 12.6% of VSS in average assuming a ratio of 1.51. Biomass production rate was estimated based on increase in concentration (∆VSS) in the reactor and solids loss.

Results

Process performances

The PNA process was operated over a time period of 293 days (Table 3.3, Figure 3.1). The whole period included 20 weeks at low aeration level (4.5 L h -1 , A1 and A2) and 22 weeks at high aeration level (11.7 L h -1 , B1 and B2). ). See details in Table 3.1 and SI (Table 3.S2) Very good nitrogen removal was observed throughout the entire study (Figure 3.1). Ammonium was almost totally removed and effluent nitrite concentration was also very low (< 0.3 mg N L -1 ). During the first months, nitrate accumulated up to 100 mgN L -1 (25 % of the inlet ammonium) but progressively decreased and stabilized at 65.9±2.0 mgN L -1 representing 12.9±0.5 % of the ammonium removed (Table 3.3 phase A2S, days 130-140). It is noticeable that the process was stopped during several days (days 45-51, sludge was stored at 4°C) and performances were rapidly recovered within three days after restarting. After increasing the air flow rate (phases B1 and B2) the nitrate first accumulated, revealing a probable increase of nitrite oxidizing bacteria activity. However during the following months (period B2), as the new aeration level was imposed on a long term the nitrate again stabilized, and reached 73.5±4.3 mgN L -1 at the end of the study, which corresponded to 14.7% of the ammonium removed. Therefore, total nitrogen removal was stabilized at 87% and 85% respectively at the end of each period (A and B).

This increase of activity can be explained by both biomass growth and microbial adaptation to low dissolved oxygen level. This confirmed the recent study of Akaboci et al. (2018) indicating that very low dissolved oxygen was not detrimental to PNA process. Besides, the biomass specific activity increased faster (34.4%) than the volumetric rate (29.6%) during the first period (A1-A2), during which biomass concentration was almost constant in the reactor (Figure 3.3). This suggests an adaptation of aerobic AOB to the stringent DO limitation. In contrast, during period B, both VSS and AUR accumulated, resulting in a relatively stable SAUR. As oxygen transfer rate was measured, it was compared to ammonium uptake rate for estimating the ratio OTR:AUR. Initially during the first month the value of this ratio was 2±0.2 gO2 gN -1 but progressively decreased down to 1.40±0.2 gO2 gN -1 after 100 days. It should be also pointed that the ratio also increased rapidly following each sudden increase of air flow rate (B1 and B2), and progressively decreased as the AUR increased. This oxygen demand was surprisingly very low compared to the theoretical oxygen demand for pure PNA process (see discussion). The fact that this ratio increased each time the oxygen transfer rate was increased suggests that some processes were regulated by the oxygen availability. Low oxygen demand and low level of nitrate both indicate an efficient repression of nitrite oxidizing bacteria (NOB). However NOBs were likely to be less repressed after an OTR increase, explaining either the observed increase of nitrate and increase of oxygen demand. But finally it should be noted that on a long term even with the higher air flow rate (period B2) the oxygen demand progressively decreased down to 1.50±0.2 gO2 gN -1 .

TSS and VSS measurements confirmed that biomass grew during the entire study but more intensively during period B (Figure 3.3). This seems logical as the nitrogen load increased during this second period due to the increased OTR. Both the biomass concentrations in the reactor and in the effluent were followed (Figure 3.3A and 3B). Concentration in the reactor increased from 0.87±0.03 g VSS L -1 to 1.46±0.04 g VSS L -1 , despite an unexplained drop at the beginning of phase A2 (Day110). VSS:TSS ratio remained stable at 89.2±1.4% throughout the study (conventional for pure bacterial biomass) indicating that no precipitation occurred. Solids in the effluent were initially quite low (4.5±0.2 mg VSS L -1 in the first days), gradually increased up to 33±1.6 mg VSS L -1 in 50 days, and then remained almost constant until the end of this study. This indicated that biomass loss was relatively stable and well quantified, this data will be used for mass balance analysis. The average VSS/TSS of the effluent biomass (84.8 ± 7.3%) was not significantly different from mixed liquor. From this measurement average sludge retention time (SRT) can be estimated to 170 days. Obviously in reality the retention time of granules is much higher whereas the biomass growing in suspension likely has a lower retention time.

Typical batch cycles

Figure 3.4 shows typical dynamics monitored in the SBR reactor during the different operating periods: initial startup period A1 (low flow rate: 4.5 L h -1 ), stable period of period A2 (low flow rate: 4.5 L h -1 ) and stable period B2 (high flow rate: 11.7 L h -1 ). The profiles were reproducible during consecutive cycles for all those periods.

The dissolved oxygen (DO) concentration systematically showed a stable and extremely low value during the reaction time and a sharp increase at the end of the reaction when ammonia was depleted. The DO level during reaction was detectable at 0.02-0.05 mg O2 L -1 during the period A1 (Figure 3.4B1), but decreased down to unmeasurable limit in the stable periods A2 and B2 (Figures 3.4B2 and B3). This decreased DO level with operation time was concomitant with the AUR increase. Additionally the time for DO increasing to 0.30 mg O2 L -1 (setpoint stopping the cycle) was gradually shortened from 3 h on Day 11 down to 9 min after 18 weeks (stable low Qair) and further down to than 5 min after 16 weeks (stable high Qair). DO decreased rapidly during the settling and discharging whereas influent DO provoked a very small peak (0.1 mg O2 L -1 ) during feeding before a drop to the stable low level.

During each cycle ammonium concentration in the reactor (starting around 50 mgN L -1 ) was consumed almost linearly during the reaction period. The time needed for depleting ammonium progressively has decreased by 36 % during phase A (from A1 to end of A2) and by 61% during phase B (end of B2) compared to initial cycle, due to increase in AUR. Nitrite concentration was always maintained very low (<1 mg N L -1 ) with typical and reproducible pattern observed for each cycle. A first small peak during the first 8 minutes of feeding for the time when the dissolved oxygen was still present provoking rapid ammonium oxidation (Figures 3.5C2 and C3). Once oxygen was depleted nitrite decreased and stabilized at a low but constant level due to the balanced activity between aerobic AOB and AnAOB (Anammox). This stable level was lowest during the initial cycles (0.3-0.5 mg N L -1 ), higher at the end of period A2 (0.6-0.8 mg N L -1 ) (low Qair) while in between (0.4-0.5 mg N L -1 ) at the end of period B (high Qair). Whereas nitrate was slightly consumed during the first cycle (probably due to residual organic matter provoking denitrification), it finally showed very reproducible linear increase during reaction time.

NO and N2O were continuously measured in the gas phase (Fig 5). Initially emissions were extremely low: NO was not detectable, N2O emission factor at 0.34% for day 11. Emissions progressively increased concomitantly with AUR during the first months (details in next chapter). Then typical patterns were observed during each cycle. N2O concentration increased during the first hour, reached a plateau, and decreased one hour before the end of ammonium oxidation. For some cases (example day 243), a peak of N2O was observed during the first hour before decreasing to the plateau. This peak was correlated to high nitritation rate during the first minutes of the cycle as oxygen was not yet limiting. A small NO peak was also generally observed after feeding before those of N2O. NO concentration was less than 10 ppm but showed reproducible patterns. NO emission varied proportionally with N2O but was 50 times lower than N2O.

The highest N2O emissions was observed at the end of period A for a low air flow rate. The N2O concentration was around 500 ppm and emission factor at 5.8±0.4% (6.1% on example Fig 5). After increasing air flow rate emission slowly decreased and stabilized at the end of period B. Emission factor was then at 2.1±0.2 %. 

Granular sludge size distribution

Based on image analysis volumetric particle size distribution was determined (Figures 3.6,7 Table 3.4). An increase of granules size was observed during the study, min-max diameters increased from [79.4;1660] µm to [277;2198] µm within 172 days. This was likely due to both biomass growth and particle selection due to the short retention time (2 minutes). More surprisingly microscope observations and PSD showed a clear bimodal distribution of the granular sludge (Figure 3.5). Indeed a strong segregation into two ranges of particle size was observed. This segregation was less visible in the initial biomass seed but was extremely pronounced in the sample collected in the middle (day 172) and at the end of the study (day 239). The distribution showed two peaks for a diameter of about 1250-1300 µm for the big granules (>1000µm) and about 350-400 µm for smaller granules (<1000µm). A physical sieving method was used to separate aggregates into three categories with two mesh sizes (315 µm and 1000 µm). The differences between big and small granules were even more evident when fractions were observed separately (Figure 3.6,down). The big spheroid particles (d ≥1000 µm) are dark, dense and compact granules, while small particles (315 µm <d< 1000 µm) are bright orange-yellow and loose granules with a fluffy biofilm on the surface. The smallest particles (d≤315 µm) looked like a mixture of flocs and very small granules.

Microbial community identification: 16 sRNA and FISH

Figure 3.7 shows the results of 16S rRNA sequencing for initial biomass and over a period of 192 days of operation (absolute abundance value). Analysis was performed on a global sample initially but on the three fractions separated by sieving on the final sample (S1: >1mm, S2: 0.315mm-1mm, S3: <0.315mm).

Initially, the biomass was characterized by the high abundance (75%) of anammox genera Candidatus Kuenenia, while AOB and NOB were seldomly observed (Figure 3.7A). After the reactor was operated for 192 days, the main anammox genera did not change but has significantly decreased in relative abundance (less than 40%) compared to AOB, NOB and heterotroph bacteria which appeared in all categories of aggregates (Figure 3.7B).

Nitrosomonas was the main AOB found whereas nitrospira was the only NOB genera detected in a much smaller amount. A high diversity of heterotrophs was detected with a significant amount of dechloromonas.

. Figure 3.7B clearly demonstrated a heterogeneous distribution of anammox and AOB species within the different categories of granules. Anammox showed comparable relative abundance in S1 and S2 but was much less present in small aggregates (S3). In contrast AOB (nitrosomonas) was in much higher abundance in the small aggregates (S3), much less in medium size (S2) and really minor in big granules (S1). Interestingly no segregation was observed for NOB (nitrospira) which was observed in similar abundance in all kinds of particles.

Figure 3.8 and Figure 3.9 showed the FISH results performed on Day 38 and Day 180 respectively. Both AOB and Anammox microbial species were investigated. First, the hybridization of the sliced granules with Amx368 probe (all anammox bacteria) using EUB 338 (green in Figure 3.8A1) as the background, showed that all anammox bacteria (red, Figure 3.8A1) distributed throughout the granules, outer and the inner parts. The response of the Amx 820 probe further confirmed the presence of Ca.Brocadia and/or Ca. Kuenenia. Finally, the combination of light responses of Apr1240 (Ca. Brocadia) and higher response of Kst157 further identified the main genera was Ca. Kuenenia, which is in accordance with the 16s rRNA sequencing. For AOB identification, the overlapping responses of Nse1472 probe (Nitrosomonas europea, N. halophila, N. eutropha, Kraftisried-Isolat Nm103) and the Nso 1225 (Betaproteobacterial AOB) indicated the presence of lineage of AOB and the genius level of Nitrosomonas, which is also in agreement with the sequencing result. Figure 3.B3 showed that the AOB distributed around the granules surface.

Furthermore, combining the FISH and 16 rRNA analysis of the coexistence of Ca. Kuenenia and Nitrosomonas europea, Figure 3.7C1 showed the relative distribution of Ca.Kuenenia with the background of Nitrosomonas europea as the main AOB ammonia-oxidizing bacteria. The overlapped area focused more in the outer parts of the granular sludge.

After 142 days, the overlapping probes with Amx368, Amx820 and Kst 157 showed the main anammox bacteria remained the same as obtained before. No response of the Amx 1240 occurred again showed the absence of Ca.Brocadia anammoxidans. Similarly, the simulateous response of the probe Nse 1472 and Nso 1225 showed that the presence of Nitrosomonas in the granular biomass, which also agree with 16s rRNA analysis result showing the presence of Nitrosomonas europea on Day 193 (Figure 3.7B). 

Discussion

PNA performances and stoichiometry under oxygen limitation

In this study, granular sludge PNA process achieved with very good performances during 300 days at 26.5°C. The system was successfully operated under DO limitation, ammonium oxidation rate being controlled by oxygen transfer rate (OTR) and reaction time being controlled by a maximal DO setpoint. SAUR of 130 mg N g VSS -1 d -1 was stabilized at the end of our running period. The oxygen demand was very low and a limited amount of nitrates was produced. Considering the theoretical nitrate production by anammox (Table 3.5), we can estimate that only 2 to 7% of total nitrogen was likely converted by NOB during the experience, depending on the value of the yield for AOB and anammox. Nitrospira was the only AOB genus found in our medium by 16S rRNA sequencing technique. It can be noticed that nitrospira genera includes different clades, including the newly discovered commamox pathway (full oxidation of ammonium to nitrate). But our sequencing technique was not able to differentiate such clade from normal NOB-nitrospira.

Globally this shows that working at extremely low DO is not detrimental to aerobic ammonium oxidation by AOB and allows good repression of NOB on a long term. This was confirmed by the very recent work of Akaboci et al. (2018). Our results also demonstrated that AUR and SAUR progressively increased on a long term which suggests a possible adaptation of AOB to the very strict oxygen limitation (as also assumed by the previous author). Our first modelling approach (chapter 2) indicates that half-saturation constant for AOB for oxygen of about 0.05 mgO2 L -1 should be assumed to predict such a nitritation rate. A literature review by Vannecke and Volcke (2015) showed that AOB affinity constant with O2 ranged from 0.07 to 3 mg O2/L. Low value as 0.03 mg L -1 was considered as the intrinsic constant by Picioreanu et al. (2016) for AOB whereas apparent values were calculated from 0.25 to 0.4 mgO2 L -1 . Our estimation is in the lower range of the KO2 values reported for nitrosomonas supporting a possible adaption of AOB to very low oxygen level. Low DO is reported to favor the proliferation of members of N. europaea lineage in full-scale and in lab-scale reactors (Park and Noguera, 2004), which was also confirmed by our microbial characterisation.

A physical explanation can be the modification of AOB distribution within the granules surface. Indeed in this work, 16S RNA sequencing results demonstrated that AOB were found in majority on small granules and suspended biomass. As small aggregates have a higher specific surface area, mass-transfer rates of all substrate and especially oxygen are facilitated. In other words this AOB segregation could be seen as a response to very strict oxygen limitation. Indeed distributing bacteria on small granules and bulk aggregates should consequently decrease apparent half-saturation coefficient for oxygen.

On Table 3.5 the global stoichiometry observed in this study (phase A2S and B2S) is compared with the theoretical ones estimated by combining anammox and aerobic AOB stoichiometry's obtained by previous authors (Equation 1.8 and Equation 1.17). First, the estimated amount of assimilated nitrogen (biomass) was in the same range as the theoretical. As mentioned previously, the experimental NO3 -production (13.2 g and 14.7 g) in both low and high flow rate were higher than the stoichiometric ones (11.1 g and 7.4 g). The nitrate production rate during phase A2S was closer to the theoretical probably because NOB were more repressed at low air flow rate condition.

The experimental oxygen demand (OTR:AUR) decreased to unexpected low level during our study. Table 3.5 shows the literature stoichiometry's, combining the nitritation (Equation 1.8) (Cervantes, 2009) and the primary anammox (Strous et al., 1998) stoichiometries, yields the first overall OLAND stoichiometry (Equation 1.22) (Vlaeminck et al., 2012), with an oxygen consumption of 1.81 g O2 g N -1 . More recently Lotti et al. (2014b) re-calculated the anammox stoichiometry (Equation 1.18) with free cells by using a highly enriched anammox microbial community. In the new stoichiometry of anammox, less nitrite being consumed, a lower theoretical oxygen demand of 1.70 g O2 g N -1 (Equation 1.18 and Equation 1.8) is obtained for PNA system.

Indeed our experimental values of 0.130 and 0.152 g O2 g N -1 observed respectively at low and high flow rate were significantly lower than theoretical values. If experimental errors in measuring the oxygen transfer are excluded, the only assumption we found was a possible NO short-cut. This would mean that NO produced by AOB would be directly consumed by anammox reducing the oxygen demand compared to nitrite short-cut. It is indeed demonstrated that anammox can directly consumed NO [START_REF] Kartal | Effect of Nitric Oxide on Anammox Bacteria[END_REF], which is an intermediate in the nitrite reduction metabolism. If the nitrogen oxidation was stopped to NO, instead of nitrite, this would theoretically reduce the oxygen demand by 17%. But this is without considering all the consequences on anammox metabolism which are difficult to predict (production of nitrate, growth…). 

Biomass segregation: consequence on N2O emissions?

N2O and NO emission dynamics will be evaluated in details in the next chapter. Globally during the study NO emission was detectable but small (about 0.023-0.043%), and much lower than N2O emissions. N2O emission (initially limited) increase up to 6.1% at low air flow rate and decrease to 2.0% after increasing the flow rate until the end of the study. Both results were obtained with undetectable DO in the reactor, showing that the dissolved oxygen can be hardly used for discriminating such emission. The high N2O emission period (A2) was concomitant with the lowest oxygen demand (OTR:AUR) which leads us to think that for such system at extremely low DO, this parameter is probably better than DO to indicate the level of oxygen limitation and the risk of high emission. As the nitrite denitrification pathway is likely to be the major pathway in PNA (Wan et al., 2018) (and demonstrated in the next chapter), an increase of such mechanism is expected under strong DO limitation despite controversial literature. However the studies on the effect of oxygen on ND pathway have been done for measurable DO and this is still unknown at unmeasurable DO.

Finally a strong segregation of particle size was here demonstrated in a PNA system. Such phenomenon is not explained here from a mechanical point of view. In a previous study, the relationship between the microbial activity of AOB and anammox and the aggregate size were demonstrated based on three suspended-growth oxygen-limited autotrophic nitrificationdenitrification reactors [START_REF] Vlaeminck | Aggregate Size and Architecture Determine Microbial Activity Balance for One-Stage Partial Nitritation and Anammox[END_REF]. Results showed that AOB activity was improved due to the aggregation to small granules in this study. Meanwhile, the possible interaction among granules in terms of the exchange of solutes between granules of different sizes cannot be neglected [START_REF] Volcke | The granule size distribution in an anammox-based granular sludge reactor affects the conversion-Implications for modeling[END_REF]. But regarding N2O emissions, the possible links between N2O emission and AOB segregation in small particles is an interesting question which can be investigated in the future.

In the last modelling work of Wan et al. (2019) the highest N2O emission was obtained for relatively small granules (emission factor of 11% for radius of 300 µm). But dependency of N2O emissions with granule size was not linear. N2O emission factor was lower in smaller aggregates (radius<0.2mm) but also for big granules (emission factor of 2% for radius of 1.2mm). However this was calculated for single size granular sludge. It is thus difficult to predict the possible effect of heterogeneous distribution of AOB in a bimodal granular sludge. Future simulations may help to scrutinize this assumption.

Conclusions

 PNA process was successfully controlled by oxygen transfer rate at extremely low DO during 300 days at 26.5°C.

 Specific N removal rate of 0.096-0.014 g N -1 g VSS d -1 was obtained at 26°C with a very limited contribution of NOB, confirming that DO limitation was not detrimental for ammonium oxidation by AOB and allows limiting the NOB growth.

 Oxygen demand progressively decreased under DO limitation, stabilized around 1.3-1.5 gO2/gN, i.e. value slightly lower than theoretical stoichiometry. This was correlated to low NO emission but significant N2O emissions (maximal N2OER of 6% limited to 2% after adapting the air flow rate).

 Granular sludge was naturally segregated into two categories of sizes (300-400 µm, 1100-1400 µm). AOB (Nitrosomonas Europaea) were found mainly on the surface of small granules, whereas anammox (Candidatus Kuenenia) were in majority in big granules (300-400 µm), and NOB and OHO were homogeneously distributed.

Appendix

Recovery period

The reactor was inoculated with granular sludge (0.87±0.03 g VSS L -1 ) taken from a single stage PNA process after the storage at 4°C. Sludge was first fed with NH4 + and NO2 -in complete anoxic condition for 36 days in the SBR mode to recover the anammox activity. In the reaction phase (over 90%), anoxic condition (≤ 0.1 mg O2 L -1 ) was ensured by nitrogen gas injection at 21 L h -1 . Temperature was maintained at 26.6 ± 0.6 °C using a water jacket; while pH was maintained at 7.8±0.1 with N2 (base) and CO2 gas (acid). The initial 6-h cycle comprised of 15 min anoxic feeding, 330 min anoxic phase, 5 min settling and 10 min effluent withdrawal. The increase of the influent nitrogen load (ALR) from 0.6 mg N-NH4 L -1 h -1 to 3.8 mg N-NH4 L -1 h -1 was realized by stepwise increasing NH4 + concentration from 14 to 500 mg N L -1 while fixing the NH4 + /NO2 -ratio. Increased cycle length up to 13-34 h for about one week overcame the nitrite accumulation due to sudden increased TN load on Day 8. The final cycle length was fixed at 12 h. The volumetric (AUR) and specific ammonium uptake rates (SAUR) were increased from 1.6 mg N-NH4 + L -1 h -1 to 8.2 mg N-NH4 + L -1 h -1 and 1.8 mg N-NH4 + g VSS -1 h -1 to 9.4 mg N-NH4 + g VSS -1 h -1 after 36 days.

Table 3.S2: Technical events and disturbances during the study.

Type Time Description

Excess feeding Day 50 and 53

The influent was fed 9 times in less than 5 hours, therefore, the supernatant of liquid was removed twice at an exchange ratio of 45% after settling on Day 51 Insufficient feeding Day 60 0.5L influent remained in the feeding tank 

Transfer coefficient measurements

Integration between two different times containing a linear area was used to calculate the KLa, and the obtained values at all flow rates were fitted to a linear function between Qair and KLa.

The first results had a good linearity (R2=0.99) and was used to maintain KLa at 0.5 h -1 in phase A which corresponds to Qair at 4.5 L h -1 (Figure 3.S1A). Then 2 times increase of KLa to1.0 h -1 was achieved by increasing the Qair up to 11.7 L h -1 in phase B.

Equation 3.S1 𝑙𝑛 𝐶 * -𝐶 2 𝐶 * -𝐶 1 = -𝑘 𝐿 𝑎 • (𝑡 2 -𝑡 1 )
Where, 𝑘 𝐿 𝑎 is the volumetric mass transfer coefficient for oxygen (h -1 ); 𝑡 1 and 𝑡 2 is the initial and final time point of linear aera of DO evolution with time (h); 𝐶 * is the saturated DO concentration during the measurement (mg O2 L -1 ); 𝐶 1 and 𝐶 2 is the DO concentration at time 𝑡 1 and 𝑡 2 (mg O2 L -1 ). 

Introduction

The partial nitritation anammox (PNA) process is the conversion of a part of ammonium into nitrite combined with anaerobic conversion of ammonia and nitrite into dinitrogen with anammoxidans type bacteria. This process is considered as an environmental friendly operation due to low aeration needs allowing water resource recovery facilities to tend to energy neutrality (Cao et al., 2017). Consequently over 100 full-scale wastewater treatment plants have been installed worldwide for treating reject water from anaerobic digestion which contain a high concentration of ammonium (Lackner et al., 2014). However this process, or more accurately the partial nitritation, can emit significant amount of N2O in the atmosphere, which might compensate its overall benefit. Indeed nitrous oxide (N2O) is a potent greenhouse gas with 300 times higher radiative forcing than carbon dioxide (IPCC, 2014) and predicted to be the dominant tropospheric ozone depleting substance emitted in the 21t century (Ravishankara et al., 2009). Additionally, N2O can easily react with multiple chemical N-forms in the lifecycle threatening the human health, and therefore unwanted even at trace levels (Kanter et al., 2017).

N2O emissions from PNA or anammox reactors have been studied with suspended culture (Sliekers et al., 2002;Lotti et al., 2014), granular sludge (Kampschreur et al., 2009;Castro-Barros et al., 2015) and attached biofilm (Ma et al., 2017;Kampschreur et al., 2008). The reported N2O emission factor from the single-stage PNA process ranged from less than 0.1% up to more than 20% of the nitrogen removed (Sliekers et al., 2002, Harris et al., 2015, Wan et al., 2019). Fundamentally, the current identified microbial N2O pathways include nitrifier denitrification (Nitrite as terminal electron acceptor) and incomplete NH2OH oxidation by AOB (ammonium oxidizing bacteria), as well as incomplete denitrification by heterotrophic denitrifiers (Chandran et al., 2011;Law et al., 2012;Wang et al., 2014). Although the abiotic pathways have also been reported to contribute the N2O production, e.g. iron (III) with nitrite (Kampschreur et al., 2011), NH2OH with HNO2 (Soler-Jofra et al., 2016, 2018), abiotic role is normally insignificant due to the strict reaction condition (low pH) and/or extreme substrate conditions needed for such reaction. Using natural stable isotopes measurement for nitrogen and oxygen, conversion pathways and processes impacting N2O production were traced (Ma et al., 2017). In addition N2O isotopomers analysis is an efficient tool to distinguish N2O pathways through the SP signature (Harris et al., 2015;Sutka et al., 2006;Wunderlin et al., 2013), each pathway being characterized by one specific site preference (SP) range (Wunderlin et al., 2013;Ali et al., 2016;Terada et al., 2017). For the NH2OH oxidation pathway, the experimental N2O SP values from pure culture and mixed culture studies are generally from 28.4‰ to 36.6‰. For the nitrifier denitrification pathway SP values range from -1.7‰ to 0.1‰. SP values measured in pure culture experiments for the heterotrophic denitrification pathway are mostly from -5.1‰ to -0.5‰ (Duan et al., 2017). SP values for abiotic reactions are also relatively constant, ranging from 29.5‰ to 35.2‰ (Duan et al., 2017). This technique was recently applied to investigate the N2O production pathways in PNA systems. In a labscale continuously fed PNA reactor, an unexpectedly-high SP value up to 40‰ was reported during the normal operating condition which cannot be explained by neither of identified N2O pathways (Harris et al., 2015). More recently in a granular PNA system, the isotopomer analysis during the normal operation cycles quantified the comparative contribution of NH2OH oxidation and nitrite reduction but cannot exclude the possible role of the N2O production by the anammox bacteria (Ali et al., 2016). This possibility was also consistent with the further batch analysis with both N2O microsensor measurements and FISH analysis that about 30% of N2O was produced inside the anammox-dominated anoxic zone. Although nitrous oxide (N2O) is not present in the anammox molecular metabolism [START_REF] Kartal | Molecular mechanism of anaerobic ammonium oxidation[END_REF], whether anammox bacteria is able to produce N2O is disputable. For the pure culture system, Lotti et al. (2014) reported that a highly enriched anammox free-cells (over 98%) emit 0.20% of the removed nitrogen as N2O, and further increased N-load resulted in the increased N2O emissions. In another study anammox granules from a two-stage PNA process can emit 0.14% of the removed nitrogen but the most probable contributor was the putative heterotrophic bacteria but not anammox bacteria (Okabe et al., 2011). In the single-stage PNA process, the participation of anammox bacteria might complicate the original AOB and heterotroph pathways. Given that NO is the same intermediate for AOB, heterotrophic bacteria and anammox, anammox bacteria might also act as N2O influencing species in the PNA process (Ali et al., 2016;Harris et al., 2015).

Different aeration strategies have been used in the single-stage PNA system such as nonlimiting to limiting DO, high frequency to low frequency alternated aeration and non-aeration, pure anoxic to enhanced aeration (Castro-Barros et al., 2015;Domingo-Félez et al., 2014;Kampschreur et al., 2009). Operation of PNA under extremely low DO with oxygen transfer rate control was successfully applied (Akaboci et al., 2018). First efficient aeration control is critically important for repressing nitrite oxidizing bacteria (NOB) and enriching objective ammonium oxidizing bacteria (AnAOB and AerAOB) in a single-stage PNA reactor. In addition oxygen diffusion and limitation possibly affect the N2O production based on full-scale (Kampschreur et al., 2009;Domingo-Félez et al., 2014;Castro-Barros et al., 2015). However the effect of oxygen limitation on the N2O emissions in PNA system is still controversial. A short-term measurement campaign conducted by M. J. Kampschreur et al., (2009) showed that oxygen limitation intend to decrease the N2O emission (0-2 mg O2 L -1 ). In the same direction Castros Barros et al. (2015) reported that increasing aeration stimulated N2O emissions temporarily. However Ma et al. (2017) observed an increase of N2O emission at lower dissolved oxygen (0.2 to 2 mg L -1 ) with a stimulation of both NN and ND pathway at low DO. Using intermittent aeration, higher frequency of transition between aerated and nonaerated periods led to higher N2O emission (Domingo-Félez et al., 2014). The recent work of Wan et al. (2019) showed that the effect of oxygen on N2O emission is highly non monotonous, showing a peak of emission close to the optimal DO zone for maximizing nitrogen removal efficiency. But this dependency was significantly influenced by other factors like granules radius or presence of influent organics.

Previous studies concerning N2O production in PNA process focused mainly on short term response of the system to oxygen limitation (Kampschreur et al., 2009) or to rapidly changing aeration mode (intermittency and intensity) (Domingo-Félez et al., 2014;Castro-Barros et al., 2015;Ma et al., 2017). However, the characteristic of N2O emission under constant and long term oxygen limitation is relatively unknown. Meanwhile, the short term and long term responses of N2O emission after increasing or decreasing the aeration rate while maintaining limiting-oxygen condition is also unexplored yet.

The objective of this study was to comprehensively characterize emission of nitrogen oxides (N2O and NO) from a lab-scale single-stage PNA reactor under constant aeration and highly limiting oxygen conditions (DO<0.2 mg L -1 ), with the following expectations: 1) summarize the main N2O emission pattern and the parameters influencing those patterns; 2) identify/confirm the possible N2O production pathways with nitrogen isotopes and specific batch tests, 4) compare short-term and long-term responses to change in air flow rate exploring various levels of oxygen limitation.

Materials and methods

Reactor operation

The experiment was conducted in a laboratory-scale reactor with a working volume of 11 L and a headspace volume of 3 L. The reactor was equipped with mechanical stirring and gas diffuser. Air flow rate was imposed by a mass flowmeter (Bronkorst). The pH (H8481 HD, SI Analytics), temperature and dissolved oxygen (DO) with (VisifermTM, Hamilton), dissolved CO2 (Membrane Kit InPro5000 3.1B, Mettler Toledo) as well as Oxidation-Reduction Potential (PL89225Pt, SI Analytics) probes were continuously monitored with online-equipped sensors in the liquid phase. The off-gas was continuously sampled from the top of the reactor at a constant flow rate of 0.06 L/min and measured with online devices for N2O (X-STREAM X2GP, Emerson) and NO (NGA 2000 CLD, Emerson) concentrations. To prevent from the moisture, a condenser and hydrophobic gas filter (0.2μm) were installed before gas analyzers. The N2O and NO gas analyzers were calibrated monthly. Data were logged every 1-2 min by an online software. The temperature was maintained at 26.6 ± 0.6 °C using a water jacket. pH was maintained (6.9-7.5) through dosing 1 M NaHCO3 or injecting CO2 gas.

The reactor was inoculated with granular sludge (0.87±0.03 g VSS L -1 ) taken from an industrial single stage PNA process, and stored at 4°C during transport. For recovering anammox activity it was first operated in anoxic condition with supplying ammonium and nitrite for 36 days (details in supplementary information). At the end of this period maximal anammox activity was 9.4 mg N-NH4 + g VSS -1 h -1 . Then the reactor was operated in SBR mode with continuous aeration during reaction phase for 293 days with a synthetic influent containing ammonium as sole nitrogen source.

The cycle consisted in the following sequence: feeding (8 min), aerated reaction phase (variable), settling (2 min), and withdraw (8 min). 1L of liquid was added or removed during feeding or decanting period, resulting in a volumetric exchange ratio (VER) of 9.1%. During normal feeding phase, aeration was turned off. For testing this effect aeration was imposed during feeding for a specific period of 5 days (Days 255-260).

The synthetic influent mimicked a high strength wastewater with high level of ammonium (500 mg N L -1 ) without organic matter. The wastewater composition was modified from van de Graaf et al. (1996): 2.36 g/L (NH4)2SO4 (0.5 g/LNH4-N), 3.00 g/L NaHCO3, 0.025 g/L KH2PO4, 0.2 g/L MgSO4 

Aeration control and oxygen transfer rate

Air flow rate was imposed for limiting the DO to a very low value (<0.2 mg O2 L -1 ) controlling the ammonium oxidation rate by oxygen transfer rate (OTR):

Equation 4.1 OTR = 𝐾 𝐿 𝑎• (𝐷𝑂 * -𝐷𝑂)
Reaction phase duration was automatically controlled by detecting the end of the ammonium oxidation. Aeration was switched off and settling started as soon as a maximal DO setpoint was reached. Indeed DO rapidly increased at the end of nitritation due to ammonium depletion and lower oxygen demand. As the duration of reaction time was automatically controlled, the nitrogen loading rate was closed to the ammonium uptake rate and finally also imposed by the OTR. The effect of maximum DO setpoint value was studied during the first period: it was increased from 0.3 to 2.0 mg O2 L -1 on Day 39, decreased to 1.0 mg O2 L -1 on Day 96, and decreased to 0.3 mg O2 L -1 on Day 100 until the end of the study.

Dynamic method was used to determine periodically the transfer coefficient for oxygen (KLa) [START_REF] Garcia-Ochoa | Bioreactor scale-up and oxygen transfer rate in microbial processes: An overview[END_REF]. Measurements were performed with effluent from SBR cycles without biomass but with the mineral medium. Stripping with N2 and oxygenating were performed successively for different airflow rates (0, 1.1, 3.9, 10.7, 27.8, 45 L h -1 ). See details in the previous chapter. Measurements were done in duplicates. Linear correlation was obtained between coefficient and air flow rate (KLa=0.076.Qair+0.2075; R 2 = 0.9871). This experiment was also conducted during the study to check regularly possible change of the evolution of the correlation (at days 160: KLa=0.076.Qair+0.3755; R 2 =0.9671).

The influence of aeration intensity on reactor performance was studied by imposing two different levels of air flow rates (periods A and B). Initially the imposed air flow rate (Qair) was chosen (level A: 4.5 L h -1 ) for maintaining DO concentration lower than 0.2 mg L -1 ; resulting in an initial ammonium uptake rate of about 25% of maximal anoxic anammox rate. After 100 days, air flow rate was increased to level B during one week to study short term effect, before reducing to level A for 40 days. Level B was definitively imposed at Day 145 until the end of the study (300 days). The level B (11.7 L.h -1 ) was chosen in order to adapt the oxygen transfer rate to the increase of nitrification rate. It was also fixed in order to not observe any nitrite accumulation in the reactor (nitrite production rate by AOB being the limiting step compared to nitrite consumption rate by anammox). The DO concentration measured in the bulk during reaction phase was initially in a range 0.02-0.2 mg O2 L -1 decreasing during almost 100 days (phase A1), was still detectable in phase B1, but became completely undetectable after Day 107.

Regarding the applied Qair, the operating period was considered divided into four phases: A1, A2 (low air flow rate), B1 and B2 (high air flow rate). This protocol allowed evaluating both the short term and long term effect of the change in the aeration rate total nitrogen removal rate.

Chemicals analysis and specific batch tests

Effluent samples and mixed liquor samples were taken periodically for chemical analysis. Effluent samples were immediately filtrated through 0.2 μm millipore filters and was stored at 4ºC for further chemical analysis. For sludge samples, in order to prevent the loss of biomass, centrifugation at 4°C for 2 min was performed before the filtration, and the separated sludge was returned back to the reactor at the feeding phase of next cycle.

Ammonium was measured using spectrophotometric method with the Nessler standard method (AFNOR NFT 90-015). Nitrite and nitrate were determined by spectrophotometry (Griess method) using a continuous flow analyzer Smartchem 200 (AMS, Italy). Total suspended solids (TSS), ash content and volatile suspended solids (VSS) were measured according to standard methods (APHA et al., 1998).

Regularly kinetic studies were carried out in the reactor during SBR cycle. Samples were taken along the cycle and immediately filtered through Millipore filter units (0.2 μm pore size) for measurements of NH4 + , NO2 -and NO3 -.

During the last weeks of the study, specific batch tests were performed for exploring the possible N2O pathways. In order to test the contribution of heterotrophic denitrification on the total N2O emission, anoxic experiment was performed (Day 289). For such experience nitrogen gas was blown through the liquid and headspace (50.3 L h -1 ). Additional nitrite was provided to the system for measuring both nitrate and nitrite utilization rates under non limiting condition, as well as N2O emission rate. Another series of tests were realized under aerobic condition but with increasing nitrite level on Day 290-291. DO level was below the detection limit (<0.05 mg L -1 ) of the DO sensor during all those tests. Three levels of average nitrite concentration were used: 0.45 mg N L -1 , 4.4 mg N L -1 , 14.5 mg N L -1 .

Isotopes analysis

During the period of maximal N2O emission, a batch cycle was also characterized using isotopic measurements. Isotope measurements were analyzed in IEES Laboratory (Sorbonne Université, Paris, France) using an isotope ratio mass spectrometer (IRMS, DeltaVplus; Thermo Scientific, Bremen, Germany) in continuous-flow with a purge-and-trap system and coupled with a Finnigan GasBench II system (Thermo Scientific). Oxygen and nitrogen isotope data are expressed in the usual delta notation ( 15 N and  18 O), defined as:

Equation 4.2 δsample (‰) = 1000 1 R R standard sample          
, where R is the isotopic ratio 15 N/ 14 N or 18 O/ 16 O.

Nitrogen and oxygen isotope ratios of nitrate and nitrite were determined separately following a modified protocol of McIlvin and Altabet [START_REF] Semaoune | Isotopic fractionation of nitrate associated to diffusion and advection[END_REF]. Nitrogen isotope ratios were determined following the protocol of [START_REF] Zhang | Sensitive measurement of NH4 + 15 N/ 14 N (δ 15 NH4 + ) at natural abundance levels in fresh and saltwaters[END_REF]. These methods consist in the conversion of the substrate (ammonium or nitrite or nitrate) into dissolved N2O.

The GasBench II allows to sampling of the gases and removal of the water contained in the liquid samples, and finally separation of the interfering gases of N2O using a chromatographic column (CP-poraPLOT U; Thermo Scientific). The N2O-SP (δ 15 Nα -δ 15 Nβ) values were calculated based on the raw values of δ 15 N-bulk and δ 31 NO (δ 15 N α -N2O), which were measured by the IRMS from the same N2O reference gas. δ 15 N-N2O of the reference gas was calibrated in the laboratory of the Tokyo Institute of Technology using calibration procedures reported previously [START_REF] Toyoda | Determination of Nitrogen Isotopomers of Nitrous Oxide on a Modified Isotope Ratio Mass Spectrometer[END_REF]. Ammonium and nitrate standards were used to calibrate the isotopic composition of N2O (USGS-25, δ 15 N = -30.43‰, IAEA N1, δ 15 N = 0.4‰, IAEA N2, δ 15 N = 20.3‰, IAEA 305, δ 15 N = 39.8‰, USGS34, δ 15 N = 1.8‰, δ 18 O = 27.9‰ and USGS35, δ 15 N = 2.7‰, δ 18 O = 57.5‰). The precision of the measurement is 0.5‰ for δ 15 N and 1‰ for δ 18 O.

Calculations

In addition to regular kinetic measurements, for each SBR cycle, volumetric ammonium uptake rate (AUR, mgN L -1 h -1 ) was estimated with the input ammonium and the reaction time (assuming ammonium consumption almost constant within reaction phase). The specific ammonium uptake rate (SAUR, mgN g-VSS -1 h -1 ) was calculated with biomass concentration (VSS) measured or interpolated between two measurements.

For each cycle, the NO and N2O emission rate (NOER and N2OER, mgN L -1 d -1 ) were calculated by multiplying the measured gas concentration and the gas flow rate. The emission factors (N2OEF and NOEF, %) were calculated as the ratio between the total NxO emitted as nitrogen (obtained by integrating the rates) and the total ammonia-nitrogen removed during each cycle. Average concentration and emission rate were also calculated.

The average NO2 -concentration during reaction phase was calculated based on the cycles when the kinetic study was performed by excluding initial and latter one hour from each SBR cycle, to conserve stable nitrite concentration observed over 70% of the SBR cycle. Regularly (like in Figure 4.1A1) the N2O emission profile showed a dual pattern with two different phases: (1) a transient period after feeding during which a N2O peak can be observed; and (2) a second period with more stable emission associated to the constant ammonium uptake rate. Operating parameters influencing each phase will be discussed later. But as a first observation, the Figure 4.1A1 showed that the initial peak of N2O was generally associated to a nitrite peak measured after feeding period (3.6 mg N L -1 .on the example of Figure 4.1A1). Then after one to three hours the nitrite level was stabilized to a value ranging from 0.3 to 1 mgN L -1 which corresponds to equilibrium between production rate by AOB and consumption rate by Anammox.

Results

Typical N2O patterns during batch cycles

While the contribution of transient peak was significant (41% of total N2O emission) during the start-up period with relatively low emission (Figure 4.1A1), the stable N2O emission played a dominating role (80% of total N2O emission) during the period with high emission corresponding to high ammonium uptake rate (Figure 4.1A2). From the mathematical point of view, this quantification method serves as a useful feedback on the changes of the N2O evolution in successive cycles. A). Among this intensification period AUR did increase over time cycle by cycle, from 1.9 to 3.9 mg L -1 h -1 , and the reaction time decreased from 24h to 12h as a consequence. For the first cycles N2O emission rate remained quite low, with an emission factor of 0.36% for Day 24. This was observed during more than one month. Then N2OEF started to increase and was two times higher (0.63%) as the AUR increase by 10%. Finally N2O emission increased almost exponentially during 5 months, reaching about 6.3% of the removed nitrogen at the end of the phase A. During this period a linear relationship was found between AUR and N2OEF (with R 2 = 0.98). In addition, given the constant biomass concentration throughout this study, nitrate production rate (not shown, see previous chapter 2) progressively decreased during the same period indicating that NOB were progressively repressed.

Long term evolution of N2O emission during intensification period

Figures 4.3A and B shows respectively the calculated N2O and NO concentration and emission factor profiles for each single cycle during the entire study. While Figure 4.3C shows the evolution of the average nitrite concentration (average value measured during stable emission). First the results again illustrates the increasing emissions (N2O and NO) observed during the first 135 days. The maximum N2OEF at 7.2% in this period was observed on Day 122, while for the maximum NOEF at 0.068%. After the increase of air flow rate (Day 145) the data show the long term mitigation of both N2O and NO emissions, despite some oscillations were provoked by disturbances due to specific tests. Notably during this period, oxygen transfer tests (Kla) were conducted before Day 161 for 5 days, (not accounted in the operation time).

The electricity was also stopped for 33 hours without agitation on Day 212 maintaining anoxic situation for 33 hours. Alternating increase and decrease of N2O emissions resulted in four peaks and four valleys (Day 160 at 1.3%, Day 196 at 1.4%, Day 216 at 1.8% and Day 237 at 1.3%), while NOEF ranged between 0.02% and 0.07%.

The evolution of nitrite concentration (Figure 4.3C) under the low air flow rate was first a continuous decrease from 0.90 to 0.27 mg N L -1 during the beginning 20 days. Then it gradually increased until the end of phase A1, up to 0.63 mg N L -1 (Day 134) before the air flow rate was increased. After the air flow rate was increased to 11.7 L h -1 on Day 146, this value first increased rapidly up to 0.94±0.10 mg N L -1 and decreased for 10 days like N2O, reaching down to 0.48±0.08 mg N L -1 , and finally remained stable between 0.4 and 0.6 mg N L -1 .

Globally if a correlation between nitrite and N2O emissions is somehow observed, the long term data showed that a unique correlation is impossible to find, indicating a multiple parameter phenomenon. For a given period like the initial phase of period B, emission mitigation correlated well with nitrite lowering. But on the other hand, variable N2O oscillations during the rest of phase B were uncorrelated to nitrite (stable). 

Operational parameters influencing initial N2O peak: DO setpoint, aeration during feeding

Transition between two cycles was a source of disturbance causing initial N2O peaks at varying levels. Among operational parameters which were observed to influence this peak were the maximal dissolved oxygen (reached at the end of the reaction period) and the aeration during feeding. And more globally this peak was encouraged each time nitrite was accumulated during transition phase.

The maximal DO setpoint permitted the automatic controller to stop aeration and start settling and a new cycle. In a system operated at extremely low DO, this value was reached after depletion of ammonium and a time lag (this time during which oxygen rises due to lower oxygen uptake rate with constant oxygen transfer rate). Effect of this DO set point level was evaluated during phase A. It was initially set at 0.3 mg O2 L -1 but first increased to 1.0 mg O2 L - 1 for 16 days and later to 2.0 mg O2 L -1 for 20 days, before being adjusted back to 1.0 mg O2 L - 1 for 5 days and then set constantly at 0.3 mg O2 L -1 until the end. As illustrated on the Figure 4.2 (day 55), the initial N2O peak was higher for such high DO. However fixing the DO setpoint to a very low level was risking errors in detection due to some noise in the signal. Therefore, the value of 0.3 mg L -1 was a good compromise.

While feeding phase was unaerated for most of the study, aeration was maintained during the feeding for a given week at the end of the running period. For both periods, successive cycles showed very high reproducibility (Figure 4.5). As shown in Figure 4.4, the kinetics were very similar except for nitrite, NO and N2O. Aeration during feeding induced more nitrite accumulation during first minutes of the cycle, as well as higher NO, and N2O peaks. Quantitatively the N2O peak was two times higher whereas the global emission factor gained 15% (2.0 to 2.3 %, see Table 4.1). Interestingly this was also accompanied by a NO peak (small but detectable) which confirmed to be the intermediate precursor of N2O (Figure 4.4).

For summarizing, during the transient phase between two cycles, oxygen rising or aeration were observed to provoke a sudden high nitritation rate during the first minutes of reaction phase with unbalanced anammox activity which led to nitrite peak and finally undesired N2O emission. Table 4.1: A statistical summary of the NO and N2O emissions during the selective operation periods with aerated and non-aerated feeding.

Non-aerated feeding Aerated feeding

Operating 

Influence of air flow rate on N2O emission (short and long term)

Air flow rate was first increased from 4.5 L h -1 to 11.7 L h -1 at Day 102 for only one week for studying short term effect (before returning to the initial rate). Then it was increased again at Day 146 and maintained for the rest of the study to study long term effect. On Figure 4.6, each point corresponds to a SBR cycle during which AUR, N2OER and N2OEF were measured.

N2OER and AUR were relatively stable before flow rate increase. For each time the air flow was increased both AUR and N2OER increased instantaneously and proportionally during the following cycles. For the first experiment this situation was stable during the following 5 days.

After reestablishing the initial flow rate value, both N2OER and AUR returned to the initial values. The emission factor did not change significantly during this experiment ranging from 2.5% to 3%.

For the second experiment, high air flow level being maintained on a long term, both N2O emission rate and emission factor finally decreased progressively days after days. Whereas ammonium uptake rate was maintained relatively high (5.6±0.3 mg N L -1 h -1 ), N2OER went down from 7.5±0.7 mg N L -1 d -1 to 1.5 mg N L -1 d -1 and the emission factor decreased from 5.8% to 1.3% within 15 days. Comparing the batch test, the N2O gas concentration has decreased by a factor 3, and NO concentration (much smaller) by a factor 2. Another difference is the nitrite level: the peak after feeding went from 1.8 to 0.6 mg N L -1 and the constant nitrite level during ammonium uptake decrease from 0.75 mg N L -1 to 0.5 mg N L -1 .

Overall, these observations clearly demonstrated a different effect at short and long term of the air flow rate increase. Under DO limitation, increase of OTR first increases both ammonium oxidation rate and N2O emission rate but on a long term the system adapted and finally emitted much less N2O even with a higher nitrogen loading rate. 

Isotopes analysis

The δ 15 N with ammonium, nitrite and nitrate as substrates and the SPs of the emitted N2O were determined during the period when the N2O emission factor was stabilized at the highest value (Figures 4.8A and B). For each feeding, the same range of the initial and final δ 15 N value for all substrates showed that the nitrogen evolution remained relatively stable during successive cycles. During the cycle a clear tendency over time is observed for δ 15 N-NO2 -: a rapid decline of the initial value from 91.4‰ to -23.9‰ after the feeding followed by the progressive increase up to 90.7‰ at the end of the cycle. The gradual increase of δ 15 N-NH4 + (1.9‰, 0.9 h) just after feeding to 57.5‰ (10 h) is in company with the constant δ 15 N-NO3 - averaging at 42.8‰ from the start to the end (Figure 4.8A). For N2O, the δ 15 N-N2O results showed a first decrease trend after feeding from 5.6‰ to -24.7‰ (similar value as for nitrite) and subsequently it gradual increased to the initial level (5.5‰) at the end of the cycle (Figure 4.8B). This indicates that the nitrite is first produced with a lower content of 15 N but is also progressively consumed (by Anammox and possibly denitrification) which make its 15 N content increase. N2O as a final product logically showed a low 15 N content. But the fact that this content increased a little during the cycle can indicate that some processes (possibly heterotroph denitrification) slightly consumed it.

The N2O-SP measurement showed a rapid increase from -2.6‰ to 5.5‰ during the initial 20 min followed by the subsequent level stabilizing at 0.7±1.5‰ from 0.5 h until the end of this cycle (Figure 4.8.B). This range of SP value was theoretically associated to the nitrite denitrification pathway. 

N2O emission rate during specific batch tests

Series of batch tests were performed to investigate the N2O emission at varying nitrite levels, under aerobic and anoxic conditions (Table 4.2 and Figure 4.S1).

At the end of phase B, for typical batch test under aeration, the N2OER was 2.38 mg N L -1 h -1 and N2OEF was 1.8%, for a nitrite level around 0.45 mg N L -1 . Then a test was performed under aerated condition with high level of nitrite (15.5 mg N L -1 ). Whereas AUR was comparable to a normal batch, the average nitrite consumption rate was 0.23 mg N L -1 d -1 (linear zone) and the average nitrate production rate (NAUR) was 0.61 mg N L -1 d -1 . It was like if only the nitrite provided by ammonium oxidation was (locally) consumed but not significantly the additional nitrite. The N2O emission during that test was 4 times higher than in normal condition (10.5 mg N L -1 d -1 ), and N2OEF was 9.0%, i.e. 5 times higher than in normal test at the same period. This illustrates the strong stimulating effect of nitrite on N2O emission.

Finally the range of N2O emission factor measured throughout the study (0.3 to 7. 

Dominance of ND pathway and nitrite stimulating effect

The measurement of natural isotopes and the isotopic signature (SP) indicates that the N2O was produced in majority by nitrite denitrification pathway when the highest N2O emission was reached. Indeed SP-N2O measurement (between -2.7‰ and 5.5‰) is typical of ND pathway and clearly excluded hydroxylamine pathway. Nitrifier denitrification and heterotrophic denitrification are not distinguishable through site preference analysis, the two pathways involving the same nitrite enzymatic reduction. However based on the very low emission rate observed under anoxic condition in presence of both nitrate and nitrite (Table 4.2), we can assume that heterotrophic denitrification was a very minor source of N2O (and even lower in presence of oxygen).

Transient accumulation of nitrite after feeding (Figure 4.3) or external addition of nitrite (Table 4.2) both provoke a strong increase of N2O emission. This is perfectly in line with ND pathway which is expected to be stimulated by high nitrite level in this range of concentration (0.5 to 15 mg N L -1 ) [START_REF] Lang | Comparison of different 2pathway models for describing the combined effect of DO and nitrite on the nitrous oxide production by ammonia-oxidizing bacteria[END_REF]Ma et al., 2017). The stimulating effect of nitrite is even more important under O2 limitation, as previously demonstrated in this thesis [START_REF] Lang | Comparison of different 2pathway models for describing the combined effect of DO and nitrite on the nitrous oxide production by ammonia-oxidizing bacteria[END_REF], due to competition for electron between oxygen and nitrite in the catabolism of nitrifiers. This is also in accordance with previous studies dedicated to nitrifiying culture (Peng et al., 2015) or mixed nitrifier-anammox culture (Ma et al., 2017).

In nitrifier denitrification pathway, NO2 -is converted into NO by NirK enzyme, and NO is reduced into N2O by NOR enzyme. This matched well with the gas analysis during typical batch cycle (Figure 4.3): peak of NO (stimulated by initial nitrite presence) was observed before the maximum of N2O emission. Ratio of NO to N2O emission factor were very low (ranging from 0.004 to 0.03) which confirms previous observation of Pocquet et al. (2016) with nitrifying culture: very low NO:N2O ratio are observed when ND pathway was installed in majority.

Such difference between short and long term dynamic dynamics reported here clearly shows the complexity of regulation of N2O production. This is possibly the origin of some contradictory results about the effect of aeration on emission from PNA system. Finally this also indicates that any aeration optimization for N2O mitigation should be considered on a long term horizon and not only based on short term experiments in future studies.

Conclusions

 Long term and short term dynamics of N2O emissions from a PNA process operated under oxygen limitation were studied during 300 days.

 The first N2O peak observed after feeding can be limited by anaerobically feeding, lowering the level of oxygen reached at the end of the reaction phase, and finally avoiding any temporarily accumulation of nitrite.

 N2O emission factor progressively increased from 0.4±0.1% up to 5.8±0.3% within 5 months, but was finally stabilized at 2±0.1% after increasing the air flow rate on a long term. This indicates that emission from PNA operated under very low oxygen level is not far from PNA system working under higher level of oxygen.

 Analysis of nitrogen isotopes and site preference tends to show that the main emission pathway was the nitrite reduction and heterotroph poorly contribute.

 Short term and long term effect of increase of air flow rate were different. Optimization for N2O mitigation should be considered on a long term horizon and not only with short term assays. 

Introduction

Numerical simulation is very useful for analyzing and predicting dynamic behavior of biofilm reactor in order to improve performances. This approach can be applied for describing granular sludge reactors using 1D models considering granules as spherical particles. N2O emissions from nitrifying and denitrifying systems were previously investigated (Sabba et al., 2015) but only three simulation studies on N2O emissions from one-stage partial nitritationanammox reactors have been published yet ( [START_REF] Hulle | N2O and NO emissions during autotrophic nitrogen removal in a granular sludge reactora simulation study[END_REF]Peng et al., 2016;Wan et al, 2019). [START_REF] Hulle | N2O and NO emissions during autotrophic nitrogen removal in a granular sludge reactora simulation study[END_REF] evaluated the N2O emissions in a granular sludge reactor, by considering the nitrifier denitrification (ND) pathway. The simulation indicated that emission maxima for NO and N2O coincide with the region for optimal Anammox conversion. Peng et al. (2016) studied the N2O formation via both ND and NN from a biofilm reactor. The main conclusion was that significant amount of N2O was produced at low DO level with a maximum around 0.4-0.6 mg O2 L -1 , and that lowering the ammonium concentration could reduce N2O production. The heterotrophic denitrification pathway was not included in either of these studies. Very recently, Wan et al. (2019) included the contribution of heterotrophs and scrutinized influence of operating conditions including DO, nitrogen load, granule size, temperature and influent organics. Individual operating conditions had non-monotonic effects on N2O emissions. The most important conclusion of those simulations was that heterotroph bacteria was a major sink of N2O in presence of influent COD, and can play a major role in mitigating the emissions. Until now these simulation works have never been confronted to real observation nor calibrated with experimental data.

The present work aims to evaluate the N2O production from one stage PNA running under DO limitation at extremely low DO (DO<0.2 mg/L). Such condition has been poorly evaluated in previous studies. The model is first confronted to experimental data after calibrating the most sensitive parameters. Then N2O emissions pathways and effect of operating parameters impacting the N2O emissions are assessed and discussed.

Model description

The model is developed and solved on Aquasim. Growth of AOB with 2-pathway N2O model (Pocquet et al., 2016), growth of heterotroph with the four step denitrification model (Hiatt and Grady, 2008), NOB and anammox growth are included. Granules were described as spherical biofilm with a mean diameter of 500 µm, divided in 100 layers for numerical resolution. The model structure is similar to Wan et al. 2019, except the AOB growth which was related to the hydroxylamine oxidation as in the original model of Pocquet et al. (2016) whereas Wan et al. (2019) distributed growth on both hydroxylamine and NO oxidation. The mass and numbers of granules were calculated with the measured MLVSS, the mean diameter (500 µm) and assuming density and porosity of the biofilm. The gas transfer is predict through KLa, measured for oxygen and calculated for NO and N2O with diffusivity ratios. Simulation was performed on a long term (1000 days) for the reference condition (phase B of the experimental study) to obtain steady state results and stable biomass profiles in the biofilm.

The short term effect of additional nitrite, the effect of NOB repression, and the effect of air flow rate was then evaluated.

Results and discussion

Model calibration for PNA at extremely low DO

The data of the last period of the experimental study (chapter 4) was considered for the calibration. The process had been operated for more than 250 days, and with the same operating condition for 100 days. After a manual sensitivity analysis, the calibration was performed in two steps: first adapting the parameters influencing the nitrogen removal rate, then adapting the parameters to predict the N2O emission rate and dynamics. The parameters which were chosen for calibration were the affinity constant, especially those for oxygen. Indeed it was impossible to predict the observed ammonium removal rate at the low DO imposed in the process (<0.05 mg L -1 ) with the values used in the original calibration of Pocquet et al. (2016), Pocquet et al. (2016) and Wan et al. (2019). The affinity constants for oxygen were set at 0.045 mgO2/L for AOB (KO2,AOB1, KO2,AOB1). As discussed in the chapter 3, this is possibly due to acclimatization of nitrifiers to very low DO on a long term. But such low values are also possibly due to the preferred colonization of smallest particles by AOB which is not taken into account in the model. Following the reduction of affinity constant for oxygen and due to high accumulation of hydroxylamine, affinity constant of AOB for hydroxylamine had also to be reduced. As the presence of NOB was observed in practice, the affinity constant of NOB was also calibrated to make possible the growth of NOB at low level of DO. The value of KO2,NOB was set at 0.12 mgO2/L in order to predict the observed nitrate produced (see Figure 5.1). This calibration pointed out the very sensitivity of N2O emission to the NOB growth (discussed below). After calibration ammonium, nitrate, nitrite, oxygen and N2O profiles were described correctly for the reference cycle (Figure 5.1). As a validation step, the model was evaluated to simulate two batch tests performed with different levels of nitrite (Table 5.1). The model was able to predict the stimulating effect of nitrite on N2O emission rate and emission factor with an acceptable error ranging from 3% to 9% (increasing from 1.80% to 9.0 % for nitrite concentration pulsed from 0.73 to 15.5 mgN L - 1 ).

Table 5.1: Modelling the stimulating effect of nitrite on the production and emission of N2O. 

Condition NO2 - mg N L -1 AUR mg N L -1 h -1 N2OER mg N L -1 d -

Effect of NOB repression on the N2O emission

Under oxygen limitation the nitrogen removal rate is controlled by the oxygen transfer rate. By imposing a limiting oxygen transfer rate the oxidation of nitrite into nitrate is limited and NOB are progressively repressed. As illustrated by Figure 5.2, the impact of NOB concentration on the N2O emission rate is very important. Indeed for a variation of NOB from 15 to 0 mg L -1 , the N2O emission rate increased severely from 1 to 10 mg/L.d and the emission factor from 1% to 5.7%. It is noticeable that it is exactly the range of variation observed during our experimental study. This is due to local nitrite level which is modified by the NOB activity, and stimulates N2O production rate by ND pathway.

Therefore NOB repression have dramatic impact on N2O emission if the nitrite consumption by NOB is not compensated by any increase of anammox activity in the biofilm, such phenomenon occurring on a long term. This can explain why the long term dynamic observed experimentally showed first a slow but very important increase of the N2O emission (even without significant observable DO and NO2 -change) but also slow regulation on a long term (see also the effect of aeration).

Despite the calibration was not performed to predict exactly the first 5 months of experience the simulations support our mechanistic explanation. During this period the AUR increased without measurable change in the dissolved oxygen, whereas the N2O emission factor increased from 0.35% to 6%. As the nitrate production rate decreases progressively as well as the oxygen demand, it can be assumed that the NOB activity was progressively repressed during this period, generating local nitrite accumulation and increase of N2O production rate.

After increasing the air flow rate, a first increase of both nitrite and N2O emission was observed but after several days it decreased. This may be due to higher NOB activity (nitrate production rate has significantly increased). As shown on Figure 5.2, a modification of NOB concentration in the system (here from 1 to 15 mgCOD/L) provokes strong variation of N2O emission rate without significant DO variation and for nitrite variation on a small range varying from 0.1 to 1 mgN L -1 . 

Effect of air flow rate (KLa variation)

Modification of air flow rate influences both AUR and N2O emission by means of KLa and oxygen transfer rate (Figure 5.3). As an example compared to the reference situation variations from -50% to +30% of air flow rate lead to N2O-ER ranging in average from 0.5 to 8.5 mgN-NO2/L.d (2 mgN/L.d for reference) corresponding to a variation of N2O emission factor from 0.48% to 3.45% of ammonium removed. Here simulations were performed by assuming a complete wash out of the NOB, according to the result of long term simulation with the model (this situation being not reached during our experimental study). Hence increasing the air flow rate on a short term increases the rate of N2O emission and the emission factor.

On a long term maintaining higher air flow rate allows to maintain higher nitrogen loading rate (NLR), as we did during the experimental study. As AOB growth is stimulated, AOB concentration increased at the surface of the biofilm. For instance at the highest air flow rate (Kla+30%), AOB concentration in the surface layer progressively increased by 32% and N2O decreases by 37% reaching an emission factor of 2.16%. This AOB densification generates sharper oxygen gradient at the surface of the biofilm and lower dissolved oxygen in the deeper layer, which allow anammox to be less inhibited by oxygen. Consequently nitrite are better consumed and the N2O emission decreased. This phenomenon is in very good agreement with the experimental observations described in this thesis (period B2). In presence of NOB the effect of an increase of air flow rate is less important. With the concentration of NOB estimated in the reference case, the N2O production decreased by 17% tempering the stimulating effect of oxygen transfer rate increase. Globally simulation shows that NOB presence can play a positive role in mitigating the N2O production and emission. Even a few amount of NOB can play this role without too much negative impact on the performance. This suggests that suppression of NOB without an increase of anammox capabilities for consuming nitrite stimulates N2O emission increase. Besides, since NOB grow faster and are more sensitive to the nitrite accumulation than anammox, anammox can benefit from the NOB repression. During this thesis we demonstrated that very low DO availability did not compromise autotrophic nitrogen removal, confirming the recent work of Abukaci et al. (2019). Micromolar DO allowed complete NOB suppression only with FA assistance (sidestream) but was sufficient to keep nitratation limited in any situation (Abukaci et al., 2019). During this thesis the presence of NOB was also detected by microbial analysis even if their activity was strongly repressed. Now we can say that such small amount of residual NOB activity was possibly positive for limiting the N2O emissions.

Pathways analysis

As shown on Figure 5.4, N2O is mainly produced at the surface of biofilm in the first layers (15 µm). This confirms the results of previous simulation studies (Wan et al, 2019) and experimental ones (Ali et al., 2016). N2O is produced by both ND and NN pathway in reference condition, but in majority by ND pathway in a situation with high emission. This is true for situation of additional nitrite, as nitrite stimulates the ND pathway but also when air flow modification or NOB repression leads to high emission factor. The predominance of ND pathway for high emission period is in accordance with the isotopes analysis during this study. However the contributions of the two pathways seems more equilibrated when emissions are less stimulated. Such regulation may explain the contrasted results in literature concerning the most important pathways. In addition N2O is significantly consumed by heterotroph denitrification at the surface (Figure 5.4). This conclusion is comparable to those of Wan et al. (2019). However as we operated under very low DO in this work, heterotroph is a sink of N2O even without COD in the influent. This means that low DO allows heterotroph to reduce N2O through endogenous denitrification using decay products at the surface of the biofilm. This was much less observed by Wan et al. (2019) without influent COD, operating at higher DO as heterotroph consumed preferentially oxygen. This means that low DO operation permits to take more benefit of the N2O mitigation by heterotroph. Obviously this is a simulation which is not validated experimentally and this mechanism may be overestimated by our model.

More surprisingly simulations also reveal that NO is an important intermediate molecule which is likely to be exchanged by heterotroph and AOB in the biofilm. The model predicts relatively low level of NO in the liquid (around 5-10 µgN/L) and low emission factors (0.1-0.15 % of ammonium removed), which are in accordance with our experimental observations. However the NO consumption and production rates in the biofilm are significant as all the nitrogen pass through the state of NO in heterotroph and autotroph pathways in the multiple step models.

As shown of Figure 5.4 (b, d) simulation indicates that heterotroph NO rate is positive whereas AOB rates are negative (rate HAO1-HAO2 and rate NN). Hence heterotroph seems to produce NO in excess, whereas AOB is a sink of NO. In reference scenario NO is mainly consumed by NN pathway (d), while NO is consumed in majority by HAO at high rate (b).

This means that heterotroph denitrification can enhance locally the N2O emission of AOB through NN pathway by producing NO in excess. This interesting phenomenon definitively makes the mechanisms of N2O emission from PNA even more complex. In addition, such NO loop is relatively speculative as the model do not take into account that NO is also an intermediate of ND pathway as well as Anammox reaction. So in reality the NO emitted by heterotrophs could also stimulate ND pathway. Hence this simplification probably make the N2O produced by NN pathway slightly overestimated. As NO is also an intermediate compound for Anammox, it would be interesting to include it in the future evolution of the model.

Total NO and N2O rates show inverse profiles in the layers closed to the surface. N2O is produced at the surface of the biofilm by AOB but consumed in the deeper layers by heterotroph. In contrast NO is more produced in the deeper layers by heterotroph but consumed at the surface by AOB due to higher oxygen availability. Thanks to NO consumption on the surface less NO diffuse into the bulk.

This first simulation work shows that mechanisms involved in N2O emission, including NO reactions, are highly complex in the situation of extremely low DO. Very small variation of local concentration of oxygen and nitrite in the biofilm surface, which are hard to access in practice, control the different reactions of heterotroph, AOB, NOB and Anammox. In addition, for the first time it is revealed that interactions between AOB and heterotroph in the NO and N2O metabolism is more complex that it is usually considered. However, this metabolism is able to be simulated by assuming the different NO resources and sinks. Despite only small emission of NO are generally observed, it is here pointed out that NO can play a major role in the interaction between AOB and OHO and possibly in the N2O emission regulation.

Conclusion

 The model combining N2O emission with growth of AOB, NOB, OHO, Anammox was calibrated with experimental data from a PNA process working under oxygen 

Gas transfer calculations

The transport coefficients of N2O, NO and N2 at were calculated with KLaO2 based on the diffusivity coefficients: Equation 5.S4

K L a i = K L a O2 √ D i D O2
The external mass transfer resistance (diffusion boundary layer) was neglected. Therefore, the concentration at the biofilm surface was equal to that in the reactor bulk liquid. The effective diffusion coefficients in the granules were calculated from their diffusion coefficients in water (multiplied by a reduction coefficient).

This PhD thesis aimed to clarify the N2O emission mechanisms from the single-stage PNA process through the combination of experimentation and modelling work. Results give new insights and better understanding of the N2O emission in autotrophic nitrogen removal system, supporting future strategies for mitigating greenhouse gas emissions, and reducing the carbon footprint of the nitrogen removal in wastewater systems. In this work, one stage PNA process was successfully controlled by oxygen transfer rate at extremely low DO during 300 days at 26.5°C. Increasing the aeration strength allowed to improve specific nitrogen removal rate up to 0.130 g N g VSS -1 d -1 with a very limited amount of NOB activity (TN removal of 84%). This confirms that DO limitation is not detrimental for complete ammonium oxidation at a satisfying rate. Meanwhile the bulk DO concentration in the reaction phase changes from micromolar (0.02 to 0.2 mg O2 L -1 ) during the initial 100 days to almost zero for the rest of the study. Oxygen demand progressively decreased under DO limitation, and was very low (OTR/AUR = 1.3-1.5 gO2 gN -1 ), i.e. value slightly lower than theoretical stoichiometry. This was correlated to low NO emission but significant N2O emissions. The maximal N2O emission factor reached 6% of removed ammonium but was limited to 2% at the end of the study after adapting the air flow rate.

Regarding granule size distribution a very specific segregation process was observed among two categories of sizes. Granular sludge was naturally segregated into two categories of sizes (300-400 µm, 1100-1400 µm). Combination of the FISH and 16s rRNA results showed that AOB (Nitrosomonas Europaea) were found mainly on the surface of small granules, whereas anammox (Candidatus Kuenenia) were in majority in big granules, NOB and OHO being homogeneously distributed. Such species distribution suggests that AOB develop a specific strategy for improving oxygen accessibility by colonizing the biofilm of smallest particles developing much higher specific surface. This leads to lower apparent affinity constant for oxygen and partly explains the relatively high specific activity despite very small DO level.

Deeper insights into the N2O emission dynamics

Long and short term dynamics of N2O emissions from PNA process operated under oxygen limitation were studied.

First, the N2O emission factor progressively increased (0.4±0.1% -5.8±0.3%) within 5 months, but finally stabilized (2.1±0.2%) after increasing air flow rate over 100 days. This was correlated to increasing AUR and decreasing oxygen demand. The reason for such important increase was not only the intensification of ammonium oxidation generating more local oxygen limitation but also likely the repression of NOB which generated higher nitrite level (small but impactful). This phenomenon was confirmed by the last simulations.

The nitrite stimulating effect on N2O emission was confirmed and seemed even more important than in a systems operated at high DO. It means that for controlling N2O emission it is important to compensate the loss of NOB by high anammox activity for removing nitrite.

N2O emission level measured at the end of the study finally indicate that N2O emission level from PNA operated under very low oxygen level can be controlled in a range which is not that different from PNA system working under higher level of oxygen.

Increase of oxygen transfer rate led to instantaneous increase of both AUR and N2O emission rate on a short term. However on a long term both N2O emission rate and emission factor decreases towards a constant level reached after several weeks. This dynamic could be explained by the initial stimulating effect of both higher ammonium oxidation rate and higher nitrite, followed by microbial adaptation. AOB and anammox biomass growth reorganizes the AOB and Anammox among the granules and a small reactivation of NOB is also observed. Aeration optimization for N2O mitigation should be definitively considered on a long term horizon in the future and not only with short term assays.

Deeper insights into the N2O emission pathways

Analysis of nitrogen isotopes and site preference (SP) during the highest N2O emission period tend to show that the major N2O emission pathway was the nitrite reduction. This was confirmed by the modelling work, the model being able to predict the stimulating effect of nitrite on the N2O emission through the ND pathway.

The anoxic experiment suggests that heterotrophs did not contribute that much to the N2O emission, and the simulation even showed that heterotroph denitrification was a sink of N2O. Under very low DO indeed, our model shows that heterotroph is a sink of N2O (at the biofilm surface) even without COD in the influent, using decay products. Then the possible contribution of heterotrophic denitrification was not completely precluded by the much lower (3 times less) N2O emission factor during the nitrite addition tests. If this pathway occurred, only a small contribution to the overall N2O emission would be expected.

According to modelling work it comes that NO plays a role as a central molecule due to its ability to be exchanged by heterotroph and AOB on the surface layers of biofilm. 

Combined effect of DO and nitrite on N2O emission: modelling progress

The combined effect of DO and nitrite on N2O production is crucial for understanding and predict the mechanisms involved in short-cut nitrogen removal and PNA system. In order to achieve this goal, first the 2-pathway model proposed by our group was compared to the metabolic electron transport model proposed by AWMC group.

Despite their different mathematical structures both the two pathway models were able to describe accurately the synergetic effect of DO and nitrite on the N2O emissions. The results did not demonstrate strong difference in their application ranges (e.g. higher or lower NO2 -) for experience with nitrifying culture. The calibration allows to provide a new set of parameters for future works.

The biofilm model combining N2O emission with growth of 4 microbial groups was calibrated to experimental data from PNA process working under oxygen limitation. Reduction of a set of affinity constants (especially for oxygen) was the major adaptation compared to previous sets of values.

After calibrating the overall model to PNA under extremely low DO, the effect of operational parameters were much more directly influenced by the variation of nitrite than by the oxygen level or only indirectly. For instance lower DO in the biofilm reduces anammox inhibition which decreases the nitrite which limits N2O emission.

As a consequence the level of repression of NOB was identified as an important factor which can affect very significantly N2O emission even for relatively comparable condition (low DO, small variation of nitrite). Consequently, presence of NOB, as a minority species, may be beneficial for N2O mitigation in PNA system, without necessarily impacting significantly the overall performances.

The model predicts variation of emission factor in a range which very comparable to the experimental observation of our study (0.5% to 6%).

Future perspectives

N2O mitigation measures

This work provides some recommendations for limiting N2O emissions. For instance it was proven that anaerobically feeding reduces transient emissions of N2O by reducing nitrite peak.

Limiting the peaks of oxygen at the end of the reaction phase was also avoided by maintaining very low maximal DO setpoint.

A control strategy which could adapt the oxygen transfer rate to maintain OTR/AUR ratio closed to 1.7-1.75 seems and not less than 1.6 seems positive for N2O mitigation. Higher ratio should be tested with a consideration on a long term of possible disturbance by variation of organic carbon demand.

The possible link between the segregation of AOB in small granules and the N2O emission should be investigated. Maintaining high shear stress can be used for encouraging biomass repartition and could possibly influence such behavior, but this still needs to be further analyzed.

Modelling aspects

Pursuing the calibration work with new experience obtained with real wastewater and new conditions seems important as it as the first work with a confrontation of PNA model and experience on N2O.

Future simulation works could be oriented to analyze the effect of feeding mode (continuous, SBR, step feed), COD dosing, temperature, or air flow rate control in order to find the best conditions for mitigating N2O emissions.
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 17 Figure1.7: SP value and modelling enabling the N2O pathway regulation in the partial nitritation process(Peng et al., 2014).Measurement of δ 15 N-N2O value in emitted N2O can qualitatively estimate the contribution from nitrification and denitrification in WWTS[START_REF] Townsend-Small | Nitrous oxide emissions from wastewater treatment and water reclamation plants in southern California[END_REF] Toyoda et al., 2011a). The difference in δ 15 N-N2O values between nitrification and denitrification is large enough to qualitatively estimate the contribution of nitrification and denitrification processes of emitted N2O. However, δ 15 N-N2O is dependent on the substrate δ 15 N-NH4 + values and fractionations. The quantification of the contribution of nitrification and denitrification with δ 15 N and δ 18 O can only be possible if a set of universal enrichment factors are available for the N2O production pathways. However non-enzymatic processes irrelevant to nitrogen conversion pathways might influence the overall isotope fractionation, reducing the accuracy and thus making this method can only in a qualitative analysis level.
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 19 Figure1.9: Influence of oxygen and ammonium load on three N2O pathways from the PNA process(Ma et al., 2017).
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 110 Figure 1.10: Strategies for the design and operation of a one-stage or two-stage partial nitritation/anammox (PNA) reactor(Agrawal et al., 2018).

  NOB activity; b : Without NOB activity; c : Ordinary Heterotrophic Organism

  and Model II considered the incorporation of NN and ND pathways and the simplification of ND by reducing the two-step nitrite reduction into one-step for avoiding the NO loop (Table
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 2 . Then regarding the N2O prediction specifically the most important parameters to be adapted were those related to the maximum production rate of each pathway: for Model II. Additionally the affinity constant for nitrite or free nitrous acid (Model I or II), the oxygen inhibition constant (Model II), the affinity constants for Mred,3&Mred,4 and for Mox (Model I) were adapted if necessary.
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 2 Figures 2.1-3 showed all the simulation results of Case 1 with Model I and Model II including the N2Osp (specific N2O production rate) and the contributions of ND and NN pathway.
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 21 Figure 2.1: Experimental and simulated N2Ospin function of DO and NO2 -concentrations in Case 1 (Peng et al., 2015b): The value of mark from the left figures represent the values for DO, for the right figures NO2 -.
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 2222 Figures 2.4-6 showed all the simulation results of Case 2 with Model I and Model II in terms of N2Osp, contributions of ND and NN pathway and N2OEF.
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 24 Figure 2.4: Comparison of experimental and simulated N2Osp with Model I and Model II in Case 2 (Peng et al., 2014).
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 25 Figure 2.5: Comparison of the model-predicted contributions between Model I and Model II in Case 2. SP: Site-specific measurements.
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 26 Figure 2.6: Comparison of simulated and experimental data for AOR and N2OEF between Model I and Model II in Case 2.
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 2 Figure 2.7 showed the simulation results of N2OEF in Case 3 with Model I and Model II in terms of nitrite and HNO2.
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 27 Figure 2.7: Comparison of experimental and simulated N2OEF with Model I and Model II in function of NO2 -and HNO2 respectively in Case 3.
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 2222 Figure 2.S1: Experimental DO variation during the batch test for Case 3 under different NO2 - levels a .
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 2 Figure 2.S4: Simulated levels of NH4 + , DO and NO2 -as well as HNO2 in a series of batch tests by Model I. ( DO at 3.5 mg O2/L;NO2 -from 3 to 50 mg N/L) in Case 1
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 31 Figure 3.1: Evolution of reactor performance during the study (NH4 + , NO2 -, NO3 - concentrations). A1 and A2 correspond to low aeration level (4.5 L h -1 ), B1 and B2 high aeration level (11.7 L h -1 ). See details in Table3.1 and SI (Table3.S2)
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 32 Figure 3.2: Evolution of the ammonium uptake rate and oxygen demand during the study. A) Volumetric ammonium uptake rate (AUR) and specific ammonium uptake rate (SAUR); B) Ratio of the oxygen transfer rate to ammonium uptake rate (OTR/AUR) and air flow rate (Qair).
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 33 Figure 3.3: Evolution of the suspended solids during the study.
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 34 Figure 3.4: Three typical batch cycles on period A1 Day 11 (A1-C1), end of period A2 Day 134 (A2-C2) and end of period B2 day 243 (A3-C3) respectively.
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 35 Figure 3.5: Evolution of the volumetric particle size distribution on day 1 and day 172.
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 36 Figure 3.6: Granular sludge morphology. Three pictures taken on day 172 (up). Separated granules after the screening on Day 239 (down).
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 37 Figure 3.7: Microbial community analysis by 16S rRNA sequencing on day 1 (A) and day 193 (B).

Figure 3 . 8 :

 38 Figure 3.8: Hybridization result on Day 38. A1: Amx368-Cy3 EUB338-FITC; B1: Amx820 Cy3 EUB338 FITC; C1: Amx820 Cy3 NSO1225 FITC; A2: Amx1240 Cy3 EUB338 FITC; B2: Kst157 Cy3 EUB338 FITC C2: NSO1225 Cy3 EUB338 FITC; A3: NSO1225 Cy3 EUB338 FITC; B3: Nse1472 Cy3 EUB338 FITC; C3: Nse1472 Cy3 EUB338 FITC

Figure 3 .

 3 Figure 3.S1: Oxygen transfer results before phaseA1 (A) and at the beginning of phaseB2 (B: Day 160)
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 41 Figure 4.1: Example of kinetics for two SBR cycles on Day 21 (left: A1, B1 and C1) and Day 186 (right: A2, B2 and C2).

Figure 4 .

 4 Figure 4.1 showed two examples of data profiles collected during batch cycle at the start (Day 21) and the last period (Day 186) of the study. Globally ammonium was consumed linearly indicating a constant AUR during the cycle without ammonium limitation effect.

Figure 4 .

 4 Figure 4.2 showed the responses of N2O dynamic during the first 5 months (up to Day 143) as both AUR and nitrogen loading rate increased (phaseA). Among this intensification period AUR did increase over time cycle by cycle, from 1.9 to 3.9 mg L -1 h -1 , and the reaction time decreased from 24h to 12h as a consequence.
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 42 Figure 4.2: Batch tests conducted just after (Day 148, N2OEF=5.6%) and one week (Day 156, N2OEF=2.2%) after increasing the air flow rate to 11.7 L h -1 .

Figure 4 . 3 :

 43 Figure 4.3: The evolution of concentration (A) and emission factor (B) for N2O and NO gases, as well as the average nitrite (C) concentration calculated as an average without considering initial peaks.

Figure 4 . 4 :

 44 Figure 4.4: Comparison of the SBR cycles with unaerated (A1, B1, C1) and aerated feeding (A2, B2, C2). Nitrous oxide and nitric oxide concentrations (A1 and A2), ammonium and DO (B1 and B2), nitrite and nitrate concentration (C1 and C2); day 243 and 257.

Figure 4 . 5 :

 45 Figure 4.5: The repeatable cyclic NO and N2O emissions between the aerated and non-aerated feeding.

Figure 4 .

 4 Figure4.7 showed two batch tests respectively 2 days and 10 days after following air flow increase. Comparing the batch test, the N2O gas concentration has decreased by a factor 3, and NO concentration (much smaller) by a factor 2. Another difference is the nitrite level: the peak after feeding went from 1.8 to 0.6 mg N L -1 and the constant nitrite level during ammonium uptake decrease from 0.75 mg N L -1 to 0.5 mg N L -1 .

Figure 4 . 6 :

 46 Figure 4.6: Responses of AUR (A), N2OER (B), N2OEF (C) and Qair (D) to air flow rate modification. T1 and T2 represent the first and the second transition periods. Each point corresponds to one SBR cycle.
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 47 Figure 4.7: Batch tests conducted just after (Day 148, N2OEF=5.6%) and one week (Day 156, N2OEF=2.2%) after increasing the air flow rate to 11.7 L h -1 .
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 48 Figure 4.8: δ 15 N of NH4 + , NO2 -, NO3 -in the liquid (A) phase and N2O in the gas phase (B), as well as the N2O-SP at each sampling time over one cycle on Day 134.

Figure 4 .

 4 Figure 4.S1: Specific tests with different levels of nitrite and aeration conditions. Three tests were conducted on Day 289 (A1-C1) under the N2 flow rate of 50.3 L h -1 , Day 290 (A2-C2) with the air flow rate of 11.7 L h -1 and Day 291 (A3-C3) with air flow rate of 11.7 L h -1 respectively.
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 51 Figure 5.1: Modelled and simulated data for reference cycle (SBR Day 243). a) Nitrogen concentrations; b) distribution of biomass in the biofilm.
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 52 Figure 5.2: Effect of NOB on the N2O emissions from PNA in SBR process (X_NOB=0-15 mg/L)
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 53 Figure 5.3: Effect of aeration on the N2O emission rate (a), AUR and N2O emission factor (b). NO2 -in the biofilm (c) and DO in the biofilm (d).

Figure 5 . 4 :

 54 Figure 5.4: N2O and NO production rate within the biofilm for two contrasted situation: high emission rate (a, b) for high AUR and OTR; reference case (c, d). Contribution of AOB (ND, NN pathways, HAO) and heterotroph (OHO).
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 3 The effect of DO on the ND pathway.

Figure 5 .

 5 Figure 5.S1. The oxygen inhibition function for different dissolved oxygen concentrations based on 2 different calibrations of Haldane. The calibration 2 was used in this thesis[START_REF] Lang | Comparison of different twopathway models for describing the combined effect of DO and nitrite on the nitrous oxide production by ammonia-oxidizing bacteria[END_REF].
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 61 Figure 6.1: Biological nitrogen conversions possibly involved in the single-stage PNA process.
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Table 1 .1. The putative abiotic N2O production pathways

 1 

	Reference	Biomass	Pathway note	Experimental conditions
	(Soler-Jofra et al., 2018)	Nitrosomonas	Abiotic and biotic (by ammonia oxidizers)	a possible involvement of the
		europaea	were very comparable. N2O emission rates	cytochrome P460 from the
		(ATCC 19718)		HAO enzyme
	(Terada et al., 2017)	Enriched AOB	Hybrid (biotic and abiotic N-nitrosation )	NH2OH and nitrite
		culture	N2O production	
	(Liu et al., 2017)	AOB, AOA and	NH2OH abiotic conversion rates, were	extracellular NH2OH with
		Commamox	0.12%, 0.08% and 0.14% for AOB, AOA and	nitrite
			Ca. Nitrospira inopinata	
	(Frame et al., 2017)	AOB	NH2OH-dependent hybrid-N2O production	Acidified conditions
	(Soler-Jofra et al., 2016)	Partial	0.06 mg N-NH2OH/L, N2O emission are	NH2OH and nitrite
		nitritation	produced from biotic or abiotic routes	
		reactor		
	(Kampschreur et al., 2011)	Without	Chemical iron oxidation with nitrite	Nitrite and Fe (II)
		biomass		Nitrite and Fe (III)

Table 1 . 3 :

 13 Summary of recent studies on N2O emissions from single-stage PNA process. (adapted after(Wan et al., 2019), N:nitrogen load; T:temperature)

	No	Ref	Sampling position	Sludge	T (•C)	COD (g m -3 d -1 )	NH4 + load (g m -3 d -1 )	Feeding mode	Aeration pattern	Bulk DO (mg L -1 )	N2O-EF (% N-rem)	N2O-EF (% N-load)	Main pathway	Influencing factor
	1					0		Batch feeding		0.5-5(aerated)				
		(Blum et al., 2018)	4L SBR	Granule ~0.275mm	30		900	(2 min and 10 min)	without N2 Intermittent aeration Anoxic with and	zero Decreasing to	1.1	0.979	ND or NN	N
										(Non-aerated)				
	2 (X.-X. Wang et al., 2017)	15L SBBR	Biofilm (>0.75mm)	30		200	Batch feeding (5min)	Continuous aeration with O2 and N2	0.22-0.28	5.6	5.6	ND and HD	
	3	(Li et al., 2017)	30 L SBBR	Biofilm	30		70	Batch feeding (4min)	Intermittent Aeration (aerated:Non-aerated=1:1)	1.5-2.0 (aerated)		3.3 condition) (1.6 under anaerobic	HD	
	4	(Ma et al., 2017)	250 mL serum bottle	Biofilm (20 g L -1 )	30	0		Rapid injection	Continuous aeration with O2	0.2-45	0.6-12		NN	DO
	5	(Ali et al., 2016)	2L SBR	Granular (2.4±1.5 mm)	37	0	500-800	Batch feeding (5 min)	Continuous aeration h -1 ) (345min/cycle, air, 9.0 L	0.8-1.3	1.35	0.98	ND or NN	
	6	(Yang et al., 2016)	200L MBBR	Biofilm (500 m 2 /m 3 )	25		850, 1250 and 1650	Continuous feeding	aeration with air Intermittent	1.5 aerated		1.12 1.29 0.51		N
			700 m 3 MBBR	Biofilm	28		270	Continuous feeding	Intermittent aeration with air	3.0 aerated	0.62	0.51		
	7	(Castro-Barros et al., 2015)	600m 3	Granular (1.5 mm)	37		1700	Continuous feeding	Continuous (air&cycled gas)	NG (Not given)	2.7	2		DO
	8					-		'Intermittent						
		(Harris et al., 2015)	400L SBR	Biofilm	NG		24~360	supernatant feeding' including the semi-continuous addition of	Auto-regulation with air 250-400 L h -1	NG	0.1%~1.7%	NG	ND	DO
							168~312		Auto-regulation with air		0.6%~-1%			
								1.	500-800 L h -1					
	9	(Staunton and Aitken, 2015)	20L SBR	Granular and activated sludge	35	61	52	Step feeding (10 min)	L h -1 Continuous aeration with pure oxygen at 60	<0.1	11.4	8.55		

Table 2 .3: Comparison of simulation results with Model I and Model II

 2 

	Model I	Model II

Table 2 .

 2 S2: All calibrated parameters of Model I in three cases

	Name				Description	Unit	Case1(Peng et al., 2015b)	Case 2(Peng et al., 2014)	Case 3(Pocquet et al., 2016)
	Model I	
	NH r , 3	ox		Maximum ammonia oxidation rate	mmol/(g VSS*h) 19.17	17.7	35
	r										Maximum NH2OH oxidation rate	mmol/(g VSS*h) 22.86	22.86	22.86
	NH				OH		,	ox
				2					
	r										Maximum NO oxidation rate	mmol/(g VSS*h) 22.86	22.86	22.86
	NO		,	ox	
	r										Maximum oxygen reduction rate	mmol/(g VSS*h) 48.02	38.5	48.02
	O	,	red		
		2								
	r										Maximum nitrite reduction rate	mmol/(g VSS*h) 3.06	3.92	5.5
	NO					,	red
				2						
	r										Maximum NO reduction rate	mmol/(g VSS*h) 0.016	0.012	0.03
	NO	,	red		
	K	O	2 ,	NH		3	Oxygen affinity constant for ammonia oxidation	mmol O2/L	0.066	0.047	0.03125
	K	NH			3		Ammonia affinity constant for ammonia oxidation	mmol N/L	0.17	0.17	0.01429
	K										NH2OH affinity constant for NH2OH oxidation	mmol N/L	0.05	0.05	0.05
		NH				OH	
						2			
	K										NO affinity constant for NO oxidation	mmol N/L	0.0006	0.0006	0.00002143
		NO	,	ox	
	K										Oxygen affinity constant for oxygen reduction	mmol O2/L	0.0019	0.0019	0.0019
		O				,	red	
				2						
	K										Nitrite affinity constant for nitrite reduction	mmol N/L	0.2	0.01	43
		NO				
								2	
	K										NO affinity constant for NO reduction	mmol N/L	0.0006	0.0006	0.0005714
		NO			,	red
	K	Mox				SMox affinity constant for NH2OH and NO oxidation	mmol/g VSS	0.028	0.01*C_tot	0.01*C_tot
	K										SMred affinity constant for ammonia oxidation	mmol/g VSS	0.001*C_tot	0.001*C_tot	0.001*C_tot
		Mred	,	1
	K										SMred affinity constant for NO reduction	mmol/g VSS	0.001*C_tot	0.001*C_tot	0.001*C_tot
		Mred	,		2
	K										SMred affinity constant for oxygen reduction	mmol/g VSS	0.069	0.069	0.012
		Mred	,	3
	K										SMred affinity constant for nitrite reduction	mmol/g VSS	0.013	0.19	0.002
		Mred	,		4
	C										The constant sum of SMred and Smox	mmol/g VSS	0.01	0.01	0.01
		tot						

Table 2 .

 2 S3: All calibrated parameters of Model II in three cases

	Name											Description	Unit	Case1	Case 2	Case 3
	Model II								
		N		2		O	,	ND							Reduction factor applied for the ND pathway	dimensionless	0.0250	0.1056	0.250
		N		2	O	,	NN								Reduction factor applied for the NN pathway	dimensionless	0.0015	0.07693	0.0015
		AOB ,	HAO						Maximum AOB growth rate during HAO reaction	1/h	0.0325	0.019944	0.0325
	K	O	, 2 AOB	,	1				AOB affinity constant for O2 AMO reaction	mg-O2/L	1	1.5000	1
	K																	AOB affinity constant for NH3	mg-N/L	0.2	0.2	0.2
		NH		,	AOB						
							3											
	K																	AOB affinity constant for O2 (HAO)	mg-O2/L	0.6	0.3	0.6
		O	, 2 AOB	,		2				
	K																AOB affinity constant for NH2OH	mg-N/L	0.9	0.9	0.9
			NH			OH		,	AOB		
							2										
	K																	AOB affinity constant for NO from (HAO)	mg-N/L	0.0003	0.0003	0.0003
		NO	,	AOB		,	HAO		
	K																AOB affinity constant for NO from NirK	mg-N/L	0.0004	0.0080	0.008
			NO	,	AOB			,	Nor	
	K																AOB affinity constant for HNO2	mg-N/L	0.00014	0.00073	0.004
		HNO			,	AOB		
										2								
	K																	Haldane constant from ND by Haldane	mg-O2/L	0.5	0.0190	0.5
		O		,	AOB	,	ND		
				2												
	K																	Haldane constant from ND	mg-O2/L	0.8	4.5	0.8
		I	,	O		,	AOB						
							2											
	i																	Fration of NH in biomass	mg-N/mg-CODX	0.07	0.07	0.07
	N	,	BM											
	Y																	AOB growth yield	mg-CODX/mg-N	0.15	0.15	0.15
	AOB													
	q																	Maxiumum rate for AMO reaction	mg N /( mg-COD*h)	0.2167	0.1330	0.2167
		AOB	,	AMO						
	q	AOB		,		HAO						Maximum AOB kinetic coefficient for HAO reaction	mg-N /(mg-COD*h)	0.2167	0.1330	0.2167
	Note:	q		AOB	,	AMO		q	AOB	,	HAO			AOB	,	HAO	/	Y	AOB

Table 2 .

 2 S4: Summary of the calibrated parameters (Original: Model I of culture I(Ni et al., 2014) and Model II(Pocquet et al., 2016) ) 

		Model I									Model II
		Case 1	Case 2	Case 3	Case 1	Case 2	Case 3
				NH r , 3	ox					
	Process reaction rate or			O r , 2	red	NH r , 3	ox	
	related parameters	NH r , 3	ox	NO r , 2	red	NO r , 2	red	N	2	O	,	ND
								NO r ,	red	
				NO r ,	red					

Table 3 .1: Operational conditions during the study.

 3 

	Phase	A1	B1	A2	B2
		(Days1-101)	(Days102-106)	(Days107-145)	(Days146-293)
	Air flow rate (L h -1 )	4.5	11.7	4.5	11.7
	Maximum DO set point (mg O2 L -1 )	0.3, 1.0 and 2.0 II	0.3	0.3	0.3
	T (•C) I	26.6±0.6	26.6±0.4	26.5±0.5	26.7±0.3
	pH	7.2±0.3	7.4±0.1	7.4±0.1	7.4±0.1
	VER (%)	9.1	9.1	9.1	9.1
	Bulk DO (mg O2 L -1 ) I	0.065±0.057 (101)	0.011±0.002 (5)	0.00±0.00 (62)	0.00±0.00 (434)
	Q (L d -1 ) I	1.4±0.3 (101)	2.8±0.1 (5)	1.9±0.2 (62)	3.2±0.3 (434)
	HRT (d) I	8.1±1.6 (101)	3.9±0.2 (5)	6.0±0.6 (62)	3.4±0.3 (434)
	Cycle length (h) I	17.7±3.4 (101)	8.5±0.3 (5)	13.0±1.4 (62)	7.5±0.7 (434)
	Aeration (h) I	17.5±3.4 (101)	8.2±0.3 (5)	12.8±1.4 (62)	7.2±0.7 (434)
	Feed (min)	8	8	8	8
	Settling (min)	2	2	2	2
	Discharging (min)	8 III and 5	5	5	5

I: Parameter value: average value ± standard deviation (n), n indicates the measurement times; II:

Table 3 . 2 :

 32 Oligonucleotide probes used for FISH analysis.

	Probe	Probe	Targeted organisms	Probe sequence (5'-3') Reference
	General	EUB 338	Domain bacteria	GCT GCC TCC CGT AGG AGT	(Vázquez-Padín et al., 2010)
		Amx368	All anammox bacteria	CCT TTC GGG	(Loy et al., 2007)
				CAT TGC GAA	
			Ca. Brocadia anammoxidans		
		Amx820		AAA ACC CCT CTA	(Loy et al., 2007)
			Ca. Kuenenia stuttgartiensis	CTT AGT GCCC	
	Anammox	Apr820	Ca. Anammoxoglobus propionicus	AAA CCC CTC TAC	(Loy et al., 2007)
				CGA GTG CCC	
		Amx1240	Ca. Brocadia anammoxidans	TTT AGC ATC CCT	(Schmid et al., 2005)
				TTG TAC CAA CC	
		Bfu613	Ca. Brocadia fulgida	GGA TGC CGT TCT	(Loy et al., 2007)
				TCC GTT AAG CGG	
		Kst157	Ca. Kuenenia stuttgartiensis	GTT CCG ATT GCT	(Loy et al., 2007)
				CGA AAC	
			Nitrosomonas europea,		
			N. halophila,		
		Nse1472		ACC CCA GTC ATG	(Loy et al., 2007)
			N. eutropha,	ACC CCC	
			Kraftisried-Isolat Nm103		
	AOB				
		Nso1225	β-Subdivision of AOB	CGC CAT TGT ATT	(Loy et al., 2007)
				ACG TGT GA	
			Nitrosolobus multiformis		
				CCG TGA CCG TTT	
		Nsv443	Nitrosolobus multiformis		(Loy et al., 2007)
				CGT TCC G	
			Nitrosovibrio tenuis		

Table 3 .

 3 4. A summary of the global and peak size distribution on Day 1 and Day 172.

	Global	Parameters	Day 1	Day 172	
	Distribution (≥1%)	Vtot (%)	92.7	96.6	
		dmin (µm)	79.4	277	
		dmax (µm)	1660	2198	
		d (0.1) (µm)	118	557	
		d (0.5) (µm)	616	1300	
		d (0.9) (µm)	1367	1880	
	Peak		Peak	Peak1	peak 2
	Distribution (3-step sizes)	Vtot (%)	22.0	5.3	44.9
		dmin (µm)	832	318	1102
		dmax (µm)	1096	419	1452

Table 3 .

 3 5. Experimental and theoretical stoichiometric analysis of nitrogen source and sink as well as oxygen consumption.

		Produced	Produced	Consumed	Produced	Produced
		NO3 -	Biomass-N	O2	NO	N2O
	For 100 g NH4 + -N	gN	gN-VSS	gO2	gN	gN
	Experimental PNA process	13.2	1.51	130.2	0.043	5.75
	in the stable phase A2					
	Experimental PNA process	14.7	1.06	152.7	0.023	2.06
	in the stable Phase B2					
	Theoretical AOB & Anammox	11.1	1.46	181.03	-	-
	(Strous et al., 1998)					
	Theoretical AOB & Anammox	7.4	1.64	170.06	-	-
	(Lotti et al., 2014b)					

Table 3 .S1: SBR configuration in sludge recovery period

 3 

		Part 1	Part 2	Transition	Part 3
	Starting time (h)	2.8	168.9	210.9	376.7
	End time (h)	164.8	210.9	376.7	664.7
	No. cycle	27	7	7	24
	Cycle length(h)	6	6	13-34	12
	Feeding (min)	15	15	8-15	8
	Aeration (min)	330	330	700-2000	700
	Settling (min)	5	5	5	7
	Discharging (min)	10	10	10	5

  This feeding solution had a pH of 8.2 and a molar ratio of ammonium to bicarbonate of 1:1. It was stored at 4°C and changed every week.

	element solution II contained (g/L) 15 EDTA, 0.43 ZnSO4•7H2O, 0.24 CoCl2•6H2O, 1.21
	MnCl2•4H2O, 0.25 CuSO4•5H2O, 0.24 Na2MoO4•2H2O, 0.32 NiSO4•7H2O, 0.16 Na2SeO3•5H2O,
	0.01 H3BO3, 0.05 Na2WO4•2H2O.
	•7H2O, 0.147 g/L CaCl2•2H2O and 2 mL of trace element solutions I and II per liter
	of feed. The trace element solution I contained (g/L): 3.0 EDTA and 3.93 FeCl2•4H2O; trace

  2 %) was relatively comparable to previous studies on single stage PNA systems with various levels of aeration (Table4.S2). After increasing the air flow rate , emission factor stabilized around 2.0 ±0.1 % at the end of the study. This value is on the average of emission factors reported in literature, suggesting that low DO system does not systematically lead to higher emission factor. As a comparison higher values were observed byDomingo-Félez et al. (2014) (1.6 % to 12%) working under low DO with alternated aeration. RecentlyConnan et al. (2018) measured emissions yield ranging from 0.5 to 6.3% of the removed nitrogen in a PNA system running in SBR mode at a DO of .Ma et al. (2017) measured emissions factors varying from 0.6 to 2% for various DO level from 2.8 to 0.2 mg O2 L -1 , confirming the stimulating effect of low DO on N2O emission during short term experiments (single batch for each level). Our study shows that significant changes can be observed on a long term at very low DO level without measurable variation of the DO (<0.2 mg L -1 ). These variations are likely to be related to small variation of nitrite concentration (Figure4.6), but also related to DO limitation at local scale which are hardly measurable. The N2O emission of the PNA system operating at very low DO is finally controllable but very sensitive to the nitrite level.

Table 5 .

 5 S2: Model parameters

	Name	Definition	Unit	Value	source
	Stoichiometric parameters			
	fXI	Fraction of inert COD in	g COD.g	0.08	Henze et al. (2000)
		biomass	COD -1		
	iNXB	Nitrogen content of	g N.g COD -1	0.086	Henze et al. (2000)
		biomass			
	iNXI	Nitrogen content of	g N.g COD -1	0.06	
		particulate inerts			
	KH,NH	Total ammonium half-	g N.m -3	10 -12	artificial
		saturation coefficient for			
		heterotrophs			
	AOB kinetic parameters			
	YAOB	Yield of AOB	g COD.g N -1	0.15	Pocquet et al. (2016)
	µAOB	Growth rate of AOB	d -1	0.78	Pocquet et al. (2016)
	bAOB	Decay rate of AOB	d -1	0.13	Wiesmann (1994)
	ηAOB,ND	Reduction factor for	-	0.25	Lang et al., (2017)
		maximum production			
		rate by ND pathway			
	ηAOB,NN	Reduction factor for	-	0.0015	Lang et al. (2017)
		maximum production			
		rate by NN pathway			
	KAOB,1,O	DO half-saturation	g O2.m -3	0.045	estimated
		coefficient for AOB in			
		ammonium oxidation			
	KAOB,2,O	DO half-saturation	g O2.m -3	0.045	estimated
		coefficient for AOB in			
		NO2 -production			
	KAOB,HAO,NO	NO half-saturation	g N.m -3	0.0003	Pocquet et al. (2016)
		coefficient for AOB in			
		NO2 -production			
	KAOB,HNO2	HNO2 half-saturation	g N.m -3	0.00073	Pocquet et al. (2016)
		coefficient for AOB			
	KAOB,NH2OH	Hydroxylamine half-	g N.m -3	0.005	estimated
		saturation coefficient for			
		AOB			
	KAOB,I,O	N2O constant for	g O2.m -3	4.5	Pocquet et al. (2016)
		production inhibition by			
		DO			
	KAOB,ND,O	AOB constant for DO	g N.m -3	0.019	Pocquet et al. (2016)
		effect on ND			
	KAOB,NH	Total ammonium half-	g N.m -3	0.25	Estimated
		saturation coefficient for			
		AOB			
	KAOB,NN,NO	NO half-saturation	g N.m -3	0.008	Pocquet et al. (2016)
		coefficient for AOB (NN			
		pathway)			
	NOB kinetic parameters			
	YNOB	Yield of NOB	g COD.g N -1	0.041	
	µNOB	Growth rate of NOB	d -1	1.45	
	bNOB	Decay rate of NOB	d -1	0.06	Wiesmann (1994)

Table 5 .

 5 S4: Stoichiometric matrix

Table 5 .

 5 S5: Dynamic processes 𝑁𝐷,𝑂 + 𝑆 𝑂2 (1 -2√𝐾 𝐴𝑂𝐵,𝑁𝐷,𝑂 /𝐾 𝐴𝑂𝐵,𝐼,𝑂 ) + 𝑆 𝑂2 2 /𝐾 𝐴𝑂𝐵,𝐼,𝑂 𝑋 𝐴𝑂𝐵 𝐾 𝐻,𝑁𝑂 + 𝑆 𝑁𝑂 * 𝑆 𝑁𝑂 /𝐾 𝐻,𝐼4,𝑁𝑂 𝑋 𝐵𝐻

	1	Ammonia oxidation	-1			1						-	12 7
	2	NO production	-𝑖 𝑁𝑋𝐵	-	1 𝑌 𝐴𝑂𝐵	1 𝑌 𝐴𝑂𝐵					-(	𝑌 𝐴𝑂𝐵 12 7 -𝑌 𝐴𝑂𝐵 )	1
	3	NO2 -production					-1			1		-	4 7
		N2O									
	4	production	4			-1	-4			1	
		(NN pathway)									
		N2O									
	5	production	2			-1				-1	
		(NN pathway)									
	6	Decay	𝑖 𝑁𝑋𝐵 -𝑓 𝑋𝐼 𝑖 𝑁𝑋𝐼								1 -𝑓 𝑋𝐼	-1	𝑓 𝑋𝐼
	Nitrite oxidizing bacteria									
	7	Nitrite oxidation	-𝑖 𝑁𝑋𝐵				-	1 𝑌 𝑁𝑂𝐵	1 𝑌 𝑁𝑂𝐵	-(	𝑌 𝑁𝑂𝐵 8 7 -𝑌 𝑁𝑂𝐵 )	1
	8	Decay	𝑖 𝑁𝑋𝐵 -𝑓 𝑋𝐼 𝑖 𝑁𝑋𝐼								1 -𝑓 𝑋𝐼	-1	𝑓 𝑋𝐼
	Anammox bacteria									
		Nitrite									
	9	reduction and ammonium	-𝑖 𝑁𝑋𝐵 -	1 𝑌 𝐴𝑁	2 𝑌 𝐴𝑁		-	1 𝑌 𝐴𝑁	-	1 1.14	1 1.14	1
		oxidation									
	10	Decay	𝑖 𝑁𝑋𝐵 -𝑓 𝑋𝐼 𝑖 𝑁𝑋𝐼								1 -𝑓 𝑋𝐼	-1	𝑓 𝑋𝐼
	Heterotrophs									
	11	Aerobic growth	-𝑖 𝑁𝑋𝐵								-	1 -𝑌 𝐻 𝑌 𝐻	-	1 𝑌 𝐻	1
	12	Anoxic growth from NO3 -reduction to NO2 -	-𝑖 𝑁𝑋𝐵			1 -𝜂 𝑌,𝐻 𝑌 𝐻 8 7 𝜂 𝑌,𝐻 𝑌 𝐻	-	1 -𝜂 𝑌,𝐻 𝑌 𝐻 8 7 𝜂 𝑌,𝐻 𝑌 𝐻	-	1 𝜂 𝑌,𝐻 𝑌 𝐻	1

  The model indicates that significant NO is produced by heterotroph and consumed by AOB through HAO or NOR reaction, which means that heterotroph could also enhance locally the N2O emission of AOB by providing excess of NO. Despite this is relatively speculative, it open a new vision on the possible mechanisms involved in the PNA biofilm. As NO is also an intermediate of Anammox, it would be interesting to include the NO as an intermediate in the Anammox model in the future.
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Figure 3.9: Hybridization result on Day 180. A1: Amx368 Cy3 EUB338 FITC; B1: Amx820 Cy3 NSO1225 FITC; C1: Amx368 Cy3 EUB FITC; A2: Amx1240 Cy3 EUB338 FITC; B2: Bfu613 Cy3 EUB338; C2: Amx820 Cy3 NSO1225 FITC; A3: Kst157 Cy3 EUB338 FITC; B3: Nse1472 Cy3 EUB FITC; C3: Nso1225 Cy3 EUB FITC.

Chapter 2: Comparison of different two-pathway models for describing the combined effect of DO and nitrite on the nitrous oxide production by ammonia-oxidizing bacteria of 0.85 mg O2/L (Figure 2.1). Even with a small difference, the simulated N2Osp of two models matched the experimental data very well (Figure 2.2). As to the predictions of the ND pathway by two models, the result from Model I was slightly lower than that in Model II, which is even stronger at higher DO levels. Simulations with Model

Discussion

In this work, we selected three different cases including 43 kinetic experiments considering a large range for both DO and nitrite concentrations (Table 2.1), and the two models were compared for the first time based on their capabilities to predict the observed N2O data including both N2Osp and N2OEF (Ni et al., 2014;Peng et al., 2014Peng et al., , 2015b;;Pocquet et al., 2016).

Overall, the two different two-pathway models with different mathematical structures could be calibrated to describe similarly the experimental N2O emissions collected in the different experimental systems. Peng et al. (2015b) investigated the combined effect of DO (0.35 to 3.5 mg O2/L) and NO2 -(3 to 50 mg N/L) on N2O production by AOB as well as the corresponding mechanisms and the experimental data were well captured with Model I at all conditions (case 1). For Model II, by adjusting only three parameters (

) compared with the original model (Pocquet et al., 2016) (Tables 2.S2 and S4), the model was also able to well describe the data. As to the individual effect of DO and nitrite on N2O emissions for case 2 (Peng et al., 2014) and case 3 (Pocquet et al., 2016), both models also showed a good prediction of the N2Osp (case 2: Figure 2.4) and N2OEF (case 3: Figure 2.7) as well as the predicted contributions of the ND and NN pathway (case 2, Figure 2.5) which were in accordance with the isotopic measurements. For the effect of DO on the N2O emission factor, both the two different model structures allowed to predict the observed tendencies. It should be notice that both models can describe a contradictory effect of oxygen depending on the preponderant pathway. At low nitrite the N2O emission can increase with DO due to importance of NN pathway whereas at high nitrite level the N2O emission decreases with DO due to preponderance of ND pathway (Figure 2.1). In both models the DO increase limits the ND pathway due to either electron acceptor competition (Model I) or inhibition (Model II), while it favors the NN pathway contribution. This is in accordance with the studies based on isotopes signature measurements (Peng et al., 2014).

Concerning the predicted contribution of each pathway the same variations and tendencies were obtained but quantitative contribution of each pathway can slightly differ. For the contributions of each pathway considering the effect of NO2-at higher levels (case 1: from 3 to 50 mg N/L) and lower levels (case 2: lower than 2 mg N/L), predictions by both models showed the same stimulating effect of NO2 -on the contribution of the ND pathway (NN: inhibiting) but with slightly different values (case 1: Figure 2.3 and case 2: Figure 2.5). The same result was also obtained by a further simulation with Model II considering even lower NO2 -(0.1, 0.5 and 1.5 mg N/L) which showed that NN pathway could become dominant pathway with enough lower NO2 -level (Figure 2.3 and Table 2.3). This positive correlation between the ND contribution and NO2 -concentration is also consistent with the simulation results obtained by Peng et al. (2015a). It should be noted that, the similar observation found by Wunderlin et al. (2013) showed the same contribution of the ND pathway around 75% to 100%, which is closer to the results obtained by Model II than in Model I. Therefore, the difference between the simulated contributions of two pathways by two models should be further confirmed with diverse situations and new isotopic measurements. 

Activity and biomass growth

Volumetric and specific ammonium uptake rate were monitored for the entire study (Figure 3.2). On a long term, it is clear that the AUR progressively increased for each period with a constant air flow rate (A or B). When the air flow rate was maintained at 4.5 L h -1 , AUR was initially around 2.4±0.3 mg N L -1 h -1 and reached 3.8±0.1 mg N L -1 h -1 at the end of phase A2.

Similarly during the phase B, when the air flow rate was maintained at 11.7 L h -1 , AUR continuously increased up to 6.5±0.3 mg N L -1 h -1 at the end of phase B2. In addition as the system operated under oxygen limitation, AUR was controlled by OTR, and both increased suddenly each time the air flow rate increased (step A1 to B1, step A2 to B2).

SAUR increased continuously during period A (first 150 days) from 2.7±0.4 mgN g-VSS -1 h -1 to 4.2±0.2 mgN g-VSS -1 h -1 . After increasing to 6.5 mgN g-VSS -1 h -1 it finally stabilized at 5.4±0.2 mgN g-VSS -1 h -1 during period B2.

Chapter 4: Long-term and short-term dynamics of N 2 O emission in PNA process under oxygen limitation

Anoxic test was performed also with additional nitrite (6.6 mg N L -1 ) in order to estimate the N2O emission from heterotrophic denitrification at the maximal denitrifying rate. During that test both nitrite and nitrate were consumed at rate of 0.29 mg N L -1 h -1 and 0.59 mg N L -1 h -1 respectively during 8 hours, illustrating the denitrifying capacity. The average N2O emission rate was 0.80 mg N L -1 d -1 . While it corresponds to 3.8% of the nitrite and nitrate reduced in the test, this rate is 3 times lower than the emission rate measured during normal cycle under aeration and low nitrite level. This supports the idea that heterotroph denitrifying activity was not the major pathway under normal aerated SBR operation. 

Discussion

Dynamic and range of N2O emission under O2 limitation

In this study dynamic pattern of N2O emissions from PNA process operated under DO limitation was monitored on a long term. N2O emission profile shows two contributions during SBR cycle: a peak following each feeding and a plateau during the reaction time. The first was enhanced by aeration during feeding or any excess of oxygen due to too high DO setpoint, both provoking small accumulation of nitrite due to unbalanced nitritation and anammox activities. During the first months the emission factor and rate (plateau) were observed to increase exponentially with the specific ammonium uptake rate, following the progressive growth of AOB and the concomittant repression of NOB. Comparable correlation between AUR and N2OER has been already observed for nitrifying culture (Law et al., 2012, Ribera-Guardia andPijuan, 2018) but this is the first time for the PNA system under oxygen limitation. This was also associated to a decrease of the OTR:AUR ratio which can be explained by an increasing repression of NOB which decrease the oxygen need. This led to high N2O emission (stabilized around 5.8 % at the end of period A2) and a very low oxygen consumed per amount of ammonium removed. Although it is positive from an energetic point of view, this is dramatic in term of global warming potential.

Whereas for nitrifying culture it was demonstrated that ND pathway dominated at low DO under constant NO2 level (Peng et al., 2014) results are more controversial for PNA process (Ali et al., 2016;Harris et al., 2015;Ma et al., 2017). Harris et al. (2015) reported that N2O emission was likely due to the nitrifier denitrification with SP measurements, in agreement with our observation. However an equilibrate contribution of the hydroxylamine oxidation and nitrifier denitrification was estimated by Ma et al. (2017) and higher rate of hydroxylamine oxidation related N2O production was found at low DO with short experiments. However, hydraulic and operating condition (DO and nitrite) were quite different from the parent reactor (Ali et al., 2016;Ma et al., 2017). In our study similar conditions were maintained during months and response were probably more representative for long term operation in given conditions. Finally, possibly due to enzymatic pool adaptation, it seems that on a long term under oxygen limitation the nitrite denitrification pathway becomes the major contributor to the N2O emission in PNA process.

For all that reasons a control strategy allowing to minimize the nitrite accumulation in both transient and stable phases of the cycle is highly recommended for mitigating N2O emissions from PNA system under oxygen limitation.

Long term vs short term effects of aeration

In this work it was demonstrated that the effect of a change in air flow rate on short term and long term differs significantly. When the N2O emission were maximal (EF=5.8%), the increase of air flow rate (and oxygen transfer rate) first provokes an instantaneous proportional increase of both AUR and N2O emission rate during several days. However on a long term, N2O emission rate progressively decreased and N2O emission factor finally stabilized at 2.1%.

This behavior can be analyzed regarding transient behavior of intermediate NO and NO2 -. The system being operated under DO limitation, the sudden increase of oxygen transfer rate first implies a sudden increase of ammonium oxidizing rate with a consequent jump of intermediates. Indeed, both NO and nitrite increase during the reaction phase just after this sudden increase of air flow rate (Figure 4.7) from 0.6 to 1 mg N L -1 . This logically stimulates N2O emission rate on a short term. Moreover, higher gas liquid transfer coefficient stimulates N2O stripping. But after several days the system adapts in a way that both NO, nitrite, and finally N2O emission are reduced (Figure 4.6). This could be related to enzymatic adaptation of the nitrifier metabolism. Indeed an adaptation of the catabolic system in a way to consume more efficiently the excess of electron produced by HAO enzymes was reported by Chandran et al. (2011). But this could be also explained by a growth of nitrite oxidizing bacteria (NOB) which consumed nitrite more rapidly and limit its N2O emission stimulation. A small increase of nitrate production rate was observed supporting this hypothesis. Change in physical distribution of the ammonium oxidizing species growing more synergetically with the anammox species in the biofilm could be also imagined, anammox being also able to consume both NO2 -and NO. However these assumptions are difficult to demonstrated practically and modelling study could help to go more in depth in such mechanisms (chapter 5). 

Appendix

Feeding mode Biomass origin Reactor

Oxygen control (air flow rate, DO concentration….)  The stimulating effect of nitrite on the N2O emission was correctly predicted. This is the major source of high emission situation through the ND pathway.

 The model predicts variation of emission factor in a range which is closely comparable to the experimental observation of our study (0.5% to 6%).

 Under very low DO, heterotroph is a sink of N2O (at the biofilm surface) even without COD in the influent, using decay products.

 Simulation indicates that significant NO is produced by heterotroph and consumed by AOB through HAO or NOR reaction, which means that heterotroph could also enhance locally the N2O emission of AOB through NO stimulation.

 The level of repression of NOB was identified as a factor affecting very significantly N2O emission even for relatively comparable observed condition (extremely low DO, small variation of nitrite)

 On a short term increase of air flow rate increase both AUR and N2O-ER. But this is compensated on a long term by AOB densification on the biofilm surface and possibly mitigated by the presence of residual NOB.

 Future simulation works could be oriented to assess the effect of operational conditions: feeding mode (continuous, SBR, step feed), COD dosing, or air flow rate control in order to find the best conditions for mitigating N2O emissions. 

Appendix

Parameter, matrix and process description in the biofilm model

Effect of Temperature and pH dependency

The temperature dependency is considered in the model in two aspects. One aspect is the maximum reaction rate for all the biomass (Equation 5.S1). The other aspect is that it is generally known that ammonia (NH3) and nitrous acid (HNO2) are the real substrates for AOB. Therefore, NH instead of NH3 is applied in the model for as for both AOB and anammox. Meanwhile, HNO2 instead of NO2 -is applied in the model for calculating the N2O production from AOB through the ND pathway as shown in process 5, according to the following equations: in which SNH (g N.m -3 ) is the nitrogen concentration of total ammonium; SNH3 (g N.m -3 ) is the nitrogen concentration of free ammonia; SNO2 (g N.m -3 ) represents the nitrogen concentration in the form of nitrite, and SHNO2 (g N.m -3 ) represents the nitrogen concentration of free nitrous acid.

In addition, the effect of pH dependency is also explored in the Equation 5.S2 and 5.S3.

Chapter 6: Conclusions and perspectives