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General introduction

Ceramic coatings have been widely applied in aviation, biomedicine, and energy fields due to their excellent oxidation / corrosion resistance and mechanical and electrical properties. Air plasma spraying (APS) is one of the most frequently used preparation methods for ceramic coatings due to its low cost, high efficiency, and high heating temperature. In recent years, nanostructured / sub-microstructured coatings have attracted increased research interest in terms of improving the coating properties, such as mechanical strength, thermal insulation, wear resistance and so on. However, conventional APS can only use powder at the tens of microns scale due to gas-based feeding limitation, and preparing nanostructured / sub-microstructured ceramic coatings was therefore challenging. This problem is effectively solved by the suspension plasma spraying technique (SPS). Since SPS uses liquid as a medium to transfer feed powders, the powder can be submicron-sized or even nano-sized. For this reason, SPS is considered a promising preparation method for nanostructured / sub-microstructured ceramic coatings.

Nevertheless, the SPS method also has some disadvantages. Compared to APS, the heat transfer between powder and plasma jet in SPS is relatively lower, which easily cause insufficient heating of the particles. Besides, the momentum of the particle in SPS is also much lower, which causes a short spraying distance as well as a challenge in the preparation of high-density coating. The most commonly used method to improve these disadvantages of SPS is using high-power and high-velocity torch. Another possible method is carrying out the spraying process in a low-pressure environment. The low pressure can bring very obvious changes to the structure and property of the coating, which has been widely demonstrated between APS coatings and low-pressure plasma spraying (LPPS) coatings. Taking inspiration from this, a novel spraying techniquelow-pressure suspension plasma spraying (LPSPS) -was recently proposed in order to improve the disadvantage of SPS as well as to obtain distinct coating structures not
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IV achievable in conventional SPS coatings. This technology is developed on the platform of LPPS, in which the suspension spraying process is carried out under low pressure by using a specific plasma torch. However, the research of LPSPS is still in the exploratory stage, and related reports are very limited. Currently, the reported LPSPS coatings commonly have a much denser structure compared to the SPS coating. However, their adhesion and mechanical strength are quite low. More importantly, the structural characteristics of the LPSPS coating are still not fully understood. Its practical applications, especially the application in the electrolyte of SOFC, have not been fully studied or verified as well. This thesis will further develop and study LPSPS. Different from the former reports on LPSPS, this thesis involves a more systematic and comprehensive investigation ranging from the development of LPSPS to its application. The main objectives of this thesis are: (1) To study the effect of the main spraying conditions on the microstructure of the LPSPS coating; (2) To explore the practical application fields, especially in the application of SOFC. In detail, this thesis includes the following contents:

Chapter 1 first provides a review of SPS. The deposition mechanism and characteristics of SPS coatings are introduced. Next, the development and research status of LPSPS are introduced, and the problems of the current LPSPS coatings are summarised.

Then, a brief introduction of solid oxide fuel cell (SOFC) is provided, in which the potential value of LPSPS in the preparation of SOFC electrolyte is particularly introduced. Finally, the objectives of this thesis are proposed.

Chapter 2 introduces the experimental setups of LPSPS developed in this thesis, the used materials (powder and substrate) and the characterisation methods of the coating.

Chapter 3 investigates the effect of environmental pressure on the microstructure of YSZ coating prepared by suspension plasma spraying. The coatings are prepared by suspension plasma spraying under different pressures ranging from 980 mbar to 3 mbar.

The influences of pressure on plasma jet characteristics, coating microstructure, coating General introduction V porosity and coating phase composition are investigated. Finally, the pressure of LPSPS is optimised, and the deposition mechanism of the LPSPS coating is proposed.

Chapter 4 investigates the tailoring of the microstructure of the LPSPS YSZ coating by varying the spraying conditions. These conditions include environmental atmosphere (argon versus air), oxygen content in the environment, spray distance, suspension solid content, solvent type. At the same time, the behaviour of the suspension in LPSPS is meticulously discussed. A vertical crack structure and a high-density structure are successfully tailored by adjusting the preparation parameters.

Chapter 5 investigates the application of LPSPS in the electrolyte of SOFC. YSZ electrolyte and lanthanum silicate electrolyte are deposited by the developed LPSPS processes in the previous chapters. The microstructure, crystallinity and gas permeability of both electrolytes are investigated. are added to the torch from the bottom of the anode. They are ionised by the highfrequency arc formed between the cathode and the anode to produce high-temperature plasma, which is eventually ejected from the nozzle to form a plasma jet. The powders are fed into the plasma jet by carrier gases (Ar or N2), are rapidly heated to a molten or semi-molten state and finally impact the substrate to form a coating. Since the plasma jet can be up to 12000-15000 K, at this temperature, in theory, almost all materials can be melted. Hence, APS is particularly suitable for preparing coatings with high melting points, like ceramic coatings.
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In recent years, nanostructured / sub-microstructured coatings have attracted increased research interest in an effort to improve the performance of the coating. It has been found that, compared to conventional coatings, nanostructured / sub-microstructured coatings show significantly improved mechanical properties [2,3], wear resistance [4][5][6], thermal shock behaviour [7,8] and photocatalytic efficiency [9,10], etc.

In order to achieve the preparation of nanostructured / sub-microstructured ceramic coatings by using APS, nano-or submicron-sized feed powders are required. However, conventional APS can only use powders at the tens of the microscale. This is because nano-or submicron-sized powders need a much higher flow of carrier gas to deliver due to their low mass, which will drastically perturb the high-enthalpy plasma jet [11,12]. In addition, the electrostatic forces between fine particles can dominate the gravity acting on the particles, resulting in particle agglomeration and an inability to transfer powders through the feeder [13].

One way to solve this drawback is using coarse agglomerated powders composed of nanopowders. However, this method will greatly increase the cost and time of coating preparation. More importantly, the homogeneity of the coating prepared by using this method is quite poor. The agglomerated powder is easily heated into a hybrid structure with a melted dense layer outside and unmelted nanoparticles inside. As a result, the coating typically contains a bimodal microstructure rather than a full nanostructure, as shown in Fig. 1.2. 

Suspension plasma spraying (SPS)

Another solution is using suspension-containing nanopowders as the feedstock, known as suspension plasma spraying (SPS) (without a specific declaration, in this thesis, the SPS refers to the suspension plasma spray carried out under atmospheric pressure), which was invented in the mid-1990s by Université de Sherbrooke [15]. This method completely solves the problem of fine-powder transfer. Moreover, the resulting coating has good homogeneity, so it is considered to be the most effective method for preparing nanocoatings by plasma spraying technology. The schematic of suspension plasma spraying is shown in Fig. 1.3. The suspension is transported to the plasma jet by a pressurised vessel or by a peristaltic pump. Sometimes, the suspension needs to be atomised before injection. The typical SPS system is developed on the APS platform.

Therefore, the cost of the SPS is as low as that of the APS, to some degree. In addition, the deposition rate of SPS coating is much higher than traditional nanostructure coating preparation methods, such as PVD (physical vapour deposition) and CVD (chemical vapour deposition). For these reasons, the SPS technique has been attracting more and more attention in both academia and industry. 

Evolution process of suspension in the plasma jet

The biggest difference between SPS and APS is the feedstock behaviour in the plasma jet. In terms of SPS, the suspension will go through a much more complicated evolution before reaching the substrate. Fig. 1.4 shows a schematic of the suspension evolution from being injected into the plasma jet to finally deposited on the substrate. 

Injection of the suspension.

The first stage is the injection of the suspension. There are two major types of injection: axial injection and radial injection, as shown in Fig. 1.5. In the case of axial injection, the suspension can smoothly enter the plasma centre so that the powder can be heated more fully. However, this injection form can only be realised with a specific axial spray torch [18][19][20]. In terms of the radial injection, a considerable part of the suspensions will enter the fringe area of the plasma, as shown in Fig. 1.6, where more untreated or resolidified particles will be produced, reducing the quality of the coating.

However, the radial injection has better compatibility with most plasma torches than the axial injection. Therefore, the radial injection is more commonly used in SPS. In addition to the injection type, injection angle, injection pressure [21] and pre-atomisation prior to injection [22] also have an influence on the behaviour of the suspension in the plasma jet. In short, the injection of the suspension needs to be strictly controlled during the coating preparation. 

Suspension fragmentation

After the suspension is injected into the plasma, it is fragmented into small droplets (atomisation process). The drag force of the plasma jet and the surface tension of the droplet are the two most important factors influencing fragmentation. The drag force (shear force) tends to break the droplets, while the surface tension of the droplet tends to maintain the integrity of the droplets [14,24,25]. In the practical process, drag force is much higher than surface tension; thus, the suspension will be rapidly fragmented once it is injected into the plasma [25]. When the initial drop started with 300 μm, J.

Fazilleau et al. [21] calculated the fragmentation time (𝜏 𝑓 ) to be ~ 0.15 μs. The diameter of the droplet can be calculated using the following relation [12,26]:

𝐷 = 8𝜎 𝑙 𝐶 𝐷 𝜌𝑈 2 (1) 
where, 𝜎 𝑙 , 𝐶 𝐷 , 𝜌, 𝑈 is the surface tension (N•m -1 ), the drag coefficient, the plasma density(kg•m -3 ) and the plasma velocity(m•s -1 ) relative to the droplet velocity, respectively.

The drag force can be influenced by the plasma gas composition, flow rate and torch current. The surface tension is only determined by the inherent characteristics of the suspension. For example, the surface tension of water is much larger than that of ethanol, so water is relatively difficult to be fragmented. The droplet viscosity is mainly affected by the solid content of the suspension and the powder size [14,27]. Normally, the higher the solid content, the higher the droplet viscosity and the larger the size of the droplet.

Vaporisation of solvent

Due to the ultra-high temperature of the plasma jet, the solvent in the droplet is rapidly heated and vaporised. The interaction between the solvent and the plasma mainly occurs at this stage. For example, the vaporisation of water takes heat from the plasma. In contrast, the ethanol will undergo a combustion reaction after vaporisation, releasing heat into the plasma. Fig. 1.7 shows infrared images of the plasma jet with different solvents injected. It can be seen that the temperature of the water-injected plasma jet drops rapidly, while that of the ethanol-injected plasma jet first drops slightly and then rises obviously, which is attributed to the ethanol combustion after vaporisation. As a result, the ethanol-injected plasma jet can maintain a high temperature over a longer distance. 

Agglomeration of nanopowders

Once the atomised droplet vaporises, the exposed nanopowders tend to agglomerate together due to their high surface energy [START_REF] Sen | Evaporation Driven Self-Assembly of a Colloidal Dispersion during Spray Drying: Volume Fraction Dependent Morphological Transition[END_REF]. The factors affecting nanopowder agglomeration mainly include [START_REF] Trunec | Advanced Ceramic Processes[END_REF] 1. Van der Waals forces. 2. Moisture (hydrogen bonds). 3. Capillary forces. 4. Adsorbed foreign species. 5. Particle pre-sintering (during particle syntheses). Due to the agglomeration of the nanopowder, most of the particles in the plasma jet of SPS are much larger than the feed powder. Besides, the large agglomerates can be further divided into small agglomerates during the flight process, as shown in Fig. 1.8. Finally, the plasma jet actually contains a large number of agglomerates at various sizes, as well as a few single particles without agglomeration. For this reason, the SPS coating typically contains the particle in various sizes [START_REF] Zhao | Evaluation of nano/submicro pores in suspension plasma sprayed YSZ coatings[END_REF][START_REF] Tingaud | Suspension DC plasma spraying of thick finely-structured ceramic coatings: Process manufacturing mechanisms[END_REF][START_REF] Jaworski | Influence of Suspension Plasma Spraying Process Parameters on TiO2 Coatings Microstructure[END_REF]. 

Melting of the particles

Strictly speaking, the nanopowders are heated and melted as soon as they are exposed to the plasma, so the melting process and the agglomeration process can be considered to occur simultaneously. Since the radial temperature distribution of the plasma jet is not uniform (the temperature at the plasma centre is higher than at the plasma fringe), the particles are differently heated in practical conditions. Fig. 1.9 shows the deposited particles and their corresponding products on the coating. In the case of sufficient heating, the particles tend to transform into splats, which normally corresponds to a dense coating [START_REF] Fan | Preparation and characterization of aluminum-based coatings deposited by very low-pressure plasma spray[END_REF][START_REF] Vautherin | Vapors and Droplets Mixture Deposition of Metallic Coatings by Very Low Pressure Plasma Spraying[END_REF][START_REF] Wen | Fabrication of Dense Gadolinia-Doped Ceria Coatings via Very-Low-Pressure Plasma Spray and Plasma Spray-Physical Vapor Deposition Process[END_REF]. In the case of insufficient heating, the particles tend to transform into nanoparticle clusters or single particles, which normally corresponds to a porous coating. As a matter of fact, in most cases, due to the low momentum, small agglomerate and single particles are hard to turn into splat, even though they are heated sufficiently. 

Structural characteristics and deposition mechanism and of the SPS coatings

In terms of SPS, a part of the plasma jet energy is used to evaporate the solvent.

Therefore, the heating state of the particles in SPS is generally worse than that of the particles in APS. In addition, the nano-sized or submicron-sized powders have low mass.

Thus, their dynamic inertia and thermal inertia are much lower than that of coarse powder used in APS. In other words, the nano-sized or submicron-sized powders easily lose velocity and temperature with the in-flight distance increasing [START_REF] Delbos | Phenomena Involved in Suspension Plasma Spraying Part 2: Zirconia Particle Treatment and Coating Formation[END_REF][START_REF] Mauer | Process diagnostics in suspension plasma spraying[END_REF]. C. Delbos et al.

[34] simulated the particle temperature and particle velocity as a function of the spraying distance. They found that the particles at a size of 0.1µm reached their maximum velocity of 500 m/s within the first 10 mm of their trajectory. Thereafter, the velocity rapidly dropped to 350 m/s within the next 10 mm. It was also found that the small particles were earlier solidified due to a faster cooling rate. For these reasons, SPS coatings easily form a porous nanostructure that is expected in some special applications, like photocatalytic coatings and TBCs (thermal barrier coatings). Fig. 1.10 shows the typical microstructure of TiO2 photocatalytic coating prepared by SPS and by APS. It can be seen that TiO2 prepared by SPS has a much higher specific surface than that prepared by APS due to the porous nanostructure of the SPS coating. As a result, TiO2 coating prepared by SPS exhibits a higher photocatalytic efficiency compared to that deposited by APS [START_REF] Toma | Comparative study on the photocatalytic decomposition of nitrogen oxides using TiO2 coatings prepared by conventional plasma spraying and suspension plasma spraying[END_REF][START_REF] Zhang | Effect of Porosity on Photocatalytic Activity of Plasma-Sprayed TiO2 Coating[END_REF]. In addition, the porous nanostructure also produces a large number of nanopores, which can help to decrease the thermal conductivity of TBCs [START_REF] Bernard | Thermal insulation properties of YSZ coatings: Suspension Plasma Spraying (SPS) versus Electron Beam Physical Vapor Deposition (EB-PVD) and Atmospheric Plasma Spraying (APS)[END_REF]. and by APS (b) [START_REF] Toma | Development of Photocatalytic Active TiO2Surfaces by Thermal Spraying of Nanopowders[END_REF] In addition to the porous structure, the columnar structure is another structural characteristic widely reported in SPS coatings, as shown in Fig. 1.11. This feature is strongly determined by the unique deposited mechanism of SPS coating. Berghaus et al. [START_REF] Oberste Berghaus | Suspension plasma spraying of nanoceramics using an axial injection torch Thermal Spray Connects: Explore Its Surfacing Potential ed E Lugscheider and CC Berndt[END_REF] simulated the change in the direction of the particle velocity as a function of the particle size in the plasma jet, as shown in Fig. 1.12. It can be seen that the trajectory of the particle with a small size is more easily affected by the plasma jet. In order to characterise the motion behaviour of particles in the plasma jet, a dimensionless number of Stokes number (𝑆 𝑡 ) is introduced as shown in Eqs. (2): 

𝑆 𝑡 = 𝜌 𝑑 𝑑 2 𝑣 0 18𝜇 𝑔 𝑙 (2)
where 𝜌 𝑑 is the particle density, 𝑑 is the particle diameter, 𝑣 0 is the fluid velocity of the flow (plasma jet), 𝑙 is the characteristic dimension of the obstacle (substrate) and 𝜇 𝑔 is the gas dynamic viscosity (plasma viscosity). The lower the 𝑆 𝑡 , the more likely the particles will follow the plasma jet trajectory.

Fig. 1.13 Impact trajectories of the particles upon the substrate in SPS [17] When the plasma jet reaches the substrate, the plasma jet trajectory changes from perpendicular to the substrate to parallel to the substrate. Since the particles in SPS typically exhibit a low 𝑆 𝑡 due to their mass, they easily follow the plasma jet trajectory.

As a result, the particles mostly deposit on the sides of surface asperities, which causes a prominent growth of the coating on the asperities, as shown in Fig. 1.13. After multiple spraying passes, the columnar structure is built up upon the asperities, as shown in The columnar structure has a good thermal strain tolerance for thermal cycling.

Hence, SPS has a huge advantage in the preparation of TBC [START_REF] Sokołowski | The microstructural studies of suspension plasma sprayed zirconia Chapter 1: Background coatings with the use of high-energy plasma torches[END_REF][START_REF] Ganvir | Failure analysis of thermally cycled columnar thermal barrier coatings produced by highvelocity-air fuel and axial-suspension-plasma spraying: A design perspective[END_REF][START_REF] Xiao | Sintering resistance of suspension plasma sprayed 7YSZ TBC under isothermal and cyclic oxidation[END_REF][START_REF] Ganvir | Influence of Isothermal Heat Treatment on Porosity and Crystallite Size in Axial Suspension Plasma Sprayed Thermal Barrier Coatings for Gas Turbine Applications[END_REF][START_REF] Zhao | Thermal Aging Behavior of Axial Suspension Plasma-Sprayed Yttria-Stabilized Zirconia (YSZ) Thermal Barrier Coatings[END_REF]. Bernard et al. [START_REF] Bernard | Thermal insulation properties of YSZ coatings: Suspension Plasma Spraying (SPS) versus Electron Beam Physical Vapor Deposition (EB-PVD) and Atmospheric Plasma Spraying (APS)[END_REF] systematically evaluated the characteristics of the TBCs prepared by SPS, APS and EB- The APS coating exhibits a laminar structure with a low thermal strain tolerance.

Hence, its thermal shock resistance is the lowest among all methods. However, the laminar structure cut off air conduction through the coating, which can substantially lower the thermal conductivity of the coating. Hence, the APS coating normally has good thermal insulation. The EB-PVD coating exhibits a typical columnar structure with high column density, so it has the most excellent thermal shock resistance. However, the gap between the column shows an entirely vertical shape, which provides a favourable channel for air conduction. Hence, the thermal conductivity of the EB-PVD coating is the highest among all coatings. In terms of SPS coating, the column density in the coating is relatively low; thus, its thermal shock resistance is also relatively lower than that of EB-PVD coating, but still much higher than that of APS coating. In addition, the gap between the columns in the SPS coating exhibits a feature of tortuosity, which can reduce the air conduction to a certain extent. Moreover, the micropores in the SPS coating can significantly enhance phonon scattering, as shown in Fig. 1.16. These two features allow the SPS coating to exhibit a lower thermal conductivity than the other two coatings. 

Disadvantages of SPS

It is known that compared to the coarse structure of the APS coating, the fine structures provide the SPS coating with many improved properties, such as mechanical strength, photocatalytic efficiency, thermal insulation, thermal strain tolerance and so on. However, the SPS method also has some disadvantages. As mentioned above, compared to APS, the heat transfer between particles and plasma jet in SPS is relatively lower, easily causing insufficient heating for the particles. It can decrease the adhesion of the coating at last. Besides, the momentum of the particle in SPS is also lower, which causes a much shorter spraying distance (~30-50 mm) than that (~100 mm) of APS.

The excessively short spraying distance will limit the application of this technology on complex-shaped workpieces such as turbine blades [START_REF] Zhang | Mechanisms governing the thermal shock and tensile fracture of PS-PVD 7YSZ TBC[END_REF]. Moreover, the low momentum of the particle also makes it challenging to prepare high-density coating by using SPS.

The most commonly used method to improve these disadvantages of SPS is using a high-power and high-velocity torch, like the commercial Axial III plasma torch (Northwest Mettech Corporation, Vancouver, Canada) [START_REF] Goel | Axial suspension plasma spraying of Al2O3 coatings for superior tribological properties[END_REF][START_REF] Marr | Electrochemical performance of solid oxide fuel cells having electrolytes made by suspension and solution precursor plasma spraying[END_REF][START_REF] Waldbillig | Electrochemical testing of suspension plasma sprayed solid oxide fuel cell electrolytes[END_REF]. The structure of the Axial III plasma torch is shown in Fig. 1.17. It is composed of three independent cathodes and anodes, and can be seen as a combination of three independent plasma torches arranged in parallel. The plasma jet produced by each torch converge together and form an enhanced plasma jet. 

Low-pressure suspension plasma spraying (LPSPS) 1.3.1 Effect of low-pressure on the plasma spraying

In addition to high power and high-velocity torch, another possible way to improve the disadvantage of SPS is carrying out the spraying process under low pressure.

In fact, the spraying technology under low pressure can be traced back to the 1970s.

Based on the APS, researchers proposed low-pressure plasma spraying (LPPS), the Second, the particle velocity in LPPS is much higher. Due to the less gas resistance to the particles,the particles in LPSPS can be accelerated to a rather high velocity [START_REF] Dorier | Plasma Jet Properties in a New Spraying Process at Low Pressure for Large Area Thin Film Deposition[END_REF].

schematic
For that reason, LPPS coatings typically have a higher density compared to APS coatings [START_REF] Hospach | Characteristics of Ceramic Coatings Made by Thin Film Low Pressure Plasma Spraying (LPPS-TF)[END_REF][START_REF] Niu | Dense ZrB2-MoSi2 composite coating fabricated by low pressure plasma spray (LPPS)[END_REF][START_REF] Wang | Development of ScSZ Electrolyte by Very Low Pressure Plasma Spraying for High-Performance Metal-Supported SOFCs[END_REF][START_REF] Liang | Low Temperature Transformation of 3 mol% Yttria Stabilized Zirconia Coatings Deposited by Air Plasma Spraying[END_REF]. Fig. 1.22 shows the wear-resistant coatings prepared by LPPS. It can be seen that these coatings all exhibit a high density without obvious pores. Third, the particles in LPPS are heated more thoroughly. The longer plasma jet of LPPS increases the dwell time of the particles in the plasma jet, allowing the particles to be heated more thoroughly [START_REF] Salhi | Development of coating by thermal plasma spraying under very low-pressure condition <1mbar[END_REF], which can help to increase the adhesion of the coating.

Forth, the morphology of the deposits in LPPS is diverse. Low pressure allows the heated particle to be vaporised more easily. Under certain conditions, the powder can be completely or partially vaporized. In that case, the deposits are not limited to the form of liquid droplets but can also be in the form of smaller-sized nanoclusters or vapors. These finer deposits nucleate and grow up on the substrate to form the coating.

This kind of deposition form is completely different from the stacking form of splats of APS coating. Therefore, the resulting coating exhibits a unique structure that is completely distinguished from the layered structure of APS coatings. A homemade tri-cathode axial torch was used for spraying, as shown in Fig. 1.27. The torch is composed of three cathodes with a common anode. The three cathodes are arranged in a cone at a certain angle and produce three independent arcs to generate three plasma jets. They eventually converge into an enhanced plasma jet which is ejected from a common nozzle. Such a special design not only allows the torch to have a relatively higher power (up to 60 kW), but also allows the suspension to be axially injected;

it is expected to remove the unmolten particles to a large degree. The microstructures of the resulting coating are shown in Fig. 1.28. It can be seen that the coating exhibits completely distinct morphologies from the conventional SPS coating. There are a large number of nanoparticles on the coating, and no noticeable pores can be observed in the coating. It is considered to be a hybrid coating based on the deposition of vapor and droplets. The density of the coating is much higher than that of the SPS coating, but the interparticle cohesion of the coating appears to be poor, causing detachment in the coating. The coating also has poor mechanical strength; the hardness and elastic modulus of the coating are only 4.70 ± 0.90 GPa and 114.50 ± 8.20 GPa, respectively. Besides, the tri-cathode torch uses the same cathode as the commercial F1 torch. The torch current, therefore, can only remain at a relatively low level, which is not beneficial to the heating of the powders. Moreover, the design of the tri-cathode torch is not suitable for the low-pressure environment. It was seriously eroded after several sprayings. He et al.

was forced to stop the research after the limited experiments. Moreover, the cathode is replaced with the one used in the commercial F4 torch. In order to save costs, the torch only included two cathodes. Nevertheless, since the cathode of F4 torch can support a higher current than that of F1 torch, the bi-cathode can also remain a relatively high power. By using this torch, Song et al. carried out a series of experiments. Fig. 1.30 shows the microstructures of the resulting coating. The coating shows a good density, and its morphology is similar to that prepared by He et al.

Unfortunately, the adhesion of the coating was still very poor, and most coatings fell off after a few weeks. 

Problems of the current LPSPS coatings

According to the limited literature on LPSPS, the LPSPS coatings commonly have a denser structure compared to the SPS coatings. However, the adhesion and mechanical strength of the current LPSPS coatings are quite low. More importantly, the structural characteristics of the LPSPS coating are still not fully understood. Its practical applications have not been fully studied or verified as well. The research of the LPSPS is still in the exploratory stage. A lot of work needs to be done in order to better understand this technology.

Introduction of SOFC

SOFC (solid oxide fuel cell) is a power generation device that directly converts chemical energy into electrical energy through electrochemical reactions. It uses hydrogen energy, natural gas, coal gas, etc., as fuel. SOFC can be widely applied in distributed power generation, transportation, mechanical power and other fields. In comparison with other fuel cells, the main advantages of SOFC are:

1) SOFC usually operates at a high temperature of 600 ℃~1000 ℃. A high working temperature can increase the electrochemical reaction rate. Therefore, SOFC does not need to use metal catalysts like Pt, which largely reduce its preparation cost.

2) Due to the all-solid structure, the shape of SOFC is not restricted. In addition to the traditional planar structure, it can also be designed into many different complex shapes such as tubular, corrugated, etc.

3) Since the materials used in the working parts of SOFC are solid oxides, it avoids material corrosion and electrolyte leakage that commonly occur in other fuel cells. to generate H2O at the anode. Since the electrolyte is designed for electronic insulation, electrons can only pass through an external circuit from the anode to the cathode, thereby generating the current. The involved chemical reactions in the SOFC include:

Working principle of SOFC

𝐻 2 + 𝑂 2-→ 𝐻 2 𝑂 + 2ⅇ -𝑎𝑛𝑜𝑑ⅇ 1 2 𝑂 2 + 2ⅇ -→ 𝑂 2-𝑐𝑎𝑡ℎ𝑜𝑑ⅇ 𝐻 2 + 1 2 𝑂 2 → 𝐻 2 𝑂 𝑜𝑣ⅇ𝑟𝑎𝑙𝑙 𝑟ⅇ𝑎𝑐𝑡𝑖𝑜𝑛
It can be seen that water is the only product during the work of SOFC. Hence, SOFC is considered as an environment-friendly power generation. In practical conditions, SOFC generally relies on a support structure to increase its mechanical properties. Figure 1.32 shows the typical support type of SOFC. The most commonly used type is using one of the anode, electrolyte and cathode as the support.This type of support is easily prepared. However, it typically has low mechanical properties and easily generates cracks as well. In particular, for the electrolyte support structure, the thick electrolyte will cause great ionic resistance and lower the ion conductivity. In order to overcome these shortcomings, researchers developed the metal support structure in recent years. This structure is achieved by a porous metal substrate (stainless steel), therefore, has better mechanical properties than ceramic-based support (anode, electrolyte and cathode support). 

Requirement of the components of SOFC

The cathode/ anode of SOF is required to have a porous structure in order to allow the oxidant/fuel to reach the interface of electrode-electrolyte. In addition, they must be a good conductor of electrons/ions as well as have a good reduction/oxidation catalytic activity. Currently, LaMnO3 with a perovskite structure is one of the main materials for the cathode. However, undoped LaMnO3 is a P-type semiconductor with low conductivity (1-10 S•cm -1 ). In order to increase the conductivity, strontium is generally doped.

Hence, lanthanum manganite doped with strontium--La1-xSrxMnO3 (x = 0.2, 0.3, or 0.4) --is the most commonly used in the SOFC. Its electrical conductivity is about 130 S•cm - 1 at 700 ° C. The anode is generally made up of two materials: the catalytic metal and the ceramic constituting the electrolyte. Ni-YSZ is the most commonly used anode material. The role of Ni is to conduct electricity and catalyze, and the role of YSZ is to match the thermal expansion coefficient of the anode with the electrolyte and to expand the catalytic reaction area inside of the anode as well.

The electrolyte is the core component of the SOFC. In many cases, the performance of SOFC is greatly determined by the quality of the electrolyte. SOFC electrolyte first must have a high density (low gas permeability) to isolate the fuel and oxidant, preventing a short circuit in the cell. Second, it should have high ionic conductivity but low electronic conductivity. Third, it should be as thin as possible to reduce ionic resistance. Finally, it must have good chemical compatibility and thermal expansion matching with the electrodes. YSZ with a cubic fluorite structure is the most commonly used electrolyte material of SOFC [START_REF] Chen | Ionic conductivity of plasma-sprayed nanocrystalline yttria-stabilized zirconia electrolyte for solid oxide fuel cells[END_REF][START_REF] Dwivedi | Solid oxide fuel cell: Materials for anode, cathode and electrolyte[END_REF][START_REF]Zirconia-based solid electrolytes: microstructure, stability and ionic conductivity[END_REF][START_REF] Molenda | Functional materials for the IT-SOFC[END_REF]. It has high ionic conductivity, negligible electronic conductivity, excellent mechanical properties and good stability. YSZ with fluorite structure mainly has two forms: ZrO2 doped with 3 mol% Y2O3 (3 mol% YSZ)

and ZrO2 doped with 8 mol% Y2O3 (8 mol%). Out of them, the 8 mol% YSZ is more frequently used since it has higher oxygen ion conductivity and higher stability in a wide oxygen partial pressure range of 10 -15 ~10 5 Pa.

It should be noted that these advantages of YSZ mentioned above are based on the premise of high operating temperature. The effective operating temperature of the YSZ electrolyte usually exceeds 1000 °C. This is because the ion conductivity of the YSZ will dramatically decrease at intermediate temperatures (500 ℃-800 ℃). The high operating temperature not only greatly increased the preparation cost of the SOFC but also decreased the stability of the cell during the long-term operation. The main solution to this disadvantage of YSZ electrolyte is decreasing its thickness. In spite of that, the effective operating temperature of YSZ electrolyte is still difficult to be lower than 800 °C.

In order to further reduce the operating temperature of the cell, researchers are developing alternative electrolyte materials. Out of them, apatite-type lanthanum silicates having the general formula La10-xSi6O27-1.5x (LSO) is one of the most widely reported materials. It is considered to be a pure ion conductor in a wide range of oxygen partial pressure [START_REF] Nakao | Chemical stability of La10Si6O27 and its application to electrolytes for solid oxide fuel cells[END_REF][START_REF] Shaula | Ionic and electronic conductivities, stability and thermal expansion of La10-x(Si,Al)6O26±δ solid electrolytes[END_REF]. To further increase the sintering ability and ion conductivity of LSO, Sr, Al and Fe are usually doped [START_REF] Cao | Identification of oxygen reduction processes at (La,Sr)MnO3 electrode/La9.5Si6O26.25 apatite electrolyte interface of solid oxide fuel cells[END_REF][START_REF] Cao | Effect of Sr and Al or Fe co-doping on the sinterability and conductivity of lanthanum silicate oxyapatite electrolytes for solid oxide fuel cells[END_REF][START_REF] Ma | Synthesis of apatite type La10-xSrxSi6O27-0.5x powders for IT-SOFC using sol-gel process[END_REF]. Out of them, Sr is the most frequently used due to its similar ionic radius to La. It has been proved that Sr-doped LSO (La9SrSi6O26.5) has an ionic conductivity of roughly 2.4-2.6 mS•cm -1 at 700 ℃. This performance was better than that of the undoped LSO prepared in the same conditions [START_REF] Bonhomme | Sintering kinetics and oxide ion conduction in Sr-doped apatite-type lanthanum silicates, La9Sr1Si6O26.5[END_REF].

Preparation methods of metal-supported SOFC electrolyte

As mentioned above, due to the excellent mechanical properties, the metal-supported SOFC has greater potential value in the future. The metal-supported SOFC is typically fabricated by sequentially depositing the anode, the electrolyte and the cathode on a metal substrate. For that reason, traditional preparation methods for SOFC, such as screen printing and tape casting, are not suitable. This is because all of these methods involve very high process temperatures (>1400 ℃) the metal support cannot

withstand. An effective solution is using plasma sprayings for the preparation. The plasma sprayings not only allow the powder to be sufficiently heated but also allow the substrate temperature to remain at a relatively low temperature (500 ℃-800 ℃). Next, the wider process window of the plasma sprayings makes them easier to meet the structural requirement of different components of SOFC. In addition, plasma sprayings have a much lower cost and higher efficiency than the traditional methods. Based on the above advantages, the topic of plasma spraying metal-supported SOFCs has attracted more and more attention from researchers [START_REF] Wen | Fabrication of Dense Gadolinia-Doped Ceria Coatings via Very-Low-Pressure Plasma Spray and Plasma Spray-Physical Vapor Deposition Process[END_REF][START_REF] Zhang | Characterization of YSZ Solid Oxide Fuel Cells Electrolyte Deposited by Atmospheric Plasma Spraying and Low Pressure Plasma Spraying[END_REF][START_REF] Wang | Effect of substrate surface temperature on the microstructure and ionic conductivity of lanthanum silicate coatings deposited by plasma spraying[END_REF][START_REF] Gao | Effect of Gun Current on Electrical Properties of Atmospheric Plasma-Sprayed Lanthanum Silicate Coatings[END_REF][START_REF] Gao | Effect of feedstock powder characteristics on microstructure and mechanical properties of lanthanum silicate coatings deposited by atmospheric plasma spraying[END_REF] Out of these reports on metal-supported SOFCs, the study on the electrolyte attracted the most attention. This is because the electrolyte is the core component of the SOFC. In many cases, the performance of SOFC is greatly determined by the quality of the electrolyte. Currently, APS [START_REF] Wang | Effect of substrate surface temperature on the microstructure and ionic conductivity of lanthanum silicate coatings deposited by plasma spraying[END_REF][START_REF] Gao | Effect of Gun Current on Electrical Properties of Atmospheric Plasma-Sprayed Lanthanum Silicate Coatings[END_REF][START_REF] Gao | Effect of feedstock powder characteristics on microstructure and mechanical properties of lanthanum silicate coatings deposited by atmospheric plasma spraying[END_REF] and LPSPS [START_REF] Wen | Fabrication of Dense Gadolinia-Doped Ceria Coatings via Very-Low-Pressure Plasma Spray and Plasma Spray-Physical Vapor Deposition Process[END_REF][START_REF] Zhang | Characterization of YSZ Solid Oxide Fuel Cells Electrolyte Deposited by Atmospheric Plasma Spraying and Low Pressure Plasma Spraying[END_REF] have been widely reported to prepare the electrolyte of metal-supported SOFC. However, both of them have some limitations. For example, due to the inevitable existence of coarse pores, the APS electrolytes typically have a high thickness (> 60 μm) to ensure enough low gas permeability. This inevitably increases the ionic resistance of the electrolyte. LPPS can achieve the preparation of the thin electrolyte by using agglomerated powders. However, the homogeneity of the coating microstructure is difficult to control [START_REF] Wen | Fabrication of Dense Gadolinia-Doped Ceria Coatings via Very-Low-Pressure Plasma Spray and Plasma Spray-Physical Vapor Deposition Process[END_REF], and its preparation cost is also much higher compared to APS. These issues can be effectively addressed by LPSPS. Firstly, thanks to the fine feed powder, the thickness of the LPSPS coating can be much lower than that of conventional plasma spraying. Secondly, it has been proved that LPSPS coating has a relatively high density due to the high particle velocity under low pressure. All of these features indicate that LPSPS has potential in the preparation of SOFC electrolytes.

Objectives of this thesis

As mentioned above, although the LPSPS coatings commonly have a denser structure compared to the SPS coatings, the structural characteristics of the LPSPS coating are still not fully understood. Considering that the structure of the plasma sprayed coating strongly depends on the spraying conditions, the first objective of this thesis is to study the effect of main spraying conditions on the structure of the LPSPS coating.

Also, as a technology under development, the practical application of LPSPS has not been fully studied or verified as well. Hence, the second objective of this thesis is to explore the potential application fields, especially the application in the SOFC electrolyte. It should be noted that only with a certain understanding of the structural characteristics of the coating can the application of the coating be foreseen. Therefore, the second objective is actually based on the realization of the first objective.

Chapter 2 Experimental materials and methods
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LPSPS equipment

In this thesis, a LPSPS system was developed to prepare all studied coatings. The schematic of the LPSPS system is shown in Fig. 2.1, and its photos are shown in Fig. 2.2. The LPSPS system was developed on the platform of LPPS in LERMPS lab [1][2][3].

A peristaltic pump was used to deliver the suspension. Meanwhile, a magnetic agitator continuously worked to prevent the sedimentation of the suspension. The spraying system was placed in a vacuum tank. An axial bi-cathode plasma torch was used for spraying. The plasma torch was mounted on a programmable 6-axis robot (ABB IRB 1400).

The details of this torch are mentioned in section 1.3.2. During the spraying process, two pumping groups were used to pump the tank to a low-pressure environment. 

Suspension preparation

In order to prevent the sedimentation of suspension during the spraying process, a dispersant (DOLAPIX ET 85, Zschimmer & Schwarz, Germany) was added during the suspension preparation. Firstly, the dispersant was dissolved in ethanol and then mixed with magnetic stirring for 5 min. Thereafter, the powders were added to the prepared solution with continuous magnetic stirring. At last, the suspension was agitated by ultrasound for 15 min. In order to optimise the dispersant content for each suspension, prior to the spraying, a series of sedimentation tests were carried out, as shown in Fig.

2.4.

Given the practical spraying time, the sedimentation test only lasted 24 hours. Under the premise that no obvious sediment was observed, the dispersant content should be as low as possible to reduce the viscosity of the suspension. Based on the above criteria, the optimal dispersant content for each suspension is presented in Table 2.1.

After the dispersant content was determined, a series of suspensions were prepared according to the requirements. The preparation process of the suspensions was: first, the dispersant was dissolved in ethanol or deionised water and then mixed via magnetic stirring for five minutes. Thereafter, powders were added to the prepared solution with continuous magnetic stirring. Finally, the suspensions were agitated by ultrasound for fifteen minutes. During the spraying process, the suspension was continuously stirred with the magnetic stirrer to prevent the sedimentation of the powder. Feeding rate (g/min) 43

Spraying distance(mm) 

Coatings preparation

This thesis involves two environmental atmospheres (argon versus air) and multiple environmental pressures (980 mbar, 600 mbar, 400 mbar, 200 mbar and 3 mbar) for the coating preparation. These are all achieved through the vacuum tank. For the coating preparation under 980 mbar, the vacuum tank was open, allowing the coating to be prepared in the air. For the coating preparation under low pressures (from 600 mbar to 3 mbar) in the argon, prior to the coating deposition, the vacuum tank was first pumped to the minimal pressure of 1 mbar. Thereafter, the tank was filled with argon until the set pressure was reached. For the coating preparation under 200 mbar in the air, the vacuum tank was pumped to 200 mbar, making the tank remain at 200 mbar, and then the pump was turned off. During the spraying process, the pressures in the vacuum chamber were automatically maintained by the gas valve.

The substrates were fixed on a homemade holder, and the coatings were deposited by the spray torch moving in front of the substrates. Prior to the coating deposition, the substrates were first preheated at 600°C (8 wt% YSZ coatings) and 300℃ (electrolyte coatings) using the pure plasma jet. The substrate temperatures were tested with a Ktype thermocouple in contact with the back of the substrates. Thereafter, the suspensions were injected to start the deposit of the coatings. In order to more clearly distinguish the difference of the coating prepared by different spraying conditions, the target thickness of the coating in the optimization stage of the spraying condition (chapter 3 and chapter 4) is 300-600 μm.

It should be noted that due to the design problems, the spray torch was gradually eroded as the experiment progressed. In order to extend the service life of the spray torch, in the later stage of this thesis work, the spraying time or torch current was reduced.

Characterisation methods

Microstructure of the coatings and powders

The microstructure of the coatings and powders were observed using an optical microscope from Nikon (Japan) and a scanning electron microscope (SEM) (JSM-7800F, JEOL, Japan). Before the observation, a metallisation treatment with gold or carbon vapour was performed using a SCD 005/CEA035 sputter coater (BAL-TEC, Switzerland).

Porosity of the coatings

The coating porosity was calculated through image analysis by the software Im-ageJ. In that process, the images were set to a high contrast degree to make sure that the pores were shown in white, and the matrix was shown in black, as shown in Fig.

2.6. The porosity was defined as the pixel ratio of the white area to the entire image.

For each measurement, ten cross-sectional images of the coating at 1000 × magnification in different regions were captured by SEM. It needs to be pointed out that SPS coating normally contains many pores that are filled by nanoparticles. There are still pores at nanoscale size existing between the stacked nanoparticles. However, it is difficult to be calculated these pores through image analysis. To simplify the calculation process, in the thesis, these filled pores were regarded as empty pores to calculate the porosity. In addition, in order to reduce errors, the cracks and the column interfaces in the coating were not considered in the coating porosity measurements. 

Surface roughness of the coatings

The surface roughness (Ra) was measured using a surface roughness tester (SJ-210 SERIES, Mitutoyo, Japan). Each coating was measured ten times in different regions; the average value of the above results was taken as the final surface roughness of the coating.

Phase composition of the powders and the coatings

The phase composition of the powders and the coatings were characterised by Xray diffraction (XRD) (Bruker AXS D8 Focus, Germany) with CoKα radiation (λ=1.7889 Å). An angular range of 20 ° to 80 ° (in 2θ) was scanned in steps of 0.02 °.

Mechanical properties of the coatings

Traditional testing methods of mechanical properties (hardness and elastic modulus) are based on macro-or micro-indentation. They are not suitable for thin coatings due to the large indentation area. In addition, their accuracy is relatively poor and cannot accurately reflect the characteristics of the finely structured coating. In contrast, the indentation area of nanoindentation is much smaller. It can reach a pressure depth as small as nanometres (0.1~100nm) due to the ultra-low load applied. During the test process, a load-displacement curve is drawn by recording the change of the load and indentation depth, as shown in Figure 2.7, where Pmax is the maximum load, max is the maximum displacement, S is the contact stiffness and hf is the final depth. The whole test process is precisely controlled by a computer. In this thesis, a nanoindenter (Hysitron, U.S.A.) was used to measure the mechanical properties of the coatings. The cross-sections of the coating were selected as the measurement positions for nanoindentation. The loading and unloading rates were 200 mN/min and the pause time at the maximum load (10 mN) was 10 s. Ten different areas were measured to calculate the average of each mechanical property.

Diagnosis of plasma jet characteristics

In this thesis, the Jobin-Yvon Triax 190 type optical emission spectrometer equipped with a CCD (Charge Coupled Devices) camera was employed to diagnose the characteristics of the plasma jet, as shown in Fig. 2.9. Optical emission spectroscopy (OES) is a diagnostic method widely used to diagnose the characteristics of plasma jets [5,6]. This technique is based on the detection of light signals emitted by excited atoms or excited ions when they are de-excited by radiative mechanisms. The plasma jet has an ultra-high temperature (>10,000K), when the suspension is injected into it, it is partially or even mostly decomposed into atoms or ions. The excited atoms or ions will create an emission spectrum after their transition from a high energy state to a low energy state. Due to the different atomic energy levels, each element produces unique characteristic emission spectral lines. Hence, the chemical species of the plasma jet can

Chapter 2: Experimental materials and methods 55 be determined by the type of the spectral line, and their content can be determined by the intensity of the spectral line as well. According to this principle, the intensity of the spectral line can also reflect the enthalpy of the plasma jet. The higher the intensity of the spectral line, the higher the enthalpy of the plasma jet. In short, the OES can provide information related to the chemical species within the plasma jet as well as the enthalpy of the plasma jet.

In this study, the resolution of the spectrometer is 0. 

Gas permeability of the electrolytes

A homemade device was used to measure the gas permeability of the electrolytes, as shown in Fig. 2.10. The principle of measurement is to establish a constant pressure difference on both sides of the coating sample and simultaneously measure the gas leakage flow. The gas permeability can be calculated according to Darcy's law:

𝑘 = 𝑄𝜂 𝐴 ⋅ 𝛥𝑃 ⋅ 𝜇
Where 𝑘 is the specific permeability (m 2 ); 𝑄 is the gas leakage flow (m 3 •s -1 ); 𝜂 is the thickness of the coating (m); A is the cross-sectional area of the gas passing through the coating (m 2 ); 𝛥𝑃 is the pressure difference on both sides of the coating (Pa); and

𝜇 is the dynamic viscosity of gas (Pa•s). Due to the high sensitivity of hydrogen to gas leakage (especially for minor defects), hydrogen was used as the test gas to examine the gas permeability of the electrolytes. The measurement process is as follows: first, the coating was deposited on the porous stainless steel and then sealed with epoxy resin in the sealing fixture. Thereafter, one side of the sample was connected to 2 bar hydrogen, and the other side was connected to the atmosphere. Hydrogen leakage flow was measured by an electromagnetic flowmeter (Drycall Ml-500, U.S.A.). In order to increase the reliability of the measurements, three parallel samples were selected for each coating, and each parallel sample was measured three times. 

Introduction

Conventional SPS techniques are based on the platform of APS. Therefore, the deposition process of the coating is limited under atmospheric pressure. In fact, the environmental pressure has a significant effect on the coating deposition, which has been demonstrated between the APS coatings and the LPPS coatings [1][2][3]. First, the velocity of the deposited particle is significantly increased as the pressure decreases [4].

It means that the coating prepared under lower pressure is generally more homogeneous and denser. Second, the plasma jet is lengthened as the pressure decreases, which allows the particles to be heated more sufficiently, and also enables the deposition of the coating on the complex parts such as turbine blades [5,6].

It is worth noting that the laws mentioned above are all based on the understanding of the effect of pressure on powder behaviour in the plasma jet. However, the effect of pressure on suspension behaviour in the plasma jet has not been fully investigated or verified yet. In addition, pressure is the crucial parameter that distinguishes LPSPS and SPS. Hence, pressure should be the first parameter to be studied for the development of the LPSPS. With these in mind, in this chapter, yttria-stabilized zirconia (YSZ) coatings are prepared by suspension plasma spraying under different pressures, the effect of pressure on plasma jet, coating microstructure, coating porosity and coating phase composition are investigated.

Preparation conditions of the coatings

In this chapter, the environmental pressure varies from atmospheric pressure (980 mbar) to ultra-low pressure (3 mbar) for the coating preparation. The detailed spraying parameters are presented in Table 3.1. the plasma jet smoothly. Therefore, the suspension flow rate is increased in these two cases. However, in order to ensure the same powder feeding rate, the solid content of both cases is accordingly reduced. The spraying distance in table 3.1 is the shortest distance the substrate can withstand in the current conditions.

Characteristics of the plasma jets

Fig. 3.1 shows the shapes of the plasma jets under different pressures with the suspension injected. It can be seen that the plasma jet is broadened and elongated with the pressure decreasing. The thin surrounding gas under low pressure weakens the energy dissipation of the plasma jet and also reduces the disturbance to the plasma jet [7].

Consequently, from 980 mbar to 3 mbar, the plasma jet shows an increased length as well as a weakened air disturbance at the fringe. This observation is similar to the LPPS, indicating the strong effect of the pressure on the plasma jet shape [8]. It is worth noting that when the environmental pressure drops to 3 mbar, the plasma jet dramatically expands. Moreover, as seen in Fig. 3.2, the powder stream expands more severely than the plasma stream, which causes a separation of the powders and the plasma jet. 

Microstructures of the coatings

The coating prepared under 3 mbar exhibits poor adhesion force. Most of the coating fell off during the preparation process. Thus, the coating prepared under 3 mbar is separately analysed to distinguish it from the other coatings. Fig. 3.3 shows the microstructure of the coating prepared under 3 mbar. As seen in the surface image, the coating mainly consists of nanoparticles, as well as a few spherical particles. In the cross-sectional image, a severe detachment occurs in the coating, and the coating exhibits a quite low thickness of ~ 10 μm. Nevertheless, there seems to be no visible pore in the intact region of the coating. By further observation, it can be seen that the pores in the coating are fully filled with nanoparticles (Fig. 3.3c). Under 3 mbar, a large number of powders are separated from the plasma jet (Fig. 3.2). This causes a large number of unmelted powders (nanoparticles) in the coating, therefore dramatically decreasing the adhesion of the coating. This result indicates that the pressure for LPSPS cannot be too low because of the differences in the expansion degree of the powder stream and the plasma stream under low pressure. (except for 3 mbar). For the coating prepared under 980 mbar, the surface exhibits a cauliflower-shaped morphology, which has been reported in many SPS coatings [9][10][11][12].

As the pressure decreases, the cauliflower feature disappears. In turn, the coating under low pressures (from 600 mbar to 200 mbar) shows a flat surface, which is obviously different from that under 980 mbar. In the magnified morphologies, it can be observed that as the pressure decreases, the size of the particle in the coating significantly decreases. Under lower pressure, more and more nanoparticles (NPs) are formed in the coating, whereas the melted splats (MSs) and spherical particles (SPs) are gradually decreased. Typically, the size of the particle in the coating is mainly dependent on the size of the atomised suspension droplet. The smaller the atomised droplet is, the smaller the particle of the coating is. The diameter of the droplet can be calculated using the following relation [13,14]:

𝐷 𝑚𝑖𝑛 = 8𝜎 𝑙 𝐶 𝐷 𝜌𝑈 2 (6) 
𝜎 𝑙 , 𝐶 𝐷 , 𝜌, 𝑈 is the surface tension, the drag coefficient, the plasma density and the plasma velocity relative to the droplet velocity, respectively. As the pressure decreases, the drag force of the plasma jet on the suspension is significantly increased due to the increased velocity of the plasma jet, which eventually causes a smaller droplet. It has been reported that the minimum droplet diameter is calculated to be about 1.8 μm under 100 pa by means of substituting suspension with ethanol [14]. This value is much smaller than 3 μm for the case under atmospheric pressure [15]. For that reason, from 980 mbar to 200 mbar, the size of the particle in the coating significantly decreases.

Once the solvent in the droplet vaporises, nanopowders tend to agglomerate together due to their high surface energy. Thereafter, the agglomerates are heated in the plasma jet and then impact the substrate to form the coating. For the molten agglomerates, they turn into SPs when impacting the substrate at low velocity or MSs when impacting at high velocity, as shown in Fig. 3.5. As for the nanoparticles in the coating, they are generally considered to be unmelted nanopowders. LPPS coating, where the deposition efficiency of APS coating is more than one order of magnitude higher than that of LPPS coating. However, in this study, the deposition efficiency does not substantially decline under low pressure, except for the case of 3 mbar. This indicates that, within a certain range (>200 mbar), decreasing the pressure cannot sacrifice the deposition efficiency of the coating.

In addition, the low pressure exhibits low gas resistance, the deposited particles, therefore, can reach the substrate with relatively high momentum in a long spraying distance [19,20]. For that reason, although the spraying distance (100 mm) of the coating under 200 mbar is twice as long as (50 mm) the coating under 980 mbar, the thickness of the former is still similar to that of the latter. It should be noted that conventional SPS techniques generally possess a very short spraying distance (30 mm-50 mm) due to the low momentum of fine feedstock powders. It largely limits its application to the preparation of the coating on complex structural components such as turbine blades.

The low-pressure environments in this study provide a feasible approach to solve this technical challenge. Although as the pressure varies, the deposition rate of the coatings remains similar, the cross-sectional morphology of the coating shows a significant difference. For the coating under 980 mbar, a column-like structure mixed with segmented cracks can be clearly observed in Fig. 3.6a. In that case, the interior of the column shows a porous microstructure (Fig. 3.6a'). The pores in the coating can be roughly classified into three categories: coarse pores (5-10 μm), micropores (1-5 μm) and nanopores (<1 μm). As the pressure decreases, the coating tends to transform from a column-like structure to a vertical crack-segmented structure. Moreover, the width of the vertical crack is increased as the pressure decreases, as shown in Fig. 3.7. In addition, as the pressure decrease, the number of the coarse pores in the coating is decreased, while the number Interestingly, the regions between segmented cracks in the coatings under low pressure appear to possess an incredibly high density at low magnification (Fig. 3.6b-3.6d), which distinctly differs from the porous structure of the coating under 980 mbar.

However, at higher magnification (Fig. 3.6b'-3.6d'), a number of micropores filled with nanoparticles can still be observed, making them invisible at low magnification. In fact, these nanoparticles exactly correspond to the NPs observed on the coating surface (Fig.

3.4).

As the pressure decreases, more and more micropores are filled by the NPs. Particularly, in the coating prepared under 200 mbar, no obvious empty pores can be observed anymore.

Porosities of the coatings

Since the interior of the micropores is filled with the NPs, strictly speaking, they still belong to a unique porous microstructure to some extent. Fig. 3.8 displays the porosities of the coatings under different pressures. In that case, the filled pores were regarded as real pores to calculate the porosities. It can be seen that the porosity of the coating shows a nearly linear increase as the pressure decreases. In detail, the coating under 200 mbar possesses a high porosity of 29.69%, which is more than twice that (12.74%) of the coating under 980 mbar.

Fig. 3.8 Porosity of SPS YSZ coatings under different environmental pressures

It is commonly believed that the coating prepared under low pressure has a lower porosity than that prepared under atmospheric pressure; however, the result in this study is contrary to the above conclusion. As for suspension spraying, the deposited particle with a well-heated state and high momentum is beneficial to form a dense coating since the deposited particle, in that case, can be easily transformed into the MS on the substrate. From this point of view, it is reasonable that the coating under 980 mbar possesses the lowest porosity since it contains the largest number of MSs (Fig. 3.4a'). However, the large spherical particle in the coating under 980 mbar also enhances the shadow effect during the deposition process of the coating, resulting in more coarse pores in the coating. The momentum ( 𝒑) of the deposited particles is determined by particle velocity (𝒗) and particle mass (size) (𝒎) (𝒎𝒗 = 𝒑). As mentioned before, low pressure increases the velocity of the particles, while it also reduces the size (mass) of the deposited particles. Hence, the density of the coating is actually dependent on which factor above is the dominant one. In this study, the decreased density of the coating should be attributed to the excessively low mass of the deposited particle.

According to the above results, the SPS coating prepared under low pressure exhibits a vertical crack-segmented structure as well as a high porosity. Moreover, the pores are filled with nanoparticles. The porosity is an important property to evaluate TBCs. It reflects the thermal insulation of the coating. Commonly speaking, a coating with a high porosity possesses a low thermal conductivity. In addition, some researchers reported the favourable effects of the nanoparticles in the pores on the performance of TBCs. B. Bernard et al. [9] pointed out that the nanoparticles in the pores can enhance phonon scattering, which is expected to further reduce the thermal conductivity of the coating. R.S. Lima et al. [21] reported that the nanoparticles in the pore counteracted the increases in thermal diffusivity or elastic modulus caused by the sintering effects in high-temperature environments.

Surface roughness of the coatings

Fig. 3.9 displays the surface roughness (Ra) of the coatings prepared under different pressures. The surface roughness of the coating dramatically decreases from 12.12 μm to 2.43 μm as the pressure declines from 980 mbar to 200 mbar. TBCs not only work at elevated temperature environments but are also subjected to the attack of environmental particulates, including fly ash, sand, volcanic ash, etc. The main components of these particulates are CaO-MgO-Al2O3-SiO2 (CMAS). At operating temperatures (>1200℃), the molten CMAS easily invades TBCs through the pores and cracks in the top coating, causing extra stress and reducing strain tolerance of the ceramic coating.

When the mechanical properties decline, the spallation of the coating is accelerated [22].

Hence, the low surface roughness of TBCs will help to reduce the accumulation of corrosive media on the coating. In addition, it can also improve the aerodynamics of the blades. pressures. It can be seen that they contain the same main phase t'-ZrO2, whereas the peak intensity of the coatings is much stronger than that of the original powder. This indicates that most powders are sufficiently heated in the plasma jet, thus increasing the crystallinity of the deposited particles. Nevertheless, the diffraction pattern of the coating prepared under 3 mbar exhibits a relatively lower intensity than the others prepared under low pressure. This is mainly due to unmelted powders separated from the plasma jet.

In addition, a certain amount of ZrO was detected in the coatings from 600 mbar to 200 mbar. Furthermore, the diffraction peak of ZrO was apparently intensified as the pressure increased. Since the coatings under low pressures were prepared in an argon atmosphere (oxygen-free atmosphere), ZrO2 in the powder is quite easy to lose O and transform into ZrO at the ultra-high temperature of the plasma jet [23]. Additionally, the heat transfer between the plasma jet and the powder is more intense under higher pressure due to the higher plasma energy density. As a result, the transformation of ZrO2
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to ZrO is easily achieved under higher pressure. Therefore, the diffraction peak of ZrO in the coating under 600 mbar is the strongest one. As the coating under 980 mbar was prepared in an air atmosphere (oxygen-containing atmosphere), no ZrO was detected in the coating under 980 mbar. In fact, such a phenomenon of oxygen deficiency is sometimes also observed in the YSZ coating prepared by LPPS, which can be solved after proper heat treatment in an oxidative atmosphere. 

Optimisation of pressure for LPSPS

In order to clearly distinguish the characteristic of LPSPS coating and SPS coating, the pressure of LPSPS needs to be as low as possible. However, excessively low pressure will cause the separation of the powder and the plasma jet, causing a large amount of unheated powder in the coating. After comprehensive consideration, the optimal pressure for LPSPS in this thesis is selected at 200 mbar. in the YSZ coatings prepared using APS and SPS. It is commonly believed that the formation of the segmented crack is related to the release of tensile stress of the coating surface during the coating deposition process [24]. The factors affecting the formation of the segmented crack include deposition temperature, coating thickness, coating microstructure, droplet properties and so on. Guo et al. [25] reported that the density of the segmented crack increased as the substrate temperature or coating thickness increased. Ganvir et al. [26] pointed out that the coating deposited with higher droplet momentum tended to turn into a lamellar or vertical cracked structure. Vaßen et al. [27] considered that the segmented crack was more easily formed in the SPS coating than in the APS coating since the APS coating contained a higher amount of micro-crack, which can relax tensile stress during splat cooling. As a matter of fact, the vertical cracks are beneficial to TBCs because they can greatly tolerate the thermal strain to prevent the spallation of the coating.

Orientation of the cracks in the LPSPS coating and SPS coating

For the LPSPS coating, the structure of the coating shows a non-preferred orientation. Therefore, the segmented cracks tend to propagate in a direction vertical to the tensile stress (coating surface). However, for the SPS coating in this study, the structure of the coating possesses the preferred orientation -the columnar structure. Thus, the cracks preferentially propagate along the gap between the columns.

Deposition mechanism of the LPSPS coating

The huge difference in the microstructure between the SPS coating and the LPSPS coating is attributed to the difference in their deposition mechanism. As the plasma jet reaches the substrate, the plasma jet shifts its movement direction from the direction perpendicular to the surface to the direction parallel to the surface. In order to characterise the behaviour of particles suspended in the plasma jet, a dimensionless number of Stokes number (𝑆 𝑡 ) is introduced as shown in Eqs. (1):

𝑆 𝑡 = 𝜌 𝑑 𝑑 2 𝑣 0 18𝜇 𝑔 𝑙 ( 1 
)
𝜌 𝑑 is the particle density, 𝑑 is the particle diameter, 𝑣 0 is the fluid velocity of the flow (plasma jet), 𝑙 is the characteristic dimension of the obstacle (substrate) and 𝜇 𝑔 is the gas dynamic viscosity (plasma viscosity). The lower 𝑆 𝑡 is, the more likely the particles are to follow the plasma jet.

Fig. 3.12 shows the schematic of the SPS coating deposition and LPSPS coating deposition. Under atmospheric pressure, 𝑑 and 𝑣 0 are relatively low, whereas 𝜇 𝑔 is relatively high. Hence, with a relatively low 𝑆 𝑡 , the particles easily follow the plasma jet streamline, parallel to the substrate surface to deposit on the sides of surface asperities, resulting in a prominent growth of the coating on the asperities. After a few passes of the plasma jet, the columnar structure is built up [19]. However, under low pressure, the plasma jet exhibits much higher velocity 𝑣 0 and lower viscosity 𝜇 𝑔 . In that case, 𝑆 𝑡 is much higher than that of atmospheric pressure. In other words, under low pressure, the particles easily detach from the plasma jet streamline, then vertically impact the substrate. In that case, after a few passes, the build-up of the coating is relatively uniform. As a result, no columnar structure is formed in the coating under low pressure, which also greatly decreases the roughness of the resulting coating. 

Conclusion

In this chapter, the effect of environmental pressure on the microstructure of the coating prepared by suspension plasma spraying are investigated. The main conclusions are summarised as follows:

Chapter 3: Effect of environmental pressure on the microstructure of the coating prepared by suspension plasma spraying 1. The required pressure for LPSPS cannot be too low; otherwise, the powders will be separated from the plasma jet, dramatically decreasing the adhesion of the coating.

The optimised pressure for LPSPS is 200 mbar.

2. The size of the particle in the coating is significantly decreased as the pressure decreases. More nanoparticles are formed in the coating under lower pressure.

3. Within a certain range (>200 mbar), decreasing the pressure can increase the effective spraying distance without sacrificing the deposition efficiency of the coating.

4. As the pressure decreases, the coating is transformed from a column-like structure to a vertical crack-segmented structure; a dramatic decrease is also seen in the surface roughness of the coating.

5. Compared to the coating prepared under atmospheric pressure, the coating prepared under low pressure contain fewer coarse pores (5 μm-10 μm) but exhibit a higher porosity due to the existence of the nanoparticles. 

Introduction

SPS, as a versatile process, provides flexible tailoring for the coating microstructure to meet the requirements of different applications, like photocatalytic coating, TBCs and wear-resistant coating. However, the current LPSPS coating seems to only show an improved density and uniformity compared to SPS coating. Hence, tailoring of the coating microstructure is necessary to fully understand the structural characteristics of the LPSPS coating.

For spraying technologies, the most common method to tailor the coating structure is varying the spraying conditions. In terms of LPSPS, the spraying process is conducted in a closed spraying environment. Hence, it has some unique spraying conditions that are invariable in SPS, including environmental pressure, environmental atmosphere, and oxygen content in the environment. These spraying conditions should be first examined. Since the environmental pressure has been studied in chapter 3, this chapter will first focus on the other two conditions to tailor the coating microstructure.

In addition, both LPSPS and SPS have some common spraying conditions, such as spraying distance, solid content, solvent type and so on, which have been widely studied in SPS [1][2][3][4]. These spraying conditions should also have a certain influence on LPPS coating in the same or different way, and they will be studied in this chapter as well. that prepared in the argon, in this case, the coating exhibits a rough surface morphology, where many convexes can be observed on the surface of the coating (Fig. 4.5a). Moreover, the nanoparticles in the coatings are significantly removed (Fig. 4.5a'). In turn, a large number of spherical particles and melted splats are formed. In the cross-sectional image of the coating (Fig. 4.5b), there are almost no noticeable vertical cracks in the coating, and no crack or gap is formed at the interface between the coating and the substrate as well. In the magnified cross-sectional image (Fig. 4.5b'), the coating still contains a large number of micropores and nanopores. However, in this case, many micropores are empty without a nanoparticle filling. This observation is in good agreement with the surface morphology of the coating (Fig. 4.5a'), where fewer nanoparticles exist in the coating. In addition, the coating, in this case, has a lower porosity (14.46 ± 1.74%) than that (20.75 ± 2.23%) of the coating prepared in the argon, as shown in Fig. 4.6. This should be mainly attributed to the more melted splat on the coating prepared in the air. In contrast, for the coating prepared in the air, there are a number of empty micropores existing in the coating. These micropores provide a favourable medium for the release of quenching stress. Consequently, no obvious vertical cracks are formed in that case.

Microstructures of the coatings

In addition, the lower coating thickness may also suppress the formation of the vertical crack to some degree [5]. 

Phase composition of the coatings

Mechanical properties of the coatings

The mechanical properties of the coatings prepared in two atmospheres are shown in Fig. 4.8. Both coatings displayed a smooth load-displacement curve of indentation.

The hardness and elastic modulus of the coatings prepared in the argon and in the air are 10.44 ±1.36 GPa / 146.34 ± 10.23 GPa, 9.35 ± 1.12 GPa / 142.56 ± 13.34 GPa, respectively. This indicates a small difference in the mechanical properties of the coatings prepared in the two atmospheres. Nevertheless, the hardness and elastic modulus of the former appears to be a little higher than that of the latter. The hardness and the elastic modulus of the coating strongly depend on the coating porosity. Generally speaking, the lower the porosity, the higher the hardness or elastic modulus. However, this conclusion seems to be inconsistent with the results of these two coatings. In this study, the porosity of the coating prepare in the air is actually lower than that of the coating prepared in the argon, but the former has lower hardness and elastic modulus than the latter. As mentioned above, the micropores in the coating prepared in the argon are fully filled by the nanoparticles, while those in the coating prepared in the air are mostly empty. It is believed that in comparison with the empty pores, the filled pores can somehow increase the hardness and the elastic modulus of the coating. 

Characteristics of the plasma jets

The plasma jets in the two atmospheres are diagnosed by Optical Emission by Spectroscopy (OES), as shown in Fig. 4.9. To simplify the analysis process, 35 ml/min of ethanol in place of the same flow of suspension were injected into the plasma jet. It can be seen that in the argon atmosphere, a strong spectral signal of gaseous carbon molecules C2 is detected in the plasma jet. However, in the air atmosphere, no obvious signal of C2 is detected. This result indicates that the chemical composition in the plasma jet changes as the environmental atmosphere varies. When ethanol is injected into the plasma jet, some complex chemical reactions may take place as shown As seen in Eq. ( 1), ethanol will undergo a pyrolysis reaction in an oxygen-free environment. At the same time, a number of carbons (carbon black) may be generated as a by-product of the reaction. This can explain why a significant spectral signal of gaseous carbon molecules C2 is detected from the plasma jet in the argon (oxygen-free)

atmosphere. Due to the existence of carbon, the resulting coating appears in black colour (another possible reason is the oxygen deficiency in ZrO2, which has been commonly reported in the YSZ coatings prepared by LPPS [6,7] ). As the oxygen content in the environment rises, the produced carbon is gradually decreased. When the oxygen content is sufficient, a complete combustion reaction can take place, as shown in Eq.

(5)

Hypothesis of the ethanol-based suspension evolution in two atmospheres

As mentioned before, there is a big difference in the morphology of the coatings prepared in different atmospheres. A huge number of nanoparticles are formed in the coating prepared in the argon, while only a few nanoparticles are formed in the coating prepared in the air. Even so, both coatings show similar mechanical properties and XRD patterns. These results indicate that most of the nanoparticles should be sufficiently When the suspension is injected into the plasma jet, it will successively undergo four major evolution stages: suspension atomisation, particle agglomeration, particle fragmentation or sintering and impact of final deposit. In the air atmosphere, once the atomised droplet vaporises, the exposed nanopowders tend to form agglomerates due to the high surface energy of the nanopowders [8]. The factors affecting nanopowder agglomeration mainly include [9]: 1. Van der Waals forces. 2. Moisture (hydrogen bonds). 3. Capillary forces. 4. Adsorbed foreign species. 5. Particle pre-sintering (during particle syntheses). Due to the high-velocity plasma jet under low pressure, these agglomerates can be further fragmented into smaller particles. However, in most cases, the merging of the agglomerates can suppress their further fragmentation and form molten particles at last. The molten particles have high momentum; thus, the resulting coating has a relatively high density and adhesion.

However, in the argon atmosphere, on the one hand, the functional groups (such Chapter 4: Tailoring of the microstructure of the coating prepared by low-pressure suspension plasma spraying 96 as O-H) on the surface of the powder are largely eliminated, which can weaken the agglomeration of the powders to some degree. In fact, such a characteristic of the argon atmosphere has been widely used to prepare the nanopowder; on the other hand, due to the pyrolysis of ethanol, carbon is produced in the plasma jet. Carbon can avoid direct contact between the particles, which can further inhibit the agglomeration of the powders [10,11]. As a result, the final deposits in the argon atmosphere are mostly nanoparticles that have the same size as the powder. These nanoparticles have low momentum, so the resulting coating has a relatively low density and adhesion. Besides, the carbon may adhere to the substrate surface, which causes the spallation of the coating at last.

It should be pointed out that the real evolution process of suspension is much more complicated than what is shown in the schematic diagram. For instance, the agglomeration and fragmentation of the particles can take place simultaneously or alternately;

additionally, since the particles in the plasma centre and plasma fringe are heated to different degrees, both evolution modes displayed in the schematic diagram can exist simultaneously as well.

Effect of the oxygen content on the microstructure of the coating 4.3.1 Injection of oxygen into the plasma jet

According to Eq. ( 1)-( 5) in section 4.2, it is known that as the oxygen content increases, the combustion of ethanol goes more adequately, accompanied by the transformation from an endothermic reaction to an exothermic reaction. According to this conclusion, more heat will be released into the plasma jet as the oxygen content in the environment rises. After converting the reaction heat of reaction (1) and reaction (5) to the power of the torch, it is found that in comparison to reaction (1), reaction ( 5) is equivalent to increasing the power of the torch by ~10 kW. According to this calculation, Chapter 4: Tailoring of the microstructure of the coating prepared by low-pressure suspension plasma spraying 97 it should be possible to tailor the coating structure by varying the oxygen content in the environment during the spraying process. In order to vary the oxygen content in the LPSPS, a homemade gas injector is assembled in front of the torch to inject oxygen in the plasma jet, as seen in Fig. 4.11. The oxygen flow is controlled at 15 L/min in order to minimise the turbulence of the oxygen to the plasma jet. According to Eq. ( 5), for 15L/min of O2, the ethanol flow for complete combustion is calculated at 13.03 mL/min (in the stoichiometric condition), which will release the most heat into the plasma jet. However, limited by experimental conditions, an excessively low flow will cause an unstable injection of ethanol. At the same time, the lowflow suspension also easily blocks the suspension injector nozzle. Considering that there is still a certain amount of oxygen remaining in the tank (200 mbar air), the suspension flow is controlled at 20 mL/min. In that case, the ethanol is roughly considered to be completely combusted.

Preparation conditions of the coatings

In order to study the effect of the oxygen content on the coating microstructure, two experiments are designed. One is an experiment without oxygen injected, and the other is an experiment with oxygen injected. The detailed experimental parameters are shown in Table 4.2. 1)- (5). It is commonly accepted that a higher enthalpy plasma jet helps to improve the density of the coating. That is why the coating density is significantly improved when oxygen is injected. 

Microstructures of the coatings

Preparation conditions of the coatings

The detailed spraying parameters are shown in Table 4.3. In this section, three spraying distances of 100 mm, 120 mm and 140 mm are set to investigate the effect of the spraying distance on the coating microstructure. Among the three spraying distances, 100 mm is the shortest spraying distance that the substrate can withstand. In terms of suspension plasma spraying, both particle temperature and particle velocity are greatly decreased with the distance increasing in the plasma jet, which results in the decrease of the coating density. In particular, an excessively long spraying distance will cause the resolidification of the melted in-flight particles [12]. These resolidified particles are not easily deformed when impacting the substrate (Fig. 4.17c'), which greatly lowers the interparticle adhesion, causing the internal detachment of the coating. With a high solid content (25 wt%), the coating exhibits a similar surface morphology to the coating with 15 wt% of solid content. However, the size of the particle in the coating appears to be larger than that of the latter. In addition, the coating, in this case, shows a vertical crack-segmented structure, which is similar to the coating prepared in the argon, but the roughness of the coating, in this case, is much higher (Fig. It should be noted that there is no linear correlation between the porosity and solid content. As shown in Fig. 4.20, the porosity of the coating is first largely decreased and then slightly increased. In general, a high solid content helps to improve the density of the coating. This conclusion has been demonstrated by many reports on the SPS coating [1,13]. Due to a high suspension viscosity [14,15], the suspension with the higher solid content tends to form larger droplets during the atomisation process. These larger droplets will subsequently turn into larger agglomerates with larger dynamic inertia and thermal inertia, therefore easily forming a denser coating. This rule is verified between the case of 5 wt% of solid content and the case of 15 wt% of solid content. However, excessively large agglomerates may enhance the shadow effect of the coating deposition, which causes more large pores in the coating (Fig. 4.19c''). For that reason, the porosity of coating with 25 wt% of solid content is a little higher than that of the coating with 15 wt% of solid content, and the pore size of the former is larger than that of the latter as well. 

4.2b versus

Summary of structural characteristics of the LPSPS coatings

According to the results in this chapter, it is apparent that the microstructure of the LPSPS coating can be greatly tailored by varying the spraying conditions. Among these spraying conditions, the environmental atmosphere plays the most curtail role. In the argon, due to the carbon produced by the pyrolysis of ethanol, a huge number of nanoparticles are formed in the coating. In that case, the coating exhibits a low surface roughness, relatively low density and very poor adhesion. In contrast, in the air, the nanoparticles in the coating are largely removed. In that case, the coating exhibits an increased surface roughness, higher density and improved adhesion. It is not suitable for the LPSPS coating to prepare in the argon. The LPSPS coating is preferably prepared in the air

In addition to the environmental atmosphere, oxygen content in the environment is another important factor greatly influencing the structure of the coating. By injecting oxygen into the plasma jet, the enthalpy of the plasma jet can be significantly increased.

As a result, a high-density coating can be prepared by LPSPS. Such a structure is expected to be applied in wear-resistant coatings and SOFC electrolytes.

In addition to high-density coating, a porous vertical crack structure can also be achieved by using LPSPS (Fig. 4.19c'), which shows the potential of LPSPS in the preparation of TBCs. Thanks to the higher particle velocity and smaller particle size in LPSPS, the coarse pores are significantly removed, and more micropores are formed in the LPSPS coating, which is expected to greatly lower the thermal conductivity of the coating. Besides, the vertical crack structure can provide the coating with high thermal strain tolerance. Moreover, the surface roughness of the LPSPS coating is much smaller than the SPS coating, which is expected to provide a better corrosion/erosion resistance for TBCs because such structures can reduce the accumulation of corrosive media like CMAS, at the same time slow their penetration into the coating.

Conclusion

In this chapter, the microstructure of the LPSPS coating is tailored by varying the spraying conditions. The main conclusions drawn from this chapter are summarised below:

1. The coating prepared in the argon exhibits a low surface roughness (Ra=2.28 μm), whereas the coating prepared in the air exhibits a much higher surface roughness (Ra=8.35 μm). The latter shows a denser microstructure than the former.

2. In the argon atmosphere, carbons are produced in the plasma jet due to ethanol pyrolysis, which causes a large number of nanoparticles in the coating, at the same time, greatly lowers the adhesion of the coating. The argon atmosphere is not suitable for the preparation of LPSPS coating. However, in the air atmosphere, no carbon is produced in the plasma jet due to ethanol combustion. Nanoparticles are largely removed. As a result, the density and adhesion of the coating are significantly improved.

3. The combustion of ethanol can greatly influence the enthalpy of the plasma jet in LPSPS. A high-density coating can be prepared with a high-enthalpy plasma jet, which can be achieved by injecting oxygen into the plasma jet during the spraying process.

4. The density of the coating is significantly decreased as the spray distance increases, while it is increased first and then decreased as the suspension solid content increases. By adjusting the spraying processes, a vertical crack-segmented structure can be tailored.

5. The coating prepared with water solvent has stronger interparticle adhesion than that prepared with ethanol solvent. However, the density of the coating is not significantly improved in that case. In addition, when water is used as the solvent, the torch nozzle is severely clogged by the suspension during the spraying process, producing a large number of suspension spatters on the coating surface. 

Introduction

According to the preliminary research results of this thesis, LPSPS has a foreseeable potential in the preparation of TBCs and high-density coating (wear-resistant coatings, SOFC electrolytes, etc.). Unfortunately, due to the severe erosion of the anode, the bi-cathode plasma torch used in this thesis no longer has the ability to prepare a very thick coating (It requires a longer spraying time); thus, the application of LPSPS in TBCs will not be studied in this thesis. Instead, this chapter will focus on the application of the LPSPS in the electrolyte of solid oxide fuel cells (SOFC).

In this chapter, 8mol% YSZ (YSZ) electrolyte and La9SrSi6O26.5 (LSSO) electrolyte will be prepared by LPSPS. These two electrolytes are used in high-temperature SOFC and intermediate-temperature SOFC, respectively. The preparation processes of the electrolytes are based on those developed in the previous chapters. The microstructure, crystallinity and gas permeability of both electrolytes are investigated to preliminarily examine the application of LPSPS in SOFC.

Preparation conditions of the electrolytes

The experimental parameters are displayed in table 5.1. For comparison, a YSZ electrolyte coating is also prepared by SPS. In this study, in order to reduce the erosion of the torch, the torch current is decreased from 680 A to 580 A. At the same time, the effect of plasma gas composition on the coating microstructure is investigated as well.

Chapter 5: Application of low-pressure suspension plasma spraying in solid oxide fuel cell 120 Table 5.1 Preparation parameters of the electrolytes to the gas-tightness of the electrolyte. In conclusion, such a porous structure of the SPS-YSZ electrolyte is not appropriate as the electrolyte of SOFC. Nevertheless, it is likely to be appropriate for the electrode layers of SOFC because the porous structure provides a higher surface for the catalytic reaction in the electrodes. helium was added to the plasma jet for electrolyte preparation. It can be observed that the electrolyte shows a similar surface morphology to the LPSPS-YSZ electrolyte (Fig.

Microstructures of the electrolytes

5.3a

). However, more melted splats are formed in the coating, and the nanoparticles are remarkedly reduced (Fig. 5.3a'). As a result, the LPSPS-He-YSZ electrolyte shows a higher density than the LPSPS-YSZ electrolyte. In terms of plasma sprayings, hydrogen and helium are two of the main plasma gases used to enhance the enthalpy of the plasma jet. Generally speaking, the plasma jet with helium is more concentrated and also has a higher enthalpy in comparison to hydrogen [1,2], due to the higher viscosity and thermal conductivity of helium. Therefore, when helium is used as the plasma gas, the resulting coating typically exhibits a high density. However, considering the high cost of Chapter 5: Application of low-pressure suspension plasma spraying in solid oxide fuel cell 123 helium, most plasma sprayings use hydrogen as the plasma gas. Helium is mainly used in LPPS in order to compensate for the limited torch power [3,4]. From this point of view, helium can also be used in LPSPS to improve the density of the coating; however, a potential disadvantage of helium to the behaviour of the suspension should be considered. Since helium has a high viscosity, it may produce a stronger drag force on the suspension droplets. As a result, the suspension is more easily fragmented into small droplets, which is detrimental to the density of the resulting coating, as mentioned before. This may also explain the existence of the nanoparticles on the LPSPS-He-YSZ electrolyte (Fig. 5.3a'). only a few nanopores can be observed in the coating. Moreover, these nanopores appear to be unconnected with each other. The closed pores can prevent the penetration of gas, thus greatly improving the gas tightness of the electrolyte. The LPSPS-He-LSSO electrolyte exhibits a much denser microstructure than the LPSPS-He-YSZ electrolyte under the same spraying conditions. This can be explained in two aspects. First, the lanthanum silicate powder has a lower melting point than zirconia powder. Second, the size of the former is larger than the latter (~500 nm versus ~150 nm), as shown in Fig. whereas the LPSPS-He-LSSO electrolyte exhibits a lower crystallinity than that of the feed powder. It reflects the lower thermal stability of lanthanum silicate compared to YSZ. Nevertheless, no apparent amorphous hump peak was observed in the XRD pattern of the LSSO electrolyte. Considering that the LSSO powder is prepared by hightemperature solid-phase sintering, the crystallinity of the feed powder is inherently very high. Hence, the LSSO electrolyte still exhibits a relatively high crystallinity. Generally speaking, the lanthanum silicate coating easily forms an amorphous phase when prepared by thermal sprayings [5][6][7]. The amorphous phase will seriously decrease the ionic conductivity of the electrolyte [8]; therefore, most thermal sprayed lanthanum silicate coatings require a post-heat treatment to eliminate the amorphous phase. The amorphous phase mainly results from the rapid quenching of the melted particle on the substrate. In the case of LPSPS, due to the low heat transfer in the low-pressure environment, the substrate remains at a high temperature during the spraying process. In addition, after spraying is completed, the cooling of the coating in the low-pressure environment is much slower than in the atmospheric environment. Both of the above factors can restrain the formation of the amorphous phase. This result reflects the unique advantage of LPSPS in the preparation of lanthanum silicate electrolytes. 

Roughness of the electrolytes

The surface roughness of the electrolytes is shown in Fig. 5.6. The SPS-YSZ electrolyte exhibits a much higher roughness than that prepared by LPSPS. The use of He appears to slightly decrease the surface roughness, which could be attributed to the higher velocity of the particle with the addition of He. In addition, the LSSO electrolyte shows a higher roughness compared to the YSZ electrolytes. This may be due to the lower specific mass of LSSO powder. In that case, the deposited particle has a lower 𝑆 𝑡 . In that case, it is easier for the coating to form the cauliflower morphologies (Fig.

5.4a

). However, since these deposited particles have a relatively low melting point, the electrolyte still exhibits a rather low porosity even though it possesses a cauliflower surface morphology like the SPS-YSZ electrolyte (Fig. 5.1a). As seen in Fig. 5.7, the LPSPS electrolytes show a low deposition rate. The coating is deposited at a thickness of only 1-2 μm per spraying pass. Although this value is much lower than that (20-30 μm) of conventional plasma spraying, it is still much higher than that of PVD and CVD. The low deposition rate of the LPSPS coating is beneficial for the accurate control of the coating thickness, which is advantageous for the preparation of thin SOFC electrolytes. In addition, by comparing the deposition rate of electrolytes, the deposition rate of the coating is slightly increased after the addition of helium.

Moreover, the deposition rate of the LSSO electrolyte is higher than that of the YSZ This result is in good agreement with the density of both electrolytes. It has been widely 5.2 shows a summary of the gas permeability of plasma-sprayed electrolytes in the literature. Overall, the gas permeability of the LPSPS electrolytes in this thesis is higher than that of the LPPS electrolyte but lower than that of the APS electrolytes.

However, it should be noted that the thickness of the LPSPS electrolyte in this thesis is only 30-50 μm,while the thickness of the APS electrolytes or the LPPS electrolyte is more than 100 μm or even up to 900 μm. Generally speaking, a high thickness helps to decrease the gas permeability of the electrolyte. However, it will also increase the ionic resistance of the electrolyte. Given the low thickness and the low gas permeability of the LPSPS electrolytes, the LPSPS shows a great advantage in the SOFC electrolyte compared to other plasma spraying processes.

According to Darcy's law, gas permeability uniquely depends on the internal geometry of the material. In the micropore and nanopore, the free movement range of gas molecules is largely limited. The collision between the molecules and the pore wall is enhanced, while the collisions between gas molecules are weakened [12,13]. Therefore, the real gas viscosity in the pores is decreased, which somehow decreases the permeability. In other words, the fine internal structure of the LPSPS coating is beneficial for the reduction of gas permeability, which reflects the potential value of LPSPS in the Table 5.2 Summary of the gas permeability of plasma-sprayed electrolytes in the literature

Conclusion

Based on the processes developed in the previous chapters, in this chapter, YSZ electrolyte and the lanthanum silicate electrolyte are prepared by LPSPS. The main conclusions are listed below:

1. The electrolyte prepared by SPS exhibits a porous structure. Such a structure is detrimental to the air tightness of the electrolyte.

2. The electrolyte prepared by LPSPS exhibit a uniform structure, and their density is significantly improved in comparison to that prepared by SPS.

3. The addition of helium can significantly increase the density of the electrolyte.

4. The crystallinity of the lanthanum silicate electrolyte is reduced compared to that of feedstock powder, but no obvious amorphous phase is formed in that case.

5. The density of the lanthanum silicate electrolyte is higher than that of the YSZ electrolyte, and the gas permeability of the former is also lower than that of the latter. Chapter 5: Application of low-pressure suspension plasma spraying in solid oxide fuel cell 130 6. Both LPSPS electrolytes have a low gas permeability even in a low thickness (30~50 μm), which indicates the advantage of LPSPS in the preparation of SOFC electrolytes.

and argon atmosphere inhibit the agglomeration of the nanoparticles. As a result, a large number of nanoparticles with the same size as the feed powder are formed in the coating.

These nanoparticles decrease the density and adhesion of the coating. Meanwhile, the carbon at the interface between the substrate and coating somehow causes the spallation of the coating at last. However, in the air atmosphere, carbon is largely removed due to ethanol combustion. Hence, only a few nanoparticles are formed in the coating; moreover, the density and adhesion of the coating are greatly improved. The oxygen content in the environment can greatly influence the microstructure of the coating since it can influence the enthalpy of the plasma jet through the combustion reaction of ethanol. A high-density YSZ coating can be prepared by injecting oxygen into the plasma jet during the preparation process. The density of the coating is significantly decreased as the spray distance increases, while it is increased first and then decreased as the solid concentration increases. The interparticle adhesion in the coating prepared with water solvent appears to be stronger than that prepared with ethanol solvent. However, the density of the coating is not significantly improved in that case. Besides, when water is used as the solvent, the torch nozzle is severely clogged by the suspension during the spraying process, producing a large number of suspension spatters on the coating surface. In this chapter, after the adjusting of various parameters, a high-density structure and a vertical crack-segmented structure are successfully tailored.

In the last part of the thesis, based on the processes developed in the previous chapters, YSZ electrolyte and the lanthanum silicate electrolyte are prepared by LPSPS in order to examine LPSPS in the application of SOFC. The first results showed that both electrolytes prepared by LPSPS exhibit a uniform structure as well as much higher density than the YSZ electrolyte prepared by SPS. The density of the lanthanum silicate electrolyte is higher than that of the YSZ electrolyte, and the gas permeability of the former is also lower than that of the latter. The crystallinity of the lanthanum silicate electrolyte is reduced compared to that of feedstock powder, but no obvious amorphous phase is formed in that case. Overall, both LPSPS electrolytes have a low gas permeability even in a low thickness (30~50 μm), which indicates the advantage of LPSPS in the preparation of SOFC electrolytes.

Perspectives

For the further development of LPSPS, there is still a lot of work that needs to be improved and studied.

1. The LPSPS system should be further modified. For instance, the geometry of the torch nozzle should be modified to make the plasma jet more concentrated under low pressure as well as to prevent the water-based suspension from sticking inside the nozzle. Besides, a torch with a higher power is required for the research of LPSPS in the future.

2. The feeding system also should be modified. The peristaltic pump used in this thesis caused unstable injection of the suspension in the case of low flow. A pneumatic pump should be a better choice for a stable injection of the suspension.

3. According to the study of the thesis, nanoparticles decrease the density and adhesion of the coating due to their low momentum. The powder used in LPSPS can be larger (1-2 μm), which should be essayed in further works.

4. In chapter 4, a vertical crack-structured coating was tailored (Fig. 4.19c'). It contains a large number of micropores rather than coarse pores, which can help to decrease the thermal conductivity of the coating. In addition, the vertical crack structure typically has better corrosion and erosion resistance (depending on the width of the vertical crack) than that of the columnar structure, which can be used as a top layer in the multilayer TBC to improve the durability of the TBCs. These characteristics imply the potential value of LPSPS in TBCs, which is necessary to be further verified and investigated.

5. According to the results in this thesis, it is possible to prepare various coating microstructures by using LPSPS. This technology provides an ideal platform for the development of coatings for different applications. At the same time, it also has potential in the one-step preparation of the gradient coatings. For example, it can achieve the porosity gradient simply by controlling the injection of oxygen in the plasma jet during the preparation process.
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 1516 Fig. 1.5 Schematic of two injection types in SPS[17] 
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 1 Fig. 1.10 Typical microstructure of TiO2 photocatalytic coating prepared by SPS (a)

Fig. 1 .Fig. 1 .
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 1 Fig. 1.14 Schematic of the formation of the columnar structure of SPS coatings[START_REF] Ganvir | Experimental visualization of microstructure evolution during suspension plasma spraying of thermal barrier coatings[END_REF] 
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 1 Background PVD (Electron Beam Physical Vapour Deposition). They summarised the microstructural features of the coating prepared by these three methods, as shown in Fig. 1.15.
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 1 Fig.1.17 Northwest Mettech Axial Ⅲ plasma torch[START_REF] Heberlein | thermal spray fundamental[END_REF] 

Fig. 1 .Fig. 1 .

 11 Fig. 1.18 Microstructure of the Al2O3 coating prepared by Axial Ⅲ torch: (a) surface morphology, (b) cross-sectional morphology [53] (Preparation conditions: torch power:122 kw, plasma gas flow: 220 slpm (Ar/N2/H2 ), Al2O3 powder: D50=~2 μm)
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 1 Fig. 1.20 Schematic of LPPS In comparison to APS, LPPS exhibits many different characteristics. First, the plasma jet in LPPS is more expanded. Fig. 1.21 shows the shape of the plasma jets under different pressures. It can be seen that the plasma jet becomes wider and longeras the pressure decreases. This phenomenon is because the thin atmosphere under low pressure has less heat conductivity and gas resistance to the plasma jet.
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 1 Fig. 1.21 Images of the plasma jets under different pressures: (a) 95 kPa (950 mbar / APS), (b) 5 kPa (50 mbar / LPPS), and (c) 0.1 kPa (1 mbar / LPPS)[START_REF] Von Niessen | Plasma Spray-PVD: A New Thermal Spray Process to Deposit Out of the Vapor Phase[END_REF] 
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 1 Fig. 1.22 Dense structured coatings prepared by LPPS: (a) titania coating, (b) aluminacoating, (c) a magnified detail of a magnesia alumina spinel coating[START_REF] Hospach | Characteristics of Ceramic Coatings Made by Thin Film Low Pressure Plasma Spraying (LPPS-TF)[END_REF] 
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 69 : (a)(a') surface image, (b)(b') cross-sectional image (Preparation conditions: torch: bi-cathode torch, power: 61 kw, pressure: 6 mbar, powder: 3 mol% YSZ (D50=0.1 μm), plasma gas: Ar/He/H2: 60 slpm/100 slpm/10 slpm, spraying distance: 350 mm) Chapter 1: Background

Fig. 1 .

 1 Fig.1.31 shows the schematic of SOFC when hydrogen is used as a fuel. A typical SOFC mainly consists of an anode, a cathode and an electrolyte. Hydrogen enters into the anode layer, in which it undergoes a catalytic dissociation to generates hydrogen ions (H + ). Meanwhile, oxygen enters the cathode undergoes a catalytic dissociation to generate oxygen ions (O 2-). O 2-pass through the electrolyte layer driven by the gradient of the chemical potential or concentration of ions, and react with the hydrogen ions (H + )
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 1 Fig. 1.31 Schematic of solid oxide fuel cell (SOFC) [70]
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 1 Fig. 1.32 Support structures for SOFC
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 21323 Fig. 2.1 Schematic of LPSPS system

Fig. 2 . 4

 24 Fig. 2.4 Sedimentation test of the suspension

  Fig. 2.5 Schematic of the deposition process of the electrolyte
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 26 Fig. 2.6 Measurement of coating porosity through image analysis
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 2728 Fig. 2.7 Schematic of the load-displacement curve of the nanoindentation test
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 29 Fig. 2.9 Jobin-Yvon Triax 190 optical emission spectrometer.
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 23 Fig. 2.10 Schematic of the gas permeability measurement of the electrolyte
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 316432 Fig. 3.1 Shapes of the plasma jets under different environmental pressures with the suspension injected
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 33 Fig. 3.3 Morphologies of SPS YSZ coating prepared under 3 mbar: (a) surface image, (b)(c) cross-sectional image

Fig. 3 . 4

 34 Fig. 3.4 Surface morphologies of SPS YSZ coatings under different environmental pressures: (a)(a') 980mbar, (b)(b') 600 mbar, (c)(c') 400 mbar, (d)(d') 200 mbar

Fig. 3 . 5

 35 Fig. 3.5 Magnified surface morphology of SPS YSZ coating under 400 mbar

Fig. 3 .

 3 Fig. 3.6 shows the cross-section morphologies of the coatings under different pressures. All of the coatings show a high thickness, ranging from 400 μm to 600 μm. It is worth noting that decreased pressure should technically lead to a decrease in deposition efficiency of the coating. A typical example can be verified between APS coating and

Fig. 3 . 6

 36 Fig. 3.6 Cross-section morphologies of SPS YSZ coatings under different environmental pressures: (a)(a')(a'') 980 mbar, (b)(b')(b'') 600 mbar, (c)(c')(c'') 400 mbar, (d)(d')(d'') 200 mbar
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 3 Fig. 3.7 Width of the vertical crack in SPS YSZ coatings as a function of the pressure
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 39373 Fig. 3.9 Surface roughness of SPS YSZ coatings under different environmental pressures
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 3 Fig. 3.10 XRD patterns of SPS YSZ coatings under different environmental pressures

Fig. 3 .

 3 Fig. 3.11 shows the cross-sectional microstructures of the LPSPS coating (under

Fig. 3 .

 3 Fig. 3.11 Cross-sectional morphologies of the YSZ coatings along the radial direction of the plasma jet: (a) prepared by LPSPS, (b) prepared by SPS

Fig. 3 .

 3 Fig. 3.12 Schematic of the SPS coating deposition and LPSPS coating deposition

6 .Chapter 4 Chapter 4 :

 644 The segmented cracks in the LPSPS coating is consistently vertical to the surface of the substrate. However, the segmented cracks of the SPS coating are parallel to the direction of the in-flight particle trajectories. Tailoring of the microstructure of the coating prepared by lowpressure suspension plasma spraying Tailoring of the microstructure of the coating prepared by low-pressure suspension plasma spraying In this chapter, LPSPS is conducted under 200 mbar. The microstructure of LPSPS YSZ coatings is tailored by varying the main spraying conditions. These spraying conditions include environmental atmosphere (argon versus air), oxygen content in the environment, spray distance, suspension solid content, solvent type.

4. 2 structure of the coating 4 . 2 . 1

 2421 Effect of the environmental atmosphere on the micro-Preparation conditions of the coatingsTable4.1 displays the detailed experimental parameters of the coating prepared in two atmospheres (argon versus air). Both atmospheres were achieved by means of the following operations: for the argon atmosphere, the pressure in the tank was first pumped down to 1 mbar to remove as much oxygen as possible. Argon was subsequently filled into the tank until the pressure reached 200 mbar. For the air atmosphere, the pressure in the tank was directly pumped to 200 mbar, remaining 200 mbar air in the tank. The pressure in the tank was automatically adjusted by the gas valve during the spraying process.
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 44144344 Fig. 4.1 displays the surface features of the coatings prepared in two atmospheres.The coating prepared in the argon appears in black colour, whereas the coating prepared in the air appears in white colour. The surface roughness (Ra) of the coating prepared in the argon is only 2.38 ± 0.32 μm. However, when the preparation environment turns into the air, the roughness of the coating is dramatically increased to 8.38 ± 0.53 μm.

Fig. 4 .Fig. 4 . 6

 446 Fig. 4.5 SEM images of LPSPS YSZ coating prepared in the air: (a)(a') surface morphologies, (b)(b') cross-sectional morphologies

Fig. 4 . 4 :

 44 Fig.4.7 shows the phase composition of the feed powder and the coatings. Both coatings possess the same phase composition as the feed powder. They all mainly consist of t'-ZrO2, and there is no significant difference in the diffraction patterns in both coatings. According to the intensity of the diffraction peaks, it can be seen that both coatings show a much high crystallinity than the powder, indicating that the powders are adequately heated by the plasma jet during the spraying process. It should be noted that different from the coating in chapter 3, no ZrO is detected in the coating prepared in the argon. It should be attributed to the much lower thickness in this case, which may affect the accuracy of XRD detection.
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 48 Fig. 4.8 Mechanical properties of LPSPS YSZ coatings prepared in two atmospheres: (a) load-displacement curves of nanoindentation, (b) hardness and elastic modulus

Fig. 4 .

 4 Fig. 4.9 OES patterns of the plasma jets with 35 mL/min of ethanol in two atmospheres: (a) in the argon, (b) in the air
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 44 Fig. 4.10 Evolution of ethanol-based suspension in LPSPS in two atmospheres

Fig. 4 .

 4 Fig. 4.11 The form of oxygen injection into the plasm jet

Fig. 4 .

 4 Fig.4.12 shows the microstructure of O-LPSPS YSZ coating (with oxygen injected) and LPSPS YSZ coating (without oxygen injected). It can be observed that the

Fig. 4 . 4 . 3 . 4 Fig. 4 . 4 . 3 . 5 Fig. 4 .

 443444354 Fig. 4.12 SEM images of O-LPSPS YSZ coating and LPSPS YSZ coating: (a)(a')(a'') O-LPSPS YSZ coating, (b)(b')(b'') LPSPS YSZ coating

Fig. 4 . 4 . 3 . 6

 4436 Fig. 4.15 Mechanical properties of O-LPSPS YSZ coating and LPSPS YSZ coating: (a) load-displacement of nanoindentation, (b) hardness and elastic modulus

Fig. 4 .

 4 Fig. 4.16 OES patterns of the plasma jets with and without oxygen injected

Chapter 4 :Table 4 . 3 4 . 4 . 2 Fig. 4 .Fig. 4 .Fig. 4 .

 443442444 Fig. 4.17 shows the microstructure of the coatings prepared at different spraying distances. As the spraying distance increases, an internal detachment gradually occurs in the coating, accompanied by a decrease in coating thickness (Fig. 4.17a-Fig. 4.17c).It indicates that the interparticle adhesion is weakened as the spraying distance increases. In the magnified cross-sectional image (Fig.4.17a'-Fig.4.17c'), it can be observed that the density of the coating is greatly decreased with the spray distance increasing. The coating porosity is increased from 14.46 ± 1.74% to 37.22 ± 4.84% as the spraying distance increase from 100 mm to 140 mm, as shown in Fig.4.18.
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 445451 Tailoring of the microstructure of the coating prepared by low-pressure suspension plasma spraying 105Effect of the suspension solid content on the microstruc-Preparation conditions of the coatingsIn this section, the suspensions with three solid contents (5 wt%, 15 wt%, 25 wt%) are prepared to investigate the effect of solid content on the coating microstructure. The detailed spraying parameters are shown in Table4.4.

Fig. 4 .Chapter 4 :

 44 Fig. 4.19 shows the microstructure of the coatings prepared with different solid contents. With a low solid content (5 wt%), a large number of nanoparticles are formed on the surface of the coating (Fig. 4.19a). The coating thickness is rather inhomogeneous, and the partial region of the substrate is even not completely covered by the coating (Fig. 4.19a'). Additionally, some large holes are also formed in the coating. The coating

Fig. 4 .

 4 Fig. 4.19 SEM images of LPSPS YSZ coating prepared with different suspension solid content;(a-a'') 5 wt%, (b-b'') 15 wt%, (c-c'') 25 wt%

Fig. 4 .Chapter 4 :

 44 19c'). The porosity of the coating is slightly increased to 17.36 ± 1.88%, and the pores are a little larger than that of 15 wt% of solid content. Such a Tailoring of the microstructure of the coating prepared by low-pressure suspension plasma spraying 107 microstructure of the coating may have a potential application value for TBCs.
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 4446461 Fig. 4.20 Porosity of LPSPS YSZ coating prepared with different suspension solid contents

Fig. 4 .Chapter 4 :Fig. 4 . 4 . 6 . 3 Fig. 4 .

 4444634 Fig. 4.21 shows the microstructure of the coatings. As seen from the surface image of the coatings (Fig. 4.21a and Fig. 4.21b), there is no significant difference in the surface morphology of both coatings. However, the particles of the water-based coating appear to be more tightly packed than those of the ethanol-based coating. Besides, no obvious vertical cracks are observed in the water-based coating, while some tiny cracks

Fig. 4 . 4 . 6 . 4

 4464 Fig. 4.23 XRD patterns of LPSPS YSZ coatings prepared with different suspension solvents

Fig. 4 .Fig. 4 .

 44 Fig. 4.24 Clogging of the torch nozzle by water-based suspension during the spraying process: (a) torch nozzle clogged by suspension, (b) surface morphology of the coating, (c) larger spatters on the coating surface
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 55 Application of low-pressure suspension plasma spraying in solid oxide fuel cellIn this chapter, YSZ electrolyte and lanthanum silicate electrolyte are deposited by the developed LPSPS processes in the previous chapters. The microstructure, crystallinity and gas permeability of both electrolytes are investigated.

Fig. 5 .

 5 Fig.5.1 shows the microstructures of the SPS-YSZ electrolyte. The surface of the coating shows a number of cauliflower morphologies in which large gaps and pores exist (Fig.5.1a' and Fig.5.1a'). In the cross-sectional image (Fig.5.1b), the thickness of the electrolyte shows poor uniformity. Moreover, severe spallation occurs in the anode layer. It should be noted that the pores are mostly dispersed in the column of the electrolyte (region 1 in Fig.5.1c). As mentioned before, due to a low Stokes number of the deposited particles under atmospheric pressure, the coating tends to form a columnar structure. Specifically, the column is mainly deposited by the small particles with low momentum, while the flat region is mainly deposited by large particles with high momentum. For that reason, the pores are unevenly dispersed in the coating. Due to the columnar structure, many gaps and pores are formed in the coating, which is detrimental

Fig. 5 .Fig. 5 .

 55 Fig. 5.1 SEM images of the SPS-YSZ electrolyte: (a)(a') surface morphology, (b)(c) cross-sectional morphology, (d) magnified image of region 1 in Fig. 5.1c, (e) magnified image of region 2 in Fig. 5.1c

Fig. 5 .

 5 Fig. 5.3 SEM images of the LPSPS-He-YSZ electrolyte: (a)(a') surface morphology, (b)(b') cross-sectional morphology

2. 3 .

 3 It will effectively eliminate the nanoparticles in the coating, thus decreasing the porosity of the coating.

Fig. 5 . 5 . 4 Chapter 5 :

 5545 Fig. 5.4 SEM images of the LPSPS-He-LSSO electrolyte: (a)(a') surface morphology, (b)(b') cross-sectional morphology

Fig. 5 .

 5 Fig. 5.5 XRD patterns of the feed powders and the electrolytes: (a) LPSPS-He-YSZ electrolyte and YSZ powder; (b) LPSPS-He-LSSO electrolyte and LSSO powder

Fig. 5 . 6 Fig. 5 .

 565 Fig. 5.6 Surface roughness of the electrolytes

Chapter 5 :

 5 Application of low-pressure suspension plasma spraying in solid oxide fuel cell 127

  electrolyte. The above phenomena are closely related to the melted particles in the coating. Generally speaking, the melted particles are easier to deposit on the substrate. The LPSPS-He-LSSO electrolyte contains more melted particles, as shown in Fig.5.4a', thereby increasing the deposition rate of the coating.

Fig. 5 . 7 Deposition rate of the electrolytes 5 . 7 Fig. 5 .

 57575 Fig. 5.7 Deposition rate of the electrolytes
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 5 Fig. 5.8 Gas permeability of the electrolytes
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Table 2 .

 2 1 Dispersant content of the suspensions

		8 wt% YSZ	8 wt% YSZ	8 mol% YSZ	La9SrSi6O26.5
		suspension	suspension	suspension	suspension
		(ethanol solvent)	(water solvent)	(ethanol solvent)	(ethanol solvent)
	Dispersant Content (wt%)	1.5	1.5	0.5	0.5
	Solid content of the suspension	5wt%, 15 wt%, 25 wt%	15 wt%	15 wt%	15 wt%
	2.2.3 Substrates			
	Inconel 738 in size of Ф 25mm × 5mm was used as the substrate of 8 wt% YSZ
	coating. Prior to the deposition of the coating, a NiCoCrAlYTa bond coating (120 μm
	thickness) was prepared by APS, the powder used was the commercial NiCoCrAlYTa

Table 2 . 2 Table 2 .

 222 

2 Spraying parameters of NiCoCrAlYTa bond coating Porous stainless steel in size of Ф 20 mm × 1 mm was used as metal support for

Table 2 .

 2 

	3 Spraying parameters of GDC anode coating
	Spraying parameters	
	Current(A)	500
	Voltage(V)	70
	Ar(L/min)	50
	H2(L/min)	5
	Carrier gas (L/min)	2
	Feeding rate (g/min)	20
	Spraying distance(mm)	100

  𝐴(ℎ𝑐) is the projected area of the indentation at the contact depth ℎ𝑐. 𝐸 𝑟 is the effective elastic modulus. 𝐸 𝑖 is the elastic modulus of the indenter material, 𝜈 is the Poisson's ratio of the tested material, 𝜈 𝑖 is the Poisson's ratio of indenter material, S is the unloading stiffness and 𝛽 is a constant determined by the geometry of the indenter. For general materials, 𝜈 is typically around 0.3, and for a diamond indenter, 𝐸 𝑖 is 1140 GPa and 𝜈 𝑖 is 0.07.

	𝐻 =	𝐹 𝑚𝑎𝑥 𝐴(ℎ𝑐)
	𝐸 𝑟 =	1 -𝜈 2 𝐸	+	2 1 -𝜈 𝑖 𝐸 𝑖
	𝑆 = 2𝛽𝐸 𝑟 √	𝐴(ℎ𝑐) 𝜋
	𝐹 𝑚𝑎𝑥 is the peak indentation load,			

Table 3

 3 

	.1 Experimental parameters of SPS YSZ coating under different environmental
	pressures

an argon atmosphere, so it uses an atmospheric atmosphere. Similarly, in the case of 980 mbar and 600 mbar, the suspension at a low flow rate (35 mL/min) cannot enter

Table 4 .

 4 1 Experimental parameters of LPSPS YSZ coatings prepared in two atmos-

		pheres	
	Spraying parameters	argon atmosphere	air atmosphere
	Environmental pressure (mbar)	200	200
	Current (A)	680 × 2	680 × 2
	Voltage (V)	54	54
	Ar (L/min)	80	80
	H2(L/min)	22	22
	Solvent type	ethanol	ethanol
	Solid content (wt%)	15	15
	Suspension flow (mL/min)	35	35
	Spraying distance (mm)	100	100
	Spraying time (min)	14	9.5

Table 4 .

 4 2 Experimental parameters of the LPSPS YSZ coating prepared with and without oxygen injected

Table 4

 4 

	.4 Experimental parameters of LPSPS YSZ coatings prepared with different
	suspension solid contents

2 Microstructure of the coatings

  

Table 4

 4 

	.5 Experimental parameters of LPSPS YSZ coatings prepared with different
	suspension solvents

2 Microstructure of the coatings
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Conclusions

To the best of the authors' knowledge, this thesis is the first systematic report on LPSPS, involving an integrated investigation from the development of this technology to its application. Its main contributions include: 1. the deposition mechanism of LPSPS is proposed for the first time; 2. some common defects of the previous LPSPS coatings, such as poor adhesion, low mechanical strength, are significantly improved in this thesis; 3. many structural characteristics, such as a vertical crack structure and a highdensity structure, are successively tailored; 4. the application of LPSPS in the SOFC electrolyte is preliminarily examined. The main conclusions of this thesis are shown as follow:

In the first part, the effect of environmental pressure on the microstructure of the YSZ coating prepared by suspension plasma spraying is investigated. The results show that as the pressure decreases from 980 mbar to 3 mbar, the surface roughness and the size of the particle in the coating gradually decrease, and the coating is transformed from a columnar structure to a vertical crack structure. The coarse pores in the coating gradually disappear under low pressure. In turn, more micropores are formed. These micropores are filled with nanoparticles, which somehow reduces the density of the coating. The suitable pressure for LPSPS cannot be too low; otherwise, the powders will be separated from the plasma jet, causing a large number of unmelted particles in the coating. The optimal pressure for LPSPS is 200mbar in this thesis.

In the second part, the LPSPS coating microstructures are tailored by varying the spraying conditions. These spraying conditions include environmental atmosphere (argon versus air), oxygen content in the environment, spray distance, suspension solid content, solvent type. The results show that the environment atmosphere plays the most critical role in the microstructure of the coating. In the argon atmosphere, a large amount of carbon is produced in the plasma jet due to ethanol pyrolysis. Both carbon

Abstract

Suspension plasma spraying (SPS) has attracted more and more attention in terms of the preparation of nanostructured / sub-microstructured ceramic coatings. However, conventional SPS techniques are conducted under atmospheric pressure, which inevitably causes some disadvantages. Recently, a novel suspension spraying technologylow-pressure suspension plasma spraying (LPSPS) -was proposed, in which the suspension spraying process is conducted under low environmental pressure. Benefit from the significant impact of low pressure on the coating deposition, LPSPS is expected to improve the disadvantage of SPS as well as to obtain distinct coating structures not achievable in conventional SPS coatings. Currently, the reported LPSPS coatings commonly have a much denser structure compared to the SPS coatings. However, their adhesion and mechanical strength are quite low. More importantly, the structural characteristics of the LPSPS coating are still not fully understood. Its practical applications, especially the application in the electrolyte of SOFC, have not been fully studied and verified as well.

In this thesis, the authors further developed and studied LPSPS on the basis of limited references. We first investigated the effect of environmental pressure on the microstructure of the yttria-stabilised zirconia (YSZ) coating prepared by suspension plasma spraying. The results revealed that as the pressure decreased, the coating was transformed from a column-like structure to a vertical crack structure; a dramatic decrease in surface roughness was also observed. The size of the particle in the coating was significantly decreased as the pressure decreased. More nanoparticles were formed in the coating prepared under lower pressure. The required pressure for LPSPS cannot be too low; otherwise, the powders would be separated from the plasma jet, dramatically decreasing the quality of the coating. The optimal pressure for LPSPS in this thesis was 200 mbar.

Next, the microstructures of the LPSPS YSZ coating were comprehensively Abstract 142 tailored by varying the spraying conditions. These spraying conditions included environmental atmosphere (argon versus air), oxygen content in the environment, spray distance, suspension solid content and solvent type. Out of them, the environment atmosphere played the most critical role in the microstructure of the coating. The argon atmosphere was not suitable for LPSPS. The evolution modes of suspension in different atmospheres (air versus argon) were proposed. Finally, a high-density YSZ coating and a vertical crack structured YSZ coating were successfully tailored by adjusting the preparation parameters.

In the last part of the thesis, we attempted to deposit YSZ electrolyte and lanthanum silicate electrolyte by using the developed LPSPS processes in order to examine the application of this technology in the solid oxides fuel cell (SOFC). The first results showed that the density of the lanthanum silicate electrolyte was higher than that of the YSZ electrolyte and that the gas permeability of the former was lower than that of the latter. Both electrolytes exhibited a low gas permeability in the order of magnitude of 10 -17 m 2, even in a rather low thickness (30~50 μm). Moreover, they all exhibited a high crystallinity, and no amorphous phase was formed in the lanthanum silicate electrolyte.

These results indicate that LPSPS has a huge potential in the preparation of the electrolyte of SOFC.

Keywords: nanostructured ceramic coating, low-pressure suspension plasma spraying, structural characteristics, spraying conditions, solid oxide fuel cell.