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Chapter 1 Introduction

Growing economies and the developing world in the 21 st century lead to high energy consumption. This became evident in the current scenario of the COVID-19, during the lockdown, when the trembling economies throughout the world were leading to a low energy consumption.

These high energy demands are and will be growing within the coming years. This is the reason a lot of research has been done in the last few decades to develop various energy generation technologies. Apart from generating, efficiently storing the energy is also a great challenge, and it demands the research and development of devices and technologies. Fuel cells, batteries, electrochemical supercapacitors, and dielectric capacitors are commercially available devices.

These devices can be differentiated and used in different applications based on their energy storage time. Batteries and fuel cell possess high energy density, but their charging and discharging takes longer time due to the slow movement of the ionic charge carriers.

Electrochemical supercapacitors and dielectric capacitors possess high power density and have an essential role in power electronics. Dielectric capacitors have attracted attention because of their extremely fast power density and charging rate. These high-density capacitors can have many applications including microprocessor decoupling capacitors, analog/filter capacitors, RF bypass capacitors, DRAM storage cell capacitors, and power electronic flying capacitors [START_REF] Hao | A review on the dielectric materials for high energy-storage application[END_REF]2,3].

These dielectric capacitors are the main building components of transistors and hence the processors and electronic devices.

The electronic industry has seen a tremendous growth in last 50 years. From the first programable computer "ENIAC" (1945) to the smallest programmable Michigon micromote M3

(2015), it was possible to reduce the size of the devices and improve the performance by many orders of magnitude. This all was possible because of the use of transistors in the electronic devices at the first place, and the following increase in their density in the integrated circuits. In 1978, Moore observed that in order to improve the performance of the electronic devices, the number of transistors placed on a single chip would be doubled every year [4,5]. Figure 1 represents the revolutionary law of Moore; it shows the prediction of the growth of the number of components on a chip with each year [START_REF] Heath | A tale of two laws[END_REF]. However, in 1995, Moore revised his predictions and expected that the number of transistors would be doubling every 2 to 3 years. This observation by Moore can be considered as a revolutionary law in electronics industries. Based on Moore's predictions, many different components were kept on a single circuit performing various functions and improving circuit performance, at the same time, the manufacturing cost of the device can be reduced. This miniaturization of devices primarily concerns MOSFET and other CMOS devices, with a small imprint on the chip while performing multiple functions.

Figure 1 Moore's original prediction until 1975 [5] In order to keep respect the voltage scaling, the reduction in the transistor size leads to the thinning of the dielectric layer, historically SiO2. SiO2 has a dielectric constant of 3.8 and was highly used as the dielectric layer on Si based integrated circuits because of its insulating properties, as well as the easy growth process on Si substrates. Problems arise as the SiO2 layer becomes too thin (<1.2 nm), as the quantum tunneling effect causes high dielectric losses and leakage currents through the SiO2 layer. Figure 2 shows a schematic representation of a field effect transistor and the black layer indicates the dielectric layer, and a TEM image of the SiO2 layer. The tunneling current through the dielectric layer created a need to replace SiO2 with a material having a higher dielectric constant than SiO2, so that a thick layer of the material can be used in FETs. Thus, we need to improve the capacitive density by using a material with high dielectric constant. These high-density dielectric capacitors will further promote the miniaturization, and the development of compact and lightweight electronic devices. This thesis is an effort to develop dielectric capacitors with high capacitance density. In order to improve the density of the capacitors, two possible ways were identified: (i) device shape engineering and (ii) dielectric material development. We have chosen the second one. We develop dielectric capacitors with different dielectric materials aiming at high dielectric constants, based on a controlled Maxwell Wagner effect. The following sections of this chapter will take you through the basics of capacitors and dielectric materials, highlighting the central concepts important for the understanding of the following experimental work.

Basics of dielectric capacitors

Figure 3 shows the typical example of a parallel plate capacitor consisting of two conducting plates separated by the dielectric material. The ability to store charges and energy by the capacitor is termed as the capacitance, which depends on the physical dimensions of the capacitor, but also on the characteristics of the dielectric. In case of the parallel plate capacitor as shown in Figure 3, the capacitance is inversely proportional to the separation distance between the plates and directly proportional to the area of the plates. It can be expressed as the following relation:

𝐶 = 𝑘𝐴𝜀 0 𝑡 (1)
where C represents the capacitance, k the dielectric permittivity of the material between the parallel plates, ε0 is the electric permittivity of vacuum with the value 8.854 x 10 -12 Fm -1 , A is the area of the plates and t is the separation distance between the plates. When an electric field E is applied to the capacitor, the charges in the dielectric material orient themselves according to the polarity of the electric field and a depolarization field is generated internally, opposing the applied electric field. A detailed explanation of the process is presented in next section (1.2).

In order to improve the capacitance density of a given capacitor, the following methods can be used:

(i) Changing the dimensions of the capacitor By an increase of the surface area (A) of the electrodes and by decreasing the separation distance between electrodes, the capacitance can be improved (equation ( 1)). In 1978, Bean proposed a method so that the area of the electrodes can be improved, without changing the external device dimensions, by etching ridges in the Si substrate [START_REF] Bean | Anisotropic etching of silicon[END_REF]. These ridges enlarge the internal capacitor area while keeping the Si substrate area of the capacitor constant [START_REF] Dorp | Dielectric layers suitable for high voltage integrated trench capacitors[END_REF]. Figure 4 shows the schematics of a more up-to-date 3D Si substrate with a dielectric layer coating the internal surface of the pores inside the Si substrate. The pores are afterwards filled with the top electrode material, giving electrical access to the dielectric in the pores. However, the drawback of this technology is the challenge to grow a homogeneous dielectric layer in the trenches. This challenge limits the use of deposition techniques and the dielectric material. Deposition of complex oxides is still hard to be achieved homogeneously in these trenches. Hence, only a few binary oxides can be grown for the moment in these trenches, using deposition techniques like Atomic Layer deposition (ALD) and thermal oxidation [START_REF] Dorp | Dielectric layers suitable for high voltage integrated trench capacitors[END_REF]. Similarly, we can increase the capacitance by decreasing the separation distance between the electrodes (equation ( 1)), i.e. the thickness of the dielectric. However, the minimum thickness of the dielectric layer is restricted by the requirement for high breakdown voltages, as for power devices apart from having high capacitance, the endurance under high voltage is a crucial factor [START_REF] Lombardo | Dielectric breakdown mechanisms in gate oxides[END_REF]. Also, the small thickness of the dielectric layer can create problems of tunneling currents.

This problem has been explored well in the case of SiO2 layer in gate oxide applications in the last decade [START_REF] Wolters | Tunneling in thin SiO2[END_REF][START_REF] Städele | Tunneling through ultrathin SiO2 gate oxides from microscopic models[END_REF].

Based on these demerits explained above, changing the dimensions of the capacitor is still a difficult solution to increase the capacitance density, although it is used now in micro-electronics industry in a certain extent.

(ii) Replacing the dielectric material with a high dielectric constant material A promising way to improve the capacitive density is by filling the separation between the plates with a material which has a high dielectric constant k. In this thesis, the development of new materials was carried out in order to have a high dielectric constant, combined with low losses.

Introduction to dielectrics

Dielectrics are electrically insulating materials. An ideal dielectric would possess an infinite electrical resistivity, but no real dielectric is a perfect insulator. According to band theory, we can classify dielectric materials (insulators) as a material having an energy band gap. For practical reasons, it is favorable to use materials with a band gap of at least about 4 eV. This large band gap in dielectrics reduces the possibility of the transfer of electrons from the valence band to the conduction band, and therefore the establishment of currents.

In general, metal oxides are considered as suitable dielectrics. Their bond character is primarily ionic, where the bonding electrons are strongly localized. The movement of these charges in dielectrics can be only possible at the cost of a high energy. An external electric field can only displace these charges to a small extent, unlike in metals and semiconductors. This small displacement can shift the center of gravity of the positive charges as compared to the negative charges, generating a polarization in the dielectric. However, when a sufficiently high electric field is applied to the dielectric material, the dielectric behaves like a conductor as the electrons can have sufficient energy to cross the energy gap and reach the conduction band. As no dielectric is perfect, there is always a conduction component associated to a storage of energy, called dielectric losses. Low dielectric losses are related to a low dissipation of energy, which is an important aspect to select the right dielectric material for capacitor applications.

Dielectric polarization

When a dielectric material is placed in an external electric field, the positive and negative charges are displaced from their equilibrium positions throughout the dielectric. This displacement causes the formation of dipoles with some dipole moment in the direction of the electric field. This dielectric polarization (P) can be defined as the total dipole moment per unit volume of the material and can be expressed as:

𝑃 = ∑𝑞 𝑛 𝑟 𝑛 (2)
where qn is the charge and rn its position vector. The displacement of charges within the material gives rise to a local electrical field opposing the applied electrical field, which is called depolarization field. The total polarization in a material can contain different contributions: electronic polarization, ionic polarization, interfacial/space charge polarization and dipolar polarization. These polarization mechanisms are dependent on the frequency of the applied electric field, and are explained in the following:

(i) Electronic polarization:

The displacement of the center of mass of the electron cloud with respect to the center of mass of the atomic nucleus gives rise to the electronic polarization in materials, as shown in Figure 5(a). The frequency of the applied electric field has an exceedingly small influence on the electronic polarization, and in the optical frequency range (10 10 -10 16 Hz), the entire polarization in any dielectric materials arise from the electronic contributions only (Figure 6). (ii) Ionic polarization

In ionic materials, the displacement of negative ions with respect to the positive ions under the electrical field gives rise to the ionic polarization (Figure 5(b)). The ionic polarization is dependent on the frequency of the applied field, and at high frequency, it has no contributions in total polarization of the material. This is due to the fact that ions are heavy, and they exert inertia upon the displacement force of the external field. Therefore, the effect is restricted to relatively low frequencies (Figure 6). or between two regions within a material, gives rise to the space charge or interfacial polarization. This kind of polarization has a particular interest in the device design, as the used materials in devices are mostly heterogeneous. This polarization affects free charges in the material and is most common in the case of amorphous and polycrystalline materials.

From the above discussion, it is clear that the dielectric polarization is directly related to the applied electric field. This relation can be expressed in terms of the dielectric susceptibility (ꭓ) of the material as:

𝑃 = 𝜀 0 𝜒 * 𝐸 (3)
where E is the macroscopic electric field. The macroscopic electric field in the matter is a vector sum of the applied field and the depolarization field generated in the material, and is directly proportional to the dielectric displacement (D) and the polarization (P) as:

𝐷 = 𝜀 0 𝐸 + 𝑃 (4) 
From equations ( 3) and (4) we can write

𝐷 = 𝜀 0 (1 + 𝜒 * )𝐸 (5) 
where complex dielectric permittivity 𝜀 * = 1 + 𝜒 * and the susceptibility of material are related, and we can rewrite Equation 5 as:

𝐷 = 𝜀 0 𝜀 * 𝐸 (6) 
The complex dielectric permittivity ε* of the material is a function of the time-dependent electric field and changes with its frequency or the temperature. For the characterization of dielectric materials, often the term dielectric constant (ratio of dielectric permittivity of material and the permittivity of free space) is used, as the dielectric constant is an intrinsic property of the material and depends on its structure and density. In this thesis, we have analyzed the dielectric constant of the deposited films and laminates, and we have studied the effect of various parameters on the dielectric constant in order to optimize its value.

The relaxation phenomena in dielectrics are related to fluctuations of dipoles in an electric field. The drift motion of mobile charge carriers (electrons, ions or charged defects) causes conductive contributions to the dielectric response. The frequency dependent microprocesses within a material under the application of a time-dependent electric field give rise to the changes in the dielectric displacements (equation 5). The applied time dependent electric field (𝐸 = 𝐸 0 ⅇ -ⅈ𝑤𝑡 ) gives rise to the complex dielectric constant:

𝜀 * = 𝜀 ′ -ⅈ𝜀 ′′ (7) 
where ε' represents the real part of dielectric permittivity, also called k in this thesis, related to charge storage and ε'' is the imaginary part of the permittivity related to the conduction of charge carriers in the dielectric or the energy dissipated through the dielectric. The dependence of the complex dielectric function on angular frequency (ω) and the temperature arises from different processes: microscopic fluctuations of dipoles, translational diffusion of mobile charges and the separation of charges at interfaces… We can express this complex dielectric constant as the sum of the high frequency dielectric constant (𝜀 ∞ ) related to the instantaneous polarization (𝑃 ∞ ) due to the electron displacement with respect to their nuclei, and a time dependent part of the dielectric constant related to the polarization caused by the orientation of dipoles in the electric field (E). Mathematically, we can represent the complex dielectric constant in terms of time dependent dielectric constant ε(t) as:

𝜀 * (𝜔) = 𝜀 ∞ -∫ ⅆ𝜀(𝑡) ⅆ(𝑡) ⅇ (-ⅈ𝜔𝑡) ⅆ𝑡 ∞ 0 (8) 
where ε(t) can be calculated as 𝜀(𝑡) = (𝑃(𝑡) -𝑃 ∞ ) ∕ 𝐸 0 𝜀 0 . The real and imaginary parts of the complex dielectric constant are related to each other by the Kramer-Kronig relations [START_REF] Kremer | Broadband dielectric spectroscopy[END_REF].

As the relaxation is the change of polarization with the time dependent applied electric field, in 1929, Debye explains the simplest scenario of dielectric relaxation by considering a single relaxation time (τD), implying that the rate of change in the polarization with time is proportional to its value. Based on these assumptions, Debye related the complex dielectric function with the relaxation time (τD) and the angular frequency (ω) of the applied electric field as:

𝜀 * (𝜔) = 𝜀 ∞ + ∆𝜀 1 + ⅈ𝜔𝜏 𝐷 (9)
where ∆𝜀 is the difference of the time dependent dielectric constant ε(t) and the instantaneous dielectric constant (𝜀 ∞ ). Based on Debye's model, we can extend the complex dielectric function to include multiple time constants that relate to different processes, which is usually the case for a practical system. For example, Figure 6 shows different dielectric relaxations related to the different mechanisms at their different characteristic frequencies.

In case of non -Debye relaxation behaviors, the measured dielectric curve does not follow equation [START_REF] Lombardo | Dielectric breakdown mechanisms in gate oxides[END_REF] and has an asymmetric shape with a broad loss peak. Various different model functions have been developed based on the Debye function, as for example the Cole/Cole function, Cole/Davidson function, Havriliak/Negami function. Details regarding these functions are out of scope of this thesis but can be studied from reference [START_REF] Kremer | Broadband dielectric spectroscopy[END_REF].

Dielectric conductivity

The time derivative of the dielectric displacement can be represented as a current density in the material, which can be expressed in terms of the time-dependent electric field and the complex conductivity of the material as 𝑗 = 𝜎 * 𝐸 = ⅆ𝐷 ⅆ𝑡 [START_REF] Wolters | Tunneling in thin SiO2[END_REF] where σ* is the complex conductivity of the material. From equation ( 6) we can get a relation between the complex conductivity σ* and the complex dielectric constant ε* under a timedependent electric field as

𝜎 * = ⅈ𝜔𝜀 0 𝜀 * (11)
The real part of the complex conductivity gives the insights of the charge movements in the dielectric material. The activation energy of these charges can be calculated by analyzing the dielectric constant of the material at different temperatures. These topics will be further developed in the experimental chapters dedicated to the analysis of the conduction behavior of the dielectric films and laminates used in my thesis.

The Maxwell-Wagner effect

An important objective of this thesis is to obtain and control the Maxwell-Wagner effect in the layered structures consisting of alternative layers of an insulator and a semiconductor. This effect has been observed in various systems in the literature i.e. Al2O3/TiO2 laminates [START_REF] Li | Maxwell-Wagner relaxations and their contributions to the high permittivity of calcium copper titanate ceramics[END_REF][START_REF] Liu | Dielectric properties and Maxwell-Wagner relaxation of compounds ACu3Ti 4O12[END_REF],

CCTO [START_REF] Li | Maxwell-Wagner relaxations and their contributions to the high permittivity of calcium copper titanate ceramics[END_REF], etc. and is known to enhance spectacularly the dielectric constant of the materials.

Here we present the basic understanding of the Maxwell-Wagner effect.

The Maxwell-Wagner effect is related to charge accumulation at the interface of two materials, as a result of the difference of charge carrier relaxation of these two materials.

Macroscopically, the ratio of the real parts of the dielectric constant (ε) and the conductivity (σ) describes the relaxation time 𝜏 = 𝜀 𝜎 . Charge accumulation is allowed at the interface between two materials with different relaxation times. When an electric field is applied to this heterogeneous system, the current flows across the interface with an accumulation of the charges, giving rise to an additional contribution to the polarization. This interfacial accumulation of charge is called the Maxwell-Wagner (MW) effect and the polarization induced by these accumulated charges is known as the Maxwell -Wagner polarization.

Figure 7 The interface between two materials A and B having different conductivities and dielectric constants, and its equivalent circuit

As any interfacial polarization as discussed in 1.2.1 -(iv), the MW effect is considered as a space charge polarization and occurs for a variety of heterogeneous systems including interfaces between grains and grain boundaries in polycrystalline systems [START_REF] Walke | Giant dielectric constant in TiO2/Al2O3 nanolaminates grown on doped silicon substrate by pulsed laser deposition[END_REF][START_REF] Li | Giant dielectric constant dominated by Maxwell-Wagner relaxation in Al2O3 / TiO2 nanolaminates synthesized by atomic layer deposition[END_REF], interfaces between the electrode and the dielectric material, and also domain boundaries [START_REF] Liu | Frequency-dependent decoupling of domain-wall motion and lattice strain in bismuth ferrite[END_REF] . Figure 7 shows a schematic representation of a heterogeneous system consisting of two different materials A and B with different electrical conductivities and dielectric constants. When this system is exposed to a time-variable electrical field, mobile charges are accumulated at the interface. This accumulation of charges changes the electrical properties (σ, ε) in the proximity of the interface.

The complex dielectric function of the layered structure, as shown in Figure 7, can be expressed by the Debye relaxation equation as explained in equation (9) as:

𝜀 * = 𝜀 ′ + ⅈ𝜀 ′′ = 𝜀 ∞ + 𝜀 𝑠 -𝜀 ∞ 1 + ⅈ𝜔𝜏 𝑚 (12) 
If we consider that material A has a volume fraction f and B a volume fraction (1-f) in the system, we can express 𝜀 ∞ (dielectric constant at high frequency) and 𝜀 𝑠 (dielectric constant at low frequency) as:

𝜀 𝑠 = 𝜀 𝐴 𝜀 𝐵 𝜀 𝐴 𝑓+𝜀 𝐵 (1-𝑓)
and 𝜀 ∞ =

𝜀 𝐴 𝑓 + 𝜀 𝐵 (1-𝑓)
Thus, the low frequency dielectric constant of a MW system is higher than the series capacitance of the two materials, which would be the weighted sum of the reciprocal dielectric constant of the individual materials (and therefore governed by the material with the lower dielectric constant). It is also larger than the dielectric constant of the solid solution, which is the high frequency limit of the MW dielectric constant. The MW effect leads therefore to an enhancement of the macroscopic dielectric constant, which we want to use to develop innovative high k materials for the use in integrated electronics.

Due to its character of a space charge polarization, the relaxation frequency of the effect, limiting the working frequency of the material, may be quite low (Figure 6). To estimate the relaxation frequency, the relaxation time for MW polarization (τMW) can be used:

𝜏 𝑀𝑊 = 𝜀 0 𝜀 𝐴 𝑓 + 𝜀 𝐵 (1 -𝑓) 𝜎 𝐴 𝑓 + 𝜎 𝐵 (1 -𝑓) (13) 
Equation [START_REF] Walke | Giant dielectric constant in TiO2/Al2O3 nanolaminates grown on doped silicon substrate by pulsed laser deposition[END_REF] shows that the relaxation time of the MW effect is inversely proportional to the conductivity of the materials, i.e. the lower the resistivity of the constituent materials, the higher is the working frequency. However, if the resistivities are low, losses and leakage currents may become important. Therefore, the conductivities and the dielectric constants of the constituent materials have to be optimized with care.

The equivalent circuit of the heterogeneous system is shown also in Figure 7, where three RC circuits represent the different constituents: material A, material B, and the interface. The resistance (R) is associated with the conduction current through the material, while the capacitance (C) is related to the stored charges in the material. R and C can be expressed as:

𝑅 = 𝑙 𝜎𝐴 and 𝐶 = 𝑘𝐴𝜀 0 𝑙
where l is the thickness of each constituent and A is the area of the electrode. We will use this description of the MW system to analyze the dielectric properties of the laminates in detail, especially to extract the properties of the constituent materials. The technical details are described in section 2.4.3.

Dielectric Materials for integrated circuits

Since the last two decades a lot of research has been done to find the suitable dielectric material for various applications in electronics with the aim of having high capacitance density and low dielectric losses [START_REF] Chau | Application of high-κ gate dielectrics and metal gate electrodes to enable silicon and non-silicon logic nanotechnology[END_REF]. As the important electronic CMOS and FET devices are made from Si, SiO2 was an obvious choice as a dielectric material because it is easy to grow on Si and has a dielectric constant of 3.9 with a bandgap of 8.6 eV [START_REF] Robertson | High dielectric constant oxides[END_REF]. In fact, although SiO2 provides good insulation for charges because of its high bandgap, its capacitive density is still limited due to the low dielectric constant, far from the requirements for a high capacitance density projected by the 2002 ITRS roadmap [START_REF] Sponsored | International Technology Roadmap for Semiconductors 2002 Update[END_REF]. The capacitive density of SiO2 can be improved by reducing the dielectric thickness but it may lead to the problems of tunneling current and low breakdown voltage [START_REF] Wolters | Tunneling in thin SiO2[END_REF]. Hence, to avoid the problems of leakage current and low capacitive density, the adoption of a high-k material is required. Using a thick film of high-k dielectric film may potentially improve the overall electrical performances.

As the basic requirement, the new material should have a high dielectric constant and a high energy band gap. However, it has been pointed out in many studies [START_REF] Robertson | High dielectric constant oxides[END_REF], that the dielectric constants of binary oxides vary inversely with their energy band gap as shown in Figure 8. A low energy band gap of the dielectric is coupled with the reduction in the break down voltage and high dielectric losses. J. McPherson pointed out the direct relation between the breakdown voltage and the dielectric constant and found that the breakdown voltage closely follows 𝑘 (-

) [START_REF] Lombardo | Dielectric breakdown mechanisms in gate oxides[END_REF]. This inverse relation between dielectric constant and band gap for dielectrics is a major limitation for the selection of suitable high-k material that can improve both the capacitive density and the breakdown voltage.

For the selection of a suitable dielectric material for integrated circuits, various important factors have to be kept in mind:

(i) High dielectric constant
As pointed out by Robertson [START_REF] Robertson | High dielectric constant oxides[END_REF], the dielectric constant should be above 10, but preferably so large that for future reduction of the capacitor's size, a high layer thickness can be used to avoid tunneling current and dielectric losses. All the materials shown in Figure 8 have a higher dielectric constant than SiO2 and have been studied extensively. (ii) Thermodynamic stability with Si

The thermodynamic stability with Si is an important factor and the probable high-k oxide should have a higher (negative) energy of formation than SiO2. This would avoid the formation of a SiO2 layer at the interface of the Si and the dielectric layer, which would reduce the total capacitance of the device. This demand will exclude the possibility of using TiO2, Ta2O5 etc. even if they possess a high dielectric constant.

(iii) High band offset with Si

To avoid charge conduction because of Schottky emission into the Si from the dielectric layer, a high band offset between Si and the dielectric is required [START_REF] He | Integrations and challenges of novel high-k gate stacks in advanced CMOS technology[END_REF]. Materials like Al2O3 , Y2O3 etc. have a high band offset with the Si.

(iv) Amorphous nature of the dielectric

The interface of the dielectric and the Si should be of high electrical quality (low roughness and low defects at interface). Therefore, amorphous materials are preferable over crystalline dielectrics. The amorphous layers can also be cost effective due to their easier synthesis, have isotropic dielectric properties, and have no grain boundaries, which can act as conduction pathways for the charge carriers. Amorphous films of binary oxides like HfO2, ZrO2, Al2O3 etc.

have been studied to investigate this interface quality [START_REF] Hubbard | Thermodynamic stability of binary oxides in contact with silicon[END_REF].

Various high k materials have been investigated for high capacitive density and low losses, especially in thin film form. It is impossible here to give a thorough overview on all available literature due to the large number of studies and results. Therefore, the following state-of-theart is restricted to publications directly related to the topic of this thesis, and is restricted to materials based on binary oxides or their solid solutions.

Binary oxides

Figure 8 shows the probable binary oxides to replace the SiO2. We can divide all the materials based on their energy band gaps. Materials with a high energy band gap (above 7 eV, group A in Figure 8) seem to meet the above-mentioned requirements, since they allow to obtain high breakdown voltages. Al2O3, CaO and MgO have been studied largely as a replacement for SiO2 [START_REF] Hubbard | Thermodynamic stability of binary oxides in contact with silicon[END_REF][START_REF] Albuquerque | Structural, electronics and optical properties of CaO[END_REF][START_REF] Groner | Electrical characterization of thin Al2O3 films grown by atomic layer deposition on silicon and various metal substrates[END_REF]. These materials can be used in the amorphous state and can have good interfaces with Si. Al2O3 has a high thermal stability and stays in the amorphous state even at high deposition or annealing temperatures. However, this group of materials show quite low dielectric constants in the range of 6 to 10, which is not high enough for the future reduction of the capacitor size during a reasonable time of scaling [START_REF] Robertson | High dielectric constant oxides[END_REF]. CaO is highly reactive with water and will have reliability issues if used in devices [START_REF] Sterrer | Interaction of water with oxide thin film model systems[END_REF].

The materials of group B (Figure 8), including Ta2O5, Y2O3, HfO2, ZrO2, La2O5 etc., have an energy bandgap between 4 and 7. These binary oxides have comparatively large dielectric constants (15 -30). They have been studied extensively in the last decade for the replacement of SiO2. Despite having a high dielectric constant and a high enough bandgap, some of these binary oxides do not respond to all the requirements. Ta2O5 is thermodynamically unstable on Si, and the possibility of forming an interfacial layer of SiO2 is more likely at the interface [START_REF] Robertson | High dielectric constant oxides[END_REF]. ZrO2 is known to diffuse oxygen into the Si substrate during the post-annealing process [START_REF] He | Integrations and challenges of novel high-k gate stacks in advanced CMOS technology[END_REF]. Through a proper balance of all the requirements, HfO2 emerged as the best suitable binary oxide for the high k dielectrics. Hafnium dioxide has a high dielectric constant [START_REF] Posadas | Epitaxial MgO as an alternative gate dielectric for SiC transistor applications[END_REF] and a relatively large bandgap (5.7 eV), large heat of formation (-271 kcal/mol, more than that of SiO2: -218 kcal/mol), good thermal and chemical stability on silicon and considerable barrier heights at interfaces with Si. Since 2007, the microelectronics industry is using hafnium-based devices. Although, HfO2 is the most promising among all oxides but the interface with Si is still not as good as SiO2, the formation of the interface SiO2 rules out its probability for the future high-k material [START_REF] Choi | Development of hafnium based high-k materials -A review[END_REF].

Group C (Figure 8) materials have a high dielectric constant but a small energy bandgap. TiO2 is having a dielectric constant of 60 arising from the soft phonon involving Ti ions, but the energy bandgap of 3.2 eV makes it not suitable for the use as a dielectric [START_REF] Choi | Development of hafnium based high-k materials -A review[END_REF][START_REF] Kadoshima | Rutile-type TiO2 thin film for high-k gate insulator[END_REF].

Ternary oxides

Other than the binary oxides, alloys of different materials are of great interest as alloying allows tuning the materials properties to the desired values. Ternary oxides, as for example HfSixOy, ZrSixOy, HfxAl1-xOy, TixAl1-xOy and ZnO-Al2O3 alloys, have been studied for replacing SiO2.

These compounds are typically the solid solutions of binary oxides, where a material with a high dielectric constant is combined with a material with a high band gap, and show a typical dielectric constant value of about 10 -50, but the dielectric losses stay a critical issue for their integration in circuits. In case of Al doped ZrO2 and Al doped HfO2, the dielectric constant reaches the value of 30 -35 and the dielectric losses were decreased with increasing the Al concentration in the films [START_REF] Yoo | Structure and electrical properties of Al-doped HfO2 and ZrO2 films grown via atomic layer deposition on Mo electrodes[END_REF]. Still, these ternary oxides are not suitable for application because their properties highly depend on composition and even a small variation may degrade the properties.

As the polarizability of Ti ions is high, the addition of Ti could increase the dielectric constant of the material. In case of the TixAl1-xOy , a high capacitive density of around 7.7-8.3 μF/cm 2 was obtained and 1eV increment in the bandgap was achieved [START_REF] Auciello | Hybrid titanium-aluminum oxide layer as alternative high-k gate dielectric for the next generation of complementary metal-oxide-semiconductor devices[END_REF]. However, these results are encouraging but still not satisfactory for integrated circuit applications.

Laminates and stacked dielectrics

Similar to the principle of alloying, in order to harness the strengths of two different materials, it is possible to use laminate stacks. In these laminate structures, the properties of the individual materials are conserved and hence improved properties compared to their individual constituents are expected. Robertson proposed that with laminates of a material with high dielectric constant and another material having high energy band gap, the required properties could be achieved [START_REF] Robertson | High dielectric constant oxides[END_REF]. In the last decade, a lot of research has been accomplished on the multilayered form or laminates of various binary oxides. The electrical and dielectric behaviors of these laminates have been studied extensively. For example, Al2O3 with a high energy band gap of 8 eV is integrated with binary oxides with a high dielectric constant (TiO2, HfO2, ZrO2) [START_REF] Auciello | Hybrid titanium-aluminum oxide layer as alternative high-k gate dielectric for the next generation of complementary metal-oxide-semiconductor devices[END_REF][START_REF] Lo Nigro | Laminated Al2O3-HfO2 layers grown by atomic layer deposition for microelectronics applications[END_REF][START_REF] Iatsunskyi | Study on Structural, Mechanical, and Optical Properties of Al2O3-TiO2 Nanolaminates Prepared by Atomic Layer Deposition[END_REF][START_REF] Cho | New TIT capacitor with ZrO2/Al2O3/ZrO2 dielectrics for 60 nm and below DRAMs[END_REF]. Out of many laminate structures, Al2O3/TiO2 and Al2O3/HfO2 have shown some promising results and will be detailed further in the following.

Al2O3 / HfO2 laminates

HfO2 on Al2O3 laminated dielectrics have been reported by many researchers as a high k dielectric material for gate oxide applications. Hang Hu reported that HfO2 and Al2O3 laminates with individual thickness of 5 nm and 1 nm, respectively, shows a capacitive density of 12.8 fF/µm 2 with a leakage current at 2 V of 7.45 • 10 -9 A/cm 2 [START_REF] Hu | CMOS technology: High performance ALD HfO2-Al2O3 laminate MIM capacitors for RF and mixed signal IC applications[END_REF]. In another study, a 55 nm thick HfO2 layer was sandwiched between 2 nm thick top and bottom layer of Al2O3, and an increase in the capacitive density was observed. The Al2O3 layer between the dielectric and substrate was reducing the direct insertion of charges into the substrate and also reducing the crystallization of the HfO2 layer, which is then reducing the grain boundary channels for the charge carrier conduction [START_REF] Ding | Evidence and understanding of ALD HfO2-Al2O3 laminate MIM capacitors outperforming sandwich counterparts[END_REF]. Park et al observed that the dielectric constant of laminates increased with the reduction of the sublayer thickness, which was attributed to the interfacial layer between Al2O3

and HfO2 [START_REF] Park | Interface effect on dielectric constant of HfO2/Al2O3 nanolaminate films deposited by plasma-enhanced atomic layer deposition[END_REF]. Mahata et al compared a two-layer structure composed of HfO2/Al2O3 (3.5/3.5 nm)

on InGaAs substrate with a single HfO2 film. They observed negligible difference in the dielectric constant, however the leakage current decreased comparatively [START_REF] Mahata | Comparative Study of Atomic-Layer-Deposited Stacked (HfO2/Al2O3) and Nanolaminated (HfAlOx) Dielectrics on In0.53Ga0.47As[END_REF]. A comparative study between the laminates of HfO2/Al2O3 and the ternary compound HfxAlyO on InGaAs substrate was published by Igor et al [START_REF] Krylov | A comparison between HfO2/Al2O3 nanolaminates and ternary HfxAlyO compound as the dielectric material in InGaAs based metal-oxidesemiconductor (MOS) capacitors[END_REF]. They reported that when the sublayer thickness in laminate structures was decreasing, the effective dielectric constant was increasing. However, the maximum dielectric constant attained was 17 for the HfxAlyO laminate. Even though laminates of HfO2 on Si showed similar properties, Raffaella Lo Nigro et al pointed out that the laminate structure of Al2O3/HfO2 remains amorphous in nature even after annealing at 800°C [START_REF] Lo Nigro | Laminated Al2O3-HfO2 layers grown by atomic layer deposition for microelectronics applications[END_REF]. Apart from this, other HfO2 based laminates have been studied and investigated, as for example HfO2/LaAlO3 [START_REF] Liang | Physical and electrical properties of nanolaminated HfO 2/ LaAlO 3HfO 2 dielectric on Si[END_REF] (where a dielectric constant of 20 was obtained) or HfO2/Ta2O5 [START_REF] Kukli | Tailoring the dielectric properties of HfO2-Ta2O5 nanolaminates[END_REF]. HfO2/ZnO laminates have shown the presence of MW effect and the dielectric constant of up to 300 was obtained at low frequencies [START_REF] Zhang | Semiconducting ZnO effect on Maxwell-Wagner relaxation in HfO2/ZnO nanolaminates fabricated by atomic layer deposition[END_REF]. However, high dielectric losses limit their applicability.

Al2O3 / TiO2 laminates

Other than the HfO2 based stacks, Al2O3/TiO2 laminates have been studied extensively and showed promising results. Al2O3 (k = 9 and bandgap = 8.6eV) and TiO2 (k = 60 -90 in the crystalline state, 20 -30 in the amorphous phase, bandgap = 3.2eV) are the materials with insulating and semiconducting characters, respectively. The dielectric constant of Al2O3/TiO2 laminates has been reported as 8 in amorphous laminates, 20 in crystalline laminates, and 26 when TiO2 layer was sandwiched between two Al2O3 layers [START_REF] Kremer | Broadband dielectric spectroscopy[END_REF][START_REF] Walke | Giant dielectric constant in TiO2/Al2O3 nanolaminates grown on doped silicon substrate by pulsed laser deposition[END_REF][START_REF] Li | Giant dielectric constant dominated by Maxwell-Wagner relaxation in Al2O3 / TiO2 nanolaminates synthesized by atomic layer deposition[END_REF]. It has been pointed out in many studies that the interface between the oxides plays a critical role in defining the optical, mechanical and electrical properties of the laminates [START_REF] Iatsunskyi | Study on Structural, Mechanical, and Optical Properties of Al2O3-TiO2 Nanolaminates Prepared by Atomic Layer Deposition[END_REF]. However, the dielectric constants of these laminates are not high enough for future devices. (atomic layer deposition) grown amorphous Al2O3/TiO2 (0.2 /0.2 nm) laminates [START_REF] Walke | Giant dielectric constant in TiO2/Al2O3 nanolaminates grown on doped silicon substrate by pulsed laser deposition[END_REF]. According to this study, the high dielectric constant is due to the presence of MW relaxation at the interface originated from the presence of oxygen vacancies. At the interface region, the charges of the semiconducting layer originated by oxygen vacancies in the TiO2 layer are accumulated. These charges move from one interface to the other when an alternating electric field is applied to them. Figure 9(b) shows a schematic representation. However, when the thickness of the individual layer is in the nanometric range, the charges cannot reach the opposite interfaces at the observed frequencies and show hence no MW relaxation. This could be one explanation behind the presence of the MW effect in sub-nanometric laminates, but not in nanometric ones. dielectric constant (k>800) [START_REF] Lee | Tailoring dielectric relaxation in ultrathin high-dielectric constant nanolaminates for nanoelectronics[END_REF]. The properties of ALD grown laminates were further studied by A. Kahouli et al, through the dependence on the electrode material [START_REF] Kahouli | Structural and Dielectric Properties of Subnanometric Laminates of Binary Oxides[END_REF], the conduction mechanisms [START_REF] Kahouli | Electrical characteristics and conduction mechanisms of amorphous subnanometric Al2O3-TiO2 laminate dielectrics deposited by atomic layer deposition[END_REF], and capacitance -voltage characteristics [START_REF] Kahouli | Capacitance -voltage characteristics of sub-nanometric Al2O3 / TiO2 laminates : dielectric and interface charge densities[END_REF], underlining the critical role of the accumulation of the TiO2 charges at the internal interfaces. The dielectric losses stay a problem in these laminates, although they can be limited by the choice of electrode or the introduction of a thick Al2O3 layer at the laminate/electrode interface [START_REF] Ben Elbahri | Study on the dielectric properties of Al2O3/TiO2 sub-nanometric laminates: Effect of the bottom electrode and the total thickness[END_REF].

Objective of the thesis and chosen materials

As discussed in the last section, the sub-nanometric laminates of alternating layers of an insulator and semiconductor can induce a high dielectric permittivity arriving from the interfacial MW relaxation. Al2O3/TiO2 sub-nanometric laminates have shown some promising results except a certain problem of reproducibility. Although in itself consistent, a wide range of available literature show different properties. However, in every study, the role of the interface has been considered as a critical factor, which governs the dielectric properties of the laminate structure.

(a) (b)

Charge accumulated at the interface gives rise to the MW relaxation and hence the dielectric constant of the laminates.

In this thesis, we will explore the possibility of enhancing the dielectric constant originating from MW relaxation in laminates of Al2O3, Y2O3 and ZnO. In order to understand the properties of the interface driven dielectric properties, a detailed study on the single films of Al2O3, Y2O3 and ZnO is conducted. As the explained for the case of Al2O3/TiO2 laminates, the semiconducting TiO2 provides the free charges for interface accumulation and then enhance the polarization. We explore the possibility of introducing another semiconducting oxide (ZnO) layer in insulators like Al2O3 and Y2O3. ZnO is known for its tunable electrical properties [START_REF] Zeng | Effect of deposition conditions on optical and electrical properties of ZnO films prepared by pulsed laser deposition[END_REF] including a highly conducting state when doped with charges, hence, it is expected to provide more levers for tuning the dielectric properties of the laminates. More details regarding these materials are explained in the next sections.

Al2O3

Aluminum oxide (Al2O3) is a high bandgap (8.9 eV) insulator having a dielectric constant of about 9, and large thermal conductivity [START_REF] Wilk | High-κ gate dielectrics: Current status and materials properties considerations[END_REF]. A large conduction offset with Si (2.8 eV) makes it a suitable material for integrated circuits. Crystalline and amorphous films of Al2O3 have been studied in detail for various application in non-volatile semiconductor memories [START_REF] Wilk | High-κ gate dielectrics: Current status and materials properties considerations[END_REF], dynamic random-access memory (DRAM), capacitors [START_REF] Wilk | High-κ gate dielectrics: Current status and materials properties considerations[END_REF] etc. Al2O3 is known to have a defect free interface with Si and the stability of the Al2O3/SiO2 interface was estimated by thermodynamic approach using bond enthalpies by R.G. Bankras et al [START_REF] Bankras | Characterization of Pulsed Laser Deposited Al2O3 Gate Dielectric[END_REF].

Various techniques have been used for the growth of Al2O3 thin films. Chemical vapor deposited films of Al2O3 are found to be amorphous and transparent. However, annealing of films at 1100°C results in the crystalline α-Al2O3 phase [START_REF] Ponja | Synthesis and material characterization of amorphous and crystalline (α-) Al2O3: Via aerosol assisted chemical vapour deposition[END_REF]. Sputtered Al2O3 thin films were studied by Prasanna et al, showing an amorphous structure until 550°C and a stoichiometric ratio of approximately 1.5, with a dielectric constant of 7.5 [START_REF] Prasanna | Dielectric properties of DC reactive magnetron sputtered Al 2O 3 thin films[END_REF]. ALD grown Al2O3 films were also found to be amorphous and had a very small defect density even in at low thicknesses of 2nm [START_REF] Zhang | Investigation of the defect density in ultra-thin Al2O3 films grown using atomic layer deposition[END_REF].

A good interface with Si, a high band gap to limit the dielectric losses and an amorphous character even at high deposition or annealing temperatures make Al2O3 a perfect material to be used in dielectric films. In this thesis, I have grown the amorphous Al2O3 thin films by PLD and studied their dielectric properties to understand the defects in the films. These defects are mainly related to the deposition pressure during the deposition of the films.

Y2O3

Y2O3 is known for having excellent thermodynamic stability with Si even at high temperature [START_REF] Hubbard | Thermodynamic stability of binary oxides in contact with silicon[END_REF], a large bandgap of 5.8eV [START_REF] Ramana | Enhanced optical constants of nanocrystalline yttrium oxide thin films[END_REF][START_REF] Zhang | Investigation of the defect density in ultra-thin Al2O3 films grown using atomic layer deposition[END_REF] and a high dielectric constant (12 -17) [START_REF] Zhang | Yttrium oxide films prepared by pulsed laser deposition[END_REF]. These properties of Y2O3 make it a strong candidate for future high-k oxides in integrated circuits.

Several methods such as ion beam sputtering, thermal decomposition, chemical vapor deposition, electron beam evaporation and pulsed laser deposition (PLD) have been used to prepare crystalline Y2O3 thin films [START_REF] Zhang | Yttrium oxide films prepared by pulsed laser deposition[END_REF][START_REF] Mishra | Effect of substrate temperature and oxygen partial pressure on microstructure and optical properties of pulsed laser deposited yttrium oxide thin films[END_REF][START_REF] Gaboriaud | Yttrium oxide thin films, Y2O3, grown by ion beam sputtering on Si[END_REF]. In these studies, a strong relationship between the deposition parameters, the crystallinity, and the dielectric properties of the thin films has been observed. The amorphous Y2O3 thin films have shown smaller leakage current densities as compared to their crystalline counterparts [START_REF] Kwo | High ε gate dielectrics Gd2O3and Y2O3 for silicon[END_REF] and can have applications in optical communications as optical amplifiers [START_REF] Pons-Y-Moll | Structural and optical properties of rare-earth-doped Y2O3 waveguides grown by pulsed-laser deposition[END_REF], because of the reduced grain boundary scattering losses [START_REF] Lei | Yttrium oxide thin films prepared under different oxygen-content atmospheres: Microstructure and optical properties[END_REF]. A detailed theoretical study on bulk Y2O3 by J. X. Zheng et al [START_REF] Zheng | Native point defects in yttria and relevance to its use as a high-dielectric-constant gate oxide material: First-principles study[END_REF] showed that oxygen vacancies are the dominant defect type in Y2O3 when the Fermi level is within the bandgap of Si.

The effect of these oxygen vacancies on the electronic structure of Y2O3 was also established by F. Jollet et al [START_REF] Jollet | Oxygen vacancies dependent phase transition of Y2O3 films[END_REF], showing that even the binding character is modified. In amorphous Y2O3 films, oxygen defects can create a high quantity of localized charges in the insulating gap, enhancing the conduction and deteriorating the voltage response. Therefore, a study of the properties of amorphous Y2O3 films with different oxygen stoichiometry was accomplished in this thesis.

Further, a detailed analysis of the stacks of Y2O3/Al2O3 and Y2O3/ZnO have been achieved with an aim of reaching a high dielectric constant due to the MW effect.

ZnO

Zinc oxide (ZnO) is an n-type semiconductor with excellent optoelectronic properties: it has a dielectric constant of 9, a wide band gap (3.36 eV), and a high thermal stability [START_REF] Özgür | A comprehensive review of ZnO materials and devices[END_REF]. Because of these properties, ZnO can be used in a wide range of applications including gas sensors and bio sensor applications [START_REF] Chou | ZnO:Al thin film gas sensor for detection of ethanol vapor[END_REF] , surface acoustic wave (SAW) devices [START_REF] Lombardo | Dielectric breakdown mechanisms in gate oxides[END_REF] and solar cells [START_REF] Chou | ZnO:Al thin film gas sensor for detection of ethanol vapor[END_REF]. ZnO thin films have been prepared and studied by various different deposition techniques such as pulsed laser deposition [START_REF] Villanueva | Pulsed laser deposition of zinc oxide[END_REF], sol-gel method, chemical vapor deposition [START_REF] Faÿ | Zinc oxide grown by CVD process as transparent contact for thin film solar cell applications[END_REF] , RF sputtering and atomic layer deposition [START_REF] Faÿ | Zinc oxide grown by CVD process as transparent contact for thin film solar cell applications[END_REF]. The electrical properties of the ZnO are highly dependent on the defect concentration in ZnO films. ZnO is known to have native point defects such as Zn and O vacancies and Zn and O interstitials [START_REF] Mccluskey | Defects in ZnO[END_REF]. The conductivity of ZnO can be varied based on the defect concentration [START_REF] Tynell | Atomic layer deposition of ZnO: A review[END_REF]. The dielectric properties of ZnO single films as well as laminates of ZnO have shown promising results [START_REF] Jiwei | Dielectric properties and optical propagation loss of c-axis oriented ZnO thin films deposited by sol-gel process[END_REF].

In this dissertation ZnO single films have been studied for their dielectric and structural properties by varying the defect concentration induced by the deposition parameters. The study of ZnO single films was accomplished with the aim of using ZnO as a semiconductor layer in laminate stacks of Al2O3/ZnO and Y2O3/ZnO.

Chapter 2 Experimental techniques

This chapter focusses on explaining the various experimental details of the main techniques used in the course of this thesis. A detailed introduction of the growth of films and laminates, the fabrication of micro-capacitors from the sample using lithography and the different used characterization techniques are given in the following. The aim of this chapter is to introduce readers with the various techniques and the analysis of the data, which will be useful to understand the results explained in the next chapters. Techniques being used in a less general way will be introduced rapidly in the experimental chapters.

Deposition of the thin films and laminates

Thin films are considered as an old art used by Egyptians for decorative purposes, and it is the new science still coming up with new applications i.e., microelectronics, optics and storage devices. Thin films of materials have been the research topic among the scientists since the last 30 years. The unique properties which materials show when they are almost 2-dimensional, makes thin films an intriguing approach to modify properties, with the aim to improve them or even generate new ones. There are many methods to grow the thin films, which are categorized in (i) Physical Vapor Deposition (PVD) and (ii) Chemical Vapor Deposition (CVD). In PVD techniques, the target material is evaporated, and the film synthesis takes place on the substrate surface by condensation, without any chemical reaction, while in CVD techniques, organic precursors of the film material are used, with a synthesis of the material itself on the surface of the substrate. Both of these categories contain many methods but, in this thesis, we have used Pulsed Laser Deposition (PLD), a PVD method, for the growth of thin films and laminates.

Pulsed Laser Deposition

Pulsed Laser Deposition (PLD) is a process carried out in a vacuum chamber, as shown in Figure 10. The PLD deposition is considered as a technique adapted to research, because of its capabilities to deposit complex structures, but only on small surface areas. A pulsed laser beam of high energy is focused onto a target of the material to be deposited. A high laser energy density can ablate the material from the target and creates a plasma plume. This forwardly directed plume generates the material flux and carries the material to the substrate. A sufficient temperature of the substrate help these ad-atoms to condense and construct the thin film structure on the substrate. Good cationic stoichiometry transfer and the possibility to control the deposited volume in a very exact way makes PLD a perfect deposition method for the growth of complex materials and also for laminates with sub-nanometric individual layers. In the following section, the main phases of a PLD process are explained in detail: (i) interaction of laser pulses with the target material, (ii) plume formation and expansion, and (iii) film condensation and growth mechanism. (i) Target -laser interaction In order to remove an atom from a solid surface by a laser pulse, the energy provided to a single atom should exceed the binding energy of that atom. The energy absorbed in the target material per unit surface area depends on the laser fluence, which is a function of the laser intensity and the laser pulse duration. Based on the laser pulse duration, the interaction of laser pulses with matter can be divided into three different regimes: the femtosecond regime, the picosecond regime, and the nanosecond regime.

In the femtosecond regime, due to the very short timescale, the absorbed electromagnetic energy of a laser pulse is immediately converted to different electronic excitations such as plasmons, excitons, electron-hole pairs (in semiconductors), and unbound electrons (in metals).

But the small-time scale of the pulses and the laser interaction do not allow to couple electronic energy to the crystal lattice and no damage to the target surface takes place, rather heat energy transfer takes place within the material.

In the picosecond regime, the sufficient time for the laser interaction with matter helps the excited electrons to transfer their energy to the lattice. Hence, the emission of the particles depends on the conduction and diffusion of the absorbed energy with the material. The transfer of energy from excited electrons to the lattice starts the heating of material within the optical absorption depth of the material

1 α
, where α is the material-dependent optical absorption coefficient. If the absorption depth of the material is larger than the thermal diffusion length, the target surface will be heated to the thickness of 1 α independently on the pulse duration. In most of the ceramics, the absorption depth is larger than the diffusion length and we can remove significant amounts of material from their surface in the picosecond regime.

In nanosecond regime, the longer time of the laser pulse creates a larger molten layer of material on the surface. The boiling and melting of the material under the vacuum leads to the evaporation of macroscopic particles of the material from the surface. This evaporation of particles from the surface is termed as ablation. Figure 11 illustrates the ablation of particles from the surface schematically.

Figure 11 Schematic illustration of the ablation process in the case of nanosecond PLD. (a) Initial absorption of laser radiation (black arrows) and melting of the target material (grey arrows indicate the motion of the solid-liquid interface). (b) The melt front propagates into the solid and the evaporation of particles begins. (c) The plume absorbs the rest of the laser radiation and a fully ionized plasma is formed. (d) The melt front starts to recede after

the laser pulse and the target is re-solidified.

In order to ablate any material, the laser fluence has to be higher than its ablation threshold value. We can change the laser fluence by either changing the laser energy or the spot size of the laser on the target. In this project, we deposited single films and laminates of Al2O3, Y2O3 and ZnO. The threshold fluence of these materials have been determined by various studies [START_REF] Dreyfus | Laser-induced fluorescence studies of excimer laser ablation of Al2O3[END_REF]. We have used a KrF excimer laser with 248 nm wavelength with a pulse duration of around 20 ns and an energy of 200 mJ. With the spot size of the laser on the target of about 1 x 3 mm², a laser fluence of about 2 J/cm 2 is reached. This fluence is higher than the threshold value for these materials. The laser energy was optimized in preliminary studies during the growth of the single films of the different materials, and the laser energy of 200 mJ was found to give satisfying results for all materials.

(ii) Plume formation After the ablation, the ejected material from the target is partially ionized and creates a particle cloud near the surface of the target. This particle cloud absorbs more energy from the incoming laser pulse, ionizes further and develops a fully ionized plasma. These particles, which have an anisotropic velocity distribution away from the target surface, start colliding with each other, leading to an isotropic velocity distribution at nearly 50µm from the surface of the target. This point is known as Knudsen layer. After the Knudsen layer, the plasma plume forms and starts to expand in the direction of the target normal at supersonic velocities. The generated plume consists of electrons, ions, particle clusters, macroscopic particulates and neutral atoms. The continuous recombination and fluorescence generate light and colour in the plume. Figure 12 shows the plume generated by the KrF laser with an energy of 200 mJ from the surface of a Y2O3 target under 0.005 mbar oxygen pressure. The expansion of the plume depends on the kinetic energy distribution of the different species (electrons, ions, neutral atoms etc.) present in the plume, which is controlled by the interactions between these different particles, for example the coulomb interactions between ions and electrons controls their kinetic energies, and the background pressure in the vacuum chamber. The presence of the ambient gases during the deposition can scatter, attenuate, and thermalize the plume. The pressure of the background gas compresses the plume by creating a shock front and can reduce the kinetic energies of plume constituents.

As we deposit binary oxides and their laminates in this thesis, we use O2 as the ambient gas.

The effect of the background ambient pressure on the growth and properties of single films and laminates of Al2O3, Y2O3 and ZnO have been studied extensively and will be explained in the results section of this dissertation (chapter 3).

(iii) Film condensation and growth mechanisms As the plume propagates and reaches the substrate surface, the particles start to adhere on the substrate surface. The growth of the film on the substrate surface can be described by the following subsequent mechanisms: the adsorption and condensation of isolated atomic clusters, the nucleation and coalescence of nuclei, and the development of the film structure.

Adsorption and condensation of isolated atomic clusters

The directed plume towards the substrate allows the impingement of the atomic clusters on the substrate surface. Generally, these atoms have higher energy than the substrate temperature. On the substrate surface, the atoms can adsorb and stick permanently, can adsorb and re-evaporate or can just bounce off. The nature of the atomic adsorption depends on the equilibrium between the vapor and solid phases of these atoms. If the vapor pressure of the incoming atoms is higher than the equilibrium pressure, the atoms starts to adsorb on the surface of the substrate and condensation becomes energetically favorable.

Nucleation and growth

Figure 13 illustrates the different processes involved in the nucleation of clusters on a surface by vapor deposition of atoms. The incoming atoms arrive on bare substrates areas or on pre-existing clusters. These ad-atoms can subsequently diffuse over the substrate or cluster surface.

There are many possibilities how these atoms can react, as summarized in Figure 13.

The growth of the thin film can be further divided in to three different modes based on the arrangement of the atoms on the substrate surface: (a) Three-dimensional island growth -the Volmer-Weber growth, (b) Two-dimensional full-monolayer growth -the Frank-van der Merwe growth, and (c) Two-dimensional growth of full monolayers followed by nucleation and growth of three-dimensional islands -the Stranski -Krastanov growth. Thermodynamics of the substrate and film surface energies defines the possible growth of the film. All different growth modes have been illustrated in the schematic shown in Figure 14.

(a) Three-dimensional island growth -the Volmer-Weber growth:

A three dimensional growth takes place when the incoming atom prefers to settle on a preexisting cluster rather than on the substrate surface. The formation of a stable cluster can also be described in terms of surface energies. If the sum of the surface energies in the cluster-vapor and substrate-cluster interfaces is larger than the corresponding surface energy for the substrate-vapor interface, the film will grow three-dimensionally. In this growth mode, the nucleation of the island takes place with a thickness of only one monolayer. These islands form a complete monolayer before the nucleation of a new monolayer takes place. Again, we can explain this in terms of surface energy: If the sum of the surface energies in the cluster-vapor and substrate-cluster interfaces is nearly equal to the corresponding surface energy for the substrate-vapor interface, the incoming atoms grow layer by layer on the substrate surface.

(c) Two-dimensional growth of full monolayers followed by nucleation and growth of threedimensional islands -the Stranski -Krastanov growth

In this growth mode, after the formation of a few monolayers, islands starts to grow. When the surface energy for the substrate -vapor interface is higher than the sum of the surface energies in the cluster-vapor and substrate-cluster interfaces, a mixed growth of islands and the monolayer observed. 

Growth of single films and laminates of Al2O3, Y2O3 and ZnO

From the above discussion regarding the pulsed laser deposition, it is clear that various parameters during the growth can affect the quality of the thin film and ultimately their properties. Therefore, we have tested for the growth of single films and laminates different parameters: temperature, pressure, laser energy and different substrate -target distances. The effect of temperature and pressure being the most important on the dielectric properties of the samples will be explained in the result chapters extensively. The laser energy and the substratetarget distance having a smaller influence, these parameters were fixed in preliminary tests, without the discussion of results here.

For all the depositions in this thesis, a commercial PLD vacuum chamber Meca 2000 coupled with an excimer KrF laser source by Coherent (wavelength 248 nm) was used. The vacuum chamber is connected with a turbo molecular pump and a base pressure of 10 -8 mbar could be achieved in the chamber. This chamber is also equipped with a flowmeter for gas (O2), and the pressure of the background gas in the chamber can be controlled with the flow rate and the pump valve opening.

Dense targets of binary oxides were prepared by classical solid-state techniques and X-ray diffraction (XRD) analysis was conducted to confirm their purity. Before starting the deposition, a pre-ablation of the target surface is carried out with 250 pulses (5 Hz), in order to remove any surface contamination from the surface. For the deposition, we have used Si (001) substrates, which were sonicated in acetone for 5 minutes followed by ethanol for 5 minutes. The same cleaning method was used for all the samples prepared in this thesis to avoid any effect from different cleaning methods. However, preliminary tests on the substrate preparation showed no effect on the resulting properties, including HF-cleaning to remove the native oxide layer. The substrate temperature is maintained by the heater connected to the substrate holder with a maximum temperature limit of 1000°C. The sample is glued with silver paste on the heater.

For the deposition of the single films, the required target is irradiated with the required number of pulses. For the growth of the laminate structures, two different targets are used.

Based on the required individual layer thickness in the laminate structure, the corresponding targets are irradiated alternatively. A laminate deposition program written in lab view allows to control the rotation of the target and the number of pulses on each one, as well as the total number of bilayers to be deposited. For the growth of the sub-nanometric laminates, the calibration of the growth rates is conducted using X-ray reflectivity curves of the calibration samples.

In the following list, the common steps taken for the deposition of all samples in this thesis are listed:

(i) Ultrasonic cleaning of the Si(001) substrates in acetone and ethanol for 5 minutes each (ii) After loading the substrate, the vacuum pumps are switched on for about 2 hours until a base pressure of at least 1 x 10 -6 mbar is reached (iii) Heating of the substrate: A substrate temperature from 25°C to 300°C was used for different depositions with a heating rate of 20°C /min (iv) Establishing the required O2 pressure in the deposition chamber: The O2 gas is let into the chamber by using a flowmeter. The pressure is controlled by the partial closing of the pump valve. Pressures ranging from vacuum (base pressure, no O2 inlet) to 0.1 mbar.

(v) Parallel to the step (iii) and (iv), the laser is heated for about 10 minutes in order to reach a stable output energy. Afterwards, the laser energy is calibrated. For all depositions, the laser energy is fixed to 200 mJ.

(vi) Pre-ablation of the target with 250 pulses, 5 Hz. The surface of the substrate is protected from any deposition by a shutter.

(vii) Deposition of the film with the required number of pulses. The substrate -target distance is fixed to 80 mm. For the deposition of the laminates, two different targets are used with the required number of pulses on each. For laminates, the material mentioned first in the designation was also used as a first layer. For example, in an Al2O3/ZnO laminate, Al2O3 was the first material to be deposited. The top layer of the laminate is the material mentioned in the second place. Tests with symmetric laminates, i.e. where a top layer of the first material was added after the growth of all bilayers, did not show significant changes of the observed properties.

(viii) After deposition, the films were cooled down to around 40 °C with a rate of 10 °C/min in the same oxygen pressure as used during the growth.

Fabrication of the micro-capacitors

In order to study the dielectric properties of the deposited films, parallel plate microcapacitor structures were fabricated with the doped Si substrate as the bottom electrode and silver layer as the top electrode, sandwiching the deposited film. The size of these square microcapacitors was maintained as 250 x 250µm. Tests with different top electrode sizes and shapes were carried out and showed that the used shape and dimension lead to reliable results.

Microfabrication of these capacitors was carried out using the photolithography technique followed by the deposition of silver.

The photolithography process is defined by the creation of patterns within a layer of photoresist that covers the thin film. These patterns can then be transferred into the film by etching or into a subsequently grown film by the lift-off method. The ability of this process to transfer the geometrical patterns in micrometric scales on the sample helped the evolution in the CMOS technologies. Photolithography was conducted in the CRISMAT clean room to avoid any contamination on the sample surface, which would affect quality of the fabricated structures and the reliability of the process. Following are the steps used for patterning the microstructures on thin films:

(i) Deposition of Resist
A resist is the photosensitive compound, which can change their molecular structure when exposed to the UV radiation. The photoresist S1805 was used for the lithography of the samples in this thesis. The photoresist is deposited on the sample surface using the spin coater with a rotation speed of 5000 rpm for 30 seconds, leading to a resist thickness of about 500 nm. After the deposition, the sample is heated at 100°C for 1 minute to evaporate the resist solvent.

(ii) Mask alignment and UV exposure

The resist on the sample is exposed to a broadband UV light through a flexible photo -mask. The shaded areas of the mask protect the resist from the exposure in between the electrode squares.

The resist is exposed at 150 mW/cm. For convenience, the mask was aligned with the sample edge. The mask aligner is a MJB4 (SÜSS Microtec) equipped with a mid-UV filter, allowing the exposition of the resist of geometries with a minimum lateral size of down to 700nm.

(iii) Resist development

The resist was developed with an adapted developer for 15 seconds, followed by washing in distilled water. The developer removes the exposed resist, leaving a resist grid on the sample with holes of 250 X 250µm 2 . The schematic in Figure 15 shows all the steps taken in the development of the desired geometry on the sample surface.

(iv) Deposition of the electrodes and lift-off step

The Ag top electrode is deposited on the sample by thermal evaporation with a typical thickness of about 200 nm. After deposition, the sample is washed in acetone. The acetone dissolves the resist, together with the silver layer on its top. The remaining parts of the Ag film form 250 X 250 µm 2 squares on the sample, with a spacing of 100 µm, as shown in Figure 15. 

Structural Characterization

X-rays have a wavelength of the order of the atomic distances in condensed matter, and their non-destructive nature makes them a preferable tool for the analysis of atomic structures. X-ray diffraction and reflection from a sample surface have been studied extensively in the last century and it is a widely used and well-established technique for the structural analysis of thin films.

Like any electromagnetic radiation, the interaction of the X-rays with the matter are of two types: inelastic (Compton scattering) or elastic (Thomson Scattering). In Thomson scattering, the wavelength of the X-rays is conserved, and its scattered component gives details regarding the structure of the material. For the analysis of thin films, a small angle of incidence on the surface provides X-rays with a longer path in the thin film and the diffracted beam contains the information primarily from this part of the sample. Apart from the scattering, X-rays can also reflect from the surface and internal interfaces of the sample and can give details regarding the thickness, roughness and the density of the thin film. Figure 16 shows the schematic representation of measurement set-up. The X-rays are incident on the sample at an incidence angle ω, the scattered rays form interference patterns and are collected on the detector at a function of angle 2Θ. For our samples, we have used X-ray reflectivity to calculate the thickness, roughness and the density of the film. High-angle X-Ray Diffraction was also used to confirm the amorphous nature of the films (and the purity of the targets). Anyway, as X-Ray Diffraction is not a fundamentally used technique in this thesis, I will refrain here from an introduction of the technique in order to keep the focus of this thesis on the important techniques. 

Principles of X-ray Reflectivity (XRR)

The schematics shown in Figure 17 show an XRR measurement performed on a single film.

The X-ray reflectivity technique works on the reflection and refraction of the radiation, similar to the optical reflection and refraction. When the X-ray beam grazes the sample surface at low incident angle ω, the beam is reflected from the surface and the interface between the substrate and the thin film at an angle of 2, and generates interference fringes. These fringes contain details regarding the sample thickness, roughness and the density of the film. Due to the low angles of incidence, the penetration depth of the X-rays is low and the main information is obtained on the surface of the sample, i.e. in the thin film area. When the incidence angle is less than the critical angle, total external reflection occurs. Refraction is observed above the critical angle, when the X-ray beam penetrates the sample and passes from air to the thin film. Similar to optical refraction, the refractive index of the material defines the path of the X-rays in the material and we can apply the Snell's law to get a relation between the incidence and outgoing angle of the x-rays with the refractive index of the material as

𝑐𝑜𝑠 𝜔 𝑐𝑜𝑠  = 𝑛 1 𝑛 0 (14)
Figure 17 Refraction and reflection of X-rays from a thin film having refractive index (n1). n0 and n2 represent the refractive indexes of air and substrate, respectively, and ω and 2 are the incidence and outgoing angle of X-rays

The refractive index n of the X-ray in any medium is slightly less than unity. The deviation of complex refractive index of X-rays from unity is due to the dispersion and absorption by the media, expressed by the following equation:

𝑛 = 1 -𝛿 -ⅈ𝛽 (15) 
where 𝛿 represents the dispersive part and β represents the absorption by the media.

In case to total internal reflection, the absorption by the media can be neglected and the refractive index can be written as 𝑛 = 1 -𝛿. Further using the Snell's law, we can relate the critical angle and the 𝛿 as θ c = √2𝛿.

𝛿 and 𝛽 depend on the electron density 𝜌 𝑒 and the attenuation factor µ, with the following expressions:

𝛿 = 𝑟 𝑒 𝜆 2 2𝜋 𝜌 𝑒 (16) 𝛽 = 𝜆 4𝜋 µ (17)
where 𝜆 is the X-ray wavelength (1.5408 Å for Cu Kα1), re the classical electron radius, 𝜌 𝑒 the electron density and µ is the attenuation coefficient.

When the X-ray beam impinges on the sample at small incidence angle, the obtained specular intensity at an angle 2θ is a function of 𝛿 and β. Using the Fresnel's coefficients [START_REF] Veldhuis | A facile method for the density determination of ceramic thin films using X-ray reflectivity[END_REF], we can express the ratio between the intensity of reflected beam IR and incident beam I0 as follows:

𝐼 𝑅 𝐼 0 = | 𝜃 -√𝜃 2 -𝜃 𝐶 -2ⅈ𝛽 𝜃 + √𝜃 2 -𝜃 𝐶 -2ⅈ𝛽 | (18)
Figure 18 shows the obtained intensity of X-rays as a function of the outgoing angle for a single film of Al2O3. We can get various details about the thickness of the film (from the fringe width), about the roughness of the film and the interface roughness from slope of the curve and about the density and the chemical composition of the film from the critical angle, as detailed below.

Thickness determination

In XRR measurements, fringes form due to the constructive interference of the X-ray beam, when the path difference between the reflected beam from the surface and the refracted beam from an internal interface (i.e. the substrate/film interface or interfaces between different layers) is equal to the integral multiple of the X-ray wavelength (Figure 17). Therefore, the path difference 𝛥𝑙 depends on the thickness of the film:

𝛥𝑙 = 2 ⅆ √ 𝑛 2 -𝑐𝑜𝑠 2 𝜃 (19)
where ⅆ is the thickness of the film and 𝑛 is the refractive index of the film. By rearranging this equation and considering the condition for constructive interference (𝛥𝑙 = 𝑁𝜆, with N being an integer), we can obtain the following equation:

𝑠ⅈ𝑛 2 𝜃 𝑀 = 𝜆 2 4ⅆ 2 𝑁 2 -𝛿 2 -2𝛿 (20) 
with θM being the angle of the maxima of the different fringes. Hence by plotting the 𝑠ⅈ𝑛 2 𝜃 𝑀 for the fringes against the order number (N = 1, 2, 3, 4…), we will get a straight line and the slope of the line gives the thickness of the film.

In this thesis, we have used a Bruker D8 diffractometer for the XRR analysis, equipped with a monochromator to single out the Cu K1 wavelength. Before collecting the data, a thorough alignment of the sample height and the incident angle ω was performed to obtain reliable data.

A θ -2θ scan was performed in the range of 0 -6° and the intensity profile was collected on the detector as a function of the angle 2θ. The angle θm at the maximum intensity of every fringe is extracted and the sin 2 θm is calculated as in equation [START_REF] Sponsored | International Technology Roadmap for Semiconductors 2002 Update[END_REF]. As the order number of the fringe (N)

is not well defined, sin 2 θm was plotted for different values of N varying from 1 to 5. A linear fit is obtained for all the data as shown in Figure 18. The best linear fit is defining the correct value of the N and hence the slope b of this fit is used to determine the thickness of the film as: and the linear fits. In the shown example, N = 2 is chosen as the correct linear dependence.

ⅆ = 𝜆 2√𝑏 (21) 

Determination of density and the chemical composition

The measurement of the critical angle of the X-rays contains the details regarding the electronic density and the chemical composition of the films. As explained in the previous section the critical angle is related to the dispersive part (𝛿) as:

𝜃 𝑐 = √2𝛿 (22) 
𝛿 itself is related to the electron density of the material, so by fitting the XRR curve, we can determine  and hence the value of the electron density. For the materials with known stoichiometry, the mass density can be related to the electronic density using the following formula:

𝜌 𝑒 = 𝑁𝜌 𝑚 𝛴 ⅈ 𝑥 ⅈ (𝑧 ⅈ + 𝑓 ⅈ ′ ) 𝛴 ⅈ 𝑥 ⅈ 𝑀 ⅈ (23) 
Where 𝜌 𝑒 is the electron density, N the Avogadro number, 𝑓 ⅈ ′ the real part of the atomic form factor, Mi the molar mass of element i and Zi its atomic number, and 𝜌 𝑚 the mass density.

However, for materials with unknown stoichiometry, the value of mass density cannot be extracted explicitly [START_REF] Birkholz | Thin Film Analysis by X-Ray Scattering[END_REF].

By fitting the data using the GenX software [START_REF] Björck | GenX: An extensible X-ray reflectivity refinement program utilizing differential evolution[END_REF], we were able to fit the complex scattering length, which is the sum of the product of the number of atoms with their atomic form factor (𝑓) for all the elements present. For example, the complex scattering length of AlxOy is be obtained from the Henke table [START_REF] Henke | X-Ray interactions: Photoabsorption, Scattering,Transmission and reflection[END_REF]. Hence by fitting the scattering length, we can get the values of x and y, i.e. the chemical composition [START_REF] Vignaud | REFLEX: A program for the analysis of specular X-ray and neutron reflectivity data[END_REF].

((x ⋅ f Al ′ + y ⋅ f 0 ′ ) -ⅈ(x ⋅ f Al ′′ + yf 0 ′′ )),
As we are fitting the electron density to find the values of mass density and also for stoichiometry, we cannot get the value of one explicitly without knowing the other. In case of crystalline films, by considering the ideal stoichiometry, we can fit the values of the density, but in case of amorphous films, the stoichiometry can differ from ideal and the determination of density becomes unclear. In this thesis, we will interpret the critical angle in terms of density and stoichiometry, where a reliable analysis is possible.

Roughness of the film

The roughness of the film surface and the substrate/film interface reduces the Fresnel's intensity in specular direction, influencing the slope of the XRR curve. A steep slope indicates a high value of the roughness and small slope corresponds to a small value of the roughness. For example, Figure 37 in Chapter 3 shows the difference in XRR of Y2O3 single films curves because of the roughness of the surface. In this thesis, we obtained the values of the roughness by fitting with the GenX software.

XRR analysis of laminate structures

As explained in the previous section, the XRR technique is a useful tool to understand single films. In this section, a detailed explanation of the laminate structure XRR analysis is presented.

XRR was used to determine the total thickness of the laminates and also to calibrate the exact individual layer thicknesses.

In the laminate structures, the periodic arrangement of the two different materials with their different electron densities gives rise to the formation of an interference pattern. Hence, the fringes in the XRR curves arise from the total thickness of the laminate structure, as well as the bilayer thickness. In principle, even the individual layers may generate fringes, but in the present case of sub-nanometric or nanometric individual layers, the fringe periodicity is too high as to observe the related fringes experimentally. Figure 19 shows a typical laminate XRR curve of an Al2O3/ZnO laminate having an individual layer thickness of 1 nm for both materials and a total thickness of 30 nm. An artificial periodicity arises from the stacked bilayers and a Bragg peak can be observed at 2θ = 4.2°. If we use the Bragg law [START_REF] Elton | X-Ray Diffraction and the Bragg Law[END_REF] for this peak and calculate the spacing The total thickness of the laminate is directly proportional to the inverse of the period of the short oscillations present in the XRR curve. The smaller the oscillation period, the thicker is the laminate. Here in Figure 19, the total thickness of the laminate is found to be 29 nm, both by the N² method explained in the previous section and also by fitting the data using GenX.

For sub-nanometric laminates, the deposition rate of each material is the most critical parameter to control because the individual layer thickness can be affected even by a single laser pulse, having a strong impact on the dielectric properties of the laminate structure. Hence, to reach the necessary reliability, the calibration of the growth rate is performed before the deposition of each series of the laminate samples. Here, the method will be described with the example of Al2O3/ZnO laminates, but the same method was also used for the other laminates. 21, where the intersection point of two laminates represents the mutual solution of the equation, and therefore a possible value of the growth rates. In a perfect system, two laminates are enough for the calculation of the growth rates, but considering possible errors and uncertainties, it is better to use three calibration samples. Their three lines form a triangle and the centroid of this triangle gives the growth rates of the Al2O3 and ZnO. For further confirmation, the XRR data was also fitted with the GenX software and the individual layer thicknesses were calculated, and results of both analyses were compared.

Impedance spectroscopy

Impedance spectroscopy is a powerful method of characterizing many of the electrical properties of materials and their interfaces with electronically conducting electrodes. We can investigate the dynamics of charges in the bulk or interfacial regions of any kind of material: ionic conductors, electronic semiconductors, mixed electronic-ionic conductors and insulators (dielectrics). In this thesis, we have used this technique extensively for the understanding of the electrical properties of dielectric thin films and laminates. As explained in section 1.2, when an external field is applied on a dielectric material, an intrinsic electric field generates within the material to oppose the external field, which changes the polarization dynamics of the material.

As no insulator is perfect and they show a conduction component also, their charge resistance is defined as their complex impedance (Z*)

𝑍 * = 𝑅 1 + ⅈ𝜔𝑅𝐶 (24)
where R is the resistance (represents the charge dissipation through the dielectric) of the material and C is the capacitance (represents the charge storing component of the material), and i is equal to √-1.

Impedance spectroscopy is the technique, which measures the impedance of a material as a function of the frequency with an applied ac voltage. In heterogeneous dielectrics, where two different types of materials are in contact with each other and form interfaces, impedance spectroscopy is a useful tool to understand the charge transfer processes, resistivity and capacitance of the individual and interface layers, and also the diffusion and possible chemical reactions at the interface.

Principles of Impedance spectroscopy

When a monochromatic voltage, 𝑣 𝑡 = 𝑣 0 𝑠ⅈ𝑛(𝜔𝑡) is applied on a capacitor, a resulting time variant current 𝐼 𝑡 = 𝐼 0 𝑠ⅈ𝑛(𝜔𝑡 + 𝜃) flows through it, where θ is the phase difference between applied voltage and the resulting current. The voltage and current relation can be established similar to Ohm's law for dc current, and the ratio of the voltage and current represents the complex impedance Z* of the capacitor cell:

𝑍 * (𝜔) = 𝑣 0 𝑠ⅈ𝑛(𝜔𝑡) 𝐼 0 𝑠ⅈ𝑛(𝜔𝑡 + 𝜃)
This impedance is the hindrance of the charge carrier movements and hence we can determine many intrinsic properties of the materials i.e. ac conductivity, dielectric constant, also band structure elements and non-stoichiometry, as detailed below.

Complex plane representation of impedance

The complex impedance can be expressed as the vector sum of the real and imaginary components and may be plotted in the plane with either rectangular or polar coordinates as shown in Figure 22:

𝑍 * = 𝑍 ′ (𝜔) + ⅈ 𝑍 ′′ (𝜔) = 𝑣 0 𝑠ⅈ𝑛(𝜔𝑡) 𝐼 0 𝑠ⅈ𝑛(𝜔𝑡 + 𝜃)
where Z' is the real part and the Z'' is the imaginary component. Using the Euler's relation, the above equation can be expressed as 𝑍 * = 𝑣 0 ⅇ ⅈ𝜔𝑡 𝐼 0 ⅇ (ⅈ𝜔𝑡-ⅈ𝜃) = 𝑍 0 (𝑐𝑜𝑠 𝜃 + ⅈ 𝑠ⅈ𝑛 𝜃) So, the real and imaginary components can be expressed as: 𝑍 ′ = 𝑍 0 𝑐𝑜𝑠 𝜃 and 𝑍 ′′ = 𝑍 0 𝑠ⅈ𝑛 𝜃 From Figure 22, the phase difference can be calculated as

𝜃 = 𝑡𝑎𝑛 -1 ( 𝑍 ′′ 𝑍 ′ )
From the above relation, the applied time-variant voltage and the obtained current can be converted into a time-independent impedance. The representation of the experimental data in the complex plane helps in understanding the intrinsic properties of the materials.

Figure 22 The complex impedance plotted as a planar vector using rectangular and polar coordinates

Basic quantities and their interpretation

The basic quantities, which are interrelated to the complex impedance, are called the immittances: admittance (Y*), modulus (M*) and the dielectric permittivity (ε*). All these quantities can be expressed in the complex plane as:

𝑌 * = 𝑌 ′ (𝜔) + ⅈ 𝑌 ′′ (𝜔) 𝑀 * = 𝑀 ′ (𝜔) + ⅈ 𝑀 ′′ (𝜔) 𝜀 * = 𝜀 ′ (𝜔) -ⅈ 𝜀 ′′ (𝜔)
where the quantities marked by a prime and a double prime are the real and imaginary components, respectively. All these quantities are interrelated, the admittance of the circuit is a complex form of its conductance and is equal to the reciprocal of its complex impedance as:

𝑌 * = (𝑍 * ) -1
The modulus function is related to the complex impedance as follows:

𝑀 * = ⅈ𝜔𝐶 0 𝑍 * (25)
where ω is the angular frequency, 𝐶 0 = 𝜀 0 𝐴 𝑙 is the capacitance of the empty capacitor cell having an electrode area A and the distance between electrodes l. ε0 is the vacuum permittivity. The complex permittivity of the materials is the reciprocal of the complex modulus function:

𝜀 * = (𝑀 * ) -1
All these immittance quantities help in describing the contributions of the intrinsic properties of the material in dissipation and storage of charges, but also to make the link to the experimentally observed quantities. The real and imaginary part of the complex permittivity can be used to calculate the loss tangent tan  by:

tan 𝛿 = 𝜀′′ 𝜀′
This quantity is experimentally important, as the mainly used expression to evaluate the dielectric losses of the dielectric material. Another experimentally important expression is the ac conductivity allowing for the determination of the charge conduction in the capacitor cell. We can express the ac conductivity in terms of the real permittivity and the tan𝛿 as :

𝜎 = 2𝜋𝑓𝜀 0 𝜀 ′ 𝑡𝑎𝑛 𝛿

Laboratory experiment set up

In this thesis, we have used an Agilent 4284A precision LCR meter for impedance analysis.

The workstation fitted with two metallic probes with sharp tips is connected to the LCR meter.

For the measurement, the probes are connected to the top and bottom electrode of the samples, in our experimental setup the top electrode is the Ag contact created by lithography, and the bottom electrode is the doped Si substrate. A sinusoidal voltage signal with an amplitude of 50 mV is applied on the target electrodes. The ac response from the sample is then measured by the the LCR meter at the same frequency as the applied voltage. A program has been used to calculate the capacitance, the dielectric losses tan δ, the complex impedance Z* and the complex modulus M* from the LCR meter measurement. Measurements have been acquired in the frequency range of 20 Hz -1 MHz, and were carried out at room temperature in general. Figure 23 shows the experimental setup used for acquiring the impedance spectroscopy data. 

Simulations of the dielectric properties

Experimentally obtained impedance data for a given sample was analyzed by using a mathematical model based on an equivalent circuit, representing the intrinsic properties of the material. For example, the dielectric material between two parallel electrodes as shown in Figure 24 can be understood by a parallel circuit of a resistance (R) and a capacitance (C), and the complex impedance of the circuit is expressed by equation ( 24) on page 54. 

Solid solution model

As the thickness of the individual layers are in the sub-nanometric range, we assumed in this model, that a solid solution of two different material is formed instead of a periodic layered structure. This model will be used to determine the dielectric properties for laminates with a interface roughness exceeding the individual layer thickness. In this case, the total nominal content of each constituent was calculated based on the deposition rate and the number of pulses used for the deposition. For example, consider a laminate structure of two constituents materials A and B, where A is having a thickness of x and B has a thickness of y nm, respectively.

We can represent this laminate as A/B (x/y nm). The nominal content of material A (𝐴 𝑛 ) and B (𝐵 𝑛 ) can be represented as:

𝐴 𝑛 = 𝑥 𝑥+𝑦 and 𝐵 𝑛 = 𝑦 𝑥+𝑦
Further, the rule of mixture was applied in order to calculate the dielectric constant of the laminate. For example, if the dielectric constant of A is 𝑘 𝐴 and B is 𝑘 𝐵 , the dielectric constant of the solid solution can be represented as:

𝑘 𝑠𝑠 = 𝐴 𝑛 𝑘 𝐴 + 𝐵 𝑛 𝑘 𝐵 (26) 

Series capacitance model

In this model we have assumed that the constituent layers remain as individual entities forming a periodic stacked structure, with no charge accumulation at the interface. The total capacitance of the laminate structure (CL) can then be calculated as the series sum of the individual capacitances of the individual layers (CA and CB) as:

1 𝐶 𝐿 = 𝑛 𝑏 * ( 1 𝐶 𝐴 + 1 𝐶 𝐵 ) (27)
Where nb is the number of bilayers in the laminate structure.

For the calculation of the capacitance of the individual layers (Al2O3, Y2O3 and ZnO), the dielectric constant values obtained from the dielectric study of single films of these materials were used. From equation [START_REF] Choi | Development of hafnium based high-k materials -A review[END_REF], the apparent dielectric constant can be calculated using the parallel plate capacitor expression (equation (1) on page 13).

Maxwell -Wagner model

In case of the presence of the Maxwell -Wagner (MW) effect in the laminate structures, the accumulation of charges at the interface of the insulator and semiconductor layers gives rise to a space charge polarization and a high dielectric constant can be obtained, higher than the constituents of laminate. Figure 25 shows the example of a laminate structure of Al2O3/ZnO with the bottom electrode doped Si (001) and the top electrode Ag. The equivalent circuit of the laminate can be constructed using R-C elements for each layer and the interface between them, as shown also in the Figure 25. Each individual layer can be represented as a RC circuit where the resistance and the capacitance are related to their charge storing and charge dissipating properties. The total complex impedance of the laminate structure can be written as:

𝑍 * = 𝑛 𝑏 • ( 𝑅 1 1 + ⅈ𝜔𝑅 1 𝐶 1 + 𝑅 2 1 + ⅈ𝜔𝑅 2 𝐶 2 + 𝑅 ⅈ 1 + ⅈ𝜔𝑅 ⅈ 𝐶 ⅈ ) + (𝑛 𝑏 -1) • ( 𝑅 ⅈ 1 + ⅈ𝜔𝑅 ⅈ 𝐶 ⅈ ) (28) 
where nb represents the number of bilayers in the laminate structure. For each bilayer, two interfaces are present, except for the top-most layer. We can deduce the real and imaginary components of the impedance from equation ( 28) as:

𝑍 ′ = 𝑛 𝑏 ⋅ ( 𝑅 1 1 + (𝜔𝑅 1 𝐶 1 ) 2 + 𝑅 2 1 + (𝜔𝑅 2 𝐶 𝐿 ) 2 + 𝑅 ⅈ 1 + (𝑤𝑅 ⅈ 𝑙 ⅈ ) 2 ) + (𝑛 𝑏 -1) ⋅ ( 𝑅 ⅈ 1 + (𝜔𝑅 ⅈ 𝐶 ⅈ ) 2 ) (29) 𝑍 ′′ = 𝑛 𝑏 ⋅ (𝑅 1 ( 𝜔𝑅 1 𝐶 1 1 + (𝜔𝑅 1 𝐶 1 ) 2 ) + 𝑅 2 ( 𝜔𝑅 2 𝐶 2 1 + (𝜔𝑅 2 𝐶 2 ) 2 ) + 𝑅 ⅈ ( 𝜔𝑅 ⅈ 𝐶 ⅈ 1 + (𝜔𝑅 ⅈ 𝐶 ⅈ ) 2 )) + (𝑛 𝑏 -1). 𝑅 ⅈ ( 𝜔𝑅 ⅈ 𝐶 ⅈ 1 + (𝜔𝑅 ⅈ 𝐶 ⅈ ) 2 )
Similarly, we can also get the complex and imaginary part of the electrical modulus using equation [START_REF] Posadas | Epitaxial MgO as an alternative gate dielectric for SiC transistor applications[END_REF] as shown by Sinclair and West [START_REF] Sinclair | Impedance and modulus spectroscopy of semiconducting BaTiO3 showing positive temperature coefficient of resistance[END_REF].

The experimental data of the four quantities (Z'', Z', M'' and M') were fitted with the above model, using the thickness, the resistance and capacitance of the individual layers and of the interface as fitting parameters. From the thus extracted resistance and the capacitance values, the resistivity and the dielectric constant of the individual layers and the interface was calculated.

The sum of the thicknesses of the constituents was fixed to the experimentally determined bilayer thickness. The fitting was carried out with a self-written MatLab program, allowing to fit the four quantities simultaneously.

The charge density at the interface was calculated using the capacitance of the interface layer and the voltage drop at the interface as:

𝑞 ⅈ = 𝐶 ⅈ 𝑉 ⅈ
Where Ci and Vi are the capacitance and voltage drop at the interface. The voltage drop at interface was calculated using the interface resistance (Ri) and the current flowing through the circuit ⅈ = 𝑍 * 𝑉 .

Chapter 3 Growth and properties of single films

As explained in chapter 1, the objective of this thesis is to develop insulator/semiconductor laminate structures of binary oxides with an enhanced dielectric constant creating the Maxwell-Wagner effect at the interface. The physics of these laminates would be challenging to understand if the constituent materials would not have been studied in single films. With this study of the single films of constituent materials, we will establish the effect of deposition parameters on their dielectric properties, and the relation between the properties of the laminates and those of their constituents. This chapter contains the details about the structural and electrical properties of the PLD grown Al2O3, Y2O3 and ZnO single films. As the deposition parameters play a vital role in defining the properties of the films, a detailed optimization of deposition temperature and pressure was carried out. 

Al2O3 single films

Al2O3 thin films were deposited on n-doped Si (001) using the procedure as described in section 2.1.2. As Al2O3 has a high thermodynamic stability with Si and a large bandgap, it will be used as an insulator layer in the laminates, after the growth optimization to achieve the desired properties. This part presents the study of the dielectric properties of the Al2O3 single films deposited at a different temperature and pressure. Throughout this section, the thin film material will be referred to by Al2O3 for clarity instead of AlOx, although the stoichiometry of the films is not determined to correspond to the bulk material.

Before starting the deposition, a high-density target of Al2O3 was prepared by standard pressing and sintering, and X-ray diffraction (XRD) was conducted to confirm its purity. Figure 26 shows the conventional θ -2θ scan of the Al2O3 target with a monochromatic beam of Cu Kα1

(1.5408 Å). The obtained XRD pattern coincides well with the ICDD data of Al2O3 and confirms the polycrystalline nature with the absence of any other impurity phase.

Effect of the deposition temperature

In order to evaluate the effect of the deposition temperature, various films were prepared by fixing the deposition pressure to 0.005 mbar and varying the substrate temperature ranging from room temperature to 300 °C. The number of pulses was fixed to 5000. Figure 27 (a) shows the XRR reflectivity curves of Al2O3 thin films deposited at different substrate temperatures (RT, 100°C, 200°C and 300°C). All the samples show a high number of oscillations and a constant decrease in the intensity envelop. The amorphous nature of the films was observed by the absence of diffraction peaks in a θ -2θ scan for all deposition temperatures. The analysis of the XRR curve was carried out as explained in section 2.3.1. Figure 27 (b) shows the evolution of the thickness, roughness, and the density of films as a function of the substrate temperature. The thicknesses of these films were found to be ≅ 40 nm, with a comparable value for the different deposition temperatures, indicating a stable growth rate. The sample grown at 300 °C shows a slightly enhanced roughness, explaining the steeper fall of the intensity envelope in the XRR measurements. The density of the films was found to be independent on the growth temperature and to be approximately about 85-90 % density of bulk Al2O3 (Figure 27 (b)).

The dielectric properties of the films are summarized in Figure 28. The dielectric constants are determined to be in the range of about 9, which is consistent with the observations in crystalline materials and other thin films, even in the amorphous phase [START_REF] Prasanna | Dielectric properties of DC reactive magnetron sputtered Al 2O 3 thin films[END_REF]. Therefore, the films show a typical behavior of amorphous films. The dielectric losses are below 0.01, indicating the high quality of the films and the absence of defect charges. The resulting ac conductivity (Figure For the laminate structures and to study the deposition pressure effect, we will use a growth temperature of 100°C, selected due to the following reasons: (a) bulk like dielectric properties, (b) low deposition temperature is always preferable for amorphous films and for industrial applications, and (c) a low film roughness with respect to the 300°C sample leading to a low topological disorder in the film.

Effect of the deposition pressure

In PLD, the pressure in the vacuum chamber affects the growth mechanism of the adatoms on the substrate. A high background pressure in the chamber leads to an increased number of collisions with the ablated particles from the target, which reduces the energy of the ablated particles and hence the film nucleation and growth will be affected. Other than the growth mechanism, the deposition pressure can also affect the stoichiometry of the thin film. For the deposition of the Al2O3 single films, an optimal oxygen pressure helps to control the oxidation of Al, leading to optimal Al/O ratios. This part shows the effect of the deposition pressure on the dielectric properties of the Al2O3 films. In order to evaluate the impact of the deposition pressure, various films were prepared by fixing the deposition temperature to 100 °C and varying the deposition oxygen pressure (vacuum, 0.005mbar, 0.01mbar, 0.05mbar and 0.1mbar). Figure 29 shows the XRR spectra of the Al2O3 thin films deposited at different oxygen pressures.

As the deposition oxygen pressure increases from vacuum to 0.01 mbar, the thickness of the film decreases. At higher pressures, a slight increase in the thickness was observed for films deposited at 0.05mbar and 0.1mbar pressure. Also, the substantial angular decrease of the intensity envelope of the oscillations for 0.05 mbar and 0.1 mbar shows an increase of the roughness of the film. Thus, the high deposition pressure influences the structure of the films.

The topographical deterioration for the high deposition pressures is related to the energy loss of the plume species, due to the enhanced scattering while travelling to the sample surface. When adsorbing to the sample surface, the species have lower energies at higher deposition pressures, explaining the less homogeneous surface. Figure 29 (b) shows the effect of deposition pressure on the density and roughness. High deposition pressure leads to a lower density and higher roughness of the films. However, the variations stay small: for the roughness values, it increases and 0.005 mbar, the determined ratio is comparable to the stoichiometric value for Al2O3 (black line in Figure 29 (c)). When increasing the deposition pressure, the O/Al ratio increases as expected, although the obtained values would indicate a phase of AlO2, which is not reasonable regarding the resulting nominal Al 4+ oxidation state. However, the possible presence of oxygen pairs in amorphous alumina has been experimentally demonstrated [START_REF] Århammar | Unveiling the complex electronic structure of amorphous metal oxides[END_REF] and the comparable formation energies of oxygen interstitials compared to other possible defects on oxygen rich environments have been determined theoretically [START_REF] Choi | Native point defects and dangling bonds in α-Al2O3[END_REF]. Therefore, such a high O/Al ratio may become reasonable in the case of interstitial oxygen pairs, although the decreasing density of the films at high deposition pressures may lead to an overestimation of the O/Al ratio for these samples. Anyway, the XRR analysis confirms the good oxidation of the films already in vacuum and very low oxygen deposition pressures. AFM analysis was also conducted on the same samples to confirm the roughness values and understand the morphology of the films. Figure 30 shows the morphology determined by Atomic Force Microscopy (AFM) of the different samples. The AFM extracted RMS roughness values increase from a value of about 0.7 nm to 1 nm, as was observed also by XRR. This increase stays small as compared to the film thickness, and the topography indicates the outgrowth of small domains at high oxygen pressure. No shapes indicating possible voids or pinholes are observed, allowing for a reliable dielectric analysis of these samples.

Concerning the dielectric properties of the amorphous Al2O3 films deposited under different oxygen pressures, an overview is given in Figure 31. For the films deposited under a pressure ≤ 0.01 mbar, the properties are comparable to the typical properties of amorphous Al2O3 thin films: a dielectric constant of about 9 and dielectric losses below 0.01. It is especially remarkable here that the film deposited under vacuum shows the same properties. The PLD process is a reducing process due to the volatility of oxygen in the ablation process, which is why generally a small background pressure of oxygen is used to ensure few oxygen vacancies and to avoid the introduction of charges in the system. Evidently, even the samples deposited under vacuum (at a pressure of about 7 x 10 -7 mbar) show the typical properties, underlining the robustness of the dielectric properties concerning a possible sub-stoichiometry of oxygen. In order to pin down more clearly the characteristics of the charge carriers being at the origin of the dielectric properties of the films deposited under high oxygen pressures, we have carried out temperature -dependent dielectric spectroscopy on samples made in two selected deposition pressures (0.005 mbar for representative optimal films and 0.1 mbar for the high pressure films). An overview of the temperature dependence of the dielectric constant and the dielectric loss of samples are shown in Figure 32. The dielectric properties of the 0.1 mbar sample are strongly temperature dependent as compared to 0.005 mbar sample (Figure 32 (a)). The dielectric constant was found to increase with temperature for both samples, however the effect is more prominent for the sample deposited under 0.1 mbar oxygen pressure (Figure 33). This increase in dielectric constant is attributed to the space charge polarization produced by the increasing number of free carriers because of the temperature increase. At low frequency, the charge carriers get blocked at the electrodes, which leads to a space charge layer resulting in an increase in polarization and the dielectric constant [START_REF] Prasanna | Dielectric properties of DC reactive magnetron sputtered Al 2O 3 thin films[END_REF][START_REF] Karunagaran | Dielectric and transport properties of magnetron sputtered titanium dioxide thin films[END_REF][START_REF] Gould | A.c. electrical properties of thermally evaporated thin films of copper phthalocyanine[END_REF]. The decrease in the dielectric constant with frequency can be understood because of the reduced movement of the charge carriers under high frequencies. The strong dependence of the dielectric constant in the 0.1 mbar sample shows the availability of more high mobile charge carriers, which may be related to the chemical modifications arising due to stoichiometric changes in the film. In order to understand the conduction mechanism, the temperature dependent ac conductivity of these samples is plotted as shown in Figure 34. For the 0.005 mbar sample, the conductivity is not highly sensitive to the temperature and follows the power law

𝜎 = 𝐴𝜔 𝑠 (30)
The value of s is calculated from the slope of the log(σ) vs log(ω), which was found to be in the range of 0.9 to 1. s is decreasing slightly with temperature before stabilizing at high temperature (inset Figure 34). This behavior is related to electron hopping conduction in the amorphous films due to the presence of localized states in the forbidden gap[55 86 87]. Many studies have shown this behavior in amorphous films.

The activation energy was calculated from the slope of log(σ) vs 1 𝑇 ⁄ using the Arrhenius equation for conductivity (𝜎 = 𝜎 0 ⅇ ( -𝐸 𝑎 𝑘 𝐵 𝑇

) ), where Ea is activation energy and KB is the Boltzmann constant (Figure 35). The activation energy was found to be 0.072 eV at 10 Hz and 0.078 eV at 100 Hz and with increase in the frequency was found to decrease to 0.022 eV at 1000 Hz. This decrease in the activation energy with frequency is also related to the hopping type of conduction [START_REF] Jonscher | FREQUENCY-DEPENDENCE OF CONDUCTIVITY IN HOPPING SYSTEMS[END_REF]. The value of the activation energy itself seems to be very small compared to the value of 1.5 eV given in the available literature on amorphous Al2O3 [START_REF] Novikov | Charge transport mechanism in amorphous alumina[END_REF]. However, a theoretical paper of G. Blaise [START_REF] Blaise | Charge localization and transport in disordered dielectric materials[END_REF] predicts activation energies below 0.1 eV in the case of extremely low disorder.

Although the activation energy is low, the low density of states leads to a negligible electronic conduction, as observed in the ac conductivity of the 0.005 mbar film. The 0.1 mbar sample shows a more complex temperature and frequency dependence, with three different regions. Such a complex frequency and temperature dependence confirms the more complex situation observed also for the dielectric constant and the dielectric losses in the high-pressure films.

Region I in Figure 34 shows a dc conductivity plateau, which is frequency independent but temperature dependent, indicating the presence of free charge carriers in the film. Their density increases with the temperature and results in high dc conductivity. The activation energy was found to be 0.098 eV at 10Hz (Figure 35). This value, slightly higher but comparable to the values found in the 0.5 mbar sample, indicate that the conduction charges have a comparable origin.

The observed macroscopic conduction indicates a higher density of these defect charges in the 0.1 mbar film.

In Region II (Figure 34), the conductivity is increasing with frequency and temperature. Here, the activation energy increases to approximately 1.4 eV at 100 and 1000 Hz. Again, equation ( 30) was used to describe the data. The obtained s values are situated around 1, as shown in the inset of Figure 34.

Region III in Figure 34 is the temperature-independent part, and the conductivity is increasing with frequency following 𝜎 = 𝐴𝜔 𝑠 where the value of s is between 1.8 to 2 at all temperatures.

This kind of behavior is characteristic for a finite resistance at the electrode interface of the film, dominating the results at high frequencies [START_REF] Lakatos | Electrical properties of amorphous Se, As2Se3, and As2S3[END_REF]. In the 0.005 mbar sample, which is comparable to optimal amorphous Al2O3 films available in the literature, the low losses and the absence of a frequency-independent plateau in the ac conductivity at low frequencies indicate a small defect density. In the case of the 0.1mbar sample, an increase of the O/Al ratio above 1.5 indicates the introduction of excess oxygen, with resulting chemical defects. These chemical defects could be interstitial oxygen [START_REF] Choi | Native point defects and dangling bonds in α-Al2O3[END_REF], which acts as a fixed charge center and adds up an extra energy level situated at 1eV above the valence band [ 91 92].

The energetic positioning of these bands could account for the charges with an activation energy of about 1.4 eV observed only in the 0.1 mbar sample.

Coming back to the initial motivation of the single film growth, i.e. the optimization of the deposition parameters for the laminate growth, a pressure of 0.005mbar was preferred because of the low defect densities and the absence of dc conductivity.

Y2O3 single films

Y2O3 thin films were deposited on n-doped Si (001) by PLD, as described in section 2.1.2.

Before starting the deposition, high-density targets of Y2O3 were prepared by standard pressing and sintering, and XRD analysis was conducted to confirm their purity. Figure 36 shows the conventional θ -2θ scan of the Y2O3 target with a monochromatic beam of Cu Kα1.

Figure 36 XRD pattern of Y2O3 target

The obtained XRD pattern coincides well with the ICDD data of Y2O3 and confirms the polycrystalline nature with the absence of any other impurity phase. Detailed optimization of deposition parameters (temperature and pressure) was performed in order to obtain the required properties of the films.

Effect of the deposition temperature

The amorphous character of the films was established by XRD. A typical XRD pattern of the Y2O3 thin film deposited at different temperature (100 °C, 200 °C and 300 °C) shows no reflection from crystalline phases, which is due to the absence of the long-range order in the films.

Therefore, all the samples are amorphous in nature.

XRR measurements were carried out on the films to determine their density, thickness and roughness by the analysis of the oscillation period, critical angle and the angle dependence of the exponential envelop of the intensity [START_REF] Parratt | Surface studies of solids by total reflection of x-rays[END_REF]. Figure 37 shows the XRR curves with the fit results for Y2O3 thin films deposited at different temperatures. The fitted profiles match well with the experimental data if a layer of SiOx at the interface of film and substrate is introduced. The formation of the SiOx layer on Si substrate is a well-known fact [START_REF] Kisa | Structural comparisons of Si Ox and SiSi Ox formed by the exposure of silicon (100) to molecular oxygen and to hyperthermal atomic oxygen[END_REF], and cannot be avoided due to the oxygen exposition of the substrate in the early stages of the film growth. Its presence and thickness (limited to some nanometers) will be taken into account in the analysis of the dielectric data.

Figure 37 XRD and XRR pattern of Y2O3 films deposited at different deposition temperature

The deposition temperature was found to have a limited effect on the thickness, i.e. the growth rate of Y2O3 films (the fit results are summarized in Table 1). The extracted thicknesses of the films are ≈ 17nm. The roughness of the films is between 0.5 and 0.6 nm, and decreases for the film grown at 300°C, illustrating the change in the atomic arrangement due to the enhanced energy of the adsorbed species. The density of the films can be extracted from XRR, as described in section 2.3.1. In Figure 37(b), θc is observed to be roughly stable through different deposition temperatures, and as a compositional change of these films is not expected because of the fixed deposition oxygen pressure, θc can be used to evaluate the film density. The fit results show a density of above 90% of the bulk value of 5.03 g/cm 2 [START_REF] Cho | Study of Y2O3 Thin Film Prepared by Plasma Enhanced Atomic Layer Deposition[END_REF], with an enhancement of the density with the deposition temperature. The enhanced energy of the adsorbed species at high temperatures leads to a closer packing of the films, and hence the density increases with the deposition temperature.

The deposition temperature dependence of the dielectric properties were studied using impedance spectroscopy. Figure 38 (a) shows the dielectric constant of Y2O3 films deposited at 0.005 mbar pressure as a function of substrate temperature and frequency. As the substrate temperature increases, the dielectric constant of the films decreases. The inversely proportional relation of dielectric constant and substrate temperature of Y2O3 thin films is in accordance with the results of other studies [ 96 97]. Films deposited at low temperatures are amorphous with a lower packing density, and therefore higher defect densities [START_REF] Ramana | Enhanced optical constants of nanocrystalline yttrium oxide thin films[END_REF]. These defects can act as charge trap centers and increase the space charge polarization in the films, explaining the high dielectric constant at 100 °C. At higher deposition temperature, the packing density is enhanced, as shown by the XRR results (Table 1), leading therefore to a reduction of defect density accompanied by the reduction of space charge polarization and hence a reduction of the dielectric constant. As to the dielectric losses, they are situated for all samples of the temperature series below 0.1, which is an acceptable level. Regarding the ac conductivity (Figure 39), calculated from the dielectric data [START_REF] Prasanna | Dielectric properties of DC reactive magnetron sputtered Al 2O 3 thin films[END_REF], no low frequency plateau related to dc conductivity is observed, again indicating a highly insulating behavior. It is interesting to note, that although the evolution of the dielectric constant indicates a higher defect level in the low temperature films, the dielectric losses and the ac conductivity do not show an important evolution, indicating that these defect charges are deeply trapped in the Y2O3 film, and do not contribute to a possible conduction in the films.

Figure 39 Conductivity of Y2O3 films deposited at different temperatures

For the laminate structures and to study the deposition pressure effect, we will use a growth temperature of 100°C because of the higher dielectric constant and the low losses. Again, the use of a low temperature is preferable for materials for the use in complex electronic devices.

Effect of the deposition pressure

In order to evaluate the impact of the deposition pressure on the dielectric properties, various films were prepared by fixing the deposition temperature to 100 °C and varying the deposition oxygen pressure (vacuum, 0.005mbar, 0.01mbar, 0.05mbar and 0.1mbar). Figure 40 shows the XRR spectra of the Y2O3 thin films deposited at different oxygen pressures.

Figure 40 XRR curves of the Y2O3 films deposited at different oxygen pressures

The growth of the films was found to be strongly influenced by the oxygen deposition pressure. As the oxygen pressure increases, the XRR oscillations die out at lower angles, indicating a lower quality of the films. At 0.1 mbar and 0.05 mbar oxygen pressure, oscillations are not visible above 1.5 ° and 2.5 °, respectively, while at lower pressures (0.005 mbar and 0.01 mbar), well-defined oscillations up to high 2 values suggest a smooth film growth. Table 1 (page 76) summarizes the thickness and roughness values of the Y2O3 thin films extracted from the XRR fits as a function of deposition pressure. The roughness increases strongly for the sample deposited under 0.1 mbar as expected from the overall aspect of the experimental data. The high-pressure samples (0.1 mbar and 0.05 mbar) show a higher error of the fit results because of the low number of oscillations present, but the thickness seems to increase. This is possibly an effect of the better availability of oxygen from the deposition atmosphere, allowing for a higher deposition rate than in the case of low pressures.

The critical angle θc varies strongly (Figure 40). Here, both the density and the film composition may evolve: At high background pressure during the growth, a higher number of collisions reduce the energy of the plume species before they reach the substrate surface. The low energy of the adsorbed species favors the possible formation of voids, decreasing the film density, and the increase of the roughness, as is observed in the fit results. On the other hand, the high background pressure may also change the film composition, where more oxygen atoms may be incorporated. The increasing film thickness with higher deposition pressure is probably a sign of such a process. Therefore, the interpretation of θc is not straightforward in this case, and the detailed analysis of the oxygen composition of the films is extremely difficult due to the lack of adapted techniques. Thus, based on the XRR data, we are not able to conclude clearly on the density changes with deposition pressure, and therefore the most important indicator of the film quality is not accessible. An AFM study of the surface of the films deposited at different pressures (Figure 41) allows to extract the RMS roughness and confirms the overall quality loss at high deposition pressures, as observed in the XRR data. The roughness increases strongly due to the formation of mounds, reaching a height of 5 nm, corresponding to roughly 30% of the film thickness (Table 1).

Figure 42 shows the influence of deposition pressure on the dielectric constant and dielectric losses of Y2O3 thin films. As the deposition pressure increases, the dielectric constant decreases and the low frequency dielectric losses increase. This observed behavior, with better dielectric properties for samples deposited under low oxygen pressure, is somehow surprising. The O/Y ratio in Y2O3 is expected to enhance for higher oxygen pressures by compensating the lack of oxygen due to the reducing character of the ablation process. The thickness evolution (Table 1) indicates a limited growth at low deposition pressure, which may be related to the lack of oxygen.

At higher deposition pressures, the growth rate increases, indicating a better oxidation of the films. Concerning the dielectric constant, the observed decrease with the deposition pressure may be explained in the same way as for the temperature dependence: The oxygen substoichiometry at low pressures can lead to an increase of trapped charges in the Y2O3 films that, on the application of an ac electric field, act as pseudo-dipoles and enhance the dielectric constant. When the deposition pressure increases, the oxygen vacancies and the trapped charge density decrease, which can explain the observed reduction in the dielectric constant of the film.

However, this mechanism cannot account for the signs of enhanced mobile charge carriers at high deposition pressures, as the increase of the low frequency dielectric losses and the ac conductivity (Figure 42). In crystalline Y2O3 films, oxygen deficiency introduces a change in the density of states and reduces the energy bandgap [START_REF] Travlos | Oxygen vacancy ordering in epitaxial layers of yttrium oxide on Si (001)[END_REF]. It has also been reported that postannealing under oxygen of thin Y2O3 films can reduce the leakage current density by improving the stoichiometry of Y2O3 [START_REF] Quah | Deposition and post-deposition annealing of thin Y2O3 film on ntype Si in argon ambient[END_REF][START_REF] Cho | Structural and electrical characteristics of Y2O3 films grown on oxidized Si(100) surface[END_REF].Thus, in crystalline films, a good oxygen stoichiometry leads to lower dielectric losses, which is not the observed evolution in this study on amorphous films. However, the increase of the oxygen pressure leads also to an enhanced roughness and the formation of mounds (Figure 41) in the films. Rough dielectrics and therefore rough top electrodes are known to enhance free charge carriers in the film, and therefore losses and the leakage current [START_REF] Zhao | Surface-roughness effect on capacitance and leakage current of an insulating film[END_REF]. This mechanism is kicking in for the film at 0.05 mbar, where an enhancement of the low frequency dielectric losses is observed. When the pressure further increases to 0.1 mbar, the losses increase even further, in good agreement with the increase of the roughness of the films.

The strong influence of the roughness can also be observed in the leakage current density with the applied field strength (Figure 43). At zero bias, a current density of approx. 10 -8 A/cm 2 is reached for all samples. The field strength, at which an abrupt increase in current density is observed, is considered as the breakdown field. As the deposition pressure increases, the breakdown occurs at lower field strength. The observed changes of the structure and the morphology for the pressure series, especially the increase in void density and depth at high deposition pressure, will also have a strong influence on the breakdown field [START_REF] Verweij | Dielectric breakdown I: A review of oxide breakdown[END_REF]. The voids create a low ohmic path through the film due to the locally reduced film thickness, and therefore reduce the breakdown strength. Hence, the film deposited at 0.1 mbar pressure shows the lowest breakdown strength, and film deposited at 0.005 mbar pressure shows a high breakdown strength (Figure 43 (b)), due to its high growth quality.

Therefore, care must be taken in the development of high quality, amorphous Y2O3 dielectrics on the oxygen atmosphere. Generally regarded as a good lever to ensure the complete oxidation of thin films, and therefore to achieve satisfying dielectric properties, the use of a high deposition pressure decreases however the energy of the adsorbed species on the surface of the sample.

For crystalline films, i.e. using a high deposition temperature or a high-temperature annealing, this lack of energy is compensated by the thermal energy, but for amorphous films, being deposited at much lower temperatures, it leads to the formation of an important roughness and voids, which may in extreme cases lead to the formation of pinholes. The dielectric properties are deteriorated by this enhancement of the roughness, winning the trade-off with the increased oxidation.

Figure 43 (a) I-V characteristics of Y2O3 thin films deposited at different oxygen pressures, (b) breakdown strength of Y2O3 films as a function of deposition pressure

Based on the study of single films of the insulators (Al2O3 and Y2O3), we conclude that the best deposition parameters for the dielectric films with limited topological and chemical defects are: deposition temperature -100 °C, oxygen deposition pressure -0.005 mbar, laser energy -200 mJ and the substrate target distance should be 80 mm. With these deposition parameters, the obtained properties of these films are almost similar to their bulk values, which ensures the presence of limited defects in the films. For the deposition of the laminates, we have used these parameters in order to have bulk like insulating properties of these materials.

ZnO single films

Zinc oxide (ZnO) is a n-type semiconductor which has attracted research interest for the applications in electronics. The ability of ZnO to accommodate free charges makes it a perfect semiconductor to be used in laminates for provoking a high Maxwell -Wagner effect. Hence, in order to optimize the deposition parameters, single films of ZnO were deposited and were characterized for their electrical and structural properties.

ZnO thin films were deposited on n-doped Si (001) by Pulsed laser deposition (PLD) technique as described in the experimental chapter. As it has been observed in the Al2O3 and Y2O3 thin films, the deposition parameters can affect largely the morphology and the electrical properties of the thin films, hence, the optimization of the deposition parameters becomes an essential task for achieving the desired properties in ZnO films as well. As ZnO is known for its tunable electrical properties, the deposition parameters become even more critical for the electrical properties of ZnO.

Before starting the deposition, a high-density target of ZnO was prepared by standard pressing and sintering, and X-ray diffraction (XRD) analysis was conducted to confirm its purity. 

Effect of the deposition temperature

In order to evaluate the effect of the deposition temperature, ZnO films were prepared by fixing the deposition pressure to 0.005 mbar and varying the substrate temperature ranging from 100 °C to 300 °C. A sample at room temperature was also prepared but was not stable under ambient conditions. Structural analysis was carried out using XRD measurements at high angle and XRR. The XRR measurements were analyzed by fitting the experimental data, allowing to deduce the thickness, the roughness and the density of films. decrease in the intensity envelop. The analysis of the XRR curve was carried out as explained in the chapter 2 using the GenX software. The thickness of the film was found to be increasing strongly with the substrate temperature (Table 2), although the number of the laser pulses was kept constant. Therefore, the substrate temperature provides the required energy to the adatoms to diffuse on the substrate and helps in the formation of crystalline ZnO. However, the growth at high temperature (200 and 300°C) will also increase the grain size [START_REF] Ghorannevis | Effect of substrate temperature on structural, morphological and optical properties of deposited Al/ZnO films[END_REF] , and it could lead to the high observed roughness values for the film deposited at 200 and 300°C (Table 2).

This increase in the roughness causes the disappearing fringes in the intensity envelop of XRR pattern at low incidence angles for 200°C and 300°C. The density of all the films were found to be 85 -90 % of the bulk density of ZnO. increases with the substrate temperature [START_REF] Ondo-Ndong | Electrical properties of zinc oxide sputtered thin films[END_REF]. But also the values of the dielectric constant for the 100°C and 200°C samples are more than an order of magnitude higher than the bulk dielectric constant of ZnO. This is because of the oxygen vacancies in ZnO arising due to the low oxygen pressure during deposition, which will be discussed in the next section in detail.

Effect of the deposition pressure

In order to evaluate the impact of the oxygen deposition pressure on the dielectric properties, various films were prepared by fixing the deposition temperature to 100 °C and varying the deposition oxygen pressure (vacuum, 0.005 mbar, 0.01 mbar, 0.05 mbar and 0.1 mbar).

Figure 47 shows the XRR spectra of the ZnO thin films deposited at different oxygen pressures.

The reduction in the fringe width of the films with the deposition pressure shows that the thickness and hence the deposition rate of ZnO decreases with the increase of the deposition pressure (Table 3). A ZnO film were also deposited at 0.1 mbar but no fringe was observed in the XRR pattern. This indicates either an extremely low thickness or an important roughness, so we excluded it from the study. The decrease of the deposition rate with the pressure may indicate the loss of energy of ejected atoms from the target because of high number of collisions with the background oxygen. However, a decrease in roughness of the films with the deposition temperature is also observed, indicating again a tendency to roughness if the energy of the adsorbed species on the substrate is high. In this regard, low oxygen pressures are comparable to high deposition temperatures. Figure 49 shows the influence of deposition pressure on the dielectric constant and dielectric losses of ZnO thin films. As the deposition pressure increases, both quantities decrease. This behavior can be understood well with the native defects in the ZnO thin films [START_REF] Kohan | First-principles study of native point defects in ZnO[END_REF]. It is a wellreported fact, that ZnO may introduce native point defects like O vacancies, depending on the partial pressure during deposition. In this study, the film deposited at vacuum (no oxygen in chamber) showed a conducting character (data not shown here), which is because of a high number of oxygen vacancies in the film. The oxygen vacancies add donor levels in the band gap and trap the electrons, participating in the conduction [START_REF] Paul | Electron spin resonance studies of donors and acceptors in ZnO[END_REF]. When the deposition pressure increases from vacuum to 0.05 mbar, a gradual decrease in oxygen vacancies is expected, which reduces the trapped charge density. In the dielectric studies, when an ac electric field is applied, these trapped charges enhance the macroscopic polarization in the film and a high dielectric constant is obtained at 0.005mbar deposition pressure (Figure 49 

Chapter 4 Sub-nanometric laminates of binary oxides

The optimization of the single films of the three chosen binary oxides, Al2O3, Y2O3 and ZnO, has provided us with the necessary preliminary knowledge on the properties of the constituent materials in order to generate the Maxwell-Wagner (MW) effect in sub-nanometric laminates.

Although the properties of the materials are strongly dependent on the deposition conditions, we have identified the adapted conditions to obtain insulating Al2O3 and Y2O3 films, which will therefore be used as the insulating layers in the MW laminates, and charge-doped ZnO, which will be used as a charge donor layer in the laminate. In this chapter, I will present the results on three types of sub-nanometric laminates: first, Y2O3/Al2O3, without any semiconducting layer. In this system, we do not expect a MW effect, but it will serve as a control system. Second, Al2O3/ZnO, and third, Y2O3/ZnO. In these latter laminates, we do expect a MW effect, and the use of two different insulating layers will allow comparing the results and choosing the optimal system.

Al2O3/Y2O3 laminates

Al2O3/Y2O3 laminate structures have been grown and analyzed in order to understand the dielectric behavior of laminates of two insulators. As the possibility of having charges in these two materials are negligible, the probability of finding the MW effect is also negligible, but the study of these laminates will give us an insight of the laminate development and the reference compared to the introduction of semiconductor layers in this kind of laminates. In this section, a detailed overview of the properties of Al2O3/Y2O3 sub-nanometric laminates is presented.

As we know, laminates can have more interesting properties than their constituent materials.

Nanolaminates of Al2O3/Y2O3 have been studied for optical waveguide applications [START_REF] López | Al2O3-Y2O3 ultrathin multilayer stacks grown by atomic layer deposition as perspective for optical waveguides applications[END_REF]. Some studies have shown the influence of the bilayers on optical properties of Al2O3/Y2O3 nanolaminates deposited by thermal atomic deposition [START_REF] Lizarraga-Medina | Al2O3-Y2O3 nanolaminated slab optical waveguides by atomic layer deposition[END_REF]. It was reported that the optical band gap of the laminates can be modulated by changing the Y2O3 thickness in the laminate structure. Lin et al have presented that the laminate structure of amorphous Al2O3/Y2O3 on GaAs (001) can have a dielectric constant similar to that of pure Y2O3 and does not follow the Vegard's law, which would predict a linear change with composition [START_REF] Lin | Enhancement of effective dielectric constant using high-temperature mixed and sub-nano-laminated atomic layer deposited Y2O3/Al2O3 on GaAs(001)[END_REF]. However, a low trap charge density at the interface of the substrate makes Y2O3 interesting for the low leakage applications.

Study of bulk Y2O3 doped Al2O3 showed no remarkable changes in the dielectric properties except the increase in the dielectric losses due to the formation of secondary phase Al5Y3O12. In this study, we have tried to understand the effect of individual layer thickness of Y2O3 and Al2O3 on the dielectric properties of the laminates.

The deposition of the laminates was carried out by PLD as described in section 2.1.2. A deposition temperature of 100°C and an oxygen pressure of 0.005mbar were selected for the deposition of the laminates based on the single film study of Al2O3 and Y2O3, as shown in the previous chapter. The deposition rates for both materials were calibrated by the laminate calibration procedure (section 2.3.2) and were found to be 0.003nm/pulse and 0.004nm/pulse for Al2O3 and Y2O3, respectively. In total, a series of 9 samples were prepared with various individual layer thickness combinations for Al2O3 and Y2O3 (as shown in Figure 50 (a)). For all laminates, a constant total thickness of 30 nm was maintained by adapting the number of bilayers. 

Structural properties

Figure 51 shows the XRR pattern for the Al2O3/Y2O3 laminates with different individual layer thickness. The XRR analysis of each laminate confirms the good agreement with the deposition rates, and for all laminates, an individual layer thickness with an error of less than 5 % was obtained. Out of the 9 prepared samples, we are showing the results of three selected samples, because of the presence of the bilayer peak representing the high quality of the artificial periodicity of the laminate structures. As the intensity envelop in the XRR dies out at large angle (2θ > 6.5° in our case), the bilayer peak for the laminates having a bilayer thickness less than 1.5 nm are not visible due to its high angular position. Figure 51 (a) shows the pattern obtained for Al2O3/Y2O3 (1/1 nm) laminate with total 15 bilayers. The total thickness was found to be 30. 

Dielectric properties

For each sample, the apparent dielectric constant and the losses are measured as a function of the frequency in the range of 10 2 to 10 5 Hz. In Figure 52, the dielectric properties of the Al2O3/Y2O3 laminates for different individual layer thickness configurations (0.2, 0.5 and 1 nm) are drawn, the dielectric data is arranged as samples are represented in Figure 52(a). In horizontal direction, the thickness of Y2O3 layer is increasing while in vertical direction, the thickness of Al2O3 layer is increasing. With this series of samples, it is possible to identify the effect of (i) the Al2O3 layer thickness at constant Y2O3 thickness (ii) the Y2O3 layer thickness at constant Al2O3 thickness, and (iii) the total bilayer thickness (diagonal from bottom left to top right). Note that, increasing the total bilayer thickness by keeping the total laminate thickness constant corresponds to a decrease of the number of interfaces in the laminate. However, the dielectric properties of these laminates are comparable to what was observed in the single films, and especially, they do not show an enhancement of the dielectric constant due to the MW effect. For a more detailed analysis:

(i) With the increase in the Y2O3 thickness at constant Al2O3 thickness in the laminate, the dielectric constant was found to increase. This can be understood from the series capacitance model (section 2.4.3). As the nominal thickness of the Y2O3 (relative thickness in the laminate) increases, the dielectric constant of the laminate increases correspondingly because of the higher dielectric constant of Y2O3. All samples were found to be following the series capacitance model (Figure 53). However, a slight increase in the tan𝛿 was also observed as the nominal content of Y2O3 in the laminate increased.

(ii) With the increase in the Al2O3 thickness at constant Y2O3 thickness in the laminate the dielectric constant was found to decrease, again because of the low dielectric constant of Al2O3.

(iii)

The effect of the bilayer thickness on the optical properties of nanolaminates showed an increase in their optical band gap with the decrease in the bilayer thickness from bilayer thickness 20 to 1nm [START_REF] López | Influence of the bilayer thickness on the optical properties of Al2O3-Y2O3 dielectric nanolaminate films grown by thermal atomic layer deposition[END_REF]. We also observe such a decrease in tan 𝛿 when the bilayer thickness decreased from 2 nm in Al2O3/Y2O3 (1/1 nm) to 1 nm in Al2O3/Y2O3 (0.5/0.5 nm). However, when the bilayer thickness reaches 0.4 nm in Al2O3/Y2O3 (0.2/0.2 nm), again an increase in the tan 𝛿 was observed. This could be related to the presence of more defect-induced localized states in the band gap in case of such ultrathin bilayers.

The ac conductivities of all the samples showed no low frequency plateau, which indicates that absence of free charge carriers. The ac conductivities values at 200 Hz were found to be in the range of 10 -9 S/cm, which shows that these laminates could be useful for gate dielectric applications.

This study of Al2O3/Y2O3 sub-nanometric laminates shows that laminate structures can be obtained in the sub-nanometric range with an optimal control of the individual layer thickness of the constituent materials. The dielectric properties showed that in order to have a MW effect at the internal interfaces of the laminates, a sufficient charge density is required in one of the constituent layers, so that these charges can accumulated and can enhance the interfacial polarization on application of alternating electric field. This study shows that a semi-conducting layer has to be introduced in the laminates to obtain the MW effect, but also that the growth method, the electrode nature or other aspects of our sample treatment does not induce an enhanced dielectric constant independently of any free charges in the laminate or a MW effect. 

Al2O3/ZnO laminates

After characterizing the dielectric properties of the single films of the Al2O3 and ZnO individually, growth conditions were selected to grow their laminates. Based on this optimization, a deposition temperature of 100 °C and an oxygen pressure of 0.005 mbar were selected to develop the amorphous Al2O3/ZnO sub-nanometric laminates, as standard conditions. The first 4 parts of this section are dedicated to their structural properties (section 4.2.1), to their dielectric properties (section 4.2.2) and the simulation (section 4.2.3), as well as to a high-temperature study of the dielectric properties (section 4.2.4). However, as the deposition pressure has a very strong influence on the properties of both constituents, we have chosen also to vary the deposition pressure in order to investigate the role of the properties of the individual layers in the last part (section 4.2.5).

Structural properties of laminates grown under standard conditions

To obtain a reliable thickness for the laminates, the deposition rates were calibrated as described in the chapter 2 (section 2.3.2). The XRR results of the calibration samples were already presented in Figure 21 in that section in order to illustrate the calibration process, but are presented again here in Figure 54 Figure 55 shows the XRR results on the sample series. Again, the data is arranged changing the Al2O3 individual layer thickness in the vertical direction and that of the ZnO in the horizontal direction. The XRR analysis of each laminate confirms the good agreement with the experimentally determined deposition rates, and for all laminates, an individual layer thickness with an error of less than 10 % was obtained. For the Al2O3/ZnO (1/1 nm) laminate, the presence of the Bragg peak at 4.12° shows the artificial periodicity in the laminate with bilayer thickness of 2nm and total thickness was found to be 30.83 nm. It can be noted, that also in the Al2O3/ZnO (0.2/1 nm) laminate, a weak peak can be observed at around 5.5°. Although the peak has a too low intensity to be analyzed further, its presence shows that even for individual layer thicknesses of 0.2 nm, an artificial periodicity is obtained. Therefore, even layers as thin as 0.2 nm layers retain their individual character.

Dielectric properties of laminates grown under standard conditions

For each sample, the apparent dielectric constant and the losses are measured as a function of the frequency (from 10 2 to 10 5 Hz). In Figure 56, the dielectric properties of the Al2O3/ZnO laminates for different individual layer thickness configurations (0.2, 0.5 and 1 nm) are drawn. Al2O3/ZnO (0.2/0.2 nm). Even for such small values, the layered structure is maintained electrically. For only a small interdiffusion at the interfaces, a dielectric constant corresponding to the solid solution Al2O3 -ZnO of 50% would be expected, i.e. 59 (Figure 57).

Figure 57 Dielectric constant of Al2O3/ZnO laminates as a function of nominal ZnO content, with a comparison of the experimental data with series capacitance and solid solution model at 200Hz

The experimental data follows rather the series capacitance model, except for the Al2O3/ZnO (0.2/1 nm). Therefore, the Maxwell-Wagner effect becomes important only for this last laminate, while the other ones behave as expected from the capacitance of the individual layers. For the Al2O3/ZnO (0.2/1 nm) laminate, the two models predict a dielectric constant of 93 and 41, respectively, while the experimentally obtained value is 211. This difference indicates the presence of MW effect enhancing the dielectric constant of the laminate. At low frequencies, the effect is most prominent, with a relaxation peak in the dielectric losses at moderate frequencies.

In the higher frequency range (approximately 10 5 Hz), the dielectric constant decreases to a value corresponding to the solid solution of the laminate composition, as expected in the picture of a space charge polarization (section 1.2.3).

When regarding more in detail the series with different ZnO thickness and a constant Al2O3 thickness of 0.2 nm, it can be observed that the ac conductivity (blue curves in Figure 56)

increases through this series with increasing ZnO thickness. A comparable behavior can be observed also in the ZnO thickness series for an Al2O3 thickness of 0.5 nm. This enhancement in the ac conductivity can be understood based on a thickness dependent charge density in ZnO, with a very low charge density for films with a thickness of 0.2 nm and a charge density becoming important enough for a sizeable MW effect at 1 nm. The case of 0.5 nm of ZnO seems to be intermediate, as to be judged from the developing low frequency ac conductivity plateau, but which is not yet established in the measured frequency range.

More generally, in the range of the nominal ZnO content between 0.3 and 0.7 (Figure 57), the laminates show a slightly smaller value of the dielectric constant as predicted from the series model, as for example also the laminate Al2O3/ZnO (0.2/0.5nm). Such a decrease of the dielectric constant could be a sign of the break-down of the simple series capacitance model, and therefore the introduction of a third element other than the Al2O3 and ZnO layer, i.e. the interface becomes probably electrically active. This would be expected in the case of a MW effect with a low amount of accumulated charges at the interface due to the small ZnO layer thickness. The relaxation frequency of the Al2O3/ZnO (0.2/0.5 nm) sample is in the range of 10 4 Hz, which is higher than the relaxation frequency observed in Al2O3/ZnO (0.2/1 nm) in the range of 10 3 Hz. This difference in relaxation frequency could be related to the thickness of the ZnO layer, as the distance between the interfaces decreases (given by the ZnO thickness), increasing the relaxation time and decreasing therefore the relaxation frequency [START_REF] Li | Maxwell-Wagner relaxations and their contributions to the high permittivity of calcium copper titanate ceramics[END_REF].

Furthermore, we can observe that, when the thickness of Al2O3 increases from 0.2 to 1 and ZnO thickness remains constant at 1 nm, a gradual decrease in the dielectric losses is observed.

This behavior indicates that a thicker layer of Al2O3 is able to insulate the mobile charges present in ZnO layer. Laminates with Al2O3 thickness of 0.5 and 1 nm (for all measured ZnO thicknesses),

show a dielectric constant of about 10. Although the nominal composition of the laminates (i.e.

the ratio of the total thickness of the layers of each individual material and the total thickness of the laminate) changes, the apparent dielectric constant stays roughly constant. This is to be expected in the framework of the series capacitance constituted by each individual layer of the laminate (see Figure 57). Due to the relatively low dielectric constant of the Al2O3 layer in comparison to that of the ZnO layer, the Al2O3 layers with constant thickness govern the series capacitance of the laminate, explaining the experimental observation of a stable laminate dielectric constant.

Moreover, regarding the number of interfaces in the laminates, i.e., the diagonal of Figure 56 (Al2O3/ZnO 1/1, 0.5/0.5, 0.2/0.2nm), the apparent dielectric constant stays constant. Thus, we can conclude that MW relaxation is absent at least in the measured frequency range in these laminates, in fact, the apparent dielectric constant being dominated by the Al2O3 layers. The losses decrease for thicker individual layers, which can be explained by the increase of the Al2O3 layer thickness. We have also measured the current-voltage characteristics of some selected laminates of the series.

Figure 58 shows the measurement of an Al2O3/ZnO (0.2/1 nm) laminate. The observed leakage current is rather high, due to the relatively poor charge confinement power of the very thin Al2O3 individual layers and the high charge density in the ZnO layers. No breakdown was observed, even at higher electric fields, probably due to the good charge conduction through the laminate. This finding is confirmed also by the high ac conductivity observed in this laminate.

Equivalent circuit analysis of laminates grown under standard conditions

For a better understanding of the influence of each individual layer on the macroscopic dielectric properties, the complex impedance of the equivalent circuit composed of three parallel RC circuits connected in series was simulated. As described in section 2. 4 shows the various parameters obtained from the fitting results. From the fit results, it is evident that when the thickness of the ZnO layer increases from 0.5 to 1 nm, an abrupt increase in the dielectric constant of the interface is observed, probably due to the accumulation of the charges at this interface from the MW effect. However, the dielectric constant of the ZnO and Al2O3 individual layers are similar to their bulk values. The resistivity of the interface and the Al2O3 layer reduces for a ZnO thickness of 1 nm, indicating that the thin Al2O3 layer is not sufficiently thick to confine the high charge density in 1 nm ZnO. Hence, we observe high dielectric losses in the Al2O3/ZnO (0.2/1 nm) laminate. At the same time, the resistivity of the ZnO layer from 0.5 to 1 nm decreases, indicating a higher charge density and a higher mobility of the charges in a 1 nm thick ZnO layer.

The charge density at the interface was calculated by analyzing the capacitance of the interface and the voltage drop at the interface from the equivalent circuit, as detailed in chapter 2. It was found that the charge density at the interface was 1.49x10 12 and 1.08x10 12 cm -3 at 200

Hz, respectively for the Al2O3/ZnO (0.2/1 nm) and Al2O3/ZnO (0.2/0.5 nm) laminate. The higher charge density at the interface of Al2O3/ZnO (0.2/1 nm) may explain the presence of the MW effect and also the high losses through the laminate structure.

From this analysis, we can identify tentatively the necessary ingredients to obtain a MW effect in the measured frequency range in the sub-nanometric laminates. The charge density of the ZnO seems to be a critical aspect, and a certain thickness seems to be necessary to establish the MW effect in the measured frequency range. Another accompanying effect is the change of the resistance of the different electrically individual constituents. The resistance of the laminate constituents showing the MW effect are smaller than in the laminate without MW effect for low ZnO thicknesses. This dependence on the ZnO thickness is not easy to be understood and will be discussed in the end of this chapter.

High temperature analysis of laminates grown under standard conditions

In order to gain more insight into the conduction mechanisms and the energetic aspects of the laminates, Al2O3/ZnO (0.2/0.5 nm) and Al2O3/ZnO (0.2/1 nm) laminates were analyzed as a function of temperature and frequency. Therefore, a simple series capacitance model of this laminate does not hold, as in that case, only two relaxations related to the individual ZnO and Al2O3 layers should be present. Rather, the increase of the dielectric constant at low frequencies and at high temperatures indicates another relaxation, especially with regards to the ac conductivity (Figure 61). The ac conductivity of this laminate is rather small, without the development of a clear dc conductivity plateau at low frequencies. Therefore, the enhancement of the dielectric constant at low frequencies and high temperatures is not related to an enhancement of mobile charge carriers, but probably rather to the presence of a MW effect at a frequency below the measured frequency range. In order to better understand the relaxations in the laminate, the complex electric modulus was calculated as explained in equation ( 25) in section 2.4.1. The imaginary component of the electric modulus can be expressed in terms of the dielectric constant (k) and tan𝛿 as:

𝑀 ′′ = 𝑡𝑎𝑛 𝛿 𝑘(1 + 𝑡𝑎𝑛 𝛿) (31)
Due to the presence of k and tan𝛿 in the denominator of equation ( 31), M'' allows a more comprehensive analysis of the electrical relaxation processes in samples where tan𝛿 is high. However, in case of Al2O3/ZnO (0.2/0.5 nm) laminate, tan𝛿 is less than 1 hence the relaxations observed in tan𝛿 and M'' are similar, which also indicates the low mobility of free charges. Similar to what is observed in tan𝛿, three relaxations are visible in the measured frequency range, and another one is present above the measured frequency range. It is probably related to the MW effect being present at lower frequencies, out of the measured frequency range. Again, the relaxation present at a frequency higher than 10 6 Hz, could be an instrumental effect arising due to the parasitic impedance. The two other relaxations, indicated by RI and RII in Figure 62, are present at 10 2 and 10 4 Hz, respectively. These relaxations are well defined, and their temperature shift can be used to determine the temperature dependence of the respective relaxation. From the simulation results (Table 4), based on the resistance and capacitance values obtained for ZnO layer and Al2O3 layer, it can be deduced that the RI peak is related to the Al2O3 layers while RII is related to the ZnO layers.

Activation energies for each relaxation were calculated from the temperature dependent frequency of the maximum of their respective peaks in M'' (Figure 62 (b)). The activation energy related to the individual ZnO layers (RII) is found to be 0.13 eV and for the Al2O3 layers, it was found to be 0.09 eV. Such low activation energies indicate that the electrons are the major polarization charges in the laminates. Comparable activation energies in Al2O3/ZnO laminates have been also observed by Jin Li et.al. [START_REF] Li | Interface electron polarization based high-k Al2O3/ZnO nanolaminates with excellent temperature stability and ultrahigh energy-storage density by atomic layer deposition[END_REF]. However, the activation energies related to ZnO layer (RII) are smaller than the values estimated by Anderson, Janotti et.al. [START_REF] Janotti | Native point defects in ZnO[END_REF], which could be due to the changes in bandgap of thin and amorphous ZnO, leading to the changes in the Fermi level in laminates. The activation energies related to the Al2O3 layer (RI) are similar to the activation energies observed in the single films of Al2O3 (as shown in chapter 3). Such a similarity is remarkable seen the extremely low thickness of the Al2O3 layers in the laminates. Al2O3/ZnO (0.2/1 nm) laminate Similar to the Al2O3/ZnO (0.2/0.5 nm), the Al2O3/ZnO (0.2/1 nm) laminate was also analyzed with high temperature impedance spectroscopy. The initial measurements were not successful due to a contact problem with the probe, but by an annealing of the sample at 200°C under nitrogen atmosphere, the electrical contact was established. As the temperature may have some influence on the structure of the laminates (crystallization of ZnO, for example), the following data has to be taken with care. However, the observed properties seem to be consistent with the initially observed MW effect, so we will analyze them here.

An important up-rise in the dielectric constant is observed with the increase in the temperature at low frequency range. The forming plateau could be related to the polarization developed due to the accumulated charges at the interface of Al2O3 and ZnO and shows the presence of the MW effect in the Al2O3/ZnO laminate. Unlike for the Al2O3/ZnO (0.2/0.5 nm), the low frequency tan𝛿 is also increasing with the temperature, indicating that the laminate is less resistive, so the charges are participating in polarization as well as in the conduction, as the temperature increases. Only one relaxation peak is clearly visible in tan𝛿 at around 10 4 Hz and it moves towards higher frequencies as the temperature increases. Another relaxation can be vaguely discerned between 10 2 and 10 3 Hz, but is not clearly visible due to the high conduction of free charges at low frequency. As discussed earlier, M'' gives a more comprehensive description of the relaxation processes for large tan𝛿. The relaxation peaks, which were hidden in the tan𝛿 curve, can be clearly observed in M'' (Figure 64). At room temperature, two symmetric relaxation peaks are visible (RI and RII).

However, as the temperature increases, the RI peak becomes asymmetric. This asymmetric shape is a result of the superposition of two peaks at room temperature, with different temperature dependencies of the peak position. Taking into account the fit parameters of the room temperature dielectric properties of the Al2O3/ZnO (0.2/1 nm) laminate (Table 4), the peak related to the interface and the Al2O3 layers confound due to the very similar resistivity. As the M" peak position is governed by the resistance of the related component of the laminate, this also explains the development of the MW effect in the measured frequency range. The asymmetric shape of the RI peak at high temperature can then be interpreted to be constituted of the Al2O3 peak and the interface peak at slightly higher frequency. This attribution is principally based on the higher dielectric constant of the interface component, leading to a smaller M" peak amplitude. RII can again be attributed to the ZnO layers. The calculated activation energies from RI and RII peaks shows higher values as compared to Al2O3/ZnO (0.2/0.5 nm) laminate, but unfortunately these values cannot be compared directly because of the additional annealing step used for the creation of the electrical contact. The high frequency shoulder of the RI peak related to the interface component was not analyzed due to the badly defined peak shape. However, the different temperature evolution indicates a slightly higher activation energy. Al2O3/ZnO laminates deposited at vacuum In chapter 3, a detailed analysis of single films deposited at different oxygen pressures has been presented. For Al2O3, the vacuum deposited single films showed similar behavior as the films deposited at 0.005 mbar (Figure 31 in section 3.1.2). However, the ZnO film deposited at vacuum was found to have oxygen sub-stoichiometry and a high conductivity was observed.

Therefore, the laminates deposited at vacuum are expected to have a high mobile charge density in ZnO layer, with an accumulation of these charges at the Al2O3 -ZnO interface. Figure 66 shows the XRR spectra of the laminates deposited under vacuum. The total thickness of all laminates is in the range of 30 nm (± 10 %). The slope of the XRR spectra suggests that the laminates deposited at vacuum have a lower roughness as compared to the laminates deposited at 0.005 mbar. The bilayer peak in Al2O3/ZnO (1/1 nm) showed again a bilayer periodicity in the laminates. The dielectric properties of the samples deposited at vacuum are similar as in the case of the 0.005 mbar sample series. The dielectric results of laminates with the configurations (1/1 nm) and (0.2/0.2 nm) could not be measured accurately, because of silver paste sticking to the electrodes, but based on the behavior of the other laminates, it is clear that these laminates would have behaved similar to the laminates in the 0.005 mbar series. Figure 67 shows the dielectric properties of laminates as a function of frequency and individual layer thickness.

As discussed before, it was expected that the laminates deposited under vacuum would have a high mobile charge density in the ZnO layer to be accumulated at the internal interfaces of the laminate. However, such an effect is not observed. This behavior could be due to an oxygen exchange between the Al2O3 layers and the ZnO layer. Generally, Al2O3 is considered as an extremely stable oxide in crystalline form when the Al atoms are coordinated with 6 oxygen atoms. However, in this case, Al2O3 is amorphous with a thickness in the sub-nanometric range, so the possibility of oxygen exchange cannot be denied, especially with the vicinity of a strongly under-oxidized ZnO. With such an oxygen exchange, the ZnO layer would be slightly less oxygendeficient in the laminate, explaining the apparently similar behavior to the 0.005 mbar series. For an individual layer thickness of Al2O3 of 0.5 and 1 nm, for all ZnO thicknesses, the dielectric properties of laminates are dominated by the Al2O3 and low losses are observed, similar to the laminates deposited at 0.005 mbar. When the thickness of Al2O3 is 0.2 nm, a rise in the dielectric constant is observed and for Al2O3/ZnO (0.2/1 nm) a dielectric constant of 101 was obtained at 200Hz. This rise in the dielectric constant is due to the presence of MW effect at the interface.

Al2O3/ZnO laminates deposited at 0.05 mbar The laminates of Al2O3 /ZnO deposited at 0.05 mbar showed growth rate instabilities, and the total thickness of the laminates were not matching well with the calculated thicknesses from the calibrated deposition rates. At 0.05 mbar, single films of ZnO showed a low deposition rate with high roughness (Figure 47 in section 3.2.2), which causes the error in the calibration of the deposition rates. Here we are presenting only the data of the laminates, which have comparable thicknesses to the 0.005 mbar and vacuum series. Figure 68 shows the dielectric properties of the laminates with the individual thickness of (0.2/0.35 nm), (0.16/1.1 nm) and (0.53/1 nm).

When the thickness of ZnO layer increases, the dielectric constant remains the same, but the tan𝛿 has increased (comparing Al2O3/ZnO (0.2/0.35nm) and (0.16/1.1 nm)), as the ZnO layer deposited at 0.05mbar has a small defect density and the thickness of ZnO does not affect the accumulation of charges at the interface. However, when the content of Al2O3 increases in the roughness and it was observed that the laminate deposited at vacuum had a lower roughness as compared to the laminates deposited at 0.005 and 0.05 mbar. The thickness of the laminates was found to be 31.6nm, 33.3 nm and 24.9 nm for vacuum, 0.005mbar and 0.05 mbar respectively.

The 0.05 mbar laminate has a lower thickness than expected because of the unstable growth rate, and the number of bilayers [START_REF] Yoo | Structure and electrical properties of Al-doped HfO2 and ZrO2 films grown via atomic layer deposition on Mo electrodes[END_REF] in this laminate are different as compared to the laminates deposited at vacuum and 0.005 mbar [START_REF] Posadas | Epitaxial MgO as an alternative gate dielectric for SiC transistor applications[END_REF]. For further understanding, the equivalent circuit analysis was conducted for the laminates deposited at vacuum and 0.005 mbar, in order to fit the experimental data with the mathematical model, as explained in section 2.4.3. The resistivity, dielectric constant and the thickness of the individual layers as well as for the interface were determined (Table 5). The thickness of the individual layers fitted well with the experimental values. The resistivity of ZnO layer was found to be unchanged with the deposition pressure, which ensures that some oxygen exchange has happened in case of the vacuum deposited films. However, the dielectric constant slightly enhances for the 0.005 mbar laminate, indicating that the origin of the stronger MW effect is related to an enhanced charge density. The resistivity of the Al2O3 layer increases somewhat in the case of 0.005 mbar, while the resistivity of the interface layer remains similar in both cases. Thus, the change of the macroscopic properties is related to only small changes in the constituent characteristics, underlining the importance of a high level of control of the growth process to attain reproducible properties, but also the difficulty to predict the MW effect in complex systems as sub-nanometric laminates. restricts the formation of a SiO2 layer at the surface of the substrat, as the heat of formation of Y2O3 is less than that of SiO2 [START_REF] Liu | Domain matching epitaxial growth of high-quality ZnO film using a Y2O3 buffer layer on Si (111)[END_REF]. The laminates of Y2O3 and ZnO have not been explored extensively so far, in this dissertation we explored the possibility of replacing Al2O3 to enhance the MW effect at the interface of insulator and the ZnO layer.

Structural properties

After calibrating the deposition rates as explained in chapter 2, the deposition rates were found to be 0.0016 nm/pulse and 0.005 nm/pulse, respectively, for Y2O3 and ZnO. Based on these deposition rates, it has been observed that the nucleation of ZnO on a Y2O3 layer is easier than on an Al2O3 layer. The sub-nanometric laminates of Y2O3 and ZnO were prepared with a total thickness of 30 nm ± 10%. Figure 72 shows the XRR spectra of Y2O3/ZnO laminates, in the same way than in the other sections of this chapter. The Y2O3/ZnO (1/1 nm) laminate shows again the bilayer periodicity. The slopes of spectra of all the laminates are similar, which indicates that the roughness of the films is in the same range. The dielectric constant for all the laminates was found in the range of 11 to 15 while the tan𝛿 was found between 0.001 and 0.2 in the measured frequency range. These laminates did not show any trace of MW effect unlike Al2O3/ZnO laminates.

Figure 73 Dielectric properties of Y2O3/ZnO laminates

The single films of Y2O3 and ZnO deposited at the same deposition conditions showed dielectric constants of 12.5 and 110, respectively, at 200 Hz (sections 3.2.1 and 3.3.1). However, the laminate dielectric properties were found to be dominated by the Y2O3 layer, even when the thickness of Y2O3 layer is only 0.2 nm in the laminate. This indicates that the mobile charge density in the ZnO layers inter-grown with the Y2O3 layers has been reduced, which is probably due to chemical changes. The majority mobile charges in the ZnO layer have been affected by the presence of the Y2O3, an oxygen exchange could be possibly kill the introduction of charges to accumulate at the interface of the Y2O3 and ZnO.

Important effects in laminates

Based on the analysis of all laminates of Al2O3/ZnO, Y2O3/ZnO and Al2O3/Y2O3, it has become clear that in order to obtain a substantial MW effect in the laminates, a sufficient charge density in the semiconductor layer (ZnO) is required to accumulate at the interface. In the case of Al2O3/Y2O3 and Y2O3/ZnO, the absence of the MW effect can be understood with the absence of the mobile charges in ZnO layer. Also, we can conclude that the interface plays a critical role in defining the MW effect in the laminates. The resistance and capacitance of the interface affects the dielectric properties in laminates, which can be a tuned based on the thickness of each layer and the deposition pressure. Two important effects taking place in the laminates are pointed out by the here realized study:

(i) Growth effect

The growth of sub-nanometric laminates is very tricky, as the interface becomes an important part of the laminates, regarding its volume. The equivalent circuit simulations have shown an electrical interface thickness of around 0.2 nm, which is also the minimal value taking into account the perturbation of one atomic layer at each side of the interface. Depending on the individual layer thicknesses in the laminate, this value corresponds to about 20% to 50% of the total laminate volume. These interfaces also introduce electrical perturbations, due to the vicinity of different elements. The electrically rough interfaces may add up extra energy states in the band gap and will reduce the conduction band offset of the insulator and semiconductor layer, leading to a MW effect with high losses. However, a less rough interface will have a high resistance, which will limit the working frequency to very low values.

(ii) Chemical effect

The electrical properties of ZnO are highly dependent on its defect density. A high defect density (oxygen vacancies majorly) will ensure a high mobile charge concentration to accumulate at the interface. But it seems that the oxygen exchange between the insulator and semiconductor layer in sub-nanometric laminates reduces the mobile charges to accumulate at the interface. Such an oxygen exchange effect is extremely hard to control, even for a material reputed to be extremely stable concerning the oxygen exchange, as Al2O3, this effect cannot be avoided, probably due to the high number of interfaces in the laminates. Another effect may also play a role, which is the band gap size of the ZnO in the laminate. In Al2O3/ZnO nanolaminates, it was observed that the ZnO bad gap undergoes a substantial change [START_REF] Li | Temperature-and frequency-dependent dielectric behaviors of insulator/semiconductor (Al2O3/ZnO) nanolaminates with various ZnO thicknesses[END_REF]. In nanometric ZnO films, the band gap was found to be in the range of 3.2 eV [START_REF] Li | Temperature-and frequency-dependent dielectric behaviors of insulator/semiconductor (Al2O3/ZnO) nanolaminates with various ZnO thicknesses[END_REF] . In laminates with an individual layer thickness of the ZnO of some nanometer, the band gap has a size of about 3.2 eV. This value increases to about 4 eV in layers of about 1 nm (Figure 74). We were not able to conduct a full study on the band gap of the ZnO in the subnanometric laminates shown in this chapter, but thanks to the collaboration with J. Cardin and Ch. Labbé from the CIMAP (Caen), it was possible to make some test measurements. These results, obtained by optical measurements on an Al2O3/ZnO (0.64/0.84 nm) laminate and a ZnO single film, have shown a similar effect in our laminates. While the band gap in the single film is about 3.2 eV wide, the one in the laminate is about 3.7 eV. It is complicated to estimate the effects of such a band gap change on the macroscopic dielectric properties, especially as the Al2O3 band gap of the subnanometric individual layers may change strongly compared to the bulk values. Also, the band alignment in the laminates is difficult to apprehend. However, such a band gap change will change the depth of the potential well of the accumulated charges at the interface, and therefore probably the MW effect. A more systematic study of this effect was conducted on a sample series with thicker ZnO layers, which will be discussed in the next chapter (section 5.1.1).

Chapter 5 Optimization of the dielectric stack

In the previous chapter, we have shown the successful creation of the Maxwell-Wagner (MW) effect in the Al2O3/ZnO sub-nanometric laminates. The highest dielectric constant of about 300 was encountered in the Al2O3/ZnO (0.2/1 nm) laminates grown under an oxygen pressure of 0.005 mbar. However, the properties leave some space still for further optimization, especially regarding the dielectric losses. Also, the maximum value was found at the thick limit of the tested ZnO individual layer thickness. Therefore, in this chapter, some further optimization possibilities are pursued, namely the thickness optimization of the ZnO individual layer thickness (section 5.1.1), and subsequently a new optimization of the Al2O3 individual layer thickness (section 5.1.2).

In earlier studies, approaches concerning rather the overall dielectric stack were shown to be also useful: the introduction of thicker Al2O3 films at the laminate/electrode interfaces (section 05.2.1) and of a TiN layer at the interface with the Si (section 5.2.2).

All laminates presented in this chapter were grown under the standard conditions, namely at 100 °C and under a pressure of 0.005 mbar. In these series, as the ZnO individual layer thickness is strongly enhances, the total number of bilayers was kept constant at 15. The total thickness of the laminates changes therefore between the laminates. The structural properties of the laminates in this chapter were analyzed also, but will not be shown here, as they are similar to what was observed in the previous chapter. All laminates show a high quality laminate structure, indicated by the Bragg peak related to the artificial periodicity, and comparable roughnesses.

Optimization the individual layer thickness in Al2O3/ZnO laminates

The MW effect was observed in Al2O3/ZnO (0.2/1 nm) laminate. However, high dielectric losses and high ac conductivity limits its applicability in the electronic industry. In order to reduce the dielectric losses by maintaining or increasing the dielectric constant, the individual layer thickness of the ZnO and the Al2O3 layers were further optimized, going to the nanometric range. Figure 75 shows the configuration of the nanometric laminates used to optimize the dielectric properties of Al2O3 /ZnO laminates. 

Optimization of ZnO thickness

The semiconductor layer of ZnO in the laminate acts as the charge provider to obtain the charge accumulation at the interface, necessary for the MW effect. From the studies in the subnanometric laminates, we observe that when the thickness of the Al2O3 layer is 0.2 nm and thickness of ZnO is 1 nm in the laminate, the MW effect was present. For further enhancing the dielectric constant of the laminate, a series of samples with a fixed Al2O3 thickness of 0.2nm and a varying ZnO thickness (1, 2, 3, 4 nm) were prepared (as shown by the black circles in Figure 75).

The same calibration method is followed as explained in section 2.3.2 to deposit these laminates.

However, it has been observed that the deposition rate of ZnO was increasing with increasing thickness of the ZnO layer, hence, a mismatch with the targeted thickness of ZnO layer was observed. The finally obtained individual layer thickness of the ZnO layers were found to be 1.8, 2.8 and 4.4 nm in the laminates. The dielectric properties of these laminates were studied in frequency range of 10 2 to 10 5 Hz. For further understanding of the behavior of these laminates, ellipsometry was performed in the wavelength range of 200 to 800 nm and the optical bandgap was calculated by extrapolating the linear part in the curve of (αhν) 2 versus photon energy (hν) to intersect the abscissa [START_REF] Chaaya | Tuning optical properties of Al2O3/ZnO nanolaminates synthesized by atomic layer deposition[END_REF],

where h is the Planck constant, μ is the frequency of the incident photon and α is the absorption Although, the underlying effect of this change of the bandgap modification with the ZnO individual layer thickness is not understood clearly and more studies are necessary, the obtained results indicate that the ZnO band gap is not a governing factor of the MW effect in the laminates.

The dielectric properties show a maximum MW effect for the laminate with a ZnO individual layer thickness of 2.8 nm, while the ZnO band gap has a monotonous thickness dependence. It is not possible to explain the maximum of the MW effect with such a thickness dependence of the band gap. Thus, it seems that ZnO band gap modifications are not a critical factor for the determination of the MW effect in the laminates.

Based on the obtained dielectric properties, we have selected a ZnO thickness of 3 nm for the further optimization of the laminate structure. For this thickness, the highest dielectric constant was observed, although the losses were also very high. However, the further optimization will address the improvement of the charge confinement in the laminates, so that we have opted for the ZnO thickness, which ensures a high charge density in ZnO layer, and therefore an important MW effect.

Optimization of Al2O3 thickness

After the optimization of the ZnO thickness, a series of laminates fixing the thickness of the ZnO layer at 3nm and varying the thickness of Al2O3 (0.2, 0.5 and 1nm) were prepared. The aim of this study was to obtain a critical thickness of the Al2O3 layer, which ensures low dielectric losses through the laminate while maintaining the high dielectric constant. Based on this optimization we can conclude that 1nm thick Al2O3 can limit the conduction of charges through the laminate and facilitates the MW effect by accumulating them at the interface. However, a slight decrease of the relaxation frequency is observed, compared to the laminates with 0.2 nm thick Al2O3 individual layers. This can be also understood by the interfacial layer was chosen as to keep the total Al2O3 thickness at the same value through the three samples. In this way, the influence of the interfacial Al2O3 capacitance on the apparent dielectric constant is the same for all three samples. The reason of this affect is not clear, especially because the three samples with interfacial Al2O3 layers do not show a coherent evolution. The fact that the introduction of a bottom Al2O3 layer does not strongly alter the dielectric properties, regarding the losses and the relaxation frequency, indicates that the presence of the bottom layer does not strongly alter the properties of the laminates. The decrease of the dielectric constant can be explained by the series capacitance of the Al2O3 interfacial layer. This decrease indicates at the same time, that the Al2O3 layer seems to retain its bulk properties as observed for the single films. Therefore, the bottom interfacial layer does not alter the growth or the structural properties of the laminates. On the other hand, the sample with the top interfacial layer shows profound changes of the dielectric properties. The strong increase of the losses, as well as a strong increase of the relaxation frequency cannot be explained without a modification of the laminate dielectric properties. The reason for this modification is not clear, as only another layer was introduced at the top of the laminate, directly after its growth. A degradation of the laminate quality seems to be unlikely, and a bad deposition quality of the Al2O3 layer can also not be responsible for such profound changes. Finally, the properties of the sample with two interfacial layers can be interpreted as a mixture of the effects of the bottom and the top interfacial layers. The relaxation frequency is enhanced and the losses also, but not as strongly as in the sample with only the top interfacial layers.

The observed properties indicate that the introduction of thick Al2O3 layers at the interfaces with the electrodes does not have the expected effect of charge confinement in the Al2O3/ZnO laminates, contrary to what was observed for Al2O3/TiO2 laminates. The reason for this behavior stays unclear at the moment, and further studies have to be conducted to clarify the ongoing effects.

Introduction of a* TiN layer

Titanium nitride, TiN, is an alternative electrode material, widely used in microelectronics studies, because of its compatibility with Si based CMOS systems, binary oxide dielectrics, and a modified work function in comparison to Si [START_REF] Lima | Titanium nitride as electrode for MOS technology and Schottky diode: Alternative extraction method of titanium nitride work function[END_REF]. In earlier studies on Al2O3/TiO2 sub-nanometric laminates, the introduction of a TiN layer between the laminate and the Si or Ag interface has shown beneficial effects, principally regarding the importance of the MW effect. For ALD grown laminates, the use of a TiN electrode was mandatory in order to establish the MW effect in the laminates [START_REF] Kahouli | Structural and Dielectric Properties of Subnanometric Laminates of Binary Oxides[END_REF] , while in PLD grown laminates, the introduction of such a layer enhanced strongly the MW effect [START_REF] Ben Elbahri | Study on the dielectric properties of Al2O3/TiO2 sub-nanometric laminates: Effect of the bottom electrode and the total thickness[END_REF] . The exact role of the TiN layer was not clearly established, but the change in work function, as also a good chemical compatibility and adhesion properties with Al2O3 [START_REF] Sang Jeon | Post-Annealing Effects on Fixed Charge and Slow/Fast Interface States of TiN/Al2O3/p-Si Metal-Oxide-Semiconductor Capacitor[END_REF] may have their role in the observed modifications of the MW effect in sub-nanometric laminates.

For this study, we have used (001) Si substrates covered with a crystalline TiN film of about 300 nm, provided by IPdiA. The roughness of these substrates are comparable with bare Si substrates, allowing for the growth of sub-nanometric laminates on top. The structural characterization of the Al2O3/ZnO laminates, grown under standard conditions, did not show an important alteration of the laminate quality, which is comparable to the other laminates used in this thesis. The optimized laminate structure of Al2O3/ZnO (1/3 nm) was used, both as a "bare" laminate, as well as with thick Al2O3 interfacial layers. The configuration of the interfacial layers is the same as those studied in the previous section. This can be understood by the charge confining effect of the interfacial layer. The laminate with a top interfacial Al2O3 layer confirms these findings. Again, the dielectric constant increases, even more strongly than in the case of the bottom interfacial layer. The losses stay on the same level as for the bottom interfacial layer, indicating again a charge confinement effect.

The most important differences are observed for a laminate with interfacial layers at both electrode interfaces. Here, the dielectric constant increase strongly to a value of about 2000. At This may be because for the dielectric stack with two interfacial layers, a smaller value of the Al2O3 thickness was chosen. The losses are situated slightly above 1, which is an excellent value for dielectric materials with a dielectric constant above 1000.

Therefore, although the presence of the TiN layer does not have a strong influence on the properties of the bare laminate, it does have a strong combined influence together with the interfacial layers. The expected behavior of the interfacial layers is observed, i.e. a better confinement of the charges inside the laminate, limiting the losses, but even more, enhancing the dielectric constant. This can be understood considering that with a smaller leakage of the charges into the electrodes, they can be more efficiently accumulated at the internal interfaces of the laminates. This strong interaction of the interfacial layers with the presence of the TiN electrode does not seem to stem from a growth induced effect. The bare laminate on the TiN shows similar properties as on the Si substrate. But even more, the laminate with only a top Al2O3 layer shows the beneficial effect of the interfacial layer only when deposited on the TiN-covered Si. Chemical effects, modifying the charge density in the laminate can be excluded, too, as the internal structure of the laminate does not change. Therefore, the observed effect seems to be purely electronic in nature, but we are not able to deduce the exact character based on the shown observations.

Although, the combined effect of the TiN layer and the Al2O3 interfacial layers stays a mystery at this point, it improves strongly the dielectric properties. With a dielectric constant of about 2000 and dielectric losses in the range of 1, this laminate-based dielectric is still not ideal, but approaches clearly the manageable property range for application in high-density capacitances or gate dielectrics. Further optimization of the thickness of the Al2O3 interfacial layers may allow to reduce the losses even further, with a limited effect on the dielectric constant, if charge accumulation in the laminate is still enhanced by the interfacial layers. Further studies are necessary, but Al2O3/ZnO laminates do clearly show promising results for applications, where relatively high losses can be tolerated.

Conclusions

The miniaturization of the electronic devices and a need for the high energy storage triggered the research for the high-density capacitances. Initially, the need for high density capacitances was fulfilled by reducing the thickness of the dielectric (SiO2), until a minimum thickness was reached where the tunneling through the SiO2 creates problems of high losses through the dielectric. This effect shows the necessity of new dielectric materials, and over the last few decades, various materials (binary oxides, ternary oxides and laminates) have been explored for this purpose.

This thesis was an effort to develop a new high dielectric constant material for the application in high density capacitances. We explored the sub-nanometric laminates of binary oxides by performing structural analysis and dielectric properties analysis. Al2O3, Y2O3 and ZnO are used to develop laminate structures of Al2O3/ZnO , Al2O3/Y2O3 and Y2O3/ZnO by Pulsed Laser Deposition.

In order to optimize the deposition parameters for each material, single films of binary oxides were deposited by varying the deposition temperatures and the deposition oxygen pressures. As a first step, we have presented a detailed analysis of dielectric properties of single films of Al2O3, Y2O3 and ZnO as a function of deposition temperature and deposition pressure.

Al2O3 films grown at different temperatures showed amorphous behavior and a negligible influence on the dielectric properties. However, the deposition pressure has a strong influence on the structural and dielectric properties. As the deposition pressure increases, the films became rougher and an effect on the stoichiometry was also observed with an increase in O/Al ratio at high deposition pressure. The deposition pressure affected also the dielectric properties of the films and an enhancement in dielectric constant and dielectric losses is observed. This could be related to the presence of topological defects, related to the roughness of the films, and of chemical defects, related to the presence of interstitial oxygen pairs in the films deposited at high oxygen pressure.

The study of ZnO single films showed that, as the deposition temperature of the film increases, the crystallinity of the film improves. At 200 °C, we observed the presence of crystalline order in the ZnO films, which was further intensified as the temperature reached 300°C. A direct influence of the crystallinity of the films on the dielectric properties was also observed, so that for further studies, a deposition temperature of 100° C was selected. The deposition pressure affects the stoichiometry of ZnO films, and deposition at low pressure causes a high density of the oxygen vacancies in film. These oxygen vacancies were found to induce a high conduction and dielectric losses.

From these preliminary studies, the standard deposition parameters for the laminate structures were selected: a deposition temperature of 100°C and a deposition oxygen pressure of 0.005mbar. These deposition parameters ensure the amorphous nature of films, with a high, To further enhance the Mawxell-Wagner effect and to reduce the losses, an optimization of the individual layer thickness reaching the nanometric thickness range was carried out. We found that Al2O3/ZnO (1/3 nm) laminates showed the most promising results with a dielectric constant of 800 and tan𝛿 of 1.8 at 200Hz. This shows that, in order to obtain a Maxwell-Wagner effect in this system, the sub-nanometric thickness of the individual layers in the laminates are not required. For industrial application, this is a beneficial factor. Further, by the optimization of the dielectric stack, the best properties were obtained for the Al2O3/ZnO (1/3) laminate deposited on TiN with a 2.5 nm thick Al2O3 layer at the interface of both electrodes and the laminate. The dielectric constant of 2500 with the tan𝛿 of 2 at 200Hz was obtained for this dielectric stack. Even at high frequency the dielectric constant was found to be higher than the constituents of laminate. However in this thesis we focused on the low frequency dielectric properties.

For the industrial application, the obtained dielectric constant of 2000 is an important enhancement, especially as it is based on amorphous binary oxides. The currently used high-k oxide, HfO2, has a dielectric constant of 25. However, the dielectric losses of the ZnO-based laminates is still too high. For future dielectrics, laminates of Al2O3/ZnO can be an interesting solution, if we would be able to limit the tan𝛿, even at the cost of a reduction of the dielectric constant by an order of 10. This is likely to be achievable with further optimization of the laminate and its dielectric stack, first of all by the thickness of the interfacial Al2O3 layers. For industrial application, a large surface area deposition technique allowing for the deposition in trench structures would be a necessity. Hence, in the future it would be interesting to develop the deposition of these laminates using the Atomic layer deposition technique.
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Figure 2

 2 Figure 2 Schematic representation of CMOS transistor and the zoomed TEM image of the SiO2 layer used as a dielectric oxide

Figure 3

 3 Figure 3 Schematic representation of a parallel plate capacitor under the application of an external electric field

Figure 4

 4 Figure 4 Trenches in Si substrate filled with the dielectric material and the top electrode, and hence the active area of the electrode is high.[START_REF] Dorp | Dielectric layers suitable for high voltage integrated trench capacitors[END_REF] 

Figure 5

 5 Figure 5 Schematic representation of different polarization mechanisms under the influence of an external electric field: (a) electronic polarization, (b) ionic polarization, and (c) dipolar polarization.

Figure 5

 5 Figure 5(c) shows an example of dipolar polarization under the influence of the external field.When materials possess permanent dipoles oriented in random directions in the absence of an applied field, resulting in a net dipole moment of zero, in an external field, the dipoles reorient themselves according to the direction of the applied field. This reorientation of dipoles gives rise a net dipole moment in the material called dipolar polarization-for example for H2O, CO2 … Similar to the ionic polarization, the dipolar polarization also becomes negligible at high frequencies of the applied field.

Figure 6

 6 Figure 6 Dielectric polarization as a function of the frequency of applied electric field (adapted from Wikipedia)

Figure 8

 8 Figure 8 Static dielectric constant vs. band gap for candidate binary oxides[START_REF] Robertson | High dielectric constant oxides[END_REF] 

  Revolutionary changes were observed in Al2O3/TiO2 laminates when the thickness of the individual layers is reduced to the sub-nanometric range, motivating more studies on laminates with individual layer thicknesses in the sub-nanometric ranges. Sub-nanometric laminates of Al2O3/TiO2 reported by P.Walke et al. showed a giant dielectric constant up to 10 4[START_REF] Walke | Giant dielectric constant in TiO2/Al2O3 nanolaminates grown on doped silicon substrate by pulsed laser deposition[END_REF]. These amorphous sub-nanometric laminates prepared by Pulsed Laser Deposition can reach such a value when the thickness of the individual layers is in the sub-nanometric range (< 1nm). This huge dielectric constant was explained by the presence of Maxwell Wagner effect (section 1.2.3).

Figure 9 (

 9 Figure 9(a) shows the dielectric constant and dielectric losses as a function of frequency for Al2O3/TiO2 (0.7 / 0.8nm) laminates, obtained by P. Walke et al. W. Li et al showed that when the thickness of the individual layer is reduced from the nanometric range to sub-nanometric range, the dielectric constant increases by a magnitude of three and a value of 10 3 was achieved for ALD

Figure 9 (

 9 Figure 9 (a) Dielectric constant and dielectric loss of the Al2O3 / TiO2 (0.8 / 0.7nm) laminates observed by P.Walke et al [15], (b) Schematic representation of the MW effect in laminates under the influence of an alternating electric field G. Lee et al. showed that in sub-nanometric laminates the dielectric properties could be tailored based on the sublayer thickness, even a few Å change in sublayer thickness dramatically increases the relaxation cut-off frequency by more than 3 orders of magnitude with high

Figure 10

 10 Figure 10 Schematics of a Pulsed Laser Deposition chamber

Figure 12

 12 Figure 12 Plume generated form the Y2O3 target with an incident laser beam of 200mJ under 0.005mbar oxygen pressure. On the right, the sample heater with the substrate can be seen.

Figure 13

 13 Figure 13 Schematic representation of the different processes involved when the vapor atoms reach the substrate surface

Figure 14

 14 Figure 14 Schematic representation of the different growth modes of vapor atoms on the substrate surface

Figure 15

 15 Figure 15 Schematic representation of the photolithography process

Figure 16

 16 Figure 16 Schematic representation of the set-up used for the X-ray measurements

Figure 18 (

 18 Figure 18 (a) XRR measurement of Al2O3 thin film, and (b) sin 2  as a function of N 2 (considering N = 1,2,3,4 and 5)

  where f Al ′ and f o ′ are the real part and f Al ′′ and f O ′′ the imaginary part of the atomic form factor for Al and O. The values of the atomic form factors can

(

  bilayer thickness), it gives the value of the bilayer thickness i.e. 2nm. Hence, XRR can be used to differentiate between a laminate with a layered structure and a solid solution of the two materials due to strong interdiffusion, leading to a single film behavior.

Figure 20 Figure 20

 2020 Figure 20 Laminate structure of 2 materials where the bilayer thickness is the sum of individual layer thickness of layer 1 and layer 2Figure 20 shows the laminate structure with the two different materials, where the thickness of the bilayer is the sum of the thicknesses of one individual layer of each material. If we multiply the bilayer thickness with the total number of repetitions of the bilayer, we can get the total thickness of the laminate structure. The bilayer thickness b can also be expressed as a function of the growth rates of the individual materials and the number of pulses used for the deposition as:

Figure 21 Figure 21

 2121 Figure21shows the XRR measurements performed on all three calibration samples. From these measurements, the bilayer thickness (b) can be obtained experimentally by extracting the total thickness of the laminate, divided by the number of repetitions. On the other hand, for each calibration sample we can express the bilayer thickness as a linear equation, x and y being the deposition rates of Al2O3 and ZnO, respectively:

Figure 23

 23 Figure 23 Schematic representation of the electrical set-up used for the impedance analysis

Figure 24

 24 Figure 24 Schematic of a dielectric layer and its equivalent circuitSimilarly, for any more complex capacitor system, the impedance of the material can be simulated by a more complex equivalent circuit. In the case of an inhomogeneous dielectric, a RC-loop is introduced for the different physical components of the dielectric, i.e. for example the different individual layers and the interface layers in a laminate. By fitting the experimentally obtained data with simulations based on the equivalent circuit, one can get the values of the resistivity and the dielectric constant of the different components. The fundamental relation between a dielectric material and the equivalent circuit is based on stimulus voltage, resulting

Figure 25

 25 Figure 25 Schematic of the laminate structure and its equivalent circuit following the MW model, where R represents the resistance, C represents the capacitance and nb represents the number of bilayers

Figure 26 XRD

 26 Figure 26 XRD pattern of the Al2O3 target

  28 (b)) does not show a low-frequency plateau, again a sign of the lack of mobile charges, with values going down to 10 -10 S/cm at low frequency. All films at different growth temperatures show comparable dielectric properties, and the roughness is only enhanced for the films grown at 300°C. Thus, a stable level of disorder is established in these samples, being topological in nature, as we do not observe the introduction of charges or indications of charge trapping in the films. These properties correspond to what is observed in the literature, indicating the representative nature of these films.

Figure 28 (

 28 Figure 28 (a) Dielectric constant (top panel) and dielectric losses (bottom panel) of amorphous Al2O3 thin films grown at different deposition temperatures. (b) ac conductivity of the same films, calculated from the data in (a)

Figure 30 AFM

 30 Figure 30 AFM images of amorphous Al2O3 thin films grown in different oxygen pressure. The figure in the right bottom corner indicates the RMS roughness extracted from the AFM images as a function of the deposition pressure.

Figure 31 (

 31 Figure 31 (a) Dielectric constant (top panel) and dielectric losses (bottom panel) of amorphous Al2O3 thin films grown at different deposition pressures. (b) ac conductivity of the same films, calculated from the data in (a)The samples grown at deposition pressures above 0.01 mbar show a gradual enhancement of the dielectric constant, with a concomitant increase of the dielectric losses, especially at low frequency. The developing plateau in the ac conductivity (Figure31 (b)) clearly indicates the presence of mobile charge carriers at the origin of the increasing dielectric constant, probably due to space charge relaxation at the dielectric/electrode interfaces. The enhancement of the

Figure 32 (

 32 Figure 32 (a) Dielectric constant and (b) tan𝛿 of Al2O3 films deposited at 0.005 mbar (left) and 0.1 mbar (right) oxygen pressure

Figure 33

 33 Figure 33 Temperature dependent dielectric constant of Al2O3 films deposited at 0.005 mbar and 0.1 mbar

Figure 34

 34 Figure 34 Temperature dependent conductivity of the 0.005 mbar (left) and 0.1 mbar (right) films. The insets show the obtained s values, for the 0.1 mbar samples, the values from region II are shown

Figure 35

 35 Figure 35 Activation energy for 0.005 and 0.1 mbar samples at 10, 100 and 1000Hz

Figure 38

 38 Figure 38 Dielectric properties of the Y2O3 films deposited at 0.005mbar pressure as a function of substrate temperature and frequency

Figure 41 AFM

 41 Figure 41 AFM images of Y2O3 thin films deposited at (a) 0.005 mbar, (b) 0.01 mbar, (c) 0.05mbar and (d) 0.1 mbar O2 pressure. (e) AFM image of Y2O3 film deposited at 300°C and 0.005 mbar pressure, (f) Evolution of roughness and mound size as a function of deposition pressure

Figure 42

 42 Figure 42 Dielectric constant (a), dielectric losses (b), and ac-conductivity (c) as a function of frequency for samples deposited under different deposition pressures

Figure 44

 44 Figure 44 shows the conventional θ -2θ scan of the ZnO target with a monochromatic beam of Cu Kα1. The obtained XRD pattern coincides well with the ICDD data of ZnO and confirms the polycrystalline nature with the absence of any other impurity phase.

Figure 44 XRD

 44 Figure 44 XRD pattern of ZnO Pallet

Figure 45 (

 45 Figure 45 (a) XRD and (b) XRR pattern of the ZnO thin films deposited at different substrate temperaturesThe XRD scan of the ZnO films is shown in Figure45. In the films deposited at 200 °C and 300 °C, other peaks than the substrate Si (004) peaks are visible. It shows that the films deposited at these temperatures have developed a crystalline structure, while the film deposited at 100 °C is found to be amorphous in nature. High substrate temperatures (>250°C[START_REF] Craciun | Characteristics of high quality ZnO thin films deposited by pulsed laser deposition[END_REF]) facilitates the long range ordering in ZnO, and at 300°C, single crystalline films with the same orientation as the substrates were obtained. At 200 °C, the intensity of the ZnO (002) peak is smaller, and no ZnO (004) peak is observed, so at this temperature, the crystallization of ZnO has just started, and a certain volume of the film is still amorphous. As in this thesis, we are focusing on amorphous films to avoid the charge movement through the grain boundaries, we have therefore used a substrate temperature of 100°C for the growth of the laminates.

Figure 45 (

 45 Figure 45 (b) shows the XRR reflectivity curves of ZnO thin films deposited at the different substrate temperatures. All the samples show a high number of oscillations and a constant

Figure 46

 46 Figure 46 Dielectric constant and tan𝛿 for the ZnO films deposited at different temperatures Figure 46 shows the dielectric properties of the ZnO films as a function of deposition temperature and the frequency. The ZnO film deposited at 300°C temperature shows an exceptionally high dielectric constant as compared to the films deposited at 100°C and 200°C, which clearly indicates the effect of crystallinity on the dielectric properties. It has been reported before by R. Ondo-Ndong et al. that the dielectric constant of ZnO films (prepared by sputtering)

Figure 47 XRR

 47 Figure 47 XRR of ZnO films as a function of deposition pressure

Figure 48 AFM

 48 Figure 48 AFM images of ZnO thin films deposited at (a) vacuum, (b) 0.005 mbar, (c) 0.01 mbar and (d) 0.05 mbar O2 pressure.

  (a)). A gradual decrease in the dielectric constant is observed with the deposition pressure because of the reduction in oxygen vacancies. The reduction in the trapped charges with the deposition pressure can also be seen in tan𝛿 values of the films (Figure 49 (b)), where a reduction in losses is observed as the deposition pressure increases from 0.005mbar to 0.05 mbar.

Figure 49

 49 Figure 49 Dielectric constant (a), dielectric losses (b), and ac-conductivity (c) as a function of frequency for samples deposited under different deposition pressures

  Figure 50(b) shows the schematic representation of the laminate structure.

Figure 50 (

 50 Figure 50 (a) 9 samples with different thickness combinations for the individual layer thickness, (b) schematic representation of the laminate structure with keeping total thickness 30 nm

  7 nm with a Bragg peak at 4.12° (red arrow in Figure 51 (a)). Similarly, Figure 51(b) and (c) shows the laminates Al2O3/Y2O3 (1/0.5 nm) and Al2O3/Y2O3 (0.5/1 nm). These laminates have the same bilayer thickness of 1.5 nm, even though the individual layer thicknesses are different for the two constituent materials, hence they both have the Bragg peak coinciding at 5.87°. These results confirm that the laminate structure is formed even when the individual layer thicknesses are in sub-nanometric ranges.

Figure 51 XRR

 51 Figure 51 XRR pattern of (a) Al2O3/Y2O3 (1/1 nm) (b) Al2O3/Y2O3 (1/0.5 nm) and (c) Al2O3/Y2O3 (0.5/1 nm) with total nominal thickness of 30 nm

Figure 52

 52 Figure 52 Dielectric properties of Al2O3/Y2O3 laminates. The black dots indicate the dielectric constant and the red dots the dielectric losses (both on the left axis). The blue line indicates the ac conductivity (right axis). In the verticaldirection, the individual thickness of the Al2O3 layers increases, in the horizontal direction that of the Y2O3 layers, taking the values of 0.2, 0.5 and 1 nm.

Figure 53

 53 Figure 53 Experimental data with the series capacitance model

  (a) for clarity. The bilayer Bragg peak, visible for each calibration laminate and indicated by an arrow in Figure54 (a), demonstrates the presence of the artificial periodic arrangement of the Al2O3 and ZnO layers throughout the laminate. The bilayer peak in Al2O3/ZnO (1000/100) laminate represents the bilayer of 2.9 nm (2.5 nm Al2O3 and 0.4 nm ZnO), indicating that even for individual layers in the sub-nanometric range (< 0.5 nm), the periodicity of the laminate has been maintained. The deposition rate of ZnO and Al2O3 from the calibration laminates were calculated to be 0.003 nm/pulse and 0.002 nm/pulse, respectively.

Figure 54 (

 54 Figure 54 (a) XRR reflectivity curves for calibration samples, the black arrow indicates the position of the Bragg peak related to the bilayer periodicity in each sample. (b) Schematics of the laminate structure of Al2O3 and ZnO with top electrode (Ag) and the bottom electrode being the Si substrate In total, a series of 9 samples were prepared with various individual layer thickness combinations for Al2O3 and ZnO, with the same thickness values as in the case of Al2O3/Y2O3 laminates (Figure 50 (a)). For all laminates, a constant total thickness of 30 nm was maintained by adapting the number of bilayers. Figure 54 (b) shows the schematic representation of the laminate structure.

Figure 55 XRR

 55 Figure 55 XRR spectra of Al2O3/ZnO laminates deposited at 0.005mbar oxygen pressure.

Figure 56

 56 Figure[START_REF] Zhang | Investigation of the defect density in ultra-thin Al2O3 films grown using atomic layer deposition[END_REF] Dielectric properties of Al2O3/ZnO laminates with various sublayer thicknesses maintaining the total thickness of 30 nm. In every graph, the black dots represent the dielectric constant and the red dots the dielectric losses (both left y-axis), the blue line shows the ac conductivity (right y-axis).

First, we consider

  low Al2O3 layer thickness. When the thickness of the ZnO layers increases from 0.2 to 1 nm with a constant Al2O3 layer thickness of 0.2nm, the dielectric constant of the laminate increases and reaches a maximum value of 211 at 200 Hz in the Al2O3/ZnO (0.2/1 nm) configuration. In order to understand the effect involved, the results of these laminates at 200 Hz were compared with the expected dielectric constant of the two models without MW effect (section 2.4.3): (i) the solid solution model of Al2O3 and ZnO with the nominal content of ZnO using the relative individual layer thicknesses, and (ii) the series capacitance model. For the different models, the dielectric constants of Al2O3 of 9.8 and ZnO of 110 were determined from the single film dielectric data at 200 Hz (sections 3.1.1 and 3.3.1, respectively). Figure57shows the comparison of the experimental data of the laminates with the results of these two models, as a function of the nominal ZnO content, i.e. the ratio of the total thickness of the ZnO individual layers and the total thickness of the laminate. It can be observed that the experimental dielectric constant of the laminates does not follow the solid solution model, confirming the layered structure of all laminates, and especially of the ones with the smallest individual layer thickness,

Figure 58

 58 Figure 58 Current-voltage characteristics of an Al2O3/ZnO (0.2/1 nm) laminate

4 . 3 ,

 43 one RC circuit for each element of the laminate, the Al2O3 layer, the ZnO layer and the interface, was used. By fitting the simulation data to the experimentally obtained data, the values of the resistivity and the dielectric constant of each individual layer are obtained, using the thickness of each constituent from the fitting. In order to get more insight into the changes in the dielectric properties observed for the different laminates, the Al2O3/ZnO (0.2/1 nm) and Al2O3/ZnO (0.2/0.5 nm) laminates were analyzed further by the full simulations of the experimental results with the model developed in chapter 2. Figure59shows the comparison of the experimental data and the simulation results of the dielectric constant and dielectric losses. The comparison of these two laminates is interesting, because the first one shows the Maxwell-Wagner effect, while the second one does not. Table

Figure 59

 59 Figure 59 Dielectric constant and dielectric losses of Al2O3/ZnO (0.2/1 nm) and (0.2/0.5 nm) laminates with experimental data and simulation data.

Table 4

 4 Fit parameters (dielectric constant and resistivity of the individual components) of the Al2O3 and ZnO individual layers and the interface, for the simulations shown in Figure59

Figure 60 2 Hz and 10 4

 6024 Figure 60 Dielectric constant and tan𝛿 of Al2O3/ZnO (0.2/0.5 nm) laminate as a function of frequency and temperature Al2O3/ZnO (0.2/0.5 nm) laminate Figure 60 shows the temperature dependent dielectric constant and tan𝛿 for the Al2O3/ZnO (0.2/0.5 nm) laminate. These measurements were acquired using the Novocontrol BDS 20 at G2Elab in Grenoble. The measured frequency range starts at lower frequencies (0.1 -10 6 Hz) compared to the measurements shown previously. An up-rise in the dielectric constant is observed with the increase in the temperature throughout the measured frequency range. At low frequencies (< 10 Hz), the rise in the dielectric constant is more pronounced with the temperature. Tan𝛿 of the laminates shows the presence of many relaxations (around 10 0 Hz, 10 2 Hz and 10 4 Hz; another relaxation is probably present out of the measured range, related to the electrode parasitic capacitance), as indicated by the arrows in Figure 60 (b). The relaxation at around 1 Hz is extremely badly defined, and its existence is only visible by the enhancement of the signal at high temperatures, as well as by a related increase of the dielectric constant.

Figure 61

 61 Figure 61 ac conductivity of Al2O3/ZnO (0.2/0.5 nm) laminate

Figure 62 M

 62 Figure 62 M'' and the activation energies of various relaxations present in Al2O3/ZnO (0.2 / 0.5 nm) laminate.

Figure 63

 63 Figure 63 Dielectric constant and tan𝛿 of Al2O3/ZnO (0.2/0.5 nm) laminate as a function of frequency and temperature

Figure 64 M

 64 Figure 64 M" of Al2O3/ZnO (0.2/1 nm) and the determination of the activation energy from the RI and RII peak positions

Figure 65 shows

 65 Figure 65 shows the ac conductivity of Al2O3/ZnO (0.2/1 nm) as a function of temperature and frequency. A low frequency and temperature dependent plateau are observed in ac conductivity at all measured temperatures, which is related to the dc conduction through the laminate. High dc conduction through Al2O3/ZnO (0.2/1 nm) laminate is related to the low interface resistance and high mobile charge density in ZnO layer, as determined in the previous sub-chapter. The activation energy calculated from the conductivity value of the dc plateau is comparable to the activation energy determined by the RI peak position, about 0.2 eV. This coincidence of the temperature dependence clearly indicates that the Al2O3 layer is the limiting component of the dc conduction in the laminate.

Figure 65 4. 2 . 5 .

 6525 Figure 65 ac conductivity Al2O3/ZnO (0.2/1 nm) laminate and the calculated activation energies at 1 and 10Hz

Figure 66 XRR

 66 Figure 66 XRR spectra of the Al2O3/ZnO laminates deposited under vacuum.

Figure 67

 67 Figure 67 Dielectric properties of Al2O3/ZnO laminates deposited under vacuum. In every graph, the black dots represent the dielectric constant and the red dots the dielectric losses (both left y-axis), the blue line shows the ac conductivity (right y-axis).

Figure 69 XRR

 69 Figure 69 XRR spectra of Al2O3/ZnO (0.2/1 nm) laminates deposited at different oxygen pressure.

Figure 70

 70 Figure70shows the dielectric constant and tan𝛿 of the laminates as a function of the deposition pressure and the frequency. At low frequency, the enhancement of the dielectric constant is related to the MW effect in the laminates, however the effect is more apparent in the laminates deposited at 0.005 mbar as compared to the vacuum and 0.05 mbar. The laminate deposited at 0.05 mbar has the smallest dielectric constant with comparatively low losses, which was expected, as the single film of ZnO deposited at 0.05 mbar pressure has a low oxygen vacancy density and hence a lower charge density. Therefore, fewer charges are accumulated at the interface, and the low polarization leads to a smaller dielectric constant, though the MW effect is still present. The dielectric constant of the laminate deposited at 0.005mbar is the highest of the three laminates, and the losses are also slightly higher. Therefore, the change of the deposition pressure seems to have a stronger influence on the ZnO individual layers, where the mobile charge density increases for low pressures, than on the Al2O3 layers.

Figure 70

 70 Figure 70 Dielectric constant and tan𝛿 of Al2O3 / ZnO (.2/1 nm)

Figure 71

 71 Figure 71 Simulation and experimental data for the laminates deposited at 0.005mbar and at vacuum

Figure 72 XRR

 72 Figure 72 XRR spectra of Y2O3/ZnO laminatesFor each sample, the dielectric constant and the losses are measured as a function of the frequency in the range of 10 2 to 10 5 Hz. In Figure73, the dielectric properties of the Y2O3/ZnO laminates for different individual layer thickness configurations (0.2, 0.5 and 1 nm) are drawn.

Figure 74

 74 Figure 74 Measurements of the band gap in an Al2O3/ZnO (0.64/0.84 nm) laminate and a 31.5 nm thick ZnO single film. On the right side, the variation of the band gap of ZnO in Al2O3/ZnO nanolaminates are shown, reproduced from [113]

Figure 75

 75 Figure 75 Thickness optimization. The rectangular section shows the sub-nanometric thickness range tested in the previous chapter; the circles indicate the individual layer thickness tested in this chapter.

Figure 76 shows

 76 Figure 76 shows the dielectric properties of Al2O3/ZnO laminates as a function of the thickness of ZnO at a constant thickness of Al2O3 of 0.2 nm. All the laminates show a high tan𝛿, which indicates a highly conductive behavior of the films. A high charge density in ZnO layer and an insufficient Al2O3 layer thickness leads to a high leakage through these laminates. A maximum of the dielectric constant (and the dielectric losses) is observed for a ZnO individual layer thickness of about 3 nm.

Figure 76

 76 Figure 76 Dielectric properties of Al2O3/ZnO laminates as a function of the individual layer thickness of ZnO, at a constant individual layer thickness of Al2O3 of 0.2 nm

  coefficient. Studies on Al2O3/ZnO laminates have shown that the optical bandgap of the laminates is a function of the thickness of the ZnO layer[START_REF] Chaaya | Tuning optical properties of Al2O3/ZnO nanolaminates synthesized by atomic layer deposition[END_REF][START_REF] Viter | Optical properties of ultrathin Al2O3/ZnO nanolaminates[END_REF], when the thickness decreases, the optical band gap increases. Jin Li et al explained that as the band gap of ZnO (3.3 eV) lies within the bandgap of Al2O3 (8.6 eV), a quantum well structure could be expected and when the thickness of the ZnO layer reduces below the Bohr radius of the ZnO (2.3 nm), the quantum effects play a role in the dielectric properties of the laminates[START_REF] Li | Temperature-and frequency-dependent dielectric behaviors of insulator/semiconductor (Al2O3/ZnO) nanolaminates with various ZnO thicknesses[END_REF]. The optical band gap of the laminates as a function of ZnO thickness is summarized in Figure77. As the thickness of ZnO layer increases, a reduction in optical band gap was observed with a minimum at ZnO thickness of 1.8 nm and again an increase in the bandgap was observed as the thickness further decreases. This in contrast to what was observed in the nanolaminates, where the band gap tends to decrease with increasing thickness in the same thickness range (Figure74in section 4.4). Also, the preliminary measurements on a Al2O3/ZnO (0.64/0.84 nm) laminate showed higher values (shown in the same figure), more in accordance with the values found in literature. Probably, the effect at the origin of this returned thickness dependence for the laminates with nanometric ZnO and sub-nanometric Al2O3 is related to the extremely thin individual layer thickness of the Al2O3 layers. Both the preliminary and the cited measurements were made on a laminate with a thicker Al2O3 layer. This difference in thickness may change the electronic interaction between the ZnO layers, which would lead to a modified band gap. The here observed high tan𝛿 values show that a high charge density, which is only moderately decoupled between the ZnO layers, is present.

Figure 77 (

 77 Figure 77 (αhν) 2 as a function of photon energy of Al2O3/ZnO laminates as a function of ZnO thickness

Figure 78

 78 Figure 78 Dielectric properties of Al2O3/ZnO laminates as a function of the thickness of Al2O3 at a constant ZnO individual layer thickness of 3nm The dielectric properties of the laminates as a function of the individual layer thickness of Al2O3 with a constant individual layer thickness of ZnO at 3nm are shown in Figure 78. As the individual layer thickness of Al2O3 increases, a strong reduction in the dielectric losses can be seen with a limited effect on the dielectric constant. This reduction is related to the thicker potential barrier provided by the Al2O3 layer for mobile charges in ZnO. For laminates with 1 nm thick Al2O3 layers, the tan𝛿 value reduces to 1.8 at 200Hz while maintaining the dielectric constant of 800. The laminate with 0.5 nm thick Al2O3 layers shows a tan𝛿 of 3 and a dielectric constant of 500. Based on this optimization we can conclude that 1nm thick Al2O3 can limit the

Figure 79

 79 Figure 79 Dielectric constant and losses for a Al2O3/ZnO (1/3 nm) laminate, and for the same laminate with thick Al2O3 layers introduced at the interface with the top, the bottom, and both electrode interfaces The dielectric properties of the reference laminate and the three samples with interfacial layers are shown in Figure 79. When introducing a 5 nm Al2O3 layer at the bottom interface, the dielectric constant decreases, while the tan stays similar comparted to the reference laminate without interfacial Al2O3 layers. In the case of an interfacial layer at the top electrode, the dielectric constant decreases strongly, while tan increases strongly. In the samples with interfacial Al2O3 layers both at the bottom and the top interface, the dielectric constant stays roughly comparable to the reference laminate, although the relaxation frequency increases, but tan increases also. Therefore, the interfacial Al2O3 layers do not have the expected effect to decrease the dielectric losses. None of the samples show a clear decrease of the losses compared to the reference laminate.

Figure 80

 80 Figure 80 Dielectric constant and losses for a Al2O3/ZnO (1/3 nm) laminate grown in a Si/TiN substrate, and for the same laminate with thick Al2O3 layers introduced at the interface with the top, the bottom, and both electrode interfaces

Figure 80

 80 Figure80shows the dielectric properties of the different dielectric stacks on the TiN-covered Si substrates. Compared to the laminate directly deposited in Si (Figure79), the bare Al2O3/ZnO (1/3 nm) laminate does not show significant changes in the frequency dependence, except a slightly lower dielectric constant of 400 at low frequency. The losses are slightly enhanced to a value of about 3 (compared to 2 for the bare Si substrate). Therefore, the TiN layer does not alter strongly the observed properties of the Al2O3/ZnO (1/3 nm) laminate. This observation, contrary to what was observed in Al2O3/TiO2 laminates, indicates that the TiN layer does not enhance the

Figure 80 also

 80 Figure 80 also shows the properties of the laminates with interfacial Al2O3 layers. Here, significant changes are observed in comparison with the stacks grown directly in Si. When regarding the sample with a 5 nm Al2O3 layer at the bottom interface, again, the dielectric properties are similar to what is observed for the laminate without interfacial layers, but the dielectric constant enhances slightly. Taking into account the series capacitance of the interfacial Al2O3 layer, this enhancement indicates that the laminate dielectric constant is enhanced by the presence of the interfacial layer. The dielectric losses decrease, compared to the bare laminate.

  the same time, the relaxation frequency increases to a value of about 10 3 Hz, extending the working frequency range. The losses are intermediate compared to the bare laminate and the laminates with only one interfacial layer, and additionally showing an uprise at low frequencies.

  but not too high, charge concentration in ZnO. Sub-nanometric laminates of Al2O3/Y2O3, Al2O3/ZnO, and Y2O3/ZnO were deposited. The Al2O3/Y2O3 laminates did not show a Maxwell-Wagner effect, as expected from the absence of a charge containing material. The subnanometric laminates of Al2O3 and ZnO did show the Maxwell -Wagner effect at the interface of the insulating (Al2O3) and the semiconducting (ZnO) layers. The artificial bilayer periodicity of the laminates was observed by the X-ray analysis. The individual layer thickness of each constituent plays a critical role in defining the dielectric properties, and we have observed that the laminate Al2O3/ZnO (0.2/1 nm) showed a high dielectric constant of 211 at 200 Hz due to the Maxwell-Wagner effect. The equivalent circuit analysis showed that the interface properties are the governing factors. Dielectric properties as a function of deposition pressure were also studied, and the oxygen exchange between the individual layers was pointed out as one of the main influence on the properties of these laminate structures. For the Y2O3/ZnO, no Maxwell-Wagner effect was observed in the sub-nanometric individual layer thickness range, probably due to an oxygen exchange at the internal interfaces, suppressing the charge density of the ZnO layers.
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data for individual layers in Al2O3/ZnO laminate deposited at vacuum and at 0.005mbar pressure 4.3. Y2O3/ZnO laminates As explained in section 1.4.2, Y2O3 is a potential material to be used in high-k laminates on Si because of its high dielectric constant, good thermodynamic stability with Si and a high conduction band offset with Si. A Study by J. Kwo et al has shown that an intermediate layer of Y2O3 between the Si substrate and a ZnO film has shown good insulation properties and also

from a value of about 0.6 to 0.7 nm at low pressure to a value of about 1 nm at the highest pressure.

Figure 29 (a) XRR spectra of amorphous Al2O3 thin films grown in different oxygen pressure, (b) film thickness of the films vs deposition pressure, (c) O/Al ratio calculated by XRR fitting data (the blue shaded area indicate the error bar on the obtained values).

As to the oxidation of the Al2O3 films, favored by the oxygen incorporation into the film at high deposition pressures, it is not possible to quantify exactly. The reliable determination of the oxygen content of a thin film is only possible using Rutherford Backscattering, where the analysis is complicated by the small thickness of the films, and the presence of a thin SiOx layer at the interface with the Si substrate. Therefore, we are not able to determine exactly the stronger incorporation of oxygen into the film under high pressures, but the XRR analysis can be used to get an indication of the O/Al ratio as the function of the deposition pressure (Figure 29(c)).

Appendix 1 shows the method by which the O/Al ratio was calculated. With this method, we cannot make a conclusion on the exact values of the O/Al ratio, but we can visualize the increasing oxygen content in the films with the deposition pressure. For films grown in vacuum laminate, the decrease in the dielectric constant and losses can be observed as shown in Al2O3/ZnO (0.53/1 nm). Comparison of the Al2O3/ZnO (0.2/1 nm) laminate under different deposition pressures From the data presented before, it has been observed that the MW effect was more pronounced, when the individual layer thickness of Al2O3 and ZnO are 0.2 and 1 nm, respectively.

Here, a comparative study of Al2O3/ZnO (0.2/1 nm) laminates deposited at different deposition pressures is presented. Figure 69 shows the XRR spectra of Al2O3/ZnO (0.2/1 nm) laminates deposited at different deposition pressures. The XRR intensity reduces to zero, as 2 increases above 4° for the vacuum and the 0.05 mbar samples, and 2.5° in the 0.005 mbar sample. The Bragg peak related to 1.2 nm bilayer thickness was expected to arise at 7.35°, but could not be observed due to this strong intensity decrease. The slope of the XRR spectra is related to the better insulating properties of the Al2O3 layers, which lead to an enhancement of the resistivity of the interface component, and therefore to a reduction of the relaxation time of the MW effect (equation ( 13) in section 1.2.3). The coordinated optimization of the dielectric constant, the dielectric losses and the working frequency is therefore a tricky thing in these MW laminates.

Optimization of the dielectric stack

Earlier studies conducted on Al2O3/TiO2 sub-nanometric laminates have shown important effects of the dielectric stack (apart from the individual layer thicknesses) on the dielectric properties of MW sub-nanometric laminates, both for ALD grown [47 116] and PLD grown [START_REF] Ben Elbahri | Study on the dielectric properties of Al2O3/TiO2 sub-nanometric laminates: Effect of the bottom electrode and the total thickness[END_REF] laminates. It was observed, that the introduction of thick Al2O3 layers at the interface between the laminate and the electrodes may lead to a strong decrease of the dielectric losses, while maintaining the dielectric constant at an acceptable level. This was attributed to the insulating effect of these layers, which maintain the charges inside the laminate and reduce therefore the overall losses. Also, rthe introduction of a TiN layer at the interface either with the bottom or the top electrode was found to be beneficial to reduce the dielectric losses and to enhance the MW effect. Therefore, we have also pursued these approaches for the optimization of the dielectric properties of the Al2O3/ZnO laminates.

For these optimizations, laminates with optimized individual layer thicknesses of 1 nm for the Al2O3 layers and 3 nm for the ZnO layers were used. They were grown under standard conditions by fixing the number of bilayers to 15.

Introduction of thick Al2O3 layers at the electrode interfaces

For this study, thick Al2O3 layers were introduced at the interface between the laminate and the electrodes of an Al2O3/ZnO (1/3 nm) laminate. The Al2O3 layers were grown under the same conditions as the laminates, i.e. at 100 °C and an oxygen pressure of 0.005 mbar. The single layers grown under these conditions show bulk like dielectric properties (section 3. 

Appendix 1 Calculation of O/Al ratio using XRR curve fitting

The X-ray scattering length, obtained by GenX fitting of the XRR data, is related to the stoichiometry of the materials. For example, we can express the complex scattering length of AlxOy as: