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Chapter 1 Introduction

For more than 5 decades, robots have been used in industries. They can perform a wide range of tasks with high speed and accuracy, and thus used for various purposes. Moreover, the recent years have seen a very quick advancement in robotic technologies, not only in their structures, but also in the applications they can be used for.

Even after the great achievements in robotics in past 10 years, the field of robotics is still at the beginning of evolution. The application areas of robotics have gradually broaden beyond the classical industrial settings in large-scale enterprises.

Due to the increased capabilities and lower costs, the small-scale industries have also increased the adoption of robots [START_REF] Haegele | Smerobot: the european robot initiative for strengthening the competitiveness of smes in manufacturing[END_REF]. Apart from the adoption of robots in industries, the robots are being used in day-to-day life, like in the health care system and domestic services. Nowadays, it has become the central development in robotics to be a part of daily life. This integration induces fundamental challenges, as the requirements are different from the industrial applications.

Besides, the robotics field at large scale which has been developing steadily for past 50 years, the robotics field at small scale has yet to see such development. There are various applications, where instead of large-scale robots we need to use small-scale robots, like in medical surgery, drug delivery inside a human body, biological cell sorting and characterization, and industries which assemble the miniaturized components. The robots at small scale are also called the mi-cro/nano robots. Their working environment and physical laws differ from the robots at large-scale (macro-scale). One of the basic and common task of robots at both macro and micro/nano scale is to manipulate objects (pick and place, or assemble the objects). To perform these tasks, most robotic manipulators in industry use simple grippers.

Robotic manipulation can further be categorized into Traditional Manipulating and Dexterous Manipulation.

Traditional Manipulation: The manipulation performed by most of the manipulator i.e. pick and place operation, hold, or assembling remotely is considered as simple manipulation, where the manipulators used are simple grippers.

Dexterous Manipulation: Dexterous manipulation is also known as in-hand manipulation, where a robot tries to manipulate an object with dexterity. For in-hand manipulation, multiple end-effectors cooperate with each other like the fingers of a human hand, to perform a task. In contrast to traditional manipulation, dexterous manipulation is object centred, and thus the problem is formulated as per the architecture of the manipulating hand and the characteristics of the object to be manipulated (shape, material properties, etc.).

Most of the robots available in industry are macro-scale robots and work on the principle of traditional manipulation. These robots are installed to lessen the human effort by performing repetitive task. In macro-scale robotics, the physical laws that affect the manipulation process are inertia and gravity. There are various types of robots for different purposes, ranging from simple robotic arm manipulators to humanoid robots. Due to the advancement in technology, not only the commercial robots have improved, but other robots for research purpose have come into being.

However, the small-scale robots are mostly used for research/academic purpose, and have been completely industrialized only recently (Percipio-Robotics). In contrast to macro-scale robots where the governing physical forces are inertia and gravity, in micro-scale adhesive forces are dominant over other forces. There are two categories of robots at micro-scale, Contact-less micro-robots and Contactbased micro-robots.

Contact-Less Micro-Robots: These robots manipulate the object without coming into contact with it. There are different actuation principles like acoustic, electromagnetic, magnetic, electric, and thermal.

Contact-Based Micro-Robots: These robots manipulate the object when in contact with it. Contact based micro-robots are further divided into two types: Continuum Micro-Robots and Simple Micro-Robots.

Nota Béné:

Throughout this thesis, Fingers' Path Planning or Trajectory Generation refers to the same thing.

Objective of the Thesis

This thesis focuses on the dexterous manipulation at micro-scale. To dexterously manipulate the micro-objects in 3D, which is the main objective of this thesis, we study the physics at micro-scale, and formalize the problem that is to be addressed to generate the fingers' trajectories. We address the problem by proposing a method that decomposes the 3D rotation into three 2-D rotation using Euler's Angles. As this is the first step to dexterously manipulate the micro-objects (of various shapes) in 3D, there is no doubt that our methodology introduces some constraints.

Contributions of the Research

Our major contributions in this thesis are: Method to Decompose the three rotations into three 2-D rotations, Sampling Strategy to generate the contact point on object's surface for manipulation keeping the methodology constraint in the mind, Algorithm including an original heuristic enabling the calculation of optimal fingers' trajectory in a reasonable time. We also analyse the impact of two parameters, friction coefficient and adhesion on the generation of fingers' trajectories. 

Distribution of Content, and their Contributions in the Thesis

Chapter 2: State of the Arts

This chapter provides a detailed study, background, and analysis on the robotic systems, and techniques that are available in the literature of micro-scale robotics.

Along with the micro-scale robotics, we also study some techniques of macro-scale robotics from the scientific literature, to compare the diverseness between microscale robotics and macro-scale robotics. This chapter is further divided into 5 sections: "Robotic Manipulation", "Robot Handling at Micro-Scale", "Dexterous Handling at Macro-Scale and Micro-Scale", "Automation and Planning in Micro Manipulation", and "Planning and Automation in Dexterous Manipulation at Macro-Scale".

The chapter formally starts with the introduction of Robotic Manipulation, and its fundamental component for contact-based manipulation, i.e. Gripper (Simple and Dexterous). Then, we discuss the behaviour of physical properties of microscale to build a base for micro-robots. Once the base is developed, we provide the study of the available literature at manipulation at micro-scale (both contact-less and contact-base) thoroughly. This study provides the understanding of: (i) different principles of actuation, their working capabilities, limitations, advantages and drawbacks for contact-less manipulation, and (ii) mechanical designs of different actuators and robotic platforms, their working principles, capabilities, limitations, advantages and drawbacks for contact-based manipulation.

After that, we provide the study of various common ways through which objects can be handled dexterously by macro-scale robots, and micro-scale robots (contact-based), along with the different planning and control methods to carry out dexterous in-hand manipulation.

Chapter 3: Dexterous Micromanipulation in 3D

In this chapter we discuss the general objective of the thesis i.e. "Contribution to the development of robotic in-hand manipulation in micro-scale". We briefly enlist the scientific challenges faced in the dexterous in-hand manipulation at micro-scale. In this thesis, we focus on one of the challenges i.e. "generation of optimal fingers' trajectories to manipulate a micro-object from one position to another position, taking into account the specificities of the microworld such as adhesion".

To formalize the problem of dexterous manipulation in micro-scale, first we provide some important assumptions. Then, we analyse the problem of Computational Complexity faced to generate the optimal fingers' trajectories in detail, and propose to reduce the computational complexity by decomposing a 3D rotation in three individual 2-D rotations. For this purpose, we propose to retain only two orthogonal planes, on which three individual 2-D rotation can be carried out. To manipulate the object, we discretize the object surface using an ad-hoc sampling strategy. After, the sampling of contact points, we find the available equilibrium grasps using 2 or 3 fingers for three cases: (i) initial grasping of the object, (ii) general grasping of the object, and (iii) the grasping during detachment operation.

We call the set of equilibrium grasps as a Map for each operation. Considering the grasps as nodes and the transition (e.g. rotation, finger gaiting) as edges, we finally build a Graph. Defining finger trajectories exists in defining an optimal path in this Graph.

Chapter 4: Finger Trajectory Planning Methodology

The objective of this chapter is to build a planning methodology to obtain the optimal fingers' trajectory. This chapter is divided into four sections, starting from the implementation of finger trajectory planning. In this section, we discuss the graph search algorithm for fingers' path planning, and design its parameters as per our methodology.

After that, in the next section, we provide a detailed analysis of our proposed method to manipulate the micro-objects in 3D. We analyse the finger trajectories for each individual rotation, and how to interpret the output of the algorithm.

Once, fingers' trajectories for all three rotations are planned, then we combine them using Euler's Angels.

The performance analysis section, provides a detailed analysis of parameter tuning. We analyse the impact of two of the most important parameters friction coefficient and adhesion, on the generation of fingers' trajectory generation and consequently on manipulation process. Besides this, we provide a detailed result on the computation time to plan the fingers' trajectories for different shapes of micro-objects.

We finalize the chapter by discussing the environment and hardware required to generate the fingers' trajectories.

Conclusion and Perspectives

Finally, this chapter concludes the research study on the "Development and Analysis of a Path Planner for Dexterous In-Hand Manipulation of Micro-Objects in 3D", and provide a look into the different perspectives that can be carried out for future work. 

Chapter 2

State of the Art

Objective

The goal of this chapter is to present the current state of the art in the area of robotic manipulation at micro-scale. It also compares the state of art at micro-scale with macro-scale.

Robotic Manipulation

Whenever we talk about robotic manipulation, we always consider some physical activity being performed by a machine/robot on an object. This activity is composed of grasping, picking, moving, positioning, and placing. The object being manipulated may be from various physical scales. The common terms for these physical scales are macro-scale, micro-scale, and nano-scale; where the object size ranges above 1mm for macro-scale, from 1µm to 1mm for micro-scale, and 1nm to 1µm for nano-scale (Figure 2.1). There are two ways to manipulate these objects: first by making the contact with object (always in the case of macro-scale manipulation), second contact-less manipulation (in the case of micro-scale and nano-scale). 1 https://askabiologist.asu.edu/bacteria-overview 14

Robotic Manipulation

The contact-less/non-contact manipulation is realized using different principles: magnetic, electric, acoustic, and optical. While the contact based manipulation is performed by gripping the object with a gripper. Independent from the object scale, there are two ways to perform contact based manipulation: either by using simple gripper mounted on the carrier robot with multiple degrees of freedom (DoF), or by utilizing the dexterous gripper using a basic robot.

Gripper(s) is the fundamental component to manipulate an objects at different scales. Thus, it is necessary to develop some basic understanding of gripper(s). As mentioned earlier, for contact-based manipulate we can either use simple gripper or dexterous gripper, and are defined in detail below.

Simple Gripper

The architecture of a simple gripper may vary from application to application, but mostly it is either composed of tweezers like fingers (Figure 2.2a), or a vacuum suction cup gripper (Figure 2.2b). These grippers are mounted on a robot; consisting of either a robotic arm, or a parallel robot. The usage of such grippers is limited to only one function i.e. gripping. Indeed, such grippers with single functionality will minimize the complexity while maximizing its effectiveness for the desired task [START_REF] Wright | The dexterity of manufacturing hands[END_REF]. However, this architecture reduces the versatility of the manipulator to a great extent, as it is necessary to change the grip when the shape of the manipulated object is changed. Likewise, the handling capacities are also limited very quickly at the articular limits of carrier robot [START_REF] Tournassoud | Regrasping[END_REF]. Thus, this architecture of gripper is suitable for the repeated tasks for identical objects in larger numbers.

It is possible to carry out different tasks with simple grippers by utilizing extrinsic techniques to the hand like gravity, and external contact etc. [START_REF] Chavan-Dafle | Dexterous manipulation with simple grippers[END_REF], but once again it will increase the complexity of procedure to carry out such tasks.

Recently a team from MIT [START_REF] Chavan-Dafle | Dexterous manipulation with simple grippers[END_REF] has proposed to manipulate objects dexterously with simple grippers at macro-scale using techniques extrinsic to the hand (gravity, external contacts or dynamic arm motions). They are able to roll the object in the gripper using gravity, or adjust the object's pose by pressing it against a surface, and can even toss the object in the air and catch it in a different pose. 

Dexterous Gripper

Just like an anthropomorphic hand, a dexterous hand is composed of several fingers (Figure 2.3) capable of performing movements in the gripper's work-space [START_REF] Kochan | Shadow delivers first hand[END_REF]. Due to the anthropomorphic structure and the dexterity, the manipulator has a better manoeuvrability in terms of obstacles and singularities of supporting structure [START_REF] Okamura | An overview of dexterous manipulation[END_REF]. Such dexterous anthropomorphic hands are versatile grippers, as they are not designed to manipulate any specific object [START_REF] Ma | On dexterity and dexterous manipulation[END_REF]. However, the difficulty lies in monitoring, and planning to move this kind of gripper. As, the gripper has two or more fingers with several degrees of freedom, thus it could be complex to control and/or use it [START_REF] Bicchi | Hands for dexterous manipulation and robust grasping: A difficult road toward simplicity[END_REF]. Similarly, to carry out the rotations using such gripper, it is necessary to determine the position and movement of the fingers which 2.2. Robot Handling at Micro-Scale complicates the motion planning due to its nonholonomic nature [START_REF] Bicchi | Dexterous grippers: Putting nonholonomy to work for fine manipulation[END_REF]. Thus, this type of manipulator is more suitable for complex manipulations in which dexterity is required, and does not need the requirement of a specific robot. Well, the robotics at macro-scale and micro-scale differs in terms of physical laws, and have different constraints. At macro-scale, the dexterous manipulation has been studied for more than three decades, and is very close to mimic the operations of anthropomorphic hand [START_REF] Rajeswaran | Learning Complex Dexterous Manipulation with Deep Reinforcement Learning and Demonstrations[END_REF][START_REF] Andrychowicz | Learning dexterous in-hand manipulation[END_REF]. Whereas, due to the differences in scales and governing physical laws, it is not possible to completely mimic the anthropomorphic operation at micro-scale. In contrast to macro-scale, the study and design of manipulators with multiple degrees of freedom at micro-scale is very recent [START_REF] Chen | A pzt actuated triple-finger gripper for multi-target micromanipulation[END_REF][START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF], and remains difficult and limited.

Robot Handling at Micro-Scale

Before coming to robotics at micro-scale, we are going to present micro-scale itself first. The world at micro-scale includes all the objects with size ranging in-between one micrometer and one millimetre. This scale differs from the one at which the humans normally operate. Although, the similar physical laws as of macro-scale are present at micro-scale but the observed behaviour are significantly different [START_REF] Trimmer | Microrobots and micromechanical systems[END_REF]. At macro-scale, if an object is released from hand, it will fall to the ground due to gravity. Whereas, at micro-scale, it can still remain in contact with the gripper [START_REF] Chaillet | Microrobotics for Micromanipulation[END_REF] (Figure 2.4). This change in behaviour at different scale, is due to the change in object size which affects the surface area and volume. Thus, the size of the object influences the forces that are going to be dominant at different scales.

At the macro-scale, the effect of volume predominates, and this is the reason that an object falls due to the gravity when it is released. Whereas, the effects of surface become non-negligible and are dominant over volume effects at micro-scale. Due to the dominance of these surface effects, it is possible to observe two phenomena. First, the weight and inertia of the object become negligible, which makes it possible to design manipulators with very high dynamics. Second, there is the presence of adhesion forces between different objects [START_REF] Lai | Material behavior modelling in micro/meso-scale forming process with considering size/scale effects[END_REF] which allows objects to stick together. These adhesion forces are generated due to different physical and chemical properties of the object's material and falls in the following three categories [START_REF] Israelachvili | Intermolecular and Surface Forces[END_REF]:

• Van der Waals: These forces result from low intensity electrical interactions between the molecules of different objects.

• Capillarity: These forces result from the presence of a liquid film on the surface of the objects.

• Electrostatics: These forces are generated by charged particles with a highenergy content at the surface of the objects.

Due to these phenomena, the paradigm of manipulation at micro-scale is altered, resulting in the need to change or develop manipulators and manipulation techniques. It is necessary to understand these adhesion effects first, in order to develop manipulators and manipulation techniques suitable for the micro-world.

It should be noted that, the complete modelling of such tools is very complex;

as some parameters are difficult to quantify, such as the distribution of charged particles on the surface [START_REF] Schein | Recent progress and continuing puzzles in electrostatics[END_REF].

Adhesion phenomena highlight several problems directly related to manipulation [START_REF] Arai | New pick up & release method by heating for micromanipulation[END_REF][START_REF] Arai | Integrated micro endeffector for dexterous micromanipulation[END_REF]. Indeed, when these phenomena are visible, the object and the gripper are subjected to the effects of adhesion. This can be seen as an advantage since it is then possible to hold an object with a single finger (Figure 2.4). But, this can also be seen as a disadvantage because releasing the object by simply loosening the grip is no longer possible. To be able to perform micro-manipulation operations, it is therefore necessary to answer the following questions:

• Pick-up: As there is the presence of the adhesion forces between the object and the base/support (on which object is placed), then how to pick it up?

• Manipulate: How to manipulate the object in the presence of adhesion forces between the object and the fingers, keeping in mind that inertia is negligible?

• Assemble: How to place/assemble an object, in the presence of adhesion forces between the object and the finger(s)?

Solutions to these problems have been developed at micro-scale. As introduced earlier (Sec. 2.1) that it is possible to manipulate micro-objects with or without making any contact with them.

Non-Contact manipulation

Adhesion effects are often seen as a disruptive force, especially during the releasing phases. However, this phase is considered by a majority of the microrobotic community as the most important stage of micro-manipulation because the final objective of manipulation is to precisely position micro-objects or to assemble. In that case, adhesion is perceived as a phenomenon that needs to be overcome, and many works have tried to manipulate the object without making any contact with it, in order to eliminate the problem of releasing it. It is possible to manipulate the object without making any contact with it, because the mass of the object is negligible at micro-scale, thus it provides an advantage over macroscale manipulation. The non-contact manipulation is carried out through different methods/setups such as magnetic, electrical, optical or acoustic.

2.2.1.a Magnetic Manipulation

This manipulation strategy is based on the use of a magnetic field generated by magnets, electromagnets or coils. The magnetic force thus applied by the field will allow moving paramagnetic or ferromagnetic objects in the working space [START_REF] Bouchebout | An overview of multiple DoF magnetic actuated micro-robots[END_REF][START_REF] Li | Non-contact manipulation of nonmagnetic materials by using a uniform magnetic field: Experiment and simulation[END_REF].

This approach can be used in an ambient environment [START_REF] Shameli | Real-time control of a magnetic levitation device based on instantaneous modeling of magnetic field[END_REF], liquid [START_REF] Gosse | Magnetic tweezers: Micromanipulation and force measurement at the molecular level[END_REF] or at the interface between both [START_REF] Dkhil | Closed-Loop Control of a Magnetic Particle at the Air-Liquid Interface[END_REF]. This type of manipulation permit exerting the forces between micro-newton (µN ) and nano-newton (nN ) on the object. Among the other methods used in non-contact micro-manipulation, the magnetic manipulation provides feasible solutions [START_REF] Shamsudhin | Magnetically guided capsule endoscopy[END_REF][START_REF] Heunis | Flexible instruments for endovascular interventions: Improved magnetic steering, actuation, and image-guided surgical instruments[END_REF], and is the preferred strategy in medical applications [START_REF] Xu | Magnetic actuation based motion control for microrobots: An overview[END_REF][START_REF] Fischer | Magnetically actuated propulsion at low reynolds numbers: towards nanoscale control[END_REF]. It should be noted that the fastest micro-robots are moved using this mode of actuation [START_REF] Ivan | NIST and IEEE challenge for MagPieR: The fastest mobile microrobots in the world[END_REF]. Through magnetic manipulation, the movements of an object can be controlled with precision and speed. Some challenging works imagine using this type of manipulation to control micro-robot(s) directly in the body of a human or any animal [START_REF] Martel | Towards swarms of communication-enabled and intelligent sensotaxis-based bacterial microrobots capable of collective tasks in an aqueous medium[END_REF][START_REF] Yesin | Design and control of in-vivo magnetic microrobots[END_REF][START_REF] Jeon | Magnetically actuated microrobots as a platform for stem cell transplantation[END_REF] (See in Figure 2.5) [2]. 

2.2.1.b Electric field Manipulation

Similar to magnetic field manipulation, it is possible to manipulate objects using electric fields. Depending on the type of electrical signals, the methods used are called electrophoresis or dielectrophoresis [START_REF] Kharboutly | Modeling the trajectory of a microparticle in a dielectrophoresis device[END_REF]. Most of the time, the electric manipulation is used to manipulate biological objects using dielectrophoresis (AC electric field) [START_REF] Frénéa | Positioning living cells on a high-density electrode array by negative dielectrophoresis[END_REF][START_REF] Nikolic-Jaric | Differential electronic detector to monitor apoptosis using dielectrophoresis-induced translation of flowing cells (dielectrophoresis cytometry)[END_REF], but is not limited to it; other works have also employed this method, [START_REF] Curiotto | 2d manipulation of nanoobjects by perpendicular electric fields: Implications for nanofabrication[END_REF] manipulated the silicon based nano-object in a plane with perpendicular electric field (DC electric field), for nano-fabrications.

However, this method is disadvantageous than the magnetic manipulation in terms of the exerted forces on the object, which are much lower (typically in nanonewtons).

Furthermore, the electric field can be combined with light to manipulate micro/nano objects, where the objects are manipulated by optoelectronic tweezers (OETs). This method is called Light-Gated manipulation in electric field. Huang et al. [START_REF] Huang | Light gated manipulation of micro/nanoparticles in electric fields[END_REF] provides a detailed review on light-gated manipulation.

2.2.1.c Optical Manipulation

Optical manipulation is another technique of non-contact manipulation where optical beams are used (Figure 2.6). This kind of manipulation is carried out by exerting light pressures through focused light beam(s) which allows to trap and manipulate the object [START_REF] Grier | A revolution in optical manipulation[END_REF]. The first works carried out in this direction are those of Ashkin [START_REF] Ashkin | Observation of a single-beam gradient force optical trap for dielectric particles[END_REF], in which he manipulated particles between 25nm and 10µm using a single beam (Ashkin was awarded the Nobel Prize in Physics -2018, for his invention of optical tweezers and its application in biological systems).

Subsequently, a lot of work has been done using this manipulation technique by utilizing multiple beams [START_REF] Malagnino | Measurements of trapping efficiency and stiffness in optical tweezers[END_REF] or to manipulate several objects simultaneously [START_REF] Curtis | Dynamic holographic optical tweezers[END_REF].

The use of multiple beams makes it possible to reproduce a contact manipulation system [START_REF] Chowdhury | Automated indirect transport of biological cells with optical tweezers using planar gripper formations[END_REF] without the disadvantages of adhesion. That is the reason why it is common to see the term "optical tweezers" used to specify this method. On the other hand, this approach does not allow very large forces to be exerted, at best the exerted forces do not exceed a few nano-newtons. Optical manipulation is therefore well adapted to the manipulation of cells [START_REF] Zhong | Trapping red blood cells in living animals using optical tweezers[END_REF][START_REF] Xie | Manipulation of biological cells using a robot-aided optical tweezers system[END_REF][START_REF] Xie | Optical manipulation of biological cells with a robot-tweezers system: A stochastic control approach[END_REF][START_REF] Zhu | Optical tweezers in studies of red blood cells[END_REF] or very small particles [START_REF] Dawood | Simultaneous microscale optical manipulation, fabrication and immobilisation in aqueous media[END_REF][START_REF] Gerena | High-bandwidth 3-d multitrap actuation technique for 6-dof real-time control of optical robots[END_REF]3] but is still inapplicable for micro-assembly tasks. 

2.2.1.d Acoustic Manipulation

The last major category of non-contact manipulation is the use of acoustic waves (Figure 2.7). Indeed, using acoustic waves, it is possible to apply forces on the object to avoid it and thus manipulate it [START_REF] Zhou | Controlling the motion of multiple objects on a Chladni plate[END_REF]. Two configurations are possible in the case of acoustic manipulation: standing wave manipulation and near-field manipulation. In the first case, the manipulation is done using a standing wave generated between a source and a reflector. This wave allows, at certain distances, to exert forces sufficient to compensate for the weight of the object [START_REF] Reinhart | Non-contact handling using high-intensity ultrasonics[END_REF]. In the second case, the wave is generated between the object and the source, which allows generating important repulsion forces as long as the distance between the source and the object is small. This approach is often used on a larger scale to move wafers used in clean-room micro-fabrication [START_REF] Reinhart | Non-contact handling using high-intensity ultrasonics[END_REF][START_REF] Ueha | Non-contact transportation using near-field acoustic levitation[END_REF]. Different systems have been developed [4] using surface acoustic waves, and recently [START_REF] Ghanem | Noninvasive acoustic manipulation of objects in a living body[END_REF] has proposed the non-invasive acoustic manipulation inside a living body. The main disadvantage of this approach is the current lack of repeatability (typ. larger than the object size). Moreover, assembly tasks do not seem to be feasible with this method.

Contact Manipulation

Contrary to non-contact manipulation, objects can also be manipulated by making contact with them at micro-scale. Historically, the contact-based manipulation is the first one to be developed because it resembles to the manipulation techniques employed at macroscopic scale. The idea is to miniaturize existing robotic grippers on a macroscopic scale (especially finger grippers). Initially, one of the main concerns of the micro-robotic community was to have repeatable and reliable operating methods. As a result, a lot of work has focused on the development of actuators suitable for micro-manipulation. Thus, the wide spectrum of actuating methods envisaged for micro-manipulation includes, among others, electrothermal actuators [START_REF] Zhang | Automated manipulation of zebrafish embryos using an electrothermal microgripper[END_REF][START_REF] Potekhina | Design and characterization of a polymer electrothermal microgripper with a polynomial flexure for efficient operation and studies of moisture effect on negative deflection[END_REF][START_REF] Voicu | An electro-thermal microgripper with both closing and opening in-plane movement of the arms[END_REF][START_REF] Mohand-Ousaid | Compact digital microrobot based on multistable modules[END_REF]5] (Figure 2.8a), piezoelectric actuators [15, 82, 83, 84, 6] (Figure 2.8b), pneumatic [START_REF] Alogla | Micro-tweezers: Design, fabrication, simulation and testing of a pneumatically actuated micro-gripper for micromanipulation and microtactile sensing[END_REF]7] (Figure 2.8c), or electrostatic [START_REF] Xu | Design, fabrication, and testing of an mems microgripper with dual-axis force sensor[END_REF][START_REF] Nastro | Double-actuator position-feedback mechanism for adjustable sensitivity in electrostatic-capacitive mems force sensors[END_REF][START_REF] Felix | Identification and robust controllers for an electrostatic microgripper[END_REF] (Figure 2.8d). The requirement of high precision positioning requires to use advanced control laws [START_REF] Hammouche | Robust and optimal output-feedback control for interval state-space model: application to a two-degrees-of-freedom piezoelectric tube actuator[END_REF] or multisystem microsystem [START_REF] Mohand-Ousaid | Compact digital microrobot based on multistable modules[END_REF]5].

As adhesive forces are considered disruptive in the contact-based micro-manipulation, and became the hurdle to realize the repeatability of and removal tasks. Thus, methods have been developed to improve the repeatability of removal operations. These methods can be divided into two categories: first, those methods that aim to counter the adhesive forces in order to fall back at the macro-scale manipulation, and second, those methods that seek to exploit these adhesive forces; as described below.

There are two ways to counteract the adhesion effects: either by exerting a higher force or by reducing the adhesive forces. The first category includes methods based on exerting pressure or phase change at the object-finger interface. The second category includes methods that control environmental and/or surface factors and the use of dynamic effects. Manipulation by pressure, consists in using a suction force in order to grasp the object. This force must overcome the effects of adhesion between the substrate and the object. One of the first micro-manipulation systems by changing pressure was realized by Zesch [START_REF] Zesch | Vacuum tool for handling microobjects with a nanorobot[END_REF]. In his work, Zesch presented a gripper consisting of a glass micro-pipette and a computer-controlled vacuum system. With this system, micro-diamonds larger than 100µm could be captured. However, the major disadvantage of this type of manipulation is in the phase of component removal. Indeed, applying a pressure force in the opposite direction does not allow placing the object in a precise way. To perform precise positioning, an additional tool must be used. In the case of Zesch used an additional finger to push the object in order to release it (Figure 2.9). This method of manipulation by suction using a micro-pipette has also been studied by Vikramaditya [START_REF] Vikramaditya | Modeling microassembly tasks with interactive forces[END_REF], Petrovic [START_REF] Petrovic | Gripping tools for handling and assembly of microcomponents[END_REF] and Guoliang [START_REF] Chen | Research on vacuum micro-gripper of intelligent micromanipulation robots[END_REF] and is generally used to manipulate biological objects such as oocytes.

Figure 2.9 -Using auxiliary finger to release the object for precise positioning [START_REF] Zesch | Vacuum tool for handling microobjects with a nanorobot[END_REF].

Other approaches to pressure change manipulation has been presented by Arai [START_REF] Arai | New pick up & release method by heating for micromanipulation[END_REF], Chen [START_REF] Chen | A hybrid-type electrostatically driven microgripper with an integrated vacuum tool[END_REF], and Rong [START_REF] Rong | A vacuum microgripping tool with integrated vibration releasing capability[END_REF]. In [START_REF] Arai | New pick up & release method by heating for micromanipulation[END_REF], Prof. Arai used classical gripper finger in which micro-holes have been made. Where the pressure can be controlled by the using a system to control the temperature of the finger. In this way, before gripping the object, the finger is heated to expel the air from the holes. Then, once in contact with the object, the finger is cooled and the pressure generated by this change allows to grasp the object. Although elegant, this method has the major disadvantage of being very dependent on air leakage that can occur if the holes are not completely covered. Also, temperature variations affect the quality of the results.

Chen [START_REF] Chen | A hybrid-type electrostatically driven microgripper with an integrated vacuum tool[END_REF] has developed a hybrid electrostatic micro-gripper with integrated vacuum tool controlled by gas pipes. The gas pipes first exert the negative pressure to attract the object towards the tip of gas pipes, after which the electrostatic actuated gripper grips the object, and then to release and place the grasped object, the gas pipes exert the positive pressure. The experiments shows that the developed hybrid micro-gripper is able to pick and release the polystyrene balls of size ranging from 100µm to 200µm, the designed micro-gripper is able to deflect/bend at the tip for about 25µm.

Whereas, Rong [START_REF] Rong | A vacuum microgripping tool with integrated vibration releasing capability[END_REF] has integrated the vibration capability to the vacuum micro-gripper. The direction of vibration is normal to the releasing of the object. The design consists of a vacuum pump in between the bell-mouth shaped gripper. The pickup phase is similar to that of Chen [START_REF] Chen | A hybrid-type electrostatically driven microgripper with an integrated vacuum tool[END_REF], where the gas pipe exert force to attract the object towards the gripper, and the vibration is applied to the gripper to release the object. The objects manipulated were polystyrene spheres in the range of 35µm and 100µm, with the releasing location accuracy of 4.5 ± 0.5µm. The disadvantage of such gripper is that, the gripper has to be object-specific as in the case of spheres (a bell-mouthed gripper) to smoothly grasp the object.

• Phase Changing

Exerting forces greater than the adhesion forces is also possible by controlling the interface between the manipulating finger and the object. This operation is usually carried out by using a fine layer of liquid or solidification of liquid (in the form of ice) around the gripper (Figure 2.10). In this way, the object and the manipulator are connected to each other by a liquid or solid bridge that suffices to drop or melt to release the object, respectively. The first work on this type of pliers was carried out by a group of European researchers [START_REF] Kochan | European project develops "ice" gripper for micro-sized components[END_REF].

In this work, the Peltier effect is used to freeze a layer of water between the finger and the object. The pressures generated by this method can be up to 1N/m 2 and are sufficient to overcome the adhesion effects. However, the type of material and the surface condition modify exerted forces [START_REF] Lang | First investigations on force mechanisms in liquid solidification micro-gripping[END_REF].

In 2008, Lopez-Walle has extended this handling principle to liquid [START_REF] López-Walle | Principle of a submerged freeze gripper for microassembly[END_REF].

Zhang [START_REF] Zhang | A release method of micro-objects based on the liquid bridge configuration[END_REF] has improved the released method by controlling the liquid bridge configuration. Well, it does not impose any constraint on the shape of the object to manipulate due to the use of liquefied or solid bridge between object and gripper [START_REF] Ru | A new ice gripper based on thermoelectric effect for manipulating micro objects[END_REF]. However, the formation of this bridge between the gripper and the object limits this type of gripper to pick and place operations. 

• Environmental and Surface Parameters

As, adhesion forces are formed due to the intrinsic properties of material used. Thus, it is possible to control the adhesion effects by controlling certain environmental or surface parameters. For example, humidity plays an important role in the occurrence of capillary effects. Humidity can be controlled by means controlling the temperature or by means of liquid. If the object or gripper is heated to around 200 • C, the adhesion can be reduced by a factor of 10 [START_REF] Vögeli | AFM-study of sticking effects for microparts handling[END_REF][START_REF] Danuser | Manipulation of Microscopic Objects with Nanometer Precision: Potentials and Limitations in Nano-Robot Design[END_REF]. The heating procedure can be carried out either by external source like laser [START_REF] Kupczyk | Improvement of adhesion force of hard coatings to cemented carbides by laser heating[END_REF], or by local heating [START_REF] Gkouzou | Controlling adhesion between multi-asperity contacting surfaces in mems devices by local heating[END_REF]. This approach remains limited, since the object must be subjected to high heat which, for some materials, can damage it. Moreover, in the case of some materials, high temperatures can cause the opposite effect, i.e. an increase in adhesion. Indeed, by enough heating a surface, it is possible to soften it, which increases the contact area between the object and the gripper and thus increases the adhesion effects [START_REF] Miyazaki | Adhesion of micrometersized polymer particles under a scanning electron microscope[END_REF]. Yang [START_REF] Yang | Analysis of humidity-dependent adhesion between a probe tip and a surface[END_REF] has utilised the liquid bridge to control the relative humidity, where a monotonic decrease in adhesion forces was observed. In any case, operating in a controlled environment (in terms of humidity and temperature) allows better control of the adhesion forces [START_REF] Aurelian | Microassembly system with controlled environment[END_REF].

In addition, various studies have shown that controlling the surface can also reduce the adhesion forces. Thus, the use of hydrophobic coatings allows to reduce the contribution of capillary forces in the effects of adhesion [START_REF] Danuser | Manipulation of Microscopic Objects with Nanometer Precision: Potentials and Limitations in Nano-Robot Design[END_REF][START_REF] Vögeli | AFM-study of sticking effects for microparts handling[END_REF]. Similarly, the use of conductive materials reduces electrostatic forces [START_REF] Fearing | Survey of sticking effects for micro parts handling[END_REF][START_REF] Aurelian | Microassembly system with controlled environment[END_REF]. Van der Waals forces can be reduced by controlling the surface condition of the materials. Arai has notably proposed manipulator fingers on which micro-pyramids of about 10µm in height are placed [START_REF] Arai | Integrated micro endeffector for dexterous micromanipulation[END_REF]. In this way, the van der Waals forces become negligible compared to the weight of the object and macroscopic scale manipulation strategies can be used.

• Dynamic Effects

Another approach to reduce the adhesion effects is to use the dynamic effects present at small scales. Indeed, at the micrometer scale, it is possible to reach extremely high accelerations so that the inertial forces become dominant over the adhesion forces. This approach has been used by Haliyo [105], Chen [START_REF] Chen | Manipulation of microobjects based on dynamic adhesion control[END_REF][START_REF] Chen | Active release of microobjects using a MEMS microgripper to overcome adhesion forces[END_REF], Kim [108] to detach micro-objects from the gripper. In the first two cases the manipulator is excited in vibration to reach an acceleration of 10 6 m/s 2 which is enough to release the object. Moreover, sometimes an additional finger is used to provide the object with the necessary inertia to release itself. Whereas in the last case, the gripper was vibrated with the frequency of 100Hz to release biological cells. In all cases, this method allows to release the object.

2.2.2.b Methods to utilize the Adhesion

The above methods allow overcoming the effects of adhesion either by reducing them or by using forces of greater amplitudes. A second way to perform micromanipulation operations is to exploit these adhesion forces. Indeed, it is possible to develop methods that exploit surface tension, electrostatic charges or Van der Waals forces.

• Surface Tension

Previously, we studied the effect of liquid to reduce the adhesive effect, either by phase changing or humidity control. In contrast to the reducing adhesive effects, liquid can also be utilised to exploit the adhesive effect, as liquid will cause the presence of surface tension between two objects. Indeed, this force allows the object and the gripper to stay in contact. This method thus makes it possible to easily grasp and position the object on the manipulating finger [START_REF] Sariola | Silicon capillary gripper with self-alignment capability[END_REF]. This self-alignment property also allows the self-assembly of microcomponents [START_REF] Sariola | Hybrid microassembly combining robotics and water droplet self-alignment[END_REF] (Figure 2.11). Manipulation using capillary effects has been studied by Lambert and his team [START_REF] Lambert | Capillary and surface tension forces in the manipulation of small parts[END_REF]. More specifically, they have been interested in optimizing this method by studying the impact of the gripper shape on manipulation. One of the advantages of this approach to micro manipulation is that it is necessary to break the liquid bridge between the gripper and the object at the time of deposition. This phase of release is generally performed using dynamic effects methods. Obata also proposed to perform the release operation using surface tension forces [START_REF] Obata | A scheme of micromanipulation using a liquid bridge[END_REF]. Uran [START_REF] Uran | Reliable and accurate release of micro-sized objects with a gripper that uses the capillary-force method[END_REF] has successfully employed this method to release the micro-objects of size ranging from 5µm to 60µm.

• Electrostatic Forces

Another approach to exploit adhesion effects for micro-manipulation is obtained by utilizing electrostatic forces. As, electrostatic forces can be generated by charging the surface of an object or any material. Thus, it is possible to exert an electrostatic force by using the electrodes positioned on the gripper. The generated forces can be both attractive and repulsive. For example, Hesselbach [START_REF] Hesselbach | Centering electrostatic microgripper and magazines for microassembly tasks[END_REF] has developed a micro gripper consisting of a single finger with electrodes on it, through this configuration a pick-and-place operations is performed in a precise manner. In this case, the shape of the electrodes used also allows to centre the object on the finger. Experimentally, this method allows picking up and place spherical objects between 100µm and 800µm (Figure 2.12). On the same principle, Enikov [START_REF] Enikov | Microassembly experiments with transparent electrostatic gripper under optical and vision-based control[END_REF] used a finger equipped with electrodes to perform insertion spots with objects of more than 500µm. The detachment of micro-objects can also be carried out using electrostatic forces. However, this approach is dependent on environmental parameters since, in the case of the Hesselbach work, objects over 400µm can no longer be captured when the relative humidity is above 65%. This method also requires the use of high voltages to generate sufficient forces which, in some cases, can dissipate heat and consequently damage the object or manipulator.

• Van der Waals Forces

The van der Waals forces correspond to the attractive interactions between the different particles and can be used as a manipulation principle. This force will depend on the geometry of the contact between the different objects.

The idea is therefore to control the contact surface between the object and the gripper in order to grip or release the object. The first works in this direction are those of Feddema [START_REF] Feddema | Micro-assembly planning with van der Waals force[END_REF] in which a single rectangular finger is used to grip and release spherical objects. For the grasping phases, the finger is positioned in such a way as to have maximum contact with the object in order to maximize the van der Waals forces. Conversely, for the dropping phase, the contact area is reduced by changing the position of the finger on the object as shown in Fig 2 .13. Other works have subsequently taken up the idea developed by Feddema to manipulate objects with a single finger [START_REF] Saito | Kinematics of mechanical and adhesional micromanipulation under a scanning electron microscope[END_REF][START_REF] Rollot | Dynamical model for the micro-manipulation by adhesion: experimental validations for determined conditions[END_REF] or with several fingers [START_REF] Chu | Dual-arm micromanipulation and handling of objects through visual images[END_REF].

However, this approach is very dependent on the surface condition of the gripper and the object since the adhesion effects are greatly reduced as the roughness of the objects increases.

In 2017, Chen [START_REF] Chen | A pzt actuated triple-finger gripper for multi-target micromanipulation[END_REF] has developed a PZT actuated triple finger gripper to manipulate spheres of different diameter (80µm -800µm) and material, it is easier to pick and place the objects with higher diameter 800µm with two fingers, while the third finger is being used when the object of lower diameter 80µm are needed to be released (Figure 2.14). 

2.2.2.c Strategy for Micro-Assembly

In a micro-assembly operation, the goal is to grab the object in an initial configuration (position, orientation) and then move it to the required configuration to finally perform the assembly. This task therefore requires handling the object in translation and rotation, but also to apply forces to insert it into another area, for examples in the case of puzzles.

Different approaches are possible when it comes to manipulating micro-objects.

However, both for strategies favouring contact manipulation and for those favouring non-contact manipulation, it is not possible to extract a technique that allows easy manipulation of any object. In both cases, the main advantage is also the main drawback. Indeed, contactless manipulation makes it possible to make adhesion problems trivial, but at the cost of a drastic reduction in the forces applicable to the object. On the other hand, when handling with contact, the force applicable to the object is sufficiently large to achieve any assembly task, but adhesion problems must be managed. Thus, in view of the context in which this work is placed, contactless manipulation strategies therefore do not seem feasible.

Even if contact manipulation remains the most suitable for micro-assembly, it should be noted that the strategies developed so far have little interest in the realization of manipulation allowing the assembly of components. Micro-assembly tasks often require more complex operations than simple take-and-drop tasks.

Likewise, the manipulated objects are not necessarily spherical or rectangular.

Finally, the problem of release does not often arise since the parts are generally glued or inserted. In fact, the most restrictive problem for micro-assembly concerns obtaining rotations. Indeed, to achieve even more functional micro-systems, precise rotations must be obtained [117] [118].

As explained previously, the rotations can be obtained in two ways: either using a carrier robot with several degrees of freedom or using a right-hand gripper. The constraints of micro-manipulation severely limit the use of a carrier robot capable of orienting the gripper and therefore the object. Indeed, the use of complex robot carriers poses space problems since the entire structure must be moved to perform only one local rotation of the object. The gaps and offsets present in micro-robots also limit the use of complex robots with many degrees of freedom [START_REF] Tan | Characterization and compensation of XY micropositioning robots using vision and pseudo-periodic encoded patterns[END_REF]. In particular, rotary actuators used in micro-manipulation do not reach the same level of relative precision as those used in macro-manipulation. To obtain a reliable and repeatable system, it is therefore necessary to use the most precise actuators, that is to say the translational actuators. An original way of making rotations from translations can be done through manipulations by the gripper. This is why it seems more relevant to us to develop dexterous micro-grippers and micro-manipulation techniques in the hand.

Even if the development of dexterous grippers is relevant and necessary, the dexterity of micro-manipulation platforms currently capable of performing rotations is low. However, dexterous manipulation has long been a subject studied at the macro-scale, which is why it appears relevant to analyse the manipulation methods used at this scale in order to improve those developed for the micro-scale.

Dexterous Handling at Macro-Scale and

Micro-Scale

Macroscopic robotic systems have the dexterity levels required to perform complex assembly tasks. This is why we present here an overview of the structures and methods of macroscopic manipulation, on the one hand, the methods that can be reused at the micro-metric scale and, on the other hand, to illustrate the specificities of each scale.

The design of robotic dexterous grippers is a very active theme on a macroscopic scale for the last three decades. Indeed, in 1986, Jacobsen [START_REF] Jacobsen | Design of the utah/m.i.t. dextrous hand[END_REF] proposed one of the first four-finger robotic hands: the UTAH MIT hand. The latter, composed of sixteen joints and thirty-two actuators, was developed to study dexterity and manipulation by machines. Subsequently, many robotic hands have been developed

whose spectrum ranges from under-actuated hands (where the number of actuators is smaller than the number of degrees of freedom) to fully-actuated anthropomorphic hands. Hands under action have the advantage of being mechanically simpler and therefore often easier to control [START_REF] Deimel | A novel type of compliant and underactuated robotic hand for dexterous grasping[END_REF][START_REF] Tavakoli | Adaptive under-actuated anthropomorphic hand: ISR-SoftHand[END_REF][START_REF] Odhner | A compliant, underactuated hand for robust manipulation[END_REF]. These robotic hands are generally compilable thanks to elastic or flexible materials [START_REF] Gaiser | A new anthropomorphic robotic hand[END_REF][START_REF] Dollar | The highly adaptive SDM hand: Design and performance evaluation[END_REF][START_REF] Giannaccini | A variable compliance, soft gripper[END_REF]. This approach allows the development of low-cost gripping systems capable of adapting to the shape of the object to be gripped. This is called dexter input. It should be noted that manipulation operations in the hand are not necessarily feasible with this type of hand, since it is necessary to precisely control the movements of each finger.

It is also possible to notice that very few of these hands are used to perform manipulation tasks in the hand (although they remain the most suitable for this operation).

Despite the advantages that only a robotic hand can offer (dexterity, versatility, etc.) [START_REF] Controzzi | Design of artificial hands: A review[END_REF], the industry is, today, far from developing and using grippers with similar properties to the human hand. In the majority of cases, industrial grippers are developed to respond to limited tasks and their architectures are limited to two-finger grippers. The robotization of handling tasks is therefore limited to simple operations.

On a macroscopic scale, robotic manipulation is carried out under the same constraints as human manipulation, i.e. one must resist the weight of the object to be able to grasp and manipulate it. Since the objective is to perform rotational operations with a dexterous gripper, we will only focus on hand motion strategies.

Rolling

This approach consists in rolling the fingers on the surface of the object to set it in motion while avoiding slipping. The first works in this direction are those of Bicchi [START_REF] Bicchi | On the Closure Properties of Robotic Grasping[END_REF] in which he moves a sphere using two parallel plates. By taking into account the nonholonomic aspect of the rolling of the sphere, he was able to develop a trajectory planar for precise rotations. This approach does not work for all shapes of objects, especially because of the shape of the manipulator. Later, this approach of manipulation by rotation was used to manipulate spherical [129, [START_REF] Han | Dextrous manipulation by rolling and finger gaiting[END_REF][START_REF] Odhner | Dexterous manipulation with underactuated elastic hands[END_REF] or polyhedral [START_REF] Cherif | Global planning for dexterous reorientation of rigid objects: Finger tracking with rolling and sliding[END_REF][START_REF] Daoud | A real-time strategy for dexterous manipulation: Fingertips motion planning, force sensing and grasp stability[END_REF] objects. In 2017, Seon [START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF] has also used this technique to manipulate the planar micro-objects of different shapes(see Figure 2.15). 

Sliding

Contrary to the previous method where sliding must be prevented, this second method uses it to move the object in the hand. Although formalizable [START_REF] Shi | Dynamic In-Hand Sliding Manipulation[END_REF], this approach to manipulation remains complex to implement experimentally. Fearing [START_REF] Fearing | Simplified Grasping and Manipulation with Dextrous Robot Hands[END_REF] used sliding to adapt the position of the fingers and the object to a stable state when grasping polygons with two fingers. Similarly, Brock [START_REF] Brock | Enhancing the Dexterity of a Robot Hand Using Controlled Slip[END_REF] was interested in using sliding on a three-finger robotic hand to improve dexterity. Spiers [START_REF] Spiers | Variable-friction finger surfaces to enable withinhand manipulation via gripping and sliding[END_REF] has used this method with variable friction to achieve low planar sliding and rolling with low dexterity systems without complex controllers (see Figure 2.16). However, this approach requires a precise knowledge of the friction and sliding phenomena at the finger contacts. That is why this technique is difficult to realize at the micrometric scale because of the absence of tactile sensors capable of detecting the slip with precision. It should be noted that, when a human manipulates objects with their hand, the operations performed are generally combinations of rolling and sliding. 

Pivoting

Another way to perform a dexterous manipulation is to create an axis of rotation with several fingers and then use another finger to push the object and rotate it around this axis. This approach has been formalized by Rus [START_REF] Rus | Dexterous rotations of polyhedra[END_REF] to rotate any polyhedra. At the micro-metric scale this approach has already been used by Zhou [START_REF] Zhou | Automatic dextrous microhandling based on a 6-DOF microgripper[END_REF] and Wason [START_REF] Wason | Multi-probe microassembly[END_REF] to carry out rotations. As explained above, in both cases, a fixed finger is used to perform the rotation. Reorienting the utensils by human hand is one of the examples of this kind of manipulation.

Reconfiguration

A final approach to dexterous manipulation consists in changing the fingers in contact with the object when they reach physical limits (collisions, limit of the friction cone, etc.) [START_REF] Leveroni | Grasp gaits for planar object manipulation[END_REF]. This approach is generally used in conjunction with a rolling manipulation. Thanks to this method, the robotic hand can, in theory, perform any object movement [START_REF] Saut | Dexterous manipulation planning using probabilistic roadmaps in continuous grasp subspaces[END_REF][START_REF] Han | Dextrous manipulation by rolling and finger gaiting[END_REF]. For humans, this operation is very easy to be carried out, but remains complex for robotic hands. Re-positioning is feasible at both macro-scale and micro-scale; however, in contrast to macro-scale, it becomes more difficult at micro-scale since the adhesion strongly disrupts the removal of the fingers. Seon [START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF] also used re-positioning along with rolling without sliding to carry out dexterous planar micro-manipulation.

Strategy for dexterous micro-manipulation

Among the four main hand manipulation strategies used on the macro-metric scale, only three are possible for micro-manipulation. Indeed, controlled sliding is not relevant because of the absence of precise sensors and the complex nature of the phenomena present at the level of the contacts. In-hand micro-manipulation is therefore possible using rolling, pivoting or repositioning (or a combination of these three methods). It is even possible to restrict the manipulation in the hand to rolling and repositioning. Bearing effectively allows to perform any rotation as long as the finger has a suitable shape, and repositioning allows to exceed the limits of the manipulator (collisions, actuation limits, friction limits, etc.). A versatile way of performing dexterous micro-manipulation operations is therefore to consider only manipulation by rolling and repositioning.

As mentioned earlier, Seon [START_REF] Seon | Planning trajectories for dexterous in-hand micro-manipulation using adhesion forces[END_REF][START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF] has performed dexterous micro-manipulation by utilising Rolling without Sliding and Re-positioning, while also taking advantage of the adhesion forces to stabilize the objects.

The use of a dexterous gripper to perform rotations of micro-objects has been discussed by several researchers. Shimada [START_REF] Shimada | Prototyping millirobots using dextrous microassembly and folding[END_REF] was one of the first to develop a dexterous micro-gripper. His approach was to use two translational fingers positioned at 90 • to each other. This way, he was able to perform rotations of up to 90 • using just two fingers. Subsequently Wason [START_REF] Wason | Multi-probe microassembly[END_REF] developed a dexterous gripper that was also composed of two translational fingers. Again, the rotation was limited to a maximum of 90 • . However, unlike the work of Shimada, Wason suggested using a fixed third finger to perform rotations outside the finger plane.

Unlike previous grippers, Zhou [START_REF] Zhou | Automatic dextrous microhandling based on a 6-DOF microgripper[END_REF] and Inoue [START_REF] Inoue | Micromanipulation using micro hand with two rotational fingers[END_REF] have developed two-finger grippers with more degrees of freedom. Indeed, in addition to translations the fingers can perform rotations around an axis. In this way, it is possible to rotate the object around two different axes. Zhou also suggests using a third fixed finger to perform the missing rotation. In both cases, the achievable rotations remain below 90 • . Cappelleri [START_REF] Cappelleri | Caging micromanipulation for automated microassembly[END_REF] also proposed using a four-finger system to perform micro-manipulation operations. In his system, rotations are performed using only two fingers while translations and object grabbing are performed using all fingers.

The manipulation being carried out on a plane, it is then possible to obtain rotations above 90 • . Indeed, by releasing the object after a first rotation of 90 Examination of the different manipulation methods shows that improving the dexterity of micro-hands is a promising approach to improving the complexity of micro-assemblies, and that it is possible to draw inspiration from work carried out at the macro-metric level. The approach proposed in this thesis is to extend the capability of a multi-finger gripper (a micro-hand) to perform rolling and repositioning operations in order to manipulate any shape of object in plane to a 3D manipulation. Following areas are possible for the research:

• Design: Design and characterization of a multi-finger micro-gripper allowing to carry out manipulations in the hand.

• Planning: Planning and generation of movements for the fingers of a microhand in order to automate the manipulation.

• Control: Development of control laws in order to guarantee the precision and repeatability of the micro-hand and of the manipulation trajectories.

This thesis is focused on the planning area for dexterous manipulation.

The different methods used to automate and plan manipulations are presented in the next two sections. On the one hand the methods used at the micro-metric scale and on the other those used at the macro-metric scale.

Planning and Control in Micro-Manipulation

The most common micro-manipulation operations are still performed either manually using tweezers or in a teleoperated manner. However, significant progress has been made in recent years in the implementation of automation techniques.

These can be categorized into two distinct areas: task planning methods on the one hand, and control-command methods on the other. A method can be called planning if it generates paths, trajectories, or sequences of tasks globally for one or more objects. The control methods provide the local transitions or the individual tasks associated with an object. Thus, planning focuses on objectives such as obstacle avoidance, minimizing completion time while control ensures that the desired actions are carried out while optimizing certain parameters of the system. The optimal automatic system therefore couples planning operations with control operations.

Planning Methods

The value of planning in micro-manipulation was first mentioned by Feddema [START_REF] Feddema | Micro-assembly planning with van der Waals force[END_REF]. In his work, he shows the utility of motion planning in the tasks of grabbing, holding and dropping micro-metric objects with a rectangular finger. The conclusion of his work is as follows: "even if planning techniques can be taken directly from the macroscopic domain, it is necessary to develop methods which take into account the specifics of scale" [START_REF] Feddema | Micro-assembly planning with van der Waals force[END_REF]. Feddema therefore laid the foundations for the development of sophisticated planning methods adapted to the micro-world paradigm.

2.4.1.a Minimum Path

The so-called minimal path planning method is certainly one of the simplest.

Considering a starting position and an end position, this method consists in generating a rectilinear path between the two states. One of the shortcomings of this approach is that collisions are very poorly generated. In the context of micromanipulation operations by two AFM (Atomic Force Microscopy) tips, Xie used this method to plan the movements of the gripper during pickup operations for micro-spheres of 4µm in diameter [START_REF] Xie | Three-dimensional automated micromanipulation using a nanotip gripper with multi-feedback[END_REF]. Xie reuses this approach to plan successive pick and place operations in order to achieve pyramidal assemblies of micro-spheres [START_REF] Xie | Development of a flexible robotic system for multiscale applications of micro/nanoscale manipulation and assembly[END_REF] (see Figure 2.17). Zhou [START_REF] Zhou | Automatic dextrous microhandling based on a 6-DOF microgripper[END_REF] has also used this method to plan translations and rotations of micro-objects with a two-fingered gripper. In the case of translations, the planned movement is identical for the two fingers, while in the case of rotations a path is generated for each finger. In this work, the rotations are planned by considering that the point of contact between the object and the finger is constant, that is to say without rolling. This approximation greatly simplifies the planning operation, which partly explains the use of this method. 

2.4.1.b The Graph Search

The most common way to plan a task is to use a graph. A graph is a set of points called nodes (or vertices) connected by segments called edges, which makes it possible to model a problem. For example, in the case of a problem of micro-manipulation by a two-finger gripper, the nodes represent the state of the manipulator (position of the fingers) and of the object (position and orientation of the object) and the edges the links between the different states. The objective is then to find the sequence which allows going from an initial state to a desired final state. The solution is found by exploring this graph. Many algorithms have been developed to ensure this exploration stage. The most commonly used are the depth search, the breadth search, the algorithm of Dijkstra [START_REF] Sniedovich | Dijkstra's algorithm revisited: The dynamic programming connexion[END_REF], Kruskal [START_REF]On the Shortest Spanning Subtree of a Graph and the Traveling Salesman Problem[END_REF],

Prim [START_REF] Prim | Shortest connection networks and some generalizations[END_REF] or even the A * algorithms [START_REF] Dechter | Generalized Best-First Search Strategies and the Optimality of A[END_REF], D * [152], B * [START_REF] Berliner | The B* Tree Search Algorithm: A Best-First Proof Procedure † †This research was sponsored by the Defense Advanced Research Projects Agency (DOD), ARPA Order[END_REF] (as well as their variants). Each approach has advantages and disadvantages that depend directly on the problem modelled and the type of solution desired. For example, A * and D * allow us to provide complete and optimal paths based on heuristics and costs when exploring the graph.

These methods have shown their effectiveness at the macroscopic scale, in particular in the case of movement planning for mobile robots [START_REF] Kambhampati | Multiresolution Path Planning for Mobile Robots[END_REF][START_REF] Li | Effective improved artificial potential field-based regression search method for autonomous mobile robot path planning[END_REF]. At the micro-scale, one of the first uses of graph traversal is found in the work of Moll [START_REF] Moll | Aligning parts for micro assemblies[END_REF] (see Figure 2.18). The objective in this research is to orient plane polygons using two fingers. To do this, objects can be manipulated using two primitives: rolling or pressure. Knowing these two operations, a graph modelling the problem is proposed, and an algorithm allowing to find the shortest path (in number of operations) is developed. Similarly, Mitra [START_REF] Mitra | Automated path planning for washing in digital microfluidic biochips[END_REF] used a graph search to solve the problem of cleaning micro-biochips. In this work, the objective is to find the shortest path for one or more droplets in order to cover the entire surface to be cleaned of the chip. In the context of micro-assembly, planning methods have also been used. The first works in this direction are those of Makaliwe [START_REF] Makaliwe | Automatic planning of nanoparticle assembly tasks[END_REF] in which a simple formalization of the problem of particle nano-assembly is presented. The objective is to move objects in the plane by pushing them with a single finger. In these works, planning can be summarized in finding the succession of positions to reach the desired position while avoiding obstacles in the scene. These positions are then simply connected by straight lines. Inspired by these first works, Malima [START_REF] Malima | Motion planning and assembly for microassembly workstation[END_REF] developed a simulator to plan the movements of micro-objects in the plane. The goal here, too, is to push particles around while avoiding static obstacles in the workspace. The trajectories, obtained using an algorithm A * , are successions of lines in the plane. Likewise, Cappelleri [START_REF] Cappelleri | Caging micromanipulation for automated microassembly[END_REF] used the A * algorithm to determine the optimal translation-rotation sequence to achieve the plane assembly of four polygonal objects of 600µm. In this approach, objects are always pushed and the steps of rotation are not planned, since pre-recorded sequences are used for this purpose. Das and Popa [START_REF] Das | Precision-based robot path planning for microassembly[END_REF] also developed a planner to perform the assembly of a micro-spectrometer. Unlike previous work where the distance traveled by the manipulator is minimized during the course of the graph, Das and Popa use the precision of the path as a measure to determine the best path. According to them, the most reliable path, and therefore the most likely to achieve maximum performance for the assembly task, is not the shortest. It is possible to cite many other works using graph traversal methods, in particular those of Pawashe and Sitti [START_REF] Sitti | Two-dimensional vision-based autonomous microparticle manipulation using a nanoprobe[END_REF], Cappelleri [START_REF] Cappelleri | Designing open-loop plans for planar micro-manipulation[END_REF] or even Ju [START_REF] Ju | Apply RRT-based path planning to robotic manipulation of biological cells with optical tweezer[END_REF].

Seon [START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF][START_REF] Seon | Planning trajectories for dexterous in-hand micro-manipulation using adhesion forces[END_REF], FEMTO-ST Institute, has used A * search algorithm in his work to find the optimised finger trajectory taking the adhesion effects into account, and validated that it is possible to utilise these search algorithm for planning manipulation at the microscopic scale.

2.4.1.c Primitive Manipulation

The planning step can be simplified by using manipulation primitives. These primitives are pre-registered actions, such as moving the fingers in a predefined direction over a predefined distance (which corresponds to a translation primitive on a given axis). The objective is then to plan the sequence of these primitives to achieve the manipulation. It is with this approach that Thompson and Fearing [START_REF] Thompson | Automating microassembly with ortho-tweezers and force sensing[END_REF] (see Figure 2.19) performed automatic micro-manipulation operations on 200µm cubes. In these works, as in those of Cappelleri [START_REF] Cappelleri | Caging micromanipulation for automated microassembly[END_REF], finger trajectories allowing an object to rotate at 90 • are pre-recorded. The advantage of this approach is that;

if the task to be performed is always the same, then more complex planning is not necessary. This approach lacks flexibility and when certain parameters change (size or shape of the object for example) the primitives are no longer guaranteed to work.

2.4.1.d Probabilistic planning

In the event that large uncertainties exist, the classical graph traversal method can be improved by using probabilistic planning. This type of problem is often modelled as a Markovian decision process [START_REF] Thrun | Probabilistic robotics[END_REF]. For example, suppose an object is manipulated by fingers. At each instant the system is in a given state (position, orientation of the object) and there is a probability that the system will change state depending on the action performed (movement of the fingers). The goal is to move the object from an initial state to a final state and for each movement of the fingers on the object a reward is awarded. This reward, positive or negative, depends on the new state in which the object is found. The Markovian decision process is then summarized by: knowing my object in the state A and performing a movement of the fingers m, then there is a probability x that the object ends up in the state B with a r reward. The choice of actions will be directly influenced by a policy which obviously depends on the rewards obtained. At the micrometric scale, this approach to planning has mainly been used by Banerjee in the context of object manipulation by optical forceps [START_REF] Banerjee | Developing a stochastic dynamic programming framework for optical tweezer-based automated particle transport operations[END_REF][START_REF] Banerjee | Real-time path planning for coordinated transport of multiple particles using optical tweezers[END_REF]. In this work, the Markov decision process is used to manage the probability of keeping the object in the optical clamp as a function of the object's distance from the laser beam.

This approach allowed him to manipulate silicon balls of 2µm in diameter while avoiding obstacles formed by other balls. However, the author himself points out a major limitation to this approach: the more complex the problem becomes (by increasing the number of objects, for example), the less suitable this method is for real-time planning.

Control Methods

It is necessary to involve the integration of a controller into the automation of manipulation system. This is because planning allows you to decide what actions to take, but to execute them accurately, the use of control methods is required.

There exists a number of control methods, two of them force control and visual servoing are widely/commonly used at the micro-scale.

2.4.2.a Force Control

The first works in this direction are those of Zesch and Fearing [START_REF] Zesch | Alignment of microparts using force-controlled pushing[END_REF] in which he succeeded in aligning micro-objects with precision of the order of a micron.

Thanks to a piezoresistive sensor [START_REF] Tiwari | A two-axis piezoresistive force sensing tool for microgripping[END_REF] and an AFM tip, the manipulation operation, which consisted of pushing the micro-objects, could be carried out effectively.

This force measurement approach was subsequently reproduced with similar sensors [START_REF] Komati | Force tracking impedance control with unknown environment at the microscale[END_REF] or of a different nature (visual [START_REF] Reddy | Miniature compliant grippers with vision-based force sensing[END_REF], laser [START_REF] Xie | Development of a flexible robotic system for multiscale applications of micro/nanoscale manipulation and assembly[END_REF], thermal [START_REF] Zhu | Design, modeling, and control of a micromachined nanopositioner with integrated electrothermal actuation and sensing[END_REF], electrostatic [21] or even piezoelectric [START_REF] Shen | High sensitivity 2-D force sensor for assembly of surface MEMS devices[END_REF]. Likewise, many variants of control laws have been implemented: proportional-integral [START_REF] Carrozza | Towards a force-controlled microgripper for assembling biomedical microdevices[END_REF], proportional-integral-derive [21] (Figure 2.20), H1 [START_REF] Rakotondrabe | Development and force/position control of a new hybrid thermo-piezoelectric microgripper dedicated to micromanipulation tasks[END_REF] or by impedance [START_REF] Komati | Force tracking impedance control with unknown environment at the microscale[END_REF][START_REF] Xie | Force sensing and manipulation strategy in robot-assisted microinjection on zebrafish embryos[END_REF][START_REF] Bettahar | Force-position photo-robotic approach for the high-accurate micro-assembly of photonic devices[END_REF]. Despite the good precision obtained using these methods, the operations carried out remain simple (pick-up and drop off of components) and the measurement of interaction forces during handling remains a major issue. It should be noted, however, that significant progress has been made in recent years with the appearance of force sensors with multiple degrees of freedom [START_REF] Billot | Multi-axis MEMS force sensor for measuring friction components involved in dexterous micromanipulation: Design and optimisation[END_REF][START_REF] Tiwari | A two-axis piezoresistive force sensing tool for microgripping[END_REF] as well as the development of high-resolution force measurement by vision [START_REF] Guelpa | Vision-based microforce measurement with a large range-to-resolution ratio using a twin-scale pattern[END_REF].

2.4.2.b Visual Servoing

Another way to control micro-robots is to use visual servoing. This technique consists of using the information contained in an image taken by a camera to control the movements of the micro-robot. In the context of micro-assembly, Tamadazte [START_REF] Tamadazte | CAD model-based tracking and 3D visual-based control for MEMS microassembly[END_REF] (Figure 2.21) used visual servoing to manipulate polygonal shaped objects. Thanks to this control technique, a precision in position lower than one micron has been achieved. Tamadazte [START_REF] Tamadazte | Robotic micromanipulation and microassembly using monoview and multiscale visual servoing[END_REF] also used this same approach to perform the 3D assembly of these same objects without controlling the rotation phase.

Other micro-structure assemblies have been made by this method [START_REF] Wason | Vision guided multi-probe assembly of 3D microstructures[END_REF]. This approach has also been used for the manipulation of biological objects [START_REF] Ouyang | Overview of the development of a visual based automated bio-micromanipulation system[END_REF] with in particular the control of intracellular injection spot [START_REF] Wason | Multi-probe microassembly[END_REF][START_REF] Liu | Automated microinjection of recombinant bcl-x into mouse zygotes enhances embryo development[END_REF] whose success rate exceeds 95%. Likewise, visual servoing is very often used to control movements in the case of non-contact manipulation [START_REF] Xu | Planar path following of 3-D steering scaled-up helical microswimmers[END_REF]. However, this method quickly comes up against the inherent problems of small-scale optics. Indeed, it is not possible to obtain strong magnifications while having a great depth of field. This is particularly problematic during assembly tasks, where a three-dimensional vision is often required. 

Planning in Dexterous Manipulation at

Macro-Scale

Similar to micro-manipulation, automation is needed at the macroscopic level to improve the integration of robots into society. This is especially true of socalled personal assistance robots, which must be able to grip and manipulate a wide variety of objects. Likewise, industrially, dexterous and autonomous robots can be used to perform complex and above all varied tasks. Currently, robots lack flexibility and are therefore mainly used on assembly lines for large production runs. Adding dexterity and therefore flexibility in conjunction with automation can enable the integration of robots into small and medium-sized businesses. On a macroscopic scale, it is important to plan two elements in dexterous manipulation:

the grasp of the object and then its displacement.

Grasp Planning

Grasping the object is certainly one of the most important steps in manipulation on a macroscopic scale. That's why there is a lot of work around finding the best possible grip. More precisely, it is relatively easy to test whether a hold allows the object to be grasped [START_REF] Bicchi | On the Closure Properties of Robotic Grasping[END_REF] but it is significantly more complicated to determine which is the optimal hold. To do this, two approaches are possible [START_REF] Sahbani | An overview of 3d object grasp synthesis algorithms[END_REF]: i) analytical approaches which aim to study the holds through the prism of their geometric, kinematic or dynamic characteristics or ii) using empirical methods which aim to reproduce human gestures and learn through human mimicry to grasp objects.

2.5.1.a Analytical Planning

The underlying principle of this method is to calculate a set of holds/grasp points acceptable in view of the geometric properties of the object and the characteristics of the robotic hand. Historically this method was used first to determine the possible holds for objects of type polygons or polyhedra. Thus, by using the geometric properties of objects, algorithms have been developed to determine all the acceptable configurations for grips with three fingers [START_REF] Ponce | On computing three-finger force-closure grasps of polygonal objects[END_REF], four fingers [START_REF] Argall | A survey of robot learning from demonstration[END_REF] or even any number of fingers [START_REF] Liu | Qualitative test and force optimization of 3-d frictional form-closure grasps using linear programming[END_REF]. These approaches have been extended to more complex objects, both 2-D and 3D [23,[START_REF] El-Khoury | On computing robust n-finger force-closure grasps of 3D objects[END_REF][START_REF] Vollhardt | Energybased stability analysis for grasp selection with compliant multi-fingered hands[END_REF] (see Figure 2.22). However, due to the complexity of 3D objects, these approaches do not allow us to determine all the possible takes in a reasonable computing time. This is why, instead of testing the set of possibilities (exhaustively), a set of takes is generated randomly [START_REF] Borst | Grasping the Dice by Dicing the Grasp[END_REF] or according to predefined rules. Finally, the optimization algorithm then searches for a solution on a subset of takes. This selection is made by measuring the quality of the catch through several criteria depending on the object, the manipulator and the stain [START_REF] Roa | Grasp quality measures: review and performance[END_REF]. For example, it is possible to quantify whether the contact points are more or less uniformly distributed over the surface of the object [START_REF] Park | Grasp synthesis of polygonal objects using a three-fingered robot hand[END_REF].

Likewise, it is possible to determine the influence of each finger on the seizure [START_REF] Kim | Optimal grasping based on non-dimensionalized performance indices[END_REF] knowing that all fingers contribute in the same way. This approach to catch planning has the advantage of being able to calculate the total catch. However, the size of this set is the main drawback of this method, and choosing the best grip requires taking into account the task to be performed. However, it is very complicated to find criteria capable of quantifying the effectiveness of a catch for a given task [START_REF] Sahbani | An overview of 3d object grasp synthesis algorithms[END_REF].

(a) (b) 

2.5.1.b Empirical Planning

This planning method considers that it is not necessary to calculate the usable configurations but, on the contrary, that it is possible to find sockets based on knowledge bases (such as for example by observing humans grasping objects [START_REF] Argall | A survey of robot learning from demonstration[END_REF]). Based on learning methods, this approach more easily accommodates uncertainties about the shape of the object and about the execution [192]. It is then possible to distinguish three cases of planning: for known, similar or unknown objects. In the case of known objects, the idea is to generate a set of holds constructed either by simulation (using methods similar to analytical planning) as done by Rolinat et al. [START_REF] Rolinat | Learning to model the grasp space of an underactuated robot gripper using variational autoencoder[END_REF] (see Figure 2.23), or by demonstration [193,[START_REF] Ekvall | Learning and evaluation of the approach vector for automatic grasp generation and planning[END_REF], or either by trial and error [START_REF] Kroemer | Combining active learning and reactive control for robot grasping[END_REF][START_REF] Stulp | Learning motion primitive goals for robust manipulation[END_REF]. Once this set is obtained, seizure planning is carried out by identifying the object and estimating its placement in the environment. This then allows you to choose the most suitable grip for the current position of the object. In the case of similar objects, the idea is to extract common characteristics between different objects in order to determine which outlet to use.

Using discriminant functions, it is possible to determine the areas that can be used to capture objects [START_REF] El-Khoury | Handling objects by their handles[END_REF][START_REF] Saxena | Robotic grasping of novel objects using vision[END_REF] (see Figure 2.24). It is also possible to compare the object to be manipulated with those present in the knowledge base to find the one that comes closest to it [START_REF] Li | A shape matching algorithm for synthesizing humanlike enveloping grasps[END_REF][START_REF] Dang | Semantic grasping: Planning robotic grasps functionally suitable for an object manipulation task[END_REF]. Thus, the best shots of the object from the database can be used. Finally, when the object is unlike any other, planning uses a partial representation of the object in order to generate potential takes. The idea here is to approximate the object by primitives (sphere, rectangle, for example) on which acceptable holds can be generated using heuristics [START_REF] Lippiello | Visual grasp planning for unknown objects using a multifingered robotic hand[END_REF]. Obviously all these approaches are iterative since the new catches enrich the knowledge base.

Dexterous Manipulation Planning

Planning of dexterous movement/manipulation with the hand is a problem that has been clearly formalized for many years [START_REF] Li | On motion planning for dexterous manipulation. i. the problem formulation[END_REF][START_REF] Han | Planning and control of robot dextrous manipulation[END_REF][START_REF] Caldas | Lpv modeling and control for dexterous manipulation with a multifingered hand under geometric uncertainties[END_REF]. This problem is however little studied by the robotics community which prefers to focus on the grasping tasks. Nevertheless, various and varied solutions exist. It is possible to group the majority of these methods into two sets: on the one hand deterministic approaches and on the other hand probabilistic approaches.

2.5.2.a Deterministic Approach

The deterministic approaches, from which the micro-metric scale planning methods presented above are derived, are mainly based on the exploitation of graphs as described earlier. The problem to be solved is then described completely using the graph. Thus, all the positions of the fingers on the object are considered and the planning of movement is carried out while navigating in this space. This method makes it possible to return optimal displacements globally [START_REF] Trinkle | A framework for planning dexterous manipulation[END_REF][START_REF] Zhang | Dextrous manipulation planning by grasp transformation[END_REF][START_REF] Cherif | 3D in-hand manipulation planning[END_REF], that is to say on all the catches describing the problem, or locally [START_REF] Hwang | A Potential Field Approach to Path Planning[END_REF]. This difference can only be explained by the method used to navigate the graph modelling the problem. The advantage of deterministic approaches is that they ensure that the planned manipulation is always the same and that if there is a solution it will necessarily be found. However, the more complex the problem becomes, the more expensive this approach becomes in terms of computation time.

2.5.2.b Probabilistic Approach

Conversely, probabilistic approaches are based on a random and partial description of the problem. In this approach, the nodes of the graph are iteratively generated randomly, then a local planner seeks to connect them [START_REF] Yashima | Randomized manipulation planning for a multi-fingered hand by switching contact modes[END_REF]. Thus, the nodes represent a hold and a pose of the object in space, while the edges represent the means of passing from one configuration to another. In general, this type of planner does not take into account the rolling of the fingers on the surface of the object and assumes that the contact is punctual and does not change during the movement of the object [START_REF] Saut | A global approach for dexterous manipulation planning using paths in n-fingers grasp subspace[END_REF]. Probabilistic approaches have the advantage of generating solutions quickly. However, it is not possible to determine whether these trajectories are optimal for the entire problem. The solution obtained de-pends on the generated graph, and therefore for the same problem it is possible to obtain different solutions. It should be noted that few of these works (both for probabilistic and deterministic approaches) have been validated experimentally.

2.5.2.c Other Approaches

Among the approaches not based on the exploration of a graph, it is possible to cite the work of Daoud [START_REF] Daoud | A real-time strategy for dexterous manipulation: Fingertips motion planning, force sensing and grasp stability[END_REF] in which the trajectory of the object is pre-calculated and then decomposed in succession of small displacements (in position and in orientation). The planner then acts locally to calculate the movement of the fingers on the surface of the object to perform the translations and rotations of each movement. If the movement of the fingers is not acceptable (collision or limit of actuators for example) then the grip is modified using the fingers which are not in contact with the object. The dexterous manipulation is then optimized locally (for each elementary displacement) and not globally. In addition, reinforcement learning techniques have more recently been implemented to teach the robot to perform desired movements using four fingers [210]. Generally speaking, the problem of planning for dexterous manipulation is only a sub-problem of a larger topic that is motion planning (for both mobile and manipulator robots). As a result, a very wide range of techniques exists [START_REF] Latombe | Robot Motion Planning, ser. Advances in Computational Intelligence and Robotics[END_REF] and can be adapted to function with the constraints of dexterous manipulation.

Summary

Different methods exist for planning both the grip and the manipulation in the hand. At the macro-metric scale, the majority of work is focused on grasp planning, while manipulation planning in the hand is often limited to simulations.

Manipulation at the micro-metric scale has been strongly influenced by macroscopic manipulation techniques. Indeed, the first micro-manipulators were microgrippers with two gripping fingers similar to industrial grippers. However, the problems inherent in the micro-world have pushed the micro-robotics community to develop new modes of manipulation. As a result, a large part of the work carried out in micro-manipulation is currently oriented towards contactless manipulation (magnetic, optical, acoustic, etc.) which makes it possible to significantly reduce the influence of adhesive phenomena. In the context of making micro-assemblies, contactless handling is not suitable due to the low blocking forces that can be applied. Likewise, micro-manipulators capable of performing micro-assembly operations lack dexterity in that the types of objects handled, and the movements performed are not sufficient to expect to construct complex micro-systems. The explosion of the micro-system market in recent years has shown that the miniaturization of products and functionality is an extremely strong need, and that is why it is relevant to design micro-manipulators with a high level of dexterity.

As explained previously, the rotations can be obtained in two ways: either using a carrier robot with several degrees of freedom or using a right-hand gripper. The constraints of micro-manipulation severely limit the use of a carrier robot capable of orienting the gripper and therefore the object. Indeed, the use of complex robot carriers poses space problems since the entire structure must be moved to perform only one local rotation of the object. The backlash and eccentricities present in micro-robots also limit the use of complex robots with many degrees of freedom [START_REF] Tan | Characterization and compensation of XY micropositioning robots using vision and pseudo-periodic encoded patterns[END_REF]. In particular, rotary actuators used in micro-manipulation do not reach the same level of relative precision as those used in macro-manipulation.

To obtain a reliable and repeatable system, it is therefore necessary to use the most precise actuators, that is to say the translational actuators. An original way of making rotations from translations can be done through manipulations by the gripper. This is why we propose to develop dexterous micro-grippers and micromanipulation techniques in the hand.

On a macroscopic scale, this high level of dexterity is achieved with complex robotic systems capable of reproducing movements similar to those of the human hand. Therefore, it is natural to want to draw inspiration from macroscopic grippers to imagine dexterous micro-grippers. However, these grippers are mainly used for gripping tasks and the rotations are obtained using the robot carrier.

Therefore, the dexterous micro-grippers cannot be designed on the same model.

In order to increase the usage of micro-manipulation systems in the industrial field, it is important to improve their autonomy. Indeed, the development of planning and control tasks allows better performance of handling operations whether they are teleoperated or fully automated. The methods currently developed, in particular the planning methods, do not take into account the phenomena of the micro-world and are limited to simple tasks, which reduces the spectrum of achievable micro-manipulations.

This thesis will contribute to planning in dexterous micromanipulation. Indeed, we are going to propose the first method to perform finger path planning for 3D rotation, taking into account the micro-scale specificities.

Chapter 3

Dexterous Micro-Manipulation in 3-D T he current advent in miniaturization has opened a wide spectrum of opportunities, from watch industry to minimal invasive operations on a human body, to deploy the dexterous micro-manipulation systems. However, the current contact based micro-manipulation systems are typically limited to (i) simple 3D manipulation of spherical micro-objects through teleoperation [START_REF] Bolopion | Haptic teleoperation for 3-d microassembly of spherical objects[END_REF] and (ii) dexterous manipulation of complex shaped micro-object in a plane [START_REF] Seon | On the contribution of adhesion and friction in planning dexterous in-hand micromanipulation[END_REF], as presented in Chapter 2. Due to these limitations of contact-based micro-manipulation systems, many areas of applications need human intervention, for instance: a doctor needs to teleoperate/semi-operate during a surgery, a watch making industry needs a person to place the small mechanical parts in watch, and placement of pre-assembled electronics components on PCBs during surface mounting process. These limitations could be overcome by a sophisticated automatic manipulation system i.e.

dexterous in-hand manipulation system to manipulate micro-objects/meso-object in 3D.

Contributions

In this chapter, we will formalize the problem of finger trajectory planning for dexterous manipulation in 3D. In this thesis, we focus on the first challenge dealing with finger trajectory planning, making some assumptions regarding the other challenges.

Manipulation of Micro-Objects in the 3-D space

Thesis objective and planning strategy

In order to address the finger trajectory planning, we make the following assumptions regarding the future micro-hand and the physical properties:

• The fingers are spheres which are rolling on the object surface. We consider friction, and we are going to consider two cases in our simulation taking into account adhesion or not;

• Each finger is actuated independently using 3 translation stages. As a first assumption, we are not going to take into account the collision of the finger support.

• The CAD model of the object is known and can be used to define the trajectory and to simulate in-hand manipulation.

The problem addressed in this thesis is explained in Figure 3.2. The objective is to find relevant finger trajectories to move the object from an initial position to a final position. As the translation can be easily obtained using a similar translation of every finger, we will only consider angular position. We consequently define a grasping configuration as the location of each finger on the object and the angular position of the object. Defining the way to go from the initial position to the final one contains (i) the choice of a relevant initial grasping configuration, (ii) the finger rolling on the object and if required some finger gaiting (addition and removal). All the stable grasp configurations of the final position is considered as a final possible configuration.

The figure 3.3 describes the general proposed method to generate the fingers' trajectories to manipulate the micro-objects. The first step is the definition of the parameters such as number of fingers (F ), fingers' position (p F ), fingers' radius (r f ), friction coefficient (µ), pull-off force (f po ) defining the adhesion, and some other physical parameters. The second step is linked with object geometry. Knowing the object CAD model, we will sample the object to generate a finite number of contact points (c).

For every combination of contact points (c), we check the equilibrium grasps through Edge e. After that, a graph search algorithm is utilized to traverse among these graphs for generating the fingers' trajectories to manipulate the micro-object.

Computational complexity analysis and reduction

3.1.2.a Computational complexity analysis

One of the challenges in planning fingers' trajectories is the computational (time) complexity. The computational complexity depends on the algorithm being used to generate the fingers' trajectories. There are various algorithms as studied in the Chapter 2 and each algorithm has its own computational complexity. We are going to use the A * algorithm which combines the advantages of the shortest path (Breadth Search, Dijkstra's) and the shortest time (Greedy Best First) algorithms. The computational complexity of A * algorithm is O(b d ) where d is the depth (number of nodes to reach the goal) and b is the branching factor (average number of branches per node). We are going to analyse the complexity of our problem and provide an original approach to reduce it.

Object Geometry Predefined Parameters

Map Generation Graph Generation

Trajectory Planner Fingers' Trajectories To dexterously manipulate the micro-objects in 3D, we are using rolling without sliding and finger gaiting. The rolling operation can be performed by either 2 or 3 fingers, while for the finger gaiting we have two cases: (i) when two fingers are in use the third finger will be added, (ii) when three fingers are in use, one of the fingers can be detached. Based on these two operations rolling and finger gaiting, we have two cases for the branching factor (b): (i) when two fingers are in use, and (ii) when three fingers are in use. For the first case, when two fingers are already in contact with the object, the branching factor is the sum of operations: clock wise rotation, anti-clock wise rotation, and addition of a third finger over c -2 contact points. Whereas for the second case when three fingers are in use, the branching factor is a sum of operations: clock wise rotation, anti-clock wise rotation, and detaching one of the three finger.

For depth (d), the total number of nodes are all the possible equilibrium grasps, which is the result of the number of contact points (c) of an object, the total number of fingers (F ) being used to manipulate the object, and the number of possible angular positions/orientations (n θ ) of the object.

In planar (2-D) manipulation, where we consider manipulating an object in a single plane, the number of possible angular orientations/positions (n θ ) depends on the predefined rotational step size (∆θ) as:

n θ = |360 • /∆θ| , ( 3.1) 
and the depth d is computed as:

d 2D ≈ c F • n θ . (3.2)
Let's consider a planar ellipsoid object (Figure 3.4) with 70 sampled contact points, to be manipulated with 3-fingers and with a rotation step of 10 Whereas to manipulate an object in spatial case (S), we imagine P number of planes over which the contact points are generated (Figure 3.5). In this case, the depth d is computed as:

d SD ≈ (P • c) F • n θ = P F • d 2D . (3.3)
As an example, considering an 3D ellipsoid object (Figure 3.5) with approximately 700 contact points generated over 10-planes, to be manipulated by 3-fingers with the rotation step of 10 • , the depth (d) in such case will approximately be 12.34

billions.

The 10 times increase in contact points induces an exponential increase (1000 times) in the nodes, which further exponentially increases the computational complexity.

O 

d 3D = 2 • d 2D L 1 + d 2D L 2 . ( 3.4) 

O

Rotation

Rotation Rotation I J The reduction of complexity introduced by two planes also reduces the genericity of our approach. Indeed, the considered objects should have a geometry in which both planes P 1 and P 2 can be defined. However, this is usually the case for micro-objects manufactured using the classical microfabrication methods, having mostly 2-D 1 2 geometries.

Manipulation Constraints

Since, the object modelling is restricted only to two planes P 1 and P 2 , it should be noted that the intersecting points I and J of projections L 1 and L 2 are the only link that connects the three decomposed rotations. Moreover, due to this only connecting link of the decomposed rotations there are some constraints induced on the manipulation process.

First the intersecting points must be included in the contact sampling. Second every transfer between L 1 and L 2 requires to reach the intersecting point. In other words, the following constraints have to respected:

• The first rotation should end at the intersecting points I and J of two lines L 1 and L 2 , as in Figure 3.8.a-b.

• The second rotation should start from these intersecting points I and J, and end at the same intersecting points, as represented in Figure 3.8.c-d.

• The third rotation should start from these intersecting points I and J, as depicted in Figure 3.8e-f.

Sampling Strategy

The sampling strategy defines how the configuration space is sampled. As mentioned previously, a configuration is defined by the finger positions on the object and the angular position of the object. We choose to retain a uniform sampling regarding the angular position defined by a constant predefined rotation step ∆θ. The contact point sampling along both line L 1 and L 2 is defined in the following way: we consider the two intersecting point I and J as the two first contact points in our sample. The two next points are generated from these two initial points by rotating the object with a rotation step ∆θ. By repeating this operation, we obtain the sampling of the lines L 1 and L 2 . In other words, we consider that the rolling distance between two successive sample (contact) points has to induce an elementary ∆θ rotation of the object.

We formalize that the curvilinear distance s d (t) between two contact points is the function of finger radius r F , the fixed rotational step ∆θ, and the local curvature radius of the object r O (t). To formulate the equation, we will refer to Figure 3.9, where c 1 is the contact point from where the object starts rotating around the finger, and c 2 is the contact point where the rotation finishes. As the object's total rotation (∆θ) is the sum of the two angles α 1 and α 2 ,

∆θ = α 1 + α 2 , ( 3.5) 
and since both rolling distances on the finger and on the object are equal:

s d (t) = α 2 • r F = α 1 • r o (t) , ( 3.6) 
we can determine the instantaneous curvilinear sampling distance s d (t):

s d (t) = |∆θ| • r F r o (t) + r F • r o (t) , ( 3.7) 
where, the curvature radius of the object r o (t) on x O y O -axis can be determined using the curvature formula defined for parametric equation:

l 1 (t) = 1/κ = (x (t) 2 + y (t) 2 ) 3/2 |x (t)y (t) -y (t)x (t)| , ( 3.8) 
where x , y , x , and y are the first and second derivatives of the parametric equation. 

Maps Generation

Following the sampling strategy, we now are able to define a finite number of configuration considering both 2-fingers grasping and 3-fingers grasping. The next step in our process is to test if these configurations are stable or not. The collection of the stable configurations for a given angular position of the object will be called the "Equilibrium Maps" (see Figure 3.3, Page 62). A second type of map called "Reconfiguration Maps" will be also defined in order to characterize the ability to remove one finger or to remove the object from the substrate. Indeed, considering a stable 3-fingers configuration, when removing a finger (e.g. finger 3), this finger will pull on the object (because of the adhesion between the object and the removing finger) and this pull-off force applied by the removing finger could disturb the grasping done by the two remaining fingers (e.g. Fingers 1 and 2). For every stable 3-fingers grasping, if the finger 3 can be removed, this configuration will be stored in the "Finger 3 Reconfiguration Map". The same process will be considered for taking into account the adhesion between the object and the substrate for the initial grasping.

The following subsection provides the insight on physical modelling to generate Maps.

Physical Modelling

The static equilibrium of a configuration requires to analyse the forces and torques applied to the manipulated objects. As mentioned previously, the behaviour of physical laws differs at micro-scale from macro-scale. While, gravitational and inertial forces prevails at macro-scale, adhesive forces dominates the other forces like gravitation and inertia at micro-scale. In Chapter 2, we presented the impact of these adhesive forces, which most of the time make it difficult to manipulate objects at micro-scale. However, it also provides the advantage to im-prove the stability of the object equilibrium while manipulating. We present in this section a simplified model of the interaction force between the finger and the object which can be used in our finger trajectory planning method.

3.2.1.a Grasping Forces and Contact Modelling

In contact-based manipulation, some forces are applied to grasp and manipulate the object. These forces are transmitted at the intersecting point of finger and object (contact point). The contact model maps these transmitted forces to the resultant wrenches (w) relative to the object.

There are many contact models [START_REF] Salisbury | Kinematics and force analysis of articulated hands[END_REF], whereas in robotics, three of them are widely used in robotic grasping [START_REF] Mason | Robot hands and the mechanics of manipulation[END_REF]. These contact models are: point contact model with and without friction, and soft-finger contact model. The former are used for rigid bodies, where the last one is used for deformable bodies. We assume in micro-scale that the applied forces can be modelled using a frictional model. In this model, when there is some friction, the forces are transmitted in the normal and tangential direction to the surface at the contact point. One of the classical model, Coulomb friction, is based on the idea that friction opposes motion and that its magnitude is independent of the velocity and contact area. This empirical model asserts that the allowed tangential force is proportional to the applied normal force by:

f t ≤ µf n , (3.9)
where µ is friction coefficient, and f t and f n are tangential and normal components of force. The friction forces can be geometrically represented as a friction cone (Figure 3.10), where all applied forces can be considered in-side a cone with angle β = arctan(µ). According to the Coulomb Friction, if the exerted forces lie inside the friction cone, there will be no slippage. In the presence of adhesion, which acts as attractive force between manipulated object and fingers at micro-scale, the Coulomb Friction model is slightly changed.

This attractive force is known as pull-off force (f po ), and represents the force required to detach the finger from the object. So, the Coulomb's Law can be rewritten as [START_REF] Seon | On the contribution of adhesion and friction in planning dexterous in-hand micromanipulation[END_REF]:

f 2 t1 + f 2 t2 ≤ µ(f n + f po ) (3.10)
Due to the presence of this pull-off force, the friction cone is shifted. Furthermore, this produces the possibility to apply negative force (pulling the object) in micro-scale until the applied force lies in the modified friction cone, whereas in macro-scale only the positive grasping force (pushing the object) is utilized.

3.2.1.b Solid Object Equilibrium

On a miccro-metric scale, since we are considering quasi-static manipulation, the planning space is made up of the grasps ensuring the balance of the force applied to the object. To define the stable grasp configuration, we are going to use the contact model selected in the previous section. In addition, two cases of equilibrium are to be considered:

Static equilibrium: which allows you to determine if a grasp using N fingers keeps the object in balance.

Stable detachment: which allows you to know if the removal of a finger (or a removal from the substrate) can be carried out without disturbing the grasping with the two remaining fingers.

The first problem exists whatever the scale of manipulation considered, while the second is a consequence of adhesion effects.

3.2.1.c Grasping Equilibrium

The object must be in equilibrium during the whole manipulation process. As the fingers exerts grasping forces on an object and the contact model maps those forces to the resultant wrenches (w). The condition of a rigid object to be in equilibrium is that, the sum of all these wrenches should be equal to zero. The wrench vector is composed of forces and torques at the contact point as provided by:

w = [f τ ] (3.11)
where f and τ represents the force and torque respectively. As mentioned, the finger grasp will be in equilibrium if:

F i=1 w c i + w ext = 0 (3.12)
where w c i is the grasping wrench at i th contact and w ext is the external wrench applied to the object. The grasping wrench w c i applied at the i th contact point is a linear combination of wrenches that approximate the cone and written as:

           w c i = j α 1 i,j • w l j,i + α 2 i • w po i α 1 i,j ≥ 0 1 ≥ α 2 i ≥ 0 (3.13)
where w l j,i is one wrench that approximates the i th friction cone, w po i is the wrench induced by pull-off forces (sticking effect), and α 1 i,j and α 2 i are coefficients that must be positive to stay inside the friction cone.

Then, the equilibrium problem (3.12) of an F fingers grasp can be rewritten as a function of the F friction cones wrenches:

           F i=1 w c i + w ext = F i=1 ( j α 1 i,j .w l j,i + α 2 i .w po i ) + w ext α 1 i,j ≥ 0 1 ≥ α 2 i ≥ 0 (3.14)
Thus, the equilibrium problem is equivalent to finding a set of positive coefficients (α 1 i,j , α 2 i ), not all of them null, verifying the equation (3.14).

3.2.1.d Stable Detachment

For micromanipulation, considering only grasps that ensure the object's balance is not sufficient. During a dexterous handling operation, the fingers are generally repositioned to achieve certain limits (e.g. limit of the friction cone). On a micrometric scale, the removal of a finger can upset the balance of the grasp. Indeed, due to the adhesion, the detachment of a finger generates a pull-off force on the object which can cause a loss of the force balance. Thus, the trajectory planning requires the identification of a subset of configuration which we will call the reconfiguration maps, including the balanced configuration for which one of the fingers can be removed.

Detachment of a finger

Let us consider the case of a grasp with F fingers for which the F th finger is removed. We consider that this F th finger is placed at the j th contact point. To guarantee the balance of the object, it is necessary that the F -1 remaining fingers resist the force generated by the adhesion forces at the j th contact point, as well as other external forces acting on the object. This can take the following form:

F -1 i=1,i =j w c i + w ext + w po = 0 , (3.15)
where w po is the wrench caused by the release of finger from j th contact point.

Similarly to the previous grasp balance problem, it is possible to rewrite Equation 3.15 according to the friction cones of the remaining F -1 fingers. The problem of detachment of the F th finger is then to find positive coefficients (α 1 i,j ; α 2 i ) verifying the equation:

           F -1 i=1 w c i + w ext + w po = F -1 i=1 ( j α 1 i,j .w l j,i + α 2 i .w po i ) + w ext + w po α 1 i,j ≥ 0 1 ≥ α 2 i ≥ 0 (3.16)
The reconfiguration maps is thus made up of the grasps, which admits a solution to the problem of static equilibrium (3.14) and to the problem of detachment (3.16).

Detachment from substrate

On the micrometric scale, another problem induced by adhesion is the detachment of the object from the substrate. This specific case corresponds to the fact that the initial grasp must make it possible to counter the force of adhesion between the object and the substrate. Considering that the substrate represents a finger of infinite radius, the problem of detaching from the substrate is identical to that of detaching one of the fingers during a grasp. Thus, the same methods can be used to test whether a grasp qualifies as an initial grasp.

The systems of equations (3.14) and (3.16) generally present more unknowns than equations, making the calculation of solutions algebraically impossible. It is therefore necessary to use optimization techniques in order to find numerical solutions. However, the construction of the planning space does not require an explicit calculation of the forces. It suffices to prove the existence of a solution to determine if a grasp is in equilibrium or not.

Equilibrium Maps

3.2.2.a General principle

The existence of a solution of the systems of equations (3.14) and (3.16) can be characterized using the convex hull formed by the friction cones wrenches (w l j,i ).

Indeed, it has been proven in [START_REF] Ponce | On computing three-finger force-closure grasps of polygonal objects[END_REF] that, without external perturbation, if this convex hull contains the origin of the wrench space, then a solution to the equilibrium problem exists (Figure 3.11). In fact, the grasp can exert all the wrenches that lie inside the convex hull.

Figure 3.12 illustrates this property in the case of a planar problem. In this example, the wrenches are represented by forces on the x and y axes and moments/torques on the z axis. The objective is to determine if the two-finger grasp (Figure 3.12a) is a stable grasp or not. The convex hull shown in Figure 3.12 is formed by the wrenches w l 1,1 , w l 2,1 , w l 1,2 and w l 2,2 which delimit the friction cones. In the absence of external forces, it suffices that the origin is included in the envelope to guarantee the existence of a solution. As in this example, the center of the framework is not in the convex hull, we notice that this grasp is not stable.

In case we consider adhesion, the convex hull formed by the wrenches w l i,j and w po i does not exactly represent the set of applicable forces. To fully describe the convex hull linked to the contact model presented previously, it is necessary to consider wrenches w l i,j slightly modified. Indeed, the normal component corresponding to the offset of the friction cone must be added to them. These new wrenches are w * l i,j . Figure 3.13 illustrates convex hulls with and without taking into account the additional normal component in the case of a planar grasp. Note that both the resultant convex hulls (Figure 3.13b, and Figure 3.13c) are slightly different, and that it is therefore the same for the applied forces. It should be noted that the grasp is in equilibrium in the absence of external forces, since the origin is included inside the convex hull. As mentioned previously, there are three types of operations performed during the manipulation process: (i) Rolling on the object, (ii) Initial Grasping of the object (Detachment from the substrate), and (iii) Finger gaiting (Detachment of a finger). Thus, it is necessary to generate the maps for all these operations. In order to construct the different maps, we assume that the object is known and represented numerically by a set of points (contact points).

3.2.2.b Equilibrium Maps

Obtaining the equilibrium maps is done by testing, for all the combinations of grasps, if the convex hull formed by the wrenches of the friction cones (w l j,i and w ad;i ) contains the wrench of external forces (w ext ). Thus, the equilibrium map corresponding to the grasps of the object at equilibrium using fingers 1 to k, can be formalized in the following way: where c is a vector containing the contact coordinates on the object surface and Convhull(w l 1,1 , ..., w l j,N , w po 1 , ..., w po N ) represents the convex hull. 

M roll F = c = (c 1 , .., c F ) ∈ (3×F ) | (3.17) -w ext ∈ Convhull(w l 1,1 , ..., w l j,N , w po 1 , ..., w po N ) , (a) (b) (b) (c)

3.2.2.c Reconfiguration Maps

In finger gaiting, to guarantee that a given finger i can be pulled-off from the object without disturbing the grasp, we ensure that the resulting wrench w po i , induced by the pull-off force f po i , is included in the convex hull formed by the friction cones' wrenches of the F -1 remaining contacts. The re-grasping map, corresponding to the detachment of the i th finger in a F -finger grasp, can be formalized as follows:

( 

M detach

F i = c = (c 1 , .., c i , .., c F ) ∈ (3×N ) | (c 1 , .., c i-1 , c i+1 , (3.18) .., c F ) ∈ M roll F -1 , -w ext -w po,i ∈ Convhull(w l 1,1 , .
., w l j,i-1 , w l j,i+1 , .., w l j,F , w po 1 , .., w po i-1 , w po i+1 , .., w po F ) .

3.2.2.d Initial Reconfiguration Maps

Additionally, when the pull-off forces between the object and the substrate is not negligible, it is possible to consider a third set of grasps that represents the initial grasps enabling to detach both the object from the substrate (resist the external wrench w po,sub induced by the substrate) and stably pick-up the object. This can be formalized as follows:

M init F = c = (c 1 , .., c F ) ∈ (3×N ) | (c 1 , .., c F ) ∈ M F , ( 3.19) 
-w ext -w po,sub ∈ Convhull w l 1,1 , ..., w l N,j , w po 1 , ..., w po F .

These M init F maps are very similar to the previous maps but are just used to select the admissible initial grasp in case the substrate is sticky.

Collision Constraints

Some other constraints are also taken into account to build the Maps such as the collisions. Collision is an event when two or more objects intercept or collide with each other. In manipulation, it is one of the main aspect that should be avoided, otherwise it will halt the manipulation process. Consequently, there is necessity to take the collisions into account, and these collisions can be categorized as:

• Internal Collisions: The collisions between fingers, including finger to finger collisions, and finger collision with the support of other fingers.

• External Collisions: The collisions between fingers and other components, like object, substrate, and other components of the environment.

3.2.3.a Internal Collisions

Finger to finger collision occurs, when two or more fingers intercept each other's path, or when they try to access the same contact point (See figure 3.16). The other possibility of finger-finger collision is when a finger tries to access a contact point that is in the proximity of a contact point which is already occupied by another finger. Thus, it is necessary to develop an algorithm that avoids these interceptions of finger-finger collisions.

The first case can be avoided while generating an off-line trajectory. The latter is avoided during the path generation, while the last is avoided while generating the maps.

Currently, we ignore the collision between a finger and its support, as we are not using any finger support in our simulations. This point should be addressed in future works. 

3.2.3.b External Collisions

The object-finger collision occurs when a finger tries to pass through the object.

Thus, to avoid object-finger collision, the area of an object can be considered as a block or inaccessible space when a finger is moving from one contact point to another contact point (see figure 3.17).

Figure 3.17 -Illustration of the possible Finger-object collisions. Left: When a finger tries to access only one contact point; but due to the shape of the object, it accesses multiple contact at a same time. Right: Example of finger object collision; the light grey area represent the solid object, and the finger tries to pass through this area to reach the other end or any other contact point.

Graphs Construction

In the above section, we studied about Maps and how are they generated.

However, Maps are insufficient to generate the fingers' trajectories, as they are independent entities, and there are no links among the Maps and Maps' elements.

Thus, to generate the fingers' trajectories, we need something where we can traverse among the equilibrium grasp space. Since, the equilibrium grasp space is discrete, we can generate the graph space from the equilibrium grasp space (Maps).

In general this graph space is known as Graph(s) (G) where the equilibrium grasp points are connected with each other. Each element of Graph is called a node (n), and each node is connected to one or more nodes through edge (e).

Considering a 2-fingers grasp node (see top graph on Figure 3.18), it is connected to two other 2-fingers grasp nodes modelling a clockwise and counterclockwise rotation. It is also connected to a maximum of (c -2) 3-fingers grasp nodes, representing the every possible addition of the 3 rd finger. In case of a 3-fingers grasp node (see bottom graph on Figure 3.18), in the same way, it is also connected to two other 3-fingers grasp nodes related to the two possible rotation directions. 

Conclusion

An original analysis of the impact of micro-scale specifications on the dexterous manipulation problem has been presented in this chapter. Taking into account the effects of adhesion changes the paradigm of manipulation and makes it quasistatic. Therefore, dexterous micromanipulation can be seen as a succession of stable grasps. The space on which the trajectories will be planned is therefore made up of the grasps, ensuring that the object is kept in equilibrium. In order to build this space, it is necessary to model the contact between the fingers and the object to take into account the phenomena of adhesion. This is why a modified Coulomb friction model has been presented. Thanks to this model, it is possible to identify the stable grasps space for the purpose of fingers' trajectory planning.

This space was subsequently formalized in three types of maps:

• The equilibrium maps: to represent the static equilibrium grasp.

• The Finger Reconfiguration maps: to determine that which one of the fingers can be removed without disturbing the balance.

• The Initial Reconfiguration maps: to represent the grasps for grasping the object when it is on the substrate.

Finally, these maps represent the set of equilibrium grasps that can be used to perform a dexterous micro-manipulation operation and integrate the grasp constraints, namely, adhesion, friction and collisions.

In the next chapter, we will present the implementation of the proposed methodology to explore the graph space in order to define fingers' trajectories. Moreover, we will also discuss the impact of different parameters (adhesion, and friction coefficient) on the trajectory generation.

I

n Chapter 3, we modelized the grasping possibilities as a graph (G) considering accessible and stable grasps as nodes. The edges, the links between nodes, represent the manipulation abilities. In this chapter, we are going to present the methodology to define finger trajectories enabling to perform object manipulation.

It consists in a navigation in the graph (G) introduced in the previous chapter.

We will also analyse the performances of the proposed finger trajectory planning methodology.

Implementation of Fingers' Trajectory Planning

A sophisticated planar dexterous micro-manipulation was proposed previously in FEMTO-ST by Seon et al. [START_REF] Seon | Enhance In-Hand Dexterous Micromanipulation by Exploiting Adhesion Forces[END_REF][START_REF] Seon | On the contribution of adhesion and friction in planning dexterous in-hand micromanipulation[END_REF]. This previous works were focused on planar manipulation and use a A * Algorithm using an original cost and heuristic dedicated to 2-D dexterous micro-manipulation. This method is not able to plan trajectories taking into account the particular constraints of our works linked to the existence of intersecting points I and J. An original methodology has consequently been developed and is presented in this chapter. This methodology uses also A * Algorithm with a new definition of both cost and heuristic functions enabling to take into account the constraints coming from intersecting points I and J

The A * algorithm

Considering two nodes, one as a starting points (initial node) and the other as an ending points (goal node), the A * algorithm searches for the shortest/optimal path in the graph in order to connect the two selected nodes. It combines the advantages of the shortest path (Breadth Search, Dijkstra's) and the shortest time (Greedy Best First) algorithms. It tries to explore the path in the direction of goal node, through an estimation function (i.e. Heuristic Function (h(n))). Each node n is assigned a heuristic value h(n), that estimate the distance from that node to the goal node. Similarly, each edge is assigned a cost g(n) to go from current node n c to next node n c+1 . Thus, when a node is explored it is possible to assign it a value i.e. total cost f (n), which is the sum of its path cost (edge(s) traversed) g(n), and the heuristic cost h(n). This value represents the total cost of the node and is used to explore the graph. Indeed, the objective being to find the optimal path (with minimum cost), the total cost then makes it possible to select the most promising node, that is to say the one with the lowest cost. In case of having two nodes with the same value of function f (n), we chose a classical "Tie breaking" strategy consisting in exploring first the node having the minimal heuristic h(n). In other words, it means that if two nodes have the same function f (n), we choose to explore first the nodes which is closer to the final goal, meaning having the smallest h(n). Moreover, for the path to be optimal, it is necessary that the heuristic chosen never overestimates the remaining total cost to reach the goal node.

Cost Function g(n)

As per the formalized problem described in Chapter 3 there are three types of action (represented by edges): (i) initial grasp of the object, (ii) rolling of the object, and (iii) reconfiguration of the fingers (finger gaiting). Thus, there is need to define the cost function g(n) for all these operations.

4.1.2.a Value of (g(n)) for initial grasping of the object:

For the "initial grasping", the fingers make contact with the object from their predefined positions, as illustrated in Figure 4.1. Since, this is the first node which is going to be selected, therefore the cost for initial grasping operation (g(n o )) will be initialized as 0.

Initial Grasp

(a) (b) 4.1.2.b Value of (g(n)) for rolling operation:

The "rolling operation", changes the orientation of object when 2 or 3 fingers are used, reaching to node n from previous node n previous without any reconfiguration.

Thus, we formalize the value of cost when a rolling operation is performed as

g(n) rolling = g(n previous ) + F used • |∆θ| , ( 4.1) 
where F used is the number of fingers used to roll the object, and g(n previous ) is the cost of the previous node. It means that a rotation using 3 fingers will induce a higher cost than when using 2 fingers. This choice has been made to encourage the 2-fingers grasping, which requires less resources. However, the proposed methodology could be easily modified to promote 3-fingers grasping.

For instance, in Figure 4.2 an object is being rotated for a predefined angle (∆θ) from the initial grasp (Figure 4.2a). The current node (Figure 4.2b) is reached by rolling operation carried out by 2 fingers (F used = 2). In this scenario, the cost of rolling operation (g(n) rolling ) will be (Equation 4.1):

g(n) rolling = 2 • |∆θ| + 0 .
The value of g(n previous ) = 0, because previous node was an initial node and its cost was initialized as 0. 

Rolling Operation

4.1.2.c Value of (g(n)) for reconfiguration operation:

When the "reconfiguration operation" is performed, either a finger is added or removed while the object remains in the same orientation as illustrated in Figure 4.3; thus, the cost g(n) gaiting is formalized as

g(n) gaiting = g r + g(n previous ), (4.2) 
where g r is the reconfiguration cost. This value has to be compared with the rolling cost introduced in Equation (4.1). Indeed, the relative weight between both provides the relative weight between a reconfiguration operation and a rotation. In other words, a low g r (compared to rolling cost already defined) will encourage to perform lot of reconfiguration and reduces as possible the rotations. A high g r will reduce the number of reconfiguration and encourages the rotations. Concretely, we define the value of reconfiguration cost g r at |180 • |. It means that we assume that a reconfiguration has a similar cost to a quarter-turn of rotation using two

fingers (2 × |90 • |).
Consequently, a node (n) is described by:

n = [i F 1 j F 2 k F 3 l θ ], (4.3) 
where i F 1 , j F 2 , k F 3 are the index of location of the finger 1, 2, 3 respectively; l θ is the index of the angular position.

Let us consider the node [15 25 0 6], it represents a 2-fingers grasp using finger 1 and 2 respectively placed at the location 15 and 25 on the object, and an angular position θ verifying:

θ = (l θ -1) • ∆θ = 5 • ∆θ . ( 4.4) 4.1.3. 

b Heuristic General form

In search algorithms, the heuristic function h(n) estimates the cost from the

current node n = [i F 1 j F 2 k F 3 l θ ] to the goal node n g = [i F 1g j F 2g k F 3g l θg ].
The best heuristic function is the one that approaches the minimal cost without overestimating it. Indeed, in order to guarantee the convergence of the A * algorithm, the heuristic must underestimate the remaining cost. At the current node n, two operations are possible, either the rolling operation or the reconfiguration operation. Since the heuristic estimates the cost from n to n g , it is necessary to consider these two operations while developing the heuristic function. To develop the heuristic function, we take into account all the parameters of a node (number of fingers being used, contact points on object, and angular position of object) as: In Equation (4.5), 2 represents the minimum number of fingers with which a rolling operation can be performed, abs(l θ -l θg ) is the difference between current orientation and goal orientation of object, ∆θ is the pre-defined rotational step, and t r is the function of the non-ordered set {h i , h j , h k } which will provide the total number of estimated reconfigurations (addition/removal operation). indexes of n and n g respectively.

h(n) = 2 • abs(l θ -l θg ) • |∆θ| + t r ({h i , h j , h k }) • g r . ( 4 
The conditional output of h i , h j , or h k is:

• "nu" (not used), when the same finger is not used in current node and goal node. that the rolling operation is performed using finger 1 and finger 2, and finger 3 is not utilized; in this case, the status of finger 3 i.e. output of h k is "nu". • "ar" (addition/removal), when the current and goal nodes do not use the same finger. Figure 4.5 corresponds to such a case, where a rotation operation is performed from n = [10 20 0 1] to n g = [15 0 25 6]. Note that, the rotation is starting with finger 1 and finger 2, however it is ending with finger 1 and finger 3. Thus, it can be concluded that finger 2 will be removed during the manipulation process, and finger 3 will be added. Therefore, the status of finger 2 and finger 3 i.e. the output of h j and h k is "ar" respectively. • "dp" (direct path), when the same finger is being used in both n and n g , and can directly reach from n to n g , by rolling only. Figure 4.6a-b illustrate such a case.

• "ip" (indirect path), when the same finger is being used in n and n g , but can not directly reach from n to n g by rolling only, as illustrated in Figure 4.6c-d.

The determination of the two last states "dp" and "ip" requires checking if the finger can directly go from n to n g by rolling only. In that way, we compute:

p i = abs[ (i F 1 -i F 1g ) -(l θg -l θ ) ], p j = abs[ (j F 2 -j F 2g ) -(l θg -l θ ) ], (4.6 
)

p k = abs[ (k F 3 -k F 3g ) finger index distance -(l θg -l θ ) angle index distance
] .

F1 F1

Final position reached by rolling only When p i = 0, p j = 0, or p k = 0, it indicates respectively that the Finger-1, 2 or 3 can move from current node to goal node directly by rolling. In such a case, the output of h i , h j or h k is respectively "dp" (direct path). Otherwise, if the value is p i = 0, p j = 0, or p k = 0 it will need a reconfiguration; thus, the output of h i , h j or h k will be "ip" (indirect path).

In other words, as the finger is rolling on the object during its rotation, at every rotation step ∆θ, the index of rotation increase by 1 and the index of finger contact point decrease by 1. The comparison between the finger index distance (between current and final nodes) and the angular index distance (see (4.6)) enables to define if both the finger final position and the angular final position will be reached synchronously. • Then, remove finger-1 or finger-2, respectively, corresponding to the case (c 1 )

or (c 2 ). We consider case (c 1 ) in the following;

• Then, place finger-1 in such a way that a direct path is possible with this finger, corresponding to case (d) with h i ="dp";

• Then, remove finger-2, which corresponds to case (e);

• Place finger-2 in such a way a direct path is possible with this finger, corresponding to case (f) having h j ="dp";

• At the end, remove finger-3 leading to the case (g) where the final node n g can be reached by rolling without reconfiguration.

This example illustrates the number of reconfigurations required for most of the cases described in Table 4.1. The last case is (c 3 ), where the first step is to add an unused finger, i.e., Finger-3 to any admissible node, leading to case (d) already mentioned above.

For all the possible nodes (n), the Table 4.1 enables to estimate the minimum number of reconfigurations t r required from n to n g . The cost function and heuristic function are thus completely defined.

We have defined both the cost function and the heuristic function to be used by the A * algorithm to find an optimal path in the graph (G) described in the previous chapter. The obtained trajectories will be defined in the next sections.

Analysis of Proposed Methodology

The proposed methodology presented in the previous sections has been simu- The principles will be illustrated using the ellipsoid geometry and the analysis of the performances will be done on the three geometry. 

Planar Fingers' Trajectory Generation

On-contact finger trajectories to manipulate the object is represented by a sequence of nodes (searched in the graph G) . It contains all the operation, initial grasping, rolling, and reconfiguration.

The table, in the centre of figure 4.9, provides an example of fingers' trajectory As described in Chapter 3, the first rotation must end at the intersecting points I and J of two lines L 1 and L 2 . Thus, we have the goal node n g for the first rotation, but we do not define the initial node n i for it. The initial node n i is chosen from the available nodes of initial reconfiguration maps M init , with the minimum value of heuristic h(n) as the cost g(n i ) is 0.

Moreover, we are using a maximum of 3 fingers for the manipulation of microobjects. Therefore, there are six possible ways to end the first rotation, representing the 3 P 2 = 6 possibilities of placing 3 fingers on the two intersecting points I and J. As, the initial cost g(n i ) = 0, thus all the 6 possible ways will yield the same total cost (f (n)) for the desired goal. Thus, to simplify the manipulation process, we chose always end the first rotation with Finger-1 and Finger-2.

Let suppose, we want to rotate an ellipsoid object for 80 • . Keeping the first constraint of manipulation "the first rotation should end at the intersecting points I and J of lines L 1 and L 2 " in mind, and the desired orientation of the object, we define the goal node n g . As discussed earlier that we chose to end the rotation with Finger-1 and Finger-2. Thus, we enforce the position of Finger-1 and Finger-2, when defining the goal node. For the ellipsoid object, the indexes of intersecting points I and J are 1 and, 38 respectively, and Finger-3 is not used at the final orientation, thus we define it as 0. Now, we have the three parameters (i.e i F 1 , j F 2 , and k F 3 ) for the goal node.

As for the fourth parameter, we know the total rotation for which the object will be manipulated, from this rotation we directly define the orientation index l θ as:

l θ = | Desired Orientation Rotational Step | + 1 . (4.7)
For this example, the desired orientation is 80 The left side of Table 4.2 provides the sequence of nodes for the rotation, and the right side provides the corresponding details of A * algorithm. The algorithm has chosen the initial node n i as [5 42 0 1]. Since, the rotation is staring from the initial orientation, thus the value of l θ is 1. We see that, the desired rotation is performed by rolling only, and there is no reconfiguration operation, as in the whole sequence of nodes the value of contact index for Finger-3 (k F 3 ) is 0, and there is no repetition of orientation index (l θ ) in the trajectory.

Sequence of Nodes Parameters of

A * algorithm i F 1 j F 2 k F 3 l θ g(n) h(n) t r f (n) 5 42 
At the initial node, we see that the value of g(n) is 0, as it is the grasping point from where the rotation will start, and the algorithm estimates the value of h(n) as 160, making the total cost f (n) equal to 160. Indeed, this case is the case (g) in Once the initial node is defined, we need to specify the goal node n g . Since, it is the intermediate rotation, and at the end of rotation the fingers must make the contact with intersecting points I and J, and after that the third rotation will start. Thus, we finish the second rotation only with two fingers, and the goal node should only contain two contact point indexes. Since, there are a total of three fingers, and the rotation should finish with only two fingers, therefore there are six possible options due to fingers' permutation ( 3 P 2 = 6), from which a goal node n g can be selected. In the case of an ellipsoid object, where I and J are 1 and 38 respectively, the goal node n g can be one of the following 6 permutations:

n g ∈{ [1 0 38 l θ ]; [0 1 38 l θ ]; [38 0 1 l θ ]; [38 1 0 l θ ]; [0 38 1 l θ ]; [1 38 0 l θ ] } (4.8)
Since, the initial node is already specified and there are six possibilities to choose the goal node, our task is to generate the fingers' trajectories for all six permutations, and evaluate which node from these six options will yield an optimal trajectory.

To find out which node will provide an optimal trajectory, the first task is to find the number of estimated reconfigurations (defined in Table 4.1) for each possible n g . Let us consider the example of the rotation to rotate an ellipsoid object for 220 • , which means the orientation index l θ = 12. We know the initial node, i.e.

n i = [1 38 0 1], and select the first option, i.e. n g = [1 0 38 12] for goal node. We compute the set {h i h j h k } to estimate the minimum number of reconfigurations (t r ) as:

• Finger-1 is being used in both n i and n g , thus, we need to find whether Finger-1 will access the contact point index of goal node from initial node directly through rolling or reconfiguration. Therefore, using Equation (4.6), we find that p i = 0, making h i = ip.

• Finger-2 is being used in n i , but not in n g , thus providing the value of h j = ar.

• Similar to Finger-2, the status for Finger-3 (i.e. h k ) is "ar".

Thus, the output of set {h i h j h k } is {ip , ar , ar}, and estimates the minimum number of reconfigurations to be carried out as t r = 4 (Table 4.1(c1)). Similarly, we compute the minimum number of reconfigurations for other possibilities too, and Table 4.3 provides its result. 

Intuitive Perception

Our intuitive perception here is that, the three possibilities in Table 4.3

estimating the minimum number of reconfigurations t r = 4, will provide the optimal trajectories. But is it, as our intuition tells us?

To see whether our perception is true or not, we generate the trajectories for all the six possibilities to finish the second rotation, and compare the results in Table 4.4, which includes the total cost of the generated trajectories, executed reconfigurations and time taken to generate the trajectories. 

n i = [1 38 0 1] to n g = [38 1 0 12].
In Table 4.5, we can see that, the estimated cost (i.e. heuristic) at the initial node is 1520, but the total cost (f (n)) at the end of trajectory i.e. 1880 is higher than the initial predicted/estimated cost. The reason behind this increased amount in total cost is that, the number of executed reconfigurations is higher than the number of estimated reconfigurations. From 1 st to 10 th iteration, the rolling operation is performed, and then from 11 th to 16 th iteration, six reconfiguration operations are performed, after that one operation of rolling, and then three reconfiguration operations.

As mentioned, the second rotation is the most challenging to carry out because of the constraints about the initial and final positions of the fingers on the object. It means that we expect a rotation of 11 • ∆θ (going from 1 to 12 in the fourth coordinates) which represents 220 • . In the initial configuration, finger-1 is placed on I (1 as the first coordinate of n i ), finger-2 is placed on J (defined by 38 as the second coordinate of n), and finger-3 is not used (defined by 0 as the third coordinate of n i ). In the final configuration, finger-1 will be placed on point J, finger-2 will be placed on point I, and finger-3 will not be used.

Going from the initial configuration Figure 4.11a to the final configuration (e) moving finger-2, (f ) removing finger-1, (g) finger-2 on its desired place I after object rotation of 40 • using finger rolling (h) placement of finger-1 on its desired place J, (i) removal of finger-3.
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grasping, when a finger is being removed, it pulls the object and may detach the object from the two other fingers. Concretely, only few configurations exist where a finger can be removed. This particularity of the micro-object's behaviour induces the original sequence of finger gaiting presented on Figure 4.11c-i.

Typically, on Figure 4.11d, we could expect that the finger-1 goes directly to the point J , from where it could reach its final position by rolling. The algorithm makes another choice, because if finger-1 is directly placed on J , then finger-2 will not be able to be removed in the next step, i.e., Figure 4.11e.

At the end, because of the constraint of the finger removing, the final configuration is reached after 4 finger-placements and 4 finger-removals, a total of 8 reconfiguration operations. As per the estimated reconfigurations table (Table 4.1), the heuristic function expects to have only 6 reconfigurational operations (h i is "ip", h j is "ip", and h k is "nu"). However, the optimal path contains 8 operations to carry out this second rotation.

4.2.1.c Fingers' Trajectories for 3 rd Rotation

The third rotation is the last one to complete the required manipulation of an object. It is constrained only for the starting positions of fingers, as "The rotation should start from the intersecting points I and J of lines L 1 and L 2 ". We notice that the constraint of the third rotation is a complete opposite of the first rotation's constraint. Similar to the second rotation, the contact point indexes of the three fingers for the third rotation's initial node is taken from the second rotation's goal node, and the orientation index will start from 1. Thus, for the ellipsoid object, the third rotation's initial node will be n i = [38 1 0 1], and instead of a complete goal node i.e. in the form of n g = [i F 1g j F 2g k F 3g l θg ], we only define the desired orientation because it is the final rotation and the fingers can make a contact on any feasible equilibrium grasping points. Thus, the heuristic function for third rotation only uses the rolling part (minimum estimated cost to reach the desired orientation of the object), i.e.

h (n) = 2 • abs(l θ -l θg ) • |∆θ| .
Let us consider manipulating the ellipsoid object for 100 • . Since, the initial node is already defined, and instead of defining a complete goal node, we only define the desired orientation angle i.e. l θg = 6 (using Equation (4.7)). The algorithm finds an optimal trajectory from the initial node to the desired orientation. Table 4.6 provides an optimal trajectory for this case, and Figure 4.12 represents the 
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Complete Fingers' Trajectory in 3-D

Our goal is to achieve 3D manipulation of a micro-object. To manipulate a micro-object in 3D, we proposed to decompose the 3D rotation into three 2-D rotations and then combine them through Euler's Angles as described in Section 3.1

All three individual rotations have been carried out in their object frame O; thus, for all the three individual rotations the coordinates have to be converted in the world frame W in order to build the complete fingers' trajectory. As an example, the transformation matrix from 3 rd rotation to world frame W i.e., W T 3 is 

W T 3 = W T O • O T 1 • 1 T 2 • 2 T 3 . ( 4 

Computation Time

The last performance analyzed in this paper is the computation time which is one way to evaluate the relevance of the proposed heuristic function. The current results were simulated using MATLAB ® with core programming, where the specifics of systems are: Intel Core i7-9750H (6 core CPU), 24-GB RAM. Table 4.8 presents the computation time for three examples using the three objects' geometries described in Figure 4.8 (page 101) and considering both cases with or without adhesion, and a friction coefficient of 0.3. The ellipsoid case shows an example where the required rotations can be reached with adhesion and cannot be reached without adhesion. In such a case, the friction coefficient 0.3 is not sufficiently large to provide a sufficient number of stable grasps to connect the initial node and final node in the Graph (G). It means that it is not physically possible to find a succession of stable grasps to perform the rotations. In the two other cases, the total computation times of both cases of adhesion have a similar order of magnitude (5 to 10.5 s). This example describes a global trend regarding the impact of adhesion on the number of reconfigurations. As presented in the two last examples, in most of the cases, the number of reconfigurations is higher without 

Discussion

In the simulations of "with adhesion cases", we consider a constant value of pull-off force representing the force required to remove a finger from the object.

Concretely, this force is highly dependent on the surface properties of both the object and the finger (local oxidation, local roughness, etc.) and may vary along the trajectory. We can show that until the pull-off force is significantly larger than the weight, the Graph (G) and thus the optimal trajectory are independent of the exact value of the pull-off force. Thus, the obtained trajectory described in this manuscript] is robust to pull-off force variation along the trajectory.

The current simulation takes into account the adhesion phenomena, the friction force, the object geometry and the collision between the fingers considered as spheres. Concretely, the fingers should be placed on supports linked to translation micro-actuators. The optimal shape of the supports in order to reduce their collisions and the impact of these potential collisions on the finger trajectories will be studied in future works.

Chapter Conclusion

In this chapter, we proposed a new method to perform finger path planning for 3D dexterous manipulation of micro-objects following the strategy introduced in Chapter 3. We proposed an algorithm to cope with the constraints to starting and/or ending the rotation with predefined finger positions on the object and to ensure the continuity of the manipulation process over three successive angles.

The simulation results show that the desired 3D manipulation of micro-objects can be carried out by performing three 2-D rotations with large rotation angles.

Currently, the time to compute fingers' trajectories for first and third rotations is a few seconds, while it is a few minutes for the second rotation, which is in acceptable range for various applications. We also conclude that the presence of adhesion forces enables more feasible trajectories in contrast to the absence of adhesion forces, as the number of equilibrium grasp is higher.

Chapter 5 Conclusion and Perspectives

Conclusion

The miniaturization of industrial and/or commercial devices and their components (electronic, electrical, mechanical etc.), the availability of miniature prosthetic components for medical surgery, etc., have smoothed the way for many opportunities for small-scale robotics for different applications. However, these opportunities also bring forth many challenges to be dealt with. These challenges not only include the specificities of microscale physics, but also the different technical aspects (mechanical, materialistic, electrical, etc.). One of the opportunities in microscale robotics is the automation of task (assembling, manipulating). This research focuses on the automation of manipulation task at microscale robotics.

Once again, there are different areas to work on for automation of manipulation tasks (mechanical design, physical properties, perception, motion planning). This research concentrates on the motion planning.

The current state of the art is limited to normal/teleoperated manipulation of spherical micro-objects in 3D, and dexterous manipulation of micro-objects in a plane (2-D). This limits the application areas for micro-robots. Thus, the objective of this research study is to propose a method that allows dexterous manipulation of the micro-objects in 3D.
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The direct extension of previous methods i.e. from 2-D to 3D postulates the exponential increase in computational complexity of motion planning. Thus, this research takes the first step to reduce the computation complexity for the manipulation of micro-objects in 3D by decomposing 3D rotations into three 2-D individual rotations. This approach induces some constraints on the manipulation process.

Thus, to ensure that the manipulation of micro-objects remains in continuity, we develop the motion planner that takes into account not only the specificities of microscale but also all the manipulation constraints induced by the decomposition of 3D rotations.

The following paragraphs summarize the contributions of each chapter.

The first chapter provided a general context of robotic manipulation, as well as the details for the distribution of work throughout the remaining chapters.

In the second chapter, we have thoroughly studied the preceding bibliographical work on micro-manipulation, micro-assembly, and dexterous manipulation at macro-scale. From this literature study, we see that, almost all manipulation techniques at microscale (both contact-less and contact-based) are developed for basic manipulation task i.e. pick and place of spherical or rectangular object, and manipulation of spherical object in 3D by teleoperation. As a result, limiting the use of micro-robots for different areas of application. Subsequently, the literature work available in the dexterous manipulation of macro-scale robotics shows that some techniques can be used for dexterous manipulation at microscale too. A combination of such technique (Rolling without sliding and Reconfiguration) was used by Seon et al. for the planar dexterous manipulation, and the obtained results demonstrate the success of dexterity at microscale. Thus, the proposed methodology for dexterous in-hand manipulation of micro-objects in 3D in the following chapter, employs these two combined techniques. induced by the methodology. Through various examples and demonstrations, it is shown that the algorithm provides the optimal fingers' trajectories in the defined manipulation space. The various results show that leveraging the adhesive forces is advantageous to the object's equilibrium during the manipulation process, and provides more results. In contrast, the absence of adhesive forces may result in not being able to achieve the desired manipulation of the object. Moreover, in the presence of adhesive forces, the different value of friction coefficient does not impact the object's equilibrium (generate same number of nodes for different values of friction coefficient). Whereas, in the absence of adhesive forces, it affects the equilibrium, higher the value of friction coefficient larger the number of nodes. Furthermore, we saw that all the trajectories are generated within acceptable time on a general purpose system.

Perspectives

There are numerous perspectives which can be carried out through this research. Some important perspectives are briefly described below.

Experimental Validation:

The first step, after achieving the results through simulations, is to validate the planning methodology experimentally. As the interest of our approach is to take into consideration the adhesion between the manipulated object and the gripper finger, the experiments have to be done in microscale inducing some significant difficulties. Indeed, there are many things to be taken into account for the experimental validation, such as: the design of robotic structure having 3 fingers having a total of 9-DOF, the real-time value of different parameters like adhesion and friction, the vision system to track both the object and the finger positions. The design of the robotic structure will require to define a relative position of each finger and also finger movement range. It will be also important to have a defined adhesion and some surface treatment (such as having sticky polymer on fingers) should be required. The vision system should be able to track the 6-DOF position of the object despite the low depth from focus. This experimental device will enable to test the relevance of the finger trajectories provided by our methodology on a real case.

Improvements of the Planning Strategy:

The planning strategy proposed in this manuscript enables to define finger trajectories based on several assumptions. Some assumptions could be reconsidered in order to extend the current methodology to a more realistic handling problem.

The first improvement is to integrate the gravity in the force equilibrium in order to simulate the impact of gravity on the grasping equilibrium. The second improvement is to take into account the collision between the finger basis. In other words, it consists in not considering a finger as a sphere, but a sphere connected to a basis. Moreover, the range of the finger actuators could also be added as a constraint in future finger trajectory planning strategies.

Micro-Hand Design:

In a more general way, this manuscript focused on finger trajectory planning in microscale contributes to the largest objective: the advent of full dexterous in-hand micro-manipulation. This general scientific objective induces some other challenge than the finger trajectory planning itself. One of these challenge is the design of an optimized micro-hand integrated in a small volume containing all the actuators and the fingers. In macro-scale, the robotic hand design has been based on anthropomorphic design, assuming the fact that the robot would manipulate objects already designed for humans. In microscale, the design of a robotic hand is an open scientific problem. The robotic hand can be considered as a poly-actuated system based on active material such as piezoelectric actuator and a compliant mechanism. Topological optimization could be an interesting method to design both the structure of the compliant mechanism and the actuator locations. The methodology provided in this manuscript enabling to define finger trajectories will be helpful to define the design constraint of the micro-hand such as the finger motion range.

Perception:

As the finger trajectory planning is planned using CAD based geometries of both object and fingers and also predefined physical data (e.g. pull-off force value), an open loop control could not be sufficient to concretely guarantee the stability of the manipulation. The closed loop control will require the implementation of perception aims of both the grasping force and the 6-DOF relative position of object and finger. The grasping force can be measured using a force sensor placed on the gripper finger. Several methods can be foreseen, such as piezoresistive force sensors directly built in silicon fingers. The 6-DOF position will require advanced vision tools in order to measure the position, despite the low depth from focus.

Confocal microscopes could be considered to reach a full 6-DOF reconstruction.

Fingers' Properties:

Robotic dexterous in-hand manipulation in microscale could be also drastically improved if the adhesion between the object and the fingers could be actively controlled. Indeed, adhesion enables to improve the grasping stability during object rotation but has also the drawback to disturb the grasping during finger removal.

Having a high adhesion during in-hand rotation and a low adhesion during finger gaiting (especially reducing the adhesion of the removal finger) could the most optimal physical situation to perform in-hand operations. This active adhesion is also an open problem where several methods could be investigated, such as the active modification of the chemical properties on the surface or the modification of the geometry of the finger or both approaches.
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 2 This section provided the details of the work distributed into four chapters: State of the Art, Chapter 3 Dexterous Micro-Manipulation in 3D, Chapter 4 Implementation and Analysis of Methodology, and Chapter 5 Conclusion and Perspectives, and highlight the important contributions presented by each chapter.
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 21 Figure 2.1 -Representation of various physical scales for objects 1 .
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 22 Figure 2.2 -Simple Grippers: a) a tweezers like gripper mounted on the robotic arm, b) a vacuum suction cup gripper mounted on the robotic arm (©Universal Robots).
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 23 Figure 2.3 -A dexterous gripper gripping a card (©Shadow Robot Company).
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 24 Figure 2.4 -Illustration of adhesion effect, where one finger is able to grasp the object [1].
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 25 Figure 2.5 -Magnetic manipulation of micro-robots inside the body and the magnetic actuator design [2].
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 26 Figure 2.6 -Illustration of optical trapping manipulation [3]: a) trapping by multiple beams, b) trapping by single beam, c) examples of different object being trapped by optical beams including transparent beads, red blood cell, and cylindrical object.
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 27 Figure 2.7 -Illustration of acoustic manipulation [4]: a) Device structure and working mechanism of the acoustic tweezers, b) Independent two-dimensional single particle and cell manipulation.
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 28 Figure 2.8 -Different Grippers: (a) Electrothermal [5], (b) Piezoelectric [6], (c) Pneumatic [7],(d) Electrostatic ©FemtoTools[START_REF] Felix | Identification and robust controllers for an electrostatic microgripper[END_REF] 

Figure 2 . 10 -

 210 Figure 2.10 -Illustration of interface between finger and gripper a) Ice [10], b) Liquid [11].
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 211 Figure 2.11 -Illustration of self-alignment as an effect of surface tension [12].
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 212 Figure 2.12 -Experimental pick and place operation on glass sphere of diameter 450µm [13].
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 213 Figure2.13 -Manipulation of a micro-sphere[START_REF] Chu | Dual-arm micromanipulation and handling of objects through visual images[END_REF] 
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 214 Figure 2.14 -Manipulation of sphere with diameter 80µm[START_REF] Chen | A pzt actuated triple-finger gripper for multi-target micromanipulation[END_REF] 
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 215 Figure 2.15 -Rolling without slipping of a micro-object [16].
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 216 Figure 2.16 -Illustration of manipulation using sliding [17].
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 217 Figure 2.17 -Representation of planner used by Xie [18]; (a)-(d) from task planning to task execution for pick and place of nano-wire.
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 218 Figure 2.18 -Representation of graph search algorithm utilized by Moll [19]; (a) representation of a transition graph, (b) transition of an object's state.
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 219 Figure 2.19 -Representation of Planning Primitives used by Thompson and Fearing [20].
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 2 Figure 2.20 -MEMS-based microgripper with integrated two-axis capacitive force sensors [21].
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 2 Figure 2.21 -A mechanical structure depicting the use of Visual Servoing [22].
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 222 Figure 2.22 -Representation of grasp; (a) a cube (3D) with three fingers [23], (b) a circle (2-D)with two fingers[START_REF] Vollhardt | Energybased stability analysis for grasp selection with compliant multi-fingered hands[END_REF].
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 223 Figure 2.23 -Generating the set of holds on different objects (pipe, cinder block and pulley) [25].
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 224 Figure 2.24 -Computation of grasping points through learning methods [26].

  Our general objective is to contribute to the development of robotic in-hand manipulation in micro-scale (seeFig 3.1). Considering an initial position of an object placed on a substrate, the objective is to provide tools and methods to be able to place this object in a final position using in-hand positioning. This general objective addresses several scientific challenges. The first challenge deals with the definition of the optimal finger trajectories taking into account the specificities of the microworld such as adhesion. The second challenge is the design of the dexterous micro-hand, requiring topological optimization of both the structure of the (compliant) micro-mechanisms and the actuator locations. The measure of the spatial position of the object and the grasping forces will be based respectively on vision and micro-fabricated force sensors. The last challenge is the optimization and the potential active control of the finger properties (geometry, contact force) along a trajectory.

Figure 3 . 1 -

 31 Figure 3.1 -Scientific Challenges of the in-hand micromanipulation.

with 2 -

 2 fingers and 3-fingers. The equilibrium configurations are stored in matrices known as Maps M . Then, these maps are converted to Graph G, where each

Figure 3 . 2 -

 32 Figure 3.2 -General objective of the trajectory planner

Figure 3 . 3 -

 33 Figure 3.3 -General Block Diagram of Finger trajectory planning method.
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 3536 Figure 3.5 -Sampled 3D Ellipsoid Object.

Figure 3 . 7 -

 37 Figure 3.7 -Representation of continuation of decomposed 3D rotation in to three 2-D rotations over L 1 , and L 2 .

Figure 3 . 8 -

 38 Figure 3.8 -Rotation constraints along the 3 rotations: (a-b) 1 st rotation constraint (2-D top view of x O y O plane): (a) fingers (in red) can start from any feasible grasp configuration, (b) fingers should end at the intersection points for the desired orientation. (c-d) 2 nd rotation constraint (2-D side view of x O z O plane): (c) rotation start from the intersecting contact points, (d) rotation should end at the intersecting contact points for the desired orientation. (e-f) 3 rd constraint (2-D top view of x O y O plane): (e) rotation should start from the intersecting contact points, (f) rotation can end at any feasible grasping configuration for the desired orientation.
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 39 Figure 3.9 -Representation of finger rotating an object to formulate the sampling formula.

Figure 3 . 10 -

 310 Figure 3.10 -Friction Cone at the contact point between object and finger for both non-sticky contact (a), and sticky contact (b), and the impact of pull-off force on the friction cone.
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 311 Figure 3.11 -Representation of a convex hull formed by three non-sticky fingers for a planar problem (six wrenches with three coordinates). The origin is included in this envelope, thus the grasp is stable.

Figure 3 . 12 -

 312 Figure 3.12 -Illustration of the convex hull representing the set of forces applied on the object in the case of a planar two-finger grasp without adhesion: (a) representation of the grasp and the friction cones, (b) representation of the resulting convex hull.

Figure 3 . 13 -

 313 Figure 3.13 -Illustration of the convex hull representing the set of forces applied on the object in the case of a two-finger planar grasp with adhesion: (a) representation of the grasp and friction cones, (b) representation of the resulting convex hull without taking into account the additional tangential force, (c) representation of the convex hull resultant taking into account the additional tangential force.

For every angularFigure 3 Figure 3 . 14 -

 3314 Figure 3.15.c.
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 315 Figure 3.15 -Representation of a rolling operation in maps when same fingers are used in initial configuration and final configuration: (a)-(b) rotation of 80 • when the rotational step (∆θ) is 20 • , (c) Stable grasp in 5 th layer of rolling map is accessed from 1 st layer of rolling map.
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 316 Figure 3.16 -Illustration of Fingers' Collision: (a) when 1 st finger is already in contact, and the 2 nd finger tries to access the neighbouring contact point, (b) when both fingers are approaching their desired contact points on the object.

Figure 3 . 18 -

 318 Figure 3.18 -Representation of a graph generated from different Maps; a node (n) is connected to other nodes via Rolling (Clockwise, Counter-Clockwise), Finger Addition and Finger Removal Maps.
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 41 Figure 4.1 -Representation of the initial grasp operation: (a) fingers approaching the object for grasp, (b) grasping the object.

Figure 4 . 2 -

 42 Figure 4.2 -Representation of the rolling operation: (a)-(b) rotation of object from initial grasping.

. 5 )

 5 This heuristic function combines the two possible operations (rolling and reconfiguration) when estimating the cost required from current node n to goal node n g . The first part i.e. 2 • abs(l θ -l θg ) • |∆θ| represents the rolling operation, and the second part i.e. t r ({h i , h j , h k }) • g r represents the reconfiguration operation.

Figure 4 .

 4 4 illustrates an example, where a rolling operation is performed from n = [10 20 0 1] to n g = [15 25 0 6]. We can see in Figure 4.4,

F1Figure 4 . 4 -

 44 Figure 4.4 -Representation of "nu" case: (a)-(b) rotation of object only with finger 1 and finger 2. In such a case finger 3 not used in both configurations obtained a status h k ="nu"

Figure 4 . 5 -

 45 Figure 4.5 -Representation of "ar" case: (a) rotation starting with finger 1 and finger 2, (b) rotation ending with finger 1 and finger 3. In such a case finger 2 and 3 used in only one of the two configurations obtained a status h j = h k ="ar".

Final

  

Figure 4 . 6 -

 46 Figure 4.6 -Representation of "dp" and "ip" case (for finger 1): (a-b) starting from configuration (a), the final configuration (b) is reached by rolling only ("dp" case). (c-d) starting from configuration (c), the position of finger 1 after rolling is different from the final required location, the final configuration (d) is thus not reached by rolling only ("ip" case).

Figure 4 . 7 -

 47 Figure 4.7 -Representation of estimated steps for reconfiguration operations: (top view) desired orientation of the object and finger positions, (a) some initial rotation of the object, (b) addition of 3 rd finger, (c) removal of finger-1, (d) placement of finger-1 at its desired position, (e) removal of finger-2, (f) placement of finger-2 at its desired position, (g) removal of 3 rd finger which was added to carry out the steps from (d)/(b)-(g).

  lated and implemented to generate the finger trajectories for three objects with different curvatures in 3D space, i.e., Ellipsoid, Convex shaped object and Concave shaped object provided in Figure4.8, using 3 fingers with 9 µm diameter spherical tips. For the simulations, we have considered the physical properties of Silicon for all the fingers and the objects, a pull-off force of 1.5 µN[START_REF] Gauthier | Analysis and specificities of adhesive forces between microscale and nanoscale[END_REF], and a maximal grasping force of 30 µN. As described in Section 3.1, we propose to decompose the movement in 3 successive rotations as: R(z, θ 1 ) over XY plane P 1 , R(y, θ 2 ) over XZplane P 2 , and R(z, θ 3 ) over XY plane P 1 , respectively. The sampling of the objects along L 1 and L 2 has been done using Equation (3.7) (page 68) considering ∆θ = 20 • .

Figure 4 . 8 -

 48 Figure 4.8 -CAD model of the ellipsoid used to illustrate the finger path planning.

  (i.e. sequence of nodes) for the manipulation of an object. In this example, the search algorithm (A * ) is only considering a goal node n g = [1 44 0 4], which shows that the fingers used in the goal orientation should be Finger-1 and Finger-2, and a desired orientation should be (4 -1) • ∆θ. Since, the algorithm is only provided with the goal node, thus the algorithm chooses the initial node itself from the graph for an optimal path.

Figure 4 . 9 -

 49 Figure 4.9 -General representation of on-contact trajectory.

Figure 4 . 9 ,

 49 Figure 4.9, contains a sequence of 4 nodes from the initial orientation to desired orientation. We can see that, in the whole sequence, Finger-3 is not used, and the orientation index (l θ ) is continuous. Thus, the operation performed to manipulate the object from its initial orientation to the desired orientation is pure rolling.

Figure 4 .

 4 Figure 4.10 represents this manipulation operation, i.e. the first rotation of an ellipsoid object along z 0 .

Figure 4 . 10 -

 410 Figure 4.10 -Representation of first rotation's sequence: (a) grasping of the object, (b)-(e) rotation of 80 • , where rotational step (∆θ) is 20 • .

Figure 4 .

 4 Figure 4.11 represents some steps involved in the second rotation, where the current node n = [1 38 0 1] (Figure 4.11a), and goal node n g = [38 1 0 12] (Figure 4.11i).

Figure 4 .

 4 Figure 4.11i is performed in four major phases. The first phase is a half turn of the object, going from Figure 4.11a to Figure 4.11b, where the fingers are rolling on the object. The second phase is a sequence of finger gaiting in order to reach Figure 4.11f. In the third phase, the object reaches the final orientation

Figure 4 .

 4 Figure 4.11g in which finger-2 rolls to its final position I. The last phase is a second sequence of finger gaiting to place the finger-1 on point J and remove finger-3. This sequence is highly constrained by the adhesion. Indeed, in the case of 3 fingers

Figure 4 . 11 -

 411 Figure 4.11 -Example of a second rotation: (a) initial configuration, (b) configuration after a first object rotation of 180 • using finger rolling, (c) placement of finger-3, (d) moving finger-1,(e) moving finger-2, (f ) removing finger-1, (g) finger-2 on its desired place I after object rotation of 40 • using finger rolling (h) placement of finger-1 on its desired place J, (i) removal of finger-3.

. 9 )Figure 4 .

 94 Figure 4.13 shows the complete 3D rotation of an ellipsoid object.Figure 4.13a,b

Figure 4 .

 4 Figure 4.13 shows the complete 3D rotation of an ellipsoid object.Figure 4.13a,b represent the initial grasp of the object by finger-1 and finger-2, and its rotation on the object's z-axis of 80 • placing the finger-1 and finger-2 at intersecting points of L 1 and L 2 .Figure 4.13c represents the end of the second rotation of 220 • on

Figure 4 .

 4 13c represents the end of the second rotation of 220 • on the object's y-axis initializing from desired fingers grasp (intersecting points of L 1 and L 2 ) encompassing all the reconfigurational steps (some steps represented

Figure 4 . 12 -

 412 Figure 4.12 -Representation of third rotation's sequence in object's frame (2-D view): (a) grasping of the object, (b)-(f) rotation of 1000 • , where rotational step (∆θ) is 20 • .

Figure 4 .

 4 Figure 4.13d represents the end of the last rotation of 100 • on the object's z-axis starting from desired finger grasp. It is to be noted that in this example (ellipsoid object), the first and third rotations are executed directly by rolling (without any reconfiguration).

Figure 4 . 13 -

 413 Figure 4.13 -Representation of combined rotations: (a) initialization, (b) first rotation, (c) second rotation, (d) third rotation. The first and third rotations are obtained using rolling only without finger gaiting; the trajectory of the second rotation is detailed in Figure 4.11.

  • , it is always possible to come and replace the fingers to repeat the operation. In all the above mentioned works, the rotations performed in the gripper remain limited to 90 • and the objects handled remain relatively simple. These limitation of manipulation angle i.e. 90 • , and object shape i.e. simple, was overcomed by the proposed work of Seon et al. [1, 145, 16, 146]. Seon et al. proposed to dexterously

manipulate the micro-objects in a plane using three fingers (beams) by leveraging the impact of adhesive forces in his manipulation system. Through this method, large rotations of above 220 • were achieved for both simple and complex shaped object.

  4.1.3.c Principle of the Estimated reconfigurationEach element i.e., h i , h j and h k provides one of the four conditions in set H = {nu, ar, dp, ip} based on which fingers are used corresponding to i F 1 , j F 2 , k F 3

Table 4 .

 4 1 -Estimated number of reconfiguration t r in function of the non-ordered set {h i , h j , h k } for a path n -→ n g , considering a 2-fingered grasp n g and some examples considering the final node n g = [1 38 0 5].

	t r Calculation Table Examples: n -→ n g = [1 38 0 5]
	{h i , h j , h k } t r F used	n	h i h j h k	Ref.
	{ip,ip,nu} 6	2	11 63 0 1 ip ip nu

  • , and the rotational step is 20 • , thus the orientation index (l θ ) is 5. Now, the goal node n g is [1 38 0 5]. Since, there is no initial node n i defined, the algorithm will choose a node itself from the nodes of initial orientation, which provides an optimal trajectory for the goal node. Table4.2 provides a detailed trajectory, which contains the node sequence, value of path cost (g(n)), value of heuristic function (h(n)), and the total cost (f (n)).

Table 4 .

 4 2 -Fingers' Trajectories for the first rotation of the ellipsoid object in the presence of adhesion.

Table 4 .

 4 1 where both grasping finger can reached the final goal by direct rolling.It means that the number of estimated reconfiguration t r is null, and the heuristic function is only a function of the required rotation. In the second step, the node The next three operations are performed in the same way, and we see that the total cost (f (n)) remains the same. The reason behind such behaviour is that only the rolling operation is being performed, which means there exists a direct path through which we can achieve the desired manipulation.

	changes from [5 42 0 1] to [4 41 0 2], which indicated that a rolling operation has be
	performed, and here we see that the value of g(n) has changed from 0 to 40, this
	increase in the cost g(n) is the result of rolling operation, and the value of heuristic
	(h(n)) has decreased from 160 to 120. In such a case the heuristic (h(n)) perfectly
	estimates the future cost.

Table 4 .

 4 3 -Estimating the minimum number of reconfigurations (t r ) for all the six permutations of second rotation.

n n g {h i , h j , h k } t r Ref. Table 4.1

  We see that, in Table4.3 the value of t r varies from 4 to 6, and multiple possibilities has the same value of t r .

	1 0 38 12 {ip, ar, ar} 4	(c1)/(c2)
	0 1 38 12 {ar, ip, ar} 4	(c1)/(c2)
	1 38 0 1 38 0 1 12 {ip, ar, ar} 4	(c1)/(c2)
	38 1 0 12 {ip, ip, nu} 6	(a)
	0 38 1 12 {ar, ip, ip} 5	(b)
	1 38 0 12 {ip, ip, nu} 6	(a)

Table 4 .

 4 4 -Comparison of cost and time computations for Ellipsoid's second rotation. ‡ represents the time to generate path. t exe ris the number of reconfiguration in the optimal path. st , 2 nd , 3 rd and 5 th permutations are the same, despite the different number of estimated reconfigurations for the 5 th permutation. While, the number of executed reconfigurations (t exec Thus, the node that provides the optimal trajectory for sec-ond rotation to manipulate the ellipsoid object for 220 • is the 4 th permutation, i.e. n g = [38 1 0 12]. Table 4.5 represents the complete optimal trajectory from

	n	n g {h 1 0 38 12 {ip, ar, ar} 4	10	2240	10
		0 1 38 12 {ar, ip, ar} 4	10	2240	50
	1 38 0 1 38 0 1 12 {ip, ar, ar} 4	10	2240	78
		38 1 0 12 {ip, ip, nu} 6	8	1880	3
		0 38 1 12 {ar, ip, ip} 5	10	2240	48
		1 38 0 12 {ip, ip, nu} 6	12	2600	857
	In Table 4.4, we can see that the number of executed reconfigurations during the
	manipulation process is higher than the estimated reconfigurations. It illustrates
	the fact the heuristic does not overestimate the remaining cost. The executed
	reconfigurations (t exec			
					r	) and
	total cost (f (n)), for 4 th and 6 th permutations differs, despite the same number
	of estimated reconfigurations (t r ). We see that the 4 th permutation provides the
	optimal trajectory, having the lowest number of executed reconfigurations (t exec r	)
	i.e. 8, and lower total cost (f (n)) i.e. 1880. The time to generate the trajectories
	varies for each permutation, because of the different numbers of traversed nodes
	within the graph.				

i , h j , h k } t r t exec r f (n) T ime (s) r

) and the total cost (f (n)), for 1

Table 4 .

 4 5 -Fingers' Trajectories for the second rotation of the ellipsoid object in the presence of adhesion.

Table 4 .

 4 6 -Fingers' Trajectories for the third rotation of the ellipsoid object in the presence of adhesion.

Table 4 .

 4 7 -Impact of friction coefficient (µ: 0.1-0.5) on the number of admissible stable grasps (no. of nodes).

			Number of Nodes (in Millions)
	Object		With Adhesion Without Adhesion	Ratio:
			(nwa)		(nwoa)	nwoa/nwa
			µ ∈ [0.1; 0.5]	0.1	0.3	0.5	0.1 0.3 0.5
	Ellipsoid L 1 ;L 2	3.373	0.6325 1.527 2.020 19% 45% 62%
	Convex	L 1	40.65	12.35 21.14 26.32 30% 52% 65%
	Concave	L 1	134.4	16.96 31.25 43.68 13% 23% 33%
	Convex Concave	L 2	42.72	8.409 18.0 25.97 20% 42% 61%

Table 4 .

 4 8 -Comparison of the computation time to generate the finger trajectories for the objects presented in Figure 4.8; where θ i represents the i th rotation to be carried out for θ • , and "NPA" represents that No Path Available.
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It is also connected to a maximum of 3 2-fingers grasp node, representing the possible finger removing taking into account the criteria modelled in the finger reconfiguration (detachment) maps.

Considering these rules to build the edges between nodes, we get a full Graph(s) (G). A trajectory planner, presented in chapter 4, will explore the Graph(s) (G), to determine optimal trajectories. Since, the micro-object is manipulated through three individual 2-D rotations, three graphs (one for each rotation) will be considered and the optimal path in each rotation / each graph will be defined independently. (i) the three first coordinates are the index of the contact of each finger and the fourth is the index of the angular position. By convention, (i) if a finger is not used his index is null and (ii) the angular position index "1" is the initial configuration.

Heuristics h(n)

4.1.3.d Calculation of Estimated Reconfigurations t r

To estimate the total number of reconfigurations, we compute the minimum reconfiguration operations t r that are required to move from current node (n) to goal node (n g ). • (b) adding the Finger 3 somewhere;

• (c) remove one of the Fingers (e.g. Finger 1);

• (d) place Finger 1 on its final position;

• (e) remove Finger 2;

• (f) place Finger 2 on its final position;

• (g) remove Finger 3 to reach the final configuration.

Following the general principle described in the example on figure 4.7, the Table 4.1 defines this value t r for every possible case considering a 2 fingers final grasp.

The examples described in Table 4.1 enable to illustrate the general principle.

Let us take the first data (a), i.e., n = [11 63 0 1], and n g = [1 38 0 5]; for both used fingers (1 and 2), the output is "ip", and the third finger is not used in both current and final nodes ("nu" case). We are going to show that this case requires at least 6 reconfiguration operations (t r = 6) as:

• First, we have to add an unused finger, i.e., finger-3 to any admissible node, which corresponds to case (b);

Performance Analysis

In this section, we are analysing the performance of our methodology. The analysis is based on the parameters like friction coefficient, adhesion forces, that affect the manipulation process. We will also analyse the computation time.

Impact of Friction and Adhesion

The Friction and Adhesion between Object and Finger plays an important role during the manipulation process. These two parameters are modeled by the friction cone as studied in Section 3.2, and the object's equilibrium also depends on these parameters. Then through the equilibrium, we generate the Maps/Graph to plan the fingers' trajectories. Thus, these parameters are analysed to study their impact on the equilibrium and consequently on Maps/Graph. The impact is analysed by varying the value of friction coefficient for two cases: (i) when adhesion is taken into account for the manipulation purpose, and (ii) when adhesion forces are ignored.

Table 4.7 represents the impact of friction coefficient on the grasp stability (no. of nodes) when adhesion is considered and when it is ignored. The contact points are sampled on the lines L 1 and L 2 curves that represent the intersection of the object illustrated in Figure 4.8 (page 101) with the two considered rotation paths. The other parameters (finger radius, adhesion forces, and grasping forces) are constant. We see that in the presence of adhesion forces, the number of nodes generated are the same for different values of friction coefficient. However, in the absence of adhesion forces, the friction coefficient plays an important role in the stability. Indeed, the higher the friction coefficient, the higher the grasping possibilities.

As a conclusion, taking into account the adhesion in microscale induces a graph

G whose size is almost independent of the friction coefficient but whose size is significantly larger than without adhesion.

adhesion than with adhesion. Indeed, without adhesion, the reachable rotation with a grasping is limited by the friction cone and possible collision between fingers, when with adhesion the rotation is only limited by the second constraint.

Please note that the computation time is also impacted by the sampling strategy defined by the parameter ∆θ. A smaller ∆θ will enable to consider more values of rotations but will increase the number of Nodes and thus the computation time.

The third chapter provides an original method to manipulate the micro-objects in 3D, based on the manipulation through rolling without sliding and reconfiguration techniques for dexterous manipulation. We proposed the dexterous manipulation of micro-objects in 3D by decomposing the 3D rotations into three individual 2-D rotations. The way to decompose 3D rotations into three individual 2-D rotations is by introducing 2 orthogonal planes, that will project a 3D object (surface) into two planar objects (curves). The common point, obtained by such method, is only the two intersecting points of the projection on the 3D object. Without any doubt, this proposition induces some constraints on the manipulation process (as there is only one link between the two projections of 3D object i.e. intersecting points), and reduces the genericity of the manipulation approach. To tackle these constraints, we proposed: (i) the sampling method to generate the contact points on these two projections of object, which take into account the different parameters of manipulation system, (ii) the search algorithm A * that ensures the continuity of the manipulation so that the three individual 2-D rotation can be combined to form a complete 3D rotation. Moreover, we provided the background for physical modelling (grasp forces, and the contact model between object and fingers), discussed the equilibrium grasps with 2-fingers and 3-fingers, and detachment of one finger when 3-fingers are in contact and its impact. We analysed through examples that the Maps generated through equilibrium grasp (rolling, finger addition, finger removal) were insufficient to generate the fingers' trajectory for manipulation purpose, thus we also discussed a way to generate the Graphs from the Maps.

Chapter four dealt with the implementation and analysis of the fingers' trajectory planning and the important parameters that impact the manipulation process.

To generate the optimal fingers' trajectory, we have used the A * algorithm. The designed algorithm takes into account the specificities of microscale robotics (adhesion, friction), physical constraints (collisions), and the manipulation constraints The current technical era has evolved, as more and more functions are integrated, and the volume of devices (electronic, electrical, mechanical etc.) has decreased. This trend of miniaturization has opened an opportunity to design small-scale robots, that can manipulate these small objects for assembly. The current state-ofthe-art provides the planar dexterous manipulation of micro-objects of arbitrary shaped objects, while some spherical objects can be manipulated in 3D through teleoperation; taking into account the adhesion forces that exist at the micro and nanoscales. Due to the limitation of manipulation techniques at micro-scale, the applications are also very limited. However, there are many areas of applications where we require manipulating the micro-objects in 3D, like minimal invasive surgery, surface mounting of electronic components, and placement and assembling of mechanical components. Thus, our goal is to develop a system that can manipulate the micro-objects in 3D considering the physical specificities at microscale. There are many scientific challenges at small-scale robotics, that require the attention for their appropriate use and applications. This research focuses on one of these challenges is the "planning the finger trajectories" to dexterously manipulate the micro-objects. Direct extension from previous method i.e., planar dexterous manipulation to 3D would involve an exponential increase in computational complexity. Thus, we propose an approach that allows to plan for 3D dexterous in-hand manipulation with a moderate increase in complexity. The main idea is to decompose any 3D motion into three individual 2D rotations about specific axes related to the object. This approach induces some constraints on the manipulation process, thus to ensure that the three individual 2D rotations can be combined to form a complete 3D rotation, we also develop the search algorithm that complies with the manipulation constraints. In the last, we also analyse the impact of physical parameters (adhesion and friction coefficient) that affects the manipulation process. The developed method allows manipulating and orient the object (on which two orthogonal planes can be projected) in 3D, and have been validated through simulations.
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