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To better understand complex brain interconnections, 3-dimensional cell models have proven to be more physiologically relevant than 2-dimensional culture plates. Specifically, to mimic in vivo-like synaptic connections and activities, a recently developed experimental model known as spheroids -3D cell aggregations -have been used to study neuronal networks [1] [2] . However, existing models are large (>100 µm) and not amenable for live-cell 3D imaging at the single-cell resolution due to the diffraction and penetration limit of light. Here we combined a 3D in vitro model to investigate synaptic contacts with an imaging technique that allows monitoring dynamic events at synaptic level with high spatio-temporal and spectral resolution.

In this work, neuronal spheroids are formed in hydrogel templates with standardized sizes and shapes. These hydrogel-based templates are fabricated by a patterned UV projector system, a macromonomer, and a photoinitiator through a radical polymerization process. The result is a substrate with stiffness close to physiological conditions that enable the self-aggregation of neurons. Spheroids formed in these templates showed similar organization and biochemical characteristics to those previously reported. Neurons in the spheroids were selectively and sparsely transfected with fluorescent reporters. To perform live-cell 3D imaging of the model, we developed a novel spectral image scanning microscopy technique with optical sectioning and spectral resolution capabilities. A digital micro-mirror device generates point illuminations which allow optical sectioning using a discrimination algorithm. To generate multicolor images, a prism is employed to disperse emission light along its axis and collected by a fast CMOS camera. By colocalizing, summing, and spatial filtering, spectral image scanning generates an image with a spatial resolution of 350 laterally nm and 450 nm axially. Extended time-lapse imaging (20 hours) of neurons transfected with GFP and tdtomato highlights the ability of the Spectral ISM for 3D live-cell imaging. The combination of a DMD-based Spectral ISM with hydrogel templates shows great potential for further investigations of human brain cells at the level of synapses in a 3D environment using induced pluripotent stem cells.

Résumé

Les modèles cellulaires tridimensionnels se sont avérés plus pertinents sur le plan physiologique que les plaques de culture bidimensionnelles. Plus précisément, pour imiter les connexions et les activités synaptiques de type in vivo, un modèle expérimental récemment développé, connu sous le nom de sphéroïdes -des agrégations de cellules en 3D -a été utilisé pour étudier les réseaux neuronaux [START_REF] Letellier | Differential role of pre-and postsynaptic neurons in the activity-dependent control of synaptic strengths across dendrites[END_REF] [2] . Cependant, les modèles existants sont de grande taille (>100 µm) et ne se prêtent pas à l'imagerie 3D de cellules vivantes à la résolution d'une cellule unique en raison de la limite de diffraction et de pénétration de la lumière.Nous avons ici combiné un modèle 3D in vitro pour étudier les contacts synaptiques avec une technique d'imagerie qui permet de suivre les événements dynamiques au niveau synaptique avec une haute résolu- 

Introduction

The human brain is by far the most complicated structure that we have yet discovered in the universe. Every movement, thought, and memory we have can be examined and studied at the level of individual neurons and may help us to understand these questions: How does our brain develop throughout our life? How does each brain cell communicate, and how is this communication modified through learning and memory formation? And finally, how does this communication undergo changes in diseases? We have not entirely answered these questions but have learned a great deal through advanced electrophysiology, microscopy, and biochemistry. In the last two decades, one of the main interests of neuroscientists has been to answer the question " How do each brain cell communicate and what are the underlying mechanisms?" The nervous system functions by transmitting signals throughout brain regions. Within a mature nervous system, cells are interconnected in highly complex Three-Dimension (3D) networks. Every connection in this entangled and dynamic system can be associated with learning and memory formation. Understanding this interconnectivity and how it tunes throughout life may provide deep insights into the pathophysiology of neuronal functions and disorders. While great efforts have been devoted toward the morphofunctional study of nervous systems, understanding of mechanisms underlying learning and memory storage remains limited. Further progress, is restricted, amongst others, by two main limitations: 1) a neuronal model that first, mimics tissue-like behavior, structure, and microenvironments, and is amenable for microscopy imaging with a high spatio-temporal resolution that captures all the activities at the synaptic level. 2) A microscopy tool Figure 1.1: Interconnections of two neurons in CA3 region of rat organotypic hippocampal slice cultures ex vivo fixed after expression. Neurons transfected with GFP and tdtomato using single-cell electroporation (SCE) technique by selectively inserting the DNA plasmid into neurons in the tissue with the help of micropipettes. Images are taken by a confocal microscope adapted From [START_REF] Letellier | Differential role of pre-and postsynaptic neurons in the activity-dependent control of synaptic strengths across dendrites[END_REF] . that allows live-cell imaging of neuronal structures in 3D with multiple fluorophores to trace individual neurons and their contacts with distinctive colors. SCE used in organotypic slices allows the investigation of individual neurons instead of seeing a bulk of fluorescent tissue that would arise with global transfection like that seen with viral transfection. This image illustrates one of the closest ex vivo models that mimic the in vivo environment, in order to study synaptic contacts in-depth and at high resolution. However, the limitations of this remain challenging. There is no model that easily combines with an established imaging technique that allows in vivo-like neuronal observation with the highest possible resolution to resolve synaptic contacts and their alterations over time ranging with a temporal resolution of a few minutes to capture 5D (x,y,z, time, color) image data over several hours or days. My PhD thesis aimed to develop an in vitro neuronal model and an imaging technique that increases the capability of current technologies to perform 3D multicolor live imaging of neuronal contacts growing in physiological environments.

Various models have been introduced and used to understand neuronal communication including, animal models (in vivo), tissue culture (ex vivo), Two-Dimension (2D), and more recently 3D culture (in vitro). While in vivo and ex vivo are widely used, their high physiological relevance comes at the cost of technical challenges in observation and genetic manipulation. In addition, they are primarily Murine-based and do not fully reflect human physiology. 2D monolayer cultures, on the other hand, are commonly used across diverse cell types because they are easy to use, cost-effective, and robust. Moreover, they are easy to observe and measure under the microscope. However, 2D culture models are generally inadequate in mimicking specific physiological features due to insufficient cell-cell and cell-Extracellular Matrix (ECM) interactions. To bridge the gap of having a more physiologically relevant system and also amenable for microscopy imaging (Figure 1.2), cell-based 3D in vitro models have been extensively explored in the recent past. These findings suggest that compared to 2D cultures, 3D cultures give more complex environments and tend to be more informative and predictive of native-tissue behaviors [2] [3] .

They also have the capacity to tune and become compatible with optical imaging techniques for real-time observation. Moreover, human induced Pluripotent Stem Cells (iPSC)-derived 3D cultures not only can broaden our understanding of the Figure 1.2: Challenges in models of the central nervous system and microscopy techniques. This triangle of compromise suggests that in optical microscopy a tradeoff exists to choose between, optical sectioning of 3D structures, image in-depth, and high sensitivity to generate images. Sparse labeling brings another challenge to the system to perform simultaneous multicolor imaging. From 2D to animal models highlight the limitations for imaging and observation. 3D in vitro models attempt to provide physiological relevance while versatility for observations in real-time. morphofuncionality of human brains but also can shape the future of neurodegenerative medicine.

Various 3D in vitro systems have been developed with the ability to mimic in vivo functionality and cellular composition of Central Nervous System (CNS) [START_REF] Boutin | A three-dimensional neural spheroid model for capillary-like network formation[END_REF] [3] [5] [START_REF] Tang-Schomer | Bioengineered functional brain-like cortical tissue[END_REF] .

Among those, organoids [3] [7] [START_REF] Jo | Midbrain-like Organoids from Human Pluripotent Stem Cells Contain Functional Dopaminergic and Neuromelanin-Producing Neurons[END_REF] and spheroids [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] [START_REF] Boutin | A three-dimensional neural spheroid model for capillary-like network formation[END_REF] are the common established models and have been generated with different protocols to bring opportunities for neuroscientists to study brain physiology and pathology in early development. Despite increased efforts to optimize these 3D structures, there are still challenges in order to deeply and dynamically access cellular features due to the physical limits in optical microscopy tools.

The discovery of genetically encoded fluorescent markers [START_REF] Chalfie | The 2009 Lindau Nobel Laureate Meeting: Martin Chalfie, Chemistry[END_REF] coupled with fluorescent microscopy has become indispensable tools for live-cell imaging and extended our ever-growing comprehension of how our brain cells are interconnected and how these connections are tuned over time; processes that are not readily accessible with other tools (e.g. electrophysiology) except through high-resolution imaging. Conventional microscopes, however, are inherently 2D imaging tools. Specialized technologies are therefore required for generating 3D images due to the diffraction of light.

Light can be diffracted, reflected, refracted, or scattered by optical inhomogeneity in living tissues (membrane, nucleus, and other organelles). This light-matter interaction is doubly troubling; the divergence of light can be detected as a bright background, and light scattering (and absorption) reduces the intensity of light, resulting in faint beam arrays, especially in thick and opaque tissues such as seen in brain slices. The first obstacle concerning thick specimens is to remove unwanted fluorescent light from planes other than the plane of interest (in-focus plane). This capability can be achieved through physical (a pinhole in a confocal microscope), intrinsical (two-photon absorption in two-photon microscopy), and computational (spatial filtering in image scanning microscopy) optical sectioning microscopies. Another major set of challenges for 4D (live-cell 3D imaging) is the speed of acquisi-tion and photodamage that may accompany the generation of 4D images. Reducing photodamage requires fast acquisition with minimal light exposure. The speed of acquisition depends on the sensitivity of the detector to capture the fluorescent and then the efficiency of the image processing and reconstruction.

Here have placed tremendous multidisciplinary efforts on developing microscopy techniques that perform beyond their limits (e.g., super-resolution and optical sectioning microscopy techniques). Yet, a trade-off between optical sectioning, imaging in-depth, and sensitivity must be made. Adding to the current challenges, the ability of the system to simultaneously image multiple fluorophores is crucial to readily visualize neuronal contacts sparsely and collectively so that contacts of individual neurons are visually discriminated (Figure 1.2-top). Altogether, the ideal neuronal model and imaging system would generate high spatio-temporal resolution 5D images (3D, real-time, simultaneous multicolor) of neuronal contacts in a physiologically relevant system in a user-friendly manner.

My Ph.D project aims to offer a combination of a 3D-engineered neuronal model compatible with a novel microscopy technique to overcome time-lapse 3D multicolor imaging of neuronal structures to reveal neuronal contacts and remodeling in a more physiological environment to recapitulate in vivo conditions.

Chapter 2 3D Engineered In Vitro Synaptic

Models

Neuronal cell models (cell and tissue culture, animal, and engineered culture models) and their characteristics are introduced by two main aspects: How physiologically relevant they are for studying neuronal contacts and remodeling and how adaptable they can be for performing optical imaging in real-time. Here I state the rationale for optimizing 3D in vitro models by addressing the challenges in studying synaptic remodeling and interlinking. Then we categorize neuronal models for such studies and their limitations in physiological aspects, measurements, and observations. The focus will be 3D in vitro platforms that compromise between a more physiological system and the versatility to fabricate, observe, and manipulate. Two established central nervous systems (CNS) models, namely spheroids and organoids, are assessed with their strengths and weaknesses and why we choose one over the others. The generation of spheroids leads us to the hydrogel-based templates and chemical and physical properties of hydrogel in the scope of cell culture and hydrogelbased templates. Finally, we propose an approach to fabricating hydrogel templates and the characteristics of this 3D synaptic model of dissociated neurons.

Neurons and Synapses

Neurons are highly specialized cells that come in several shapes and sizes, depending on their functions. They all have a prominent cell body or soma, which gives rise to the neurofilaments (axons) and branch-like structures (dendrites) responsible for communication throughout the nervous system. Dendrites receive signals from neighboring axons and send them to soma. Neuronal interconnections occur at anatomically identifiable cellular regions called synapses.

The axons typically have branches at their end with tips called terminal buttons that form pre synapses. Dendritic branches form small protrusions known as spines and form the postsynaptic elements at most synapses in the brain. Synaptic transmission is recognized by two main modalities, namely, chemical and electrical synapses [START_REF] Pereda | Electrical synapses and their functional interactions with chemical synapses[END_REF] .Figure 2.1 illustrates the coexistence of chemical and electrical synaptic transmission at the synaptic level. Chemical synapses refer to the release of a neurotransmitter from one neuron and the detection of the neurotransmitter by the neighboring neuron whereas in electrical synapses cells are directly in contact with a gap junction.

The chemical synaptic transmission process starts with an action potential that triggers the entry of calcium into the neuron. This elevation of Ca 2+ is recognized by calcium-sensing receptors, followed by vesicle fusion of the synaptic membrane to release neurotransmitters into the synaptic cleft. Then neurotransmitter molecules diffuse across the synaptic cleft and bind to their specific postsynaptic receptors. This process plays a critical role in synapse formation and signal transduction during neuronal development and growth. [START_REF] Pereda | Electrical synapses and their functional interactions with chemical synapses[END_REF] .

Scientists have grouped synapses according to the action of the neurotransmitter release. Namely, neurotransmitters can have either excitatory effects that promote the generation of an action potential in the postsynaptic cell or have inhibitory ef-fects that help to drive the membrane away from the action potential threshold. A balance between inhibition and excitation of synapses is essential to ensure effective communication processes in the brain and underlies spontaneous firing and/or responding to sensory inputs [START_REF] Zhou | Synaptic E-I Balance Underlies Efficient Neural Coding[END_REF] 

Synaptic Remodeling and Plasticity

For a long time, people used to believe that as human ages, the interconnection in the brain is fixed and no longer changing. It turns out that our nervous systems are constantly evolving through learning and memory formation. This evolution is due to the reversible physiological changes in synaptic transmission. Within a mature nervous system, nerve cells are extensively interconnected in an entangled and dynamic network.

The ability of the brain to rewire and change these connections is called plasticity which is associated with learning and memory formation.

For a memory to persist, these changes must be either stabilized or consolidated.

The reversible alterations are associated with short-term memory and the persistent changes are linked to long-term memory. The Hebbian theory states [START_REF] Morris | The Organization of Behavior[END_REF] :

"when two neurons are repeatedly active at the same time, some growth occurs between them such that, at a later point in time, activity in one leads to activity in the other "

The study of plasticity and neuronal connections involves morphological and functional changes in neurons at the level of synapses. The latter is typically investigated through electrophysiology (e.g., patch-clamp) when neurons are communicating through electrical and chemical signals. Structural plasticity is studied using time-lapse imaging that shows the dynamic picture of spines and changes in their number and architecture; they can form, enlarge, shrink, and retract in response to different sensory experiences, across developmental stages, and in various learning paradigms.

Structural changes associated with learning can be induced through three ap-proaches. One way is by studying live animals and the natural learning process.

Another way is through long-term potentiation (LTP) which is a form of plasticity that can be artificially induced by electrical stimulation (e.g., patch clamp).

The third approach is to investigate, in vitro structural plasticity during the early stage of development in neurons [START_REF] Lamprecht | Structural plasticity and memory[END_REF] . For instance, live-cell observation of neurons transfected for PSD-95 fluorescent protein, a major scaffold protein of postsynaptic densities, revealed that the formations, eliminations, and remodeling of this postsynaptic protein can occur on the time scale of minutes to hours [15] [16] . This suggests that long-term imaging of this event gives an insight into the morphofunctional changes over time leading to understanding better how neurons communicate in health and disease. For instance, neurite and synapse pruning have been observed

in psychiatric disorders like schizophrenia spectrum disorders. [START_REF] Penzes | Dendritic spine pathology in neuropsychiatric disorders[END_REF] .

The diversity and complexity of brain cell types are far beyond the diversity and complexity of the rest of the body combined. Each region of the nervous system (e.g., hippocampus, cortex, and spinal cord) has its variety of cell types and functions, challenging the quest for closely predictive neural models.

To study the highly dynamic synaptic interconnection events, diverse model systems are used; ranging from animal experimentations to ex vivo and in vitro models.

The ideal system for investigating synaptic interlinking and plasticity should be 1) physiologically relevant and can recapitulate what occurs in the human brain 2)

amenable for live-cell microscopy imaging with the ability to resolve the contacts in 3D 3) amenable for further genetic and experimental manipulations (e.g. optogenetics, electrophysiology). The ultimate goal is to look at connections between synapses deeply, dynamically, and as precisely as possible.

Models for Synaptic Contacts and Remodeling

The history of cell culture dates back to 1885 when a German zoologist, Wilhelm Roux, for the first time, maintained a portion of the medullary plate of a chick He observed the development of fibers in nerve cells of frog embryos by placing them in a drop of frog lymph -a technique that microbiologists were widely employing to study bacteria [START_REF] Harrison | Observations on the living developing nerve fiber[END_REF] . Despite the additional work of Leighton who maintained the native tissue-like architecture by using gelatin sponges [START_REF] Leighton | A sponge matrix method for tissue culture; formation of organized aggregates of cells in vitro[END_REF] and following modifications by generating cellular aggregations of embryonic cells [START_REF] Moscona | THE DEVELOPMENT IN VITRO OF CHIMERIC AGGRE-GATES OF DISSOCIATED EMBRYONIC CHICK AND MOUSE CELLS[END_REF] , the 3D culture approach did not become popular as the simplicity of 2D culture dishes for studying cells became standard. In 1887, Petri dishes used in the Robert Koch lab [START_REF] Petri | Eine kleine Modification des Koch'schen Plattenverfahrens[END_REF] became the preferred method to maintain mammalian cells and have been used ever since.

In Vivo and Ex Vivo

Live animal experimentations are typically conducted on rodents' brains for investigations including but not limited to, basic functions, drug discovery [START_REF] Schultz | Evaluation of drug-induced neurotoxicity based on metabolomics, proteomics and electrical activity measurements in complementary CNS in vitro models[END_REF] and cognitive and behavioral neuroscience [START_REF] Christopher Choy | Cognitive behavioral markers of neurodevelopmental trajectories in rodents[END_REF] . In vivo rodent models are perhaps the closest biological models used today for research and therapeutic approaches aimed at humans. However, with regard to imaging, it is technically challenging and sometimes impossible to monitor the animal under study due to the optical limitations of in-depth penetrations and resolution. To access and monitor live animals there are different approaches such as open skull windows, thinned skulls, and microendoscopic probes. Besides the laborious and invasive surgeries, these approaches may compromise cellular physiology and induce immune reactions or inflammatory reactions [24] [25] . It has been shown that rodent studies, especially in drug discovery, may be a poor predictor of the human body and physiology [26] [27] . Moreover, ethical consideration concerning the use of animals in scientific experiments and medical science research has long been a topic of intense ethical debate. With the advancements in medical research and technology, the number of animals sacrificed in research has increased. Currently, the policies and regulations focus on balancing the benefit of achieving knowledge, and the pain animals are subjected to during the experiments. These regulations include designing meaningful consequential research that may help with the replacement, refinement, and reduction of animal use in the experimentations [START_REF] Edmondson | Three-Dimensional Cell Culture Systems and Their Applications in Drug Discovery and Cell-Based Biosensors[END_REF] . An alternative to animal experiments is a model generated from humans and exhibits human cells to elucidate cellular physiology and anatomy. Human Stem cell technology has shown great potential in delivering more physiological relevant answers and may decrease the need for animal experimentation, if not all, in in vitro experimentations. This makes the in vitro platforms advantageous to create cellular models generated from human cells.

Alternatively from in vivo models, ex vivo has been widely adopted and has proven to be experimentally easier to manipulate [START_REF] Lavail | Postnatal development of the mouse dentate gyrus in organotypic cultures of the hippocampal formation[END_REF] . Organotypic slices are brain slices of 100-400 µm thickness, which can be kept in culture for several weeks. This model is the closest to in vivo, as it preserves the organization, architecture, and microenvironments of the native tissue, which allows the identification and manipulation of defined neurons and synapses. However, there is a significant loss of brain function once the tissue is removed from the body [START_REF] Humpel | Organotypic brain slice cultures: A review[END_REF] . Another drawback in the use of brain slices is that to maintain the slice in culture for several weeks, it is imperative to obtain tissue thickness around 350 µm which may arise challenges for imaging in depth. Moreover, the natural opaqueness of brain tissue has traditionally limited observations using microscopy techniques in live imaging. Due to the different refraction indexes (RI) of cellular components, the light traveling through the sample is absorbed and scattered. Thus, a brain slice can be efficiently imaged with a thickness limited to 150 µm using confocal microscopy (This can increase up to 1 mm using non-linear absorption techniques such as two-photon microscopy).

Modalities with single-cell resolution often require mechanical slicing into thin sections which results in tissue distortions and hinders the accurate reconstruction and quality of the 3D volumetric images. Imaging deep brain structures connectivity using light microscopy was historically only possible by histological sectioning and more recently has been combined with tissue clearing assays [START_REF] Richardson | Clarifying Tissue Clearing[END_REF] . Reducing optical mismatches between the cellular compartments significantly improves the optical transparency in the biological samples. This can be done in a fixed sample through various tissue optical clearing methods to homogenize the scattering throughout a sample and increase the transparency of the tissues. Therefore, live-cell imaging of tissue cultures is hampered and limited cultured tissue application mostly to fixed brain slices.

Extending to The Third Dimension In Vitro

Maintaining the cell's functionality is not only limited to keeping them fed and uncontaminated, surrounding environments impact their behaviors quite dramatically. Every organ has an ECM with unique composition and a complex 3D architecture. All the cells in native tissues interact with adjacent cells and their environments through biochemical and mechanical cues and maintain it in health, remodeling them in disease [START_REF] Pampaloni | The third dimension bridges the gap between cell culture and live tissue[END_REF] . Thus, the complex surrounding cells (stromal cells) and macromolecules as well as the extracellular matrix play roles in tissue and organs' functionality and optimal cell behavior. The ECM composition and stiffness play an important role in the health of cells. For instance, metastatic cancer cells (lung, breast, and pancreas cancer) change their stiffness to mechanically adapt to ECM and are more than 70% softer than healthy cells [START_REF] Cross | Nanomechanical analysis of cells from cancer patients[END_REF] . Another example to highlight the importance of the ECM for brain cells is that the ECM of the nervous system has a distinct structure and composition, such as hyaluronic acid (the most abundant), tenascins, fibrous proteins, Reelin, integrin ligands (other components like collagen and laminin are less abundant in the brain compared to other organs) with a low elastic modulus (from 110 Pa to 1 kPa). A stiffer environment than natural (i.g., Petri dishes of 1 GPa) leads to abnormal neural cells differentiation, proliferation, and migration. Similarly, matrix porosity influences cell migration and metabolic efficiency as large pore sizes enhance nutrient and oxygen flow [34] [35] .

During development and throughout life, these ECM provide cues that promote synaptic plasticity and maintain the homeostasis of neural circuitries [36] [37] . On the contrary, cells growing on the stiff 2D substrate have nonphysiological stiffness that does not fulfill the biochemical functionality of native tissues. It has been shown that many biological responses such as morphological characteristics [START_REF] Von Der | Relationship between cell shape and type of collagen synthesised as chondrocytes lose their cartilage phenotype in culture[END_REF] , proliferation, differentiation [START_REF] Petersen | Interaction with basement membrane serves to rapidly distinguish growth and differentiation pattern of normal and malignant human breast epithelial cells[END_REF] gene and protein expression [START_REF] Luca | Stoecklein. Impact of the 3D Microenvironment on Phenotype, Gene Expression, and EGFR Inhibition of Colorectal Cancer Cell Lines[END_REF] , response to stimuli, drug metabolism [41] [42] , and general cell function [START_REF] Chen | Geometric Control of Cell Life and Death[END_REF] differ significantly from those in the original organ or tissue, when using 2D stiff culture templates. Therefore, these stiff flattened 2D substrates may lack predictive values for preclinical cell-based drugs, toxicity screening assays, and morphofunctional study of cells. Despite their lack of accurate prediction, 2D cultures are amenable to all microscopy imaging techniques as well as cell-biology manipulations. While there is no substitute for the low cost and simplicity of 2D cell culture studies or the complexity provided by in vivo systems, 3D in vitro tissue modeling is to fill in the gap that exists between the 2D in vitro and in vivo approaches: to provide human-relevant information that is highly reproducible with control over observation and manipulations. On one hand, 3D cell culture models fill the gap for the lack of complexity and physiological relevance of 2D culture. On the other hand, they can be engineered to increase the versatility of manipulations and observations. The emergence of in vitro 3D cellular platforms along with the isolation of human-derived stem cells and hiPSCs created exciting opportunities for neuroscience communities to develop human models of CNS [44] [45] . and Oliver Smithies [START_REF]Gene Modification in Mice[END_REF] . A few years later, in 2012, Shinya Yamanaka and John Gurdon were co-recipients of the Nobel Prize in physiology and medicine for discovering Induced Pluripotent Stem Cells (iPSC), converting mature cells into stem cells [START_REF] Takahashi | Induction of Pluripotent Stem Cells from Mouse Embryonic and Adult Fibroblast Cultures by Defined Factors[END_REF] . This turning point has provided a promising approach for investigating and modeling human physiology and pathology. The iPSCs are somatic cells with the co-expression of pluripotency-related transcriptional factors. These induction factors convey pluripotency and convert them to pluripotent stem cells. The factors involved in inducing pluripotency are Oct3/4, Sox2, Klf4, and c-Myc (OSKM)

and play an essential role in gene regulatory network GRN in early development.

By introducing the combination of these transcription factors into somatic cells, the pluripotency, proliferation, and dormant differentiation characteristics of cells are maintained similarly in embryonic stem cells [48] [49] . This leads to the "reprogramming" of an already differentiated cell into cells with the potential to renew themselves and the ability to differentiate into cell types from all three germ layers [START_REF] Okita | Generation of germline-competent induced pluripotent stem cells[END_REF] (Figure 2.2). Discovery of stem cells, and especially iPS cells have received widespread attention in four major fields; regenerative medicine [START_REF] Dakhore | Human Pluripotent Stem Cell Culture: Current Status, Challenges, and Advancement[END_REF] , disease modeling [START_REF] Singh | Stem Cells Applications in Regenerative Medicine and Disease Therapeutics[END_REF] and treatment [START_REF] Moradi | Research and therapy with induced pluripotent stem cells (iPSCs): social, legal, and ethical considerations[END_REF] , and drug discovery [START_REF] Farkhondeh | Induced pluripotent stem cells for neural drug discovery[END_REF] . The iPSC discovery later led to the creation of models known as mini-brains or brain organoids, generated from human stem cells. These specialized organoids highly mimic cellular organization and morphogenesis of the brain and are used in disease models and morphofunctional studies of cells [55] [7] [56] [START_REF] Eiraku | Self-organizing optic-cup morphogenesis in three-dimensional culture[END_REF] .

Engineered 3D In Vitro Models

To study the CNS various 3D in vitro culture systems, such as engineering-based models [5] [6] , organoids [3] [7] [START_REF] Jo | Midbrain-like Organoids from Human Pluripotent Stem Cells Contain Functional Dopaminergic and Neuromelanin-Producing Neurons[END_REF] , and spheroids [58] [8] have been used and appreciated for their ability to generate neural tissue structures that can recapitulate native tissues' microenvironment and organization. These techniques offer the ability to incorporate diverse cell types and materials that promote physical and biochemical cues. Three-dimensional culture systems can be grouped into two main categories of scaffold-based and scaffold-free assays (see Figure 2.3). Scaffold-free 3D culture technology takes advantage of a natural self-aggregation [START_REF] Whitesides | Self-Assembly at All Scales[END_REF] of cells into sphere-shaped cell assembly. The most common scaffold-free technique to fabricate sphere-shape aggregations is to use low adhesion plates with ultra-low attachment coating that prevents cells from adhering onto the surface, therefore, allowing the cells to aggregate and form cellular assemblies. Besides their simplicity, these techniques provide spheroids of different sizes, depending on the initial number of cells, and show relative oxygen and nutrient gradients like in tissues. Hanging drop microplates is another common technique to grow cells in a 3D scaffold-free manner.

In this method, cell aggregation is promoted using surface tension and gravitational force and has been primarily used for therapeutic application and cytotoxicity studies [START_REF] Banerjee | Application of hanging drop technique for stem cell differentiation and cytotoxicity studies[END_REF] . However, due to the small volume of the medium, the risk of evaporation can potentially affect the osmolarity of the culture and the viability of the cells.

Another approach to fabricating 3D culture is by using spinner culture or rotating vessels (spinner flask) in which the self-assembly occurs by stirring or rotating the culture vessel. Similarly, perfusion bioreactor technologies prevent cell adhesion by creating a microgravity environment providing controlled delivery of nutrients and biomimetic stimuli. However, the main disadvantage of these techniques is the need for many optimizations of culture conditions to obtain uniform spheroids to enhance reproducibility [START_REF] Langhans | Three-Dimensional in Vitro Cell Culture Models in Drug Discovery and Drug Repositioning[END_REF] . Microfluidic systems, so-called Organ-on-Chips, are among techniques that optimize oxygen and nutrient flow, waste removal, pH, and temperature thanks to their diffusion process-allowing the cell to contact fresh medium in a controlled environment [62] [63] . Microfluidic systems suffer from the variability of the spheroids and low standards throughput. Moreover, designing the most efficient protocol requires rather complex pieces of equipment (external pumps, tubing, etc.).

Despite the significant evidence behind the values and importance of 3D cultures, there are currently few 3D CNS tissue models for investigating neuronal contacts.

However, techniques being used in other fields can be borrowed and optimized and serve as 3D in vitro synaptic models. Two established systems for neuronal tissue are known as spheroids (or neurosphere) and brain organoids. These two techniques for 3D aggregations of CNS cells have been explored in the recent past.

Brain Organoids

Organoids are organ-like multicellular 3D structures that demonstrate a high level of complexity and physiological relevance. These self-organized 3D microstructures are typically generated from Adult Stem Cells (ASC), embryonic (Embryonic Stem Cells (ESC)), or induced pluripotent stem cells (iPSC) which gives the ability to self-renew sustainable culture and give rise to cells of different organs [START_REF] Lancaster | Organogenesis in a dish: Modeling development and disease using organoid technologies[END_REF] [64] [START_REF] Clevers | Modeling Development and Disease with Organoids[END_REF] . In recent decades, many methods have been developed to generate and maintain these structures, helping our understanding of the functionality of human organs by using human stem cells. Organoids are typically maintained for long times, months, to even a year. To generate 3D aggregations typically the stem cells are cultured and differentiated into the cell types of interest, then they are transferred into Matrigel droplets to promote expansion. To grow organoids beyond the limit of oxygen and nutrient diffusion experiments use agitation bioreactors (Figure 2.4-H-top). Yet, the core region tends to necrotically suffer due to inadequate oxygen and nutrients, leading to cell death [START_REF] Hopkins | Kaplan. 3D in vitro modeling of the central nervous system[END_REF] . Organoid culture has been described and improved for a variety of other organs such as lung, intestine, prostate, and kidney [67] [65] . Brain organoids exhibit fundamental features of human tissues [2] [7] [56] [START_REF] Eiraku | Self-organizing optic-cup morphogenesis in three-dimensional culture[END_REF] and were introduced by Lancaster and Knoblich (2014). They used pluripotent stem cells which gave insight into the structure of the early embryonic central nervous system (Figure 2.4-H-bottom) Organoids are particularly appealing and useful for disease models and patient-specific therapeutic approaches [68] [55] . Despite their potential to mimic human pathophysiology, these 3D self-assemblies suffer from several shortcomings.

The primary drawback includes their low throughputs and reproducibility. This is a result of their spontaneous formation of aggregations with no control over the size and shape of the structures. Furthermore, these structures lack some features essential for the physiological functions of the CNS, such as vascular perfusion, immune cells, and mechanical cues [69] [70] . More importantly, with regards to imaging, organoids face the same challenges as tissue cultures [55] [7] . Microscopy imaging of CNS organoids has been performed only through thin slicing of them combined with immunohistochemistry assay and revealed their potential to mimic cellular organizations and morphology of the brain. Their greater potential is yet to be explored using 3D live-cell microscopy imaging. However, this is yet to be realized as the organoids are large (>1 mm) which perpetuates light penetrations and thus the image quality of the structures.

Figure 2.4: 3D in vitro models of CNS. A) Organotypic hippocampal slice cultures [START_REF] Miller | Effects of Blast Overpressure on Neurons and Glial Cells in Rat Organotypic Hippocampal Slice Cultures[END_REF] B) cross-section of human organoids [2] C) Cortical spheroid [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] . D) 2D culture of human neurons [START_REF] Ravin | Blast shockwaves propagate Ca2+ activity via purinergic astrocyte networks in human central nervous system cells[END_REF] E) hippocampal and cortical engineered tissue generated from spheroids (Co) ad hippocampal (Hip) neurospheres are, previously formed in a PDMS micro-area, collected in a millimeter-sized PDMS mold to generate neural building showing neuronal connections. The bottom 3D time-lapse images illustrate the morphology of spine-like structures in the dendrite of GFP -actin-transfected neurons treated with IMARIS software [START_REF] Kato-Negishi | Millimeter-Sized Neural Building Blocks for 3D Heterogeneous Neural Network Assembly[END_REF] . F) (Top) Schematic of PDMS microareas and collagen fibers. (bottom) The 3D neuronal network formed on multielectrode arrays shows the direction-controlled neurites between two somata areas [START_REF] Odawara | A three-dimensional neuronal culture technique that controls the direction of neurite elongation and the position of soma to mimic the layered structure of the brain[END_REF] . G) Cortical neurons form spheroids in agarose hydrogel arrays and grow processes [START_REF] Boutin | A three-dimensional neural spheroid model for capillary-like network formation[END_REF] H) (Top) Schematic culture of organoids generated from HiPC cells followed by bright-field images of each step. (Bottom left) Sectioning and immunohistochemistry of neuroepithelial tissues in spinning and stationary suspension [2] . Scale bar = A) 500 µm, B) 10 µm C) 100µm, F) 50 µm, H) 200 µm.

Neuronal Spheroids

Spheroids are spherical cellular units that can be single cells or multiple cell types.

They should have viable cells that allow cell-cells, cell-matrix interaction, and biomechanical properties to achieve a level of biomimicry. Spheroids are self-assembled structures formed by either spontaneous or forced assemblies in the form of spheres.

Scaffold-free approaches generate spheroids by natural processes (microenvironment, ECM, growth factors, etc.) that mimic embryogenesis, morphogenesis, and organogenesis. In the scaffold-based method, cells are plated on a surface (planar, cavities, etc.) which inhibits cell adhesion and therefore, promotes forming clusters in suspension without exogenous materials. In both approaches, cells undergo spontaneous self-assembly in response to the cue they generate. While spheroids are less complex compared to organoids in mirroring tissue-like structures due to a lack of clear organization, they recapitulate better in vivo morphology and functionality compared to 2D cultures. Spheroids composed of brain cells are also known as neurospheres. These self-aggregations secret their own ECM and therefore create and maintain a native-like surrounding matrix [START_REF] Zhuang | 3D neural tissue models: From spheroids to bioprinting[END_REF] . The neurospheres generated by stem cells provide valuable systems for studying neurogenesis and neural development.

In the recent past as the most advanced technique, microwell arrays have attracted remarkable attention. Since seeding cells is simple and each well has geometrical uniformity, a uniform-sized neurosphere is generated without any external stimulations. Dingle and colleagues created neuronal spheroids of rat neonatal cortical cells using micro-molded agarose wells. Remarkably, after 14 Day In Vitro (DIV), electrophysiology experiments showed that neurons within the spheroids were electrically active which proved that spontaneous postsynaptic currents observed in the synaptic network of neurons also reside in spheroids (Figure 2.4-C and G). The arrays of neurosphere can be generated by methods such as microwell arrays from micropatterned agarose [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] and Polydimethylsiloxane (PDMS) micro-areas [START_REF] Kato-Negishi | Millimeter-Sized Neural Building Blocks for 3D Heterogeneous Neural Network Assembly[END_REF] [75] [START_REF] Seok | Networked neural spheroid by neuro-bundle mimicking nervous system created by topology effect[END_REF] .

These hydrogel templates are popular ways to create arrays of spheroids because of their capability to fabricate standardized spheroids with controlled shape and size.

Hydrogel-Based Micro Arrays

Among microengineering systems [START_REF] Khademhosseini | Microscale technologies for tissue engineering and biology[END_REF] [78] [79] [80] [START_REF] Moeller | A microwell array system for stem cell culture[END_REF] [82] [START_REF] Kahp | A simple soft lithographic route to fabrication of poly(ethylene glycol) microstructures for protein and cell patterning[END_REF] , hydrogel microwells provide an excellent platform to mimic the functionality and native morphology of cells in 3D. Microwell arrays are systems that consist of multiple topological recesses of polymers with standardized shapes and sizes capable of trapping cells to form aggregations within a short period of time. These aggregations then form 3D cellular structures with uniform size and shape that can mimic in vivo cell-cell interactions.

The substrate of these wells can be treated with a non-adhesive layer to facilitate the self-assembly of cells. This system has been used in tissue engineering, cell-matrix interaction and single cells studied [START_REF] Zhang | Microalgae in Microwell Arrays Exhibit Differences with Those in Flasks: Evidence from Growth Rate, Cellular Carotenoid, and Oxygen Production[END_REF] . Microwell arrays have been fabricated most commonly by PDMS, (Poly Ethylene Glycol (PEG), or agarose hydrogels to produce uniform-sized spheroids without external stimulations. These hydrogel-based templates can be fabricated on a large scale to produce spheroids in a high-throughput manner [85] [86] . Hydrogels are widely used in biomedical research due to their ECMmimetic properties that exhibit physical characteristics similar to soft tissues. In general, the fabrication of microwell arrays is done through molding or stamp that involves lithographic processes. In photolithographic methods, photosensitive material, and optical radiations are used to fabricate microscale templates allowing the user to define the precise geometry and providing spatial control for microwell preparation. The procedure to design and fabricate a microwell array is shown in Figure 2.5. This protocol, developed by M.P Lutolf and colleagues [START_REF] Kobel | Fabrication of PEG Hydrogel Microwell Arrays for High-Throughput Single Stem Cell Culture and Anal-ysis[END_REF] , includes two main steps: 1) fabrication of PDMS micro-stamp Figure2.5 step1 and 2) PDMS stamping to micro mold PEG hydrogels Figure2.5 step2. After fabrication of the PDMS micro stamp through lithography, the mixture of PEG pre-polymer and pho-toinitiator is applied onto an acryl-functionalized substrate. Next, the PDMS stamp is placed onto the hydrogel reaction mixture and exposed to UV light by which the photocrosslinking process starts. PEG hydrogel is polymerized such that the PDMS stamp can be detached without deforming the PEG gel. The hydrogel array with the molded shapes is ready for cell seeding and further measurements. Hydrogel microwells fabrication through micro-molding enables great control over the size and dimensions of the wells but requires access to clean rooms and expensive machines.

In addition, it may suffer from a low production rate due to the multistep process.

Also, the stamping process imposes limitations on the softness of the final hydrogel arrays, as they may deform upon stamp removal.

Hydrogels

Hydrogels are crosslinked structures with a high-water content which allows retention of large amounts of water. Hydrogels are vastly used in biomedical and pharmaceutical applications mainly because of the intrinsic elasticity properties and high affinity for water that make them similar to the natural tissue scaffold [87] [88] .

Parameters that influence and describe hydrogel properties including swelling, mesh size, stability, and degradation, are linked and affect one another. For example, hydrogel structures must maintain correct stiffness in order to preserve their structure and integrity for cell culture applications as high stiffness results in brittle structures which can be readily deformed. Two types of hydrogels, namely natural and synthetic, are extensively studied and used in various biomedical applications including drug delivery and tissue engineering. Generally, the rigidity of most hydrogel materials is tunable by changing polymer concentration or chain length that directly affects the network density. Natural hydrogels (e.g., collagen, fibrin, hyaluronic acid, Matrigel) are used as milieus of endogenous signals, stimulating the cell-cell and cell-matrix interaction that underlie functionality and formation of native tis- Micromolding of PEG microwell array using a PDMS stamp (modified scheme from [START_REF] Kobel | Fabrication of PEG Hydrogel Microwell Arrays for High-Throughput Single Stem Cell Culture and Anal-ysis[END_REF] )

sues. These features have made them appealing for scaffold-based 3D cell culture applications [START_REF] Steven | A practical guide to hydrogels for cell culture[END_REF] . However, this family of hydrogels is complex, variable, and poorly established, making it challenging to precisely determine which biochemical and biomechanical cues promote cellular functions. To improve the physicochemical properties of hydrogels, scientists have combined a well-defined synthetic scaffold with physiologically relevant cues to tailor the hydrogel's chemistry, properties, and degradations to promote tissue/cell growth in a more physiologically relevant milieu.

Thus, synthetic hydrogels have the advantage of the manipulation of both mechanical and biochemical. The process and method of crosslinking in hydrogels play a critical role in biochemical and mechanical properties such that hydrogels with the same constituents but a different crosslinking method and structure can exhibit various functions [START_REF] Hu | Advances in crosslinking strategies of biomedical hydrogels[END_REF] . Based on their type of crosslinking or microstructure, hydrogels can be divided into two categories: chemical or physical nature. The physical networks are formed through changes in environmental conditions and have transient junction results from molecular entanglements and physical interactions (e.g., thermosensitive hydrogels, ionically crosslinked hydrogels, hydrogen-bonded structures) and are, therefore, reversible with relatively weak bonds, whereas chemically crosslinked networks create covalent bonds between polymer chains, resulting in stable hydrogels with permanent bonds [START_REF] Korsmeyer | Dynamically swelling hydro-gels in controlled release applications[END_REF] . The chemical polymerization process of hydrogels can occur through radical polymerization, chemical reactions, energy irradiations, and enzymatic crosslink [START_REF] Annabi | 25th Anniversary Article: Rational Design and Applications of Hydrogels in Regenerative Medicine[END_REF] . Generally, chemically crosslinked gels have tunable mechanical properties and therefore are more widely used where certain swelling rates or mechanical strength are needed [START_REF] Choi | Recent advances in photo-crosslinkable hydrogels for biomedical applications[END_REF] . For instance, the elastic property of hydrogels is essential for the stability and stiffness of the networks. It also controls the conversion of mechanical information from the microenvironment into biochemical signaling, which directly has consequences for cellular behaviors like spreading, migration, and differentiation (Figure 2.7).

PEG Hydrogels

Synthetic polymers can be derived from poly (hydroxyethyl methacrylate) (Poly HydroxyEthyl MethAcrylate (PHEMA)), poly-(ethylene glycol) (PEG), and poly(vinyl alcohol) (Poly Vinyl Alcohol (PVA)). Among them, PEG hydrogels have a long history in material biomedical research and have shown great potential owing to their unique properties [START_REF] Peppas | Hydrogels in Biology and Medicine: From Molecular Principles to Bionanotechnology[END_REF] . PEG is one of the most widely studied and used materials for its biocompatible water-soluble, and ECM-mimetic properties that make it attractive in biomedical science and drug discovery. The versatility and biocompatibility of the PEG macromer chemistry have developed numerous hydrogel systems for regenerative medicine applications [START_REF] Peppas | Hydrogels in pharmaceutical formulations[END_REF] . The word PEG can refer to the polymer chain with a molecular weight below 20000, while polyethylene oxide (PEO) is used for larger polymer [START_REF] Harris | Introduction to Biotechnical and Biomedical Applications of Poly(Ethylene Glycol)[END_REF] , showing their tunable polymer length. PEG polymers can ) and tetrathiol peptide crosslinker [START_REF] Vats | Nanoscale physicochemical properties of chain-and step-growth polymerized PEG hydrogels affect cellmaterial interactions[END_REF] . The final crosslinked gels show different network chains as a result of chain-growth and stepgrowth polymerization.

be bonded covalently to create crosslinked networks. Their physical, mechanical, and biological properties can often be tailored by changing the molecular weight, crosslinker length, crosslinking density, level of degradation, and method of polymerization [START_REF] Steven | A practical guide to hydrogels for cell culture[END_REF] . Hydrogel mesh sizes or molecular porosity measures the distance between two adjacent crosslinks in hydrogel networks and typically influences the diffusivity or nutrient flux throughout the matrix [START_REF] Chai | Hydrogels for Biomedical Applications: Their Characteristics and the Mechanisms behind Them[END_REF] . Figure 2.7 depicts the mesh size of two different PEG molecular weights and indicates the effect of mesh size on the stiffness of the PEG networks; By increasing the molecular weight of the hydrogel, the mesh size of the networks increase, making the hydrogel stiffer and therefore decrease the rate of diffusiveness in the hydrogel [START_REF] Van Hove | Microwave-assisted Functionalization of Poly(ethylene glycol) and On-resin Peptides for Use in Chain Polymerizations and Hydrogel Formation[END_REF] . The amount of water that hydrogels can take up is associated with the polymer network, hydrophilicity, and crosslink density, where the softer hydrogels show more minor swelling.

The mesh size or molecular porosity measures the distance between two adjacent crosslinks in hydrogel networks that typically influence the diffusiveness or nutrient flux throughout the matrix [START_REF] Chai | Hydrogels for Biomedical Applications: Their Characteristics and the Mechanisms behind Them[END_REF] .

Photocrosslinking of a Common Hydrogel

As mentioned before, radical polymerization can be used to fabricate covalently crosslinked hydrogel networks. In radical polymerizations, the photocrosslinking process is triggered by radicals generated from initiators which are excited/decomposed by an initiation energy source, such as photons, heat, or redox potential. Radical polymerizations are relatively fast and, in some cases, with the advantage of spatialtemporally control over the reaction kinetics [START_REF] Lin | Thiol-norbornene photoclick hydrogels for tissue engineering applications[END_REF] . Photopolymerization is among those initiation sources that permit control over polymer formation. Macromers such as PEG carrying reactive double bonds can respond to light stimuli for structural or morphological transitions. Because the cross-linking reaction can be precisely modulated by light, photopolymerization brings many exciting and unique features including the control of precise locations at defined times and light intensity for photocrosslinking to fabricate hydrogel construct with a simple, fast, and lowcost process and more importantly in situ and in a minimally invasive manner [START_REF] Annabi | 25th Anniversary Article: Rational Design and Applications of Hydrogels in Regenerative Medicine[END_REF] .

The strategy behind the photocrosslinking process is based on using hydrogel prepolymers in a liquid state that can be cured upon exposure to light of a specific wavelength, commonly Ultraviolet (UV), to create free radical molecules and then form the chemical crosslinker between polymer chains. These radials are essential for the Figure 2.7: PEG molecular weight and weight percentage and stiffness of the PEG hydrogel A) PEG with higher molecular weight (left to right) weight percentage increases hydrogel mesh size, decreases stiffness, as a result, higher flow within the gel. B) PEG with a lower weight percentage of PEG (left to right) used to form hydrogels increases hydrogel mesh size, decreasing hydrogel stiffness and increasing the rate flow adapted from [START_REF] Van Hove | Microwave-assisted Functionalization of Poly(ethylene glycol) and On-resin Peptides for Use in Chain Polymerizations and Hydrogel Formation[END_REF] .

initiation of reactions but may negatively affect cells and cause cytotoxicity. The most commonly used photocrosslinkable hydrogel chains include poly(ethylene glycol) diacrylate (Poly Ethylene Glycol DiAcrylate (PEGDA)), gelatin methacryloyl (Gelatin MethAcryloyl (GelMA)), and methacrylate hyaluronic acid (Methacrylate Hyaluronic Acid (MeHA)) and are widely characterized in tissue engineering applications [START_REF] Choi | Recent advances in photo-crosslinkable hydrogels for biomedical applications[END_REF] . Photopolymerization can be carried out via free radical polymerization and bio-orthogonal click reactions. The former is the most common reaction used in the synthesis of hydrogels. Free-radical reactions are typically based on chaingrowth polymerization mechanisms with methacrylate-functionalized hydrogel prepolymer (e.g. PEG) with rapid fabrication and tunable material properties [START_REF] Tibbitt | Mechanical Properties and Degradation of Chain and Step-Polymerized Photodegradable Hydrogels[END_REF] .

In PEG macromolecular monomers (macromers), chain-growth polymerizations occur as radicals propagate and react with the unsaturated vinyl bonds present in the prepolymer. This reaction leads to the formation of high molecular weight kinetic chains PEG crosslinks. For instance, PEG-diacrylate (PEGDA) monomers undergo acrylate-acrylate chain-growth polymerization, promoting the establishment of chemical crosslinks between the polymer chains [START_REF] Vats | Nanoscale physicochemical properties of chain-and step-growth polymerized PEG hydrogels affect cellmaterial interactions[END_REF] . This reaction enables tunable mechanical, degradation, and biological properties in hydrogels. However, radicalinitiated chain-growth polymerization exhibits few limitations, including relatively poor control over the photochemistry kinetic in the crosslinking process, oxygen inhibition, unreacted double bonds residuals that residual chemical crosslinkers might react negatively with biological molecules and cause cytotoxicity, and heterogeneities of polymer networks [START_REF] Sanai | Cross-linking photopolymerization of monoacrylate initiated by benzophenone[END_REF] [103] [START_REF] Annabi | 25th Anniversary Article: Rational Design and Applications of Hydrogels in Regenerative Medicine[END_REF] . Bio-orthogonal click reaction, on the contrary, creates hydrogel with structurally uniform crosslinked hydrogels with minimal heterogeneity based on step-growth polymerizations [START_REF] Jiang | Click hydrogels, microgels and nanogels: Emerging platforms for drug delivery and tissue engineering[END_REF] . For instance, Thiol-ene is known as click reactions and can be used with a variety of "ene" functional groups to trigger the addition of thiols to carbon-carbon double bonds in the hydrogel pre-polymers [START_REF] Vats | Nanoscale physicochemical properties of chain-and step-growth polymerized PEG hydrogels affect cellmaterial interactions[END_REF] . This reaction allows tuning hydrogels' mechanical properties and degrading rate with no risk of cytotoxicity [START_REF] Lin | PEG hydrogels formed by thiol-ene photo-click chemistry and their effect on the formation and recovery of insulin-secreting cell spheroids[END_REF] . In addition, photo click chemistry does not promote oxygen depletion and can proceed with higher efficiency and faster kinetics when compared to free-radical polymerization [START_REF] Rúben | 3D Photo-Fabrication for Tissue Engineering and Drug Delivery[END_REF] . However, the practical application of thiol-ene photoclick reaction is limited due to the life stability of several hours to several days in thiol-containing small molecules [START_REF] Choi | Recent advances in photo-crosslinkable hydrogels for biomedical applications[END_REF] .

Figure 2.8: The principle of oxygen inhibition and its effect on hydrogel chains. a) Oxygen can diffuse into the polymerization solution through an O 2 -permeable membrane and react with the free radicals. This creates a gradient of oxygens from the top to the bottom of the chamber. b) By inhibiting oxygen using a nonpermeable boundary, free radicals polymerize the mixture solution in the presence of O 2 which results in inhomogeneously cross-linked structures [START_REF] Simič | Controlling the Friction of Gels by Regulating Interfacial Oxygen During Polymerization[END_REF] . C-D) The effect of photon flux and doses on the thickness of polymerization in the presence of O 2 [START_REF] Pasturel | Tailoring Common Hydrogels into 3D Cell Culture Templates[END_REF] .

Photoinitiators

Besides the macromolecular monomers (e.g., PEG) and the source of initiation (e.g., UV light), photoinitiators are required to initiate and propagate the reaction upon UV exposure. When choosing a suitable photoinitiator some features should be taken into consideration, including the efficiency of polymerization rate, water solubility, stability, absorption spectrum, molar absorptivity, and efficiency in generating free radicals, while avoiding potential cytotoxicity due to the free radicals.

Currently, there exist two main categories of photoinitiators used in biomedical communities: radical and cationic. Due to their superior biocompatibility, radical photoinitiators are most used in tissue engineering applications [START_REF] Rúben | 3D Photo-Fabrication for Tissue Engineering and Drug Delivery[END_REF] . Based on the mechanism of the free radical generation, radical photoinitiators can be further divided into type I: photo-cleavable (e.g., benzoin and acetophenone derivatives)

or types II: biomolecular (e.g., camphorquinone, thioxanthone, and benzophenone).

When exposed to light, type I photoinitiators absorb incident photons and decay into two primary radicals that trigger the crosslinking reactions, whereas type II photoinitiators extract the hydrogen from a co-initiator to generate secondary radicals for crosslinking process [START_REF] Shih | Visible-Light-Mediated Thiol-Ene Hydrogelation Using Eosin-Y as the Only Photoinitiator[END_REF] . The main concern in the photopolymerization process is the presence of free radicals that may cause negative effects on living matters, especially in applications of hydrogels for grafting or injection. The cytotoxic effects of several photoinitiators strongly depend on the photoinitiator type and concentration, exposure time, and light intensity [START_REF] Mironi-Harpaz | Photopolymerization of cell-encapsulating hydrogels: Crosslinking efficiency versus cytotoxicity[END_REF] .

Research Gap

In the section 2.4.2, the most common technique to form neuronal spheroids is to use hydrogel arrays [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] [58] [75] [76] . This model offers simple yet in vivo-like structures that have been shown to represent the cellular organization and synaptic transmission [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] . Therefore, spheroids can be models for further study of synaptic events, namely contacts, remodeling, and plasticity. However, observing these activitydependent events at the level of neuronal contacts is hampered due to the size and thickness of the spheroids. This is because of the scattering properties of light as it travels through thick live specimens and loses its intensity by a factor of 1/e.

This translates into a typical scattering lengths in the brain for visible and Near Infrared (NIR) light are in the 25-100 µm [START_REF] A N Yaroslavsky | Optical properties of selected native and coagulated human brain tissues in vitro in the visible and near infrared spectral range[END_REF] and 100-200 µm [111] [112] , respectively.

To monitor neuronal contacts at synaptic levels, an ideal model must be amenable for optical microscopy in 3D (not larger than 200 µm) while it recapitulates in vivo -like structure, architecture, and function. The current hydrogel templates only allow forming spheroids of size above light penetration ability due to the limitation they face for fabricating smaller micro molds. Moreover, the fabrication of hydrogel arrays using micro molding is long (>24h), multistep, and requires expensive pieces of equipment and access to the cleanroom (Figure 2.5). Here we propose a hydrogel template platform [START_REF] Pasturel | Tailoring Common Hydrogels into 3D Cell Culture Templates[END_REF] that allows fast and versatile fabrication of hydrogel templates with control height, shape, and size (50-100 µm) to generate neuronal spheroid and microtissues from rat Primary neurons.

Our Approach

In this work, we use 4-arm Poly(ethyl)glycol acrylate or 4-arm-PEGA (PEGTA)

which is a hydrophilic polymer and in the polymerized state can hold high water Figure 2.9: Hydrogel templates fabrication process using PRIMO system with two steps of 1) print and design of PDMS slabs and stacking them on the culture substrate. 2) Adding the reactive mixture of PEGTA and PLPP into the PDMS microareas followed by UV illumination with the geometry of interest, rinsing and cell seeding.

content. 4-arm-PEGA is biocompatible and naturally resistant to protein adsorption and therefore, does not support cell adhesion. Plus, the polymer length leads to a soft yet structured hydrogel. This macromer with reactive chain ends of acrylate allows free radical initiates chain photopolymerization in the presence of a photoinitiator molecule. We use 4-benzoyl benzoyl-trimethylammonium chloride or PLPP (Alveole, Paris) as a UV-sensitive photoinitiator to trigger the crosslinking and formation of the radicals. As mentioned, in radical photopolymerization, oxygen inhibits the polymerization which entails a large amount of a photoinitiator, and high UV intensity is needed to overcome the depletion of radicals by oxygen supplied from the air. We used this limitation in our favor to create oxygen gradients and by tuning the power of UV light we can control the thickness of the gels. A pattern with geometries of interest and a size of 1824x1140 is created and loaded into Leonardo software. In the software the intensity. To fabricate hydrogel templates the maximum laser power of 128 mw/cm 2 and illumination time of the 90s is being used unless it's mentioned otherwise. Alternatively, the DMD allows using gradients in the projected pattern. This means that the intensity of the illumination can be tuned by changing gray values in the grayscale patterns.

Fabrication of Hydrogel Templates

The hydrogel precursor is a mix of 5% of 4-arm-PEG-acrylate solved in 1X of PLPP photoinitiator. The solution is then added to the PDMS slab on a bioinert culture plate (IBIDI). The dish is placed at the stage of a converted microscope incorporated with the Primo system. A 100% UV light power for 60 seconds is shone.

This step is repeated for each PDMS micro area, where the hydrogel precursor is added. The plate is rinsed with water 3X followed by rinsing with 70% Ethanol.

Then the culture plate is incubated with a culture medium at 37 C and 5%CO 2 for at least 30 minutes before seeding cells.

Figure 2.11: PRIMO system consists of a UV laser, holographic diffuser (HD), a DMD, a beam expander, and a 4f system. This system can be combined with any epifluorescence microscopes and project any patterns onto the sample using UV light. Leonardo software allows projecting patterns with control over the position, duration, and intensity of UV.

Cell Culture and Spheroid Formation

To generate neuronal spheroids, hydrogel templates are prepared as explained in 2.7. After incubating the micro areas with a culture medium, with a 1000 µl pipette, the medium from each PDMS micro-area is removed and the dissociated neurons are added into each PDMS micro-square ( 15 µl/square). Figure 2.12 demonstrates a culture plate with 4 PDMS micro areas. The plate has antifouling properties that prevent cell adhesion on the bottom of the dish.

Immediately after seeding, neurons are floating in the micro-area after 2 hours that neurons settle into the recesses and the non-dropped cells on the surface of the hydrogel are washed out. Note that due to the intrinsic inertness of PEG, the cell would not adhere to the gels. The neurons then form aggregation after 24 hours. Using hydrogel arrays with sizes from 50 to 100 µm, we can generate neuronal spheroids and maintain them for 3 weeks. These spheroids are generated from hippocampal and cortical E18 rat primary neurons. Upon seeding, cells fall into wells and after 2 hours they create aggregations. For the microscopy imaging, the size and thickness of the spheroids in these experiments do not exceed 100 µm.

This size allows the spheroids to be compatible with light penetration and optical imaging ability to image in-depth, (the next chapter will present more detail on this). After preparation of the hydrogel arrays, they are incubated with a culture medium (NB + + B27 + ) for 1 hour. Then cells are seeded at the density of around 50K per microwell. Figure 2.13 shows neuronal spheroids' growth in arrays of various shapes and sizes.

As discussed previously, PEG hydrogels are antifouling materials. This is beneficial for spheroid cultures as the aggregation of the cells does not adhere to the gel. Figure 2.12-A, B shows that the floating cells on the gels are washed away after filling the culture plates with the medium. Moreover, PEG hydrogel comes with a variety of polymer length that allows us to tune hydrogel features to meet our criteria. Pasturel and colleagues have shown that pre-polymer length can affect the stiffness and degrading features of hydrogels [START_REF] Pasturel | Tailoring Common Hydrogels into 3D Cell Culture Templates[END_REF] and PEGTA with a molecular weight of 10K can maintain the 3D networks of hydrogels rather than brittle structures while being soft enough to accommodate physiological conditions for cell cultures.

Different shapes of the arrays allow us to optimize the size of spheroids. For the microscopy imaging, the size and thickness of the spheroids in these experiments are at maximum of 100 µm (Figure 2.13) DIV. [START_REF] Yu-Ting | Three-Dimensional Neural Spheroid Culture: An In Vitro Model for Cortical Studies[END_REF] . As explained in the section 2.5, stiffness of the hydrogel materials depends on many parameters such as (e.g., the concentration of pre-polymer, length of chain).

In our approach, using the PRIMO system, we are able to work around the stiffness of PEG pre-polymers by tuning the light intensity and exposure time. to the higher stiffness. However, the neuronal network processes would eventually cover the top of gels when kept longer than 14 days in vitro. The result shows the effect of illumination intensity on the stiffness of the gel and therefore the growth of neurofilaments on the PEG gels. As the illumination dose affects hydrogel pore size [START_REF] Pasturel | Tailoring Common Hydrogels into 3D Cell Culture Templates[END_REF] , thus the stiffness, neurofilaments migrate onto the soft gel (Figure 2.14-C). whereas the templates created with full power illumination mode and stiffer gel show no growth on the gel. Depth color-coded images also reveal (Figure 2.16) the architecture of the neuronal processes inside the hydrogel wells. The hydrogel-based templates fabricated by a gradient pattern manifest a cup-nest shape for randomly packed filaments. This highlights the effect of stiffness on neuronal migration and neurite outgrowth [35] [34] . Patterns with a gradient can be associated with the illumination of different doses. As explained in 2.7, the DMD can create grayscale shades by the length of time that each mirror steer light during each frame.

This leads to hydrogel polymerization of different stiffness. To obtain dense, mature neuronal networks in vitro, usually 10-14 DIV culture is required [START_REF] Pani | Morphological and Physiological Changes in Mature In Vitro Neuronal Networks towards Exposure to Short-, Middle-or Long-Term Simulated Microgravity[END_REF] . we, therefore, fixed the spheroids after 14 DIV. A series of maximum intensity projections of a confocal stack is shown in 

Conclusion

We developed PEG hydrogel templates to generate uniform-sized multicellular neuronal spheroids (Figure 2.12). Using PRIMO UV-projection system, prepolymer (PEG tetra acrylate), and PLPP photoinitiator, we can fabricate hydrogel templates of different sizes, shapes, and thicknesses to form and grow multicellular neuronal spheroids (Figure 2.13). For the sake of optical microscopy, hydrogelbased arrays with diameters of 70 and 100 µm have been fabricated for this purpose.

After 24 hours of plating neurons in the hydrogel templates, neuronal aggregations started to self-assemble and form spheroids. These spheroids are small yet with the capability to form synapses and connectivity after 14 days in a in vivo-like stiffness. This model allows further investigations and more importantly time-lapse measurements of network assembly within neuronal spheroids.

The method we described offers several advantages. It uses a common hydrogel PEG that is well-established and characterized for its biomechanical properties. The fabrication of hydrogel templates is versatile, straightforward, and is reproducible in spheroid size and cellular composition. Specifically, this approach does not require multistep lithography and micro molding and generates hundreds of microwells in only a few minutes and thus showing its potential for throughput assays. Because the spheroids are smaller than in reported studies, they are less likely to show a necrotic effect and can be maintained for 21-28 days. projecting different geometries and the gray shades into the PRIMO system, allows us to tune the hydrogel's softness and crosslinking networks. This feature allows the spheroids to rapidly fuse over the gel and create connections in softer gels.

Chapter 3

Imaging Synaptic Contacts

In this chapter, we will present the challenge of imaging 3D in vitro models of neuronal connections using optical microscopy and the current state of the art to perform 3D multicolor long-term imaging of these connections in real-time. It follows our imaging approach that provides efficient optical sectioning, with high spatio-temporal resolution and the result from a combination of a dedicated in vitro model with an original imaging technique.

Seeing in 3D, live, and multicolor

Light microscopy has long been a tool to investigate and study the structure and dynamics of matter or living systems. The first observations of the nervous system date back to the 1900s, when the light microscope was used together with Golgi's sparse staining of cell populations. This observation of cells in their whole has laid the foundation of histology and anatomy of the CNS, opening a new era in neuroscience. Besides the traditional imaging techniques in neuroscience (e.g., electroencephalography, magnetoencephalography, etc.,), optical imaging in combination with genetic tools and computational techniques brings advantages that make them appealing to neuroscientists. The major capability of optical imaging in the nervous system is the scale of imaging from the synapses to whole-brain imaging while achieving high spatial and temporal resolution. Moreover, they are deoxyglucose, fUS functional ultrasound, fMRI functional magnetic resonance imaging) from [START_REF] Markicevic | Emerging imaging methods to study whole-brain function in rodent models[END_REF] .

flexible and compatible with necessary modifications to adapt to specific conditions or specimens. For instance, one can selectively label different neurons and follow their activities. But native nervous tissues hardly are compatible with optical imaging owing to their opacity and scattering properties of invisible lights. Besides, most living cells are sensitive to light due to the protective mechanism against photodamage. Therefore, microscopy observations of the nervous system have often been performed on chemically fixed specimens with improved optical transparency of brain tissue (e.g., tissue clearing). In turn, light imaging of living neuronal tissue is challenging but at the same time opens doors to developing and designing new optical instruments in order to circumvent intrinsic limitations. Combining optical microscopy with the development of Fluorescent Protein (FP) toolbox [START_REF] Chalfie | Green fluorescent protein as a marker for gene expression[END_REF] has paved the way to observe the cellular structure of interest in living cells in real-time. Fluorescence, the absorption of a photon, and subsequent emission of a photon of lower energy, combined with optical microscopy techniques, lead the way for biologists to map specific cellular compartments with high contrast in live specimens. Engineering FP expression in neurons has vastly improved our understanding of cellular organizations and functions of the nervous system. Yet, capturing the dynamic events of synaptic remodeling (retraction, enlarging, shrinking, and elimination) and their contacts are technically difficult for several reasons. Indeed, the connectivity between neurons is complex and distinguishing prep-and post-synaptic neurons and their contact are sometimes impossible. Synapse synapses are small 3D structures with sizes varying from 0.5 to a few micrometers [START_REF] Sorra | Overview on the structure, composition, function, development, and plasticity of hippocampal dendritic spines[END_REF] , thus a conventional microscope cannot resolve 3D synaptic connections. In addition, time-lapse imaging entails reducing photodamage to maintain cell viability with a temporal resolution of a few minutes to capture synaptic remodeling and interconnections [START_REF] Okabe | Fluorescence imaging of synapse formation and remodeling[END_REF] . Besides these already existing challenges in imaging neuronal contacts, new obstacles arise when imaging 3D structures in real-time with multiple fluorescent colors. For instance, the optical sectioning ability of the system plays a critical role in generating 3D imaging with a high signal-to-noise ratio. These criteria in optical microscopy are interrelated, therefore, a compromise exists between them depending on the application. A trade-off between spatial resolution, phototoxicity, photobleaching, and acquisition speed must be made. We now discuss these aspects and the tradeoff between each to achieve 3D live-cell imaging and the established techniques to visualize the dynamics of synaptic contacts.

Figure 3.2: Rayleigh criterion for assessing spatial resolution in an optical system. Airy discs from two neighboring point sources and their corresponding intensity profile. a) Two points are distanced larger than the resolution limit and therefore they are resolved by the optical system. b) The points are fairly distanced with the separation radius of an airy pattern that represents the resolution limit. c) The distance between the two points sources is smaller than the resolution limit and therefore they are resolved by the optical system. Adopted from [START_REF] Jost | Superresolution Multidimensional Imaging with Structured Illumination Microscopy[END_REF] .

Spatial Resolution

The resolution of an optical microscope is fundamentally limited by the diffraction of light. The light from the sample spreads out and impacts the ability of our system to resolve and differentiate fine details in the specimen. This resolution limit was initially recognized by Ernst Abbe and indicated that the diffraction-limit image resolution of objective lenses with high numerical aperture is app. 250 nm and 500 nm for lateral and axial resolution, respectively. In essence, these numbers represent the minimum distance at which an optical microscope can distinguish between two or more point objects [START_REF] Hell | Concepts for nanoscale resolution in fluorescence microscopy[END_REF] . When light is emitted from a point object, the objec-tive lens collects and focuses the light at a point on the image plane. In an ideal optical system, the focus point is infinitely small. Practically, however, it produces a diffraction pattern of concentric rings in the lateral plane known as an airy disk.

Point Spread Function (PSF) is the three-dimensional intensity distribution of the point object. The resolution of a focusing light microscope can be assessed by the Full-Width Half Maximum of the focal spot or the PSF which is the characteristic of a microscope system and represents an image of a point source.

∆x, ∆y = λ 2n sin(α) ∆z = 2λ 2n sin 2 (α) where λ, n, and α denote the wavelength, the RI, and the aperture angle in the objective lens. As shown in the equation above, the lateral resolution of an objective lens is significantly better than its axial. This is because the light is more spread out when traveling in the axial direction. When a light wavefront is passing through the objective lens, only some portion of the spherical wave is collected by that lens. The Numerical Aperture (Numerical Aperture (NA)) of the objective lens determines the fragment of the spherical wavefront. Spine's size can vary from 0. showing the neuronal contacts at synaptic level, from [START_REF] Letellier | Differential role of pre-and postsynaptic neurons in the activity-dependent control of synaptic strengths across dendrites[END_REF] . B) Dendritic spines in cultured hippocampal neurons expressing GFP after 14 days. D) Schematic presentation of filopodia-like protrusions of dendritic spines and mature mushroom spines showing the largest heads and thin necks, from [START_REF] Pontrello | Accelerators, Brakes, and Gears of Actin Dynamics in Dendritic Spines[END_REF] .

BOX 1

Signal to noise ratio refers to the ratio of fluorescence signal from a region of interest to the total noise (Noise). In order to perform quantitative imaging, it is crucial to have adequately high SNR. For any photon incident on the detector, the S/N ratio can be written as QEτ I p / QEτ I p with a photon flux of I p , an exposure time of τ , and quantum efficiency of QE. In addition to the mentioned parameters, SNR depends on other factors such as sensor pixel size which determines how much signal one single pixel can collect.

Noise or sensitivity refers to random variation of the measured signal in measurement and can be defined as a form of signal-dependent uncertainty due to the nature of photons. In microscopy, noise originates from two main types of noise, amongst others. Photon noise is the inherent uncertainty in the measurement of light that makes the arrival of photons to the sensor a random process that can vary from frame to frame. The results of these noises would be images with less sharpness and crispness.

Optical Sectioning and Imaging in Depth

?? The light-tissue interaction is a complex process due to multi-component tissue structures with inhomogeneous optical properties. When light is incident on a cell, it may reflect at the cell interface, be absorbed, scattered multiple times, or refracted when light enters layers with different refraction indexes (RI). Living tissues contain cellular parts with different RI such as proteins, water, and lipids cause a mismatch between the cellular compartments as well as the interface of the specimen (e.g. glass) where the light enters [START_REF] Schmitt | Optical scattering properties of soft tissue: a discrete particle model[END_REF] (Figure 3.5). For instance, for a 100X objective lens with an NA around 1.3, the depth of field is 300 nm. Therefore, the majority of the volume of a specimen is out of focus (thickness of cells is from 5 to 15 µm). For the sake of image quality and contrast, it is desired to collect light only from the thin section around the focal layer of the system.

These effects can effectively worsen and undergo abrupt changes

To do so, scientists have developed techniques that either physically (e.g., a pinhole in confocal microscopy), intrinsically (2-photon excitation), or computationally (e.g. spatial filtering) avoid out-of-focus lights.

BOX 2

Light penetration in biological samples:

In biological samples penetration of light is limited to the scattering and absorption nature of light. The strength of scattering can be described by an average distance between scattering events, known as 'mean free path' l s .

For an object with comparable size concerning the wavelength of the light, scattering can be quantified by transport free path; l t where g is the anisotropy parameter. l t is essentially the 'memory direction' distance after which the direction of the light is changed. This is exactly the distance that limits light penetration in biological specimens. For brain gray matter this value yields a value of 50-100 µm at 630 nm in tissue and of about 200 µm at 800 nm in vivo [START_REF] Helmchen | Deep tissue two-photon microscopy[END_REF] . This value increases with wavelength (i.g., NIF). In a linear system, fluorescence light is generated by a single photon process with uniform (zero spatial frequency) illumination, such as in a conventional microscope.

This system exhibits poor optical sectioning, but Non-uniform illumination methodology with non-zero spatial frequencies along with post-processing results in sharply in-focus optical sections [START_REF] Wilson | Optical sectioning in fluorescence microscopy[END_REF] . In a nonlinear methodology, a molecule is arisen to the excited state by a two-photon pulsed laser, which leads to excitation only in the focal point and, therefore, intrinsically provides thin optical sections within tick specimens [124] [125] .

To generate an in-depth image, a series of thin in-focus sections of the volume is taken as the specimen is axially moving through the focal region. Then this sequential data set is processed to build up a 3D visualization of the object. However, even without aberrations, the image plane cannot present an infinitely thin section of the specimen because each image point is spread into a diffraction pattern that extends above and below this plane. The depth of field is the axial distance above and below the specimen plane that appears to be in focus and does not lose detectable sharpness of the images with readjusting the microscope and is different from the depth of focus which is the thickness of the imaging plane). The parts of the image that lie outside the DOF tend to be blurred and less sharp. Both depth of focus and depth of field is determined by the numerical aperture of the objective; higher NA systems have deeper focus depth which translates into a thicker image plane even though the depth of the field is less. In long-term time-lapse imaging, the specimen may drift resulting in a loss of contrast and quality in the final image. A perfect focus system (PFS) is a unique solution for maintaining the specimen in focus throughout imaging.

BOX 3

Depth of Field is the distance from the nearest object plane in focus to that of the farthest plane while the specimen appears in-focus and can be calculated from:

DOF = λ.n N A 2 + n N A.M d
Where DOF represents the depth of field, λ is the wavelength of light, n is the NIR of the medium, NA is the objective numerical aperture with the magnification of M, and e is the smallest distance that can be resolved by a detector. 

Phototoxicity and Live-cell Imaging

Fixed sample imaging only provides a snapshot of a specific cellular process at a given time point. This can damper the interpretation of data, particularly in highly dynamic processes such as plasticity and neuronal development. To fully apprehend these processes, live-cell imaging obtains dynamic information consisting of continuous events that occur over time and space. The development of fluorescent proteins (FP) and other live-cell dyes have opened up exciting opportunities for live-cell imaging. In live-cell imaging of synapses, the main challenge is to balance the "photon budget" to obtain stack images of high Signal to Noise Ratio (SNR) with the time and intensity of the light that is shone onto specimens to prevent photodamage. Therefore, the ideal live-cell imaging modality is sensitive enough to generate high-quality images from fluorescent samples, while is fast enough to capture synaptic contacts and their changes. Synapse remodeling can happen in a time ranging from a few minutes in immature to months for mature neurons.

The sensitivity of the system helps us to reduce exposure time and intensity of the light to obtain an optimal SNR (BOX 1) while maintaining cell viability. Longterm light exposure to living cells may lead to phototoxicity and photobleaching and consequently to cell death. This may be more critical in 3D volumetric imaging as the whole specimen must be illuminated for each image plane.

Efficient FP expression in specimens avoids using high laser power. This can be achieved by removing or preventing background in the field of view (FOV) in the course of imaging. One way to avoid excessive background is to label the specimens collectively.

Concerning synaptic contacts, ideally, several cells can be labeled to avoid creating a bulk of fluorescent samples that not only makes the interpretation of the data complicated but also impacts the quality of the final image. Sparse labeling along with live-cell imaging not only provides invaluable information about the synaptic interactions of individual neurons but also technically helps with the optimal SNR of the images. The suitable microscopy technique candidate generates 4D (3D + time) with a rate enough to capture neuronal contacts and avoid phototoxicity and photobleaching.

Multicolor Imaging

Fluorescent labeling of any proteins in living cells is now possible by introducing the respective DeoxyriboNucleic Acid (DNA). This DNA encodes a Fluorescent Protein (FP) variant using simple molecular cloning methods and then expresses the encoded protein in cells. It is becoming more common to simultaneously use two or more different fluorescent dyes of distinctive colors for imaging cells' compartments or various cells of a sample. This brings us to the concept of sparse labeling. In sparse labeling, cells are labeled with fluorophores of distinctive colors so that the architecture of the neurons can be selectively visualized. In the 1870s, Golgi developed a technique, also known as a black reaction, to stain brain tissues (Figure 3.10-A) in a way that individual neurons were stained in their beauty and completeness. Perhaps the main success of this technique is in its inefficiency that not all the neurons in the tissue are labeled and one could trace neural circuits. The same idea was carried on centuries later when the Jeff Lichtman team [START_REF] Livet | Transgenic strategies for combinatorial expression of fluorescent proteins in the nervous system[END_REF] [START_REF] Tamily | Brainbow: New Resources and Emerging Biological Applications for Multicolor Genetic Labeling and Analysis[END_REF] . In sequential multicolor imaging, different color fluorescence images are obtained by sequentially switching both excitation wavelength and emission filters or different emission paths for each color. This requires multiple optical components and detectors increasing system size and complexity. The Sequential multicolor acquisition may impose limitations for live-cell observations as the time of imaging increases in proportion to the number of images for one stack of multicolor images. Simultaneous multicolor imaging in fluorescence microscopy can be performed by a color camera which is relatively expensive with a higher noise level compared to monochromatic cameras. Because each pixel of a monochrome sensor can detect a broader spectrum of light due to the absence of the color filter arrays, their performance in low signal improves over the color camera. 

Current Techniques

The non-destructive nature of optical microscopy has made it popular in diverse areas, such as studying living specimens. The early microscopes achieved cellular imaging in a thin specimen yet provided us with valuable information about living matter. Still, the desire to pursue "deeper" insights to extend our view from 2D to 3D of the entire sample has prompted the exploration of alternative microscopy approaches, allowing imaging cellular events in real-time in live samples.

In this section, we present the principle of established microscopy techniques and assess their ability to perform 3D imaging of neuronal contacts in real-time. For this purpose, we grouped the microscopy technique based on their detection methods to laser scanning microscope (or single-photon counting recording) and parallelized detection. the acquisition time can be calculated by (L/∆r) 2 ∆tP 2 N z . Besides, there is a non-zero delay to move from one axial plane to the next. Therefore, image a large volume using an LSCM at the resolution of ∆r the acquisition time significantly increases.

Laser Scanning Techniques

In a conventional microscope, a wide area of the object is illuminated by the light source, and it returns 2D images with relatively high contrast and speed. However, in thicker samples, these 2D images often contain a high level of background signals that significantly obscure specimen details and reduce contrast. Laser scanning microscopes refer to two main techniques: confocal and two-photon microscopes. In both techniques the laser beam raster across the sample by scanning galvanometer mirrors. To scan a typical 2D frame, representing a single optical section within a 3D sample, the laser beam spot of less than 1 µm is directed onto a pair of scanning mirrors sweeping the beam in x and y-direction. The laser beam must dwell over 512 lines, each comprising 512 points. The signal from each point is then transmitted to a photon-counting detector. The scanning process is repeated for multiple focal planes, which is called a z-stack. An appropriate algorithm processes the z-stack to generate a 3D image of the object.

Confocal Microscopy

In laser scanning confocal microscopy (LSCM) light from a laser is focused on a specimen and excites the fluorescent light on the cone of illumination. The fluorescence light passes through a pinhole in a conjugate image plane in front of a detector along the fluorescence detection path. The pinhole blocks the out-of-focus fluorescence and only allows the emission from the in-focus plane (3.12-B). This creates an intensity profile of the scanned area on the sample which is scanned back and forth in a raster pattern across the sample to create an image. To create a 3D image, the same raster scan is performed for each plane of the 3D structure. Upon collecting successive images of all-optical sections of the sample, a 3D image stack is generated. The pinhole size in the LSCM can affect the spatial resolution of the final image. By increasing the diameter of the pinhole (> 1 Airy Unit (AU)), more extra focal light is allowed to pass and overall intensity and SNR seem to improve (if the pinhole is infinitely large, the microscope acts like a non-confocal widefield microscope 3.12). By closing the pinhole diameter to 0.2 AU, the axial resolution improves by 1.4x compared to the 1 AU pinhole diameter. This of course comes at the cost of the poor SNR (95% loss at 0.2 AU). I The size of the airy disk, hence the diameter of the pinhole, depends on the wavelength of the light and NA of the objective lens. To offer the best compromise between optical sectioning and SNR the pinhole diameter is traditionally set to 1 AU. 

Two-Photon Microscopy

Another laser scanning technique with unique properties for optical sectioning is 2-Photon Microscpy (2PM) based on Two-Photon Excitation (2PE) of the specimen. The (2PE) is a nonlinear process in which the absorption of two photons is adequate to induce a molecular transition to an excited electronic state. In a two-photon process, an ultra-short pulsed laser (80-250 fs) excites the fluorophore to a virtual excited state followed by absorbing the second photon simultaneously, which brings the molecule to the excited state Figure3.13-a. One significant hallmark of (2PM) techniques is that both scattered and unscattered photons during the imaging process can be collected [131] [132] . Since 2PE is inherently confined in focal volume, essentially all emitted photons from the in-focus area could be collected (Figure 3.13-b). The depth of focus in 2PM results from the quadratic dependence of the excitation probability of the fluorophore on the spatial photon concentration resulting in highly efficient removal of out-of-focus beam light. This property provides excellent optical sectioning to image thick specimens. Other advantages of 2PM include being less phototoxic with greater depth penetration owing to the NIR light (BOX 5). For live imaging at synaptic levels, this technique suffers from several drawbacks. Similar to confocal microscopy, the scanning approach and photon detector cause slow acquisition time. Other disadvantages include the considerable cost and size of regenerative amplifiers and their near lack of wavelength tunability. Two-photon microscopy is, in particular, useful for the interrogation of neural processes. For instance, uncaging of signaling molecules such as glutamate because the stimulation can be confined at small voxels of synapses. Another application of 2PM is to visualize cellular structure and function in living animals at depths far beyond possible for other microscopy techniques (e.g. confocal microscopy) [START_REF] Graham | Two-Photon Microscopy for Chemical Neuroscience[END_REF] . In vivo 2PM has become an indispensable tool for investigating synapse development and plasticity [START_REF] Grutzendler | Long-term dendritic spine stability in the adult cortex[END_REF] [134] [START_REF] Jenks | Heterosynaptic Plasticity and the Experience-Dependent Refinement of Developing Neuronal Circuits[END_REF] . However, to generate a 3D image sequential raster scanning of the excitation volume is required which decreases the data acquisition rate, especially in larger sample size or FOV (BOX 5 and Figure 3.14). Moreover, finite fluorophore lifetime and concentration limit the efficiency of photon generation rate even with very fast scanning mechanisms. Thus, to improve the acquisition rate in 2PM, a parallelized excitation process is one effective approach. In recent advances, a technique called temporal focusing axially modulates the photon density and achieves axial confinement in large areas with millisecond temporal resolution and sub-millisecond temporal precision [START_REF] Papagiakoumou | Scanless two-photon excitation with temporal focusing[END_REF] . Underlying concepts of temporal focusing are demonstrated in Figure 3.14.

BOX 5

Light penetration in nonlinear optics:

In the nonlinear process of 2PM only non-scattered photons contribute to signal generation in the focal voxel (focal volume). This on-scattered power follows the Lambert-Beer exponential and can be quantified as P n onscattered = P 0 e -z/ls . In 2PE because of quadratic intensity-dependence, the fluorescence intensity declines as P 2P E ∝ (e -z/ls ) 2 = e -2z/ls where z represents depth,l s length constant, and surface power of P 0 d. Therefore, the maximum light penetration is proportional to the scattering mean-free path (l s ) and depends logarithmically on laser power. Assume a laser with 100 fs pulses the maximum depth is limited by the average power resulting in an imaging depth of 600-800 µm in neocortex [START_REF] Helmchen | Deep tissue two-photon microscopy[END_REF] . Figure 3.14: Spatially and temporally focused beams. a) An optical pulse is spatially focused and sweeps along the axial direction with constant temporal pulse width. The distribution of photons is a way that it reaches a maximum at the focal voxel where the two absorptions are proportional to the square of the power. b) A diffraction grating is placed at the conjugate image plane allowing the laser pulses 'disperse' in time and simultaneously excite the whole plane. Adapted from [START_REF] Papagiakoumou | Scanless two-photon excitation with temporal focusing[END_REF] .

Parallelized Detection Techniques

While 2PM and LSCM are powerful techniques to image 3D optically dense structures, their slow acquisition rate hinders in vitro observation of neuronal interactions in real-time. The grand challenge of understanding the neuronal interactions in complex neuronal circuits in 3D lies in the lack of imaging modalities to monitor the dynamics at a sufficiently high spatiotemporal resolution and with a low level of photodamage. To address these challenges, parallelized illumination and detection approaches in 3D imaging have become popular in the recent past. In this approach, all voxels (3D pixels) are simultaneously excited and detected resulting in a relatively fast imaging speed and high photon budget.

Spinning Disk Microscopy

One way to increase the scan time without compromising the SNR is to illuminate several pixels simultaneously and collect light from all of them at the same time. A Spinning Disk Confocal Microscopy (SDCM) employs a disk with a series pinhole aperture. The pinholes are arranged on the disk in a way that by rotating the disk every location of the FOV is illuminated. As shown in Figure 3.15 most light does not pass through the disk, but mini beams are created by each pinhole to sweep the image field by the disk rotation. Every mini beam is considered a confocal beam and each hole has an aperture for excitation and emission of light. One drawback of the SDCM is that a large portion of the illumination is wasted because of the disk and makes it inefficient in using the excitation lights which hampers imaging of very dim fluorescent specimens. In the new design, the illumination light is focused into pinholes using micro-lenses arranged in the pattern as pinholes [START_REF] Andrew G York | Instant super-resolution imaging in live cells and embryos via analog image processing[END_REF] and greatly increases illumination efficiency to about 60%. The SDCM presents a compromise between resolution and SNR regarding the aperture size, as in LSCM.

In a commercialized spinning disk system, the size of the pinholes on the disk is fixed and cannot be adjusted. The background rejection in SDCM is closely related to the size and spacing of the aperture on the disk; the more pinholes are spaced, the stronger the background rejection is [START_REF] Conchello | Optical sectioning microscopy[END_REF] . In the SDCM each of the pinholes creates a two cone-shaped (glass hour shape) illumination about the specimen. At the focal plane, out-of-focus planes are illuminated only by the cones from each spaced pinhole aperture. As the cones expand over distance, the cones from adjacent pinholes cross and excite the fluorophores, diminishing the axial resolution, especially in thick samples. 

Light Sheet Fluorescence Microscopy

Light-sheet fluorescence microscopy (LSFM) or selective plane illumination microscopy (SPIM) was introduced in life sciences in 2004 [START_REF] Weber | Light sheet microscopy[END_REF] although the concept was proposed already in 1904 by H. Siedentopf and R. Zsigmondy. In the recent decade, efforts have been placed on developing different instrumental designs clas-sified as light-sheet microscopes, but they all follow the same was to provide optical sectioning, illuminating the sample with a thin laminar laser beam, generating fluorescence in a thin slice, and image with an array detector. The LSFM splits fluorescence excitation and detection into two separate light paths where the detection and illumination axis are perpendicular. In this configuration, two objective lenses are orthogonally aligned such that the thin sheet of light is positioned in the focal plane of the detection objective lens. A cylindrical lens, in the light pass, imposes convergence in the middle and then diverges out again, in a way that the waist beam is in the center of the sample. This thin illumination does not excite the entire illumination cone but instead introduces the light from the side on the plane of interest and image at the focal overlap. This is a unique feature for thick samples that provides inherent optical sectioning while avoiding excitation beyond the focal plane, resulting in high-quality 4D images with reduced phototoxicity and photobleaching. A few studies are comparing LSFM and confocal microscopy techniques to assess their optical sectioning capability and reducing photodamage during 4-dimensional imaging [139] [140] [141] [START_REF] Reynaud | Light sheet-based fluorescence microscopy: More dimensions, more photons, and less photodamage[END_REF] . Weber and colleagues [START_REF] Icha | Phototoxicity in live fluorescence microscopy, and how to avoid it[END_REF] compared the spinning disk (SDCM) and the light-sheet microscopy (LSFM) for the effect of light exposure on living cells. They performed live-cell imaging on LLC-PK1 cultured cells expressing mEmerald-EB3 and observed EB3 signals quickly faded in the spinning disk microscopy, while little photobleaching of the sample in the LSFM system. They have also compared a published data cell cycle of retinal progenitors in zebrafish using confocal microscopy [START_REF] Leung | Apical migration of nuclei during G2 is a prerequisite for all nuclear motion in zebrafish neuroepithelia[END_REF] and the LSFM and detected phases of the cell cycle in data from a confocal microscope are prolonged most likely because of higher phototoxicity. In the LSFM, as mentioned, the thin flattened beam is generated by a cylindrical lens in the y-direction, while forming a low-NA focus in the x-direction. Low-NA Gaussian is not, however, a real thin sheet and expands at beam waist (Figure 3.16) and forms a thicker beam longer range. A higher NA beam generates a narrower waist at the cost of a shorter z-range. This trade-off makes it challenging to obtain both high-resolution optical sectioning and a large FOV [START_REF] Elizabeth | Light-Sheet Microscopy in Neuroscience[END_REF] . One approach to circumvent this limitation is using Bessel beams which have a narrower wait with larger FOV but with side lobes, artifacts [START_REF] Thomas A Planchon | Rapid three-dimensional isotropic imaging of living cells using Bessel beam plane illumination[END_REF] (Figure In the recent past, multiple different light-sheet approaches were suggested to overcome the limitations of traditional multi-objective light-sheet implementations such as objective coupled planar illumination (OCPI) [START_REF] Holekamp | Fast Three-Dimensional Fluorescence Imaging of Activity in Neural Populations by Objective-Coupled Planar Illumination Microscopy[END_REF] ,oblique-plane microscopy [START_REF] Dunsby | Optically sectioned imaging by oblique plane microscopy[END_REF] , swept confocally aligned planar excitation (SCAPE) microscopy [START_REF] Matthew | Swept confocally-aligned planar excitation (SCAPE) microscopy for high-speed volumetric imaging of behaving organisms[END_REF] . These implementations have opened up in vivo interrogation of freely moving animals and small organisms and allow combining imaging with electrophysiology studies [START_REF] Elizabeth | Light-Sheet Microscopy in Neuroscience[END_REF] .

In neuroscience, the LSFM has become quickly popular owing to its flexibility to navigate between resolution, penetration depth, and acquisition rate with minimum photodamage and photobleaching. One of the exciting application of the LSFM is its ability to visualize entire neuronal networks for analysis in the intact brain [START_REF] Dodt | Ultramicroscopy: threedimensional visualization of neuronal networks in the whole mouse brain[END_REF] [150] [151] [152] [153] [START_REF] Zhang | Multi-Scale Light-Sheet Fluorescence Microscopy for Fast Whole Brain Imaging[END_REF] . The reason that the LSFM represents its great potential in fixed and clear samples is due to the limit for light to penetrate the sample horizontally. When the light sheet passes through the sample from its side, the light may undergo refraction, scattering, and absorption which translates into a quality degrading of the image from the left side (where the light initially enters the sample) and right side. This can be overcome by using a pivot scanner to rotate the light sheet up and down allowing the illumination to penetrate beyond the optically dense structures. Some implies of LSFM combined with the super-resolution or two-photon excitation techniques have achieved fast, large-scale, and single-molecule resolution [155] [156] [157] [START_REF] Thai V Truong | Deep and fast live imaging with two-photon scanned light-sheet microscopy[END_REF] . What neuroscientists expect from microscopy imaging systems is to acquire data from a large population of neurons at a temporal resolution of 10-20 ms for the functional study of neurons. Furthermore, there is a need for imaging not only transparent samples but also nontransparent brain structures in real-time. There have been several studies on fixed nervous structures [START_REF] Chakraborty | Light-sheet microscopy of cleared tissues with isotropic, subcellular resolution[END_REF] or other transparent species than rodents animals such as larval zebrafishes [160] [161] [162] [163] [164] [165] [166] . The more recent advance in the LSFM includes using a 2D lattice that generates ultra-thin light sheets of 1µm to reconstruct 4D data with high speed (at 200-1000 planes/sec) and exceptionally low photodamage with improved axial resolution and usable field size [START_REF] Chen | Lattice light-sheet microscopy: Imaging molecules to embryos at high spatiotemporal resolution[END_REF] . For instance Lattice LSFM combined with expansion microscopy generates 3D rendered volumes of mouse brain tissue sections [START_REF] Gao | Cortical column and whole-brain imaging with molecular contrast and nanoscale resolution[END_REF] [169] [START_REF] Bürgers | Light-sheet fluorescence expansion microscopy: fast mapping of neural circuits at super resolution[END_REF] . Although lattice LSFM readily achieves exceptional volumetric images of thick specimens, it relies on specialized high numerical aperture lenses that are only compatible with aqueous solvents (RI=1.333) with a relatively small FOV [START_REF] Chakraborty | Light-sheet microscopy of cleared tissues with isotropic, subcellular resolution[END_REF] .

Structured Illumination Microscopy

Structured Illumination Microscopy (SIM) is a technique that overcomes spatial resolution limits by encoding lost information corresponding to high spatial frequencies in the sample through spatial frequency mixing. SIM employs a spatially patterned excitation light source together with an array detector to extract high-resolution information from low-frequency data that is otherwise lost by conventional microscopes. One main hallmark of SIM is its significant improvement in speed of acquisition compared to the point scanning microscopy techniques (3.2.1).

However, for a single 2D reconstructed image several frames are required, thus, the speed of acquisition in this technique scales with the speed of array detectors. Figure 3.17-D demonstrates the Optical Transfer Function (OTF) of a conventional microscope. OTF is defined as the Fourier Transform of the point spread function and describes the strength with which spatial frequencies are transferred to the image [171] . The OTF in SIM extends the supports in the frequency plane (k x , k y ) by filling the missing cone (3.17C-D). The rotation of stripe patterns fills the missing cone and finally, a super-resolution image is reconstructed by computational methods, adapted from [START_REF] Jost | Superresolution Multidimensional Imaging with Structured Illumination Microscopy[END_REF] . and deconvoluted. The images processing improves resolution 2-fold compared to a conventional microscope providing a lateral resolution of 145 nm and 400-nm axial resolution at 1-Hz frame rates. In general, ISM and SIM both are known for their super-resolution capabilities that are beyond the diffraction limit. In this work, our focus has been on optical sectioning which is a critical feature to acquire high-resolution 3D images. The optical sectioning using structured light is achieved by spatial filtering. In optical sectioning SIM (OS-SIM) the sinusoidal modulation (incoherent light) is high only in proximity to the focal plane of the objective lens.

Spatial frequencies in the OTF attenuates with defocus whereas PSF in planes away from the focal plane is uniformly illuminated which can be suppressed. The result is an optically sectioned image achieved by a discrimination algorithm [START_REF] Neil | Method of obtaining optical sectioning by using structured light in a conventional microscope[END_REF] . The black ( dark fringe) and white (bright fringe) dots represent the contrast of grating. a) The fluorophore that resides in the bright fringe is excited with a modulated signal, following an emission (green dot). The contrast of the grating points decreases in out-of-focus planes. b) By axially shifting the grating with a third of a period, other existing fluorophores follow the same rule and those in the dark fringe are not excited, and out-of-focus planes are excited only with uniform illumination with low contrast and therefore can be removed computationally (blue dots). c) Similarly, the grating is shifted by a third of a period, and fluorophore places in the dark fringes are not excited. Immunostained images of rat cardiomyocytes, d) acquired by a wide-field microscope e) acquired and reconstructed by a SIM. Adapted from [START_REF] Jost | Superresolution Multidimensional Imaging with Structured Illumination Microscopy[END_REF] .

Research Gap

As briefly discussed, laser scanning techniques such as established confocal and 2-photon microscopy techniques suffer from slow acquisition time and may not be a suitable technique to perform live-cell imaging for a long time. On the other hand parallelized detection techniques such as SDCM, LSFM, and SIM may be good candidates for time-lapse imaging with a temporal resolution of a few minutes. OptiOpticaltioning SIM technique offers efficient optical sectioning, resulting in high-resolution 3D images. With regards to the neuronal contacts observation, we emphasized the importance of multicolor labeling and imaging for better visualization of the neuronal branched and their connectivity. This requires the imaging system to simultaneously record neurons connections of different colors. To our knowledge, there is no technique 1) capable of optical sectioning to provide highquality 3D imaging, 2) at the same time with high sensitivity to capture the image with a high temporal resolution, high SNR and, low photodamage and 3) allowing simultaneous multicolor imaging of neuronal contact for a long time.

Our Approach

In this work, we demonstrate a Spectral DMD-based ISM with optical sectioning and spectral resolving capabilities. The DMD generates multifocal or grid point patterns allowing to remove out-of of-focus light by spatially filtering the highfrequency contents in the focal plane. This approach provides optical sectioning for the thick specimen (<100 µm). We image 3D samples at one 2D image (1024x1024) per 2 seconds at resolutions around 350 nm laterally and 450 nm axially. We obtain 196 frames originating from the spacing between the illumination points and shifting them to cover the FOV. To perform simultaneous multicolor imaging, we employed a prism to disperse emission lights on the camera. The final OS ISM image results from a summation of high frequencies sectioned frames. To perform simultaneous multicolor imaging, we employed a prism to disperse emission lights on the camera.

In addition to 3D multicolor of fixed samples, we can monitor neuronal contacts in live at planes deeper than 50 µm. We can capture dynamics of sparsely labeled neurons in spheroids of size around 75-100 µm for a long time and simultaneously in multicolor.

Principle

When a thick specimen is illuminated by a uniform light, the fluorescent light from in-focus and out-of-focus planes is detected with zero spatial contents. When using structured light, on the other hand, the spatial information from in-focus and out-of-focus light can be discriminated. In other words, the out-of-focus light is not modulated in the same way as in the focal plane. It has been shown [START_REF] Wilson | Optical sectioning in fluorescence microscopy[END_REF] that the structured light is lost in defocus. In another word, at the focal plane sample is illuminated by high spatial frequency, which is the frequency of the structured light, while out-of-focus light only contains low spatial frequency and therefore, can be removed in the image reconstruction process using a high-pass spatial filter with a cut-off spatial frequency of lower than of the structured light. The structured excitation (point illumination pattern) in Spectral ISM is generated by a DMD. We employ spatial filtering using a 2D lowpass gaussian to attenuate low-frequency signals originating from out-of-focus lights. By subtracting the filtered low-frequency content of exa focus planes, the final image contains only high frequency and is optically sectioned. This reverse process is only for the sake of faster image processing in MATLAB (low-pass Gaussian filter process faster than high-pass Gaussian filter).

The core equation to show the optical sectioning in ISM summarizes in the following equation [START_REF] Per | Properties of a Defocused Optical System*[END_REF] :

g(u, δ) = Γ(δ). 2 J 1 [uδ(1 -δ/2)] uδ(1 -δ/2) (3.1)
where u is 4kzn sin 2 (α/2) and represents the defocus and δ 2 frequency coordinates, and Γ the first-order Bessel function. The Above equation is a form of the OTF g(u, δ) = P P * , indicating the effect of OTF on the defocus in high spatial frequency. In the conventional microscope which exhibits no optical sectioning, OTF for a thin fluorescent sheet is equal to one and independent of the defocus.

For the structured light, on the other hand, the OTF drops rapidly by increasing defocus at high spatial frequency.

Optical Layout

The schematic diagram of the Spectral ISM system is mounted on an inverted microscope (Nikon, Ellipse Ti) illustrated in For a given illumination spacing and a sample, the optical sectioning can be adjusted by changing the spatial frequency of the Applying a Gaussian filter of larger size obtains more information from the ISM raw image, while a smaller filter passes less information from the raw image with higher SNR than the larger width. The size of the filter can be written as a dimensionless spatial frequency of (s = λ/σN A). 

Image Processing and Reconstruction

Obtaining optically sectioned images generated by Spectral ISM includes two main steps calibration and reconstruction. In the calibration steps, 1) DMD pixels are mapped on the camera pixel, and 2) dispersed emission lights are assigned to their illumination point captured on the camera image (up to 4 colors). 3) create a 3D matrix of x and y locations for each frame and color. In the reconstruction step 1) a 2D Gaussian low pass filter is applied on each of 196 frames, 2) illumination patterns for each color and position are summed to generate a 2D multicolor image.

Calibration: Mapping DMD and Camera Pixels

The pattern of grid points is created and arranged in hexagons. The hexagon arrangement provides a pattern of equally spaced illumination points. The grid points are projected on the DMD with a spacing of 14 pixels. Each 2x2 DMD pixel appears as a point illumination (see Figure 3.21). To cover the entire FOV, the grid point pattern is shifted in the x and y-direction. The spacing of 14 pixels generates 196 frames which produce one 2D image of the specimen. To map the DMD pixels on the camera, we use a homogeneously fluorescent layer as a sample. The DMD projects the grid point pattern on the fluorescent sample. The actual DMD pixel with the coordinates of (x, y) appears as illumination points with coordinates of (x', y') on the camera. We locate (x', y') by finding the maxima of each illumination point in the on-camera image with an automated process of a peak finding algorithm.

The actual (x', y') are located on the camera image with subpixel precision from the expected (x, y) position on the DMD. The actual and expected coordinates are fitted with a second-degree polynomial function. generate more background to the extent that it acts as a wide-field microscope in zero-spaced points. The spacing from 12-14 pixels is proved to be optimal to provide optical sectioning without much compromising on the speed of acquisition. 

DMD in Optical Microscopy

Live-Cell Imaging of neuronal contacts using Spectral ISM

Using the in vitro model that we developed (Chapter 2), we have generated neuronal spheroids from rat dissociated cortical and hippocampal neurons. We designed a protocol (A.4) to create sparse labeling and mix the labeled and non-labeled neurons before cell seeding. The cells start to express on the following day. The result is height and size controllable hydrogel templates to generate neuronal spheroids. The result shows spheroids of size from 50-100 µm are formed in hydrogel templates offering in-vivo-like environments that promote self-assembly of dissociated neurons. In this model, cellular organizations and subtypes were characterized by an immunohistochemistry assay. The results are consistent with other studies [9] [178] and show neuronal subtypes including progenitor, neurons self-assemble and form neuronal aggregations. We demonstrated the effect of dose illumination and photon flux on the stiffness of the templates. This finding highlights the importance of the mechanical properties of hydrogels on the activity of neurons. Sparse results in optimal image reconstruction for specimens with different SNR. For instance, when imaging samples with high SNR such as sparsely labeled neurons in 3D microtissues, a larger 'S', or filter size may provide a higher signal at the cost of lower optical sectioning. This results in reverse when directly obtaining the high frequencies from the raw image instead of subtracting the blur (low frequencies). In our algorithm, a low-pass Gaussian filter was applied and then substrated to achieve high spatial information. This is only for the sake of faster processing in MATLAB.

In our reconstruction, subtracting blur comes with the benefit of faster image processing. On the other hand, when imaging noisy samples, the higher threshold can improve the SNR without sacrificing the optical sectioning.

In this work, we focused on the optical sectioning ability of the system, while it first introduced [START_REF] Müller | Image scanning microscopy[END_REF] by its ability to enhance the resolution 2-fold using pixel reassignment. The pixel reassignment can be done with our system, however, the presence of the prism may impact the lateral resolution to reach the 2-fold increase.w Optical sectioning using spatial filtering presents more robust sectioning than deconvolution algorithms used in many microscopy techniques. Because in this approach spatial filtering applies to the raw image to suppress the low frequencies generated from out-of-focus planes while deconvolution separates out-of-focus light from the actual in-plane information. This is why ISM exhibits efficient optical sectioning at 

A.4 Cell Electroporation

Cell Electroporation is a method for introducing DNA into living cells. This method permeabilizes the cell membrane by applying an electrical pulse and moving molecules into the cell via the electrical field. The cell membrane acts as a barrier for cells and hinders the free exchange of molecules between the cytoplasm and the cell's external environment. Upon applying electric puls, transient pores of small dimensions are formed and reseal when the supply of electric field is terminated.

The protocol to transfect Neurons with NucleofectorTM is as following: 

A.5 Immunohistochemistry

Immunohistochemistry (IHC) employs antibodies to target the location of proteins and other antigens of interest in tissues. The interaction between the introduced antibody and the antigen can be observed using either chromogenic detection with a colored enzyme substrate or fluorescent detection with a fluorescent dye. All the IHC experiments were performed using the following protocol:

Fixation :
The Medium is removed from the culture vessel. Cells are incubated in 4% PFA for 15 minutes in RT. The cells are carefully rinsed with 1X PBS three times.

  tion spatio-temporelle et spectrale. Dans ce travail, les sphéroïdes neuronaux sont formés dans des modèles d'hydrogel de taille et de forme standardisées. Ces modèles à base d'hydrogel sont fabriqués à l'aide d'un système de projecteur UV à motifs, d'un macromonomère et d'un photoinitiateur par un processus de polymérisation radicalaire. Le résultat est un substrat dont la rigidité est proche des conditions physiologiques et qui permet l'auto-agrégation des neurones. Les sphéroïdes formés dans ces gabarits ont montré une organisation et des caractéristiques biochimiques similaires à celles rapportées précédemment. Les neurones dans les sphéroïdes ont été transfectés de manière sélective et éparse avec des rapporteurs fluorescents. Pour réaliser l'imagerie 3D en direct du modèle, nous avons mis au point une nouvelle technique de microscopie à balayage d'images spectrales avec des capacités de sectionnement optique et de résolution spectrale. Un dispositif numérique à micro-miroirs génère des éclairages ponctuels qui permettent de réaliser des coupes optiques à l'aide d'un algorithme de discrimination. Pour générer des images multicolores, un prisme est utilisé pour disperser la lumière d'émission le long de son axe et collectée par une caméra CMOS rapide. Par colocalisation, sommation et filtrage spatial, le balayage spectral de l'image génère une image avec une résolution spatiale de 350 nm latéralement et 450 nm axialement. L'imagerie prolongée (20 heures) de neurones transfectés avec la GFP et le tdtomato met en évidence la capacité de l'ISM spectral pour l'imagerie 3D de cellules vivantes. La combinaison d'un ISM Spectral basé sur la DMD et de modèles d'hydrogel présente un grand potentiel pour des études plus poussées des cellules du cerveau humain au niveau des synapses dans un environnement 3D utilisant des cellules souches pluripotentes induites. Chapter 1

Figure 1 . 1

 11 is an image of two neurons transfected by single-cell electroporation (SCE) technique which allows sparse labeling of distinct neurons in a 3D environment.
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 21 Figure 2.1: Synaptic contacts in the nervous system. Upon stimulations, a neuronal membrane is depolarized to at least the threshold of excitation (70 mV). Blue Neuron (pre-synapse): Then the action potential is fired and propagates along the axon to the axon terminal. This action potential opens calcium channels which trigger synaptic vesicle exocytosis and release of neurotransmitters into the synaptic gap. Pink Neuron (post-synapse): The neurotransmitters diffuse across the synaptic cleft and bind to receptor proteins at the postsynaptic membrane. When neurotransmitters bind to receptors, it allows ions to cross the membrane and cause the membrane potential to change within 0.1 -2 milliseconds. Purple neuron (glial cell): regulating efficient neurotransmitter release and clearance and pruning away excess synapses.

Figure 2 . 2 :

 22 Figure 2.2: Embryonic and Induced Pluripotent Stem Cells. Human fertilization creates a diploid zygote with the ability to produce all the differentiated cells in an organism and initiates a series of cell divisions that result in a multicellular embryo. Embryonic stem cells are derived from the inner cell mass of the blastocyst and can differentiate into all cell types of the endoderm, mesoderm, and ectoderm lineages using appropriate signals. Adult (somatic) cells can be reprogrammed to an embryonic state by introducing Octamer 3/4 (Oct4), sex-determining region Y box-containing gene 2 (Sox2), Kruppel-like factor 4 (Klf4), and cellular myelocytomatosis oncogene (c-Myc).
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 23 Figure 2.3: Common 3D techniques used for creating 3D cell culture a-d) Scaffoldfree methods. a) suspension cultures: relies on the self-aggregation of cells in artificially low adhesion coating that promotes spheroids formation. b) Spinner flasks or bioreactors are based on continuous paddle stirring to ensure the cells are suspended and the distribution of various nutrients and oxygen. c) Hanging drop cultures use special culture plates in which cells are held by capillary forces in nanoliter-sized wells promoting cellular aggregations. d-e) Hybrid: use a matrix or a scaffold to support scaffold-free systems d) Microfluidics or Lab-on-chip is the technology of fluid manipulation in channels allowing oxygen and nutrients to flow in the culture. e) 3D co-culture insert: the insert contains one cell type whereas the well or dish contains the other cellular population. These systems include an air-liquid interface that permits cell-cell interactions of different cell types with secreted soluble factors to diffuse. f-h) scaffold-based f) hydrogel-based microwells arrays induce topological transformations of standardized cellular microstructures with size and shape of interest. g) bioprinters contain an aggregate of a few thousand cells in bio-inks. Layers are subsequently added and the bioink spheroids slowly fuse. h) hydrogel scaffold: cells are grown in the presence of sponge-like structures and growth factors mimicking the ECM.
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 25 Figure 2.5: Fabrication of PEG-based microwell arrays includes step 1) Fabrication of PDMS stamp via photolithography and step 2)Micromolding of PEG microwell array using a PDMS stamp (modified scheme from[START_REF] Kobel | Fabrication of PEG Hydrogel Microwell Arrays for High-Throughput Single Stem Cell Culture and Anal-ysis[END_REF] )
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 26 Figure 2.6: Chain-and step-growth polymerizations of PEG macromers. (A) chain-growth polymerization of poly(ethylene glycol) dimethacrylate (PEGDM) macromers and (B) step-growth polymerization of poly(ethylene glycol) tetranorbornene (4-arm PEG-norbornene) and tetrathiol peptide crosslinker[START_REF] Vats | Nanoscale physicochemical properties of chain-and step-growth polymerized PEG hydrogels affect cellmaterial interactions[END_REF] . The final crosslinked gels show different network chains as a result of chain-growth and stepgrowth polymerization.

Figure 2 . 8

 28 illustrates the diffusion of the oxygen through the mixed solution of photoinitiator and pre-polymer in the interfacial area containing large amounts of molecular oxygen when equilibrated with ambient air. Oxygen then reacts with free radicals generated from UV-photoinitiator interactions, resulting in a sparser surface with free chain-ends. Here we use a PDMS micro-area with small channels that create an oxygen gradient from the substrate (bottom) to the PDMS ceiling slap (top) and control the amount of oxygen reaching the reaction mixture. Tuning the laser power leads to a height control hydrogel system. Another feature of this hydrogel system is the intensity gradient of UV light over the course of illumination. In the PRIMO (Alveole, Paris) UV-projector system, Digital Micromirror Device (DMD) allows modulating light reaching the reaction mixture by the time length of the illumination on each micromirror which adds a dynamic effect to the photopolymerization process. DMD is a light modulator containing millions of mirrors. Each mirror in DMD has a reflective surface that steers the light by electrostatically switching each mirror between a binary state up to thousands of times per second. Upon illumination, each mirror either will reflect light towards the optical path, displaying white pixels, or deflect light from the optical path and display black pixels. Grayscale shades are determined by the length of time that each mirror steer light during each frame. In this way, the light intensity is modulated for the initiation of the crosslinking process and one can tune the crosslinking with grayscale shades in illumination by projecting a pattern of interest onto the DMD (Figure2.11). To form hydrogel via UV exposure, the mixed PLPP and PEG pre-polymers are prepared. Upon absorption of a photon, PLPP undergoes photoreactions and generates radicals on a polymer chain. The recombination of radicals and subsequent production of carboncarbon bonds between the polymer chains cause crosslinking. simultaneously oxygen molecules diffuse through the PDMS micro-area and inhibit the reactions to their fullest potential by depleting the radical. Subsequently, the unreacted polymer is washed out upon completion of the crosslinking process (Figure2.9C-D) and the hydrogel template is ready for cell seeding.

Figure 2 . 10 :

 210 Figure 2.10: Fabrication of hydrogel template using maskless UV projector, PRIMO system. A) Designing and cutting PDMS films by xurography. B) Stacking PDMS slabs on a non-adhesive substrate in a way that the bottom slab contains micro squares that are covered by a top slab with two channels. C) Upon adding the PEGTA and PLPP, the oxygen reaction starts from the gas-permeable PDMS top slab. D) Upon UV exposure, free radicals are produced and start the chain-growth photopolymerization. E) UV light initiates the hydrogen abstraction in the PLPP photoinitiator which follows by forming free radicals and forming crosslinked networks.

Figure 2 .

 2 Figure 2.11 and 2.10 schematically present the UV projector (PRIMO system)and the protocol to fabricate hydrogel microscale templates. PRIMO system includes the following components: an ultraviolet laser, DMD or digital micromirror devices which serve as a light modulator, a beam expander, a 4f system (Figure2.11). In this protocol, we benefit from UV-sensitive material to trigger the photopolymerization process. As demonstrated in Figure2.10, two PDMS layers are designed and cut by xurography. The bottom layer has 4 square-shape microwells each 0.5 cm in size (they can be up to nine microwells for an antifouling IBIDI dish; the non-adhesive area is around 2 mm) and the top layer is designed in a way that covers the microwells but leaves two holes at one diagonal of each microwell This prevents the oxygen reacts with the photoinitiator. The mix solution of the photocrosslinker and 4 hydrogel pre-polymers (5%) is added to each PDMS micro-area.

Figure 2 . 12 :

 212 Figure 2.12: Spheroids generated from rat primary cortical neurons. Arrays cellular aggregations A) after seeding cells, B) 2 hours after seeding. C) Spheroids after 7 days in vitro. The floated aggregation in the medium attached to the wells. Scale bar is 70 µm.
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 213 Figure 2.13: Hydrogel templates highlighting the ability of the PRIMO system to fabricate micro structure of different sizes and shapes. A) round-shape, B) smallsize gradient round-shape , C) channeled round-shape, D) big-size round gradient, E) mix of eight-shape and round shape. Scale bar is 70 µm
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 214 shows processes of the spheroids have extended on the top of the gels, whereas in Figure2.14-C the neuronal processes did not exceed the area of the well due

Figure 2 . 14 :

 214 Figure 2.14: Immunohistochemistry labeling of spheroids in hydrogel templates in Left panel (3 days in vitro) right panels (7 days in vitro) dashed circles the size of the wells. A) beta-III Tubulin, TUBB3, (red) is a microtubule protein on beta chains specialized in neurons. The immunolabeling highlights the high population of neurons in spheroids. B) Lamin (green)is an intermediate type of filament at the nucleoplasm site of the nuclear membrane. Neuronal processes are grown inside the well because of the high stiffness of the gel. C) Nestin (magenta) is an intermediate filament-associated protein and contributes to the cytoskeleton. Expression of nestin in spheroids showed the presence of neuronal progenitor cells and their increase in population up to day 7 and growth in the length of neuronal processes. D) MAP2 (yellow) microtubule-associated protein 2 in all cells. MAP2 (yellow) microtubuleassociated protein 2 all cells. The soft gel allows neuronal extension on the top gels. scale bar A-B = 20 µm, C-D = 50 µm. Max projection z-stack of A-B) a Spectral image scanning microscope and C-D) a confocal Microscope
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 215 Figure 2.15: Sparse labeling in spheroids using electroporation technique. max projection of 3D confocal stacks after 14 DIV spheroids expressing GFP (in red) are fixed and stained with DAPI in gray. Only few neurons are labeled to facilitate visualization at the level of single cells.

Figure 2 .

 2 15 presents the GFP expression of neurons in hydrogel wells.
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 216 Figure 2.16: The effect of the gradient of patterns on the architecture of neurons in the hydrogel wells. Max projection confocal z-stack of neurons expressing GFP have extended their processes shown with the depth color code. The fabrication of the hydrogel wells has been done with full intensity power of the UV light for 90 seconds A) without and B) with gradient patterns. The DMD in the illumination path of the PRIMO system creates gray shades and modulates UV intensity by changing the duration of steering time. This change in illumination dose affects the crosslinking process, thus the stiffness of the gel. fluorescent images scale bar 10 µm, bright-field images 70 µm after 7 days in vitro

Figure 2 .

 2 15 at 5 different planes (each MIP contains 33 planes) with dendritic spines nicely visible in each plane. The image shows the spine organization and density for one single neuron. The 3D organization of the dendrites allows us to visualize them in a different plane and choose the plane of interest in the 3D stack for further image processing.
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 217 Figure 2.17: Dendritic spines and synaptic contacts of neurons within spheroids after 14 days in vitro. A) Max projection of 3D confocal stacks of a single neurons inside a spheroid expressing Tdtomato (FP 563nm) presenting dendritic spines after 14 DIV dashed circles highlights the dendritic spines in the last plane of the 3D stack. B) two neurons expressing tdtomamto (in red) and GFP (in yellow). Scale bars = 5 µm
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 31 Figure 3.1: Different imaging techniques from single cells to whole brain imaging based on their temporal and spatial resolution (EEG electroencephalography, MEG magnetoencephalography, PET positron emission tomography, 2-DG 2-deoxyglucose, fUS functional ultrasound, fMRI functional magnetic resonance imaging) from[START_REF] Markicevic | Emerging imaging methods to study whole-brain function in rodent models[END_REF] .

  5 to 4 micrometers (e.g. filopodial spines have longer shapes, see figures 3.3) and their structural geometry correlates with the strength of synaptic connections and may change over time. With regards to synapses and their morphological interactions, Figures 3.3-A demonstrates the projection of a confocal stack of morphological contacts between axonal boutons and dendritic spines. Figures 3.3-B represents a high-resolutionimage of 2D neuronal culture with resolved protrusions. This image highlights the fact that monitoring the dynamic of neuronal connection super-resolution is not the main concern but the optical sectioning ability of the system for generating highquality images of 3D structures.

Figure 3 . 2

 32 depicts the spatial resolution ability of conventional optical microscopes.
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 33 Figure 3.3: Spines sizes and types. A) A confocal stack image of two hippocampal neurons are expressing GFP (green) and tdtomato (red) in rat organotypic slice,showing the neuronal contacts at synaptic level, from[START_REF] Letellier | Differential role of pre-and postsynaptic neurons in the activity-dependent control of synaptic strengths across dendrites[END_REF] . B) Dendritic spines in cultured hippocampal neurons expressing GFP after 14 days. D) Schematic presentation of filopodia-like protrusions of dendritic spines and mature mushroom spines showing the largest heads and thin necks, from[START_REF] Pontrello | Accelerators, Brakes, and Gears of Actin Dynamics in Dendritic Spines[END_REF] .
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 34 Figure 3.4: Signal to noise ratio and background. A) projection of a 3D stack with high background. B) projection of 2D culture images with B) low background, high SNR, and high contrast. C) acceptable SNR with background and lower contrast, still the signal in the area of interest is high enough to visualize the dendrite and spine.

Figure 3 . 5 :

 35 Figure 3.5: What happens when light incident live matters. Reflections on the tissue surface result in the change in direction of the light wave caused by a single interaction with a large object. Absorption is where the energy of the light is absorbed by the cells and then converted into a different form such as heat. Fluorescent results in the absorption of a photon and subsequent emission of a photon of lower energy. Light scatters when the incident light changes the direction of propagation due to different RI which limits the depth of light penetration. A small amount of light may be transmitted.

Figure 3 . 6 :

 36 Figure 3.6: Projections of a 3D stack of transfected neurons in hydrogel wells with color-coded depth. Left) 50 µm thickness, arrowheads highlight the different SNR in two cells where light scattering diminished the fluorescent emission at the plane further from the specimen-objective plane. Right) More than one fluorescent neuron in a 100 µm spheroids.

  Depth of focus refers to the depth of the image plane and represents the depth of the image. Depth of focus value changes with NAA and magnification of the objective lens. High NA systems represent deeper focus depths than do those systems of low NA.
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 37 Figure 3.7: Depth of field and depth of the focus.

Figure 3 . 8

 38 shows a schematic diagram of a PSF unit. PSF unit is advantageous for long-term imaging where mechanical or thermal drift may hamper the imaging, especially for high resolution (high NA) objective lenses where small drift disturbs the best focus due to the low Depth of field.
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 38 Figure 3.8: Perfect focus system. Any change in the position of the coverslip is detected by PFS and is relocated to the reference plane.

  developed the Brainbow technique to paint neurons with 100 different hues. Brainbow technique (Figure 3.9) takes advantage of additive primary colors, red, blue, and green, that can combine and generate hundreds of different hues in the visual spectrum. These RBG colors are generated from Fluorescent Proteins (FP) and randomly expressed in different ratios. The result is individual tagged neurons with a distinctive color. This color-coding is possible through what is called Cre-lox recombination. This process relies on two components to function; 1) DNA sequence Lox and 2) the Cre-recombinase enzyme to recognize, cut, and rearrange specific tag sequences of DNA. Inserting DNA equivalent of FP of three colors into cells, each DNA has cutting sites called LoxP. The Cre protein stochastically chooses a pair of Lox sites to cut and eliminate from the DNA sequence. Then the neuron expresses the very first gene of the sequence. Given different colors of FP and through the action of Cre, each neuron contributes to creating its own unique mix color of random ratios of the original FP DNA. Brainbow techniques discriminate neurons from the adjacent and allow following individual neuron branches as they crisscross over other neurons' processes and reach their contact partners throughout the brain. There are different strategies (DNA excision or DNA inversion) that are used to create a brainbow that can be found in A. Weissman et al. 2015
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 39 Figure 3.9: Brainbow technique. A) A Brainbow construct with equal probability of expressing RFP, CFP, or YFP. B) sparsely labeled neurons with brainbow technique
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 310 Figure 3.10: Sparse labeling of nervous tissues. A) Golgi's staining technique of individual neurons of the dentate gyrus B) Brainbow technique expression in a layer of the hippocampus expressing Brainbow
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 3114 Figure 3.11: Laser scanning microscopy principle. Light raster the specimen with a pixel dwell time of τ that is the time the focused laser beam raster on a single pixel. The acquisition time for such a system is calculated in (BOX 4).

Figure 3 .

 3 Figure 3.12: out-of-focus lights in thick samples. A) In a widefield microscope, the intermediate image of a point source is detected from the focal (yellow) and the extra focal plane (blue. The detector then records both signals, resulting in a blurry disk. B) A pinhole at the intermediate image plane blocks the extra focal signal and only allows in-focus light, resulting in a crisp in-focus disk.
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 313 Figure3.13: Two photon Microscopy layout and principle. Adopted from[START_REF] Helmchen | Deep tissue two-photon microscopy[END_REF] 
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 315 Figure 3.15: Spinning disk confocal microscope optical layout includes an array of lenses aligned with the pinhole on the spinning disk to focus light into each pinhole. The zoom schematic of the disk shows how light propagates and expands as it travels through thick specimens.
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 316 Figure 3.16: Bessel beam vs Gaussian beam illumination in LSFM. Represents the light intensity distribution along the propagation axis.
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 317 Figure 3.17: The schematic diagram of SIM and its principle. A) Laser light is modulated by a diffraction grating. The diffracted light is focused on the back focal plane of the high NA objective lens to generate a sinusoidal pattern. B) The grating is mechanically rotated to change the angle of the stripe pattern. The superposition of the stripe pattern with the sample creates an effect called Moiré: the overlap of two structures of high spatial frequency can generate a low spatial frequency. C)-D)The rotation of stripe patterns fills the missing cone and finally, a super-resolution image is reconstructed by computational methods, adapted from[START_REF] Jost | Superresolution Multidimensional Imaging with Structured Illumination Microscopy[END_REF] .

  Figure 3.18 shows a schematic diagram of optical sectioning in SIM. In wide-field microscopy, the illumination is uniform without structures and therefore contains only the zero spatial frequency with no optical sectioning capability.

Figure 3 .

 3 Figure 3.18: A series of z plane and optically sectioned sample acquired by SIM.a)The black ( dark fringe) and white (bright fringe) dots represent the contrast of grating. a) The fluorophore that resides in the bright fringe is excited with a modulated signal, following an emission (green dot). The contrast of the grating points decreases in out-of-focus planes. b) By axially shifting the grating with a third of a period, other existing fluorophores follow the same rule and those in the dark fringe are not excited, and out-of-focus planes are excited only with uniform illumination with low contrast and therefore can be removed computationally (blue dots). c) Similarly, the grating is shifted by a third of a period, and fluorophore places in the dark fringes are not excited. Immunostained images of rat cardiomyocytes, d) acquired by a wide-field microscope e) acquired and reconstructed by a SIM. Adapted from[START_REF] Jost | Superresolution Multidimensional Imaging with Structured Illumination Microscopy[END_REF] .
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 319 The optical setup contains a 4f system with focal lengths of 150 mm and a DMD in a plane conjugate to the image plane. The f4 system is made of two achromatic doublets that relay the image from the DMD to the microscope. A 100X silicone immersion objective magnified each DMD pixel of 13.68×13.68 µm in the sample plane. The 100 mW diode lasers with 408 nm, 488 nm, 563 nm, and 647 nm wavelengths serve as excitation sources. To reduce the laser speckle and to change the beam profile into a uniform flat-top mode, we used a laser beam homogenizer (ALBEDO, ERROL) that combines a multimode input fiber with a laser de-speckled and a square-core multimode output fiber to cover the DMD area. The expanded and despeckled laser beam is then directed to the DMD at a 24-degree angle. The diffracted light from the DMD passes through a 4-f system, L1, L2, and the tube lens, Lt, before being reflected by a quadra-band dichroic beam splitter (Semrock, quad-notch) into the back focal plane of the objective lens.
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 319 Figure 3.19: The optical layout of Spectral ISM
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 320 Figure 3.20: The effect of (S =(λ/σN A)) on the axial resolution. A) Max intensity projection of a dendrite labelled with tdtomato reconstructed with different s values labeled in the images, scale bar = 4 µm. B) Axial Gaussian distribution for s values each from 15 spines. C) Full-Width-Half-Maximum calculated for s values. D) Intensity Z-profiles fitted with a Gaussian distribution for different widths, 'S'.

Figure 3 .

 3 Figure 3.20-A illustrates the reconstructed images of dendritic spines with different 'S' values for the Gaussian spatial filter. The 'S1' value describes a small filter size with high FWHM. This value then drops to 450 nm for 'S2'. This stresses the strength of optical sectioning for S2 and its optimal size to obtain high spatial frequencies at the focal plane and suppress the unwanted signals from defocus planes.

Figure 3 .

 3 Figure 3.21: ISM calibration

Figure 3 . 22 :

 322 Figure 3.22: Color reassignments and image reconstruction

A

  DMD is a light modulator, as a liquid crystal spatial light modulator, with spatial and temporal control over the illumination. On its surface, a DMD has arrays of micro-mechanically driven mirrors in a binary fashion. Each micromirror element is independently controlled and tilted along its diagonal between two 'ON' and 'OFF' modes with tilt angles of +12 and -12, respectively (See Figure??-A).The OFF-position of the mirrors reflects the beam of the optical path while the ONpositions reflect the light to the optical path to spatially map each pixel of video data to a pixel on a screen. An important aspect of a DMD used in an optical system is its particular diffraction characteristic. According to the light diffraction in grating diffraction, light diffracts into several different directions (orders of diffraction) relative to the normal of the grating surface (Figure??-B). The location of each order is determined by grating pitch, the wavelength, and the incident angle of the beam. In such a design two possibilities are to occur: the blazed condition where the maximum grating efficiency in the diffraction pattern is concentrated in a specific order or off-blazed condition where the maximum intensity peak (center of the intensity envelope) falls between orders then multiple orders contain an equal amount of energy in the diffraction pattern. In the blazed condition, the center of the intensity envelope is not coupled with the zeroth order of diffraction but can be lined up with an order if the blazed angle, β m = 2θ is fulfilled (Figure??-C). For a given wavelength, only adjusting the indecent angle would coalign the intensity envelope peak with one of the diffraction orders to produce a blazed condition, thus, only one wavelength generates the center of the intensity distribution coaligned with the center optical path.

Figure 3 .

 3 Figure 3.23: DMD configuration in an optical setup

Figure 3 .

 3 25 presents the 3D sphere pattern consist of three circles. The Argo-HM slide is designed for high-resolution microscopes (e.g., confocal microscopes).

Figure 3 . 24 :

 324 Figure 3.24: Spatial resolution assessment of Spectral ISM by Argolight slides. Image is recorded using a 100X silicone immersion objectove lens. The spacing between lines in this pattern gradually increases from 100 nm to 700 nm. The lateral resolution of Spectral ISM is shown around 350 nm.

Figure 3 .

 3 Figure 3.24 represents spaced lines pattern with known spacing between each line that is gradually increasing. The zoom image shows the lines that can be re-

Figure 3 . 25 :

 325 Figure 3.25: Spectral ISM characterization with Argolight slides. A sphere pattern is recorded simultaneously with 488 nm, 563 nm, and 647 nm excitation light. A) A 3D view of color reassignment and colocalization. B) Top and bottom 3D view of the reconstructed images for 3 colors. C) Intensity profile of the horizontal line shown in B.

Figure 3 . 26 -

 326 left shows Spectral ISM max projection of a living spheroid expressing GFP and tdtomato after 14 day in vitro transfected using electroporation technique. Spectral ISM time-lapses were recorded using 488 nm and 563 nm excitation using a 40X oil immersion objective lens for 10 hours. The emission light of 2 colors was simulta-neously recorded using a CMOS camera with 11 µs exposure time. The cells were kept in a chamber in physiological condition of 37 • C and 5% CO 2 during the time lapse. The neuronal connectivity between neuron neurons of distinctive colors over the 10 hours time-lapse is shown in Figure 3.26 -right.

Figure 3 .

 3 Figure 3.26: Live-cell time-lapse of neuronal contacts in spheroids recorded over 10 hours with 488 nm and 563 nm laser excitation. Left-image shows a max projection Spectral ISM z-stack recorded of the spheroid and neurons transfected with GFP and Tdtomato, scale bar = 5 µs. Right-image shows the dashed-box in 5 time points of the time-lapse, scale bar = 5 µm.

  labeling using electroporation of two different fluorescent proteins enabled selectively monitoring of neuronal connectivity. The sparse labeling allows first to differentiate between pre-and post-synapses for better visualization. Second, with regards to microscopy imaging, it improves the signal-to-noise ratio. The sparse labeling of spheroids revealed the formation of synapses and their contacts after 14 DIV inside spheroids. Controlling the size of the spheroids enables compatibility with measurements and optical imaging. This model comprises the complexity of the CNS with the versatility for imaging microscopy and experimental manipulations.The multifocal illumination offers an almost closed pinhole, but without an existing trade-off in signal-to-noise ratio in confocal microscopy with a speed enhancement of 2 seconds per spectral frame. This is accomplished by replacing the conventional photon detector with a detector array, i.e., a CMOS camera and a multi-spot illumination. A multifocal illumination pattern generated from a digital micromirror device is projected onto the sample resulting in simultaneous excitation of hundreds of spots with a high switching rate (20 kHz). The fluorescence emission spectrum from the sample is then dispersed by a prism at each illumination point along its axis. The Gaussian blur of the raw images for each pattern position (e.g., 196) was subtracted to obtain high-frequency information that only occurs at the focal plane. Consequently, each pattern position contains only high frequency modulated light and can be summed to a final 2D image with optical sectioning. Tuning two parameters, the width of the spatial filter and threshold to block background

AppendicesFigure A. 1 :

 1 Figure A.1: Various methods to create 3D cell culture

Figure A. 2 :

 2 Figure A.2: Hydrogel based microwells preparation.

Figure A. 3 :

 3 Figure A.3: Transfection of dissociated neurons using electroporation technique.

  

  

  

  

  

  

  

  

  

Confocal microscopy offers great optical sectioning to generate images of 3D structures. This technique is a gold standard to image brain tissue. Study of the density and morphology of dendritic spines, The use of the CSM brings with it several potential problems. Foremost among them is the increased risk of phototoxicity and photobleaching. Nevertheless, the detected emission light is from the in-focus plane, the entire sample is illuminated in the z-direction (3.12). The scanner contains galvanometer mirrors that direct the laser light in the x and y direction of a single FOV and then move incrementally across the entire sample to produce an image of the optical section. The speed of this method is limited by scanning mirrors. In modern confocal microscopes, acousto-optic tunable filters (APTFs) are implemented to rapidly attenuate laser light and select which wavelength excites the specimen. They also turn off the laser beam during the backward scan time which may avoid unnecessary light exposure to the sample. The photomultiplier tube (photomultiplier tube (PMT)) is the most common detector used for weak signals. Two essential detector characteristics in 3D microscopy are; Quantum Efficiency (Quantum Efficiency (QE)) and Noise Level (BOX 1). The former refers to the actual signals at the detection level contributing to an output signal to the photon input [START_REF]Handbook Of Biological Confocal Microscopy[END_REF] . QE in a PMT has now reached a level of 43% at 350, close to its theoretical value nm [START_REF] Tao | Secondary Electron Emission Materials for Transmission Dynodes in Novel Photomultipliers: A Review[END_REF] ; yet a considerable portion of the signals do not contribute to the outcome. To accumulate more signals, either scan speed must be lowered to allow longer excitation dwell times, or the intensity of the excitation must be increased. Either way, it increases the photodamage. More current detectors are semiconductor technology, represented by APDs (avalanche photodiodes), and Hybrid detectors that combine vacuum and semiconductor technologies to offer beneficial features of both. However, to scan a 2-D frame, the laser must dwell over each point in about 5 microseconds. PMTs are very sensitive but have a low QE for converting the photons of the emitted fluorescent signal into photo-electrons. They detect 10% or less of the fluorescence signal that gets through the pinhole [START_REF] Conchello | Optical sectioning microscopy[END_REF] .

There have been several advancements to the classical SIM implementation. One of the implementations of SIM is referred to as super-resolution (SR) SIM, first introduced by Gustafsson and colleagues in 1995 [START_REF] Mats | -tle>Sevenfold improvement of axial resolution in 3D wide-field microscopy using two objective lenses</title>[END_REF] . In the traditional SR-SIM, the modulated signal is usually generated by a spatial light modulator or a diffraction grating that creates multiple interfering beams (typically 2 and 3 beams). Diffraction orders originating from the high spatial frequency are placed farther on the observable region of BFP of the objective lens. By computational processing, the grating orders are separated, and spatial frequencies in Fourier space are shifted.

The Fourier-transformed information of the sample can be shifted to make the missing cone area accessible and generate a super-resolved image. The second variant of SR-SIM is known as spot-scanning SR-SIM. In this technique, the fluorescence emission is collected by an array detector, instead of a point detector in LSCM.

Super-resolution images can be reconstructed by the process of pixel reassignment through which a pixel offset from the excitation spot and detected fluorescent is corrected. Another recent advancement in SIM has been a technique known as an image scanning microscope (Image Scanning Microscopy (ISM)). The ISM first was introduced by Sheppard in 1988 [START_REF] Colin | Super-resolution in confocal imaging[END_REF] but the concept was only implemented 20 years later by Müller and Enderlein [START_REF] Müller | Image scanning microscopy[END_REF] . Here, the authors suggested the term image scanning microscope for this technique and replaced the point detector with a detector array composed of a multitude of small light-sensitive elements for fluorescence detection. In this approach, each array serves as a pinhole and records images of the illuminated sample for each scan position. Then postprocessing reassigns the photon detected at different detector elements to their original point on the image. Despite its super-resolution achievement, this configuration suffers from the limited frame rate of the Charge-Coupled Device (CCD) camera. Another ISM implementation developed by A.York and colleagues [START_REF] York | Resolution doubling in live, multicellular organisms via multifocal structured illumination microscopy[END_REF] where they used a Digital Micromirror Device (DMD) as a spatial light modulator to generate sparse multi-spot patterns. The multifocal images are then captured and then digitally pinholed, re-scaled, summed, Chapter 4

Summary and Conclusion

In this study, we described a combination of a 3D engineered in vitro model with a spectral image scanning microscope that fulfills two key challenges in studying neuronal contacts and remodeling: a 3D in vitro synaptic model and a microscopy modality.

First, we aimed at reducing the complexity of the model to increase its amenability for further experimental manipulation. At the same time, we maintained its 3D architecture, mechanical, chemical, and physical cues. This versatile and controllable 3D micro-engineered model presents key features of the CNS microenvironment, namely neuronal subtypes, synaptic formation in an in vivo-like stiffness.

For that, we used a UV projector PRIMO system which allows UV projection with high spatiotemporal control. This technology uses a spatial light modulator device, DMD, to generate illumination patterns with a high switching rate (10 kHz) and different gray scales. The UV projector along with a photoinitiator (PLPP) and pre-polymers (PEGTA) enables the fabrication of hydrogel templates in a versatile, time-effective, and user-friendly manner. PEG is a biocompatible, nonadhesive gel, and mechanically tunable by varying its polymeric length. This method benefits from the free radical photopolymerization process to transform a liquid mixture of a multifunctional PEG into a cross-linked macromolecule by a chain reaction initiated by reactive species. The initiation is formed by a benzophenone-based photoinitiator absorbing UV light to generate initiating radicals. These radicals then propagate and react with the prepolymer to create 3D polymer networks. In this protocol, there are a few considerations including the stiffness of the gels.

Appendix Example

A.1 Appendix

A.2 Rat Primary Neurons

First, E18 Sprague-Dawley rats' embryos were sacrificed. Then the hippocampus and cortex were dissected. The dissociated cortical and hippocampal neurons were prepared as described by Kaech and Banker, 2006 [START_REF] Kaech | Culturing hippocampal neurons[END_REF] . For 2D culture, cells were plated at a density of 200-300 x 103 cells per 60-mm dish containing coverslips precoated with poly-L-lysine for 1.5 hours (Marienfeld, cat. No. 117 580). Neurons were maintained in Neurobasal Plus medium and supplemented with 0.5 mM Gluta-MAX and 1X B-27 Plus supplement (Thermo Fischer Scientific). Cells were plated.

Cells were plated in supplemented Neurobasal Plus medium containing 1.5% Horse serum heat-inactivated. 48h later, the medium was replaced by a pre-equilibrated maintenance medium to remove Horse serum, and 2µM Ara-C was added between DIV 6-8, according to glia's proliferation.

A.3 Hydrogel-based Microwells

The hydrogel precursor is a mix of 5% of 4-arm-PEG-acrylate (Laysan Bio, Inc.) solved in 1X of PLPP photoinitiator (Alveole, Paris). The solution is then added to the PDMS stencil on a bioinert culture plate (IBIDI). The dish is placed at the stage of a converted microscope incorporated with the Primo system. A 100% UV light power for 60 seconds is shone. This step is repeated for each PDMS square, where the 

A.6 Confocal Microscope

Confocal imaging was done at Bordeaux Imaging Center, Bordeaux with the following microscope system: The excitation lights generated from a white light laser 2 (WLL2) with freely tuneable excitation from 470 to 670 nm (1 nm steps) and a diode laser at 405 nm was directed in to a Leica SP8 WLL2 on an inverted stand DMI6000 (Leica Microsystems, Mannheim, Germany). Light is scanned using either a conventional scanner (10Hz to 1800 Hz) or a resonant scanner (8000Hz).

The illumination is then focused on the sample using two objective lenses with characteristics of oil immersion HCX Plan Apo CS2 (63X, NA of 1.40) and a Glycerol immersion HC PL APO CS2 motCORR (93X, NA of 1.3). The emission light was collected using 2 internal photomultiplier tubes (PMT), 2 internal hybrid detectors and 1 external PMT for transmission. The images were acquired by the LAS X Life Science (Leica Microsystems, Mannheim, Germany). The parameter to adjust in the software includes the excitation and emission range for the laser and the detectors.

Pixel size and zooming were also tuned depending on the objective lenses.