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Abstract in English

Highly sensitive biosensors derived from nanotechnology have found applications in various fields in recent years, thanks to the direct, real-time and label-free detection of many biological and chemical substances. In the framework of this thesis, three 

General introduction

The optical biosensors are used in diverse fields including clinical diagnosis, biomolecular engineering, drug design, environmental control or food industry 1 . They provide quantitative analysis and show extraordinary potential for rapid multiplexing and miniaturization thanks to various nano-structuration that make possible rapid recognition and targeting events of specific chemical and biological molecules 2 .

Considering the potential prospects and research interests in the biosensor field, the PhD thesis focuses on the fabrication of stable annealed nanostructures and their used in the construction of sensitive and selective optical biosensors based on scanning microwave spectroscopy (SMM), surface enhanced Raman spectroscopy (SERS), localized surface plasmonic resonance (LSPR)), and quartz crystal microbalance (QCM), respectively. In addition, two surface characterization techniques namely scanning electric microscopy (SEM) and atomic force microscopy (AFM) where employed for above detection techniques.

There is drawback to use thick microscopic glass slides for deposition of thin metallic films due to the instability of noble metal films on bare glass substrates after exposure to aqueous solutions, solvents and buffers used in biosensor applications. The instability of gold film deposited on glass substrate has been confirmed [3][4][5] . However, to overcome this drawback the previous work has developed a protocol to stabilize the binding of the thin gold film on the surface of glass substrates, which includes deposing thin gold film on the glass and embedding the gold nanoparticles in glass substrates by high temperature annealing [START_REF] Jia | Large Scale Fabrication of Gold Nano-Structured Substrates Via High Temperature Annealing and Their Direct Use for the LSPR Detection of Atrazine[END_REF] . In this thesis, an improved protocal is proposed for high temperature annealing gold nanoparticles on the glass coverslips instead of the regular glass substrates as has been reported by the same group in 2013 [START_REF] Jia | Large Scale Fabrication of Gold Nano-Structured Substrates Via High Temperature Annealing and Their Direct Use for the LSPR Detection of Atrazine[END_REF] . Therefore, on the basis of the annlead thin gold films on ultrafine glasses, three major scientific issues addressed in this PhD thesis. The scientific issues solve in four chapters:

i). Can annealed nanostructured supports be considered a universal platform for highly sensitive and reproducible biosensors with different detection transducer types?

(issue addressed in chapter 2, 3, 4) ii). Are ultrafine coverslips suitable for high temperature annealing process for metallic nanostructuration? (issue addressed in chapter 3)

iii). Are annealed nanostructured surface stable to biological buffers used in the construction of biosensors? (issue addressed in chapter 5)

In In Chapter 4, at the first, two kinds of the controlled AuNIs on the QCM crystal were prepared for the acoustic sensitive biosensing platform. One is prepared with gold film (30 nm and 50 nm) deposition through a TEM grid with 3 slots on the crystal gold electrode (named Q-TEM grid). Another is prepared with annealed gold nanoparticles (thickness of the evaporated gold 0 nm, 2 nm, 4 nm and 6 nm) on quartz glass and gold electrode (named QCM-color crystal). Subsequently, five different concentrations of gliadin have been detected by acoustic measurements on the basis of these two nanostructured substrates. Thus, the acoustic detection using home-prepared nanopatterned QCM crystal (Q-TEM grid (30 nm Au) and QCM-color) has proved to be efficient immuno-detection platforms for instance of gliadin.

In chapter 5, as chapter 3 has been reported, the high temperature annealed AuNPs on the coverslips showed a sensitive and specific biosensing detection based on the plasmonic properties and considering the biological buffer plays an important role in the aliquots and (bio) functionalization preparation steps, in this work, the SSPE and PBS buffer have been investigated in the influence on the stability of the annealed gold nanostructured coverslips by using the characterization of SEM, AFM and LSPR measurements. Meanwhile, under the 4 ℃ wet media, the LSPR sensing of Raman model molecule-BPE on the annealed AuNPs on the coverslips was possible to over two weeks.

Chapter 1 Optical biosensors

A biosensor is a device that uses specific biochemical reactions mediated by isolated enzymes, immune-system, tissues, organelles, or whole cells to detect chemical compounds, usually by electrical, thermal or optical signals [START_REF] Iupac | Biosensor definition[END_REF] . It includes a biometric layer designed to bind specific substances and a physical transducer that converts the biochemical interactions into quantifiable signals 1 .

Biosensors can be divided into the following categories according to the classification [START_REF] Najeeb | A novel classification of prostate specific antigen (PSA) biosensors based on transducing elements[END_REF][START_REF] Mungroo | Biosensors for the Detection of Antibiotics in Poultry Industry-A Review[END_REF] : i) It can be classified into different groups depending on the transducers: optical (surface plasmonic resonance (LSPR), refractometric fluorimetric, interferometric), electrochemical (amperometric, potentiometric, conductometric, capacitive), and physical (calorimetric, electronic, piezoelectric, magnetic); ii) On the basis of the different bioactive materials in biosensors, it can be divided into: genebiosensors, immunosensors, enzyme sensors, microbial sensors, tissue sensors, and cell sensors, etc; iii) According to the different interaction methods between the identification element and the analyte in the biosensor, it can be mainly divided into: catalytic biosensor and affinity biosensor.

The definition and principle of biosensor shown in Nowadays, the technological progress experienced in the field of nanotechnology has significantly promoted the expansion of the biosensor market and there is a great interest in the development of sensitive and selective biosensors, new research in the field of biosensor plays an important role in daily life. A variety of highsensitivity biosensors based on nanotechnology have been reported in recent years [START_REF] Lopez | Recent advances in nanoplasmonic biosensors: Applications and lab-on-a-chip integration[END_REF] . In addition, biosensors have been progressively applied to continuous monitoring of biological and synthetic processes in industrial and clinical chemistry [START_REF] Ali | Biosensors: Their Fundamentals, Designs, Types and Most Recent Impactful Applications: A Review[END_REF] . Biosensors are becoming more and more popular in the field of food analysis [START_REF] Ashley | Molecularly imprinted polymers for sample preparation and biosensing in food analysis: Progress and perspectives[END_REF] , environmental control [START_REF] Nigam | Enzyme Based Biosensors for Detection of Environmental Pollutants--A Review[END_REF] , bioterrorism [START_REF] Li | Differentiation of live and heat-killed E. coli by microwave impedance spectroscopy[END_REF] , and human health diagnostics [START_REF] Masson | Surface Plasmon Resonance Clinical Biosensors for Medical Diagnostics[END_REF] . Among the detection methods of biosensors, highly-sensitivity optical transducers combined with the exquisite specificity, affinity and versatility of biomolecular interactions have driven the development of a wide variety of optical biosensors [START_REF] Malekzad | Noble metal nanostructures in optical biosensors: Basics, and their introduction to anti-doping detection[END_REF] . While the optical detection is commonly used in noble metal sensors. Compared with conventional analytical techniques, high-sensitivity optical biosensors offer great advantages, they can detect a variety of biological and chemical substances directly, in real-time and without labels. Furthermore, optical detection can achieve the advantages include high specificity, sensitivity, small size and cost-effectiveness [START_REF] Damborský | Optical biosensors[END_REF] , and it is widely used in the detection of noble metal biosensors.

Owing to the nanoparticles which have the characteristics of small volume and large specific surface area, the functionalized biosensors generally have the property of a large specific surface area of materials, so that they can be used as carriers for biomolecules, to enhance the immobilization ability of biological cells and receptors [START_REF] Guo | Biomolecule-nanoparticle hybrids for electrochemical biosensors[END_REF] .

In addition, they have good catalytic reaction and electron transfer capabilities, as well as good biocompatibility and stability thereby they can be well used for the research of biomolecules and biological processes. Many research results show that biosensors based on noble metal can significantly amplify the output signal, making it more sensitive, and greatly improving the detection and quantification capabilities of biomolecules and different bio-ions [START_REF] Lei | Signal amplification using functional nanomaterials for biosensing[END_REF][START_REF] Zhou | Signal amplification strategies for DNA and protein detection based on polymeric nanocomposites and polymerization: A review[END_REF][START_REF] De La Escosura-Muñiz | Electrochemical analysis with nanoparticle-based biosystems[END_REF][START_REF] Farka | Nanoparticle-Based Immunochemical Biosensors and Assays: Recent Advances and Challenges[END_REF] . Although the methods and detection techniques of noble metal biosensors still have certain limitations and cannot be used as routine detection methods and tools in clinical experiments and homes, they are expected to become more powerful diagnostic and therapeutic tools and have broader practical application prospects.

Among the noble metal, gold nanoparticles (AuNPs) are currently widely used in various biomedical fields due to their size-dependent chemical, electronic and optical properties. The related physical properties include a high surface-to-volume ratio, biocompatibility, besides, the size of the metal NPs is comparable to those of biomolecules such as proteins (enzymes, antibodies) or DNA, and the dimension of these biomolecules is in the range of 2-20 nm, giving the structural compatibility of these two classes of material [START_REF] Aldewachi | Gold nanoparticle-based colorimetric biosensors[END_REF] . In addition, predictability, reproducibility, stability, biocompatibility, biodegradability and easy modification are the most important advantages of its nanostructure [START_REF] Liu | Ultrasensitive Detection of DNA and Ramos Cell Using In Situ Selective Crystallization Based Quartz Crystal Microbalance[END_REF] . Moreover, the multiple available shapes of AuNPs allow simple surface functionalization with probes and other compounds of interest, thereby adapting them to a variety of detection modalities and technologies in the field of optical biosensors. In particular, the plasmonic biosensing resonance can be modulated with Au NPs through different shape, size, and surface coupling [START_REF] Lee | Application of gold nanoparticle to plasmonic biosensors[END_REF] .

Therefore, considering the controlling morphology and optical properties of Au NPs, while the development of biosensors based on plasmonic has been reported. The biomolecules detection based on the AuNPs with optical spectra measurements were developed in this study.

Noble metal nanomaterials 1.Development of noble metal nanomaterials

Nanoparticles synthesized with rare metals are called noble metal nanoparticles, and these particles have an order of magnitude less than 100 nm in at least one dimension [START_REF] Sau | Nonspherical Noble Metal Nanoparticles: Colloid-Chemical Synthesis and Morphology Control[END_REF] . Among noble metal nanoparticles, especially gold and silver nanoparticles,

show strong scattering and absorption in the visible light wave region [START_REF] Jain | Plasmonic coupling in noble metal nanostructures[END_REF] . It can be added to the production process of the glass and vases and becoming the beautiful color source of stained glass. In the 4th and 5th centuries of Egypt and China, gold nanoparticles were the first nanoparticles used for treatment and decoration 28 . The most famous example is the Lycurgus cup made by the Romans in the fourth century. It will appear red under the transmission light (when the light source is irradiated inside the cup), and it will be green under the reflected light (when the light source is irradiated outside the cup), as shown in In 1857, Michael Faraday reported the first scientific paper on the chemical synthesis of gold nanoparticles. In carbon disulfide (CS2), chlorine (Cl) was used to reduce the aqueous solution of chloroaurate. He was the first to disperse gold nanoparticles into a uniform deep red solution [START_REF] Lix | Experimental relations of gold (and other metals) to light. The bakerian lecture[END_REF] , this is considered to be an important step in the development of nanotechnology. In 1861, Graham coined the word "colloid" in the French word "colle" [START_REF] Daniel | Gold Nanoparticles: Assembly, Supramolecular Chemistry, Quantum-Size-Related Properties, and Applications toward Biology, Catalysis, and Nanotechnology[END_REF] . In 1889, Frens, Overbeek and Lea achieved an important milestone in the field of chemistry, they reduced silver nitrate by using ferrous sulfate, which was then protected with citric acid ions to prepare silver colloids for the first time. In the 20th century, a large number of experimental methods reported on gold nanoparticles successfully synthesized [START_REF] Brown | The chemistry of the gold drugs used in the treatment of rheumatoid arthritis[END_REF][START_REF] Schmid | Large clusters and colloids. Metals in the embryonic state[END_REF] . In 1908, Gustav Mie used the Maxwell equation to explain the scattering and absorption spectra of spherical particles of any size [START_REF] Mie | Beiträge zur Optik trüber Medien, speziell kolloidaler Metallösungen[END_REF] . In 1952, Pines and Bohm proposed "plasmon" [START_REF] Pines | A Collective Description of Electron Interactions: II. Collective $\mathrm{vs}$ Individual Particle Aspects of the Interactions[END_REF] , because in the presence of light, the resonance oscillation of free electrons excited on the surface of the particle is surface plasmon resonance, also known as local surface plasmon resonance (LSPR), in 1957, Ritchie first named "surface plasmon" [START_REF] Ritchie | Plasma Losses by Fast Electrons in Thin Films[END_REF] .

This phenomenon shows that the noble metal nanoparticles have unique optical properties, and since then has opened a wave of research on the optical and photothermal properties of the noble metal nanoparticles. Plasma resonance can not only radiate light (Mie scattering), but also gradually applicated in the field of optics and imaging, opening up a variety of application prospects for noble metal nanoparticles in new fields.

In recent years, with the development of nanotechnology, the shape of noble metal nanoparticles has gradually evolved from the original spherical nanoparticles to form various shapes such as nano-cubes 36 , triangles [START_REF] Li | The fabrication of scatheless triangle nanoparticles for biosensor[END_REF] , rods [START_REF] Chen | Sensing capability of the localized surface plasmon resonance of gold nanorods[END_REF] , sheets [START_REF] Baby | Metal decorated graphene nanosheets as immobilization matrix for amperometric glucose biosensor[END_REF] , disks [START_REF] Chang | Flexible Localized Surface Plasmon Resonance Sensor with Metal-Insulator-Metal Nanodisks on PDMS Substrate[END_REF] , etc., from simple 0D structures gradually developed into 3D and composite nanostructures. Due to the size, shape, and composition are important factors, affecting the physical and chemical properties of nanoparticles element, so different configurations and types of nanoparticles show different characteristics and advantages in light, heating and electricity [START_REF] Khan | Nanoparticles: Properties, applications and toxicities[END_REF] . Specially, the gold nanoparticles exhibit excellent optical properties, catalytic properties, high conductivity and reflectivity, dielectric properties, and biocompatibility [START_REF] Alex | Functionalized Gold Nanoparticles: Synthesis, Properties and Applications-A Review[END_REF] .

Fabrication of gold nanoparticles

The surface and core properties of AuNPs can be manipulated for specific applications such as molecular recognition, chemical sensing, and imaging [START_REF] Zeng | A review on functionalized gold nanoparticles for biosensing applications[END_REF] . However, there are challenges that require overcoming to improving the control over their size and shape through the synthesis techniques of gold nanoparticles. Including the reproducibility, reliability, scalability of biosensing detection methods based on AuNPs and long-term stability. The development of synthesis methods has also reached a higher level by systematically studying the special properties of nanostructures in terms of the quality, quantity and yield etc. Until now, various approaches of synthesizing AuNPs have been developed [START_REF] Mizukoshi | Sonochemical Preparation of Bimetallic Nanoparticles of Gold/Palladium in Aqueous Solution[END_REF][START_REF] Maye | Heating-Induced Evolution of Thiolate-Encapsulated Gold Nanoparticles: A Strategy for Size and Shape Manipulations[END_REF][START_REF] Martin | Charged Gold Nanoparticles in Non-Polar Solvents: 10-min Synthesis and 2D Self-Assembly[END_REF][START_REF] Sun | Shape-Controlled Synthesis of Gold and Silver Nanoparticles[END_REF][START_REF] Henglein | Radiolytic Control of the Size of Colloidal Gold Nanoparticles[END_REF][START_REF] Zhou | A Novel Ultraviolet Irradiation Technique for Shape-Controlled Synthesis of Gold Nanoparticles at Room Temperature[END_REF][START_REF] Sau | Room Temperature, High-Yield Synthesis of Multiple Shapes of Gold Nanoparticles in Aqueous Solution[END_REF][START_REF] Hu | Synthesis and Properties of Tadpole-Shaped Gold Nanoparticles[END_REF][START_REF] Kuo | Synthesis of Highly Faceted Pentagonal-and Hexagonal-Shaped Gold Nanoparticles with Controlled Sizes by Sodium Dodecyl Sulfate[END_REF] . Researchers have made considerable efforts to develop new synthetic methods (as shown in Figure 1.3). Generally speaking, the synthesis of nanoparticles can be divided into "top-down" and "bottom-up" methods [START_REF] Lohmüller | Nanopatterning by block copolymer micelle nanolithography and bioinspired applications[END_REF] . The top-down approach is to synthesize nano-sized particles by destroying the entire material, shaping or cutting. However, in the bottomup approach, atoms or molecules are gradually assembled into nanoparticles. The main advantage of the top-down method is the large-scale synthesis of the desired nanomaterials in a short period of time. On the other hand, the main advantage of the bottom-up approach is that it allows the synthesis of homogenous nanostructures that can perfectly exhibit crystal and surface structure [START_REF] Cao | Nanoparticles with Raman Spectroscopic Fingerprints for DNA and RNA Detection[END_REF] . The synthetic methods can also be classified into chemical, physical, and biological methods.

The most common method to produce colloidal stable AuNPs is using solution phase synthesis, for example, the method first invented by Turkevich et al. in 1951 61 to synthesize AuNPs by reducing chloroauric acid (HAuCl4) in aqueous phase. On the basis of the method invented by Turkevich et al.,Frens et al. 62,[START_REF] Frens | Controlled Nucleation for the Regulation of the Particle Size in Monodisperse Gold Suspensions[END_REF] improved the synthesis scheme in which sodium citrate was used as the reducing agent and the blocking agent during the reaction between hot chlorauric acid solution and sodium citrate solution.

And the AuNPs with a diameter of 10-20 nm could be produced. Until now, the solution-phase synthesis method is still used to prepare colloidal AuNPs, which were synthesized by reacting HAuCl4 with a sodium citrate solution as a reducing agent and stabilizer in the AuNPs fabrication field [START_REF] Stobiecka | Ligand exchange effects in gold nanoparticle assembly induced by oxidative stress biomarkers: Homocysteine and cysteine[END_REF][START_REF] Stobiecka | Resonance elastic light scattering (RELS) spectroscopy of fast non-Langmuirian ligand-exchange in glutathioneinduced gold nanoparticle assembly[END_REF][START_REF] Stobiecka | Rapid functionalization of metal nanoparticles by moderator-tunable ligand-exchange process for biosensor designs[END_REF] .

On the other hand, AuNPs can also be assembled into complex nanostructures through template molecules. In particular, DNA has emerged as a promising biomaterial for the assembly of various nanostructures based on their programmable base pairings.

Other interesting properties include stability, remarkable biocompatibility, and the ability to be easily modified by functional groups for further applications. As a widely used biomaterial, DNA is used to fabricate pre-designed nanostructures and nanodevices that are structurally programmable, spatially addressable, dynamically dynamic, and biocompatible [START_REF] Song | Self-Assembled DNA Nanostructures for Biomedical Applications[END_REF] . In 1996, Mirkin et al. [START_REF] Mirkin | A DNA-based method for rationally assembling nanoparticles into macroscopic materials[END_REF] demonstrated a DNA-templated approach to construct nanotubes for encapsulation of 20 nm gold nanoparticles within these DNA nanotubes, Storhoff et al. [START_REF] Storhoff | What Controls the Optical Properties of DNA-Linked Gold Nanoparticle Assemblies?[END_REF] reported that DNA-linked gold nanoparticle aggregates containing oligonucleotide linkers of varying length, and other synthesized DNA-AuNPs have been reported [START_REF] Kanaras | Enzymatic Disassembly of DNA-Gold Nanostructures[END_REF][START_REF] Huo | Asymmetric Functionalization of Nanoparticles Based on Thermally Addressable DNA Interconnects[END_REF][START_REF] Kim | Synthesis and Thermally Reversible Assembly of DNA-Gold Nanoparticle Cluster Conjugates[END_REF][START_REF] Xiong | Phase Behavior of Nanoparticles Assembled by DNA Linkers[END_REF] . In recent years, in addition to DNA, several other classes of biological molecules have been successfully used for biological templates in the preparation and application of biosensors. Such as peptides, proteins, virus and bacteria [START_REF] Mcmillan | Ordered nanoparticle arrays formed on engineered chaperonin protein templates[END_REF][START_REF] Hu | Assembly of Nanoparticle-Protein Binding Complexes: From Monomers to Ordered Arrays[END_REF][START_REF] Lamm | Laterally Spaced Linear Nanoparticle Arrays Templated by Laminated β-Sheet Fibrils[END_REF][START_REF] Sun | Core-controlled polymorphism in virus-like particles[END_REF] .

However, even though various AuNPs have been prepared by using a chemical bottom-up approach and displaying homogenous nanostructures, challenges remain to obtain the well-patterned NPs with uniform shape and size for biosensing applications based on plasmonic properties. Amomg the physical top-down methods, there is a typical method called electron beam lithography (EBL) [START_REF] Vieu | Electron beam lithography: resolution limits and applications[END_REF][START_REF] Lee | Electron Beam Projection Nanopatterning Using Crystal Lattice Images Obtained from High Resolution Transmission Electron Microscopy[END_REF][START_REF] Chen | Nanofabrication by electron beam lithography and its applications: A review[END_REF] , which produces extremely controlled patterned gold nanostructures by rasterizing them onto a thin polymer coating (resist) using a high energy focused electron beam, followed by metal evaporation and photoresist sripping 85 . There is an example of controlled patterned gold nanostructures obtained by EBL showed in In summary, the greater versatility and ease of preparation of AuNPs is one of the advantages of that have been widely studied and used in large quantities. Electron beam evaporation of a thin film on glass substrates and subsequent thermal annealing in oven or on a hot plate, were chosen for this thesis, due to their relatively low cost, ease of manufacture and potential for large scale fabrication [START_REF] Jia | Large Scale Fabrication of Gold Nano-Structured Substrates Via High Temperature Annealing and Their Direct Use for the LSPR Detection of Atrazine[END_REF] .

Properties of noble metal nanoparticles

Noble metal nanoparticles are widely used in materials science, biology, imaging, catalysis and medical treatment because of their special physical, chemical, radiative and non-radiative properties [START_REF] Huang | Gold nanoparticles: Optical properties and implementations in cancer diagnosis and photothermal therapy[END_REF] .

Physical properties:

The surface plasmon resonance (SPR) effect, in the main publication written by Mie in 1908, the property of SPR was theorized. According to Mie theory, the total cross section composed of SPR absorption and scattering is the sum of all electromagnetic oscillations, solving the Maxwell equations with appropriate boundary conditions quantitatively describes the phenomenon of surface plasmon resonance. Mie theory attributed the plasmon resonance of spherical particles to the dipole oscillations of free electrons in the conduction band occupying energy states above the Fermi level [START_REF] Alvarez | Optical Absorption Spectra of Nanocrystal Gold Molecules[END_REF] . Different sizes, shapes and types of noble metal nanoparticles have different absorption characteristics, thereby they will show different colors. As shown in Figure 1.5 [START_REF] Cao | Gold nanorod-based localized surface plasmon resonance biosensors: A review[END_REF] , it is a schematic diagram of LSPR after spherical nanoparticles are excited. Correspondingly, it has only one absorption spectrum peak. However, for the absorption spectrum of gold nanorods (AuNRs), there are two obvious absorption peaks. Due to the length and short-axis electronic oscillation of gold nanorods, there will be longitudinal and transverse plasma bands (see Figure 1.6) [START_REF] Cao | Gold nanorod-based localized surface plasmon resonance biosensors: A review[END_REF] . More and more reports link the spectral characteristics of gold particles with Mie theory. Therefore, SPR provides a lot of information for the development of metal nanostructures, and has been a hot spot for extensive research on the optical spectral properties of noble metal nanoparticles [START_REF] Melinger | Ultrafast Dynamics of Gold-Based Nanocomposite Materials †[END_REF] . 

Chemical properties:

The noble metal nanoparticles stably present in the ligand can react with some thiol ligands to form covalent bonds, and thus have a substitution reaction with the ligands on the particle surface. The rate of the reaction depends on the chain length of the thiol molecule, the steric hindrance and the charge carried, and the charge carried by the noble metal nanoparticles [START_REF] Templeton | Monolayer-Protected Cluster Molecules[END_REF] . Acid-base chemistry has been involved in molecular recognition applications and has been studied using various technologies. For example, for amino-functional AuNPs, IR and 1 H Nuclear Magnetic Resonance (NMR) studies have shown that the strength of the H bond in the molecule depends on the distance between the amide and the material [START_REF] Boal | Intra-and Intermonolayer Hydrogen Bonding in Amide-Functionalized Alkanethiol Self-Assembled Monolayers on Gold Nanoparticles[END_REF] . Therefore, noble metal nanoparticles modified with different acid-base groups also have supramolecular properties [START_REF] Daniel | Gold Nanoparticles: Assembly, Supramolecular Chemistry, Quantum-Size-Related Properties, and Applications toward Biology, Catalysis, and Nanotechnology[END_REF] .

Radiative properties: Noble metal nanoparticles have very strong scattered light near the SPR frequency, so optical imaging and labeling applications in biological systems are very promising [START_REF] Sokolov | Real-Time Vital Optical Imaging of Precancer Using Anti-Epidermal Growth Factor Receptor Antibodies Conjugated to Gold Nanoparticles[END_REF][START_REF] El-Sayed | Surface Plasmon Resonance Scattering and Absorption of anti-EGFR Antibody Conjugated Gold Nanoparticles in Cancer Diagnostics: Applications in Oral Cancer[END_REF] . There is a competing relationship between scattering and absorption, scattering increases rapidly as the volume of nanostructures increases.

For example, when the scattering of smaller AuNPs (10 nm) is negligible, the scattering from larger nanoparticles (80 nm) is 5 magnitudes greater than the typical dye emission value [START_REF] Jain | Calculated Absorption and Scattering Properties of Gold Nanoparticles of Different Size, Shape, and Composition: Applications in Biological Imaging and Biomedicine[END_REF] . The highly enhanced cross-section of nanoparticles provides sensitive and highly contrasted imaging technology. Individual nanoparticles can also be imaged, so they can be identified using a simpler but powerful dark field microscope. At the frequency of SPR of nanoparticles, the AuNPs in the microscope are seen as bright, colored spots [START_REF] Jing | Chrominance to Dimension: A Real-Time Method for Measuring the Size of Single Gold Nanoparticles[END_REF] Non-radiative properties: In order to generate light scattering, the plasma nonradiative relaxation throughs electron-electron (internal-or inter-band excited state), electron lattice and electron surface collision, resulting in nanoparticles to absorb photons [START_REF] Link | Optical Properties and Ultrafast Dynamics of Metallic Nanocrystals[END_REF] . Spectroscopic studies of low laser energy in ultrafast lasers have shown that after the free electrons of metal nanoparticles are excited by light, they are cooled back to equilibrium through energy exchange with lattice photons, and the nanoparticles will be heated at a rate of 1 ps. When excited at a faster deposition rate than the lattice cooling energy, photothermal heating can lead to nanoparticle ablation or surface desorption, and it may even melt or reshape the nanoparticles (30 ps). Under a slower rate of excitation, the lattice is cooled by quantum-quantum (100 ps), which can heat the surrounding medium of the nanoparticles, thereby it can be used for photothermal treatment of cancer [START_REF] El-Sayed | Selective laser photo-thermal therapy of epithelial carcinoma using anti-EGFR antibody conjugated gold nanoparticles[END_REF][START_REF] Huang | Cancer Cell Imaging and Photothermal Therapy in the Near-Infrared Region by Using Gold Nanorods[END_REF] .

Optical biosensors 1.2.1 Classification of optical biosensors

Optical biosensors are the most commonly reported category of biosensors.

Optical detection is performed using the interaction of a light field with a biometric element. The basic goal of an optical biosensor is to generate a signal proportional to the concentration of the analyte. As Figure 1.1 shows, the optical biosensor can use various biological materials, including enzymes, antibodies, antigens, receptors, nucleic acids, whole cells and tissues as biorecognition elements. Generally, optical biosensing can be mainly divided into two general modes: label-free and label-based.

Briefly, label-based sensing involves the use of markers, and then generates an optical signal by colorimetric, fluorescent, or luminescent methods [START_REF] Damborský | Optical biosensors[END_REF] . In contrast, in the labelfree mode, the detected signal is directly caused by the interaction between the material being analyzed and the transducer. These two modes would be described in this section.

Label-based detection

In label-based detection, on the basis of the optical signal, it mainly can be divided into three methods shown below:

In Colorimetric detection, much progress has been made in understanding the interactions between various substrates and AuNPs, and how to exploit these interactions as colorimetric reporters in biosensors [START_REF] Aldewachi | Gold nanoparticle-based colorimetric biosensors[END_REF] . Monodisperse spherical AuNPs have a red wine color. This color comes from light absorbed by AuNPs in the greenblue range (~ 450 nm) and reflected in the red wavelengths (~ 700 nm). As the AuNPs vary in size, shape, inter-particle distance, and dielectric environment, the boarding surface plasma absorption changes local SPR frequency by shifting from visible to invisible (near infrared) wavelengths. This color shift is the key phenomenon that makes it promising for the development of colorimetric visual biosensors.

In 

Label-free detection

The label-free analysis technology eliminates the need for complex labels, thus enabling rapid detection; it does not require the introduction of second-stage analysis probes (e.g., secondary antibodies), thereby greatly expanding the number and types of targets to be analyzed. Since the preparation and manipulation of label-free analytical methods are greatly simplified, they have the advantages of simplicity, speed, and low cost, and are suitable for the rapid, sensitive, and low-cost development of diagnostic technology 102 . Therefore, this is a great promising development for diagnostic applications.

In label-free detection of optical biosensors, the biosensors can be mainly divided into enzyme sensors, cells sensors, immunosensors and genosensors based on the sensitive substances on biomolecule recognition elements and the specific biomolecules interaction.

Among them, enzyme-based biosensor is the earliest a commercial biosensor to use enzymes as biometric recognition elements 103 . It has the advantages of high sensitivity, specificity, low detection limit, good selectivity, simple operation, portability, and continuous outdoor online monitoring. Simple molecules such as glucose can be detected by enzymatic oxidation. The glucose analysis of blood is by far the most commercially successful application of biosensors, namely handheld glucose meters used by diabetics. The basic principle of the glucose biosensor is based on oxygen molecules and is used as an electron receptor. The amount of hydrogen peroxide produced by the reduction or glucose oxidase (GOx) oxidation of glucose is measured directly or indirectly by a sensor that detects the substrate content 104 , their reaction sequences can be described by the following reactions: ( 1) and ( 2).

Enzyme layer: GOx (ox) + glucose gluconolactone + GOx (red) ( 1)

GOx (ox) + O2 GOx (ox) + H2O2 Electrode: H2O2 O2 +2H + + 2e - (2) 
At present, enzyme-based biosensors are widely used in environmental monitoring, food safety inspection, biomedical inspection, and other fields.

On the other hand, based on the interaction of specific biomolecules, cell-based sensors use physiological responses of whole living cells as sensing component, such as oxygen consumption, surface chemistry or electrical potential, mobility or genetic activity 105 . Thus, whole cells provide multipurpose catalysts, especially where multiple enzymatic processes need to be sequentially engaged.

Besides, the immunosensor is developed by exploiting the recognition of antibodies (antigens) against antigens (antibodies) 106 . For instance, an ultra-highly sensitive immunosensor was developed to detect carcinoembryonic antigen based on the gold and silver bio/nano-hybrids by Nakhjavani al. 107 . Currently, the label-free immunosensing on the basis of QCM is more and more popular in the research of the immunosensors fields [108][109][110][111][112] , the QCM biosensing will introduced in further part.

Genosensors or gene-based biosensors/DNA biosensors typically use a immobilized DNA probe as an identification element and measure specific binding processes, such as the formation of DNA-DNA and DNA-RNA hybrids, and the interactions between protein or ligand molecules and DNA on the sensor surface 113 .

Among these biosensors, with the rapid advances in the fields of molecular biology and genetic engineering, research on the application of genosensors in genetic diagnosis, environmental monitoring, and drug research has received widespread attention.

Generally, studies of genobiosensors can be divided into three categories: electrochemical genobiosensor, mass genobiosensor (using a quartz crystal oscillator (QCM) as a transducer) and surface plasmon resonance (SPR) genobiosensor. In particular, SPR genobiosensor are widely used for detection due to the advantages of non-destructive and high sensitivity of optical methods.

In the thesis, to realize the label free detection, four approaches were choosed for the diagnostic applications. The biosensing detection based on these four techniques will be introduced next. frequencies by electrostatic force microscopy (EFM) during an approach curve in order to define the calibration parameters e00, e01, e11. From the approach curve also the tip geometry is extracted for the dielectric constant evaluation 116 . Where Zref = 50 Ω is the characteristic impedance of the VNA. The three complex parameters e00, e01, and e11 have to be determined with the measurement of three reference samples of known impedance.

Scanning microwave spectroscopy (SMM

Application of SMM technology

In recent years, the scanning microwave microscopy appeared as a potential technique to obtain the electromagnetic properties of samples with high spatial resolution 117 , SMM measurements can be also related to the electrical impendence of the samples and further to their local complex permittivity 118,119 . As the combination of Besides its widely applying in inorganic samples, nowadays, SMM also has becoming applied in biological systems [127][128][129][130] , but a few examples of applications of SMM to biology are found in the literature. For example, Biagi et al. quantified the electric permittivity of single bacterial cell at microwave frequencies and nanoscale spatial resolution by means of near-field SMM 117 . In fact, compared with the inorganic samples of solid substrates, there are a number of difficulties for the SMM measurements of biological samples, such as the soft nature, the necessary of the special working conditions and their non-planar and irregular shapes. However, with the development of the AFM-based SMM systems, combined indirect contact topographic imaging and microwave imaging 128,129,131 , obtaining the images in liquid medium are becoming possible 132,133 , it solved some of these difficulties for the SMM measurements of biological samples. The examples of SMM measurements of biological samples were showed in Table 1.1. (

) 1 
where εm is the dielectric constant of the surrounding medium, εr is the real part of the dielectric function of metallic nanoparticles, εi is the imaginary part of the dielectric function of the MNPs and N is the number of spheres per unit volume. From this relationship, it can be seen that Cext has a maximum value when the denominator is minimum. According to equation, the physical parameter that ultimately defines the LSPR peak is the dielectric constant ε(ω) of the particle, given by the following equation:

ε(ω)=εr(ω)+iεi(ω) (2) 
where εr(ω) and εi(ω) are the real and imaginary parts, respectively. The dielectric constant of bulk materials is generally considered to be constant with respect to its size and shape. Except for nanocrystals with extremely small feature sizes, the dielectric constant of ordinary nanocrystals is known 141 . Hence, the plasmon absorption band appears when εr =-2εm 142 . Surface Enhanced Raman Scattering (SERS) was first introduced in 1974 145 . It was found that a significant enhancement in the Raman spectra of pyridine molecules adsorbed on silver electrodes in electrochemical cells, which they explained as an increase in the surface area of the electrode due to the roughness of the electrode surface.

However, it was soon found that the enhancement of the Raman signal could reach 10 6 -10 11 orders of magnitude. This value is much larger than the increase in surface area.

This phenomenon was then named as surface-enhanced Raman scattering.

However, SERS does not occur on any surface and can only be effectively produced on a limited number of metal surfaces. While Ag and Au are commonly used, SERS has now been found to occur on Pt, Cu, Al and alkali metal surfaces. However, it is not always possible to generate SERS with the suitable metal; SERS occurs only on roughened metal surfaces, and SERS is not observed on smooth metal surfaces.

Moreover, there are many differences between SERS and normal Raman scattering. For example, the relative shapes and intensities of the bands in SERS are different from those of ordinary Raman, and many vibrational bands that are not present in ordinary Raman spectra can be observed in SERS.

Applications of plasmonic based optical biosensors

As the unique optical properties of the noble metal NPs introduced previously, biosensor, the SERS measurements on the substrate choices, nanostructures fabrication protocols, biofunctionalization process, etc., have been increasingly studied [160][161][162][163][164] .

metal
Depending on the development of SERS biosensors, more and more molecules were used for the biofunctionalization to realize the biosensing detection with SERS measurements nowadays, as shown in By relating the mass of the crystal material to the density, it is possible to predict the resonant frequency change associated with the small mass increase (Δm) at the sensor surface, as shown by the equation:

Δfm = [-2nf0 2 /(ρqμq) 1/2 ] × [Δm/A] ( 3 
)
where Δfm is the frequency change due to mass loading, f0 is the resonant frequency of the fundamental mode, n is the harmonic or overtone number, ρq and μq are, the density and the shear mode of the crystal, respectively, A is surface area of the material, Δm is the mass change occurring at the surface of the sensors. This is the Sauerbrey equation 178 , which establishes a linear relationship between the resonant frequency and the small mass increment. In general, the Sauerbrey equation estimates the total mass of the adsorbate based on the total frequency change obtained, or establishes a direct relationship between the frequency change (signal) and the mass 179 . The frequency decreases when the substance is adsorbed on the crystal surface. This model assumes that no energy dissipation occurs and that the deposition of mass on the crystal surface and the formation of thin films follow the vibration of the crystal, and this equation applies to thin, rigid and homogeneous films with similar acoustic properties.

However, when the resonator is immersed in a liquid as required for biosensing applications, or when the added viscoelastic probe layer has significantly different acoustic properties than the crystal sensor layer, energy is lost to the liquid through the so-called viscous coupling. Based on this, assuming that no slip occurs at the solidliquid interface, the viscous coupling effect was modeled 180 , i.e., the liquid near the crystal surface moves at the same velocity as the surface, and that the resonant frequency of the sensor will decrease because the liquid damping is proportional to the liquid viscosity and density. So, the QCM will respond to mass deposition and liquid loading. In addition, the QCM will also respond to differences in buffer and injected sample viscosities as well as temperature-induced viscosity changes, since frequency changes are strongly influenced by liquid density and viscosity. A model for the total frequency change was derived, and that accounts for the simultaneous effects of mass and liquid loading on the sensor signal 181 . Although the QCM as a sensor mainly utilizes the direct relationship between mass and frequency, i.e., the Sauerbrey equation, it does not take into account the viscoelastic effect of the adsorbed layer. Therefore, this measurement method is usually biased. The dissipative quartz crystal microbalance (QCM-D) adds a dissipation factor D to the QCM, which represents the viscoelasticity of the adsorbed film layer on the sensor surface. The larger the D, the softer the film on the crystal and the more viscoelastic the adsorbed layer 182 . Dissipation is defined as the inverse of the crystal's quality factor, Q, as expressed by

D = 1/Q = Edissipation / (2π * Estored), ( 4 
)
where Edissipation is the energy dissipated in one cycle and Estored is the energy stored in the oscillating system. When the piezoelectric quartz crystal resonates, the electrical current and mass oscillate simultaneously. In QCM-D method, the quartz crystal is excited to its resonant frequency by applying a driving voltage for a short period of time. The driving voltage is then turned off and the voltage decay on the crystal is recorded against time 183 .

Despite its shortcomings, the QCM technique can still successfully use standard oscillator techniques and frequency counting to continuously monitoring of the resonant frequency of the sensor. Following the applications of sampling, the variation of the resonant frequency can be further obtained by comparison with a reference value, which in turn allows for applicated studies on viscoelasticity of substances, adsorption of molecules, dynamic monitoring, etc 176 . The application of OCM technique will be introduced below. QCM is also a popular immunosensing technology (Table 1.3), which is important for the study of biomolecules due to its simplicity, convenience, low cost, and fast realtime response. Using QCMs as immunosensors, highly sensitive sensor systems can be established for the detection of tiny amounts of environmental pollutants or disease markers. For example, a QCM-based immunotransmitter was developed by immobilizing targeted antibodies on the gold surface of a quartz crystal microbalance by a photonic immobilization technique. The detection limits of QCM for parathion and patulin were reduced to 50 and 140 nM, respectively 188 . A label-free gliadin immunosensor was developed on QCM crystal modified with colloidal 25 nm AuNPs with a detection limit of 8 ppb gliadin in 60% ethanol 189 .

Besides the use of colloidal AuNPs, another approach to fabricate nanostructures directly on the gold electrode of QCM crystal. To do this, the evaporation and annealing processes were included in the chapter 4. 

Experimental materials and methods

Materials

The materials used in this chapter are shown in Table 2.1. All the chemicals were of analytical grade and used as received without further treatment unless specially mentioned. 

Instrumentations

Instruments of

Preparation of gold nanostructures on glass substrates

In the preparation of AuNPs process, the silicon dioxide (SiO2) lime nonconductive and ITO conductive substrates were used for gold film deposition [START_REF] Jia | Large Scale Fabrication of Gold Nano-Structured Substrates Via High Temperature Annealing and Their Direct Use for the LSPR Detection of Atrazine[END_REF] , annealed

AuNPs were fabricated on glass in three steps: cleaning, gold evaporation, and oven annealing at 550 °C. At the beginning, all glass substrates were cleaned with a mixed solution of detergent (Decon90) and deionized water (ddH2O) in an ultrasonic water bath at 50 °C for 15 min. Further, the glass samples were thoroughly rinsed with ddH2O, dried under N2 steam, sonicated three times in deionized water at 50 °C for 5 minutes, and then rinsed with fresh deionized water. Finally, dry again under a N2 steam, transfer the substrate on a hotplate, and dry it completely at 100 °C for 10 min. In the gold evaporation step, the cleaned ITO glass strips were placed on a support-plate inside the metal evaporation chamber in a vacuum evaporator under a lower pressure of 1 × 10 -6

Torr at 25 ℃. By changing the value of the working current during the rotation of the support with the glass samples, the metal deposition rate was maintained at 0.01 nm/s to obtain a uniform deposition of gold films on the non-conductive and conductive substrates. In order to investigate the influence of three gold thicknesses on functionalization and SMM detection of Hsp70 protein, the three thickness of evaporated gold film was set in 2 nm, 4 nm, and 8 nm, respectively. After gold evaporation, the Au-modified glasses were transferred to a high-temperature oven and annealed at a high temperature of 550 ℃ for 8 h.

Biofunctionalization of gold nanostructures on glass and ITO substrate

The annealed gold nanostructures on glass substrates were exposed to 150 µL MUA-thiol (8 mM) dissolved in ethanol in a petri dish used as a humid chamber at 4

• C for 1 h. After 1 h, the samples were rinsed with ethanol, dried, and incubated with 100 µL NHS-solution (4.5 mg/mL) for 20 min, then rinsed with the Tris-buffer. In addition, five activated AuNPs substrates were biofunctionalized with 2 µL of human heat-shock proteins (hHsp70) solutions of a given concentration at room temperature for each protein concentration over 30 min, followed by rinsing with Tris-buffer and dd H2O. At room temperature (23.5 °C) with a relative humidity (RH) of 32%, microwave spectroscopy was used to detect five concentrations of human heat-shock proteins (50, 40, 25, 20 and 12 ng/ µL/cm 2 , respectively).

Microwave AFM measurements

The established microwave measurement protocol to monitor the influence of each element developed by the nanochip is illustrated in Each sample analysis is preceded and followed by an analysis of the SiO2 reference substrate. Having a homogeneous structure in thickness and component allows us to check that no drift appeared in the measurement phase of the samples, or take it into account if necessary. Therefore, in order to ensure the reproducibility of the measurements, as shown in Figure 2.2C, there are nine measuring points on each specific area. Perform twenty-resonance frequency spectra to determine which one will get the best sensitivity and stability.

Results and Discussion

SEM characterization and size distribution of AuNPs on different substrates

The morphology images of the evaporated and annealed specific gold layers (4 nm) on different substrates (glass and ITO substrates, respectively) were shown in It indicates that size distribution (23.4%) of 10 nm AuNPs on glass substrate is greater than the size distribution (3.2%) of the AuNPs on ITO substrate. In addition, the percentage of size distribution on glass substrate is 23.4% (10 nm) > 21.8% (20 nm) > 18.4% (30 nm) > 11.5% (5 nm). However, compared with other size distributions, the 40 nm AuNPs on ITO glass has the highest size distribution (26.2%), followed by 30 nm size distribution (24.3%). substrate and (F) on ITO substrate. Insert-photo is real glass sample.

Microwave spectroscopy measurements for 2 nm, 4 nm, and 8 nm Au-glass samples

On the basis of the investigation of the morphological images and the size distribution on the glass and ITO substrates, the Microwave spectroscopy measurements on the gold coated glass sample with the thickness of 2 nm, 4 nm and 8 nm were studied. As previously introduced in the microwave measurement protocol, nine spectrum acquisitions are performed on each component, in this work, SMM is performed on four kinds of surface of substrates: 1) SiO2 alone; 2) SiO2 plus AuNPs; 3)

SiO2 plus AuNPs plus thiol; 4) SiO2 plus AuNPs plus thiol and five Hsp70 protein concentrations (12, 20, 25, 40 and 50 ng/μL/cm 2 ).

In order to select the frequency suitable for the SMM measurements, a frequency sweep was performed in the range of 1 GHz to 10 GHz, with 64,001 acquisition points.

The quantity to be evaluated, amplitude (dB), is the value ∆S11 plotted as a function of the frequency. All microwave measurements are performed in a controlled atmosphere (22 °C, 35% RH). The amplitude signal as a function of the frequency for every modification step of the surface with three different gold film thickness (2 nm, 4nm and 8 nm, respectively) for different concentration of Hsp70 proteins were compared, three concentrations 12, 25 and 50 ng/ μL/ cm 2 were selected to make the graphs for the relationships between amplitude and Hsp 70 protein concentrations (Figure 2.4 (A-C)).

The Figure 2.4A shows the variation of amplitude versus frequency for 2 nm gold thickness biochip functionalized with three Hsp 70 concentrations (12, 25, and 50 ng/ µL/cm 2 ). Starting from the SiO2 signal, it can be observed that in the large number of resonances visible in the graph, the addition of each chemical entity changes the microwave signal. Indeed, each building modifies the equivalent impedance of the sample so the dielectric constant of the material is studied at the frequencies used.

However, for each frequency, depending on the different molecules added, the sensing response does not necessarily have a linear consistency. Only a frequency of 4.33 GHz seems to provide a "linear" response for this research system based on different elements.

Interestingly, in the spectral characterization with gold film thickness of 4 nm (Figure 2.4B), it's also found that only the frequency of 4.33 GHz seems to give a "linear" response for this studied system based on the different elements. Furthermore, SMM measurements with a gold film thickness of 8 nm were also performed (Figure

2.4C).

The conclusion is the same as the previous two cases, but with a slightly difference that we will discuss. In conclusion, for each Au thickness (2nm, 4nm, 8nm) at 4.33 GHz, it observed that with the substance added (Au/Au+thiol/Au+thiol+Hsp70), the amplitude increased.

However, for adding Hsp70, with the concentrations increasing, the amplitude decreasing. The reason is in this frequency 4.33GHz, the dielectric constant of each concentration of Hsp70 protein is changed.

Optimization of microwave measurements using three independent gold B C thicknesses on glass samples

For the purpose of optimization of microwave measurements, five different concentrations of Hsp70 proteins were tested on the three different thickness (2 nm, 4 nm and 8nm) of evaporated gold film on the glasses, respectively, with the different tested frequencies (range from 1 to 10 GHz), the optimal microwave (bio)sensing results were obtained at 4.33 GHz (Figure 2.5). For a given concentration, except the highest one (50 ng/µL for Au 4 nm and Au 8nm), as the NPs size increases, the amplitude of the signal decreases. Moreover, for crucial point, it is noticed that the 2nm and 4nm Au -substrates present a linear evolution of amplitude (dB) (R²=0.97 for Au 2nm and 0.99 for Au 4nm) for the three tested concentrations of protein hHsp70

(ng/µL/cm 2 ) with the value of slope equal to -13.10 -4 and to -23.10 -4 dB/(ng/µL) respectively for Au 2nm and Au 4nm. It is worthwhile to notice that the slope of the curve is higher for 4nm gold-glasses, which indicates that the sensibility is better for this particle size. In the case of 8nm Au-samples, a saturation amplitude signal was obtained for concentrations of proteins higher than 25ng/µL/cm 2 . It was also found that the amplitude measurements have a linear evolution for a lower concentration of proteins in the range of 50ng/µL/cm 2 . 

Conclusion and Perspectives

In this work, instead of the commercial test and in-house Sandwich-ELISA (Enzyme-Linked Immunosorbent Assay) detection of Hsp70 protein 207 , the microwave spectroscopy detection has been performed for different Hsp70 protein concentrations.

The high temperature annealed gold nanoparticles on ITO glass strips were prepared with different evaporated Au thicknesses and the resulted AuNPs size distribution were analyzed based on the SEM characterization. Followed by the SMM technique has been clearly shown its capacity and sensitivity to follow each step of the (bio)functionalization of the biochip (SiO2 / AuNPs, SiO2 / AuNPs / Thiols and SiO2 / AuNPs / Thiols / Hsp70) and statistically confirmed the uniformity of the SMM responses. Especially, for a frequency of 4.33 GHz, it has been found that in addition to this capacity, the technique makes it possible to follow in a linear the evolution of the variation of protein concentration with a sensitivity of 12 ng/ μL/ cm 2 . In conclusion, based on these results, the SMM technique is full of expect developing to use based on other substrates with different metal nanostructures and can be used to sensitively and specifically detect biomolecules targets in the biosensing detection field.

Although SMM has many characterization applications in the nanotechnology, and preliminary effect of the SMM detection of biomolecules obtained in this work, in the biosensing detection field, there still are challenges for their real application. For example, to improve the sensitively and stability of detection platform, the optimization of the fabrication of the noble metal nanostructures on the different substrates should be provided and proved. The solid substrate (ITO glass strip) with modification of high temperature annealed AuNPs is already proven to be an economical and sensitive platform for the biosensing detection. Thus, studies on the optimized fabrication parameters of the annealed AuNPs on the solid substrates (glass coverslips) and their use for genosensing is reported in the next chapter.

Chapter 3 SERS detection of Brettanomyces bruxellensis yeast on nanostructured ultrafine glass supports

As the chapter 1 introduced and the chapter 2 shown, gold nanoparticles (AuNPs)

in the field of light-matter interactions and the biosensing detection have shown increasing interest in recent decades. Because of their excellent chemical stability, they play an important role in the biomedical, agriculture, environmental and forensic sciences. Furthermore, the unique physical and chemical properties induce these nanotechnologies to be perfect platforms for the development of high detection devices and ultrasensitive assays 208,209 .

In the past few years, various SERS-based sensing platforms have been developed, with high sensitivity detection levels for the detection of analytes 210 . Furthermore, SERS has received wide applications, the mostly applicated in the identification of unknown substances in the traits of analytical chemistry 211 , electrochemistry 212 , physical chemistry 213 , solid state physics, biochemistry and biophysics and even medicine [214][215][216] . SERS as an ultrasensitive fingerprint method for microorganisms 217,218 and different tapes of chemicals, is widely used for specific detection of (bio)molecules:

DNA or RNA 163,[219][220][221][222][223] , whether in its native form or after interacting with additional molecules in the buffer solution. According to Campion and Kambhampati 1998 164 , a rough surface requires a light source with a wavelength that resonates with the electronic absorption band to the excite surface plasmons, when the intensity of the Raman line is mainly determined by the properties of the excited electronic state. Thus, SERS technology is suitable for multi-channel detection and is recommended for (bio)sensing with lower detection limit 224 .

On the other hand, Brettanomyces bruxellensis is an important spoilage yeast that causes the so-called "Brett off-flavor" in wine. The Brettanomyces yeast is one of the most complicated and controversial problems encountered in the process of red wine making. Although production of some red wines has some complex taste flavor, such as plastic or smoky or exotic aromas, it is usually not expected to be responsible for the long-lasting aromas [225][226][227] . Some compounds present in grape juice and/or wine, such as p-coumaric acid and ferulic acid, are converted into 4-ethylphenol and 4ethylguaiacol, these volatile phenols are responsible for the devaluation of wine [227][228][229][230][231] .

B. bruxellensis also produces volatile fatty acids such as acetic acid and isovaleric acid, which help produce negative aromas 232 . So, in order to avoid the spread of Brettanomyces in wineries, rapid, specific and sensitive detection methods must be developed.

Currently, wineries around the world have adopted different methods to identify the presence of Brett yeast. The diagnostic method is based on classic microbiological plate method, molecular method and on the metabolite analysis 233 , they present drawbacks, such as long incubation periods, required specialized staff, and the obtainment of results in the presence of interfering molecules or a minimum of Brett cells as 10 CFU/mL 234 . However, several detection methods such as fluorescence 235,236 , chemiluminescence 237 , electrochemistry 238,239 , surface-enhanced Raman spectroscopy (SERS) on either aggregated silver or gold nanoparticles modified with whole-cells of different yeast species 240,241 and localized surface plasmon resonance (LSPR) 242 , have been used to sensitively detection of Brett from different sources to replace traditional methods. Among them, the SERS and LSPR technologies are potentially effictive tools for biosensing because of their advantages: simple operation, non-destructive detection, rapid diagnostics [START_REF] Masson | Surface Plasmon Resonance Clinical Biosensors for Medical Diagnostics[END_REF]243,244 , multiplexing and miniaturization capabilities 224,245 In this study, on the basis of the optimization of fabrication of ultrafine SERS platform (coverslip coated with 4 nm Au annealed at 550 °C for 3 h on a hotplate), a novel genosensor (Brett DNA) has been developed. In this section, the ultrafine SERS platform was produced for the Brett DNA detection and analyzed the morphological characterization of each (bio)functionalization step (data not shown). The obtained results were described in two publications, Biosensors 246 and Optik 247 on 2019, respectively.

Experimental materials and methods

Materials

The materials used in this chapter are shown in Table 3.1. All the chemicals were of analytical grade and used as received without further treatment unless specially mentioned. 

Instrumentations

The metal evaporation was performed with Plassys MEB 400 (Plassys, Bestek, France), while a hot plate (Thermo Fisher Scientific, USA) was used for annealing under clean room conditions. The ultrasonic bath provided by Elmasonic S30H (Elma Schmidbauer GmbH, Singen, Germany) is systematically used to clean coverslips before biofunctionalization, the coverslips samples are dried in an oven provided by VWR company (DRY-Line drying oven DL 53), the biofunctionalization of glass (Figure 1) was made under a bio-hood provided by Thermo-Scientific MSC 1.2 ADV (Illkirch Cedex, France). All reagents were sterilized in a Tuttnauer Autoclave Steam Sterilizer 2540 ML (Tuttnauer, Villenoy, France).

A Scanning Electron Microscope (SEM) (FEG-SU8030, Japan) was used to characterize the morphology of AuNPs on the nanostructured coverslips. A UV-vis spectrophotometer (Carry 300 Agilent) was used to characterize the absorbance (Abs) of gold modified glass substrate before and after annealing at 500 °C. Before the measurements, the baseline has been measured without any sample between the source and the detector.

SERS spectrum recording and backscattering geometry uses a modified Jobin-Yvon LabRAM (Horiba scientific, Longjumeau, France) with an excitation wavelength of 632.8 nm (11 mW) from the He-Ne laser source and all the spectrum recordings with a 10x objective Olympus MPlanFl. The acquisition time ranges from 10 to 120 sec and all the spectra are recorded 3 times with a D filter range from 0 to 0.3.

Gold nanostructured substrate preparation and the protocol optimization

Glass coverslips (Carl Roth GmbH +Co.KG, Germany) with Millipore distilled water and detergent solution (Decon 90) (ratio 2:8, v/v) in an ultrasonic distilled water bath (Elmasonic S30H) at 50 °C degreasing for 15 min, according to Jia et al. [START_REF] Jia | Large Scale Fabrication of Gold Nano-Structured Substrates Via High Temperature Annealing and Their Direct Use for the LSPR Detection of Atrazine[END_REF] . In addition, using only distilled water in an ultrasonic bath at 50 °C for 5 min. The next step is to carefully rinse each coverslip with distilled water, dry it under a stream of nitrogen, and deposit it on a hot plate at 100 °C for 10 min. Further, the coverslips were labelled on the outside with a scotch band for the proper handling, fixed on a circular evaporation plate (200 mm diameter), and finally exposed to gold vapors in the evaporator. Gold of different thicknesses (2 nm, 4 nm, 6 nm, and 8 nm, respectively)

were evaporated on squared glass coverslips at a pressure of 1x10 -5 Torr at 25 °C and an evaporation rate of 0.03 nm/s. The obtained gold-coated glasses (4 groups of 12 coverslips/group) are systematically heated for different time periods (1, 3, 6, and 9 h, respectively) on a preheating hot plate at three different temperatures (350 °C, 450 °C and 550 °C). SERS phylogenetic tree: DNA extracted from 16 yeast strains (Table 2) was analyzed by DNA drop procedure (2 µL of 100 ng/µL) onto AuNPs coated coverslips for SERS analysis, the collection time was 10 sec for 3 times, and the filter was fixed at 0. 

Biofunctionalization

Thiol

Influence of the annealing temperature on the formation of AuNPs

As mentioned in the previous experimental part, four different thicknesses (2 nm, 4 nm, 6 nm and 8 nm, respectively) of gold films were evaporated. The prepared evaporated gold films have different colors, from light blue (2 nm Au) to blue (4 nm Au) to light green (6 nm Au) and to dark green (8 nm Au). After the gold films of various thicknesses are annealed at different temperature for 3 hours, these colors change significantly. In the experiment, the high annealing temperature makes the thinnest gold film (2 nm) appear purple, while for the deposition thicknesses (4 nm, 6

nm) and the thickest gold film (8 nm), the colors appear from light violet to dark purple, respectively (Figure 3.2). In this case, the SEM images of the evaporated samples and the annealed samples are also shown in Figure 3.2. It can be seen that when the annealing temperature is greater than 550 ℃, the AuNPs obtained will become more uniform than the samples with a lower annealing temperature. Furthermore, as the initial thickness of the film (2 nm, 4 nm, 6 nm and 8 nm) increases, the size of the gold nanoparticles also increases. And this corresponds to the color change at different temperature before annealing and after annealing, so the higher annealing temperature used, the darker colors were observed.

In addition, the proportion of the background increasing when the annealing In conclusion, the annealing temperature strongly influences on the background ratio and the surface coverage of gold nanoparticles, thus affecting the sizes/shapes of the gold nanoparticles and the interparticle distances with respect to the gold thickness evaporated on coverslips. 

Influence of evaporated gold thickness on nanoparticle formation

In addition to the known parameters that strongly influence the SERS spectra, such as the annealing temperature, the size and shape of the nanoparticles are also found in the thickness of the gold film by evaporation in the present work. Thus, systematic SERS studies using multiple thicknesses of gold film by evaporation (2 nm, 4 nm, 6 nm, 8 nm) were annealed at 550 ℃ for 3 hours using a size distribution analysis of the Obviously, from the size distribution (Figure 3.4A), it is shown that as the thickness of the evaporated gold film increases, the size of the gold nanoparticles and the size distribution range become larger. It is well known that the size of the nanoparticles will affect the available inter-distance between particles. In this case, at a thickness of 2 nm, the size range of AuNPs is mainly from 6 nm (size distribution 31.8 %) to 8 nm (29.9 %), at 4 nm thickness, the range is from 10 nm (37.9 %) to 15 nm (38.8 %), at 6 nm thickness, the range is largely from 20 nm (39.7 %) to 30 nm (35.9 %), at 8 nm thickness, the range is between 20 nm (38.1 %) to 40 nm (24.8 %).

Furthermore, the proportion of background with four thicknesses (2 nm, 4 nm, 6

nm, 8 nm) annealed at 550 ℃ for 3 hours is shown in Figure 3.4B, the proportion of background with a thickness of 4 nm is the smallest (60.41 %) compared with three other thicknesses (2 nm, 6 nm, 8 nm), the proportion of background with a thickness of 2 nm is the largest (74.77 %), while a thickness of 6 nm to 60.94 % and a thickness of 8 nm to 63.63 % were obtained.

The larger the background ratio, the smaller the surface coverage of the nanoparticles. On the contrary, the lower the proportion of background, the greater the surface coverage of the nanoparticles. In our experiment, 4 nm thickness shows a greater surface coverage than the other thicknesses. Finally, a denser surface coverage may correspond to a lower interparticle distance.

Influence of annealing time on the formation of gold nanoparticles

In order to prepare well-defined AuNPs with stable optical characteristics, with the exception of the annealing temperature and the thickness of the evaporated gold film which have been studied previously, the effect of the annealing time on the formation of particles is studied in the present work. As shown in the 

SERS evaluation of different substrates

The SERS tests performed on classical microscope glass slide supports modified with 4 nm gold film and annealed at 550°C in the oven for 8 h according to Jia et al. Among different spectroscopic investigations (Figure 3.9), it is also confirmed that the best SERS substrate is the ultrafine square glass coverslips coated with 4 nm Au (Figure 3.9B) annealed at 550°C for 3 h (Figure 3.8C) because its fluorescence is very weak and produces no SERS peaks, once it's immobilized on nanoparticles, it could be masked by the SERS peaks produced by (bio)molecules. 

SERS spectrum verification on 4nm gold annealed coverslip

SERS spectrum of BPE model molecule

As shown in

SERS spectra of different BPE concentrations

Several BPE solutions were prepared from 97% concentrated stock solution, to form six concentrations that were subsequently tested in ultrapure water: 

SERS phylogenetic tree for geno-sensing of Breettanomyces bruxellensis

As the results are shown above, several parameters in the protocol of gold nanostructured coverslips have been optimized, it was found that a 4 nm gold-coated coverslip annealed at 550 °C on a hot plate for 3 hrs shows the greatest stability of SERS spectra of different BPE concentrations, and a lower limit of detection 10 -12 M BPE was obtained. On the basis of the optimization results, 4 nm gold annealed (annealed at 550 °C for 3 hrs) coverslips can be considered as ideal substrates in the construction of SERS nano-biosensor in the next step.

SERS spectra of different buffers

In order to create a friendly environment to the attachment of the probe to SERS spectra of Brett-Thiol probe (100 pmol/μL) in water and 1xSSPE aqueous buffer were compared. It was found that in the case of water, at 1604,87 cm -1 (Figure 3.14A), the most significant increase of SERS intensity (6500 a.u.) was obtained, while

for SSPE, at almost the same wavenumber (1600.07 cm -1 ) (Figure 3.14B), a very intense peak (25000 a.u.) was obtained. 

SERS spectra of different species of Saccharomyces genus

To evaluate the specificity of the Brett-Thiol-probe, different yeast strains that can be found in winery or vineyard environments were tested. The DNA extracted from 16 yeast strains was analyzed by SERS, DNA drpping procedure (2 μL of 100 ng/μL) was used to drop onto AuNPs coated coverslips, using a collection time of 10 s for 3 times, and the filter was fixed as 0. The selected yeasts belong to the yeast class and Saccharomycetales order that include 4 genus (Pichiaceae, Debaryomycetaceae, Saccharomycodaceae and Saccharomycetaceae). Each genus contains specific microorganisms that have been partially or totally studied using the SERS technology.

The recorded spectra were shown in Table 4. 3). Furthermore, the SERS spectra of showed major modifications. was deposited on round AuNPs coverslip NPs, respectively.

SERS spectra of specific and non-specific Brett-DNA genosensors

In the Figure 3.16, it shown Brett-DNA (specific tests) and DNA strains from fourteen interfering yeasts in wine (non-specific tests). For SERS experiments, five concentrations of complementary Brett-DNA and of non-complementary sequence were prepared: 1 pg/μL, 10 pg/μL, 100 pg/μL, 1 ng/μL and 10 ng/μL.

It should be noted that all SERS spectra were recorded 3 times over 30s on the same area. From the resulted SERS spectra, the intensity values of more representative peaks at 1294 cm -1 in the case of specific tests was obtained, and it is found that the detection limit is consequently estimated to be 0.1 ng/μL, and the dynamic range of the genosensor extends from the detection limit to the highest concentration (10 ng/μL) tested in this experiment. Since the concentrations was lower than 0.1 ng/μL, a slight increase of the SERS intensity was observed, and there was no significant difference in spectra between the non-specific and the specific DNA-targets. In the case of the specific experiments repeated several times, it was observed the SERS spectra increase up to 1000 a.u. starting from 1 ng/μL Brett-DNA, while for the non-specific experiments, the SERS spectra intensity is about 400 a.u. 

LSPR spectra of specific and non-specific Brett-DNA genosensors

In addition to the SERS spectrum of Brett-DNA genosensor, the complementarity investigation of proposed yeast selective biosensor wasalso detected by localized surface plasmonic resonance (LSPR), see Figure 3.17 In the future non-specific experiments, attention need to be paied to reduce the non-specific absorbtion on nanoparticles, therefore, the LSPR signal also decrease as expected. 

Conclusion and Perspectives

In recent years, the biosensing technology and its applications based on SERS spectroscopy have been rapidly developed. In this work, a rapid and simple SERS genosensing method is developed based on the specific recognition of biological molecules Brett-DNA as sensing elements and their ability to transform interaction information into easily detectable SERS signals. And a preliminary exploration of the detection and diagnosis of biological molecules and organic small molecules with high selectivity and sensitivity is achieved by means of surface plasmonic technology based on the large-scale annealed gold nanostructures fabricated on ultrafine glass coverslips.

In the first step, three fabrication parameters were optimized and it was found that a 4 nm gold-coated coverslip heated at 550 °C on a hot plate for 3 hrs shows the greatest sensitivity of SERS spectra over time to the five different concentrations of BPE molecules. Meanwhile, the lower limit of detection for 10 -12 M BPE was obtained by using the novel SERS annealed coverslips platforms. On the basis of such results, annealed gold coverslips were considered as the ideal substrates for the construction of ultrasensitive SERS nanobiosensors.

In the second step, as the specific and fast identification of DNA sequences is essential in various fields: medicine, environment, food and beverage industry. And the SERS genosensors have a promising future thanks to their simplicity and accessibility, the biofunctionalization protocol easily transferable to the food industry for rapid identification of pathogenic microorganisms. In this study, The Brett-DNA biosensors have been successfully developed on gold nanostructured coverslips and showed excellent specificity and selectivity based on SERS and LSPR detections of Brettanomyces bruxellensis yeast in wine. Specifically, SERS technique made possible the detection of Brett-DNA in pM range, while LSPR revealed detection of a real DNA extracted in the laboratory (10 pg/µL). Thus, SERS genosensors could be easily replacing/complementing the classical microbiology, ELISA techniques or the need of detection of the 4-ethylphenol yeast-product. And in future, it's necessary to create a specific DNA-SERS database for monitoring the presence of different categories of pathogens and their interfering products.

At present, the combination of new spectrally enhanced materials constructed by nanotechnology and molecular biology technology is driving the rapid development of SERS biosensors. At the same time, the application of SERS biosensors also faces greater challenges in practical applications such as analytical science, environmental monitoring and consumer markets. In addition, the detection of complex living systems is one of the most important applications of biosensors, not only for the direct detection of important biological molecules, but also for the real-time detection of important weak interactions in living systems (e.g., protein-to-protein, specific recognition of cancer cells and drug-cancer cell interactions). Therefore, the development of portable, fast, inexpensive, accurate and sensitive SERS biosensors and their application systems has good prospects for development.

In order to meet the needs of biosensing trace, fast, in-situ detection, efficient, sensitive, miniature, intelligent, applicable SERS biosensors and others biosensing techniques will become the main target of research and development direction, and multi-functional biosensors are also an important direction of development. The SERS biosensing has been certificated a fast and sensitively biosensor on the basis of Brett-DNA detection on the ultrafine platform (glass coverslips) with annealed AuNPs in this chapter, the one of another quickly biosensing technique (acoustic detection) on the QCM quartz crystal with Au nano-islands and modified with biomolecules will be studied in the next chapter.

Chapter 4 Acoustic detection of gliadin biomolecules on the controlled micropatterned QCM crystal

This chapter reports on the fabrication of multi-patterned QCM crystal with TEMgrids after additional evaporation of thin gold layers, for acoustic sequencial detection of different concentrations of a model food biomolecule such as gliadin.

Gliadin is a class of proteins found in grains, such as wheat, rye, barley, oats, etc.

It is a component of gluten, and gliadin plays a key role in determining the unique baking qualities of wheat. However, for some people it is also an allergen. There are three different gluten-related pathologies: gluten allergy, celiac disease, and gluten sensitivity 251 . Gliadin have been extensively studied for the related autoimmune disease with virous manifestations 252 . Therefore, it's important to develop highly sensitive and efficient methods for detection of gliadin in the food industry.

The scientific community is currently focused on finding a quick and inexpensive way to detect gluten in food stuffs. The European Union Regulation (EC) No. 41/2009 stipulates that a gluten limit of < 20mg/kg (20 ppm) for all foodstuffs with a "gluten free" label, and approximately 20-100 mg/kg (100 ppm) for the "very low gluten" 253 .

Over the past few decades, a number of methods have been developed to detect gluten: immunological techniques 254,255 ; mass spectrometric and chromatographic techniques 256 ; western blotting and proteomic techniques 257,258 ; quantitative real-time polymerase chain reaction (Q-PCR) 259 ; aptamers against gliadin, as an alternative to antibodies 260 . According to Pei-Tzu Chu et al. 189 , the use of AuNPs to label quartz crystals for acoustic balance detection should be associated with an increase in the number of antibodies absorbed on the surface of crystal. As a result, an increase in the number of binding sites against the targeted antigen (gliadin) should allow for higher sensitivity of the system 261 . Specially, more and more gliadin detection by QCM-based immunosensor shows excellent sensitivity, for instance, a resulting immunosensor has a limit of gliadin detection of about 4 ppm by using QCM on the gold substrates 262 , and another QCM-based immunosensor was modified by colloidal 25 nm AuNPs with a detection limit of 8 ppb gliadin 189 . Therefore, it's creative to develop a higher sensitivity immunosensor by improved QCM crystal with gold modification.

Therefore, in the present work, simple and reproducible protocols are proposed to perform commercial QCM quartz crystals with robust gold-structures using TEM-grids patterning home-evaporated gold thin films to form gold nano-islands (AuNIs). To assess the role of gold nanoparticles in modulating acoustic sensitivity, different gold thicknesses were tested; after labeling the nanostructured crystals with anti-gliadin antibodies, they were used for acoustic biosensing of different concentrations of gliadin.

The aim of this work was to evaluate the sensing performances in real-time and to compare the frequency variation (∆F) of QCM crystals modified with TEM-grids/gold film to compared to non-structured quartz crystals.

In this study, I was mainly involved the performation of different modification of commercial QCM quartz crystal (evaporated Au with TEM grid) and described the analysis of the AuNPs size distribution based on the SEM characterization. The results presented here are published in Nanomaterials 198 on 2020.

Experimental materials and methods

Materials and instruments

The materials used in this chapter are shown in Table 4.1. All the chemicals were of analytical grade and used as received without further treatment unless specially mentioned.

Table 4. 1 The compounds and materials were used in different steps of the acoustic detections. For the instruments, in order to sterilize ddwater, a Tuttnauer Autoclave Steam Sterilizer 2540ML (Tuttnauer, France) has been used. In the drying processes, a VWR DRY-Line dry DL 53 oven was used while the biofunctionalization steps were made under a biological hood MSC 1,2 ADV (Thermo-scientific, USA). QCM crystals were cleaned using an ultrasonic bath (Elmasonic S30H). For the fabrication of the nanostructured QCM quartz crystal, a gold evaporation step was performed with the evaporator Plassys MEB 400 (Plassys, Bestek, France). And all acoustic measurements were performed with the QCM200 quartz crystal microbalance (Stanford Research System), including a crystal oscillator QCM25 and a crystal holder that can accommodated 5 MHz (2.54 cm) AT-cut quartz crystal with gold electrodes on both sides (Cr/Au) (SRS California, USA).

Materials

To morphologically characterize the surface of nanostructured QCM crystal surface, a scanning electron microscope (SEM) (FEG-SU8030, Japan) was used.

Preparation of different gliadin concentrations

Five gliadin concentrations were freshly prepared for each set of QCM sensing experiments: 1 mg/L (1 ppm), 10 -1 mg/L (0.1 ppm), 10 -2 mg/L (0.01 ppm), 10 -3 mg/L (0.001 ppm) and 10 -4 mg/L (0.0001 ppm). Firstly, a stock solution of 80 g/L of gliadin in ethanol/water solution (6:4 v/v ratio) was made by weighing 0.08 g ± 0.001 g of gliadin (commercially available poder) and mixing it with 0.6 mL of ethanol and 0.4 mL of ultra-pure sterilized water. From the stock solution, all gliadin concentrations have been prepared by diluting with ultra-pure sterilized water.

Preparation of S-QCM crystals modified with TEM-grid/ gold film

Two kinds of modification of S-QCM were prepared: Standard quartz crystals were modified with either 30 nm or 50 nm gold and evaporated through a TEM-grid mask (Q-TEM) (Figure 4.1). The details protocol of preparation was shown below. Fabrication of patterned QCM-TEM grid crystal: One cleaned crystal was labelled with a 3 slots TEM-grid before evaporation, and all the rest of the surface was covered with scotch. The evaporation was performed at 1 x 10 -5 Torr pressure and 25

°C. An evaporation rate of 0.2 nm/s has been set and a thickness of 30 nm and 50 nm of gold have been deposited without any annealing, see 

Biofunctionalization of S-QCM and Q-TEM grid quartz crystals

Cleaning and thiol-functionalization of S-QCM and Q-TEM grid quartz crystals

The S-QCM and Q-TEM grid quartz crystals were first cleaned in an ultrasonic bath at 40 °C for 20 min with ethanol solution (70 %). And then washed in an ultrasonic bath at 40 °C for 10 min with only ultrapure water to avoid the traces of ethanol on the crystal surface. Soon, the washed crystals were dried at 50 °C for 20 min. Subsequently, A the crystals were thiolate by dipping in 5 mL of 11-MUA (10 -3 M) in ethanol solution (70 %) at room temperature overnight. The day after, the crystals were thoroughly rinsed with ethanol and ultra-pure sterilized water, and dried under a biological hood.

Biofunctionalization of S-QCM and Q-TEM grid quartz crystals with specific or non-specific antibodies

The thiolated QCM crystals were activated in 5 mL of EDC/NHS 0.4/0.1 mM solution for 30 min at room temperature, followed by washing with ultra-pure sterile water and drying under the biological hood. Finally, the crystals were biofunctionalized with anti-gliadin antibodies (Figure 4.2) by suspending 40 µL of antibodies at a concentration of 100 µg/mL in dd water and left at 4 °C overnight.

In order to verify the specific detection of different gliadin concentrations, control experiments were performed on S-QCM and Q-TEM grid (30 nm) crystals biofunctionalized with anti-BSA antibody. The two QCM crystals were washed twice with sterile ddwater and incubated with anti-BSA antibody (40 µL, 125 µg/mL in ddH2O) at 4 °C overnight. The day after, the two QCM crystals were abundantly rinsed with ddwater, dried and ready for acoustic detection of different gliadin concentrations.

For S-QCM crystals, two sets of the biofunctionalization procedures were carried out, one crystal was labeled with specific antibodies (anti-gliadin antibodies) and the other crystal was labeled with non-specific antibodies (anti-BSA antibodies) to make the modifications. 

Results and Discussion

SEM characterization of nanostructured QCM crystals

The SEM characterization of S-QCM and Q-TEM, crystals is shown in For S-QCM (Figure 4.7A), the frequency remains constant from 0.0001 ppm to 0.1 ppm, and begins to decrease by 1ppm. This indicates that the detection limit is above 0.1 ppm. In the case of the two Q-TEM grid crystals (Figure 4.7 B,C), a decrease in frequency from 0.0001 ppm to 1 ppm is observed, indicating that the detection limit is equal to or less than 0.0001 ppm. In addition, the response of Q-TEM grid crystal with 30 nm Au (R²=0.9636) is more linear than the Q-TEM grid crystal with 50 nm Au (0.8834). Moreover, the Q-TEM grid crystal 30 nm seem to be more sensitive for the detection of gliadin traces. These results demonstrate the beneficial effects of the deposed gold layer through the TEM grid, by improving the detection limit and the dependance of the response on the gold thickness. 

Conclusions and Perspectives

In this work, platforms based on QCM quartz crystal fabrication protocols are reported. It has shown a simple and inexpensive method to fabricate the Au nanostructures, which is as effective as the other synthesis methods. The purpose of this study is to investigate the performance of anti-gliadin antibody labeled gold nanostructured QCM crystal for gliadin immunodetection in standard solutions with acoustic measurements. It is found that the homemade Q-TEM grid (30 nm Au) could be an efficient platform for acoustic detection of gliadin. Compared the commercial standard QCM crystal, the detection limit of the Q-TEM grid crystal has been greatly improved, at least in a ratio of 1000. In this case, the linearity of the sensor response was obtained relies on the gold thickness deposed on the TEM grid.

As the importance of biosensing relies on the highly sensitivity and specificity that allows detection of analytes in a very low limit. Therefore, further improve the nanostructures on the commercial standard QCM crystal is potential direction, and to detect analytes in complex samples.

Chapter 5 Influence of saline buffers over the stability of annealed gold nanoparticles formed on coverslips

As introduced in the chapter 1, metallic nanoparticles are attractive active supports for various optical (bio)sensing applications [264][265][266] . Especailly the AuNPs are responsible for improved sensitivity and stability of optical sensing properties 267-269 and imaging 270 . AuNPs represent an excellent nanoplatform in the development of various configurations of sensing chemicals and biomolecules including viruses 271 . The shape, size and inter-distance of the biosensing Au nanostructures have effect on the sensitively, stability, repeatability of biosensors. Several research groups had been investigated on the effect of Au nanostructures. The aggregation of colloidal AuNPs has been used and observed for colorimetric 272 , electrochemical 273 and atomic force microscopy 274 investigations. In such applications, the choice of buffer composition is critical to the analytical performances of the sensing scheme. For example, saline buffers SSPE and PBS were widely used in the dissolution, dilution or long-term storage of biomolecules in biosensor fields 242,275,276 . In other cases, the buffers were mainly used to study the effect of the electrocatalytic performance of the modified electrode of the electrochemical biosensors [277][278][279][280] .

In the chapter 2, 3 and 4, different biosensing detection platforms were developed based on the Au nanostructures on the solid substrates (ITO glass strips, glass coverslips and QCM quartz crystal). In each (bio)functionalization process, different saline buffers were used for the biomolecules storage or substrates washing. However, the influence of saline buffers on the stability of nanoparticles sizes and dispersion on solid supports 

Instruments

Metal evaporation was performed with Plassys MEB 400 (Bestek, France), and a hot plate (Thermo Fisher Scientific, Waltham, MA, USA) was used for shortly drying and thermal annealing of gold films under the clean room conditions.

The nanostructured coverslips were characterized by scanning electron (under the drop), b1 (in the vicinity of the drop), c1 (far from the drop).

Preparation of saline buffers

In order to investigate the stability of the nanoparticles with biological solutions, a stock 20 x SSPE buffer contains 3 M sodium chloride, 0. (10 -3 , 10 -5 , 10 -7 , 10 -9 and 10 -11 M).

Preparation of annealed gold nanostructures on coverslips

At the first step, the squared glass coverslips were degreased with an aqueous solution of Decon90 detergent (2:8 v/v, dd-water: detergent), in an ultrasonic distilled water bath (Elmasonic S30H) at 50°C for 15 min. In addition, ultrasonicated in ddwater bath for 5 min at 50 °C with three times. Further, each coverslip was extensively rinsed with dd-water, dried under a nitrogen stream, placed on a hot plate at 100 °C for 10 min. Nest step, the cleaned substrates were fixed on a circular evaporation plate, subsequently, scotch-labelled at the bottom and used for coating with gold thin (4 nm) films in an evaporator (Plassys MEB 400) using a high purity 99.99% gold source (Neyco, Vanves, France) under 1x10 -6 Torr pressure at 25 °C with an evaporation rate of 0.01 nm/s. Finally, the 4 nm gold coated coverslips were thermally annealed on a hot plate at 550 °C for 3 hr.

Influence of buffers over the stability of annealed AuNPs on thin glasses

In the study of the stability of the nanoparticles on the coverslips, 1x SSPE buffer, and PBS buffer were prepared for the modification on the annealed gold on the glass coverslips. For the purpose of better understanding, the effect of buffer solutions on the Au NPs, two methods were used to the effects of the drops of water (2 µL), 1 x SSPE (2 and 5 µL) and PBS (5 µL) buffers on annealed gold nanostructures on coverslips, the two methods have a common step, that's overnight at 4 °C, in the presence of (i) humid chamber petri dish -called wet media or (ii) no petri dish -called dry media (Figure 5.2). After, different concentrations of BPE (5 µL) were prepared for the modification on the annealed gold on coverslips under the wet media overnight at 4 °C. 

Results and Discussions

Characterization of annealed gold coated coverslips -bare AuNPs

The prepared annealed gold nanoparticles on the coverslips were investigated by AFM measurement, SEM measurement and optical spectrometer LSPR. In the 

Study of SSPE buffer

As shown in the SEM images of As expected, under the dry (2 µL and 5 µL) and wet media (5 µL), the similar LSPR resonant spectra with a maximum of extinction versus wavelength were obtained for the naked AuNPs in the c1 area. For the b1 area in dry media, the LSPR measurement results shown no plasmonic resonant spectra contrary to a welldefined spectrum for sample under wet media. However, for a1 area of all tested samples, no LSPR peak was possible. Especially, the spectra were obtained in each area (a1, b1 and c1) and the intensity comparison of plasmon resonance peaks is c1>b1>a1, for the sample modified overnight at 4 °C in the wet condition with 5 µL per drop, and these results also apply to the other two modification drops. When compared the LSPR spectra of the a1 area modified by SSPE drop in wet condition to SERS spectra of SSPE drop area in chapter 3 (Figure 3.12C number 3), it was found a strong displayment of AuNPs from the coverslips surface in the presence of SSPE buffer overnight in wet condition, this is because the protocol of modification in these two chapters was different, after modification by SSPE overnight in the wet condition, the SSPE drop was rinsed with water in this chapter.

In conclusion, the Au NPs clusters and aggregation of the Au NPs were displayed after the Au NPs modified by 1x SSPE, and the decreased LSPR spectra were obtained in wet modification condition compared the no modified Au NPs.

While the Au NPs after modified under the wet condition shows good stability whatever from the morphologic characterization and the LSPR measurements compared with the protocol in the dry condition. Therefore, the protocol of annealed AuNPs modified overnight at 4 °C in the wet condition show good particle stability on coverslip and it was used for PBS buffer study. 

Study of PBS Buffer

In order to investigate more about the stability of the annealed gold nanoparticles in the presence of biological buffer, the Au NPs modified by PBS buffer with 5 µL per drop and overnight at 4 °C in a wet condition was also detected.

As can be seen from In terms of the lower limit of detection, 10 -11 M of BPE is detectable using AuNPs on coverslips. Moreover, the ODmax values increased for the AuNPs modified by five BPE concentrations with the time passed until the second week (Figure 5.9). After two weeks, the value of ODmax was shown decreased trends for each concentration modification but were still higher than those obtained in the day of functionalization (named Fresh). Besides, it can be found that from the preparation day to the third week, the λmax value of the annealed AuNPs modified by modified increased as expected from the concentration of 10 -11 to 10 -3 M. After the third and fourth week, the plasmonic properties is strongly degraded.

Considering the λmax value, it should be noted that with the concentration increased, the λmax value decreased (the defference is within 3 nm), the reason is that the plasmon resonance peak were obtained by averaged value, each concentration modified drop was detected 5 times by LSPR, and in the whole surface of AuNPs on the coverslips, it couldn't be verified the same shape and same size, therefore, it leads to the λmax value shown negligible differences. 

Conclusions and Perspectives

In this work, a well-fined annealed Au NPs has been successfully prepared on the coverslips, the homogenous gold nanoparticles with a wider plasmonic peak were obtained. As the biological buffers (for instance SSPE and PBS) play an important role in the (bio) functionalization preparation process. SEM/AFM/LSPR studies of AuNPs stability with respect to the functionalization with these biological buffers SSPE and PBS on annealed AuNPs surface are reported. The effect of dd-water and BPE aqueous solutions for sensing on an annealed AuNPs surface is also investigated. There is no effect in the presence of dd-water, and the AuNPs are less affected by saline SSPE and PBS buffers under wet media at 4 °C. By using Raman model molecules BPE, the proposed ultrafine annealed gold nanoparticles exhibited good reproducibility, acceptable stability and low detection limit of 10 -11 M, furthermore, the stability of LSPR plasmonic resonant peaks of BPE molecules over two weeks was also observed.

Therefore, this study has potential application in biosensor markets to investigate the stability of gold nanoparticles, to develop a rapid and sensitive biosensor.

Conclusion

Over the past decade, many sensing technologies have been developed and a significant number of them are at or very close to commercialization. In noble metal-based biosensors, future challenges could extend the range of different biomolecules that can be sensed or detected by increasing sensitivity and providing faster and more versatile detection methods. A further challenge for progress in this area is to extend the application of these sensors to real samples in the clinic, providing more opportunities for these nanobiosensors to move from the laboratory to actual clinical applications. Additionally, the development of renewable, convenient, and lowcost biosensors is challenging. One of the most important challenges is related to the structure, stability, and sensitivity of biomolecules. Developing templates for studying novel biomolecules or for integrating multiple functional biological elements into a single platform through inter-biomolecular linkages is also an important part of the research. Furthermore, the development of novel nanomaterials or complexes between different materials to improve or enhance the detection environment and level of biosensing, and therefore sensor material substrates, is also necessary.
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 27322752380248325853193329533973499353738333333414243444546474851525458596162636465666768666 Figure 2. 1 HS-AFM image of heat shock proteins hHsp70 deposited on ITO substrate (size 250 nm). The HS-AFM image information was extracted automatically from the center for density calculations. ........................................................................ 73 Figure 2. 2 Experimental set-up for microwave spectroscopy experiments. AFM tip-tosample distance control and measured amplitude signal (A). S11 -the complex reflection coefficient (B). Step-by-step protocol for microwave AFM measurements (C). ................................................................................................ 75 Figure 2. 3 SEM images of gold films (4 nm) as evaporated (A) on glass substrate; (B) on ITO substrate; and after annealing at 550 °C for 8 h (C) on glass substrate and (D) on ITO substrate. The size distribution result of annealed AuNPs (4 nm) (E) on glass substrate and (F) on ITO substrate. Insert-photo is real glass sample. ........ 80 Figure 2. 4 Spectral characterization of materials with gold film thickness of A) 2 nm,

  biodetection platforms were developed on glass substrates. Specifically, glass slide coated with thin layers of indium tin oxide (ITO), glass coverslip and quartz crystal microbalance (QCM) were nanostructured. With the first platform, biomolecules were detected by using scanning microwave microscopy (SMM) while the second platform made it possible the fabrication of optical genosensors based on either enhanced surface Raman spectroscopy (SERS) or localized surface plasmon resonance spectroscopy (LSPR). Finally, the third platform implemented the acoustic detection of biomolecules on commercial quartz crystal modified with nanostructures in a controlled manner. sensibles issus de la nanotechnologie ont trouvé des applications dans divers domaines ces dernières années, grâce à la détection directe, en temps réel et sans marquage de nombreuses substances biologiques et chimiques. Dans le cadre de cette thèse, trois plates-formes de biodétection ont été développées en synthétisant des nanostructures d'or sur trois différents substrats, respectivement une lame de verre recouverte d'oxyde d'indium-étain (ITO), des lamelles de verre et un quartz utilisé dans les microbalances à quartz (QCM). Avec la première plateforme, des biomolécules ont été détectées de façon spécifique en utilisant une analyse spectroscopique dans le domaine des micro-ondes (SMM). La seconde a permis de réaliser un génocapteur utilisant comme méthode de détection optique soit la spectroscopie Raman exaltée de surface (SERS), soit la résonance plasmonique de surface (LSPR). La troisième a mis en oeuvre la détection acoustique de l'interaction entre une biomolécule et des nanoparticules biofonctionnalisées et réparties de façon contrôlée sur la surface.

  Chapter 1, the noble metal nanomaterials, the assemble and fabrication methods of the gold nanostructures and the various properties of the noble metal NPs have been introduced and summarized. On the basis of the optical properties of the noble metal NPs, the fundamental of optical biosensor have been explained. Furthermore, the classification of label-based and label-free detection based on the optical biosensor have been introduced. The principles and applications of four analyte detection techniques namely scanning microwave spectroscopy (SMM), localized surface plasmonic resonance (LSPR)), surface enhanced Raman spectroscopy (SERS) and quartz crystal microbalance (QCM), have been also summarized. In Chapter 2, as a label-free microscopy detection technique, scanning microwave microscopy (SMM) combines the principles of atomic force microscopy (AFM) with microwave frequency measurements to obtain a characterization of materials, thereby achieving detection of samples properties. In this work, microwave microscopic detection of human Heat Shock Proteins 70kDa (Hsp70) Protein has been reported. The conductive indium-tin oxide (ITO) and non-conductive glass substrates were modified with gold nanoparticles (AuNPs) formed by controlled thermal annealing at high temperature of 550 °C for 8 h in oven. And the Hsp70 protein was chosen as a model biomarker of body stress disorders for microwave spectroscopic investigations based on the modified substrates with AuNPs. Finally, microwave screening at the frequency of 4.33 GHz, a lower limit concentration of Hsp70 protein was detected at 12 ng / µL / cm 2 , and the SMM technique has evidenced its capacity and sensitivity to follow each step of the (bio)functionalization of the biochip (SiO2 / AuNP, SiO2 / AuNP / Thiols, and SiO2 /AuNP / Thiols / Hsp70) and statistically confirmed the uniformity of the SMM responses. In Chapter 3, robust SERS platforms based on annealed gold nanostructures formed on ultrafine glass substrates, then a novel genosensors (Brett DNA) have been developed. In this work, the first part, the protocol of preparation of gold nanostructures on the coverslips was optimized, which using gold thin layers (2 nm, 4 nm, 6 nm, and 8 nm) at 25 • C for evaporation on the coverslips substrates and annealed at high temperatures (350 • C, 450 • C, and 550 • C) on a hot plate for different periods of time to ensure the optimization protocol. The second part, SERS was used to identify the spectral performances of gold nanostructures on the coverslips in the presence of different concentrations of a model molecule, namely 1,2-bis-(4-pyridyl)-ethene (BPE). Therefore, we have developed a protocol which is 4 nm gold-coated coverslip heated at 550 • C on a hot plate for 3 h, and after SERS measurements, the results demonstrated the gold-coated coverslips had the greater sensitivity of the SERS spectrum to different BPE concentrations. In particularly, it was possible to detect a lower BPE concentration of 10 -12 M. The third part, on the basis of these results, making use of LSPR and SERS for the detection of Brettanomyces bruxellensis yeast in the wine. SERS technique made possible the detection of Brett-DNA at 0.1 ng / μL (57.2 nM), while LSPR revealed detection of a real DNA extracted from Brettanomyces bruxellensis DKA in the laboratory (0.5 ng/μL).
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 11 Figure 1. 1 The working principle of biosensors.
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 12 Modern chemical analysis shows that this glass is not much different from the glass used today. However, it contains very small amounts of gold (about 40 ppm) and silver (about 300 ppm), which are in the form of Au-Ag particles with a diameter of about 70 nm[START_REF] Vajtai | Springer Handbook of Nanomaterials[END_REF] .
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 1 Figure 1. 2 a) Lycurgus cup appear red under the transmission light, b) green under the
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 13 Figure 1. 3 Different synthesizing Au nanostructures. (A) Silica-coated Au spheres

Figure 1 . 4 .

 14 EBL readily allows the precision control of the size and interspacing of the gold nanopillars, ideal for the spectral tuning of plasmon resonant gold nanoarrays and study of their electromagnetic interactions[START_REF] Zin | Surface-plasmon-enhanced fluorescence from periodic quantum dot arrays through distance control using biomolecular linkers[END_REF] .
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 14 Figure 1. 4 SEM images of gold nanoarrays by EBL 86 .
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 15 Figure 1. 5 (a) Schematic illustration of LSPR excitation for AuNPs. (b) A typical

Figure 1 . 6

 16 Figure 1. 6 (a) Schematic illustration of LSPR excitation for AuNRs and (b) LSPR

as shown in Figure 1 . 7 .

 17 By combining AuNPs with specific target molecules, dark field microscopy can be effectively used to specifically image biomolecules[START_REF] El-Sayed | Surface Plasmon Resonance Scattering and Absorption of anti-EGFR Antibody Conjugated Gold Nanoparticles in Cancer Diagnostics: Applications in Oral Cancer[END_REF] .
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 17 Figure 1. 7 Dark-field images of three AuNPs (1-3) with different diameters.

  fluorescent detection, chromophore-functionalized AuNPs based on the fluorescence resonance energy transfer (FRET) between fluorescent dyes and AuNPs have been used in fluorescence "turn-on" sensing systems to detect a variety of analytes 100 . For instance, an AuNP sensor based on fluorescence modulation between the chromophores and AuNPs has been developed to detect chromophore modifications of thiols in aqueous solutions. In luminescent detection, chemical luminescence-based biosensors can be used to measure or image light produced by biochemical luminescence (BL, CL), thermo chemical luminescence (TCL), or electrochemiluminescence (ECL) reactions 101 . They are based on light absorption or photoluminescence, and different transduction principles and offer an interesting and powerful alternative or complementary method relative to other optical biosensors.
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 13118 Principle of SMM technology SMM as an electrical characterization technique combines the nanoscale spatial resolution of atomic force microscopy (AFM) with vector network analyzer (VNA) which covers a broad microwave frequency range of 1-20 GHz to realize the extraction of various materials properties such as conductivity and dielectric constant 114 . The schematics and construction of SMM is shown in Figure The well-known measurement tool AFM is used for material characterization, allows for nanometre lateral resolution imaging, and VNA is used for high frequency signal measurement, provides high precision impedance and admittance measurements at broadband frequencies from MHZ to GHZ 115 . Under the reflection mode of SMM, the VNA detects the properties of the sample under test through probing the scattering reflection parameter, which represents the ratio of the reflected and an incident microwave signal sent by the VNA through a conductive tip/ sample contact point. Determined on the impedance of the tip and sample interface, part of the microwave signal is reflected and measured by the VNA as scattering S11 reflection signal. Together with the reflection signal coming from the tip/sample interface, reflections are also generated from RF cables and connectors. These add up to the measured S11 signal and a de-embedding step is necessary in order to obtain from the measured S11 calibrated values of relevant physical quantities such as complex impedance, capacitance, and resistance.

Figure 1 . 8

 18 Figure 1. 8 Schematics of SMM, the calibration plane, and the calibration procedure.

  the high resolution and broad microwave frequency range, the SMM represents a unique technology to capture high spatial resolution images of the surface and internal electromagnetic properties of materials120,121 . SMM has been applied to analyze the local doping of semiconductors 122 . For instance,Buchter et al. presented a scanning microwave microscopy (SMM) with a calibration algorithm based on one-port vector network analyzer (VNA) calibration and used to extract quantitative carrier densities from a semiconducting n-doped GaAs multilayer sample 123 . The applications of related research also involve other related complex systems, for example, Tai et al. studied the extreme and local electrodynamic properties of Niobium (Nb), and using the microwave microscopic measurements which operated in the superconducting state (superconductor) 124 to aquire the response of Nb to RF magnetic fields up to the critical field (Hc) at microwave frequencies (few GHz), and at temperatures down to 4.2 K, Xu et al. measured the transport properties of single-walled carbon nanotubes 125 (SWCNT) films in the microwave frequency range from 10MHz to 30GHz by using the Corbino reflection technique from temperatures of 20-400K, Kalugin et al. used near-field scanning microwave microscopy for quantitative imaging at 4 GHz of the local impedance for monolayer and few-layer graphene 126 , ect.
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 1910 Figure 1. 9 SMM measurements of THP1 cell at different frequencies on glass substrate
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 1 Figure 1. 10 a) Geometry of surface plasmon polaritons propagation at metal-air
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 111 Figure 1. 11 Energy level diagram for Rayleigh and Raman scattering, where ΔE =

  nanostructures have been developed rapidly in recent year, especially in the applications of plasmonic based on optical biosensor. SPR biosensors were first most widely used in immunoassays to analyze samples of proteins, nucleic acids, sugars, viruses, bacteria, drugs, and toxins 147 , and Figure 1.12 shows a schematic representation of some typical SPR immunosensor formats. In fact, SPR technology was first applied to biological systems to characterize the resistance to interactions between bodies and antigens. In 1983, Liedberg et al 148 immobilized an antibody to IgG on the surface of an SPR sensor gold film and detected the specific binding of this antibody. Thus, demonstrating the potential of SPR technology for biosensing applications.
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 1 Figure 1. 12 A schematic of some typical SPR immunosensor formats. (A) Sandwich
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 1 Figure 1. 13 LSPR detection based on gold nanoparticle array platform. (A) Optical
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 1 Figure 1. 14 LSPR sensor based on gold nanoparticle (A) Experiment schematic, biotin

  : 3,3′,4,4′-tetrachlorobiphenyl AAO templates: Conical Pore Anodic Aluminum Oxide Templates PCBs: Photonic crystal beads WNV: West Nile virus Au Q3D-PNAs: Gold quasi-three-dimensional plasmonic nanostructure arrays PAH: Polycyclic aromatic hydrocarbons R6G: Rhodamine 6G Interestingly, a popular plasmonic biosensing technique combines LSPR and SERS to detect target molecules, characterize them by LSPR technique and then identify them with the second technique SERS on quantitative and qualitative binding information. For example, Potara et al. 175 reported a dual functionality of plasmonic platform which evaluated through the combined LSPR-SERS detection of significant biological molecules, adenine (Figure 1.15).
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 11 Figure 1. 15 (A) UV-VIS-NIR extinction spectra of silver colloid (a) before
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 1 Figure 1. 16 Design of quartz crystal (grey) with electrodes (yellow); (a) top view (b)
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 52 Applications of QCM technologyQCM, as a label-free acoustic sensing technology, allows real-time monitoring of cell adhesion interactions with the surface of sensing elements. Over the past 20 ans, this unique capability of QCM has made it particularly attractive in the field of cell biology 184 . Applications of QCM in the field of cell biology are focused on interactions such as adhesion and morphological changes on the cell surface 185 . As a piezoelectric sensor, QCM is a fast and convenient tool for studying eukaryotic cells, providing realtime information on processes such as cell adhesion, morphological changes, and apoptosis, and can be used to detect the physiological effects, toxicity, and biocompatibility of new drugs 186 . A novel method was introduced for monitoring the deformability of red blood cells (RBCs) by combining a quartz crystal microbalance and a mathematical model 187 . It is able to accurately distinguish between normal erythrocytes and artificially sclerotic erythrocytes consistent with the disease state, and to infer qualitative and quantitative information related to changes of cell elasticity.

  Based on the above research, many technologies have been or are being developed and used for chemical and bioanalytical applications of sensors. Among them, with the rapid development of detection technologies and nanomaterials science, a broader platform is provided for the preparation and research of noble metal nanostructures on the basis of biosensors. In particularly, the optical biosensors have attracted great attention and interests in the field of research, especially the label free optical biosensing. In this study, the scanning microwave microscopy was developed to detect biomolecules besides obtained the electrical properties. Due to the unique optical properties of the AuNPs, and the combination of plasmonic technique with LSPR and SERS, a number of ultrafine platforms have been prepared based on the plasmonic biosensing to improve the stability, repeatability and sensitivity of biosensors. In addition, for the immunosensor, the detection of gliadin molecules based on modification of QCM was studied. the previous chapter, AuNPs were used for SMM biological applications. However, there are no studies concerning the real time analysis of the biofunctionalization of solid metallic active supports with SMM technique. Therefore, in this chapter, the potential using of the microwave spectroscopy technique is to characterize the modification of annealed gold-(ITO) glass substrates with (bio)molecules for the detection of human 70 kDa heat-shock proteins (Hsp70), and to better understand the (bio)functionalization of the AuNPs on the glass substrates.Heat shock proteins 199 are an important part of the cellular machinery responsible for protein folding and protecting the cell from stress. In particular, the Hsp70 protein is either overexpressed on the surface of cancer cells or in peripheral blood (such as diabetic patients), and constitutes the core component of the cellular molecular chaperone200,201 network, and plays a role in many biological events, including protein folding and assembly, post-translational modification, transportation, secretion, inflammation 202 , and degradation.For this study, I was mainly involved in preparation of AuNPs on the conductive (ITO) and non-conductive glass substrates with different thickness of the evaporated Au film at the high temperature, and performed the morphological characterization and NPs size distribution analysis of the AuNPs. The analysis of these results were published in Biosensors 203 on 2018.In this study, a quantitative non-destructive nanoscale surface investigation based on high-speed atomic force microscopy (HS-AFM) coupled with surface enhanced Raman spectroscopy (SERS), allow high speed imaging of molecular chaperones such as Hsp Lo18 or hHsp70 and their chemical recognizing useful for biosensor development. High-speed atomic force microscopy (HS-AFM) instrument can perform imaging at a speed of 5-20 frames/s (fps) without interfering with the functions of fragile proteins and delicate protein-protein and DNA-protein interactions. The application of this prototype high-speed AFM (HS-AFM) in the field of biology is almost limitless because the additional dimensions of the time evolution of biological processes are evaluated (structural and functional dynamics). Therefore, research on membrane-related processes (important in signal transmission, transportation, and energy production), research of protein-DNA complexes 204 , (important in genetic and transcriptional regulation), as well as the studies of the effects of surface properties and confinement on selectivity, reactivity and biological activity of proteins 205 (interactions between proteins and inorganic materials) are important for the development of biosensors. In addition to imaging of supramolecular assemblies, nanotechnology is used to understand the ion selectivity, activity, chemical reactivity and conformational changes of biomolecules in vitro under the influence of the geometric shape of the restrictive support and its physic-chemical properties, to obtain the effect of the surface on the thermodynamic properties of biomolecules. Different planar and charged surfaces have been selected, and these surfaces have the potential to bind to proteins.The interactions between the protein and the substrate could be adjusted by changing the type and concentration of ions in solution, by changing the temperature and chemically modifying the surface. Planar and nanostructured surfaces (with and without proteins) could be characterized by HS-AFM in solution206 . From image information, we could obtain geometric information (Figure2.1): transitions, local changes, connections, topology, morphology, the existence of known shape models, statistics and frequency characterization. In this study, three different concentrations modification of ITO biochip characterized designed to detect tumoral biomarkers.

Figure 2 . 1

 21 Figure 2. 1 HS-AFM image of heat shock proteins hHsp70 deposited on ITO substrate

  AuNPs preparation: In the fabrication of the gold nanostructured glass substrates, the ultrasonic water bath Elmasonic S30H (Elma Schmidbauer GmbH, Singen, Germany) and the hotplate (Thermo Fisher Scientific, Waltham, MA, USA) were used for sample cleaning and sample drying, respectively. The vacuum evaporator (Playssys, MEB 400, Marolles-en-Hurepoix, France) and the high temperature oven (Model N.60/65A; No. 171,693; Tmax = 650 • C, Nabertherm, Germany) were used for metal evaporation and subsequent sample annealing, respectively.Instrument of AuNPs morphological characterization:The morphology of gold films deposited on non-conductive and ITO-conductive substrates, and after thermal annealing were systematically analyzed through the scanning electron microscopy (SEM) (FEG-SU8030, Hitachi, Tokyo, Japan).Scanning microwave microscope measurement:The analyses of the samples were carried out by Scanning Microwave Microscope (AFM 5600 LS) from Agilent Technology. The working frequency of SMM is usually at microwave frequencies from 1 MHz to 18 GHz. The SMM set-up is shown in Figure 2.2A.
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 22 Figure 2. 2 Experimental set-up for microwave spectroscopy experiments. AFM tip-to-
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 2 2C. Microwave spectrum acquisition is obtained by point-to-point recording of data from each region of interest.
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 23 Figure 2.3 (A-D). The SEM images of annealed AuNPs on non-conductive and
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 23 Figure 2. 3 SEM images of gold films (4 nm) as evaporated (A) on glass substrate; (B)

AFigure 2 . 4

 24 Figure 2. 4 Spectral characterization of materials with gold film thickness of A) 2 nm,
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 25 Figure 2. 5 Microwave calibration curves for three protein Hsp70 concentrations using
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 31 Figure 3. 1 Biofunctionalization of AuNPs on coverslips with biomolecules and after

1

 1 Optimization of the preparation protocol of gold nanostructured coverslipsIt is well known that the SERS performance of gold nanostructures is greatly affected by the size, distribution and spacing between particles 248 . The preparation process of the AuNPs, includ cleaning, evaporation and annealing protocols. Several fabrication parameters were optimized: the ratio of Millipore and decon90 distilled water, gold film thickness, evaporation pressure, evaporation rate, annealing time and annealing temperature. Therefore, four different gold film thicknesses (2 nm, 4 nm, 6 nm and 8 nm, respectively), three different annealing temperatures (350 ℃, 450 ℃ and 550 ℃) and four different annealing times (1, 3, 6 and 9 hrs) (Figure 3.2) are SEM investigated. SEM studies, and analyzed the proportion of background and size distribution are based on the SEM images using the public domain software Image J developed by National Institutes of Health.

Figure 3 . 2

 32 Figure 3. 2 SEM images of square glass coverslips gold coated (2 nm, 4 nm, 6 nm, and

  temperature increased from 350 ℃ to 450 ℃, and stabilized from 450 ℃ to 550 ℃ as shown in Figure3.3 (with the exception of the gold film thickness of 2 nm). The proportion of background of the annealed samples at 550 ℃ was displayed lower than that of the annealed samples at 450 ℃, with thicknesses of 6 nm (550 ℃ to 60.94 %, 450 ℃ to 61.39 %) and 8 nm (550 ℃ to 63.63 %, 450 ℃ to 65.53 %). The higher the background ratio, the lower the surface coverage of AuNPs. Interestingly, the proportion of background for the sample with 4nm Au showed an insignificant tendency ranging from 350 ℃ to 60.29 %, from 450 ℃ to 60.07 % and from 550 ℃ to 60.41 %.
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 33 Figure 3. 3 The proportion of background for annealed square glass coverslips gold
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 34 Figure 3. 4 Analysis of AuNPs SEM images (A) the Gold nanoparticles size
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 3536 Figure 3.6, the SEM images of the AuNPs with a 4 nm evaporated gold film were
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 35 Figure 3. 5 SEM images of gold NPs on square glass coverslips coated with 4 nm and

Figure 3 . 6

 36 Figure 3. 6 SEM Analysis of AuNPs. A) gold nanoparticles size distribution on
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 37 Figure 3. 7 SERS spectra of various naked solid supports: plastic petri dish, glass
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 38 Figure 3. 8 SERS signals of naked annealed gold films (2, 4, 6 and 8 nm) on coverslips
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 39 Figure 3. 9 SERS signals of naked annealed gold films on coverslips at 550 °C for
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 310 the SERS tests were performed in the presence of a model molecule, 1,2-bis-(4-pyridyl)-ethene (BPE), the molecule has interesting bonds and atoms, when used with homemade annealed gold coated coverslips, good SERS spectrums can be obtained, As has been reported, the main peaks at 1601 and 1630 cm - 1 correspond to the C-N stretching mode in pyridyl ring and the vibration of BPE vinyl group respectively 249 , while peaks at 1193 and 1235 cm .-1 refer to the pyridine's ring breathing mode and the vibrational movement of nitrogen atom in pyridyl. Therefore, in this work, the peak at 1012 cm -1 can be attributed to the chemical absorption on AuNPs by BPE.

Figure 3 .

 3 Figure 3. 10 SERS spectrum of BPE molecule (1 mM) on gold nanostructured

10 - 3

 3 ,10 -5 ,10 -7 ,10 -9 , 10 -12 and 10 -15 M, respectively. The SERS signals of different BPE concentrations deposited on gold annealed coverslips were recorded and compared. These SERS measurements results confirmed that 4 nm Au on glass heated at 550 °C for 3 h is the best conditions for detecting extremely low concentrations of BPE. As shown in Figure 3.11, gold nanostructured coverslips reduce the optical density (OD) of BPE molecule to 10 -12 M. The fabricated platform in this study for the SERS detection of BPE molecules shows more sensitivity compared with the SERS detection of BPE molecules which could be reached to 10 -9 M on the gold nanoparticles (diameter of 60 nm) sliding on recyclable nanohoodoos (GNRH) reported by Wu K.Y 250 .
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 3 Figure 3. 11 SERS spectra of BPE molecules of different concentrations (10 -3 , 10 -5 , 10 -

  nanoparticles and the subsequent attachment of the complementary Brett-DNA sample, for Brett-Thiol probe biofunctionalization of AuNPs coverslips, various types of buffers were tested, such as phosphate buffer saline (PBS) (sodium chloride 1.5 M, sodium phosphate dibasic 81 mM, sodium phosphate monobasic 19 mM, pH 7.4), SSPE buffer (sodium chloride 3 M, sodium phosphate dibasic 0.23 M, ethylenediaminetetraacetic acid 25 mM, pH 7.4), TE buffer (Tris(hydroxymethyl) aminomethane hydro-chloride 0.5 M, ethylenediaminetetraacetic acid 0.1 mM, sodium chloride 1 M, pH 8.0), and polyethylene glycol buffer (PEG buffer) (PEG 6000 12.5 mM, sodium chloride 0.5 M, sodium phosphate dibasic 0.2 M, ethylenediaminetetraacetic acid 5 mM, sodium dodecyl sulfate (0.5 % (w/v)). The protocol includes deposition of tiny drop (2 μL buffer) on a gold nanostructured coverslip initially coated with 4 nm Au and annealed on a hotplate at 550 °C for 3 h. The SERS spectrum for each buffer was recorded from three drop zones; (1) the outside, (2) the outer area near the middle crystal formation as a result of water evaporation, and (3) the inside. The SERS test time of four buffers is 10 s x 3 times and the filter D 0.3 is used (Figure 3.12).
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 33 Figure 3. 12 SERS spectra of 2 µL tiny drop of PBS buffer (A), TE buffer (B), 1 x
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 3 Figure 3. 13 SERS spectra of annealed AuNPs on the coverslips glass (A) after

Figure 3 .

 3 Figure 3. 14 SERS spectra of thiol-DNA probe (100 pmol /µL) suspended in water (A)

  of Brettanomyces bruxellensis (Pichiaceae genus), spectroscopy investigation was performed on 3 species: Candida ethanolica, Dekkera bruxelensis DKA and Dekkera bruxelensis DSMZ. Experimentally, it shows that the SERS spectra of Brettanomyces bruxellensis DKA and Brettanomyces bruxellensis DSMZ 70726 are strongly modified at 1250 and 1450 cm -1 (Table

  Saccharomycodaceae genus and Debaryomycetaceae (Millerozyma farinosa) and Saccharomycodaceae (Hansenula uvarum) were also recorded, and the most relevant peaks at 1250-1500 cm -1 were highlighted see Figure3.15. Therefore, the SERS spectra of the yeasts of Saccharomycetes class at 1205-1500 cm -1 or/ and 1550-1800 cm -1
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 3 Figure 3. 15 SERS spectra of different microorganisms of Saccharomycetales (A), and
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 3 Figure 3. 16 SERS spectra of (A) specific and (B) non-specific Brett-genosensors. The

.

  The spectroscopic data were collected to evaluate the specific and non-specific Brett-DNA (bio)functionalization of gold nanostructured coverslips. It was found that in the case of specific Brett-DNA (Figure 3.17A) and real-DNA from Brettanomyces bruxellensis DKA biosensors (Figure 3.17C), as the target-DNA concentration increase, the LSPR evolution is logical, whereas for non-specific (control) DNA-yeasts biosensors, the random LSPR peak increases are recorded (Figure 3.17B).
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 3 Figure 3. 17 LSPR spectra of genosensors based Brett-specific (A), non-specific (B)
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 41 Figure 4. 1 No annealed Q-TEM grid crystal with gold electrode modified with 30 nm
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 42 Figure 4. 2 A simple representation of the (bio)functionalization of Au electrode of

Figure 4 . 3 for

 43 the gold electrode and outside the electrode which is the transparent part of crystals.Around the gold electrodes for S-QCM and Q-TEM crystals, a uniform structure without particles was observed, corresponding to the expected structure of bare quartz glass crystals observed byNiu et al. 263 . The gold electrode of the S-QCM quartz is composed of regular 50 nm sized grains, which are well connected and without porosity.However, deposing 30 nm Au to obtain Q-TEM crystal induced a regular height modification of a visible the gold electrode structure with the previous layer.
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 434446 Figure 4. 3 SEM images of three types of QCM crystals used for (bio)functionalization
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 44 Figure 4. 4 Sensogram of S-QCM crystal biofunctionalized with an anti-gliadin
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 45 Figure 4. 5 Sensorgram of Q-TEM grid (30 nm Au) crystal biofunctionalized with an
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 46 Figure 4. 6 Sensorgram of Q-TEM grid (50 nm Au) crystal biofunctionalized with an
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 47 Figure 4. 7 Curves dose/response of the immune-acoustic gliadin detection on: (A) S-
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 23 Control experiments -non-specific antibody for gliadin Two kinds of quartz crystals: S-QCM crystal (Figure 4.8A) and Q-TEM grid (30 nm Au) crystal (Figure 4.8B) were bio-functionalized with non-specific anti-gliadin antibody namely anti-BSA antibody. As expected, for both crystals no shift of resonant frequency was recorded in the presence of different gliadin concentrations.
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 48 Figure 4. 8 Control experiments -Acoustic detection of gliadin in the presence of anti-

1 :Figure 5 . 1

 151 Figure 5. 1 The experimental set-up for LSPR investigations of annealed AuNPs on
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 52 Figure 5. 2 The protocol and photos of modification of annealed gold nanoparticles
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 53 Figure 5.3, it displays a detail investigation sequence of the experimentally
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 53154 Figure 5. 3 SEM (i), AFM (ii) and LSPR (iii) characterizations of annealed gold
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 54 Figure 5. 4 Morphological characterization and plasmonic of Au NPs modified by

Figure 5 . 5 ,

 55 the morphological characterization of SSPE modified gold nanoparticles were measured. The SEM image in a1 area shows that worm-like aggregates of nearly ten AuNPs are formed corresponding to the SEM characterization in Figure5.5, i. Moreover, in the b1 area, the changes of the Rrms values of drying media (2µL -4.977 nm) were similar with the wet media (5 µL -3.852 nm), and there is no further change in the c1 area, but it has a great influence on a1 area for both media. Furthermore, the smallest Rrms value was obtained for the 5 µL 1 x SSPE in wet condition in a1 area -4.395 nm. And the highest Rrms value of 2 µL 1 x SSPE in dry condition in a1 area -7.638 nm is observed probably due to faster evaporation of the drop.As shown in Figure5.5, iii, the LSPR spectra of the three types of samples with different modification conditions were captured. In each condition, the three drops were performed and the LSPR spectra also detected in each drop, the LSPR spectra results of the other two modification drops are not shown.
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 55 Figure 5. 5 SEM (i), AFM (ii) and LSPR (iii) characterizations of annealed gold
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 56 i, the aggregated gold particles were acquired after modifying by PBS buffer for a1 area and the nanoparticles were connected in a chain. This is a similar behavior close to those images obtained in the presence of SSPE buffer (5 μL-dry media). The homogeneous morphology of annealed Au NPs was present in SEM image of c1 area. Specially, in the b1 area, the several sporadic Au NPs were observed, it indicates the strong effect of the PBS buffer over the annealed AuNPs. These observations are also confirmed by AFM imaging (Figure5.6, ii), the a1 area was shown the same Au NPs aggregates, and for the b1 part, the corresponding line profile analysis with Rrms roughness values of 6.33 for a1, 1.94 for b1 and 2.91 nm for c1. Furthermore, the LSPR spectra were collected from annealed AuNPs after the deposition of three PBS drops with three tested areas (a1, b1 and c1) per drop. The obvious resonant peak was found in the LSPR measurements with c1 area, for a1 area and b1 area shown no resonant peaks in the visible light area, see Figure5.6, iii. The same phenomenon was also found in the LSPR detections of the other two modified drops and each area. The experimental drop showed grey colour and no resonant peaks, it could be caused by the aggregated Au NPs after modifying by PBS buffer.

Figure 5 . 6

 56 Figure 5. 6 SEM (i), AFM (ii) and LSPR (iii) characterizations of annealed gold

Figure 5 . 8 .

 58 Figure 5.8. The AFM images confirm the homogeneous surface morphology of AuNPs

Figure 5 . 7

 57 Figure 5. 7 SEM images and the size distributions of annealed gold nanoparticles

Figure 5 . 8

 58 Figure 5. 8 AFM images of annealed AuNPs modified by different concentrations of

Figure 5 . 9

 59 Figure 5. 9 Evolution of maximum optical density (ODmax) of annealed AuNPs

  At the beginning, the noble metal nanomaterials have been introduced to explain the nanotechnology development of nanostructures, even the assemble and fabrication methods of the gold nanostructures have been introduced and the various properties of the noble metal NPs have been summarized. Afterwards, on the basis of the optical properties of the noble metal NPs, the fundamental of optical biosensor have been explained, thereby the classification of label-based and label-free detection based on the optical biosensor. Subsequently, the applications of the optical biosensors based on the SMM, LSPR, SERS and QCM have been summarized.Then, the biosensing detection of the microwave spectroscopy based on the modified AuNPs has been presented in the chapter 2. In this section, the experimental operation on the preparation of the high temperature annealed AuNPs with different thickness of evaporated Au film on the conductive (ITO) and non-conductive (glass) substrates have been conducted. To understanding the process of the SMM technique, the different concentrations of Hsp70 protein biomolecules were used for the biofunctionalized on the AuNPs, then the SMM measurements on the modified solid substrates have been performed step by step. The SMM is proved to be an efficiency and sensitively biosensing detection technique combined the annealed AuNPs.Next, a Brett-DNA genosensor has been developed through LSPR and SERS measurements on the annealed AuNPs modified coverslips. In the chater 3, for the purpose on the developing a more sensitively and stability biosensing platform with AuNPs on the solid substrates, the fabrication protocol of the high temperature annealed AuNPs has been optimized from three parameters aspect (thickness of evaporated Au film, annealing time and annealing temperatures), which can be effect on the size, shape and surface coverage, then influenced on the biosensing detection based on plasmonics.Through the SERS tests of annealed AuNPs on the glass coverslips after modified by the Raman model molecule BPE to certificating the optimized parameters, the LSPR and SERS measurements of the different concentrations of Brett-DNA on the nanostructured coverslips were investigated. The results shown a low limit of detection of SERS measurements of Brett-DNA, hence, a sensitively genosensor based on nanostructured ultrafine glass supports is confirmed.Further, two protocol has been conducted to preparing AuNIs on the QCM crystal quartz to develop a specific biosensor with acoustic detection. In the chapter 4, the Q-TEM grid evaporated 30 nm and 50 nm thickness of gold, respectively, were prepared, and biofunctionalized with gliadin protein biomolecules for the investigation of the acoustic measurements. The results indicate that the AuNIs modified QCM crystal quartz can be a sensitively platform for the acoustic biosensing detection.At last, on the basis of these three different gold nanostructures production on the solid substrates and the three biosensing detection, in the chapter 5, the influence of buffers on stability of the annealed AuNPs has been investigated. The SSPE and PBS buffers were prepared for the modification on the annealed AuNPs on the solid substrates, followed by the changes of the modified AuNPs in different work conditions were monitored with SEM, AFM and LSPR measurements. The results shown that the AuNPs are less affected by SSPE and PBS buffers under wet work condition. And It's helpful to understand the changes of the nanostructures which modified by biomolecules in the biosensing process.Even though manufacturing the gold nanostructures on the solid substrates, whatever the ITO strips, glass coverslips and QCM crystal quartz have been proved a controlled and easier fabrication, in the same time the SMM, LSPR, SERS and acoustic technologies have been confirmed to be the interesting, potential and prospect biosensing detection methods, on the basis of the existing nanosensing research results, there are still challenges and many directions for further research.
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 2 figures C et D confirment la formation de nanoparticules dont la distribution en taille

Figure 6 . 1

 61 Figure 6. 1 Images MEB de films d'or (4nm) tels qu'évaporés (A) sur substrat de verre ;

Figure 6 . 2 )

 62 à l'aide de la spectroscopie micro-ondes la modification des propriétés réflexives de la surface du substrat : 1) SiO2 seul ;2) SiO2 plus AuNPs ; 3) SiO2 plus AuNPs plus thiol ; 4) SiO2 plus AuNPs plus thiol et trois concentrations différentes de protéines(12, 25 et 50 ng/μL/cm 2 ).

Figure 6 . 2 Figure 6 . 3 )

 6263 Figure 6. 2 Différentes surfaces analysées par spectroscopie micro-onde.

Figure 6 . 3 1

 631 Figure 6. 3 Caractérisation spectrale de matériaux ayant une épaisseur de film d'or de

Figure 6 . 4

 64 Figure 6. 4 Images MEB de lamelles de verre carrées recouvertes de couches minces

Figure 6 . 5

 65 Figure 6. 5 Spectres SERS de molécules de BPE de différentes concentrations (10 -3 ,
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 66632 Figure 6. 6 Spectre SERS d'une molécule de BPE (1 mM) sur une lamelle d'or

Figure 6 . 7

 67 Figure 6. 7 Spectres SERS de 2 µL de gouttes de tampon PBS (A), de tampon TE (B),

Figure 6 . 8

 68 Figure 6. 8 Spectres SERS de différents microorganismes de Saccharomycetales (A),

Figure 6 . 9

 69 Figure 6. 9 Spectres SERS de (A) capteurs de Brett spécifiques et (B) non spécifiques.

Figure 6 . 6 . 4

 664 Figure 6. 10 Spectres LSPR des génosenseurs basés sur l'ADN de Brett spécifique (A),

Figure 6 . 11 Figure 6 . 12 6 . 5

 61161265 Figure 6. 11 Cristal de type « Q TEM Grid »(A) ; cristal de type « QCM color » à quatre

  

  

  

  

  

  

  

  

  

  

Table 1 .

 1 

	Target	Substrates	Resonant frequency	Force constant	References
	capillary vessels in pig's	LaAlO 3 and SrTiO 3	1.5 GHz	10 μN/m	Park J. et al. 131
	osseous tissue				
	C2C12 muscle cells	bundles of multi-walled	5.36 GHz	0.15 N/m	Farina M. et
		carbon nanotubes			al. 127
	THP1 cells	Glass	2.356 GHz, 4.437 GHz,	0.3 N/m	Oh Y. J. et al. 128
	(Cells were maintained		6.846 GHz		
	between 2×10 5 and 9×10 5		(Figure 1.9_I part)		
	cells ml -1 )				
	THP1 cells	Gold	2.136 GHz, 2.213 GHz,	0.3 N/m	Oh Y. J. et al. 128
	(Cells were maintained		2.304 GHz, 2.385 GHz		
	between 2×10 5 and 9×10 5		(Figure 1.9_II part)		
	cells ml -1 )				
	oligonucleotide DNA film	Silicon	4.5 GHz	8.7 kN/m	Kim S. H. et
					al. 134
	Jurkat human lymphocyte	polyethylene-	1.8 GHz, 3.6 GHz, 5.4 GHz,	0.2 N/m	Jin X. et al. 130
	cells	terephthalate slide	7.2 GHz, 9.0 GHz		
		coated with ITO			

1 SMM measurements for biological samples

Table 1 .2.Table 1 .

 11 2 SERS detection of biomolecules.

	Target	Metal NPs	Detection method and	Optical Response	Reference
			detection limit		
	S. aureus bacteria	Colloidal AgNPs	3 µL dropped on a fluted	735 cm -1	Gao W.C. et al. 165
			glass slide,		
			1.5 cfu/mL		
	PCB-77	AgNRs arrays on AAO	immersed	656 cm -1 , 733 cm -1	Sun K.X. et al. 166
		templates	3.3 × 10 -8 M		
	M13mp18 virus strand -	Au/Ag NPs on SiO 2	0.4µL drop	1652 cm -1 , 1470 cm -1 ,	Prinz J. et al. 167
	DNA		0.4 nM	1588 cm -1	
	C reactive protein	Ag/Au NPs on PCBs	immersed	595 cm -1	Liu B. et al. 168
			478 fg/mL		
	WNV -DNA	colloidal AuNPs	immersed on glass slide	1330 cm -1	Zhang H. et al. 169
			10 pM		
	Fructose	Au Q3D-PNAs	immersed	1079 cm -1 , 1585 cm -1	Sun F. et al. 170
			0.018 mM		
	λ-DNA	Au nanoplates films on	immersed	1005 cm -1 , 126cm -1 ,	Bi L.Y. et al. 171
		ITO glass	10 -6 mg/mL	1445 cm -1	
	Melamine	Au nanorods on	5µL drop	1051 cm -1	Sivashanmugan K.D.
		Silicon	10 -12 M		et al. 172
	PAH	AuNPs on silicon	1.2 × 10 -8 M	1375 cm -1 , 1418 cm -1 ,	Gu H.X. et al. 173
				1390 cm -1 , 591 cm -1	
	R6G	AuNPs on Si nanowires	immersed	1360 cm -1	Li Y. et al. 174
			10 -6 M		

Table 1 .

 1 3 QCM technique for immunosensing.

	Target	Diameter of gold	Modification of the gold	Detection limit	Reference
		electrode	electrode with colloidal		
			AuNPs/ evaporated Au layer		
	L. monocytogenes	-	S-QCM	1 × 10 7 cells/mL	Vaughan R.D. et al. 190
	Salmonella	5.5 mm	S-QCM	10 2 cells/mL	Su X. L. et Li Y.B. 191
	Typhimurium				
	OTA mycotoxin	-	S-QCM	17.2 ng/mL	Pirincci S.S. et al. 192
	Salmonella	0.68 cm	S-QCM	10° CFU/mL	Fulgione A. et al. 193
	Typhimurium				
	HAS	0.68 cm	S-QCM	10 U/L	Ventura B.D. et al. 194
	Parathion peticicide	0.68 cm	Colloidal AuNPs with a	0.8 μg/L	Ventura B.D. et al. 195
			diameter of 10 nm		
	DPSCs	4.5 mm	S-QCM	0.5 ng	Maglio O. et al. 196
	BAECs	2 mm	chrome (Cr) layer with 20 nm	1.5 × 10 4 cells/cm 2	Liu F. et al. 197
			thickness and 200 nm of Au		
			layer (evaporation)		
	Gliadin in food samples	-	Colloidal AuNPs	1 ppm	Chu P.T. et al. 189
	Gliadin	-	Colloidal AuNPs (25 nm)	8 ppb	Chu P.T. et al. 189
	Gliadin in food samples	-	Au thickness of 2 nm, 4nm	0.0001 ppm	Giuliocesare C.B. et
			and 6nm (evaporation and		al. 198
			annealing)		
	Giadin	-	Au 30nm thickness	0.0001 ppm	Giuliocesare C.B.et
			(evaporation)		al. 198

Table 2 . 1

 21 The compounds and materials used in different steps of SMM detection experiment.

	Materials	Abbreviation	Company, city, country	Function
	Heat Shock Proteins 70kDa	Hsp70	Prospec, Rehovot, Israel	analyte for detection
	11-Mercaptoundecanoic acid	MUA	Sigma-Aldrich, St. Louis, MO,	Au biomodification
			USA	
	N-Hydroxysuccinimide	NHS	Sigma-Aldrich, St. Louis, MO,	Au biomodification

Table 3 . 1

 31 The compounds and materials were used in different steps of the SERS detections.

	Materials	Abbreviation	Company, city, country	Function
	Brettanomyces bruxellensis	Brett-Thiolprobe	Eurofins Genomic, Tubingen,	thiolation
	Thiol-probe		Germany	
	Brettanomyces bruxellensis	-		analyte for SERS
	spoilage yeast			detection
	trans 1, 2-bis-(4-pyridyl)-	BPE	Sigma-Aldrich, Schnelldorf,	SERS detection for
	ethene		Germany	the SERS platform
				confirmation
	11-Mercaptoundecanoic acid	MUA	Sigma-Aldrich, St. Louis, MO,	Au biomodification
			USA	
	N-Hydroxysuccinimide	NHS	Sigma-Aldrich, St. Louis, MO,	Au biomodification
			USA	
	Tris (hydroxymethyl)	Tris-HCl	Sigma-Aldrich, St. Louis, MO,	buffer preparation
	aminomethane hydrochloride		USA	
	sodium chloride	NaCl	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	sodium phosphate monobasic	NaH2PO4	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	sodium phosphate dibasic	Na2HPO4	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	ethylenediaminetetraacetic	EDTA	Sigma-Aldrich, St. Louis, MO,	buffer preparation
	acid		USA	

Table 2 .

 2 List of yeast strains tested in SERS to prove the specificity of Brett-DNA sequence in the presence of Thiol-probe.

Table 3 .

 3 Position of SERS peaks of Brett-Thiol probe suspended either in water or 1xSSPE on gold nanostructured coverslips after an overnight incubation at 4 °C (Figure

	3.12C).	
	Thiol-probe in water	Thiol-probe in 1xSSPE
	Wavenumber (cm -1 )	Wavenumber (cm -1 )
	658	656
	925	964
	1018	1012
	1201	1192
	1604	1600
	1634	1629

Table 4 .

 4 SERS spectra of microorganism from Saccharomycetes class.

Table 5 . 1

 51 The compounds and materials were used in different steps of the stability study.

	Materials	Abbreviation	Company, city, country	Function
	sodium chloride	NaCl	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	sodium phosphate monobasic	NaH2PO4	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	sodium phosphate dibasic	Na2HPO4	Sigma-Aldrich, St. Louis, MO,	buffer preparation
			USA	
	ethylenediaminetetraacetic	EDTA	Sigma-Aldrich, St. Louis, MO,	buffer preparation
	acid		USA	
	trans 1, 2-bis-(4-pyridyl)-	BPE	Sigma-Aldrich, Schnelldorf,	LSPR detection
	ethene		Germany	
	deionized water	ddH2O	Millipore, Molsheim, France	sample washing
	detergent	Decon90	Fisher Scientific, Göteborg,	sample washing
			Sweden	
	squared glass coverslips	-	Carl Roth, Karlsruhe, Germany	glass substrate

Table 2 .

 2 This morphological characterization results indicate that in the presence of BPE molecules, the size and shape of annealed Au NPs had no further changes but the space between Au NPs changed. It also led to the influence on the Au NPs modified by BPE on LSPR spectra (with the concentration increased the maximum value of the optical density decreased). Following the research of LSPR spectra of Raman model molecule BPE on the nanostructure, variation of the maximum resonant wavelength length and the maximum OD as a function of the different period of time for different concentrations of BPE buffer modification on the gold nanoparticles surface are reported in Additionally, very reproducible LSPR spectra were recorded in a relatively large test area (about 1 cm 2

Table 2 .

 2 Evolution of LSPR spectra of AuNPs functionalized with different BPE

	concentrations over five weeks. The LSPR measurements were performed under
	cleanroom conditions at 21 °C.

[

BPE] Fresh Functionalization After One Week After Two Weeks After Three Weeks After Four Weeks After Five Weeks

  

	10 -3 M	λmax (nm) ODmax	548.210 0.13240	549.904 0.16940	550.792 0.18220	553.910 0.17680	552.660 0.16668	552.660 0.16760
	10 -5 M	λmax (nm) ODmax	548.566 0.12480	549.814 0.16760	550.260 0.18100	553.110 0.17440	552.660 0.17420	552.660 0.17540
	10 -7 M	λmax (nm) ODmax	550.706 0.12300	549.636 0.14680	548.566 0.15720	553.110 0.14320	559.780 0.13960	552.660 0.14600
	10 -9 M	λmax (nm) ODmax	551.864 0.10820	551.062 0.13380	550.440 0.14560	553.288 0.12980	559.780 0.14600	559.780 0.14680
	10 -11 M	λmax (nm) ODmax	551.864 0.10740	539.290 0.13020	542.412 0.14540	548.654 0.13940	559.870 0.12640	552.660 0.13140

  dans le domaine de l'optique et des micro-ondes appliquées soit à des immunocapteurs, soit à des génocapteurs. Enfin, la biodétection s'est faite sans recours à des marqueurs, méthode plus simple, plus rapide et à coût globalement plus faible.

	6.1 Introduction
	Actuellement, les progrès technologiques réalisés dans le domaine des
	nanotechnologies ont contribué de manière significative à l'expansion du marché des La première étude a porté sur la détection d'une protéine en réalisant un
	biocapteurs et il existe un grand intérêt pour le développement de biocapteurs sensibles immunocapteur. L'interaction entre la cible et la sonde est obtenue par le suivi de la
	et sélectifs. Ces nouvelles recherches peuvent avoir un fort impact sur la vie quotidienne, variation des propriétés de réflexion dans la gamme des micro-ondes en utilisant un
	en favorisant le diagnostic médical ou la sécurité alimentaire. Un biocapteur est défini microscope AFM modifié.
	comme un dispositif qui utilise des réactions biochimiques spécifiques pour détecter
	des composés chimiques ou des agents pathogènes. Les biocapteurs peuvent être classés
	i) suivant la nature de la transduction utilisée: optique (résonance plasmonique de
	surface (LSPR), réfractométrie, fluorimétrie, interférométrie), électrochimique
	(ampérométrie, potentiométrie, conductimétrie, impédancemétrie) et physique
	(calorimétrique, électronique, piézoélectrique, magnétique); ii) sur la base des
	différentes matières bioactives des biocapteurs : immunocapteurs, génocapteurs,
	capteurs enzymatiques, capteurs microbiens, capteurs tissulaires et cellulaires, etc. ; iii)
	en fonction des différentes méthodes d'interaction entre l'élément d'identification (la
	sonde) et l'analyte (la cible) : biocapteur catalytique et biocapteur d'affinité. Dans le
	cadre de cette thèse, les surfaces actives ont toutes été développées en
	biofonctionnalisant des nanostructures conductrices obtenues par recuit d'un film
	évaporé sur substrat de verre ou sur monocristal de quartz, procédé bas coût et

reproductible. Deux méthodes de détection ont été utilisées : variation de fréquence liée à une modification de masse (acoustique), modification des propriétés de réflexion ou de transmission La seconde a concerné le développement d'un génocapteur pour détecter des levures du vin en utilisant une mesure optique basée sur la génération des plasmons de surface localisés ou sur la Spectroscopie Raman Exaltée de Surface. La troisième s'est intéressée à la biodétection des mêmes levures que celles détectées dans la seconde étude à l'aide d'un génocapteur et de la gliadine en développant un immunocapteur et en suivant dans les deux cas la réaction d'affinité par la mesure du changement de fréquence de résonance d'un cristal de quartz (détection acoustique).
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has not yet been studied.

In this chapter, considered effect of buffers on the AuNPs on glass substrates, the glass coverslip was chosen as the support for the annealed AuNPs. The SSPE and PBS buffers were chosen to investigate the influence on the stability of high temperature annealed 4 nm gold film coated ultrafine glass coverslips, using an optimized AuNPs synthesis scheme in the chapter 3. And considering the low detection limit (10 -12 M) of BPE molecules was obtained by SERS spectra on the anneald 4 nm gold film glass coverslips in chapter 3, five concentrations (10 -3 , 10 -5 , 10 -7 , 10 -9 and 10 -11 M) of BPE molecules in this study were used for investigation on the stability of AuNPs by LSPR detection. The AuNPs modified with different solutions under the working conditions of dry and wet media. LSPR is used for sensing diagnostics through monitoring the changes in the AuNPs size, shape, composition, inter-particle distance, the dielectric constant (refractive index) of the surrounding medium 281 and the linear and/or non-linear optical properties of AuNPs 282 . Substrate surface characterizations such as SEM and AFM in the presence of selected buffers were recoreded and discussed.

The results were published in Bioengineering 283 on 2020.

Experimental materials and methods

Chemicals

The materials used in this chapter are shown in Table 5.1. All the chemicals were of analytical grade and used as received without further treatment unless specially mentioned.

when dropped 1 x SSPE buffer under dry media (2 and 5 µL), while smaller aggregates are formed under wet media (5 µL), and the AuNPs after modified under dry media (2 and 5 µL) are shown more space between AuNPs clusters than AuNPs under wet media (5 µL).

Besides, the SEM image of the b1 area shows that the morphology under dry media is similar to the morphology under the wet media in the a1 area. Under dry condition, AuNPs are almost absent on the substrate for the highest buffer concentration. Under wet condition, the appearance of the AuNPs is very similar to the annealed AuNPs observed in Figure 5.3. In particular, the SEM image (Figure 5.5, i) in the c1 area shows a similar morphology (uniformly dispersed shape) for 1

x SSPE buffer under dry media (A) and for the wet media (C), compared with the annealed AuNPs in Figure 5.3. For the 5 µL buffer under dry media (B), the image of the c1 area evidences some aggregation.

To conclude, under the modification of the dropping of 1 x SSPE buffer, clearly affect the morphology and the stability of annealed AuNPs on coverslips, especially under dry media and strongly in the presence of 5 µL buffer under dry condition.

Therefore, due to the analysis of the above results, and the related AFM characterization is also analyzed. As can be seen from Figure 5.5 ii, the line profile analysis based on AFM images were acquired for a1, b1 and c1 areas. It is noted that the surface morphology of the Au NPs in a1 area from AFM images of the sample which was modified under dry media (2 µL and 5 µL) and wet media (5 µL) is

Sensing of Chemical BPE Molecules in Aqueous Solution with SEM, AFM and LSPR Characterization

Based on the previous investigation of stability of annealed AuNPs by using different buffers and water to modifying the AuNPs, the functionalization of AuNPs in the presence of model BPE molecules in aqueous solution was also studied.

As is evident from the SEM images in Especially, the size of nanoparticles distributed in 8 nm of five different concentrations is the highest, 10 -3 M (30.3%), 10 -5 M (49.8%), 10 -7 M (48.3%), 10 -9 M (50.6%) and 10 -11 M (46.6%). Furthermore, the size distribution in 8 nm of the naked sample is also the highest at 52.8 %. The order of the distribution in other sizes of AuNPs is 10 nm > 12 nm > 16 nm for the AuNPs modified by BPE concentrations. The size distribution stays similar with no modified AuNPs, 10 nm (29.2 %) >12 nm (8.5 %) > 16 nm (6.0 %).

Basing on the results observed, compared size distribution, it seems no significant differences were found between the naked sample and samples modified by chemical functionalization of different concentration of BPE molecules, and the aggregated Au NPs were also not obtained compared with samples modified by SSPE and PBS. However, from the SEM images, as the concentration increased, the presence of gaps between the nanoparticles obtained, see the red marker (also other no marker part) inside the SEM images in