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Introduction

Le stockage et la distribution de l'énergie ont été le fer de lance des grandes politiques mondiales. En 2018, les combustibles fossiles comme le charbon, l'essence et le gaz naturel représentent environ 81% des sources d'énergie [1]. Cet abus incessant des combustibles fossiles entraîne des problèmes mondiaux sur de multiples fronts. Il est essentiel d'avoir un aperçu immédiat de l'utilisation durable des sources d'énergie renouvelables. La Commission européenne envisage cela dans le cadre du Green Européen Deal qui vise à rendre le continent neutre en carbone d'ici 2050, en investissant dans des technologies respectueuses de l'environnement et en rendant le secteur énergétique moins dépendant des ressources carbonées [2]. De nombreux efforts sont déployés dans le seul but de récolter et de stocker les énergies renouvelables en raison de leur caractère intermittent. Les sources d'énergie renouvelables ont été introduites sur le marché mondial, mais leur mise en oeuvre a été jusqu'à présent limitée car elles nécessitent un stockage approprié pour une utilisation tout au long de l'année. Le stockage électrochimique de l'énergie est l'une des voies de recherche qui visent à stocker l'énergie provenant de ces ressources énergétiques intermittentes et à pouvoir la fournir de manière continue en fonction des besoins. Une autre solution de ce type pour répondre à la demande d'énergie consiste à remplacer le réseau de gaz existant par celui du méthane (CH 4 ), qui est écologiquement viable. Cela a donné naissance au concept de captage, d'utilisation et de stockage du carbone, qui vise à réduire les niveaux de CO2 dans l'atmosphère et à le convertir en même temps en d'autres formes utiles. Le CO2 étant un gaz à effet de serre majeur, il a un impact important sur l'augmentation de la température mondiale. L'hydrogénation du dioxyde de carbone en méthane a donné lieu à des recherches dans le domaine de la conception de catalyseurs et de réacteurs qui peuvent offrir une bonne efficacité tout en utilisant moins de ressources. Le projet actuel porte sur l'adaptation des aspects physico-chimiques et structurels des matériaux à base de graphène, qui sont les plus prometteurs pour résoudre ces problèmes pour les générations futures. Depuis sa découverte au début des années 2000 par K. S.

Novoselov [3], le graphène a été un élément clé de la recherche dans le domaine des applications énergétiques en raison de ses caractéristiques uniques telles qu'une grande surface, une conductivité électrique et thermique potentiellement très élevée, etc [4][5][6][7]. Depuis lors, il a été étudié sous diverses formes (comme les feuilles monocouches de graphène, le graphène à quelques couches) et avec les métaux et leurs dérivés pour les applications énergétiques [8][9][10][11].

x

Stockage électrochimique de l'énergie

Le stockage de l'énergie étant l'un des aspects les plus importants pour la réalisation d'un passage complet aux énergies renouvelables, les meilleurs systèmes de stockage de l'énergie comme les supercondensateurs sont basés sur le stockage de la charge électrochimique. Les supercondensateurs en eux-mêmes sont connus pour leur rôle de soutien et d'encouragement aux questions énergétiques, car ils utilisent généralement les meilleures batteries et condensateurs. Ils sont conçus pour utiliser la haute densité de puissance des condensateurs conventionnels et fournir simultanément une densité d'énergie équivalente à celle des batteries modernes. Un supercondensateur typique est constitué de deux électrodes (anode et cathode) avec un séparateur entre elles qui contient normalement l'électrolyte et forme un système de membrane semi-perméable qui permet le passage des ions tout en gardant les électrodes isolées. Il existe deux mécanismes de base qui commandent le stockage de l'énergie dans les supercondensateurs : la capacité électrique à double couche résultant de l'accumulation électrostatique des charges d'électrolyte sur l'électrode, et la pseudo-capacité résultant des réactions d'oxydoréduction à l'interface électrode-électrolyte [12,13]. Outre le condensateur électrique à double couche (EDLC~ Electrical double layer capacitor) idéale, il existe des supercondensateurs hybrides qui utilisent à la fois la capacité électrique à double couche et la pseudo-capacité. Les matériaux adaptés aux électrodes de supercondensateurs doivent donc avoir une surface et une porosité élevées et être stables dans la fenêtre de tension requise. Ces dernières années, la conception de matériaux pour les supercondensateurs s'est développée, mais avec certains inconvénients tels que l'extensibilité, la facilité d'utilisation, l'épaisseur, la flexibilité, etc. Pour la plupart, diverses formes de carbone (nanofibre, charbon actif, graphène) ont été utilisées comme matériau de base pour les supercondensateurs, bien qu'elles présentent divers inconvénients [14,15].

La forme de graphène la plus courante qui a été utilisée est l'oxyde de graphène, mais une alternative est nécessaire au long et difficile processus de synthèse de ce matériau. L'idée qui sous-tend l'utilisation du graphène à quelques couches est de produire un graphène à surface encore plus élevée, facile à préparer et à rendement élevé, ainsi qu'à densité suffisante, ce qui le rendrait adapté à une mise à l'échelle et à une application industrielle. Un stade de cricket entier peut être recouvert de feuilles de graphène qui ne pèseraient qu'un gramme environ. Le graphène est théoriquement censé avoir une grande surface de 2675 m 2 g -1 [16] mais la recherche à son stade actuel n'a pas encore atteint sa pleine utilisation. Il a également été constaté que la capacité théorique élevée (560 F g -1 de 25 µF m -2 ) doit être corrigée en raison des apports de bord. En fait, il a été prouvé que la capacité observée sur les bords des paillettes de graphène est supérieure à celle du plan basal. Par exemple, la capacité « surfacique » des bords du graphite est supérieure de 4 ordres de grandeur à celle du plan de base [17]. En outre, xi l'empilement π-π entre les couches de graphène rend les plans de surface inaccessibles pour la plupart des applications. Pour éviter cela, de formidables recherches ont été menées pour synthétiser des aérogels et des hydrogels au graphène qui ont tendance à avoir une surface élevée, ce qui leur donne une supériorité en terme de capacité spécifique élevée, mais qui sont insuffisants pour la capacité volumétrique. L'exfoliation mécanique et en phase liquide est l'une des méthodes les plus utilisées pour la synthèse de graphène à quelques couches (FLG~ Few Layer Graphene). Selon la théorie des potentiels intercouches dépendant de la distance, l'énergie d'exfoliation nécessaire pour séparer une feuille de graphène du graphite empilé AB est d'environ 55,16 meV atome -1 , ce qui équivaut à la moitié de l'énergie de liaison intercouche [18]. Il est essentiel de comprendre comment utiliser les méthodes de synthèse pour tirer profit provient de trois sources différentes : a) les pertes par hystérésis dans le cas de matériaux ferromagnétiques (FM) [31], b) les pertes par courants de Foucault dans le cas de matériaux électriquement conducteurs [32], c) les pertes par relaxation de Neel et brownienne dans le cas de nanoparticules superparamagnétiques (SPM) [33]. Il a été prouvé que l'IH assure un chauffage plus uniforme, ce qui permet d'obtenir des CNTs de meilleure qualité que les méthodes de chauffage conventionnelles utilisées auparavant [34]. L'IH a également joué un rôle important dans la production de graphène monocouche et multicouche de haute qualité sur divers substrats métalliques, car il nécessite une rampe rapide pour obtenir un temps de chauffage réduit, ce qui permet d'éviter la croissance imprévue de plusieurs couches [35]. La méthanation via l'IH en est encore à un stade très précoce, car très peu de travaux de recherche ont été consacrés à ce sujet depuis que l'idée de la "catalyse à froid" a été lancée [36,37] électrolytes (E-SSA) [39], surtout si les ultramicropores sont présents en excès.

Résultats et discussion

Les contributions individuelles de la pseudo-capacité (C Ps ) et de la double-capacité (CDL) ont été obtenues par une méthode récente adaptée aux supercondensateurs à base de carbone, dans laquelle la charge voltampérométrique totale QT est d'abord obtenue en traçant 1/q en fonction de v 1/2 et en extrapolant sa courbe de tendance à v=0, tandis que QDL est obtenue en traçant q en fonction de v -1/2 et en extrapolant sa courbe de tendance à v=∞ [40,41]. Les 

Utilisation du FLG comme modèle pour les nanoplaquettes métalliques plates

Les matériaux FLG sont également utiles pour obtenir des nanoparticules métalliques 2D, en vu par exemple de catalyse, potentiellement plus efficaces. La nature de la réaction catalytique est principalement déterminée par la nature du catalyseur utilisé qui se traduit entre autres par xviii la taille et morphologie. Des feuilles de FLG décorées à l'oxyde de fer ont été synthétisées par deux méthodes différentes [43]. 

Conclusion générale

Perspectives

Les études suivantes sont envisagées pour l'optimisation nécessaire des systèmes étudiées.

• Les NPs métalliques plates de Fe seront étudiées pour les applications de méthanisation.

• Synthèse et étude des NPs plats de Ni pour les applications de méthanation et de supercondensateurs.

• Synthèse de NPs bimétalliques en alliage Fe-Ni pour la méthanation afin d'affiner la sélectivité et la conversion simultanément à une valeur >90 % avec une diminution de la température de réaction.

Chapter 1 Introduction

The development of an ecosystem needs various resources. One of the most important being energy, it is imperative that we should have easy access to sustainable energy sources and supply methods for a better future. The latter half of 20 th century and early 21 st century has witnessed some major technical advances and global population explosion thereby creating a gap between sustainable energy supply and demand. According to the reports published by U.S. Energy Information Administration, there will be a 50% growth in energy demand by 2050 [1]. As seen from Figure 1.1, fossil fuels still dominates a larger part of the primary energy sources (close to 80 % of the total of world consumption) [2] with its overcompensating disadvantages. Burning of fossil fuels has been the prime factor for increase in global warming, increased level of pollution and climate change as a whole [3,4]. The last year has witnessed some of the most tragic environmental disasters on the face of earth like the Amazon Rainforest fire 2019 [5] RE sources like hydropower and solar photovoltaics have been the forerunners among all for the last decade. The market investment for RE is increasing globally with new stated policies. As per the International Energy Agency(IEA), the REs have a share of 26% in 2018 for global electricity generation [7] GWh year -1 which can be compensated by 80 gigafactories with an average capacity of 15

GWh year -1 [9]. But, the primary issue of using renewable energy sources is their ease of harvest and access for substantial implementation [10]. Solar photovoltaics (PV) and wind power being the most feasible candidates (as seen in Figure 1.2 (b)) are largely climate dependent which makes them all the more vulnerable for consistency [11,12]. The location for harnessing such energy sources are not always logistically facile which gives rises to issues needing further investments emphasizing on proper electricity storage and transmission from source to end-user [13,14]. The incoherent nature of the sources also makes it difficult for inclusion into full-scale dependencies [15]. As of now, they are backed by conventional sources which make sure the load on REs is low, but a carbon neutral source in future requires a consistent energy source to ease up the grid-management [16,17]. Renewable energy is also being considered to have a positive impact on the economic growth of countries [18,19]. for renewable electricity generation by source, 2018-2020 [7].

One of the prime motivations for searching such REs are the huge amount of CO2 emissions during the generation and end-user applications processes [20]. Right from burning of coal in industries to generate electricity to every vehicle giving out a bulk of exhaust when we dab the accelerator, CO2 emissions have been growing exponentially with the population explosion and rapid deforestation. A part of it also arises from the urban constructions [21] and indirectly from some renewables also [22]. The continuous use of such techniques has made the CO2 concentrations in the atmosphere to reach as high as 412 ppm as of July, 2020 which is highly alarming. According to the International Energy Outlook 2019 (Figure 1.3), the rate of growth of energy related CO2 emissions is expected to follow a decreasing trend from 2018 to 2050, albeit the fact that it will still be around 1.6% per year from the non-OECD (Organisation for Economic Co-operation and Development) countries [23]. It being one of the major greenhouse gases (GHGs) impacts largely to the global temperature increase causing multiprong issues [3]. Carbon capture, storage and utilization (CCS/CCU) have been major methods to combat with such huge concentrations of CO2 in the atmosphere [24,25]. A large amount of innovations around the globe have been focusing on CO2 sequestration [26]. Conversion of CO2 into variable usable forms efficiently in a cost effective and ecological manner has given rise to various technical innovations in this domain [27,28]. All these have shortened the gap for the future requirements but we still have a long way to go to achieve a carbon neutral climate. The REs can be the sole electricity generation system from sunrise to sunrise only when we have efficient energy storage systems that stocks them as and when available, and releases them in continuous, cost-effective, ecological and fluid manner without causing injunctions.

The socio-economic aspects for renewable energy storage is being studied at large [29].

Various energy storage systems are being identified and investigated to obtain a good balance among all the factors and the global requirements at hand. An overview of the energy storage technologies and their characteristics are listed in Electrochemical energy storage systems have emerged as pioneers in solving this issue by utilisation of more efficient batteries and supercapacitors. These in turn have also helped in the abatement of CO2 emissions. Better materials and supported engineering magnificence can turn the ball for a zero-emission society with less volatile climatic adversities. Before taking a closer look at the solutions, it is compelling to have an outlook of the state of the art at practice and the ideas behind it. This would enable us to better understand the needs and possible modifications we need to project to get one step closer to success.

Electrochemical Energy Storage

The prime issue of energy storage for the renewable energies has been dealt at large in the last decade giving rise to electrical energy storage systems [30]. Electrical storage systems provide a two-fold aid to the current systems. First, it forms an intermediate unit between the generation source and supply end thereby allowing regularisation of the supply as and when needed. Secondly, it facilitates formation of distributed storage units, thereby augmenting the grid security. Out of these energy storage systems, electrochemical energy storage (EES) is one the flag bearers of the future energy systems that will revolutionize the way we think about REs. A proper EES system is the backbone to drive a market shift for an end-to-end RE mobilization. This is indeed the right time to recall the Nobel Prize winners of 2019 which was awarded for the outstanding contribution by J.B. Goodenough, M. N. Wittingham and A.

Yosino in the field of Li-ion battery development [31]. Li-ion batteries have been explored largely to cope-up with the energy storage requirements [32,33]. There has been a growth in metal-air battery scenario also which are considered as a perfect candidate for electronic vehicles (EVs) because of their high energy density [34][35][36] and usage of non-aqueous electrolyte. Right from the day of Ferdinand Porsche's race win by the, "Egger-Lohner electric C.2 Phaeton", electric car carrying a lead-acid battery to today's tech-savvy dream car, Tesla

Model 3, we have come across a long way in EESs in search for greener and more sustainable batteries [37]. But, there are still a lot of stones to be turned, to reach the goal of combined high energy density and high power-density in a single system. Here comes the supercapacitors to the rescue. Supercapacitors (SCs) are energy storage devices that aim to blur the gap between batteries and capacitors. They are the beginning of the end of batteries [38,39]. A technical investment into perfecting the supercapacitor can ensure the future to be sustainable and greener.

Why Supercapacitors ?

Supercapacitors(SCs), also known as ultracapacitors are electrical double-layer capacitors, and are considered to be the next-generation solution for energy storage issues because of their high power density (> 10 kW kg-1), better charging-discharging rate, superior lifetime, low maintenance, non-toxicity and higher temperature stability [40][41][42][43] 1.4(b). Toyota has been using SCs for their hybrid race car TS2040 [44] whereas Maxwell kickstarts its hybrid buses by SCs [45]. Airbus 380 relies on SCs for their emergency exits which need sudden jolts of energy under pressure conditions [41]. Besides automotive sectors, it is also used in energy harvesting sector for wind turbines requiring sparks of energy to maintain their motions irrespective of wind movement [46]. It has also been used by Zap&Go to make EV and Grid storage system setups [47]. A typical supercapacitor is made up of two electrodes (anode and cathode) with a separator in between which normally contains the electrolyte and forms a semipermeable membrane system that allows for passage of ions while keeping the electrodes insulated. broadly divided into two categories based on their charge storage mechanism, electrical double layer capacitors (EDLCs) and pseudocapacitors (PCs). EDLCs store charge by virtue of surface adsorption of ions from the electrolyte caused by electrostatic attraction [48,49], whereas PCs store energy via reversible Faradaic reactions (oxidation/reduction) taking place at the electrode electrolyte interfaces [50]. The possibility of using multiple materials pertaining to various energy storage mechanisms can further add to the basic two categories of supercapacitors as shown in Figure 1.5.

Mechanism Guiding Supercapacitors

Modern day EDLCs are based on the simple principle of charge separation similar to that of the "Leyden Jar", the first capacitor. But, they can store lot more energy than a regular capacitor by abstaining the free mobility of the ions in the bulk electrolyte [49]. A typical supercapacitor can be made by inserting two conductive electrode rods made up of (or coated with) carbon based materials in an electrolyte like salt solution. Carbon materials have been largely used for electrode material for supercapacitors because of their high surface area, around few thousands of square meters per gram which helps to realise a capacitance of few thousand Farads on a hand held storage device dimension [50]. This high capacitance is limited by the potential in which the electrolyte is stable and their ageing mechanism [50,51].

Asymmetric supercapacitors are particularly advantageous because they can utilise the potential window of both the electrode materials in relation to the electrolyte to further the operational voltage [49]. The capacity being the main measure of such systems depend on the storage mechanism of batteries and supercapacitors. The rechargeable batteries depend on the redox reactions during intercalation/de-intercalation of cations within the crystal framework for their charging and dis-charging process shown in Figure 1.6 (a). It should be noted that all rechargeable batteries also undergo "phase transformation" and/or alloying reactions. The supercapacitors, on the other hand, derive their capacitance as a result of both double layer capacitance and pseudocapacitance as seen in [52][53][54]. Thus the electrons during charging move via an external load from the negative electrode to the positive. The accumulation of charges near the electrode gives rise to formation of double layer thereby indicating that the concentration of the electrolyte remains constant during the entire charging/discharging process [55].

Typical electrochemical cell reactions for EDLC can be represented as follows [55,56] where CEs refers to cathode (positive) electrode, AEs refers to anode (negative) electrode, A refers to anion, C refers to cation and '//' refers to formation of double layer. PCs charge similar to the batteries with the difference that they are not restricted by the solid state diffusion limit [48] or phase-transformation of electrode materials. Fast reversible redox reactions take place at the surface or near surface of active electrodes at a distance 𝐼 ≪ √2𝐷𝑡 (where I is the diffusion thickness, D is the diffusion co-efficient of ions, and t is time), causing ions to pass through the double layer and generate a Faradaic current. One of the first definitions of pseudocapacitance was given by Conway in his book published in 1999 which states that such capacitance arises as a result of charge gradient (dQ/dV) created due to the potential difference (dV) over an amount of charge(dQ) accepted during the charging process as the ions reach or go away from the electrode [40]. Metal oxides such as RuO2 [57,58],

MnO2 [59,60], and Co3O4 [61] The thermodynamics governing the existence of such pseudocapacitance can be mathematically put by help of Langmuir statistics giving as electrosorption isotherm [65] as, where  refers to partial charge coverage, K being the adsorption constant, c is the concentration of adsorbable ions in the electrolyte, V is the potential, F is Faraday's constant , R is the ideal gas constant and T is the temperature. Capacitance(C) can be defined from the above relation in region where the plot is linear for V vs  as:

𝐶 = ( 𝑛𝐹 𝑚 )  𝑉 (Eq. 1.8)
where n refers to the number of electrons, and m is the molecular weight of the active material.

A theoretical insight to understand the differences these storage mechanisms implicate on the storage devices clarifies their potential applications. A battery stores 1~2 valence electrons per atom or molecule via redox reactions whereas an EDLC stores about ~0.18

electrons per atom at 1V in an aqueous electrolyte [66]. PCs can store about 10~20% of the energy compared to a battery but by virtue of their high reversibility and fast reactions, they can provide very high power density. The kinetic efficacy of these are best understood by cyclic voltammograms (CVs) as shown in 

Materials at nano-dimensions need to be studied specifically as the diffusion path length of ions are reduced with simultaneous increase in non-insertion charge storage surface area.

Summarily, EDLCs store energy electrostatically at surface/near-surface of the electrode material giving rise to very fast charging and discharging cycles contrary to batteries that suffer from low power density but high energy density. Pseudocapactiors are placed inbetween these extremes because they exhibit characteristics of both and are not limited by the factors to them. With search for better materials, scientists are looking at the nanoscale and its special attention as Yury Gogotsi has aptly said, "The first question a researcher should ask when doing electrochemical data analyses on a new nanomaterial is whether the material is battery like or capacitor-like" [70]. 

Models and Scientific Analysis Methods for Supercapacitors

With the idea of the possible types of materials and their nature of response in an electrochemical system we can classify them as EDL capacitor, pseudocapacitor or battery [48,71,72]. The main focus lies in developing better EDLC materials that can solve the issues pertaining to energy-storage. The design and identification of such materials can be done only if we better understand the basis of such materials which may provide a high power density as well as energy density to replace the good old batteries. The last few decades have seen evolution of several models and theories explaining the formation of electrical double layer [52,72,73].

Helmoltz in 1853 was the first to come up with the theory governing the formation of EDL [75,76]. According to him, whenever an electrode was charged, counterions start to accumulate in the vicinity of the electrode to maintain charge neutrality as shown in Figure 1.9 (a). This accumulation takes places till a few nanometres close to the surface generally and gradually decreases indicating the decrease in electrode potential similar to a flat-plate dielectric capacitors. Mathematically, the capacitance (CH) can be represented as [77][78][79],

𝐶 𝐻 = 𝜕𝜎 𝜕𝐸 = 𝜀 0 𝜀 𝑟 𝐴 𝑑 (Eq. 1.11)
where 𝜎 is the charge density, E is the applied potential, A is the active surface area of the electrode, d is the distance of Helmholtz layer, and 𝜀 0 , 𝜀 𝑟 are the free space permittivity and the electrolyte relative permittivity, respectively. But the model did not hold good with the experimental results as it neglected the diffusion of ions in the solution and the interaction of the dipole moment of the solvent and the electrode [80].

Early 1900s saw two researchers, Gouy and Chapman, develop a diffused layer model for EDL considering the thermal fluctuations [81,[START_REF] Chapman | The London[END_REF]. They introduced the idea that ions are not well-separated in the electrolyte as hypothesized by Helmholtz. They rather form an continuum of charge with decreasing charge concentration as one moves far from the charged electrodes because of inter-ionic electrostatic interaction coupled with thermally originated movements [83] as illustrated in Figure 1.9 (b). written as [77,[START_REF] Gongadze | Excerpt from the Proceedings of the COMSOL Conference[END_REF],

𝐶 𝐺𝐶 = 𝑑𝜎 𝑀 𝑑𝜓 𝑒 = ( 2𝑧 2 𝑒 2 𝑛 𝑖 𝑠 𝜀 0 𝜀 𝑟 𝑘𝑇 ) 1/2 cosh ( 𝑧𝑒𝜓 𝑒 2𝑘𝑇 ) = 𝜀 0 𝜀 𝑟 𝜆 𝐷 cosh ( 𝑧𝑒𝜓 𝑒 2𝑘𝑇 ) (Eq. 1.12)
where 𝜎 𝑀 is the charge density, 𝜓 𝑒 is the potential at electrode surface, z is the charge of the ion, e is the elementary charge, 𝑛 𝑖 𝑠 is the concentration of ion i in the bulk, , 𝜀 0 , 𝜀 𝑟 are the free space permittivity and the electrolyte relative permittivity, k is the Boltzmann constant (k = 1.381×10 -23 m 2 kg K -1 s -2 ), T is the absolute temperature, and 𝜆 𝐷 is known as the Debye Length, respectively. The Debye-length is in fact a measure of the thickness of the diffused layer which can be defined as,

𝜆 𝐷 = ( 𝜀 0 𝜀 𝑟 𝑘𝑇 2𝑧 2 𝑒 2 𝑛 𝑖 𝑠 ) 1/2
(Eq. 1.13)

However, the Gouy-Chapman model was not sufficient as it overestimates the ion concentrations close to charged surfaces largely by considering ions as point charges while they had definitive sizes [START_REF] Varghese | [END_REF]. This in turn restricts calculation of EDLC characteristics for cases nearing surface potential of 1V along with bulk electrolyte concentration of 1mol l -1 .

Later, Stern in 1924 came up with another model that overcomes the previous issues by taking into account both the compact layer of Helmholtz and the diffused layer of Gouy-Chapman [86] as shown in Figure 1.9 (c). Therefore, the combined capacitance of these two layers can be added as capacitors in series to obtain total capacitance as,

1 𝐶 𝑆 = 1 𝐶 𝐻 + 1 𝐶 𝐺𝐶 (Eq. 1.14)
This took care of the overestimated charge by accepting definitive ion size. This model was further modified by Graham to understand the type of ions based on their locations as the Inner Helmholtz Plane (IHP), the diffused layer and the Outer Helmholtz Plane (OHP) [87]. This theory simplifies the electrostatic interactions occurring at the EDL and also indicates the possibility of no electroneutrality in the EDL [83].

The diffusion term in Eq. 1.14 can be neglected because electrolyte concentration in commercial supercapacitors are generally high [88,89]. A supercapacitor made up of two electrodes has a net capacitance equivalent to the series capacitance circuit including both cathode and anode electrodes, given by,

1 𝐶 𝑇𝑜𝑡𝑎𝑙 = 1 𝐶 𝐶 + 1 𝐶 𝐴 (Eq. 1.15)
For symmetric capacitors with same anode and cathode material of same quantities, CC = CA, the total capacitance C Total will be half of single electrode capacitance. For asymmetric capacitors, CC ≠ CA, the total capacitance, CTotal, depends on the electrode with the smaller capacitance [88]. For the purpose of comparison between various materials total specific (gravimetric) capacitance is commonly used which refers to capacitance per unit mass, i.e. CSP (F g -1 ). The other parameters which indicates the efficiency of supercapacitors are volumetric capacitance (F cm -3 ), the energy density (or specific energy, in Wh kg -1 ), power density (or specific power, in W kg -1 ) of the electrode materials, cyclability, rate of charge/discharge, selfdischarge limit, safe operation ability and cost. whereas, theoretical power density can be calculated as,

𝑃 = 𝑉 2
4𝑅 𝐸𝑆𝑅 (Eq. 1.17)

The above discussion clarifies that CSP, V, and RESR are the key parameters for optimizing a supercapacitor. Therefore, the materials should be designed so as to have higher CSP and V , but at the same time less RESR for supercapacitors to replace batteries as a whole. Thus, there is an ongoing search for better materials which have higher stability with the electrolyte and has high cyclability. Carbon based materials, polymers and transition metal di-chalcogenides have emerged as feasible candidates for supercapacitor electrodes.

Carbon Based Materials for Supercapacitors

As supercapacitor electrodes [92,93]. The key features that is pondered upon while making an ideal carbonaceous electrode for supercapacitors keeping in mind the interdependence of the electrode microstructure and their electrochemical activity are as follows [94]: • Highly accessible surface area: The formation of EDL as seen from the above discussions can be considered to depend on the surface area of electrode which makes an interface with the electrolyte solution. Larger surface area normally allows for larger charge accumulation although up to an extent. Very large surface area materials mostly suffer from issues related to low tap density which refers to trapping of electrolyte in voids and channels thereby causing decrease in overall capacitance [95]. Therefore, it is imperative to maintain a balance between porosity and morphology to arrive at conditions suitable for maximum efficiency. The charge storage mechanism changes based on the type and amount of pores. Three specific charge storage mechanisms have been proposed

specifically for carbonaceous electrodes for supercapacitors as shown in Figure 1.11 [96].The mechanisms are characterized by a charging paramenter XCMP which gives a measure of the dependence of counter-ion adsorption, ion exchange and co-ion desorption [96]. It can be defined as,

𝑋 𝐶𝑀𝑃 = 𝑁(𝑉 𝑓 )-𝑁(𝑉 𝑖 ) (𝑁 𝐶𝑇𝑅 (𝑉 𝑓 )-𝑁 𝐶𝑂 (𝑉 𝑓 ))-(𝑁 𝐶𝑇𝑅 (𝑉 𝑖 )-𝑁 𝐶𝑂 (𝑉 𝑖 )) = 𝑁(𝑉 𝑓 )-𝑁(𝑉 𝑖 ) [(|𝑄 𝑖𝑜𝑛𝑖𝑐 (𝑉 𝑓 )|-|𝑄 𝑖𝑜𝑛𝑖𝑐 (𝑉 𝑖 )|)/𝑒) (Eq. 1.18)
where 𝑁(𝑉 𝑓 ), 𝑁 𝐶𝑇𝑅 (𝑉 𝑓 ) , 𝑁 𝐶𝑂 (𝑉 𝑓 ) refers to the total number of in-pore ions, counter-ions and co-ions at final voltage 𝑉 𝑓 and 𝑁(𝑉 𝑖 ), 𝑁 𝐶𝑇𝑅 (𝑉 𝑖 ) , 𝑁 𝐶𝑂 (𝑉 𝑖 ) refers to the number of inpore ions at an initial voltage 𝑉 𝑖 (normally 0V) respectively. 𝑄 𝑖𝑜𝑛𝑖𝑐 (𝑉 𝑓 ) and 𝑄 𝑖𝑜𝑛𝑖𝑐 (𝑉 𝑖 )

refers to the net in-pore charges at voltages 𝑉 𝑓 and 𝑉 𝑖 . This parameter is mostly concerned for the charging process though. The initial mechanism of counter-ion adsorption refers to the traditional idea of Helmholtz. The second idea of ion-exchange actually refers to simultaneous counterion adsorption and co-ion desorption. The third and last possibility is designated to charging of supercapacitors only via desorption of co-ions. In all the three possibilities, the electronic charge in carbon is exactly balanced out by excess ionic charge in the pores. For realistic purposes, it is suggested that a combination of more than one mechanism might take place in the pores for charging.

• Tailored pore size distribution: A well-defined porosity is essential for wettability and accessibility of the large surface area to the incoming ions. Micropores (pore size <2nm) enhance the specific surface area of the electrodes whereas mesopores (2nm<pore size<50nm) facilitates ion transportation via channel pathways in the material [97].

Macropores (pore size> 50nm) supplement by acting as an ion reservoir to stabilize any sudden change in electrolyte concentration during high energy density requirements [98].

Therefore, an optimized proportion of pores needs to be obtained to utilize a material to its maximum strengths.

• High electrical conductivity: A high electrical conductivity in-between the particles and intra-particles aids electron transportation across the electrode material which is essential for faster charging and discharging. Carbon materials are often annealed at high temperatures to remove oxygen groups which increases the percentage of sp 2hybridization thereby facilitating electron delocalization [99]. Hetero-atom doping for modulating electrical conductivity does so by increasing the electron density of carbon based materials [100].

• Electrochemical stability: Carbon materials are normally stable owing to their EDL nature of charge storage which does not inflict an irreversible reaction or phase change.

The presence of functional groups and other trace elements on the other hand are susceptible to interactions when exposed to organic or ionic liquid electrolyte. Therefore, the materials need to be have certain degree of phase purity in order to be stable for large number of cycles [101].

• Economical and ecological production: Supercapacitor materials need to be produced easily keeping in mind its ecological impacts in order to have a sustainable growth and future of such materials. A cost-effective green synthesis route which avoids usage of harmful and toxic chemicals at any stage of synthesis or product development would be invaluable to the industry.

Keeping these features in perspective, carbon materials are being developed for supercapacitor applications, although it is yet to satisfy all parameters with appropriate weightage so as to be rolled out in the industry as a replacement to traditional batteries. It is therefore important to have an overview of the possible options based on carbon as shown in Table 1. as weaves for supercapacitor applications [53,92]. The have been used as supports for metal sulphides and also along with polymers to achieve specific capacitance of more than 600F g Graphene, the 2-D form of carbon, has been also sought upon largely for electrochemical applications, one of which is the supercapacitors. Owing to their unique properties, they have been used in various forms to form supercapacitors [54,105,106]. For the case of 3-D carbon materials, there are multiple candidates like activated carbon(AC), carbide derived carbon(CDC), templated carbon, which have been identified for energy storage [107,108].

The most common of them being AC which is in fact one of the major market shareholders for energy storage at large scale. Of all the carbon based materials discussed above, this study indulges further in structural development of graphene based materials to better utilise its properties for applications for supercapacitors.

Why Graphene?

Graphene, a one-atom thick 2-D form of carbon having a honeycomb lattice, since its discovery by K. S. Novoselov in 2003 has caught the eye of numerous researchers in various fields of research [109,[START_REF] Novoselov | Proc. Natl Acad. Sci[END_REF]. Although there were theoretical ideas as early as 1940s regarding such monolayers of graphite [111,112], it took 60 more years to finally get hold of this unique material. It, being the basic building block for all kinds of carbon materials, can be wrapped, rolled or stacked to form fullerenes, nano-tubes or 3D foam and graphite respectively [113] as seen in Figure 1.12. Graphite is basically huge layered number of graphene sheets stacked onto a hexagonal or rhombohedral crystal which have anisotropic properties (in bulk). It also acts as a primary precursor for graphene synthesis via top-down approaches [114].

Figure 1.12 Various carbon materials derived from graphene [113].

Graphene can be thought upon as a mesh made up of six membered carbon rings where the carbons are attached by strong C-C  bonds which help provide high mechanical strength (∼1 TPa Young's module and ∼130 GPa intrinsic strength), electrical and thermal conductivity (0.5-100 S m -1 and 3080-5150 W m -1 K -1 , respectively) [115,116]. As simultaneous electrical and thermal conductivity is not suitable for certain applications like thermoelectric devices, some efforts have been made to control the thermal conductivity as per need [117]. The unique Dirac fermion system of each carbon contributing to the delocalized -electron cloud formed over the sheet of graphene facilitates faster carrier mobility across the plane (~20 m 2 V -1 s -1 )

[118] and is also the basis for formation of linear dispersions of massless Dirac fermions. The electronic properties of graphene are largely affected by the behaviour of these fermions and the number of layers of graphene sheets stacked together as illustrated in Besides these, graphene has been largely considered for energy storage applications because of it large theoretical surface area of up to 2675 m 2 g -1 [122] which implies the high theoretical capacitance of graphene 550 F g -1 (~21 µF cm -2 ). But, it is to be noticed that according to recent findings, this value has been rectified considering the fact that the contribution for supercapacitance doesn't arise solely from the basal plane. It was found that the edge have a larger contribution. For example, areal capacitance from edges in graphite is found to 4 orders of magnitude higher than that contributed by the basal plane [123]. Regardless of these unique properties, graphene based materials face the following challenges in order to be utilized as energy-storage materials [54]:

• - stacking: Graphene based materials constantly suffer from - stacking due to the weak interplanar van der Waal's force interaction [124] occuring during the synthesis or sample preparation process thereby making them unable to utilise the real specific surface area. This in turn obstructs the ion exchange and movement causing decrease in the overall performance of the electrode.

• Low Packing density: Compared to bulk graphite's 2.2 g cm -3 graphene has a very low packing density of 0.015g cm -3 which leads to low volumetric capacitance and energy density of graphene.

• Maintaining conductivity: High electrical conductivity is conducive for higher electrochemical activity. Synthesis of high surface area graphene along with high conductivity is difficult to realize. The methods as etching for instance with KOH are used to enhanced the specific surface area, decreasing often conductivity.

• Intrinsic structure: Controlled introduction of defects and impurities in graphene sheet structure along with addition of metals and metal oxides enhances the charge storage capabilities, but needs special attention during synthesis process.

Thus, it is interesting to understand the different derivatives of graphene and the structural modifications that can be made to curtail graphene based materials.

Choice of Graphene Derivatives

As mention above the research on energy storage systems with graphene focus largely of utilizing its high surface area and charge mobility properties [105]. The utilization of these properties of graphene has led to development of various graphene derivatives. These derivatives have been used singularly and as composites for supercapacitor applications [125][126][127].

Graphene Dots

The very basic and 0D form of graphene are graphene dots (shown in Figure 1.14(a)) which are synthesized via graphene oxidation-reduction method and have been known to provide capacitance of ~200 F g -1 but suffer from low energy density issues [128]. The synthesis processes make the graphene dots hydrophobic which makes it difficult to be used in aqueous environments, contrary to its precursor graphene oxide(GO) which is amphiphile in nature.

Therefore, they are being used in combination with metal oxides and polymers to avoid agglomeration. Transition metal oxides like MnO2, RuO2, NiO, CO3O4 and conducting polymers like polyaniline, polypyrroles, polythiophenes are used along with these graphene dots in order to integrate pseudocapacitance with EDLC and overall efficiency of the hybrid electrode materials [129].

Graphene Fibers

Graphene fibers are 1D electrode materials (shown in Figure 1.14 (b, c)) which are most sought upon for portable and wearable electronics because of their tiny volume, high flexibility and ease of being woven [127,131]. Notably, graphene fibers coated on Au wires have been reported to exhibit specific capacitance of 1.9 µF cm -1 (6.49 mF cm -2 ) [132]. Graphene fibers like 1D carbon nano-tubes (CNTs) grown on 2D graphene sheets have shown enhanced mechanical flexibility, stability and conductivity, resulting in an overall areal capacitance of 1.2-1.3 mF cm -2 [132]. Various all-graphene yarn based supercapacitors are also being developed, moulded into spring-shapes with high compressibility and stretch resistance with capacitance of 1.2 -1.7 mF cm -2 [133]. The graphene yarn supercapacitors are however prone to short-circuiting even with a coating of polyvinyl alcohol(PVA) solid electrolyte. This issue has been recently addressed by formation of core-sheath fibers where the sheath layer of polyelectrolyte protects the graphene-CNT core [133]. Although it solves the issues of stretching and flexibility, the bottleneck issues stay with achieving high energy density and power density at the same time along with proper modulation of pores in the fibers and yarns. After reasonable amount of de-stacking, metal oxides/hydroxides have also been used in order to add pseudocapacitance and thereby increase the overall energy density. In a specific case, Ni(OH)2 nanoplatelets have been intercalated between graphene sheets giving rise to a capacitance of 537 F g -1 and a high volumetric capacitance of 655 F cm -3 [141]. Pt nanoparticles have also been used as spacers and have been successful to provide a multi-fold increase in the specific capacitance. The specific capacitance has been reported to increase from 14 F g -1 for un-spaced graphene sheets to 269 F g -1 by use of Pt spacers [142]. The same problem of arriving at a capacitance close to theoretical capacitance of graphene and cost of spacer still exists which provides room for further efforts in this.

Graphene Foams

Owing to their versatile usability and consistency in pore formation and interconnectivity, 3D graphene foams (as shown in Figure 1.14 (f, g)) have varied applications for energy storage and conversion [143]. The 3D structures not only solve the issue of restacking but also facilitate electrolyte diffusion and provide platform for decoration of pseudo-capacitive materials. They are generally prepared via hydrothermal self-assembly, template assisted growth and chemical vapour deposition techniques [144][145][146]. One of the best composites reported is that of Co3O4 nanoparticles decorated on 3D graphene foam grown via CVD on a

Ni foam template providing a capacitance as high as 1100F g -1 [51]. There is also another group of light-weight and porous carbon material known as the graphene aerogels which are best known for high surface area-to-volume and strength-to-weight ratios [143]. They can be fabricated via 3D printing method besides the usual reduction-oxidation and CVD technique [147]. 3D printed graphene aerogel made up of graphene oxide(GO) and graphene nanoplatelets are known to provide high power density of 4079.9 W kg -1 at 0. restacking and provide access for facile electrolyte diffusion making also sure to get the benefits of the FLG edges which are known to be a larger contributor to overall capacitance.

The following two sections are dedicated to synthesis methods and ideas for better structure tailoring of FLG for supercapacitor applications.

Synthesis methods for FLG

As discussed above, synthesis processes for FLG play a key part in making them feasible for access to monolayer-graphene like attributes. Several methods for synthesis of FLG involving both top-down and bottom-up approaches have been studied. Although bottom-up processes favours high quality defect free graphene, they are relatively more time consuming and taxing in terms of precision for a comparable yield. Most industrial applications thus demand for topdown synthesis processes. Bottom-up methods principally involve a total organic synthesis where controlled graphene sheets are produced and whose number of carbon atoms depend on the initial precursor material [157].

Figure 1.15 Four typical methods of exfoliation for mass production of graphene [160].

Some CVD synthesis process on Ni and Cu catalysts have also been reported at high temperatures (~1000 o C) [158]. which is equivalent to half of the interlayer binding energy [159].

As Van der Waals forces are directly proportional to inverse of interatomic separation distance, systematic exfoliation processes are being researched for large scale graphene synthesis [160]. Some of the basic methods of exfoliations is shown in 

Liquid Phase Exfoliation

Liquid phase exfoliation is one of the most common methods for synthesis of FLG [161,162].

Thus, exfoliation of FLG is normally carried out in the presence of spacers and solutions which have adequate interactions with graphene sheets so as to avoid restacking after exfoliation.

Water was initially utilised for exfoliation of graphite oxide to graphene oxide, but the disruption of π orbital structure decreased its overall electrical conductivity [163]. Considering the similarities in surface energy of CNTs and graphene, it has been suggested that N-methyl-2-pyrrolidone (NMP) can also be used for exfoliation [161]. Solvents like N,N-Dimethylformamide(DMF) and ortho-dichlorobenzene (o-DCB) can also be used as they have surface tension close to 40mN m-1 but they are highly toxic and have high boiling temperatures. Graphite has been known to exhibit dual electronic charge nature on interaction with solvents. It behaves as acceptor for pyridine based solvents whereas it shows donor characteristics in perfluorinated aromatics [164]. Exfoliation of graphite by positively charged poly(p-phenylenevinylene) (PPV-pre) has been known to generate defect-free FLG which can be used with PANI/poly(ethylene terephthalate) electrode to have a volumetric capacitance of 216 F cm -3 [165]. A combination of kitchen blender shear force and edible proteins like Bovine serum albumin (BSA), β-lactoglobulin, ovalbumin, lysozyme, and hemoglobine has been proved to produce good quality graphene in concentrations exceeding 4 mg mL -1 h -1 [166].

Further colloidal approaches have also been made which use stirring combined with sonication to obtain denser graphene solution with larger flakes from graphite precursor [166] which can then be used. Such indigenous methods ascertain the future of cheaper large scale graphene production. More examples have been discussed in Chapter 2.

Electrochemical exfoliation has recently been emphasized as it is useful to obtain FLG of high lateral size extending to tens of micrometres [167]. This method involves an intercalation of ions in-between layers of graphene by an external applied voltage which then turns into gaseous form, expands and exfoliates the layers. It has been suggested as a solution for continuous production of FLG with negligible loss of yield and quality [168]. This method has been used for synthesis of nitrogen doped graphene frameworks which show capacitance of 117.4 F g -1 at 0.5A g -1 [169]. Electrochemical exfoliation is in use for synthesis of pristine defect free graphene as well as highly oxidised GO sheets with high dispersibility by varying the precursor electrodes, electrolytes, equipment setups and additives [170].

Mechanical Exfoliation

Mechanical exfoliation is a simple, basic method that can be employed for synthesis of FLG.

There are two major pathways for mechanical exfoliation, namely, ball milling and high pressure homogenization methods. NMP is known to be a better solvent for wet ball milling of graphene compared to cyclohexanone [171]. High energy ball milling facilitates throughplane fracture thereby giving room for enhanced edge defects. This has a good scale-up potential but longer reaction time limits it. On the other hand, high pressure homogenization uses both cavitation and shear forces to obtain high-quality graphene [172,173], but has lesser scope for scaling up. A recent study using a hydrodynamic tube shearing process claims synthesis rate of 500 g h -1 [174]. Biomass derived large FLG has been synthesized by this method which has been able to generate a capacitance of 186 F g -1 in 1M H2SO4 electrolyte [175]. Mechanical thinning of pencil lead to obtain FLG has been developed also which tackles the issues of cost effectiveness and avoids usage of additional chemicals [176]. Besides the two above, another method of mechanical exfoliation is being used which roots on the concept of anionic bonding wherein graphite and borosilicate glass is bonded together at a certain temperature and voltage, and then peeled away leaving behind FLG on the substrate [177].

Chemical Vapour Deposition (CVD)

CVD is one of the well-known methods to synthesize monolayer or multilayer graphene. This method combines gaseous reactants onto a metallic surface at a particular temperature to produce materials of high purity and performance. Although the underlying mechanism is not pretty clear, the grains and grain boundaries of the metals seem to dictate the solubility and segregation behaviour thereby causing difference in graphene nuclei morphology and carbon diffusion at these sites [178]. The initial reports of growing FLG on hot Ir surface was not suitable as product separation from metal surface was very difficult [179]. Later, FLG has been grown on Ni and Cu surfaces at ambient pressure and paved way for easier metal substrate separation after the growth [180,181]. The CVD grown on Ni foam had categorically shown the influence of cooling rate on the number of layers of graphene and their consequence on the supercapacitor efficiency [182]. Ni particles have also been used as a template to synthesize curved graphene via CVD process that can provide capacitance of 203.4 F g -1 in a KOH electrolyte [183]. This method can be used for FLG synthesis also with other metals like Rh, Pt, Co, Pd and metallic alloys like Co-Ni, Au-Ni, Ni-Mo [184].

Microwave Assisted Synthesis

Microwave assisted liquid exfoliation helps obtain high quality graphene based on the reaction solvent and temperature conditions [185,186]. The graphene flakes of average 5 sheets and high lateral size have been obtained with toluene [185]. In case of LPE, the solvent chosen is such that it wets the graphene layers to a large extent which when irradiated by microwaves either vaporises or decomposes to gas molecules thereby causing expansion. The graphene flakes thus produced tend to have high electrical conductivity [186]. This is also used for catalytic unzipping of CNTs into graphene sheets with high oxygen content, supposedly due to the oxidative mechanism of CO2 [187]. This method has been used for simultaneous exfoliation and reduction of graphene oxide and graphene nanoplatelets to tackle the issues of low electrical conductivity. Such material has been known to be mixed with polypyrrole and used for solid-state supercapacitor application which provide capacitance of 137.2 F g -1 [188].

It has be influential for one pot synthesis of electrode materials for supercapacitors as well as for improving the distance between the layers via successive microwave treatments with intermediate intercalation step [189,190]. Further efforts are being made to perform the yield exfoliation of graphene sheets to be more along in solvent free systems and in air atmosphere [191,192].

Pathways to FLG structuration for energy storage

Taking into account the synthesis methods explained above, it is essential now to understand how to indulge them so as to reap the benefits of the large specific surface area (SSA) of FLG.

For each application, the materials design is different and uniquely curtailed. This needs embarkment on the journey to understand the possible pathways for proper structuration of FLG for supercapacitor as discussed below.

Improving FLG SSA and conductivity

The charge storage capacitance of graphene based materials is found to be largely dependent on interfacial double layer capacitance and specific surface area [54]. Studies indicate the presence of a quantum capacitance component in the interfacial double layer capacitance as the capacitance obtained for dual active side of graphene (5 μF cm -2 ), found to be less than that of single side of monolayer graphene (8 μF cm -2 ) by the method of area normalization [193,194]. Thus the modification of electronic properties of graphene sheets is also essential.

It was later found that the capacitance was decreased at the point of zero charge for specific thickness of graphene sheets which could verify the presence of quantum capacitance in graphene sheets [195]. On charging the electrode, the area normalized capacitance seems to increase which is suggested to be result of electrostatic interactions between electrode and electrolyte. This indicates that the overall capacitance can be improved by modulating the charge on graphene sheets. Therefore, FLG materials preparation should not only focus on high SSA but also on the electronic properties and correct charged state. However, these solely cannot confirm a high capacitance. A high power density needs a faster electron transfer between the electrode materials which in turn depends on the electrical conductivity. High SSA and electrical conductivity are often found to be two sides of a coin where increasing one means decreasing the other. Therefore, a right balance of these properties is highly essential.

Graphene films have been obtained via direct laser reduction of GO which exhibit high SSA of 1520 m 2 g -1 and high conductivity of 1738 S m -1 [196]. Such films have been able to demonstrate a high energy density of 1.36 mW h cm -3 , which is about 2 times higher than that shown by activated carbon based supercapacitors, and simultaneously show a good power density of 20W cm -3 , which is about 20 times higher than its activated carbon counterparts.

Another set of graphene thin films has been developed by activation of reduced-GO which when used with TEABF4/AN electrolyte gives a high energy density of 26 Wh kg -1 and power density of 200 W kg -1 [197]. Thus a good graphene electrode material needs to have wellengineered pores and continuous nanosheet network for high surface area and electrical conductivity respectively.

Increasing Packing Density

Porous graphene materials help resolve the issues of SSA but at the same time cause low packing density which makes it costlier logistically compared to activated carbon, the current market majority shareholder for electrode materials. The large empty spaces introduced by making graphene materials porous is not utilised for ion storage, rather adds up more weight by requiring more electrolyte [198]. If graphene having packing density 1.1g cm -3 is derived from graphite of density 2.2 g cm -3 , it generates an interplanar spacing of 6.7Å which allows smooth passage for electrolyte ions like Li+ (0.68 Å), K+(1.37Å) and Na+(0.98Å) [199,200].

Highly porous graphene with a density of 1.58 g cm -3 can be derived from a hydrogel which after evaporation induced drying and shrinkage, and can be used for a high volumetric capacitance of 376 F cm -3 [201]. A new form of graphene, Holey Graphene, has been obtained with significantly larger nanopores formed as a result of hierarchical stacking of porous graphene making sure a well-connected transport network for electrolyte ions [202]. This highly packed holey graphene provides gravimetric and volumetric energy densities of 35 Wh kg -1 and 49 Wh l -1 , which is comparable to lead acid batteries in organic electrolytes.

Defect Control

Carbon lattice is known to suffer various kinds of defects. The most common structural defects have been illustrated in Figure 1. 16 that include the point defects, dislocation defects and vacancy defects [203]. These defects mostly arise due to the synthesis process and conditions.

These defects can introduce local doping of heteroatoms thereby manoeuvre the reactivity and also influence the electrical conductivity of the end product [204]. It is therefore essential to pay attention to the exfoliation process so as to maintain graphene sheets chemically pure and uniformly structured. Although various attempts are being made for proper exfoliation using organic solvents and surfactants, the methods suffer from low yield, decrease in flake size due to longer process, and utilization of hazardous, costlier chemicals [205]. There have been new solutions partially successful in obtaining low defect graphene by method modification [206,207]. A pre-intercalated process with oleum and co-grinding with sodium has enabled to obtain graphene based materials with low defects, such as 96.3% C and 3.12% O compared to 97.43% C and 2.37% O in natural graphite [208]. The problem of loss of electronic conductivity due to over-oxidation during exfoliation of graphite can be overcome by using Bronsted acids like phosphoric, sulfuric, dichloroacetic and alkylsulfonic acids [209] Some common examples of using such methods for structuration of FLG include aerogels and hydrogels [210,211]. Graphene aerogels are known to have surface area in the range of 1000 m 2 g -1 which provide capacitance of 220 F g -1 at 1 A g -1 [210]. Another significant new technique for fabrication highly accessible FLG based materials for supercapacitor applications is 3D [212,213]. This is similar to 2D printing wherein a suspension of active materials is deposited onto a surface or substrate in a particular fashion and allowed to dry. 3D printing for supercapacitor usage requires additionally µm-level level precision with good adhesion between electrode materials and current collector so as to avoid any short circuiting between positive and negative electrodes [212]. The key factors governing 3D printing for supercapacitor electrodes are: a) proper dispersion of printable inks, b) consistent and on-demand release of ink, c) regulation of the ink wettability so as to avoid electrode short-circuiting and maintaining the feature resolution at the same time, d) suitable solidification conditions for the ink so as to obtain the desired structure. This method has been already shown early signs of success in synthesis of 3D graphene based materials that can be used as supercapacitors with capacitance of ~63F g -1 at 10 A g -1 and high capacitive retention of about 90% from 0.5 to 10 A g -1 [148]. 3D printed graphene electrodes have been known to be cheaper alternative compared to selective laser melting method and can be improved with minimal activation [213]. This method has been used to make GO patterns on A4 paper onto which electrode materials were deposited to obtain volumetric capacitance of 39.65 F cm -3 and specific capacitance of 1023 F g -1 in a PVA-LiCl electrolyte at a current density of 4 mA cm -2 [214].

These are some of the methods and structuration pathways that are widely in use today to synthesize FLG based materials that are being used for supercapacitors. But none of the them has mastered the art yet. Some provide graphene with high energy but low power density whereas other vice versa. Some provide materials easy to handle but low in net quality. Some methods are easy to operate but the process is not completely green and has hazardous byproducts. A important aspect of discussed exfoliation methods demands improvement in terms of the bio-surfactant combinations that are used initially, which influence the lateral size of the FLG flakes and their simultaneous concentrations as aqua-colloids. Therefore, focus on proper exfoliation based synthesis methods for utilizing the true potential of graphene is still under the microscope. This combined with right ideas for structuration of FLG can result in the next-gen solution the world needs.

Chemical Energy Conversion & Storage

It is a well-known fact among the scientific industrial and political communities around the globe that the change in concentrations of gases in the atmosphere, especially CO2, which has started along with industrialisation, has drastic effects. The anthropogenic emissions of Greenhouse gases have accelerated the rise in terrestrial temperature and needs immediate attention [3]. Additionally, with the possibilities of renewable energy storages that has evolved in the recent years, it will be wise to convert the surplus energy to other forms that can be readily utilized in the society. The surplus from these REs can be used to convert electrical power to gases various products like synthetic gas, liquid, ammonia etc. as shown in Figure 1.17. Power-to-gas technology is one of the power-to-X methods that helps formulate ideas for utilization of energy from such RE sources and use them for conversion to gaseous fuels thereby relaxing the pressure exerted on fossil fuels and decreasing the consequent pollution in the atmosphere [215,216]. Using this, CO2 can be converted to methane and injected to the existing pipeline system for easy access to people. This form of energy storage also aids to the global carbon capture, storage and utilization process where the additional energy helps reduce the global CO2 percentage by converting it into methane like products which can be easily stored in existing infrastructure and used and when required [24,25]. 

Power-to-Gas

The power-to-gas (also known as PtG) concept makes use of excess renewable energy for production of Hydrogen via water electrolysis which can then be used directly or for conversion into to methane or other synthetic natural gasses [215,216]. It is one of the promising methodology for future where larger amount of energy is sourced from REs. The PtG technology solves the problem of intermittency and round the year availability of the REs as it can convert feedstock gases like CO2 and store the generated energy for a lot longer timeframe by this method [217]. Most processes involved in PtG setup are mostly mature and require proper integration for the desired output. The converted H 2 and CH 4 can be used directly or stored in the existing pipeline infrastructure for later use. It can also be converted back to useable electricity if need be so (although with some loss in overall efficiency).

Although the PtG technology has not been scaled up to industrial level, European countries have already started developing a roadmap for its swift deployment with proper efficiency standards maintained throughout all the involved processes [218,219].

As shown in the Figure 1.18, the PtG technology can be seen to utilize the multiple processes to convert power to valuable gas. The energy harvested from green sources like hydel, solar and wind which is in excess can generally be first fed to a water electrolyser for production of H2. The electrolysis of water for H2 generation is known to be made feasible via catalysts, photoelectrodes, proton exchange membrane and solid oxide electrolysis methods CO2 can be used as feedstock along with produced H2 to convert itself to methane which can then be introduced to the existing gas distribution infrastructure as synthetic natural gas. This will aid in global Carbon Capture Utilisation and Storage chains and also increase the volumetric energy density of the stored gas (35-40 MJ m -3 for CH4 vs. 12.75 MJ m -3 for H2)

without raising safety issues [223]. CO2 can also be used as a cushion gas for sequestration of methane underground which provides possibility for zero to negative CO2 emission in the entire process. To top it all, this technology also helps reduce the effects of the CO2 emissions which is a big global concern. Therefore, this nascent technology needs to be further explored with proper optimization for storage and transport for a better tomorrow.

Mechanism of CO2 Methanation

According to the PtG technology discussed above, CO2 methanation can be carried out via two different ways, viz. biological methanation and catalytic methanation as shown in Figure 1.19.

The most important parameters guiding the choice of methanation process are the achievable product gas quality, sophistication of reaction setup and reactor volume required for supporting such standards [217]. Biological methanation which is still in its infancy is mostly implemented in small power plants. Although its tolerance for impurities of feed gas is higher compared to the other one, large reactors dedicated to this method is far from reality [224].

Biological methanation is mostly carried out via symbiotic fermentation stages of methanogenesis (Eq. 1.19) and acetogenosis (Eq. 1.20) which require anaerobic reaction conditions with hydrogen partial pressure to be less than 10 Pa [225].

4𝐻 2 + 𝐶𝑂 2 ↔ 𝐶𝐻 4 + 2𝐻 2 𝑂 ; ∆𝐺 𝑜 = -165 𝑘𝐽 𝑚𝑜𝑙 -1 (Eq. 1.19)
𝐶𝐻 3 𝐶𝐻 2 𝐶𝐻 2 𝐶𝑂𝑂𝐻 + 2𝐻 2 𝑂 ↔ 2𝐶𝐻 3 𝐶𝑂𝑂𝐻 + 2𝐻 2 ; ∆𝐺 𝑜 = +48.3 𝑘𝐽 𝑚𝑜𝑙 -1 (Eq. 1.20) Other by-products like methanol, methanoic acid and higher hydrocarbons have not been considered here as they are present in trace amounts in the gas mixture at equilibrium The unsupported catalysts were initially studied for which the order of activity was found out 

Ruthenium-based Metal Catalysts

Ru based catalysts are well-known for being the most active metal for CO2 methanation even at low temperatures [227,228,237,240,241]. Ru has been known to be used at less than 1 wt% dosage with TiO2 for achieving 100% conversion of CO2 at 160 o C but it is expensive for industrial use [242]. This highly stable (170h test) catalyst had highly dispersed 2.5 nm Ru nanoparticles which were supposed to be the guiding factor for complete conversion of CO2.

This high dispersibility of Ru on TiO2 has been an interesting property to decrease the temperature requirements for methanation, even to room temperature and atmospheric pressure in certain cases [243]. The introduction of RuO2 nanoparticles on TiO2 behaves differently based on the crystal phase of the later [244]. P25 TiO2 having 20% of anatase and 80% rutile showed the highest CO 2 conversion and selectivity. Further investigations proved that RuO2 nanoparticles have a tendency to move towards the rutile phase of TiO2 whenever there is a rutile and anatase co-existence. This biased migration of RuO2 particles towards rutile phase give rise to its high dispersion in the reduced form [244]. methanation along with increasing its tolerance level for catalyst poisoning [252].

Ruthenium is known to be stable under a wide range of temperatures. Ceria is one of the best supports for ruthenium based catalysts for a higher methane selectivity. It has been found that Ce0.95Ru0.05O2 is able to provide a 55% conversion of CO2 with a 99% selectivity for methane wherein the Ru particles are the prime reason for providing reducing sites at a lower temperature compared to pure Ceria [253]. The metal oxide support reducibility for Ru-based catalysts has revealed that, CeO2 being a reducible support is more suitable to hold up Ru for CO2 methanation in comparison to the irreducible Al2O3 which exhibits pseudo-saturated CO adsorption thereby limiting the co-adsorption of H2 and reducible ZnO leading to reverse water-gas shift reaction [240,254]. The selectivity during methanation is largely dependent on the cluster sizes of Ru and the support used. Atomically dispersed Ru on Al2O3 support gives pathway for higher selectivity towards carbon monoxide whereas larger particle size of Ru on same support facilitates higher methane selectivity [255]. A Steady-State Isotope

Transient Kinetic Analysis (SSITKA) experiment has been done of RuO-Al2O3 catalyst to better understand the reaction mechanism for CO2 methanation [256]. An isotope exchange of 12 CO2 to 13 CO2 resulted in increased intensity of 13 COad atom and a corresponding reduced intensity of 12 Another such element which shows efficient bimetallic activity with Nickel is Iron [263][264][265].

According to the order suggested earlier, Fe is more active than Ni, but less selective.

Therefore, their combination works pretty good. It has been a subject of interest since 1990s when ultrafine nickel ferrite(UNF) was studied for CO2 methanation [263] wherein oxygen deficient ferrites (ODF) were obtained from magnetite and M(II)-bearing ferrites. The predicted reaction mechanism proceeds with CO2 decomposition to carbon and oxygen on This also welcomes low dispersion with increase in size of metal sites. Ru was also used for the same test at similar conditions. Ru was completely reduced at 300 o C whereas heavy Ni loading made sure that all Ni was not reduced even with a temperature of 500 o C. Similarly, a study with a large loading of Ni (ca. 70%) on Al showed some theoretically challenging results HT had high thermal stability whereas those prepared via SI had the same for only high loadings of Ni. The overall performance of Ni/SiO2 samples have been known to be greatly enhanced by synthesis process involving impregnation followed by glow plasma treatment [282]. The conversion and space-time yield of CH4 over catalysts prepared via plasma were significantly higher than those attained by conventional impregnation.

Carbon Supports for methanation

Besides the various oxide supports described earlier, there is another family of supports derived from carbon based materials that is being studied for CO2 methanation. Carbon nanotubes and graphene based materials have been proved to be most efficient supports for methanation [283][284][285][286]. CNTs loaded with 10-15% Ni with Ce promoter, prepared via coimpregnation method has been able to achieve reactivity of about 83.5% with a 100% selectivity [283]. CNTs by virtue of their structural derivation from graphene sheets are able to have a better metal-support interaction giving rise to high dispersion and very small size This study also confirmed that using graphene as a support decrease the temperature of CO2 conversion to a large extent along with an increase in the rate of conversion. It indicated negligible activity of graphene alone towards CO2 methanation but only at temperature more than 400 o C which indicated that it behaves as a support and facilitates the activity of MoS2 below this temperature. This also opens the possibility of synthesizing graphene materials which can be used as self-promoting supports for CO2 methanation and a suitable heating system that utilize the inherent properties of graphene. The metal free NGQDs and the possible activity of support in case of MoS2 based methanation can bring a consensus that more investigations are needed for utilizing graphene as a support towards CO2 methanation [285,292].

Reactors for CO2 Methanation

Efficient reactor design is one of the most important components for scaling up of methanation process. Methanation being an exothermic reaction needs special attentions so as to support controled continuous heat fluxes, which, if not done properly would render the system inefficient by formation of hot spots and giving rise to various undesirable by-products and deactivation of catalyst by coke formation [240,293]. The goal is normally to maintain thermodynamically favourable conditions and to preserve the catalyst from deactivation. A typical reaction setup having GHSV of 5000 h -1 and obtaining complete CO2 conversion requires removal of heat in the rate of approximately 2MW per m 3 of catalyst bed [217]. The loss in efficiency from the beginning of the PtG process of acquiring energy till utilizing it for conversion of CO2 that can be injected in grid goes via various energy losses as shown in Figure 1.27 [294]. The conversion of electrical energy to Hydrogen faces loss arising from the internal resistance. The next step sees further reduction of efficiency up to 64%. It is estimated that by the end of the entire chain, there should about 63.6% that can be introduced to the grids. Thus it is imperative to design reactors with well-established temperature control.

For this purpose, different reactor setups using different strategies are being developed, such as using fixed bed, fluidized bed, three-phase and structured reactors. The fixed bed reactor has different heat zones which further require multiple thermocouples.

The adiabatic mode of operation requires stable catalyst that remain operable in a wide range of temperature, generally 250-700 o C. Cooled fixed bed reactors made with cooling tube bundles can be used as an alternative, but are comparatively expensive for a scale-up.

Fluidized bed reactors maintain isothermal conditions by usage of fluidized solid reactants thereby providing larger control over all operations. This approach uses a lot simpler design having a single reactor which is advantageous for easier heat removal [296]. The process suffers from fear of catalyst deactivation caused by attrition in relation to the catalyst and the wall of the reactor [293]. They are also disadvantageous as there is possibility of incomplete CO2 conversion caused due to bubbling of the fluidized reactants. Further, these reactors are restricted by the superficial gas velocity which can sometimes be very low to provide the fluidizing conditions and can sometimes be too high in order to avoid catalyst oxygenation.

The three-phase reactors generally consist of a slurry reactor filled with liquid phase and suspended catalyst particles by the help of a continuous gas flow [297]. The reactor model has easier heat removal technique and thus can operate almost isothermally. The high heat capacity of the liquids facilitates temperature control. The limiting factor for this technology are the resistances at the gas liquid mass-transfer interface and the decomposition and evaporation of the suspension liquid. are very compact in nature with a high surface-to-volume ratio [298]. The only drawback of the micro-reactors is the complicacy involved in catalyst loading and unloading (after deactivation).

The above discussion verifies that a proper heating system is essential along with the suitable catalyst for better CO2 methanation. Macroscopic catalysts are well-suited as they would cause a lesser pressure drop in the reactor bed. The main challenge still lies to make both work in the kinetic window of the catalyst and also optimize it so as to obtain desired products efficiently. The energy and raw material supply for such PtG systems being intermittent in nature requires reactors that can sustain such dynamic on/off operations. The reactors also need to be equipped enough so as to carry out rapid increase and decrease of temperature making sure to not damage the catalyst in the process. This also brings in another important parameter of pressure which needs special emphasis. The operational pressure conditions for such reactors should be normally atmospheric pressure in order to avoid heat increase in the reaction chamber caused by apparent increase in pressure. Thus, the project envisages on utilizing a new heating method based of induction technology to overcome the aforementioned issues.

Inductive Heating (IH) Technology

Current day heterogenous catalysis involves usage of multiphase reactant and gases which demands better heat management systems at place. Electromagnetic inductive heating (IH) or radio frequency (RF) heating of magnetic or electrically conductive catalysts has recently been a new avenue of interest among researchers globally [299][300][301]. Compared to conventional heating, IH provides unique features based on heat convection and conduction which renders it effective in various situations requiring better heat management. IH works on the concept that an electrically conductive material is heated when exposed to an electromagnetic field by virtue of eddy currents, the field being created by passage of high-frequency alternating current through an electromagnet. The IH approach to directly heat only the active materials in the reactor is particularly helpful to tackle the heating limits faced in a conventional setup.

Direct heating of the catalyst core without heating the entire setup from the outer walls helps save energy. This also helps in reducing the amount of heat loss and heat waste generated as a consequence of overall heating used in the previous technologies, thereby improving the catalyst lifecycle [302,303]. The preliminary proof-of-concept of such an interesting IH technology for facing catalytic challenges were summarized in the view of using magnetic iron nanoparticles for Fischer-Tropsch synthesis process known as "cold catalysis" [304]. The concept leads to development of methods that optimize the entire process so as to converge on the idea of heating only the catalyst as and when needed, and designing it such that it can respond to sudden magnetic field variations. The non-contact nature of the heating process makes it cleaner, safer and long-lasting. Therefore, a proper design of inductive coil adaptive to catalyst structure needs to developed along with compatible support or susceptor that can heat the active material in the reactors.

Mechanism of IH Technology

In 1831, it was Michael Faraday who is accredited for discovering the basic mechanism and ideas governing formation of currents in a magnet. Later, Maxwell developed the theory of electromagnetism and James Joule postulated the basis of heating generated in a conductor due to current, thereby giving rise to the fundamentals of inductive heating. The underlying concept of IH is based on Faraday's law which states that whenever an electrically conductive material is placed in an varying magnetic field, the RF energy generates heat energy. As far as early applications are considered, this method was proposed in 1887 by Sebastian Ferranti to melt metals. The application and scale-up went largely in the following years. But, World War II saw a boom in utilisation of IH technology in order to build huge quantities of materials and equipment with lesser manual labour and costs. The heat generated in magnetic induction system based reactors arises from three different sources: a) hysteresis losses in case of ferromagnetic materials (FM) [305], b) eddy current losses from electrically conductive materials [306], c) Neel and Brownian relaxations loss in superparamagnetic nanoparticles (SPM) [307].

Hysteresis Loss

The anisotropic nature of the magnetic domains in ferromagnetic materials give rise to hysteresis loss. A hysteresis loop is a term used to represent the non-linear magnetisation behaviour of such materials when exposed to an alternating magnetic field. The magnetic domains whose moments are along the external field axis tend to grow whereas the domains having opposite moments tend to shrink. This 'domain wall displacement' continues till the entire volume becomes a single domain. As seen from the Figure 1.29, these materials are characterized by remnant magnetization, Mr, which is the magnetization that remains after the removal of magnetic field (H=0) once the material reaches its magnetic saturation Ms, and the coercive field Hc which is the magnetic field required to demagnetise the material [308] . A magnetic field with amplitude twice that of the coercivity of the particles flips the magnetisation of the particles leading to heat dissipation. The heat generated is equal to the area under the hysteresis loop.

Thus, for a typical case of hysteresis loop generated heat, it is seen that when FM particles are subjected to an magnetic field of frequency f and amplitude µoHmax, the amount of heat released can be defined by,

𝐴 = ∫ 𝜇 𝑜 𝑀(𝐻)𝑑𝐻

+𝐻 𝑚𝑎𝑥 -𝐻 𝑚𝑎𝑥 (Eq. 1.28)

where, M is the magnetization and, 𝜇 𝑜 is the relative permeability in air and, H is the applied magnetic field.

Figure 1.29 Schematic illustration of (a) exemplary hysteresis loop of an array of single domain FM

NPs and (b) exemplary curve for a SPM sample. [308] Eddy currents are basically swirling eddies which circulate on the conductor as a result of resonance. They are generated by the electromagnetic field induction leading to Joule heating of the material which is generally negligible because of nano-dimensions of the particles [309].

These are essentially loops of electric currents moving perpendicular to the applied magnetic field. These electrical loops generate magnetic field opposite to the initial magnetic field caused by the induction coil. It depends on the field frequency, permeability and electrical conductivity of the material. The heat generated by eddy current can be represented as,

𝐸𝐷 =

(𝜇𝜋𝑑𝑓𝐻) 2 20 𝜌 (Eq. 1.29)

where, µ is the permeability of a material, d is the diameter of the particle, and ρ is the resistivity of the material.

Relaxation Loss

When particles are restricted in volume to a certain size known as the critical domain size, Dcritical, the magnetic domains of the particle tend away from anisotropy. The domains tend to coalesce and form one single giant magnetic domain that drives all the magnetic moments giving rise to a superparamagnet. This single large magnetic domain when subjected to an external alternating magnetic field rotates the magnetic moments with an energy E which is equivalent to the cross of anisotropy constant (K), and volume of the magnetic core (Vc), i.e. where, 𝜏 𝑂 is the relaxation factor (10-9 -10-10 s), K is the magnetic anisotropy energy density, 𝑉 𝑚 is the mean particle volume, 𝑘 𝐵 is the Boltzmann constant, and T is the absolute temperature.

Brownian relaxation, on the other hand, is a form of rotational relaxation with reference to the magnetic field. The magnetic moment remains aligned with the magnetic field and rotates with changing magnetic field as Figure 1.30 [311]. The rotation occurs as a result of the torque exerted of the magnetic moment by the applied field. During this process of rotation, it collides with neighbouring materials thereby generating heat. The Brownian relaxation time constant is defined by,

𝜏 𝐵 = 3𝜂𝑉 𝐻 𝑘 𝐵 𝑇 (Eq. 1.31)
where, 𝜂 is the viscosity of the solvent, 𝑉 𝑚 is the hydrodynamic volume of the magnetic nanoparticles, 𝑘 𝐵 is the Boltzmann constant, and T is the absolute temperature.

The effective relaxation as a result of these two separate mechanisms if given by,

𝜏 𝑒𝑓𝑓 = 𝜏 𝑁 𝜏 𝐵 (𝜏 𝑁 + 𝜏 𝐵 ) (Eq. 1.32)
The heat dissipated is thus expressed as [312],

𝑃 = 𝜋𝜇 0 𝜒 0 𝐻 0 𝑓 2𝜋𝑓𝜏 𝑒𝑓𝑓 1+ (2𝜋𝑓𝜏 𝑒𝑓𝑓 ) 2 (Eq. 1.33)
where, 𝜇 0 is the permeability of free space, 𝜒 0 is the magnetic susceptibility, 𝐻 0 is the magnetic field intensity, 𝑓 is the cyclic frequency. along the reactor indicating heating of active material [315] IH having the unique advantage of selective heating only the electroactive material in the active material is useful in synthesis of various materials, viz. large scale synthesis of SiC nanowires, Mo2C thin films, carbon nanotubes and high-quality graphene [313][314][315][316][317]. This method is inherently cost-effective as the heat removal is easier and faster as heating is local to the catalyst inside and not the entire reactor used in conventional methods. IH helps control the growth mechanism and morphology of such materials as shown in It has been proved that IH provides a more uniform heating giving rise to better quality of CNTs opposed to conventional heating methods used earlier [318,319]. IH helps achieve CNTs with controlled diameter, homogenous diameter dispersion and high graphitization. The CNTs, thus have been grown with definite diameters by usage of size-classified Ni NPs [318].

IH for Gas-Phase Synthesis

Similarly, a RF induction based CVD using Fe:Co:CaCO3 catalyst has been able to synthesize

CNTs with external to internal diameter ratio in the range of 2-2.5 [319]. This study also confirmed that the CNTs grown via IH have smaller external diameters, lesser walls and very high aspect ratio in the range of hundreds. It also reduces the overall energy consumption and time required for overall reaction thereby helping decrease the price. Highly pure CNTs (95%) with internal diameter ranging from 0.8-1 nm have also been produced at low temperature via Chapter 1
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IH [320]. This revealed that shorter time frame for reaching the reaction temperature avoids dimensional growths of metal active sites. It also emphasized on the fact that the atomic hydrogen and OH radicals formed out of the reactant stream have an etching effect on the weakly bonded amorphous carbon giving path to formation of hydrocarbons at high temp. IH has been instrumental also in production of high-quality monolayer and few-layer graphene on various metal substrates as it requires fast ramp to achieve a small time frame for heating thereby making sure unplanned growth of multiple layers is avoided. However, the decomposition of reactants during the cooling process can still affect the quality of graphene produced [321]. Helmholtz like geometry setup is generally utilized in IH to obtain a uniform perpendicular magnetic field as shown in Figure 1.32(a) for a copper substrate [322].Such a setup ensures passage of maximum amount of magnetic field lines across the reacting surface of the Cu substrate thereby requiring lower frequency and power for operation and graphene deposition. The graphene films with enhanced field effect mobility (FET) (~ 14000 cm 2 V -1 s -1 under ambient conditions on conventional SiO2/Si substrate) have also been obtained on similar Cu foils with 240 kHz frequency IH input. Such properties of the graphene produced by IH were definitely a step-up from the hot-wall furnace setups (using similar substrate and reaction conditions) of the ambient pressure based CVD (APCVD) and low-pressure CVD (LPCVD). IH has been effective for single crystalline graphene synthesis with controlled grain size and morphology as seen in Figure 1. 33 [323]. IH has made it feasible to have a realtime understanding of the reaction parameters on the growth of the graphene. This enabled researcher to confirm that the graphene nucleation occurs only in the initial time frame and is dependent on the surface state of the Cu substrate. Subsequently, the domain density is independent of the growth temperature as proposed earlier [324]. Rather, it undergoes the surface-limiting effect to have the defined structures.

IH for Methanation Reaction

Methanation via IH is still at a very nascent stage as very few research works have been focused on this since the idea of "cold catalysis" was floated [266,267,[325][326][327]. Methanation being an exothermic reaction, IH is particularly helpful in avoiding large temperature gradients in the reactor. Soon after the proof-of-concept suggested in 2015, Iron-Carbide nanoparticles (ICNPs) have been used for CO2 hydrogenation with exceptionally high heating power [325].

These NPs have high heat capacities which could be easily realised via Inductive heating. They have been coated with Ni for methanation with a conversion of 50% but low CH4 yield. The induced heat on these ICNPs activated the Ru NPs at relatively low amplitude (< 30 mT). This ICNP support has been used later along with Ni, Co to obtain 90% conversion and high selectivity [326]. Optimizations have been done so as to reduce the magnetic field and amount of catalyst to be used. An increase in temperature causes reduction in the heating power of magnetic materials leading to zero as it reaches to Curie temperature. The curie temperature for FeCx materials is close to 450 o C, is dependent on the exact stoichiometry. Co, on the other hand, is a hard material having a high curie temperature (Tc > 1000 o C) which makes it inefficient for heating magnetic materials. But a mixture of ICNPs and Co nanorods gives rise to reduction in the anisotropy of the system thereby making it viable for IH at lower temperature.

Engineering of bimetallic Fe30Ni70 NPs have been able to achieve 100% conversion and selectivity, although the catalyst loses stability over time [266]. Proper engineering of these bimetallic NPs enabled them for good heating properties at lower magnetic field strengths, which thereby improves the energy efficiency of the entire system. Cobalt ferrite and core-shell based CoFe2O4-Fe3O4 have also proved to have good heating abilities [267]. 

Scope and Outline of the Thesis

Structuration of graphene based materials is the cornerstone to deal with the energy storage and conversion issues. A proper utilization of REs requires better supercapacitors which demand for maximum utilization of graphene based materials which have theoretically very high charge storage properties. Besides, they can be an essential component in the PtG schematic which can decrease the energy loss and provide methane in a much cheaper manner which can be directly injected or stored for further utilisation. This thesis deals with the structure tailoring of graphene based materials so that it can utilize the maximum potential for supercapacitor applications as well as for a good support for methanation via inductive heating process with high capacity and low heat wastage. Further, it identifies how the dispersion and metal NP-carbon morphology changes with increase in metal loading thereby affecting the heating limitations.

Chapter 5 draws a conclusion to all the research work carried out during the thesis. It gives an idea about the methods and process for structuration of FLG materials depending on its specific applications. It further provides a perspective into future strategies that can be implemented to improve the efficiency and curtail it for industrial usage.

The use of FLG in the field of electrochemistry charge storage depends largely on utilizing its intrinsic properties. As discussed earlier, although the theoretical surface area of graphene is large, it does not provide good capacitance from the basal plane. The theoretical values of 21 μF cm -2 have been later rectified based on the edge contributions [1]. Instead, multiple times larger capacitance arises from the edges of graphene [2]. Therefore, the goal lies in making the maximum amount of edges accessible to the electrolyte for formation of electrical double layer. In order to achieve this, a simultaneous approach towards avoiding restacking of graphene layers is essential. A green synthesis approach to make FLG composites with edges accessible has been developed and their electrochemical properties has been studied for supercapacitors. For this, cheaply available expanded graphite is exfoliated along with high-Hydrophilic-Lyophilic Balance (hHLB) systems. The hHLB systems refers to the easily water soluble hydrophilic non-ionic surfactants. A colloidal approach for top-down synthesis has already revealed that high-HLB systems like agar-agar, hemoglobine, maltodextrine and, bovine serum albumin(BSA) are good candidates for obtaining high-quality laminar 2D materials like FLG [3]. The kitchen based "emulsion homogenisation" concept is used along A typical active material synthesis process involves initial dissolution of h-HLB surfactant in water followed by addition of Expanded Graphite (EG) with simultaneous top sonication and stirring. The method makes use of a large amount of hHLB precursor and their mixture compared to the amount required for simple exfoliation. This approach allows then not only exfoliate EG to FLG but also access to micronized structures of FLG with carbon spacers, and as we see later with optimized porosity and FLG alignment. The obtained suspension is the dried followed by carbonization of HLB precursors. Thus the key parameters which dictate the material properties lie on the type of HLB precursor along with the time of sonication-cum-stirring and power to be used based on their ability to obtain thin FLG flakes.

Further, the method of drying modulates the morphology and arrangement of the FLG flakes which in turn conditions the access to functional groups. Lastly, the gas treatment was carried out to carbonize the precursors and provide stability to the composite. In some cases, this carbonization process also acted as a doping process wherein oxygen and nitrogen atoms were Having the process of drying optimized, the next step was to identify the suitable parameters for gas treatment so as to retain the porosity as well as to make it more efficient The gas treatment was also carried out under N2 to understand the change in atomic nitrogen percentage which is helpful for electrochemical charge storage. FLG prepared via agar-agar on the other hand has a rather dense structure with very less amount of channels. FLG-BSA and FLG-maltodextrine on the other hand has a good balance between network formation and channels which provides a lot better access to the FLG edges.

The capacitance observed for such FLG-hHLB having same ratios follow the order: FLG-BSA> FLG-Maltodextrine> FLG-Agar Agar > FLG-Tannic Acid ~ FLG-Hemoglobine.

The detailed study of the best system obtained for supercapacitor applications using these HLB precursors is discussed below as an adaptation form of the publication; Electrochimica Acta, 2019, Vol. 308, 206-216.

Introduction

The and worthy to be considered [6]. Only recently, few works on Ps contribution investigations, in N-doped RGO [4] or graphitized carbons derived from aromatic cross-linked polymers [7],

have been reported. The two ways to store energy entail in general trade-off in power and energy performance, i.e. good power and limited energy densities are measured for fast and reversible DL, while higher energy and lower power densities come from slower kinetically redox reactions [8,9]; and for example the high capacitance and significant energy of highly heteroatom-doped graphene could be obtained (629 F/g at 0.2A/g) but at power density of only 140 W/kg [10].

The initially reported theoretical capacitance of graphene with theoretical surface area of 2675 m 2 /g [1], 21 μF/cm 2 (550 F/g), has been rectified due to the graphene edges contribution. It was found that the theoretical specific capacitance of graphene edges is 4 orders of magnitude higher than the one of graphene planes [2], and for instance, the minimum areal capacitance for edges-oriented graphite reaches 50-70 μF/cm 2 [11]. The « common » graphene based electrodes including graphene films and reduced graphene oxide (rGO) exhibits usually quite high power density resulted due to relatively high surface area and electronic properties (high conductivity, rapid charge transfer) but they attain moderate capacitance of c.a. 200 F/g [12][13][14]. Higher values, 349 F/g (2 mV/s), 604F/g (3mA) and 253 F/g (1A/g) were obtained for corrugated/prostruted/perforated graphene/rGO nanorribons/nanomeshs respectively [15][16][17]. One of the main reason of lowered experimental capacities, far from the theoretical one, is an excessive inter-layer - stacking of graphene sheets [18]. To overcome this drawback a formation of graphene aerogels/hydrogels, often by cross-coupling reactions are applied. High surface area, usually between 1000-3000 m 2 /g and abundant macropores in aerogels result in high specific gravimetric capacitance (222F/g (1A/g) and 325 F/g (1A/g) [19,20] but in turn entails poor specific volumetric capacitance, Cvol, due to a low packing density [20,21]. To increase a density of the active materials some efforts have been undertaken, e.g. converting of graphene hydrogel by capillary pressure and passing from 0.13 to 1.3 g/cm 3 yield 255,5 F/cm 3 at 0.1 A/g [22], compressing nanoporous Ndoped graphene gives 300 F/cm 3 (0.6 A/ cm 3 ) that is 15-20 times higher than un-compressed sample [23], evaporation-induced drying of graphene hydrogel resulting in 376 F/cm 3 [24].

The ultrahigh volumetric capacitance has been reported for densely packed fluorine and nitrogen co-doped carbon microspheres, 521 F/cm 3 , while for solely N-doped it drops to 262 F/cm 3 [25]. Other approach to avoid graphene aggregation deals with a growth and application of high surface area vertically aligned graphene nanosheet arrays benefiting from accessible graphene edges [26][27][28][29][30]. High gravimetric capacitance of such arrays can be reached but still the arrays have large mesopores (intersheets distance) and consequently low volumetric performance. Also sophisticated and relatively heavy techniques are applied to get aligned graphene/FLG, i.e. plasma-enhanced chemical vapor deposition technique PECVD [28],

microwave plasma torch (MPT)-PCVD [30], CVD [27], sputtering [31], antifreezingtemplate-assisted drying [32] or strong magnetic field in resin composites [33]. The milder conditions were just reported for bi-directional freeze casting assisted drying [34]. Only recently, a direct anodic exfoliation of graphite into aligned rGO were reported but volumetric capacitance for graphite-rGO was of only 3.9 F/cm 3 in 6 KOH [35]. The alignment of graphene or other 2D materials showed to provide as well other important advantages: the use of high voltage cells in organic liquid electrolytes of the MPT-PCVD grown aligned graphene [30] and of the mesoporous carbon with edge-free graphene walls [36]; the benefit from the directional transport on the capacity efficiency (thickness independent) was also demonstrated in aligned MXenes [37].

The activated porous carbons are another large family of commonly used capacitive electrodes. They are in general prepared from the synthetic or natural precursors such as polymers [38], synthetic organic molecules [4], sugars or directly from bio-mass [39] (fruits, fruits shells, etc). In term of specific capacitance, they can reach at low current densities the values such as 374 F/g (0.1 A/g) [4]. The similar capacity performances have been observed in several graphene-carbon composites, i.e. the graphene-carbon composites reached the capacitance of 324 F /g at 0.3 A/g in 1M H2SO4 [40]. The composite of polypyrrole and graphene has shown capacitance of 326 F/g at 0.5 A/g (250 F/g at 2A/g) (obtained by electropolymerization) [41]. The composite, sugar-derived carbon/graphene has shown 273 F/g at 0.5 A/g in 6M KOH [42]. Still other examples deal with the use of carbon nanotubes (CNTs) as graphene spacers: 211 F/g at 0.5 A/g [43], or double spacers CNTs and NPs reaching in rGO/CNTs/NiO composite the capacitance of 1180 F/g at 1A/g [44]. High gravimetric and volumetric capacitance were obtained for hybrid film of GO/NaCl/ urea at 1A/g in 1M H2SO4 in symmetrical cell (425 F/g and 693 F/cm 3 , respectively) [45]. High volumetric capacitance of 364 F/g was obtained also for multilayered rGO/polymer architecture [46].

Apart from some issues described above there are other ones linked to the preparation of electrode materials for high scale applications. Most forms of graphene used is in fact the reduced graphene oxide, the synthesis of which, including reduction, is relatively long and harsh process [47], while the graphene monolayer doesn't solve the issue of expensive scaling and difficulty to be obtained at large scale by exfoliation methods. The activated carbon electrodes originating from the natural sources (fruits) suffer in turn from a weak control of their final structures.

Herein we present the electrodes that are composites of few layer graphene (FLG) and carbon (FLG/C), obtained by in-situ exfoliation of graphite in the presence of natural biocompatible C precursor, followed by carbonization process. The preparation method makes no room for waste in the entire process, while water is used as the exfoliation medium, making the approach attractive from the economic and environmental point of view. The C from the natural precursors (albumin/maltodextrin), as described below plays the role of spacer for General approach: x mg of bovine serum albumin (and y mg of maltodextrin) was first solubilized in 200 ml of deionized water by stirring for about 15 min. Then z mg of EG was added to the solution under constant stirring at 700 rpm for about 15 min, such that all of added EG is visibly wet and mixed with the solution. Then the mixture is subjected to simultaneous stirring and sonication (top ultrasonicator) in a cooling water bath for 2 h. After the completion of the reaction, the obtained suspension is dried using freeze-drying method for 24 h at -80°C.

The sample is then carbonized in a quartz reactor at 600°C for 2 h under NH 3 atmosphere. The heating and cooling of the reactor is done under Ar atmosphere. The sample thus obtained is used to fabricate electrodes for electrochemical tests. 

Preparation of electrodes

For fabrication of electrodes, circular glassy carbon (GC) of 5mm diameter obtained from HTW Hochtemperatur-Werkstoffe GmbH, Germany was used. Each of the GC was initially polished with sand paper on one side to have a mirror-like reflection surface. Further, it was sonicated in ethanol for five minutes and washed three times with ethanol to make sure it is free from surface contaminants. The ink for the GC was made with a suspension of FLG/C samples and ethanol with a conc. of 1mg/ml. To this, 1% by vol. of Nafion (5% by vol. in Ethanol) was added. It was sonicated for 20-30 min. to obtain a homogenous ink. The ink was then drop-casted on the GC using a pipette of 10-100 µl precision. Each cast was generally of 10-20 µl. Considering the visual surface coverage of the GC, each electrode was made of 100-140 µg of the composite. After drop-casting, the electrode was air-dried in oven at 60°C for 15 min. to make sure there was no ethanol left. Then, it was used for electrochemical test.

Characterization tools

XPS analyses were performed with a MULTILAB 2000 (THERMO) spectrometer equipped with Al K anode (hν= 1486.6 eV). For deconvolution of spectra, the CASA XPS program with a Gaussian-Lorentzian mix function and Shirley background subtraction was employed.

Transmission electron microscopy (TEM) was carried out on a Topcon 002B -UHR microscope working with an accelerated voltage of 200 kV and a point-to-point resolution of 0.17 nm. The sample was dispersed in ethanol and a drop of the suspension was deposited onto a holey carbon coated copper for analysis.

Scanning electron microscopy (SEM) analysis was carried out on a Jeol JSM-6700F working at 3 kV accelerated voltage, equipped with a CCD camera.

TGA analyses were carried out on TA instrument SDT Q600, the rate of the heating was fixed at 10 o per min under air flow.

BET surface area and porosity analysis were carried out on Micrometrics ASAP 2420 instrument, by the adsorption of N2 at 77K. Each sample were measured few times at different conditions of time and temperature degassing as well as different interval equilibration time.

For the analysis of microporosity between 0.5 and 0.9 nm a dosage amount of N2 was decreased to 2-6 cm 3 /g STP with an max. equilibration time of 2-3h, and the tubes were calibrated prior to the measurements.

The pores size distribution was obtained by BJH method (comparing the desorption and adsorption branches and excluding eventual artefacts [48].

The microporosity size distribution were estimated in accordance to Horvath-Kawazoe method.

The densities of the prepared FLG/A/M composites were measured using a liquid pycnometer.

For each sample, the average of 3 measurements were used.

Electrochemical measurements

The electrochemical measurements were carried out in a three-electrode cell setup using a Biologic SP-300 system. The three-electrode setup had GC with sample material as working electrode, platinum wire as counter electrode and Mercury Standard Electrode (MSE) as reference electrode. All the measurements were performed in 0.5M H2SO4 electrolyte at potential window of 1.1 V. The electrolyte was first degassed with N2 for at least 20 min before starting any experiments.

The specific capacitance was obtained from galvanostatic charge/discharge measurements according to the equation:

𝐶 𝐺𝐶𝐷 = 𝐼𝑡 𝑚. 𝑉 (𝐹𝑔 -1 )
where, 𝐼(𝐴), 𝑡(𝑠), 𝑚(𝑔) and V represent the discharge current, discharge time, mass of active material and discharge voltage (The slopes from the linear fit of linear regions from the discharge curves were used).

The voltametric capacitance, CCV was calculated from the CV curve according to the formula:

𝐶 𝐶𝑉 = 𝐶𝑉 𝐴𝑟𝑒𝑎 2 𝑚 𝑠 ∆𝑉 (𝐹𝑔 -1 )
where, s represents potential scan rate at 5mV/s and V the potential window of 1.1 V .

The specific energy density (SE) and specific power density (SP) was calculated according to the equations:

𝑆𝐸 = 1 2 𝐶 𝐺𝐶𝐷 𝑉 2 𝑥 1000 3600 (𝑊ℎ 𝑘𝑔 -1 ) 𝑆𝑃 = 𝑆𝐸 𝑡 𝑥 3600 (𝑊 𝑘𝑔 -1 )
The volumetric capacitance was obtained according to the equation:

𝐶 𝑣𝑜𝑙 = 𝐶 𝐺𝐶𝐷 𝑥 𝑑 (𝐹 𝑐𝑚 -3 )
where d represents the density of active material. The first step of FLG/C composites' preparation in water relates to the in-situ occurring exfoliation of EG that is possible due to the presence of large natural bio-surfactants with high hydrophilic-lipophilic balance (hHLB) and ultrasonication/mixing action [49,50],

Results and Discussion

Morphology/composition of FLG/C

FLG/hHLB. In the present study two hHLB systems, bovine serum albumin (A) and maltodextrine (M), are used for exfoliation process and as precursors of the carbon that is next formed via carbonization treatment yielding the composites (FLG/C). The composites are denoted as FLG/A and FLG/A/M, since all composites were formed from the mixture of FLG and A or FLG, A and M, with different ratio (Table 2.1). On the contrary to a simple exfoliation, the amount of used hHLB vs. FLG (also mixed A/M) is much higher in order to get sufficient final C content (300-1600% compared to 10% in a simple exfoliation). This amount decreases of course in significant way after carbonization while the final ratio of FLG/C is found by TGA analysis and e.g. resulting from FLG/A/M of initial ratio of 1/3/1 the final composite is defined as FLG/A/M:1.4/1, other one, the sample FLG/A/M:1/1.2 results from FLG/A/M of initial ratio of 1/1/3 (Figure 2.5 (a)). According to the TGA analysis higher amount of C is found after carbonization in the composites containing an excess of M vs. A. under Ar. In all composites the pyridinic and pyrrolic/pyridone N groups are in high excess compared to the rest and according to the literature these are the groups providing a pseudocapacitance from proton exchange [4]. In the composite subjected to NH3 assisted doping a total % of N reaches c.a. 7-8%. The much lower % of N observed for Ar-treated sample is because of a doping effect from the decomposition of albumin. Consequently, the amount of N is poorer in the sample with initially high M content (FLG/C:1/1.2). We do not investigate in details the oxygen effect since its % is relatively low compared to N, while commonly only quinone-type groups can undergo redox reaction efficiently at low pH [4].

Most

Likewise, the amount of sulfur that could remain in the composites from the albumin (e.g. cysteine) is hardly detected and consequently not considered for the investigations. Some hHLB spheres are observed before the carbonization, that constitute an excess and is not adsorbed over FLG surface (Figure 2.6 e). 

An interesting difference was observed within the structures of the composites with variable

A/M content at micro/macro-scale. The FLG/hHBL containing solely an albumin or its excess (vs. M) exhibits a strong tendency to form vertically aligned patterns. We assume that the observed tendency of alignment in A-rich FLG/hHLB composites are caused first of all by hydrogen bonding enhanced at some points by van der Waals interactions.

The part of albumin adsorbed on FLG surface is denaturized and exist in secondary linear structure. The hydrogen bonding responsible for natural tridimensional conformation of albumin is destroyed during the ultrasonication, while new hydrogen bonds are formed between adsorbed linear chains of A on FLG and water, that next freezes and sublimes during the freeze-drying process. The linear A chains are uniformly adsorbed on FLG surface giving an access to homogenous and densely localized hydrogen bonding groups. One can find in the literature only recently reported freeze dried GO that alignment symmetry could be modified by addition of different additives such as ethanol, chitosan or ethanol [34]. In spite of the fact that the structures are somehow affected by carbonization process, less dense but still aligned patterns are observed (Figure 2.7 (c)) (It is worthy to note that it was possible to handle and manipulate the carbonized A-rich composites with some limitation but no difference was observed in specific gravimetric capacitance if compared to dispersed and dried composites' electrodes). Even though the composites are dispersed for the preparation of electrodes, a dense compact arrangement is again observed in dried electrode material All composites show low surface area, first, due to the relatively important thickness of FLG, and second and more significantly, due to the probable partial - interlayer re-stacking of the FLG during degassing process prior to the BET measurements. Relatively low SBET of the composites is not surprising since we expect that the produced FLG flakes include minimum 5,6 graphene sheets in average, according to previously reported method for the exfoliation of graphite (EG) [3]. The exfoliation efficiency depends indeed on the nature of hHLB and hHLB: EG ratio that vary strongly within the present composites family. In addition, no separation step that can remove the thicker FLG flakes (sedimentation) after the exfoliation is applied here. Consequently, considering a theoretical value of surface area of graphene of 2675 m 2 /g the obtained here surface values indicate the presence of 6-20 sheets in average within the FLG flakes depending on the composite. All composites show Type I isotherms and are predominantly microporous Some mesopores are detected through the pore size analysis that could correspond to the pores  10 nm observed by TEM. The highly microporous (ultramicroporous) character can be observed also by the behavior of the N2 adsorption and desorption isotherms, where necessary efforts need to be undertaken to choose the appropriate conditions for N2 adsorption (equilibration time, degassing time and temperatures) [48,52,53]. The desorption isotherms do not completely overlap at lower pressure range. This suggests the presence of slit type pores, in which the lateral interaction between the adsorbed molecules is larger than the interactions between the C-covered FLG flakes during the adsorption and the width of slit pores (space between the flakes) increase. The materials are not rigid, what additionally can impact sorption process. The second adsorption analysis at lower N2 speed supply, Figure

, allowed to detect the very small micropores between 0.5 and 0.9 nm, nanopores, with relatively large distribution but for some samples a significant excess of pores with diameter around 0.5 nm (and/or below) were detected. These ultramicropores can be attributed to the slit pores created between aligned C-covered FLG flakes. For the reason of comparison, the adsorption was also performed by CO2 uptake for one sample, FLG/A:1/2 (the method being more appropriate for the micropores < 1 nm). The analysis resulted in relatively comparable SBET and Smicro with N2 adsorption values, while distribution of micropores size via DFT method confirmed the excess of pores of around 0.47 nm, Figure 2.8 (d). The excellent retention is measured for the FLG/A:1/2, its capacitance drops from 322 F/g at 0.5 A/g to 222 F/g at 20 A/g, i.e. ~ 30% of drop. Slightly higher drop of capacitance of 37%

Supercapacitance of FLG/C composites

is measured for FLG/A/M: 1.4/1 (in. 1/3/1), from 121 F/g to 76 F/g, respectively, while a significant capacitance reduction is successively observed for the samples containing higher amount of C, i.e. ~ 88% for FLG/A/M : 1/1.6 (206 F/g at 0.5A/g to 25 F/g at 20 A/g) and ~

61 % for FLG/A/M : 1/2.3. In the initially M-rich sample (in. FLG/A/M : 1/1/3), despite relatively high amount of FLG, a drop of capacitance is relatively high (~ 65%), and the capacitance is very low, 54 F /g at 0.5A/g. Figure 2.10 illustrates also CV curves at different potential scan rate up to 500 mV/s (a-c) and GCD curves for current densities between 0.5 to 20 A/g for three composites (d-i) , FLG/A: 1/2, FLG/A/M:1/1.6 (excess of A) and for the one containing initially an excess of M, FLG/A/M:1/2.3 (excess of M). As one can see with the increase of potential sweep, the CV curves exhibit increasing features of pseudocapacitance in FLG/A/M:1/2 and especially in FLG/A/M:1/2.3. This behavior at high scan rate, far from "ideal" supercapacitor, can be probably associated with electrical transport limitation as well as the electrolyte transport limitation, i.e. resistance in the ultramicroporous that limit effective, accessible surface area [56,57].The impact of ultramicropores structures seems to be significant, the highest Smicro was measured in FLG/G/A:1/2.3; consequently the interfacial DL capacitance does not have enough time to form at high fast scan rate.

In order to investigate the contribution of CPs originating from redox reactions vs. CDL we applied the method recently adapted for carbon based materials [4,7] from metal oxides [58]. Accordingly, the total voltammetric charge QT is obtained by plotting 1/q vs.  1/2 and extrapolation of the tendency curve to  = 0, while qDL by plotting q vs.  -1/2 and extrapolation of charge (tendency curve) to ∞, The obtained voltammetric capacitance values: maximum total CT, CPs, CDL and CPs % are presented in Table 4, Figure 2.11 (c), as well as calculated from the CV curves the CV capacitance (CCV). The increasing tendency of calculated CT is consistent with the obtained CGCD, except one sample which further shows very high pseudocapacitive contribution. This latter, pseudocapacitive contribution, is probably a main reason of the observed discrepancies between CT and CGCD in all composites. The discrepancies increase with increase of CPs%.

Due to the relatively slow sweep in CV the CCV were calculated at 5 mV/s. Likewise, the omitted initial part of discharge curves (GCD) related to IR drop form the internal resistance could be also the reason for the difference between obtained CGCD and CCV for few samples. Let's recall that FLG/A (FLG:1/2) is the one where the alignment of the FLG and consequently the exposition of the edges is maximal. Good accessibility of the FLGs' edges in the composites, exhibiting FLG's alignment tendency (initially A-rich), induce higher electrochemically active surface area. As mentioned in the introduction, the input of the graphene edges into total capacitance was confirmed recently several times [10,11,[15][16][17][59][60][61]. In the theoretical studies using edges-passivated graphene nanoribbons the effect of edges on quantum and DL capacitances were clearly demonstrated [61]. The graphite containing the KOH-etched pits with very small micropores and exposed edges showed optimal capacitance [62]. It was found that the capacitance decreased with increase of SSA. The exposure of the edges and significant nanoporous feature entails also high volumetric capacitance [55,62], the microporosity maximize a density of ion storage and the exposed edges with superior ability for charge accumulation compared to the basal plane. This is also true for the present FLG/C composites. The observed nanoporosity comes indeed from the space between vertically aligned FLG-C flakes of those the edges which are "necked" towards the electrolyte ions.

Due to the alignment and quite compact structure, most of the composites exhibit very high densities, between 0.44 and 1.65 g/ cm 3 , and consequently high volumetric capacities (Table 4, Figure 2.11), with the best sample showing the volumetric capacity as high as 467

F/cm 3 . Such high densities for densely aligned FLG-C flakes are expected; they are placed between the low density of graphene (in 3D foam structures) and that of graphite (~ 2.2 g/cm 3 ).

Relatively low densities were measured for two composites with higher FLG content (0.88 and 0.44 g/cm 3 ) which can be due to the insufficient C-to-FLG ratio and more hydrophobic character from FLG counterpart; these two composites are the ones with lower M content.

The Ragone plots, based on mass and volume normalized capacitance values show similar tendency within the composites except FLG/A/M: 1.4/1, of which Cvol significantly decreases due to the relatively low density, Figure 2. 11 (d,e). The three composites with optimal initial ratio of FLG/A/M: 0.5/4, i.e. FLG/A/M: 0.5/1/3, FLG/A/M: 0.5/3/1 and FLG/A: 0.5/4 revealed higher volumetric energy and power densities compare to the gravimetric merits. The most significant change is established for FLG/A/M: 0.5/1/3, for which additionally relatively fast discharging results in very high power density of 0.437 W/cm 3 and energy of 0.052 Wh/cm 3 . The best sample, i.e FLG/A shows 54 Wh/kg at 269 W/kg of gravimetric and 0.078 Wh/ cm 3 at 0.39 W/cm 3 of volumetric energy and power densities respectively. The obtained performance is quite high compared it for instance with the results obtained also for one electrode in N-graphene [8]. FLG structuration is not only restricted to providing access to its edges and layers for electrochemical applications. Such materials are also helpful in acting as a support for obtaining more efficient metal nanoparticles. The progress of reaction is mostly driven by the nature of the catalyst used which in turn depends on the amount of active sites. As Richard Feynman said in his talk, "There is plenty of room in the bottom", which inspired the idea of moving to the nanoscale aspects of particles which in fact helps generate a larger number of active sites for any reaction. However, not only size but also a shape of metal-based particles influences their performance, and efficiently tailored, became a way to help "low active" metals to improve their activity. A constant need for making the non-noble metals competitively efficient for scale up demands push us to synthesise a thermally stable 2D NPs with enhanced surface-to-volume ratio and high dispersibility. The support centric catalyst design ideas identifies such issues. In this chapter, we discuss how the FLG materials can be used to obtain non noble metal nanoparticles (Fe-based) with enhanced 2D aspects.

Conclusion

The detailed study of two approaches to form flat Fe nanoparticles over FLG , including their synthesis/treatment is discussed below as an adaptation form of the publication;
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Introduction

The continuous accelerating development and societal needs calls for the sustainability of the processes respecting the economic and environmental issues. Apart from the green technologies, synthesis and proceedings, the choice of crucial materials which are costbenign, abundant but still highly active are being investigated at large. One of the examples reflecting such research are the efforts aiming to replace noble metal nanoparticles (NPs) catalysts such as Pt in fuel cells by non-noble metals or metal-free catalysts that are often based on graphitic carbons [1][2][3]. Generally, the activity and properties of NPs, and materials does not depend exclusively on their chemical nature but also on their geometrical morphology entailing the related electronic structure modifications and exposition of chemically active sites. It has been shown several times that the geometry of metal nanoparticles influences their charge transport, optical features and reactivity [4][5][6][7] and so its tailoring is interesting from the fundamental knowledge and applications point of view. The most common methodology to achieve variable well shaped metal-based NPs is the solution route synthesis processes such as solvothermal method, in which apart from the metal precursors, organic stabilizers and capping agents are used [5]. Some applications however, such as high temperature catalytic processes, require well dispersed, thermally stable, high surface-to-volume ratio metal-based NPs with pure, ready to react active surfaces (or defects). The appropriate choice and modification of the support should help to address the problem of dispersion and stability;

while the morphology of the NPs are driven by the strength of metal-support interactions, which in turn depends on the surface-free energy of the separated systems. The oxide supports commonly used in heterogenous catalysis provide 3D NPs, although several reports indicating well-structured facet and 2D NPs obtained through the SMSI effect (strong metal/support interactions), can be cited, viz. Pt/TiO 2 , Ag/Al 2 O 3 , Pt/Fe 3 O 4 [7]. In principle, the supports are rarely used for tailoring of metals' geometry. The recent years have seen carbon nanomaterials as metal supports because of their nanoscopic dimension, weak porosity and unique electrical/thermal conductivities with 2D graphene at the forefront. The presence of defects (point, edges) or functionalized groups (often oxygen rich) in graphitic carbons similarly as in oxides are highly important to help attach the metal NPs and increase their thermal stability [8][9][10][11]. For this reason the edges-to plane rich carbon structures such as CNFs or oxygen rich graphene oxide (GO) are often used to support metal-based NPs [12,13].

Herein, we forsake the granular structure and propose few layer graphene (FLG) as a 

Material and Methods

FLG-FexOy-1

FLG has been prepared by liquid ultrasonication of expanded graphite in toluene in the presence of Triton X-100 using probe sonicator. The spherical Fe3-xO4 NPs over (FL)G were prepared according to the procedure described earlier by solvothermal synthesis method [14].

In brief, 150 mg of (FL)G were dispersed in 20ml of octyl by ultrasonication for 40 min. then Chapter 3 106 200 mg of iron stearate and 250 ml of oleic acid were added. All was heated up first to 120°C and next to 287°C with the heating rate of 5°C/min. in Air and remain in this temperature for 2h. The product was precipitated after cooling and addition of acetone to the mixture, and washed next by acetone/hexane mixture and centrifugation.

Fe3-xO4 NPs over (FL)G were submitted to annealing under Ar for 1h at 400°C. The second annealing was performed by heating up to 800°C and remaining in this temperature for 2h under H2/Ar (1:1 vol.).

FLG-FexOy-2

FLG were prepared according to the procedure described earlier based on the mechanical ablation of graphite [15]. 500 mg of (FL)G were dispersed by probe sonicator and under stirring for 30 min. 110 mg of iron nitrite dissolved in 20 ml of water was added dropwise to the (FL)G suspension under stirring. The mixture was stirred at 80°C till evaporation of water was complete. The powder was next calcinated at 250°C for 2 h and then pre-reduced under H2/Ar (1:1 vol.) for next 2 h at 350°C. The resulted product was then shortly redispersed in liquid ammonia with concentration 1 mg/mL and subjected to the µ-wave heating at 800 W for 1h (Mars, CEM Corp). The final product was washed by water until neutral pH and dried at r.t. for 24 h and at 100 °C for 2h.

CNFs growth

FLG-FexOy-1 has been placed in the quartz reactor localized in the oven within typical CVD set-up conditions. After 0.5h of degassing with Ar, a temperature was raised to 800°C and at this temperature the gas flow containing ethane: H2: Ar (100: 50:100 ml) was subjected for 40 Transmission electron microscopy (TEM) was carried out on a Topcon 002B -UHR microscope working with an accelerated voltage of 200 kV and a point -to -point resolution of 0.17 nm. The sample was dispersed in ethanol and a drop of the suspension was deposited onto a holey carbon coated copper for analysis. Scanning electron microscopy (SEM) analysis was carried out on a Jeol JSM-6700F working at 3 kV accelerated voltage, equipped with a CCD camera.

TGA analyses were carried out on TA instrument SDT Q600, the rate of the heating was fixed at 5 o per min.

Raman spectroscopy was performed using Horiba Scientific Labram Aramis Raman Spectrometer (Jobin Yvon technology) with the following conditions: laser wavelength of 532.15 nm, D2 filter (1% power) and spectrum in regions from 1250 to 1650 and from 2600 to 2800 cm -1 , with integration time of 100 s for each phase.

AFM microscopy Atomic force microscopy (AFM) measurements were carried out with Dimension 3100 model from Veeco. The images were recorded using the tapping operating mode. We used standard cantilever with integrated Si tip; the resonant frequencies were in the range of 200-400 kHz (PPP-NCHR POINT PROBE-PLUS from Nanosensors).

Results and Discussion

The TEM micrograph of initial iron oxide /FLG system of FLG-FexOy-1,

Figure SI 3.1(a),
shows uniformly spherical NPs with good homogenous distribution over the FLG surface. It was revealed previously that these NPs are relatively stable under heating in Ar atmosphere up to 400 °C [14]. Herein, the Ar treatment is also applied in order to remove the capping agent (oleate) and eventual surfactant residues (Triton X-100) from the FLG surface. Consequently, the temperature is increased to 800 °C and kept for 2 h under H2/Ar flow (1:1 vol). Such treatment provides obviously some hydrogenation etching of FLG, as confirmed by TEM micrographs (Figure 3.1 (c)) [16], but primarily, it results in faceted flattened Fe-base NPs, Despite some coalescence of NPs the metal is still relatively well distributed over the FLG support (Figure 3.1 a and b). It forms mostly the flattened rods with an average longitudinal size of 60 nm and other less symmetrical flattened polygons with visible facets. The intentional prolonged reductive/annealing treatment is aimed to "purify" the FLG surface and thus obtain a neat lattice that can further interact with NPs. The most possible scenario occurring during the annealing and in accordance with some previous individual observations, includes the stabilization of NPs along the edges/steps [17], where the number of FLG edges is additionally enhanced due to the etching phenomena [18], while the flattening of NPs is a result of their interaction with the neat FLG terraces' surfaces [2]. The elongation aspect of many polygons (rods like) confirms the stabilization action of the FLG edges, which are the linear defects.

The stabilization action of graphene edges was previously observed for Pt or Pd NPs over FLG [2,9,17], along with some degree of flattening for Pd NPs [2]. According to the high magnetization measurements performed just after treatment (not shown in this work) the NPs could be initially composed of FeO and/or Fe-Fe3O4 nanocomposites [19]. Since the reductive conditions induce the reduction of iron oxide, quite rapidly (several days) the chemical modification towards more oxidized phases occurs due to the well-known superior stability of the latter [19]. The presence of iron oxide is observed consequently by TEM and XPS analysis. The TEM reveals the iron oxide spinel structure and the XPS spectroscopy shows iron oxide (III) phase [20], the same that can be observed for the initial sample after certain time (Figure 3.2). The second sample, iron oxide over FLG prepared by impregnation method, is stirred in liquid ammonia under microwaves irradiation for 1h, (FL)G-FexOy-2. Due to the high microwaves absorption properties of the material, the irradiation with power of 800 W results in rapid significant increase of temperature in the reaction medium. While only temperatures of the liquid could be detected (they exceed the boiling point of the ammonia solution, accompanied by the increase of pressure), it is expected that the temperature of the iron oxide/FLG itself is incomparably higher, easily exceeding several hundred degrees. The short local hot spots (microplasmas) can be indeed created on the FLG surface [21]. The presented examples show that not only the flattening of metal occurs but also graphene became a template for the well-defined metal nanoplatelets, especially in the case of µ-waves treated sample. While the interactions between the graphitic support and metal provide the well-structured flattened metal species, once the latter are formed and the support has high graphitization degree, the interfacial interactions become much weaker. The overall dispersion of metal over FLG surface remains significant, which confirms the existence of significant interactions between FLG and metal, before and initially during the annealing treatments.

Gradually, most of the 2D NPs don't lie on but tilt from FLG support indicating that the surface-free energy of separated FLG and NPs systems decreased. This phenomenon could be explained by the fact that at standard conditions the graphitic surface is always "defected", including the adsorbed impurity while Fe NPs have higher degree of oxidation. With the increase of annealing temperature, both the graphitic sheets and metal became "impurity-free" loosing again their "pure" state in the post-treatment standard conditions. Passing then through several potential phenomena such as melting or surface melting (in the first example), coalescence, splitting [21][22][23][24] (regardless the carbon etching), the NPs crystallize in hexagonal flattened form. This is especially pronounced in the case of µ-waves treated sample, where extremely high temperatures at FLG surface are expected and the melting of Fe NPs, even of relatively large size occur before their crystallization over graphitic template.

The Fe-based hexagonal NPs are no more chemically attached to the graphene surface, The growth of such morphology CNFs, i.e. in which graphitic planes are perpendicular to the longitudinal axe of fibers confirm flattened morphology of NP catalyst and its sharp edges [16]. The graphitic planes are indeed formed parallel to the catalyst surface [25,26]. The sharp edged polygonal catalyst NPs are also observed after CNFs grown on the FLGs surface, the potential reconstruction of the catalysts depends as well on the CNFs morphology (in analogical way to the FLG support) [27]. Worthy to underline is also the fact that for the "traditional" catalytic supports such as alumina or silica, the iron NPs catalyzes most often the growth of nanotubes and not nanofibers.

The use of (FL)G permits the preparation of flat particles and even if the notion of surface-tovolume is commonly known and instinctively high for the flat species vs. spherical ones for instance, no concrete comparative examples are reported. In this regard we present below some simple estimation on how the surface changes moving from sphere to hexagonal platelets keeping the same volume, and focusing on the platelets dimensions obtained in this work, i.e. If we estimate that volume of hexagonal plate is equal to volume of sphere (the same number of volumetric atoms):

𝑉 ℎ = 𝑉 𝑠 3ℎ𝑎 2 √3 2 = 4 3 𝜋𝑟 𝑠 3
, so:

𝑟 𝑠 = √ 3ℎ𝑎 2 √3×3 2×4𝜋 3
The rs ≈ 15 nm (a=30 nm, h= 6 nm)

We can calculate the surface of sphere corresponding to this Vs:

𝑆 𝑠 = 4𝜋𝑟 𝑠 2 a h r s
The ratio between TSA and Ss for a hexagonal plate with 2a=60 nm and aspect ratio (2a/h) of 10 (h=6 nm), and the sphere with r ≈ 15 nm is around 2.

𝑘 = 𝑇𝑆𝐴 𝑆 𝑠 ⁄ ≈ 2

The gain in surface area is twice, while the sphere with the same volume of atoms than hexagonal plate of 60 nm would have 30 nm of diameter. The k would increase of course in non-linear manner with the increase of aspect ratio of the hexagonal plate: e.g.: the k ≈ 5.7 for 2a/h = 60, k ≈ 7.9 for 2a/h = 100, and k ≈ 91 for 2a/h=476, the h = 0.126 nm equivalent to hypothetical monoatomic Fe layer. The latter one, the monoatomic hexagonal plate would correspond to sphere of 4 nm.

To satiate the curiosity, we have also calculated what size of Fe monoatomic hexagonal plate would correspond to a sphere of 60 nm in diameter; such platelets would be of 1.167 m size.

Conclusion

We show that due to its 2D nature, FLG can be used as a template for the synthesis of flat metal NPs, i.e. with enhanced surface-to-volume ratio. Despite a high temperature applied for the preparation of flat NPs (annealing conditions) and certain coalescence, the overall dispersion of the metal remains high; while the surface-to-volume ratio of NPs is kept in some extend due to the flat NPs' structure. The stability of well dispersed Fe NPs at such high temperature provides an important advantage for different applications such as catalysis. The work is undergoing in order to obtain and control optimally thin NPs mainly for catalytic applications.

Graphene being a very good conductor of heat (3080-5150 W m -1 K -1 ) has been identified as a promising candidate for catalytic applications as support as discussed in the previous chapter [1]. Keeping the idea of structuration of FLG in mind, this chapter focuses on the synthesis and use of FLG based supports for Carbon capture and utilization process, i.e. hydrogenation of carbon dioxide (CO2) to methane (CH4). CO2 hydrogenation is an exothermic reaction but requires some temperature (typically between 200-600°C) (and historically the pressure) to get good conversion and selectivity. To work in atmospheric pressure and relatively low temperature the catalysts with highly dispersed active and stable sites, easily prepared, are of high industrial applications interest. One way to proceed with low energy demanding process is the use of an alternative heating technique such as Inductive heating (IH) which makes use of local contactless heating of magnetic NPs without heating of the entire reactor. The idea of graphene based material as support for such IH setup is guided by the fact that these materials don't require an additional susceptors like OCF and carbon felt for heating the catalyst.

Two different approaches using FLG as support have been developed. The first one includes the use of FLG-hHLB systems described before in Chapter 2. The second one concerns the preparation of the support containing the carbon nanofibers grown over FLG. Therefore Ni from Ni(NO3)2.9H2O was used for synthesis of Ni NPs for rest of the samples.

The reaction was carried out in a quartz tube with 200mg of the catalyst placed at the centre by help of quartz wool. The details of the reaction conditions and setups are discussed below with the best samples optimized for CO2 methanation using such FLG substrates. First of all, it can be clearly seen that for similar Ni loading, the wetness impregnation process is better than the in-situ addition of Ni precursor during exfoliation. This is possibly due to the fact that in-situ addition leads to covering of Ni NPs in-between FLG flakes thereby not allowing maximum active sites to be available for the reaction. Whereas, wetness impregnation leads to a more surface based attachment of the Ni NPs giving rise to a higher conversion. These initial measurements also gave an idea that FLG-BSA based samples were able to reach a higher temperature compared to other FLG-HLB systems. But, there was a long way ahead in order to obtain a conversion worthy of upscaling. There are two main problems occurring for these systems. The hHLB systems are not completely carbonized after in-situ reduction at 350 o C, reducing the heat conductivity. Also the amount of reduced h-HLB would be insufficient to protect efficiently FLG from stacking making a lot of Ni inaccessible. Likewise, the very well dispersed and small NiNPs observed on FLG-hHLB, ( Industrialisation has aided in furthering the emission of CO2 gases by forming a majority share of 30%. Mitigation of such issues is of prime importance in order to have sustainable development of the society. This brings us to the two-faceted solution at hand to not only immediately help reduce the CO2 content in the atmosphere but also to convert it into a form which can be utilised as renewable energy. Catalytic hydrogenation of CO2 to form methane (CH4) has spurred an interest among researchers worldwide advocating the power-to-gas technology [3][4][5][6][7], as it can used for chemical energy storage as well as directly pumped into the existing gas lines without major modifications. Further, it has recently been viewed as a plausible candidate for space applications [7]. The catalytic hydrogenation is based on the Sabatier reaction, 𝐶𝑂 2 + 4 𝐻 2 ⇌ 𝐶𝐻 4 + 2𝐻 2 𝑂; ∆𝐻 0 = 165 𝑘𝐽 𝑚𝑜𝑙 -1 , which requires 4 moles of hydrogen which can be obtained from renewable sources, such as converting excess electricity to hydrogen from catalytic water splitting and biomass gasification [8][9][10].

FLG-HLB

Metal-metal oxides (M-MxOy) based systems have been inherently utilised to tackle the issue of methanation of CO2 because of their superior mechanical performance and high stability.

The most common active metals being Ni [11][12][13][14][15][16][17][18], Fe [19][20][21], Co [22][23][24][25] whereas the most common metal oxides supports are Al2O3 [13-15, 22, 25-28], SiO2 [29][30][31], ZrO2 [11,[32][33][34],

CeO2 [12,27,[35][36][37] etc. Some noble metals like Ru [26,[38][39][40][41]and Rh [42][43][44] provide better activity but are costly and susceptible to deactivation. The primary disadvantage of such systems is the ease of sintering of the metal nanoparticles (NPs) across the metal oxide [45]. It is regularly reported to be utilised in oxide based supports as they provide structural support necessary for high efficiency and recyclability, but is not ideal due to structural issues such as formation of spinel structures during calcination of Al2O3 supports [46]. Recently, Ni has also been used along with promoters like Co [47], La [48] and Mn [49,50] to obtain CO2 conversions of 65-82% with selectivity ranging from 84-99 %. The (111) facet of Ni has proved to be beneficial for CO2 Chapter 4

123 methanation over Metal-Organic framework substrates [51]. But, few studies have been carried out to utilise metal-non-metal oxide(Mx-NMy) based catalysts for CO2 hydrogenation, and even lesser reports involve carbon based nanomaterials for such reactions.

Carbon nanomaterials like nanotubes, nanofibers, graphene oxide and few-layergraphene have been known to have unique properties which have shown promising results in the field of catalysis for energy applications [52]. The most common carbon structures studied for catalytic methanation of CO2 have been carbon nanotubes [50,53] which provide the idea that there is still room for further investigations involving graphene and its derivatives.

Graphene based derivatives needs to be studied as they can provide unique charge-transfer and heat transfer characteristics which can accelerate the catalytic processes. The -electron charges clouding the basal plane of graphene makes it viable for anchoring of functional groups that can interact with excess electrons present on the oxygen atom of the CO2 species which in turn acts as a self-promoting substrate. The extended -orbital of graphene planes favour its interaction with the d-orbitals of metal-support atoms increasing their stability [54],

while the defects and edges are known to be good sites for attachment and stabilisation of metallic species [55,56]. Graphene has been used as photocatalyst with Ni dopants for CO2 reduction but lacks high quantum yield [57].It has also been studied for gas-phase methanation reactions. Ana et. al. have reported a directly proportional relationship between conversion rate and temperature using MoS2 platelets along with FLG [54], but substantial conversion of CO2 for this system arrives at a temperature of around 600 o C which is pretty high in to provide a low temperature methanation [63].There are several avenues concerning the design of catalyst and its integration to magnetically induced setup that can be improved.

Graphene having its unique heat transfer properties becomes a suitable candidate for using such inductive heating based method [1]. FLG is advantageous considering the fact that it has properties similar to graphene while crediting itself as a good substitute for substrate for magnetic induced heating setups. It can help avoid formation of hotspots thereby increasing the lifecycle of catalyst and its methanation efficiency.

Herein, we demonstrate the use of carbon nanofibers covered few-layer-graphene as a suitable new hybrid support of Ni NPs for CO 2 methanation via inductive-heating process. The grown "herring bone" type CNFs having large number of active edges sites provide enhanced stabilisation of Ni NPs to achieve high NPs' dispersion, while the presence of FLG enhances thermal conductivity [64]. Additional acid treatment of the support is applied to increase the CNFs edges activity. The impact of the growth parameters of CNFs on their morphology and distribution on FLG followed by their consequent effect on the NPs dispersion and methanation has been investigated. Ni has a double facetted role in the composite by contributing to the heating via induction process as well as acting as active site for methanation.

Experimental Section

Synthesis of Carbon Nanofibers on FLG

Expanded Graphite (EG) was purchased from Carbon Lorraine company, Bovine Serum Albumin(A) was purchased from Sigma Aldrich. Ni(NO3)2.9H2O and Ni(acac)2 was obtained from Sigma Aldrich. Gases used for growth of CNFs was obtained from Air Liquide. The FLG was obtained similar to the previously reported work from the lab [64] with some modifications wherein EG is used in huge excess compared to the hHLB precursor. A typical synthesis involves dissolving about 600 mg of BSA (10% w/w of EG) in 500 ml ultra-pure water for 10 minutes followed by step-wise addition of 6gm of EG making sure it is properly wet and not coming out of the reaction beaker. Then the beaker is moved onto the stirring plus top-sonication setup which exfoliates the EG to FLG for about 2 hours at an amplitude of 25% power for the sonicator (BRANSON Sonifier 550) and stirring speed of 500-600 rpm. The solution was then centrifuged to remove major water content and obtain a paste like consistency of the FLG/hHLB mixture.

The product obtained was then mixed with 2% Ni from Ni(acac)2 precursor in an autoclave with 300ml EtOH:H2O mixture of ratio 1:2. The sealed autoclave was subjected to 180 o C for 24 hours. The autoclave was cooled down under tap water followed by retrieval of product. The product obtained was washed 3 times in water followed by oven drying. After overnight drying, it was calcined at 400 o C for 3 hours. and hydrogen flowing at a combined rate of 65 ml min -1 . After the growth time, the reaction mixture was replaced with Ar and the reactor was cooled to room temperature.

Preparation of Final Catalyst

After the growth of CNFs, the product recovered was treated with nitric acid (35%) at for 2 h under hydrogen before use in reactor. Thus, the catalyst was ready for further analysis and tests.

Characterisation

Scanning electron microscopy (SEM), Scanning transmission electron microscopy (STEM)

and High-angle annular dark-field (HAADF) was conducted on a ZEISS Gemini SEM 500 microscope with a resolution of 5 nm. For each measurement, samples were dispersed in ethanol for a few minutes and were drop-casted onto copper grids. Transmission Electron Microscopy (TEM) was carried out on a JEOL 2100 F microscope working at 200 kV voltage with a point-to-point resolution of 0.2 nm. For TEM also, samples were previously dispersed in ethanol using ultrasonication (for few minutes) till a homogeneous dispersion is obtained and the resulting solution was drop-casted on a copper grid covered with a holey carbon membrane. Thermal gravimetric analysis (TGA) analysis was carried out in the 30-850 °C temperature range (heating rate of 5 °C min -1 ) using a TGA Q5000 instrument operating under Temperature-programmed surface reaction (TPSR) experiment was carried out on a mass spectrometer using Ar as the carrier gas. The main detected signals for each gas were m/z = 44 (CO2), 2 (H2), 28 (CO), 16 (CH4), and 40 (Ar). The flow rate was corrected to be 40, 4, and 1 mL min -1 for Ar, H2, and CO2, respectively. Prior to the experiment, the catalyst was reduced by H2 at 350 °C for 1 h. The temperature was cooled down to 150 °C and maintained for 1 h until the baseline was stable. The reaction mixture was introduced into the reactor and the evolution of gases were monitored until the temperature increased to 450 °C at a rate of 5 °C min -1 .

Inductive Heating (IH) Setup

The induction heating setup (EasyHeat 8310, 10 kW, Ambrell Ltd) is made up of a spiral 6-turn induction coil (length =1.05 m, pure coil resistance = 2.066×10 -3 Ω), cooled by means of an external chiller with recirculated water/glycerol (10 %) mixture. The sample was initially placed inside a quartz reactor fabricated specifically considering the internal diameter of the coil. In a typical experiment, the quartz reactor was first placed inside the induction heater coils such that the catalyst held by quartz wool is placed midway of the induction coil.

The temperature was controlled in real-time by a PID system (Proportional Integral Derivative controller, Eurotherm model 3504) connected to a laser pyrometer (Optris, ∅ laser beam: ≈500 μm, power <1mW, located at ≈30 cm from the catalyst) directed to the catalyst bed and working in the 150-1000 °C range (accuracy ±1 °C). The temperature ramp rate allowed for the system is 50-70 °C min -1 in the 250-450 °C temperature range.

CO2 methanation reaction was carried out at atmospheric pressure in a fixed bed quartz tubular reactor [Øinternal = 12 mm, length = 400 mm] loaded with 200 mg of FLG-CNF/Ni catalyst over quartz wool. The reactants and products for IH heating setup were analysed online by a CP-3800 gas chromatograph (GC) equipped with a thermal conductivity detector (TCD) and a flame ionization (FID) detector. All reactor exit lines were maintained at 110 °C by external heating tapes so as to avoid condensation of residual water in the gaseous feedstock to the GC.

Joule Heating Setup

Carbon dioxide methanation was conducted at atmospheric pressure in a fixed-bed down-flow reactor at 350°C. A thermocouple was inserted in the furnace to measure the pre-treatment and reaction temperatures in-situ. The reactor was heated in a tubular furnace monitored by a temperature controller.

The flow of reactants was regulated by calibrated mass flow controllers (Brooks). H2 and CO2

were mixed at a stoichiometric H2:CO2 ratio of 4:1 and N2 was added as an internal standard.

The total flow rate was set to 55 mL min -1 with catalyst charged (for e.g. 30 mg of FLG/C catalyst diluted with 300 mg of SiC) into the quartz tube reactor [Øinternal = 6.5 mm, length = 300 mm] corresponding to a gas hourly space velocity of around 60 000 h -1 / 180 000 h -1 . The feed and products were analysed on-line by a micro gas chromatograph (INFICON-3000

Series Micro GC equipped with MS5A and PPQ columns).

Catalytic Test Measures

CO2 conversion and CH4 selectivity were calculated according to the following equations:

𝑋 𝐶𝑂 2 (%) = 𝐹 𝐶𝑂 2 (𝑖𝑛𝑙𝑒𝑡) -𝐹 𝐶𝑂 2 (𝑜𝑢𝑡𝑙𝑒𝑡) 𝐹 𝐶𝑂 2 (𝑖𝑛𝑙𝑒𝑡) × 100 𝑆 𝐶𝐻 4 (%) = 𝐹 𝐶𝐻 4 (𝑜𝑢𝑡𝑙𝑒𝑡) 𝐹 𝐶𝑂 2 (𝑖𝑛𝑙𝑒𝑡) -𝐹 𝐶𝑂 2 (𝑜𝑢𝑡𝑙𝑒𝑡)
× 100

Results

Seven different main samples containing FLG, CNFs and Ni NPs were synthesised. The CNFs were grown at 700, 800 and 900°C. The Ni loading was designed to be 10, 20 for all and additionally 40% for the carbon hybrid grown at 800°C. The catalysts have been denoted as FC-XXX-YY wherein XXX refers to the temperature of the growth of CNFs on FLG and YY refers to the percentage of Ni loading on the FLG-CNF composite. An additional remark of 'F' and 'S' is added to distinguish between fresh and spent catalyst correspondingly. Further, another set of samples without any loading recovered just after nitric acid treatment and washing are denoted as FC-XXX-NA (essentially the pure carbon supports before any metal loading). In order to understand the suitability of CNFs grown on FLG as a suitable support for Ni based CO2 methanation in an inductive heating setup, the samples were characterised using SEM, TEM, TGA, XRD, N2-adsorption desorption. After synthesis, initially the samples were studied under the HR-SEM. The samples were further studied with TEM microscopy in order to evaluate the particle size distribution as shown in Figure 4.3. The average particle size (obtained via Gaussian distribution of >100 NPs as sample set) for FC-800-10Ni was found to be ca. 8 nm, and that for the FC-800-20Ni and FC-800-40Ni was found to be ca. 10 nm. FC-800-10Ni sample has however most of the Ni NPs in the range of 5-10 nm whereas FC-800-20Ni has most of the NPs in the range of 8-13 nm. It is interesting to note that although FC-800-40Ni has an average particle size of Ni NPs of ca. 11nm, a larger amount of the particles are more than 13 nm with some even higher than 30 nm. Further investigations revealed that the Ni NPs on FC-800-40Ni tend to stabilize to a larger extent along the edges of the FLG flakes (Figure is noteworthy that with the increase in Ni loading, the particle size distribution sees not only a shift towards larger value, but also a more pronounced increase in the edge attachments can be seen as the population of NPs greater than 16 nm increases.

Morphological and Physico-chemical Characterisation

Sample Amount of Ni (%) a

Size of Ni NPs b

Tmax -IH ( o C) C/O ratio c

FC-800-10Ni-F 9 5-10 nm >420 20 

Catalytic Activity

The performances of the catalysts were measured at 280-420 o C temperature range by quantifying the CO2 conversion (𝑋 𝐶𝑂 2 ) and CH4 selectivity (𝑆 𝐶𝐻 4 ) as can be seen from Ni. This ensured that all of the conversion obtained after loading arises due to the metal NPs.

As a general trend, it can be noticed that the rate of 𝑋 𝐶𝑂 2 increased with increasing temperature till 360 o C for most samples indicating that the reaction is under thermodynamic control in this regime optimising for stable product [69,70]. This effect is more pronounced for the FC-800 samples whereas the maximum 𝑋 𝐶𝑂 2 for FC-700-10Ni and FC-900-10Ni samples were observed at 400 o C and 340 o C respectively. As the loading is similar to that of FC-800-10Ni, it is imperative that such shift in conversion arises from the structural incoherencies of the samples. Comparing the conversion at the lowest feasible temperature under GHSV of 30,000 ml gcat -1 h -1 constituting of pure reaction gas mixtures only without any adulteration of inert gas, FC-800-10Ni-F seems to be significantly superior with an 85% CO2 conversion and 99.6% CH4 selectivity at 360 o C. This proves that FLG as a support having a very good thermal conductivity is able to avoid formation of local heat gradients which is common in methanation reactions even at low GHSV with inert gas mixtures [71]. The decrease in gradient of both 𝑋 𝐶𝑂 2 and 𝑆 𝐶𝐻 4 after these temperatures is common for methanation with such carbon based supports [53,62] and can be attributed to the occurrence of overpowering parallel reactions like water-gas shift reaction, reverse water-gas shift reaction or steam reforming reaction [72] which are favoured at higher temperatures. Water gas shift reaction causes decrease in 𝑋 𝐶𝑂 2 whereas both reverse water-gas shift reaction and steam reforming reaction cause decrease in 𝑆 𝐶𝐻 4 . It is noteworthy that with such FC support materials, 𝑋 𝐶𝑂 2 decreases with the increase in Ni loading which can be attributed to the increase in the Ni NPs size. The increase in the particle size reduces the effective active surface area of the catalyst for reaction to occur. The FC-700 and FC-900 samples on the other hand showed reasonable amount of 𝑋 𝐶𝑂 2 with 10%

Ni loading but faced issues via inductive heating when the loading was increased to 20%. As discussed earlier, we claim that this is because of the agglomeration of Ni NPs on CNF and FLG and their modified interaction with the FLG-CNF support structure causing anisotropic heat conduction and thereby limiting the temperature the sample can obtain for the same applied power.

Effect of Reaction Gas Ratio and GHSV

In order to better understand the 𝑋 𝐶𝑂 2 capabilities of the best sample identified earlier, i.e. FC-800-10Ni, tests were carried out under various conditions mimicking the idea of dynamic nature in upscaled industrial plants. The 𝑋 𝐶𝑂 2 and 𝑆 𝐶𝐻 4 was measured in a reaction mixture having a stochiometric excess of hydrogen which makes it more favourable for methanation.

An increase in H2 indeed resulted an increase in 𝑋 𝐶𝑂 2 up to a maximum of 96.8% with an 𝑆 𝐶𝐻 4 of 99.8% as shown in 𝑋 𝐶𝑂 2 decreased by 3% and 8% for 60,000 ml gcat -1 h -1 and 120,000 ml gcat -1 h -1 GHSV respectively. A lesser loss in 𝑆 𝐶𝐻 4 was observed though for the same experiment with the lowest being ~95% for GHSV of 120,000 ml gcat -1 h -1 . This further reassured the fact that a four times increase in GHSV does not decrease the efficiency of the catalyst to a larger extent.

Comparison with Joule Heating

The benefits of using an Inductive heating (IH) setup was understood by carrying out the same reaction in a conventional Joule heating (JH) setup. h -1 (108,000 h -1 )and 60,000 h -1 (33,333 ml gcat -1 h -1 ) GHSV respectively with a gas ratio maintained as CO2: H2: Inert gas (He/Ar) = 1: 4: 5. The test under JH was carried out up to 440oC where 𝑋 𝐶𝑂 2 achieved was only 70%. It can be clearly seen from the two curves that the reaction takes off at a higher temperature in a JH setup compared to an IH setup. For example, a 𝑋 𝐶𝑂 2 of 61% and 𝑆 𝐶𝐻 4 of 98% can be achieved at 340 o C in an IH ( proves the fact that IH is indeed a better approach for heating compared to JH for methanation reactions with samples at low loading. This has a great industrial advantage as it has been already proven that a large amount energy for such reaction is used to heat the reaction unit rather than the catalyst itself [73]. Air-cooled reactors are being modelled to tackle with such situations [74]. Thus, IH not only facilitates tuning of the temperature and direct heating of only catalyst but it also prevents loss of heat via convection and conduction from the reactor tube observed in case of JH. A catalyst cannot be proposed for upscaling for industrial applications if the conversion is temporary or easily deactivated. In order to verify this, FC-800-10Ni sample was subjected to long term stability tests under different conditions. Initially it was tested under the IH setup at 30,000 ml gcat -1 h -1 GHSV under only H2 and CO2 gas mixture in stochiometric ratios. After a test for 100 h as shown in Figure 4.10 (a), it was found that the conversion has decreased by 4% with the selectivity remaining almost the same. This confirmed that the catalyst is able to perform the conversion in the desired form for a larger timeframe without any significant deactivation by processes like coke formation on active sites, sintering of metal nanoparticle or metal leaching.Sintering of Ni NPs due to formation of local temperature gradients in conventional setups has been confirmed by works of Wang [54] and Olesen [75]. Similarly, Salvatore et. al. have identified the formation of coke during methanation over Ni NPs is partially support dependent where-in the interaction of the Ni NPs with the support material govern their reactivity towards coke formation [76].

A similar test was carried out in the JH setup at 180000 h -1 GHSV (Figure 4.10 (b))contrary to the previous measurements at 60,000 h -1 GHSV so as to better understand the kinetic product formation under more adverse conditions. A temperature of 360 o C was chosen so as to avoid the thermodynamic equilibrium states where the majority product is methane.

This test proved not only that the catalyst is stable in the JH setup for about 75 h with a slight decrease of 5-6% in conversion but also proved that the selectivity stays high. It also confirmed that even at low conversion there was no CO product formation. We can find in literature that the lower selectivity observed in the IH setup can be attributed to the formation of other hydrocarbons at lower temperatures that are more kinetically favorable [77]. nm which allowed them for better dispersion of nanoparticles. The decrease in diameter goes with higher surface area and higher number of active sites (edges) to attach and stabilize NPs.

More Ni NPs of lower dimension and higher dispersion is then obtained and thus higher efficiency. It was interesting to note that although FC-700-10 Ni and FC-700-20-Ni were prepared from the same batch of FLG-CNF composite, the 20% Ni loading maxed out the heating equipment but could not rise to a temperature suitable for methanation. Similar was the case for the FC-900 samples, although a high loading for FC-800 samples could be heated easily by the same setup. This indicates the fact that CNFs diameter beyond a certain limit when loaded with a larger amount Ni creates interaction and morphology which degrade its specific heat absorption capacities thereby making them unable to heat under same heating conditions. The reason for such behaviour can be studied further via magnetic properties analysis and specific absorption rate studies. Further, it was also proved that the Ni NPs dispersion on such supports stays stable for a long time in a thermodynamic regime and doesn't produce CO as by-product in a kinetic regime. To conclude, conversion of 85% with selectivity of 99.6% at a temperature of 360 o C was achieved for the FC-800-10Ni sample in an Inductive Heating setup. Above this temperature, the drop of conversion and selectivity suggest presence of parallel reactions. Chapter 5

Conclusion & Perspectives

Conclusions

The global energy trends have demanded for better, cleaner, greener and more sustainable energy solutions. The idea is not just to find a solution but to make it viable for future generations. This would help decrease the incessant degradation of fossil fuels as well as avoid its collateral consequences like global warming and wildfires. The Kyoto Protocol and the Copenhagen Accord have been able to solve some of the issues but lacked in implementation to a larger extent [1].So, the task is now in the hands of researchers to find solutions like renewable energies(REs) and be able to bring them to your palmtop. As discussed, the major problem concerning the use of REs is their intermittency and geoaccessibility. To achieve a dominating percentage of energy usage derived from REs, the world needs better storage systems that can help store large amount of energy as and when received from REs and be able to release them in a well-structured manner. Thus, there is a need for better storage systems like electro-chemical energy storage which is the new platform for energy storage today.

The global climate change has also been a major issue disturbing the balance in the current ecosystem. A large part of it is because of the increased CO2 concentrations in the atmosphere. Carbon capture, and utilisation of CO2 has been the major driving concept for efficient removal of CO2 [2]. Industrial carbon dioxide capture and utilization is essential in order to decrease the final subsidy and to help improve the global impacts of increased CO2 levels [3]. Catalytic hydrogenation of CO2 to methane is considered to be one of the most efficient methods for removal of CO2 as it can both reduce CO2 and convert it into a useful gas fuel via the Power-to-Gas technology [4]. The need here is to find suitable metal-support catalyst combination that can handle high gas flows observed in industries. Besides, the heating method can be further optimised according to the catalyst so as to reduce the energy loss in heating the entire reactor.

Herein, the thesis focuses on appropriate structuration of few-layer-graphene based materials that can be used in energy storage as supercapacitors and in catalytic hydrogenation of carbon dioxide as high thermally conductive support material. FLG has also been used to act as template for synthesis of flat metal-based nanoplatelets. Further emphasis has been given on advantages of inductive heating system over conventional Joule heating system and their consequent ease of reactivity with graphene based materials.

FLG/C composites for supercapacitors

The work describes a greener, cleaner and cost-effective method for synthesis of highly aligned few-layer-graphene composites. Herein, h-HLB (high hydrophilic lipophilic balance) materials are used for exfoliation of expanded graphite to FLG. But, unlike earlier reports using it in low dosages [4], the current study uses it in large excess and retains its carbonized forms in the final composite. The idea underlying the design of the experiment was to maximize the use of the inherent high specific surface area of graphene arising from its basal plane and edges. Further, the goal was to achieve alignment of the layers so as to achieve higher capacitance.

The synthesis process is a no-waste method which involves instantaneous freeze drying of the materials obtained from exfoliation followed by high temperature gas treatment which helped retain alignment in some of the composites to a large extent. The usage of the such h-HLB exfoliants not only helps in de-stacking of graphene layers but also brings in unique ultra-microporosity and higher density to the composites which helps in improving the overall volumetric capacitance of the supercapacitors. Out of the various precursors used,it was observed that the composite containing only FLG and BSA derived carbon had a high volumetric capacitance of 467 F cm -3 at 0.5A g -1 . Additionally, theoretical approximation was also carried out to understand the contributions of different types of capacitance in the energy storage. It was found that these composites indeed have a larger pseudocapacitance courtesy to their large percentage of h-HLB precursor usage during exfoliation.

To summarize, it can be said that graphene based aligned supercapacitor electrode materials have been prepared. The prepared materials have a high volumetric capacitance, a large portion of which is attributed to the relatively compact and aligned structure aided by ultramicroporosity.

FLG as template for metal based nanoplatelets

FLG structuration is not only restricted to providing access to its edges and layers for electrochemical applications but also in acting as a template for obtaining more efficient metal nanoparticles. Two different synthesis strategies based on high temperature annealing were employed for obtaining flat metal nanoplatelets.

The first method involved in-situ synthesis of Fe NPs over FLG by a solvothermal method whereas the second method was based on wetness impregnation with Fe precursors. Inductive heating has been found to help reduce the temperature required for high conversion of CO 2 by direct heating of the active phase. Besides, it was also proved that the maximum efficiency was obtained for the thinnest CNFs grown at 800 o C with a lower loading of Ni, as low as 10%. The conversion and selectivity is not stable after 360 o C. It rather decreases slowly because of possible parallel. The after-test analysis revealed that the size of Ni NPs did not grow a lot and still have the maximum population in the range of 5-10 nm.

Contrarily, in conventional Joule heating setup, similar conversion was observed at a higher temperature, although with a very good selectivity which may be considered because of the high temperature reactor which does not allow for any water condensation near the catalytic bed. Besides, few samples which could not heat in the IH setup were able to work in the JH setup but with lower rate of conversion compared to the best set of catalysts. The direct heating of catalyst in case of IH is especially helpful in saving energy lost in heating the entire setup, but it needs optimization in terms of catalyst design so as to have high selectivity and conversion at a lower temperature.

To put in a nutshell, it can be said that this project confirmed that inductive heating is dependent on the structure of catalyst, both support and active phase. The structure determines the interactions and final morphology which also influences the magnetic properties (the IH capacity was different depending on the CNFs structure and Ni loading).

Perspectives

The current work present some ideas of tailoring the structure of graphene based materials for energy storage and conversion applications. Having verified the preliminary concepts as to how structuration of graphene can be done, following studies are delineated to better understand the optimization needed for a better tomorrow:

• Performing magnetic studies of FLG-CNFs/Ni composites to correlate with their structure and activity in IH setup with in-depth understanding of the role of support for inductive heating.

• Synthesis and study of flat Ni NPs for methanation and supercapacitor applications.

• Investigation of flat metallic NPs of Fe for methanation applications in both inductive heating and joule heating setup.

• Synthesis of Fe-Ni bimetallic alloy based NPs for methanation to finetune the selectivity and conversion simultaneously to a value >90% with a decrease in reaction temperature.
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2. 1

 1 Adaptation des composites FLG pour le stockage électrochimique de l'énergie Afin de conserver l'alignement des structures de graphène pour les supercondensateurs, l'exfoliation du graphite expansé dans l'eau a été combinée avec un lyophilisation conséquente suivie d'un traitement au gaz à des températures élevées. Cela a permis non seulement d'éliminer les précurseurs tensioactifs (maltose(M) et albumine de sérum bovin(A)), mais aussi de les convertir en carbone amorphe, ce qui permet d'éviter le ré-empilage des couches et de fournir une pseudo-capacité, formant ainsi un supercondensateur hybride. Un excès important de tensioactif apporte des caractéristiques uniques d'ultramicroporosité dans le composite tout en gardant une densité élevée. Les échantillons sont désignés comme FLG/A ou FLG/A/M (selon qu'ils contiennent de l'albumine ou du maltose -albumine comme précurseurs initiaux), xv puis le rapport final entre le FLG et les carbones amorphes après traitement au gaz à haute température.

Figure R 1 a

 1 Figure R 1 a,b) Images MEB des échantillons FLG/C, c) Tableau contenant le SBET total et la contribution des micropores, d) isothermes exemplaires de divers échantillons. [38] Il a été constaté que les composites contenant uniquement de l'albumine ou son excès présentaient un degré d'alignement plus élevé, contrairement aux échantillons contenant des quantités plus élevées ou comparables de maltodextrine, qui présentaient une morphologie plus poreuse et plus mousseuse [38]. Le maintien de l'alignement même après la carbonisation, comme le montre la Figure R 1 (a), peut être attribué à des liaison hydrogène renforcées localement par les interactions de Van der Waals. La Figure R 1 (b) montre les plus grandes feuilles de graphène intercalées avec des particules de carbone amorphe qui ont été formées suite à la dénaturation par un traitement d'ultrasons et ensuite à la carbonisation des précurseurs par un traitement gazeux à haute température. Les nouvelles liaisons hydrogène de l'albumine adsorbé sur FLG et l'eau ont joué un rôle dans l'alignement de FLG. Il est intéressant de noter qu'il n'y avait pas beaucoup de différence entre la capacité gravimétrique spécifique des électrodes fabriquées à partir d'échantillons directement après la carbonisation et celle des échantillons dispersés dans l'éthanol et déposés sur du carbone vitreux. Les mesures de surface ont montré que tous les échantillons présentaient une faible surface (Figure R 1 (c)), ce qui peut être attribué à l'épaisseur des couches de FLG et au ré-empilage partiel π-

Figure R 2

 2 Figure R 2 a) Courbes CV des composites FLG/A/(M) à 20 mV/s, b) graphique combinant les valeursde capacité gravimétrique spécifique obtenues, CGCD à différentes densités de courant, c) tableau montrant les estimations de la contribution de la capacité DL/Ps, de la densité des échantillons et de la capacité volumétrique corr.[38] Les performances électrochimiques des échantillons ont été étudiées dans une configuration à trois électrodes avec un électrolyte H2SO4 de 0,5 M dans une fenêtre de potentiel de 1,1 V.Cinq échantillons avec des proportions variéesd'albumine et de maltodextrine ont été utilisés afin d'identifier le meilleur offrant une capacité supérieure. La Figure R 2 (a) montre les courbes de CV quasi rectangulaires symétriques des échantillons mesurés à 20 mV s-1, ce qui indique sa réversibilité et sa tendance à améliorer la supercapacité. On peut clairement voir que l'échantillon FLG/A:1/2 a la densité de courant maximale sur la même fenêtre de potentiel. L'écart de la forme par rapport à un rectangle parfait confirme la contribution pseudocapacitive à la capacité nette. La Figure R 2 (b) représente la capacité obtenue par les mesures de charge/décharge galvanostatique (GCD) pour les cinq échantillons par application de différentes densités de courant. Elle montre également la rétention de capacité élevée (c'est-à-

  capacités correspondantes CT et CDL peuvent être obtenues en divisant le QT et le QDL par la fenêtre de potentiel (1,1 V). D'après le tableau 3 de la Figure R 2 (c), on peut voir que la tendance croissante du TC calculé est en accord avec la CDL obtenue, à l'exception d'un seul échantillon qui présente une pseudo-capacité énorme. Les valeurs de la capacité n'augmentent pas en tandem avec l'augmentation de la surface spécifique comme le suggère la théorie classique initiale des électrodes supercapacitives. Cela peut être attribué à une accumulation de charge supérieure par l'exposition différentielle des bords des feuilles FLG qui dépend à son tour de l'architecture des composites et non du rapport bords/plans. En outre, cette anomalie dans la dépendance de la surface à la capacité augmente également en raison des ultramicropores fendus entre les flocons qui maximisent la densité de stockage des ions, donnant lieu à une capacité volumétrique élevée [42]. L'alignement vertical amélioré et la nature compacte des composites les rendent plus denses que la plupart de leurs homologues, ce qui permet d'obtenir une capacité volumétrique élevée pour le meilleur échantillon FLG/A:1/2 jusqu'à 467 F cm -3 .

Figure R 3

 3 Figure R 3 (a) image MET de NP d'oxyde de fer sur un FLG préparé par addition de précurseur de Fe via in-situ suivie d'un recuit à 800°C sous H2/Ar, (b) image MEB d'isalndes de particules métalliques plates formées sur du graphène par imprégnation par voie humide suivie d'un traitement aux microondes avec liq. NH3. [43] Dans la première méthode, le Fe NP a été synthétisé par une méthode solvothermique impliquant une exfoliation initiale du graphite en milieu liquide avec addition simultanée in situ de précurseurs du Fe NP. Après une réaction à haute température, le précipité final a été lavé et soumis à un processus de recuit en deux étapes à 400°C et 800°C sous des atmosphères Ar et Ar/H2 correspondantes. Le traitement de réduction/recuit prolongé intentionnel vise à "purifier" la surface du FLG et à obtenir ainsi un réseau propre pouvant interagir davantage avec les NPs. Le principal résultat du processus de recuit est la formation de NPs de Fe à deux facettes aplaties (Figure R 3 (a)) avec une coalescence mineure. La cause la plus probable de cette géométrie unique peut être considérée comme le processus de stabilisation des NP le long des bords [44] et aussi de leur interaction avec les surfaces des terrasses de FLG à des températures aussi élevées. La deuxième méthode a utilisé l'imprégnation avec de précurseurs du fer dissous sur les FLG obtenus par ablation mécanique du graphite. Le produit obtenu a d'abord été préréduit à 350°C sous atmosphère H2/Ar pendant 2h avant d'être soumis à un traitement par microondes à une puissance de 800W avec de l'ammoniac liquide comme solvant. Ce traitement devrait générer des points chauds locaux (microplasmes) sur le FLG [45]. L'imprégnation ainsi que la pré-réduction provoquent la formation d'îlots d'oxydes métalliques sur les surfaces du FLG. Le traitement par microondes qui en résulte transforme ces îlots en structures plaquettaires polygonales bien formées, comme le montre la Figure R 3 (b), d'une épaisseur d'environ 10 nm et d'une taille latérale de 60 nm. Les deux échantillons indiquent l'idée que le FLG sert de modèle pour des nanoplaquettes métalliques bien définies, en particulier dans le cas d'un

2. 3 Figure R 4

 34 Figure R 4 Images MEB de catalyseurs FC-900-10Ni, (c) Réactivité de méthanisation du FC-800-10Ni sous chauffage inductif, (d) Réactivité de méthanisation du FC-800-10Ni sous chauffage JouleLes performances catalytiques des catalyseurs ont été mesurées sur une plage de température de 280-440°C en quantifiant la conversion du CO2 et la sélectivité du CH4 dans deux installations de chauffage différentes, comme le montre la FigureR 4 (c, d). Le chauffage inductif a récemment été reconnu pour la méthanation du CO2 en raison de sa facilité à former des points chauds de phase active et à réduire ainsi la perte d'énergie due au chauffage de l'ensemble du réacteur[20, 21]. La méthanation du CO2 réalisée avec le catalyseur FC-800-10Ni dans des installations IH et JH à 60,000 ml gcat -1 h -1 (108 000 h -1 ) et 60 000 h -1 (33 333 ml gcat -1 h -1 ) GHSV respectivement avec un rapport de gaz maintenu comme CO2:H2:gaz inerte (He/Ar) = 1:4:5. On peut clairement voir sur les deux courbes que la réaction démarre à une température plus élevée dans une installation JH par rapport à une installation IH. Un 𝑋 𝐶𝑂 2 de 61% et un 𝑆 𝐶𝐻 4 de 98% peuvent être obtenus à 340 o C dans un dispositif IH (Figure R 4 (c)), alors que des résultats similaires dans un dispositif JH nécessitent une température pouvant atteindre 400 o C (Figure R 4 (d)). La différence de 60 o C pour une telle conversion, qui se prolonge avec l'augmentation de la conversion, prouve que l'IH est effectivement une meilleure approche pour le chauffage que le JH pour les réactions de méthanation avec des échantillons à faible charge. Les tests de stabilité effectués dans les deux installations indiquent une perte de 5-7% de réactivité après 60-80h de flux continu du mélange réactionnel.

Figure R 5

 5 Figure R 5 Cohérence de la réactivité et de la sélectivité du catalyseur lors du changement de la stoechiométrie des gaz de réaction et de la température.

Figure 1 . 1

 11 Figure 1.1 Total Primary Energy Sources compared between 1990 and 2015 [2].

Figure 1 . 2

 12 Figure 1.2 IEA forecasts for; a)Renewable electricity capacity additions, 2007-2021, b)Annual growth

Figure 1 . 3

 13 Figure 1.3 Energy-related carbon dioxide emissions as per IEO 2019 [23].

Figure 1 .

 1 Figure 1.4 (a) Ragone plot comparing the power and energy densities of various supercapacitors [43], (b) Applications of supercapacitors.

Figure 1 . 5

 15 Figure 1.5 Classification and examples of different types of supercapacitors[49].

Figure 1 .

 1 6(b). The charging/ discharging of the EDLCs takes place electrostatically by formation of electrical double layer at the liquid solid interface between the electrodes and the electrolyte. During the charging process, the cations move towards the negatively charged electrode and the anions towards the positively charged electrode, and vice versa during discharging as depicted in Figure 1.6(b). Carbon based materials are widely used for such electrode materials for EDLCs

Figure 1 . 6

 16 Figure 1.6 Schematic of different charge storage mechanisms. (a) Charge storage mechanism of rechargeable battery. (b) Charge storage mechanism of supercapacitor [48].

1 . 7 .

 17 have been largely investigated in the last decades as materials which undergo Faradaic charging but also exhibit capacitor characteristics. The model representations of the three basic mechanisms which are believed to guide the pseudocapacitance in such materials, a) underpotential deposition, b) rapid redox reactions, and c) fast intercalation as portrayed in Figure Underpotential deposition refers to formation of adsorbed monolayer by metal ions over another metal's surface, lead(Pb) on gold(Au) electrode being one common example [62]. Rapid redox pseudocapacitance in RuO 2 [63] type materials involve faradaic charge transfer arising from electrochemical adsorptions of ions onto electrode surfaces whereas fast intercalation pseudocapacitance observed in Nb2O5 [64] occurs when faradaic charge transfer occurs due to intercalation of metal ions between the layers or networks of the redox-active electrode material without changing its crystalline phase.

Figure 1 . 7

 17 Figure 1.7 Redox mechanisms that guide pseudocapacitance.

Figure 1 . 8 . 1 . 8 .

 1818 The CVs are based on the relation[67- 69]:𝑖 = 𝑎𝑣𝑏 (Eq. 1.9) which indicates that current (i) follows power law relationship with the potential sweep rate (v) at a fixed potential with values of a and b depending on the charge response. For a capacitive response b=1.0 (ideal case), as the current is linearly proportional to sweep rate, the equation can be represented as:𝑖 = 𝐶 𝑑 𝐴𝑣 (Eq. 1.10)where Cd is the capacitance and A refers to effective surface area of the electrode active material. For ideal batteries cases, at peak current conditions, b=0.5. The electrode potential for pseudocapacitive materials is a continuous logarithmic function of the extent of electrosorption[41] whereas the same for batteries is designated at particular Gibb's energy of pure, well-defined phases of the electrode materials with corresponding electrolyte concentrations[38]. This confirms the b value dependencies used above. Materials giving a capacitor like response tend to show rectangular shaped CV curves (Figure 1.8 (a,b)) with triangular shaped continuous charging/discharging curves (Figure 1.8 (c)). EDLCs normally show potential-independent capacitance and current [70]. The discrete nature of measurement of battery based electrode at a particular potential explains the plateaus formed in the charge/discharge curves shown in the row labelled Type C set in Figure An overlap of these two extremes in responses is what indicates the presence of pseudocapacitance. Proper optimization of pseudocapacitance can enhance charge storage capacity of supercapacitors.

Figure 1 .

 1 Figure 1.8 (a, b, d, e, g, h) Schematic cyclic voltammograms and (c, f, i) corresponding galvanostatic discharge curves for various kinds of energy-storage materials [70].

Figure 1 . 9

 19 Figure 1.9 Schematics of different kinds of EDL model for charge storage at electrode-electrolyte interface, a) Helmholtz Model, b) Guoy-Chapman model, c) Stern Model The local ion concentration is detailed according to the Boltzmann distribution function. Chapman utilised the steady-state Poisson-Boltzmann equation to predict the diffused layer and thus the capacitance obtained for a symmetrical z:z electrolyte can be

Figure 1 .

 1 Figure 1.10 Circuit representation of supercapacitor. The electric circuit equivalent of single cell supercapacitor having two electrodes has been represented in Figure 1.10 [52]. Besides the usual capacitance for cathode and anode, resistances have been depicted for the same as R C and R A respectively. R ESR refers to the equivalent series resistance which takes into account various kinds of resistance present in such electrochemical systems such as, ion mobility resistance in the electrolyte, contact resistance between the electrode and the current collector, intrinsic resistance of bulk electrode material and resistance of electrolyte ions trapped in the separator [90]. The theoretical energy density can be calculated as follows, 𝐸 = 1 2 𝐶 𝑆𝑃 𝑉 2 = 1 2 𝑄 𝑉 (Eq. 1.16)

  electrode materials are one of the most important factors deciding the fate of supercapacitors, the last couple of decades has seen a large amount of research in design of the same [91]. Carbon based materials have become the largely used in various electrolytes as

Figure 1 .

 1 Figure 1.11 Charging mechanisms for carbon pores initially filled with electrolyte.

2 .

 2 Starting from 0-D to 3-D, various carbon materials provide unique features which are beneficial as electrode materials for supercapacitors. Carbon-onions prepared via high-temperature treatments have a surface area of approximately 500-600 m 2 g -1 which has made it useful for supercapacitors [102]. The 1-D carbon nanotubes (CNTs) have also garnered a fair share of limelight by virtue of its high surface area surpassing the thousand mark. It has been doped, modified, and used

Figure 1 .

 1 13 [119, 120]. The electronic structure of graphene is such that the first Brillouin zone has two inequivalent Dirac points (K and K´, as it has two atoms per unit cell) causing a band crossing leading to a zero gap semiconductor in case of monolayer graphene as shown in Figure 1.13(a). Bilayer AB (Bernal stacked) graphene are known to show parabolic - * crossing (shown in Figure 1.13 (b)) without noticeable presence of Dirac fermions which can be further controlled by an external electric field[121]. However, for trilayer graphene, the Dirac fermions are back. The band structure of trilayer seems to be an overlap between monolayer and bilayer depicted in Figure1.13 (c). For higher layers of graphene, the band structure becomes more and more complicated with a constant presence of fermions having odd number of layers stacked together. These unique characteristics of Graphene electronic band structure also gives rise to ambipolar electric field effect and quantum hall effect[109,113].

Figure 1 .

 1 Figure 1.13 DFT based 3D band structures and corresponding projections for, a) graphene, b) bilayer graphene, c) few-layer graphene, d) graphite. The AB stacking is considered and fermi levels has been set to zero [119].

Figure 1 .

 1 Figure 1.14 SEM and optical images of different kinds of Graphene based materials.

Figure 1 . 15 .

 115 Besidesexfoliation, there are various other processes being utilized for FLG synthesis and structural modification. A deeper insight into the synthesis methods of FLG based materials is discussed below.

Figure 1 .

 1 Figure 1.16 Perfect and defective graphene clusters. (a) Perfect graphene cluster, (b) Stone-Wales defect, (c) single vacancy, (d) double vacancy, (e) edge defect with pentagon ring at zigzag edge, octagon and fused pentagon carbon rings line [203].

Figure 1 .

 1 Figure 1.17 Schematic illustration of the described "power-to-X" technologies: (A) Power-to-Gas; (B) Power-to-Liquid; (C) Power-to-Ammonia; (D) All-electrochemical synthesis

[ 217 ,

 217 [START_REF] Kelly | Advances in Hydrogen Production, Storage and Distribution[END_REF][START_REF] Buttler | [END_REF]. The generated hydrogen can be used as fuel cells, for automotive transport, stored in tanks and for synthesis of natural gas. Hydrogen economy has seen an upliftment in the recent decade in the fields of transportation and domestic purposes[222].

Figure 1 .

 1 Figure 1.18 Energy Distribution System Based on PtG Technology wherein energy from green sources are utilized to synthesize H2 which can be directly used or for synthesis of CH4.

Figure 1 .

 1 Figure 1.19 Processes for methanationCatalytic methanation on the other hand is a matured process known since 1902[226]. But it was not until the oil crisis in 1970s that researchers took larger interest in this. NASA is using this reaction for Mars colonization[227]. It is thermodynamically faster compared to other reactions for formation of hydrocarbons or alcohols[228]. In the methanation process, as shown below in Table1.3, there are possibilities of various side-reactions that affect the main

  conditions. The methanation of CO2 is normally considered to follow one of the two mechanisms (associative or dissociative) as shown in Figure1.20 [229]. The associative mechanism suggests that CO2 first forms oxygenated intermediates by adsorption with Had adatom followed by subsequent hydrogenation to CH4. Contrarily, the dissociative mechanism suggests that CO2 is first dissociated to (COad) and (Oad) adatoms followed by hydrogenation of carbonyl to CH4.

Figure 1 .Figure 1 .

 11 Figure 1.20 CO 2 conversion mechanism, a) associative, b) dissociative

Figure 1 .

 1 Figure 1.21 Snippet of PeriodicTable with methanation active materials highlighted in grey.[232]

  to be [233]: Activity: Ru > Ir > Rh > Ni > Co > Os > Pt > Fe > Mo > Pd > Ag But, the above comparison did not consider the metallic surface area which gave rose to a new order of 'specific' activity and selectivity as [234]: Specific Activity: Ru > Fe > Ni > Co > Rh > Pd > Pt > Ir Selectivity: Pd > Pt > Ir > Ni > Rh > Co > Fe > Ru It has been further reorganized to identify the most important methanation catalysts as [235]: Specific Activity: Ru > Fe > Ni > Co > Mo Selectivity: Ni > Co > Fe > RuThe active phases of this metals are generally supported on various oxides like, Al2O3, CeO2, ZrO2, and carbon based materials like, SiC, CNT, FLG [231,[236][237][238][239]. Herein, the most active and most selective metal (i.e., Ru and Ni respectively) for methanation will be discussed along with suitable supports.

  Ruthenium tops Nickelin COx methanation, especially in low temperatures, where Ni is considered to undergo deactivation because of sintering, carbon formation, interaction of Ni particles with CO, and formation of Ni subcarbonyls[245,246]. A DFT study suggests that carbon monoxide is easily activated for chemisorption and dissociation on a high-coordination of Ru atoms (111) in terrace environments[247]. Bimetallic Ru/Ni catalyst has recently been used for ultra-low temperature syngas to methane conversion at around -7 o C[248]. It has been predicted that the segregation of Ru on the Ru-Ni/γ-Al2O3 composite can provide more active Ru sites with higher sulphur tolerance[249]. Thus it can be used as an additive also for Ni based systems for methanation reactions[250]. Ru has also been used with Co to form bimetallic Ru-Co catalyst[251]. Such catalyst showed that the yield of CH4 was enhanced by the formation of Ru-Co bimetallic film. It was compared to pure Co and Ru/SiO2 catalysts in temperature range of 200-340 o C indicating that the active phase was indeed the bimetallic film and not the pure metallic phases separately[251]. The addition of yttrium to Ru-based catalysts have a twofold benefit. It increases the active surface area and dispersion of Ru particles for CO2

  COad indicating the formation of carbonyl intermediate. A simultaneous observation of slow formation of formate bands during isotope exchange stipulates lesser chance of formation of formate intermediates. The detailed mechanism is shown in Figure 1.22.

Figure 1 .

 1 Figure 1.22 Ru based methanation mechanism, (a)CO2 dissociated to COad and Oad on Ru sites. COad then evolved to methane in an associative way, (b): Surface formate species accumulated rather than hydrogenated to CH4. [229] 1.2.3.2 Nickel-based Metal Catalysts Nickel is one of the most common element that is being used for CO2 methanation because of low cost (compared to noble metals), easy availability, good activity and high selectivity for methane. It is largely used with other metals, oxide supports and promoters for enhancement of activity and selectivity [236, 257]. Co is one of the most utilised metal for synthesis of bimetallic catalysts with Nickel [258-262]. Usage of Co-Ni bimetallic catalyst over Al2O3 substrate can help generate metal-support interactions to avoid the thermal sintering of the metal active centres along with maintaining the pore volumes even after 700 o C calcination [258]. Kinetic study of the synergistic effects in the bimetallic Co-Ni catalyst approves that the activation energy for methanation can be decreased with optimized metal ratio (around 20% of Co compared to Ni). During methanation, the Al 2 O 3 support matrix has been found to stabilize the nanoparticles by the confinement effect. The advantageous properties of Co are

40 CO2

 40 contact with ODF followed by penetration of oxygen to the ODF lattice. Carbon on the other hand gets deposited on the ferrite surface and then reacts with H2 to form CH4 with 86% yield at around 200-300 o C. The UNFs are about 1.5-6 times (depending on GHSV) more competent that the Nickel ferrites for methanation. A combined study of various metals, 'M', with Ni for forming a Ni-M/Al2O3 one-pot sol-gel synthesized catalyst for methanation has proved that Fe is better than Zr, La, Cu for enhancing the activity towards methanation[264]. The inclusion of Fe indicated shift in the reduction temperature of NiO species and also helps in making it more resistant to sintering. Ferrites and bimetallic Ni-Fe catalysts have garnered recent attention for their usability in magnetic induction based CO2 methanation also[266,267].Bimetallic Fe-Ni nano-objects have been used both as good heating agents (requiring low magnetic field amplitudes) and high conversion catalyst. An additional Nickel surface layer giving rise to Fe30Ni70@Ni nanoparticles have been able to achieve 100% conversion and 100% selectivity[266]. A complete shift from Ni to Fe has been thought upon but lacks feasibility as most studies indicate the need of high dispersion with additional pressured atmosphere for methanation driven reaction product. If not, the Fischer-Tropsch mediated C-C coupling reactions become predominant [265]. La2O3 is another candidate for decreasing the methanation starting temperature for Ni/SiC systems from 200 o C to 150 o C [268]. The Ni-La/SiC has higher stability than Ni/SiC and has restrained growth of NiO NPs. La changes the electronic environment around Ni atoms thereby facilitating easier activation of sites for CO2 methanation. One of the most important factors that drive CO 2 methanation via Nickel is the kind of support on which the NPs are placed and how they behave with the heating environment. The dispersion of metal NPs and their stability depends largely on the surface and textural properties whereas the activity and selectivity depends on the surface reducibility and metalsupport interactions [230, 236]. The study of such active phase carriers or supports are highly essential as they also avoid sintering of metal NPs by confinement effect [258]. A recent study has provided an order of activity based on CH4 yield for Ni over various metal oxides support as Ni/Y2O3 > Ni/Sm2O3 > Ni/ZrO2 > Ni/CeO2 > Ni/Al2O3 > Ni/La2O3 [269]. In this study, the Chapter 1 conversion increased rapidly from 225-250 o C reaching a maximum at around 300 o C. The study emphasized on the fact that moderate basic sites are advantageous for CO2 methanation. The in-situ studies revealed that Al2O3 based catalyst tends to for CO intermediate whereas La2O3 only formed carbonates. Contrarily, in the case of Ni/Y2O3 the carbonates were converted to formate species which were later decomposed because of the H2 atmosphere during methanation. This swift decomposition of formate species is predicted to be the precedent for such high activity of Y2O3 support. Similar results for Ni/CeO2 has also been confirmed when compared to another set of oxides as: Ni/CeO2 > Ni/α-Al2O3 > Ni/TiO2 > Ni/MgO [270]. The study indicated CeO2 supports larger surface absorption of CO2 which improves its performance. CeO2 is also a good catalyst for low temperature methanation at 150-200 o C but the investigation utilises larger molar ratio of Hydrogen which doesn't seem cost effective for industrial level scale up [271]. Besides, larger H2 content in the reaction atmosphere also changes the dynamics of the reaction such as generation of local hotspots and easier reduction of intermediate species than under normal conditions prescribed. The mechanism for methanation on Ni based catalyst has been studied via in-situ FTIR on a Ceria-Zirconia support as shown in Figure 1.23 [272]. It showed that carbonate (CO3) was formed on the support which with increase in temperature gets converted to bicarbonate (HCO3) which subsequently dehydrates to formate (HCOO) giving rise to CH4 as the final product (Figure 1.23, A).

Figure 1 .

 1 Figure 1.23 Methanation mechanism of Ni NPs supported on Ceria-Zircona On the other hand, the carbonyl (CO) formed on the Ni by initial docking on Ce 3+ sites remains stable and is removed as product (Figure 1.23, B). Interestingly, the Ni/ZrO2 interactions beg to differ from the earlier concepts. The vibrational bands obtained for Ni/ZrO2 showed negligible presence of carbonyl species [273]. Rather, both Ni and ZrO2 showed the carbonate and bicarbonate formation indicating bi-functionality of metal and support towards CO 2 methanation. The metal sites were considered to be the H2 reservoir whereas the support stabilized CO2. Another important support which have shown promising results for nickel

Figure 1 .

 1 Figure 1.24 Methanation mechanism on MSN substrate having metal NPs[275].Besides the support, the loading amount of Nickel plays a crucial role for hydrogenation of CO2[276][277][278]. A study on Ni/Al2O3 explains that the Ni metal active sites for CO2 hydrogenation can be formed in-situ if the loading is high whereas it needs to be pre-reduced in case of lower dosage[279]. The effect of increase in loading was already reflected at small dosages. The reaction activity for loading in the range of 1-10% Ni on MSN followed the trend: 10Ni/MSN ≈ 5Ni/MSN > 3Ni/MSN > 1Ni/MSN[276]. It also confirmed that presence of very small Ni particles facilitates high selectivity towards methane compared to CO. The
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 280 . Contrary to the idea of lower Ni loading providing a better methanation selectivity, the Ni-Al catalyst showed high conversion and near 100% selectivity arising out of nanoscale Ni crystallites formed over NiO-alumina by partial reduction. This sums up the idea that the change in reactivity is not based on just Ni loading but also depends on the corresponding interaction with the support.Last but not the least is the influence of the preparation method of the Ni NPs that affect the reactivity towards methanation. Varied SSA attributed CeO2 have been studied with fixed loading of Ni but different dispersions prepared via wetness impregnation [271]. CeO2 sample with highest SSA showed the best dispersion and performance. Near 75% metal loading on another set of catalyst NiaCe1-aOx (0.3 ≤ a ≤ 0.9) prepared via co-precipitation had same crystallite size of Ni as that 10% Ni/CeO2 prepared via impregnation. These results back the idea that part high reduction temperature was required as part of the nickel was involved in synthesis of the complex composite support for Ni NPs. NiO/SBA-15 of low metal loading has been also reported to show difference in dispersion when prepared via solvent impregnation (SI) versus simple heat treatment (HT)[281]. There were no specific changes in dispersion with a high Ni loading though. The method of preparation also influenced the temperature for attaining maximum conversion. All loadings of Ni on SBA-15 prepared via

  NPs. The same loading of metal and promoter was also done onto an γ-Al2O3 support which yielded with lower reactivity of about 64.5% conversion and 97.4% selectivity for the same test conditions. The tubular nature of the CNTs were particularly helpful in implementation of confinement effect as the metal NPs inside the tubes retained the size after an 100h stability test whereas the NPs outside showed minor growth. The majority of the metal-CNT interactions arises from the defects and the dangling bonds associated with them. Some of the types of defects associated generally with the CNTs are shown in Figure1.25 [287]. The isolate pentagon give rise to cone structure whereas the heptagon whereas a heptagon leads to a horn. A 5|7 hole in the CNT changes the chirality to (9,0) whereas similar hole with different orientation as shown in the figure leads to (9,1) chirality. Such vacancy defects facilitate introduction of heteroatoms of nitrogen and oxygen which aid to the metal interaction with CNT. Ni loaded on nitrogen doped CNTs have shown promising CO2 methanation activity of about 75% conversion with 95% selectivity[288]. Such N-CNTs are known to provide preferential Ni binding sites along with stabilization against coke formation. Ni supported on oxygen functionalized CNTs shows anomalous metal-support interaction mode wherein higher temperature leads the weaker interaction[284]. It has been reported that such behaviour arises due to the presence of the surface oxygen groups (SOGs) on the CNTs.

Figure 1 .

 1 Figure 1.25 Different types of defects observed in CNTs: a)isolated pentagon, b) isolated heptagon, c) a 5|7 hole along the tube, d) ) a 5|7 hole of different orientation [287]. Higher calcination temperatures causes removal of such SOGs which then further lead to detachments of flat Ni particles from CNTs leading to formation of larger spheres via geometric effect. The flat Ni NPs were not accessible from both sides as that would have a large amount of active surface. Therefore, spheres provided better reactivity. Ni-ZrO2

Figure 1 .

 1 Figure 1.26 Schematic diagram of various types of CNFs, a) hollow-center herring bone, b) solid core herring bone, c) ribbons, d) stacked-cup, e) platelets Graphene has been intercalated onto Ni foam via combined CVD and plasma treatment process to form a support that can be loaded with Ni active sites having high dispersion and stability. This catalyst has been able to obtain CH4 conversion of 83% at a higher temperature of 470 o C [291]. The utilization of graphene in the catalyst brings around a

Figure 1 .

 1 Figure 1.27 Schematics of energy loss from renewable sources till it reaches power supply systemAdiabatic fixed bed reactors are one the oldest and most utilized reactor designs that has been employed for CO2 methanation. The usual setup includes a series of reactors with intermediate cooling or gas circulation for controlling the temperature of the exit gas[295].

Figure 1 .

 1 Figure 1.28 Structured micro-reactor setup [217]. Structured reactors are a developing alternative that overcomes the issue concerning development of hotspots and pressure drops found in adiabatic fixed-bed reactors. Monolith reactors based on this are designed with internal metallic structure that improves the radial heat transport by two to three orders of magnitude compared to other systems [217]. Microstructured reactor as shown in Figure 1.28 are one of the best examples of this concept which
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  KVc. Such paramagnetic particles generate heat via two distinct relaxation mechanism, Néel relaxation and Brownian relaxation as shown in Figure 1.30.

Figure 1 .

 1 Figure 1.30 Different Types of relaxation losses Néel relaxation refers to the change in the direction of magnetic spin moment as a result of applied magnetic field as shown in Figure 1.30 [310]. It requires to overcome the magnetic anisotropy energy barrier which depends on the intrinsic properties of the material

Figure 1 .

 1 Figure 1.31 a) Schematic of Induction Heating based CNT synthesis, b) Temperature estimation

Figure 1 . 31 .

 131 It has enabled to obtain vertically obtained carbon nanotubes of high growth rate of about 200 μm min -1 [315].

Figure 1 .

 1 Figure 1.32 a) IH setup. (b) SEM image of as-grown monolayer graphene on copper foil substrate (Scale bar is 3 μm). (c) Raman spectrum of Graphene sheets. Insets are photograph and optical microscopic image (scale bar is 20 μm) of transferred graphene on a SiO2/Si substrate.(d-f) Raman mapping of transferred graphene film with different intensity band ratios( Scale bars are 6 μm) [323]

Figure 1 .

 1 32 (b,c) shows the graphene film formed by IH with Cu metal steps and the typical Raman spectra for monolayer graphene. The Raman mapping in Figure 1.32 (df) shows low ID/IG ratio and high I2D/IG ratio which is indicative of high quality monolayer graphene film.

Figure 1 .

 1 Figure 1.33 SEM images of graphene domains grown on Cu at different growth temperatures and times. Scale bar: 10 μm; inset scale bar: 500 nm [323]
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 1134 They were further mixed with Ni/Ni/SiRAlOx to obtain CFO/Ni/S and CFO@FO2/Ni/S catalytic systems which provide about 95% conversion without any signs of sintering at temperatures ranging 400-440 o C as shown in Figure The thickness of the shell has been found to influence the heating power of the material at various magnetic field intensities. A recent report indicates that a highly Ni loaded γ-alumina can be used in the IH setup for a low temperature methanation at about 210 o C with a conversion of 95% at a GHSV of 20,000 mL g -1 h -1 [327] Ni has been used on oxidised carbon-felt disks (OCF) to obtain 74% conversion and 97% selectivity at 320 o C[327]. OCF is found to be a good susceptor material for inductive heating setup. The carbon supports for methanation reactions have been scarcely studied although they possess high heat conductivity and are well suited for induction. Thus it indicates that further investigations for carbon based materials is needed for finding more cost effective and high heat capacity supports which require lower metal loading to achieve higher catalytic activity and selectivity.

Figure 1 .

 1 Figure 1.34 Percentage of CO2 conversion, CH4 and CO yields, and CH4 selectivity as a function of μ0 Hrms for, a) CFO/Ni/S and, b) CFO@FO2/Ni/S systems. Sketches in blue and in blue-brown represent the single Co0.6Fe2.4O4 phase and the core-shell Co0.6Fe2.4O4@ Fe3O4 cuboctahedron employed for the heating, respectively. Dashed lines indicate the 95 % level [267].

Chapter 2 Chapter 3

 23 summarizes the synthesis of aligned few-layer-graphene based materials which can be used for supercapacitor applications. The goal has been to improve the intrinsic capacitance by modification of the synthesis parameters so as to reach the maximum capacitance of graphene envisaged earlier. Further, the textural and electrochemical properties have been fully investigated and discussed. The contribution of pseudocapacitance and electrical double layer capacitance has been found out theoretically to better understand the synthesized materials. emphasizes on utilisation of few-layer-graphene for synthesis of flat Fe NPs which can be used for catalytic applications. It discusses two main approaches for the formation of flat Fe-NPs (with increased aspect ratio) over FLG.. Chapter 4 deals with the effect of growth parameters of CNFs grown on few-layer-graphene to be used as a prospective support for methanation based on inductive heating technology. It discusses the efficiency of these composites in Inductive Heating and Joule Heating setup.

  with simultaneous vortex formation by stirring and sonication giving rise to FLG solutions of concentrations 45 g L -1 with FLG flake size in the range of several microns. The earlier studies made use of hHLB systems for exfoliation of graphite to obtain graphene but it has not yet been explored to be utilised in a much larger ratio compared to FLG to form an all-carbon composite. Thus the existing exfoliation method is modified further as shown in Figure 2.1 in order to obtain FLG based nanocomposites for supercapacitors.

Figure 2 . 1

 21 Figure 2.1 Synthesis schematic: HLB stirring EG addition with sonication & stirring Drying Carbonization

  introduced into the composite by treatment under O2 and NH3 respectively. The concentration and type of hHLB precursor influences the strength and ability to withstand the alignment obtained during the drying and the type of amorphous carbon network formed between the FLG flakes after carbonisation. Besides, it also steers the porosity of the materials which plays an important role in tuning the capacitance. This helps produce graphene of high density which ultimately gives rise to high volumetric capacitance which is uncommon for supercapacitance from all-carbon based materials.

Figure 2 . 2 BET

 22 Figure 2.2 BET Isotherm plots and I-V characteristics of FLG-C samples under the freeze drying(FD) and oven drying(OD). Before considering the choice of precursors and optimizing their ratios, it was imperative to first fix up the post-synthesis parameters. Therefore, initially FLG based samples were synthesized with BSA which was converted to mostly amorphous carbon structures, indicated as FLG/C composites. FLG/C-FD refers to freeze-dried sample whereas FLG/C-OD refers to the oven-dried sample. Both samples used for this optimization were treated under 600 o C NH 3 for 2 hours in a quartz furnace. The use of freeze-drying over conventional oven drying was found to be noticeably advantageous in terms of preserving the network and edgeaccess. The use of freeze-drying improved the surface area of the materials, typically from 64 m 2 g -1 to 105 m 2 g -1 for the studied FLG/C sample as shown in Figure 2.2 (a). Freeze-drying helps maintain the porosity. The relatively low surface area of the FLG samples is attributed to the - stacking during the degassing process and the non-rigidity of the samples. The disjointed nature of the BET isotherms can be attributed to the slit pores developed in the materials.A detailed discussion about the same and the ultramicroporosity of these materials have been presented for the best samples in the later sections. Further, the effect of these

Figure 2 . 3 .

 23 for electrochemical charge storage. The FLG-C samples have been denoted with the type of gas used and their temperature of treatment alongside in the electrochemical measurements presented in NH3 and Ar were initially used at different temperatures to identify the suitable temperature as shown in Figure 2.3 (a). The study revealed that gas treatment at 600 o C was most beneficial for improved capacitance. Tests were also done at 800 o C which resulted in a capacitance similar to 400 o C-NH 3 possibly because of loss of carbon by burning and destruction of the porous network. But low temperature inactivity arises mostly due to the lack on conversion of the hHLB precursor materials giving rise to interactions with electrolyte as well as deformity of pores. A constant 2h treatment at 600 o C makes sure the conversion of non-FLG precursors to amorphous carbon with sustained intra-carbon interaction preserves the edge access of the FLG sheets and improves the porosity of the composite.

Figure 2 . 3 I

 23 Figure 2.3 I-V characteristics of FLG/C samples under different gas and temperature conditions.

Figure 2 . 3 ( 2 . 4 .

 2324 b) shows that NH3 improves the capacitance the most compared to Ar and N2 treated samples which can be attributed to the increase in the percentage of pyrollic and pyridinic N-groups which are known to enhance the pseudocapacitance[4]. Such N-groups aid the charge density on graphene surface and facilitate proton exchange under acidic conditions.With confirmed drying and gas treatment, the next step was to identify the best initial hHLB precursor(s) which resulted in various new material composites structuration although the base was FLG as shown in Figure Tannic acid was also studied for exfoliation and composite formation. The composites presented were all treated with NH3 at 600 o C. The SEM images of FLG exfoliated in a mixture of hemoglobine and tannic acid gives rise to fibril like structures unlike others which form particle type structure in-between and on the surface of the graphene flakes (Figure2.4 (a,d)). The fibrillar morphology are generally produced by conversion of some soluble proteins to insoluble forms upon external heat treatment[5]. Such fibril morphology also gives rise to larger diameter channels which increases the amount of wet weight in the active composite volume without formation of double-layer capacitance.

Figure 2 . 4

 24 Figure 2.4 SEM images reflecting the structuration obtained from various HLB systems with initial EG:HLB ration of 0.5:4; A) FLG-Haemoglobin, B) FLG-Agar-Agar, C) FLG-Bovine Serum Albumin, D) FLG-Tannic Acid, E) FLG-Maltodextrin (Scale: 10 μm).

  need in global usage of advanced technological devices aiding to human life in various fields has initiated in search for alternative renewable energy production, such as electricity, which in turn has created a surge in research of energy storage systems. The latter ones are traditionally based on batteries or capacitors, while the most recent development concerns the supercapacitors, the systems that hopefully can bridge the gap between relatively expensive and short-life time batteries and capacitors. Supercapacitors are known to work on two-different mechanisms, i) electrical double layer capacitance (EDLC, DL) relating to ion adsorption on high surface area, porous surfaces and, ii) pseudocapacitance (Ps) via slower chemical reversible faradic reactions. The major stepping stones in supercapacitor electrodes developments are carbon based materials including weakly graphitized activated carbon and graphitic carbons (graphene, carbon nanotubes/nanofibers), in which the Ps contribution from redox reactions is usually not negligible especially in activated and/or functionalized carbons

  FLG, inducing interesting FLG-C compact arrangement, also facilitating vertical alignment, and nanoporosity. The electrochemical measurements are performed in three-electrode system in 0.5M H2SO4 electrolyte. The DL and Ps capacities contributions as well as electrochemical performancestructure relation are investigated.

  Expanded Graphite (EG) was purchased from Carbon Lorraine company , Bovine Serum Albumin (A) and Maltodextrin(M) were purchased from Sigma-Aldrich and MyProtein company respectively.

Figure 2 . 5

 25 Figure 2.5 Exemplary TGA curves of two FLG/A/M composites after carbonization, b,c) the exemplary XPS C1s and N1s spectra of FLG/A/M: 1.4/1 before and after carbonization under NH3 and Ar, d) Table2containing the % of C, N, O elements according to XPS and/or elementary analysis*, e) deconvoluted N1s spectrum of FLG/A: 1/2 , f) % contribution of N-containing groups (blue-pyridinic; red-pyrolic; green-quaternary; purple-N-X) in different composites (C1-FLG/A:1/2; C2-FLG/A/M:1/1.6; C3-FLG/A/M:1/1.2; C4-FLG/A/M:1.4/1; C5-FLG/A/M:1.4/1-Ar).

2 . 5

 25 of the thermal decomposition of hHLB into C in the composites are performed under NH3 at 600°C and are called simply carbonization, however it entails N-doping as well and the formation of new N-type groups can be observed by XPS spectroscopy. For the reason of comparison few selected composites are subjected to carbonization under Ar or temperatures lower then 600°C. The exemplary C1s and N1s XPS spectra of FLG/A/M: 1/3/1 before and after carbonization in Ar and NH3 are presented in Figure 2.5 b and c respectively. Table in Figure illustrates the relative % of C, N and O obtained from XPS and elemental analysis for selected samples. As one can see the C1s spectra (Figure 2.5 (b)) change totally after carbonization from the sp 3 C and sp 3 C-heteroatoms rich-signature at higher binding energy (BE) values related to the presence of hHLB(A/M) into sp 2 C rich-signature at  284.5 eV from FLG. The significant modification of N1s spectra after carbonization (Figure 2.5 (c)) includes a disappearance of the N-peaks from albumin (essentially amide groups) at higher BE and appearance of new peaks at lower BE from newly formed groups. A deconvolution of N1s spectra, exemplary from FLG/A: 1/2, Figure 2.5 (e), indicates the presence of four type of peaks attributed to the pyridinic-N at 398.4 eV, pyrrolic/pyridone-N at 400.3 eV, quaternary-N at 401.5 eV and N-oxide (N-X) at 403.3 eV [51]. The Figure 2.5 (f) illustrates the % contribution of the N-containing groups in the most important samples and the one carbonized

  The morphological investigation by TEM micrography of carbonized FLG/C composites reveals that obtained FLG flakes have few microns' lateral size and 5-10 number of sheets, in average (Figure2.6 a, b). In the carbon layer adsorbed over FLG surface the mesopores of c.a. 10-15 nm can be locally observed (Figure 2.6 c). This carbon derived from hHLB covers the surface of FLG flakes and at some extend links FLG flakes (Figure 2.6 d).

Figure 2 . 6

 26 Figure 2.6 Representative TEM and SEM micrographs of FLG/C composites: a) few microns size FLG flakes, b) edge of FLG flakes containing 8 sheets, c) FLG surface covered by C with some mesopores, d) FLG-C composite after carbonization, e) FLG/A/M composite (before carbonization) with visible hHLB spheres.

Figure 2 . 7 (

 27 a,b) are SEM micrographs of FLG/A: 0.5/4 after freeze-drying. The degree of alignment increases with A content and is almost absent in FLG/A/M: 1/1.2 (in. 1/1/3). On the contrary, the samples containing higher excess of maltodextrin demonstrates optically more typical porous, foam like structure. (This difference can already be observed in separately carbonized A and M alone, optical photos, (Figure SI 2.1 a-c ). The vertically aligned FLG flakes in FLG/A (0.5/4) (Figure 2.7 a,b) form locally the hexagonal network in the horizontal plane (Figure 2.7 b).

Figure 2 . 7 (

 27 d, e): side view and Figure 2.7 (f): top view (locally, small extra part of less dense FLG/C splits out of the aligned patterns of Figure SI 2.1(d)). In the in-set of Figure 2.7 (f) in top-view, we can see some edges of the protruding FLG flakes. Such arrangement can be substantiated by a diffusion limited aggregation (DLA), the process occurring during the solvent evaporation. Such evaporation-induced aggregation are either unwanted in colloidal science or it brings interesting structures and e.g. in the case of FLG, the flat conductive fractal-like networks assemblies were obtained through DLA [51]. Several factors play a role in how DLA process runs and what kind of arrangement comes out and deeper studies are necessary to describe with certitude herein assembling process (are undergoing).

Figure 2 . 7

 27 Figure 2.7 The representative SEM micrographs of FLG/A composite: a and b) before carbonization (side and top view), c) side view of FLG/C (FLG/A after carbonization, a.c.)), d and e) side-view of FLG/C (FLG/A a.c.) electrode, f) top-view of FLG/C (FLG/A a.c.) electrode.Table 3 inFigure 2.8 groups the values of specific surface area SBET and Smicr. contribution from micropores obtained by T-plot extrapolation, for the most important selected composites.

Figure 2 .

 2 Figure 2.8. a) Table3containing the total SBET and contribution of micropores SBET, b). exemplary isotherms, c) pore size distribution curves, inset: mesoporous region, d) isotherm from CO2 uptakewith obtained SBET and S micro , as well as DFT pore size distribution, for FLG/A:/1/2.
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 2 
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 2 Figure 2.9 a) CV curves of FLG/A/(M) composites at 20 mV/s, b) GCD curves of FLG/A/(M) composites at 1 A/g, c) a graph combining obtained specific gravimetric capacitance values, CGCD at different current densities, d) stability test for FLG/A composite at 20 A/g.The electrochemical performance of FLG/C composites were measured in 0.5M H2SO4 aqueous electrolyte in three electrode set-up and at a potential window of 1.1 V. Figure

Figure 2 .

 2 Figure 2.10 a-c) CV and d-i) GCD curves of FLG/A:1/2, FLG/A/M:1/1.6, FLG/A/M:1/2.3 at different potential sweeps.

Figure 2 .

 2 11 (a, b). The corresponding CT and CPs values are next obtained by dividing qT and qDL by the potential window (1.1V), while qPs and/or CPs can be consequently achieved by differencing corresponding T and DL values.

  The estimated CPs varies from 68 to 87%. They are quite high even if taking into account the fact that most of the composites has significant amount of C. If we look however the CV curves as a function of potential sweep, Figure2.11 (a-c), we clearly find evolution of CPs contribution with increasing of V sweep, especially for FLG/A/M:1/2.3, the sample with the initial excess of M. Considering a CDL contribution, the estimated values do not follow obtained SBET or Smicro area. We assign this behavior to different edges exposure of FLG sheets, which differs more due to the composites' architecture and not to the edges content.Consequently, despite relatively low SBET, the best samples show high CDL contribution, since it origins from the easily accessible aligned flakes with exposed edges but also inter-flakes slit ultramicropores.

Figure 2 .

 2 Figure 2.11 Estimations of DL/Ps capacitance contribution: a) dependence of q -1 vs.  1/2 , b) dependence of q vs.  --1/2 ; c) table 4 regrouping the maximum total C from CV and DL, Ps contributions (CT, CDL, CPs, CPs/CT, CDL/CT), capacitance from GCD (CGCD), voltametric C (CCV), packing density (d) and volumetric capacitance (Cvol); d and e) mass and volume normalized Ragone plots.

FLG/C composites

  with different FLG/C ratio were prepared by direct exfoliation of graphite in water, followed by carbonization-N-doping treatment, where C were initially albumin or albumin/maltodextrin. The DL and Ps capacitance contribution are estimated for the composites. Despite very low specific surface area SBET, high capacities are obtained for FLG/A/(M) with general ratio of 0.5/4, i.e. FLG/A/M: 0.5/3/1, FLG/A/M: 0.5/1/3 and the best one for FLG/A: 0.5/4. The later one exhibits the gravimetric and volumetric capacity of 322 F/g and 467 F/ cm 3 at 0.5 A/g respectively and shows superior stability at high current density. The great performances obtained for few composites are the result of their unique architecture; first, a presence of nanopores; second, a vertical alignment of FLG-C flakes was obtained in the composites with albumin or albumin excess composites. The vertically aligned FLG/C brings great edges exposure increasing efficient electrochemical surface. Most of the composites have also high to very high packing density, what entails non-negligible volumetric capacitances. The charge and ionic transport limitations are present at scan rates above 100 mV/s especially for the samples with high C content and Smicro area.

  template for tailoring of Fe-based NPs into 2D geometry platelets at reductive and annealing conditions. We use two different hybrids and heating modes for this purpose. The first mode is used for synthesis of spherical FLG-FexOy-1 (Figure SI 3.1 (a)), wherein Fe3-xO4 NPs synthesized by solvothermal method are supported on FLG obtained by surfactant assisted liquid exfoliation method from expanded graphite [14]. The NPs quite rapidly evolve with time into iron (II) oxide. This system is subjected to the hydrogen flow under "standard" heating mode. The second mode involves deposition of iron oxide NPs by wetness impregnation method over FLG obtained by mechanical ablation of graphite [15] (Figure SI 3.1 (b)). They are further subjected to microwaves heating in liquid ammonia.

  min. All was next cooled to r.t. under Ar flow. XPS analyses were performed with a MULTILAB 2000 (THERMO) spectrometer equipped with Al K anode (hν= 1486.6 eV). For deconvolution of spectra the CASA XPS program with a Gaussian-Lorentzian mix function and Shirley background subtraction was employed.

Figure 3

 3 Figure 3.1.

Figure 3 .

 3 Figure 3.1 a-e) TEM micrographs with different magnifications of flattened iron oxide NPs over FLG(after annealing at 800°C under H2/Ar (FLG-FexOy-1), f) AFM image and profile of (FLG-FexOy-1) system.

Figure 3 . 1

 31 (f) shows an AFM image and topography profile of obtained flat Febased rods. The analysis of several profiles reveal that the ratio between the length of the rods and their thickness is around 10, e.g. 70 : 7 nm according to the presented AFM analysis. The TGA analysis confirms the removal and higher graphitization degree of FLG after annealing treatment, the shift of the main combustion temperature is significant, Figure 3.2 (a). Likewise, the initial drop in weight of the sample before annealing is linked first to the loss of oleate/triton residue (few percent) and next to the oxidation of defected carbon which is significantly facilitated by the presence of iron oxide-oxidation catalyst. There is no significant change in contribution of oxygen containing groups' in the sample before and after the annealing according to the deconvoluted XPS C1s spectra, Figure 3.2 (b), but the overall atomic percentage of O decreases after the annealing from c.a. 7 to 4 %.

Figure 3 .

 3 Figure 3.2 a) TGA curves of iron oxide/FLG before and after annealing at 800°C under H2/Ar, (b, c) corresponding XPS C1s and Fe 2p spectra.

Figure 3 .

 3 Figure 3.3 a, b) SEM micrographs and, c-f) TEM micrographs of iron oxide hexagonal platelets over FLG (FLG-FexOy-2).

Figure SI 3. 1 (Figure 3 . 3 .

 133 b, c) shows TEM and SEM micrographs of the initial materials. Since in the starting material after reductive decomposition of iron precursor at 350°C, a tendency to form metal islands rather than spherical particles is already observed, after microwaves irradiation the thin very well shaped polygon platelets, mostly hexagons are formed, The flat hexagons have an average size of 60 nm, but smaller, c.a. 35 nm platelets could be also rarely observed by TEM (Figure SI 3.1). The analysis of the interplane lattice spacing confirms the iron oxide spinel structure (Figure 3.3 (f)) and the iron oxide (III) phase is confirmed by XPS analysis (Figure 3.4 (a)). Similarly to the previous sample, there are no significant changes in the type of oxygenated groups (Figure 3.4 (b)), while much higher graphitization degree of FLG can be observed after µ-wave treatment from the clear shift of combustion temperature in TGA curve, Figure 3.4 (c). The latter has also the reflection in Raman spectra: ID/IG ratio decreases from 0.21 to 0.18, where D peak (~1347 cm -1 ) and G peak (~1581 cm -1 ) are vibration signatures of "defected" and highly graphic carbon, respectively, (Figure 3.4 (d)). Apart from hexagonal platelets the second elongated form of iron oxide NPs, sticks, can be observed, Figure SI 3.1 (d). Their presence could be possibly attributed to the formation at the (FL)G sheets' edges, without significant interactions with graphitic terraces' surface. Such situations could be attributed to the multi-step structure defined by us earlier for the used here (FL)G and the presence of short terraces [9]. It cannot be however excluded that the sticks are not also an issue of the scrolled thin platelets; their length corresponds to the lateral size of the hexagons (Figure SI 3.1 (e, f)).

Figure 3 .

 3 Figure 3.4 a, b) Fe 2p and C1s XPS spectra of iron oxide over FLG before and after µ-waves treatment, c, d) corresponding TGA and Raman spectra.

  but demonstrate significant attractive (or the balance between attractive and repulsive) interactions with the support surface thereby ensuring homogenous distribution of the crystals. The titling of the Fe-based NPs from the (FL)G surface is an important advantage since not only one but two flat surfaces of NPs are accessible for their future potential applications. The weak interactions between Fe-based NPs and FLG are also indirectly confirmed through the results obtained from the CVD synthesis of carbon nanofibers (CNF) on the FexOy-FLG-1 sample.

Figure 3 . 5

 35 Figure 3.5 TEM micrographs of CNFs growth over iron-oxide/FLG catalysts.

Figure 3 . 5

 35 Figure 3.5 shows the TEM micrographs of the synthesized CNFs. As can be seen from Figure 3.5 (a), the tip-growth type of CNFs is observed, i.e. Fe-based catalyst NPs lift with grown fibers. This type of growth is attributed to the weak interactions between catalyst NPs and the support. It seems in addition that both flat surface of the catalyst are active, since the growth of CNF can be observed from both sides of the NPs as well (Figure 3.5 (b)).The growth of

2Figure 3 . 6

 36 Figure 3.6 Scheme of hexagonal platelet vs. spherical particle.

Figure 4 . 1 2 .

 412 Figure 4.1 Freeze dried FLG-Agar-agar sample loaded with 10% Ni NPs via wetness impregnation, A) before reduction, B) after reduction.

Figure 4 . 1 ( 4 . 1

 4141 a)) coalesce to big NPs along the edges of the FLG flakes once the process of reduction occurs (Figure 4.1 (b))and probably during the methanation it-self. A reverse approach, i.e. the use of FLG/C composites (made from FLG/hHLB precursors) and decorated them next by Ni NPs are still to be studied. 2) Ni/CNFs-FLG In order to not only benefit from the FLG thermal conductivity but also to be able to access the active sites for Ni NPs attachment with stabilization, the edges-rich CNFs are grown on FLG. The following section discusses in detail the optimizations of the growth of carbon nanofibers via CVD process on FLG which also act as spacers for FLG flakes. Optimized, high and stable dispersion of Ni NPs of size 5-10 nm has been achieved by this manner. The difference in local deposition of NPs over FLG was observed based on their dependence on the Ni NPs loading. The Ni/CNFs-FLG morphologies have been studied in details. CNF-FLG has been found to be a highly stable support system, which can sustain the rapid heating process in IH setup and provide a good constant conversion. Structural impact of Carbon Nanofibers/Few-Layer-Graphene decorated with Ni/NiO for CO2 methanation via Inductive Heating Introduction Recent years have seen huge spike in the global emissions of carbon dioxide (CO2) reaching the values of 36.57 billion metric tons [2]. Rapid increase in the population has paved pathways for unprecedented demands in various sectors causing various global climatic changes.

  supports because of lack of intrinsic M-MxOy interactions. Muroyama et. al. have reported the order of influence M-MxOy interactions according to the CH4 yield at 250 o C as Ni/Y2O3 > Ni/Sm2O3 > Ni/ZrO2 > Ni/CeO2 > Ni/Al2O3 > Ni/La2O3

  800 o C for 24 h under reflux conditions for complete removal of Ni used for growth. The composite was washed multiple times with ultrapure water till the litmus gave a neutral pH. Then it was dried overnight following which Ni was introduced with different mass loadings of 10%, 20%, 40% compared to FLG-CNF weight. A Ni ethanol solution from (NiNO3)2.9H20 was added via wetness impregnation followed by overnight oven drying at 110 o C. Next, it was calcined at 250 o C for 2 h to get rid of all excessive moisture. Lastly, the sample was reduced at 350 o C

  an air flow (25 mL min-1 ). The Brunauer-Emmett-Teller (BET) specific surface areas (SSA) and porosity were calculated from N2 physisorption isotherms recorded at 77 K on an ASAP 2020 Micromeritics® instrument. Pore size distribution was determined by Barrett-Joyner-Halenda (BJH) method. XPS analyses were performed with a MULTILAB 2000 (THERMO) spectrometer equipped with Al K anode (hν = 1486.6 eV). For deconvolution of spectra, the CASA XPS program with a Gaussian-Lorentzian mix function and Shirley background subtraction was employed. Powder X-ray Diffraction (PXRD) measurements were carried out on a Bruker D-8 Advance diffractometer equipped with a Vantec detector (Cu Kα radiation) working at 40 kV and 40 mA. X-ray diffractograms were recorded in the 10-80° 2θ region at room temperature in air.CO2-temperature programmed desorption (TPD) experiments were performed on a mass spectrometer (MS). Prior to CO2-TPD, 50 mg of catalyst was in situ reduced by H2 flow (30 mL min -1 ) at 350 °C for 1 h. Then, the sample was cooled to room temperature with Ar and saturated by CO2. After flushing with Ar for 1 h, the sample was heated to 600 °C by ramping at 5 °C min -1 in Ar flow. The detected signals for CO2 was m/z = 44.

Figure 4 .

 4 Figure 4.2 STEM (1 st column), HAADF (2 nd column) and enlarged section(3 rd column) of FC-800-10Ni(1st row), FC-800-20Ni (2nd row) and FC-800-40Ni (3rd row) respectively.

Figure 4 . 2

 42 shows the SEM images of the FC-800 samples with various Ni loadings in each row. According to the HR-SEM and TEM observations, CNFs with herring-bond attributed morphology has been found to be formed over the FLG flakes (Figure SI 4.1 (a, b)) (similar to the structure shown in 1.2.3.3 Carbon Supports for methanation). Such CNFs have higher number of accessible edges which facilitate attachment and stabilization of active metal species. Multiple layers of graphene sheets forming FLG flakes tend to curl around each other with some wrinkles. The flakes seem to be tossed one above the other in a fashion that exposes their edges and partial surface every time. The Ni nanoparticles are mostly attached to the grown CNFs and edges of the FLG flakes (marked in blue in the images). Lesser amount has been found to be attached to the surface of the FLG Chapter 4 129 sheets (Figure SI 4.1 (c, d, e). There is a distinct rise in the size of Ni NPs and a gradual increase in agglomeration (marked in red in the images) of the same with the increase in amount of metal loading as can be seen from the high resolution images. A flattening of nanoparticles to platelet forms along with agglomeration was observed for FC-800-40Ni sample having a high Ni loading of 40% (Figure SI 4.2) which is characteristic of high metal loadings on FLG [65].

Figure 4 . 3

 43 Figure 4.3 TEM images and Particle Size Distribution of FC-800-10Ni (a, b),C-800-20Ni (c, d), and FC-800-40Ni (e,f).

SI 4 . 3 )

 43 forming Ni NPs distinctively bigger than those attached to the CNFs edges. This proves that with increase in the Ni loading on the supports, the particle size also increases. The increased size is typically detrimental for methanation reaction because the conversion depends on the amount of accessible active sites. Further, in Figure 4.3 (a), a small amount of large particles can be seen which are mostly attached to the FLG edges as discussed earlier. It

  C1s spectra shown inFigure SI 4.5 (a) indicates a typical carbon peak for graphene the materials with a large percentage of sp 2 carbon. The two different types of carbon present in the sample makes it difficult for a proper estimation. The Ni 2p spectra for all samples follow the same order as FC-800 samples shown in Figure SI 4.5 (b). The increase in Ni loading increases the intensity but the peak formation remains constant.
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 4445 Figure 4.4 XRD spectra of, (a) FC-800-YY, (b) FC-700-YY & FC-900-YY.

Figure 4 . 5

 45 Figure 4.5 CO2-TPD profiles of FLG-CNFs composites.

Figure 4 . 6 .

 46 It must be noted that, in all the cases, CO was not detected by the GC-MS at all temperatures. For all the samples, the FLG-CNFs support synthesized at different temperatures were first heated under regular reaction conditions in the induction heating setup without any Ni loading in order to confirm the negligible/null activity of the carbon support in absence of Chapter 4 134

Figure 4 . 6

 46 Figure 4.6 Conversion and Selectivity of CO2 and CH4 respectively on FC samples.

Figure 4 . 7 (

 47 a). All the tests with various H2 to CO2 ratios and different temperatures were carried out on the same sample with changing temperature and gas inflow as and when required. Such rapid change of heat is possible only in case of an inductive heating setup where temperature gradient can be neutralised at an approximate rate of more than 150 o C min -1 . The adaptability of the FC-800-10Ni catalyst to such dynamic stat/stop cycles with changing gas mixture and temperature, providing similar 𝑋 𝐶𝑂 2 at the end indicates the stability of such composite material to adverse conditions. This also confirms that FLG as a support having a very good thermal conductivity can be used in stress conditions without formation of local heat gradients and can provide a better CH4 output when hydrogen is provided in stochiometric excess.

Figure 4 . 7 FC

 47 Figure 4.7 FC-800-10Ni sample under, (a) different reaction mixture ratio and temperature, (b) under different GHSV (blue dot-conversion, red dot-selectivity for the same sampling). The validation of the catalyst stability to adverse conditions were further done by subjecting the FC-800-10Ni sample to gas flows having twice the GHSV or by reducing the mass of catalyst used initially. To make up for the high GHSV, equal amounts of reaction mixture and an inert gas like He was used as shown in Figure 4.7 (b). It was found that

Figure 4 . 8

 48 shows the results of CO2 methanation carried out with FC-800-10Ni catalyst under IH and JH setups at 60,000 ml gcat-1 

Figure 4 . 8 (

 48 a)) whereas similar results under a JH setup requires temperature as high as 400 o C (Figure 4.8 (b))The difference of 60 o C for such conversion which prolongates further with increasing conversion

Figure 4 . 8 FC

 48 Figure 4.8 FC-800-10Ni CO2 methanation under, (a) Inductive Heating at 60,000 ml gcat -1 h -1 GHSV and, (b) Joule Heating at 60,000 h -1 GHSV. Temperature Programmed Surface Reaction (TPSR) studies being carried out in a manner analogous to the JH setup heats the entire sample chamber and sample as a whole and provides qualitative information concerning decomposition and formation of gas species as shown in Figure 4.9. TPSR studies revealed an interesting observation concerning the heating

Figure 4 . 9

 49 Figure 4.9 TPSR studies of some FLG-CNF samples.4.1.1.9 Stability Tests

Figure 4 .

 4 Figure 4.10 (a) Thermodynamic stability under IH and, (b) kinetic stability under JH for methanation with FC-800-10Ni sample.

Figure 4 .

 4 Figure 4.11 Particle size distribution (a),and TEM micrographs ( b, c) of FC-800-10Ni catalyst after stability test. A particle size analysis of the sample (Figure 4.11 (a)) retrieved after stability tests by TEM microscopy revealed that the majority of Ni NPs stay in the particle size range of 6-8 nm (Figure 4.11 (b)) similar to the ones before the test. Some of the particles in the image are larger than the rest which are mostly connected to the edges of the FLG flakes which has been a pronounced effect in all the samples. A strong interaction between the CNFs and the Ni NPs observed in Figure 4.11 (c) accounts for the high dispersity and avoidance of agglomeration after withstanding stability tests for 100 h. XPS surface analysis of the spent catalyst ( Figure

Figure 4 .

 4 Figure 4.12 SEM images of FC-700(a,d), FC-800 (b,e), and FC-900 (c,f) samples indicating the CNFs distribution and diameter. The FC-700 and FC-900 samples indeed have smaller surface area due to higher CNFs diameter compared to the 800°C sample. The improved surface are also confirms the avoidance of major re-stacking of FLG flakes. As seen in Figure 4.12, it is apparent that the thinnest CNFs are obtained at 800 o C with a width less than 25 nm which is in tandem to its larger surface area in comparison to the samples prepared at 700 o C and 900 o C. The FC composites at 700 o C have CNFs ranging from 30-50nm in diameter whereas the composites prepared at 900 o C have CNFs ranging from 60-100nm. With the multi-fold increase in the

  is no direct impact of the support morphology on the heating capacity. The support materials have almost the same C/O ratio with FC-800-NA being the lowest. Comparing FC-800-NA and FC-700-NA of similar weight, it can be seen that the ratio of edge-to-surface is higher in FC-800-NA attributed to lower diameter of CNFs in this sample, also confirmed by SBET (CNFs can be longer or higher in quantity). Since there is no direct effect of FLG-CNFs morphology on the heating capacity, the IH heating is influenced by support interactions with the Ni NPs and their morphology, distribution and amount of loading.ConclusionA series of catalysts with varying diameter CNFs grown on FLG flakes subjected to impregnation with different loadings of Ni have been prepared. Further calcination and reduction steps rendered Ni NPs of diameter 6-8 nm or higher on the CNFs depending on the CNFs structure and size. Majority of the Ni NPs on FLG flakes were arranged along edges of carbon, i.e. edges of CNFs and also edges of FLG, with enhanced 2D aspects. A larger Ni loading gave rise to flattening of Ni NPs as platelets which further formed clusters. The samples were studied for their reactivity towards CO2 methanation reaction in an Inductive heating setup which heats magnetically active catalyst. This mode of heating is found to be essentially beneficial in reducing the reaction temperature as well as to improving the efficiency. It also helps avoid the heat loss caused in reacting the entire reactor found in case Chapter 4 141 of conventional Joule heating method. The CNFs grown at 800 o C have shown the best reactivity with a loading of ~10% Nickel. The role of FLG-CNF support for methanation in IH Setup has been studied in detail which helps identify the key parameters for structure designing of supports. The 800 o C grown CNFs had the lowest diameter in the range of 17-23

Figure SI 4 . 2

 42 Figure SI 4.2 Flattening of Ni NPs under high loading.

Figure SI 4 . 3

 43 Figure SI 4.3 Agglomeration and elongation of particles along FLG edges.

Figure SI 4 .

 4 Figure SI 4.5 a)C1s spectra of FC-800-10Ni, b) Ni 2p spectra of FC-800 samples

Figure SI 4

 4 Figure SI 4.7 CO2-TPD Intensity comparison between support with and without Ni loading.

Figure SI 4 . 8

 48 FigureSI 4.8 C1s XPS Spectra for FC-800-10Ni after 100 h stability test.

  Both samples were subjected to high temperature annealing treatments via traditional heating or under µ-wave. The major outcome of the annealing process is the formation of two-faceted flattened Fe NPs with some coalescence but still high dispersion and homogenous distribution of NPs over FLGs. Both the samples indicate the idea of FLG acting as a template for welldefined metal nanoplatelets, esp. in case of µ-wave treated sample. The high-temperature annealing treatment causes graphitization thereby reducing the defects from the FLG surface. These defect sites later turn into stabilizing centres for the metal NPs. Upon graphitization, the defects recover which leads to the partial separation and rising up of the metal NPs from the FLG plane thereby forming two-faceted nanoplatelets. The tilting of the Fe NPs on FLG provides a special advantage as not only one but two active surfaces might be utilised as active sites for reactions. The weakened reactions between the FLG support and metal NPs were also confirmed by growing carbon nanofibers (CNF). The CNFs were found to be formed on the sides of the metal NPs proving its dual active faces. Thus it was proved that graphene based material can be used as template for growing double-faceted flat metal NPs.FLG/CNF support for Ni based Methanation of CO2This research work focused on two aspects of catalytic hydrogenation of carbon dioxide. First, it solidified the idea of using graphene based materials as support. Second, it proved that Inductive Heating is better suited than Joule Heating for the methanation reaction for the optimized samples (with low Ni loading and high surface area) which are sufficiently magnetically active to work in that current regime.Seven FLG-CNF composites were prepared wherein CNFs was grown via CVD process onto FLG flakes (obtained via exfoliation with h-HLB precursor). The "herring-bond" type of CNFs were found to grow which had planes parallel to the FLG sheets and perpendicular to the main support axis suggesting that the Ni NPs over FLG had flat morphology during the CNFs synthesis. It was found that the growth temperature of CNFs defines its thickness and guides the dispersity of the Ni NPs formed by wetness impregnation method. It was observed that there were larger amount of Ni NPs docking on the nanofibers compared to the surface of graphene flakes. Further the NPs that are formed on the nanofibers are smaller in size compared to those on the graphene surface where it is largely formed around the edges. The Ni loading dominates the size of NPs formed and their consequent agglomeration. Flattening of Ni NPs was observed with increase in Ni loading over FLG.

  

  

  

  

  

  

  

2 Conversion et stockage de l'énergie chimique

  Il est bien connu des communautés scientifiques, industrielles et politiques du monde entier que la modification des concentrations de gaz dans l'atmosphère, en particulier du CO2, qui a commencé avec l'industrialisation, a des effets drastiques. De plus, avec les possibilités de stockage des énergies renouvelables qui ont évolué ces dernières années, il sera judicieux de convertir le surplus d'énergie en d'autres formes qui peuvent être facilement utilisées dans la société. La technologie Power-to-Gas est l'une des méthodes Power-to-X qui permet de formuler des idées pour l'utilisation de l'énergie provenant de ces sources d'énergies renouvelables et de les utiliser pour la conversion en combustibles gazeux, ce qui permet de diminuer la pression exercée sur les combustibles fossiles et de réduire la pollution atmosphérique qui en résulte[19]. Selon la technologie PtG, l'énergie excédentaire récoltée à les nanotubes de carbone et les matériaux à base de graphène se sont avérés être les supports les plus efficaces pour la méthanation[25, 26]. Quelques couches de graphène et d'autres structures de graphène ont également été récemment exposées comme une alternative possible au support métallique pour la méthanation du CO2. La plupart des interactions métal-

	carbone pour les applications catalytiques sont basées sur des nanofibres 1D qui ont
	normalement tendance à avoir un arrangement réciproque de feuilles de graphène avec un
	rapport bord/plan différent [27]. Une étude récente a prouvé que l'utilisation du graphène
	comme support diminue la température de conversion du CO2 dans une large mesure, tout en
	augmentant le taux de conversion [28]. Cette étude a indiqué une activité négligeable du
	graphène seul vers la méthanation du CO2 et seulement à une température supérieure à 400°C,
	ce qui indique qu'il se comporte comme un support pour les plages de température inférieures
	à cette température.

de la grande surface spécifique (SSA~Specific Surface Area) du FLG. La structuration du FLG peut être réalisée par, i) l'amélioration de la SSA et de la conductivité de la FLG, ii) l'augmentation de la densité de tassement et, iii) le contrôle des défauts. C'est pourquoi l'accent est mis sur des méthodes de synthèse appropriées basées sur l'exfoliation pour utiliser le véritable potentiel du graphène, qui est encore à l'étude. Ceci, combiné à de bonnes idées pour la structuration du FLG, peut aboutir à la solution de stockage d'énergie de prochaine génération dont le monde a besoin. L'objectif principal du projet est de synthétiser des matériaux à base de graphène qui peuvent être utilisés pour des applications énergétiques telles que les supercondensateurs et les catalyseurs. L'idée de base est d'utiliser les propriétés inhérentes du graphène et de le rendre disponible de manière économique et écologique pour de telles applications. La première partie de mon projet consiste en une synthèse de quelques couches de graphène par l'intermédiaire de l'eau et de biosurfactants pour former des électrodes alignées à base de graphène qui peuvent fournir une capacité volumétrique élevée. Des matériaux à haut équilibre hydrophile et lipophile (h-HLB~ high hydrophilic lipophilic balance) sont généralement utilisés pour cette étude. Les tensioactifs sont utilisés non seulement pour l'exfoliation mais aussi comme partie du composite dans le produit final. Ainsi, ils sont ajoutés en grand excès au début et ensuite converti en carbone amorphe lors d'un traitement gazeux à haute température. Le carbone ainsi formé agirait comme un espaceur entre les plaquettes de graphène et aiderait également à la pseudocapacité résultant de réactions faradiques. Le traitement au gaz contribue également au dopage à l'azote des surfaces de carbone. En outre, les matériaux h-HLB contribuent également à rendre les électrodes ultra-microporeuses, augmentant ainsi la capacité de rétention de charge. Dans le cas des supercondensateurs, l'objectif est aussi de maintenir l'alignement vertical de la structure de graphène multi-couches avec une densité accrue de sorte qu'il puisse y avoir une plus grande accessibilité aux bords et une capacité volumétrique élevée. xii 1.partir de sources vertes telles que l'hydel, le solaire et le vent peut généralement être d'abord acheminée vers un électrolyseur à eau pour la production de H2. Le CO2 peut être utilisé comme matière première avec l'hydrogène produit pour la production de méthane qui peut ensuite être introduit dans l'infrastructure de distribution de gaz existante sous forme de gaz naturel synthétique. Cela facilitera les chaînes mondiales de captage, d'utilisation et de stockage du carbone (CCUS~ Carbon Capture Utilisation and Storage) et augmentera également la densité énergétique volumétrique du gaz stocké (35-40 MJ m -3 pour le CH4 contre 12,75 MJ m -3 pour l'H2) sans poser de problèmes de sécurité [20]. La méthanation catalytique est un procédé mature qui est basé sur la réaction de Sabatier: 4𝐻 2 + 𝐶𝑂 2 ↔ 𝐶𝐻 4 + 2𝐻 2 𝑂 ; ∆𝐺 𝑜 = -165 𝑘𝐽 𝑚𝑜𝑙 -1 (Eq. R1) Le taux de conversion et la sélectivité des produits revêtent une grande importance dans ces cas. On considère normalement que la méthanation du CO2 suit un mécanisme associatif ou dissociatif [21]. Le mécanisme associatif propose la formation initiale d'intermédiaires oxygénés par adsorption avec l'adatome de Had, suivie d'une hydrogénation ultérieure en CH4. Au contraire, le mécanisme dissociatif suggère que le CO2 est d'abord dissocié en adatomes (COad) et (Oad), suivi de l'hydrogénation du carbonyle en CH4. Le nickel est l'un des éléments les plus couramment utilisés pour la méthanation du CO2 en raison de son faible coût (par rapport aux métaux nobles), de sa disponibilité, de sa bonne activité et de sa très bonne sélectivité pour le méthane. Il est largement utilisé avec d'autres métaux, des supports d'oxyde et des promoteurs pour améliorer l'activité et la sélectivité [22, 23]. L'un des facteurs les plus importants favorisant la méthanation du CO2 par le nickel est le type de support sur lequel les NP sont placés et la manière dont ils se comportent avec l'environnement de chauffage. La dispersion des métaux NP et leur stabilité dépendent en grande partie des propriétés de surface et de texture, tandis que l'activité et la sélectivité dépendent de la réductibilité de la surface et des interactions métal-support [24]. De la famille xiii des carbones, La catalyse hétérogène actuelle implique l'utilisation de réactifs et de gaz multiphasiques, ce qui exige de meilleurs systèmes de gestion de la chaleur sur place. Le chauffage par induction électromagnétique (IH~ Inductive heating) ou par radiofréquence (RF) de catalyseurs magnétiques ou électroconducteurs a récemment été une nouvelle piste d'intérêt pour les chercheurs du monde entier [29, 30]. L'approche du chauffage par induction électromagnétique, qui consiste à chauffer directement les matières actives dans le réacteur, est particulièrement utile pour s'attaquer aux limites de chauffage rencontrées dans une installation conventionnelle. Le chauffage direct du coeur du catalyseur sans chauffer l'ensemble de l'installation à partir des parois extérieures permet également d'économiser de l'énergie. La chaleur générée dans les réacteurs basés sur un système d'induction magnétique

  de mon projet est consacrée à la conception rationnelle de matériaux catalytiques à base de graphène à quelques couches qui peuvent aider à résoudre les problèmes énergétiques en vue d'une production plus écologique et durable. En vue de faire un pas en avant vers les technologies vertes, le projet envisage l'idée de remplacer les catalyseurs en carbone à base de métaux nobles par des catalyseurs en carbone à base de métaux non nobles pour des applications de conversion du CO2. Il est nécessaire d'être attentif à la manipulation des formes métalliques supportées par les structures soutenues par le FLG, afin de rendre les sites actifs plus viables et plus accessibles pour les réactions catalytiques qui peuvent aider à la libération d'énergie. La fixation des nanoparticules métalliques et leur stabilité thermique sont bien facilitées par les défauts et les groupes fonctionnels des structures de support, ce qui a été le cas pour les systèmes utilisant des nanofibres de carbone et des

. La méthanisation étant une réaction exothermique, l'IH est particulièrement utile pour éviter d'importantes variations de température dans le réacteur. Le nickel a été utilisé sur des supports comme l'alumine et le feutre de carbone oxydé (OCF~ Oxidised carbon felt) pour la méthanation à base d'IH, mais il faut encore explorer l'utilisation du graphène comme support.

xiv La deuxième partie oxydes de graphène. Le projet vise à éliminer la nature granulaire de ces substrats en utilisant des feuilles de graphène à quelques couches comme modèle pour adapter les nanoparticules métalliques de manière à améliorer leurs caractéristiques 2D, ce qui contribue à augmenter le nombre de sites actifs pour les réactions catalytiques. Cela peut être réalisé en modifiant les procédures de synthèse et les éventuels traitements thermiques/gaz. Dans le cas des catalyseurs, l'objectif est de concentrer les efforts sur la synthèse de meilleurs catalyseurs sans métaux nobles qui peuvent aider à la conversion/méthanation du CO2 ainsi qu'à la séparation de l'eau. Le défi consiste donc à concevoir des catalyseurs dont les supports sont stables aux brusques hausses et baisses de température, ce qui est la caractéristique principale du chauffage inductif.

  Le traitement de recuit à haute température provoque une graphitisation, ce qui réduit les défauts de la surface du FLG. Ces sites de défauts se transforment ensuite en centres de stabilisation pour les NP métalliques. Lors de la graphitisation, les défauts se rétablissent, ce qui entraîne la séparation partielle et la remontée des NP métalliques du plan FLG, formant ainsi des nanoplaquettes à deux facettes. La nature émergente des plaquettes du support FLG indique la diminution de l'énergie libre en surface.[46][47][48]. L'inclinaison des Fe NPs sur le FLG offre un avantage particulier car non seulement une mais deux surfaces actives peuvent être utilisées pour les réactions. L'affaiblissement des réactions entre le support du FLG et les NP métalliques a également été confirmé par le mécanisme de croissance de nanofibres de carbone (CNF) perpendiculaires aux plans du FLG[27]. Les CNF se sont formées sur les deux côtés des NP métalliques, ce qui prouve leur double

face active. L'inclinaison des NP de Fe sur les plans FLG offre un avantage particulier car non seulement une mais deux surfaces actives peuvent être utilisées pour les réactions. Il peut donc être utilisé pour diverses applications catalytiques.

in nature and help in the sustainable development. They utilise the naturally available resources in a process to obtain energy that doesn't harm the well-being of the future.

  

	, Australian Bushfire 2019-20 (also known as the Black Summer),
	California Wildfires and Cyclone Idai etc. Before moving ahead, the year 2020 is itself worth
	mentioning, not only because of the COVID-19 global pandemic but also about how humans
	have dealt with it. Each nation has implemented new strategies to tackle and come out this. An
	interesting outcome of the global lockdown is the decrease in the rate of depletion of resources
	thereby defying the global predictions of last year. The International Energy Agency (IEA)
	has reported that the global energy demand declined by 3.8% in the first four months of 2020,
	with coal sustaining the biggest hit of 8% decline among all the sources [6]. Electricity
	demands have taken a big dip of up to 20% during the time of global lockdown. The only
	source that posted a growth in demand are the renewables. With continuously evolving
	technologies, we have been introduced to renewable energy (RE) sources which are greener

  and are expected to rise to 45% by 2040. A dip in the addition of new

	RE addition capacity as per Figure 1.2 (a) for the current year because of the pandemic but
	the next year forecasts are hopeful for a brighter comeback. The European Commission
	envisions this through The Green European Deal which aims at a carbon-neutral continent by
	2050 by investing in environmentally-friendly technologies and decarbonising the energy
	sector [8]. Besides, the global electronic vehicles (EV) market has noticed a boom in terms of
	technology aiming for a zero emission approaches. With major players like Tesla and Nikola
	kicking in for the EV segment, it's a matter of time the world witnesses a makeover of the
	fastest vehicles on the road running on electricity. According to projections by Mckinsey &
	Company, by 2040, the EV market in Europe will create a battery demand as high as 1200

Table 1 .1.
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	Technologies	Power Rating (MW)	Storage Duration (h)	Cycling or Lifetime	Self-Discharge (%)	Energy Density (Wh/l)	Power Density (W/l)	Efficiency (%)	Response Time
	Super-Capacitors	0.01-1 ms-min	10,000-100,000	20-40	10-20	40,000-120,00 0	80-98	10-20ms
	SMES	0.1-1	ms-min	100,000	10-15	~6	1000-4000	80-95	<100ms
	PHS	100-1,000	4-12h	30-60 years	~0	0.2-2	0.1-0.2	70-85	sec-min
	CAES	10-1,000	2-30h	20-40 years	~0	2-6	0.2-0.6	40-75	sec-min
	Flywheels	0.001-1	sec-hours	20,000-100,000	1.3-100	20-80	5,000	70-95	10-20ms
	NaS battery	10-100	1min-8h	2,500-4,400	0.05-20	150-300	120-160	70-90	10-20ms
	Li-ion battery	0.1-100	1min-8h	1,000-10,000	0.1-0.3	200-400	1,300-10,000	85-98	10-20ms
	Flow battery 1-100	1-0h	12,000-14,000	0.2	20-70	0.5-2	60-85	10-20ms
	Hydrogen	0.01-1000	min-weeks	5-30 years	0-4	600 bar) (200	0.2-20	25-45	sec-min
	SNG	50-1.000	hours-weeks	30 years	Negli-gible	1800 bar) (200	0.2-2	25-50	sec-min
	Table 1.1 Summary of different energy storage technologies and their characteristics (SMES-
	Superconducting Magnetic Energy Storage, PHS-Pump Hydro Storage, CAES-Compressed Air
			Energy Storage, SNG-Synthetic Natural Gas).		

. The term "Supercapacitor" was coined by the Japanese company Nippon Electric Company (NEC) in 1957 to sell their first ever viable electrochemical capacitor based on the design by Robert A.

  

	Rightmire, a chemist at the Standard Oil Company of Ohio (SOHIO). Since then, SCs have
	gone over a lot of changes to become what we see them now. In 1992, the first electrical double
	layer capacitance based supercapacitor was developed at Pinnacle Research Institute for
	military purposes. A decade later, Maxwell Laboratories came out with a series of
	supercapacitors with a nominal capacitance of 1kF. SCs normally tend to have several orders
	of magnitude higher energy density compared to conventional capacitors. Besides, their
	unique charge storage mechanism allows them to deliver the stored energy in a shorter time
	frame making them better than the existing batteries. They are theoretically designed to utilize
	the high power density of conventional capacitors and simultaneously provide energy density
	equivalent to modern day batteries as illustrated by the Ragone plot

in Figure 1.4 (a). The goal is

  to attain both high power and energy density so that energy can be stored like a capacitor and be released like a battery as and when required for a longer duration. SCs are not just a proof of concept anymore or trial case. It has entered the market in various sectors as indicated in Figure

  The SCs can be

			Supercapacitors				
	EDLC	Pseudocapacitors	Asymmetric Supercapacitors		
	Activated Carbon (AC)	Conducting Polymer	Metal Oxides	Noble Metals	EDLC/EDLC	Faradaic/EDLC (Hybrid)	
	Carbon Fiber	Polyaniline	Hydrated RuO 2	H on Pt	(AC)/MnO2	Metal-ion	Redox-electrolyte	Aqueous Hybrid
	Graphene	Polypyrrole	Birnessite MnO 2	Pd on Au	AC/Carbon fiber	AC/Li 4 Ti 5 O 12	[EMIM]	Ni(OH) 2 /AC
		PEDOT:PSS				AC/Li 2 MoO 3		PbO 2 /AC

Table 1 .
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	Material	Carbon	Carbon	Graphene Activated	Carbide	Templated
		Onions	Nanotubes		Carbon	derived	Carbon
						Carbon	
	Dimensionality 0-D	1-D	2-D	3-D	3-D	3-D
	Conductivity	High	High	High	Low	Moderate	Low
	Volumetric						
	Capacitance	Low	Low	Moderate High	High	Low
	Cost	High	High	Moderate Low	Moderate	High
	Structure						

-1 [103, 104]. 2 Different types of Carbon available for supercapacitor applications [101].

  they don't have additional pseudocapacitance arising from the residual C-O and C=O bonds [156]. Structuration is achieved in such graphene materials by optimising the synthesis and treatment conditions which enables it to provide better capacitance. This research work focuses on devising such a synthesis route that can avoid

26 Wh kg -1 [148]. 1.1.3.2.5 Few-Layer-Graphene Few-layer-graphene (FLG), also known as quasi-graphene [149], is one such 2D form of graphene which has garnered much attention in the recent times because it behaves as macronized graphene. It is considered. to benefit from the attributes of monolayer graphene and preserve it for its entirety. Normally, flakes of graphene having 3-8 sheets and exhibiting similar characteristics are termed as few-layer-graphene [150]. This class of graphene is specifically interesting as it replaces the monolayer graphene as the fundamental building block to form various graphene derivatives that can be used at industrial scale. Recent stir in automotive sectors turning electric have seen various forms of FLG already in use, though it lacks scaling and theoretical efficiency. Therefore, it is essential to have a proper de-stacking in such FLG systems so that graphene properties can be used at large scale. Various synthesis methods including arc discharge, mechanical exfoliation, self-assembly, electrochemical exfoliation and 3D printing have been used for FLG synthesis [54, 151-155]. Graphene and FLG based composites tends to show a higher amount of capacitance in comparison to their oxide derivatives because

  Excepting the thermal decomposition on SiC, most other process are relatively costlier in this approach. Even the very first recovery of graphene from graphite was a top down process of mechanical exfoliation by scotch tape[109]. Mechanical and liquid phase exfoliation are one of the most used methods for FLG synthesis. Based on the theory of distance dependent interlayer potentials, the exfoliation energy needed to separate a sheet of graphene from AB stacked graphite is approximately 55.16 meV atom-1 

Table 1 .

 1 

	3, there are possibilities of various side-reactions that affect the main
	reaction (Eq. 1.19):

Table 1 .

 1 

3 Possible side-reactions during methanation of Carbon Oxides

Table 2 .

 2 

	1 below includes the compositions of the composites before (FLG/A/M) and after
	(FLG/C) carbonization.				
	FLG/C(final	composition/after	FLG/hHLB	(FLG/A/M,	initial
	carbonization)		composition/before carbonization)
		1/2		0.5/4/0	

Table 4 .

 4 1Performance of FLG-HLB based Ni catalysts of different loadings in IH set-up.

Table 4 .

 4 1 gives an overview of the FLG catalysts prepared via freeze-drying with various impregnation properties and their reactivity in IH setup.

  promoter and efficiency. Wang et. al. have initially used this technique to achieve 71% conversion at 320 o C with a carbon felt support[62]. Recently, they have reported use of a composite having high Ni loading (~ 40%) on an alumina support which has been able

	comparison to M-MxOy systems. Feiyang et. al. have recently demonstrated that Ni/RGO
	support alone is not a suitable candidate and needs Ce as promoter to achieve a conversion
	greater than 80% [58]. In the family of carbon supported Ni NPs, the best performance of
	methanation without additional promoter has been obtained for Ni/N-CNT showing 81%
	conversion at 360 o C with a selectivity of 98% [53], while the reaction mechanism has been
	rarely discussed.
	The heating conditions required to carry out methanation have recently been of interest
	as many studies tend towards using cleaner methods where highly disperse temperature ramp
	could be generated in few minutes contrary to the traditional Joule Heating method. Research
	driven towards Induction Heating (IH) has been gaining momentum recently pertaining to its
	favourable characteristics which allows for a precise, cost-effective and repeatable high
	temperature ramp and cool down within a few minutes [59, 60]. The laser pyrometer guided
	real-time temperature control of reactor beds for such IH setups makes it a promising candidate

for future applications in heterogenous catalysis where isothermal conditions and instant temperature ramps are considered essential. It has been already put into use for methanation of CO2

[61]

, but the type of catalyst and substrate used has been restrictive in terms of need for additional

  Initially, the composite was heated under Argon till 400 o C. The hydrogen was introduced and argon was cut-off. The oven remained at 400 o C for 2 h to obtain maximum reduced Ni NPs which will be the active sites for CNF growth. After reduction, the temperature was increased up to the 3 different temperatures mentioned earlier by changing back to Ar atmosphere. At the target temperature, CNF was grown for 2 h under 1:1 mixture of ethane

	This 2% Ni-FLG composite was used for growth of carbon nanofibers (CNF) by
	Chemical Vapour Deposition (CVD) process at 3 different temperatures, viz. 700 o C, 800 o C,
	900 o C.

Table 4 .

 4 

	2 List of samples with their chemical composition and average particle size. *a-obtained
	from TGA; *b-Average diameter obtained from TEM analysis; *c-Obtained from XPS (have
	approximative character)

Table 4 .

 4 2 comprehensively identifies the chemical composition of the samples and average particle size of the Ni NPs present on the FLG-CNFs (FC) composite. TGA studies revealed that the actual Ni weight present in the catalyst after all treatments is not exactly equivalent but very close to the theoretical approximation used during the incipient wetness impregnation method. The TGA curves for the set of samples prepared at 800 The two distinctly observed slopes arise from the two different types of carbon present in the composites. It can be considered that the CNFs are burnt faster than the graphene flakes since the amount of edges in CNFs which aid combustion is much higher than the C=C planes contrary to the large flakes of FLG. Further, composite localizations having higher amount of Ni gives rise to higher presence of Ni oxides, thus confirming that CNFs will burn faster than FLG because of higher Ni attachments.An important aspect of the materials was understood by heating them under Argon in the IH setup. It was found that not all the samples can be heated to the reaction temperature in this set-up contrary to that in the Joule Heating setup. All the FC-800 derived samples were easy to heat to 420 o C and beyond whereas the samples from FC-700 and FC-900 had issues with higher Ni loading. Both systems had good heating with a 10% Ni doping but failed to heat after a certain extent when loaded with 20% Ni owing to limitations of power supply. This is supposedly due to their differences in the interactions dominated by the structure of the supports and metal dispersions which is explained in detail later (

o C are presented in Figure SI 4.4, which reaffirms the fact that deposition of Ni in the FC-800-NA samples reduces their combustion temperature based on the type of carbon Ni is attached to.

4.1.1.10 Role of Support Structure

  

).

An insight into the elemental composition were obtained by XPS studies of the composites (Table

4

.2 and Table SI 4.1). The various types of carbon bonding were approximated based on the deconvolution of XPS C1s spectra. XPS being a local measurement and the samples being readily oxidised render a close resemblance of C1s peaks and percentage of different kind of bondings for all samples. For this reason, the C/O ratios and the sp 2 carbon values presented in the table have an approximative character. A deconvoluted

Table 4 .

 4 4 Properties of FLG-CNF support materials. *a-obtained from TGA; *b-Average diameter obtained from SEM analysis; *c-Obtained from XPS (have approximative character) Additionally, as mentioned earlier, higher Ni loading makes larger aggregates causing inhomogeneous heating distribution. The heating limits for each support under IH setup is listed in Table 4.4. All support materials are able to heat which gives the inference that there

	2
	carbon c
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Chapter 2

Tailoring FLG composites for Electro-chemical energy storage 2.9 illustrates the cyclic voltammograms at 20 mV/s (a), galvanostatic charge-discharge curves (GCD) at current density of 1A/g (b), a graph with specific gravimetric capacitance values and their retention at higher current densities (0.5 A/g to 20A/g) (c) and cyclic stability test of 6000 cycles (capacitance retention) at 20 A/g for the best sample (d).

Five composites were investigated (the composites treated under Ar and/or under lower temperature (400°C) exhibited lower electrochemical performance compared to the ones carbonized/N-doped under NH3 at 600°C and consequently they will be not discussed here).

In all composites the symmetrical CV curves and triangular shapes of the GCD for all composites reveal good reversibility behavior, also, the CV curves of few samples show quasirectangular shape.

The CV current density first increases, next stabilized and finally decreases systematically along the potential shift towards positive values. The potential window of the stable current density corresponding to double layer capacity contribution varies however with the samples being low in sample poor in FLG e.g. FLG/A/M:1/1.6 and relatively large in FLG/A/M/:1.4/1. The highest capacity, 322 F/g at 0.5 A/g, is measured for FLG/A:1/2 (in. 0.5/4), the composite initially consisting of albumin hHLB solely. Two other best capacitances at 0.5 A/g belong to the composites with similar initial ratio to the best sample of FLG/C, i.e. 208 F/g for FLG/A/M: 1/1.6 (in. 0.5/3/1) and 187 F/g for FLG/A/M:1/2. (in. 0.5/1/3).

Likewise, the FLG/A/M:1/1.14 originating from FLG/A/M:1/3/1 demonstrates higher capacity than FLG/A/M:1/1.2 originating from FLG/A/M:1/1/3. The composites with high amount of M show lower capacities compared to their A-rich counterparts. There is no correlation between capacitance of the composites and SBET. The three composites exhibiting the highest but different capacitances at 0.5 A/g have similar SBET. The composite with highest SBET ( FLG/A/M:1/2.5) show very low capacitance (F  22 F/g, 0.5 A/g). Simply, also all the SBET values obtained for FLG/C composites are extremely low considering very good capacities demonstrated by the composites. This inconsistency comes from the fact that the S BET does not necessarily reflect the effective surface area accessible by electrolyte ions (E-SSA) [54], especially if ultramicropores are present in excess. The "traditional" and "basic" figures of merit for design of high capacitance, i.e. high specific surface area and sufficiently large pores diameter, were shown to collapse in the case of "nanoporous" materials. In carbide derived carbon, the capacitance decreased with lowering the pore size to the size lower than twice the solvated electrolyte ions, then it increases again for the pores below the size of solvated ions, below 1 nm [55]. It seems that the optimal initial ratio of hHBL vs. FLG is like 8 to 1 (FLG/A:0.5/4, FLG/A/M: 0.5/3/1). The increase or decrease of hHBL content results in lower capacity values. The capacitance values obtained from A and M alone prepared at the same conditions as the FLG/C shows very low capacitance of c.a. 7 F/g. Such small value The XRD patterns obtained for the composites were in agreement to that studied in literature [66,67]. The diffraction peaks at 2θ = 26.6°, 54.8° corresponded to carbon peaks arising from the FLG/C supports. In particular, characteristic FLG, metallic Ni and NiO peaks can be seen for all samples in BET surface area measurements reveal that the growth of nanofibers improves the surface area of the FLG composites largely. The multi-fold increase in surface area from 37 m 2 g -1 of FC-800-AAC (sample after auto clave) to 179 m 2 g -1 FC-800-NA (after growth of CNFs followed by nitric acid treatment) indicates that the introduction of CNFs onto the FLG flakes enhances its surface area and porosity. Such low surface area of the FC-800-AAC sample is also be attributed to the interlayer - restacking increased during the long degassing process before the chemisorption studies and also due to inherent tendency of FLG flakes of 7-9 layers.

Supporting Information

Figure SI 2.1Optical photos of a) FLG-A after freeze drying, b) carbonized albumin, c) carbonized maltodextrin, d) SEM micrographs of FLG/C electrode: top-view (left), basic main layer of aligned composite (in-set, center), top view of the zone with "extra" protruded FLG-C flake (right).

All the samples tend to follow Type IV isotherms with a one-step capillary condensation 
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Abstract

Renewable energy production and storage are the two key factors driving the sustainability of the ecosystem we dwell in. This thesis project deals with structural modifications of FLG based materials for electrochemical energy storage as supercapacitors and chemical energy conversion in the form of CO 2 methanation. Different zero-waste processes have been developed for specific applications. High alignment and edge access of FLG for supercapacitor has been achieved by retention of large excess of h-HLB materials used for initial exfoliation of graphite. A theoretical approach has been studied to distinguish and quantify the type of capacitance. Flat metal nanoparticles with double sided access has been synthesized by high temperature annealing processes with FLG as template. CNFs of various edge access have been grown on FLG flakes to obtain a high Ni NP dispersed composite suitable for high conversion and selectivity towards methanation reaction.