Introduction générale

Au cours des dernières décennies, depuis la première réalisation d'un laser dans les années 1960 et l'invention des fibres optiques plus tard dans les années 1980, la photonique a rapidement gagné un rôle clé dans de nombreux domaines de recherche, de la communication, de la médecine, de la fabrication et de la détection, au point que les technologies basées sur la photonique sont d'une importance fondamentale dans notre vie quotidienne.

Par exemple, les soins de santé ont largement bénéficié des innovations en photonique dans l'imagerie médicale, le diagnostic et le traitement des maladies, réduisant les coûts et offrant des procédures moins invasives.

De plus, alors que les lasers deviennent plus abordables, leur emploi dans l'industrie augmente en améliorant les technologies de fabrication telles que le soudage, le traitement des matériaux ou l'impression, en gagnant en flexibilité, en améliorant la qualité et en réduisant les déchets. Néanmoins, c'est dans les télécommunications et le stockage, le traitement et le transfert de données que nous nous attendons à ce que la photonique joue un rôle stratégique pour répondre à la demande croissante de capacité de données et de bande passante, accélérer les réseaux et réduire la consommation globale d'énergie et l'empreinte environnementale. En effet, les circuits photoniques intégrés permettent de réduire la taille des systèmes optiques volumineux et complexes, les intégrant dans des matériaux afin de minimiser l'interaction environnementale. Parmi toutes les différentes techniques, Direct Laser Writing permet d'adresser directement la structuration 3D des matériaux par absorption multiphoton d'une source laser femtoseconde focalisée dans le voxel d'interaction. Cette technique présente de nombreux avantages tels que la flexibilité et la fabrication en une seule étape par rapport, par exemple, à la structuration 2D par lithographie et des matériaux. Cependant, l'efficacité des dispositifs optiques intégrés est directement liée à notre capacité à réduire les pertes. Vu que les guides d'ondes sont les composants de base des circuits optiques i intégrés, cela se traduit par une recherche optimisant la fabrication de guides d'ondes présentant de faibles pertes de propagation et une efficacité de couplage élevée.

Par ailleurs, l'amélioration de l'interaction laser-matière pour induire un contraste d'indice de réfraction élevé, est un autre axe de développement qui permet la miniaturisation des circuits optiques.

Bien que les verres à base de silice soient les matériaux les plus couramment utilisés pour les applications photoniques, les verres en général possèdent des propriétés structurelles et optiques uniques qui peuvent être adaptées en adaptant leur composition et leur processus de fabrication, par conséquent, la recherche en cours est axée sur le développement de nouveaux verres optiques pour atteindre de nouvelles fonctionnalités. Il n'est pas surprenant que le Conseil général de l'ONU ait déclaré cette année, en 2022, l'Année internationale du verre, en reconnaissant le rôle fondamental que les verres ont dans la société. C'est dans ce cadre que les travaux rapportés dans ce manuscrit ont été réalisés. Ce doctorat a été réalisé à l'Université de Bordeaux, au sein du groupe Short-pulse Lasers : Applications & Materials (SLAM) du laboratoire Centre Lasers Intenses et Applications (CELIA). Le groupe possède une expertise internationalement reconnue en inscription laser femtoseconde de matériaux pour des applications photoniques. En particulier, grâce à des collaborations avec d'autres laboratoires et entreprises, en particulier l'Institut de Chimie de la Matière Condensée de Bordeaux (ICMCB). Le groupe étudie l'inscription laser d'architectures photoniques à 3D dans le volume et en fibre, notamment des verres en phosphate photosensible contenant des ions argentés. Les travaux de recherche antérieurs à cette thèse ont consisté à étudier la photochimie des ions d'argent induite dans l'interaction laser-matière et les propriétés optiques du changement d'indice de réfraction associé, qui n'est pas liée à des modifications structurelles, mais plutôt au mécanisme physicochimique activé dans l'absorption des impulsions laser.

De plus, cette étude a été menée parallèlement à une étude sur les matériaux pour comprendre l'influence de la structure des verres sur la photosensibilité des matériaux.

Les résultats prometteurs de ces études ont permis la fabrication de guides d'ondes liés à l'argent, de guides d'ondes à proximité de la surface et la réalisation d'un capteur d'indice de réfraction. Par conséquent, les travaux développés au cours de cette thèse visaient à étudier davantage la formation d'impulsion-à-impulsion des agrégats d'argent induite dans l'interaction femtoseconde ii pour l'exploiter pour la fabrication de guides d'ondes à base d'argent à fort contraste d'indice. De plus, cette thèse vise à réaliser des composants optiques plus complexes basés sur les propriétés optiques de structures caractérisées par une modulation périodique de l'indice de réfraction. Par conséquent, les travaux développés au cours de cette thèse visent à étudier la formation impulsions après impulsions des agrégats d'argent, induite dans l'interaction femtoseconde, pour l'exploiter dans la fabrication de guides d'ondes à fort contraste d'indice. De plus, cette thèse vise à réaliser des composants optiques plus complexes basés sur les propriétés de structures optiques caractérisées par une modulation périodique de l'indice de réfraction.

Ce manuscrit est structuré comme suit.

Le premier chapitre traite des principes fondamentaux de l'interaction laser-matière.

La première partie est consacrée aux verres, à leurs propriétés structurelles et optiques et aux processus de fabrication.

Ensuite, les lasers ultrarapides sont introduits ainsi que les processus d'ionisation multiphoton produit par l'absorption des impulsions laser.

Enfin, les notions de base de l'optique guidée sont discutées pour introduire la théorie du guidage des ondes et les propriétés de la lumière se propageant dans les médias périodiques.

Le deuxième chapitre se concentre sur le Direct Laser Writing dans les verres.

Les modifications structurelles conduisant à une modification de l'indice de réfraction du verre sont étudiées.

En particulier, les propriétés des structures inscrites dans les régimes thermiques et athermiques sont présentées et différentes techniques de fabrication pour atteindre un contraste élevé de l'indice de réfraction induit sont discutées. Ainsi, des verres contenant de l'argent et leur structuration par laser femtoseconde sont présentés. Un bref état de l'art sur les structures d'indice de réfraction dues à l'argent et leurs propriétés optiques est réalisé et certains des principaux résultats obtenus par le groupe sont présentés. Le troisième chapitre présente les résultats de l'inscription multiscan de verres contenant de iii l'argent pour obtenir un changement élevé d'indice de réfraction. La discussion est menée à la suite de l'étude sur trois différentes matrices vitreuses contenant de l'argent, analysant la dépendance impulsions après impulsions du contraste d'indice sur le nombre d'impulsions absorbées pendant toutes les inscriptions laser dans un régime athermique. Des résultats prometteurs concernant le contraste d'indice sont exploités pour la fabrication de guides d'ondes. Le quatrième chapitre traite de la fabrication de structures dues à l'argent basées sur la modulation périodique de l'indice de réfraction. La première partie présente les Waveguides Bragg Gratings, en discutant de leur procédé de fabrication, des caractéristiques géométriques et des propriétés optiques. Ainsi, les spectres de transmission sont analysés pour étudier leur effet de filtrage. La deuxième partie rend compte des résultats préliminaires obtenus dans la fabrication des réseaux volumiques de Bragg. Enfin, des conclusions sont tirées à partir des résultats rapportés et certaines perspectives sur les travaux futurs sont esquissées. iv Résumé de la thèse Les verres sont des matériaux amorphes fabriqués depuis des milliers d'années. Leurs processus de fabrication ont été optimisés au fil des ans afin qu'il soit possible de synthétiser des verres présentant des propriétés structurelles et optiques personnalisées. Différentes compositions sont examinées pour adapter les fenêtres de transmission et les indices de réfraction des verres optiques. En particulier, le spectre d'absorption dans l'UV détermine la longueur d'onde de la source laser ultrarapide qui peut être absorbée par absorption multiphoton. Un tel processus non linéaire permet de confiner l'interaction ultrarapide à l'intérieur d'un voxel avec des dimensions liées au paramétre géométrique du faisceau laser focalisé. L'absorption multiphoton est liée à des processus de photoionisation qui peuvent conduire à une modification matérielle dans le voxel d'interaction. Selon les propriétés du changement d'indice de réfraction associé, il est possible de guider la lumiére en utilisant les structures 3D induites par laser dans l'interaction d'une source femtoseconde et d'un verre. La lumiére se propageant à l'intérieur d'un guide caractérisé par un changement d'indice de réfraction positif subit la réfraction interne totale aux bords du guide, les conditions limites établissent les solutions de l'équation de Helmholtz, connue sous le nom de modes, qui sont autorisés à se propager à l'intérieur de la structure de guidage, comme une fibre optique ou un guide d'onde. Chaque mode est caractérisé par une constante de propagation et un changement d'indice de réfraction efficace. Par ailleurs, connaissant le contraste d'indice induit entre la structure de guidage et le verre vierge et la dimension de la structure, il est possible de trouver le diamétre du champ du mode, qui donne des informations sur la fraction du mode qui est confiné sur la structure guidante. Lorsque la lumiére se propage dans des milieux périodiques caractérisés par une modulation v périodique du changement d'indice de réfraction, elle subit plusieurs transmissions et réflexions aux interfaces entre différentes zones d'indice de réfraction. L'interférence entre les ondes transmises et réfléchies entraîne une augmentation de l'intensité de la lumiére transmise en correspondance avec la résonance de Bragg, liée à la périodicité de la structure. Le comportement de la lumiére qui se propage à l'intérieur des réseaux périodiques peut être simulé en modélisant la structure à l'aide de la matrice de transfert ou de la théorie des ondes couplées. L'inscription femtoseconde dans les verres peut être réalisée en régime thermique ou athermique, en fonction du taux de répétition du laser ultrarapide utilisé. En conséquence, les structures inscrites avec des sources de taux de répétition élevé présentent des dimensions plus grandes associées à la zone affectée thermiquement et des géométries symétriques. L'ampleur de la variation induite de l'indice de réfraction est généralement plus élevée que celle obtenue dans un régime athermique. Néanmoins, l'amplitude du contraste des indices atteint avec Direct Laser Writing est beaucoup plus petite que ce qui est obtenu par d'autres méthodes de fabrication, telles que la lithographie. Par conséquent, de nombreuses techniques ont été recherchées pour augmenter la variation d'indice, l'une d'entre elles étant l'inscription laser multiscan qui repose sur l'absorption de nombreuses impulsions lors de balayages laser consécutifs. Cependant, les effets thermiques se produisant dans l'absorption des impulsions laser rendent difficile l'augmentation du contraste d'indice induit en utilisant cette approche. Le Direct Laser Writing dans des verres contenant de l'argent avec un laser à taux de répétition élevé permet d'induire la formation d'agrégats d'argent dans un régime athermique. La photochimie des ions d'argent n'est activée que dans le voxel d'interaction, permettant la formation de structures pérennes dues à l'argent qui sont caractérisées par des éléments avec des dimensions plus petites que la limite de diffraction. Par ailleurs, les espéces d'argent photoinduites montrent des propriétés de fluorescence et sont associées à un changement d'indice de réfraction positif, appelé Type A, qui n'est pas lié à la modification structurelle de la matrice de verre. Un tel contraste d'indice positif s'est avéré utile pour les applications de guidage d'ondes, permettant la fabrication de guides d'ondes dues à l'argent, de guides d'ondes proches de la surface et d'un capteur d'indice de réfraction. Par ailleurs, le réservoir d'argent constamment disponible de la matrice vitreuse permet de vi réécrire dans ces matériaux. En profitant du remarquable régime athermique de la formation des agrégats d'argent, l'approche multiscan est adoptée pour inscrire des modifications de Type A dans des verres contenant de l'argent visant à atteindre des changements d'indice de réfraction induits élevés. Pour cette raison, plusieurs structures multiscan ont été inscrites à l'intérieur d'échantillons contenant de l'argent avec différentes matrices de verre en faisant varier les paramétres DLW, la vitesse de translation et l'intensité du laser, et le nombre de balayages laser. Ainsi, l'indice de réfraction associé à chaque structure multiscan a été extrait des images de phase acquises au moyen du logiciel Sid4BIO et du capteur CCD basé sur la technique Quadriwave Lateral Shearing Interferometry. Les résultats ont été analysés en fonction du nombre d'impulsions cumulées absorbées pendant les acquisitions laser consécutives. Cette étude a permis de comprendre que le changement d'indice de réfraction induit dans un régime athermique suit des taux de croissance différents: • lorsque le réservoir d'argent de la matrice de verre est plein, l'amplitude du changement d'indice de réfraction dépend directement du nombre d'impulsions cumulées absorbées. Le taux de variation de l'indice de réfraction est déterminé par l'intensité du laser puisque le nombre d'agrégats d'argent photoinduits dépend du nombre d'électrons libérés dans l'absorption de l'impulsion laser; • lorsque le réservoir d'argent est presque vide, la quantité d'ions d'argent restant n'est pas suffisante pour créer un nombre d'agrégats d'argent déterminé par l'intensité du laser, donc le changement d'indice de réfraction sature. Finalement, l'épuisement du réservoir des ions d'argent au centre des structures inscrites peut conduire à un changement dans le processus d'absorption du verre et donc à des explosions. Le contraste élevé de l'indice de réfraction en multiscan a été exploité pour la fabrication de guides d'ondes. En fonction du nombre de balayages laser consécutifs, ces guides d'ondes dus à l'argent peuvent présenter un comportement monomode ou multimode à la même longueur d'onde. De plus, un traitement d'image des profils du mode du champ proche des guides d'ondes a permis d'estimer le diamétre du mode de champ de chaque structure en fonction du nombre de passages laser. Cela a permis de démontrer que l'augmentation du nombre de passages laser entraîne une diminution du diamétre du mode des guides d'ondes, en conséquence une augmentation de l'indice de vii réfraction. Néanmoins, cette augmentation du confinement du mode dans les guides d'ondes multiscan a été associée à une diminution des pertes de propagation mesurées. Enfin, les guides d'ondes de Type A sont généralement caractérisés par un profil en mode doubleelliptique, qui peut empêcher un couplage efficace avec, par exemple, des fibres optiques. Par conséquent, en tirant parti de la capacité de réécriture des agrégats d'argent, des guides d'ondes multiscan ont été fabriqués pour remodeler la géométrie des guides d'ondes à contraste élevé et obtenir un profil de mode gaussien.

Un pas de plus dans la réalisation de dispositifs optiques pour les circuits photoniques intégrés est représenté par la fabrication de Waveguides Bragg Gratings.

Ces structures sont caractérisées par une modulation périodique de l'indice de réfraction du guide d'ondes pour obtenir la réflexion de la lumiére guidée à une longueur d'onde spécifique, connue sous le nom de longueur d'onde de Bragg.

La résonance de Bragg est

numerous advantages of the DLW technique, the induced refractive index change is still modest when compared to the one achieved in other techniques, such as lithography. Therefore, the achieving of higher index modification is a research axis that is currently being investigated since it will allow for the miniaturization of optical circuits. Different types of refractive index modifications have been achieved in glasses depending on the laser parameters and the glass composition. Among these, Type 1 is the only one suitable for waveguiding applications. However, in 2017, a new type of index modification has been demonstrated in silver-containing glasses, namely Type A. As a matter of fact, the femtosecond interaction enables the clustering of silver ions, leading to the inscription of silver-sustained structures with features overcoming the diffraction limit that are always associated with a positive refractive index change. Moreover, it has been demonstrated that the silver photochemestry is activated in an athermal regime, despite the use of a high repetition rate laser source. Nevertheless, Type A modifications have been exploited to fabricate waveguides, couplers, beam splitters and, recently, a refractive index sensor. The work reported in this manuscript has a twofold goal. On the one hand, the problem of achieving high refractive index change based on Type A modifications is addressed by adopting a multiscan approach. Such a technique allows for sensibly increasing the index contrast of waveguides induced by several repeated laser scans. However, in the high repetition rate regime, this technique is strongly limited by thermal effects. Thus, by exploiting the athermal regime in the inscription of Type A modification, this work demonstrated the achievement of remarkably high refractive index change up to 2 × 10 -2 . Moreover, it is shown that fine control of the induced index change is obtained by simply adjusting the DLW parameters. Nevertheless, multiscan waveguides based on Type A modifications have been fabricated in silver-containing glasses showing both mode-confinement control and reduced propagation losses. On the other hand, this work reports on the fabrication of periodic gratings based on Type A refractive index change which have been exploited for the realization of Waveguides Bragg Gratings (WBGs) and transmission Volume Bragg Gratings (VBGs). The Type A WBGs demonstrated the ability of the silver-sustained structures to achieve first-order Bragg resonance in the VIS-NIR spectral xiv range. Moreover, high coupling coefficients, up to two orders of magnitude higher than what is reported in the literature, have been obtained for very short gratings, typically L = 500 µm. Finally, multilayer Type A VBGs have demonstrated that increasing diffraction efficiency is achieved by increasing the number of stacked layers: diffraction efficiency up to η = 55% is achieved for only 20 µm thick gratings. The results reported in this manuscript demonstrate the ability of Type A modifications to achieve high refractive index change and strong first-order Bragg resonances in the VIS-NIR range. Therefore, such interesting results highlight the potentiality of Type A modifications to fabricate efficient optical components for integrated photonics circuits, enabling a further step into the successful miniaturization of these. In all our discussions and in their profuse explanations I have picked up the strong passion for their work. On my side, I have tried to behave like a sponge so as to retain every little information they have provided me, for as much as possible.

Particularly, I thank them for their guidance, their kindness and their help.

It was a pleasure to share coffee breaks with Lionel, to hear all the compelling stories and to learn about french expressions.

I have truly appreciated all the interesting conversations I had with Yannick and his funny dad jokes.

I am thankful to have worked with Prof. Thierry Cardinal and his group at the Institut de Chimie de la Matière Condensée de Bordeaux (ICMCB), it was instructive, as well as fun. In particular, I would like to thank: Sylvain Danto, Clément Strutynski, Théo Guérineau, Fouad Alassani, Florian Calzavara, Rayan Zaiter and George El Dib.

Particularly, I'm thankful to Théo and Fouad for providing me the glasses on which I have xvii conducted my work, for all the discussions and the friendly chats that made long experimental time fly by. I am definitely grateful to have joined the SLAM group: Bruno Bousquet, Inka Manek-Hönninger, Romain Laberdesque, Alain Abou Khalil, Joyce Bou Sleiman, Wendwesen Gebremicheal, Julian Guézénoc, ChangHyun Park, Arthur Le Camus, Joelle Harb, Elise Clave, Raphael Hazem and all the stagiaires, especially Sabrina Benhamouche and Mathis Carpentier.

I have shared with them such pleasant moments, great laughs and some bizarre situations that only the A4 building could provided.

In particular, I thank Bruno for his kindness, his help and his contagious laugh.

A PhD can be quite a challenging journey and sometimes it gets tough, especially if experiencing it during a pandemic.

Luckily, I had the support of the amazing people around me.

To Joyce, Linh, Jack and all the beautiful people I had the chance to meet here in Bordeaux, I am deeply thankful for their friendship, their support, for all the happy moments and the fun. I owe so much to Alain for his help, his patience, his constant support in and outside work and for his good heart.

Beyond the Alps, I thank Alessandra, Daniela and Sara for their beautiful souls and their everlasting friendships. Your presence was tangible despite the distance. Daniela, ciccia, thank you for always being there, in all the good or bad moments. I cherish all the cats videos and virtual hugs we shared.

My family has been the most supporting team one could ever wish for. I am grateful from the bottom of my heart to my big big family, my aunts, uncles and cousins. In particular, I thank my dear tate zia Anna and zia Mimma and my cousins Ilaria and Giusy for their love and all the encouragements. Ilaria, thank you for all the confidences and the advice, I hope one day I will finally convince you to take a flight and come visit me here with Diego and Dodo! xviii Finally, I thank my brother Emilio, who I look up to, my sister in law Luana and my sweet niece Irene for all the immense love and support. I am most grateful to my parents.

They are my role models and I thank them for all the values they have instilled in me, for they have made me the person that I am and they have allowed me to achieve all my goals. 

General conclusions and perspectives
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Examples of linear and multiphoton absorption for different numbers of photons

N . Image taken from [START_REF] Boyd | Nonlinear Optics[END_REF] show the fluorescence of a dye solution under laser excitation, proving that the interaction in the case of multiphoton absorption occurs only in the focal volume.
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1.25 Timeline of the processes involved during the focusing of a femtosecond source in the bulk of photosensitive media. Adapted from [START_REF] Rafael | Femtosecond laser micromachining in transparent materials[END_REF] . . . . . . . . . . . . . . . . . 1.26 (a) Example of the functionalization of materials: femtosecond imprinting of (top)

King James Bible and (bottom) the Magna Carta in glass (Images taken from [START_REF] Kazansky | Eternal 5d data storage via ultrafast-laser writing in glass[END_REF] ), (b) fabrication of waveguides in crystal and glass with different 3D arrangement, depending on the induced refractive index change ∆n (image taken from [START_REF] Gross | Ultrafast-laser-inscribed 3d integrated photonics: challenges and emerging applications[END_REF] ) and

(c) a schematic explanation of one of the methods to achieve microfluidics channels by femtosecond irradiation (image taken from [START_REF] Sugioka | Progress in ultrafast laser processing and future prospects[END_REF] ). . . . . . . . . . . . . . . . . . 1.27 Schematic representation of an optical fiber with n core = n 1 , n clad = n 2 and the acceptance angle α defining the Numerical Aperture. Image taken from Newport.
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Evolution of the different types of refractive index change ∆n in the DLW on

Silica glass, depending on the pulse energy E and the numerical aperture N.A.

of the microscope objective used to focus the femtosecond laser (represented on a log-log scale). The red horizontal line individuates the self-focusing threshold for silica, which depicts the critical optical power leading to damage. Image taken from [START_REF] Lancry | Dependence of the femtosecond laser refractive index change thresholds on the chemical composition of doped-silica glasses[END_REF] the pulse energy for a silica glass irradiated using a 800 nm femtosecond source with τ p 40 fs and r rep 20 kHz. The temperature reported on the graphs refers to the estimated temperature reached by the lattice during the inscription. Images taken from [START_REF] Streltsov | Study of femtosecond-laser-written waveguides in glasses[END_REF] . It should be noticed that the highest reached value of ∆n in silica is less than 4 × 10 -3 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

2.4

Numerical simulation of the evolution of the temperature in the interaction voxel during the absorption of subsequent pulses for the case of different repetition rates.

Image taken from [START_REF] Shane | Heat accumulation effects in femtosecond laser-written waveguides with variable repetition rate[END_REF] It is possible to observe the transition from the athermal regime (case of f rep = 100 kHz) and the thermal regime which is highly affected by heat accumulation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

(a)

Dependence of the periodicity of the nanogratings on the wavelength of the laser. [START_REF] Richter | Progress in Nonlinear Nano-Optics -Nanogratings in Fused Silica: Structure, Formation and Applications[END_REF] (b) Window inscription of Type 2 modifications in silica glass, depending on the laser parameters. Images taken from [START_REF] Richter | Formation of femtosecond laser-induced nanogratings at high repetition rates[END_REF] . . . . . . . . . . . . . . . . . . . 2.6 Evolution of the cross-section geometries and associated refractive index changes ∆n for waveguides embedded in silica glass while changing the repetition rates.

The black arrow individuates the laser beam propagation direction. Images adapted from [START_REF] Shane | Transition from thermal diffusion to heat accumulation in high repetition rate femtosecond laser writing of buried optical waveguides[END_REF] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

2.7

Example of Depressed cladding waveguides: (a) schematic representation of the waveguide structure and plot of the idealized refractive index versus the radius of the waveguide; (b) microscope image of two of these complex waveguides in ZBLAN glass (for both structure the cladding is composed of 24 overlapping waveguides with negative ∆n). Images taken from [START_REF] Lancaster | Versatile large-mode-area femtosecond laser-written tm:zblan glass chip lasers[END_REF] . . . . . . . . . . . . . . . xxviii 2.8 Schematic representation of a) Directional Coupler (DC) characterized by the coupling length L and the distance d (Image taken from [START_REF] Tan | Photonic circuits written by femtosecond laser in glass: improved fabrication and recent progress in photonic devices[END_REF] ) and b) Photonic Lanterns with the multimode waveguide converted into several single mode waveguides (Image taken from [START_REF] Birks | The photonic lantern[END_REF] ). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pictures in c) and d) report top views of the inscribed BGs, to be noticed that with LbL method the BGs inscription occurs also in the cladding of the fiber.

(Images taken from [START_REF] He | Review of femtosecondlaser-inscribed fiber bragg gratings: Fabrication technologies and sensing applications[END_REF] ). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.10 Increase of the induced refractive index change ∆n by: a) UV exposition of H 2 loaded GeO 2 doped optical fibres (image taken from [START_REF] Mizrahi | High pressure h 2 loading as a technique for achieving ultrahigh uv photosensitivity and thermal sensitivity in geo 2 doped optical fibres[END_REF] ) and b) X-ray pretreatment of silica based glasses with different irradiation doses (image taken from [START_REF] Royon | X-ray preconditioning for enhancing refractive index contrast in femtosecond laser photoinscription of embedded waveguides in pure silica[END_REF] ).

2.11 Bright field images of the femtosecond laser-induced waveguides in alkaline earth boro-aluminosilicate glass showing a complex refractive index ∆n: a) the presence of the outer ring with positive ∆n result in the multimode operation of the waveguides with related high propagation losses. (b) After a post-annealing process, the outer ring is removed, enabling the single mode operation. Images taken from [START_REF] Arriola | Low bend loss waveguides enable compact, efficient 3d photonic chips[END_REF] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.12 Multiscan approach in the low repetition rate regime in silica glass: a) increase of the induced refractive index changes ∆n from following laser scans, up to 9×10 -3 after 500 passages. b) The high refractive index change has been then exploited to fabricate waveguides showing single mode or multimode operation at the same wavelength depending on the number of laser scans. Images taken from [START_REF] Lapointe | Control and enhancement of photo-induced refractive index modifications in fused silica[END_REF] . . . . 2.13 (Left) Formation of pearl-chained waveguides in the multiscan laser inscription of a fused silica sample in the high repetition rate regime, 10 MHz (Images taken from [START_REF] Graf | Pearl-chain waveguides written at megahertz repetition rate[END_REF] ). (Right) Multiscan inscription of a step-index waveguide in fused silica substrate to allow for guiding application at 3.5 µm with low propagation losses: a) bright field image, b) and c) back-scattered and secondary electrons images, respectively and d) luminescent 2D micro mapping of the fabricated waveguide revealing the disposition of femtosecond induced defects (Images taken from [START_REF] Martínez | 3d laser-written silica glass step-index high-contrast waveguides for the 3.5µm mid-infrared range[END_REF] ).

2.14 Examples of tetrahedra P O 4 (represented as blue spheres) with a different number of bridging oxygen (represented as pink spheres) for the case of Q 3 , Q 2 , Q 1 and Q 0 entities. Image taken from [START_REF] Fletcher | Femtosecond laser writing of waveguides in zinc phosphate glasses[END_REF] . . . . . . . . . . . . . . . . . . . . . . . . . . . . xxix 2.15 Absorption spectra in UV and visible of a) Zinc-phosphate glasses (PZn) with and without (black curve) silver addition (image taken from [START_REF] Abou | Direct Laser Writing of a new type of optical waveguides and components in silver containing glasses[END_REF] ) and b) silvercontaining Sodium-gallium phosphate glasses (image taken from [START_REF] Guérineau | Synthèse et caractérisation de verres pour l'impression 3D par laser: verres phosphates et d'oxydes lourds á l'argent[END_REF] ). . . . . . . . Images adapted from [42;41] . . . . . . . . . . . . . . . . . . . . . . . 2.17 Schematic representation of the physical processes involved in the silver cluster formation during the many-pulse absorption of a focused femtosecond source.

Image taken from [START_REF] Petit | On the femtosecond laser-induced photochemistry in silver-containing oxide glasses: mechanisms, related optical and physico-chemical properties, and technological applications[END_REF] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

2.18

Simulation of the evolution of the local temperature in the voxel of interaction during the many-pulse absorption. Image taken from [START_REF] Smetanina | Modeling of cluster organization in metal-doped oxide glasses irradiated by a train of femtosecond laser pulses[END_REF] . . . . . . . . . . . . . .

a)

Fluorescence confocal image of the laser-induced silver clusters on the plane perpendicular to the laser beam direction (λ exc = 405 nm). Image taken from [START_REF] Bourhis | Femtosecond laser structuring and optical properties of a silver and zinc phosphate glass[END_REF] . b) Profile of the structure in a) along the dashed line obtained by HRSEM imaging, showing a thickness of around 80 nm, well below the diffraction limit. Image taken from [START_REF] Bellec | Beat the diffraction limit in 3d direct laser writing in photosensitive glass[END_REF] 

2.22

Dependence of the ∆n associated with Type A modifications on the number of pulses and the irradiance. Image taken from [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] . . . . . . . . . . . . . . . . . . . xxx 2.23 i) Near-field images of the guided mode at the output of a waveguide based on Type A modifications, while the picture in ii) reproduced the guided mode profile along the horizontal direction. Images taken from [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] . . . . . . . . . . . . . . . . 

Schematic representation of the holographic interferometry method for achieving

Bragg Gratings in fiber. Image taken from [START_REF] Kashyap | Chapter 3 -fabrication of bragg gratings[END_REF] . . . . . . . . . . . . . . . . . . . . . 4.2 Schematic representation of the functioning of a phase mask for the fabrication of a FBG. Image taken from [START_REF] Kashyap | Chapter 3 -fabrication of bragg gratings[END_REF] duty cycle. Images a) and c) taken from [START_REF] Marshall | Direct laser written waveguide-bragg gratings in bulk fused silica[END_REF] . Image taken b) and d) from [START_REF] Zhang | Single-step writing of bragg grating waveguides in fused silica with an externally modulated femtosecond fiber laser[END_REF] . . . 

) Λ BG = Λ helix 2 .
The reflection efficiency is calculated from the transmission spectra following Eq. 4.17. It is noteworthy to highlight that the reflection efficiency in a) surprisingly decreases after L = 800 µm. . . . . . . . . . 4.15 Variation of the radius of the laser-induced silver structures depending on the laser irradiance. Image adapted from [START_REF] Bellec | Nanostructuration par laser femtoseconde dans un verre photoluminescent[END_REF] . . . . . . . . . . . . . . . . . . . . . . .

4.16

Volume Bragg Gratings: a) reflection gratings, for which the Bragg resonance is achieved at λ B = 2Λ cos(θ i + θ tilt ), and b) transmission gratings, for which the Bragg resonance is achieved at λ B = 2Λ sin(θ i + θ tilt ). Image taken from [START_REF] Divliansky | Volume bragg gratings: Fundamentals and applications in laser beam combining and beam phase transformations[END_REF] . . . 4.17 a) Vectorial representations of the propagation vectors δ and ρ of the incident and diffracted beams, respectively, giving an incident angle θ i and tilt gratings with tilt angle ϕ and gratings vector K. b) Vectorial diagram at the Bragg condition cos(ϕ -θ i ) = K 2β for which δ = ρ -K. Images adapted from [START_REF] Kogelnik | Coupled wave theory for thick hologram gratings[END_REF] . . . . . . . . . .

4.18

Diffraction of the zero-order P 0 and first order P ′ of an incident beam with incident angle θ i by a transmission VBG characterized by gratings vector K = 2π Λ , where Λ is the periodicity of the refractive index modulation here represented by the green slanted bands, tilt angleϕ and thickness d along the z direction. Image adapted from [START_REF] Kogelnik | Coupled wave theory for thick hologram gratings[END_REF] For instance, health care has largely benefited from photonics innovations in medical imaging, disease diagnostic and treatment, reducing the costs and providing less invasive procedures. Moreover, while lasers become more affordable, their employment in the industry increases improving manufacturing technologies such as welding, material processing or printing, by gaining flexibility, enhancing the quality and reducing waste.

Nevertheless, it is in telecommunication and the data storing, processing and transferring that we expect photonics to play a strategic role in fulfilling the increasing demand for data capacity and bandwidth, speeding up networks and reducing the overall energy consumption and environmental footprint. Indeed, integrated photonics circuits allow for downsizing to chip scale bulky and complex optical systems, embedding them into materials to minimize environmental interaction. Among all the different techniques, Direct Laser Writing allows for directly addressing material 3D structuring by multiphoton absorption of a focused femtosecond laser source in the voxel of interaction. This technique exhibits many advantages such as flexibility and single-step fabrication with respect to, for instance, 2D structuring by lithography. However, the efficiency of integrated optical devices is directly related to the ability to reduce losses. Since waveguides are the basic components of integrated optical circuits, this translates into fabricating waveguides exhibiting low propagation losses and high coupling efficiency. Moreover, enhancing the laser-matter interaction to induce high refractive index contrast is an important research area that will allow for the miniaturization of optical circuits.

Although silica-based glasses are the most commonly used materials for photonics applications, glasses possess unique structural and optical properties which can be tailored by adapting their 1 composition and fabrication process, therefore ongoing research is focused on developing new optical glasses to achieve new functionalities. It does not surprise that the UN General Council has declared this year, 2022, the International Year of Glass, as to acknowledge the fundamental role that glass has in society.

It is in this framework that the work reported in this manuscript has been carried out. This PhD has been performed at University of Bordeaux, inside the Short-pulse Lasers: Applications & Materials (SLAM) group from the Centre Lasers Intenses et Applications (CELIA) laboratory.

The group has internationally-recognized expertise in femtosecond laser inscription of materials for photonics applications. In particular, through collaborations with other laboratories and companies, especially the Institut de Chimie de la Matière Condensée de Bordeaux (ICMCB), the group investigates the laser inscription of 3D photonics architectures both in bulk and fibered samples, notably photosensitive phosphate glasses tailored with silver ions. Research work before this thesis consisted of investigating the photochemistry of the silver ions induced in the laser-matter interaction and the optical properties of the associated positive refractive index change, which is not related to structural modifications but rather to the physicochemical mechanism activated in the absorption of the laser pulses. Moreover, this investigation has been carried out alongside a material investigation to understand the influence of the glass structure on the photosensitivity of the material.

The promising results of these studies enabled the fabrication of silver-sustained waveguides, single-step near-surface waveguides and the realization of a refractive index sensor.

Therefore, the work developed during this thesis aimed at further investigating the pulseto-pulse silver clusters formation induced in the femtosecond interaction to exploit it for the fabrication of high-contrast silver-based waveguides. Moreover, this thesis aims at realizing more complex optical components based on the optical properties of structures characterized by a periodic modulation of the refractive index. This manuscript is structured as follows.

The first Chapter reports on the fundamentals of laser-matter interaction. The first part is dedicated to glasses, their structural and optical properties and fabrication processes. Then, ultrafast lasers are introduced as well as the multiphoton ionization processes induced in the absorption of the laser pulses. Finally, basic notions of guided optics are discussed to introduce the waveguiding theory and properties of light propagating in periodic media.

The second Chapter focuses on Direct Laser Writing in glasses. The structural modifications leading to a change in the refractive index of the glass are investigated. In particular, the properties of structures inscribed in thermal and athermal regimes are presented and different fabrication techniques to achieve high induced refractive index contrast are discussed. Thus, silver-containing glasses and their femtosecond laser structuring are presented. A brief state of the art on silver-sustained structures and their optical properties is carried out and some of the major results achieved by the group are presented.

The third Chapter presents the results for the multiscan inscription of silver-containing glasses to achieve high induced refractive index change. The discussion is carried out following the investigation of three different silver-containing glass matrices, analyzing the pulse-to-pulse dependence of the induced index contrast on the number of pulses absorbed during the whole laser inscription in an athermal regime.

Hence, the promising results are exploited in the fabrication of high-contrast waveguides.

The fourth Chapter discusses the fabrication of silver-sustained structures based on periodical modulation of the refractive index. The first part introduces silver-sustained Waveguides Bragg Gratings, discussing their fabrication procedure, the geometrical characteristics and the optical properties. Thus, the transmission spectra are analyzed to investigate their filtering effect. The second part reports on the preliminary results achieved in the fabrication of silverbased transmission Volume Bragg Gratings.

Finally, conclusions are drawn based on the reported results and some perspectives on future works are outlined.

Chapter 1

Basics of glass and laser-matter interaction Introduction to the chapter Light-matter interaction is a wide research area in physics that finds many applications in several fields, such as telecommunication, sensing, biology and astrophotonics. The understanding of the phenomena involved in the interaction between an electromagnetic radiation and a medium is of crucial importance to exploit them and improve their photosensitivity. Indeed, the ability to permanently modify the optical properties of a medium, such as the refractive index, by light interaction depends on both the light and the material properties. Therefore, this chapter focuses on both aspects.

Glasses are amorphous materials that have been produced for thousands of years, they can show excellent optical properties depending on their composition and the atomic scale, and interesting thermo-mechanical properties that allow them for achieving high stability and homogeneity in the production process and to be drawn into fibers. For these reasons, glasses are highly suitable for photonics applications. Although the basics of glass production are known since Phoenicians times, the choice of materials and the fabrication process have evolved during the centuries to obtain glasses exhibiting sought optical and mechanical properties, depending on their applications. Nowadays, high-quality optical glasses are produced by several companies, among which Corning, Saint-Gobain and Pilinkgton might be mentioned.

For this reason, a brief overview of the history and the production techniques is given in the first part of this chapter. Furthermore, the attention is focused on a specific class of inorganic glasses, the oxide glasses, given that this type of glasses have been adopted during the work reported in this manuscript. Moreover, the fabrication process of optical fibers is briefly discussed. To conclude the glass section, the optical properties of glasses are discussed.

The second part of this Chapter focuses on lasers, which have a much shorter history if compared with glasses.

However, in less than a century the development of lasers has deeply impacted research, paving the way to countless applications in several fields, notably medicine, telecommunication, industry and military. In particular, the achievement of ultrafast lasers has allowed for the improving of laser-matter interaction, enabling phenomena that otherwise would not have been achievable. Therefore, firstly the concepts behind laser operations are discussed. Secondly, the ultrafast lasers are introduced and explained to allow for the understanding of the ultrafast laser-matter interaction phenomena that are at the base of the work reported in this manuscript.

The Chapter ends with an introduction to guided optics. The basic notions recalled in this last part are of fundamental importance for the understanding of the main results achieved in this work.

Glasses

The history of glass is rooted in antiquity: the most ancient archeological finds, like beads and pendants, date the production of glass back to the late third millennium BC, while glass vessels on different scales seem to have been fabricated at the end of the Bronze Age, around the 16th century BC, in the area of Syria and Mesopotamia. Indeed, the Roman author Pliny the Elder in his encyclopedic work Naturalis Historia documented the production of glass in the Roman empire using the sand coming from the mouth of the River Belus, an ancient river located in the Levantine area. The glass obtained adopting the old method, as defined by Pliny, using the Syro-Palestinian coastal sand was dull and opaque, therefore the author introduced the new method adopted by Romans: Now, however, in Italy, too, a white sand which forms in the River Volturno is found along six miles of the seashore between Cuma and Literno. Wherever it is softest, it is taken to be grinded in a mortar or mill. Then it is mixed with three parts soda, either by weight or measure, and after being fused is taken in its molten state to other furnaces. There it forms a lump known in Greek as "sand-soda" [hammonitrum]. This is again melted and forms a pure glass, and is indeed a lump of colorless glass.

(Nat. Hist. XXXVI:194) Therefore, this production process involved the blending of soda and sand, which would have been subsequently melted in furnaces to obtain hammonitrum and then manufactured in the workshops to obtain, for instance, vessels.

From a chemical point of view, the glass produced in ancient history is based on silica SiO 2 , like most modern glasses. Silica can be found naturally as quartz, whose melting point is reached around 1700 °C, therefore soda, sodium oxide N a 2 O, was used as a flux to lower the melting temperature of silica. Because the silica-soda glass compounds can be easily affected by water, lime, calcium oxide CaO naturally found in limestone and shells, was used as a stabilizer in the glassmaking.

From ancient history to nowadays, the art of glassmaking has evolved and improved. The scientific process of glass formation has been deeply studied, allowing to control of the quality of the powdered materials, limiting the impurities contaminations and customizing the glass optical properties to meet specific constraints, depending on the purposes of the glass applications, leading to well-established industrialization processes on a wide scale. Because of the disordered atomic structures, glasses are identified as amorphous materials that possess a liquid-like structure with no long range order at the molecular scale, though mechanically they behave like a solid.

Definition, formation and properties of oxide glasses

Although many definitions have been given over the years, the one bringing together the scientific community is that: glass is a non-crystalline solid exhibiting the phenomenon of glass transition.

The glass transition of a liquid to a solid state can be obtained by rapidly cooling a melt below its freezing point, causing a strong slowdown of the molecular motion and an increase in the relaxation time. During the cooling process, the rearrangement of the atomic structure is hampered by the viscosity that increases dramatically while the temperature of the liquid decreases. The crystallization phase can be avoided if the cooling process is sufficiently fast since the nucleation process is triggered at higher temperatures than the glass transition temperature T g and for specific conditions of the melt's kinetic parameters and pressure.

In a narrow range around the T g , a falling out of the equilibrium occurs for which the liquid's volume and enthalpy, both functions depending on the temperature, change abruptly but still continuously, as reported in Fig. 1.3a) and 1.3b).

The heat capacity C p , reported in Fig. 1.3c), represents the slope of the enthalpy curve at during the glass transition. Image taken from [START_REF] Debenedetti | Metastable Liquids: Concepts and Principles[END_REF] constant pressure: when the glass phase is reached, only the vibrational contributions to the heat capacity remain, while the rotational and the vibrational are frozen.

Glasses can be classified in three major families: metallic, organic and inorganic. For the last category, namely the inorganic glasses, the classification is made on the type of anion forming the glass: in the case of oxide glasses the anions are oxygen elements, while halide and chalcogenide glasses are based on fluorine (or chlorine) and sulfur (or selenium or tellurium), respectively.

For the sake of brevity, only the oxide glasses will be discussed in this manuscript since the glasses employed in this work belong to this category.

The classification of oxide glasses follows the Zachariasen rules:

• glass formers, (SiO 2 , P 2 O 5 , GeO 2 , AsO 2 etc... ) which are able to form the glass network and exhibit a high melting temperature;

• modifiers, which are added to reduce the structural cohesion and to modify the viscosity and the melting temperature, such as N aO 2 , CaO and K 2 O;

• intermediates, which can act as glass formers or modifiers but are not able to form the glass network by themselves (Al 2 O 3 , ZnO, Ga 2 O 3 etc...).

Optical properties

In the making of glasses suitable for photonic applications it is desirable to control the optical properties of the material: for instance, it is desirable to control the refractive index as a function of the wavelength, which is achieved by adapting the glass composition.

An example of a dispersion curve, i.e. dependence of the refractive index on the wavelength, Figure 1.4: Examples of dispersion curves for different optical glasses, among which is reported the BK7 glass, one of the most common Borosilicate glasses used for producing high-quality optics. Image taken from [START_REF] Hoffmann | Optical glasses[END_REF] . of different optical glasses is given in Fig. 1.4.

One of the most common dispersion formulas is given by the Sellmeier equation:

n 2 (λ) -1 = 3 i=1 A i λ 2 λ 2 -B 2 i , (1.1) 
where the three terms reported in the sum represent three harmonic oscillators with amplitudes A i and resonance frequencies B i , with i = 1, 2, 3. Two of the resonance wavelengths in the UV correspond to electronic transitions while the third one in the IR spectral range corresponds to ionic vibrations.

Moreover, the refractive index of the glass is critically dependent on the cooling process of the glass from the liquid to the solid state. Indeed, as reported in Fig. 1.5a, in most of the glasses a higher fictive temperature T f , i.e. the temperature at which the liquid glass is frozen into the solid state, will result in higher volume and lower density glass, therefore lower refractive index.

However, this is not the case for silica glasses: Fig. 1.5b shows how higher density is exceptionally achieved with a fast cooling process. This anomalous behavior is at the base of the positive refractive index change induced by the femtosecond laser interaction in silica glasses. of glasses and b) silica glasses: for the silica case, higher fictive temperature T f results in a higher density glass, in contrast with the behavior of the majority of glasses. Image taken from [START_REF] Bressel | Femtosecond laser induced density changes in geo2 and sio2 glasses: fictive temperature effect[END_REF] .

Figure 1.6: Refractive index dependence on the fictive temperature for a GeO 2 glass: the refractive index of the glass can be modified by δn = 1.5 × 10 -3 by varying the fictive temperature of δT = 50°C. Image taken from [START_REF] Gross | Fictive temperature of geo 2 glass: Its determination by ir method and its effects on density and refractive index[END_REF] .

Given a material, e.g. a glass, with refractive index n and an electromagnetic wave interacting with the medium, at the interface between air and the material the parallel E ∥ and perpendicular E ⊥ components of the incident electric field E 0 of the electromagnetic wave are partially reflected following the ratios:

r ∥ = E ∥ E 0 = cosθ i -ncosθt cosθ i + ncosθ t = - sin(θ i -θ t ) sin(θ i -θ t ) (1.2a) r ⊥ = E ⊥ E 0 = -cosθ i -ncosθ t cosθ i + ncosθ t = - tan(θ i -θ t ) tan(θ i -θ t ) (1.2b)
where θ i and θ t are the angle of incidence and transmittance, respectively. Thus, from the Eq.

1.2a) and Eq. 1.2b), the reflection coefficients for energy carried by the electromagnetic wave are obtained as

R ∥ = |r ∥ | 2 and R ⊥ = |r ⊥ | 2
. By interchanging the incidence and transmittance sides, one can obtain the reflection coefficient at normal incidence:

R = (n -1) 2 (n + 1) 2 .
(1.3) However, Eq. 1.3 can be applied only in spectral regions where the absorbance is low. Indeed, in case of absorption, the refractive index can be written as a complex function ñ = n + iκ where the complex part κ is known as extinction coefficient, which is related to the absorption coefficient α by α = 2κω c , where ω is the frequency of the considered electromagnetic wave and c is the speed of light.

In this case it is possible to obtain the penetration depth d ∝ 1/α that describes the depth inside the material for which the intensity of the electromagnetic field falls to 1/e of the incident value. Therefore, the spectral transmittance is defined as the ratio between the transmitted intensity I(λ) over the incident power I 0 (λ). Thus, in such a low signal regime, the transmission at a distance d inside the glass can be linked to the absorption coefficient α by the Beer-Lambert law:

T (λ) = I(λ) I 0 (λ) = e -αd . (1.4) 
As mentioned, the optical properties of a glass are strictly related to its composition and arrangement related to their thermal history: the transmission window of a glass, i.e. the spectral range in which the transmitted light is mostly unaffected, is limited by intrinsic mechanisms such as electronic transitions or excitations of ionic vibrations, commonly called phonons. For instance, silica glasses are transparent between around 180 nm and 3.5 µm, while they are considered as opaque in the extreme UV and in the far-IR: below 200 nm, strong absorption of the UV radiation is caused by the interaction with electrons of Si -O bonds, with structural imperfections and points defects, such as OH. The position of the absorption edge in the UV depends on the presence of impurities resulting from the manufacturing process: for example, impurities such as F e 3+ , Cr 3+ or T i 3+ would shift the absorption edge towards the visible. [55;56;57] In the infrared part, absorption at 2.73-2.85 µm, 3.5 µm, and 4.3 µm are related to the presence of OH groups, so that the magnitude of the absorption at these wavelengths is related to the concentrations of these groups, which can be regulated during the melting process. [55;56;58] Image taken from [START_REF] Sanghera | Development and infrared applications of chalcogenide glass optical fibers[END_REF] .

Glass production techniques

Many techniques exist for the fabrication of glasses: depending on the type of glass, its composition, the final structure that is targeted, and on the purpose of the final product, the glass can be synthesized by chemical vapor deposition, by sol gel method or by melt-quenching method. These methods are mostly preferred in laboratories for research applications while in the industry the most used technique is the float glass method.

Float glass method It has been introduced in the 1950s as a solution to the increased demand for flat glass production for automotive and architectural applications. The scheme reported in Fig. 1.8 gives an insight into the process followed in this method. A batch of raw materials is prepared and introduced into a horizontal furnace; the temperatures reached in this stage are around ∼ 1550 -1600°C to assure a good chemical homogeneity of the melt. Then, the glass is brought in the foreheart to a lower temperature, around ∼ 1100 -1200°C, from which it flows over a channel over a refractory lipstone or spout on a tin bath. During the flow of the glass on the tin bath, the thickness of the glass sheet is controlled by regulating flow at the entry point and on the lateral sides of the bath. While the glass flows, the temperature of the melt is decreased and its viscosity increases. At the exit of the bath, the temperature of the glass is close to its transition temperature. Finally, once the glass is formed, it is annealed to eliminate the induced stress and the mechanical restraints. Thus, at the end of the process, the glass exhibits flat and polished surfaces due to the floating on the high-quality nonporous metal bath which has polishing nanoparticles of around 4 -7 nm.

Figure 1.8: Schematic explanation of the float glass technique. Image taken from [START_REF] Francis | Chapter 3 -melt processes[END_REF] .

Melt-quenching method

The technique adopted in the fabrication of the glasses investigated in this work is the melt-quenching method.

In this process, the materials are firstly grinded into powders by using a ball mill. The ground mixture is poured into a platinum crucible and then melted in a furnace, where it reaches a temperature of about 1200°C for several hours (∼ 12 hours). Thus, the crucible is removed from the furnace and the glass is rapidly quenched to avoid the crystallization of the cooled liquid.

Finally, as shown in Fig. 1.9, an annealing step below the glass transition is necessary in order to remove the induced mechanical stress. The cutting and the polishing of the produced glass are then performed in a second and third steps.

Figure 1.9: Schematic representation of the steps followed during the melt-quenching technique for glass fabrication. Image taken from [START_REF] Abou | Direct Laser Writing of a new type of optical waveguides and components in silver containing glasses[END_REF] .

Optical fibers fabrication

The fabrication process of optical fiber is now briefly discussed. Optical fibers are now considered of crucial interest for applications in many fields, such as telecommunications, computer networking, lasers, diagnostics and sensing.

Preform fabrication Optical fibers are typically fabricated by drawing a cylindrical preform that has, for instance for a simple fiber configuration, the same core-cladding structure sought in the optical fiber. There are many different methods for producing the preform, the most common is the Modified Chemical Vapor Deposition (MCVD), since it assures a very low level of contaminations, allowing for low-propagation losses. The MCVD method requires that the selected chemicals are deposited layer-by-layer onto a glass tube (or a substrate). The glass tube is placed horizontally and rotated on a glass-working lathe and heated uniformly with an oxyhydrogen flame that is moved up and down along the tube axis. The mixing of the chemicals produces oxidizing reactions, resulting in numerous particles that are deposited on the glass tube. Finally, the deposited layers are sintered, collapsed under vacuum and condensed to form the core-cladding structure. A variant of this process is the Plasma-activated Chemical Vapor Deposition (PCVD) in which the glass tube is heated thanks to microwaves, which assures a very precise deposition of the layers, though the fabrication time is longer. Draw tower Once the preform is ready, the fiber is drawn in a draw tower, depicted in Fig. 1.10. Firstly, the preform tip is heated in a furnace beyond its melting point while pure gasses are injected into the furnace to assure a clean and conductive temperature. Gravity then takes place, allowing for the free fall of the molten gob that stretches into a thin strand.

The drawing process then starts from this point, while still keeping the preform heated at a suitable temperature to maintain the ideal drawing tension. The diameter of the fiber during the drawing process is monitored within a tolerance of about 1 µm by, typically, a laser-based diameter gauge. Eventually, the temperature of the fiber is cooled by a helium-filled tube before applying the coating, if necessary, and UV lamps are used to cure the coating layers.

Basics of the laser-matter interaction

In 1917 in his work On the Quantum Theory of Radiation Albert Einstein presented a novel derivation of Planck's formula, a distribution law describing the radiation emitted by blackbodies, in which he described the phenomena occurring in the interaction of photons with atoms, introducing the concept of stimulated emission. Laboratories and it was based on a synthetic ruby cube, therefore emitting coherent light in the red zone of the spectral range. In the following years, the development of gas lasers, primarily Helium-Neon lasers, paved the way for the amplification of infrared radiation.

Laser principles and Gaussian beams

A laser is an optical oscillator, that is a cavity composed of at least two mirrors, inside which an amplifier medium is placed and for which the laser oscillation can be described as a standing wave inside the cavity. The induced light emitted by the optical medium is proportional to the population of the excited state, therefore a necessary condition to obtain the lasing effect is the population inversion between the fundamental and the excited states. Such a condition is an out-of-equilibrium situation that is achieved by several methods, mostly: optical pumping, electron excitation, inelastic atom-atom collisions or chemical reactions. The minimum of the population difference required to start the amplification process is defined as the gain condition.

Concerning the cavity, the simplest resonator configuration is composed of two flat, parallel and highly reflective mirrors (see Fig. 1.12a), and it is known as a Fabry-Perot resonator.

In this configuration, in the ideal case of lossless mirrors the oscillating frequencies, known as longitudinal modes, are the solutions of the standing wave with appropriate boundary conditions given by the length of the cavity. The distance in frequency between each mode: (b) many modes and (c) single mode. Image taken from [START_REF] Grant | Introduction to Modern Optics[END_REF] .

∆ν = ν n+1 -ν n = c 2d , (1.5 
because the reflectivity of the mirrors is less than the unity; in this regard, the quality of the cavity is described by the Q factor, which is defined as the ratio between the energy stored inside the cavity and the energy lost in one round-trip between the mirrors. In another way, the quality factor Q ca be found by:

Q = 2πντ c , (1.6) 
where τ c = d/cγ is the cavity photon lifetime, given by the transit time d/c of the beam inside the cavity and the cavity loss γ.

The simplest laser cavity configuration investigated so far, constituted by two planar and parallel mirrors, allows for obtaining at the output of the laser a planar wave propagating along the axis of the resonator. Such configuration, however, is non-stable and it is highly sensitive to misalignment. Therefore, laser resonators typically adopt spherical mirrors to achieve stable resonators in order to support the propagation of Gaussian beams.

The Gaussian beam

A Gaussian beam is a solution of the Paraxial Wave Equation

∂ 2 u ∂x 2 + ∂ 2 u ∂y 2 -2ik ∂u ∂z = 0, (1.7)
where u is a complex scalar wave amplitude describing the transverse profile of a beam propagating along the z axis. The Eq.1.7 is an approximation of the scalar wave equation

[∇ 2 + k 2 ]E(x, y, z) = 0, (1.8)
and it is used for describing the propagation of an electromagnetic field E(x, y, z) = u(x, y, z)e ikz whose transversal variation u(x, y, z) along the propagation direction z is slow compared to the plane wave e ikz variation in the z direction.

At the propagation position related to its minimal dimension, the Gaussian beam is characterized by a spot size radius ω 0 , known as the beam waist, and a planar wavefront with an infinite ray of curvature R 0 = ∞ in the transverse dimension. The associated reference plane is commonly taken at z = 0.

When getting far from the z = 0 plane, the beam diverges and the following parameters can be used to describe it:

ω(z) = ω 0 1 + z z R 2 (1.9a) R(z) = z + z 2 R z (1.9b) ψ(z) = tan -1 z z R (1.9c) ω 0 = λz R π (1.9d)
where z R is known as the Rayleigh range and defines the distance along z for which the width ω of the beam is ω = √ 2ω 0 , while λ is the wavelength of the radiation in the considered propagation medium.

Figure 1.13: (a) Divergence of the Gaussian Beam away from the waist. Image taken from [START_REF] Siegman | Lasers[END_REF] .

(b) Intensity profile of a Gaussian beam along the radial position. Image taken from Edmund Optics.

Typically, the quality of a laser beam is quantified by the beam quality factor M 2 . [START_REF]Lasers and laser-related equipment -test methods for laser beam widths, divergence angles and beam propagation ratios -part 2: General astigmatic beams. Standard[END_REF] Such factor limits the degree to which the laser beam can be focused for a given beam divergence angle:

θ = M 2 λ πω 0 . (1.10)
The Gaussian beam has M 2 = 1, which is the smallest value achievable for the M 2 factor due to diffraction law. 

I(r) = 2P πω e -2r 2 /ω 2 , (1.11) 
where P = |u| 2 dA is the total power of the beam integrated over a cross-sectional area dA.

Finally, an estimation of the collimated range of a Gaussian beam is given by the confocal parameter b given by:

b = 2z R = 2πω 2 0 λ . (1.12)

Focusing a Gaussian beam

When a gaussian beam is focused using a microscope objective with a given N.A., the waist ω 0 of the laser beam at the wavelength λ in the focused spot can be found by the Airy diffraction pattern. A way to measure its dimension is given by the Rayleigh criterion:

ω 0 = 0.61 λ N.A. , (1.13) 
where the coefficient C = 0.61 is found by measuring the distance between the maximum of the intensity distribution, described by a first-order Bessel function J , and its first zero. However, this is not the only criterion: other ways to measure the focused beam spot derive from measuring the distance between the maximum of the intensity profile and its half (FWHM) or the position at which it drops to 1/e 2 its value. In the case of high numerical aperture, N.A. > 0.7, the coefficients C given by the FWHM and the Rayleigh criteria almost coincide, while for N.A. < 0.7 the FWHM is only ∼ 85% of the value, so C = 0.518. [START_REF] Squier | High resolution nonlinear microscopy: A review of sources and methods for achieving optimal imaging[END_REF] However, the Airy function depicts the minimum spot achievable for an ideal optical system, free of aberrations that are generally introduced in complex lens systems such as microscope objectives. Moreover, it should be assumed that the back aperture of the microscope objective is uniformly illuminated, which is normally obtained by overfilling the objective's aperture. On the contrary, if the beam underfills the back aperture, the N.A. will be reduced and the focused beam spot will result larger than the predicted one, as depicted by Fig. 1.14. 

The Gaussian beam in a laser cavity

The wavefront of a gaussian beam is approximately planar near the beam waist while its curvature increases gradually while getting far from z = 0, until the wavefronts in both directions become spherical for distances much larger than the confocal parameters. Therefore, if the radius of curvature of a Gaussian beam and that of a spherical mirror coincide, the Gaussian beam reflected by the spherical mirror perfectly overlaps the incident beam. As a consequence, for the case of a Gaussian beam reflected inside a spherical resonator, i.e. a cavity constituted of two spherical mirrors separated by a distance d, for which the radius of curvature of the Gaussian beam at the same distance d matches that of both the spherical mirrors, the Gaussian beam is a solution to the Helmholtz equation with the boundary conditions imposed by the spherical mirrors. Finally, if the phase of the Gaussian beam after a round-trip inside the resonator satisfies:

2kd -2∆ψ = 0 or ± 2π, (1.14) 
where ∆ψ = ψ(z 2 ) -ψ(z 1 ), z 1 and z 2 are the position of the two mirrors and ψ is defined as in the Eq. 1.9c, the Gaussian beam is defined as an Eigenmode of the resonator and the frequencies

ν q = q∆ν + ∆ψ π ∆ν, (1.15) 
with q = 0, ±1, ±2 . . . and ∆ν the Free Spectral Range, introduced in Eq. 1.5, are the resonance frequencies of the Gaussian modes. by the case of n, m = 0, therefore is also known as TEM 00 . Both the amplitude distribution and the wavefront profile of a Hermite-Gaussian beam with order (n, m) differ from those of a Gaussian beam. However, a laser cavity constructed to be resonant for a given Gaussian beam also allows for resonating all the Eigenfunctions of the associated Hermite-Gaussian basis set, independently on the values n, m. The resonance frequencies of these Hermite-Gaussian modes are then deducted from Eq. 1.15 as follows:

ν n,m,q = q∆ν + (n + m + 1) ∆ψ π ∆ν. (1.16)
These frequencies are known as longitudinal, or axial, modes and the distance between each frequency of a given transverse mode is given by the F.S.R. ∆ν = c/2d. The Hermite-Gaussian functions represent a complete set of solutions to the Helmholtz equation in the paraxial approximation, therefore any other solution can be obtained as a superposition of these functions.

Other examples of complete sets are given by the Laguerre-Gaussian beams, which represent the Hermite-Gaussian beams in cylindrical coordinates, and by the Bessel beams, which describe beams with planar wavefronts but non-uniform intensity distribution in the transverse profile that is independent of the z position, leading thus to non-diverging beams over a given distance.

Two or more transverse modes that do not overlap spatially can coexist inside the laser cavity, they may oscillate simultaneously due to the difference in the spatial distribution:

ν n,m,q -ν n ′ ,m ′ ,q = [(n + m) -(n ′ + m ′ )] ∆ψ π ∆ν. (1.17) 
for two modes with n, m and n ′ , m ′ orders. However, their contribution to the laser oscillation depends on the relation losses/gain for each transverse mode.

Laser cavities are generally designed in order to select only the TEM 00 mode, since it is the one that can be focused to the smallest spot size. However, higher-modes oscillations with lower beam quality are suitable for generating larger optical powers than that of the ideal Gaussian beam.

Because of the difference in the spatial distribution, the selection of a specific transverse mode can be accomplished by placing an aperture of proper shape inside the laser cavity. Similarly, a single longitudinal mode can be selected by either sufficiently increasing the losses so that only the mode with the largest gain remains allowed to oscillate, or by increasing the longitudinal separation ∆ν = c/2d, so that such a spectral width becomes larger than the laser gain bandwidth, therefore by decreasing the length of the cavity.

As an example, single-mode selection can occur by inserting a short resonant cavity into the main laser cavity, so that the final longitudinal frequency must simultaneously undergo the two conditions of Eigenfrequencies of each of the two embedded cavities.

If many longitudinal modes are enabled to oscillate inside the laser cavity, under ordinary conditions, the phase of each mode has a random initial value, which corresponds to a random variation of the laser intensity (see Fig. 1.16a).

Pulse generation

Mode Locking However, if the phases are locked together by an external mean, then the modes can be coupled and form a Fourier-series of periodic functions with period τ p = 1/∆ν, which constitutes a periodic pulse train. Each pulse has a duration ∆τ p = 1/∆ν L , where ∆ν L = N ∆ν is the total oscillating bandwidth and N is the number of allowed longitudinal modes.

The Mode-Locking pulse generation can be achieved in two ways: active mode locking Images taken from [START_REF] Grant | Introduction to Modern Optics[END_REF] or passive mode locking. The first method requires the presence of an acousto-optic or electro-optic modulator placed inside the resonator that is synchronized with the oscillator's round trips so that the cavity losses are reduced right when the laser pulse is emitted and for the whole duration of the pulse.

The passive Mode-Locking is achieved using a saturable absorber, i.e. a medium whose absorption coefficient is dependent on the intensity of the light passing through it. Indeed, when the phases of N longitudinal modes oscillating inside the cavity with the same amplitude E 0 are locked together, the intensity of the resulting pulse is given by N 2 E 2 0 . For example, Fig. 1.16b reports the time behavior of the intensity of seven oscillating modes with locked phases. In this case, the saturable absorber would be chosen so that its absorption is small or negligible at the intensity of the pulse train. An example of such a passive switch is the SEmiconductor Saturable Absorber Mirror (SESAM) which works in reflection, operating in a wide spectral range from 800 nm to 1600 nm, for pulse duration from fs to ns, at mean power at the mW level up to hundreds of W.

Other techniques to achieve laser pulse trains are: gain switching, Q-switching and cavity dumping.

Gain switching The gain switching method consists in turning on and off periodically the pump by just modulating its electric current. In this way, the lasing is achieved only during the on times, in which the gain coefficient exceeds the losses (see Fig. 1.17.

Figure 1.17: Schematic representations of gain switching with the time-dependence of the gain and losses inside the cavity and the associated laser output. Images taken from [START_REF] Carl | Fundamental of Photonics[END_REF] .

Q switching By acting on the Q cavity factor, introduced in Eq. 1.6, it is possible to act on the resonator losses by, for instance, introducing inside the cavity a modulated absorber.

When the losses are increased, the energy constantly delivered by the pump is stored by the atoms so that when the losses are reduced an intense ultrashort pulse is emitted from the cavity, as shown in Fig. 1.18.

Cavity dumping

The periodical dumping of the cavity is realized by temporally removing the transmitting mirror of the resonator, as depicted in Fig. 1.19, by just misaligning it for example. In this way during the off times, the transmittance of the cavity is reduced to storage the photons inside the resonator, while during the on times the transmittance is instantly increased to the maximum, resulting in an intense laser pulse emission. losses inside the cavity and the associated laser output. Images taken from [START_REF] Carl | Fundamental of Photonics[END_REF] .

Figure 1.19: Schematic representations of cavity dumping methods for pulse generation: the time-dependence of the mirror transmittance allows for tuning the gain/loss ratio. Images taken from [START_REF] Carl | Fundamental of Photonics[END_REF] ,

Ultrafast pulsed lasers

Between the end of the 60's and the beginning of the 70's much interest has been paid to the production of dye-based lasers which could enable the generation of sub-picosecond pulses by passive mode-locking or self-mode locking. [61;62] The properties of the pulsed dye lasers depend on both the choice of the dye and the wavelength of the source used for the pumping: the emission spectrum could be varied continuously in the range 350 nm to 1 µm, with a spectral bandwidth that could be narrowed down to 1 pm in commercial dye lasers. Wavelengths below 350 nm can be obtained by second harmonic generation due to the high peak power that could be reached in a single pulse. Flash-lamps or laser systems like copper vapors lasers or Nd:YAG lasers can be used as pumps, in this way it is possible to achieve pulsed dye lasers with repetition rates of 10 Hz up to 1 MHz. Dye lasers in the configuration of Colliding Pulse Mode-Locked (CPM) were the first laser systems able to produce short pulses below 100 fs in 1980; the use of prisms in this configuration to compensate normal dispersions allowed to shorten the pulses down to 27 fs. [START_REF] Valdmanis | Generation of optical pulses as short as 27 femtoseconds directly from a laser balancing self-phase modulation, group-velocity dispersion, saturable absorption, and saturable gain[END_REF] Moreover, external pulse compression resulted in achieving short laser pulses of 6 fs in 1987, as reported in Fig. 1.20a. [START_REF] Fork | Compression of optical pulses to six femtoseconds by using cubic phase compensation[END_REF] Figure 1.20: (a) History of ultrashort pulse duration. Image taken from [START_REF] Franz Kärtner | Femtosecond laser development[END_REF] . (b) Peak power versus average power for different types of ultrashort pulse lasers. Image taken from [START_REF] Sibbett | The development and application of femtosecond laser systems[END_REF] .

However, it is the pioneering work of Sibbett et al [START_REF] Spence | 60-fsec pulse generation from a self-mode-locked ti:sapphire laser[END_REF] in 1991 to be recognized as a key point for the fabrication of femtosecond lasers systems. The laser system produced by this group was based on a self-mode-locked Titanium:Sapphire solid state laser in which the nonlinearity of the crystal was used to lock in phase a considerably large number of longitudinal modes to generate sub-100 fs pulses. Indeed, this work proposed the novel Kerr Lens Mode Lock (KLM)

technique: an artificial saturable absorber based on the Kerr effect was successively used to passively achieve the mode-locking of the laser. The Kerr effect is a nonlinear effect producing a change in the refractive index of a material that is dependent on the intensity:

n = n 0 + 2n 2 < E 2 >, (1.18) 
where n 0 is the value of the refractive index under a weak field and the nonlinear index n 2 represents the increase of the refractive index depending on the intensity < E 2 >, where the brackets imply a time average. [START_REF] Boyd | Nonlinear Optics[END_REF] When considering most common cases where n 2 is positive, the Kerr effect is also known as self-focusing effect. Therefore, a transient Kerr lens leads to an additional focusing optical element in the resonator mode when considering high enough intensities. If an aperture is placed inside the cavity, the Kerr lens can lead to a change in the gain/loss ratio in two ways: a) by shrinking the beam at the position of the aperture (Hard-aperture KLM ), therefore reducing the diffraction losses, or by increasing the overlap between the laser and the pump beams (Soft-aperture KLM ), therefore achieving a higher gain than that at low intensity.

By exploiting this technique it was possible to achieve ultrafast pulse Ti:Sa lasers with pulse width down to 5 fs. [START_REF] Sutter | Self-starting 6.5-fs pulses from a ti:sapphire laser using a semiconductor saturable absorber and double chirped mirrors[END_REF] Figure 1.20a reports on the historical developments of ultrashort pulse lasers: it can be highlighted that Ti:Sa lasers were the first to achieve short pulse width below 10 ps without the need for an extra-cavity amplification and pulse-compression process.

Since the first demonstration of KLM Ti:Sa lasers, the development of ultrafast lasers has involved the research of new gain media resulting in a wide and versatile range of ultrafast lasers sources.

Solid-state lasers Solid-state lasers can be classified in: rare-earth-doped (Yb 3+ , Er +3 , Nd 3+ , Tm 3+ , Ho 3+ ) and transition-metal-doped (Cr 2+ , Cr +3 , Cr 4+ , Ti 3+ , Ni 2+ , Co 2+ ). For the case of rare-earth-doped lasers, 4f -electrons are responsible for the laser transition, which are shielded from the crystal host, as a consequence the gain bandwidth is limited and the pulse duration can be of few hundreds of fs. Shorter pulses can be achieved in rare-earth-doped lasers in glass hosts, for instance phosphate or silicate glasses doped with Nd 3+ or Yb 3+ , possibly leading to pulse durations down to ∼ 60 fs, but the average power is limited by the glass thermal conductivity. [67;68] In recent years, the rapid growth in the production of InGaAs-based pump laser diodes has facilitated the spreading of low-cost, efficient and compact Yb-based fs lasers at 1 µm. For instance, SESAM mode-locked Yb 3+ :KGW lasers have been produced achieving ∼ 70 fs pulses, same pulse duration was achieved by Kerr-lens mode-locked Yb 3+ :KYW lasers, while external compression for a mode-locked Yb:YCOB laser allowed for 35 fs pulses. [69;70;71] Transition-metal-doped lasers have a broader amplification bandwidth than rare-earth-doped lasers, this allows for shortening the pulse duration below 0.5 ps. In this case, 3d-electrons are responsible for laser transition but the shielding effect from the host crystal is not as strong as for the rare-earth-doped counterpart, therefore these lasers are phono-broadened and can support much shorter pulses. For instance, Ti 3+ :sapphire lasers can generate down to 6 fs long pulses when pumped with frequency-doubled solid-state laser. [START_REF] Sutter | Self-starting 6.5-fs pulses from a ti:sapphire laser using a semiconductor saturable absorber and double chirped mirrors[END_REF] Moreover, these lasers can operate in mid-IR range: for instance, C 4+ -doped Mg 2 SiO 4 (known as Forsterite) or Y 3 Al 5 O 12 (YAG) lasers can generate sub-50 fs pulses around 1.3 µm and 1.55 µm, which are interesting regions for biological applications, while C 2+ -doped chalcogenide materials, such as Cr:ZnS can emit around 2.4 µm, making them suitable for high-resolution molecular spectroscopy. [72;73] Fiber lasers Fiber lasers represent a versatile and practical alternative to solid-state lasers.

Generally, fiber lasers are based on Yb-, Er-and Tm-doped gain media, therefore operating in the NIR spectral range. Most of the fiber lasers generating high average output power are fabricated in the Master Oscillator Power Amplifier (MOPA) configuration: the master oscillator provides low-power/energy pulses, which are carefully engineered so to achieve low noise, high compactness, and extreme robustness. A subsequent fiber amplifier can increase the average power by several orders of magnitude. In the MOPA configuration, the mode lock is achieved by a saturable absorber.Using the Chirped-Pulse Amplification (CPA) process, such as for solid-state lasers, it is possible to achieve more than MW peak power. [START_REF] Lefrançois | Scaling of dissipative soliton fiber lasers to megawatt peak powers by use of large-area photonic crystal fiber[END_REF] Since the cavity dispersion may affect the evolution of the laser pulse in a single pass inside the cavity, Photonics Crystal Fibers (PCFs) and chirped Fiber Bragg Gratings (cFBGs) are used in order to compensate for this problem. Concerning the achievable repetition rates, several-meters-long fiber can operate at tens of MHz. Oppositely, in order to achieve repetition rates above 200

MHz, the length of the cavity must be reduced to a few tens of centimeters, requiring a high doping level to provide sufficient gain. [75;12] Ultrafast lasers provide high peak intensity and broad optical spectrum and can be used to probe the dynamics of physical systems that have a very short timescale. Indeed, these lasers find many applications in a wide range of research fields such as material processing, metrology, medicine, nonlinear optics and telecommunication.

Nevertheless, many advantages of using focused ultrafast laser sources come from the Multiphoton absorption (MPA), which is a nonlinear process triggered during the interaction of such lasers and the media.

Multiphoton absorption

As introduced at the beginning of Sec. 1.2, the (linear) absorption reported in Fig. 1.11a is a process involving a single photon that can excite an atom in the fundamental state E 1 to the excited state E 2 , if this transition is allowed by selection rules. However, if this transition is forbidden or if specific conditions are met, multiphoton absorption can occur: in this case a number N of photons is simultaneously absorbed, each photon allowing the transition to a virtual state, as depicted in Fig. 1.21; the number N of photons depends on the energy of the photons and the difference between the two atomic states (or the bandgap) E g , so that N ℏω ≥ E g . The MPA process is highly dependent on the field intensity I, therefore the rate of N . Image taken from [START_REF] Boyd | Nonlinear Optics[END_REF] .

this process can be written as:

R(I) = σ (N ) I N (1.19)
where σ (N ) represents the N -photon cross-section.

However, the MPA process depicted in Fig. 1.22a, in which an electron of the valence band is promoted to the conduction band by the simultaneous absorption of two or more photons, is not the only pathway to achieve photoionization. Indeed, a competitive process is represented by the tunneling ionization, depicted in Fig. 1.22b, in which the intense laser field can modify and depress the Columbian potential that bonds the electrons to the atoms enough to allow the tunneling of the electrons out of the potential well.

These two channels of photoionization can be achieved in the weak-or strong-field regimes, respectively for multiphoton and tunneling ionization. The transition between these two regimes is expressed by Keldysh's parameter [START_REF] Keldysh | Ionization in the field of a strong electromagnetic wave[END_REF] γ = ω 2m e I p eE 0 (1.20) where m e and e are the mass and the charge of the electron, I p is the ionization potential of the atom and ω and E o are the frequency and the electric field amplitude of the laser source. The tunneling ionization is possible only when the mean tunneling time τ t of an electron traveling avalanche ionization. Image taken from [START_REF] Vukelic | Ultrafast laser induced structural modification of fused silica. part i: Feature formation mechanisms[END_REF] .

with a mean velocity < v >= (2I p /m e ) 1/2 (by the Virial theorem) [START_REF] Dewitt | Calculating the keldysh adiabaticity parameter for atomic, diatomic, and polyatomic molecules[END_REF] :

τ t = l < v > = I p m e √ 2eE 0 , (1.21) 
where l = I p /eE 0 is the length of the barrier the electron has to cross, is shorter than half of the laser period, when the ionization rate is at its maximum,

τ t ≪ τ 0 /2 = 1/2ω =⇒ γ ≪ 1 (1.22)
Hence, for γ ≫ 1 the dominant photoionization process is the multiphoton absorption.

For the case of the work reported in this manuscript the Keldysh's parameter is γ ∼ 1.3: although it is not very far from the boundary condition, the main process taking place is considered as to be the multiphoton absorption.

The multiphoton ionization can create enough electrons to transform the medium into a plasma, i.e. a partial or fully ionized gas. The plasma formation is described by [START_REF] Boyd | Nonlinear Optics[END_REF] :

dN e dt = dN i dt = (N T -N i )σ (N ) I N -rN e N i , (1.23) 
where N e and N i are the volume number density of generated free electrons and ions, respectively, N T is the concentration of elements (namely the total amount of ionized and unionized atoms), r is the electron-ion recombination rate and σ (N ) is the N -photon cross-section reported in the Eq. 1.19. The dielectric constant of the plasma differs from the one of dielectric media and it's defined by:

ϵ(ω) = 1 - ω 2 p ω 2 , (1.24) 
where ω p = 4πN e 2 /m e is known as plasma frequency.

Finally, in the case of high intensity of the laser field, the free electrons produced during the photoionization process can be accelerated by the intense laser field to the point they acquire enough kinetic energy to free other electrons from the valence band in the collision with the surrounding atoms. These newly released electrons can in turn produce additional free electrons;

this process, known as avalanche ionization, is depicted in Fig. 1.22c. When the number of free electrons is critical, it creates a high-density plasma for which the plasma frequency is equal to the one of the laser source. In these conditions the medium becomes highly absorbing -a phenomenon known as inverse Bremsstrahlung absorption -resulting in the deposition of high heat energy and in the breaking of chemical bonds, leading to a breakdown of the optical material. Images taken from [13;15] The importance of the multiphoton absorption lies in its nonlinear dependence on the field intensity I, as described in Eq. 1.19. As a consequence, for the case of a focused laser beam, the MPA process will take place only in the focal volume, where the focused intensity is higher. In particular, the images reported in Fig. 1.23b and Fig. 1.23d show the fluorescence emitted by the excitation of a dye solution in interaction with a laser source in the two above-mentioned cases: for the case of multiphoton absorption, the excitation is achieved only in the focal volume.

For this reason, multiphoton absorption is a technique widely adopted in serval research fields.

For instance, two-photon absorption microscopy is largely used in the fluorescence imaging of cells or thick biological samples due to the several advantages that this technique has compared to confocal microscopy. Indeed, when operating with an near-IR source, the penetration depth inside the specimen is higher than what achieved in classical fluorescence microscopy; in addition, higher wavelengths lead to less photobleaching and thus less photo-damaging of the sample. Moreover, since the excitation occurs in the focal volume, this technique strongly allows for reducing the background noise.

Nonetheless, MPA is a very important technique adopted for the nonlinear spectroscopy of optical and electronic properties of crystals, especially for the cases in which specific transitions are forbidden by selection rules for linear absorption. Finally, MPA plays a relevant role in the fabrication of 2D and 3D structures for photonics applications, which can be achieved by modifying the optical properties of the photosensitive media (extensively discussed in the next section) or by inducing chemical changes in the material by multiphoton lithography, for example.

The changes induced by adopting this lithography method are localized in a very small volume and depend on the chemical nonlinearity of the photodeposition process, which does not occur below a certain exposure threshold.

Moreover, one of the greatest benefits of this method is represented by the high resolution achieved during the fabrication of the above-mentioned structures. Indeed, the Point-Spread Function (SPF) for the MPA process is smaller than the one for linear absorption at the same wavelength. [78;79] polymerization. Images taken from [START_REF] Baldacchini | Acrylic-based resin with favorable properties for three-dimensional two-photon polymerization[END_REF] . It should be noticed that the word "HAIR" is fabricated on an actual human hair.

Material modifications and optical properties

The focusing of an ultrafast laser source in the bulk of photosensitive media enables directly addressing material modifications in a voxel whose dimensions depend on the focal volume and the laser parameters.

In order to understand the mechanism leading to a perennial modification of the material it is important to keep in mind the phenomena involved during the ultrafast laser-matter interaction.

As discussed in the previous section, free electrons are produced in the absorption of the ultrafast laser pulses in the first few fs. The diffusion of the released electrons will result in the transfer of their kinetic energy to the phonons over a ps timescale. When a plasma is created by avalanche ionization, the heat deposition in the highly ionized medium occurs in a very short timescale with a speed much higher than the sound speed inside the plasma region. Therefore, at high intensity a shock wave may be produced in the surrounding gas within a couple of ns. Finally, the thermal energy is diffused out of the focal volume on a µs scale, allowing for ion diffusions, consequently enabling chemical reactions. In the end, if the temperature in the interaction voxel overpasses the melting temperature of the material during the pulse absorption, a faster localized melting occurs followed by a resolidification process within the µs scale. This timeline is reported in Fig. 1.25.

However at high laser fluency, as the plasma density increases also its energy increases, reducing the ionic shielding and causing Coulomb repulsion between ions. This can lead to void formations, also known as explosions. For long-enough laser pulses, it has been observed that Figure 1.25: Timeline of the processes involved during the focusing of a femtosecond source in the bulk of photosensitive media. Adapted from [START_REF] Rafael | Femtosecond laser micromachining in transparent materials[END_REF] the laser intensity required to produce damages evolves as τ

-1/2 p
, where τ p is the duration of the laser pulse, for τ p from 10 ps to 10 ns. Such dependence can be explained by noticing that the heat produced during avalanche photoionization is diffused in the voxel of interaction following the heat transportation equation:

(ρC) ∂T ∂t -κ T ∇ 2 T = N (1 -f )P, (1.25) 
in which T represents the temperature distribution T (r, t), (ρC) is the heat capacity per volume unit, κ T is the thermal conductivity and the term on the right side represents a source term that involves the concentration of free electrons N and the absorbed power P , while f is a factor that takes into consideration only the part of the absorbed power that contributes to the ionization process. Thus, if the source term is neglected, the equation Eq. 1.25 describes the heat diffusing in an area of dimension L over the time τ p , connecting the two scales by:

L ∝ τ 1/2 p . (1.26)
As a consequence, also the damage threshold will follow the same dependence on the laser pulse duration.

However, for pulse duration below the picosecond range, the electrons are excited in a timescale that is smaller than the time required for electron-phonon scattering (which is about 1 ps, see Fig. 1.25. Therefore, the heat diffusion outside the voxel of interaction is minimized, so that the damage threshold becomes independent of the ultrashort pulse duration.

During the absorption of the femtosecond pulses and the plasma generation, electronic excitons -properly speaking, electrons bonded to holes by Coulomb attraction -are created. The relaxation processes of the lattice can be localized or not-localized: in transparent materials and wide-bandgap dielectrics, the main relaxation mechanism is localized and allows for the creation of Self-Trapped Excitons (STE). Generally, STE result from the interactions between excitons and carriers localized on a lattice site for which the potential well has been distorted.

In the same way, holes can be trapped in the lattice deformation and form STE by interacting with electrons. The formation of STE during the femtosecond laser-matter interaction can provide sufficient energy that allows for generating intrinsic defects, such as vacancy-interstitial pairs. [80;81;82;23] The creation of STE may also open a channel for damage formation, as a consequence of a large production of intrinsic defects. Other mechanisms leading to damage formation and optical breakdown in the femtosecond interaction might be local melting or vaporization of the solid due to strong phonon emissions, or Coulomb explosions.

Indeed, in the last two decades the focusing of a femtosecond laser source has been adopted to King James Bible and (bottom) the Magna Carta in glass (Images taken from [START_REF] Kazansky | Eternal 5d data storage via ultrafast-laser writing in glass[END_REF] ), (b) fabrication of waveguides in crystal and glass with different 3D arrangement, depending on the induced refractive index change ∆n (image taken from [START_REF] Gross | Ultrafast-laser-inscribed 3d integrated photonics: challenges and emerging applications[END_REF] ) and (c) a schematic explanation of one of the methods to achieve microfluidics channels by femtosecond irradiation (image taken from [START_REF] Sugioka | Progress in ultrafast laser processing and future prospects[END_REF] ).

locally modify glasses, crystals, polymers and other materials to functionalize them. The femtosecond laser machining can indeed create vacancies that can give rise to photoluminescence in transparent materials and wide bandgap semiconductors such as diamonds. Moreover, color centers can be produced in the femtosecond interaction; such deep-level defects can be created in the bandgap for example to obtain single-photon sources. Femtosecond lasers can also induce the creation of metallic nanoparticles or nanostructures that can be exploited for instance for surface-enhanced Raman spectroscopy (SERS). [START_REF] Mackenzie | Femtosecond laser fabrication of silver nanostructures on glass for surface enhanced raman spectroscopy[END_REF] Furthermore, the local material rearrangement occurring during the absorption of the laser pulses is associated with a local change in the refractive index.

These perennial material modifications and associated refractive index changes can be exploited to achieve high-density perennial optical memory storing, up to 5D optical memory storage, or to fabricate photonics devices, such as components for Photonic Integrated Circuits (PICs), volumetric gratings, microfluidics devices and sensors. [84;85;86] Some examples are reported in Fig. 1.26.

This topic is thoroughly addressed in the next chapter of this manuscript.

Basics of guided optics

Some basic notions on guided optics are introduced in this section since they are going to be essential for the understanding of the topics of the next Chapters.

Waveguiding theory and propagation constants

In the interface between two media with different refractive indexes, n 1 and n 2 , there exists a critical angle of incidence from the first to the second medium for which the propagating light is not refracted but totally reflected. Therefore, for the case of n 2 < n 1 , the critical angle is defined by the Snell law as:

θ c = arcsin n 2 n 1 (1.27)
so that if θ > θ c , the propagating light is reflected back into the n 1 medium.

This condition, known as total internal reflection, is at the base of the optical fibers functioning.

Fibers Optical fibers are dielectric waveguiding structures fabricated with low loss materials, most-commonly silica-based glasses, that can transport light for remarkably long distances, a few tens of kilometers for telecommunication fibers, thanks to the total internal reflection. On a basic level, the fiber is composed of a core defined by its radius a and its refractive index n core and a cladding with refractive index n clad so as n core > n clad and thus θ c = arcsin(n core /n clad ).

If the core index is kept constant along the diameter of the core region, the fiber is known as step index and at the boundary between the cladding and the core the refractive index changes abruptly. Otherwise, the core index can change gradually from the n clad at the edges of the core region to reaching the maximum at the center of the core, such as in gradient fibers.

The difference in the refractive index between the core and the cladding defines the Numerical Aperture (N.A.) of the fiber, which describes the acceptance cone of the fiber, i.e. the set of angles of the incoming light that undergoes the total internal reflection inside the core and, therefore, leading to propagated light along the whole fiber length.

Indeed, the N.A. is found to be:

N.A. = sinα = n 2 core -n 2 clad ;
(1.28) since large N.A. can collect more light than small N.A., the acceptance angle α is a fundamental parameter in the design of an optical fiber. For a monochromatic light traveling along the fiber length, the component of the propagation constant along the z direction β has to satisfy the following condition:

n 2 k < β < n 1 k, (1.29) 
where k = 2π/λ, with λ the wavelength in the vacuum of the considered radiation. Thus, the boundary conditions between the core and the cladding of a fiber define the solutions of the Helmholtz equations that are allowed to propagate inside the fiber. Such solutions are called Eigenmodes, or simply modes.

Guided modes

In the weakly guiding regime for a step-index fiber, the difference ∆n in the refractive index between the core and the cladding is low, like in the case of silica fibers for telecommunication where ∆n < 10 -1 so:

N.A. ≈ 2n core ∆n (1.30)
and the guided light propagates mostly parallel to the fiber axis. In this case, the transverse components of both the electric and magnetic fields of the guided modes are much stronger than the longitudinal components; the linear polarizations along the x and y directions will then form a complete set of orthogonal solutions for the polarization state. The functions are known as

Linearly Polarized (LP l,m ) modes and can be mathematically written using Bessels functions.

Figure 1.28: Spatial intensity profile of some of the Linearly Polarized LP l,m modes inside a fiber. Image taken from [START_REF] Igarashi | Performance evaluation of selective mode conversion based on phase plates for a 10-mode fiber[END_REF] .

The lowest-order mode LP01 is always guided inside the dielectric fiber and has an intensity profile that is roughly similar to that of a Gaussian beam, as depicted in Fig. 1.28.

The number of modes that can propagate inside the fiber is determined by the V number:

V = 2aπ λ n 2 core -n 2 clad , (1.31) 
where a is the radius of the core region and λ is the wavelength in the vacuum of the propagating light: if V < 2.405 then only the lowest-order mode LP 01 can propagate along the fiber and therefore the fiber is called singlemode at the considered wavelength. Otherwise, higher orders are allowed to propagate and the fiber becomes multimode. Each mode is described by the β m parameter, which is dependent on the mode effective index n ef fm by β m = 2π λn ef fm , therefore it is possible to represent the number of guided modes using the normalized propagation constant

b b = (β/k) 2 -n 2 clad n 2 core -n 2 clad ≈ (β/k) -n clad n core -n clad (1.32)
which can be then linked to the V number. Moreover, for each mode the effective index n ef f (V ) can be found by:

n ef f (V ) = β(V ) k 0 = n 2 clad -b(V )(n 2 core -n 2 clad ). (1.33)
When the V number increases, also the effective index increases from the cladding index, n ef f = n clad , to the core index, n ef f = n core , when V → ∞: this means that when the V is low, the guided mode extends inside the cladding, while for V that increases, the mode shrinks to be mostly confined inside the core.

The extension of the guided mode inside the fiber can be then quantified by the Mode Field Diameter (MFD).

Mode Field Diameter For a step-index fiber, the Mode Field Radius w can be estimated knowing the core radius a and the V number by Marcuse's equation:

w a ≈ 0.65 + 1.619 V 3/2 + 2.897 V 6 , (1.34)
therefore, the MFD is given by 2w. The formula shows that for a given core radius a, the MFD decreases when decreasing the wavelength λ of the propagating light.

The MFD is an important parameter for the conception of the fiber since it describes the intensity distribution of the mode inside the fiber: typically, the MFD is defined at the radial position where the intensity drops to e -2 I peak , where I peak is the peak intensity. Indeed, to maximize the coupling of an incoming beam inside the fiber it is necessary that the injected beam profile matches the intensity mode profile given by the MFD.

Light propagating in multilayered media

Finally, this last section introduces the concept of multilayered media, such as Bragg Gratings and Photonic Crystals, and analyzes the effect of a periodic variation of the refractive index on the propagating light.

Bragg Gratings A Bragg Grating consists of a series of periodic multilayers with a modulated refractive index. Therefore, light propagating in the transverse direction will overcome multiple reflections and transmissions at the interfaces between the gratings layer and the medium in which the gratings are placed. The combined effects of the multilayers can then enhance the reflection wave up to achieve the total reflection under specific conditions.

If the Bragg Grating has a constant refractive index n 2 and period Λ, the discretization in a series of N identical multilayer structures allows for a simple calculation of the forward and backward waves using the Transfer Matrix approach. Considering a gratings of period Λ, like reported in Fig. 1.31, composed of N equally-spaced segments, the single multilayer structure with n 1 and n 2 indexes is described by a wave-transfer matrix M 0 :

M 0 = 1/t * r/t r * /t * 1/t (1.35)
where r and t are the complex reflectance and transmittance, respectively, so that

|r 2 | + |t 2 | = 1,
and the ( * ) stands for the complex conjugate.

The unimodular matrix M 0 is then applied N times for all the multilayered segments of the gratings, each time taking into consideration that the output parameters calculated for the n th segment represent the input parameters for the calculation of the intensity |r 2 | and |t 2 | for the n th + 1 segment. Therefore, the wave-transfer matrix M for the whole gratings is given by:

M = M N 0 = Ψ N M 0 -Ψ N -1 I, (1.36) 
where

Ψ N = sin(N Φ) sinΦ , (1.37a 
)

cosΦ = Re{1/t}, (1.37b) 
and I is the identity matrix. The interference factor Ψ N is a function of the number N of periodic structures and of Φ = cos -1 (Re{1/t}), which is then related to the transmittance.

Thus, two different regimes are defined: from [START_REF] Carl | Fundamental of Photonics[END_REF] • |Re{1/t}| ⩽ 1 implies a partial or zero-reflection regime

• |Re{1/t}| > 1, therefore Φ is complex and a total-reflection regime appears.

Since Ψ is a function of the frequencies ν, the total-reflection regimes appear for specific ν B frequencies that are given by the Bragg condition: .38) as reported in Fig. 1.32.

ν B = c 2Λ . ( 1 
Moreover, for such Bragg Gratings configuration, the spectral dependence of the intensity reflectance R can be described by:

φ 1 + φ 2 = k 0 (n 1 d 1 + n 2 d 2 ) = πν ν B , (1.39) 
where φ 1 and φ 2 are the phases introduced by the layers with n 1 and n 2 . The Transfer Matrix approach allows for easily simulating the reflection and transmission characteristics for different types of Bragg Gratings, such as chirped, lossy or tilted gratings. However, it is quite complex to deduce the parameters of the grating from reflections and transmission measurements. For this reason, another approach based on the Coupled-wave theory, particularly indicated for the Figure 1.32: Spectral dependence of the intensity Reflectance R: the total-reflection regime is highlighted by the Stop Bands that are centered at the frequency ν B = c 2Λ . Image taken from [START_REF] Carl | Fundamental of Photonics[END_REF] . case of Gratings fabricated with n 2 = n 1 + ∆n, where ∆n is small modulation of the refractive index, will be discussed in Chapter 4 and taken into account for characterizing the fabricated Waveguides Bragg Gratings and Volume Bragg Gratings.

Photonic Crystals A fascinating recent development in optics is represented by Photonic

Crystals: these multilayer media are generally composed of nanostructures with a periodic modulation of the refractive index for which the period is comparable with the wavelength λ of the propagating light.

The interest of these structured materials lies in the similarity of their behavior with the periodic lattice in crystals, which results in the existence of electronic band gaps and thus prohibited regions in the Brillouin zone for the electronic energy states. Indeed, in the same way the Bloch functions describe the electronic wave functions in a periodic lattice, the Bloch modes describe an optical wave that has the characteristic of a standing wave in the periodic structure.

By using the same Transfer Matrix approach used for the Bragg Gratings, it is possible to simplify the N periodic structure by writing the wave-transfer matrix M 0 of the single multilayer segment at the position mΛ and applying it to the complex amplitudes {U (±) m } of the forward ( + ) and Figure 1.33: Examples of 1D, 2D and 3D Photonic Crystals and their corresponding arrangements on a biotemplate. Image taken from [START_REF] Nicole | Hybrid materials science: a promised land for the integrative design of multifunctional materials[END_REF] . backward ( -) waves, so that:

U (+) m+1 U (-) m+1 = M 0 U (+) m U (-) m , (1.40) 
Since the solutions of the periodic structure, i.e. the modes, are self-reproducing waves, the Eq.

1.40 can be rewritten in the form:

U (+) m+1 U (-) m+1 = e -jΦ U (+) m U (-) m , m = 1, 2, ... (1.41)
which describes a wave with an unmodified magnitude that has acquired a phase Φ after a distance Λ. The Φ phase is called Bloch phase and it is related to the Block wavenumber K by:

Φ = KΛ (1.42)
The relation in Eq. 1.37b obtained for the Bragg Gratings case is still valid.

However, in this case:

cos(Φ) = cos(2π K g ) = Re 1 t(ω) (1.43)
where cos(2π K g ) is a periodic function of K with period g = 2π/Λ.

Therefore, as depicted in Fig. 1.34, it is possible to observe two regimes for the dispersion relation with multiple spectral bands: are highlighted. Image taken from [START_REF] Carl | Fundamental of Photonics[END_REF] .

• a propagation regime for spectral bands with K real, defining the propagating modes;

• a Photonic Bandgap regime for K complex defining spectral bands corresponding to evanescent waves that are rapidly attenuated while there are no existing propagating modes.

Conclusions on the chapter

The chapter focuses on the concepts behind the phenomena involved in the laser-matter interaction.

The importance of understanding such phenomena is crucial for improving the photosensitivity of materials processing with an ultrafast laser source.

For this purpose, the optical and material properties of glasses, in particular oxide glasses, are discussed. Moreover, both industrial and non-production processes are presented and the optical fiber drawing process is briefly introduced.

Furthermore, a brief insight into the laser history and the theory of lasing operation is given.

Indeed, the laser cavity is introduced as well as the concepts of modes, namely the allowed oscillating frequencies. Further, the Gaussian beam and its geometrical and physical properties are discussed.

Finally, the overview of lasers concludes with a discussion on the achievement of pulsed lasers, their typologies and their applications.

Successively, the discussion is focused on the interaction between an ultrafast laser and a medium.

Therefore, much attention is paid to the explanation of the photoionization processes, in particular of the multiphoton absorption process.

As discussed, such a nonlinear process occurs in a time scale that is comparable with the one of the phenomena in the voxel of interaction. As a consequence, the ultrafast laser-matter interaction enables material modifications over a volume that is dependent on the voxel of interaction.

Such material modifications are going to be discussed in the next Chapters, especially in Chapter 2.

Finally, some basic notions on guided optics have been introduced in the last part of this Chapter.

The for the inscription of waveguides. Image taken from [START_REF] Osellame | Femtosecond Laser Micromachining: Photonic and Microfluidic Devices in Transparent Materials[END_REF] Longitudinal configuration The sample is translated in a direction parallel to the one of the beam propagation, either towards or away from the incident laser spot. On the one hand, the structures will be characterized by a cylindrical geometry due to the circular shape of the Gaussian beam at the focus plane. On the other hand, the length of the inscription inside the glass is limited by the working distance of the microscope objective used for focusing the femtosecond laser and by aberrations.

Transversal configuration In this case, the sample is moved in a direction that is perpendicular to the one of the beam propagation. As a result, there is no restriction to the length of the structures that can be inscribed at a depth varying from hundreds of µm inside the sample, depending on the working distance of the microscope objective, up to the surface of the sample.

However, writing on the surface of a media has some limitations: for instance, since most of the microscope objectives are fabricated to work at a specific depth inside the sample, where the aberrations are eliminated, or at least reduced, or immersion oils with matching indices should be used. Moreover, the quality of the surface could highly affect the writing process, resulting in damages and explosions for instance. Nevertheless, the structures will be characterized by an asymmetrical geometry, with an ellipticity that increases when lowering the N.A. of the microscope objective. Therefore, in the inscription of waveguides in this configuration, it is preferable to work with higher N.A. or to use cylindrical lenses in order to spatially shape the laser beam so as to efficiently couple the waveguides to optical fibers.

The refractive index change ∆n

The origin of the refractive index change induced in the femtosecond interaction has been investigated during the years and it is close to be fully understood. Indeed there have been many

studies that tried to link the local modification of the refractive index to laser-induced material rearrangements. Much attention has been paid to investigating these phenomena in silica-based glasses, since these are the most commonly used glass so far.

For instance, the work of Hirao et al. in 1998 [START_REF] Hirao | Writing waveguides and gratings in silica and related materials by a femtosecond laser[END_REF] was one of the first linking both the densifica- Furthermore, in the work of Chan et al. [START_REF] Chan | Structural changes in fused silica after exposure to focused femtosecond laser pulses[END_REF] in 2001 it has been hypothesized that thermal accumulation resulting from the absorption of subsequent pulses in the interaction voxel leads to glass densification and thus to the appearance of a ∆n. Indeed, by performing Raman spectroscopy it was observed an increase in the intensity of the peaks at 490 cm -1 and 605 cm -1 related to the breathing of modes from 3-and 4-membered rings in the silica network, which translates in a decrease of the overall bond angle, leading to an increase of the glass density.

However, in the work of Streltsov et al. in 2002 [START_REF] Streltsov | Study of femtosecond-laser-written waveguides in glasses[END_REF] an annealing post-treatment of the irradiated sample showed that the refractive index change remained while the color centers disappeared, proving that defects creation and densification do not fully explain the appearance of refractive index change, but rather they contribute to it.

While the debate on the origin of the ∆n is still ongoing, it is well known how the local modifications of the refractive index depend on the femtosecond inscription parameters.

Generally, three types of induced refractive index changes have been classified in glasses depending on the laser intensity. [START_REF] Poumellec | Modification thresholds in femtosecond laser processing of pure silica: review of dependencies on laser parameters[END_REF] Type 1 For moderate laser intensity, the induced refractive index change is smooth and isotropic. In this case, the glass composition will affect the threshold for DLW as well as the amplitude of such induced ∆n, which could be positive or negative. Type 1 refractive index change is mainly exploited in the fabrication of waveguides for photonics applications. leading to damage. Image taken from [START_REF] Lancry | Dependence of the femtosecond laser refractive index change thresholds on the chemical composition of doped-silica glasses[END_REF] Type 3 Finally, at high intensity voids and damages are created in the interaction between the femtosecond laser and the glass matrix as a result of critically-dense plasma production and subsequent Coulomb explosions, as explained in Section 1.2.4 of the previous Chapter.

Such a type of refractive index change is not useful for the fabrication of waveguides since it is related to the creation of scattering centers, leading to high propagation losses. However, it might be used for optical storing and the fabrication of photonic bandgap materials. [89;90;91] Figure 2.2 shows the different regions in which the Type 1, 2 and 3 material modifications occur for a silica glass during the interaction with a femtosecond source, depending on the pulse energy E and the numerical aperture N.A. of the microscope objective used during the DLW process. The laser system adopted in the work of Lancry et al. [START_REF] Lancry | Dependence of the femtosecond laser refractive index change thresholds on the chemical composition of doped-silica glasses[END_REF] , from which the figure is taken, is a femtosecond laser with pulse duration τ p of 160 fs, repetition rate f rep 100 kHz operating at the wavelength 800 nm, while the DLW has been performed at 100 µm/s. the pulse energy for a silica glass irradiated using a 800 nm femtosecond source with τ p 40 fs and r rep 20 kHz. The temperature reported on the graphs refers to the estimated temperature reached by the lattice during the inscription. Images taken from [START_REF] Streltsov | Study of femtosecond-laser-written waveguides in glasses[END_REF] . It should be noticed that the highest reached value of ∆n in silica is less than 4 × 10 -3 .

Moreover, the magnitude of the induced ∆n decreases with increasing the writing speed, i.e the sample's translation speed, as reported in Fig. 2.3a, and increases with increasing the pulse energy, as shown in Fig. 2.3b.

Nevertheless, the laser-induced material modifications and related refractive index changes are highly affected by the repetition rate f rep of the femtosecond laser source. Indeed, two different regimes for DLW are observed depending on the f rep since this parameter will highly affect the heat accumulation and the thermal management in the interaction voxel. [19;92;26;93;94;95;96;29] Athermal regime For low repetition rate, f rep < 250 kHz, and for low pulse energy, the time between two consecutive pulses is long enough to allow for the diffusion of the heat accumulated during the pulse absorption out of the interaction voxel. As a consequence, the material modification will occur in a volume whose dimensions are related to the size of the interaction voxel. The magnitude of the ∆n achieved in this regime is moderate: for instance in silica glass is about 3 -4 × 10 -3 , as reported also in Fig. 2.3. Moreover, the geometry of the inscribed structures is affected by asymmetry due to the focusing parameters, e.g. the numerical aperture N.A. of the microscope objective used during the writing. Overall, the DLW in this regime is suitable for fabricating Type 1 modifications with smooth positive or negative refractive index changes. Indeed, as discussed in the previous Chapter, melting of the glass occurs in the voxel of interaction due to the absorption of laser pulses then, depending on the fictive temperature T f , lower or higher density can be achieved by fast or slow cooling. during the absorption of subsequent pulses for the case of different repetition rates. Image taken from [START_REF] Shane | Heat accumulation effects in femtosecond laser-written waveguides with variable repetition rate[END_REF] It is possible to observe the transition from the athermal regime (case of f rep = 100 kHz) and the thermal regime which is highly affected by heat accumulation.

Thermal regime When the repetition rate of the femtosecond source is sufficiently high, f rep > 1 MHz, the subsequent pulses are so close in time that the cumulative effect of the many-pulses absorption leads to heat accumulation in the interaction voxel. Thus, the local temperature builds up while each pulse is absorbed to the point it overcomes the glass transition temperature T g , causing the melting and quick quenching of the glass. As a result, a rearrangement of the glass matrix will occur in the interaction voxel. The magnitude of the induced refractive index change may be higher than what it achieved in the athermal regime, still it can be positive, negative or show both behaviors. [97;36] Moreover, the DLW process should be adapted to the glass thermal properties, for instance to its thermal conductivity κ T , in order to manage heat accumulation and to avoid damages formation and Coulomb explosions. Therefore, the DLW in this regime is generally performed at high speed, from hundreds of µm/s to few mm/s, which is an advantage with respect to the limiting speed required in the athermal regime to achieve high ∆n. Finally, the induced material modifications present a symmetrical geometry as a result of the heat diffusion from the interaction voxel to the surrounding glass, and their volume is dependent on the heat-affected zone, which is inevitably larger than the size of the focused laser beam. [START_REF] Shane | Heat accumulation effects in femtosecond laser-written waveguides with variable repetition rate[END_REF] In the athermal regime, depicted in the graph by the case of f rep = 100 kHz, the overall temperature remains below the melting point of the AF45 glass simulated. However, in the case of the thermal regime, the building up of the temperature follows a slope that increases with the increase of the repetition rate f rep .

Applications

Nanogratings formation and applications

The femtosecond inscription of self-assembled nanostructures with a periodic arrangement was first observed by Kazansky's group in 2003. [START_REF] Shimotsuma | Self-organized nanogratings in glass irradiated by ultrashort light pulses[END_REF] Further studies confirmed that the femtosecond inscription of Type 2 modifications results in the fabrication of nanogratings for which the direction of the array is always perpendicular to the polarization of the laser beam. Also, it has been observed that the periodic array is resulting from a periodic variation of the concentration of specific elements: for the case of silica glasses, a lower refractive index is associated with the areas showing a lack of oxygen concentration. Therefore, the creation of nanogratings results in the fabrication of nanostructures showing a periodic modulation of the refractive index; the intensity of the induced birefringence is then dependent on the direction of the polarization with respect to the writing direction. The period Λ of the gratings is tightly related to the wavelength λ of the laser by

Λ = λ/2n, (2.1) 
where n is the refractive index of the glass, as shown in Fig. 2.5a. Since the Type 2 modifications appear in a narrow window of DLW parameters that varies depending on the glass composition, it is of crucial importance to adapt the laser parameters, such as the repetition rate and the pulse energy, to the material properties. [START_REF] Richter | Formation of femtosecond laser-induced nanogratings at high repetition rates[END_REF] Indeed, Fig. 2.5b shows the influence of the laser parameters on the production of nanogratings.

Figure 2.5: (a) Dependence of the periodicity of the nanogratings on the wavelength of the laser. [START_REF] Richter | Progress in Nonlinear Nano-Optics -Nanogratings in Fused Silica: Structure, Formation and Applications[END_REF] (b) Window inscription of Type 2 modifications in silica glass, depending on the laser parameters. Images taken from [START_REF] Richter | Formation of femtosecond laser-induced nanogratings at high repetition rates[END_REF] One of the primary advantages of nanogratings is their tunable birefringence, which makes them suitable for polarization control applications, such as the realization of waveplates. [99;100;101] For instance, in the work of Lammers et al. in 2019 [START_REF] Lammers | Embedded nanograting-based waveplates for polarization control in integrated photonic circuits[END_REF] nanogratings have been embedded in waveguides fabricated by DLW in fused silica. The work aimed at realizing waveplates for which the strength of the birefringence effect was modulated by changing the pulse energy, while the orientation of the optical axis was set by rotating the laser polarization during the inscription of the nanogratings.

Moreover, it has been demonstrated that etch selectivity is related to the orientation of selforganized nanogratings induced by femtosecond irradiation. [103;104] Therefore, microchannels for microfluidics application have been obtained from the inscription of Type 2 modifications using a chemical treatment, such as etching. [105;106] Waveguides Since the pioneering work of Davis et al. [START_REF] Davis | Writing waveguides in glass with a femtosecond laser[END_REF] in 1996, the femtosecond laser inscription of waveguides in glass has been an extensively studied research field, not only in silica-based glasses but also in phosphate, chalcogenide glasses and other more exotic glass compositions. Waveguides represent the basic device necessary to develop integrated photonic circuits, therefore the fabrication of efficient waveguides becomes of fundamental importance. individuates the laser beam propagation direction. Images adapted from [START_REF] Shane | Transition from thermal diffusion to heat accumulation in high repetition rate femtosecond laser writing of buried optical waveguides[END_REF] The study of Eaton et al. from 2008 highlighted the evolution of the geometry of waveguides embedded in a silica glass sample depending on the thermal or athermal regime of inscription.

Figure 2.6 reports the cases documented in this work for 2 kHz, 1 MHZ and 2 MHz: besides the enlarging of the heat-affected areas for increasing repetition rate, it is possible to notice that also the ∆n is changing as a consequence of the transition from the athermal to the thermal regime.

As a matter of fact, the sign of the refractive index change, its magnitude and the propagation losses of the waveguide are important parameters that play a role in the efficiency of the inscribed waveguide.

Concerning the first parameter, i.e. the sign of the induced smooth ∆n, as explained in Section 1.3 of the previous Chapter, only positive refractive index change can guide light. Therefore, when negative refractive index change is obtained in the femtosecond inscription, as for the works of Fletcher et al. [START_REF] Fletcher | Femtosecond laser writing of waveguides in zinc phosphate glasses[END_REF] and Lancaster et al. [START_REF] Lancaster | Versatile large-mode-area femtosecond laser-written tm:zblan glass chip lasers[END_REF] , there are several hacks and escamotages that could be used in order to exploit such ∆n to create waveguides. One of these is the fabrication of Depressed cladding waveguides. Such a complex structure requires the inscription of several waveguides displaced on a ring shape around a pristine glass circular area, allowing the formation of a central core with positive ∆n, surrounded by a cladding with negative ∆n, as shown in Fig.

2.7.

The magnitude of the induced ∆n is an important parameter for the miniaturization of optical integrated components: indeed, high refractive index change allows for higher confinement of (b) microscope image of two of these complex waveguides in ZBLAN glass (for both structure the cladding is composed of 24 overlapping waveguides with negative ∆n). Images taken from [START_REF] Lancaster | Versatile large-mode-area femtosecond laser-written tm:zblan glass chip lasers[END_REF] the guided mode on the waveguiding structure. Therefore, in the fabrication of bent waveguides it is important to achieve a high smooth refractive index change that would allow for a smaller radius of curvature, and thus, a more compact photonic device.

Many techniques exist for increasing the induced ∆n in Type 1 modifications for both thermal and athermal regimes, some of these will be discussed in the next Section.

Finally, an important parameter to quantify the efficiency of the inscribed waveguides is given by the Propagation Losses (PL). Indeed, light guided in a material can experience losses due to intrinsic or extrinsic causes: depending on the wavelength, the optical power guided in the structure could be absorbed or, for instance, scattered by defects. Therefore, normally the PL are quantified by a coefficient α expressed in dB/length unit. Due to the high dependence of the PL on the material, it is desirable to perform the DLW in materials that have low absorption at the wavelengths for which the waveguide is supposed to work. For instance, Barium-Gallium-Germanate (BGG) glasses are characterized by a large transparency window up to λ ∼ 5 µm, enabling the inscription of waveguides with propagation losses down to 0.5 dB/cm. [START_REF] Bérubé | Femtosecond laser direct inscription of mid-ir transmitting waveguides in bgg glasses[END_REF] However, silica glasses are preferred for waveguiding applications in the NIR, indeed propagation losses down to 0.05 dB/cm at 1.5 µm have been achieved for the inscription of waveguides in the athermal regime [109;110] . Nevertheless, very low propagation losses can be achieved in the DLW of microstructured waveguides in BK7 glasses using a high repetition rate laser source, achieving a low loss coefficient of 0.062 dB/cm at 1.155 µm. [START_REF] George Y Chen | Femtosecond-laser-written microstructured waveguides in bk7 glass[END_REF] Couplers Couplers represent a useful device in integrated circuits to allow for splitting and combining of optical signals, enabling the fabrication for instance of power splitting, optical switchers and multiplexers. Moreover, it is possible to realize couplers that are sensitive to light polarization, enabling the inscription of rotated waveplates and birefringence retarders in the bulk of glasses. [112;113;114;115;116;117] pling length L and the distance d (Image taken from [START_REF] Tan | Photonic circuits written by femtosecond laser in glass: improved fabrication and recent progress in photonic devices[END_REF] ) and b) Photonic Lanterns with the multimode waveguide converted into several single mode waveguides (Image taken from [START_REF] Birks | The photonic lantern[END_REF] ).

Photonic lanterns A further step into the application of embedded waveguides for photonics applications is the fabrication of Photonic Lanterns. Such devices are composed of a large multimode waveguide that is connected to several single mode (or few-mode) core waveguides.

Figure 2.8b shows a schematic representation of a Photonic Lantern: the transition region between the highly multimode waveguide and the smaller single-mode waveguides is engineered in order to achieve gradual and smooth conversion of light between the two systems, thus reducing the optical losses. These optical devices find applications in several research fields, mostly in astrophotonics. For instance, the light imaged from a telescope can be collected and filtered by just embedding tailored Bragg Gratings into the single mode waveguides in order to select specific wavelengths in each waveguide, which can be finally connected to spectrographs. [118;119;120] Fiber Bragg Gratings Fiber Bragg Gratings (FBGs) represent one of the most widely used optical sensors thanks to their high sensitivity and compactness. Such a device is obtained by periodically modulating the refractive index of a fiber core. As introduced in Sec. 1.3.3, thanks to the coupling of the forward and backward propagating modes it is possible to achieve high narrow-band Bragg reflection at the wavelength:

λ B = 2n ef f Λ p ; (2.2)
where Λ is the period of the refractive index modulation, n ef f is the effective refractive index experienced by the propagating modes and p is the diffraction order.

Several techniques exist to obtain the periodic modulation of the core index, such as the adoption of a phase mask or by laser holographic interferometry, which will be discussed in Chapter 4. However, femtosecond laser inscription of FBGs has quickly gained interest thanks to its flexibility and for easily achieving highly efficient FBGs even in non-photosensitive fibers.

Two methods are generally adopted in this technique to inscribe Type 1 modulations of the fiber core index: Point by Point (PbP) and Line by Line (LbL).

In the first case, the laser is focused in the fiber core and the fiber is translated along its axis, allowing for inscribing BGs with period Λ = v/f , where v is the translation speed and f is the repetition rate of the femtosecond source. Although this method enables fast fabrication of mm long FBGs, the inscribed point structures may behave as scatters for the propagating modes, resulting in increasing the propagation losses. Figure 2.9a reports a schematic representation of the PbP inscription method, while Fig. 2.9c, shows a top view image of the inscribed PbP gratings where it is possible to observe that the dimension of the periodic structures is smaller than the dimensions of the core, therefore the efficiency of such structures is highly dependent on the positioning of the focused beam inside the fiber.

The LBL method is instead achieved by translating the fiber in a direction perpendicular to the fiber axis, as reported in the schematic representation in Fig. 2.9b. This method allows for better control of the overlap of the Type 1 modulations in the fiber core. Moreover, the periodic modulation is achieved by finely controlling the on and off modulation of the femtosecond sources by adopting, for example, an AOM or a chopper.

The fabrication of Waveguides Bragg Gratings (WBGs), similar to FBGs, will be deeply discussed in Chapter 4 of this manuscript. andd) report top views of the inscribed BGs, to be noticed that with LbL method the BGs inscription occurs also in the cladding of the fiber. (Images taken from [START_REF] He | Review of femtosecondlaser-inscribed fiber bragg gratings: Fabrication technologies and sensing applications[END_REF] ).

Finally, thermally stable FBGs can be achieved with the inscription of Type 3 refractive index changes by PbP methods. Indeed, while Type 1 modulations can be erased at high temperatures, above 500°C, the FBGs fabricated by voids creation can remain stable at temperatures higher than 1000°C. However, such FBGs are characterized by high propagation losses and poor spectral selectivity, as a result for instance of strong coupling into cladding modes due to non-uniform refractive index change along the core. [121;122] 

Techniques to increase the refractive index change

The down-sizing of integrated optical circuits is limited by the bend losses, i.e. the losses induced by the presence of curvature in the waveguides, which are directly related to the radius of curvature. [START_REF] Marcatili | Bends in optical dielectric guides[END_REF] A way to reduce the bend losses is to increase the refractive index change ∆n associated with the guiding structures.

However, the induced refractive index change in the femtosecond inscribed waveguides is rather weak if compared to the one associated with, for instance, wafer waveguides in Silicon on insulator (SiO) configuration or by photolithography, thus many solutions have been found to increase the ∆n associated with Type 1 modifications.

H 2 loading, UV hypersyntatization, OH-flooding In the post-fabrication process it is possible to increase the photosensitivity of the glass or the fiber by hydrogen H 2 loading at high pressure (> 100 bars) and room temperature (< 50°C) in order to diffuse the hydrogen molecules into the glass network. Such a method is mainly used in the fabrication of Bragg Gratings (BGs) on fibers. [START_REF] He | Review of femtosecondlaser-inscribed fiber bragg gratings: Fabrication technologies and sensing applications[END_REF] Furthermore, it has been demonstrated that improved photosensitivity is obtained by short exposure of the H 2 loaded samples to UV light -this method is known as UV hypersensytatization. The absorption of the UV light in the silica glasses leads to an increase in densification, which, as already discussed in the previous section, is one of the causes leading to ∆n formation. Finally, H 2 loaded samples can also undergo a post-thermal treatment above 1000°C for a very short time, less than 1 s, to increase the hydroxyl concentration, thus, the defects concentration, which leads to an improvement of photosensitivity; such method is known as OH-flooding. [124;125] Figure 2.10: Increase of the induced refractive index change ∆n by: a) UV exposition of H 2 loaded GeO 2 doped optical fibres (image taken from [START_REF] Mizrahi | High pressure h 2 loading as a technique for achieving ultrahigh uv photosensitivity and thermal sensitivity in geo 2 doped optical fibres[END_REF] ) and b) X-ray pretreatment of silica based glasses with different irradiation doses (image taken from [START_REF] Royon | X-ray preconditioning for enhancing refractive index contrast in femtosecond laser photoinscription of embedded waveguides in pure silica[END_REF] ).

X-ray preconditioning The work of Royon et al [START_REF] Royon | X-ray preconditioning for enhancing refractive index contrast in femtosecond laser photoinscription of embedded waveguides in pure silica[END_REF] investigates the role of X-ray pretreatment in silica glasses in the increase of the femtosecond laser photosensitivity by precursors formation.

In this work it is demonstrated that silica glasses exposed to X-rays irradiation show an inhomogeneous formation of NBOHC defects and densification which are dependent on the penetration depth and the dose of the X-rays. As a consequence, it is observed an improvement in the photosensitivity of the pretreated silica glasses under femtosecond irradiation, leading to an increase of the induced refractive index change ∆n, as shown in Fig. 2.10b. The increase in the ∆n results in the fabrication in the pretreated samples of more efficient waveguides, with improved mode confinement, although the high dose of X-rays may affect the transmission of the glass.

Frequency doubling Depending on the optical properties of the glass, an interesting solution to achieve high absorption and subsequent high refractive index change consist of doubling the frequency of the femtosecond source, which results in reducing the order of the multiphoton absorption. For instance, in the work of Shah et al. [START_REF] Shah | Writing waveguides in glass with a femtosecond laser[END_REF] , an amplified Yb-fiber laser at 1045 nm has been frequency-doubled using a BBO nonlinear crystal to obtain its second harmonic Images taken from [START_REF] Arriola | Low bend loss waveguides enable compact, efficient 3d photonic chips[END_REF] .

Thermal post-treatment Femtosecond inscriptions at a high repetition rate in multicomponent silicate glasses may produce a complex refractive index change ∆n, i.e. composed of both positive and negative profiles, because of the heat accumulation and consequent thermal effects.

In this case it is possible to apply a thermal post-treatment to adjust the ∆n complex profile, as reported by Arriola et al. [START_REF] Arriola | Low bend loss waveguides enable compact, efficient 3d photonic chips[END_REF] in 2013. In this work, multimode waveguides have been inscribed in an alkaline earth boro-aluminosilicate glass, showing multiple areas with different values of positive or negative induced ∆n, as shown in Fig. 2.11a. Subsequently, a slow annealing treatment is applied to the sample: the glass is heated at a temperature higher than the glass transition temperature T g to start an erasure process, then slowly cooled down to remove the stress and birefringence. Figure 2.11b shows the bright field image of the post-treated waveguides. As a result, the inscribed waveguides showed single mode operation and reduced propagation losses, which makes them suitable for bent configurations.

The multiscan approach Finally, a method to increase the femtosecond induced ∆n that does not require any pre-or post-treatment of the glass sample and could be adopted in both low and high repetition rate regimes exploits the multiscan inscriptions. As suggested by the name, the laser passages are repeated in loco, or with a small translation in one of the inscription directions, to modify either the geometry of the structures and the associated refractive index change. Such a method is based on the shot-to-shot memory of the glass matrix in the absorption of the laser pulses when the subsequent laser passages overlap one on the other. [START_REF] Rajeev | Memory in nonlinear ionization of transparent solids[END_REF] In the work of Lapointe et al. [START_REF] Lapointe | Control and enhancement of photo-induced refractive index modifications in fused silica[END_REF] in 2020, this method has been exploited in a silica glass irradiated with a low repetition rate femtosecond source in order to achieve high refractive index change, up to 9 × 10 -3 after 500 laser scans (see Fig. 2.12a). Moreover, this work shows that the tuning of the refractive index by selecting the number of laser scans allows for the fabrication of waveguides showing either single mode or multimode operation at the same wavelength, as reported in Fig.

2.12b.

However, the author demonstrated that the same approach in a high repetition rate regime does not allow for achieving such good results. The main problem in this regime is related to the heat accumulation and subsequent thermal effects in the heat-affected zone. Indeed, as shown in the work of Graf et al. [START_REF] Graf | Pearl-chain waveguides written at megahertz repetition rate[END_REF] , the DLW window in a high repetition rate regime is limited and by increasing the pulse energy it is possible to observe a particular pearl-shaped structure, as reported in pictures on the left in Fig. 2.13, as a consequence of critical thermal effects. showing single mode or multimode operation at the same wavelength depending on the number of laser scans. Images taken from [START_REF] Lapointe | Control and enhancement of photo-induced refractive index modifications in fused silica[END_REF] .

A possible explanation for these peculiar structures may come from the strong increase of the temperature in the heat-affected zone, where the glass is melted and the material is partially dissociated in a gas and plasma mixture, then, the high variation of pressure in the laser-affected spot will then lead to void creations, resulting the in the pearl-chained structures. Once the pearl is formed, the focused radiation is scattered by the surface of the structures and the beam is deformed; moreover, the laser pulses can not affect anymore the area where the pearl-shaped structure is formed because the material is already highly dense.

Regardless of the high refractive index change ∆n associated with the pear-chained waveguides, such sharp structures do not allow for efficient guiding application because of high propagation losses.

Finally, the multiscan inscriptions can be exploited for shaping the waveguides in a different geometry. Such approach has been firstly introduced by Liu et al. [START_REF] Liu | Waveguide shaping and writing in fused silica using a femtosecond laser[END_REF] in 2004 and subsequently adopted by Martinez et al. [START_REF] Martínez | 3d laser-written silica glass step-index high-contrast waveguides for the 3.5µm mid-infrared range[END_REF] in 2015 in order to fabricate in fused silica substrate step-index high contrast waveguides, ∆n/n core up to 7×10 -2 , enabling guiding applications around 3.5 µm.

The waveguides inscribed with the multiscan approach reported in the pictures on the right of In particular, the luminescent 2D micro mapping of the waveguide reported in d) picture of Fig. 2.13 shows the location of the laser-induced defects, mostly produced in the core I area. of a fused silica sample in the high repetition rate regime, 10 MHz (Images taken from [START_REF] Graf | Pearl-chain waveguides written at megahertz repetition rate[END_REF] ). from [START_REF] Martínez | 3d laser-written silica glass step-index high-contrast waveguides for the 3.5µm mid-infrared range[END_REF] ).

Overall, the multiscan approach proved its efficiency in the increase of the induced refractive index change in both high and low repetition rate regimes. However, the key point to achieving high Type 1 refractive index change with this method is to limit the heat accumulation when performing DLW with high repetition rate sources.

State of the art of DLW in silver-containing glasses

Silver-containing glasses are developed in the framework of fabricating materials that can lead to an improvement of the photosensitivity during the femtosecond irradiation and new optical properties.

The glasses adopted in this work belong all to the same family, i.e. phosphate glasses. The interest in these glasses comes from the ability of such oxide glasses to allow for a high concentration of rare-earth ions or transition metal ions, like silver, while remaining amorphous. [128;129] The introduction of glass modifiers, like ZnO or Ga 2 O 3 , can have an impact on the chemical and water durability of the phosphate glasses. Indeed, the sensitivity of the glass matrix to humidity is mainly linked to the presence of the pentavalent phosphorus, therefore the shortening of the phosphate chains, and thus the increase in the number of non-bridging oxygen (NBO), results

in the diminishing of the pentavalent phosphorus entities.

The glasses adopted in the experimental work reported in these Chapters are mainly belonging to two types of phosphate glasses:

• Zinc-phosphate glasses (PZn), where Ga 2 O 3 oxide is added in a small percentage to the 58Zn -43P 2 O 5 glass matrix to improve its chemical durability;

• Sodium-gallium phosphate glasses (GPN), where the glass matrix is composed of sodium metaphosphate N aP O 3 to which the Ga 2 O 3 oxide is added in percentages higher than those used for the zinc-phosphate glasses.

Finally, the insertion of silver ions in the phosphate matrix allows for the presence of large absorption bands in the UV, typically between 200 -300 nm. without (black curve) silver addition (image taken from [START_REF] Abou | Direct Laser Writing of a new type of optical waveguides and components in silver containing glasses[END_REF] ) and b) silver-containing Sodiumgallium phosphate glasses (image taken from [START_REF] Guérineau | Synthèse et caractérisation de verres pour l'impression 3D par laser: verres phosphates et d'oxydes lourds á l'argent[END_REF] ).

Indeed, the silver-containing phosphate glasses are characterized by a typical absorption spectrum like the one reported in Fig. 2.15 for the two families, PZn and GPN.

Additionally, Fig. 2.15a compares the absorption spectrum of the PZn samples with and without the addition of silver: it is possible to observe that the adding of silver ions into the glass Figure 2.17: Schematic representation of the physical processes involved in the silver cluster formation during the many-pulse absorption of a focused femtosecond source. Image taken from [START_REF] Petit | On the femtosecond laser-induced photochemistry in silver-containing oxide glasses: mechanisms, related optical and physico-chemical properties, and technological applications[END_REF] matrix and the e -electrons and h + holes produced during the absorption of each femtosecond pulse.

The released electrons will enable the formation of Ag 0 species by the reaction:

Ag + + e -→ Ag 0 , (2.3) 
where Ag 0 should be considered more like an electron localized near a silver ion, rather than a silver ion itself. The reaction in Eq. 2.3 ends when there are no more available electrons, therefore the concentration of Ag 0 is related to the number of electrons produced during the absorption of each pulse.

At the same time, the holes h + can be trapped by the Ag + silver ions producing

h + + Ag + → Ag 2+ , (2.4) 
where Ag 2+ are considered to have no mobility, and recombination mechanisms

e -+ Ag 2+ → Ag + (2.5a) h + + Ag 0 → Ag + (2.5b) e -+ h + (2.5c)
are carried out in competition with the production of Ag 0 and Ag 2+ .

Thus, the mobility of Ag 0 species is activated allowing them to diffuse at the edge of the voxel of interaction; the trapping of Ag 0 by the silver ions leads to the first stage of the formation of the clusters:

Ag 0 + Ag + → Ag + 2 , (2.6)
therefore the concentration of first-step silver clusters is directly related to the quantity of Ag 0 species.

Finally, the absorption of the following laser pulses will lead, on the one hand, to further growth of larger silver clusters Ag x+ m with no mobility and, on the other hand, to the photodissociation of the previously-induced silver clusters in the center of the interaction voxel, as a consequence of the high laser intensity and the existence of absorption bands for the clusters in the UV.

Thermal management during the silver cluster formation

A theoretical model for simulating the evolution of the temperature during the femtosecond irradiation elaborated by Smetanina et al. [START_REF] Smetanina | Modeling of cluster organization in metal-doped oxide glasses irradiated by a train of femtosecond laser pulses[END_REF] in 2016 concluded that the increase of temperature in the interaction voxel is only a few tens of °C, as reported in Fig. 2.18. Such an increase in the temperature is sufficient to enable the diffusion of silver ions but insufficient to locally melt the glass matrix, resulting in no modifications or re-arrangement of the glass structure. Therefore, the silver clustering in silver-containing glasses during the femtosecond irradiation occurs in an athermal regime, despite the use of a high repetition rate laser. Indeed, the small increase of the local temperature is the consequence of a very low nonlinear absorption, typically below 0.1% per pulse, as observed by Bellec et al. [START_REF] Bellec | Beat the diffraction limit in 3d direct laser writing in photosensitive glass[END_REF] in 2009, and the threshold for achieving silver clusters is reached after a considerable amount of pulses, above 10 2 pulses. during the many-pulse absorption. Image taken from [START_REF] Smetanina | Modeling of cluster organization in metal-doped oxide glasses irradiated by a train of femtosecond laser pulses[END_REF] Geometry of the silver sustained structures After stationary femtosecond irradiation on a single spot, the silver clusters arrange in a circular shape on the plan xy perpendicular to the laser beam propagation direction with a diameter ϕ = 2ω 0 = 1.2 λ N.A. related to the N.A. of the microscope objective used to focalize the laser, as depicted in Fig. 2.19a. In the z direction, instead, the silver sustained structure presents a thickness that is comparable with the b confocal parameter of the laser-focused inside the glass.

Notably, the image in Fig. 2.19a shows that the silver-induced structures present features that overcome the diffraction limit. Indeed, the profile obtained by High Resolution Scanning Electron Microscope (HRSEM) imaging of the structure reported in Fig. 2.19a along the dashed line shows a sub-micron (∼ 80 nm) thickness of the silver sustained structure. perpendicular to the laser beam direction (λ exc = 405 nm). Image taken from [START_REF] Bourhis | Femtosecond laser structuring and optical properties of a silver and zinc phosphate glass[END_REF] . b) Profile of the structure in a) along the dashed line obtained by HRSEM imaging, showing a thickness of around 80 nm, well below the diffraction limit. Image taken from [START_REF] Bellec | Beat the diffraction limit in 3d direct laser writing in photosensitive glass[END_REF] 

Fluorescence

The silver clusters present two main absorption bands in the UV peak around 290 nm and 345 nm which extend to the visible, while the fluorescent emission covers the whole visible range. [131;45;46] In 2010 Bellec et al. demonstrated that the fluorescence intensity of the silver clusters is dependent on the repetition rate of the laser: the fluorescence intensity decreases when decreasing the repetition rate of the laser, although it is still present at 100 kHz for 10 7 number of pulses. Indeed, the fluorescence of the clusters is tightly dependent on the number of pulses and the laser intensity, since the quantity of photoinduced clusters is also dependent on these two parameters.

The dependence of the fluorescence intensity on the number of pulses, the irradiance and on the repetition rate is reported in Fig. 2.20. 

The Type A refractive index change

In 2017, Abou Khalil et al. [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] discovered that a new type of refractive index change is associated with the silver clusters formation. This variation of the refractive index of the glass is no more related to glass matrix modifications but it is instead originated from the creation of new silver species with enlarged molecular polarizability, which increases the electric susceptibility. Shearing Interferometry (QWLSI) in order to reconstruct both the intensity and the phase from the diffraction pattern given by 4 replicas of a (coherent or not) beam passing through the sample and diffracted by a Modified Hartmann Mask (MHM) before reaching the sensor CCD camera. [START_REF] Bon | Quadriwave lateral shearing interferometry for quantitative phase microscopy of living cells[END_REF] The refractive index change associated with the inscription of the serpentine structures is obtained from the Optical Path Difference (OPD) extracted from the phase image . Image adapted from [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] and the thickness e of the structure by simply:

Such new type of induced ∆n has been denominated

∆n = OP D e , (2.7) 
for optically-thin samples. On the contrary, the way to quantify the refractive index change in optically-thick sample is more complex and the interested reader is referred to the work of Abou Khalil et al. [START_REF] Khalil | Refractive index change measurement by quantitative microscopy phase imaging for femtosecond laser written structures[END_REF] for a detailed description.

Thus, Fig. 2.21c reports the profile of the induced ∆n along the black dashed line in Fig. 2.21b.

Similarly to the fluorescence, also the refractive index change ∆n is dependent on the number of pulses and the irradiance, as reported in Fig. 2.22, as to remark the link between these two properties and the number of photoinduced clusters. pulses and the irradiance. Image taken from [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] Waveguides Such positive refractive index change is suitable for waveguiding applications.

As reported by Abou Khalil et al. [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] , the inscription of a waveguide based on photoinduced silver clusters results in the fabrication of a double-track structure for which each fluorescent track acts like a single waveguide. Therefore, the guided mode at the output of the waveguide presents a peculiar double-gaussian profile, as reported in Fig. 2.23. Type A modifications, while the picture in ii) reproduced the guided mode profile along the horizontal direction. Images taken from [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] Furthermore, it is noteworthy to highlight that Type A refractive index modifications enabled the fabrication of beam splitters, Y-junctions, couples and, more recently, a refractive index sensor based on near-surface waveguides. [START_REF] Khalil | Femtosecond laser writing of near-surface waveguides for refractiveindex sensing[END_REF] Particularly, the inscription of the nearsurface waveguides has been achieved requiring no additional processing, as instead necessary in the case of Type 1 near-surface waveguides.

The interested reader will find an insightful comparison between Type A and Type 1 modifications in literature. [START_REF] Khalil | Comparative study between the standard type i and the type a femtosecond laser induced refractive index change in silver containing glasses[END_REF] Nevertheless, it is of interest to point out that it is still possible to achieve Type 1, 2 and 3 modifications in silver-containing glasses.

Rewriting ability

Finally, a peculiarity related to the Type A modifications is the rewriting ability of the silver clusters: when the laser spot invests a pre-existing silver-sustained structure, a photodissociation of the silver clusters on the overlapped area will occur, allowing for the inscription of a new double structure. The refractive index profiles reported in Figure 2.25 are obtained from phase images acquired with the SID4Bio software using a 100× microscope objective with N.A. 1.3, enabling spatial sampling down to ∼ 300 nm for each pixel of the CDD camera. Such a spatial sampling allow for fully resolving features 1 µm distant but has strong limitations when the distance decreases to 500 nm. Figure 2.25a reports the case of 3 µm separation between consecutive laser scans: since the structure has been inscribed using a microscope objective with N.A. 0.75, the beam diameter at the focal plane is 1.6 µm, thus smaller than the interline separation d. Indeed, the refractive index profile shows the positive ∆n associated with the double-line structures and a negative ∆n associated with the depletion of silver in the center of the laser spot. However, when the separation d is smaller than the beam diameter, the rewriting ability of the silver sustained structures allows for producing a modulation of the ∆n that has a positive D.C. component, while its magnitude and the magnitude of the A.C. component depend on the separation between the laser scans and, thus, on the overlap between the positive ∆n of the remaining single-tracks.

Therefore, given the resolution of the CDD sensor, it is possible to fully resolve the periodic structure with d = 1 µm, as reported in Fig. 2.25b, while for d = 0.5 µm only the positive D.C. component of the ∆n is measured in Fig. 2.25c. However, the A.C. component of the induced refractive index change can be retrieved, for instance, by diffraction measurements of the periodic structure, as will be discussed in Chaper 4. Indeed, such interesting ability of Type A modifications to write periodic structures with very small periodicities has been exploited for the inscription of Bragg Gratings with very short periodicity, well below the diffraction limit, which will be discussed in Chapter 4.

Conclusions on the chapter

The Chapter deals with the processes involved in the DLW of glasses using a femtosecond laser source.

In the first part of the Chapter, the DLW technique is discussed, highlighting the phenomena involved in the femtosecond irradiation of glasses that are associated with the appearance of a refractive index change and stressing the importance of the DLW parameters on the magnitude and the different types of ∆n obtained.

In particular, the cases of DLW with high and low repetition rate laser sources are discussed in order to distinguish between laser inscription in thermal and athermal regimes, reporting specifically the effects of both regimes on the inscription of Type 1 refractive index modifications. Indeed, such type of induced ∆n is the only one allowing for the inscription of embedded waveguides.

Therefore, the fabrication of waveguides in different glass compositions is briefly reviewed and some techniques adopted to increase the associated refractive index change are discussed, pointing out the importance of high ∆n for enabling the miniaturization of integrated optical circuits.

The second part of the Chapter focuses on silver-containing phosphate glasses.

Firstly, the optical properties of pristine silver-containing phosphate glasses are examined. Afterward, the physicochemical mechanisms involved in the femtosecond irradiation of such glasses are discussed, analyzing the reactions that lead to the silver clustering during the absorption of each laser pulse. Thus, a discussion on the thermal management of the glass matrix in the interaction voxel during the silver cluster formation is carried out to highlight that the inscription of silver-sustained structures occurs, remarkably, in an athermal regime, despite the use of a high repetition rate laser source. The innovative Type A refractive index change is, thus, introduced and a discussion on its dependence on DLW parameters is carried out.

Moreover, some properties of the silver-sustained structures, such as fluorescence, under-diffractionlimited features and rewriting ability, are discussed.

Experimental setup, DLW and characterization procedures for the multiscan Type A structures

The multiscan inscriptions have been performed using a prototype fs fiber laser at 1030 nm, with repetition rate 9.25 MHz, pulse duration 400 fs and average output power 5 W.

The samples investigated in this work are:

• a commercial silver-containing zinc-phosphate glass, hereinafter referred to as AG01, from Argolight company;

• a silver-containing super-ortho gallo-phosphate glass, hereinafter referred to as GPN, elaborated at the ICMCB laboratory in Bordeaux;

• a commercial silver-containing magnesium-phosphate glass, hereinafter referred to as AG03, from Argolight company.

The positioning of the samples during the laser inscription was assured within a precision of 30 nm by motorized 3-axis stages from Newport (XMS100 -VP5ZA). For each sample, a series of serpentine structures of length L = 50 µm and interline distance of 10 µm has been inscribed using a 40× microscope objective with N.A. 0.75 at a depth of 160 µm below the sample's surface, to prevent aberrations. After the inscription, each serpentine structure has been imaged with the Sid4BIO software to quantify the Optical Path Difference OP D associated with the inscribed structures. The processing of more than 600 phase images acquired from multiscan structures has been carried out using a homemade mask approach to remove the background noise and eventual glass inhomogeneity and to average the OPD measurements along all the branches of the serpentines.

For sake of clarity, the mask approach is discussed in Appendix.

In order to retrieve the thickness e of the multiscan structures, multiscan lines have been inscribed at the edges of the sample with the same DLW parameters. By polishing the lateral surfaces it was then possible to bring the multiscan lines on the surfaces and image them on a microscope using white light. Figure 3.2 shows the growing thickness of the multiscan structures when increasing the number of scans (as highlighted by the black arrows), given a constant laser irradiance, in this case I = 14 TW/cm 2 , for the AG03 sample.

Finally, the refractive index change ∆n associated with each multiscan structure has been calculated by Eq. 2.7. 

Results and comparison between different glasses

The results from the refractive index measurements ∆n of the multiscan structures will now be presented and discussed singularly for each sample. Thus, the results for all the samples will be compared in order to discuss the phenomena involved in the multiscan inscription of Type A modifications for different glass matrices.

In order to link the evolution of the refractive index changes ∆n to the increase of the laser scans, the cumulative number of absorbed pulses has been calculated for each inscription from:

N pulses = N scans ϕ f rep v , (3.1) 
where f rep is the repetition rate of the fiber laser, ϕ = 1.2 λ N.A. is the diameter of the focused laser spot, N scans is the number of repetition and v is the DLW speed. The data reported in Fig. 3.3 show that there is a dependence of the induced ∆n on the cumulative number of absorbed pulses and the DLW intensity. Indeed, it is possible to distinguish between results achieved at high and low DLW intensity. At high intensity, for I ≥ 8 TW/cm 2 , the ∆n associated with the multiscan structures rapidly increases to 1 × 10 -2 after N pulses = 0.5×10 7 and it remarkably achieves 2×10 -2 after N pulses = 3×10 7 at I = 9 TW/cm 2 .

AG01

It should be noted that the error bars have been omitted in the graph reported in Fig. 3.3 since the errors on the ∆n measurements arises from the quality of the reference images of pristine areas of the sample used to acquire the phase images: such error is estimated typically on the order of 1.5 × 10 -3 , which is negligible when compared with the values of ∆n achieved at high intensity and high number of cumulative absorbed pulses.

However, such error is significant for ∆n measurements at low intensity and low N pulses and may smooth the results for I = 8 TW/cm 2 reported in green in Fig. 3.3. Moreover, two areas have been shaded in red and gray colors in Fig. 3.3 for the ∆n data at high intensity:

• red area: the fast growth of the induced ∆n points out a direct dependence of the refrac-tive index change, i.e. of the number of induced silver clusters, on the cumulative number of pulses absorbed during the N scans laser inscription. On a first phenomenological description, such dependence can be approximated with a linear increase of the ∆n with the N pulses which corroborates the argument that the process of silver clusters formation occurs in an athermal regime.

• gray area: the growth of the refractive index change ∆n slows down and the ∆n seems to settle to a constant value, which can be described as a saturation effect.

The linear dependence of the induced ∆n on the N pulses is supported by the iso-∆n curves reported in Fig. 3.4. Figure 3.4: Iso-∆n curves for each laser irradiance for the AG01 sample: the black lines individuate the curves where the induced ∆n is constant while changing the number of laser scans and DLW speed. The dashed colored lines identify the iso-N pulses curves for ∆n = 0.6, 0.8 and 1 × 10 -2 for the cases of I = 9, 10 and 11 TW/cm 2 : the number of cumulative absorbed pulses N pulses necessary to achieve the specific ∆n magnitude is reported, accordingly, with the same color.

The 2D graphs report the magnitude of the ∆n versus both the number of laser scans and the DLW speed for a given high DLW intensity: for each plot, the increase of the induced ∆n follows the increase of the cumulative number of pulses, which is obtained by reducing the DLW speed and increasing the number of repetitions (as defined in Eq. 3.1).

Moreover, the black lines individuate the curves with constant ∆n obtained with different inscription parameters: indeed, the iso-∆n curves confirm that the magnitude of the induced ∆n is dependent only on the number of pulses absorbed, which is a direct consequence of the athermal regime. Finally, the slope of the iso-∆n curves determines the associated N pulses , therefore some of the experiments having the same number of N pulses have been identified by the starred marks, highlighting the iso-N pulses line with the same color: for instance, at I = 11 TW/cm 2 , ∆n = 0.6 and 0.8 × 10 -2 are achieved with N pulses = 1.9 and 3.6 × 10 6 , respectively. At low intensity, no saturation of the induced ∆n is observed in Fig. 3.3. Although its magnitude is quite low, it is still possible to individuate a linear increase of the induced ∆n with respect to the N pulses . Moreover, the slow increase of the refractive index contrast associated with the multiscan structures enables for fine-tuning of the ∆n magnitude which in the end allows for good control of such value.

As a matter of fact, it can be supposed that fine-tuning of very high refractive index change can be achieved by firstly inscribing the Type A modifications at high intensity, in order to rapidly obtain high induced ∆n, then its magnitude can be slowly increased by lowering the laser intensity for the following laser scans.

GPN

Similar results have been obtained for the GPN sample. pulses at high DLW intensity, I = 7.3 TW/cm 2 . Also in this case there is a clear dependence of the refractive index contrast associated with the silver-sustained multiscan structures to the cumulative number of pulses absorbed during all the repetitions. Moreover, the shaded colored areas individuate the linear growth of the ∆n with the N pulses : from the data, it is clear that the slope of the ∆n increase is dependent on the DLW intensity, as already observed by Abou Khalil et al. in 2017. [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] Nevertheless, as already observed for the AG01 sample, no saturation occurred at low DLW irradiance: it is noteworthy to mention that the slope of the ∆n increase is dependent on the irradiance, therefore at high irradiance high ∆n is achieved with a smaller number of cumulative absorbed pulses. Two red crosses individuate the explosions that occurred at high irradiance and high number of cumulative pulses: in this case, the associated refractive index change has been imposed ∆n exp = 0. intensity in the GPN sample, however, the saturation threshold is reached at lower N pulses when increasing the DLW intensity. Indeed, for the case of I = 8.7 TW/cm 2 , the ∆n saturates around 0.7 -0.8 × 10 -2 after only 0.4 × 10 7 cumulative absorbed pulses.

Additionally, after 1.5 × 10 7 pulses at I = 8.7 TW/cm 2 , explosions occurred for the multiscan structures inscribed with 10 µm/s and 20 laser scans (N pulses = 3.16 × 10 2 ), and for 10 µm/s and 10 laser scans and 20 µm/s and 20 laser scans (N pulses = 1.56 × 10 2 ). For these cases, the induced ∆n has been imposed equal to 0 since only Type A refractive index changes are of interest in this work. The experiments for which explosions occurred have been marked with

AG03

Finally, Fig. 3.7 reports the experimental data for the ∆n associated with the multiscan structures inscribed in the AG03 sample depending on the cumulative number of absorbed pulses. Although high Type A refractive index contrast up to 1.1 × 10 -2 is achieved also in this silver-containing glass, it is clear that no more correlation exists between the induced ∆n and the cumulative number of pulses absorbed after N scans repetitions. Moreover, many explosions occurred during the multiscan inscriptions, which have been marked by the red crosses at the ∆n = 0 level. It is interesting to point out that the explosions occurred at high N pulses , as well as at low N pulses .

A clearer picture of the situation is given by the iso-∆n graphs in Fig. 3.8. As already observed for the AG01 and the GPN samples, also for the case of the AG03 sample higher ∆n is achieved by increasing the DLW intensity.

However, for each intensity, the highest ∆n is no more found in the correspondence of the highest N pulses , instead, it is located at the center of the 2D plot. Indeed, as shown for instance in the case of I = 14.07 TW/cm 2 reported in Fig. 3.9, the yellow arrows identify the directions in which the induced ∆n increases. Contrarily to the previous cases of AG01 and GPN samples, the iso-∆n curves are parallel to the vertical axis, showing that there is no improvement of the ∆n with the number of laser repetitions. Therefore, it is not possible to identify the athermal regime in this context for the AG03 sample. Finally, it is interesting to notice that explosions do not originate in correspondence of the highest N pulses , as for the case of the GPN sample, instead, they occur at high speed after several laser scans.

Discussion on the high Type A ∆n with the multiscan approach

The results reported so far for the silver-containing glasses confirm that the multiscan technique is effective for increasing the induced refractive index change ∆n even in the case of high repetition rate regime. In particular, the results reported in Fig. 3 Nevertheless, the mechanisms leading to Type A modifications differ from those originating Type 1 modifications. Indeed, the evolution of Type A ∆n associated with the multiscan inscriptions can be explained in terms of the evolution of the silver reservoir in the matrix of the silver-containing glasses.

As a matter of fact, the absorption of each laser pulse depletes the available silver reservoir, which is only a portion of the total silver reservoir in the glass matrix: the quantity of silver ions removed from the available reservoir is directly related to the number of free electrons produced in the laser pulse absorption, as discussed in the previous Chapter and reported in Eq. 2.3, thus it is dependent on the DLW intensity. Indeed, as shown in Fig. 3.5, the slope of the ∆n growth is dependent on the DLW intensity.

All the profiles show that the positive ∆n is located at the edge of the laser track, as a consequence of the accumulation of the silver clusters.

However, for the case of AG03, the building up of positive ∆n at the edges of the structure is carried out parallel to a strong depletion of the silver ions in the center of the laser track.

Indeed, the depletion of the silver at the center of the Type A modifications is associated to a lower refractive index change; moreover, thermal effects can lead to local melting of the glass and rearrangement of the matrix with lower density (see Fig. 1.5). [START_REF] Desmoulin | Femtosecond laser structuring of silver-containing glass: Silver redistribution, selective etching, and surface topology engineering[END_REF] It is reasonable to suppose that such a strong depletion is one of the causes explaining the high number of explosions that occurred in the multiscan inscription of the AG03 sample with respect to the inscription of the AG01 and GPN samples.

Nevertheless, the occurrence of explosions in multiscan inscriptions performed with a laser source with high repetition rate regimes stems from the thermal effects, as already discussed in Sec.

2.1.3 and reported by Graf et al.. [START_REF] Graf | Pearl-chain waveguides written at megahertz repetition rate[END_REF] Indeed, in the case of the AG03 sample, the explosions occurring at high speed before low speed may result from a less effective thermal management of the glass matrix at high DLW speed.

Furthermore, the two-regimes description proposed for modeling the ∆n dependence on the cumulative number of pulses is surely a simplified phenomenological representation of the depletion mechanisms of the silver reservoir involved in the laser inscription of Type A modifications.

Detailed numerical modeling should take into consideration the nonlinear energy deposition, diffusion processes and chemical reactivity taking place at the microscopical level. Moreover, such a meaningful model should deal with a pulse-to-pulse memory effect, providing for instance a description of the pulse-to-pulse evolution of the silver species distribution, as proposed by Smetanina et al. in 2016. [START_REF] Smetanina | Modeling of cluster organization in metal-doped oxide glasses irradiated by a train of femtosecond laser pulses[END_REF] 

Multiscan waveguides

In order to exploit the promising results from the multiscan inscription of high Type A refractive index change, multiscan waveguides have been inscribed in the AG01 sample using the abovementioned fiber laser setup.

The multiscan waveguides have been inscribed 160 µm below the sample surface using a 40× microscope objective with N.A. 0.75 choosing a DLW irradiance of 6.2 TW/cm 2 , so as to prevent any saturation effect with the cumulative pulses, and DLW speed v = 10 µm/s, varying the number of repetitions N scans = 1, 2, 3, 5, 10, 20 and 30, therefore realizing 7 multiscan waveguides.

The lateral faces of the sample have been polished to bring the waveguides to the surface. The width of the multiscan waveguides, i.e. the separation between the tracks of the double-line silver-sustained structure, has been measured instead by imaging the structures from the top, as reported in Fig. 3.11c and highlighted by the white segment. 

Improved mode confinement

The multiscan waveguides have been injected at different wavelengths: 750 nm, 900 nm and 1030 nm using a tunable Ti:Sapphire laser from Coherent (repetition rate 80 MHz and output power > 2.9 W at 800 nm), and 1550 nm using a butterfly diode laser from Thorlabs (ASE power 40 mW at 1550 nm).

The injection of the Ti:Sapphire laser has been carried out in free space using a 20× microscope objective with N.A. 0.5, while for the collection of the output of the multiscan waveguides a 100× microscope objective with N.A. 0.9 has been used. Thus, the near-field mode profiles have been imaged using a 12 bit camera beam profiler from Thorlabs.

The injection of the fiber diode laser has been optimized using a 6-axis fiber positioner FPR2-C1A from Newport, while the output of the waveguides has been collected in the near-field using a 100× microscope objective with N.A. 0.7 and imaged on a 16 bit InGaAs camera from Hamamatsu.

The near-field images of the guided modes at different wavelengths are reported in Fig. 3.12.

Due to the high refractive index change associated with the multiscan inscription of Type A modifications, the waveguides can exhibit single mode (SM) or multimode (MM) operation at the same wavelength depending on the number of laser scans. Therefore, in Fig. 3.12 the SM and MM operation is highlighted in different colors.

It is noteworthy to mention that for the MM waveguides it is always possible to excite only the fundamental mode.

Moreover, all the waveguides at 1550 nm exhibit only SM operation.

In order to demonstrate the improvement in the mode confinement of the multiscan waveguides when increasing the number of laser scans, the Mode Field Diameter (MFD) of each waveguide has been investigated.

Since the Type A waveguides show a peculiar double-elliptical mode profile, as already observed in the work of Abou Khalil et al. [START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] in 2017, the MFD has been extracted from the near-field images along the x and y directions.

The processing of the near-field images required the calculation of the first two statistical moments. The first statistical moment allowed for retrieving the x 0 and y 0 central positions of the intensity distributions I along the x and y directions from:

s 0 =< s >= s • I(s)ds I(s)ds , (3.2) 
where s is the statistical variable x or y and I(s) has been obtained by applying a binning of the 2D profile along the opposite direction, therefore y or x.

After centering the intensity distribution, the second statistical moment

< s2 >= (s -s 0 ) 2 • I(s)ds I(s)ds , (3.3) 
allowed to estimate the MFD along the x and y directions. Indeed, the width of a Gaussian intensity profile can be found by measuring the positions at which the intensity drops to 1/e 2 its maximum value (as reported in the ISO-11146), however, for non-Gaussian profiles the D4σ method should be applied, therefore the width is found at the 4σ x,y positions, where σ x,y is the standard deviation of the distributions along x and y directions. [START_REF]Lasers and laser-related equipment -test methods for laser beam widths, divergence angles and beam propagation ratios -part 2: General astigmatic beams. Standard[END_REF] An evident case of mode shrinking is reported in Fig. 3.14 by the near-field images of the mode profile at 1030 nm for the multiscan waveguides inscribed with N scans = 1 and 10 laser scans as a consequence of the increase of associated ∆n. The red dashed lines identify the ellipse having the axis equal to the MFDs along the x and y directions for the two waveguides reported in Fig.

3.13.

Finally, the propagation losses of the multiscan waveguides have been estimated while injecting the fundamental mode at 750 nm, 900 nm and 1030 nm. The transmission of the waveguides collected at the output of the L = 9.4 mm long waveguides has been corrected by taking into account the transmission of the injecting and collecting objectives, the Fresnel reflections at the input and output faces of the sample and the coupling efficiency η between the focused injected laser beam and the waveguides.

The η parameter has been estimated accordingly [START_REF] Wagner | Coupling efficiency of optics in single-mode fiber components[END_REF] : where E * 1 and E 2 are the (conjugate) electric fields of the focused laser beam and the propagating fundamental mode, respectively, for each multiscan waveguide at a given wavelength, while the dA is a surface element accounting for the integration of the whole profile.

η = | E * 1 E 2 dA| 2 |E 1 | 2 dA • |E 2 | 2 dA , (3.4) 
In order to retrieve the near-field profile of the injected light at a different wavelength, the laser beam has been focused directly on the CCD sensor of the beam profiler (once the sample was removed). The increase of the refractive index change ∆n along the different waveguides for a given wavelength is associated with a decrease of the propagation loss coefficient of 25%, on average.

It is of interest to point out that the propagation losses decrease by about 25% when increasing the number of laser scans from N scans = 1 to N scans = 30: for instance, the α coefficient is estimated 0.38 dB/cm at 1030 for a single-scan waveguide, while it decreases to 0.24 dB/cm when the laser scans are 30.

It can be supposed that the shrinking of the guided mode might positively affect the propagation losses since this will result in a lower interaction between the propagating mode and the pristine glass surrounding the waveguides.

Reshaping of the mode profile

As already discussed in Sec. 2.2.3, one of the peculiarities of the Type A modifications is the rewriting ability, shown in Fig. 2.24. Thus, it is interesting to exploit this ability in the case of the multiscan waveguides.

Indeed, Type A waveguides show a typical double-elliptical mode profile that much differs from the gaussian LP 01 profile of the fundamental guided mode in fibers. Such a difference in the mode profile may highly affect the coupling between fibers and Type A waveguides, precluding the possibility of fully exploiting the Type A waveguides, especially the multiscan waveguides, for integrated optical circuits.

Therefore, here is discussed a multiscan approach to reshape the multiscan Type A waveguides in order to obtain a gaussian-like profile for the guided mode.

An engineered multiscan waveguide has been inscribed by 10 laser scans separated by 500 nm, achieving an overlap of 70% between consecutive laser scans, in order to fabricate a square structure of side L = 6 µm. Moreover, the multiscan waveguide has been repeated 6 times at the same position but alternating the directions of the laser spot displacement, this allows for obtaining an homogeneously written structure. The DLW parameters for the multiscan inscription, laser irradiance I = 6.12 TW/cm 2 and DLW speed v = 100 µm/s, have been selected in order to avoid saturating the ∆n associated with the engineered multiscan waveguide. 

Conclusions on the chapter

The Chapter is focused on applying the multiscan technique to the laser inscription of Type A modifications in order to analyze the benefits of such a method for increasing the laser-induced refractive index change in the case of DLW in an athermal regime with a high repetition rate laser source.

For this purpose, a series of multiscan structures have been realized in silver-containing phosphate glasses with different compositions. This inscription method enabled for achieving remarkably high refractive index change: more than 1 × 10 -2 in all the samples and up to 2 × 10 -2 for the AG01 sample.

Moreover, such a study demonstrated that the athermal laser inscription of Type modifications allows for direct linking of the magnitude of the induced refractive index change to the total number of laser pulses absorbed when the silver reservoir of the glass matrix is sufficiently filled.

Indeed, such behavior is confirmed by the 2D iso∆n curves for the cases of the AG01 and GPN samples.

However, when the available reservoir is partially empty, the refractive index's growth slows down until it settles to a constant value when there is no more silver available for the formation of silver clusters.

The local depletion of silver ions in the glass matrix is confirmed by the appearance of a negative refractive index change in the center of the double-track structure in the AG03 sample.

Chapter, the promising results for a series of multi-layers Volume Bragg Gratings are discussed.

State of the art of Waveguides Bragg Gratings

Waveguides Bragg Gratings (WBGs) are fabricated by periodically modifying the refractive index change of a waveguide in order to obtain a 1D photonic bandgap which will allow for optical filtering of the light propagating into the waveguide.

Conceptually, WBGs are equivalent to Fiber Bragg Gratings (FBGs) which correspond to narrowband mirrors integrated into optical fibers. FBGs have been firstly achieved in 1978 by Hill et al. [START_REF] Hill | Photosensitivity in optical fiber waveguides: Application to reflection filter fabrication[END_REF] in SiO 2 based fibers by coupling highly intense contradirectional beams: the standing waves produced by the counterpropagating beams induced a periodic variation of the refractive index of the core, which resulted in the fabrication of narrowband reflectors.

Since this first achievement, FBGs, and later WBGs, have quickly gained interest since such devices find many applications in a wide range of research fields such as telecommunications, sensing, astrophysics and medicine.

Indeed, different typologies of FBGs and WBGs can be fabricated to target specific applications:

for instance, chirped gratings can be used for dispersion compensation in optical communication systems and laser systems while phase shifted gratings can be used to obtain temporal differentiation and filtering in narrow bandwidths.

Particularly, WBGs and FBGs have specific importance in sensing since the resonant wavelength can be affected by external parameters, such as temperature or induced stress or strain.

Photolithography is one of the most common techniques used for fabricating planar lightwave circuits, however such a method is time-consuming since it requires normally several steps, among which: UV exposure, selective chemical or plasma etching, and doping or ion diffusion in a clean environment. [139;140] Therefore, other fabrication methods have been investigated over the years, such as holographic interferometry, the use of phase masks or femtosecond laser inscription; in particular, the latter provides flexibility in the selection of the geometry of the grating as well as in the shaping of the laser beam, allowing to select specific spectral properties and the range of processable glasses. [141;142;143;144;145] 

Techniques for fabricating FBGs and WBGs

Three main methods exist for the fabrication of FBGs and WBGs: the first one is the holographic interference of two identical beams, the second one takes advantage of densification increase thanks to UV exposure, while the last one is based on material modifications due to the interaction of a femtosecond laser source.

Holographic interferometry

An incident laser beam is divided into two equal beams by a 50% beam splitter (or a reflection grating) and the reflected and transmitted beams are then brought together on the fiber with an angle θ between them, as reported in Fig. 4.1. Bragg Gratings in fiber. Image taken from [START_REF] Kashyap | Chapter 3 -fabrication of bragg gratings[END_REF] .

The period of the interferometric pattern on the fiber will lead to a Bragg diffraction at the λ B given by:

λ B = n ef f λ n(λ)sin( θ 2 ) , (4.1) 
where n ef f is the effective refractive index that is experienced by the mode, λ is the wavelength of the laser beam and n(λ) is the refractive index of the fiber at the laser wavelength. It is clear that the period of the interferometric pattern is selected by tuning the mutual angle θ. However, when the holographic pattern is created by means of an UV radiation, for instance 240 nm, is it possible to make θ vary between 0°and 180°: since the n ef f is very close to the n(λ), this allows for achieving λ B from almost the wavelength of the UV beam to infinity (when θ is approaching 0°).

When a low-coherence beam is adopted, a compensating plate can be placed in the interferometer in order to compensate for the unbalance in the path introduced by the beam splitter: this method allows for achieving long gratings once provided constant path length.

Phase Mask

This method adopts a diffractive optical device to modulate the incident beam, typically UV radiation. The diffractive grating may be obtained by interferometric pattern or, more commonly, by electron beam lithography; in the latter case, it is possible to produce more complicated patterns, like for instance quadratic chirps.

The transmission grating allows for diffracting the incident beam into several orders m = 0, ±1, ±2 . . . which follow the diffraction equation:

Λ pm = m λ sinθ m/2 -sinθ i ; (4.2)
where Λ pm is the period of the phase mask, λ is the wavelength of the incident beam and θ m/2 and θ i are the angles of the diffracted m order and of the incident beam, respectively. Figure 4.2 reports a schematic representation of the phase mask method.

The interference between the different orders of diffraction creates a fringe pattern that forms the Bragg gratings. Normally, phase masks are optimized by equally diffracting and maximizing the first positive and negative orders m = ±1, or the zero order and the minus first one m = 0, -1, therefore higher orders are suppressed when possible. In this case, the periodicities of the fringes for the interference of two orders become:

Λ f ringes = Λ pm 2 . (4.
3)

The use of a Phase Mask is a robust way to produce efficient Bragg Gratings in fibers and on waveguides. Long Phase Masks, for instance 120 mm, can be achieved with the lithography FBG. Image taken from [START_REF] Kashyap | Chapter 3 -fabrication of bragg gratings[END_REF] .

method. The quality of the produced BGs depends on the uniformity of the phase mask, therefore the absolute position accuracy of the electron beam has to be reduced to around 5

nm. [START_REF] Byron | Fabrication of chirped bragg gratings in photosensitive fibre[END_REF] Femtosecond inscription

One of the many advantages of using an ultrafast laser is achieving material modifications by multiphoton absorption, therefore this technique allows for inscribing Bragg Gratings in all glasses, not only the photosensitive ones used in the case of UV radiation discussed before.

The previous methods can be adopted also when using a femtosecond source, however some precautions need to be taken into account. Concerning the holographic method, a femtosecond laser source can be split and recombined in the bulk of glass or on fiber in order to create an interferometric pattern, as reported in Fig. 4.3a. However, the lengths of the two interferometric arms have to match to within the overlap of the femtosecond pulse. For a 100 fs laser, the error on the path length has to be inferior to 3 µm. Therefore, a transmission grating is used to divide the laser instead of a beam splitter. [147;148] The use of a Phase Mask solves the problem of overlapping the split beams within the envelope of the short pulse. The inscribed sinusoidal interference path will be associated with a Type 1 refractive index modulation for which the selected λ B will be given by: taken from [START_REF] Mihailov | 6 -femtosecond laser-inscribed fiber bragg gratings for sensing applications[END_REF] .

mλ B = 2n ef f Λ G , (4.4) 
where n ef f is the effective mode index, m is the order of diffraction of the inscribed Bragg gratings and Λ G is the gratings period. However, the diffraction of a femtosecond laser by the Phase Mask has a particular behavior: while the diffracting pulses propagate away from the mask, the pulse fronts of pulses belonging to different orders of diffractions will remain parallel to the mask but not anymore to the phase fronts, i.e. their fronts will be tilted with respect to the propagation direction, except for the zero order. This implies that different orders of diffraction will interfere at different distances from the Phase Mask, since the interference path made by two different orders m and m + 1 will disappear when the separation of their pulse fronts overcomes the coherence length of the femtosecond pulse, as reported in Fig. 4.3b. [149;150;151] When such effect occurs the interference of the m = ±1 orders enables for achieving Λ G = Λ pm /2, as for the case reported in Eq. 4.3 of UV laser fabrication of BGs. Highly-efficient FBGs can be achieved with this method, although quite a high energy pulse is needed to enable laser-induced modifications. [START_REF] Mihailov | Fiber bragg gratings made with a phase mask and 800-nm femtosecond radiation[END_REF] However, femtosecond laser inscription of BGs on fiber or waveguides has recently gained interest due to the inherent flexibility of this technique for which each modulation of the refractive index is finely controlled.

As already mentioned in Sec. d) modulated burst method and 60% duty cycle. Images a) and c) taken from [START_REF] Marshall | Direct laser written waveguide-bragg gratings in bulk fused silica[END_REF] . Image taken b) and d) from [START_REF] Zhang | Single-step writing of bragg grating waveguides in fused silica with an externally modulated femtosecond fiber laser[END_REF] Single pulse inscription Marshall et al. proposed for the first time the PbP method for the inscription of BGs on waveguides previously inscribed inside the bulk of a fused silica sample:

the two-step process allowed for the inscription of a weak BGs in the core of a strong waveguide. [START_REF] Marshall | Direct laser written waveguide-bragg gratings in bulk fused silica[END_REF] As reported in Fig. 4.4a, the periodic material modifications are fully embedded in the core of the waveguide, therefore, thanks to fine control of the focused laser positioning it is possible to tune the BGs parameters: the period and the phase are determined by the position along the axis of the waveguide, while the transverse positioning plays on the coupling strength between the BGs and the waveguide. For this reason, this method allows for easy fabrication of complex gratings, such as chirped or phase-shifted gratings. [153;154;155;156] Moreover, Jovanovic et al. [START_REF] Jovanovic | Polarization-dependent effects in point-by-point fiber bragg gratings enable simple, linearly polarized fiber lasers[END_REF] in 2009 demonstrated that PbP refractive index modulations can produce BGs showing birefringence effects: indeed, due to the geometrical asymmetry of the induced material modifications, the group showed how the size, the ellipticity and the transverse positioning of the PbP structures would affect the birefringence of the gratings and the transmission spectra for two orthogonally polarized modes.

Since typically BGs inscribed with the PbP method are based on Type 3 refractive index modifications, which are associated with negative index change resulting in high propagation losses.

However, by optimizing the inscription parameter, it is possible to fabricate efficient BGs with narrow bandwidth selection, as reported in Fig. 4.4c. [START_REF] Marshall | Direct laser written waveguide-bragg gratings in bulk fused silica[END_REF] Moreover, shaping the laser beam into a Bessel beam can increase the efficiency of the BGs, as demonstrated by Zhang et al. [START_REF] Zhang | Efficient point-by-point bragg gratings fabricated in embedded laser-written silica waveguides using ultrafast bessel beams[END_REF] : the thigh confinement of the Bessel beam assures the inscription of a uniform and one-dimensional void structure, enhancing the precision in the spectral selection of the BGs.

Overall, the PbP is a fast method that allows for achieving efficient BGs even by the absorption of a single pulse, although the inscription of negative Type 3 refractive index change may introduce high losses and some precautions need to be taken into account to enhance the coupling between the gratings and the waveguide.

Modulated bursts inscription

The benefit of inscribing BGs by modulating the bursts of an ultrafast laser comes from the fact that thanks to the many-pulse absorption it is possible to control the energy deposition in the voxel of interaction and, thus, to tune each single refractive index modulation. Moreover, this method enables the control of the dimension and the positioning of each refractive index voxel forming the periodic structure. As a result, this method allows for the fabrication of efficient BGs with small periodicities that can select the λ B in a very narrow spectral range: sub-µm periodicities can be achieved by partially overlapping the induced refractive index voxels. [51;156;159;160] The modulation of the ultrafast laser is achieved in many ways, among these AOM, choppers and Pockels cells can be cited. For instance, Fig. 4.4b reports the microscope images and near-field mode profiles of WBGs written in a fused silica sample for which an AOM has been used to modulate the ultrafast beam with different duty cycles (20% -50% -80% -100%) for a given period of the gratings Λ = v/f , where f is the modulation frequency of the laser burst and v is the scan speed. The shrinking of the near-field profile from the 20% to 100% duty cycles highlights the increase of the induced refractive index change when cumulating many pulses. Such WBGs showed a strong reflection peak and narrow bandwidth when the duty cycle was settled at 60%, as reported in Fig. 4.4d.

The LbL method allows for enhancing the coupling between the BGs and the waveguides, moreover, the positioning of the periodic structure can be adjusted in order to further optimize the efficiency of the BGs. [161;162] Nevertheless, complex gratings can be obtained by modulated bursts inscription, such as chirped BGs and phase-shifted, while apodized BGs can be inscribed in order to suppress the sidelobes appearing in the spectrum right on the side of the λ B . [163;164;160;165] Finally, the inscription of LbL periodic gratings in the thermal regime using a high repetition rate laser led to the inscription of a WBG showing sub-µm periodic structures, with periodicity 512 nm, based on Type 3 modifications induced by heat accumulation: the modulation of the laser burst by using Pocket cells allowed for the simultaneous inscription of both the periodic nanovoids and the waveguide, which has been produced by thermal diffusion, thus has the dimension of the heat affected zone. [START_REF] Miese | Femtosecond laser direct-writing of waveguide bragg gratings in a quasi cumulative heating regime[END_REF] Such a method allows for inscription of WBGs at high speed.

Coupled Wave Theory

The Coupled Wave Theory (CWT) is a powerful formalism adopted to explain and simulate many physics or engineering phenomena. In particular, the CWT has been widely adopted in integrated optics for analyzing the case of guided-wave optics for dielectric waveguides. [167;168;169] Nevertheless, such formalism is suitable for describing the phase matching conditions of propagating waves by periodic perturbation of the refractive index, and thus the dielectric constant, of a waveguide. Therefore the CTW is a useful tool for the designing of FBGs and WBGs and, especially, for their quantitative characterization by calculating their diffraction efficiency and spectral dependence.

The Bragg gratings inside the FBGs and WBGs act as reflection gratings for which the coupling occurs between the propagating and the contra-propagating modes in the core. The constructive interference will take place when:

β 2 = β 1 + m 2π Λ , (4.5) 
where

β 1,2 = 2π λn ef f 1,2
are the mode propagation constants, introduced in Sec. 1.3, n ef f 1,2 are the effective refractive indices reported in Eq. 1.33, Λ is the period of the gratings and m is the order of diffraction. The condition in Eq. 4.5 can be rewritten stating that β 2 < 0 for the reflection at the order m = -1, therefore:

λ = (n ef f 1 + n ef f 2 )Λ, (4.6) 
which will give the known Bragg condition for the reflection λ = 2n ef f Λ ≡ λ B when the two modes coincide.

A periodic modulation of the refractive index of the waveguide can be described by:

δn AC ef f (z) = δn DC ef f 1 + v cos 2π Λ z + ϕ(z) (4.7)
where δn DC ef f is the "DC" component of the modulation averaged over a grating period, v is the fringes visibility of the refractive index modulation and ϕ(z) is an eventual chirp of the grating period. Given two waves propagating in the forward and back-forward direction in the single mode waveguide with periodic perturbation of the n ef f of the guided modes, the CWT will link the amplitudes of the two waves as:

dR dz = iσR(z) + iκS(z) (4.8a) dS dz = -iσS(z) -iκ * R(z) (4.8b)
where the amplitudes of the the forward R and back-forward S waves are R(z) ≡ A(z)exp(iδzϕ/2) and S(z) ≡ B(z)exp(iδz + ϕ/2), respectively. The boundary conditions for the two waves are:

R(-L/2) = 1, S(L/2) = 0; (4.9)

The κ term represents the coupling coefficient of the BGs and can be written as:

κ = π λ v δn DC ef f , (4.10) 
while σ is a self-coupling coefficient defined as:

σ ≡ δ + σ - 1 2 dϕ dz , (4.11) 
where δ represents a detuning from the λ B condition:

δ ≡ β - π Λ = β -β B = 2πn ef f 1 λ - 1 λ B , (4.12) 
and σ = 2π λ δn DC ef f is the period-averaged coupling coefficient. If the grating is uniform along the z direction, dϕ/dz = 0 and the DC component of the refractive index modulation δn DC ef f and the coupling coefficients κ, σ (therefore σ) are constant. In this case, the reflection coefficient ρ of such a grating with length L can be found by [START_REF] Erdogan | Fiber grating spectra[END_REF] :

ρ = -κ sinh( √ κ 2 -σ2 L) σsinh( √ κ 2 -σ2 L) + i √ κ 2 -σ2 cosh( √ κ 2 -σ2 L) , (4.13) 
while the reflectivity of the gratings is then found as R = ρρ * , therefore:

R = sinh 2 ( √ κ 2 -σ2 L) cosh 2 ( √ κ 2 -σ2 L) - σ2 κ . (4.14)
It is worth noticing that the Eq.4.14 has its maximum

R max = tanh 2 (κL) (4.15)
when σ = 0, which is found at the wavelength

λ max = 1 + n DC ef f
n ef f λ B , therefore not at the exact designed wavelength for the gratings, which can be thus tuned.

The bandwidth of the uniform BGs can be calculated from the first two zeros of the reflectivity in Eq. 4.14, therefore taking into consideration the values for σ from zero to those for which the numerator in Eq. 4.14 goes to zero:

∆λ 0 λ = v δn DC ef f n ef f 1 + λ B v δn DC ef f L 2 , (4.16) 
where ∆λ 0 is the bandwidth measured from the zeros of the R function. If the perturbation of the refractive index n ef f is small, the BGs behaves in the weak-grating limit, so v δn DC ef f ≪ λ B L and ∆λ 0 λ → λ B n ef f L , while for strong gratings v δn DC ef f ≫ λ B L and ∆λ 0 λ → v δn DC ef f n ef f . Finally, this formalism allows for describing more complex gratings, for instance a chirp in the periodicity of the grating can be described by the term ϕ(z).

4.2 WBGs in silver-containing glasses 4.2.1 Concept, experimental setup, procedure (LbL, helix)

In the work reported in this Chapter, several WBGs have been inscribed, primarily on AG01 samples from Argolight company in Bordeaux.

The setups

Two setups have been used to inscribe the WBGs, depending on the type of the BGs. For the classical LbL BGs it has been adopted the same prototype fiber laser setup used for the inscription of the multiscan structures in the previous Chapter.

For the inscription of the helicoidal WBGs, a KGW:Yb femtosecond oscillator (up to 2.8 W, 9.8 MHz, 390 fs FWHM at 1030 nm) was used. The control of the power has been achieved by an AOM, while an SLM was used in order to correct for spherical aberrations (LCOS; X10468-03, Hamamatsu Photonics). The positioning of the sample is obtained thanks to 3D translation stages XMS-50 with resolution down to 50 nm. Different microscope objectives have been used for the inscription of the different WBGs, depending on the sought periodicity of the gratings. However, the results reported in this

Chapter have been all achieved with a 100× microscope objective with N.A. 1.3 (Olympus) and index matching oil n = 1.518.

The inscription of the WBGs is a two-step process. The first step is the fabrication of the waveguide, the geometry of the waveguide is directly dependent on the microscope objective used to focalize the laser beam, as discussed in Chapter 2: for the case of N.A. 1.3, the doubletrack waveguide has a diameter ϕ of 0.8 µm on the x, y plan and a thickness of about 3 µm on z at a physical depth of 170 µm below the surface of the sample.

The second step is the inscription of the BGs. For the case of the LBL gratings, a series of lines of 40 µm width equally spaced of Λ BG is inscribed always in the same direction, crossing the waveguide exactly at the middle of the width. For the case of the helix BGs, a helicoidal 3D Spline trajectory is created with a given period Λ helix , semi-minor axis of 1.5 µm in the z direction and semi-major axis of 20 µm in the direction orthogonal to the axis of the waveguide; thus, the grating is inscribed around the waveguide, which occupies the center of the elliptical projection of the gratings. It is noteworthy to mention that the height of the helix matches the thickness of the silver-sustained structure: in this way, the bottom edge of the top arch and the top edge of the bottom arch of the helicoidal structures lay always on the same plan, which is exactly at the center of the waveguide, as reported in Fig. 4.5a and Fig. 4.5b. Moreover, it is possible to observe that even if the BGs are added to the waveguide on a second step, the fluorescence of the waveguide is still present, due to the re-writing ability of the silver clusters.

The waveguides were written at a writing speed of 20 µm/s with peak intensity in the range 8 -17 TW/cm 2 , while the BGs have been written at the writing speed of 100 µm/s, to both reduce the number of cumulative pulses, and with a peak intensity slightly lower than the one used for the writing of the waveguide, assuring the writing of the grating as a perturbation of the waveguide.

Characterization

Refractive index change

The refractive index change associated with both the waveguide and the Bragg gratings has been measured thanks to the, already mentioned, Sid4BIO software from Phasics company.

Although the periodicity of the gratings is well below the resolution of the CDD sensor, it is still possible to observe the DC component of the refractive index modulation associated with the grating, as reported in Fig. 4.6.

Moreover, the ∆n profile reported in the same picture clearly shows that the waveguide is still present at the center of the BGs, even though the inscription of the waveguide is prior to the one of the gratings. Nevertheless, this represents a further confirmation of the rewriting ability of the silver clusters and their inscription memory, which allows for the building up of the induced ∆n by just cumulating a larger number of pulses when still below the saturation threshold imposed by the finite amount of available silver in the glass matrix. 

Setup

The WBGs were tested on the same setup used to inject the multiscan waveguides in Chapter 3, using the same sources used for characterizing such waveguides:

• a tunable Ti:Sa laser;

• a butterfly diode laser at 1550 nm.

The Ti:Sa laser injection was achieved both in free space, with a 20× microscope objective with N.A. 0.5. The transmission of the WBGs injected with the TI:Sa laser was collected in free space with a 100× microscope objective with N.A. 0.9, the output of the waveguide was selected with a pinhole, then focused on the surface of a SM fiber by a 20× microscope objective with N.A. 0.5. The alignment of the fiber was achieved with a 6-axis fiber positioner from Newport company.

The injection of the diode laser at 1500 nm and the collection of the transmission of the WBGs were achieved by butt-coupling the fibers to the sample and optimized by two 6-axis fiber positioners.

The transmission of the WBGs was then observed on an Optical Spectrum Analyzer (OSA) AQ6370D from YOKOGAWA company, allowing for analysis in a spectral range of 600 -1700 nm with a resolution down to 0.02 nm.

Transmission

The acquired transmission spectra have been processed in order to reconstruct the transmission curves of the guiding structures out of the Bragg resonances. Thus, the acquired data have been normalized to the reconstructed curves in order to obtain the normalized transmission curves.

The normalized transmission spectra of helicoidal WBGs with periodicity Λ helix = 490 nm and remarkably short length of L = 500 µm and L = 750 µm are reported respectively in Fig. 

Reflection

The reflection spectra of the WBGs have been collected both in free space and in fiber, then observed at the OSA. Two of the collected reflection spectra are reported in Fig. 4.11.

The collection of the reflection spectrum at λ = 1.550 µm in Fig. 4.11a has been acquired by connecting the butterfly diode to port 1 of a SM 6015-3-APC circulator from Thorlabs company, the port 2 was butt-coupled to the sample and the port 3 was injected into the OSA.

The collection of the reflection spectrum at λ = 786 nm reported in Fig. 4.11b nm was obtained by collecting the reflection from the waveguide in free space thanks to a 50% -50% beam splitter placed before the microscope objective used to inject the WBGs. The reflection was then collected by a 20× microscope objective with N.A. 0.26 and injected into a SM fiber connected to the OSA. 

BGs parameters and simulation

The CWT allows for further characterization of the silver-sustained WBGs by a quantitative measure of their strength, the κ coupling coefficient and the bandwidth ∆λ. The coupling coefficient κ has been calculated from Eq. 4.15, where R max was calculated from the transmission spectrum as:

R max = 1 -10 -(T /10) , (4.17) 
where T is measured in dB. [START_REF] Ams | Fabricating waveguide bragg gratings (wbgs) in bulk materials using ultrashort laser pulses[END_REF] Very high values of κ have been obtained. For instance, for low-efficient WBGs with T drop ∼ 50%, like for the case reported in Fig. 4.7b and Fig. 4.9, the evaluated experimental κ have been found:

• κ exp = 1.21 mm -1 , for the WBGs targeting λ B = 1.56 µm with L = 750 µm;

• κ exp = 1.73 mm -1 , for the WBGs targeting λ B = 895 nm with L = 500 µm.

However, when the efficiency of the Bragg gratings increases, also the coupling coefficient κ increases: for a T drop of 88% at λ B = 786 nm achieved in a WBGs with L BG = 500 µm, and reported in Fig. 4.7a, the experimental coupling coefficient is κ exp = 3.4 mm -1 .

Finally, for the best WBG, reported in Fig. 4.10, a T drop of 99.3% was achieved in only L = 500 µm long gratings, leading to a remarkably high κ exp = 6.42 mm -1 .

Such high values of the coupling coefficient can be compared to the values reported in literature [START_REF] Ams | Fabricating waveguide bragg gratings (wbgs) in bulk materials using ultrashort laser pulses[END_REF] : for first order m = 1 at λ B ∼ 1.55 µm, the coupling coefficient κ was found to be 1.457 mm -1 for a 4 mm long WBG obtained by modulated burst in silicate glass, and κ = 1.23 mm -1 for a 1 mm long WBG achieved by multi-scan inscription in LiN bO 3 sample. [156;171] .

Moreover, for first order m = 1 for λ B = 725 nm, a 4 mm long WBG inscribed by modulated burst in silicate glass showed κ = 0.696 mm .1 . [START_REF] Ams | Fabricating waveguide bragg gratings (wbgs) in bulk materials using ultrashort laser pulses[END_REF] Finally, for first-order WBGs at λ B ∼ 1.03 µm, 4 mm long grating in silicate glass gave the coupling coefficient κ = 0.634 mm -1 , while in a borosilicate glass 5.3 mm long WBGs showed a coupling coefficient of κ = 0.848 mm -1 . [156;172] .

For sake of clarity, Tab. 4.1 recaps all the values discussed so far. Moreover, the coupling coefficient κ is directly related to the n DC ef f , as shown in Eq. 4.10, which is dependent on the DLW intensity, as discussed in the previous Chapter.

Therefore, a series of helicoidal WBGs with Λ helix = 630 nm, length L = 500 µm was inscribed with different DLW intensity in order to observe the dependence of the coupling coefficient κ to the refractive index change. The resulting κ coefficients are reported in Fig. 4.12. It should be noted that the reflection efficiencies reported in Fig. 4.12 have been calculated following the Eq. 4.17, while the κ values have been calculated from Eq. 4.15. It should be noted that the reflection efficiency is calculated from the transmission spectra following the Eq. 4.17.

Nevertheless, an increase of the n DC ef f results in both the increase of the κ parameter and a red-shift of the λ B , since λ B ∝ n ef f . However, this was not the case for the intensity series reported in Fig. 4.12. Indeed, by taken the cases of I = 17.6 TW/cm 2 and I = 18.2 TW/cm 2 , the κ coefficients are found to be 2.12 mm -1 and 2.66 mm -1 , respectively, however the position of the λ B is 1005.7 nm and 1005.3 nm, respectively. Finally, a numerical simulation has been used to model the normalized transmission spectrum in Fig. 4.10 in order to extract the effective length of the gratings and recalculate the κ parameter.

The simulation, based on the same CWT model presented by Kogelnik in 1975 [START_REF] Kogelnik | Theory of Dielectric Waveguides[END_REF] and reported by Erdogan in 1997 [START_REF] Erdogan | Fiber grating spectra[END_REF] , allowed to retrieve a numerical solution for the reflection coefficient ρ by Mathematica software:

ρ = -δ + i (κ -δ)(κ + δ) tanh L (κ -δ)(κ + δ) -i arctanh δ √ κ 2 -δ 2 κ , (4.18) 
where δ = β -K/2 is the detuning and β = 2π λ and K = 2πn ef f Λ BG are the propagation and gratings constants, respectively.

It should be noted that the solution reported in Eq. 4.18 has been found without making any approximation, with the only assumptions and boundary conditions imposed in the work of Kogelnik. Therefore, the two Eq. 4.13 and Eq. 4.18 for the reflection coefficient ρ should be considered completely similar. Nevertheless, Eq. 4.18 can be seen as more general description of the ρ coefficient. By observing the two curves in Fig. 4.13, it can be noticed that the model well fits the data for long wavelength λ > λ B , for instance, in particular the fit well individuates the sidelobe.

However, for short wavelengths λ < λ B , the experimental data and the simulation do not over-lap. Indeed the experimental transmission curve is not symmetric, as it should be theoretically.

Moreover, the width of the experimental curve is much larger than the one simulated. These problems could arise from inhomogeneity of the refractive index change along the z direction.

Indeed, the experimental bandwidths of the silver-sustained WBGs have been measured from the first zeros of the normalized transmission curves and have been compared to the theoretical bandwidths reported in Eq. 4.16, which at λ B can be rewritten as: Moreover, by modeling the transmission curves of the DLW intensity series reported in Fig.

∆λ theo = λ 2 B n ef f κ 2 π 2 + 1 L 2 . ( 4 
4.12, it was possible to retrieve not only the real κ coefficients and the effective lengths of the WBGs, but also the associated Bragg gratings periodicities. From the results, reported in Tab.

4.3, it is possible to observe that: on the one hand, the effective length does not match the inscribed length of the gratings for many of the WBGs, and on the other hand, there is a nonnegligible difference in the inscribed periodicities.

Such a result raises a question on the stability of the WBGs inscription process.

Therefore, in order to have a better picture of the problem, two series of WBGs have been Intensity (TW/cm 2 ) κ sim (mm 

Λ BG = Λ helix 2 .
The reflection efficiency is calculated from the transmission spectra following Eq. 4.17. It is noteworthy to highlight that the reflection efficiency in a) surprisingly decreases after L = 800 µm. irradiance. Image adapted from [START_REF] Bellec | Nanostructuration par laser femtoseconde dans un verre photoluminescent[END_REF] Finally, if the direction of the laser output changes in time, also the position of the focused spot changes. Typically, the variation in the direction of the laser output are stabilized around the µrad; however, during the writing of the helicoidal gratings with the KGW:Yb femtosecond oscillator, the direction of the laser may have changed of larger angles. For instance, if the laser direction tilts of 1 mrad, equivalent to 0.057°, the position of the laser spot, focused by the 100× microscope objective with N.A. 1.3 with focal length f = 1.8 mm used for the inscription of the WBGs, is translated of 180 nm from the original position. Such a huge displacement of the laser spot may compromise the inscription of gratings with periodicities as small as the ones inscribed in this work.

In conclusion, the inscription of Type A WBGs in silver-containing glasses has demonstrated to achieve high coupling coefficient for very short gratings and to select Bragg resonances at the first order in the VIS-NIR spectral range, due to the ability of silver-sustained structures to obtain sub-λ features. Moreover, the fabrication of helicoidal gratings allows for inscribing gratings with periodicities twice smaller the ones of the helices. However, some instability issues have been highlighted, meaning that some precautions are necessary for the successful fabrication of WBGs based on Type A modifications.

Kogelnik's model

In 1969 Kogelnik proposed a model based on the CWT to simulate the diffraction efficiency of a light incident of thick holograms near to the Bragg condition. For dielectric lossless gratings, Kogelnik's model derives the gratings diffraction efficiency η as:

η = sin 2 ( ν 2 + ξ 2 ) 1 + ξ 2 /ν 2 , (4.21) 
where the function ν represents the phase incursion and describes the strength of the BG at the maximum of its diffraction efficiency, while ξ represents a dephasing function describing the deviation from the Bragg condition. The two functions are expressed as:

ν = π∆n d λ √ c s c r , (4.22a 
) ξ = d 2c s Kcos(ϕ -θ i ) - K 2 λ 4π , (4.22b) 
where d, ϕ and ∆n are the thickness, the tilt angle, and the modulation of the refractive index of the gratings, respectively, K = 2π/Λ is the gratings vector, λ and θ are the wavelengths and the incident angle of the incoming light, respectively, and c r and c s are found from propagation vectors of the incoming, ρ and diffracted δ beams, respectively, which are related to the K vector by: 

δ = ρ -K. ( 4 
cos(ϕ -θ i ) = K 2β , (4.24) 
where β = 2π/λn is the free propagation constant.

Therefore, the c r and c s terms in the formulations of ν and ξ are expressed as:

c r = cosθ i , (4.25a) 
c s = cosθ i - K β cosϕ. (4.25b)

Single-layer transmission Bragg gratings

A single-layer Volume Bragg grating has been inscribed inside a silver-containing zinc-phosphate glass using 40× microscope objective with N.A. 0.75. The laser system is the same one used for for which δ = ρ -K. Images adapted from [START_REF] Kogelnik | Coupled wave theory for thick hologram gratings[END_REF] the fabrication of the multiscan waveguides, with DLW intensity and writing speed respectively of 11 TW/cm 2 and 50 µm/s. The gratings periodicity has been fixed to Λ = 800 nm, which is exactly half of the beam diameter 2ω 0 = 1.6 µm at the depth of 160 µm below the surface of the sample at which the microscope objective is optimized to prevent aberrations. The 8 µm thickness of the inscribed gratings has been measured by imaging the structure on the lateral polished side of the sample on a fluorescence microscope under UV light (λ exc = 365 nm).

After the DLW, the sample has been positioned on a 5-axis translation stages to measure the reflection efficiency of the gratings: 3 micrometer stages have been coupled to move the sample in x, y and z, while a motorized 2-axis goniometer stage from Optics Focus company has been used to adjust the tilt of the grating by aligning the back reflection from the sample surface to the direction of the incoming beam and to rotate the gratings around the gratings axis.

The incoming light has been focused on the gratings using a lens, the gratings groves have been oriented in the direction perpendicular to the polarization of the incoming beam and the diffraction efficiency has been calculated by measuring the diffraction efficiency of the m = 0, 1 orders, P 0 and P ′ , as follow: η exp = P ′ P 0 + P ′ .

(4.26) angle θ i by a transmission VBG characterized by gratings vector K = 2π Λ , where Λ is the periodicity of the refractive index modulation here represented by the green slanted bands, tilt angleϕ and thickness d along the z direction. Image adapted from [START_REF] Kogelnik | Coupled wave theory for thick hologram gratings[END_REF] The diffraction measurements have been repeated with a different light source in order to extract the diffraction efficiency, and thus the refractive index change associated with the inscribed structure, at different wavelengths: 375 nm, 405 nm and 632 nm. It is important to note that the UV probes are resonant to the absorption bands of the silver clusters.

Finally, a theoretical diffraction efficiency has been retrieved from fitting the experimental measurements with Kogelnik's model reported in Eq. 4.21 in order to extract the modulation of the refractive index associated with the gratings at different wavelengths. The results of the diffraction measurements are of two-fold importance.

On the one hand, it gives the confirmation that the diffraction efficiency of the silver-sustained VBGs increases with increasing the thickness of the transmission gratings, while still keeping an overall constant modulation of the refractive index ∆n.

On the other hand, the results demonstrate the potentiality of the silver-sustained VBGs in achieving high diffraction efficiency for remarkably thin gratings. Indeed, as reported in Fig. The positions of the additional diffraction peaks determine the periodicities of the associated thick gratings from which these peaks originated: the result suggested that those peaks correspond to the second order diffraction by gratings with periodicities different from the sought one at Λ = 750 nm.

Thus, Kogelnik's model has been adopted to simulate the first-order diffraction of gratings with all the different periodicities, retrieving for each of the effective thickness and induced index modulation. The simulated grating efficiency is reported in Fig. 4.23 in red, taking into account all the contributions from the different inscribed gratings. 

Conclusions on the chapter

The Chapter deals with the femtosecond laser inscription of waveguides Bragg gratings and transmission volume Bragg gratings based on Type A modifications in silver-containing glasses.

Firstly, a brief overview of the production of WBGs in glasses is carried out, discussing several fabrication techniques, in particular stressing the advantages deriving from the femtosecond laser inscription of the periodic gratings.

Thus, the fabrication process, the geometrical characteristics and the optical properties of the silver-sustained WBGs are presented. In this regard, phase images of the Type A WBGs demonstrate that the laser inscription of the periodic silver-sustained structures is associated with a positive periodic modulation of the refractive index change. This result is in agreement with what has been discussed in the previous Chapter. Indeed, if the silver reservoir of the glass matrix is still sufficiently available, subsequent laser inscription will contribute to increasing the induced refractive index change.

Thus, the transmission spectra of some of the fabricated WBGs are reported, demonstrating the filtering ability of the periodic gratings in the selection of the proper Bragg resonance.

In particular, the particular case of helicoidal WBGs is discussed. The geometrical features of the helicoidal gratings allow for achieving a Bragg resonance simultaneously at the periodicity of the helix and half of it. Moreover, such a WBG allows for obtaining a high coupling coefficient between the guided mode and the helicoidal gratings. As a result, strong transmission drop at the Bragg resonance, up to more than 99%, have been reported for very short gratings, L = 500 µm typically.

As to confirm the proper functioning of the Type A WBGs, the reflection spectra of some of the WBGs are reported, demonstrating the mirroring behavior of the silver-sustained gratings.

However, instability issues in the inscription of the periodicity of the grating have been encountered. In particular, simulations based on CWT highlighted the broadening of the resonance bandwidth and the mismatch between the inscribed length of the gratings and the one contributing to the Bragg resonance.

The second part of the Chapter presents the results obtained for the fabrication of transmission volume Bragg gratings based on Type A modifications.

Firstly, the diffraction measurements for a single-layer silver-sustained VBG are discussed: although the diffraction efficiency is quite poor, the measurements demonstrated that the gratings can work at wavelengths resonant and not with the absorption band of the clusters, showing still a significant effective refractive index change, about few 10 -3 .

Moreover, the inscription of a series of multi-layers VBGs with different thicknesses demonstrates the potentiality of the silver-sustained VBGs for achieving very high diffraction efficiency for thicknesses smaller than those reported in the literature.

However, the absolute repositioning of the stages during the DLW inscription is a critical parameter for the successful fabrication of efficient gratings, as already observed in the case of the waveguides Bragg gratings. The case of the 9-layer VBG well illustrates this instability problem.

which is not possible in the femtosecond inscription of Type 1 modifications in a high repetition rate regime due to the heat accumulation in the voxel of interaction. In particular, the absence of saturation effect for the case of multiscan structures inscribed with moderate laser irradiance may indicate that even higher refractive index change can be achieved by cumulating a significant number of pulses. In this regard, increasing the number of pulses with a MHz laser source would entail very long fabrication times, therefore the use of a laser with a higher repetition rate (100 MHz) represents an interesting perspective to be considered.

In addition, the high and controlled Type A refractive index change has been exploited in the fabrication of multiscan waveguides showing interesting characteristics.

Firstly, due to the direct relationship between the number of absorbed pulses and the magnitude of the refractive index change, it was possible to fabricate waveguides exhibiting singlemode or multimode operation at a given wavelength by tuning the number of laser scans. Moreover, the increase in the induced refractive index of the waveguides allowed for controlling the confinement of the guided mode. As a result, the waveguides showed reduced propagation losses when increasing the number of laser scans. Such a result is promising for the fabrication of bent waveguides with a small radius of curvature, which is a critical constraint for downsizing integrated optical circuits without increasing the losses.

Nevertheless, the multiscan technique together with the rewriting ability of the silver clusters enabled the fabrication of an engineered Type waveguide demonstrating the capability of reshaping the profile of the guided mode. This technique would be very important for optimizing the coupling between, for instance, the embedded waveguides and optical fibers and for reducing the losses.

The fabrication of structures showing a periodic modulation of the refractive index change, like Waveguides Bragg Gratings and Volume Bragg Gratings, allows for taking a step forward in the development of optical components. Indeed, Bragg gratings are essential devices in photonics, as well as for many other application fields, widely used in integrated optical circuits.

Taking advantage of the rewriting ability of the silver clusters and the possibility to inscribe features with dimensions below the diffraction limit, Waveguide Bragg Gratings with small periodicity have been inscribed targeting first-order Bragg resonances in the VIS-NIR spectral range.

The transmission spectra of the silver-sustained WBGs demonstrated high filtering efficiency for very short gratings, typically 500 µm long, resulting in remarkably high coupling coefficients, about orders of magnitude higher than those reported in the literature. Moreover, the reflection spectra proved the mirroring behavior of the gratings, paving the way for more complex configurations, such as Fabry-Perot cavities. However, some instabilities in the writing process have proved to highly affect the efficiency of the WBGs. In this regard, some precautions in the writing procedure should be taken: for instance, instead of inscribing a long grating, it should be preferable to inscribe several smaller gratings to bypass the drifting of the absolute repositioning of the stages. Since the nature of some of the problematics causing fluctuations in the periodicity of the gratings is inherent to the modulated burst method, another interesting perspective would take into consideration the inscription of silver-sustained gratings by the phase mask method.

These argumentations are still valid for the case of silver-sustained Volume Bragg Gratings.

The results of the multilayers gratings demonstrate the potentiality of the periodic silversustained structures to achieve high diffraction efficiency with relatively thin gratings, by just playing on the number of layers and the overlap between them. Alternatively to the phase mask method, the shaping of the laser beam into a Bessel beam may help improve the fabrication process since it would allow for inscribing thicker structures and for reducing the number of layers to stack. 

Femtosecond laser inscription of type A-based high refractive index contrast waveguides and Bragg gratings

Abstract: Direct Laser Writing (DLW) is a flexible and efficient technique to modify the optical properties of media. It allows for easily fabricating Photonics Integrated Circuits (PICs). However, the induced refractive index change is still small if compared to what is achieved in other techniques, such as lithography. This constitutes a limitation of such a technique, especially for the miniaturization of photonics circuits. Therefore, the achieving of higher index modification is a research axis that is currently being investigated. In 2017, a new type of index modification has been demonstrated in silver-containing glasses, namely Type A, which is based on the photoinduced clustering of the silver ions. The inscription of silver-sustained structures occurs in an athermal regime and shows dimensions overcoming the diffraction limit. Type A modifications have been exploited to fabricate waveguides, couplers, beam splitters and, more recently, a refractive index sensor. The work reported in this manuscript has a twofold goal. On the one hand, the achievement of high Type A refractive index change, on the other hand, the conception and fabrication of high-resolution Bragg gratings. The first objective was achieved by adopting a multiscan approach, which allows for strongly increasing the induced index change by increasing the number of consecutive laser passes. By exploiting the athermal regime of Type inscription, this work demonstrates remarkably high refractive index change up to 2 × 10 -2 . Moreover, Type A multiscan waveguides show fine control of the confinement of the guided mode and reduced propagation losses. The second objective has led to the realization of Waveguides Bragg Gratings (WBGs) and transmission Volume Bragg Gratings (VBGs). Type A WBGs show first-order Bragg resonances in the VIS-NIR spectral range with coupling coefficients up to 2 orders of magnitude higher than what is reported in the literature. Finally, Type A multilayers VBGs show that high diffraction efficiency, up to 55%, is achieved for only 20 µm thick gratings. The results reported in this manuscript demonstrate that high refractive index change and strong first-order Bragg resonances in the VIS-NIR can be obtained with Type A modifications. Therefore, such promising results highlight the interest of Type A modifications for the conception of photonics circuits by DLW technique.
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 11 Some of the ancient glass finds from the collection of the Museum of Ancient Glass in Croatia. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.2 Difference in the structural arrangement of silica as (a) a crystal and (b) a glass. 1.3 Isobaric relationships between (a) volume and temperature; (b) enthalpy and temperature for liquid, glass and solid states; (c) and heat capacity dependence

( b )

 b Intensity profile of a Gaussian beam along the radial position. Image taken from Edmund Optics. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.14 Overfilling the back aperture of a microscope objective is the way to fully exploit its numerical aperture. On the contrary, underfilling the back aperture results in reducing the numerical aperture and, thus, increasing the dimensions of the focused spot. Image taken from Scientifica.uk.com. . . . . . . . . . . . . . . . . . 1.15 Intensity distribution of the Transverse Electromagnetic Modes (TEM n,m ). Image taken from RP-Photonics. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.16 (a) Example of the time behavior of the squared amplitude of the electric field |A(t)| 2 of all the oscillating modes inside the cavity with same amplitude E 0 but random phases. (b) Example of the time behavior of the squared amplitude of the electric field |A(t)| 2 for the case of 7 oscillating modes with same amplitude

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.22 Schematic representation of the release of an electron from the valence band during the photoionization processes: (a) multiphoton ionization, (b) tunneling ionization (b) and (c) avalanche ionization. Image taken from [14] . . . . . . . . . . xxvi 1.23 Interaction zones for the case of linear absorption (figures (a) and (b)) and multiphoton absorption (figures (c) and (d)). In particular, images in (b) and (d)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.29 Dispersion curve for the normalized propagation constant b as a function of the V number: the passage from single mode to multimode operation is highlighted at V = 2.405. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.30 LP 01 mode radius dependence on the core radius dimension of step-index fibers with different N.A. for λ = 1550 nm. Image taken from RP-Photonics. . . . . . . 1.31 Schematic representation of a grating composed of N = 10 multilayer segments with n 1 , d 1 and n 2 , d 2 parameters, so that d 1 + d 2 = Λ period of the grating.

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.3 Evolution of the magnitude of the ∆n depending on: (a) the DLW speed and (b)
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 9 Femtosecond inscription of FBGs by different methods: a) and b) schematic representation of the fabrication process by PbP and LbL methods, respectively.

2.16 a) P 2 O 5 -

 25 Ga 2 O 3 -N a 2 O ternary diagram of the GPN series investigated by Guerineau et al., highlighting the different class of phosphate glasses, for each of them is reported on the right a schematic representation of the corresponding phosphate chains by means of Q n notation. b) Emission spectra of the same GPN glasses showing the redshift of the emission curve due to the increasing concentration of silver pairs for glasses evolving from poly-to ortho-phosphate configuration.

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.20 Dependence of the fluorescence intensity on the number of pulses and the irradiance for different repetition rates: a) 10 MHz, b) 1 MHz and c) 100 kHz. Image taken from [46] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.21 Demonstration of the positive ∆n associated with the inscription of Type A modifications: a) white fluorescence image of a series of serpentine structures inscribed in a PZn sample while varying the DLW parameters (λ exc = 480 nm), b) phase image of one of the silver-sustained structures and c) profile of the induced ∆n obtained from the phase image along the black dashed line in b). Image adapted from [47] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
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 24 Fluorescence image (λ exc = 365 nm)of three structures composed of a series of lines (20 µm long) separated by d = 3, 1 and 0.5 µm, showing the rewriting ability of the Type A modifications. The structures have been inscribed 160 µm below the surface of a PZn sample using a microscope objective with N.A. 0.75 and imaged on a fluorescence microscope with a 60× N.A. 0.7 microscope objective. . 2.25 Refractive index ∆n profiles for periodic structures with interline distances: a) d = 3, b) 1 and c) 0.5 µm. The profiles have been extracted from phase images acquired using the SID4Bio software from Phasics company and a 100× microscope objective with N.A. 1.3 (index matching oil n = 1.518). . . . . . . . . . . . . . . 3.1 Fluorescence images of the irradiance matrices for N scan = 1 and 10 for the AG01 sample. The green dashed lines highlight the area where the fluorescence of the 10-scans structures is higher than the one observed for single-scan structures. Images have been acquired using a 60× microscope objective with N.A. 0.7 with excitation λ exc = 365nm. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.2 Evolution of the thickness of the multiscan structures for the AG03 sample: a series of two multiscan lines inscribed with the same DLW parameters, v = 10 µm/s and I = 14 TW/cm 2 in this case. Black arrows highlight the growing thickness of the multiscan structures when increasing the number of laser passages. Images acquired in white light after polishing the lateral surface in order to bring the structures on the surface. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.3 Refractive index change ∆n associated with each inscribed multiscan structure in AG01 depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. Remarkably, high refractive index change up to 2 × 10 -2 is achieved after 3 × 10 7 pulses. The colored areas individuate two different regimes of inscription: the area in red highlights a linear increase of the refractive index change ∆n associated with the multiscan structures with the number of cumulative absorbed pulses, while a flat growth is highlighted in grey, suggesting a saturation regime. . . . . . . . . . . . xxxi 3.4 Iso-∆n curves for each laser irradiance for the AG01 sample: the black lines individuate the curves where the induced ∆n is constant while changing the number of laser scans and DLW speed. The dashed colored lines identify the iso-N pulses curves for ∆n = 0.6, 0.8 and 1 × 10 -2 for the cases of I = 9, 10 and 11 TW/cm 2 : the number of cumulative absorbed pulses N pulses necessary to achieve the specific ∆n magnitude is reported, accordingly, with the same color. . . . . . . . . . . . . 3.5 Refractive index change ∆n of each inscribed multiscan structure in GPN depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. High refractive index change ∆n up to 1.3×10 -2 is achieved after 3×10 7 pulses. The colored areas individuate the linear increases of the ∆n for each irradiance: it is noteworthy to mention that the slope of the ∆n increase is dependent on the irradiance, therefore at high irradiance high ∆n is achieved with a smaller number of cumulative absorbed pulses. Two red crosses individuate the explosions that occurred at high irradiance and high number of cumulative pulses: in this case, the associated refractive index change has been imposed ∆n exp = 0. . . . . . . . . . . . . . . . . . . . . . . . . . 3.6 Iso-∆n curves for each laser irradiance for the GPN sample: the curves at constant ∆n are individuated by the black lines. It is possible to observe that for each irradiance case higher ∆n is achieved at low DLW speed and high number of laser scans, therefore at higher number of cumulative pulses. Explosions occurring at high number of cumulative pulses and high laser irradiance are highlighted for the cases of I = 8 and 8.7 TW/cm 2 . . . . . . . . . . . . . . . . . . . . . . . . . . 3.7 Refractive index change ∆n of each inscribed multiscan structure in GPN depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. High refractive index change up to 1.1 × 10 -2 can be achieved at high irradiance, however, there is no more dependence of the ∆n on the number of cumulative pulses. Explosions have been marked with red crosses and the associated refractive index change has been imposed ∆n exp = 0. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . xxxii 3.8 Iso-∆n curves for each laser irradiance for the AG03 sample: the curves at constant ∆n are individuated by the black lines. Remarkably, high ∆ is not more achieved at a high number of cumulative absorbed pulses, moreover, it is independent of the number of laser scans. Many explosions have occurred at high laser intensity for high DLW speed and high number of laser scans. . . . . . . . . 3.9 Iso-∆n plot for laser intensity I = 14.07 TW/cm 2 from the AG03 sample: the yellow arrows individuate the directions in which the magnitude of the induced ∆n increases. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.10 Optical Path Difference profiles of the multiscan silver-sustained structures for N scans = 20, v = 10 µm/s and: I = 10 TW/cm 2 for AG01 (in red); I = 7.3 TW/cm 2 for GPN (in blue); I = 20.57 TW/cm 2 for AG03 (in green). Zero OPD value is highlighted by the black dashed line. . . . . . . . . . . . . . . . . . . . . 3.11 a) Fluorescence and b) white light imaging of the lateral surface, after polishing, of the AG01 sample showing the thickness of the multiscan waveguides (highlighted by the white arrows). c) Fluorescence images of the top view of the multiscan waveguides showing the width of the multiscan waveguides (highlighted in white). The pictures have been acquired using a 60× microscope objective with N.A. 0.7, for the fluorescence images λ exc = 365 nm. . . . . . . . . . . . . . . . . . . . . . . 3.12 Near-field images of the mode profile of each multiscan waveguide at different wavelengths. Depending on the number of laser scans, the waveguides can exhibit single mode or multimode operation at the same wavelength. A colored edge individuates single mode and multimode behavior in blue and magenta, respectively. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.13 Mode Field Diameters of the fundamental guided mode for the multiscan waveguides at different wavelengths along the a) x and b) y directions, respectively. . . 3.14 Examples of two processed near-field images of the guided modes at 1030 nm: on the left, 1 laser scan, on the right, 10 laser scans. The red dashed lines in the two pictures identify the estimated ellipse with axes on x and y equal to the Mode Field Diameters in the corresponding directions. The shrinking of the MFDs of the multiscan waveguides from 1 laser scan to 10 laser scans is evident. . . . . . . xxxiii 3.15 a) Schematic explanation of the procedure followed for the inscription of the engineered multiscan Type A waveguide. b) Side-view and c) top-view phase images of the reshaped waveguide acquired by the Sid4Bio software using a 100× microscope objective with N.A. 1.3 and index matching oil n = 1.518. It should be noted that surface quality highly affects the phase image of the reshaped waveguide in b), while c) appears homogeneous since it is acquired 160 µm below the surface. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.16 Near-field image of the gaussian-like mode profile of the engineered multiscan waveguide at 1030 nm. The blue and red curves depict the profiles along the x and y directions, respectively. A zoom of the mode profile selected by the white dashed line has been reported on the right. A schematic representation of the inscription procedure for the multiscan structure has been reproduced, showing the overlap of consecutive laser scans, while a bold red line highlights the perimetry of the final obtained structure. . . . . . . . . . . . . . . . . . . . .

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.3 Schematic representation of the techniques used in the fabrication of BGs using a femtosecond laser source: a) holographic interferometry, b) Phase Mask and c) DLW. Image taken from [49] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.4 White light pictures of WBGs inscribed with the a) single-pulse and b) modulated burst methods; moreover, b) shows the near-field mode profiles of the different WBGs fabricated with different duty cycles. Reflection spectra of the WBGs achieved with c) single-pulse method and d) modulated burst method and 60%
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 5 Geometrical characteristics of the helix: a) drawing and b) fluorescence image of the front view and c) drawing and d) fluorescence image of the top view of helicoidal WBGs. Fluorescence images were collected with a 60× microscope objective with N.A. 0.7 with excitation light at λ exc = 365 nm. . . . . . . . . . . xxxiv 4.6 Phase images of a) a test LBL gratings with L = 20 µm, width 20 µm and periodicity Λ = 500 nm, and b) an helicoidal gratings with L = 50 µm, width 40 µm and periodicity Λ = 250 nm. Profiles in plots c) and d) report the refractive index changes induced by the LBL and the helicoidal gratings, respectively, along the two black, dashed lines in a) and b) pictures. It should be noted that negative ∆n is observed at the starting points of the LBL structure in a) and at the edges of the helix in b) as a consequence of the cumulation of many pulses. . . . . . . . 4.7 Normalized transmission spectra of helicoidal WBGs with periodicity Λ helix = 490 nm and length a) L = 500 µm and b) L = 750 µm: the periodicities of the gratings associated with the two WBGs are a) Λ BG = Λ helix 2 and b) Λ BG = Λ helix . . . . . 4.8 a) Schematic representation procedure for the DLW of the helicoidal BGs on the waveguide: both the Λ helix and the Λ helix 2 are highlighted. b) On top, a confined mode propagates inside the waveguide interacting with the gratings having Λ BG = Λ helix 2 , while on the bottom, the extension of the mode allows it to interact with the gatings having Λ BG = Λ helix . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.9 Accordability of WBGs functioning at different wavelengths. WBGs normalized transmission spectra with: in blue, λ B = 786 nm for Λ BG = Λ helix 2 and length L = 500 µm; in orange, λ B = 895 nm for Λ BG = Λ helix and length L = 500 µm; in yellow λ B = 1.007 µm for Λ BG = Λ helix 2 and L = 500 µm. . . . . . . . . . . . . 4.10 Normalized transmission spectra showing a remarkable drop in transmission, more than 99%, achieved at λ B = 1.007 µm, for an helicoidal WBGs with periodicity Λ helix = 630nm and length L = 500 µm, for which Λ BG = Λ helix 2 . . . . . . . . . . 4.11 Reflection and transmission curves at a) Λ B = 1560 nm and b) λ B = 786 nm for helicoidal WBGs with Λ helix = 490 nm and a) L = 750 µm, b) L = 500 µm. The reflection spectrum in a) has been collected using a SM circulator butt-coupled to the entrance of the WBG, while the reflection spectrum in b) has been collected from the WBG in free space and focused on a SM fiber connected to an OSA. . . 4.12 Dependence of the coupling coefficient κ and the BGs reflection efficiency on the DLW intensity for a series of helicoidal WBGs inscribed fixing the periodicity Λ helix = 630 nm and the length L = 500 µm. It should be noted that the reflection efficiency is calculated from the transmission spectra following the Eq. 4.17. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . xxxv 4.13 Experimental normalized transmission spectrum, in blue, of the helicoidal WBG with Λ helix = 630 nm and L = 500 µm with T drop > 99% at λ B = 1007 nm, giving κ exp = 6.42 mm -1 and simulation curve, in orange, obtained from Eq. 4.18 with κ sim = 7.85 mm -1 and L ef f = 498 mm -1 . It can be noted that the simulation well fits the range λ > λ B , in particular the sidelobe, while the asymmetry of the experimental spectrum does not allow for a good fit in the range λ < λ B . . . . . 4.14 Reflection efficiency for two series of a) LBL b) helicoidal WBGs with different length L of the BGs but same Λ BG = 315 nm, in particular for a) Λ BG = Λ LbL while for b

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.19 Experimental data and simulation using Kogelnik's model of the first order diffraction from a single-layer silver-sustained VBG with period Λ = 800 nm and thickness d = 8 µm. The transmission gratings have been probed at different wavelengths, λ probe = 375, 405 and 633 nm to observe the dependence of the diffraction efficiency in and out of the absorption bands of the silver clusters and to extract the effective thickness d ef f and associated refractive index modulation ∆n for each wavelength. The extracted values are reported in Tab. 4.4. . . . . . . . . . xxxvi 4.20 Schematic representation of the inscription process for the fabrication of the multilayers VBGs: a) the inscription of single-layer gratings with period Λ and L = 500 µm results in the fabrication of a d = 4 µm thick gratings, while a thicker multilayers grating is achieved by stacking several single-layer gratings on top of each other with an overlap of 50% between different plans. Figure b) reports the case of the 9-layers gratings with achieved d = 20 µm thickness. . . . . . . . . . . . . 4.21 a) and b) Fluorescence and c) and d) phase images of multi-layers silver-sustained VBGs with N = 1 and N = 9 layers and length L = 50 µm. Fluorescence images have been acquired on a fluorescence microscope using a 60× microscope objective with N.A. 0.7 at λ exc = 365 nm. Phase images have obtained using a 100× microscope objective with N.A. 1.3, index matching oil (n = 1.518), and the Sid4BIO software. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.22 Dependence of the experimental diffraction efficiency η and the refractive index modulation ∆n AC on the number N of layers for the series of multi-layers silver sustained VBGs. The graph demonstrates that it is possible to achieve high diffraction efficiency, up to 55%, for only 20 µm thick gratings. . . . . . . . . . . 4.23 The experimental data show a broad diffraction peak centered at the Bragg angle θ B . Moreover, other diffraction peaks are evident far from the Bragg resonance. By assuming that these are second-order diffractions due to periodicities unintentionally inscribed, it is possible to apply the Kogelnik model and obtain the simulated diffraction efficiency η by taking into consideration all the contributions of the different, which is reported in red. . . . . . . . . . . . . . . . . . . . . . . . A.1 Test phase image: on the left the phase image acquired with the Sid4Bio software, the structure is inscribed with N scans = 10, DLW speed v = 50 µm/s and laser intensity I = 9 TW/cm 2 in the AG01 sample. On the right, a 3D plotting of the same phase image showing the background level, the positive walls of the silver-sustained structure and the intense negative spot at the starting point of the structure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . A.2 Threshold manual selection: the threshold image on the left is obtained by manually tuning the range of OPD values outlining the double-track of the serpentine structure. On the right, two red arrows highlight the two sliders limiting the OPD range. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . xxxvii A.3 Standard deviations σ extracted from the fit function for each a value of Optical Path Difference for the case of the test phase image. . . . . . . . . . . . . . . . . 149 xxxviii List of Tables 3.1 Measured values of thickness and width for the multiscan waveguides in AG01 depending on the number of lasers scans N scans . . . . . . . . . . . . . . . . . . . 3.2 Propagation loss coefficient α for the multiscan waveguide at different wavelengths. The increase of the refractive index change ∆n along the different waveguides for a given wavelength is associated with a decrease of the propagation loss coefficient of 25%, on average. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1 Comparison between the experimental data and the results reported in literature: the results obtained in this work have been highlighted in bold font. . . . . . . . 4.2 Comparison between the experimental bandwidth, measured from the first zeros of the transmission spectra, and the theoretical bandwidth, calculated from Eq. 4.19 of helicoidal WBGs highlighting the broadening of the curves at the Bragg resonances. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.3 WBGs parameters extracted from the simulations using Eq. 4.18 for the series of the helicoidal WBGs with fix Λ helix = 630 nm, resulting in λ BG = Λ helix Introduction In the last decades, since the first realization of a laser in the 1960s and the invention of optical fibers later in the 1980s, photonics has rapidly gained a key role in many research fields from communication, medicine, manufacturing and sensing, to the point that photonics-based technologies are of fundamental importance in our everyday lives.
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 11 Figure 1.1: Some of the ancient glass finds from the collection of the Museum of Ancient Glass in Croatia.
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 12 Figure 1.2: Difference in the structural arrangement of silica as (a) a crystal and (b) a glass.
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 13 Figure 1.3: Isobaric relationships between (a) volume and temperature; (b) enthalpy and temperature for liquid, glass and solid states; (c) and heat capacity dependence on temperature
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 1 Figure 1.6 shows how a variation of the fictive temperature can influence the refractive index of the glass, in this case a GeO 2 glass.

Figure 1 . 5 :

 15 Figure 1.5: Temperature dependence of the glass volume during the glass transition for a) most
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 1 7 reports on the transmission window of different glasses, such as silica, SiO 2 , ZBLAN and Telluride.
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 17 Figure 1.7: Example of the Fresnel-corrected transmission windows of different glasses with thickness around 2 -3 µm. Image taken from[START_REF] Sanghera | Development and infrared applications of chalcogenide glass optical fibers[END_REF] .
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 110 Figure 1.10: Schematic representation of a typical fiber draw tower: in this example, the fiber drawing process includes also the coating step. Image taken from CERSA MCI.
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 111 Figure 1.11: Processes occurring in the interaction of photons and atoms.

  Figure 1.12: (a) Schematic representation of a laser cavity. Oscillation frequencies in the cavity:
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 1 Figure 1.13(a) depicts the evolution of the Gaussian beam along z while diverging from its waist, while Fig. 1.13(b) shows the Gaussian profile of the beam intensity along the radial direction:
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 114 Figure 1.14: Overfilling the back aperture of a microscope objective is the way to fully exploit its numerical aperture. On the contrary, underfilling the back aperture results in reducing the numerical aperture and, thus, increasing the dimensions of the focused spot. Image taken from Scientifica.uk.com.

However,Figure 1 . 15 :

 115 Figure 1.15: Intensity distribution of the Transverse Electromagnetic Modes (TEM n,m ). Image taken from RP-Photonics.
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 1 Figure 1.16: (a) Example of the time behavior of the squared amplitude of the electric field |A(t)| 2 of all the oscillating modes inside the cavity with same amplitude E 0 but random phases.(b) Example of the time behavior of the squared amplitude of the electric field |A(t)| 2 for the case of 7 oscillating modes with same amplitude E 0 and locked phases. Images taken from[START_REF] Grant | Introduction to Modern Optics[END_REF] 
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 118 Figure 1.18: Schematic representations of Q switching with the time-dependence of the gain and
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 121 Figure 1.21: Examples of linear and multiphoton absorption for different numbers of photons
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 122 Figure 1.22: Schematic representation of the release of an electron from the valence band during the photoionization processes: (a) multiphoton ionization, (b) tunneling ionization (b) and (c)
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 123 Figure 1.23: Interaction zones for the case of linear absorption (figures (a) and (b)) and multiphoton absorption (figures (c) and (d)). In particular, images in (b) and (d) show the fluorescence of a dye solution under laser excitation, proving that the interaction in the case of multiphoton absorption occurs only in the focal volume. Images taken from[13;15] 
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 1 Figure 1.23 shows indeed the difference in the interaction zone between linear (Fig. 1.23a and Fig. 1.23b) and multiphoton absorption (Fig. 1.23c and Fig. 1.23d).
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 1 24 reports the images of high-resolution structures fabricated by multiphoton absorption polymerization; in particular, Fig.1.24b) reports the image of the word "HAIR" fabricated on a human hair.
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 124 Figure 1.24: Example of 3D structures with high resolution achieved by multiphoton absorption
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 1 Figure 1.26: (a) Example of the functionalization of materials: femtosecond imprinting of (top)
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 127 Figure 1.27: Schematic representation of an optical fiber with n core = n 1 , n clad = n 2 and the acceptance angle α defining the Numerical Aperture. Image taken from Newport.
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 1 Figure 1.29 shows the dispersion curve b(V ) with the different LP l,m modes. At V = 2.405, the step from single mode to multimode regime is then highlighted.
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 129 Figure 1.29: Dispersion curve for the normalized propagation constant b as a function of the V number: the passage from single mode to multimode operation is highlighted at V = 2.405.
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 1 30 reports the behavior of the LP 01 mode radius depending on the dimension of the core, for step-index fibers with different N.A..
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 1 Figure 1.30: LP 01 mode radius dependence on the core radius dimension of step-index fibers with different N.A. for λ = 1550 nm. Image taken from RP-Photonics.
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 131 Figure 1.31: Schematic representation of a grating composed of N = 10 multilayer segments with n 1 , d 1 and n 2 , d 2 parameters, so that d 1 + d 2 = Λ period of the grating. Image adapted
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 134 Figure 1.34: Example of dispersion diagram for a Photonic Crystal where the Photonic Bandgaps
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 2 basic concept of waveguiding inside fibers has been discussed, together with an overview of Linearly Polarized (LP) modes and the related Mode Field Diameter (MFD). To conclude, multilayer media are discussed; specifically, Bragg Gratings (BGs) and Photonics Crystals (PCs) are briefly introduced. The insight in this last part is of interest for the following Chapter and it is of importance for the understanding of Chapter 4.Chapter Laser Writing in glasses Introduction to the chapterUltrafast lasers have paved the way for new and improved laser processing of glasses, thanks to the fine control of the localized pulse-to-pulse energy deposition. In this Chapter, the attention is focused on the optical properties arising from the physicochemical modifications induced in the femtosecond laser-glass interaction. Such optical properties can be affected by the glass composition.Therefore, the first part of the Chapter deals with the Direct Laser Writing of glasses, mostly silica-based, and the associated refractive index changes depending on the glass composition and the laser parameters. Moreover, the thermal management in the voxel of interaction is discussed in the two cases of the high and low repetition rate of the femtosecond laser to distinguish between the thermal and athermal regime of inscription, highlighting both the advantages and flaws. Thus, some applications of the different types of induced refractive index change are presented, focusing attention on embedded waveguides. In the fabrication of optical waveguides achieving high refractive index change is of critical importance to enable the downsizing of integrated optical circuits. For this reason, few techniques to accomplish such a goal are presented.The second part of the Chapter introduces silver-containing phosphate glasses. Such an interesting type of tailored oxide glasses allows for obtaining particular optical properties associated with the formation of new silver species during femtosecond irradiation. Indeed, the physicochemical modification of the glass matrix leading to the formation of the silver clusters under laser inscription is detailed in order to explain the appearance of a new type of refractive index change that has been only recently observed. Such a new type of refractive index change occurs in an athermal regime and it has proved to be suitable for waveguides inscription. Some properties of the silver-sustained structures fabricated during the femtosecond irradiation are then discussed to relate the induced refractive index change to the Direct Laser Writing parameters.2.1 State of the art of DLW in glassesDirect Laser Writing (DLW) is a widely spread technique in the femtosecond laser inscription to easily address perennial 3D material structuring. As a matter of fact, the DLW consists of focusing an ultrafast laser source in the bulk of photosensitive media. Due to multiphoton absorption, the dimensions of the interaction voxel are directly related to the geometrical parameters of the focused laser beam, which have been discussed in Sec. 1.2.1. Therefore, the dimensions of the focused laser spot in the plane transversal to laser beam propagation direction are given by Eq. 1.13, while the dimension along the beam propagation direction is related to the confocal parameter b = 2z R , introduced in Eq. 1.12.By simply translating the material under the femtosecond irradiation it is possible to obtain 3D patterns by locally inducing the material modifications introduced in Section 1.2.4 of the previous Chapter.The DLW can be performed in two different configurations, mostly for the case of waveguides inscription, which is reported in Fig.2.1.

Figure 2 . 1 :

 21 Figure 2.1: Representation of the two different configurations used for the DLW, in particular

  tion and the creation of color centers to the change in the refractive index of the glass. Using an Atomic Force Microscope (AFM), the group observed an increase in the densification during the writing of waveguides in the bulk of the silica glass, while Electron Spin Resonance (ESR) spectroscopic measurements pointed out the formation of defects and color centers in the femtosecond irradiated areas. Indeed it has been observed that one of the relaxation mechanisms of femtosecond-induced STEs in silica glasses is the breaking of Si-O bondings. As a consequence, the glass matrix undergoes a structural and electronic rearrangement that leads, for instance, to the formation of Non-Bridging-Oxygen-Holes-Centers (NBOHC) and E ′ centers. The formation of such defects can improve the glass absorption during laser irradiation, resulting in a smooth refractive index change.

Type 2

 2 When increasing the laser intensity, an anisotropic refractive index change may appear depending on the orientation of the polarization of the focused laser beam. Such type of refractive index change is related to the formation of nanostructures arising from the modification of the chemical composition of the glass matrix. Due to the anisotropy of ∆n, the laser-induced Type 2 structures show birefringence effects. This type of material modification is used in the fabrication of nanogratings.

Figure 2 . 2 :

 22 Figure 2.2: Evolution of the different types of refractive index change ∆n in the DLW on Silica glass, depending on the pulse energy E and the numerical aperture N.A. of the microscope objective used to focus the femtosecond laser (represented on a log-log scale). The red horizontal line individuates the self-focusing threshold for silica, which depicts the critical optical power

Figure 2 . 3 :

 23 Figure 2.3: Evolution of the magnitude of the ∆n depending on: (a) the DLW speed and (b)

Figure 2 . 4 :

 24 Figure 2.4: Numerical simulation of the evolution of the temperature in the interaction voxel

Figure 2 .

 2 Figure 2.4 shows the evolution of the temperature during the absorption of subsequent pulses for the DLW performed with different repetition rates, obtained by numerical simulation by Zhang et al. in 2005.[START_REF] Shane | Heat accumulation effects in femtosecond laser-written waveguides with variable repetition rate[END_REF] In the athermal regime, depicted in the graph by the case of f rep = 100 kHz,

Figure 2 . 6 :

 26 Figure 2.6: Evolution of the cross-section geometries and associated refractive index changes ∆n for waveguides embedded in silica glass while changing the repetition rates. The black arrow

Figure 2 . 7 :

 27 Figure 2.7: Example of Depressed cladding waveguides: (a) schematic representation of the waveguide structure and plot of the idealized refractive index versus the radius of the waveguide;

Figure 2 .

 2 Figure 2.8a reports the case of a directional coupler (DC): such device, based on the coupledmode theory, is composed of two evanescently-coupled waveguides that allow for transferring the optical power from one waveguide to the other depending on the overlap between the guided mode of one of the waveguides on the other structure. The amount of the overlapped field is controlled by tuning the coupling length L and the distance d between the two waveguides.Moreover, DL are strongly sensitive to the wavelength, due to the intrinsic dependence of the interference process on the wavelength and to modal dispersion.

Figure 2 . 8 :

 28 Figure 2.8: Schematic representation of a) Directional Coupler (DC) characterized by the cou-

Figure 2 . 9 :

 29 Figure 2.9: Femtosecond inscription of FBGs by different methods: a) and b) schematic representation of the fabrication process by PbP and LbL methods, respectively. Pictures in c)

  at 522 nm with high repetition rate, 1 MHz, and τ p ≲ 500 fs. With this configuration, Shah's group has fabricated waveguides by tuning different pulse energies and translation speeds. The characterization of the near-field profiles of the guided modes enabled to estimate of a high positive refractive index change up to ∆n = 1 × 10 -2 in fused silica.

Figure 2 . 11 :

 211 Figure 2.11: Bright field images of the femtosecond laser-induced waveguides in alkaline earth boro-aluminosilicate glass showing a complex refractive index ∆n: a) the presence of the outer ring with positive ∆n result in the multimode operation of the waveguides with related high propagation losses. (b) After a post-annealing process, the outer ring is removed, enabling the single mode operation. Images taken from[START_REF] Arriola | Low bend loss waveguides enable compact, efficient 3d photonic chips[END_REF] .

Figure 2 . 12 :

 212 Figure 2.12: Multiscan approach in the low repetition rate regime in silica glass: a) increase of the induced refractive index changes ∆n from following laser scans, up to 9 × 10 -3 after 500 passages. b) The high refractive index change has been then exploited to fabricate waveguides

Fig. 2 .

 2 Fig. 2.13 show different areas with Type 1 (areas I and I * ) and Type 2 (area II) modifications.

Figure 2 .

 2 Figure 2.13: (Left) Formation of pearl-chained waveguides in the multiscan laser inscription

(

  Right) Multiscan inscription of a step-index waveguide in fused silica substrate to allow for guiding application at 3.5 µm with low propagation losses: a) bright field image, b) and c) backscattered and secondary electrons images, respectively and d) luminescent 2D micro mapping of the fabricated waveguide revealing the disposition of femtosecond induced defects (Images taken

Figure 2 . 15 :

 215 Figure 2.15: Absorption spectra in UV and visible of a) Zinc-phosphate glasses (PZn) with and

Figure 2 . 18 :

 218 Figure 2.18: Simulation of the evolution of the local temperature in the voxel of interaction

Figure 2 .

 2 Figure 2.19: a) Fluorescence confocal image of the laser-induced silver clusters on the plane

Figure 2 . 20 :

 220 Figure 2.20: Dependence of the fluorescence intensity on the number of pulses and the irradiance for different repetition rates: a) 10 MHz, b) 1 MHz and c) 100 kHz. Image taken from[START_REF] Bellec | 3d patterning at the nanoscale of fluorescent emitters in glass[END_REF] 

  Type A after Argentum. Moreover, in the same work it has been demonstrated that the novel Type A refractive index change is always positive and located at the position where the silver clusters are photoinduced.

Figure 2 .

 2 Figure 2.21a reports the fluorescence image of a series of serpentine silver-sustained structures inscribed 160 µm below the surface of a PZn sample, each of them is achieved at different DLW parameters by changing the irradiance and the translation speed of the sample, i.e. the number of pulses. The phase image reported in Fig. 2.21b is obtained thanks to the Sid4Bio software and camera by Phasics company. Such device is based on the Quadriwave Lateral

Figure 2 . 21 :

 221 Figure 2.21: Demonstration of the positive ∆n associated with the inscription of Type A modifications: a) white fluorescence image of a series of serpentine structures inscribed in a PZn sample while varying the DLW parameters (λ exc = 480 nm), b) phase image of one of the silversustained structures and c) profile of the induced ∆n obtained from the phase image along the black dashed line in b). Image adapted from[START_REF] Khalil | Direct laser writing of a new type of waveguides in silver containing glasses[END_REF] 

Figure 2 . 22 :

 222 Figure 2.22: Dependence of the ∆n associated with Type A modifications on the number of

Figure 2 .

 2 Figure 2.23: i) Near-field images of the guided mode at the output of a waveguide based on

Figure 2 . 24 :

 224 Figure 2.24: Fluorescence image (λ exc = 365 nm)of three structures composed of a series of lines (20 µm long) separated by d = 3, 1 and 0.5 µm, showing the rewriting ability of the Type A modifications. The structures have been inscribed 160 µm below the surface of a PZn sample using a microscope objective with N.A. 0.75 and imaged on a fluorescence microscope with a 60× N.A. 0.7 microscope objective.

Figure 2 . 25 :

 225 Figure 2.25: Refractive index ∆n profiles for periodic structures with interline distances: a) d = 3, b) 1 and c) 0.5 µm. The profiles have been extracted from phase images acquired using the SID4Bio software from Phasics company and a 100× microscope objective with N.A. 1.3 (index matching oil n = 1.518).

For

  each structure, the DLW parameters, the speed v = 10, 20, 35, 50 and 100 µm/s and the laser intensity, have been changed to create a matrix of irradiances. Each matrix of irradiances has been repeated in loco a number of times given by N scan = 1, 2, 3, 5, 7, 10 and 20. The laser intensity has been varied for each sample from the DLW threshold to the explosion threshold, therefore for AG01 I = 4 -11 TW/cm 2 (equivalent to pulse energy E p = 18 -50 nJ), for GPN I = 4 -8.7 TW/cm 2 (E p = 18 -38.5 nJ) and for AG03 I = 12 -23 TW/cm 2 (E p = 56.5 -103 nJ).

Figure 3 .

 3 Figure 3.1 reports the fluorescence images of the matrices of irradiance inscribed with N scans = 1 and 10 in the AG01 sample. The fluorescence intensity of the 10-scans serpentine structures appears higher than the one of the single-scan structures, especially for high speed and low intensity (see green dashed lines), suggesting that more silver clusters are induced when repeating the inscription several times.

Figure 3 . 1 :

 31 Figure 3.1: Fluorescence images of the irradiance matrices for N scan = 1 and 10 for the AG01 sample. The green dashed lines highlight the area where the fluorescence of the 10-scans structures is higher than the one observed for single-scan structures. Images have been acquired using a 60× microscope objective with N.A. 0.7 with excitation λ exc = 365nm.

Figure 3 . 2 :

 32 Figure 3.2: Evolution of the thickness of the multiscan structures for the AG03 sample: a series of two multiscan lines inscribed with the same DLW parameters, v = 10 µm/s and I = 14 TW/cm 2 in this case. Black arrows highlight the growing thickness of the multiscan structures when increasing the number of laser passages. Images acquired in white light after polishing the lateral surface in order to bring the structures on the surface.

Figure 3 .

 3 Figure 3.3 reports the induced ∆n associated with the multiscan structures in the AG01 sample versus the cumulative number of absorbed pulses.

Figure 3 . 3 :

 33 Figure 3.3: Refractive index change ∆n associated with each inscribed multiscan structure in AG01 depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. Remarkably, high refractive index change up to 2 × 10 -2 is achieved after 3 × 10 7 pulses. The colored areas individuate two different regimes of inscription: the area in red highlights a linear increase of the refractive index change ∆n associated with the multiscan structures with the number of cumulative absorbed pulses, while a flat growth is highlighted in grey, suggesting a saturation regime.

Figure 3 .

 3 Figure 3.5 reports the induced ∆n for all the multiscan structures versus the cumulative number of absorbed pulses, for each laser intensity. High refractive index change up to 1.3 × 10 -2 is achieved in the GPN sample after 3 × 10 7

Figure 3 . 5 :

 35 Figure 3.5: Refractive index change ∆n of each inscribed multiscan structure in GPN depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. High refractive index change ∆n up to 1.3 × 10 -2 is achieved after 3 × 10 7 pulses. The colored areas individuate the linear increases of the ∆n for each

Figure 3 . 7 :

 37 Figure 3.7: Refractive index change ∆n of each inscribed multiscan structure in GPN depending on the number of cumulative absorbed pulses, i.e. the total number of pulses absorbed in the N scan , for a given laser irradiance. High refractive index change up to 1.1 × 10 -2 can be achieved at high irradiance, however, there is no more dependence of the ∆n on the number of cumulative pulses. Explosions have been marked with red crosses and the associated refractive index change has been imposed ∆n exp = 0.

Figure 3 . 8 :

 38 Figure 3.8: Iso-∆n curves for each laser irradiance for the AG03 sample: the curves at constant ∆n are individuated by the black lines. Remarkably, high ∆ is not more achieved at a high number of cumulative absorbed pulses, moreover, it is independent of the number of laser scans. Many explosions have occurred at high laser intensity for high DLW speed and high number of laser scans.

Figure 3 . 9 :

 39 Figure 3.9: Iso-∆n plot for laser intensity I = 14.07 TW/cm 2 from the AG03 sample: the yellow arrows individuate the directions in which the magnitude of the induced ∆n increases.

  .3 and Fig. 3.5 for the samples AG01 and GPN, respectively, recall the results reported in the work of Lapointe et al. for the case of low repetition rate and athermal regime.

Figure 3 .

 3 Figure 3.11: a) Fluorescence and b) white light imaging of the lateral surface, after polishing, of the AG01 sample showing the thickness of the multiscan waveguides (highlighted by the white arrows). c) Fluorescence images of the top view of the multiscan waveguides showing the width of the multiscan waveguides (highlighted in white). The pictures have been acquired using a 60× microscope objective with N.A. 0.7, for the fluorescence images λ exc = 365 nm.

Figure 3 .

 3 11a and Fig. 3.11b report the fluorescence and white light images, respectively, of the lateral surfaces of the sample, showing the thickness of waveguides along the y direction.

Figure 3 . 12 :

 312 Figure 3.12: Near-field images of the mode profile of each multiscan waveguide at different wavelengths. Depending on the number of laser scans, the waveguides can exhibit single mode or multimode operation at the same wavelength. A colored edge individuates single mode and multimode behavior in blue and magenta, respectively.

Figure 3 . 13 :

 313 Figure 3.13: Mode Field Diameters of the fundamental guided mode for the multiscan waveguides at different wavelengths along the a) x and b) y directions, respectively.

Figure 3 .

 3 Figure 3.13a reports the evolution of the MFD along the two directions for all the multiscan waveguides at different wavelengths, evidencing the improved confinement of the fundamental guided mode when passing from N scans = 1 to N scans = 30 laser scans repetitions.

Figure 3 . 14 :

 314 Figure 3.14: Examples of two processed near-field images of the guided modes at 1030 nm: on the left, 1 laser scan, on the right, 10 laser scans. The red dashed lines in the two pictures identify the estimated ellipse with axes on x and y equal to the Mode Field Diameters in the corresponding directions. The shrinking of the MFDs of the multiscan waveguides from 1 laser scan to 10 laser scans is evident.

Figure 3 .

 3 Figure 3.15a shows a schematic representation of the procedure followed for the inscription of the reshaped waveguide, while Fig. 3.15b and Fig. 3.15c reports the side-view and top-view phase images, respectively, of the waveguide, demonstrating the homogeneous repartition of the refractive index contrast in the center of the structure. The reshaped waveguide has been

Figure 3 .

 3 Figure 3.16 clearly shows that it is possible to obtain a gaussian-like profile by reshaping a Type A waveguide using the multiscan technique, thanks to the remarkable rewriting ability of the silver clusters. The gaussian profiles of the engineered multiscan waveguide along the x and y directions have been plotted in blue and red, respectively, on the near-field image in Fig. 3.16.

Figure 3 .

 3 Figure 3.16: Near-field image of the gaussian-like mode profile of the engineered multiscan waveguide at 1030 nm. The blue and red curves depict the profiles along the x and y directions, respectively. A zoom of the mode profile selected by the white dashed line has been reported on the right. A schematic representation of the inscription procedure for the multiscan structure has been reproduced, showing the overlap of consecutive laser scans, while a bold red line highlights the perimetry of the final obtained structure.

Figure 4 . 1 :

 41 Figure 4.1: Schematic representation of the holographic interferometry method for achieving

Figure 4 . 2 :

 42 Figure 4.2: Schematic representation of the functioning of a phase mask for the fabrication of a

Figure 4 . 3 :

 43 Figure 4.3: Schematic representation of the techniques used in the fabrication of BGs using a femtosecond laser source: a) holographic interferometry, b) Phase Mask and c) DLW. Image

2 . 1 . 2 ,

 212 two different techniques exist for the DLW of FBGs and WBGs: Point by Point and Line by Line.

Figure 4 . 4 :

 44 Figure 4.4: White light pictures of WBGs inscribed with the a) single-pulse and b) modulated burst methods; moreover, b) shows the near-field mode profiles of the different WBGs fabricated with different duty cycles. Reflection spectra of the WBGs achieved with c) single-pulse methodand d) modulated burst method and 60% duty cycle. Images a) and c) taken from[START_REF] Marshall | Direct laser written waveguide-bragg gratings in bulk fused silica[END_REF] . Image

Figure 4 . 5 :

 45 Figure 4.5: Geometrical characteristics of the helix: a) drawing and b) fluorescence image of the front view and c) drawing and d) fluorescence image of the top view of helicoidal WBGs. Fluorescence images were collected with a 60× microscope objective with N.A. 0.7 with excitation light at λ exc = 365 nm.

Figure 4 . 6 :

 46 Figure 4.6: Phase images of a) a test LBL gratings with L = 20 µm, width 20 µm and periodicity Λ = 500 nm, and b) an helicoidal gratings with L = 50 µm, width 40 µm and periodicity Λ = 250 nm. Profiles in plots c) and d) report the refractive index changes induced by the LBL and the helicoidal gratings, respectively, along the two black, dashed lines in a) and b) pictures. It should be noted that negative ∆n is observed at the starting points of the LBL structure in a) and at the edges of the helix in b) as a consequence of the cumulation of many pulses.

  4.7a and Fig. 4.7b. Since λ B = 2πn ef f Λ BG m , the selected λ B when the Bragg gratings periodicity is exactly the Λ helix = 490 nm for the first order of diffraction m = 1 is λ B ∼ 1.560 µm, given n ef f = 1.59 at 1550 nm, as reported in Fig. 4.7b. However, the same helicoidal structure gives a strong Bragg signature at λ B = 786 nm.

Figure 4 . 7 :Figure 4 . 9 :Fig. 4 . 10 .

 4749410 Figure 4.7: Normalized transmission spectra of helicoidal WBGs with periodicity Λ helix = 490 nm and length a) L = 500 µm and b) L = 750 µm: the periodicities of the gratings associated with the two WBGs are a) Λ BG = Λ helix 2 and b) Λ BG = Λ helix .

Figure 4 . 10 :

 410 Figure 4.10: Normalized transmission spectra showing a remarkable drop in transmission, more than 99%, achieved at λ B = 1.007 µm, for an helicoidal WBGs with periodicity Λ helix = 630nm and length L = 500 µm, for which Λ BG = Λ helix 2 .

Figure 4 . 11 :

 411 Figure 4.11: Reflection and transmission curves at a) Λ B = 1560 nm and b) λ B = 786 nm for helicoidal WBGs with Λ helix = 490 nm and a) L = 750 µm, b) L = 500 µm. The reflection spectrum in a) has been collected using a SM circulator butt-coupled to the entrance of the WBG, while the reflection spectrum in b) has been collected from the WBG in free space and focused on a SM fiber connected to an OSA.
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Figure 4 . 12 :

 412 Figure 4.12: Dependence of the coupling coefficient κ and the BGs reflection efficiency on the DLW intensity for a series of helicoidal WBGs inscribed fixing the periodicity Λ helix = 630 nm and the length L = 500 µm. It should be noted that the reflection efficiency is calculated from

Figure. 4 .Figure 4 . 13 :

 4413 Figure. 4.13 reports the normalized transmission spectrum for the WBGs at λ B = 1.007 µm with inscribed length L = 500 µm, for which κ = 6.42 mm -1 has been calculated, and the numerical simulation from which an effective length of L ef f = 498 µm and κ sim = 7.85 mm -1 have been extracted.

2 =

 2 315 nm, and length L = 500 µm. The values here reported show that both the Λ B ef f and the L ef f are not fixed, in particular the latter is highly affected by the instability of the inscription process.written by changing the length L of the gratings. The two sets of WBGs have been inscribed both as helicoidal gratings and by LBL method, with Λ helix = 630 nm and Λ LbL = 315 nm, in order to achieve the same Λ BG . The results of the two series have been reported in Fig.4.14.

Figure 4 . 14 :

 414 Figure 4.14: Reflection efficiency for two series of a) LBL b) helicoidal WBGs with different length L of the BGs but same Λ BG = 315 nm, in particular for a) Λ BG = Λ LbL while for b)

Figure 4 . 15 :

 415 Figure 4.15: Variation of the radius of the laser-induced silver structures depending on the laser

. 23 )Figure 4 .

 234 Figure 4.17a depicts the geometrical relationship between the K, ρ and δ vectors, while Fig. 4.17b reports the vector diagram for the conservation of the momentum at the Bragg condition:

Figure 4 .

 4 Figure 4.17: a) Vectorial representations of the propagation vectors δ and ρ of the incident and diffracted beams, respectively, giving an incident angle θ i and tilt gratings with tilt angle ϕ and gratings vector K. b) Vectorial diagram at the Bragg condition cos(ϕ -θ i ) = K2β for which δ = ρ -K. Images adapted from[START_REF] Kogelnik | Coupled wave theory for thick hologram gratings[END_REF] 

Figure 4 .

 4 Figure 4.18 reports a geometrical representation of the diffraction of an incoming beam with incident angle θ into the zero, P 0 , and first P ′ orders by thick transmission gratings with thickness d, period of the refractive index change (represented by green bands) Λ, and tilt angle ϕ.

Figure 4 . 18 :

 418 Figure 4.18: Diffraction of the zero-order P 0 and first order P ′ of an incident beam with incident

Figure 4 .

 4 Figure 4.19 shows the experimental data and the modelling, while Table 4.4 reports the experimental and theoretical values.The experimental data and the simulations are in good agreement, however the diffraction

Figure 4 . 19 :- 3 Table 4 . 4 :

 419344 Figure 4.19: Experimental data and simulation using Kogelnik's model of the first order diffraction from a single-layer silver-sustained VBG with period Λ = 800 nm and thickness d = 8 µm. The transmission gratings have been probed at different wavelengths, λ probe = 375, 405 and 633 nm to observe the dependence of the diffraction efficiency in and out of the absorption bands of the silver clusters and to extract the effective thickness d ef f and associated refractive index modulation ∆n for each wavelength. The extracted values are reported in Tab. 4.4.

Figure 4 . 20 :

 420 Figure 4.20: Schematic representation of the inscription process for the fabrication of the multilayers VBGs: a) the inscription of single-layer gratings with period Λ and L = 500 µm results in the fabrication of a d = 4 µm thick gratings, while a thicker multi-layers grating is achieved by stacking several single-layer gratings on top of each other with an overlap of 50% between different plans. Figure b) reports the case of the 9-layers gratings with achieved d = 20 µm thickness.

Figure 4 .

 4 Figure 4.21: a) and b) Fluorescence and c) and d) phase images of multi-layers silver-sustained VBGs with N = 1 and N = 9 layers and length L = 50 µm. Fluorescence images have been acquired on a fluorescence microscope using a 60× microscope objective with N.A. 0.7 at λ exc = 365 nm. Phase images have obtained using a 100× microscope objective with N.A. 1.3, index matching oil (n = 1.518), and the Sid4BIO software.

Figure 4 .

 4 Figure 4.21 reports the fluorescence, pictures a) and b), and the phase images, pictures c) and d), of L = 50 µm multi-layers gratings with N = 1, and N = 9 number of layers for which the estimated thicknesses are 4 and 20 µm, respectively.The experimental diffraction efficiencies of the inscribed multi-layers gratings probed with a UV source at λ = 405 nm have been measured by Eq. 4.26, as already discussed for the single-layer case, from which the refractive index modulation ∆n associated with each multi-layers gratings has been extracted. Figure4.22 reports the results for both the experimental diffraction efficiency

Figure 4 .

 4 22 reports the results for both the experimental diffraction efficiency η and the refractive index change ∆n obtained from the thick gratings.

4. 22 ,

 22 diffraction efficiency of ∼ 55% has been obtained for a 20 µm thick gratings.Finally, the diffraction measurements have also highlighted the weaknesses of the DLW inscription of stacked Bragg gratings. For the sake of brevity, only the diffraction measurements

Figure 4 . 22 :

 422 Figure 4.22: Dependence of the experimental diffraction efficiency η and the refractive index modulation ∆n AC on the number N of layers for the series of multi-layers silver sustained VBGs.The graph demonstrates that it is possible to achieve high diffraction efficiency, up to 55%, for only 20 µm thick gratings.

Figure 4 . 23 :

 423 Figure 4.23: The experimental data show a broad diffraction peak centered at the Bragg angle θ B . Moreover, other diffraction peaks are evident far from the Bragg resonance. By assuming that these are second-order diffractions due to periodicities unintentionally inscribed, it is possible to apply the Kogelnik model and obtain the simulated diffraction efficiency η by taking into consideration all the contributions of the different, which is reported in red.

Figure A. 1 :

 1 Figure A.1: Test phase image: on the left the phase image acquired with the Sid4Bio software, the structure is inscribed with N scans = 10, DLW speed v = 50 µm/s and laser intensity I = 9 TW/cm 2 in the AG01 sample. On the right, a 3D plotting of the same phase image showing the background level, the positive walls of the silver-sustained structure and the intense negative spot at the starting point of the structure.

Figure A. 2 :

 2 Figure A.2: Threshold manual selection: the threshold image on the left is obtained by manually tuning the range of OPD values outlining the double-track of the serpentine structure. On the right, two red arrows highlight the two sliders limiting the OPD range.

Figure A. 3 :

 3 Figure A.3: Standard deviations σ extracted from the fit function for each a value of Optical Path Difference for the case of the test phase image.
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Table 3 .

 3 1 reports the measurements for the thickness and the width of the mulstican waveguides depending on the number of laser scans.

	N scans	1	2	3	5	10	20 30
	thickness (µm) 6.2 6.2	6.8 7.2 7.8 8.7	9
	width (µm)	1.6 1.66 1.82 2.6 2.08 2.5 2.7

Table 3 .

 3 1: Measured values of thickness and width for the multiscan waveguides in AG01 depending on the number of lasers scans N scans .

Table 3 .

 3 2 reports the values obtained for the propagation loss coefficient α (measured in dB/cm) at different wavelengths for the different multiscan waveguides.

	α (dB/cm) 1 scan 2 scans 3 scans 5 scans 10 scans 20 scans 30 scans
	750 nm	0.35	0.33	0.41	0.5	0.34	0.29	0.26
	900 nm	0.35	0.32	0.39	0.42	0.27	0.26	0.29
	1030 nm	0.38	0.34	0.37	0.38	0.39	0.29	0.24

Table 3 .

 3 2: Propagation loss coefficient α for the multiscan waveguide at different wavelengths.

Table 4 .

 4 

1: Comparison between the experimental data and the results reported in literature: the results obtained in this work have been highlighted in bold font.

Table 4 . 2 :

 42 .19) The results have been reported in Tab. 4.2: the experimental bandwidth is around 3×, or more, larger than the theoretical bandwidth. Such a great disparity between the theoretical and the experimental width of the Bragg signature points to presence of some issues in the fabrication of the WBGs, like the existence of a chirp, for instance. Comparison between the experimental bandwidth, measured from the first zeros of the transmission spectra, and the theoretical bandwidth, calculated from Eq. 4.19 of helicoidal WBGs highlighting the broadening of the curves at the Bragg resonances.

	786	3.4	0.5	4.5	0.87
	895	1.73	0.5	3.5	1.03
	1007	6.42	0.5	4.3	1.81
	1560	1.21	0.75	6.1	2.1

λ B (nm) κ exp (mm -1 ) L exp (mm) ∆λ exp (nm) ∆λ theo (nm)

Table 4 .

 4 -1 ) L ef f (mm) λ B ef f (nm) 3: WBGs parameters extracted from the simulations using Eq. 4.18 for the series of the helicoidal WBGs with fix Λ helix = 630 nm, resulting in λ BG = Λ helix

	14.3	0.1	0.5	0.3141
	15.4	0.25	0.5	0.31425
	16.5	0.58	0.39	0.31405
	17.6	1.9	0.43	0.31433
	18.2	2.39	0.22	0.31418

  Inscription femtoseconde de type A de guides d'onde à fort contraste d'indice et de réseaux de Bragg Résumé: Direct Laser Writing (DLW) est une technique flexible et efficace pour modifier les propriétés optique des matériaux. Elle permet de realiser facilement des circuits photoniques intégrés. Malheureusement, le changement d'indice de réfraction induit reste encore modeste par rapport à celui obtenu par d'autres techniques, telles que la lithographie. Cela constitue un frein a son déploiement, en particulier pour la miniaturisation des circuits photoniques. Par conséquent, l'augmentation de la variation d'indice de réfraction produite par le DLW est un axe d'étude actuel. En 2017, il a été démontré une nouveau type de modification d'indice dans des verres contenant argent, basé sur la formation photoinduite d'agrégats d'ions d'argent. Cette modification a été nommée type A. L'inscription de ces structures argentique a lieu dans un régime athermique, et présente des dimensions plus petites que la limite de diffraction. Les modifications de type A ont été utilisées jusqu'à présent pour fabriquer des guides d'ondes, des coupleurs, des séparateurs de faisceau et, plus récemment, un capteur d'indice de réfraction. Le travail rapporté dans ce manuscrit a un double objectif. D'une part, accroître l'indice de réfraction et d'autre part, de concevoir et fabriquer des de réseaux de Bragg périodiques avec une grande résolution, basées sur les modifications de type A. Le premier objectif est résolu par l'adoption d'une approche multi-passages qui permet d'augmenter fortement le contraste de l'indice des guides d'ondes inscrits par plusieurs balayages laser successifs. En exploitant le régime athermique de l'inscription de type A, ce travail a démontré un changement d'indice remarquablement élevé jusqu'à 2 × 10 -2 . Des guides d'ondes multi-passages ont été fabriqués dans ces verres montrant à la fois un contrôle du confinement du mode guidé et une réduction des pertes de propagation. Le deuxième objectif atteint concerne la réalisation de Waveguides Bragg Gratings (WBGs) et de Volume Bragg Gratings (VBGs) en transmission. Les WBGs de type A ont démontré des résonances de Bragg de premier ordre dans la gamme spectrale VIS-NIR avec des coefficients de couplage élevés, jusqu'à 2 ordres de grandeur plus élevés que ce qui est donné dans la littérature. Enfin, des VBGs multicouches de type A ont démontré que l'augmentation de l'efficacité de diffraction, jusqu'à 55%, est obtenue pour des réseau de seulement 20 µm d'épaisseur. Les résultats reportés dans ce manuscrit démontrent qu'un changement d'indice très élevé est accessible avec des modifications de type A et permet d'obtenir de fortes résonances de Bragg de premier ordre dans la gamme VIS-NIR. Par conséquent, ces résultats prometteurs mettent en évidence tout l'interêt des modifications de type A pour la conception de circuit photonique par DLW.Mots clés: Direct Laser Writing, laser femtosecondes, verres contenant argents, agrégats d'argents, modifications de Type A, modifications d'indice éléve, guide d'ondes, reseaux volumique de Bragg, guides d'onde de Bragg.

=

nm, and length L = 500 µm. The values here reported show that both the Λ B ef f and the L ef f are not fixed, in particular the latter is highly affected by the instability of the inscription process. . . . . . . . . . . . . . . . . . . . . . . . . . 4.4 Effective thickness d ef f and refractive index modulation ∆n ef f values extracted from fitting experimental diffraction measurements of the single-layer silver VBG with the simulations based on Kogelnik's model. It is interesting to notice that even when λ probe is outside the absorption band of the silver clusters, the ∆n ef f is still rather high (on the order of a few 10 -3 ). . . . . . . . . . . . . . . . . . . . xxxix
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The silver-containing phosphate glasses

Image taken from [START_REF] Fletcher | Femtosecond laser writing of waveguides in zinc phosphate glasses[END_REF] .

The P O 4 tetrahedron is the basic structural unit in the phosphate glass matrix for which the Q n notation is used to describe the number n of bridging oxygen, i.e. oxygen linking neighboring phosphate tetrahedra, see Fig. 2.14. The acting of glass modifiers (introduced in Sec. 1.1.1) in the phosphate glass matrix is to depolymerize the long phosphate chains, which increases the ratio [O] [P ] between oxygen and phosphate quantities. Therefore, the Q n notation is generally used to classify phosphate glasses depending on the length of the phosphate chains and, thus, on the ratio [O] [P ] as following: [START_REF] Guérineau | Synthèse et caractérisation de verres pour l'impression 3D par laser: verres phosphates et d'oxydes lourds á l'argent[END_REF] • Ultra-phosphate, for which [O] [P ] < 3,, characterized by long phosphate chains and a glass matrix having a reticular structure;

• Poly-phosphate, for which [O] [P ] ≥ 3, characterized by long phosphate chains without interconnections. In the particular case of [O] [P ] = 3, the matrix is defined as Meta-phosphate, for which the phosphate chains are, theoretically, infinitely long;

• Pyro-phosphate, for which 3.25 < [O] [P ] < 3.75, characterized by shorter phosphate chains composed majorly of dimeric entities;

• Ortho-phosphate, for which [O] [P ] > 3.75, that is finally composed of monomeric entities, principally, that are connected thanks to other glass formers, such as the Al 2 O 3 oxide, functioning as intermediates. matrix extends the UV absorption of the glass to longer wavelengths.

The femtosecond irradiation

Femtosecond irradiation of a silver-containing glass at 1030 nm leads to a 4-photon absorption due to the presence of Ag + -Ag + pairs, which exhibit an excitation band at 260 nm. [START_REF] Petit | On the femtosecond laser-induced photochemistry in silver-containing oxide glasses: mechanisms, related optical and physico-chemical properties, and technological applications[END_REF] The ratio between the concentration of silver ions and silver pairs depends on the glass matrix structure: evolving from poly-, to pyro,-to ortho-phosphates the concentration of silver pairs increases with respect to the one of the silver ions. Therefore, the photosensitivity of silvercontaining phosphate glasses is dependent on the glass matrix structure, as reported in the work of Guérineau et al. in 2018 [START_REF] Guérineau | Structural influence on the femtosecond laser ability to create fluorescent patterns in silver-containing sodium-gallium phosphate glasses[END_REF] and shown in Fig. 2.16. curve due to the increasing concentration of silver pairs for glasses evolving from poly-to orthophosphate configuration. Images adapted from [42;41] .

Silver clusters formation

When operating with a high repetition rate femtosecond source, and while keeping low pulse energy (few tens of nJ) the absorption of the single laser pulse activates the clustering of the silver ions. Such a process involves three different entities: the silver ions Ag + of the glass For this purpose, multiscan structures have been performed in three silver-containing glasses with different compositions. Thus, the results are presented and discussed to provide a phenomenological explanation of the high refractive index associated with the multiscan silversustained structures.

In the second part of the Chapter, the promising high refractive index change is exploited in the fabrication of multiscan waveguides.

A study on the evolution of the Mode Field Diameter and the propagation losses of the multiscan waveguides, together with the exploitation of the silver-clusters rewriting ability, shows the potentiality of such waveguiding structures for applications in integrated optical circuits. The 2D plots for each DLW intensity validate the results achieved for the AG01 sample:

• the magnitude of the refractive index change associated with the multiscan silver-sustained structures increases with the cumulative number of absorbed pulses;

• constant ∆n is obtained at fixed N pulses , as depicted from the black curves;

• the slope of the iso-∆n curves follows the increase of the N pulses . Such a growth of the induced ∆n is sustainable for the glass matrix as long as the silver amount in the available silver reservoir is enough. However, when this constraint is not met, the induced ∆n saturates at a constant value since no more silver clusters can be formed in that specific voxel.

The depletion of the silver reservoir leads to a change in the absorption of the glass matrix in the areas where the silver is missing. As a result, when the ∆n has saturated and no silver cluster can be formed anymore, the absorption of the following laser pulses leads to explosions. The absence of silver may produce explosions as a result of the change in the absorption of the glass matrix, right at the position where the focused laser beam is more intense, as reported for the GPN sample.

Such behavior is corroborated by the experimental results in

Finally, the case represented by the AG03 sample demonstrates that the multiscan inscription of Type A modifications in a thermal regime may be strongly affected by the thermal accumulation at high laser irradiance.

However, the results reported in the first part of this Chapter demonstrate that laser inscription of Type A modifications with a multiscan approach enables fine control of the positive refractive index change associated with the cluster formation by tuning the DLW parameters. Such a promising technique is exploited in the fabrication of multiscan waveguides, discussed in the second part of the Chapter.

These waveguides show single mode and multimode operation at the same wavelength, depending on the number of laser scans, and demonstrate the ability to control the confinement of the guided mode, as a consequence of the tunable high refractive index change associated with these structures.

The improved mode confinement allowed for reducing the propagation losses of the multiscan waveguides. This important result is very promising for the application of Type A modifications in the fabrication of bent waveguides with a high radius of curvature since it would enable the miniaturization of the integrated optical circuits.

Nevertheless, the multiscan technique in combination with the peculiar rewriting ability of the silver clusters allowed for the fabrication of an engineered multiscan waveguide, exhibiting single mode operation at 1030 nm, which showed a reshaped gaussian-like profile of the guided mode.

Reshaping the double-elliptical mode profile, typical of the Type A waveguides, into a gaussianlike profile will optimize the coupling between the embedded Type A waveguides and, for instance, optical fibers. The first part of the Chapter is dedicated to Waveguides Bragg Gratings.

Firstly, the state of the art on such waveguides is briefly discussed, providing an overview of the different fabrication processes. Moreover, theoretical modeling of the Waveguides Bragg Gratings based on the Coupled Wave Theory is presented. Thus, the Type A Waveguide Bragg Gratings are introduced, presenting the DLW process, the inscribed geometry, in particular for helicoidal gratings, and the associated periodic modulation of the refractive index. Finally, the transmission and reflection spectra are analyzed and a numerical solution for the Coupled Wave model is proposed in order to extract the effective gratings parameters.

Fs laser inscription of Type A Volume Bragg Gratings is discussed in the second part of the Chapter.

The case of a single-layer periodic grating is presented and analyzed while, in the last part of the Not ruling out that the Bragg signature at the short wavelength may result from the second order of diffraction m = 2, although the very high drop in transmission might be excluded, it is hypothesized that the inscription of such a flat helicoidal structure, with the top and bottom edges intersecting the waveguide, may lead to a periodic pattern with periodicity Λ BG = Λ helix 2 , resulting in a non-zero-Fourier component at 2ν B . Indeed, Fig. 4.8a shows a schematic representation of the helicoidal BGs inscription: the image reports both the periodicity of the inscribed helix Λ helix and the periodicity at Λ helix 2 resulting from the modulation of the refractive index of the waveguide when inscribing the top and the bottom of the helicoidal gratings. Moreover, Fig. 4.8b shows the cases of more confined (top) and less confined (bottom) guided modes: in the first case, the mode is mostly in interaction with the gratings with Λ BG = Λ helix 2 , while in the other case the extension of the mode allows for the interaction with the gratings having Λ BG = Λ helix . Moreover, a transmission drop of more than 99% was remarkably achieved at λ B = 1.007 Problematics encountered in the writing of the WBGs Some assumptions have been made on the cause, or the causes, leading to an instability of the silver-sustained WBGs fabrication process.

From the dependences of the reflection efficiency on the length of the Bragg gratings, reported in Fig. 4.14, it can be assumed that the inscription of long gratings (length L > 800 µm for the helix method and L > 500 µm for the LbL method) is not stable. Two main reasons can be addressed:

• a random fluctuation of the absolute positioning of the stages that results in a random variation of the periodicity of the grating;

• a drift in the absolute repositioning of the stages, especially for the case of the inscription of LBL gratings. Even if the distance between two lines of the gratings is kept constant to the sought Λ BG , there might be a trend in the placement of each period. Such a drift becomes more important when the length of the gratings increases, as reported in Fig. 4.14a, meaning that it has to be related to the number of steps, i.e. the number of periods in the gratings; therefore the drift will result in a chirp of the periodicity of the grating which is more critical at small periodicities. Indeed, the broadening of the Bragg resonance bandwidths ∆λ exp suggests the presence of such a chirp. The asymmetry of the normalized transmission curves may point out the presence of a quadratic chirp.

However, the instabilities in the absolute repositioning of the stages might not be the only source of errors in the inscription of the WBGs.

For instance, the fluctuations in the laser intensity and the motion speed, therefore the number of absorbed pulses, may strongly affect the size of the inscribed structures, as reported by Bellec et al. in 2010. [START_REF] Bellec | 3d patterning at the nanoscale of fluorescent emitters in glass[END_REF] A variation of the laser intensity I ′ = I + δI results in a variation of the irradiance:

thus, for instance, a 10% variation in the laser intensity can result in a variation up to 20% on the radius of the silver structures, beside a variation of the refractive index change. Such a modification of the structures dimensions is equal to a variation of 80 nm on the size the laser spot focused with a microscope objective with N.A. 1.3, as reported in the case of the WBGs here, when the laser irradiance is about 10 TW/cm 2 .

Volume Bragg Gratings

As suggested by the name, Volume Bragg Gratings (VBGs) are thick periodic gratings fabricated in the bulk of media. . Image taken from [START_REF] Divliansky | Volume bragg gratings: Fundamentals and applications in laser beam combining and beam phase transformations[END_REF] Such gratings are distinguished in two categories, depending on their behavior at the Bragg resonance:

• reflection gratings: the incoming light satisfying the Bragg condition λ B = 2Λ cos(θ i +θ tilt ) will be reflected from the gratings, as depicted in Fig. 4.16a;

• transmission gratings: the incoming light satisfying the Bragg condition λ B = 2Λ sin(θ i + θ tilt ) will be diffracted and transmitted by gratings, as depicted in Fig. 4.16b;

where Λ is the gratings period and θ tilt is the tilt angle of the gratings.

VBGs can be fabricated in the bulk of photosensitive media by UV holographic interferometry, like for silica-based glasses containing dopants, by adopting phase masks or by femtosecond laser inscription. In the latter case, high-energy pulses are necessary for achieving the material modifications at the base of the refractive index modulation for non-photosensitive media.

Reflection or transmission bulk gratings can be used for many applications, such as notch filters, wavelength stabilizers in laser systems or diodes, due to their narrowband filtering characteristic, or for spectral beam combining and wavelength division multiplexing. [173;174;175;176;177] General conclusions and perspectives

The project behind the work reported in this manuscript aimed at developing waveguides and optical components for integrated optical circuits by femtosecond laser inscription in silver- Besides the ability to induce always positive index contrast, the photoinduced silver clusters show other peculiar characteristics: the inscribed structures show small features overcoming the diffraction limit and the available silver reservoir allows for rewriting ability.

Based on these results, this work aimed at developing waveguides and optical components based on the laser-induced photochemistry of silver ions for photonics applications, such as the fabrication of optical integrated circuits. The relevant OPD values relative to the inscribed structures lay on the surface formed by the background noise, therefore is of crucial importance to correct the OPD values for the background noise when processing the phase images.

The method here proposed creates a mask from the original phase image by selecting an OPD