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Introduction

General Introduction

Introduction aeronautic system employs parallel networks: an AFDX network to provide service only to the high safety level functions in the avionics domain and one or more dedicated networks (based on CAN, ARINC429, Ethernet, ...) for non-critical comfort functions like diagnostic messages, collective maintenance and In-Flight entertainment and for critical functions like inter-cabin communication, smoke detection, parking video, emergency announcements etc. The main advantages of the current architecture are its very high fidelity and an existing certification. Nonetheless, these advantages come at the cost of inefficient resource utilisation, high complexity and difficult maintainability. Moreover, the separate networks require use of different cables, which run largely in parallel. Since reducing weight is a primary objective in aircraft construction, this is an undesirable situation. In this context, the manufacturers intend to blend the parallel networks by integration of various functions into a single AFDX backbone and thus improve the bandwidth utilisation.

Such harmonisation of AFDX network with the data of different criticality levels leads to the question whether the additional data traffic can be served without degrading the service provided to the data of highest criticality. Since the network must provide hard real-time performance guarantees for the safety critical applications, for instance no packet loss is tolerable from the avionic function due to buffer overflow and these data packets are constrained by maximum allowable delays which, in any condition, must be respected to meet the requirements of the certification process.

In absence of a flow differentiation mechanism the addition of less critical or noncritical data, potentially bandwidth consuming, would have consequences in terms of increased delay on existing critical data. This is why the manufacturers envision the network architecture with Quality-of-Service (QoS) mechanism such as Deficit Round Robin (DRR) and Weighted Round Robin (WRR). Such mechanism allows to reserve bandwidth on per data class basis so that a certain level of performance guarantee can be assured for these classes. Moreover, reserving a fair share of bandwidth for different classes can improve the overall performance of the network. So, in this thesis our goal is to analyse and maximise the performance of such QoSaware network with mixed-criticality data flow. In particular, we investigate the WCTT analysis in this network in order to provide tight delay bounds and a method to efficiently allocate resources to different classes of flow. In the first step we consider a DRR scheduling based network with (n-1) critical classes and 1 non-critical class. The delay bound guarantee in this network is provided based on Network Calculus approach. Since the DRR scheduling manages resource sharing based on predefined credit (or quantum) per traffic class, we illustrate the impact of these credits on the delays bounds. Then we propose an algorithm that provides an optimal credit assignments which guarantees that the delay constraints in critical classes are always respected and the bandwidth available to non-critical class is maximum. This problem is of great interest since it can significantly improve the resource utilisation in an industrial setting.

Our algorithm relies on Network Calculus approach for delay bound computation. An important issue with the Network Calculus is the pessimism: it computes an overrated upper bounds rather than exact worst-case delays. This also affects the efficiency of our algorithm. So, in the second step, we illustrate the pessimism introduced in delay bounds by Network Calculus approach. Then we propose some optimisation in Network Calculus model to mitigate the pessimism. In order to quantify the improvements, we evaluate our credit assignment algorithm and optimised Network Calculus approach on an industrial size AFDX network configuration.

In the final step, we consider a WRR scheduling based network. We have illustrated how our optimised Network Calculus approach can be extended for this network. In order to compare the performance of WRR and DRR scheduling in industrial setting we have also performed another case study on an industrial size AFDX network configuration.

Thesis Overview

In the first chapter we present the context of real-time switched Ethernet network and the approach to worst-case end-to-end delay analysis. We also recall the problems addressed by this thesis.

Chapter 2 includes presentation of a QoS-aware switched Ethernet network and a state-of-the-art approach (Network Calculus) for worst-case delay analysis of this network. In this chapter, we consider DRR scheduling at each switch output port.

Chapter 3 focuses on optimising the bandwidth utilisation in a switched Ethernet network with DRR scheduling in presence of flows of mixed criticality. For that purpose, we propose an algorithm of credit assignment in a DRR scheduler. The main goal is to allocate sufficient bandwidth to critical flows and maximum residual bandwidth to non-critical flows.

Introduction as an industrial real-time switched Ethernet example. We conduct the evaluations of our credit assignment algorithm and optimised Network Calculus approach on an industrial AFDX configuration. The results are compared with existing approach. We also perform multiple experiments by introducing variable amount of non-critical traffic in the given network configuration.

In chapter 6 we extend our optimised Network Calculus model for worst-case delay analysis in a WRR scheduling based switched Ethernet network. We analyse the effect of frame length variation within traffic classes on worst-case delay computation in the given network. We also compare the performance of WRR scheduling and DRR scheduling under similar network configuration.

List of publications: [START_REF] Soni | Optimizing network calculus for switched ethernet network with deficit round robin[END_REF] Optimizing Network Calculus for Switched Ethernet Network with Deficit Round Robin. The classical Network Calculus approach used to compute the delay bounds in DRR based switched Ethernet network is very pessimistic as it does not take into account the traffic of individual classes into account. This pessimism has a significant impact on dimensioning of the network. In this paper, we proposed an optimised Network Calculus approach to mitigate this pessimism.

Published at 39 th IEEE Real-Time Systems Symposium (RTSS-2018) [START_REF] Soni | Integrating offset in worst case delay analysis of switched ethernet network with deficit round robbin[END_REF] Integrating Offset in Worst Case Delay Analysis of Switched Ethernet Network With Deficit Round Robin. The flows which are locally synchronised at their source end-node are temporally dependent. The emission times of these flow frames are separated by a fixed offset value which is not considered by the classical Network Calculus approach. The offset integration in Network Calculus approach was already introduced in the context of FIFO scheduling in a switched Ethernet network. In this paper, we have extended this approach in the context of DRR scheduling. A benefit of knowing the offsets is to improve the worst-case delay analysis since it can eliminate some impossible scenarios. Published at 23 rd IEEE International Conference on Emerging Technologies and Factory Automation (ETFA-2018) [START_REF] Soni | Quantum assignment for qos-aware afdx network with deficit round robin[END_REF] Quantum Assignment for QoS-Aware AFDX Network with Deficit Round Robin With DRR, the flow set is divided into classes and each class is allocated a quantum. In each DRR service round, transmissions are managed, based on these quanta. Thus, delays are significantly impacted by quanta. In this paper, we have proposed an efficient quantum assignment for a set of critical flow classes and at most one less/non critical flows.

Published at 27 th International Conference on Real-Time Networks and Systems (RTNS-2019) [START_REF] Soni | Wctt analysis of avionics switched ethernet network with wrr scheduling[END_REF] WCTT analysis of avionics Switched Ethernet Network with WRR Scheduling. Just like DRR scheduling, WRR is also a promising QoS mechanism in industrial applications where guaranteed or differentiated quality of service is required. Implementation of WRR in AFDX network require guarantee on worst-case delay upper bound. In this paper, we applied our optimised Network Calculus approach to compute tight delay bound on WRR scheduling based AFDX network.
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Published at 26 th International Conference on Real-Time Networks and Systems (RTNS-2018) [START_REF] Soni | Work in progress paper: pessimism analysis of network calculus approach on afdx networks[END_REF] Pessimism analysis of network calculus approach on AFDX networks. Since the pessimism in WCTT analysis has a significant impact on the dimensioning of the network, it is important to quantify the pessimism of the computed upper bounds. In this paper, we propose a generic approach to upper bound this pessimism, based on Network Calculus. Being an initial step, this approach is applied to an AFDX network with FP/FIFO scheduling. 

Chapter 1 Switched Ethernet and Determinism

Introduction

In distributed industrial control systems such as avionic and automotive systems specific fieldbuses, like ARINC429 and Controller Area Network (can) [START_REF]CAN Specification[END_REF], have been developed in order to guarantee bounded end-to-end communication latencies for data transmitted over the network. The end-to-end delay guarantee is ensured either by the fieldbus architecture or by a worst-case delay analysis. For instance, ARINC429 is a mono-emitter bus that allows guaranteed delivery of avionic data with hard real-time constraints. However, its mono-emitter characteristics require a large number of cables to establish communication between multiple avionic functions. Moreover, such fieldbus technologies offer a limited bandwidth (100 kbit/sec). Today, such fieldbuses are no more sufficient because of the huge increase in communication needs.

Ethernet-based solutions are promising candidates in such contexts since they are based on mature technology and provide high bandwidth (from 100 Mbps to 1 Gbps) as well as decreasing cost thanks to the available off-the-shelf components [SKS11, [START_REF] Kern | Testing switched ethernet networks in automotive embedded systems[END_REF][START_REF] Hank | Automotive ethernet: In-vehicle networking and smart mobility[END_REF]. They also allow easy integration in a more general network infrastructure. However, the traditional Ethernet is not suitable for real-time applications due to its non-deterministic characteristic. Many solutions have been proposed in order to make Ethernet real-time such as EtherNet/IP, PROFINET, Powerlink, AVB and AFDX etc. Avionics Full-Duplex (afdx) switched Ethernet has become the de facto standard for avionic communications. In this thesis, such a solution is considered. It is based on the full-duplex switched Ethernet with time-constrained traffic similar to the AFDX network. The deterministic guarantee is provided on this network by the data flow constraints and by upper bounding the end-to-end delays using a deterministic computation technique.

In this chapter, we first summarize the evolution of Ethernet as a real-time solution and then eventually present the architecture of the real-time switched Ethernet network which is taken as a reference network in this thesis. We also give a brief introduction of the deterministic approach used to upper bound the end-to-end delays in this network. At last, we give the direction towards the problems addressed and the contributions conveyed by the work of this thesis.

The organisation of this chapter is as follows: Section 1.2 describes the evolution of switched Ethernet as a real-time solution. Section 1.3 gives the network architecture and the flow model of a real-time switched Ethernet network. Section 1.4 explains the problem of determinism in switched Ethernet networks. The existing approaches for worst-case delay analysis are given in Section 1.5. The impact of the deterministic approach on network design is shown in Section 1.6. Section 1.7 gives an overview of the solutions 1.2 Evolution of switched Ethernet as a real-time network envisioned to address existing problems introduced by the deterministic approach on network design. Section 1.8 summarises the scope and problems addressed in this thesis. Section 1.9 concludes this chapter.

1.2 Evolution of switched Ethernet as a real-time network 1.2.1 Ethernet: a mature technology for general-purpose networks Ethernet was originally developed as a technology for computer networking. A standard Ethernet is based on a shared communication channel and an arbitration mechanism called Carrier Sense Multiple Access with Collision Detection (csma/cd). A frame transmitted by a source node on the channel can be received by all the nodes. Since any node can initiate a transmission at any time, collisions may occur. By the CSMA/CD mechanism, a node holds the frame until the shared channel becomes idle. Then it starts transmitting the frame. If two or more nodes start transmission at the same time, a collision occurs, and transmissions are aborted after 64 bytes. Nodes involved in the collision starts retransmission after a random amount of time. This procedure is repeated until a successful transmission (without collision) or a maximum number of retransmissions. Collisions and retransmissions decrease efficiency in terms of bandwidth usage. Moreover, since the time needed for a successful transmission cannot be predicted, the communication is not deterministic.

The amount of collisions highly depends on the traffic and the number of stations in the collision domain, i.e. the shared communication channel. Switched Ethernet limits this collision domain. Indeed, each switch is able to store the frames it receives. Therefore, a collision can occur only between two equipment sharing a link (two switches or a switch and a station). Thus, a collision domain is limited to one link. Implementing full duplex links completely eliminates the collisions.

The Ethernet technology offers scalable and high-speed solutions at a low cost since many Commercial Off-The-Shelf (cots) products are available. For instance, Ethernet TCP/UDP/IP communication (IEEE 802.3) based on 10GBASE-T cables supports bandwidth up to 10 Gbits/sec. Therefore, Ethernet is more and more considered to cope with the increasing communication needs of real-time embedded applications. However, Ethernet is not real-time. As previously mentioned, the time needed for a successful transmission on shared Ethernet cannot be bounded. Full-Duplex switched Ethernet does not solve this problem. Indeed, it eliminates collisions, but it shifts the problem at the switch level, where buffers might overflow, depending on the traffic. For instance, if a burst of messages destined to the same output arrives at the switch they are stored in Switched Ethernet and Determinism the same buffer where they wait for their turn to be transmitted and since this burst can be too large the buffer can overflow, thus, leading to a loss of messages, which is an undesirable situation in a real-time application. Therefore, many solutions have been proposed to make Ethernet real-time. In the next paragraph, we briefly summarize the different types of solutions.

Real-time Ethernet

Constraints on communication delays can be very different, depending on the concerned real-time application. First, they can be more or less critical: for some applications such as flight control, missing a delay can have catastrophic consequences, while for some other applications such as video transmission, missing a small and limited percentage of delays is tolerable. In the former case, communications are hard real-time while, in the latter one, they are soft real-time. Second, constraints on delays can be very small (around 1 msec) or very large (seconds). Such very different constraints have led to different real-time Ethernet solutions. A taxonomy of solutions has been proposed in [START_REF] Decotignie | Ethernet-based real-time and industrial communications[END_REF].

The first class of solutions implements real-time protocols above the TCP/IP layer without any special modifications. It includes Modbus/TCP [START_REF]Modbus messaging on tcp/ip implementation guide[END_REF], EtherNet/IP [START_REF] Schiffer | The cip family of fieldbus protocols and its newest memberethernet/ip[END_REF] etc. They utilise existing standards for prioritization and Virtual Local Area Network (vlan) establishment (IEEE 802.1p and IEEE 802.1Q). Obviously, these solutions are limited to soft real-time communications with long delays (at least 100 msec). Indeed, the TCP/IP protocol implies variable and potentially long delays.

The second class of solutions bypass the TCP/IP protocols and accesses directly to the Ethernet functionality without altering its hardware. These solutions provide real-time guarantees through mechanisms such as master/slave and/or time slicing. It includes Ethernet Powerlink (epl) [Gro], Time-Critical Control Network (tcnet) [Eth], etc. Such solutions can provide upper bounds on delays. However, these upper bounds cannot be small (in the range of 1 msec), due to COTS features. Therefore, this class of solution can cope with hard real-time communications with constraints in the range of 10 msec.

The third class of solutions uses specific components based on a modified Ethernet mechanism and infrastructure. It includes Profinet IO IRT [START_REF] Feld | Profinet-scalable factory communication for all applications[END_REF] and EtherCat [START_REF]Real-Time Ethernet. Ethernet control automation technology (ethercat): Proposal for a publicly available specification for real-time ethernet[END_REF] etc. They have been designed in order to deal with hard real-time constraints in the range of 1 msec. All these solutions have been mainly used in the context of factory automation.

Since the requirements in industrial real-time embedded systems (particularly in automotive and avionics domain) are different from those in factory automation, more specific solutions like Time-Triggered Ethernet (ttethernet) [START_REF] Kopetz | The time-triggered ethernet (tte) design[END_REF][START_REF] Loveless | Ttethernet for integrated spacecraft networks[END_REF], Ethernet Audio/Video Bridge (avb) [START_REF] Gothard | Avb for automotive use[END_REF][START_REF] Lo | The case for ethernet in automotive communications[END_REF][START_REF] Lo | Novel trends in automotive networks: A perspective on ethernet and the ieee audio video bridging[END_REF], Time-Sensitive Network (tsn) [START_REF] Migge | Insights on the performance and configuration of avb and tsn in automotive ethernet networks[END_REF][START_REF] Brunner | Automotive e/e-architecture enhancements by usage of ethernet tsn[END_REF] and AFDX are considered.

Avionics Full-Duplex switched Ethernet (AFDX, ARINC 664 [START_REF] Airbus | Aircraft data network, parts 1,2,7 aeronotical radio inc[END_REF]) is a dedicated solution in the context of aeronautics. It is a switched Ethernet network which has been tailored to take into account avionics constraints:

• specific switches are used, where the switching latency is upper bounded,

• flow routing is fully static,

• the bandwidth allocated to each flow is upper bounded, thanks to a minimum duration between two consecutive frames and a maximum frame size. Such a network architecture (AFDX like) is considered in this thesis. We present it in the following section, starting with the main features of a real-time switched Ethernet.

AFDX like real-time switched Ethernet network

A switched Ethernet network (based on IEEE 802.1D standard) implementing full-duplex links provides a collision-free communication. A switch interconnects the input and output nodes to a separate port. Each port is equipped with buffers to store incoming frames and these frames are scheduled based on a service discipline at each output port. Such a technique allows simultaneous transmissions between different nodes. Therefore, it removes the impact of the non-deterministic feature of the original Ethernet inherent in the CSMA/CD arbitration. However, in a full-duplex switched Ethernet, the problem of indeterminism is shifted to the output port of the switch. The frames arriving at a switch input port are forwarded to corresponding output ports based on a forwarding table. The switching process of frames from the input to the output port is very fast and is upper bounded by a known value. In the simplest solution, the frames forwarded to the same output port are buffered in a First-In First-Out (fifo) queue. Depending on the service discipline there might be more than one queue per output port. Since the frames are served in a first come first serve manner in the output queue, they should wait for a certain amount of time until the frames ahead in the queue are transmitted and the queue can transmit. The waiting time experienced by a frame is variable and depends directly on the instantaneous traffic at the arrival time of the frame in the output port. This uncertainty of waiting delay makes the exact state of the whole network unknown at all times and, thus, the network is non-deterministic at port level. In such full-duplex switched Ethernet network, if the traffic flow is not controlled a critical frame may be blocked for a long time in a queue and eventually it may miss its deadline. Moreover, in the worst scenario the FIFO queues may overflow which may lead to dropping of frames. It means that this traditional network does not provide the deterministic service by design.

Howbeit, the deterministic guarantee for a real-time application can be provided in this network by employing certain features such as static flow routing and traffic shaping at each flow source that constraints the data traffic entering the network (these are the key features of AFDX network). The architecture and flow model of such a network is presented in following paragraphs.

Network architecture

The network architecture is composed of switches, which are the key elements of architecture, end-nodes, which are the source and destination of data flow, and full-duplex links.

Each switch is a store and forward type (IEEE 802.1d). As previously mentioned, each switch output port has a set of queues managed by a scheduling strategy. The frames arriving at input ports are forwarded to the corresponding output ports based on a static routing table. This forwarding between input and output ports introduce a delay called switching latency. The switching latency is upper bounded by a known value, denoted by sl. The simplest architecture considers one single FIFO queue per output port. This type of scheduling is sufficient for handling a single class of data traffic. To allow flows of mixed criticality, more advanced scheduling has to be considered. Each switch port can be connected to at most one switch or one end-node.

The end-nodes are the source and destination of data traffic in the network. Each end-node generates a sequence of frames, known as a flow, at its output port. Each end-node can manage one or more flows. The buffers in end-node output port are managed by a FIFO scheduling policy. An end-node can be connected to only one switch port. There is no synchronisation between the end-nodes due to the absence of a global clock.

The full-duplex links (IEEE 803.1e) interconnects the switch and end-node ports. The full-duplex characteristic guarantees no collision on links. The maximum bandwidth of links is denoted byR. 
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First-In shared queue

First-Out The determinism in this network is partially guaranteed by the following properties:

Static flow configuration The network configuration is static and fully known before deployment. A static configuration eliminates all the network initialization problems as well as the indeterminism related to switching process. This implies that the routing of flow frames are predefined statically and the forwarding tables corresponding to destination MAC address and output ports are statically configured. The static routing avoids any dynamic mechanism such as spanning tree which makes it difficult to evaluate the end-to-end transmission delay in the network.

Traffic shaping and traffic policing The traffic shaping is applied at each end-node to put a restriction on the minimum duration between the emission of two consecutive frames of each flow as well as to limit the size of frames that can be emitted by each flow (traffic contract). In addition, the switches employ traffic policing that detects and eliminates the frames from a flow which does not respect the contract. These two flow control techniques avoid the scenario where a flow could saturate the network resources with continuous frames transmission. This is a key characteristic of a real-time switched Ethernet network since in absence of controlled traffic it would be impossible to upper bound the end-to-end delays.

Switched Ethernet and Determinism

Store and forward A store-and-forward switch receives a frame and entirely buffers that frame before forwarding it to the related output port. Such a mechanism is essential to eliminate the propagation of erroneous frames by discarding the frames that were not properly received.

Flow model

In this section, we formally define flows. A flow is a sequence of frames emitted by an end-node. Since each end-node can emit one or more flows, a mechanism of flow segregation is provided so that a misbehaving flow can be distinguished from other flows in the network. A flow is defined by the following characteristics:

• A unique ID.

• Destination address. A flow can have one destination (unicast) or many destinations (multicast).

• Static path. A path P i followed by a flow v i is defined as a source node, a sequence of switch output ports and a destination node.

• Minimum (l min i

) and maximum (l max i ) frame lengths. The upper and lower limits on frame length are fixed by the Ethernet (IEEE 802.3) standard as 1518 bytes and 64 bytes.

• Minimum inter-frame arrival time. For each flow v i , the minimum interval T i between consecutive frames is fixed at the source end-node by the traffic shaping scheme.

Only unidirectional flows are transmitted in this network. A flow can be sporadic flow or periodic flow. If consecutive frames of a flow are generated at a constant interval which is greater than or equal to its minimum inter-frame arrival time then it is periodic flow, otherwise, it is sporadic flow.

Let us illustrate the difference between a sporadic and a periodic flow with the help of an example shown in Figure 1.2. In this example, three frames f 1 , f 2 and f 3 of a flow with minimum inter-frame arrival time T are emitted by an end node. As shown in Figure 1.2, in a periodic flow the generation time (↓) of the frames is always separated by a constant interval (in this example it is equal to T ) whereas in sporadic flow the separation of frame generation time (↓) is non-constant and it can be an interval greater than or equal to T . Besides, for both periodic and sporadic flows, the start of transmission (↑) of a frame in output port can be different from its generation time (↓) and the difference between the generation time (↓) and the start of transmission time (↑) is limited by a release jitter j.

Determinism and bounded delays in the network

f 1 Periodic Flow f 2 f 3 T T T f 1 Sporadic Flow f 2 f 3 T T T
arrival at output port start of transmission

f i i th frame j j j j j j Figure 1.
2 Characteristics of sporadic and periodic flows

Example of real-time switched Ethernet network

A typical example of the real-time switched Ethernet presented in the previous paragraphs is Avionics Full DupleX Switched Ethernet (AFDX) [START_REF] Airbus | Aircraft data network, parts 1,2,7 aeronotical radio inc[END_REF]. AFDX network was developed to address the real-time constraints in modern aircraft such as Airbus A380.

An AFDX network consists of end-systems, which are the source and destination of data flows, interconnected by AFDX switches. The statically defined flows transmitted on this network are called Virtual Links. These flows are constrained at their end-system by a minimum inter-frame duration called Bandwidth Allocation Gap (BAG), which range from 1 ms to 128 ms, and by a maximum and minimum frame length, which are limited to Ethernet standard frame sizes. The existing AFDX architecture employs the Strict-Priority/First-In-First-Out scheduling at switch output ports and the full-duplex links with 100 Mbits/sec service capacity. An industrial configuration of AFDX network is presented later in this thesis, in Chapter 5.

Determinism and bounded delays in the network

As described earlier, in a full-duplex switched Ethernet the problem of indeterminism is shifted to the switch output port level. Since a frame arriving at an output port is buffered in a FIFO queue, it has to wait in the queue until all the frames ahead of it are transmitted and its queue is selected for transmission. As we will see in the following paragraphs, this waiting time is variable and depends directly on the instantaneous traffic in the queue. Such uncertainty of waiting time makes it very difficult to bound the Switched Ethernet and Determinism communication delay from one end of the network to the other end.

End-to-end delay

The end-to-end delay is the time taken by a frame to traverse the network, more precisely, it is the interval between the generation time of a frame f i of a flow v i at its source end-node and its arrival time at the destination end-node.

The end-to-end delay experienced by a frame can be given by the sum of two delays:

• A fixed delay introduced by technological features of the network elements; propagation delay (λ), frame transmission time (tr) and switching latency (sl).

• A variable delay introduced by waiting time (D wait ) in the queue of each output port traversed by the frame.

The propagation delay λ depends upon the type of transmission medium. For an Ethernet link, it is very small (usually in nanoseconds) as compared to other delays and hence it is not considered in end-to-end delay computation. Therefore for a flow v i frame, the end-to-end delay D ET E v i in its path P i is:

D ET E v i = j v i + h∈P i (tr v i + sl h + D wait,h v i ) where,
h is an output port in path P i ; j v i is the release jitter at source end-node. It is the time expressing the variability in the release of the frame with respect to its minimum inter-frame duration (see Figure 1.2). Depending on the application, it can be upper bounded. For the avionic network addressed in this thesis, it is upper bounded by 500 µsec. tr v i is the transmission time on a link. It is fixed for a given frame length. The transmission time is upper bounded by the maximum frame length l max v i of flow v i transmitted at link rate R as

tr vi = l max v i R sl h is the switching latency. sl = 0 at end-node. D wait,h v i
is the waiting time in the output port queue.

The end-to-end delay experienced by a flow v 1 in a path e x -S x is illustrated in Figure 1.3, assuming FIFO scheduling. v 1 is assumed to be the only flow at e x so it cannot be delayed by any other flow frame. Thus, v 1 experiences only release jitter j v 1 and transmission time tr v 1 at e x . At switch S x , the forwarding process from input to the output port introduces the switching latency sl. In the given scenario, the flow v 1 arrives at S x output port at the same time as some other competing flows (v 2 , v 3 , . . . ). Now the sequence of serving these flows is based on how they are queued in the FIFO buffer, which depends on their arrival time at S x . In the given scenario v 1 is queued last, so it has to wait (D wait v 1 ) for the service of the competing flows before being transmitted. Therefore, the end-to-end delay experienced by v 1 is

D ET E v 1 = j v 1 + tr v 1 + sl + D wait v 1 + tr v 1 v 1 v 1 v 1 , v 2 , v 3 , . . . j v 1 v 1 tr v 1 v 2 , v 3 , . . . sl D wait v 1 e x S x v 1 tr v 1 t t Figure 1.

End-to-end delay illustration

Let us now have a look at the issue introduced by the uncertainty of waiting delay in the computation of exact end-to-end delay. For that purpose, let us consider the switched Ethernet network example given in Figure 1.1 and compute the end-to-end delay for v 1 in the path P = {e 1 -S 1 -S 2 -e 4 }. Let us assume that each flow v i (i= 1, 2 and 3) has a maximum frame length l max v i = 200 bytes and minimum frame length l min v i = 100 bytes and a minimum inter-frame arrival duration T v i = 2 msec. The link rate is R = 100 bits/µsec. So, the largest and smallest frames have a transmission time of 16 µsec and 8 µsec, respectively. For the simplicity of illustration, we assume that the switching latency and release jitter are negligible. Figure 1.4 shows two possible scenarios for frame transmission in the network.

In case 1, since v 1 is the only flow at e 1 it is transmitted as soon as it arrives at e 1 Switched Ethernet and Determinism output port. Then, v 1 arrives at S 1 at the same time as v 2 and is queued last in the buffer. At S 2 , v 1 arrives at the same time as v 3 and is queued last in the buffer. All the frames in case 1 are assumed to be of minimum length. So, the delays experienced by v 1 are: 8 µsec (transmission time) at e 1 , 16 µsec (8 µsec waiting delay from v 2 + 8 µsec transmission time) at S 1 and 16 µsec (8 µsec waiting delay from v 3 + 8 µsec transmission time) at S 2 . Thus, the end-to-end delay is 8+16+16 = 40 µsec.

In case 2, a similar scenario is assumed except for two modifications: first, flow v 2 is assumed to transmit a frame of maximum length but its generation instant is kept unchanged, and second, the generation time of v 3 frame is advanced by 8 µsec. In this case, since v 1 is the only flow at e 1 it experiences only transmission delay of 8 µsec. At S 1 , since v 2 arrives after v 1 , it cannot participate to delay v 1 . So, the delay at S 1 is reduced to 8 µsec (waiting delay is zero). So, in this case, v 1 arrives earlier at S 2 as compared to case 1. However, since v 3 arrival time at S 2 is also advanced, v 1 arrives at S 2 at the same time as v 3 and is queued last in the buffer, it experiences a delay of 16 µsec (8 µsec waiting delay from v 3 + 8 µsec transmission time). The end-to-end delay, in this case, is 32 µsec. From this example, it is clear that for a set of flows sharing a network path their relative generation time and frame sizes affect their waiting time in the buffer and eventually the end-to-end delay in the network. Indeed, since there are many possible combinations of generation time of different flow frames and these frames can be of any size (between l max and l min ) the end-to-end delay of a flow is highly variable.
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The end-to-end delay of any critical flow has to be upper-bounded. Therefore, a worst-case end-to-end delay analysis (a.k.a. Worst Case Traversal Time (wctt) analysis) is used to provide a deterministic guarantee in the network.

Worst-case end-to-end delay analysis

One way to ensure the delay guarantee in the network is by adopting a deterministic approach which computes an upper limit on end-to-end delay for each flow. The knowledge of this upper limit allows ensuring that the delay for any flow in the network will always remain within the given limit. This upper limit on end-to-end delay is known as the worst-case end-to-end delay.

The deterministic approach focuses on the worst-case scenario, which corresponds to maximum congestion over the entire path of a flow in the network. However, the worstcase scenario is a rare event which is hardly ever observed on a real network. To analyse such scenarios, various approaches exist in the literature. Since this thesis considers the Ethernet network in the domain of aeronautics, we mainly focus on approaches applied to this type of networks. Main approaches are summarized in the following paragraphs.

Exhaustive analysis approach This approach performs an exhaustive analysis on all the possible scenarios of frame sequences at each output port to find the worst-case scenario. It is based on Model Checking (mc). This approach has the main advantage of computing the exact worst-case delays. MC approach [BBF + 10] is based on formal verification method. It develops a model based on the system properties to performs a reachability analysis. There exist different formalisms for modelling the system. For instance, timed automata [START_REF] Alur | A theory of timed automata[END_REF] describe the system behaviour with times. This model is composed of a set of finite automata with a set of clocks. The preliminary approach proposed in the context of an avionic switched Ethernet [START_REF] Charara | Methods for bounding end-to-end delays on an afdx network[END_REF] is limited to a network configuration with up to 8 flows. This limitation is due to the fact that with the increase in the size of the network, the number of scenarios to be tested becomes very large and quickly leads toward the combinatorial explosion problem. In [START_REF] Adnan | Minimizing the search space for computing exact worst-case delays of afdx periodic flows[END_REF][START_REF] Adnan | An improved timed automata approach for computing exact worstcase delays of afdx sporadic flows[END_REF], some properties are introduced to drastically reduce the number of scenarios to be analysed. The idea is to consider only the scenarios which are candidates to the worstcase. The resulting reduction allows the computation of exact worst-case delay for network configurations with up to 60 flows. However, up to now, this approach cannot cope with industrial size configurations (1000+ flows).

Simulation approach This approach simulates the system model based on system characteristics. Unlike the MC approach, which performs analysis on all possible scenarios, the simulation approach computes the end-to-end delays only on a set of scenarios. The accuracy of the results depends on the exactness of the system features captured by the considered model. This approach has been proposed for the temporal analysis of Switched Ethernet and Determinism a switched Ethernet network [CSEF06, SRF09, DH03, SF07, MFF07]. In the case of industrial network configuration, the number of scenarios to be analysed is very high. Thus a solution was proposed in [START_REF] Scharbarg | Simulation for end-to-end delays distribution on a switched ethernet[END_REF][START_REF] Scharbarg | A probabilistic analysis of end-to-end delays on an afdx avionic network[END_REF] which aims to focus on the part of the network configuration which has an influence on the distribution of the considered flow.

[GRD02] considers a switched Ethernet network with shaped traffic. [DH03] considers a similar network with time-division. The simulation approach gives a delay distribution for a given flow. The highest delay of this distribution is known as the observed worst-case delay. However, this maximum observed delay is usually smaller than the exact worst-case delay, since the worst-case scenario is often a rare event which is missed by the simulation approach.

To summarise, the exhaustive approach does not scale and the simulation approach most of the time misses the worst-case. However, the worst-case end-to-end delay of critical flows has to be upper-bounded.

Several approaches have been proposed to compute such an upper-bound, namely Trajectory approach (ta) [START_REF] Martin | Holistic and trajectory approaches for distributed non-preemptive fp/dp* scheduling[END_REF], Forward Analysis (fa) [START_REF] Benammar | Forward end-to-end delay for afdx networks[END_REF], Network Calculus (nc) [START_REF] Boudec | Network Calculus: a theory of deterministic queuing systems for the internet[END_REF] etc. These approaches compute upper-bounds of the worst-case end-to-end delays by making conservative, and thus, pessimistic hypothesis.

Trajectory approach was proposed in [START_REF] Martin | Holistic and trajectory approaches for distributed non-preemptive fp/dp* scheduling[END_REF]. TA considers the worst-case scenario that can happen to a frame along its trajectory (i.e. the sequence of nodes visited). It computes the delay upper bounds by maximizing each part of delay generated along the considered path. The principle is to concatenate all the nodes crossed by a frame in a single global node, which serves packets at the rate of the slowest node in the path. However, TA suffers an important limitation that if the global load, i.e. the sum of all the loads in the nodes from a path, is above 100% it cannot determine the upper bound of the end-to-end delay. It can therefore not be used for certification if there are some nodes with locally high loads.

The Forward Analysis was proposed in [START_REF] Benammar | Forward end-to-end delay for afdx networks[END_REF][START_REF] Kemayo | Improving afdx end-to-end delays analysis[END_REF] to overcome the drawbacks of TA while keeping tight delay bounds. In FA, all the nodes belonging to the flow path are analysed sequentially to determine the end-to-end delay. A worst-case end-to-end delay of a frame from its source node up to a given node is computed and the computation is propagated in a data-flow manner up to its destination node. Until now this approach is applicable to FIFO scheduling [START_REF] Benammar | Forward end-to-end delay for afdx networks[END_REF][START_REF] Kemayo | Improving afdx end-to-end delays analysis[END_REF] and SP/FIFO scheduling [START_REF] Benammar | Forward end-to-end delay analysis extension for fp/fifo policy in afdx networks[END_REF] based switched Ethernet network as well as to Credit Based Shaping (CBS) in Ethernet AVB network [START_REF] Benammar | Timing analysis of avb ethernet network using the forward end-to-end delay analysis[END_REF].

Network Calculus approach is based on (min, +) algebra. Its principle is to model each network element as time-cumulative curves which are then used to compute the delay incurred by a frame crossing a network element. End-to-end delay bounds are computed considering a set of local worst-case scenarios in each node.

Another approach proposed in [START_REF] He | Deterministic bound for avionics switched networks according to networking features using network calculus[END_REF] computes upper bound of end-to-end delays for switched networks based on some typical networking features. Unlike TA, FA and NC the approach in [START_REF] He | Deterministic bound for avionics switched networks according to networking features using network calculus[END_REF] does not take into account the detailed network architecture and flow paths it only considers some typically abstracted parameters like link rate, bandwidth utilisation rate, maximum flow bit rate and frame lengths. So the obtained bounds are for the whole network but not for each flow individually. Among all the approaches mentioned above, NC approach is successfully used for the certification of avionic networks. In the rest of this thesis, we will focus on this approach. Figure 1.5 summarizes the results provided by different approaches. The minimum delay can be trivially calculated by assuming that the waiting time is limited to scheduler latency and transmission time in each switch traversed along the path. The exact maximum delay is given by MC for small configuration. The observed worst-case delay obtained by the simulation approach varies with the duration of the simulation. For large configuration, it can be far from from the exact worst-case delay. The pessimistic assumption made by NC can (in some cases) lead to a significant difference between the upper bound and the exact worst-case delay. However, these bounds remain the only way to get a guarantee on the worst-case end-to-end delay in an industrial size network configuration. This is why we focus on the NC approach in this thesis. Let us now explain the operation of the NC approach in the following paragraphs. to guarantee real-time communication. [START_REF] Georges | Evaluation of switched ethernet in an industrial context by using the network calculus[END_REF] presents a shared-memory architecture in each switch of a switched Ethernet and evaluates the real-time characteristics of such a network with shaped traffic using Network Calculus and computes the delay upper bounds. [START_REF] Loeser | Low-latency hard real-time communication over switched ethernet[END_REF] uses traffic shaping techniques to implement hard real-time distributed systems on commodity switched Ethernet and shows that the delay bounds obtained from NC depend on the traffic shaping. This work is extended in [START_REF] Loeser | Using switched ethernet for hard real-time communication[END_REF] by using firmware offloading to lower the CPU utilization. [START_REF] Cholvi | On the feasible scenarios at the output of a fifo server[END_REF] focuses on the scenarios at the output port of a FIFO multiplexer. It illustrates that iteratively applying the "optimal" output bounds when flows pass through several FIFO nodes does not guarantee the overall tight bound. [START_REF] Lenzini | Delay bounds for fifo aggregates: A case study[END_REF] propose an improved service curve in NC to improve end-to-end delay bounds for FIFO aggregates. [START_REF] Frances | Using network calculus to optimize the afdx network[END_REF] propose improvements in delay bounds by considering the serialization effect. [START_REF] Fan | Guaranteed real-time communication in packet-switched networks with fcfs queuing[END_REF] propose further improvements in delay bounds of a packet-switched network by refining the NC for the source node and the switch connected to the source node. The upper bounds computation in NC is often pessimistic, thus, the computed delay represents an upper bound on the exact worst-case delay.

Minimum delay

In the following paragraphs, we give details on the computation implemented by NC approach.
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NC basic concepts

In a network with the input data flow constrained by an arrival rate r, the accumulated traffic at any instant t can be given by a positive increasing function A(t):

A(t) = t 0 r(x)dx
For such a network, NC defines an arrival curve (α(t)) which constraints the traffic from flow A such that:

A(t + s) -A(t) ≤ α(s)
which means that in an interval [t,t+s] at most α(s) bits of data can enter into the network.

A classical arrival curve is an affine function γ r,b (t), which is defined by:

γ r,b (t) =    rt + b if t > 0 0 otherwise
The arrival curve γ r,b (t) allows a flow to emit a burst of b bits at once, but not more than r bit/s in a long-term. Such an arrival curve is shown by the red colour curve in Figure 1.6.

The service provided to flow A arriving at a network element is constrained by a service curve β(t), if and only if:

A * (t) ≥ inf s≤t {A(s) + β(t -s)}
where, A * (t) is the amount of traffic leaving the network element at the output, such that A * (t) ≤ A(t).

A classical service curve is a rate-latency function β R,T (t), which is defined by

β R,T (t) = R[t -T ] +
where, [a] + means a = max{0, a}.

A network element with service constrained by β R,T (t) delays an input flow at most by T time units and then offers a service rate R. Such a service curve is illustrated by the blue colour curve in Figure 1 • the delay d(t) that the flow can experience at this network element,

• the flow α * (t) at the output of this network element.

x(t) and d(t) are bounded by the maximum vertical and horizontal distances between α and β:

x(t) = v(α, β) = sup s≥0 {α(s) -β(s)} (1.1) d(t) = h(α, β) = sup s≥0 (inf{τ ≥ 0|α(s) ≤ β(s + τ )}) (1.2)
and the output flow α * (t) is constrained by:

α * (t) = sup u≥0 {α(t + u) -β(u)} (1.3)
In a network element with service curve β R,T (t) and a flow with arrival curve γ r,b (t), 1.5 Deterministic method of worst-case delay analysis: Network Calculus approach 25 if the service rate R is more than the flow arrival rate r, then:

v(α, β) = b + rT h(α, β) = T + b R α * (t) = γ r,b+rT =    rt + (b + rT ) if t > 0 0 otherwise
These bounds are also illustrated in Figure 1.6. The output flow α * (t) serves as the arrival curve of the input flow in the following network element. Therefore, it allows calculating the end-to-end delay with very low computational complexity. 

Each flow traffic is constrained by a maximum frame length l max and a minimum inter-frame arrival time T . Thus this flow is bounded by an arrival curve:

α(t) = l max T t + l max , ∀ t > 0 (1.4)
The source end-node is the emitter of a flow bounded by α(t) which is considered as the incoming data stream in the network. A source end-node can be a source of more than one flow. The different flows go through a FIFO multiplexer before being broadcasted on the link connecting the end-node with the first switch in the network. This FIFO multiplexer transmits the flow frames at rate R. It is represented by a service curve β(t) = R[t] + . The destination end-node is simply modelled by a buffer accumulating the received flow frames, it is not considered as a part of the modelled network.

The Ethernet links interconnecting the network elements introduce negligible propagation delay (in nanoseconds) on the flows, thus, it is modelled as an idle transmission link with no temporal effect on the flows.

The switch forwards the incoming frame from any of multiple input ports to the specific output port that will then send the frame toward its intended destination at rate R. A frame experiences multiple delays in forwarding process (technological delay, policing, ...). These delays are bounded by a maximum value sl. The complete switching process from the entry till the exit of a frame at the switch is modelled by a single output port. The service provided at this output port is bounded by a service curve:

β(t) = R[t -sl] +
The worst-case delay of a flow in any output port (switch or end-node) is determined by the maximum horizontal distance h(α, β) between its arrival curve and the service curve provided by this output port. If there are more than one flow arriving at this output port, the arrival curve must represent the overall traffic of these flows. The simplest overall arrival curve α o (t) is the sum of individual arrival curves of each flow arriving at the output port.

A path of a flow is modelled as the concatenation of a source node output port and several switch output ports. The Network Calculus computation starts from the source node output port along the path until the last visited switch output port. Therefore the end-to-end delay experienced by a frame following the path is the sum of delays encountered at each crossed output port.

Let us illustrate this approach by computing the upper bound on end-to-end delay for flow v 1 in the network example shown in Figure 1.1. In the path P = {e 1 -S 1 -S 2 -e 4 }, the end-to-end delay upper bound for v 1 is given by NC as the sum of 3 delays, as

D ET E v 1 = d e 1 v 1 (t) + d S 1 v 1 (t) + d S 2 v 1 (t) = h(α e 1 v 1 , β e 1 ) + h(α S 1 o , β S 1 ) + h(α S 2 o , β S 2 )
At e 1 , the arrival curve α e 1 v 1 of v 1 constrained by maximum frame length l v 1 = 200 bytes and an inter-frame arrival time

T v 1 = 2000 µsec is α e 1 v 1 = (200 × 8) 2000 t + (200 × 8) = 0.8 t + 1600
Since the service rate at e 1 is 100 bits/µsec and there is no switching latency at end-node, we get service curve as

β e 1 = 100[t] +
Thus, the delay upper bound for v 1 at e 1 , from equation (1.2), is

d e 1 v 1 (t) = h(α e 1 v 1
, β e 1 ) = 16 µsec 1.5 Deterministic method of worst-case delay analysis: Network Calculus approach 27

At S 1 , the total traffic is due to the accumulation of v 1 and v 2 , so the overall arrival curve α S 1 o is the sum of arrival curves these two flows.

α S 1 o = α S 1 v 1 + α S 1 v 2
However, the arrival of the flow frames at a switch output port can be affected by a jitter. This jitter integration in NC approach is presented in the following paragraph.

Integration of jitter

The traffic shaping at an end-node constrains the flow frames by a minimum inter-frame arrival time T . But, as the flow propagates through the network, the minimum distance between consecutive frames of this flow can vary. This is due to the fact that each frame can experience different delays at each output port. This variation of delay is known as jitter. The maximum jitter is defined as the difference between the worst-case delay and the best-case delay (minimum possible delay) experienced by a given flow frame before its arrival at the given output port along its path in the network [START_REF] Grieu | Analyse et évaluation de techniques de commutation Ethernet pour l'interconnexion des systèmes avioniques[END_REF].

The maximum delay at an output port is the upper bound d(t) = h(α, β) computed by NC. The minimum delay at a port is observed when a given frame has no waiting delay in the buffer. Thus, it is the sum of switching delay sl and the transmission time at rate R. Therefore, the maximum jitter J experienced by a flow frame of size l max before its arrival at n th output port is:

J n = n-1 i=1      d i (t) max delay -sl + l max R min delay     
The integration of jitter in NC approach is provided in [START_REF] Grieu | Analyse et évaluation de techniques de commutation Ethernet pour l'interconnexion des systèmes avioniques[END_REF], which affects the bound on output flow. This bound on an output flow at (n -1) th output node is also shown in Figure 1.7 and is given by: α * (t) = α(t + J n ) Therefore, at S 1 the overall arrival curve is

α S 1 o = α e 1 v 1 (t + J S 1 v 1 ) + α e 2 v 2 (t + J S 1 v 2 )
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α(t) b bits (µsec) α * = α(t + J n ) b + rJ n bits (µsec) J n SW (n-1) β t t
Figure 1.7 Jitter integration in arrival curve where,

J S 1 v 1 = d e 1 v 1 -sl e 1 + l max v 1 R = 16 -(0 + 16) = 0 similarly J S 1 v 2 = 0, we get α S 1 o = α e 1 v 1 (t + 0) + α e 2 v 2 (t + 0) = 0.8 t + 1600 + 0.8 t + 1600 = 1.6 t + 3200
The service provided to these cumulative flows at S 1 is constrained by the link rate 100 bits/µsec and a switching latency (let sl = 8 µsec). So, the service curve at S 1 is

β S 1 = 100[t -8] +
Thus, the delay upper bound for v 1 at S 1 , from equation (1.2), is

d S 1 v 1 (t) = h(α S 1 o , β S 1 ) = 40 µsec
At S 2 , the total traffic is due to the accumulation of v 1 , v 2 and v 3 from two input links. However, v 1 and v 2 arrive at S 2 from the same input S 1 and thus they are serialized. The serialisation effect integration in NC approach is described in the following paragraph.

Integration of serialization

In a network element, frames arriving from different input ports are buffered in the same output port queue (FIFO). These frames are then emitted one by one on the link towards the next network element, thus, the frames are serialized. In the following output ports, 1.5 Deterministic method of worst-case delay analysis: Network Calculus approach 29 these frames remain serialized and cannot arrive at the same time. This constraint was first considered in [START_REF] Grieu | Analyse et évaluation de techniques de commutation Ethernet pour l'interconnexion des systèmes avioniques[END_REF]. The serialisation effect results in reducing the burst of a flow by limiting it to the link rate as shown in Figure 1.8.

The serialization is integrated in the NC by considering that the arrival curve from one input port has a burst tolerance of not more than the largest frame size on the link and a rate not higher than the transmission rate of the link.

If a ∧ b = min(a,b), then the arrival curve of serialized flows (with maximum frame length l max ) from an input port with link rate R is given by α s (t) = γ R,l max ∧ α o (t).

On a network element with n inputs, if each input link provides a serialized arrival curve of m flows from the output of previous network element, then, the overall arrival curve of all flows arriving at a network element is the sum of these serialized flows:

α o (t) = n i=1 α i s (t)
where,

α i s (t) = γ R,l max ∧ m j=1 γ r j ,l max j
The use of such an arrival curve makes it possible to reduce the maximum horizontal distance from the service curve of the network element, i.e. the end-to-end delay upper bound is reduced. This optimization has allowed significant gains in the upper bounding of the delays in the switched Ethernet networks and it was used in the certification of the AFDX network of the Airbus A380.

In our example, at S 2 , the frames of v 1 and v 2 are transmitted by the same input link from S 1 and they are serialized. Hence, these frames cannot arrive at the same time in the output port of S 2 . So, their cumulative arrival curve (illustrated in Figure 1.8) is given as

α S 1 s (t) = (γ R,l max S 1 ∧ (α S 2 v 1 + α S 2 v 2 )) = (γ R,l max S 1 ∧ (α S 1 v 1 (t + J S 2 v 1 ) + α S 1 v 2 (t + J S 2 v 2 ))) = (γ R,l max S 1 ∧ ((r v 1 t + b v 1 ) + (r v 2 t + b v 2 )))
Therefore, the overall arrival curve at S 2 is

α S 2 o = α S 1 s (t) + α S 2 v 3 = (γ R,l max S 1 ∧ (α S 1 v 1 (t + J S 2 v 1 ) + α S 1 v 2 (t + J S 2 v 2 ))) + α e 3 v 3 (t + J S 2 v 3 )
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slope = r v 1 + r v 2 b v 1 + b v 2 bits t max{b v 1 , b v 2 } slope = R slope = r v 1 + r v 2 b v 1 + b v 2
J S 2 v 1 = d e 1 v 1 -sl e 1 + l max v 1 R + d S 1 v 1 -sl S 1 + l max v 1 R = 0 + (40 -(8 + 16)) = 16 µsec similarly J S 2 v 2 = 16 µsec and J S 2 v 3 = 0, hence, α S 2 o = (γ R,l max S 1 ∧ (α S 1 v 1 (t + 16) + α S 1 v 2 (t + 16))) + α e 3 v 3 (t + 0) = (γ

Impact of deterministic approaches in dimensioning a network

The NC approach to upper bound the worst-case delay presented in the previous section can be easily scaled to industrial size configuration. For instance, the NC has a success story of being used as a tool for certification of AFDX network in Airbus A380 aircraft.

It was used to determine the upper bound of the transmission delays of all (1000+) flows in the AFDX network. These analytic bounds characterize the worst-case behaviour of traffic flows and allow dimensioning the network. The NC approach can also be used in the planning phase of the network to dimension the buffers of Ethernet switches, thanks to its capacity to compute the backlog bounds (it represents the upper limit on the congestion in the network).

However, a network design based on delay and backlog bounds provided by Network Calculus can have certain consequences in terms of inefficient resource utilisation. This is due to the fact that these bounds characterise the worst-case scenario in the network and such a scenario is a very rare event which is hardly observed in an actual implementation of the network. In order for the worst-case to occur, a data flow should experience maximum congestion at each node in its path. Such a situation is very unlikely to happen. This means a network designed to handle such scenarios is most of the time underutilised. Moreover, in some safety critical real-time systems, for instance in AFDX network, the segregation of data flows relies on the reservation of bandwidth at communication channels and, usually, the data transmitted over these channels is too few to completely utilise its reserved bandwidth, which means, most of the time the network is lightly loaded. It has been shown in the thesis of Henri Bauer [START_REF] Bauer | Analyse pire cas de flux hétérogènes dans un réseau embarqué avion[END_REF] that in an industrial AFDX network configuration of type A380 aircraft, the load on these channels is up to 33% and only 10% of the total number of channels have a load greater than 20% and for more than half of the channels the load is less than 5%. Thus, this network is almost always underused. Another fact is linked to the pessimism of the bounds computed by the NC approach. Since the delay bounds can be pessimistic, the actual traffic in case of worst-case scenario may never be high enough to utilise the maximum network capacity. And the switch buffer dimension based on pessimistic backlog bounds can lead to an expensive and over-dimensioned network architecture which further increase the effect of underutilisation of the network.

Solution to improve network resource utilisation: a

QoS-aware switched Ethernet

The AFDX network is underused since it serves a quantity of data flows which is less than what it was designed to serve. In safety critical real-time applications, such a situation is common as the network is designed to provide deterministic service even in worst-case scenarios which occur rarely and most of the time the network is lightly loaded.

A solution envisioned for modern aircraft network is to use the available bandwidth in AFDX network by allowing traffic from the functions which are currently served by other dedicated networks. Since the AFDX network is currently used to serve only highly critical avionic data which has very limited traffic and the network is lightly loaded, so, the manufacturers plan to increase the load by additional non-avionic flows of other criticality levels (like inter-cabin audio communication, smoke detection, parking video, best-effort . . . ). Indeed, these flows can have different jitter, latency and bandwidth constraints. Thus, the main challenge with such solution is to provide fair service to additional data of different criticality without degrading the service provided to data of the highest criticality (i.e. avionic flows). Similar situations occur in other embedded contexts. For instance, a switched Ethernet can be used as a backbone. In that case, flows from different domains are transmitted on this network, with different criticalities.

Traditional switches with FIFO scheduling do not offer any mechanism to differentiate between flows of different criticality. Consequently, the addition of new flows can have a significant impact on the delays experienced by the existing flows. Indeed with FIFO scheduling all the frames share the same queue and they are transmitted in the order of arrival, without taking into account their criticality. This phenomenon can also be shown by a simple example.

We have seen earlier (in Figure 1.4), in a switch output port controlled by a FIFO scheduler, the delay experienced by a given flow frame arriving at the output port depends upon the instantaneous traffic from other flow sharing the output port buffer. Let us again consider the scenario of case 1 in Figure 1.4 where the end-to-end delay experienced by flow v 1 is 8 µsec (transmission time at source end-node e 1 ) + 16 µsec (waiting delay caused by v 2 plus the transmission time at S 1 ) + 16 µsec (waiting delay caused by v 3 plus the transmission time at S 2 ) = 40 µsec. Let us now assume 5 additional flows v 4 . . . v 8 with a frame length of 100 bytes (transmission time = 8 µsec) each arriving at the output port of S 2 . In this case, Figure 1.9 shows a possible scenario where the frames from these additional flows can be queued in S 2 output port buffer before v 1 . So these 5 1.7 Solution to improve network resource utilisation: a QoS-aware switched Ethernet33 frames also participate to delay v 1 which increases the total delay at S 2 to 56 µsec (48 µsec waiting delay from v 3 . . . v 8 + 8 µsec transmission time) and the end-to-end delay is now increased to 80 µsec.

e 1 e 2 S 1 e 3 S 2 v 1 v 2 v 2 v 1 v 3 v 2 v 3 v 1 8 16 56 v 4 v 4 v 6 v 5 v 8 v 7 additional sources . . . v 8 Figure 1.

Effect of additional traffic in FIFO scheduling

The problem with such a mechanism is that we may not be able to control the amount of impact of additional flows. Indeed, the flows with high delay deadlines can accept a significant amount of increased delay caused by the addition of new flows but the flows with smaller deadlines can not accept such an impact. Therefore in this context, a simple FIFO scheduling based network architecture is not at all efficient and it becomes necessary to implement a Quality-of-Service (QoS) mechanism. QoS is a traffic prioritisation and/or resource reservation control mechanism that provides the ability to guarantee a certain level of performance to a data flow. Such a mechanism can reduce or, in some cases, avoid the impact of additional flows on the existing critical flows. Main candidate QoS mechanisms for real-time applications are presented in the following paragraphs.

Static priority queuing (SPQ) An SPQ scheduler differentiates flow frames based on a predefined priority. It manages two or more queues, where each queue is dedicated to a priority level as shown in Figure 1.10. These queues are served by the scheduler sequentially in the decreasing order of priority. For instance, first, the highest priority frames are served until their queue is empty, then, the next lower priority frames are served until their queue is empty and so on. During the service of the frames in a lower priority queue, if a new frame arrives in higher priority queue the scheduler first completes the ongoing service of the previously selected lower priority frame and then immediately Switched Ethernet and Determinism moves to the service of newly arrived higher priority frame. This way the SPQ scheduling limits the impact of the lower priority flows on the high priority flows. The only impact of a low priority flow on a high priority flow is the non-preemption delay, which is limited to the transmission time of the largest frame size of the low priority flow. So the maximum service is always guaranteed to high priority flows. On the other hand, SPQ scheduling is very unfair for the lower priority flows. A frame in a low priority queue should wait for service until all the higher priority flows are served which leads to large delays in low priority flows and even starvation. Hence, in order to preserve the maximum service for high priority flows the SPQ scheduler degrades the service of low priority flows.

The degradation in service of low priority flows is significant when the number of priority level increases and/or when there is a burst of frames with high priority. Indeed, it is necessary to define at least as many priority levels as there are flow types to differentiate. Increasing the number of priority levels results in a very limited service available to the lowest priority flows. In the extreme case, the lowest priority flows suffer starvation. The eventual consequence of starvation is a frame loss as it fails to be delivered in an acceptable time.

Thus, in a network where flows of different criticality are to be served and these flows can have different delay constraints, the SPQ scheduling fails to provide a reliable service to the flows assigned to low priority as they do not receive a fair share of network service.

One solution to mitigate this problem is shaping the highest priority traffic. Such a shaping mechanism has been introduced in Ethernet Ethernet Audio/Video Bridge (avb) [START_REF] Lim | Performance analysis of the ieee 802.1 ethernet audio/video bridging standard[END_REF], through Credit Based Shaper (cbs). The goal of CBS is to ensure the provision of the maximum required bandwidth for transmission of the high priority traffic over a time sequence, without a noticeable interruption of the low priority traffic that is simultaneously transmitted. In order to achieve this, the CBS assigns a credit to the high priority flows with reserved bandwidth. The working of CBS is shown in Figure 1.11.
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The initial credit is 0. As long as the credit is positive, frames in high priority queue can be transmitted. With each transmission, the credit decreases, until it eventually reaches a negative value. While the credit is in the negative range, high priority frames may no longer be transmitted. Accordingly, at this time the frames waiting in low priority queue can be processed. During the service of low priority frames and/or if there are some frames waiting in high priority queue the credit increases. As a result, the delayed high priority frames can then be transmitted back to back, following the transmission of the low priority frames. This prevents additional delays in the transmission of time-critical frames. However, this principle of CBS is non work-conserving and thus do not allow to efficiently utilise the available bandwidth. Another solution is allocating dedicated bandwidth to each flow class through a round robin mechanism, which allows a fair sharing of network resources in a controlled manner.

Round Robin (rr) A round robin scheduler differentiates flows based on predefined flow classes. It aims to provide a fair amount of service to these flows by reserving a minimum amount of bandwidth for each class. This minimum bandwidth is guaranteed regardless of the amount of traffic in the competing classes. The main motivation of a round robin service discipline is to provide adequate congestion control even in the presence of ill-behaved sources (i.e. the source nodes which does not implement traffic shaping). This is achieved by allocating bandwidth and buffer space in a manner which automatically ensures that ill-behaved sources can get no more than their fair share.

In a switch output port controlled by round robin scheduler, a separate FIFO queue Switched Ethernet and Determinism is managed per class as shown in Figure 1.12. The round robin algorithm allows every non-empty class queue to take turns in transferring frames on a shared channel in an infinitely repeated order. The round robin scheduling is work-conserving which means if one class queue is out of frames then the next class will be immediately served. Thus, the scheduling tries to prevent link resources from going unused.

The distribution of flows into classes is predefined and can depend on flow features (like delay constraints, throughput requirements and criticality etc) and/or network objectives (like bandwidth allocation, improve throughput, prioritize flows etc). So, one way to distribute these flows in classes can be based on the range of their deadlines and it is quite relevant to industrial applications. For example, the avionic flows have hard real-time constraints which are very small whereas other critical flows (like audio communication between cabin crew) can tolerate higher delays and other best-effort flows (like system surveillance and maintenance) can have flexible delay constraints. So, a possible solution is to have (n-1) classes of critical flows with a varying range of delay constraints and one class for best-effort flows.

Output link RR Multiplexer queue queue C 1 C 2 | | | | | | Classifier queue C n | | | . . . ...

Figure 1.12 A switch output port with Round Robin scheduler

A round robin scheduler provides service according to the credit allocated to each class. The definition of credit depends upon the type of round-robin algorithm. The round-robin algorithms are classified into two major categories based on their credit assignment mechanism. The first category assigns credit in terms of number of frames so that each class is allowed to transmit at most the assigned number of frames in each round. The second category assigns credit in terms of number of bits or bytes which can be transferred from each class queue in each round. The Weighted Round Robin and Deficit Round Robin scheduling are practical examples of these two categories which are gaining high interest in industrial application as they can provide fair sharing of bandwidth with O(1) complexity of implementation.
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Weighted Round Robin (wrr) A WRR scheduler allows a certain number of frame transmission per class per round robin cycle. Each class is assigned a weight that represents the number of frames that a class can transmit in each round. These classes are then served one by one in each round. Thus, each class is allowed to transmit some frames at least once in a given round.

Let us have a look at the operation of WRR scheduling on a small example of a switch output port with 2 classes C 1 and C 2 shown in Figure 1.13. Each class is assumed to have 10 frames queued in its buffer. Each frame in C 1 is of 100 bytes and that in C 2 is of 50 bytes. Let us assume a credit of 2 frames for each class. In each round, the scheduler selects each class sequentially. Each time a frame is transmitted from the selected class its credit is reduced by one frame. Initially, C 1 is selected. Since C 1 has 10 frames waiting in buffer and it has a credit of 2 frames, it is allowed to transmit first 2 frames queued in the buffer leading to a transmission of 2 × 100 = 200 bytes. Now the C 1 credit is reduced to 0, so, the remaining 8 frames should wait for the next round. Now class C 2 is selected and assigned a credit of 2 frames. The credit of C 2 is reduced to 0 with the transmission of 2 frames (total bytes transmitted = 2 × 50 = 100 bytes). The first round ends with the service of C 2 . In the next round, the same process is repeated for each class. 

Figure 1.13 WRR scheduling

Such scheduling mechanism allows a strict control over the number of frames that each flow class transmits per round and at the same time it ensures that no class is left without service. However, WRR scheduler is limited by its inability to take frame size into consideration. When there is a big difference in the size of frames in each class, one class could transmit frames of minimum length while other classes transmit frames of maximum length, thus, eventually consuming very few bandwidth than what was Switched Ethernet and Determinism allocated to it. We will illustrate this problem along with a thorough analysis of WRR scheduling in Chapter 6.

Deficit Round Robin (drr) Basically, DRR [SV96, PG93] is a variation of WRR which aims to achieve a better QoS by fair sharing of available network bandwidth among the flow classes even in the presence of flows with a large range of frame lengths. A DRR service is divided into rounds. Each active class is assigned a quantum by the DRR scheduler. The quantum assigned to a class is defined as the service (in number of bytes) that its flows should receive during each round robin service opportunity. During some service opportunity, a class may not be able to transmit a frame because doing so would cause this class to exceed its allocated quantum. So, the scheduler maintains a deficit count for each class, which is the difference between the amount of data actually transmitted in the given round and the amount that was assigned to this class. In the next round, these deficits are added to the quantum value of corresponding classes. Thus, a class that received very little service in a given round is offered an opportunity to receive more service in the next round.

Let us have a look at the operation of DRR scheduling on a small example of a switch output port, shown in Figure 1.14, serving 2 classes (C 1 and C 2 ) where 10 frames are queued in each class buffer. Each frame in C 1 is of 100 bytes and that in C 2 is of 50 bytes. Let us assume a credit of 250 bytes for each class. In each round, the scheduler selects each class sequentially. Each time a frame is transmitted from the selected class its credit is reduced by the size of this frame. Initially, C 1 is selected and assigned a credit of 250 bytes. Since C 1 has 10 frames of 100 bytes, it consumes the credit of 200 bytes in the transmission of 200 100 = 2 frames. C 1 credit is now reduced to 50 bytes. Since the next frame in C 1 queue is of 100 bytes it cannot be transmitted and the remaining credit of 50 bytes is stored as a deficit so that C 1 will be able to transmit 250+50 = 300 bytes in the next round. Next, C 2 is selected and assigned a credit of 250 bytes. Since each frame in C 2 is of 50 bytes, it consumes the credit of 250 bytes in the transmission of 250 50 = 5 frames. The first round ends with the service of C 2 . In the next round, the classes are served in a similar manner. Such scheduling mechanism allows precise control over the bandwidth available to each traffic class and makes it highly suitable to handle flows of mixed criticality with different delay constraints. 

Thesis scope and contributions

The deployment of QoS mechanism in a real-time switched Ethernet network can give a possibility to efficiently serve mixed criticality flows having different delay constraints.

In particular, in the absence of a global synchronisation clock, the DRR and WRR scheduling allow differentiating these flows into classes such that the impact of one flow class on another class is limited and a certain amount of minimum service can be assured for each class. Such a mechanism permits to increase the amount of flows that can be transmitted over the network and eventually improves the network utilisation rate. This is why a real-time switched Ethernet network with such QoS mechanism is of great interest for industrial applications. Furthermore, this solution is envisioned by the aircraft manufacturer Airbus for their modern aircraft deploying AFDX backbone. This is the reason why, in this thesis, we focus on the WCTT analysis of such a network.

In the shared network environment, the availability of network resources, such as bandwidth, to different flows plays an important role in the overall performance of the network since it could affect the delay experienced by these flows. In the above mentioned schedulers a certain amount of bandwidth can be assured on per class basis. Since different flows can have varying delay constraints we propose to distribute these flows into classes based on these constraints such that we can have (n-1) classes of critical flows with different delay constraint per class and 1 class for best-effort flows which may not have a strict constraint. Now the bandwidth allocated to each class can be optimised to satisfy their constraints. Actually, it comes down to the problem of optimal credit assignment per class, which is also addressed in this thesis.

In order to provide the deterministic guarantee in this network, a method allowing to handle shared network must be used to compute the WCTT bounds. So far the Network Calculus is the only scalable and reliable approach to compute the worst-case delay bounds in such context (with round robin schedulers). The main issue with the Network Calculus is the pessimism: the computed delay bounds are often larger than the attainable one. An important contribution of this thesis concerns the optimisation of Network Calculus approach to mitigate its pessimism.

Methodology: In this chapter, we have presented the importance of deterministic approach (Network Calculus) and the need of implementing QoS mechanism in real-time switched Ethernet network with mixed criticality flows. We have selected to study the network architecture based on DRR and WRR scheduling given their fair resource sharing capacity at low implementation cost and the interest shown by the European multinational aerospace corporation Airbus.

In the rest of the thesis, we focus on WCTT analysis in this network. For that purpose, we first illustrate the Network Calculus approach, originally presented by Marc Boyer et al in [START_REF] Boyer | Deficit round robin with network calculus[END_REF] that allows computing the delay bounds in the shared network environment. This approach is applied to DRR scheduler based switched Ethernet network.

In the next step, we show the link between the delay bounds and the credit assignment in DRR scheduler and how it can be used to optimise the resource allocation. We propose a credit assignment algorithm that allows the critical flows to receive sufficient bandwidth so that they can be served in the limit of their delay constraints and the non-critical flows receive maximum residual bandwidth which can be used to reduce their delay. We also show that the delay bound computation based on Boyer's Network Calculus approach can be pessimistic. In order to mitigate this pessimism we propose some optimisation that allows us to compute tight delay bounds.

The evaluation of our credit assignment algorithm and optimised Network Calculus approach is presented through a case study on an industrial size AFDX network configuration. Actually, we have performed different case studies: one to evaluate our proposed solutions and another to compare the performance of DRR and WRR scheduling. The results from the first case study show the significant improvements in delay bounds and overall performance of the network. The second case study reveals the advantages and limitations of each scheduling which can be used as a guideline for the QoS implementation in industrial application.

Conclusion

In this chapter, we have seen the evolution of switched Ethernet network to satisfy the needs of real-time industrial applications. The deployment of a QoS mechanism and increased traffic in this network can improve the utility of network resources while still providing deterministic service to flows having hard real-time constraints.

Providing deterministic guarantee in complex network architectures is a challenging task. This guarantee is provided in real-time switched Ethernet network by constrained data flow and by upper bounding the end-to-end delays using a deterministic computation technique. Such delay bound computation using the Network Calculus approach in a QoS enabled network architecture is presented in the next chapter.

Chapter 2 

Introduction

The aim of this chapter is to present a real-time switched Ethernet network architecture based on DRR scheduling and to illustrate the existing NC approach for WCTT analysis.

Section 2.2 shows a DRR scheduler based real-time switched Ethernet network architecture. Section 2.3 gives the detailed description of DRR scheduling principle. The WCTT analysis is presented in Section 2.4. Section 2.5 concludes the chapter.

Real-time switched Ethernet network architecture with DRR scheduling

We consider a real-time switched Ethernet network similar to the one described in the previous chapter (Section 1.3) but with the switches upgraded to support a flow differentiation mechanism. .. The flow differentiation in this example is arbitrarily assumed, such that: v 1 to v 5 are classified as C 1 , v 6 to v 13 as C 2 and the remaining flows v 14 to v 21 as C 3 . Each flow is bounded at its source end-node by a minimum inter-frame time (T i ), a maximum (l max i ) frame length and a minimum (l min i ) frame length (given in Table 2.1). So the maximum and minimum frame arriving in C x buffer is also constrained to The basic idea of DRR is to assign a quantum Q h Cx to each active class C x at a given switch output port h. A class is said to be active when it has at least one frame in its class buffer waiting to be transmitted. Q h Cx is the number of bytes and it corresponds to the minimum credit that should be assigned to C x in each scheduling round at h. In any round, the total credit of C x is the sum of its quantum Q h Cx and a deficit ∆ h Cx . The deficit ∆ h Cx in any round is the unused credit of C x from the previous round. In order to assure that all the active classes receive some service in each round the credit assigned to C x must be such that it allows transmission of at least one frame of any size in C x at h. Thus, Q h Cx cannot be less than the maximum frame size of C x flows. Therefore,

v 12 v 13 v 1 v 17 v 21 v 2 v 14 v 18 v 20 v 6 v 3 v 7 v 9 v 10 v 4 v 8 v 11 v 5 v 16 v 1 ... v 5 v 6 ... v 13 v 14 ... v 21 S 1 v 15 v 19
l max Cx = max
Q h Cx ≥ l max,h Cx (2.2)
The working principle of DRR scheduler serving n classes is shown in Algorithm 1. Initially, the deficit ∆ h C i for each class is set to 0 (lines 1-3). Then, the class queues are selected in a round robin order (lines 5-18). In each round, only active classes are served (line 6) i.e. credit is assigned only to the non-empty queues. Each active class queue receives a credit of

Q h C i + ∆ h C i in each round (line 7
). For the selected class queue, the frames are sent as long as the queue is not empty (i.e. selected class remains active) and the credit is larger than the size of the head-of-line frame (lines 8-12). If the queue becomes empty, the deficit is reset to 0 (lines 13-14), otherwise, the deficit is set to the remaining credit value (lines 15-17).

Let us illustrate the operation of DRR scheduling on the network example discussed earlier (Figure 2 Cx of 199 bytes which is larger than their biggest frame (l max Cx = 100 bytes). The service starts at instant t 1 when at least one of the classes is active. The decision about the class that will be served first depends upon the arrival instant of the frames in the corresponding class queues. Let us assume, C 2 is selected first. Initially the deficit count ∆ is zero for all classes. In first round

1 for i = 1 to n do 2 ∆ h C i ← 0 ; 3 end 4 while true do 5 for i = 1 to n do 6 if isActive(C i ) then 7 credit h C i ← Q h C i + ∆ h C i ; 8 while (isActive (C i )) and (size(headFrame(C i )) ≤ credit h C i ) do 9 send(headF rame(C i )); 10 credit h C i ← credit h C i -size(headF rame(C i )); 11 remove(headF rame(C i )); 12 end 13 if isNotActive(C i ) then 14 ∆ h C i ← 0 15 else 16 ∆ h C i ← credit h C i 17
rd 1 , C 2 receives credit C 2 = Q S 1 C 2 + ∆ S 1
C 2 = 199 + 0 = 199 bytes which allow it to serve the first two frames v 6 and v 7 of total 100 + 99 = 199 bytes. Similarly, next active class C 3 also receives credit

C 3 = Q S 1 C 3 + ∆ S 1 C 3 = 199 + 0 = 199 bytes which allow it to serve v 21 and v 14 . The next active class is C 1 . It also receives credit C 1 = Q S 1 C 1 + ∆ S 1 C 1 = 199 bytes.
Since the first two frames in C 1 are v 5 and v 4 of 100 + 100 = 200 bytes which are larger than available credit, C 1 can transmit only first frame v 5 of 100 bytes in this round. Thus, the unused credit of C 1 in rd 1 is ∆ S 1 C 1 = 99 bytes which can be assigned to it in the next round so that the total credit 

rd 1 Credit rd 2 C 3 C 1 (bytes) C 2 t 1 t 2 4 

Bandwidth sharing in DRR scheduler

Since all the active classes are served in each DRR service round, the maximum link capacity is shared among these classes over their active period. So, each class gets a fraction of the maximum available bandwidth R in the given period. As shown in Figure 2.2, the amount of data served from a class C x queue in a given round depends upon the frame sizes and available credit. Consequently, the bandwidth utilised by this class is variable in each round. However, on the long-term, the average amount of data served per round per class is equal to the quantum assigned to this class. This is possible thanks to the capacity of DRR scheduler to take into account the leftover credit (i.e. deficit) of C x in each round. This can also be observed in Figure 2.2 where C 1 is not able to consume its full credit (199 bytes) in the first round rd 1 leaving a deficit of 99 bytes which is utilised in the next round rd 2 allowing transmission of 298 bytes. So the average amount of bytes served from C 1 in 2 rounds is 100+298 2 = 199 bytes per round, which is equal to its quantum Q S 1 C 1 . Similarly, C 2 and C 3 also receive the average service equal to their respective quantum values. Therefore, the service rate received by an active class C x is defined as: Definition 1. Theoretical service rate (ρ h Cx ): The theoretical service rate is the guaranteed average service rate that a traffic class C x should get, on the long-term, even in the presence of maximum traffic from the competing classes.

At an output port serving n traffic classes, since each class can serve on average quantum amount of data, the theoretical service rate is

ρ h Cx = Q h Cx 1≤j≤n Q h C j × R (2.3)
It is worth noting that the theoretical service rate is defined on long-term. However in a given (shorter) time interval the service provided to a class might be more, less, or equal as compared to the theoretical one.

Definition 2. Actual service rate: The actual service rate is the average service rate received by a traffic class C x in a short time interval.

At an output port serving n traffic classes, since the amount of data served from each class depends upon the size of frames present in class buffer and the credit available in a given round, a class C x can receive different average service rate between two consecutive service opportunities. In other words, in an interval [t s , t e ], the average service rate of a given class C x depends on the frames which effectively cross the output port. Therefore, the actual service rate is given by:

ρ h act,Cx = N Cx n j=1 N C j × R (2.4)
where, N C i is the number of bytes served from C i queue in the interval [t s , t e ] and n is the number of classes at h. For an inactive class C j , N C j = 0.

Let us again consider the scenario discussed in Figure 2.2 to illustrate the difference between the theoretical service rate and actual service rate. Let [t s i ,Cx , t e i ,Cx ] be the interval between the i th and (i + 1) th service of C x flows, then Figure 2.3 shows the service rates for C 2 flows. In the first interval [t s 1 ,C 2 , t e 1 ,C 2 ], C 2 consumes its full credit in the transmission of 199 bytes and then waits for its next service while C 3 and C 1 transmit 199 bytes and 100 bytes respectively. This leads to the average service rate received by 

C 2 in [t s 1 ,C 2 ,

Worst-Case Traversal Time analysis

The deterministic guarantee in a network with multiplexed critical and non-critical flows can be provided by an upper bound on the end-to-end delay for each time-constrained flow in the network. This guarantee was provided by NC in the context of the network with FIFO scheduling. Likewise, the addition of new categories of traffic requires a methodology adapted to obtain similar bounds in a context of flow differentiation. The NC was extended by Boyer et al. [START_REF] Boyer | Deficit round robin with network calculus[END_REF] to compute the end-to-end delay bounds in the network with DRR schedulers. The aim of worst-case delay analysis is to upper bound the delay of a given flow. This delay corresponds to the minimum service received by this flow. In a DRR scheduler, service received by a class C x flows is affected by the latency introduced by the scheduling process. The scheduler latency is one drawback of DRR scheduler and it has been evaluated in [VS96, LMS02, KS02, BSS12]. All these papers see the residual service of a flow as a constant-rate or latency-rate (LR-) server and each paper provides its own evaluation of scheduler latency where [START_REF] Salil | On the latency bound of deficit round robin[END_REF] gives tighter bound as compared to any other evaluation. The NC model proposed by Boyer et al. considers the same scheduler latency as the one derived in [START_REF] Salil | On the latency bound of deficit round robin[END_REF].

In the following paragraphs, we present the DRR scheduler latency and then we show the NC approach for worst-case end-to-end delay analysis based on the original work from Boyer et al. [START_REF] Boyer | Deficit round robin with network calculus[END_REF] 

DRR scheduler latency

The DRR scheduler latency in [START_REF] Salil | On the latency bound of deficit round robin[END_REF] is based on the measure of the cumulative time that a flow has to wait until it begins receiving service at its guaranteed service rate and it is defined as follows.

Definition 3. Scheduler latency (Θ h

Cx ): A DRR scheduler latency is the maximum delay experienced by a traffic class C x before it is served at its theoretical service rate ρ h Cx .

According to [START_REF] Salil | On the latency bound of deficit round robin[END_REF], in DRR scheduler, a traffic class C x can experience multiple delays at the beginning of its active period, before being served at its theoretical service rate. More precisely, it can experience two delays:
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• a delay X h Cx before class C x receives service for the first time in its active period,

• a delay Y h Cx to take into account the fact that, when C x receives service for the first time, it can be a reduced service (i.e. it is served at less than its theoretical service rate).

These delays are illustrated in Figure 2.4, where:

• t i is the starting time of round i,

• First round rd 1 starts at the arrival time of a frame of the class under study (C 1 ) with no backlog for this class,

• X h
Cx is part of the first round, starting at time t 1 and ending at time t 1 ,

• Y h Cx is part of the second round, starting at time t 2 and ending at time t 2. At t 0 , 5 frames arrive: four belonging to class C 2 (from flows v 12 , v 6 , v 7 and v 8 in this order in the queue) and one belonging to class C 3 (from flow v 20 ). We assume that C 2 is served first. It receives credit C 2 = Q C 2 = 199 bytes and consumes 100 bytes in transmission of a frame from v 12 . Since the next head-of-line frame (of 100 bytes from v 6 ) is larger than remaining credit C 2 = 199 -100 = 99 bytes, it cannot be transmitted and the scheduler checks for the next active class (C 3 ). This leaves a deficit ∆ C 2 = 99 bytes. Now, C 3 receives credit C 3 = Q C 3 = 199 bytes and consumes 100 bytes in the transmission of a frame from v 20 and the credit is reduced to 99 bytes. Meanwhile, 5 new frames arrived in C 2 (from flow v 9 ) and C 3 (from flows v 21 , v 14 , v 15 and v 16 ). The next frame in C 3 (from v 21 ) is larger than current remaining credit and cannot be transmitted, thus, this leaves a deficit ∆ C 3 = 99 bytes. ). However, in the worst-case for C 1 flows, the first frame arrives in C 1 queue at the instant t 1 (beginning of active period) when it just misses its turn to receive service. So, before receiving the first service it has to wait until an instant (say t 1 ) while the other competing classes (C 2 and C 3 ) are served. This delay, t 1 -t 1 = X h C 1 , is maximized when competing classes consume their maximum credit [START_REF] Salil | On the latency bound of deficit round robin[END_REF]. The maximum credit that can be allocated to a class C x in any DRR scheduling round is Q h

X h C 1 D h i t 1 t 2 t 3 t t 1 t 2 t 2
rd 1 Credit rd 2 rd 3 C 3 C 1 (bytes) C 2 5,
x + ∆ max,h

x . It belongs to the case where C x consumed minimum amount of allocated credit in the previous round so that it gets maximum deficit for the given round, which is also the case for C 2 and C 3 in Figure 2.5.

Since C x is served as long as its remaining credit is not smaller than the size of the head-of-line frame in the C x queue, the maximum deficit from any round is smaller than the largest C x frame. Thus, we have

∆ max,h Cx = l max,h Cx -1 (2.5)
So, in a DRR scheduler serving n traffic classes at an output port h, the maximum delay experienced by C x flows before receiving the first service is:

X h Cx = n j=1,j =x Q h C j + ∆ max,h C j R (2.6)
where R is the link rate.

This maximum delay is observed for class C 1 in round rd 1 as shown in Figure 2.5. In this round, both classes C 2 and C 3 consume their maximum credit (298 bytes) in the transmission of frames from v 6 , v 7 , v 8 , v 21 , v 14 and v 15 . This introduces a delay During the first service (from t 1 to t 2 ), in the worst case, C 1 consumes minimum credit, i.e. Q C 1 -∆ max C 1 = 199 -99 = 100 bytes, which is the case when v 5 frame is served.

t 1 -t 1 = X C 1 = Q C 2 + ∆ max C 2 + Q C 3 + ∆ max
Since there is no deficit left for C 2 and C 3 in the first round, they get a credit of at most their quantum values (199 bytes) in the second round. C 2 and C 3 consume their full credit in the transmission of v 9 , v 13 , v 16 and v 17 . This leads to a scenario where C 1 , since the beginning of service at t 1 , is served at a service rate less than the theoretical service rate, i.e. from t 1 till the beginning of C 1 service in second round (at t 2 ), we have: This reduced service delays the interval, in which C 1 could be served at theoretical service rate, by Y C 1 . In the following round, C 1 will get the credit of at least Q C 1 + ∆ max C 1 bytes which permits the service of at least Q C 1 bytes. Hence, C 1 is served at its theoretical service rate starting from the service in the second round. This impact of reduced service is also shown in Figure 2.6 (left side), where Y C 1 is the interval between t 1 and an instant (say t y ). The instant t y can be obtained graphically by extending the curve of slope 33.33 bits/µsec until it touches the x-axis, so that Another way to look at this interval of reduced service (from t 1 to t 2 ), is the sum of two intervals (also shown in Figure 2.6 (right side)):

(Q C 1 -∆ max C 1 ) (Q C 1 -∆ max C 1 ) + (Q C 2 + Q C 3 ) × R < ρ C 1 54 A QoS-
Y C 1 = (t 2 -t 1 ) -(t 2 -t y ) = Q C 1 -∆ max C 1 20.08 - Q C 1 -∆ max C 1 33.33 = 39.84 -24 = 15.84 µsec bits t X C 1 Y C 1 20.08 bits/µsec Q C 1 -∆ max C 1 t t 2 t 1 t 2 t 1 t 2 t y bits X C 1 Y C 1 Q C 1 -∆ max
• interval t 1 to t 2 , where C 1 receives service at theoretical service rate.

• interval t 2 to t 2 , where C 1 receives no service. t 2 is somewhere between t 1 and t 2 , such that in interval t 1 to t 2 the ratio of the number of bytes served from C 1 and the sum of number of bytes served from all the active classes (including C 1 ) is same as the fraction of bandwidth utilized by C 1 if it were 2.4 Worst-Case Traversal Time analysis 55 served at its theoretical service rate. Hence, in interval t 1 to t 2 , we have:

N C 1 N C 1 + N C 2 + N C 3 = ρ C 1 R
where

N C 1 (= Q C 1 -∆ max C 1 )
, N C 2 and N C 3 are the number of bytes served from C 1 , C 2 and C 3 respectively.

In the interval t 2 to t 2 , no frames are served from C 1 , which corresponds to the delay Y C 1 . These intervals are illustrated in Figure 2.4, 2.6 (right side) and 2.5.

This delay Y h

Cx for a class C x in a node h is given by:

Y h Cx = (Q h Cx -∆ max,h Cx ) + n j=1,j =x Q h C j R - (Q h Cx -∆ max,h Cx ) ρ h Cx (2.7)
The first fraction computes the duration between t 1 and t 2 , while the second one corresponds to the duration between t 1 and t 2 . The delay t 2 -t 2 is the impact of the reduced service on class C x .

Finally, the DRR scheduler latency is given by:

Θ h Cx = X h Cx + Y h Cx (2.8)
In Figure 2.5, the delay experienced by C 1 in round rd 2 due to reduced service is

Y C 1 = (Q C 1 -∆ max C 1 ) + Q C 2 + Q C 3 R - (Q C 1 -∆ max C 1 ) ρ C 1 =
(100 + 199 + 199) × 8 100 -100 × 8 33.33 = 15.84 µsec So the scheduler latency experienced by C 1 flows is Θ C 1 = 47.68 + 15.84 = 63.52 µsec. In the following rounds, C 1 is served at an average service rate equal to its theoretical service rate.

Modelling real-time switched Ethernet network with DRR scheduling in Network Calculus

In NC, a flow constrained by a maximum frame length l max and a minimum inter-frame arrival time T at its source end-node is upper bounded by an arrival curve:

α(t) = l max T t + l max , ∀ t > 0
In the given network, an end-node can be a source of one or more such flows. This end-node makes no assumption on the differentiation of flow traffic and emits each flow frame through the same FIFO multiplexer over the output link providing a service rate R bits/µsec . Thus, the service provided at this end-node is represented by a service curve

β(t) = R[t] + .
The flows emitted by an end-node act as the incoming data stream in the network. The flows arriving at a switch output port h are differentiated based on their traffic classes and stored in their respective class buffers. The flow forwarding process from switch input towards output port buffer introduces a delay called switching latency which is upper bounded by a value sl. The arrival of flows in a class C x queue is constrained by an overall arrival curve which is the cumulative curve of flows in this class queue:

α h Cx (t) = i∈F h Cx α h i (t) (2.9)
where F h Cx is the set of C x flows and α h i (t) is the arrival curve of a flow v i at h. This arrival curve includes the jitter J h i experienced by this flow in the network. This jitter is explained in Section 1.5.2.

As seen earlier, a DRR scheduler shares the maximum service capacity between the traffic classes based on the quantum assigned to each class. On the long term, the service rate received by C x is lower bounded by the theoretical service rate ρ h Cx , which is a fraction of link rate R (equation (2.3)). Besides this lower service rate, a flow in C x buffer could experience a scheduling latency (Θ h Cx ) given by equation (2.8). Thus, in the complete switching process from the entry till the exit of C x frame at the switch, the service received by C x frame is lower bounded in NC by a service curve:

β h Cx = ρ h Cx [t -sl -Θ h Cx ] + (2.10)
For the example in and is given by:

β C 1 = 33.33[t -63.52 -sl] +
Since a class alternates between being served and waiting for its chance to be served, the actual service received by this class is illustrated by a staircase curve in Figure 2.7. However, the NC employs only convex service curve, which is an under-approximation of the given staircase curve and is represented by equation ( 2 

X C 1 Y C 1 C 1 active period X C 1 Θ C 1 bits t (µsec) Q 1 -∆ max 1 slope = R slope = ρ C 1 β C 1 Y C 1 Figure 2.7 Worst-case service for C 1 in DRR scheduler
The worst-case delay of C x flows is determined by the maximum horizontal distance h(α Cx , β Cx ) between its overall arrival curve and the service curve provided to these flows. This difference is given by:

D h i = sup s≥0 (inf{τ ≥ 0|α h Cx (s) ≤ β h Cx (s + τ )}) (2.11)
The worst-case end-to-end delay in the network is the sum of worst-case delays experienced by the given flow v i at each output port h that it traverses in the given path P i . So, we have:

D E2E i = h∈P i D h i (2.12)
A detailed illustration of end-to-end delay computation using the NC approach is presented with the help of a switched Ethernet network example in the next chapter (Section 3.3).

Conclusion

DRR scheduling is a QoS mechanism that can help to simplify network design by providing network sharing especially when different classes of flows need to be served. It provides guarantee on a share of bandwidth allocated to each class of flows, independently of the traffic in the other classes. But it adds an undeniable scheduler latency which is an important concern for the flows with strict timing constraints.

In this chapter, we have studied a QoS architecture in a switched Ethernet network based on DRR service discipline. The end-to-end delays experienced by flows in each traffic class are upper bounded by NC approach. In the next chapter, we will see that these delays are affected by the quantum assigned to each class. Thus, the choice of this quantum is crucial to guarantee the delay constraints in critical flow classes. We will propose an algorithm for the choice of quantum and show that it can improve overall performance of the network.

Chapter 3

Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network 

Introduction

In the previous chapter, we have seen that the DRR scheduling allows guarantee on a long-term bandwidth available to flow classes sharing the network. In a network serving mixed-criticality flows, such a mechanism can be utilised, first, to better use the bandwidth for critical flows assigned to classes with very different timing constraints, second, to allow the transmission of less/non critical flows.

The guarantee on worst-case delays in this network can be provided by Boyer's NC approach by upper bounding the end-to-end delays. This approach was also illustrated in the previous chapter (Section 2.4). We call this approach the "classical NC approach".
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The main goal of this chapter is thus to propose a quantum assignment algorithm that guarantees a delay upper limit to the critical flows having strict delay constraints and also allows to improve the service provided to non-critical flows. We will see that the classical NC approach computes the delay bounds for each class independently and also that the computation for a given class only depends on the quantum assigned to the class and the sum of all the quanta. This property will limit the complexity of the quantum assignment algorithm.

In Section 3.2 we present network architecture and the assumptions specific to this chapter. In Section 3.3 we illustrate the delay computation using classical NC approach. In Section 3.4 we propose our quantum assignment algorithm. Section 3.5 concludes the chapter.

Assumptions

The network model considered in this chapter is the same as the one given in the previous chapter but with some additional assumptions. We consider a network shared by flows of different level of criticality (safety-critical, less-critical, best-effort) with different delay constraints. As discussed earlier in Section 1.8, one way to distribute these flows in classes can be based on the range of their deadlines. So, we assume (n-1) classes of critical flows with different delay constraint per class and 1 class for non-critical flows which do not have the strict delay constraint. The distribution of flows in n -1 critical classes is in increasing order of deadlines where C 1 flows have the smallest deadline. A sum of quanta Q is assigned to each switch output port. Since there are n traffic classes, these quanta are distributed among each class such that:

Q = 1≤j≤n Q C j (3.1)
We assume that the sum of quanta as well as the distribution between classes is the same for all the switch output ports. Therefore, the symbol h (that represents a switch output port) can be omitted.

Delay computation by classical NC approach

As shown in Section 2.4, the worst-case delay of class C x flows in a given network element, computed by classical NC approach, is determined by the maximum horizontal distance h(α Cx , β Cx ) between its overall arrival curve and the service curve. The arrival curve α Cx represents the cumulative traffic of flows of C x arriving at the given network element and the service curve β Cx represents the lower bound on the service provided to C x . Thus for a given amount of traffic from C x flows the delay computation is affected by the service available to these flows.

In the following paragraphs, we illustrate how the choice of quantum affects the service available to a class and thus its delay.

Let us consider the network example shown in Figure 3.2 with the flow and class configuration given by Table 3.1. The flows are divided into two critical classes (C 1 and C 2 ) and one non-critical class (C 3 ), where critical classes have a strict delay constraint. The maximum service rate at each output port is R = 100 bits/µsec and switching latency is assumed to be null. In this example, we focus only on end-to-end delay computation of flow v 2 of class C 1 in its path e 2 -S 1 -S 2 -e 7 .

.. 

v 12 v 13 v 1 v 17 v 21 v 2 v 14 v 18 v 20 v 6 v 3 v 7 v 9 v 10 v 4 v 8 v 11 v 5 v 16 v 1 ... v
v 1 -v 5 250 Critical (C1) v 6 -v 13 500 Critical (C2) v 14 -v 21 - Non-Critical (C3)
Let us analyse the following three cases:

case 1:
The sum of quanta Q of 655 bytes is distributed among each class such that

Q C 1 = 268, Q C 2 = 103 and Q C 3 = 284 bytes.
At end-node e 2 , since there is no flow differentiation mechanism the overall arrival curve α e 2 o is the sum of arrival curves of all the flows sharing the output port and the service curve for any flow emitted by this end-node is β e 2 = R[t] + = 100[t] + . These curves are shown in Figure 3.3 (left). Thus, the worst-case delay for v 2 is

D e 2 v 2 = h(α e 2 o , β e 2 )
where,

α e 2 o = α e 2 v 2 + α e 2 v 14 = l max v 2 T v 2 t + l max v 2 + l max v 14 T v 14 t + l max v 14 = 100 × 8 64000 t + (100 × 8) + 99 × 8 64000 t + (99 × 8) = 0.024 t + 1592
so, we get D e 2 v 2 = 15.92 µsec. At switch S 1 and S 2 , the flow v 2 is classified as C 1 by the DRR scheduler. Since the service provided at a switch output port is shared by flows of each class in each DRR scheduling round, these flows alternate between being served and waiting for their turn to be served. So, the long-term service rate (from equation (2.3)) received by C 1 flows at 3.3 Delay computation by classical NC approach 63 each switch output port is at least

ρ C 1 = Q C 1 Q C 1 + Q C 2 + Q C 3 × R = 268 268 + 103 + 284
× 100 = 40.91 bits/µsec and the scheduler latency (from equation (2.8)) is

Θ C 1 = X C 1 + Y C 1
where, 

X C 1 = Q C 2 + ∆ max C 2 + Q C 3 + ∆ max
Y C 1 = (Q C 1 -∆ max C 1 ) + Q C 2 + Q C 3 R - (Q C 1 -∆ max C 1 ) ρ C 1 = ( 169 
β C 1 = ρ C 1 [t -Θ C 1 ] + = 40.91 × [t -58.24] +
The delay experienced by C 1 flows constrained by an overall arrival curve α C 1 (t) in a switch output port offering a service curve β C 1 (t) is bounded by the maximum horizontal difference (from equation (2.11)) between these curves. Since we have assumed same Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network scheduler configuration at each switch output port, the service curve β C 1 (t) is also same on these ports whereas the overall arrival curve (from equation (2.9)) depends upon the flows sharing the C 1 buffer at each output port. For instance, there is only one flow v 2 from class C 1 at S 1 so the overall arrival curve is equal to the arrival curve of v 2

α S 1 C 1 = α S 1 v 2 = l max v 2 T v 2 (t + J S 1 v 2 ) + l max v 2
= 0.0125 (t + 7.92) + 800 and the overall arrival curve at S 2 is the cumulative curve of v 1 , v 2 , v 3 , v 4 , and v 5 which is given as

α S 2 C 1 = 5 i=1 α S 2 v i = 5 i=1 l max v i T v i (t + J S 2 v i ) + l max v i = 0.056 t + 3986.07
Thus, the worst-case delays for v 2 in these output ports are Based on the NC approach, the worst-case end-to-end delay for a flow is the sum of worst-case delays at each output port in the path followed by this flows. So, the end-to-end delay for v 2 is D E2E v 2 = 15.92 + 77.79 + 155.65 = 249.36 µsec.

D S 1 v 2 = h(α S 1 C 1 , β C 1 ) = 77.79 µsec (Figure 3.3 (center)) and D S 2 v 2 = h(α S 2 C 1 , β C 1 ) = 155.65 µsec (Figure 3.3 (right)). bits t α S1 C1 = α S1 v2 s l o p e = ρ C 1 Θ C 1 β C 1 D S 1 v 2 bits t α e2 v2 + α e2 v14 s l o p e = R β e 2 D e 2 v 2 bits t α S2 C1 = 5 i= 1 α S2 vi s l o p e = ρ C 1 Θ C 1 β C 1 D S 2 v 2

Delay computation by classical NC approach

case 2:

The same sum of quanta Q = 655 bytes is distributed among each class as

Q C 1 = 169, Q C 2 = 202 and Q C 3 = 284.
At e 2 , since the delay computation does not depend upon the quantum, we have D e 2 v 2 = 15.92 µsec.

At the switches S 1 and S 2 , since the arrival curve computation does not depend upon quantum value it is not affected, the only affect can be due to the change in jitter. In the computation of the service curve, the given distribution of quanta leads to a long-term service rate and a scheduler latency for C 1 flows as: In this case, since the service rate is reduced and the scheduler latency is increased for C 1 flows as compared to the previous one, the delay at each switch output port is, not surprisingly, increased to D S 1 v 2 = 108.51 µsec and D S 2 v 2 = 232 µsec. Therefore, the end-to-end delay for v 2 is D E2E v 2 = 356.43 µsec.

ρ C 1 = Q C 1 Q C 1 + Q C 2 + Q C 3 × R = 169 169 + 202 + 284 × 100 = 25.8 bits/µsec Θ C 1 = X C 1 + Y C 1 = Q C 2 + ∆ max C 2 + Q C 3 + ∆ max C 3 R + (Q C 1 -∆ max C 1 ) + Q C 2 + Q C 3 R - (Q C 1 -∆ max C 1 ) ρ C 1 = ( 202 

case 3:

The sum of quanta is increased to Q = 1310 bytes but its distribution among each class is proportional to the one in first case, i.e.

Q C 1 = 268×2 = 536, Q C 2 = 103×2 = 206 and Q C 3 = 284×2 = 568 bytes.
Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network So, the service curve for C 1 flows at each switch output port is In this case, the service rate for C 1 flows is the same as the one in the first case but the scheduler latency is increased. So the delay at each switch output port is also increased to D S 1 v 2 = 108.75 µsec and D S 2 v 2 = 186.63 µsec. Therefore, the end-to-end delay

ρ C 1 = Q C 1 Q C 1 + Q C 2 + Q C 3 × R = 536
for v 2 is D E2E v 2 = 311.3 µsec.
These three cases are summarised in Table 3.2. They illustrate that the sum of quanta distributed among the classes and the quantum assigned to an individual class has a direct effect on the service received by this class and eventually on the delay experienced by this class flows. In the following paragraphs, we derive some properties to show the relationship between the quantum assignment and the worst-case delay bounds and then we propose quantum assignment algorithm. 

Quantum assignment

In a network serving flows having different delay constraints, the service provided to these flows must allow to deliver them to their destination end-node within their deadlines. Such service is assured when the delay upper bounds of these flows are less than their deadlines.

We have seen through an example in the previous section that the delay bound of a flow is affected by the quantum value. In the first case of the example, the distribution of Q = 655 among the classes led to an end-to-end delay bound D E2E v 2 = 249.36 µsec, for a critical flow v 2 , which is less than its deadline of 250 µsec. Whereas in the second case, where we distributed the same sum of quanta in another proportion, the end-to-end delay bound for v 2 is increased to a value (356.43 µsec) which is higher than its deadline. Furthermore, in the third case, where we distributed another value of Q = 1310 such that the portion (in %) of Q available to each class is same as the one in the first case, the end-to-end delay bound (311.3 µsec) is again higher than the v 2 deadline. The sum Q of quanta can be considered either valid or invalid based on the possibility to distribute it among the classes such that it assures the delay constraints for the flows of these classes. Besides, the distribution of quanta is also constrained by the fact that each class should receive a quantum that allows transmission of a frame of any size in the class buffer. Therefore, we define a valid value of Q as follows. Definition 4. A sum of quanta (Q) is valid if there exists at least a distribution such that each class C x gets a quantum greater than or equal to its largest frame size (l max Cx ), i.e. the quantum assigned to C x satisfies equation (2.2), and the maximum end-to-end delay for each flow is within its delay constraint.

Based on definition 4, there can be multiple values of Q which are valid for a given network configuration. For each valid Q there exist one or more distributions that result in the end-to-end delay bounds which are less than the flow deadlines.

Since we have considered a network architecture with (n-1) classes of critical flows having different deadlines and 1 class for non-critical flows having no delay constraints, we define an optimal value of Q and its distribution as a valid one which corresponds to the scenario where the delay in non-critical flows is minimum. Indeed, for a given value of Q, when the quantum share for a class is reduced it leads to a lower bandwidth for this class (see equation (2.3)) and leaves a higher residual bandwidth for other classes which can result in reducing their delays. Therefore, we define an optimal Q as follows.

Definition 5. A value of Q is optimal if it leads to a distribution that:
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• guarantees that the critical flows respect their delay constraints, i.e. satisfy Definition 4, and

• maximise the bandwidth available to non-critical flows.

It should be noted that the optimality of the solution depends on the WCTT analysis. In our case, this analysis is based on the classical NC approach, which is pessimistic. Due to this pessimism, a valid distribution might be far from an optimal one. In that case the value of Q is not optimal. In the rest of this thesis, the optimal Q means with respect to the WCTT analysis based on the classical NC approach.

We will see in the next section that this optimal Q corresponds to the lowest valid Q. In order to find the optimal Q, we propose an algorithm in Section 3.4.2. This algorithm proceeds in multiple iterations. In each iteration, for a given value of Q, we find a minimum quantum (that leads to an end-to-end delay bound which is less than but close to the specified deadline) for each critical class so that a maximum residual quantum is available to the non-critical class. The algorithm works only when it is possible to compute the delay for each class independently. We will show in the following paragraphs that by using the classical NC approach it is possible to compute the maximum delay for the flows in each class independently. For this purpose, we establish some properties of the classical NC approach. These properties state that, first, the delay computation for a given class is not affected by a change in quantum distribution among concurrent classes and, second, that the optimal quanta correspond to the lowest value of valid quanta.

Properties of classical NC approach

In this section, we present the properties that serve as the basis for our quantum assignment algorithm in Section 3.4.2.

First, we show that, for a class C x , the worst-case end-to-end delay computed by the classical NC approach depends upon the quantum Q Cx assigned to C x and the sum of quanta Q but not on the distribution of Q -Q Cx among other classes.

Property 1. Given a Q Cx and a Q, the worst-case delay for C x computed by the classical NC approach is the same for any quantum distribution among competing classes C j (j = x).

Proof. The quanta impact the service curve for class C x in each switch output port, but not the arrival curve. So, we will prove that this service curve depends on Q Cx and Q, but not on quantum distribution.

The service curve for class C x is defined as:

β Cx = ρ Cx [t -sl -Θ Cx ] +
where sl is constant. So, β Cx depends on the bandwidth ρ Cx and the scheduler latency Θ Cx .

The bandwidth ρ Cx allocated to C x is the fraction of link bandwidth R, which is defined as

ρ Cx = Q Cx Q × R
Thus ρ Cx only depends on Q Cx and Q.

The scheduler latency Θ Cx experienced by C x flows is the sum of two delays X Cx and Y Cx , which are defined as,

X Cx = 1 R     1≤j≤n j =x (Q C j + ∆ max C j )     Y Cx = 1 R     Q Cx -∆ max Cx + 1≤j≤n j =x Q C j - Q Cx -∆ max Cx Q Cx Q    
Thus, Θ Cx can be written as

Θ Cx = X Cx + Y Cx or 1 R     2 × 1≤j≤n j =x Q C j + 1≤j≤n j =x ∆ max C j + (Q Cx -∆ max Cx ) 1 - Q Q Cx     or 1 R     2 × 1≤j≤n j =x Q C j + 1≤j≤n j =x ∆ max C j + (Q Cx -∆ max Cx ) Q Cx -Q Q Cx     or 1 R     2 × (Q -Q Cx ) + 1≤j≤n j =x ∆ max C j -(Q Cx -∆ max Cx ) Q -Q Cx Q Cx     Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network     since 1≤j≤n j =x Q C j = Q -Q Cx     or 1 R     (Q -Q Cx ) + 1≤j≤n j =x ∆ max C j + ∆ max Cx Q -Q Cx Q Cx    
Therefore, we can conclude that, Θ Cx depends on

• the link rate R and the maximum deficit ∆ max

C i (= l max C i -1)
for each class, which is constant,

• the quantum Q Cx assigned to class C x under study,

• the value (Q-Q Cx ) assigned to competing classes C j (j = x), but not the individual Q C j values.
Based on Property 1 it is possible to compute the delay for a given class C x independently and this delay remains the same for any value of quantum assigned to concurrent classes C j (j = x) as long as the sum of quanta Q remains unchanged. Such property allows to compute, independently, the quantum required by each critical class to satisfy its delay constraint. Therefore, the quantum assignment to n -1 critical classes can be done in the following manner.

• the value of Q to be distributed among classes is fixed,

• we calculate the minimum portion of Q which should be assigned to C 1 , i.e. Q C 1 , such that all the flows in C 1 respect their deadlines,

• we do the same for C 2 . . . C n-1 . Now, we show that the minimum quantum Q Cx required to satisfy the delay constraint of C x is not the same for different values of Q. For that purpose, let us come back to our network example shown in Figure 3.2 and consider the following scenarios: case 1 : If Q = 600 bytes, on computing the delay bound with NC approach we observe that the minimum quantum required by C 1 to respect its delay constraint is 240 bytes (40% of Q) and that for C 2 is 92 bytes (15.33 % of Q). So, the residual quantum for C 3 is 268 bytes (which is 44.67% of Q). However, this distribution does not satisfy all the condition of Definition 4 since the quantum assigned to C 2 is less than l max C 2 = 100 bytes and, thus, is not a valid. case 2 : Now, let us assume a higher value of Q = 670 bytes. In this case, the minimum quantum required by C 1 is 276 bytes (41.19% of Q) and that for C 2 is 106 bytes (15.82% of Q). So, the residual quantum for C 3 is 288 bytes (42.99% of Q). The percentage share of quanta required by critical classes C 1 and C 2 is clearly changed as compared to the previous case but it was not a valid case. In the next case, let us try a value of Q somewhere between that in case 1 and case 2.

case 3 : Let Q = 655 bytes. In this case, the minimum quantum required by C 1 is 268 bytes (40.92% of Q) and that for C 2 is 103 bytes (15.72% of Q), which gives the residual quantum for C 3 as 284 bytes (43.35% of Q).

On comparing the two valid cases (2 and 3), it is clear that the minimum portion of Q required by critical classes to respect their deadlines is not the same for different value of Q.

Next, we identify the value of Q that leads to maximum bandwidth share for flows in non-critical class (C n ). Since the quantum share required by critical classes is not the same for all values of Q, we want to get the valid Q that maximises the percentage of Q which is not assigned to critical classes.

In the next property, we establish that the best Q value is the smallest valid one.

Property 2. When each critical class is assigned the minimum quantum which guarantees that no deadline is missed (based on the delay bounds obtained from the classical NC approach), a smaller valid value of Q never leads to a smaller percentage of Q assigned to the non-critical class C n .

Proof. Since, we have

Q Cn = Q - 1≤j<n Q C j , the percentage of Q assigned to C n can be given by   1 - 1≤j<n Q j Q   × 100% Let's consider two valid Q values: Q and Q , where Q = σ × Q with σ > 1.
For the Property 2 to be true, the percentage of Q assigned to C n cannot be smaller than the percentage of Q assigned to C n , i.e.
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This inequality is true when

Q C j Q ≤ Q C j σ × Q for 1 ≤ j < n (3.2)
Let's consider one class C x (1 ≤ x < n). When the sum of quanta is Q , the class C x should get a quantum Q Cx , which is the minimum quantum it needs to meet all its deadlines. And when the sum of quanta is Q = σ × Q , in this case the minimum quantum required by C x must be

Q Cx ≥ σ × Q Cx (3.3)
By the NC approach, the worst-case delay of a C x flows is the maximum horizontal distance between overall arrival curve (α Cx ) of C x flows and the residual service curve (β Cx ) offered to these flows. We already know that the arrival curve does not depend on quantum. For a given value of quanta Q , the distance between α Cx and β Cx clearly decreases when

Q Cx increases (since, ρ Cx = Q Cx 1≤j≤n Q C j × R). Thus, the equation (3.3) is true if moving from a quantum of Q Cx out of Q to a quantum of σ × Q Cx out of σ × Q does not lead to a higher service curve for C x .
The service curve (β Cx ) of C x depends upon the fraction ρ Cx of bandwidth allocated to C x and the scheduler latency Θ Cx .

For the given two valid quantum values Q and Q , the fraction of bandwidth allocated to C x are

ρ Cx = Q Cx Q × R and ρ Cx = Q Cx Q = σ × Q Cx σ × Q × R hence ρ x = ρ x .
In the proof of Property 1 we have seen that

Θ Cx = 1 R     (Q -Q Cx ) + 1≤j≤n j =x ∆ max C j + ∆ max Cx Q -Q Cx Q Cx     3.4 Quantum assignment 73 For Q = σ × Q and Q Cx = σ × Q Cx , we have Θ Cx = 1 R     (σ × Q -σ × Q Cx ) + 1≤j≤n j =x ∆ max C j + ∆ max Cx σ × Q -σ × Q Cx σ × Q Cx     = 1 R     σ(Q -Q Cx ) + 1≤j≤n j =x ∆ max C j + ∆ max Cx Q -Q Cx Q Cx     hence, for σ > 1, we have Θ Cx > Θ Cx .
Thus the service curve for C x when considering Q and Q Cx is under the service curve for C x when considering Q Cx and Q . Therefore, the eqiation (3.3) is true. This phenomenon is illustrated in Figure 3.4. When σ increases, the service curve is shifted to the right, leading to a higher horizontal distance with traffic curve and, consequently, a higher worst-case delay. Based on the Property 1 and 2, we propose an algorithm to find the optimal value of Q in the following paragraphs.

Optimal Quantum assignment algorithm

The basic idea of Algorithm 2 is to find an optimal Q by a validation and improvement technique. It starts with an initial value of Q. This Q is declared valid if it satisfies Definition 4, i.e. a successful distribution of Q among critical classes is found so that the end-to-end delay bound of each critical flow is less than its deadline and the portion of Q available to each class is greater than or equal to its maximum frame size. Such distribution of Q is found with the help of classical NC approach, thanks to Property 1. Then, the valid Q is considered either improvable or optimal. A valid Q is optimal when it leads to maximum residual bandwidth for non-critical class (Definition 5) and since the residual bandwidth for a non-critical class is higher at a lower value of Q (Property 2), an optimal Q is the smallest valid Q. When the value of Q is improvable, the process is repeated with a new (improved) value of Q. Whereas when the Q is not valid, an attempt is made to find a valid Q.

Let us have a look at the steps followed in Algorithm 2.

The process starts with an initial value Q = ValInit (line 1) for which we compute the minimum portion Q C i of Q required by flows in each critical class C i to respect their deadlines (line 9). The process stops as soon as the unused portion (QResid) of Q is less than the required value Q C i (line 10-11) or all the critical classes have been treated (line 8). In the former case, no valid solution can be found (line 11, 19-20, 34-35). In the latter case, the non-critical class gets the residual quantum QResid (line 22) and a solution has been obtained. This solution might be either not valid (line 25) if equation 2.2 is not respected (at least one class has a quantum which is smaller than its maximum frame size) or improvable (line 25) if the quantum of every class exceeds its maximum frame size by a factor greater than a configured (small) value : we tolerate an difference since it might be tricky to reach a valid solution where at least one class has its maximum frame size as quantum. In both cases (not valid or improvable solution), the algorithm adapts the sum of quanta Q (lines 25-26) as: increase Q if the solution is not valid, reduce Q if the solution is improvable. As soon as a non-improvable valid solution is found (line 27-28), the algorithm stops.

The function QuantumMin(i,Q) (line 9) implements a binary search. It utilises the classical NC approach to compute the smallest Q C i which corresponds to no-deadline-miss condition for C i .

Let us illustrate the operation of Algorithm 2 by computing the optimal Q and its distribution for the network example given in Figure 3. 3.3). The maximum service rate at each output port is R = 100 bits/µsec. Initially, we assume Q = ValInit = 646 bytes. So, QResid = 646 bytes (line 5), Valid = true (line 6) and min = 646 (line 7). First critical class is C 1 . Based on the given value of Q, the function QuantumMin(C 1 ,Q) computes the minimum quantum required by C 1 so that the end-to-end delay upper bound of all the flows (v 1 -v 5 ) in C 1 is less than their deadline (250 µsec). This process is shown in Table 3.3. Since the end-to-end delay for each flow in C 1 can be different we focus only on the highest of these delays, i.e. in Table 3.3 we have max

D E2E C 1 = max 1≤i≤5 {D E2E v i }. In each step, the selection of Q C 1 value is based on a binary search so that Q C 1 = upperValue+lowerValue 2
where upperValue and lowerValue depends upon the given condition (increase Q C 1 or decrease Q C 1 ). Initially, we have upperValue = lowerValue = Q = 646 bytes. So, in the first step maximum quantum Q 1 = 646 bytes is assigned to C 1 . In this case, we get max D E2E C 1 = 95.53 µsec. Since this computed delay is less than the deadline (250 µsec), Q 1 can be reduced. It will increase the worst-case delay for C 1 flows.

In order to reduce Q C 1 , the upperValue remains same as previous one (646 bytes) but the lowerValue should be reduced. Since the worst-case delay computation in NC is based on the convergence of overall arrival curve and the service curve, the service rate ρ C 1 must be more than the long-term arrival rate r

C 1 = v i ∈C 1 l max v i Tv i
of the cumulative flows in C 1 at each switch output port. In the given network we have r C 1 = 0.056 bits/µsec which is observed at switch S 2 . So, for ρ C 1 to be greater than 0.056, Q C 1 cannot be less than 7 bytes (from equation 2.3). Thus, we have lowerValue = 7 bytes. So, the next value obtained by binary search is Q 1 = 646+7 2 ≈ 326 bytes. In this case, the maximum end-to-end delay for C 1 flows is 209.17 µsec . Since the computed delay is still less than the delay constraint on C 1 , Q 1 can be further decreased. This process is repeated until the computed delay is increased to a value which is near (but smaller) to the C 1 delay constraint (250 µsec). It can be observed from Table 3.3 that maximum delay bound in C 1 is increased to 249.49 µsec when Q C 1 is 263 bytes. So, the value returned by

QuantumMin(C 1 ,Q) is Q 1 = 263 bytes.
Since Q C 1 is less than QResid (646 bytes), it can be reserved for C 1 , so the residual quantum for other classes is QResid = 646 -263 = 383 bytes (line 13). In the algorithm, min is the smallest factor which is obtained from the ratio of the quantum assigned to a class and its maximum frame length. This factor will be used to improve the value of Q (line 26). From class C 1 , we get min = 263 100 = 2.63 (line 14-16). Next, critical class is C 2 . The above mentioned steps are repeated for C 2 so that the Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network size. The quantum for a class has to be greater than or equal to the size of the largest frame in the class (equation 2.2). Hence, we can reduce Q until a valid distribution where at least one class receives quantum equal to its largest frame size is achieved. Such value of Q cannot be reduced further and hence corresponds to optimal Q. Indeed, the factor min represents the convergence towards the non improvable value of Q. If min < 1, then Q is lower than the optimal value and if min > 1, then Q is higher than the optimal value. For Q = 646 bytes, since min > 1, Q can be reduced to a value Q = Q min = 646 1.01 ≈ 640 bytes (line 26).

The distribution of this new Q = 640 bytes among each class is done by repeating the whole process. The corresponding value of quantum distribution is also given in Table 3.3. The algorithm stops at Q = 640 with distribution Q C 1 = 260, Q C 2 = 100 and Q C 3 = 280 bytes. At this point, the factor min is reduced to 1 and the optimal solution is achieved. It can also be observed from Table 3.3 that the residual bandwidth for C 3 is higher than the previous case and the end-to-end delay bound is reduced.

Conclusion

In this chapter we have seen the importance of quantum assignment in DRR scheduler and how it can be optimised to efficiently utilise the capacity of DRR to offer guaranteed long-term bandwidth to flow classes. We have presented an algorithm to find the optimal quantum distribution which ensures that no critical class deadline will be missed and that the residual bandwidth for the non-critical class is maximum. We have illustrated, with the help of a small example, that the given approach leads to smaller worst-case delays for non-critical flows. In Chapter 5, the performance of our algorithm is evaluated through an industrial case study.

The classical NC approach used in this chapter allows the computation of worst-case delays independently for each traffic class. This is possible since this approach does not take into account the traffic from individual classes. It assumes maximum traffic which is limited by the quantum assigned to these classes in each service round. In the next chapter, we show that such an assumption can be too pessimistic and we propose an optimised NC approach to mitigate this pessimism.
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Introduction

In this chapter, we will see that the delay computation based on classical NC approach can be pessimistic. There are two main sources of this pessimism (1) The network service modelled by the service curve does not take into account the effective traffic in the network. (2) The flow model does not take into account the temporal separation of flows at their source. The main objective of this chapter is to show how the delay computation in classical NC approach can be pessimistic and to propose an optimised NC approach to compute tight delay bounds.

The organisation of this chapter is as follows. We briefly recall the classical NC approach in Section 4.2 and show the sources of pessimism in this approach. In Section 4.3 we propose an optimized NC approach for DRR scheduler based real-time switched Ethernet networks. In section 4.4 we integrate the scheduling of flows at their end-nodes in the NC flow model. In Section 4.5 we compare the delay computed by classical NC approach and optimised NC approach. Section 4.6 concludes the chapter.

Classical NC approach

The NC approach used until now in this thesis, which was described in section 2.4, was proposed by Boyer et al. in [START_REF] Boyer | Deficit round robin with network calculus[END_REF]. It allows the computation of worst-case delay bounds for each traffic class independently. This is possible because it does not take into account the traffic of individual classes, only the knowledge of the sum of quantum is needed. Such computation may involve significant pessimism, depending on the actual traffic in each class. In the following paragraphs, we briefly recall this approach and then we show how the computation can be pessimistic.

Modelling switched Ethernet network with DRR schedulers in classical NC approach

The classical NC approach models the flows at source end-node by an arrival curve which represents an over-estimation of the traffic of this flow at any instant t as:

α(t) = l max T t + l max , ∀ t > 0
where the l max is maximum frame length and T is the minimum inter-frame arrival time.

The flows arriving at a switch output port h controlled by a DRR scheduler are differentiated based on predefined classes. All the flow frames of a class C x are stored in the same FIFO queue. Thus, the overall arrival curve used to constrain the traffic of C x flows is the cumulative curve obtained by the sum of arrival curves of all the flows of C x at h:

α h Cx = i∈F h Cx α h i (t) (4.1)
where F h Cx is the set of C x flows at output port h.

Since a flow frame can be delayed by other frames between its source node e x and a switch port h, a jitter J h has to be introduced. It is the difference between the worst-case delay and the best-case delay for a frame of this flow from its source node to h. The integration of this jitter in the arrival curve is explained in section 1.5.2.

The service provided to C x flows at an output port h with link rate R is modelled by a service curve as:

β h Cx (t) = ρ h Cx [t -sl -Θ h Cx ] + (4.2)
where, sl is the switching latency and [a] + = max{0, a}.

This service is minimised by considering maximum interference from competing classes that leads to the maximum scheduler latency Θ h Cx at beginning of C x service and the minimum service rate ρ h Cx (theoretical service rate) for the rest of the active period of C x . Since, in DRR scheduler, the bandwidth R is shared by all the classes at the given output port, each class C x receives a fraction ρ h Cx of R. This fraction is based on its assigned quantum Q h Cx :

ρ h Cx = Q h Cx 1≤j≤n Q C j × R (4.3)
where, n is the number of classes at h.

The maximum scheduler latency for C

x is when it is delayed (by a value X Cx ) by all the competing classes at h before being served for the first time and this first service is a reduced service (i.e. less than theoretical service rate). The scheduler latency is given by,

Θ h Cx = X h Cx + Y h Cx (4.4)
where,

X h Cx = n j=1,j =x (Q h C j + ∆ h C j )

R
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Y h Cx = (Q h Cx -∆ max,h Cx ) + n j=1,j =x Q h C j R - (Q h Cx -∆ max,h Cx ) ρ h Cx where, ∆ max,h Cx (= l max,h Cx -1) is the maximum deficit in C x .
The worst-case delay experienced by a flow v i of C x at h is upper bounded by the maximum horizontal difference between the cumulative arrival curve α h Cx and the service curve β h Cx offered to C x . This difference is given by :

D h i = sup s≥0 (inf{τ ≥ 0|α h Cx (s) ≤ β h Cx (s + τ )})
The worst-case end-to-end delay in the network is the sum of worst-case delays at each port in the path P i of v i :

D E2E i = h∈P i D h i 4.2.

Pessimism in classical NC approach

The classical NC approach models the service for an active class C x by the service curve β h Cx which assumes a scheduler latency Θ h Cx at the beginning of service and then a minimum service rate ρ h Cx throughout the active period of C x . The computation of Θ h Cx and ρ h Cx is based on an assumption that in each DRR service round rd k , during the active period of C x , the competing classes C y (y = x) are always active and each C y transmits frames of at least the size of its quantum value Q h Cy . Such an assumption might be pessimistic as it does not take into account the exact composition of the traffic in these classes. Indeed, the traffic from one or several C y classes might be too low to consume the credit equal to its quantum values Q h Cy in each round. Let us consider a very basic scenario where 2 classes (C 1 and C 2 ) are served by a DRR scheduler. They both are assigned quantum of 200 bytes. If C 1 has 10 frames of 100 bytes to be served then it will take 5 rounds to serve all the frames as it will consume its quantum of 200 bytes in the transmission of 2 frames per round. During the service of C 1 , if the competing class C 2 has only one frame of 100 bytes to be served then C 2 cannot delay C 1 frames in more than one DRR round. In such a scenario, the computation based on the classical NC approach will be clearly pessimistic.

Let us illustrate this pessimism with the small network shown in Figure 4.1. The flow specifications are given in Table 4.1. The link rate is R = 100 bits/µsec and the flow differentiation is such that: v 1 to v 5 belongs to C 1 , v 6 to v 10 belongs to C 2 and v 11 to v 14 belongs to C 3 . The switch output ports are managed by DRR scheduler where each class is assigned equal quantum of 199 bytes. .. .. Let us focus on switch S 2 to analyse the service provided to C 1 flows. One possible scenario of service provided to C 1 flows is shown in Figure 4.2. The service rounds in Figure 4.2 are based on the classical approach that focuses on achieving maximised scheduler latency and minimum service rate for the class being analysed (i.e. C 1 ).

v 9 v 10 v 1 v 2 v 11 v 13 v 14 v 6 v 3 v 7 v 4 v 8 v 5 v 1 , ... v
In Figure 4.2, C 1 becomes active at t 1 where it just misses its opportunity to be served. In round rd 1 , C 1 experiences maximum delay when C 2 and C 3 consume their maximum credit of Q S 2 Cy + ∆ max,S 2

Cy

= 199 + 99 = 298 bytes (y = 2,3) in transmission of frames from v 6 , v 7 , v 8 , v 14 , v 11 and v 12 . This gives an initial delay of t 1 -t 1 = 47.68 µsec for C 1 flows. No deficit is left for C 2 and C 3 .

C 1 gets its first service at t 1 where it is assigned a credit equal to its quantum value

Q S 2 C 1 = 199 bytes, but, it consumes only Q S 2 C 1 -∆ max,S 2 C 1
= 199 -99 = 100 bytes (i.e. minimum credit that can be consumed by an active class) in transmission of v 5 frame leaving a deficit of 99 bytes.

The round rd 2 starts at t 2 . C 2 receives a credit equal to its quantum value Q S 2 C 2 = 199 bytes. Since there is only one frame (from v 10 ) of size 100 bytes in C 2 buffer, this frame is transmitted and the deficit is reset to 0. At this point, since all frames in C 3 are already served in the previous round and there are no new frames in C 3 buffer, the scheduler moves to the service of C 1 . C 1 gets a credit equal to the sum of its quantum and the deficit from previous round, i.e. 199 + 99 = 298 bytes, and serves the frames from v 4 and v 3 leaving a deficit of 99 bytes which is less than the size of the next frame (from v 2 ).

The round rd 3 starts at t 3 . Since C 2 and C 3 are no more active, C 1 receives its next credit of 199 + 99 = 298 bytes and transmits the remaining frames from v 2 and v 1 .

Let us now compute the scheduler latency and service rate for C 1 at S 2 in the given scenario and compare it with those considered by classical NC approach.

In classical NC approach, the scheduler latency (equation 4.4) is the sum of X S 2 C 1 (delay experienced by C 1 before its first service) and Y S 2 C 1 (delay due to reduced service rate in duration between beginning of first and second service). In the given scenario the delay before the first service is t 1 -t 1 = 47.68 µsec, but, in the duration between the beginning of the first service of C 1 (at t 1 ) and the beginning of its second service (at t 2 ), total 200 bytes (100 bytes from C 1 and 100 bytes from C 2 ) are served. So, the service rate received by C 1 is: 100 200 × 100 = 50 bits/µsec which is greater than its theoretical service rate ρ S 2 C 1 = 33.33 bits/µsec (equation 4.3). After t 2 , since C 1 is the only active class, the average service rate received by C 1 flows in each scheduling round is equal to the maximum link capacity (100 bits/µsec). Thus in this scenario, C 1 does not receive any reduced service. So, the total scheduler latency for C 1 flows before being served at a service rate greater than or equal to the theoretical service rate is 47.68 µsec. Whereas, the scheduler latency considered by classical NC approach is 

X S 2 C 1 = (Q S 2 C 2 + ∆ S 2 C 2 ) + (Q S 2 C 3 + ∆ S 2 C 3 ) R = (199 + 99 + 199 + 99) × 8 100 = 47.68µsec Y S 2 C 1 = (Q S 2 C 1 -∆ max,S 2 C 1 ) + Q S 2 C 2 + Q S 2 C 3 R - (Q S 2 C 1 -∆ max,S 2 C 1 ) ρ S 2
S 2 C 1 = ρ S 2 C 1 [t -Θ S 2 C 1 ] + = 33.33[t -63.52] + ) considered by classical NC approach.
For the given network, the worst-case delay computed for flow v 1 by classical NC approach is D S 2 1 = 183.07 µsec. If we compute the delay for v 1 based on the frame transmission given in Figure 4.2, we get (100 + 99 + 99 + 100 + 99 + 99 + 100 + 100 + 100 + 99 + 100 + 99) × 8 100 = 95.52µsec which is much smaller than the computed worst-case delay. However, the scenario in Figure 4.2 may not be the worst-case one. But, in any case in the given network, the traffic from C 2 and C 3 is not enough to consume the credit equal to their respective quantum values in each round and hence the actual delay for v 1 is certainly much less than the computed worst-case delay. DRR Scheduling 
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Optimizing NC to reduce pessimism

In classical NC approach, as seen in the previous section, the service curve (β h Cx ) used in worst-case delay computation can be pessimistic as it does not take into account the actual traffic from each class. Actually, in order to consider the worst-case scenario for C x flows this service curve aims to maximise the traffic from competing classes C y (y = x). Which means at any instant (t i ) the traffic served from C y at h cannot be higher than what is considered by β h Cx . However, the actual traffic queued in C y buffer may or may not be less than what is considered by β h Cx , depending on the composition of C y . In the following paragraphs, we will see that the actual traffic in C y at instant t i can be upper bounded as L max,h Cy (t i ). If this upper bound is less than the maximised traffic of C y considered by β h Cx , then, the difference between the two represents the over-estimated portion of C y traffic in β h Cx . We propose an optimised NC approach that eliminates the over-estimated traffic considered by classical NC approach in order to compute tight delay bound. Let us illustrate the basic idea of optimised NC approach with the help of the small network shown in Figure 4.1. In this example, the optimization of delay computation for v 1 at S 2 proceeds as follows:

• Compute the worst-case delay for flow v 1 (from class C 1 ) at S 2 using classical NC approach, which is D S 2 1 = 183.07 µsec.

• Since, D S 2 1 is the sure delay upper bound for v 1 , only the traffic from competing class (C 2 ) that is present in C 2 buffer before this instant can participate in delaying v 1 . So, compute the maximised traffic of C 2 considered by

β S 2 C 1 in interval [0, D S 2 1
]. We define this maximum traffic as service load SL S 2 C 2 (D S 2 1 ) in Section 4.3.1.

• ), then the difference between the two represents the over-estimated portion of C 2 traffic in β S 2 C 1 . Otherwise, the difference is assumed to be 0.

• We repeat the same process for all the other competing classes (only C 3 in the given example).

• Finally, the delay considered in transmission of the overestimated traffic of (SL

S 2 C 2 (D S 2 1 )- L max,S 2 C 2 (D S 2 1 
)) bytes and (SL

S 2 C 3 (D S 2 1 ) -L max,S 2 C 3 (D S 2 1 
)) bytes at link rate (R = 100 bits/µsec) can be removed from the delay upper bound D S 2 1 in order to get the optimised delay D S 2 1,opt .

Maximized service of interfering classes

The maximised service of a competing class C y , considered by a service curve β h Cx of a class C x (equation (4.2)), is not same for all the time intervals.

In order to compute the maximised service of competing classes C 2 and C 3 , let us analyse the different intervals considered in β S 2 C 1 (Figure 4.4).

• The service curve starts at t = 0 when the first frame in C 1 queue arrives at S 2 .

The first interval [0, X S 2 C 1 ] corresponds to the delay X S 2 C 1 = 47.68 µsec experienced by C 1 flows before being served for the first time. In this interval, the classical NC approach assumes that C 2 and C 3 get the service of maximum possible credit

(Q S 2 C 2 + ∆ max,S 2 C 2 = 199 + 99 = 298 bytes and Q S 2 C 3 + ∆ max,S 2 C 3 = 199 + 99 = 298 bytes). • At X S 2 C 1 , C 1 receives the first service of minimum credit (Q S 2 C 1 -∆ max,S 2 C 1
= 199 -99 = 100 bytes). Next interval (X S 2 C 1 , t N ] corresponds to the duration between first and second service of C 1 flows. In this interval, C 2 and C 3 receive service of credit equal to their quantum values (Q S 2 C 2 = 199 bytes and Q S 2 C 3 = 199 bytes). DRR Scheduling

X S 2 C 1 Θ S 2 C 1 bits t (µsec) Q C 1 -∆ max C 1 slope = R slope = ρ C 1 β S 2 C 1 t N t N + j=1,2,3 Q j R 0 Figure 4.4 Pessimistic Service Curve of C 1 at S 2 (Figure 4.1)
• The following intervals are all identical. In these intervals, each class receives service of credit equal to its quantum value.

These intervals in service curve of classical NC approach can be generalised for a DRR scheduler serving any number of classes (n h ). For a class C x with service curve β h Cx , we define a function called service load SL h Cy (t) to compute the maximized traffic in competing class C y as:

SL h Cy (t) =                      0, t < X h Cx Q h Cy + ∆ max,h Cy , X h Cx ≤ t < t N Q h Cy + ∆ max,h Cy +      1 +        R × (t -t N ) n h j=1 Q h j             Q h Cy , t N ≤ t (4.5)
where,

t N = X h Cx + 1 R   Q h Cx -∆ max,h Cx + n h j=1,j =x Q h j  
In service load SL h Cy (t), the load corresponding to a given interval is taken into account only at the end of this interval. For instance, since the competing class C y is served

Q h Cy + ∆ h Cy bytes in interval [0, X h Cx ], the load of C y before X h Cx is 0. The Q h Cy + ∆ h
Cy bytes from C y considered at t = X h Cx remains unchanged until the next service of C y . Then, C y is served Q h y bytes in interval (X h Cx , t N ] which is also considered at t = t N . In the following intervals, the load of Q h y bytes is accumulated at the end of each interval.

Thus, SL h Cy (t) is a lower-bound on the maximized service considered by β h Cx . This service load is also shown in Figure 4.5. ] can be computed as:

X h Cx t t N t N + n h j=1 Q h j R 0 Served Q h Cy + ∆ max,h Cy traffic n h j=1 Q h j R 2Q h Cy + ∆ max,h Cy 3Q h Cy + ∆ max,h Cy
We have, Since, D S 2 1 > t N , therefore 

D S 2 1 = 183.07µsec X S 2 C 1 = 47.68µsec t N = X S 2 C 1 + 1 R Q S 2 C 1 -∆ S 2 C 1 + Q S 2 C 2 + Q S 2
SL S 2 C 2 (D S 2 1 ) = Q S 2 C 2 + ∆ max,S 2 C 2 +      1 +        R × (D S 2 1 -t N ) 3 j=1 Q S 2 j             Q S 2

Effective maximum load of interfering classes

In classical NC approach, the flow arrival in a class buffer at an output port is constrained by an overall arrival curve (equation (4.1)), which means, an overall arrival curve α h Cy (t) represents the upper bound on traffic from C y flows at all time t. Thus, the upper bound on C 2 and C 3 traffic in interval [0, D S 2

C 1 ] can be given by

α S 2 C 2 (D S 2 C 1 ) and α S 2 C 3 (D S 2 C 1 )
. We call such upper bound as an effective load (L max,S 2

Cy

(D S 2 C 1 )) of C y (y = 2,3).
At S 2 , the traffic in C 2 is composed of 5 flows: v 6 from e 4 , v 7 from e 5 , v 8 from e 6 , and v 9 and v 10 from e 3 (see Figure 4.1). Based on equation (4.1) the overall arrival α S 2 C 2 (t) can be obtained by the sum of individual arrival curves of each flow in C 2 . However, since the flows v 9 and v 10 arrives at S 2 from same input link, they are serialized and can be represented by a cumulative curve with burst limited to the size of maximum burst in arrival curves of v 9 and v 10 and the arrival rate limited by link rate (R). This serialization effect is explained in Section 1.5.2. We have,

α S 2 C 2 (t) = α S 2 v 6 + α S 2 v 7 + α S 2 v 8 + min{((R × t) + max{b S 2 v 9 , b S 2 v 10 }), (α S 2 v 9 + α S 2 v 10 )} where, α S 2 v 6 = (0.00625×t)+800.1, α S 2 v 7 = (0.00618×t)+792.05, α S 2 v 8 = (0.00618×t)+792.05, α S 2
v 9 = (0.00625 × t) + 800.1, and α S 2 v 10 = (0.00625 × t) + 800.1 Therefore, the effective load of )), then the difference between the two represents the pessimistic over-estimation of traffic from C y (y = 2, 3) considered in the computation of delay D S 2 1 . This means that D S 2 1 also includes the transmission time of this over-estimated traffic. Since this over-estimated portion of C y (y = 2, 3) is also assumed to be transmitted at link rate R, thus, to reduce DRR Scheduling the pessimism in computed delay (D S 2 1 ), we can remove the following value : This step can be generalised for a DRR scheduler serving any number of classes (n h ). If the delay computed by classical NC approach for a flow v i of class C x is D h i , then the optimized delay v i is given by:

C 2 in interval [0, D S 2 C 1 ] is L S 2 C 2 (D S 2 C 1 ) = α S 2 C 2 (D S 2 C 1 ) (4.6) = α S 2 C 2 (
max{SL h C 2 (D S 2 1 ) -L max,S 2 C 2 (D S 2 1 ), 0} R + max{SL h C 3 (D S 2 1 ) -L max,S 2 C 3 (D S 2 1 ), 0} R = ( 895 
D h i,opt = D h i - n h y=1,y =x max{SL h Cy (D h i ) -L max,h Cy (D h i ), 0} R (4.7)

Flow scheduling at source end-node

The optimisation proposed in the previous section focuses on improving the service model in classical NC approach. In this section, we propose some improvements in flow model of classical NC approach in order to compute tighter delay bounds.

The classical NC approach models the flow arrival at an output port h as an overall arrival curve α h Cx (equation 4.1) which is the sum of the arrival curves of all the inputs to h. This sum represents the maximum traffic in C x from all the inputs links. However, this arrival curve does not make any assumption on generation instant of frames at their source end-node, it simply considers that frames of any two different flows can be generated at the same time, which may not be the case in some situations.

In a real-time switched Ethernet network that does not utilise any global synchronisation clock, like the AFDX network, the flow emission at each end-node is independent. In such networks, the flow frames can be generated at the same time at different end-nodes so for these flows the arrival curve considered by classical NC approach is realistic. However, for the flows generated at same end-node, this is not always the case. Indeed, the periodic flows emitted by the same end-node are scheduled based on a local clock. These flows are called locally synchronized and they are dependent. The scheduling at the end-node ensures a minimum temporal separation of frames from different flows. Thus, the frames of these flows cannot be generated at the same time.

In the following paragraphs, we will see that such separation of flows reduces the effective traffic in the network.

Introducing offset

Let us illustrate the impact of temporal separation of flows in the network example considered in the previous section. This network is recalled in Figure 4.7. This network supports FIFO scheduling at end-nodes and DRR scheduling at switch output ports. The transmission rate is R = 100 bits/µsec and the switching latency is sl = 8 µsec.

.. .. 4.1). Figure 4.8 shows the comparison of frame sequences of v 11 and v 13 with and without temporal separation, where ↑ v i represents the arrival instant of v i frame in output port buffer. In the upper part of Figure 4.8, there is no separation between the flows and the frames arriving at the output port at the same time are delayed by one another before being transmitted over the output link. Whereas, in the presence of an offset, the frames are transmitted as soon as they arrive at the output port. The frames of v 11 are ready at time instant k × T v 11 = k × 64000 µsec while frames of v 13 are ready at time instant 32000 + (m × T v 13 ) = 32000 + (m × 128000) µsec, where k = 1, 2, . . . and m = 0, 1, 2, . . .. each output port depending upon their size and waiting time in the buffer. This difference in delays affects the separation of flows. For instance, the maximum size frame of v 11 (99 × 8 = 792 bits) is transmitted in 792 100 = 7.92 µsec, and the frame of v 13 with maximum size 100 × 8 = 800 bits is transmitted in 8 µsec. Since its emission at e 1 , v 1 arrives in next output port S 1 in 7.92 + sl = 7.92 + 8 = 15.92 µsec and v 2 arrives in 8 + sl = 8 + 8 = 16 µsec. Thus, the separation time in arrival of consecutive frames of v 11 and v 13 at S 1 is increased to 32000 + 16 -15.92 = 32000.08 µsec and it is decreased to 64000 + 15.92 -32000 -16 = 31999.92 µsec in reverse order (see Figure 4 As these frames compete with other flow frames (v 2 and v 14 ) they may experience some waiting in S 1 buffer, which further affects their temporal separation.

v 9 v 10 v 1 v 2 v 11 v 13 v 14 v 6 v 3 v 7 v 4 v 8 v 5 v 1 , ... v 5 v 6 ,... v 10 v 11 ,... v 14 S 2 v 12 S 1

As
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At any output port h, the minimum separation between the two frames emitted from the same source e x can be defined by relative offset. The computation of relative offset has to take into account flow jitters. For each computation of a relative offset, a given flow has to be considered as a reference (a.k.a. benchmark flow v b ). For frames f b and f i from flows v b and v i respectively starting from same end-node e x , the relative offset O ex r,b,i at e x is based on their definite offset and minimum inter-frame time. On the path from e x till h, the separation between f b and f i is reduced to minimum when f b experiences its maximum delay D ex,h max,b and f i experiences its minimum delay D ex,h min,i . Thus, the relative offset at h is given by:

O h r,b,i = O e i r,b,i -(D ex,h max,b -D ex,h min,i ) (4.8)
Since f b and f i share the same input link of h, they are serialized and, hence, the relative offset cannot be less than the transmission time (tr v b ) of f b . We have:

O h r,b,i = max{O h r,b,i , tr v b } (4.9)
When v 11 is considered as benchmark flow, the relative offset between v 11 and v 13 at S 2 is:

O S 2 r,11,13 = O e 1 r,11,13 -(D e 1 ,S 2 max,11 -D e 1 ,S 2 min,13 )
The minimum delay D e 1 ,S 2 min,13 in v 13 before its arrival at S 2 corresponds to the scenario where it is not delayed by any other flow. Thus, this delay is only due to the scheduler latency and the transmission time at each output port in the path of v 13 , we have D e 1 ,S 2 min,13 = (tr e 1 v 13 ) + (sl + tr S 1 v 13 ) = 8 + 8 + 8 = 24 µsec. The maximum delay D e 1 ,S 2 max,11 in v 11 before its arrival at S 2 is the sum of worst-case delays at each output port in the path of v 11 . This maximum delay can be computed with the help of NC approach however the classical NC approach does not take into account the temporal separation of flows thus, in the next section, we propose a method to integrate this temporal separation of flows in arrival curves. We will see that the maximum delay D e 1 ,S 2 max,11 is D e 1 11 + D S 1 11 = 7.92 + 39.84 = 47.76 µsec. Therefore, the relative offset between v 11 and v 13 is O S 2 r,11,13 = 32000 -(47.76 -24) = 31976.24 µsec. Figure 4.10 shows the relative offsets between v 11 and v 13 while considering each flow as benchmark flow.

It is worth noting that in DRR scheduling the information relative to offset between flows of different classes exists but will not be considered since classes are considered independently. Therefore, the computation of relative offset is limited to individual class. In the next section, we show how the offset between the flows can be taken into account DRR Scheduling t(µsec) 32000 
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Integrating offset in NC arrival curve

The integration of offset in the NC approach was first proposed by Xiaoting Li [START_REF] Li | Worst-case delay analysis of real-time switched Ethernet networks with flow local synchronization[END_REF] in the context of the switched Ethernet networks with FIFO scheduling. In this section, we extend this approach for switched Ethernet networks with DRR scheduling. We consider the definite offset (in µsec) for each flow at their respective end-node as given in 
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The temporal separation of flows at end-node can be integrated into NC arrival curves. This integration is based on an aggregation technique.

The classical NC approach considers that all the flows are independent. Thus the arrival curves of all the flows crossing an output port are simply added in order to obtain the overall arrival curve at this port. It corresponds to the case where flows from each input arrive at the output port at the same time. This curve is illustrated in Figure 4.11 for v 11 and v 13 at e 1 . The burst (100 + 99) × 8 = 1592 bits at time t = 0 corresponds to arrivals of one frame from v 11 and v 13 at the same time. However, it has been shown t 1592 earlier that there is a separation of at least 32000 µsec between these flows. Consequently, there will never be such a burst. Such separation can be taken into account by an aggregated curve of dependent flows (i.e. flows with minimum durations between them).

α e 1 C 3 bits α e1 v1 1 + α e1 v1 3
An aggregated arrival curve is represented by α h v b {v i } , which is obtained when a flow v b arrives before flow v i at output port h, with temporal separation of O h r,b,i . In this case, α h v b {v i } is the sum of arrival curve α h v b (t) and right-shifted arrival curve of v i (i.e.

α h v i (t -O h r,b,i )).
An Optimized NC Approach to WCTT Analysis in a Switched Ethernet Network with DRR Scheduling At e 1 , the aggregated arrival curve with benchmark flow v b = v 11 is: At a switch output port, the aggregated arrival curves can be computed in similar manner. The overall arrival curve is obtained from the sum of the upper bound on aggregated traffic from each input. Thus the overall arrival curve of C 3 flows at S 1 is computed as:

α e 1 v 11 ,{v 13 } = α e 1 v 11 (t) + α e 1 v 13 (t -O e 1 r,
• Since, the flows in C 3 queue are arriving from 2 sources: v 11 and v 13 from e 1 and v 14 from e 2 , the aggregated traffic from each source is computed separately. Thus, we make two subsets SS 1 = {v 11 , v 13 } and SS 2 = {v 14 }.

• Compute the aggregated arrival curves in each subset SS i and characterise the upper bound on traffic from this subset.

For subset SS 1 , we have,

O S 1
r,11,13 = O e 1 r,11,13 -(D e 1 ,S 1 max,11 -D e 1 ,S 1 min,13 ) = 32000 -(7.92 -8) = 32000.08µsec

O S 1 r,13,11 = O e 1 r,13,11 -(D e 1 ,S 1 max,13 -D e 1 ,S 1 min,11 ) = 32000 -(8 -7.92) = 31999.92µsec α S 1 v 11 {v 13 } (t) = α S 1 v 11 (t) + α S 1 v 13 (t -O S 1 r,11,13 ) α S 1 v 13 {v 11 } (t) = α S 1 v 13 (t) + α S 1 v 11 (t -O S 1 r,13 ,11 ) where, 
α S 1 v 11 (t) = (0.0123 × t) + 792 α S 1 v 13 (t) = (0.00625 × t) + 800
In order to compute the worst-case delay, the overall traffic from each input has to be upper bounded. Since there are two possible aggregated arrival curves for subset SS 1 , the traffic represented by these two aggregated curves must be upper bounded. It is obtained by taking the piecewise maximum of the aggregated arrival curves, thus, we have

α S 1 SS 1 = max{α S 1 v 11 {v 13 } , α S 1 v 13 {v 11 } }
And for subset SS 2 , since there is only one flow (v 14 ), the traffic upper bound is same as the one given by arrival curve of flow v 14 . Thus, α S 1 SS 2 = α S 1 v 14 = (0.0125 × t) + 800. These arrival curve are shown in Figure 4.13.

• Finally, the overall arrival curve at S 1 is the sum of the arrival curve of each subset. Thus, we have,

α S 1 C 3 = α S 1 SS 1 + α S 1 SS 2 100
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O S 1 r,11,13 t α S 1 v 13 α S 1 v 11 α S 1 v 11 {v 13 } bits t α S 1 v 11 {v 13 } bits α S 1 SS 1 O S 1 r,13,11 t α S 1 v 11 α S 1 v 13 α S 1 v 13 {v 11 } bits t α S 1 SS 2 α S 1
α S 1 SS 1 α S 1 C 3 1600 α S 2 SS 1 α S 2 C 3 1592.3 (α S 2 SS 1 , α S 2 SS 2 ) serialized t α S 1 SS 2 bits t α S 2 SS 2 bits α S 2 SS 3
D S 1 C 3 = sup s≥0 (inf{τ ≥ 0|α S 1 C 3 (s) ≤ β S 1 C 3 (s + τ )}) = 71.76 µsec where, β S 1 C 3 = ρ S 1 C 3 [t -Θ S 1 C 3 -sl] + = 50[t -39.76] + SL S 1 C 1 (D S 1 C 3 ) = 3976 bits = 497 bytes L max,S 1 C 1 (D S 1 C 3 ) = α S 1 C 1 (D S 1 C 3 ) = 800 bits = 100 bytes D S 1 C 3 ,opt = D S 1 C 3 - SL S 1 C 1 (D S 1 C 3 ) -L max,S 1 C 1 (D S 1 C 3 ) R = 71.76 -31.76 = 40 µsec
The overall arrival curve at S 2 can be computed similarly. We get 3 subsets: SS 1 = {v 11 , v 13 }, SS 2 = {v 14 } and SS 3 = {v 12 }. Since the flows from subset SS 1 and SS 2 are arriving at S 2 from same input (S 1 ), they are serialised as

min{((R × t) + max{b S 2 v 11 , b S 2 v 13 , b S 2 v 14 }), (α S 2 SS 1 + α S 2 SS 2 )} Therefore, the overall arrival curve of C 3 flows at S 2 is α S 2 C 3 = min{((R × t) + max{b S 2 v 11 , b S 2 v 13 , b S 2 v 14 }), (α S 2 SS 1 + α S 2 SS 2 )} + α S 2 SS 3
where, α

S 2 SS 1 = max{α S 2 v 11 {v 13 } , α S 2 v 13 {v 11 } } α S 2 SS 2 = α S 2 v 14 = (0.125 × t) + 800.3 α S 2 SS 3 = α S 2 v 12 = (0.0123 × t) + 792 α S 2 v 11 (t) = (0.0123 × t) + 792.3 α S 2 v 13 (t) = (0.00625 × t) + 800.15
These arrival curves are also shown in Figure 4.14. The worst-case delay for C 3 flows at S 2 is 95.77 µsec.

Evaluation of optimised NC approach

In this section, we compare the delay bounds computed by classical NC approach with those computed by optimised NC approach. For this purpose, we consider the network example shown in Figure 4.7.

The end-to-end delay computed for the given network using classical NC approach and optimised NC approach are shown in Table 4 considering any offset at end-nodes. In this case, the delays computed using optimised NC approach are, on average, 32.7 % lower than those computed by the classical NC approach. On adding offsets in the computation the results in optimised NC approach are further improved by 13.3 %.

Conclusion

In this chapter, we have proposed an optimised NC approach which mitigates the pessimism involved in classical NC approach. In the next chapter, we perform an industrial case study which illustrates the significant reduction in pessimism by our optimised NC approach.

Chapter 5

Case Study on An Industrial Real-Time Switched Ethernet Network : AFDX Network 

Introduction

In previous chapters, an optimal credit assignment algorithm based on classical NC approach has been proposed to achieve efficient bandwidth sharing in DRR based realtime switched Ethernet networks and an optimised Network Calculus approach has been proposed to upper bound the end-to-end delays in such networks. The evaluation of these approaches on an industrial application is important in order to show the improvement provided by these approaches.

In this chapter, we perform a case study on an industrial real-time switched Ethernet network: AFDX network. We first show the worst-case delay analysis on existing AFDX network architecture (based on FIFO scheduling) in presence of flows of mixed-criticality and then we compare the SPQ and DRR scheduler based AFDX network architecture under the similar flow constraints while using our optimal credit allocation algorithm. At last, we show the improvements in delay computation using our optimised NC approach.

In Section 5.2 the AFDX network and its industrial configuration is presented. In Section 5.3 and 5.4 a WCTT analysis of the given AFDX network is performed using classical NC approach and optimised NC approach respectively. Section 5.5 concludes the chapter.

Context of AFDX network

Avionics Full-Duplex (afdx) is a typical real-time switched Ethernet network. AFDX network was previously described in section 1.3.3. AFDX was developed by Airbus for the modern aircraft system to address real-time issues in safety-critical avionics developments. It was first implemented in Airbus A380 aircraft. The main goals of the AFDX network were to provide reliable (guaranteed delivery) and deterministic (bounded delays) communication. AFDX standard is defined in Aeronautical Radio Incorporated (arinc) specification number 664 part-7. The network and flow model of this network and its industrial configuration are given in the following paragraphs.

AFDX network and flow model

An AFDX network consists of end-systems (source and destination of flows) interconnected by switches via full-duplex Ethernet links. There exist no synchronisation clock between end-systems. To provide a deterministic communication behaviour, each end-system send compliant traffic (shaping) and the switch directly lined to end-system enforces compliance (policing).

Each flow transmitted on this network is called a Virtual Link (vl). A VL is standardized by ARINC 664 as a virtual communication channel, which is the basis of multicast AFDX flows. Each VL is characterized by a Bandwidth Allocation Gap (bag), which is a minimum time interval between consecutive frames of VL. The BAG value ranges in powers of 2 from 1 ms to 128 ms. The frame lengths (l max i and l min i ) in a VL 5.2 Context of AFDX network 105 (v i ) are constrained by the Ethernet standard. Thus, an end-system can transmit at most l max i bytes on v i in an interval of BAG i . Therefore the maximum long-term traffic arrival rate for v i in bits per second, denoted by r i , is:

r i = l max i BAG i
The maximum load induced by v i on a switch output port is upper bounded by the maximum arrival rate r i and the link rate R, as :

l max i R × BAG i
Existing AFDX network employs switches with R = 100 Mbps. Each output port is controlled by a Strict Priority/First-In First-Out (sp/fifo) scheduler with up to 2 levels of priority (high and low).

Since there is no global clock, there is no synchronization between the end systems. Thus, each end-system schedules the VLs independently. However, the periodic flows generated at the same end-system are scheduled based on a local clock and therefore they are called locally synchronized and they are dependent. This scheduling of flows at end-system introduces a temporal separation between flows and hence reduce the instantaneous traffic in the network.

Reference AFDX network

Figure 5.1 shows an architecture of an industrial avionics configuration based on the network architecture of A380 aircraft. It includes 96 end-systems interconnected by two redundant networks. These redundant networks are exact replicas of each other with separate power sources and different routing of cables. This redundancy provides better communication guarantees. Each end-system emits each frame on the two networks simultaneously. The destination end-system uses First-Valid-Win mechanism i.e. on arrival of a frame the receiver considers only the first of the two packets issued in parallel.

Each network has 8 switches forwarding 984 VLs on a total of 6276 paths (multicast). Table 5.1 shows the dispatching of VLs among BAGs and maximum frame lengths. More than 80% of flows have small frame length (up to 600 bytes).

In an avionic application, the path of a VL is limited to 4 switches. The goal of this limitation is to minimize the overall delay experienced by VL. Table 5.2 shows the distribution of paths according to their lengths, expressed in terms of the number of traversed switches.
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Flow differentiation

We arbitrarily distribute the 984 flows of the given configuration among 2 critical classes: a class C 1 for critical flows with deadline 12573 µsec and a class C 2 for less-critical flows with deadline 50292 µsec. We consider flows with small BAG (up to 16 msec) in critical class C 1 since these flows can have smaller delay constraints (in this case 12573 µsec) as compared to the flows with larger BAG. The remaining flows are considered in less-critical class C 2 . The characteristics of these classes are also summarised in Table 5.3. 

Table 5.3 VL parameters in industrial configuration

-8 8-1355

Best-Effort C3 -We arbitrarily introduced some additional flows which share the path with each critical flow on at least one switch output port. The idea is to interfere with the critical flows and evaluate the impact on worst-case end-to-end delay in the network under different scheduling policies. The added flows are considered as non-critical (best-effort) flows characterised by class C 3 shown in Table 5.3. In the next section, different scenarios are presented in the WCTT analysis of the given network configuration.
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WCTT analysis based on classical NC approach

In this section, we perform the WCTT analysis of the given network using classical NC approach under FIFO, SPQ and DRR scheduling. The main objective of this section is to, first, show the effect of additional non-critical flows on existing critical flows in terms of change in end-to-end delays, second, to compare the service provided to additional non-critical flows in case of each scheduling policy.

First-In-First-Out (FIFO) scheduling

Initially, the given network is assumed to use FIFO scheduling in each switch output port. In the following paragraphs, first, we compute the worst-case delay in the original network configuration, i.e. without C 3 flows. Then in the second step, we consider different scenarios to compute the worst-case delay in the presence of C 3 flows. In each scenario, the number of C 3 flows is increased to analyse its impact on C 1 and C 2 flows.

Without additional flows:

The worst-case end-to-end delays computed on all the paths (1681 paths of C 1 flows and 4595 paths of C 2 flows) for each flow in the network are plotted in Figure 5.2, where each unit on the x-axis represents a flow path and y-axis represents the worst-case end-to-end delay corresponding to this path. For illustration purpose in Figure 5.2, the paths are sorted in increasing order of delay. The plot can be read as: there are at least 500 flow paths in C 1 where the delay is less than 3000 µsec, and there are at least 1000 flow paths in C 1 whose delay is between 2000 µsec and 8000 µsec. The maximum delay in the network is 12572.6 µ sec. It can be seen in Figure 5.2 that the delay in each flow path is less than the flow deadline.

A more detailed observation of number of flow paths in certain range of end-to-end delays is given in Table 5.5 by column "No. of C 3 flows = 0" to compare it with other cases discussed later in this section.

With additional flows: Now, let us consider the additional non-critical flows (besteffort) in the given network (the characteristics of these flows are given in Table 5.4). To analyse the impact of these additional flows on the delays of C 1 and C 2 flows, we consider 7 different scenarios (Table 5.4). In the first scenario, we consider only 10 flows of class C 3 and compute the delays on all flow paths. In the second scenario, we consider 20 flows of class C 3 (10 flows from previous scenario + 10 new flows) and compute the delays on all flow paths. Similarly, in the remaining scenarios, we continue to add 10 more flows of class C 3 and compute the delays. 
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The results obtained in each scenario are compared in Table 5.5.

With the increase in the number of C 3 flows, not surprisingly, the delay is increased for critical flows (C 1 and C 2 ) as C 3 flows share the same FIFO waiting queues with critical flows and eventually increase the waiting delay in the queue. For instance, in 287+576 1681

= 51.33% paths of C 1 flows the delay is less than 4000 µsec and this percentage is reduced to 192+581 1681 = 45.98% on of introducing 70 flows in C 3 flows.Moreover, there are a significant number of flows of critical class C 1 that exceeded their deadlines. In presence of 70 C 3 flows, there are as many as 43 paths on which C 1 flows missed their deadlines. A similar impact is present on C 2 flows however these flows remain within their delay constraints as their deadline is quite high. 

Static Priority Queuing (SPQ) scheduling

Let us now perform the WCTT analysis on the given network while considering SPQ scheduling at each switch output port. An SPQ scheduler differentiates flow traffic based on a predefined priority. We assign a priority P C i to each flow class based on the decreasing order of criticality:

P C 1 > P C 2 > P C 3 .
Let us analyse the end-to-end delays on C 1 and C 2 flows by considering the 7 scenarios, as discussed earlier and shown in Table 5.4. The results obtained in each scenario are compared in Table 5.6.

As shown in Table 5.6, there is not much variation in delays of critical classes C 1 and C 2 on increasing the number of additional C 3 flows, this is due to the fact that an SPQ scheduler manages separate queues dedicated to each priority level and they are served in descending order of priority, thus, a low priority C 3 flow cannot start transmission if there is a pending high priority (C 1 and C 2 ) flow. However, there is a small impact of low priority flow on high priority flow due to non-preemption delay. The non-preemption delay is limited to transmission time of the largest frame of low priority. In the given network configuration, the maximum non-preemption delay can be 934×8 100 = 74.72 µsec (case 1) or 1355×8 100 = 108.4 µsec (cases 2 to 7). In certain paths, this non-preemption delay leads to a significant increase in delay of C 1 flows such that these flows miss their deadline (see Table 5.6).

Let us now compare the worst-case end-to-end delays of C 3 flows in SPQ and FIFO scheduling. Since the number of C 3 flows is increased in each scenario, we only compare the average and maximum delay in case of both schedulers. The comparison result is shown in Figure 5.3. As illustrated in Figure 5.3 the delays in C 3 flows are higher in case of SPQ as compared to FIFO scheduling. Indeed, in order to lower the impact of low priority flows on high priority flows, the SPQ scheduler degrades the quality of service for low priority flows. Thus, it is unfavourable to non-critical C 3 flows.

Deficit Round Robin (DRR) scheduling

Now, we consider the given network with DRR scheduling at each switch output port. As we have seen in Chapter 3, in DRR scheduling, the delay in each class flows is affected by the distribution of quantum among these classes. We have also proposed an algorithm (Algorithm 2) in Section 3.4.2 to optimise the quantum distribution such that it leads to minimum delay in non-critical flows while allowing the critical flows to respect their deadlines.

Let us evaluate this algorithm on the given industrial configuration. For that purpose, we compute the optimised quantum distribution using our algorithm, which leads to the On computing the end-to-end delays with this quantum distribution, we get maximum delays in each class as D max C 1 = 12493.8 µsec, D max C 2 = 50197.7 µsec, and D max C 3 = 5815.58 µsec. These results correspond to the case where 10 C 3 flows are considered. Similarly, we apply our algorithm to compute delays in all the 7 scenarios discussed earlier (Table 5.4).

Since the computation of the quantum distribution in Algorithm 2 aims to provide sufficient quantum to critical classes so that their deadlines are respected and since the traffic in critical classes is not changed in the given cases, we get the same distribution for all the cases. So, the residual bandwidth for C 3 flows in each case is 18.07 bits/µsec. The worst-case end-to-end delays of C 3 flows computed with DRR scheduling are compared with SPQ and FIFO scheduling in Therefor, it can be concluded that DRR scheduler outperforms the SPQ and FIFO scheduling when appropriate quantum is assigned to different classes. For the given network configuration, our algorithm is able to successfully compute such a quantum assignment.

WCTT analysis based on optimised NC approach

We have shown in Chapter 4 that the classical NC approach for DRR scheduler can be significantly pessimistic, depending on the traffic in different classes. We have also proposed an optimised NC approach in order to reduce this pessimism. In the following paragraphs, we evaluate this reduction in pessimism for the given industrial configuration. NC approach, where each unit on the x-axis represents a flow path and y-axis represents the worst-case end-to-end delay corresponding to this path. To compare the delays in each path P x of each flow v i , the delay upper bound D Px i,N C computed by the classical NC approach is taken as the reference value and it is normalized to 100. Then the delay upper bound D Px i,N Copt computed by optimized NC approach is normalized as

D Px i,N Copt,norm = D Px i,N Copt D Px i,N C × 100
The comparison in which means that on most of the paths the load in switch output ports is not equally shared between classes and thus the interference of competing classes is much less than what is considered by classical NC approach. Since our optimised approach takes into account the effective traffic in each class the computed delays are much tighter. For C 3 the gain is relatively smaller, which is intuitive since the traffic in C 3 is quite less and a flow in C 3 can be delayed in each DRR round during its active period, depending on the effective traffic in competing classes.

On the total number of paths in the given configuration, the average gain observed in the delay bound computed by our optimised NC approach is around 40.24%. This is a significant improvement which shows that the proposed optimisations are relevant on an industrial configuration.

Effect of pessimism on the results of Algorithm 2: As shown in Section 3.4.2, Algorithm 2 computes the smallest quantum share Q Cx for each critical class C x that assures the computed delay bound (based on classical NC appraoch) is near (and smaller) to its deadline. As we have seen in Figure 5.5 that the delay bound computed by classical NC approach can be significantly pessimistic, in that case, Q Cx may not be the smallest quantum share for C x . It means that there remains a possibility to decrease the quantum share for C x (eventually increasing the residual quantum share for non-critical class) while still respecting its deadline. This can be achieved with the help of optimised NC approach.

However, the optimised NC approach cannot be directly integrated in Algorithm 2 as it is based on the assumption that the WCTT analysis is carried out independently for each class, i.e. in order to compute the end-to-end delay bound in a class C x , only Q Cx (a portion of Q) and Q (the sum of quantum distributed among all the classes) are needed. This assumption does not hold for the optimised NC approach. In order to compute tight delay bounds, the optimised NC approach takes into account the traffic from competing classes, which is affected by the distribution of Q in these classes.

We aim to resolve this problem in our future works by extending Algorithm 2 such that its quantum distribution output is improved by using optimised NC approach.

Conclusion

In this chapter, we have presented the AFDX network and we performed an evaluation on this network to illustrate the results of the credit optimisation algorithm and the optimised NC approach proposed in previous chapters.

The results show that the credit optimisation algorithm successfully gives the quantum distribution that allows the guarantee on critical flows while minimising the delays for non-critical flows. We have also shown that the service provided by DRR scheduler is better than that by the SPQ scheduler in a mixed-criticality flow environment. We have also illustrated that the pessimism in the delay upper bound computation is significantly reduced, up to 40%, by our optimised NC approach.

In the next chapter, we present the WCTT analysis of a real-time switched Ethernet with WRR scheduling and compare it with the DRR scheduler based network.

Chapter 6

WCTT Analysis in a Switched Ethernet Network with WRR Scheduler 

Introduction

In this thesis, until now we have focused on DRR scheduling based switched Ethernet network. The DRR scheduling has the main advantage of high fairness in terms of bandwidth utilisation, thanks to its ability of take into account the deficit of service per class per round so that the average service received by a class remains proportional to its predefined quantum. But, this fairness comes at a cost of high implementation complexity and elevated scheduler latency. The Weighted Round Robin (wrr) scheduling is another round robin discipline which offers efficient service at low implementation complexity and a low scheduler latency. However, as we will see in this chapter, WRR is less fair as compared to DRR in the case where the flow classes have a wide range of frame sizes since it is limited by its inability to take frame size into consideration. But, it can still provide fair service to flow classes that have more or less homogeneous characteristics, which is a not so uncommon scenario in industrial settings. For this reason, we analyse the WRR scheduling based network architecture for real-time industrial application.

In this chapter, we extend our optimised NC approach for WCTT analysis of WRR based real-time switched Ethernet network. We also perform a case study on industrial AFDX network configuration considering WRR scheduler at its switch output ports. In the end, a comparison of the delay bounds in WRR scheduling based network to those in DRR scheduling based network is also presented.

In this chapter, we first present the overview of WRR scheduling in Section 6.2. In Section 6.3 we show the WCTT analysis based on optimised NC approach. In Section 6.4 we perform a case study on industrial size AFDX network to compare the worst-case delays under WRR and DRR scheduling followed by a conclusion in Section 6.5.

Overview of WRR schedulers

We assume a real-time switched Ethernet network architecture similar to the one considered in previous chapters except that, in this chapter, we consider WRR scheduling at each switch output port. The working principle of WRR scheduling is described in the following paragraphs.

WRR Algorithm

The basic idea of a WRR scheduler is to assign a weight W h Cx to each active class C x at a given switch output port h. W h Cx is the number of frames and it corresponds to the maximum credit that can be assigned to C x in each scheduling round at h. So, in any round, at max W h Cx frames can be served from C x queue. Algorithm 3, shows the basic principle of WRR scheduler serving n traffic classes. The scheduler selects class queues in a round robin order (line 2-10). The selected class queue is represented by counter i. In each round, the inactive classes are ignored (line 3) 6.2 Overview of WRR schedulers 121 and each active class receives a credit of W h i (line 4). From the selected class queue, the frames are sent as long as the queue is not empty and there is some remaining credit (line 5-9). If the selected class queue becomes empty before W h i frames are transmitted, remaining transmission opportunities (i.e. credit) are lost. Let us illustrate the WRR service with an example of a switch output port serving 20 flows from 3 classes at link rate 100 bits/µsec, shown in Figure 6.1. In this example, the flows v 1 to v 4 are characterised as C 1 , v 5 to v 12 as C 2 and v 13 to v 20 as C 3 . The temporal and size constraints on each flow is given in Table 6.1. One possible scenario for WRR scheduling at the given switch output port is shown in Figure 6.2 where classes C 2 and C 3 are assigned a credit of W C 2 = W C 3 = 2 frames per round and C 1 is assigned W C 1 = 1 frame per round.

Initially, all the class queues are empty. At t 1 , 6 frames arrive: from v 5 and v 12 in C 2 and v 4 , v 3 , v 2 and v 1 in C 1 (in the given order). The decision about the class that ..

v 5 v 1 v 17 v 13 v 2 v 14 v 18 v 20 v 6 v 3 v 7 v 9 v 10 v 4 v 8 v 11 v 12 v 16 v 1 ... v 4 v 5 ... v 12 v 13 ... v 20 SW v 15 v 19 w WRR Multiplexer queue queue C 1 C 2 | | | | | | Classifier queue C 3 | | | Figure 6
.1 An example switch with WRR scheduling at output port will be served first depends upon the arrival instant of the frames in that class buffer. Let us assume C 2 is selected first and it receives a credit W C 2 = 2 frames. C 2 consumes its full credit in the transmission of v 5 and v 12 frames. Meanwhile 9 more frames have arrived: from v 6 , v 7 , v 8 and v 9 in C 2 and from v 14 , v 15 , v 16 , v 17 and v 18 in C 3 . Since C 2 has no credit left, its newly arrived frames cannot be served in this round. The scheduler moves to the next active class C 3 . C 3 receives a credit W C 3 = 2 frames and consumes it in transmission of v 14 and v 15 frames. The next active class is C 1 which gets a credit of W C 1 = 1 frame that allows the transmission of v 4 frame. The first service round ends with the transmission of v 4 . The frame transmission continues in a similar manner in the following rounds.

From this example the operation of WRR scheduling seems similar to that of DRR scheduling presented in Section 2.3.1. However, since WRR assigns credit in terms of the number of frames per class and does not consider the size of these frames the bandwidth utilised by each class may show significant variations. Let us illustrate how the bandwidth is shared among classes in a WRR scheduler in the following paragraphs. 

Bandwidth sharing in WRR scheduler

A WRR scheduler allows managing the bandwidth available to different classes based on the weights assigned to these classes. So, we must assign a weight W Cx to C x such that it leads to a good approximation of the percentage φ Cx of bandwidth R envisioned for

C x such that 1≤x≤n φ h Cx = 100%
where n is the number of classes served at h.

Indeed the average share of bandwidth actually available to C x in a given scheduling round also depends upon the size of frames transmitted in this round. Since a class buffer may have frames of different size the total amount of data transmitted in each round can be different even if the number of frames transmitted in these rounds is the same. This makes it very difficult to guarantee that C x will receive atleast φ Cx % of bandwidth. The average service received by C x between two consecutive opportunities can be given by

ρ Cx = N Cx 1≤j≤n N C j × R
where N C j is the number of bytes served from C j and is equal to the sum of frame lengths served from C j .

In order to show the bandwidth distribution among classes, let us consider an example of 3 classes (C 1 , C 2 and C 3 ) and analyse the following two scenarios: case 1: In this case we assume that all the classes are active and they have flows with unique frame size l C 1 = l C 2 = l C 3 = 100 bytes (= 800 bits). We also assume that out of total bandwidth R = 100 bits/µsec the bandwidth envisioned for C 2 and C 3 is 40 bits/µsec each and that for C 1 is 20 bits/µsec, i.e. φ C 1 = 20%, φ C 2 = 40% and φ C 3 = 40%. In this case, based on the size of frames that each class can transmit, the classes C 2 and C 3 must be allowed to transmit twice the number of frames transmitted by C 1 . If W C 1 = 1 frame then W C 2 = W C 3 = 2 frames, so that each class gets a bandwidth not less than Since the weight should be assigned as a whole number, it is given by the mean number of C x frames of length l avg Cx as

ρ C 1 = (W C 1 × l C 1 ) (W C 1 × l C 1 ) + (W C 2 × l C 2 ) + (W C 3 × l C 3 ) × R = 1 × 800 (1 × 800) + (2 × 800) + (2 × 800) × 100 = 20 bits/µsec ρ C 2 = (W C 2 × l C 2 ) (W C 1 × l C 1 ) + (W C 2 × l C 2 ) + (W C 3 × l C 3 ) × R = 2 × 800 (1 × 800) + (2 × 800) + (2 × 800) × 100 = 40 bits/µsec ρ C 3 = (W C 3 × l C 3 ) (W C 1 × l C 1 ) + (W C 2 × l C 2 ) + (W C 3 × l C 3 ) × R = 2 × 800 (1 × 800) + (2 × 800) + (2 ×
W Cx = round   ∇ Cx min 1≤i≤n ∇ C i   (6.1)
where round(a) gives the nearest integer value to a. Thus, we have, 

W C 1 = round 0.1 0.1 = 1 frame, W C 2 =
ρ C 1 = (W C 1 × l avg C 1 ) (W C 1 × l avg C 1 ) + (W C 2 × l avg C 2 ) + (W C 3 × l avg C 3 ) × R = 1 × 1600 (1 × 1600) + (4 × 800) + (4 × 800) × 100 = 20 bits/µsec ρ C 2 = (W C 2 × l avg C 2 ) (W C 1 × l avg C 1 ) + (W C 2 × l avg C 2 ) + (W C 3 × l avg C 3 ) × R = 4 × 800 (1 × 1600) + (4 × 800) + (4 × 800) × 100 = 40 bits/µsec ρ C 3 = (W C 3 × l avg C 3 ) (W C 1 × l avg C 1 ) + (W C 2 × l avg C 2 ) + (W C 3 × l avg C 3 ) × R = 4 × 800 (1 × 1600) + (4 × 800) + (4 × 800)
× 100 = 40 bits/µsec However, since the frames in any class buffer are not always of average size, the minimum bandwidth received by a class can be much less than what is computed above. Indeed, in the worst case a class C x can have frames of only minimum length l min Cx in its buffer and the competing classes C y (y =x) can have frames of only maximum length l max Cy , this leads to a minimum bandwidth received by C x as

ρ min Cx = (W Cx × l min Cx ) (W Cx × l min Cx ) + n i=1 i =x (W C i × l max C i ) × R (6.2)
Therefore, in the long term C 1 , C 2 and C 3 can receive bandwidths no less than

ρ min C 1 = (W C 1 × l min C 1 ) (W C 1 × l min C 1 ) + (W C 2 × l max C 2 ) + (W C 3 × l max C 3 ) × R = 1 × 1520 (1 × 1520) + (4 × 880) + (4 × 880) × 100 = 17.75 bits/µsec ρ min C 2 = (W C 2 × l min C 2 ) (W C 1 × l max C 1 ) + (W C 2 × l min C 2 ) + (W C 3 × l max C 3 ) × R = 4 × 720 (1 × 1680) + (4 × 720) + (4 × 880) × 100 = 35.64 bits/µsec ρ min C 3 = (W C 3 × l min C 3 ) (W C 1 × l max C 1 ) + (W C 2 × l max C 2 ) + (W C 3 × l min C 3 ) × R = 4 × 720 (1 × 1680) + (4 × 880) + (4 × 720)
× 100 = 35.64 bits/µsec

The difference between the minimum bandwidth that can be provided to the classes and the bandwidth envisioned for them is the major drawback of WRR scheduling. This difference increases further when the range of frame lengths in each class is increased, however, it becomes less evident when the range of frame lengths is reduced (as in case 1). Besides, WRR introduces a small scheduler latency, which is discussed in the following paragraphs.

Worst-Case Traversal Time analysis

As shown in previous chapters the aim of worst-case delay analysis is to upper bound the delay for each flow in the network. This delay upper bound corresponds to the minimum service received by a given flow in the presence of maximum traffic in the network. In NC approach, the minimum residual service available to any class flows is modelled as a latency-rate (LR-) server which considers that these flows initially experience maximum scheduler latency and then they are served at minimum service rate until the end of service. Thus, in order to compute the delay upper bound using the NC approach, it is important to compute the maximum latency in WRR scheduler.

In the following paragraphs, we first present the WRR scheduler latency and then we show how our optimised NC approach can be extended for WCTT analysis in WRR scheduling based switched Ethernet network.

WRR scheduler latency

The WRR scheduler latency (Θ h Cx ) is the maximum delay experienced by a class C x flows, before being served for the first time in its active period. This maximum delay corresponds to the worst-case scenario where C x becomes active (with the arrival of the first frame in C x queue) at an instant when it just misses its turn to be served and it has to wait while the maximum possible traffic is served from the competing classes (i.e. they consume their maximum credit in transmission of maximum size frames). Thus, in a WRR scheduler serving n traffic classes at an output port h, the latency experienced by a class C x flows is given by:

Θ h Cx = n j=1,j =x (W h C j × l max,h C j ) R (6.3)
At the switch output port shown in Figure 6.1, the scheduler latency for C 1 flows can be illustrated through the frame sequence shown in Figure 6.2. In this example, the weights assigned to each class are W C 1 = 1, W C 2 = 2 and W C 3 = 2 frames. Based on the frame sequence in Figure 6.2, C 1 becomes active at t 1 , with the arrival of v 4 , v 3 , v 2 and v 1 , and it has to wait until t 1 for the first service while C 2 and C 3 consume their maximum credit in transmission of v 5 , v 12 , v 14 and v 15 frames. If the frames served from C 2 and C 3 are of maximum length then we have t 1 -t 1 = (100 + 100 + 100 + 100) × 8 100 = 32 µsec which is equal to the maximum scheduler latency given by equation 6.3 as

Θ C 1 = (W C 2 × l max C 2 ) + (W C 3 × l max C 3 ) R = (2 × 100 × 8) + (2 × 100 × 8) 100 = 32 µsec
Unlike in DRR scheduling, where a class flows can experience scheduler latency as multiple delays in first two rounds because they may receive reduced service (see Section 2.4.1), the scheduler latency in WRR scheduling is considered only in the first round. Indeed, in DRR scheduler each class is assigned credit in terms of number of bytes (quantum) and in the worst case a class can transmit data less than its assigned quantum leaving a deficit to be utilised in the next round while other classes transmit data equal to their assigned quantum which leads to a reduced service in the given round whereas in WRR scheduler each class is assigned a credit in terms of fixed number of frames (weight) and these classes can transmit frames exactly equal to their allocated weights in any round. Thus, in WRR scheduling the flows are always served at the average service rate not less than the minimum service rate (equation 6.2) in each scheduling round.

In the given example, the minimum service rate for C 1 flows is

ρ min C 1 = (W C 1 × l min C 1 ) (W C 1 × l min C 1 ) + (W C 2 × l max C 2 ) + (W C 3 × l max C 3 ) × R = 1 × 640 (1 × 640) + (2 × 800) + (2 × 800)
× 100 = 16.667 bits/µsec

Network Calculus approach

The modelling of WRR scheduling based network in NC approach is similar to the one described for DRR scheduling based network in Chapter 4, the only difference is in the service model since these two scheduling policies adapt different mechanism of credit assignment. In the following paragraphs, we show how the NC approach can be applied in the context of WRR scheduling based network.

According to the NC approach, the worst-case delay of class C x flows at a switch 6.3 Worst-Case Traversal Time analysis 129 output port h is determined by the maximum horizontal distance between its overall arrival curve α Cx and the service curve β Cx as

h(α h Cx , β h Cx ) = sup s≥0 (inf{τ ≥ 0|α h Cx (s) ≤ β h Cx (s + τ )}) (6.4)
In order to consider the worst-case scenario α Cx considers the maximum traffic in C x , which corresponds to cumulative traffic of C x flows arriving from all the inputs at h, and β Cx considers the minimum service provided to C x flows, which corresponds to the case when these flows experience maximum scheduler latency and minimum service rate.

Let us illustrate the computation of this delay on the network example shown in Figure 6.1. For that purpose let us focus on flow v 1 of class C 1 .

In the given network, the cumulative traffic of C 1 flows is the sum of individual arrival curves of flows v 1 , v 2 , v 3 and v 4 , we have

α C 1 = α v 1 + α v 2 + α v 3 + α v 4
where,

α v 1 == 0.0061 t + 792.1 α v 2 == 0.0125 t + 800.3 α v 3 == 0.0123 t + 792.3 α v 4 == 0.0125 t + 800.3 so, α C 1 = 0.0434 t + 3185
Since the C 1 flows compete with C 2 and C 3 flows at the given output port and the WRR scheduler serves these flows based on the weight assigned to each class, the C 1 flows receive minimum service when they experience the maximum scheduler latency (equation (6.3)) and minimum service rate (equation (6.2)). Thus according to NC approach, the residual service for C 1 flows can be given by a service curve (shown in Figure 6.3) as

β C 1 = ρ min C 1 [t -Θ C 1 ] + = 16.667 [t -32] + (6.5)
However, we have seen in the case of DRR scheduling (Section 4.2.2) that this model of service curve can be pessimistic as it does not take into account the exact composition WCTT Analysis in a Switched Ethernet Network with WRR Scheduler bits t (µsec) of each class. Indeed, it can be the case for WRR scheduling as well. In WRR scheduling, the computation of ρ min Cx and Θ Cx is based on the assumption that during the active period of C x the competing classes C y (y =x) are always active and they serve at least W Cy frames of l max Cy bytes in each round. This assumption is correct only when C y has enough frames of maximum size in its buffer during the active period of C x , otherwise, β Cy can be pessimistic. For example, in the WRR scheduling rounds shown in Figure 6.2, since there are enough frames in C 2 and C 3 , the C 1 frames are delayed by them in each round. But, let us assume that C 2 had only one flow v 5 and C 3 had only one flow v 14 , in that case, C 1 flows would experience a latency at most t 1 -t 1 = (100 + 100) × 8 100 = 16 µsec which is much smaller than the computed WRR scheduler latency Θ C 1 = 32 µsec. Moreover, the C 1 flows would be served much earlier as there are no frames in C 2 and C 3 in the following rounds, as shown in Figure 6.4.

W C 1 × l min C 1 slope = R slope = ρ min C 1 β C 1 Θ C 1
The scenario shown in Figure 6.4 may not be the worst-case one, but in any case, with reduced traffic C 2 and C 3 cannot delay C 1 flows in each scheduling round. Thus, the delay computation by equation (6.4), which is based on β C 1 , can be pessimistic. The delay upper bound for v 1 from equation (6.4) is

D 1 = h(α C 1 , β C 1 ) = sup s≥0 (inf{τ ≥ 0|α C 1 (s) ≤ β C 1 (s + τ )}) = 223.1 µsec
The optimisation proposed in the context of DRR scheduling in Section 4.3 aims to mitigate the pessimism by removing the over-estimated portion of competing class traffic considered by service curve in the delay computation. This over-estimated traffic is obtained from the difference between the service load SL Cy , which represents the The service of competing class C 2 , considered by a service curve β C 1 in equation (6.5) (also shown in Figure 6.3), can be described in two parts. First part is the interval (0, Θ C 1 ] that corresponds to the scheduler latency Θ C 1 . In this interval C 1 does not receive any service while C 2 receives a service of W C 2 × l max C 2 bytes. Second part is the interval (Θ C 1 , +inf ) which is divided into multiple identical intervals of length t N , where in each interval C 1 receives the minimum service of

W C 1 × l min C 1 and C 2 gets a service of at most W C 2 × l max C 2 bytes.
These intervals in service curve can be generalised for a WRR scheduler serving any number of classes (n) at an output port h. In the service curve β h Cx of a class C x , the lower bound on the maximised traffic of competing class C y can be given by service load SL h Cy (t) as:

SL h Cy (t) =        0, t < Θ h Cx (W h Cy × l max,h Cy ) 1 + (t -Θ h Cx ) t N , Θ h Cx ≤ t (6.6) 
where,

t N = (W h Cx × l min,h Cx ) R + n h j=1,j =x (W h C j × l max,h C j ) R
In any interval the corresponding load is taken into account by SL h Cy (t) only at the end of this interval. For instance, since the competing class C y is served (W h Cy × l max,h Cy ) bytes in interval (0, Θ h Cx ], the load of C y before Θ h Cx is 0. The (W h Cy ×l max,h

Cy

) bytes from C y are considered at t = Θ h Cx , this load remains unchanged until the next service of C y . In the following intervals, the load of (W h Cy × l max,h Cy ) bytes is accumulated at the end of each interval. Thus, SL h Cy (t) is a lower-bound on the maximized service considered by β h Cx . This service load is also shown in Figure 6.5.

For v 1 , the service load from competing class C 2 in the interval [0, D 1 ] can be computed as: We have, At the given switch output port, the traffic in C 2 is composed of 8 flows: v 5 , v 6 , v 7 , v 8 , v 9 , v 10 , v 11 and v 12 . The overall arrival α C 2 (t) can be obtained by the sum of individual arrival curves of each flow in C 2 . However, the flows v 7 , v 9 and v 10 as well as the flows v 8 , v 11 and v 12 are serialised on their shared input link (this serialization effect is explained in Section 1.5.2) and thus they can be represented by a single arrival curve respectively. We have,

D 1 = 223.1µsec Θ C 1 = 32µsec t N = (W C 1 × l min C 1 ) R + (W C 2 × l max C 2 ) + (W C 3 × l max C 3 ) R = (1 × 640) 100 + (2 × 800) + (2 × 800) 100 = 38.4µsec Since, D 1 > Θ C 1 , therefore SL C 2 (D 1 ) = (W C 2 × l max C 2 ) 1 + (D 1 -Θ C 1 ) t N = (2 × 
α C 2 (t) = α v 5 + α v 6 + min{((R × t) + max{b v 7 , b v 9 , b v 10 }), (α v 7 + α v 9 + α v 10 )} + min{((R × t) + max{b v 8 , b v 11 , b v 12 }), (α v 8 + α v 11 + α v 12 )}
where, α v 5 = 0.00625 t + 800, α v 6 = 0.00625 t + 800.15, α v 7 = 0.0061 t + 792.15, α v 8 = 0.0061 t + 792.15, α v 9 = 0.0061 t + 792.15, α v 10 = 0.0125 t + 800.3, α v 11 = 0.0123 t + 792.3 and α v 12 = 0.00625 t + 800.15 Therefore, the effective load of

C 2 in interval [0, D C 1 ] is L max C 2 (D C 1 ) = α C 2 (D C 1 ) (6.7) = α C 2 (223 .1) 
= 6383 bits = 797.875 bytes

• Compute the over-estimated portion of C 2 in β C 1 . If SL C 2 (D 1 ) > L max C 2 (D 1
) then the difference between the two represents the over-estimated portion of C 2 traffic in β C 1 . Otherwise, the difference is assumed to be 0. )) bytes at link rate (R = 100 bits/µsec) can be removed from the delay upper bound D 1 in order to get the optimised delay D 1,opt . 

SL C 3 (D 1 ) = (W C 3 × l max C 3 ) 1 + (D 1 -Θ C 1 ) t N = (2 × 800) 1 + (223.1 -32) 38.4 = 8000 bits = 1000 bytes L max C 3 (D C 1 ) = α C 3 (D C 1 ) = α C 3 (
D 1,opt = D 1 - max{SL C 2 (D 1 ) -L max C 2 (D 1 } R + max{SL C 3 (D 1 ) -L max C 3 (D 1 } R = 223.

Case study on industrial AFDX network

In this section we perform a case study on an industrial size AFDX network configuration. Our main aim is to perform WCTT analysis on this network under WRR scheduling and compare the results with DRR scheduling. First, we show that since WRR scheduling does not take into account the size of the frames served from different traffic classes it can lead to significantly unfair bandwidth distribution among these classes. Moreover, in case of an existing industrial AFDX configuration (presented earlier in Section 5.2.2) having flows with a wide variety of frame lengths, it leads to a scenario where WCTT analysis based on NC approach cannot be successfully performed.

Then, we present another industrial size AFDX network configuration (having flows with a smaller variety of frame lengths) in order to perform WCTT analysis under WRR scheduling and compare the results to those obtained under DRR scheduling.

WCTT analysis on an industrial size AFDX network configuration

Let us consider the industrial configuration of AFDX network presented in the previous chapter (Section 5.2.2). It has 8 switches forwarding 984 flows (a.k.a. Virtual Link (VL)) on a total of 6276 paths. The link rate is R = 100 bits/µsec. The flow dispatching among BAGs and maximum frame lengths is recalled in Table 6.2.

The flows are arbitrarily distributed between 2 critical classes: a class C 1 for critical flows and a class C 2 for less-critical flows. This distribution is based on the fact that the critical flows with low BAG values can have smaller delay constraints as compared to the flows with larger BAG. Thus, all the flows with BAG values up to 16 msec are considered in critical class C 1 (having deadline 12573 µsec) and the remaining flows are considered 
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Best-Effort C3 -In the given configuration, we have arbitrarily introduced 10 additional flows which share the path with each critical flow on at least one switch output port. The added flows are considered as non-critical flows characterised by class C 3 shown in Table 6.3. Since C 3 flows share the path with critical flows they can have an impact on the worst-case end-to-end delay of critical flows. Our aim is to analyse this delay when the switch output port employs the WRR scheduling policy and compare it with DRR scheduling.

We have seen in the previous chapter that in case of DRR scheduling a quantum assignment can be achieved, for the given network configuration, with the help of In order to perform a fair comparison between DRR and WRR scheduling, we must achieve a scenario which is similar (if not same) in the two schedulers. In WRR scheduling, a guarantee on minimum bandwidth close to that of DRR scheduling may not be achieved easily. This is due to the fact that the WRR scheduler serves each class based on a predefined weights (i.e. a fixed number of frames) irrespective of the frame size and, as shown in Section 6.2.2, the bandwidth available to any class depends not only on the weights assigned to each class but also on the range of frame sizes in each class. Indeed, the service based only on the number of frames is not fair since one class may transmit frames of only minimum size while other class may transmit frames of only maximum size.

This problem can be shown on the given industrial configuration. Let us assume that each class C x (x = 1, 2 and 3) is expected to have a bandwidth share close the one provided in DRR scheduling. Let us verify if it is possible to achieve such bandwidth distribution for these classes. From equation (6.2) we have which are far from the desired minimum bandwidths. Since all the classes have bandwidths less than their expected values and we have assigned a minimum possible weight (= 1 frame) to each class, we must increase the assigned weights in order to increase their bandwidth share. However, it must be noticed that in the computation of minimum bandwidth, the increase in weight W Cx assigned to a class C x affects the bandwidth of C x in proportion to its minimum frame length (l min Cx ) and affects the bandwidth of other classes C y (y =x) in proportion to the maximum frame length (l max Cx ) of C x . Which means, when the difference between the l min Cx and l max Cx is large, the increase in W Cx shall result in a disproportionate effect on change in bandwidth for all the classes. Thus, in this case, it is not possible to increase the bandwidth share of any class without decreasing that of any other class. Therefore, the minimum bandwidth share of all the classes cannot be increased together to the values near their expected values. This makes it impossible to perform a fair comparison between WRR and DRR scheduling for the given industrial configuration.

ρ min Cx = (W Cx × l min Cx ) (W Cx × l min Cx ) + y =x (W Cy × l max Cy ) × R so, ρ min C 1 = (W C 1 × 84) (W C 1 × 84) + (W C 2 × 1535) + (W C 1 × 934) × 100 
ρ min C 2 = (W C 2 × 84) (W C 1 × 1497) + (W C 2 × 84) + (W C 1 × 934) × 100 
ρ min C 3 = (W C 3 × 84) (W C 1 × 1497) + (W C 2 × 1535) + (W C 1 × 84) × 100 
Another problem in case of WRR scheduling in WCTT analysis of the given network configuration is that the minimum bandwidths computed above are too low to be able to compute the delay using the NC approach. In order to compute the delay by equation (6.4) the service curve and arrival curve must converge but in the given network configuration they do not converge since the maximum long term arrival rate (i.e. the slope of arrival curve) at several switch output ports is much larger than the slope of service curve (i.e. ρ min C 1 = 3.29, ρ min C 2 = 3.33 and ρ min C 3 = 2.69) and hence the delay cannot be computed. One solution to these problems is to use a different method of flow differentiation. For instance, instead of differentiating the flows based on their BAG values, which is the case in Table 6.3, these flows can be differentiated based on their frame sizes so that each class contains the flows of certain (small) range of frame sizes. Another solution is to break the classes in Table 6.3 into sub-classes so that the difference between the frame sizes within each class is reduced. However, the later solution may not completely resolve the problem as the total bandwidth should be divided among more number of classes leading to a smaller share of the bandwidth available to each class. Both solutions lead to a completely different problem of optimising the distribution of flows either based on the frame sizes or based on the number of optimal classes. We have not focused on this optimisation problem in this thesis.

Instead, we perform the WCTT analysis on another but similar industrial configuration in the following paragraphs.

WCTT analysis on a modified configuration of an industrial size AFDX network

We consider an AFDX network configuration which is similar to the previous one in terms of switches, flow paths and end-systems. The only difference is that the frame length in each flow is limited to certain upper and lower limit. More precisely, we review two cases, first, we assume critical flows of homogeneous frame length per class, second, we assume critical flows with a small range of frame lengths. In both cases, we study the worst-case end-to-end delays in each class in the presence of non-critical flows in the network.

WRR scheduling with homogeneous flows

Let us focus on the network configuration with flows of homogeneous frame length shown in Table 6.4. This configuration is similar to the previous one but the flows in each class are constrained to transmit frames of unique lengths. Actually, the frame length in each class is equal to the average frame length in previous configuration, i.e. In WRR scheduling an approximately similar bandwidth distribution can be achieved by the traditional weight assignment method shown in Section 6.2.2 as: × 100 = 24.13 bits/µsec

W C 1 = round ∇ C 1 min{∇ C 1 , ∇ C 2 , ∇ C 3 } = 2frames W C 2 = round ∇ C 2 min{∇ C 1 , ∇ C 2 , ∇ C 3 } = 1frame W C 3 = round ∇ C 3 min{∇ C 1 , ∇ C 2 , ∇ C 3 } = 1frame
The worst-case end-to-end delay comparison in DRR and WRR scheduling is shown in Figure 6.6. Since the number of C 3 flows is increased in each scenario which leads to variation in end-to-end delay for each flow in C 1 and C 2 differently, we only compare the average and maximum delay in both schedulers. In Figure 6.6, in case of 10 C 3 flows the average delays in critical classes C 1 and C 2 is slightly lower in DRR as compared to WRR and on increasing the number of C 3 flows the difference between the two remains more or less same. On the other hand, the delay in non-critical class C 3 is lower in WRR as compared to DRR. These results are very interesting as they show the difference between the delay output in the two scheduling algorithm under unique conditions. Let us discuss the results for each class separately in the following paragraphs:

Critical class C 1 : In case of C 1 flows the delay in DRR is less than that in WRR scheduling. The difference between the delays in the two scheduling can be understood by observing their service curve. The service curve in NC essentially reveals the scheduler latency Θ (which is the worst-case delay due to competing class C are based on pessimistic service curve which does not take into account the effective traffic from competing classes. The delay computation with our optimised NC approach eliminates this pessimism and it turns out that in case of C 2 flows the delay is less in DRR as compared to WRR, which means that the competing classes (C 1 and C 3 ) have less effective traffic than what is considered by the service curve and this limited traffic is served earlier in DRR so the actual service received by C 2 flows is better in DRR as compared to WRR. This scenario is also shown in Figure 6.8. In the worst-case scenario, in WRR scheduling the competing classes C The scenario for C 3 flows is different from that discussed for C 1 and C 2 flows: since there is very less number of flows in C 3 it is possible that these flows are always delayed by C 1 and C 2 flows in each scheduling round which leads to a not so pessimistic service curve and the actual service received by these flows is similar to that considered by the service curve. Moreover, as shown in Figure 6.9, even if the service rate in DRR is slightly higher the active period of C 3 flows (represented by shaded area) can be too short to be benefited from it, whereas, in WRR these flows benefit the smaller scheduler latency. Let us now perform a similar analysis on the given network configuration but this time the flows are constrained to transmit frames of a certain size range. The differentiation of flows into two critical classes C 1 and C 2 is the same as the one discussed earlier, i.e. based on their BAG values (Table 6.4). The number of additional flows (C 3 ) is limited to 10 flows which are identical to C 1 flows. In the following paragraphs we will see how the difference between the worst-case delays in WRR scheduling and DRR scheduling increases when the range of frame lengths is increased in each class.

(Q C 1 + ∆ max C 1 ) l C 1 × l C 1 + (Q C 3 + ∆ max C 3 ) l C 3 × l C 3 = (Q C 1 + l C 1 -1) l C 1 × l C 1 + (Q C 3 + l C 3 -1) l C 3 × l C 3 = ( 770 
We analyse 4 different scenarios: initially the flows in critical classes (C 1 and C 2 ) are constrained to transmit frames of unique size l max C 1 = l min C 1 = 350 bytes and l max C 2 = l min C 2 = 400 bytes, then in the second case C 1 flows can transmit frames of lengths in range l max C 1 = 350 bytes and l min C 1 = 300 bytes whereas C 2 flows can transmit frames of lengths in range l max C 2 = 400 bytes and l min C 2 = 300 bytes, then in the third case this range is further increased to l max C 1 = 400 bytes, l min C 1 = 300 bytes, l max C 2 = 500 bytes and l min C 2 = 300 bytes and so on (see table 6.5). Since the delay experienced by different flows in each class is affected by the range of frame lengths transmitted in the network, the optimal quantum distribution in DRR scheduling that allows critical classes to meet their deadlines is also affected. So we compute the quantum distribution using Algorithm 2 separately for each case. This quantum distribution Q Cx and the corresponding bandwidth ρ DRR Cx available to each class are shown in Table 6.6. In WRR scheduling, the closest approximation of bandwidth allocation is computed based on the traditional weight assignment method discussed earlier. The weights W Cx and bandwidth ρ W RR Cx distribution are also shown in Table 6.6.

Let us observe the worst-case end-to-end delays computed in each case, which are also illustrated by Figure 6.10. Case 1 belongs to the scenario of homogeneous frame lengths and it is exactly same as the one discussed in Section 6.4.2.1 where the delay in critical classes C 1 and C 2 is lower in DRR as compared to WRR. In case 2, 3, and 4 the delays in C 1 and C 2 remains lower in DRR as compared to WRR (for the same reasons as explained earlier through Figure 6.7 and 6.8) and the difference between the two varies based on the difference between the bandwidth allocated to these classes in each scheduler. In C 3 , the delays are lower in WRR as compared to DRR in cases 1, 2 and 3, since the bandwidth allocated in each scheduler is approximately similar and C 3 flows takes advantage of low scheduler latency in WRR. In case 4, C 3 delay is exceptionally increased and it is higher in WRR as compared to DRR, which is obvious since the weights computed by traditional approach led to a large difference between minimum bandwidth allocated to C 3 in WRR and DRR. In all these cases the critical classes C 1 and C 2 meet their deadlines in both DRR and WRR schedulers and the delay in non-critical class C 3 is lower (except in case 4) in WRR which makes it a better option to be used when the flows are constrained to transmit frame lengths within a small range. However, due to the absence of an efficient bandwidth allocation mechanism in WRR scheduling the performance guarantee may not be provided (as in case 4). 

Conclusion

Conclusion

In this chapter, we have extended our optimised NC approach for WCTT analysis of WRR scheduling based network. This approach is applied to compute the worst-case delay bounds in an industrial configuration of AFDX network. We have shown that in some cases it can be very difficult to perform the worst-case delay analysis when the WRR scheduling is used at the switch output ports.

We have also presented a comparison of the worst-case delay bounds obtained in the given AFDX network under WRR and DRR scheduling. The main difficulty in such comparison is the absence of a mechanism to achieve the desired bandwidth distribution in WRR scheduling.

Conclusion

In industrial real-time embedded systems, the real-time switched Ethernet network is a promising candidate to satisfy the increasing needs of communication. For instance, AFDX is dedicated solution based on switched Ethernet adapted in the context of aeronautics. In this network, the deterministic communication guarantee is provided thanks to Worst Case Traversal Time (WCTT) analysis using Network Calculus (NC). The pessimism involved by NC approach leads to over-dimensioning of the network architecture, which is lightly loaded. The manufacturers envision to use this available network capacity by allowing traffic from different functions of mixed-criticality.

In the presence of mixed criticality flows, the introduction of Quality-of-Service (QoS) mechanism is necessary to satisfy the constraints on critical flows. In this thesis, we have studied the worst-case delay analysis suitable for such QoS-aware real-time switched Ethernet network. We have specifically focused on DRR and WRR scheduling policies as they are envisioned by the industry for future industrial networks.

Recapitulation of contributions and obtained results

In mixed-criticality flow environment, the flows of high criticality must be protected from lower criticality flows to ensure hard real-time constraints. The use of priorities efficiently helps to meet more strict latencies for the most critical flows than what would be feasible with FIFO queues alone. However, static priority scheduling does not provide fair service to the flows of different priorities. In such an architecture with fixed priorities, there is a risk of bandwidth starvation for the lowest priority flows. The starvation problem can be avoided with differentiation service policies, such as DRR or WRR scheduling. These scheduling policies allow to guarantee a certain minimum share of bandwidth to different classes of flows. For instance, in DRR each class is assigned specific quantum which represents the number of bytes that can be transmitted from the respective class, irrespective of the traffic in competing classes. Moreover, reserving a Conclusion fair share of bandwidth for different classes can improve the overall performance of the network.

To achieve the goal of improving network bandwidth utilisation with DRR scheduling, we show in Chapter 3 how the bandwidth can be efficiently shared between critical and non-critical flow classes. We have proposed an algorithm that assigns the minimum quanta to critical classes that ensure that no deadlines will be missed, and eventually, it maximises the percentage of bandwidth assigned to non-critical flows. This algorithm relies on the classical NC approach for the computation of delay bounds in each flow class.

In chapter 4 we show that the classical NC approach can be pessimistic as it does not take into account the traffic from individual classes. It assumes maximum traffic in competing lasses which is limited by the quantum assigned to these classes in each service round. We have also proposed an optimised NC approach to mitigate this pessimism.

An evaluation on an industrial AFDX network configuration, given in Chapter 5, shows that our optimised NC approach gives a significant reduction in pessimism in worst-case delay bound computation as compared to classical NC approach, up to 40% for this configuration. We have also performed evaluation of the quantum assignment algorithm on the same network configuration. The results have shown that our algorithm successfully distributes quantum among flow classes that allows the guarantee on critical flows while minimising the delays for non-critical flows. The performed case study has also shown that the service provided by DRR scheduler is better than that by the SPQ scheduler in a mixed-criticality flow environment.

Another case study is performed in Chapter 6 to compare the worst-case delays obtained with DRR scheduling to that obtained with WRR scheduling on similar network configuration. The results show that in presence of flows with a big difference in frame sizes within the flow class the end-to-end delays in a DRR based network are smaller as compared to a WRR based network, but, the results in WRR based network are improved in case of higher homogeneity in frame sizes within each class.

Perspective

By the end of this thesis, numerous research perspectives are open. Some of them concern the remaining pessimism in NC approach. Since this pessimism leads to an over-dimensioning of the network architecture, it would be interesting to quantify this pessimism. Such a work has been done in [START_REF] Bauer | Improving the worst-case delay analysis of an afdx network using an optimized trajectory approach[END_REF], where the pessimism of NC approach and Trajectories approach is upper bounded in the context of industrial AFDX config-Conclusion 151 urations, thanks to the simulation of unfavourable scenarios. Another work given in [START_REF] Soni | Work in progress paper: pessimism analysis of network calculus approach on afdx networks[END_REF] proposes a more generic approach to evaluate pessimism based on optimistic assumptions in the NC approach. However, these two works are limited to the switched Ethernet network with FIFO scheduling.

The quantum allocation algorithm proposed in this thesis depends on the classical NC approach for WCTT analysis, which is found to be very pessimistic. Which means the output of the algorithm is also affected by this pessimism. Therefore, we are currently working on the adaptation of this algorithm to the optimised NC approach.

Another future work is to develop a similar assignment algorithm for other policy like WRR scheduling.
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 1 Figure 1.1 shows an example of such a network architecture. It consists of 4 end-nodes (e 1 -e 4 ) interconnected by two switches (S 1 -S 2 ) via full-duplex links forwarding 3 flows (v 1 -v 3 ). For the simplicity of representation, each full-duplex link is represented by a
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 11 Figure 1.1 An example of a switched Ethernet network
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 14 Figure 1.4 Possible frame sequences
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 616 Figure 1.6 NC curves and bounds
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 18 Figure 1.8 Illustration of serialisation effect in v 1 and v 2 at S 2

Figure 1 .

 1 Figure 1.10 A switch output port with SPQ scheduler

Figure 1 .

 1 Figure 1.11 Credit based shaping of high priority flow

Figure 2 .

 2 1 shows a very basic example of this network where a switch S 1 interconnects 6 end-nodes (e 1 -e 6 ) forwarding 21 flows (v 1 -v 21 ) over full-duplex links at a link rate R = 100 bits/µsec. The switch output port is controlled by a DRR scheduler which differentiate flows into 3 predefined classes (C 1 -C 3 ) where a FIFO queues is associated to each class. The flow frames from these queues are served in rounds based on a credit assigned to the corresponding class queue.

Figure 2 . 1

 21 Figure 2.1 An example of a switched Ethernet network with DRR scheduling

F

  Cx is the set of flows of C x .

  Figure 2.2 where each class C x (x = 1,2 and 3) is assigned equal quantum Q S 1

Figure 2 . 2

 22 Figure 2.2 Illustration of DRR scheduling
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 24 Figure 2.4 DRR scheduler latency

  100 + 199 + 100) × 8 100 = 47.68 µsec for C 1 before it could receive the first service.
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 26 Figure 2.6 Illustration of the impact of reduced service in C 1
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 21 the service received by C 1 flows is shown in Figure 2.7 2.4 Worst-Case Traversal Time analysis
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  Figure 3.1 illustrates this kind of network architecture.
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 31 Figure 3.1 Network architecture

Θ

  C 1 = 46.8 + 11.44 = 58.24 µsec So, based on the classical NC approach, the residual service (from equation (2.10)) for C 1 flows is given as

Figure 3 . 3

 33 Figure 3.3 Delay computation for flow v 2 of C 1

  72 + 22.78 = 77.5 µsec so, the service curve for C 1 flow isβ C 1 = 25.8 [t -77.5] +

Figure 3 . 4

 34 Figure 3.4 Service curves

2 .

 2 The flows are divided into n = 3 classes based on their delay constrains. C 1 and C 2 are critical flow classes with delay constraint 250 µsec and 500 µsec, respectively, and Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network C 3 is non-critical flow class with no constraint on delay (see Table
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 42 Figure 4.2 DRR scheduling rounds at output port (Figure 4.1)

2 C 1 = X S 2 C 1 + Y S 2 C 1 Figure 4 . 3

 21212143 Figure 4.3 shows a comparison between the service received by C 1 in the given scenario and the pessimistic service (β S 2C 1 = ρ S 2 C 1 [t -Θ S 2 C 1 ] + =33.33[t -63.52] + ) considered by classical NC approach.
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 43 Figure 4.3 Pessimism in NC service curve
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 45 Figure 4.5 Lower bound on maximum service load in DRR scheduler

  -99 + 199 + 199) × 8) = 87.52µsecAn Optimized NC Approach to WCTT Analysis in a Switched Ethernet Network with DRR Scheduling

C 2 =

 2 (199 + 99) × 8 + 1 + 100 × (183.07 -87.52) (199 + 199 + 199) × 8 (199 × 8) = 7160 bits = 895 bytes Similarly, we get SL S 2 C 3 = 895 bytes.

  70 + 39.68 = 71.38 µsec Therefore, the optimised delay is D S 2 1,opt = D S 2 1 -71.38 = 183.07 -71.38 = 111.69µsec

1 v 11 v 13 e 2 v 2 v 14 e 7 Figure 4

 1274 Figure 4.7 A recall of switched Ethernet network in Figure 4.1
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 4 Figure 4.9 v 11 and v 13 frame sequence at S 1
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 4 Figure 4.11 Overall arrival curve at e 1 in classical NC approach
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 4 Figure 4.12 Aggregated arrival curves at e 1

vFigure 4 .

 4 Figure 4.13 Aggregated arrival curves at S 1
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 4 Figure 4.14 Overall arrival curve of C 3 flows at S 1 and S 2
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 554 Figure 5.4 End-to-end delay comparison in C 3 flows under FIFO, SPQ and DRR
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 5 Figure 5.5 shows the comparison of delays computed using classical NC and optimised
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 555 Figure 5.5 Comparison of end-to-end delay bounds computed by classical NC and optimised NC approach
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 62 Figure 6.2 WRR scheduling rounds at output port (Figure 6.1)

2 : 3 = 2 and l max C 3

 2323 800) × 100 = 40 bits/µsec case Let us now assume that the same classes have flows with a range of frame sizes : l min C 1 = 190 bytes and l max C 1 = 210 bytes, l min C 2 = 90 bytes and l max C 2 = 110 bytes, and l min C 90 bytes and l max C 3 = 110 bytes. In this case, the average bandwidth available to each class can not be fixed by selecting the weights since each class can transmit frames of any length between its minimum and maximum values. For instance, if each class has some 6.2 Overview of WRR schedulers 125 frames to be transmitted in its buffer and the weights assigned to these classes are W C 1 = 1 and W C 2 = W C 3 = 2, then the bandwidth received by C 1 can vary between 30.15 bits/µsec (when C 1 transmits only l min C 1 size frames and other classes transmit only l max C size frames) and 36.84 bits/µsec (when C 1 transmits only l max C 1 size frames and other classes transmit only l min C 2 and l min C 3 size frames). Besides, unlike in case 1, in this case, it is not possible to guarantee the bandwidth of at least 20, 40 and 40 bits/µsec by any combination of weights W C 1 , W C 2 and W C 3 for classes C 1 , C 2 and C 3 respectively. The traditional solution is to assign weights such that it approximate the bandwidth near φ Cx to the frames of average length l avg Cx in C x . Which means, in each class, the frames of average lengths should get φ C 1 = 20%, φ C 2 = 40% and φ C 3 = 40% of R = 100 bits/µsec. So, the portion of C x frames served in each round is ∇ Cx =

  each class has frames of average length in the buffer, they get bandwidths 126 WCTT Analysis in a Switched Ethernet Network with WRR Scheduler no less than

Figure 6 . 3

 63 Figure 6.3 NC service curve for C 1 with WRR scheduling

1 Figure 6 . 4 C 1 •

 1641 Figure 6.4 C 1 service with reduce traffic from C 2 and C 3

•

  Compute the upper bound on actual traffic in C 2 in interval [0, D 1 ]. This upper bound is given by effective maximum load L max C 2 (D 1 ), which is equal to the overall arrival curve of C 2 flows in interval [0, D 1 ].

max{SL C 2

 2 (D 1 ) -L max C 2 (D 1 ), 0} = 1000 -797.875 = 202.125 bytes • Repeat the same process for the next competing class C 3 , to get

•

  223.1) = 6389 bits = 798.625 bytes Therefore, the over-estimated portion of C 3 in β C 1 is max{(SL C 3 (D 1 ) -L max C 3 (D 1 ), 0} = 1000 -798.625 = 201.375 bytes 6.4 Case study on industrial AFDX network 135 Finally, the delay considered in transmission of the overestimated traffic of (SL C 2 (D 1 ) -L max C 2 (D 1 )) bytes and (SL C 3 (D 1 ) -L max C 3 (D 1

Algorithm 2 1 = 2 = 3 =

 2123 that leads to minimum delay in non-critical flows (C 3 ) while allowing the critical flows (C 1 and C 2 ) to respect their deadlines. It belongs to the distribution of quanta Q = 6340 bytes as Q C 1 = 3659 bytes, Q C 2 = 1535 bytes and Q C 3 = 1146 bytes. In this case, the minimum bandwidth available to each class is ρ DRR C 57.71 bits/µsec, ρ DRR C 24.21 bits/µsec, ρ DRR C 18.07 bits/µsec

l C 1 1 = 2 = 3 =

 1123 = 350 bytes and l C 2 = 400 bytes. The flow differentiation is unchanged, i.e. critical class C 1 has the flows with BAG values up to 16 msec and the remaining flows are assigned in less-critical class C 2 . The arbitrarily introduced non-critical flows are characterised by class C 3 . We examine seven different scenarios by varying the number of additional flows between 10 and 70 flows. In each scenario, we compute the worst-case delay by assuming WRR scheduling at each switch output port and compare the results with DRR scheduling. In DRR scheduling we assign quantum to each class based on our algorithm (Algorithm 2 in Chapter 3) which leads to distribution Q C 1 = 770 bytes, Q C 2 = 400 bytes and Q C 3 = 377 bytes and the minimum bandwidth available to each class is ρ DRR C 49.77 bits/µsec, ρ DRR C 25.85 bits/µsec, ρ DRR C 24.38 bits/µsec

2 × 2 = ( 1 3 = ( 1

 22131 350) + (1 × 400) + (1 × 350) × 100 = 48.27 bits/µsec ρ min,W RR C × 400) (2 × 350) + (1 × 400) + (1 × 350) × 100 = 27.58 bits/µsec 6.4 Case study on industrial AFDX network 141 ρ min,W RR C × 350) (2 × 350) + (1 × 400) + (1 × 350)
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 66 Figure 6.6 End-to-end delay comparison in DRR and WRR with homogeneous flows.

1 = 1 = 1 = 1 = 1 is 1 . 1 Figure 6 . 7 2 = 2 = 2 ,

 111111167222 Figure 6.7 Illustration of C 1 flow service

  1 and C 3 can transmit at most(W C 1 × l C 1 ) + (W C 3 × l C 3 ) = (2 × 350) + (1 × 350) = (700 + 350)= 1050 bytes in each scheduling round, whereas, in DRR scheduling they can transmit up to

Figure 6 . 8 3 = 3 =

 6833 Figure 6.8 Illustration of C 2 flow service

3 Figure 6 . 9

 369 Figure 6.9 Illustration of C 3 flow service
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 6 Figure 6.10 End-to-end delay comparison in DRR and WRR with heterogeneous flows.

Table 2 .

 2 , v 4 , v 5 , v 10 , v 16 , v 18 , v 21 64 80-100 v 3 , v 11 , v 14 , v 15 , v 19

		1 Flow specifications
	Flows	Ti (msec)	Frame lengths (bytes)
	v 6 , v 12 , v 13 , v 20	128	80-100
	v 1 , v 7 , v 8 , v 9 , v 17	128	80-99
	v 2 64	80-99
	2.3 Overview of DRR scheduling	

2.3.1 DRR working principle

  .1). One possible scenario of DRR scheduling at S 1 output port is shown

	Algorithm 1: DRR Algorithm
	Input : Per class quantum: Q h C 1 . . . Q h Cn (Integer) Data: Per class deficit: ∆ h Cn (Integer) C 1 . . . ∆ h Data: Per class credit: credit h C 1 . . . credit h Cn (Integer)
	Data: Counter: i (Integer)

  t e 1 ,C 2 ], given by equation (2.4), as Whereas in interval [t s 2 ,C 2 , t e 2 ,C 2 ], C 2 and C 3 transmit 199 bytes each and C 1 transmits s 1 ,C 2 t e 1 ,C 2 , t s 2 ,C 2 t e 2 ,C 2 However, despite the variation in service rate received by C 2 flows over these small intervals, the average amount of transmission from each class on a large interval (say [t s 1 ,C 2 , t e 2 ,C 2 ]) is 199 bytes, which is equal to their quantum values, thus the long term service rate is constant. This long term service rate is lower bounded by the theoretical A QoS-Aware Switched Ethernet Network service rate. For C 1 , C 2 and C 3 , the theoretical service rate given by equation 2.3, is ρ C 1 = ρ C 2 = ρ C

		ρ act,C 2 =	199 + 199 + 100 199 3 = 199 + 199 + 199 × 100 = 39.95 bits/µsec 199 × 100 = 33.33 bits/µsec
	6	7	21	14	5	9	13	16 17	4 3 1	. . .
	bits									
											Link rate
											ρ act,C 2
											ρ C 2
	39.95 bits/µsec		28.59 bits/µsec
									wait
	100 bits/µsec									
				wait						
									33.33 bits/µsec
											t
	Figure 2.3 Theoretical and actual service rate in C 2
	298 bytes, so the actual service rate in this interval is reduced to
		ρ act,C 2 =	199 199 + 199 + 298	× 100 = 28.59 bits/µsec

t

  Figure 2.5 Illustration of DRR scheduler latency at S 1 output port At t 1 , C 1 becomes active with the arrival of 5 frames (from flows v 5 , v 4 , v 3 , v 2 , and v 1
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  5 v 6 ... v 13 v 14 ... v 21

		62		Efficient Resource Sharing in a QoS-Aware Switched Ethernet Network
				Table 3.1 Flow and class specifications
				Flows		Ti (msec)	Frame lengths (bytes)
				v 6 , v 12 , v 13 , v 20		128	80-100
				v 1 , v 7 , v 8 , v 9 , v 17	128	80-99
				v 2 , v 4 , v 5 , v 10 , v 16 , v 18 , v 21	64	80-100
				v 3 , v 11 , v 14 , v 15 , v 19	64	80-99
				Flows	Deadline (µsec )	Class
				e 3		
						S 2
	e 1	v 18 v 20	S 1	e 4	v 15 v 19		e 7
	e 2	v 2 v 14	..	e 5 e 6		
			Figure 3.2 A switched Ethernet network example

Table 3 .

 3 

			2 Delay variation with quanta
	Case	Q	(bytes) QC 1 QC 2 QC 3	bits/µsec ρC 1	(µsec) ΘC 1 D E2E v 2
	1	655 268 103 284	40.91	58.24 249.36
	2	655 169 202 284	25.8	77.5 356.43
	3	1310 536 206 568	40.91	89.19 311.3

Table 4 .

 4 1 Flow specifications

				e 3			
							5
						S 2	v 6 ,... v 10
	e 1	v 11 v 13	S 1	e 4	v 12		v 11 ,... v 14	e 7
	e 2	v 2 v 14		e 5			
				e 6			
		Figure 4.1 A switched Ethernet network with DRR scheduling
			Flows (vi)		Minimum inter-frame time (Ti)	Frame lengths (li)	
			v 6 , v 9 , v 10 , v 13	128	80-100	
			v 1 , v 7 , v 8		128	80-99	
			v 2 , v 4 , v 5 , v 14	64	80-100	
			v 3 , v 11 , v 12		64	80-99	

  Compute the upper bound on actual traffic in C 2 in interval [0, D S 2 1 ]. We define this upper bound as effective maximum load L max,S 2

	C 2	(D S 2 1 ) in Section 4.3.2.
	• If the service load SL S 2 C 2 (D S 2 1 ) is greater than the effective maximum load L max,S 2 C 2	(D S 2 1

  Similarly, we get L S 2 C 3 (D S 2 C 1 ) = 399 bytes. The overall arrival curves of C 2 and C 3 are also shown in Figure 4.6. Effective load of C 2 and C 3 flows 4.3.3 Limitation of the service to the load In the duration [0, D S 2 1 ], if the service load (SL S 2 Cy (D S 2 1 )) taken into account by the classical NC service curve (β S 2 C 1 ) is more than the effective maximum load (L max,S 2

	4.3 Optimizing NC to reduce pessimism		91
	bits	
	L S 2 C 2 = 3990	C 2 α S 2
	3984.65	
	3184.2	
		183.07	t
	bits		(µsec)
	L S 2 C 2 = 3192	C 3 α S 2
	3185.64	
	1592.2	
		183.07	t
			(µsec)
	Figure 4.6 Cy	(D S 2 1
		183.07)
		= 3990 bits = 498.75 bytes

  these frames propagate in the network, they may experience different delays at DRR Scheduling Frame sequences at e 1 with and without temporal separation of v 11 and v 13

			T v 11		T v 11			T v 11
	without	v 11 , v 13		v 11	v 11 , v 13	
	offset	e 1	v 13 v 11		v 11	v 11	v 13		. . .
		0			64000	128000		t(µsec)
					T v 13			T v 13
			T v 11		T v 11			T v 11
	with	v 11	v 13	v 11	v 11		v 13
	offset	e 1	v 11	v 13	v 11	v 11		v 13	. . .
		0	32000	64000	128000	160000	t(µsec)
			offset		T v 13			T v 13
	Figure 4.8							
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	4 Flow scheduling at source end-node

Table 4 .

 4 2 Definite offset for network (Figure 4.7)

  Similarly, the aggregated arrival curve with benchmark flow v b = v 13 is α e 1 v 13 ,{v 11 } = (0.00625 t + 800) + (0.0123 (t -32000) + 792) Both these aggregated arrival curves are shown (by dashed line curve) in Figure4.12. The worst-case delay in each case is D e 1 v 11 = 7.92 µsec and D e 1 v 13 = 8 µsec as shown in Figure4.12.

				11,13 )	
		=	(99 × 8) 64000	t + (99 × 8) +	(100 × 8) 128000	(t -32000) + (100 × 8)
		= (0.0123 t + 792) + (0.00625 (t -32000) + 800)
	bits	v 11 {v 13 } α e 1		bits	α e 1 v 13 {v 11 }
				α e 1 v 11	
	792		α e 1 v 13 (t-O e 1 r,11,13 )	800	α e 1 v 11 (t -O e 1 r,13,11 ) α e 1 v 13
		O e 1 r,11,13	t		O e 1 r,13,11	t
	bits				bits
			β e 1	α e 1 v 11 {v 13 }		β e 1	α e 1
	792	7.92 µsec		800	8 µsec
				t		t

v 13 {v 11 }

Table 4 .

 4 .3. First, the delays are computed without An Optimized NC Approach to WCTT Analysis in a Switched Ethernet Network with DRR Scheduling

		3 End-to-end delays comparison
		End-to-end delay (µsec)
	Flows (v i )	classical NC	optimised NC
			without offset with offset
	v 1	214.99	143.62	111.66
	v 2	262.83	175.63	143.68
	v 3	214.91	143.54	111.66
	v 4	206.99	135.62	111.74
	v 5	206.99	135.62	111.74
	v 6	206.9	135.58	127.56
	v 7	198.98	127.66	127.48
	v 8	198.98	127.66	127.48
	v 9	206.98	135.66	127.56
	v 10	206.98	135.66	127.56
	v 11	246.77	167.55	143.37
	v 12	175.01	143.46	103.69
	v 13	246.77	167.55	143.77
	v 14	246.85	167.63	143.77

Table 5 .

 5 1 Flow characteristics (a) BAG (b) Frame length

	BAG	No. of	Frame Length	No. of
	(ms)	VLs	(bytes)	VLs
	2	20	84-200	278
	4	40	201-400	396
	8	78	401-600	157
	16	142	601-900	69
	32	229	901-1200	28
	64	220	1201-1500	51
	128	255	> 1500	5
		(a)	(b)	

Table 5 .

 5 2 Length of VL paths

	Path length	No. of
	(No. of switches)	paths
	1	1780
	2	2807
	3	1436
	4	253

Table 5 .

 5 4 VL parameters in best-effort class C 3

	Case	1	2	3	4	5	6	7
	Flow count	10	20	30	40	50	60	70
	Path count	501	568 584 616 640 663 699

BAG Range (msec)

Table 5 .

 5 5 End-to-end delay bounds in C 1 and C 2 flows under FIFO scheduling in presence of additional non-critical (C 3 ) class flows

						No. of C 3 flows		
			0	10	20	30	40	50	60	70
	Delay range (µsec)			No. of C 1 flow paths	
	<= 2000		287 268 256 248 224 221 202
	>2000 <=4000		576 567 552 558 570 571 581
	>4000 <=6000		441 437 402 393 391 376 366
	>6000 <=8000		249 277 324 326 322 330 340
	>8000 <=10000		69	70	70	79	95 102 99
	>10000 <=12573		59	58	68	59	59	57	62	54
	>12573 (missed deadline)	0	4	9	18 20 24 31 43
					No. of C 3 flows		
		0	10		20	30	40	50	60	70
	Delay range (µsec)				No. of C 2 flow paths	
	<= 2000	691	650		620	610	590	578	562
	>2000 <=4000	1690 1639 1644 1650 1649 1648 1647 1640
	>4000 <=6000	1185 1201 1122 1098 1091 1081 1069 1071
	>6000 <=8000	653	674		713	721	695	707	717
	>8000 <=10000	247	287		327	343	383	381	382
	>10000 <=12000	129	113		117	113	123	132	132
	>12000 <=50292	0	31		52	60	64	68	86
	>50292								
	(missed deadline)								

Table 6 .

 6 

	1 Flow specifications
	Flows	Ti (msec)	Frame lengths (bytes)
	v 5 , v 6 , v 12 , v 20	128	80-100
	v 1 , v 7 , v 8 , v 9 , v 17	128	80-99
	v 2 , v 4 , v 10 , v 13 , v 14 , v 15	64	80-100
	v 3 , v 11 , v 16 , v 18 , v 19	64	80-99

Table 6 .

 6 2 Reacall of flow characteristics in industrial configuration (a) BAG (b) Frame length

	BAG	No. of	Frame Length	No. of
	(ms)	VLs	(bytes)	VLs
	2	20	84-200	278
	4	40	201-400	396
	8	78	401-600	157
	16	142	601-900	69
	32	229	901-1200	28
	64	220	1201-1500	51
	128	255	> 1500	5
		(a)	(b)	
	in less-critical class C 2 (having deadline 50292 µsec). Table 6.3 summarises the features
	of these classes.			

Table 6 .

 6 3 Flow differentiation in industrial configuration

	Flow count	BAG Range (msec)	Frame (bytes) length range	Class	Deadline (µsec)
	280 (1681 paths)	2 -16	84 -1497	Critical C1	12573
	704 (4595 paths)	32 -128 84 -1535	Less-Critical C2	50292
	Additional flows				
	10				
	(501 paths)				

  Instead of directly looking for the value of weights that can lead to the bandwidths 57.71, 24.21 and 18.07 bits/µsec for C 1 , C 2 and C 3 respectively, let us first assume some arbitrary weights and check the minimum bandwidths available to each class, so let us 138 WCTT Analysis in a Switched Ethernet Network with WRR Scheduler assume, W C 1 = W C 2 = W C 3 = 1 frame, we get

	ρ min C 1 = 3.29 bits/µsec
	ρ min C 2 = 3.33 bits/µsec
	ρ min C 3 = 2.69 bits/µsec

Table 6 .

 6 4 Flow differentiation in industrial configuration with homogeneous flows

		Flow count		BAG Range (msec)		Frame (bytes) length range		Class	Deadline (µsec)
	280 (1681 paths)	2 -16			350		Critical C1	12573
	704 (4595 paths)	32 -128			400	Less-Critical C2	50292
	Additional flows								
	10 -70 (501 -699 paths)	4 -8			350	Best-Effort C3	-
	since,											
				φ C 1 =	ρ DRR C 1 R	× 100 = 49.77%,
				φ C 2 =	ρ DRR C 2 R	× 100 = 25.85%
				φ C 3 =	ρ DRR C 3 R	× 100 = 24.38%
	∇ C 1 =	φ C 1 l C 1	=	49.77 350	, ∇ C 2 =	φ C 2 l C 2	=	25.85 400	, ∇ C 3 =	φ C 3 l C 3	=	24.38 350
	we get,											

Table 6 .

 6 5 Range of frame lengths per class

	Case	Frame length range (bytes) C 1 C 2 C 3
	1	350	400	350
	2	300 -350 300 -400 300 -350
	3	300 -400 300 -500 300 -400
	4	200 -400 200 -500 200 -400

Table 6 .

 6 6 Quantum, weight and bandwidth distribution per class in different cases

	Case C x	QC x (bytes)	ρ DRR Cx (bits/µsec)	WC x (bytes)	ρ W RR Cx (bits/µsec)
		C 1	770	49.77	2	48.27
	1	C 2	400	25.85	1	27.58
		C 3	377	24.38	1	24.13
		C 1	845	45.4	2	35.29
	2	C 2	400	21.49	1	17.64
		C 3	616	33.1	2	35.29
		C 1 1032	47.33	2	31.57
	3	C 2	500	22.93	1	15.78
		C 3	648	29.72	2	31.57
		C 1 1060	41.29	3	31.57
	4	C 2	500	19.47	1	9.09
		C 3 1007	39.22	2	19.04
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Algorithm 2: Quantum assignment algorithm input : Initial sum of quanta: V alInit (Integer) input : Per class maximum frame size: l max C 1 . . . l max Cn (Integer) input : Improvement level: (Float) output : Valid solution found: V alid (Boolean) output : Per class quantum: Q C 1 . . . Q Cn (Integer) Data: Remaining quantum: QResid Data: Relative distance to a non improvable solution: min (Float) Data: End of the process: F ini (boolean) Data:

while i < n and V alid do

The non improvable solution is reached ; else No valid solution was found ; end Next, we verify whether the obtained solution is improvable or not valid (line 25). Let us assume = 0. We have min = 1.01 (i.e. > 1) which means that for the given distribution of Q all the classes received a quantum greater than their maximum frame 
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Abstract / Résumé EN: AFDX serves as a backbone network for transmission of critical avionic flows. This network is certified thanks to the WCTT analysis using Network Calculus (NC) approach. However, the pessimism introduced by NC approach often leads to an over-sized and eventually an under-utilized network. The manufacturers envision to better use the available network resources by increasing occupancy rate of the AFDX network by allowing additional traffic from other critical and non-critical functions. Such harmonization of AFDX network with mixed criticality flows necessitates the use of QoS mechanism to satisfy the delay constraints in different classes of flow. In this thesis we study such QoS-aware network, in particular, based on DRR and WRR scheduling. We propose an optimal bandwidth distribution method that ensures the service required by critical flows while providing maximum service to other non-critical flows. We also propose an optimized NC approach to compute tight delay bounds. Our approach has led to computation of up to 40% tighter bounds, in an industrial AFDX configuration, as compared to the classical approach.