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ABSTRACT

THz frequencies contain a lot of helpful information to reveal the formation of the galaxy and the evolution of the stars. To detect the spectral with high sensitivity and very high resolution, we need to use a heterodyne receiver. For the frequencies above 1 THz, the hot-electron-bolometer (HEB) mixer is the best candidate since it has the highest sensitivity among other kinds of mixers and theoretically no upper-frequency limit. One of the urgent demands for future telescopes requiring HEB mixers is building array receivers with the aim of improving the consistency of acquired data and increasing the mapping speed. There are currently only a few receiver arrays with a small number of pixels working above 1 THz. Thus, it still requires a lot of investigation.

This thesis focuses on two main aspects. The first is to investigate the local oscillator (LO) distribution element for the receiver array using the global phase grating. The second is to study the intermediate frequency (IF) impedance of the HEB mixer under its working conditions.

The first aspect aims to find an efficient way to divide the one single beam of the LO source to four sub-beams to feed a mixer array at 1.3 THz. I first simulated and measured a four-beam phase grating, then analyzed these data and concluded the design work. The simulation and measurement show a good agreement.

The second aspect aims to better understand the physical mechanism of the HEB and to prepare the integration of the IF circuit for the miniaturization of the current receiver. This work is done by the combination between 

ABBREVIATIONS

2D

Two Dimensional 3D For thousands of years, when observing the vast universe, humans always have been obsessed with the question of the universe's origins: how it formed, has grown, and even when it will collapse?

In the beginning, we only rely on our eyes to observe the sky (as shown in Figure 1 Even with huge optical telescopes, the observations in the visible band are not enough to satisfy our curiosities and not be able to answer all the questions. Fortunately, besides the visible range, the astronomical sources (planets, nebulas, galaxies., etc.) also emit different electromagnetic spectra from microwave, millimetre-wave, terahertz (THz), infrared, ultraviolet range, or even gamma-rays. The frequency and wavelength of electromagnetic waves are shown in Figure 12. Unfortunately, this frequency range, called the THz gap, lies between two well-developed domains in microwave and infrared light. Still, it is barely explored because of the lack of powerful THz sources and detectors. The THz range also did not give much attention to astronomers in the old days because the water vapour in the atmosphere strongly absorbs it. Thus, to build the telescopes observing THz waves, we need to put them at a very high-altitude place or in space; both are challenges. For the reasons above, it still requires many efforts to explore this frequency region.

Detection techniques

To detect the THz signal, the detectors in radio telescopes are based on two kinds of detection: direct (incoherent) and heterodyne (coherent or indirect). I will introduce them briefly in this section, focusing more on the THz heterodyne detection.

Direct detection

In the case of direct detection, a DC voltage or a current proportional to the amount of the collected signal is produced by the detector. So, it could not keep the phase information of the signal, but only record the intensity fluctuation. We can use a direct detector to get spectral resolution, but we first need to filter the signals in front of the detector. The spectral resolution, in this case, is not high (i.e. /  10 -4 ). One of the advantages of this detector is that its structure is relatively simple and easy to design in a large format array.

Heterodyne detection

To detect the THz signal with high sensitivity and very high spectral resolution (with /  10 -6 to 10 -8 ), it is necessary to use the receiver based on heterodyne detection (coherent detection). A heterodyne detector can detect both amplitude and phase of the input signal. 

Chapter 2. Superconducting HEB mixer

As mentioned in Chapter 1, the impedance of a hot-electron-bolometer (HEB) under working conditions will be extracted for building the matching circuit between HEB mixer and cryogenic LNA. Before measuring and extracting the HEB's impedance, understanding the working principle and physical mechanism of an HEB is very important.

In this chapter, I first present the working principle of HEB mixer.

The HEB-a bolometer itself-will follow the working mechanism of a bolometer. Thus, the mixing principle of the bolometer will be described. Then, two HEB's physical models are investigated: NSGR (proposed by Nebosis, Semenov, Gousev, and Renk) and hot spot models. More attention is drawn to the NSGR model because it gives us the frequency-dependent IF impedance of HEB mixer under working conditions. Besides, the noise of the mixer is also studied in this chapter.

Bolometer

A bolometer is a sensitive device able to detect electromagnetic the absorber, the thermal link, and the reservoir. The absorber is connected to a thermal reservoir by a weak thermal link. The changing of absorber temperature is detected by the thermometer attached to the absorber. The 𝑓 𝐼𝐹 can be produced in two ways, using an RF signal with 𝑓 𝑅𝐹 = 𝑓 𝐿𝑂 + 𝑓 𝐼𝐹 which is called the upper side band (USB), or 𝑓 𝑅𝐹 = 𝑓 𝐿𝑂 -𝑓 𝐼𝐹which is called the lower side band (LSB). The receiver system that accepts both side band frequencies is called double side band (DSB) receiver.

Mixing in a bolometer

When studying only one side band, the noise from another side band can reduce the signal-to-noise ratio of the heterodyne detector. The solution is to put a band pass filter at the input of the receiver to only keep the frequency from one sideband and get rid of the frequency from another side band; or use a sideband-separating configuration, where 90 ° hybrids are used at the input of the RF signal and the output of the IF signal.

A low pass filter is often added between the IF amplifier and the spectrum analyzer to only allow the IF signal to pass through and stop the higher frequency harmonics.

Working principle of a HEB mixer

Heating process in superconducting HEB mixers

Hot-electron-bolometer (HEB), as its name, is a kind of bolometer. An illustration of a superconducting HEB mixer is shown in Figure 2-2 [START_REF] Ganzevles | A Quasi-Optical THz Mixer Based on a Nb Diffusion-Cooled Hot-Electron Bolometer[END_REF].

Figure 2-2. Side view of a superconducting HEB mixer

An HEB mixer includes a superconducting thin film (e.g. Nb, NbN, or MgB2) deposited on a substrate (e.g. silicon, sapphire). In our case, the film is made from NbN, and the substrate is silicon. The film's thickness is just about several nm. Two ends of the thin film are covered by two contact pads made from gold. They are two electrodes of the antenna to couple RF and LO to the thin film.

HEB needs to be cooled down to the superconducting state to operate as a mixer. When superconductors are cooled to the temperatures under the critical temperature Tc, their electrical resistor will become zero. This phenomenon is called superconductivity. For most materials, the Tc is between absolute zero and 10 K. For instance, the Tc of Nb is 9.25 K, of Pb is 7.2 K. We also use the term cryogenic temperature when working with HEB. In terms of the Kelvin scale, the cryogenic region is often below approximately 120 K (-153 °C).

When working as a mixer, the bolometer is cooled down to the The thermal model of hot-electrons is illustrated in Figure 23, according to the study in [START_REF] Ganzevles | A Quasi-Optical THz Mixer Based on a Nb Diffusion-Cooled Hot-Electron Bolometer[END_REF]. Two separated subsystems can be considered to exist in the thin film: electrons with the temperature Te and heat capacity Ce;

phonons with the temperature Tph and heat capacity Cph. In the substrate, the phonon subsystem has the temperature Ts. As denoted in Figure 2-3, e-e is electron-electron interaction time, eph is electron-phonon interaction time, phe is phonon-electron interaction time, esc is the escaped time of the phonon from superconductor into the substrate.

At room temperature, the density of the phonons is high. Thus, electrons and phonons can interact efficiently in a short time, as shown by the short eph. So, Reph is small. When the mixer is cooled down to the temperature lower than the critical temperature Tc, the phonon density in the microbridge quickly decreases. This leads to a longer interaction time between electron and phonon, referring to the more considerable thermal resistance Reph. In this case, the electron's temperature is higher than the phonon's temperature, which leads to the hot-electron effect.

Below the superconducting transition temperature, electrons do not exist freely but are coupled to form Copper pairs. Radiations with energy above the gap energy can break the Copper pairs into quasi-particles. The energy larger than the energy gap excites these quasi-particles to create the hot electrons. Because the electron-electron interaction time is shorter than the required time for the energy to leave the bridge, thus the energy is quickly distributed to other electrons, creating many hot electrons [START_REF] Ganzevles | A Quasi-Optical THz Mixer Based on a Nb Diffusion-Cooled Hot-Electron Bolometer[END_REF]- [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF]. 

Resistance versus temperature and current versus voltage curves of an ideal superconducting HEB mixer

b) Current versus voltage (I-V) curves of an ideal

superconducting HEB mixer [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Ekstrom | Conversion Gain and Noise of Niobium Superconducting Hot-Electron-Mixers[END_REF].

Three states of HEB resistance versus temperature are shown in Figure 2-4a [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Ekstrom | Conversion Gain and Noise of Niobium Superconducting Hot-Electron-Mixers[END_REF]. First, the HEB is cooled down to the superconducting state. Then, it is driven to the resistive state-the state between the superconducting state and normal state-usually by the DC bias. It is also the state the superconducting HEB mixer operates, where the HEB's resistance depends strongly on the change in the temperature. When the DC increases to a threshold, the HEB will become a normal resistor with a fixed value.

The current versus voltage (I-V) curve of an HEB following three states is shown in Figure 2-4b [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Ekstrom | Conversion Gain and Noise of Niobium Superconducting Hot-Electron-Mixers[END_REF]. At the superconducting state, because the HEB's resistor is zero, a slight change of the voltage leads to a high current rise until its maximum value Ic. Then, the current decreases since the microbridge absorbs the DC power, generating an unstable region of the I-V curve. Increasing the bias voltage makes the mixer gradually become a resistor with a constant value at the normal state.

Cooling mechanism in HEB mixers

There are two ways to cool down hot electrons in the film:

phonon-cooled, and diffusion-cooled. Phonon-cooled means that the heat is dissipated by the phonons via the substrate. Diffusion-cooled implies that the hot electrons can dissipate the heat throughout the end of the microbridge via the contact pads [14][15]. When the microbridge is short enough, the diffusion-cooled is dominated. Meanwhile, in the case of the very thin (e.g. 35 nm thickness of an NbN film) and relatively long microbridge (e.g. 200 nm length of an NbN film), the phonon-cooled plays the dominant role.

This study uses a mixer that follows the phonon-cooled mechanism.

In this concept, the microbridge's hot electrons interact with phonons, scattering the heat to the substrate. The formulas defining the thermal time constants will be presented later in this chapter.

The diffusion-cooled concept was first introduced in 1993 [START_REF] Prober | Superconducting terahertz mixer using a transition-edge microbolometer[END_REF]. To be a diffusion-cooled bolometer, the device length L of the HEB should be smaller than the thermal diffusion length 𝐿 𝑡ℎ = √ 𝐷𝜏 𝑒𝑝ℎ , with D the electron diffusion constant. The thermal time constant then depends on the length of the microbridge 𝐿 𝑏 and the electron diffusion constant D [START_REF] Burke | High Frequency Electron Dynamics in Thin Film Superconductors and Applications to Fast, Sensitive THz Detectors[END_REF], which is given by

𝜏 𝐷 = 𝐿 𝑏 2 𝜋 2 𝐷 Equation 6
When the length of the bridge increases, we need to consider phonon contribution to the electron relaxation [START_REF] Burke | High Frequency Electron Dynamics in Thin Film Superconductors and Applications to Fast, Sensitive THz Detectors[END_REF].

Although the diffusion-cooled mixer shows a lower noise temperature and requires less LO power, it does not have good electrical and mechanical stability. These make it challenging to evaluate the performance of the mixer. Thus, the current trend is more focusing on the phonon-cooled mixer [START_REF] Semenov | Hot-electron effect in superconductors and its applications for radiation sensors[END_REF], [START_REF] Prober | Superconducting terahertz mixer using a transition-edge microbolometer[END_REF].

Models of superconducting HEB mixers

The physical mechanism of an HEB mixer has been investigated and explained by several models. This thesis refers to two models: the NSGR model [START_REF] Nebosis | Rigorous Analysis of a Superconducting Hot-Electron Bolometer Mixer: Theory and Comparison with Experiment[END_REF] and the hot-spot model [START_REF] Floet | Hotspot Mixing in THz Niobium superconducting hot electron bolometer mixers[END_REF]. In the NSGR model, the HEB is considered However, the lumped model could not precisely predict the amount of RF power absorbed by the bolometer at higher frequencies (above the quasiparticle bandgap). At these frequencies, although the RF power is still absorbed uniformly by the bolometer's entire microbridge, the DC power can only be absorbed in the bolometer region called the hot spot. The hot-spot model supposes that there is a hot spot formed at the center of the microbridge thanks to the combination of the LO signal and DC bias. The hot electron temperature varies along the microbridge; the hot spot is the zone with electron temperatures higher than the critical temperature of the superconductor material. When an RF signal illuminates the mixer (with the frequency slightly different from the LO signal), it will adjust the length of the hot spot in the microbridge, which then changes the resistivity of the bolometer. In the hot-spot model, there are separated heating capacities for RF and DC, instead of considering them as the same self-heating coefficient C in the lumped component.

In this chapter, I will introduce both of them. However, hot-spot model does not provide a closed-form expression of impedance Z [START_REF] Rodriguez-Morales | Wideband IFintegrated terahertz HEB Mixers: Modeling and characterization[END_REF], so we use the lumped model to calculate the impedance of HEB.

NSGR model

In the beginning, the lumped model was applied to explain the conversion loss and noise factor of the bulk InSb mixer, which has small bandwidth ( 100 MHz) [START_REF] Arams | Millimeter mixing and detection in bulk InSb[END_REF]. A previous study [START_REF] Gershenzon | Millimeter and submillimeter range mixer based on electronic heating of superconducting films in the resistive state[END_REF] Substitute 𝑑𝐼, 𝑑𝑇 𝑒 , and 𝑑𝑇 𝑝ℎ to the heat balanced equations for the linear system in Equation 7, we have the frequency-dependent HEB output impedance:

𝑍() = 𝑅 0 () + 𝐶 () -𝐶 Equation 11
where 𝑅 0 =𝑉 0 /𝐼 0 is the DC resistance at the operating point of the mixer; 𝐶 is the self-heating parameter; () represents the time-dependent modulation of the electron temperature, with  the IF radial frequency.

The self-heating parameter C is given by

𝐶 = 𝐼 2 𝑉 𝜕𝑅 𝜕𝑇 𝑒 (  𝑒𝑝ℎ 𝑐 𝑒 +  𝑒𝑠𝑐 𝑐 𝑝ℎ ) Equation 12
The function () can be described as [27] ()

= (1 + 𝑖𝜏 1 )(1 + 𝑖𝜏 2 ) 1 + 𝑖𝜏 3

Equation 13

As we can see, () depends on three time constants 1, 2, 3.

The value of 1, 2, and 3 can be calculated based on

𝜏 2 -1 , 𝜏 1 -1 =  2 (1 ± √ 1 - 4𝜏 𝑒𝑝ℎ -1 𝜏 𝑒𝑠𝑐 -1  2 )
Equation 14

𝜏 3 -1 = 𝑐 𝑒 𝑐 𝑝ℎ 𝜏 𝑒𝑝ℎ -1 + 𝜏 𝑒𝑠𝑐 -1
Equation 15

with  = (1 + 𝑐 𝑒 𝑐 𝑝ℎ ) 𝜏 𝑒𝑝ℎ -1 +𝜏 𝑒𝑠𝑐 -1 .
The electron-phonon interaction time  𝑒𝑝ℎ is calculated based on the empirical relation [START_REF] Semenov | Two-temperature model of nonequilibrium photoresponse of superconducting films to pulsed radiation[END_REF]  𝑒𝑝ℎ = 500𝑇 𝑒 -1.6 500𝑇 -1.6

Equation 16

The same empirical relation is also applied to the heat transfer rate from phonons in the films to the phonons in the substrate. The phonon escape time  𝑒𝑠𝑐 is calculated as

 𝑒𝑠𝑐 = 10.5𝑑 (ps/nm) Equation 17
where d is the thickness of the NbN film, which is usually several nm.

The ratio of the electron to phonon heat capacity in NbN is given by formulas in the paper [START_REF] Semenov | Two-temperature model of nonequilibrium photoresponse of superconducting films to pulsed radiation[END_REF]. In case the electron temperature is approximately equal to the phonon temperature, we can deduce it to

𝑐 𝑒 𝑐 𝑝ℎ = 18.77𝑇 𝑒 /𝑇 𝑝ℎ 3  18.77𝑇 -2

Equation 18

The relationships between the electron temperatures and the time constants are shown in Figure 2-5, following Equation 14-Equation 18.

(a) (b) 17-Equation 18The theoretical IF impedance deduced from the Equation 11-Equation 18, with a 5 nm thick NbN film at the critical temperature of 8.5 K [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], under different bias voltage and LO pump levels (taken from [START_REF] Kooi | IF impedance and mixer gain of hot electron bolometers[END_REF]) is shown in where 𝑃 𝑙𝑜 is the LO power absorbed by the HEB mixer, and is estimated by the isothermal technique [START_REF] Hajenius | Full characterization and analysis of a terahertz heterodyne receiver based on a NbN hot electron bolometer[END_REF].

Substitute Equation 19to Equation 21, with the assumption that all the signal current that goes through the device is the DC bias current with 𝑃 𝑑𝑐 = 𝑅 0 𝐼 2 , the magnitude of the conversion gain is

() = 2𝛼 2 𝑃 𝑙𝑜  2 𝑃 𝑑𝑐 | 𝑅 0 𝑍 𝑙 (𝑅 0 +𝑍 𝑙 ) 2 𝐶 2 [(𝜔)+ 𝑖𝑓 𝐶] 2 | Equation 22

Hot-spot model

Hot-spot model has been developed in recent years because it can describe and predict more accurately the mixing performance of HEB mixer.

Here we present the one-dimensional hot-spot model in the case of the substrate-based HEB (or high thickness of the substrate). The membrane-based HEB will not be studied here because it is not the kind of HEB we use in this work.

As shown in Figure 2-2, an HEB mixer has a thin film staying between the substrate and contact pads. The superimposed DC and LO power heats the thin film. A hot spot will be formed at the centre of the superconducting thin film, which is confined by the substrate and two contact pads. In fact, the thin film parts under the contact pads still keep superconducting properties because it is cooled down by the metal contacts.

The overlapping of a small RF signal (which has a frequency slightly different from the LO signal) will modulate the dissipated power, changes the hot-spot length, and, consequently, changes the device's resistance. The mixing process of HEB is provided by the oscillation of the hot-spot length at intermediate frequency [START_REF] Floet | Hotspot Mixing in THz Niobium superconducting hot electron bolometer mixers[END_REF].

Let us consider a heat flow process of the electron and phonon subsystem in the small segment of the microbridge strip, as shown in Figure 23456789. Pheating is the total heating power,  𝑒 the electron thermal conductance, 𝑇 𝑒 the electron temperature,  𝑝 the phonon thermal conductance, 𝑇 𝑝 the phonon temperature, Pe→p is the power transferred from electrons to phonons, Pp→e is the power transfer from phonons to electrons, Pp→s is the power transferred from phonons to substrate. 𝑃 ℎ𝑒𝑎𝑡𝑖𝑛𝑔 , which includes the heating due to average RF power and bias current, is described by

𝑃 ℎ𝑒𝑎𝑡𝑖𝑛𝑔 = 𝑃 𝐿𝑂 + 𝑃 𝑆 2𝐿 + 𝐼 0 2 𝜌(𝑇 𝑒 ) 𝑆 Equation 24
where 𝐼 0 is the bias current; 2L is the length of the bolometer strip; S is the cross-section area of dx; 𝜌(𝑇 𝑒 ) is the local resistivity, which depends on the local electron temperature.

𝑃 𝑒→𝑝 -𝑃 𝑝→𝑒 = 𝜎 𝑒 (𝑇 𝑒 3.6 -𝑇 𝑝 3.6 )

Equation 25
where the coefficient number of 3. Solve two equations for electron temperature 𝑇 𝑒 , we get the I-V curves, the noise temperature, and the mixer gain for a substrate-based HEB mixer [START_REF] Baubert | A hot-spot model for membranebased HEB mixer[END_REF].

Figure 2-10 illustrates the electron temperature along the length of the superconducting bridge [START_REF] Baubert | A hot-spot model for membranebased HEB mixer[END_REF]. We can see that a hot spot is formed at the centre of the superconducting bridge. The temperature is highest at the centre of the hot spot, and then gradually reduces when the point moves away from the centre. Figure 2-11 shows the I-V curves corresponding to different LO power levels: Unpumped -no LO power is applied, Under pumpedapplied LO power is not enough for optimal mixing of the HEB, Optimal pumped -applied LO power allows an optimal mixing, Over pumped -too much LO power is applied leading the HEB to its normal state. We can see in Figure 2-11 that with the increase of absorbed LO power, the HEB mixer moves from its intrinsic superconducting state to mixing state, and then normal state.

Noise in HEB mixers

HEB mixers have two dominant noise sources: Johnson noise and thermal fluctuation noise. Besides, quantum noise must be taken into account at the higher THz frequency ranges.

Johnson noise

Johnson noise is the noise emitted by the thermal agitations of charge carriers. The double side band (DSB) equivalent noise temperature of the Johnson noise at the input of the HEB mixer can be described as [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Baubert | Superconducting Hot Electron Bolometers on thin membranes for SHAHIRA[END_REF] 𝑇

𝐽𝑛 𝑖𝑛 = 𝑅 0 𝑇 𝑒 𝐼 0 2 𝐶 𝑅𝐹 2 𝑃 𝐿𝑂 (1 +  𝐼𝐹 2  𝑚𝑖𝑥 2 ) 2

Equation 28

Where 𝑅 0 is the resistance of the bolometer at temperature 𝑇 𝑒 ; 𝐼 0 is the bias current; 𝑃 𝐿𝑂 is the absorbed LO power at the bolometer;  𝑚𝑖𝑥 is the mixing time constants; 𝐶 𝑅𝐹 is the frequency-dependent heating capacity. 𝐶 𝑅𝐹 can be calculated as

𝐶 𝑅𝐹 () = 𝐶 𝑅𝐹 ( = 0) 1 + 𝑗 0 Equation 29
where  0 is the electron relaxation time.

As seen in Equation 29, the Johnson noise depends on the intermediate frequency, which increases at higher frequencies.

Thermal fluctuation noise

The thermal noise is caused by temperature fluctuations in the bolometer, or the resulted resistance fluctuations. The DC current change and the resistance change will cause the instability of the voltage. When HEB works at the optimal pumping levels, thermal noise contributes a dominant part. The DSB equivalent noise temperature of the thermal fluctuation noise at the input of the HEB mixer can be given by [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Baubert | Superconducting Hot Electron Bolometers on thin membranes for SHAHIRA[END_REF] 𝑇

𝐹𝐿 𝑖𝑛 = 2𝑇 𝑒 2   𝑐 𝑒 𝑉𝐶 𝑅𝐹 2 𝑃 𝐿𝑂 ( 𝜕𝑅 𝜕𝑇 ) 2 1 +  𝐼𝐹 2  𝑚𝑖𝑥 2 1 +  𝐼𝐹 2  𝑡ℎ 2 Equation 30
where 𝐶 𝑒 is the electron heat capacity, V is the bolometer volume, R is bolometer resistance.  𝑚𝑖𝑥 and  𝑡ℎ are the mixing and electron temperature time constants, respectively.  𝑚𝑖𝑥 and  𝑡ℎ have close values, so the contribution of the thermal fluctuation to the noise temperature does not depend on the IF frequency. Moreover, looking at Equation 29 and Equation 30, while the equivalent noise temperature of the Johnson noise is proportional to electron temperature 𝑇 𝑒 , the thermal fluctuation noise is proportional to 𝑇 𝑒 2 . This demonstrates that, when HEB working at optimal pumping levels, the thermal fluctuation noise plays the dominant part [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Baubert | Superconducting Hot Electron Bolometers on thin membranes for SHAHIRA[END_REF].

Quantum noise

Quantum noise arises from the Heisenberg uncertainty principle. The minimum noise temperature of a single side band (SSB) is

ℎ𝑓 𝑘 𝐵
, where f is the working frequency of the receiver, 𝑘 𝐵 is the Boltzmann constant. In the case of DSB, this value equals to ℎ𝑓 2𝑘 𝐵

. The higher frequency, the more contribution of the quantum noise to the noise temperature [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Baubert | Superconducting Hot Electron Bolometers on thin membranes for SHAHIRA[END_REF]. An estimation in [START_REF] Nebosis | Rigorous Analysis of a Superconducting Hot-Electron Bolometer Mixer: Theory and Comparison with Experiment[END_REF] shows that quantum noise is responsible for approximately 30 % of the total noise temperature of the DSB receiver when the frequency goes up to 4.3 THz.

Gain bandwidth and noise bandwidth

The gain bandwidth is defined as the IF frequency when the conversion gain reduces two times (or 3 dB) from its maximum. Meanwhile, the noise bandwidth is defined as the point where the noise temperature increases two times from its minimum. The relationship between gain and noise bandwidth can be given by

𝑓 𝑛𝑜𝑖𝑠𝑒 = 𝑓 𝑔𝑎𝑖𝑛 √ 𝑇 𝑇𝐹𝑛 𝑜𝑢𝑡 + 𝑇 𝐽𝑛 𝑜𝑢𝑡 + 𝑇 𝐼𝐹 𝑇 𝐽𝑛 𝑜𝑢𝑡 + 𝑇 𝐼𝐹 Equation 31
With 𝑇 𝐽𝑛 𝑜𝑢𝑡 and 𝑇 𝑇𝐹𝑛 𝑜𝑢𝑡 are the Johnson output noise temperature and thermal fluctuation noise at the output of the mixer, respectively. 𝑇 𝐼𝐹 is the noise temperature of the IF chain [START_REF] Wei | Investigation of Hot Electron Bolometer Mixers for Submillimeter Multi-pixel Receiver Applications[END_REF], [START_REF] Baubert | Superconducting Hot Electron Bolometers on thin membranes for SHAHIRA[END_REF].

In theory, the IF gain bandwidth of a HEB can be up to 10 GHz [START_REF] Cherednichenko | Large bandwidth of NbN phonon-cooled hot-electron bolometer mixers on sapphire substrates[END_REF].

In practice, IF gain bandwidth is around several GHz. For example, the gain bandwidth in [START_REF] Kooi | IF impedance and mixer gain of hot electron bolometers[END_REF] is approximately 4 GHz in experiment at the optimal pumping level. The gain bandwidth can be increased by reducing the phonon escape time  𝑒𝑠𝑐 [START_REF] Cherednichenko | Large bandwidth of NbN phonon-cooled hot-electron bolometer mixers on sapphire substrates[END_REF]. To do it, we need to make the superconducting film thinner (as shown in Equation 17). But the thickness of the thin film is difficult to control (around 5 nm). Moreover, when making the superconductor thinner, the critical temperature of the film will be reduced, which increases the electron-phonon interaction time  𝑒𝑝ℎ (as shown in Equation 16). Another way to reduce the phonon escape time (and then increase the gain bandwidth) is to use the buffer layer (e.g. MgO) between the superconducting film and the substrate.

Chapter 3. Beam divider at 1.3 THz

Introduction

Multi-pixel heterodyne receivers have demonstrated undeniable advantages over single-pixel ones since they provide the possibility to observe multi regions of the sky simultaneously, thereby reducing the observation time and increasing the consistency of mapping data. As a result, the demand for receiver array is growing, with several projects already launched [START_REF] Risacher | The upGREAT Dual Frequency Heterodyne Arrays for SOFIA[END_REF], [START_REF] Heyminck | GREAT: The SOFIA high-frequency heterodyne instrument[END_REF] or under preparation [START_REF] Mirzaei | Prototype 4.7 THz array local oscillator for GUSTO[END_REF]. In a receiver array, each receiver contains a mixer, which needs to be fed by a LO. To provide LO power to all mixers of an array, the most efficient way is to divide one LO source into several beams. There are two common methods to split the beam: waveguide splitting and phase grating.

This study concerns the latter one and is based on the concept developed in our lab (LERMA) [START_REF] Defrance | Structured Surface Design to Generate Any Beam Pattern at THz Frequencies[END_REF], [START_REF] Defrance | Structured surface reflector design for oblique incidence beam splitter at 610 GHz[END_REF].

This chapter presents the development of a system based on a global phase grating to divide a single beam source at 1.3 THz into four output beams to feed a 2 x 2 pixel HEB mixer array which is under development at our laboratory. The THz source is provided by an Amplifier-Multiplier Chain (AMC) by VDI (Virginia Diodes, Inc) [START_REF]Virginia Diodes[END_REF]. The objective of this work is also to provide an intermediate step towards building LO feeding systems for larger mixer arrays and at higher frequencies.

This phase grating was designed and fabricated at the beginning of my thesis. My work concerns in particular the analysis of the beam properties with the help of the MATLAB code and a 3D EM software [START_REF] Feko | 1820 E Big Beaver Rd[END_REF]. I took part in his book [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF]. Here I quickly introduce the essential equations below. To summarise, the E-field distribution of the Gaussian beam along the optical axis (Z-axis) is [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF]:

𝐸(𝑟, 𝑧) 𝐸 0 = 𝜔 0 𝜔(𝑧) . 𝑒𝑥𝑝 [-( 𝑟 𝜔(𝑧) ) 2 ]. .𝑒𝑥𝑝 {-𝑖 [𝑘𝑧 -𝑎𝑟𝑐𝑡𝑎𝑛 ( 𝑧 𝑧 𝑅 )]} . 𝑒𝑥𝑝 (-𝑖 𝑘𝑟 2 2𝑅(𝑧)
) Equation 32Where 𝐸 0 is the vector of the electric filed at r = 0 and z = 0.

The term

𝜔 0 𝜔(𝑧)
. The beam radius of the Gaussian beam at the distance z can be written:

𝜔(𝑧) = 𝜔 0 √1 + ( 𝑧 𝑧 𝑅 ) 2 Equation 33
The radius of curvature of the phase front is given by:

𝑅(𝑧) = 𝑧 [1 + ( 𝑧 𝑅 𝑧 ) 2 ]
Equation 34

Rayleigh length defines the distance where the Gaussian beam propagates without significant growth-meaning that it remains essentially collimated, or the radius of the beam waist is 𝜔 0 √2. The distance 𝑧 𝑅 of Rayleigh length is:

𝑧 𝑅 = 𝜋𝜔 0 2 𝜆

Equation 35

After 𝑧 𝑅 , the beam will grow dramatically.

The far-field divergence angle in the paraxial case is: Fractional power (𝐹𝑃(𝑟)) in a circular area with a radius 𝑟 is:

𝜃 0  𝑡𝑎𝑛𝜃 0 = 𝑙𝑖𝑚 𝑧→∞ 𝑤 ( 
𝐹𝑃(𝑟) = ∫ 𝑃(𝑟).2𝜋𝑟.𝑑𝑟 𝑟 0 ∫ 𝑃(𝑟).2𝜋𝑟.𝑑𝑟 +∞ 0 =1-𝑒𝑥𝑝 [-2 ( 𝑟 𝜔 ) 2 ]
Equation 40

Thus, the amount of the power in a circle with the radius 𝑟 = 𝜔 is 86.5 % of the total power in the plane, and becomes 99.97 % (or almost 100 %) when the radius 𝑟 = 2𝜔.

Phase grating

A phase grating is a structure that can generate output beams with phase variations from the incident beam. In reflective phase grating, the variation of the height of the local surface of the optical substrate creates the reflected rays containing spatially phase change [START_REF] Voelkel | Diffractive optics[END_REF], [START_REF] Harvey | Understanding diffraction grating behavior: including conical diffraction and Rayleigh anomalies from transmission gratings[END_REF]. Constructive interferences will form new output beams, as shown in Figure 3-2. This mechanism is applied to generate multi-LO beams for multi-pixel receivers.

between the phase grating and the output plane, the distance between each pixel, and the incident angle of the Gaussian input beam. Then the calculation program written on MATLAB will perform the following steps:

(1) The desired far-field beam pattern, which contains several Gaussian output beams at desired positions (in spatial coordinates), is mapped onto the aperture plane using an inverse FFT.

(2) The input Gaussian beam is mapped onto the aperture plane by an inverse FFT.

(3) At the aperture field, the phase profile of the Global phase grating is determined as the phase difference of the input and output Gaussian beams. Phase grating is generated by coupling this phase profile to the amplitude distribution of the Gaussian input beam.

(4) The far-field radiation beam pattern of the phase grating is generated by an FFT.

Design of the LO feeding system using Global phase grating at 1.3 THz

Overview of the LO feeding system and design tools

The objective of this work is to build a quasi-optical system to feed a four-pixel HEB mixer array with a single beam LO source at 1.3 THz. The mixer array is currently under development at our lab. It contains an array of four HEB mixers in a square form and the distance between pixels is 16 mm.

The THz source provided by an AMC from VDI is emitted by a diagonal horn.

The feeding system should be able to divide the signal beam from the LO source into four beams and then focus them on each pixel of the mixer array which is inside a cryostat under normal operating condition.

MATLAB calculation program developed at LERMA. The focusing mirror is defined by the dedicated mirror equations. The 3D EM simulation is extensively used to verify the designed grating and then to simulate the EM wave propagation in the whole optical system, from the THz to the output plane.

The 3D electromagnetic software we used for modelling is FEKO [START_REF] Feko | 1820 E Big Beaver Rd[END_REF]. This program is based on the solution method where Integral Equations are solved by the Method of Moments (MoM), which is suitable for analysing the coupling and radiation. FEKO also features Multilevel Fast Multimode Method (MLFMM), which helps to shorten the simulation time in the free space MoM. It also equips other high-frequency asymptotic techniques, such as Large Element -Physical Optics (LE-PO) and Ray-Launching Geometrics (RL-GO), ideal for our applications when we need to work with electrically massive scattering structures [START_REF] Altair | FEKO User Manual[END_REF].

Calculation of the grating's profile and far-field pattern

The phase grating that we chose for our feeding system is a reflective grating with a single input beam and four output beams as illustrated in Figure 3-5. The concept is based on the Global phase grating. The working frequency is chosen at 1.3 THz. The distance between two adjacent beams is 16 mm along with U (or X) and V (or Y) axis (distances d4 and d5). The optical length from the centre point of the phase grating to the resulting plane is around 300 mm (distance d3).

This distance is determined following the arrangement of the quasi-optical coupling test bench and the position of the receiver array we will make later.

The incident angle from the Gaussian input beam to the normal vector of the plane containing the phase grating is The far-field profile of this phase grating is shown in Figure 34567.

MATLAB's calculation shows that four beams are almost homogeneous.

However, this code does not take into account the multi-reflection between the surface regions, and the shadowing. So we should perform 3D EM simulation for a more accurate simulation of the divider structure and the output beam patterns.

Simulation of THz source

A good knowledge on the beam characteristics of the THz source is necessary for the design of the quasi-optical system. We have then first studied the output beam of the AMC at 1.3 THz. According to the documentation of the VDI AMC S235 [START_REF]Virginia Diodes[END_REF], beam is emitted by a diagonal WR0.65 horn, which works at a frequency range of 1100-1700 GHz. For the simulation, we constructed this horn with the exact dimensions found in the datasheet. After that, a 3D EM software (e.g. FEKO) is used to simulate the emission of this horn. Then we compare the results with that provided by the manufacturer.

The horn and its simulated far-field are shown in Figure 345678. To meet as far as possible the conditions 𝑅 𝑖𝑛 = 𝑅 1 and 𝑅 𝑜𝑢𝑡 = 𝑅 2 , and the requirement of the mixer array testbench, we find out the distance 𝑅 1 = 70 mm, 𝑅 2 = 400 mm.

Moreover, to have higher reflected power, lower distortion [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF], and also for better alignment, we choose the incident angle of the input beam 𝜃 𝑖 = 22.5 °.

These parameters: Rin, Rout, and 𝜃 𝑖 are enough to determine an elliptical mirror, as illustrated in Figure 3456789. A and B are two focal points, C is a point staying in the surface of the elliptical mirror. The magnification of the elliptical mirror is estimated:

𝑀 = 𝐵𝐷 𝐴𝐷 = 𝜔 𝑜𝑢𝑡 𝜔 0 ≈ 7
Equation 41

with 𝜔 0 = 0.4 mm, so the 𝜔 𝑜𝑢𝑡 = 2.8 mm. + 𝑐(𝑦 -𝑦 0 ) 2 )) Equation 42with

𝑎 = 𝑐𝑜𝑠 2 𝜃  1 2 + 𝑠𝑖𝑛 2 𝜃  2 2 , 𝑏 = - 𝑠𝑖𝑛2 2 1 2 + 𝑠𝑖𝑛2 2 2 2 , 𝑐 = - 𝑠𝑖𝑛 2 𝜃  1 2 + 𝑐𝑜𝑠 2 𝜃  2 2
Equation 43

where 𝐴 is amplitude, (𝑥 0 ; 𝑦 0 ) is the coordinate of the highest intensity point,  1 and  2 are two radius (semi-major and semi-minor axes) of the 2D Gaussian pattern.

The beam profile along the X-axis and Y-axis with the Gaussian fit are shown in Figure 3-12. We see that the simulated input beam after the elliptical mirror follows the Gaussian distribution. 

Simulation of the output pattern of the phase grating

This section presents the simulation results of the phase grating inserted in the LO feeding system described in Figure 34.

The Gaussian beam emitted by the horn and reflected by the elliptical mirror reaches the phase grating with the angle of  = 22.5° and is divided into four beams. These beams are simulated at the output plane perpendicular to the optical axis, with the distance from the center of the phase grating of 310 mm (corresponding to the optical length from the elliptical mirror of 410 mm).

The simulated beam pattern at a distance of 410 mm from the elliptical mirror is shown in Figure 3 According to the simulation results, the distance between 2 adjacent pixels is 16.5 mm at a distance 410 mm far from the phase grating, as expected.

As shown in Figure 3 The surface geometry of the phase grating calculated by MATLAB contains 3D patterns with a height ranging from several to a hundred micrometers. The profile of the patterns is by default continuous, it seems not very easy with the milling machine to reproduce the whole structure with very high accuracy. We tried to replace the continuous profile to discretized one with a step of 10 μm for facilitating the manufacturing. In this part, we intend to find out the effect of this modification on the output beam pattern.

3D simulations are also performed to compare the output beams generated by two kinds of phase grating. Output beams are sampled at a distance of 300 mm far away from the phase grating.

The peaks of the output pixels generated from phase grating with continuous levels are slightly higher than those with stepped levels, but the beam shape remains the same, as shown in Figure 3-18.

The phase grating's surface contains several vertical edges, as seen Figure 3-6. These structures can prevent the beam from shining on several parts of the surface at specific angles. This is why we investigate the influence of the orientation of the phase grating on the output beams.

The setup of the quasi-optical system is similar to the one shown in Therefore, a slight change in the incident angle can notably affect the average distance between 2 adjacent pixels and the efficiency homogeneity of four pixels, while still keeping the shape and radius of each pixel. Thus, we should be careful when setting up the experiment.

Mechanical design and fabrication

As presented in previous sections, the 2 x 2 beam phase grating surface is generated by the program MATLAB. For the manufacturing, we estimated the influence of machining tools. The surface geometry is first modified to adapt to the size of the milling cutter with a diameter of 0.1 mm and we fund that the divider efficiency is reduced around 4 %. Then to facilitate the machining, the grating structure has been discretized into 12 levels with a step of 10 µm along the axis perpendicular to the surface of the grating as shown in Figure 3-22. This structure has been simulated and analysed in the section 3.3.6.2. 

Measurement of the beam divider and analysis

Experimental setup

The experiment setup to characterize the LO feeding system with the phase grating prototype is presented in Figure 3-24. The optical schema corresponding to the test setup is shown previously in Figure 34.

A Keysight RF signal generator is used to generate a signal at a few GHz with a power of 10 dBm which is multiplied up to 1.3 THz by the VDI AMC. The THz signal radiates through the horn of the AMC and reaches the phase grating after being reflected by the elliptical mirror. A QMC pyroelectric detector [START_REF]QMC detector[END_REF] is mounted in a 3-axis motion system with linear stageswhich is monitored by a software written in Pythonto capture the beam pattern at different positions of the optical path. The measurements were performed in two steps. First, the QMC detector is placed at the location of the phase grating to measure the THz beam at the input of the divider. In a second step, the phase grating is inserted for the characterization of the LO feeding system as described by the optical schema (Figure 3-4), in particular of the beam properties around the output plane, or where will be installed the mixer array.

Beam pattern at the input of the phase grating

The measured pattern, together with the 2D Gaussian fit and the simulated pattern of the beam at the input of the phase grating are illustrated in 

b) Along Y-axis

As we can see in Figure 3-25, the patterns of the measured output beams (not fitted and fitted) are larger than the simulated ones. This is confirmed in Figure 3-27. Indeed, the average of  1 and  2 in the simulated case is 3.0 mm, while the one in the measured cases is 4.0 mm. One of the possibilities causing the enlargement of the radius may be the large size of the pinhole of the pyroelectric detector (6 mm in diameter).

Influence of the aperture diameter of the Winston horn on the measurements

The measured beam waist is always larger than the simulated one, as seen in section 3.5.2. To understand the reason, we analyzed the effect of the receiver horn aperture on the measured beam width. As shown in Figure 3-24, a Winston horn [START_REF]Winston cones[END_REF] is used by the QMC detector to collect the radiation power and focus it on the sensor located at the end of the horn. This amount of energy will heat up the pyroelectric sensor which will generate a corresponding voltage. We think that the aperture diameter of the horn could have an effect on the amount of collected power and therefore on the response of the sensor.

In Figure 3-28b, two planes should be distinguished: planes A and B.

They are all perpendicular to the optical axis. Plane A is the plane where is the input of the horn, the distance from this plane to the elliptical mirror is 410 mm.

Plane B is the plane at the bottom of the Winston horn where the measurement sensor is placed.

To simulate the beam pattern measurement, this horn is moved from the optical axis along the X-axis. At each position, we simulated the EM wave intensity distribution in the plane B formed by the incident rays travelling inside the horn. The amount of radiation power received by the horn and absorbed by the sensor can be represented by the integral of the wave intensity in this plane. Horn is shifted from the optical axis by 3 mm along the X-axis with different apertures.

As we can see in Figure 3-29, the power distribution at the bottom of the Winston horn varies with the aperture diameter and the position of the horn along the X-axis.

Indeed, as shown in Figure 3-30, a larger aperture of the Winston horn collects more energy than the smaller one. For example, in the case of the horn on the optical axis, the integrated power collected by the 6 mm aperture horn is nearly five times bigger than the one collected by the 2 mm aperture horn. 

Global phase gratings with higher number of output pixels

The MATLAB code to design Global phase grating was developed previously in our lab based on the algorithm shown in Figure 3-3 [START_REF] Defrance | Structured Surface Design to Generate Any Beam Pattern at THz Frequencies[END_REF], [START_REF] Defrance | Instrumentation of a 2 . 6 THz heterodyne receiver[END_REF].

Based on that, I have improved it. First, an interface is added, so we can quickly choose and change the input parameters. Then we can generate phase grating with an arbitrary number of output pixels, with the total number of pixels smaller than sixteen. The distances between 2 adjacent pixels can also be chosen arbitrarily. as possible. This circuit can also substitute the isolator between HEB mixer and LNA commonly used to avoid the mismatching, makes easier the integration of a receiver system for the building of multi-pixel receivers.

Several groups have tried to characterize the NbN HEB's IF impedance at the operating points (with optimal LO pumping level and DC bias) so far [START_REF] Rodriguez-Morales | Wideband IFintegrated terahertz HEB Mixers: Modeling and characterization[END_REF], [START_REF] Kooi | IF Impedance and Mixer Gain of Hot-Electron Bolometers[END_REF], [START_REF] Kooi | IF Impedance and Mixer Gain of Phonon Cooled Hot-Electron Bolometers and the Perrin-Vanneste Two Temperature Model[END_REF], [START_REF] Higgins | Electrical standing waves in the HIFI HEB mixer amplifier chain[END_REF], [START_REF] Rodriguez-Morales | Impedance and Bandwidth Characterization of NbN Hot Electron Bolometric Mixers[END_REF]. However, each way has advantages and disadvantages, which will be explained in section 4.3.1. The crucial challenges are to find the appropriate calibration process and accurate standards for, finally, getting the actual HEB mixer's IF impedance at the cryogenic temperature while we perform the measurement at the input of the cryostat.

Between HEB mixer and the connector of the cryostat, there are cryostat cable, bias T, IF circuitry inside the mixer block. All these components significantly contribute to the measurement results. We can measure the cryostat cable and bias T without difficulties at room temperature, but it is much more challenging to get their accurate characteristics at low temperature (around 4 K).

Meanwhile, it is not easy to measure separately the IF circuitry inside the HEB block.

Throughout this chapter, we will present a specific approach that we adopted to extract the impedance of HEB mixer under its operating conditions.

HEB mixer block and its 3D IF circuitry model

Our goal is to establish a trusting 3D model of HEB block to better understand the HEB's IF circuitry. This model will be used to simulate the properties of the IF circuitry because it is not possible to measure it directly. In both cases (50  and 20  terminated resistors), the measured and simulated impedance (real and imaginary parts) almost overlap over the frequency range from 0 to 3.5 GHz. After 3.5 GHz, although the simulated

HEB mixer block

Measurements and extraction of the reflection coefficient of HEB mixer

Calibration planes

To be able to characterize the HEB's IF impedance with accuracy, a good calibration process is essential. In the papers of J. W. Kooi [START_REF] Kooi | IF Impedance and Mixer Gain of Phonon Cooled Hot-Electron Bolometers and the Perrin-Vanneste Two Temperature Model[END_REF], [START_REF] Kooi | IF impedance and mixer gain of hot electron bolometers[END_REF], they calibrated at the input of the cryostat (Ref. plane 1). The 3D IF circuit is simulated. Bias T is supposed not to change its properties over the temperature range. The de-embedded technique is used to get the impedance of the HEB at Ref. plane 3. However, it should be noted that, in his method, the bias T-which usually includes capacitor and inductor-could change its properties along with the changing of temperature.

F. Rodriguez-Morales's group [START_REF] Rodriguez-Morales | Wideband IFintegrated terahertz HEB Mixers: Modeling and characterization[END_REF], [START_REF] Rodriguez-Morales | Impedance and Bandwidth Characterization of NbN Hot Electron Bolometric Mixers[END_REF], [START_REF] Rodriguez-Morales | Optimal Coupling of NbN HEB THz Mixers to Cryogenic HEMT IF Low-Noise Amplifiers[END_REF], [START_REF] Rodriguez-Morales | Highly Packaged HEB Receivers Using Three-Dimensional Integration[END_REF] did calibration at the end of the bias T at the cryogenic temperature-right before the IF circuitry (Ref. plane 2). This calibration is done thanks to Open, Short, Load standards of the calibration kit after using three cooling cycles. Then, a model of the IF circuitry was built with the help of a 3D EM software. Finally, the de-embedded technique is used to obtain the impedance of HEB. In this case, the results depend strongly on the reliability and accuracy of the calibration standards, in particular at low temperature.

In [START_REF] Meledin | Study of the IF bandwidth of NbN HEB mixers based on crystalline quartz substrate with an MgO buffer layer[END_REF], they did the calibration at the level of the HEB bridge (at Ref.

plane 4), when they used HEB as the calibration standards. The calibration is done by using one-port three-term error model, which requires three measured reflection coefficients of 3 known standards (Open/Short/Load in this case) [START_REF] Technologies | De-embedding and Embedding S-Parameter Networks Using a Vector Network Analyzer[END_REF]- [START_REF] Kitano | Broadband method for precise microwave spectroscopy of superconducting thin films near the critical temperature[END_REF]. The Short and Load standards are achieved using the properties of the HEB at cryogenic temperature, without LO pump: HEB will work as a Short standard with zero bias voltage, as a Load standard with a high bias voltage. The Open standard, however, is achieved by destroying the HEB (by very high bias current) at the end of the measurement. The paper in [START_REF] Bevilacqua | Wideband MgB2 Hot-Electron Bolometer Mixers: IF Impedance Characterisation and Modeling[END_REF] has the same idea, but they used an already dead HEB for the Open standard, and another HEB which has an impedance close to 50  (47 ) as a Load standard. However, we did not adopt this method since we aimed to find a way that does not require destroying the HEB.

After considering different methods and possibilities, we decided to extract the impedance of the HEB mixer at the end of the microstrip (Ref. plane 3).

To do it, we combine the measurements and simulations, using the one-port three-term error model [START_REF] Technologies | De-embedding and Embedding S-Parameter Networks Using a Vector Network Analyzer[END_REF]- [START_REF] Kitano | Broadband method for precise microwave spectroscopy of superconducting thin films near the critical temperature[END_REF] and the 3D EM model of the IF circuitry of the HEB block.

One-port three-term error model

As shown in Figure 4 • 𝐸 𝑅 (): Reflection tracking term caused by the difference in the frequency response between the test and reference signal path.

• 𝐸 𝑆 (): Source match term caused by the mismatching between the source and the input of the DUT. (actual values which are denoted as A1, A2, A3), we can resolve three error terms [START_REF] Scheffler | Broadband microwave spectroscopy in Corbino geometry for temperatures down to 1.7 K[END_REF], [START_REF] Kitano | Broadband method for precise microwave spectroscopy of superconducting thin films near the critical temperature[END_REF]:

𝐸 𝐷 () = 𝑀 1 (𝑀 2 -𝑀 3 )𝐴 2 𝐴 3 + 𝑀 2 (𝑀 3 -𝑀 1 )𝐴 3 𝐴 1 + 𝑀 3 (𝑀 1 -𝑀 2 )𝐴 1 𝐴 2 (𝑀 1 -𝑀 2 )𝐴 1 𝐴 2 + (𝑀 2 -𝑀 3 )𝐴 2 𝐴 3 + (𝑀 3 -𝑀 1 )𝐴 3 𝐴 1 𝐸 𝑅 () = (𝑀 1 -𝑀 2 )(𝑀 2 -𝑀 3 )(𝑀 3 -𝑀 1 )(𝐴 1 -𝐴 2 )(𝐴 2 -𝐴 3 )(𝐴 3 -𝐴 1 ) [(𝑀 1 -𝑀 2 )𝐴 1 𝐴 2 + (𝑀 2 -𝑀 3 )𝐴 2 𝐴 3 + (𝑀 3 -𝑀 1 )𝐴 3 𝐴 1 ] 2 𝐸 𝑆 () = 𝑀 1 (𝐴 2 -𝐴 3 ) + 𝑀 2 (𝐴 3 -𝐴 1 ) + 𝑀 3 (𝐴 1 -𝐴 2 ) (𝑀 1 -𝑀 2 )𝐴 1 𝐴 2 + (𝑀 2 -𝑀 3 )𝐴 2 𝐴 3 + (𝑀 3 -𝑀 1 )𝐴 3 𝐴 1 Equation 45
Three standards can be Open, Short, and Match as in a standard calibration kit in VNA or any three independent and known loads. Finally, the value of the load impedance is calculated by Equation 47𝑍 𝐿𝑜𝑎𝑑 = 𝑍 0 1 + 𝑆 11 (𝜔) 1 -𝑆 11 (𝜔)

with 𝑍 0 = 50 .

Calibration standards for the HEB block's measurement

Using three measurements with three known and independent standards (e.g., Short, Open, and Load), we can establish the one-port three-term model to remove the errors caused by the components from the input of the cryostat to the end of the microstrip inside the mixer block. From that, we can obtain the actual impedance of the HEB mixer.

The wirebond connections in the case of three standards are shown in 

Chapter 5. Conclusion and perspectives

This thesis project is part of the development of THz heterodyne array receivers undertaken at LERMA. The work during this thesis has been focused on two main aspects:

(1) LO feeding system for a 2 x 2 receiver array working at 1.3 THz.

(2) IF impedance of the HEB mixer under its working conditions.

The LO feeding system is based on a reflective phase grating according to the concept of Global Phase Grating developed at LERMA. The system is designed to split efficiently the LO source into four beams and then focus them on four pixels of a mixer array.

The basic element of this system is the phase grating of which the surface geometry is created by a specific calculation code. I have modelled and simulated the whole system including a phase grating, a THz source antenna and a focusing mirror with the help of the full wave electromagnetic solver FEKO. Different parameters of the designed system have been analyzed and their influences on the beam propagation have been simulated. In particular, we have simulated the influence of the grating's size and profile type on the efficiency of the beam division. We found that we can reduce the grating's size and replace the initial continuous profile by discretisized one without decreasing significantly the efficiency. This result has allowed us to adopt a faster and easier way for the manufacturing. We have also simulated the effects of the changing of incident angle and of grating's rotation on the output beam patterns.

The manufactured phase grating prototype was mounted in the quasioptical system and the beam pattern measurement has been performed at different locations of the system. The 1.3 THz signal is provided by an amplifier multiplier chain. At the beginning of the measurement, we got systematically an unwanted output beam located in the centre of four expected beams. The 3D electromagnetic simulation revealed the possible reason due to reflections of the edge area of the fabricated phase grating. This was confirmed by the experiment. The unwanted output beam was suppressed by using a THz absorber on the phase grating.

The measured result shows a good agreement with the simulated one.

The four output beams follow the Gaussian distribution and each beam contains between 17.5-19 % of the input power, indicating a good homogeneity. The measured global efficiency (calculated as the ratio of the total power of four output beams on the power of the input beam) is 72 % which is relatively close to the simulated one (78 %). The measured average distance between two adjacent pixels is 16.8 mm which is also close to the simulated one (16.5 mm).

The average radius of 4 pixels in measurement is 4.2 mm, which is comparable with the simulated result (4.4 mm) if we consider the effect of the 6 mm diameter of Winston horn in the simulation.

After performing the simulation and the measurement, I worked on the existing homemade calculation code to create the geometry of Global phase grating. A graphical interface and an additional function have been introduced

to allow a greater number of pixels and arbitrary distances of 2 adjacent pixels.

With the new version of the calculation code, phase gratings with 9 and 16 pixels at 1.3 THz have been designed.

The second part of my thesis is dedicated to the investigation of superconducting HEB mixer's IF impedance of which the knowledge can help to better understand HEB mixer's working principle.

HEB is a very sensitive device, it is challenging to characterize its IF impedance when it is biased and under LO radiation. I followed a specific procedure for measuring and extracting the HEB's IF impedance, by combining measurement and 3D EM simulation, using one-port three-term error model.

First, we have worked with a testblock which is very similar to the actual HEB block. This block is measured and modelled at room temperature.

The measured and simulated result shows a good agreement. This experiment helped us to create a reliable 3D EM model of the HEB mixer block. Then the impedance of the HEB mixer at different LO levels and DC bias at cryogenic temperature is extracted using one-port three-term error model.

With the known HEB mixer IF impedance and that of the LNA, we can make a matching circuit between HEB and LNA in order to extract the IF output power with minimum loss and maximum bandwidth. Knowing the HEB's impedance can also help the amplifier's design.

The next objective will be integrating the LO feeding system and the IF matching circuit to build a compact 2 x 2 receiver array.

  This research is cofinanced by CNES (Centre National d'études Spatiales) and LERMA (Laboratoire d'Etudes du Rayonnement et de la Matière en Astrophysique et Atmosphères) at l'Observatoire de Paris-PSL. The thesis is registered in ED127 (Ecole Doctorale Astronomie et Astrophysique d'Ile de France). I would like to thank Jean-Michel Krieg at LERMA for his management works. Many thanks to Jérôme Puech and Christophe Goldstein at CNES for looking after me during this thesis. Most importantly, I want to give my gratitude to my family. They are always my constant source of energy. This thesis is dedicated to them. RÉSUMÉ Les fréquences THz contiennent beaucoup d'informations utiles pour révéler la formation de la galaxie et l'évolution des étoiles. Pour détecter le spectre avec une sensibilité élevée et une très haute résolution, nous devons utiliser un récepteur hétérodyne. Pour les fréquences supérieures à 1 THz, le mélangeur à bolomètre à électrons chauds (HEB) est le meilleur candidat car il a la sensibilité la plus élevée parmi d'autres types de mélangeurs et théoriquement aucune limite de fréquence supérieure. L'une des demandes urgentes pour les futurs télescopes nécessitant des mélangeurs HEB est la construction de réseaux de récepteurs dans le but d'améliorer la cohérence des données acquises et d'augmenter la vitesse de cartographie. Il n'y a actuellement que quelques réseaux de récepteurs avec un petit nombre de pixels fonctionnant au-dessus de 1 THz. Ainsi, cela nécessite encore beaucoup d'investigation.
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Figure 1

 1 Figure 1-1. a) Modern humans observe a wandering star (Credit picture: https://astronomy.com)

Figure 1 - 2 .

 12 Figure 1-2. Spectral windows (Credit photo: https://terasense.com).

Figure 1 - 4 .

 14 Figure 1-4. Schematic of a THz heterodyne receiver.

  radiations. It is made from a material whose resistance varies with the temperature. The absorbed radiation heats the bolometer, and a thermometer records the temperature change. The bolometer was invented in 1878 by the American scientist Samuel Pierpont Langley. It has recently been widely used in radio telescopes (e.g. Herschel, Planck and SOFIA) to detect the RF signal from THz to far-infrared frequency.

Figure 2 - 1 .

 21 Figure 2-1. Thermal block diagram of a bolometer

  temperature below its critical temperature Tc. It should be coupled with a LO signal and DC biased. Due to the LO and DC effect, electrons in the bridge are heated up to a temperature close to Tc. The hot spot is then formed by the absorption of the LO and DC. At these operating points, the resistance of the bolometer is very sensitive. Every small power change of the radiation (by absorbing RF signal) can change the resistivity of the device and be detected by the changing of the I-V curve. This superconducting thin film plays the role of both absorber and thermometer of the bolometer shown in Figure 2-1.

Figure 2 - 3 .

 23 Figure 2-3. Schematic showing the thermal energy transfer in an HEB [14].

Figure 2

 2 Figure 2-4. a) Resistance versus temperature (R-T) curve of an ideal superconducting HEB mixer. b) Current versus voltage (I-V) curves of an ideal

  as a lumped component. The temperature distribution of the mixer along the microbridge is uniform. The same power amount of RF (LO) and DC signal will make an equal change in the resistance of the bolometer. In other words, as long as the total absorbed power is kept the same, the electron temperature and resistance of the HEB device are maintained, and the absorbed power of LO and DC are exchangeable. The bolometer is considered as a variable resistor since the value of the resistor changes based on the amount of the absorbed power. At frequencies lower than the quasi-particle band gap, this model tends to work well in estimating the RF power absorbed by the bolometer. It also shows an acceptable prediction regarding the mixer conversion gain versus IF frequency and equivalent noise temperature when the HEB mixer works close to the optimal points.

4 𝑇 10

 410 is based on the lumped model to calculate several parameters of the mixer made from the Niobium films and YBa2Cu3O7-: impedance of the mixer at the intermediate frequency, noise temperature, conversion efficiency, fluctuation sensitivity, etc. The Standard model was developed in [17]. This model uses only a single time constant  (electron temperature relaxation time) to express the frequencydependent IF impedance of an HEB made from NbN. Its expanded version is the NSGR model [20]-which uses three-time constants 1, 2, 3-to look in detail at the physical mechanism involved in the energy relaxation of the NbN HEB. So, this thesis will use the NSGR model to fit the measured impedance of the NbN HEB mixer under working conditions. The theory of the NSGR with (𝑇 𝑒 ) = (1 + exp (The frequency-dependent HEB output impedance, 𝑍 𝜔 , can be calculated by assuming that a slight fluctuation of the current 𝑑𝐼 = 𝛿𝐼𝑒𝑥𝑝(𝑗𝜔𝑡) can change the electron temperature 𝑑𝑇 𝑒 = 𝛿𝑇 𝑒 exp [𝑗(𝜔𝑡 + 𝜑 1 )], which leads to the change in the phonon temperature 𝑑𝑇 𝑝ℎ = 𝛿𝑇 𝑝ℎ exp [𝑗(𝜔𝑡 + 𝜑 2 )].
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 25 Figure 2-5. Relationship between the electron temperature and the time constants. The thickness of the NbN superconductor thin film is considered as 5 nm. a) Time constant 1, 2, 3 calculated from Equation 14-Equation 18 b) eph and esc calculated from Equation17-Equation18
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 2 [START_REF] Wen | High-temperature terahertz quantum cascade lasers[END_REF] to Figure2-8. The calculated impedances (real and imaginary parts) change very quickly depending on the frequency range from 0 -2 GHz. After that, the real parts gradually reduce while the imaginary parts gradually increase.
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 26 Figure 2-6. IF impedance at an under pumped LO level with DC bias = 1 mV

Figure 2 - 9 .

 29 Figure 2-9. Heat flow of electrons and phonons in a small segment with the length dx of a bolometer

Figure 2 -

 2 Figure 2-10. Electron temperature along the length of the superconducting bridge [32].

Figure 2 -

 2 Figure 2-11. Typical I-V curves corresponding to different LO pumping levels.

2 ])

 2 as the amplitude factor. The term 𝑒𝑥𝑝 {-𝑖 [𝑘𝑧 -𝑎𝑟𝑐𝑡𝑎𝑛 ( as the radial phase factor. Where 𝜔 0 is the beam waist radius at the plane z = 0; 𝑟 is the radial distance from a point in the plane perpendicular to the optical axis to the optical axis; 𝜔(𝑧) is the beam radius in the plane perpendicular to the z-axis where the intensity reduces 1 𝑒 2 ⁄ compared to the highest value of the Gaussian beam in the same plane; R(z) is the radius of curvature of phase front at z. k is the wave number. These parameters are shown in Figure 3-1.

Figure 3 - 1 .

 31 Figure 3-1. Gaussian propagation along the optical axis.

  consider a plane that is perpendicular to the optical axis. The radiation of this plane also follows the Gaussian distribution, with the highest amplitude point on the optical axis.The distribution of Electric field 𝐸 and Intensity I of the Gaussian beam at the distance 𝑟 from the optical axis is given by: 𝑃 is the power through an area 𝐴, so |𝑃(𝑟, 𝑧)
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 35 Figure 3-5. Schematic showing the input parameters to generate the phase grating. Four output pixels are denoted as I, II, III, and IV.

  22.5 ° (angle ). The size of the phase grating (d1 x d2) is chosen as 20 mm x 20 mm for practical reasons. Considering the oblique incident beam in the YZ plane with an angle  = 22.5 °, d1 is scaled with a factor of 1/cos(). So the designed grating size is 20 mm x 21.6 mm. The above parameters are entered in the MATLAB program, for generating the geometry of the Global phase grating in Figure 3-6.
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 36 Figure 3-6. Surface of the 2 x 2 phase grating with the size of 20 mm x 21.6 mm

Figure 3 - 7 .

 37 Figure 3-7. Far-field profile generated by the 2 x 2 phase grating

Figure 3

 3 Figure 3-8. a) Simulated horn and its far-field. b) Profiles of the far-field.
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 39311 Figure 3-9. Schematic of the elliptical mirror.

Figure 3 - 12 .

 312 Figure 3-12. Beam profile of the simulated input beam and its 2D Gaussian fit. a) Along X-axis. b) Along Y-axis.

  -13 with the number of each pixel indicated in the same figure.

Figure 3 - 13 .

 313 Figure 3-13. Simulated beam pattern after the phase grating (at a distance of 410 mm from the elliptical mirror); a) 2D pattern. b1) Beam profile along X-axis. b2) beam profile along Y-axis.

- 13 ,Figure 3 - 14 .Figure 3 -

 133143 Figure 3-14. Measurement and fitting of the beam profile cut through the highest intensity point of pixel I, II, III, and IV along the X-axis at a distance 310 mm far away from phase grating (or 410 mm from elliptical mirror).

Figure 3 - 16 .

 316 Figure 3-16. Setup of the quasi-optical system and the phase grating.

Figure 3 - 16 .Figure 3 - 19 .

 316319 Figure 3-16. The phase grating is rotated around the z-axis with a step of 90 ° anti-clockwise. There are four positions: 0 °, 90 °, 180 °, and 270 °. The distance from the phase grating to the output plane is 300 mm.
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 333 Figure 3-16, except for the incident angle  which is changed. Figure 3-20 shows the output beam pattern and beam profile of 4 pixels in 3 different cases: 15 °, 22.5 °, and 30 °, captured at a distance of 300 mm far away from the phase grating.
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 3 Figure 3-22. Discrete phase grating surface generated by the MATLAB program.

Figure 3 - 23 .

 323 Figure 3-23. Fabricated phase grating.

Figure 3 -

 3 Figure 3-24. Quasi-optical system with the phase grating.

Figure 3 Figure 3 -Figure 3 - 26 .

 33326 Figure 3-25.

(Figure 3 - 27 .

 327 Figure 3-27. Beam profiles of the measured pattern, 2D Gaussian fit of the measured pattern, and the simulated beam along the X-and Y-axis. a) Along X-axis.

Figure 3 -Figure 3 - 29 .

 3329 Figure 3-29 depicts the EM wave intensity distribution in the plane B for the horn with different aperture diameter and placed at different positions along the X-axis.

Figure 3 - 30 .

 330 Figure 3-30. Normalised integrated power at each shifting point

Figure 3 - 31 .Figure 3 -Figure 3 -Figure 3 - 36 .Figure 3 - 37 .Figure 3 - 38 .Figure 3 - 39 .

 33133336337338339 Figure 3-31. Beam profiles of the THz source beam after the elliptical mirror (on the plane A). Makers are measured or simulated points.

Figure 3 - 40 .

 340 Figure 3-40. Program to calculate the surface of phase grating

Figure 3 -Figure 3 - 41 .

 3341 Figure 3-41 shows the surface and output beam pattern of the 2 x 4 beam phase grating.
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 414445 Figure 4-1. HEB mixer block. a) External view. b) Inside of the block.

Figure 4 -

 4 7 shows the possible reference planes for the calibration: • Ref. plane 1 at the input of the cryostat. • Ref. plane 2 at the beginning of the IF circuitry (or the SMA connector of the mixer block). • Ref. plane 3 at the ending of the microstrip line (at the beginning of the wirebond connected to HEB). • Ref. plane 4 at the level of the HEB bridge.

Figure 4 - 7 .

 47 Figure 4-7. Reference planes for the measurement of the reflection coefficient of the HEB mixer at cryogenic temperature.

- 7 ,

 7 we want to get the HEB's impedance at the ending of the microstrip line (Ref. plane 3) while we only can do the measurements at the input of cryostat (Ref. plane 1). So to obtain the characteristics at plane 3, we need to remove the contribution of all components between plane 1 and plane 3.This can be done by different calibration/extraction process. For our reflection coefficient measurement, we have chosen the One-port three-term error model as illustrated by Figure4-8. This model can be used to characterize the systematic errors between two planes, and mathematically remove these errors to give us the actual reflection coefficient at the DUT plane (𝑆 11 ())[START_REF] Bauer | De-Embedding and Unterminating[END_REF],[START_REF] Pozar | Microwave engineering. Fourth edition[END_REF].

Figure 4 - 8 .

 48 Figure 4-8. One-port three-term error model.

From 3

 3 measured reflection coefficients 𝑆 11 𝑚𝑒𝑎𝑠 () (measured values which are denoted as M1, M2, M3) of 3 known reflection coefficients of 3 standards 𝑆 11 ()

  After having the three error terms, the actual reflection coefficient 𝑆 11 () can be de-embedded from the measured 𝑆 11 𝑚𝑒𝑎𝑠 (): 𝑆 11 (𝜔) = 𝑆 11 𝑚𝑒𝑎𝑠 () -𝐸 𝐷 () 𝐸 𝑅 () + 𝐸 𝑆 ()[𝑆 11 𝑚𝑒𝑎𝑠 () -𝐸 𝐷 ()] Equation 46

Figure 4 - 9 .

 49 Figure 4-9. Open is made by removing the wires that connect the end of the microstrip line to the HEB chip, Short is created by connecting the end of the microstrip line to the ground, and Load is done by connecting microstrip line to the HEB by wirebond.
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 494 Figure 4-9. Wirebond connections in case of three standards.

Figure 4 - 12 .

 412 Figure 4-12. Measured reflection coefficients of the HEB block (calibrated at the input of the cryostat) at different bias voltages and LO pumping levels.

Figure 4 -Figure 4 - 7 )

 447 Figure 4-12 shows the magnitude of the reflection coefficients (S11) at different pumping levels measured at the input of the cryostat (Ref. plane 1 in Figure 4-7). Actually, the very high DC bias (e.g. 10 mV) in case of unpumped can saturate HEB in the same way as the over pumped level, according to the NSGR model presented in section 2.4.1. Thus, these two S11s in Figure 4-12 almost overlap. In both cases, HEB can be considered as a pure resistor with constant values over the frequency range. We use its DC resistance value at this frequency range as Load standard (e.g. 81.3 Ohms at unpumped LO and 10 mV DC bias).
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 44 Figure 4-13 to Figure 4-15 show the extracted reflection coefficients and impedances of the HEB mixer at different pumping levels and biases.

Figure 4 - 1 GHzFigure 4 -

 414 Figure 4-13 illustrates the extracted mixer's reflection coefficient and impedance with an optimal LO pumping level and a bias voltage of 0.5 mV. The real part impedance reaches the highest value of 85  at a frequency around 0.25 GHz. Then it decreases quickly to about 28  at 0.5 GHz, and keeps almost constant (with a small fluctuation) up to 3.5 GHz. Meanwhile, the imaginary part has its minimum value of around -20  at 0.4 GHz. After that, the imaginary part increases from -20  to around 0  at the frequency range 0.4 -0.5 GHz, and then linearly rises from 0  to around 40  when the frequency increases from 1 GHz to 4 GHz.

Figure 4 -Figure 4 - 15 .

 4415 Figure 4-14 gives extracted mixer's reflection coefficient and impedance in case of over pumped, 3 mV. The real part is around 80 , while the imaginary part is around 0  over the frequency range from 0.5 GHz to 3.5 GHz.HEB, in this case, works similar to a pure resistor as we expected.

Figure 4 -

 4 Figure 4-15 shows extracted mixer's reflection coefficient and impedance at the under pumped level (between unpumped and optimally pumped).

  

  

  

  

  

  

  

  

  

  

  

  

  𝑉 𝑅𝐹 𝑐𝑜𝑠(𝜔 𝑅𝐹 𝑡). For the LO signal, it is 𝑉 𝐿𝑂 𝑐𝑜𝑠(𝜔 𝐿𝑂 𝑡).In fact, we could suppress the frequency terms of 2𝜔 LO , 2𝜔 RF , and (𝜔 RF + 𝜔 LO ) because these frequencies are too high for the device to follow.

			𝑃(𝑡) =	𝑉(𝑡) 2 𝑅 0	=	𝑅 0 [𝑉 𝐿𝑂 𝑐𝑜𝑠(𝜔 𝐿𝑂 𝑡) + 𝑉 𝑅𝐹 𝑐𝑜𝑠(𝜔 𝑅𝐹 𝑡)] 2	Equation 3
			=	1 𝑅 0	[ 𝑉 𝐿𝑂 2 2	+	𝑉 𝑅𝐹 2 2	+	𝑉 𝐿𝑂 2 𝑐𝑜𝑠(2𝜔 𝐿𝑂 𝑡) 2	+	𝑉 𝑅𝐹 2 𝑐𝑜𝑠(2𝜔 𝑅𝐹 𝑡) 2
										+ 𝑉 𝐿𝑂 𝑉 𝑅𝐹 𝑐𝑜𝑠[(𝜔 𝑅𝐹 + 𝜔 𝐿𝑂 )𝑡]
										+ 𝑉 𝐿𝑂 𝑉 𝑅𝐹 𝑐𝑜𝑠[(𝜔 𝑅𝐹 -𝜔 𝐿𝑂 )𝑡]]
	In addition, the RF signal power is too small compared to the LO power, so the
	term	𝑉 𝑅𝐹 2 2	could be ignored. We have
					𝑃(𝑡) =	1 𝑅 0	[	𝑉 𝐿𝑂 2 2	+ 𝑉 𝐿𝑂 𝑉 𝑅𝐹 𝑐𝑜𝑠[(𝜔 𝑅𝐹 -𝜔 𝐿𝑂 )𝑡]]	Equation 4
	It should be noted that the average absorbed power of the LO signal is 𝑃 𝐿𝑂 =
	𝑉 𝐿𝑂 2 2𝑅 0	Figure 1-4 shows a single heterodyne receiver working in the THz and the one of the RF signal is 𝑃 𝑅𝐹 = 𝑉 𝑅𝐹 2 2𝑅 0 . In the end, the power that the
	frequency range. The local oscillator (LO) generates a monochromatic signal detector can detect is
	(𝑓 𝐿𝑂 ), which has a frequency close to the RF signal (𝑓 𝑅𝐹 ). The voltage of the 𝑃(𝑡) = 𝑃 𝐿𝑂 + √𝑃 𝐿𝑂 𝑃 𝑅𝐹 𝑐𝑜𝑠(𝜔 𝐼𝐹 𝑡) Equation 5
	As we see, two signals are mixed at the mixer (which has a non-linear RF signal is At the bolometer, two signals are mixed together. The voltage at the bolometer is current-voltage characteristic) to create the IF signal with 𝑓 𝐼𝐹 = |𝑓 𝑅𝐹 -𝑓 𝐿𝑂 |.
						𝑉(𝑡) = 𝑉 𝐿𝑂 𝑐𝑜𝑠(𝜔 𝐿𝑂 𝑡) + 𝑉 𝑅𝐹 𝑐𝑜𝑠(𝜔 𝑅𝐹 𝑡)	Equation 2
	If the bolometer's resistance is 𝑅 0 , the power that is dissipated by the bolometer
	over time will be	

  6 is specific for NbN material (the superconducting material of the HEB we use in the experiment later). 𝜎 𝑒 =

	𝑐 𝑒 𝑆 (3.6𝑇 𝑒 2.6 𝜏 𝑒𝑝ℎ ) ⁄	is the electron phonon coupling efficiency.
					𝑃 𝑝→𝑠 = 𝜎 𝑝 (𝑇 𝑝 4 -𝑇 𝑠 4 )	Equation 26
	with 𝜎 𝑝 = 𝑐 𝑝 𝑆 (4𝑇 𝑝 3 𝜏 𝑒𝑠𝑐 ) ⁄	.
	{	𝑑 𝑑𝑥	( 𝑒	𝑑𝑇 𝑒 𝑑𝑥 𝜎 𝑝 (𝑇 𝑝 ) -𝜎 𝑒 (𝑇 𝑒 3.6 -𝑇 𝑝 3.6 ) + 4 -𝑇 𝑠 4 ) -𝜎 𝑒 (𝑇 𝑒 3.6 -𝑇 𝑝 𝑃 𝐿𝑂 2𝐿 3.6 ) = 0 + 𝐼 0 2 𝜌(𝑇 𝑒 ) 𝑆	= 0	Equation 27

Substitute Equation 24-Equation 26 to Equation

23

, and neglect the RF signal power 𝑃 𝑆 because it is too weak compared to the LO power, we get
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the testing phase and compared the measured characteristics of the output beam with the simulated ones. I also proposed a new version of the phase grating design code to increase the number of the output beam from four to sixteen.

Design principle

Gaussian beam optics

In conventional optics, the size of the optical components (e.g. mirrors, lens) is large enough compared to the wavelength. Thus, the light propagation can be described using geometric light rays and considered independent of the wavelength.

Quasi-optical region stays between electronics and conventional optics, ranging from far-infrared to terahertz and even mm-wave frequencies.

In contrast to conventional optics, quasi-optics investigates the propagation of electromagnetic radiation where the wavelength is comparable to the size of the optical components and the diffraction can be a big problem [START_REF] Goldsmith | Quasi-Optical Techniques[END_REF]- [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF].

Gaussian beam optics [START_REF] Goldsmith | Quasi-Optical Techniques[END_REF]- [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF] is commonly used to describe the propagation where the beam width is comparable to the wavelength and its profile follows the Gaussian distribution. In practice, feedhorns are widely used in the THz research field, and they radiate beams with amplitude distributions very close to the Gaussian function. It is the case of the AMC THz source used in this work [START_REF]Virginia Diodes[END_REF]. It thus is helpful to understand the formulas of the Gaussian beam and Gaussian propagation to design and simulate the quasi-optical system.

The history of Gaussian beam propagation can go back to the 1960's, when scientists tried to develop a practical concept to describe the behaviour of the laser beam propagation [START_REF] Goldsmith | Quasioptical systems: Gaussian beam quasioptical propagation and applications[END_REF]. Goldsmith described Gaussian beam optics in The schematic of the system to be designed is shown in Figure 34. It contains the horn of the THz source, a phase grating and an elliptical mirror. The beam emitted by the source reaches the phase grating after being reflected by the elliptical mirror which will focus the divided beams on its second focal plane where will be located the mixer array. The dotted line represents the optical axis, while the red lines show the boundary of the beam propagation.

Taking into account of the mixer array measurement setup including a cryostat, the distance from the center of the phase grating to the output plane is about 300 mm -410 mm. The incident angle of the beam divider is set at 22.5 °.

Different design tools are used for the design of this LO feeding system. The Global phase grating surface geometry is obtained by running a HEB is a very sensitive device. A small change of input power can affect its superconducting state and change the I-V characteristic. So, the VNA power must be small enough to be able to measure the reflection coefficient of the HEB without affecting its working condition, but also big enough to avoid a too much noisy measurement. After doing several tests, the power is set to -55 dBm (around 3 nW). 64 averaged measurements are applied to increase the signal-tonoise ratio.

ABSTRACT THz frequencies contain a lot of helpful information to reveal the formation of the galaxy and the evolution of the stars. To detect the spectral with high sensitivity and very high resolution, we need to use a heterodyne receiver. For the frequencies above 1 THz, the hot-electron-bolometer (HEB) mixer is the best candidate since it has the highest sensitivity among other kinds of mixers and theoretically no upper-frequency limit. One of the urgent demands for future telescopes requiring HEB mixers is building array receivers with the aim of improving the consistency of acquired data and increasing the mapping speed. There are currently only a few receiver arrays with a small number of pixels working above 1 THz. Thus, it still requires a lot of investigation. This thesis focuses on two main aspects. The first is to investigate the local oscillator (LO) distribution element for the receiver array using the global phase grating. The second is to study the intermediate frequency (IF) impedance of the HEB mixer under its working conditions.

The first aspect aims to find an efficient way to divide the one single beam of the LO source to four sub-beams to feed a mixer array at 1.3 THz. I first simulated and measured a four-beam phase grating, then analyzed these data and concluded the design work. The simulation and measurement show a good agreement.

The second aspect aims to better understand the physical mechanism of the HEB and to prepare the integration of the IF circuit for the miniaturization of the current receiver. This work is done by the combination between measurements and three-dimensional electromagnetic simulation of the HEB block. I extracted the IF impedance of the HEB mixer at different bias points and local oscillator pumping levels at cryogenic temperature.

MOTS CLÉS

THz, mélangeur HEB, réseau de récepteur hétérodyne, réseau de phase, impédance FI RÉSUMÉ Les fréquences THz contiennent beaucoup d'informations utiles pour révéler la formation de la galaxie et l'évolution des étoiles. Pour détecter le spectre avec une sensibilité élevée et une très haute résolution, nous devons utiliser un récepteur hétérodyne. Pour les fréquences supérieures à 1 THz, le mélangeur à bolomètre à électrons chauds (HEB) est le meilleur candidat car il a la sensibilité la plus élevée parmi d'autres types de mélangeurs et théoriquement aucune limite de fréquence supérieure. L'une des demandes urgentes pour les futurs télescopes nécessitant des mélangeurs HEB est la construction de réseaux de récepteurs dans le but d'améliorer la cohérence des données acquises et d'augmenter la vitesse de cartographie. Il n'y a actuellement que quelques réseaux de récepteurs avec un petit nombre de pixels fonctionnant au-dessus de 1 THz. Ainsi, cela nécessite encore beaucoup d'investigation.

Cette thèse se concentre sur deux aspects principaux. Le premier consiste à étudier l'élément de distribution de l'oscillateur local (OL) pour le réseau de mélangeurs en utilisant un réseau de phase global. Le deuxième est de caractériser l'impédance en fréquence intermédiaire (FI) du mélangeur HEB dans ses conditions de travail.

Le premier aspect vise à trouver un moyen efficace de diviser un faisceau OL à quatre faisceaux secondaires pour alimenter une matrice de mélangeur à 1,3 THz. J'ai d'abord simulé et mesuré un diviseur à quatre faisceaux, puis analysé ces données et conclu les travaux de conception. La simulation et la mesure montrent un bon accord.

Le deuxième aspect vise à mieux comprendre le mécanisme physique du HEB afin de préparer l'intégration du circuit FI pour la construction du réseau de mélangeurs. Ce travail est réalisé par la combinaison de mesure et de simulation électromagnétique tridimensionnelle du bloc HEB. J'ai extrait l'impédance FI du mélangeur HEB à différents points de polarisation et différents niveaux de pompage OL à température cryogénique.
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