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Enfin Xavier, merci. Merci pour ton suivi régulier, pour tes encouragements et pour toutes nos discussions. Même lorsque l'on s'est écarté de ton domaine, tu n'as pas arrêté de prendre French summary À l'échelle nanométrique, des états de précipitation spécifiques ont été observés et caractérisés (précipités et solution solide) en utilisant diffusion anomale des rayons X aux petits angles (ASAXS), microcopie electronique en transmission (MET) et sonde atomique tomographique (SAT).

D'après les mesures de microdureté, après un traitement de vieillissement interrompu à 170 °C, la résistance la plus élevée est obtenue pour deux compositions spécifiques : l'une pour laquelle la teneur en Mg+Si est maximale (x Mg +x Si = 1,7 at.%) et l'autre pour laquelle la composition était la plus proche de Mg 5 Si 6 (avec Mg/Si = 1,2). Ces caractéristiques ont été confirmées par DSC isotherme et expliquées, en partie, grâce à la DSC sous chauffage continu. Le premier maximum semble être obtenu en raison d'une cinétique de précipitation rapide tandis que le second en raison d'une fraction volumique élevée de clusters et de phases cohérentes.

En combinant les résultats de la microdureté, de la DSC et de l'ASAXS, différents régimes de cinétique de précipitation ont été mis en évidence:

• Mg/Si ≤ 0,3 : excès extrême de Si, précipitation principale de Si pur, pas d'amélioration majeure de la dureté, précipitation très lente, diamètres des précipités très petits (env.

2.6 nm) • 0.4 ≤ Mg/Si ≤ 1 : fort excès de Si (domaine Si), précipitation de Si pur, amélioration de la dureté, précipitation lente mais durcissement rapide, précipités de petits diamètres en début de vieillissement (env. 2.8 nm) • 1 ≤ Mg/Si ≤ 3 : compositions quasi pseudo-binaires (domaine PB), pouvant présenter des restes de précipitation de Si pur, amélioration maximale de la dureté, durcissement plus rapide, variation importante du diamètre des précipités (env. 8 nm sur 1 mois de vieillisement) et diamètre moyen initial assez important (env. 3.2 nm) • Mg/Si > 3 : fort excès de Mg (domaine Mg), amélioration de la dureté, durcissement lent mais précipitation semi-cohérente rapide, diamètre moyen initial assez important (env.

nm)

Ensuite, les caractérisations MET sur deux états spécifiques de vieillissement (T6 et survieilli) et pour différents domaines de compositions (Si, PB et Mg) ont confirmé l'observation faite avec ASAXS : après 1 mois, les diamètres des précipités ont augmenté de manière plus significative pour les compositions proches de Mg/Si = 2. Des observations similaires ont été faites sur la longueur moyenne des précipités. La spécificité de croissance finale peut être résumée pour les trois domaines observés comme suit :

• domaine Si : les précipités sont plutôt courts au départ et s'étendent principalement en longueur. • domaine PB : les précipités s'épaississent beaucoup et s'allongent également.

• domaine Mg : les précipités s'épaississent et ne semblent pas s'étendre beaucoup en longueur Les charactérisations MET ont également montré qu'à l'état T6 (16 h à 170 °C), le site du domaine Mg présente une séquence de précipitation en avance par rapport au site PB qui était également en avance par rapport au site Si. En effet, des précipités β' ont été observés pour le site Mg alors que des précipités β 0 ' semblaient présents pour le site PB et seulement β" pour le site Si.

x 2023 -Justine Taurines -MATEIS & LMI laboratories French summary Enfin, des informations complémentaires ont été accumulées dans une perspective de simulation : identification des précipités pour le site Si après sur-vieillissement (MET-HR) et évolution des teneurs en solutés pour 2 gradients de composition (SAT).

Simulation de la précipitation à travers les gradients

Un modèle couplé précipitation/durcissement adapté à cette étude a été développé et confronté avec succès aux données expérimentales (notamment pour un traitement de vieillissement à 170 °C). Ce modèle a la particularité de prendre en considération cinq types de précipités et de fournir des résultats pour une large gamme de compositions initiales simultanément.

Pour un traitement de vieillissement à 170 °C, comme prévu, le modèle a montré que les propriétés mécaniques maximales (limite d'élasticité ou dureté) sont principalement influencées par la précipitation β". Les différences de vitesse de précipitation β" (et semi-cohérente) sont observées en fonction de la composition :

• pour le ratio atomique Mg/Si ≤ 0,3 : précipitation principale de Si pur • pour 0,3 ≤ Mg/Si ≤ 1,2 : augmentation de la vitesse de précipitation de β" avec l'augmentation de la teneur en Mg • pour 1,2 ≤ Mg/Si ≤ 2.5 : légère diminution moyenne de la vitesse de précipitation de β" avec l'augmentation de la teneur en Mg • pour Mg/Si ≥ 2,5 : diminution de la vitesse de précipitation β" et augmentation de la vitesse de précipitation semi-cohérente avec l'augmentation de la teneur en Mg Les régimes sont similaires à ceux observés expérimentalement avec les différentes caractérisations de précipitation.

Ce modèle est également capable de fournir le domaine de précipitation de chaque phase et les pics de durcissement pour différentes températures de vieillissement (entre 150 et 350 °C) et compositions initiales de solutions solides. Pour diverses compositions, le modèle montre une fenêtre étroite de température, autour de 175 °C pour laquelle le durcissement est maximal.

Conclusion

D'un point de vue général, les principaux objectifs ont été atteints à savoir l'obtention de gradient de Mg/Si dans le système Al-Mg-Si, la caractérisation de la précipitation associée et le développement d'un modèle prédictif de cette précipitation et du durcissement mécanique qu'elle entraine. Cependant, il est important de préciser que les échantillons ont compliqué l'étude. En effet, ces matériaux ont accumulé diverses faiblesses :

• la voie par la métallurgie des poudres a engendré des pores au sein des matériaux : compliquant l'analyse WDS et les différentes préparations d'échantillons (TEM, ASAXS, éprouvettes de traction). • les gradients de Mg-Si étaient intéressants pour les aspects introduits dans ce document mais ils ont aussi : compliqué la préparation des échantillons (DSC, TEM, APT) et conduit à une importante incertitude sur la composition. • le système Al-Mg-Si était lui-même un défi considérable pour les expériences ASAXS. Ces problèmes ont entraîné soit des incertitudes, soit un manque de données expérimentales. Le 

Introduction Context

Aluminium (Al) is the most widespread non-ferrous metal in the industry. This is explained by several facts. Aluminium is the third most abundant element in the earth crust and therefore many bauxite deposits sprinkle the world surface. Aluminium has also very useful properties. It has an important ductility at moderate temperature and can then be easily manufactured and transformed. It is relatively light compared to most of the other alloys which is highly sought for transport applications. And its passivation layer brings very good resistance to oxidation. Aluminium has many qualities except mechanical strength. Fortunately, many chemical elements in small quantities can improve the properties of pure Al. The main ones used to bring mechanical strength are copper (Cu), manganese (Mn), magnesium (Mg), silicon (Si) and zinc (Zn). In two hundred years, these Al alloys spread out in all domains. Mirrors, cables, electronic devices, windows, boats, planes is an non exhaustive list of everyday objects using these alloys.

Al is not found pure in its ore, the sedimentary rock named bauxite. It is its Al hydroxide: hydrated alumina (Al 2 O 3 ) that is present. In the bauxite, there are also other oxides of Silicon (Si), Iron (Fe), Titanium (Ti) and Calcium (Ca). To obtain pure Al from bauxite, two refining steps are required. The Bayer process is separating alumina from the other oxides and dehydrating it. Then, the Hall-Héroult process, also named the alumina electrolysis, forms the metallic Al. These two processes are greedy in energy, and they create undesired products such as red mud and carbon dioxide (CO 2 ). In addition, mining promotes the biodiversity destruction [LAD 15]. Here, the focus will be put on the global greenhouse gas (GG) emissions (in kg of equivalent of CO 2 per kg of produced Al). These emissions are summarised per unit process in the histogram Figure 1 depending on the emission type. These datas of the year 2010 were gathered by Nunez et al. [NUN 16].

The worldwide Al production is responsible in 2010 for 17 kg of CO 2 per kg of Al produced. The electrolysis consumption of energy is so important that it is causing 50% of the GG emissions. As expected, depending on the energy used, that emission post and consecutively the total GG emissions can be very different.

The Table 1 gives the equivalent CO 2 emitted in kg/MWh for electricity production of each energy source in 2008 [TUR 13]. Table 2 gives, for the year 2010, the distribution of energy sources used in Al production for the main countries or regions producers of Al [NUN 16].

Al produced from Asian countries or from the Gulf states emits more GG than Canadian or Russian Al. Even though some countries are emitting less (9 tonnes CO 2 / tonnes of Al produced for Canada in 2010), the electricity of the world Al production stands mostly on coal (59%). Some Al producer countries, like Canada, continue to reduce their carbon footprint in this industry. They succeed to reduce of 2 equivalent CO 2 tonnes (out of 9) per tonne of produced Al by using less fossil energy and by upgrading the electrolysis. Since 2008, a cleaner process named Orbite could replace the Bayer one but, for now, no profit encourages the industry to change their industrial lines.

Al alloys can also be easily and infinitely recycled [GRA 11, DAH 07] with small amount of supplementary energy: only 5% of the energy required to produce Al from ore [GUT 13]. Therefore, against 12 kg CO 2 /kg emitted in average for new Al, recycled Al is producing only 0.6 kg CO 2 /kg [DAS 10]. Today 75% of all the Al produced in history (near a billion metric tons) is still in use [SCH 13]. And in average, one third of Al produced today is from recycled scrap [GRA 11]. The proportion of available Al from recycling should increase in the next On this graph, the evolution of Al production over the years is outstanding. It has doubled in 15 years until 65 billions of tonnes produced in 2020 despite recycling. China succeeds to acquire most of that growth.

Introduction coal [PAR 16], the dirtiest energy for the environment. Efforts for climate consideration in North-American, Russian and European production could make China react [JÉG 21]. But this year, geopolitical tensions with Russia are ongoing, the Al sector is not spared [POR 22] and China producers could easily impose their vision.

In these changing times, sobriety, durability and environmental impact should be in the centre of the decision process to choose any material. The best compromise must be found between its targeted properties and its equivalent CO 2 weight produced during all its life cycle, including recycling.

While Al is helping to save fuel thanks to its low density, producing it requires a lot of energy. Recycling it could help this metallurgical sector to get closer to circular economy. In order to achieve this goal, wide investigations must take place: first, on the impact of the high levels of impurities on Al alloys and then, on the design of scrap-compatible and composition-tolerant future alloys [RAA 22]. The impurities related to scrap impact the microstructure of the alloys through thermodynamics and kinetics of precipitation reactions and therefore on mechanical and electrochemical macro-properties. The new Al alloys should then be chosen using these informations to contain the highest possible scrap fractions.

These problems have many dimensions because there are various manufacturing parameters. The main Al alloys used are multi-component alloys of typically 4 or 5 elements. In addition, the processing parameters range is even larger: heating and quenching rates, duration of heat treatment, plastic deformation amount etc. All those parameters directly influence the microstructure at different levels: size, morphology and texture of grains, nature, shape, size and distribution of both intermetallics and nanosized precipitates, and dislocation density. Recycled alloys have an even greater variety of parameters because of the additional chemical species present in scraps. The alloy design space is therefore brought to regions which are currently essentially unexplored. The prediction models commonly used are here insufficient or maladjusted. Extensive experimental data are mandatory to improve the material knowledge and to identify the optimal solutions. Extensive microstructure and properties data-sets should privilege high-throughput methodologies, also related to combinatorial (randomly combining many parameters) methods [POT 11,GRE 13]. In metallurgy, the objective is preferably to make quasi-continuously varying some of the alloy design parameters and to measure quasi-continuously the relevant microstructure parameters and properties of interest along that specific variation [MIR 17]. This method has been considerably used these recent years in order to cover the influences of composition, temperature or strain on microstructures and mechanical properties [SPR 12]. Introduction ricated via diffusion bonding Figure 3a [ GHO 03] and multiples 3b [ZHA 04]. The idea is to place different metal blocks in contact under high temperature in order to link them via thermal interdiffusion. Deposits followed by annealing [SPE 03] or imperfect arc melting [MIY 12] are other interesting manufacturing routes. And finally, additive manufacturing and powder metallurgy can also result in the variation of composition sought within the samples. For example Figure 3c, additive manufacturing by laser-powder directed energy deposition provided graded steel alloys with strong interface and controlled gradient of chromium content [ VIL 21]. Regarding Al alloys, Gumbmann et al. [GUM 16] and then Ivanov et al. [IVA 18] manufactured compositionally graded samples using linear friction welding, Figure 3d, to study precipitation composition dependence in Al-Cu-Li-Mg systems. After micro-hardness profiles Figure 4a, differential scanning calorimetry (DSC) Figure 4b and small angle x-ray scattering (SAXS) measurements, they were able to prove the triggering effect of Mg on both : kinetics of copper clustering and precipitate formation, by a continuous evaluation of the influence of its composition.

On microhardness measurements, the influence of Mg on hardness values are clearly visible for various ageing states. On DSC results, the two peaks of clustering and metastable precipitation are directly influenced by Mg content (amplitude and position). sition on both microstructure and macro-properties (mechanical and magnetic) in high entropy alloys (HEA). Some graded samples have also been manufactured not for combinatorial study but in order to obtain graded functionality. For the Al-Mg-Si system, a cable with a radial gradient between pure Al and 6201 Al-Mg-Si alloy has been recently manufactured by Yang et al. using co-drawing and interdiffusion treatment. This graded cable has been developed for industrial applications in order to optimise the combination of electrical conductivity and torsion strength. Figure 5, the core, close to pure Al, is highly conductive and the protective sleeve in Al6201 is less conductive but has better mechanical strength to avoid the deterioration of the cable [YAN 20]. In Al-Mg-Si alloys, no gradient of Mg or Si and no combinatorial studies are made yet to fully understand their composition effects. Multiple classic precipitation analysis on homogeneous samples were made thought to verify the microstructural changes.

Precipitation in 6xxx Al alloys

The Aluminium 6xxx series Improving lightweight alloys requires contradictory constraints of high strength, reached through nano-precipitation, and high formability, which requires high levels of plasticity. Among all alloys, Al structure-hardenable alloys offer a very good compromise between these properties thanks to precipitation hardening. During thermal treatment, nano-particles formed in the sample bring mechanical strength. 2000 and 7000 series show the highest level of hardening with the formation of precipitates whose stable form is mainly Al 2 Cu and MgZn 2 , respectively. In 6xxx series, the main stable precipitate is Mg 2 Si. Since Mg and Si are the main alloying elements, 6xxx series are suited to many applications through their compromise between strength, formability and corrosion resistance. Magnesium (Mg) is important for Al alloys. Indeed, it has a high solubility in Al and Mg hardens also directly the solid solution because of its difference in atomic size with Al. In addition, Mg improves the oxidation resistance when its composition stays under 4 at.% [MON 76].

Silicon (Si) is always present in small quantity in Al alloys because bauxite contains silicon oxides. A significant presence of Si is positive for formability because it rises castability and resistance to hot tearing during molding. Solubility of Si in Al at low temperature (under 227°C) is less than 10 -2 wt.% but it still rises slightly the yield stress when in supersaturated solid solution [MON 76].

The alloys of this 6xxx series are defined with their contents in Mg (between 0.3 and 1.5 at.%) and in Si (between 0.3 and 1.4 at.%). They contain secondary alloying elements such as chromium (Cr), manganese (Mn), copper (Cu) and others. Among them, the 6061 aluminium alloy is one of the most widespread alloys of this series. Its composition is summarised in Table 3. This alloy is particularly used thanks to its good mechanical strength (see Table 4), its good resistance to oxidation and its good weldability. Numerous car structures, carpentry, materials handling and finally most of the welded structures are made from Al 6061.

Mass

A simplifying approach to study 6xxx Al alloys is to deal with model alloys containing only Al, Mg and Si as alloying elements. Indeed, the stable precipitate phase β is described as Mg 2 Si. The pseudo-binary section of the phase diagram between Al and β is presented further in the Figure 7. For the 6061 alloy, the content in Mg 2 Si is between 1.2 and 1.8 wt.%.

All ternary alloys with twice more at.% Mg than at.% Si, or with the Mg/Si ratio in mass equal to 1.73, are named pseudo-binary alloys and are presented on this particular section. Other alloys, with more Mg or more Si, will be named alloys with Mg excess or Si excess. At room temperature, Mg 5 Al 8 is thermodynamically stable in alloys with excess of Mg < 4 at.% and pure Si is for alloys with Si excess.

It is important to note here two aspects. First, Mg increases the solubility of Mg 2 Si in Al. This means that the solid solution α domain is larger for Mg excess alloys. Higher content of Mg 2 Si can then be reached for precipitation and therefore the volume fraction of precipitates could be higher. Then, the microstructure can be relatively different from strong Mg excess to strong Si excess because of the precipitation of different intermetallics.

In parallel, direct correlation between strengthening of Al-Mg-Si alloys and amount of Mg and Si has been found. Figure 6 represents strengthening evolution during ageing depending on the amount of available Mg 2 Si in the alloys. During isothermal treatments at the origin of hardening precipitation, the maximum yield stress and hardness rise with at.% of Mg 2 Si and at the same time, the time to get to those peaks are shorter. This is an important feature but the precipitation hardening phenomenon is more complex then uniquely this dependence in Mg 2 Si. Indeed for Gupta et al. 

Precipitation sequence

At room temperature, the microstructure of a 6xxx Al alloy should be composed of two phases: the solid solution α in face centred cubic (FCC) crystallography and β -Mg 2 Si the hardening phase (Figure 7). In this condition, the strength is not optimised. To do so, the sample has to be homogenised during a solution treatment at high temperature (around 550 °C) and then rapidly cooled down: quenched. Its structure will not have the time to stabilise during this fast cooling process. It will be in a metastable state where all the atoms are in one phase: a supersaturated solid solution (SSSS). Quickly after, the alloy has to be aged at lower temperature (between 100 and 250 °C). By bringing small amount of energy to the system, the precipitation sequence toward β can be controlled. The stable phase β does not precipitate directly. During the early stage of the isotherm treatment, atoms diffuse through vacancies in the solid solution (Figure 8a) to form clusters of solutes (Figure 8b) called Guinier-Preston zones (GPZ) when large enough. These clusters are perfectly continuous with the Al matrix, they are coherent, but elastic distortions occur around them because of the misfit between atoms of different sizes. These clusters have a preferential orientation along the [100] directions of the matrix. First, these atoms are unorganised. Then, when Mg solutes alternate with Si atoms, these zones can also correspond to β ′′ . β ′′ is the hardening phase (this important feature will be discussed further).

β ′ thin precipitates arrives after longer ageing treatment These precipitates have another crystallography. They are semi-coherent with the matrix. On Figure 8c, only the direction [010] is coherent with the matrix. Elastic deformations are mainly present on that direction. They have first a needle morphology and then, with time, a rod shape. This metastable precipitates cascade is called the precipitation sequence. As described, the simplified version of the precipitation sequence in pseudo-binary alloys is

Introduction

SSSS → GP Z → β ′′ → β ′ → β
Each precipitate of this sequence will be properly introduced following three main characteristics roughly introduced here. Crystallographic structure will be detailed in Chapter 2. Surface energy will provide information on the nature of the interface between matrix and precipitate. Finally the energy barrier concept will be developed to perceive the volume energy gain obtained from precipitation. Those last two characteristics will be detailed in Chapter 3.

Influence of composition on precipitation hardening phenomenon

Composition has major influences on precipitation in 6xxx Al series. For pseudo-binary alloys, it has been shown that variation of secondary alloying elements has a direct effect on the crystallography of the precipitates. For those with a high content in Cu, all the precipitates are enriched in Cu [MAS 00]. With more Cu in the alloy, new precipitates participate: the metastable precipitate Q' giving the stable precipitate Q. In some conditions, Q' can completely replace β ′′ [GAB 07].

Al-Mg-Si alloys with an excess of Mg are often associated with pseudo-binary alloys as they remain within the FCC+Mg 2 Si pseudo-binary section. The precipitation sequence is usually the same and their precipitates have also chemistrys which tend to Mg 2 Si. Some interesting features have been raised though. Starting an ageing temperature above 245 °C, the precipitation In the other hand, the excess of Mg can result in a reduction of hardness for composition with incomplete solutionising. With undissolved β-Mg 2 Si particles, Mg and Si atoms of solid solution migrate near them in order to magnify them (like for coarsening in Chapter 3). This growth consumes the free Mg and Si available for β ′′ , reducing their density and thus hardness. For Si excess alloys, the metastable precipitates are very rich in Si and continue to precipitate before any possibility of enlarging coherent phases.

Silicon excess in pseudo-binary Al alloys has the most important composition influence on precipitation. First the mechanical strength rises with the content of Si while the time for peak hardness decreases (Figure 9). The rise of mechanical strength with Si content is mainly explained by a better distribution (more and homogeneously disseminated) of smaller β ′′ precipitates in the matrix. Indeed, microstructural modifications cause macro-properties changes.

For example, Si excess decreases the lattice distortion in the matrix which improves electrical conductivity to Al6101 Other differences have been observed compared to pseudo binary alloys. Most of the precipitates are richer in Si. These changes of chemistry even bring β ′′ to have a significant variation of crystallography (see Tables 2.1 and 2.1 Chapter 2). This new β ′′ precipitate seems less stable: in Figure 9, hardness values drop after hardness peak more significantly when Si content is high.

Pure Si can precipitate as well with sufficient Si excess. In some cases, these particles are formed concurrently with β ′′ [AFI 08], in other cases, they appear after the formation of β [MAT 05].

The effect of Si excess in Al-Mg-Si alloys on precipitation has been significantly studied and properly documented (Chapter 2). But the range of compositions is not that clear. For example, an Al6351 alloy with an Si excess of 0.3 at.% remains with a precipitation sequence typical of pseudo-binary alloy excepted for pure Si precipitation and a particularly quick depletion of Si in the solid solution [MEY 18a]. On the Figure 10, many cases are not presented and studied and variation of Mg 2 Si content could also have a major influence on the apparition of new semicoherent phases. 2 major composition parameters seem to be important for precipitation in Al-Mg-Si alloys : the Si excess and the Mg 2 Si content. The Si excess can also be quantified with the Mg/Si ratio to represent as well Mg excess. Marioara et Al. showed that this ratio can be a good indicator to highlight the complex semi-coherent phases succession [MAR 06].

Introduction posed of Mg and Si and thus, Mg and Si compositions are highly important for the control of this strengthening phenomenon. This dependence has been well investigated in the last years. However, there are still key questions regarding the effect of alloy composition in this system on the characteristics of the nano-precipitation. Several crystallographic phases of different composition may form in competition, with different morphologies and volume fractions. The precipitation kinetics, the sequence and the resulting size and morphology show a complex dependence on the alloy composition and especially the Mg/Si ratio [FUK 06, MAT 05, MEY 18a].

The goal of this PhD is to provide many points in the composition space of the Al-Mg-Si system in order to identify the changes in precipitation sequence. In order to achieve this goal, three objectives were fixed. The first one is to manufacture gradients of Mg and Si composition in samples of Al-Mg-Si alloy. The second objective is to perform high-throughput characterisations on their microstructure along the gradient. Finally, the last aim is to simulate and understand what has been observed with physically based models.

A powder metallurgy route has been chosen to manufacture gradients of Mg/Si ratio to pilot this combinatorial study. Powder metallurgy has been chosen for two reasons. It is versatile enough to produce various chemical gradients through the compaction of different powder blends. The high-pressure compaction enables to break the aluminium oxide layer that is hard to avoid during bonding of bulk materials [SHI 01].

Organisation of the manuscript

As previously presented, three major themes organised this PhD and will structure this manuscript:

• Gradients manufacturing • Precipitation characterisations through the gradients • Simulation of precipitation and hardening through the gradients The first part of the manuscript will describe the manufacturing of Mg-Si composition gradients adequate for this combinatorial metallurgy study. After materials and methods presentation, microstructure, diffusion regime and initial mechanical properties will be discussed. Real and simulated composition profiles will be compared.

The second part of the manuscript is dedicated to precipitation characterisations in Mg-Si gradients. First a bibliographic study will gather the knowledge on the various precipitation sequences observed in Al-Mg-Si alloys. Then ageing kinetics and precipitation states of the compositionally graded samples will be studied in order to emphasise the major composition influences on precipitation and to highlight transitions in precipitation sequences.

The last part will be focused on simulations of precipitation in Mg-Si gradients. A bibliography of the existing models will be followed by the explanation of the strategy for simulations through a gradient. Then the definition of the model will be described with the chosen parameters. Finally, the model and the previous experimental data will be confronted.

Chapter 1

Manufacturing compositionnally graded Al-Mg-Si alloys by spark plasma sintering

A compositionally-graded alloy was obtained by Spark Plasma Sintering (SPS) of Al-Si and Al-Mg model alloys atomised powders. The fabrication process includes a sequence of (i) SPS of two powder beds (ii) interdiffusion heat treatment (iii) homogenisation and quenching. Small pores, identified by X-ray micro-tomography, are formed during the interdiffusion treatment with a volume fraction of the order of 1%. Energy dispersive X-ray spectroscopy (EDX) and wavelength dispersive X-ray spectroscopy (WDS) confirm a well-controlled gradient of Mg and Si in a single direction. The description of the experimental composition profiles after interdiffusion requires a two mode diffusion model, linked to bulk diffusion and grain-boundary diffusion. Microhardness measurements along the composition gradients on an as-quenched state permits to evaluate the contribution of the solid solution to the mechanical strength. Please note that this chapter has been submitted as an article to Met. Trans. A. 

Introduction

Developing new lightweight alloys with improved properties is urgently needed in the transport industry in order to drastically decrease its greenhouse gas emissions. In this context, Aluminium alloys are increasingly used in cars, especially with the development of electric vehicles to compensate for the battery weight. Increasing the vehicle light-weighting requires developing alloys that answer contradictory constraints of high strength, reached through nano-precipitation, and high formability, which requires high levels of plasticity. Among all Aluminium alloys, Al-Mg-Si based alloys offer a very good compromise between these properties [MON 76]. However, key questions are still pending on the effect of alloy composition in this system on the characteristics of the nano-precipitation which controls the strength. Several metastable phases of various compositions may form in competition, with different morphologies and volume fractions. The precipitation kinetics, the sequence and the resulting size and morphology show a complex dependence on the alloy composition and especially the Mg/Si ratio manufactured compositionally graded samples using linear friction welding to study precipitation composition dependence in Al-Cu-Li-Mg systems. After micro-hardness profiles, differential scanning calorimetry (DSC) and small angle x-ray scattering (SAXS) measurements, they were able to prove the triggering effect of Mg and his range of composition on both kinetics of copper clustering and precipitate formation.

Powder metallurgy and additive manufacturing are also attractive ways to produce graded specimens. For example, additive manufacturing by laser-powder direct energy deposition provided graded steel alloys with strong interface and controlled gradient of chromium content [ VIL 21]. An equivalent process was used to produce an Al graded complex concentrated alloy Al x CrCuFeNi 2 (0 ≤ x ≤ 1.5) from elemental powders [BOR 16].

In the Al-Mg-Si system, a graded cable between pure Al and 6201 AlMgSi alloy has been recently manufactured by Yang et al. [YAN 20] using co-drawing for application in electrical power transmission. The core in pure Al is highly conductive and the protective sleeve in Al6201 is less conductive but has better mechanical strength to avoid the plastification of the cable.

In this study, a compositionally-graded alloy was obtained with high-temperature compaction using Spark Plasma Sintering of Al-Si and Al-Mg model alloys atomised powders. Consolidation of powders instead of diffusion bonding of bulk metal sheets may have advantages, mainly because the oxide barrier can be broken by local shearing on the powder particles but also because powder metallurgy allows for flexible composition through powder blends [LE 13].

Compositionally graded samples were produced by the compaction of two powder beds. To author knowledge, these graded samples are rather new for the system Al-Mg-Si, with a controlled variation of Si and Mg contents. Those samples are designed for combinatorial metallurgy and therefore, extensive characterisation will be carried out to provide full knowledge of the sam-16 2023 -Justine Taurines -MATEIS & LMI laboratories Materials and methods ple before any ageing treatment. In terms of resulting microstructure and properties, the scope of the present chapter will thus be limited to the study of the solution strengthening in the graded alloys produced, while the evaluation of the precipitation kinetics during ageing and its link to the mechanical properties will be the subject of the next chapter.

Materials and methods

Raw powders

In order to obtain Mg-Si graded aluminium samples, the diffusion couple is formed by contact between an Al-Mg layer with 2.6 wt.%Mg (2.9 at.%Mg) powder and an Al-Si layer with 1.22 wt.%Si (1.18 at.%Si) powder.

The target compositions were obtained from blends of three initial model powders provided by Goodfellow: Pure Al, Al-2Si and Al-8Mg in mass percent. The Al-Mg layer was made from a blend between pure Al with Al-8Mg powders with a mass ratio of Al-8Mg/Al = 0.56 and the Al-Si layer from a blend between pure Al with Al-2Si with a mass ratio of Al-2Si/Al = 1.53. The initial powders were weighed and then blended correctly in a Turbula mixer during 10 min just before the next manufacturing steps to come. Unlike the two other powders, pure aluminium was air atomised, implying important oxide shells around the particles and the non spherical morphology observed. Those pictures show also the size differences. These dimensional information can be crossed with distributions of size of the powders obtained by laser diffraction, shown in Table 1.1.

The Al-8Mg median diameter (D50 value) is the smallest at 16 µm. It is also the most uniform powder with a narrow range of sizes. Pure Al powder distribution is quite uniform as well but the non sphericity enlarges the range of sizes. 80% of its particles are between 14 and 63 µm. In comparison, Al-2Si powder has a wide distribution with 80% of its diameters range between 27 and 163 µm. All the important features of the powders are summarised in Table 1.1, including compositions from our own ICP analyses after dissolution in acid mixture, containing a few amount of HF to ensure dissolution of free Si. In all of them, small quantities of Fe are present. First, the powders in alumina crucibles were inserted in a tubular oven to degas under high vacuum (10 -4 mbar) in order to suppress the humidity retained in the powder. The vacuum was vented with Argon gas. Then the powders were carefully poured in layers in a cylindrical graphite die. The consolidation using a Spark Plasma Sintering (SPS) apparatus type HP D25 from FCT was performed under 70 MPa with a heating rate of 91 °C/min followed by a soaking step at 500 °C for 10 min and a cooling rate at about 85 °C/min, which produced a fully dense bi-composition cylindrical compacts with 20 mm diameter and 5 mm thickness. These parameters are in agreement with the optimal ones found in the literature in order to obtain a relative density near 100% [ZAD 07, SWE 14, CHU 15].

Manufacturing route of the graded samples

In order to create the gradient, slices were extracted from the compacts, heated at 550 °C in a conventional air oven and water quenched. Several treatment durations were tested and compared with diffusion simulations using the Dictra software. Dictra was used with the thermodynamic database TCAL4 and the mobility database MOBAL3. The simulation of the heat treatment was performed in a one-phase configuration, with a step concentration in Mg and Si within the FCC solid solution. For a 4 mm total length diffusion couple, the initial Mg and Si contents on each side of the initial interface (in the center) were assigned using the values obtained from EDX analysis.

Experimentally, after 10 days, Mg and Si diffuse towards opposite directions on a distance of 3 mm. This gradient length can then be elongated by rolling from 3 mm to 6 mm on an extracted Chapter 1 -Manufacturing compositionnally graded Al-Mg-Si alloys by spark plasma sintering slice with a thickness of 1.5 mm. The rolling procedure consisted of 3 rolling steps using a rolling mill of 6 cm diameter at room temperature. Each rolling step was followed by 1 h recrystallision at 550 °C.

Characterisation methods

All the X-Ray Diffraction (XRD) analyses presented in this article were performed on a Bruker AXS D8 (Billerica, Massachusetts, USA) device equipped with a copper tube. The X-Ray tube was set at 40 kV voltage and 40 mA current with a Cu K α of 1.54 Å irradiation wavelength. The detector used was a Lynxeye, which was used over a range 2θ from 10 to 90°with an 0.0167°i ncrement, with a slit of 0.4 mm and a scan speed of 1s/step during spinning at 20 rpm. Bulk samples were polished before the experiments.

Energy-dispersive X-ray spectroscopy (EDX) analyses were performed with an Oxford Instruments apparatus in a Scanning Electron Microscope (SEM) Zeiss Supra 55 VP at 10 keV at a working distance of 8.5 mm and with an aperture of 60 µm. The obtained profiles were fitted with an erf function after aberrant values withdrawal.

Electron probe microanalysis (EPMA) was carried out with a Cameca SX100 instrument in wavelength dispersive spectroscopy (WDS) mode with operating voltage at 15 keV and probe current at 1 µA. Mg, Si, Fe and O elements were measured using the cristals TAP (for Mg and Si K α ), LiF for Fe K α , and the pseudo-cristal in multilayer W/Si for O K α . The standards used were MgO, Si-wafer and Fe. Al was determined by difference at 100 wt.%. The PAP (Pouchou And Pichoir) quantitative analysis program was used [POU 84].

Powder and compacts were imaged by micro-tomography (µCT) at high resolution using an EasyTom Nano tomograph (RX Solutions, Chavanod, France). This tomograph is equipped with a LaB6 cathode for the X-ray source. The detector is a Varex 2520DX flat panel with a pixel size of 127 µm. The parameters used were the following: X-Ray tube voltage ranging from 80 to 100 kV, 4000 projections over a 360 rotation, exposure time ranging from 0.35 to 0.4 s, 0.7 µm voxel size. In both cases 3D volumes were reconstructed from the collected radiographs using a filtered back projection Feldkamp-algorithm. Images analysis was then performed using the free and open-source Fiji software.

Hardness values were measured with a micro-hardness tester Buehler Micromet 5104 with a load of 0.5 kg. 2 measurements were made for each mean value presented. The uncertainties were calculated from standard deviations.

Results and discussion

Microstructure evolution upon processing

After SPS, the µCT scan exhibits a fully dense microstructure for degassed as well as for nondegassed samples (not shown here). On a degassed sample presented in the images of grains of few microns are mixed with larger grains up to 20 µm in diameter. Submicronic spherical intermetallic particles are present. They were identified as iron-rich intermetallic particles that could be Al 13 Fe 4 based on the TCAL4 database.

The Si-rich part has more Fe-rich intermetallic particles (image a and b). They are also spherical and submicronic but aligned along grain or subgrain boundaries. Considering actual alloy composition and temperature, these are expected to be Al 9 Fe 2 Si 2 from TCAL4. The same mixture of grain sizes is present but the main grains are larger; up to 50 µm in diameter (image d).

At the initial interface, large oxide particles are present in cellular shapes and some small β-Mg 2 Si particles are formed near them (image b).

A wide grain size distribution can be seen on both sides of the diffusion couple and is accentuated on Si-rich side (figure 1.5). These features can be explained by size distribution of the initial powder particles. As shown in figure 1.4, former powder particles somehow guide the final grain size since the metallurgical grain size is limited by the powder particle, especially when oxides at particles surfaces inhibit the grain growth. The larger grains are contained in pure Al powders that can be recognised by their non spherical shape whereas the smaller grains are contained in Al-Mg powders. At this stage, the microstructure of the compact is clearly inherited from the respective initial powder microstructures due to fast sintering. X-ray diffractograms after SPS, from one side to the other, are presented in Figure 1 and Al-Mg XRD were performed on two different homogeneous bulk with the same compositions as the extremities of the diffusion couple. The interface diffractogram was obtained from a typical bi-layer slice after SPS which has followed the manufacturing route described previously.

As for the initial powders, only the FCC aluminium peaks are clearly visible. On Al-Si side the three peaks of Si are still present at 28, 47 and 56 degrees. Even if Si is expected to be fully dissolved in the FCC solid solution at 550 °C, the cooling rate after SPS is too low to avoid desaturation and formation of Si diamond precipitates. On the diffractogram acquired nearby the initial interface, the duality of each aluminium peak proves the coexistence of two near composition FCC phases thanks to the small peaks shifting of Al-Mg side. Indeed, the right peaks refers to Al-Si side and the left ones to Al-Mg side.

After an interdiffusion treatment of 10 days at 550 °C on a non-degassed sample, the µCT scan (not shown) reveals pores that represent a volume fraction of 1%. On the images of a degassed sample shown in Figure 1.6, the microstructure has evolved.

Fe-rich intermetallic particles along the gradient have gathered and grown bigger. On the Mg side (image 1.6g), they remain spherical but have now a diameter of few microns. On Si side, the aligned particles become large needle shape particle of length between 2 to 10 µm (image 1.6a). The dark oxides of Mg side grow while small pores are created next to them. On the Al-Si side, larger pores are created more randomly. Nanometric spherical oxides aligned around the grain boundaries have formed as well and are now visible on the Al-Si side (image 1.6b). In Figure 1.6 d and e, the BSE images focus on the interface between the two initial powder beds. Bigger aligned pores and oxides (along the reference line) delimit the two different microstructures (image 1.6d). Near that interface, between the grains, large white Fe-rich intermetallic particles are visible. Those were attributed as Al 8 Fe 2 Si based on TCAL4 database. They can have a length up to 50 µm.

On the Mg side of the interface (image 1.6e), large grey particles of β-Mg 2 Si have also formed between and around the grains (image 1.6f). They have similar shapes as the large Fe-rich intermetallic particles of the area and are bigger; up to 80 µm.

On both sides, grain growth occurred (1.6c and h) and the medium diameter of grains increased from 15 µm to 19 µm on Al-Si side and from 8 to 11 µm on Al-Mg side (Figure 1.5). This increase in grain size during this treatment was moderate since heterogeneities at grain bound-2023 -Justine Taurines -MATEIS & LMI laboratories 23 Chapter 1 -Manufacturing compositionnally graded Al-Mg-Si alloys by spark plasma sintering aries such as pores, oxides and precipites can inhibit grain growth. But globally, the grains tend to have similar morphology to that after SPS.

The lengths of compositional gradient of interdiffused samples are too small to be correctly analysed by spatially resolved techniques. Rolling is then a good solution to elongate the gradient. It is also a way to close the pores.

In Figure 1.5, grain size distribution after rolling procedure and water quench are also extracted from EBSD analysis on each side of the sample.

The grains have significantly grown this time on both sides. The average weighted diameter for Si-rich side is 39 µm and for Mg-rich side it is 23 µm.

XRD analyses on a rolled sample -not finally recrystallised -which underwent an interdiffusion of 10 days at 550 °C are presented in the Figure 1.2. Three sites were analysed along the gradient.

As previously, the FCC aluminium peaks are visible. On Al-Si side (Figure 1.2b) and in the middle of the gradient (Figure 1.2d), the three peaks of Si are no longer evidenced. On the three diffractograms, small peaks appeared. No certain identification could be made, but SEM and EDS analysis evidenced the growth of Fe-rich intermetallic specific particles along the gradient and β phase in the middle of the sample.

Working with Aluminium powders requires precautions. Indeed, those particles have an oxide shell highly sensitive to humidity. The degassing procedure would require a thermal treatment until 550 °C to remove all the water from the sample. Unfortunately, oxidation of aluminium occurs above 310 °C [YAM 06] :

2Al + 3H 2 O → Al 2 O 3 + 3H 2 [310 -500] • C (1.1)
Mg-rich powders cause additional creation of oxides from 400 °C [DAV 95] :

Mg (s) + H 2 O (l) → MgO (s) + H 2(g) from 400 • C (1.2)
During interdiffusion treatment at 550 °C, the hydrogen of the water remaining on humid oxides reacts with bulk Al or Mg. These reactions form more oxides such as alumina (Al 2 O 3 ) or magnesia (MgO) and dihydrogen (H 2 ). Because the sample is dense after SPS treatment, the H 2 is trapped within the material and creates porosity. The formation of Mg or Si oxides from the residual water present in the powder leads to a decrease in the concentration of these elements in the solid solution and therefore their available amount for future precipitation. Indeed, on the SEM-BSE images, despite the degassing step, the initial oxide shells of the Mg side are getting more dense with interdiffusion while in the Si part, small oxide particles have formed on the grain boundaries.

A typical alloy for good mechanical properties is 6061, where composition lies around 1.2at.% of Mg and 0.6at.% of Si [BAR 14]. In order to have significant Mg and Si element in solid solution despite the formation of oxides and intermetallic particles rich in Si, the end compositions of the diffusion couples have been heightened regarding to the Al6061 compositions. As presented 24 2023 -Justine Taurines -MATEIS & LMI laboratories in Figure 1.6d, this conducted to the formation of the β-Mg 2 Si phase in the middle/Mg-side of the sample. It is therefore important for the upcoming ageing experiments to quantify properly along the gradient the solid solution composition.

Gradients for different interdiffusion times

Interdiffusion treatments at 550 °C for 20 h, 66 h and 10 days were performed on different sample slices. These samples did not experience degassing step. On Figure 1.7, EDX solid solution compositions along their gradients are presented and compared with calculated diffusion profiles from the MOBAL3 database. Coloured bands, representing the uncertainties, are surrounding the experimental fits.

Figure 1.7: Mg and Si EDX fits of solid solution compositions along the gradient on an Al-1.2.wt.%Si Al-2.6wt.%Mg diffusion couple after homogenisation at 550 °C for 3 different times (20 h, 66 h and 10 days). The results show differences with MOBAL3 simulations and better correlation on the Mg edge of the gradient with the bi-modal diffusion model. The thermal treatment of 10 days at 550 °C is optimal to obtain a 3 mm gradient of both Mg and Si elements.

Thanks to diffusion, the sharp interface between the two initial layers becomes a larger interdiffusion zone as interdiffusion time at 550 °C increases. For Si, the difference of composition between the extremities of the couple is 1.0 at.%. Whereas for Mg, that difference is 1.9 at.%.

It is important to note at first, that after 20 h at 550 °C, only 2.0 at.% of the initial 2.9 at.% of Mg is actually present in solid solution. The rest is mainly trapped in oxides. Then, what is striking is the loss of Mg and Si in solid solution after 10 days at 550 °C. Thanks to the 2023 -Justine Taurines -MATEIS & LMI laboratories 25 Chapter 1 -Manufacturing compositionnally graded Al-Mg-Si alloys by spark plasma sintering previous microstructural analyses, the formation of oxides and intermetallic particles explains this tendency. This loss prevents the good comparison with MOBAL3 expectations after 10 days. A comparison at 20 h and 66 h of the lengths with a decrease in concentration compared to the initial values shows that diffusion occurs faster than expected with MOBAL3 calculation for both Mg and Si elements.

A slight difference between Mg and Si diffusion regime is notable though. For Mg, the interdiffusion zone seems to grow with time until the edge of the sample before any change of composition at the extremity of the diffusion couple. Whereas for the diffusion of Si in the Mg part, the extremity composition seems to slightly rise before the arrival of the diffusion front. WDS precise analysis on the edge of Si-parts confirms this tendency. For 20 hours, w Si = 0.07 wt.%, for 66 hours, w Si = 0.12 wt.% and for 10 days w Si = 0.31 wt.%. Those very low values are at the limit of WDS detection. Therefore, they should not be considered quantitatively but only comparatively. . MOBAL3 Mg interdiffusion coefficients are slightly lower than these litterature coefficients. It has to be noted that Si and Mg interdiffusion coefficients determined by fitting of our experimental EDX profiles are higher than the ones calculated from the MOBAL3 database. This is certainly due to the contribution of grain boundary diffusion.

Grain boundaries (GB) have been identified as high diffusivity paths in metals since the 1950s [BAR 50]. Their structure (width and distance between each other) and their chemical composition (segregation factor) are influencing their capacity for fast diffusion path. It is assumed here that their diffusion coefficient D GB is much greater that D, the bulk diffusion coefficient. To evaluate the total diffusion kinetics in a system, several elementary processes are taken in consideration: direct volume diffusion, diffusion along GB, partial leakage from GB to the bulk and subsequent volume diffusion near GB. In general, 1 or 2 elementary processes control the overall kinetics [MIS 99].

Recently, segregation of Mg in Al-Mg alloys GB has been studied by Koju et We propose a new diffusion model attempting to reproduce the faster diffusion behaviour for Si. The model is based on an interconnected two regimes diffusion with one regular bulk diffusion and one accelerated grain-boundary diffusion. The results presented Figure 1.7 correspond to the total content of Si: X tot = C tot v at . The parameters used are summarised in Table 1.3. The mean diameter of the grains is considered on each side of the initial interface according to the experimental values obtained after SPS (Figure 1.5).

Compared to MOBAL3 calculations, these simulations better represent the variations of Si characterised by WDS on the Mg side of diffusion couple, even if they are not fitting perfectly to the data on the whole profile. Oxidation should be taken in consideration in order to improve the model.

The specific diffusion of Si through the Mg part of the sample can be explained by grain boundaries diffusion enhanced by small grains sizes under long and high annealing treatment Figure 1.9 presents the EDX solid solution compositions of a rolled gradient after an interdiffusion of 10 days at 550 °C. This sample has been manufactured from degassed powders. Figure 1.9: Mg and Si EDX solid solution compositions along the gradient on an Al-1.2.wt.%Si Al-2.6wt.%Mg diffusion couple after homogenisation at 550 °C of 10 days and rolling procedure. The Si gradient could be elongated on 12 mm whereas Mg could be elongated on 6 mm. Homogeneity has been checked for the presented rolling procedure through multiple EDX measurements in the three directions. The Si gradient could be elongated on 12 mm whereas the length of the variation in Mg occurs within 6 mm. 

Mechanical results

Right after water quenching of the most appropriate interdiffusion treatment (10 days at 550 °C) with degassing step, Vickers hardness was measured along the gradient. The gradient composition is described Figure 1.10a. WDS Mg content measurements on the Mg-part were noisy due to the oxidation of the sample. This uncertainty is represented with a shaded band around the fitted Mg content. From WDS measurements of the solid solution, available content of Mg 2 Si in mole of atoms and excess of Si or Mg regarding that content are calculated along the gradient.

If Mg is limiting,

X Mg 2 Si = 3 2 X Mg and X excess Si = X Si -1 3 X Mg 2 Si . If Si is limiting, X Mg 2 Si = 3X Si and X excess Mg = X Mg -2 3 X Mg 2 Si .
The hardness measurements (HV0.5) of this sample are presented Figure 1.10b.

From left to right, Mg solid solution composition rises whereas Si decreases. The variation of hardness along the gradient presents a maximum in the middle of the Mg side. Finally σ SS can also be expressed as :

σ SS = k j x 2/3 j (1.5)
with k j the solid solution mechanical parameter of the element j and x j the concentration of the element j in solid solution (wt.%)

In Figure 1.10c, equation 1.5 is fitted to the experimental solid solution yield stress results (converted from hardness) along the gradient. The gradient is going from the left to the right from high concentration in Si to high concentration in Mg. For this fit, k M g and k Si have respective values 52.9 and 12.5 MPa.wt% -2/3 . In pure Al, the solid solution strengthening was first observed higher for Mg than for Si with 17.3 MPa/at%Mg against 9.3 MPa/at.%Si [MON 76]. Myhr et al. then obtained 29.0 MPa.wt.% -2/3 for k Mg and 66.3 MPa.wt.% -2/3 for k Si in 6xxx commercial aluminium alloys though, proving the importance of other parameters such as the grain size. According to their parameters, in their samples, Si is a more efficient hardening element for the solid solution than Mg. Sjolander et al. used linear dependence of solid solution strengthening for Al-7Si-Mg castings with content of both Mg and Si [SJÖ 11] and they concluded that, for them, strengthening is more important for Mg than for Si with parameters 17 MPa.wt.% -1 for k Mg and 11 30 2023 -Justine Taurines -MATEIS & LMI laboratories Conclusions MPa.wt.% -1 for k Si . Therefore, from literature results, the solid solution mechanical parameters seem to be highly dependent on the studied material. Impurities and their particles could also play a non negligible role.

Considering the hardness uncertainties, the model used to calculate solid solution yield stress from Si and Mg content, is representing correctly the experimental values along the gradient with our new coefficients. In our samples, hardness measurement shows similar features than expected by Sjolander et al. model for Al-7Si-Mg casting alloys but hardens more especially for Mg side. The presence of cellular Mg oxides (in Al-Mg side) and of Fe-rich intermetallic particles (along the gradient) formed during interdiffusion treatment are certainly explaining the higher strength of our samples than those of Sjolander.

Conclusions Manufacturing

This study provides a processing route to manufacture compositionnaly-graded aluminium alloys by powder metallurgy. Using Spark Plasma Sintering (SPS) on two blends of powders and after 10 days at 550 °C, 3 mm Mg-Si composition gradients were created. They have the specificity of containing a variation of possible Mg 2 Si fractions and a variation of Mg or Si excess with respect to the pseudo-binary alloy (Mg/Si = 2). These gradients, depending on further characterisation needs, can then easily be elongated by rolling to 6 mm. This route could be applied to other metallic systems for combinatorial studies.

Microstructure and gradients

Due to the powder metallurgy route, the following microstructural features were observed in the gradient:

• Grain size distributions in the compacts are strongly linked to the initial powders sizes, even after a long solution treatment ; • Mg-rich powder provides an important network of oxides and a finer grain size ; • The small grain size seems to be responsible for the duality of diffusion (bulk and grain boundaries) of Si element. This effect has been modelled to predict more accurately the extent of the gradient.

Solid solution strengthening

Using a large gradient of composition between Al-1.2.wt.%Si and Al-2.6wt.%Mg, the solid solution strengthening effect was assessed and the Mg and Si strengthening coefficients were determined. The defects from the powder metallurgy route seem to modulate the pure solid solution effect: on one hand, the network of Mg-oxides and/or the Fe-intermetallic particles may increase the hardness, whereas the pores assumed to be H 2 degassing may lower the hardness.
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Chapter 2

Precipitation characterisations on Al-Mg-Si graded samples

High-throughput precipitation characterisations have been conducted on compositionnaly graded Al-Mg-Si alloys in order to investigate the influence of Mg and Si on metastability cascades. First, microhardness measurements on interrupted treatment (at 170 °C) and Differential Scanning Calorimetry (DSC) experiments provided hardening and precipitation kinetics along Mg-Si gradients. Two compositions parameters seem to import: initial Mg+Si content and excess of

Si. Then, Anomalous Small Angle Scattering (ASAXS) for numerous ageing states explored the evolution of precipitates mean diameter. Finally, for some specific ageing states, precipitates were identified using High Resolution Transmission Electron Microscopy (HR-TEM) and their sizes distribution were extracted with conventional TEM. Chemistry of solid solution and precipitates were analysed, for two ageing states, thanks to Atom Probe Tomography (APT). Four main regimes were identified: (i) extreme Si excess compositions with main precipitation of pure Si, (ii) strong Si excess compositions with important growth in length of the precipitates, (iii) near pseudo-binary compositions with important growth in diameter of the precipitates and (iv) strong Mg excess compositions with fast semi-coherent precipitation. 

Bibliographic review: precipitation in Al-Mg-Si alloys

In the first part of this literature review, each phase of the metastability cascade of β is detailed (crystallography, chemistry and morphology). Alloys composition changes on these precipitates are also evoked, especially for Si excess composition that have been predominantly investigated. In the second part of this bibliography, hardening mechanisms responsible for the mechanical properties of precipitation hardening alloys are introduced and the common mechanical evolution for Al-Mg-Si alloys are presented, depicting the ageing kinetics. Then, in the last part of this literature review, the influence of temperature on precipitation sequences is discussed either through pre-ageing or through continuous heating.

Precipitating phases involved during isothermal ageing

Coherent metastable phases

Clusters

After quenching, the super-saturated solid solution (SSSS) is metastable and will lead to the formation of clusters of atoms thanks to diffusion. The presence of quenched-vacancies improves this diffusion of elements in the matrix β" precipitate With ageing, GPZ become nucleation sites for β" precipitates [MUR 99]. This is why β" are sometimes considered as GPZ. The transformation between GPZ and β" is indeed progressive. For example, pre-β" has a chemistry close to β" but its organisation is still rather random.

The chemistry of β" in pseudo-binary alloys is close to a Mg/Si atomic ratio of 2 (Table 2 a likely more stable chemistry is found: Mg 5 Al 2 Si 4 . However, Povoden [POV 13] proved with thermodynamic calculations that this chemistry is only valid at low temperature. At 170 °C, the chemistry is rather around Mg 5 Si 6 . This chemistry has to be considered carefully though. Indeed, Son et al. [SON 11] found, for maximum hardness during ageing at 210 °C, the average of Mg/Si ratio of β" precipitates around 0.87 but with a wide range, between 0.027 and 2.33. Some Si-rich β" rod precipitates were even found without any Mg. ] followed the evolution of diameter and length during ageing at 180 °C by SANS on Al-Mg-Si alloy with Si excess. The diameter of the precipitates between 1h and 18h is growing from 3.6 to 4.4 nm while the length increased from 14 until 35 nm. SANS is giving an average value of precipitates sizes, but at those temperatures and times, most of them are β".
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Semi-coherent metastable phases

From β" to β', the process is still unclear. It could be continuous; β" transforms into β', or the dissolution of β" could happen before β' precipitation. Compositions of β' precipitates are summarised in Table 2.2. They tend to be close to Mg 2 Si. Mg 9 Si 5 is the chemistry generally admitted.

All the information related to the crystallography of β' is summarised in Table 2.2. All lattice structures are hexagonal. For pseudo-binary alloys, there are two families of β' precipitates. Those with a = 0.7 nm and c = 0.4 nm, The last new semi-coherent phase is B' (type C). These precipitates are flattened rods with large equivalent diameter between 10 and 100 nm (Figure 2.4c). Their chemistry is still rich in Si but not as the two previous ones. Mg/Si ratio is only going down to 0.84. This phase is only appearing in very overaged states. Their interface and relationship with U2 and the matrix 

Summary of precipitation trajectories

To summarise, the real precipitation sequences of Al-Mg-Si are more complex than the simplified version of pseudo-binary alloys presented in the introduction of this PhD manuscript. The Table 2 

SSSS → Mg and Si clusters → MgSi co-clusters → GPZ → β ′′ → β ′ (β ′ 0 ) → β
As discussed, this precipitation sequence can change with fast quenching :

SSSS → Mg and Si clusters + β → MgSi co-clusters + β → GPZ + β → β ′′ + β → β ′ (β ′ 0 ) + β → β
The precipitation sequence of Si excess alloys is also different :

SSSS → Mg and Si clusters → MgSi co-clusters (rich in Si) → GPZ (rich in Si) → β ′′ +Si → β ′ (β ′ 0 )+U1 + U2 + B' + Si → β + Si with

the changes compared to pseudo-binary sequence highlighted in bold font

Depending on the Si content excess, differences are observed. For example, Meyruey et al. [MEY 18a] showed that for 6351 Al with a strong Si excess of 0.7 at.% the precipitation sequence is rather:

SSSS → GPZ → β ′′ → β ′ +U2 + Si → U1 + B ′ + Si → β + Si

with the main phases (largest volume fraction) highlighted in bold font

Whereas in that same study for 0.3 at.% Si excess, the precipitation sequence is : 

SSSS → GPZ → β ′′ + β ′ disloc + Si → β ′ + β ′ disloc + B' + Si → β + Si

with the main phases (largest volume fraction) highlighted in bold font

Where the appearance and the proportion of semi-coherent phases are impacted.

On the next Figure 2.6, the evolution of the microstructure with these precipitates are represented with ageing conditions. Phases are growing and precipitates distributions within the matrix are changed. The maximum mechanical strength is measured for microstructural configuration of Figure 2.6b. Explanations are described in the next section.

Hardening mechanisms and mechanical behaviours

Hardening mechanisms

Precipitation is a diffusional phase transformation schematically separated in three stages: nucleation, growth and coarsening [POR 09]. In order to induce precipitation hardening, the phase which precipitates has to be homogeneously distributed in the matrix. Optimising the radius and the distribution of the hardening precipitates in the matrix is the key to control the mechanical strength of the alloy. In 6xxx series, the maximum resistance is associated to β ′′ [BAS 06]. Two explanations are at the origin of this characteristic.

Mechanical strength of precipitation hardening alloys is directly linked to the movement of the dislocations and their interactions with the precipitates. So first, the presence of elastic distortions in the matrix around precipitates impedes the movement of dislocations [BAR 08]. As shown in introduction, the coherent β ′′ precipitate is the phase which induces the most important elastic distortions. Recently, this effect has been measured by considering the decrease of the mechanical properties induced by the formation of β'. Compared to β" precipitates, β' precipitates have smaller lattice strains relative to the matrix of 0.99% versus 2.10% (for β") [YAN 20]. The force required for a dislocation to approach the coherent precipitates will therefore be more important than for others such as semi or non-coherent precipitates. The mechanical strength of the material will thus be higher when this precipitate is present.

Then, an approach with two mechanisms explains the dislocations interaction within precipitates. For non-coherent precipitates, the by-pass of Orowan, Figure 2.7a, is dominant 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples in order for the dislocation to stay in its slip plane. For coherent and semi-coherent precipitates, there is also the possibility of shearing the precipitate, Figure 2.7b. The effective mechanism will be the one requiring the smallest obstacle force for the dislocation to pass. The small precipitates are sheared whereas the large ones are by-passed. If the precipitate size distribution is narrow and around an average radius equals to the transition radius R c , the force required for the dislocation to pass through the precipitate is usually maximum. The thermal treatment which provides this optimal sizes distribution, leading to maximum strength, is called T6.

These two precipitate effects presented (elastic distortions and dislocation interactions with the precipitates) slow down the dislocation movements and therefore increase the strength. Logically, strength increases with the increase of precipitates number, volume fraction and content useful to precipitation. These dependencies explain the increase of mechanical strength with Mg 2 Si content (seen in Introduction).
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To summarise, maximum strength is obtained with precipitation of the largest number of β ′′ with the right size distribution (T6 state). This state is usually observed around 8 h at 170 °C for 6xxx series. But these ageing conditions are influenced by the prior microstructure of the sample, which depends on composition and thermo-mechanical history. For example, all previous thermal treatments to ageing (solution treatment, natural ageing at 25 °C during storage or pre-ageing at lower temperature like 70 °C) can influence the mechanical properties.

Mechanical evolution during isothermal ageing

As presented in Introduction, the solid solution (SS) Mg 2 Si content has major influences on precipitation hardening phenomenon and therefore on the mechanical properties such as hardness. Takeda et al. [TAK 96] showed that, for a pseudo-binary alloy of 0.77 Mg 2 Si at.% (B3) under ageing at 180 °C, the hardness peak is initially at 67 h, presented in Figure 2.9a and composition in Table 2.4. In that same study, the effects of solutes on hardness are also investigated for ageing at 180 °C in Figure 2.9b. Alloys with relatively close Mg 2 Si content (near 1.2 at.%) but with different Si or Mg excess are compared, Table 2.4. Once more the maximum hardness peaks are obtained for the shortest ageing times. The best precipitation hardening is obtained with Si excesses.

More recently, Marioara et al. studied as well the effect of alloy composition on hardness evolution (Figure 2.11) and precipitates formation. For them, the SS content in Mg 2 Si is not exactly the important parameter to refer, one should rather use the sum of SS solutes content Mg+Si. All the alloys studied contain 1.3 at.% of Mg+Si except for A13 which contains half of it see Table 2.5.

These samples compositions are also represented in the Figure 2.10 on the 200 °C isothermal section. A11 belongs to the two-phases domain (Al and Mg 2 Si) whereas all the others are in the ternary domain (Al, Mg 2 Si and pure Si).

For high Si excesses (Mg/Si < 1), Figure 2.11a, the hardness rises with decreasing Si until Mg/Si = 5/6 (A3). Caution must be taken though because in those 3 samples, as Si is decreasing, Mg 2 Si is also increasing. A hardness peak due to GP zones is also visible at 3h of For low Si excesses (1 < Mg/Si < 2), Figure 2.11b, the hardness rises with decreasing Mg until Mg/Si = 5/6 (A12). GP zone peaks are not visible at 3 h. The Si rich alloy with low Mg+Si content (A13) behaves like low Si excess alloys. The hardness peak is narrower and is coinciding with the centre of the hardness plateau of high excess Si alloys. β" and β' precipitates are both present at that T6 state but β" is the one responsible of strength. The precipitates are coarser and therefore, they overage faster than the high Si excess alloys. The precipitates of the Si-rich alloy with a lower total content of solutes (A13) are among the coarsest. During longer ageing, β' is majoritarian even if few U phases precipitate.

To conclude, with the rise of Si excess in 6xxx Al alloys, the hardness peak rises and arrives faster certainly thanks to thinner precipitates. But, if Mg+Si (or Mg 2 Si decreases, the Si excess 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples alloys can be found with similar, or even worse, hardening than alloys will less Si. This can be explained partially because of coarser precipitates.

Finally, precipitation is impacted by the ageing temperature and therefore hardening as well. Takeda et al. [TAK 96] showed that, above 180 °C hardness is decreasing with the increase of ageing temperature and that the solute influences are impacted. More recently, Doan et al. [DOA 02] provided overall experiments on that two aspects. For their samples, the highest hardness values were obtained between 150 and 200 °C. Other thermal influence on precipitation are presented in the next section.

Influence of temperature on the precipitation sequences

Influence of samples thermal history on isothermal precipitation

During natural ageing, Mg-Si clusters are formed. With a Si excess the formation of those clusters are promoted but they are richer in Si [TAK 96, ARU 15]. Afterwards, during classical ageing treatment at higher temperature, the GPZ formed after these clusters do not seem to be nucleation sites for β ′′ . Dissolution has to occur first, delaying the precipitation process and therefore the T6 state. This provides also a decrease in the number density of the hardening precipitates [MUR 98a, TSA 05].

In contrast, after pre-ageing at 70 °C, the GPZ formed seem to be efficient nucleation sites for the metastable precipitates and thus accelerate the precipitation [MUR 99]. With Si excess, there are again more clusters [MUR 98a].

Doan et al. [DOA 02

] showed that a solution treatment of 30 min at 590 °C on various Al-Mg-Si alloys brings higher hardness values during ageing than with a solution treatment of 560 °C. The clusters or GPZ, which consist of Mg, Si and vacancies (Mg-Si-V), are the beginning of precipitation, and vacancies play also an important role in nucleation. It has been proven that the vacancy concentration is more important when the solutionising temperature is higher [ MAT 06].

Quenched-in vacancies can also influence the precipitation of a special phase: the cuboid phase. This cube phase is an intermediate phase between the β ′ -phase and β-Mg 2 Si with a Mg/Si ratio of 3 [MAT 06].

Precipitation sequence during continuous heating

Differential Scanning Calorimetry (DSC) measures the heat exchange of the sample during thermal treatment in comparison with a reference. The common DSC experiment is performed under continuous heating. During that experiment on precipitation hardening alloys, the sample is generating thermal energy when precipitation (exothermic reaction) occurs and is requiring heat when dissolution (endothermic reaction) happens. The phases with lowest interfacial energies, generally metastables, will form first at low temperatures, whereas nucleation of stable phases will require higher temperatures. DSC peak identification based on TEM showed that a precipitation sequence close to the one of isothermal treatment is therefore observable during a continuous increase of temperature [GAB 07]. After this bibliography study on precipitation in pseudo-binary and Si excess alloys, the structure and specificity of each precipitate involved in the metastability cascade is clearer. The hardening mechanisms have been described. And finally the influences of Si and Mg on thermal and mechanical behaviours have been enlightened. After this literature review, the results of the vast investigation on precipitation along the manufactured Mg-Si gradients of Chapter 1 will be directly presented. It has been chosen that the traditional Materials and Method section will be incorporated within appendixes and will be present as a support in due course to describe the many materials and methods used. 

Influence of composition on precipitation kinetics at 170 °C

In this section, the influence of composition on the ageing kinetics at 170 °C has been studied on the graded samples from the manufacturing route and the diffusion couple presented in Chapter 1. Micro-hardness measurements on interrupted treatments, continuous heating Differential Scanning Calorimetry (DSC) analyses and isothermal DSC precipitation are performed along the graded samples in order to investigate the microstructural and mechanical variations.

Microhardness measurements upon interrupted treatments

The The A sample is in a super saturated solid solution state after an homogenisation at 550 °C and a water quench. Microhardness measurements were performed at that moment (as presented in Chapter 1). The sample is then aged at 170 °C. The treatment is interrupted to perform similar microhardness measurements at specific time and positions in the gradient. The initial solid solution composition of each hardness position is precisely described in 

Influence of composition on hardness maximum values

During the entire ageing treatment, the highest hardness values, above 110 HV, are positioned between 2400 and 3600 µm. Those positions correspond to the part of gradient with high content of possible Mg 2 Si, between 1.1 and 1.5 at.% from Table 2.6. Underneath 0.4 at.% (for position ≤ 1600 µm), the hardness values do not exceed 85 HV during all the ageing treatment. The maximum value 122 HV is obtained for the position of 3200 µm for which the composition has a small excess of Mg with Mg/Si = 2.4 and is near the maximum available SS content in Mg 2 Si with 1.4 at.%. As presented in Introduction (Fig. 6), hardness rises consequently with Mg 2 Si available content in SS.

Two maxima seem to be present especially on the interpolated values of Figure 2.17b. These maxima are localised on two particular positions. The first one is at 3200 µm, which is where the Mg+Si content is maximum and near the maximum content of Mg 2 Si, Figure 2.15. The second one is at 2400 µm near where the content of Mg 5 Si 6 is maximum in SS. Still in the Figure 2.15, at their maxima, the SS content in Mg 2 Si is superior to the content in Mg 5 Si 6 . This can lead to a difference in the amount of β" precipitates and explain why HV Mg 2 Simax > HV Mg 5 Si 6max . In any case, these 2 contributions are influencing the hardness results, they will be evaluated with Mg 2 Si content in SS (with the maximum at 1.6%) and with Mg/Si atomic ratio for Mg 5 Si 6 content (with the maximum at Mg/Si = 1.3).

Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples

These experimental values of hardening are situated between 30 and 130 HV. They belong to a similar range values as those presented in the literature review.

Influence of composition on the hardness peak times

Mg 2 Si available content in SS has also an influence on kinetics. To define properly the hardness peak for each position/composition, kinetics curves are interpolated with 3 degree polynomial fits in Figure 2.18a. The hardening values at hardening peaks are situated between 40 and 120 HV. Their hardening peak times are measured between 8 h and 25 days. They have a similar characteristics as those presented in the literature review (section 2.1.2.2).
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Influence of composition on precipitation kinetics at 170 °C Two specific positions are worth mentioning. The position of 2800 µm, with 1.5 at.% Mg 2 Si and an atomic Mg/Si of 1.8 typical for very low excess of Si (0.1 at.%), which presents the shortest time until its hardness peak. And the position of 2400 µm with 1.2 at.% Mg 2 Si and Mg/Si = 1.2 (excess of Si of 0.3 at.%) which has the steepest hardening rate.

Influence of composition on hardness peak shapes

These differences of kinetics are also visible in Figure 2.18b. First, until 15 min (900 s) of ageing treatment at 170 °C, the highest hardness value is measured at 3600 µm. Then until 14 h (50 400 s), the hardest position is shifted on the Si side of the gradient until the position of 3000 µm which corresponds to the pseudo-binary composition. Then with over-ageing, the peak position is again shifted towards higher Mg contents until the edge of the sample for 2.5 months of treatment.

On this last figure, the hardness decrease with ageing time of Mg-rich positions is clearly less abrupt and less important than the one on the Si-rich side. Indeed on Figure 2.18a, the peaks are narrower for Si positions except for the two extreme positions.

To visualise differently the precipitation kinetics, Figure 2.19 gives a 3D representation of the microhardness values plotted depending on the ageing time at 170 °C and on the position in the gradient. The Mg content increases with the position whereas Si decreases with it.

At the beginning of ageing, Mg-side is harder than Si-side. Then, between 2000 and 4400 µm, precipitation occurs for both sides and reach similar hardening. Mg-side (> 3000 µm) precipitation is slower and its variation of hardness is less important than Si excess precipitation (< 3000 µm).

The faster rise is reported for the composition positioned at 2400 µm with a Mg/Si = 1.2 with a rise of 61 HV in 2 h. At 4000 µm, the content of Mg 2 Si is similar but the precipitation kinetic is the slowest with Mg/Si = 3.8. In 2 h, the variation of its hardness is only of ∆HV = 32 HV.

Summary of the microhardness results

This microhardness analysis on interrupted ageing treatments proved that the mechanical properties of the sample A are improved with the amount of Mg 2 Si like typical Al-Mg-Si alloys. The hardness is maximal for a content almost maximum of Mg 2 Si (1.4 at.%) and, surprisingly, with an excess of Mg of 0.2 at.% (Mg/Si = 2.4). According to literature, if more Mg 2 Si content would have been present, hardness could have been even higher [TAK 96].

The Si strengthening effect is also evidenced. First, with the second local maximum hardness present for Mg/Si = 1.2. This value is in line with the literature and the maximum hardness obtained for Mg/Si For the continuation of this chapter, the indicative T6 state of the overall graded sample will be situated at 16 h under 170 °C. It is important to note that some compositions in the gradient will be actually at 16 h in an overageing state, whereas others will be in a pre-T6 state.

A simplification, by only using the Mg/Si atomic ratio, splits the different hardness evolution behaviours in three regimes :

• First, when Mg/Si ≤ 0.1: the strengthening is very low and very slow. The hardness peak is very large.

• Then, with 0.7 ≤ Mg/Si ≤ 3.1: the strengthening is important and fast. The hardness peak is narrow.

• And finally, with Mg/Si ≥ 3.8: the strengthening is less important and slower. The hardness peak is large.

This precipitation hardening interpretation are complicated because the graded materials 56 2023 -Justine Taurines -MATEIS & LMI laboratories Influence of composition on precipitation kinetics at 170 °C have at the same time a variation of Si and a variation of Mg 2 Si. Si and Mg 2 Si are known to be both involved in the rise of mechanical strength. There is here certainly an interference between these two aspects. Some compositions, not represented on this gradient, would have brought complementary information for a proper overview and interpretation of the hardness results.

Continuous heating DSC analyses

To analyse the precipitation sequence along these graded materials, differential scanning calorimetry (DSC) is used. The standard analysis are following a heating rate of 5 °C/min from -25 °C to 550 °C. Further information concerning this method is detailed in Appendix B. For this technique, the interpretation of the peaks (nature of precipitation/dissolution) is based on the characterisations during interrupted treatments from literature presented in section 2.1.3.2.

A new compositional gradient sample (B) is used for DSC analysis. On the next Figure 2.20, the WDS fitted SS compositions of Mg and Si are presented along the sample position. 

Pure Si precipitation

For the four first DSC curves (Mg/Si ≤ 0.8), precipitation of pure Si is predicted by the thermodynamic database TCAL4 with a maximum content near 0.12 wt.%. For 1.6 ≤ Mg/Si ≤ 3.2, maximum precipitation of Si is not significant (≤ 0.03 wt.%). Finally, for Mg/Si ≥ 3.9, no Si precipitation is expected. On the DSC curves of slices with Mg/Si = 0.1 and 0.2, the large exothermic peak near 300 °C is certainly an overlapping of two precipitation peaks. The first one, at the lowest temperature, should correspond to a metastable precipitate of the β family and the second one to pure Si. For 0.4 ≤ Mg/Si ≤ 0.8, the two peaks are now separated and the one corresponding to Si is fading away.

The precipitation peak of the stable phase Si lies between 290 and 310 °C for the very strong excess of Si. It is shifting until 350 °C with Mg/Si = 0.8 and is disappearing with the rise of Mg in the sample.

Si precipitation is appearing earlier with the increase of Si in the sample and the decrease of available Mg 2 Si in SS. Indeed, with less Mg and Si in the sample, less metastable phases are formed and the thermal energy provided by the DSC heating is available for the formation of these stable Si precipitates. In the same way, dissolution (endothermic peak) is also appearing earlier with the decrease of Mg/Si ratio.

Clustering

The small peak, that appears for Mg/Si > 0.2 between 75 and 100 °C, could be related to the first stage of precipitation: clustering. With the rise of Mg/Si, this exothermic transformation appears before and its integral is greater (the volume fraction of phase transformation is higher).

The highest integral is measured for Mg/Si = 1.6 (with a Si excess of 0.1 at.%). Indeed, coherent phases (clusters, GPZ and β") have, in general, a composition with a Mg/Si ratio near 1 (literature review section 2.1.1.1). Their greater volume fraction will be thus measured for this composition.

The earliest peak is measured for Mg/Si = 2.4 which corresponds to an excess of Mg of 0.2 at.%.

There is a more consequent and a faster clustering until some limiting Mg/Si values (1.6 and 2.4 respectively).

Coherent precipitation

The second exothermic reaction seems to be present for all the slices but overlapping with a third close exothermic peak can bring confusions. This peak represents more advanced coherent phases (GPZ and β").

This second peak starts at 280 °C for Mg/Si = 0.1. Then, with the rise of Mg/Si until 3.9, it is shifting down to 240 °C.

The maximum amplitude of that peak is observed for Mg/Si = 1.6. The observed peak integral is actually underestimated. Indeed, dissolution of clusters (endothermic) towards formation of β" (exothermic) can inhibit the emission of heat due to the cancellation of those thermal 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples behaviours. Therefore some β" formations are not represented on the thermograms. Given the amplitude of clustering peak for Mg/Si = 1.6, the maximum volume fraction of β" is still reported for that composition. This composition is not actually the nearest ratio to β" chemistry but Si precipitation (at Mg/Si = 0.8 for example) could actually decrease the truly precipitating Mg 5 Si 6 amount which changes the predicted curve from Figure 2.20 and shifts the maximum value to higher Mg content (Mg/Si > 1).

There is a more consequent precipitation of coherent phases (GPZ or β") with the rise of Si excess until a value of Mg/Si which should be around 1.6. There is also a faster precipitation of these metastable phases with the decrease of Si until a strong Mg excess threshold of Mg/Si = 3.9. Additional values for highest Mg excess (Mg/Si > 4.4) would have permitted to conclude more surely on that tendency and value. It is striking though that Mg+Si content in SS is actually almost maximum at this composition (Figure 2.20).

Semi-coherent precipitations

The coherent precipitation peaks often present a shoulder on the right (slightly before 300 °C), which is actually a second smaller peak hidden by the overlap. This shoulder represents semicoherent phases precipitations. It is clearly visible for Mg/Si = 1.6. An asymmetry of the peak is certainly also that same kind of shoulder: Mg/Si = 2.4 to 4.6. The compositions with Mg/Si ratio inferior to 1.6 certainly still present that shoulder but the Si precipitation peak is unfortunately hiding that information.

After this shoulder (above 300 °C), thermal variations are very small. It is therefore hard to interpret the data. Indeed, for Mg/Si ≥ 1.6, a plateau is present until the main dissolution peak. This plateau could be either an absence of events or, more likely, the endothermic and exothermic events succession identified as the continuation of the precipitation sequence (semicoherent and non coherent phases) until full dissolution.

Summary of the continuous heating DSC results

Clustering kinetic is accelerated with the increase of Si from strong Mg excess compositions and with the increase of Mg from Si excess compositions until the composition of Mg/Si = 2.4 (near maximum content of Mg 2 Si).

Mechanical strength is related to β" precipitation. As presented the faster coherent precipitation is occurring for Mg/Si = 3.9. Generally speaking, precipitation of coherent (and semi-coherent) phases is delayed with the increase of Si. The greatest formation of coherent phase is achieved for Mg/Si = 1.6 (near maximum content of Mg 5 Si 6 ).

These results are consistent with the hardness results. Indeed, the highest hardness peak was obtained with maximum Mg+Si content in SS and here Mg/Si = 3.9 is as well near that maximum Mg+Si content. Then, the second hardness maximum presented a ratio similar to 1.6 (Mg/Si = 1.2 not represented here). 

Precipitation during isothermal DSC

An isothermal treatment at 170 °C was conducted within the DSC, as it is close from the reality of ageing in Al-Mg-Si alloys. Further information concerning this method is detailed in Appendix B. The interpretation of the thermal events is here only based on the previous standard DSC analysis. • Mg/Si ≤ 0.2: slow and main precipitation of pure Si • Mg/Si ≥ 1.6: maximum precipitation formation of metastable phases of the β family is before 2 h • 0.4 ≤ Mg/Si ≤ 0.8: maximum precipitation formation of metastable phases of β is delayed after 2 h Two compositions show faster kinetics and have the maximum amplitude recorded regarding to their composition neighbours. The faster and highest peak is the one having a composition of Mg/Si = 3.9. Its time to the maximum amplitude is 50 min. The other one has a composition with Mg/Si = 1.6 and its peak is maximum at 70 min.

These two distinctive compositions are joining the noteworthy ones obtained from continuous heating DSC experiments. These results are in the same way as presented before in good agreement with those found with maximum hardness values during interrupted treatments (on a different graded sample). The wide deviation of Mg content data for high content of Mg (Figure 2.20) around the proposed fit must be kept in mind. The uncertainty on the initial SS composition on Mg-side is quite important. Mg 2 Si content (or Mg+Si) in SS and Si excess are, for DSC and hardness experiments, important parameters that enhance precipitation (faster and stronger). This first attempt of isothermal DSC experiment is relevant. It is important to note here also that repeatability measurements were not perfectly conclusive and should be re-conducted on new samples. It would be also preferable to have more compositions between those 9 compositions, especially around the important composition of Mg/Si = 1.6. 

Influence of composition on precipitation states

In this section, the composition influence on different precipitation states is studied. First, Anomalous Small Angle X-ray Scattering (ASAXS) analyses on rolled samples, aged at 170 °C at 5 different ageing times, give an overview of the precipitates mean diameter variation. Then, a focus is made on 2 ageing times with Transmission Electron Microscopy (TEM) techniques. In total 7 positions at different compositions were investigated in order to identify the precipitates and deepen the knowledge on their size and shape. In addition, two states have been investigated using Atom Probe Tomography (APT). This investigation procedure is represented in Figure 2.23. 

Overview of the mean diameter variation during ageing using ASAXS

Thanks to ASAXS, mean equivalent diameter of the rod type precipitates could be extracted along the gradients. Further information concerning this method and sample preparation is detailed in Appendix B. It must be emphasised that these low-energy ASAXS measurements were exploratory, actually the first ones of the kind.

Accuracy of the measured diameters and protocol for data treatments

In order to verify the accuracy of extracted (rod type precipitate) diameters from ASAXS, Al 6xxx homogeneous samples from two previous PhD thesis [MEY 18a, BAR 08] were characterised as well. In their studies, precipitates mean diameters were measured using TEM for a After 8 days at 170 °C, that sample has precipitates with an average diameter of 4 nm. For a shorter ageing of 8 h at 170 °C, the values found by ASAXS are not that stable for all the energies used. If the E4 value is excluded, the mean diameter perceived is of 3.5 nm. For 8 h at 175 °C, Bardel found mean diameters around (2.0 ± 0.3) nm with TEM and of (1.7 ± 0.3) nm with SANS. The values proposed by ASAXS for the same state are above these values but they still seem plausible. After 1 h at 250 °C, the values are stable but no longer for 3 h.

All the X-ray energies on each sample did not provide proper scattering images to extract precipitates mean diameter. From all the energies, E1 and E2 have the most stable and coherent diameter values. The measurable diameters by this ASAXS experimentation are situated between [2;5] nm. The next mean diameters presented will be a mean value of the two values obtained from both energies E1 and E2. The variation of precipitates mean diameter in the different samples are quite small (some nm). Hopefully the uncertainties, from square deviation, calculated between the two values is even smaller due to the stability of the results between 2 and 5 nm. After 1h at 170 °C, two families of precipitates are present along the gradient. For compositions with Mg/Si ≤ 1.1, the mean diameter of the precipitates are between 2.5 and 3 nm. For compositions with Mg/Si above 1.1, the precipitate diameters are higher, between 3 and 3.5 nm.

While ageing continues, precipitates are growing slowly. After 3 days, on Mg-rich side, precipitates have now a mean diameter around 4 nm and on Si-rich side, it is near 3.5 nm. Diameter growth has occurred faster in the middle of the sample. Indeed for Mg/Si between 1.7 and 2.7, the mean diameter rises up to 4.5 nm. In-situ SANS experiments, during ageing at 180 °C, described an evolution from 3.6 to 4.4 nm of the mean diameter between 1 and 18 h. Those results can be compared with ours of compositions with Mg/Si near 1. The mean diameter evolved here from 2.7 to 3.1 nm. The results are not perfectly correlated. From previous state of the art, Mg 2 Si content seems to be also playing an important role in the precipitates diameters. Indeed alloys with similar Mg/Si ratio had diameter differences [DON 98, AND 98]. One of the reasons could be the difference of content in Mg 2 Si available in SS. Precipitates diameter should be smaller when there is more Mg 2 Si content in the alloy. It seems coherent that more precipitates nucleate with large amount of Mg 2 Si and that for fewer amount, the ones present use the remaining solute to grow. Now, in our samples, for Mg/Si near 1 aged during 1 h, 8 h or 1 day, Mg 2 Si content was measured around 1.1 at.%. Whereas, in Chang's samples only 0.7 at.% of Mg 2 Si is available, confirming this theory. This last feature highlights the importance of Mg 2 Si content on the evolution of precipitates diameters even if that varying parameter is not represented here. Caution must be taken though where those contents are the most changing in our gradients: in the centre and on the edges (Appendix C). Especially on the edges, the Mg 2 Si content is decreasing. Therefore, precipitates diameters should increase. This is maybe what we are observing on Mg-rich side for some samples. On Si-rich side, the opposite strong Si influence is certainly hiding the Mg 2 Si influence. Now, let's focus on the general composition influence on precipitates diameters depending on the ageing situation. The ASAXS study along the graded samples shows two regimes. One is linear after 8 h of ageing at 170 °C; precipitates diameters rise with Mg content. The other one presents in addition a bump for pseudo-binary and near pseudo-binary compositions after 3 days at 170 °C; larger precipitates are observed for Mg/Si near 2.

By combining (rounded) values from microhardness, DSC and ASAXS: different precipitation kinetics regimes were enlightened during ageing at 170 °C:

• under Mg/Si = 0.3: extreme Si excess, main precipitation of pure Si, no major improvement of properties, delay of precipitation, very small mean diameters • 0.4 ≤ Mg/Si ≤ 1: strong Si excess (Si), still pure Si precipitation, improvement of hardness, small delay of precipitation but not of hardening, small mean diameters at the beginning of ageing • 1 ≤ Mg/Si ≤ 3: near pseudo-binary compositions (PB), could present remains of pure Si precipitation, maximum improvement of hardness, faster hardening, important variation of mean diameters and initial mean diameter quite large • Mg/Si > 3: strong Mg excess (Mg), improvement of hardness, slow hardening but fast 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples semi-coherent precipitation, initial mean diameter quite large To deepen this investigation, specific precipitation states will be characterised (precipitates and solid solution) in three of these domains (Si, PB, Mg). First, for two ageing times at 170 °C (16 h and 1 month) with TEM and then, by APT for the T6 state (16 h).

Focus on two ageing times using TEM

Precipitates at different ageing states were also analysed using TEM analysis. With conventional TEM, diameter and length of the rod type precipitates are statistically analysed. The uncertainties presented on the extracted mean dimensions are square deviations upon all the measurements provided from the different images. High-Resolution (HR) TEM analyses were also performed in order to identify the present precipitates. Further information concerning this method and sample preparation is detailed in Appendix B.

In this part, three rolled samples were used with the same manufacturing conditions as previously. Their content profiles are recapitulated in Appendix C. The bulk sample from which they are coming from is the same bulk as the non rolled sample B used for DSC characterisations.

Only some specific positions (sites) in the gradient were analysed by TEM. Their compositions and their ageing stages are recapitulated in Table 2.8. These sites positions are presented within their respective gradients in the Appendix C. The name of each site is here specifying: the sample (B), which slice is referring to (1-3), if this slice has been rolled (R) and the position in the gradient: Si for strong Si excess domain, PB for near pseudo-binary domain or Mg for strong Mg excess domain. These domains have been identified according to the relevancy of the different domains observed from the previous precipitation characterisations (hardness, DSC and ASAXS). For example, the site B-R1-PB was situated in the pseudo-binary (PB) area of the rolled slice 1 (R1) extracted from the bulk B (B).

Name

Site B-R1 and B-R2 samples were prepared using electro-polishing. These preparations were complicated. Only a few images could be analysed. Therefore, B-R3 over-aged sites were extracted using FIB technique. However, unfortunately, surface amorphization occurred for two speci-68 2023 -Justine Taurines -MATEIS & LMI laboratories Influence of composition on precipitation states mens: B-R3-Mg and B-R3-PB and prevented the proper HR-TEM analyses of their precipitates.

Near T6 states

Size information

In Figure 2.28, conventional TEM images of the different specimens aged at 170 °C during 16 h orientated along (100) Al axes and viewed along a <100>Al zone axis are presented. Three families of precipitates are observable: two lied down and one on top view. On Figure 2.28a (not perfectly orientated), the analysed site has a composition with an excess of Mg (Mg/Si = 5.6). According to the previous micro-hardness results, after 16 h at 170 °C, this state should be in a pre-T6 stage. The elongated precipitates are quite long and thin. Some standing precipitates seem to be aligned along what should be dislocations on a third orientation in the picture's plane (arrows). Only one type of precipitates appears to be present. Similar TEM images were analysed in order to measure the distribution of sizes of those precipitates.
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The results are presented Figure 2.29. 17 precipitates were used for diameter measurements and 19 for the length. The mean diameter is (2 ± 1) nm and the mean length is (150 ± 50) nm.

The sample presented in Figures 2.28b and d has almost a pseudo-binary composition (Mg/Si = 1.9). This state is here slightly over-aged. The elongated precipitates seem long and thicker (only due to the elastic distortion). Only one type of precipitates seems present as well here. In Figure 2.28d, some standing precipitates are clearly aligned on dislocations (arrows). Numerous measurements on various pictures show, on Figure 2.29, that they are not thicker and that they have a wider length range than the previous state. The statistic analysis were here performed on 28 precipitates regarding to the diameter and on 33 precipitates for the length. The mean diameter obtained is (2 ± 1) nm and the mean length is (150 ± 60) nm.

The microstructure presented Figure 2.28c in dark field is a bit different. The composition of this sample has a strong excess of Si (Mg/Si = 0.6). According to microhardness results, after 16 h, it is here a T6 state. The elongated precipitates seem thin but the standing precipitates show a wide range of diameters distribution. These results are represented and compared with the other states in Figure 2.29. They have larger diameters and shorter lengths. The statistical analysis was performed on 46 precipitates for the diameter and on 16 precipitates for the length. The mean diameter is (3 ± 1) nm and the mean length is (80 ± 50) nm. Figure 2.29a, after 16 h at 170 °C, the diameter results show good agreement in order of magnitude (few nm) with ASAXS measurements but the tendancy observed is opposite. Indeed, from TEM images the diameter slightly increases with the content in Si and not with the Mg content. Several aspects have to be taken in consideration. First, the quality of the conventional images was not high enough to perform more elaborated statistical analyses. Then, the extreme composition of the Mg-rich sample with a very important excess of Mg (Mg/Si = 5.6) has not been analysed by ASAXS and therefore can not be correctly compared. Figure 2.29b, the length is increasing as well with the content in Mg but, the wider distribution is observed for the pseudo-binary alloy. 

Phases identification

The best observable precipitate from a sample with a mean Mg excess (Mg/Si = 3.7) is presented Figure 2.30a with its diffraction patterns extracted from Fast Fourrier Transform (FFT). The FFT image permits to identify the metastable precipitate as β'. Indeed, the precipitate hexagonal lattice in FFT presents 6 spots, around the (000) Al stain, regularly positioned with an angle of 60°.

In the near pseudo-binary sample (Mg/Si = 1.9), two kind of precipitates are presented For the strong Si excess sample (Mg/Si = 0.62), a β" precipitate is clearly identified on the Figure 2.30c. Indeed, the monoclinic lattice presents 6 first stains around (000) Al with specific angles.

The hardness peak (or the T6 state) is related to β" precipitations. For the presented samples, the Si excess site is the only real T6 state (Table 2.8). On that state, β" are indeed observed. The pseudo-binary site is slightly overaged. It is therefore logical to observe β' precipitates and more especially its early form: β ′ 0 . The β' precipitates are more surprising when observed on the Mg excess sample. Indeed that sample is, according to the hardness study, in a pre-T6 state. It is not yet to its maximum strength and yet has already β' precipitates. The high lengths advanced for Mg excess and pseudo-binary states are compatible with the identification of β'. There is certainly though a mix of this semi-coherent phase β' and β". Indeed, at the hardness peak, few semi-coherent phases are expected. β" is also smaller and therefore more complicated to identify with HR-TEM.

The Table 2.9 is recapitulating the precipitates information extracted from TEM regarding these studied T6 and near T6 states.

Domain

Mg/Si diameter (nm) length (nm) possible phases Strong Mg excess (Mg) 5.6

(2 ± 1) (150 ± 50) - 3.7 - - β' (+β") Near pseudo-binary (PB) 1.9 (2 ± 1) (150 ± 60) β' + β 0 ' (+ β") Strong Si excess (Si) 0.6 (3 ± 1) (80 ± 50) (β ′ +) β"
Table 2.9: Summary table of T6 and near T6 states information extracted from TEM

1 month overaged states

Size information

In Figure 2.31, conventional TEM images of different sites aged at 170 °C during 1 month orientated along (100) Al axes and viewed along a <100>Al direction are presented.

On Figure 2.31a, the analysed specimen has a composition with a small Mg excess (Mg/Si = 2.6). The elongated precipitates seem to have large diameters and mean lengths. The top viewed precipitates are not that circular. Distribution of diameter and length were extracted from several similar images and are presented in the Figures 2.32a and 2.33a. The mean dimensions were then plotted on the summary Figure 2.29.

In this Mg-rich site, the majority of precipitates have a diameter included between 3 and 8 nm. Some precipitates have large diameters in general up to 15 nm. The mean diameter equals (6.2 ± 2.9) nm.

This Mg-rich specimen has precipitates with lengths distributed properly around a mean value. The mean length is (101 ± 59) nm. Most of the precipitate lengths are situated between 17 and 150 nm. The diameter distribution shows two types of precipitates of different diameter sizes. The first one around 4 nm and the second one with large diameter above 25 nm. The small precipitate population is more numerous. By considering both populations, the mean diameter is (10.2 ± 9.2) nm.

The sample presented in the

By watching the length distribution, this near pseudo-binary sample seems also to have two types of precipitate population: one with a mean length between 100 and 150 nm and the other one with the average length situated between 200 and 250 nm. The major part of the precipitates are between 46 and 300 nm. The mean length is calculated as (229 ± 119) nm.

The third sample, presented in the Figure 2.31c, has an important Si excess (Mg/Si = 1.0). This composition is at the limit between Si (strong Si excess) and PB (near pseudo-binary) That Si-rich sample has, after 1 month, the smallest diameters range of the three samples. The distribution follows a clear Gaussian function. The mean diameter measures (5.5 ± 2.0) nm. The majority of the precipitate diameters do not exceed 11 nm.

The length distribution is a bit more chaotic with 3 specific lengths which stand out: between 50 and 100 nm, between 200 and 250 nm and between 300 and 350 nm. The mean length is calculated at (206 ± 130) nm.

To conclude on that overageing time of 1 month, Figure 2.29a recapitulates the mean diameters of the precipitate. There, a maximum diameter is obtained for the near pseudo-binary composition with a small Si excess (Mg/Si = 1.4). Then, the Mg excess site has larger precipitates than the strong Si excess site. These tendencies are in good correlation with ASAXS observed regime after 3 days of ageing treatment at 170 °C. The values of those diameters, between 5 and 10 nm, are also in good correlation with ASAXS measurements. Indeed, the ASAXS diameters after 3 days are between 3.4 and 4.6 nm. On figure 2.29b, the precipitate lengths are longer for small and strong Si excess compositions than for Mg excess composition.

On this same summary Figure 2.29, the conventional TEM results show that during ageing, Mg-rich precipitates are growing in diameter but less in length. Pseudo-binary precipitates are growing the most in diameter and importantly in length whereas the Si-rich precipitates have grown the most in length and the less in diameter.

Phases identification on Si excess site

After 1 month the large precipitates are now easily identified. Unfortunately, surface amorphization of B-R3-Mg and B-R3-PB prevented their HR TEM analysis. On the next Figure 

Focus on two near T6 states using APT

In order to obtain chemistry informations related to precipitation, atome probe analyses are conducted for 2 specimens on belonging to Mg and the other to Si domains. The observed precipitates chemistry can be precisely measured as well as the solid solution composition surrounding them. Further information concerning this method and sample preparation is detailed in Appendix B.

In this part, one other rolled sample aged 16 h at 170 °C from the same bulk B as previously. This slice name is thus B-R4. Its content profile is recapitulated in Appendix C. Then, two specimen were collected from that gradient, by procedures detailed in Appendix B, and analysed by APT. Their supposed homogeneous composition has an Mg/Si atomic ratio of 3. 

Mg excess specimen

The 130 × 140 × 60 nm 3 probed volume of the Mg excess specimen is presented in Figure 2.35. Two precipitates are visible and their erosion profiles were extracted. The profile of the larger precipitate is presented in the Figure 2.36. The atomic ratio of the precipitates are Mg/Si = 1.7 for precipitate 1 and Mg/Si = 1.3 for precipitate 2. More precipitates needed to be observed to have a correct idea of the mean atomic ratio of the precipitates in this Mg excess specimen. In the literature review (section 2.1.1), β" showed a wide range of chemistry between each alloy of different composition but also within a homogeneous material [SON 11]. The Mg/Si ratio is generally observed around 1.6 for β" precipitate in pseudo-binary alloys [MAR 97]. This ratio should also be near to the composition of β' for pseudo-binary or Mg excess alloys according to Matsuda et al. [MAT 05] which is set around 1.8. Even if the composition of this specimen is not exactly pseudo-binary, the few observed precipitates in this study could follow these trends. It is complicated to know exactly though if precipitate 1 is a β' or β" precipitate. But, because at this pre-T6 state, β' precipitates were observed on TEM. It can be assume that precipitate 1 is a β' precipitate and the precipitate 2: β".

As expected, the Mg content in SS dropped during the 16 h of ageing at 170 °C. The variation of Si is less obvious due to the uncertainty. This lower variation is in line though with the richer content in Mg in the precipitates. It can be also observed that at this point of the ageing process (pre-T6), Mg and Si are still present in SS and available for precipitation. There is more Mg than Si as expected from the initial composition.

Si excess specimen

In the analysed volume of the strong Si excess specimen, no precipitate was found. The solid solution (SS) was analysed though and is presented in the Table 2.12 with the initial SS measured by EDX.

Al (at%)

Mg (at%) Si (at%) As-quenched SS 98.9 ± 0.2 0.5 ± 0.1 0.6 ± 0.1 Aged 16h at 170 °C SS 99.05 ± 0.08 0.21 ± 0.04 0.74 ± 0.08 Table 2.12: Compositions of the Mg/Si = 0.9 specimen extracted from B-R4-Si rolled sample As for the Mg excess specimen, the Mg content has significantly decreases whereas the Si does not seem to have move much. At this near T6 state, some Mg is remaining in SS but not as much as the Si.
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Summary

During that precipitation study at 170 °C, the Mg-Si composition influences the ageing kinetics and the precipitation states.

Two local maxima of precipitation

As expected from the literature, two specific influences of composition are clearly standing out through microhardness measurements. They are related to the initial solid solution (SS) composition through its maximum available contents in Mg 2 Si and Mg 5 Si 6 . The maximum hardness were obtained near those compositions. To represent those influences of composition: Mg 2 Si content and Mg/Si ratio are used but Mg+Si showed its importance. The compositions specificity of these two maxima is gathered in Figure 2.37 and confronted to the isothermal DSC maxima. In this figure, the information obtained for clustering and coherent phase precipitation from continuous heating DSC are also presented in parallel in order to explain these observed maxima.

Figure 2.37: Confrontation of the two hardness maxima with the two isothermal DSC maxima and continuous heating observations For hardness and isothermal DSC, the maxima are quite similar. For the highest maximum, the Mg+Si content is maximum or near the maximum in the gradient for both hardness and isothermal DSC. This is where the faster precipitation of coherent phases was actually observed. The faster clustering could also contribute to the hardness maximum. It is not clear though if clustering speed depends more on the atomic ratio (Mg/Si = 2.4), on the Mg 2 Si content or on the Mg+Si content.

For the second local maximum, the compositions seems to point out the effect of Si excess via its Mg/Si atomic ratio (near 1) even if they are slightly different: Mg/Si = 1.2 (for hardness measurements) against 1.6 (for isothermal DSC). This difference can be explain by the lack of analysed compositions for each graded samples around those compositions, see Figure 2.16. Here the hardness gain can be attributed to the important clustering and precipitation of coherent 78 2023 -Justine Taurines -MATEIS & LMI laboratories Summary phases. Indeed, they are amplified with the rise of Si excess until near the composition of β".

Different domains within the gradients

From the hardness results, three domains are clearly visible: the extreme Si excesses (Mg/Si ≤ 0.7), the near pseudo-binary compositions (1.2 ≤ Mg/Si ≤ 3.1) and the extreme Mg excesses (Mg/Si > 3.1). In continuous heating DSC, these three domains are also observed with small differences: extreme Si excesses (Mg/Si ≤ 0.8), the near pseudo-binary compositions (1.6 ≤ Mg/Si ≤ 3.9) and the extreme Mg excesses (Mg/Si > 3.9). For both DSC experiments: sub-domains are observed for the extreme Si excesses depending if pure Si precipitation is majoritarian or not. Therefore the real Si extreme compositions have Mg/Si ≤ 0.2 and the strong Si excesses have 0.4 ≤ Mg/Si ≤ 0.8.

It is interesting to note that for these Si strong excesses, DSC predicts a slower precipitation of the β metastable cascade. This feature has been confirmed using HR-TEM observation on 16 h at 170 °C ageing state. β" were only observed on a strong Si excess specimen of Mg/Si = 0.6 against β' for the other compositions: Mg/Si = 1.9 (with β 0 ') and 3.7.

ASAXS measurements also evidenced different domains. After 3 days of ageing at 170 °C, the mean diameter (D mean ) grows proportionally to the ageing time for Mg/Si ≤ 1.1. For 1.1 < Mg/Si ≤ 4, D mean increases more significantly around Mg/Si = 2 (especially between 1.7 and 2.7). Above Mg/Si = 4, not enough information were extracted. Conventional TEM confirms this feature with a higher diameter near Mg/Si = 2 (Mg/Si = 1.4) after 1 month of ageing at 170 °C. Conventional TEM results showed also a similar disposition for the mean length of the precipitates. These large and long precipitates for pseudo-binary compositions seems to be explain by the presence of two populations of thin (d = 4 nm) and very large precipitates (d > 25 nm). Unfortunately these precipitates were not identified by HR-TEM.

Chemistry of precipitates and solid solution composition

More generally, differences of precipitates and of solid solution variations have been observed, by HR-TEM and APT respectively, depending on the initial composition in the gradient for same ageing treatments. Finally, the observed β' precipitates by HR-TEM in Mg/Si = 3.7 specimen after 16 h at 170 °C were also evidenced by APT with two precipitates of chemistry near β' and β". The additional solid solution compositions extracted for two ageing states of 16 h at 170 °C by APT will be further discussed in the precipitation simulation context of the next chapter.

Chapter 3

Simulation of precipitation through Al-Mg-Si graded alloys

In the literature, various precipitation and hardening models were developed for Al-Mg-Si alloys: each with its specific asset (hardening in Al6xxx, multiple precipitates consideration, heterogeneous nucleation etc.). In this chapter, a mean field framework based on classical nucleation and growth theories coupled with a hardening model has been developed to study the effect of composition on precipitation hardening in Al-Mg-Si alloys. In this perspective, the model is considering a composionally graded material and five precipitates types which are defined using TCAL4 database. The simulations obtained on specific gradients were successfully compared to the experiments. From this model, β" is shown as the crucial precipitate for mechanical properties and its precipitation kinetics is highly influenced by the initial composition. With this model, ageings above 200 °C do not show sufficient improvement of mechanical properties for all the gradient of solid solution composition between 1.1 at.%Si and 1.3 at.%Mg with Mg/Si atomic ratios between 0.01 and 4.5. 

Bibliographic review: microstructural and mechanical evolution described by precipitation simulations

This literature review will first present the major precipitation models. Then, the Kampmann and Wagner Numerical (KWN) approach will be explained in more detail. Finally, strengthening models will be introduced.

Precipitation kinetics models

Various ways to simulate precipitation exist at different time and space scales. The atomistic methods describe the physics with the best accuracy but they are limited in simulation times and therefore in space through the number of simulated atoms (from 500 to few million atoms). Continuous scale methods regroup all the other methods which describe precipitation at a larger scale. The physics behind the equations is less exact but the simulated time can here incorporate entire complex precipitation phenomena [DES 21]. Among these methods: phase field and mean field methods will be presented. First, a brief recap on the main precipitation stages is conducted.

Precipitation stages

To present the four major precipitation stages, Figure 3 During nucleation, nuclei emerge in the matrix at preferential locations (heterogeneous) or homogeneously. The solute concentration in the solid solution decreases slightly. The precipitate density rises whereas the mean radius remains stable. All the nuclei have approximatively the same critical radius.

During the beginning of growth, the radius of the nuclei increases thanks to diffusion. This leads to an important decrease of the solute content in the solid solution. This decrease changes the value of the driving force ∆g (detailed further) and, consequently, increases the critical radius r * above which, a nucleus is stable. Newly formed nuclei are larger. The density continues its rise while the precipitates average radius stalls. 82 2023 -Justine Taurines -MATEIS & LMI laboratories Bibliographic review: microstructural and mechanical evolution described by precipitation simulations During pure growth, the precipitates with radius below the current critical radius become unstable. They will dissolve to the benefit of larger precipitates. During this local equilibrium, the average radius and the number of precipitates are stable. The solute concentration continues to decrease but slower.

Around each precipitate, the solid solution has been subjected to a depletion of its solute content. This depletion is all the more important as the precipitate is large. To overcome this gradient of concentration, the small precipitates will gradually dissolve to diffuse solute in the poorest regions, close to the large precipitates. Therefore, during coarsening, the small precipitates disappear to the benefit of the largest ones. The local diffusion of solute has almost no impact on the concentration of solute. However, there are fewer and fewer precipitates; the density of precipitates decreases. And they are getting larger and larger; the average radius increases.

Atomistic approaches

Density-functional theory (DFT) is a computational method which describes quantum mechanics interactions between the atoms. By solving the Schrödinger equation within the DFT, enthalpies can be extracted and relaxation/binding studies are possible. This is especially interesting for metastable nano-particles embedded in a matrix. Unfortunately, the simulation box can only have at maximum about 500 atoms, which is very small. It is also only suited for very short simulation times. Precipitation of the full metastability cascade is not conceivable for Al-Mg-Si system but DFT can study the formation of the first precipitates structures that form from solid solution [SAN 07]. DFT can also evaluate the energetic stability of any chemistry structures independently. In this end, Ravi et al. [RAV 04], supplied convex hull diagrams with the formation enthalpy of each possible cluster see Figure 3.2. Ravi could then also affirm that for Si-rich compositions, pre-β" seems energetically more likely against, for Mg-rich alloys, the L1 0 -type Mg 1 Si 1 (GPZ) structure of Matsuda et al. [MAT 98].

Molecular dynamic is simplifying the interaction between the atoms by using second Newton law with a potential energy (that can sometimes be extracted from DFT). All the movements, induced by thermal activation, of each atom are simulated. Crystallographic structure and strength field generated by the interfaces (points defects and dislocations) are thus taken in consideration. The calculation is less intensive than DFT, permitting to simulate up to several million atoms but still for rather limited simulation times. To the author's knowledge, no molecular dynamic studies were conducted on Al-Mg-Si system.

Finally, Kinetic Monte Carlo (KMC) method is using probabilities to predict the phase transformations [CLO 04]. These probabilities can be approximated in different ways (for example using molecular dynamics or only based on the nucleation energy barrier). On 1 million of atoms, some will constitute the new phase. Metastable cascade such as the precipitation sequence of β can be simulated. The calculation cost is lighter than for the previous presented models. In Al-Mg-Si, Lee et al. [LEE 22] investigated the atomic-scale mechanism of cluster formation during natural, pre-ageing and artificial ageing using KMC (Figure 3.3). The clusters showed differences of composition and in vacancies content depending on the ageing conditions. Si-rich clusters also presented an important ability to trap the vacancies.

Using the cluster expansion method of DFT, Sandberg et al. Or, the vibrational entropy (TS) term is responsible for their formation, or, vacancies are the ones stabilising the structure preceding the β" phase, which then transforms to the metastable β" phase.

Continuous scale methods

At a higher scale, the field methods simplify greatly the physics behind precipitation. The gain in calculation efficiency allows the description of entire precipitation on conceivable ageing times.

First, there is the phase field method which originates from a spatio-temporal description of the microstructure with an estimation of the solid solution energy using its concentration in solute. This method is efficient for some phase transformation such as spinodal decomposition but does not properly describe nucleation. Recently, phase-field models have emerged at an atomistic-scale. They are called phase-field crystal models (PFC) [ELD 07]. Fallah et al. used the 3D ternary PFC model of Ofory-Opoku et al. [OFO 13] to simulate the evolution of clusters in Al-Mg-Si sytem. In this paper, TEM was in good agreement with the model to indicate that the clusters undergo a morphology and orientation evolution before their evolution into non-fcc GPZ as presented in Figure 3.4.

Even if this computational method presents some advantages, it is still rather difficult to perform simultaneous precipitation of different phases. field approaches. Among them, Classic Nucleation and Growth Theories (CNGTs) are based on evolution equations of radius and number density of the precipitates considering nucleation, growth and coarsening. This approach can even reproduce competition between several phases if their nucleations are independent. It can also simulate non spherical precipitates. These methods without size limits still present some disadvantages though. They display no space representation and they are based on strong hypothesis. For example, there is no crystallographic mismatch between matrix and precipitates and the interface is considered perfect [PER 07]. These approaches can be split in two categories:

• Mean radius approach: the size distribution evolution of the precipitates are only considering mean radius for a certain number of precipitates. This model is using classes management with, among each class, a constant radius and a variable number density 20] only considered β" in their Al-Mg-Si-Mn precipitation model and presented good experimental correlation for short ageing times. The equations behind KWN models will thus be detailed in the next section.

Precipitation mechanism in KWN models

Bases for Classic Nucleation and Growth Theories (CNGTs)

Nucleation originates from two phenomena in opposition. The creation of a more stable crystallographic structure brings the decrease in Gibbs energy (∆G V < 0). This variation is proportional to the driving force ∆g [J.m -3 ]. On the other hand, the creation of a matrix-precipitate interface causes an increase in free enthalpy (∆G S > 0), unfavourable to the precipitate formation. This difference is proportional to the surface energy between precipitate and matrix γ [J.m -2 ]. Therefore :

∆G = ∆G S + ∆G V = Sγ + V ∆g (3.1)
For rod type precipitate of a length L and a radius r with an aspect ratio ξ = L/r, as in the Figure 3.5, this equation becomes : The representation of ∆G(r) clearly shows the competition between the surface (predominant for small radius) and volume (predominant for large radius) effects. There is therefore an energy barrier ∆G * for a specific size of precipitate separating the unstable from the stable branch of precipitate size and for which G is maximum.

∆G = ξ 2 4πr 2 γ + ( 3ξ 4 - 1 
For the rod type precipitate considered:

∆G * = 16 3 π γ 3 ∆g 2 2ξ 3 (3ξ -2) 2 (3.3) R * = - 2γ ∆g 2ξ 3ξ -2 (3.4)
The precipitates with radius smaller than this critical radius R * are unstable whereas precipitates with larger radius are stable and tend to grow.

In all those equations, the nucleation driving force ∆g may be described as: Under the hypothesis of ideal solid solution, the difference in chemical potential lead to the introduction of the supersaturation factor s:

∆g = 1 V at p N i X i p [µ eq i -µ ss i ] ( 3 
∆g = - k B T V p at s (3.6) with • k B = 1.38 × 10 -23 J.K -1 : Boltzmann constant • T : temperature
The surperstaturation is then given by

s = ln N i (X ss i ) X p i N i (X eq i ) X p i (3.7)
with • X i eq : atomic content of the element i in the precipitate at equilibrium with the interface matrix/precipitate • X i ss : atomic content of the element i in solid solution

The supersaturation is representing the excess of solutes in solid solution regarding to the equilibrium content between matrix and precipitate. The driving force rises with the increase of supersaturation. For a precipitate defined as A x B y :

s = ln X A x X B y (X A eq ) x (X B eq ) y = ln X A x X B y K S AxBy (3.8)
with K S AxBy , the solubility product of the precipitate A x B y

If the product of solute contents is lower than the product of the precipitate contents at equilibrium (or to the solubility product), the supersaturation is negative and therefore the driving force positive which inhibits precipitation. On the contrary, if the product of solute contents is superior to solubility product, s > 0 and ∆g < 0 which allows precipitation.

The solubility product of a precipitate A x B y is described by the following expression:

K S AxBy = exp -∆G AxBy k B T = exp S AxBy k B - ∆H AxBy k B T (3.9)
with ∆G AxBy : the Gibbs free energy of formation of the precipitate K S AxBy is usually expressed as: The surface energy γ is very difficult to measure experimentally. It can be calculated using the nearest neighbours broken bonds approach [KOZ 07]. But, it still often remains as an adjustment parameter even when obtained via quantum mechanics methods such as Density Functional Theories (DFT). 

Nucleation rate

The nucleation rate represents the number of supercritical precipitates formed by time unit and volume unit. It is expressed thanks to the equation of Kampmann and Wagner [KAM 84]:

dN dt (t, T ) = N 0 Zβ * exp - ∆G * k B T × f (t, τ ) (3.11) with • N 0 = 1
Vat m : sites number available for homogeneous precipitation • Z: Zeldovich factor • β * : addition frequency of an atom to the critical nucleus • τ : incubation time For rod-type precipitates, Z is defined as following:

Z = V at p πR * 2 (3ξ -2) 2ξγ p k B T (3.12)
In the case of cubic lattice, β * is defined as following:

β * = 4πR * 2 a 4 × X i p D i m X i m -1
(3.13) with • a: lattice parameter of the matrix • D i m : diffusion coefficient of the solute i in the matrix

• X i m : atomic fraction of solute i in the matrix • X i p : atomic content of solute in the precipitate τ is defined as followed:

τ = 2 πβ * Z 2 (3.14)
The function f (t, τ ) is the incubation time function. This function has here the expression

1 -exp(-t τ ) [MAU 05].
Finally, the nucleation rate is defined as followed:

dN dt (t, T ) = N 0 Zβ * exp - ∆G * k B T 1 -exp(- t τ ) (3.15)

Precipitates growth

Precipitates growth is governed by diffusion. For a solute i, the first law of Fick (around a spherical precipitate of radius R) is given by: 

J(r) = -D ∂X ∂r = DR(X i -X 0 ) r 2 ( 
dR dt = D R X 0 -X i αX p -X i (3.17) with
• X p : solute content of the precipitate at equilibrium

• α = V m at V p at
: atomic volume rate matrix-precipitate In practice, the interface curvature between matrix and precipitate influences the local equilibrium due to the surface energy. It is the Gibbs-Thompson effect. During growth, the solute concentration at the interface depends on the precipitate size. The growth rate is thus redefined as followed:

dR dt = D R X 0 -X i (R) αX p -X i (R) (3.18)
For a rod-type precipitate A x B y the Gibbs-Thomson effect is taken in consideration with a new equation regarding the solubility constant :

X i A x X i B y = K s exp r 0 r (3.19)
with r 0 the capillary radius given by:

r 0 = 4ξγv p at (x + y) (3ξ -2)k b T (3.20)
For a rod-type precipitate of length l and radius r, an adjusted equation is also used to predict the growth in length of the precipitates:

dl dt = 1.5 D A 2r X A -X i A αX p A -X i A = 1.5 D B 2r X B -X i B αX p B -X i B (3.21)
Finally, to describe the growth of an A x B y precipitate, a non linear system of 3 equations at 3 variables is resolved using the hybrid algorithm of Newton-Raphson/Brent [BRE 13] while respecting the stoechiometry of the precipitates: 

         dr dt = D A r X i A -X i A (r) X p A -X i A (r) dr dt = D B r X i B -X i B (r) X p B -X i B (r) X i A x X i B y = K s exp(

Strengthening models

Dislocation is a linear default which creates a discontinuity in the organisation of the crystal structure. Dislocations propagate plastic deformation while moving. The yield strength is the stress at which the material begins to deform plastically. The yield strength is often used to determine the maximum allowable load in a mechanical component without producing permanent deformation. In this section, the general approaches of the strengthening models (which simulate yield strength) are presented. Then, the yield strength expression of models, based on dislocation interactions with obstacles, detailed in the context of rod-type precipitates.

General approaches

In order to simulate the evolution of strength within a metal, phenomenological approaches were developed. Mathematical functions were optimised in order to fit with the experimental yield strengths observed. The description of complex behaviours were well simulated in 6xxx Al alloys [ABD 09, ABD 10]. These empirical models prevent though the complete comprehension of the physical mechanisms involved in precipitation.

In physically-based approaches, the precipitates can be distinguished as sheared and bypassed precipitates (as presented in the literature review of Chapter 2 section 2.1.2.1). The pinning force of the dislocation regarding to the different distortion centres of the lattice (solute atoms, precipitates...) and the number of these objects along the dislocation line make it possible to accurately consider the interaction of dislocations with the microstructure of a given material [FRI 64]. These models describe with more accuracy the evolution of mechanical properties [ENG 19] and can be calculated from microstructural evolution predictive models such as KWN model presented in section 1.1.3 and 1.2. 

Many studies of precipitation

Yield strength expression

To estimate the macroscopic yield strength σ y , an homogenisation of all the obstacles contributions is performed by summing the shear stresses τ generated in the slip plane [ARD 85, QUE 10]. For two contributions: 

σ y = M τ tot = M (τ i 1 + τ i 2 ) 1/i (3.
σ y = σ 0 + ∆σ SS + ∆σ gb + ∆σ
σ Al = σ 0 + k √ d (3.25) with
• k the microstructure-dependent constant • d the mean grain diameter Still in Chapter 1, the solid solution contribution was experimentally extracted through solid solution mechanical parameters thanks to hardness measurements:

σ SS = j k j x 2/3 j (3.26) with
• k j the solid solution mechanical parameter for solute j • x j the solid solution composition for solute j Regarding the dislocations contribution, the strengthening that they cause is expressed with Taylor relation: As introduced in Chapter 2, the precipitates contribution has to consider both shearing and Orowan by-pass mechanisms.

∆σ d = M αµb √ ρ (3.
The line tension generated by a dislocation inked between two obstacles is:

T = βµb 2 (3.28)
with β a constant which is between 0.25 and 0.

[DES 98]

For by-passed precipitates, the force required to overcome the pining of the dislocation is:

F bp = 2T (3.29) 
The strength is therefore:

σ bp = M F bp bL = M 2βµb 2 bL (3.30)
with M the Taylor factor and L the mean distance between precipitates

For sheared precipitates, Gerold [MAT 79] proposed an expression for the force required to overcome the pining of the dislocation:

F sh = kβµr (3.31)
with k the proportionality factor representing the obstacle force opposed by the precipitate to its shearing and r the radius of the precipitate intercepted by the shearing plane A new distance L sh is introduced by Friedel [FRI 64]. It corresponds to the mean distance between sheared precipitates. It depends on the curve radius of the dislocation which varies with the applied stress:

L sh = 2T F sh N a (3.32)
with N a the density of precipitates by surface unit In the same way as previously, the associated strength is:

σ sh = M F sh bL sh = M F 3/2 sh b N a 2T (3.33) 2023 -Justine Taurines -MATEIS & LMI laboratories
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In the case of rod type precipitates, these expressions are changed [ESM 03a] in:

∆σ bp = 2M βµb r f v 2π (3.34) ∆σ sh = 3 1/8 M µk 3/2 f v r 2πβb (3.35) with f v the

volume fraction of the precipitates

These equations can present some variations depending on the slip plane and the configuration of distribution of the precipitates. For rod-type precipitates, only two cases were studied :

• by Esmaeili et al. [ESM 03a] : mono-dispersed sheared precipitates in a plane {111}

• by Bardel et al. [BAR 14, BAR 15]: poly-dispersed sheared in a plane {111} For the use of multi-classes precipitation models, the distribution of size can be taken in consideration for strengthening calculation. Deschamps et al. [DES 98] hardening contribution approach uses sizes distribution. This approach provided interesting results with small approximations for several studies [MYH 01, MYH 04, GAL 08, BAR 15] in Al rod type precipitates. The number of precipitates which have reached the radius r i is N i = D i (r)∆r, where D i (r) is the distribution density and ∆r is the class size. As presented in Chapter 2, R c is the transition radius from which the precipitate is either sheared or by-passed. Therefore, in the case of polydispersed rod-type precipitates aligned in the direction [100], their contribution to strengthening is given by:

∆σ bp = √ 2M βµb i>ic N i l i (3.36)
with i c the index of the transition radius 

∆σ sh = 3 1/8 M (µk) 3/2 i<ic N i l i 2βb i<ic N i r i i<ic N i 3/2

Coupled precipitation/hardening model in a gradient

The main goal is to provide a model which can simulate interesting ageing treatments on various Al-Mg-Si alloys. The parameters will be chosen according to the precipitation study (performed in Chapter 2) on the elaborated graded samples (of Chapter 1).

Presentation of PreciSo software

Microstructural evolution simulation

PreciSo software belongs to mean field models and more especially to Classic Nucleation and Growth Theories (CNGT). The class approach used is the one of Kampman Wagner Numerical (KWN) model with a Lagrange implementation. In PreciSo, a class is created for one time step only if enough precipitates reach the critical radius r * based on the nucleation rate of equation 3.15: dN dt t > 10 -5 N tot . The number of nuclei can be visualised with:

N i (t + dt) = N i (t) + ∆t dN dt (3.38)
After significant nucleation and/or growth of the precipitates, mass balance calculates the evolution of the chemical composition of the matrix during precipitation. The equation used is the following :

X i = X 0 i -αf v X p i 1 -αf v (3.39) with • X 0 i initial atomic content of the solute i 96 2023 -Justine Taurines -MATEIS & LMI laboratories
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• X p i atomic content of the solute i in the precipitate • f v volume fraction of the precipitate formed

• α = 1 V SS at = 1 a 3 coefficient If no
more solute is available in solid solution or if one step consumes too much solute content, the calculation process changes.

During calculation process, two variables are adapted : ∆t and the number of classes.

• ∆t is multiplied by β = 1.1, from one time step to another, when: solute content of each solute is remaining (with a coherent value between 0 and 1) and when the variation of the critical radius r * is stable enough (variation inferior to 1%) otherwise ∆t is divided by α = 2. • A target number of classes is set. During calculation, if the real number of classes is too far from that targeted value, intermediary classes are created following a continuous density distribution. Every class is therefore resized according to the same volume fraction. The Figure 3.8 summarises the functioning steps of PreciSo mentioned previously. The simulations showed in the next section used PreciSo software. The following hypothesis are made:

• Homogeneous precipitation • Rod type precipitates considered as in Figure 3.5. The shape factor q = l/r is considered 2023 -Justine Taurines -MATEIS & LMI laboratories 97 Chapter 3 -Simulation of precipitation through Al-Mg-Si graded alloys constant for each phase. The detailed input data will be presented and discussed further.

Yield strength evolution simulation

The evolution of the precipitates are simulated via the calculation process of PreciSo presented in the previous section. Therefore, radius, density, volume fraction and morphology are known for each class of the precipitates distribution during all ageing. Thanks to competition between the different phases, these information are gathered for each considered precipitate of the precipitation sequence.

To calculate the contribution of precipitates to yield strength, PreciSo considers poly-dispersed rod type precipitates. The equations used for the next yield strength simulation are therefore 3.36 for by-passed precipitates and 3.37 for sheared precipitates (presented in the previous literature review). For those two equations, two parameters are important. The critical radius r c and the constant β representing the line tension applied to the dislocation.

The critical radius r c of each precipitate phase is difficult to measure. It is thus often considered as the T6 mean radius for β". Bardel et al. [BAR 14] measured it at 1.8 nm and Wang et al. [WAN 03] measured it at 2.5 nm for their respective 6061 and 6111 Al alloys. In the graded samples manufactured during this project, the T6 radius is approximately between (2 ± 1) nm and (3 ± 1) nm for β" according to TEM results (Chapter 2). This parameter can therefore be slightly adjusted for β" around those values. For other precipitates, the adjustment of r c will be more free.

The To summarise, this general equation 3.24 (presented in the previous section) is used by PreciSo to simulate the total yield strength:

σ y = σ 0 + ∆σ SS + ∆σ gb + ∆σ 2 sh + ∆σ 2 bp + ∆σ 2 d with
• σ d = 0 because the samples used for mechanical characterisations are non strain hardened • σ bp is calculated for each possible precipitate using equation 3.36

∆σ bp = √ 2M βµb i>ic N i l i
• σ sh is calculated for each possible precipitate using equation 3.37 Coupled precipitation/hardening model in a gradient constant representing the precipitate obstacle force opposed to shearing, is also an adjustable parameter specific for each considered precipitate.

∆σ sh = 3 1/8 M (µk) 3/2 i<ic N i l i 2βb i<ic N i r i i<ic N i
In the Chapter 1, the pure Al yield strength and the grain boundaries contribution were considered together using Hall-Petch's law: Still in the Chapter 1, the solid solution mechanical parameters, for solid solution contribution (equation 3.26), were experimentally extracted using hardness measurements:

σ Al = σ 0 + k √ d ( 3 
σ SS = j k j x 2/3 j with
• k M g = 52.9 MPa•wt% -2/3 from Chapter 1

• k Si = 12.5 MPa•wt% -2/3 from Chapter 1

Graded Al-Mg-Si system and considered precipitates

Now that the microstructural and mechanical models have been described, the next section will detail the specificity of the model applied to this study. The system will be defined according to the compositions of the experimental graded samples with the specificity of considering the precipitation of numerous metastable and stable precipitates.

Implementation of a matrix with variation of Mg and Si solute contents

Consideration of the gradient

A schematic representation of the 1D modelled system is presented in Figure 3.9. The length of the numeric sample is corresponding to the length of experimental graded samples (L exp = 4.8 mm).

In the model, the sample is cut in N homogeneous slices. This number of nodes is defined according to the precision requested. For proper comparison with experimental data N = N measurements with:

• N measurements = 11 for sample A (characterised using microhardness) in Chapter 2

• N measurements = 9 for sample B (characterised by DSC, TEM and ATP) in Chapter 2

The surface of exchange between the nodes is fixed with S = 1 m 2 . Each initial solid solution (SS) composition along the chosen experimental gradient is then assigned to each node. For each sample, they are described in Chapter 2: Table 2.6 for sample A and 2.7 for sample B. They are also represented on their respective content profile of gradient in Figures 2.15 and 2.20.
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The diffusion coefficients of Mg and Si in Al are based on the interdiffusion coefficients found in the literature and presented in Chapter 1:

• D Mg 0 = 6.1 × 10 -5 m 2 •s -1 and Q Mg = 127 000 J for 2 at.%Mg [MIN 83] • D Si 0 = 2 × 10 -4 m 2 •s -1 and Q Si = 136 000 J for 0.6 ≤ at.%Si < 2 [FUJ 78] These diffusion coefficients were measured at high temperature (400-650 °C). For lower temperature, such as during the ageing treatment simulated (170 °C), the extrapolation is uncertain as represented in Figure 3.10.

On this figure, the uncertainties (represented in color band) were provided for high temperature as well. The ones at 170 °C are therefore underestimated due to their extrapolation. As they are, the literature diffusion coefficients were delaying β" precipitation. The Si and Mg diffusion coefficients were therefore adapted and multiplied by 15 for the simulations. The sensitivity study on these parameters is detailed further. 

Precipitates parameters

All the observed precipitates by TEM in Chapter 2 : β", β', U2, B' are considered in this simulation. The atomic volume of all these precipitates is considered equal to the one of the FCC Al matrix: 1.66 × 10 -29 m 3 [VIS 07]. In the DSC results of Chapter 2, pure Si precipitation happens at the Si-rich end of the gradient. This phase is therefore introduced in the model and its atomic volume considered is 2.046 × 10 -29 m 3 [ROY 05]. As mentioned in the section before, the nucleation mode of each possible precipitate will be considered homogeneous.

Chemistry of precipitates

The next precipitates data considered are mainly extracted from the TCAL4 database.

In TCAL4 database, the phase description of most of the precipitates does not allowed any change in composition whatever the temperature as they are described as stoichiometric compounds. In Figure 3.11, the chemistry of the precipitates at equilibrium with FCC domain are represented depending on the temperature and for the different nodes of the sample B.

In this figure, only one precipitate, β", presents a variation of composition. This one depends on both temperature and composition of nodes. For the good use of PreciSo, the chemistry of the precipitates must be integer numbers. All the stoechiometric coefficients are therefore recalculated according to a mathematical algorithm to obtain integer numbers.

First, for each node and for each phase, the composition of the precipitate (x Al , x Mg , x Si ) was fixed with the solubility limit composition at T = 170 °C (x 170 Al , x 170 Mg , x 170 Si ). Then, each composition is multiplied by an integer k and rounded to be an integer as well: x i = round(x 170 i ×k). The greatest common divisor (GCD) of the three content is calculated: GCD(x Al , x Mg , x Si ). Each composition is then divided by this GCD: x i = x i /GCD. Several proportional factor (k between 34 and 100) were tested for each node and phase. Each time, the sum of the integer content, Finally, Table 3.1 is gathering the chemistry of each precipitate (except β") obtained from this algorithm.

β"

β' U1 U2 B' Si described further Mg 9 Si 5 Al 2 MgSi 2 AlMgSi Al 3 Mg 9 Si 7 Si Table 3.1: Precipitates composition for hardness and DSC simulated samples β" compositions obtained from the GCD algorithm are described depending on the node of the numeric sample in Table 3 

Nature of the interface between matrix and precipitates

As presented in the literature review, the driving force is also in competition with the surface energy γ required for the interface growth between matrix and precipitate. Driving force and surface energy are both taken in consideration in the concept of energy barrier equation 3. These values are complicated to obtain and very specific to the alloy specificity. They are often adjustable parameters for precipitation modelling as they will be in the present simulation.

The morphology of the precipitates are all considered in rod shape. For pure Si, its shape factor (introduced in a last section) q equals 2 in order to obtain a sphere. The other shape factors q were extracted from TEM. An average was performed on numerous precipitates during a specific ageing state of Chapter 2:

• q β ′′ = (43 ± 26) from B-R1-Si sample (T6 state) and is fixed to 40 • q β ′ = (40 ± 25) from B-R3-Mg sample (over-aged) and is fixed to 40 • q U 2 = (21 ± 13) from B-R3-Si sample (over-aged) and is fixed to 20 • q B ′ = (100 ± 26) from B-R3-Si sample (over-aged) and is fixed to 100 These aspect ratios were confronted to the precipitates dimensions of Meyruey et al. 

Choice and adjustments of parameters

Various input parameters have been fixed in the last section but numerous ones are adjustable parameters. In order to provide the best adjusted model, experimental data are confronted to simulations.

Adjustment of surface energy for each precipitate

Using TEM results: phase identification and precipitate size

In the last chapter, the sample B was characterised by TEM after ageing at 170 °C. Metastable precipitates were identified and measured for some compositions. These results were obtained for specific compositions sometimes quite different from the composition of the simulated nodes. For TEM and APT samples (B-R), on Mg-side, the mean uncertainty on Mg/Si atomic ratio is 1.3 whereas for Si-side, this uncertainty is set at 0.7 (see Appendix C). The TEM and APT results can thus be confronted to the closest node composition according to these uncertainties.

The surface energy γ of each precipitate is adjusted by starting with precipitation simulations of β" alone. Figure 3.14 is representing the effect of the variation of β" surface energy on its precipitation for a node of composition Mg/Si = 0.8 of the sample B. In the same way as previously, the surface energy of β' impacts the precipitation of β'. Here, the precipitation of β' influenced also the precipitation of β". If γ β ′ decreases, there will be more small β' precipitates formed earlier and β" precipitates will dissolve earlier. In the same way, TEM results are confronted to the models and the adjustments of γ β ′ were also influenced by the other nodes of the sample B.

Finally, U2 and B' are added. The sensitivity study is presented in the Figure 3.16 regarding to the surface energy of B' precipitates. The composition node of the sample B has here a Mg/Si atomic ratio of 0.8.

The influence of one precipitate surface energy on the others are clear. Once again, this composition fit is one between several.

It is also interesting to verify the influence of diffusion coefficients on all these precipitations. Logically, by accelerating diffusion, precipitation is also accelerated. In order to fit mean radius more closely, the diffusion coefficients of Mg and Si will be multiplied by 15 from the extrapolated literature values.

Si was added and adjusted in a second time using DSC simulation (presented in the next section). The final surface energies of the precipitate are finally presented, along with the shape factor q, in the Table 3 Mg/Si = 4.3 These simulations are in good agreement with the data obtained by TEM. For Mg/Si = 0.4, the β" simulated precipitates have a small volume fraction but their mean radius correspond to the ones measured. For Mg/Si = 1.6 and 3.9 near T6 (16h), the volume fraction of β" is higher than the one of β' whereas experimentally β' was identified and not β". It is important to recall that these TEM identification were complicated, partly due to the small sizes of the precipitates. Indeed many precipitates were not identified and could represent the large population of β".

Confrontation of solid solution evolution with APT results

The evolution of the solid solution predicted by this precipitation model is also compared to the APT measurements. This confrontation is presented in Figure 3.20. 

Limits of the thermodynamic parameters for continuous heating DSC simulations

The variation of heat due to the formation of one type of precipitates is described as :

∆Q = ∆H m × ∆n transf ormed (3.41) = ∆H m × ∆n t ∆V t × ∆V t V T × V T (3.42) = ∆H m × 1 v p m × f v × m T ρ Al (3.43)
with ∆H m the molar formation enthalpy, ∆n t the number of moles transformed and v p m the molar precipitate volume During DSC measurements, several precipitates are involved and all their released heat are summed. The energy is measured per unit of time. It is therefore a power (W = J.s -1 ). Finally this power is often divided by the total mass m T in order to be normalised. The previous equation is therefore giving: For all the nodes, the two curves are not properly fitting, showing the limits of this model. The main issue is that in non isothermal conditions, precipitates occur at much higher temperature as compared to isothermal treatments, when the driving force is much smaller and thus nucleation mechanisms way different (heterogeneous vs homogeneous). One can not expect the same simple model to apply equally to both conditions. In addition, for β", the chemistry was chosen for a specific temperature of 170 °C. And finally, at least two important precipitates are not considered in the model because they were not observed: U1 and β. 

1 m T dQ dt = 1 ρ Al df i v dt ∆H i m N A v p i ( 3 

Choice of the mechanical parameters

In this section, six parameters have to be adjusted: for each precipitate, the critical radius r c between sheared and by-passed mechanisms, plus the mechanical parameter β. For these mechanical adjustments the microhardness results performed on the sample A in Chapter 2 are used. These results are converted to yield strength using Myhr conversion (used in Chapter 1):

HV = 0.33σ y + 16 [MYH 01].
Pure Si is a stable phase. The precipitates interactions with dislocations are thus only considered as by-passed mechanism. By fixing r Si c = 1 nm, the fraction of sheared precipitates is null as sought.

As evoked previously, the mechanical parameter β is a constant representing the line tension applied to the dislocation. It depends on the form and the nature of dislocations. For the extreme Si excess node, only pure Si is precipitating and its r c is fixed. This node was therefore used for the sensitivity study of the mechanical parameter β in Figure 3.22. The simulated and the experimental yield strengths are presented in Figure 3.24 for all the nodes of the sample A. The yield strength model is quite well representative of the experimental results on a large range of compositions. The β" peak is thinner though than for experimental data. There is also a delay of the coherent peak, more and more important with Mg rise, for nodes with Mg/Si ≥ 1.8. Finally, the yield strength of nodes with a composition of 0.1 ≤ Mg/Si ≤ 0.3 is completely under estimated. Some of these inconsistencies could be due to the non consideration of clusters in the model whereas its contribution to hardness is known.

Chapter 3 -Simulation of precipitation through Al-Mg-Si graded alloys Now that all the parameters have been adjusted, the coupled precipitation/hardening model for graded Al-Mg-Si alloys can be exploited. All the important parameters detailed in this chapter are gathered in Table 3 

D M g 0 = 15 × 6.1 × 10 -5 m 2 •s -1 Adjusted Q M g = 127 kJ [MIN 83] D Si 0 = 15 × 2 × 10 -4 m 2 •s -1 Adjusted Q Si =

Model output: link between microstructural and mechanical evolutions

In this section, the coupled precipitation/hardening model on Al-Mg-Si graded alloys, described in the previous part, will be used in order to better understand the link between microstructure and mechanical properties. In the first part, the simulations will remain in the framework of the parameters optimisation: during an ageing at 170 °C. Then, the model will be investigated outside its fitting conditions through Time-Temperature-Transformation diagrams.

Influence of composition on mechanical properties during ageing at 170 °C

Final confrontation between microhardness results and yield strength model

From the graded coupled model, a lot of data can be extracted. For each specific ageing time, a microstructure overview (f v ,r mean ,r * ,N ,x SS ) is extractable for all the gradient. It is also possible to focus on one composition (one node) and to obtain its kinetics of precipitation. Similarly, a yield strength overview on all the gradient or evolution for one composition is extractable. To have a correct global idea of the influence of composition on hardening kinetics, the data are plotted, in Figure 3.25, as a colormap and is put in parallel to the experimental one presented in Chapter 2. This model is representing quite well the evolution of yield strength during 170 °C ageing along the gradient A. The modelled domain with high mechanical properties is smaller though. Also, the strong Si excess compositions does not harden at all or sufficiently. And, on all the gradients, the hardening seems delayed (as discussed in the previous chapter). Finally, the variations of hardness are stiffer, especially at the beginning of the precipitation, creating only a plateau instead of a peak. These differences could be mainly explained by one important factor: the non consideration of clusters and GPZ in the model. 2). This large peak seems to originate from two different contributions though.

Phase domains influencing hardening phenomenon

To better understand the contribution of each phase to the mechanical properties, hypothetical precipitation models are used. First, the mechanical results are presented in Figure 3.27a for a model with only β" as possible phase. On this same figure, the volume fraction evolution of each phase are plotted, using three curves, if f max v > 0.002. In this figure, the high-hardening area is larger than previously, on the long ageing times, than when β', U2 and B' are precipitating (in average 10 8 against 10 7 seconds). The maximum hardness values are following a ridge for Mg/Si between 1 and 2.5 and two maxima are noted for Mg/Si = 1.8 and 1.2. In this gradient A, the maximum SS content in Mg 2 Si is indeed obtained for Mg/Si = 1.8. Finally, the chemistry of the precipitate Al 4 Mg 11 Si 9 (Table 3.1 sample A node 5) with the nearest ratio to its initial SS node ratio is of 1.2. The model is in agreement with the assumption made in Chapter 2. Excess of Si and Mg 2 Si content are the two major contributions influencing the β" hardening and therefore the general hardening of Al-Mg-Si alloys.

In this part, the interpolation for the model was performed with hundreds of points for both Mg/Si and ageing time variables whereas only 10 nodes were actually simulated on the Mg/Si axis. This feature explains the observed horizontal lines for Mg/Si around 1.8 and 3.8. In order The same method was used to provide the figures 3.27b, 3.27c, 3.27d and 3.27e with β', U2, B' and Si phases respectively. β' and B' metastable phases have very low contribution to the modelled yield strength because of their high critical radius (r c = 7 nm). Indeed their critical radius have been adjusted in this way probably because their precipitation is overestimated. These excessive precipitations were also visible with the DSC simulation (Figure 3.21). Indeed, no volume fractions were extracted from ASAXS to properly fit the model during the three semi-coherent phases precipitations. Additional TEM experimental data could have been also useful to define mean radius for each phase.

Each maximum of semi-coherent precipitations seems, as expected from their chemistry, situated in the Si excess contents especially for B'. Additional nodes would have been valuable here as well to describe more precisely the U2 domain as instance.

Volume fraction curves of U2 and B' does not represent the variation of f max v even if they are clearly less important on Mg-side than on Si-side. 3) present only precipitation of pure Si. Indeed on the Si-edge of the gradient, no Mg was present whereas on Mg-edge sufficient Si is present to form β metastable phases. Then, for the initial compositions with 0.3 ≤ Mg/Si ≤ 0.7, β" precipitates before pure Si, which precipitates before the semi-coherent phases B' and β'. With initial compositions with 0.7 < Mg/Si (< 3.0), a supplementary semi-coherent phase is added to the precipitation sequence: U2. Finally, for initial compositions with Mg/Si > 1.2 pure Si does no longer precipitate sufficiently. From this composition until the Mg-edge (Mg/Si = 4.5), β' arrives more and more quickly whereas β" arrives more and more slowly. At the same time, Figure 3.18, there is actually less and less precipitation of U2 and B' even if B' arrives at one point earlier than for compositions with Mg/Si < 3. Now, the volume fraction evolution of each phase shows that most of the mechanical properties improvement are due to the precipitation of β". β" arrives the earliest for compositions with Mg/Si near 1. The maximum yield strength is obtained for compositions with Mg/Si around 1.8. It is indeed the node for which the initial SS content Mg 2 Si is maximum. This composition is not the same as the one measured with hardness characterisations (Chapter 2 or Figure 3 This specificity might be exhibited by taking in consideration clusters. If the model takes in consideration the clusters though, the overall yield strength values will be higher than in the experiment (Figure 3.26). The mechanical parameter β should thus be readjusted.

Influence of composition on mechanical properties during ageing at various temperatures

In this section, after DSC simulation, the model is once again brought out of its fitting conditions (isothermal ageing at 170 °C). Here, the artificial ageings considered remain isothermal, but the tested temperatures are situated between 150 and 350 °C with a temperature step of 5 °C. In this section, three curves will represent, in the same way as on the previous figures, the volume fraction advancement of each phase when f max v > 0.002.

Time-temperature-transformation (TTT) diagrams for different compositions

Time-temperature-transformation (TTT) diagrams have been produced for different initial Mg/Si atomic ratio of the gradient A. In Figure 3.29, four compositions are presented: 3.29a for a strong Si excess, 3.29b for a regular Si excess, 3.29c for near pseudo-binary and 3.29d for a Mg excess composition. On two of these TTT diagrams the domains of each precipitate are sketchily outlined.

As discussed previously, for a sufficiently strong Si excess (Mg/Si = 0.8), pure Si is precipitating, mainly between 180 and 280 °C. Here, U2 has its larger domain (between 150 and 240 °C). This domain is shrinking from the top temperatures with the increase in Mg, until almost disappearing for the Mg excess composition (Mg/Si = 3.2).

β" region varies slightly with these different initial compositions. Its domain is mainly contained under 190 °C. As for ageing at 170 °C, β" precipitation starts earlier though for compositions with more Si.

B' has a largest domain for the composition with Mg/Si = 1.6. B' still precipitates for Mg excess alloys which should not be the case according to literature. β' domain is getting bigger and is starting earlier as Mg increases.

These presented domains are an example of what form they could have. Of course, they are certainly not that accurate especially due to the lack of experimental data for semi-coherent phases. 
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Improved TTT diagrams with hardening information for different compositions

Now that the precipitation domains were presented on classical TTT diagrams, simulated yield strength values are added to the TTT diagrams in Figure 3.30. From, this model, it is clear that first, no improvement of properties is observable above 220 °C for the compositions accessible with the sample B. To be more precise, no major improvements are actually obtained above 200 °C. The best mechanical properties seems to be situated near 175 °C.

It is actually interesting to note that, for all compositions, the hardness peak is not higher but lower for temperature below than 160 °C and that this peak is not delayed. The precipitation of β" at lower temperature is indeed extended in time. The sizes or the volume fraction of the precipitates should be responsible of this hardness reduction.

The best compositions, among the four proposed here, seems to be the one with regular On these figures, it is also clearly evidenced that the β' and B' critical radius is over-estimated with the drop of mechanical properties when either of these two phases is present alone. 

Summary

In the literature review, many ways of modelling precipitation have been presented. To model further than clustering and GPZ formations in Al-Mg-Si alloys, continuous scale approaches such as mean field framework are widely used. It is possible to simulate the competition of precipitation between the different known metastable phases of β precipitation sequence. But for simplicity and efficiency, many authors only consider either β" [CIN 20] or a representative precipitate for several phases [BAR 14]. To the author's knowledge, only Du's et al. [DU 17] model allows the proper precipitation simulation of various Al-Mg-Si alloys (especially for compositions with a regular Si excess) and no hardening simulation were performed in order to evidence the influence of composition in 6xxx.

In this context, a coupled precipitation/hardening model (based on KWN approach and sheared/by-passed mechanims) was developed and adapted to the specific experimental gradients obtained. The numeric samples were thus presenting variations of both Mg/Si atomic ratio and initial SS Mg 2 Si content. These numerical samples were actually constituted of approximately 10 nodes of homogeneous compositions. Finally, five possible precipitates were inserted in the model with thermodynamic parameters imported from the TCAL4 database. Eleven parameters had to be adjusted: 5 phases x 2 (γ, r c ) + 1 (β). Careful sensitivity studies were carried out on the adapted samples but the lack of experimental data was significant, in particular for the adjustment of the three semi-coherent phases (β', U2 and B').

Precipitation and hardening kinetics of various ageing treatments can be simulated for this wide range of compositions. As expected, continuous heating treatment are not well suited for this model according to the confrontation with experimental DSC heat curves. Regarding isothermal ageing the results are promising. First, at 170 °C for the sample A, the model presents only one maximum hardness for the composition Mg/Si = 1.8 after 8 h of isothermal ageing. This difference with the experimental data (2 maxima) can be compensated by the fact that β" precipitation presents two faster local kinetics for the composition of Mg/Si = 1.2 and 2.4. These two values are actually exactly the ones which presented maximum hardness. The difference may come from the non-consideration of clusters/GPZ. This non-consideration is also impacting the hardness values in general. First, they are underestimated and therefore the value of the mechanical parameter β, that has been adjusted could be lower. Then, the hardening domain is shrunk (for the low ageing times). Now, outside of its optimisation conditions (T ageing ̸ = 170 °C), the model is showing that for all compositions, above 200 °C, isothermal ageing is not bringing to a proper hardening because of insufficient β" precipitation. Under 160 °C, the hardening peak is, surprisingly, less important and does not seem particularly delayed. 

Conclusion and Perspectives

Recycling Al alloys often leads to uncontrolled composition ranges of alloying elements. Alloy design based on recycling must therefore account for the effect of these composition variations on the alloy properties. To provide many experimental data in the composition space of Al-Mg-Si system, gradients of Mg-Si were manufactured using powder metallurgy. These graded samples were investigated in different ways along the manufacturing route. Then, microstructural high-throughput characterisations, mainly during isothermal ageing at 170 °C, were performed along the gradient. Finally, physics-based precipitation and hardening models simulated the precipitation and competition of five types of precipitates (β", β', U2, B' and Si) in numerical gradients in an attempt to explain what has been observed experimentally.

Main results of this study

Manufacturing graded Al-Mg-Si alloys

A manufacturing route with spark plasma sintering on two blends of powders followed by a 10 days interdiffusion treatment at 550 °C provided the 3 mm Mg-Si target gradient. The gradient in question contains a variation of possible Mg 2 Si fractions and a variation of Mg or Si excess with respect to the pseudo-binary alloy (Mg/Si = 2). The gradient can be elongated by rolling to 6 mm. This route could be applied to other metallic systems for combinatorial studies.

Due to the powder metallurgy route, the following microstructural features were observed in the gradients:

• Grain size distributions in the compacts are strongly linked to the initial powders sizes, even after a long solution treatment ; • Mg-rich powder provides an important network of oxides ; • Small grain size seems to be responsible for the duality of diffusion (bulk and grain boundaries) of Si element. This effect has been modelled to predict more accurately the extent of the gradient. In the gradient of composition between Al-1.2.wt.%Si and Al-2.6wt.%Mg, the solid solution strengthening effect was assessed and the Mg and Si strengthening coefficients were determined.

Experimental study of precipitation on the gradients

Precipitation studies have been conducted at different scales of the microstructure and for different purposes. Global investigations with microhardness and DSC experiments permitted to obtain, among others, precipitation kinetics. At the nanoscale, specific precipitation states were observed and characterised (precipitates and solid solution) using ASAXS, TEM and APT. Provided by microhardness measurements upon interrupted 170 °C ageing treatment, the highest strengthening are obtained for two specific compositions: one for which the content in Mg+Si was maximum (Mg+Si = 1.7 at.%) and the other for which the composition was the closest to Mg 5 Si 6 (Mg/Si = 1.2). These features have been confirmed by isothermal DSC and explained, partially, thanks to continuous DSC. The first maximum seems to be obtained because of a fast precipitation kinetic whereas the second one because of high volume fractions of clusters and coherent phases.

By combining results from microhardness, DSC and ASAXS: different precipitation kinetics regimes were identified:

• Mg/Si ≤ 0.3 : extreme Si excess, main precipitation of pure Si, no major improvement in hardness, very slow precipitation, very small diameters of precipitates (approx. 2.6 nm) • 0.4 ≤ Mg/Si ≤ 1 : strong Si excess (Si domain), precipitation of pure Si, improvement of hardness, slow precipitation but fast hardening, precipitates of small diameter at the beginning of ageing (approx. 2.8 nm) • 1 ≤ Mg/Si ≤ 3: quasi pseudo-binary compositions (PB domain), may present remains of pure Si precipitation, maximum improvement of hardness, faster hardening, important variation of the diameter of precipitates (average diameter varies from 3.0 nm to 10.0 nm during ageing) • Mg/Si > 3: strong Mg excess (Mg domain), hardness improvement, slow hardening but rapid semi-coherent precipitation, rather large initial average diameter (approx. 3.3 nm)

Then, TEM characterisations on two specific ageing states (T6 and over-aged) and for different compositions domains (Si, PB and Mg) confirmed the observation made with ASAXS: after 1 month, mean diameters of the precipitates have increased more significantly for compositions near Mg/Si = 2. A similar tendency is observed for mean precipitates lengths. The final growing specificity can be summarised for the three observed domains as:

• Si domain: precipitates are rather short initially and expend mostly in length • PB domain: precipitates become much thicker and expend as well in length • Mg domain: precipitates thicken and do not seem to expend in length TEM also showed that at T6 state (16 h under 170 °C), the site in the Mg domain presents a precipitation sequence in advance compared to PB site which was also in advance regarding to Si site. Indeed, β' precipitates were observed for Mg site whereas β 0 ' precipitates seemed present for PB site and only β" for Si site.

Finally, additional information has been accumulated from a simulation perspective: identification of precipitates for Si site after over-ageing (HR-TEM) and solute contents evolution for 2 gradient compositions (APT).

Simulation of precipitation along the gradients

A coupled precipitation/hardening model adapted to this study has been developed and successfully confronted to the experimental data (for a 170 °C ageing treatment). This model has the particularity to consider five types of precipitates and to provide results simultaneously for a wide range of initial compositions. Under 170 °C ageing treatment, the model showed that the maximum mechanical properties (yield strength or hardness) are mainly influenced by β" precipitation. Differences in the speed of precipitation are observed depending on the composition:

• under Mg/Si = 0.3: main precipitation of pure Si • 0.3 ≤ Mg/Si ≤ 1.2: increase of β" precipitation speed when increasing Mg content • 1.2 ≤ Mg/Si ≤ 2.5: slight mean decrease of β" precipitation speed when increasing Mg content • above Mg/Si = 2.5: decrease of β" and increase of semi-coherent precipitation speed when increasing Mg content The regimes are similar to those observed experimentally with the various precipitation characterisations.

This model is also capable of providing the precipitation domain of each phase and the hardening peaks for various ageing temperatures (between 150 and 350 °C) and initial SS compositions. For various compositions, the model show a narrow window of temperature, around 175 °C, for which the hardening is maximal.

Conclusion

From an overall perspective, the main objectives have been reached. But, it is important to clearly explicit that the samples have complicated the study. Indeed, these materials accumulated various weaknesses:

• the powder metallurgy routes provided pores and oxides within the materials: complicating WDS analysis and various sample preparations (TEM, ASAXS, tensile specimens). • the Mg-Si gradients were interesting for the aspects introduced in this document but they were also: complicating sample preparation (DSC, TEM, APT) and conducted to important composition uncertainties. • the Al-Mg-Si system was itself a considerable challenge for ASAXS experiments. All the encountered issues brought either important uncertainties or a lack of experimental data. The presented model could have been more accurate and complete and so as the interpretations of this study.

Perspectives

Model improvements

The model could bring to much more information and comprehensions with supplementary work. Here is also a list of complements that would upgrade this model: and implemented it to the model. The samples required for the tensile specimen should be manufactured differently (under HIP, from "clean" powders, etc.) in order to prevent the formation of cracks (from pores diffusion) in these larger samples.

Recommendations for future studies

Before and during the manufacturing process, Al powders should be kept in glove box to reduce the humidification of the oxide layers and prevent for the pores formation.

A more drastic solution would be to avoid powder metallurgy and manufacture the graded materials with diffusion bonding (as presented in Introduction [IVA 18, GUM 16]). The interface between the two initial layers would be also more clear and straight.

Hardness measurements were conducted on a manual micro-hardness tester. An automatic machine would have provided additional repeatability values and provided less uncertainty.

Develop ASAXS for Al-Mg-Si

The first ASAXS precipitation characterisations on Al-Mg-Si showed their relevancy even if, these experiments were not performed by a soft X-ray beam-line specialised and well equipped for SAXS. In these conditions, the transmission measurements were incorrect (due to the detector used) and prevented for the normalisation of the results (see Appendix B). Only the mean diameters of the precipitates were extracted, although this technique can be used to acquire a whole range of interesting data on precipitates (composition, volume fraction etc.). With a beam-line well prepared for these experiments, in-situ ASAXS on Al-Mg-Si graded samples could be consider. A different experiment configuration could also easily conduct to a higher range of diameters accessible.

High-throughput approach using fixed compositions

To avoid the gradients compositions complexity, a different approach of high-throughput characterisations could be used. Instead of having one sample with various compositions, many bulk samples of various fixed compositions can be printed from the same powders (Laser Metal Deposition for HEA high-throughput investigation, Théo Langlois PhD Mateis).

With these samples, the different techniques: hardness, TEM, APT and DSC could be used on the exact same compositions (ours and additional ones). These results would provide precise thresholds between the composition domains and confirmation of the links established between the characteristics of the observed precipitates and the precipitation kinetics. The length of the gradient is meshed with I nods on a total length of L (view Figure 1.8). The diffusion is considered 1D along x.

For a given time t+∆t, the variation of Si atoms in the bulk in the nod i is:

∆n = (J i -J i+1 )S∆t -J B→GB i S B→GB ∆t (A.1)
With the flux:

J = -D ∂C ∂x = -D ∆C ∆x (A.2) So J i -J i+1 = -D C i -C i-1 ∆x + D C i+1 -C i ∆x = D C i+1 + C i-1 -2C i ∆x (A.3)
And

J B→GB i = D C i -C GB i ϕ GB /2 (A.4)
The Si concentration in the bulk is then:

C i,t+∆t = C i,t + ∆n S∆x (A.5)
In the same way, the variation of Si atoms in grain boundaries (GB) in the nod i at t+∆t is:

∆n GB = (J GB i -J GB i+1 )S GB ∆t + J B→GB i S B→GB ∆t (A.6) With J GB i -J GB i+1 = D GB C GB i+1 + C GB i-1 -2C GB i ∆x (A.7)
And the Si concentration in the grain boundaries is then:

C GB i,t+∆t = C GB i,t + ∆n GB V GB (A.8)
The spatial parameters are summarised here:

• ∆x = L I • S the exchange surface of a nod slice • S GB = 2 ϕ GB e GB S the exchange surface of the grain boundaries of a slice • S B→GB = 3 ϕ GB ∆xS the exchange surface between the grain boundaries and the bulk in a slice • V GB = 3

ϕ GB e GB ∆xS the volume of the grain boundaries in one slice The specific parameters to the grain boundaries diffusion are listed here: • D GB = γD the Si diffusion coefficient in the grain boundaries • γ the acceleration coefficient 132 2023 -Justine Taurines -MATEIS & LMI laboratories • ϕ GB grains diameter • e GB the thickness of the grain boundaries • X GB max the maximum amount of Si possible in the grain boundaries Finally, the total Si concentration is:

C tot i,t = n i,t + n GB i,t ∆xS = C i,t ∆xS + C GB i,t V GB ∆xS (A.9) C tot i,t = C i,t + C GB i,t 3 ϕ GB e GB (A.10)
Complementary information:

-If J GB→B i < 0, saturation is taken in consideration : 

J GB→B i = J GB→B i * (1 - C GB i,t C GB max ) (A.11) -Convergence criterions ∆C i ≤ C i,t 2 : • ∆t ≤ ∆x 2 2D • ∆t ≤ ϕ GB e GB 4D • ∆t ≤ 3∆x 2

B.2 DSC analyses

All the DSC measurements were carried out on a SENSYS evo DSC of Setaram using a 3D captor.

The thin samples were extracted from the B gradient bulk using a wire saw. The 9 slices are assumed to be homogeneous in composition. They are named E1 to E9 with E1 the Si-edge and E9 the Mg-edge of the gradient. Pure Al standard of the same weight as the sample was used for each experiment. The mass of each specimen was around 100 mg.

The continuous heating analyses were performed between -25 and 550 °C using an heating rate of 5 °C/min. Before almost each experiment, one blank experiment was performed with no specimen in both crucibles (standard and sample). In the data treatment the heat curve from the blank experiment was substracted from the specimen heat curves. The base line seemed with these precautions (pure Al standard and removal of the blank) rather correct. In some cases, a small constant was also subtracted to the curve. Some examples are given for 4 samples Figure B.2.

The isothermal analyses were performed at 170 °C. Because of technical issues, this is not a common protocol for DSC measurements:

• There is a transitory state because of the overshoot in temperature of the DSC to get to the isotherm temperature. With a rate of 25 °C/min, the transitory state lasts 30 min. • The time of an experiment is very long and therefore the signal very low. The precipitation sequence is therefore too slow to be visible. For the isothermal experiments, after 2 days, there is no longer major heat variation. The baseline can thus be adjusted only according to the proper last points of the experiments. The times chosen for the baseline is detailed Table B • q is the norm of the diffusion vector q = k i -k s , it is principally depending on the position to the detector center D, but also to the wave length of the incident photon λ and to the distance between the sample and the detector L

• ρ m the electronic density of the matrix

• ρ p the electronic density of the precipitates • V the analysed volume With proper data analyses, volume fraction and morphology are also results of SAXS characterisations.

B.3.2 Specificities of Anomalous SAXS

In Al-Mg-Si alloys though, the atomic number Z of each of these chemical elements are too close. Therefore, in classical conditions (at 8 keV), the different precipitates and the matrix scattern in the same way. There is no contrast. The solution is to make Anomalous SAXS (ASAXS).

ASAXS is performed at an energy of absorption of one of the element (at a K α edge) in order to enhanced contrast between precipitates and matrix. Indeed, when an atom is totally absorbing a photon, it no longer diffuses it. With an energy (E) near that energy edge, the diffusion factor is no longer equals to Z but to f = Z + f '(E) + if "(E). To avoid fluorescence, it is best to use an energy underneath the K α edge and not above.

In Al-Mg-Si alloys, the elements are not heavy thus all their K α are very low energies (around K Al α = 1.56 keV). These energies are not usual for SAXS and ASAXS measurements. To the author's knowledge, Al-Mg-Si precipitates are therefore never analysed by this technique.

The soft X-ray beamline Sirius of SOLEIL synchrotron works with the proper range of energy even if the settlement is not perfectly adapted for SAXS measuremnts. For this experiment, the five energies used were the following : In order to compare the samples ASAXS results between each-other, they need to be properly normalise with four values: the sample thickness, the transmission, the intensity of the initial incident beam and the solid angle. Several methods are used to obtained those different values.

Appendix B -Methods for microstructure characterisations

In our case, the transmission values measured by the detector were improper, preventing the extraction of the volume fraction and the chemistry of the diffusing precipitates. One morphology information can still be extracted though.

B.3.3 Extraction of diameter

All the data treatment presented in this section was conducted by Frédéric De Geuser (from the laboratory Simap).

The scattern pattern detected describes an intensity depending on a pixel position. After a reduction procedure with an integration along the angle ϕ, the intensity curve I(q) is obtained ( The shape of that intensity curve is only influenced by the morphology of the precipitates (type and dimensions).

It is possible to describe precisely that curve by using a complex general form. It is also possible to use a simpler semi-empirical approach to obtain average dimensions. This approach has first been developed by Bocage [BEA 96] and then improved by Hammouda [HAM 10]. For them, small angles scattering intensity curve, obtained from non textured microstructures, can be described with 2 mathematical functions. In the case of non isotrope object such as rod, the Guinier-Porod model becomes the generalised Guinier-Porod model and an intermediary region is added:

• Guinier form: • Intermediary region:

I(q) = G 2 Q s 2 exp( -q 2 R 2
I(q) = G 1 Q s 1 exp( -q 2 R 2 g1
3-s 1 ) for Q 2 ≤ q ≤ Q 1 • Porod form: I(q) = D q d for q ≥ Q 1 With G (Guinier) and D (Porod) scale factors, R g radius of gyration, d the Porod exponent and s the morphology parameter.

More precisely:

• G 1 = 6.6f v r 2 mean in the case of long cylinders

• R g1 = rmean √ 2 • R g2 = [ L 2 mean 12 + r 2 mean 2 ] 1/2 • Q 1 = 1 R g1 [ (d-s 1 )(3-s 1 ) 2 ] 1/2 • D = G 1 exp( -Q 2 1 Rg1 2 3-s 1 )Q (d-s 1 ) 1 • Q 2 = [(s 1 -s 2 )/( 2 3-s 2 R 2 g2 -2 3-s 1 R 2 g1 )] 1/2 • G 2 = G 1 exp(-Q 2 2 ( R 2 g1 3-s 1 - R 2 g2 3-s 2 )Q (s2-s1) 2
In the case of abrupt interfaces: d = 4. For rod type precipitates, s 1 = 1 et s 2 = 0. The logarithmic representation of the form factor (F), obtained from this model with fixed R g1 and R g2 , along q is presented Figure B.6. Q 1 and Q 2 transitions are here clearly observable. Most of the times, q range (due to the experimental installation) is too narrow to provide information on both Q 1 and Q 2 transitions. In addition, two other contributions are added to this model (see Figure B.5). First, large objects (pores, intermetallics, oxides...) are also scattering in the same way but at lower q (q α 1/R). Their Porod contribution can thus appear for the precipitates low values of q. The second contribution is taken in consideration through the Laue constant. This constant is due to the solid solution scattern, the beam scattern (background noise) and the fluorescence. Here the Laue contribution is principally due to the background noise (not normalised) and to the fluorescence of Mg (energy used slightly above the K M g α ). Q 2 is thus hard to reach with this method. Q 2 would have given access to the second radius of gyration which leads the large dimension of the precipitate (L mean ).

Finally, once the function defined for all the interesting q range. The experimental curves are fitted to f according to 3 parameters: f v , L mean , R mean . The volume fraction parameter will not be accurate due to the non normalisation of the curves. However, its value will not impact the shape of the curve. L mean value will only impact the Q 2 value which is mainly hidden by the large object Porod contribution (Figure B.5) But this model will provide correctly the small dimension of precipitates related to Q 1 (R mean ).

It is important to note the extracted radius is not an arithmetic average radius but weighted by their contribution diffusion. In metallurgy, the size distribution of precipitates are often asymmetric towards the large dimensions. In addition, the large precipitates have more impact on diffusion. The average radius calculated would thus be near the volumic average radius. By comparison, TEM measurements bring more naturally the extracted mean radius to the maximum distribution value which is lower than the volumic average radius. In general, ASAXS extracted radius should better be considered as relative values than absolute values.

TEM analyses

Unfortunately, the etching was not uniformed on the surface. Small cavities of 10-20 microns were formed. They are certainly at the origin of the high Porod contribution observed in addition to the micrometric particles identify in chap1 (oxides, Mg 2 Si and Fe-intermetallic particles).

B.4 TEM analyses

Conventional mode is used for observations that does not exceed 300 kX, otherwise it is High Resolution (HR) mode.

Three different TEM were used for all the presented TEM analyses. TEM JEOL 2010F at CLYM for high resolution (HR) and some conventional picture (B-R3-Si), TEM JEOL 2100 at ILM for conventional analyses of B-R1-Mg, B-R1-PB and B-R1-Si and an other TEM JEOL 2100 at CTµ for the conventional analyses on B-R3-Mg and B-R3-PB. All the TEM images were obtained at 200 kV.

All the rolled graded samples were polished until a thickness of approximately 100 µm. Then for B-R1 and B-R2 samples, they were punched on the targeted compositions and electropolished. The solution used was a mix of methanol (70%) and nitric acid (30%). The tension used was 20 V at a temperature near -20 °C. These preparations were complicated. Due to electrical problems with the electropolishing device, the quality of the thin foils prepared using electropolishing was not sufficient for a precise statistical morphology analysis (by conventional) and for a precise identification of the precipitates (by high resolution). Only a few images could be analysed. Therefore, B-R3 samples were extracted from (100)Al orientated grains using FIB technique. However, unfortunately, surface amorphization occurred for two sites: B-R3-Mg and B-R3-PB. This is why, it was difficult to obtain HR-TEM images of the pecipitates.

The statistical analyses of precipitates dimensions were performed on TEM conventional images. The software used was ImageJ. The A continuous electric potential is applied on the specimen shaped as a very thin needle (R = 50 nm on the tip). The voltage is generating on the tip of the needle, an electric field inducing: polarisation of the atoms, then their ionisation and finally their evaporation. In order to enhance and control properly the evaporation, an high voltage pulse (laser or electric) is applied at the surface. Rising the continuous tension, diminishing the temperature of the specimen [BUF 14] or working at very high vacuum amplify this destabilisation of the surface atoms.

For each pulse, the detector, which collects the atoms, is also calculating their time of flight. A light element will go faster than an heavy one. The position on the detector inquire about the initial position of the atom [BLA 99]. The speed of the atom is then calculated. Following the law of energy conservation :

v = 2 ne∆V m (B.1)
with m the atom mass, n × e its electric charge and ∆V the applied tension It is thus possible to trace back to the chemistry nature of the atom through its mass and its electric load. This is time of flight mass spectrometry.

Sample preparation

The sample preparation followed the procedure detailed by Lefebvre et al. [LEF 16]. Ideally, the needle is shaped from a 0.3 × 0.3 × 20 mm 3 stick. Only sticks of 0.2 × 0.3 × 15 mm 3 could be extracted from the rolled sample B-R4. These asymmetries interfere during electropolishing and more especially during the APT analyses. Only one sample, B-R4-2, prepared through this For the precipitates characterisation, a method of detection of surface combined with concentration verification is used to assign each atom present in the volume of a phase [HAS 09]. The threshold used in the analysis to define the isosurface was set at 12% of Mg+Si. With this technique some atoms are belonging to the precipitate but are still in the matrix. This is the overlapping zone. To get to the precipitate compositions, a content profile is plotted depending on the distance between the atoms and this interface. This method is named "proxygram" [HAS 09]. An example on an observed precipitate from B-R4-1 specimen is given The goal is to make a precipitation simulation along an Al-Mg-Si gradient. Mg and Si are variating along this gradient. In this aproach, 10 nods will represent the gradient. They will then be subjected to a thermal treatment. "systemName": nameSample, "VU1": V_at_u1, "VU2": V_at_u2, "VBeta": V_at_beta, "VBetap": V_at_betap, "VBetapp": V_at_betapp, "VSi": V_at_si, "VBp": V_at_Bp, "D0_Si":D0_Si*15, "Q_Si":Q_Si, "D0_Mg":D0_Mg*15, "Q_Mg":Q_Mg, "M_Si":M_Si, "M_Mg":M_Mg, "M_Al":M_Al, "t": t_prec, "T":T_prec, "N":N_nodes} with open(input_filename, 'w') as f: f.write(input_file) results = preciso.runSimulation(input_filename,debug=False)#True)

input_template_connectivity += input_template_connectivity_i input_template =␣ →"""########################################################################### # AlMgSi -PreciSo input file -Results # ########################################################################### # Matrix

Results

All results are stored in convenient pandas DataFrames.

[8]: phaseRslts=['betapp','betap','u2','Bp','si'] phaseLatec = [r"$\beta$''",r"$\beta$'",'U2',"B'",'Si'] Recycling Al alloys often leads to uncontrolled ranges of alloying elements compositions. Alloy design based on recycling must therefore account for these composition variations on the alloy properties. High-throughput approaches, such as graded material studies are well adapted to tackle this problem. 6XXX series is a good case study since the contributions of Mg and Si on the metastability cascades are not perfectly understood.

In this PhD, graded materials, with a variation in both Mg and Si contents, are manufactured by powder metallurgy. Mg-rich powder is first poured on Si-rich powder. Then these two powder beds are consolidated by Spark Plasma Sintering and then subjected to a solutionizing treatment during which Mg and Si gradients form and widen. Microstructure and hardness are first characterised along the gradient. Then, an ageing treatment at 170°C is performed to get a whole range of precipitation sequences. The effect of composition on precipitation kinetics (precipitation pathways, precipitation state, hardness) are characterised using TEM, DSC and SAXS. A mean field framework based on classical nucleation and growth theories coupled with a hardening model has been developed and successfully compared to the experiments. 
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Figure 1 :

 1 Figure 1: Global greenhouse gas emissions (in kg of equivalent of CO 2 per kg of produced Al) per unit process depending on the emission type. The electrolysis is the main responsible process of greenhouse gas emissions in the world production of Al [NUN 16].

Table 2 :

 2 Distribution of energy sources (in %) used in Al production for the main countries or regions producers of Al in 2010 [NUN 16] years until becoming predominant [SVE 15]. The losses are unavoidable though and the storage of Al in the products tends to prove that production have to go on to pursue the rhythm of global consumption. Figure 2 shows the evolution of Al world production over the years and its distribution between the different regions [JÉG 21].

Figure 2 :

 2 Figure 2: Evolution of Al world production over the years and its distribution between the different regions [JÉG 21]

Figure 3 :

 3 Figure 3: Optical microscopy images of gradded materials with different techniques. a: diffusion bonding [GHO 03], b: multiples [ZHA 04], c: additive manufacturing [VIL 21], d: linear friction welding [GUM 16]

Figure 4 :

 4 Figure 4: Precipitation composition dependence in Al-Cu-Li-Mg alloys. a: hardness measurements along an Al-Cu-Li-Mg gradient at different thermal state [GUM 16]. b: DSC thermograms across the diffusion couple [IVA 18]. Mg content hardens the sample at different stages of the ageing. It has also direct influence on clustering.

Figure 5 :

 5 Figure 5: Cross section of the 1 mm Al graded wire before and after 2 h annealing at 550 °C to achieve a composition gradient and nanohardness map after 4 h ageing at 190 °C to achieve precipitation hardening.

Figure 6 :

 6 Figure 6: Evolution of the mechanical properties of Al-Mg-Si alloys with the amount of Mg 2 Si in the alloy during isothermal treatments. a: Yield strength [GUP 01] and b: Vickers hardness [TAK 96]

  [GUP 01] and for Takeda et al. [TAK 96], precautions were taken for the three alloys presented to be near 8 2023 -Justine Taurines -MATEIS & LMI laboratories Introduction pseudo-binary alloys. Small excesses of Si and/or Mg are reported though.

Figure 7 :

 7 Figure 7: Pseudo-binary phase diagram, thermal cycle and microstructure evolution during precipitation hardening

Figure 8 :

 8 Figure 8: Representation of the different stages of precipitation in Al matrix [MAI 10]. a: Supersaturated solid solution, b: Guinier-Preston zones and β ′′ phase, c: β ′ and d: β

10 2023 -

 2023 Justine Taurines -MATEIS & LMI laboratories Introduction sequence can be altered with a higher tendency to form the cuboid-β phase [DOA 02]. An other important feature for Mg excess alloys should be pointed out. Their precipitation is more influenced by incomplete solutionising condition. Indeed Doan et al. [DOA 02] show that hardness is improved with Mg excess when the composition permits complete solutionising.

Figure 9 :

 9 Figure 9: Evolution of hardness with variation of Si excess during ageing treatment at 210°C after solutionising and quenching [FUK 06]

  [XU 16] and to Al-Mg-Si alloys [HAN 17]. Si excess can also be negative: intergranular corrosion is enhanced by the larger number of precipitates present on the grain boundaries [ZHE 17]. During natural ageing, there are also more clusters in Si excess alloys and these ones are richer in Si [TAK 96, ARU 15]. During pre-ageing at 70°C, there are more clusters as well, and these ones are nucleation sites for β" formation, accelerating hardening [MUR 98a]. With an excess of Si, the precipitation sequence changes significantly. Over the years, DSC Introduction measurements coupled with characterisation techniques, such as TEM, clarified the succession of the new phases involved [MAR 97, DON 98, MAT 05, AFI 08]. Three new semi-coherent phases U1, U2 and B' (or type A, type B and type C) can precipitate. And the proportion of these phases are dependent of the excess of Si and of the thermal state (see Figure 10).

Figure 10 :

 10 Figure 10: Frequency of each semi-coherent phase a: depending on the Si content for samples aged at 250°C [MAT 05] and b: depending on ageing time for a sample with 0.4 Si excess [MAT 00]

Figure 1 .

 1 Figure 1.1 shows scanning electron microscope (SEM) images of the initial powders.

Figure 1 . 1 :

 11 Figure 1.1: SEM images of the initial powders. a: pure Al, b: Al-8Mg and c: Al-2Si. Pure aluminium is non spherical. Size differences are visible.

X

  Figure 1.2: X-ray diffractograms of Al alloys. In a and b: with high content of Si, in c and d: with medium or no content of Si and Mg and in e and f: with high content of Mg. The five main peaks are from the FCC aluminium phase. Al-8Mg has a shift of its Al peaks explained by the dilation of the lattice due to Mg insertions.

Figure 1 .

 1 Figure 1.3 describes the manufacturing steps of the graded samples.

Figure 1 . 3 :

 13 Figure 1.3: Detailed manufacturing steps to obtain the graded samples. In full line, the route the most used. Degassing and rolling with recrystallisation steps can be added, depending on further characterisations.

Figure 1 .

 1 4, the microstructure is different on each side of the interface, showing the inheritance of the initial two powder beds and the moderate interdiffusion upon SPS. The Mg-rich part stands out with a partial cellular microstructure made of Mg oxides around the former powder (image b and c) and with small crystallographic grains (image d and e). Small 20 2023 -Justine Taurines -MATEIS & LMI laboratories

Figure 1 . 4 :

 14 Figure 1.4: Microstructure of a sample after sintering from an Al-1.2.wt.%Si Al-2.6wt.%Mg diffusion couple. image a, b and c: BSE images of Si side, of the interface and of Mg side respectively. image d and e: EBSD images at the interface and of Mg side.

  Figure 1.5: EBSD grain size distribution from samples out of Al-1.2wt.%Si and Al-2.6wt.%Mg diffusion couple. Grains slowly grew during interdiffusion treatment at 550 °C on both sides. Medium diameter is a weighted average with the areas.
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Figure 1 . 6 :

 16 Figure 1.6: Microstructure of a sample from an Al-1.2wt.%Si Al-2.6wt.%Mg diffusion couple after interdiffusion and water quench. a, b and c : Al-Si side BSE, SE and EBSD images respectively. d, e and f : BSE images of the middle of the sample. g and h : BSE and EBSD images of Al-Mg side. The microstructure is different along the gradient. Pores are larger on Si side. Fe-intermetallic particles are varying in their chemistry, sizes and morphologies. Mg 2 Si phase is present near the interface on the Mg side.

Figure 1 .

 1 8 is representing the different atoms fluxes. The details of the model are presented in Appendix A.

Figure 1 .

 1 Figure 1.8: Schematic of the Si bi-diffusional regime model. Si solutes can diffuse through the bulk or faster through the grain boundaries (GB). A flux between the two systems is also present for each node i.
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  The hardness data were converted to yield stress thanks toMyhr et al. equation [MYH 01] : HV = aσ y + b (1.3) With • HV the Vickers hardness and σ y the yield stress in MPa • a = 0.33 HV/MPa [MYH 01] • b = 16.0 HV [MYH 01] From the yield stress, one can extract the solid solution contribution σ SS following this equation of a classical law of mixture considering the various obstacles strengths [DES 98] : σ y = σ Al + σ SS + σ p (1.4) With • σ Al = σ 0 + k √ d from Hall-Petch law [COR 16] σ 0 = 10 MPa the chemistry-dependent constant for pure aluminium [DES 98, COR 16] k = 90 MPa.µm 1/2 the microstructure-dependent constant [COR 16] d = 11 µm for Mg-side or 19 µm for Si-side the medium grain diameters from EBSD results Figure 1.5 • σ p = 0 MPa the precipitation contribution after water quench
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 1 Figure 1.10: Analyses on a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench. a: WDS solid solution composition, b: Vickers hardness and c: solid solution yield stress along the gradient.

  [GUI 59]. The concentration of vacancies in the sample is rising with the solutionising temperature and with the quenching rate. Three types of clusters have been identified: mono-species clusters of Si or Mg, co-clusters of Mg and Si and Guinier-Preston zones (GPZ). They can influence the hardness during artificial ageing treatment [ABD 08]. The first clusters to appear are mono-species, unorganised and with a strong concentration in vacancies. For some authors, Mg clusters are directly present after quench [MUR 98b]. Others claim that Si clusters are the ones trapping the quench-vacancies [DUT 91, FAL 16]. Then, with the enrichment of Mg, Si clusters are becoming co-clusters of Mg and Si. Those clusters can be organised as mono atomic layers (for mono-species) or as multi-layers (for co-clusters). Finally, with sufficient Mg atoms, the clusters with one atom of Si for one atom of Mg are MgSi co-clusters. Vacancies are still present among them [GAB 07, EDW 94]. With further enrichment in solutes and coarsening, the clusters are forming the GPZ. These are observable by transmission electron microscopy (TEM) Figure 2.1a, b and c [MAT 98]. Their chemistry is similar to that of MgSi co-clusters. With a Si excess, the chemistry of the clusters is richer in Si. Similarly, with a Mg excess the chemistry is richer in Mg. Otherwise the Mg/Si atomic ratio of these GPZ is close to 1 [POV 13]. Povoden [POV 13] proposed the chemistry of Al 2 MgSi (see Figure 2.1e) allowing to be coherent with the Matrix, instead of MgSi proposed by Matsuda et al. (see Figure 2.1d).

Figure 2 .

 2 Figure 2.1: a: GPZ aged at 70 °C observed by TEM, b and c: enlarged photographs of regions marked by circles A and B in a, d: structure of the GPZ observed next to Al layer [MAT 98], e: structure of ordered GPZ [POV 13]. Matsuda GPZ are defined as a singular layer whereas Povoden is considering multi-layers GPZ surrounding Al plans.

  Bibliographic review: precipitation in Al-Mg-Si alloys During the first stages of β" formation, the pre-β" chemistry would still have Al in substitution: (Al,Mg) 5 Si 6 [MAT 99] before getting to Mg 5 Si 6 . The degree of coherency would decrease as the loss of atoms of Al to the profit of Mg occurs [MAR 01]. All the observed β" precipitates have a monoclinic crystallography, see Figure 2.2b. There are lattice differences though depending on the composition of the alloys. With secondary elements or with Si excess, the crystallography changes from that of Al-Mg-Si model pseudo-binary alloys. Mainly, those changes are grouped in two families. Those with in average : a = b = 0.7 nm, c = 0.4 nm and γ = 73°and those with a = 1.5 nm, b = 0.4 nm, c = 0.7 nm and β = 105°. Those two families are actually linked. Their lattice are only defined differently.

Figure 2 .

 2 Figure 2.2: a: TEM image of a slice of an erected β" precipitate [MAT 05] and b: structure of the β" lattice [AND 98]

  The β' precipitates are large rods. Their diameter have several tens of nm, Figure2.3a, and their length are between 200 nm and 2 µm. Vissers et al. [VIS 07] measured their mean diameter at 10 nm. With a Si excess, the morphology is similar.

Figure 2 .

 2 Figure 2.3: a: TEM image of a β' precipitate [MEY18], b: structure of the β' lattice [VIS07] and c: lattice structure of β 0 ' [MAT00]

Figure 2 .

 2 3b, can have 3 different orientations with the matrix [MAT 93b]. The second family are those with a = c = 0.4 nm, which are actually a less organised form of β', Figure 2.3c. These early β' precipitates are named β 0 '. For Si excess alloys, β' and β 0 ' lattice structures present almost no changes compared to pseudo-binary alloys. These phases are only richer in Si. However, three new semi-coherent phases can be observed. 38 2023 -Justine Taurines -MATEIS & LMI laboratories Bibliographic review: precipitation in Al-Mg-Si alloys
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 2 Precipitation characterisations on Al-Mg-Si graded samples The first one named U1 (or type A) is composed of large rods of average diameter ranging between 50 and 100 nm (Figure 2.4a). They are very rich in Si. They could be formed from dissolved solutes of β' in addition with Si present in the Al matrix. Their chemistry can have a Mg/Si atomic ratio down to 0.3. Based on experiments, Matsuda et al. [MAT 00] proposed a composition of Al 4 MgSi 5 but Froseth et al. [FRØ 03a] ab-initio calculations considered the chemistry of Al 2 MgSi 2 more relevant. Their crystal structure is also hexagonal with a = 0.405 nm and c = 0.67 nm (Figure 2.4d).

Figure 2 .

 2 Figure 2.4: TEM images of a: U1 [MAT 00], b: U2 [MAT 00], c: B' [MEY 18a] and their lattice structure respectively d, e and f [CHE 20]
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 2023 Justine Taurines -MATEIS & LMI laboratories are described by Matsuda et al. [MAT 96, MAT 00]. Their nucleation is more frequently heterogeneous than the other metastable phases [MAT 05, TEI 11]. DFT calculations again is giving a stable form for Mg 9 Al 3 Si 7 chemistry [RAV 04, POV 13]. The structure lattice is once again hexagonal with a = 1.04 nm and c = 0.405 nm and is very close from Q' and Q precipitates that are formed in Al-Mg-Si-Cu alloys, Figure 2.4f [CHE 20].2.1.1.3 Non coherent stable phasesThe stable phase β appears finally for long overageing treatments or at high temperature. It is responsible for the apparition of low mechanical properties (hardness and strength) sometimes called the softening sequence of the alloy. β precipitates form as large plates of 0.01 to 20 µm (Figure2.5b) [JAC 72].

Figure 2 .

 2 Figure 2.5: a: lattice structure of β [MOR 14] and b: conventional TEM images of β plates [GAB 07]
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Figure 2 .

 2 Figure 2.6: Evolution of the microstructure during artificial ageing on TEM conventional images in a: GPZ [MUR 98b], in b: β" hardening precipitates [SON 11] and in c: β stable precipitates [GAB 07]

Figure 2 .

 2 Figure 2.7: Representation of a: the Orowan by pass and b: the shear mechanism [MAI 10]

Figure 2 .

 2 Figure 2.8: For a constant volume fraction, illustration of the stress required to cross the precipitate depending of its radius. σ bp represents the strength to by-pass and σ sh the strength to shear [POL 95, MEY 18b].

Figure 2 .

 2 Figure 2.9: Hardness evolution with ageing time at 180 °C depending on a: Mg 2 Si content and b: solute content [TAK 96], Table2.4 for detailed compositions
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 2 Figure 2.10: Takeda and Marioara samples compositions on an isothermal section at 200 °C
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Figure 2 .

 2 Figure 2.11: Hardness evolution with ageing time at 175 °C depending on the solute content a: for Si excess alloys and b: for Mg excess alloys and Si excess with low Mg + Si content [MAR 05]
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 2023 Justine Taurines -MATEIS & LMI laboratories In Figure 2.12, Son et al. [SON 11] performed DSC on a pseudo-binary alloy with a composition of Al-0.83at.%Mg-0.4at.%Si. DSC curves are presented depending on their pre-ageing time under 210 °C before DSC.

Figure 2 .

 2 Figure 2.12: DSC thermograms on Al-0.83at.%Mg-0.4at.%Si alloys at different 210 °C ageing states [SON 11]
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  same graded sample (A) as presented at the end of Chapter 1 is used in this paragraph. The composition of the solid solution (SS) in Mg and Si obtained from WDS analyses along the graded material position is presented again Figure 2.15. From those two experimental fits (procedure detailed in Appendix B), different parameters have been calculated such as: the Mg/Si atomic ratio. The available contents for formations of β -Mg 2 Si or β" -Mg 5 Si 6 are represented in at.%. The excesses of Si or Mg to the pseudo-binary composition are represented as well in at.%.

Figure 2 .

 2 Figure 2.15: WDS solid solution composition of a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.

Figure 2 .

 2 Figure 2.16: Gradients compositions represented on 200 °C isothermal section of ternary phase diagram

Figure 2 .

 2 Figure 2.17: Coloured map of the microhardness measurements during interrupted treatment at 170 °C on a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench. a: real data b: linear interpolation. The maximum strengthening is obtained almost in the centre of the gradient.

Figure 2 .

 2 Figure 2.18: Microhardness measurements during interrupted treatments at 170 °C on a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench. 3 degrees polynomial fit depending on a: time b: position. Precipitation kinetics are different depending on the composition.

  Figure 2.19: 3D representations of the microhardness measurements linearly interpolated during interrupted treatment at 170 °C on a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench. Precipitation kinetics are different depending on the composition.

Figure 2 .

 2 Figure 2.20: WDS solid solution composition of a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.

Figure 2 . 21 :

 221 Figure 2.21: DSC thermograms on 9 homogeneous slices along a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.
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 2023 Justine Taurines -MATEIS & LMI laboratories As expected from literature [TAK 96], semi-coherent peaks were not properly separated from coherent peaks even for Si excess. Indeed, as presented in the literature review (section 2.1.3.2) with Gupta et al. [GUP 01] Figure 2.13, Mg 2 Si contents were too low.

Figure 2 .

 2 Figure 2.22 gathers the isothermal DSC measurements on the same sample B used in the previous part. Composition profiles are presented in Figure 2.20 and the specific composition data of each homogeneous slice is recapitulated Table 2.7.

Figure 2 .Chapter 2 -

 22 Figure 2.22: DSC thermograms during isothermal treatment at 170 °C on 9 homogeneous slices along a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.
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Figure 2 .

 2 Figure 2.23: Precipitation states investigation and results obtained from each characterisation techniques

  Figure 2.24: Representation of the studied compositions on 200 °C isothermal section of ternary phase diagram depending on the characterisation techniques used

Figure 2 .

 2 Figure 2.25: Precipitates mean diameter evolution measured by SAXS at different ageing treatments at 170 °C for an Al-1.0Si-0.6Mg-0.1Fe-0.2Mn homogeneous sample in at.%. 5 different X-ray energies are tested.

Figure 2 .

 2 Figure 2.26: Precipitates mean diameter evolution measured by SAXS at different ageing states for an Al-0.6Si-1.0Mg-0.12Cu-0.13Fe-0.1Cr-0.06Mn homogeneous sample in at.%. 5 different X-ray energies are tested.
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 2 2023 -Justine Taurines -MATEIS & LMI laboratories65 Precipitation characterisations on Al-Mg-Si graded samples2.3.1.2 Measured diameters for the graded samplesASAXS measurements were then successfully performed on five Mg-Si graded rolled slices extracted from the same bulk sample (C). Each slice gradient was aged at different states: 1 h, 8 h, 1 day, 3 days and 8 days at 170 °C. The EDX composition profiles of these samples are presented in Appendix C. Unfortunately, profiles of Mg 2 Si and of excesses content in SS show some differences from one sample to another. And, more important, those values count a non negligible uncertainty which is due to the sample preparation. Especially on Mg-rich side for Mg content. Relative uncertainty of the Mg/Si ratio is therefore calculated with ∆x Si = 0.05% and ∆x Mg = 0.2%.The SAXS results are presented regarding to Mg/Si atomic ratio Figure2.27.

Figure 2 .

 2 Figure 2.27: Precipitates mean diameter evolution measured by SAXS for the first two energies (E1 and E2) at different ageing treatments at 170 °C for different compositions (Mg/Si ratio) along gradients of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple.
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 2023 Justine Taurines -MATEIS & LMI laboratories Influence of composition on precipitation states For compositions with Si excess (Mg/Si < 2), at any ageing state, the precipitates mean diameter is increased with Si decrease. As described by Marioara et al. [MAR 05], precipitates are smaller with strong Si excess. All the precipitates present are taken in consideration though, even pure Si precipitates. If those precipitates are present and are really small they could lower the mean diameter even if the metastable precipitates of β are not smaller. In the literature, to the author's knowledge, only Chang et al. [CHA 15] measured precisely the diameter of precipitates in a model Al-Mg-Si alloy with Si excess (0.43wt.%Mg-0.47wt.%Si).

Figure 2 .

 2 Figure 2.28: Conventional TEM images of precipitates with an ageing treatment of 16h at 170 °C for different sites of the gradients. a: B-R1-Mg (not perfectly orientated), b and d: B-R1-PB in bright field, c: B-R1-Si in dark field

Figure 2 . 29 :

 229 Figure 2.29: Precipitates sizes extracted from TEM conventional images for the different sites aged at 170 °C.

Figure 2 .

 2 Figure 2.30: HR TEM images and their FFT of precipitates present for an ageing treatment of 16 h at 170 °C for different sites of the gradients. a: B-R2-Mg, b and d: B-R1-PB and c: B-R1-Si

  Figure 2.30b and d. The FFT images show a β ′ 0 precipitate and a β'. The β ′ 0 has clear distinctions from β' precipitates. First the HR image shows a more unorganised structure and the FFT image present partial extinctions of the first stains in (100). 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples

Figure 2 .

 2 Figure 2.31: Conventional TEM images in bright field of precipitates with an ageing treatment of 1 month at 170 °C for different sites of the gradients. a: B-R3-Mg, b: B-R3-PB and c: B-R3-Si

  Figure 2.33: Distribution of length extracted from conventional TEM images on samples aged during 1 month at 170 °C. a: B-R3-Mg, b: B-R3-PB and c: B-R3-Si
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 2023 Justine Taurines -MATEIS & LMI laboratories Influence of composition on precipitation states 2.34, three precipitates from the same strong Si excess site (Mg/Si = 1.0) are presented.

Figure 2 .

 2 Figure 2.34: HR TEM images and their FFT of three typical precipitates present for an ageing treatment of 1 month at 170 °C for Si excess site (B-R3-Si). a: precipitate presenting two lattice types U2 on the left and B' on the right, b: U2 precipitate and c: B' precipitate

  7 for 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 2 -Precipitation characterisations on Al-Mg-Si graded samples B-R4-Mg (Strong Mg excess domain) and 0.9 for B-R4-Si (Strong Si excess domain).

Figure 2 .

 2 Figure 2.35: APT reconstructed volume of Mg/Si = 3.7 specimen extracted from B-R4-Mg rolled sample. Two precipitates are highlighted with the isosurfaces of 12% Mg+Si.

Figure 2 .

 2 Figure 2.36: APT content profile from the solid solution to the centre of the large precipitate 1 of Mg/Si = 3.7 specimen extracted from B-R4-Mg rolled sample
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  .1 describes the evolution of precipitates mean radius, precipitates number density and solid solution content during ageing [DES 98].

Figure 3 . 1 :

 31 Figure 3.1: Precipitates and solid solution (SS) evolution during ageing, a: precipitates mean radius and critical radius and b: precipitates number density with solute content in SS [DES 98]

  Figure 3.2: [RAV 04] a: First-principles energetics of fcc-based GP zones in Al-Mg-Si alloys. Geometries for each model are fully relaxed. The Al-containing pre-β" and Mg 1 Si 1 structures fall on or near the convex hull of fcc-based structures. b: Schematic representation of the Al-rich ground state diagram of fcc-based GP zones of Al-Mg-Si on a ternary Gibbs' triangle. Filled circles are structures which fall on or near the convex hull and are therefore deemed energetically competitive models for GP zones.

  Several methods used to describe precipitation kinetics are gathered under the name of mean 84 2023 -Justine Taurines -MATEIS & LMI laboratories

Figure 3 . 3 :

 33 Figure 3.3: Schematic representation of the clustering mechanism in Al-Si-Mg according to the KMC model [LEE 22]

Figure 3 . 5 :

 35 Figure 3.5: Morphology of rod type precipitates [MEY 18b] Figure 3.6 is representing ∆G(r) with a fixed ratio ξ.
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  3.16) with 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 3 -Simulation of precipitation through Al-Mg-Si graded alloys • X i solute content at the interface with the matrix • X 0 solute content very far from the interface or solid solution concentration • D diffusion coefficient of the solute in the matrix A mass balance leads to:

  Taurines -MATEIS & LMI laboratories

  hardening used this second approach [HOY 91, MAT 79, MYH 04, DES 98, BAR 14]. For example, the "process model" of Shercliff et al. [SHE 90a] correctly simulated the mechanical properties evolution for 2xxx and 6xxx Al series during isothermal treatment but presented issues for complex thermal treatment [SHE 90b]. Since then, the model was up-graded [HOR 93, DES 98] and a better comprehension of the phenomenon involved during various thermal treatments made it evolved as well [LIU 03, MYH 01, MYH 04, MYH 10, MYH 15, FAZ 08, GAL 08, GHI 18]. Finally, each progress gained in KWN microstructural models improves as well the precision of this yield strength model. Some variant models simplify the problem and provide yield strength values using empirical proportionality links requiring only radius and volume fraction of precipitates [SIM 12]. One model was developed by Esmaeili et al. [ESM 03b] for Al-Mg-Si systems [ESM 05, YAZ 09].

  23) 2023 -Justine Taurines -MATEIS & LMI laboratories Chapter 3 -Simulation of precipitation through Al-Mg-Si graded alloys with M the Taylor factor The homogenisation form with i = 1 is convenient for systems with few strong contributions among many weak contributions [DES 98, QUE 10, BRO 71]. Koppenaal et al. [KOP 64] and Kocks et al. [KOC 75] used a quadratic form with i = 2 for same magnitude order contributions with different obstacles density [DES 98]. A particularly effective quadratic form obtained good predictions for a very large configuration range [KOC 75]. It is now commonly used by many authors [DES 98, FRI 11, BAR 14]. It gives precipitation hardening alloys yield strength σ y depending on the different contributions as following:

  27) with • M the Taylor factor, this value is usually included between 2 and 3 for 7xxx Al alloys [STA 03] 92 2023 -Justine Taurines -MATEIS & LMI laboratories • α constant between 0 and 1 representing the interaction between mobile dislocations and forest of dislocations. Deschamps et al. [DES 98] estimated this value at 0.27 in a Al-Zn-Mg alloy. • µ = E 2(1+ν) shearing modulus of pure Al defined for isotropic material with the Young's modulus E and Poisson's ratio ν • b Burgers vector • ρ the dislocations density This contribution is only used for materials with many dislocations such as work-hardened materials.
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 3953 37)with l i the precipitates length in the class i These expressions are close to the ones used for 6061 strengthening simulation byBardel et al. [BAR 14]. A correction of the L expression has been taken in consideration though according to Nie et al. [NIE 96]. In this literature review, various types of precipitation and strengthening simulation methods were presented. For precipitation in Al-Mg-Si systems, Mhyr et al. [MYH 01] model validates 94 2023 -Justine Taurines -MATEIS & LMI laboratories Bibliographic review: microstructural and mechanical evolution described by precipitation simulations the combination of KWN precipitation model with yield strength simulation based on various experimental data. In this study, and in similar studies, only one type of precipitate is used though to represent all the chain of precipitates [MYH 04, SIM 07, BAR 14]. Various thermodynamic databases now take into account the many metastable phases of the β family including those occurring in Si excess alloys. For example, the database provided by Povoden et al. [FAL 10, POV 13] has successfully simulated (using MatCalc software) DSC experiments. Using this database and software, Du et al. [DU 17] presented an interesting precipitation model adapted for over-ageing. In this context, a coupled precipitation and yield strength model will be developed and carried out on the range of compositions studied in the precedent chapter using numerous precipitates in competition based on the previous work of Meyruey et al. [MEY 18b]. 2023 -Justine Taurines -MATEIS & LMI laboratories Simulation of precipitation through Al-Mg-Si graded alloys

  For each time step t, two equations are solved (Figure 3.7). First, the nucleation rate equation (equation 3.15) provides the number of nuclei formed in a new class. Then, the resolution of the growth rate equations (equation 3.22) changes the radius value of each class present. All these equations are detailed in the previous literature review.

Figure 3 .

 3 Figure 3.7: Visualisation of the equations resolution of PreciSo for each time step [PER 07]

Figure 3 . 8 :

 38 Figure 3.8: General algorithm of PreciSo [MEY 18b]

  mechanical parameter β depends on the form and the nature of dislocations. Different values are presented in the literature for 6xxx Al alloys: 0.25 [BRO 71] 0.28 [GAL 08, SIM 12] 0.36 [MYH 04] 0.37 [MEY 18b] 0.5 [DON 99]. This parameter is then also adjustable. Its value should not be outside [0.25;0.5].

3 / 2

 32 In this mechanical model: M = 2 [DES 98], E = 71.5 GPa [MAI 10], ν = 0.33 [SHA 00] and b = 2.86×10 -10 m [BAR 14] from the Al lattice parameter a = 4.05×10 -10 m [RAV 04]. k, the 98 2023 -Justine Taurines -MATEIS & LMI laboratories

  .40) with • σ 0 = 10 MPa the chemistry-dependent constant for pure aluminium [DES 98, COR 16] • k = 90 MPa•µm 1/2 the microstructure-dependent constant [COR 16] • d = 11 µm for Mg-side or 19 µm for Si-side the medium grain diameters from EBSD results
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 3 Figure 3.9: Representation of the system considered divided in N nodes
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Figure 3 .

 3 Figure 3.10: Mg and Si interdiffusion coefficients evolution with temperature [FUJ 78, MIN 83]. No experiments were done underneath 400 °C. The extrapolated uncertainties provided by the authors are underestimated for 170 °C.

  Figure 3.11: Chemistry of the precipitates at equilibrium with FCC domain depending on the inverse temperature and for 9 different node compositions of the sample B
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 3 Figure 3.13: Evolution of solubility product with temperature (from TCAL4) for each possible precipitate in the sample B. Thermodynamic parameters A and B are extracted using log 10 (K s ) = A/T + B

3 .

 3 The article of Zhang et al.[ZHA 10] reminds that the coherent phase β" has an interfacial energy estimated around 0.1 J•m -2 whereas semi-coherent precipitates surface energy should be situated between 0.3 and 1 J•m -2 [LIU 96, WAN 07]. Du et al. [DU 17] simulated precipitation in Al-Mg-Si alloys using KWN model with similar precipitates. As Povoden et al. [POV 13], they have calculated the interfacial energies based on the solution enthalpy of the precipitation phase (also named the Broken-bond method developped by Kozeschnik et al. [KOZ 07, SON 09]). The interfacial energies γ used in Du's simulation were actually different, see

  [MEY 18b]. 106 2023 -Justine Taurines -MATEIS & LMI laboratories Coupled precipitation/hardening model in a gradient
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 33 Figure 3.14: Sensitivity study of the energy surface parameter on precipitation of β" (via number density, mean radius and volume fraction) on a node of composition Mg/Si = 0.8 from sample B. Literature diffusion coefficients were here multiplied by 20.

Figure 3 .

 3 Figure 3.15: Sensitivity study of the surface energy parameter of β' on precipitation (via number density, mean radius and volume fraction) on a node of composition Mg/Si = 1.6 from sample B. Literature diffusion coefficients were here multiplied by 20.
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Figure 3 .

 3 Figure 3.16: Sensitivity study of the surface energy parameter of B' on precipitation (via number density, mean radius and volume fraction) on a node of composition Mg/Si = 0.8 from sample B. Literature diffusion coefficients were here multiplied by 20.

Figure 3 .Figure 3 .

 33 Figure 3.17: sensitivity study of the diffusion coefficients Mg and Si on precipitation (via number density, mean radius and volume fraction) on a node of composition Mg/Si = 4.3 from sample B

Figure 3 .

 3 Figure 3.18: Confrontation between experimental TEM results and volume fraction simulation during ageing at 170 °C on sample B for each node

Figure 3 .

 3 Figure 3.19: Confrontation between experimental TEM results and radius simulation during ageing at 170 °C on sample B for each node

Figure 3 .

 3 Figure 3.20: Confrontation between solid solution content evolution simulation and experimental APT results during ageing at 170 °C on sample B for each node

  .44) with N A the Avogadro constant and i the precipitate It is therefore possible to simulate DSC experiments from PreciSo volume fractions. In the next Figure 3.21, simulated DSC experiments by PreciSo on the sample B (with the previously presented parameters) are confronted with the true DSC experiments (conducted in the Chapter 2) in the same conditions: from -25 °C to 550 °C with a heating rate of 5 °C/min.

Figure 3 . 21 :

 321 Figure 3.21: Sample B confrontation between experimental DSC results (full line) and simulated heat (dash line) during standard continuous heating for each node

Figure 3 .Chapter 3 -

 33 Figure 3.22: Sensitivity study of β on simulated yield strength during ageing at 170 °C for the node of composition Mg/Si = 0.01 of the sample A and confrontation with experimental microhardness results (converted in yield strength following Myhr conversion [MYH 01])

Figure 3 .

 3 Figure 3.24: Confrontation between yield strength evolution simulation and experimental microhardness results (converted into yield strength) during ageing at 170 °C on sample A for each node

Figure 3 .

 3 Figure 3.25: Confrontation between experimental hardness and modelled hardness during ageing at 170 °C depending on the position in the gradient A

  2023 -Justine Taurines -MATEIS & LMI laboratoriesChapter 3 -Simulation of precipitation through Al-Mg-Si graded alloys On the Figure3.26, the colormap are plotted depending on Mg/Si instead of the position. It is here important to remind that there is a variation of Mg 2 Si SS content between the different ratio (this second variation is also considered in the model).

Figure 3 .

 3 Figure 3.26: Confrontation between experimental hardness and modelled hardness during ageing at 170 °C depending on the atomic ratio Mg/Si within the gradient A
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Figure 3 .

 3 Figure 3.27: Modelled hardness during 170 °C ageing along the A gradient while considering only β" (a), β' (b), U2 (c), B' (d) or Si (e) precipitation

f U 2 v 2 v> 0 .Chapter 3 -Figure 3 .

 22033 Figure 3.28 represents the influence of the real phase regions on hardening for short to very long ageing times. Note that for the very long ageing times, two phases are missing β and U1.

  .26). 122 2023 -Justine Taurines -MATEIS & LMI laboratories Model output: link between microstructural and mechanical evolutions

  Figure 3.29: TTT diagrams for 4 different initial compositions of B sample of atomic ratio a: Mg/Si = 0.8 (Strong Si excess) b: Mg/Si = 1.6 (Si excess) c: Mg/Si = 2.4 (near pseudo-binary) and d: Mg/Si = 3.2 (Mg excess)

Figure 3 .

 3 Figure 3.30: TTT diagrams with simulated yield strength for 4 different initial compositions of the sample B with Mg/Si atomic ratio of: 0.8 (Strong Si excess), 1.6 (Si excess), 2.4 (near pseudo-binary) and 3.2 (Mg excess)

Chapter 3 -

 3 2023 -Justine Taurines -MATEIS & LMI laboratories 125 Simulation of precipitation through Al-Mg-Si graded alloys

126 2023 -

 2023 Justine Taurines -MATEIS & LMI laboratories

128 2023 -

 2023 Justine Taurines -MATEIS & LMI laboratories Conclusion and Perspectives

130 2023 -

 2023 Justine Taurines -MATEIS & LMI laboratories Appendix A -Bi-modal diffusion model A new diffusion model attempts to reproduce the faster diffusion behaviour for Si. The model is based on an interconnected two regimes diffusion with one regular bulk diffusion and one accelerated grain-boundary diffusion.

. 1 .

 1 Figure B.3: Baseline adjustment for isothermal DSC experiments

•

  E1 = K Al α -6 eV = 1559 eV • E2 = K Al α -12 eV = 1553 eV • E3 = K Al α -25 eV = 1540 eV • E4 = K Al α -50 eV = 1515 eV • E5 = K Al α -100 eV = 1465 eV with K Al α = 1565 eV on the beamline Sirius These low energies used in transmission need to pass through the sample. The sample needs to be very thin: around 25 µm for Al alloys.

  Figure B.5).

Figure B. 5 :

 5 Figure B.5: Extraction, example and interpretation of an intensity curve from the scattern pattern of one site on a graded sample aged at 170 °C during 1 day

g2 3 -

 3 s 2 ) for q ≤ Q 2 142 2023 -Justine Taurines -MATEIS & LMI laboratories Scattering characterisations

  Figure B.7: Example on a B-R3 sample of the data treatment ImageJ routine for precipitates lengths and diameters measurements. a: zoom of a raw image, b: its filtred image with length measurements on laying precipitates, c: filtered image with line disposed on standing precipitates for diameters measurements, d: line 33 grey values and measurement of the precipitate diameter and e: line obtained for an other standing precipitate on the same specimen image

Figure B. 8 :

 8 Figure B.8: Functioning principle of Atom Probe Tomography (APT) [MEY 18b]

Figure B. 10 :

 10 Figure B.10: Pattern on the detector for specimen B-R4-1: evaporation artefact and pole figure lines are visible

  Figure B.11. Then the protocol of Hasting et al. [HAS 09] was applied to differentiate the apparent precipitate/matrix interface from the true interface. Following this protocol, the composition of the precipitate considers all the atoms inside the heart of the precipitate but also the solutes of the overlapping zone [MEY 18b]. The two precipitates observed via APT in specimen B-R4-1 were outside the pole figures.

Figure C. 2 :

 2 Figure C.2: EDX solid solution composition of a rolled gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C followed by rolling procedure and then aged during 1 h at 170 °C

0 # 1 . 7

 017 →hard2 hard3 k_sh precipitateConstants betapp 3e-009 triangularPath 71.5e9 0.33 0 0 0 0 precipitateConstants betap 7e-009 triangularPath 71.5e9 0.33 0 0 0 0 precipitateConstants u2 2e-009 triangularPath 71.5e9 0.33 0 0 0 0 precipitateConstants Bp 7e-009 triangularPath 71.5e9 0.33 0 0 0 0 precipitateConstants si 1e-009 triangularPath 71.5e9 0.33 0 0 0 dislocations initialDensity strength betaff dislocations 0 0.5 0.5 #cristalloConstants sigma_0 M a0 lattice cristalloConstant 10000000 2.0 4.05e-010 cfc grainSize 15e-6 0 0 0 young 273 71.5e9 poisson 273 0.33 """ #print(input_template) Note : Any keyword can be replaced by a tag like {{temperature}} to allow templating features. For more details, see notebook N+1. 6 Run of preciso [7]: results = [] # Key -Values to be inserted in the template values = {

#

  fill the template input_file = preciso.fillTemplate(input_template, values) # save the input file using pathlib (plateform agnostic filepaths) input_filename = Path('AlMgSi-graded-results.input')

1

 1 Overview along the gradient for one particular time in hour [10]: t_choice_h_preci = 16 #choice time in hour for the age hardening treatment [11]: ## table of interesting data t_choice = t_choice_h_preci * 3600 #print(t_choice) results_int_t_choice = [] node_real=0 for node in results.precipitation.values(): results_node_int_t_choice = [] columns = [] for column in node.columns : results_int_time = interpolate.

  fig1,ax = plt.subplots(nrows=3, ncols=1,figsize=(7,4*3)) for i in range(3): ax[i].grid(True) k = 0

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Table 1 :

 1 Equivalent CO 2 emitted in kg/MWh for electricity production of each energy source in 2008 [TUR 13]

Table 3 :

 3 Range of composition of the 6061 alloy after ASTM B209 standard

		% Si	Fe	Cu	Mn Mg Cr	Zn	Ti	Others (each) Others (total)
	Min	0.40 -	0.15 -	0.80 0.04 -	-	-	-
	Max	0.80 0.70 0.40 0.15 1.20 0.35 0.25 0.15 0.05	0.15

Table 4 :

 4 Admitted mechanical properties for 6061 Al alloys [DEV 92, SHA 00]

	Introduction				
	Yield stress Tensile strength Elongation at break Young's modulus Poisson's ratio
	σ 0.2 (MPa)	σ U T S (MPa)	ϵ (%)	E (GPa)	ν
	280	310	15	70	0.33

  [FUK 06] [MAT 05] [MEY 18a]. Combinatorial studies are efficient fundamental approaches to cover the influence of composition, temperature or strain on microstructures and mechanical properties [SPR 12]. Regarding Al alloys, Gumbmann et al. [GUM 16] and then Ivanov et al. [IVA 18]

Table 1 .

 1 

		Pure Al	Al-2Si	Al-8Mg
	Atomisation atmosphere	Air	Gas	Gas
	Small diameter D10 (µm)	14	27	6
	Medium diameter D50 (µm)	31	71	16
	Large diameter D90 (µm)	63	163	30
	Morphology	Non spherical	Spherical	Spherical
	Internal porosity (%)	0.2	0.3	0.4
	Composition of Fe, Si and Mg	Al-0.13Fe-0.04Si-	Al-2.06Si-0.09Fe-	Al-7.29Mg-
	measured by ICP (wt.%)	0.01Mg	0.03Mg	0.17Fe-0.06Si

1: Microstructural features of the initial powders used for the diffusion couple 18 2023 -Justine Taurines -MATEIS & LMI laboratories Materials and methods

Table 1 .

 1 2 summarises the interdiffusion coefficients at 550 °C extracted from the two previous EDX profiles (at 20h and 66h) analysed using an erf function, and from MOBAL3 database.

		EDX MOBAL3	Literature
	D Al-Mg ( 10 -13 m 2 /s)	9.9	4.5	5.3 [MIN 83]
	D Al-Si ( 10 -13 m 2 /s)	15.2	4.6	4.7 [FUJ 78]
	Table 1.2: Extracted interdiffusion coefficients
	At 550 °C, the interdiffusion coefficient of Mg in Al is estimated at 5.3 × 10 -13 m 2 /s for
	Al-2at.%Mg by Minamino et al. [MIN 83] and the Si one at 4.6 × 10 -13 m 2 /s for Al-Si alloys
	containing 0.58 to 1.15 at.% Si by Fujikawa et al. [FUJ 78]	

  al. [KOJ 20]. Mg tends to segregate in high-angle GB. Its segregation increases with decreasing temperature. Mg segregation slows down GB diffusion of Al and Mg. In our case, Mg oxides are present on grain boundaries. Their effect on Si diffusion have not been studied yet. Despite this uncer-

		Results and discussion
	tainty, segregation is often directly taken in consideration in the effective diffusion coefficient
	[MIS 99].	
	26	2023 -Justine Taurines -MATEIS & LMI laboratories

Table 1 .

 1 3: Parameters used in the Si bi-modal diffusion model On the other side (Si-rich side), Mg solute either does not have the proper grains (too large) network, either its segregation slows its diffusion through grain boundaries. Both systems diffuse faster than MOBAL3 expectations, though, thanks to grain boundary diffusion.

	2023 -Justine Taurines -MATEIS & LMI laboratories
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Table 2 .

 2 Precipitation characterisations on Al-Mg-Si graded samples

	References Chemical composition Crystallographic structure Lattice parameters (nm) Orientation relationship Phase chemistry % % Si in Other	Mg 2 Si/Mg/Si excess elements	Pseudo-	binary alloys a = 0.3; b=0.33; c=0.4 (without [LYN 82] 1.6 wt.% Monoclinic ; α secondary = β = 90°; γ = 71°[ 001] β ′′ //[001] Al [100] β ′′ ∧ [001] Al = 5°P	elements)	seudo-	binary alloys 0.63 wt. % 0.05 wt.% a=0.714; b=0.658; (with [MAR 97] Mg; 0.35 Fe; 0.01 Monoclinic c=0.405; γ secondary wt.% Si wt.% Ti = 75°[ 100] β ′′ //[3 10] Al ; [010] β ′′ //[230] Al Mg/Si = 1.74	elements)	[ZAN 97] Mg; 0.5 0.4 wt.% Centered 0.5 wt.% monoclinic wt.% Si a=1.516; b=0.405; c=0.674; β = 105.3°M g 5 Si 6	Alloys with 0.01 at.% 0.5 at.% Mg; Silicon excess [AND 98] 0.53 wt.% Si Mn; 0.2 wt.% Fe Centered monoclinic (space group C2/m) a=1.516; b=0.405; c=0.674; β = 105.3°( 010) β ′′ //(010) Al ; [001] β ′′ //[ 310] Al ; [100] β ′′ //[230] Al Mg 5 Si 6	[EDW 98] Mg; 0.79 Cu; 0.022 0.80 wt. % 0.18 wt. % wt.% Fe; wt.% Si 0.01 wt.% Ti Based-centered monoclinic a=1.534; b=0.405; c=0.683; β = 106°( 010) β ′′ //(001) Al ; [001] β ′′ //[3 10] Al Mg/Si = 1.2	[AFI 08] 0-1.6 wt.% 1.16 wt.% Ti Monoclinic a=1.516; b=0.405; 1 wt. % Mg; c=0.674; β Si = 105.3°( 010) β ′′ //(001) Al ; [001] β ′′ //[3 10] Al Mg 5 Si 6	[SAG 96] Mg/Si=1.54 Monoclinic a=0.65; b=0.76; c=0.405; γ = 70°[	MAR 97] Mg; 0.81 0.01 wt.% Fe Monoclinic a=0.714; b=0.658; 0.64 wt. % c=0.405; γ wt.% Si = 75°[ 100] β ′′ //[3 10] Al ; [010] β ′′ //[230] Al Mg/Si = 1	[MAT 99] 1 wt.% 0.4 wt.% (space group a=0.77; b=0.67; Monoclinic c=0.203; γ P 2 /m) = 75°[ 100] β ′′ //[310] Al ; (001) β ′′ //(001) Al Mg 3 Si 6 Al

2023 -Justine Taurines -MATEIS & LMI laboratories 35 Chapter 2 -1: Summary of the properties of the β" phase found in the literature [MEY 18b] 36 2023 -Justine Taurines -MATEIS & LMI laboratories

Table 2 . 2

 22 

	Phase	chemistry
	Orientation	relationship

: Summary of the properties of the β' phase [MEY 18b] (with (*) c value for long ageing times and (**) results obtain from calculations)

Table 2 .

 2 .3 recapitulates the general characteristics of the precipitates that participate to them. MgSi Mg 5 Si 6 Mg 9 Si 5 Al 2 MgSi 2 AlMgSi Al 3 Mg 9 Si 7 Mg 2 Si 3: General characteristics of the different precipitates involved in the precipitation sequence of Al-Mg-Si alloys Finally the precise precipitation sequence of pseudo-binary and Mg excess alloys during isothermal treatment is :

		GPZ	β"	β 0 '/β'	U1 (typ.A) U2 (typ.B)	B' (typ.C) β
	Morph.	at. layer small rod	rod	rod	small rod	flatten rod plate
	Chem. Al 2 Crys. FCC	monoclinic hexagonal hexagonal	orthorhombic hexagonal FCC *
	* fluorite					

Table 2 .4 for detailed compositions

 2 

	Mg Si	Mg 2 Si Mg+Si Mg/Si
	B1 1.28 0.56 1.68	1.84	2.29
	B2 0.83 0.4	1.19	1.23	2.08
	B3 0.54 0.26 0.77	0.8	2.08
	S1 0.83 0.58 1.24	1.41	1.43
	S2 0.83 0.71 1.25	1.54	1.17
	M1 1.01 0.4	1.21	1.41	2.53
	M2 1.18 0.37 1.12	1.55	3.19

Table 2 .

 2 4: Compositions in at.% of the different alloys studied by Takeda et al. [TAK 96] These samples compositions are also represented on the 200 °C isothermal section of the ternary phase diagram of the Figure 2.10. S1 and S2 belong to a ternary domain (Al, Mg 2 Si and pure Si) whereas all the others are in the bi-phased domain (Al and Mg 2 Si).

2023 -Justine Taurines -MATEIS & LMI laboratories

Table 2 .

 2 

		Mg Si	Mg 2 Si Mg+Si Mg/Si
	A1	0.22 1.06 0.33	1.28	0.21
	A2	0.40 0.85 0.60	1.24	0.47
	A3	0.58 0.72 0.87	1.3	0.81
	A13 0.31 0.39 0.47	0.7	0.79
	A12 0.72 0.57 1.08	1.29	1.26
	A11 0.86 0.43 1.29	1.29	2.00

5: Compositions in at.% of the different alloys studied by Marioara et al. [MAR 05] 175 °C ageing. By performing TEM characterisations on specific ageing states, Marioara et al.

noticed that in Si-rich alloys, a very fine precipitate microstructure produces the high hardness state despite the low volume fraction of precipitates. After 17 h at 175 °C, β" precipitates are largely dominant. For longer ageing times, U2 precipitates seem to have a higher stability than β'. Therefore, combinations of β", β' and U2 are observed while over-ageing is slowed down.

Table 2 .

 2 6 and presented on an 200 °C isothermal section of the ternary diagram Figure 2.16. Precipitation characterisations on Al-Mg-Si graded samples Position (µm) At. Mg/Si Available Mg 2 Si (at.%) Mg excess (at.%) Si excess (at.

	%)
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Table 2 .

 2 

6: WDS solid solution composition of a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.

Table 2 .

 2 7 is recapitulating those compositions for the 9 studied slices. The slices are assumed to be homogeneous. The compositions are also presented on the 200 °C isothermal section of the ternary diagram Figure 2.16. The DSC thermograms are gathered in the Figure 2.21. On each curve, between 2 and 4 exothermic pics are present until 450 °C. Precipitation characterisations on Al-Mg-Si graded samples Position (µm) At. Mg/Si Available β (at.%) Mg excess (at.%) Si excess (at.%)

	2023 -Justine Taurines -MATEIS & LMI laboratories	57

Table 2 .

 2 7: WDS solid solution composition of a gradient of an Al-1.2.wt%Si Al-2.6wt%Mg diffusion couple after 10 days homogenisation at 550 °C and water quench.

Table 2 .

 2 10 is recapitulating the information extracted from TEM from the 1 month overaged states.

	Domain	Mg/Si diameter (nm) length (nm) possible phases
	Mg excess (PB)	2.6	(6.2 ± 2.9)	(101 ± 59)	(β')
	Near pseudo-binary (PB) 1.4	(10.2 ± 9.2)	(229 ± 119) (? + ?)
	Strong Si excess (Si)	1.0	(5.5 ± 2.0)	(206 ± 130) U2 + B'

Table 2

 2 

.10: Summary table of 1 month overaged states information extracted from TEM

Table 2

 2 

	76	2023 -Justine Taurines -MATEIS & LMI laboratories

.11 with two SS compositions: one before ageing (obtained with EDX) and one after ageing (obtained from APT).

  Simulation of precipitation through Al-Mg-Si graded alloys of precipitates. The Langer-Schwartz (LS) model is at the base of many of those works [REV 80]. Among them, the classical Lifshitz-Slyozov-Wagner (LSW) treatment allows a better description of coarsening for overageing simulations. Deschamps et al. developed this method for Al alloys [DES 98] but bimodal size distribution [HUT 10] and dissolution at constant mean radius [NIC 03, DES 04, DES 10] cannot be correctly reproduce. • Class models: the precipitates sizes are discretised in numerous classes. Here the number of precipitates in each class is constant and the radius is variable. This class approach was introduced by Kampman and Wagner [KAM 84] and is therefore named Kampman Wagner Numerical (KWN) model. The time step of each class is calculated, or depending on the fluxes between neighbouring classes (Euler implementation), or depending on their size evolution (Lagrange implementation). In this last category, many works have been performed on Al-Mg-Si alloys. Povoden et al. [POV 13] and Du et al. [DU 17] developped CALPHAD-coupled Kampmann-Wagner Numerical (KWN) framework in order to properly simulate the full metastability cascade of 6xxx Al alloys from heterogeneous nucleation, including the semi-coherent phases only present for Si excess alloys. Even if the simulation of all the metastable phases through this database is possible, most of the authors are only considering the main hardening ones. Myhr et al. [MYH 15] used KWN formalism in order to simulate clusters, β" and β' formations (precipitates were considered spherical). Cinkilic et al. [CIN
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Table 3 . 2

 32 .2. Mg 14 Si 15 Al 2 Mg 13 Si 14 AlMg 6 Si 6 AlMg 5 Si 5 Al 3 Mg 11 Si 10 Al 4 Mg 11 Si 9 Al 2 Mg 5 Si 4 B AlMg 6 Si 6 AlMg 5 Si 5 AlMg 4 Si 4 Al 3 Mg 9 Si 8 Al 2 Mg 5 Si 4 Al 2 Mg 5 Si 4 Al 2 Mg 5 Si 4

	Node 0	Node 1	Node 2	Node 3	Node 4	Node 5	6 -10
	A Al 2						

: β" chemistry for each node along the numeric gradients of samples A and B 102 2023 -Justine Taurines -MATEIS & LMI laboratories

Table 3

 3 

	.6.

Table 3

 3 

.6: Surface energies (J.m -2 ) between FCC matrix and the precipitates

[DU 17] 

  .7.

	) Number density (m 3 Mean radius (m)	10 11 10 14 10 17 10 20 10 23 10 9	10 2 D 0 = 10xD literature 0 10 0 10 2 Atomic ratio Mg/Si = 4.3 10 4 D 0 = 15xD literature 0 D 0 = 20xD literature 0 Time (s) '' ' U2 B'	10 6	10 8
	Volume fraction	0.000 0.002 0.004 0.006	10 2 10 2	10 0 10 0	10 2 Time (s) 10 2 Time (s)	10 4 10 4	10 6 10 6	10 8 10 8
	Precipitate	β"	β'	U2	B'	Si
	γ (J.m -2 )	0.068 0.125 0.106 0.076 0.311
	shape factor q 40	40	20	100	2
	Table 3.7: Adjusted precipitate parameters on sample B after experimental TEM confrontation
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Table 3 .

 3 

	8.				
	Precipitate β" β' U2 B' Si
	r c (nm)	3	7 2	7	1
	β		0.5		
	Table 3.8: Adjusted precipitate parameters on sample A after experimental microhardness con-
	frontation				

  .9.

		Parameters	Value		Sources
		Precipitation simulation
	Ageing	Temperature	T = 170	°C
	conditions	Time	t = 1 × 10 8 s
	System	Number of nodes Surface	N = 11 or 9 S = 1 m 2	This work This work
		Lattice parameter	a = 4.05 Å	[RAV 04]
		Atomic volume	V Al at = 1.66 × 10 -29 m 3	[VIS 07]
	Matrix			
		Solute diffusion coefficients		

  • Confront the experimental ASAXS mean radius with the model: would permit to verify if the tendencies observed experimentally are well represented by the model. It would be necessary first to have an important reflexion on the composition of the gradients to simulate. A simpler model (without gradients) could be used instead with the parameters determined in this study. • Add the clusters contribution according to Povoden et al. [POV 13] would improve the model and give an overview of the effect of clusters depending on the composition according to that database. Obtain a conversion equation from hardness to yield strength (and no longer use the one of Myhr) from tensile tests on graded specimens through Digital Image Correlation (DIC)
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Conclusion and Perspectives

•

  4D GB 2023 -Justine Taurines -MATEIS & LMI laboratories 133 quite different from one sample to an other. For sample B, the deletion of oxide points is conducted if w O ≥ 0.5% and if w Mg -w O ≤ 0.3 w Mg . For EDX profiles, the data treatment was slightly different: • All the points with Fe content ≤ 0.25% : are readjusted. w Fe = 0 and w Al is recalculated by difference. • Fe-intermetallic points are deleted if w Fe ≥ 1%. • Oxide points are deleted if w O ≥ 1% • Readjustment of points composition with remaining O: w O = 0 and w Al is recalculated by difference.

Table D .

 D 1: A thermodynamic parameters of each precipitate depending on their position in the graded sample A (from TCAL4) Mg/Si atomic ratio B β ′′ B β ′

			B U2	B B ′	B Si
	0	13.6802 9.8266 1.1083 7.5175 1.1179
	1	12.3588 9.8281 1.1085 7.5191 1.1179
	2	6.4890	9.8303 1.1088 7.5217 1.1177
	3	5.1935	9.8340 1.1094 7.5263 1.1175
	4	12.6533 9.8400 1.1113 7.5360 1.1170
	5	14.2388 9.8523 1.1102 7.5752 1.1165
	6	6.4285	9.8333 1.1074 7.5137 1.1161
	7	6.4661	9.8182 1.1061 7.5018 1.1158
	8	6.4767	9.8110 1.1054 7.4951 1.1157
	9	6.4807	9.8065 1.1050 7.4912 1.1157
	10	6.4825	9.8034 1.1048 7.4888 1.1157
	Table D.2: B thermodynamic parameters of each precipitate depending on their position in the
	graded sample A (from TCAL4)		
	160		
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  name latticeParameter[m] atomicVolume[m3] molarMass[Kg/mol] matrix Al 4.05e-10 1.66e-29 {{M_Al}} # "chimistryArray" is writen is the order of elements # Element name content[wt_pct] molarMass[Kg/mol] diffusion_D0[m2/s]␣ precipitateShapes (aspectRatio if not sphere)␣ →nucleationtype(+ nothing if homogeneous, +heterogeneousNucleationCoeffcient,␣ →number of nucleation sites if heterogeneous) Element1 ChemistryCoefficient1␣ →Element2 ChemistryCoefficient2 Element3 ChemistryCoefficient3... precipitate betapp 1.921e-29 0.084 3825.679695 -11.70300108 rod 10 homogeneous␣ →Mg 4 Si 4 Al 2 precipitate betap 1.921e-29 0.18 7797.484817 -14.491794 rod 10 homogeneous Mg 5␣ →Si 6 precipitate u2 1.921e-29 0.18 7797.484817 -14.491794 rod 10 homogeneous Mg 5 Si␣ →6 precipitate Bp 1.921e-29 0.18 7797.484817 -14.491794 rod 10 homogeneous Mg 5 Si␣ →6 precipitate si 1.921e-29 0.18 7797.484817 -14.491794 rod 10 homogeneous Mg 5␣ # Specific information on node #i (node_index x_node y_node z_node node_volume) """+str(input_template_node) +""" # Connectivity table (node#i node#j surface_bet_#i_and_#j) """+str(input_template_connectivity) +""" # Property table (node#i node#i Element name content[wt_pct] molarMass[Kg/mol]␣ →diffusion_D0[m2/s] diffusion_Q[J/mol] Precipitate ... ) """+str(input_template_property_table) +"""
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Coupled precipitation/hardening model in a gradient

Thermodynamic data extracted from solubility limits

To describe properly the stability of a precipitate phase, two aspects are important. The first one is its enthalpy of formation. Between two pure compounds (H=0), the formation of a stable intermediary phase is a gain in energy (∆H < 0). The enthalpy of formation here has a minimum. In the ternary system Al-Mg-Si, the convex hull caused by the high stability of Mg 2 Si is represented in Figure 3.12a. The metastable phases are above that convex hull as presented in Figure 3.12b. The distance to that convex hull permits to estimate their deviation to stability.

In order to consider their precipitation, a second aspect is influencing. It is their distance with the SS composition compared to the one of the stable intermediary compound (Mg 2 Si). Indeed the probability to reach compositions very far from the solid solution composition restrain its precipitation. All these aspects are thus taken in consideration in the calculation of the driving force equation 3.6.

As described in the literature review (equation 3.10), the solubility limit between matrix and precipitate permits to describe this thermodynamic stability thanks to two parameters: A and B. The variation of the solubility products (log 10 (K s )) of each precipitate with temperature (1/T) is presented in Figure 3.13. These solubility products were calculated from TCAL4 database for each node of the sample B.

Because of the differences of chemistry of β" along the gradient, β" has also different variations of solubility limit with temperature.

A and B parameters can be obtained using log 10 (K s ) = A/T + B. Using these data, the following tables 3. 3 

B.3 Scattering characterisations

Small angle X-ray Scattering (SAXS) allows the characterisation of nanometric objects (of few Å to 100 nm). In optimal conditions, various precipitates information are extractable:

• chemical information; such as volume fraction and composition • morphology information; type and various dimensions

B.3.1 X-ray scattering bases

The X-ray source is passing through the sample, interacts with it and then is collected on a detector, see k i is representing the incident photon from X-ray source and k s is representing the scattered photon after interaction with the electronic clouds of the atoms of the sample. The difference of electronic density between the heterogeneities and the based material is creating a scattering signal which is at the base of SAXS. The intensity and the contrast is increased with that electronic difference. So if the material is homogeneous, there will be no signal.

The electronic density (ρ) depends on the composition of the element i (C i ), its diffusion factor (f i ) and the atomic volume (Ω) :

In classical conditions, the total diffusion factor is only f = Z with Z the atomic number. By performing several experiments on the same sample with different X-ray energies, it is therefore possible to get information on the precipitates chemistry. Five energies are usually use to describe the parabolic function between the intensity and the energy.

Besides ρ and its chemistry information, the volume fraction (f v ) and the form factor (F) of the precipitates are influencing as well the intensity curve from the scattern patern : 

B.3.4 Sample preparation

Homogeneous samples from previous PhD were homogenised:

• 2 h at 540 °C for 6351 alloys • 2 h at 530 °C for 6061 alloys The rolled graded samples followed the procedure described in chap1. Then, all the samples were aged at their targeted ageing states mostly under 170 °C and some under 250 °C.

They were then mechanically polished as thin as possible until 50-70 µm using 2500P SiC paper for the last step. Finally, they were etch until the 25 µm thickness using this etching solution :

• 10 g NaNO 2 • 80 mL distilled H 2 O • 100 mL saturated NaOH At 25 °C, several minutes were required for each sample etching. The solution was put in movement using a bar magnet. 144 2023 -Justine Taurines -MATEIS & LMI laboratories protocol was analysed (the volume was very small though). The only truly conform stick, B-R4-1, was directly obtained from Focused Ion Beam Scanning Electron Microscopy (FIB-SEM).

Analysis condition

The APT analyses were performed on a LEAP 5000 XR APT at 40 K under 3 × 10 -9 Pa vacuum. The continuous voltage was between 5 and 6.5 kV. The fraction of impulsion was of 20% with a pulse frequency of 250 kHz. 13 × 10 6 ions were properly collected for B-R4-1 against 2 × 10 6 ions for B-R4-2.

Results treatment

On a specific analysed volume, it is possible to obtain a mass spectrum which correspond to the number of collected ions depending on the chemical information of the ions (through the ratio of mass on electric charge). The mass spectrum of the specimen B-R4-1 is presented Figure B.9 The proportion of each element in the volume is then extractable [START_REF] Lefebvre | Atom probe tomography: put theory into practice[END_REF]. In order to analyse the solid solution (SS) composition, the volume analysed must be homogeneous. Artefacts, due to the migration of atoms during the experiment, can also be at the origin of non homogeneity. In crystalline materials, the intersection between the peak surface and the atomic plans is creating surface roughness. This roughness is at the origin of electric field inhomogeneity which deviates the trajectory of the ions. On the detector, some zones will have high densities of collected ions whereas others no. An example on the specimen B-R4-2 is given Due to the ASAXS sample preparation and its etching step, many oxides were present one the Mg-rich side inducing a lot of aberrant values for the solid solution content. This feature is the same on all the other ASAXS samples. Above 0.8 at.% Mg content, less solid solution data were extracted and the standard deviation is way more important then for Si-rich side. The Mg content fit is therefore more imprecise on the Mg-rich part of the gradient.

The next figures of each sample; C.2 for 1 h ageing, C.3 for 8 h ageing, C.4 for 1 day ageing, C.5 for 3 days ageing and C.6 for 8 days ageing, are not representing the standard deviation but they are relevant to properly compare the profiles and their composition information.

By averaging along all the gradients the uncertainties on the content are estimated at : →'orange', 'cyan'] markers = ["o", "^", ".", "x", "v", "<", ">", "d", "s"]

First parameters

Input parameters to perform diffusion between two layers: 
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