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On the need for Energy

Global electricity production was 26,936 TWh in 2019 IEA (2022), which, with a world population of 7.67 billion, translates as an annual power output of 3.5 MWh per capita. Electricity generation has doubled since 1990 when global production was 11,854 TWh, representing an annual power output of 2.3 MWh per capita.

With the increased demand, the use of conventional fossil fuel has signiĄcantly increased the CO 2 emission and other harmful pollutants contributing to global warming. Today, almost two-thirds of global electricity comes from fossil fuels. Among these about 36% of world electricity is generated by coal, contributing the highest global CO 2 emission. One-third of global electricity comes from low-carbon sources comprising renewables and nuclear power.

Renewable energy is deĄned as energy from resources that can be replenished at the same rate that they are used. Solar energy is a prime example of renewable energy resources. Most other renewable energies, such as biomass, wind, hydro, tidal, and wave would directly or indirectly be coming from or inĆuenced by solar energy. Renewable energy plays a crucial role in clean energy transitions and deploying renewable power is one of the main enablers of keeping the rise in average global temperatures below 1.5 o C. Figure 1.1 shows in 2022, renewable sources generated 29.9% of global electricity which increased by almost 9% in the past decade (REN21, 2022). The need for renewable energy has become increasingly important as we continue to grow as a society and rely more on technology. Renewable energy sources are sustainable and have a lower impact on the environment compared to non-renewable sources such as coal and oil. 

Why Marine Renewable Energy?

The ocean is vast, covering 363 million square kilometers, equivalent to approximately 72 percent of the earthŠs surface. With nearly 2.4 billion people or 37% of the global population, living within 100 kilometers of the coast (UN, 2017), ocean energy presents a convenient solution to tackle climate change while contributing to a more sustainable future. For nations with coastal and ocean territories, the development and exploitation of marine renewable energy provide an attractive potential contribution to the targeted renewable energy mix.

Ocean energy, also called Marine Renewable Energy (MRE) or blue energy technologies, exploits the oceanŠs power to produce electricity. Figure 1.2 presents different forms of MRE including kinetic energy (offshore winds and currents), potential energy (tidal amplitude), mechanical energy (waves), and thermal potential (vertical temperature gradients). MREs are an alternative to conventional fossil fuels and their resources depend on the characteristics of the local marine environment; wind, waves, tides, currents, temperature, etc. The theoretical potential for all ocean energy technologies combined ranges from 45,000 Terawatt-hours (TWh) to well above 130,000 TWh per year (IRENA, 2020). Currently, most ocean energy technologies have not reached commercialization. They are still in the developmental stages, with the majority of technologies being in the prototype phase except for some reaching early commercialization. However, the past decade has seen noticeable progress in wave and tidal energy. According to IRENA (2020) reports, the cumulative installed capacity across all ocean technology is 537.4 MW, with a large proportion of it being tidal barrage (see Figure 1.3). Tidal energy is presently one of the favored forms of marine renewable energy because, due to its origins in (astronomical) tide-generating forces, it is predictable. 

Tidal energy

A tide is a natural phenomenon that is caused by the gravitational pull of the moon and the sun and the rotation of the Earth on its axis. Tides originate in the oceans and progress toward the coastlines where they appear as the regular rise and fall of the sea surface. These tides last for about 12 hours and 25 minutes for semi-diurnal tide. Spring tides are those variations observed during the full moon and new moon as the earth, sun, and moon line up as illustrated in Figure 1.4. If the earth-moon and the earth-sun relationship are at right angles, the gravitational forces are subtractive, causing neap tides that are subdued or low. Tidal currents are turbulent and complex in nature [START_REF] Hardisty | The Tidal Stream Power Curve: A Case Study[END_REF]. It accelerates, decelerates, and reverse over varying depth in each tidal cycle. Tidal energy converts the energy obtained from tides into a valuable form of power, mainly electricity. The estimation of global tidal power varies but is wildly acceptable to exceed 100 GW (Figure 1.5), capable of generating 800 -1200 TWh (IRENA, 2020). Tidal energy is categorized into two types; tidal barrage and tidal stream energy are described hereafter. 

Tidal barrage energy

Tidal barrages and lagoons function by creating a reservoir of water behind a barrier to capture the rise and fall of the tides. Tidal barrage systems work similarly to hydropower and have sluices that control the tidal Ćow to drive turbines and generate electricity. Water enters an enclosed tidal basin at high tide and is released at low tide to generate electricity by passing through turbines as shown in Figure 1.6. The highest tidal range in the world is 16 m amplitude located at the Bay of Fundy in Canada (Capareda, 2019) followed by Mount Saint Michel Bay in France with amplitude reaching up to 15 m [START_REF] Billeaud | Impacts of late Holocene rapid climate changes as recorded in a macrotidal coastal setting (Mont-Saint-Michel Bay, France)[END_REF]. Common tidal ranges are around 5 m in most areas while other locations with higher tidal ranges are located on the coast of Argentina, north-western Australia, Brazil, France, India, the UK, and the USA. Most of these locations with high tidal ranges are situated in unfavorable sites difficult to access and usually far from the coastline. Today, the tidal range dominates the total cumulative global installed capacity for ocean energy technologies. The tidal range has about 98% share of global installed capacity at present (IRENA, 2020), thanks to the two large installations: the 240 MW La Rance tidal plant deployed in France in 1966, and the 254 MW Shiwa plant deployed in the Republic of Korea in 2011. This leads the barrage system to reach Technology Readiness Level (TRL) 9. TRL 9 signiĄes economic validation where several commercial units are tested at sea for an extended period.

Tidal barrage energy in France

The world-Ąrst commercial tidal power plant, the La Rance plant was built in 1966 on the estuary of La Rance in France. It has 24 units of 10 MW bulb turbine generating around 500 GWh/year of electricity. The La Rance plant, shown in Figure 1.7 operates in two different modes; the ebb operation or Ćood and ebb operation. 

Tidal stream energy

In contrast to tidal ranges, tidal stream turbines (TSTs) use the kinetic energy of the tide directly to harness energy. TSTs allow water to pass through and around them and do not require the storage of water. Therefore the local tide velocity, turbulence, bathymetry, depth, seabed mounting, and local shipping regulations are concerns associated with marine Ąshes and mammals and are some key issues facing the development of tidal stream devices.

Tidal stream energy technologies

Today, tidal stream energy with its considerable potential and predictability is still in the pre-commercialization phase of development. Tidal stream energy has traditionally suffered from relatively high costs and limited availability of sites with sufficiently high Ćow velocities and relatively high ambient turbulence, thereby hindering its availability. The maturity level of technology is determined using the Technology Readiness Level (TRL) deĄned in Table 1.1. Technologies to harness tidal energy with different TRLs shown in Figure 1.8 are brieĆy discussed hereafter.

• Horizontal-Axis Turbine: HATs are devices with a rotational axis parallel to the tidal Ćow. The tidal stream causes the rotors to rotate around the horizontal axis and generate power. Depending on the number of blades and the pitch mechanism, there are several types of HAT. The HAT is the most widely used due to its high efficiency and improved technology. HAT is currently at TRL 8 with several full-scale turbines tested at demonstration sites.

• Vertical-Axis Turbine: VATs devices have a rotational axis perpendicular to the tidal Ćow direction. VAT can operate regardless of the tidal Ćow direction and does not require a pitch or yaw mechanism to rotate the blades. It generates less noise and is suitable for low current Ćow [START_REF] Greaves | Wave and Tidal Energy[END_REF]. VAT has recently reached TRL 6 with the 1 MW prototype of HYDROQUEST tested for 2 years at sea in Paimpol-Bréhat in France.

• Venturi Effect Devices: These devices are funnel-like duct that concentrates the Ćow through the device and increase the stream velocity. The Ćow of water can drive a turbine directly or the induced pressure differential in the system can drive the turbine.

• Oscillating hydrofoils: These devices use an oscillating motion rather than a rotary motion and can consist of a hydrofoil that is mounted on a pivot arm. The tidal current Ćowing on either side of a wing results in a lift. This motion then drives Ćuid in a hydraulic system to be converted into electricity. • Archimedes' screw: The Archimedes screw is a helical corkscrew-shaped device (a helical surface surrounding a central cylindrical shaft). The device draws power from the tidal stream as the water moves up/through the spiral turning the turbines.
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• Tidal Kite: A tidal kite is tethered to the sea bed and carries a turbine below the wing. The kite ŚĆiesŠ in the tidal stream, swooping in a Ągure-ofeight shape to increase the speed of the water Ćowing through the turbine. Commercial demonstrator tested at sea for an extended period.

Stage 5

Tidal stream resource characterization

Investigating the harsh marine environment is complex and expensive, with risks including turbulence, overload due to excessive waves, bathymetry, salt-induced corrosion, and algae growth [START_REF] Tasiopoulos | Tackling turbine failures enhances tidal energy viability[END_REF]). An illustration of a tidal turbine in a marine environment is presented in Figure 1.9. The failure of the Ąrst-generation tidal energy converter among others is attributed to a poor understanding of turbulence-induced loading (Walker and Thies, 2021). In recent years, researchers have developed a methodology to characterize the tidal Ćow principally using Doppler devices. These instruments such as the Acoustic Doppler Current ProĄler (ADCP) with divergent beams or the Acoustic Doppler Velocimeter (ADV) measure the instantaneous velocity, the Reynolds stresses, the turbulence kinetic energy, and the integral length scale. Understanding hydrodynamics is vital to both researchers and developers. Although the mean Ćow characteristics of tidal energy sites are relatively well understood and easily measured, concern about turbulence characteristics is causing reluctance on the part of investors due to the perceived risk of device failure (Walker and Thies, 2021). The Ąeld measurements at tidal sites presented in Table 1.2 do not provide the global conditions in these sites due to depth variation and bathymetric effects, but rather a local measurement at a point of interest. The average tidal current and turbulent intensity (TI) in these sites ranges from 1.5 -3.5 m/s and falls into sub-classes B (10% < TI < 15%) and C (TI < 10%) of the marine energy classiĄcation system [START_REF] Neary | Marine energy classiĄcation systems: Tools for resource assessment and design[END_REF]. For instance, mean time series data measured using ADCP at Alderney Race by Thiébaut et al. ( 2020) is shown in Figure 1.10. The observation data shows a variation of hydrodynamics data with the tidal cycles. A mean hydrodynamics metric of different tidal sites around the world is presented in Table 1.2. 

Tidal stream energy in France

Tidal stream turbine (TST)

Over the last decade, the tidal energy industry has recorded successful deployment and testing of full-scale TST at dedicated test sites and commercial project locations with units rating up to 1 MW (see Figure 1.12). In 2021, Ocean Energy Europe (OEE) reported the global cumulative installation of TST at 39.6 MW with 11.5 MW active in the water. Several technologies have been proposed to harness tidal energy as outlined in Section §1.5.1. However, the most promising technology so far is the HAT.

A study by [START_REF] Magagna | Ocean energy development in Europe: Current status and future perspectives[END_REF] shows 76% of research and development (R&D) of TST is dedicated to the HAT. Considerable studies that focus on the turbine performance [START_REF] Jeffcoate | Field measurements of a full scale tidal turbine[END_REF], Ćuid-structure interaction [START_REF] Ullah | Numerical investigation of modal and fatigue performance of a horizontal axis tidal current turbine using ĆuidŰstructure interaction[END_REF][START_REF] Brousseau | Fluid-structure interaction effects on the deformable and pitching plate dynamics in a Ćuid Ćow[END_REF], and also interaction effects in array [START_REF] Bai | Numerical investigations of the effects of different arrays on power extractions of horizontal axis tidal current turbines[END_REF][START_REF] Vennell | Energy storage inherent in large tidal turbine farms[END_REF][START_REF] Thiébot | Numerical modeling of the effect of tidal stream turbines on the hydrodynamics and the sediment transport Ű Application to the Alderney Race (Raz Blanchard), France[END_REF][START_REF] Thiébot | Wake Ąeld study of tidal turbines under realistic Ćow conditions[END_REF] has been conducted to improve the efficiency of HAT. The industrial preference for HAT results from the matured technology of wind turbines, economics, and high efficiency. As presented in Figure 1.13, the TST is seeing a convergence in technology with 13 of the 16 active devices dedicated to horizontal axis turbines. However, for commercial-scale energy production, TSTs are expected to be arranged in a cluster network to generate electricity. This is due to the spatial power density of renewable energy including tidal current. TST is steadily moving towards commercialization with several pilot farms in the pipeline. Recently, the Normandie Région in France has consented to the development of two pilot farm projects in the Alderney Race; the 11 MW Normandie Hydrolienne and the 17.5 MW Flowatt project [START_REF] Moon | Le Raz Blanchard demonstration site[END_REF]. A cluster network of turbine arrays can reduce costs by sharing infrastructure, and collective maintenance, reducing the learning rates, and ultimately minimizing the Levelized cost of energy (LCOE). However, turbine interaction in the park affects the turbine performance in the form of the wake (Djama Dirieh et al., 2022).

Turbine wake

The study of the tidal turbine in an array of cluster turbines has recently gained a lot of interest in research and industrial applications. This development is due to the availability of high energy density that can be harnessed to generate electricity production in tidal turbine clusters. The study of wake interaction is of paramount importance to optimize the energy extracted in a tidal turbine cluster. Wake is deĄned as a region of a disturbed Ćow behind the turbine that affects the power production of the downstream turbine. Wake is a topic of interest in research in wind and tidal farms because it affects the performance of the downstream turbine which operates in the wake of the upstream turbine. The two main characteristics of wake are listed. The Ąrst is a signiĄcant velocity deficit that reduced the power extracted by the downstream turbine. This power reduction in a wind park can be quite signiĄcant reaching as high as 20% [START_REF] Chamorro | A Wind-Tunnel Investigation of Wind-Turbine Wakes: Boundary-Layer Turbulence Effects[END_REF]). The second is the increased turbulence that induced a fatigue loading on the turbine blade which can seriously affect the life span of the turbine blade. It is therefore imperative to study the wake interaction in order to optimize the power production in a park. The wake behind a turbine can be categorized into three regions [START_REF] Vermeer | Wind turbine wake aerodynamics[END_REF]. These regions are the near, the intermediate, and the far wake. The characteristic feature of the wake deĄnes the limit of each region.

1. Near wake: The Ćow in this region is dominated by the relaxation of axial and radial pressure gradients caused by the extraction of kinetic energy from the main Ćow. The minimum centreline velocity is reached at one to two diameters downstream [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF]. Tip vortices generated by the turbine rotor amplify the turbulence in this region. A developed shear layer also contributes to the turbulence in the near wake region. As Ćuid progresses downstream, this shear layer becomes thicker, extending outwards into free-stream and inwards towards the centreline while simultaneously decreasing in strength [START_REF] Ebdon | The impact of turbulence and turbine operating condition on the wakes of tidal turbines[END_REF]. The location 4D downstream of the turbine marks the end of the near wake region. Research in this region is mainly focused on the performance of a turbine rather than the interaction between adjacent turbines. The length of the near wake is an important parameter in developing the empirical relation of turbulence. A method for calculating the near wake distance x n is proposed by [START_REF] Vermeulen | An experimental analysis of wind turbine wakes[END_REF] as Eq. (1.1):

x n = (0.214 + 0.1443) 1 -(0.134 + 0.124m) 

m = 1 √ 1-C T , r 0 = R m+1 2 (1.2)
2. Intermediate wake: This region is characterized by the dissipation of blade-generated vortices. It is a transition zone between near and far wake that extends to 6D. The physics of this region is not very well understood and hence remains an area of active research.

3. Far wake: Beyond 7D, the shape of mean velocity and turbulence remains constant with increasing downstream distance. The characteristics of the wake are self-similar in the far wake region. The wake has a weak memory of the turbine-generated turbulence and its decay is largely controlled by ambient turbulence. Table 1.3 shows the distribution of turbulence behind the turbine. 

Review of related work

The investigation of turbine wake is largely focused on the estimation of velocity deĄcit as it directly affects the power extracted by the turbine (P ∝ U 3 ). Many studies have been carried out to investigate turbine wake. These studies are divided into three categories; experimental, numerical, and analytical methods. Each of these methods has its own advantages and drawbacks. These hydrodynamics modeling approaches are presented hereafter.
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operating costs, and perceived risk hinder the development of full-scale TST. In addition, the limited data available is mostly conĄdential in its entirety, hindering the research and development of the TST. Because of this, researchers are limited to small-scale experiments that do not cover the complexity and scales of tidal currents but provide signiĄcant results in investigating the TST wake.

Several experimental studies on tidal turbine wake were performed using both porous disks (Bahaj et bathymetry-generated turbulence on a turbine. The effect of wake rotation has also been analyzed and it is shown to be limited to the near region (Vinod and Banerjee, 2019; [START_REF] Zhang | Experimental investigation into effects of boundary proximity and blockage on horizontal-axis tidal turbine wake[END_REF].

In addition, the wake interaction of multiple turbines has also been studied as shown in Figure 1.16. Mycek et al. (2014a) studied the interaction of two axially aligned turbines and the performance of the downstream turbine is affected at low turbulent intensity. [START_REF] Myers | Experimental investigation of inter-array wake properties in early tidal turbine arrays[END_REF] studied the effect of spacing on the downstream turbine. Improper spacing can result in a decrease in power and an increase in fatigue loading. As noted, the small experimental setup could allow sufficient control of the system to investigate a particular wake feature. Yet, the complexity of high turbulent tidal Ćows coupled with the sudden variation of depth, wave effect, and bathymetry can not be effectively investigated using the reduced experimental setup. The intricate Ćow hydrodynamics is therefore studied using numerical simulations.

Numerical modeling

High-Ądelity numerical models are developed to complement the experimental data to provide good results to serve as basics for a full-scale turbine model. These CFD models solve the Navier-Stokes equation with turbulence closure to Ąnd the velocity magnitude at every location in the domain. Numerical models are used to investigate the performance of both reduced and full-scale tidal turbines.

The blade resolved model is the most accurate model that provides realistic turbine loading [START_REF] Ahmed | Fluctuating loads on a tidal turbine due to velocity shear and turbulence: Comparison of CFD with Ąeld data[END_REF], however, it is computationally expensive. The Actuator Line Model (ALM) is an extension of the Blade Element Model (BEM) that accounts for the non-uniform loading on the turbine blades and provides a good representation of both near and far wake [START_REF] Jump | Review of tidal turbine wake modelling methods[END_REF]. TST can also be simulated using the Lattice Boltzmann Method (LBM). The LES-LBM provides good turbulent features of the TST [START_REF] Grondeau | Studying the Wake of a Tidal Turbine with an IBM-LBM Approach Using Realistic InĆow Conditions[END_REF]. There exists also the Actuator Disk Model (ADM) that represents the turbine as a porous disk, this model neglects the turbulence generated at the bladeŠs tip but has good representation in the far wake. The ADM is widely used in large farms due to its low computational cost.

Apart from isolated turbines, numerical investigation of wake interaction in the tidal park has been carried out by several authors (Bai et 1.17. These studies show higher energy production occurs at a lateral spacing of 2 -3 D while maximizing the longitudinal spacing. The minimal lateral spacing can accelerate the Ćow for the downstream turbine while the large longitudinal spacing ensures Ćow recovery. For this reason, the staggered array produces higher energy than the rectilinear array with the same number of turbines in a particular site [START_REF] Turnock | Modelling tidal current turbine wakes using a coupled RANS-BEMT approach as a tool for analysing power capture of arrays of turbines[END_REF]. Although the recent increase in computational capacity allows the simulation of tidal farms (Abolghasemi et al. 

Analytical model

Researchers have developed analytical models based on simple theoretical Ćow function and shape function relationships to estimate the wake behind a turbine. The analytical models, also called kinematic models, are based on self-similar properties of the Ćow. These analytical models remain the preferred method for estimating turbine hydrodynamics, especially in a large array due to their low computational cost [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF][START_REF] Qian | Wind farm power maximization through wake steering with a new multiple wake model for prediction of turbulence intensity[END_REF]. Despite the availability of high-Ądelity numerical models like the blade resolved model, wind farm designs are still based on analytical wake models because they are computationally affordable.

In the last 2 -3 decades, several analytical models were developed from the simple model developed by [START_REF] Jensen | A note on wind generator interaction[END_REF] to more complex ArtiĄcial Intelligence (AI) based models (Syed Ahmed [START_REF] Syed Ahmed Kabir | New analytical wake models based on artiĄcial intelligence and rivalling the benchmark full-rotor CFD predictions under both uniform and ABL inĆows[END_REF][START_REF] Ti | ArtiĄcial Neural Networks based wake model for power prediction of wind farm[END_REF] to estimate the velocity deĄcit in the far-wake of a wind turbine. The self-similar property allows the models to be deĄned as a product of stream functions and shape functions. The stream function representing the velocity deĄcit is obtained from the conservation equations of mass and momentum while the shape function is a self-similar velocity distribution. For a rotor operating in full-wake or partial-wake conditions, having the proper wake shape is essential because the wrong shape can result in inaccurate power estimation.

In 1983, Jensen proposed a top-hat shape function to estimate the velocity deĄcit in a far wake. The wake shape representation is adopted in several models including one proposed by [START_REF] Frandsen | Analytical modelling of wind speed deĄcit in large offshore wind farms[END_REF]. However, the top-hat shape function clearly underestimates velocity deĄcit at the center of the wake and overestimates it at the wake edges in comparison with experimental and numerical data (Bastankhah and Porté-Agel, 2014) as shown in Figure 1.18. Therefore, a new analytical model using the Gaussian distribution proĄle is provided by Bastankhah and Porté-Agel (2014) to estimate the velocity deĄcit in the far wake. The Gaussian proĄle is widely used as it is consistent with the measured data in the far wake [START_REF] Cheng | A new analytical model for wind turbine wakes based on Monin-Obukhov similarity theory[END_REF]. Next, Ishihara and Qian (2018) modiĄed the Bastankhah and Porté-Agel by introducing a correction term in the near wake. Recently, Blondel and Cathelain (2020) proposed a super-Gaussian function that evolves from a nearly top-hat shape in the near wake to a Gaussian shape in the far wake, which is consistent with observations and measurements of wind turbine wakes. The analytical models for wind turbines have developed over the years and are currently used in commercial tools like WindPRO, WindSim, and OpenWind to estimate the power production in wind farms.

Overall, these analytical models lay the groundwork for estimating the velocity deĄcit of tidal turbine wake. Some researchers calibrate these models of wind turbines for tidal turbine applications [START_REF] Palm | Simple Wake Models for Tidal Turbines in Farm Arrangement[END_REF][START_REF] Yazicioglu | Simulation of electricity generation by marine current turbines at Istanbul Bosphorus Strait[END_REF]Lo Brutto et al., 2016a;[START_REF] Pyakurel | Characterization of the mean Ćow Ąeld in the far wake region behind ocean current turbines[END_REF]. The calibration becomes necessary in high turbulent tidal current with a limited channel depth compare to the wind turbines in the atmospheric boundary layer. A pioneer analytical model for the (2010). Also, a semi-empirical model for velocity deĄcit in the wake of the tidal turbine is proposed by [START_REF] Lo Brutto | A semi-analytic method to optimize tidal farm layouts Ű Application to the Alderney Race (Raz Blanchard)[END_REF]. In this model, the velocity deĄcit is predicted using the Jensen equation but an exponential law of wake expansion is proposed against the linear law of Jensen. Furthermore, [START_REF] Stallard | Experimental study of the mean wake of a tidal stream rotor in a shallow turbulent Ćow[END_REF] proposed an expression to estimate the far-wake velocity deĄcit in a shallow channel. The model is based on an experimental campaign of TST at 60% rotor diameter to depth ratio. [START_REF] Pyakurel | Characterization of the mean Ćow Ąeld in the far wake region behind ocean current turbines[END_REF] use the empirical models of a wind turbine to optimize the coefficient with tidal turbine numerical data at different turbulent intensities. Note that these analytical models allow only for the representation of mean velocity without regard to the turbulence effect. For a single turbine model, the effect of turbulence wake may not affect the performance of the turbine, however, it can signiĄcantly affect the energy production of downstream turbines in a park [START_REF] Bai | Numerical investigations of the effects of different arrays on power extractions of horizontal axis tidal current turbines[END_REF]. 1.20. These models only take into account the ĆowŠs ambient turbulence. Turbine interaction in a farm has been shown to increase turbulence intensity both experimentally and numerically. The turbulence intensity in the farm should be taken into account for an accurate estimation of the power produced in the farm using the analytical models.

Tidal arrays

Turbulence in turbine wake

As the number and accuracy of analytical models to estimate the velocity deĄcit increases over the decades, the techniques for quantifying turbulence remain immature. Turbines in a cluster network operate in the region of turbulent Ćow from the upstream turbine. These turbulent regions are associated with fatigue stresses that can affect both the structural integrity and power generation of turbines at the park. Adequate knowledge of understanding wake turbulence is therefore required. The turbulent intensity in turbine wake is expressed by Quarton and
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Ainslie (1990) as:

I w = I 2 0 + I 2 + 0.5 (1.3)
where I w is the total turbulence in the wake, I 0 is the ambient turbulence and I + is the added turbulence by the rotor. The ambient turbulence is site-speciĄc and can vary along a tidal cycle (see Fig. 1.10), while the added turbulence is the contribution of shear and turbine-generated turbulence by the turbine (see Table 1.3).

Accurate estimation of wake turbulence is essential primarily to enable the evaluation of additional fatigue loading on turbine blades and ensures a proper location for turbine placement downstream [START_REF] Mullings | Assessment of Dependency of Unsteady Onset Flow and Resultant Tidal Turbine Fatigue Loads on Measurement Position at a Tidal Site[END_REF][START_REF] Li | A novel three-dimensional analytical model of the added streamwise turbulence intensity for wind-turbine wakes[END_REF]). An investigation of the wake effect on the electrical model of the tidal turbine array by [START_REF] Lo Brutto | InĆuence of the Wake Effect on Electrical Dynamics of Commercial Tidal Farms: Application to the Alderney Race (France)[END_REF] shows a signiĄcant error in the active power estimation when the turbulence effect is neglected. [START_REF] Mycek | Experimental study of the turbulence intensity effects on marine current turbines behaviour. Part I: One single turbine[END_REF] studies on the turbulent intensity effect in the tidal park show a modiĄcation of power coefficient C P for a downstream turbine at low ambient turbulence. [START_REF] Pinon | Semi-analytical estimate of energy production from a tidal turbine farm with the account of ambient turbulence[END_REF] studied how turbulent intensity affects energy production in TST park. The study shows an overestimation in energy production at low ambient turbulent intensity Ćow due to modiĄed C P in the downstream turbine. This overestimation can affect the project viability in long-term energy production. Some empirical relations were developed to estimate the added turbulence of wind turbines. The added turbulence relation reported by [START_REF] Quarton | Turbulence in Wind Turbine Wakes[END_REF] is expressed as a function of the ambient turbulent intensity, the thrust coefficient, and the length of the near wake proposed by [START_REF] Vermeulen | An experimental analysis of wind turbine wakes[END_REF]. Though the exact length of the near wake remains a conjecture, subsequent researchers like [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF]; Frandsen and Thøgersen (1999) express the added turbulence in terms of the downstream location rather than the length of the near wake. Other authors [START_REF] Larsen | Wind Ąelds in wakes[END_REF][START_REF] Frandsen | Integrated Fatigue Loading for Wind Turbines in Wind Farms by Combining Ambient Turbulence and Wakes[END_REF] argue that the turbine characteristics mainly inĆuence added turbulence, therefore, they proposed a simple expression independent of ambient turbulence.

In contrast to wind turbines, tidal turbines are usually located in shallow water constrained by channel depth. Therefore, using a wind turbine model may result in improper estimation. Hardly any research has so far been conducted on added turbulent intensity in tidal turbine wake. To properly assess the energy production in tidal farms, a number of research questions need to be addressed. Such as, what minimum does ambient turbulence C P remain constant as in high turbulent intensity? And at what distance, a turbine should be located downstream at different ambient turbulence to optimize energy extraction? How does the limited channel depth affect the wake recovery on the farm? A good estimation of velocity deĄcit and turbulence intensity in the wake of the tidal turbine is essential. The preliminary step is to estimate the added turbulence in the wake of the tidal turbine.

Scope of thesis

To accommodate the development of TST and to facilitate commercialization, the need for a low-computational analytical model cannot be overstated. In LUSAC, research in this context started with Lo Brutto (2016)Šs dissertation. A semiempirical model is developed to estimate the velocity deĄcit in Alderney Race. The developed model allows to set up an algorithm to calculate the energy recovery potential in a farm based on numerical data from [START_REF] Nguyen | Modélisation de l'interaction entre hydroliennes et le courant dans un courant de marée comme celui du Raz Blanchard[END_REF] thesis in Alderney Race considering the Ćow determined by a hydrodynamic model developed by [START_REF] Harrison | Comparison between CFD simulations and experiments for predicting the far wake of horizontal axis tidal turbines[END_REF]. This model is limited to a particular turbine size and does not take into account the turbulence effect on the farm.

In continuation, this thesis studies the far-wake behind a full-scale tidal turbine at an array scale. As already established in the literature, the wake behind a tidal turbine is inĆuenced by at least three parameters; the Ćow condition, the turbine itself, and the site conĄguration. This thesis aims to develop a generic empirical model to estimate the velocity deĄcit and turbulence intensity in the wake of a tidal turbine considering the variation in ambient turbulence, thrust coefficient, and the rotor diameter-to-depth ratio. The study at different rotor diameter-todepth ratios is signiĄcant as the water depth is site-speciĄc and varies with the tidal cycle. Since the experimental data from full-scale tidal turbines are not readily available for validation. The numerical simulations will be developed using hydrodynamic data measured at potential sites.

The objectives of the thesis are as follows:

• developing a numerical model of a full-scale tidal turbine.

• validating the numerical model with benchmark experimental data.

• developing an empirical model of added turbulence in a tidal turbine wake.

• developing a generic tidal turbine wake model for velocity and turbulent intensity using realistic conditions.

• applying the generic model in tidal farms considering the turbine-wake interaction.

The rest of the thesis is structured into the following chapters: • Chapter 3 presents the added turbulence model in the full-scale tidal turbine. The chapter starts with a description of turbulence in turbine wake and a summary of the existing turbulence model for wind turbine application. Then, a full-scale numerical tidal turbine model is developed to provide reference data for the analytical model. Lastly, an empirical model of wake radius, and added turbulence is developed and compared with numerical data.

• Chapter 4 begins by introducing existing models for velocity deĄcit for both wind and tidal turbines. These models are mainly based on mass conservation or momentum theory to express the stream function that characterizes the wake. A numerical model at different rotor diameter-to-depth ratios is presented to develop a generic model to estimate the velocity deĄcit and turbulent intensity in tidal turbine wake. The generic model is developed and validated with experimental data.

• In Chapter 5, the wake interaction in tidal farm is presented. The effect of turbine interaction for each turbine is calculated and evaluated using the superposition principle. The effect of turbine spacing, ambient condition, and rotor diameter-to-depth ratio is investigated. The farm efficiency at different conĄgurations is studied.

• Finally, Chapter 6 presents the overall concluding remarks and the perspective for future works.

Methodology

This chapter focuses on the numerical modeling of the tidal turbine. The different numerical modeling approaches are presented with an emphasis on the actuator disk model. The actuator disk model is implemented in OpenFOAM v2006 to simulate a tidal turbine. In the end, the model is validated with a porous disk experiment of [START_REF] Bahaj | Characterising the wake of horizontal axis marine current turbines[END_REF] and a tidal turbine experiment of [START_REF] Mycek | Experimental study of the turbulence intensity effects on marine current turbines behaviour. Part I: One single turbine[END_REF].

Introduction

The cornerstone of computational Ćuid dynamics is the fundamental governing equations of Ćuid dynamics Ů the continuity, momentum, and energy equations. These equations relate Ćow variables and their rate of change in space and time. Since the density is constant in an incompressible Ćow, the equations of mass and momentum must be solved. This section presents these two equations only because the study does not require the use of an energy equation.

Conservation of mass (continuity)

It says that matter is conserved in a Ćow, meaning that the difference between the entering and exiting Ćow is equal to the mass rate. For a steady incompressible Ćow, the equation in vectorial form reduces to:

∇ • ⃗ V = ∂u i ∂x j = 0. (2.1)
where u i is the component of velocity in x, y and z directions.

Momentum conservation (Navier-Stokes equations)

The equation is derived from the classical Newton Second law that states the rate of change of momentum is equal to the sum of external forces in a closed volume.

The general expression of conservation of momentum is given as:

∂ ∂t + V ρu dV + A (ρuu) . n dA = - A p . n dA + A µ(▽u) . n dA + ρf dV (2.2)
For incompressible Ćow, the conservative form of the NSE reduces to:

∂u i ∂t + u j ∂u i ∂x j = - 1 ρ ∂p ∂x i + v ∂ 2 u i ∂x j ∂x j + f i (2.3)
in which ν, p, and f i denote the viscosity, pressure, and external forces respectively.

Turbulence

Turbulence is a property of the Ćow that is associated with random motion, generation, and propagation of 3D vortices of different length scales in the Ćow [START_REF] Lumley | Turbulence modeling[END_REF]. Turbulence can also cause diffusion and mixing of conserved properties in the Ćow (Greaves and Iglesias, 2018). In the NSE, turbulence is manifested through the ĆowŠs non-linear inertia term. So far, there is no universal and efficient mathematical model for turbulence due to the complexity of the problem. The turbulence intensity is a non-dimensional scale characterizing turbulence expressed as a percentage expressed in Eq. (2.4) as:

I = √ u ′ u ′ U (2.4)
where u ′ is the velocity Ćuctuation and U is the mean velocity in the Ćow. In turbulent Ćows (for example, tidal current), the velocity can be divided into an average (ū) and an oscillation part (u ′ ) as illustrated in Figure 2.1. This variation of speed exists in each point of the domain. By averaging the velocity over an appropriate time interval, the mean value for velocity is obtained using

ū = 1 ∆t t+∆t t udt (2.5) in which u = ū + u ′ (2.6)
This averaging can be used for all Ćow variables, such as pressure and viscosity. It is the way to reduce computational cost in a numerical simulation.

Methodology

Rotor modeling

In computational Ćuid dynamics (CFD), a representation of the rotor turbine is necessary. Numerical models provide low-cost solutions with details that are difficult to measure experimentally. Different numerical models have been developed with certain limitations and assumptions to perform speciĄc tasks. Depending on the area of interest or the scope of the investigation, a particular numerical model is used. The basic numerical model for wind and tidal stream turbines is shown in Figure 2.2. We listed 4 main kinds of modeling; Blade resolved, actuator line, RANS-BEM, and constant actuator disk. These numerical models are brieĆy discussed hereafter. 

Blade resolved method

Blade resolved modeling (or full rotor modeling) means that the whole tower, nacelle, blades, rotor, etc., are modeled, and unsteady Ćow is simulated using a proper solver. This method provides accurate results with proper numerical setup. It is worth mentioning that the computational cost of this simulation is high because of resolving the boundary layer around the blades since, for full rotor simulation, the Navier-Stokes equations and the turbulence model must be solved. Due to its high computational cost, the full rotor simulator is usually used to evaluate the performance of a turbine in the near wake.

Actuator line method(ALM)

In this method, instead of simulating the whole rotor, its effect is simulated inside the computational domain. The rotor blade is divided into some elements and then the hydrodynamic forces of each element are calculated. ALM uses unsteady state simulation and is computationally expensive, however less than the full rotor method. Due to its high computational cost, the ALM is largely used in the near wake to simulate the tip vortices.

Blade Element Momentum Theory (BEMT)

BEMT is a theory that combines both blade element theory and momentum theory. BEMT allowed for determining the aerodynamic loads of a wind and tidal turbine and thus, enabled the BEM method as a widely used design tool. This method is derived from the principles of conservation of mass and momentum based on the assumptions of steady, inviscid, incompressible Ćow without radial and circumferential dependency. The concept of the blade element momentum theory is that forces on the rotor can be deduced from the aerodynamic lift and drag on a blade section determined from two-dimensional airfoil theory or previously recorded experimental data [START_REF] Zhao | Chapter 7 -Aerodynamics of horizontal axis wind turbines and wind farms[END_REF]. This method is less computationally expensive compared to the Full rotor and ALM. However, it requires a speciĄc blade proĄle and hence cannot be used for general application.

Actuator Disk Method (ADM)

As a simple and low-cost way, the actuator disk method (ADM) considers the turbine as a porous, permeable disk that absorbs tidal current momentum. Neglecting the boundary layer region around the blade leads to a low-cost but efficient way. The use of a one-dimensional ADM allows the analysis of the turbine without any speciĄc turbine design by considering the energy extraction process. ADM describes the extraction of kinetic energy but does not explain which is dissipated as turbulence in the Ćow (Sanderse et al., 2011).

Why choose the ADM?

The actuator disk model is often used to model wind and tidal farms for several reasons including:

• Simple design: The use of an actuator disk allows a generic representation of the turbine irrespective of the blade proĄle and the pitch control mechanism. The ability of the ADM to adapt to a different turbine in the far wake makes it a suitable approach for developing a generic model.

• Computational efficiency: In a tidal farm where multiples of turbines are placed in an array. Modeling each turbine with a high-precision method is computationally expensive and time-consuming. The use of ADM drastically reduces computational resources compared to other modeling methods.

• Parameteric studies: Turbine farms can have various design parameters that require monitoring like the turbine spacing, turbine size, and the Ćow direction. Using the actuator disk model, the impact of these parameters on overall farm efficiency can be investigated without focusing too much on individual turbine performance.

• Idea for wake effects: In turbine farms, downstream turbines are located mainly in the far wake where the wake effect is largely self-similar. The actuator disk provides acceptable results compared to the high-Ądelity numerical simulation in the far wake.

Despite its advantages, it is essential to acknowledge the limitations of ADM when applied to real-world turbines. The actual wake shape is not correctly represented and the ADM also underestimates the blade-generated turbulence in the near wake.

Actuator disk theory

The rotor of the turbine is considered an ideal permeable disk, meaning frictionless and no rotational velocity component of the wake. Upstream of the disk, the stream tube has a cross-sectional area smaller than the disk and an area larger than the disk downstream. The expansion of the stream tube in Figure 2.3 is because the mass Ćow rate must be the same everywhere. The disk acts as a drag device slowing down the Ćuid velocity from far upstream U ∞ of the rotor to U D at the rotor plane and U w in the wake, as shown in Figure 2.3. The conservation of mass balance along the stream tube is given in Eq. (2.7) as:

ρA ∞ U ∞ = ρA D U D = ρA w U w (2.7)
It is expected that the actuator disk induces a velocity variation on free stream velocity in the form -aU ∞ , where a is the axial induction factor. The axial velocity at the disk location is expressed in Eq. (2.8) as:

U D = U ∞ (1 -a) (2.8)
Actuator disk theory
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Thrust is obtained by a pressure drop over the rotor. Close upstream of the rotor there is a small pressure rise from the atmospheric level P ∞ to P + before a discontinuous pressure drops ∆P over the rotor. Downstream of the rotor, the pressure recovers continuously to the atmospheric level. This thrust force T is caused by the pressure drop across the disk which can also be expressed in terms of change of momentum given in Eq. (2.9):

T = (P + D -P - D )A D = (U ∞ -U w )ρA D U D (2.9)
Bernoulli equation (2.10) is applied separately to the upstream and downstream of the rotor to obtain the pressure drop in Eq. (2.11):

1 2 ρU 2 + p + ρgh = const (2.10) ∆P = 1 2 ρ(U 2 ∞ -U 2 w ) (2.11)
The Thrust force T in Eq. (2.9), can now be express as:

T = 1 2 ρ(U 2 ∞ -U 2 w )A D = (U ∞ -U w )ρA D U ∞ (1 -a) (2.12)
Therefore, the velocity behind the disk is deĄned as Eq. (2.13) is:

U w = U ∞ (1 -2a) (2.13)

Power coefficient

The force on the Ćuid from Eq. (2.12) becomes:

T = (P + D -P - D )A D = 2ρA D U 2 ∞ a(1 -a) (2.14)
The power extracted from the Ćuid is given by Eq. (2.15)

P ower = T U D = 2ρA D U 3 ∞ a(1 -a) 2 .
(2.15)

Power coefficient C P , is deĄned as the ratio of power extracted by the disk to the available power in the Ćow expressed by Eq. (2.16)

C p = P ower 1 2 ρA D U 3 ∞ (2.16)
Therefore, The maximum C p occurs when;

C P = 4a(1 -a) 2
dC P (a) da = 0

According to the Betz limit, C P max occurs at a = 1/3, Hence C P max = 16/27 = 0.593 is the best theoretical efficiency for wind turbines. The limit is caused not by any deĄciency in design, but because the stream tube has to expand upstream of the actuator disk. However, for tidal turbines, the Betz limit is reportedly exceeded due to the impact of the blockage effect (Vennell, 2013).

Thrust coefficient

The force on the actuator disk caused by the pressure drop, given by Eq. (2.12), can also be non-dimensionalized to give a coefficient of thrust C T as:

C T = T hrust 1 2 ρA D U 2 ∞ (2.17a) C T = 4a(1 -a) (2.17b)
At the Betz limits (a = 1/3), the thrust coefficient C T betz is 0.89. The variation of power coefficient and thrust coefficient with a is shown in Figure 2.4. A problem arises for values of a ≥ 1/2 because the wake velocity, given by (1-2a)U ∞ , becomes zero, or even negative; in these conditions the momentum theory, as described, is no longer valid.

Actuator disk model

In the AD model, the rotor represented by a disk with a thrust force T is homogeneously distributed. The Actuator disk has the power to model far wake provided that the small-scale effect is parameterized [START_REF] Blackmore | InĆuence of turbulence on the wake of a marine current turbine simulator[END_REF]. The pressure jump across the disk provides a thrust force, a reduction in kinetic energy, and a reduction in Ćow velocity as the Ćuid passes through the rotor. The thrust force is calculated as:

T = 1 2 ρC T AU 2 ∞ (2.18)
The thrust force T is added as a source term in the incompressible Navier-Stokes equation to account for the energy extraction by the actuator disk. It is trivial to obtain the inĆow velocity with a single turbine. However, for multiple turbines in an array, the use of upstream velocity is questionable due to the wake effect, therefore [START_REF] Taylor | The Scientific Papers of Sir Geoffrey Ingram Taylor: Mechanics of solids[END_REF] proposed an expression for resistance coefficient K, relating the upstream velocity and the local velocity of a porous media as:

U ∞ = U d (1 + 1 4 K) (2.19)
Therefore, the thrust and power coefficients are expressed as:

C T = K (1 + 1 4 K) 2 , C P = K (1 + 1 4 K) 3
(2.20)

The modiĄed thrust force of the actuator disk is evaluated as:

T = 1 2 ρKAU 2 d (2.21)
This approach of simulating tidal turbine proposed by 

Using actuator disk method in OpenFOAM

OpenFOAM is an open-source CFD program written primarily in C++. The program includes a number of solvers, each designed to solve a speciĄc Ćuid mechanics problem, and in addition, there are utilities for performing data manipulations. OpenFOAM is based on the Ąnite volume method (FVM) and has implemented many numerical schemes, both for time and space integration.

OpenFOAM uses a simple model to implement ADM. To implement the model, the geometry must Ąrst be set up. The momentum equation is then modiĄed in such a way that the effect of the tidal turbine through body forces is included in the model. Then some necessary solver settings have to be adjusted. Finally, the problem is solved with a suitable solver and the results can be viewed with the ParaView software. OpenFOAM version v2006 is used throughout this thesis.

Geometry and mesh generation with BlockMesh

A simple rectangular numerical domain is set up and discretized using the basic BlockMesh. The basic hexahedral mesh is reĄned around the disk region and the bottom wall using the snappyHexMesh dict (see Fig. 

Source term definition

The actuationDiskSource applies a source term on the momentum equation to enable the ADM for aero/hydro thrust loading of rotary disks on the surrounding Ćow Ąeld in terms of energy conversion processes. The source term introduced via fvOptions dict (detailed in Appendix A.3) is applied to the volume cells deĄned in topoSets dict as sink term for energy extraction. ActuatorDiskSource provides two options to evaluate the thrust force in OpenFOAM; the Froude method and the variableScaling method. The variable scaling method is preferred for the turbine array as it uses the local velocity at the disk location to evaluate the thrust force expressed as:

-→ T = 1 2 ρA ♣U d ♣ C * T -→ U d (2.22)
where U d is the incoming velocity average on the actuator disk, ρ is the Ćuid density, A is the rotor surface area and C * T is the calibrated thrust coefficient.

C * T is evaluated in terms of upstream velocity, U ∞ , as C * T = C T ♣U∞♣ ♣U d ♣
2 and is analogous to the resistance coefficient K established in Section ğ2.3.3.

Solver selection and settings

The OpenFOAM solver used in the current study is simpleFOAM, which is suitable for incompressible Ćow. The solver utilizes the Semi-Implicit Method for Pressure Linked Equations (SIMPLE) algorithm for steady-state incompressible transport equations. The equations were discretized using the Gaussian integration scheme where values were interpolated from cell to face centers. A Ąrst-order bounded scheme is used for the convection and turbulence model equations. In OpenFOAM, the Ąrst-order used is referred to as upwind, the central interpolation scheme linear is used for diffusion terms and an explicit non-orthogonal correction method corrected is employed for the surface-normal gradient. Interested readers can Ąnd more details on numerical schemes in the OpenFOAM User Guide (2020).

Turbulence modeling

The simulation of tidal current requires a mathematical model to resolve the wide range of time and length scales. Large Eddy Simulations (LES) resolve the large scales and model the small-length scales. However, for commercial-scale tidal turbines in a park, LES can be computationally expensive because it requires a Ąne mesh to satisfy the wall function. Therefore, several technical papers that investigated the mean wake in the wind ( In OpenFOAM, the turbulence simulationType and the model are speciĄed in turbulenceProperties dict. Unfortunately, there is no classical method for selecting an appropriate model. However the two primary models for turbine RANS simulation are κ -ϵ and κ -ω turbulence models. Nguyen 

κ -ϵ model

The κ -ϵ model is the most widely used two-equation turbulence model for RANS and is known to produce good results in large channel Ćow, however, it struggles close to walls. The RANS equations solved by numerical tools are in the form:

∂(ρU i U j ) ∂x j = - ∂P ∂x i + ∂ ∂x j µ ∂U i ∂x j + ∂U j ∂x i + u i u j + ρg i + S i (2.23)
where U i is the components of the time-averaged mean velocity averaged, µ is the water dynamic viscosity, g i are the components of the gravitational acceleration, S i is the momentum sink term applied at the disk, and u i u j is the Reynolds stress tensor that must be modeled. The BoussinesqŠs approximation of the stress tensor is given as:

-u i u j = ν T ∂U i ∂x i + ∂U j ∂x i - 2 3 kδ ij (2.24)
where ν T is the eddy viscosity. Its deĄnition and the transport equations for the turbulent kinetic energy, κ, and dissipating energy, ϵ are:

ν T = cµ k 2 ϵ (2.25) ∂k ∂t + U j ∂k ∂x j = ∂ ∂x j ν + ν T σ k ∂k ∂x j -(u i u j ) ∂U i ∂x j -ϵ (2.26) ∂ϵ ∂t + U j ∂ϵ ∂x j = ∂ ∂x j ν + ν T σ ϵ ∂ϵ ∂x j -C 1ϵ (u i u j ) ∂U i ∂x j ϵ k -C 2ϵ ϵ 2 k (2.27)
where Eq. (2.25) is inserted into Eqs. (2.24) -(2.27) together with the constant values deĄned in turbulence properties are known as the k -ϵ model.

Although the κ-ϵ model is shown to provide good results in far wake compared to the porous disk experiments [START_REF] Nguyen | Modelling turbulence with an Actuator Disk representing a tidal turbine[END_REF]. It tends to predict faster wake recovery due to the failure to account for the turbulence generated by the turbine in the near wake region (El Kasmi and Masson, 2008). Therefore, the use of turbulence correction to complement the added turbulence generated by the turbine is suggested in the literature.

Turbulence-source term

A comparison with experimental data of tidal turbine shows the standard κ -ϵ model predicts faster wake recovery [START_REF] Shives | Developing an empirical model for ducted tidal turbine performance using numerical simulation results[END_REF]. This is due to the failure to account for the energy cascade from large scale to small scale in the near wake region. To account for the proper turbulence cascading in the near wake, turbulence correction with source term has been suggested for both wind and tidal turbines (El Kasmi and Masson, 2008; [START_REF] Rethore | Study of the atmospheric wake turbulence of a CFD actuator disc model[END_REF][START_REF] Bibliography | Simulating tidal turbines with multi-scale mesh optimisation techniques[END_REF][START_REF] Olson | Turbulence-parameter estimation for current-energy converters using surrogate model optimization[END_REF]. El Kasmi and Masson (2008) proposed to add source terms to κ and ϵ transport equation at ± 0.25D of the disk to manage the TKE dissipation rate in the near wake. These source terms are expressed in Eq. (2.28) as:

S κ = ρϵ amb , S ϵ = ρC ϵ2 ϵ 2 amb κ amb (2.28)
where ρ is the Ćuid density, C ϵ2 = 1.92 is κ -ϵ constant, κ amb and ϵ amb are the turbulence kinetic energy and dissipation at the inlet respectively. A source term for the vegetative canopy is also used by 

S k = 1 2 C x β p U 3 -β d U k (2.29) S ϵ = 1 2 C x β p C ϵ4 ϵ k U 3 -β d C ϵ5 U ϵ (2.30) C x = ρA d K (2.31)
Where C x is the scaled term deĄned in terms of the resistance coefficient K (function of C T , Eq. (2.20)), β p , β d , C ϵ4 , and C ϵ5 are the turning parameters, κ is the turbulent kinetic energy, ϵ the turbulent dissipation, and U is the Ćow velocity. In this study, the method of [START_REF] Olson | Turbulence-parameter estimation for current-energy converters using surrogate model optimization[END_REF] for the tidal turbine is applied to the disk location afterward.

Validation

In this section, the performance of ADM is analyzed with well-established experimental studies. The understanding of wake interaction in a single turbine will provide vital insight into the arrays of the turbine. The reference cases to be explored here are the porous disk experimental study reported by [START_REF] Bahaj | Characterising the wake of horizontal axis marine current turbines[END_REF] and the Ćume test of a 3-bladed tidal stream turbine studied by Mycek et al. (2014b).

Bahaj et al. porous disk experiment

A reference experiment of the tidal turbine using a porous disk was conducted by ). The bottom wall is set to no-slip while the top and sidewalls were set as free slip. The outlet pressure is set to zero gradients. Table 2.1 summarize the numerical settings for the simulation.

U (z) = 2.5U * ln zU * ν + A (2.32) k = 3 2 I 2 U 2 , ϵ = C 3 4 µ k 3 2 l (2.33)
where the friction velocity is U * = 0.00787m s -1 , A = 0.197 m s -1 , ν is the kinematic viscosity, U is the mean inlet velocity, I H (z) is the turbulence intensity, l is 0.07H and is the characteristic length, C µ = 0.09, and z o is the roughness length. The velocity deĄcit in the near wake is higher due to the extraction of energy by the rotor. This region is characterized to have the highest turbulence intensity due to the contribution of shear and porous disk as shown in Fig. 2.10b. As the Ćow propagates downstream, the velocity deĄcit increases up to 90% at 20 D downstream where the ambient turbulence in the Ćow recovers. The recovery to the upstream condition is delayed as a result of low ambient turbulence. The vertical proĄle presented in Fig. 2.11 shows that the Dyer Boundary layer signiĄcantly captures the experimental velocity proĄle at different locations downstream. A no-slip at the wall and free-slip surface tally well with the experiment. The delayed recovery of inlet condition is due to a slow mixing process at low ambient turbulence intensity. The distance 1 < z/D < 2, represents the location from the disk, wherein near the wake (<7 D) the wake shape is highly affected by the turbine. From 10 D downstream on-wards, the velocity deĄcit proĄle and turbulent intensity assume a self-similarity. In summary, the simple actuator disk approach mimics energy extraction through a porous disk. The ADM with κ-ϵ model does not require additional source term to represent the porous disk, but is it required for a tidal turbine? Next, the application of the ADM to the actual turbine will be examined in order to answer this question. This model will give way to our subsequent investigation of arrays where wake interaction is the main area of interest.

Comparison with experiments

Mycek et al. TST experiment

An experimental study of 3-bladed TST is conducted at IFREMER with a turbine diameter D of 0.7 m positioned at the center of the tank as illustrated in 

Case set up

The numerical domain with dimension reported by Mycek et al. is developed as shown in Figure 2.13. The TST is modeled as an actuator disk as deĄned in Section § 2.4.2. Similarly, the numerical domain is discretized with optimized mesh presented in Section § 2.4.1. The domain has a blockage ratio of 4.81%.

Boundary condition

At the inlet boundary, a logarithmic velocity is set using the atmBoundaryLayer in OpenFOAM as expressed in Eq. (2.34). A constant turbulent kinetic energy and dissipation following Eq. (2.33) is imposed. At the outlet, a zero-pressure condition is imposed. Whereas, a no-slip wall condition is Ąxed at the bottom, and a symmetry condition is used at the top surface and the lateral walls. Where U * is the frictional velocity of U ref = 0.83m/s, κ = 0.41 is the von Karman constant, z is the channel depth, z 0 is the roughness and L is the turbulent length scale deĄned as the turbine diameter.

U = U * κ ln z + z 0 z 0 (2.34)

Comparison with experiment

Figure 2.14 shows the numerical model is comparable with the experimental data, especially in the far wake. The added source term compensates for the turbulent intensity in the near wake due to blade rotation and the mean shear at the bladeŠs tip. Although there is no signiĄcant effect of the source term in the velocity deĄcit proĄle at 2 D downstream, the AD is able to capture the Ćow in the far-wake region. Starting from 6 D downstream (i.e. the far wake region), the numerical and experimental results superimpose downstream. The effect of the added source term is negligible in both normalized velocity and turbulent intensity in the far wake. The wake recovery is observed at 7 D where the wake proĄle can be largely deĄned as self-similar. 

Synthesis

As already established in the literature, the ADM model with standard κ -ϵ model predicts the wake recovery at a much faster rate in the near wake than the experimental data due to high eddy viscosity [START_REF] Rethore | Study of the atmospheric wake turbulence of a CFD actuator disc model[END_REF]. The numerical model developed using a simple actuator disk representation has proven to provide a good estimation of the velocity deĄcit and turbulence intensity, especially in the far wake. The model is validated with a porous disk and a real tidal turbine experiment.

For a simple porous disk experiment, the standard κ -ϵ model is able to predict the Ćow characteristics without the use of a source term, but the source term is needed to compensate for additional turbulence production in tidal turbine experiments. In addition, The tidal turbine experimental results are not truly axisymmetrical as reported by [START_REF] Maganga | Experimental characterisation of Ćow effects on marine current turbine behaviour and on its wake properties[END_REF] and [START_REF] Mycek | Experimental study of the turbulence intensity effects on marine current turbines behaviour. Part I: One single turbine[END_REF]. The ADM does not detect the asymmetry because (a) the thrust is uniformly applied on the disk, (b) there is no turbine tower presentation in the actuator disk model, and (c) no swirling effect due to turbine rotation [START_REF] Grondeau | Studying the Wake of a Tidal Turbine with an IBM-LBM Approach Using Realistic InĆow Conditions[END_REF]. Therefore, the average wake characteristics are modeled using the RANS with correct turbulence parameters when the far wake is of interest.

We have seen that the ambient condition signiĄcantly affects the recovery rate. For high turbulence intensity, the inlet conditions were recovered at 7 D downstream. In the low ambient turbulence case, the inlet conditions of the porous disk experiment were not recovered until 20 D downstream. This shows how the turbulent intensity affects the Ćow recovery in the tidal turbine wake. Finally, the ADM can be used when studying the far-wake which is the scope of this thesis. Thus this numerical model will provide the basis for the full-scale TST model. A number of turbine arrays will be simulated for several conĄgurations of an ideal Alderney Race site. This will be used as a reference for comparison with our proposed analytical model. 
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Added turbulence model

This chapter aims to develop a model to estimate the added turbulence in turbine wake. A numerical simulation of a full-scale tidal turbine at different ambient conditions is used as a reference for the empirical model. The model aims to provide a good estimation of velocity deficit in the wake of a tidal farm. This chapter is an extended version of the author's article published in Applied Ocean Research [START_REF] Shariff | An empirical model accounting for added turbulence in the wake of a full-scale turbine in realistic tidal stream conditions[END_REF].

Introduction

Although there is considerable research work to estimate the velocity deĄcit and the power production in turbine farms, little work is established to estimate the turbulence intensity in tidal turbine wake. Turbulence in the turbine wake is associated with increased fatigue and decreased output power which may lead to premature turbine failure. Tidal turbines are deployed in turbulent Ćows, with sudden variations of Ćow characteristics along tidal cycles. Typically, turbines operate in clusters in farms which causes the downstream turbines to operate in the turbulent wake of upstream turbines. A proper estimation of turbulence wake is important as it will improve reliability and improve the conĄdence of developers and investors. This chapter aims to develop a simple empirical model using data Ątting from numerical simulation of a non-rotational actuator disk model to estimate the added turbulence in realistic tidal stream conditions similar to the Alderney Race, with a turbine rotor diameter to depth ratio of 40%.

Turbulence in turbine wake

Turbulent intensity is deĄned as a ratio of standard deviation (σ) or turbulent velocity Ćuctuation (u ′ ) to the mean velocity (U ) expressed as Eq. (3.1):

I = σ u U = √ u ′ u ′ U (3.1)
Turbulence in turbine wake is the contribution of both the ambient and added turbulence generated by the turbine. The ambient, non-obstruct turbulence is deĄned as the ŚnormalŠ turbulence at a site that would be experienced by a single, stand-alone turbine. While added turbulence is the increased turbulence in the turbine wake associated with a strong shear layer between the wake and ambient Ćow and the turbulence generated by the turbine blade. The turbulence in the turbine wake is expressed as:

I wake = I 2 0 + I 2 + 0.5 (3.2)
where I wake is the total turbulence in the wake, I 0 is the ambient turbulence and I + is the added turbulence by the rotor. The turbine wake is broadly categorized into two regions; near wake and far wake [START_REF] Quarton | Turbulence in Wind Turbine Wakes[END_REF][START_REF] Vermeer | Wind turbine wake aerodynamics[END_REF]. The intensity of turbulence varies depending on the location. The near wake region is attributed to the highest turbulence due to the additional contribution of the shear and turbine-generated turbulence, while the far wake region is mainly inĆuenced by the ambient turbulence in the Ćow, as shown in Table 1.3. The estimation of far-wake turbulence is important for the proper placement of turbines in a park.

Semi-empirical turbulence models for wind turbines have been developed to estimate the far wake turbulence by calibrating experimental data and high-Ądelity numerical simulations. These models, though providing approximate values yield relatively good results in the far wake region. Shamshirband et al. (2014) classify these surrogate turbulence models into four categories as follows:

1. Added turbulence model Ű calculated for the wake after a single turbulence 2. Added turbulence model Ű calculated for all surrounding turbines 3. Total turbulence model Ű calculated for the wake after a single turbulence 4. Total turbulence model Ű calculated for all surrounding turbines. Model categories (1) and (2) estimated the added turbulence due to the turbine effect. To obtain the turbulence in the wake, the ambient turbulence is added as presented in Eq. (3.2). Model (3) provides the turbulence in the turbine wake, in a cluster network, these models will require the interaction effect of surrounding turbines. Model (4) is developed by considering the cumulative turbulence of a turbine and the surrounding effects. The following section presents the existing turbulence model for wind turbine wakes.

Existing turbulence models

Analytical models for added turbulence have been developed mainly for wind turbine applications. These models mainly provide a single value for the centreline added turbulence [START_REF] Quarton | Turbulence in Wind Turbine Wakes[END_REF][START_REF] Hassan | A wind tunnel investigation of the wake structure within small wind turbine farms[END_REF] 

Quarton and Ainslie model

A theoretical model to predict the centerline added turbulence based on experimental data of wind turbines is proposed by [START_REF] Quarton | Turbulence in Wind Turbine Wakes[END_REF]. The added turbulence in the wake is a function of the thrust coefficient C T , the ambient turbulence, the length of the near wake, and the location downstream. The added turbulence model is expressed as Eq. (3.3):

I + = 4.8C 0.7 T I 0.68 0 (x/X n ) -0.57 (3.3)
where C T is the thrust coefficient, I 0 is the ambient turbulence, x is the distance downstream and X n is the length of the near wake deĄned in Eq. (1.1).

Crespo and Hernandez model

Crespo and Hernandez (1996) propose a similar empirical relation for estimating the added turbulence in the wake of a wind turbine. The model quantitatively agrees with the Quarton and Ainslie model but demands an axial induction factor, a, instead of C T . However, a and C T are related in the actuator disk model [START_REF] Burton | Wind Energy Handbook[END_REF]. As the actual length of the near wake remains a conjecture, Crespo and Hernandez express the added turbulence based on well-known downstream distance as Eq. (3.4):

I + = 0.73a 0.8325 I 0.0325 0 (x/D) -0.32 (3.4)
This model is applicable to far wake provided 5 < x/D < 15, 0.07 < I 0 < 0.14, and 0.1 < a < 0.4.

Frandsen and Thøgersen model

Frandsen and Thøgersen (1999) developed an empirical relation for added turbulence to account for the fatigue loading of an offshore wind farm. The model is
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I + = 1 1.5 + 0.8 x/D √ C T (3.5)
where x/D is the downstream position normalized by the turbine diameter and C T is the thrust coefficient. The Frandsen and Thøgersen model is adopted as International Electrotechnical Commission IEC 61400 standards for wind turbine design.

Ishihara and Qian model

A new 3D model that accounts for the spatial variation for added turbulence was developed by [START_REF] Ishihara | A new Gaussian-based analytical wake model for wind turbines considering ambient turbulence intensities and thrust coefficient effects[END_REF]. This model uses a Gaussian distribution to capture the maximum turbulence intensity at the tip of the rotor. A correction term is added to account for the double Gaussian proĄle in the near wake, likewise δ(z) to weaken the turbulence intensity in the lower part of the wake as observed in the experiment of Chamorro and Porté-Agel (2009). The generalized 3D added turbulence model is outlined in Table 3.1. 

/D = k ⋆ x/D + ε k ⋆ = 0.11C 1.07 T I 0.20 0 added turbulence I + (x, y, z) = ϕ d+e•x/D+p -δ(z) ε = 0.23C -0.25 T I 0.17 0 shape function ϕ = k 1 exp -(r-D/2) 2 2σ 2 + k 2 exp -(r+D/2) 2 2σ 2 d = 2.3C -1.2 T near-wake p = f (1 + x/D) -2 e = 1.0I 0.1 0 deĆection δ(z) =    0 (z ≥ H) I 0 sin 2 π H-z H (z < H) f = 0.7C -3.2 T I -0.45 0
A simpliĄed expression for center line added turbulence is expressed in Eq. (3.6). [START_REF] Tian | Development and validation of a new two-dimensional wake model for wind turbine wakes[END_REF] proposed an empirical model for the effective turbulence in turbine wake. The added turbulence is proportional to the thrust coefficient which enhances the wake Ćow development. The idea of this enhancement is based on the fact that the thrust force comes from a change in pressure as the wind passes the rotor and slows down, it is a measure of the power losses caused by the presence of the turbine, and further more a measure of the Ćow development in the wake area. The model is expressed as Eq. (3.7):

I + = 1 d + e.x/D (3.6)

Tian et al. model

I wake = 0.4 C T x/D + I 0 (3.7)

Comments

A common feature in the model Eqs.[(3.3)-(3.7)] is that the added turbulence is a function of the ambient turbulence, turbine characteristics C T in the wake of the wind turbine and location downstream. However, these turbulence models, like velocity deĄcit models, may require calibration for application in tidal turbine wake. The calibration is necessary as a result of the limited depth in shallow water, the blockage effect, the wide range of ambient turbulence in tidal sites, the bathymetry of the seabed, and the wave effect on the surface.

To the best of our knowledge, there is no empirical model to estimate the turbulent intensity in the wake of a tidal turbine. In the subsequent sections, a simple empirical model for added turbulence intensity in the wake of a full-scale tidal turbine is developed and compared with the established wind turbine models noted. As the experimental data of full-scale tidal turbines remain conĄdential, a numerical model is proposed to provide reference data for the turbulence model.

Tidal turbine with realistic dimension

Numerical model and method

Several CFD simulations of tidal turbines used steady-state solutions to provide the average hydrodynamics of the Ćow. Although in reality, a signiĄcant Ćuctuation occurs with eddies structure in a streamwise direction roughly as large as the turbine diameter [START_REF] Gant | Modelling a Tidal Turbine in Unsteady Flow[END_REF], the changes in mean performance are similar to a steady Ćow condition (Zhang et al., 2020a). The turbine is represented as a non-rotating porous disk using the Actuator disk Method (ADM). The ADM is widely used for full-scale turbines by several authors (Rahman et 

T = 1 2 ρKAU 2 d
where ρ is the Ćuid density (i.e sea water), K is the resistance coefficient relating to C T , A is the turbine cross-sectional area and U d is current velocity at the disk location.
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Case set-up

The size of commercial-scale tidal turbines has been increasing recently with turbines ranging from 14 m to 20 m in diameter [START_REF] Rajgor | Tidal developments power forward[END_REF]. In this study, a 20 m diameter turbine (the size for Atlantis AR2000) represented as a disk is located at 10 D from the inlet of the domain at mid-depth (see Fig. 3.2). The length of the domain is 50 D and the width is 20 D. The channel depth is 50 m similar to the Alderney Race (Lo Brutto et al., 2016b). The blockage ratio in the channel is 1.57% and the rotor diameter to depth ratio is 40%. For consistent meshing, the numerical domain is discretized by structured grid cells with reĄnement close to the turbine as elaborated in Section § 2.4.1. 

Boundary conditions

A realistic boundary condition of a typical tidal stream is used for the numerical model. At the channelŠs inlet, a logarithmic velocity is deĄned and a constant turbulence kinetic energy (TKE) and dissipation are expressed in Eq. (3.8).

U = U * κ ln z z 0 , k = 3 2 I 2 U 2 , ϵ = C 3 4 µ k 3 2 L (3.8)
Where the friction velocity U * = 0.1109m/s, the mean inlet velocity U = 2.7m/s similar to the mean velocity in the Alderney Race [START_REF] Thiébaut | Characterization of the vertical evolution of the three-dimensional turbulence for fatigue design of tidal turbines[END_REF]. The turbulence length scale L = H/3 is used which is shown to provide good agreement with experimental data as reported by [START_REF] Blackmore | The Sensitivity of Actuator-Disc RANS Simulations to Turbulence Length Scale Assumptions[END_REF] and is also used by [START_REF] Rahman | On the Accuracy of Three-Dimensional Actuator Disc Approach in Modelling a Large-Scale Tidal Turbine in a Simple Channel[END_REF] for full-scale tidal turbine simulations. The bottom roughness of the channel is not considered in this study; a no-slip condition is set at the bottom wall with wall functions, and the top and the lateral walls are set to a symmetry condition. The outlet of the domain is set to pressure outlet conditions corresponding to atmospheric pressure.

In this study, the ambient turbulent intensity I 0 of 5% to 20% is considered to have a global representation of turbulence conditions in the tidal stream site as presented in Table 1.2. These Ąeld observations presented are usually limited to a particular location of interest and do not represent global tidal stream hydrodynamics. In the absence of complete hydrodynamic data, the local measurements are used as ambient conditions in the channel. The thrust coefficient C T = 0.89 (K = 2) corresponding to the Betz limit is used. It is important to clarify that experimental data are not available at this scale of a tidal turbine to Ąne-tune the turbulence source term parameters to account for the turbine effect, therefore a standard κ -ϵ is used.

However, for empirical models, a deĄnitive value of turbulent intensity upstream of the turbine is essential which can be uncertain in simulation due to turbulence dissipation downstream, especially at high turbulent intensity. Therefore, the inlet turbulence condition is maintained in the upstream region to ensure stable turbulence upstream. This is analogous to the turbulence source term used for wind turbines by El Kasmi and Masson (2008).

Turbulent wake analysis

The turbulent intensity contour of turbine wakes at different ambient turbulence is shown in Figure 3.3. The maximum turbulent intensity in the wake occurs in the initial near wake. The initial near wake is the region behind the turbine where the pressure jump due to momentum extraction is largely recovered. [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF] deĄne this length as 1-2 D for a wind turbine. This is also consistent with our numerical data as shown in Figure 3.3. The major contributor to turbulence in this region is the rotor and a mean shear layer. Experimental studies of turbine wake show the turbulent intensity proĄle exhibits a double Gaussian proĄle with maximum turbulence at the tip of the blade (Chamorro and Porté-Agel, 2009; [START_REF] Stallard | Interactions between tidal turbine wakes: experimental study of a group of three-bladed rotors[END_REF]. However, the proĄle merges downstream foaming an approximate Gaussian proĄle downstream. The RANS-ADM does not provide a good representation of turbulence in the near wake. This is attributed to the averaging of Ćow components by the RANS turbulence model and the uniform thrust force along the non-rotating actuator disk.

In the far wake, the turbine effect and the mean shear are weak compared to the near wake. The Gaussian proĄle is sustained for the low turbulence case (I 0 = 5%) but vanishes in high turbulent cases (see Figure 3.3). The turbulent effects vanish rapidly at high turbulence due to strong mixing. The turbulent intensity along the rotor axis and the lateral wall is imperceptible, therefore recognizing the dominance of ambient turbulence in the far wake region. High turbulence produces large turbulent scales that cascade and diminish faster than small eddies. Faster Ćow recovery at high ambient turbulence is reported in experiments (Mycek et al., 2014a; Vinod and Banerjee, 2019).

Estimation of centerline added turbulence

The centerline turbulence is the total turbulence in the wake as expressed in Eq. (3.2). Added turbulence in the wake is extracted by subtracting the root sum squared of wake turbulence at the centerline and the ambient turbulence close to Assuming the ambient turbulence is stable in the Ćow. It is sufficient to propose a model for the added turbulence to estimate the turbulence in the wake. As mentioned earlier, the inlet turbulent condition is maintained upstream of the turbine to preclude dissipation due to the numerical model, as shown in Figure 3.5a. The added turbulence in Fig. 3.5b shows a slight dependence of the ambient turbulence in the Ćow. Added turbulence decays downstream as a result of the mixing and diffusion process in the wake. The diffusion at high ambient turbulence is accelerated leading to faster Ćow recovery. For instance, Fig. whereas, for 15% turbulence, the recovery is around 12 D downstream.

Estimation of turbulent intensity wake radius

The classical turbulence theory suggests that the velocity deĄcit wakes behind a circular disk is approximately Gaussian and axisymmetry in the far wake region [START_REF] Pope | Turbulent Flows[END_REF]. Therefore, to develop a new method to estimate the turbulent wake radius, Ąrstly, there is a need to verify the Gaussian and axisymmetry proĄle of turbulent intensity wake, as suggested for velocity deĄcit wake by [START_REF] Stallard | Experimental study of the mean wake of a tidal stream rotor in a shallow turbulent Ćow[END_REF]. Figure 3.6 veriĄed the Gaussian-shaped proĄle in the wake of turbulent intensity.

The added turbulent wake radius is estimated using a standard Gaussian pro-ĄleŠs Full-Width Half Maximum (FWHM) approach. Turbulent intensity at the FWHM corresponds to √ 2 ln 2σ (σ is the standard deviation). FWHM is used previously to deĄne the radius in the velocity deĄcit wake of a wind turbine (Bastankhah and Porté-Agel, 2014; Ishihara and Qian, 2018). r 1/2 is the radius at the half normalized turbulent intensity I m . The radius of the wake using the Gaussian distribution function is estimated at 3σ shown as the shaded region in Figure 3.6. (1996) suggest the linear assumption is a crude representation, therefore they proposed a power law to deĄne the wake expansion as deĄned in classical wake turbulence theory [START_REF] Schlichting | Boundary-Layer Theory[END_REF]. The added turbulent wake radius deĄned in Section ğ3.5.2 is calculated at an interval of 1 D. Figure 3.7a shows a similar wake radius pattern at different turbulent intensities. From Figure 3.7a, it is clear that the use of the basic linear assumption of wake expansion by Jensen and Bastankhah and Porté-Agel will result in a poor estimation of added turbulent wake radius evolution. Empirical laws approximate complex relations that rely on observation data. It is necessary to verify the data can be represented by a power-law distribution. Taking the logarithm of both sides of Eq. (3.9), we see the power-law distribution is simpliĄed as; ln p(x) = α ln x+ constant. A necessary condition for power-law distribution is a straight line on a doubly logarithmic plot [START_REF] Milojević | Power law distributions in information science: Making the case for logarithmic binning[END_REF]. Figure 3.7b shows that one can be conĄdent the radius approximately obeys the power-law distribution.

Turbulent wake expansion

p(x) ∝ x α

(3.9) where r w is the normalized turbulent wake radius, r is the local turbulent wake radius, r o is the turbine radius, x/D is the normalized distance downstream and I 0 is the ambient turbulence in fraction form. Tidal stream turbines are located in shallow water, and the vertical boundaries limit the turbine wake expansion. This model applies to the wake of a turbine at a rotor diameter-to-depth ratio is 40%.

Added turbulent intensity model

The previous models of added turbulence in the wake of a wind turbine are expressed as a function of turbine and Ćow characteristics (Crespo and Hernandez, 1996; Frandsen and Thøgersen, 1999). Using our numerical data as reference, a simple empirical model is developed using a data Ątting to estimate the added turbulence in the wake of a tidal turbine. The centerline turbulent intensity proĄle in Fig. 3.5b shows a decay in added turbulent intensity downstream. The new centerline added turbulent intensity model is expressed as Eq. (3.11): The added turbulence due to the rotor is slightly dependent on ambient turbulent intensity. This is compatible with the model of Frandsen and Thøgersen (1999) which is independent of ambient turbulence (see Eq. (3.5)). 

I + = a X -X 0 D -b a = 0.

Goodness of fit

A measure of accuracy between the empirical and numerical model for the turbulent wake radius and the added turbulence is computed by the Mean Absolute Percentage Error (MAPE) as Eq. (3.12):

MAPE = 1 N N i=1 A i -M i A i • 100% (3.12)
where A i is the numerical turbulent wake data and M i is the empirical turbulent wake model at 1 D interval downstream. The mean error of the model at different ambient turbulence is given in Table 3.2. The accuracy of the model increases downstream where the turbulent characteristics are clearly deĄned. The near wake error may not affect the turbine placement downstream as turbines are placed at a sufficient distance downstream where the Ćow properties have recovered. 

Synthesis

The mixing between the high free velocity and low-velocity wake and the associated change in momentum causes the Ćow to recover to the upstream condition downstream. The initial wake size of the order of rotor diameter expands gradually as it propagates downstream. Ambient turbulent intensity increases the added turbulent wake radius but decreases the added turbulent wake length, as shown in Figure 3.7a. An intense mixing and diffusion of eddies that occur at high ambient turbulence promote rapid recovery of the ambient Ćow downstream. While in a low turbulent Ćow, the diffusion rate is slower, leading to propagation of the wake effect further downstream. The wake expansion far downstream at high turbulent intensity is distorted and becomes more stochastic. This might be due to (a) an ambient condition recovery as the dissipation is higher than the turbulence production effect by the disk far downstream, and (b) the limited channel depth may constrain the expansion in all directions.

The selection of power-law for turbulent wake radius is in line with the velocity deĄcit wake expansion model of wind turbine reported by [START_REF] Frandsen | Analytical modelling of wind speed deĄcit in large offshore wind farms[END_REF] and also in the wake theory by [START_REF] Schlichting | Boundary-Layer Theory[END_REF] where the radius expands as r ∝ x 1/3 . The power-law exponent of our model is constant and comparable with that of the classical wake of a velocity deĄcit model. At the same time, the scaling term accommodates the dependence on ambient turbulent intensity.

The rotorŠs attenuation of the kinetic energy of the Ćow generates additional turbulence close to the turbine. As mentioned earlier, the near wake region is dominated by the turbine and shear layer-generated turbulence. Our empirical model justiĄes that the primary turbulence source in the near wake is attributed to the rotor. This model provides acceptable results compared with existing models for a wind turbine as no known model is available for tidal turbine application. The error between our model and existing wind turbine models can be attributed to the different wake structures. The wind turbine wake is axisymmetric Ishihara and Qian (2018), while the tidal turbine wake is largely Gaussian due to the vertically constrained channel depth [START_REF] Stallard | Experimental study of the mean wake of a tidal stream rotor in a shallow turbulent Ćow[END_REF].

Chapter 4 A generic model for velocity deficit and turbulent intensity Contents

Introduction

The Ćow behind a turbine is turbulent and quite far from the ideal case presented in Section ğ2.3. The axial and rotational velocities, viscosity, turbulent effects, and blade rotation generate a wake region that is associated with low speed and high turbulence compared to ideal unperturbed Ćow. The wake is a region of disturbed Ćow categorized mainly into two parts; the near and the far wake region as elaborated in detail in Section ğ1.7. The Ćow velocity and turbulent intensity upon mixing with ambient Ćow gradually recover as we move along the Ćow direction as illustrated in The investigations of turbine wake become important when dealing with several turbines on a farm. The power produced by downstream turbines is lower due to the wake effects. To have a good estimation of individual turbines, a proper wake model is required by which two main factors are to be obtained:

1. Stream function which is based on fundamental laws of Ćuid mechanics derived using mass and/or momentum conservation equations.

2. Shape function which describes the wake proĄle as it evolves downstream. The common shape functions used are top-hat, Gaussian, or cosine functions.

Recently, a super-Gaussian proĄle has been proposed to represent both the near and far wake.

Existing velocity deficit models

The turbine wakes are studied by numerous analytical models. Some of the models are quite basic, and others are based on the principles of Ćuid dynamics and even turbulence modeling. To better understand the wake and its parameters, some common velocity deĄcit models for wind and tidal turbines are brieĆy discussed below. The velocity deĄcit in the wake of the turbine is expressed as Eq. (4.1):

∆U U ∞ = U ∞ -U w U ∞ (4.1)
where U ∞ is the upstream velocity and U w is the wake velocity. Table 4.1 presents a summary of the existing velocity deĄcit models with the proposed model. 

Jensen model

The analytical model of the velocity deĄcit of wind turbines developed by [START_REF] Jensen | A note on wind generator interaction[END_REF] and modiĄed by [START_REF] Katic | A Simple Model for Cluster Efficiency: European Wind Energy Association Conference and Exhibition[END_REF] is based on mass conservation. The velocity deĄcit is uniformly distributed using the top-hat shape function. This model neglects the near wake and assumes linear wake expansion as:

r w = r 0 + αx
The mass conservation of the control volume is shown by dashed lines in Fig 4 .2 yields:

πr 2 0 U w0 + π(r 2 -r 2 0 )U ∞ = πr 2 U w (4.2)
where U w0 is the velocity behind the turbine, r 0 and r are the rotor radius and the wake radius respectively. The Jensen velocity deĄcit is expressed as Eq. ( 4.3):

∆U U ∞ = 1 - √ 1 -C T 1 + 2αx D 2 (4.3)
where C T is the thrust coefficient, x/D is the downstream distance normalized by the turbine diameter D, and α is the rate of wake expansion coefficient. Suggested values for α are 0.075 for onshore and 0.05 for off-shore turbines [START_REF] Barthelmie | Comparison of Wake Model Simulations with Offshore Wind Turbine Wake ProĄles Measured by Sodar[END_REF]. The Jensen model is widely used by commercial tools (e.g. WindPRO, WAsP, OpenFarmer, and OpenWind).

Frandsen model

Frandsen et al. ( 2006) also assumes a top-hat shape for the velocity deĄcit lateral proĄle. In this model, the principle of mass and momentum conservation equations were applied to the control volume around the turbine. The wake expands based on the power law given in Eq. (4.4) proposed by [START_REF] Schlichting | Boundary-Layer Theory[END_REF] is expressed as:

D(x) = β k/2 + αx/D 1/k (4.4)
where k = 3 for Schlichting solution and the wake constant α determine from experiment. β is a function of C T deĄned in Eq. (4.5) as:

β = 1 2 1 + √ 1 -C T √ 1 -C T (4.5)
The proposed wake velocity deĄcit is given in Eq. (4.6):

∆U U ∞ = 1 2 1 -1 -2 A 0 A w C T (4.6)
where A w (x=0) = A a , and A a is the cross-sectional area of the wake just after the initial wake expansion. A a is assumed to be the area where the pressure has just reached the free state.

Bastankhah and Porté-Agel (B-P) model

The Bastankhah and Porté-Agel (2014) model of velocity deĄcit is based on the momentum conservation equation. The model uses a Gaussian shape function and also assumes a linear expansion of wind turbine wake downstream. The wake radius is evaluated at full-width half maximum of a standard Gaussian function. A linear wake expansion is considered like the one used by Jensen. The velocity deĄcit model is expressed as Eq. (4.7):

∆U U ∞ =     1 -1 - C T 8 k * x/d 0 + 0.2 √ β 2     × exp   - 1 2 k * x/d 0 + 0.2 √ β 2 z -z h d 0 2 + y d 0 2    (4.7)
where β is obtained from Eq. (4.5) and k * is the empirical constants determined by the turbulent intensity and thrust coefficient calibrated from experimental data.

Zhang et al. model

Zhang et al. (2020b) proposed a self-similar model for the far wake velocity deĄcit of wind turbines using both mass and momentum conservation equations. A trigonometric distribution using a cosine shape function is used in place of the classical Gaussian function. The velocity deĄcit is expressed by Eq. (4.8):

∆U U ∞ =    π 2 -4 3π 2 -16 - π 2 -4 3π 2 -16 2 - π 2 C T 3π 2 -16 r 0 r W 2    × cos π r W r + 1 (4.8)
The authors maintain that the use of trigonometric functions is physically more intuitive and appealing to practice. A non-linear wake expansion model accounting for the ambient and added turbulence is used to estimate the wake radius expressed in Eq. (4.9):

r w = r 0 + x I 0   0.5 I 2 0 + I 2 + ln (z h /z 0 )   (4.9)
The added turbulence model I + proposed by [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF] (see Section ğ3.3.2 for more details) is used to estimate the turbulence in the wake as a function of thrust coefficient and ambient turbulence. Wake model Formulas Parameters wake width The efflux velocity (minimum velocity) at the turbine location is determined from the axial momentum equation. A Gaussian distribution represents the wake lateral wake expansion. The model predicts the double dip proĄle in the near wake considering the near wake. The author proposed a different parameter calibration for 3%, 8%, and 15% turbulent intensity. The model equation for the far wake velocity deĄcit at 8% turbulence intensity is expressed as (4.10):

Ishihara and Qian model

σ/D = k ⋆ x/D + ε k ⋆ = 0.11C 1.07 T I 0.20 a velocity deĄcit ∆U (x, y, z)/U h = ϕ(r/σ) ¶a+b•x/D+c(1+x/D) -2 ♢ 2 ε = 0.23C -0.25 T I 0.
∆U U ∞ =1 -0.0927 x D + 0.993 × exp -0.5 (r -R mo ) / R mo 2 + 0.075(x -R) 2 (4.10)

Lo Brutto model

Lo Brutto et al. (2016a) express the wake of a tidal turbine as a function of turbulent intensity and thrust coefficient. The proposed model is based on exponential wake expansion and a top-hat shape function developed by Jensen. The model is used to estimate the velocity deĄcit in tidal parks at different turbulent intensities but is limited to a low rotor diameter-to-depth ratio (20%). The wake expansion according to exponential law depends on ambient turbulent intensity. The velocity deĄcit is expressed as Eq. (4.11):

∆U U ∞ = 1 - √ 1 -C T rw r 0 2 r w = c(I 0 )[5.58(1 -e -0.051 x D ) + 1.2] c(I 0 ) = -15.542I 2 0 + 21.361I 0 + 0.2184 (4.11)
where r w is the wake radius, r 0 is the rotor radius, x/D is the normalized distance downstream, and c(I 0 ) is a quadratic function of the ambient turbulence.

Liu et al. model

Liu et al. ( 2023) recently proposed an empirical model for a ducted turbine. The ducted turbine wake proĄle is self-similar and approximately Gaussian, similar to the conventional HAT. However, the wake exhibits a faster recovery and a larger wake expansion. The empirical model is developed from the classical Jensen model with a Gaussian shape function. The velocity deĄcit is expressed as Eq. (4.12): 

∆U U ∞ =   1 -1 -C T ( rotor ) (1 + 2k w x/D) 2 + 1 -1 -C T ( duct ) (1 + 2k w x/D) 2   • ϕ(r, D) ϕ(r, D) = exp   - y-θ D 2 2 θ D 2    + exp   -

Otherworks

Other related works that calibrated the velocity deĄcit model parameters of wind turbines with numerical simulation for tidal application are available (Jo et However, these models are mainly developed for a single scenario making generic applications difficult. Unlike wind turbines, Ąrst-generation tidal turbines are located in shallow water limited by the depth which affects wake development.

In this chapter, multiple realistic scenarios are considered to develop a generic model applicable to different ambient turbulence, rotor thrust coefficient, and a range of rotor diameter to depth ratio. The proposed model is based on JensenŠs mass conservation principle. The added turbulence model developed in the previ-ous chapter (Shariff and Guillou, 2022a) is considered in evaluating the velocity deĄcit through the non-linear wake radius relation. A Gaussian shape function is used to estimate the wake proĄle in the lateral direction.

Numerical model

Case set-up

A full-scale turbine is located 10 D (D is turbine diameter) from the inlet, the length of the domain is 50 D, the channel width is 20 D and four-channel depths (H) are considered; 10 m, 25 m, 35 m, and 50 m representing the depth of the tidal site as shown in Table 1.2. In each case, the rotor is situated at the middepth of the channel. Three rotor diameter-to-depth ratios (DH) were studied with realistic Ćow conditions. For simplicity, the three cases are labeled as DH20, DH40, and DH60 representing the diameter-to-depth ratio of 20%, 40%, and 60% respectively. The rotor diameter corresponding to each channel conĄguration is presented in Table 4.3. The numerical domain has a low blockage ratio for all the conĄgurations with 2.36% being the highest for the DH60. Figure 4.3 shows the different diameter-to-depth ratios of the three conĄgurations. As a continuation of the previous work (Shariff and Guillou, 2022b), the numerical domain is discretized by structured grid cells using Cells Per Diameter Numerical model 71 (CPD). 25 CPD across the disk surface for the ∆y (transverse) and ∆z (depthwise) is chosen as the result is independent of mesh. This mesh based on 25 CPD is used for the different rotor diameters presented in Table 4.3.

Effect of the channel depth

Four different channel depths of the potential commercial tidal site are studied under the same hydrodynamic conditions. Figures 4. 4 show identical center-line velocity deĄcit and turbulence intensity for different channel depths. Irrespective of the diameter or the channel depth under consideration given in Table 4.3, the hydrodynamics of the Ćow is the same for a given diameter-to-depth (DH) ratio. As the tidal turbine is bounded by limited depth, this notable parameter should be emphasized and considered in the hydrodynamics of the Ćow. Thus a particular channel depth with a different rotor diameter-to-depth ratio is sufficient to provide a generic representation of the channel size. 

Effect of the rotor diameter to depth (DH) ratio

The DH ratio is the fraction of the rotor diameter covers along the channel depth.

The rotor wake recovery is affected by the bypass Ćow. Bypass Ćow is a region around the turbine with ambient Ćow conditions. The momentum exchange by the rotor reduces the velocity of Ćow creating a wake that propagates downstream. In a low rotor diameter-to-depth ratio (i.e. DH20), the wake recovery process is faster as the Ćow in the bypass region is sufficient to cause mixing between the low velocity at the rotorŠs core and the ambient Ćow in the bypass region. Whereas, at a high DH ratio (i.e. DH60), the velocity deĄcit along the rotor is substantial compared to the free stream Ćow in the bypass region, therefore lagging the wake recovery to the upstream condition. The lower bypass Ćow region is associated with high turbulence and low velocity (bottom wall effect) while the upper bypass Ćow region has higher velocity and low turbulence effect (free surface effect). This causes the drift of the wake upward in a high rotor diameter-to-depth ratio as shown in Figure 4.5. Experimental studies reported the drifting of vertical proĄle (Chen et al., 2019) and the DH ratio is interpreted as an increase in the thrust coefficient. The mean shear layer exists at the interface of the low velocity at the rotor core and high ambient Ćow (by-pass Ćow region). The mean shear expands from the rotor tip until it Ąnally reaches the center line. The shear layer expansion occurs in the transverse and vertical direction at a low rotor diameter-to-depth ratio. However, an experimental investigation of the high rotor diameter to depth ratio (DH60) by [START_REF] Stallard | Experimental study of the mean wake of a tidal stream rotor in a shallow turbulent Ćow[END_REF] shows about 1.5 times the expansion rate higher in the transverse direction than in the vertical plane due to the limited channel depth. A similar compression of the radius and shear layer thickness has also 

Generic empirical model

To propose a generic model, the ambient turbulent intensity of 5%, 10%, 15%, and 20% is considered respectively, providing a global representation of turbulence at potential tidal sites (see Table 1.2). Similarly, a set of turbine thrust coefficients C T allowing application at different conĄgurations evaluated using Eq. (2.20) is presented in Table 4.4. 

Turbulent intensity model

In the previous chapter, the centreline added turbulence intensity of a single turbine for a 20 m diameter at Betz limit was developed using curve-Ątting in Matlab (Shariff and Guillou, 2022a). The approach is now generalized to accommodate a range of rotor thrust coefficients, DH ratios, and different ambient turbulent intensities. The wake expansion is represented by a Gaussian function evaluating the wake radius r w . The generic turbulence model is expressed as Eqs. (4.13): x 0 , y 0 , and z 0 are the turbine coordinates along x, the streamwise, y, the spanwise, and z, the vertical directions, respectively. I ef f is the effective turbulence intensity accounting for the ambient and added turbulence in the turbine wake. The turbulence intensity in the wake is reconstructed using Eq. 

I ef f = I 2 0 + I 2 + (4.13) I + = a X -X 0 D -b × exp   - (y 0 -y) 2 + (z 0 -z) 2

Velocity deficit wake radius

The classical theory of turbulence shows the far wake behind a disk is axisymmetric and self-similar in a free shear Ćow. However, in a tidal stream, the wake is also regarded as self-similar but transmutes from axisymmetric to 2D Gaussian due to the depth constraint [START_REF] Olczak | Comparison of a RANS blade element model for tidal turbine arrays with laboratory scale measurements of wake velocity and rotor thrust[END_REF]. The wake evolution to 2D Gaussian proĄle increases with turbulent intensity (Lo Brutto et al., 2016a) and rotor diameter-to-depth ratio, as shown in Figure 4.8. The normalized lateral velocity proĄle at the mid-surface (MS) is approximately Gaussian in all the three DH ratios considered. However, as the rotor diameter-to-depth ratio increases, the wake translates from axisymmetric to 2 D Gaussian as indicated by the proĄle in the free surface (FS). The transition to the 2 D Gaussian proĄle is also ampliĄed by an increase in turbulence intensity as shown in Figure 4.9 as reported by Lo Brutto et al. (2016a).

Similarly, the wake radius is estimated at 3σ using the Full-Width Half Maximum approach as elaborated in Section ğ3.5.2. The velocity deĄcit radius expands higher at DH20 because the wake expands in all directions to a great distance downstream before reaching the channel depth limit. As the DH increases the wake expansion is limited in the vertical plane creating an elliptical wake due to the wake compression, as shown in Figure 4.10a. The turbine wake expansion is reported to increase with turbulence intensity (Lo Brutto et al., 2016a; Shariff and Guillou, 2022b,c) due to enhanced mixing but is insensitive to the thrust coefficient as shown in Figure 4.10b. The empirical wake radius based on power law is expressed as Eq. (4.16): where e and f are functions depending on the DH, C T and I ef f respectively. The difference in the parameters e and f at low and high turbulence might be due to the difference in wake structure i.e. axisymmetry and 2 D Gaussian. The wake expansion is less at low ambient Ćow resulting in the largely axisymmetric wake whereas at high turbulence intensity, the wake expands faster to reach the vertical boundaries modifying the structure to a 2D Gaussian wake.

The wake radius model comprising the DH ratio and ambient turbulence provides good results in comparison to the numerical data as shown in Figure 4.10a. A trade-off exists between an increased wake radius at high turbulence and a decreased wake radius at a high DH ratio. The increase in wake expansion at high turbulence is due to enhanced mixing and diffusion while the decrease at high DH is due to the limited channel depth.

Velocity deficit model

The velocity deĄcit is the sum of the stream function and the shape function.

∆U U ∞ = f (C T , I 0 , D/H, x/D) • ϕ(r w , σ)
To estimate the centerline wake velocity of the tidal turbine, the wake radius model is substituted in the Jensen model presented in Eq. (4.3). The top-hat shape proĄle of the Jensen model estimates the average velocity in the wake, whereas the numerical data provides the minimum wake velocity in the form of a Gaussian proĄle. Assuming the velocity deĄcit in a lateral plane is Gaussian shape, Lo where σ = r w /2.59 is the standard deviation. The maximum velocity deĄcit ∆U def,max henceforth ∆U def can now be compared with the minimum velocity along the centreline in numerical data. In the present model, we propose to use directly a Gaussian model and then estimate directly the velocity deĄcit in the wake without using a correction coefficient. The modiĄed Jensen-Gaussian velocity deĄcit is therefore expressed as Eq. (4.18):

∆U U ∞ =    1 - √ 1 -C T rw r 0 2    × exp - (y 0 -y) 2 + (z 0 -z) 2 ) r 2 w (4.18)
where C T is the thrust coefficient, r w is the wake radius downstream expressed in Eq. (4.16) and r 0 is the rotor radius. y 0 and z 0 are the turbine coordinates along y, the spanwise and z, the vertical directions, respectively. The exponential function provides the Gaussian shape proĄle along the lateral plane. A correction coefficient ϕ for the axisymmetric and 2D Gaussian wake derived in Appendix A.1 is expressed as Eq (4.19):

ϕ =    1 (R/σ) 2 , if 2R < H (axisymmetry) √ π/2 R/σ , otherwise (2D Gaussian) (4.19)
The proposed velocity deĄcit model is compared with the tidal turbine experiment of Stallard The model is in good agreement with experimental data in the far wake region. However, the model is less accurate in the near wake as a limitation of the Jensen model. The parameter sensitivity of the generic model is presented in Appendix A.2. 

Analysis

of DH ratio

The effect of DH at C T = 0.89 and 10% turbulence intensity is presented in Figure 4.12. The normalized velocity is substantially affected by the DH ratio due to the wake expansion but the turbulent intensity variation at different DH ratios is minimal. The Ćow recovery at high DH is lessened due to the weak mixing between the low-velocity Ćow at the rotor core and the high-velocity bypass Ćow. The minimum velocity deĄcit is lowest at a high DH ratio. This can be interpreted by the limited free stream Ćow in the bypass region around the turbine. On the other hand, the turbulent intensity proĄle in Figure 4.12 does not show any signiĄcant variation due to the DH effect beyond 3D downstream. The centerline turbulent intensity proĄle is almost matching in the far wake. Figure 4.13 shows the normalized velocity contour at different DH ratios. The wake expansion decreases with an increase in the DH ratio. The wake of turbulent intensity recovers at 5 D when the ambient turbulence is 20%. For 15% ambient turbulence, the wake recovery is achieved around 10 D downstream and 15 D for 10% ambient turbulence. At low ambient turbulence, the centerline turbulent intensity does not fully recover due to slow mixing and diffusion of the wake. The contour of normalized velocity and turbulent intensity is presented in Figure 4.15. 

Effect of thrust coefficient

Similarly, the effect of the thrust coefficient at 10% ambient turbulence is shown in Fig. 4.16. An increase in C T can also be interpreted as increasing the drag force that causes the momentum exchange across the disk. High C T creates a large velocity deĄcit close to the rotor producing high turbulence in the near wake. The increased thrust coefficient is largely effective in the near wake region. This variation due to the thrust coefficient is well represented by the proposed model in the near wake. However, far away from the rotor, the effect of C T is less signiĄcant as the Ćow is largely homogeneous, thus reaching the recovery state.

The turbulent intensity proĄle in Figure 4.16b shows an increase in turbulence in the near wake in response to the increase in C T which translates to an increase in drag. Both the normalized velocity and turbulent intensity proĄles become identical in the far wake when the wake is largely uniform and far away from the rotor. 

Synthesis

Firstly, to propose a generic model, several numerical simulations were conducted at different channel depths and rotor diameter-to-depth ratios applicable for commercial extraction of tidal energy. The results show that the wake is independent of the channel depth but varies strongly with the rotor diameter-to-depth ratio. Therefore, further numerical simulations were carried out at a diameter-to-depth ratio of 20% to 60% which is the available range for commercial extraction of tidal energy in shallow water. At a low DH ratio, the turbine wake expands freely, behaving like a free-shear Ćow with uniform expansion in lateral and vertical directions. However, as the DH ratio increases, the wake expansion is constrained along the vertical plane due to the limited water depth, thereby, transforming the wake from axisymmetric into elliptical 2D Gaussian proĄle. It has also been noted that the increase in ambient turbulence accelerates the transition to 2D Gaussian as a result of the rapid wake recovery in high turbulent Ćows. In addition, a drift in the vertical wake proĄle is observed at a high DH ratio due to the large velocity deĄcit at the turbine core and ambient Ćow in the bypass Ćow region.

With this in mind, a generic model is proposed to estimate the velocity deĄcit and turbulent intensity in tidal turbine wake accounting for the variation in ambient turbulence, thrust coefficient, and rotor diameter-to-depth ratio. The turbulent intensity in the wake is retraced from the added turbulence model developed and the ambient turbulence in the Ćow. The wake expansion model proposed is based on power law as featured in the classical turbulence model. The wake expansion model increases with ambient turbulence, decreases with the DH ratio, and is not affected by the thrust coefficient. For the velocity deĄcit, a modiĄed Jensen model is used with Gaussian proĄle-based wake expansion.

Finally, the empirical model is compared with experimental data with reasonable results in the far wake. This low computational model is applicable in tidal turbine wake with ambient turbulence ranging from 5% to 20%, thrust coefficient range of 0.64 to 0.98, and rotor diameter to depth ratio of 20% to 60%. (Shariff and Guillou, 2023a).

This chapter evaluates the power generation of a large-scale tidal farm in different configurations in an ideal channel similar to the Alderney Race in the English Channel. According to the results, the farm can be resized by decreasing the lateral spacing in the rectilinear array and decreasing the longitudinal spacing in the staggered array without affecting the farm's efficiency. The reduction in farm size will reduce cable costs and provide an opportunity for future expansion. This study shows that the efficiency of a tidal farm can be increased by high ambient turbulent intensity, sufficient turbine spacing, and low diameter-to-depth ratio. This lowcomputational model can be useful in studying the wake interaction of tidal turbine parks in different configurations. This chapter is derived from and expands upon the authors' proceedings of the 15th European Wave and Tidal Energy Conference

Introduction

Over the last decade, the tidal energy industry has recorded successful deployment and testing of full-scale Tidal Stream Turbines (TST) at dedicated test sites with single units reaching up to 1 MW output (EMEC, 2022). The next step towards commercialization is the investigation of the turbine wake interaction in the tidal array as depicted in Figure 5.1. The wake induced on the downstream turbine can reduce the output power thereby affecting the overall efficiency of the tidal farm. In wind farms, the power loss due to the wake effect can be up to 25% [START_REF] Barthelmie | Comparison of Wake Model Simulations with Offshore Wind Turbine Wake ProĄles Measured by Sodar[END_REF]. Therefore accurate estimation is necessary to minimize loss and increase efficiency which will translate to a reduction in cost. This chapter presents the application of the empirical model in an ideal tidal turbine layout. The evaluation of turbine wake interaction and the efficiency of tidal farms is noted. 2016b) evaluate the power produced in tidal farms using an empirical model. However, these analytical models are based on ambient turbulence in the Ćow. As already established, the turbine wake is a region of increased turbulence. The effective turbulence in the tidal farm is higher than the ambient turbulence due to the turbulence effect added by the individual turbine and the turbulence due to the turbine wake interaction. In this chapter, we propose a model to estimate the effective turbulence in the turbine wake taking into account the local added turbulence in the wake. Effective turbulence is used to evaluate the velocity and hence the power extracted by the turbine.

Turbulence in tidal farm

The turbulence in the turbine farm increases due to the kinetic energy extraction by upstream turbines and the turbine interaction in the farm. The effective turbulence in a tidal farm can be expressed as:

I 2 ef f = I 2 0 + (I +,i + I +,ij ) 2 (5.1)
where I 0 is the ambient turbulence, I + is the individual added turbulence from the turbine T i and I +,ij is the added turbulence on turbine T i interacting with turbines T j . To the best of our knowledge, there is no precise deĄnition of I +,ij , but the models consider only the interaction of neighboring turbines. A study by [START_REF] Frandsen | Integrated Fatigue Loading for Wind Turbines in Wind Farms by Combining Ambient Turbulence and Wakes[END_REF] shows that only the effect of neighboring turbines is important to predict the turbulence intensity of a given turbine. 

I +j = max A w 4 πd 2 0 I +ij (5.2)
where I +j is the added turbulence intensity at turbine j, A w the area of the wake of turbine T j intersecting turbine T i , and I +,ij the added turbulence intensity induced by the turbine i at the turbine j. Recently, Qian and Ishihara (2021) proposed a similar model for multiple turbines. The individual added turbulence is calculated from Table 3.1 and a correction term to account for the wake interaction with the closest turbine as suggested by [START_REF] Frandsen | Integrated Fatigue Loading for Wind Turbines in Wind Farms by Combining Ambient Turbulence and Wakes[END_REF]. The interaction term is assumed to be half of the added turbulence at the tip which can be either positive for full overlap or negative in partial overlap due to a weakening velocity shear layer in the overlapped region. It is expressed in Eq. ( 5.3):

I +,ij =          1 2 I +,i cos 2 πr i D full overlap -1 2 I +,i sin 2 π(y-y i ) D w,i cos 2 π(z-H) L w,ij partial overlap 0 else (5.3)
where r i is the spanwise distance from the wake center of T i , and L w,ij is the vertical length of the intersected wake region of T i and T j .

Wake interaction in tidal farm

To effectively estimate the wake of turbines in a tidal farm, the analytical model needs to account for the wake interaction of multiple turbines. To achieve this, single turbine models use the superposition principle to estimate the combined effect of overlapping wakes in the farm. There are basically three types of wake interaction in tidal farms namely; full overlap (or tandem), partial overlap, and no interaction as shown in Figure 5.2. However, a turbine may be affected by a mixed wake on the farm. The wake overlap area is calculated as follows: (5.4) where r w and r 0 are the radius of the wake and turbine respectively, y is the lateral distance between the turbines, and A partial is the intersecting area between the wake area A w and the rotor swept area A 0 as shown in Figure 5.3. The wake intersection area A partial is calculated using Eq. (5.5) as proposed by [START_REF] Pookpunt | Optimal placement of wind turbines within wind farm using binary particle swarm optimization with time-varying acceleration coefficients[END_REF].

A overlap =      0, if r w + r 0 ≤ y A 0 , if r w -r 0 ≥ y A partial , otherwise
A overlap = r 2 w θ w - sin(2θ w ) 2 + r 2 0 θ r - sin(2θ r ) 2 (5.5)
where θ w and θ r are the angles of the wake intersection arc and rotor intersection arc respectively and can be respectively expressed as:

θ w = cos -1 r 2 w + y 2 -r 2 0 2yr w , θ r = cos -1 r 2 w -y 2 -r 2 0 2yr 0 (5.6)
In order to combine the cumulative wake interaction on the downstream turbine. Different superposition methods have been proposed in the literature to estimate the wake-turbine interaction. For instance, Niayifar and Porté-Agel (2016) and Qian and Ishihara (2021) use the Linear Sum of Square (LSS) method to evaluate the wake in the wind farm. The LSS method is Ąrst adopted by Lissaman (1979) in analogy to the superposition of neighboring plume concentration The RSM aims to conserve the kinetic energy deĄcit. These superposition models are largely empirical with no rich theoretical justiĄcation. In this study, the Root Square Method is used to evaluate the velocity deĄcit and turbulence intensity in the form of kinetic energy deĄcit and turbulence energy for the interacting turbines.

Description of the generic model in tidal farm

In Chapter 3, a model is proposed to estimate the added turbulence of a full-scale tidal turbine. Using the ambient turbulence, the wake turbulence is reconstructed and results in good estimation in comparison with numerical data. The wake turbulence model is used to evaluate the wake expansion taking into account the local added turbulence effect in the wake. A Jensen-Gaussian velocity deĄcit model is proposed to estimate the velocity deĄcit in the wake of the full-scale turbine in Chapter 4. This model is generalized to account for a range of rotor thrust coef-Ącients, rotor diameter-to-depth ratio, and ambient turbulence. In addition, with our new model, we estimate the turbulent intensity of the wake at different hydrodynamic conditions. For a tidal farm application, the wake interaction between turbines is evaluated using trigonometric relation and estimated by superimposing the wake interacting effect to evaluate the velocity deĄcit and the turbulence intensity in a tidal farm. The generic velocity deĄcit and turbulent intensity in the tidal farm are expressed in Eq. (5.7). Figure 5.4 describes the organigram chart of the generic empirical model.

1 - u j U 2 = n i=1 1 - u ij U 2 A overlap A 0 I ef f = I 2 0 + I 2 +,j I 2 +,j = n i=1 a X ij -X j D -b 2 A overlap A 0 (5.7)
where A overlap is the overlap area between the expanded wake area A w of the upstream turbine and the rotor swept area of the downstream rotor A 0 in Eq.

(5.4). 

Analysis

Turbine array in tandem configuration

A simple tidal farm comprising four turbines in inline conĄguration is studied. The rotor diameter to depth (DH) ratio of 20% is considered in the simple array. The ambient turbulence used in this case is 10% whereas the Betz thrust coefficient C T,Betz is used throughout this chapter unless otherwise stated. Turbines are designated as T N where N is the turbineŠs position in the farm. For tandem conĄguration (full overlap), the downstream turbines are fully immersed in the wake of the upstream turbines as shown in Figure 5.2a. The wake interaction is evaluated as expressed in Eq. (5.4). Figure 5.5 shows the empirical model provides a good centerline estimation of the normalized velocity and turbulent intensity compared to the numerical data. At S x = 5D, the downstream turbine is subjected to higher incoming turbulence compared to the upstream turbine. An incremental increase in turbulent intensity is observed due to cumulative added turbulence effects. The power produced by turbines downstream is much lower compared to the upstream turbine due to limited turbine spacing. The contour in Figure 5.6 shows that as the turbine spacing doubles, the wake largely recovered to upstream condition leading to extraction of higher power by the downstream turbines. The incoming turbulence of turbine T 2 decreases from 15.3% to 12.5% when the turbine spacing is double.

The wake effect is higher when the turbine spacing S x is small causing an increase in the incoming turbulence intensity of the downstream turbine. In a channel at 10% ambient turbulence, the results show that the turbine downstream can detect up to 50% higher turbulence due to the successive wake effect at small turbine spacing. However, Figure 5.5 presents the maximum turbulence along the centerline (Gaussian proĄle), and the mean turbulence across the rotor is lower as indicated in Figure 5.6. The turbine spacing is shown to affect the power production of the turbine downstream which will affect the overall efficiency of the farm. For I 0 = 10%, the turbine spacing of S x = 7D allows sufficient wake recovery and acceptable added turbulence on the downstream turbine. However, as the wake recovers faster at high ambient turbulence due to strong mixing and diffusion, [START_REF] Mycek | Experimental study of the turbulence intensity effects on marine current turbines behaviour. Part I: One single turbine[END_REF][START_REF] Neunaber | Distinct Turbulent Regions in the Wake of a Wind Turbine and Their InĆow-Dependent Locations: The Creation of a Wake Map[END_REF] in the wake, the turbine spacing may be affected by the ambient turbulence. The effect of ambient turbulence is studied in Section 5. The power curve of a typical 20 m diameter tidal turbine is presented in Figure 5.7. The turbine cut-in speed (U cut-in ) is 1.0 m/s and the rated speed (U rated ) is 3.0 m/s. The power produced by the turbine is zero when the Ćow velocity is below the U cut-in . The turbine begins to produce electricity from the cut in speed to the rated speed. The optimum performance of the turbine is at the rated speed where the rated power is attained. When the Ćow speed is higher than the cut-out speed (U cut-out ), the turbine operation is suspended to prevent damage, hence the power generated is zero. The power produced by a turbine is calculated as Eq. 5.8:

Power production in different array configuration

P i = 1 2 ρC p AU 3 i (5.8)
where ρ is the water density, C P is the power coefficient, A is the cross-sectional area evaluated as πD/4 and U i is the incoming velocity for turbine T i . In this section, the two basic tidal farm conĄgurations rectilinear and staggered 20 m diameter turbine at DH40 are analyzed. The farm comprising N turbines (N = 16) in an ideal channel is illustrated in Figure 5.8. The turbines are assumed to perform at Betz operating conditions. The turbine spacing is S x = 7D and S y = 4D respectively to ensure Ćow recovery and beneĄts from accelerated Ćow from the upstream turbines. In the ideal farm, the ambient turbulent intensity of 10%, and a constant mean Ćow of 2.8 m/s is used similar to the Ćow in the Alderney Race [START_REF] Thiébaut | Characterization of the vertical evolution of the three-dimensional turbulence for fatigue design of tidal turbines[END_REF]. However, the variability of the power curve with current velocity is not considered in the algorithm. Figures 5.9 compare the numerical and analytical results at different array conĄgurations. The turbines upstream produced maximum power because they were not affected by the wake interaction. The turbine downstream produces lower power due to the wake interaction in the farm. This is consistent with the numerical results as shown in Figure 5.9. For the rectilinear conĄguration, the turbine downstream is fully in the wake of the upstream turbines. The wake interaction is evaluated as presented in Figures Tidal farm 5.2b. The rectilinear array (Figures 5.9a and 5.9c) identiĄes each turbine row independently as having no interaction between turbine rows whereas the staggered conĄguration shows the wake interaction in both longitudinal and lateral directions as indicated in Figures 5.9b and 5.9d. The numerical and empirical power produced by each turbine is compared in Figure 5.10. In the numerical model, the power is evaluated at a location 1.5 D away from the turbine before the pressure jump begins to develop. The power extracted by a turbine is calculated as followed by Eq. (5.8). The empirical model underpredicts the numerical power in the farm by 2.5%. A comparison of power produced by each turbine in the rectilinear and staggered array using the empirical model is presented in Figure 5.11. It is noted that the upstream turbine produces identical power output irrespective of the turbine conĄguration. For the rectilinear array, the power produced from turbine T 1 -T 4 decreases due to the cumulative wake effect. The downstream turbine is affected by the wake, therefore, producing less power. Similarly, for a staggered array, the turbine downstream produces less power due to the wake effect, however signiĄcantly higher than a similar turbine in a rectilinear array. For instance; a turbine T 3 with a double turbine spacing in staggered produces 23.6% more power than a corresponding T 3 in a rectilinear array. The wide turbine spacing allows a substantial recovery velocity deĄcit in the Ćow. The cumulative power produced by N turbines in the farm is evaluated as Eq. (5.9):

P f arm = N j=i P i
(5.9)

The total power produced in the rectilinear and staggered farm is 22.1 MW and 28.1 MW respectively. For an identical farm size, this study shows the staggered array produces 6 MW power higher than the rectilinear conĄguration. This is consistent with previous tidal farm studies [START_REF] Bai | Numerical investigations of the effects of different arrays on power extractions of horizontal axis tidal current turbines[END_REF][START_REF] Nguyen | Effects of the Current Direction on the Energy Production of a Tidal Farm: The Case of Raz Blanchard (France)[END_REF][START_REF] Djama Dirieh | Blockage Corrections for Tidal TurbinesŮApplication to an Array of Turbines in the Alderney Race[END_REF]. The added turbulence effect is higher in the rectilinear conĄguration as presented in Figure 5.12. The results show the added turbulence effect is signiĄcant in a rectilinear array as a consequence of limited turbine spacing. The turbulence intensity of the turbine downstream in the staggered array is largely recovered due to sufficient turbine spacing. The farm efficiency η f arm is deĄned as the ratio between the total power output from all turbines in a farm P f arm and the maximum power P max f arm if they operate in unperturbed conditions.

η f arm = P f arm P max f arm
The farm efficiencies for the rectilinear and staggered array are 69.1% and 87.8% respectively. This increase in efficiency is solely due to the turbine conĄguration in the farm. It is noted that in the rectilinear conĄguration, the lateral spacing S y between turbine rows can be reduced without affecting the efficiency of the farm. But, what is the minimal turbine spacing that barely diminishes the output power? The lateral spacing S y is reduced from 4D to 2D while maintaining the longitudinal spacing of 7D as shown in Figure 5.13. The cumulative power in the farm remains 22.1 MW for the different lateral spacing. However, a wake interaction effect is spotted between the turbine rows. In reality, there may be some slight differences as the model evaluates the power using the centerline velocity instead of the average velocity across the rotor. In the staggered array, Figure 5.14 compares the velocity contour for longitudinal spacing S x reduction from 7D to 5D (i.e. the effective inline spacing is reduced from 14D to 10D). The total power extracted from the farm dropped from 28.1 MW to 27.1 MW. The 3.1% reduction in efficiency can be tolerated in regard to the reduction in the farm size. Reducing the farm size whilst maintaining efficiency is essential because it will drastically reduce cable costs and will present an opportunity for future expansion of the farm. 
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Effect of rotor DH ratio in tidal farm

The effect of the rotor DH ratio on tidal farms is also investigated. The DH ratio is the rotor diameter to the channel depth. The rotor wake recovery is affected by the bypass Ćow. Figure 5.15 shows at a low rotor diameter to depth ratio, the wake expansion is higher and the interaction is higher. The power produced by the downstream turbine decreases with an increase in DH ratio as shown in Figure 5.16. The total farm power P f arm at DH20, DH40, and DH60 is 29.8 MW, 28.1 MW, and 26.9 MW respectively. In a low rotor diameter-to-depth ratio (i.e. DH20), the wake recovery process is faster as the Ćow in the bypass region is sufficient to cause mixing between the low velocity at the rotorŠs core and the ambient Ćow in the bypass region. However, at a high DH ratio (i.e. DH60), the velocity deĄcit along the rotor is substantial compared to the free stream Ćow in the bypass region, therefore lagging the wake recovery to the upstream condition. This implies that for an identical turbine size, the power extracted can vary with the channel diameter-to-depth ratio. 
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Effect of ambient turbulence on tidal farm

To investigate the effect of ambient turbulence on the power produced in a pilot farm, we studied a rectilinear array farm at DH40 with inter-device spacing S x = 7D as presented in Section 5.3.2 at 5%, 10%, 15%, and 20% ambient turbulence. Figure 5.17 shows an increase in wake expansion as a result of the increase in ambient turbulent intensity as discussed in Chapter 3. At S y = 4D, the inline turbines act independently due to sufficient lateral spacing. The power extracted by individual turbines in the row is presented in Figure 5.18. The results indicated a decrease in power by virtue of the cumulative wake effect along in-line turbines.

The power produced by the upstream turbine is identical for all ambient turbulence because the incoming Ćow for the upstream turbine is stable and not affected by any perturbation in the Ćow. Similarly, the power production is identical for each row at a given ambient turbulence. The continuous decrease in power for in-line turbines in a row at a given ambient turbulence results from the wake effect. However, at higher ambient turbulence, the wake recovery is faster, therefore, producing relatively higher power as shown in Table A.2. To clarify, turbine T 2 records a 24% increase in power due to increasing turbulent intensity from 5% to 20%. This increase in power extracted is noted for each turbine downstream. The wake recovery is accelerated by increasing ambient turbulence, thus producing more power. The farm efficiency increases with an increase in ambient turbulence as a result of increased wake recovery as shown in Table A.2.

In essence, the ambient turbulence can affect power production by downstream turbines. A low turbulent tidal site will require large turbine spacing to establish Ćow recovery and reduce the added turbulence effect on the downstream turbine. In contrast, a highly turbulent site can beneĄt from accelerated Ćow recovery permitting smaller turbine spacing in the array. The predicted power extracted by the rotor in the Ąrst row remains identical for different ambient turbulence because the incoming Ćow is equal. There is no added turbulence effect upstream for the isolated turbine to hasten the Ćow recovery. 
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Effect of C T on rectilinear array

This section presents the effect of the thrust coefficient on the turbine array. The turbine diameter is 20 m and the rotor diameter to depth ratio is 40%. We consider a rectilinear tidal farm consisting of 16 turbines with 4 turbines in each row as shown in Figure 5.19. The Ąrst row named, R 1 has identical Betz thrust of coefficient for all turbine T 1 to T 4 (see Table 5.2). Similarly, second-row R 2 turbines have identical thrust coefficients (C T = 0.7). Turbine T 1 in the third row R 3 has a thrust coefficient of 0.75 whereas the rest of the turbines in the row have identical Betz thrust coefficients (see Table 5.2). The turbines in Row 4 have different thrust coefficients in ascending order as shown in Table 5.2. Figure 5.20a shows the power production by the turbine presented in Table 5.2. The total power produced in the turbine row is comparable. The upstream turbine T 1 produces the highest power as it is not affected by the upstream turbine wake. The turbine T 1 in Row 1 with the highest C T produces the maximum power whereas the turbine in Row 3 with minimum C T produces the least power as shown in Table 5.2.
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However, the power produced in Row 2 with a lower turbine thrust coefficient is 2.64% higher than Row 1 with C T,Betz . Increasing the thrust coefficient is interpreted as increasing the drag causing a momentum exchange. The velocity recovery of turbines with lower thrust coefficient is faster leading to higher upstream velocity for the downstream turbines. Similarly, comparing Row 1 and Row 3 , an increase of 0.12 MW in Row 3 is observed due to the lower thrust coefficient in turbine T 1 . The low thrust coefficient of turbine T 1 allows faster wake recovery of the downstream turbines. The turbines in Row 4 produce the highest power of 5.78 MW in the tidal farm. The turbine thrust coefficient affects the wake of the downstream turbine. Figure 5.20b shows the recommended strategy in the tidal farm is turbines arranged with increasing thrust coefficient (i.e. Row 4 ). However, the overall increase in power due to the variation in thrust coefficient is limited in a small tidal array. This effect can be signiĄcant in a large array and, therefore, should be considered in optimizing the tidal turbine farm. 

Applications

Large tidal farm

A tidal farm size of 500m × 500m is considered with 10m diameter turbines. The power production in staggered and rectilinear conĄgurations is evaluated at 10% ambient turbulence, C T,Betz , and DH20. The array layout is organized so that inter-device spacing S x is 10D for both the rectilinear and staggered conĄguration to ensure Ćow recovery. Section 5.3.2 has shown that the lateral spacing in the rectilinear array can be reduced without affecting the power. Therefore, a lateral spacing of 3D and 5D is used in rectilinear and staggered arrays respectively. The velocity and turbulence contour in the large tidal farm is shown in Figure 5.21. The power produced in the farm is summarized in Table 5.3. The rectilinear array produces more power due to the higher number of turbines. The efficiency of both arrays is more than 85%, this high efficiency is obtained due to the large turbine spacing. At 10 D turbine spacing, the wake of the upstream turbine is largely recovered which overall increases the farm efficiency. However, this spacing is chosen arbitrarily. Similarly, the turbulent intensity contour in Figure 5.21 shows a sufficient wake recovery at the location of downstream turbines. In the farm with large turbine spacing, the effect of added turbulence on the downstream turbine is diminished therefore having less impact on downstream turbines. To harness maximum power in tidal farms, a multi-objective function algorithm is required to optimize the turbine placement considering the variation in ambient turbulence, the thrust coefficient, the rotor diameter-to-depth ratio, and the effect of added turbulence on the turbine downstream.

Lo Brutto optimize tidal farm

Lo Brutto et al. (2016b) uses Particle Swarm Optimization to evaluate the power production in tidal turbine farms. The best turbine conĄguration for uni-directional Ćow is from the optimization presented in Figure 5.22. The tidal farm comprises a 10 m diameter turbine in a channel with a rotor diameter to depth ratio of 20%. The low DH ratio will allow more wake expansion for the downstream turbine. The minimum turbine spacing is set as 5 D in both longitudinal and lateral directions. The average turbine spacing in the longitudinal and lateral directions in the optimized farm is 7.16 D and 14.06 D respectively. The turbine spacing is sufficiently large to ensure the wake recovery for a downstream turbine. 5.25 presents the contour of the normalized velocity and turbulent intensity at different velocities. At cut-in speed, the power produced in the farm is very low as turbines do not produce electricity below the cut-in speed. Table 5.4 shows an increase in ambient turbulence increases the power extracted by the turbine. The power produced in the farm increases signiĄcantly with an increase in upstream velocity from 2 m/s to the rated speed of 3 m/s. This large increase in power for a given turbulent intensity is attributed to the increase in the incoming velocity in the farm. The power extracted is proportional to the cube of the velocity (P ∝ U 3 ).

For example, at 5% ambient turbulence, P f arm increases by 14.7 MW when the upstream velocity increases from 2.0 m/s to 3.0 m/s as shown in Table 5.4. For a given incoming velocity, an increase in ambient turbulence increases the power produced in the tidal farm. The tidal farm attains a maximum efficiency of 91.46% when the ambient turbulence is 15%. 

Synthesis

In this chapter, a model for estimating the wake in tidal farms is developed considering the wake interaction effects between turbines. The cumulative wake interaction is evaluated using RSM which aims to conserve the kinetic energy deĄcit and turbulence energy. In the model, the user inputs the site speciĄcation details such as the farm size, the hydrodynamic conditions (ambient turbulence and mean current Ćow), and the farm speciĄcation (i.e. number of turbines, turbine size, position, and performance parameters). Next, the added turbulence is evaluated, then the effective turbulence is reconstructed to calculate the wake radius. If there is turbine interaction in the farm, the interacting area is assessed to estimate the velocity deĄcit and turbulent intensity in the farm. Firstly, a simple array comprising 4 turbines in tandem is studied at different turbine spacing. At a small turbine spacing, the downstream turbine is subjected to higher turbulence compared to the upstream turbines. As the turbine spacing increases, the wake recovers faster and the downstream turbine extracts more power.

Next, a comparison of power production in rectilinear and staggered farms is studied in an identical farm comprising 16 turbines. In this study, the longitudinal and lateral turbine spacing is 7 D and 4 D respectively, to ensure sufficient wake recovery. The efficiency of the staggered arrangement is 18% higher than that of the in-line arrangement. The increase in efficiency is solely due to the turbine conĄguration in the park. It also notes that the turbine conĄguration can be reduced without sacriĄcing tidal farm efficiency. Reducing farm size reduces cable costs and frees up room for future expansion.

Moreover, the effect of the rotor diameter-to-depth ratio on power production in tidal farms is investigated. The results show that the pilot farm produces more power at a low DH ratio. This is due to the sufficient bypass Ćow region assisting the wake recovery. In addition, the effect of ambient turbulence on power production in tidal farms is studied. For an ideal farm, the farm efficiency increases with ambient turbulence.

Similarly, the effect of ambient turbulence on power extracted in tidal farms is investigated. The power extracted by the upstream turbines is not affected by the increase in ambient turbulence as no wake effect preceding the turbines. However, for the downstream turbines, the power extracted is substantially affected by the ambient turbulence in the Ćow. In a low ambient Ćow, the wake recovery is slow, therefore the subsequent turbines downstream are preceded by low velocity and high turbulence Ćow. Contrarily, in a high turbulent Ćow, the wake recovers faster within a short distance downstream providing high velocity and low turbulence to downstream turbines. For instance, a turbine array comprising 4 turbines at 20% ambient turbulence produces 1 MW power higher than an identical array at 5% ambient turbulence.

In addition, the turbine thrust coefficient can affect the wake power production in turbine farms. Turbine array with low C T (Row 2 ) produces more power than array with high C T (Row 1 ). This increase in power is related to the speedy Ćow recovery due to the low-velocity deĄcit in the near wake when the thrust coefficient is low. The maximum power recorded in the farm is at Row 4 with an ascending thrust coefficient. The recommended strategy for turbine placement in tidal farms is a progressive increase in the thrust coefficient. However, the overall effect of C T on power produced in a small array is limited. This effect can be signiĄcant in large arrays.

To sum up, our study shows that the efficiency of a tidal farm can be increased by (1) high ambient turbulent intensity, (2) sufficient turbine spacing, and (3) low rotor diameter-to-depth ratio. These factors improve the wake recovery to allow more energy to be extracted by a downstream turbine.

Chapter 6

Conclusions and perspectives

Conclusions

This thesis focuses on developing a low computational model to estimate the velocity deĄcit and the turbulent intensity of a horizontal axis tidal turbine on a farm. The main aim of the work is to develop a generic model to estimate power production in tidal turbine farms. The general contribution and main Ąnding of this thesis are summarized as follows.

Firstly, the turbine is represented as a porous media using the Actuator Disk Method. The ADM applies a uniform thrust force to replicate the momentum exchange by the turbine. The ADM provides relatively good results in the far wake which is the scope of our study. In this thesis, the ADM is validated with good results with an established porous disk experiment and tidal turbine experiment. As the ADM rotor is stationary, a source term is added to complement the turbinegenerated turbulence in the near wake.

After the model validation, a series of numerical simulations of a full-scale rotor at 20 m diameter is performed at different ambient turbulence corresponding to the range of turbulent intensity at tidal sites. Using the RANS-ADM, the turbine wake is found to be approximately Gaussian as reported in several studies in the literature. The turbine wake radius is estimated using the Full-Width Half Maximum of the Standard Gaussian function at 3σ. It was observed that the wake radius increases with ambient turbulent intensity whereas the wake length decreases. The increase in wake radius is due to a strong mixing and diffusion process at high turbulent intensity. A wake radius model is proposed based on power law that depends on the ambient turbulent intensity and the distance downstream. The use of power law is in agreement with the classical theory of wake. A centerline-added turbulence model is developed by curve Ątting. The model is barely dependent on ambient turbulence. This is also observed by the Frandsen model which is used as the IEC standard for modeling the turbine of wind turbine wake. The added turbulence is primarily dominated in the near wake where the turbine-generated turbulence is highest. The turbulence in the turbine wake is reconstructed with 116 Conclusions and perspectives ambient turbulence and provides good results.

Similarly, a model is proposed to estimate the velocity deĄcit of a single turbine. To propose a generic model, numerical simulations are conducted at different channel depths and rotor diameter to depth (DH) ratio. The result shows that the results are identical for the same DH ratio irrespective of the channel depth. Commercial scale tidal turbines are expected to be located in shallow water where the rotor diameter to depth ratio varies from 20 -60%. For this reason, different DH ratios (i.e. DH20, DH40, and DH60 for a rotor diameter to depth ratio of 20%, 40%, and 60% respectively) are considered to provide a generic model to estimate the velocity deĄcit and turbulent intensity in turbine wake. In addition to the range of ambient turbulence studied, a variation in thrust coefficient is also considered to ensure the wide applicability of the model.

Furthermore, the generic velocity deĄcit radius model is proposed using the FWHM approach. A new velocity model is based on the classical Jensen model. The choice of the Jensen model is guided by its simplicity, relative accuracy in the far wake, and wide application in commercial tools. However, the Jensen model is based on the top-hat shape function that clearly underestimates the velocity deĄcit at the center of the wake and overestimates it at the wake edges compared to experimental data. For this reason, our model uses the Gaussian shape function to estimate the wake expansion in the lateral direction as proposed in wake turbulence theory.

Not to mention, the turbine wake is generally assumed to be axisymmetry, this is true for wind turbines where the atmospheric layer is large compared to the turbine diameter. However, for a tidal turbine in shallow water, the wake transmutes from axisymmetric to 2D Gaussian due to the limited channel depth. Increasing the DH ratio decreases the wake expansion due to the low bypass Ćow region around the turbine. The increase in DH is interpreted as an increase in thrust coefficient that affects the wake close to the rotor. The model shows an increase in ambient turbulence increases the wake recovery due to better mixing and diffusion processes. There is a trade-off between increasing ambient turbulence and increasing the DH. The thrust coefficient is shown to affect the near wake by creating a large velocity deĄcit close to the turbine. As noted, the tidal turbine wake is dependent on at least three parameters; the ambient turbulence, the thrust coefficient, and the rotor diameter-to-depth ratio.

Next, the single turbine model is used to estimate the velocity deĄcit and turbulence in the tidal farm. The turbine-wake interaction is evaluated using kinetic energy deĄcits. The new model accounts for wake added turbulence intensity effect and the wake interaction in the farm. A simple array of turbines in tandem conĄguration shows the turbine spacing is pivotal to the energy produced by the downstream turbine. It has been observed that for a 10% ambient turbulence, both the normalized velocity and turbulent intensity are affected by the interdevice spacing. The wake of the upstream turbine has not recovered therefore the turbine at position S x will be subjected to a highly turbulent and low incoming Ćow. The normalized velocity successively decreases due to the wake effect. However, at 10 D spacing, the turbine spacing is sufficiently large that the Ćow fully recovered to 90% for the turbines downstream.

Furthermore, the power production in a rectilinear and staggered array comprising 16 turbines is compared. ProĄting from the turbine arrangement, the staggered array produces about 6 MW power higher than the rectilinear array under the same condition. The increase in power is attributed to sufficient wake recovery in the former conĄguration. The comparison with different turbine spacing has shown that the rectilinear and staggered array can beneĄt from reduced lateral and longitudinal spacing without affecting the efficiency of the farm.

Also, the result obtained shows that in shallow water, the channel depth can affect the overall power production in a farm. An increase in power is observed when the rotor diameter-to-depth (DH) ratio is low. This resulted from a large wake expansion due to a sufficient bypass Ćow region that hastened the Ćow recovery at a low DH ratio. SpeciĄcally, the power produced drops by 5.7% when the DH ratio increases from DH20 to DH40. Lastly, the effect of turbulent intensity on farm efficiency is studied. For a farm with 7 D inter-device spacing, the total farm efficiency between 5% and 20% ambient turbulence increases from 60.8% to 74.1%. This 13.3% increase in power is attributed to better wake recovery at high ambient turbulence.

Overall, in this thesis, we have proposed potentially the Ąrst turbulence intensity model for horizontal axis tidal turbines and established a new relation for the rotor diameter to depth ratio. This turbulence model along with the modi-Ąed Jensen-Gaussian model can be used to provide preliminary insight into power production in tidal farms. The efficiency of a tidal farm can be increased by high ambient turbulent intensity, sufficient turbine spacing, and low diameter-to-depth ratio. This low-computational model can be useful in studying the wake interaction of tidal turbine parks in different conĄgurations. The applicability of the model over a wide range makes it useful in realistic tidal sites under ideal conditions.

Perspectives

Firstly, the numerical data can be improved by using a more accurate turbulence modeling approach like the LES-ALM. In reality, the wake of the turbulent intensity proĄle behind a turbine shows a two-dip Gaussian proĄle with maximum turbulence at the tip of the rotor. The use of RANS-ADM does not provide accurate wake shape, especially in the near wake. However, the use of LES-ALM can provide a better wake shape and a better prediction in both the near and the far wake. Moreover, the turbulence dissipation upstream of the turbine will be minimized, therefore, the use of a turbulence source may not be necessary. This is subjected to further investigation.

Secondly, empirical models are based on approximations which lead to a large error margin. The velocity deĄcit and turbulent intensity model can be improved by providing a better model equation and more accurate coefficients. More accurate parameters can be obtained by using machine learning such as artiĄcial neural network (ANN) for the wake radius, velocity deĄcit, and turbulent intensity.

Thirdly, the model is developed based on a constant incoming velocity in the farm. Investigating the applicability of the time-vary Ćow will be appealing in validating the model. The variability of the power curve should be considered in future work. Apart from this, the current Ćow in some tidal sites has incidence with respect to the predominant direction reaches up to 20° [START_REF] Nguyen | Effects of the Current Direction on the Energy Production of a Tidal Farm: The Case of Raz Blanchard (France)[END_REF]. The inĆuence of the current direction on the energy production on a tidal farm using the empirical model should also be investigated.

Further, this study is developed for a turbine position at mid-depth in the channel. In practice, tidal turbines are located close to the bottom where the Ćow velocity is affected by the bathymetry of the seabed. The model can be improved by introducing a correction term to account for better estimation in realistic conditions as proposed by [START_REF] Orgiazzi | Analytical Wake Model of a Seabed-Mounted Tidal Turbine[END_REF].

Finally, the wake of velocity deĄcit and turbulence intensity shows dependence on a number of parameters. Therefore a multi-objective function optimization algorithm like the Particle Swarm Optimization (PSO) is required for turbine placement to maximize the power production in tidal turbine farms.
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Normalized velocity Cependant, pour la production dŠénergie à lŠéchelle commerciale, on sŠattend à ce que les TST soient disposées en parcs pour produire de lŠélectricité. Cela sŠexplique par la densité de puissance spatiale des les courants de marée. Une architecture en ferme de turbines peut réduire les coûts en partageant lŠinfrastructure et la maintenance collective, en réduisant les taux dŠapprentissage et, en Ąn de compte, en minimisant le coût de lŠénergie (Levelized cost of energy, LCOE). Cependant, lŠinteraction des turbines dans le parc due à leur sillage respectif affecte leurs performances.
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C.1.3 Sillage de la turbine

LŠétude de la turbine hydrolienne au sein dŠune ferme a récemment suscité beaucoup dŠintérêt dans la recherche et les applications industrielles. LŠétude de lŠinteraction du sillage est dŠune importance capitale pour optimiser lŠénergie extraite dans une ferme de turbines hydroliennes. Le sillage est déĄni comme une région dŠécoulement perturbé derrière la turbine qui affecte la production dŠénergie de la turbine en aval. Les deux principales caractéristiques du sillage sont énumérées. La première est un déficit de vitesse signiĄcatif qui réduit la puissance extraite par la turbine en aval. Cette réduction de puissance dans un parc éolien peut être très importante et atteindre 20 % [START_REF] Chamorro | A Wind-Tunnel Investigation of Wind-Turbine Wakes: Boundary-Layer Turbulence Effects[END_REF]. La seconde est la turbulence accrue qui induit une charge de fatigue sur la pale de la turbine, ce qui peut sérieusement affecter la durée de vie des pales. Il est donc impératif dŠétudier lŠinteraction des sillages aĄn dŠoptimiser la production dŠénergie dans un parc. Le sillage derrière une turbine peut être classé en trois régions [START_REF] Vermeer | Wind turbine wake aerodynamics[END_REF]. Ces régions sont le sillage proche, le sillage intermédiaire et le sillage lointain. La caractéristique du sillage déĄnit la limite de chaque région.

C.1.4 Revue des études en la matière

LŠétude du sillage dŠune turbine est largement axée sur lŠestimation du déĄcit de vitesse car il affecte directement la puissance extraite par la turbine (P ∝ U 3 ). De nombreuses études ont été menées pour étudier le sillage des turbines. Ces études sont divisées en trois catégories: les méthodes expérimentales, numériques et analytiques. Chacune de ces méthodes présente ses propres avantages et inconvénients.

LŠindustrie des TST a connu environ 54 % de déploiements réussis sur les 57 turbines TST de taille normale identiĄées par Walker and Thies (2021). Cependant, une compréhension limitée du Ćux complexe des marées, associée à des coûts de déploiement et dŠexploitation élevés, ainsi quŠun risque perçu entravent le développement des turbines à échelle 1. En outre, les quelques données disponibles sont pour la plupart conĄdentielles dans leur intégralité, ce qui entrave la recherche et le développement des TST. Pour cette raison, les chercheurs sont limités à des expériences à petite échelle qui ne couvrent pas la complexité et les échelles des courants de marée, mais qui fournissent des résultats signiĄcatifs dans lŠétude du sillage de la TST. Comme nous lŠavons vu, la petite conĄguration expérimentale pourrait permettre un contrôle suffisant du système pour étudier une caractéristique particulière du sillage. Cependant, la complexité des Ćux de marée très turbulents, associée à la variation soudaine de la profondeur, à lŠeffet des vagues et à la bathymétrie, ne peut pas être étudiée de manière efficace en utilisant un dispositif expérimental réduit. LŠhydrodynamique complexe de lŠécoulement est donc étudiée à lŠaide de simulations numériques.

DŠautre part, des modèles numériques de haute Ądélité sont développés pour compléter les données expérimentales et fournir de bons résultats qui serviront de base à un modèle de turbine grandeur nature. Ces modèles CFD résolvent les équations de Navier-Stokes avec fermeture de la turbulence pour trouver la vitesse à chaque endroit du domaine. Les modèles numériques sont utilisés pour étudier les performances des turbines hydroliennes à échelle réduite et à échelle réelle. Plusieurs modèles numériques ont été développés, notamment le modèle résolu des pales et la méthode de la ligne dŠactionnement, mais ils présentent des coûts de calcul élevés, en particulier pour les parcs dŠéoliennes à grande échelle. Cependant, le modèle de disque dŠaction qui représente la turbine comme un milieu poreux reste la méthode la plus courante pour les grandes fermes éoliennes et hydroliennes en raison de son faible coût de calcul.

En outre, les chercheurs ont développé des modèles analytiques basés sur des relations théoriques simples en fonction de lŠécoulement et de fonctions de forme pour estimer le sillage derrière une turbine. Les modèles analytiques, également appelés modèles cinématiques, sont basés sur les propriétés auto-similaires de lŠécoulement. Ces modèles analytiques sont privilégiés pour estimer lŠhydrodynamique des éoliennes, en particulier dans une grande ferme, en raison de leur faible coût de calcul [START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF][START_REF] Qian | Wind farm power maximization through wake steering with a new multiple wake model for prediction of turbulence intensity[END_REF]. Les modèles analytiques pour les éoliennes se sont développés au Ąl des ans et sont actuellement utilisés dans des outils commerciaux tels que WindPRO, WindSim et OpenWind pour estimer la production dŠénergie dans les parcs éoliens. Il convient de noter que ces modèles analytiques ne permettent principalement que la représentation de la vitesse moyenne sans tenir compte de lŠeffet de turbulence. Pour un modèle de turbine unique, lŠeffet du sillage de turbulence peut ne pas affecter la performance de la turbine, mais il peut affecter de manière signiĄcative la production dŠénergie des turbines en aval dans un parc [START_REF] Bai | Numerical investigations of the effects of different arrays on power extractions of horizontal axis tidal current turbines[END_REF].

C.1.4.1 Turbulence dans le sillage de la turbine

Alors que le nombre et la précision des modèles analytiques permettant dŠestimer le déĄcit de vitesse ont augmenté au cours des décennies, les techniques de quantiĄcation de la turbulence restent immatures. Les turbines dŠune ferme fonctionnent dans la zone dŠécoulement turbulent de la turbine en amont. Ces régions turbulentes sont associées à des contraintes de fatigue qui peuvent affecter à la fois lŠintégrité structurelle et la production dŠénergie des turbines du parc. Il est donc nécessaire de bien comprendre la turbulence de sillage. LŠintensité de la turbulence dans le sillage de la turbine est exprimée par Quarton and Ainslie (1990) comme suit:

I w = I 2 0 + I 2 + 0.5 (C.1)
La turbulence ambiante (I 0 ) est spéciĄque au site et peut varier au cours dŠun cycle de marée (voir Fig. 1.10), tandis que la turbulence ajoutée (I + ) est la contribution du cisaillement et de la turbulence générée par la turbine (voir Tableau 1.3).

Certaines relations empiriques ont été développées pour estimer la turbulence ajoutée par les éoliennes. La relation de turbulence ajoutée rapportée par Quarton and Ainslie (1990) est exprimée comme une fonction de lŠintensité de la turbulence ambiante, du coefficient de poussée et de la longueur du sillage proche proposée par [START_REF] Vermeulen | An experimental analysis of wind turbine wakes[END_REF]. Contrairement aux éoliennes, les turbines hydroliennes sont généralement situées dans des eaux peu profondes, limitées par la profondeur du canal. Par conséquent, lŠutilisation dŠun modèle dŠéolienne peut conduire à des estimations inexactes. Peu de recherches ont été effectuées sur lŠintensité turbulente ajoutée dans le sillage des hydroliennes.

C.1.5 Portée de la thèse

Pour soutenir le développement des la TST et faciliter sa commercialisation, on ne saurait trop insister sur la nécessité de disposer dŠun modèle analytique efficace en termes de calcul. Cette thèse étudie le sillage lointain derrière une turbine hydrolienne à lŠéchelle dŠun parc. Le but de cette thèse est de développer un modèle empirique générique pour estimer le déĄcit de vitesse et lŠintensité de la turbulence dans le sillage dŠune turbine hydrolienne, en tenant compte des variations de la turbulence ambiante, du coefficient de poussée et du rapport diamètre/profondeur du rotor.

Les objectifs de la thèse sont les suivants:

• développement dŠun modèle numérique dŠune turbine hydrolienne en vraie grandeur.

• validation du modèle numérique à lŠaide de données expérimentales de référence.

• développement dŠun modèle empirique de turbulence ajoutée dans le sillage dŠune turbine hydrolienne.

• développement dŠun modèle générique de sillage de turbine hydrolienne pour la vitesse et lŠintensité des turbulences dans des conditions réalistes.

• lŠapplication du modèle générique dans les fermes hydroliennes en tenant compte de lŠinteraction entre la turbine et le sillage. 

C.2 Méthodologie

C.2.1 Théorie du disque d'action

Le rotor de la turbine est considéré comme un disque perméable idéal, cŠest-à-dire sans frottement et sans composante de vitesse de rotation du sillage. En amont du disque, le tube dŠécoulement a une section plus petite que le disque, et en aval, il a une section plus grande que le disque, comme le montre la Ągure 2.3. La conservation du bilan massique le long du tube dŠécoulement est donnée par lŠéquation (C.2):

ρA ∞ U ∞ = ρA D U D = ρA w U w (C.2)
La force de poussée est obtenue par une chute de pression sur le rotor. Cette force de poussée T est causée par la chute de pression à travers le disque qui peut également être exprimée en termes de changement de quantité de mouvement donné dans lŠEq. (C.3): 158 Résumé étendu en français

T = (P + D -P - D )A D = (U ∞ -U w )ρA D U D (C.3)
La puissance extraite du Ćuide est donnée par lŠéquation (C.4)

T = (P + D -P - D )A D = (U ∞ -U w )ρA D U D (C.4)
Le coefficient de puissance C P est déĄni comme le rapport entre la puissance extraite par le disque et la puissance disponible dans le Ćux, exprimé par lŠéquation (C.5).

C p = P ower 1 2 ρA D U 3 ∞ (C.5)
CŠest pourquoi,

C P = 4a(1 -a) 2
La valeur maximale de C p est atteinte lorsque ;

dC P (a) da = 0

Selon la limite de Betz, C P max se produit à a = 1/3, dŠoù C P max = 16/27 = 0, 593 est le meilleur rendement théorique pour les éoliennes. Cependant, pour les turbines hydroliennes, la limite de Betz pourrait être dépassée en raison de lŠimpact de lŠeffet de blocage [START_REF] Vennell | Exceeding the Betz limit with tidal turbines[END_REF].

La force exercée sur le disque dŠaction par la chute de pression, donnée par lŠEq. (2.12), peut également être adimensionnée pour donner un coefficient de force C T comme suit:

C T = T hrust 1 2 ρA D U 2 ∞ (C.6a) C T = 4a(1 -a) (C.6b)
A la limite de Betz (a = 1/3), le coefficient de force C T betz est de 0,89. La variation du coefficient de puissance et du coefficient de force en fonction de a est représentée sur la Ągure 2.4.

C.2.2 Modèle de disque d'action

Dans le modèle ADM, le rotor représenté par un disque dont la force de poussée T est répartie de façon homogène. Le disque dŠaction a le capacité à modéliser le sillage lointain à condition que lŠeffet de petite échelle soit paramétré [START_REF] Blackmore | InĆuence of turbulence on the wake of a marine current turbine simulator[END_REF]. Le saut de pression à travers le disque fournit une force de poussée, une réduction de lŠénergie cinétique et une réduction de la vitesse dŠécoulement lorsque le Ćuide traverse le rotor. La force de poussée est calculée comme suit:

T = 1 2 ρC T AU 2 ∞ (C.7)
La force de poussée T est ajoutée comme terme source dans les équations de Navier-Stokes incompressible pour tenir compte de lŠextraction dŠénergie par le disque dŠaction. Il est trivial dŠobtenir la vitesse dŠécoulement avec une seule turbine. Cependant, pour des turbines multiples dans une ferme, lŠutilisation de la vitesse en amont est discutable en raison de lŠeffet de sillage, cŠest pourquoi Taylor (1958) a proposé une expression pour le coefficient de résistance K, reliant la vitesse en amont et la vitesse locale dŠun milieu poreux comme suit:

U ∞ = U d (1 + 1 4 K) (C.8)
Par conséquent, les coefficients de force et de puissance sŠexpriment comme suit:

C T = K (1 + 1 4 K) 2 , C P = K (1 + 1 4 K) 3 (C.9)
La force de poussée modiĄée du disque dŠaction est évaluée comme:

T = 1 2 ρKAU 2 d (C.10)

C.2.3 Utilisation de la méthode du disque d'action dans OpenFOAM

Un domaine numérique rectangulaire simple est mis en place et discrétisé à lŠaide du BlockMesh de base. Un test de maillage est effectué à différentes densités de maillage pour sélectionner le maillage optimisé, comme le montre la Ągure 2.7. La commande actuationDiskSource applique un terme source à lŠéquation de la quantité de mouvement pour permettre dŠappliquer le disque dŠaction représentant la turbine. Le terme source introduit via fvOptions dict est appliqué aux cellules de volume déĄnies dans topoSets dict en tant que terme puits pour lŠextraction dŠénergie.

Le solveur OpenFOAM utilisé dans la présente étude est simpleFOAM, qui convient aux écoulements incompressibles. Les équations ont été discrétisées à lŠaide du schéma dŠintégration Gaussian où les valeurs ont été interpolées des centres des cellules aux faces. Dans cette thèse, les modèles de turbulence aux moyennes de Reynolds (Reynolds-Averaged Navier Stokes, RANS) ne prennent en compte que lŠécoulement moyen statistiquement moyenné dans le temps, car ils sont moins coûteux en termes de calcul et la différence entre les modèles est raisonnable dans la région du sillage lointain [START_REF] Rethore | Study of the atmospheric wake turbulence of a CFD actuator disc model[END_REF] 

C.2.4 Validation du modèle

Les performances du dique dŠaction sont analysées à lŠaide dŠétudes expérimentales bien établies. La compréhension de lŠinteraction du sillage dans une turbine unique fournira des informations importantes sur les réseaux de turbines. Les cas de référence étudiés ici sont lŠétude expérimentale du disque poreux rapportée par Pour une expérience de disque poreux simple, le modèle standard κ -ϵ est capable de prédire les caractéristiques de lŠécoulement sans lŠutilisation dŠun terme source, mais le terme source est nécessaire pour compenser la production de turbulence supplémentaire dans les expériences de turbine hydrolienne. En outre, les résultats expérimentaux des turbines hydroliennes ne sont pas vraiment axisymétriques comme indiqué par Maganga et al. (2010) et [START_REF] Mycek | Experimental study of the turbulence intensity effects on marine current turbines behaviour. Part I: One single turbine[END_REF]. LŠADM ne détecte pas lŠasymétrie car (a) la force est appliquée uniformément au disque, (b) il nŠy a pas de représentation de la tour de la turbine dans le modèle du disque dŠaction, et (c) il nŠy a pas dŠeffet de turbulence dû à la rotation de la turbine [START_REF] Grondeau | Studying the Wake of a Tidal Turbine with an IBM-LBM Approach Using Realistic InĆow Conditions[END_REF]. Par conséquent, les caractéristiques moyennes du sillage sont modélisées à lŠaide dŠun model de RANS avec des paramètres de turbulence corrects lorsque le sillage lointain présente un intérêt.

Nous avons vu que les conditions ambiantes ont un effet signiĄcatif sur le taux de récupération. Pour une intensité de turbulence élevée, les conditions dŠentrée ont été récupérées à 7 D en aval. Dans le cas dŠune faible turbulence ambiante, les conditions dŠentrée de lŠexpérience du disque poreux nŠont pas été rétablies avant 20 D en aval. Cela montre comment lŠintensité de la turbulence peut affecter la récupération de lŠécoulement dans le sillage de la turbine hydrolienne. EnĄn, lŠADM peut être utilisé pour étudier le sillage lointain, ce qui est lŠobjet de cette thèse. Ainsi, ce modèle numérique constituera la base du modèle TST à grande échelle. Un certain conĄguration de parcs de turbines seront simulés pour différentes conĄgurations dŠun site idéal de Raz Blanchard. Ce modèle servira de référence pour la comparaison avec le modèle analytique proposé.

C.3 Modèle de turbulence supplémentaire

Bien que lŠestimation du déĄcit de vitesse et de la production dŠénergie dans les parcs de turbines ait fait lŠobjet de recherches considérables, peu de travaux ont été consacrés à lŠestimation de lŠintensité de la turbulence dans le sillage des turbines hydroliennes. Les turbulences dans le sillage des turbines sont associées à une fatigue accrue et à une réduction de la production dŠénergie, ce qui peut entraîner une défaillance prématurée des turbines.
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C.3.1 Turbulence dans le sillage des turbines

LŠintensité turbulente est déĄnie comme un rapport entre lŠécart-type (σ) ou la Ćuctuation de la vitesse turbulente (u ′ ) et la vitesse moyenne (U ), exprimée par lŠéquation suivante (C.11):

I = σ u U = √ u ′ u ′ U (C.11)
La turbulence dans le sillage de la turbine est la contribution de la turbulence ambiante et de la turbulence ajoutée générée par la turbine. La turbulence dans le sillage de la turbine est exprimée par lŠéquation (C.12): est que la turbulence ajoutée est une fonction de la turbulence ambiante, des caractéristiques de la turbine C T dans le sillage de lŠéolienne et de lŠemplacement en aval. Cependant, ces modèles de turbulence, comme les modèles de déĄcit de vitesse, peuvent nécessiter une calibration pour une application dans le sillage des turbines hydroliennes. LŠétalonnage est nécessaire en raison de la profondeur limitée dans les eaux peu profondes, de lŠeffet de blocage, de la large gamme de turbulences ambiantes dans les sites à marée.

I wake = I 2 0 + I 2 + 0.5 ( 
À notre connaissance, il nŠexiste pas de modèle empirique permettant dŠestimer lŠintensité des turbulences dans le sillage dŠune turbine hydrolienne. Dans les sections suivantes, un modèle empirique simple pour lŠintensité de turbulence ajoutée dans le sillage dŠune turbine hydrolienne à échelle réelle est développé et comparé aux modèles établis pour les turbines éoliennes mentionnés ci-dessus. Comme les données expérimentales des turbines hydroliennes grandeur nature restent conĄdentielles, un modèle numérique est proposé pour fournir des données de référence pour le modèle de turbulence.

C.3.2 Analyse du sillage turbulent

La Ągure 3.3 montre le contour de lŠintensité turbulente des sillages de turbine à différentes turbulences ambiantes. LŠintensité turbulente maximale dans le sillage se produit dans le sillage initial proche. Le sillage initial proche est la région située derrière la turbine, où le saut de pression dû à lŠextraction de la quantité de mouvement est largement récupéré.

Dans le sillage lointain, lŠeffet de la turbine et le cisaillement moyen sont faibles par rapport au sillage proche. Le proĄl gaussien se maintient dans le cas dŠune faible turbulence (I 0 = 5 %) mais disparaît dans les cas de forte turbulence (voir la Ągure 3.3). Les effets turbulents disparaissent rapidement en cas de forte turbulence en raison dŠun mélange important. LŠintensité turbulente le long de lŠaxe du rotor et de la paroi latérale est imperceptible, ce qui conĄrme la prédominance de la turbulence ambiante dans la région du sillage lointain. Une forte turbulence produit de grandes échelles de turbulence qui cascadent et sŠatténuent plus rapidement que les petits tourbillons. Une récupération plus rapide de lŠécoulement en cas de forte turbulence ambiante est signalée dans les expériences (Mycek et al., 2014a;[START_REF] Vinod | Performance and near-wake characterization of a tidal current turbine in elevated levels of free stream turbulence[END_REF].

C.3.2.1 Estimation de la turbulence ajoutée à l'axe central

La turbulence de la ligne médiane est la turbulence totale dans le sillage, comme lŠexprime lŠéquation (C.12). La turbulence ajoutée dans le sillage est extraite en soustrayant la racine de la somme des carrés de la turbulence de sillage à la ligne centrale et de la turbulence ambiante près de la paroi latérale. LŠintensité turbulente à proximité de la surface latérale est supposée à lŠétat ambiant car elle est éloignée du rotor, comme le montre la Ągure 3.4. En supposant que la turbulence ambiante stable dans lŠécoulement. Il suffit de proposer un modèle pour la turbulence ajoutée aĄn dŠestimer la turbulence dans le sillage.

C.3.2.2 Estimation du rayon de sillage de l'intensité turbulente

Le rayon du sillage turbulent ajouté est estimé à lŠaide de lŠapproche pleine largeur et demi-maximum (FWHM) dŠun proĄl gaussien standard. LŠintensité turbulente à la FWHM est égale à √ 2 ln 2σ (où σ est lŠécart-type). Le FWHM est précédemment utilisé pour déĄnir le rayon dans le sillage de déĄcit de vitesse dŠune éolienne (Bastankhah and Porté-Agel, 2014; Ishihara and Qian, 2018). r 1/2 est le rayon à la moitié de lŠintensité de turbulence normalisée I m . Le rayon du sillage utilisant la fonction de distribution gaussienne est estimé à 3σ, représenté par la région ombrée dans la Ągure 3.6.

Le rayon de sillage turbulent supplémentaire est calculé à un intervalle de 1 D. La Ągure 3.7a montre une conĄguration similaire du rayon de sillage à différentes intensités de turbulence. La Ągure 3.7a montre clairement que lŠutilisation de lŠhypothèse linéaire de base de lŠexpansion du sillage par Jensen et Bastankhah and Porté-Agel conduit à une mauvaise estimation de lŠévolution du rayon du sillage turbulent supplémentaire. En prenant le logarithme des deux côtés de lŠéq. (3.9), nous voyons que la distribution de la loi de puissance est simpliĄée comme; ln p(x) = α ln x+ constante. La Ągure 3.7b montre que lŠon peut être sûr que le rayon suit approximativement la distribution en loi de puissance. 

C.4 Un modèle générique pour le déficit de vitesse et l'intensité turbulente

La vitesse dŠécoulement et lŠintensité turbulente lors du mélange avec lŠécoulement ambiant se rétablissent progressivement à mesure que lŠon se déplace dans la direction de lŠécoulement, comme lŠillustre la Ągure 4.1. Pour obtenir une bonne estimation des turbines individuelles, il est nécessaire de disposer dŠun modèle de sillage approprié permettant dŠobtenir deux facteurs principaux: la fonction dŠécoulement et la fonction de forme. Le déĄcit de vitesse dans le sillage de la turbine est exprimé par lŠéquation suivante (C.15):

∆U U ∞ = U ∞ -U w U ∞ (C.15)
où U ∞ est la vitesse en amont et U w est la vitesse de sillage. Le tableau 4.1 présente un résumé des modèles de déĄcit de vitesse existants avec le modèle proposé.

Dans cette thèse, de multiples scénarios réalistes sont envisagés pour développer un modèle générique applicable à différentes turbulences ambiantes, au coefficient de poussée du rotor et à une gamme de rapports diamètre/profondeur du rotor. Le modèle proposé est basé sur le principe de conservation de la masse de Jensen. Le modèle de turbulence ajouté développé dans la section précédente (Shariff and Guillou, 2022a) est pris en compte dans lŠévaluation du déĄcit de vitesse par le biais de la relation non linéaire du rayon de sillage. Une fonction de forme gaussienne est utilisée pour estimer le proĄl du sillage dans la direction latérale.

C.4.1 Modèle numérique

Une turbine à échelle réelle est située à 10 D (D est le diamètre de la turbine) de lŠentrée, la longueur du domaine est de 50 D, la largeur du canal est de 20 D et quatre profondeurs de canal (H) sont considérées ; 10 m, 25 m, 35 m et 50 m représentant la profondeur du site de la turbine hydrolienne comme indiqué dans le tableau 1.2. Par souci de simplicité, les trois cas sont désignés par DH20, DH40 et DH60, représentant le rapport diamètre-profondeur de 20 %, 40 % et 60 % respectivement. La Ągure 4.3 montre les différents rapports diamètre-profondeur des trois conĄgurations.

C.4.1.1 Effet du rapport diamètre-profondeur (DH) du rotor

Le rapport DH est la fraction du diamètre du rotor qui couvre la profondeur du canal. La récupération du sillage du rotor est affectée par le Ćux de contournement. Lorsque le rapport diamètre/profondeur du rotor est faible (cŠest-à-dire DH20), le processus de rétablissement du sillage est plus rapide car le Ćux dans la zone de contournement est suffisant pour provoquer un mélange entre la faible vitesse au coeur du rotor et le Ćux ambiant dans la zone de contournement. En revanche, lorsque le rapport DH est élevé (DH60), le déĄcit de vitesse le long du rotor est important par rapport à lŠécoulement libre dans la zone de contournement, ce qui retarde le rétablissement du sillage par rapport à lŠétat en amont.

C.4.2 Modèle empirique générique

Pour proposer un modèle générique, lŠintensité turbulente ambiante de 5%, 10%, 15% et 20% est considérée respectivement, fournissant une représentation globale de la turbulence sur les sites potentiels de marée (voir le tableau 1.2). De même, un ensemble de coefficients de poussée de turbine C T permettant lŠapplication à différentes conĄgurations évaluées à lŠaide de lŠEq. (2.20) est présenté dans le tableau 4.4.

C.4.2.1 Modèle d'intensité turbulente

Le modèle de turbulence générique est exprimé par les équations suivantes (C. 

C.4.3 Analyse

LŠeffet du rapport DH à C T = 0,89 et 10 % dŠintensité de turbulence est présenté à la Ągure 4.12. La vitesse normalisée est considérablement affectée par le rapport DH en raison de lŠexpansion du sillage, mais la variation de lŠintensité turbulente à différents rapports DH est minime. Le rétablissement de lŠécoulement à une DH élevée est moindre en raison du faible mélange entre lŠécoulement à faible vitesse au coeur du rotor et lŠécoulement de dérivation à grande vitesse.

De même, la Ągure 4.14 présente la vitesse normalisée et lŠintensité turbulente à DH40 et C T de 0,89 à différentes turbulences ambiantes. Le déĄcit de vitesse et la récupération de lŠintensité de la turbulence sont plus rapides lorsque la turbulence ambiante est élevée. La turbulence dans le sillage se rétablit en 15 D et 9 D pour une turbulence de 10 % et 15 % respectivement. La vitesse normalisée se rétablit de plus de 90 %. Ce rétablissement est plus rapide lorsque la turbulence ambiante est élevée.

En outre, lŠeffet du coefficient de poussée pour une turbulence ambiante de 10 % est illustré à la Ągure 4.16. Une augmentation de C T peut également être interprétée comme une augmentation de la force de traînée qui provoque lŠéchange de quantité de mouvement à travers le disque. Un C T élevé crée un déĄcit de vitesse important à proximité du rotor, ce qui produit une forte turbulence dans le sillage proche. LŠaugmentation du coefficient de poussée est largement efficace dans la région du sillage proche. Cette variation due au coefficient de poussée est bien représentée par le modèle proposé dans le sillage proche. Cependant, loin du rotor, lŠeffet de C T est moins important car lŠécoulement est largement homogène, ce qui permet dŠatteindre lŠétat de récupération.

C.5 Ferme hydrolienne

LŠétape suivante vers la commercialisation est lŠétude de lŠinteraction du sillage de la turbine dans la ferme hydrolienne, comme le montre la Ągure 5.1. Le sillage induit sur la turbine hydrolienne en aval peut réduire la puissance de sortie, affectant ainsi lŠefficacité globale de la ferme hydrolienne.

C.5.1 Interaction de sillage dans une ferme hydrolienne

Pour estimer efficacement le sillage des turbines dans une ferme hydrolienne, le modèle analytique doit tenir compte de lŠinteraction du sillage de plusieurs turbines. Pour ce faire, les modèles à turbine unique utilisent le principe de superposition pour estimer lŠeffet combiné des sillages qui se chevauchent dans le parc. Il existe fondamentalement trois types dŠinteraction de sillage dans les fermes hydroliennes: le chevauchement total (ou tandem), le chevauchement partiel et lŠabsence dŠinteraction, comme le montre la Ągure 5.2. Cependant, une turbine peut être affectée par un sillage mixte dans la ferme. 1 -

u j U 2 = n ij=1 1 - u ij U 2 A overlap A 0 I ef f = I 2 0 + I 2 +,j I 2 +,j = n ij=1 a X ij -X i D -b 2 A overlap A 0 (C.21)
où A overlap est la zone de chevauchement entre la zone de sillage élargie A w de la turbine en amont et la zone balayée du rotor en aval A 0 dans lŠéquation (5.4).

C.5.3 Analyse

C.5.3.1 Réseau de turbines en configuration tandem

Une ferme hydrolienne simple comprenant quatre turbines en conĄguration en ligne est étudiée. Le rapport diamètre/profondeur (DH) du rotor est de 20 % dans le réseau simple. La turbulence ambiante utilisée dans ce cas est de 10 %, tandis que le coefficient de poussée de Betz C T,Betz est utilisé tout au long de ce chapitre, sauf indication contraire. LŠeffet de sillage est plus important lorsque lŠespacement des turbines S x est faible, ce qui entraîne une augmentation de lŠintensité de la turbulence entrante de la turbine en aval. Le contour de la Ągure 5.6 montre que lorsque lŠespacement des turbines double, le sillage se rétablit en grande partie en amont, ce qui permet aux turbines en aval dŠextraire une plus grande puissance.

C.5.3.2 Production d'énergie dans différentes configurations de réseau

La puissance produite par une turbine est calculée comme suit Eq. C.22:

P i = 1 2 ρC p AU 3 i (C.22)
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Les deux conĄgurations de base de la ferme hydrolienne, rectiligne et en quinconce, avec des turbines de 20 m de diamètre à DH40 sont analysées. La ferme comprenant N turbines (N = 16) dans un canal idéal est illustrée dans la Ągure 5.8. LŠespacement des turbines est respectivement de S x = 7D et S y = 4D aĄn dŠassurer la récupération du Ćux et de bénéĄcier de lŠaccélération du Ćux provenant des turbines en amont.

La puissance cumulée produite par N turbines dans la ferme est évaluée par Eq. (C.23):

P f arm = N j=i P i (C.23)
La puissance totale produite dans la ferme rectiligne et la ferme en quinconce est respectivement de 22,1 MW et de 28,1 MW. Pour une taille de ferme identique, cette étude montre que le réseau en quinconce produit une puissance supérieure de 6 MW à la conĄguration rectiligne. Ceci est cohérent avec les études précédentes sur les fermes hydroliennes [START_REF] Bai | Numerical investigations of the effects of different arrays on power extractions of horizontal axis tidal current turbines[END_REF][START_REF] Nguyen | Effects of the Current Direction on the Energy Production of a Tidal Farm: The Case of Raz Blanchard (France)[END_REF][START_REF] Djama Dirieh | Blockage Corrections for Tidal TurbinesŮApplication to an Array of Turbines in the Alderney Race[END_REF]. LŠeffet de turbulence ajouté est plus important dans la conĄguration rectiligne présentée dans la Ągure 5.12. Les résultats montrent que lŠeffet de turbulence ajouté est signiĄcatif dans un réseau rectiligne en raison de lŠespacement limité entre le turbine. La turbulence additionnelle à la turbine aval est presque négligeable dans le cas dŠune ferme en quinconce en raison de lŠespacement suffisant entre les turbines. Le rendement de la ferme η f arm est déĄni comme le rapport entre la puissance totale produite par toutes les turbines dŠune ferme P f arm et la puissance maximale P max f arm si elles fonctionnent dans des conditions non perturbées.

η f arm = P f arm P max f arm

Les rendements de lŠexploitation pour placement rectiligne et lŠorganisation réseau en quinconce sont respectivement de 69,1 % et 87,8 %. Cette augmentation de lŠefficacité est uniquement due à la conĄguration de la turbine dans la ferme.

C.5.3.3 Effet du rapport DH du rotor dans la ferme hydrolienne

La Ągure 5.15 montre quŠà un faible rapport diamètre/profondeur du rotor, lŠexpansion du sillage est plus importante et lŠinteraction plus forte. La puissance produite par la turbine en aval diminue avec lŠaugmentation du rapport DH, comme le montre la Ągure 5.16. La puissance totale P f arm à DH20, DH40 et DH60 est respectivement de 29,8 MW, 28,1 MW et 26,9 MW. Ceci implique que pour une taille de turbine identique, la puissance extraite peut varier en fonction du rapport diamètre/profondeur du canal.

C.5.3.4 Effet de la turbulence ambiante sur la ferme hydrolienne

Dans ce cas, nous avons étudié une ferme rectiligne à DH40 avec un espacement inter-dispositifs S x = 7D comme présenté dans la section 5.3.2 pour des taux de turbulence ambiante de 5%, 10%, 15%, et 20%. La puissance extraite par les différentes turbines de la rangée est présentée dans la Ągure 5.18. Les résultats indiquent une diminution de la puissance en raison de lŠeffet de sillage cumulatif le long des turbines en ligne. La puissance produite par la turbine en amont est identique pour toutes les turbulences ambiantes car le Ćux entrant pour la turbine en amont est stable et nŠest affecté par aucune perturbation du Ćux. De même, la production dŠénergie est identique pour chaque rangée à une turbulence ambiante donnée. La diminution continue de la puissance pour les turbines en ligne dŠune rangée à une turbulence ambiante donnée résulte de lŠeffet de sillage. Toutefois, lorsque la turbulence ambiante est plus élevée, la récupération du sillage est plus rapide, ce qui permet de produire une puissance relativement plus élevée, comme le montre le tableau A.2.

C.5.3.5 Effet de C T sur un réseau rectiligne

Nous considérons une ferme hydrolienne rectiligne composée de 16 turbines avec 4 turbines dans chaque rangée comme indiqué dans la Ągure Ąg:Cteffpow. Le coefficient de poussée de chaque turbine du parc est présenté dans la tableau 5.2.

La Ągure 5.20a indique la puissance produite par la turbine présentée dans la tableau 5.2. La puissance totale produite dans la rangée de turbines est comparable. La turbine en amont T 1 produit la puissance la plus élevée car elle nŠest pas affectée par le sillage de la turbine en amont. La turbine T 1 dans Row 1 avec le C T le plus élevé produit la puissance maximale tandis que la turbine dans Row 3 avec le C T minimum produit la puissance la plus faible comme le montre la tableau5.2. La Ągure 5.20b montre que la stratégie recommandée dans la ferme hydrolienne consiste à disposer les turbines avec un coefficient de poussée croissant (cŠest-à-dire Row 4 ). Cependant, lŠaugmentation globale de la puissance due à la variation du coefficient de poussée est limitée dans un petit parc. Cet effet peut être signiĄcatif dans un grand parc et doit donc être pris en compte dans lŠoptimisation de la ferme hydrolienne.

C.6 Conclusions et perspectives

Cette thèse porte sur le développement dŠun modèle dŠordre réduit calculatoire pour estimer le déĄcit de vitesse et lŠintensité turbulente dŠune turbine hydrolienne à axe horizontal dans une ferme hydrolienne. LŠobjectif principal de ce travail est de développer un modèle générique pour estimer la production dŠénergie dans les fermes hydroliennes. Dans cette thèse, nous avons proposé potentiellement le premier modèle dŠintensité de turbulence pour les turbines hydroliennes à axe horizontal et établi une nouvelle relation pour le rapport diamètre-profondeur du rotor.

Ce modèle de turbulence ainsi que le modèle Jensen-Gaussien modiĄé peuvent être utilisés pour fournir un aperçu préliminaire de la production dŠénergie dans les fermes hydroliennes. LŠefficacité dŠune ferme hydrolienne peut être augmentée par une intensité de turbulence ambiante élevée, un espacement suffisant entre les turbines et un faible rapport diamètre-profondeur. Ce modèle peu consomateur de ressources informatiques peut être utile pour étudier lŠinteraction du sillage des parcs de turbines hydroliennes dans différentes conĄgurations. LŠapplicabilité du modèle sur une large plage le rend utile dans des sites hydrolien réalistes dans des conditions idéales.

C.6.1 Perspectives

Premièrement, les données numériques peuvent être améliorées en utilisant une approche de modélisation de la turbulence plus précise telle que le modèle LES-ALM. Deuxièmement, les modèles empiriques sont basés sur des approximations qui entraînent une grande marge dŠerreur. Des valeurs plus précises peuvent être obtenues en utilisant lŠapprentissage automatique tel que le réseau neuronal ar-tiĄciel (ANN) pour les paramètres de rayon de sillage, de déĄcit de vitesse et dŠintensité turbulente. Troisièmement, le modèle est développé sur la base dŠune vitesse dŠentrée constante dans la ferme. LŠétude de lŠapplicabilité de lŠécoulement variable dans le temps sera utile pour valider le modèle. EnĄn, le sillage du déĄcit de vitesse et de lŠintensité de la turbulence dépend dŠun certain nombre de paramètres. Par conséquent, un algorithme dŠoptimisation de fonction multiobjectif comme lŠoptimisation par essaims de particules (PSO) est nécessaire pour le placement des turbines aĄn de maximiser la production dŠénergie dans les fermes hydroliennes. R ésum é: L'industrie de l' énergie des courants de mar ée a r éussi à d éployer et à tester des turbines à courant de mar ée (Tidal Stream Turbine,TST) en grandeur r éelle sur des sites d'essai d édi és, avec des unit és individuelles atteignant jusqu' à 1 MW de puissance. L' étape suivante vers la commercialisation est l' étude de l'effet de sillage de la turbine et de l'interaction des hydroliennes au sein d'une ferme (ou parc) d'hydroliennes. Dans cette th èse, nous avons propos é potentiellement le premier mod èle empirique pour estimer la turbulence ajout ée dans le sillage de la turbine d'hydroliennes. En utilisant ce mod èle, la turbulence effective est g én ér ée et utilis ée pour estimer le d éficit de vitesse dans le sillage de la turbine. Ce mod èle de d éficit de vitesse utilise l'approche Jensen-Gaussienne pour les fonctions de flux et de forme. En outre, le mod èle est appliqu é à une ferme hydrolienne simple pour estimer le d éficit de vitesse et l'intensit é de la turbulence. Un principe de superposition est choisi pour évaluer l'interaction des sillages au sein de cette ferme. Comme les courants de mar ée en eaux peu profondes sont sp écifiques aux sites, le mod èle est g én éralis é pour prendre en compte la variation de la turbulence ambiante, le coefficient de pouss ée du rotor et le rapport diam ètre-profondeur dans diff érentes conditions hydrodynamiques r éalistes du site de mar ée dans un cas id éal. Le mod èle est valable pour des TST r éalistes en eaux peu profondes avec un coefficient de pouss ée allant de 0,64 -0,98 et une turbulence ambiante de 5 -20% dans un canal avec un rapport diam ètre/profondeur du rotor de 20 -60%. Profitant de la disposition des turbines, l'arrangement en quinconce produit plus d' énergie que l'arrangement rectiligne dans les m êmes conditions. L'augmentation de la puissance est attribu ée à une r écup ération suffisante du sillage dans la premi ère configuration. La comparaison avec diff érents espacements de turbines a montr é que les arrangments rectiligne et en quinconce peuvent b én éficier d'un espacement lat éral et longitudinal r éduit sans affecter l'efficacit é de la ferme. Les r ésultats obtenus montrent également qu'en eaux peu profondes, la profondeur du canal peut affecter la production d' énergie globale d'une ferme. Une augmentation de la puissance est observ ée pour un faible rapport diam ètre-profondeur, ce qui r ésulte d'une expansion suffisante du sillage pour ce rapport. Dans les fermes, l'efficacit é peut être am élior ée en augmentant la turbulence ambiante, en espac ¸ant suffisamment les turbines et en ayant un faible rapport diam ètre/profondeur. Ce mod èle g én érique, quoique am éliorable, permet de donner un bon aperc ¸u de la production d' énergie produite par une ferme d'hydroliennes pour diff érentes conditions avant un approfondissement avec par exemple des simulations à haute r ésolution. Title: Development of a generic analytical model for optimizing the electricity production of a tidal turbine park. Keywords: Tidal farm, empirical model, actuator disk, turbulence, power.

Abstract:

The tidal energy industry has recorded successful deployment and testing of full-scale Tidal Stream Turbines (TST) at dedicated test sites with single units reaching up to 1 MW output. The next step towards commercialization is the investigation of the turbine wake effect turbine interaction in the tidal array. In this thesis, we proposed potentially the first empirical model to estimate the added turbulence in tidal turbine wake. Using this model, effective turbulence is generated and used to estimate the velocity deficit in the turbine wake. This velocity deficit model uses the Jensen-Gaussian approach for the stream and shape functions. Further, the model is applied in a simple tidal farm to estimate the velocity deficit and turbulence intensity. A superposition principle is chosen to evaluate the wake interaction in the tidal farm. As the tidal flows in shallow water are site-specific, the model is generalized to take into account the variation in ambient turbulence, rotor thrust coefficient, and the diameter-to-depth ratio at different realistic tidal site hydrodynamic conditions in an ideal case. The model is valid for realistic TST in shallow water with a thrust coef-ficient ranging from 0.64 -0.98 and ambient turbulence of 5 -20% in a channel with a rotor diameter to depth ratio of 20 -60%. Profiting from the turbine arrangement, the staggered array produces higher than the rectilinear array under the same condition. The increase in power is attributed to sufficient wake recovery in the former configuration. The comparison with different turbine spacing has shown that the rectilinear and staggered array can benefit from reduced lateral and longitudinal spacing without affecting the efficiency of the farm. Also, the result obtained shows that in shallow water, the channel depth can affect the overall power production in a farm. An increase in power is observed at a low diameter-to-depth ratio, this results from sufficient wake expansion at a low rotor diameterto-depth ratio. In tidal farms, it is noted that the efficiency can be improved by increased ambient turbulence, sufficient turbine spacing, and a low diameter-to-depth ratio. This generic model can provide insight into the power production in tidal farms under different conditions before high-fidelity numerical simulations. 
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 19 Figure 1.9 Sketch of the harsh environmental conditions faced by tidal turbines. (Source: Ouro and Stoesser (2019)).

Figure 1 .

 1 Figure 1.10 Time series of the (a) sea surface height (SSH) and velocity, (b) turbulence intensity, (c) and integral length scale, associated with the streamwise direction, at 12 m height in the Alderney Race. Source: Thiébaut et al. (2020).

  [START_REF] Campbell | Methodology for estimating the French tidal current energy resource[END_REF] identiĄed 20 potential sites for the extraction of tidal stream energy along the French coast. The estimated power of sites with an average current exceeding 1.5 m/s ranges from 1.46 to 9.78 GW for pessimistic and optimistic cases respectively. Figure1.11 shows potential sites in France including the Alderney Race (Raz Blanchard), the BarĆeur race in Cherbourg Peninsula, the Fromveur race, Paimpol-Bréhat, the Gironde near Bordeaux, and Morbihan. The Alderney Race is one of the promising sites with the highest kinetic tidal power density in France with a local tidal range exceeding 6 m and a peak spring current reaching up to 5 m/s and a maximum potential exceeding 5 GW[START_REF] Coles | Assessment of the energy extraction potential at tidal sites around the Channel Islands[END_REF]. This site has become attractive for research on tidal power farms that will contribute to the energy mix in France.

Figure 1 . 11

 111 Figure 1.11 Tidal stream energy (kW/m 2 ) distribution along the French coasts. Adapted from Campbell et al. (2017).

Figure 1 .

 1 Figure 1.12 Examples of tidal stream turbine technologies.

Figure 1 .

 1 Figure 1.13 Active tidal stream by technology. (Source: IRENA, 2021).

Figure 1 .

 1 Figure 1.14 Wake behind a tidal turbine. (Source: Lo Brutto (2016)).

  al., 2007; Myers and Bahaj, 2012; Blackmore et al., 2014; Chen et al., 2019) and reduced tidal turbine models (Stallard et al., 2013; Vinod and Banerjee, 2019; Zhang et al., 2021). For instance, the experimental study of Mycek et al. (2014b) (presented in Figure 1.15) found the wake shape, length, and strength are signiĄcantly affected by the ambient turbulence but slightly affect the performance parameters. The enhanced recovery due to high ambient turbulence is also reported by several authors (Maganga et al., 2010; Vinod and Banerjee, 2019; Zhang et al., 2021). Blackmore et al. (2014) also found the ambient turbulence and the integral length scale affect the drag coefficient of the rotor. However, Ebdon et al. (2021) suggests that though ambient turbulence signiĄcantly affects the wake, the turbulence length scale is insigniĄcant. Experimental measurements by Stallard et al. (2015) show that wake generation and recovery in a shallow Ćow can be considered in several regions.

Figure 1 .

 1 Figure 1.15 The contour of velocity deficit(top) and turbulence intensity (bottom) behind a tidal turbine wake at low (left) and high (right) ambient turbulence. Adapted from Mycek et al. (2014b).

Figure 1 . 16

 116 Figure 1.16 Turbine array setup at the FloWave Ocean Research Facility. (Credit: Noble et al. (2020)).

  , 2016; Lo Brutto et al., 2016b; Thiébot et al., 2020; Djama Dirieh et al., 2022), calculating large turbine arrays remains a challenge due to high computational cost.

Figure 1 .

 1 Figure 1.17 Numerical simulation of tidal turbine farm in (a) rectilinear and (b) staggered array using ADM obtained by Djama Dirieh et al. (2022).

Figure 1 . 18

 118 Figure 1.18 Schematic diagrams of analytical wake models showing (a) top-hat; and (b) Gaussian wake distribution. Source: Sun and Yang (2018).

Figure 1 .

 1 Figure 1.19 Schematic of turbine-wake interaction; (a) fully immersed (b) no interaction and (c) partially immersed in the wake of the upstream turbine. Source: Palm et al. (2010).

Figure 1 .

 1 Figure 1.20 Normalised velocity contour in a tidal farm obtained by Lo Brutto et al. (2016a).

  and Stallard, 2016;[START_REF] Pinon | Semi-analytical estimate of energy production from a tidal turbine farm with the account of ambient turbulence[END_REF]. The wake of upstream turbines interacts with downstream turbines affecting energy production. In multiple turbine farms, the three main interactions are full immersion, partial, and no interaction as shown in Fig. 1.19. To estimate the turbine-wake interaction, several superposition methods are proposed in the literature (Pookpunt and Ongsakul, 2013; Qian and Ishihara, 2021; Niayifar and Porté-Agel, 2016) to estimate the wake of a turbine. Lissaman (1979) proposes a model for the cumulative velocity deĄcit based on the linear superposition of velocity deĄcits. Other authors (Katic et al., 1987; Lo Brutto et al., 2016b; Qian and Ishihara, 2021) use the kinetic energy deĄcit. The kinetic energy deĄcit of multiple wakes is equivalent to the sum of the energy deĄcits for the individual wakes at the downstream position. The velocity deĄcit model in an array of 10 turbines by Lo Brutto et al. (2016a) is presented in Figure

Figure 2 . 1

 21 Figure 2.1 Instantaneous and average velocities. (Source: Torabi (2022)).

Figure 2 . 2

 22 Figure 2.2 Numerical representation of turbine within the CFD (Olczak et al., 2016)

Figure 2 . 3

 23 Figure 2.3 An energy-extracting actuator disk and stream-tube (Source: Hansen (2015)).

Figure 2 . 4

 24 Figure 2.4 Variation of power coefficient C p and thrust coefficients C T with axial induction factor a (adopted from Burton et al. (2011).

  2.5). Three reĄnement levels, Ąne, medium, and coarse, are set to avoid a sudden jump in cell size. Grid sensitivity is evaluated at different mesh densities and Cells Per Diameter (CPD) in Figure2.6. 20 CPD across the disk surface for the ∆y (transverse) and ∆z (depthwise) provide a good disk representation and imperceptible results as shown in Figure2.7. The CPD along the ∆x (streamwise) direction representing the thickness of the disk is 4. The region far away from the disk is represented by a coarse mesh with a geometric growth rate of 1.2.

Figure 2 . 5

 25 Figure 2.5 Hexahedral mesh of the numerical domain.

Figure 2 . 6 Figure 2 . 7

 2627 Figure 2.6 Mesh density among the disc surface mesh (a) -(d) corresponds to Mesh A -Mesh D in Figure 2.7

  et al. (2016) simulate tidal turbine with different RANS models and conclude that κ -ϵ provides good results, especially in the far wake. Moreover, several studies that investigate wind and tidal uses the κ -ϵ model (Rethore et al., 2009; Rahman et al., 2018; Khaled et al., 2021; Djama Dirieh et al., 2022). Hence, this study uses the standard κ -ϵ turbulence model for turbulence closure of Reynolds stress. The model description is presented hereafter.

  [START_REF] Bahaj | Characterising the wake of horizontal axis marine current turbines[END_REF] at the University of Southampton and is used to develop a numerical model. The channel measures 21 m in length, 1.37 m wide, and has a water depth of 0.3 m. The disk, presented in Figure2.8 has a diameter of 0.1 m with ranging porosity (ratio of open to closed areas), and the water velocity was measured at a location downstream with Acoustic Doppler Velocimeter (ADV) at a rate of 50Hz.
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 28 Figure 2.8 Bahaj et al. (2007) experimental setup.
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 292512 Figure 2.9 Schematic representation of the numerical domain.

Figure 2 .

 2 Figure 2.10 shows the numerical result is in good agreement with both the CFD result of Nguyen et al. (2016) and the experimental result of Bahaj et al. (2007).The velocity deĄcit in the near wake is higher due to the extraction of energy by the rotor. This region is characterized to have the highest turbulence intensity due to the contribution of shear and porous disk as shown in Fig.2.10b. As the Ćow propagates downstream, the velocity deĄcit increases up to 90% at 20 D downstream where the ambient turbulence in the Ćow recovers. The recovery to the upstream condition is delayed as a result of low ambient turbulence. The vertical proĄle presented in Fig.2.11 shows that the Dyer Boundary layer signiĄcantly captures the experimental velocity proĄle at different locations downstream. A no-slip at the wall and free-slip surface tally well with the experiment. The delayed recovery of inlet condition is due to a slow mixing process at low ambient turbulence intensity. The distance 1 < z/D < 2, represents the location from the disk, wherein near the wake (<7 D) the wake shape is highly affected by the turbine. From 10 D downstream on-wards, the velocity deĄcit proĄle and turbulent intensity assume a self-similarity.In summary, the simple actuator disk approach mimics energy extraction through a porous disk. The ADM with κ-ϵ model does not require additional source term to represent the porous disk, but is it required for a tidal turbine? Next, the

Figure 2 .

 2 Figure 2.10 Model validation with experimental results of Bahaj et al. (2007) and CFD results of Nguyen et al. (2016); (a) normalized axial velocity and (b) turbulence intensity along the disk axis.

Figure 2 .

 2 12. The tank is 18 m long, 4 m wide and 2 m deep. Flow measurement was performed with Laser Doppler Velocimetry (LDV) systems on the grid from 1.2 D to 10 D downstream of the turbine. The turbulent intensity in the tank is 15%, and the upstream velocity in the channel is 0.83 m/s. The thrust and power coefficient recorded are C T = 0.75 and C P = 0.38 respectively. Interested readers can refer to Mycek et al. (2014b) for more details on the experimental conĄguration.

Figure 2 .Figure 2 . 11

 2211 Figure 2.12 TST experimental setup of Mycek et al. (2014b) at IFREMER.

Figure 2 .

 2 Figure 2.13 Schematic diagram of Mycek et al. experiment showing the (a) front and (b) side view.

Figure 2 .

 2 Figure 2.14 Comparison of a numerical model with TST experimental results Mycek et al. (2014b) at 15% ambient turbulence showing (a) Normalized velocity and (b) turbulence intensity along the lateral plane.
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Figure 3 . 1

 31 Figure 3.1 Schematic representation of the wake behind a tidal turbine showing the evolution of turbulent intensity downstream along the lateral plane.

Figure 3 . 2

 32 Figure 3.2 Computational domain showing the channel dimension.

Figure 3 . 3

 33 Figure 3.3 Turbulent intensity contour plot at different ambient conditions showing the effect of added turbulence by the rotor in the near wake region.

Figure 3 . 4

 34 Figure 3.4 Lateral plane showing the position of ambient and total wake turbulence in the channel.

Figure 3 . 5

 35 Figure 3.5 Centerline turbine wake turbulence at different ambient turbulent intensities showing (a) the total turbulence (solid) and ambient turbulence (dash); (b) the added turbulence (dash-dot).

Figure 3 . 6

 36 Figure 3.6 Normalized turbulent intensity profile in the transverse direction (I a = 10%; x = 10 D) follows the Gaussian law. The shaded area shows the turbulent wake radius.

  Analytical models of[START_REF] Jensen | A note on wind generator interaction[END_REF], Bastankhah and Porté-Agel (2014) and Ishihara and Qian (2018) assume linear expansion of wake. This simple assumption allows ease of implementation into the analytical model. Lo Brutto et al. (2016a) use exponential law to deĄne the velocity deĄcit wake expansion, but Frandsen et al. (2006) and Larsen et al.

Figure 3 . 7

 37 Figure 3.7 Added turbulence wake radius at different ambient turbulence.

Figure 3 . 8

 38 Figure 3.8 Turbulent wake radius at different ambient turbulent intensities showing the wake expansion downstream. The solid line is the empirical model fitting the numerical data at C T = 0.89 (Betz limit).
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 393 Figure 3.9 Comparison of centerline added turbulent intensity models with numerical simulation at different turbulent intensities.

Figure 3 . 11

 311 Figure 3.11 Comparison of the average turbulence intensity of the proposed empirical model with experimental data of Mycek et al. (2014b), LES data of Grondeau et al. (2022), and the RANS model with source term.

  Figure 4.1.

Figure 4 . 1

 41 Figure 4.1 Wake behavior behind a turbine. (Source: Torabi (2022))

Figure 4 . 2

 42 Figure 4.2 Simple linear model proposed by Jensen (Source: Torabi (2022)).
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 426 Lam et al. modelLam et al. (2015) model is potentially the Ąrst analytical model developed for the tidal turbine application. The analytical model is derived from a ship propeller.

  where a = 0.0315, b = 0.1885, k w = 0.09 (4.12)

Figure 4 . 3

 43 Figure 4.3 Schematic representation of the channel showing different rotor diameter to depth ratio.

Figure 4 . 4

 44 Figure 4.4 Center-line normalized velocity (left) and turbulent intensity (right) at 10% ambient turbulence showing the effect of channel depth at different rotor diameter to depth ratios (a) DH20, (b) DH40, and (c) DH60.

Figure 4 . 5

 45 Figure 4.5 Schematic of the vertical plane showing the effect of rotor diameter to depth ratio.

Figure 4 . 6

 46 Figure 4.6 Normalized velocity contour at 10% ambient turbulence showing the wake profile at 1D (left) and 2D (right) for different rotor diameter-to-depth ratios of (a) DH20, (b) DH40, and (c) DH60.

  been reported in studies by[START_REF] Zhang | Experimental investigation into effects of boundary proximity and blockage on horizontal-axis tidal turbine wake[END_REF], forming a slightly elliptical proĄle by virtue of proximity to vertical boundaries.

Figure 4 .

 4 6 supports experimental studies that show an incomplete vertical development of wake at rotor diameterto-depth ratio due to the limited channel depth.

  for 5% ≤ I 0 < 10%; c = 3.0 + 1.5I ef f • D H -1.32 , d = 0.352 D H -0.145 for 10 % ≤ I 0 < 20% where a, b, c, and d are the parameters depending on DH, C T and the I 0 .

  (3.2) and compared with the tidal turbine experiment of Mycek et al. (2014b) and Stallard et al. (2013).

Figure 4 .

 4 7 shows the model provides reasonable results in comparison to the experimental data, especially in the far wake region.

  Stallard et al. Stallard et al. (2013) experiment at DH60 at 12% ambient turbulence. Mycek et al. Mycek et al. (2014b) experiment at DH35 at 15% ambient turbulence.
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 47 Figure 4.7 Comparison of the proposed turbulent intensity model with tidal turbine experimental data.
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 4849 Figure 4.8 Normalized lateral velocity deficit at x/D = 3 showing the transition from axisymmetric to Gaussian profile at different DH ratios at 10% turbulence intensity.
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 45 Figure 4.10 Comparison of normalized numerical velocity deficit radius and the empirical model showing the wake expansion at 10 % turbulence showing wake expansion at different (a) rotor diameter to depth ratio and (b) thrust coefficient.

  et al. (2013) and Mycek et al. (2014a) as shown in Figure 4.11.

  [START_REF] Stallard | Interactions between tidal turbine wakes: experimental study of a group of three-bladed rotors[END_REF] experiment at DH60 at 12% ambient turbulence.

  Mycek et al. (2014b) at DH35 at 15% ambient turbulence.
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 411 Figure 4.11 Comparison of the proposed velocity deficit model with tidal turbine experimental data.

Figure 4 .

 4 Figure 4.12 Comparison of a numerical and proposed empirical model for the (a) normalized velocity and (b) turbulent intensity showing the effect of rotor diameter to depth ratio along the centreline.

Figure 4 .

 4 Figure 4.13 Normalized velocity contour showing the wake expansion at different rotor diameter to depth ratio.

Figure 4 .

 4 Figure 4.14 Comparison of a numerical and proposed empirical model for the (a) normalized velocity and (b) turbulent intensity showing the effect of ambient turbulence along the centreline.

(Figure 4 .

 4 Figure 4.15 Contours of normalized velocity (left) and turbulent intensity (right) using the empirical model at different ambient turbulence intensities at DH40.

Figure 4 . 16

 416 Figure 4.16 Comparison of a numerical and proposed empirical model for the (a) normalized velocity and (b) turbulent intensity showing the effect of thrust coefficient along the centreline.
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Figure 5 . 1

 51 Figure 5.1 Artistic illustration of TST farm layout. © Bureau Veritas

Figure 5 . 2

 52 Figure 5.2 Schematic of turbine-wake interaction; (a) no interaction (b) full overlap and (c) partial overlap in the wake of the upstream turbine.

Figure 5 . 3

 53 Figure 5.3 Evaluation of partial wake intersection area between a wake effect from the upstream turbine and downstream rotor.

  which conserves the pollutant concentration due to linearity. LSS sum the velocity deĄcit of individual turbine to conserve the total momentum deĄcit in the wake. Another superposition method used by researchers (Lo Brutto et al., 2016b; Yang et al., 2019) to evaluate the wake interaction is the Root Square method (RSM).
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 54 Figure 5.4 Organigram chart for the generalized empirical model.
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 55 Figure 5.5 Comparison of centerline normalized velocity (left) and turbulent intensity (right) between the numerical model and empirical model in tandem array at different turbine spacing.
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 56 Figure 5.6 Contour of normalized velocity (left) and turbulent intensity (right) using the empirical of tidal turbine array at different turbine spacing.

Figure 5 . 7

 57 Figure 5.7 Power curve of a tidal turbine.

Figure 5 . 9

 59 Figure 5.9 Comparison of numerical (top) and empirical (bottom) normalized velocity contour in rectilinear and staggered array configuration in a farm at DH40.

Figure 5 .

 5 Figure 5.10 Comparison of numerical (solid line) and empirical (dash line) power produced by turbines in rectilinear and staggered array at DH40.
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 511 Figure 5.11 Power produced by turbines at different array configurations evaluated using the empirical model in the farm at DH40.
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 9165 Figure 5.12 Normalized turbulence intensity contour at different array configurations at DH40.
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 95 Figure 5.13 Comparison of normalized velocity contour at a different lateral spacing in rectilinear array at DH40.

Figure 5 .

 5 Figure 5.14 Comparison of normalized velocity contour at a different longitudinal spacing in staggered array at DH40.

Figure 5 .

 5 Figure 5.15 Comparison of normalized velocity contour at different rotor diameter to depth ratio in staggered array at 7 D turbine spacing.
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 516 Figure 5.16 Power produced by the turbines in staggered array at different rotor diameter to depth ratio using the empirical model.
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 95 Figure 5.17 Comparison of normalized velocity contour at a different ambient turbulent intensity at DH40.
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 518 Figure 5.18 Comparison of power produced by 20 m diameter turbines in rectilinear array at different ambient turbulence.

Figure 5 .

 5 Figure 5.19 Contour of normalized velocity and turbulent intensity in a rectilinear farm with turbines at different thrust coefficients at DH40.

Figure 5 .

 5 Figure 5.20 Comparison of power production in the rectilinear array by (a) by the individual turbine and (b) turbine row at different thrust coefficients.

Figure 5 .

 5 Figure 5.21 Contour of normalized velocity (top) and turbulent intensity (bottom) in (a) rectilinear (left) and (b) staggered array (right) at 10% ambient turbulent intensity and DH20.

Figure 5 .

 5 Figure 5.22 Optimized turbine layout configuration of Lo Brutto et al. (2016b).

Figures 5 .

 5 Figures 5.23 to 5.25 presents the contour of the normalized velocity and turbulent intensity at different velocities. At cut-in speed, the power produced in the farm is very low as turbines do not produce electricity below the cut-in speed. Table5.4 shows an increase in ambient turbulence increases the power extracted by the turbine. The power produced in the farm increases signiĄcantly with an increase in upstream velocity from 2 m/s to the rated speed of 3 m/s. This large increase in power for a given turbulent intensity is attributed to the increase in the incoming velocity in the farm. The power extracted is proportional to the cube of the velocity (P ∝ U 3 ).

  Figures 5.23 to 5.25 presents the contour of the normalized velocity and turbulent intensity at different velocities. At cut-in speed, the power produced in the farm is very low as turbines do not produce electricity below the cut-in speed. Table5.4 shows an increase in ambient turbulence increases the power extracted by the turbine. The power produced in the farm increases signiĄcantly with an increase in upstream velocity from 2 m/s to the rated speed of 3 m/s. This large increase in power for a given turbulent intensity is attributed to the increase in the incoming velocity in the farm. The power extracted is proportional to the cube of the velocity (P ∝ U 3 ).
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 355525 Figure 5.23 Contour of normalized velocity (left) and turbulent intensity (right) of optimized tidal turbine farm of Lo Brutto et al. (2016b) at different ambient turbulent intensities.

l)Figure A. 2

 2 Figure A.2 Comparison of the normalized velocity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.64

Figure A. 3

 3 Figure A.3 Comparison of turbulence intensity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.64

l)Figure A. 4

 4 Figure A.4 Comparison of the normalized velocity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.89

Figure A. 5

 5 Figure A.5 Comparison of turbulence intensity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.89

l)Figure A. 6

 6 Figure A.6 Comparison of the normalized velocity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.98

  Figure A.7 Comparison of turbulence intensity of numerical data (solid) and proposed model (dash) at DH20 ( a-d), DH40 (e-h) and (i-l) at C T = 0.98

  Nguyen et al. (2016) ont simulé une turbine hydrolienne avec différents modèles RANS et concluent que κ -ϵ fournit de bons résultats, en particulier dans le sillage lointain. Par conséquent, le 160 Résumé étendu en français modèle de turbulence le modèle κ -ϵ est adopté dans cette thèse.

  Bahaj et al. (2007) et lŠessai en cannal Ćume dŠune turbine hydrolienne à 3 pales étudiée par Mycek et al. (2014b).
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 332 Un modèle générique pour le déficit de vitesse et l'intensité turbulente 163 Nouveau modèle empirique C.3.3.1 Modèle de rayon de sillage turbulent LŠutilisation de la loi de puissance comme équation modèle permet une bonne évolution du rayon. Le rayon empirique du sillage turbulent est valable jusquŠà la longueur du sillage turbulent, comme le montre la Ągure 3.8, et sŠexprime sous la forme de lŠéquation suivante (C.13): r * w = r/r o = 7.41I 0Modèle d'intensité turbulente ajoutée Le proĄl dŠintensité turbulente de la ligne médiane de la Ągure 3.5b montre une diminution de lŠintensité turbulente ajoutée en aval. Le nouveau modèle dŠintensité turbulente ajoutée à la ligne médiane est exprimé par lŠéquation suivante (C.14):I + = a X -X 0 D -b a = 0.16C 4.83 T + 0.179 b = 0.68I 0 + 0.472 (C.14) Le sillage de la turbine est reconstruit à lŠaide de lŠEq. (3.2), le modèle proposé estime le sillage dŠintensité de turbulence à différentes intensités turbulentes ambiantes, comme le montrent les Ągures 3.10. En outre, le modèle proposé est validé par lŠexpérience de la turbine hydrolienne de Mycek et al. (2014b) et les simulations LES de Grondeau et al. (2022) avec des résultats acceptables dans le sillage lointain, comme le montre la Ągure 3.11.

+ I 2 +C. 4 . 2 . 2 2 w

 24222 16):Un modèle générique pour le déficit de vitesse et l'intensité turbulente 165I ef f = I 2 0 pour 5% ≤ I 0 < 10%; c = 3.0 + 1.5I ef f • D H -1.32 , d = 0.352 D H -0.145 pour 10% ≤ I 0 < 20% La Ągure 4.7 montre que le modèle fournit des résultats raisonnables par rapport aux données expérimentales, en particulier dans la région du sillage lointain. Modèle de déficit de vitesse Dans le présent modèle, nous proposons dŠutiliser directement un modèle gaussien et dŠestimer directement le déĄcit de vitesse dans le sillage sans utiliser de coefficient de correction. Le déĄcit de vitesse Jensen-Gaussien modiĄé sŠexprime donc comme suit: Eq. (C.19): -(y 0 -y) 2 + (z 0 -z) 2 ) r (C.19) Le rayon de sillage empirique basé sur la loi de puissance est exprimé par lŠéquation suivante (C.20): 275 for 10 % ≤ I 0 < 20% Le modèle de déĄcit de vitesse proposé est comparé à lŠexpérience de la turbine hydrolienne de Stallard et al. (2013) et Mycek et al. (2014a). Comme le montre la Ągure 4.11, le modèle est en bon accord avec les données expérimentales dans la région du sillage lointain. Cependant, le modèle est moins précis dans le sillage proche, ce qui constitue une limitation de lŠADM.

Ferme hydrolienne 167 C. 5 . 2

 16752 AĄn de combiner lŠinteraction cumulative du sillage sur la turbine en aval, différentes méthodes de superposition ont été proposées dans la littérature pour estimer lŠinteraction sillage-turbine. Dans cette étude, nous travaillons sur lŠénergie cinétique et la turbulence pour en déduire la vitesse et la turbulence dans le sillage. Description du modèle générique d'une ferme hydrolienne Pour une application dans une ferme hydrolienne, lŠinteraction du sillage entre les turbines est évaluée à lŠaide dŠune relation trigonométrique et estimée en superposant lŠeffet dŠinteraction du sillage pour évaluer le déĄcit de vitesse et lŠintensité de la turbulence dans une ferme hydrolienne. Le déĄcit de vitesse générique et lŠintensité des turbulences dans la ferme hydrolienne sont exprimés dans le systèmes de relations (C.21). La Ągure 5.4 décrit lŠorganigramme du modèle empirique générique.
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THE GLOBAL POTENTIAL OF OCEANIC TIDAL ENERGY IS ESTIMATED AT OVER 100 GW
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Table 1 .1 Technology

 1 

Readiness Level definition in tidal steam energy.

Table 1 . 2

 12 Mean field observation metrics of tidal channel sites around the world.

	Location	M ethod U(m/s) T I x (%) H(m) Ref erence
	Alderney Race, France	ADCP	1.5 -4.0 8 -14	35	Thiébaut et al. (2020)
	East River, NY	ADCP	1.5 -2.3 16 -24 9.2	Li et al. (2010)
	Puget Sound, USA	AWAC 2.0 -3.2 8 -11	56	Thomson et al. (2012)
	Sound of Islay, UK	ADV	2.0 -2.5 11 -13 55	Milne et al. (2013)
	Strangford Lough, UK	ECM	1.5 -3.5 4 -9	24	MacEnri et al. (2013)
	EMEC Orkney, UK	ADCP	1.9 -3.0 11 -16 43	Sellar et al. (2018)
	Uldolmok Strait, Korea ADCP	2.0 -2.7 10 -18 20	Li et al. (2014)
	Cook Inlet, USA	ADCP	2.0	14	34	Wang and Yang (2020)
	Fromveur Strait, France ADCP	1.5 -2.0 -	53	El Tawil et al. (2019)
	Menai Strait, Wales	ADCP	2.5	-	46	Togneri et al. (2017)
	Sea Scheldt, Belgium	ADCP	0.8 -1.4 4 -5	10	Sentchev et al. (2020)
	Jiaozhou Bay, China	ADCP	2.0	-	60	Liu et al. (2021)
	Zhoushan, China	ADCP	2.0	-	60	Liu et al. (2021)
	Bank Strait, Australia	ADCP	1.2 -2.2 10 -16 60	Perez et al. (2021)
	Clarence Strait, Australia ADCP	1.4 -2.5 10 -20 40	Perez et al. (2021)
	Ramsey Sound, UK	ADCP	1.2 -3.0 8 -16	40	Togneri and Masters (2016)
	Yarmouth Habour, UK	ADCP	2.0	-	25	Sentchev and Thiébaut (2015)
	Dover Strait, UK	ADCP	1.0 -1.5 -	25	Thiébaut and Sentchev (2016)
	Morbihan Gulf, France	ADCP	2.5	-	28	Sedrati et al. (2015)
	Race Rock, Canada	ADCP	3.0	-	22	Bhuyan and Darou (2007)
	Paimpol-Bréhat, France ADCP	1.0 -3.0 -	30	Mercier and Guillou (2022)

Table 1 .3

 1 Turbulence in the wake of TST[START_REF] Vermeer | Wind turbine wake aerodynamics[END_REF]).

	Region

  al., 2013; Abolghasemi et al., 2016; Rahman et al., 2018; Nguyen et al., 2019; Thiébot et al., 2016, 2021; Djama Dirieh et al., 2022) as shown in Figure

  Harrison et al. (2010b) is used extensively in the literature (Harrison et al., 2010a; Nguyen et al., 2016; Thiébot et al., 2016; Rahman et al., 2018; Thiébot et al., 2020; Khaled et al., 2021; Djama Dirieh et al., 2022).

Table 2 .

 2 1 CFD model parameters for the simulation of the actuator disk.

	Numerical parameter	settings
	Turbulence model	Standard k-epsilon
	Inlet	Eqs. (2.32) and (2.33)
	Outlet	Zero gradient (von Neumann BC)
	Bottom	No-slip condition (Dirichlet BC)
	Top and side walls	Symmetry (von Neumann BC)
	Resistance coefficient, K	2 (corresponds to C

T = 0.89)

  ; Crespo and Hernandez, 1996; Frandsen, 2007) and more recently the spatial variation at any location downstream (Ishihara and Qian, 2018; Syed Ahmed Kabir et al., 2020). Recently, artiĄcial intelligence (AI) tools like the Generic Programming (Syed Ahmed Kabir et al., 2020), and the ArtiĄcial Neural Network (Shamshirband et al., 2014; Liu et al., 2023) have been used to parameterize the added turbulence model. A brief description of these models is presented hereafter:

Table 3 . 1

 31 Summary of added turbulence model proposed by[START_REF] Ishihara | A new Gaussian-based analytical wake model for wind turbines considering ambient turbulence intensities and thrust coefficient effects[END_REF].

	Wake model	Formulas	Parameters
	wake width	σ	

  al., 2018; Nguyen et al., 2019; Thiébot et al., 2020; Djama Dirieh et al., 2022). Recall that in Section ğ2.5, the numerical simulation with ADM has been validated with porous disk and tidal turbine experiments with relatively good results in the far wake. The uniform thrust force applied to the disk region in Eq. (2.21) is:

Table 3 . 2

 32 Mean relative error of the added turbulent wake model.

	Ambient turbulence I o	5%	10%	15%	20%
	Wake radius R w (%) Centerline I + (%)	2.90 8.09	0.35 6.42	1.44 5.59	2.31 6.31

Table 4 . 1

 41 Comparison between the proposed model and the previous wake models.

	Model	Principles Profile Wake expansion law Added turb. Application
	Jensen (1983)	MC	top-hat	linear	Ű	wind turbines
	Frandsen (2006)	MC & MT top-hat	non-linear	Ű	wind turbines
	B-P (2014)	MT	Gaussian	linear	Ű	wind turbines
	Zhang (2020b)	MC & MT	Cosine	non-linear	Yes	wind turbines
	Ishihara (2018)	MT	Gaussian	linear	Ű	wind turbines
	Lam (2015)	MT	Gaussian	linear	Ű	tidal turbines
	Lo Brutto (2016a)	MC	top-hat	non-linear	Ű	tidal turbines
	Liu (2023)	MC	Gaussian	linear	Ű	tidal turbines
	Proposed	MC	Gaussian	non-linear	Yes	tidal turbines

MC: mass conservation; MT: momentum theory.

  [START_REF] Ishihara | A new Gaussian-based analytical wake model for wind turbines considering ambient turbulence intensities and thrust coefficient effects[END_REF] modiĄed the B-P model to estimate the velocity deĄcit in both near and far wake. The 3-D model considers both the ambient turbulence intensity and the thrust coefficient. A wake expansion model is similar to the one proposed in the BP model. The model parameters are developed from data Ątting of experimental and LES data. The model equations are summarized in Table4.2.

Table 4 . 2

 42 Summary of velocity deficit model proposed by[START_REF] Ishihara | A new Gaussian-based analytical wake model for wind turbines considering ambient turbulence intensities and thrust coefficient effects[END_REF].

Table 4 . 3

 43 Rotor size at a different diameter-to-depth ratio

	H(m)	D/H	20%	40%	60%
	10		2	4	6
	25		5	10	15
	35		7	14	21
	50		10	20	30

Table 4 . 4

 44 Corresponding values of C P and C T for resistance coefficient K.

	K	C T	C P
	1	0.64	0.51
	2	0.89	0.59
	3	0.98	0.56

  Brutto et al. (2016a) proposed a relation for maximum velocity deĄcit for the Jensen model as Eq. (4.17):

	∆U def ,max = ∆U def , aver	r w σ	2	(4.17)

4.5.2 Effect of ambient turbulence

  [START_REF] Blackmore | The Sensitivity of Actuator-Disc RANS Simulations to Turbulence Length Scale Assumptions[END_REF][START_REF] Nguyen | Effects of the Current Direction on the Energy Production of a Tidal Farm: The Case of Raz Blanchard (France)[END_REF] studies of the wake effect illustrate the reduction in velocity deĄcit and quick Ćow recovery at high turbulent Ćow. The proposed model provides reasonable results compared to the numerical data, especially in the far wake region.

	Figure 4.14 presents the normalized velocity and turbulent intensity at DH40 and
	C T of 0.89 at different ambient turbulence. The velocity deĄcit and turbulence intensity recovery are faster at high ambient turbulence. The turbulence in the
	wake recovers at 15 D and 9 D for 10% and 15% inĆow turbulence respectively.
	The normalized velocity recovers by more than 90%. This recovery is faster at high
	ambient turbulence. Other experimental (Myers et al., 2013; Mycek et al., 2014a;
	Blackmore et al., 2014) and numerical (

  [START_REF] Niayifar | Analytical Modeling of Wind Farms: A New Approach for Power Prediction[END_REF] develop a model to estimate the turbulence intensity in the wake of the wind turbine array. For an individual turbine, CrespoŠs turbulence relation (refer to Eq. (3.4)) is used to calculate the added turbulence, then local turbulence intensity is obtained using Eq. (3.2). The turbulence contribution by wake interaction of the closest turbine is deĄned by Niayifar and Porté-Agel (2016) as:

Table 5 . 1

 51 Power extracted by turbines at different ambient turbulence in a rectilinear array.

	Power (MW)

Table 5 . 2

 52 Power extracted by turbines at different ambient turbulence in a rectilinear array.

	T N	C T	U (m/s)	P i (M W )
	T 1 T 2 T 3 T 4	0.89 0.89 0.89 0.89	2.78 2.39 2.32 2.27	2.00 1.27 1.16 1.10
	Row 1			5.53
	T 1 T 2 T 3 T 4	0.70 0.70 0.70 0.70	2.78 2.51 2.46 2.44	1.83 1.35 1.27 1.23
	Row 2			5.68
	T 1 T 2 T 3 T 4	0.75 0.89 0.89 0.89	2.78 2.49 2.34 2.29	1.90 1.43 1.20 1.12
	Row 3			5.65
	T 1 T 2 T 3 T 4	0.70 0.75 0.85 0.89	2.78 2.51 2.44 2.35	1.83 1.40 1.34 1.21
	Row 4			5.78

Table 5 . 3

 53 Summary of results on a large tidal farm.

	Array	Rectilinear	Staggered
	N T	85	81
	S x	10D	5D
	S y P f arm (M W ) η f arm [%]	5D 45.45 85.1	3D 43.56 85.6

Table 5 . 4

 54 Summary of power extracted at different hydrodynamic conditions in an optimized tidal turbine farm.

	U (m/s)	I 0	5%	10%	15%
	1.0	P f arm (MW)	0.773	0.872	0.894
	2.0	P f arm (MW)	6.187	6.976	7.151
	3.0	P f arm (MW)	20.881	23.545	24.135
		η f arm [%]	79.13	89.22	91.46

Table A . 1

 A1 Relative error analysis of turbulence intensityLes turbines hydroliennes (TST pour Tidal Stream Turbine) utilisent directement lŠénergie cinétique de la marée pour exploiter lŠénergie. Les TST permettent à lŠeau de passer à travers et autour dŠelles et ne requièrent. Par conséquent, la vitesse locale de la marée, la turbulence, la bathymétrie, la profondeur, lŠélévation des fonds marins, les réglementations locales en matière de navigation ainsi que les préoccupations associées aux poissons et aux mammifères marins, constituent des questions clés pour le développement des hydroliennes. La Ągure 1.8 présente différentes technologies dŠexploitation de lŠénergie hydrolienne avec différents niveaux de maturité technologique (TRL). Cependant, la technologie la plus prometteuse à ce jour est la turbine à axe horizontal. La préférence de lŠindustrie pour la turbine à axe horizontal résulte de la technologie mature des turbines éoliennes, de leur modèle économique et de leur haute efficacité. Comme le montre la Ągure 1.13, 13 des 16 hydroliennes sont des aux turbines à axe horizontal.

	C.1.2 Énergie hydrolienne				
			Table A.2 Relative error normalized velocity		
		20% 20%	8.43 2.16 4.68 2.83 4.81 3.31 4.92 3.06 4.99 2.42 4.94 1.42 4.83 0.47 4.58 0.78		20% 20%	8.39 2.68 4.13 2.81 5.25 3.69 5.77 3.38 6.10 2.37 6.17 0.61 6.08 0.96 5.81 3.14		20% 20%	7.04 9.71 2.79 1.00 5.04 2.05 6.02 1.74 6.61 0.60 6.82 1.70 6.77 3.68 6.53 6.53
		15% 15%	15.89 2.58 5.28 2.12 5.16 3.52 5.17 3.57 5.18 3.06 5.11 1.97 5.00 0.82 4.73 0.92		15% 15%	12.41 3.44 4.23 1.87 5.32 3.50 5.86 3.54 6.22 2.65 6.32 0.64 6.24 1.24 5.97 4.43		15% 15%	8.58 8.58 0.27 0.27 1.13 1.13 1.00 1.00 0.247 0.247 2.83 2.83 5.27 5.27 9.30 9.30
	DH60 DH60	10% 10%	33.98 3.42 6.66 0.83 6.00 4.97 5.78 5.91 5.64 5.96 5.48 4.78 5.32 3.26 5.00 0.63	DH60 DH60	10% 10%	17.48 3.85 5.06 1.66 5.92 4.28 6.40 4.70 6.73 4.07 6.83 1.68 6.74 0.95 6.43 5.51	DH60 DH60	10% 10%	6.63 11.90 2.48 0.20 4.91 0.50 5.98 0.10 6.67 1.48 6.95 4.83 6.93 8.25 6.69 13.96
		5% 5%	55.30 3.23 7.39 2.40 6.09 8.93 5.59 10.50 5.29 10.76 5.09 9.39 4.95 7.63 4.68 3.76		5% 5%	17.40 4.11 4.74 5.49 5.02 7.10 5.38 6.95 5.75 5.65 6.02 2.68 6.07 0.50 5.91 6.03		5% 5%	6.63 13.32 3.29 0.20 5.65 0.50 6.66 0.10 7.39 1.48 7.67 4.83 7.64 8.25 7.32 13.96
		20% 20%	11.44 0.88 2.48 0.45 2.54 0.45 2.68 0.64 2.85 0.64 3.01 0.32 3.07 0.02 3.08 0.53		20% 20%	8.04 4.64 1.55 1.70 2.15 2.37 2.57 2.36 2.98 2.07 3.31 1.29 3.44 0.54 3.50 0.51		20% 20%	5.07 13.33 3.29 2.43 5.61 3.11 6.66 3.06 7.37 2.52 7.67 1.42 7.64 0.47 7.32 1.05
		15% 15%	18.40 0.51 2.64 1.97 2.57 0.17 2.64 0.34 2.78 0.47 2.94 0.28 3.01 0.05 3.04 0.75		15% 15%	11.45 4.65 1.30 1.19 1.94 2.47 2.37 2.63 2.79 2.40 3.17 1.52 3.33 0.63 3.44 0.81		15% 15%	6.11 10.50 0.19 2.28 1.20 3.14 1.98 3.21 2.67 2.69 3.24 1.39 3.50 0.14 3.67 1.90
	C T = 0.64 C T = 0.64 DH40 DH40	5% 10% 5% 10%	44.11 32.14 3.31 4.08 2.63 4.28 3.15 3.41 0.44 2.75 5.30 0.73 2.50 5.89 1.19 2.39 5.42 1.18 2.38 4.30 0.72 2.37 2.23 0.38 0.04 3.13 2.86 2.78 2.79 2.88 2.94 2.96	C T = 0.89 C T = 0.89 DH40 DH40	5% 10% 5% 10%	9.18 14.02 0.66 3.15 9.22 2.50 2.77 11.11 4.41 2.64 10.87 4.73 2.60 9.42 4.33 2.65 6.45 3.08 2.72 3.68 1.61 2.79 0.80 0.94 7.11 1.55 2.18 2.51 2.84 3.16 3.33 3.43	C T = 0.98 C T = 0.98 DH40 DH40	5% 10% 5% 10%	9.28 2.02 3.76 3.03 13.61 5.65 2.91 12.17 5.84 2.87 10.12 5.15 2.88 6.84 3.81 2.96 1.93 1.42 3.03 2.15 0.75 3.10 8.28 4.43 13.76 0.48 1.81 2.40 2.93 3.39 3.62 3.77
		20% 20%	17.51 3.17 2.66 4.09 2.39 2.10 2.33 1.32 2.35 0.88 2.44 0.57 2.51 0.43 2.61 0.32		20% 20%	11.09 3.76 2.96 1.00 2.54 0.07 2.43 0.37 2.42 0.46 2.51 0.50 2.59 0.38 2.69 0.22		20% 20%	5.45 3.96 3.13 1.65 2.62 1.95 2.48 1.87 2.47 1.64 2.56 1.40 2.65 1.14 2.76 0.69
		15% 15%	26.56 2.27 2.41 7.49 2.18 4.20 2.12 2.86 2.13 1.97 2.22 1.33 2.30 1.04 2.43 0.87		15% 15%	15.35 1.65 2.45 2.27 2.19 0.55 2.12 0.10 2.14 0.26 2.24 0.32 2.34 0.29 2.49 0.17		15% 15%	6.50 0.85 2.43 1.96 2.18 2.51 2.12 2.38 2.15 2.06 2.27 1.66 2.38 1.27 2.53 0.72
	DH20 DH20	10% 10%	42.41 0.35 1.96 14.28 1.84 8.53 1.80 6.09 1.80 4.29 1.87 2.86 1.95 2.24 2.10 1.74	DH20 DH20	10% 10%	17.63 2.17 1.79 1.87 1.83 0.49 1.84 1.06 1.85 1.10 1.93 0.87 2.02 0.53 2.16 0.10	DH20 DH20	10% 10%	0.74 2.88 2.45 8.33 2.39 8.20 2.29 7.18 2.20 5.53 2.16 3.42 2.18 2.00 2.26 0.25
		5% 5%	53.38 2.61 1.65 17.00 1.11 9.50 0.92 6.10 0.82 3.73 0.80 2.30 0.83 1.80 0.92 1.58		5% 5%	1.65 6.59 4.03 13.29 2.88 14.94 2.40 14.57 2.04 12.80 1.76 9.21 1.63 6.01 1.50 1.11		5% 5%	23.80 13.81 7.29 26.94 5.21 25.45 4.31 23.20 3.58 19.33 2.94 12.76 2.56 7.02 2.12 1.60
	I 0 I 0		I 0 I 0		I 0 I 0	
		x/D x/D	1 1 3 3 5 5 7 7 10 10 15 15 20 20 30 30		x/D x/D	1 1 3 3 5 5 7 7 10 10 15 15 20 20 30 30		x/D x/D	1 1 3 3 5 5 7 7 10 10 15 15 20 20 30 30

  En dynamique des Ćuides numérique (CFD), une représentation de la turbine du rotor est nécessaire. Les modèles numériques fournissent des solutions rentables avec des détails qui sont difficiles à mesurer expérimentalement. Différents modèles numériques ont été développés avec certaines limitations et hypothèses pour effectuer des tâches spéciĄques. Un modèle numérique particulier est utilisé en fonction du domaine dŠintérêt ou de la portée de lŠétude. Nous avons répertorié quatre principaux types de modélisation: pale résolue, ligne dŠaction, RANS-BEM et disque dŠaction constant. Le modèle numérique de base pour les éoliennes et les turbines hydroliennes est illustré à la Ągure 2.2.

  C.12) où I wake est la turbulence totale dans le sillage, I 0 est la turbulence ambiante et I + est la turbulence ajoutée par le rotor.Une caractéristique commune du modèle[START_REF] Quarton | Turbulence in Wind Turbine Wakes[END_REF][START_REF] Crespo | Turbulence characteristics in wind-turbine wakes[END_REF][START_REF] Frandsen | Turbulence and turbulence-generated structural loading in wind turbine clusters[END_REF][START_REF] Ishihara | A new Gaussian-based analytical wake model for wind turbines considering ambient turbulence intensities and thrust coefficient effects[END_REF][START_REF] Tian | Development and validation of a new two-dimensional wake model for wind turbine wakes[END_REF] 

1.8.1 Experimental worksThe TST industry has seen approximately 54% successful deployments of the 57 full-size TST turbines identiĄed by Walker and Thies (2021). However, a limited understanding of the complex tidal Ćow, coupled with high deployment and

(a) Rectilinear array (b) Staggered array Figure 5.8 Schematic of tidal farm array showing different turbine configurations in a farm.
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Appendix A.1 Wake correction coefficient ϕ

The area under axisymmetric wake can be expressed as:

By changing variable

The correction term is expressed as:

The area under a 2 D Gaussian wake can be expressed as:

The correction term is expressed as:

Parameter sensitivity of generic model 
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Appendix C

Résumé étendu en français C.1 Sur le besoin d'énergie

Avec lŠaugmentation de la demande, lŠutilisation de combustibles fossiles conventionnels a considérablement augmenté les émissions de CO 2 et dŠautres polluants nocifs contribuant au réchauffement de la planète. AujourdŠhui, près des deux tiers de lŠélectricité mondiale proviennent de combustibles fossiles. Parmi ceux-ci, environ 36 % de lŠélectricité mondiale est générée par le charbon, qui est à lŠorigine des émissions de CO 2 les plus élevées au monde. Un tiers de lŠélectricité mondiale provient de sources à faible teneur en carbone, à savoir les énergies renouvelables et lŠénergie nucléaire. LŠénergie renouvelable est déĄnie comme lŠénergie provenant de ressources qui peuvent être reconstituées au même rythme quŠelles sont utilisées. Les énergies renouvelables jouent un rôle crucial dans les transitions énergétiques propres et leur déploiement est lŠun des principaux moyens de maintenir lŠaugmentation des températures moyennes mondiales en dessous de 1, 5 o C.

C.1.1 Énergie des marées

LŠocéan est vaste, couvrant 363 millions de kilomètres carrés, soit lŠéquivalent dŠenviron 72 % de la surface de la terre. Avec près de 2,4 milliards de personnes, soit 37 % de la population mondiale, vivant à moins de 100 kilomètres des côtes (UN, 2017), lŠénergie marine représente une solution pratique pour lutter contre le changement climatique tout en contribuant à un avenir plus durable. Pour les nations dotées de territoires côtiers et océaniques, le développement et lŠexploitation des énergies marines renouvelables constituent une contribution potentielle intéressante au bouquet dŠénergies renouvelables visé. Le potentiel théorique de toutes les technologies de lŠénergie marine combinées va de 45 000 térawattheures (TWh) à bien plus de 130 000 TWh par an (IRENA, 2020). LŠénergie hydrolienne est actuellement lŠune des formes privilégiées dŠénergie marine renouvelable car, en raison de lŠorigine astronomiques les force, elle est prévisible.